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Heterosystems of metal/insulator/gold type with titanium oxide and tantalum oxide as internal barriers are studied using internal
photoemission (IPE), field induced current transport (current transients after voltage steps) and chemical reaction induced current
transport (chemicurrent). IPE investigations over a broad energy range from 0.8 to 4.5 eV allow a determination of the interstitial
layers band gap and the maximum height of the internal tunnel barrier. The built-in field of the heterosystem is derived by the eval-
uation of the slope in the photoyield versus photon energy plot. Current transients recorded after voltage steps allow the determina-
tion of the heterosystems time constants which generally have a value of some milli seconds. In titanium oxide systems additional
time constants with values of several 100 s appear for bias voltages >0.5 V. These time constants are assigned to slow processes
altering the height of the titanium oxide barriers.
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Heterosystems with thin oxide layers are interesting for a variety
of applications as thin film capacitors,1–3 chemicurrent detectors4

and electron sources in spin polarized tunneling.5 In the present
work we present a comparative investigation of charge transport
induced by different methods through thin oxide films. Charges are
driven through the oxide by: i) application of a device voltage ii)
illumination of the samples with monochromatic light at variable
photon energies, leading to spectra of internal photoemission, iii)
non adiabatic chemical surface reactions. All three methods are
combined since it is possible to derive the nature of excited carriers
transport through heterosystems.6 For aluminum and tantalum oxide
heterosystems it was found, that they form a high pass filter for
excited electrons and holes (defect electrons).4,6 Since the height of
the internal barriers for electrons and holes can be modified by an
applied bias voltage, it became possible to characterize the spectra
of excited charge carriers with energies below the vacuum barrier.7

Bias voltages of up to 1 V could be applied to the system which had
an internal barrier height of 3 eV.

To increase the detection efficiency for excited electrons travel-
ling from the surface of a metal towards the bulk, one can either
decrease the thickness of the top metal film of a heterosystem or one
can reduce the height of the internal barrier. But with a decrease of
the internal barrier the method of applying a bias voltage for tuning
this barrier might become problematic, since tunnel currents become
larger with lower barrier heights. Additionally, the influence of
midgap states, impurities and remanent changes of the internal bar-
rier might become more relevant for lower barriers.8,9 These prob-
lems are adressed in the present work.

A comparison of metal/insulator/metal heterojunctions is pre-
sented with potentiostatically formed titanium and tantalum oxide
as interjacent insulating layer. Titanium and tantalum oxide were
chosen since both have bandgaps smaller than 4.5 eV.10 For amor-
phous tantalum oxide values of 4.2 eV are typical11,12 whereas crys-
talline samples show values of 3.9–4.5 eV.12,13 Bulk titanium oxide
values are for rutile 3.03 eV and for anatase 3.2 eV. For polycrystal-
line titanium oxide films 3.34–3.39 eV are typical values.14 The
electrochemical oxide formation is also well known in the litera-
ture.15–19 The electrochemical preparation is described in Sec. II A
based on potentiodynamic growth in acetate solution, followed by
the preparation of the gold top electrodes in vacuum as described in
II B. The gold top electrodes seem to form a more heterogeneous,
open structure on titanium oxide than on tantalum oxide. The
growth is monitored by in situ resistivity measurements during
evaporation of the metal film.

Sample Preparation

Electrochemical oxidation.— As heterojunctions we employed
thin film Ta/TaOx/Au and Ti/TiOx/Au sandwich structures. The tan-
talum bottom electrode (2 mm� 20 mm) was prepared by a mini e-
beam evaporator under ultra high vacuum conditions (UHV) as
shown previously in Refs. 20 and 21 whereas the titanium bottom
electrode (2 mm� 20 mm) was evaporated using a bent beam evap-
orator under UHV conditions.22

The insulating oxide layers were prepared by a localized electro-
chemical oxidation procedure in an electrolytic droplet cell.23–25 In
order to minimize parallel corrosion processes during the oxida-
tion,26 a sodium acetate buffer electrolyte and an ammonium acetate
buffer electrolyte (0.9 mol/l) were used for Ta and Ti, respectively.
While an initial potential Ei¼�1.0 V is applied no chemical reac-
tion takes place on Ta. For the Ti samples a slight increase of the
negative current can already be seen for electrode potentials
ESCE<�0.8 V. This can be attributed to a beginning hydrogen evo-
lution at the Ti sample. The anodic oxidation is then initiated by
increasing the potential with a constant rate dESCE/dt¼ 0.1 V/s up
to a final value Ef . In the present work, tantalum films oxidized at
Ef¼ 2 V as well as titanium films oxidized at Ef¼ 2Vand Ef¼ 3 V
were used. The corresponding cyclovoltammograms, recorded dur-
ing the oxidation of the Ta and Ti films, covered by a thin native ox-
ide due to previous exposure to ambient air, are shown in Fig. 1. In
all three cases, a similar behavior can be observed: up to a certain
positive potential EI�0 the current density remains low, then it
increases and goes through a maximum, and finally reaches a con-
stant plateau value of some 10 �A until Ef is reached. At a constant
value of Ef , the current drops exponentially to zero within a few
seconds. The so-called half wave potential E1/2 is usually introduced
as a characteristic quantity describing the oxidation process, being
defined as the potential at which the current density is half of its pla-
teau value. For tantalum, E1/2 is of about þ0.5 V, while for titanium
it is around þ1.0 V. The small difference in E1/2 between the two ti-
tanium samples is caused by a thicker gas phase oxide due to a lon-
ger exposition to ambient conditions after evaporation for the sam-
ple in the middle graph of Fig. 1.

One advantage of this oxidation procedure is the fact that it
allows to control the oxide thickness zox by varying Ef, since the
relation between the two quantities is approximately linear.27 From
this linear dependence, the so-called formation factor dzox/dEf was
found to be in the range 1.3–2.4 nm/V for TaOx (Ref. 19) and 1.3–
3.3 nm/V for TiOx.

19 For our devices, we derived, from XPS sputter
profiles, formation factors of about 2.2–2.4 nm/V for the tantalum
and the titanium oxide, respectively. This calibration factor gives
the thicknesses for the oxide layers of 4.4 nm (TaOx) and of 4.8–7.2
nm (TiOx).
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Evaporation of gold top electrodes.— The gold top electrode
(6 mm� 9 mm) was obtained by thermal evaporation at a rate of 0.3
nm/min under UHV conditions (base pressure< 10�8 mbar) across
the oxide layer. The bottom and the top electrode were contacted
with micrometer thick silver strips similar to Ref. 28.

The twofold contacts of the top electrode allow an in situ monitor-
ing of the gold film’s resistivity during its growth. In Fig. 2 the specific
resistivity of the gold films (measured at 300 K) is plotted for thick-
nesses below 20 nm. The amount of gold evaporated on the sample
was determined by a quartz balance. The x-axis in Fig. 2 is calibrated
in the following way: Three different amounts of gold were evaporated
on a glass substrate. The gold films on the glass were scratched, and
their thickness was determined by measuring the average scratch depth
from AFM line scans performed across the scratches. Hence, the
x-axis in Fig. 2 is normalized to the growth of gold on glass.

Obviously films grown on titanium oxide have a comparable
high specific resistivity. Gold films on tantalum oxide reach the

same resistivity values at thickness values which are 5.3 nm lower.
At 20 nm thickness the specific resistivity of gold on tantalum oxide
is 1.4� 10�5 X cm, this value is indicated on the y-axis of Fig. 2 as
well as the bulk value for gold qbulk(Au)¼ 2.2� 10�6 X cm (Ref.
29). The gold films on glass, which were used for the calibration of
the x-axis in Fig. 2 show a much lower resistivity. Increasing the
thickness from 6.5 to 8 nm leads to a considerable resistivity
decrease of five orders of magnitude.

The apparent differences in the gold film growth on the three
substrates can be partially discussed with classical arguments for the
thermodynamics of interfaces. One crucial parameter determining
the film growth is the surface free energy c of the adlayer and the
substrate.

Titanium oxide has a low value of surface free energy c of 0.35
J/m2 (Ref. 30) whereas most metals show higher values. The range
of values for metals is from c¼ 0.4 J/m2 for lead31 to c¼ 1.4 J/m2

for gold32,33 and c � 2�3 J/m2 for platinum.34,35 To the authors

Figure 1. (Color online) Typical cyclo-
voltammograms (Ei¼�1.0 V and
Ef¼ 2.0�3.0 V) recorded during the
localized electrochemical oxidation in an
electrochemical droplet cell of a tantalum
(upper graph), and a titanium (middle and
lower graph) substrate over an area Aox �
4 mm2, respectively, where E1/2 denotes
the half wave potential.
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knowledge, for tantalum oxide there is only one value in literature
of c¼ 0.28 J/m2 which is cited in Ref. 30. When the surface free
energy of the oxide coxide, the surface free energy of the metal cmetal

and the interfacial energy cinterface fulfill the inequality

cinterface > ðcoxide � cmetalÞ [1]

one expects cluster growth.36,37 With the above mentioned values
the right hand side of Eq. 1 will be negative for gold on titanium
and tantalum oxide. cinterface itself might only have a negative value
if a chemical reaction happens between the gold and the oxide. This
is unlikely for gold-titanium oxide interfaces.38 For gold–tantalum-
oxide interfaces the reaction of gold with the oxide is even more
unlikely since the binding energy of tantalum oxide is higher. The
binding energy for tantalum oxide is 201 kJ/mol,39 for titanium ox-
ide the value is 47.7 kJ/mol.40 Hence, for both oxide–metal systems
cinterface can be expected to be positive leading to a tendency for
cluster growth of gold on both oxides. This tendency should be
weakest for gold on glass, since c for glass surfaces is �1 J/m2.
This value is 2–3 times higher than the values for titanium oxide
and tantalum oxide and leads to a lower negative value for the
right hand side of Eq. 1. So, the comparative low resistivity values
for gold on glass can be motivated by the high c value for glass
surfaces.

All these considerations are valid only when one considers the
surface free energies. But several complicated effects might influ-
ence this simple consideration.

• Adsorbates or defects on the oxide surface may influence the
value of c.41 In our case a partial hydroxide coverage of the elec-
trochemically built oxide cannot be excluded.42,43

• A pure description in terms of interfacial energies might be insuf-
ficient since charge transfer processes between the adlayer and the
substrate may induce a big interfacial stress.44,45 This stress (not
included in Eq. 1) can influence the growth mode of the adlayer
significantly.46

In conclusion, we can not debate on the differences between
gold on tantalum oxide and titanium oxide with thermodynami-
cal values of surface and interface energies from literature. A
tentatively closed structure of gold on glass can be rationalized
by the high c value of glass. A more open structure of the gold
film on titanium oxide with a higher fraction of voids is sug-
gested. This argument will be supported by chemicurrent
experiments in Sec. V.

Internal Photoemission

Optical properties of the layer system.— The optical properties
of the layer system were calculated following the approaches of
Edwards and Pepper.47,48 The Fresnel equations are evaluated for
normal incidence, taking into account the bulk dielectric properties
of the oxide layers49–52 and of the metals.53 Deviations from the
bulk dielectric properties of the oxide and metal layers are not taken
into account in the present work. For that purpose one would need
an in-situ ellipsometric control of the films during growth.54,55

In Fig. 3 the absorptivities in each layer as well as the total trans-
missivity and reflectivity of the total system are shown. For low pho-
ton energies hm< 2.5 eV the absorptivity in the titanium respectively
tantalum backelectrode is larger than in the gold top electrode. For
both layer systems the absorptivity in the gold top electrode domi-
nates for hm> 2.7 eV. The dotted vertical lines in Fig. 3 indicate the
photon energy where absorptivities in both metal electrodes are equal.
Tantalum oxide does not show any significant absorptivity over the
whole energy range, whereas titanium oxide shows values of up to
10% for 3.5 eV< hm< 4.5 eV. This is considered to be due to the
lower band gap of titanium oxide of 3.6 eV.56 Interband excitation
processes will dominate in this energy range.57

From a simple viewpoint, considering isotropic propagation of
photoexcited carriers in the metal electrodes and over the oxide bar-
rier, one should expect a polarity change of the photoinduced cur-
rent at medium photon energies, e.g. �2.5�2.6 eV. Anisotropies in
the propagation of the photoelectrons as for example induced by

Figure 2. (Color online) Resistivity of the Au film evaporated on tantalum
oxide, titanium oxide and on glass (measured at 300 K).
qbulk(Au)¼ 2.2� 10�6 X cm for T¼ 300 K from29 and the final resistivity
for a 20 nm thick gold film on tantalum oxide are indicated on the y-axis.

Figure 3. (Color online) Absorptivities for the tantalum oxide (upper graph)
and the titanium oxide (lower graph) based devices. The dotted lines indicate
the photon energies with equal absorptivities in the top and in the back
electrode.
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built-in internal electric fields may significantly alter the frequency
dependence of the photon yield.58

A layer system with a built-in field directed towards the top elec-
trode is shown in Fig. 4. Scattering processes with optical phonons
may occur when excited carriers pass the oxide layer. This leads to
energy losses of several 100 meV.59,60 These energy losses hamper
the transport of electrons travelling against the built-in field. After
the scattering these electrons have a much lower tunnel probability,
see path with red arrow from the left to the right hand side in Fig. 4.
On the other hand, photoelectrons from the top electrode directly
have to tunnel. Scattering processes during the subsequent transport
in the oxide’s conduction band then only have a minor effect
because the transport to the conduction band of the bottom electrode
is not hindered by a further barrier, see path with blue arrow from
the right to the left hand side in Fig. 4.

It should be mentioned that electron-phonon (e-ph) scattering
causes a higher energy loss in the oxide than in the metal since in
the oxide the contribution of optical phonons dominates whereas
acoustical phonons are the main scatterers in the metals. However,
the above mentioned ‘directional effect’ of the oxides internal field
will only work when the mean free path for the e-ph scattering in
the oxide is in the range or below the oxide thickness. This seems to
be valid since values of 0.4�0.6 nm for the mean free path were
found.61–63

Optical setup.— As a light source for our high-energy photon
studies we employed a Xe lamp in connection with a monochroma-
tor which produces a monochromatic beam of radiation with select-
able photon energies in the range between 1.1 and 4.1 eV, i.e wave-
lengths of 300�1100 nm. The linewidth of the beam was about 5
nm. The beam was guided to the MIM device by means of a 2 mm
thick quartz fiber, whose end was mounted close to the sample to
avoid the illuminated area becoming larger than the active area as a
result of beam divergence. The flux of photons impinging on the
gold surface was calibrated by employing a silicon photodiode of
known sensitivity.

For the low-energy photon studies (e.g. photon energies between
0.8 and 1.3 eV) the variable wavelength light source consisted of a
quasi continuous wave (CW) high power white laser source, a
Koheras Versa connected to a Czerny-Turner Monochromator
(Triax180 by Horiba Jobin Yvon). Similar to the high-energy photon

studies, a multimode fibre was used to deliver the monochromatic
light to the MIM device. Again, care was taken to illuminate only
the active area of the MIM device. Due to the low excitation ener-
gies, a sub-fA Source Measure Unit (Keithley Model K6430) had to
be used to measure the subsequent low excited currents in the pA
range at 0 V applied bias. To avoid influence from external stray
fields and external light, all measurements were carried out inside a
shielding box.

Current measurements were performed by means of a HEKA
potentiostat which incorporates a current-to-voltage converter with
a conversion factor of 10 mV/pA. The Potentiostat did also supply
the dc bias voltage applied between the top gold electrode and the
bottom metal layer. The measured current is defined as the net num-
ber of detected electrons in the bottom electrode (Ta or Ti) per unit
time. A negative current then means a net current of electrons flow-
ing from the bottom into the top metal electrode. The photon-
induced electron emission is characterized by a yield

c ¼ detected photo current

impinging photon flux

defined as the average number of detected electrons induced by one
incoming photon. The wavevector of the incident light was parallel
to the surface normal of the samples.

Experimental results.— The photoyield c as a function of photon
energy is shown in Fig. 5. It should be mentioned that for an applied
bias of 0 V the yield always shows positive values in the whole
energy range. This means that a net photoelectron current flows
from the top electrode to the back electrode. A polarity change can-
not be observed, despite the fact that for energies hm< 2.5 eV more
carriers are photoexcited in the bottom electrodes titanium or tana-
lum (see Fig. 3). Hence, the directional effect of the built-in electric
field seems to work in both types of devices at 0 V bias voltage.

In the upper graph of Fig. 5 the photoyield is plotted linearly.
Strong increases of the photoyield are observed for hm> 3.6 eV for
titanium oxide and hm> 4 eV for tantalum oxide. The inset in the
upper graph shows the square root of the photoyield according to
Fowler’s analysis of photoemission.64 This approach calculates c as

c / ðhv� UÞ2 [2]

where U is the workfunction in conventional photoemission or the
height of the internal barrier in internal photoemission.

So, for high energies the square root of the photoyield c is
approximated by line fits, the intersection of the line fits with the
energy axis is used as an estimation for the band gap as suggested in
Refs. 65 and 56. Values of 3.4 and 3.9 eV are evaluated for titanium
and for tantalum oxide.

The analysis of our data according to the laws of interfacial elec-
tron transfer in metal–liquid systems (sometimes cited as 5/2 law of
photoelectrochemistry66–69) does not seem to be appropriate since
the charge transfer ocurrs between two solid phases of our system.

In the lower graph the photoyield is scaled logarithmically. For
both devices regions with different slopes can be distinguished. For
photon energies hm< 0.8 eV no signal could be detected. In this
case the carriers have to tunnel through the entire length of the oxide
layer (see process (IR) in Fig. 4). From 0.8 to 1.3 eV a steep slope
can be observed for titanium oxide samples, for tantalum oxide sys-
tems up to 2.0 eV. For these photon energies tunnel processes
through the upper edge of a triangular tunnel barrier can be dis-
cussed similarly to the Fowler-Nordheim mechanism.70,71 For this
purpose a tilted barrier with

EbarðzÞ ¼ E0 þ
z

doxide

� �
Eb [3]

with different values of E0 is assumed. E0 is the barrier height at the
titanium–titanium oxide or at the tantalum–tantalum oxide interface

Figure 4. (Color online) Schematic drawing of a metal–insulator–metal de-
vice and the built-in field ~Eb. (IR) denotes photo excitation with hm< 1 eV,
the electron has to tunnel through the whole oxide. Process (1) denotes photo
excitation for 1 eV < hm < 2 eV. Process (2) assigns the transport to the
interface. Process (3) denotes transport through the oxide with energy loss
due to electron-phonon interaction leading to a lower tunnel probability for
electrons going from the left to the right. Processes (4) and (5) denote over
the barrier excitation and transport. E0 denotes the lower height of the poten-
tial barrier at the backelectrode (titanium or tantalum)/oxide interface.
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respectively, see Fig. 4. z denotes the coordinate normal to the sys-
tem interfaces with z¼ 0 at the titanium–titanium oxide or at the
tantalum–tantalum oxide interface. doxide denotes the thickness of
the oxide. The barrier height at the opposed oxide interface (oxide–
gold) is E0þEb. Eb causes the unbalance of the oxides conduction
band in Fig. 4. The unbalance of the conduction band evokes a
built-in electric field ~Eb whose absolute value is given by

j ~Eb j ¼
Eb

doxide

[4]

The evaluation of the slope sl1 can now be used to determine the
unknown value for Eb by a simple iteration.

The tunnel probability T(E) through the tilted barrier Ebar(z) can
be expressed by the Wentzel-Kramers-Brillouin (WKB)
approach72–74 as

TðhvÞ ¼ exp �j =
ðdoxide

0

ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
hv� EbarðzÞ

p
dz

� �� �� �
[5]

with

j ¼
ffiffiffiffiffiffi
2m

�h2

r

With Eq. 5 one can evaluate the partial derivative

o log T hvð Þð Þ
ohv

				
hv2

hv1

¼ slth [6]

The theoretically found values slth have to be compared with the
experimentally found slope values sl1. Equation 6 is evaluated for
hm1¼ 0.9 eV and hm2¼ 1.3 eV for titanium, while for tantalum
hm1¼ 1.6 eV and hm2¼ 1.9 eV are used.

The calculated values of slth are shown in Fig. 6 for different val-
ues of E0. The intersection of the calculated curves with the horizon-
tal line given by slth¼ sl1 gives possible values for the internal field
Eb. The relation between E0 and Eb is shown in the inset of Fig. 6.
The relation shows that the evaluation of the experimental results in
Fig. 5 reached by the ratio of tunnel probabilities allows a determi-
nation of value pairs for E0 and Eb. In table 1 the results from the
evaluation of sl1, E0 and Eb are listed.

From the data presented here it is on the first glance difficult to
discriminate between the value pairs E0 and Eb fulfilling Eq. 6.
However, for the tantalum–tantalum oxide–gold system one can
find an argument for values of 1.0 and 0.63 eV for E0 and Eb. The
value of 0.63 eV lies near to the difference of work functions
for tantalum and gold of 0.7 eV, a value which was already found
by R. H. Fowler.64 We state that these values coincide by chance,
since the structure of the barrier is influenced for example by dipole
layers at the interfaces and the hydroxide layer at the tantalum ox-
ide–gold interface.42 However, newer works about the dependence
of the internal photoemission on the top electrode’s thickness point
also to a value of 0.6 until 0.7 eV for Eb.75 So we think that a value
of around 0.6 eV for Eb might be valid for both oxide systems in all
likelihood.

Figure 6. (Color online) Calculated slope values according to Eq. 6. Experi-
mental value sl1¼ 5.8 is denoted in the y-axis. Vertical arrows point to val-
ues of Eb which fit to sl1. Inset shows the combination of E0 and Eb values
which fit to experimentally determined sl1.

Figure 5. (Color online) Upper graph: Photoyield for Ti/TiOx(4.8 nm)/Au
and Ta/TaOx (4.4 nm)/Au junctions plotted linearly. Inset shows the square
root of the photoyield as function of photoenergy. The intersection of the
line fits with the x-axis indicate the band gaps of the respective oxides.
Lower graph: Logarithmic plot of the internal photoemission yield as a func-
tion of of the incident light energy for zero volt bias. sl1 and sl2 denote the
different slopes in the logarithmic plot.

Table I. Evaluation of the exponential dependence of the photo-

yield c as function of hm (see Figs. 5 and 6) E0 and Eb are value

pairs fulfilling Eq. 6.

Titanium Tantalum
sl1 5.8 5.2

E0 Eb 0.6 0.67 1.0 0.63

E0 Eb 0.7 0.52 1.1 0.50

E0 Eb 0.8 0.35 1.2 0.41

E0 Eb 0.9 0.15 1.3 0.29
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For higher photon energies, i.e. hm > 2 eV, c shows again a lin-
ear behaviour in the logarithmic plot, but for both tantalum and tita-
nium systems with a flatter slope. Interestingly the slopes in these
two regions are very similiar for both types of devices. The flat
slope (sl2 � 1.9< 0.5 sl1) represents a weaker energy dependence.
The evaluation procedure applied above following Eqs. 6 and 5
leads to barrier heights of 9 eV. Obviously, this is not a meaningful
value for a barrier height within our systems. The highest threshold
energy is the band gap of the oxides of 3.4 and 3.9 eV as determined
in the inset of the upper graph in Fig. 5.

An interpretation of sl2 is in the present time not easy, addition-
ally the value of sl2 is valid over a wide range of photon energies
from 2 to 4 eV. Photoelectrons with these energies are transported
in the conduction band. Thus, the low value of sl2, expressing a low
energy dependence, might point to a scattering dominated transport
in the conduction band. For tantalum oxide this transport does not
depend on bias voltages up to 0.2 eV. Also both slope values sl1 and
sl2 remain constant.

This is different for titanium oxide samples. Here the photoyield
c depends clearly on the applied bias, especially for the medium
photon energy range from 2 to 4 eV as shown in Fig. 7. This Fig.
shows the logarithmic plot of the photoyields c of a Ti/TiOx(4.8
nm)/Au sample and a Ti/TiOx(7.2 nm)/Au sample. The photoyields
show slightly lower values for the sample with the thicker oxide
layer at 0 V bias. The thickness dependence is much more pro-
nounced for applied biases. With a bias of þ0.1V c values of 10�4

for the 4.8 nm sample decrease to 4� 10�5 for the 7.2 nm samples.
For a negative bias voltage even a polarity change of the photoin-
duced current can be observed. With photon energies hm> 3.5 eV
the net photoelectron current flows from the gold top electrode to
the titanium back electrode, the net current flows in the opposite
direction for hm< 3.5 eV. The insets of Fig. 7 show linear plots of c
where negative values appear with nearly no dependence on the
photon energy. With the negative bias voltage, c shows also a pro-
nounced thickness dependence for these photon energies. c
decreases from �5� 10�4 for the 4.8 nm sample to �2� 10�4 for
the 7.2 nm sample.

Hence, for both bias voltages 60.1 V the exponential increase of
the photoyield c from hm¼ 2 eV to hm ¼ 3 eV vanishes and is
replaced by a more or less constant photoyield. The ratio of the pho-
toyield c(UT¼ 0.1 V) and c(UT¼ 0.0 V) is shown in Fig. 8. The ra-
tio seems to increase exponentially with decreasing photon energies
down to 2 eV and reaches values of up to 80. An analysis with pho-
toenergies below 2 eV was not possible. The photosignal induced by
the chopped beam from the monochromator was overlaid by a sig-
nificant fluctuation of the dark current signal. Experiments with a
temperature stabilized setup are under way to avoid these
difficulties.

It should be mentioned that experiments in this range of photon
energies (2�4 eV) cannot be explained with the previously dis-
cussed values for the barrier height E0 or the internal field Eb. Car-
riers with these excess energies hm>E0þEb will be transported
predominantly in the conduction band. Thus, it seems to be surpris-
ing that such a low bias voltage drastically influences the transport
in the band. But one can think about a temperature activated hop-
ping conduction. Activated conduction processes which can be
influenced by small electric fields may happen in the band, similar
to conduction on the edge of the conduction band as known in the
so called Urbach tails.76–78 The influence of the field is large for
photon energies of 2 eV, meaning conduction processes at the edge
of the band. With higher photon energies the influence of the field
becomes weaker and vanishes nearly for 4 eV (see Fig. 8).

Bias-Induced Charge Transport

Current driven by voltage ramps.— Figure 9 depicts the typical
current–voltage (I–U) characteristics of the Ta/TaOx/Au and Ti/
TiOx/Au samples, recorded at a constant rate dU/dt¼ 20 mV/s in
the voltage range between �0.2 and þ0.2 V. For an ideal metal/in-

sulator/metal system, the tunneling current IT should be very small
for bias voltages UT with eUT<E0, with E0 being the lowest poten-
tial barrier in the heterosystem (see Fig. 4). In this case, the current
response to the constant voltage ramp is only given by the time de-
pendent (de-) charging current according to

Figure 7. (Color online) Logarithmic plot of the internal photoemission
yield as a function of the incident light energy for several bias voltages
applied to the titanium back electrode. Upper graph: Ti/TiOx(4.8 nm)/Au
sample. Lower graph: Ti/TiOx (7.2 nm)/Au sample. The inset shows a zoom
of the photoemission yield plotted linear for photon energies of 1.9–3 eV.

Figure 8. (Color online) Influence of the bias on the photoyield: Ratio of
photoyields c(0.1 V) and c(0.0 V) for the Ti/TiOx (4.8 nm)/Au sample.
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C ¼ Q

U
¼

dQ
dt
dU
dt

¼ ICH

dU
dt

[7]

Here, C is the capacitance introduced by the oxide layer, ICH is
determined as shown in Fig. 9. According to Eq. 7, the Ta/TaOx(4.4
nm)/Au, Ti/TiOx(4.8 nm)/Au and Ti/TiOx(7.2 nm)/Au samples have
capacitances of 148, 300, and 235 nF, respectively. Taking into
account the resistivity of the gold top electrode RAu � 50 X and the
titanium back electrode RTi � 400 X, one can derive a time constant
s of the system as s¼RC � 1 ms.

Ta/TaOx(4.4 nm)/Au and Ti/TiOx(7.2 nm)/Au exhibit, according
to Fig. 9, a nearly ideal behavior. A strong deviation from this
behavior can be observed in the case of Ti/TiOx(4.8 nm)/Au. In this
case an exponential dependence of the current on the bias voltage
can already be seen. Since this exponential shape does not appear
for the thicker titanium oxides, one could explain this by an
increased tunnel probability through the thinner oxide. A detailed
discussion will be given in the Sec. IV C.

Transient shape of the device current.— The transient shape of
the device current after voltage steps allows the determination of the
system’s time constants in a more detailed way than the quasista-
tionary current voltage method mentioned above. In the present
work we use a system with dynamically switching current-voltage
converter at 0.1 and 1 s after the application of a voltage step. Thus,
in one experiment one can measure the above determined time con-
stants with currents of several mA as well as tunnel currents of
some 100 pA for a long time. It is the aim of this section, to clearly
separate the macroscopic time constants of the heterosystem as
mentioned above (with a charge flow of some microcoulomb) from
long term drifts (with a charge flow of some pC). The latter ones
may drastically influence the performance of chemicurrent and pho-
tocurrent measurements since the observed currents are in the pA
range.4,79

The experiment is conducted in the following way. The gold top
electrode is always held on ground potential. The potentials indi-
cated in the following figures are applied to the titanium backelec-
trode. The initial potential Eini is 0 V. The final potential Ustep is
positive on the titanium back electrode. We have chosen this polar-
ization with an electron flow from the gold top electrode to the tita-
nium back electrode since the net photoelectron current studied in
Sec. III C flows in the same direction.

In Fig. 10 the transient shape of the device current after voltage
steps from 0 V to the voltages Ustep indicated in the figure are

shown. The dotted line is a calculated charging curve of a capaci-
tance (Cox¼ 250 �F) and a serial resistance (520 X) according to

iðtÞ ¼ Ustep

Rserial

e
�t

RserialCox


 �
[8]

The values of Cox and Rserial correspond to the capacity of the ox-
ide layer and the sum of the resistivities of the titanium base and the
gold top electrode. Obviously, the transient shape of the current is
dominated by the capacitive charging in the first 10�3 s since the ex-
perimental curves and the calculated charging curve coincide quite
well. From t ¼ 10�3 s to t¼ 101�102 s a linear decay in the double
logarithmic plot with a slope

o logðIÞ
o logðtÞ ¼ �0:9560:03 ¼ a

points to a power law like decay according to I ! ta. Such a kind of
behavior is often found in thin vitreous oxide films80–82 and was for
the first time studied by J. Curie83 and E. R. von Schweidler.84 With
Ustep¼ 0.3 V a detectable current remains even after 103 s.

With higher step voltages the remanent current increases and
reaches a constant level after 10 or 100 s for voltages of 0.5 and 0.4
V respectively (see Fig. 11). A different behaviour appears for
Ustep> 0.5 V. The current is at a minimum value at around t¼ 10s
but then increases again, and reaches a constant value after more than
5� 104 s. The current transient for Ustep¼ 0.7 V is plotted in the inset
of Fig. 11 in linear scale. Its shape is proportional to 1� expð�t=sÞ
where s � 1000 s. This second time constant s of the system seems to
be even longer for lower voltages (for example Ustep¼ 0.6 V) since
the current does not approach to an asymptotic value even after
5� 104 s. Experiments with Ustep> 0.7 V lead to a remanent change
of the device capacity, hence being disregarded in this work.

With negative values for Ustep the shape of the current transients
up to t¼ 10 s is partially similar. The charging domain up to
t¼ 10�3 s as well as the �t�1 decay up to 10 s can be seen in the
current transient. This decay is also followed by a smooth decrease
to the asymptotic value for negative voltages. But, the subsequent
increase of the current with large time constants does not appear for
voltages �0.5 V � jUstepj � �0.7 V. Hence, a second time constant
does not exist, when electrons flow from the titanium back electrode
to the gold top electrode.

With tantalum devices higher voltages up to 1.4 V in both polar-
ities were possible without changing their dielectric properties.

Figure 9. (Color online) Current-voltage curves of a) Ta/TaOx (4.4 nm)/Au,
b) Ti/TiOx (7.2 nm)/Au and c) Ti/TiOx (4.8 nm)/Au recorded at a constant
rate dU/dt¼ 20 mV/s. ICH is the charging current according to Eq. 7.

Figure 10. (Color online) Transient shape of the device current after voltage
steps from 0 V to voltages Ustep indicated in the figure. Dotted line: calcu-
lated transient shape for Ustep¼ 0.1V according to Eq. 8. Device: Ti/TiOx

(7.2 nm)/Au.
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After 10 s the currents remained comparably stable. A second time
constant as observed for titanium did not show up. Hence, the cur-
rent transients are not shown in the present work.

Steady state currents.— The steady state currents observed at
t> 104 s are plotted as a function of the bias voltage in Fig. 12
(open circles for titanium oxide, closed circles for tantalum oxide).
The data are compared with elastic tunnel currents calculated for the
titanium system for oxide thicknesses of 4.4 and 7.2 nm, as used in
the experiment. As barrier parameters we took two value pairs from
table 1, i.e. EF(Ti)�ECB(TiOx)¼E0¼ 0.6 and 0.9 eV and
EF(Au)�ECB(TiOx)¼E0þ j ~Eb j � doxide¼ 1.05 and 1.27 eV, as sug-
gested by the optical experiment. A band gap of 3.4 eV as evaluated
in Fig. 5 and determined by photoelectron spectroscopy in litera-
ture56,85,86 is assumed for titanium oxide. The tunnel probability
through the barrier is evaluated using the WKB approach which is
extended for a two-band system87 in the present work. The current

density impinging on the barrier is calculated by assuming two half
spaces of free Bohr-Sommerfeld electron gases.6,28,88

The magnitude of the measured device currents for the 7.2 nm
thick titanium oxide samples coincides within 1.5 orders of magni-
tude with the calculated ones for small bias voltages. However, for
UT> 0.3 V the experimental slope olog(I)/oUT increases. For
UT> 0.5 V the measured values exceed the range of the calculated
values for both barrier types. Hence, it is difficult to explain the ex-
perimental results with a constant barrier height. In contrast, a bias-
induced additional lowering of the barrier in the course of the
experiment must be taken into account for the explanation of the
experiments. This bias-induced lowering might be for example
driven by a charge exchange of the dipole layers at the two interfa-
ces of the oxide. This process would of course bring a second time
constant into the system. The assignment of two processes (fast
dielectric charging and slow bias-induced altering of the barrier) is
eased when one considers the transient behavior of the device cur-
rent at higher bias voltages (see Fig. 11).

It should be mentioned that voltage step experiments were also
performed with negative values for Ustep (not shown in the previous
section). In this case electrons flow from the titanium to the gold top
electrode. The lower time constant could be also found. But the cur-
rent always remained constant after 10 s. A second time constant
with values s> 10 s did not appear.

The same is valid for tantalum based devices. They only show
one time constant in the range of ms in both directions of current
flow.

Chemicurrents

Photoexcitation is one possible way to produce carriers with
excess energy in metals. Carriers with excess energy may also be
produced in the direct vicinity of a metal surface by the stopping
and neutralization of energetic atoms and ions6,7,89,90 or by nonadia-
batic surface chemical reactions.4,91 We want to use the latter exci-
tation channel to clarify the structure of gold on titanium oxide. One
possible interpretation of the resistivity measurements in Sec. II B
was a more open and heterogeneous structure of gold on titanium
oxide compared to tantalum oxide. In previous experiments the
dielectric properties of electronic devices were found to be
unchanged under exposure of an atomic hydrogen beam. This was
interpreted in terms of a completely covered oxide layer by the top
metal gold.4 The experiments were carried out with an intermitted

Figure 11. (Color online) Transient shape of the device current after voltage
steps Ustep¼ 0.4�0.7 V. Inset: Linear plot of the current transient for
Ustep¼ 0.7 V from t¼ 1s to t¼ 3000 s Device: Ti/TiOx (7.2 nm)/Au.

Figure 12. (Color online) Steady state device currents as function of bias
voltage for titanium (open blue circles) and tantalum oxide (closed red
circles). Lines show calculated elastic tunnel currents with two different ox-
ide thicknesses (each with two value pairs for the internal barrier height) for
titanium oxide.

Figure 13. (Color online) Transient shape of the induced device current of a
Ti/TiOx (4.8 nm)/Au (20 nm) device. The atomic hydrogen beam is switched
on in the red shaded time intervals. Experiments are accomplished at
T¼ 300 K with an atomic hydrogen flux of 1� 1014 s�1.
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atomic hydrogen beam under ultra high vacuum conditions with a
tantalum oxide based device. The good repeatability and the
unchanged dielectric properties of the device allowed to discuss the
current answer of the tantalum oxide based devices as a
chemicurrent.4

We repeated these chemicurrent experiments with Ti/TiOx/Au
devices. In Fig. 13 the transient shape of the induced device current
can be seen, when the atomic hydrogen beam is switched on at
t¼ 10 s and t¼ 210 s and switched off at t¼ 50 s and t¼ 240 s. The
repeated exposure between 210 and 240 s clearly gives different
results than the first exposure. Additionally a huge drift of the device
current can be observed even when the atomic hydrogen beam is
switched off. This behavior is attributed to an hydrogen induced
change of the device. Since the gold thickness on tantalum and tita-
nium oxide based devices is the same, we attribute these apparent
differences to a leakage of atomic hydrogen through the more open
gold layer on the titanium oxide.

The ratio of the induced current of several microampere and the
incoming hydrogen atom flux would lead to yields of some 10%.
However, a discussion of these device currents in terms of a chemi-
current is not appropriate from our point of view due to the observed
device changes.

Conclusion

It is shown that internal photoemission is a versatile tool for the
characterization of internal barriers in heterosystems when a wide
range of photon energies is used. The existence of two different
slopes (sl1 and sl2, see Fig. 14) in the logarithmic plot of the photo-
yield versus photon energy enables a clear discrimination between
charge transport through a barrier, and above a barrier through the
lower edge of a conduction band. The latter process appearing at
higher photon energies shows a much weaker dependence on the
photon energy than the transport through the barrier, meaning that
sl2< sl1 is fulfilled. The value of sl1 allows the derivation of the bar-
rier parameters by simple quantum mechanical considerations (Eq.
5 and Fig. 6).

A theoretical model for the transport in the lower edge of the
conduction band (connected with sl2) cannot be given in the
moment. As a transport mechanism we suggest a hindered transport
with hopping events between weakly localized states in the smeared
out edge of the conduction band.

For titanium oxide samples this hindering can be cancelled out
by a small bias voltage (<0.2 V). This bias leads to a nearly broad
band sensitive device meaning that sl2 � 0.

For tantalum oxide based samples the dependence of the photo-
yield on the photon energy (sl2) cannot be cancelled out by a bias
voltage. This may point to a more stable carrier transport (lower
influence by the bias) in the lower edge of the conduction band in
tantalum oxide based samples or to a lower density of weakly local-
ized states in the lower edge of the conduction band.

The unusual behavior of the titanium oxide based samples can be
found again in the experiments monitoring device currents after the
application of voltage steps. The current transients showed compli-
cated structures with two time constants for voltages> 0.5 V . The
lower time constant (some milli seconds) is clearly associated with
the equilibrium dielectric properties of the device (s¼RC) and is
bias-independent, whereas the second time constant (some 10–1000
s) depends on the bias.

To conclude, titanium oxide based devices offer a considerable
higher photoyield compared to tantalum oxide based systems. So
they seem to be promising candidates for the production of, for
example, chemicurrent and photocurrent devices at 0 V bias voltage.
However, the complicated bias dependence of the currents driven by
internal photo emission or by bias voltages shows the limitations of
the field of spectroscopy of internally excited electrons. For this pur-
pose one needs barrier systems which depend in a simple way on
the applied bias.6,7,90

For titanium oxide samples care has to be taken on changes of
the devices during chemicurrent experiments. For reproducible
chemicurrent experiments one has to improve the wettability of the
oxide for example by a surfactant. With a completely wetted oxide
the high sensitivity of titanium oxide based devices will allow the
study of chemically induced electronic excitations toward lower
energies with metal/insulator/metal devices.

Acknowledgment

This work is supported by the Deutsche Forschungsgemein-
schaft in the frame of the SFB 616 “Energy Dissipation Processes
on Surfaces.” K. S. wishes to thank the “Studienstiftung des deut-
schen Volkes” for support. The authors wish to thank the Institute of
Bio-and Nanosystems 2 (Forschungszentrum Jülich) for helping us
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