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Wie the portable etectronic device is in the user-irteface 
ocked node of the workosi rostoig appšication with the 

to set scree display tuired on: 
s----- 

Most of the woškout by the set with the wokout u- 838 
oritoring application Y 

Play an audio file from a playist with a plurality of audio 
fies N-r 34 

Detect a finger swipe gesture on the touch screen display - so.2 

Determine whether the detected finger swipe gesture is in - S$42. 
s - S 8. s --- & 

a first prede?ired directioi o a second preceived I 
direction on the touch screen display, the second 

predefined direction being opposite the first predefined 
direction s 

w... -- - - - - - - - - - - - - -x-- - - - - - - wrr - r s r. Nr. ...w - www Yw Yw Y.Y. w w x ---------------------------------- - - - - - - - - - - - - - - - - - - - - - 

in esponse to detes inig that the figer swipe gestie is - Sisks 
is the first pieciefined direction, terminate piay of the 
audio fie and initiate piay of a rexia idio fie of the 

piayist 

in response is deterring that the finger swipe gesture is - S&8 
in the second predefined direction, terminate playing of . 

the audio fie and initiate play of a previous audio file from 
the piayist 

Figure SE 
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Wie the portable electronic device is is the use-iteface 
jocked rode of the workout onitoring appiication with the 

to sciee display tussed of: 

Monitor the workout by the user with the workout U- {5. notoring application 

- Y - 
Play an audio fie from a playist with a plurality of audio 

ises Rurs 5052 

Detect a finger swipe gesture on the touch screer display u-r SS: 

is esponse to detecting the firge swipe gest re. - 5058 
terminate piay of the audio file and initiate play of a 

ext audio tie from the payist if the detected finger 
gestie is is a fist hostizosa direction across tie to ich 

Scree: display, 
terminate play of the audio file and initiate play of 

the next audio file from the playist if the detected finger 
gesture is in a first vertical direction across the touch 

scree: dispiay, 
terminate play of the audio fie and initiate piay of a 

previous audio file from the playist if the detected finger 
gesture is is a second horizontai direction across the 
to ic scree dispiay, the second horizontai directio: 
being opposite the first horizontai direction; and 

termitate piay of the audio file and initiate play of 
the previous audio file from the payist if the detected 

finger gesture is in a second vertical direction across the 
touch screen display, the second vertica direction being 

opposite the first werica direction. 

Figs re SS 
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accese Oete's 

Detect with the one or more accelerometers a first 
; : r * - SS8 

overnet of tie portabie eectionic device 

Determine whether the first movement is due to a first ur S$8 
predetermined type of user gesture exerted on the 1 

gotiabie eectionic device 
. . . . . al- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -r - - - - - - u -a - - - - -a - - - -a - - - - - - a - a------ - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - 

w t 

initiate piay of a powersong audio fie of the user if the ur SSR 
snovement is due to the first predetermined type of user 1 r 

gestie 

e postasie eectronic device contairs one or more 
acceleiosetes's 

Detect with the one or more accelerometers a second S8. 
tovesent of the potabie eiectonic device N 

determine whether the movement is due to a second 
predeterried type of set gesture exerted of the 

potatie eiectronic device 

oggie between critoring the workout and passing u- S388 
inonitoiting of the workout if the ovement is die to the Y 

secoic piecieties inited type of user gestie 

Figure SG 
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White the portable electronic device is in the user-interface 
jocked node of the workout monitoring application with the 

toici scree dispjay tried on: 
r 

Detect a finger contact with the unock intage and u- St’s 
subsequent movement of the finger contact on the touch 

Sctees display w 

- - - - - - v. www tv w w x is a a ru rv. xx xx-xx xxx x v i v ----------- r r -- wrw www.lwv- w - r - w - r----------Y Y-- Y -v---- 

- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - v 

Miove the uniock image on the touch screen display in 
accordance with the detected movement of the finger N-5072 

coact 

ransition the wokout ironitosing application to a set- u 
interface unlocked mode and display a user interface in 

the workout monitoring application if the detected 
innoverent of the finger contact corresponds to a 

predefined gesture 
V- - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - - -w- ww. v - r - r r -- . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . v . . . . . . . . . . . . . ... --------------------...- 

Maintain the device in the user-interface ocked mode of Nur S}8 
the workos oritofing application if the detected - 

movement of the finger contact does not correspond to 
the predefined gesture 

S ya 

rigtse S 
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while the portable eiectronic device is in a user-interface 
uniock state and whiie monitoring the workout by the user with 

the wokout monitoring application. 

Display on the touch screer dispiay a user inteface of u- S{{8 
the workout monitosing application i 

Detect activation of a menu icon or menu button during U-5080 
display of the Lises interface for the workout monitoring 

appication: 

in response to detecting activation of the menu icon or 
menu button during display of the user interface for the N-5082 

workout monitoring application, replace the user interface 
for the wosicout ironitosing application with a ments of 

viaintai monitoring of the workout by the user white u- S8, 
displaying the menu of application icons on the touch 

scree display 
- - - - - Y - - - - - is . . . . . . . . . . . . . . . . . . . . . . . . . . . . . ... --------------- 

Detect a finger gesture on an application icon in the menu u-r 888 
of application icons other than an ico for the workout 

joritoring applicatio: 

f 
s 

w 

Figre 5 

  

IPR2025-01148 
Apple EX1014 Page 47



U.S. Patent Dec. 25, 2012 Sheet 46 of 52 US 8,341,557 B2 
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Wiiie the potabie electoric disevice is is a ser-interface 
uniock state and while monitoring the workout by the user with 

tie workout motoring application. 
response to detecting a firge gest ire of the 

application icon in the menu of application icons other 
than the icon for the workout monitoring application, 

display a seriterace of a Coifespondig applicatio on Rur SS8 
the touch screen display while continuing to maintain 

monitoring of the workout by the user, wherein the user 
interface for the corresponding application includes a 

return-to-workout-monitoring-application icon that is not 
dispiayed in the user interface for the corresponding 

application wien there is no of going monitoring of the 
workai;t by the ser 

Detect a finger gesture on the return-to-workout 
joinioting-appiication icon 

in response to detecting the finger gesture on the return- - 8082 
N r p. e N-y to-workout-inonitoring-application icon, replace display of 

the user interface for the corresponding application with a 
: respective user interface for the workout monitoring 
application while continuing to monitor the workout by the 

SS 
- a u a a v - -a -u-v--a v- w - - - - - - - - - - - - - - - - - -r r- re-rr rr Y v Y 

transition the portabie electronic device to a set. 
interface ocked node of the workout notoring 

application spot expiration of a pre-detetiised tire 
period without detecting user input to the device 

- 5094 

so 

See Re S. 
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Monitor a workout by a user with a workout monitoring g 
a w - 6092 application, wherein the workout has a predetermined 

Yokoit goa for the user 

The predetermined workout goal for the user is a - 8004 
predetermined tire for the workout, a predetermined / 

distance to be traveled in the voikot, of a i 
predetermined number of cajories to be burned in 

ise koi 

Dispay a woko progress bar on the iotic scree 
display, wherein the workout progress bar indicates a 

portion of the predetermined workout goai fuified by the 
SSSS 

"T T " 
Update the workout progress bar to display the portion of ^ 88 
the predetermined workout goal fulfilled by the use untii 

the piecetes inited workott goat is yet 

rr Detect fulfillment of the predetermined workout goal u-r 600 

in response to detecting fulfillment of the predetermined 
r r at: - 602 workout goal, display an indicator that the predetermined 

workout goai as been eached 

u-r 6006 

Overlay the indicator on the workout progress bar --r S{s. 

Ovejiay she indicator of a post-workout-goai activity i--- 88 
3. - f 

Sigise SA 
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A N 
------. 

A ) 
N-- 

isiay a post-workosigoai activity has on the touch -- 8 
Screer display, wherein the post-workout-goat activity bar 1 
isdicates activity by the ase beyond the psedetermired 

woke it goa 
The post-workout-goal activity bar indicates time - 8022 
beyond the predetermined time for the workout, / 

distance beyond the predetermined distance to be u/ 
traveled in the workout, or cajolies beyond the 

pedeterried be of Caiogies to e o 'sec is 
the workot 

The post-workout-goal activity bar is displayed on -- Sas 
the totic scree display is response to determining : / 
that the workout by the user has continued beyond 

the predetermined workout goai 

The post-workout-goal activity bar is overlaid on the - 6026 
woko is prog; essar N 

workout progress bar on the touch screen display 

he post-wokout-goai activity at is adjace it to the 
workout progress bar on the touch screen display N 

iociate the post-workout-goai activity bar white the user 
continues to workout after eaching the piecietetried N-r 63 

woškot goa : 

sigre 88 
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7000 

While a portable electronic device with a touch screen 
displayis in a user-interface locked mode of a workout 

monitoring application with the touch screen display turned on: 
Detect a finger gesture on a powerSong initiation icon 7OO2 displayed on the touch screen display NU-1 

in response to detecting the finger gesture on the NU-1N 7004 
powerSong initiation icon, initiate playing of an audio file 
previously selected by the user as the user's powersong 

Figure 7 
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S. 
waist---ar 

- 

White a portable electronic device with a touch screen display 
is in a user-interface ocked mode of a workout monitoring 

appiicatio, with the touch scieen display ified on 
try 

Monitor a workout by a user with the workout monitoring 
application 

r . . . . . . . . . . . . . . a saxxx 

^ 8 

Play an audio file from a playist with a plurality of audio 
fies ur 88: 

Detect a ge swipe gesture on the totic sceet display lu- 888 
to----------excavarasssssssssssssssssssssss ... 
-------------------- a-- as asaras-a--------------a-...---- Yu-mun 

- X : eterfire whether the detected finger swipe gesture is in - sopa 
a first predefined direction of a second predefined 
direction on the touci scree display, the second 

predefited directic being opposite the fist pieciefined 
citectio; 

in response to determining that the finger swipe gesture is |- S. 
in the first predefined direction, terminate piay of the 
audio fie and initiate play of a text audio file from the 

payist 

is response to determining that the finger swipe gestute isu- 8. 
in the second predefined direction, terminate playing of 

the audio file and initiate play of a previous audio file from 
tie piayist 

Figure 8 
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While a portable electronic device with a touch screen display 
is in a user-interface focked mode of a workout monitoring 

appiication with the touch screen display turned on: 
vioritor a workout by a user with the workout monitoring u-r 82 

appiicatio ; : 
a ------------------ - - - - - - - - - - - - - - - - - - 

Play an audio file from a playist with a plurality of audio 
fies ru- 9004 

Retect a finger swipe gesture on the touch screen display u- S{S 

in response to detecting the finger swipe gesture: J- 3:38 
terminate play of the audio fie and initiate play of a 

next audio file from the playist if the detected finger 
gesture is in a first horizontai direction across the touch 

Sctee dispiay, 
terminate play of the audio fie and initiate play of 

the next audio fie from the piayist if the detected finger 
gesture is in a first vertical direction across the touch 

scieer dispiay, 
s terminate piay of the audio fite and initiate play of a 
previous audio file from the playlist if the detected finger 
gesture is in a second horizontai direction across the 
touch scree display, the second horizontai direction 
being opposite the first horizonta direction, and 

terminate piay of the audio fie and initiate pay of 
the previous audio tie from the piayist if the detected 

finger gesture is in a second vertical direction across the 
touch screen display, the second vertical direction being 

opposite the first vertica direction. : 

f 

Figre 9 
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foxes. --~xce-or-y 

White a potable electronic device with a touch screen display 
is in a set-interface ocked ode of an apicatio with the 

touch scies dispay turned on: 
Display a jocked-irode user interface for the apicatio N- 1002 

or tie to ic scree display Y 

The displayed locked-mode user interface for the 
applicatio coinarises an uniock screer of the 

application 

The dispiayed ocked-node use interface for the 
apicatio copiises a fiock intage 

The application is an application that provides audio 
O is: N.--> 008 

The application is a workout support application N-r 

The application is a music player application - 1012 

in response to detecting the finger gesture on the touch U- 101s 
screer display, perfor a controi operation in the 

application while maintaining display of the same focked 
rode use iteface for the application 
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PORTABLE TOUCH SCREEN DEVICE, 
METHOD, AND GRAPHICAL USER 

INTERFACE FOR PROVIDINGWORKOUT 
SUPPORT 

RELATED APPLICATIONS 

This application is related to the following applications: (1) 
U.S. patent application Ser. No. 10/188,182, “TouchPad For 
Handheld Device.” filed Jul. 1, 2002; (2) U.S. patent applica 
tion Ser. No. 10/722,948, “TouchPad For Handheld Device.” 
filed Nov. 25, 2003; (3) U.S. patent application Ser. No. 
10/643,256, “Movable Touch Pad With Added Functional 
ity.” filed Aug. 18, 2003; (4) U.S. patent application Ser. No. 
10/654,108, “Ambidextrous Mouse.” filed Sep. 2, 2003; (5) 
U.S. patent application Ser. No. 10/840,862, “Multipoint 
Touchscreen.” filed May 6, 2004; (6) U.S. patent application 
Ser. No. 10/903,964, “Gestures For Touch Sensitive Input 
Devices.” filed Jul. 30, 2004; (7) U.S. patent application Ser. 
No. 11/038,590, “Mode-Based Graphical User Interfaces For 
Touch Sensitive Input Devices' filed Jan. 18, 2005; (8) U.S. 
patent application Ser. No. 11/057,050, "Display Actuator.” 
filed Feb. 11, 2005; (9) U.S. patent application Ser. No. 
1 1/367,749, “Multi-Functional Hand-Held Device, filed 
Mar. 3, 2006; (10) U.S. patent application Ser. No. 1 1/850, 
635. “Touch Screen Device, Method, and Graphical User 
interface for Determining Commands by Applying Heuris 
tics.” filed Sep. 5, 2007: (11) U.S. patent application Ser. No. 
1 1/585.721, "Calibration Techniques for Activity Sensing 
Devices, filed Oct. 23, 2006; (12) U.S. patent application 
Ser. No. 1 1/439,523, “Portable Media Device with Workout 
Support.” filed May 22, 2006; (13) U.S. patent application 
Ser. No. 11/439,521, “Communication Protocol for Use with 
Portable Electronic Devices.” filed May 22, 2006: (14) U.S. 
patent application Ser. No. 1 1/322.549, “Unlocking a Device 
by Performing Gestures on an Unlock Image.” filed Dec. 23. 
2005; (15) U.S. patent application Ser. No. 1 1/969,908, “Por 
table Electronic Device Supporting Application Switching.” 
filed Jan. 6, 2008; and (16) U.S. patent application Ser. No. 
11/770,727, “Portable Electronic Device with Alert Silenc 
ing, filed Jun. 28, 2007. All of these applications are incor 
porated by reference herein in their entirety. 

TECHNICAL FIELD 

The disclosed embodiments relate generally to portable 
electronic devices that Support user exercise routines, and 
more particularly, to portable electronic devices with touch 
screen displays that Support user exercise routines. 

BACKGROUND 

As portable electronic devices become more compact, and 
the number of functions performed by a given device 
increase, it has become a significant challenge to designauser 
interface that allows users to easily interact with a multifunc 
tion device. This challenge is particularly significant for 
handheld portable devices with touch-sensitive displays, 
which have much smaller screens than desktop or laptop 
computers. This situation is unfortunate because the user 
interface is the gateway through which users receive not only 
content, but also responses to user actions or behaviors, 
including user attempts to access a devices features, tools, 
and functions. 

Portable media players, such as MP3 players, are often 
used for playing music while exercising. Media players have 
been integrated into mobile telephones and/or personal infor 
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2 
mation managers (or digital personal assistants). These media 
players may be part of multifunction devices with touch 
sensitive displays, like the iPhone(R) and iPod Touch(R) from 
Apple Computer, Inc. of Cupertino, Calif. 

Recently, portable electronic devices have been enhanced 
to Support wireless communications, such as with Blue 
tooth R communication protocols. To help people with their 
sports/workout regimens, Some portable electronic devices 
can communicate with a wireless speed and distance sensorin 
the user's shoe. The wireless speed and distance sensor oper 
ates as a pedometer and can wirelessly transmit data to the 
portable electronic device. Such systems permit interaction 
between a portable electronic device and a pedometer, which 
are conventionally separate devices. 

While exercising, users will often attach portable elec 
tronic devices with workout Support applications to locations 
on their bodies where it is difficult to see the controls and the 
display. For example, a runner may use an armband to mount 
a device on her upper arm So she need not carry the device in 
her hand. But manipulating on-screen controls is difficult 
when a device is mounted to one’s upper arm. 

Accordingly, there is a need for portable electronic devices 
with touch screen displays that have more transparent and 
intuitive user interfaces for providing sports/workout Sup 
port. Such interfaces increase the effectiveness, efficiency 
and user satisfaction with Such portable devices. 

In addition, there is a need for portable electronic devices 
with touch screen displays that provide control of an appli 
cation (e.g., a workout Support application or other applica 
tion that provides audio) with finger gestures while the appli 
cation is in a user-interface locked mode of operation. 

SUMMARY 

The above deficiencies and other problems associated with 
user interfaces for providing sports/workout Support on por 
table devices are reduced or eliminated by the disclosed por 
table multifunction device. In some embodiments, the device 
has a touch-sensitive display (also known as a “touchscreen') 
with a graphical user interface (GUI), one or more processors, 
memory and one or more modules, programs or sets of 
instructions stored in the memory for performing multiple 
functions. In some embodiments, the user interacts with the 
GUI primarily through finger contacts and gestures on the 
touch-sensitive display. In some embodiments, in addition to 
providing sports/workout Support, the functions may include 
telephoning, video conferencing, e-mailing, instant messag 
ing, blogging, digital photographing, digital videoing, web 
browsing, digital music playing, and/or digital video playing. 
Instructions for performing these functions may be included 
in a computer program product configured for execution by 
one or more processors. 

In accordance with some embodiments, a computer-imple 
mented method is performed at a portable electronic device 
with a touch screen display while the portable electronic 
device is in a user-interface locked mode of a workout moni 
toring application with the touch screen display turned off. 
The computer-implemented method includes: monitoring a 
workout by a user with the workout monitoring application; 
detecting an interaction by the user with a first physical button 
on the portable electronic device; and determining whether 
the detected interaction by the user with the first physical 
button corresponds to a first predefined action. The computer 
implemented method further includes, in response to deter 
mining that the interaction by the user with the first physical 
button corresponds to the first predefined action: turning on 
the touch screen display; providing an audio status report of 
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the workout by the user, displaying a workout pause icon on 
the touch screen display; and displaying an unlock image on 
the touchscreen display. The unlock image is a graphical user 
interface object with which the user interacts in order to 
change the workout monitoring application to a user-interface 
unlocked mode. 

In accordance with some embodiments, a portable elec 
tronic device includes: a touch screen display; one or more 
processors; memory; and one or more programs. The one or 
more programs are stored in the memory and configured to be 
executed by the one or more processors. The one or more 
programs include instructions for, while the portable elec 
tronic device is in a user-interface locked mode of a workout 
monitoring application with the touch screen display turned 
off: monitoring a workout by a user with the workout moni 
toring application; detecting an interaction by the user with a 
first physical button on the portable electronic device; and 
determining whether the detected interaction by the user with 
the first physical button corresponds to a first predefined 
action. The one or more programs further include instructions 
for, in response to determining that the interaction by the user 
with the first physical button corresponds to the first pre 
defined action: turning on the touchscreen display; providing 
an audio status report of the workout by the user; displaying 
a workout pause icon on the touch screen display; and dis 
playing an unlock image on the touch screen display. The 
unlock image is a graphical user interface object with which 
the user interacts in order to change the workout monitoring 
application to a user-interface unlocked mode. 

In accordance with some embodiments, a computer read 
able storage medium has stored therein instructions, which 
when executed by a portable electronic device with a touch 
screen display while the portable electronic device is in a 
user-interface locked mode of a workout monitoring applica 
tion with the touch screen display turned off, cause the por 
table electronic device to: monitor a workout by a user with 
the workout monitoring application; detect an interaction by 
the user with a first physical button on the portable electronic 
device; and determine whether the detected interaction by the 
user with the first physical button corresponds to a first pre 
defined action. The instructions further cause the device to, in 
response to determining that the interaction by the user with 
the first physical button corresponds to the first predefined 
action: turn on the touch screen display; provide an audio 
status report of the workout by the user; display a workout 
pause icon on the touchscreen display; and display an unlock 
image on the touch screen display. The unlock image is a 
graphical user interface object with which the user interacts in 
order to change the workout monitoring application to a user 
interface unlocked mode. 

In accordance with some embodiments, a graphical user 
interface on a portable electronic device with a touch screen 
display includes a workout pause icon on the touch screen 
display and an unlock image on the touch screen display. The 
unlock image is a graphical user interface object with which 
the user interacts in order to change a workout monitoring 
application to a user-interface unlocked mode. While the 
portable electronic device is in a user-interface locked mode 
of a workout monitoring application with the touch screen 
display turned off: a workout by a user is monitored with the 
workout monitoring application; an interaction by the user 
with a first physical button on the portable electronic device is 
detected; and whether the detected interaction by the user 
with the first physical button corresponds to a first predefined 
action is determined. In response to determining that the 
interaction by the user with the first physical button corre 
sponds to the first predefined action: the touch screen display 
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is turned on; an audio status report of the workout by the user 
is provided; the workout pause icon is displayed on the touch 
screen display; and the unlock image is displayed on the touch 
screen display. 

In accordance with some embodiments, a portable elec 
tronic device includes a touch screen display. While the por 
table electronic device is in a user-interface locked mode of a 
workout monitoring application with the touchscreen display 
turned off the device includes: means for monitoring a work 
out by a user with the workout monitoring application; means 
for detecting an interaction by the user with a first physical 
button on the portable electronic device; and means for deter 
mining whether the detected interaction by the user with the 
first physical button corresponds to a first predefined action. 
The device also includes, in response to determining that the 
interaction by the user with the first physical button corre 
sponds to the first predefined action: means for turning on the 
touch screen display; means for providing an audio status 
report of the workout by the user; means for displaying a 
workout pause icon on the touch screen display; and means 
for displaying an unlock image on the touch screen display. 
The unlock image is a graphical user interface object with 
which the user interacts in order to change the workout moni 
toring application to a user-interface unlocked mode. 

In accordance with some embodiments, a computer-imple 
mented method is performed at a portable electronic device 
with a touch screen display. The computer-implemented 
method includes; monitoring a workout by a user with a 
workout monitoring application, wherein the workout has a 
predetermined workout goal for the user, displaying a work 
out progress bar on the touch screen display, wherein the 
workout progress bar indicates a portion of the predetermined 
workout goal fulfilled by the user; updating the workout 
progressbar to display the portion of the predetermined work 
out goal fulfilled by the user until the predetermined workout 
goal is met; displayingapost-workout-goal activity baron the 
touch screen display, wherein the post-workout-goal activity 
bar indicates activity by the user beyond the predetermined 
workout goal; and updating the post-workout-goal activity 
bar while the user continues to workout after reaching the 
predetermined workout goal. 

In accordance with some embodiments, a portable elec 
tronic device includes: a touch screen display; one or more 
processors; memory; and one or more programs. The one or 
more programs are stored in the memory and configured to be 
executed by the one or more processors. The one or more 
programs include instructions for: monitoring a workout by a 
user with a workout monitoring application, wherein the 
workout, has a predetermined workout goal for the user; 
displaying a workout progress bar on the touch screen dis 
play, wherein the workout progress bar indicates a portion of 
the predetermined workout goal fulfilled by the user; updat 
ing the workout progress bar to display the portion of the 
predetermined workout goal fulfilled by the user until the 
predetermined workout goal is met; displaying a post-work 
out-goal activity bar on the touch screen display, wherein the 
post-workout-goal activity bar indicates activity by the user 
beyond the predetermined workout goal; and updating the 
post-workout-goal activity bar while the user continues to 
workout after reaching the predetermined workout goal. 

In accordance with some embodiments, a computer read 
able storage medium has stored therein instructions, which 
when executed by a portable electronic device with a touch 
screen display, cause the portable electronic device to: moni 
tor a workout by a user with a workout monitoring applica 
tion, wherein the workout has a predetermined workout goal 
for the user; display a workout progress bar on the touch 
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screen display, wherein the workout progress bar indicates a 
portion of the predetermined workout goal fulfilled by the 
user, update the workout progress bar to display the portion of 
the predetermined workout goal fulfilled by the user until the 
predetermined workout goal is met; display a post-workout 
goal activity bar on the touch screen display, wherein the 
post-workout-goal activity bar indicates activity by the user 
beyond the predetermined workout goal; and update the post 
workout-goal activity bar while the user continues to workout 
after reaching the predetermined workout goal. 

In accordance with some embodiments, a graphical user 
interface on a portable electronic device with a touch screen 
display includes: a workout progress bar on the touch screen 
display that indicates a portion of a predetermined workout 
goal fulfilled by the user, and a post-workout-goal activity bar 
that indicates activity by the user beyond the predetermined 
workout goal. A workout by a user is monitored with a work 
out monitoring application. The workout progress bar is 
updated to display the portion of the predetermined workout 
goal fulfilled by the user until the predetermined workout goal 
is met. The post-workout-goal activity bar is updated while 
the user continues to workout after reaching the predeter 
mined workout goal. 

In accordance with some embodiments, a portable elec 
tronic device includes a touch screen display; means for 
monitoring a workout by a user with a workout monitoring 
application, wherein the workout has a predetermined work 
outgoal for the user; means for displaying a workout progress 
bar on the touchscreen display, wherein the workout progress 
bar indicates a portion of the predetermined workout goal 
fulfilled by the user; means for updating the workout progress 
bar to display the portion of the predetermined workout goal 
fulfilled by the user until the predetermined workout goal is 
met; means for displayingapost-workout-goal activity baron 
the touch screen display, wherein the post-workout-goal 
activity bar indicates activity by the user beyond the prede 
termined workout goal; and means for updating the post 
workout-goal activity bar while the user continues to workout 
after reaching the predetermined workout goal. 

In accordance with some embodiments, a computer-imple 
mented method is performed at a portable electronic device 
with a touch screen display while the portable electronic 
device is in a user-interface locked mode of a workout moni 
toring application with the touch screen display turned on. 
The computer-implemented method includes: detecting a fin 
ger gesture on a powerSong initiation icon; and, in response to 
detecting the finger gesture on the powerSong initiation icon, 
initiating playing of an audio file previously selected by the 
user as the user's powerSong. 

In accordance with some embodiments, a portable elec 
tronic device includes: a touch screen display; one or more 
processors; memory; and one or more programs. The one or 
more programs are stored in the memory and configured to be 
executed by the one or more processors. The one or more 
programs include instructions for, while the portable elec 
tronic device is in a user-interface locked mode of a workout 
monitoring application with the touch screen display turned 
on: detecting a finger gesture on a powerSong initiation icon; 
and, in response to detecting the finger gesture on the power 
Song initiation icon, initiating playing of an audio file previ 
ously selected by the user as the user's powerSong. 

In accordance with some embodiments, a computer read 
able storage medium has stored therein instructions, which 
when executed by a portable electronic device with a touch 
screen display while the portable electronic device is in a 
user-interface locked mode of a workout monitoring applica 
tion with the touch screen display turned on, cause the por 
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6 
table electronic device to: detect a finger gesture on a power 
Song initiation icon; and, in response to detecting the finger 
gesture on the powerSong initiation icon, initiate playing of an 
audio file previously selected by the user as the user's pow 
erSong. 

In accordance with some embodiments, a graphical user 
interface on a portable electronic device with a touch screen 
display includes a powerSong initiation icon on the touch 
screen display. While the portable electronic device is in a 
user-interface locked mode of a workout monitoring applica 
tion with the touch screen display turned on: a finger gesture 
is detected on the powerSong initiation icon; and, in response 
to detecting the finger gesture on the powerSong initiation 
icon, play is initiated of an audio file previously selected by 
the user as the user's powerSong. 

In accordance with some embodiments, a portable elec 
tronic device includes a touch screen display. While the por 
table electronic device is in a user-interface locked mode of a 
workout monitoring application with the touchscreen display 
turned on, the device includes: means for detecting a finger 
gesture on a powerSong initiation icon; and, in response to 
detecting the finger gesture on the powerSong initiation icon, 
means for initiating playing of an audio file previously 
selected by the user as the user's powerSong. 

In accordance with some embodiments, a computer-imple 
mented method is performed at a portable electronic device 
with a touch screen display while the portable electronic 
device is in a user-interface locked mode of a workout moni 
toring application with the touch screen display turned on. 
The computer-implemented method includes: monitoring a 
workout by a user with the workout monitoring application; 
playing an audio file from a playlist with a plurality of audio 
files; detecting a finger Swipe gesture on the touch screen 
display; determining whether the detected finger Swipe ges 
ture is in a first predefined direction or a second predefined 
direction on the touch screen display, the second predefined 
direction being opposite the first predefined direction; in 
response to determining that the finger Swipe gesture is in the 
first predefined direction, terminating play of the audio file 
and initiating play of a next audio file from the playlist; and, 
in response to determining that the finger Swipe gesture is in 
the second predefined direction, terminating play of the audio 
file and initiating play of a previous audio file from the play 
list. 

In accordance with some embodiments, a portable elec 
tronic device includes: a touch screen display; one or more 
processors; memory; and one or more programs. The one or 
more programs are stored in the memory and configured to be 
executed by the one or more processors. The one or more 
programs include instructions for, while the portable elec 
tronic device is in a user-interface locked mode of a workout 
monitoring application with the touch screen display turned 
on: monitoring a workout by a user with the workout moni 
toring application; playing an audio file from a playlist with a 
plurality of audio files; detecting a finger Swipe gesture on the 
touchscreen display; determining whether the detected finger 
Swipe gesture is in a first predefined direction or a second 
predefined direction on the touch screen display, the second 
predefined direction being opposite the first predefined direc 
tion; in response to determining that the finger Swipe gesture 
is in the first predefined direction, terminating play of the 
audio file and initiating play of a next audio file from the 
playlist; and, in response to determining that the finger Swipe 
gesture is in the second predefined direction, terminating play 
of the audio file and initiating play of a previous audio file 
from the playlist. 
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In accordance with some embodiments, a computer read 
able storage medium has stored therein instructions, which 
when executed by a portable electronic device with a touch 
screen display while the portable electronic device is in a 
user-interface locked mode of a workout monitoring applica 
tion with the touch screen display turned on, cause the por 
table electronic device to: monitor a workout by a user with 
the workout monitoring application; play an audio file from a 
playlist with a plurality of audio files; detect a finger swipe 
gesture on the touch screen display; determine whether the 
detected finger Swipe gesture is in a first predefined direction 
or a second predefined direction on the touch screen display, 
the second predefined direction being opposite the first pre 
defined direction; in response to determining that the finger 
Swipe gesture is in the first predefined direction, terminate 
play of the audio file and initiate play of a next audio file from 
the playlist; and, in response to determining that the finger 
Swipe gesture is in the second predefined direction, terminate 
play of the audio file and initiate play of a previous audio file 
from the playlist. 

In accordance with some embodiments, a portable elec 
tronic device includes a touch screen display. While the por 
table electronic device is in a user-interface locked mode of a 
workout monitoring application with the touchscreen display 
turned on, the device includes: means for monitoring a work 
out by a user with the workout monitoring application; means 
for playing an audio file from a playlist with a plurality of 
audio files; means for detecting a finger Swipe gesture on the 
touch screen display; means for determining whether the 
detected finger Swipe gesture is in a first predefined direction 
or a second predefined direction on the touch screen display, 
the second predefined direction being opposite the first pre 
defined direction; in response to determining that the finger 
Swipe gesture is in the first predefined direction, means for 
terminating play of the audio file and means for initiating play 
of a next audio file from the playlist; and, in response to 
determining that the finger Swipe gesture is in the second 
predefined direction, means for terminating play of the audio 
file and means for initiating play of a previous audio file from 
the playlist. 

In accordance with some embodiments, a computer-imple 
mented method is performed at a portable electronic device 
with a touch screen display while the portable electronic 
device is in a user-interface locked mode of a workout moni 
toring application with the touch screen display turned on. 
The computer-implemented method includes: monitoring a 
workout by a user with the workout monitoring application; 
playing an audio file from a playlist with a plurality of audio 
files; and detecting a finger Swipe gesture on the touch screen 
display. The computer-implemented method further includes, 
in response to detecting the finger Swipe gesture: terminating 
play of the audio file and initiating play of a next audio ills 
from the playlist if the detected finger gesture is in a first 
horizontal direction across the touch screen display; termi 
nating play of the audio file and initiating play of the next 
audio file from the playlist if the detected finger gesture is in 
a first vertical direction across the touch screen display; ter 
minating play of the audio file and initiating play of a previous 
audio file from the playlist if the detected finger gesture is in 
a second horizontal direction across the touch screen display, 
the second horizontal direction being opposite the first hori 
Zontal direction; and terminating play of the audio file and 
initiating play of the previous audio file from the playlist if the 
detected finger gesture is in a second vertical direction across 
the touch screen display, the second vertical direction being 
opposite the first vertical direction. 
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8 
In accordance with some embodiments, a portable elec 

tronic device includes: a touch screen display; one or more 
processors; memory; and one or more programs. The one or 
more programs are stored in the memory and configured to be 
executed by the one or more processors. The one or more 
programs include instructions for, while the portable elec 
tronic device is in a user-interface locked mode of a workout 
monitoring application with the touch screen display turned 
on; monitoring a workout by a user with the workout moni 
toring application; playing an audio file from a playlist with a 
plurality of audio files; and detecting a finger Swipe gesture on 
the touch screen display. The one or more programs further 
include instructions for, in response to detecting the finger 
Swipe gesture: terminating play of the audio file and initiating 
play of a next audio file from the playlist if the detected finger 
gesture is in a first horizontal direction across the touchscreen 
display; terminating play of the audio file and initiating play 
of the next audio file from the playlist if the detected finger 
gesture is in a first vertical direction across the touch screen 
display; terminating play of the audio file and initiating play 
of a previous audio file from the playlist if the detected finger 
gesture is in a second horizontal direction across the touch 
screen display, the second horizontal direction being opposite 
the first horizontal direction; and terminating play of the 
audio file and initiating play of the previous audio file from 
the playlist if the detected finger gesture is in a second vertical 
direction across the touch screen display, the second Vertical 
direction being opposite the first vertical direction. 

In accordance with some embodiments, a computer read 
able storage medium has stored therein instructions, which 
when executed by a portable electronic device with a touch 
screen display while the portable electronic device is in a 
user-interface locked mode of a workout monitoring applica 
tion with the touch screen display turned on, cause the por 
table electronic device to: monitor a workout by a user with 
the workout monitoring application; play an audio file from a 
playlist with a plurality of audio files; and detect a finger 
Swipe gesture on the touch screen display. The instructions 
further cause the device to, in response to detecting the finger 
Swipe gesture: terminate play of the audio file and initiate play 
of a next audio file from the playlist if the detected finger 
gesture is in a first horizontal direction across the touchscreen 
display; terminate play of the audio file and initiate play of the 
next audio file from the playlist if the detected finger gesture 
is in a first vertical direction across the touch screen display; 
terminate play of the audio file and initiate play of a previous 
audio file from the playlist if the detected finger gesture is in 
a second horizontal direction across the touch screen display, 
the second horizontal direction being opposite the first hori 
Zontal direction; and terminate play of the audio file and 
initiate play of the previous audio file from the playlist if the 
detected finger gesture is in a second vertical direction across 
the touch screen display, the second vertical direction being 
opposite the first vertical direction. 

In accordance with some embodiments, a portable elec 
tronic device includes a touch screen display. While the por 
table electronic device is in a user-interface locked mode of a 
workout monitoring application with the touchscreen display 
turned on, the device includes: means for monitoring a work 
out by a user with the workout monitoring application; means 
for playing an audio file from a playlist with a plurality of 
audio files; and means for detecting a finger Swipe gesture on 
the touch screen display. The device also includes, in 
response to detecting the finger Swipe gesture: means for 
terminating play of the audio file and means for initiating play 
of a next audio file from the playlist if the detected finger 
gesture is in a first horizontal direction across the touchscreen 
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display; means for terminating play of the audio file and 
means for initiating play of the next audio file from the play 
list if the detected finger gesture is in a first vertical direction 
across the touch screen display; means for terminating play of 
the audio file and means for initiating play of a previous audio 
file from the playlist if the detected finger gesture is in a 
second horizontal direction across the touch screen display, 
the second horizontal direction being opposite the first hori 
Zontal direction; and means for terminating play of the audio 
file and means for initiating play of the previous audio file 
from the playlist if the detected finger gesture is in a second 
Vertical direction across the touch screen display, the second 
vertical direction being opposite the first vertical direction. 

In accordance with some embodiments, a computer-imple 
mented method is performed at a portable electronic device 
with a touch screen display while the portable electronic 
device is in a user-interface locked mode of an application 
with the touch screen, display turned on. The computer 
implemented method includes: displaying a locked-mode 
user interface for the application on the touch screen display; 
detecting a finger gesture on the touch screen display; and, in 
response to detecting the finger gesture on the touch screen 
display, performing a control operation in the application 
while maintaining display of the same locked-mode user 
interface for the application. 

In accordance with some embodiments, a portable elec 
tronic device includes: a touch screen display; one or more 
processors; memory; and one or more programs. The one or 
more programs are stored in the memory and configured to be 
executed by the one or more processors. The one or more 
programs include instructions for, while the portable elec 
tronic device is in a user-interface locked mode of an appli 
cation with the touch screen display turned on; displaying a 
locked-mode user interface for the application on the touch 
screen display; detecting a finger gesture on the touch screen 
display; and, in response to detecting the finger gesture on the 
touch screen display, performing a control operation in the 
application while maintaining display of the same locked 
mode user interface for the application. 

In accordance with some embodiments, a computer read 
able storage medium has stored therein instructions, which 
when executed by a portable electronic device with a touch 
screen display while the portable electronic device is in a 
user-interface locked mode of an application with the touch 
screen display turned on, cause the portable electronic device 
to: display a locked-mode user interface for the application on 
the touch screen display; detect a finger gesture on the touch 
screen display; and in response to detecting the finger gesture 
on the touchscreen display, perform a control operation in the 
application while maintaining display of the same locked 
mode user interface for the application. 

In accordance with some embodiments, a graphical user 
interface on a portable electronic device with a touch screen 
display includes a locked-mode user interface for an applica 
tion. While the portable electronic device is in a user-interface 
locked mode of the application with the touchscreen display 
turned on: the locked-mode user interface for the application 
is displayed on the touch screen display; a finger gesture is 
detected on the touch screen display; and, in response to 
detecting the finger gesture on the touch screen display, a 
control operation is performed in the application while main 
taining display of the same locked-mode user interface for the 
application. 

In accordance with some embodiments, a portable elec 
tronic device includes a touch screen display. While the por 
table electronic device is inauser-interface locked mode of an 
application with the touch screen display turned on, the 
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10 
device includes: means for displaying a locked-mode user 
interface for the application on the touch screen display; 
means for detecting a finger gesture on the touch screen 
display; and means for, in response to detecting the finger 
gesture on the touch screen display, performing a control 
operation in the application while maintaining display of the 
same locked-mode user interface for the application. 

Thus, the invention provides simple, efficient and easy-to 
use interfaces for operating a workout monitoring application 
on a portable electronic device with a touch-sensitive display. 
The invention also provides for control of an application (e.g., 
a workout Support application or other application that pro 
vides audio) on a portable electronic device with a touch 
screen display with finger gestures while the application is in 
a user-interface locked mode of operation. 

BRIEF DESCRIPTION OF THE DRAWINGS 

For a better understanding of the aforementioned embodi 
ments of the invention as well as additional embodiments 
thereof, reference should be made to the Description of 
Embodiments below, in conjunction with the following draw 
ings in which like reference numerals refer to corresponding 
parts throughout the figures. 

FIGS. 1A and 1B are block diagrams illustrating portable 
multifunction devices with touch-sensitive displays in accor 
dance with some embodiments. 

FIG. 2 illustrates a portable multifunction device having a 
touch screen in accordance with some embodiments. 

FIG. 3 illustrates an exemplary block diagram of a sports/ 
workout monitoring system in accordance with some 
embodiments. 

FIGS. 4A-4FF illustrate exemplary user interfaces for a 
workout Support application running on a portable electronic 
device equipped with a touch-sensitive display in accordance 
with some embodiments. 

FIGS. 5A-5J are flow diagrams illustrating a method of 
operating a workout Support application on a portable elec 
tronic device with a touch-sensitive display in accordance 
with some embodiments. 

FIGS. 6A-6B are flow diagrams illustrating a method of 
monitoring and displaying post-workout-goal activity in 
accordance with some embodiments. 

FIG. 7 is a flow diagram illustrating a method of initiating 
play of a powerSong in accordance with some embodiments. 

FIG. 8 is a flow diagram illustrating a method of initiating 
play of a next or previous audio file from a playlist in accor 
dance with some embodiments. 

FIG. 9 is a flow diagram illustrating a method of initiating 
play of a next or previous audio file from a playlist in accor 
dance with some embodiments. 

FIG. 10 is a flow diagram illustrating a method of control 
ling an application with finger gestures while the application 
is in a user-interface locked mode of operation in accordance 
with some embodiments. 

DESCRIPTION OF EMBODIMENTS 

Reference will now be made in detail to embodiments, 
examples of which are illustrated in the accompanying draw 
ings. In the following detailed description, numerous specific 
details are set forth in order to provide a thorough understand 
ing of the present invention. However, it will be apparent to 
one of ordinary skill is the art that the present invention may 
be practiced without these specific details. In other instances, 
well-known methods, procedures, components, circuits, and 
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networks have not been described in detailso as not to unnec 
essarily obscure aspects of the embodiments. 

It will also be understood that, although the terms first, 
second, etc. may be used herein to describe various elements, 
these elements should not be limited by these terms. These 
terms are only used to distinguish one element from another. 
For example, a first gesture could be termed a second gesture, 
and, similarly, a second gesture could be termed a first ges 
ture, without departing from the scope of the present inven 
tion. 

The terminology used in the description of the invention 
herein is for the purpose of describing particular embodi 
ments only and is not intended to be limiting of the invention. 
As used in the description of the invention and the appended 
claims, the singular forms “a”, “an and “the are intended to 
include the plural forms as well, unless the context clearly 
indicates otherwise. It will also be understood that the term 
“and/or as used herein refers to and encompasses any and all 
possible combinations of one or more of the associated listed 
items. It will be further understood that the terms “comprises' 
and/or "comprising, when used in this specification, specify 
the presence of Stated features, integers, steps, operations, 
elements, and/or components, but do not preclude the pres 
ence or addition of one or more other features, integers, steps, 
operations, elements, components, and/or groups thereof. 
As used herein, the term “if” may be construed to mean 

“when or “upon' or “in response to determining or “in 
response to detecting.” depending on the context. Similarly, 
the phrase “if it is determined’ or “if a stated condition or 
event is detected may be construed to mean “upon deter 
mining or “in response to determining or “upon detecting 
the stated condition or event’ or “in response to detecting 
the stated condition or event depending on the context. 
Embodiments of a portable multifunction device, user 

interfaces for Such devices, and associated processes for 
using such devices are described. In some embodiments, the 
device is a portable communications device Such as a mobile 
telephone that also contains other functions, such as workout 
Support, PDA, and/or music player functions. 
The user interface may include a physical click wheel in 

addition to a touchscreen or a virtual click wheel displayed on 
the touch screen. A click wheel is a user-interface device that 
may provide navigation commands based on an angular dis 
placement of the wheel or a point of contact with the wheel by 
a user of the device. A click wheel may also be used to provide 
a user command corresponding to selection of one or more 
items, for example, when the user of the device presses down 
on at least a portion of the wheel or the center of the wheel. 
Alternatively, breaking contact with a click wheel image on a 
touch screen Surface may indicate a user command corre 
sponding to selection. For simplicity, in the discussion that 
follows, a portable multifunction device that includes a touch 
screen is used as an exemplary embodiment. It should be 
understood, however, that some of the user interfaces and 
associated processes may be applied to other portable 
devices. 

In addition to the workout Support application, the device 
may support a variety of other applications, such as one or 
more of the following: a telephone application, a video con 
ferencing application, an e-mail application, an instant mes 
Saging application, a blogging application, a photo manage 
ment application, a digital camera application, a digital video 
camera application, a web browsing application, a digital 
music player application, and/or a digital video player appli 
cation. 
The various applications that may be executed on the 

device may use at least one common physical user-interface 
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12 
device, such as the touchscreen. One or more functions of the 
touch screen as well as corresponding information displayed 
on the device may be adjusted and/or varied from one appli 
cation to the next and/or within a respective application. In 
this way, a common physical architecture (such as the touch 
screen) of the device may support the variety of applications 
with user interfaces that are intuitive and transparent. 
The user interfaces may include one or more soft keyboard 

embodiments. The soft keyboard embodiments may include 
standard (QWERTY) and/or non-standard configurations of 
symbols on the displayed icons of the keyboard. Such as those 
described in U.S. patent application Ser. Nos. 1 1/459,606, 
“Keyboards For Portable Electronic Devices.” filed Jul. 24, 
2006, and 1 1/459,615, “Touch Screen Keyboards For Por 
table Electronic Devices, filed Jul. 24, 2006, the contents of 
which are hereby incorporated by reference in their entirety. 
The keyboard embodiments may include a reduced number of 
icons (or Soft keys) relative to the number of keys in existing 
physical keyboards, such as that for a typewriter. This may 
make it easier for users to select one or more icons in the 
keyboard, and thus, one or more corresponding symbols. The 
keyboard embodiments may be adaptive. For example, dis 
played icons may be modified in accordance with user 
actions, such as selecting one or more icons and/or one or 
more corresponding symbols. One or more applications on 
the portable device may utilize common and/or different key 
board embodiments. Thus, the keyboard embodiment used 
may be tailored to at least some of the applications. In some 
embodiments, one or more keyboard embodiments may be 
tailored to a respective user. For example, one or more key 
board embodiments may be tailored to a respective user based 
on a word usage history (lexicography, Slang, individual 
usage) of the respective user. Some of the keyboard embodi 
ments may be adjusted to reduce a probability of a user error 
when selecting one or more icons, and thus one or more 
symbols, when using the soft keyboard embodiments. 

Attention is now directed towards embodiments of the 
device. FIGS. 1A and 1B are block diagrams illustrating 
portable multifunction devices 100 with touch-sensitive dis 
plays 112 in accordance with some embodiments. The touch 
sensitive display 112 is sometimes called a “touchscreen” for 
convenience, and may also be known as or called a touch 
sensitive display system. The device 100 may include a 
memory 102 (which may include one or more computer read 
able storage mediums), a memory controller 122, one or more 
processing units (CPUs) 120, a peripherals interface 118, RF 
circuitry 108, audio circuitry 110, a speaker 111, a micro 
phone 113, an input/output (I/O) subsystem 106, other input 
or control devices 116, and an external port 124. The device 
100 may include one or more optical sensors 164. These 
components may communicate over one or more communi 
cation buses or signal lines 103. 

It should be appreciated that the device 100 is only one 
example of a portable multifunction device 100, and that the 
device 100 may have more or fewer components than shown, 
may combine two or more components, or a may have a 
different configuration, or arrangement of the components. 
The various components shown in FIGS. 1A and 1B may be 
implemented in hardware, software or a combination of both 
hardware and software, including one or more signal process 
ing and/or application specific integrated circuits. 
Memory 102 may include high-speed random access 

memory and may also include non-volatile memory. Such as 
one or more magnetic disk storage devices, flash memory 
devices, or other non-volatile Solid-state memory devices. 
Access to memory 102 by other components of the device 
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100, such as the CPU 120 and the peripherals interface 118, 
may be controlled by the memory controller 122. 
The peripherals interface 118 couples the input and output 

peripherals of the device to the CPU 120 and memory 102. 
The one or more processors 120 run or execute various soft 
ware programs and/or sets of instructions stored in memory 
102 to perform various functions for the device 100 and to 
process data. 

In some embodiments, the peripherals interface 118, the 
CPU 120, and the memory controller 122 may be imple 
mented on a single chip. Such as a chip 104. In some other 
embodiments, they may be implemented on separate chips. 
The RF (radio frequency) circuitry 108 receives and sends 

RF signals, also called electromagnetic signals. The RF cir 
cuitry 108 converts electrical signals to/from electromagnetic 
signals and communicates with communications networks 
and other communications devices via the electromagnetic 
signals. The RF circuitry 108 may include well-known cir 
cuitry for performing these functions, including but not lim 
ited to an antenna system, an RF transceiver, one or more 
amplifiers, a tuner, one or more oscillators, a digital signal 
processor, a CODEC chipset, a subscriber identity module 
(SIM) card, memory, and so forth. The RF circuitry 108 may 
communicate with networks. Such as the Internet, also 
referred to as the World Wide Web (WWW), an intranet 
and/or a wireless network, Such as a cellular telephone net 
work, a wireless local area network (LAN) and/or a metro 
politan area network (MAN), and other devices by wireless 
communication. The wireless communication may use any of 
a plurality of communications standards, protocols and tech 
nologies, including but not limited to Global System for 
Mobile Communications (GSM), Enhanced Data GSM Envi 
ronment (EDGE), high-speed downlink packet access (HS 
DPA), wideband code division multiple access (W-CDMA), 
code division multiple access (CDMA), time division mul 
tiple access (TDMA), Bluetooth R., Wireless Fidelity (Wi-Fi) 
(e.g., IEEE 802.11a, IEEE 802.11b, IEEE 802.11g and/or 
IEEE 802.11n), voice over Internet Protocol (VoIP), 
Wi-MAX, a protocol for email (e.g., Internet message access 
protocol (IMAP) and/or post office protocol (POP)), instant 
messaging (e.g., extensible messaging and presence protocol 
(XMPP), Session Initiation Protocol for Instant Messaging 
and Presence Leveraging Extensions (SIMPLE), and/or 
Instant Messaging and Presence Service (IMPS)), and/or 
Short Message Service (SMS)), or any other suitable com 
munication protocol, including communication protocols not 
yet developed as of the filing date of this document. 

The audio circuitry 110, the speaker 111, and the micro 
phone 113 provide an audio interface between a user and the 
device 100. The audio circuitry 110 receives audio data from 
the peripherals interface 118, converts the audio data to an 
electrical signal, and transmits the electrical signal to the 
speaker 111. The speaker 111 converts the electrical signal to 
human-audible sound waves. The audio circuitry 110 also 
receives electrical signals converted by the microphone 113 
from sound waves. The audio circuitry 110 converts the elec 
trical signal to audio data and transmits the audio data to the 
peripherals interface 118 for processing. Audio data may be 
retrieved from and/or transmitted to memory 102 and/or the 
RF circuitry 108 by the peripherals interface 118. In some; 
embodiments, the audio circuitry 110 also includes aheadset 
jack (e.g. 212, FIG. 2). The headsetjack provides an interface 
between the audio circuitry 110 and removable audio input/ 
output peripherals, such as output-only headphones orahead 
set with both output (e.g., a headphone for one or both ears) 
and input (e.g., a microphone). 
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The I/O subsystem 106 couples input/output peripherals on 

the device 100, such as the touch screen 112 and other input/ 
control devices 116, to the peripherals interface 118. The I/O 
subsystem 106 may include a display controller 156 and one 
or more input controllers 160 for other input or control 
devices. The one or more input controllers 160 receive/send 
electrical signals from/to other input or control devices 116. 
The other input/control devices 116 may include physical 
buttons (e.g., push buttons, rocker buttons, etc.), dials, slider 
Switches, joysticks, click wheels, and so forth. In some alter 
nate embodiments, input controller(s) 160 may be coupled to 
any (or none) of the following: a keyboard, infrared port, USB 
port, and a pointer device Such as a mouse. The one or more 
buttons (e.g., 208, FIG. 2) may include an up/down button for 
volume control of the speaker 111 and/or the microphone 
113. The one or more buttons may include a pushbutton (e.g., 
206, FIG. 2). A quick press of the pushbutton may disengage 
a lock of the touch screen 112 or begin a process that uses 
gestures on the touchscreen to unlock the device, as described 
in U.S. patent application Ser. No. 1 1/322.549, "Unlocking a 
Device by Performing Gestures on an Unlock Image.” filed 
Dec. 23, 2005, which is hereby incorporated by reference in 
its entirety. A longer press of the pushbutton (e.g., 206) may 
turn power to the device 100 on or off. The user may be able 
to customize a functionality of one or more of the buttons. The 
touch screen 112 is used to implement virtual or soft buttons 
and one or more soft keyboards. 
The touch-sensitive touch screen 112 provides an input 

interface and an output interface between the device and a 
user. The display controller 156 receives and/or sends elec 
trical signals from/to the touch screen 112. The touch screen 
112 displays visual output to the user. The visual output may 
include graphics, text, icons, video, and any combination 
thereof (collectively termed “graphics”). In some embodi 
ments, some or all of the visual output may correspond to 
user-interface objects. 
A touch screen 112 has a touch-sensitive surface, sensor or 

set of sensors that accepts input from the user based on haptic 
and/or tactile contact. The touch screen 112 and the display 
controller 156 (along with my associated modules and/or sets 
of instructions in memory 102) detect contact (and any move 
ment or breaking of the contact) on the touch screen 112 and 
converts the detected contact into interaction with user-inter 
face objects (e.g., one or more soft keys, icons, web pages or 
images) that are displayed on the touch screen. In an exem 
plary embodiment, a point of contact between a touch screen 
112 and the user corresponds to a finger of the user. 
The touch screen 112 may use LCD (liquid crystal display) 

technology, or LPD (light emitting polymer display) technol 
ogy, although other display technologies may be used in other 
embodiments. The touch screen 112 and the display control 
ler 156 may detect contact and any movement or breaking 
thereofusing any of a plurality of touch sensing technologies 
now known or later developed, including but not limited to 
capacitive, resistive, infrared, and Surface acoustic wave tech 
nologies, as well as other proximity sensor arrays or other 
elements for determining one or more points of contact with 
a touch screen 112. In an exemplary embodiment, projected 
mutual capacitance sensing technology is used. Such as that 
found in the iPhone(R) and iPod Touch R) from Apple Com 
puter, Inc. of Cupertino, Calif. 
A touch-sensitive display in Some embodiments of the 

touch screen 112 may be analogous to the multi-touch sensi 
tive tablets described in the following U.S. Pat. Nos. 6.323, 
846 (Westerman et al.), 6,570,557 (Westerman et al.), and/or 
6,677,932 (Westerman), and/or U.S. Patent Publication 2002/ 
0015024A1, each of which is hereby incorporated by refer 
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ence in its entirety. However, a touch screen 112 displays 
visual output from the portable device 100, whereas touch 
sensitive tablets do not provide visual output. 
A touch-sensitive display in Some embodiments of the 

touchscreen 112 may be as described in the following appli 
cations: (1) U.S. patent application Ser. No. 1 1/381.313, 
“Multipoint TouchSurface Controller” filed May 2, 2006; (2) 
U.S. patent application Ser. No. 10/840,862, “Multipoint 
Touchscreen.” filed May 6, 2004; (3) U.S. patent application 
Ser. No. 10/903,964, “Gestures For Touch Sensitive Input 
Devices, filed Jul. 30, 2004; (4) U.S. patent application Ser. 
No. 11/048.264, “Gestures For Touch Sensitive Input 
Devices, filed Jan. 31, 2005; (5) U.S. patent application Ser. 
No. 11/038,590, “Mode-Based Graphical User Interfaces For 
Touch Sensitive Input Devices.” filed Jan. 18, 2005; (6) U.S. 
patent application Ser. No. 1 1/228,758, “Virtual Input Device 
Placement On A Touch Screen User Interface.” filed Sep. 16, 
2005; (7) U.S. patent application Ser. No. 1 1/228.700, 
“Operation Of A Computer With A Touch Screen Interface.” 
filed Sep. 16, 2005; (8) U.S. patent application Ser. No. 
11/228.737, “Activating Virtual Keys Of A Touch-Screen. 
Virtual Keyboard” filed Sep. 16, 2005; and (9) U.S. patent 
application Ser. No. 1 1/367,749, “Multi-Functional Hand 
Held Device.” filed Mar. 3, 2006. All of these applications are 
incorporated by reference herein in their entirety. 
The touch screen 112 may have a resolution in excess of 

100 dpi. In an exemplary embodiment, the touchscreen has a 
resolution of approximately 160 dpi. The user may make 
contact with the touchscreen 112 using any suitable object or 
appendage. Such as a stylus, a finger, and so forth. In some 
embodiments, the user interface is designed to work primarily 
with finger-based contacts and gestures, which are much less 
precise than stylus-based input due to the larger area of con 
tact of a finger on the touchscreen. In some embodiments, the 
device translates the rough finger-based input into a precise 
pointer/cursor position of command for performing the 
actions desired by the user. 

In some embodiments, in addition to the touch screen, the 
device 100 may include a touchpad (not shown) for activating 
or deactivating particular functions. In some embodiments, 
the touchpad is a touch-sensitive area of the device that, 
unlike the touch screen, does not display visual output. The 
touchpad may be a touch-sensitive Surface that is separate 
from the touch screen 112 or an extension of the touch 
sensitive surface formed by the touch screen. 

In some embodiments, the device 100 may include a physi 
cal or virtual click wheel as an input control device 116. A 
user may navigate among and interact with one or more 
graphical objects (henceforth referred to as icons) displayed 
in the touch screen 112 by rotating the click wheel or by 
moving a point of contact with the click wheel (e.g., where the 
amount of movement of the point of contact is measured by its 
angular displacement with respect to a center point of the 
click wheel). The click wheel may also be used to select one 
or more of the displayed icons. For example, the user may 
press down on at least a portion of the click wheel or an 
associated button. User commands and navigation commands 
provided by the user via the click wheel may be processed by 
an input controller 160 as well as one or more of the modules 
and/or sets of instructions in memory 102. For a virtual click 
wheel, the click wheel and click wheel controller may be part 
of the touchscreen 112 and the display controller 156, respec 
tively. For a virtual click wheel, the click wheel may be either 
an opaque or semitransparent object that appears and disap 
pears on the touch screen display in response to user interac 
tion with the device. In some embodiments, a virtual click 
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wheel is displayed on the touch screen of a portable multi 
function device and operated by user contact with the touch 
SCC. 

The device 100 also includes a power system 162 for pow 
ering the various components. The power system 162 may 
include a power management system, one or more power 
Sources (e.g., battery, alternating current (AC)), a recharging 
system, a power failure detection circuit, a power converter or 
inverter, a power status indicator (e.g., a light-emitting diode 
(LED)) and any other components associated with the gen 
eration, management and distribution of power in portable 
devices. 
The device 100 may also include one or more optical 

sensors 164, FIGS. 1A and 1B show an optical sensor coupled 
to an optical sensor controller 158 in I/O subsystem 106. The 
optical sensor 164 may include charge-coupled device (CCD) 
or complementary metal-oxide semiconductor (CMOS) pho 
totransistors. The optical sensor 164 receives light from the 
environment, projected through one or more lens, and con 
verts the light to data representing an image. In conjunction 
with an imaging module 143 (also called a camera module). 
the optical sensor 164 may capture still images or video. In 
Some embodiments, an optical sensor is located on the back of 
the device 100, opposite the touch screen display 112 on the 
front of the device, so that the touch screen display may be 
used as a viewfinder for still and/or video image acquisition. 
In some embodiments, an optical sensor is located on the 
front of the device so that the user's image may be obtained 
for videoconferencing while the user views the other video 
conference participants on the touch screen display. In some 
embodiments, the position of the optical sensor 164 can be 
changed by the user (e.g., by rotating the lens and the sensor 
in the device housing) so that a single optical sensor 164 may 
be used along with the touch screen display for both video 
conferencing and still and/or video image acquisition. 
The device 100 may also include one or more proximity 

sensors 166. FIGS. 1A and 1B show a proximity sensor 166 
coupled to the peripherals interface 118. Alternately, the 
proximity sensor 166 may be coupled to an input controller 
160 in the I/O subsystem 106. The proximity sensor 166 may 
perform as described in U.S. patent application Ser. Nos. 
1 1/241,839, “Proximity Detector In Handheld Device': 
1 1/240,788, “Proximity Detector In Handheld Device': 
1 1/620.702. “Using Ambient Light Sensor To Augment Prox 
imity Sensor Output: 1 1/586,862. Automated Response To 
And Sensing Of User Activity In Portable Devices”; and 
1 1/638,251, “Methods And Systems For Automatic Configu 
ration Of Peripherals, which are hereby incorporated by 
reference in their entirety. In some embodiments, the prox 
imity sensor turns off and disables the touchscreen 112 when 
the multifunction device is placed near the user's ear (e.g., 
when the user is making a phone call). In some embodiments, 
the proximity sensor keeps the screen off when the device is 
in the user's pocket, purse, or other dark area to prevent 
unnecessary battery drainage when the device is a locked 
State. 

The device 100 may also include one or more accelerom 
eters 168. FIGS. 1A and 1B show an accelerometer 168 
coupled to the peripherals interface 118. Alternately, the 
accelerometer 168 may be coupled to an input controller 160 
in the I/O subsystem 106. The accelerometer 168 may per 
form as described in U.S. Patent Publication No. 
20050190059, “Acceleration-based Theft Detection System 
for Portable Electronic Devices, and U.S. Patent Publication 
No. 20060017692, “Methods And Apparatuses For Operating 
A Portable Device Based On An Accelerometer both of 
which are which are incorporated by reference herein in their 
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entirety. In some embodiments, information is displayed on 
the touchscreen display in a portrait view or a landscape view 
based on an analysis of data received from the one or more 
accelerometers. 

In some embodiments, the Software components stored in 
memory 102 may include an operating system 126, a com 
munication module (or set of instructions) 128, a contact/ 
motion module (or set of instructions) 130, a graphics module 
(or set of instructions) 132, a text input module (or set of 
instructions) 134, a Global Positioning System (GPS) module 
(or set of instructions) 135, and applications (or set of instruc 
tions) 136. 

The operating system 126 (e.g., Darwin R, RTXC, LINUX, 
UNIX, OSX,WINDOWS, or an embedded operating system 
such as VxWorks(R) includes various software components 
and/or drivers for controlling and managing general system 
tasks (e.g., memory management, storage device control, 
power management, etc.) and facilitates communication 
between various hardware and software components. 

The communication module 128 facilitates communica 
tion with other devices over one or more external ports 124 
and also includes various Software components for handling 
data received by the RF circuitry 108 and/or the external port 
124. The external port 124 (e.g., Universal Serial Bus (USB), 
FIREWIRE(R), etc.) is adapted for coupling directly to other 
devices or indirectly over a network (e.g., the Internet, wire 
less LAN, etc.). In some embodiments, the external port is a 
multi-pin (e.g., 30-pin) connector that is the same as, or 
similar to and/or compatible with the 30-pin connector used 
on iPod (trademark of Apple Computer, Inc.) devices. 
The contact/motion module 130 may detect contact with 

the touchscreen 112 (in conjunction with the display control 
ler 156) and other touch sensitive devices (e.g., a touchpad or 
physical click wheel). The contact/motion module 130 
includes various Software components for performing various 
operations related to detection of contact, such as determining 
if contact has occurred, determining if there is movement of 
the contact and tracking the movement across the touch 
screen 112, and determining if the contact has been broken 
(i.e., if the contact has ceased). Determining movement of the 
point of contact may include determining speed (magnitude), 
Velocity (magnitude and direction), and/or an acceleration (a 
change in magnitude and/or direction) of the point of contact. 
These operations may be applied to single contacts (e.g., one 
finger contacts) or to multiple simultaneous contacts (e.g., 
“multitouch'/multiple finger contacts). In some embodi 
ments, the contact/motion module 130 and the display con 
troller 156 also detects contact on a touchpad. In some 
embodiments, the contact/motion module 130 and the con 
troller 160 detects contact on a click wheel. 

The graphics module 132 includes various known software 
components for rendering and displaying graphics on the 
touch screen 112, including components for changing the 
intensity of graphics that are displayed. As used herein, the 
term 'graphics includes any object that can be displayed to 
a user, including without limitation text, web pages, icons 
(such as user-interface objects including Soft keys), digital 
images, videos, animations and the like. 
The text input module 134, which may be a component of 

graphics module 132, provides soft keyboards for entering 
text in various applications (e.g., contacts 137, e-mail 140, IM 
141, workout support 142, browser 147, and any other appli 
cation that needs text input). 
The GPS module 135 determines the location of the device 

and provides this information for use in various applications 
(e.g., to telephone 138 for use in location-based dialing, to 
camera 143 as picture/video metadata, and to applications 
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that provide location-based services such as weather widgets, 
local yellow page widgets, and map/navigation widgets). 
The applications 136 may include the following modules 

(or sets of instructions), or a Subset or Superset thereof: 
a contacts module 137 (sometimes called an address book 

or contact list); 
a telephone module 138: 
a video conferencing module 139: 
an e-mail client module 140; 
an instant messaging (IM) module 141; 
a workout Support module 142: 
a camera module 143 for still and/or video images: 
an image management module 144; 
a video player module 145: 
a music player module 146; 
a browser module 147: 
a calendar module 148; 
widget modules 149, which may include weather widget 

149-1, stocks widget 149-2, calculator widget 149-3. 
alarm clock widget 149-4, dictionary widget 149-5, and 
other widgets obtained by the user, as well as user 
created widgets 149-6; 

widget creator module 150 for making user-created wid 
gets 149-6; 

search module 151; 
video and music player module 152, which merges video 

player module 145 and music player module 146; 
notes module 153: 
map module 154; and/or 
online video module 155. 
Examples of other applications 136 that may be stored in 

memory 102 include other word processing applications, 
JAVA-enabled applications, encryption, digital rights man 
agement, Voice recognition, and Voice replication. 

In conjunction with touch screen 112, display controller 
156, contact module 130, graphics module 132, and text input 
module 134, the contacts module 137 may be used to manage 
an address book or contact list, including: adding name(s) to 
the address book, deleting name(s) from the address book; 
associating telephone number(s), e-mail address(es), physi 
cal address(es) or other information with a name; associating 
an image with a name; categorizing and Sorting names; pro 
viding telephone numbers or e-mail addresses to initiate and/ 
or facilitate communications by telephone 138, video confer 
ence 139, e-mail 140, or IM 141; and so forth. 

In conjunction with RF circuitry 108, audio circuitry 110, 
speaker 111, microphone 113, touchscreen 112, display con 
troller 156, contact module 130, graphics module 132, and 
text input module 134, the telephone module 138 may be used 
to enter a sequence of characters corresponding to a telephone 
number, access one or more telephone numbers in the address 
book 137, modify a telephone number that has been entered, 
dial a respective telephone number, conduct a conversation 
and disconnect or hang up when the conversation is com 
pleted. As noted above, the wireless communication may use 
any of a plurality of communications standards, protocols and 
technologies. 

In conjunction with RF circuitry 108, audio circuitry 110, 
speaker 111, microphone 113, touchscreen 112, display con 
troller 156, optical sensor 164, optical sensor controller 158, 
contact module 130, graphics module 132, text input module 
134, contact list 137, and telephone module 138, the video 
conferencing module 139 may be used to initiate, conduct, 
and terminate a video conference between a user and one or 
more other participants. 

In conjunction with RF circuitry 108, touch screen 112, 
display controller 156, contact module 130, graphics module 
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132, and text input module 134, the e-mail client module 140 
may be used to create, send, receive, and manage e-mail. In 
conjunction with image management module 144, the e-mail 
module 140 makes it very easy to crests and send e-mails with 
still or video images taken with camera module 143. 

In conjunction with RF circuitry 108, touch screen 112, 
display controller 156, contact module 130, graphics module 
132, and text input module 134, the instant messaging module 
141 may be used to enter a sequence of characters corre 
sponding to an instant message, to modify previously entered 
characters, to transmit a respective instant message (for 
example, using a Short Message Service (SMS) or Multime 
dia Message Service (MMS) protocol for telephony-based 
instant messages or using XMPP SIMPLE, or IMPS for 
Internet-based instant messages), to receive instant messages 
and to view received instant messages. In some embodiments, 
transmitted and/or received instant messages may include 
graphics, photos, audio files, video files and/or other attach 
ments as are supported in a MMS and/or an Enhanced Mes 
saging Service (EMS). As used herein, “instant messaging 
refers to both telephony-based messages (e.g., messages sent 
using SMS or MMS) and Internet-based messages (e.g., mes 
sages sent using XMPP SIMPLE, or IMPS). 

In conjunction with RF circuitry 108, touch screen 112, 
display controller 156, contact module 130, graphics module 
132, text input module 134, GPS module 135, map module 
154, and music player module 146, the workout support mod 
ule 142 may be used to create workouts (e.g., with time, 
distance, and/or calorie burning goals); communicate with 
workout sensors (sports devices); receive workout sensor 
data; calibrate sensors used to monitor a workout; select and 
play music for a workout; and display, store and transmit 
workout data. 

In conjunction with touch screen 112, display controller 
156, optical sensor(s) 164, optical sensor controller 158, con 
tact module 130, graphics module 132, and image manage 
ment module 144, the camera module 143 may be used to 
capture still images or video (including a video stream) and 
store them into mentor 102, modify characteristics of a still 
image or video, or delete a still image or video from memory 
102. 

In conjunction with touch screen 112, display controller 
156, contact module 130, graphics module 132, text input 
module 134, and camera module 143, the image management 
module 144 may be used to arrange, modify or otherwise 
manipulate, label, delete, present (e.g., in a digital slide show 
or album), and store still and/or video images. 

In conjunction with touch screen 112, display controller 
156, contact module 130, graphics module 132, audio cir 
cuitry 110, and speaker 111, the video player module 145 may 
be used to display, present or otherwise playback Videos (e.g., 
on the touch screen or on an external, connected display via 
external port 124). 

In conjunction with touch screen 112, display system con 
troller 156, contact module 130, graphics module 132, audio 
circuitry 110, speaker 111, RF circuitry 108, and browser 
module 147, the music player module 146 allows the user to 
download and playback recorded music and other Sound files 
stored in one or more file formats, such as MP3 or AAC files. 
In some embodiments, the device 100 may include the func 
tionality of an MP3 player, such as an iPod (trademark of 
Apple Computer, Inc.). 

In conjunction with RF circuitry 108, touch screen 112, 
display system controller 156, contact module 130, graphics 
module 132, and text input module 134, the browser module 
147 may be used to browse the Internet, including searching, 
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linking to, receiving, and displaying web pages or portions 
thereof, as well as attachments and other files linked to web 
pageS. 

In conjunction with RF circuitry 108, touch screen 112, 
display system controller 156, contact module 130, graphics 
module 132, text input module 134, e-mail module 140, and 
browser module 147, the calendar module 148 may be used to 
create, display, modify, and store calendars and data associ 
ated with calendars (e.g., calendar entries, to do lists, etc.). 

In conjunction with RF circuitry 108, touch screen 112, 
display system controller 156, contact module 130, graphics 
module 132, text input module 134, and browser module 147. 
the widget modules 149 are mini-applications that may be 
downloaded and used by a user (e.g., weather widget 149-1, 
stocks widget 149-2, calculator widget 149-3, alarm clock 
widget 149-4, and dictionary widget 149-5) or created by the 
user (e.g., user-created widget 149-6). In some embodiments, 
a widget includes an HTML (Hypertext Markup Language) 
file, a CSS (Cascading Style Sheets) file, and a JavaScript(R) 
file. In some embodiments, a widget includes an XML (Ex 
tensible Markup Language) file and a JavaScript(R) file (e.g., 
Yahoo! (R) Widgets). 

In conjunction with RF circuitry 108, touch screen 112, 
display system controller 156, contact module 130, graphics 
module 132, text input module 134, and browser module 147. 
the widget creator module 150 may be used by a user to create 
widgets (e.g., turning a user-specified portion of a web page 
into a widget). 

In conjunction with touch screen 112, display system con 
troller 156, contact module 130, graphics module 132, and 
text input module 134, the search module 151 may be used to 
search for text, music, sound, image, video, and/or other files 
in memory 102 that match one or more search criteria (e.g., 
one or more user-specified search terms). 

In conjunction with touch screen 112, display controller 
156, contact module 130, graphics module 132, and text input 
module 134, the notes module 153 may be used to create and 
manage notes, to do lists, and the like. 

In conjunction with RF circuitry 108, touch screen 112, 
display system controller 156, contact module 130, graphics 
module 132, text input module 134, GPS module 135, and 
browser module 147, the map module 154 may be used to 
receive, display, modify, and store maps and data associated 
with maps (e.g., driving directions; data on stores and other 
points of interest at or near a particular location; and other 
location-based data). 

In conjunction with touch screen 112, display system con 
troller 156, contact module 130, graphics module 132, audio 
circuitry 110, speaker 111, RF circuitry 108, text input mod 
ule 134, e-mail client module 140, and browser module 147, 
the online video module 155 allows the user to access, 
browse, receive (e.g., by streaming and/or download), play 
back (e.g., on the touch screen or on an external, connected 
display via external port 124), send an e-mail with a link to a 
particular online video, and otherwise manage online videos 
in one or more file formats, such as H.264. In some embodi 
ments, instant messaging module 141, rather than e-mail 
client module 140, is used to send a link to a particular online 
video. Additional description of the online video application 
can be found in U.S. Provisional Patent Application No. 
60/936,562, “Portable Multifunction Device, Method, and 
Graphical User Interface for Playing Online Videos. filed 
Jun. 20, 2007, and U.S. patent application Ser. No. 1 1/968, 
067, “Portable Multifunction Device, Method, and Graphical 
User Interface for Playing Online Videos. filed Dec. 31, 
2007, the content of which is hereby incorporated by refer 
ence in its entirety. 
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Each of the above identified modules and applications cor 
respond to a set of instructions for performing one or more 
functions described above. These modules (i.e., sets of 
instructions) need not be implemented as separate Software 
programs, procedures or modules, and thus various Subsets of 
these modules may be combined or otherwise rearranged in 
various embodiments. For example, video player module 145 
may be combined with music player module 146 into a single 
module (e.g., video and music player module 152, FIG. 1B). 
In some embodiments, memory 102 may store a subset of the 
modules and data structures identified above. Furthermore, 
memory 102 may store additional modules and data struc 
tures not described above. 

In some embodiments, the device 100 is a device where 
operation of a predefined set of functions on the device is 
performed exclusively through a touch screen 112 and/or a 
touchpad. By using a touch screen and/or a touchpad as the 
primary input/control device for operation of the device 100, 
the number of physical input/control devices (such as push 
buttons, dials, and the like) on the device 100 may be reduced. 

The predefined set of functions that may be performed 
exclusively through a touch screen and/or a touchpad include 
navigation between user interfaces. In some embodiments, 
the touchpad, when touched by the user, navigates the device 
100 to a main, home, or root menu from any user interface that 
may be displayed on the device 100. In such embodiments, 
the touchpad may be referred to as a “menu button. In some 
other embodiments, the menu button may be a physical push 
button or other physical input/control device instead of a 
touchpad. 

FIG. 2 illustrates a portable multifunction device 100 hav 
ing a touch screen 112 in accordance with some embodi 
ments. The touch screen may display one or more graphics 
within user interface (UI) 200. In this embodiment, as well as 
others, a user may select one or more of the graphics by 
making contact or touching the graphics, for example, with 
one or more fingers 202 (not drawn to scale in the figure). In 
Some embodiments, selection of one or more graphics occurs 
when the user breaks contact with the one or more graphics. 
In some embodiments, the contact may include a gesture, 
Such as one or more taps, one or more Swipes (from left to 
right, right to left, upward and/or downward) and/or a rolling 
of a finger (from right to left, left to right, upward and/or 
downward) that has made contact with the device 100. In 
Some embodiments, inadvertent contact with a graphic may 
not select the graphic. For example, a Swipe gesture that 
Sweeps over an application icon may not select the corre 
sponding application when the gesture corresponding to 
selection is a tap. 
The device 100 may also include one or more physical 

buttons, such as "home” or menu button 204. As described 
previously, the menu button 204 may be used to navigate to 
any application 136 in a set of applications that may be 
executed on the device 100. Alternatively, in some embodi 
ments, the menu button is implemented as a soft key in a GUI 
in touch screen 112. 

In one embodiment, the device 100 includes a touchscreen 
112, a menu button 204, a push button 206 for powering the 
device on/off and locking the device, Volume adjustment 
button(s) 208, a Subscriber Identity Module (SIM) card slot 
210, ahead setjack 212, and a docking/charging external port 
124. The push button 206 may be used to turn the power 
on/off on the device by depressing the button and holding the 
button in the depressed state for a predefined time interval; to 
lock the device by depressing the button and releasing the 
button before the predefined time interval has elapsed; and/or 
to unlock the device or initiate an unlock process. In an 

5 

10 

15 

25 

30 

35 

40 

45 

50 

55 

60 

65 

22 
alternative embodiment, the device 100 also may accept ver 
bal input for activation or deactivation of some functions 
through the microphone 113. 

Attention is now directed towards an exemplary embodi 
ment of a workout and sports monitoring system and associ 
ated processes that may be implemented on a portable mul 
tifunction device 100. 

FIG. 3 is a block diagram of a sports/workout monitoring 
system 300 according to one embodiment of the invention. 
The monitoring system 300 is an electronic system that 
enables sports/workout related information to be acquired, 
stored, analyzed, presented and shared. 
The sports/workout monitoring system 300 includes a por 

table electronic device 100. The portable electronic device 
100 is capable of storing and playing media for its user. For 
example, the portable electronic device 100 can output (e.g., 
play) audio or video. The sports/workout monitoring system 
300 also includes a sports device 304. The sports device 304 
is, for example, a pedometer, a heart rate monitor, etc. The 
sports device 304 includes one or more sensors that acquire 
sports/workout related data. 
The sports device 304 also includes wireless transmission 

capability so that the sports/workout related data can be trans 
mitted to the portable electronic device 100. The portable 
electronic device 100 includes a wireless transceiver so that 
the portable electronic device 100 can receive the sports/ 
workout related data being transmitted by the sports device 
304 by way of a wireless connection through a personal 
wireless network 308. The portable electronic device 100 can 
then operate to process and store the sports/workout related 
data at the portable electronic device 100. 
The sports/workout monitoring system 300 may also 

include a personal computer 310. The portable electronic 
device 100 can be electrically connected to the personal com 
puter 310 by way of a cable 312. The cable 312 may, for 
example, be a Firewire or USB cable. Alternatively, the cable 
312 may be replaced with a wireless link. Although the por 
table electronic device 100 is not normally electrically con 
nected to the personal computer 310, the electrical connection 
when present facilitates information exchange between the 
portable electronic device 100 and the personal computer 
31 O. 
The personal computer 310 includes a media management 

application 314. The media management application 314, in 
one embodiment, can not only manage the media assets 
stored on the personal computer 310, but can also store and 
manage sports/workout related data. In one embodiment, the 
media management application 314 can operate to cause the 
sports/workout related data stored on the portable electronic 
device 100 to be copied to the personal computer 310. There 
after, the sports/workout related data can be analyzed at the 
personal computer 310 and/or made available to the user of 
the personal computer 310. In addition, the sports monitoring 
system 300 can facilitate the portable electronic device 100 
and/or the personal computer 310 coupling to a data network 
316. The data network316 can represent a global or wide area 
network, such as the World WideWeb (or the Internet). When 
the personal computer 310 is coupled to the data network316, 
the sports/workout related data present at the personal com 
puter 310 can be transferred to a sports/workout management 
server 318. Similarly, when the portable electronic device 100 
is coupled to the data network316, the sports/workout related 
data present at the portable electronic device 100 can be 
transferred to the sports/workout management server 318. At 
the sports/workout management server 318, the sports/work 
out related data can be former analyzed and/or processed to 
facilitate usefulness of the data. The sports/workout manage 
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ment server 318 Supports storage and analysis of sports/work 
out related data from a large number of different portable 
electronic devices and/or personal computers. Hence, the 
sports/workout management server 318 can also compare the 
sports/workout related data from different users. The sports/ 
workout management server 318 can also provide a website 
that can be accessed by a network browser operating on the 
personal computer 310 or other computing device to access 
sports related information or other information made avail 
able via the website. The website may also be accessed by a 
browser 147 or workout support application 142 operating on 
the portable electronic device 100. 

The sports/workout monitoring system 300 can also sup 
port one or more remote controllers (not shown). A remote 
controller can also communicate with portable electronic 
device 100. The remote controller may require it be paired or 
linked with the portable electronic device 100. 
The sports device 304 illustrated in FIG. 3 can take a 

variety of different forms. In one embodiment, the sports 
device is a sensor-based device. Such as a pedometer. 

Additional description of the sports/workout monitoring 
system 300 can be found in U.S. patent application Ser. Nos. 
11/439,523, “Portable Media Device With Workout Sup 
port'; 1 1/585,721, “Calibration Techniques for Activity 
Sensing Devices”; and 11/439,521, “Communication Proto 
col For Use with Portable Electronic Devices, which are 
hereby incorporated by reference in herein their entirety. 

FIGS. 4A-4FF illustrate exemplary user interfaces for a 
workout Support application 142 running on a portable elec 
tronic device 100 equipped with a touch-sensitive display 112 
in accordance with Some embodiments. The workout Support 
application interfaces shown here are merely illustrative 
embodiments. An overview of these figures is provided here. 

FIG. 4A illustrates a user interface 400A on a portable 
multifunction device 100 with a touch screen 112. As 
depicted in this example, multiple applications are made 
available for users by activation of corresponding application 
icons, such as icons for a browser 147, calendar 148, email 
140, contacts 137, online video 155, stocks 149-2, map 154, 
weather 149-1, clock 149-4, calculator 149-3, notes 153, 
workout support 142, music player 146, video player 145, and 
image management 144, as well as icons to access device 
settings 4002, an application store 4004, and a music/video/ 
media content store 4006. Of particular interest here is the 
icon for the workout support application 142 (labeled in the 
illustrative figure as “Nike+iPod(R). 

FIG. 4B illustrates an exemplary workout support applica 
tion user interface, UI 400B. In this example, UI 400B 
includes a plurality of top-level user-interface screen icons 
4025-1, 4025-2, and 4025-3 for the workout support applica 
tion 142, which permit a user to direct the application to 
display the corresponding workout Support user-interface 
screens. For example, in response to a finger tap gesture on 
top-level user-interface screen icon 4025-2, the application 
142 will display atop-level user-interface screen entitled “My 
Workouts” (UI 400M, FIG. 4M). In FIG. 4B, top-level user 
interface screen icon 4025-1 is selected and visually high 
lighted, while top-level user-interface screen icons 4025-2 
and 4035-3 are grayed out. In some embodiments, as a further 
indication to the user of which state the application is in, 
screen title 4030 can be configured to display text correspond 
ing to the currently active top-level user-interface screen (e.g., 
display the same text in screen title 4030 as the currently 
selected top-level user-interface screen selection 4025). Also 
depicted in FIG. 4B is a plurality of workout type selection 
icons 4035. In this example, workout type selection icons 
4035-1, 4035-2, 4035-3, and 4035-4 are available to permit a 
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user to select, create, and save different workout types. Such 
as: 1) a basic workout, which is open-ended (4035-1); 2) 
elapsed time, which is a workout with a timed goal (4035-2); 
3) distance traveled, which is a workout with a distance goal 
(4035-3); and 4) estimated calories burned, which is a work 
out with a calorie burning goal (4035-4). Finally, FIG.4B also 
depicts a calibration request icon 4040 that initiates display of 
a user interface calibrating data collected from user workouts. 

FIGS. 4C and 4D illustrate example workout support appli 
cation UIs 400C and 400D, which permita user to select from 
different lengths of time to workout. UI 400C is displayed in 
response to detection of a finger gesture on workout type 
selection icon 4035-2 (FIG.4B). Exemplary time values may 
include 20 minutes (4045-1), 30 minutes (4045-2), 45 min 
utes (4045-3), 60 minutes (4045-4), and 90 minutes (4045-5) 
(FIG. 4C), and can be selected in response to detecting a user 
selection of a workout time icon 4045 corresponding to the 
desired workout time. For example, in FIG. 4C, workout time 
icon 4045-3 would be used to select a workout time of 45 
minutes. In response to detecting a user selection of custom 
workout time icon 4050, UI 400D (FIG. 4D) is displayed to 
allow input of a workout time not provide for in the default 
workout time icons 4045. UI 400D (FIG. 4D) illustrates a 
user-input mechanism permitting users to specify custom 
values for workout types. When setting the numeric values for 
a workout type, e.g., specifying hours and minutes for an 
elapsed time workout, a mechanism may be used like that 
described in U.S. patent application Ser. No. 1 1/968,051. 
“System, Method, and Graphical User Interface for Inputting 
Date and Time Information on a Portable Multifunction 
Device filed Dec. 31, 2007, the contents of which are incor 
porated by reference in their entirety. UI 400D provides at 
least one input mechanism to allow user-input of portions of 
a time segment. In this example, minutes input mechanism 
4055 and hours input mechanism 4060 are shown. Other 
embodiments may include input mechanisms for additional 
measurements of time such as days and seconds. In response 
to user-input of a valid time selection, the time selected field 
4065 is populated with the value corresponding to the valid 
time selection. 
UI 400E and UI 400F (FIGS. 4E and 4F) illustrate 

examples of workout Support application screens that permit 
a user to select different workout distances. These UIs operate 
in an analogous manner to UI 400C and UI 400D (FIGS. 4C 
and 4D), described above. 
UI 400G and UI 400H (FIGS. 4G and 4H) illustrate 

examples of workout Support application screens that permit 
a user to select a calorie burning goal. These UIS operate in an 
analogous manner to UI 400C and UI 400D (FIGS. 4C and 
4D), described above. 

Exemplary UIs 400I and 400I (FIGS. 4I and 4J) permit a 
user to select music to play during a workout. UI 400I (FIG. 
4I) includes three music selection icons: playlist selection 
icon 4085; shuffle selection icon 4090; and no music selection 
icon 4095. In response to detecting a user selection of playlist 
selection icon 4085, UI400J (FIG. 4J) is displayed to permit 
a user to select which playlist to use during a given workout, 
e.g., a “Driving Mix' playlist, a “Summer Songs' playlist, or 
a “Workout Music' playlist. 
UI 400K (FIG. 4K) permits a user to calibrate the sports 

device to increase accuracy of the data collected about user 
workouts. As depicted in UI 400K, walk calibration icon 4105 
and run calibration icon 4110 may be provided for displaying 
separate calibration UIs for walking and running. 
UI 400L (FIG. 4L) provides a summary of a completed 

workout. In some embodiments, the following Summary data 
is displayed: accumulated distance 4115 (here, displaying 
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0.62 miles), time elapsed 4120 (here, displaying 4:37), aver 
age pace 4125 (here, displaying 727" per mile), and esti 
mated calories burned 4130 (here, displaying 136). Further, 
Some embodiments may present an option to calibrate a com 
pleted workout to a known distance traveled so as to increase 
accuracy. Following completion of a workout, the system 
determines if there was a sufficient number of steps taken at a 
relatively consistent pace. If so, the system indicates the 
workout can be used for calibration, and presents a calibration 
icon 4135, which if activated (e.g., by a finger gesture), will 
cause the workout Support application 142 to perform calcu 
lations to calibrate the sports device 304 (e.g., calibrate the 
stride length for distance calculations) and increase accuracy 
of the calculated Summary workout data. 
UI 400M (FIG. 4M), with the exemplary title “My Work 

outs.” displays icons corresponding to workout profiles tai 
lored to the user. In some embodiments, defined instances of 
workout types are saved as workout profiles on the portable 
electronic device 100. For example, as depicted in FIG. 4M, 
different workout profiles such as a 3 kilometer run, a 45 
minute jog, or a 200 calorie burn workout can be saved. In 
FIG. 4M, the aforementioned workout profiles correspond, 
respectively, to first workout profile icon 4145-1, second 
workout profile icon 4145-2, and third workout profile icon 
4145-3. In response to detecting a user-selection of a workout 
profile icon 4145, the workout support application 142 loads 
a workout profile corresponding to the selected workout pro 
file icon. 
UI 400N (FIG. 4N), with the exemplary title “History.” 

displays icons 4165 corresponding to past workout data. In 
Some embodiments, the workout Support application 142 
saves data from past workouts for later review. For example, 
as depicted in FIG. 4N, past workout sessions can be repre 
sented by historic workout icons 4165. In some embodi 
ments, in response to selection of a historic workout icon 
4165, the workout support application 142 will display fur 
ther details about the corresponding past workout. UIs 400O 
400O (FIGS. 4O-4Q) depict exemplary summary informa 
tion about past workouts. In some embodiments, a Summary 
UI may depict which workout type the user had performed. 
For example, in UI 400O, workout type icon 4170 indicates 
that the workout type was a calorie workout. 

UIs 400R-400T (FIGS. 4R-4T) support activation and 
linking of the sports device 304 with the portable electronic 
device 100. UI 400R (FIG. 4R) is an exemplary instructional 
screen to inform a user that it is necessary to walk around so 
that the sports device 304 will transmit data that the portable 
electronic device 100 can receive and process. In some 
embodiments, a cancel icon 4180 may be provided to cancel 
linking with the sports device 304. Once the sensor 304 is 
Successfully activated and detected, the system may display a 
Success message 4185 indicating it is linked to a sensor, as 
depicted in UI 400S (FIG. 4S). In some embodiments, a 
sensor identification code 4195 is depicted. As illustrated in 
UI 400T (FIG. 4T), in response to the workout support appli 
cation 142 detecting an attempt to link to the same sensor it is 
already linked to, the system may present a warning message 
4200 indicating which sensor the system is already linked to. 
Additionally, in some embodiments, a link new sensor icon 
4205 may also be displayed in case the user wishes to link a 
different sensor 304 with the workout support application 
142. 
UIs 400U-400W (FIGS. 4U-4W) illustrate exemplary user 

interfaces when the workout Support application 142 is in an 
unlocked mode monitoring a workout. These interfaces may 
display one or more of the following: an elapsed time indica 
tor 4210, a distance traveled indicator 4215, and a numeric 
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progress indicator 4220, which in this case, indicates 53 esti 
mated calories burned. A pause-resume toggle icon 4225 is 
provided to allow the user to start or resume timing the work 
out. During the workout, this icon can be activated again to 
pause the workout. While the workout is paused, the time 
elapsed does not accrue, and no additional progress towards 
completing the workout is logged. An end workout icon 4230 
may be provided to terminate the workout. 

Additionally, some embodiments include a workout 
progress bar 4235. The workout progress bar 4235 graphi 
cally depicts how much of the goal set for the workout has 
been attained during a goal-based workout type, e.g., elapsed 
time, distance traveled, or estimated calories burned. For 
example, in UI 400U (FIG. 4U), the workout progress bar 
conveys that the user has homed approximately 50% of the 
calories towards completing the workout goal. The workout 
progress bar 4235 is not specific to workout type, but rather, 
can be displayed regardless of which type of goal-based 
workout type is being performed. 

Further, in some embodiments, the workout Support appli 
cation 142 may be configured to present music playback 
controls 4240. For example, in FIG. 4U, previous icon 4240-2 
and next icon 4240-1 are used to permit the user to go back to 
the previous track, or to advance to the next track, respec 
tively. Additionally, a track title 4241 of the music currently 
being played is displayed in some embodiments. 

UIs 400V and 400W (FIGS. 4V and 4W) are analogous to 
UI 400U (FIG. 4U), but present data related to distance and 
time workouts, respectively. 

In some embodiments, such as that depicted in UI 400U 
(FIG. 4U), a powersong initiation icon 424 is provided. Refer 
ring now to UI 400X (FIG. 4X), in response to detecting 
activation of the powersong initiation icon 4245, the workout 
Support application immediately changes the music being 
played to a specific track the user selected as her powerSong, 
and the track title 4241 changes to display the user selected 
powerSong title. In some embodiments, when the powerSong 
initiation icon 4245 is activated, certain elements of the user 
interface may change. For example, an excitement indicator 
4250 may be displayed when the powersong is activated. In 
this example, excitement indicator 4250 is a pulsating glow 
surrounding the workout progress bar 4235. 
UI 400Y (FIG.4Y) illustrates a modified application menu 

UI 400A (FIG. 4A) that is displayed in response to detecting 
activation of the menu icon or menu button 204 during display 
of a user interface for the workout monitoring application 
(e.g., UI 400U, FIG. 4U). In this example, the application 
menu UI is modified to include a return-to-workout-monitor 
ing-application icon 4255, which, when activated here or 
when activated while displaying another application besides 
the workout monitoring application 142, will initiate redis 
play of the workout Support application 142. 
UIs 400Z-400CC (FIGS. 4Z-4CC) are exemplary user 

interfaces that are displayed in a user-interface locked mode 
of the workout monitoring application. In comparison to the 
user-interface unlocked mode of the workout monitoring 
application, in the user-interface locked mode, only a 
restricted subset of workout control icons are displayed and 
the device 100 only responds to a restricted set of finger 
gestures. For example, just an enlarged toggle icon 4265 and 
as unlock image 4260 may be displayed (UI 400Z and 
400AA) or just an enlarged powerSong icon 4285, an enlarged 
previous track icon 4275, an enlarged next track icon 4280. 
and the unlock image 4260 may be displayed (UI 400BB and 
400CC). In addition, as described below, a small number of 
gestures may be used to pause and resume the workout moni 
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toring application and change the currently playing music. 
The use of the unlock image is described in more detail below. 
The UIs in the user-interface locked mode typically have 

fewer, but larger control icons to allow a user to perform some 
operations on the device without looking at the control icons, 5 
i.e., unsighted operation. In some embodiments, the previous, 
next, pause/resume and/or powerSong icons are larger in size 
when the workout Support application is in the user-interface 
locked mode to make unsighted operation of the device easier. 
Moreover, in some embodiments, some of the enlarged con 
trol icons are placed in the corners of the touch screen to 
facilitate unsighted activation of these icons. For example, in 
UI 400BB (FIG.4BB), the enlarged previous track icon 4275 
and the enlarged next track icon 4280 are placed in the top-left 
corner and the top-right corner of the display, respectively, to 
make unsighted activation of these icons easier. Additionally, 
in Some embodiments, finger gestures on the touch screen 
(e.g., Swipe gestures) that are independent of the location of 
the gesture on the touch screen display are detected and used 20 
to control the device during a workout, which also permits 
unsighted operation. 
UI 400Z (FIG. 4Z) illustrates that the workout support 

application 142 may be displayed in portrait orientation, 
while UI 400AA (FIG. 4AA) illustrates that the workout 25 
Support application may be displayed in landscape orienta 
tion. 
UI 400CC (FIG. 4CC) illustrates an exemplar version of 

the workout Support application running in locked screen 
mode while a powerSong is being played. 30 
UI400DD and 400EE (FIGS. 4DD and 4EE) illustrate that, 

in some embodiments, after the workout goal has been 
achieved, the application may display an indicator 4290 that 
the predetermined workout goal has been reached, such as a 
checkmark. In response to detecting further workout activity 35 
after the workout goal has been achieved. Some embodiments 
may display a post-workout-goal activity bar 4295. In FIG. 
4DD, the post-workout-goal activity bar 4295-1 is overlaid on 
the workout progress bar 4235. As shown in FIG. 4EE, the 
post-workout-goal activity bar 4295-2 may be configured to 40 
expand as further workout activity is detected. 
UI 400FF (FIG. 4FF) illustrates a modified application UI 

that is displayed in response to detecting a finger gesture (e.g., 
a finger tap gesture) on an application icon in the menu of 
application icons other than an icon for the workout monitor- 45 
ing application (e.g., calendar icon 148). In this example, the 
application menu UI is modified to include a return-to-work 
out-monitoring-application icon 4255, which, when activated 
here or when activated while displaying another application 
besides the workout monitoring application 142, will initiate 50 
redisplay of the workout Support application 142. 
Some of the user interfaces in FIG. 4A-4FF are used to 

illustrate the processes described in FIGS.5A-5.J. 6A-6B, and 
7-10 below. 

FIGS. 5A-5J are flow diagrams illustrating a method of 55 
operating a workout Support application 142 on a portable 
electronic device with a touch-sensitive display inaccordance 
with some embodiments. The method 5000 is performed on a 
portable electronic device having a touchscreen display (e.g., 
portable multifunction device 100). The method provides a 60 
simple and intuitive way for a user to control the workout 
Support application 142 while exercising. 

Operations 5002-5020 are performed while the portable 
electronic device 100 is in a user-interface locked mode of a 
workout monitoring application with the touchscreen display 65 
turned off. Typically, other applications on the device are also 
locked when the device is in this mode. The device 100 will 
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typically be in this mode when the user is exercising to reduce 
power and extend the battery life (e.g., by turning off the 
touch screen display). 
The workout monitoring application 142 monitors (5002) a 

workout by a user. In some embodiments, monitoring the 
workout includes receiving (5004) data from a sensor that is 
separate from the portable electronic device. Such as sports 
device 304. 

In some embodiments, the device plays (5006) an audio file 
from a playlist with a plurality of audio files (e.g., an audio file 
from one of the playlists listed in UI 400J, FIG. 4J). 
The device detects (5008) an interaction by a user with a 

first physical button (e.g., menu button 204, FIG. 2) on the 
portable electronic device. 
The device determines (5010) whether the detected inter 

action by the user with the first physical button corresponds to 
a first predefined action. In some embodiments, the first pre 
defined action is a single activation of the first physical button 
in a predefined time period (e.g., pressing the menu button 
204 once in 0.3 seconds) (5012). 

In response to determining mat the interaction by the user 
with the first physical button corresponds to the first pre 
defined action, the device: turns on the touch screen display 
112; displays a workout pause icon on the touch screen dis 
play (e.g., icon 4265. FIG. 4Z); and displays an unlock image 
on the touch screen display (e.g., unlock image 4260, FIG. 
4Z) (5014). In some embodiments, in response to determin 
ing that the interaction by the user with the first physical 
button corresponds to the first predefined action, an audio 
status import of the workout by the user is provided (e.g., via 
speaker 111 or via headphones) (5015). In some embodi 
ments, in response to determining that the interaction by the 
user with the first physical button corresponds to the first 
predefined action, workout information is also displayed, 
Such as an elapsed time indicator 4210, a distance traveled 
indicator 4215, and/or a workout progress bar 4235 (FIG. 
4Z). 
As the name implies, a workout pause icon (e.g., icon 4265. 

FIG. 4Z) is an icon that when activated (e.g., by a finger tap on 
the icon) pauses the workout monitoring program. 
The unlock image 4260 is a graphical user interface object 

with which the user interacts in order to change an application 
(e.g., workout monitoring application 142) to a user-interface 
unlocked mode. This interaction with the unlock image typi 
cally unlocks the rest of the device, too, so that other appli 
cations on the portable electronic device may also be used. 
Addition description of the use of an unlock image to unlock 
a device is described in U.S. patent application Ser. No. 
1 1/322.549, "Unlocking a Device by Performing Gestures on 
an Unlock Image.” filed Dec. 23, 2005, which is incorporated 
by reference herein in its entirety. U.S. patent application Ser. 
No. 1 1/322.549 focuses on using an unlock image to unlock 
a device with multiple applications. But analogous methods 
may used to change an application from a locked mode to an 
unlocked mode, independent of whether the rest of the device 
is also unlocked. 

In some embodiments, the device determines (5016) 
whether the detected interaction by the user with the first 
physical button corresponds to a second predefined action, 
the second predefined action being different from the first 
predefined action. In some embodiments, the second pre 
defined action is a double activation of the first physical 
button in a predefined time period (e.g., pressing the menu 
button 204 twice in succession in 0.3 seconds) (5018). 

In response to determining that the interaction by the user 
with the first physical button corresponds to the second pre 
defined action, the device: turns on the touch screen display 
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112; displays a powerSong initiation icon on the touch screen 
display (e.g., icon 4285, FIG. 4BB); and displays the unlock 
image on the touch screen display (e.g., unlock image 4260. 
FIG. 4BB) (5020). In some embodiments, in response to 
determining that the interaction by the user with the first 
physical button corresponds to the second predefined action, 
an audio status report of the workout by the user is provided 
(e.g., via speaker 111 or via headphones) (5021). In some 
embodiments, in response to determining that the interaction 
by the user with the first physical button corresponds to the 
second predefined action, workout information is also dis 
played, such as an elapsed time indicator 4210, and/or a 
workout progress bar 4235 (FIG. 4BB). 
As the name implies, a powerSong initiation icon (e.g., icon 

4260) is an icon that when activated (e.g., by a finger tap on 
the icon) initiates playing of an audio file previously selected 
by the user as the user's powerSong. 

In some embodiments, the device detects (5022) activation 
of the first physical button (e.g., menu button 204) while the 
audio status report is being provided. In response to detecting 
activation of the first physical button while the audio status 
report is being provided, the device ceases (5024) to provide 
the audio status report. Thus, the method may provide an 
audio status report by default, but it is easy to stop the audio 
status report if the user does not want to listen to the report. 

In some embodiments, while the portable electronic device 
is in the user-interface locked mode of the workout monitor 
ing application with the touch screen display turned off the 
device detects (5026) activation of a second physical button 
(e.g., power on/off button 206, FIG. 2) on the portable elec 
tronic device. The second physical button is different from the 
first physical button. In response to detecting activation of a 
second physical button, the device: turns on the touch screen 
display 112 without providing an audio status report of the 
workout by the user, displays the workout pause icon on the 
touch screen display (e.g., icon 4265. FIG. 4Z); and displays 
the unlock image 4260 on the touch screen display (e.g., 
unlock image 4260, FIG. 4Z) (5028). Thus, by activating a 
second physical button, the user can keep the audio status 
report from playing at all. 

In some embodiments, while the portable electronic device 
is in the user-interface locked mode of the workout monitor 
ing application with the touch screen display turned on, the 
device detects (5030) a finger gesture on the workout pause 
icon 4265 (e.g., tap gesture 402, FIG. 4Z). In response to 
detecting the finger gesture on the workout pause icon, the 
device pauses (5032) monitoring of the workout by the work 
out monitoring application and pauses audio playback. 

In some embodiments, while the portable electronic device 
is in the user-interface locked mode of the workout monitor 
ing application with the touch screen display turned on, the 
device detects (5034) a finger gesture on the powersong ini 
tiation icon 4285 displayed on the touch screen display (e.g., 
tap gesture 404, FIG. 4BB). In response to detecting the finger 
gesture on the powerSong initiation icon, the device initiates 
(5036) playing of an audio file previously selected by the user 
as the user's powerSong. 

In some embodiments, the portable electronic device per 
forms operations 5038-5048 while the device is in the user 
interface locked mode of the workout monitoring application 
with the touch screen display turned on. The device monitors 
(5038) the workout by the user with the workout monitoring 
application 142. The device plays (5040) an audio file from a 
playlist with a plurality of audio files. The device detects 
(5042) a finger swipe gesture on the touchscreen display. The 
device determines (5044) whether the detected finger swipe 
gesture is in a first predefined direction or a second predefined 
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direction on the touch semen display, the second predefined 
direction being opposite the first predefined direction. For 
example, the device determines whether the Swipe gesture is 
from right to left on the touch screen display (e.g., gesture 
406, FIG. 4Z) or from left to right on the touchscreen display 
(e.g., gesture 408, FIG. 4Z). As another example, the device 
determines whether the swipe gesture is vertically downward 
on the touch screen display (e.g., gesture 410, FIG. 4Z) or 
Vertically upward on the touch screen display (e.g., gesture 
412, FIG. 4Z). In some embodiments, the direction determi 
nation is independent of the location of the Swipe gesture on 
the touch screen display. In response to determining that the 
finger Swipe gesture is in the first predefined direction, the 
device terminates play of the audio file and initiates play of a 
next audio file from the playlist (5046). In response to deter 
mining that the finger Swipe gesture is in the second pre 
defined direction, the device terminates play of the audio file 
and initiates play of a previous audio file from the playlist 
(5048). 

In some embodiments, the portable electronic device per 
forms operations 5050-5056 while the portable electronic 
device is in the user-interface locked mode of the workout 
monitoring application with the touch screen display turned 
on. The device monitors (5050) the workout by the user with 
the workout monitoring application 142. The device plays 
(5052) an audio file from a playlist with a plurality of audio 
files. The device detects (5054) a finger swipe gesture on the 
touchscreen display. In response to detecting the finger Swipe 
gesture, the device: terminates play of the audio file and 
initiates play of a next audio file from the playlist if the 
detected finger gesture is in a first horizontal or Substantially 
horizontal direction (e.g., Swipe gesture 406, FIG. 4Z, mov 
ing from right to left across the touch screen display within a 
predetermined angle of the horizontal axis of the touchscreen 
display) across the touch screen display; terminates play of 
the audio file and initiates play of the next audio file from the 
playlist if the detected finger gesture is in a first vertical or 
substantially vertical direction (e.g., swipe gesture 410, FIG. 
4Z. moving from top to bottom across the touch screen dis 
play within a predetermined angle of the vertical axis of the 
touch screen display) across the touch screen display; termi 
nates play of the audio file and initiates play of a previous 
audio file from the playlist if the detected finger gesture is in 
a second horizontal or Substantially horizontal direction (e.g., 
swipe gesture 408, FIG. 4Z, moving from left to right across 
the touch screen display within a predetermined angle of the 
horizontal axis of the touch screen display) across the touch 
screen display, the second horizontal direction being opposite 
the first horizontal direction; and terminates play of the audio 
file and initiates play of the previous audio file from the 
playlist if the detected finger gesture is in a second vertical or 
Substantially vertical direction (e.g., Swipe gesture 412, FIG. 
4Z. moving from bottom to top across the touch screen dis 
play within a predetermined angle of the vertical axis of the 
touch screen display) across the touch screen display, the 
second vertical direction being opposite the first vertical 
direction (5056). 

Thus, the user can use simple finger Swipe gestures (e.g., 
gestures 406, 408, 410, and/or 412, FIG. 4Z) while exercising 
to play a next track or a previous track while the workout 
Support application and the device remain locked, without 
needing to see the touch screen display or make precise con 
tacts with the display. 

In some embodiments, the portable electronic device con 
tains one or more accelerometers 168 (FIG. 1). 

In some embodiments, the device detects (5058) with the 
one or more accelerometers 168 a first movement of the 
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portable electronic device. The device determines (5060) 
whether the first movement is due to a first predetermined 
type of user gesture exerted on the portable electronic device 
(e.g., a single Smack (slap) exerted or the portable electronic 
device within a predefined time window or a predefined num 
ber of Smacks (e.g., two) exerted on the portable electronic 
device within a predefined time window). The device initiates 
(5062) play of a powersong audio file of the user if the 
movement is due to the first predetermined type of user ges 
ture. Thus, in some embodiments, the user can use Smacks 
while exercising to play a powerSong, without needing to see 
the touch screen display or make precise contacts with the 
display. 

In some embodiments, the device detects (5064) with the 
one or more accelerometers 168 a second movement of the 
portable electronic device. The device determines (5066) 
whether the movement is due to a second predetermined type 
ofusergesture exerted on the portable electronic device (e.g., 
a predefined number of Smacks (e.g., two) exerted on the 
portable electronic device within a predefined time window 
or a single Smack exerted on the portable electronic device 
within a predefined time window). The device toggles (5068) 
between monitoring the workout and pausing monitoring of 
the workout if the movement is due to the second predeter 
mined type of user gesture. Thus, in Some embodiments, the 
user can use Smacks while exercising to pause and resume the 
workout, without needing to see the touch screen display or 
make precise contacts with the display. 

In some embodiments, the portable electronic device per 
forms operations 5070-5076 while the device is in the user 
interface locked mode of the workout monitoring application 
with the touch screen display turned on. The device detects 
(5070) a finger contact with the unlock image 4260 and sub 
sequent movement of the finger contact on the touch screen 
display (e.g., finger contact 414, FIG. 4Z). The device moves 
(5072) the unlock image on the touchscreen display in accor 
dance with the detected movement of the finger contact. The 
device transitions (5074) the workout monitoring application 
to a user-interface unlocked mode and displays a user inter 
face in the workout monitoring application (e.g., UI 400W. 
FIG. 4W) if the detected movement of the finger contact 
corresponds to a predefined gesture. The device and other 
applications therein may also transition to respective user 
interface unlock states if the detected movement of the finger 
contact corresponds to the predefined gesture. The device 
maintains (5076) the device in the user-interface locked mode 
of the workout monitoring application if the detected move 
ment of the finger contact does not correspond to the pre 
defined gesture. 

In some embodiments, the portable electronic device per 
forms operations 5078-5092 while the portable electronic 
device is inauser-interface unlock state and while monitoring 
the workout by the user with the workout monitoring appli 
cation. The device displays (5078) on the touchscreen display 
a user interface for the workout monitoring application (e.g., 
UI 400W, FIG. 4W). The device detects (5080) activation of 
a menu icon or menu button (e.g., home button 204, FIG. 4W) 
during display of the user interface for the workout monitor 
ing application. In response to detecting activation of the 
menu icon or menu button during display of the user interface 
for the workout monitoring application, the device replaces 
(5082) the user interface for the workout monitoring applica 
tion with a menu of application icons (e.g., UI 400Y, FIG. 
4Y). The device maintains (5084) monitoring of the workout 
by the user while displaying the menu of application icons on 
the touch screen display. The device detects (5086) a finger 
gesture on an application icon in the menu of application 
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icons other than an icon for the workout monitoring applica 
tion (e.g., tap gesture 416 on calendar icon 148, FIG. 4Y). In 
response to detecting a finger gesture on the application icon 
in the menu of application icons other than the icon for the 
workout monitoring application, the device displays (5088) a 
user interface for a corresponding application on the touch 
screen display while continuing to maintain monitoring of the 
workout by the user (e.g., calendar UI 400FF, FIG. 4FF). The 
user interface for the corresponding application includes a 
return-to-workout-monitoring-application icon (e.g., icon 
4255, FIG. 4FF) that is not displayed in the user interface for 
the corresponding application when there is no ongoing 
monitoring of the workout by the user. The device detects 
(5090) a finger gesture on the return-to-workout-monitoring 
application icon (e.g., tap gesture 416, FIG. 4FF). In response 
to detecting the finger gesture 416 on the return-to-workout 
monitoring-application icon, the device replaces (5092) dis 
play of the user interface for the corresponding application 
(e.g., calendar UI 400FF, FIG. 4FF) with a respective user 
interface for the workout monitoring application (e.g., UI 
400W, FIG. 4W) while continuing to monitor the workout by 
the user. 

In some embodiments, the portable electronic device tran 
sitions (5094) to a user-interface locked mode of the workout 
monitoring application upon expiration of a predetermined 
time period without detecting user input to the device. In 
Some embodiments, the transition to the user-interface locked 
mode also includes turning off the touch screen display to 
save power. 

In accordance with some embodiments, a graphical user 
interface on a portable electronic device 100 with a touch 
screen display 112 includes a workout pause icon 4265 on the 
touch screen display and an unlock image 4260 on the touch 
screen display (e.g., UI 400Z. FIG. 4Z). The unlock image 
4260 is a graphical user interface object with which the user 
interacts in order to change a workout monitoring application 
142 to a user-interface unlocked mode. While the portable 
electronic device is in a user-interface locked mode of a 
workout monitoring application with the touchscreen display 
turned off: a workout by a user is monitored with the workout 
monitoring application 142; an interaction by the user with a 
first physical button (e.g., menu button 204, FIG. 4Z) on the 
portable electronic device is detected; and whether the 
detected interaction by the user with the first physical button 
corresponds to a first predefined action is determined. In 
response to determining that the interaction by the user with 
the first physical button corresponds to the first predefined 
action: the touch screen display 112 is turned on; the workout 
pause icon 4265 is displayed on the touch screen display; and 
the unlock image 4260 is displayed on the touch screen dis 
play. In some embodiments, in response to determining that 
the interaction by the user with the first physical button cor 
responds to the first predefined action, workout information is 
also displayed. Such as an elapsed time indicator 4210, a 
distance traveled indicator 4215, and/or a workout progress 
bar 4235 (FIG. 4Z). 

FIGS. 6A-6B are flow diagrams illustrating a method of 
monitoring and displaying post-workout-goal activity in 
accordance with some embodiments. The method 6000 is 
performed on a portable electronic device having a touch 
screen display (e.g., portable multifunction device 100). The 
method provides a simple and intuitive way for a user to see 
progress beyond a specified workout goal. 
The device monitors (6002) a workout by a user with a 

workout monitoring application 142. The workout has a pre 
determined workout goal for the user. In some embodiments, 
the predetermined workout goal for the user is a predeter 
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mined time for the workout, a predetermined distance to be 
traveled in the workout, or a predetermined number of calo 
ries to be burned in the workout (6004). 
The device displays (6006) a workout progress bar on the 

touchscreen display (e.g., progress bar 4235, FIG. 4W). The 
workout progress bar 4235 indicates a portion of the prede 
termined workout goal fulfilled by the user. 

The device updates (6008) the workout progress bar 4235 
to display the portion of the predetermined workout goal 
fulfilled by the user until the predetermined workout goal is 
met. 

In some embodiments, the device detects (6010) fulfill 
ment of the predetermined workout goal. In response to 
detecting fulfillment of the predetermined workout goal, the 
device displays (6012) an indicator that the predetermined 
workout goal has been reached (e.g., indicator 4290. FIG. 
4DD). In some embodiments, the indicator 4290 that the 
predetermined workout goal has been reached is overlaid 
(6014) on the workout progress bar. In some embodiments, 
the indicator 4290 that the predetermined workout goal has 
been reached is overlaid (6016) on the post-workout-goal 
activity bar. In some embodiments, the indicator 4290 that the 
predetermined workout goal has been reached is a checkmark 
(6018). 
The device displays (6020) a post-workout-goal activity 

bar on the touch screen display (e.g., bar 4295, FIG. 4DD). 
The post-workout-goal activity bar 4295 indicates activity by 
the user beyond the predetermined workout goal. In some 
embodiments, the post-workout-goal activity bar 4295 indi 
cates (6022) time beyond the predetermined time for the 
workout (e.g., bar 4295, FIG. 4DD), distance beyond the 
predetermined distance to be traveled in the workout, or calo 
ries beyond the predetermined number of calories to be 
burned in the workout. In some embodiments, the post-work 
out-goal activity bar 4295 is displayed (6024) on the touch 
screen display in response to determining that the workout by 
the user has continued beyond the predetermined workout 
goal. 

In some embodiments, the post-workout-goal activity bar 
4295 is overlaid (6026) on the workout progress bar 4235. In 
some embodiments, the post-workout-goal activity bar 4295 
replaces (6028) the workout progress bar 4235 on the touch 
screen display. In same embodiments, the post-workout-goal 
activity bar 4295 is adjacent (6030) to the workout progress 
bar 4235 on the touch screen display (not shown). 

The device updates (6032) the post-workout-goal activity 
bar 4295 while the user continues to workout after reaching 
the predetermined workout goal. 

In accordance with some embodiments, a graphical user 
interface on a portable electronic device 100 with a touch 
screen display 112 includes: a workout progress bar 4235 on 
the touch screen display that indicates a portion of a prede 
termined workout goal fulfilled by the user, and a post-work 
out-goal activity bar 4295 that indicates activity by the user 
beyond the predetermined workout goal. A workout by a user 
is monitored with a workout monitoring application 142. The 
workout progress bar 4235 is updated to display the portion of 
the predetermined workout goal fulfilled by the user until the 
predetermined workout goal is met. The post-workout-goal 
activity bar 4295 is updated while the user continues to work 
out after reaching the predetermined workout goal. 

FIG. 7 is a flow diagram illustrating a method of initiating 
play of a powerSong in accordance with some embodiments. 
The method 7000 is performed on a portable electronic device 
having a touch screen display (e.g., portable multifunction 
device 100). 
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Operations 7002 and 7004 are performed while the por 

table electronic device 100 is in a user-interface locked mode 
of a workout monitoring application with the touch screen 
display turned on. Typically, other applications on the device 
are also locked when the device is in this mode. 
The device detects (7002) a finger gesture on a powersong 

initiation icon 4285 displayed on the touch screen display 
(e.g., tap gesture 404, FIG. 4BB) In response to detecting the 
finger gesture on the powerSong initiation icon, the device 
initiates (7004) playing of an audio file previously selected by 
the user as the user's powerSong. 

Thus, with method 7000, the user can use a simple finger 
gesture (e.g., gesture 404, FIG. 4BB) on an enlarged icon 
while exercising to play a powerSong while the workout Sup 
port application and the device remain locked, without need 
ing to see the touch screen display or make precise contacts 
with the display. 

In accordance with some embodiments, a graphical user 
interface on a portable electronic device with a touch screen 
display includes a powerSong initiation icon on the touch 
screen display (e.g., UI 400 BB, FIG. 4BB with powersong 
initiation icon 4285). While the portable electronic device is 
in a user-interface locked mode of a workout monitoring 
application with the touch screen display turned on: a finger 
gesture is detected on the powerSong initiation icon (e.g., tap 
gesture 404, FIG. 4BB); and, in response to detecting the 
finger gesture on the powerSong initiation icon 4285, play is 
initiated of an audio file previously selected by the user as the 
user's powerSong. 

FIG. 8 is a flow diagram illustrating a method of initiating 
play of a next or previous audio file from a playlist is accor 
dance with some embodiments. The method 8000 is per 
formed on a portable electronic device having a touch screen 
display (e.g., portable multifunction device 100). 

Operations 8002-8012 are performed while the portable 
electronic device 100 is in a user-interface locked mode of a 
workout monitoring application with the touchscreen display 
turned on. Typically, other applications on the device are also 
locked when the device is in this mode. 
The device monitors (8002) the workout by the user with 

the workout monitoring application 142. The device plays 
(8004) an audio file from a playlist with a plurality of audio 
files. The device detects (8006) a finger swipe gesture on the 
touch screen display. The device determines (8008) whether 
the detected finger Swipe gesture is in a first predefined direc 
tion or a second predefined direction on the touch screen 
display, the second predefined direction being opposite the 
first predefined direction. For example, the device determines 
whether the swipe gesture is from right to left on the touch 
screen display (e.g. gesture 406, FIG. 4Z) or from left to right 
on the touch screen display (e.g., gesture 408, FIG. 4Z). As 
another example, the device determines whether the swipe 
gesture is vertically downward on the touch screen display 
(e.g., gesture 410, FIG. 4Z) or vertically upward on the touch 
screen display (e.g., gesture 412, FIG. 4Z). In some embodi 
ments, the direction determination is independent of the loca 
tion of the Swipe gesture on the touch screen display. In 
response to determining that the finger Swipe gesture is in the 
first predefined direction, the device terminates play of the 
audio file and initiates play of a next audio file from the 
playlist (8010). In response to determining that the finger 
Swipe gesture is in the second predefined direction, the device 
terminates play of the audio file and initiates play of a previ 
ous audio file from the playlist (8012). 

FIG. 9 is a flow diagram illustrating a method of initiating 
play of a next or previous audio file from a playlist in accor 
dance with some embodiments. The method 9000 is per 
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formed on a portable electronic device having a touch screen 
display (e.g., portable multifunction device 100). 

Operations 9002-9008 are performed while the portable 
electronic device 100 is in a user-interface locked mode of a 
workout monitoring application with the touchscreen display 
turned on. Typically, other applications on the device are also 
locked when the device is in this mode. 
The device monitors (9002) the workout by the user with 

the workout monitoring application 142. The device plays 
(9004) an audio file from a playlist with a plurality of audio 
files. The device detects (9006) a finger swipe gesture on the 
touchscreen display. In response to detecting the finger Swipe 
gesture, the device: terminates play of the audio file and 
initiates play of a next audio file from the playlist if the 
detected finger gesture is in a first horizontal or Substantially 
horizontal direction (e.g., swipe gesture 406, FIG. 4Z, mov 
ing from right to left across the touch screen display within a 
predetermined angle of the horizontal axis of the touchscreen 
display) across the touch screen display; terminates play of 
the audio file and initiates play of the next audio file from the 
playlist if the detected finger gesture is in a first vertical or 
substantially vertical direction (e.g., swipe gesture 410, FIG. 
4Z. moving from top to bottom across the touch screen dis 
play within a predetermined angle of the vertical axis of the 
touch screen display) across the touch screen display; termi 
nates play of the audio file and initiates play of a previous 
audio file from the playlist if the detected finger gesture is in 
a second horizontal or Substantially horizontal direction (e.g., 
swipe gesture 408, FIG. 4Z, moving from left to right across 
the touch screen display within a predetermined angle of the 
horizontal axis of the touch screen display) across the touch 
screen display, the second horizontal direction being opposite 
the first horizontal direction; and terminates play of the audio 
file and initiates play of the previous audio file from the 
playlist if the detected finger gesture is in a second vertical or 
Substantially vertical direction (e.g., Swipe gesture 412, FIG. 
4Z. moving from bottom to top across the touch screen dis 
play within a predetermined angle of the vertical axis of the 
touch screen display) across the touch screen display, the 
second vertical direction being opposite the first vertical 
direction (9008). 

Thus, with methods 8000 and 9000, the user can use simple 
finger Swipe gestures (e.g., gestures 406. 408, 410, and/or 
412, FIG. 4Z) while exercising to play a next track or a 
previous track while the workout Support application and the 
device remain locked, without needing to see the touchscreen 
display or make precise contacts with the display. 

FIG. 10 is a flow diagram illustrating a method of control 
ling an application with finger gestures while the application 
is in a user-interface locked mode of operation in accordance 
with some embodiments. The method 1000 is performed on a 
portable electronic device having a touchscreen display (e.g., 
portable multifunction device 100). 

Operations 1002-1016 are performed while the portable 
electronic device 100 is in a user-interface locked mode of an 
application with the touch screen display turned on. Typi 
cally, other applications on the device are also locked when 
the device is in this mode. 

The device displays (1002) a locked-mode user interface 
for the application. In some embodiments, the displayed 
locked-mode user interface for the application comprises an 
unlock screen for the application (e.g., UI 400Z, FIG. 4Z, for 
workout support application 142) (1004). In some embodi 
ments, the displayed locked-mode user interface for the appli 
cation comprises an unlock image (1006). The unlock image 
is a graphical user interface object with which the user inter 

10 

15 

25 

30 

35 

40 

45 

50 

55 

60 

65 

36 
acts in order to change the application to a user-interface 
unlocked mode (e.g., unlock image 4260, FIG. 4Z), as 
described above. 

In some embodiments, the application is an application that 
provides audio output (1008). In some embodiments, the 
application is a workout support application 142 (1010). In 
Some embodiments, the application is a music player appli 
cation 146 (1012). 
The device detects (1014) a finger gesture on the touch 

screen display (e.g., Swipe gesture 406, FIG. 4Z). In response 
to detecting the finger gesture on the touchscreen display, the 
device performs (1016) a control operation in the application 
while maintaining display of the same locked-mode user 
interface for the application. For example, in response to 
detecting Swipe gesture 406 on the touch screen display, the 
device terminates play of as audio file and initiates play of a 
next audio file from a playlist while maintaining display of the 
same locked-mode user interface UI 400Z for the workout 
Support application 142. 

In some embodiments, after performing the control opera 
tion in the application, the device turns off the touch screen 
display after a predetermined time (e.g., 30 seconds, 1 
minute, or a user-specified time) without detecting additional 
user input in order to conserve power. 

Thus, with method 1000, the user can use a simple finger 
gestures (e.g., swipe gestures 406, 408, 410, and 412, FIG. 4Z 
to control an application while the application is in a user 
interface locked mode of operation, without needing to see 
the touch screen display or make precise contacts with the 
display. 
The foregoing description, for purpose of explanation, has 

been described with reference to specific embodiments. How 
ever, the illustrative discussions above are not intended to be 
exhaustive or to limit the invention to the precise forms dis 
closed. Many modifications and variations are possible in 
view of the above teachings. The embodiments were chosen 
and described in order to best explain the principles of the 
invention and its practical applications, to thereby enable 
others skilled is the art to best utilize the invention and various 
embodiments with various modifications as are suited to the 
particular use contemplated. 

What is claimed is: 
1. A computer-implemented method, comprising: 
at a portable electronic device with a touch screen display: 

while the portable electronic device is in a user-interface 
locked mode of a workout monitoring application 
with the touch screen display turned off: 
monitoring a workout by a user with the workout 

monitoring application; 
detecting an interaction by the user with a first physi 

cal button on the portable electronic device; 
determining whether the detected interaction by the 

user with the first physical button corresponds to a 
first predefined action; 

in response to determining that the interaction by the 
user with the first physical button corresponds to 
the first predefined action: 
turning on the touch screen display; 
displaying a workout pause icon on the touch 

screen display; and 
displaying an unlock image on the touch screen 

display, wherein the unlock image is a graphical 
user interface object with which the user inter 
acts in order to change the workout monitoring 
application to a user-interface unlocked mode; 
and 
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while the portable electronic device is in the user-inter 
face locked mode of the workout monitoring applica 
tion with the touch screen display turned on: 
monitoring the workout by the user with the workout 

monitoring application; 
playing an audio file from a playlist with a plurality of 

audio files; 
detecting a finger Swipe gesture on the touch screen 

display; 
in response to detecting the finger Swipe gesture: 

terminating play of the audio file and initiating play 
of a next audio file from the playlist if the 
detected finger gesture is in a first horizontal 
direction, relative to the device, across the touch 
screen display; 

terminating play of the audio file and initiating play 
of the next audio file from the playlist if the 
detected finger gesture is in a first vertical direc 
tion, relative to the device, across the touch 
screen display; 

terminating play of the audio file and initiating play 
of a previous audio file from the playlist if the 
detected finger gesture is in a second horizontal 
direction, relative to the device, across the touch 
screen display, the second horizontal direction 
being opposite the first horizontal direction; and 

terminating play of the audio file and initiating play 
of the previous audio file from the playlist if the 
detected finger gesture is in a second vertical 
direction, relative to the device, across the touch 
screen display, the second vertical direction 
being opposite the first vertical direction. 

2. The computer-implemented method of claim 1, includ 
1ng: 

providing an audio status report of the workout by the user 
in response to determining that the interaction by the 
user with the first physical button corresponds to the first 
predefined action. 

3. The computer-implemented method of claim 1, includ 
1ng: 

determining whether the detected interaction by the user 
with the first physical button corresponds to a second 
predefined action, the second predefined action being 
different from the first predefined action; 

in response to determining that the interaction by the user 
with the first physical button corresponds to the second 
predefined action: 
turning on the touch screen display; 
displaying a powerSong initiation icon on the touch 

screen display; and 
displaying the unlock image on the touch screen display. 

4. The computer-implemented method of claim 3, includ 
1ng: 

providing an audio status report of the workout by the user 
in response to determining that the interaction by the 
user with the first physical button corresponds to the 
second predefined action. 

5. The computer-implemented method of claim3, wherein 
the second predefined action is a double activation of the first 
physical button in a predefined time period. 

6. The computer-implemented method of claim 3, includ 
1ng: 

while the portable electronic device is in the user-interface 
locked mode of the workout monitoring application with 
the touch screen display turned on: 
detecting a finger gesture on the powerSong initiation 

icon displayed on the touch screen display; and 
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in response to detecting the finger gesture on the pow 

erSong initiation icon, initiating playing of an audio 
file previously selected by the user as the user's pow 
erSong. 

7. The computer-implemented method of claim 1, wherein 
monitoring the workout includes receiving data from a sensor 
that is separate from the portable electronic device. 

8. The computer-implemented method of claim 1, includ 
ing, while the portable electronic device is in the user-inter 
face locked mode of the workout monitoring application with 
the touchscreen display turned off, playing an audio file from 
a playlist with a plurality of audio files. 

9. The computer-implemented method of claim 1, wherein 
the first predefined action is a single activation of the first 
physical button in a predefined time period. 

10. The computer-implemented method of claim 1, includ 
ing: 

detecting activation of the first physical button while an 
audio status report is being provided; and 

in response to detecting activation of the first physical 
button while the audio status report is being provided, 
ceasing to provide the audio status report. 

11. The computer-implemented method of claim 1, includ 
ing: 

while the portable electronic device is in the user-interface 
locked mode of the workout monitoring application with 
the touch screen display turned off: 
detecting activation of a second physical button on the 

portable electronic device, wherein the second physi 
cal button is different from the first physical button; 

in response to detecting activation of a second physical 
button: 
turning on the touchscreen display without providing 

an audio status report of the workout by the user; 
displaying the workout pause icon on the touchscreen 

display; and 
displaying the unlock image on the touch screen dis 

play. 
12. The computer-implemented method of claim 1, includ 

ing: 
while the portable electronic device is in the user-interface 

locked mode of the workout monitoring application with 
the touch screen display turned on: 
detecting a finger gesture on the workout pause icon; and 
in response to detecting the finger gesture on the work 

out pause icon, pausing monitoring of the workout by 
the workout monitoring application. 

13. The computer-implemented method of claim 1, 
wherein the portable electronic device contains one or more 
accelerometers, including: 

detecting with the one or more accelerometers a first move 
ment of the portable electronic device; 

determining whether the first movement is due to a first 
predetermined type of user gesture exerted on the por 
table electronic device; and 

initiating play of a powerSong audio file of the user if the 
movement is due to the first predetermined type of user 
gesture. 

14. The computer-implemented method of claim 1, 
wherein the portable electronic device contains one or more 
accelerometers, including: 

detecting with the one or more accelerometers a movement 
of the portable electronic device: 

determining whether the movement is due to a second 
predetermined type of user gesture exerted on the por 
table electronic device; and 
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toggling between monitoring the workout and pausing 
monitoring of the workout if the movement is due to the 
second predetermined type of user gesture. 

15. The computer-implemented method of claim 1, includ 
ing: 

while the portable electronic device is in the user-interface 
locked mode of the workout monitoring application with 
the touch screen display turned on: 
detecting a finger contact with the unlock image and 

Subsequent movement of the finger contact on the 
touch screen display; 

moving the unlock image on the touch screen display in 
accordance with the detected movement of the finger 
contact; 

transitioning the workout monitoring application to a 
user-interface unlocked mode and displaying a user 
interface in the workout monitoring application if the 
detected movement of the finger contact corresponds 
to a predefined gesture; and 

maintaining the device in the user-interface locked mode 
of the workout monitoring application if the detected 
movement of the finger contact does not correspond to 
the predefined gesture. 

16. The computer-implemented method of claim 1, includ 
ing: 

while the portable electronic device is in a user-interface 
unlocked mode and while monitoring the workout by the 
user with the workout monitoring application: 
displaying on the touch screen display a user interface 

for the workout monitoring application; 
detecting activation of a menu icon or menu button dur 

ing display of the user interface for the workout moni 
toring application; 

in response to detecting activation of the menu icon or 
menu button during display of the user interface for 
the workout monitoring application, replacing the 
user interface for the workout monitoring application 
with a menu of application icons; 

maintaining monitoring of the workout by the user while 
displaying the menu of application icons on the touch 
screen display; 

detecting a finger gesture on an application icon in the 
menu of application icons other than an icon for the 
workout monitoring application; 

in response to detecting a finger gesture on the applica 
tion icon in the menu of application icons other than 
the icon for the workout monitoring application, dis 
playing a user interface for a corresponding applica 
tion on the touch screen display while continuing to 
maintain monitoring of the workout by the user, 
wherein the user interface for the corresponding 
application includes a return-to-workout-monitoring 
application icon that is not displayed in the user inter 
face for the corresponding application when there is 
no ongoing monitoring of the workout by the user; 

detecting a finger gesture on the return-to-workout 
monitoring-application icon; and 

in response to detecting the finger gesture on the return 
to-workout-monitoring-application icon, replacing 
display of the user interface for the corresponding 
application with a respective user interface for the 
workout monitoring application while continuing to 
monitor the workout by the user. 

17. The computer-implemented method of claim 1, includ 
ing transitioning the portable electronic device to a user 
interface locked mode of the workout monitoring application 
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upon expiration of a pre-determined time period without 
detecting user input to the device. 

18. A portable electronic device, comprising: 
a touch screen display; 
one or more processors; 
memory; and 
one or more programs, wherein the one or more programs 

are stored in the memory and configured to be executed 
by the one or more processors, the one or more programs 
including instructions for: 

while the portable electronic device is in a user-interface 
locked mode of a workout monitoring application with 
the touch screen display turned off: 
monitoring a workout by a user with the workout moni 

toring application; 
detecting an interaction by the user with a first physical 

button on the portable electronic device: 
determining whether the detected interaction by the user 

with the first physical button corresponds to a first 
predefined action; 

in response to determining that the interaction by the 
user with the first physical button corresponds to the 
first predefined action: 
turning on the touch screen display; 
displaying a workout pause icon on the touch screen 

display; and 
displaying an unlock image on the touch screen dis 

play, wherein the unlock image is a graphical user 
interface object with which the user interacts in 
order to change the workout monitoring applica 
tion to a user-interface unlocked mode; and 

while the portable electronic device is in the user-interface 
locked mode of the workout monitoring application with 
the touch screen display turned on: 
monitoring the workout by the user with the workout 

monitoring application; 
playing an audio file from a playlist with a plurality of 

audio files; 
detecting a finger Swipe gesture on the touch screen 

display; 
in response to detecting the finger Swipe gesture: 

terminating play of the audio file and initiating play of 
a next audio file from the playlist if the detected 
finger gesture is in a first horizontal direction, rela 
tive to the device, across the touch screen display; 

terminating play of the audio file and initiating play of 
the next audio file from the playlist if the detected 
finger gesture is in a first vertical direction, relative 
to the device, across the touch screen display; 

terminating play of the audio file and initiating play of 
a previous audio file from the playlist if the detected 
finger gesture is in a second horizontal direction, 
relative to the device, across the touch screen dis 
play, the second horizontal direction being oppo 
site the first horizontal direction; and 

terminating play of the audio file and initiating play of 
the previous audio file from the playlist if the 
detected finger gesture is in a second vertical direc 
tion, relative to the device, across the touch screen 
display, the second vertical direction being oppo 
site the first vertical direction. 

19. The device of claim 18, including instructions for: 
providing an audio status report of the workout by the user 

in response to determining that the interaction by the 
user with the first physical button corresponds to the first 
predefined action. 
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20. The device of claim 18, including instructions for: 
determining whether the detected interaction by the user 

with the first physical button corresponds to a second 
predefined action, the second predefined action being 
different from the first predefined action; 

in response to determining that the interaction by the user 
with the first physical button corresponds to the second 
predefined action: 
turning on the touch screen display; 
displaying a powerSong initiation icon on the touch 

screen display; and 
displaying the unlock image on the touch screen display. 

21. The device of claim 20, including instructions for: 
providing an audio status report of the workout by the user 

in response to determining that the interaction by the 
user with the first physical button corresponds to the 
second predefined action. 

22. The device of claim 20, including instructions for, 
wherein the second predefined action is a double activation of 
the first physical button in a predefined time period. 

23. The device of claim 20, including instructions for: 
while the portable electronic device is in the user-interface 

locked mode of the workout monitoring application with 
the touch screen display turned on: 
detecting a finger gesture on the powerSong initiation 

icon displayed on the touch screen display; and 
in response to detecting the finger gesture on the pow 

erSong initiation icon, initiating playing of an audio 
file previously selected by the user as the user's pow 
erSong. 

24. The device of claim 18, wherein monitoring the work 
out includes receiving data from a sensor that is separate from 
the portable electronic device. 

25. The device of claim 18, including instructions for, 
while the portable electronic device is in the user-interface 
locked mode of the workout monitoring application with the 
touch screen display turned off, playing an audio file from a 
playlist with a plurality of audio files. 

26. The device of claim 18, wherein the first predefined 
action is a single activation of the first physical button in a 
predefined time period. 

27. The device of claim 18, including instructions for: 
detecting activation of the first physical button while an 

audio status report is being provided; and 
in response to detecting activation of the first physical 

button while the audio status report is being provided, 
ceasing to provide the audio status report. 

28. The device of claim 18, including instructions for: 
while the portable electronic device is in the user-interface 

locked mode of the workout monitoring application with 
the touch screen display turned off: 
detecting activation of a second physical button on the 

portable electronic device, wherein the second physi 
cal button is different from the first physical button; 

in response to detecting activation of a second physical 
button: 
turning on the touchscreen display without providing 

an audio status report of the workout by the user; 
displaying the workout pause icon on the touchscreen 

display; and 
displaying the unlock image on the touch screen dis 

play. 
29. The device of claim 18, including instructions for: 
while the portable electronic device is in the user-interface 

locked mode of the workout monitoring application with 
the touch screen display turned on: 
detecting a finger gesture on the workout pause icon; and 
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in response to detecting the finger gesture on the work 

out pause icon, pausing monitoring of the workout by 
the workout monitoring application. 

30. The device of claim 18, wherein the portable electronic 
device contains one or more accelerometers, including 
instructions for: 

detecting with the one or more accelerometers a first move 
ment of the portable electronic device; 

determining whether the first movement is due to a first 
predetermined type of user gesture exerted on the por 
table electronic device; and 

initiating play of a powerSong audio file of the user if the 
movement is due to the first predetermined type of user 
gesture. 

31. The device of claim 18, wherein the portable electronic 
device contains one or more accelerometers, including 
instructions for: 

detecting with the one or more accelerometers a movement 
of the portable electronic device: 

determining whether the movement is due to a second 
predetermined type of user gesture exerted on the por 
table electronic device; and 

toggling between monitoring the workout and pausing 
monitoring of the workout if the movement is due to the 
second predetermined type of user gesture. 

32. The device of claim 18, including instructions for: 
while the portable electronic device is in the user-interface 

locked mode of the workout monitoring application with 
the touch screen display turned on: 
detecting a finger contact with the unlock image and 

Subsequent movement of the finger contact on the 
touch screen display; 

moving the unlock image on the touch screen display in 
accordance with the detected movement of the finger 
contact; 

transitioning the workout monitoring application to a 
user-interface unlocked mode and displaying a user 
interface in the workout monitoring application if the 
detected movement of the finger contact corresponds 
to a predefined gesture; and 

maintaining the device in the user-interface locked mode 
of the workout monitoring application if the detected 
movement of the finger contact does not correspond to 
the predefined gesture. 

33. The device of claim 18, including instructions for: 
while the portable electronic device is in a user-interface 

unlocked mode and while monitoring the workout by the 
user with the workout monitoring application: 
displaying on the touch screen display a user interface 

for the workout monitoring application; 
detecting activation of a menu icon or menu button dur 

ing display of the user interface for the workout moni 
toring application; 

in response to detecting activation of the menu icon or 
menu button during display of the user interface for 
the workout monitoring application, replacing the 
user interface for the workout monitoring application 
with a menu of application icons; 

maintaining monitoring of the workout by the user while 
displaying the menu of application icons on the touch 
screen display; 

detecting a finger gesture on an application icon in the 
menu of application icons other than an icon for the 
workout monitoring application; 

in response to detecting a finger gesture on the applica 
tion icon in the menu of application icons other than 
the icon for the workout monitoring application, dis 
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playing a user interface for a corresponding applica 
tion on the touch screen display while continuing to 
maintain monitoring of the workout by the user, 
wherein the user interface for the corresponding 
application includes a return-to-workout-monitoring 
application icon that is not displayed in the user inter 
face for the corresponding application when there is 
no ongoing monitoring of the workout by the user; 

detecting a finger gesture on the return-to-workout 
monitoring-application icon; and 

in response to detecting the finger gesture on the return 
to-workout-monitoring-application icon, replacing 
display of the user interface for the corresponding 
application with a respective user interface for the 
workout monitoring application while continuing to 
monitor the workout by the user. 

34. The device of claim 18, including instructions for tran 
sitioning the portable electronic device to a user-interface 
locked mode of the workout monitoring application upon 
expiration of a pre-determined time period without detecting 
user input to the device. 

35. A non-transitory computer readable storage medium 
having stored therein instructions, which when executed by a 
portable electronic device with a touch screen display, cause 
the device to: 

while the portable electronic device is in a user-interface 
locked mode of a workout monitoring application with 
the touch screen display turned off: 
monitor a workout by a user with the workout monitor 

ing application; 
detect an interaction by the user with a first physical 

button on the portable electronic device: 
determine whether the detected interaction by the user 

with the first physical button corresponds to a first 
predefined action; 

in response to determining that the interaction by the 
user with the first physical button corresponds to the 
first predefined action: 
turn on the touch screen display; 
display a workout pause icon on the touch screen 

display; and 
display an unlock image on the touch screen display, 

wherein the unlock image is a graphical user inter 
face object with which the user interacts in order to 
change the workout monitoring application to a 
user-interface unlocked mode; and 

while the portable electronic device is in the user-interface 
locked mode of the workout monitoring application with 
the touch screen display turned on: 
monitor the workout by the user with the workout moni 

toring application; 
play an audio file from a playlist with a plurality of audio 

files; 
detect a finger Swipe gesture on the touchscreen display; 
in response to detecting the finger Swipe gesture: 

terminate play of the audio file and initiating play of a 
next audio file from the playlist if the detected 
finger gesture is in a first horizontal direction, rela 
tive to the device, across the touch screen display; 

terminate play of the audio file and initiating play of 
the next audio file from the playlist if the detected 
finger gesture is in a first vertical direction, relative 
to the device, across the touch screen display; 

terminate play of the audio file and initiating play of a 
previous audio file from the playlist if the detected 
finger gesture is in a second horizontal direction, 
relative to the device, across the touch screen dis 
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play, the second horizontal direction being oppo 
site the first horizontal direction; and 

terminate play of the audio file and initiating play of 
the previous audio file from the playlist if the 
detected finger gesture is in a second vertical direc 
tion, relative to the device, across the touch screen 
display, the second vertical direction being oppo 
site the first vertical direction. 

36. The computer readable storage medium of claim 35, 
including instructions which cause the device to: 

provide an audio status report of the workout by the user in 
response to determining that the interaction by the user 
with the first physical button corresponds to the first 
predefined action. 

37. The computer readable storage medium of claim 35, 
including instructions which cause the device to: 

determine whether the detected interaction by the user with 
the first physical button corresponds to a second pre 
defined action, the second predefined action being dif 
ferent from the first predefined action; 

in response to determining that the interaction by the user 
with the first physical button corresponds to the second 
predefined action: 
turn on the touch screen display; 
display a powerSong initiation icon on the touch screen 

display; and 
display the unlock image on the touch screen display. 

38. The computer readable storage medium of claim 37, 
including instructions which cause the device to: 

provide an audio status report of the workout by the user in 
response to determining that the interaction by the user 
with the first physical button corresponds to the second 
predefined action. 

39. The computer readable storage medium of claim 37, 
wherein the second predefined action is a double activation of 
the first physical button in a predefined time period. 

40. The computer readable storage medium of claim 37, 
including instructions which cause the device to: 

while the portable electronic device is in the user-interface 
locked mode of the workout monitoring application with 
the touch screen display turned on: 
detect a finger gesture on the powerSong initiation icon 

displayed on the touch screen display; and 
in response to detecting the finger gesture on the pow 

erSong initiation icon, initiate playing of an audio file 
previously selected by the user as the user's power 
SOng. 

41. The computer readable storage medium of claim 35, 
wherein monitoring the workout includes receiving data from 
a sensor that is separate from the portable electronic device. 

42. The computer readable storage medium of claim 35, 
including instructions which cause the device to, while the 
portable electronic device is in the user-interface locked 
mode of the workout monitoring application with the touch 
screen display turned off, play an audio file from a playlist 
with a plurality of audio files. 

43. The computer readable storage medium of claim 35, 
wherein the first predefined action is a single activation of the 
first physical button in a predefined time period. 

44. The computer readable storage medium of claim 35, 
including instructions which cause the device to: 

detect activation of the first physical button while an audio 
status report is being provided; and 

in response to detecting activation of the first physical 
button while the audio status report is being provided, 
cease to provide the audio status report. 
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45. The computer readable storage medium of claim 35, 
including instructions which cause the device to: 

while the portable electronic device is in the user-interface 
locked mode of the workout monitoring application with 
the touch screen display turned off: 5 
detect activation of a second physical button on the 

portable electronic device, wherein the second physi 
cal button is different from the first physical button; 

in response to detecting activation of a second physical 
button: 
turn on the touch screen display without providing an 

audio status report of the workout by the user; 
display the workout pause icon on the touch screen 

display; and 
display the unlock image on the touch screen display. 

46. The computer readable storage medium of claim 35, 
including instructions which cause the device to: 

while the portable electronic device is in the user-interface 
locked mode of the workout monitoring application with 20 
the touch screen display turned on: 
detect a finger gesture on the workout pause icon; and 
in response to detecting the finger gesture on the work 

out pause icon, pause monitoring of the workout by 
the workout monitoring application. 25 

47. The computer readable storage medium of claim 35, 
wherein the portable electronic device contains one or more 
accelerometers, including instructions which cause the 
device to: 

detect with the one or more accelerometers a first move 
ment of the portable electronic device; 

determine whether the first movement is due to a first 
predetermined type of user gesture exerted on the por 
table electronic device; and 

initiate play of a powersong audio file of the user if the 
movement is due to the first predetermined type of user 
gesture. 

48. The computer readable storage medium of claim 35, 
wherein the portable electronic device contains one or more 40 
accelerometers, including instructions which cause the 
device to: 

detect with the one or more accelerometers a movement of 
the portable electronic device; 

determine whether the movement is due to a second pre- 45 
determined type of user gesture exerted on the portable 
electronic device; and 

toggle between monitoring the workout and pausing moni 
toring of the workout if the movement is due to the 
second predetermined type of user gesture. 

49. The computer readable storage medium of claim 35, 
including instructions which cause the device to: 

while the portable electronic device is in the user-interface 
locked mode of the workout monitoring application with 
the touch screen display turned on: 
detect a finger contact with the unlock image and Sub 

sequent movement of the finger contact on the touch 
screen display; 

move the unlock image on the touch screen display in 60 
accordance with the detected movement of the finger 
contact; 

transition the workout monitoring application to a user 
interface unlocked mode and displaying a user inter 
face in the workout monitoring application if the 65 
detected movement of the finger contact corresponds 
to a predefined gesture; and 
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maintain the device in the user-interface locked mode of 

the workout monitoring application if the detected 
movement of the finger contact does not correspond to 
the predefined gesture. 

50. The computer readable storage medium of claim 35, 
including instructions which cause the device to: 

while the portable electronic device is in a user-interface 
unlocked mode and while monitoring the workout by the 
user with the workout monitoring application: 
display on the touch screen display a user interface for 

the workout monitoring application; 
detect activation of a menu icon or menu button during 

display of the user interface for the workout monitor 
ing application; 

in response to detecting activation of the menu icon or 
menu button during display of the user interface for 
the workout monitoring application, replace the user 
interface for the workout monitoring application with 
a menu of application icons; 

maintain monitoring of the workout by the user while 
displaying the menu of application icons on the touch 
screen display; 

detect a fingergesture on an application icon in the menu 
of application icons other than an icon for the workout 
monitoring application; 

in response to detecting a finger gesture on the applica 
tion icon in the menu of application icons other than 
the icon for the workout monitoring application, dis 
play a user interface for a corresponding application 
on the touch screen display while continuing to main 
tain monitoring of the workout by the user, wherein 
the user interface for the corresponding application 
includes a return-to-workout-monitoring-application 
icon that is not displayed in the user interface for the 
corresponding application when there is no ongoing 
monitoring of the workout by the user; 

detect a finger gesture on the return-to-workout-moni 
toring-application icon; and 

in response to detecting the finger gesture on the return 
to-workout-monitoring-application icon, replace dis 
play of the user interface for the corresponding appli 
cation with a respective user interface for the workout 
monitoring application while continuing to monitor 
the workout by the user. 

51. The computer readable storage medium of claim 35, 
including instructions which cause the device to transition the 
portable electronic device to a user-interface locked mode of 
the workout monitoring application upon expiration of a pre 
determined time period without detecting user input to the 
device. 

52. A graphical user interface on a portable electronic 
device with a touch screen display, a memory, and one or 
more processors to execute one or more programs stored in 
the memory, the graphical user interface comprising: 

a workout pause icon on the touch screen display; and 
an unlock image on the touch screen display, wherein the 

unlock image is a graphical user interface object with 
which the user interacts in order to change a workout 
monitoring application to a user-interface unlocked 
mode; 

wherein, while the portable electronic device is in a user 
interface locked mode of a workout monitoring applica 
tion with the touch screen display turned off 
a workout by a user is monitored with the workout 

monitoring application; 
an interaction by the user with a first physical button on 

the portable electronic device is detected; 

IPR2025-01148 
Apple EX1014 Page 77



US 8,341,557 B2 
47 

whether the detected interaction by the user with the first 
physical button corresponds to a first predefined 
action is determined; 

in response to determining that the interaction by the 
user with the first physical button corresponds to the 
first predefined action: 
the touch screen display is turned on: 
the workout pause icon is displayed on the touch 

Screen display; and 
the unlock image is displayed on the touch screen 

display; and 
while the portable electronic device is in the user-interface 

locked mode of the workout monitoring application with 
the touch screen display turned on: 

monitoring the workout by the user with the workout moni 
toring application; 

playing an audio file from a playlist with a plurality of 
audio files; 

detecting a finger Swipe gesture on the touch screen dis 
play; 

in response to detecting the finger Swipe gesture: 
play of the audio file is terminated and play of a next 

audio file from the playlist is initiated if the detected 
finger gesture is in a first horizontal direction, relative 
to the device, across the touch screen display; 

play of the audio file is terminated and play of the next 
audio file from the playlist is initiated if the detected 
finger gesture is in a first vertical direction, relative to 
the device, across the touch screen display; 

play of the audio file is terminated and play of a previous 
audio file from the playlist is initiated if the detected 
finger gesture is in a second horizontal direction, rela 
tive to the device, across the touch screen display, the 
second horizontal direction being opposite the first 
horizontal direction; and 

play of the audio file is terminated and play of the pre 
vious audio file from the playlist is initiated if the 
detected finger gesture is in a second vertical direc 
tion, relative to the device, across the touch screen 
display, the second vertical direction being opposite 
the first vertical direction. 

53. A computer-implemented method, comprising: 
at a portable electronic device with a touch screen display: 

while the portable electronic device is in a user-interface 
locked mode of a workout monitoring application 
with the touch screen display turned on: 
monitoring a workout by a user with the workout 

monitoring application; 
playing an audio file from a playlist with a plurality of 

audio files; 
detecting a finger Swipe gesture on the touch screen 

display; 
in response to detecting the finger Swipe gesture: 

terminating play of the audio file and initiating play 
of a next audio file from the playlist if the 
detected finger gesture is in a first horizontal 
direction, relative to the device, across the touch 
screen display; 

terminating play of the audio file and initiating play 
of the next audio file from the playlist if the 
detected finger gesture is in a first vertical direc 
tion, relative to the device, across the touch 
screen display; 

terminating play of the audio file and initiating play 
of a previous audio file from the playlist if the 
detected finger gesture is in a second horizontal 
direction, relative to the device, across the touch 
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screen display, the second horizontal direction 
being opposite the first horizontal direction; and 

terminating play of the audio file and initiating play 
of the previous audio file from the playlist if the 
detected finger gesture is in a second vertical 
direction, relative to the device, across the touch 
screen display, the second vertical direction 
being opposite the first vertical direction. 

54. A portable electronic device, comprising: 
a touch screen display; 
one or more processors; 
memory; and 
one or more programs, wherein the one or more programs 

are stored in the memory and configured to be executed 
by the one or more processors, the one or more programs 
including instructions for: 

while the portable electronic device is in a user-interface 
locked mode of a workout monitoring application with 
the touch screen display turned on: 
monitoring a workout by a user with the workout moni 

toring application; 
playing an audio file from a playlist with a plurality of 

audio files; 
detecting a finger Swipe gesture on the touch screen 

display; 
in response to detecting the finger Swipe gesture: 

terminating play of the audio file and initiating play of 
a next audio file from the playlist if the detected 
finger gesture is in a first horizontal direction, rela 
tive to the device, across the touch screen display; 

terminating play of the audio file and initiating play of 
the next audio file from the playlist if the detected 
finger gesture is in a first vertical direction, relative 
to the device, across the touch screen display; 

terminating play of the audio file and initiating play of 
a previous audio file from the playlist if the detected 
finger gesture is in a second horizontal direction, 
relative to the device, across the touch screen dis 
play, the second horizontal direction being oppo 
site the first horizontal direction; and 

terminating play of the audio file and initiating play of 
the previous audio file from the playlist if the 
detected finger gesture is in a second vertical direc 
tion, relative to the device, across the touch screen 
display, the second vertical direction being oppo 
site the first vertical direction. 

55. A non-transitory computer readable storage medium 
having stored therein instructions, which when executed by a 
portable electronic device with a touch screen display, cause 

50 the device to: 

55 

60 

65 

while the portable electronic device is in a user-interface 
locked mode of a workout monitoring application with 
the touch screen display turned on: 
monitor a workout by a user with the workout monitor 

ing application; 
play an audio file from a playlist with a plurality of audio 

files; 
detect a finger Swipe gesture on the touchscreen display; 
in response to detecting the finger Swipe gesture: 

terminate play of the audio file and initiate play of a 
next audio file from the playlist if the detected 
finger gesture is in a first horizontal direction, rela 
tive to the device, across the touch screen display; 

terminate play of the audio file and initiate play of the 
next audio file from the playlist if the detected 
finger gesture is in a first vertical direction, relative 
to the device, across the touch screen display; 
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terminate play of the audio file and initiate play of a finger gesture is in a second vertical direction, rela 
previous audio file from the playlist if the detected tive to the device, across the touch screen display, 
finger gesture is in a second horizontal direction, 
relative to the device, across the touch screen dis 
play, the second horizontal direction being oppo- 5 
site the first horizontal direction; and 

terminate play of the audio file and initiate play of the 
previous audio file from the playlist if the detected k . . . . 

the second vertical direction being opposite the first 
vertical direction. 
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