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A pipelined linear array of processor elements (PEs) for 
performing matrix computations in an efficient manner. The 
linear array generally includes a head PE and a set of regular 
PES, the head PE being a functional Superset of the regular 
PE, with interconnections between nearest neighbor PEs in 
the array and a feedback path from a non-neighbor regular 
PE back to the head PE. Each PE includes arithmetic 
circuitry for performing multiply, combine and accumulate 
operations, and a register file for Storing inputs and outputs 
of the arithmetic circuitry. The head PE further includes a 
non-linear function generator. Each PE is pipelined Such that 
the latency for an arithmetic operation to complete is a 
multiple of the period with which new operations can be 
initiated. A Very Large Instruction Word (VLIW) program or 
other type of program may be used to control the array. The 
array is particularly efficient at performing complex matrix 
operations, Such as, e.g., the Solution of a set of linear 
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PIPELINED LINEAR ARRAY OF 
PROCESSOR ELEMENTS FOR 

PERFORMING MATRIX COMPUTATIONS 

PRIORITY CLAIM 

The present application claims the priority of U.S. Pro 
visional Application No. 60/138,423 filed Jun. 10, 1999 in 
the name of inventor A. J. Greenberger and entitled “Pipe 
lined Linear Processor Array for QR Decomposition.” 

FIELD OF THE INVENTION 

The present invention relates generally to processor ele 
ments and techniques, and more particularly to pipelined 
processing devices comprising arrays of processor elements 
for performing matrix computations. 

BACKGROUND OF THE INVENTION 

AS advances in technology enable manufacturers to put 
more wires and transistors on a single integrated circuit, new 
opportunities arise for performing digital Signal processing 
operations that previously would have been impractical. 
An example of one Such emerging application is the use 

of adaptive beam forming for arrays of antennas in a base 
Station of a wireleSS communication System. The objective 
in this case is to allow more mobile users and higher data 
rates in a given cell. This is achieved by adding together the 
Signals received by multiple antennas with time varying 
complex weights, in order to form a radiation pattern which 
points toward the mobile of interest and includes nulls on 
Sources of interference. Various Solutions for optimizing this 
type of problem are known and involve performing com 
putations with matrices and vectors of complex numbers. 
See, e.g., S. Haykin, "Adaptive Filter Theory.” 3" ed., 
Prentice Hall, 1996. Instead of only a single complex 
multiplication being called for at a given time, there is the 
need for massive numbers of complex multiplications. 

Another emerging application of this type is multi-user 
detection for wireleSS System base Stations using Direct 
Sequence Code Division Multiple Access (DS-CDMA) cod 
ing. In these algorithms, as described in, e.g., S. Moshavi, 
“Multi-User Detection for DS-CDMA Communications,” p. 
124, IEEE Communications Magazine, October 1996, col 
lective knowledge gained in real time about the various 
mobiles that are interfering with each other is used to 
un-entangle that interference and improve the detection of 
each individual mobile. These algorithms also involve inten 
Sive calculations with matrices of complex numbers. 

The above-noted emerging applications for wireleSS base 
Stations often use variations of well-known algorithms 
which make use of fundamental matrix computations. The 
four operations typically of most interest are: 

1. Solution of a Set of n linear equations with n unknowns. 
One possible approach is to triangulate the Set of 
equations using QR decomposition via Givens 
rotations, and then Solve the Set of triangulated equa 
tions by back Substitution. 

2. Matrix inversion. One possible approach is to triangu 
late a set of equations using QR decomposition via 
Givens rotations, and then Solve the Set of triangulated 
equations for the inverse by multiple back Substitu 
tions. 

. Matrix-matrix multiplication. 
4. Covariance and croSS correlation. One often needs to 

compute Such Statistics on vectors of input signals in 
order to form matrices and vectors that are further 
processed. 
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2 
Conventional techniques for performing each of these 

operations will be described in greater detail below. 
In the case of determining the Solution of a Set of linear 

equations, the problem in matrix notation may be expressed 
S. 

Ax=y (1) 

where A is a known Square matrix of complex values, y is 
a known vector of complex values, and X is an unknown 
complex vector. There are numerous techniques for the 
numerical Solution of Such equations. However, Some of 
these techniques Suffer from numerical instabilities. A 
numerically robust technique for Solving Equation (1) is 
known as QR decomposition or QR factorization via Givens 
rotations, and is described in, e.g., G. H. Golub and C. F. Van 
Loan, “Matrix Computations."3" ed., Johns Hopkins Univ. 
Pr., 1996. This approach involves factoring the matrix A into 
the product: 

A=QR (2) 

where Q is a unitary matrix and R is a right upper triangular 
matrix. The meaning of "right upper triangular is that all of 
the components of R below the main diagonal are Zeroes. 
Then, both sides of Equation (1) are multiplied by the 
conjugate transpose (i.e., the Hermitian transpose) of Q, 
denoted Q'. 

O'Av=Oy (3) 

Substituting Equation (2) into Equation (3) gives: 

O'ORy=Oy (4) 

Since Q'O equals the Identity matrix, Equation (4) reduces 
to: 

Rx=O'y (5) 

Equation (5) is in a form that can be solved easily for each 
component of X using a technique known as “back Substi 
tution.” The term “back Substitution” refers to an iterative 
method where first the bottom row of the matrices in 
Equation (5), which has the most Zeroes and only one 
unknown, is solved. Then the Solution is Substituted into the 
next row above, and that row is then solved. This process 
continues until all the rows of the matrices in Equation (5) 
are Solved. 

An effective and numerically stable method for finding 
the unitary matrix Q" is as a product of individual so-called 
“Givens rotations, each one of which Zeroes out one 
element of the preceding matrix without disturbing the 
previously placed Zeroes. See, e.g., W. Givens, “Computa 
tion of Plane Unitary Rotations Transforming a General 
Matrix To Triangular Form,” J. Soc. Indust. Appl. Math., 
Vol. 6, No. 1, p. 26, March 1958. Givens rotations are also 
known in the art as being useful for performing Recursive 
Least Squares adaptive algorithms. 
An example illustrating the triangulation of a Small matrix 

equation using Givens rotations will now be described, with 
reference to FIGS. 1 through 5. Equation (6) below is an 
expansion of Equation (1) showing the individual matrix and 
vector elements for the example. 
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FIG. 1 shows the Stages of the corresponding Givens 
rotations. In the Six Stages shown in FIG. 1, Zeroes are 
Successively placed in a five by four array. The letters at the 
head of each array indicate that four of the columns are 
elements of the matrix A being transformed and the fifth 
column has elements of the vectory being transformed. The 
Zeroes in bold type indicate the Zeroes that are being placed 
in each stage. Equation (7) below shows in more detail how 
one does the first unitary transformation in Stage one of FIG. 
1. More particularly, one applies a two by two complex 
unitary matrix to the first two rows to force one element to 
a Zero, the other elements all being transformed to new 
values. The “*” Symbol indicates the complex conjugate. 

(7) 

(C. (12 (3 (4. 
p p p p p 

Gill (12 (13 (14 y. 

d21 d22 d23 d24 y2 

By multiplying out the matrices to find the element which is 
being forced to Zero, one arrives at the equation: 

-Sa+Ca2=0 (8) 

together with the unitary constraint: 

s’+c’=1 (9) 

These equations may be Satisfied by: 

(ill 

(2. 

(10) C and 

(11) 

The value of the non-zero transformed element a' is: 

p 

a real number. The matrix also "rotates' all other elements 
on the two rows. 

It is well known that QR decomposition using Givens 
rotations, as described above, can be Solved rapidly in a 
triangular shaped two dimensional Systolic array. See, e.g., 
W. M. Gentleman and H. T. Kung, “Matrix triangularization 
by systolic arrays,” SPIE V. 298, p. 19, 1981. 

FIGS. 2-5 show the beginning of the procedure for 
triangulating a five by four matrix equation on a triangular 
array of processor elements (PEs). The roundboxes in FIGS. 
2 through 5 are special "head’ elements that compute the c, 
S, and updated element as described in Equations (10)-(12) 
above. The Square boxes are “regular elements that rotate 
two elements using c and S. They also propagate c and S to 
the right. In Step 1 of the Givens rotation, shown in FIG. 2, 
the first c1 and S1 are calculated. In Step 2, shown in FIG. 
3, the Second c2 and S2 are calculated and the first Square 
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4 
box in the uppermost row of elements uses c1 and S1 to do 
a rotation. In Step 3, shown in FIG. 4, the third c3 and S3 are 
calculated, the first Square box uses c2 and S2 to do a 
rotation, and the Second Square box uses c1 and S1 to do a 
rotation. In Step 4, shown in FIG. 5, the head element of the 
Second row can recursively begin to calculate the fourth ca. 
and S4. The square boxes above the head element of the 
Second row are still doing rotations. The calculation pro 
ceeds Systolically through the triangular array. 

Note that there exists some opportunity in this problem to 
reduce the latency of the computation by a recursive pro 
cedure. After two Zeroes have been placed in a given 
column, it is possible to begin placing Zeroes in the next 
column to the right Simultaneous to continuing to place 
further Zeroes in the original column. The degree of paral 
lelism available increases with the Size of the matrix equa 
tion being processed. 

There is a variation of the above-described architecture in 
which computations are performed in parallel instead of 
Systolically. In this variation, once c1 and S1 are known, they 
can be transmitted Simultaneously to all the Square boxes to 
the right of the head element and all the rotations using those 
values of c1 and S1 can be performed in parallel. It should 
be noted that the computation of c and S in the head element 
is computationally intensive because absolute Square and 
reciprocal Square root are required. 

FIG. 6 illustrates generally how data is processed over 
time in the two architectures for QR decomposition using 
Givens rotations. In the parallel case, an approximately 
horizontal band of processor elements is busy at any one 
time. Over time, the band Sweeps downward through the 
triangular array as shown. In the Systolic case, an angled 
band of active processor elements Sweeps downward 
through the triangular array, maintaining its angle downward 
through the array. It is apparent that in both cases there is 
poor utilization of the processor elements. In the QR decom 
position of a larger matrix, most of the processor elements 
are idle at any given time. For example, with a matrix 
equation of Size 17 columns.x16 rows at the peak of the 
computation, up to five rows worth of processor elements in 
the triangle can be active at once, assuming the optimum 
latency reduction. Nonetheless, on the average, only a Small 
percentage of processor elements can be kept busy. 

It is therefore desirable to find an architecture for per 
forming QR decomposition and other types of matrix com 
putations that is more efficient than the two dimensional 
triangular array described above. One approach is to con 
sider a one dimensional processor array and Sequentially 
map the operations of the virtual two dimensional array onto 
the physical one dimensional array. Such an approach is 
described in G. Lightbody, R. Walke, R. Woods, and J. 
McCanny, “Novel Mapping of a Linear QR Architecture,” 
ICASSP99: IEEE Int. Conf. Acoust., Speech, Signal Proc., 
p. 1933, 1999. This approach uses a remapping and sched 
uling Scheme to map from a two dimensional triangular 
array to a linear array which achieves high processor ele 
ment utilization. However, the total latency of the algorithm 
is much longer than that for the replaced triangular array. 
Also, in order for this approach to achieve 100% hardware 
utilization, it is necessary to interleave the Steps of two 
independent triangulation problems, the Second beginning 
when the first is half finished. 

Another approach, described in J. H. Moreno and T. Lang, 
“Matrix Computations on Systolic-Type Arrays, pp. 
206-210, Kluwer Academic Publishers, Boston Mass., 
1992, uses a linear array of pipelined PEs to perform matrix 
algorithms of this type with high utilization. 
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There exists another technique for dealing with the adap 
tive antenna array problem described above. A leSS compu 
tationally complex algorithm known as Recursive Least 
Squares (RLS), as described in, e.g., J. G. McWhirter, 
“Recursive least-Squares minimization using a Systolic 
array.” Proc. SPIE V. 431, p. 105, 1983, may be applied to 
adaptive antenna problems. This approach achieves less than 
optimum results, but has the advantage of reduced compu 
tational complexity. The RLS algorithm avoids the need for 
the back Substitution described above. It is known how to 
perform the RLS algorithm rapidly on a two dimensional 
triangular Systolic array. Hardware Solutions based on this 
two dimensional array are described in, e.g., B. Haller, 
Algorithms and VLSI Architectures for RLS-Based Time 
Reference Beamforming in Mobile Communications,” IEEE 
1998 Intl. Zurich Seminar on Broadband Comm., p. 29, 
1998. 

The above-noted conventional back Substitution proceSS 
will now be described in greater detail. As described above, 
after QR decomposition has been completed, the triangu 
lated set of equations will be in the form of Equation (5), 
which expanded for the current example is: 

rx1 + 12x2 + 13-va -- 4X4 = y. (13) 

It should be noted that following the Givens procedure 
described previously, all of the diagonal elements of the R 
matrix except the last, in this example r, r2, and ras, are 
real, and the last diagonal element, in this example r, is 
complex. One may solve the set of Equations (13) by the 
back Substitution process. More particularly, the last of the 
four equations, which has only one unknown, X, may be 
Solved first, e.g., X can be obtained by dividing y by r. 
Alternately, the reciprocal, 

may be computed and then multiplied by y, to find X. Then 
X may be Substituted into the third of the four equations. 
The reciprocal of r may be computed. Then X may be 
found as 

1 
(ys - rs 4x4). 

33 

This process then continues backwards through the equa 
tions until all the unknowns are found. 

The inverse of a matrix may be found by a procedure 
involving a Series of back Substitutions as described above. 
Assume that one wishes to find the inverse A of a matrix 
A. By definition: 

AA=I (14) 

where I is the identity matrix. Similar to the discussion 
above, there is a unitary matrix Q Such that: 

A=OR (15) 

15 

25 

35 

40 

45 

50 

55 

60 

65 

6 
where R is right triangular. Substituting this into Equation 
(14) gives 

ORA =I (16) 

One can then proceed to find the Hermitian conjugate of Q, 
Q', as the product of a Series of Givens rotations as 
described above. Multiplying both sides of Equation 16 by 
Of gives: 

RA =O (17) 

Remember that at this time R and Q' are both known and 
A' is the unknown. Since each column of the left side of 
Equation (17) must equal the corresponding column on the 
right Side, Equation (17) may be broken up into a series of 
equations: 

Rxy, (18) 

where X, is a column of A and y, is the corresponding 
column of Q'. Each of the equations in the Series of 
equations (18) for different values of j looks like the back 
substitution problem of Equation (5). All of these back 
Substitution problems share a common right triangular 
matrix, R. Hence the inverse of a matrix can be found by 
performing QR decomposition via Givens rotations fol 
lowed by a number of back substitutions. 

Another common operation that is performed in advanced 
processing of arrays of Signals is the multiplication of one 
matrix with another matrix, where the elements of each 
matrix have complex values. Consider the formation of 
matrix C by the multiplication of matrices A and B, where 
in this example each of the three matrices is 4x4 with 
complex elements. Equation (19) expands this example, 
showing the matrix elements: 

C Cl2 C3 C4 (ill (2 (13 (4. (19) 

C21 c22 C23 C24 a21 a22 a.23 a24 
C3 C32 C33 C34 (3 (32 (33 (34 

C4I C42 C43 C44 (41 (42 (43 (44 

b11 b12 b13 b14 
b21 b22 bp3 b24 
b31 b32 b33 b34 
b41 b42 b13 b14 

Each of the sixteen complex elements of C results from 
four complex multiplications of elements from a row of A 
and elements from a column of B. For example: 

(20) 

Thus there are a total of 4x4x4=64 complex multiplications 
required. The matrix-matrix multiplication of Equation (19) 
may be computed in many ways on many different hardware 
architectures. On an ordinary programmable digital 
computer, there is hardware for multiplying a real number by 
another real number, but there is normally no hardware 
assistance beyond that. A program normally performs each 
complex multiplication as a Sum of four real multiplications: 

21b13-(21 reafb13rear 21imaginary 13 imaginary -- 
(21) i(21reafb13 imaginarytz.1.jmaginaryb13.real) 

On many current digital computers, the arithmetic hard 
ware for multiply and accumulate has been pipelined Such 
that a new term can begin to be multiplied before the 
previous term has completed its multiplication and 
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accumulation, thereby improving the throughput of compu 
tations Such as those shown in Equations (20) and (21). 
On existing vector Supercomputers, hardware under pro 

gram control assists in loading vector registers with oper 
ands (a 21, a22, etc. in the present example) from memory So 
they can rapidly be fed to the input of the pipelined multi 
plication hardware. 
Some recent programmable digital Signal processors 

(DSPs) contain more than one multiplier. For example the 
StarCore SC140 DSP, from Lucent Technologies Inc. Micro 
electronics Group of Allentown, Pa., contains four arith 
metic units each capable of multiplying two real numbers 
together and accumulating the result, every cycle. If pro 
grammed properly, the SC140 can achieve a peak rate of one 
complex multiply accumulate per cycle in performing the 
operation of Equation (20). 
Two dimensional systolic arrays of PEs have been pro 

posed in U.S. Pat. No. 4,493,048, issued in 1985 in the name 
of inventors H. T. Kung and C. E. Leiserson and entitled 
“Systolic Array Apparatuses for Matrix Computations,” for 
performing operations Such as matrix-matrix multiplication. 
Each PE is described as capable of performing a “step” 
operation consisting of the multiplication of two numbers 
followed by an accumulate per cycle. In these arrays, the 
elements of A and B are fed into PEs on the periphery of the 
array with a particular pattern. The elements of C emerge 
from PEs on the periphery. Other two dimensional array 
examples have been described, e.g., in S. Y. Kung, “VLSI 
Array Processors,” p. 213, Prentice Hall, 1988. If such an 
array were built with each PE capable of performing a 
complex multiply-accumulate, then the array could have 
very high performance. However, Such an array would be 
quite costly and it would be difficult to feed the data in and 
get the data out. 

In the above-noted adaptive antenna application, a num 
ber of Spatially Separated antennas all receive the Signal 
from the same Set of desired mobile users and undesired 
Sources of interference. By adding together the Signals 
received from the antennas with a particular Set of complex 
weighting values, the adaptive antenna array can be made to 
have a high gain (directionality) in the direction of one 
mobile and have nulls in the direction of Sources of inter 
ference. Let X be a vector of Signals received by the antenna 
array. Ideally for a Stationary Set of mobiles and interferers 
and practically for a non-Stationary Set that is not changing 
too rapidly, the vector of optimum weights, W., for detect 
ing a desired signal, y, is given by the Wiener-Hopf 
Equation: 

Rw (22) xopid 

where 

R=E{xx} (23) 

is the complex covariance matrix and 
r=E{xy} (24) 

is the complex cross correlation vector. The { } operation 
indicates taking a Statistical average over time. In practical 
Situations, that average can be weighted more heavily for 
recently received data and with decreasing weight for older 
data. In Some practical Systems, the transmitter periodically 
Sends a known signal and it is this known signal that is used 
for y to train the system and discover W. 

It is therefore necessary to compute a covariance matrix 
as in Equation (23) and a cross correlation vector as in 
Equation (24) fairly frequently. Although both of these 
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procedures are computationally leSS complex than the 
matrix-matrix multiplication discussed above, conventional 
techniques are unable to provide the desired computational 
efficiency. 

In View of the foregoing, it is apparent that a need exists 
for a more efficient processor element architecture, Suitable 
for use in performing computational operations Such as 
Solution of a set of equations via QR decomposition fol 
lowed by back Substitution, as well as other matrix-related 
operations Such as matrix inversion, matrix-matrix 
multiplication, and computation of covariance and croSS 
correlation. 

SUMMARY OF THE INVENTION 

The present invention provides an architecture for a 
pipelined programmable processor element (PE) and a linear 
array of Such PES that are particularly efficient at performing 
a variety of matrix operations. In accordance with the 
invention, each PE includes arithmetic circuitry operative: 
(i) to multiply real and imaginary parts of at least two 
complex numbers by real and imaginary parts of at least 
another two complex numbers, thereby forming at least 
Sixteen partial products, and (ii) to form one or more 
additive combinations of the partial products, each of the 
additive combinations representing a real or imaginary num 
ber. A register file in each PE includes at least a first port and 
a Second port, each of the first and Second ports being 
capable of reading two complex words or writing two 
complex words to or from the register file. The ports are 
coupled to the arithmetic circuitry for Supplying the complex 
numbers thereto and receiving the real or imaginary num 
bers therefrom. 

In accordance With another aspect of the invention, a 
linear array of PES Suitable for performing matrix compu 
tations includes a head PE and a set of regular PEs, the head 
PE being a functional Superset of the regular PE, with 
interconnections between nearest neighbor PES in the array 
and a feedback path from a non-neighbor regular PE back to 
the head PE. The head PE further includes a non-linear 
function generator. Each PE is pipelined Such that the 
latency for an arithmetic operation to complete is a multiple 
of the period with which new operations can be initiated. A 
Very Large Instruction Word (VLIW) program or other type 
of program may be used to control the array. The array is 
particularly efficient at performing complex matrix 
operations, Such as, e.g., the Solution of a set of linear 
equations, matrix inversion, matrix-matrix multiplication, 
and computation of covariance and croSS correlation. 

Advantageously, the invention allows matrix computation 
previously implemented using two dimensional triangular 
arrays to be implemented in an efficient manner using 
pipelined linear arrays of processing elements. The inven 
tion thus allows matrix computations to be implemented 
with a Substantial reduction in hardware complexity, while 
providing only a slight increase in latency as a result of the 
pipelining. 

These and other features and advantages of the present 
invention will become more apparent from the accompany 
ing drawings and the following detailed description. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 shows the stages of a set of Givens rotations for a 
QR decomposition example. 

FIGS. 2 through 5 illustrate the manner in which the 
Givens rotations of the FIG. 1 example are implemented in 
a conventional two dimensional triangular array of processor 
elements. 
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FIG. 6 compares conventional parallel and Systolic pro 
cessing approaches as implemented on a two dimensional 
triangular array of processor elements. 

FIG. 7 shows a processor element in accordance with an 
illustrative embodiment of the present invention. 

FIG. 8 shows a multiplier portion of the processor element 
of FIG. 7 in greater detail. 

FIG. 9 illustrates a non-linear function generator Suitable 
for use in the processor element of FIG. 7. 

FIG. 10 shows an implementation of an inverse square 
root generator Suitable for use in the non-linear function 
generator of FIG. 9. 

FIG. 11 illustrates a pipelined implementation of the 
non-linear function generator of FIG. 9. 

FIG. 12 shows a register file of the processor element of 
FIG. 7 in greater detail. 

FIG. 13 shows a crossbar Switch associated with a port of 
the register file of FIG. 12. 

FIGS. 14 through 17 show examples of linear arrays of 
processor elements in accordance is with the present inven 
tion. 

FIG. 18 illustrates an implementation of a linear array of 
processor elements in a co-processor which communicates 
with a host processor. 

FIG. 19 shows an example of a linear array in accordance 
with the present invention for implementing an example 
back Substitution operation. 

FIG. 20 illustrates the manner in which a matrix can be 
divided into Sub-matrices to facilitate matrix-matrix multi 
plication on a linear array in accordance with the invention. 

FIGS. 21 and 22 illustrate the performance of matrix 
matrix multiplication utilizing the linear array of FIG. 15. 

FIGS. 23 and 24 illustrate the computation of covariance 
and cross correlation utilizing the linear array of FIG. 16. 

FIG. 25 is a plot illustrating an inverse Square root range 
reduction that may be implemented using a Square root 
normalization process of the present invention. 

FIGS. 26 and 27 show examples of normalization hard 
ware in accordance with the invention. 

DETAILED DESCRIPTION OF THE 
INVENTION 

The present invention provides an architecture for a 
pipelined programmable processor element (PE) and a linear 
array of such PEs with control that is efficient at performing 
a variety of matrix operations including, e.g., QR decom 
position via Givens rotations, Solution of a set of triangu 
lated equations by back Substitution, matrix-matrix 
multiplication, and formation of covariance and croSS cor 
relation. 

Processor Element Architecture 

FIG. 7 shows an illustrative embodiment of a processor 
element (PE) 100 in accordance with the present invention. 
AS previously noted, pipelined arrays of PES generally 
include both regular PEs and a head PE. The PE 100 of FIG. 
7 may be viewed as an example of a head PE in accordance 
with the invention. It has a Superset of the functionality of 
a corresponding regular element. In this illustrative 
embodiment, the head PE includes all of the elements 
shown, while the corresponding regular PE includes all 
elements other than a non-linear function generator 102 that 
is shown in dashed outline. 
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10 
Although the PE 100 of FIG. 7 is shown implemented 

with a five Stage pipeline, the same architecture could be 
also be implemented with pipelines having other lengths. 

Element 104 of the PE 100 is a complex multiplier section 
which implements a Two Complex by Two Complex Mul 
tiply Accumulate operation in a manner to be further 
described below. It also includes the non-linear function 
generator 102 which may be implemented as a read-only 
memory (ROM) table driven interpolation engine. The two 
non-linear functions that may be generated by generator 102 
in the illustrative embodiment are inverse Square root and 
reciprocal. The non-linear function generator 102 will also 
be described in greater detail below. 

The PE 100 of FIG. 7 also includes a three port register 
file 106. Two of the ports of the register file 106, i.e., ports 
r1 and r2, are used for Sources and destinations for tempo 
rary Storage during the computations. A third port r3 of the 
register file 106 is dedicated to a host processor, which may 
write values of data to be operated on or read back results. 
A host processor may use this third port as a memory 
directly interfaced to its memory address and data buses. AS 
another example, the third port may be interfaced through a 
Direct Memory Access (DMA) controller of a type well 
known in the art of digital processor design. The DMA 
controller and asSociated interface logic would facilitate 
memory transferS between the register files and memory of 
the host processor, reordering the words as necessary. 
To the left of the complex multiplier section 104 are a set 

of input registers 108-1 and 108-2, also denoted ilco(1) and 
ils0(1), respectively. These registers may hold values that 
have been shifted in from side inputs ilc and ils, or loaded 
from port 2 of the register file 106, or loaded from top inputs 
ita and itb. These two registers also feed a delay line 110, 
shown in dashed outline, that provides delayed output Sig 
nals via delay elements 111 in order to maintain the Systolic 
pipeline operations required for certain processing algo 
rithms. 
At the right Side of FIG. 7, output right Signals orc and orS 

each may be driven by one of three possible Signals, as 
selected by multiplexers 112-1 and 112-2, respectively. 
More particularly, the orc output Signal may be one of either 
ilco)(1), ilc0(5) or ortc(4), and the ors output signal may be 
one of either ils0(1), ils0(5) or orts(4). The signals ilc0(1) 
and ils0(1) are used for one cycle systolic transfer 
algorithms, Such as those used to perform matrix-matrix 
multiplication. The signals ilco(5) and ils0(5) are outputs of 
the delay line 110, and are used for multi-cycle systolic 
transfer algorithms, Such as those used to perform QR 
Decomposition. The signals ortc(4) and orts(4) represent 
non-linear functions generated by the generator 102. 
The PE 100 also includes holding registers g1, h1, g2 and 

h2, and a number of multiplexers 114-1, 114-2, 114-3, 114-4, 
116-1 and 116-2 that allow for a variety of signals to be 
applied Y1 and Y2 multiplicand inputs of the complex 
multiplier section 104. 
AS was described in conjunction with Equation (7) above, 

the fundamental Givens rotation uses two complex 
quantities, c and S, to rotate two complex matrix elements by 
a combination of products Such as: 

a2 = c 3: a 12 + S 3 a22 (25) 

Hence, one of the operations that the PE 100 performs is a 
Givens rotation Such as in Equation (25). The operation in 
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Equation (25) would typically require Sixteen real multipli 
cations plus a number of additions on a traditional digital 
computer or DSP Instead, the PE 100 of the present inven 
tion uses a Two Complex by Two Complex Multiplier in 
order to perform the Givens rotation more efficiently. This 
multiplier is described in greater detail in U.S. patent 
application Ser. No. 09/333,071, filed Jun. 14, 1999 in the 
name of inventor of A. Greenberger and entitled “Complex 
Number Multiplier Circuit,” which is incorporated by ref 
erence herein. 

In addition, the complex multiplier section 104 includes 
feedback from the output back to the input of the final adder 
stage. More particularly, the Z1(5) through Z4(5) complex 
outputs may be written to the register file 106 as shown via 
multiplexers 118-1 and 118-2. The Z1(5) output is fed back 
as a possible multiplicandinput. The Z2(4) and Z4(4) outputs 
may be transmitted left to the neighboring PE as ola and olb 
output left signals, via multiplexers 120-1 and 120-2 and 
registerS 122-1 and 122-2, respectively. 

Port r1 of the register file 106 may also be written with up 
to two complex words that come from the PE to its right 
through inputs ira and irb. The values on the ira, irb inputs 
may be propagated left through ola, olb. The inputSita and 
itb allow data to enter the PE 100 directly via multiplexers 
124-1 and 124-2, respectively, without coming from a 
neighboring PE. 

Inputs a2 and a4 of the complex multiplier section 104 are 
driven by the outputs of multiplexers 126-1 and 126-2, 
respectively. The Z1(4) to Z4(4) outputs of the section 104 
are applied to registers 127-1, 127-2, 127-3 and 127-4 as 
shown. 

FIG. 8 shows the block architecture of a Two Complex by 
Two Complex Multiplier 150 that may be implemented in 
the complex multiplier section 104 of FIG. 7. On the left side 
of FIG. 8 are sets of input registers 152-1 and 152-2 which 
hold complex numbers X1 and X2, respectively, to be 
multiplied. The complex numbers X1 and X2 are referred to 
herein as “multipliers.” On the top of FIG. 8 are sets of input 
registers 154-1 and 154-2 which hold complex numbers Y1 
and Y2, respectively, to be multiplied. The complex numbers 
Y1 and Y2 are referred to as “multiplicands.” 

The multiplier 150 performs multi-bit recoding on the 
left, using recode elements 156-1 and 156-2, and performs 
multiplicand multiple formation on the top, using multipli 
cand multiple elements 158-1 and 158-2. The sixteen partial 
products of the four real numbers on the left and the four real 
numbers on the top are formed in the central box 160. Each 
partial product box 162-1, 162-2, ... 162-16 of the central 
box 160 contains multiplexers and adders. 

At the bottom of FIG. 8 is an additional set of adder 
circuitry 164 which includes eight final adders for forming 
the real and imaginary parts of up to four complex results, 
Z1 through Z4. The “(4)” of Z1(4) in FIG. 8 refers to the 
pipeline Stage in the computation. Not explicitly shown in 
FIG. 8 are the outputs of the appropriate partial products 
being routed to the inputs of the eight final adders. 

Also shown in FIG. 8 are feedback paths that go from 
Z2-4(4) and the input to the Z1(4) multiplexer back to the 
preceding pipeline Stage So that accumulations can be done. 
The final adders for Z2(4) and Z4(4) also are shown having 
the possibility of alternate inputs, a2 and a 4, that can be 
added at the preceding pipelinestage. In the PE 100 of FIG. 
7, the multiplexers 126-1 and 126-2 allow these two alter 
nate inputs to come from ilc, r2, and ira for a2 and ils, r2, and 
irb, for a4. 

The non-linear function generator 102 of FIG. 7 will now 
be described in greater detail. AS was mentioned above, the 
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12 
desired functions for matrix computations are typically 
inverse Square root and reciprocal. There are many known 
numerical methods for computing these functions, including 
power Series expansions, iterative recursion formulas, and 
interpolation. See, e.g., C. T. Fike, “Computer Evaluation of 
Mathematical Functions.” Prentice Hall, 1968. Improve 
ments in integrated circuit technology have made interpo 
lation methods more practical by allowing large "lookup” 
tables to be stored in chip-based memory. These tables 
generally contain data for a function on a grid of points, Such 
that the function at a desired point can then be computed by 
interpolation. One advantage of this interpolation technique 
is that it applies to any function which remains well behaved 
over a range. As a result, the Same or similar hardware 
engine can be utilized for producing different functions. 

FIG. 9 shows an illustrative embodiment of the non-linear 
function generator 102. The generator 102 is used to calcu 
late the Givens rotation as expressed in Equations (10), (11), 
and (12). In FIG.9, elements shown shaded are dealing with 
complex numbers, and the unshaded elements are only 
dealing with real numbers. The generator 102 includes 
elements 170-1 and 170-2 that create the absolute square 
value of complex numbers Y1 and Y2, respectively, as the 
Sum of the Squares of the corresponding real and imaginary 
parts. For the Givens rotation, Sum element 172 generates 
the sum of the outputs of the squaring elements 170-1 and 
170-2 as la?-Haaf. This sum is input to an inverse Square 
root generator 174. A number q is also input to the Square 
root generator 174, to indicate where the binary point of the 
input Sum is located. The input Sum is a binary number in a 
“fixed point” format with all of the bits to the right of the 
binary point indicating the fractional part of the number, i.e., 
the part of the number which is less than one. 

FIG. 10 shows the inverse square root generator 174 of 
FIG. 9 in greater detail. In this embodiment, square root 
generator 174 is implemented using a quadratic interpolator 
180. Normalization element 182 normalizes the number into 
the domain of being greater than or equal to one and less 
than four. A Suitable technique for performing this normal 
ization function will be described in detail below in con 
junction with FIGS. 25, 26 and 27. 

The output of the normalization element 182 is an 
unsigned normalized value in the domain one-half to one 
and a signed exponent that indicates how many bits the input 
had to be shifted to get the normalized value. As is shown 
in FIG. 10, a number of most significant bits of the normal 
ized value are called the “offset and used as an address to 
a memory 184 containing precomputed tables. The output of 
the memory 184 is three coefficients a, b, and c to be used 
in interpolation. The least Significant bits in the normalized 
value to the right of the offset are called “dx.” Both dx and 
its Square as generated by element 186 are also input to the 
quadratic interpolator 180, which computes the output man 
tissa in the form of a dx+b dx+c. 
The accuracy of the resulting mantissa is a function of the 

size of the memory 184. If more bits are used for the offset, 
then a larger memory is required, resulting in a more 
accurate mantissa. Table 1 shows the achievable accuracy 
for different table sizes. The error is given as the worst 
minimax relative error over the entire range. For example, a 
memory with 96 words of (14+17+24) bits can yield a 
worstcase error of 3.1 times 107. 
Most of the same hardware shown in FIG. 10 can be 

reused for the reciprocal calculation. Of course, additional 
memory is required to Store the tables for reciprocal. 
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TABLE 1. 

Quadratic Interpolation of Inverse Square Root 

Table Error Precision Precision Precision 
Size in y1 of a of b of c 

48 2.4E-6 13 16 21 
96 3.1E-7 14 17 24 
192 3.9E-8 16 19 27 
384 4.9E-9 15 22 3O 
768 6.2E-10 17 25 33 
1536 7.6E-11 18 26 37 
3072 1.OE-11 19 28 39 

Referring again to FIG.9, the non-linear function genera 
tor 102 further includes an additional set of multipliers 
188-1, 188-2 and 188-3. These multipliers create the three 
values needed in Equations (10)-(12). Following the fixed 
point multiplications, corresponding barrel shifters 190-1, 
190-2 and 190-3 use the exponent to denormalize the results. 
The output at the bottom right “to Z1(4)” is coupled to the 
input of the multiplexer shown at the bottom of FIG. 8 and 
labeled “from non-linear.” 

The non-linear function generator 102 of FIG. 9 is shown 
as a single Stage circuit where values would be placed and 
held on Y1 and Y2 inputs and eventually the three results 
would appear. However, in the illustrative embodiment, the 
circuit is preferably pipelined So that it could begin calcu 
lating a new inverse Square root while Several others were 
Still being computed. 

FIG. 11 shows an example of Such a pipelined implemen 
tation of the non-linear function generator 102 of FIG. 9. 
The generator 102 is pipelined in this implementation by 
placing registers at the places marked by the Vertical arrows 
or by using more advanced techniques known by those 
skilled in the art, e.g., techniqueS Such as those described in 
M. Heshami and B. A. Wooley, “A 250-MHZ Skewed-Clock 
Pipelined Data Buffer," IEEE J. Solid-State Circ., Vol. 31, 
No. 3, p. 376, 1996. The latency of each pipeline stage is (p. 
Although the total latency through the entire computation is 
5 (p, a new computation can be begun each (p. Hence, at the 
peak of the computation, there can be five overlapping 
computations of c, S, and the updated value in Equations 
(10)-(12) being computed Simultaneously but separated in 
time by multiples of (p. 

The architecture of the register file 106 will now be 
described in greater detail. In order to perform certain of the 
desired matrix operations, it is necessary to acceSS Values 
stored in the register file 106 at the rate of four complex 
words per cycle. For example, two complex multipliers and 
two complex multiplicands need to be Supplied to the X and 
Y inputs of the multiplier 150 of FIG. 8. In the PE archi 
tecture as shown in FIG. 7, two of these complex words 
come from port r1 of the register file 106, and the other two 
of these complex words come from port r2 of the register file 
106. Thus a given one of these ports is designed to fetch two 
complex words at a time. 

FIG. 12 shows an array of words 190 in the register file 
106 of a given PE. It also shows the word line decoding for 
one of the three ports. The register file 106 in this embodi 
ment is built to be four real words wide, each of the words 
holding a given number of bits, e.g., Sixteen bits. The words 
reside Schematically in four columns labeled Zero to three. 
A word line decoder 200 for one port takes the row address 
and control information and can enable one word line on its 
left and one word line on its right. For the purposes 
described below, two rows get paired as shown by the 
dashed horizontal lines. The decoder 200 only needs to drive 
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one word line on the left and one word line on the right 
within the same double row. The physical layout of the bits 
of the complex words stored in columns 0 and 1 or in 
columns 2 and 3 need not be as shown, but could have an 
order from left to right which is any desired permutation. 

A given complex word generally comprises two neigh 
boring real words, one representing the real part and one the 
imaginary part. In this example, every word in column 0 of 
FIG. 12 is the real part and every neighbor in the same row 
in column 1 is the associated imaginary part. Similarly, 
column 2 holds the real parts and column 3 the imaginary 
parts of other complex words. 

Table 2 shows the matrix view of the elements of an eight 
by eight matrix. Each element is a complex number. All of 
the elements of two neighboring columns of the matrix will 
be stored in the register file 106 of a single PE. The first two 
columns, which will be stored in the register file of the first 
PE, have been shown shaded. 

TABLE 2 

Matrix View 

A11 A12 A13 A14 A15 A16 A17 A18 
A21 A22 A23 A24 A2s A26 A27 A28 
A31 A32 A33 A34 A3s A36 A37 A38 
A41 A42 A43 A44 A4s A46 A47 A48 
As As 2 As3 As 4 Ass As6 As 7 Ass 
A61 A62 A63 A64 A6s A66 A67 A68 
A71 A72 A7s A74 As A76 A77 A7s 
As1 As2 A83 As4 Ass Ass As7 Ass 

Table 3 shows how the shaded elements of Table 2 get 
stored in the rows and columns of the register file 106 of 
FIG. 12. In Table 3, only the elements that derived from the 
first column of Table 2 have been shown shaded to indicate 
how the two "matrix view' columns have been stored in a 
Shoelace pattern in the register file. 

TABLE 3 

Register File View of Storage of Two Complex Columns 

O-1 2-3 

O A11 A12 
1. A22 A21 
2 A31 A32 
3 A42 A41 
4 As 1 As2 
5 A62 A61 
6 A71 A72 
7 As2 A81 

The advantage of the storage scheme of Table 3 is that it 
makes it possible for each of the ports to access two complex 
words which are neighbors either on the same row or the 
same column of the "matrix view” of Table 2. As will be 
described below, this feature is utilized in efficient matrix 
matrix multiplication on an array of PES. Table 4 shows an 
alternate Storage Scheme for the first two rows of the register 
file 106 that can achieve the same result, namely access of 
two complex words which are either neighbors on the same 
"matrix view' row or column. 
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TABLE 4 

Alternate Placement for Two Complex Words 

Register Columns O-1 2-3 

A11 A21 
A22 A12 

FIG. 13 shows a crossbar Switch 210 that is associated 
with a given port of the register file 106. The Switch includes 
multiplexers 212-1, 212-2, 212-3 and 212-4, and drivers 
214-1, 214-2 a 214-3 and 214-4, arranged as shown. On the 
bottom of the figure are buses that attach to the bit lines of 
the columns of the register file as shown in Table 3. At the 
top of the figure, two complex word wide buses, named 
cmplxa and cmplxb, are shown. The buses cmplxa and 
cmplxb together comprise one of port r1 or r2 of FIG. 7. 

The crossbar Switch 210 performs the bi-directional inter 
connection of the two sets of buses at the top and the bottom 
of the figure with the option of reversing the order of the two 
complex words via a “reverse' Signal applied to a control 
input of the multiplexers 212-1, 212-2, 212-3 and 212-4. If 
the “reverse' logic Signal is not asserted, columns 0 and 1 
will be connected to cmplxa and columns 2 and 3 will be 
connected to cmplxb. If “reverse' is asserted, the intercon 
nection will be reversed. The directionality of the crossbar 
Switch 210 is controlled by the “write” and “read” signals, 
only one of which may be asserted at a time. If the “write” 
Signal is asserted, then data flows downward through the 
Switch 210 and the contents of the register file 106 may be 
written through that port. If the “read” signal is asserted, 
then data flows upward through the Switch 210 and the 
contents of the register file 106 may be read through that 
port. 

The combination of the storage scheme of Table 3 and the 
crossbar Switch 210 of FIG. 13 allows two complex words 
which are neighbors on either a “matrix view” row or a 
column to be accessed in order, enabling high performance 
matrix-matrix multiplication, as will be described below. 
Table 5 gives some examples of how the register file 106 and 
crossbar Switch 210 can be used to access various pairs 
residing on the double row 2.3. 

TABLE 5 

Access Examples 

Complex Word Cols 0-1 Cols 2-3 
Pairs Row Row Reverse 

A31, A32 2 2 O 
A31, A41 2 3 O 
A41, A42 3 3 yes 
A32, A42 3 2 yes 

Table 6 shows possible control fields entering the register 
file 106 of FIG. 12 at the top of the figure. In addition to 
drow, a multi-bit field that indicates which double row is to 
be used, there is a one bit field Sd, which indicates whether 
the acceSS is to be a Single or double complex word, a one 
bit field X, which ifsd=single, indicates the row number and 
if scl=double, indicates whether the two complex words are 
on the same row or same column (matrix view), and a one 
bit field c, which indicates the column or starting column of 
two possible columns. 
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TABLE 6 

Address Encodings for Register File Access Modes 

drow sd X C 
multi-bit 1 bit 1 bit 1 bit 

single row column single complex word 
double O starting double complex words on a row 

column 
double 1 starting double complex words on a 

column column 

The present invention is particularly well Suited for use in 
performing complex arithmetic, i.e., arithmetic involving 
complex numbers. However, the invention can also be used 
to perform arithmetic involving only real values. For 
example, assume that a register file Such as that shown in 
FIG. 12 contains only real values. It will be apparent to those 
skilled in the art that the previously-described techniques 
relating to complex arithmetic can be extended in a Straight 
forward manner to allow the access of four consecutive real 
values on a row or on a column. More particularly, the 
decoder 200 of FIG. 12 may be configured to output double 
the number of word lines, one to each of the words in each 
column. Table 7 shows how words of four columns of a real 
matrix could be stored in columns 0 to 3 of the register file 
to accomplish this. 

TABLE 7 

Placement for Real Matrix 

Register Columns O 1. 2 3 

A11 A21 As A41 
A42 A12 A22 A32 
A33 A43 A13 A23 
A24 A34 A44 A14 

A crossbar Switch for Supporting this real arithmetic would 
be larger than the Switch 210 of FIG. 13. Also, in order for 
matrix-matrix multiplication to make full use of the register 
file 106 and multiplication hardware, the number of final 
adders at the bottom of the multiplier 150 of FIG.8 would 
have to be increased to Sixteen. 

Linear Arrays of Processor Elements 
In order to perform matrix operations with high efficiency, 

a number of PEs configured in the manner described above 
are interconnected in the form of a linear array. Different PE 
interconnection techniques are generally used for different 
types of computations, e.g., QR decomposition, back 
Substitution, matrix inversion, matrix-matrix multiplication, 
and formation of covariance and croSS correlation. 

FIG. 14 shows a seventeen element linear array 220 of 
PEs comprising one head PE 222 on the left and sixteen 
regular PEs to its right. Each PE has bidirectional intercon 
nections to its nearest neighbors. Each PE also has an 
external input from the top indicated by the downward 
pointing arrow that corresponds to the label "it' (for input 
top) of FIG. 7. This linear array configuration is suitable for 
performing QR decomposition on a 17x16 matrix equation 
and back Substitution, as will be described in greater detail 
below. 

FIG. 15 shows a four element linear array 230 of PEs 
comprising one head PE 232 on the left and three regular 
PES to its right. Clockwise circular interconnections are 
shown. This configuration is capable of performing matrix 
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matrix multiplication in a manner to be described below. In 
this case, the leftmost PE 232 need not include the above 
described non-linear function capabilities typically associ 
ated with the head PE. 

FIG. 16 shows a five element linear array 240 of PES 
comprising one head PE242 on the left and four regular PEs 
to its right. Clockwise circular interconnections are formed 
for the four leftmost PEs and one additional left to right 
connection from the fourth PE to the fifth. This configuration 
is capable of computing a covariance matrix in the leftmost 
four PEs and a cross correlation vector in the rightmost PE, 
as will be described below. Again, in this case, the leftmost 
PE242 need not include the non-linear function capabilities 
typically associated with the head PE. 

Linear arrays of PES in accordance with the present 
invention, such as those shown in FIGS. 14 through 16, 
generally include ports, arithmetic circuitry, and register 
files configured to perform various operations. Array of PES 
of the types shown in FIGS. 14 through 16 may be viewed 
as being of the class known as Multiple Instruction Multiple 
Data (MIMD), meaning that at any given time each PE in the 
array can be performing an individual operation or instruc 
tion on its own data. In order to control the functioning of 
the array, a program may be used. The program control may 
be of the class known as Very Long Instruction Word 
(VLIW), as described in, e.g., J. A. Fisher and B. R. Rau, 
“Instruction-Level Parallel Processing,” Science Vol. 253, p. 
1233, Sep. 13, 1991. A single long instruction word may 
contain individual operations to control each PE of the array. 

Such VLIW instructions can be sequenced to control a 
linear array of processors using well-known conventional 
techniques. A program comprising a Set of VLIW instruc 
tions would reside in a memory. For an instantiation on a 
Single integrated circuit, a memory may be configured to 
have a very wide access size consisting of enough bits to 
hold an entire VLIW instruction in one memory word. Note 
that routing of the VLIW instruction from Such a memory to 
a corresponding linear array is simpler than the routing that 
would be required to control a conventional two dimensional 
array such as that shown in FIG. 2. 
AS noted above, implementation of different algorithms 

on a linear array may require different interconnections of 
processor elements. For example, QR decomposition gen 
erally does not need any feedback from the rightmost 
element back to the head element if the number of elements 
in the array is equal to the dimension of the matrix plus one. 
Matrix-matrix multiplication generally requires a feedback 
connection from the last element on the right being used 
back to the head element. Computation of covariance and 
croSS correlation generally requires a feedback path from the 
next to last element back to the head element. 

In order to allow an integrated circuit with a linear array 
of PES to perform different algorithms, additional logic can 
be added. FIG. 17 shows a linear array 250 of five PEs with 
such additional circuitry added. The PE 252 represents the 
head PE. Tri-state gates 254-1, 254-2, 254-3 and 254-4 are 
shown connecting left to right bus connections to a feedback 
bus 256 that returns to the head PE 252. No more than one 
of the tri-State gates is enabled at once, all others being 
disabled so as not to drive the feedback bus 256. Similarly, 
multiplexers 258-1, 258-2, 258-3 and 258-4 are shown 
Selecting between right to left connections and a feedback 
bus 260 driven by the head PE 252. 

The control for the tri-state gates 254-1,254-2, 254-3 and 
254-4 and multiplexers 258-1, 258-2, 258-3 and 258-4 can 
be written Statically into control registers at the beginning of 
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18 
a given algorithm in order to configure the array intercon 
nections. This is an example of an approach known as 
“reconfigurable computing.” 
An array of PES for performing various operations with 

complex matrices generally needs to interface to a larger 
System that provides data to the array, tells the array what 
computation to perform and receives results after the com 
putation is complete. For example, the array may be inter 
faced to application Specific logic or it may be interfaced to 
a host processor. The host processor itself may be a 
microprocessor, a digital Signal processor, a WorkStation or 
any other type of digital processing device. 

FIG. 18 shows an example of a processing system 300 
which includes a co-processor 302 and a host processor 304. 
The co-processor 302 includes a linear array of five PEs 
including a head PE 306 and four regular,PEs. The linear 
array includes connections between nearest neighbors for 
passing data within the array in the manner previously 
described. A program memory 308 contains one or more 
programs for controlling the operation of the individual 
elements of the array as described above. The application of 
instructions to the array is controlled by a program 
sequencer 310 which may be of a well-known conventional 
type. Each PE in this example includes a register file with 
three ports. Two of the ports of the register file of a given PE 
are controlled by the instructions in the program memory, 
while the third port is independently controlled by an 
interface logic block 312. More specifically, the interface 
logic block 312 controls the address of port r3 for each of the 
PEs. The interface logic block 312 can write data to each 
register file or read data from each register file via port r3 of 
each PE. 
A Single interface port 313 is shown connecting the 

interface logic block 312 to a Direct Memory Access (DMA) 
port 314 of the host processor 304. The interface port 313 
allows data to pass back and forth between a memory of the 
host processor 304 and the interface logic block 312. 
Another interface port 315 allows control to be passed from 
the host processor 304 to the program sequencer 310 to 
specify what data needs to be written or read. The interface 
logic block 312 maps data transfers to or from the host DMA 
port 314 to the required distributed Storage in the register 
files of the array. An example of the mapping required is that 
of going from Table 2 in the host processor memory to Table 
3 in the register file of a given PE. In addition, the host 
processor 304 can Send commands to the program Sequencer 
310 indicating what program to execute and when to begin. 
The program Sequencer 310 can also signal Status to the host 
processor 304, e.g., in order to inform the host processor 304 
as to when a particular program is finished executing. The 
host processor 304 may also communicate, via a Second 
DMA port 316 and a connection 317, directly with the 
program memory 308 of the co-processor 302, e.g., in order 
to download different programs to the program memory 308. 
The connection 317 is shown in dashed outline to indicate 
that this connection is optional. 
The co-processor 302 may be implemented, e.g., in the 

form of a module embedded in an Application Specific 
Integrated Circuit (ASIC) that performs a single fixed algo 
rithm with its program Stored in a read only program 
memory, as a flexible co-processor that is interfaced to a 
general purpose host computer and can be dynamically 
loaded with different programs to execute, or in numerous 
other configurations. In the embedded ASIC application, it 
may be more convenient for data to enter and exit the array 
directly via ports on each PE rather than through port r3 of 
the register file as illustrated in FIG. 18. 
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The operation of a linear array of processor elements in 
accordance with the invention will now be described in 
greater detail, for the examples of QR decomposition, back 
Substitution, matrix inversion, matrix-matrix multiplication, 
and formation of covariance and croSS correlation. 

QR Decomposition 

AS previously noted, QR decomposition is achieved in the 
prior art using a two dimensional triangular Systolic array. In 
this Section, it will be described how the same algorithm can 
be performed on a linear array of the present invention as 
illustrated in FIG. 14, with substantially less hardware and 
nearly the same performance. 

The mapping of interconnections from those shown in 
FIG. 2 to those of FIG. 14 will first be described. A virtual 
two dimensional triangular array may be mapped to a 
physical one dimensional linear array as follows. Each 
round head PE of the triangular array is mapped to the Single 
head PE of the linear array. Each square regular PE of the 
triangular array immediately to the right of a round PE is 
mapped to the regular PE of the linear array immediately to 
the right of the round PE. This pattern continues. The 
interconnections between the PEs of the FIG. 14 linear array 
220 are bidirectional. When an element of the two dimen 
Sional triangular array would pass data down to the next row, 
this is mapped in the linear array to passing the data to the 
left. In this manner, the entire computation done on the two 
dimensional triangular array can be mapped to the linear 
array with the one exception that instead of the true paral 
lelism possible in the two dimensional case, the linear array 
must skew the computation by a phase 4 every time the 
computation begins on a new column of the matrix. This has 
the effect of lengthening the total latency of the QR decom 
position slightly, as will be described in more detail below. 

In this example, the only use that is made of the register 
file of FIG. 7 is to write results as they are generated. The 
results are left in the register file and will not be shown as 
being read back by the program. 

TABLE 8 

Instruction Mnemonics 

Instruction Round 
Mnemonic Element 

Square 
Element Description 

CSrg y compute 'c' and 's', inputs from right 
and g1 register 

CSW y compute 'c' and 's', inputs from right 
and last value 

CStg y compute 'c' and 's', inputs from top and 
g1 register 

cStv y compute 'c' and 's', inputs from top and 
last value 

ldrt y y load g1 register from right 
ldrw y y ldrt and rgvw 
ldtp y y load g1 register from top 
rgrw y y register file from right write 
rgvw y y register file from last value write 
rOrg y y rotate, inputs from right and g1 

register 
OW y y rotate, inputs from right and last 

value 
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TABLE 8-continued 

Instruction Mnemonics 

Instruction Round Square 
Mnemonic Element Element Description 

rotg 
Otw 

rotate, inputs from top and g1 register 
rotate, inputs from top and last value 

y y 
y y 

Table 8 shows a possible instruction set for the PEs of the 
linear array 220 of FIG. 14. The mnemonics are given in the 
first column. A y in the Second or third columns indicates 
that the mnemonic is applicable to the round or Square PE 
respectively. The fourth column gives a description of what 
the instruction performs. AS implied by the description, it is 
assumed that there is a g1 register at the input of each PE 
that can be loaded either from the top or from the right. 

Table 9 shows a program for performing QR decompo 
sition utilizing the instructions shown in Table 8. The 
numbers following the mnemonics, Such as the 2 in “cstv2.” 
are ignored by the processor element and are only present in 
the Source code to help understand the program. If an entry 
is blank, that indicates that a “noop' instruction is to be 
executed. The “noop' does not start a new computation. 
However, it continues the pipeline for any previous compu 
tations in progreSS. The top row indicates the meaning of the 
columns. The first column gives a count of the elapsed time 
measured in Steps and Substeps. A Substep occupies one row 
of the table and takes an amount of time (p referred to above 
in the description of the pipeline. The latency for the 
completion of an instruction is 5 (p in this example and 
equals one Step. The Second through the eighteenth columns 
correspond to instructions controlling the Seventeen proces 
Sor elements of FIG. 14. 
A Single row of the table with Seventeen instructions may 

be considered a VLIW. Methods for sequencing VLIW 
instructions to control a linear array of processor elements 
are well known to those skilled in the art. 

Note that near the beginning of the program of Table 9, 
instructions may only be started on the first Substep of each 
Step because the next instruction needs the result of the 
previous instruction and the latency is one Step. However, 
when Substep two of Step four is reached, there have already 
been two Zeroes placed and the program can begin the 
computation of two “c's and “s's following each other in the 
pipeline. If the computation were being done on a two 
dimensional triangular array of processor elements, “cstv4 
and “csrg16’ could be performed simultaneously. In the case 
of the current invention, these operations are not completely 
Simultaneous, but are instead skewed by one Substep (p. This 
is the minor price that is paid for the considerable reduction 
in the number of PES needed in going from a conventional 
two dimensional triangular array to a one dimensional linear 
array in accordance with the present invention. AS the 
program progresses, one can See that more and more pipe 
line slots are utilized. By Step thirteen, the pipeline is filled 
with five computations of “c's and “s's. By the end of the 
program, the pipeline can no longer be filled. The last row 
of Table 9 gives the percent utilization of each processor 
element. 
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In the example above, the matrix elements of the equation 
to be triangulated enter the linear array 220 of FIG. 14 
through the inputs at the top of the array. In another 
embodiment, the matrix elements to be triangulated could 
already exist inside the register file of the array, having been 
left there by a previous computation done in the array. In yet 
another embodiment, the matrix elements to be triangulated 
could be placed into the register file by another interface 
such as a DMA interface through port r3 of FIG. 7. 
AS was described above, the price in latency that was paid 

for going to a linear array over a two dimensional triangular 
array was that each time in the algorithm that there is an 
opportunity to begin Zeroing a new column in parallel, the 
linear array takes a delay of one Substep (p. Examining the 
Second column of Table 9, one can See that this happened in 
the example program fifteen times, corresponding to the 
opportunity to begin Zeroing fifteen new columns. Thus, the 
additional latency paid by the linear array 220 in this 
example was fifteen Substeps, which equals three Steps. 

Table 10 compares the figures of merit of the conventional 
two dimensional triangular array with the pipelined linear 
array 220 of the present invention. One can see that the 
pipelined linear array 220 only requires eleven percent of the 
number of processor elements required by the triangular 
array, but has a latency which is only an additional Six 
percent. However, it should be noted that the introduction of 
the pipeline Stages into the circuit design could cause the 
“step” time for the pipelined linear array to be a bit larger 
than that of the triangular array. In addition, each of the PEs 
of the linear array generally must contain temporary Storage, 
e.g., in the form of a register file, which is no less than the 
temporary Storage that exists in a distributed manner 
throughout the two dimensional triangular array. Neverthe 
less, the present invention provides a considerable reduction 
in the amount of circuitry required to perform QR decom 
position, with little loSS in latency. 

TABLE 10 

17 x 16 QR Decomposition FIGS. Of Merit 

Pipelined 
Triangular Array Linear Array 

Number of Processor Elements 152 17 
Last Instruction Step 46/1 49/1 

Back Substitution 

FIG. 19 shows a five element linear array 320 in accor 
dance with the invention. The linear array 320 includes 
bidirectional interconnections for Solving Equation (13) 
above. At the end of a QR decomposition process, head PE 
322 of the array 320 performing the computation holds all 
the main diagonal elements of the r matrix: r, r2, ras, and 
r. The next PE to its right holds the elements of the next 
diagonal to the right: r2, r2, ra, and y, etc. 

Table 11 shows a general Summary of how the linear array 
320 of FIG. 19 performs the solution of Equation (13). 

TABLE 11 

Solution by Back Substitution 

rind1 Sqr2 sqr3 sqr4 sqrt5 

Step 1 1/r44 
Step 2 X4 
Step 3 1/r33 ys 

I34X4 
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TABLE 11-continued 

Solution by Back Substitution 

rind1 Sqr2 sqr3 sqr4 sqrt5 

Step 4 X3 y2 
I24X4 

Step 5 1/r22 y2 y 
24X4 14X4 
23X3 

Step 6 X2 y1 
IX4 
r13X3 

Step 7 l/r11 y1 
14X4 
13X3 
12X2 

Step 8 X1 

In Step one, the reciprocal of r is computed in the head 
PE 322, which is also denoted rind1. In the second step, the 
head PE computes the solution for X by multiplying the 
reciprocal of r with the value of y, which has been passed 
to it from the PE to its right, which is denoted sqr2. In the 
third Step, the head PE computes the reciprocal of ra. The 
regular PE to its right (Sqr2) multiplies X, which has been 
passed to it from its left and r which is Stored in its register 
file. It Subtracts this product from the value of y passed to 
it from the right. In step four, the head PE computes X by 
multiplying the reciprocal of r with the value of ya-r X 
passed to it from the right. The third PE, denoted sqr3, also 
computes y-r-X. This process continues as shown until 
Step eight when X is Solved. All of the places where a 
multiplication is taking place have been indicated in bold. 
Note that in the computation done by PE Sqr2 during step 5, 
the only multiplication required is rX. The rest is passed 
to it from the right. The latencies of the steps have not been 
shown. Some operations can in fact be done earlier. For 
example, the computation of the reciprocal of r can begin 
one Substep time after the computation of the reciprocal of 
r was begun. Note that the efficiency of filling the pipeline 
for this particular algorithm is low. 

Matrix Inversion 

AS noted previously, a matrix can be inverted by perform 
ing a QR decomposition followed by multiple back substi 
tutions sharing a common R. In this Section, it is shown how 
the multiple back Substitutions can be performed on a linear 
array of pipelined elements with little increase in total 
latency over performing just one back Substitution. 

Since the multiple back Substitution problems of Equation 
(18) share a common matrix R, the reciprocals of the main 
diagonal elements of R only need to be computed a single 
time for all values of j. 

TABLE 12 

Register Storage Before Inversion 

Table 12 shows what would be stored in the register arrays 
of an eight element linear array of PEs at the end of QR 
decomposition. The contents of the register files are the 
elements of Equation (18). 
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TABLE 13-continued 

Matrix Inversion Example 

rind1 Sqr2 sqr3 sqr4 sqrt5 sqró sqr7 

Step y12 - 
7/2 r14X42 

r13X32 
12X22 

Step y13 - 
7/3 14X43 

r12X23 
Step W14 
7/4 14X44 

13X34 
12X24 

Step 

7/5 
Step X11 
8/1 
Step X-12 
8/2 
Step X13 
8/3 
Step X14 
8/4 

Table 13 shows how an eight element linear array in 
accordance with the present invention can perform matrix 
inversion. It basically shows four copies of the example of 
Table 11 that have been interleaved into unused pipeline 
Stages of the array. In the illustrative embodiment shown in 
FIG. 7, up to two complex numbers can be passed from right 
to left and another two from left to right per cycle. The 
inversion example of Table 13 does at most one complex 
multiplication per PE per cycle, while the hardware has the 
ability to do more than one multiplication per cycle per PE. 
In addition, there are many additional unused Substeps in the 
pipeline which are available. It will be understood by those 
skilled in the art that there are in fact many possible 
instruction Sets and program Solutions in which the recip 
rocals and non-diagonal elements of R are passed to the right 
and partial results are passed to the left to Solve matrix 
inversion. It should also be noted that the total latency for 
performing the four back substitutions is only about 8 
percent longer than for performing only a single back 
Substitution, and that the pipeline of the array is still poorly 
utilized with many remaining idle PEs. 

Matrix-Matrix Multiplication 
In this section, it is shown how to perform the multipli 

cation of two eight by eight complex matrices to form-a third 
complex matrix, AB=C, using the example linear array 230 
of FIG. 15. The technique used is to break the computation 
into blocks or sub-matrices. FIG. 20 shows the eight by eight 
complex product matrix C divided up into Sixteen, two by 
two product Sub-matrices. One Sub-matrix is emphasized in 
the figure, showing the elements cas, cas, cas, and cas. In the 
example that will be shown below, each PE of the four 
element array 230 of FIG. 15 will be dedicated to computing 
one of the four columns of FIG. 20, with the emphasized 
sub-matrix to be computed by the third PE from the left. An 
entire row out of the four rows of FIG. 20 will be computed 
simultaneously by the four PEs in the array. 
When working on one row of FIG. 20, the array 230 

circulates values of the rows of Aaround the array, while the 
columns of B stay within the designated PEs. FIG. 21 shows 
one Step in the matrix-matrix multiplication. Pairs of com 
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plex values on rows one and two of A are available on the 
ilc and ils inputs (see FIG. 7) of each PE. They are multiplied 
by a pair of complex values from two columns of B in each 
PE. In FIG. 22, the next step is shown where the pairs of 
values of A have been shifted clockwise to the next PE and 
the next multiplication begins. After four Such Steps, the 
other Set of values on the same two rows of A, i.e., the values 
a 12, a22, a 14, a 24, a,6, a 26, a 1s., and a 2s, are loaded and the 
process continues for four more Steps. At that point, all of the 
multiplications have been begun that are needed to produce 
all of the results of rows one and two of C. Then the process 
Starts again, this time for rows three and four. 

TABLE 1.4 

Instructions for Matrix-Matrix Multiplication 

Instruction 
Mnemonic Description 

lgl1 load, g register and left c.s from r1, r2 
mag1 multiply–accumulate, load g from r1 
magh mult-acc, load g and h from r1,r2 
mah1 mult-acc left c.s with h, load left c.s and g from r2, r1 
mal1 mult-acc, load left and g from r2, r1 
maw1 mult-acc, load left and g from r2, r1 
mcg1 multiply 'c's and g, load g from r1 
ZSw1 write results using r1,r2 

Table 14 shows some possible instructions that could be 
added to the instruction set previously shown in Table 8 for 
performing matrix-matrix multiplication. In Table 15, a 
program is shown for controlling the linear array 230 of FIG. 
15 for performing the multiplication of two eight by eight 
complex matrices to form a third complex matrix, AB=C. At 
the beginning of the program, the first two columns of A and 
B have previously been stored in the first PE on the left. The 
third and fourth columns have previously been stored in the 
second PE, etc. The first two columns of the product Conce 
formed will be left in the first PE, the third and fourth 
columns in the Second PE, etc. In the program listing of 
Table 15, the first four columns contain the instruction 
mnemonics to be used. Four consecutive lines give the 
individual instructions controlling the four PES respectively. 
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In the columns to the right of the mnemonic are shown 
values for fields which indicate the control for each of two 
ports to the register file. The field names, drow, X, and c, 
correspond to the controls described in Table 6. 

TABLE 1.5 

Program for Matrix-Matrix Multiplication 

# Program for multiplication of two complex 8x8 matrices on a four 
# element array. The two matrices to be multiplied are initialized in the 
# register files before the beginning of this program. The results are left 
# in the register file. Text below to the right of column 18 are comments. 

r1 r2 
did X c did X c 

OO OO 

WW WW 

lgl1,04.0.0.0.0.1.0 g=b11,b12 il=a11a21 
lgl1,05,0,0,00,10 g=b33.b34 il=a13,a23 
lgl1,06,0,0,00,10 g=b55.b56 il=a15,a25 
lgl1,07,0,0,00,10 g=b77.b78 il=a17,a27 
1f1--- 
mcg1,07,0,0,000.0 g=b71.b72 
mcg1.04.0.0.0.0.0.0 g=b13,b14 
mcg105,0,0,000.0 g=b35.b36 
mcg106,0,0,000.0 g=b57.b58 

<- Everything between the arrows are comments -> 

1/2--------------- 
mag106,0,0,000.0 g=b51.b52 c11+=a17b71 c12.c21.c22 
mag1,07,0,0,000,0 c13+=a11b13 c14.c23.c24 
mag104.0.0.0.0.0.0 c15+=a13b35 c16,c25.c26 
mag105,0,0,000,0 c17+=a15b57 c18,c27.c28 
1/3--------------- 
mag105,0,0,000.0 g=b31.b32 c11+=a15b51 c12.c21.c22 
mag1.06.0.0.0.0.0.0 
mag1,07,0,0,000,0 
mag104.0.0.0.0.0.0 
1f4--------------- 
mal1,040,1,00,1,1 g=b21,b22 il=a12,a22 
mal1,050,100,11 
mal106,0,1,00,11 
mal1,07,0,1,00,11 
1/5--------------- 
mag1,07,0,1,00,0,0 g=b81,b82 
mag104.0.1.0.0.0.0 
mag105,0,1,000.0 
mag1.06.0.1.0.0.0.0 
2f1--------------- 
mag1.06.0.1.0.0.0.0 g=b61.b62 
mag1,070,100.0.0 
mag104.0.1.0.0.0.0 
mag105,0,1,000.0 
2/2--------------- 
mag105,0,100.0.0 g=b41,b42 
mag1.06.0.1.0.0.0.0 
mag1,070,100.0.0 
mag104.0.1.0.0.0.0 
2/3--------------- 
mal1,04.0.0.01.1.0 g=b11,b12 il=a31.a41 
mal1,050,0.01.10 
mal106,0,0,011.O 
mal1,07,0,0,011.O 
2fa--------------- 
mcg1,07,0,0,000.0 g=b71.b72 
mcg1.04.0.0.0.0.0.0 
mcg105,0,0,000,0 
mcg1.06.0.0.0.0.0.0 
2/5--------------- 
mag106,0,0,000.0 g=b51.b52 
mag1,07,0,0,000,0 
mag104.0.0.0.0.0.0 
mag105,0,0,000,0 
3/1--------------- 
magh,05,0,0,07.0.1 g=b31.b32 ga=b81,b82 
magh,06.0.0.04.0.1 
magh,07,0,0,05,0,1 
magh,04.0.0.06.0.1 
3/2--------------- 
mal1,04.0.1.01.1.1 g=b21,b22 il=a32.a42 
mal1,050,101,11 
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TABLE 15-continued 

Program for Matrix-Matrix Multiplication 

mal106,0,101,1,1 
mal107,0,101,11 
3.3--------------- 
maw 108,0,0,08,0,1 r1<=c1112 r2<=c21,22 
maw 108,0,0,08,0,1 r1<=c1314 r2<=c23,24 
maw 108,0,0,08,0,1 r1<=c15,16 r2<=c25,26 
maw 108,0,0,08,0,1 r1<=c17.18 r2<=c27,28 
3f4--------------- 
mah 106,0,1,00,0,0 g=b61.b62 
mah107,0,100,0,0 
mah1,040,100,0,0 
mah105,0,100,0,0 
3.5--------------- 
mag105,0,100.0.0 g=b41,b42 
mag1.06.0.1.00.0.0 
mag1,070,100.0.0 
mag104.0.1.00.0.0 
4f1--------------- 
mal1,04,0,0,02.1.0 g=b11,b12 il=a51a61 
mal105,0,0,021.0 
mal106,0,0,021.0 
mal107,0,0,021.0 
4/2--------------- 
mcg1,07,0,0,00,0,0 g=b71.b72 
mcg1.04.0.0.0.0.0.0 
mcg105,0,0,00,0,0 
mcg1.06.0.0.0.0.0.0 
4f3--------------- 
mag106,0,0,00,0,0 g=b51.b52 
mag1,07,0,0,00,0,0 
mag104,0,0,000.0 
mag105,0,0,00,0,0 
4f 4 
mag105,0,0,00,0,0 g=b31.b32 
mag106,0,0,000.0 
mag107,0,0,00,0,0 
mag104,0,0,000.0 
4/5- 
mal1,040,1,02.1.1 g=b21,b22 il=a52.a62 
mal1,050,102.11 
mal106,0,102.11 
mal107,0,102.11 
5/1--------------- 
maw 109,0,0,09,0,1 r1<=c3132 r2<=c41,42 
maw 109,0,0,09,0,1 r1<=c33,34 r2<=c43,44 
maw 109,0,0,09,0,1 r1<=c35.36 r2<=c45,46 
maw 109,0,0,09,0,1 r1<=c37,38 r2<=c47,48 
5/2--------------- 
mah 106,0,1,00,0,0 g=b61.b62 
mah107,0,100,0,0 
mah1,040,100,0,0 
mah105,0,100,0,0 
573--------------- 
mag105,0,100.0.0 g=b41,b42 
mag1.06.0.1.00.0.0 
mag1,070,100.0.0 
mag104.0.1.00.0.0 
5/4- 
mal1,040,0.03.1.0 g=b11,b12 il=a71a81 
mal105,0,0,031.0 
mal106,0,0,031.0 
mal107,0,0,031.0 
5/5--------------- 
mcg1,07,0,0,00,0,0 g=b71.b72 
mcg1.04.0.0.0.0.0.0 
mcg105,0,0,00,0,0 
mcg1.06.0.0.0.0.0.0 
61--------------- 
mag106,0,0,00,0,0 g=b51.b52 
mag1,07,0,0,00,0,0 
mag104,0,0,000.0 
mag105,0,0,00,0,0 
62--------------- 
mag105,0,0,00,0,0 g=b31.b32 
mag106,0,0,000.0 
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TABLE 15-continued 

Program for Matrix-Matrix Multiplication 

mag1,07,0,0,000,0 
mag104.0.0.0.0.0.0 
6/3--------------- 
mal1,040,1,03.1.1 g=b21,b22 il=a72.a32 
mal1,05,0,1,03.11 
mal106,0,1,03.11 
mal1,07,0,1,03.11 
6/4--------------- 
maw 110,0,0,10.0.1 r1<=c5152 r2<=c61,62 
maw 110,0,0,10.0.1 r1<=c53,54 r2<=c63,64 
maw 110,0,0,10.0.1 r1<=c55.56 r2<=c65,66 
maw 110,0,0,10.0.1 r1<=c57.58 r2<=c67,68 
6/5--------------- 
mah 106,0,1,00,0,0 g=b61.b62 
mah107,0,100,0,0 
mah1,040,100,0,0 
mah105,0,100,0,0 
7(1--------------- 
mag105,0,100.0.0 g=b41,b42 
mag1.06.0.1.0.0.0.0 
mag1,070,100.0.0 
mag104.0.1.0.0.0.0 
7/2--------------- 
mal1,04,0,0,00,0,0g=b11,b12 
mal1,05,0,0,00,0,0 
mal106,0,0,00,0,0 
mal1,07,0,0,00,0,0 
7(3--------------- 
noop,00,0,0,00,0,0 
noop,00,0,0,00,0,0 
noop,00,0,0,00,0,0 
noop,00,0,0,00,0,0 
7/4--------------- 
noop,00,0,0,00,0,0 
noop,00,0,0,00,0,0 
noop,00,0,0,00,0,0 
noop,00,0,0,00,0,0 
7/5--------------- 
noop,00,0,0,00,0,0 
noop,00,0,0,00,0,0 
noop,00,0,0,00,0,0 
noop,00,0,0,00,0,0 
8(1--------------- 
noop,00,0,0,00,0,0 
noop,00,0,0,00,0,0 
noop,00,0,0,00,0,0 
noop,00,0,0,00,0,0 
8/2--------------- 
ZSw111,0,0,11,0,1 
ZSw111,0,0,11,0,1 
ZSw111,0,0,11,0,1 
ZSw111,0,0,11,0,1 
8/3--------------- 
noop,00,0,0,00,0,0 
noop,00,0,0,00,0,0 
noop,00,0,0,00,0,0 
noop,00,0,0,00,0,0 
8/4--------------- 
noop,00,0,0,00,0,0 
noop,00,0,0,00,0,0 
noop,00,0,0,00,0,0 
noop,00,0,0,00,0,0 
8.f5--------------- 

The program of Table 15 begins by loading the two g 
registers and two input left registers of each PE with the 
initial values. The next Substep initiates the multiplication of 
four croSS products and shifting of A values clockwise 
around the array. The following instructions initiate 
multiply-accumulate instructions to add to the accumulating 
C croSS products. In Substep 1/4, new values of A are read 
from the register file. In substep 2/3, the final multiply 
accumulate is begun for completion of the computation of 
four elements of C in each PE, i.e., c11, c12, c21, and c22 
in the first PE, c13, c14, c23, c24, in the second PE, etc. 
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Because of the pipeline latency, these results are not written 
back to the register file until Substep 3/3. Meanwhile, the 
array has started computing the next set of values of C in 
Substep 2/4. The final multiplications are begun in Substep 
7/2 and after the pipeline latency, the final results are written 
to the register files in Substep 8/2. Thus the eight by eight 
complex matrix-matrix multiplication takes less than forty 
substeps to complete on the array 230. 

For multiplication of complex matrices with odd dimen 
Sion (e.g. Seven by Seven), one can always Zero pad the 
matrices to the next even dimension and follow the proce 
dure above for eight by eight multiplication. However, this 
would lead to inefficiency due to extra unneeded multipli 
cations. It will be evident to those skilled in the art that 
alternatively, appropriate instructions could be added to 
those of Table 14 to deal with the odd dimension cases. 

Larger matrices can be multiplied together on the same 
Size array by Storing more columns in each register file. For 
example, a sixteen by Sixteen complex matrix-matrix mul 
tiplication can be performed on the linear array 230 of FIG. 
15 by storing the first four columns in the first PE, columns 
five through eight on the second PE, etc. For matrices which 
are So large that they do not fit into the register files of the 
array, the matrices can be broken up into blocks that do fit 
and known block matrix multiplication methods may be 
used. In this case, the host processor or dedicated logic using 
the third register file ports would have to be cooperating with 
tightly coupled uploading and downloading of the blockS. 

Formation of Covariance and Cross Correlation 

In this section, it is shown how the linear array 240 of 
FIG. 16 can be used to compute covariance and cross 
correlation simultaneously. Equations (23) and (24) show 
that in order to compute covariance and croSS correlation, 
one needs to compute terms of the form: XX' and Xy. 

Computation of covariance is of lower complexity than 
the matrix-matrix multiplication described above. If two N 
by N matrices are multiplied, it requires N multiplications. 
Computation of covariance only takes N' multiplications. In 
the example given below, the input vector, X (e.g. data 
coming from an array of antennas), and the expected value 
y enter the array 240 from the top, as shown in FIG. 23, and 
are loaded into the g1, h2, ilco(1), and ils0(1) registers 
shown in FIG. 7 for each of the four leftmost PEs and the g1 
register for the fifth PE. In the next Substep, each of the first 
four PEs compute the four cross products of the two values 
that had been input in the previous step with themselves. For 
example, the first PE on the left would compute the four 
terms XX, XX2, X-X, and X2X2. At the Same time, the 
values in the ilco(1) and ils0(1) registers would be propa 
gated to the right. In the next Substep, each of the first four 
PEs would compute the four cross products of the values that 
were on their left inputs and the values that are held in g1 
and h2. The PE on the right would compute the two products 
Xzy, and Xsy. FIG. 24 shows the data that is on the 
clockwise interconnections in the third Substep. At the end 
of the pipeline delay for each multiplication, the completed 
terms could be written to the register file. Alternatively, the 
completed terms could first be weighted and averaged in 
with the previous value that was Stored in the register file in 
order to update the time average. Formation of covariance 
and croSS correlation for the example shown could then be 
completed in only a few steps. It will be apparent to those 
skilled in the art that the array could be configured and 
programmed in other ways in order to compute a covariance 
and croSS correlation. 
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Square Root Normalization Process 
The Square root normalization proceSS previously men 

tioned in conjunction with FIG. 10 will now be described in 
greater detail in conjunction with FIGS. 25, 26 and 27. This 
aspect of the invention provides digital hardware to assist in 
the range reduction of an argument to a function, and the 
Subsequent transformation of the result to achieve the 
desired function. For purposes of illustration, the function is 
assumed to be given by: 

(26) 

This inverse square root function is plotted in FIG. 25. It can 
be seen from the plot that for small values of X, the inverse 
Square root function becomes very Steep. A shaded portion 
of the plot corresponds to a range of 0.5<y(x)s 1 and 
1sX<4. In the Shaded portion, the function is not steep and 
accuracy can be more easily achieved using a known tech 
nique Such as interpolation between values in a table. 

The normalization process to produce values in the 
reduced range corresponding to the Shaded portion of FIG. 
25 may make use of the identity: 

1 1 (27) 
V22ny 2n Vy 

If shifts are restricted to an even number of bits 2n, where 
n is an integer, one can perform an “even normalization 
where after shifting, at least one of the two most significant 
data bits contains a logic one. A number of examples are 
given in Table 16 below. 

TABLE 16 

Examples of Normalization of X 

Argument x Before Normalization Normalized x 

.11011 = 84375 
101.1 = 5.5 
.0001101 = .1015625 
.000010111 = 04492.1875 

11.011 = 3.375 
01.011 = 1.375 2 
01.101 = 1.625 
10.111 = 2.875 

The values in the first two columns Table 16 to the left of the 
“=” are in fixed point binary notation and the values to the 
right of the “=” are in decimal notation. 

Notice that the original arguments ranged in value from 
0.04 to 6. The range of the normalized X is 1.0s x<4. The 
position of the binary point in the normalized X is arbitrary. 
The important thing is that the ratio of the maximum to 
minimum X after normalization equals four. However, 1 to 
4 is a good domain to choose for X because the function is 
not steep there, So interpolation or other known techniques 
can achieve high accuracy. 

Once the normalized X has been determined, the compu 
tation of the inverse Square root of the normalized value X 
can then proceed using techniques known in the art, Such as 
power Series expansions, table driven interpolation methods, 
and Newton-Raphson regression. FIG. 26 illustrates a pos 
sible hardware implementation of the above-described 
“even normalization process. Each pair of neighboring bits 
of the argument X before normalization may be input to a 
corresponding two input OR gate in a Series of OR gates 325 
as shown to indicate if one, the other or both have the value 
of logic one. In the FIG. 26 example, Wbits denotes the 
number of whole bits to the left of the binary point, and is 
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an even number, twelve in this example. Fbits denotes the 
total number of fractional bits of X, and in this example is 
eight. The series of OR gates 325 includes ten OR gates that 
look at neighboring pairs of bits of X. 
The outputs of the series of OR gates 325 are input to a 

priority encoder 327 of a type known in the art for existing 
hardware normalizers. The encoder 327 outputs the value of 
2n corresponding to the particular OR gate with an output of 
logic one closest in position to the most Significant bit of the 
argument. The value at the output of the encoder 327 
controls a barrel shifter 330 which shifts the argument by 2n 
bits to form the normalized X. 
More specifically, the priority encoder 327 outputs a 

number corresponding to the position of the first logic one 
input looking from the left towards the right. In this 
example, the first one comes from the Second OR gate from 
the left. The numbers from 0 to 18 shown next to the inputs 
from the OR gates are the value of 2n that are output by the 
priority encoder 327, So in this example, 2n=2 is output. AS 
previously noted, the number 2n is used to control barrel 
shifter 330 which shifts X to form a normalized mantissa 
which always has a logic one in the leftmost or next to 
leftmost position. 

Sections of bits of the normalized mantissa in FIG. 26 
have been labeled as the “offset,” which was previously 
referred to in conjunction with FIG. 10. These bits may be 
used as an address to look up an approximation of the 
function from a lookup table, e.g., a table Stored in a Read 
Only Memory (ROM) or other type of memory. In the 
example, the offset has five bits which would indicate a table 
with thirty-two words. However, the lowest quarter of those 
words, corresponding to 0SX-1, are never called for, and 
hence the lookup table only needs to have twenty-four 
words. Also in FIG. 26, some number of bits to the right of 
the offset are labeled “dx.' These bits indicate the amount 
that X is greater than the value of the offset. If a linear 
interpolation algorithm were used, then the lookup table 
would include both the value of y(offset) and the slope of 
y(normalized x) at the offset. The value of dx would be 
multiplied by the slope found from the table and added to the 
value at the offset to find the value of y(normalized x) at 
normalized X. 

Following the computation of the inverse Square root of 
the normalized X, one can then obtain the desired inverse 
Square root of the original argument by shifting the result in 
the opposite direction from the normalization shift by half 
the number of bits. In other words, if the normalization had 
used a shift of 2n=6 bits to the right, then the denormaliza 
tion would shift the result by a constant +(n=3) bits to the 
left. Hence, by building hardware that implements the 
identity given above, one can easily reduce the range of the 
argument, and also easily adjust the result. 

Referring again to the example of FIG. 26, note that the 
binary point of X is Wbits from the left. The values in the 
lookup table are based on the binary point being in the 
position two bits from the left as shown in Table 16. Thus 
there is a constant Shift required for denormalization equal 
to (Wbits-2)/2 in addition to the variable shift of n bits due 
to the barrel shifter 330. The value of y(normalized x) noted 
above can therefore be denormalized by a barrel shifter 
which shifted it in the reverse direction by (n-1-(Wbits/2)) 
bits resulting in the desired y(x). 

FIG. 27 illustrates the differences in the normalization 
process for a case in which the whole number of bits is odd. 
In this example, Wbits is eleven. An extra Zero is prepended 
to X to make it have an even number of whole bits. A set of 
OR gates 325' in this example corresponds to the set of OR 
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gates 325 of FIG. 26 but with the first OR gate eliminated, 
and the bit to the right of the prepended bit is input directly 
to a priority encoder 327. 

Although the normalization technique described above is 
illustrated for the computation of an inverse Square root, it 
can also be applied to the computation of the Square root. 
This technique may be extended in a Straightforward manner 
to other fractional powerS Such as cube root, etc. For 
example, for the cube root, one would build a normalizer 
constrained to shift by multiples of 3 bits, and so on. 

The above-described embodiments of the invention are 
illustrative only. Alternative embodiments may utilize dif 
ferent configurations for the processor elements and linear 
arrays thereof, and may perform computational operations 
other than those described. These and numerous other alter 
native embodiments within the Scope of the appended claims 
will be readily apparent to those skilled in the art. 
What is claimed is: 
1. An apparatus comprising at least one digital processor 

element, the digital processor element comprising: 
arithmetic circuitry operative to multiply real and imagi 

nary parts of at least two complex numbers by real and 
imaginary parts of at least another two complex num 
bers thereby forming at least Sixteen partial products, 
and to form one or more additive combinations of the 
partial products, each of the additive combinations 
representing a real or imaginary number; and 

a register file having at least a first port and a Second port, 
each of the first and Second ports being capable of 
reading two complex words or writing two complex 
words to or from the register file, the ports being 
coupled to the arithmetic circuitry for Supplying the 
complex numbers thereto and receiving the real or 
imaginary numbers therefrom. 

2. The apparatus of claim 1 wherein the arithmetic cir 
cuitry comprises pipelined logic configured Such that latency 
for an operation from beginning to completion is longer than 
a period with which new operations can be initiated, the 
processor element thereby being capable of computing more 
than one operation at a time, each operation having a 
different Starting time. 

3. The apparatus of claim 1 wherein at least one of the first 
or Second ports of the register file comprises logic that 
controllably pairs word lines together, Such that a given Set 
of the two complex words to be accessed by reading or 
Writing may be from the same word line or alternatively one 
from each of a pair of word lines. 

4. The apparatus of claim 3 wherein associated with the at 
least one port in the register file is a crossbar Switch which 
allows the given Set of the two complex words to be read or 
written in a desired order. 

5. The apparatus of claim 4 wherein the register file 
further includes a third port containing a bi-directional data 
bus, an address input bus and a control input, the third port 
being used by another processing device to read or write 
values to the register file independent of any other compu 
tation activity of the processor element. 

6. The apparatus of claim 5 wherein a linear array of the 
processor elements is contained within a digital co-processor 
having an interface port Serving the co-processor and a logic 
block for the interface of the third ports of the processor 
elements through the interface port to a host processor, the 
logic block containing mapping logic to reorder matrix 
elements that enter or leave the interface port to or from 
distributed Storage in the register files of the processor 
elements. 

7. The apparatus of claim 1 wherein the arithmetic cir 
cuitry further comprises at least eight adders having inputs 
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adapted to receive the partial products, the adders being 
capable of forming one or more additive combinations of the 
partial products, each of the adders representing a real or 
imaginary number, the eight adders together being capable 
of forming four complex number Sums and each adder 
having a feedback connection from a result that it has added 
back to its input Such that it can accumulate a new Sum 
corresponding to a Sum of a new input number and the 
previous Sum. 

8. The apparatus of claim 7 wherein the arithmetic cir 
cuitry further comprises a control circuit operative to allow 
each of the adders to begin computing a new Sum or 
alternatively to accumulate a new Sum as the Sum of the 
previous Sum and a new input value, and connections for 
Supplying the Sixteen partial products to the eight adders 
Such that four pairs of the adders can accumulate the four 
complex croSS products of two complex numbers and 
another two complex numbers input to the arithmetic means. 

9. The apparatus of claim 1 further comprising a linear 
array of the processor elements, each of the processor 
elements in the linear array being coupled to at least one 
other processor element in the array. 

10. The apparatus of claim 9 wherein a given one of the 
processor elements in the array includes at least one port 
providing connection to another of the processor elements in 
the array, the port allowing at least one complex number to 
be passed between the given processor element and the other 
processor element. 

11. The apparatus of claim 9 wherein the linear array of 
the processor elements further comprises a head processor 
element and a plurality of regular processor elements, the 
head processor element providing a SuperSet of the func 
tionality of each of the regular processor elements. 

12. The apparatus of claim 11 wherein the head processor 
element is configured to compute a Givens rotation of two 
complex numbers by computing the Sum of the Squares of 
the absolute values of the two complex numbers, normaliz 
ing the Sum, computing the inverse Square root of the Sum 
using the non-linear function generator, multiplying the 
inverse Square root Separately by each of the two complex 
numbers and by the Sum, and denormalizing the three 
resulting products using the exponent to control the amount 
of shifting of the products. 

13. The apparatus of claim 11 wherein the linear array is 
configured to perform a QR decomposition of a matrix, the 
array further comprising: 

bi-directional interconnections between each processor 
element and its neighbor allowing complex c and S 
values of the Givens rotation to be passed from the head 
element to the Second processor element, the c and S 
values then to be passed from one processor element to 
the next processor element through the array; 

a program including instruction words containing indi 
vidual Sub-instructions directed to each of the processor 
elements, each of the Sub-instructions being applied to 
its associated processor element; and 

a Sequencer for Successively applying the instruction 
words in time to control the functioning of the array, 
Such that the program controls the array to perform the 
QR decomposition of the matrix. 

14. The apparatus of claim 13 wherein elements of the 
matrix upon which QR decomposition is to be performed are 
input to the processor elements via external data input ports 
asSociated there with. 

15. The apparatus of claim 13 wherein elements of the 
matrix upon which QR decomposition is to be performed 
reside in the register files associated with the processor 
elements at the beginning of the computation. 
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16. The apparatus of claim 13 being further operative to 
Solve a set of linear equations represented as a matrix 
equation, by first performing the QR decomposition of the 
matrix equation, where the resulting matrix equation in 
triangular form is Stored in the register files of the processor 
elements of the array and where the apparatus then Solves 
the matrix equation in triangular form by utilizing back 
Substitution, the back Substitution being accomplished by 
Storing additional program instructions in an instruction 
memory and Sequencing the additional instructions to con 
trol the functioning of the array. 

17. The apparatus of claim 13 being further operative to 
find the inverse of a known matrix, beginning with an 
identity that the known matrix times its unknown inverse 
equals the identity matrix and representing this identity by a 
matrix representation comprising the known matrix with the 
identity matrix concatenated to it and performing QR 
decomposition on the matrix representation, wherein the 
resulting matrix equation in triangular form is Stored in the 
register files of the processor elements of the array and 
wherein the apparatus then Solves for the unknown inverse 
matrix by utilizing multiple back Substitution operations, 
each of the back Substitution operations being accomplished 
by Storing additional program instructions in an instruction 
memory and Sequencing the additional instructions to con 
trol the functioning of the array. 

18. The apparatus of claim 11 being operative to multiply 
two input matrices, the apparatus Storing the two input 
matrices to be multiplied together in the register file of a 
given processor element of the array, the register file of the 
given processor element being organized Such that two by 
two complex Sub-matrices of each of the two matrices to be 
multiplied are Stored in pairs of word lines So that a pair of 
complex words representing either a row or a column of a 
the Sub-matrix may be directed to a register file port, the 
apparatus further comprising: 

a program including instruction words containing instruc 
tions to control the given processor element, the 
instructions being applied to the given processor ele 
ment, 

a sequencer for Successively applying the instructions in 
time to control the functioning of the given processor 
element, Such that the program Sequentially places 
pairs of values from two rows of the first input matrix 
and pairs of values from two columns of the Second 
input matrix at the inputs to the arithmetic circuitry of 
the processor element, the program controlling the 
given processor element to perform matrix-matrix mul 
tiplication by breaking the resulting product matrix into 
two by two complex Sub-matrices and accumulating 
four complex elements of the resulting Sub-matrix as all 
the cross products of a full two rows of the first input 
matrix and a full two columns of the Second input 
matrix, the resulting product Sub-matrix being Stored in 
the register file. 

19. The apparatus of claim 18 wherein the linear array of 
the processor elements are interconnected in a circular 
manner Such that each processor element can pass complex 
values to its nearest neighbor in one direction. 

20. The apparatus of claim 19 wherein storage of the two 
matrices to be multiplied together in the register file is 
organized Such that each entire column of each of the input 
matrices is initially Stored in the register file of a single 
processor element, the Storage of all of the columns of both 
the input matrices being distributed among the processor 
elements of the array. 

21. The apparatus of claim 11 wherein a subset of the 
processor elements in the linear array of the processor 
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elements are interconnected in a circular manner Such that 
each processor element in the Subset can pass complex 
values to its nearest neighbor in one direction, the array 
including at least one other processor element not a member 
of the Subset and connected to the rest of the array at only 
one point in the circle of the Subset of processor elements, 
Such that the other processor element can receive the same 
complex values that are being passed around the circle 
formed by the subset. 

22. The apparatus of claim 21 wherein the linear array is 
configured to compute a covariance and a croSS correlation 
of an input vector and input Scalar, wherein the input vector 
is a Sequence of complex numbers and the input Scalar is a 
complex number that either already exists in the register files 
of the processor elements or is input through external inputs 
of the processor elements, each of the processor elements of 
the Subset holding two complex elements of the input vector, 
the apparatus further comprising: 

a program including instruction words containing Sub 
instructions to control each the processor element, the 
Sub-instructions being applied to the corresponding 
processor elements, and 

a Sequencer for Successively applying the instructions in 
time to control the functioning of the array in accor 
dance with the program So as to leave a pair of the input 
Vector elements Stationary at one pair of inputs of the 
arithmetic circuitry of each processor element in the 
Subset and leaving the input Scalar Stationary at an input 
of the arithmetic circuitry of the processor element not 
in the Subset but attached to the circle, shift the pairs of 
input vector elements around the circle of the Subset of 
processor elements, control the processor elements in 
the subset to multiply each the two stationary complex 
numbers with the pairs of complex numbers being 
shifted around the circle, and control the processor 
element not in the Subset but attached to the circle to 
multiply the Stationary complex number with the pairs 
of complex numbers being shifted around the circle, the 
resulting products being Stored in the register file. 

23. The apparatus of claim 11 further comprising: 
a bus that can hold one or more complex numbers, and 
a connection from the bus to an input port of the head 

processor element, 
at least one of the regular processor elements containing 

a tri-State driver of the bus, the input of each the tri-State 
driver being driven by its processor element with 
complex words to pass to the head element, Such that 
the array has a configurable circular connection of a 
Subset of the processor elements, allowing different 
numbers of the processor elements to be members of 
the circular interconnection together with the head 
processor element. 

24. The apparatus of claim 11 further comprising: 
a bus that can hold one or more complex numbers, and 
a connection from an output port of the head processor 

element to the bus; 
at least one of the regular processor elements containing 

a multiplexer, one input of the multiplexer being driven 
by the bus and the other input of the multiplexer being 
driven by an output port of a neighboring processor 
element, the output of the multiplexer being Selectable 
as values on either one of its inputs, at most one 
multiplexer being Selectable for the input being driven 
by the bus and the output of the multiplexer being 
available to the processor element, Such that the array 
effectively has a configurable circular connection of a 

Page 38 of 39



US 6,675,187 B1 
49 

Subset of the processor elements, allowing different 
numbers of the processor elements to be members of 
the circular interconnection together with the head 
processor element. 

25. The apparatus of claim 9 wherein at least one of the 
processor elements has an external port for inputting a 
complex number from other logic circuitry for Subsequent 
use in a computation performed by the array. 

26. The apparatus of claim 9 wherein at least one of the 
processor elements has an external port for outputting a 
resulting complex number So that it can be used by other 
logic circuitry. 

27. The apparatus of claim 1 wherein the processing 
element further includes a non-linear function generator. 

28. The apparatus of claim 27 wherein the non-linear 
function generator comprises: 

a normalization circuit operative to Scale a variable by 
shifting the variable into a fixed domain, the normal 
ization logic outputting an exponent value indicating 
how much the variable was shifted; 

a memory for Storing tables of values of interpolation 
coefficients for at least one non-linear function; and 

logic circuitry for taking only a Selected number of the 
most significant bits of the variable and using the 
Selected number of the most significant bits as an 
address to look up interpolation coefficients for the 
function in the table, Such that the value of the function 
at the variable can be approximated by computing an 
interpolation using the interpolation coefficients. 

29. The apparatus of claim 28 wherein the at least one 
non-linear function comprises at least one of an inverse 
Square root function and a reciprocal function. 

30. The apparatus of claim 28 wherein the logic circuitry 
is further operative to compute a Square magnitude of up to 
two numbers, each of which may be complex, and for 
forming the Sum of the Square magnitudes. 

31. The apparatus of claim 28 wherein the non-linear 
function generator further comprises one or more multipliers 
for forming a product of the non-linear function with real or 
complex numbers, and denormalization logic that Scales the 
product based on the exponent by Shifting. 

32. The apparatus of claim 1 wherein the processor 
element further comprises: 

a pipelined delay line operative to output the same 
Sequence of digital words that appeared at its input at 
an earlier time, multiple members of the Sequence 
traversing the delay line at once in various Stages, and 
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SO 
a multiplexer that can Select its output as either the output 

of the delay line or the undelayed input Sequence of the 
delay line, the Selection being controlled by an input to 
the processor element. 

33. The apparatus of claim 32 wherein external control of 
the processor elements allows the Selection of the output of 
the multiplexers to facilitate the performance of a plurality 
of computational algorithms on the linear array, a first Subset 
of the algorithms requiring a delay in passing data from one 
processor element to the next in the array, and a Second 
Subset of the algorithms not requiring a delay in passing data 
from one processor element to the next in the array. 

34. An apparatus comprising: 
a plurality of digital processor elements arranged in a 

linear array, each of the processor elements in the linear 
array being coupled to at least one other processor 
element in the array, wherein at least one of the digital 
processor elements comprises: 
arithmetic circuitry operative to multiply real and 

imaginary parts of at least two complex numbers by 
real and imaginary parts of at least another two 
complex numbers thereby forming at least Sixteen 
partial products, and to form one or more additive 
combinations of the partial products, each of the 
additive combinations representing a real or imagi 
nary number; and 

a register file having at least a first port and a Second 
port, each of the first and Second ports being capable 
of reading two complex words or writing two com 
plex words to or from the register file, the ports being 
coupled to the arithmetic circuitry for Supplying the 
complex numbers thereto and receiving the real or 
imaginary numbers therefrom. 

35. The apparatus of claim 34 wherein the linear array of 
the processor elements further comprises a head processor 
element and a plurality of regular processor elements, the 
head processor element providing a SuperSet of the func 
tionality of each of the regular processor elements. 

36. The apparatus of claim 34 wherein the linear array of 
the processor elements is configured to perform a matrix 
computation including at least one of a Solution of a set of 
linear equations, a matrix inversion, a matrix-matrix 
multiplication, and a computation of at least one of covari 
ance and croSS correlation. 
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