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1. My name is June Ann Munford. I am over the age of 18, have personal

knowledge of the facts set forth herein, and am competent to testify to the

same.

2. I earned a Master of Library and Information Science (MLIS) from the

University of Wisconsin-Milwaukee in 2009. I have over ten years of

experience in the library/information science field. Beginning in 2004, I

have served in various positions in the public library sector including

Assistant Librarian, Youth Services Librarian and Library Director. I have

attached my Curriculum Vitae as Appendix CV.

3. During my career in the library profession, I have been responsible for

materials acquisition for multiple libraries. In that position, I have cataloged,

purchased and processed incoming library works. That includes purchasing

materials directly from vendors, recording publishing data from the material

in question, creating detailed material records for library catalogs and

physically preparing that material for circulation. In addition to my

experience in acquisitions, I was also responsible for analyzing large

collections of library materials, tailoring library records for optimal catalog
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search performance and creating lending agreements between libraries 

during my time as a Library Director.  

4. I am fully familiar with the catalog record creation process in the library

sector. In preparing a material for public availability, a library catalog record

describing that material would be created. These records are typically

written in Machine Readable Catalog (herein referred to as “MARC”) code

and contain information such as a physical description of the material,

metadata from the material’s publisher, and date of library acquisition. In

particular, the 008 field of the MARC record is reserved for denoting the

date of creation of the library record itself. As this typically occurs during

the process of preparing materials for public access, it is my experience that

an item’s MARC record indicates the date of an item’s public availability.

5. Typically, in creating a MARC record, a librarian would gather various bits

of metadata such as book title, publisher and subject headings among others

and assign each value to a relevant numerical field. For example, a book’s

physical description is tracked in field 300 while title/attribution is tracked in

field 245. The 008 field of the MARC record is reserved for denoting the

creation of the library record itself. As this is the only date reflecting the

inclusion of said materials within the library’s collection, it is my experience
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that an item’s 008 field accurately indicates the date of an item’s public 

availability. 

6. I have reviewed Exhibit EX1004, “A 32-bit PowerPC System-on-a-Chip 

with Support for Dynamic Voltage Scaling and Dynamic Frequency Scaling” 

by Kevin J. Nowka, et. al as published in IEEE Journal of Solid-State 

Circuits, November 2002.

7. Attached hereto as Appendix NOWKA01 is a true and correct copy of the 

MARC record for IEEE Journal of Solid-State Circuits as held by the 

Carnegie Library of Pittsburgh. I secured this record myself from the 

library’s public catalog. The MARC record contained within Appendix 

NOWKA01 accurately describes the title, author, publisher, and ISSN 

number of IEEE Journal of Solid-State Circuits. The ‘Lib Has’ field of this 

record visible on page 2 indicates this collection includes the November 

2002 edition of IEEE Journal of Solid-State Circuits containing “A 32-bit 

PowerPC System-on-a-Chip with Support for Dynamic Voltage Scaling and 

Dynamic Frequency Scaling.” In comparing Exhibit EX1004 to Appendix 

NOWKA01, it is my determination that Exhibit EX1004 is a true and 

correct copy of “A 32-bit PowerPC System-on-a-Chip with Support for 

Dynamic Voltage Scaling and Dynamic Frequency Scaling” by Kevin J.
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Nowka et. al as published in IEEE Journal of Solid-State Circuits November 

2002.  

8. The 008 field of the MARC record in Appendix NOWKA01 indicates the 

date of record creation. The 008 field of Appendix NOWKA01 indicates the 

Carnegie Library of Pittsburgh first acquired this journal as of September 1, 

1975 and held the journal in perpetuity until 2008. Considering this 

information, it is my determination that IEEE Journal of Solid-State Circuits 

November 2002 and therefore “A 32-bit PowerPC System-on-a-Chip with 

Support for Dynamic Voltage Scaling and Dynamic Frequency Scaling” was 

made available to the public shortly after its initial release in November 

2002.

9. I have reviewed Exhibit EX1016, “Variable Supply-Voltage Scheme for 

Low-Power High-Speed CMOS Digital Design” by Tadahiro Kuroda, et. al 

as published in IEEE Journal of Solid-State Circuits, March 1998.

10. Attached hereto as Appendix KURODA01 is a true and correct copy of the 

MARC record for IEEE Journal of Solid-State Circuits as held by the 

Carnegie Library of Pittsburgh. I secured this record myself from the 

library’s public catalog. The MARC record contained within Appendix
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KURODA01 accurately describes the title, author, publisher, and ISSN 

number of IEEE Journal of Solid-State Circuits. The ‘Lib Has’ field of this 

record visible on page 2 indicates this collection includes the March 1998 

edition of IEEE Journal of Solid-State Circuits containing “Variable Supply-

Voltage Scheme for Low-Power High-Speed CMOS Digital Design.” In 

comparing Exhibit EX1016 to Appendix KURODA01, it is my 

determination that Exhibit EX1016 is a true and correct copy of "Variable 

Supply-Voltage Scheme for Low-Power High-Speed CMOS Digital 

Design" by Tadahiro Kuroda, et. al as published in IEEE Journal of Solid-

State Circuits March 1998.  

11. The 008 field of the MARC record in Appendix KURODA01 indicates the

date of record creation. The 008 field of Appendix KURODA01 indicates

the Carnegie Library of Pittsburgh first acquired this journal as of September

1, 1975 and held the journal in perpetuity until 2008. Considering this

information, it is my determination that IEEE Journal of Solid-State Circuits

March 1998 and therefore “Variable Supply-Voltage Scheme for Low-

Power High-Speed CMOS Digital Design” was made available to the public

shortly after its initial release in March 1998.
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12. I have reviewed Exhibit EX1017, Dynamic Power Management: Design 

Techniques and CAD Tools by Luca Benini and Giovanni de Micheli.

13. Attached hereto as Appendix BENINI01 is a true and correct copy of the 

MARC record for Dynamic Power Management: Design Techniques and 

CAD Tools as held by the Penn State University library. I secured this record 

myself from the library’s public catalog. The MARC record contained within 

Appendix BENINI01 accurately describes the title, author, publisher, and 

ISBN number of Dynamic Power Management: Design Techniques and 

CAD Tools. In comparing Exhibit EX1017 to Appendix BENINI01, it is my 

determination that Exhibit EX1017 is a true and correct copy of Dynamic 

Power Management: Design Techniques and CAD Tools by Luca Benini and 

Giovanni de Micheli.

14. The 008 field of the MARC record in Appendix BENINI01 indicates the date 

of record creation. The 008 field of Appendix BENINI01 indicates Penn 

State University library first acquired this book as of February 18, 1998. 

Considering this information, it is my determination that Dynamic Power 

Management: Design Techniques and CAD Tools was made available to the 

public shortly after its initial acquisition as of February 18, 1998.
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15. I have reviewed Exhibit EX1018, “A Survey of Design Techniques for 

System-Level Dynamic Power Management” by Luca Benini, et. al as 

published in IEEE Transactions on Very Large Scale Integration (VLSI) 

Systems, June 2000.

16. Attached hereto as Appendix BENINI02 is a true and correct copy of the 

MARC record for IEEE Transactions on Very Large Scale Integration

(VLSI) Systems as held by the Carnegie Library of Pittsburgh. I secured this 

record myself from the library’s public catalog. The MARC record 

contained within Appendix BENINI02 accurately describes the title, author, 

publisher, and ISSN number of IEEE Transactions on Very Large Scale 

Integration (VLSI) Systems. The ‘Lib Has’ field of this record visible on 

page 2 indicates this collection includes the June 2000 edition of IEEE 

Transactions on Very Large Scale Integration (VLSI) Systems containing “A 

Survey of Design Techniques for System-Level Dynamic Power 

Management.” In comparing Exhibit EX1018 to Appendix BENINI02, it is 

my determination that Exhibit EX1018 is a true and correct copy of “A 

Survey of Design Techniques for System-Level Dynamic Power 

Management” by Luca Benini, et. al as published in IEEE Transactions on 

Very Large Scale Integration (VLSI) Systems June 2000.
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17. The 008 field of the MARC record in Appendix BENINI02 indicates the date 

of record creation. The 008 field of Appendix BENINI02 indicates the 

Carnegie Library of Pittsburgh first acquired this journal as of July 7, 1992 

and held the journal in perpetuity until 2009. Considering this information, it 

is my determination that IEEE Transactions on Very Large Scale Integration 

Systems June 2000 and therefore “A Survey of Design Techniques for 

System-Level Dynamic Power Management” was made available to the 

public shortly after its initial release in June 2000.

18. I have reviewed Exhibit EX1019, “Managing Power and Performance for 

System-on-Chip Designs using Voltage Islands” by David Lackey, et. al as 

published in IEEE/ACM International Conference on Computer-Aided 

Design, December 2002.

19. Attached hereto as IEEE01 is a screen capture of a webpage entitled

“Managing power and performance for system-on-chip designs using 

Voltage Islands”. I secure these screen captures myself from

https://ieeexplore.ieee.org/document/1167534. This page is found on the 

Institute of Electrical and Electronics Engineers’ website and describes

“Managing Power and Performance for System-on-Chip Designs using 

Voltage Islands” by David Lackey, et. al as found in Exhibit EX1019.

9



Appendix IEEE01’s description of the Lackey paper indicates this paper was 

published in the proceedings for IEEE/ACM International Conference on 

Computer Aided Design 2002. According to Appendix IEEE01, this 

conference took place from November 10 – 14, 2002 and was added to the 

IEEE Xplore database as of January 29, 2003.  

20. Attached hereto as Appendix LACKEY01 is a true and correct copy of the

MARC record for IEEE/ACM International Conference on Computer-Aided 

Design as held by the Penn State University library. I secured this record 

myself from the library’s public catalog. The MARC record contained 

within Appendix LACKEY01 accurately describes the title, author, 

publisher, and ISSN number of IEEE/ACM International Conference on 

Computer-Aided Design. The ‘Availability’ field of this record visible on 

page 3 indicates this collection includes the December 2002 edition of 

IEEE/ACM International Conference on Computer-Aided Design containing 

“Managing Power and Performance for System-on-Chip Designs using 

Voltage Islands.” In comparing Exhibit EX1019 to Appendix LACKEY01, 

it is my determination that Exhibit EX1019 is a true and correct copy of 

“Managing Power and Performance for System-on-Chip Designs using 

Voltage Islands” by David Lackey, et. al as published in
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IEEE/ACM International Conference on Computer-Aided Design December 

2002.  

21. The 008 field of the MARC record in Appendix LACKEY01 indicates the 

date of record creation. The 008 field of Appendix LACKEY01 indicates the 

Penn State University library first acquired this journal as of March 2, 2001 

and held the journal in perpetuity until 2004. Considering this information, it 

is my determination that IEEE/ACM International Conference on Computer-

Aided Design December 2002 and therefore “Managing Power and 

Performance for System-on-Chip Designs using Voltage Islands” was made 

available to the public shortly after its initial release in December 2002.

22. I have reviewed Exhibit EX1020, “Policy Optimization for Dynamic Power 

Management” by Luca Benini, et. al as published in IEEE Transactions on 

Computer-Aided Design of Integrated Circuits and Systems, June 1999.

23. Attached hereto as Appendix BENINI03 is a true and correct copy of the 

MARC record for IEEE Transactions on Computer-Aided Design of 

Integrated Circuits and Systems as held by the Carnegie Library of 

Pittsburgh. I secured this record myself from the library’s public catalog.
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The MARC record contained within Appendix BENINI03 accurately 

describes the title, author, publisher, and ISSN number of IEEE 

Transactions on Computer-Aided Design of Integrated Circuits and Systems. 

The ‘Lib Has’ field of this record visible on page 2 indicates this collection 

includes the June 1999 edition of IEEE Transactions on Computer-Aided 

Design of Integrated Circuits and Systems containing “Policy Optimization 

for Dynamic Power Management.” In comparing Exhibit EX1020 to 

Appendix BENINI03, it is my determination that Exhibit EX1020 is a true 

and correct copy of “Policy Optimization for Dynamic Power Management” 

by Luca Benini, et. al as published in IEEE Transactions on Computer-

Aided Design of Integrated Circuits and Systems June 1999.  

24. The 008 field of the MARC record in Appendix BENINI03 indicates the

date of record creation. The 008 field of Appendix BENINI03 indicates the

Carnegie Library of Pittsburgh first acquired this journal as of August 18,

1981 and held the journal in perpetuity until 2009. Considering this

information, it is my determination that IEEE Transactions on Computer-

Aided Design of Integrated Circuits and Systems June 1999 and therefore

“Policy Optimization for Dynamic Power Management” was made available

to the public shortly after its initial release in June 1999.
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25. I have reviewed Exhibit EX1021, “Energy-Efficient Processor Design Using 

Multiple Clock Domains with Dynamic Voltage and Frequency Scaling” by 

Greg Semeraro, et. al as published in Proceedings of the Eight International 

Symposium on High-Performance Computer Architecture

(HPCA 02).

26. Attached hereto as Appendix SEMERARO01 is a true and correct copy of 

the MARC record for Proceedings of the Eight International Symposium on 

High-Performance Computer Architecture (HPCA 02) as held by the Penn 

State University library. I secured this record myself from the library’s 

public catalog. The MARC record contained within Appendix 

SEMERARO01 accurately describes the title, author, publisher, and ISBN 

number of Proceedings of the Eight International Symposium on High-

Performance Computer Architecture (HPCA 02). In comparing Exhibit 

EX1021 to Appendix SEMERARO01, it is my determination that Exhibit 

EX1021 is a true and correct copy of “Energy-Efficient Processor Design 

Using Multiple Clock Domains with Dynamic Voltage and Frequency 

Scaling” by Greg Semeraro, et. al as published in Proceedings of the Eight 

International Symposium on High-Performance Computer Architecture

(HPCA 02).
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27. The 008 field of the MARC record in Appendix SEMERARO01 indicates 

the date of record creation. The 008 field of Appendix SEMERARO01 

indicates the Penn State University library first acquired these proceedings 

as of June 12, 2002. Considering this information, it is my determination that 

Proceedings of the Eight International Symposium on High-Performance 

Computer Architecture (HPCA 02) and therefore “Energy-Efficient 

Processor Design Using Multiple Clock Domains with Dynamic Voltage and 

Frequency Scaling” was made available to the public shortly after its initial 

acquisition as of June 12, 2002.

28. I have reviewed Exhibit EX1022, “Viper: A Multiprocessor SOC for 

Advanced Set-Top Box and Digital TV Systems” by Santanu Dutta, et. al as 

published in IEEE Design & Test of Computers, September/October 2001.

29. Attached hereto as Appendix DUTTA01 is a true and correct copy of the 

MARC record for IEEE Design & Test of Computers as held by the 

Carnegie Library of Pittsburgh. I secured this record myself from the 

library’s public catalog. The MARC record contained within Appendix 

DUTTA01 accurately describes the title, author, publisher, and ISSN 

number of IEEE Design & Test of Computers. The ‘Lib Has’ field of this 

record visible on page 2 indicates this collection includes the
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September/October 2001 edition of IEEE Design & Test of Computers 

containing “Viper: A Multiprocessor SOC for Advanced Set-Top Box 

and Digital TV Systems.” In comparing Exhibit EX1022 to Appendix 

DUTTA01, it is my determination that Exhibit EX1022 is a true and 

correct copy of “Viper: A Multiprocessor SOC for Advanced Set-Top 

Box and Digital TV Systems” by Santanu Dutta, et. al as published in 

IEEE Design & Test of Computers September/October 2001.  

30. The 008 field of the MARC record in Appendix DUTTA01 indicates the

date of record creation. The 008 field of Appendix DUTTA01 indicates the

Carnegie Library of Pittsburgh first acquired this journal as of October 17,

1983 and held the journal in perpetuity until 2009. Considering this

information, it is my determination that IEEE Design & Test of Computers

September/October 2001 and therefore “Viper: A Multiprocessor SOC for

Advanced Set-Top Box and Digital TV Systems” was made available to the

public shortly after its initial release in September/October 2001.

31. I am familiar with the Internet Archive, a digital library formally certified by

the State of California as a public library. Among other services that the

Internet Archive makes available to the general public is the Wayback

Machine, an online archive. The Internet Archive’s Wayback Machine
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service archives webpages as of a certain capture date to track changes in the 

web over time. The Internet Archive has been in operation as a nonprofit 

library since 1996 and has hosted the Wayback Machine service since its 

inception in 2001. During my time as a librarian, I frequently used the 

Internet Archive’s Wayback Machine for research and instruction purposes. 

This includes teaching instructional classes on using the Wayback Machine 

to library patrons and using the Wayback Machine to research reference 

inquiries that require hard-to-find online resources. I consider the Internet 

Archive’s recordskeeping to be as rigorous and detailed as other formal 

library recordskeeping practices such as MARC records, OCLC records and 

Dublin Core. 

32. I have reviewed Exhibit EX1023, a paper entitled “The CoreConnect Bus 

Architecture” by IBM Corporation.

33. Attached hereto as Appendix IBM01 is a screen capture of the Internet 

Archive Wayback Machine entry forhttp://www-

1.ibm.com/chips/techlib/techlib.nsf/productfamilies/
CoreConnect_Bus_Arc

hitecture. I secured these screen captures myself from http://www-

01.ibm.com/chips/techlib/techlib.nsf/productfamilies/CoreConnect_Bus_Arc

hitecture.  Exhibit EX1004, also known as “A 32-bit PowerPC System-
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on-a-Chip with Support for Dynamic Voltage Scaling and Dynamic 

Frequency Scaling” by Nowka, et. al, contains a citation of “The 

CoreConnect Bus Architecture” referencing this webpage as 

www.chips.ibm.com/techlib/techlib.nsf/productfamilies/CoreConnect_Bus_

Architecture/. Appendix IBM01 is the result of the Internet Archive results 

for 

www.chips.ibm.com/techlib/techlib.nsf/productfamilies/CoreConnect_Bus_

Architecture/.  

34. Appendix IBM01 contains a page from a historical version of the IBM

website describing various technical documents, including “The

CoreConnect Bus Architecture”. Clicking on the link to “The CoreConnect

Bus Architecture” leads to a page offering the document for download.

Appendix IBM01 also dates their copy of “The CoreConnect Bus

Architecture” with the note “09/01/99”. Considering Appendix IBM01

indicates http://www-

01.ibm.com/chips/techlib/techlib.nsf/productfamilies/CoreConnect_Bus_Arc

hitecture was first preserved by the Internet Archive as of September 16, 

2007, it is also my determination that http://www-

01.ibm.com/chips/techlib/techlib.nsf/productfamilies/CoreConnect_Bus_Arc
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hitecture was first available to the public by the Internet Archive as of 

September 17, 2007 and likely earlier by IBM itself. 

35. Attached hereto as Appendix IBM02 is a screen capture of the Internet

Archive Wayback Machine entry for

http://www.chips.ibm.com/products/coreconnect/docs/crcon_wp.pdf. I

secured these screen captures myself from 

https://web.archive.org/web/20000816221308/http://www.chips.ibm.com/pr

oducts/coreconnect/docs/crcon_wp.pdf. 

36. Appendix IBM02 contains a PDF copy of “The CoreConnect Bus

Architecture” by IBM Corporation. In comparing Appendix IBM02 to 

Exhibit EX1023, it is my determination that Exhibit EX1023 is a true and 

correct copy of “The CoreConnect Bus Architecture”. Considering 

Appendix IBM02 indicates “The CoreConnect Bus Architecture” was first 

preserved by the Internet Archive as of August 16, 2000, it is also my 

determination that “The CoreConnect Bus Architecture” was first available 

to the public by the Internet Archive as of August 16, 2000 if not earlier by 

IBM itself.
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37. I have reviewed Exhibit EX1024, The Computer Engineering Handbook by 

Vojin G. Oklobdzija.

38. Attached hereto as Appendix OKLOBDZIJA01 is a true and correct copy of 

the MARC record for The Computer Engineering Handbook as held by the 

Carnegie Mellon University library. I secured this record myself from the 

library’s public catalog. The MARC record contained within Appendix 

OKLOBDZIJA01 accurately describes the title, author, publisher, and ISBN 

number of The Computer Engineering Handbook. In comparing Exhibit 

EX1024 to Appendix OKLOBDZIJA01, it is my determination that Exhibit 

EX1024 is a true and correct copy of The Computer Engineering Handbook 

by Vojin G. Oklobdzija.

39. The 008 field of the MARC record in Appendix OKLOBDZIJA01 indicates 

the date of record creation. The 008 field of Appendix OKLOBDZIJA01 

indicates Carnegie Mellon University library first acquired this book as of 

September 20, 2001. Considering this information, it is my determination 

that The Computer Engineering Handbook was made available to the public 

shortly after its initial acquisition as of September 20, 2001.
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40. I have reviewed Exhibit EX1025, Computer Systems: Concepts and Design 

by Glenn A. Gibson.

41. Attached hereto as Appendix GIBSON01 is a true and correct copy of the 

MARC record for Computer Systems: Concepts and Design as held by the 

Penn State University library. I secured this record myself from the library’s 

public catalog. The MARC record contained within Appendix GIBSON01 

accurately describes the title, author, publisher, and ISBN number of 

Computer Systems: Concepts and Design. In comparing Exhibit EX1025 to 

Appendix GIBSON01, it is my determination that Exhibit EX1025 is a true 

and correct copy of Computer Systems: Concepts and Design by Glenn

A. Gibson.

42. The 008 field of the MARC record in Appendix GIBSON01 indicates the 

date of record creation. The 008 field of Appendix GIBSON01 indicates 

Penn State University library first acquired this book as of February 15, 

1991. Considering this information, it is my determination that Computer 

Systems: Concepts and Design was made available to the public shortly after 

its initial acquisition as of February 15, 1991.
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43. I have reviewed Exhibit EX1026, Multimedia Information Networking by 

Nalin K. Sharda.

44. Attached hereto as Appendix SHARDA01 is a true and correct copy of the 

MARC record for Multimedia Information Networking as held by the Penn 

State University library. I secured this record myself from the library’s 

public catalog. The MARC record contained within Appendix SHARDA01 

accurately describes the title, author, publisher, and ISBN number of 

Multimedia Information Networking. In comparing Exhibit EX1026 to 

Appendix SHARDA01, it is my determination that Exhibit EX1026 is a true 

and correct copy of Multimedia Information Networking by Nalin K. Sharda.

45. The 008 field of the MARC record in Appendix SHARDA01 indicates the 

date of record creation. The 008 field of Appendix SHARDA01 indicates 

Penn State University library first acquired this book as of November 27, 

2000. Considering this information, it is my determination that Multimedia 

Information Networking was made available to the public shortly after its 

initial acquisition in November 27, 2000.
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46. I have been retained on behalf of the Petitioner to provide assistance in the

above-illustrated matter in establishing the authenticity and public

availability of the documents discussed in this declaration. I am being

compensated for my services in this matter at the rate of $200.00 per hour

plus reasonable expenses.  My statements are objective, and my

compensation does not depend on the outcome of this matter.

47. I declare under penalty of perjury that the foregoing is true and correct. I

hereby declare that all statements made herein of my own knowledge are

true and that all statements made on information and belief are believed to

be true; and further that these statements were made the knowledge that

willful false statements and the like so made are punishable by fine or

imprisonment, or both, under Section 1001 of Title 18 of the United States

Code.

Dated: 6/3/2025 

June Ann Munford
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The CoreConnect™ Bus Architecture
Recent advances in silicon densities now allow for the integration of numerous functions onto a single
silicon chip. With this increased density, peripherals formerly attached to the processor at the card level
are integrated onto the same die as the processor. As a result, chip designers must now address issues
traditionally handled by the system designer. In particular, the on-chip buses used in such system-on-a-
chip designs must be sufficiently flexible and robust in order to support a wide variety of embedded
system needs.

The IBM Blue Logic™ cores program provides the framework to efficiently realize complex system-on-a-
chip (SOC) designs. Typically, a SOC contains numerous functional blocks representing a very large
number of logic gates. Designs such as these are best realized through a macro-based approach. Macro-
based design provides numerous benefits during logic entry and verification, but the ability to reuse
intellectual property is often the most significant. From generic serial ports to complex memory controllers
and processor cores, each SOC generally requires the use of common macros.

Many single chip solutions used in applications today are designed as custom chips, each with its own
internal architecture. Logical units within such a chip are often difficult to extract and re-use in different
applications. As a result, many times the same function is redesigned from one application to another.
Promoting reuse by ensuring macro interconnectivity is accomplished by using common buses for inter-
macro communications. To that end, the IBM CoreConnect architecture provides three buses for
interconnecting cores, library macros, and custom logic:

 Processor Local Bus (PLB)
 On-Chip Peripheral Bus (OPB)
 Device Control Register (DCR) Bus

Figure 1 illustrates how the CoreConnect architecture can be used to interconnect macros in a PowerPC
440 based SOC. High performance, high bandwidth blocks such as the PowerPC 440 CPU core, PCI-X
Bridge and PC133/DDR133 SDRAM Controller reside on the PLB, while the OPB hosts lower data rate
peripherals. The daisy-chained DCR bus provides a relatively low-speed data path for passing
configuration and status information between the PowerPC 440 CPU core and other on-chip macros.
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Figure 1: CoreConnect Based System-On-a-Chip.
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The CoreConnect architecture shares many similarities with the Advanced Microcontroller Bus
Architecture (AMBA™) from ARM Ltd. As shown in Table 1, the recently announced AMBA 2.01 includes
the specification of many high performance features that have been available in the CoreConnect
architecture for over three years. Both architectures support data bus widths of 32-bits and higher, utilize
separate read and write data paths and allow multiple masters. CoreConnect and AMBA 2.0 now both
provide high performance features including pipelining, split transactions and burst transfers. Many
custom designs utilizing the high performance features of the CoreConnect architecture are available in
the marketplace today.

Open specifications for the CoreConnect architecture are available on the IBM Microelectronics web site.
In addition, IBM offers a no-fee, royalty-free CoreConnect architectural license. Licensees receive the
PLB arbiter, OPB arbiter and PLB/OPB bridge designs along with bus model toolkits and bus functional
compilers for the PLB, OPB and DCR buses. In the future, IBM intends to include compliance test suites
for each of the three buses.

Processor Local Bus

The PLB and OPB buses provide the primary means of data flow among macro elements. Because these
two buses have different structures and control signals, individual macros are designed to interface to
either the PLB or the OPB. Usually the PLB interconnects high-bandwidth devices such as processor
cores, external memory interfaces and DMA controllers.

The PLB addresses the high performance, low latency and design flexibility issues needed in a highly
integrated SOC through:

 Decoupled address, read data, and write data buses with split transaction capability
 Concurrent read and write transfers yielding a maximum bus utilization of two data transfers per

clock
 Address pipelining that reduces bus latency by overlapping a new write request with an ongoing

write transfer and up to three read requests with an ongoing read transfer.
 Ability to overlap the bus request/grant protocol with an ongoing transfer

1 ARM AMBA data obtained from the ARM web pages.

IBM CoreConnect
Processor Local Bus

ARM AMBA 2.0
AMBA High-performance Bus

Bus Architecture 32-, 64-, and 128-bits
Extendable to 256-bits 32-, 64-, and 128-bits

Data Buses Separate Read and Write Separate Read and Write

Key Capabilities

Multiple Bus Masters
4 Deep Read Pipelining
2 Deep Write Pipelining

Split Transactions
Burst Transfers
Line Transfers

Multiple Bus Masters
Pipelining

Split Transactions
Burst Transfers
Line Transfers

On-Chip Peripheral Bus AMBA Advanced Peripheral Bus
Masters

Supported Supports Multiple Masters Single Master: The APB Bridge

Bridge Function Master on PLB or OPB APB Master Only
Data Buses Separate Read and Write Separate or 3-state

Table 1: Comparison of IBM CoreConnect and ARM AMBA 2.0 Architectures.
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In addition to providing a high bandwidth data path, the PLB offers designers flexibility through the
following features:

 Support for both multiple masters and slaves
 Four priority levels for master requests allowing PLB implementations with various arbitration

schemes
 Deadlock avoidance through slave forced PLB rearbitration
 Master driven atomic operations through a bus arbitration locking mechanism
 Byte-enable capability, supporting unaligned transfers
 A sequential burst protocol allowing byte, half-word, word and double-word burst transfers
 Support for 16-, 32- and 64-byte line data transfers
 Read word address capability, allowing slaves to return line data either sequentially or target

word first
 DMA support for buffered, fly-by, peripheral-to-memory, memory-to-peripheral, and memory-to-

memory transfers
 Guarded or unguarded memory transfers allow slaves to individually enable or disable

prefetching of instructions or data
 Slave error reporting
 Architecture extendable to 256-bit data buses
 Fully synchronous

The PLB specification describes a system architecture along with a detailed description of the signals and
transactions. PLB-based custom logic systems require the use of a PLB macro to interconnect the
various master and slave macros.

Figure 2 illustrates the connection of multiple masters and slaves through the PLB macro. Each PLB
master is attached to the PLB macro via separate address, read data and write data buses and a plurality
of transfer qualifier signals. PLB slaves are attached to the PLB macro via shared, but decoupled,
address, read data and write data buses along with transfer control and status signals for each data bus.

The PLB architecture supports up to 16 master devices. Specific PLB macro implementations, however,
may support fewer masters. The PLB architecture also supports any number of slave devices. The

PLB Masters PLB Macro PLB Slaves

Status
&

Control

Read Data

Shared Bus

Central Arbiter

Status & Control

Read Data

Control

Address
& Transfer
Qualifiers

Write Data

Arbitration

Address
& Transfer
Qualifiers

Control

Write Data

Figure 2: Example of PLB Interconnection.
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number of masters and slaves attached to a PLB macro directly affects the maximum attainable PLB bus
clock rate. This is because larger systems tend to have increased bus wireload and a longer delay in
arbitrating among multiple masters and slaves.

The PLB macro consists of a bus arbitration control unit and the control logic required to manage the
address and data flow through the PLB. The separate address and data buses from the masters allow
simultaneous transfer requests. The PLB macro arbitrates among these requests and directs the address,
data and control signals from the granted master to the slave bus. The slave response is then routed from
the slave bus back to the appropriate master.

PLB Bus Transactions

PLB transactions consist of multiphase address and data tenures. Depending on the level of bus activity
and capabilities of the PLB slaves, these tenures may be one or more PLB bus cycles in duration. In
addition, address pipelining and separate read and write data buses yield increased bus throughput by
way of concurrent tenures. Address tenures have three phases: request, transfer and address acknowl-
edge. A PLB transaction begins when a master drives its address and transfer qualifier signals and
requests ownership of the bus during the request phase of the address tenure. Once the PLB arbiter
grants bus ownership the master's address and transfer qualifiers are presented to the slave devices
during the transfer phase. The address cycle terminates when a slave latches the master's address and
transfer qualifiers during the address acknowledge phase.

Figure 3 illustrates two deep read and write address pipelining along with concurrent read and write data
tenures. Master A and Master B represent the state of each master's address and transfer qualifiers. The
PLB arbitrates between these requests and passes the selected master's request to the PLB slave
address bus. The trace labeled Address Phase shows the state of the PLB slave address bus during
each PLB clock.

As shown in Figure 3, the PLB specification supports implementations where these three phases can
require only a single PLB clock cycle. This occurs when the requesting master is immediately granted
access to the slave bus and the slave acknowledges the address in the same cycle. If a master issues a
request that cannot be immediately forwarded to the slave bus, the request phase lasts one or more
cycles.

Each data beat in the data tenure has two phases: transfer and acknowledge. During the transfer phase
the master drives the write data bus for a write transfer or samples the read data bus for a read transfer.
As shown in Figure 3, the first (or only) data beat of a write transfer coincides with the address transfer

Read Data Phase

Write Data Phase

XFER ACK

XFER ACKREQ XFER ACKREQ

XFER ACKREQ

XFER ACK XFER ACK XFER ACK

XFER ACKREQ

XFER ACK XFER ACK

XFER ACK XFER ACK XFER ACK

PLB Clock

Master A

Master B

Address Phase

XFER ACK

XFER ACKXFER ACK

Figure 3: PLB Transfer Protocol Example.
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phase. Data acknowledge cycles are required during the data acknowledge phase for each data beat in a
data cycle. In the case of a single-beat transfer, the data acknowledge signals also indicate the end of the
data transfer. For line or burst transfers, the data acknowledge signals apply to each individual beat and
indicate the end of the data cycle only after the final beat. The highest data throughput occurs when data
is transferred between master and slave in a single PLB clock cycle. In this case the data transfer and
data acknowledge phases are coincident. During multi-cycle accesses there is a wait-state either before
or between the data transfer and data acknowledge phases.

The PLB address, read data, and write data buses are decoupled from one another, allowing for address
cycles to be overlapped with read or write data cycles, and for read data cycles to be overlapped with
write data cycles. The PLB split bus transaction capability allows the address and data buses to have
different masters at the same time. Additionally, a second master may request ownership of the PLB, via
address pipelining, in parallel with the data cycle of another master's bus transfer. This is shown in Figure
3. Overlapped read and write data transfers and split-bus transactions allow the PLB to operate at a very
high bandwidth by fully utilizing the read and write data buses.

Allowing PLB devices to move data using long burst transfers can further enhance bus throughput.
However, to control the maximum latency in a particular application, master latency timers are required.
All masters able to issue burst operations must contain a latency timer that increments at the PLB clock
rate and a latency count register. The latency count register is an example of a configuration register that
is accessed via the DCR bus. During a burst operation, the latency timer begins counting after an address
acknowledge is received from a slave. When the latency timer exceeds the value programmed into the
latency count register, the master can either immediately terminate its burst, continue until another master
requests the bus or continue until another master requests the bus with a higher priority.

PLB Cross-Bar Switch

In some PLB-based systems multiple masters may cause the aggregate data bandwidth to exceed that
which can be satisfied with a single PLB. With such a system it may be possible to place the high data
rate masters and their target slaves on separate PLB buses. An example is a multiprocessor system
using separate memory controllers. A macro known as the PLB Cross-Bar Switch (CBS) can be utilized to
allow communication between masters on one PLB and slaves on the other. As shown in Figure 4, the
CBS is placed between the PLB arbiters and their slave buses. When a master begins a transaction, the
CBS uses the associated address to select the appropriate slave bus. The CBS supports simultaneous
data transfers on both PLB buses along with a prioritization scheme to handle multiple requests to a
common slave port. In addition, a high priority request can interrupt a lower priority transaction.

On-Chip Peripheral Bus

The On-Chip Peripheral Bus (OPB) is a secondary bus architected to alleviate system performance
bottlenecks by reducing capacitive loading on the PLB. Peripherals suitable for attachment to the OPB
include serial ports, parallel ports, UARTs, GPIO, timers and other low-bandwidth devices. As part of the
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Slave Bus 2

Slave Bus 1
Master A

Master B

Master C

Master D

PLB
Arbiter 1

PLB
Arbiter 2
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Switch

Figure 4: PLB Crossbar Switch.
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IBM Blue Logic cores program, all OPB core peripherals directly attach to OPB. This common design
point accelerates the design cycle time by allowing system designers to easily integrate complex
peripherals into an ASIC.

The OPB provides the following features:

 A fully synchronous protocol with separate 32-bit address and data buses
 Dynamic bus sizing to support byte, half-word and word transfers
 Byte and half-word duplication for byte and half-word transfers
 A sequential address (burst) protocol
 Support for multiple OPB bus masters
 Bus parking for reduced-latency transfers

OPB Bridge

PLB masters gain access to the peripherals on the OPB bus through the OPB bridge macro. The OPB
bridge acts as a slave device on the PLB and a master on the OPB. It supports word (32-bit), half-word
(16-bit) and byte read and write transfers on the 32-bit OPB data bus, bursts and has the capability to
perform target word first line read accesses. The OPB bridge performs dynamic bus sizing, allowing
devices with different data widths to efficiently communicate. When the OPB bridge master performs an
operation wider than the selected OPB slave the bridge splits the operation into two or more smaller
transfers.

OPB Implementation

The OPB supports multiple masters and slaves by implementing the address and data buses as a
distributed multiplexer. This type of structure is suitable for the less data intensive OPB bus and allows
adding peripherals to a custom core logic design without changing the I/O on either the OPB arbiter or
existing peripherals. Figure 5 shows one method of structuring the OPB address and data buses.
Observe that both masters and slaves provide enable control signals for their outbound buses. By
requiring that each macro provide this signal, the associated bus combining logic can be strategically
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Figure 5: OPB Physical Implementation.
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placed throughout the chip. As shown in the figure, either of the masters is capable of providing an
address to the slaves, whereas both masters and slaves are capable of driving and receiving the
distributed data bus.

DCR Bus

Lower performance status and configuration registers are typically read and written through the Device
Control Register (DCR) Bus. The DCR provides a maximum throughput of one read or write transfer
every two cycles and is a fully synchronous bus typically implemented as a distributed multiplexer. Figure
6 illustrates the address and data flow between a processor core master and the DCR slaves. Observe
that the relatively slow DCR bus utilizes a ring-type data bus. This provides the required connectivity while
minimizing silicon usage.

Design Toolkits

Design toolkits are available for each of the on-chip buses. These toolkits contain master, slave and
arbiter Bus Functional Models (BFM). Also provided is a Bus Functional Compiler used to translate
testcases written in a bus functional language into simulator commands executable by the master and
slave models.

These toolkits aid in unit and subsystem simulation of macros designed for attachment to any of the three
on-chip buses. The toolkits are available in VHDL and Verilog such that they can be used in any
simulation environment. The Bus Functional Language (BFL) command definition is unique for each bus
and allows the user to execute and respond to all allowable transactions on the particular bus. BFL is
processed by the bus functional compiler into command sequences executable by a BFM running on an
event driven simulator such as VerilogXL, MTI or VSS.

Each bus toolkit provides a bus monitor that automatically performs architectural protocol checking on all
masters and slaves attached to the bus. These checks verify that the masters and slaves under test
adhere to the defined bus protocol and help to ensure compatibility when the macros are interconnected
in a system environment. In addition to protocol checking, the master and slave models also perform read
and write data checking. For example, when a master is programmed to perform a read transfer, the
model checks the read data with the expected data as programmed in the BFL.

The toolkits also support concurrently executing multiple master models. A model intercommunication
scheme is provided to allow transaction synchronization between the masters. One use of this feature is
creating bus contention testcases often necessary to verify a macro.

DCR Slave B

DCRs DCRs

DCR Slave A

PPC440
CPU

DCR Master

Address

Write DataRead Data

Figure 6: DCR Bus Structure.
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Summary

The open standard CoreConnect bus provides the primary means of communication between macros in
an IBM Blue Logic design. Designers realize several advantages in creating and using compliant macros.
First, IBM is continually expanding its extensive library of Blue Logic off-the-shelf core macros. These
logic blocks are easily integrated into a customer's SOC solution. Additionally, customers benefit by being
able to reuse their own macros in multiple products. Finally, these common interfaces allow for easy
integration, providing valuable time savings when implementing complex designs.

Design toolkits are available for the CoreConnect bus and include functional models, monitors, and a bus
functional language to drive the models. These toolkits provide an excellent validation environment for
engineers designing macros to attach to the PLB, OPB and DCR buses.

Further information on CoreConnect licensing, IBM Blue Logic, available cores, macros, and design
toolkits is available on the WWW at:

http://www.chips.ibm.com/products/coreconnect
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