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What is claimed is:  

1. A method for securing a data set, the method 

steps implemented by a programmed computer system, the 

method steps comprising: 

5 creating integrity information using the data 

set; 

encrypting the data set based on an 

encryption key to produce an encrypted data set; 

generating data splitting information, 

10 wherein the data splitting information is usable to 

determine into which of a plurality of shares of data a 

unit of data of the encrypted data set will be placed; 

separating the encrypted data set into the 

plurality of shares 

15 information; 

including 

based on the data splitting 

in the plurality of shares data 

indicative of ( a) the encryption key and ( b) the 

integrity information; and 

causing the plurality of shares to be stored 

20 in respective separate storage locations; 

wherein the data set is restorable by accessing less 

than all, but at least a threshold number of, the 

plurality of shares. 

2. The method of claim 1, wherein the step 

of separating the encrypted data set comprises using a 

deterministic technique. 

3. The method of claim 1, wherein the step 

of separating the encrypted data set comprises using a 

substantially random technique. 

29532998_1 
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4. The method of claim 1, further 

comprising causing a plurality of data units in each of 

the shares to be rearranged relative to one another 

5 after the separating step. 

5. The method of claim 1, wherein the step 

of separating the encrypted data into the plurality of 

shares comprises causing the plurality of shares to 

5 have a substantially randomly distribution of the 

encrypted data set. 

6. The method of claim 1, wherein the data 

indicative of the encryption key comprises data created 

using a Shamir algorithm. 

7. The method of claim 1, wherein the step 

of including data indicative of the encryption key 

comprises: 

5 encrypting the encryption key with a second 

key; and 

including in the plurality of shares data 

indicative of the encrypted encryption key. 

8. The method of claim 7 further comprising 

the method step of storing the second key outside of 

the plurality of shares, wherein the data set is 

5 restorable by accessing less than all, but at least a 

threshold number of, the plurality of shares, and the 

second key. 

9. The method of claim 1, wherein the step 

of storing the shares in respective separate storage 

29532998_1 
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locations comprises storing the shares on at least two 

5 separate storage devices. 

10. A non- transitory computer readable 

medium storing computer executable instructions that, 

when executed by at least one processor, cause a 

computer system to carry out a method for securing a 

10 data set, the method comprising the steps of: 

creating integrity information using the data 

set; 

encrypting the data set based on an 

encryption key to produce an encrypted data set; 

15 generating data splitting information, 

wherein the data splitting information is usable to 

determine into which of a plurality of shares of data a 

unit of data of the encrypted data set will be placed; 

separating the encrypted data set into the 

20 plurality of shares based on the data splitting 

information; 

including in the plurality of shares data 

indicative of ( a) the encryption key and ( b) the 

integrity information; and 

25 causing the plurality of shares to be stored 

in respective separate storage locations; 

wherein the data set is restorable by accessing less 

than all, but at least a threshold number of, the 

plurality of shares. 

11. The non- transitory computer readable 

medium of claim 10, wherein the step of separating the 

encrypted data set comprises using a deterministic 

5 technique. 
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12. The non- transitory computer readable 

medium of claim 10, wherein the step of separating the 

encrypted data set comprises using a substantially 

5 random technique. 

13. The non- transitory computer readable 

medium of claim 10, wherein the method further 

comprises causing a plurality of data units of the 

5 encrypted data set to be rearranged relative to one 

another after the separating step. 

14. The non- transitory computer readable 

medium of claim 10, wherein the step of separating the 

encrypted data into the plurality of shares comprises 

5 causing the plurality of shares to have a substantially 

randomly distribution of the encrypted data set. 

15. The non- transitory computer readable 

medium of claim 10, wherein the data indicative of the 

encryption key comprises data created using a Shamir 

5 algorithm. 

16. The non- transitory computer readable 

medium of claim 10, wherein the step of including data 

indicative of the encryption key comprises: 

5 encrypting the encryption key with a second 

key; and 

including in the plurality of shares data 

indicative of the encrypted encryption key. 

17. The non- transitory computer readable 

medium of claim 16 wherein the method further comprises 

storing the second key outside of the plurality of 

29532998_1 
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5 shares, wherein the data set is restorable by accessing 

less than all, but at least a threshold number of, the 

plurality of shares, and the second key. 

medium 

shares 

of 

in 

5 comprises 

18. The non- transitory computer readable 

claim 10, wherein the step of storing the 

respective separate storage locations 

storing the shares on at least two separate 

storage devices. 

19. A computer system for securing a data 

set, the system comprising: 

at least one processor; 

5 a non- transitory computer readable medium 

storing computer executable instructions that, when 

executed by the at least one processor, cause the 

computer system to carry out a method for securing a 

data set, the method comprising the steps of: 

10 creating integrity information using the data 

set; 

encrypting the data set based on an 

encryption key to produce an encrypted data set; 

generating data splitting information, 

15 wherein the data splitting information is usable to 

determine into which of a plurality of shares of data a 

unit of data of the encrypted data set will be placed; 

separating the encrypted data set into the 

plurality of shares based on the data splitting 

20 information; 

including in the plurality of shares data 

indicative of ( a) the encryption key and ( b) the 

integrity information; and 
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causing the plurality of shares to be stored 

25 in respective separate storage locations; 

wherein the data set is restorable by 

accessing less than all, but at least a threshold 

number of, the plurality of shares. 

20. The system of claim 19, wherein the step 

of separating the encrypted data set comprises using a 

deterministic technique. 

21. The system of claim 19, wherein the step 

of separating the encrypted data set comprises using a 

substantially random technique. 

5 22. The system of claim 19, wherein the 

method further comprises causing a plurality of data 

units of the encrypted data set to be rearranged 

relative to one another after the separating step. 

23. The system of claim 19, wherein the step 

of separating the encrypted data into the plurality of 

shares comprises causing the plurality of shares to 

5 have a substantially randomly distribution of the 

encrypted data set. 

24. The system of claim 19, wherein data 

indicative of the encryption key comprises data that 

was created using a Shamir algorithm. 

25. The system of claim 19, wherein the step 

of including data indicative of the encryption key 

comprises: 

29532998_1 
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5 encrypting the encryption key with a second 

key; and 

including in the plurality of shares data 

indicative of the encrypted encryption key. 

26. The system of claim 25 wherein the 

method further comprises storing the second key outside 

of the plurality of shares, wherein the data set is 

5 restorable by accessing less than all, but at least a 

threshold number of, the plurality of shares, and the 

second key. 

27. The system of claim 19, wherein the 

10 separate storage locations are located on at least two 

separate storage devices. 

29532998_1 

EX1009, Page 12



- 182 - 

104093-0002-104 

SECURE DATA PARSER METHOD AND SYSTEM 

Abstract of the Invention  

[0455] A secure data parser is provided that may be 

integrated into any suitable system for securely 

storing and communicating data. The secure data parser 

5 parses data and then splits the data into multiple 

portions that are stored or communicated distinctly. 

Encryption of the original data, the portions of data, 

or both may be employed for additional security. The 

secure data parser may be used to protect data in 

10 motion by splitting original data into portions of 

data, that may be communicated using multiple 

communications paths. 
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104093-0002-104 

SECURE DATA PARSER METHOD AND SYSTEM 

Cross-reference to Related Applications  

[0001] This is a continuation of U.S. Patent 

Application No. 11/258,839, filed October 25, 2005, 

which claims the benefit of U.S. provisional 

application No. 60/622,146, filed on October 25, 2004, 

and U.S. provisional application No. 60/718,185, filed 

September 16, 2005, all of which are hereby 

incorporated by reference herein in their entireties. 

Field of the Invention  

[0002] The present invention relates in general to a 

system for securing data from unauthorized access or 

use. 

5 

Background of the Invention  

[0003] In today's society, individuals and 

businesses conduct an ever-increasing amount of 

activities on and over computer systems. These computer 

10 systems, including proprietary and non-proprietary 

computer networks, are often storing, archiving, and 

transmitting all types of sensitive information. Thus, 

an ever-increasing need exists for ensuring data stored 

and transmitted over these systems cannot be read or 

15 otherwise compromised. 

29532998_1 
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[0004] One common solution for securing computer 

systems is to provide login and password functionality. 

However, password management has proven to be quite 

costly with a large percentage of help desk calls 

5 relating to password issues. Moreover, passwords 

provide little security in that they are generally 

stored in a file susceptible to inappropriate access, 

through, for example, brute- force attacks. 

[0005] Another solution for securing computer 

10 systems is to provide cryptographic infrastructures. 

Cryptography, in general, refers to protecting data by 

transforming, or encrypting, it into an unreadable 

format. Only those who possess the key(s) to the 

encryption can decrypt the data into a useable format. 

15 Cryptography is used to identify users, e.g., 

authentication, to allow access privileges, e.g., 

authorization, to create digital certificates and 

signatures, and the like. One popular cryptography 

system is a public key system that uses two keys, a 

20 public key known to everyone and a private key known 

only to the individual or business owner thereof. 

Generally, the data encrypted with one key is decrypted 

with the other and neither key is recreatable from the 

other. 

25 [0006] Unfortunately, even the foregoing typical 

public-key cryptographic systems are still highly 

reliant on the user for security. For example, 

cryptographic systems issue the private key to the 

user, for example, through the user's browser. 

30 Unsophisticated users then generally store the private 

key on a hard drive accessible to others through an 

open computer system, such as, for example, the 

Internet. On the other hand, users may choose poor 

29532998_1 
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names for files containing their private key, such as, 

for example, "key." The result of the foregoing and 

other acts is to allow the key or keys to be 

susceptible to compromise. 

5 [0007] In addition to the foregoing compromises, a 

user may save his or her private key on a computer 

system configured with an archiving or backup system, 

potentially resulting in copies of the private key 

traveling through multiple computer storage devices or 

10 other systems. This security breach is often referred 

to as "key migration." Similar to key migration, many 

applications provide access to a user's private key 

through, at most, simple login and password access. As 

mentioned in the foregoing, login and password access 

15 often does not provide adequate security. 

[0008] One solution for increasing the security of 

the foregoing cryptographic systems is to include 

biometrics as part of the authentication or 

authorization. Biometrics generally include measurable 

20 physical characteristics, such as, for example, finger 

prints or speech that can be checked by an automated 

system, such as, for example, pattern matching or 

recognition of finger print patterns or speech 

patterns. In such systems, a user's biometric and/or 

25 keys may be stored on mobile computing devices, such 

as, for example, a smartcard, laptop, personal digital 

assistant, or mobile phone, thereby allowing the 

biometric or keys to be usable in a mobile environment. 

[0009] The foregoing mobile biometric cryptographic 

30 system still suffers from a variety of drawbacks. For 

example, the mobile user may lose or break the 

smartcard or portable computing device, thereby having 

his or her access to potentially important data 

29532998_1 
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entirely cut-off. Alternatively, a malicious person 

may steal the mobile user's smartcard or portable 

computing device and use it to effectively steal the 

mobile user's digital credentials. On the other hand, 

5 the portable- computing device may be connected to an 

open system, such as the Internet, and, like passwords, 

the file where the biometric is stored may be 

susceptible to compromise through user inattentiveness 

to security or malicious intruders. 

10 

Summary of the Invention  

[0010] Based on the foregoing, a need exists to 

provide a cryptographic system whose security is 

user- independent while still supporting mobile users. 

15 [0011] Accordingly, one aspect of the present 

invention is to provide a method for securing virtually 

any type of data from unauthorized access or use. The 

method comprises one or more steps of parsing, 

splitting and/or separating the data to be secured into 

20 two or more parts or portions. The method also 

comprises encrypting the data to be secured. 

Encryption of the data may be performed prior to or 

after the first parsing, splitting and/or separating of 

the data. In addition, the encrypting step may be 

25 repeated for one or more portions of the data. 

Similarly, the parsing, splitting and/or separating 

steps may be repeated for one or more portions of the 

data. The method also optionally comprises storing the 

parsed, split and/or separated data that has been 

30 encrypted in one location or in multiple locations. 

This method also optionally comprises reconstituting or 

re- assembling the secured data into its original form 

for authorized access or use. This method may be 
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incorporated into the operations of any computer, 

server, engine or the like, that is capable of 

executing the desired steps of the method. 

[0012] Another aspect of the present invention 

5 provides a system for securing virtually any type of 

data from unauthorized access or use. This system 

comprises a data splitting module, a cryptographic 

handling module, and, optionally, a data assembly 

module. The system may, in one embodiment, further 

10 comprise one or more data storage facilities where 

secure data may be stored. 

[0013] Accordingly, one aspect of the invention is 

to provide a secure server, or trust engine, having 

server- centric keys, or in other words, storing 

15 cryptographic keys and user authentication data on a 

server. According to this embodiment, a user accesses 

the trust engine in order to perform authentication and 

cryptographic functions, such as, but not limited to, 

for example, authentication, authorization, digital 

20 signing and generation, storage, and retrieval of 

certificates, encryption, notary- like and 

power- of- attorney- like actions, and the like. 

[0014] Another aspect of the invention is to provide 

a reliable, or trusted, authentication process. 

25 Moreover, subsequent to a trustworthy positive 

authentication, a wide number of differing actions may 

be taken, from providing cryptographic technology, to 

system or device authorization and access, to 

permitting use or control of one or a wide number of 

30 electronic devices. 

[0015] Another aspect of the invention is to provide 

cryptographic keys and authentication data in an 

environment where they are not lost, stolen, or 
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compromised, thereby advantageously avoiding a need to 

continually reissue and manage new keys and 

authentication data. According to another aspect of 

the invention, the trust engine allows a user to use 

5 one key pair for multiple activities, vendors, and/or 

authentication requests. According to yet another 

aspect of the invention, the trust engine performs at 

least one step of cryptographic processing, such as, 

but not limited to, encrypting, authenticating, or 

10 signing, on the server side, thereby allowing clients 

or users to possess only minimal computing resources. 

[0016] According to yet another aspect of the 

invention, the trust engine includes one or multiple 

depositories for storing portions of each cryptographic 

15 key and authentication data. The portions are created 

through a data splitting process that prohibits 

reconstruction without a predetermined portion from 

more than one location in one depository or from 

multiple depositories. According to another 

20 embodiment, the multiple depositories may be 

geographically remote such that a rogue employee or 

otherwise compromised system at one depository will not 

provide access to a user's key or authentication data. 

[0017] According to yet another embodiment, the 

25 authentication process advantageously allows the trust 

engine to process multiple authentication activities in 

parallel. According to yet another embodiment, the 

trust engine may advantageously track failed access 

attempts and thereby limit the number of times 

30 malicious intruders may attempt to subvert the system. 

[0018] According to yet another embodiment, the 

trust engine may include multiple instantiations where 

each trust engine may predict and share processing 
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loads with the others. According to yet another 

embodiment, the trust engine may include a redundancy 

module for polling a plurality of authentication 

results to ensure that more than one system 

5 authenticates the user. 

[0019] Therefore, one aspect of the invention 

includes a secure cryptographic system, which may be 

remotely accessible, for storing data of any type, 

including, but not limited to, a plurality of private 

10 cryptographic keys to be associated with a plurality of 

users. The cryptographic system associates each of the 

plurality of users with one or more different keys from 

the plurality of private cryptographic keys and 

performs cryptographic functions for each user using 

15 the associated one or more different keys without 

releasing the plurality of private cryptographic keys 

to the users. The cryptographic system comprises a 

depository system having at least one server which 

stores the data to be secured, such as a plurality of 

20 private cryptographic keys and a plurality of 

enrollment authentication data. Each enrollment 

authentication data identifies one of multiple users 

and each of the multiple users is associated with one 

or more different keys from the plurality of private 

25 cryptographic keys. The cryptographic system also may 

comprise an authentication engine which compares 

authentication data received by one of the multiple 

users to enrollment authentication data corresponding 

to the one of multiple users and received from the 

30 depository system, thereby producing an authentication 

result. The cryptographic system also may comprise a 

cryptographic engine which, when the authentication 

result indicates proper identification of the one of 
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the multiple users, performs cryptographic functions on 

behalf of the one of the multiple users using the 

associated one or more different keys received from the 

depository system. The cryptographic system also may 

5 comprise a transaction engine connected to route data 

from the multiple users to the depository server 

system, the authentication engine, and the 

cryptographic engine. 

[0020] Another aspect of the invention includes a 

10 secure cryptographic system that is optionally remotely 

accessible. The cryptographic system comprises a 

depository system having at least one server which 

stores at least one private key and any other data, 

such as, but not limited to, a plurality of enrollment 

15 authentication data, wherein each enrollment 

authentication data identifies one of possibly multiple 

users. The cryptographic system may also optionally 

comprise an authentication engine which compares 

authentication data received by users to enrollment 

20 authentication data corresponding to the user and 

received from the depository system, thereby producing 

an authentication result. The cryptographic system 

also comprises a cryptographic engine which, when the 

authentication result indicates proper identification 

25 of the user, performs cryptographic functions on behalf 

of the user using at least said private key, which may 

be received from the depository system. The 

cryptographic system may also optionally comprise a 

transaction engine connected to route data from the 

30 users to other engines or systems such as, but not 

limited to, the depository server system, the 

authentication engine, and the cryptographic engine. 
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[0021] Another aspect of the invention includes a 

method of facilitating cryptographic functions. The 

method comprises associating a user from multiple users 

with one or more keys from a plurality of private 

5 cryptographic keys stored on a secure location, such as 

a secure server. The method also comprises receiving 

authentication data from the user, and comparing the 

authentication data to authentication data 

corresponding to the user, thereby verifying the 

10 identity of the user. The method also comprises 

utilizing the one or more keys to perform cryptographic 

functions without releasing the one or more keys to the 

user. 

[0022] Another aspect of the invention includes an 

15 authentication system for uniquely identifying a user 

through secure storage of the user's enrollment 

authentication data. The authentication system 

comprises one or more data storage facilities, wherein 

each data storage facility includes a computer 

20 accessible storage medium which stores at least one of 

portions of enrollment authentication data. The 

authentication system also comprises an authentication 

engine which communicates with the data storage 

facility or facilities. The authentication engine 

25 comprises a data splitting module which operates on the 

enrollment authentication data to create portions, a 

data assembling module which processes the portions 

from at least one of the data storage facilities to 

assemble the enrollment authentication data, and a data 

30 comparator module which receives current authentication 

data from a user and compares the current 

authentication data with the assembled enrollment 
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authentication data to determine whether the user has 

been uniquely identified. 

[0023] Another aspect of the invention includes a 

cryptographic system. The cryptographic system 

5 comprises one or more data storage facilities, wherein 

each data storage facility includes a computer 

accessible storage medium which stores at least one 

portion of one ore more cryptographic keys. The 

cryptographic system also comprises a cryptographic 

10 engine which communicates with the data storage 

facilities. The cryptographic engine also comprises a 

data splitting module which operate on the 

cryptographic keys to create portions, a data 

assembling module which processes the portions from at 

15 least one of the data storage facilities to assemble 

the cryptographic keys, and a cryptographic handling 

module which receives the assembled cryptographic keys 

and performs cryptographic functions therewith. 

[0024] Another aspect of the invention includes a 

20 method of storing any type of data, including, but not 

limited to, authentication data in geographically 

remote secure data storage facilities thereby 

protecting the data against composition of any 

individual data storage facility. The method comprises 

25 receiving data at a trust engine, combining at the 

trust engine the data with a first substantially random 

value to form a first combined value, and combining the 

data with a second substantially random value to form a 

second combined value. The method comprises creating a 

30 first pairing of the first substantially random value 

with the second combined value, creating a second 

pairing of the first substantially random value with 

the second substantially random value, and storing the 
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The method comprises storing the second pairing in a 

second secure data storage facility remote from the 

first secure data storage facility. 

5 [0025] Another aspect of the invention includes a 

method of storing any type of data, including, but not 

limited to, authentication data comprising receiving 

data, combining the data with a first set of bits to 

form a second set of bits, and combining the data with 

10 a third set of bits to form a fourth set of bits. The 

method also comprises creating a first pairing of the 

first set of bits with the third set of bits. The 

method also comprises creating a second pairing of the 

first set of bits with the fourth set of bits, and 

15 storing one of the first and second pairings in a first 

computer accessible storage medium. The method also 

comprises storing the other of the first and second 

pairings in a second computer accessible storage 

medium. 

20 [0026] Another aspect of the invention includes a 

method of storing cryptographic data in geographically 

remote secure data storage facilities thereby 

protecting the cryptographic data against comprise of 

any individual data storage facility. The method 

25 comprises receiving cryptographic data at a trust 

engine, combining at the trust engine the cryptographic 

data with a first substantially random value to form a 

first combined value, and combining the cryptographic 

data with a second substantially random value to form a 

30 second combined value. The method also comprises 

creating a first pairing of the first substantially 

random value with the second combined value, creating a 

second pairing of the first substantially random value 

29532998_1 

EX1009, Page 24



- 12 - 

with the second substantially random value, and storing 

the first pairing in a first secure data storage 

facility. The method also comprises storing the second 

pairing in a secure second data storage facility remote 

5 from the first secure data storage facility. 

[0027] Another aspect of the invention includes a 

method of storing cryptographic data comprising 

receiving authentication data and combining the 

cryptographic data with a first set of bits to form a 

10 second set of bits. The method also comprises 

combining the cryptographic data with a third set of 

bits to form a fourth set of bits, creating a first 

pairing of the first set of bits with the third set of 

bits, and creating a second pairing of the first set of 

15 bits with the fourth set of bits. The method also 

comprises storing one of the first and second pairings 

in a first computer accessible storage medium, and 

storing the other of the first and second pairings in a 

second computer accessible storage medium. 

20 [0028] Another aspect of the invention includes a 

method of handling sensitive data of any type or form 

in a cryptographic system, wherein the sensitive data 

exists in a useable form only during actions by 

authorized users, employing the sensitive data. The 

25 method also comprises receiving in a software module, 

substantially randomized or encrypted sensitive data 

from a first computer accessible storage medium, and 

receiving in the software module, substantially 

randomized or encrypted data which may or may not be 

30 sensitive data, from one or more other computer 

accessible storage medium. The method also comprises 

processing the substantially randomized pre- encrypted 

sensitive data and the substantially randomized or 
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encrypted data which may or may not be sensitive data, 

in the software module to assemble the sensitive data 

and employing the sensitive data in a software engine 

to perform an action. The action includes, but is not 

5 limited to, one of authenticating a user and performing 

a cryptographic function. 

[0029] Another aspect of the invention includes a 

secure authentication system. The secure 

authentication system comprises a plurality of 

10 authentication engines. Each authentication engine 

receives enrollment authentication data designed to 

uniquely identify a user to a degree of certainty. 

Each authentication engine receives current 

authentication data to compare to the enrollment 

15 authentication data, and each authentication engine 

determines an authentication result. The secure 

authentication system also comprises a redundancy 

system which receives the authentication result of at 

least two of the authentication engines and determines 

20 whether the user has been uniquely identified. 

[0030] Another aspect of the invention includes a 

secure data in motion system whereby data may be 

transmitted in different portions that are secured in 

accordance with the present invention such that any one 

25 portion becoming compromised shall not provide 

sufficient data to restore the original data. This may 

be applied to any transmission of data, whether it be 

wired, wirless, or physical. 

[0031] Another aspect of the invention includes 

30 integration of the secure data parser of the present 

invention into any suitable system where data is stored 

or communicated. For example, email system, RAID 

systems, video broadcasting systems, database systems, 
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or any other suitable system may have the secure data 

parser integrated at any suitable level. 

[0032] Another aspect of the invention includes 

using any suitable parsing and splitting algorithm to 

5 generate shares of data. Either random, pseudo- random, 

deterministic, or any combination thereof may be 

employed for parsing and splitting data. 

Brief Description of the Drawings  

10 [0033] The present invention is described in more 

detail below in connection with the attached drawings, 

which are meant to illustrate and not to limit the 

invention, and in which: 

[0034] FIGURE 1 illustrates a block diagram of a 

15 cryptographic system, according to aspects of an 

embodiment of the invention; 

[0035] FIGURE 2 illustrates a block diagram of the 

trust engine of FIGURE 1, according to aspects of an 

embodiment of the invention; 

20 [0036] FIGURE 3 illustrates a block diagram of the 

transaction engine of FIGURE 2, according to aspects of 

an embodiment of the invention; 

[0037] FIGURE 4 illustrates a block diagram of the 

depository of FIGURE 2, according to aspects of an 

25 embodiment of the invention; 

[0038] FIGURE 5 illustrates a block diagram of the 

authentication engine of FIGURE 2, according to aspects 

of an embodiment of the invention; 

[0039] FIGURE 6 illustrates a block diagram of the 

30 cryptographic engine of FIGURE 2, according to aspects 

of an embodiment of the invention; 
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[0040] FIGURE 7 illustrates a block diagram of a 

depository system, according to aspects of another 

embodiment of the invention; 

[0041] FIGURE 8 illustrates a flow chart of a data 

5 splitting process according to aspects of an embodiment 

of the invention; 

[0042] FIGURE 9, Panel A illustrates a data flow of 

an enrollment process according to aspects of an 

embodiment of the invention; 

10 [0043] FIGURE 9, Panel B illustrates a flow chart of 

an interoperability process according to aspects of an 

embodiment of the invention; 

[0044] FIGURE 10 illustrates a data flow of an 

authentication process according to aspects of an 

15 embodiment of the invention; 

[0045] FIGURE 11 illustrates a data flow of a 

signing process according to aspects of an embodiment 

of the invention; 

[0046] FIGURE 12 illustrates a data flow and an 

20 encryption/decryption process according to aspects and 

yet another embodiment of the invention; 

[0047] FIGURE 13 illustrates a simplified block 

diagram of a trust engine system according to aspects 

of another embodiment of the invention; 

25 [0048] FIGURE 14 illustrates a simplified block 

diagram of a trust engine system according to aspects 

of another embodiment of the invention; 

[0049] FIGURE 15 illustrates a block diagram of the 

redundancy module of FIGURE 14, according to aspects of 

30 an embodiment of the invention; 

[0050] FIGURE 16 illustrates a process for 

evaluating authentications according to one aspect of 

the invention; 
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[0051] FIGURE 17 illustrates a process for assigning 

a value to an authentication according to one aspect as 

shown in FIGURE 16 of the invention; 

[0052] FIGURE 18 illustrates a process for 

5 performing trust arbitrage in an aspect of the 

invention as shown in FIGURE 17; and 

[0053] FIGURE 19 illustrates a sample transaction 

between a user and a vendor according to aspects of an 

embodiment of the invention where an initial web based 

10 contact leads to a sales contract signed by both 

parties. 

[0054] FIGURE 20 illustrates a sample user system 

with a cryptographic service provider module which 

provides security functions to a user system. 

15 [0055] FIGURE 21 illustrates a process for parsing, 

splitting and/or separating data with encryption and 

storage of the encryption master key with the data. 

[0056] FIGURE 22 illustrates a process for parsing, 

splitting and/or separating data with encryption and 

20 storing the encryption master key separately from the 

data. 

[0057] FIGURE 23 illustrates the intermediary key 

process for parsing, splitting and/or separating data 

with encryption and storage of the encryption master 

25 key with the data. 

[0058] FIGURE 24 illustrates the intermediary key 

process for parsing, splitting and/or separating data 

with encryption and storing the encryption master key 

separately from the data. 

30 [0059] FIGURE 25 illustrates utilization of the 

cryptographic methods and systems of the present 

invention with a small working group. 
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[0060] FIGURE 26 is a block diagram of an 

illustrative physical token security system employing 

the secure data parser in accordance with one 

embodiment of the present invention. 

5 [0061] FIGURE 27 is a block diagram of an 

illustrative arrangement in which the secure data 

parser is integrated into a system in accordance with 

one embodiment of the present invention. 

[0062] FIGURE 28 is a block diagram of an 

10 illustrative data in motion system in accordance with 

one embodiment of the present invention. 

[0063] FIGURE 29 is a block diamgram of another 

illustrative data in motion system in accordance with 

one embodiment of the present invention. 

15 [0064] FIGURE 30-32 are block diagrams of an 

illustrative system having the secure data parser 

integrated in accordance with one embodiment of the 

present invention. 

[0065] FIGURE 33 is a process flow diagram of an 

20 illustrative process for parsing and splitting data in 

accordance with one embodiment of the present 

invention. 

[0066] FIGURE 34 is a process flow diagram of an 

illustrative process for restoring portions of data 

25 into original data in accordance with one embodiment of 

the present invention. 

[0067] FIGURE 35 is a process flow diagram of an 

illustrative process for splitting data at the bit 

level in accordance with one embodiment of the present 

30 invention. 

Detailed Description of the Invention 
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[0068] One aspect of the present invention is to 

provide a cryptographic system where one or more secure 

servers, or a trust engine, stores cryptographic keys 

and user authentication data. Users access the 

5 functionality of conventional cryptographic systems 

through network access to the trust engine, however, 

the trust engine does not release actual keys and other 

authentication data and therefore, the keys and data 

remain secure. This server- centric storage of keys and 

10 authentication data provides for user- independent 

security, portability, availability, and 

straightforwardness. 

[0069] Because users can be confident in, or trust, 

the cryptographic system to perform user and document 

15 authentication and other cryptographic functions, a 

wide variety of functionality may be incorporated into 

the system. For example, the trust engine provider can 

ensure against agreement repudiation by, for example, 

authenticating the agreement participants, digitally 

20 signing the agreement on behalf of or for the 

participants, and storing a record of the agreement 

digitally signed by each participant. In addition, the 

cryptographic system may monitor agreements and 

determine to apply varying degrees of authentication, 

25 based on, for example, price, user, vendor, geographic 

location, place of use, or the like. 

[0070] To facilitate a complete understanding of the 

invention, the remainder of the detailed description 

describes the invention with reference to the figures, 

30 wherein like elements are referenced with like numerals 

throughout. 

[0071] FIGURE 1 illustrates a block diagram of a 

cryptographic system 100, according to aspects of an 
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embodiment of the invention. As shown in FIGURE 1, the 

cryptographic system 100 includes a user system 105, a 

trust engine 110, a certificate authority 115, and a 

vendor system 120, communicating through a 

5 communication link 125. 

[0072] According to one embodiment of the invention, 

the user system 105 comprises a conventional 

general-purpose computer having one or more 

microprocessors, such as, for example, an Intel-based 

10 processor. Moreover, the user system 105 includes an 

appropriate operating system, such as, for example, an 

operating system capable of including graphics or 

windows, such as Windows, Unix, Linux, or the like. As 

shown in FIGURE 1, the user system 105 may include a 

15 biometric device 107. The biometric device 107 may 

advantageously capture a user's biometric and transfer 

the captured biometric to the trust engine 110. 

According to one embodiment of the invention, the 

biometric device may advantageously comprise a device 

20 having attributes and features similar to those 

disclosed in U.S. Patent Application No. 08/926,277, 

filed on September 5, 1997, entitled "RELIEF OBJECT 

IMAGE GENERATOR," U.S. Patent Application 

No. 09/558,634, filed on April 26, 2000, entitled 

25 "IMAGING DEVICE FOR A RELIEF OBJECT AND SYSTEM AND 

METHOD OF USING THE IMAGE DEVICE," U.S. Patent 

Application No. 09/435,011, filed on November 5, 1999, 

entitled "RELIEF OBJECT SENSOR ADAPTOR," and U.S. 

Patent Application No. 09/477,943, filed on January 5, 

30 2000, entitled "PLANAR OPTICAL IMAGE SENSOR AND SYSTEM 

FOR GENERATING AN ELECTRONIC IMAGE OF A RELIEF OBJECT 

FOR FINGERPRINT READING," all of which are owned by the 
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instant assignee, and all of which are hereby 

incorporated by reference herein. 

[0073] In addition, the user system 105 may connect 

to the communication link 125 through a conventional 

5 service provider, such as, for example, a dial up, 

digital subscriber line ( DSL), cable modem, fiber 

connection, or the like. According to another 

embodiment, the user system 105 connects the 

communication link 125 through network connectivity 

10 such as, for example, a local or wide area network. 

According to one embodiment, the operating system 

includes a TCP/IP stack that handles all incoming and 

outgoing message traffic passed over the communication 

link 125. 

15 [0074] Although the user system 105 is disclosed 

with reference to the foregoing embodiments, the 

invention is not intended to be limited thereby. 

Rather, a skilled artisan will recognize from the 

disclosure herein, a wide number of alternatives 

20 embodiments of the user system 105, including almost 

any computing device capable of sending or receiving 

information from another computer system. For example, 

the user system 105 may include, but is not limited to, 

a computer workstation, an interactive television, an 

25 interactive kiosk, a personal mobile computing device, 

such as a digital assistant, mobile phone, laptop, or 

the like, a wireless communications device, a 

smartcard, an embedded computing device, or the like, 

which can interact with the communication link 125. In 

30 such alternative systems, the operating systems will 

likely differ and be adapted for the particular device. 

However, according to one embodiment, the operating 

systems advantageously continue to provide the 
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appropriate communications protocols needed to 

establish communication with the communication link 

125. 

[0075] FIGURE 1 illustrates the trust engine 110. 

5 According to one embodiment, the trust engine 110 

comprises one or more secure servers for accessing and 

storing sensitive information, which may be any type or 

form of data, such as, but not limited to text, audio, 

video, user authentication data and public and private 

10 cryptographic keys. According to one embodiment, the 

authentication data includes data designed to uniquely 

identify a user of the cryptographic system 100. For 

example, the authentication data may include a user 

identification number, one or more biometrics, and a 

15 series of questions and answers generated by the trust 

engine 110 or the user, but answered initially by the 

user at enrollment. The foregoing questions may 

include demographic data, such as place of birth, 

address, anniversary, or the like, personal data, such 

20 as mother's maiden name, favorite ice cream, or the 

like, or other data designed to uniquely identify the 

user. The trust engine 110 compares a user's 

authentication data associated with a current 

transaction, to the authentication data provided at an 

25 earlier time, such as, for example, during enrollment. 

The trust engine 110 may advantageously require the 

user to produce the authentication data at the time of 

each transaction, or, the trust engine 110 may 

advantageously allow the user to periodically produce 

30 authentication data, such as at the beginning of a 

string of transactions or the logging onto a particular 

vendor website. 
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[0076] According to the embodiment where the user 

produces biometric data, the user provides a physical 

characteristic, such as, but not limited to, facial 

scan, hand scan, ear scan, iris scan, retinal scan, 

5 vascular pattern, DNA, a fingerprint, writing or 

speech, to the biometric device 107. The biometric 

device advantageously produces an electronic pattern, 

or biometric, of the physical characteristic. The 

electronic pattern is transferred through the user 

10 system 105 to the trust engine 110 for either 

enrollment or authentication purposes. 

[0077] Once the user produces the appropriate 

authentication data and the trust engine 110 determines 

a positive match between that authentication data 

15 (current authentication data) and the authentication 

data provided at the time of enrollment ( enrollment 

authentication data), the trust engine 110 provides the 

user with complete cryptographic functionality. For 

example, the properly authenticated user may 

20 advantageously employ the trust engine 110 to perform 

hashing, digitally signing, encrypting and decrypting 

(often together referred to only as encrypting), 

creating or distributing digital certificates, and the 

like. However, the private cryptographic keys used in 

25 the cryptographic functions will not be available 

outside the trust engine 110, thereby ensuring the 

integrity of the cryptographic keys. 

[0078] According to one embodiment, the trust engine 

110 generates and stores cryptographic keys. According 

30 to another embodiment, at least one cryptographic key 

is associated with each user. Moreover, when the 

cryptographic keys include public- key technology, each 

private key associated with a user is generated within, 
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and not released from, the trust engine 110. Thus, so 

long as the user has access to the trust engine 110, 

the user may perform cryptographic functions using his 

or her private or public key. Such remote access 

5 advantageously allows users to remain completely mobile 

and access cryptographic functionality through 

practically any Internet connection, such as cellular 

and satellite phones, kiosks, laptops, hotel rooms and 

the like. 

10 [0079] According to another embodiment, the trust 

engine 110 performs the cryptographic functionality 

using a key pair generated for the trust engine 110. 

According to this embodiment, the trust engine 110 

first authenticates the user, and after the user has 

15 properly produced authentication data matching the 

enrollment authentication data, the trust engine 110 

uses its own cryptographic key pair to perform 

cryptographic functions on behalf of the authenticated 

user. 

20 [0080] A skilled artisan will recognize from the 

disclosure herein that the cryptographic keys may 

advantageously include some or all of symmetric keys, 

public keys, and private keys. In addition, a skilled 

artisan will recognize from the disclosure herein that 

25 the foregoing keys may be implemented with a wide 

number of algorithms available from commercial 

technologies, such as, for example, RSA, ELGAMAL, or 

the like. 

[0081] FIGURE 1 also illustrates the certificate 

30 authority 115. According to one embodiment, the 

certificate authority 115 may advantageously comprise a 

trusted third-party organization or company that issues 

digital certificates, such as, for example, VeriSign, 
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Baltimore, Entrust, or the like. The trust engine 110 

may advantageously transmit requests for digital 

certificates, through one or more conventional digital 

certificate protocols, such as, for example, PKCS10, to 

5 the certificate authority 115. In response, the 

certificate authority 115 will issue a digital 

certificate in one or more of a number of differing 

protocols, such as, for example, PKCS7. According to 

one embodiment of the invention, the trust engine 110 

10 requests digital certificates from several or all of 

the prominent certificate authorities 115 such that the 

trust engine 110 has access to a digital certificate 

corresponding to the certificate standard of any 

requesting party. 

15 [0082] According to another embodiment, the trust 

engine 110 internally performs certificate issuances. 

In this embodiment, the trust engine 110 may access a 

certificate system for generating certificates and/or 

may internally generate certificates when they are 

20 requested, such as, for example, at the time of key 

generation or in the certificate standard requested at 

the time of the request. The trust engine 110 will be 

disclosed in greater detail below. 

[0083] FIGURE 1 also illustrates the vendor system 

25 120. According to one embodiment, the vendor system 

120 advantageously comprises a Web server. Typical Web 

servers generally serve content over the Internet using 

one of several internet markup languages or document 

format standards, such as the Hyper- Text Markup 

30 Language (HTML) or the Extensible Markup Language 

(XML). The Web server accepts requests from browsers 

like Netscape and Internet Explorer and then returns 

the appropriate electronic documents. A number of 
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server or client- side technologies can be used to 

increase the power of the Web server beyond its ability 

to deliver standard electronic documents. For example, 

these technologies include Common Gateway Interface 

5 (CGI) scripts, Secure Sockets Layer ( SSL) security, and 

Active Server Pages (ASPS). The vendor system 120 may 

advantageously provide electronic content relating to 

commercial, personal, educational, or other 

transactions. 

10 [0084] Although the vendor system 120 is disclosed 

with reference to the foregoing embodiments, the 

invention is not intended to be limited thereby. 

Rather, a skilled artisan will recognize from the 

disclosure herein that the vendor system 120 may 

15 advantageously comprise any of the devices described 

with reference to the user system 105 or combination 

thereof. 

[0085] FIGURE 1 also illustrates the communication 

link 125 connecting the user system 105, the trust 

20 engine 110, the certificate authority 115, and the 

vendor system 120. According to one embodiment, the 

communication link 125 preferably comprises the 

Internet. The Internet, as used throughout this 

disclosure is a global network of computers. The 

25 structure of the Internet, which is well known to those 

of ordinary skill in the art, includes a network 

backbone with networks branching from the backbone. 

These branches, in turn, have networks branching from 

them, and so on. Routers move information packets 

30 between network levels, and then from network to 

network, until the packet reaches the neighborhood of 

its destination. From the destination, the destination 

network's host directs the information packet to the 
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appropriate terminal, or node. In one advantageous 

embodiment, the Internet routing hubs comprise domain 

name system ( DNS) servers using Transmission Control 

Protocol/Internet Protocol ( TCP/IP) as is well known in 

5 the art. The routing hubs connect to one or more other 

routing hubs via high-speed communication links. 

[0086] One popular part of the Internet is the World 

Wide Web. The World Wide Web contains different 

computers, which store documents capable of displaying 

10 graphical and textual information. The computers that 

provide information on the World Wide Web are typically 

called "websites." A website is defined by an Internet 

address that has an associated electronic page. The 

electronic page can be identified by a Uniform Resource 

15 Locator (URL). Generally, an electronic page is a 

document that organizes the presentation of text, 

graphical images, audio, video, and so forth. 

[0087] Although the communication link 125 is 

disclosed in terms of its preferred embodiment, one of 

20 ordinary skill in the art will recognize from the 

disclosure herein that the communication link 125 may 

include a wide range of interactive communications 

links. For example, the communication link 125 may 

include interactive television networks, telephone 

25 networks, wireless data transmission systems, two-way 

cable systems, customized private or public computer 

networks, interactive kiosk networks, automatic teller 

machine networks, direct links, satellite or cellular 

networks, and the like. 

30 [0088] FIGURE 2 illustrates a block diagram of the 

trust engine 110 of FIGURE 1 according to aspects of an 

embodiment of the invention. As shown in FIGURE 2, the 

trust engine 110 includes a transaction engine 205, a 
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depository 210, an authentication engine 215, and a 

cryptographic engine 220. According to one embodiment 

of the invention, the trust engine 110 also includes 

mass storage 225. As further shown in FIGURE 2, the 

5 transaction engine 205 communicates with the depository 

210, the authentication engine 215, and the 

cryptographic engine 220, along with the mass storage 

225. In addition, the depository 210 communicates with 

the authentication engine 215, the cryptographic engine 

10 220, and the mass storage 225. Moreover, the 

authentication engine 215 communicates with the 

cryptographic engine 220. According to one embodiment 

of the invention, some or all of the foregoing 

communications may advantageously comprise the 

15 transmission of XML documents to IP addresses that 

correspond to the receiving device. As mentioned in 

the foregoing, XML documents advantageously allow 

designers to create their own customized document tags, 

enabling the definition, transmission, validation, and 

20 interpretation of data between applications and between 

organizations. Moreover, some or all of the foregoing 

communications may include conventional SSL 

technologies. 

[0089] According to one embodiment, the transaction 

25 engine 205 comprises a data routing device, such as a 

conventional Web server available from Netscape, 

Microsoft, Apache, or the like. For example, the Web 

server may advantageously receive incoming data from 

the communication link 125. According to one 

30 embodiment of the invention, the incoming data is 

addressed to a front-end security system for the trust 

engine 110. For example, the front-end security system 

may advantageously include a firewall, an intrusion 
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detection system searching for known attack profiles, 

and/or a virus scanner. After clearing the front-end 

security system, the data is received by the 

transaction engine 205 and routed to one of the 

5 depository 210, the authentication engine 215, the 

cryptographic engine 220, and the mass storage 225. In 

addition, the transaction engine 205 monitors incoming 

data from the authentication engine 215 and 

cryptographic engine 220, and routes the data to 

10 particular systems through the communication link 125. 

For example, the transaction engine 205 may 

advantageously route data to the user system 105, the 

certificate authority 115, or the vendor system 120. 

[0090] According to one embodiment, the data is 

15 routed using conventional HTTP routing techniques, such 

as, for example, employing URLs or Uniform Resource 

Indicators (URIs). URIs are similar to URLs, however, 

URIs typically indicate the source of files or actions, 

such as, for example, executables, scripts, and the 

20 like. Therefore, according to the one embodiment, the 

user system 105, the certificate authority 115, the 

vendor system 120, and the components of the trust 

engine 210, advantageously include sufficient data 

within communication URLs or URIs for the transaction 

25 engine 205 to properly route data throughout the 

cryptographic system. 

[0091] Although the data routing is disclosed with 

reference to its preferred embodiment, a skilled 

artisan will recognize a wide number of possible data 

30 routing solutions or strategies. For example, XML or 

other data packets may advantageously be unpacked and 

recognized by their format, content, or the like, such 

that the transaction engine 205 may properly route data 
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throughout the trust engine 110. Moreover, a skilled 

artisan will recognize that the data routing may 

advantageously be adapted to the data transfer 

protocols conforming to particular network systems, 

5 such as, for example, when the communication link 125 

comprises a local network. 

[0092] According to yet another embodiment of the 

invention, the transaction engine 205 includes 

conventional SSL encryption technologies, such that the 

10 foregoing systems may authenticate themselves, and 

vise-versa, with transaction engine 205, during 

particular communications. As will be used throughout 

this disclosure, the term "% SSL" refers to 

communications where a server but not necessarily the 

15 client, is SSL authenticated, and the term "FULL SSL" 

refers to communications where the client and the 

server are SSL authenticated. When the instant 

disclosure uses the term "SSL", the communication may 

comprise % or FULL SSL. 

20 [0093] As the transaction engine 205 routes data to 

the various components of the cryptographic system 100, 

the transaction engine 205 may advantageously create an 

audit trail. According to one embodiment, the audit 

trail includes a record of at least the type and format 

25 of data routed by the transaction engine 205 throughout 

the cryptographic system 100. Such audit data may 

advantageously be stored in the mass storage 225. 

[0094] FIGURE 2 also illustrates the depository 210. 

According to one embodiment, the depository 210 

30 comprises one or more data storage facilities, such as, 

for example, a directory server, a database server, or 

the like. As shown in FIGURE 2, the depository 210 

stores cryptographic keys and enrollment authentication 
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data. The cryptographic keys may advantageously 

correspond to the trust engine 110 or to users of the 

cryptographic system 100, such as the user or vendor. 

The enrollment authentication data may advantageously 

5 include data designed to uniquely identify a user, such 

as, user ID, passwords, answers to questions, biometric 

data, or the like. This enrollment authentication data 

may advantageously be acquired at enrollment of a user 

or another alternative later time. For example, the 

10 trust engine 110 may include periodic or other renewal 

or reissue of enrollment authentication data. 

[0095] According to one embodiment, the 

communication from the transaction engine 205 to and 

from the authentication engine 215 and the 

15 cryptographic engine 220 comprises secure 

communication, such as, for example conventional SSL 

technology. In addition, as mentioned in the 

foregoing, the data of the communications to and from 

the depository 210 may be transferred using URLs, URIs, 

20 HTTP or XML documents, with any of the foregoing 

advantageously having data requests and formats 

embedded therein. 

[0096] As mentioned above, the depository 210 may 

advantageously comprises a plurality of secure data 

25 storage facilities. In such an embodiment, the secure 

data storage facilities may be configured such that a 

compromise of the security in one individual data 

storage facility will not compromise the cryptographic 

keys or the authentication data stored therein. For 

30 example, according to this embodiment, the 

cryptographic keys and the authentication data are 

mathematically operated on so as to statistically and 

substantially randomize the data stored in each data 
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storage facility. According to one embodiment, the 

randomization of the data of an individual data storage 

facility renders that data undecipherable. Thus, 

compromise of an individual data storage facility 

5 produces only a randomized undecipherable number and 

does not compromise the security of any cryptographic 

keys or the authentication data as a whole. 

[0097] FIGURE 2 also illustrates the trust engine 

110 including the authentication engine 215. According 

10 to one embodiment, the authentication engine 215 

comprises a data comparator configured to compare data 

from the transaction engine 205 with data from the 

depository 210. For example, during authentication, a 

user supplies current authentication data to the trust 

15 engine 110 such that the transaction engine 205 

receives the current authentication data. As mentioned 

in the foregoing, the transaction engine 205 recognizes 

the data requests, preferably in the URL or URI, and 

routes the authentication data to the authentication 

20 engine 215. Moreover, upon request, the depository 210 

forwards enrollment authentication data corresponding 

to the user to the authentication engine 215. Thus, 

the authentication engine 215 has both the current 

authentication data and the enrollment authentication 

25 data for comparison. 

[0098] According to one embodiment, the 

communications to the authentication engine comprise 

secure communications, such as, for example, SSL 

technology. Additionally, security can be provided 

30 within the trust engine 110 components, such as, for 

example, super- encryption using public key 

technologies. For example, according to one 

embodiment, the user encrypts the current 
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authentication data with the public key of the 

authentication engine 215. In addition, the depository 

210 also encrypts the enrollment authentication data 

with the public key of the authentication engine 215. 

5 In this way, only the authentication engine's private 

key can be used to decrypt the transmissions. 

[0099] As shown in FIGURE 2, the trust engine 110 

also includes the cryptographic engine 220. According 

to one embodiment, the cryptographic engine comprises a 

10 cryptographic handling module, configured to 

advantageously provide conventional cryptographic 

functions, such as, for example, public- key 

infrastructure ( PKI) functionality. For example, the 

cryptographic engine 220 may advantageously issue 

15 public and private keys for users of the cryptographic 

system 100. In this manner, the cryptographic keys are 

generated at the cryptographic engine 220 and forwarded 

to the depository 210 such that at least the private 

cryptographic keys are not available outside of the 

20 trust engine 110. According to another embodiment, the 

cryptographic engine 220 randomizes and splits at least 

the private cryptographic key data, thereby storing 

only the randomized split data. Similar to the 

splitting of the enrollment authentication data, the 

25 splitting process ensures the stored keys are not 

available outside the cryptographic engine 220. 

According to another embodiment, the functions of the 

cryptographic engine can be combined with and performed 

by the authentication engine 215. 

30 [0100] According to one embodiment, communications 

to and from the cryptographic engine include secure 

communications, such as SSL technology. In addition, 

XML documents may advantageously be employed to 
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transfer data and/or make cryptographic function 

requests. 

[0101] FIGURE 2 also illustrates the trust engine 

110 having the mass storage 225. As mentioned in the 

5 foregoing, the transaction engine 205 keeps data 

corresponding to an audit trail and stores such data in 

the mass storage 225. Similarly, according to one 

embodiment of the invention, the depository 210 keeps 

data corresponding to an audit trail and stores such 

10 data in the mass storage device 225. The depository 

audit trail data is similar to that of the transaction 

engine 205 in that the audit trail data comprises a 

record of the requests received by the depository 210 

and the response thereof. In addition, the mass 

15 storage 225 may be used to store digital certificates 

having the public key of a user contained therein. 

[0102] Although the trust engine 110 is disclosed 

with reference to its preferred and alternative 

embodiments, the invention is not intended to be 

20 limited thereby. Rather, a skilled artisan will 

recognize in the disclosure herein, a wide number of 

alternatives for the trust engine 110. For example, 

the trust engine 110, may advantageously perform only 

authentication, or alternatively, only some or all of 

25 the cryptographic functions, such as data encryption 

and decryption. According to such embodiments, one of 

the authentication engine 215 and the cryptographic 

engine 220 may advantageously be removed, thereby 

creating a more straightforward design for the trust 

30 engine 110. In addition, the cryptographic engine 220 

may also communicate with a certificate authority such 

that the certificate authority is embodied within the 

trust engine 110. According to yet another embodiment, 
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the trust engine 110 may advantageously perform 

authentication and one or more cryptographic functions, 

such as, for example, digital signing. 

[0103] FIGURE 3 illustrates a block diagram of the 

5 transaction engine 205 of FIGURE 2, according to 

aspects of an embodiment of the invention. According 

to this embodiment, the transaction engine 205 

comprises an operating system 305 having a handling 

thread and a listening thread. The operating system 

10 305 may advantageously be similar to those found in 

conventional high volume servers, such as, for example, 

Web servers available from Apache. The listening 

thread monitors the incoming communication from one of 

the communication link 125, the authentication engine 

15 215, and the cryptographic engine 220 for incoming data 

flow. The handling thread recognizes particular data 

structures of the incoming data flow, such as, for 

example, the foregoing data structures, thereby routing 

the incoming data to one of the communication link 125, 

20 the depository 210, the authentication engine 215, the 

cryptographic engine 220, or the mass storage 225. As 

shown in FIGURE 3, the incoming and outgoing data may 

advantageously be secured through, for example, SSL 

technology. 

25 [0104] FIGURE 4 illustrates a block diagram of the 

depository 210 of FIGURE 2 according to aspects of an 

embodiment of the invention. According to this 

embodiment, the depository 210 comprises one or more 

lightweight directory access protocol ( LDAP) servers. 

30 LDAP directory servers are available from a wide 

variety of manufacturers such as Netscape, ISO, and 

others. FIGURE 4 also shows that the directory server 

preferably stores data 405 corresponding to the 

29532998_1 

EX1009, Page 47



- 35 - 

cryptographic keys and data 410 corresponding to the 

enrollment authentication data. According to one 

embodiment, the depository 210 comprises a single 

logical memory structure indexing authentication data 

5 and cryptographic key data to a unique user ID. The 

single logical memory structure preferably includes 

mechanisms to ensure a high degree of trust, or 

security, in the data stored therein. For example, the 

physical location of the depository 210 may 

10 advantageously include a wide number of conventional 

security measures, such as limited employee access, 

modern surveillance systems, and the like. In addition 

to, or in lieu of, the physical securities, the 

computer system or server may advantageously include 

15 software solutions to protect the stored data. For 

example, the depository 210 may advantageously create 

and store data 415 corresponding to an audit trail of 

actions taken. In addition, the incoming and outgoing 

communications may advantageously be encrypted with 

20 public key encryption coupled with conventional SSL 

technologies. 

[0105] According to another embodiment, the 

depository 210 may comprise distinct and physically 

separated data storage facilities, as disclosed further 

25 with reference to FIGURE 7. 

[0106] FIGURE 5 illustrates a block diagram of the 

authentication engine 215 of FIGURE 2 according to 

aspects of an embodiment of the invention. Similar to 

the transaction engine 205 of FIGURE 3, the 

30 authentication engine 215 comprises an operating system 

505 having at least a listening and a handling thread 

of a modified version of a conventional Web server, 

such as, for example, Web servers available from 
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Apache. As shown in FIGURE 5, the authentication 

engine 215 includes access to at least one private key 

510. The private key 510 may advantageously be used 

for example, to decrypt data from the transaction 

5 engine 205 or the depository 210, which was encrypted 

with a corresponding public key of the authentication 

engine 215. 

[0107] FIGURE 5 also illustrates the authentication 

engine 215 comprising a comparator 515, a data 

10 splitting module 520, and a data assembling module 525. 

According to the preferred embodiment of the invention, 

the comparator 515 includes technology capable of 

comparing potentially complex patterns related to the 

foregoing biometric authentication data. The 

15 technology may include hardware, software, or combined 

solutions for pattern comparisons, such as, for 

example, those representing finger print patterns or 

voice patterns. In addition, according to one 

embodiment, the comparator 515 of the authentication 

20 engine 215 may advantageously compare conventional 

hashes of documents in order to render a comparison 

result. According to one embodiment of the invention, 

the comparator 515 includes the application of 

heuristics 530 to the comparison. The heuristics 530 

25 may advantageously address circumstances surrounding an 

authentication attempt, such as, for example, the time 

of day, IP address or subnet mask, purchasing profile, 

email address, processor serial number or ID, or the 

like. 

30 [0108] Moreover, the nature of biometric data 

comparisons may result in varying degrees of confidence 

being produced from the matching of current biometric 

authentication data to enrollment data. For example, 
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unlike a traditional password which may only return a 

positive or negative match, a fingerprint may be 

determined to be a partial match, e.g. a 90% match, a 

75% match, or a 10% match, rather than simply being 

5 correct or incorrect. Other biometric identifiers such 

as voice print analysis or face recognition may share 

this property of probabilistic authentication, rather 

than absolute authentication. 

[0109] When working with such probabilistic 

10 authentication or in other cases where an 

authentication is considered less than absolutely 

reliable, it is desirable to apply the heuristics 530 

to determine whether the level of confidence in the 

authentication provided is sufficiently high to 

15 authenticate the transaction which is being made. 

[0110] It will sometimes be the case that the 

transaction at issue is a relatively low value 

transaction where it is acceptable to be authenticated 

to a lower level of confidence. This could include a 

20 transaction which has a low dollar value associated 

with it ( e.g., a $ 10 purchase) or a transaction with 

low risk ( e.g., admission to a members-only web site). 

[0111] Conversely, for authenticating other 

transactions, it may be desirable to require a high 

25 degree of confidence in the authentication before 

allowing the transaction to proceed. Such transactions 

may include transactions of large dollar value ( e.g., 

signing a multi-million dollar supply contract) or 

transaction with a high risk if an improper 

30 authentication occurs ( e.g., remotely logging onto a 

government computer). 

[0112] The use of the heuristics 530 in combination 

with confidence levels and transactions values may be 
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used as will be described below to allow the comparator 

to provide a dynamic context- sensitive authentication 

system. 

[0113] According to another embodiment of the 

5 invention, the comparator 515 may advantageously track 

authentication attempts for a particular transaction. 

For example, when a transaction fails, the trust engine 

110 may request the user to re-enter his or her current 

authentication data. The comparator 515 of the 

10 authentication engine 215 may advantageously employ an 

attempt limiter 535 to limit the number of 

authentication attempts, thereby prohibiting 

brute- force attempts to impersonate a user's 

authentication data. According to one embodiment, the 

15 attempt limiter 535 comprises a software module 

monitoring transactions for repeating authentication 

attempts and, for example, limiting the authentication 

attempts for a given transaction to three. Thus, the 

attempt limiter 535 will limit an automated attempt to 

20 impersonate an individual's authentication data to, for 

example, simply three "guesses." Upon three failures, 

the attempt limiter 535 may advantageously deny 

additional authentication attempts. Such denial may 

advantageously be implemented through, for example, the 

25 comparator 515 returning a negative result regardless 

of the current authentication data being transmitted. 

On the other hand, the transaction engine 205 may 

advantageously block any additional authentication 

attempts pertaining to a transaction in which three 

30 attempts have previously failed. 

[0114] The authentication engine 215 also includes 

the data splitting module 520 and the data assembling 

module 525. The data splitting module 520 
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advantageously comprises a software, hardware, or 

combination module having the ability to mathematically 

operate on various data so as to substantially 

randomize and split the data into portions. According 

5 to one embodiment, original data is not recreatable 

from an individual portion. The data assembling module 

525 advantageously comprises a software, hardware, or 

combination module configured to mathematically operate 

on the foregoing substantially randomized portions, 

10 such that the combination thereof provides the original 

deciphered data. According to one embodiment, the 

authentication engine 215 employs the data splitting 

module 520 to randomize and split enrollment 

authentication data into portions, and employs the data 

15 assembling module 525 to reassemble the portions into 

usable enrollment authentication data. 

[0115] FIGURE 6 illustrates a block diagram of the 

cryptographic engine 220 of the trust engine 200 of 

FIGURE 2 according to aspects of one embodiment of the 

20 invention. Similar to the transaction engine 205 of 

FIGURE 3, the cryptographic engine 220 comprises an 

operating system 605 having at least a listening and a 

handling thread of a modified version of a conventional 

Web server, such as, for example, Web servers available 

25 from Apache. As shown in FIGURE 6, the cryptographic 

engine 220 comprises a data splitting module 610 and a 

data assembling module 620 that function similar to 

those of FIGURE 5. However, according to one 

embodiment, the data splitting module 610 and the data 

30 assembling module 620 process cryptographic key data, 

as opposed to the foregoing enrollment authentication 

data. Although, a skilled artisan will recognize from 

the disclosure herein that the data splitting module 
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910 and the data splitting module 620 may be combined 

with those of the authentication engine 215. 

[0116] The cryptographic engine 220 also comprises a 

cryptographic handling module 625 configured to perform 

5 one, some or all of a wide number of cryptographic 

functions. According to one embodiment, the 

cryptographic handling module 625 may comprise software 

modules or programs, hardware, or both. According to 

another embodiment, the cryptographic handling module 

10 625 may perform data comparisons, data parsing, data 

splitting, data separating, data hashing, data 

encryption or decryption, digital signature 

verification or creation, digital certificate 

generation, storage, or requests, cryptographic key 

15 generation, or the like. Moreover, a skilled artisan 

will recognize from the disclosure herein that the 

cryptographic handling module 825 may advantageously 

comprises a public- key infrastructure, such as Pretty 

Good Privacy ( PGP), an RSA-based public- key system, or 

20 a wide number of alternative key management systems. 

In addition, the cryptographic handling module 625 may 

perform public- key encryption, symmetric-key 

encryption, or both. In addition to the foregoing, the 

cryptographic handling module 625 may include one or 

25 more computer programs or modules, hardware, or both, 

for implementing seamless, transparent, 

interoperability functions. 

[0117] A skilled artisan will also recognize from 

the disclosure herein that the cryptographic 

30 functionality may include a wide number or variety of 

functions generally relating to cryptographic key 

management systems. 
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[0118] FIGURE 7 illustrates a simplified block 

diagram of a depository system 700 according to aspects 

of an embodiment of the invention. As shown in FIGURE 

7, the depository system 700 advantageously comprises 

5 multiple data storage facilities, for example, data 

storage facilities Dl, D2, D3, and D4. However, it is 

readily understood by those of ordinary skill in the 

art that the depository system may have only one data 

storage facility. According to one embodiment of the 

10 invention, each of the data storage facilities Dl 

through D4 may advantageously comprise some or all of 

the elements disclosed with reference to the depository 

210 of FIGURE 4. Similar to the depository 210, the 

data storage facilities Dl through D4 communicate with 

15 the transaction engine 205, the authentication engine 

215, and the cryptographic engine 220, preferably 

through conventional SSL. Communication links 

transferring, for example, XML documents. 

Communications from the transaction engine 205 may 

20 advantageously include requests for data, wherein the 

request is advantageously broadcast to the IP address 

of each data storage facility D1 through D4. On the 

other hand, the transaction engine 205 may broadcast 

requests to particular data storage facilities based on 

25 a wide number of criteria, such as, for example, 

response time, server loads, maintenance schedules, or 

the like. 

[0119] In response to requests for data from the 

transaction engine 205, the depository system 700 

30 advantageously forwards stored data to the 

authentication engine 215 and the cryptographic engine 

220. The respective data assembling modules receive 

the forwarded data and assemble the data into useable 
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formats. On the other hand, communications from the 

authentication engine 215 and the cryptographic engine 

220 to the data storage facilities Dl through D4 may 

include the transmission of sensitive data to be 

5 stored. For example, according to one embodiment, the 

authentication engine 215 and the cryptographic engine 

220 may advantageously employ their respective data 

splitting modules to divide sensitive data into 

undecipherable portions, and then transmit one or more 

10 undecipherable portions of the sensitive data to a 

particular data storage facility. 

[0120] According to one embodiment, each data 

storage facility, D1 through D4, comprises a separate 

and independent storage system, such as, for example, a 

15 directory server. According to another embodiment of 

the invention, the depository system 700 comprises 

multiple geographically separated independent data 

storage systems. By distributing the sensitive data 

into distinct and independent storage facilities Dl 

20 through D4, some or all of which may be advantageously 

geographically separated, the depository system 700 

provides redundancy along with additional security 

measures. For example, according to one embodiment, 

only data from two of the multiple data storage 

25 facilities, Dl through D4, are needed to decipher and 

reassemble the sensitive data. Thus, as many as two of 

the four data storage facilities Dl through D4 may be 

inoperative due to maintenance, system failure, power 

failure, or the like, without affecting the 

30 functionality of the trust engine 110. In addition, 

because, according to one embodiment, the data stored 

in each data storage facility is randomized and 

undecipherable, compromise of any individual data 
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storage facility does not necessarily compromise the 

sensitive data. Moreover, in the embodiment having 

geographical separation of the data storage facilities, 

a compromise of multiple geographically remote 

5 facilities becomes increasingly difficult. In fact, 

even a rogue employee will be greatly challenged to 

subvert the needed multiple independent geographically 

remote data storage facilities. 

[0121] Although the depository system 700 is 

10 disclosed with reference to its preferred and 

alternative embodiments, the invention is not intended 

to be limited thereby. Rather, a skilled artisan will 

recognize from the disclosure herein, a wide number of 

alternatives for the depository system 700. For 

15 example, the depository system 700 may comprise one, 

two or more data storage facilities. In addition, 

sensitive data may be mathematically operated such that 

portions from two or more data storage facilities are 

needed to reassemble and decipher the sensitive data. 

20 [0122] As mentioned in the foregoing, the 

authentication engine 215 and the cryptographic engine 

220 each include a data splitting module 520 and 610, 

respectively, for splitting any type or form of 

sensitive data, such as, for example, text, audio, 

25 video, the authentication data and the cryptographic 

key data. FIGURE 8 illustrates a flowchart of a data 

splitting process 800 performed by the data splitting 

module according to aspects of an embodiment of the 

invention. As shown in FIGURE 8, the data splitting 

30 process 800 begins at step 805 when sensitive data "S" 

is received by the data splitting module of the 

authentication engine 215 or the cryptographic engine 

220. Preferably, in step 810, the data splitting 
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module then generates a substantially random number, 

value, or string or set of bits, "A." For example, the 

random number A may be generated in a wide number of 

varying conventional techniques available to one of 

5 ordinary skill in the art, for producing high quality 

random numbers suitable for use in cryptographic 

applications. In addition, according to one 

embodiment, the random number A comprises a bit length 

which may be any suitable length, such as shorter, 

10 longer or equal to the bit length of the sensitive 

data, S. 

[0123] In addition, in step 820 the data splitting 

process 800 generates another statistically random 

number "C." According to the preferred embodiment, the 

15 generation of the statistically random numbers A and C 

may advantageously be done in parallel. The data 

splitting module then combines the numbers A and C with 

the sensitive data S such that new numbers "B" and 

are generated. For example, number B may comprise the 

20 binary combination of A XOR S and number D may comprise 

the binary combination of C XOR S. The XOR function, 

or the "exclusive- or" function, is well known to those 

of ordinary skill in the art. The foregoing 

combinations preferably occur in steps 825 and 830, 

25 respectively, and, according to one embodiment, the 

foregoing combinations also occur in parallel. The 

data splitting process 800 then proceeds to step 835 

where the random numbers A and C and the numbers B and 

D are paired such that none of the pairings contain 

30 sufficient data, by themselves, to reorganize and 

decipher the original sensitive data S. For example, 

the numbers may be paired as follows: AC, AD, BC, and 

BD. According to one embodiment, each of the foregoing 
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pairings is distributed to one of the depositories D1 

through D4 of FIGURE 7. According to another 

embodiment, each of the foregoing pairings is randomly 

distributed to one of the depositories D1 through D4. 

5 For example, during a first data splitting process 800, 

the pairing AC may be sent to depository D2, through, 

for example, a random selection of D2's IP address. 

Then, during a second data splitting process 800, the 

pairing AC may be sent to depository D4, through, for 

10 example, a random selection of D4's IP address. In 

addition, the pairings may all be stored on one 

depository, and may be stored in separate locations on 

said depository. 

[0124] Based on the foregoing, the data splitting 

15 process 800 advantageously places portions of the 

sensitive data in each of the four data storage 

facilities D1 through D4, such that no single data 

storage facility Dl through D4 includes sufficient 

encrypted data to recreate the original sensitive data 

20 S. As mentioned in the foregoing, such randomization 

of the data into individually unusable encrypted 

portions increases security and provides for maintained 

trust in the data even if one of the data storage 

facilities, Dl through D4, is compromised. 

25 [0125] Although the data splitting process 800 is 

disclosed with reference to its preferred embodiment, 

the invention is not intended to be limited thereby. 

Rather a skilled artisan will recognize from the 

disclosure herein, a wide number of alternatives for 

30 the data splitting process 800. For example, the data 

splitting process may advantageously split the data 

into two numbers, for example, random number A and 

number B and, randomly distribute A and B through two 
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data storage facilities. Moreover, the data splitting 

process 800 may advantageously split the data among a 

wide number of data storage facilities through 

generation of additional random numbers. The data may 

5 be split into any desired, selected, predetermined, or 

randomly assigned size unit, including but not limited 

to, a bit, bits, bytes, kilobytes, megabytes or larger, 

or any combination or sequence of sizes. In addition, 

varying the sizes of the data units resulting from the 

10 splitting process may render the data more difficult to 

restore to a useable form, thereby increasing security 

of sensitive data. It is readily apparent to those of 

ordinary skill in the art that the split data unit 

sizes may be a wide variety of data unit sizes or 

15 patterns of sizes or combinations of sizes. For 

example, the data unit sizes may be selected or 

predetermined to be all of the same size, a fixed set 

of different sizes, a combination of sizes, or randomly 

generates sizes. Similarly, the data units may be 

20 distributed into one or more shares according to a 

fixed or predetermined data unit size, a pattern or 

combination of data unit sizes, or a randomly generated 

data unit size or sizes per share. 

[0126] As mentioned in the foregoing, in order to 

25 recreate the sensitive data S, the data portions need 

to be derandomized and reorganized. This process may 

advantageously occur in the data assembling modules, 

525 and 620, of the authentication engine 215 and the 

cryptographic engine 220, respectively. The data 

30 assembling module, for example, data assembly module 

525, receives data portions from the data storage 

facilities D1 through D4, and reassembles the data into 

useable form. For example, according to one embodiment 
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where the data splitting module 520 employed the data 

splitting process 800 of FIGURE 8, the data assembling 

module 525 uses data portions from at least two of the 

data storage facilities D1 through D4 to recreate the 

5 sensitive data S. For example, the pairings of AC, AD, 

BC, and BD, were distributed such that any two provide 

one of A and B, or, C and D. Noting that S = A XOR B 

or S = C XOR D indicates that when the data assembling 

module receives one of A and B, or, C and D, the data 

10 assembling module 525 can advantageously reassemble the 

sensitive data S. Thus, the data assembling module 525 

may assemble the sensitive data S, when, for example, 

it receives data portions from at least the first two 

of the data storage facilities Dl through D4 to respond 

15 to an assemble request by the trust engine 110. 

[0127] Based on the above data splitting and 

assembling processes, the sensitive data S exists in 

usable format only in a limited area of the trust 

engine 110. For example, when the sensitive data S 

20 includes enrollment authentication data, usable, 

nonrandomized enrollment authentication data is 

available only in the authentication engine 215. 

Likewise, when the sensitive data S includes private 

cryptographic key data, usable, nonrandomized private 

25 cryptographic key data is available only in the 

cryptographic engine 220. 

[0128] Although the data splitting and assembling 

processes are disclosed with reference to their 

preferred embodiments, the invention is not intended to 

30 be limited thereby. Rather, a skilled artisan will 

recognize from the disclosure herein, a wide number of 

alternatives for splitting and reassembling the 

sensitive data S. For example, public- key encryption 
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may be used to further secure the data at the data 

storage facilities D1 through D4. In addition, it is 

readily apparent to those of ordinary skill in the art 

that the data splitting module described herein is also 

5 a separate and distinct embodiment of the present 

invention that may be incorporated into, combined with 

or otherwise made part of any pre-existing computer 

systems, software suites, database, or combinations 

thereof, or other embodiments of the present invention, 

10 such as the trust engine, authentication engine, and 

transaction engine disclosed and described herein. 

[0129] FIGURE 9A illustrates a data flow of an 

enrollment process 900 according to aspects of an 

embodiment of the invention. As shown in FIGURE 9A, 

15 the enrollment process 900 begins at step 905 when a 

user desires to enroll with the trust engine 110 of the 

cryptographic system 100. According to this 

embodiment, the user system 105 advantageously includes 

a client- side applet, such as a Java-based, that 

20 queries the user to enter enrollment data, such as 

demographic data and enrollment authentication data. 

According to one embodiment, the enrollment 

authentication data includes user ID, password(s), 

biometric(s), or the like. According to one 

25 embodiment, during the querying process, the 

client- side applet preferably communicates with the 

trust engine 110 to ensure that a chosen user ID is 

unique. When the user ID is nonunique, the trust 

engine 110 may advantageously suggest a unique user ID. 

30 The client- side applet gathers the enrollment data and 

transmits the enrollment data, for example, through and 

XML document, to the trust engine 110, and in 

particular, to the transaction engine 205. According 
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to one embodiment, the transmission is encoded with the 

public key of the authentication engine 215. 

[0130] According to one embodiment, the user 

performs a single enrollment during step 905 of the 

5 enrollment process 900. For example, the user enrolls 

himself or herself as a particular person, such as Joe 

User. When Joe User desires to enroll as Joe User, CEO 

of Mega Corp., then according to this embodiment, Joe 

User enrolls a second time, receives a second unique 

10 user ID and the trust engine 110 does not associate the 

two identities. According to another embodiment of the 

invention, the enrollment process 900 provides for 

multiple user identities for a single user ID. Thus, 

in the above example, the trust engine 110 will 

15 advantageously associate the two identities of Joe 

User. As will be understood by a skilled artisan from 

the disclosure herein, a user may have many identities, 

for example, Joe User the head of household, Joe User 

the member of the Charitable Foundations, and the like. 

20 Even though the user may have multiple identities, 

according to this embodiment, the trust engine 110 

preferably stores only one set of enrollment data. 

Moreover, users may advantageously add, edit/update, or 

delete identities as they are needed. 

25 [0131] Although the enrollment process 900 is 

disclosed with reference to its preferred embodiment, 

the invention is not intended to be limited thereby. 

Rather, a skilled artisan will recognize from the 

disclosure herein, a wide number of alternatives for 

30 gathering of enrollment data, and in particular, 

enrollment authentication data. For example, the 

applet may be common object model ( COM) based applet or 

the like. 
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[0132] On the other hand, the enrollment process may 

include graded enrollment. For example, at a lowest 

level of enrollment, the user may enroll over the 

communication link 125 without producing documentation 

5 as to his or her identity. According to an increased 

level of enrollment, the user enrolls using a trusted 

third party, such as a digital notary. For example, 

and the user may appear in person to the trusted third 

party, produce credentials such as a birth certificate, 

10 driver's license, military ID, or the like, and the 

trusted third party may advantageously include, for 

example, their digital signature in enrollment 

submission. The trusted third party may include an 

actual notary, a government agency, such as the Post 

15 Office or Department of Motor Vehicles, a human 

resources person in a large company enrolling an 

employee, or the like. A skilled artisan will 

understand from the disclosure herein that a wide 

number of varying levels of enrollment may occur during 

20 the enrollment process 900. 

[0133] After receiving the enrollment authentication 

data, at step 915, the transaction engine 205, using 

conventional FULL SSL technology forwards the 

enrollment authentication data to the authentication 

25 engine 215. In step 920, the authentication engine 215 

decrypts the enrollment authentication data using the 

private key of the authentication engine 215. In 

addition, the authentication engine 215 employs the 

data splitting module to mathematically operate on the 

30 enrollment authentication data so as to split the data 

into at least two independently undecipherable, 

randomized, numbers. As mentioned in the foregoing, at 

least two numbers may comprise a statistically random 
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number and a binary XORed number. In step 925, the 

authentication engine 215 forwards each portion of the 

randomized numbers to one of the data storage 

facilities D1 through D4. As mentioned in the 

5 foregoing, the authentication engine 215 may also 

advantageously randomize which portions are transferred 

to which depositories. 

[0134] Often during the enrollment process 900, the 

user will also desire to have a digital certificate 

10 issued such that he or she may receive encrypted 

documents from others outside the cryptographic system 

100. As mentioned in the foregoing, the certificate 

authority 115 generally issues digital certificates 

according to one or more of several conventional 

15 standards. Generally, the digital certificate includes 

a public key of the user or system, which is known to 

everyone. 

[0135] Whether the user requests a digital 

certificate at enrollment, or at another time, the 

20 request is transferred through the trust engine 110 to 

the authentication engine 215. According to one 

embodiment, the request includes an XML document 

having, for example, the proper name of the user. 

According to step 935, the authentication engine 215 

25 transfers the request to the cryptographic engine 220 

instructing the cryptographic engine 220 to generate a 

cryptographic key or key pair. 

[0136] Upon request, at step 935, the cryptographic 

engine 220 generates at least one cryptographic key. 

30 According to one embodiment, the cryptographic handling 

module 625 generates a key pair, where one key is used 

as a private key, and one is used as a public key. The 

cryptographic engine 220 stores the private key and, 
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according to one embodiment, a copy of the public key. 

In step 945, the cryptographic engine 220 transmits a 

request for a digital certificate to the transaction 

engine 205. According to one embodiment, the request 

5 advantageously includes a standardized request, such as 

PKCS10, embedded in, for example, an XML document. The 

request for a digital certificate may advantageously 

correspond to one or more certificate authorities and 

the one or more standard formats the certificate 

10 authorities require. 

[0137] In step 950 the transaction engine 205 

forwards this request to the certificate authority 115, 

who, in step 955, returns a digital certificate. The 

return digital certificate may advantageously be in a 

15 standardized format, such as PKCS7, or in a proprietary 

format of one or more of the certificate authorities 

115. In step 960, the digital certificate is received 

by the transaction engine 205, and a copy is forwarded 

to the user and a copy is stored with the trust engine 

20 110. The trust engine 110 stores a copy of the 

certificate such that the trust engine 110 will not 

need to rely on the availability of the certificate 

authority 115. For example, when the user desires to 

send a digital certificate, or a third party requests 

25 the user's digital certificate, the request for the 

digital certificate is typically sent to the 

certificate authority 115. However, if the certificate 

authority 115 is conducting maintenance or has been 

victim of a failure or security compromise, the digital 

30 certificate may not be available. 

[0138] At any time after issuing the cryptographic 

keys, the cryptographic engine 220 may advantageously 

employ the data splitting process 800 described above 
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such that the cryptographic keys are split into 

independently undecipherable randomized numbers. 

Similar to the authentication data, at step 965 the 

cryptographic engine 220 transfers the randomized 

5 numbers to the data storage facilities Dl through D4. 

[0139] A skilled artisan will recognize from the 

disclosure herein that the user may request a digital 

certificate anytime after enrollment. Moreover, the 

communications between systems may advantageously 

10 include FULL SSL or public- key encryption technologies. 

Moreover, the enrollment process may issue multiple 

digital certificates from multiple certificate 

authorities, including one or more proprietary 

certificate authorities internal or external to the 

15 trust engine 110. 

[0140] As disclosed in steps 935 through 960, one 

embodiment of the invention includes the request for a 

certificate that is eventually stored on the trust 

engine 110. Because, according to one embodiment, the 

20 cryptographic handling module 625 issues the keys used 

by the trust engine 110, each certificate corresponds 

to a private key. Therefore, the trust engine 110 may 

advantageously provide for interoperability through 

monitoring the certificates owned by, or associated 

25 with, a user. For example, when the cryptographic 

engine 220 receives a request for a cryptographic 

function, the cryptographic handling module 625 may 

investigate the certificates owned by the requesting 

user to determine whether the user owns a private key 

30 matching the attributes of the request. When such a 

certificate exists, the cryptographic handling module 

625 may use the certificate or the public or private 

keys associated therewith, to perform the requested 
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function. When such a certificate does not exist, the 

cryptographic handling module 625 may advantageously 

and transparently perform a number of actions to 

attempt to remedy the lack of an appropriate key. For 

5 example, FIGURE 9B illustrates a flowchart of an 

interoperability process 970, which according to 

aspects of an embodiment of the invention, discloses 

the foregoing steps to ensure the cryptographic 

handling module 625 performs cryptographic functions 

10 using appropriate keys. 

[0141] As shown in FIGURE 9B, the interoperability 

process 970 begins with step 972 where the 

cryptographic handling module 925 determines the type 

of certificate desired. According to one embodiment of 

15 the invention, the type of certificate may 

advantageously be specified in the request for 

cryptographic functions, or other data provided by the 

requestor. According to another embodiment, the 

certificate type may be ascertained by the data format 

20 of the request. For example, the cryptographic 

handling module 925 may advantageously recognize the 

request corresponds to a particular type. 

[0142] According to one embodiment, the certificate 

type may include one or more algorithm standards, for 

25 example, RSA, ELGAMAL, or the like. In addition, the 

certificate type may include one or more key types, 

such as symmetric keys, public keys, strong encryption 

keys such as 256 bit keys, less secure keys, or the 

like. Moreover, the certificate type may include 

30 upgrades or replacements of one or more of the 

foregoing algorithm standards or keys, one or more 

message or data formats, one or more data encapsulation 

or encoding schemes, such as Base 32 or Base 64. The 
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certificate type may also include compatibility with 

one or more third-party cryptographic applications or 

interfaces, one or more communication protocols, or one 

or more certificate standards or protocols. A skilled 

5 artisan will recognize from the disclosure herein that 

other differences may exist in certificate types, and 

translations to and from those differences may be 

implemented as disclosed herein. 

[0143] Once the cryptographic handling module 625 

10 determines the certificate type, the interoperability 

process 970 proceeds to step 974, and determines 

whether the user owns a certificate matching the type 

determined in step 974. When the user owns a matching 

certificate, for example, the trust engine 110 has 

15 access to the matching certificate through, for 

example, prior storage thereof, the cryptographic 

handling module 825 knows that a matching private key 

is also stored within the trust engine 110. For 

example, the matching private key may be stored within 

20 the depository 210 or depository system 700. The 

cryptographic handling module 625 may advantageously 

request the matching private key be assembled from, for 

example, the depository 210, and then in step 976, use 

the matching private key to perform cryptographic 

25 actions or functions. For example, as mentioned in the 

foregoing, the cryptographic handling module 625 may 

advantageously perform hashing, hash comparisons, data 

encryption or decryption, digital signature 

verification or creation, or the like. 

30 [0144] When the user does not own a matching 

certificate, the interoperability process 970 proceeds 

to step 978 where the cryptographic handling module 625 

determines whether the users owns a cross- certified 
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certificate. According to one embodiment, 

cross- certification between certificate authorities 

occurs when a first certificate authority determines to 

trust certificates from a second certificate authority. 

5 In other words, the first certificate authority 

determines that certificates from the second 

certificate authority meets certain quality standards, 

and therefore, may be "certified" as equivalent to the 

first certificate authority's own certificates. 

10 Cross- certification becomes more complex when the 

certificate authorities issue, for example, 

certificates having levels of trust. For example, the 

first certificate authority may provide three levels of 

trust for a particular certificate, usually based on 

15 the degree of reliability in the enrollment process, 

while the second certificate authority may provide 

seven levels of trust. Cross- certification may 

advantageously track which levels and which 

certificates from the second certificate authority may 

20 be substituted for which levels and which certificates 

from the first. When the foregoing cross- certification 

is done officially and publicly between two 

certification authorities, the mapping of certificates 

and levels to one another is often called "chaining." 

25 [0145] According to another embodiment of the 

invention, the cryptographic handling module 625 may 

advantageously develop cross- certifications outside 

those agreed upon by the certificate authorities. For 

example, the cryptographic handling module 625 may 

30 access a first certificate authority's certificate 

practice statement ( CPS), or other published policy 

statement, and using, for example, the authentication 

tokens required by particular trust levels, match the 
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first certificate authority's certificates to those of 

another certificate authority. 

[0146] When, in step 978, the cryptographic handling 

module 625 determines that the users owns a 

5 cross- certified certificate, the interoperability 

process 970 proceeds to step 976, and performs the 

cryptographic action or function using the 

cross- certified public key, private key, or both. 

Alternatively, when the cryptographic handling module 

10 625 determines that the users does not own a 

cross- certified certificate, the interoperability 

process 970 proceeds to step 980, where the 

cryptographic handling module 625 selects a certificate 

authority that issues the requested certificate type, 

15 or a certificate cross- certified thereto. In step 982, 

the cryptographic handling module 625 determines 

whether the user enrollment authentication data, 

discussed in the foregoing, meets the authentication 

requirements of the chosen certificate authority. For 

20 example, if the user enrolled over a network by, for 

example, answering demographic and other questions, the 

authentication data provided may establish a lower 

level of trust than a user providing biometric data and 

appearing before a third-party, such as, for example, a 

25 notary. According to one embodiment, the foregoing 

authentication requirements may advantageously be 

provided in the chosen authentication authority's CPS. 

[0147] When the user has provided the trust engine 

110 with enrollment authentication data meeting the 

30 requirements of chosen certificate authority, the 

interoperability process 970 proceeds to step 984, 

where the cryptographic handling module 825 acquires 

the certificate from the chosen certificate authority. 
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According to one embodiment, the cryptographic handling 

module 625 acquires the certificate by following steps 

945 through 960 of the enrollment process 900. For 

example, the cryptographic handling module 625 may 

5 advantageously employ one or more public keys from one 

or more of the key pairs already available to the 

cryptographic engine 220, to request the certificate 

from the certificate authority. According to another 

embodiment, the cryptographic handling module 625 may 

10 advantageously generate one or more new key pairs, and 

use the public keys corresponding thereto, to request 

the certificate from the certificate authority. 

[0148] According to another embodiment, the trust 

engine 110 may advantageously include one or more 

15 certificate issuing modules capable of issuing one or 

more certificate types. According to this embodiment, 

the certificate issuing module may provide the 

foregoing certificate. When the cryptographic handling 

module 625 acquires the certificate, the 

20 interoperability process 970 proceeds to step 976, and 

performs the cryptographic action or function using the 

public key, private key, or both corresponding to the 

acquired certificate. 

[0149] When the user, in step 982, has not provided 

25 the trust engine 110 with enrollment authentication 

data meeting the requirements of chosen certificate 

authority, the cryptographic handling module 625 

determines, in step 986 whether there are other 

certificate authorities that have different 

30 authentication requirements. For example, the 

cryptographic handling module 625 may look for 

certificate authorities having lower authentication 
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requirements, but still issue the chosen certificates, 

or cross- certifications thereof. 

[0150] When the foregoing certificate authority 

having lower requirements exists, the interoperability 

5 process 970 proceeds to step 980 and chooses that 

certificate authority. Alternatively, when no such 

certificate authority exists, in step 988, the trust 

engine 110 may request additional authentication tokens 

from the user. For example, the trust engine 110 may 

10 request new enrollment authentication data comprising, 

for example, biometric data. Also, the trust engine 

110 may request the user appear before a trusted third 

party and provide appropriate authenticating 

credentials, such as, for example, appearing before a 

15 notary with a drivers license, social security card, 

bank card, birth certificate, military ID, or the like. 

When the trust engine 110 receives updated 

authentication data, the interoperability process 970 

proceeds to step 984 and acquires the foregoing chosen 

20 certificate. 

[0151] Through the foregoing interoperability 

process 970, the cryptographic handling module 625 

advantageously provides seamless, transparent, 

translations and conversions between differing 

25 cryptographic systems. A skilled artisan will 

recognize from the disclosure herein, a wide number of 

advantages and implementations of the foregoing 

interoperable system. For example, the foregoing step 

986 of the interoperability process 970 may 

30 advantageously include aspects of trust arbitrage, 

discussed in further detail below, where the 

certificate authority may under special circumstances 

accept lower levels of cross- certification. In 
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addition, the interoperability process 970 may include 

ensuring interoperability between and employment of 

standard certificate revocations, such as employing 

certificate revocation lists ( CRL), online certificate 

5 status protocols ( OCSP), or the like. 

[0152] FIGURE 10 illustrates a data flow of an 

authentication process 1000 according to aspects of an 

embodiment of the invention. According to one 

embodiment, the authentication process 1000 includes 

10 gathering current authentication data from a user and 

comparing that to the enrollment authentication data of 

the user. For example, the authentication process 1000 

begins at step 1005 where a user desires to perform a 

transaction with, for example, a vendor. Such 

15 transactions may include, for example, selecting a 

purchase option, requesting access to a restricted area 

or device of the vendor system 120, or the like. At 

step 1010, a vendor provides the user with a 

transaction ID and an authentication request. The 

20 transaction ID may advantageously include a 192 bit 

quantity having a 32 bit timestamp concatenated with a 

128 bit random quantity, or a "nonce," concatenated 

with a 32 bit vendor specific constant. Such a 

transaction ID uniquely identifies the transaction such 

25 that copycat transactions can be refused by the trust 

engine 110. 

[0153] The authentication request may advantageously 

include what level of authentication is needed for a 

particular transaction. For example, the vendor may 

30 specify a particular level of confidence that is 

required for the transaction at issue. If 

authentication cannot be made to this level of 

confidence, as will be discussed below, the transaction 
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will not occur without either further authentication by 

the user to raise the level of confidence, or a change 

in the terms of the authentication between the vendor 

and the server. These issues are discussed more 

5 completely below. 

[0154] According to one embodiment, the transaction 

ID and the authentication request may be advantageously 

generated by a vendor- side applet or other software 

program. In addition, the transmission of the 

10 transaction ID and authentication data may include one 

or more XML documents encrypted using conventional SSL 

technology, such as, for example, % SSL, or, in other 

words vendor- side authenticated SSL. 

[0155] After the user system 105 receives the 

15 transaction ID and authentication request, the user 

system 105 gathers the current authentication data, 

potentially including current biometric information, 

from the user. The user system 105, at step 1015, 

encrypts at least the current authentication data "B" 

20 and the transaction ID, with the public key of the 

authentication engine 215, and transfers that data to 

the trust engine 110. The transmission preferably 

comprises XML documents encrypted with at least 

conventional % SSL technology. In step 1020, the 

25 transaction engine 205 receives the transmission, 

preferably recognizes the data format or request in the 

URL or URI, and forwards the transmission to the 

authentication engine 215. 

[0156] During steps 1015 and 1020, the vendor system 

30 120, at step 1025, forwards the transaction ID and the 

authentication request to the trust engine 110, using 

the preferred FULL SSL technology. This communication 

may also include a vendor ID, although vendor 
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identification may also be communicated through a 

non-random portion of the transaction ID. At steps 

1030 and 1035, the transaction engine 205 receives the 

communication, creates a record in the audit trail, and 

5 generates a request for the user's enrollment 

authentication data to be assembled from the data 

storage facilities Dl through D4. At step 1040, the 

depository system 700 transfers the portions of the 

enrollment authentication data corresponding to the 

10 user to the authentication engine 215. At step 1045, 

the authentication engine 215 decrypts the transmission 

using its private key and compares the enrollment 

authentication data to the current authentication data 

provided by the user. 

15 [0157] The comparison of step 1045 may 

advantageously apply heuristical context sensitive 

authentication, as referred to in the forgoing, and 

discussed in further detail below. For example, if the 

biometric information received does not match 

20 perfectly, a lower confidence match results. In 

particular embodiments, the level of confidence of the 

authentication is balanced against the nature of the 

transaction and the desires of both the user and the 

vendor. Again, this is discussed in greater detail 

25 below. 

[0158] At step 1050, the authentication engine 215 

fills in the authentication request with the result of 

the comparison of step 1045. According to one 

embodiment of the invention, the authentication request 

30 is filled with a YES/NO or TRUE/FALSE result of the 

authentication process 1000. In step 1055 the 

filled- in authentication request is returned to the 

vendor for the vendor to act upon, for example, 
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allowing the user to complete the transaction that 

initiated the authentication request. According to one 

embodiment, a confirmation message is passed to the 

user. 

5 [0159] Based on the foregoing, the authentication 

process 1000 advantageously keeps sensitive data secure 

and produces results configured to maintain the 

integrity of the sensitive data. For example, the 

sensitive data is assembled only inside the 

10 authentication engine 215. For example, the enrollment 

authentication data is undecipherable until it is 

assembled in the authentication engine 215 by the data 

assembling module, and the current authentication data 

is undecipherable until it is unwrapped by the 

15 conventional SSL technology and the private key of the 

authentication engine 215. Moreover, the 

authentication result transmitted to the vendor does 

not include the sensitive data, and the user may not 

even know whether he or she produced valid 

20 authentication data. 

[0160] Although the authentication process 1000 is 

disclosed with reference to its preferred and 

alternative embodiments, the invention is not intended 

to be limited thereby. Rather, a skilled artisan will 

25 recognize from the disclosure herein, a wide number of 

alternatives for the authentication process 1000. For 

example, the vendor may advantageously be replaced by 

almost any requesting application, even those residing 

with the user system 105. For example, a client 

30 application, such as Microsoft Word, may use an 

application program interface (API) or a cryptographic 

API ( CAPI) to request authentication before unlocking a 

document. Alternatively, a mail server, a network, a 
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cellular phone, a personal or mobile computing device, 

a workstation, or the like, may all make authentication 

requests that can be filled by the authentication 

process 1000. In fact, after providing the foregoing 

5 trusted authentication process 1000, the requesting 

application or device may provide access to or use of a 

wide number of electronic or computer devices or 

systems. 

[0161] Moreover, the authentication process 1000 may 

10 employ a wide number of alternative procedures in the 

event of authentication failure. For example, 

authentication failure may maintain the same 

transaction ID and request that the user reenter his or 

her current authentication data. As mentioned in the 

15 foregoing, use of the same transaction ID allows the 

comparator of the authentication engine 215 to monitor 

and limit the number of authentication attempts for a 

particular transaction, thereby creating a more secure 

cryptographic system 100. 

20 [0162] In addition, the authentication process 1000 

may be advantageously be employed to develop elegant 

single sign- on solutions, such as, unlocking a 

sensitive data vault. For example, successful or 

positive authentication may provide the authenticated 

25 user the ability to automatically access any number of 

passwords for an almost limitless number of systems and 

applications. For example, authentication of a user 

may provide the user access to password, login, 

financial credentials, or the like, associated with 

30 multiple online vendors, a local area network, various 

personal computing devices, Internet service providers, 

auction providers, investment brokerages, or the like. 

By employing a sensitive data vault, users may choose 
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truly large and random passwords because they no longer 

need to remember them through association. Rather, the 

authentication process 1000 provides access thereto. 

For example, a user may choose a random alphanumeric 

5 string that is twenty plus digits in length rather than 

something associated with a memorable data, name, etc. 

[0163] According to one embodiment, a sensitive data 

vault associated with a given user may advantageously 

be stored in the data storage facilities of the 

10 depository 210, or split and stored in the depository 

system 700. According to this embodiment, after 

positive user authentication, the trust engine 110 

serves the requested sensitive data, such as, for 

example, to the appropriate password to the requesting 

15 application. According to another embodiment, the 

trust engine 110 may include a separate system for 

storing the sensitive data vault. For example, the 

trust engine 110 may include a stand-alone software 

engine implementing the data vault functionality and 

20 figuratively residing "behind" the foregoing front-end 

security system of the trust engine 110. According to 

this embodiment, the software engine serves the 

requested sensitive data after the software engine 

receives a signal indicating positive user 

25 authentication from the trust engine 110. 

[0164] In yet another embodiment, the data vault may 

be implemented by a third-party system. Similar to the 

software engine embodiment, the third-party system may 

advantageously serve the requested sensitive data after 

30 the third-party system receives a signal indicating 

positive user authentication from the trust engine 110. 

According to yet another embodiment, the data vault may 

be implemented on the user system 105. A user- side 
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software engine may advantageously serve the foregoing 

data after receiving a signal indicating positive user 

authentication from the trust engine 110. 

[0165] Although the foregoing data vaults are 

5 disclosed with reference to alternative embodiments, a 

skilled artisan will recognize from the disclosure 

herein, a wide number of additional implementations 

thereof. For example, a particular data vault may 

include aspects from some or all of the foregoing 

10 embodiments. In addition, any of the foregoing data 

vaults may employ one or more authentication requests 

at varying times. For example, any of the data vaults 

may require authentication every one or more 

transactions, periodically, every one or more sessions, 

15 every access to one or more Webpages or Websites, at 

one or more other specified intervals, or the like. 

[0166] FIGURE 11 illustrates a data flow of a 

signing process 1100 according to aspects of an 

embodiment of the invention. As shown in FIGURE 11, 

20 the signing process 1100 includes steps similar to 

those of the authentication process 1000 described in 

the foregoing with reference to FIGURE 10. According 

to one embodiment of the invention, the signing process 

1100 first authenticates the user and then performs one 

25 or more of several digital signing functions as will be 

discussed in further detail below. According to 

another embodiment, the signing process 1100 may 

advantageously store data related thereto, such as 

hashes of messages or documents, or the like. This 

30 data may advantageously be used in an audit or any 

other event, such as for example, when a participating 

party attempts to repudiate a transaction. 
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[0167] As shown in FIGURE 11, during the 

authentication steps, the user and vendor may 

advantageously agree on a message, such as, for 

example, a contract. During signing, the signing 

5 process 1100 advantageously ensures that the contract 

signed by the user is identical to the contract 

supplied by the vendor. Therefore, according to one 

embodiment, during authentication, the vendor and the 

user include a hash of their respective copies of the 

10 message or contract, in the data transmitted to the 

authentication engine 215. By employing only a hash of 

a message or contract, the trust engine 110 may 

advantageously store a significantly reduced amount of 

data, providing for a more efficient and cost effective 

15 cryptographic system. In addition, the stored hash may 

be advantageously compared to a hash of a document in 

question to determine whether the document in question 

matches one signed by any of the parties. The ability 

to determine whether the document is identical to one 

20 relating to a transaction provides for additional 

evidence that can be used against a claim for 

repudiation by a party to a transaction. 

[0168] In step 1103, the authentication engine 215 

assembles the enrollment authentication data and 

25 compares it to the current authentication data provided 

by the user. When the comparator of the authentication 

engine 215 indicates that the enrollment authentication 

data matches the current authentication data, the 

comparator of the authentication engine 215 also 

30 compares the hash of the message supplied by the vendor 

to the hash of the message supplied by the user. Thus, 

the authentication engine 215 advantageously ensures 
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that the message agreed to by the user is identical to 

that agreed to by the vendor. 

[0169] In step 1105, the authentication engine 215 

transmits a digital signature request to the 

5 cryptographic engine 220. According to one embodiment 

of the invention, the request includes a hash of the 

message or contract. However, a skilled artisan will 

recognize from the disclosure herein that the 

cryptographic engine 220 may encrypt virtually any type 

10 of data, including, but not limited to, video, audio, 

biometrics, images or text to form the desired digital 

signature. Returning to step 1105, the digital 

signature request preferably comprises an XML document 

communicated through conventional SSL technologies. 

15 [0170] In step 1110, the authentication engine 215 

transmits a request to each of the data storage 

facilities D1 through D4, such that each of the data 

storage facilities Dl through D4 transmit their 

respective portion of the cryptographic key or keys 

20 corresponding to a signing party. According to another 

embodiment, the cryptographic engine 220 employs some 

or all of the steps of the interoperability process 970 

discussed in the foregoing, such that the cryptographic 

engine 220 first determines the appropriate key or keys 

25 to request from the depository 210 or the depository 

system 700 for the signing party, and takes actions to 

provide appropriate matching keys. According to still 

another embodiment, the authentication engine 215 or 

the cryptographic engine 220 may advantageously request 

30 one or more of the keys associated with the signing 

party and stored in the depository 210 or depository 

system 700. 
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[0171] According to one embodiment, the signing 

party includes one or both the user and the vendor. In 

such case, the authentication engine 215 advantageously 

requests the cryptographic keys corresponding to the 

5 user and/or the vendor. According to another 

embodiment, the signing party includes the trust engine 

110. In this embodiment, the trust engine 110 is 

certifying that the authentication process 1000 

properly authenticated the user, vendor, or both. 

10 Therefore, the authentication engine 215 requests the 

cryptographic key of the trust engine 110, such as, for 

example, the key belonging to the cryptographic engine 

220, to perform the digital signature. According to 

another embodiment, the trust engine 110 performs a 

15 digital notary- like function. In this embodiment, the 

signing party includes the user, vendor, or both, along 

with the trust engine 110. Thus, the trust engine 110 

provides the digital signature of the user and/or 

vendor, and then indicates with its own digital 

20 signature that the user and/or vendor were properly 

authenticated. In this embodiment, the authentication 

engine 215 may advantageously request assembly of the 

cryptographic keys corresponding to the user, the 

vendor, or both. According to another embodiment, the 

25 authentication engine 215 may advantageously request 

assembly of the cryptographic keys corresponding to the 

trust engine 110. 

[0172] According to another embodiment, the trust 

engine 110 performs power of attorney- like functions. 

30 For example, the trust engine 110 may digitally sign 

the message on behalf of a third party. In such case, 

the authentication engine 215 requests the 

cryptographic keys associated with the third party. 
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According to this embodiment, the signing process 1100 

may advantageously include authentication of the third 

party, before allowing power of attorney- like 

functions. In addition, the authentication process 

5 1000 may include a check for third party constraints, 

such as, for example, business logic or the like 

dictating when and in what circumstances a particular 

third-party's signature may be used. 

[0173] Based on the foregoing, in step 1110, the 

10 authentication engine requested the cryptographic keys 

from the data storage facilities Dl through D4 

corresponding to the signing party. In step 1115, the 

data storage facilities Dl through D4 transmit their 

respective portions of the cryptographic key 

15 corresponding to the signing party to the cryptographic 

engine 220. According to one embodiment, the foregoing 

transmissions include SSL technologies. According to 

another embodiment, the foregoing transmissions may 

advantageously be super- encrypted with the public key 

20 of the cryptographic engine 220. 

[0174] In step 1120, the cryptographic engine 220 

assembles the foregoing cryptographic keys of the 

signing party and encrypts the message therewith, 

thereby forming the digital signature(s). In step 1125 

25 of the signing process 1100, the cryptographic engine 

220 transmits the digital signature(s) to the 

authentication engine 215. In step 1130, the 

authentication engine 215 transmits the filled- in 

authentication request along with a copy of the hashed 

30 message and the digital signature(s) to the transaction 

engine 205. In step 1135, the transaction engine 205 

transmits a receipt comprising the transaction ID, an 

indication of whether the authentication was 
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successful, and the digital signature(s), to the 

vendor. According to one embodiment, the foregoing 

transmission may advantageously include the digital 

signature of the trust engine 110. For example, the 

5 trust engine 110 may encrypt the hash of the receipt 

with its private key, thereby forming a digital 

signature to be attached to the transmission to the 

vendor. 

[0175] According to one embodiment, the transaction 

10 engine 205 also transmits a confirmation message to the 

user. Although the signing process 1100 is disclosed 

with reference to its preferred and alternative 

embodiments, the invention is not intended to be 

limited thereby. Rather, a skilled artisan will 

15 recognize from the disclosure herein, a wide number of 

alternatives for the signing process 1100. For 

example, the vendor may be replaced with a user 

application, such as an email application. For 

example, the user may wish to digitally sign a 

20 particular email with his or her digital signature. In 

such an embodiment, the transmission throughout the 

signing process 1100 may advantageously include only 

one copy of a hash of the message. Moreover, a skilled 

artisan will recognize from the disclosure herein that 

25 a wide number of client applications may request 

digital signatures. For example, the client 

applications may comprise word processors, 

spreadsheets, emails, voicemail, access to restricted 

system areas, or the like. 

30 [0176] In addition, a skilled artisan will recognize 

from the disclosure herein that steps 1105 through 1120 

of the signing process 1100 may advantageously employ 

some or all of the steps of the interoperability 
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process 970 of FIGURE 9B, thereby providing 

interoperability between differing cryptographic 

systems that may, for example, need to process the 

digital signature under differing signature types. 

5 [ 0177] FIGURE 12 illustrates a data flow of an 

encryption/decryption process 1200 according to aspects 

of an embodiment of the invention. As shown in FIGURE 

12, the decryption process 1200 begins by 

authenticating the user using the authentication 

10 process 1000. According to one embodiment, the 

authentication process 1000 includes in the 

authentication request, a synchronous session key. For 

example, in conventional PKI technologies, it is 

understood by skilled artisans that encrypting or 

15 decrypting data using public and private keys is 

mathematically intensive and may require significant 

system resources. However, in symmetric key 

cryptographic systems, or systems where the sender and 

receiver of a message share a single common key that is 

20 used to encrypt and decrypt a message, the mathematical 

operations are significantly simpler and faster. Thus, 

in the conventional PKI technologies, the sender of a 

message will generate synchronous session key, and 

encrypt the message using the simpler, faster symmetric 

25 key system. Then, the sender will encrypt the session 

key with the public key of the receiver. The encrypted 

session key will be attached to the synchronously 

encrypted message and both data are sent to the 

receiver. The receiver uses his or her private key to 

30 decrypt the session key, and then uses the session key 

to decrypt the message. Based on the foregoing, the 

simpler and faster symmetric key system is used for the 

majority of the encryption/decryption processing. 
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Thus, in the decryption process 1200, the decryption 

advantageously assumes that a synchronous key has been 

encrypted with the public key of the user. Thus, as 

mentioned in the foregoing, the encrypted session key 

5 is included in the authentication request. 

[0178] Returning to the decryption process 1200, 

after the user has been authenticated in step 1205, the 

authentication engine 215 forwards the encrypted 

session key to the cryptographic engine 220. In step 

10 1210, the authentication engine 215 forwards a request 

to each of the data storage facilities, Dl through D4, 

requesting the cryptographic key data of the user. In 

step 1215, each data storage facility, D1 through D4, 

transmits their respective portion of the cryptographic 

15 key to the cryptographic engine 220. According to one 

embodiment, the foregoing transmission is encrypted 

with the public key of the cryptographic engine 220. 

[0179] In step 1220 of the decryption process 1200, 

the cryptographic engine 220 assembles the 

20 cryptographic key and decrypts the session key 

therewith. In step 1225, the cryptographic engine 

forwards the session key to the authentication engine 

215. In step 1227, the authentication engine 215 fills 

in the authentication request including the decrypted 

25 session key, and transmits the filled- in authentication 

request to the transaction engine 205. In step 1230, 

the transaction engine 205 forwards the authentication 

request along with the session key to the requesting 

application or vendor. Then, according to one 

30 embodiment, the requesting application or vendor uses 

the session key to decrypt the encrypted message. 

[0180] Although the decryption process 1200 is 

disclosed with reference to its preferred and 
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alternative embodiments, a skilled artisan will 

recognize from the disclosure herein, a wide number of 

alternatives for the decryption process 1200. For 

example, the decryption process 1200 may forego 

5 synchronous key encryption and rely on full public- key 

technology. In such an embodiment, the requesting 

application may transmit the entire message to the 

cryptographic engine 220, or, may employ some type of 

compression or reversible hash in order to transmit the 

10 message to the cryptographic engine 220. A skilled 

artisan will also recognize from the disclosure herein 

that the foregoing communications may advantageously 

include XML documents wrapped in SSL technology. 

[0181] The encryption/decryption process 1200 also 

15 provides for encryption of documents or other data. 

Thus, in step 1235, a requesting application or vendor 

may advantageously transmit to the transaction engine 

205 of the trust engine 110, a request for the public 

key of the user. The requesting application or vendor 

20 makes this request because the requesting application 

or vendor uses the public key of the user, for example, 

to encrypt the session key that will be used to encrypt 

the document or message. As mentioned in the 

enrollment process 900, the transaction engine 205 

25 stores a copy of the digital certificate of the user, 

for example, in the mass storage 225. Thus, in step 

1240 of the encryption process 1200, the transaction 

engine 205 requests the digital certificate of the user 

from the mass storage 225. In step 1245, the mass 

30 storage 225 transmits the digital certificate 

corresponding to the user, to the transaction engine 

205. In step 1250, the transaction engine 205 

transmits the digital certificate to the requesting 
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application or vendor. According to one embodiment, 

the encryption portion of the encryption process 1200 

does not include the authentication of a user. This is 

because the requesting vendor needs only the public key 

5 of the user, and is not requesting any sensitive data. 

[0182] A skilled artisan will recognize from the 

disclosure herein that if a particular user does not 

have a digital certificate, the trust engine 110 may 

employ some or all of the enrollment process 900 in 

10 order to generate a digital certificate for that 

particular user. Then, the trust engine 110 may 

initiate the encryption/decryption process 1200 and 

thereby provide the appropriate digital certificate. 

In addition, a skilled artisan will recognize from the 

15 disclosure herein that steps 1220 and 1235 through 1250 

of the encryption/decryption process 1200 may 

advantageously employ some or all of the steps of the 

interoperability process of FIGURE 9B, thereby 

providing interoperability between differing 

20 cryptographic systems that may, for example, need to 

process the encryption. 

[0183] FIGURE 13 illustrates a simplified block 

diagram of a trust engine system 1300 according to 

aspects of yet another embodiment of the invention. As 

25 shown in FIGURE 13, the trust engine system 1300 

comprises a plurality of distinct trust engines 1305, 

1310, 1315, and 1320, respectively. To facilitate a 

more complete understanding of the invention, FIGURE 13 

illustrates each trust engine, 1305, 1310, 1315, and 

30 1320 as having a transaction engine, a depository, and 

an authentication engine. However, a skilled artisan 

will recognize that each transaction engine may 

advantageously comprise some, a combination, or all of 

29532998_1 

EX1009, Page 88



- 76 - 

the elements and communication channels disclosed with 

reference to FIGURES 1-8. For example, one embodiment 

may advantageously include trust engines having one or 

more transaction engines, depositories, and 

5 cryptographic servers or any combinations thereof. 

[0184] According to one embodiment of the invention, 

each of the trust engines 1305, 1310, 1315 and 1320 are 

geographically separated, such that, for example, the 

trust engine 1305 may reside in a first location, the 

10 trust engine 1310 may reside in a second location, the 

trust engine 1315 may reside in a third location, and 

the trust engine 1320 may reside in a fourth location. 

The foregoing geographic separation advantageously 

decreases system response time while increasing the 

15 security of the overall trust engine system 1300. 

[0185] For example, when a user logs onto the 

cryptographic system 100, the user may be nearest the 

first location and may desire to be authenticated. As 

described with reference to FIGURE 10, to be 

20 authenticated, the user provides current authentication 

data, such as a biometric or the like, and the current 

authentication data is compared to that user's 

enrollment authentication data. Therefore, according 

to one example, the user advantageously provides 

25 current authentication data to the geographically 

nearest trust engine 1305. The transaction engine 1321 

of the trust engine 1305 then forwards the current 

authentication data to the authentication engine 1322 

also residing at the first location. According to 

30 another embodiment, the transaction engine 1321 

forwards the current authentication data to one or more 

of the authentication engines of the trust engines 

1310, 1315, or 1320. 
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[0186] The transaction engine 1321 also requests the 

assembly of the enrollment authentication data from the 

depositories of, for example, each of the trust 

engines, 1305 through 1320. According to this 

5 embodiment, each depository provides its portion of the 

enrollment authentication data to the authentication 

engine 1322 of the trust engine 1305. The 

authentication engine 1322 then employs the encrypted 

data portions from, for example, the first two 

10 depositories to respond, and assembles the enrollment 

authentication data into deciphered form. The 

authentication engine 1322 compares the enrollment 

authentication data with the current authentication 

data and returns an authentication result to the 

15 transaction engine 1321 of the trust engine 1305. 

[0187] Based on the above, the trust engine system 

1300 employs the nearest one of a plurality of 

geographically separated trust engines, 1305 through 

1320, to perform the authentication process. According 

20 to one embodiment of the invention, the routing of 

information to the nearest transaction engine may 

advantageously be performed at client- side applets 

executing on one or more of the user system 105, vendor 

system 120, or certificate authority 115. According to 

25 an alternative embodiment, a more sophisticated 

decision process may be employed to select from the 

trust engines 1305 through 1320. For example, the 

decision may be based on the availability, operability, 

speed of connections, load, performance, geographic 

30 proximity, or a combination thereof, of a given trust 

engine. 

[0188] In this way, the trust engine system 1300 

lowers its response time while maintaining the security 
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advantages associated with geographically remote data 

storage facilities, such as those discussed with 

reference to FIGURE 7 where each data storage facility 

stores randomized portions of sensitive data. For 

5 example, a security compromise at, for example, the 

depository 1325 of the trust engine 1315 does not 

necessarily compromise the sensitive data of the trust 

engine system 1300. This is because the depository 

1325 contains only non- decipherable randomized data 

10 that, without more, is entirely useless. 

[0189] According to another embodiment, the trust 

engine system 1300 may advantageously include multiple 

cryptographic engines arranged similar to the 

authentication engines. The cryptographic engines may 

15 advantageously perform cryptographic functions such as 

those disclosed with reference to FIGURES 1-8. 

According to yet another embodiment, the trust engine 

system 1300 may advantageously replace the multiple 

authentication engines with multiple cryptographic 

20 engines, thereby performing cryptographic functions 

such as those disclosed with reference to FIGURES 1-8. 

According to yet another embodiment of the invention, 

the trust engine system 1300 may replace each multiple 

authentication engine with an engine having some or all 

25 of the functionality of the authentication engines, 

cryptographic engines, or both, as disclosed in the 

foregoing, 

[0190] Although the trust engine system 1300 is 

disclosed with reference to its preferred and 

30 alternative embodiments, a skilled artisan will 

recognize that the trust engine system 1300 may 

comprise portions of trust engines 1305 through 1320. 

For example, the trust engine system 1300 may include 
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one or more transaction engines, one or more 

depositories, one or more authentication engines, or 

one or more cryptographic engines or combinations 

thereof. 

5 [0191] FIGURE 14 illustrates a simplified block 

diagram of a trust engine System 1400 according to 

aspects of yet another embodiment of the invention. As 

shown in FIGURE 14, the trust engine system 1400 

includes multiple trust engines 1405, 1410, 1415 and 

10 1420. According to one embodiment, each of the trust 

engines 1405, 1410, 1415 and 1420, comprise some or all 

of the elements of trust engine 110 disclosed with 

reference to FIGURES 1-8. According to this 

embodiment, when the client side applets of the user 

15 system 105, the vendor system 120, or the certificate 

authority 115, communicate with the trust engine system 

1400, those communications are sent to the IP address 

of each of the trust engines 1405 through 1420. 

Further, each transaction engine of each of the trust 

20 engines, 1405, 1410, 1415, and 1420, behaves similar to 

the transaction engine 1321 of the trust engine 1305 

disclosed with reference to FIGURE 13. For example, 

during an authentication process, each transaction 

engine of each of the trust engines 1405, 1410, 1415, 

25 and 1420 transmits the current authentication data to 

their respective authentication engines and transmits a 

request to assemble the randomized data stored in each 

of the depositories of each of the trust engines 1405 

through 1420. FIGURE 14 does not illustrate all of 

30 these communications; as such illustration would become 

overly complex. Continuing with the authentication 

process, each of the depositories then communicates its 

portion of the randomized data to each of the 
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authentication engines of the each of the trust engines 

1405 through 1420. Each of the authentication engines 

of the each of the trust engines employs its comparator 

to determine whether the current authentication data 

5 matches the enrollment authentication data provided by 

the depositories of each of the trust engines 1405 

through 1420. According to this embodiment, the result 

of the comparison by each of the authentication engines 

is then transmitted to a redundancy module of the other 

10 three trust engines. For example, the result of the 

authentication engine from the trust engine 1405 is 

transmitted to the redundancy modules of the trust 

engines 1410, 1415, and 1420. Thus, the redundancy 

module of the trust engine 1405 likewise receives the 

15 result of the authentication engines from the trust 

engines 1410, 1415, and 1420. 

[0192] FIGURE 15 illustrates a block diagram of the 

redundancy module of FIGURE 14. The redundancy module 

comprises a comparator configured to receive the 

20 authentication result from three authentication engines 

and transmit that result to the transaction engine of 

the fourth trust engine. The comparator compares the 

authentication result form the three authentication 

engines, and if two of the results agree, the 

25 comparator concludes that the authentication result 

should match that of the two agreeing authentication 

engines. This result is then transmitted back to the 

transaction engine corresponding to the trust engine 

not associated with the three authentication engines. 

30 [0193] Based on the foregoing, the redundancy module 

determines an authentication result from data received 

from authentication engines that are preferably 

geographically remote from the trust engine of that the 
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redundancy module. By providing such redundancy 

functionality, the trust engine system 1400 ensures 

that a compromise of the authentication engine of one 

of the trust engines 1405 through 1420, is insufficient 

5 to compromise the authentication result of the 

redundancy module of that particular trust engine. A 

skilled artisan will recognize that redundancy module 

functionality 

be applied to 

10 trust engines 

cryptographic 

of the trust engine system 1400 may also 

the cryptographic engine of each of the 

1405 through 1420. However, such 

engine communication was not shown in 

FIGURE 14 to avoid complexity. Moreover, a skilled 

artisan will recognize a wide number of alternative 

authentication result conflict resolution algorithms 

15 for the comparator of FIGURE 15 are suitable for use in 

the present invention. 

[0194] According to yet another embodiment of the 

invention, the trust engine system 1400 may 

advantageously employ the redundancy module during 

20 cryptographic comparison steps. For example, some or 

all of the foregoing redundancy module disclosure with 

reference to FIGURES 14 and 15 may advantageously be 

implemented during a hash comparison of documents 

provided by one or more parties during a particular 

25 transaction. 

[0195] Although the foregoing invention has been 

described in terms of certain preferred and alternative 

embodiments, other embodiments will be apparent to 

those of ordinary skill in the art from the disclosure 

30 herein. For example, the trust engine 110 may issue 

short-term certificates, where the private 

cryptographic key is released to the user for a 

predetermined period of time. For example, current 
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certificate standards include a validity field that can 

be set to expire after a predetermined amount of time. 

Thus, the trust engine 110 may release a private key to 

a user where the private key would be valid for, for 

5 example, 24 hours. According to such an embodiment, 

the trust engine 110 may advantageously issue a new 

cryptographic key pair to be associated with a 

particular user and then release the private key of the 

new cryptographic key pair. Then, once the private 

10 cryptographic key is released, the trust engine 110 

immediately expires any internal valid use of such 

private key, as it is no longer securable by the trust 

engine 110. 

[0196] In addition, a skilled artisan will recognize 

15 that the cryptographic system 100 or the trust engine 

110 may include the ability to recognize any type of 

devices, such as, but not limited to, a laptop, a cell 

phone, a network, a biometric device or the like. 

According to one embodiment, such recognition may come 

20 from data supplied in the request for a particular 

service, such as, a request for authentication leading 

to access or use, a request for cryptographic 

functionality, or the like. According to one 

embodiment, the foregoing request may include a unique 

25 device identifier, such as, for example, a processor 

ID. Alternatively, the request may include data in a 

particular recognizable data format. For example, 

mobile and satellite phones often do not include the 

processing power for full X509.v3 heavy encryption 

30 certificates, and therefore do not request them. 

According to this embodiment, the trust engine 110 may 

recognize the type of data format presented, and 

respond only in kind. 
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[0197] In an additional aspect of the system 

described above, context sensitive authentication can 

be provided using various techniques as will be 

described below. Context sensitive authentication, for 

5 example as shown in FIGURE 16, provides the possibility 

of evaluating not only the actual data which is sent by 

the user when attempting to authenticate himself, but 

also the circumstances surrounding the generation and 

delivery of that data. Such techniques may also 

10 support transaction specific trust arbitrage between 

the user and trust engine 110 or between the vendor and 

trust engine 110, as will be described below. 

[0198] As discussed above, authentication is the 

process of proving that a user is who he says he is. 

15 Generally, authentication requires demonstrating some 

fact to an authentication authority. The trust engine 

110 of the present invention represents the authority 

to which a user must authenticate himself. The user 

must demonstrate to the trust engine 110 that he is who 

20 he says he is by either: knowing something that only 

the user should know ( knowledge-based authentication), 

having something that only the user should have 

(token-based authentication), or by being something 

that only the user should be (biometric-based 

25 authentication). 

[0199] Examples of knowledge-based authentication 

include without limitation a password, PIN number, or 

lock combination. Examples of token-based 

authentication include without limitation a house key, 

30 a physical credit card, a driver's license, or a 

particular phone number. Examples of biometric-based 

authentication include without limitation a 

fingerprint, handwriting analysis, facial scan, hand 
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scan, ear scan, iris scan, vascular pattern, DNA, a 

voice analysis, or a retinal scan. 

[0200] Each type of authentication has particular 

advantages and disadvantages, and each provides a 

5 different level of security. For example, it is 

generally harder to create a false fingerprint that 

matches someone else's than it is to overhear someone's 

password and repeat it. Each type of authentication 

also requires a different type of data to be known to 

10 the authenticating authority in order to verify someone 

using that form of authentication. 

[0201] As used herein, "authentication" will refer 

broadly to the overall process of verifying someone's 

identity to be who he says he is. An "authentication 

15 technique" will refer to a particular type of 

authentication based upon a particular piece of 

knowledge, physical token, or biometric reading. 

"Authentication data" refers to information which is 

sent to or otherwise demonstrated to an authentication 

20 authority in order to establish identity. "Enrollment 

data" will refer to the data which is initially 

submitted to an authentication authority in order to 

establish a baseline for comparison with authentication 

data. An "authentication instance" will refer to the 

25 data associated with an attempt to authenticate by an 

authentication technique. 

[0202] The internal protocols and communications 

involved in the process of authenticating a user is 

described with reference to FIGURE 10 above. The part 

30 of this process within which the context sensitive 

authentication takes place occurs within the comparison 

step shown as step 1045 of FIGURE 10. This step takes 

place within the authentication engine 215 and involves 
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assembling the enrollment data 410 retrieved from the 

depository 210 and comparing the authentication data 

provided by the user to it. One particular embodiment 

of this process is shown in FIGURE 16 and described 

5 below. 

[0203] The current authentication data provided by 

the user and the enrollment data retrieved from the 

depository 210 are received by the authentication 

engine 215 in step 1600 of FIGURE 16. Both of these 

10 sets of data may contain data which is related to 

separate techniques of authentication. The 

authentication engine 215 separates the authentication 

data associated with each individual authentication 

instance in step 1605. This is necessary so that the 

15 authentication data is compared with the appropriate 

subset of the enrollment data for the user ( e.g. 

fingerprint authentication data should be compared with 

fingerprint enrollment data, rather than password 

enrollment data). 

20 [0204] Generally, authenticating a user involves one 

or more individual authentication instances, depending 

on which authentication techniques are available to the 

user. These methods are limited by the enrollment data 

which were provided by the user during his enrollment 

25 process ( if the user did not provide a retinal scan 

when enrolling, he will not be able to authenticate 

himself using a retinal scan), as well as the means 

which may be currently available to the user ( e.g. if 

the user does not have a fingerprint reader at his 

30 current location, fingerprint authentication will not 

be practical). In some cases, a single authentication 

instance may be sufficient to authenticate a user; 

however, in certain circumstances a combination of 
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multiple authentication instances may be used in order 

to more confidently authenticate a user for a 

particular transaction. 

[0205] Each authentication instance consists of data 

5 related to a particular authentication technique ( e.g. 

fingerprint, password, smart card, etc.) and the 

circumstances which surround the capture and delivery 

of the data for that particular technique. For 

example, a particular instance of attempting to 

10 authenticate via password will generate not only the 

data related to the password itself, but also 

circumstantial data, known as "metadata", related to 

that password attempt. This circumstantial data 

includes information such as: the time at which the 

15 particular authentication instance took place, the 

network address from which the authentication 

information was delivered, as well as any other 

information as is known to those of skill in the art 

which may be determined about the origin of the 

20 authentication data ( the type of connection, the 

processor serial number, etc.). 

[0206] In many cases, only a small amount of 

circumstantial metadata will be available. For 

example, if the user is located on a network which uses 

25 proxies or network address translation or another 

technique which masks the address of the originating 

computer, only the address of the proxy or router may 

be determined. Similarly, in many cases information 

such as the processor serial number will not be 

30 available because of either limitations of the hardware 

or operating system being used, disabling of such 

features by the operator of the system, or other 
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limitations of the connection between the user's system 

and the trust engine 110. 

[0207] As shown in FIGURE 16, once the individual 

authentication instances represented within the 

5 authentication data are extracted and separated in step 

1605, the authentication engine 215 evaluates each 

instance for its reliability in indicating that the 

user is who he claims to be. The reliability for a 

single authentication instance will generally be 

10 determined based on several factors. These may be 

grouped as factors relating to the reliability 

associated with the authentication technique, which are 

evaluated in step 1610, and factors relating to the 

reliability of the particular authentication data 

15 provided, which are evaluated in step 1815. The first 

group includes without limitation the inherent 

reliability of the authentication technique being used, 

and the reliability of the enrollment data being used 

with that method. The second group includes without 

20 limitation the degree of match between the enrollment 

data and the data provided with the authentication 

instance, and the metadata associated with that 

authentication instance. Each of these factors may 

vary independently of the others. 

25 [0208] The inherent reliability of an authentication 

technique is based on how hard it is for an imposter to 

provide someone else's correct data, as well as the 

overall error rates for the authentication technique. 

For passwords and knowledge based authentication 

30 methods, this reliability is often fairly low because 

there is nothing that prevents someone from revealing 

their password to another person and for that second 

person to use that password. Even a more complex 
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knowledge based system may have only moderate 

reliability since knowledge may be transferred from 

person to person fairly easily. Token based 

authentication, such as having a proper smart card or 

5 using a particular terminal to perform the 

authentication, is similarly of low reliability used by 

itself, since there is no guarantee that the right 

person is in possession of the proper token. 

[0209] However, biometric techniques are more 

10 inherently reliable because it is generally difficult 

to provide someone else with the ability to use your 

fingerprints in a convenient manner, even 

intentionally. Because subverting biometric 

authentication techniques is more difficult, the 

15 inherent reliability of biometric methods is generally 

higher than that of purely knowledge or token based 

authentication techniques. However, even biometric 

techniques may have some occasions in which a false 

acceptance or false rejection is generated. These 

20 occurrences may be reflected by differing reliabilities 

for different implementations of the same biometric 

technique. For example, a fingerprint matching system 

provided by one company may provide a higher 

reliability than one provided by a different company 

25 because one uses higher quality optics or a better 

scanning resolution or some other improvement which 

reduces the occurrence of false acceptances or false 

rejections. 

[0210] Note that this reliability may be expressed 

30 in different manners. The reliability is desirably 

expressed in some metric which can be used by the 

heuristics 530 and algorithms of the authentication 

engine 215 to calculate the confidence level of each 
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authentication. One preferred mode of expressing these 

reliabilities is as a percentage or fraction. For 

instance, fingerprints might be assigned an inherent 

reliability of 970, while passwords might only be 

5 assigned an inherent reliability of 50%. Those of 

skill in the art will recognize that these particular 

values are merely exemplary and may vary between 

specific implementations. 

[0211] The second factor for which reliability must 

10 be assessed is the reliability of the enrollment. This 

is part of the "graded enrollment" process referred to 

above. This reliability factor reflects the 

reliability of the identification provided during the 

initial enrollment process. For instance, if the 

15 individual initially enrolls in a manner where they 

physically produce evidence of their identity to a 

notary or other public official, and enrollment data is 

recorded at that time and notarized, the data will be 

more reliable than data which is provided over a 

20 network during enrollment and only vouched for by a 

digital signature or other information which is not 

truly tied to the individual. 

[0212] Other enrollment techniques with varying 

levels of reliability include without limitation: 

25 enrollment at a physical office of the trust engine 110 

operator; enrollment at a user's place of employment; 

enrollment at a post office or passport office; 

enrollment through an affiliated or trusted party to 

the trust engine 110 operator; anonymous or 

30 pseudonymous enrollment in which the enrolled identity 

is not yet identified with a particular real 

individual, as well as such other means as are known in 

the art. 
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[0213] These factors reflect the trust between the 

trust engine 110 and the source of identification 

provided during the enrollment process. For instance, 

if enrollment is performed in association with an 

5 employer during the initial process of providing 

evidence of identity, this information may be 

considered extremely reliable for purposes within the 

company, but may be trusted to a lesser degree by a 

government agency, or by a competitor. Therefore, 

10 trust engines operated by each of these other 

organizations may assign different levels of 

reliability to this enrollment. 

[0214] Similarly, additional data which is submitted 

across a network, but which is authenticated by other 

15 trusted data provided during a previous enrollment with 

the same trust engine 110 may be considered as reliable 

as the original enrollment data was, even though the 

latter data were submitted across an open network. In 

such circumstances, a subsequent notarization will 

20 effectively increase the level of reliability 

associated with the original enrollment data. In this 

way for example, an anonymous or pseudonymous 

enrollment may then be raised to a full enrollment by 

demonstrating to some enrollment official the identity 

25 of the individual matching the enrolled data. 

[0215] The reliability factors discussed above are 

generally values which may be determined in advance of 

any particular authentication instance. This is 

because they are based upon the enrollment and the 

30 technique, rather than the actual authentication. In 

one embodiment, the step of generating reliability 

based upon these factors involves looking up previously 

determined values for this particular authentication 
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technique and the enrollment data of the user. In a 

further aspect of an advantageous embodiment of the 

present invention, such reliabilities may be included 

with the enrollment data itself. In this way, these 

5 factors are automatically delivered to the 

authentication engine 215 along with the enrollment 

data sent from the depository 210. 

[0216] While these factors may generally be 

determined in advance of any individual authentication 

10 instance, they still have an effect on each 

authentication instance which uses that particular 

technique of authentication for that user. 

Furthermore, although the values may change over time 

(e.g. if the user re- enrolls in a more reliable 

15 fashion), they are not dependent on the authentication 

data itself. By contrast, the reliability factors 

associated with a single specific instance's data may 

vary on each occasion. These factors, as discussed 

below, must be evaluated for each new authentication in 

20 order to generate reliability scores in step 1815. 

[0217] The reliability of the authentication data 

reflects the match between the data provided by the 

user in a particular authentication instance and the 

data provided during the authentication enrollment. 

25 This is the fundamental question of whether the 

authentication data matches the enrollment data for the 

individual the user is claiming to be. Normally, when 

the data do not match, the user is considered to not be 

successfully authenticated, and the authentication 

30 fails. The manner in which this is evaluated may 

change depending on the authentication technique used. 

The comparison of such data is performed by the 
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comparator 515 function of the authentication engine 

215 as shown in FIGURE 5. 

[0218] For instance, matches of passwords are 

generally evaluated in a binary fashion. In other 

5 words, a password is either a perfect match, or a 

failed match. It is usually not desirable to accept as 

even a partial match a password which is close to the 

correct password if it is not exactly correct. 

Therefore, when evaluating a password authentication, 

10 the reliability of the authentication returned by the 

comparator 515 is typically either 1000 ( correct) or 0% 

(wrong), with no possibility of intermediate values. 

[0219] Similar rules to those for passwords are 

generally applied to token based authentication 

15 methods, such as smart cards. This is because having a 

smart card which has a similar identifier or which is 

similar to the correct one, is still just as wrong as 

having any other incorrect token. Therefore tokens 

tend also to be binary authenticators: a user either 

20 has the right token, or he doesn't. 

[0220] However, certain types of authentication 

data, such as questionnaires and biometrics, are 

generally not binary authenticators. For example, a 

fingerprint may match a reference fingerprint to 

25 varying degrees. To some extent, this may be due to 

variations in the quality of the data captured either 

during the initial enrollment or in subsequent 

authentications. (A fingerprint may be smudged or a 

person may have a still healing scar or burn on a 

30 particular finger.) In other instances the data may 

match less than perfectly because the information 

itself is somewhat variable and based upon pattern 

matching. (A voice analysis may seem close but not 
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quite right because of background noise, or the 

acoustics of the environment in which the voice is 

recorded, or because the person has a cold.) Finally, 

in situations where large amounts of data are being 

5 compared, it may simply be the case that much of the 

data matches well, but some doesn't. (A ten- question 

questionnaire may have resulted in eight correct 

answers to personal questions, but two incorrect 

answers.) For any of these reasons, the match between 

10 the enrollment data and the data for a particular 

authentication instance may be desirably assigned a 

partial match value by the comparator 515. In this 

way, the fingerprint might be said to be a 85% match, 

the voice print a 65% match, and the questionnaire an 

15 80% match, for example. 

[0221] This measure ( degree of match) produced by 

the comparator 515 is the factor representing the basic 

issue of whether an authentication is correct or not. 

However, as discussed above, this is only one of the 

20 factors which may be used in determining the 

reliability of a given authentication instance. Note 

also that even though a match to some partial degree 

may be determined, that ultimately, it may be desirable 

to provide a binary result based upon a partial match. 

25 In an alternate mode of operation, it is also possible 

to treat partial matches as binary, i.e. either perfect 

(100%) or failed ( 0%) matches, based upon whether or 

not the degree of match passes a particular threshold 

level of match. Such a process may be used to provide 

30 a simple pass/fail level of matching for systems which 

would otherwise produce partial matches. 

[0222] Another factor to be considered in evaluating 

the reliability of a given authentication instance 
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concerns the circumstances under which the 

authentication data for this particular instance are 

provided. As discussed above, the circumstances refer 

to the metadata associated with a particular 

5 authentication instance. This may include without 

limitation such information as: the network address of 

the authenticator, to the extent that it can be 

determined; the time of the authentication; the mode of 

transmission of the authentication data (phone line, 

10 cellular, network, etc.); and the serial number of the 

system of the authenticator. 

[0223] These factors can be used to produce a 

profile of the type of authentication that is normally 

requested by the user. Then, this information can be 

15 used to assess reliability in at least two manners. 

One manner is to consider whether the user is 

requesting authentication in a manner which is 

consistent with the normal profile of authentication by 

this user. If the user normally makes authentication 

20 requests from one network address during business days 

(when she is at work) and from a different network 

address during evenings or weekends (when she is at 

home), an authentication which occurs from the home 

address during the business day is less reliable 

25 because it is outside the normal authentication 

profile. Similarly, if the user normally authenticates 

using a fingerprint biometric and in the evenings, an 

authentication which originates during the day using 

only a password is less reliable. 

30 [0224] An additional way in which the circumstantial 

metadata can be used to evaluate the reliability of an 

instance of authentication is to determine how much 

corroboration the circumstance provides that the 
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authenticator is the individual he claims to be. For 

instance, if the authentication comes from a system 

with a serial number known to be associated with the 

user, this is a good circumstantial indicator that the 

5 user is who they claim to be. Conversely, if the 

authentication is coming from a network address which 

is known to be in Los Angeles when the user is known to 

reside in London, this is an indication that this 

authentication is less reliable based on its 

10 circumstances. 

[0225] It is also possible that a cookie or other 

electronic data may be placed upon the system being 

used by a user when they interact with a vendor system 

or with the trust engine 110. This data is written to 

15 the storage of the system of the user and may contain 

an identification which may be read by a Web browser or 

other software on the user system. If this data is 

allowed to reside on the user system between sessions 

(a "persistent cookie"), it may be sent with the 

20 authentication data as further evidence of the past use 

of this system during authentication of a particular 

user. In effect, the metadata of a given instance, 

particularly a persistent cookie, may form a sort of 

token based authenticator itself. 

25 [0226] Once the appropriate reliability factors 

based on the technique and data of the authentication 

instance are generated as described above in steps 1610 

and 1615 respectively, they are used to produce an 

overall reliability for the authentication instance 

30 provided in step 1620. One means of doing this is 

simply to express each reliability as a percentage and 

then to multiply them together. 
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[0227] For example, suppose the authentication data 

is being sent in from a network address known to be the 

user's home computer completely in accordance with the 

user's past authentication profile ( 1000), and the 

5 technique being used is fingerprint identification 

(970), and the initial finger print data was roistered 

through the user's employer with the trust engine 110 

(900), and the match between the authentication data 

and the original fingerprint template in the enrollment 

10 data is very good ( 99%). The overall reliability of 

this authentication instance could then be calculated 

as the product of these reliabilities: 100% * 97% * 90% 

* 99% - 86.4% reliability. 

[0228] This calculated reliability represents the 

15 reliability of one single instance of authentication. 

The overall reliability of a single authentication 

instance may also be calculated using techniques which 

treat the different reliability factors differently, 

for example by using formulas where different weights 

20 are assigned to each reliability factor. Furthermore, 

those of skill in the art will recognize that the 

actual values used may represent values other than 

percentages and may use non- arithmetic systems. One 

embodiment may include a module used by an 

25 authentication requestor to set the weights for each 

factor and the algorithms used in establishing the 

overall reliability of the authentication instance. 

[0229] The authentication engine 215 may use the 

above techniques and variations thereof to determine 

30 the reliability of a single authentication instance, 

indicated as step 1620. However, it may be useful in 

many authentication situations for multiple 

authentication instances to be provided at the same 
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time. For example, while attempting to authenticate 

himself using the system of the present invention, a 

user may provide a user identification, fingerprint 

authentication data, a smart card, and a password. In 

5 such a case, three independent authentication instances 

are being provided to the trust engine 110 for 

evaluation. Proceeding to step 1625, if the 

authentication engine 215 determines that the data 

provided by the user includes more than one 

10 authentication instance, then each instance in turn 

will be selected as shown in step 1630 and evaluated as 

described above in steps 1610, 1615 and 1620. 

[0230] Note that many of the reliability factors 

discussed may vary from one of these instances to 

15 another. For instance, the inherent reliability of 

these techniques is likely to be different, as well as 

the degree of match provided between the authentication 

data and the enrollment data. Furthermore, the user 

may have provided enrollment data at different times 

20 and under different circumstances for each of these 

techniques, providing different enrollment 

reliabilities for each of these instances as well. 

Finally, even though the circumstances under which the 

data for each of these instances is being submitted is 

25 the same, the use of such techniques may each fit the 

profile of the user differently, and so may be assigned 

different circumstantial reliabilities. ( For example, 

the user may normally use their password and 

fingerprint, but not their smart card.) 

30 [0231] As a result, the final reliability for each 

of these authentication instances may be different from 

One another. However, by using multiple instances 
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together, the overall confidence level for the 

authentication will tend to increase. 

[0232] Once the authentication engine has performed 

steps 1610 through 1620 for all of the authentication 

5 instances provided in the authentication data, the 

reliability of each instance is used in step 1635 to 

evaluate the overall authentication confidence level. 

This process of combining the individual authentication 

instance reliabilities into the authentication 

10 confidence level may be modeled by various methods 

relating the individual reliabilities produced, and may 

also address the particular interaction between some of 

these authentication techniques. ( For example, 

multiple knowledge-based systems such as passwords may 

15 produce less confidence than a single password and even 

a fairly weak biometric, such as a basic voice 

analysis.) 

[0233] One means in which the authentication engine 

215 may combine the reliabilities of multiple 

20 concurrent authentication instances to generate a final 

confidence level is to multiply the unreliability of 

each instance to arrive at a total unreliability. The 

unreliability is generally the complementary percentage 

of the reliability. For example, a technique which is 

25 84% reliable is 16% unreliable. The three 

authentication instances described above ( fingerprint, 

smart card, password)which produce reliabilities of 

86%, 75%, and 72% would have corresponding 

unreliabilities of ( 100- 86)%, ( 100- 75)% and ( 100-

30 72)%, or 14%, 25%, and 28%, respectively. By 

multiplying these unreliabilities, we get a cumulative 

unreliability of 14% * 25% * 28% - . 98% unreliability, 

which corresponds to a reliability of 99.02%. 
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[0234] In an additional mode of operation, 

additional factors and heuristics 530 may be applied 

within the authentication engine 215 to account for the 

interdependence of various authentication techniques. 

5 For example, if someone has unauthorized access to a 

particular home computer, they probably have access to 

the phone line at that address as well. Therefore, 

authenticating based on an originating phone number as 

well as upon the serial number of the authenticating 

10 system does not add much to the overall confidence in 

the authentication. However, knowledge based 

authentication is largely independent of token based 

authentication ( i.e. if someone steals your cellular 

phone or keys, they are no more likely to know your PIN 

15 or password than if they hadn't). 

[0235] Furthermore, different vendors or other 

authentication requestors may wish to weigh different 

aspects of the authentication differently. This may 

include the use of separate weighing factors or 

20 algorithms used in calculating the reliability of 

individual instances as well as the use of different 

means to evaluate authentication events with multiple 

instances. 

[0236] For instance, vendors for certain types of 

25 transactions, for instance corporate email systems, may 

desire to authenticate primarily based upon heuristics 

and other circumstantial data by default. Therefore, 

they may apply high weights to factors related to the 

metadata and other profile related information 

30 associated with the circumstances surrounding 

authentication events. This arrangement could be used 

to ease the burden on users during normal operating 

hours, by not requiring more from the user than that he 
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be logged on to the correct machine during business 

hours. However, another vendor may weigh 

authentications coming from a particular technique most 

heavily, for instance fingerprint matching, because of 

5 a policy decision that such a technique is most suited 

to authentication for the particular vendor's purposes. 

[0237] Such varying weights may be defined by the 

authentication requestor in generating the 

authentication request and sent to the trust engine 110 

10 with the authentication request in one mode of 

operation. Such options could also be set as 

preferences during an initial enrollment process for 

the authentication requestor and stored within the 

authentication engine in another mode of operation. 

15 [0238] Once the authentication engine 215 produces 

an authentication confidence level for the 

authentication data provided, this confidence level is 

used to complete the authentication request in step 

1640, and this information is forwarded from the 

20 authentication engine 215 to the transaction engine 205 

for inclusion in a message to the authentication 

requestor. 

[0239] The process described above is merely 

exemplary, and those of skill in the art will recognize 

25 that the steps need not be performed in the order shown 

or that only certain of the steps are desired to be 

performed, or that a variety of combinations of steps 

may be desired. Furthermore, certain steps, such as 

the evaluation of the reliability of each 

30 authentication instance provided, may be carried out in 

parallel with one another if circumstances permit. 

[0240] In a further aspect of this invention, a 

method is provided to accommodate conditions when the 
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authentication confidence level produced by the process 

described above fails to meet the required trust level 

of the vendor or other party requiring the 

authentication. In circumstances such as these where a 

5 gap exists between the level of confidence provided and 

the level of trust desired, the operator of the trust 

engine 110 is in a position to provide opportunities 

for one or both parties to provide alternate data or 

requirements in order to close this trust gap. This 

10 process will be referred to as " trust arbitrage" 

herein. 

[0241] Trust arbitrage may take place within a 

framework of cryptographic authentication as described 

above with reference to FIGURES 10 and 11. As shown 

15 therein, a vendor or other party will request 

authentication of a particular user in association with 

a particular transaction. In one circumstance, the 

vendor simply requests an authentication, either 

positive or negative, and after receiving appropriate 

20 data from the user, the trust engine 110 will provide 

such a binary authentication. In circumstances such as 

these, the degree of confidence required in order to 

secure a positive authentication is determined based 

upon preferences set within the trust engine 110. 

25 [0242] However, it is also possible that the vendor 

may request a particular level of trust in order to 

complete a particular transaction. This required level 

may be included with the authentication request ( e.g. 

authenticate this user to 98o confidence) or may be 

30 determined by the trust engine 110 based on other 

factors associated with the transaction ( i.e. 

authenticate this user as appropriate for this 

transaction). One such factor might be the economic 
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value of the transaction. For transactions which have 

greater economic value, a higher degree of trust may be 

required. Similarly, for transactions with high 

degrees of risk a high degree of trust may be required. 

5 Conversely, for transactions which are either of low 

risk or of low value, lower trust levels may be 

required by the vendor or other authentication 

requestor. 

[0243] The process of trust arbitrage occurs between 

10 the steps of the trust engine 110 receiving the 

authentication data in step 1050 of FIGURE 10 and the 

return of an authentication result to the vendor in 

step 1055 of FIGURE 10. Between these steps, the 

process which leads to the evaluation of trust levels 

15 and the potential trust arbitrage occurs as shown in 

FIGURE 17. In circumstances where simple binary 

authentication is performed, the process shown in 

FIGURE 17 reduces to having the transaction engine 205 

directly compare the authentication data provided with 

20 the enrollment data for the identified user as 

discussed above with reference to FIGURE 10, flagging 

any difference as a negative authentication. 

[0244] As shown in FIGURE 17, the first step after 

receiving the data in step 1050 is for the transaction 

25 engine 205 to determine the trust level which is 

required for a positive authentication for this 

particular transaction in step 1710. This step may be 

performed by one of several different methods. The 

required trust level may be specified to the trust 

30 engine 110 by the authentication requestor at the time 

when the authentication request is made. The 

authentication requestor may also set a preference in 

advance which is stored within the depository 210 or 
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other storage which is accessible by the transaction 

engine 205. This preference may then be read and used 

each time an authentication request is made by this 

authentication requestor. The preference may also be 

5 associated with a particular user as a security measure 

such that a particular level of trust is always 

required in order to authenticate that user, the user 

preference being stored in the depository 210 or other 

storage media accessible by the transaction engine 205. 

10 The required level may also be derived by the 

transaction engine 205 or authentication engine 215 

based upon information provided in the authentication 

request, such as the value and risk level of the 

transaction to be authenticated. 

15 [0245] In one mode of operation, a policy management 

module or other software which is used when generating 

the authentication request is used to specify the 

required degree of trust for the authentication of the 

transaction. This may be used to provide a series of 

20 rules to follow when assigning the required level of 

trust based upon the policies which are specified 

within the policy management module. One advantageous 

mode of operation is for such a module to be 

incorporated with the web server of a vendor in order 

25 to appropriately determine required level of trust for 

transactions initiated with the vendor's web server. 

In this way, transaction requests from users may be 

assigned a required trust level in accordance with the 

policies of the vendor and such information may be 

30 forwarded to the trust engine 110 along with the 

authentication request. 

[0246] This required trust level correlates with the 

degree of certainty that the vendor wants to have that 

29532998_1 

EX1009, Page 116



- 104 - 

the individual authenticating is in fact who he 

identifies himself as. For example, if the transaction 

is one where the vendor wants a fair degree of 

certainty because goods are changing hands, the vendor 

5 may require a trust level of 85%. For situation where 

the vendor is merely authenticating the user to allow 

him to view members only content or exercise privileges 

on a chat room, the downside risk may be small enough 

that the vendor requires only a 60% trust level. 

10 However, to enter into a production contract with a 

value of tens of thousands of dollars, the vendor may 

require a trust level of 99% or more. 

[0247] This required trust level represents a metric 

to which the user must authenticate himself in order to 

15 complete the transaction. If the required trust level 

is 85% for example, the user must provide 

authentication to the trust engine 110 sufficient for 

the trust engine 110 to say with 856 confidence that 

the user is who they say they are. It is the balance 

20 between this required trust level and the 

authentication confidence level which produces either a 

positive authentication ( to the satisfaction of the 

vendor) or a possibility of trust arbitrage. 

[0248] As shown in FIGURE 17, after the transaction 

25 engine 205 receives the required trust level, it 

compares in step 1720 the required trust level to the 

authentication confidence level which the 

authentication engine 215 calculated for the current 

authentication ( as discussed with reference to FIGURE 

30 16). If the authentication confidence level is higher 

than the required trust level for the transaction in 

step 1730, then the process moves to step 1740 where a 

positive authentication for this transaction is 
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produced by the transaction engine 205. A message to 

this effect will then be inserted into the 

authentication results and returned to the vendor by 

the transaction engine 205 as shown in step 1055 ( see 

5 FIGURE 10). 

[0249] However, if the authentication confidence 

level does not fulfill the required trust level in step 

1730, then a confidence gap exists for the current 

authentication, and trust arbitrage is conducted in 

10 step 1750. Trust arbitrage is described more 

completely with reference to FIGURE 18 below. This 

process as described below takes place within the 

transaction engine 205 of the trust engine 110. 

Because no authentication or other cryptographic 

15 operations are needed to execute trust arbitrage (other 

than those required for the SSL communication between 

the transaction engine 205 and other components), the 

process may be performed outside the authentication 

engine 215. However, as will be discussed below, any 

20 reevaluation of authentication data or other 

cryptographic or authentication events will require the 

transaction engine 205 to resubmit the appropriate data 

to the authentication engine 215. Those of skill in 

the art will recognize that the trust arbitrage process 

25 could alternately be structured to take place partially 

or entirely within the authentication engine 215 

itself. 

[0250] As mentioned above, trust arbitrage is a 

process where the trust engine 110 mediates a 

30 negotiation between the vendor and user in an attempt 

to secure a positive authentication where appropriate. 

As shown in step 1805, the transaction engine 205 first 

determines whether or not the current situation is 
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appropriate for trust arbitrage. This may be 

determined based upon the circumstances of the 

authentication, e.g. whether this authentication has 

already been through multiple cycles of arbitrage, as 

5 well as upon the preferences of either the vendor or 

user, as will be discussed further below. 

[0251] In such circumstances where arbitrage is not 

possible, the process proceeds to step 1810 where the 

transaction engine 205 generates a negative 

10 authentication and then inserts it into the 

authentication results which are sent to the vendor in 

step 1055 ( see FIGURE 10). One limit which may be 

advantageously used to prevent authentications from 

pending indefinitely is to set a time-out period from 

15 the initial authentication request. In this way, any 

transaction which is not positively authenticated 

within the time limit is denied further arbitrage and 

negatively authenticated. Those of skill in the art 

will recognize that such a time limit may vary 

20 depending upon the circumstances of the transaction and 

the desires of the user and vendor. Limitations may 

also be placed upon the number of attempts that may be 

made at providing a successful authentication. Such 

limitations may be handled by an attempt limiter 535 as 

25 shown in FIGURE 5. 

[0252] If arbitrage is not prohibited in step 1805, 

the transaction engine 205 will then engage in 

negotiation with one or both of the transacting 

parties. The transaction engine 205 may send a message 

30 to the user requesting some form of additional 

authentication in order to boost the authentication 

confidence level produced as shown in step 1820. In 

the simplest form, this may simply indicates that 
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authentication was insufficient. A request to produce 

one or more additional authentication instances to 

improve the overall confidence level of the 

authentication may also be sent. 

5 [0253] If the user provides some additional 

authentication instances in step 1825, then the 

transaction engine 205 adds these authentication 

instances to the authentication data for the 

transaction and forwards it to the authentication 

10 engine 215 as shown in step 1015 ( see FIGURE 10), and 

the authentication is reevaluated based upon both the 

pre-existing authentication instances for this 

transaction and the newly provided authentication 

instances. 

15 [0254] An additional type of authentication may be a 

request from the trust engine 110 to make some form of 

person- to-person contact between the trust engine 110 

operator ( or a trusted associate) and the user, for 

example, by phone call. This phone call or other 

20 non- computer authentication can be used to provide 

personal contact with the individual and also to 

conduct some form of questionnaire based 

authentication. This also may give the opportunity to 

verify an originating telephone number and potentially 

25 a voice analysis of the user when he calls in. Even if 

no additional authentication data can be provided, the 

additional context associated with the user's phone 

number may improve the reliability of the 

authentication context. Any revised data or 

30 circumstances based upon this phone call are fed into 

the trust engine 110 for use in consideration of the 

authentication request. 
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[0255] Additionally, in step 1820 the trust engine 

110 may provide an opportunity for the user to purchase 

insurance, effectively buying a more confident 

authentication. The operator of the trust engine 110 

5 may, at times, only want to make such an option 

available if the confidence level of the authentication 

is above a certain threshold to begin with. In effect, 

this user side insurance is a way for the trust engine 

110 to vouch for the user when the authentication meets 

10 the normal required trust level of the trust engine 110 

for authentication, but does not meet the required 

trust level of the vendor for this transaction. In 

this way, the user may still successfully authenticate 

to a very high level as may be required by the vendor, 

15 even though he only has authentication instances which 

produce confidence sufficient for the trust engine 110. 

[0256] This function of the trust engine 110 allows 

the trust engine 110 to vouch for someone who is 

authenticated to the satisfaction of the trust engine 

20 110, but not of the vendor. This is analogous to the 

function performed by a notary in adding his signature 

to a document in order to indicate to someone reading 

the document at a later time that the person whose 

signature appears on the document is in fact the person 

25 who signed it. The signature of the notary testifies 

to the act of signing by the user. In the same way, 

the trust engine is providing an indication that the 

person transacting is who they say they are. 

[0257] However, because the trust engine 110 is 

30 artificially boosting the level of confidence provided 

by the user, there is a greater risk to the trust 

engine 110 operator, since the user is not actually 

meeting the required trust level of the vendor. The 
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cost of the insurance is designed to offset the risk of 

a false positive authentication to the trust engine 110 

(who may be effectively notarizing the authentications 

of the user). The user pays the trust engine 110 

5 operator to take the risk of authenticating to a higher 

level of confidence than has actually been provided. 

[0258] Because such an insurance system allows 

someone to effectively buy a higher confidence rating 

from the trust engine 110, both vendors and users may 

10 wish to prevent the use of user side insurance in 

certain transactions. Vendors may wish to limit 

positive authentications to circumstances where they 

know that actual authentication data supports the 

degree of confidence which they require and so may 

15 indicate to the trust engine 110 that user side 

insurance is not to be allowed. Similarly, to protect 

his online identity, a user may wish to prevent the use 

of user side insurance on his account, or may wish to 

limit its use to situations where the authentication 

20 confidence level without the insurance is higher than a 

certain limit. This may be used as a security measure 

to prevent someone from overhearing a password or 

stealing a smart card and using them to falsely 

authenticate to a low level of confidence, and then 

25 purchasing insurance to produce a very high level of 

(false) confidence. These factors may be evaluated in 

determining whether user side insurance is allowed. 

[0259] If user purchases insurance in step 1840, 

then the authentication confidence level is adjusted 

30 based upon the insurance purchased in step 1845, and 

the authentication confidence level and required trust 

level are again compared in step 1730 ( see FIGURE 17). 

The process continues from there, and may lead to 
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either a positive authentication in step 1740 ( see 

FIGURE 17), or back into the trust arbitrage process in 

step 1750 for either further arbitrage ( if allowed) or 

a negative authentication in step 1810 if further 

5 arbitrage is prohibited. 

[0260] In addition to sending a message to the user 

in step 1820, the transaction engine 205 may also send 

a message to the vendor in step 1830 which indicates 

that a pending authentication is currently below the 

10 required trust level. The message may also offer 

various options on how to proceed to the vendor. One 

of these Options is to simply inform the vendor of what 

the current authentication confidence level is and ask 

if the vendor wishes to maintain their current 

15 unfulfilled required trust level. This may be 

beneficial because in some cases, the vendor may have 

independent means for authenticating the transaction or 

may have been using a default set of requirements which 

generally result in a higher required level being 

20 initially specified than is actually needed for the 

particular transaction at hand. 

[0261] For instance, it may be standard practice 

that all incoming purchase order transactions with the 

vendor are expected to meet a 98% trust level. 

25 However, if an order was recently discussed by phone 

between the vendor and a long-standing customer, and 

immediately thereafter the transaction is 

authenticated, but only to a 93% confidence level, the 

vendor may wish to simply lower the acceptance 

30 threshold for this transaction, because the phone call 

effectively provides additional authentication to the 

vendor. In certain circumstances, the vendor may be 

willing to lower their required trust level, but not 
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confidence. For instance, the vendor in the above 

example might consider that the phone call prior to the 

order might merit a 4o reduction in the degree of trust 

5 needed; however, this is still greater than the 930 

confidence produced by the user. 

[0262] If the vendor does adjust their required 

trust level in step 1835, then the authentication 

confidence level produced by the authentication and the 

10 required trust level are compared in step 1730 ( see 

FIGURE 17). If the confidence level now exceeds the 

required trust level, a positive authentication may be 

generated in the transaction engine 205 in step 1740 

(see FIGURE 17). If not, further arbitrage may be 

15 attempted as discussed above if it is permitted. 

[0263] In addition to requesting an adjustment to 

the required trust level, the transaction engine 205 

may also offer vendor side insurance to the vendor 

requesting the authentication. This insurance serves a 

20 similar purpose to that described above for the user 

side insurance. Here, however, rather than the cost 

corresponding to the risk being taken by the trust 

engine 110 in authenticating above the actual 

authentication confidence level produced, the cost of 

25 the insurance corresponds to the risk being taken by 

the vendor in accepting a lower trust level in the 

authentication. 

[0264] Instead of just lowering their actual 

required trust level, the vendor has the option of 

30 purchasing insurance to protect itself from the 

additional risk associated with a lower level of trust 

in the authentication of the user. As described above, 

it may be advantageous for the vendor to only consider 
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purchasing such insurance to cover the trust gap in 

conditions where the existing authentication is already 

above a certain threshold. 

[0265] The availability of such vendor side 

5 insurance allows the vendor the option to either: lower 

his trust requirement directly at no additional cost to 

himself, bearing the risk of a false authentication 

himself (based on the lower trust level required); or, 

buying insurance for the trust gap between the 

10 authentication confidence level and his requirement, 

with the trust engine 110 operator bearing the risk of 

the lower confidence level which has been provided. By 

purchasing the insurance, the vendor effectively keeps 

his high trust level requirement; because the risk of a 

15 false authentication is shifted to the trust engine 110 

operator. 

[0266] If the vendor purchases insurance in step 

1840, the authentication confidence level and required 

trust levels are compared in step 1730 ( see FIGURE 17), 

20 and the process continues as described above. 

[0267] Note that it is also possible that both the 

user and the vendor respond to messages from the trust 

engine 110. Those of skill in the art will recognize 

that there are multiple ways in which such situations 

25 can be handled. One advantageous mode of handling the 

possibility of multiple responses is simply to treat 

the responses in a first- come, first- served manner. 

For example, if the vendor responds with a lowered 

required trust level and immediately thereafter the 

30 user also purchases insurance to raise his 

authentication level, the authentication is first 

reevaluated based upon the lowered trust requirement 

from the vendor. If the authentication is now 
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positive, the user's insurance purchase is ignored. In 

another advantageous mode of operation, the user might 

only be charged for the level of insurance required to 

meet the new, lowered trust requirement of the vendor 

5 ( if a trust gap remained even with the lowered vendor 

trust requirement). 

[0268] If no response from either party is received 

during the trust arbitrage process at step 1850 within 

the time limit set for the authentication, the 

10 arbitrage is reevaluated in step 1805. This 

effectively begins the arbitrage process again. If the 

time limit was final or other circumstances prevent 

further arbitrage in step 1805, a negative 

authentication is generated by the transaction engine 

15 205 in step 1810 and returned to the vendor in step 

1055 ( see FIGURE 10). If not, new messages may be sent 

to the user and vendor, and the process may be repeated 

as desired. 

[0269] Note that for certain types of transactions, 

20 for instance, digitally signing documents which are not 

part of a transaction, there may not necessarily be a 

vendor or other third party; therefore the transaction 

is primarily between the user and the trust engine 110. 

In circumstances such as these, the trust engine 110 

25 will have its own required trust level which must be 

satisfied in order to generate a positive 

authentication. However, in such circumstances, it 

will often not be desirable for the trust engine 110 to 

offer insurance to the user in order for him to raise 

30 the confidence of his own signature. 

[0270] The process described above and shown in 

FIGURES 16-18 may be carried out using various 

communications modes as described above with reference 
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to the trust engine 110. For instance, the messages 

may be web-based and sent using SSL connections between 

the trust engine 110 and applets downloaded in real 

time to browsers running on the user or vendor systems. 

5 In an alternate mode of operation, certain dedicated 

applications may be in use by the user and vendor which 

facilitate such arbitrage and insurance transactions. 

In another alternate mode of operation, secure email 

operations may be used to mediate the arbitrage 

10 described above, thereby allowing deferred evaluations 

and batch processing of authentications. Those of 

skill in the art will recognize that different 

communications modes may be used as are appropriate for 

the circumstances and authentication requirements of 

15 the vendor. 

[0271] The following description with reference to 

FIGURE 19 describes a sample transaction which 

integrates the various aspects of the present invention 

as described above. This example illustrates the 

20 overall process between a user and a vendor as mediates 

by the trust engine 110. Although the various steps 

and components as described in detail above may be used 

to carry out the following transaction, the process 

illustrated focuses on the interaction between the 

25 trust engine 110, user and vendor. 

[0272] The transaction begins when the user, while 

viewing web pages online, fills out an order form on 

the web site of the vendor in step 1900. The user 

wishes to submit this order form to the vendor, signed 

30 with his digital signature. In order to do this, the 

user submits the order form with his request for a 

signature to the trust engine 110 in step 1905. The 

user will also provide authentication data which will 
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be used as described above to authenticate his 

identity. 

[0273] In step 1910 the authentication data is 

compared to the enrollment data by the trust engine 110 

5 as discussed above, and if a positive authentication is 

produced, the hash of the order form, signed with the 

private key of the user, is forwarded to the vendor 

along with the order form itself. 

[0274] The vendor receives the signed form in step 

10 1915, and then the vendor will generate an invoice or 

other contract related to the purchase to be made in 

step 1920. This contract is sent back to the user with 

a request for a signature in step 1925. The vendor 

also sends an authentication request for this contract 

15 transaction to the trust engine 110 in step 1930 

including a hash of the contract which will be signed 

by both parties. To allow the contract to be digitally 

signed by both parties, the vendor also includes 

authentication data for itself so that the vendor's 

20 signature upon the contract can later be verified if 

necessary. 

[0275] As discussed above, the trust engine 110 then 

verifies the authentication data provided by the vendor 

to confirm the vendor's identity, and if the data 

25 produces a positive authentication in step 1935, 

continues with step 1955 when the data is received from 

the user. If the vendor's authentication data does not 

match the enrollment data of the vendor to the desired 

degree, a message is returned to the vendor requesting 

30 further authentication. Trust arbitrage may be 

performed here if necessary, as described above, in 

order for the vendor to successfully authenticate 

itself to the trust engine 110. 
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[0276] When the user receives the contract in step 

1940, he reviews it, generates authentication data to 

sign it if it is acceptable in step 1945, and then 

sends a hash of the contract and his authentication 

5 data to the trust engine 110 in step 1950. The trust 

engine 110 verifies the authentication data in step 

1955 and if the authentication is good, proceeds to 

process the contract as described below. As discussed 

above with reference to FIGURES 17 and 18, trust 

10 arbitrage may be performed as appropriate to close any 

trust gap which exists between the authentication 

confidence level and the required authentication level 

for the transaction. 

[0277] The trust engine 110 signs the hash of the 

15 contract with the user's private key, and sends this 

signed hash to the vendor in step 1960, signing the 

complete message on its own behalf, i.e., including a 

hash of the complete message ( including the user's 

signature) encrypted with the private key 510 of the 

20 trust engine 110. This message is received by the 

vendor in step 1965. The message represents a signed 

contract ( hash of contract encrypted using user's 

private key) and a receipt from the trust engine 110 

(the hash of the message including the signed contract, 

25 encrypted using the trust engine 110's private key). 

[0278] The trust engine 110 similarly prepares a 

hash of the contract with the vendor's private key in 

step 1970, and forwards this to the user, signed by the 

trust engine 110. In this way, the user also receives 

30 a copy of the contract, signed by the vendor, as well 

as a receipt, signed by the trust engine 110, for 

delivery of the signed contract in step 1975. 
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[0279] In addition to the foregoing, an additional 

aspect of the invention provides a cryptographic 

Service Provider Module ( SPM) which may be available to 

a client side application as a means to access 

5 functions provided by the trust engine 110 described 

above. One advantageous way to provide such a service 

is for the cryptographic SPM is to mediate 

communications between a third party Application 

Programming Interface (API) and a trust engine 110 

10 which is accessible via a network or other remote 

connection. A sample cryptographic SPM is described 

below with reference to FIGURE 20. 

[0280] For example, on a typical system, a number of 

API's are available to programmers. Each API provides 

15 a set of function calls which may be made by an 

application 2000 running upon the system. Examples of 

API's which provide programming interfaces suitable for 

cryptographic functions, authentication functions, and 

other security function include the Cryptographic API 

20 (CAPI) 2010 provided by Microsoft with its Windows 

operating systems, and the Common Data Security 

Architecture ( CDSA), sponsored by IBM, Intel and other 

members of the Open Group. CAPI will be used as an 

exemplary security API in the discussion that follows. 

25 However, the cryptographic SPM described could be used 

with CDSA or other security API's as are known in the 

art. 

[0281] This API is used by a user system 105 or 

vendor system 120 when a call is made for a 

30 cryptographic function. Included among these functions 

may be requests associated with performing various 

cryptographic operations, such as encrypting a document 

with a particular key, signing a document, requesting a 
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digital certificate, verifying a signature upon a 

signed document, and such other cryptographic functions 

as are described herein or known to those of skill in 

the art. 

5 [0282] Such cryptographic functions are normally 

performed locally to the system upon which CAPI 2010 is 

located. This is because generally the functions 

called require the use of either resources of the local 

user system 105, such as a fingerprint reader, or 

10 software functions which are programmed using libraries 

which are executed on the local machine. Access to 

these local resources is normally provided by one or 

more Service Provider Modules ( SPM's) 2015, 2020 as 

referred to above which provide resources with which 

15 the cryptographic functions are carried out. Such 

SPM's may include software libraries 2015 to perform 

encrypting or decrypting operations, or drivers and 

applications 2020 which are capable of accessing 

specialized hardware 2025, such as biometric scanning 

20 devices. In much the way that CAPI 2010 provides 

functions which may be used by an application 2000 of 

the system 105, the SPM's 2015, 2020 provide CAPI with 

access to the lower level functions and resources 

associated with the available services upon the system. 

25 [0283] In accordance with the invention, it is 

possible to provide a cryptographic SPM 2030 which is 

capable of accessing the cryptographic functions 

provided by the trust engine 110 and making these 

functions available to an application 2000 through CAPI 

30 2010. Unlike embodiments where CAPI 2010 is only able 

to access resources which are locally available through 

SPM's 2015, 2020, a cryptographic SPM 2030 as described 

herein would be able to submit requests for 
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cryptographic operations to a remotely- located, 

network- accessible trust engine 110 in order to perform 

the operations desired. 

[0284] For instance, if an application 2000 has a 

5 need for a cryptographic operation, such as signing a 

document, the application 2000 makes a function call to 

the appropriate CAPI 2010 function. CAPI 2010 in turn 

will execute this function, making use of the resources 

which are made available to it by the SPM's 2015, 2020 

10 and the cryptographic SPM 2030. In the case of a 

digital signature function, the cryptographic SPM 2030 

will generate an appropriate request which will be sent 

to the trust engine 110 across the communication link 

125. 

15 [0285] The operations which occur between the 

cryptographic SPM 2030 and the trust engine 110 are the 

same operations that would be possible between any 

other system and the trust engine 110. However, these 

functions are effectively made available to a user 

20 system 105 through CAPI 2010 such that they appear to 

be locally available upon the user system 105 itself. 

However, unlike ordinary SPM's 2015, 2020, the 

functions are being carried out on the remote trust 

engine 110 and the results relayed to the cryptographic 

25 SPM 2030 in response to appropriate requests across the 

communication link 125. 

[0286] This cryptographic SPM 2030 makes a number of 

operations available to the user system 105 or a vendor 

system 120 which might not otherwise be available. 

30 These functions include without limitation: encryption 

and decryption of documents; issuance of digital 

certificates; digital signing of documents; 

verification of digital signatures; and such other 
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operations as will be apparent to those of skill in the 

art. 

[0287] In a separate embodiment, the present 

invention comprises a complete system for performing 

5 the data securing methods of the present invention on 

any data set. The computer system of this embodiment 

comprises a data splitting module that comprises the 

functionality shown in FIGURE 8 and described herein. 

In one embodiment of the present invention, the data 

10 splitting module, sometimes referred to herein as a 

secure data parser, comprises a parser program or 

software suite which comprises data splitting, 

encryption and decryption, reconstitution or reassembly 

functionality. This embodiment may further comprise a 

15 data storage facility or multiple data storage 

facilities, as well. The data splitting module, or 

secure data parser, comprises a cross-platform software 

module suite which integrates within an electronic 

infrastructure, or as an add-on to any application 

20 which requires the ultimate security of its data 

elements. This parsing process operates on any type of 

data set, and on any and all file types, or in a 

database on any row, column or cell of data in that 

database. 

25 [0288] The parsing process of the present invention 

may, in one embodiment, be designed in a modular tiered 

fashion, and any encryption process is suitable for use 

in the process of the present invention. The modular 

tiers of the parsing and splitting process of the 

30 present invention may include, but are not limited to, 

1) cryptographic split, dispersed and securely stored 

in multiple locations; 2) encrypt, cryptographically 

split, dispersed and securely stored in multiple 
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locations; 3) encrypt, cryptographically split, encrypt 

each share, then dispersed and securely stored in 

multiple locations; and 4) encrypt, cryptographically 

split, encrypt each share with a different type of 

5 encryption than was used in the first step, then 

dispersed and securely stored in multiple locations. 

[0289] The process comprises, in one embodiment, 

splitting of the data according to the contents of a 

generated random number, or key and performing the same 

10 cryptographic splitting of the key used in the 

encryption of splitting of the data to be secured into 

two or more portions, or shares, of parsed and split 

data, and in one embodiment, preferably into four or 

more portions of parsed and split data, encrypting all 

15 of the portions, then scattering and storing these 

portions back into the database, or relocating them to 

any named device, fixed or removable, depending on the 

requestor's need for privacy and security. 

Alternatively, in another embodiment, encryption may 

20 occur prior to the splitting of the data set by the 

splitting module or secure data parser. The original 

data processed as described in this embodiment is 

encrypted and obfuscated and is secured. The 

dispersion of the encrypted elements, if desired, can 

25 be virtually anywhere, including, but not limited to, a 

single server or data storage device, or among separate 

data storage facilities or devices. Encryption key 

management in one embodiment may be included within the 

software suite, or in another embodiment may be 

30 integrated into an existing infrastructure or any other 

desired location. 

[0290] A cryptographic split ( cryptosplit) 

partitions the data into N number of shares. The 
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partitioning can be on any size unit of data, including 

an individual bit, bits, bytes, kilobytes, megabytes, 

or larger units, as well as any pattern or combination 

of data unit sizes whether predetermined or randomly 

5 generated. The units can also be of different sized, 

based on either a random or predetermined set of 

values. This means the data can be viewed as a 

sequence of these units. In this manner the size of 

the data units themselves may render the data more 

10 secure, for example by using one or more predetermined 

or randomly generated pattern, sequence or combination 

of data unit sizes. The units are then distributed 

(either randomly or by a predetermined set of values) 

into the N shares. This distribution could also 

15 involve a shuffling of the order of the units in the 

shares. It is readily apparent to those of ordinary 

skill in the art that the distribution of the data 

units into the shares may be performed according to a 

wide variety of possible selections, including but not 

20 limited to size- fixed, predetermined sizes, or one or 

more combination, pattern or sequence of data unit 

sizes that are predetermined or randomly generated. 

[0291] One example of this cryptographic split 

process, or cryptosplit, would be to consider the data 

25 to be 23 bytes in size, with the data unit size chosen 

to be one byte, and with the number of shares selected 

to be 4. Each byte would be distributed into one of 

the 4 shares. Assuming a random distribution, a key 

would be obtained to create a sequence of 23 random 

30 numbers ( rl, r2, r3 through r23), each with a value 

between 1 and 4 corresponding to the four shares. Each 

of the units of data ( in this example 23 individual 

bytes of data) is associated with one of the 23 random 
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numbers corresponding to one of the four shares. The 

distribution of the bytes of data into the four shares 

would occur by placing the first byte of the data into 

share number rl, byte two into share r2, byte three 

5 into share r3, through the 23 rd byte of data into share 

r23. It is readily apparent to those of ordinary skill 

in the art that a wide variety of other possible steps 

or combination or sequence of steps, including the size 

of the data units, may be used in the cryptosplit 

10 process of the present invention, and the above example 

is a non- limiting description of one process for 

cryptosplitting data. To recreate the original data, 

the reverse operation would be performed. 

[0292] In another embodiment of the cryptosplit 

15 process of the present invention, an option for the 

cryptosplitting process is to provide sufficient 

redundancy in the shares such that only a subset of the 

shares are needed to reassemble or restore the data to 

its original or useable form. As a non- limiting 

20 example, the cryptosplit may be done as a " 3 of 4" 

cryptosplit such that only 

necessary to reassemble or 

original or useable form. 

three of the four shares 

restore the data to its 

This is also referred to 

are 

as 

a "M of N cryptosplit" wherein N is the total number of 

25 shares, and M is at 

readily apparent to 

that there are many 

least one less than N. It is 

those of ordinary skill in the art 

possibilities for creating this 

redundancy in the cryptosplitting process of the 

present invention. 

30 [0293] In one embodiment of the cryptosplitting 

process of the present invention, each unit of data is 

stored in two shares, the primary share and the backup 

share. Using the " 3 of 4" cryptosplitting process 
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described above, any one share can be missing, and this 

is sufficient to reassemble or restore the original 

data with no missing data units since only three of the 

total four shares are required. As described herein, a 

5 random number is generated that corresponds to one of 

the shares. The random number is associated with a 

data unit, and stored in the corresponding share, based 

on a key. One key is used, in this embodiment, to 

generate the primary and backup share random number. 

10 As described herein for the cryptosplitting process of 

the present invention, a set of random numbers ( also 

referred to as primary share numbers) from 0 to 3 are 

generated equal to the number of data units. Then 

another set of random numbers is generated ( also 

15 referred to as backup share numbers) from 1 to 3 equal 

to the number of data units. Each unit of data is then 

associated with a primary share number and a backup 

share number. Alternatively, a set of random numbers 

may be generated that is fewer than the number of data 

20 units, and repeating the random number set, but this 

may reduce the security of the sensitive data. The 

primary share number is used to determine into which 

share the data unit is stored. The backup share number 

is combined with the primary share number to create a 

25 third share number between 0 and 3, and this number is 

used to determine into which share the data unit is 

stored. In this example, the equation to determine the 

third share number is: 

(primary share number + backup share number) MOD 4 = 

30 third share number. 

[0294] In the embodiment described above where the 

primary share number is between 0 and 3, and the backup 

share number is between 1 and 3 ensures that the third 
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share number is different from the primary share 

number. This results in the data unit being stored in 

two different shares. It is readily apparent to those 

of ordinary skill in the art that there are many ways 

5 of performing redundant cryptosplitting and non-

redundant cryptosplitting in addition to the 

embodiments disclosed herein. For example, the data 

units in each share could be shuffled utilizing a 

different algorithm. This data unit shuffling may be 

10 performed as the original data is split into the data 

units, or after the data units are placed into the 

shares, or after the share is full, for example. 

[0295] The various cryptosplitting processes and 

data shuffling processes described herein, and all 

15 other embodiments of the cryptosplitting and data 

shuffling methods of the present invention may be 

performed on data units of any size, including but not 

limited to, as small as an individual bit, bits, bytes, 

kilobytes, megabytes or larger. 

20 [ 0296] An example of one embodiment of source code 

that would perform the cryptosplitting process 

described herein is: 

DATA [ 1:24] - array of bytes with the data to be split 

SHARES[0:3; 1:24] - 2-dimensionalarray with each row 

25 representing one of the shares 

RANDOM[1:24] - array random numbers in the range of 

0..3 

S1 = l; 

S2 = l; 

30 S3 = l; 

S4 = l; 

For J = 1 to 24 do 
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Begin 

IF RANDOM [ J [ == 0 then 

Begin 

SHARES [ 1, S1] = DATA [ J] ; 

5 S1 = S1 + 1; 

End 

ELSE IF RANDOM [ J [ == 1 then 

Begin 

SHARES [ 2, S2] = DATA [ J] ; 

10 S2 = S2 + 1; 

END 

ELSE IF RANDOM [ J [ == 2 then 

Begin 

Shares [ 3, S3] = data [ J] ; 

15 S3 = S3 + 1; 

End 

Else begin 

Shares [ 4, S4] = data [ J] ; 

S4 = S4 + 1; 

20 End; 

END; 

[0297] An example of one embodiment of source code 

that would perform the cryptosplitting RAID process 

described herein is: 

25 [0298] Generate two sets of numbers, PrimaryShare is 

0 to 3, BackupShare is 1 to 3. Then put each data unit 

into share [primaryshare [ 1 ] ] and 

share [ ( primaryshare [ 1] +backupshare [ 1] ) mod 4, with the 

same process as in cryptosplitting described above. 

30 This method will be scalable to any size N, where only 

N-1 shares are necessary to restore the data. 

[0299] The retrieval, recombining, reassembly or 

reconstituting of the encrypted data elements may 
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utilize any number of authentication techniques, 

including, but not limited to, biometrics, such as 

fingerprint recognition, facial scan, hand scan, iris 

scan, retinal scan, ear scan, vascular pattern 

5 recognition or DNA analysis. The data splitting and/or 

parser modules of the present invention may be 

integrated into a wide variety of infrastructure 

products or applications as desired. 

[0300] Traditional encryption technologies known in 

10 the art rely on one or more key used to encrypt the 

data and render it unusable without the key. The data, 

however, remains whole and intact and subject to 

attack. The secure data parser of the present 

invention, in one embodiment, addresses this problem by 

15 performing a cryptographic parsing and splitting of the 

encrypted file into two or more portions or shares, and 

in another embodiment, preferably four or more shares, 

adding another layer of encryption to each share of the 

data, then storing the shares in different physical 

20 and/or logical locations. When one or more data shares 

are physically removed from the system, either by using 

a removable device, such as a data storage device, or 

by placing the share under another party's control, any 

possibility of compromise of secured data is 

25 effectively removed. 

[0301] An example of one embodiment of the secure 

data parser of the present invention and an example of 

how it may be utilized is shown in FIGURE 21 and 

described below. However, it is readily apparent to 

30 those of ordinary skill in the art that the secure data 

parser of the present invention may be utilized in a 

wide variety of ways in addition to the non- limiting 

example below. As a deployment option, and in one 
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embodiment, the secure data parser may be implemented 

with external session key management or secure internal 

storage of session keys. Upon implementation, a Parser 

Master Key will be generated which will be used for 

5 securing the application and for encryption purposes. 

It should be also noted that the incorporation of the 

Parser Master key in the resulting secured data allows 

for a flexibility of sharing of secured data by 

individuals within a workgroup, enterprise or extended 

10 audience. 

[0302] As shown in Figure 21, this embodiment of the 

present invention shows the steps of the process 

performed by the secure data parser on data to store 

the session master key with the parsed data: 

15 [ 0303] 1. Generating a session master key and 

encrypt the data using RS1 stream cipher. 

[0304] 2. Separating the resulting encrypted data 

into four shares or portions of parsed data according 

to the pattern of the session master key. 

20 [ 0305] 3. In this embodiment of the method, the 

session master key will be stored along with the 

secured data shares in a data depository. Separating 

the session master key according to the pattern of the 

Parser Master Key and append the key data to the 

25 encrypted parsed data. 

[0306] 4. The resulting four shares of data will 

contain encrypted portions of the original data and 

portions of the session master key. Generate a stream 

cipher key for each of the four data shares. 

30 [ 0307] 5. Encrypting each share, then store the 

encryption keys in different locations from the 

encrypted data portions or shares: Share 1 gets Key 4, 
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Share 2 gets Key 1, Share 3 gets Key 2, Share 4 gets 

Key 3. 

[0308] To restore the original data format, the 

steps are reversed. 

5 [0309] It is readily apparent to those of ordinary 

skill in the art that certain steps of the methods 

described herein may be performed in different order, 

or repeated multiple times, as desired. It is also 

readily apparent to those skilled in the art that the 

10 portions of the data may be handled differently from 

one another. For example, multiple parsing steps may 

be performed on only one portion of the parsed data. 

Each portion of parsed data may be uniquely secured in 

any desirable way provided only that the data may be 

15 reassembled, reconstituted, reformed, decrypted or 

restored to its original or other usable form. 

[0310] As shown in FIGURE 22 and described herein, 

another embodiment of the present invention comprises 

the steps of the process performed by the secure data 

20 parser on data to store the session master key data in 

one or more separate key management table: 

[0311] 1. Generating a session master key and 

encrypt the data using RS1 stream cipher. 

[0312] 2. Separating the resulting encrypted data 

25 into four shares or portions of parsed data according 

to the pattern of the session master key. 

[0313] 3. In this embodiment of the method of the 

present invention, the session master key will be 

stored in a separate key management table in a data 

30 depository. Generating a unique transaction ID for 

this transaction. Storing the transaction ID and 

session master key in a separate key management table. 

Separating the transaction ID according to the pattern 
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of the Parser Master Key and append the data to the 

encrypted parsed or separated data. 

[0314] 4. The resulting four shares of data will 

contain encrypted portions of the original data and 

5 portions of the transaction ID. 

[0315] 5. Generating a stream cipher key for each 

of the four data shares. 

[0316] 6. Encrypting each share, then store the 

encryption keys in different locations from the 

10 encrypted data portions or shares: Share 1 gets Key 4, 

Share 2 gets Key 1, Share 3 gets Key 2, Share 4 gets 

Key 3. 

[0317] To restore the original data format, the 

steps are reversed. 

15 [0318] It is readily apparent to those of ordinary 

skill in the art that certain steps of the method 

described herein may be performed in different order, 

or repeated multiple times, as desired. It is also 

readily apparent to those skilled in the art that the 

20 portions of the data may be handled differently from 

one another. For example, multiple separating or 

parsing steps may be performed on only one portion of 

the parsed data. Each portion of parsed data may be 

uniquely secured in any desirable way provided only 

25 that the data may be reassembled, reconstituted, 

reformed, decrypted or restored to its original or 

other usable form. 

[0319] As shown in Figure 23, this embodiment of the 

present invention shows the steps of the process 

30 performed by the secure data parser on data to store 

the session master key with the parsed data: 

[0320] 1. Accessing the parser master key 

associated with the authenticated user 
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[0321] 2. Generating a unique Session Master key 

[0322] 3. Derive an Intermediary Key from an 

exclusive OR function of the Parser Master Key and 

Session Master key 

5 [0323] 4. Optional encryption of the data using an 

existing or new encryption algorithm keyed with the 

Intermediary Key. 

[0324] 5. Separating the resulting optionally 

encrypted data into four shares or portions of parsed 

10 data according to the pattern of the Intermediary key. 

[0325] 6. In this embodiment of the method, the 

session master key will be stored along with the 

secured data shares in a data depository. Separating 

the session master key according to the pattern of the 

15 Parser Master Key and append the key data to the 

optionally encrypted parsed data shares. 

[0326] 7. The resulting multiple shares of data 

will contain optionally encrypted portions of the 

original data and portions of the session master key. 

20 [0327] 8. Optionally generate an encryption key 

for each of the four data shares. 

[0328] 9. Optionally encrypting each share with an 

existing or new encryption algorithm, then store the 

encryption keys in different locations from the 

25 encrypted data portions or shares: for example, Share 

1 gets Key 4, Share 2 gets Key 1, Share 3 gets Key 2, 

Share 4 gets Key 3. 

[0329] To restore the original data format, the 

steps are reversed. 

30 [0330] It is readily apparent to those of ordinary 

skill in the art that certain steps of the methods 

described herein may be performed in different order, 

or repeated multiple times, as desired. It is also 
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readily apparent to those skilled in the art that the 

portions of the data may be handled differently from 

one another. For example, multiple parsing steps may 

be performed on only one portion of the parsed data. 

5 Each portion of parsed data may be uniquely secured in 

any desirable way provided only that the data may be 

reassembled, reconstituted, reformed, decrypted or 

restored to its original or other usable form. 

[0331] As shown in FIGURE 24 and described herein, 

10 another embodiment of the present invention comprises 

the steps of the process performed by the secure data 

parser on data to store the session master key data in 

one or more separate key management table: 

[0332] 1. Accessing the Parser Master Key 

15 associated with the authenticated user 

[0333] 2. Generating a unique Session Master Key 

[0334] 3. Derive an Intermediary Key from an 

exclusive OR function of the Parser Master Key and 

Session Master key 

20 [0335] 4. Optionally encrypt the data using an 

existing or new encryption algorithm keyed with the 

Intermediary Key. 

[0336] 5. Separating the resulting optionally 

encrypted data into four shares or portions of parsed 

25 data according to the pattern of the Intermediary Key. 

[0337] 6. In this embodiment of the method of the 

present invention, the session master key will be 

stored in a separate key management table in a data 

depository. Generating a unique transaction ID for 

30 this transaction. Storing the transaction ID and 

session master key in a separate key management table 

or passing the Session Master Key and transaction ID 

back to the calling program for external management. 
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Separating the transaction ID according to the pattern 

of the Parser Master Key and append the data to the 

optionally encrypted parsed or separated data. 

[0338] 7. The resulting four shares of data will 

5 contain optionally encrypted portions of the original 

data and portions of the transaction ID. 

[0339] 8. Optionally generate an encryption key 

for each of the four data shares. 

[0340] 9. Optionally encrypting each share, then 

10 store the encryption keys in different locations from 

the encrypted data portions or shares. For example: 

Share 1 gets 

Key 2, Share 

[0341] To 

Key 4, Share 2 gets Key 1, Share 3 gets 

4 gets Key 3. 

restore the original data format, the 

15 steps are reversed. 

[0342] It is readily apparent to those of ordinary 

skill in the art that certain steps of the method 

described herein may be performed in different order, 

or repeated multiple times, as desired. It is also 

20 readily apparent to those skilled in the art that the 

portions of the data may be handled differently from 

one another. For example, multiple separating or 

parsing steps may be performed on 

the parsed data. Each portion of 

25 uniquely secured in any desirable 

that the data may be reassembled, 

only one portion of 

parsed data may be 

way provided only 

reconstituted, 

reformed, decrypted or restored to its original or 

other usable form. 

[0343] A wide 

30 are suitable for 

invention, as is 

variety of encryption methodologies 

use in the methods of the present 

readily apparent to those skilled in 

the art. The One Time Pad algorithm, is often 

considered one of the most secure encryption methods, 
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and is suitable for use in the method of the present 

invention. Using the One Time Pad algorithm requires 

that a key be generated which is as long as the data to 

be secured. The use of this method may be less 

5 desirable in certain circumstances such as those 

resulting in the generation and management of very long 

keys because of the size of the data set to be secured. 

In the One- Time Pad ( OTP) algorithm, the simple 

exclusive- or function, XOR, is used. For two binary 

10 streams x and y of the same length, x XOR y means the 

bitwise exclusive- or of x and y. 

[0344] At the bit level is generated: 

0 XOR 0 = 0 

0 XOR 1 = 1 

15 1 XOR 0 = 1 

1 XOR 1 = 0 

[0345] An example of this process is described 

herein for an n-byte secret, s, ( or data set) to be 

split. The process will generate an n-byte random 

20 value, a, and then set: 

b = a XOR s. 

[0346] Note that one can derive " s" via the 

equation: 

s = a XOR b. 

25 [0347] The values a and b are referred to as shares 

or portions and are placed in separate depositories. 

Once the secret s is split into two or more shares, it 

is discarded in a secure manner. 

[0348] The secure data parser of the present 

30 invention may utilize this function, performing 

multiple XOR functions incorporating multiple distinct 

secret key values: Kl, K2, K3, Kn, K5. At the 

beginning of the operation, the data to be secured is 
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passed through the first encryption operation, secure 

data = data XOR secret key 5: 

S = D XOR K5 

[0349] In order to securely store the resulting 

5 encrypted data in, for example, four shares, S1, S2, 

S3, Sn, the data is parsed and split into "n" segments, 

or shares, according to the value of K5. This 

operation results in "n" pseudorandom shares of the 

original encrypted data. Subsequent XOR functions may 

10 then be performed on each share with the remaining 

secret key values, for example: Secure data segment 1 = 

encrypted data share 1 XOR secret key 1: 

SD1 = Sl XOR Kl 

SD2 = S2 XOR K2 

15 SD3 = S3 XOR K3 

SDn = Sn XOR Kn. 

[0350] In one embodiment, it may not be desired to 

have any one depository contain enough information to 

decrypt the information held there, so the key required 

20 to decrypt the share is stored in a different data 

depository: 

Depository 1: SD1, Kn 

Depository 2: SD2, K1 

Depository 3: SD3, K2 

25 Depository n: SDn, K3. 

[0351] Additionally, appended to each share may be 

the information required to retrieve the original 

session encryption key, K5. Therefore, in the key 

management example described herein, the original 

30 session master key is referenced by a transaction ID 

split into "n" shares according to the contents of the 

installation dependant Parser Master Key ( TID1, TID2, 

TID3, TIDn): 
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Depository 1: SD1, Kn, TID1 

Depository 2: SD2, Kl, TID2 

Depository 3: SD3, K2, TID3 

Depository n: SDn, K3, TIDn. 

5 [0352] In the incorporated session key example 

described herein, the session master key is split into 

"n" shares according to the contents of the 

installation dependant Parser Master Key ( SK1, SK2, 

SK3 , SKn) : 

10 Depository 1: SD1, Kn, SK1 

Depository 2: SD2, Kl, SK2 

Depository 3: SD3, K2, SK3 

Depository n: SDn, K3, SKn. 

[0353] Unless all four shares are retrieved, the 

15 data cannot be reassembled according to this example 

Even if all four shares are captured, there is no 

possibility of reassembling or restoring the original 

information without access to the session master key 

and the Parser Master Key. 

20 [0354] This example has described an embodiment of 

the method of the present invention, and also 

describes, in another embodiment, the algorithm used to 

place shares into depositories so that shares from all 

depositories can be combined to form the secret 

25 authentication material. The computations needed are 

very simple and fast. However, with the One Time Pad 

(OTP) algorithm there may be circumstances that cause 

it to be less desirable, such as a large data set to be 

secured, because the key size is the same size as the 

30 data to be stored. Therefore, there would be a need to 

store and transmit about twice the amount of the 

original data which may be less desirable under certain 

circumstances. 
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Stream Cipher RS1  

[0355] The stream cipher RS1 splitting technique is 

very similar to the OTP splitting technique described 

5 herein. Instead of an n-byte random value, an n' _ 

min(n, 16)-byte random value is generated and used to 

key the RS1 Stream Cipher algorithm. The advantage of 

the RS1 Stream Cipher algorithm is that a pseudorandom 

key is generated from a much smaller seed number. The 

10 speed of execution of the RS1 Stream Cipher encryption 

is also rated at approximately 10 times the speed of 

the well known in the art Triple DES encryption without 

compromising security. The RS1 Stream Cipher algorithm 

is well known in the art, and may be used to generate 

15 the keys used in the XOR function. The RS1 Stream 

Cipher algorithm is interoperable with other 

commercially available stream cipher algorithms, such 

as the RC4TM stream cipher algorithm of RSA Security, 

Inc and is suitable for use in the methods of the 

20 present invention. 

[0356] Using the key notation above, K1 thru K5 are 

now an n' byte random values and we set: 

SD1 = S1 XOR E(K1) 

SD2 = S2 XOR E(K2) 

25 SD3 = S3 XOR E(K3) 

SDn = Sn XOR E(Kn) 

where E(K1) thru E(Kn) are the first n' bytes of output 

from the RS1 Stream Cipher algorithm keyed by K1 thru 

Kn. The shares are now placed into data depositories 

30 as described herein. 

[0357] In this stream cipher RS1 algorithm, the 

required computations needed are nearly as simple and 

fast as the OTP algorithm. The benefit in this example 
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using the RS1 Stream Cipher is that the system needs to 

store and transmit on average only about 16 bytes more 

than the size of the original data to be secured per 

share. When the size of the original data is more than 

5 16 bytes, this RS1 algorithm is more efficient than the 

OTP algorithm because it is simply shorter. It is 

readily apparent to those of ordinary skill in the art 

that a wide variety of encryption methods or algorithms 

are suitable for use in the present invention, 

10 including, but not limited to RS1, OTP, RC4"', Triple 

DES and AES. 

[0358] There are major advantages provided by the 

data security methods and computer systems of the 

present invention over traditional encryption methods. 

15 One advantage is the security gained from moving shares 

of the data to different locations on one or more data 

depositories or storage devices, that may be in 

different logical, physical or geographical locations. 

When the shares of data are split physically and under 

20 the control of different personnel, for example, the 

possibility of compromising the data is greatly 

reduced. 

[0359] Another advantage provided by the methods and 

system of the present invention is the combination of 

25 the steps of the method of the present invention for 

securing data to provide a comprehensive process of 

maintaining security of sensitive data. The data is 

encrypted with a secure key and split into one or more 

shares, and in one embodiment, four shares, according 

30 to the secure key. The secure key is stored safely 

with a reference pointer which is secured into four 

shares according to a secure key. The data shares are 

then encrypted individually and the keys are stored 
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safely with different encrypted shares. When combined, 

the entire process for securing data according to the 

methods disclosed herein becomes a comprehensive 

package for data security. 

5 [0360] The data secured according to the methods of 

the present invention is readily retrievable and 

restored, reconstituted, reassembled, decrypted, or 

otherwise returned into its original or other suitable 

form for use. In order to restore the original data, 

10 the following items may be utilized: 

[0361] 1. All shares or portions of the data set. 

[0362] 2. Knowledge of and ability to reproduce 

the process flow of the method used to secure the data. 

[0363] 3. Access to the session master key. 

15 [0364] 4. Access to the Parser Master Key. 

[0365] Therefore, it may be desirable to plan a 

secure installation wherein at least one of the above 

elements may be physically separated from the remaining 

components of the system (under the control of a 

20 different system administrator for example). 

[0366] Protection against a rogue application 

invoking the data securing methods application may be 

enforced by use of the Parser Master Key. A mutual 

authentication handshake between the secure data parser 

25 and the application may be required in this embodiment 

of the present invention prior to any action taken. 

[0367] The security of the system dictates that 

there be no "backdoor" method for recreation of the 

original data. For installations where data recovery 

30 issues may arise, the secure data parser can be 

enhanced to provide a mirror of the four shares and 

session master key depository. Hardware options such 

as RAID ( redundant array of inexpensive disks, used to 
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spread information over several disks) and software 

options such as replication can assist as well in the 

data recovery planning. 

5 Key Management  

[0368] In one embodiment of the present invention, 

the data securing method uses three sets of keys for an 

encryption operation. Each set of keys may have 

individual key storage, retrieval, security and 

10 recovery options, based on the installation. The keys 

that may be used, include, but are not limited to: 

The Parser Master Key 

[0369] This key is an individual key associated with 

the installation of the secure data parser. It is 

15 installed on the server on which the secure data parser 

has been deployed. There are a variety of options 

suitable for securing this key including, but not 

limited to, a smart card, separate hardware key store, 

standard key stores, custom key stores or within a 

20 secured database table, for example. 

The Session Master Key 

[0370] A Session Master Key may be generated each 

time data is secured. The Session Master Key is used 

to encrypt the data prior to the parsing and splitting 

25 operations. It may also be incorporated ( if the 

Session Master Key is not integrated into the parsed 

data) as a means of parsing the encrypted data. The 

Session Master Key may be secured in a variety of 

manners, including, but not limited to, a standard key 

30 store, custom key store, separate database table, or 

secured within the encrypted shares, for example. 

The Share Encryption Keys  
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[0371] For each share or portions of a data set that 

is created, an individual Share Encryption Key may be 

generated to further encrypt the shares. The Share 

Encryption Keys may be stored in different shares than 

5 the share that was encrypted. 

[0372] It is readily apparent to those of ordinary 

skill in the art that the data securing methods and 

computer system of the present invention are widely 

applicable to any type of data in any setting or 

10 environment. In addition to commercial applications 

conducted over the Internet or between customers and 

vendors, the data securing methods and computer systems 

of the present invention are highly applicable to non-

commercial or private settings or environments. Any 

15 data set that is desired to be kept secure from any 

unauthorized user may be secured using the methods and 

systems described herein. For example, access to a 

particular database within a company or organization 

may be advantageously restricted to only selected users 

20 by employing the methods and systems of the present 

invention for securing data. Another example is the 

generation, modification or access to documents wherein 

it is desired to restrict access or prevent 

unauthorized or accidental access or disclosure outside 

25 a group of selected individuals, computers or 

workstations. These and other examples of the ways in 

which the methods and systems of data securing of the 

present invention are applicable to any non-commercial 

or commercial environment or setting for any setting, 

30 including, but not limited to any organization, 

government agency or corporation. 

[0373] In another embodiment of the present 

invention, the data securing method uses three sets of 
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keys for an encryption operation. Each set of keys may 

have individual key storage, retrieval, security and 

recovery options, based on the installation. The keys 

that may be used, include, but are not limited to: 

5 1. The Parser Master Key 

[0374] This key is an individual key associated with 

the installation of the secure data parser. It is 

installed on the server on which the secure data parser 

has been deployed. There are a variety of options 

10 suitable for securing this key including, but not 

limited to, a smart card, separate hardware key store, 

standard key stores, custom key stores or within a 

secured database table, for example. 

2. The Session Master Key 

15 [0375] A Session Master Key may be generated each 

time data is secured. The Session Master Key is used 

in conjunction with the Parser Master key to derive the 

Intermediary Key. The Session Master Key may be 

secured in a variety of manners, including, but not 

20 limited to, a standard key store, custom key store, 

separate database table, or secured within the 

encrypted shares, for example. 

3. The Intermediary Key 

[0376] An Intermediary Key may be generated each 

25 time data is secured. The Intermediary Key is used to 

encrypt the data prior to the parsing and splitting 

operation. It may also be incorporated as a means of 

parsing the encrypted data. 

4. The Share Encryption Keys  

30 [ 0377] For each share or portions of a data set that 

is created, an individual Share Encryption Key may be 

generated to further encrypt the shares. The Share 
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Encryption Keys may be stored in different shares than 

the share that was encrypted. 

[0378] It is readily apparent to those of ordinary 

skill in the art that the data securing methods and 

5 computer system of the present invention are widely 

applicable to any type of data in any setting or 

environment. In addition to commercial applications 

conducted over the Internet or between customers and 

vendors, the data securing methods and computer systems 

10 of the present invention are highly applicable to non-

commercial or private settings or environments. Any 

data set that is desired to be kept secure from any 

unauthorized user may be secured using the methods and 

systems described herein. For example, access to a 

15 particular database within a company or organization 

may be advantageously restricted to only selected users 

by employing the methods and systems of the present 

invention for securing data. Another example is the 

generation, modification or access to documents wherein 

20 it is desired to restrict access or prevent 

unauthorized or accidental access or disclosure outside 

a group of selected individuals, computers or 

workstations. These and other examples of the ways in 

which the methods and systems of data securing of the 

25 present invention are applicable to any non-commercial 

or commercial environment or setting for any setting, 

including, but not limited to any organization, 

government agency or corporation. 

Workgroup, Project, Individual PC/Laptop or Cross  

30 Platform Data Security 

[0379] The data securing methods and computer 

systems of the present invention are also useful in 

securing data by workgroup, project, individual 
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PC/Laptop and any other platform that is in use in, 

for example, businesses, offices, government agencies, 

or any setting in which sensitive data is created, 

handled or stored. The present invention provides 

5 methods and computer systems to secure data that is 

known to be sought after by organizations, such as the 

U.S. Government, for implementation across the entire 

government organization or between governments at a 

state or federal level. 

10 [0380] The data securing methods and computer 

systems of the present invention provide the ability to 

not only parse and split flat files but also data 

fields, sets and or table of any type. Additionally, 

all forms of data are capable of being secured under 

15 this process, including, but not limited to, text, 

video, images, biometrics and voice data. Scalability, 

speed and data throughput of the methods of securing 

data of the present invention are only limited to the 

hardware the user has at their disposal. 

20 [0381] In one embodiment of the present invention, 

the data securing methods are utilized as described 

below in a workgroup environment. In one embodiment, 

as shown in FIGURE 23 and described below, the 

Workgroup Scale data securing method of the present 

25 invention uses the private key management functionality 

of the TrustEngine to store the user/group 

relationships and the associated private keys ( Parser 

Group Master Keys) necessary for a group of users to 

share secure data. The method of the present invention 

30 has the capability to secure data for an enterprise, 

workgroup, or individual user, depending on how the 

Parser Master Key was deployed. 
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[0382] In one embodiment, additional key management 

and user/group management programs may be provided, 

enabling wide scale workgroup implementation with a 

single point of administration and key management. Key 

5 generation, management and revocation are handled by 

the single maintenance program, which all become 

especially important as the number of users increase. 

In another embodiment, key management may also be set 

up across one or several different system 

10 administrators, which may not allow any one person or 

group to control data as needed. This allows for the 

management of secured data to be obtained by roles, 

responsibilities, membership, rights, etc., as defined 

by an organization, and the access to secured data can 

15 be limited to just those who are permitted or required 

to have access only to the portion they are working on, 

while others, such as managers or executives, may have 

access to all of the secured data. This embodiment 

allows for the sharing of secured data among different 

20 groups within a company or organization while at the 

same time only allowing certain selected individuals, 

such as those with the authorized and predetermined 

roles and responsibilities, to observe the data as a 

whole. In addition, this embodiment of the methods and 

25 systems of the present invention also allows for the 

sharing of data among, for example, separate companies, 

or separate departments or divisions of companies, or 

any separate organization departments, groups, 

agencies, or offices, or the like, of any government or 

30 organization or any kind, where some sharing is 

required, but not any one party may be permitted to 

have access to all the data. Particularly apparent 

examples of the need and utility for such a method and 
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system of the present invention are to allow sharing, 

but maintain security, in between government areas, 

agencies and offices, and between different divisions, 

departments or offices of a large company, or any other 

5 organization, for example. 

[0383] An example of the applicability of the 

methods of the present invention on a smaller scale is 

as follows. A Parser Master key is used as a 

serialization or branding of the secure data parser to 

10 an organization. As the scale of use of the Parser 

Master key is reduced from the whole enterprise to a 

smaller workgroup, the data securing methods described 

herein are used to share files within groups of users. 

[0384] In the example shown in FIGURE 25 and 

15 described below, there are six users defined along with 

their title or role within the organization. The side 

bar represents five possible groups that the users can 

belong to according to their role. The arrow 

represents membership by the user in one or more of the 

20 groups. 

[0385] When configuring the secure data parser for 

use in this example, the system administrator accesses 

the user and group information from the operating 

system by a maintenance program. This maintenance 

25 program generates and assigns Parser Group Master Keys 

to users based on their membership in groups. 

[0386] In this example, there are three members in 

the Senior Staff group. For this group, the actions 

would be: 

30 [0387] 1. Access Parser Group Master Key for the 

Senior Staff group ( generate a key if not available); 

[0388] 2. Generate a digital certificate 

associating CEO with the Senior Staff group; 
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[0389] 3. Generate a digital certificate 

associating CFO with the Senior Staff group; 

[0390] 4. Generate a digital certificate 

associating Vice President, Marketing with the Senior 

5 Staff group. 

[0391] The same set of actions would be done for 

each group, and each member within each group. When 

the maintenance program is complete, the Parser Group 

Master Key becomes a shared credential for each member 

10 of the group. Revocation of the assigned digital 

certificate may be done automatically when a user is 

removed from a group through the maintenance program 

without affecting the remaining members of the group. 

[0392] Once the shared credentials have been 

15 defined, the parsing and splitting process remains the 

same. When a file, document or data element is to be 

secured, the user is prompted for the target group to 

be used when securing the data. The resulting secured 

data is only accessible by other members of the target 

20 group. This functionality of the methods and systems 

of the present invention may be used with any other 

computer system or software platform, any may be, for 

example, integrated into existing application programs 

or used standalone for file security. 

25 [0393] It is readily apparent to those of ordinary 

skill in the art that any one or combination of 

encryption algorithms are suitable for use in the 

methods and systems of the present invention. For 

example, the encryption steps may, in one embodiment, 

30 be repeated to produce a multi- layered encryption 

scheme. In addition, a different encryption algorithm, 

or combination of encryption algorithms, may be used in 

repeat encryption steps such that different encryption 
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algorithms are applied to the different layers of the 

multi- layered encryption scheme. As such, the 

encryption scheme itself may become a component of the 

methods of the present invention for securing sensitive 

5 data from unauthorized use or access. 

[0394] The secure data parser may include as an 

internal component, as an external component, or as 

both an error- checking component. For example, in one 

suitable approach, as portions of data are created 

10 using the secure data parser in accordance with the 

present invention, to assure the integrity of the data 

within a portion, a hash value is taken at preset 

intervals within the portion and is appended to the end 

of the interval. The hash value is a predictable and 

15 reproducible numeric representation of the data. If 

any bit within the data changes, the hash value would 

be different. A scanning module ( either as a stand-

alone component external to the secure data parser or 

as an internal component) may then scan the portions of 

20 data generated by the secure data parser. Each portion 

of data ( or alternatively, less than all portions of 

data according to some interval or by a random or 

pseudo- random sampling) is compared to the appended 

hash value or values and an action may be taken. This 

25 action may include a report of values that match and do 

not match, an alert for values that do not match, or 

invoking of some external or internal program to 

trigger a recovery of the data. For example, recovery 

of the data could be performed by invoking a recovery 

30 module based on the concept that fewer than all 

portions may be needed to generate original data in 

accordance with the present invention. 
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[0395] Any other suitable integrity checking may be 

implemented using any suitable integrity information 

appended anywhere in all or a subset of data portions. 

Integrity information may include any suitable 

5 information that can be used to determine the integrity 

of data portions. Examples of integrity information 

may include hash values computed based on any suitable 

parameter ( e.g., based on respective data portions), 

digital signature information, message authentication 

10 code (MAC) information, any other suitable information, 

or any combination thereof. 

[0396] The secure data parser of the present 

invention may be used in any suitable application. 

Namely, the secure data parser described herein has a 

15 variety of applications in different areas of computing 

and technology. Several such areas are discussed 

below. It will be understood that these are merely 

illustrative in nature and that any other suitable 

applications may make use of the secure data parser. 

20 It will further be understood that the examples 

described are merely illustrative embodiments that may 

be modified in any suitable way in order to satisfy any 

suitable desires. For example, parsing and splitting 

may be based on any suitable units, such as by bits, by 

25 bytes, by kilobytes, by megabytes, by any combination 

thereof, or by any other suitable unit. 

[0397] The secure data parser of the present 

invention may be used to implement secure physical 

tokens, whereby data stored in a physical token may be 

30 required in order to access additional data stored in 

another storage area. In one suitable approach, a 

physical token, such as a compact USB flash drive, a 

floppy disk, an optical disk, a smart card, or any 
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other suitable physical token, may be used to store one 

of at least two portions of parsed data in accordance 

with the present invention. In order to access the 

original data, the USB flash drive would need to be 

5 accessed. Thus, a personal computer holding one 

portion of parsed data would need to have the USB flash 

drive, having the other portion of parsed data, 

attached before the original data can be accessed. 

FIGURE 26 illustrates this application. Storage area 

10 2500 includes a portion of parsed data 2502. Physical 

token 2504, having a portion of parsed data 2506 would 

need to be coupled to storage area 2500 using any 

suitable communications interface 2508 ( e.g., USB, 

serial, parallel, Bluetooth, IR, IEEE 1394, ethernet, 

15 or any other suitable communications interface) in 

order to access the original data. This is useful in a 

situation where, for example, sensitive data on a 

computer is left alone and subject to unauthorized 

access attempts. By removing the physical token ( e.g., 

20 the USB flash drive), the sensitive data is 

inaccessible. It will be understood that any other 

suitable approach for using physical tokens may be 

used. 

[0398] The secure data parser of the present 

25 invention may be used to implement a secure 

authentication system whereby user enrollment data 

(e.g., passwords, private encryption keys, fingerprint 

templates, biometric data or any other suitable user 

enrollment data) is parsed and split using the secure 

30 data parser. The user enrollment data may be parsed 

and split whereby one or more portions are stored on a 

smart card, a government Common Access Card, any 

suitable physical storage device ( e.g., magnetic or 
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optical disk, USB key drive, etc.), or any other 

suitable device. One or more other portions of the 

parsed user enrollment data may be stored in the system 

performing the authentication. This provides an added 

5 level of security to the authentication process ( e.g., 

in addition to the biometric authentication information 

obtained from the biometric source, the user enrollment 

data must also be obtained via the appropriate parsed 

and split data portion). 

10 [0399] The secure data parser of the present 

invention may be integrated into any suitable existing 

system in order to provide the use of its functionality 

in each system's respective environment. FIGURE 27 

shows a block diagram of an illustrative system 2600, 

15 which may include software, hardware, or both for 

implementing any suitable application. System 2600 may 

be an existing system in which secure data parser 2602 

may be retrofitted as an integrated component. 

Alternatively, secure data parser 2602 may be 

20 integrated into any suitable system 2600 from, for 

example, its earliest design stage. Secure data parser 

2600 may be integrated at any suitable level of system 

2600. For example, secure data parser 2602 may be 

integrated into system 2600 at a sufficiently back- end 

25 level such that the presence of secure data parser 2602 

may be substantially transparent to an end user of 

system 2600. Secure data parser 2602 may be used for 

parsing and splitting data among one or more storage 

devices 2604 in accordance with the present invention. 

30 Some illustrative examples of systems having the secure 

data parser integrated therein are discussed below. 

[0400] The secure data parser of the present 

invention may be integrated into an operating system 
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kernel ( e.g., Linux, Unix, or any other suitable 

commercial or proprietary operating system). This 

integration may be used to protect data at the device 

level whereby, for example, data that would ordinarily 

5 be stored in one or more devices is separated into a 

certain number of portions by the secure data parser 

integrated into the operating system and stored among 

the one or more devices. When original data is 

attempted to be accessed, the appropriate software, 

10 also integrated into the operating system, may 

recombine the parsed data portions into the original 

data in a way that may be transparent to the end user. 

[0401] The secure data parser of the present 

invention may be integrated into a volume manager or 

15 any other suitable component of a storage system to 

protect local and networked data storage across any or 

all supported platforms. For example, with the secure 

data parser integrated, a storage system may make use 

of the redundancy offered by the secure data parser 

20 ( i.e., which is used to implement the feature of 

needing fewer than all separated portions of data in 

order to reconstruct the original data) to protect 

against data loss. The secure data parser also allows 

all data written to storage devices, whether using 

25 redundancy or not, to be in the form of multiple 

portions that are generated according to the parsing of 

the present invention. When original data is attempted 

to be accessed, the appropriate software, also 

integrated into the volume manager or other suitable 

30 component of the storage system, may recombine the 

parsed data portions into the original data in a way 

that may be transparent to the end user. 
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[0402] In one suitable approach, the secure data 

parser of the present invention may be integrated into 

a RAID controller ( as either hardware or software). 

This allows for the secure storage of data to multiple 

5 drives while maintaining fault tolerance in case of 

drive failure. 

[0403] The secure data parser of the present 

invention may be integrated into a database in order 

to, for example, protect sensitive table information. 

10 For example, in one suitable approach, data associated 

with particular cells of a database table ( e.g., 

individual cells, one or more particular columns, one 

or more particular rows, any combination thereof, or an 

entire database table) may be parsed and separated 

15 according to the present invention ( e.g., where the 

different portions are stored on one or more storage 

devices at one or more locations or on a single storage 

device). Access to recombine the portions in order to 

view the original data may be granted by traditional 

20 authentication methods ( e.g., username and password 

query) . 

[0404] The secure parser of the present invention 

may be integrated in any suitable system that involves 

data in motion ( i.e., transfer of data from one 

25 location to another). Such systems include, for 

example, email, streaming data broadcasts, and wireless 

(e.g., WiFi) communications. With respect to email, in 

one suitable approach, the secure parser may be used to 

parse outgoing messages ( i.e., containing text, binary 

30 data, or both ( e.g., files attached to an email 

message)) and sending the different portions of the 

parsed data along different paths thus creating 

multiple streams of data. If any one of these streams 
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of data is compromised, the original message remains 

secure because the system may require that more than 

one of the portions be combined, in accordance with the 

present invention, in order to generate the original 

5 data. In another suitable approach, the different 

portions of data may be communicated along one path 

sequentially so that if one portion is obtained, it may 

not be sufficient to generate the original data. The 

different portions arrive at the intended recipient's 

10 location and may be combined to generate the original 

data in accordance with the present invention. 

[0405] FIGURES 27 and 28 are illustrative block 

diagrams of such email systems. FIGURE 28 shows a 

sender system 2700, which may include any suitable 

15 hardware, such as a computer terminal, personal 

computer, handheld device ( e.g., PDA, Blackberry), 

cellular telephone, computer network, any other 

suitable hardware, or any combination thereof. Sender 

system 2700 is used to generate and/or store a message 

20 2704, which may be, for example, an email message, a 

binary data file ( e.g., graphics, voice, video, etc.), 

or both. Message 2704 is parsed and split by secure 

data parser 2702 in accordance with the present 

invention. The resultant data portions may be 

25 communicated across one or more separate communications 

paths 2706 over network 2708 ( e.g., the Internet, an 

intranet, a LAN, WiFi, Bluetooth, any other suitable 

hard-wired or wireless communications means, or any 

combination thereof) to recipient system 2710. The 

30 data portions may be communicated parallel in time or 

alternatively, according to any suitable time delay 

between the communication of the different data 

portions. Recipient system 2710 may be any suitable 
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hardware as described above with respect to sender 

system 2700. The separate data portions carried along 

communications paths 2706 are recombined at recipient 

system 2710 to generate the original message or data in 

5 accordance with the present invention. 

[0406] FIGURES 28 shows a sender system 2800, which 

may include any suitable hardware, such as a computer 

terminal, personal computer, handheld device ( e.g., 

PDA), cellular telephone, computer network, any other 

10 suitable hardware, or any combination thereof. Sender 

system 2800 is used to generate and/or store a message 

2804, which may be, for example, an email message, a 

binary data file ( e.g., graphics, voice, video, etc.), 

or both. Message 2804 is parsed and split by secure 

15 data parser 2802 in accordance with the present 

invention. The resultant data portions may be 

communicated across a single communications paths 2806 

over network 2808 ( e.g., the Internet, an intranet, a 

LAN, WiFi, Bluetooth, any other suitable communications 

20 means, or any combination thereof) to recipient system 

2810. The data portions may be communicated serially 

across communications path 2806 with respect to one 

another. Recipient system 2810 may be any suitable 

hardware as described above with respect to sender 

25 system 2800. The separate data portions carried along 

communications path 2806 are recombined at recipient 

system 2810 to generate the original message or data in 

accordance with the present invention. 

[0407] It will be understood that the arrangement of 

30 FIGURES 27 and 28 are merely illustrative. Any other 

suitable arrangement may be used. For example, in 

another suitable approach, the systems of FIGURES 27 

and 28 may be incorporated whereby the multi-path 
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approach of FIGURE 28 is used and in which one or more 

of communications paths 2706 are used to carry more 

than one portion of data as communications path 2806 

does in the context of FIGURE 29. In general 

5 [0408] The secure data parser may be integrated at 

any suitable level of a data- in motion system. For 

example, in the context of an email system, the secure 

parser may be integrated at the user- interface level 

(e.g., into MicrosoftO Outlook) in which case, the user 

10 may have control over the use of the secure data parser 

features when using email. Alternatively, the secure 

parser may be implemented in a back- end component such 

as at the exchange server, in which case, messages may 

be automatically parsed, split, and communicated along 

15 different paths in accordance with the present 

invention without any user intervention. 

[0409] Similarly, in the case of streaming 

broadcasts of data ( e.g., audio, video), the outgoing 

data may be parsed and separated into multiple streams 

20 each containing a portion of the parsed data. The 

multiple streams may be transmitted along one or more 

paths and recombined at the recipient's location in 

accordance with the present invention. One of the 

benefits of this approach is that it avoids the 

25 relatively large overhead associated with traditional 

encryption of data followed by transmission of the 

encrypted data over a single communications channel. 

The secure parser of the present invention allows data 

in motion to be sent in multiple parallel streams, 

30 increasing speed and efficiency. 

[0410] It will be understand that the secure data 

parser may be integrated for protection of and fault 

tolerance of any type of data in motion through any 
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transport medium, including, for example, wired, 

wireless, or physical. For example, voice over 

Internet protocol (VOIP) applications may make use of 

the secure data parser of the present invention. 

5 Wireless or wired data transport from or to any 

suitable personal digital assistant ( PDA) devices such 

as Blackberries and SmartPhones may be secured using 

the secure data parser of the present invention. 

Communications using wireless 802.11 protocols for peer 

10 to peer and hub based wireless networks, satellite 

communications, point to point wireless communications, 

Internet client/server communications, or any other 

suitable communications may involve the data in motion 

capabilities of the secure data parser in accordance 

15 with the present invention. Data communication between 

computer peripheral device ( e.g., printer, scanner, 

monitor, keyboard, network router, biometric 

authentication device ( e.g., fingerprint scanner), or 

any other suitable peripheral device) between a 

20 computer and a computer peripheral device, between a 

computer peripheral device and any other suitable 

device, or any combination thereof may make use of the 

data in motion features of the present invention. 

[0411] The data in motion features of the present 

25 invention may also apply to physical transportation of 

secure shares using for example, separate routes, 

vehicles, methods, any other suitable physical 

transportation, or any combination thereof. For 

example, physical transportation of data may take place 

30 on digital/magnetic tapes, floppy disks, optical disks, 

physical tokens, USB drives, removable hard drives, 

consumer electronic devices with flash memory ( e.g., 

Apple IPODs or other MP3 players), flash memory, any 
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other suitable medium used for transporting data, or 

any combination thereof. 

[0412] The secure data parser of the present 

invention may provide security with the ability for 

5 disaster recovery. According to the present invention, 

fewer than all portions of the separated data generated 

by the secure data parser may be necessary in order to 

retrieve the original data. That is, out of m portions 

stored, n may be the minimum number of these m portions 

10 necessary to retrieve the original data, where n <= m. 

For example, if each of four portions is stored in a 

different physical location relative to the other three 

portions, then, if n=2 in this example, two of the 

locations may be compromised whereby data is destroyed 

15 or inaccessible, and the original data may still be 

retrieved from the portions in the other two locations. 

Any suitable value for n or m may be used. 

[0413] In addition, the n of m feature of the 

present invention may be used to create a "two man 

20 rule" whereby in order to avoid entrusting a single 

individual or any other entity with full access to what 

may be sensitive data, two or more distinct entities, 

each with a portion of the separated data parsed by the 

secure parser of the present invention may need to 

25 agree to put their portions together in order to 

retrieve the original data. 

[0414] The secure data parser of the present 

invention may be used to provide a group of entities 

with a group-wide key that allows the group members to 

30 access particular information authorized to be accessed 

by that particular group. The group key may be one of 

the data portions generated by the secure parser in 

accordance with the present invention that may be 
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required to be combined with another portion centrally 

stored, for example in order to retrieve the 

information sought. This feature allows for, for 

example, secure collaboration among a group. It may be 

5 applied in for example, dedicated networks, virtual 

private networks, intranets, or any other suitable 

network. 

[0415] Specific applications of this use of the 

secure parser include, for example, coalition 

10 information sharing in which, for example, multi-

national friendly government forces are given the 

capability to communicate operational and otherwise 

sensitive data on a security level authorized to each 

respective country over a single network or a dual 

15 network ( i.e., as compared to the many networks 

involving relatively substantial manual processes 

currently used). This capability is also applicable 

for companies or other organizations in which 

information needed to be known by one or more specific 

20 individuals (within the organization or without) may be 

communicated over a single network without the need to 

worry about unauthorized individuals viewing the 

information. 

[0416] Another specific application includes a 

25 multi- level security hierarchy for government systems. 

That is, the secure parser of the present invention may 

provide for the ability to operate a government system 

at different levels of classified information ( e.g., 

unclassified, classified, secret, top secret) using a 

30 single network. If desired, more networks may be used 

(e.g., a separate network for top secret), but the 

present invention allows for substantially fewer than 
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current arrangement in which a separate network is used 

for each level of classification. 

[0417] It will be understood that any combination of 

the above described applications of the secure parser 

5 of the present invention may be used. For example, the 

group key application can be used together with the 

data in motion security application ( i.e., whereby data 

that is communicated over a network can only be 

accessed by a member of the respective group and where, 

10 while the data is in motion, it is split among multiple 

paths ( or sent in sequential portions) in accordance 

with the present invention). 

[0418] The secure data parser of the present 

invention may be integrated into any middleware 

15 application to enable applications to securely store 

data to different database products or to different 

devices without modification to either the applications 

or the database. Middleware is a general term for any 

product that allows two separate and already existing 

20 programs to communicate. For example, in one suitable 

approach, middleware having the secure data parser 

integrated, may be used to allow programs written for a 

particular database to communicate with other databases 

without custom coding. 

25 [0419] The secure data parser of the present 

invention may be implemented having any combination of 

any suitable capabilities, such as those discussed 

herein. In some embodiments of the present invention, 

for example, the secure data parser may be implemented 

30 having only certain capabilities whereas other 

capabilities may be obtained through the use of 

external software, hardware, or both interfaced either 

directly or indirectly with the secure data parser. 
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[0420] FIGURE 30, for example, shows an illustrative 

implementation of the secure data parser as secure data 

parser 3000. Secure data parser 3000 is implemented 

with very few built-in capabilities. As illustrated, 

5 secure data parser 3000 may include built-in 

capabilities for parsing and splitting data into 

portions ( also referred to herein as shares) of data 

using module 3002 in accordance with the present 

invention. Secure data parser 3000 may also include 

10 built in capabilities for performing redundancy in 

order to be able to implement, for example, the m of n 

feature described above ( i.e., recreating the original 

data using fewer than all shares of parsed and split 

data) using module 3004. Secure data parser 3000 may 

15 also include share distribution capabilities using 

module 3006 for placing the shares of data into buffers 

from which they are sent for communication to a remote 

location, for storage, etc. in accordance with the 

present invention. It will be understood that any 

20 other suitable capabilities may be built into secure 

data parser 3000. 

[0421] Assembled data buffer 3008 may be any 

suitable memory used to store the original data 

(although not necessarily in its original form) that 

25 will be parsed and split by secure data parser 3000. 

In a splitting operation, assembled data buffer 3008 

provides input to secure data parser 3008. In a 

restore operation, assembled data buffer 3008 may be 

used to store the output of secure data parser 3000. 

30 [0422] Split shares buffers 3010 may be one or more 

memory modules that may be used to store the multiple 

shares of data that resulted from the parsing and 

splitting of original data. In a splitting operation, 
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split shares buffers 3010 hold the output of the secure 

data parser. In a restore operation, split shares 

buffers hold the input to secure data parser 3000. 

[0423] It will be understood that any other suitable 

5 arrangement of capabilities may be built-in for secure 

data parser 3000. Any additional features may be 

built-in and any of the features illustrated may be 

removed, made more robust, made less robust, or may 

otherwise be modified in any suitable way. Buffers 

10 3008 and 3010 are likewise merely illustrative and may 

be modified, removed, or added to in any suitable way. 

[0424] Any suitable modules implemented in software, 

hardware or both may be called by or may call to secure 

data parser 3000. If desired, even capabilities that 

15 are built into secure data parser 3000 may be replaced 

by one or more external modules. As illustrated, some 

external modules include random number generator 3012, 

cipher feedback key generator 3014, hash algorithm 

3016, any one or more types of encryption 3018, and key 

20 management 3020. It will be understood that these are 

merely illustrative external modules. Any other 

suitable modules may be used in addition to or in place 

of those illustrated. 

[0425] Cipher feedback key generator 3014 may, 

25 externally to secure data parser 3000, generate for 

each secure data parser operation, a unique key, or 

random number (using for example random number 

generator 3012), to be used as a seed value for an 

operation that extends an original session key size 

30 (e.g., a value of 128, 256, 512, or 1024 bits) into a 

value equal to the length of the data to be parsed and 

split. Any suitable algorithm may be used for the 
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cipher feedback key generation, including, for example, 

the AES cipher feedback key generation algorithm. 

[0426] In order to facilitate integration of secure 

data parser 3000 and its external modules ( i.e., secure 

5 data parser layer 3026) into an application layer 3024 

(e.g., email application, database application, etc.), 

a wrapping layer that may make use of, for example, API 

function calls may be used. Any other suitable 

arrangement for facilitating integration of secure data 

10 parser layer 3026 into application layer 3024 may be 

used. 

[0427] FIGURE 31 illustratively shows how the 

arrangement of FIGURE 30 may be used when a write 

(e.g., to a storage device), insert ( e.g., in a 

15 database field), or transmit ( e.g., across a network) 

command is issued in application layer 3024. At step 

3100 data to be secured is identified and a call is 

made to the secure data parser. The call is passed 

through wrapper layer 3022 where at step 3102, wrapper 

20 layer 3022 streams the input data identified at step 

3100 into assembled data buffer 3008. Also at step 

3102, any suitable share information, filenames, any 

other suitable information, or any combination thereof 

may be stored ( e.g., as information 3106 at wrapper 

25 layer 3022). Secure data processor 3000 then parses 

and splits the data it takes as input from assembled 

data buffer 3008 in accordance with the present 

invention. It outputs the data shares into split 

shares buffers 3010. At step 3104, wrapper layer 3022 

30 obtains from stored information 3106 any suitable share 

information ( i.e., stored by wrapper 3022 at step 3102) 

and share location(s) ( e.g., from one or more 

configuration files). Wrapper layer 3022 then writes 
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the output shares ( obtained from split shares buffers 

3010) appropriately ( e.g., written to one or more 

storage devices, communicated onto a network, etc.). 

[0428] FIGURE 32 illustratively shows how the 

5 arrangement of FIGURE 30 may be used when a read ( e.g., 

from a storage device), select ( e.g., from a database 

field), or receive ( e.g., from a network) occurs. At 

step 3200, data to be restored is identified and a call 

to secure data parser 3000 is made from application 

10 layer 3024. At step 3202, from wrapper layer 3022, any 

suitable share information is obtained and share 

location is determined. Wrapper layer 3022 loads the 

portions of data identified at step 3200 into split 

shares buffers 3010. Secure data parser 3000 then 

15 processes these shares in accordance with the present 

invention ( e.g., if only three of four shares are 

available, then the redundancy capabilities of secure 

data parser 3000 may be used to restore the original 

data using only the three shares). The restored data 

20 is then stored in assembled data buffer 3008. At step 

3204, application layer 3022 converts the data stored 

in assembled data buffer 3008 into its original data 

format ( if necessary) and provides the original data in 

its original format to application layer 3024. 

25 [0429] It will be understood that the parsing and 

splitting of original data illustrated in FIGURE 31 and 

the restoring of portions of data into original data 

illustrated in FIGURE 32 is merely illustrative. Any 

other suitable processes, components, or both may be 

30 used in addition to or in place of those illustrated. 

[0430] FIGURE 33 is a block diagram of an 

illustrative process flow for parsing and splitting 

original data into two or more portions of data in 
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accordance with one embodiment of the present 

invention. As illustrated, the original data desired 

to be parsed and split is plain text 3306 ( i.e., the 

word "SUMMIT" is used as an example). It will be 

5 understood that any other type of data may be parsed 

and split in accordance with the present invention. A 

session key 3300 is generated. If the length of 

session key 3300 is not compatible with the length of 

original data 3306, then cipher feedback session key 

10 3304 may be generated. 

[0431] In one suitable approach, original data 3306 

may be encrypted prior to parsing, splitting, or both. 

For example, as FIGURE 33 illustrates, original data 

3306 may be XORed with any suitable value ( e.g., with 

15 cipher feedback session key 3304, or with any other 

suitable value). It will be understood that any other 

suitable encryption technique may be used in place of 

or in addition to the XOR technique illustrate. It 

will further be understood that although FIGURE 33 is 

20 illustrated in terms of byte by byte operations, the 

operation may take place at the bit level or at any 

other suitable level. It will further be understood 

that, if desired, there need not be any encryption 

whatsoever of original data 3306. 

25 [0432] The resultant encrypted data ( or original 

data if no encryption took place) is then hashed to 

determine how to split the encrypted ( or original) data 

among the output buckets ( e.g., of which there are four 

in the illustrated example). In the illustrated 

30 example, the hashing takes place by bytes and is a 

function of cipher feedback session key 3304. It will 

be understood that this is merely illustrative. The 

hashing may be performed at the bit level, if desired. 
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The hashing may be a function of any other suitable 

value besides cipher feedback session key 3304. In 

another suitable approach, hashing need not be used. 

Rather, any other suitable technique for splitting data 

5 may be employed. 

[0433] FIGURE 34 is a block diagram of an 

illustrative process flow for restoring original data 

3306 from two or more parsed and split portions of 

original data 3306 in accordance with one embodiment of 

10 the present invention. The process involves hashing 

the portions in reverse ( i.e., to the process of FIGURE 

33) as a function of cipher feedback session key 3304 

to restore the encrypted original data ( or original 

data if there was no encryption prior to the parsing 

15 and splitting). The encryption key may then be used to 

restore the original data ( i.e., in the illustrated 

example, cipher feedback session key 3304 is used to 

decrypt the XOR encryption by XORing it with the 

encrypted data). This the restores original data 3306. 

20 [0434] FIGURE 35 shows how bit- splitting may be 

implemented in the example of FIGURES 33 and 34. A 

hash may be used ( e.g., as a function of the cipher 

feedback session key, as a function of any other 

suitable value) to determine a bit value at which to 

25 split each byte of data. It will be understood that 

this is merely one illustrative way in which to 

implement splitting at the bit level. Any other 

suitable technique may be used. 

[0435] It will be understood that any reference to 

30 hash functionality made herein may be made with respect 

to any suitable hash algorithm. These include for 

example, MD5 and SHA-1. Different hash algorithms may 
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be used at different times and by different components 

of the present invention. 

[0436] After a split point has been determined in 

accordance with the above illustrative procedure or 

5 through any other procedure or algorithm, a 

determination may be made with regard to which data 

portions to append each of the left and right segments. 

Any suitable algorithm may be used for making this 

determination. For example, in one suitable approach, 

10 a table of all possible distributions ( e.g., in the 

form of pairings of destinations for the left segment 

and for the right segment) may be created, whereby a 

destination share value for each of the left and right 

segment may be determined by using any suitable hash 

15 function on corresponding data in the session key, 

cipher feedback session key, or any other suitable 

random or pseudo- random value, which may be generated 

and extended to the size of the original data. For 

example, a hash function of a corresponding byte in the 

20 random or pseudo- random value may be made. The output 

of the hash function is used to determine which pairing 

of destinations ( i.e., one for the left segment and one 

for the right segment) to select from the table of all 

the destination combinations. Based on this result, 

25 each segment of the split data unit is appended to the 

respective two shares indicated by the table value 

selected as a result of the hash function. 

[0437] Redundancy information may be appended to the 

data portions in accordance with the present invention 

30 to allow for the restoration of the original data using 

fewer than all the data portions. For example, if two 

out of four portions are desired to be sufficient for 

restoration of data, then additional data from the 
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shares may be accordingly appended to each share in, 

for example, a round-robin manner ( e.g., where the size 

of the original data is 4MB, then share 1 gets its own 

shares as well as those of shares 2 and 3; share 2 gets 

5 its own share as well as those of shares 3 and 4; share 

3 gets its own share as well as those of shares 4 and 

1; and share 4 gets its own shares as well as those of 

shares 1 and 2). Any such suitable redundancy may be 

used in accordance with the present invention. 

10 [0438] It will be understood that any other suitable 

parsing and splitting approach may be used to generate 

portions of data from an original data set in 

accordance with the present invention. For example, 

parsing and splitting may be randomly or pseudo-

15 randomly processed on a bit by bit basis. A random or 

pseudo- random value may be used ( e.g., session key, 

cipher feedback session key, etc.) whereby for each bit 

in the original data, the result of a hash function on 

corresponding data in the random or pseudo- random value 

20 may indicate to which share to append the respective 

bit. In one suitable approach the random or pseudo-

random value may be generated as, or extended to, 8 

times the size of the original data so that the hash 

function may be performed on a corresponding byte of 

25 the random or pseudo- random value with respect to each 

bit of the original data. Any other suitable algorithm 

for parsing and splitting data on a bit by bit level 

may be used in accordance with the present invention. 

It will further be appreciated that redundancy data may 

30 be appended to the data shares such as, for example, in 

the manner described immediately above in accordance 

with the present invention. 
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[0439] In one suitable approach, parsing and 

splitting need not be random or pseudo- random. Rather, 

any suitable deterministic algorithm for parsing and 

splitting data may be used. For example, breaking up 

5 the original data into sequential shares may be 

employed as a parsing and splitting algorithm. Another 

example is to parse and split the original data bit by 

bit, appending each respective bit to the data shares 

sequentially in a round-robin manner. It will further 

10 be appreciated that redundancy data may be appended to 

the data shares such as, for example, in the manner 

described above in accordance with the present 

invention. 

[0440] In one embodiment of the present invention, 

15 after the secure data parser generates a number of 

portions of original data, in order to restore the 

original data, certain one or more of the generated 

portions may be mandatory. For example, if one of the 

portions is used as an authentication share ( e.g., 

20 saved on a physical token device), and if the fault 

tolerance feature of the secure data parser is being 

used ( i.e., where fewer than all portions are necessary 

to restore the original data), then even though the 

secure data parser may have access to a sufficient 

25 number of portions of the original data in order to 

restore the original data, it may require the 

authentication share stored on the physical token 

device before it restores the original data. It will 

be understood that any number and types of particular 

30 shares may be required based on, for example, 

application, type of data, user, any other suitable 

factors, or any combination thereof. 
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[0441] In one suitable approach, the secure data 

parser or some external component to the secure data 

parser may encrypt one or more portions of the original 

data. The encrypted portions may be required to be 

5 provided and decrypted in order to restore the original 

data. The different encrypted portions may be 

encrypted with different encryption keys. For example, 

this feature may be used to implement a more secure 

"two man rule" whereby a first user would need to have 

10 a particular share encrypted using a first encryption 

and a second user would need to have a particular share 

encrypted using a second encryption key. In order to 

access the original data, both users would need to have 

their respective encryption keys and provide their 

15 respective portions of the original data. In one 

suitable approach, a public key may be used to encrypt 

one or more data portions that may be a mandatory share 

required to restore the original data. A private key 

may then be used to decrypt the share in order to be 

20 used to restore to the original data. 

[0442] Any such suitable paradigm may be used that 

makes use of mandatory shares where fewer than all 

shares are needed to restore original data. 

[0443] In one suitable embodiment of the present 

25 invention, distribution of data into a finite number of 

shares of data may be processed randomly or pseudo-

randomly such that from a statistical perspective, the 

probability that any particular share of data receives 

a particular unit of data is equal to the probability 

30 that any one of the remaining shares will receive the 

unit of data. As a result, each share of data will 

have an approximately equal amount of data bits. 
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[0444] According to another embodiment of the 

present invention, each of the finite number of shares 

of data need not have an equal probability of receiving 

units of data from the parsing and splitting of the 

5 original data. Rather certain one or more shares may 

have a higher or lower probability than the remaining 

shares. As a result, certain shares may be larger or 

smaller in terms of bit size relative to other shares. 

For example, in a two- share scenario, one share may 

10 have a 1% probability of receiving a unit of data 

whereas the second share has a 99% probability. It 

should follow, therefore that once the data units have 

been distributed by the secure data parser among the 

two share, the first share should have approximately 1% 

15 of the data and the second share 99%. Any suitable 

probabilities may be used in accordance with the 

present invention. 

[0445] It will be understood that the secure data 

parser may be programmed to distribute data to shares 

20 according to an exact ( or near exact) percentage as 

well. For example, the secure data parser may be 

programmed to distribute 80% of data to a first share 

and the remaining 200 of data to a second share. 

[0446] According to another embodiment of the 

25 present invention, the secure data parser may generate 

data shares, one or more of which have predefined 

sizes. For example, the secure data parser may split 

original data into data portions where one of the 

portions is exactly 256 bits. In one suitable 

30 approach, if it is not possible to generate a data 

portion having the requisite size, then the secure data 

parser may pad the portion to make it the correct size. 

Any suitable size may be used. 
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[0447] In one suitable approach, the size of a data 

portion may be the size of an encryption key, a 

splitting key, any other suitable key, or any other 

suitable data element. 

5 [0448] As previously discussed, the secure data 

parser may use keys in the parsing and splitting of 

data. For purposes of clarity and brevity, these keys 

shall be referred to herein as " splitting keys." For 

example, the Session Master Key, previously introduced, 

10 is one type of splitting key. Also, as previously 

discussed, splitting keys may be secured within shares 

of data generated by the secure data parser. Any 

suitable algorithms for securing splitting keys may be 

used to secure them among the shares of data. For 

15 example, the Shamir algorithm may be used to secure the 

splitting keys whereby information that may be used to 

reconstruct a splitting key is generated and appended 

to the shares of data. Any other such suitable 

algorithm may be used in accordance with the present 

20 invention. 

[0449] Similarly, any suitable encryption keys may 

be secured within one or more shares of data according 

to any suitable algorithm such as the Shamir algorithm. 

For example, encryption keys used to encrypt a data set 

25 prior to parsing and splitting, encryption keys used to 

encrypt a data portions after parsing and splitting, or 

both may be secured using, for example, the Shamir 

algorithm or any other suitable algorithm. 

[0450] According to one embodiment of the present 

30 invention, an All or Nothing Transform (AoNT), such as 

a Full Package Transform, may be used to further secure 

data by transforming splitting keys, encryption keys, 

any other suitable data elements, or any combination 
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thereof. For example, an encryption key used to 

encrypt a data set prior to parsing and splitting in 

accordance with the present invention may be 

transformed by an AoNT algorithm. The transformed 

5 encryption key may then be distributed among the data 

shares according to, for example, the Shamir algorithm 

or any other suitable algorithm. In order to 

reconstruct the encryption key, the encrypted data set 

must be restored ( e.g., not necessarily using all the 

10 data shares if redundancy was used in accordance with 

the present invention) in order to access the necessary 

information regarding the transformation in accordance 

with AoNTs as is well known by one skilled in the art. 

When the original encryption key is retrieved, it may 

15 be used to decrypt the encrypted data set to retrieve 

the original data set. It will be understood that the 

fault tolerance features of the present invention may 

be used in conjunction with the AoNT feature. Namely, 

redundancy data may be included in the data portions 

20 such that fewer than all data portions are necessary to 

restore the encrypted data set. 

[0451] It will be understood that the AoNT may be 

applied to encryption keys used to encrypt the data 

portions following parsing and splitting either in 

25 place of or in addition to the encryption and AoNT of 

the respective encryption key corresponding to the data 

set prior to parsing and splitting. Likewise, AoNT may 

be applied to splitting keys. 

[0452] In one embodiment of the present invention, 

30 encryption keys, splitting keys, or both as used in 

accordance with the present invention may be further 

encrypted using, for example, a workgroup key in order 
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to provide an extra level of security to a secured data 

set. 

[0453] In one embodiment of the present invention, 

an audit module may be provided that tracks whenever 

5 the secure data parser is invoked to parse and/or split 

data. 

[0454] Additionally, other combinations, additions, 

substitutions and modifications will be apparent to the 

skilled artisan in view of the disclosure herein. 

10 Accordingly, the present invention is not intended to 

be limited by the reaction of the preferred embodiments 

but is to be defined by a reference to the appended 

claims. 
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Electronic Patent Application Fee Transmittal 

Application Number: 

Filing Date: 

Title of Invention: SECURE DATA PARSER METHOD AND SYSTEM 

First Named Inventor/Applicant Name: Rick L. Orsini 

Filer: Edward A. Gordon/Lily Jiang 

Attorney Docket Number: 104093-0002-104 

Filed as Large Entity 

Track I Prioritized Examination - Nonprovisional Application under 35 USC 111(a) Filing Fees 

Description Fee Code Quantity Amount 
Sub-Total in 

USD($) 

Basic Filing: 

Utility application filing 1011 1 380 380 

Utility Search Fee 1111 1 620 620 

Utility Examination Fee 1311 1 250 250 

Request for Prioritized Examination 1817 1 4800 4800 

Pages: 

Utility Appl Size fee per 50 sheets > 100 1081 2 310 620 

Claims: 

Claims in excess of 20 1202 7 60 420 
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Description Fee Code Quantity Amount 
Sub-Total in 

USD($) 

Miscellaneous-Filing: 

Publ. Fee- early, voluntary, or normal 1504 1 300 300 

Processing Fee, except for Provis. apps 1808 1 130 130 

Petition: 

Patent-Appeals-and-Interference: 

Post-Allowance-and-Post-issuance: 

Extension-of-Time: 

Miscellaneous: 

Total in USD ($) 7520 
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SEC- 2 

DECLARATION AND POWER OF  T Ey 

As a below named inventor, i hereby declare that: 

My residence, post office address and citizenship are 
as stated below next to my name; 

I believe I am an original, first and sale inventor ( if 
only one name is listed below) or an original, first 
and joint inventor ( if plural names are listed below) 
of the subject matter which is claimed and for which a 
patent is sought on the invention. untitled: 

SECURE DATA PARSER METH©? A,qD SYSTEM 

the specification of which 

( ] is attached hereto 

[X) was filed on  October 25. 2005  
as Application Serial No.  11./258,839  

I hereby state that I have reviewed and understand the 
contents of the above-identified specification, 
including the. claims. 

I do not know and do not believe that the invention was 
ever patented or described in any printed publication 
in any country before my or our invention thereof or 
more than one year prier to this application. 

I do not know and do not believe that the invention was 
in public use or on sale in. the United States of 
America. more than one year prior to this application. 

I acknowledge the duty to disclose to the United States 
Patent and Trademark office all information known by me 
to be material, to patentability as defined in Title 3'7, 
Code of Federal Regulations, § 1.56-

I hereby claim foreign priority benefits under Title 
35, United States Code, § 1.19(a)--( d) of any foreign 
application(s) for patent or inventor's certificate 
listed below and have also identified below any foreign 
application for patent or inventor's certificate having 
a filing date before that of the application on which 
priority is claimed: 
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Prior Foreign Application(s) 
Priority 
Claimed 

(Number) (Gauntry) (Filing Date) 
( 3 [ 3 
Yes No 

I hereby claim the benefit under Title 35, United 
States Code 5 119(e) of any United States provisional 
application(s) listed below. 

601622,146  October 25, 2004 
(Application Serial No.) (Filing Date) 

60/718.185  $Member 16, 2005 
(Application Serial. No.) (Filing Date) 

I hereby claim the benefit under Title 35, United 
States Code, § 1.20 of any United States application(s) 
listed below and, insofar as the subject matter of each 
of the claims of this application is not disclosed in 
the prier United States application in the manner 
provided by the first paragraph of Title 35, United 
States Code, 5 1.12, 1 acknowledge the duty to disclose 
to the United States Patent and Trademark Office all. 
information known by me to be material to patentability 
as defined in Title 37, Code of Federal Regulations, 

1.56 which became available between the filing date 
of the prior application and the national or PCT 
international filing date of this application: 

(Application (Filing Date) (Status)(patented, 
Serial No.) pending, abandoned) 

As a named inventor, 2 hereby appoint the following 
attorneys or agents to prosecute this application and 
transact all business in the United States Patent and 
Trademark office connected therewith: 

Robert R. Jackson,_Esq. - Reed, Nq. 26.1.8.3  
Jeffrey H. 1nge2.aaan, Esq. - Req. No. 31,069 
Alexander Shvarts, ,Epq- - Reg. No. 47,943 

Send correspondence to; Al x ndgr S a t 
FISH & NEAVE IP GROUP 
ROPES & GRAY LLP 
1251. Avenue of the Americas 
New York, New York 10020-1.104 
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(212) 596-900► 

T hereby declare that all statements made herein of my 
own knowledge are true and that all statements made on 
information and belief are believed to be true; and 
further that these statements were made with the 
knowledge that willful false statements and the like so 
made are punishable by fine or imprisonment, or bath, 
under Section 1001 of Title 18 of the United. States 
Code and that such willful false statements may 
jeopardize the validity of the application or any 
patent issued thereon. 

Full name of first inventor Ri. L Orsini 

First inventor's signature 
ate 

Residence-2100 Kings Forest Lane, Flow- r Mound, 
Teas 75028 
Citizenship United States 
Post Office Address  2100 Kinds Forest Lane, Flower 
Mound, Texas 7'5026  

Full name of second inventor Marks. O Hare 

Second inventor's signature   
Date 

Residence  8 Kennedv Court. Cpto De Caza, CA 92679 _  
Citizenship United States  
Post Office address  8 Kennedy Court_, Coto De Caza,  
CA 9:679 

Full name of third Inventor Roger Davenuort 

Third Inventor's signature   
Date 

Residence  3204 CR 4119, Campbell, Texas_75422  
Citizenship United States  
Post Office Address  3204 CR 4119, Campbell, Texas 75422  
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Residence 
Citizenship 
Post €7ffioe 
Imo` 1.1577 

4 

Full. name of fourth Inventor Steven Win.ic:k 

Fourth Inventor's signature   
Date 

E-xpressway Plaza, Roslvnn Heiahts, IY 1157'7  

United States  

Address  3 Expressway laza., Roslyn Heights,  
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SEC- 2 

DECLARATION AND POWER OF ATTORNEY  

As a below named. inventor, I hereby declare that: 

My residence, post office address and citizenship are 
as stated below next to my name; 

I believe I are an original, first and sale inventor ( if 
only one name is listed below) or an original, first 
and joint inventor ( if plural names are listed below) 
of the subject matter which is claimed and for which a 
patent is sought on the invention entitled: 

SECURE DATA PARSER METHOD AND SYSTEM 

the specification of which 

[ ] is attached hereto 

[X] was filed on October 25,_2005  
as Application Serial No.  11/258,839  

I hereby state that I have reviewed and understand the 
contents of the above- identified specification, 
including the claims. 

I do not know and do riot believe that the invention was 

ever patented or described in any printed publication 
in any country before my or our invention thereof or 
more than one year prior to this application. 

I do not know and do not believe that the invention was 
in public use or on sale in the United States of 
America more than one year prior to this application. 

I acknowledge the duty to disclose.to the United States 
Patent and Trademark Office all information known by me 
to be material to patentability as defined in Title 37, 

Cade of Federal Regulations, § 1.56 

I hereby claim foreign priority benefits under Title 
35, United States Cade, § 119(a)-(d) of any foreign 
application(s) for patent or inventor's certificate 
listed below and have also identified below any foreign 
application for patent or inventor's certificate having 
a filing date before that of the application on which 

priority is claimed: 
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Prior Foreign Application(s) 
Priority 
Claimed 

[ l [ l 
(Number) (Country) (Filing Date) Yes No 

I hereby clann the benefit under Title 35, United 
States Code § 11.9(e) of any United States provisional 
application(s) listed. below. 

60/622,146  October 25, 2004  
(Application Serial Igor) (Filing Date) 

60!718,185  _ September 16, 2005  
(Application Serial No.) ( Filing Date) 

I hereby claim the benefit under Title 35, United 
States Code, § 120 of any United. States application ( s) 
listed below and, insofar as the subject matter of each 
of the claims of this application is not disclosed in 
the prior United. States application in the manner 
provided by the first paragraph of 111itle 35, United 
States Code, 5 :1.1.2, I acknowledge the duty to disclose 
to the United States patent and. Trademark Office all 
information known by rye to be material to patentability 
as defined. in Title 37, Code of Federal. Regulations, 
S 1..56 which became available between the filing date 
of the prior application and the national or PCT 
international filing date of this.application: 

(Application (Filing Bate) (Status)(patented, 
Serial No.) pending, abandoned) 

As a named inventor, I hereby appoint the following 
attorneys or agents to'prosecute this application and 

transact all business in the United States Patent and 
Trademark Office connected. therewith: 

Robert R. Jackson, Esc. - Reg. No. 26,183  
Jeffrey H. ingexatan, Esq. - Reg. No. 31,069  
Alexander Shvarts, Esq. - Reg. No. 47 0943 

Send correspondence to: Alexander Shvarts 
FISH & NEAVE I P CROUP 
ROPES & CRAY I.,I,P 
1251 Avenue of the Americas 
New York, New York 10020-1.1.134 

Direct telephone calls to: Alexander Shvarts 
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3 

(212) 596-9000 

I hereby declare that all statements made herein of any 
own knowledge are true and that all statements made on 
information and belief are believed to be true and 
further that these statements were made with the 
knowledge that willful false statements and the like so 
made are punishable by fine or imprisonment, or both, 
under Section 1.001 of Title 18 of the United States 

Code and that such willful false statements may 
jeopardize the validity of the application or any 
patent issued thereon.. 

Full name of first inventor Rick Lo Orsini 

First inventor's signature   
Date 

Residence  2100  Kings Forest Lane Flower Mound,  

Texas 75028 
Citizenship United States  
Post office address  2100 Kings Forest Lane,,_  Flower  

Mound, Texas 75029 

Full name of second inventor Mark_ S. O'Hare 

d If 

Second inventor's signature 

Residence  8 Kennedy Court, Cotta De Caza, CA 92679  

Citizenship United States  
Post Office Address  8 Kennedy Court. Coto .De Ca.za, 

CA 92679  

Full name of third Inventor Roger Davenport 

Third Inventor's signature   
Date 

Residence  3204 CR 4119, Campbell, Texas 75422  

Citizenship United States  
Post Office Address  3204 CR 4119, Campbell, Texas 75422  

Bate 
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Full name of fourth Inventor Steven Winick 

Fourth Inventor's signature   
Date 

Residence  3 Fxpresswav Plaza, Roslyn Height_s,_ NY 1.157'  

Citizenship United States  
Post Office Address -3 Expressway Plaza, Ros].vn Heights,  

ICY 11577  
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SEC- 2 

DECLARATION AND POWER OF ATTORNEY 

As a below named inventor, I hereby declare that; 

my residence, post office address and citizenship are 
as stated below next to my name; 

I believe I am an original, first and sale inventor ( i 
only one name is listed below) or an original, first 
and joint inventor (if plural names ate listed below) 
of the subject matter which is claimed and for which a 
patent is sought on the invention entitledi 

SECURE L7AT'A. PARSER METHOD AND SYSTEM 

the specification of which 

[ ] is attached hereto 

[x] was filed on October 25, 200"  
as Application Serial. No.  11/258.$39 

I hereby state that I have reviewed and understand the 
contents of the above- identified specification, 
including the claims. 

I do not know and do not believe that the invention was 
ever patented on: descr n. any in printed publication 
in any country before gay or our invention thereof or 
more than one year prior to this application. 

I do not know and do not believe that the invention was 
i public use on: on sale in the United States of 
America more than one year prior to this application. 

I acknowledge the duty to disclose to the: United States 
Patent and Trademark Office all information known by me 
to be material to patentability as defined in Title 37, 
Code of Federal Regulations, s 1..56. 

I hereby claim foreign priority benefits under Title 
35, United States Cade, § 119(a) - (d) of any foreign 
a applica.tion(s) for patent or inventor's certificate 
listed below and have also identified below any foreign 
application for patent or inventor's certificate having 
a filing date before that of the application on which 
priority is claimed; 
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Prior Foreign Application(s) 
Priority 
Claimed 

[ l [ } 
(Number) (Country) (Piling Data) Yes No 

1 hereby claim the benefit under Title 35, United 
States Code § 119(e) of any United States provisional 
application ( s) listed below. 

60/622,146  October 25, 2004 
(Application Serial No.) ( Filing Bate) 

60/718,185  September 16, • 00• 
(Application Serial No.) ( Filing Date) 

I hereby claim the benefit under Title 35, United 
States Code, § 1.20 of any United States application ( s) 
listed below and, insofar as the subject matter of each 
of the claims of this application is not disclosed in 
the prior United States application in the manner 
provided by the first paragraph of Tithe 35, United 
States Cade, a 112, 1 acknowledge the duty to disclose 
to the United States Patent and Trademark Office all 
information known by me to be material to patentability 
as defined. in Title 37, Code of Federal. Regulations, 
5 1.56 which became available between the filing date 
of the prior application and the national or PCT 
international filing date of this application; 

(Application (Filing Date) (Status)(patented, 
Serial No.) pending, abandoned) 

As a named inventor, I hereby appoint the following 
attorneys or agents to prosecute this application and 
transact all business in the United Stages Patent and 
Trademark Office connected therewith: 

Robert R. Jackson, Esq. - Req. No. 26,,18,3  
JeffKpY_ H, Ixnc;erman, Esq. - Reap No, 31,069 
Alexander Shvartp. Bpq. T Req, No. 47,943 

Send correspondence to: Alexander Shvarts 
FISH & NEAVE IP GROUP 
ROPES & GRAY LLP 
1251 Avenue of the Americas 
New York, New York 10020-1.].04 

Direct telephone calls to: Alexander Shvarts 
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3 

(212) 596-9300 

I hereby declare that all statements made herein of spy 
own knowledge are true and that all statements made on 
information and belief are believed to be true; and 
further that these statements were made with the 
knowledge that willful false statements and the like so 
made are punishable by fine or imprisonment, or both, 
under Section 1001 of Title 18 of the United. States 
Code and that such willful false statements may 
jeopardize the validity of the application or any 
patent issued thereon. 

Full name cif first inventor Rich L. Orsini 

First inventor's signature   
Date 

Residence  21.00 Kings Forest Lane, Flower Mound.  
Texas 75029 
Citizenship United States 
Post Office Address  2100 Kings Forest Lane, Flower 
Mound, Texas 75028  

Full, name of second inventor Mark S. ©' Hare 

Second inventor's signature   
Date 

Residence  8 Kennedy Court, Coto Ede Caza, CA 92679  
Citizenship United States  
Post Office Address  8 Kennedy Court, Coto De Caza,   
CA 92679  

Full name of third Inventor Roaer Davenport 

Third Inventor's signature 5/04 
Date 

Residence 3204 CR 41.19, Campbell., Texas 75422  
Citizenship United States  
Frost Office Address 3204 CR 41719. Campbell., Texas 75422  
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Full name of fourth Inventor Ef even Wz.nick 

Fourth Inventor's signature   
Date 

Residence  3 Expressway Plaza, Roslyn Heights, NY 11577  
Citizenship United State-s  

Past Office Address  3 Fxpressway Plaza, Roslyn Heights,  

MY 11577 
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SEC- 2 

DECLARATION AND POWER OF ATTORNEY  

As a below named inventor, I hereby declare that: 

key residence, post office address and citizenship are 
as stated below next to my name; 

I believe I am an original, first and sole inventor ( if 
only one name is listed below) or an original, first 
and joint inventor ( if plural names are listed below) 
of the subject ratter which is claimed and for which a 
patent is sought on the .:invention entitled: 

SECURE DATA PARSER METHOD AND SYSTEM 

the specification of which 

[ ] is attached hereto 

[is'.] was filed on October 25, 2005  
as Application Serial No.  11/25€3,839  

I hereby state that I have reviewed and understand the 
contents of the above- identified specification, 
including the claims. 

I do not know and do not believe that the invention was 
ever patented or described in any printed publication 
in any country before racy or our invention thereof or 
more than one year prior to this application. 

I do not know and do not believe that the invention was 
in public use or on sale in the United States of 
America more than one year prior to this application. 

I acknowledge the duty to disclose to the United State: 
Patent and Trademark office all information known by me 
to be material to patentability as defined in Title 37, 

Code of Federal Regulations, § 1.56. 

I hereby claim foreign priority benefits under Title 
35, united States Code, g m19(a)_(d) of any foreign 
application(s) for patent or inventor's certificate 
listed below and have also identified below any foreign 
application for patent or inventor's certificate having 
a filing date before that of the application on which 
priority is claimed: 
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Prior Foreign Application(s) 
Priority 
Claimed 

(Number) (Country) (Filing Date) 
t l [ ) 
Yes No 

I hereby claim the benefit under Title 35, United 
States Cade § 11.9(e) of any United States provisional 

applications) listed below. 

60/622,146 
(Application Serial. No_) 

60/71£x,185 
(Application Serial No.) 

October 25, 2304 
(Filing Date) 

September 16, 2005 
(Filing Date) 

I hereby claim the benefit under Title 35, United 
States Code, § 120 of any United States application(s) 
listed below and, insofar as the subject matter of each 
of the claims of this application is not disclosed in 
the prior United States application in the manner 
provided by the first paragraph of Title 35, United 
States Code, § 112, 1 acknowledge the duty to disclose 
to the United States Patent and Trademark office all 
information known by me to be material to patentability 
as defined in Title 37, Code of Federal. Regulations, 

§ '.. 56 which became available between the filing date 
of the prior application and the national or PCT 
international filing date of this application— 

(Application (Filing Date) (St.atus)(patented, 
Serial No.) pending, abandoned) 

As a named inventor, 1 hereby appoint the following 
attorneys or agents to prosecute this application and 
transact all business in the United States Patent and 
Trademark Office connected therewith; 

Robert R. Jackson, Esg. - Reg. No. 26,183  
Jeffrev H. xngerman, Esq. - Reg. No. 31,66© 
Alexander 5hvarts, ES a. - Reg. No. 47,943 

Send correspondence to: Alexander. 5hvarts 
FISH & NEAVE IP GROUP 
ROPES & GRAY LLP 
1251 Avenue of the .Americas 
New York, New Work. 10020-1104 

Direct telephone calls to: Alexander  Shvarts 
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(212) 596-90100 

W hereby declare that all statements made herein of ray 
own knowledge are true and that all statements made on 
information and belief are believed to be true, and 
further that these statements were made with the 
knowledge that willful false statements and the like so 
made are punishable by fine or imprisonment, or both, 
under Section 1001 of Title 18 of the United States 
Code and that suchwillful. false statements may 
jeopardize the validity of the application or any 
patent issued thereon. 

Full name of first inventor Rick. L . Orsini 

First inventor's signature   
Date 

Residence  21.00 Kings Forest Line, Flower, 'Mound, 

Texas 75028 —  
Citizenship United States_  
post Office Address  2100 KingLp Forest Lary., Flower 
Mound—Texas 7502 

Full name of second inventor: Dark S. OXR-re 

Second inventor's signature   
Date 

Residence  6 Kennedy Court, Coto De Caza, CA 92679   
Citizenship United States  
Post Office Address  9 Kennedy Count, Coto De Caza,  

CA 92679  

Full name of third Inventor Roger Davenvort  

Third Inventor's signature   
Date 

Residence  32{4 CR_ 4119, Campbell- .Texas „75422  
Citizenship United States  
Past Off-ice Address  3204 CR 4119, Campbell_, Texas 75422  
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Full name of fourth Inventor Steven Wini4 

Fourth Inventor's signature  `t 
I 

I?atte r 
Residence  3 Expressway Plaza, Roslvn He arts. NY 1.1577 

Citizenship United States  
Past. Office Address 3 Expressway Plaza, Roslyn FFeights,  

N' 11577  
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Application-Data-Sheet  

Application Information 

Application Type:: Regular 

Subject Matter:: Utility 

Suggested Group Art Unit:: 2432 

CD-ROM or CD-R?:: None 

Sequence submission?:: None 

Computer Readable Form (CRF)?:: No 

Title:: SECURE DATA PARSER METHOD AND 

SYSTEM 

Attorney Docket Number:: 104093-0002-104 

Request for Early Publication?:: No 

Request for Non-Publication?:: No 

Total Drawing Sheets:: 36 

Small Entity?:: No 

Petition included?:: No 

Secrecy Order in Parent Appl.?:: No 

Applicant Information 

Applicant Authority Type:: Inventor 

Primary Citizenship Country:: US 

Status:: Full Capacity 

Given Name:: Rick 
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Middle Name:: L. 

Family Name:: Orsini 

City of Residence:: Flower Mound 

State or Province of Residence:: TX 

Country of Residence:: uS 

Street of mailing address:: 2100 Kings Forest Lane 

City of mailing address:: Flower Mound 

State or Province of mailing address:: TX 

Postal or Zip Code of mailing address:: 75028 

Applicant Authority Type:: Inventor 

Primary Citizenship Country:: uS 

Status:: Full Capacity 

Given Name:: Mark 

Middle Name:: S. 

Family Name:: O'Hare 

City of Residence:: Coto De Caza 

State or Province of Residence:: CA 

Country of Residence:: uS 

Street of mailing address:: 8 Kennedy Court 

City of mailing address:: Coto De Caza 

State or Province of mailing address:: CA 
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Postal or Zip Code of mailing address:: 92679 

Applicant Authority Type:: Inventor 

Primary Citizenship Country:: US 

Status:: Full Capacity 

Given Name:: Roger 

Middle Name:: S. 

Family Name:: Davenport 

City of Residence:: Campbell 

State or Province of Residence:: TX 

Country of Residence:: uS 

Street of mailing address:: 3204 CR 4119 

City of mailing address:: Campbell 

State or Province of mailing address:: TX 

Postal or Zip Code of mailing address:: 75422 

Applicant Authority Type:: Inventor 

Primary Citizenship Country:: uS 

Status:: Full Capacity 

Given Name:: Steven 

Family Name:: Winick 

City of Residence:: Roslyn Heights 
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State or Province of Residence:: 

Country of Residence:: 

Street of mailing address:: 

City of mailing address:: 

State or Province of mailing address:: 

Postal or Zip Code of mailing address:: 

Correspondence Information 

Correspondence Customer Number:: 

Representative Information 

Representative Customer Number:: 

Domestic Priority Information 

NY 

US 

3 Expressway Plaza 

Roslyn Heights 

NY 

11577 

01473 

01473 

Application:: Continuity Type:: Parent Application:: Parent Filing Date:: 

This Application Continuation of 11/258,839 10/25/05 

11/258,839 An application 
claiming the benefit 
under 35 USC 
119(e) 

60/718,185 09/16/05 

11/258,839 An application 
claiming the benefit 
under 35 USC 
119(e) 

60/622,146 10/25/04 

Foreign Priority Information 
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Assignee Information 

Assignee name:: 

Street of mailing address:: 

City of mailing address:: 

State or Province of mailing address:: 

Postal or Zip Code of mailing address:: 

29475135_1 

Security First Corp. 

29811 Santa Margarita Parkway, Suite 600 

Rancho Santa Margarita 

CA 

92688 
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PTO/SB/08a (07-09) 
Approved for use through 07/31/2012. OMB 0651-0031 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid OMB control number. 

Substitute for form 1449/PTO 

INFORMATION DISCLOSURE 
STATEMENT BY APPLICANT 

(Use as many sheets as necessary) 

Complete if Known 

Application Number 13/371,361 

Filing Date February 10, 2012 

First Named Inventor Rick L. Orsini 

Art Unit 2827 

Examiner Name Not Yet Assigned 

Sheet 1 of 14 Attorney Docket Number 104093-0002-104 

U.S. PATENT DOCUMENTS 

Examiner 
Initials* 

Cite 
No.' 

Document Number Publication Date 
MM-DD-YYYY 

Name of Patentee or 
Applicant of Cited Document 

Pages, Columns, Lines, Where 
Relevant Passages or Relevant 

Figures Appear Number-KindCode2 ('fknown) 

US-7,577,689 08-18-2009 Masinter et al. 
US-7,546,427 06-09-2009 Gladwin et al. 
US-7,203,871 04-10-2007 Turner et al. 
US-7,187,771 03-06-2007 Dickinson et al. 
US-7,003,531 02-21-2006 Holenstein et al. 
US-6,852,988 02-08-2005 Li 
US-6,687,375 02-03-2004 Matyas, Jr. et al. 

US-6,453,416 09-17-2002 Epstein 
US-6,446,204 09-03-2002 Pang et al. 
US-6,411,716 06-25-2002 Brickell 
US-6,385,318 05-07-2002 Oishi 
US-6,307,940 10-23-2001 Yamamoto et al. 
US-6,292,782 09-18-2001 Weideman 
US-6,292,568 09-18-2001 Akins, III et al. 
US-6,289,455 09-11-2001 Kocher et al. 
US-6,266,413 07-24-2001 Shefi 
US-6,260,125 07-10-2001 McDowell 
US-6,256,737 07-03-2001 Bianco et al. 
US-6,061,790 05-09-2000 Bodnar 

FOREIGN PATENT DOCUMENTS 

Examiner 
Initials* 

Cite 
No. 

Foreign Patent Document Publication 
Date 

MM-DD-YYYY 

Name of Patentee or 
Applicant of Cited Document 

Pages, Columns, Lines, 
Where Relevant Passages 
Or Relevant Figures Appear T a 

7 
Country Code3-Number"-Kind codes (dknown) 

AU-2004248616 06-04-2009 Security First Corporation 

** EP-0485090-A2 05-13-1992 Visa Int Service Ass 

'* EP-0821504 01-28-1998 
Nippon Telegraph and 
Telephone Corporation 

EP-0862301 09-02-1998 Fujitsu Limited 

EP-1011222 06-21-2000 Fujitsu Limited 

EP- 1239384-A2 09-11-2002 Pkware Inc 

Examiner Date 
Signature Considered 

*EXAMINER: Initial if reference considered, whether or not citation is in conformance with MPEP 609. Draw line through citation if not in conformance and not 
considered. Include copy of this form with next communication to applicant. * CITE NO.: Those application(s) which are marked with an single asterisk (*) next 
to the Cite No. are not supplied (under 37 CFR 1.98(a)(2)(iii)) because that application was filed after June 30, 2003 or is available in the IFW. ** CITE NO.: 
Those document(s) which are marked with an double asterisk (**) next to the Cite No. are not supplied because they were previously cited by or submitted to the 
Office in a prior application relied upon in this application for an earlier filing date under 35 U.S.C. 120. ' Applicant's unique citation designation number 
(optional). ' See Kinds Codes of USPTO Patent Documents at www.uspto.gov or MPEP 901.04. 3 Enter Office that issued the document, by the two-letter code 
(W IPO Standard ST.3). 4 For Japanese patent documents, the indication of the year of the reign of the Emperor must precede the serial number of the patent 
document. 5 Kind of document by the appropriate symbols as indicated on the document under W IPO Standard STA 6 if possible. 6 Applicant is to place a check 
mark here if English language Translation is attached. 
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PTO/SB/08a (07-09) 
Approved for use through 07/31/2012. OMB 0651-0031 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid OMB control number. 

Substitute for form 1449/PTO 

INFORMATION DISCLOSURE 
STATEMENT BY APPLICANT 

(Use as many sheets as necessary) 

Complete if Known 

Application Number 13/371,361 

Filing Date February 10, 2012 

First Named Inventor Rick L. Orsini 

Art Unit 2827 

Examiner Name Not Yet Assigned 

Sheet 2 of 14 Attorney Docket Number 104093-0002-104 

U.S. PATENT DOCUMENTS 

Examiner 
Initials* 

Cite 
No. 

Document Number Publication Date 
MM-DD-YYW 

Name of Patentee or 

Applicant of Cited Document 

Pages, Columns, Lines, Where 
Relevant Passages or Relevant 

Figures Appear Number-Kind Codep (/ known) 

US-5,995,630 11-30-1999 Borza 
US-5,987,232 11-16-1999 Tabuki 
US-5,917,913 06-29-1999 Wang 
US-5,915,019 06-22-1999 Ginter et al. 
US-5,163,096 11-10-1992 Clark et al. 
US-5,150,407 09-22-1992 Chan 
US-2011/0246817 10-06-2011 Orsini et al. 
US-2011/0246766 10-06-2011 Orsini et al. 
US-2011/0179287 07-21-2011 Orsini et al. 
US-2011/0179271 07-21-2011 Orsini et al. 
US-2010/0299313 11-25-2010 ORSINI et al. 
US-20090254572 10-08-2009 Redlich et al. 
US-20080147821 06-19-2008 Dietrich et al. 
US-2008/281879 11-13-2008 KAWAMURA 
US-2008/0183975 07-31-2008 Foster et al. 
US-2004/0267832 12-30-2004 Wong et al. 
US-4,453,074 06-05-1984 Weinstein 
US-4,924,513 05-08-1990 Herbison et al. 
US-4,932,057 06-05-1990 Kolbert 

FOREIGN PATENT DOCUMENTS 

Examiner 
Initials* 

Cite 
No. 

Foreign Patent Document Publication 
Date 

MM-DD-YYW 

Name of Patentee or 
Applicant of Cited Document 

Pages, Columns, Lines, 
Where Relevant Passages 
Or Relevant Figures Appear 

a 
T Country Code3-Number -̂Kind code' (dknown) 

** EP-346180 12-13-1989 France Telecom 

*' EP-354774 02-14-1990 
International Business 
Machines Corporation 

EP-636259 02-01-1995 
Secure Computing 
Corporation 

** EP-793367 09-03-1997 Oki Electric Industry Co., Ltd. 

GB-2237670-A 05-08-1991 De La Rue Syst et al. 

JP-04297157-A 10-21-1992 Mitsubishi Electric Corp 

Examiner Date 
Signature Considered 

*EXAMINER: Initial if reference considered, whether or not citation is in conformance with MPEP 609. Draw line through citation if not in conformance and not 
considered. Include copy of this form with next communication to applicant. * CITE NO.: Those application(s) which are marked with an single asterisk (*) next 
to the Cite No. are not supplied (under 37 CFR 1.98(a)(2)(iii)) because that application was filed after June 30, 2003 or is available in the IFW. ** CITE NO.: 
Those document(s) which are marked with an double asterisk (**) next to the Cite No. are not supplied because they were previously cited by or submitted to the 
Office in a prior application relied upon in this application for an earlier filing date under 35 U.S.C. 120. ' Applicant's unique citation designation number 
(optional). ' See Kinds Codes of USPTO Patent Documents at www.uspto.gov or MPEP 901.04. 3 Enter Office that issued the document, by the two-letter code 
(W IPO Standard ST.3). ° For Japanese patent documents, the indication of the year of the reign of the Emperor must precede the serial number of the patent 
document. s Kind of document by the appropriate symbols as indicated on the document under W IPO Standard STA 6 if possible. 6 Applicant is to place a check 
mark here if English language Translation is attached. 
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PTO/SB/08a (07-09) 
Approved for use through 07/31/2012. OMB 0651-0031 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid OMB control number. 

Substitute for form 1449/PTO 

INFORMATION DISCLOSURE 
STATEMENT BY APPLICANT 

(Use as many sheets as necessary) 

Complete if Known 

Application Number 13/371,361 

Filing Date February 10, 2012 

First Named Inventor Rick L. Orsini 

Art Unit 2827 

Examiner Name Not Yet Assigned 

Sheet 3 of 14 Attorney Docket Number 104093-0002-104 

U.S. PATENT DOCUMENTS 

Examiner 
Initials* 

Cite 
No. 

Document Number Publication Date 
MM-DD-YYW 

Name of Patentee or 

Applicant of Cited Document 

Pages, Columns, Lines, Where 
Relevant Passages or Relevant 

Figures Appear Number-Kind Codep (/ known) 

US-5,010,572 04-23-1991 Bathrick et al. 
US-5,016,274 05-14-1991 Micali et al. 
US-5,051,745 09-24-1991 Katz 
US-5,268,963 12-07-1993 Monroe et al. 
US-5,375,244 12-20-1994 McNair 
US-5,386,104 01-31-1995 Sime 
US-5,485,474 01-16-1996 Rabin 
US-5,524,073 06-04-1996 Stambler 
US-5,615,269 03-25-1997 Micali 
US-5,642,508 06-24-1997 Miyazawa 
US-5,666,414 09-09-1997 Micali 
US-5,666,416 09-09-1997 Micali 
US-5,682,425 10-28-1997 Enari 
US-5,703,907 12-30-1997 James 
US-5,717,758 02-10-1998 Micall 
US-5,748,735 05-05-1998 Ganesan 
US-5,761,306 06-02-1998 Lewis 
US-5,768,382 06-16-1998 Schneier et al. 
US-5,768,519 06-16-1998 Swift et al. 

FOREIGN PATENT DOCUMENTS 

Examiner 
Initials* 

Cite 
No. 

Foreign Patent Document Publication 
Date 

MM-DD-YYYY 

Name of Patentee or 
Applicant of Cited Document 

Pages, Columns, Lines, 
Where Relevant Passages 
Or Relevant Figures Appear 

a 
T Country Code3-Number -̂Kind Code' (dknown) 

** RU-2124814 01-10-1999 A.A. Moldovjan 

— WO-00/36786-A1 06-22-2000 Philips Electronics Na 

WO-00/76118-Al 12-14-2000 Gen Instrument Corp 

WO-00/79367-A1 12-28-2000 Brodia Group 

WO-01/22201-Al 03-29-2001 Ethentica Inc 

WO-01/22319-A1 03-29-2001 Ethentica Inc 

Examiner Date 
Signature Considered 

*EXAMINER: Initial if reference considered, whether or not citation is in conformance with MPEP 609. Draw line through citation if not in conformance and not 
considered. Include copy of this form with next communication to applicant. * CITE NO.: Those application(s) which are marked with an single asterisk (*) next 
to the Cite No. are not supplied (under 37 CFR 1.98(a)(2)(iii)) because that application was filed after June 30, 2003 or is available in the IFW. ** CITE NO.: 
Those document(s) which are marked with an double asterisk (**) next to the Cite No. are not supplied because they were previously cited by or submitted to the 
Office in a prior application relied upon in this application for an earlier filing date under 35 U.S.C. 120. ' Applicant's unique citation designation number 
(optional). ' See Kinds Codes of USPTO Patent Documents at www.uspto.gov or MPEP 901.04. 3 Enter Office that issued the document, by the two-letter code 
(W IPO Standard ST.3). 4 For Japanese patent documents, the indication of the year of the reign of the Emperor must precede the serial number of the patent 
document. s Kind of document by the appropriate symbols as indicated on the document under W IPO Standard STA 6 if possible. 6 Applicant is to place a check 
mark here if English language Translation is attached. 
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PTO/SB/08a (07-09) 
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U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid OMB control number. 

Substitute for form 1449/PTO 

INFORMATION DISCLOSURE 
STATEMENT BY APPLICANT 

(Use as many sheets as necessary) 

Complete if Known 

Application Number 13/371,361 

Filing Date February 10, 2012 

First Named Inventor Rick L. Orsini 

Art Unit 2827 

Examiner Name Not Yet Assigned 

Sheet 4 of 14 Attorney Docket Number 104093-0002-104 

U.S. PATENT DOCUMENTS 

Examiner 
Initials* 

Cite 
No. 

Document Number Publication Date 
MM-DD-YYW 

Name of Patentee or 

Applicant of Cited Document 

Pages, Columns, Lines, Where 
Relevant Passages or Relevant 

Figures Appear Number-Kind Codep (/ known) 

US-5,790,677 08-04-1998 Fox et al. 
US-5,823,948 10-20-1998 Ross, Jr. et al. 
US-5,903,652 05-11-1999 Mital 
US-5,903,882 05-11-1999 Asay et al. 
US-5,910,987 06-08-1999 Ginter et al. 
US-5,940,507 08-1999 Cane et al. 
US-5,960,083 09-28-1999 Micali 
US-5,966,444 10-12-1999 Yuan et al. 
US-5,966,448 10-12-1999 Namba et al. 
US-5,974,144 10-26-1999 Brandman 
US-5,982,322 11-09-1999 Bickley et al. 
US-5,991,414 11-23-1999 Garay et al. 
US-6,009,177 12-28-1999 Sudia 
US-6,023,508 02-08-2000 Bombard et al. 
US-6,026,163 02-15-2000 Micali 
US-6,073,237 06-06-2000 Ellison 
US-6,092,201 07-18-2000 Turnbull et al. 
US-6,094,485 07-25-2000 Weinstein et al. 
US-6,192,472 02-20-2001 Garay et al. 

FOREIGN PATENT DOCUMENTS 

Examiner 
Initials* 

Cite 
No. 

Foreign Patent Document Publication 
Date 

MM-DD-YYW 

Name of Patentee or 
Applicant of Cited Document 

Pages, Columns, Lines, 
Where Relevant Passages 
Or Relevant Figures Appear 

a 
T Country Code3-Number -̂Kind Code' (dknown) 

— WO-01/22322-A2 03-29-2001 Ethentica Inc 

— WO-01/22650-A2 03-29-2001 Ethentica Inc 

WO-01/22651-A2 03-29-2001 Ethentica Inc 

WO-02/21283-A1 03-14-2002 Sanctuary_ Systems Pty Ltd. 

WO-02/21761 -A2 03-14-2002 Widevine Technologies Inc 

WO-02/21761-A2 03-14-2002 Widevine Technologies Inc 

Examiner Date 
Signature Considered 

*EXAMINER: Initial if reference considered, whether or not citation is in conformance with MPEP 609. Draw line through citation if not in conformance and not 
considered. Include copy of this form with next communication to applicant. * CITE NO.: Those application(s) which are marked with an single asterisk (*) next 
to the Cite No. are not supplied (under 37 CFR 1.98(a)(2)(iii)) because that application was filed after June 30, 2003 or is available in the IFW. ** CITE NO.: 
Those document(s) which are marked with an double asterisk (**) next to the Cite No. are not supplied because they were previously cited by or submitted to the 
Office in a prior application relied upon in this application for an earlier filing date under 35 U.S.C. 120. ' Applicant's unique citation designation number 
(optional). ' See Kinds Codes of USPTO Patent Documents at www.uspto.gov or MPEP 901.04. 3 Enter Office that issued the document, by the two-letter code 
(W IPO Standard ST.3). 4 For Japanese patent documents, the indication of the year of the reign of the Emperor must precede the serial number of the patent 
document. s Kind of document by the appropriate symbols as indicated on the document under W IPO Standard STA 6 if possible. 6 Applicant is to place a check 
mark here if English language Translation is attached. 
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Substitute for form 1449/PTO 

INFORMATION DISCLOSURE 
STATEMENT BY APPLICANT 

(Use as many sheets as necessary) 

Complete if Known 

Application Number 13/371,361 

Filing Date February 10, 2012 

First Named Inventor Rick L. Orsini 

Art Unit 2827 

Examiner Name Not Yet Assigned 

Sheet 5 of 14 Attorney Docket Number 104093-0002-104 

U.S. PATENT DOCUMENTS 

Examiner 
Initials* 

Cite 
No. 

Document Number Publication Date 
MM-DD-YYW 

Name of Patentee or 

Applicant of Cited Document 

Pages, Columns, Lines, Where 
Relevant Passages or Relevant 

Figures Appear Number-Kind Codep (/ known) 

US-6,134,550 10-17-2000 Van Oorschot et al. 
US-6,229,894 05-08-2001 Van Oorschot et al. 
US-6,240,183 05-29-2001 Marchant 
US-6,240,187 05-29-2001 Lewis 
US-6,289,509 09-11-2001 Kryloff 
US-6,301,659 10-09-2001 Micali 
US-6,314,409 11-06-2001 Schneck et al. 
US-6,324,650 11-27-2001 Ogilvie 
US-6,336,186 01-01-2002 Dyksterhouse et al. 
US-6,345,101 02-05-2002 Shukla 
US-6,345,314 02-05-2002 Cole et al. 
US-6,356,941 03-12-2002 Cohen 
US-6,363,425 03-26-2002 Hook et al. 
US-6,386,451 05-14-2002 Sehr 
US-6,424,718 07-23-2002 Holloway 
US-6,438,690 08-20-2002 Patel et al. 
US-6,449,730 09-10-2002 Mann et al. 
US-6,483,921 11-19-2002 Harkins 
US-6,553,493 04-22-2003 Okumura et al. 

FOREIGN PATENT DOCUMENTS 

Examiner 
Initials* 

Cite 
No. 

Foreign Patent Document Publication 
Date 

MM-DD-YYW 

Name of Patentee or 
Applicant of Cited Document 

Pages, Columns, Lines, 
Where Relevant Passages 
Or Relevant Figures Appear 

a 
T Country Code3-Number -̂Kind Code' (dknown) 

** WO-04/111791 -A2 12-23-2004 Security First Corp. 

— WO-06/047694-A1 05-04-2006 Orsini Rick L et al. 

WO-08/054406-A2 05-08-2008 Orsini Rick L et al. 

WO-08/070167-A1 06-12-2008 Martin Don et al. 

WO-08/127309-A2 10-23-2008 Bellare Mihir et al. 

WO-08/142440-A1 11-27-2008 Surfcontrol On Demand Ltd. 

Examiner Date 
Signature Considered 

*EXAMINER: Initial if reference considered, whether or not citation is in conformance with MPEP 609. Draw line through citation if not in conformance and not 
considered. Include copy of this form with next communication to applicant. * CITE NO.: Those application(s) which are marked with an single asterisk (*) next 
to the Cite No. are not supplied (under 37 CFR 1.98(a)(2)(iii)) because that application was filed after June 30, 2003 or is available in the IFW. ** CITE NO.: 
Those document(s) which are marked with an double asterisk (**) next to the Cite No. are not supplied because they were previously cited by or submitted to the 
Office in a prior application relied upon in this application for an earlier filing date under 35 U.S.C. 120. ' Applicant's unique citation designation number 
(optional). ' See Kinds Codes of USPTO Patent Documents at www.uspto.gov or MPEP 901.04. 3 Enter Office that issued the document, by the two-letter code 
(W IPO Standard ST.3). 4 For Japanese patent documents, the indication of the year of the reign of the Emperor must precede the serial number of the patent 
document. s Kind of document by the appropriate symbols as indicated on the document under W IPO Standard STA 6 if possible. 6 Applicant is to place a check 
mark here if English language Translation is attached. 
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Application Number 13/371,361 

Filing Date February 10, 2012 

First Named Inventor Rick L. Orsini 

Art Unit 2827 

Examiner Name Not Yet Assigned 

Sheet 6 of 14 Attorney Docket Number 104093-0002-104 

U.S. PATENT DOCUMENTS 

Examiner 
Initials* 

Cite 
No. 

Document Number Publication Date 
MM-DD-YYW 

Name of Patentee or 

Applicant of Cited Document 
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** Savage, "RSA Unveils Nightingale Technology", CRN.com, 14 April 2003. 

Examiner Date 
Signature Considered 

*EXAMINER: Initial if reference considered, whether or not citation is in conformance with MPEP 609. Draw line through citation if not in conformance and not 
considered. Include copy of this form with next communication to applicant. ** CITE NO.: Those document(s) which are marked with an double asterisk (**) 
next to the Cite No. are not supplied because they were previously cited by or submitted to the Office in a prior application relied upon in this application for an 
earlier filing date under 35 U.S.C. 120. 

'Applicant's unique citation designation number (optional). Applicant is to place a check mark here if English language Translation is attached. 
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PTO/SB/08b (07-09) 
Approved for use through 07/31/2012. OMB 0651-0031 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid OMB control number. 

Substitute for form 1449/PTO 

INFORMATION DISCLOSURE 
STATEMENT BY APPLICANT 

(Use as many sheets as necessary) 

Complete if Known 

Application Number 13/371,361 

Filing Date February 10, 2012 

First Named Inventor Rick L. Orsini 

Art Unit 2827 

Examiner Name Not Yet Assigned 

Sheet 14 of 14 Attorney Docket Number 104093-0002-104 

NON PATENT LITERATURE DOCUMENTS 

Examiner 
Initials 

Cite 
No.' 

Include name of the author (in CAPITAL LETTERS), title of the article (when appropriate), title of 

the item (book, magazine, journal, serial, symposium, catalog, etc.), date, page(s), volume-issue number(s), publisher, city and/or country where published. 
TZ 

** 
Shamir, "How to Share a Secret," Communications of the Association for Computing 
Machinery, ACM, New York, NY, US, Vol. 22, No. 11, November 1, 1979, pages 1-4, 
XP002241399; ISSN: 0001-0782. 

** 
Shin et. al., " Design a Working Model of Secure Data Transfer Using a Data Mart", 
Proceedings of the ISCA 14th International Conference Computer Applications in Industry and 
Engineering ( ISCA, Cary, NC) 27-29 November 2001, pg. 66-69. 

Vijayan, "RSA unveils Management, Encryption Products", Computerworld, 15 April 2003. 

Waldman et al., "Publius: A robust, tamper-evident, censorship-resistant web publishing 
sytem," Proceedings of the 9th USENIX Security Symposum, August 2000 

Waters, "RSA Integrates ID Management; discloses 'Nightingale'", ADTmag.com, 21 April 
2003. 

H 

Examiner Date 
Signature Considered 

*EXAMINER: Initial if reference considered, whether or not citation is in conformance with MPEP 609. Draw line through citation if not in conformance and not 
considered. Include copy of this form with next communication to applicant. ** CITE NO.: Those document(s) which are marked with an double asterisk (**) 
next to the Cite No. are not supplied because they were previously cited by or submitted to the Office in a prior application relied upon in this application for an 
earlier filing date under 35 U.S.C. 120. 

'Applicant's unique citation designation number (optional). 'Applicant is to place a check mark here if English language Translation is attached. 
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Docket No.: 104093-0002-104 
(PATENT) 

IN THE UNITED STATES PATENT AND TRADEMARK OFFICE 

In re Patent Application of: 
Orsini et al. 

Application No.: 13/371,361 Confirmation No.: 7108 

Filed: February 10, 2012 Art Unit: 2827 

For: SECURE DATA PARSER METHOD AND Examiner: Not Yet Assigned 
SYSTEM 

INFORMATION DISCLOSURE STATEMENT (IDS) 

Commissioner for Patents 
P.O. Box 1450 
Alexandria, VA 22313-1450 

Dear Madam: 

Pursuant to 37 CFR 1.56, 1.97 and 1.98, the attention of the Patent and Trademark Office is 

hereby directed to the references listed on the attached PTO/SB/08. It is respectfully requested that 

the information be expressly considered during the prosecution of this application, and that the 

references be made of record therein and appear among the "References Cited" on any patent to 

issue therefrom. 

This Information Disclosure Statement is filed within three months of the U.S. filing date 

(37 CFR 1.97(b)(1)). 

In accordance with 37 CFR 1.98(a)(2)(ii), Applicants have not submitted copies of U.S. 

patents and U.S. patent applications. Those documents which are marked with a double asterisk 

(**) next to the Cite No. in the attached form PTO/SB/08 are not supplied because they were 

previously cited by or submitted to the Office in prior application number 11/258,839 filed 

October 25, 2005 and relied upon in this application for an earlier filing date under 35 U.S.C. 120. 
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Application No.: 13/371,361 Docket No.: 104093-0002-104 

In accordance with 37 CFR 1.97(g), the filing of this Information Disclosure Statement shall 

not be construed to mean that a search has been made or that no other material information as 

defined in 37 CFR 1.56(a) exists. In accordance with 37 CFR 1.97(h), the filing of this Information 

Disclosure Statement shall not be construed to be an admission that any patent, publication or other 

information referred to therein is "prior art" for this invention unless specifically designated as such. 

It is submitted that the Information Disclosure Statement is in compliance with 37 CFR 1.98 

and the Examiner is respectfully requested to consider the listed references. 

The Director is hereby authorized to charge any deficiency in the fees filed, asserted to be 

filed or which should have been filed herewith (or with any paper hereafter filed in this application 

by this firm) to our Deposit Account No. 06-1075, under Order No. 104093-0002-104. 

Dated: February 29, 2012 Respectfully submitted, 

Electronic signature: /Edward A. Gordon/ 
Edward A. Gordon 

Registration No.: 54,130 
ROPES & GRAY LLP 
Prudential Tower 
800 Boylston Street 
Boston, Massachusetts 02199 
(617) 951-7000 
(617) 235-9492 (Fax) 
Attorneys/Agents For Applicant 

2 
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Electronic Acknowledgement Receipt 

EFSID: 12188714 

Application Number: 13371361 

International Application Number: 

Confirmation Number: 7108 

Title of Invention: SECURE DATA PARSER METHOD AND SYSTEM 

First Named Inventor/Applicant Name: Rick L. Orsini 

Customer Number: 1473 

Filer: Edward A. Gordon/Joanne Ryan 

Filer Authorized By: Edward A. Gordon 

Attorney Docket Number: 104093-0002-104 

Receipt Date: 29-FEB-2012 

Filing Date: 10-FEB-2012 

Time Stamp: 16:16:23 

Application Type: Utility under 35 USC 111(a) 

Payment information: 

Submitted with Payment no 

File Listing: 

Document 

Number 
Document Description File Name 

File Size(Bytes)/ 

Message Digest 

Multi 

Part /.zip 

Pages 

(if appl.) 

1 Transmittal Letter 104093-0002-104_IDS.pdf 

19691 

no 2 

24e1 c4acf26a9d7801245b8b71473376616 

09850 

Warnings: 

Information: 

EX1009, Page 268



2 Information Disclosure Statement (IDS) 

Form (SBO8) 
104093-0002-104_SBO8.pdf 

209460 

no 14 

c824d8ca47476657225797db1 ad 1 aec8b5f 

56af3 

Warnings: 

Information: 

This is not an USPTO supplied IDS fillable form 

Total Files Size (in bytes): 229151 

This Acknowledgement Receipt evidences receipt on the noted date by the USPTO of the indicated documents, 
characterized by the applicant, and including page counts, where applicable. It serves as evidence of receipt similar to a 
Post Card, as described in MPEP 503. 

New Applications Under 35 U.S.C. 111 
If a new application is being filed and the application includes the necessary components for a filing date (see 37 CFR 
1.53(b)-(d) and MPEP 506), a Filing Receipt (37 CFR 1.54) will be issued in due course and the date shown on this 
Acknowledgement Receipt will establish the filing date of the application. 

National Stage of an International Application under 35 U.S.C. 371 
If a timely submission to enter the national stage of an international application is compliant with the conditions of 35 
U.S.C. 371 and other applicable requirements a Form PCT/DO/EO/903 indicating acceptance of the application as a 
national stage submission under 35 U.S.C. 371 will be issued in addition to the Filing Receipt, in due course. 

New International Application Filed with the USPTO as a Receiving Office 
If a new international application is being filed and the international application includes the necessary components for 
an international filing date (see PCT Article 11 and MPEP 1810), a Notification of the International Application Number 
and of the International Filing Date (Form PCT/RO/105) will be issued in due course, subject to prescriptions concerning 
national security, and the date shown on this Acknowledgement Receipt will establish the international filing date of 
the application. 
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UNITED STATES PATENT AND TRADEMARK OFFIGE 
UNITED STATES DEPARTMENT OF COMMERCE 
United States Patent and Trademark Office 
Address. COMMISSIONER FOR PATENTS 

PO_ Box 1450 
Alexandria, P, gn.a 22313-1450 
wwu.-pto.g-

APPLICATION NUMBER 
I 

FILING OR 371(C) DATE I FIRST NAMED APPLICANT I ATTY. DOCKET NO./TITLE 

13/371,361 02/10/2012 

1473 
ROPES & GRAY LLP 
PATENT DOCKETING 39/361 
1211 AVENUE OF THE AMERICAS 
NEW YORK, NY 10036-8704 

Rick L. Orsini 104093-0002-104 

CONFIRMATION NO. 7108 

POA ACCEPTANCE LETTER 

IIII IIII IIII IIIII II••I IIIII IIIII IIIII II II IIIII IIIII IIIII III•I IIIII IIIII IIIII IIII IIII 
0000000052839806 

Date Mailed: 03/06/2012 

NOTICE OF ACCEPTANCE OF POWER OF ATTORNEY 

This is in response to the Power of Attorney filed 02/10/2012. 

The Power of Attorney in this application is accepted. Correspondence in this application will be mailed to the 
above address as provided by 37 CFR 1.33. 

/qtran/ 

Office of Data Management, Application Assistance Unit (571) 272-4000, or (571) 272-4200, or 1-888-786-0101 
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UNITED STATES PATENT AND TRADEMARK OFFIGE 
UNITED STATES DEPARTMENT OF COMMERCE 
United States Patent and Trademark Office 
Address. COMMISSIONER FOR PATENTS 

PO_ Box 1450 
Alexandria, P, gn.a 22313-1450 
wwu.-pt..p, 

FILING or NUMBER APPLICATION I 371(c) ATE I GRUNIT T I FIL FEE RECD I ATTY.DOCKET.NO ITOT CLAIMS I IND CLAIMS 
13/371,361 02/10/2012 2827 

1473 
ROPES & GRAY LLP 
PATENT DOCKETING 39/361 
1211 AVENUE OF THE AMERICAS 
NEW YORK, NY 10036-8704 

2590 104093-0002-104 27 3 

CONFIRMATION NO. 7108 

FILING RECEIPT 

111 1111 
0000000052857 96 

Date Mailed: 03/06/2012 

Receipt is acknowledged of this non-provisional patent application. The application will be taken up for examination 
in due course. Applicant will be notified as to the results of the examination. Any correspondence concerning the 
application must include the following identification information: the U.S. APPLICATION NUMBER, FILING DATE, 
NAME OF APPLICANT, and TITLE OF INVENTION. Fees transmitted by check or draft are subject to collection. 
Please verify the accuracy of the data presented on this receipt. If an error is noted on this Filing Receipt, please 
submit a written request for a Filing Receipt Correction. Please provide a copy of this Filing Receipt with the 
changes noted thereon. If you received a "Notice to File Missing Parts" for this application, please submit 
any corrections to this Filing Receipt with your reply to the Notice. When the USPTO processes the reply 
to the Notice, the USPTO will generate another Filing Receipt incorporating the requested corrections 

Applicant(s) 
Rick L. Orsini, Flower Mound, TX; 
Mark S. O'Hare, Coto De Caza, CA; 
Roger Davenport, Campbell, TX; 
Steven Winick, Roslyn Heights, NY; 

Assignment For Published Patent Application 
Security First Corp., Rancho Santa Margarita, CA 

Power of Attorney: The patent practitioners associated with Customer Number 1473  

Domestic Priority data as claimed by applicant 
This application is a CON of 11/258,839 10/25/2005 
which claims benefit of 60/718,185 09/16/2005 
and claims benefit of 60/622,146 10/25/2004 

Foreign Applications (You may be eligible to benefit from the Patent Prosecution Highway program at the 
USPTO. Please see http://www.uspto.gov for more information.) 

If Required, Foreign Filing License Granted: 02/28/2012 

The country code and number of your priority application, to be used for filing abroad under the Paris Convention, 

is US 13/371,361 

Projected Publication Date: To Be Determined - pending completion of Corrected Papers 

Non-Publication Request: No 

Early Publication Request: No 
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Title 

SECURE DATA PARSER METHOD AND SYSTEM 

Preliminary Class 

365 

PROTECTING YOUR INVENTION OUTSIDE THE UNITED STATES 

Since the rights granted by a U.S. patent extend only throughout the territory of the United States and have no 
effect in a foreign country, an inventor who wishes patent protection in another country must apply for a patent 
in a specific country or in regional patent offices. Applicants may wish to consider the filing of an international 
application under the Patent Cooperation Treaty (PCT). An international (PCT) application generally has the same 
effect as a regular national patent application in each PCT-member country. The PCT process simplifies the filing 
of patent applications on the same invention in member countries, but does not result in a grant of "an international 
patent" and does not eliminate the need of applicants to file additional documents and fees in countries where patent 
protection is desired. 

Almost every country has its own patent law, and a person desiring a patent in a particular country must make an 
application for patent in that country in accordance with its particular laws. Since the laws of many countries differ 
in various respects from the patent law of the United States, applicants are advised to seek guidance from specific 
foreign countries to ensure that patent rights are not lost prematurely. 

Applicants also are advised that in the case of inventions made in the United States, the Director of the USPTO must 
issue a license before applicants can apply for a patent in a foreign country. The filing of a U.S. patent application 
serves as a request for a foreign filing license. The application's filing receipt contains further information and 
guidance as to the status of applicant's license for foreign filing. 

Applicants may wish to consult the USPTO booklet, "General Information Concerning Patents" (specifically, the 
section entitled "Treaties and Foreign Patents") for more information on timeframes and deadlines for filing foreign 
patent applications. The guide is available either by contacting the USPTO Contact Center at 800-786-9199, or it 
can be viewed on the USPTO website at http://www.uspto.gov/web/offices/pac/doc/general/index.html. 

For information on preventing theft of your intellectual property (patents, trademarks and copyrights), you may wish 
to consult the U.S. Government website, http://www.stopfakes.gov. Part of a Department of Commerce initiative, 
this website includes self-help "toolkits" giving innovators guidance on how to protect intellectual property in specific 
countries such as China, Korea and Mexico. For questions regarding patent enforcement issues, applicants may 
call the U.S. Government hotline at 1-866-999-HALT (1-866-999-4158). 

LICENSE FOR FOREIGN FILING UNDER 

Title 35, United States Code, Section 184 

Title 37, Code of Federal Regulations, 5.11 & 5.15 

GRANTED 

The applicant has been granted a license under 35 U.S.C. 184, if the phrase "IF REQUIRED, FOREIGN FILING 
LICENSE GRANTED" followed by a date appears on this form. Such licenses are issued in all applications where 
the conditions for issuance of a license have been met, regardless of whether or not a license may be required as 
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set forth in 37 CFR 5.15. The scope and limitations of this license are set forth in 37 CFR 5.15(a) unless an earlier 
license has been issued under 37 CFR 5.15(b). The license is subject to revocation upon written notification. The 
date indicated is the effective date of the license, unless an earlier license of similar scope has been granted under 
37 CFR 5.13 or 5.14. 

This license is to be retained by the licensee and may be used at any time on or after the effective date thereof unless 
it is revoked. This license is automatically transferred to any related applications(s) filed under 37 CFR 1.53(d). This 
license is not retroactive. 

The grant of a license does not in any way lessen the responsibility of a licensee for the security of the subject matter 
as imposed by any Government contract or the provisions of existing laws relating to espionage and the national 
security or the export of technical data. Licensees should apprise themselves of current regulations especially with 
respect to certain countries, of other agencies, particularly the Office of Defense Trade Controls, Department of 
State (with respect to Arms, Munitions and Implements of War (22 CFR 121-128)); the Bureau of Industry and 
Security, Department of Commerce ( 15 CFR parts 730-774); the Office of Foreign AssetsControl, Department of 
Treasury (31 CFR Parts 500+) and the Department of Energy. 

NOT GRANTED 

No license under 35 U.S.C. 184 has been granted at this time, if the phrase " IF REQUIRED, FOREIGN FILING 
LICENSE GRANTED" DOES NOT appear on this form. Applicant may still petition for a license under 37 CFR 5.12, 
if a license is desired before the expiration of 6 months from the filing date of the application. If 6 months has lapsed 
from the filing date of this application and the licensee has not received any indication of a secrecy order under 35 
U.S.C. 181, the licensee may foreign file the application pursuant to 37 CFR 5.15(b). 

SelectUSA 

The United States represents the largest, most dynamic marketplace in the world and is an unparalleled location 
for business investment, innovation and commercialization of new technologies. The USA offers tremendous 
resources and advantages for those who invest and manufacture goods here. Through SelectUSA, our nation 

works to encourage, facilitate, and accelerate business investment. To learn more about why the USA is the best 
country in the world to develop technology, manufacture products, and grow your business, visit SelectUSA.gov. 

page 3 of 3 

EX1009, Page 273



PATENT APPLICATION FEE DETERMINATION RECORD 
Substitute for Form PTO-875 

Application or Docket Number 

13/371,361 

APPLICATION AS FILED - PART I 

(Column 1) (Column 2) 

FOR NUMBER FILED NUMBER EXTRA 

BASIC FEE 
(37 CFR 1.16(a), ( b), or ( c)) N/A N/A 

SEARCH FEE 
(37 CFR 1.16(k), (i), or ( m)) N/A N/A 

EXAMINATION FEE 
(37 CFR 1.16(o), ( p), or ( q)) N/A N/A 

TOTAL CLAIMS 
(37 CFR 1.16(i)) 27 minus 20= 

7 

INDEPENDENT CLAIMS 
(37 CFR 1.16(h)) 

3 minus 3 = 

APPLICATION SIZE 
FEE 
(37 CFR 1.16(s)) 

If the specification and drawings exceed 100 
sheets of paper, the application size fee due is 
$310 ($155 for small entity) for each additional 
50 sheets or fraction thereof. See 35 U.S.C. 
41(a)(1)(G) and 37 CFR 1.16(s). 

MULTIPLE DEPENDENT CLAIM PRESENT (37 CFR 1.160)) 

If the difference in column 1 is less than zero, enter "0" in column 2. 

APPLICATION AS AMENDED - PART II 

(Column 1) (Column 2) (Column 3) 

A
M
E
N
D
M
E
N
T
A
 

CLAIMS 
REMAINING 
AFTER 

AMENDMENT 

HIGHEST 
NUMBER 

PREVIOUSLY 
PAID FOR 

PRESENT 
EXTRA 

Total 
(37 CFR 1.16(1)) 

Minus _ 

Independent 
(37 CFR 1.16(h)) 

Minus 

Application Size Fee (37 CFR 1.16(s)) 

FIRST PRESENTATION OF MULTIPLE DEPENDENT CLAIM (37 CFR 1.16(j)) 

(Column 1) (Column 2) (Column 3) 

A
M
E
N
D
M
E
N
T
 B
 

CLAIMS 
REMAINING 
AFTER 

AMENDMENT 

HIGHEST 
NUMBER 

PREVIOUSLY 
PAID FOR 

PRESENT 
EXTRA 

Total 
(37 CFR 1.16(1)) 

" Minus *" _ 

Independent 
(37 CFR 1.16(h)) 

Minus '"' _ 

Application Size Fee (37 CFR 1.16(s)) 

FIRST PRESENTATION OF MULTIPLE DEPENDENT CLAIM (37 CFR 1.16(j)) 

OTHER THAN 

SMALL ENTITY OR SMALL ENTITY 

RATE($) FEE($) 

N/A 

N/A 

N/A 

TOTAL 

OR 

RATE($) FEE($) 

N/A 380 

N/A 620 

N/A 250 

x 60 = 420 

x 250 = 0.00 

620 

0.00 

TOTAL 2290 

OTHER THAN 
SMALL ENTITY OR SMALL ENTITY 

RATE($) 
ADDITIONAL 

FEE($) 

x 

x 

TOTAL 

ADD'L FEE 

RATE($) 
ADDITIONAL 

FEE($) 

x 

x 

TOTAL 

ADD'L FEE 
If the entry in column 1 is less than the entry in column 2, write "0" in column 3. 

" If the " Highest Number Previously Paid For" IN THIS SPACE is less than 20, enter "20". 
If the " Highest Number Previously Paid For" IN THIS SPACE is less than 3, enter "3". 
The " Highest Number Previously Paid For" (Total or Independent) is the highest found in the appropriate box in column 1. 

OR 

OR 

OR 

OR 

OR 

OR 

OR 

OR 

RATE($) 
ADDITIONAL 

FEE($) 

x 

x 

TOTAL 

ADD'L FEE 

RATE($) 
ADDITIONAL 

FEE($) 

x 

x 

TOTAL 

ADD'L FEE 
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UNITED STATES PATENT AND TRADEMARK OFFIGE 
UNITED STATES DEPARTMENT OF COMMERCE 
United States Patent and Trademark Office 
Address. COMMISSIONER FOR PATENTS 

PO_ Box 1450 
Alexandria, P, gn.a 22313-1450 
wwu.-pto.g-

APPLICATION NUMBER I FILING OR 371(C) DATE I FIRST NAMED APPLICANT I ATTY. DOCKET NO./TITLE 

13/371,361 02/10/2012 

1473 
ROPES & GRAY LLP 
PATENT DOCKETING 39/361 
1211 AVENUE OF THE AMERICAS 
NEW YORK, NY 10036-8704 

Rick L. Orsini 104093-0002-104 

CONFIRMATION NO. 7108 

FORMALITIES LETTER 

IIIII 
0000000052857 97 

Date Mailed: 03/06/2012 

NOTICE TO FILE CORRECTED APPLICATION PAPERS 

Filing Date Granted 

An application number and filing date have been accorded to this application. The application is informal since 
it does not comply with the regulations for the reason(s) indicated below. Applicant is given TWO MONTHS 
from the date of this Notice within which to correct the informalities indicated below. Extensions of time may be 
obtained by filing a petition accompanied by the extension fee under the provisions of 37 CFR 1.136(a). 

The required item(s) identified below must be timely submitted to avoid abandonment: 

• Replacement drawings in compliance with 37 CFR 1.84 and 37 CFR 1.121(d) are required. The drawings 
submitted are not acceptable because: 

• The drawings submitted to the Office are not electronically reproducible because portions of figures 21, 34 
are missing and/or blurry. 

Applicant is cautioned that correction of the above items may cause the specification and drawings page count to 
exceed 100 pages. If the specification and drawings exceed 100 pages, applicant will need to submit the required 
application size fee. 
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Replies should be mailed to: 

Mail Stop Missing Parts 
Commissioner for Patents 
P.O. Box 1450 
Alexandria VA 22313-1450 

Registered users of EFS-Web may alternatively submit their reply to this notice via EFS-Web. 
https://sportal.uspto.gov/authenticate/AuthenticateUserLocalEPF.htmi  

For more information about EFS-Web please call the USPTO Electronic Business Center at 1-866-217-9197 or 
visit our website at http://www.uspto.gov/ebc.  

If you are not using EFS-Web to submit your reply, you must include a copy of this notice. 

/agizaw/ 

Office of Data Management, Application Assistance Unit (571) 272-4000, or (571) 272-4200, or 1-888-786-0101 
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PATENTS 
104093-0002-104 

IN THE UNITED STATES PATENT AND TRADEMARK OFFICE 

PATENT APPLICATION 

Applicants Rick L. Orsini et al. 

Application No.: 13/371,361 Confirmation No.: 7108 

Filed February 10, 2012 

For SECURE DATA PARSER METHOD AND SYSTEM 

Art Unit 2827 

East Palo Alto, CA 
March 20, 2012 

Mail Stop Missing Parts 
Commissioner for Patents 
P.O. Box 1450 
Alexandria, Virginia 22313-1450 

REPLY TO NOTICE TO FILE CORRECTED APPLICATION PAPERS 

Sir: 

In reply to the Notice to File Corrected Application Papers mailed March 

6, 2012, applicants hereby submit 36 Replacement Drawing Sheets (Figures 1 -35) in 

compliance with 37 C.F.R. 1.84 and 37 C.F.R. 1.121(d). 

Respectfully submitted, 

/Matthew S. Bertenthal/ 
Matthew S. Bertenthal 
Agent for Applicants 
Registration No. 61,129 
Ropes & Gray LLP 
Customer No. 1473 
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Electronic Acknowledgement Receipt 

EFSID: 12346432 

Application Number: 13371361 

International Application Number: 

Confirmation Number: 7108 

Title of Invention: SECURE DATA PARSER METHOD AND SYSTEM 

First Named Inventor/Applicant Name: Rick L. Orsini 

Customer Number: 1473 

Filer: Matthew Sammuel Bertenthal/Lily Jiang 

Filer Authorized By: Matthew Sammuel Bertenthal 

Attorney Docket Number: 104093-0002-104 

Receipt Date: 20-MAR-2012 

Filing Date: 10-FEB-2012 

Time Stamp: 16:45:27 

Application Type: Utility under 35 USC 111(a) 

Payment information: 

Submitted with Payment no 

File Listing: 

Document 

Number 
Document Description File Name 

File Size(Bytes)/ 

Message Digest 

Multi 

Part /.zip 

Pages 

(if appl.) 

1 
Applicant Response to Pre-Exam 

Formalities Notice 
104093-0002-104_reply.pdf 

59736  

no 1  

c9b5255602c1be5aa29a0e00a2f67e7857e 

d43c0 

Warnings: 

Information: 
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2 Drawings-only black and white line 

drawings 

104093-0002-104—replacement 

_drawings.pdf 

229464 

no 36 

4ee234923fef5df6fef8aefd3054ca3S516fe3 

32 

Warnings: 

Information: 

Total Files Size ( in bytes): 289200 

This Acknowledgement Receipt evidences receipt on the noted date by the USPTO of the indicated documents, 
characterized by the applicant, and including page counts, where applicable. It serves as evidence of receipt similar to a 
Post Card, as described in MPEP 503. 

New Applications Under 35 U.S.C. 111 
If a new application is being filed and the application includes the necessary components for a filing date (see 37 CFR 
1.53(b)-(d) and MPEP 506), a Filing Receipt (37 CFR 1.54) will be issued in due course and the date shown on this 
Acknowledgement Receipt will establish the filing date of the application. 

National Stage of an International Application under 35 U.S.C. 371 
If a timely submission to enter the national stage of an international application is compliant with the conditions of 35 
U.S.C. 371 and other applicable requirements a Form PCT/DO/EO/903 indicating acceptance of the application as a 
national stage submission under 35 U.S.C. 371 will be issued in addition to the Filing Receipt, in due course. 

New International Application Filed with the USPTO as a Receiving Office 
If a new international application is being filed and the international application includes the necessary components for 
an international filing date (see PCT Article 11 and MPEP 1810), a Notification of the International Application Number 
and of the International Filing Date (Form PCT/RO/105) will be issued in due course, subject to prescriptions concerning 
national security, and the date shown on this Acknowledgement Receipt will establish the international filing date of 
the application. 

EX1009, Page 279



Replacement Sheet 

Tr
us
t 
E
n
g
i
n
e
 

LO 
CD 

c• 

z  Cn 

i 

E > 
2 

t5 0 

CD 

L-E a 

EX1009, Page 280



Replacement Sheet 

c• 
N 

r_ 
w 

CD 

LO 
Ir-

LO 
CD 
CN 

0 

C. 0 

0 ' —• 
M LU 

r_ 
0 

=W 

0 

0 
a 

r_ 
0 

Q 

C 
0 

•LU 

M
a
s
s
 S
t
o
r
a
g
e
 

0 
Iw tz 
2 j 

0 r 

E 
0 
0 

N 

EX1009, Page 281



Replacement Sheet 

LO 

0 

►
 T
o
 C
o
m
m
u
n
i
c
a
t
i
o
n
 L
in
k 

T
o
 A
ut

he
nt

ic
at

io
n 
E
n
g
i
n
e
 

T
o
 C
r
y
p
t
o
g
r
a
p
h
i
c
 E
n
g
i
n
e
 

o C 
0 €

 

(D 
MO) 
0 

0 

0 

9 

F omrCii tommnconuaLik n 

F
r
o
m
 A
ut

he
nt

ic
at

io
n 
E
n
g
i
n
e
 

F
r
o
m
 C
r
y
p
t
o
g
r
a
p
h
i
c
 E
n
g
i
n
e
 

EX1009, Page 282



Replacement Sheet 

0 

0 

0 
w-

a• • 

LU LU 
r_ 0 

0 

0 0 

Op
er
at
in
g 
S
y
s
t
e
m
 

LO 
T-  

v 

• c 
w w w 
r_ 0 r_ 

: 2 

0 
C 

L) 0 
E E " 
0 0 LL 
UL UL UL 

EX1009, Page 283



Replacement Sheet 

LO 
T---
rj ►

T
o
 C
r
y
p
t
o
g
r
a
p
h
i
c
 E
n
g
i
n
e
 

0 

0 

0 

►
T
o
 T
ra
ns
ac
ti
on
 E
n
g
i
n
e
 

LO ) 
LO 
In) 

CP 
SE 

4a 

0 • 

LO 
N LO 

C CD 
N 
LO 

0 

CL 
E 
0 
0 

00 
4.0 

wo 

a• 

CD 
Co 

e
m
p
t
 L
im

it
er

 

c• 

w 

0 

E 
0 

UL 

F
r
o
m
 D
e
p
o
s
i
t
o
 

LO 

LL 

EX1009, Page 284



Replacement Sheet 

p
#
o
g
r
a
p
h
i
c
 E
 

0 

0 

0 

E• 

(n d 

CD 

Co 
Co 

LO 
CD 

M 

0 

LO 
CNJ 
(0 

Co 
Co 

♦♦♦ 

p
#
o
g
r
a
p
h
i
c
 H
a
n
d
l
i
n
g
 M
o
d
u
l
e
 

u 

LU 
a 
0 

F
r
o
m
 T
r
a
n
s
a
c
 

F
r
o
m
 D
e
p
o
s
i
t
o
r
y
 

r_ 
0 

•s 

=W 
d 
E 
0 L-
LL 

EX1009, Page 285



Replacement Sheet 

CP 

M 
0 

•r 

UJ 
•C 
E 
0 

UL 

0a 
CL ED 
•Lu 

E 
0 

R 

6 
Lya L•pR 

EX1009, Page 286



Replacement Sheet 

C Begin ) 

S ® Received 
Data 

800 

805 
I j  

Generate 
Random 
Number 
A 

Generate 
B=AXORS 

810 

825 

T 

Generate 
Random 
Number 

820 

Generate 830 
D®CXORS 

Distribute 
A, C 
A, D 

B G, And 
BD 

C End 

FIG. 8 

835 

EX1009, Page 287



Replacement Sheet 

900 

Enrollment Data Flow 

Send Receive SSL Action 

User 
Transaction 
Engine (TE) 112 

Transmit Enrollment Authentication 
Data (S) and the User ID (UID) 
encrypted with the Public Key of 
the Authentication Engine (AE) as 
(PUB—AE(UID,Ei)) 

TE AE Full Forward Transmission 

AE Decrypts and Splits Forwarded 
Data 

AE The Xth 
Depositary (DX) 

Fa ll Stare Respective Portion of Data 

When Digital Certificate Requested 

AE Cryptographic 
Engine (CE) Full Request Key Generation 

CE Generates and Splits Key 

CE TE Full Transmit Request for Digital 
Certificate 

TE Certification 
Authority (CA) 112 Transmit Request 

CA TE 1/2 Transmit Digital Certificate 

TE User 112 Transmit Digital Certificate 

TE CIS Full Store Digital Certificate 

CE DX Full Store Respective Portion of Key 

905 

915 

920 

925 

930 

935 

945 
_1/ 

950 

955 

960 

965 

FIG. 9, Panel ,A 

EX1009, Page 288



Replacement Sheet 

904 
97(1 

Begin 

972 
Determine 

Certificate Type 

® 974 

 Yes 
Does User own 

this type of  No 
Certificate? 

No 

r 978 

Does User Own Cross-
Certified Certificate? 

Select Certificate Authority that 
issues Certificate or Cross-

Certified Certificate 

-Yes-

Are there other 

Does User meet current 
Certification Authority's 

Authentication Requirements? 

/_ 980 

---982 

Certificate / 1,- 986 
Authorities having   

different 
Authentication 
Requirements? - 

No 

Update User 
Authentication 

988 

Yes 

Acquire Certificate from 
Certificate Authority 

10,  a 

984 

Perform Action 

C End J 
FIG. 9, Panel B 

970 

EX1009, Page 289



Replacement Sheet 

r 1000 

1005 

1010 

1015 

1020 

1025 

1030 

1035 
\— 

1040 

1045 

1050 

1055 

Authentication Data Flow 

BEND RECEIVE SSL ACTION 

User Vendor 112 
Transaction occurs, such as selecting 
purchase 

Vendor User 1/2 
Transmit transaction ID (TID) and 
authentication request (AR) 

Authentication data ( B') is gathered 
from User 

User TE 1/2 
Transmit TID and B' wrapped in the 
Public Key of the Authentication 
Engine (AE), as (PUB_AE(TID, B')) 

TE AE Full Forward transmission 

Enrollment authentication data ( B) is 
requested and gathered 

Vendor 
TransactionEngine Full Transmits TID, AR 

TE Mass Storage (MS) Full Create Record in database 

TE The Xt hDXpository ,Full UID, TID 

DX AE Full 

Transmit the TID and the portion of 
the authentication data stared at 
enrollment (BX) as (PUB_AE(TID, 
BX)) 

AE assembles B and compares to B' 

AE TE Full TID, the filled in AR 

TE Vender Full TID, Yes/No 

TE User 1/2 TID, confirmation message 

FIG. 10 

EX1009, Page 290



Replacement Sheet 

•1100 

1103 

1105 

1115 
\I'--

1120 

1125 

1135 

1140 

Signing Data Flom 

SEND RECEIVE SSL ACTION 

User Vendor 1/2 
Transaction occurs, such as agreeing on 
a deal 

Vendor User 1/2 
Transmit transaction identification 
number (TID), authentication request 
(AR), and agreement or message (M) 

Current authentication data ( B') and a 
hash of the message received by the 
User (h(M')) is is gathered from User 

User TE 1/2 
Transmit TID , B', AR, and h(M') wrapped 
in the Public Key of the Authentication 
Engine (AE), as (PUB_AE(TID, B', h(M')) 

TE AE Full Forward transmission 

Gather enrollment authentication data 

Vendor Transaction Engine 
(TE) 

Full Transmits UID , TID, AR , and a hash of 
the message (h(M')). 

TE Mass Storage (MS) Full Create Record in database 

TE The: Xth Depository 
Full UID, TID 

DX AE Full 
Transmit the TID and the portion of the 
authentication data stored at Enrollment 
(BX), as (PUB_AE(TID, BX)) 

The original vendor message is 
transmitted to the AE 

TE AE Full Transmit h(M) 

AE assembles B, compares to B' and 
compares h(M) to h(M') 

AE Cryptographic 
Engine (CE) Full 

Request for digital signature and a 
message to be signed , for example, the 
hashed message 

AE DX Full TID, signing UID 

DX CE Full 
Transmit the: portion of the Crypto-
graphic Key corresponding to the signing 
party 

CE assembles key and signs 

CE AE Full 
Transmit the digital signature (S) of 
signing party 

AE TE Full TID, the: filled in AR, h(M), and S 

TE Vendor Full 

TID, a receipt=(TID, Yes/No, and S), and 
the digital signature of the trust engine, 
for example, a hash of the receipt 
encrypted with the trust engine's Private 
Key (Priv_TE(h(receipt))) 

TE User 112 TID, confirmation message 

FIG. 1 

EX1009, Page 291



Replacement Sheet 

,,-1200 
i 

Encryption/Decryption Data Flaw 

Send Receive SSL Action 

Decryption 

Perform Authentication Data Process 
1000, include the Session Key (sync) in 
the AR; where the sync has been 
encrypted with the Public Key of the User 
as PUB_USER(SYNC) 

Authenticate the User 

AE CE Full Forward PUB—USER(SYNC) to CE 

AE DX Full UID, TO 

DX CE Full 
Transmit the TO and the portion of the 
Private Key as (PUB_AE(TID, 
KEY .... USER)) 

CE assembles the Cryptographic Key and 
decrypts the sync: 

CE AE Full TID, the filled in AR including decrypted 
sync 

AE TE Full Forward to TE 

TE Requesting 
APP./Vendor 

1/2 TID, Yes/No, Sync 

Encryption 

Requesting 
APP/ 
Vendor 

TE 1/2 Request for Public Key of User 

TE MS Full Request Digital Certificate 

MS TE Full Transmit D€g€tai Cert€f€gate 

TE Requesting 
APP!Vendor 1/2 Transmit Digital Certificate 

1205 

1210 

1215 

1220 

1225 

1230 

1235 

1240 
IJ 

1245 
I /  

1250 

FIG. 12 

EX1009, Page 292



Replacement Sheet 

C) 
C) 

LO 

L L 

r_ 
0 

• as 
0 a 

LU 

r_ 
0 

w 

r_ 
0 A , 
M 0 

LU 

C 
0 

r_ 
0 

•UJ 

r_ 

0 

E 

o -x 
" r r 

0 E 

E 

0 
U 

EX1009, Page 293



Replacement Sheet 

LO 

EX1009, Page 294



Replacement Sheet 

From Al 

From A2 

From A3 

Redundancy 
Module 

Comparator 

FIG. 15 

To A4 
 ► Transaction 

Engine 

EX1009, Page 295



Replacement Sheet 

r  1045 

-1600 

Receive Authentication Data 
and Enrollment Data 

1605 

Extract Data for Each 
Authentication Instance Used 

1630 

Generate Reliability Based on 
Authentication Instance 

Technique 

♦ x 1615 

Generate Reliability Based on 
Authentication Instance Data 

and Circumstances 

1620 

Generate a Reliability 
for this Authentication 

Instance 

1610 Select Next Authentication 
Instance 

L  

YES 

it'lfas an Additional 
Authentication 
Instance Used? 

NO 

l 

-1625 

1635 

Combine Reliability of Individual 
Authentication Instances to 
Produce Authentication 

Confidence Level 

1640 

Fill in 
Authentication Request 

FIG. 16 

EX1009, Page 296



Replacement Sheet 

1050 

/4'ransaction Engine Receivse 
TIC and Completed 

Authentication Request 

f  -1700 

x 1710 

Generate Required Trust Level 
Based on Size/Risk of 

Transaction Specified in 
Authentication Request 

1720 

Compare Required Trust Level 
and Authentication 
Confidence Level 

Is Authentication 
Confidence Level 

greater than Required 
Trust Level? 

1730 

YES 
x -1740 

Generate Passive 
Authentication 

1750 

NO  Perform Trust Arbitrage 

I'll- 1055 

Send Authentication 
Result to Vendor 

FIG. 17 

EX1009, Page 297



Replacement Sheet 

r  1800 

No-( Sta rt 

YES 

1805 

Is Further 
Arbitrage 
Permitted? 

1810 

NO-• Generate Negative 
Authentication 

055 

Send Authentication 
Result to Vendor 

Contact User: 
Request Additional 
.Authentication and 
Offer Insurance 

Has User 
Provided 
Additional 

Data? 

1825 

1820 

YES 
r 1015 

Send New • 
(Authentication Data to 

uthentication Engine 

1850 

Wait for Response •NO 
Period to Expire 

NO 

,-1840 

FIG. 18 

1830 

Contact Vendor: 
Confirm Required 
Trust Level and 
Offer Insurance 

1835 

Has Vendor 
Adjusted Required 

Trust Level? 

YES 730 

(Compare \ Authentication 
Confidence Level and 

uired Trust Leve 

Adjust 
Authentication 

Confidence Level 
and Required 

Trust Level Based 
on Insurance 
Purchased 

1845 

EX1009, Page 298



Replacement Sheet 

L-
0 

LO 

0 
UL 

a• 

03 
w 

(D LO C*11 N Ce) 
all M M 
I-- T--- r 

G
e
n
e
r
a
t
e
 C
o
n
t
r
a
s
 •<D 

D 

o 

U• 

L)Q 
Ora) 

r a) .E 
oo•M 
U C- an 
aw 

0 

ap • 

CD ._ 
c• 

•L 

•a 

T 

Tr
ea

t 
E
n
g
i
n
e
 

E 
0 
U-

a 0 
-0 .= 
M 

a? • 

a? • CL 

C 

0 

a• 

LO C) 
LO 
M M 

C 

0 

yak 

>4 0 r 

C aw 
>a 

01; 0 

>• 
Ma_ 

_a 0 

a 
0 a 

LU 

LZAZ 

0 
L U m 

M -0 

C7 

> U. 

•ro 

C) L 
•D a 

0 • 
E 

L 
0 

- ̂o 

a• 

0  

r_ 
0 

(a LO 

,\•- v I\-  `\• 

0 
U —100 

0 

a•a • 

0 

0 

0  

Ow 

• 

EX1009, Page 299



Replacement Sheet 

  2©00 
User System ( Application 

2010 

Capi 

SPM -- Software 
Library 

2015 

(-2020 

SPIN — Driver 

1 
Cryptographic 

SPIN 

203 J 0 

Hardware [device 
2025 

x 125 

Communication Link 

110 

Trust Engine 

FIG. 20 

EX1009, Page 300



Replacement Sheet 

Encrypt 

Generate 
session 

master key 

Access 
session 
master 
key  

Parse 

Encrypted 
data 

share 1 

Session 
key 

share 1 

/ data to be / 
parsed  

RC4 
Encryption 
with session 
Master key 

 10. 
Split data 

according to 
session key 

Encrypted 
data 

share 2 

Session 
key 

share 2 

Generate 
share 1 key 

Encr,pt 
Pieces  

Encrypt share 
1 data with 

share 
1 key 

v 

Generate 
share 2 key 

Encrypt share 
2 data with 

share 
2 key 

Encrypted 
share 1 (data 
session key)  

Obfuscate 

/ Key n 

Access 
Parser 
Master 
key 

Session 
key to be 
secured 

Split Session 
key according 

to Parser 
Master key 

Encrypted 
data 

share 3 

Session 
key 

share 3 

Generate 
share 3 key 

Encrypt share 
3 data with 

share 
3 key 

Encrypted ession 
data key 

share n share n, 

v 

Generate 
share n key 

Encrypt share 
n data with 

share 
n key 

Encrypted / Key 2 
share 3 (data/   
session key) J 

Encrypted / Key 1 / 
share 2 (data 1   
session key)  

FIG. 21 

Encrypted share 
n (data 1 session 

key) 

Key 3 

EX1009, Page 301



Replacement Sheet 

/Data to be parsed 

Encrypt 
a  

Generate 
session 

master key 

Access session 
master key 

Parse 

Encrypted Trans 
data ID 

share 1 share 1 

Generate 
share 1 
key 

Encrypt  
Pieces  

V-
Encrypt 
share 1 
data with 
share 1 
key 

RC4 
Encryption 

with session 
Master key 

Session key 
to be secured 

Session key 
management 

Split data 
according to 
session key 

Store 
transaction 
ID; l Session 

Key 

Access 
parser   

master key 

Encrypted Trans Encrypted Trans 
data ID data ID 

share 2 share 2 share 3 share 3 

Generate 
share 2 
key 

v 
Encrypt 
share 2 
data with 
share 2 
key 

/Encrypted / 
share 1 

•data/trans ID)/ 

Obfuscate 

Y / 1 

Generate 
share 3 
key 

Encrypt 
share 3 
data with 
share 3 
key 

`Encrypted ! Key 
/ share 3 /  
(data/trans ID)/ 

Encrypted Key / 
share 2 

(data/trans ID) 

FIG. 22 

Generate 
Transaction 

ID 

♦ 
Split transaction 
ID according to 
Parser Master 

ke. 

Encrypted 
data 

share n 

Trans 
ID 

share n 

T 

Generate 
share n 
key 

Encrypt 
share n 
data with 
share n 
key 

Encrypted 
share n 

(dataltrans ID 

y 

EX1009, Page 302



Replacement Sheet 

/Data to be parsed/ 

Access 
Parser 

master ke 
Generate 
Session 
Master 
key 

Intermediary 
Key ( Parser 
Master XOR 
Session 
Master 

Encrypt  

Access 
Intermediary   

key 

Encrypt data 
with 

Intermediary 
key 

v 

Session 
Master key 

to be secured 

"'Session key 
management 

Store 
transaction 
ID; / Session 

Key 

Generate 
Transaction 

ID 

Split data 
according to 
Intermediary 

key 

Access 
Parser 

Master key 

Split transaction 
ID according to 
Parser Master 

key 

Parse. • 
Encrypted 

data 
share 1 

Trans 
ID 

share 1 

Encrypted 
data 

share 2 

Trans 
ID 

share 2 

Generate 
share 1 
key 

Encrypt 
Pieces 

Encrypt' 
share 1 
data with 
share 1 
key 

Generate 
share 2 
key 

Encrypt 
share 2 
data with 
share 2 
key 

1 
Encrypted / Key / 
share 1 1 n  

(dataltrans ID), 

Obfuscate 

Encrypted 
data 

share 3 

Trans 
ID 

share 3 

Generate 
share 3 
key 

Encrypt 
share 3 
data with 
share 3 
key 

Encrypted 
data 

share n 

Trans 
ID 

share n 

l  
Encrypted Key / 
share 3 

(dataitrarls ID) 

/Encrypted K1 y / 
share 2 

/(data/trans ID) 

FIG. 23 

Generate 
share n 
key 

Encrypt 
share n 
data with 
share n 
key 

Encrypted 
share n 

(data/trans ID) 

ey 

EX1009, Page 303



Replacement Sheet 

/Data  to be parsed/ 

Access 
Parser 

master ke 

Intermediary 
Key ( Parser 
Master XQR 
Session 
Master) 

Generate 
Session 
Master 
key 

Access 
Intermediary 

key 

Trans 
ID 

share 1 

Trans 
ID 

share 2 

Trans 
ID 

share 3 

Encrypted 
data 

share 1 

 10, 
Encrypt  

♦ 

Encrypt data 
with 

Intermediary 
key 

♦ 

Session 
Master key 

to be secured 

1/7 
Session key 
management 

Stare 
transaction 
ID: 1 Session 

Key 

Generate 
Transaction 

ID 

Split data 
according to 
Intermediary 

key 

Encrypted 
data 

share 2 

Generate 
share 1 
key 

Encrypt 
Pieces 

Encrypt' 
share 1 
data with 
share 1 
key 

Generate 
share 2 
key 

Encrypt 
share 2 
data with 
share 2 
key 

Encrypted f Key 
share 1 / n  

(data/trans I©} f 

Obfuscate 

Access 
Parser 

Master key, 

Encrypted 
data 

share 3 

Split transaction 
ID according to 
Parser Master 

key 

Generate 
share 3 
key 

Encrypt 
share 3 
data with 
share 3 
key 

Encrypted Ke y 
share 3 

(data/trans IDV 

Encrypted 
data 

share n 

Trans 
ID 

share n 

♦ 

Generate 
share n 
key 

Encrypt 
share n 
data with 
share n 
key 

v  
Encrypted K1 y J Encryp 

/share 2 ha ted f Key /  /n 
(data/trans ID)` /(dsatai•t(rans ID) V 

FIG. 24 

EX1009, Page 304



Replacement Sheet 

C
E
O
 

C
F
O
 

A
P
 

V
P
 

Ma
rk
et
in
g 

N
e
t
w
o
r
k
 

M
a
n
a
g
e
r
 

Ma
rk
et
in
g 

Di
re
ct
or
 

A
d
m
i
n
.
 

Ex
ec
ut
iv
e 
G
r
o
u
p
 

Se
ni
or
 S
ta

ff
 G
r
o
u
p
 

\I—  
•V 

St
af

f 

V 

—T— 

Ex
ec
ut
iv
e 

Se
ni
or
 S
ta
ff
 

s• 

F
i
n
a
n
c
e
 

Ge
ne

ra
l 

EX1009, Page 305



Replacement Sheet 

2500 

Storage Area 

2502 

Portion of 
Parsed Data 

2508 

2504 

Token 
25€5 

Portion of 
Parsed Data 

FIG. 26 

EX1009, Page 306



Replacement Sheet 

2600 
C 

Existing System 

2662 
C 

Parser 

Storage 
Device 

Storage 
Device 

Storage 
Device 

(2604 (2604 {2604 

FIG. 27 

EX1009, Page 307



Replacement Sheet 

Recipient 

Parser 

Massage 

Sender 

2710 

2706 

2708 

2706 

2 702 2 700 

2704 
J 

FIG. 28 

EX1009, Page 308



Replacement Sheet 

Recipient 

Network 

2810 

2806 

2806 

Parser 

Message 

Sender 

2808 

2800 
2802 

280€ 
J 

FIG. 29 

EX1009, Page 309



Replacement Sheet 

C 

t3 

Ex
te
rn
al
 C
al
ls
 

Ct 
CD 

C Co 

Sp
li

t 
S
h
a
r
e
s
 B
uf
fe
rs
 

\ J 

\` ̂  J 

Co 
0 
0 

CIq co 
sD Cs CD 
CIO Co Co 

0 

E 
Z 

ow 0 

Co r, 
CD 0 
CD 
Co 

S
e
c
u
r
e
 D
at

a 
Pa

rs
er

 C
a
r
e
 

0 0 0 
CL E 

00 •'' w o CD 

CD 0 r- r CD 
w c M M •• 
W — J 

H
a
s
h
 A
lg
or
it
hm
 

CD " •• 
C) MM 
Co 0 

\ J 

EX1009, Page 310



Replacement Sheet 

ca
ti

on
 L
a
y
e
r
 

C) 
CO 

/
W
r
a
p
p
e
r
 L
a
y
e
r
 

CL 

Q 

r 
M 

0 t• 
r 
o 

0 

E 0  

a0 P 

0 

0 

E 

E to 

LL. 

E
x
t
e
r
m
 

r 
CL C _ 

ow 0 

,>1  > s o 
IA  rn N.0 

€U 

0 

•• 

tES 1 6 •- 

E 
0 'tss 

z 

E LL 
0 

Cu D
a
s
h
 A
lg
or
it
hm
 

V V V V V• 

CO 

0 P 
E ass 

C E CL 
wo 

0 
0 

E 

0 
2 

•s • 

C 
CD 
EE 
c • 
(D p 

e0  

L-
M 

M CII) 

r• 

CL 

CD 
M 

C  
1A  

C 

S
e
d
e
r
s
 D
at

a 
Pa

rs
er

 C
o
r
e
 

0 
CD 

a• 

r • 'IN 
a)0 

C;,) 
CD 
C) 

EX1009, Page 311



Replacement Sheet 

Re
ad
 /
 S
el
ec
t 

I 
R
e
c
e
i
v
e
 

CO 
N 
M 

CO 

0 
r CD r 

ow 
•0 Q 
E a ER 
0 M a =  C.-

0 LL 

Ex
te
rn
al
 C
al
ls
 

.• 0 
E 
= 0  
z 0 
E 
0 

• ZK• 

V V V V V 

CD 

o$ 

M0 

G
e
t
 s
h
a
r
e
 l
oc

at
io

n 

a 

° 0 

c• 
Co 

T-
CD 
CO /-0 s-

•a 

s• 

CD 
CD 
CO 

(' 
0 

C • 

r 

r 

wo 

s• 
C3 

EX1009, Page 312



Replacement Sheet 

2 

\ 

\ 

\ 
in--'IN 

► 04 t-- Cq 

a 

• (v --/ 
04 

00) CD 

 ON. 

04 Cv 

M 

 01. 
M 

IRRt CN 

C) 
Co 0 

Cn 
• .0 

LL 0 Cn 

CN Co I-T- I-N 
T-CN 

Iw 
0( Cn 

M 
0 

0C CO 

EX1009, Page 313



Replacement Sheet 

= w . 
0•Co 

CL M 
Cn 

\ 
r• 

CV 

0 • 

•(D 
•M 
0 • 

T- 10 

C 
r• CM 

P 
Cq 

Ir-

• = Y 

LL 0 
U) 

N 
CN 

4-

EX1009, Page 314



Replacement Sheet 

U.0 

a• 

EX1009, Page 315



UNITED STATES PATENT AND TRADEMARK OFFIGE 
UNITED STATES DEPARTMENT OF COMMERCE 
United States Patent and Trademark Office 
Address. COMMISSIONER FOR PATENTS 

PO_ Box 1450 
Alexandria, P, gn.a 22313-1450 
wwu.-pt..p, 

FILING or  NUMBER APPLICATION I 371(c) ATE I GRUNIT T I FIE FEE RECD 
13/371,361 

ATTY.DOCKET.NO ITOT CLAIMS  IND CLAIMS 
02/10/2012 2827 

1473 
ROPES & GRAY LLP 
PATENT DOCKETING 39/361 
1211 AVENUE OF THE AMERICAS 
NEW YORK, NY 10036-8704 

2590 104093-0002-104 27 3 

CONFIRMATION NO. 7108 

UPDATED FILING RECEIPT 

111 1111 
000000005335 772 

Date Mailed: 03/28/2012 

Receipt is acknowledged of this non-provisional patent application. The application will be taken up for examination 
in due course. Applicant will be notified as to the results of the examination. Any correspondence concerning the 
application must include the following identification information: the U.S. APPLICATION NUMBER, FILING DATE, 
NAME OF APPLICANT, and TITLE OF INVENTION. Fees transmitted by check or draft are subject to collection. 
Please verify the accuracy of the data presented on this receipt. If an error is noted on this Filing Receipt, please 
submit a written request for a Filing Receipt Correction. Please provide a copy of this Filing Receipt with the 
changes noted thereon. If you received a "Notice to File Missing Parts" for this application, please submit 
any corrections to this Filing Receipt with your reply to the Notice. When the USPTO processes the reply 
to the Notice, the USPTO will generate another Filing Receipt incorporating the requested corrections 

Applicant(s) 
Rick L. Orsini, Flower Mound, TX; 
Mark S. O'Hare, Coto De Caza, CA; 
Roger Davenport, Campbell, TX; 
Steven Winick, Roslyn Heights, NY; 

Assignment For Published Patent Application 
Security First Corp., Rancho Santa Margarita, CA 

Power of Attorney: The patent practitioners associated with Customer Number 1473  

Domestic Priority data as claimed by applicant 
This application is a CON of 11/258,839 10/25/2005 
which claims benefit of 60/718,185 09/16/2005 
and claims benefit of 60/622,146 10/25/2004 

Foreign Applications (You may be eligible to benefit from the Patent Prosecution Highway program at the 
USPTO. Please see http://www.uspto.gov for more information.) 

If Required, Foreign Filing License Granted: 02/28/2012 

The country code and number of your priority application, to be used for filing abroad under the Paris Convention, 

is US 13/371,361 

Projected Publication Date: 07/05/2012 

Non-Publication Request: No 

Early Publication Request: No 
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Title 

SECURE DATA PARSER METHOD AND SYSTEM 

Preliminary Class 

365 

PROTECTING YOUR INVENTION OUTSIDE THE UNITED STATES 

Since the rights granted by a U.S. patent extend only throughout the territory of the United States and have no 
effect in a foreign country, an inventor who wishes patent protection in another country must apply for a patent 
in a specific country or in regional patent offices. Applicants may wish to consider the filing of an international 
application under the Patent Cooperation Treaty (PCT). An international (PCT) application generally has the same 
effect as a regular national patent application in each PCT-member country. The PCT process simplifies the filing 
of patent applications on the same invention in member countries, but does not result in a grant of "an international 
patent" and does not eliminate the need of applicants to file additional documents and fees in countries where patent 
protection is desired. 

Almost every country has its own patent law, and a person desiring a patent in a particular country must make an 
application for patent in that country in accordance with its particular laws. Since the laws of many countries differ 
in various respects from the patent law of the United States, applicants are advised to seek guidance from specific 
foreign countries to ensure that patent rights are not lost prematurely. 

Applicants also are advised that in the case of inventions made in the United States, the Director of the USPTO must 
issue a license before applicants can apply for a patent in a foreign country. The filing of a U.S. patent application 
serves as a request for a foreign filing license. The application's filing receipt contains further information and 
guidance as to the status of applicant's license for foreign filing. 

Applicants may wish to consult the USPTO booklet, "General Information Concerning Patents" (specifically, the 
section entitled "Treaties and Foreign Patents") for more information on timeframes and deadlines for filing foreign 
patent applications. The guide is available either by contacting the USPTO Contact Center at 800-786-9199, or it 
can be viewed on the USPTO website at http://www.uspto.gov/web/offices/pac/doc/general/index.html. 

For information on preventing theft of your intellectual property (patents, trademarks and copyrights), you may wish 
to consult the U.S. Government website, http://www.stopfakes.gov. Part of a Department of Commerce initiative, 
this website includes self-help "toolkits" giving innovators guidance on how to protect intellectual property in specific 
countries such as China, Korea and Mexico. For questions regarding patent enforcement issues, applicants may 
call the U.S. Government hotline at 1-866-999-HALT (1-866-999-4158). 

LICENSE FOR FOREIGN FILING UNDER 

Title 35, United States Code, Section 184 

Title 37, Code of Federal Regulations, 5.11 & 5.15 

GRANTED 

The applicant has been granted a license under 35 U.S.C. 184, if the phrase "IF REQUIRED, FOREIGN FILING 
LICENSE GRANTED" followed by a date appears on this form. Such licenses are issued in all applications where 
the conditions for issuance of a license have been met, regardless of whether or not a license may be required as 
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set forth in 37 CFR 5.15. The scope and limitations of this license are set forth in 37 CFR 5.15(a) unless an earlier 
license has been issued under 37 CFR 5.15(b). The license is subject to revocation upon written notification. The 
date indicated is the effective date of the license, unless an earlier license of similar scope has been granted under 
37 CFR 5.13 or 5.14. 

This license is to be retained by the licensee and may be used at any time on or after the effective date thereof unless 
it is revoked. This license is automatically transferred to any related applications(s) filed under 37 CFR 1.53(d). This 
license is not retroactive. 

The grant of a license does not in any way lessen the responsibility of a licensee for the security of the subject matter 
as imposed by any Government contract or the provisions of existing laws relating to espionage and the national 
security or the export of technical data. Licensees should apprise themselves of current regulations especially with 
respect to certain countries, of other agencies, particularly the Office of Defense Trade Controls, Department of 
State (with respect to Arms, Munitions and Implements of War (22 CFR 121-128)); the Bureau of Industry and 
Security, Department of Commerce ( 15 CFR parts 730-774); the Office of Foreign AssetsControl, Department of 
Treasury (31 CFR Parts 500+) and the Department of Energy. 

NOT GRANTED 

No license under 35 U.S.C. 184 has been granted at this time, if the phrase " IF REQUIRED, FOREIGN FILING 
LICENSE GRANTED" DOES NOT appear on this form. Applicant may still petition for a license under 37 CFR 5.12, 
if a license is desired before the expiration of 6 months from the filing date of the application. If 6 months has lapsed 
from the filing date of this application and the licensee has not received any indication of a secrecy order under 35 
U.S.C. 181, the licensee may foreign file the application pursuant to 37 CFR 5.15(b). 

SelectUSA 

The United States represents the largest, most dynamic marketplace in the world and is an unparalleled location 
for business investment, innovation and commercialization of new technologies. The USA offers tremendous 
resources and advantages for those who invest and manufacture goods here. Through SelectUSA, our nation 

works to encourage, facilitate, and accelerate business investment. To learn more about why the USA is the best 
country in the world to develop technology, manufacture products, and grow your business, visit SelectUSA.gov. 
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PATENT APPLICATION FEE DETERMINATION RECORD 
Substitute for Form PTO-875 

Application or Docket Number 

13/371,361 

APPLICATION AS FILED - PART I 

(Column 1) (Column 2) 

FOR NUMBER FILED NUMBER EXTRA 

BASIC FEE 
(37 CFR 1.16(a), ( b), or ( c)) N/A N/A 

SEARCH FEE 
(37 CFR 1.16(k), (i), or ( m)) N/A N/A 

EXAMINATION FEE 
(37 CFR 1.16(o), ( p), or ( q)) N/A N/A 

TOTAL CLAIMS 
(37 CFR 1.16(i)) 27 minus 20= 

7 

INDEPENDENT CLAIMS 
(37 CFR 1.16(h)) 

3 minus 3 = 

APPLICATION SIZE 
FEE 
(37 CFR 1.16(s)) 

If the specification and drawings exceed 100 
sheets of paper, the application size fee due is 
$310 ($155 for small entity) for each additional 
50 sheets or fraction thereof. See 35 U.S.C. 
41(a)(1)(G) and 37 CFR 1.16(s). 

MULTIPLE DEPENDENT CLAIM PRESENT (37 CFR 1.160)) 

If the difference in column 1 is less than zero, enter "0" in column 2. 

APPLICATION AS AMENDED - PART II 

(Column 1) (Column 2) (Column 3) 
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N
D
M
E
N
T
A
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REMAINING 
AFTER 

AMENDMENT 
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NUMBER 
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Total 
(37 CFR 1.16(1)) 

Minus _ 

Independent 
(37 CFR 1.16(h)) 

Minus 

Application Size Fee (37 CFR 1.16(s)) 

FIRST PRESENTATION OF MULTIPLE DEPENDENT CLAIM (37 CFR 1.16(j)) 
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PAID FOR 
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Total 
(37 CFR 1.16(1)) 

" Minus *" _ 

Independent 
(37 CFR 1.16(h)) 

Minus '"' _ 

Application Size Fee (37 CFR 1.16(s)) 

FIRST PRESENTATION OF MULTIPLE DEPENDENT CLAIM (37 CFR 1.16(j)) 

OTHER THAN 

SMALL ENTITY OR SMALL ENTITY 

RATE($) FEE($) 

N/A 

N/A 

N/A 

TOTAL 

OR 

RATE($) FEE($) 

N/A 380 

N/A 620 

N/A 250 

x 60 = 420 

x 250 = 0.00 

620 

0.00 
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If the " Highest Number Previously Paid For" IN THIS SPACE is less than 3, enter "3". 
The " Highest Number Previously Paid For" (Total or Independent) is the highest found in the appropriate box in column 1. 
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UNITED STATES PATENT AND TRADEMARK OFFICE 
UNITED STATES DEPARTMENT OF COMMERCE 
United States Patent and Trademark Office 
Address: COMMISSIONER FOR PATENTS 

P.O. Box 1450 
Alexandria, Virginia 22313-1450 
www.aspto.gov 

APPLICATION NO. FILING DATE FIRST NAMED INVENTOR ATTORNEY DOCKET NO. CONFIRMATION NO. 

13/371,361 02/10/2012 

1473 7590 

ROPES & GRAY LLP 
PATENT DOCKETING 39/361 
1211 AVENUE OF THE AMERICAS 
NEW YORK, NY 10036-8704 

04/25/2012 

Rick L. Orsini 104093-0002-104 7108 

EXAMINER 

SHIFERAW, ELENI A 

ART UNIT PAPER NUMBER 

2437 

NOTIFICATION DATE DELIVERY MODE 

04/25/2012 ELECTRONIC 

Please find below and/or attached an Office communication concerning this application or proceeding. 

The time period for reply, if any, is set in the attached communication. 

Notice of the Office communication was sent electronically on above-indicated "Notification Date" to the 
following e-mail address(es): 

USPatentMail@ropesgray.com 
USPatentMail2@ropesgray.com 

PTOL-90A (Rev. 04/07) 
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Doc Code: TRACK1.GRANT 

Decision Granting Request for 
Prioritized Examination 
(Track I or After RCE) 

Application No.: 13/371361 

1. THE REQUEST FILED 02/10/12 IS GRANTED. 

The above-identified application has met the requirements for prioritized examination 
A. ® for an original nonprovisional application (Track 1). 
B. ❑ for an application undergoing continued examination (RCE). 

2. The above-identified application will undergo prioritized examination. The application will be 
accorded special status throughout its entire course of prosecution until one of the following occurs: 

A. filing a petition for extension of time to extend the time period for filing a reply; 

B. filing an amendment to amend the application to contain more than four independent 

claims, more than thirty total claims, or a multiple dependent claim; 

C. filing a request for continued examination; 

D. filing a notice of appeal; 

E. filing a request for suspension of action; 

F. mailing of a notice of allowance; 

G. mailing of a final Office action; 

H. completion of examination as defined in 37 CFR 41.102; or 

I. abandonment of the application. 

Telephone inquiries with regard to this decision should be directed to Tod Swann at 571-272-3612. In his 
absence, calls may be directed to Kim Vu, 571-272-3859. 

/Tod Swann/ MQAS 
[Signature] (Title) 

U.S. Patent and Trademark Office 
PTO-2298 (Rev. 02-2012) 
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Alexandria, Virginia 22313-1450 
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APPLICATION NO. FILING DATE FIRST NAMED INVENTOR ATTORNEY DOCKET NO. CONFIRMATION NO. 
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1473 7590 

ROPES & GRAY LLP 
PA 1'LNT DOCKETING 39/361 
1211 AVENUE OF THE AMERICAS 
NEW YORK, NY 10036-8704 
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Rick L. Orsini 104093-0002-104 7108 

EXAMINER 

SMITHERS, MATTHEW 

ART UNIT PAPER NUMBER 

2437 

NOTIFICATION DATE DELIVERY MODE 

06/11/2012 ELECTRONIC 

Please find below and/or attached an Office communication concerning this application or proceeding. 

The time period for reply, if any, is set in the attached communication. 

Notice of the Office communication was sent electronically on above-indicated "Notification Date" to the 
following e-mail address(es): 

USPatentMail@ropesgray.com 
USPatentMail2@ropesgray.com 
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Application No. Applicant(s) 

ORSINI ET AL. 

Office Action Summary 
13/371,361 

Examiner 

MATTHEW SMITHERS 

Art Unit 

2437 

-- The MAILING DATE of this communication appears on the cover sheet with the correspondence address --
Period for Reply 

A SHORTENED STATUTORY PERIOD FOR REPLY IS SET TO EXPIRE 3 MONTH(S) OR THIRTY (30) DAYS, 
WHICHEVER IS LONGER, FROM THE MAILING DATE OF THIS COMMUNICATION. 

Extensions of time maybe available under the provisions of 37 CFR 1.136(a). In no event, however, may a reply be timely filed 
after SIX (6) MONTHS from the mailing date of this communication. 
If NO period for reply is specified above, the maximum statutory period will apply and will expire SIX (6) MONTHS from the mailing date of this communication. 
Failure to reply within the set or extended period for reply will, by statute, cause the application to become ABANDONED (35 U.S.C. § 133). 
Any reply received by the Office later than three months after the mailing date of this communication, even if timely filed, may reduce any 
earned patent term adjustment. See 37 CFR 1.704(b). 

Status 

1)® Responsive to communication(s) filed on  10 February 2012. 

2a)❑ This action is FINAL. 2b)® This action is non-final. 

3)❑ An election was made by the applicant in response to a restriction requirement set forth during the interview on 

the restriction requirement and election have been incorporated into this action. 

4)❑ Since this application is in condition for allowance except for formal matters, prosecution as to the merits is 

closed in accordance with the practice under Ex parte Quayle, 1935 C.D. 11, 453 O.G. 213. 

Disposition of Claims 

5)® Claim(s) 1-27 is/are pending in the application. 

5a) Of the above claim(s) is/are withdrawn from consideration. 

6)❑ Claim(s) is/are allowed. 

7)® Claim(s) 1-27is/are rejected. 

8)❑ Claim(s) is/are objected to. 

9)❑ Claim(s) are subject to restriction and/or election requirement. 

Application Papers 

10)❑ The specification is objected to by the Examiner. 

11)® The drawing(s) filed on  10 February2012 is/are: a)® accepted or b)❑ objected to by the Examiner. 

Applicant may not request that any objection to the drawing(s) be held in abeyance. See 37 CFR 1.85(a). 

Replacement drawing sheet(s) including the correction is required if the drawing(s) is objected to. See 37 CFR 1.121(d). 

12)❑ The oath or declaration is objected to by the Examiner. Note the attached Office Action or form PTO-152. 

Priority under 35 U.S.C. 119 

13)❑ Acknowledgment is made of a claim for foreign priority under 35 U.S.C. § 119(a)-(d) or (f). 

a)❑ All b)❑ Some * c)❑ None of: 

1.❑ Certified copies of the priority documents have been received. 

2. r_1 Certified copies of the priority documents have been received in Application No. 

3. r_1 Copies of the certified copies of the priority documents have been received in this National Stage 

application from the International Bureau (PCT Rule 17.2(a)). 

See the attached detailed Office action for a list of the certified copies not received. 

Attachment(s) 

1) ® Notice of References Cited ( PTO-892) 

2) ❑ Notice of Draftsperson's Patent Drawing Review (PTO-948) 

3) ® Information Disclosure Statement(s) (PTO/SB/08) 
Paper No(s)/Mail Date 2129/12. 

4) ❑ Interview Summary (PTO-413) 
Paper No(s)/Mail Date. 

5) ❑ Notice of Informal Patent Application 

6) ❑ Other:  

U.S. Patent and Trademark Office 
PTOL-326 ( Rev. 03-11) Office Action Summary Part of Paper No./Mail Date 20120601 

EX1009, Page 323



Application/Control Number: 13/371,361 Page 2 

Art Unit: 2437 

DETAILED ACTION 

Information Disclosure Statement 

The information disclosure statement filed February 29, 2012 has been placed in 

the application file and the information referred to therein has been considered as to the 

merits. 

Claim Rejections - 35 USC § 102 

The following is a quotation of the appropriate paragraphs of 35 U.S.C. 102 that 

form the basis for the rejections under this section made in this Office action: 

A person shall be entitled to a patent unless — 

(e) the invention was described in ( 1) an application for patent, published under section 122(b), by 
another filed in the United States before the invention by the applicant for patent or (2) a patent 
granted on an application for patent by another filed in the United States before the invention by the 
applicant for patent, except that an international application filed under the treaty defined in section 
351(a) shall have the effects for purposes of this subsection of an application filed in the United States 
only if the international application designated the United States and was published under Article 21(2) 
of such treaty in the English language. 

Claims 1-25 are rejected under 35 U.S.C. 102(e) as being anticipated by US 

7,391,865 granted to Orsini et al. 

The applied reference has a common assignee with the instant application. 

Based upon the earlier effective U.S. filing date of the reference, it constitutes prior art 

under 35 U.S.C. 102(e). This rejection under 35 U.S.C. 102(e) might be overcome 

either by a showing under 37 CFR 1.132 that any invention disclosed but not claimed in 

the reference was derived from the inventor of this application and is thus not the 

invention "by another," or by an appropriate showing under 37 CFR 1.131. 
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Application/Control Number: 13/371,361 Page 3 

Art Unit: 2437 

Regarding claim 1, Orsini meets the claimed limitations as follows: 

"A method for securing a data set, the method steps implemented by a programmed 

computer system, the method steps comprising: 

creating integrity information using the data set; encrypting the data set based on an 

encryption key to produce an encrypted data set; generating data splitting information, 

wherein the data splitting information is usable to determine into which of a plurality of 

shares of data a unit of data of the encrypted data set will be placed; separating the 

encrypted data set into the plurality of shares based on the data splitting information; 

including in the plurality of shares data indicative of (a) the encryption key and (b) the 

integrity information; and causing the plurality of shares to be stored in respective 

separate storage locations; wherein the data set is restorable by accessing less 

than all, but at least a threshold number of, the plurality of shares." see Abstract; column 

16, line 59 to column 20, line 46 (... As shown in FIG. 6, the cryptographic engine 

comprises a data splitting module and a data assembling module ...The cryptographic 

engine also comprises a cryptographic handling module ... the cryptographic handling 

module may perform data comparisons, data parsing, data splitting, data separating, 

data hashing, data encryption or decryption, digital signature verification, ...); column 

28, lines 29-61 ( FIG. 11 illustrates a data flow of a signing process ... the signing 

process advantageously ensures that the contract signed by the user is identical to the 

contract supplied by the vendor...); column 51, line 42 to column 55, line 12; and 

Figures 6, 7, 11 and 21-24. The digital signature is being equated to the integrity 

information. 
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Application/Control Number: 13/371,361 Page 4 

Art Unit: 2437 

Regarding claim 2, Orsini meets the claimed limitations as follows: 

"The method of claim 1, wherein the step of separating the encrypted data set 

comprises using a deterministic technique." see column 16, line 59 to column 20, line 

46; column 28, lines 29-61; column 51, line 42 to column 55, line 12; and Figures 6, 7, 

11 and 21-24. 

Regarding claim 3, Orsini meets the claimed limitations as follows: 

"The method of claim 1, wherein the step of separating the encrypted data set 

comprises using a substantially random technique." see column 16, line 59 to column 

20, line 46; column 28, lines 29-61; column 51, line 42 to column 55, line 12; and 

Figures 6, 7, 11 and 21-24. 

Regarding claim 4, Orsini meets the claimed limitations as follows: 

"The method of claim 1, further comprising causing a plurality of data units in each of 

the shares to be rearranged relative to one another after the separating step." see 

column 16, line 59 to column 20, line 46; column 28, lines 29-61; column 51, line 42 to 

column 55, line 12; and Figures 6, 7, 11 and 21-24. 

Regarding claim 5, Orsini meets the claimed limitations as follows: 

"The method of claim 1, wherein the step of separating the encrypted data into the 

plurality of shares comprises causing the plurality of shares to have a substantially 

randomly distribution of the encrypted data set." see column 16, line 59 to column 20, 

line 46; column 28, lines 29-61; column 51, line 42 to column 55, line 12; and Figures 6, 

7, 11 and 21-24. 

Regarding claim 6, Orsini meets the claimed limitations as follows: 
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Application/Control Number: 13/371,361 Page 5 

Art Unit: 2437 

"The method of claim 1, wherein the data indicative of the encryption key comprises 

data created using a Shamir algorithm." see column 16, line 59 to column 20, line 46; 

column 28, lines 29-61; column 51, line 42 to column 55, line 12; and Figures 6, 7, 11 

and 21-24. 

Regarding claim 7, Orsini meets the claimed limitations as follows: 

"The method of claim 1, wherein the step of including data indicative of the encryption 

key comprises: 

encrypting the encryption key with a second key; and including in the plurality of shares 

data indicative of the encrypted encryption key." see column 16, line 59 to column 20, 

line 46; column 28, lines 29-61; column 51, line 42 to column 55, line 12; and Figures 6, 

7, 11 and 21-24. 

Regarding claim 8, Orsini meets the claimed limitations as follows: 

"The method of claim 7 further comprising the method step of storing the second key 

outside of the plurality of shares, wherein the data set is restorable by accessing less 

than all, but at least a threshold number of, the plurality of shares, and the second key." 

see column 16, line 59 to column 20, line 46; column 28, lines 29-61; column 51, line 42 

to column 55, line 12; and Figures 6, 7, 11 and 21-24. 

Regarding claim 9, Orsini meets the claimed limitations as follows: 

"The method of claim 1, wherein the step of storing the shares in respective separate 

storage locations comprises storing the shares on at least two separate storage 

devices." see column 16, line 59 to column 20, line 46; column 28, lines 29-61; column 

51, line 42 to column 55, line 12; and Figures 6, 7, 11 and 21-24. 
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Application/Control Number: 13/371,361 Page 6 

Art Unit: 2437 

Claims 10-18 are non-transitory computer readable medium claims that are 

substantially equivalent to method claims 1-9. Therefore, claims 10-18 are rejected by a 

similar rationale. 

Claims 19-27 are system claims that are substantially equivalent to method claims 1-9. 

Therefore, claims 19-27 are rejected by a similar rationale. 

Conclusion 

The prior art made of record and not relied upon is considered pertinent to 

applicant's disclosure. 

A. Redlich et al (US 7,349,987) discloses a data security system with parsing 

techniques. 

B. Chan (US 5,150,407) discloses a device for secure data storage. 

C. Schnitzer et al., "Secured Storage Using a SecureParser", discloses a method 

for ensuring data integrity through secure storage of data. 

Any inquiry concerning this communication or earlier communications from the 

examiner should be directed to MATTHEW SMITHERS whose telephone number is 

(571)272-3876. The examiner can normally be reached on Monday- Friday (8:00-4:30) 

EST. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 

supervisor, Eleni A. Shiferaw can be reached on (571) 272-3867. The fax phone 
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Application/Control Number: 13/371,361 Page 7 

Art Unit: 2437 

number for the organization where this application or proceeding is assigned is 571- 

273-8300. 

Information regarding the status of an application may be obtained from the 

Patent Application Information Retrieval (PAIR) system. Status information for 

published applications may be obtained from either Private PAIR or Public PAIR. 

Status information for unpublished applications is available through Private PAIR only. 

For more information about the PAIR system, see http://pair-direct.uspto.gov. Should 

you have questions on access to the Private PAIR system, contact the Electronic 

Business Center (EBC) at 866-217-9197 (toll-free). If you would like assistance from a 

USPTO Customer Service Representative or access to the automated information 

system, call 800-786-9199 (IN USA OR CANADA) or 571-272-1000. 

/Matthew B Smithers/ 
Primary Examiner, Art Unit 2437 
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SIMULTANEOUS STATE-BASED CRYPTOGRAPHIC SPLITTING IN A 

SECURE STORAGE APPLIANCE 

Technical Field  

5 The present disclosure relates to data storage systems, and security 

for such systems. In particular, the present disclosure relates to simultaneous state-

based cryptographic splitting in a secure storage appliance. 

Background  

Modern organizations generate and store large quantities of data. In 

10 many instances, organizations store much of their important data at a centralized 

data storage system. It is frequently important that such organizations be able to 

quickly access the data stored at the data storage system. In addition, it is frequently 

important that data stored at the data storage system be recoverable if the data is 

written to the data storage system incorrectly or if portions of the data stored at the 

15 repository is corrupted. Furthermore, it is important that data be able to be backed 

up to provide security in the event of device failure or other catastrophic event. 

The large scale data centers managed by such organizations typically 

require mass data storage structures and storage area networks that are capable of 

providing both long-term mass data storage and access capabilities for application 

20 servers using that data. Some data security measures are usually implemented in 

such large data storage networks, and are intended to ensure proper data privacy and 

prevent data corruption. Typically, data security is accomplished via encryption of 

data and/or access control to a network within which the data is stored. Data can be 

1 
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stored in one or more locations, e.g. using a redundant array of inexpensive disks 

(RAID) or other techniques. 

One example of an existing mass data storage system 10 is illustrated 

in Figure 1. As shown, an application server 12 (e.g. a database or file system 

5 provider) connects to a number of storage devices 141-14N providing mass storage of 

data to be maintained accessible to the application server via direct connection 15, 

an IP-based network 16, and a Storage Area Network 18. Each of the storage 

devices 14 can host disks 20 of various types and configurations useable to store this 

data. 

10 The physical disks 20 are made visible/accessible to the application 

server 12 by mapping those disks to addressable ports using, for example, logical 

unit numbering (LUN), internet SCSI (iSCSI), or common internet file system 

(CIFS) connection schemes. In the configuration shown, five disks are made 

available to the application server 12, bearing assigned letters I-M. Each of the 

15 assigned drive letters corresponds to a different physical disk 20 (or at least a 

different portion of a physical disk) connected to a storage device 14, and has a 

dedicated addressable port through which that disk 20 is accessible for storage and 

retrieval of data. Therefore, the application server 12 directly addresses data stored 

on the physical disks 20. 

20 A second typical data storage arrangement 30 is shown in Figure 2. 

The arrangement 30 illustrates a typical data backup configuration useable to tape-

backup files stored in a data network. The network 30 includes an application server 

32, which makes a snapshot of data 34 to send to a backup server 36. The backup 

server 36 stores the snapshot, and operates a tape management system 38 to record 

25 that snapshot to a magnetic tape 40 or other long-term storage device. 
2 
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These data storage arrangements have a number of disadvantages. 

For example, in the network 10, a number of data access vulnerabilities exist. An 

unauthorized user can steal a physical disk 20, and thereby obtain access to sensitive 

files stored on that disk. Or, the unauthorized user can exploit network 

5 vulnerabilities to observe data stored on disks 20 by monitoring the data passing in 

any of the networks 15, 16, 18 between an authorized application server 12 or other 

authorized user and the physical disk 20. The network 10 also has inherent data loss 

risks. In the network 30, physical data storage can be time consuming, and physical 

backup tapes can be subject to failure, damage, or theft. 

10 To overcome some of these disadvantages, systems have been 

introduced which duplicate and/or separate files and directories for storage across 

one or more physical disks. The files and directories are typically stored or backed 

up as a monolith, meaning that the files are logically grouped with other like data 

before being secured. Although this provides a convenient arrangement for 

15 retrieval, in that a common security construct (e.g. an encryption key or password) is 

related to all of the data, it also provides additional risk exposure if the data is 

compromised. 

For these and other reasons, improvements are desirable. 

Summary 

20 In accordance with the following disclosure, the above and other 

problems are solved by the following: 

In a first aspect, a method of managing data blocks in a secure 

storage appliance is disclosed. The method includes receiving a block of data 

associated with a volume, the volume associated with a plurality of shares stored on 

3 
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a plurality of physical storage devices, and storing the block of data in a buffer. The 

method also includes associating the block of data with a state from among a 

plurality of states, each of the states corresponding to a status of the block of data. 

The method further includes processing the block of data by performing at least one 

5 cryptographic operation on the block of data, and upon completion of processing the 

block of data, updating the state of the block of data. 

In a second aspect, a method of managing I/O requests in a secure 

storage appliance is disclosed. The method includes receiving an I/O request at the 

secure storage appliance, the I/O request associated with a volume, the volume 

10 associated with a plurality of shares stored on a plurality of physical storage devices. 

The method further includes determining whether a block of data referenced by the 

I/O request is present in a buffer. The method also includes transferring the block of 

data to a buffer and associating the block of data with a transfer state, determining 

whether the block of data in the buffer is updated, and processing the block of data. 

15 In a third aspect, a secure storage appliance is disclosed. The secure 

storage appliance includes a plurality of buffers, each buffer capable of holding a 

block of data having a state from among a plurality of states. The secure storage 

appliance also includes a programmable circuit capable of accessing the plurality of 

buffers. The programmable circuit is configured to execute program instructions to 

20 receive an I/O request, the I/O request associated with a volume, the volume 

associated with a plurality of shares stored on a plurality of physical storage devices 

communicatively connected to the secure storage appliance. The programmable 

circuit is further configured to execute program instructions to determine whether a 

block of data referenced by the I/O request is present in a buffer, transfer the block 

4 
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of data to a buffer among the plurality of buffers, determine whether the block of 

data in the buffer is updated, and process the block of data. 

In a fourth aspect, a secure storage appliance is disclosed. The secure 

storage appliance includes a plurality of buffers, each buffer capable of holding a 

5 block of data having a state selected from among a plurality of states. The secure 

storage appliance further includes a programmable circuit capable of accessing the 

plurality of buffers. The programmable circuit is configured to execute program 

instructions to receive a block of data associated with a volume, the volume 

associated with a plurality of shares stored on a plurality of physical storage devices. 

10 The programmable circuit is also configured to execute program instructions to store 

the block of data in a buffer from among the plurality of buffers and associate the 

buffer with a state corresponding to a status of the block of data. The programmable 

circuit is further configured to execute program instructions to process the block of 

data by performing at least one cryptographic operation on the block of data and 

15 update the state of the buffer upon completion of processing the block of data. 

Brief Description of the Drawings 

Figure 1 illustrates an example prior art network providing data 

storage; 

Figure 2 illustrates an example prior art network providing data 

20 backup capabilities; 

Figure 3 illustrates a data storage system according to a possible 

embodiment of the present disclosure; 

Figure 4 illustrates a data storage system according to a further 

possible embodiment of the present disclosure; 

5 
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Figure 5 illustrates a portion of a data storage system including a 

secure storage appliance, according to a possible embodiment of the present 

disclosure; 

Figure 6 illustrates a block diagram of logical components of a secure 

5 storage appliance, according to a possible embodiment of the present disclosure. 

Figure 7 illustrates a portion of a data storage system including a 

secure storage appliance, according to a further possible embodiment of the present 

disclosure; 

Figure 8 illustrates dataflow of a write operation according to a 

10 possible embodiment of the present disclosure; 

Figure 9 illustrates dataflow of a read operation according to a 

possible embodiment of the present disclosure; 

Figure 10 illustrates a further possible embodiment of a data storage 

network including redundant secure storage appliances, according to a possible 

15 embodiment of the present disclosure; 

Figure 11 illustrates incorporation of secure storage appliances in a 

portion of a data storage network, according to a possible embodiment of the present 

disclosure; 

Figure 12 illustrates an arrangement of a data storage network 

20 according to a possible embodiment of the present disclosure; 

Figure 13 illustrates a physical block structure of data to be written 

onto a physical storage device, according to aspects of the present disclosure; 

Figure 14 shows a flowchart of systems and methods for providing 

access to secure storage in a storage area network according to a possible 

25 embodiment of the present disclosure; 
6 
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Figure 15 shows a flowchart of systems and methods for reading 

block-level secured data according to a possible embodiment of the present 

disclosure; 

Figure 16 shows a flowchart of systems and methods for writing 

5 block-level secured data according to a possible embodiment of the present 

disclosure; 

Figure 17 shows a possible arrangement for providing secure storage 

data backup, according to a possible embodiment of the present disclosure; 

Figure 18 shows a possible arrangement for providing secure storage 

10 for a thin client computing network, according to a possible embodiment of the 

present disclosure; 

Figure 19 shows a state diagram for simultaneous state-based 

cryptographic splitting in a secure storage appliance, according to aspects of the 

present disclosure; 

15 Figure 20 shows a flowchart of methods and systems for 

simultaneous state-based cryptographic splitting in a secure storage appliance, 

according to aspects of the present disclosure; 

Figure 21 shows a flowchart of methods and systems for 

reconstituting data in a secure storage appliance, according to a possible aspect of 

20 the present disclosure; 

Figure 22 shows a flowchart of methods and systems for 

cryptographically splitting data in a secure storage appliance, according to a possible 

aspect of the present disclosure; 

7 
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Figure 23 shows a flowchart of methods and systems for managing 

data blocks in a secure storage appliance, according to a possible embodiment of the 

present disclosure; and 

Figure 24 shows a flowchart of methods and systems for managing 

5 I/O requests in a secure storage appliance, according to a possible embodiment of 

the present disclosure. 

Detailed Description  

Various embodiments of the present invention will be described in 

detail with reference to the drawings, wherein like reference numerals represent like 

10 parts and assemblies throughout the several views. Reference to various 

embodiments does not limit the scope of the invention, which is limited only by the 

scope of the claims attached hereto. Additionally, any examples set forth in this 

specification are not intended to be limiting and merely set forth some of the many 

possible embodiments for the claimed invention. 

15 The logical operations of the various embodiments of the disclosure 

described herein are implemented as: (1) a sequence of computer implemented steps, 

operations, or procedures running on a programmable circuit within a computer, 

and/or (2) a sequence of computer implemented steps, operations, or procedures 

running on a programmable circuit within a directory system, database, or compiler. 

20 In general the present disclosure relates to a block-level data storage 

security system. By block-level, it is intended that the data storage and security 

performed according to the present disclosure is not performed based on the size or 

arrangement of logical files (e.g. on a per-file or per-directory level), but rather that 

the data security is based on individual read and write operations related to physical 

8 
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blocks of data. In various embodiments of the present disclosure, the data managed 

by the read and write operations are split or grouped on a bitwise or other physical 

storage level. These physical storage portions of files can be stored in a number of 

separated components and encrypted. The split, encrypted data improves data 

5 security for the data "at rest" on the physical disks, regardless of the access 

vulnerabilities of physical disks storing the data. This is at least in part because the 

data cannot be recognizably reconstituted without having appropriate access and 

decryption rights to multiple, distributed disks. The access rights limitations 

provided by such a system also makes deletion of data simple, in that deletion of 

10 access rights (e.g. encryption keys) provides for effective deletion of all data related 

to those rights. 

The various embodiments of the present disclosure are applicable 

across a number of possible networks and network configurations; in certain 

embodiments, the block-level data storage security system can be implemented 

15 within a storage area network (SAN) or Network-Attached Storage (NAS) system. 

Other possible networks in which such systems can be implemented exist as well. 

In certain aspects of the present disclosure, simultaneous state-based 

processing of cryptographic splitting and reconstituting operations are provided in a 

secure storage appliance. This state-based, pipelined processing allows the secure 

20 storage appliance to perform sub-tasks as resources of the secure storage appliance 

become available for use. The secure storage appliance can therefore improve 

throughput of processed data and I/O requests related to that data, based on these 

operations. 

Referring now to Figure 3, a block diagram illustrating an example 

25 data storage system 100 is shown, according to the principles of the present 
9 
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disclosure. In the example of Figure 3, system 100 includes a set of client devices 

105A through 105N (collectively, "client devices 105"). Client devices 105 can be a 

wide variety of different types of devices. For example, client devices 105 can be 

personal computers, laptop computers, network telephones, mobile telephones, 

5 television set top boxes, network televisions, video gaming consoles, web kiosks, 

devices integrated into vehicles, mainframe computers, personal media players, 

intermediate network devices, network appliances, and other types of computing 

devices. Client devices 105 may or may not be used directly by human users. 

Client devices 105 are connected to a network 110. Network 110 

10 facilitates communication among electronic devices connected to network 110. 

Network 110 can be a wide variety of electronic communication networks. For 

example, network 110 can be a local-area network, a wide-area network (e.g., the 

Internet), an extranet, or another type of communication network. Network 110 can 

include a variety of connections, including wired and wireless connections. A 

15 variety of communications protocols can be used on network 110 including 

Ethernet, WiFi, WiMax, Transfer Control Protocol, and many other communications 

protocols. 

In addition, system 100 includes an application server 115. 

Application server 115 is connected to the network 110, which is able to facilitate 

20 communication between the client devices 105 and the application server 115. The 

application server 115 provides a service to the client devices 105 via network 110. 

For example, the application server 115 can provide a web application to the client 

devices 105. In another example, the application server 115 can provide a network-

attached storage server to the client devices 105. In another example, the application 

10 
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server 115 can provide a database access service to the client devices 105. Other 

possibilities exist as well. 

The application server 115 can be implemented in several ways. For 

example, the application server 115 can be implemented as a standalone server 

5 device, as a server blade, as an intermediate network device, as a mainframe 

computing device, as a network appliance, or as another type of computing device. 

Furthermore, it should be appreciated that the application server 115 can include a 

plurality of separate computing devices that operate like one computing device. For 

instance, the application server 115 can include an array of server blades, a network 

10 data center, or another set of separate computing devices that operate as if one 

computing device. In certain instances, the application server can be a virtualized 

application server associated with a particular group of users, as described in greater 

detail below in Figure 18. 

The application server 115 is communicatively connected to a secure 

15 storage appliance 120 that is integrated in a storage area network (SAN) 125. 

Further, the secure storage appliance 120 is communicatively connected to a 

plurality of storage devices 130A through 130N (collectively, "storage devices 

130"). Similar to the secure storage appliance 120, the storage devices 130 can be 

integrated with the SAN 125. 

20 The secure storage appliance 120 can be implemented in several 

ways. For example, the secure storage appliance 120 can be implemented as a 

standalone server device, as a server blade, as an intermediate network device, as a 

mainframe computing device, as a network appliance, or as another type of 

computing device. Furthermore, it should be appreciated that, like the application 

25 server 115, the secure storage appliance 120 can include a plurality of separate 
11 
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computing devices that operate like one computing device. In certain embodiments, 

SAN 125 may include a plurality of secure storage appliances. Each of secure 

storage appliances 214 is communicatively connected to a plurality of the storage 

devices 130. In addition, it should be appreciated that the secure storage appliance 

5 120 can be implemented on the same physical computing device as the application 

server 115. 

The application server 115 can be communicatively connected to the 

secure storage appliance 120 in a variety of ways. For example, the application 

server 115 can be communicatively connected to the secure storage appliance 120 

10 such that the application server 115 explicitly sends I/O commands to secure storage 

appliance 120. In another example, the application server 115 can be 

communicatively connected to secure storage appliance 120 such that the secure 

storage appliance 120 transparently intercepts 1/0 commands sent by the application 

server 115. On a physical level, the application server 115 and the secure storage 

15 appliance 120 can be connected via most physical interfaces that support a SCSI 

command set. Examples of such interfaces include Fibre Channel and iSCSI 

interfaces. 

The storage devices 130 can be implemented in a variety of different 

ways as well. For example, one or more of the storage devices 130 can be 

20 implemented as disk arrays, tape drives, JBODs ("just a bunch of disks"), or other 

types of electronic data storage devices. 

In various embodiments, the SAN 125 is implemented in a variety of 

ways. For example, the SAN 125 can be a local-area network, a wide-area network 

(e.g., the Internet), an extranet, or another type of electronic communication 

25 network. The SAN 125 can include a variety of connections, including wired and 
12 
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wireless connections. A variety of communications protocols can be used on the 

SAN 125 including Ethernet, WiFi, WiMax, Transfer Control Protocol, and many 

other communications protocols. In certain embodiments, the SAN 125 is a high-

bandwidth data network provided using, at least in part, an optical communication 

5 network employing Fibre Channel connections and Fibre Channel Protocol (FCP) 

data communications protocol between ports of data storage computing systems. 

The SAN 125 additionally includes an administrator device 135. The 

administrator device 135 is communicatively connected to the secure storage 

appliance 120 and optionally to the storage devices 130. The administrator device 

10 135 facilitates administrative management of the secure storage appliance 120 and to 

storage devices. For example, the administrator device 135 can provide an 

application that can transfer configuration information to the secure storage 

appliance 120 and the storage devices 130. In another example, the administrator 

device 135 can provide a directory service used to store information about the SAN 

15 125 resources and also centralize the SAN 125. 

In various embodiments, the administrator device 135 can be 

implemented in several ways. For example, the administrator device 135 can be 

implemented as a standalone computing device such as a PC or a laptop, or as 

another type of computing device. Furthermore, it should be appreciated that, like 

20 the secure storage appliance 120, the administrator device 135 can include a 

plurality of separate computing devices that operate as one computing device. 

Now referring to Figure 4, a data storage system 200 is shown 

according to a possible embodiment of the present disclosure. The data storage 

system 200 provides additional security by way of introduction of a secure storage 

13 
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appliance and related infrastructure/functionality into the data storage system 200, as 

described in the generalized example of Figure 3. 

In the embodiment shown, the data storage system 200 includes an 

application server 202, upon which a number of files and databases are stored. The 

5 application server 202 is generally one or more computing devices capable of 

connecting to a communication network and providing data and/or application 

services to one or more users (e.g. in a client-server, thin client, or local account 

model). The application server 202 is connected to a plurality of storage systems 

204. In the embodiment shown, storage systems 2041.5 are shown, and are 

10 illustrated as a variety of types of systems including direct local storage, as well as 

hosted remote storage. Each of storage systems 204 manages storage on one or 

more physical storage devices 206. The physical storage devices 206 generally 

correspond to hard disks or other long-term data storage devices. In the specific 

embodiment shown, the JBOD storage system 2041 connects to physical storage 

15 devices 2061, the NAS storage system 2042 connects to physical storage device 2062, 

the JBOD storage system 2043 connects to physical storage devices 2063.7, the 

storage system 2044 connects to physical storage devices 2068.12 , and the JBOD 

storage system 2045 connects to physical storage device 206 13 . Other arrangements 

are possible as well, and are in general a matter of design choice. 

20 In the embodiment shown, a plurality of different networks and 

communicative connections reside between the application server 202 and the 

storage systems 204. For example, the application server 202 is directly connected 

to JBOD storage system 2041 via a plurality of physical storage devices 208 (JBOD 

connection), e.g. for local storage. The application server 202 is also 

25 communicatively connected to storage systems 2042.3 via network 210, which uses 
14 
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any of a number of IP-based protocols such as Ethernet, WiFi, WiMax, Transfer 

Control Protocol, or any other of a number of communications protocols. The 

application server 202 also connects to storage systems 2044.5 via a storage area 

network (SAN) 212, which can be any of a number of types of SAN networks 

5 described in conjunction with SAN 125, above. 

A secure storage appliance 120 is connected between the application 

server 202 and a plurality of the storage systems 204. The secure storage appliance 

120 can connect to dedicated storage systems (e.g. the JBOD storage system 2045 in 

Figure 4), or to storage systems connected both directly through the SAN 212, and 

10 via the secure storage appliance 120 (e.g. the JBOD storage system 2043 and storage 

system 2044). Additionally, the secure storage appliance 120 can connect to systems 

connected via the network 210 (e.g. the JBOD storage system 2043). Other 

arrangements are possible as well. In instances where the secure storage appliance 

120 is connected to one of storage systems 204, one or more of the physical storage 

15 devices 206 managed by the corresponding system is secured by way of data 

processing by the secure storage appliance. In the embodiment shown, the physical 

storage devices 2063.7, 206 10.13 are secured physical storage devices, meaning that 

these devices contain data managed by the secure storage appliance 120, as 

explained in further detail below. 

20 Generally, inclusion of the secure storage appliance 120 within the 

data storage system 200 may provide improved data security for data stored on the 

physical storage devices. As is explained below, this can be accomplished, for 

example, by cryptographically splitting the data to be stored on the physical devices, 

such that generally each device contains only a portion of the data required to 
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reconstruct the originally stored data, and that portion of the data is a block-level 

portion of the data encrypted to prevent reconstitution by unauthorized users. 

Through use of the secure storage appliance 120 within the data 

storage system 200, a plurality of physical storage devices 208 can be mapped to a 

5 single volume, and that volume can be presented as a virtual disk for use by one or 

more groups of users. In comparing the example data storage system 200 to the 

prior art system shown in Figure 1, it can be seen that the secure storage appliance 

120 allows a user to have an arrangement other than one-to-one correspondence 

between drive volume letters (in Figure 1, drive letters I-M) and physical storage 

10 devices. In the embodiment shown, two additional volumes are exposed to the 

application server 202, virtual disk drives T and U, in which secure copies of data 

can be stored. Virtual disk having volume label T is illustrated as containing 

secured volumes F3 and F7 (i.e. the drives mapped to the iSCSI2 port of the 

application server 202, as well as a new drive), thereby providing a secured copy of 

15 information on either of those drives for access by a group of users. Virtual disk 

having volume label U provides a secured copy of the data held in DB 1 (i.e. the 

drive mapped to LUN03). By distributing volumes across multiple disks, security is 

enhanced because copying or stealing data from a single physical disk will generally 

be insufficient to access that data (i.e. multiple disks of data, as well as separately-

20 held encryption keys, must be acquired) 

Referring now to Figure 5, a portion of the data storage system 200 is 

shown, including details of the secure storage appliance 120. In the embodiment 

shown, the secure storage appliance 120 includes a number of functional modules 

that generally allow the secure storage appliance to map a number of physical disks 

25 to one or more separate, accessible volumes that can be made available to a client, 
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and presenting a virtual disk to clients based on those defined volumes. 

Transparently to the user, the secure storage appliance applies a number of 

techniques to stored and retrieved data to provide data security. 

In the embodiment shown, the secure storage appliance 120 includes 

5 a core functional unit 216, a LUN mapping unit 218, and a storage subsystem 

interface 220. The core functional unit 216 includes a data conversion module 222 

that operates on data written to physical storage devices 206 and retrieved from the 

physical storage devices 206. In general, when the data conversion module 222 

receives a logical unit of data (e.g. a file or directory) to be written to physical 

10 storage devices 206, it splits that primary data block at a physical level (i.e. a "block 

level") and encrypts the secondary data blocks using a number of encryption keys. 

The manner of splitting the primary data block, and the number of 

physical blocks produced, is dictated by additional control logic within the core 

functional unit 216. As described in further detail below, during a write operation 

15 that writes a primary data block to physical storage (e.g. from an application server 

202), the core functional unit 216 directs the data conversion module 222 to split the 

primary data block received from the application server 202 into N separate 

secondary data blocks. Each of the N secondary data blocks is intended to be 

written to a different one of physical storage devices 206 within the data storage 

20 system 200. The core functional unit 216 also dictates to the data conversion 

module 222 the number of shares (for example, denoted as M of the N total shares) 

that are required to reconstitute the primary data block when requested by the 

application server 202. 

The secure storage appliance 120 connects to a metadata store 224, 

25 which is configured to hold metadata information about the locations, redundancy, 
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and encryption of the data stored on the physical storage devices 206. The metadata 

store 224 is generally held locally or in proximity to the secure storage appliance 

120, to ensure fast access of metadata regarding the shares. The metadata store 224 

can be, in various embodiments, a database or file system storage of data describing 

5 the data connections, locations, and shares used by the secure storage appliance. 

Additional details regarding the specific metadata stored in the metadata store 224 

are described below. 

The LUN mapping unit 218 generally provides a mapping of one or 

more physical storage devices 206 to a volume. Each volume corresponds to a 

10 specific collection of physical storage devices 206 upon which the data received 

from client devices is stored. In contrast, typical prior art systems assign a LUN 

(logical unit number) or other identifier to each physical storage device or 

connection port to such a device, such that data read operations and data write 

operations directed to one of storage systems 204 can be performed specific to a 

15 device associated with the system. In the embodiment shown, the LUNs correspond 

to target addressable locations on the secure storage appliance 120, of which one or 

more is exposed to a client device, such as an application server 202. Based on the 

mapping of LUNs to a volume, the virtual disk related to that volume appears as a 

directly-addressable component of the data storage system 200, having its own 

20 LUN. From the perspective of the application server 202, this obscures the fact that 

primary data blocks written to a volume can in fact be split, encrypted, and written 

to a plurality of physical storage devices across one or more storage systems 204. 

The storage subsystem interface 220 routes data from the core 

functional unit 216 to the storage systems 204 communicatively connected to the 

25 secure storage appliance 120. The storage subsystem interface 220 allows 
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addressing various types of storage systems 204. Other functionality can be 

included as well. 

In the embodiment shown, a plurality of LUNs are made available by 

the LUN mapping unit 218, for addressing by client devices. As shown by way of 

5 example, LUNs LUN04-LUNnn are illustrated as being addressable by client 

devices. Within the core functional unit 216, the data conversion module 222 

associates data written to each LUN with a share of that data, split into N shares and 

encrypted. In the embodiment shown in the example of Fig. 5, a block read 

operation or block write operation to LUN04 is illustrated as being associated with a 

10 four-way write, in which secondary data blocks L04.a through L04.d are created, 

and mapped to various devices connected to output ports, shown in Figure 5 as 

network interface cards (NICs), a Fibre Channel interface, and a serial ATA 

interface. An analogous operation is also shown with respect to LUN05, but written 

to a different combination of shares and corresponding physical disks. 

15 The core functional unit 216, LUN mapping unit 218, and storage 

subsystem interface 220 can include additional functionality as well, for managing 

timing and efficiency of data read and write operations. Additional details regarding 

this functionality are described in another embodiment, detailed below in 

conjunction with the secure storage appliance functionality described in Figure 6. 

20 The secure storage appliance 120 includes an administration interface 

226 that allows an administrator to set up components of the secure storage 

appliance 120 and to otherwise manage data encryption, splitting, and redundancy. 

The administration interface 226 handles initialization and discovery on the secure 

storage appliance, as well as creation, modifying, and deletion of individual volumes 

25 and virtual disks; event handling; data base administration; and other system 
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services (such as logging). Additional details regarding usage of the administration 

interface 226 are described below in conjunction with Figure 14. 

In the embodiment shown of the secure storage appliance 120, the 

secure storage appliance 120 connects to an optional enterprise directory 228 and a 

5 key manager 230 via the administration interface 226. The enterprise directory 228 

is generally a central repository for information about the state of the secure storage 

appliance 120, and can be used to help coordinate use of multiple secure storage 

appliances in a network, as illustrated in the configuration shown in Figure 10, 

below. The enterprise directory 228 can store, in various embodiments, information 

10 including a remote user table, a virtual disk table, a metadata table, a device table, 

log and audit files, administrator accounts, and other secure storage appliance status 

information. 

In embodiments lacking the enterprise directory 228, redundant 

secure storage appliances 214 can manage and prevent failures by storing status 

15 information of other secure storage appliances, to ensure that each appliance is 

aware of the current state of the other appliances. 

The key manager 230 stores and manages certain keys used by the 

data storage system 200 for encrypting data specific to various physical storage 

locations and various individuals and groups accessing those devices. In certain 

20 embodiments, the key manager 230 stores workgroup keys. Each workgroup key 

relates to a specific community of individuals (i.e. a "community of interest") and a 

specific volume, thereby defining a virtual disk for that community. The key 

manager 230 can also store local copies of session keys for access by the secure 

storage appliance 120. Secure storage appliance 120 uses each of the session keys to 

25 locally encrypt data on different ones of physical storage devices 206. Passwords 
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can be stored at the key manager 230 as well. In certain embodiments, the key 

manager 230 is operable on a computing system configured to execute any of a 

number of key management software packages, such as the Key Management 

Service provided for a Windows Server environment, manufactured by Microsoft 

5 Corp. of Redmond, Washington. 

Although the present disclosure provides for encryption keys 

including session keys and workgroup keys, additional keys may be used as well, 

such as a disk signature key, security group key, client key, or other types of keys. 

Each of these keys can be stored on one or more of physical storage devices 206, at 

10 the secure storage appliance 120, or in the key manager 230. 

Although Figures 4-5 illustrate a particular arrangement of a data 

storage system 200 for secure storage of data, additional arrangements are possible 

as well that can operate consistently with the concepts of the present disclosure. For 

example, in certain embodiments, the system can include a different number or type 

15 of storage systems or physical storage devices, and can include one or more different 

types of client systems in place of or in addition to the application server 202. 

Furthermore, the secure storage appliance 120 can be placed in any of a number of 

different types of networks, but does not require the presence of multiple types of 

networks as illustrated in the example of Figure 4. 

20 Figure 6 is a block diagram that illustrates example logical 

components of the secure storage appliance 120. Figure 6 represents only one 

example of the logical components of the secure storage appliance 120, for 

performing the operations described herein. The operations of the secure storage 

appliance 120 can be conceptualized and implemented in many different ways. 

21 

EX1009, Page 378



WO 2010/057181 PCT/US2009/064786 

As illustrated in the example of Figure 6, the secure storage appliance 

120 comprises a primary interface 300 and a secondary interface 302. The primary 

interface 300 enables secure storage appliance 120 to receive primary I/O requests 

and to send primary I/O responses. For instance, the primary interface 300 can 

5 enable secure storage appliance 120 to receive primary 1/0 requests (e.g. read and 

write requests) from the application server device 202 and to send primary 1/0 

responses to the application server 202. Secondary interface enables the secure 

storage appliance 120 to send secondary 1/0 requests to the storage systems 204, and 

to receive secondary 1/0 responses from those storage systems 204. 

10 In addition, the secure storage appliance 120 comprises a parser 

driver 304. The parser driver 304 generally corresponds to the data conversion 

module 222 of Figure 5, in that it processes primary 1/0 requests to generate 

secondary I/O requests and processes secondary 1/0 responses to generate primary 

1/0 responses. To accomplish this, the parser driver 304 comprises a read module 

15 305 that processes primary read requests to generate secondary read requests and 

processes secondary read responses to generate primary read responses. In addition, 

the parser driver 304 comprises a decryption module 308 that enables the read 

module 305 to reconstruct a primary data block using secondary blocks contained in 

secondary read responses. Example operations performed by the read module 305 

20 are described below with reference to Figs. 15, 22, and 24. Furthermore, the parser 

driver 304 comprises a write module 306 that processes primary write requests to 

generate secondary write requests and processes secondary write responses to 

generate primary write responses. The parser driver 304 also comprises an 

encryption module 310 that enables the write module 306 to cryptographically split 

25 primary data blocks in primary write requests into secondary data blocks to put in 
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secondary write requests. An example operation performed by the write module 306 

is described below as well with reference to Figs. 16, 23, and 25. 

In the example of Figure 6, the secure storage appliance 120 also 

comprises a cache driver 315. When enabled, the cache driver 315 receives primary 

5 I/O requests received by the primary interface 300 before the primary I/O requests 

are received by parser driver 304. When the cache driver 315 receives a primary 

read request to read data at a primary storage location of a virtual disk, the cache 

driver 315 determines whether a write-through cache 316 at the secure storage 

appliance 120 contains a primary write request to write a primary data block to the 

10 primary storage location of the virtual disk. If the cache driver 315 determines that 

the write-through cache 316 contains a primary write request to write a primary data 

block to the primary storage location of the virtual disk, the cache driver 315 outputs 

a primary read response that contains the primary data block. When the parser 

driver 304 receives a primary write request to write a primary data block to a 

15 primary storage location of a virtual disk, the cache driver 315 caches the primary 

write request in the write-through cache 316. A write-through module 318 performs 

write operations to memory from the write-through cache 316. 

The secure storage appliance 120 also includes an outstanding write 

list (OWL) module 326. When enabled, the OWL module 326 receives primary I/O 

20 requests from the primary interface 300 before the primary I/O requests are received 

by the parser driver 304. The OWL module 326 uses an outstanding write list 320 

to process the primary I/O requests. 

In addition, the secure storage appliance 120 comprises a backup 

module 324. The backup module 324 performs an operation that backs up data at 
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the storage systems 204 to backup devices, as described below in conjunction with 

Figures 17-18. 

The secure storage appliance 120 also comprises a configuration 

change module 312. The configuration change module 312 performs an operation 

5 that creates or destroys a volume, and sets its redundancy configuration. Example 

redundancy configurations (i.e. "M of N" configurations) are described throughout 

the present disclosure, and refer to the number of shares formed from a block of 

data, and the number of those shares required to reconstitute the block of data. 

Further discussion is provided with respect to possible redundancy configurations 

10 below, in conjunction with Figures 8-9. 

It should be appreciated that many alternate implementations of the 

secure storage appliance 120 are possible. For example, a first alternate 

implementation of the secure storage appliance 120 can include the OWL module 

326, but not the cache driver 315, or vice versa. In other examples, the secure 

15 storage appliance 120 might not include the backup module 324 or the configuration 

change module 312. Furthermore, there can be many alternate operations performed 

by the various modules of the secure storage appliance 120. 

Figure 7 illustrates further details regarding connections to and 

operational hardware and software included in secure storage appliance 120, 

20 according to a possible embodiment of the present disclosure. The secure storage 

appliance 120 illustrates the various operational hardware modules available in the 

secure storage appliance to accomplish the data flow and software module 

operations described in Figures 4-6, above. In the embodiment shown, the secure 

storage appliance 120 is communicatively connected to a client device 402, an 
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administrative console 404, a key management server 406, a plurality of storage 

devices 408, and an additional secure storage appliance 120'. 

In the embodiment shown, the secure storage appliance 120 connects 

to the client device 402 via both an IP network connection 401 and a SAN network 

5 connection 403. The secure storage appliance 120 connects to the administrative 

console 404 by one or more IP connections 405 as well. The key management 

server 406 is also connected to the secure storage appliance 120 by an IP network 

connection 407. The storage devices 408 are connected to the secure storage 

appliance 120 by the SAN network connection 403, such as a Fibre Channel or other 

10 high-bandwidth data connection. Finally, in the embodiment shown, secure storage 

appliances 120 and 120' are connected via any of a number of types of 

communicative connections 411, such as an IP or other connection, for 

communicating heartbeat messages and status information for coordinating actions 

of the secure storage appliance 120 and the secure storage appliance 120'. 

15 Although in the embodiment shown, these specific connections and systems are 

included, the arrangement of devices connected to the secure storage appliance 120, 

as well as the types and numbers of devices connected to the appliance may be 

different in other embodiments. 

The secure storage appliance 120 includes a number of software-

20 based components, including a management service 410 and a system management 

module 412. The management service 410 and the system management module 412 

each connect to the administrative console 404 or otherwise provide system 

management functionality for the secure storage appliance 120. The management 

service 410 and system management module 412 are generally used to set various 

25 settings in the secure storage appliance 120, view logs 414 stored on the appliance, 
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and configure other aspects of a network including the secure storage appliance 120. 

Additionally, the management service 410 connects to the key management server 

406, and can request and receive keys from the key management server 406 as 

needed. 

5 A cluster service 416 provides synchronization of state information 

between the secure storage appliance 120 and secure storage appliance 120'. In 

certain embodiments, the cluster service 416 manages a heartbeat message and 

status information exchanged between the secure storage appliance 120 and the 

secure storage appliance 120'. Secure storage appliance 120 and secure storage 

10 appliance 120' periodically exchange heartbeat messages to ensure that secure 

storage appliance 120 and secure storage appliance 120' maintain contact. Secure 

storage appliance 120 and secure storage appliance 120' maintain contact to ensure 

that the state information received by each secure storage appliance indicating the 

state of the other secure storage appliance is up to date. An active directory services 

15 418 stores the status information, and provides status information periodically to 

other secure storage appliances via the communicative connections 411. 

Additional hardware and/or software components provide datapath 

functionality to the secure storage appliance 120 to allow receipt of data and storage 

of data at the storage devices 408. In the embodiment shown, the secure storage 

20 appliance 120 includes a SNMP connection module 420 that enables secure storage 

appliance 120 to communicate with client devices via the IP network connection 

401, as well as one or more high-bandwidth data connection modules, such as a 

Fibre Channel input module 422 or SCSI input module 424 for receiving data from 

the client device 402 or storage devices 408. Analogous data output modules 

25 including a Fibre Channel connection module 421 or SCSI connection module 423 
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can connect to the storage devices 408 or client device 402 via the SAN network 

connection 403 for output of data. 

Additional functional systems within the secure storage appliance 

120 assist in datapath operations. A SCSI command module 425 parses and forms 

5 commands to be sent out or received from the client device 402 and storage devices 

408. A multipath communications module 426 provides a generalized 

communications interface for the secure storage appliance 120, and a disk volume 

428, disk 429, and cache 316 provide local data storage for the secure storage 

appliance 120. 

10 Additional functional components can be included in the secure 

storage appliance 120 as well. In the embodiment shown, a parser driver 304 

provides data splitting and encryption capabilities for the secure storage appliance 

120, as previously explained. A provider 434 includes volume management 

information, for creation and destruction of volumes. An events module 436 

15 generates and handles events based on observed occurrences at the secure storage 

appliance (e.g. data errors or communications errors with other systems). 

Figures 8-9 provide a top level sense of a dataflow occurring during 

write and read operations, respectively, passing through a secure storage appliance, 

such as the secure storage appliance described above in conjunction with Figures 3-

20 7. Figure 8 illustrates a dataflow of a write operation according to a possible 

embodiment of the present disclosure, while Figure 9 illustrates dataflow of a read 

operation. In the write operation of Figure 8, a primary data block 450 is transmitted 

to a secure storage appliance (e.g. from a client device such as an application 

server). The secure storage appliance can include a functional block 460 to separate 

25 the primary data block into N secondary data blocks 470, shown as S- I through S-N. 
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In certain embodiments, the functional block 460 is included in a parser driver, such 

as parser driver 304, above. The specific number of secondary data blocks can vary 

in different networks, and can be defined by an administrative user having access to 

control settings relevant to the secure storage appliance. Each of the secondary data 

5 blocks 470 can be written to separate physical storage devices. In the read operation 

of Figure 9, M secondary data blocks are accessed from physical storage devices, 

and provided to the functional block 460 (e.g. parser driver 304). The functional 

block 460 then performs an operation inverse to that illustrated in Figure 8, thereby 

reconstituting the primary data block 450. The primary data block can then be 

10 provided to the requesting device (e.g. a client device). 

In each of Figures 8-9, the N secondary data blocks 470 each 

represent a cryptographically split portion of the primary data block 450, such that 

the functional block 460 requires only M of the N secondary data blocks (where M 

<= N) to reconstitute the primary data block 450. The cryptographic splitting and 

15 data reconstitution of Figures 8-9 can be performed according to any of a number of 

techniques. In one embodiment, the parser driver 304 executes SecureParser 

software provided by Security First Corporation of Rancho Santa Margarita, 

California. 

Although, in the embodiment shown in Figure 9, the parser driver 

20 304 uses the N secondary data blocks 470 to reconstitute the primary data block 450, 

it is understood that in certain applications, fewer than all of the N secondary data 

blocks 470 are required. For example, when the parser driver 304 generates N 

secondary data blocks during a write operation such that only M secondary data 

blocks are required to reconstitute the primary data block (where M < N), then data 
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conversion module 60 only needs to read that subset of secondary data block from 

physical storage devices to reconstitute the primary data block 450. 

For example, during operation of the parser driver 304 a data 

conversion routine may generate four secondary data blocks 470, of which two are 

5 needed to reconstitute a primary data block (i.e. M = 2, N = 4). In such an instance, 

two of the secondary data blocks 470 may be stored locally, and two of the 

secondary data blocks 470 may be stored remotely to ensure that, upon failure of a 

device or catastrophic event at one location, the primary data block 450 can be 

recovered by accessing one or both of the secondary data blocks 470 stored 

10 remotely. Other arrangements are possible as well, such as one in which four 

secondary data blocks 470 are stored locally and all are required to reconstitute the 

primary data block 450 (i.e. M = 4, N = 4). At its simplest, a single share could be 

created (M = N = 1). 

Figure 10 illustrates a further possible embodiment of a data storage 

15 system 250, according to a possible embodiment of the present disclosure. The data 

storage system 250 generally corresponds to the data storage system 200 of Figure 4, 

above, but further includes redundant secure storage appliances 214. Each of secure 

storage appliances 214 may be an instance of secure storage appliance 120. 

Inclusion of redundant secure storage appliances 214 allows for load balancing of 

20 read and write requests in the data storage system 250, such that a single secure 

storage appliance is not required to process every secure primary read command or 

primary write command passed from the application server 202 to one of the secure 

storage appliances 214. Use of redundant secure storage appliances also allows for 

failsafe operation of the data storage system 250, by ensuring that requests made of a 

25 failed secure storage appliance are rerouted to alternative secure storage appliances. 
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In the embodiment of the data storage system 250 shown, two secure 

storage appliances 214 are shown. Each of the secure storage appliances 214 can be 

connected to any of a number of clients (e.g. the application server 202), as well as 

secured storage systems 204, the metadata store 224, and a remote server 252. In 

5 various embodiments, the remote server 252 could be, for example, an enterprise 

directory 228 and/or a key manager 230. 

The secure storage appliances 214 are also typically connected to 

each other via a network connection. In the embodiment shown in the example of 

Fig. 10, the secure storage appliances 214 reside within a network 254. In various 

10 embodiments, network 254 can be, for example, an IP-based network, SAN as 

previously described in conjunction with Figures 4-5, or another type of network. In 

certain embodiments, the network 254 can include aspects of one or both types of 

networks. An example of a particular configuration of such a network is described 

below in conjunction with Figures 11-12. 

15 The secure storage appliances 214 in the data storage system 250 are 

connected to each other across a TCP/IP portion of the network 254. This allows for 

the sharing of configuration data, and the monitoring of state, between the secure 

storage appliances 214. In certain embodiments there can be two IP-based 

networks, one for sharing of heartbeat information for resiliency, and a second for 

20 configuration and administrative use. The secure storage appliance 120 can also 

potentially be able to access the storage systems 204, including remote storage 

systems, across an IP network using a data interface. 

In operation, sharing of configuration data, state data, and heartbeat 

information between the secure storage appliances 214 allows the secure storage 

25 appliances 214 to monitor and determine whether other secure storage appliances are 
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present within the data storage system 250. Each of the secure storage appliances 

214 can be assigned specific addresses of read operations and write operations to 

process. Secure storage appliances 214 can reroute received I/O commands to the 

appropriate one of the secure storage appliances 214 assigned that operation based 

5 upon the availability of that secure storage appliance and the resources available to 

the appliance. Furthermore, the secure storage appliances 214 can avoid addressing 

a common storage device 204 or application server 202 port at the same time, 

thereby avoiding conflicts. The secure storage appliances 214 also avoid reading 

from and writing to the same share concurrently to prevent the possibility of reading 

10 stale data. 

When one of the secure storage appliances 214 fails, a second secure 

storage appliance can determine the state of the failed secure storage appliance 

based upon tracked configuration data (e.g. data tracked locally or stored at the 

remote server 252). The remaining operational one of the secure storage appliances 

15 214 can also access information in the metadata store 224, including share and key 

information defining volumes, virtual disks and client access rights, to either process 

or reroute requests assigned to the failed device. 

As previously described, the data storage system 250 is intended to 

be exemplary of a possible network in which aspects of the present disclosure can be 

20 implemented; other arrangements are possible as well, using different types of 

networks, systems, storage devices, and other components. 

Referring now to Figure 11, one possibility of a methodology of 

incorporating secure storage appliances into a data storage network, such as a SAN, 

is shown according to a possible embodiment of the present disclosure. In the 

25 embodiment shown, a secure storage network 500 provides for fully redundant 
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storage, in that each of the storage systems connected at a client side of the network 

is replicated in mass storage, and each component of the network (switches, secure 

storage appliances) is located in a redundant array of systems, thereby providing a 

failsafe in case of component failure. In alternative embodiments, the secure storage 

5 network 500 can be simplified by including only a single switch and/or single secure 

storage appliance, thereby reducing the cost and complexity of the network (while 

coincidentally reducing the protection from component failure). 

In the embodiment shown, an overall secure storage network 500 

includes a plurality of data lines 502a-d interconnected by switches 504a-b. Data 

10 lines 502a-b connect to storage systems 506a-c, which connect to physical storage 

disks 508a-£ The storage systems 506a-c correspond generally to smaller-scale 

storage servers, such as an application server, client device, or other system as 

previously described. In the embodiment shown in the example of Fig. 11, storage 

system 506a connects to physical storage disks 508a-b, storage system 506b 

15 connects to physical storage disks 508c-d, and storage system 506c connects to 

physical storage disks 508e-f. The secure storage network 500 can be implemented 

in a number of different ways, such as through use of Fibre Channel or iSCSI 

communications as the data lines 502a-d, ports, and other data communications 

channels. Other high bandwidth communicative connections can be used as well. 

20 The switches 504a-b connect to a large-scale storage system, such as 

the mass storage 510 via the data lines 502c-d. The mass storage 510 includes, in 

the embodiment shown, two data directors 512a-b, which respectively direct data 

storage and requests for data to one or more of the back end physical storage devices 

514a-d. In the embodiment shown, the physical storage devices 514a-c are 
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unsecured (i.e. not cryptographically split and encrypted), while the physical storage 

device 514d stores secure data (i.e. password secured or other arrangement). 

The secure storage appliances 516a-b also connect to the data lines 

502a-d, and each connect to the secure physical storage devices 518a-e. 

5 Additionally, the secure storage appliances 516a-b connect to the physical storage 

devices 520a-c, which can reside at a remote storage location (e.g. the location of the 

large-scale storage system mass storage 510). 

In certain embodiments providing redundant storage locations, the 

secure storage network 500 allows a user to configure the secure storage appliances 

10 516a-b such that, using the M of N cryptographic splitting enabled in each of the 

secure storage appliances 516a-b, M shares of data can be stored on physical storage 

devices at a local location to provide fast retrieval of data, while another M shares of 

data can be stored on remote physical storage devices at a remote location. 

Therefore, failure of one or more physical disks or secure storage appliances does 

15 not render data unrecoverable, because a sufficient number of shares of data remain 

accessible to at least one secure storage appliance capable of reconstituting 

requested data. 

Figure 12 illustrates a particular cluster-based arrangement of a data 

storage network 600 according to a possible embodiment of the present disclosure. 

20 The data storage network 600 is generally arranged such that clustered secure 

storage appliances access and store shares on clustered physical storage devices, 

thereby ensuring fast local storage and access to the cryptographically split data. 

The data storage network 600 is therefore a particular arrangement of the networks 

and systems described above in Figures 1-11, in that it represents an arrangement in 

25 which physical proximity of devices is accounted for. 
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In the embodiment shown, the data storage network 600 includes two 

clusters, 602a-b. Each of the clusters 602a-b includes a pair of secure storage 

appliances 604a-b, respectively. In the embodiment shown, the clusters 602a-b are 

labeled as clusters A and B, respectively, with each cluster including two secure 

5 storage appliances 604a-b (shown as appliances Al and A2 in cluster 602a, and 

appliances B1 and B2 in cluster 602b, respectively). The secure storage appliances 

604a-b within each of the clusters 602a-b are connected via a data network 605 (e.g. 

via switches or other data connections in an iSCSI, Fibre Channel, or other data 

network, as described above and indicated via the nodes and connecting lines shown 

10 within the data network 605) to a plurality of physical storage devices 610. 

Additionally, the secure storage appliances 604a-b are connected to client devices 

612, shown as client devices C1-C3, via the data network 605. The client devices 

612 can be any of a number of types of devices, such as application servers, database 

servers, or other types of data-storing and managing client devices. 

15 In the embodiment shown, the client devices 612 are connected to the 

secure storage appliances 604a-b such that each of client devices 612 can send I/O 

operations (e.g. a read request or a write request) to two or more of the secure 

storage appliances 604a-b, to ensure a backup datapath in case of a connection 

failure to one of secure storage appliances 604a-b. Likewise, the secure storage 

20 appliances 604a-b of each of clusters 602a-b are both connected to a common set of 

physical storage devices 610. Although not shown in the example of Fig. 12, the 

physical storage devices 610 can be, in certain embodiments, managed by separate 

storage systems, as described above. Such storage systems are removed from the 

illustration of the data storage network 600 for simplicity, but can be present in 

25 practice. 
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An administrative system 614 connects to a maintenance console 616 

via a local area network 618. Maintenance console 616 has access to a secured 

domain 620 of an IP-based network 622. The maintenance console 616 uses the 

secured domain 620 to access and configure the secure storage appliances 604a-b. 

5 One method of configuring the secure storage appliances is described below in 

conjunction with Figure 14. 

The maintenance console 616 is also connected to both the client 

devices 612 and the physical storage devices 610 via the IP-based network 622. The 

maintenance console 616 can determine the status of each of these devices to 

10 determine whether connectivity issues exist, or whether the device itself has become 

non-responsive. 

Referring now to Figure 13, an example physical block structure of 

data written onto one or more physical storage devices is shown, according to 

aspects of the present disclosure. The example of Fig. 13 illustrates three strips 

15 700A, 70013, and 700C (collectively, "shares"). Each of strips 700 is a share of a 

physical storage device devoted to storing data associated with a common volume. 

For example, in a system in which a write operation splits a primary data block into 

three secondary data blocks (i.e. N = 3), the strips 700 (shares) would be 

appropriately used to store each of the secondary data blocks. As used in this 

20 disclosure, a volume is grouped storage that is presented by a secure storage 

appliance to clients of secure storage appliance (e.g. secure storage appliance 120 or 

one of secure storage appliances 214 as previously described), such that the storage 

appears as a contiguous, unitary storage location. Secondary data blocks of a 

volume are distributed among strips 700. In systems implementing a different 

25 number of shares (e.g. N = 2, 4, 6, etc.), a different, corresponding number of shares 
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would be used. As basic as a 1 of 1 configuration (M = 1, N = 1) configuration 

could be used. 

Each of the strips 700 corresponds to a reserved portion of memory 

of a different one of physical storage devices (e.g. physical storage devices 206 

5 previously described), and relates to a particular I/O operation from storage or 

reading of data to/from the physical storage device. Typically, each of the strips 700 

resides on a different one of physical storage devices. Furthermore, although three 

different strips are shown in the illustrative embodiment shown, more or fewer strips 

can be used as well. In certain embodiments, each of the strips 700 begins on a 

10 sector boundary. In other arrangements, the each of the strips 700 can begin at any 

other memory location convenient for management within the share. 

Each of strips 700 includes a share label 704, a signature 706, header 

information 708, virtual disk information 710, and data blocks 712. The share label 

704 is written on each of strips 700 in plain text, and identifies the volume and 

15 individual share. The share label 704 can also, in certain embodiments, contain 

information describing other header information for the strips 700, as well as the 

origin of the data written to the strip (e.g. the originating cluster). 

The signature 706 contain information required to construct the 

volume, and is encrypted by a workgroup key. The signatures 706 contain 

20 information that can be used to identify the physical device upon which data (i.e. the 

share) is stored. The workgroup key corresponds to a key associated with a group of 

one or more users having a common set of usage rights with respect to data (i.e. all 

users within the group can have access to common data.) In various embodiments, 

the workgroup key can be assigned to a corporate department using common data, a 
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common group of one or more users, or some other community of interest for whom 

common access rights are desired. 

The header information 708 contains session keys used to encrypt 

and decrypt the volume information included in the virtual disk information 710, 

5 described below. The header information 708 is also encrypted by the workgroup 

key. In certain embodiments, the header information 708 includes headers per 

section of data. For example, the header information 708 may include one header 

for each 64 GB of data. In such embodiments, it may be advantageous to include at 

least one empty header location to allow re-keying of the data encrypted with a 

10 preexisting session key, using a new session key. 

The virtual disk information 710 includes metadata that describes a 

virtual disk, as it is presented by a secure storage appliance. The virtual disk 

information 710, in certain embodiments, includes names to present the virtual disk, 

a volume security descriptor, and security group information. The virtual disk 

15 information 710 can be, in certain embodiments, encrypted by a session key 

associated with the physical storage device upon which the strips 700 are stored, 

respectively. 

The secondary data blocks 712 correspond to a series of memory 

locations used to contain the cryptographically split and encrypted data. Each of the 

20 secondary data blocks 712 contains data created at a secure storage appliance, 

followed by metadata created by the secure storage appliance as well. The N 

secondary data blocks created from a primary data block are combined to form a 

stripe 714 of data. The metadata stored alongside each of the secondary data blocks 

712 contains an indicator of the header used for encrypting the data. In one example 

25 implementation, each of the secondary data blocks 712 includes metadata that 
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specifies a number of times that the secondary data block has been written. A 

volume identifier and stripe location of an primary data block an be stored as well. 

It is noted that, although a session key is associated with a volume, 

multiple session keys can be used per volume. For example, a volume may include 

5 one session key per 64 GB block of data. In this example, each 64 GB block of data 

contains an identifier of the session key to use in decrypting that 64 GB block of 

data. The session keys used to encrypt data in each of strips 700 can be of any of a 

number of forms. In certain embodiments, the session keys use an AES-256 

Counter with Bit Splitting. In other embodiments, it may be possible to perform bit 

10 splitting without encryption. Therefore, alongside each secondary data block 712, 

an indicator of the session key used to encrypt the data block may be provided. 

A variety of access request prioritization algorithms can be included 

for use with the volume, to allow access of only quickest-responding physical 

storage devices associated with the volume. Status information can be stored in 

15 association with a volume and/or share as well, with changes in status logged based 

on detection of event occurrences. The status log can be located in a reserved, 

dedication portion of memory of a volume. Other arrangements are possible as well. 

It is noted that, based on the encryption of session keys with 

workgroup keys and the encryption of the secondary data blocks 712 in each of 

20 strips 700 with session keys, it is possible to effectively delete all of the data on a 

disk or volume (i.e. render the data useless) by deleting all workgroup keys that 

could decrypt a session key for that disk or volume. 

Referring now to Figures 14-16, basic example flowcharts of setup 

and use of the networks and systems disclosed herein are described. Although these 

25 flowcharts are intended as example methods for administrative and I/O operations, 
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such operations can include additional steps/modules, can be performed in a 

different order, and can be associated with different number and operation of 

modules. In certain embodiments, the various modules can be executed 

concurrently. 

5 Figure 14 shows a flowchart of systems and methods 800 for 

providing access to secure storage in a storage area network according to a possible 

embodiment of the present disclosure. The systems and methods 800 correspond to 

a setup arrangement for a network including a secure data storage system such as 

those described herein, including one or more secure storage appliances. The 

10 embodiments of the systems and methods described herein can be performed by an 

administrative user or administrative software associated with a secure storage 

appliance, as described herein. 

Operational flow is instantiated at a start operation 802, which 

corresponds to initial introduction of a secure storage appliance into a network by an 

15 administrator or other individuals of such a network in a SAN, NAS, or other type of 

networked data storage environment. Operational flow proceeds to a client 

definition module 804 that defines connections to client devices (i.e. application 

servers or other front-end servers, clients, or other devices) from the secure storage 

appliance. For example, the client definition module 804 can correspond to 

20 mapping connections in a SAN or other network between a client such as application 

server 202 and a secure storage appliance 120 of Figure 4. 

Operational flow proceeds to a storage definition module 806. The 

storage definition module 806 allows an administrator to define connections to 

storage systems and related physical storage devices. For example, the storage 
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definition module 806 can correspond to discovering ports and routes to storage 

systems 204 within the system 200 of Figure 4, above. 

Operational flow proceeds to a volume definition module 808. The 

volume definition module 808 defines available volumes by grouping physical 

5 storage into logical arrangements for storage of shares of data. For example, an 

administrator can create a volume, and assign a number of attributes to that volume. 

A storage volume consists of multiple shares or segments of storage from the same 

or different locations. The administrator can determine a number of shares into 

which data is cryptographically split, and the number of shares required to 

10 reconstitute that data. The administrator can then assign specific physical storage 

devices to the volume, such that each of the N shares is stored on particular devices. 

The volume definition module 808 can generate session keys for storing data on 

each of the physical storage devices, and store that information in a key server 

and/or on the physical storage devices. In certain embodiments, the session keys 

15 generated in the volume definition module 808 are stored both on a key server 

connected to the secure storage appliance and on the associated physical storage 

device (e.g. after being encrypted with an appropriate workgroup key generated by 

the communities of interest module 810, below). Optionally, the volume definition 

module 808 includes a capability of configuring preferences for which shares are 

20 first accessed upon receipt of a request to read data from those shares. 

Operational flow proceeds to a communities of interest module 810. 

The communities of interest module 810 corresponds to creation of one or more 

groups of individuals having interest in data to be stored on a particular volume. 

The communities of interest module 810 module further corresponds to assigning of 

25 access rights and visibility to volumes to one or more of those groups. 
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In creating the groups via the communities of interest module 810, 

one or more workgroup keys may be created, with each community of interest being 

associated with one or more workgroup keys. The workgroup keys are used to 

encrypt access information (e.g. the session keys stored on volumes created during 

5 operation of the volume definition module 808) related to shares, to ensure that only 

individuals and devices from within the community of interest can view and access 

data associated with that group. Once the community of interest is created and 

associated with a volume, client devices identified as part of the community of 

interest can be provided with a virtual disk, which is presented to the client device as 

10 if it is a single, unitary volume upon which files can be stored. 

In use, the virtual disks appear as physical disks to the client and 

support SCSI or other data storage commands. Each virtual disk is associated on a 

many-to-one basis with a volume, thereby allowing multiple communities of interest 

to view common data on a volume (e.g. by replicating the relevant session keys and 

15 encrypting those keys with relevant workgroup keys of the various communities of 

interest). A write command will cause the data to be encrypted and split among 

multiple shares of the volume before writing, while a read command will cause the 

data to be retrieved from the shares, combined, and decrypted. 

Operational flow terminates at end operation 812, which corresponds 

20 to completion of the basic required setup tasks to allow usage of a secure data 

storage system. 

Figure 15 shows a flowchart of systems and methods 820 for reading 

block-level secured data according to a possible embodiment of the present 

disclosure. The systems and methods 820 correspond to a read or input command 

25 related to data stored via a secure storage appliance, such as those described herein. 
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Operational flow in the system and methods 820 begins at a start operation 822. 

Operational flow proceeds to a receive read request module 824, which corresponds 

to receipt of a primary read request at a secure storage appliance from a client device 

(e.g. an application server or other client device, as illustrated in Figures 3-4). The 

5 read request generally includes an identifier of a virtual disk from which data is to be 

read, as well as an identifier of the requested data. 

Operational flow proceeds to an identity determination module 826, 

which corresponds to a determination of the identity of the client from which the 

read request is received. The client's identity generally corresponds with a specific 

10 community of interest. This assumes that the client's identity for which the secure 

storage appliance will access a workgroup key associated with the virtual disk that is 

associated with the client. 

Operational flow proceeds to a share determination module 828. The 

share determination module 828 determines which shares correspond with a volume 

15 that is accessed by way of the virtual disk presented to the user and with which the 

read request is associated. The shares correspond to at least a minimum number of 

shares needed to reconstitute the primary data block (i.e. at least M of the N shares). 

In operation, a read module 830 issues secondary read requests to the M shares, and 

receives in return the secondary data blocks stored on the associated physical storage 

20 devices. 

A success operation 832 determines whether the read module 830 

successfully read the secondary data blocks. The success operation may detect for 

example, that data has been corrupted, or that a physical storage device holding one 

of the M requested shares has failed, or other errors. If the read is successful, 

25 operational flow branches "yes" to a reconstitute data module 834. The reconstitute 
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data module 834 decrypts a session key associated with each share with the 

workgroup key accessed by the identity determination module 826. The reconstitute 

data module 834 provides the session key and the encrypted and cryptographically 

split data to a data processing system within the secure storage appliance, which 

5 reconstitutes the requested data in the form of an unencrypted block of data physical 

disk locations in accordance with the principles described above in Figures 8-9 and 

13. A provide data module 836 sends the reconstituted block of data to the 

requesting client device. A metadata update module 838 updates metadata 

associated with the shares, including, for example, access information related to the 

10 shares. From the metadata update module 838, operational flow proceeds to an end 

operation 840, signifying completion of the read request. 

If the success operation 832 determines that not all of the M shares 

are successfully read, operational flow proceeds to a supplemental read operation 

842, which determines whether an additional share exists from which to read data. 

15 If such a share exists (e.g. M < N), then the supplemental read operation reads that 

data, and operational flow returns to the success operation 832 to determine whether 

the system has now successfully read at least M shares and can reconstitute the 

primary data block as requested. If the supplemental read operation 842 determines 

that no further blocks of data are available to be read (e.g. M = N or M + failed reads 

20 > N), operational flow proceeds to a fail module 844, which returns a failed read 

response to the requesting client device. Operational flow proceeds to the metadata 

update module 838 and end operation 840, respectively, signifying completion of the 

read request. 

Optionally, the fail module 844 can correspond to a failover event in 

25 which a backup copy of the data (e.g. a second N shares of data stored remotely 
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from the first N shares) are accessed. In such an instance, once those shares are 

tested and failed, a fail message is sent to a client device. 

In certain embodiments, commands and data blocks transmitted to the 

client device can be protected or encrypted, such as by using a public/private key or 

5 symmetric key encryption techniques, or by isolating the data channel between the 

secure storage appliance and client. Other possibilities exist for protecting data 

passing between the client and secure storage appliance as well. 

Furthermore, although the system and methods 820 of Figure 15 

illustrates a basic read operation, it is understood that certain additional cases related 

10 to read errors, communications errors, or other anomalies may occur which can alter 

the flow of processing a read operation. For example, additional considerations may 

apply regarding which M of the N shares to read from upon initially accessing 

physical storage devices 206. Similar considerations apply with respect to 

subsequent secondary read requests to the physical storage devices in case those 

15 read requests fail as well. 

Figure 16 shows a flowchart of systems and methods 850 for writing 

block-level secured data according to a possible embodiment of the present 

disclosure. The systems and methods 850 as disclosed provide a basic example of a 

write operation, and similarly to the read operation of Figure 15 additional cases and 

20 different operational flow may be used. 

In the example systems and methods 850 disclosed, operational flow 

is instantiated at a start operation 852. Operational flow proceeds to a write request 

receipt module 854, which corresponds to receiving a primary write request from a 

client device (e.g. an application server as shown in Figures 3-4) at a secure storage 
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appliance. The primary write request generally addresses a virtual disk, and 

includes a block of data to be written to the virtual disk. 

Operational flow proceeds to an identity determination module 856, 

which determines the identity of the client device from which the primary write 

5 request is received. After determining the identity of the client device, the identity 

determination module 856 accesses a workgroup key based upon the identity of the 

client device and accesses the virtual disk at which the primary write request is 

targeted. Operational flow proceeds to a share determination module 858, which 

determines the number of secondary data blocks that will be created, and the specific 

10 physical disks on which those shares will be stored. The share determination 

module 858 obtains the session keys for each of the shares that are encrypted with 

the workgroup key obtained in the identity determination module 856 (e.g. locally, 

from a key manager, or from the physical disks themselves). These session keys for 

each share are decrypted using the workgroup key. 

15 Operational flow proceeds to a data processing module 860, which 

provides to the parser driver 304 the share information, session keys, and the 

primary data block. The parser driver 304 operates to cryptographically split and 

encrypt the primary data block, thereby generating N secondary data blocks to be 

written to N shares in accordance with the principles described above in the 

20 examples of Figures 8-9 and 13. Operational flow proceeds to a secondary write 

module 862 which transmits the share information to the physical storage devices 

for storage. 

Operational flow proceeds to a metadata storage module 864, which 

updates a metadata repository by logging the data written, allowing the secure 

25 storage appliance to track the physical disks upon which data has been written, and 
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with what session and workgroup keys the data can be accessed. Operational flow 

terminates at an end operation 866, which signifies completion of the write request. 

As previously mentioned, in certain instances additional operations 

can be included in the system and methods 850 for writing data using the secure 

5 storage appliance. For example, confirmation messages can be returned to the 

secure storage appliance confirming successful storage of data on the physical disks. 

Other operations are possible as well. 

Now referring to Figures 17-18 of the present disclosure, certain 

applications of the present disclosure are discussed in the context of (1) data backup 

10 systems and (2) secure network thin client network topology used in the business 

setting. Figure 17 shows an example system 900 for providing secure storage data 

backup, according to a possible embodiment of the present disclosure. In the system 

900 shown, a virtual tape server 902 is connected to a secure storage appliance 904 

via a data path 906, such as a SAN network using Fibre Channel or iSCSI 

15 communications. The virtual tape server 902 includes a management system 908, a 

backup subsystem interface 910, and a physical tape interface 912. The 

management system 908 provides an administrative interface for performing backup 

operations. The backup subsystem interface 910 receives data to be backed up onto 

tape, and logs backup operations. A physical tape interface 912 queues and 

20 coordinates transmission of data to be backed up to the secure storage appliance 904 

via the network. The virtual tape server 902 is also connected to a virtual tape 

management database 914 that stores data regarding historical tape backup 

operations performed using the system 900. 

The secure storage appliance 904 provides a virtual tape head 

25 assembly 916 which is analogous to a virtual disk but appears to the virtual tape 
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server 902 to be a tape head assembly to be addressed and written to. The secure 

storage appliance 904 connects to a plurality of tape head devices 918 capable of 

writing to magnetic tape, such as that typically used for data backup. The secure 

storage appliance 904 is configured as described above. The virtual tape head 

5 assembly 916 provides an interface to address data to be backed up, which is then 

cryptographically split and encrypted by the secure storage appliance and stored 

onto a plurality of distributed magnetic tapes using the tape head devices 918 (as 

opposed to a generalized physical storage device, such as the storage devices of 

Figures 3-4). 

10 In use, a network administrator could allocate virtual disks that would 

be presented to the virtual tape head assembly 916. The virtual tape administrator 

would allocate these disks for storage of data received from the client through the 

virtual tape server 902. As data is written to the disks, it would be cryptographically 

split and encrypted via the secure storage appliance 904. 

15 The virtual tape administrator would present virtual tapes to a 

network (e.g. an IP or data network) from the virtual tape server 902. The data in 

storage on the tape head devices 918 is saved by the backup functions provided by 

the secure storage appliance 904. These tapes are mapped to the virtual tapes 

presented by the virtual tape head assembly 916. Information is saved on tapes as a 

20 collection of shares, as previously described. 

An example of a tape backup configuration illustrates certain 

advantages of a virtual tape server over the standard tape backup system as 

described above in conjunction with Figure 2. In one example of a tape backup 

configuration, share 1 of virtual disk A, share 1 of virtual disk B, and other share 1's 

25 can be saved to a tape using the tape head devices 918. Second shares of each of 
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these virtual disks could be stored to a different tape. Keeping the shares of a virtual 

tape separate preserves the security of the information, by distributing that 

information across multiple tapes. This is because more than one tape is required to 

reconstitute data in the case of a data restoration. Data for a volume is restored by 

5 restoring the appropriate shares from the respective tapes. In certain embodiments 

an interface that can automatically restore the shares for a volume can be provided 

for the virtual tape assembly. Other advantages exist as well. 

Now referring to Figure 18, one possible arrangement of a thin client 

network topology is shown in which secure storage is provided. In the network 950 

10 illustrated, a plurality of thin client devices 952 are connected to a consolidated 

application server 954 via a secured network connection 956. 

The consolidated application server 954 provides application and data 

hosting capabilities for the thin client devices 952. In addition, the consolidated 

application server 954 can, as in the example embodiment shown, provide specific 

15 subsets of data, functionality, and connectivity for different groups of individuals 

within an organization. In the example embodiment shown, the consolidated 

application server 954 can connect to separate networks and can include separate, 

dedicated network connections for payroll, human resources, and finance 

departments. Other departments could have separate dedicated communication 

20 resources, data, and applications as well. The consolidated application server 954 

also includes virtualization technology 958, which is configured to assist in 

managing separation of the various departments' data and application accessibility. 

The secured network connection 956 is shown as a secure Ethernet 

connection using network interface cards 957 to provide network connectivity at the 
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server 954. However, any of a number of secure data networks could be 

implemented as well. 

The consolidated application server 954 is connected to a secure 

storage appliance 960 via a plurality of host bus adapter connections 961. The 

5 secure storage appliance 960 is generally arranged as previously described in 

Figures 3-16. The host bus adapter connections 961 allow connection via a SAN or 

other data network, such that each of the dedicated groups on the consolidated 

application server 954 has a dedicated data connection to the secure storage 

appliance 960, and separately maps to different port logical unit numbers (LUNs). 

10 The secure storage appliance 960 then maps to a plurality of physical storage 

devices 962 that are either directly connected to the secure storage appliance 960 or 

connected to the secure storage appliance 960 via a SAN 964 or other data network. 

In the embodiment shown, the consolidated application server 954 

hosts a plurality of guest operating systems 955, shown as guest operating systems 

15 955a-c. The guest operating systems 955 host user-group-specific applications and 

data for each of the groups of individuals accessing the consolidated application 

server. Each of the guest operating systems 955a-c have virtual LUNs and virtual 

NIC addresses mapped to the LUNs and NIC addresses within the server 954, while 

virtualization technology 958 provides a register of the mappings of LUNS and NIC 

20 addresses of the server 954 to the virtual LUNs and virtual NIC addresses of the 

guest operating systems 955a-c. Through this arrangement, dedicated guest 

operating systems 955 can be mapped to dedicated LUN and NIC addresses, while 

having data that is isolated from that of other groups, but shared across common 

physical storage devices 962. 
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As illustrated in the example of Figure 18, the physical storage 

devices 962 provide a typical logistical arrangement of storage, in which a few 

storage devices are local to the secure storage appliance, while a few of the other 

storage devices are remote from the secure storage appliance 960. Through use of 

5 (1) virtual disks that are presented to the various departments accessing the 

consolidated application server 954 and (2) shares of virtual disks assigned to local 

and remote storage, each department can have its own data securely stored across a 

plurality of locations with minimal hardware redundancy and improved security. 

Although Figures 17-18 present a few options for applications of the 

10 secure storage appliance and secure network storage of data as described in the 

present disclosure, it is understood that further applications are possible as well. 

Furthermore, although each of these applications is described in conjunction with a 

particular network topology, it is understood that a variety of network topologies 

could be implemented to provide similar functionality, in a manner consistent with 

15 the principles described herein. 

Now referring to Figures 19-24, various additional details are 

provided relating to internal details of handling I/O requests (e.g. read and write 

operation requests) in a secure storage appliance. In the various methods and 

systems disclosed in the below-described figures, state-based processing of data 

20 blocks is performed, allowing the secure storage appliance to perform sub-tasks as 

resources of the secure storage appliance become available for use. In such a 

manner, the secure storage appliance can improve throughput of processed data and 

1/0 requests related to that data, based on these "pipelined" operations. 

Referring now to Figure 19, a state diagram 1000 for simultaneous 

25 state-based cryptographic splitting in a secure storage appliance is shown, according 
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to aspects of the present disclosure. The state diagram represents states assignable 

to various stripes of data, represented as blocks of data written to or received from 

storage devices and managed in memory of a secure storage appliance. By 

assigning various states to the buffers and blocks of data stored in those buffers, a 

5 secure storage appliance using such states can employ thread-level parallelism to 

process multiple blocks of data (i.e. stripes). 

In the embodiment shown, the state diagram 1000 includes an idle 

state 1002, a read state 1004, a decode state 1006, a transfer state 1008, an encode 

state 1010, and a write state 1012. The idle state 1002 represents a state in which a 

10 stripe (i.e. a block of data able to be stored in a buffer) is currently not in use. The 

buffer can include, for example, a direct buffer or a data buffer intended to hold a 

block of data (i.e. a stripe of data). So long as the state diagram remains in the idle 

state 1002 for that buffer, the buffer is available for reuse, signifying that no data is 

being tracked in that buffer. The idle state 1002 can be entered from any of the 

15 other states, upon failure of an operation, or upon completion of an I/O request. 

The read state 1004 signifies that data is being read from a plurality 

of shares and is destined for storage in a buffer on the secure storage appliance. The 

read state 1004 can be entered from the idle state any time the data being accessed is 

not present in memory, or upon retrying a previously unsuccessful read or decode 

20 operation. 

The decode state 1006 signifies that data read (e.g. while the buffer is 

associated with the read state 1004) has occurred, and that currently the plurality of 

secondary data blocks are being decoded to form the block of data stored in the 

stripe. The decode state 1006 generally signifies that the data is being operated on 

25 by a cryptographic decoding operation, such as through use of a parser driver as 
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previously described. The decode state 1006 can be entered, for example, from the 

read state 1004 upon determination of a successful read and available parser module, 

or upon retrying a previously failed decode operation. 

The transfer state 1008 indicates that the PO request received at the 

5 secure storage appliance is being transferred into or out from the block of data held 

in the buffer. In the case of a write 1/0 request, the transfer state 1008 corresponds 

to writing data into the block of data, and marking the block of data as dirty (i.e. the 

data stored on physical storage devices is not up to date). In the case of a read I/O 

request, the transfer state 1008 corresponds to return of some or all of the block of 

10 data to a client device from the buffer. The transfer state 1008 can be entered, for 

example, from the decode states 1006 upon determining that a stripe is present (i.e. 

that the block of data making up the stripe is present in a buffer). 

The transfer state 1008 can also be entered from the idle state 1002 in 

case either the stripe is already present (e.g. based on action in response to a 

15 different 1/0 request) or in the case that a full block write is taking place (in which 

case a read of that block is unnecessary, as the entire block will be overwritten). 

The encode state 1010 signifies that the transfer state 1008 has 

completed, such that the data in the buffer is the most up-to-date data related to that 

block. The encode state 1010 corresponds to operation of the parser module of a 

20 secure storage appliance to cryptographically split and encrypt the data in the block 

of data. The encode state 1010 can be entered from the transfer state 1008 upon 

determination that the transfer state has completed and that the parser module is 

available. The encode state 1010 can also be entered from itself, such as upon retry 

of a failed encode operation. 
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The write state 1012 signifies completion of the encode state 1010, 

and schedules writing of the encoded data to a plurality of shares associated with the 

volume and strip to which the data is stored. The write state 1012 can track the 

existence of the buffer in an outstanding write list (e.g. as described above in 

5 conjunction with Figure 6) or other write operation. The write state 1012 can be 

entered from the encode state 1010 or upon reentry from itself, in the case of a failed 

write. 

Additional states can be included as well, depending upon whether 

any additional processing actions are required which may use a resource of the 

10 secure storage appliance which may require scheduling and coordination of use. 

The state diagram 1000 of Figure 19 can be implemented in software 

of the secure storage appliance to track the state of a number of data buffers that 

may be present in the secure storage appliance. In certain embodiments, the data 

buffers can be held in cache or RAM memory of any of the embodiments of the 

15 secure storage appliance previously described. 

Figure 20 shows a flowchart of methods and systems 1100 for 

simultaneous state-based cryptographic splitting in a secure storage appliance, 

according to aspects of the present disclosure. The flowchart tracks processing of a 

single buffer and related block of data in the secure storage appliance. As 

20 illustrated, the methods and systems 1100 split each I/O request into a plurality of 

tasks, thereby allowing each I/O request to be managed in parallel and executed as 

resources in the secure storage appliance (read and write data lines, buffers, parser 

driver, etc) become available. 

The system 1100 is instantiated at a start operation 1102, which 

25 corresponds to initial operation of a secure storage appliance or connection of the 
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secure storage appliance to a client device such that the secure storage appliance can 

begin receiving I/O requests. Operational flow proceeds to a request receipt module 

1104 which receives an I/O request (e.g. a read or write request) associated with a 

particular block of data on a volume. The block of data, as referred to herein, 

5 corresponds to a block of data as expected to be received by the client device, rather 

than the cryptographically split secondary data blocks stored on the shares of the 

physical storage device. 

Operational flow proceeds to a stripe presence determination 

operation 1106. The stripe presence determination operation 1106 determines 

10 whether the stripe related to the received I/O request is present in the secure storage 

appliance. This may be the case, for example, if the stripe (i.e. the block of data) has 

previously been requested by a different 1/0 operation and is present in a buffer of 

the secure storage appliance. The stripe presence determination operation 1106 also 

determines whether the I/O request is a full block write (and therefore there is no 

15 need to acquire the data block prior to performing a read or write). 

If the stripe is not present in the secure storage appliance (and the 1/0 

request is not a full block write), operational flow branches "no" from the stripe 

presence determination operation 1106 to a read module 1108. The read module 

1108 initiates a read process to obtain a block of data from a volume by accessing 

20 cryptographically split secondary data blocks on a plurality of shares on a plurality 

of storage devices. During execution of the read module 1108, a buffer can also be 

reserved for the read block of data, and the buffer state can be set to a read state, as 

described in Figure 19, above. 

A read assessment operation 1110 determines whether the read 

25 module executed successfully. If the read assessment operation 1110 determines 
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that the read module 1108 did not execute successfully, operational flow branches 

"no" and returns to the read module to retry the read operation. In certain 

embodiments, after a number of failed read assessment operations, operational flow 

fails, and the entire system 1100 is restarted. 

5 If the read assessment operation 1110 determines that the read 

module 1108 executed successfully, operational flow branches "yes" to a decode 

module 1112. The decode module 1112 receives the cryptographically split 

secondary data blocks, and reconstitutes the block of data from those secondary data 

blocks. In certain embodiments, this can be accomplished by using a parser driver, 

10 as previously explained in conjunction with Figure 6. During operation of the 

decode module, the state of the buffer reserved for use in conjunction with the block 

of data can be set to a decode state, as described above in Figure 19. 

A decode assessment operation 1114 determines whether the decode 

module 1112 executed successfully, by checking the correctness of the block of data 

15 output to a buffer from the parser driver or other software/hardware used to 

reconstitute the block of data. If the decode assessment operation 1114 determines 

that the decode module 1112 executed successfully, operational flow branches "yes" 

to a transfer module 1116. If the decode assessment operation 1114 determines that 

the decode module 1112 failed, operational flow branches "no" and returns to the 

20 read module 1108 to retry the reading and decoding process. In such an instance, 

the state of the buffer is changed from the decode state to the read state, and the read 

operation is reattempted. 

In an alternative embodiment, if the decode assessment operation 

1114 determines that the decode module 1112 failed, operational flow can branch 
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"no" and return to the decode module 1112 to retry the decoding process only (e.g. 

as shown in Figure 19). 

After successful decoding of a block of data identified in the overall 

system 1100, a desired block of data is residing in a buffer on the secure storage 

5 appliance, or a full block write is to be performed. Operational flow proceeds to a 

transfer operation 1116 either ( 1) from the decode assessment operation 1114, as 

described above, or, (2) if a stripe was previously present in the secure storage 

appliance and detected by the stripe presence determination operation 1106 or was a 

full block write. The transfer module associates the 1/0 request with the block of 

10 data (now in unencrypted, whole, clear text form) stored in a system buffer, and 1/0 

requests related to that buffer are processed (e.g. in FIFO order). The transfer 

module 1116 either transfers in data relating to a write request addressing a data 

location within the block of data, or copies out data from the buffer related to a read 

request addressing a location within the block of data. If a write request is executed, 

15 then the data block will be marked as "dirty" using a flag or other means to indicate 

that it contains changed data. During operation of the transfer module 1116, the 

state of the buffer reserved for use in conjunction with the block of data can be set to 

a transfer state, as described above in Figure 19. 

Related to that selected I/O request for processing, operational flow 

20 proceeds to an update determination operation 1118. The update determination 

operation determines whether data in a stripe has been updated (e.g. by a write of a 

full or partial data block to the buffer). If the stripe has updated data, operational 

flow branches "yes" to an encode module 1120. The encode module 1120 applies 

cryptographic splitting to the now-updated data held in a buffer on the secure storage 

25 appliance, to generate a plurality of secondary data blocks in accordance with the 
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techniques described above. The encode module 1120 can do so by, for example, 

passing the data block that is the subject of the I/O request to a parser driver in the 

secure storage appliance. During operation of the encode module, the state of the 

buffer reserved for use in conjunction with the block of data can be set to an encode 

5 state, as described above in Figure 19. 

Operational flow proceeds to an encode assessment operation 1122, 

which determines whether the encoding of data was successful. If the encode was 

successful, operational flow branches "yes" and proceeds from the encode 

assessment operation 1122 to a write module 1124. If the encode was not 

10 successful, operational flow branches "no" and returns to the encode module 1120 to 

retry the encoding operation. 

The write module 1124 schedules a write operation of the secondary 

data blocks to the plurality of shares on the physical storage devices that are 

associated with the volume to which the I/O is addressed and where the block of 

15 data resides. The write module 1124 in certain embodiments, does so by adding the 

secondary data blocks to an outstanding write list, which schedules a write operation 

upon the availability of a network connection (e.g. a SAN network connection such 

as a Fibre Channel or iSCSI) to a physical storage device. During operation of the 

write module, the state of the buffer reserved for use in conjunction with the block 

20 of data can be set to a write state, as described above in Figure 19. 

Operational flow proceeds to a write assessment operation 1126, 

which determines whether the write operation completed successfully. If the write 

does complete successfully, operational flow branches "yes" and proceeds to a 

subsequent 1/0 determination operation 1128. If the write does not complete 
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successfully, operational flow branches "no" and returns to the write module 1124 to 

retry the write operation. 

The subsequent I/O determination operation 1128 assesses whether 

an additional 1/0 request is present and which relates to the block of data. If an 

5 additional I/O request is present and awaiting execution, operational flow branches 

"yes" and returns to the transfer module 1116, to process that subsequent I/O 

request. If no additional 1/0 request is present, operational flow branches "no" to an 

end operation 1130. 

Referring back to the update determination operation 1118, if the 

10 stripe has not been updated, no write operation back to a physical storage device is 

necessary. Therefore, operational flow branches "no" from the update determination 

operation and completes, terminating at end operation 1130. Additionally, and as 

previously described, if the I/O tracking operation determines that no additional 1/0 

requests exist with respect to that block of data, operational flow branches "no" to 

15 the end operation 1130. Upon reaching the end operation 1130, the state can be set 

to an idle state, and the buffer can be made available other use, as described above in 

Figure 19. 

Although in the system 1100 a specific set of functional modules is 

presented, no particular ordering of modules is required or implied. Additional 

20 states and modules can be included in the system 1100 as well, depending upon the 

determination of the data block status or the type of I/O request made. 

Now referring to Figures 21-22, additional details regarding encoding 

and decoding a block of data in a secure storage device are provided in further 

detail. Figure 21 shows a flowchart of methods and systems for reconstituting data 

25 in a secure storage appliance, according to a possible aspect of the present 
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disclosure. The methods and systems 1200 described herein can correspond, in 

various aspects, to particular steps performed in a decode operation in association 

with a read or write I/O request. 

The system 1200 is instantiated at a start operation 1202, which 

5 corresponds to initial scheduling of a decode operation using a parser driver of a 

secure storage appliance, such as any of the secure storage appliances described 

above. Operational flow proceeds to an obtain data module 1204, which obtains 

encoded data from an encoded data buffer pool and assigns a free buffer or direct 

buffer for storage of decoded data. The encoded data, in various embodiments, 

10 corresponds to a number of secondary data blocks that represent a cryptographically 

split block of data. 

Operational flow proceeds to a reconstitution module 1206, which 

reconstitutes a block of data from the secondary data blocks. The reconstitution 

module 1206 generally corresponds to the decode module of Figure 20, and can, in 

15 certain embodiments, operate using a parser driver as described above in Figure 6. 

Operational flow proceeds to a success determination operation 1208, 

which determines whether the operation performed by the decode module 1206 was 

successful. If the success determination operation 1208 determines that the 

reconstitution module 1206 has reconstituted the block of data successfully, 

20 operational flow branches "yes" to a transfer scheduling module 1210. The transfer 

scheduling module 1210 schedules a transfer to occur in accordance with the I/O 

request received by the secure storage appliance. If the I/O request is a write 

request, the transfer scheduling module 1210 schedules a write of received data to 

update the data that has been decoded. If the 1/0 request is a read request, the 

25 transfer scheduling module 1210 schedules a return of requested data to be sent to 
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the client device sending the read request, the timing of which occurs based on the 

availability of the connection to the client device. From the transfer scheduling 

module 1210, operational flow proceeds to an end operation 1212, signifying 

completion of the decode flow. 

5 If the success determination operation 1208 determines that the 

reconstitution module 1206 has not reconstituted the block of data, operational flow 

branches "no" to a read scheduling module 1214, which schedules a read operation 

to occur, thereby retrying the request of the secondary data blocks of data from 

which the block of data (i.e. stripe) is reconstituted. From the read scheduling 

10 module 1214, operational flow proceeds to the end operation 1212, which represents 

completion of the current read and decode operation and thereby allowing the 

system to restart, e.g. retrying to read the block or failing and freeing the parser 

driver to act on another set of secondary data blocks. 

Figure 22 shows a flowchart of methods and systems for 

15 cryptographically splitting data in a secure storage appliance, according to a possible 

aspect of the present disclosure. The methods and systems 1300 of the present 

disclosure generally correspond to processing of an encoding and writing portion of 

an I/O request, providing additional detail regarding certain portions of the overall 

data flow of Figure 20, above. The system 1300 is instantiated at a start operation 

20 1302, which corresponds to initial scheduling of an encode operation using a parser 

driver of a secure storage appliance, such as any of the secure storage appliances 

described above. Operational flow proceeds to an obtain buffer module 1304, which 

obtains buffers for use in encoding data. The data block represents a clear text, set 

size data block that can be encoded into a number of secondary data blocks that 

25 represent the cryptographically split block of data. 
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Operational flow proceeds to an encode module 1306, which 

reconstitutes a block of data from the secondary data blocks. The encode module 

1306 generally corresponds to the encode module of Figure 19, and can, in certain 

embodiments, operate using a parser driver as described above in Figure 6. 

5 Operational flow proceeds to a success determination operation 1308, 

which determines whether the operation performed by the encode module 1306 was 

successful. If the success determination operation 1308 determines that the encode 

module 1306 has cryptographically split the block of data successfully, operational 

flow branches "yes" to a write scheduling module 1310. The write scheduling 

10 module 1310 schedules a write of the secondary data blocks to corresponding shares 

stored on physical storage devices connected to the secure storage appliance. From 

the write scheduling module 1310, operational flow proceeds to an end operation 

1312, signifying completion of the encode flow. 

If the success determination operation 1308 determines that the 

15 encode module 1306 has not encoded the block of data successfully, operational 

flow branches "no" to a transfer function module 1314, which reschedules a transfer 

function so that the 1/0 request can be reprocessed. From the transfer function 

module 1314, operational flow proceeds to the end operation 1312, which represents 

completion of the current operation and thereby allowing the system to restart, e.g. 

20 retrying to encode and write the block or failing and freeing the parser driver to act 

on another set of secondary data blocks. 

Referring to Figures 21-22 generally, in various embodiments, each 

of the systems 1200, 1300 corresponds to an overall process which is tracked as a 

resource. In such embodiments, separate blocks of data may be operated on 

25 concurrently, and the state of each block can be tracked using states and other status 
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information, such as the states described in Figure 19 above. Figures 23-24 illustrate 

possible generalized applications of use of the state-enabled parallelism provided by 

the systems and methods of Figures 19-22, above. 

Figure 23 shows a flowchart of methods and systems 1400 for 

5 managing data blocks in a secure storage appliance, according to a possible 

embodiment of the present disclosure. The systems 1400 disclosed operate within a 

secure storage appliance, and provide state-based management of blocks of data to 

provide the possibility of pipelined operation of the secure storage appliance to 

improve throughput and I/O request handling. 

10 The system 1400 as shown is instantiated at a start operation 1402, 

which corresponds to initial operation of a secure storage appliance in conjunction 

with a client device and a plurality of physical storage devices. From the start 

operation 1402, operational flow proceeds to a data receipt module 1404. The data 

receipt module 1404 receives a block of data associated with a volume. The block 

15 of data is associated with an I/O request, such as a read or write request, and can be 

received either from a client device (e.g. in the case of a write request) or from a 

physical storage device (e.g. in the case of a read request). In the case the block of 

data is received from a physical storage request, the block of data may be a block 

referred to herein as a secondary data block, such that the secondary block of data 

20 represents a cryptographically split portion of a block of data as it would be viewed 

or presented to a client device. In further embodiments, additional blocks of data 

can be received as well. 

Operational flow proceeds to a data storage module 1406. The data 

storage module 1406 stores the block of data received by the data receipt module 

25 1404 and stores that data in a buffer. The buffer can be any of a number of buffers 
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available within a secure storage appliance, such as a direct buffer, any of a number 

of work buffers, a number of secondary buffers used to hold secondary data blocks 

(e.g. in the case of a read request), or other types or sizes of buffers. 

Operational flow proceeds to a state association module 1408. The 

5 state association module 1408 associates the stripe with a state from among a 

plurality of states assignable to stipes in the system. Any of a number of states may 

be assigned to the stripe, depending upon the currently-pending action to be taken on 

data stored in the buffer (or signifying the lack of meaningful data in the buffer if the 

buffer has been released due to a completed I/O request). Example states are 

10 illustrated in Figure 19, above; however, other states may be possible as well. 

Operational flow proceeds to a data processing module 1410. The 

data processing module 1410 processes the block of data by performing a 

cryptographic operation on it. In the case of a write operation in which a block of 

data is to be written to a physical storage device from a work buffer, the data 

15 processing module corresponds to cryptographic splitting of the block of data into a 

plurality of secondary blocks of data for storage. In the case of a read operation or a 

partial write operation (less than an entire block being modified), data from a 

physical storage device must be retrieved and reconstituted from secondary blocks 

of data, so an inverse function is performed. Examples of these operations are 

20 illustrated in the flowcharts of Figures 21-22, above. 

While the data processing module 1410 remains in operation, the 

overall system preferably maintains the state of the stripe so that the secure storage 

appliance can track resource usage based on states of stipes. Other resource tracking 

arrangements are possible as well. 
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Operational flow proceeds to a state update module 1412. The state 

update module changes the state of the stripe maintaining the block of data after the 

data processing module 1410 completes operation, for example, once a write 

operation or read operation completes. In various embodiments, the state update 

5 module 1412 can change states according to the state transitions illustrated in Figure 

19, above. 

Operational flow within the system proceeds to an end operation 

1414, which ends the process of managing the data block within the designated state. 

Although Figure 23 is illustrated as including specific functionality 

10 occurring in a specified order, it is understood that the module ordering is not 

required, other than as necessary to maintain different states for a stripe at different 

stages of I/O request execution. 

Figure 24 shows a flowchart of methods and systems 1500 for 

managing I/O requests in a secure storage appliance, according to a possible 

15 embodiment of the present disclosure. The methods and systems as described herein 

represent an arrangement in which multiple I/O requests can be handled in parallel, 

such as by tracking the state of each stripe being acted upon by 1/0 requests and 

allowing processing of an I/O request as a resource. In the context of the systems 

and methods described herein, these resources can include: the parser driver 

20 software and/or encryption/decryption hardware used in cryptographic splitting and 

reconstituting data; a data line or network connection (e.g. host bus adapter port) 

available between the secure storage appliance and one or more of the physical 

storage devices; a data connection between the secure storage appliance and a client 

device; a buffer, such as a work buffer, and encrypted secondary buffer, or a direct 
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buffer; or tracking resources available within the appliance. Other resources can be 

included as well. 

Operational flow is instantiated at a start operation 1502, which 

corresponds to initial setup to allow a secure storage appliance to communicate with 

5 a client device and a plurality of physical storage devices in a network such as those 

described herein. Operational flow proceeds to a request receipt module 1504, 

which receives a plurality of I/O requests at the secure storage appliance. Each of 

the I/O requests received by the request receipt module 1504 corresponds to a 

volume and a block of data on that volume, where the volume is associated with a 

10 plurality of shares on physical storage devices. Example I/O requests will generally 

include the type of request (e.g. a read or write request), a location related to the 

request (i.e. the address of a portion of a block of data or a block of data related to 

the request), and, if a write operation, data to be written to the location. Other data 

can be transmitted as well. 

15 Operational flow proceeds to a storage module 1506. The storage 

module stores blocks of data in buffers of the secure storage device. Each of the 

blocks of data are associated with one or more of the plurality of 1/0 requests. For 

example, the blocks of data can be reconstituted blocks of data stored in work 

buffers in response to read I/O requests or write I/O requests addressing only a 

20 partial block. Or, the blocks of data can include a block of data to be written to a 

device storage location. 

Operational flow proceeds to a state association module 1508, which 

associates a state with each of the stripes in the secure storage appliance. The state 

association module 1508 can associate any of a number of states with a stripe, 

25 generally indicating the current processing state of the stripe. For example the state 
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assigned to the stripe can indicate how far the data associated with the stripe is 

processed by a currently-active I/O request. Example states are illustrated in Figure 

19, above, but other states may be available as well. 

Operational flow proceeds to a resource availability determination 

5 operation 1510. The resource availability determination operation 1510 determines 

which resource is necessary to be used next sequentially by the data in each of the 

buffers, and determines whether that resource is currently available. If the resource 

availability determination operation 1510 determines that a requested resource is 

available, operational flow branches "yes" and proceeds to a resource application 

10 module 1512. The resource application module 1512 applies the resource to the data 

in the buffer, thereby performing a required operation to process the 1/0 request, 

such as reading data, decoding data, transferring 1/0 requests, encoding data, writing 

data, or idling. Operational flow proceeds to an end operation 1514 upon 

completion of the resource application module 1512. 

15 If the resource availability determination operation 1510 determines 

that the requested resource is not available, operational flow branches "no", issues 

the appropriate 1/0 request, and waits for the appropriate system event or events to 

signify that the resource to become available. Once the resource becomes available, 

operational flow can proceed to the resource application module 1512, above. 

20 Optionally, the resource availability determination operation 1510 

includes a time-out feature in which an operation is deemed to have failed if a 

resource does not become available to it within a set period of time. In other 

embodiments, the resource availability determination operation 1510 requires that 

the current 1/0 request and buffer must wait to complete its next operational step. 

25 However, other buffers associated with other 1/0 requests can be processed, so long 
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as the same resource is not required or used. In still further embodiments, the 

system uses an interrupt-based scheme to trigger use of a resource by the data in the 

buffer, in which a thread is notified when a resource can be allocated for its use. 

Through use of the systems and methods herein, it is understood that 

5 each 1/0 request is split into a number of tasks, which can be pipelined to improve 

efficiency through the secure storage appliance. 

It is recognized that the above networks, systems, and methods 

operate using computer hardware and software in any of a variety of configurations. 

Such configurations can include computing devices, which generally include a 

10 processing device, one or more computer readable media, and a communication 

device. Other embodiments of a computing device are possible as well. For 

example, a computing device can include a user interface, an operating system, and 

one or more software applications. Several example computing devices include a 

personal computer (PC), a laptop computer, or a personal digital assistant (PDA). A 

15 computing device can also include one or more servers, one or more mass storage 

databases, and/or other resources. 

A processing device is a device that processes a set of instructions. 

Several examples of a processing device include a microprocessor, a central 

processing unit, a microcontroller, a field programmable gate array, and others. 

20 Further, processing devices may be of any general variety such as reduced 

instruction set computing devices, complex instruction set computing devices, or 

specially designed processing devices such as an application-specific integrated 

circuit device. 

Computer readable media includes volatile memory and non-volatile 

25 memory and can be implemented in any method or technology for the storage of 
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information such as computer readable instructions, data structures, program 

modules, or other data. In certain embodiments, computer readable media is 

integrated as part of the processing device. In other embodiments, computer 

readable media is separate from or in addition to that of the processing device. 

5 Further, in general, computer readable media can be removable or non-removable. 

Several examples of computer readable media include, RAM, ROM, EEPROM and 

other flash memory technologies, CD-ROM, digital versatile disks (DVD) or other 

optical storage, magnetic cassettes, magnetic tape, magnetic disk storage or other 

magnetic storage devices, or any other medium that can be used to store desired 

10 information and that can be accessed by a computing device. In other embodiments, 

computer readable media can be configured as a mass storage database that can be 

used to store a structured collection of data accessible by a computing device. 

A communications device establishes a data connection that allows a 

computing device to communicate with one or more other computing devices via 

15 any number of standard or specialized communication interfaces such as, for 

example, a universal serial bus (USB), 802.11 a/b/g network, radio frequency, 

infrared, serial, or any other data connection. In general, the communication 

between one or more computing devices configured with one or more 

communication devices is accomplished via a network such as any of a number of 

20 wireless or hardwired WAN, LAN, SAN, Internet, or other packet-based or port-

based communication networks. 

The above specification, examples and data provide a complete 

description of the manufacture and use of the composition of the invention. Since 

many embodiments of the invention can be made without departing from the spirit 

25 and scope of the invention, the invention resides in the claims hereinafter appended. 
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Claims: 

1. A method of managing data blocks in a secure storage appliance, the method 

comprising: 

receiving a block of data associated with a volume, the volume associated with a 

5 plurality of shares stored on a plurality of physical storage devices; 

storing the block of data in a buffer; 

associating the block of data with a state from among a plurality of states, each of 

the states corresponding to a status of the block of data; 

processing the block of data by performing at least one cryptographic operation 

10 on the block of data; and 

upon completion of processing the block of data, updating the state of the block of 

data. 

2. The method of claim 1, wherein processing the block of data includes 

15 cryptographically splitting the block of data into a plurality of secondary data blocks. 

3. The method of claim 1, wherein processing the block of data includes 

reconstituting a primary block of data from a plurality of secondary blocks of data, the 

plurality of secondary blocks of data including the block of data. 

20 

4. The method of claim 1, wherein the plurality of states includes at least one of a 

read state, a decode state, an idle state, a transfer state, an encode state, or a write state. 

5. The method of claim 1, further comprising, while processing the block of data, 

25 assigning a state to the block of data indicating that the block of data is being processed. 

6. The method of claim 1, wherein receiving the block of data includes receiving the 

block of data from a client device. 

30 7. The method of claim 5, wherein the buffer is a work buffer. 
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8. The method of claim 1, wherein processing the block of data includes 

reconstituting the block of data from a plurality of secondary data blocks stored in the 

plurality of shares. 

5 

9. A method of managing I/O requests in a secure storage appliance, the method 

including: 

receiving an I/O request at the secure storage appliance, the I/O request associated 

with a volume, the volume associated with a plurality of shares stored on a 

10 plurality of physical storage devices; 

determining whether a block of data referenced by the I/O request is present in a 

buffer; 

transferring the block of data to a buffer and associating the block of data with a 

transfer state; 

15 determining whether the block of data in the buffer is updated; and 

processing the block of data. 

10. The method of claim 9, wherein processing the block of data includes determining 

whether the data block has been updated. 

20 

11. The method of claim 10, further comprising, upon determining that the data block 

has been updated, cryptographically splitting the block of data into a plurality of 

secondary data blocks and storing the plurality of secondary data blocks on the plurality 

of physical storage devices. 

25 

12. The method of claim 11, further comprising, while cryptographically splitting the 

block of data, associating the block of data with an encode state. 
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13. The method of claim 11, further comprising, while storing the plurality of 

secondary data blocks on the plurality of physical storage devices, associating the block 

of data with a write state. 

5 

14. The method of claim 9, wherein transferring the block of data to a buffer includes 

receiving the data block from a client device. 

15. The method of claim 9, further comprising, prior to transferring the block of data 

10 to a buffer: 

reading a plurality of secondary data blocks stored in the plurality of shares; and 

reconstituting the block of data from the plurality of secondary data blocks. 

16. The method of claim 15, further comprising, while reconstituting the block of 

15 data, associating the block of data with a decode state. 

17. A secure storage appliance comprising; 

a plurality of buffers, each buffer capable of holding a block of data having a state 

selected from among a plurality of states; 

20 a programmable circuit capable of accessing the plurality of buffers, the 

programmable circuit configured to execute program instructions to: 

receive an I/O request, the 1/0 request associated with a volume, the 

volume associated with a plurality of shares stored on a plurality of 

physical storage devices communicatively connected to the secure 

25 storage appliance; 

determine whether a block of data referenced by the 1/0 request is present 

in a buffer; 

transfer the block of data to a buffer among the plurality of buffers; 

determine whether the block of data in the buffer is updated; and 

30 process the block of data. 
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18. The secure storage appliance of claim 17, wherein the plurality of states includes 

at least one of a read state, a decode state, an idle state, a transfer state, an encode state, or 

a write state. 

5 

19. The secure storage appliance of claim 17, wherein the programmable circuit is 

further programmed to, while transferring the block of data to a buffer, associating the 

block of data with a transfer state. 

10 20. The secure storage appliance of claim 17, wherein the plurality of shares store 

cryptographically split data stored to the volume. 

21. A secure storage appliance comprising: 

a plurality of buffers, each buffer capable of holding a block of data having a state 

15 selected from among a plurality of states; 

a programmable circuit capable of accessing the plurality of buffers, the 

programmable circuit configured to execute program instructions to: 

receive a block of data associated with a volume, the volume associated 

with a plurality of shares stored on a plurality of physical storage 

20 devices; 

store the block of data in a buffer from among the plurality of buffers; 

associate the buffer with a state corresponding to a status of the block of 

data; 

process the block of data by performing at least one cryptographic 

25 operation on the block of data; and 

update the state of the buffer upon completion of processing the block of 

data. 
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22. The secure storage appliance of claim 21, wherein the programmable circuit is 

configured to execute program instructions to cryptographically split the block of data 

into a plurality of secondary data blocks. 

5 23. The secure storage appliance of claim 21, wherein the programmable circuit is 

configured to execute program instructions to reconstitute a primary block of data from a 

plurality of secondary blocks of data, the plurality of secondary blocks of data including 

the block of data. 
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Application No. 13/371,361 
Reply dated June 29, 2012 
Reply to Office Action of June 11, 2012 

LISTING OF THE CLAIMS 

Docket No.: 104093-0002-104 

1. (Original) A method for securing a data set, the method steps implemented by 

a programmed computer system, the method steps comprising: 

creating integrity information using the data set; 

encrypting the data set based on an encryption key to produce an encrypted data 

set; 

generating data splitting information, wherein the data splitting information is 

usable to determine into which of a plurality of shares of data a unit of data of the encrypted data 

set will be placed; 

separating the encrypted data set into the plurality of shares based on the data 

splitting information; 

including in the plurality of shares data indicative of (a) the encryption key and 

(b) the integrity information; and 

causing the plurality of shares to be stored in respective separate storage 

locations; 

wherein the data set is restorable by accessing less than all, but at least a threshold 

number of, the plurality of shares. 

2. (Original) The method of claim 1, wherein the step of separating the encrypted 

data set comprises using a deterministic technique. 

3. (Original) The method of claim 1, wherein the step of separating the encrypted 

data set comprises using a substantially random technique. 

4. (Original) The method of claim 1, further comprising causing a plurality of 

data units in each of the shares to be rearranged relative to one another after the separating step. 

2 
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5. (Original) The method of claim 1, wherein the step of separating the encrypted 

data into the plurality of shares comprises causing the plurality of shares to have a substantially 

randomly distribution of the encrypted data set. 

6. (Original) The method of claim 1, wherein the data indicative of the encryption 

key comprises data created using a Shamir algorithm. 

7. (Original) The method of claim 1, wherein the step of including data indicative 

of the encryption key comprises: 

encrypting the encryption key with a second key; and 

including in the plurality of shares data indicative of the encrypted encryption 

key. 

8. (Original) The method of claim 7 further comprising the method step of 

storing the second key outside of the plurality of shares, wherein the data set is restorable by 

accessing less than all, but at least a threshold number of, the plurality of shares, and the second 

key. 

9. (Original) The method of claim 1, wherein the step of storing the shares in 

respective separate storage locations comprises storing the shares on at least two separate storage 

devices. 

10. (Original) A non-transitory computer readable medium storing computer 

executable instructions that, when executed by at least one processor, cause a computer system to 

carry out a method for securing a data set, the method comprising the steps of: 

creating integrity information using the data set; 

encrypting the data set based on an encryption key to produce an encrypted data 

set; 

3 
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generating data splitting information, wherein the data splitting information is 

usable to determine into which of a plurality of shares of data a unit of data of the encrypted data 

set will be placed; 

separating the encrypted data set into the plurality of shares based on the data 

splitting information; 

including in the plurality of shares data indicative of (a) the encryption key and 

(b) the integrity information; and 

causing the plurality of shares to be stored in respective separate storage 

locations; 

wherein the data set is restorable by accessing less than all, but at least a threshold 

number of, the plurality of shares. 

11. (Original) The non-transitory computer readable medium of claim 10, 

wherein the step of separating the encrypted data set comprises using a deterministic technique. 

12. (Original) The non-transitory computer readable medium of claim 10, 

wherein the step of separating the encrypted data set comprises using a substantially random 

technique. 

13. (Original) The non-transitory computer readable medium of claim 10, 

wherein the method further comprises causing a plurality of data units of the encrypted data set 

to be rearranged relative to one another after the separating step. 

14. (Original) The non-transitory computer readable medium of claim 10, 

wherein the step of separating the encrypted data into the plurality of shares comprises causing 

the plurality of shares to have a substantially randomly distribution of the encrypted data set. 

4 
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15. (Original) The non-transitory computer readable medium of claim 10, 

wherein the data indicative of the encryption key comprises data created using a Shamir 

algorithm. 

16. (Original) The non-transitory computer readable medium of claim 10, 

wherein the step of including data indicative of the encryption key comprises: 

encrypting the encryption key with a second key; and 

including in the plurality of shares data indicative of the encrypted encryption 

key. 

17. (Original) The non-transitory computer readable medium of claim 16 wherein 

the method further comprises storing the second key outside of the plurality of shares, wherein 

the data set is restorable by accessing less than all, but at least a threshold number of, the 

plurality of shares, and the second key. 

18. (Original) The non-transitory computer readable medium of claim 10, 

wherein the step of storing the shares in respective separate storage locations comprises storing 

the shares on at least two separate storage devices. 

19. (Original) A computer system for securing a data set, the system comprising: 

at least one processor; 

a non-transitory computer readable medium storing computer executable 

instructions that, when executed by the at least one processor, cause the computer system to 

carry out a method for securing a data set, the method comprising the steps of: 

creating integrity information using the data set; 

encrypting the data set based on an encryption key to produce an encrypted data 

set; 

5 
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generating data splitting information, wherein the data splitting information is 

usable to determine into which of a plurality of shares of data a unit of data of the encrypted data 

set will be placed; 

separating the encrypted data set into the plurality of shares based on the data 

splitting information; 

including in the plurality of shares data indicative of (a) the encryption key and 

(b) the integrity information; and 

causing the plurality of shares to be stored in respective separate storage 

locations; 

wherein the data set is restorable by accessing less than all, but at least a threshold 

number of, the plurality of shares. 

20. (Original) The system of claim 19, wherein the step of separating the 

encrypted data set comprises using a deterministic technique. 

21. (Original) The system of claim 19, wherein the step of separating the 

encrypted data set comprises using a substantially random technique. 

22. (Original) The system of claim 19, wherein the method further comprises 

causing a plurality of data units of the encrypted data set to be rearranged relative to one another 

after the separating step. 

23. (Original) The system of claim 19, wherein the step of separating the 

encrypted data into the plurality of shares comprises causing the plurality of shares to have a 

substantially randomly distribution of the encrypted data set. 

24. (Original) The system of claim 19, wherein data indicative of the encryption 

key comprises data that was created using a Shamir algorithm. 

6 
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25. (Original) The system of claim 19, wherein the step of including data 

indicative of the encryption key comprises: 

encrypting the encryption key with a second key; and 

including in the plurality of shares data indicative of the encrypted encryption 

key. 

26. (Original) The system of claim 25 wherein the method further comprises 

storing the second key outside of the plurality of shares, wherein the data set is restorable by 

accessing less than all, but at least a threshold number of, the plurality of shares, and the second 

key. 

27. (Original) The system of claim 19, wherein the separate storage locations are 

located on at least two separate storage devices. 

7 
31053663 1 

EX1009, Page 459



(12) INTERNATIONAL APPLICATION PUBLISHED UNDER THE PATENT COOPERATION TREATY (PCT) 

(19) World Intellectual Property Organization 

International Bureau 

(43) International Publication Date 

8 August 2002 (08.08.2002) PCT 

1111111111111111 I I I I I I I I I I I I I I 1111111111111111111111111111111111111111111111111111111 

(10) International Publication Number 

WO 02/062032 A2 

(51) International Patent Classification': H04L 29/00 

(21) International Application Number: PCTIUS01/50069 

(22) International Filing Date: 
21 December 2001 (21.12.2001) 

(25) Filing Language: English 

(26) Publication Language: English 

(30) Priority Data: 
60/258,127 22 December 2000 (22.12.2000) US 

(71) Applicant: THE CHARLES STARK DRAPER LABO-
RATORY, INC. [US/US]; 555 Technology Square, Cam-

bridge, MA 02139 (US). 

(72) Inventors: SHU, Li; 20 Acre Road, Billerica, MA 01821 

(US). POPPE, Dorothy, C.; 169 Sheridan Avenue #2, 
Medford, MA 02155 (US). 

i= (74) Agent: ROSE, Jamie, H.; Testa, Hurwitz & Thibeault, 
LLP, High Street Tower, 125 High Street, Boston, MA 

02110 (US). 

(81) Designated States (national): AE, AG, AL, AM, AT, AU, 
AZ, BA, BB, BG, BR, BY, BZ, CA, CH, CN, CO, CR, CU, 
CZ, DE, DK, DM, DZ, EC, EE, ES, FI, GB, GD, GE, GH, 
GM, HR, HU, ID, IL, IN, IS, JP, KE, KG, KP, KR, KZ, LC, 

LK, LR, LS, IT, LU, LV, MA, MD, MG, MK, MN, MW, 
MX, MZ, NO, NZ, OM, PH, PL, PT, RO, RU, SD, SE, SG, 
SI, SK, SL, TJ, TM, TN, TR, TT, TZ, UA, UG, UZ, VN, 

YU, ZA, ZW. 

(84) Designated States (regional): ARIPO patent (GH, GM, 
KE, LS, MW, MZ, SD, SL, SZ, TZ, UG, ZM, ZW), 
Eurasian patent (AM, AZ, BY, KG, KZ, MD, RU, TJ, TM), 
European patent (AT, BE, CH, CY, DE, DK, ES, FI, FR, 
GB, GR, IE, IT, LU, MC, NL, PT, SE, TR), OAPI patent 

(BF, BJ, CF, CG, CI, CM, GA, GN, GQ, GW, ML, MR, 
NE, SN, TD, TG). 

Published: 

  without international search report and to be republished 
upon receipt of that report 

For two-letter codes and other abbreviations, refer to the "Guid-
ance Notes on Codes and Abbreviations"appearing at the begin-

ning of each regular issue of the PCT Gazette. 

O (54) Title: METHOD AND SYSTEM FOR SECURE EXCHANGE OF MESSAGES 

C(57) Abstract: The invention features an apparatus and method for transmitting a file. The apparatus includes a file splitter that 
splits the file into a plurality of message segments. Each message segment includes an address of the destination. The apparatus also 

includes a file encapsulator. The file encapsulator encapsulates at least one of the plurality of message segments. The encapsulation 
conceals the address of the destination during transmission of the at least one encapsulated message segment to one or more trusted 
nodes. The trusted nodes retransmit the message segments to the destination for reassembly of the file at the destination. 

O 

EX1009, Page 460



WO 02/062032 PCT/USO1fh0069 

METHOD AND SYSTEM FOR SECURE EXCHANGE OF MESSAGES 

Cross-Reference to Related Case 

This claims the benefit of and priority to U.S. Provisional 

Patent Application Serial No. 60/258,127, filed December 22, 

2000, the entirety of which is incorporated herein by reference. 

Technical Field 

The invention generally relates to electronic 

communications, and, more particularly, to security in network-

based communications. 

Background Information 

Message security is of particular concern in modern, 

network-based communications. Communications often occur between 

devices such as computers operating in a non- secure network, such 

as the Internet. It is generally desirable to protect 

communications from eavesdropping and tampering. 

Generally, three approaches have been used to provide secure 

communications: a secure network; a secure host with security 

protocols; and encryption of communications. A secure network 

typically requires steps be taken to protect the network from 

intruders. Such steps can include special communications 

protocols or special hardware, for example, use of a secure, 

optical network backbone. In such cases, secure communications, 

if at all possible, are limited to the confines of the secure 

network. 

The secure host approach includes installation of a security 

protocol on network host computers to monitor network 

communications. The protocol provides review and control of 
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network communications to guard against theft and tampering. 

This approach requires the host computers to implement a security 

protocol that operates at Layer 3 or 4 of the Open Systems 

Interconnection ( OSI) model. 

5 A variety of encryption devices or software tools can 

protect data communications from theft and tampering. For 

example, keyed encryption techniques are common. Such techniques 

typically require that a sender and a recipient of a message 

share some information regarding an encryption algorithm and 

10 encryption/decryption key to enable the recipient to de- encrypt a 

message. 

Message packet headers are particularly vulnerable to 

tampering because the packet header typically cannot be 

encrypted. Variants of the above general schemes have been 

15 proposed to respond to this problem. Further, message packets 

can be modified to enable detection of tampering and hence the 

potential of an altered message packet. Alternatively, a message 

can be disguised to appear as an ordinary message to fool an 

eavesdropper. The ordinary appearing message would have a 

20 distinct meaning to a recipient based on prior agreement between 

the sender and the recipient. 

The above described approaches to message security are 

ineffective when a secure network or encryption methods are 

unavailable or not desired. 

25 
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Summary of the Invention 

The invention generally involves secure data transmission 

over a network. The .invention is particularly suited to message 

5 transmission over a network that has multiple pathways. Various 

embodiments of the invention can defeat eavesdroppers wishing to 

intercept or interfere with a message. A solution is provided 

for the problem of the publicly visible addresses that are 

typically associated with transmitted communications. 

10 The invention is suited to protect various types of 

communications. The communications may be digital electronic 

communications and may include, for example, messages and data. 

The communications may be sent via a network in the form of 

packets. The network may be, for example, a wired, wireless or 

15 optical network. In the following discussion, the terms 

"communication", "message", " file" and " data" are all used to 

express the general idea of information transmitted between 

parties. The particular form that the information assumes during 

transmission may be binary, as found in modern digital 

20 communications. 

Improved security is accomplished by use of one or more 

trusted intermediaries, i.e. nodes, to relay communications 

between parties, for example, a source and a destination. The 

ultimate destination of the communication is generally concealed 

25 from all but the intermediary. Thus, an intermediary receives a 

message or other communication from a source, examines the 

concealed address of the destination and forwards the 

communication to the destination. 

When the intermediary forwards a communication, the source 

30 can be concealed while the destination address of the next 

trusted intermediary, which may be the final destination of the 
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packet, is now publicly observable. In this manner, an 

eavesdropper cannot simultaneously discern the source and 

destination of a communication. 

An eavesdropper attempting to intercept a message sent 

5 between two parties must therefore overcome multiple 

difficulties. If an eavesdropper observes transmissions such as 

data packets leaving a source, it cannot correctly identify the 

ultimate or real destination of each data packet. If the 

eavesdropper observes data packets arriving at a destination, it 

10 cannot correctly identify the original source of each packet. 

Thus, an eavesdropper may be impeded from identifying messages 

sent from a particular original source to a particular final 

destination. 

An intermediary can perform the same function for two-way or 

15 multi-party communications. The node can be, for example, a 

network node. The node can be a computer server or a radio 

transceiver ( e.g. a mobile telephone). 

Splitting the message into message segments can make message 

interception and tampering more difficult. An eavesdropper must 

20 then intercept multiple segments to obtain the message, and still 

will not know the source or the destination. To further 

complicate interception, the ultimate destination addresses of 

the segments can be concealed when the segments are transmitted 

to one or more trusted nodes. An eavesdropper seeking messages 

25 or segments addressed to a particular destination may then only 

perceive the message segments as being addressed to the 

intermediary, and thus fail to intercept them. 

Moreover, increasing the number of pathways used for 

transmission of message segments or data packets provides 

30 additional security. An eavesdropper must then monitor and 

intercept communications along multiple pathways to attempt to 

obtain all the message segments required for reconstruction of a 
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message. Message segments can be encrypted to impede an 

eavesdropper still further. 

Accordingly, in a first aspect, the invention features an 

apparatus for transmitting a file. The file can include data or 

5 a message, or both. It can be in binary form, as for a typical 

computer data file. It can be a file of any form as utilized in 

electronic, electro-magnetic, and optical network-based 

communications. The apparatus includes a file splitter that 

splits the file into a plurality of message segments. Each 

10 message segment includes an address of the destination. 

The term " transmit" as used herein means the directing of a 

file from any source location to any destination location. The 

actual transmission of a file may occur via all suitable 

techniques of file transfer, including, but not limited to, 

15 standard file- transfer protocols via an electronic or optical 

network. 

The apparatus also includes a file encapsulator. The file 

encapsulator encapsulates at least one of the plurality of 

message segments. The encapsulation conceals the address of the 

20 true origin and ultimate destination during transmission of at 

least one encapsulated message segment to one or more trusted 

nodes. The trusted nodes may re- encapsulate the message and 

retransmit the message segments to the destination for reassembly 

of the file at the final destination. 

25 The file splitter may also include a file converter. The 

file converter converts the file into N message segments. The 

file can be reassembled from a subset of any M of the message 

segments, where N and M are positive integers, and N > M > I. 

The apparatus may further include a file encoder. The file 

30 encoder encodes the file prior to splitting of the file by the 

file splitter. 
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The file encoder, file encapsulator and file splitter may 

include, for example, integrated circuits, such as 

microprocessors. A single integrated circuit or microprocessor 

may include the file encoder, file encapsulator and file 

5 splitter. One or more microprocessors may implement software 

that enables the functioning of the file encoder, file 

encapsulator or file splitter. Any of the file encapsulator, the 

file splitter and the file encoder may be implemented in 

software, firmware or hardware ( e.g. as an application- specific 

10 integrated circuit). The software may be designed to run on 

general-purpose equipment or specialized processors dedicated to 

the functionality herein described. 

In second aspect, the invention involves a method of secure 

transmission of a file from a source to a destination. The 

15 method includes splitting the file into a plurality of message 

segments. Each message segment includes an address of the 

destination. 

The method further includes encapsulating at least one of 

the plurality of message segments to conceal the address of the 

20 origin and destination. At least one encapsulated message 

segment is transmitted to one or more trusted nodes. The one or 

more trusted nodes retransmit at least one message segment to the 

destination for reassembly of the file at the destination. 

The process of splitting the file may include converting the 

25 file into N message segments. The N message segments may enable 

reassembly of the file from a subset of any M of the message 

segments, where N and M are positive integers, and N > M ≥ 1. 

Retransmitting at least one message segment may include 

transmitting at least M of the N message segments to the 

30 destination. The file can be reassembled after at least M of the 

N message segments arrive at the destination. 

Transmitting to one or more .trusted nodes may include 
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transmitting more than one message segment via multiple pathways 

of a communications network. In another embodiment, the method 

further includes encoding the file. Encoding the file may 

include enciphering the file. 

5 Encapsulating at least one message segment may include 

enciphering at least one of the message segments. Encapsulating 

may further include adding forwarding instructions to the message 

segment. The forwarding instructions instruct one of the trusted 

nodes to forward the message segment towards the destination. 

10 The forwarding instructions may include the address of the 

destination. Encapsulating may further include addressing each 

one of the plurality of message segments to one of the plurality 

of trusted nodes. 

15 The foregoing and other objects, aspects, features, and 

advantages of the invention will become more apparent from the 

following description and from the claims. 

Brief Description of the Drawings 

20 In the drawings, like reference characters generally refer 

to the same parts throughout the different views. Also, the 

drawings are not necessarily to scale, emphasis instead generally 

being placed upon illustrating the principles of the invention. 

FIG. 1 illustrates an embodiment of a communication of a 

25 message from a source- to a destination. 

FIG. 2 illustrates an embodiment of a communication of a 

message that provides improved message security. 

FIG. 3 illustrates an embodiment of a method that provides 

message delivery assurance and security. 
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FIG. 4 illustrates an embodiment of spatial diversification 

of message transmission, which transmits split message segments 

along three paths through a network. 

FIG. 5 illustrates an embodiment of reassembly of a message 

5 at a destination. 

FIG. 6 illustrates an embodiment where obstruction of a 

single node does not deny message transmission. 

FIG. 7 illustrates an embodiment where eavesdropping on a 

single link provides no information. 

10 FIG. 8 illustrates an embodiment with integration of data 

encryption into an encoder and a decoder. 

FIG. 9 illustrates an embodiment with integration of data 

encryption into the a splitter and a assembler. 

FIG. 10 illustrates an embodiment of an apparatus for 

15 transmitting a file via a communications network. 

FIG. 11 illustrates an embodiment of N message segment 

identifiers attached to N message segments. 

FIG. 12 illustrates an embodiment of an apparatus for 

transmitting a file. 

20 FIG. 13 illustrates an embodiment of an encapsulated message 

segment addressed to a trusted node. 

FIG. 14 illustrates an embodiment of a message segment 

addressed to a destination. 

Description 

25 The terms " file", " message", " data" and " data file" are 

herein understood to refer to any entity of data that may be 

transferred via analog or digital means. The entity may 

originate in analog or digital form, and, at various times, may 

be stored in analog or digital form. The entity is capable of 

30 transfer between two distinct physical locations via, in 
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particular, electronic, wireless and optically based 

communications. 

Although, as explained above, the present invention may be 

applied to any form of data or message, particularly high 

5 security can be achieved by splitting a message into multiple 

segments sent over different network pathways. At the same time, 

this approach also involves a greater degree of complexity than 

applications utilizing a single pathway. 

Accordingly, for purposes of explanation, an advantageous 

10 technique of message splitting for multiple-pathway networks is 

described below in the section labeled " I". Then, in the section 

labeled " II", further embodiments of the invention are described, 

which have particular utility in connection with transmission of 

split messages via a single pathway or via multiple pathways. 

15 I. Message Splitting and Spatially Diversified Message 
Routing for Increasing Transmission Assurance and Data 
Security Over Distributed Networks 

An apparatus and method for data assurance in communication 

20 networks makes advantageous use of aspects of networked 

communication. Though the below discussion is applicable to 

communication networks generally, several embodiments are given 

for mobile ad-hoc networks (MANET), since some features are 

preferably applied to MANETs. 

25 During a typical communications session (between, e.g., an 

originating node and a destination node), messages can be 

forwarded along multiple, variable data paths. Aggregation of a 

number of such paths forms a single " super path." In one 

embodiment, a method includes encoding a message, splitting the 

30 encoded result into distinct message segments, and sending each 

segment along a different path. A receiving node may reconstruct 

the original message without the requirement that all message 
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segments eventually reach the receiving node after traveling 

along their individual paths. 

One embodiment includes a protocol that enables a sender to 

provide information to a,destination, i.e., receiver node, about 

5 encoding and splitting algorithms that were used to process a 

message. Some embodiments include methods for inferring the 

status of the collection of links. Some embodiments include one 

or more algorithms for determining which combination of encoding 

and splitting algorithms to use in response to a current status 

10 of the links. 

Hence, some embodiments 

response to changing network 

particular for a MANET. One 

encoding/decoding algorithms 

enable dynamic adjustment in 

communication conditions, in 

such embodiment includes a set of 

and a set of splitting/reassembling 

15 algorithms to permit an optimized response to the dynamic 

variations in the link characteristics. Modified algorithms can 

incorporate data security enhancement features. 

For example, encoding algorithms may be used to prevent the 

deduction of any part of the original message from individual 

20 processed message segments. A minimum number of message segments 

may be required to reconstruct the original message. Further, 

encryption keys may be used to enhance security. In particular, 

security enhancement can be achieved by deterministically varying 

a set of splitting/reassembling algorithms. 

25 Data assurance in networks can be adjusted to a desired 

level by choosing an appropriate encoding and splitting scheme to 

tolerate failures over a sufficiently large number of paths. 

Encoding redundancy can reduce or eliminate the need for message 

retransmission. Message delay may be reduced, and utilization of 

30 each link in the network may be increased. Generally, the 

benefit in overall network resource utilization and performance 

grows with the number of links, i.e., the number of directly 
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communicating node-pair combinations, and the expected number of 

relaying hops through which a packet is forwarded towards its 

destination. 

In one aspect, the apparatus and method improve data 

5 security. As multiple message segments are required to decode 

the original message, an eavesdropper sniffing, e.g., packets 

traveling on a particular path cannot deduce much useful 

information. Additional security components or steps can improve 

the level of data security; for example, encoding mechanisms can 

10 be chosen to avoid exposing the original data bits directly and a 

bit-position scrambling mechanism can be incorporated before 

splitting of the message. This provides security gains that 

require almost no increase in system complexity or computational 

burden. 

15 In one embodiment, a redundantly encoded message is 

transmitted by aggregating multiple paths in a MANET to form a 

single super-path. This aggregation provides robustness in view 

of the potentially drastic variation in individual links. The 

super-path has a collective characteristic that improves 

20 stability, and statistically resembles a fixed link pathway in 

comparison to a pathway through a conventional MANET. 

The channel coding technique may first encode the message to 

inject the desired level of redundancy into the message, then 

split the encoded message into multiple segments, and then 

25 forward each segment along a different path. At the receiving 

end, the extra redundancy injected by the encoding method (via, 

e.g., erasure correcting codes) may permit reassembly of the 

original message without requiring the successful delivery of all 

message segments through their individual paths. 

30 Encoding methods may be used to improve the data assurance 

to a desired level for a network, or example,.a MANET. This is 

more effective for MANET-based communications than simply 
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adopting or adapting the two-pronged approach of fixed point-to-

point channels ( and conventional networks). The characteristics 

of the aggregated super-path more closely resemble that of the 

fixed point-to-point channel than that of the individual member 

5 paths in the aggregate. Moreover, the variation in the 

characteristics of the super-path is slower than the variation of 

individual member paths, and can be designed to become tractable. 

As a result, the variation of super-path characteristics can 

become more sensitive to network communications congestion than 

10 to link- to- link communication variations, e.g., radio frequency 

channel variations, arising from movement of the nodes. Hence, 

in one embodiment, super-path characteristics are regularly or 

continuously analyzed, and encoding and splitting algorithms are 

selected from classes of encoding algorithms and splitting 

15 algorithms in response to a determined characteristic. Super-

path characteristics may include, for example, the number of . 

successfully received message segments and the identity of the 

paths through which message segments are successfully received. 

The performance of these classes of algorithms can be rated. 

20 Protocols that implement measurement of super-path 

characteristics and dynamic selection of an optimum combination 

of encoding algorithms and splitting algorithms can also be 

rated. Rating of algorithms and protocols can permit improved 

optimization of selections. 

25 Encoding and splitting of messages directly improves message 

security. Because the message segments are forwarded along 

distinct routes to the destination, an eavesdropper must 

simultaneously intercept multiple message segments before a 

successful recovery of the original message becomes possible. 

30 The mobility and the geographical distribution of the nodes in 

the network make this difficult, and splitting the message into 

more segments can increase the difficulty of recovery. 
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Furthermore, an encoding algorithm can be chosen that prevents 

message reconstruction without interception of at least a 

threshold portion of message segments. 

Additional security is made possible by scrambling, even 

5 simple scrambling, of the positions of the encoded message bits, 

e.g. before splitting, to prevent message reconstruction by an 

eavesdropper even when the eavesdropper intercepts a sufficiently 

large number of message segments. Generally, scrambling and de-

scrambling of bit positions requires many fewer operations to 

10 execute and complete than traditional encryption and decryption 

methods. 

Some embodiments include a stand-alone protocol layer for 

insertion in the networking protocol layer. For example, the 

protocol layer can be inserted between the medium access control 

15 (MAC) layer and the networking layer of a communication system. 

The protocol layer may include mechanisms for monitoring or 

analyzing the characteristics of network links and a decision 

algorithm to dynamically choose one of a class of encoding and 

splitting algorithms based on the observed network link 

20 characteristics. 

In one embodiment, when the link stability is low, the 

protocol layer switches to an encoding algorithm that tolerates 

more losses of the message segments and a message- splitting 

scheme that results in smaller segments, in an attempt to improve 

25 delivery assurance. In another embodiment, when the link 

stability improves, the protocol layer switches to an encoding 

algorithm that has requires more message segments to be received 

and a message- splitting scheme that uses larger segments, in an 

attempt to reduce the protocol overhead. 

30 The impact of the proposed algorithm and the dynamic 

protocol can be measured at multiple levels of the network. The 

probability of delivery success in a single attempt can be 
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improved to any desired level by choosing an appropriate 

combination of encoding and splitting methods or algorithms. 

Generally, an entire message is not transmitted along a single 

path. Instead, a message is fragmented, i.e. split, and 

5 forwarded along multiple paths. The realized increase in data 

assurance general comes with an initial delay in transmission of 

message segments, or packets, due to the encoding and splitting. 

Generally, however, overall communications delays are improved 

because of the improved probability of completion of each message 

10 transmission in the first attempt. 

Referring to Figure 1, an embodiment of a communication.of a 

message from a source to a destination is illustrated. A message 

1, e.g., a block of message bits, is fed to an encoder 2, e.g. a 

scrambling encoder. The encoder 2 injects redundancy into the 

15 message bit stream, which increases the number of bits in the 

message. The encoded message is fed to a message splitter 4, 

which breaks the message into N message segments. 

The N message segments are forwarded to the destination 

along different paths in a network 3. An assembler 6 reassembles 

20 the encoded message as the segments are received. When the 

number of segments received reaches a specified threshold, a 

partially reassembled message is passed to a decoder 8, e..g. an 

erasure decoder. The decoder recovers the original message 1, 

using only the bits available from the partially assembled 

25 message. The threshold number of segments is determined by the 

selected coding scheme. Both the assembler 6 and the erasure 

decoder 8 may be implemented in hardware and/or as software 

modules. 

Improving the probability of completed delivery of a message 

30 in a first attempt reduces both the average delay and the number 

of retransmissions required for deliver of messages through the 

network. Reducing the number of retransmissions decreases the 
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number of channel contentions in a network with multi-accessing 

nodes such as a MANET. This may significantly improve the 

utilization of both the links and the network, in terms of 

factors such as the number of data bits sent per usage of 

5 bandwidth, channel, link, battery power, etc. This in turn 

significantly improves the overall network throughput and 

efficiency. 

Figure 2 illustrates an embodiment that provides improved 

message security. A sender 10 and a receiver 20 agree to use a 

10 combination of an encoding scheme and a splitting mechanism that 

splits each message into three segments for transmission via a 

MANET 23. The MANET 23 includes several nodes a- g. The encoding 

scheme requires at least two message segments to reach the 

receiver for recovery of a split message. An eavesdropper is 

15 illustrated as intercepting message segments between nodes c'and 

e; a jammer is illustrated as blocking transmission of message 

segments at node f. Three paths P1, P2, P3 through the network 23 

are a subset of all possible paths. Message security and 

integrity are maintained in spite of the efforts of the 

20 eavesdropper and the jammer. 

The .eavesdropper acquires only a message segment transmitted 

along path P3 . Because the number of message segments threshold 

is 2, the single segment does not provide any useful information 

to the eavesdropper. All three segments will reach the receiver 

25 20. The first two to arrive are used to reassemble the original 

message. 

The jammer attacking node f prevents the message segment 

traveling on path P3 from reaching the receiver 20. The other 

two message segments, however, arrive, and the message is 

30 recovered. The jammer cannot prevent the receiver 20 from 

getting the message. 
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Several criteria may be used to assess the performance of 

alternative implementations of a decision algorithm and a dynamic 

protocol. Such criteria may include, for example: 

- delivery assurance, the probability of successful receipt of a 

5 fully correct message (affected by the probability of 

link/node failure); 

- security improvement, in terms of the number of message 

segments that must be acquired by an eavesdropper in order to 

reconstruct the original message; and 

10 - improvement in effective bandwidth, the reduction in the 

number of required retransmissions as compared to, for 

example, the adaptation of the two-pronged approach to a 

MANET. 

In one embodiment, a protocol is inserted into a network 

15 communications protocol stack, e.g., between the MAC and the 

networking layer. This protocol mechanism senses and predicts 

variations in the characteristics of the link aggregate, and 

dynamically chooses the best combination of encoding/decoding and 

splitting/reassembly algorithms from a set or class of 

20 algorithms. The attempt to optimize can seek a combination that 

adds the least overhead to achieve a specified probability of 

successful message delivery. The selection process may further 

include, e.g., consideration of message priority, other measures 

of message importance, or cost of latency. 

25 Referring to Figure 3, one embodiment is illustrated of a 

method that provides message delivery assurance and security. 

The method includes encoding the message to inject redundancy 

into a message stream, and splitting the encoded message. The 

split, encoded message is forwarded along spatially diversified 

30 routes. 
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For example, a message, or message block, that includes k 

bits is processed through an encoder 2, e.g., a scrambling 

encoder, that converts the message into an encoded message block 

of n bits, where n > k. A splitter 4 decomposes the output of 

5 the encoder 2 into N message segments, each segment including no 

more than [ n/N] bits. "[ n/N]" denotes the least integer greater 

than n/N. N, n and k are positive integers. 

Figure 4 illustrates spatial diversification., Each of the N 

message segments is forwarded to the intended recipient, 

10 preferably along a different route. This gives spatial 

diversification to the routes used for transmission. Nodes a- g 

are a subset of network 23 nodes. The sender 10 forwards 

segments to the receiver 20 along path P1, (including nodes a and 

g), path PZ (including nodes b and d), and path P3 (nodes c, e, 

- 15 and f). The different physical locations of the nodes forces the 

message segments to travel through different areas of the 

network. Link conditions and congestion in different areas may 

vary considerably. 

Referring to Figure 5, the message segments are re- assembled 

20 as they are received at the receiver 20. When a sufficiently 

large number of message segments is received, the partially 

assembled message is forwarded to a decoder 8, e.g., an erasure 

decoder, which recovers the entire original message. Improved 

delivery assurance is achieved because not all message segments 

25 must be successfully received to permit the recipient to recover 

the original message. 

In one embodiment, each message segment has a length of b, 

where 0 < b ≤ [n/N]. "[n/N]" denotes the least integer greater 

than n/N. Limitation of the value of b can assure that each 

30 encoded message bit exists in only one message segment. Because 

n must be greater than k, [k/b] < N. Hence, there are fewer than 

N segments when the shorter unencoded message is broken into 
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segments of length b. A longer, encoded message is obtained with 

N segments of length b. 

The intended recipient can recover the original message with 

any subset of [k/b] segments of the N message segments, given an 

5 appropriate selection of the encoding scheme. Hence, the message 

recovery mechanism at the intended recipient can tolerate the 

loss of some of the message segments. This allows for losses due 

to, e.g., network congestion, broken links, interference or 

jamming. This may require n bits to be transmitted for every k 

10 message bits, where n > k.. Advantages are realized, however, 

such as: 

— n/k may be smaller than the number of bits that would be 

transmitted for each bit if an entire block is retransmitted; 

and 

15 — the probability that the intended recipient correctly recovers 

the original message from a single transmission attempt is 

improved. 

Examples of classes of error- correcting codes that can be 

utilized include Bose-Chaudhuri-Hocquenghem (BCH) codes, 

20 Convolutional codes, Hamming codes, Reed- Solomon codes, Golay 

codes, Turbo codes, and several other linear and nonlinear block 

codes. 

Various embodiments provide significant security benefits. 

Referring to Figure 6, resistance to localized jamming is one 

25 benefit. Jamming, for example, disrupting transmission at a 

single network node or link, minimally impacts the functionality 

of the rest of the network. When a jammer located near node f 

has broken the continuity of path Pa r path P1 and path P2 are 

still able to deliver message segments, and the message is 

30 successfully decoded. To be effective at disruption, a jammer 

must be located close enough to either the sender 10 or receiver 
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20 to jam a significant number of message segments. For example, 

the probability of disruption .in .a mobile, military network is 

reduced by the requirement for close proximity of a hostile 

jammer. 

5 Referring to Figure 7, another security benefit of some 

embodiments is the difficulty an eavesdropper experiences when 

trying to intercept messages. As illustrated in Figure 7, an 

eavesdropper is physically located between node c and node e, 

able to copy any message segment, e.g., data packet, that passes 

10 along path P3 .- The eavesdropper.must correctly receive a minimum 

of [k/b] message segments to recover a complete message. To 

receive the minimum number of segments, however, requires 

eavesdropping on other paths P1 , P2 . 

Some embodiments prevent even partial message recovery by 

15 the eavesdropper. An appropriately chosen scrambling encoder 

(e.g., a non-systematic code) can be used to create a condition 

during which any subset of q message segments, with q < [k/b7, 

will prove insufficient to recover any subset of the original 

message. Similar to the jammer, the eavesdropper must be 

20 physically located very close to either the sender 10 or the 

intended recipient 20 to effectively intercept segments from 

multiple paths P1, P2 , P3 . 

The effectiveness of a local jammer is reduced by taking 

advantage of the nature of a distributed networking environment. 

25 Similarly, a single eavesdropper has a reduced ability to observe 

enough segments to allow an understanding of the communications 

carried by the network. As a result, the overall security of 

information carried by the entire network is significantly 

improved. 
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Some embodiments further improve security through use of 

data encryption by means of bit position scrambling. The 

selection of a scrambling encoder can be controlled with an 

encryption key. In some alternative embodiments, the actual bit 

5 scrambling can be accomplished in either an encoder -or a 

splitter. 

Referring to Figures 8 and 9, embodiments that utilize 

permutation are illustrated. Figure 8 schematically shows the 

use of permutation by an encoder 2a. Figure 9 shows the use of 

10 permutation by a splitter 4a. For example, even a simple use of 

an encryption key to alter bit positions in the encoded message, 

would require the eavesdropper to potentially search through n! 

possibilities. 

Some embodiments that include a scrambling encoder employ an 

15 encoding scheme that provides one or both of the following 

features: 

- the encoding scheme provides strong resilience against loss of 

message segments, preferably having the value of (k + e) as 

close to n as possible, where e is the number of message 

20 segment losses that the scheme can overcome, k is the original 

message length, and n is the encoded message length; and 

- no bits in the original message are ascertainable from any 

message subset below a threshold number; for linear block 

codes, this generally requires use of non- systematic codes 

25 and that approximately half of the elements of a generating 

matrix elements have a value of 1. 

In order for the assembler at the receiving node to 

correctly reassemble the message fragments, the content of each 

segment must be identified. In one embodiment, the information 

30 required for reassembly is reduced by inclusion of a numbering 
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scheme for the message segments. In a preferred embodiment, a 

segment carries identification that is a number assigned by the 

message splitter. This number may be a field in a protocol 

header that is attached to each message segment, or embedded in 

5 the message segment itself. 

Additional protocol header fields may be included when 

encoding and splitting algorithms are altered dynamically to 

better suit the observed characteristic variations of the super-

path. The additional fields can carry measurement data regarding 

10 the characteristics of the super-path as well as data that 

informs the destination node of the changes in the encoding and 

splitting algorithms. Inclusion of additional protocol header 

fields incurs additional transmission bandwidth for every hop. 

Hence, it is preferable to optimize choices of fields to minimize 

15 the resulting bandwidth expansion. 

Referring to Figure 10, an embodiment of an apparatus 30 for 

transmitting a file via a communications network is illustrated. 

The apparatus 30 includes a file processor 31, which may be 

implemented in hardware and/or as a software module, and a 

20 message segment transmitter 32. The file processor converts 

files into N message segments that enable reassembly of the file 

from a subset of any M of the message segments. N and M are 

positive integers and N > M ≥ 1. 

The message segment transmitter 32, which may be implemented 

25 in hardware and/or as a software module, transmits message 

segments to a receiver. The receiver can reassemble a file after 

receiving M of the N message segments. 

The file processor 31 may comprise a file encoder 35 and an 

encoded file splitter 36 that convert a file into N message 

30 segments. The file encoder 35 may implement a class of encoding 
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algorithms in generating the message segments. The encoded file 

splitter 36 may implement a class of splitting algorithms. 

The processor 31 may further comprise a communications 

network analyzer 37, which may be implemented in hardware and/or 

5 as a software module, that determines the condition of a 

communications network. The processor 31 may also include a 

message segment parameter selector 38 (which also may be 

implemented in hardware and/or as a software module) that selects 

a set of values for M and N based on the determined condition to 

10 achieve a preselected probability of a successful transmission of 

M of the transmitted message segments. 

Referring to Figure 11, the apparatus may include N message 

segment identifiers 33 that have a one-to-one association with 

the N message segments 34. In the embodiment illustrated in 

15 Figure 11, message segments 34 are transmitted with their 

associated identifiers 33 to assist in reassembly of the message. 

The identifiers 33 can include, for example alphanumeric data. 

In one embodiment, during transmission, the identifiers 33 are 

binary numbers. 

20 The above described and various other embodiments are of 

particular value when applied, for example, to ad-hoc networks, 

MANETs and conventional packet networks with distributed routing 

algorithms. Particular value accrues when applied to MANETs that 

include moderately mobile units. 

25 II. Method and System for Secure Exchange of Messages  

The security of information carried by a network may be 

improved when a sender and recipient utilize a trusted node as an 

intermediary for exchange of communications. A trusted node may 

be selected for its ability to securely and reliably forward 

30 communications, such as messages, message segments and storage 
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segments. For example, rather than addressing every message 

segment to an intended recipient, a message sender may address 

one or more of the message segments to one or more trusted nodes. 

In preferred embodiments, forwarding instructions are included 

5 with the message segments to enable forwarding of the segments to 

the intended recipient. 

Various embodiments may be used to obscure the origin and 

destination of a message. Message interception is very difficult 

for an eavesdropper tapping a communication link, even if the 

10 link is in close proximity to either the sender or recipient. To 

deduce the messages of a particular conversation, all messages or 

message segments received by, or leaving, the recipient (who may 

also be a sender) must be captured. Further, some or all of the 

communications may be encrypted to further complicate the 

15 eavesdropper's task. Increasing the number of trusted nodes can 

dramatically increase the difficulty of message interception. 

Referring to Figures 12-14, one embodiment of an apparatus 

for transmitting a file includes a file splitter 71 that splits 

the file into a plurality of message segments 81. Each message 

20 segment includes forwarding instructions 82, e.g., an address of 

the destination. The transmission of message segments 81 may 

occur via all suitable techniques of file transfer, including, 

but not limited to, standard file- transfer protocols via an 

electronic or optical network. 

25 The apparatus also includes a file encapsulator 73. The 

file encapsulator 73 encapsulates at least one of the plurality 

of message segments 81. The encapsulation 83 conceals the 

address of the destination during transmission of the 

encapsulated message segment 81 to one or more trusted nodes. 

30 A trusted node address 84, which is publicly visible, is 

attached to the encapsulated message segment 81 to permit 

transmission of the message segment 81 to the corresponding 
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trusted node. The trusted node re- encapsulates and retransmits 

the message segment 81, in part by examining the forwarding 

instructions 82 and making the address of the next destination, 

which may be the final destination address 85, visible to the 

5 network. 

The file splitter 71 may also include a file converter. The 

file converter converts the file into N message segments that 

permit reassembly of the file from a subset of any M of the 

message segments, where N and M are positive integers, and N > M 

10 ≥ J. 

The apparatus may further include a file encoder 72. The 

file encoder 72 encodes the file prior to splitting of the file 

by the file splitter 71. 

The file encoder 72, file encapsulator 73 and file splitter 

15 71 may include, for example, integrated circuits, such as 

microprocessors. A single integrated circuit or microprocessor 

may include the file encoder 72, file encapsulator 73 and file 

splitter 71. one or more microprocessors may implement software 

that enables the functioning of the file encoder 72 file 

20 encapsulator 73 or file splitter 71. Any of the file 

encapsulator 73, the file splitter 71 and the file encoder 72 may 

be implemented in software, firmware or hardware ( e.g. as an 

application- specific integrated circuit). The software may be 

designed to run on general-purpose equipment or specialized 

25 processors dedicated to the functionality herein described. 

An embodiment of a method of secure transmission of a file 

from a source to a destination includes splitting the file into a 

plurality of message segments. Each message segment includes an 

address of the destination. The method may further include 

30 encoding the file. Encoding the file may include enciphering the 

file. 
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The process of splitting the file may include converting the 

file into N message segments. The N message segments may enable 

reassembly of the file from a subset of any M of the message 

segments, where N and M are positive integers, and N > M Z 1. 

5 The method also includes encapsulating at least one of the 

plurality of message segments to conceal the address of the 

destination. At least one encapsulated message segment is 

transmitted to one or more trusted nodes. Message segments may 

be transmitted via multiple pathways of a communications network. 

10 The one or more trusted nodes retransmit the message segment 

to the destination for reassembly of the file at the destination. 

Retransmitting at least one message segment may include 

transmitting at least M of the N message segments to the 

destination. The message segment may be encapsulated during. 

15 transmission from the trusted node to another trusted node or to 

the destination. The file can be reassembled after at least M of 

the N message segments arrive at the destination. 

Encapsulating a message segment may include enciphering the 

message segments. Encapsulating may further include adding 

20 forwarding instructions to the message segment. The forwarding 

instructions instruct a receiving one of the trusted nodes- to 

forward the message segment toward the destination. The 

forwarding instructions may include the address of the 

destination. Encapsulating may further include addressing each 

25 one of the plurality of message segments to one of the plurality 

of trusted nodes. 

Some embodiments of a method of secure transmission of a 

file from a source to a destination include two or more stages of 

file splitting. In these embodiments, one or more message 

30 segments from a first file splitting step may be further split 

into additional message -segments. A second splitting step may be 

advantageous, for example, when a node that transmits files via a 
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network has limited access to the network. For example, a node 

that transmits files via the Internet may have limited gateway 

access. The access may be limited, for example, to as few as one 

or two gateways. 

5 The node might then split a file into a few message 

segments, for example.three message segments, and transmit the 

message segments to the gateways. The gateways could further 

split one or more of the three message segments, and then forward 

message segments toward a destination via the Internet. 

10 In some embodiments of a method, which include multiple 

splitting steps, the file is converted into N message segments 

that enable reassembly of the file from a subset of any M of the 

message segments. At least M of the N message segments are 

transmitted toward a destination for reassembly of the file after 

15 receiving M of the N message segments. 

At least one of the transmitted segments is further 

converted into N2 message segments that enable reassembly of the 

at least one message segment from a subset of any M2 of the N2 

message segments, where N2 and M2 are positive integers and N2 > 

20 M2 ≥ 1. At least M2 of the N2 message segments are transmitted 

toward the destination for reassembly of the at least one message 

segment prior to reassembly of the file. 

The at least M2 segments may be reassembled at the 

destination. Alternatively, the at least M2 segments may be 

25 received and reassembled by an intermediate node. The 

reassembled segment may then be transmitted toward the final 

destination. Additional conversion steps and/or reassembly steps 

may be included at intermediate nodes in the network. 

Various embodiments of the method and apparatus for secure 

30 exchange of messages may be applied to network-based 

communications. Relevant networks include, but are not limited 

to, local-area networks (LAN) or a wide area networks (WAN) such 
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as the Internet, or the World Wide Web. Senders and receivers can 

be connected to a WAN either directly or via a LAN through a 

variety of connections including standard telephone lines, LAN or 

WAN links (e.g., Ti, T3, 56kb, X.25), broadband connections 

5 ( ISDN, DSL, Frame Relay, ATM), and wireless connections. The 

connections can be established using a variety of communication 

protocols ( e.g., TCP/IP, IPX, SPX, NetBIOS, Ethernet, RS232, and 

direct asynchronous connections). 

In some embodiments, the sender and receiver are comprised 

10 of appropriate computer hardware. Examples of such hardware 

include any personal computer ( e.g., Windows or Macintosh 

operating system computer), Windows-based terminal, Network 

Computer, wireless device, information appliance, RISC Power PC 

device, X- device, workstation, mini computer, main frame computer 

15 or other computing device. 

Alternatively, the sender or receiver can be a portable 

computing device such as a PDA or cell phone. As a further 

alternative, the sender or receiver can be any terminal (windows' 

or non-windows based), or thin- client device operating according 

20 to a server-based computing model. 

Variations, modifications, and other implementations of what 

is described herein will occur to those of ordinary skill in the 

art without departing from the spirit and the scope of the 

invention as claimed. Accordingly, the invention is to be 

25 defined not by the preceding illustrative description but instead 

by the spirit and scope of the following claims. 

What is claimed is: 
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CLAIMS 

1 .1. An apparatus for transmitting a file, comprising: 

2 a file splitter that splits the file into a plurality of 

3 message segments, each message segment including an address 

4 of the destination; and 

5 a file encapsulator that encapsulates at least one of the 

6 plurality of message segments to conceal the address of the 

7 destination during transmission of at least one encapsulated 

8 message segment to one or more trusted nodes for 

9 retransmission by the one or more trusted nodes toward the 

10 destination for reassembly of the file at the destination. 

1 2. The apparatus of claim 1 wherein the file splitter comprises a 

2 file converter that converts the file into N message segments 

3 that enable reassembly of the file from a subset of any M of 

4 the message segments, where N and M are positive integers, and 

5 N > M Z 1. 

1 3. The apparatus of claim 1 wherein a single processor includes 

2 the file splitter and the file encapsulator. 

1 4. The apparatus of claim 1 further comprising a file encoder 

2 that encodes the file prior to splitting of the file by the 

3 file splitter. 

1 5. A method of secure transmission of a file from a source to a 

2 destination, comprising the steps of: 

3 splitting the file into a plurality of message segments, each 

4 message segment including an address of the destination; 

5 encapsulating at least one of the plurality of message 

6 segments to conceal the address of the destination; 

7 transmitting at least one encapsulated message segment to one 

8 or more trusted nodes; and 
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9 causing retransmission of the at least one of the plurality of 

10 message segments from the one or more trusted nodes toward 

11 the destination for reassembly of the file at the 

12 destination. 

1 6. The method claim 5 wherein the step of splitting the file 

2 comprises the step of converting the file into N message 

3 segments that enable reassembly of the file from a subset of 

4 any M of the message segments, where N and M are positive 

5 integers, and N > M ≥ 1. 

1 7. The method of claim 6 wherein the step of causing 

2 retransmission comprises causing splitting of the at least one 

3 message segment into N2 message segments that enable 

4 reassembly of the at least one message segment from a subset 

5 of any M2 of the N2 message segments, where N2 and M2 are 

6 positive integers and N2 > M2 ≥ 1; and causing transmission of 

7 at least M2 of the N2 message segments toward the destination 

8 for reassembly of the at least one message segment prior to 

9 reassembly of the file. 

1 8. The method of claim 6 wherein the step of causing 

2 retransmission comprises the step of transmitting at least M 

3 of the N message segments to the destination for reassembly of 

4 the file after at least M of the N message segments arrive at 

5 the destination. 

1 9. The method of claim 5 wherein the step of transmitting 

2 comprises the step of transmitting more than one message 

3 segment via multiple pathways of a communications network. 

1 10. The method of claim 5 further comprising the step of 

2 encoding the file prior to transmission. 

1 11. The method of claim 10 wherein the step of encoding the file 

2 comprises the step of enciphering the file. 
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1 12. The method of claim 5 wherein the step of encapsulating at 

2 least one of the plurality of message segments comprises the 

3 step of enciphering the at least one of the plurality of 

4 message segments. 

1 13. The method of claim 5 wherein the step of encapsulating at 

2 least one of the plurality of message segments comprises the 

3 step of adding forwarding instructions to at least one of the 

4 plurality of message segments to instruct a receiving one of 

5 the plurality of trusted nodes to forward at least one of the 

6 plurality of message segments toward the destination. 

1 14. The method of claim 5 wherein the step of encapsulating at 

2 least one of the plurality of message segments comprises the 

3 step of addressing each one of the plurality of message 

4 segments to one of the plurality of trusted nodes. 

1 15. The method of claim 5 wherein the step of causing 

2 retransmission comprises causing splitting of the at least one 

3 of the plurality of message segments into a second plurality 

4 of message segments including an address of the destination; 

5 and causing transmission of the second plurality of message 

6 segments toward the destination. 

1 16. The method of claim 15 further comprising the steps of 

2 causing reassembly of the at least one message segment; and 

3 causing transmission of the at least one reassembled message 

4 segment toward the receiver. 
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The invention features an apparatus and method for transmitting a file. The apparatus includes a file splitter that 
splits the file into a plurality of message segments. Each message 

includes a file encapsulator. The file encapsulator encapsulates at 
conceals the address of the destination during transmission of the 
nodes. The trusted nodes retransmit the message segments to the 

segment includes an address of the destination. The apparatus also 

least one of the plurality of message segments. The encapsulation 
at least one encapsulated message segment to one or more trusted 
destination for reassembly of the file at the destination. 

EX1009, Page 503



WO 2002/062032 PCT/US2001/050069 

METHOD AND SYSTEM FOR SECURE EXCHANGE OF MESSAGES 

5 
Cross-Reference to Related Case  

This claims the benefit of and priority to U.S. Provisional 

Patent Application Serial No. 60/258,127, filed December 22, 

10 2000, the entirety of which is incorporated herein by reference. 

Technical Field 

The invention generally relates to electronic 

communications, and, more particularly, to security in network-

based communications. 

15 

Background Information 

Message security is of particular concern in modern, 

network-based communications. Communications often occur between 

devices such as computers operating in a non- secure network, such 

20 as the Internet. It is generally desirable to protect 

communications from eavesdropping and tampering. 

Generally, three approaches have been used to provide secure 

communications: a secure network; a secure host with security 

protocols; and encryption of communications. A secure network 

25 typically requires steps be taken to protect the network from 

intruders. Such steps can include special communications 

protocols or special hardware, for example, use of a secure, 

optical network backbone. In such cases, secure communications, 

if at all possible, are limited to the confines of the secure 

30 network. 

The secure host approach includes installation of a security 

protocol on network host computers to monitor network 

communications. The protocol provides review and control of 
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network communications to guard against theft and tampering. 

This approach requires the host computers to implement a security 

protocol that operates at Layer 3 or 4 of the Open Systems 

Interconnection (OSI) model. 

S A variety of encryption devices or software tools can 

protect data communications from theft and tampering. For 

example, keyed encryption techniques are common. Such techniques 

typically require that a sender and a recipient of a message 

share some information regarding an encryption algorithm and 

10 encryption/decryption key to enable the recipient to de- encrypt a 

message. 

Message packet headers are particularly vulnerable to 

tampering because the packet header typically cannot be 

encrypted. Variants of the above general schemes have been 

15 proposed to respond to this problem. Further, message packets 

can be modified to enable detection of tampering and hence the 

potential of an altered message packet. Alternatively, a message 

can be disguised to appear as an ordinary message to fool an 

eavesdropper. The ordinary appearing message would have a 

20 distinct meaning to a recipient based on prior agreement between 

the sender and the recipient. 

The above described approaches to message security are 

ineffective when a secure network or encryption methods are 

unavailable or not desired. 

25 
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Summary of the Invention 

The invention generally involves secure data transmission 

over a network. The .invention is particularly suited to message 

5 transmission over a network that has multiple pathways. Various 

embodiments of the invention can defeat eavesdroppers wishing to 

intercept or interfere with a message. A solution is provided 

for the problem of the publicly visible addresses that are 

typically associated with transmitted communications. 

10 The invention is suited to protect various types of 

communications. The communications may be digital electronic 

communications and may include, for example, messages and data. 

The communications may be sent via a network in the form of 

packets. The network may be, for example, a wired, wireless or 

15 optical network. In the following discussion, the terms 

"communication", "message", " file" and " data" are all used to 

express the general idea of information transmitted between 

parties. The particular form that the information assumes during 

transmission may be binary, as found in modern digital 

20 communications. 

Improved security is accomplished by use of one or more 

trusted intermediaries, i.e. nodes, to relay communications 

between parties, for example, a source and a destination. The 

ultimate destination of the communication is generally concealed 

25 from all but the intermediary. Thus, an intermediary receives a 

message or other communication from a source, examines the, 

concealed address of the destination and forwards the 

communication to the destination. 

When the intermediary forwards a communication, the source 

30 can be concealed while the destination address of the next 

trusted intermediary, which may be the final destination of the 
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packet, is now publicly observable. In this manner, an 

eavesdropper cannot simultaneously discern the source and 

destination of a communication. 

An eavesdropper attempting to intercept a message sent 

5 between two parties must therefore overcome multiple 

difficulties. If an eavesdropper observes transmissions such as 

data packets leaving a source, it cannot correctly identify the 

ultimate or real destination of each data packet. If the 

eavesdropper observes data packets arriving at a destination, it 

10 cannot correctly identify the original source of each packet. 

Thus, an eavesdropper may be impeded from identifying messages 

sent from a particular original source to a particular final 

destination. 

An intermediary can perform the same function for two-way or 

15 multi-party communications. The node can be, for example, a 

network node. The node can be a computer server or a radio 

transceiver ( e.g. a mobile telephone). 

Splitting the message into message segments can make message 

interception and tampering more difficult. An eavesdropper must 

20 then intercept multiple segments to obtain the message, and still 

will not know the source or the destination. To further 

complicate interception, the ultimate destination addresses of 

the segments can be concealed when the segments are transmitted 

to one or more trusted nodes. An eavesdropper seeking messages 

25 or segments addressed to a particular destination may then only 

perceive the message segments as being addressed to the 

intermediary, and thus fail to intercept them. 

Moreover, increasing the number of pathways used for 

transmission of message segments or data packets provides 

30 additional security. An eavesdropper must then monitor and 

intercept communications along multiple pathways to attempt to 

obtain all the message segments required for reconstruction of a 
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message. Message segments can be encrypted to impede an 

eavesdropper still further. 

Accordingly, in a first aspect, the invention features an 

apparatus for transmitting a file. The file can include data or 

5 a message, or both. It can be in binary form, as for a typical 

computer data file. It can be a file of any form as utilized in 

electronic, electro-magnetic, and optical network-based 

communications. The apparatus includes a file splitter that 

splits the file into a plurality of message segments. Each 

10 message segment includes an address of the destination. 

The term " transmit" as used herein means the directing of a 

file from any source location to any destination location. The 

actual transmission of a file may occur via all suitable 

techniques of file transfer, including, but not limited to, 

15 standard file-transfer protocols via an electronic or optical 

network. 

The apparatus also includes a file encapsulator. The file 

encapsulator encapsulates at least one of the plurality of 

message segments. The encapsulation conceals the address of the 

20 true origin and ultimate destination during transmission of at 

least one encapsulated message segment to one or more trusted 

nodes. The trusted nodes may re-encapsulate the message and 

retransmit the message segments to the destination for reassembly 

of the file at the final destination. 

25 The file splitter may also include a file converter. The 

file converter converts the file into N message segments. The 

file can be reassembled from a subset of any M of the message 

segments, where N and M are positive integers, and N > M ≥ 1. 

The apparatus may further include a file encoder. The file 

. 30 encoder encodes the file prior to splitting of the file by the 

file splitter. 
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The file encoder, file encapsulator and file splitter may 

include, for example, integrated circuits, such as 

microprocessors. A single integrated circuit or microprocessor 

may include the file encoder, file encapsulator and file 

5 splitter. One or more microprocessors may implement software 

that enables the functioning of the file encoder, file 

encapsulator or file splitter. Any of the file encapsulator, the 

file splitter and the file encoder may be implemented in 

software, firmware or hardware ( e.g. as an application- specific 

10 integrated circuit). The software may be designed to run on 

general-purpose equipment or specialized processors dedicated to 

the functionality herein described. 

In second aspect, the invention involves a method of secure 

transmission of a file from a source to a destination. The 

15 method includes splitting the file into a plurality of message 

segments. Each message segment includes an address of the 

destination. 

The method further includes encapsulating at least one of 

the plurality of message segments to conceal the address of the 

20 origin and destination. At least one encapsulated message 

segment is transmitted to one or more trusted nodes. The one or 

more trusted nodes retransmit at least one message segment to the 

destination for reassembly of the file at the destination. 

The process of splitting the file may include converting the 

25 file into N message segments. The N message segments may enable 

reassembly of the file from a subset of any M of the message 

segments, where N and M are positive integers, and N > M ≥ 1. 

Retransmitting at least one message segment may include 

transmitting at least M of the N message segments to the 

30 destination. The file can be reassembled after at least M of the 

N message segments arrive at the destination. 

Transmitting to one or more trusted nodes may include 
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transmitting more than one message segment via multiple pathways 

of a communications network. In another embodiment, the method 

further includes encoding the file. Encoding the file may 

include enciphering the file. 

5 Encapsulating at least one message segment may include 

enciphering at least one of the message segments. Encapsulating 

may further include adding forwarding instructions to the message 

segment. The forwarding instructions instruct one of the trusted 

nodes to forward the message segment towards the destination. 

10 The forwarding instructions may include the address of the 

destination. Encapsulating may further include addressing each 

one of the plurality of message segments to one of the plurality 

of trusted nodes. 

15 The foregoing and other objects, aspects, features, and 

advantages of the invention will become more apparent from the 

following description and from the claims. 

Brief Description of the Drawings  

20 In the drawings, like reference characters generally refer 

to the same parts throughout the different views. Also, the 

drawings are not necessarily to scale, emphasis instead generally 

being placed upon illustrating the principles of the invention. 

FIG. 1 illustrates an embodiment of a communication of a 

25 message from a source to a destination. 

FIG. 2 illustrates an embodiment of a communication of a 

message that provides improved message security. 

FIG. 3 illustrates an embodiment of a method that provides 

message delivery assurance and security. 
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FIG. 4 illustrates an embodiment of spatial diversification 

of message transmission, which transmits split message segments 

along three paths through a network. 

FIG. 5 illustrates an embodiment of reassembly of a message 

5 at a destination. 

FIG. 6 illustrates an embodiment where obstruction of a 

single node does not deny message transmission. 

FIG.. 7 illustrates an embodiment where eavesdropping on a 

single link provides no information. 

10 FIG. 8 illustrates an embodiment with integration of data 

encryption into an encoder and a decoder. 

FIG. 9 illustrates an embodiment with integration of data 

encryption into the a splitter and a assembler. 

FIG. 10 illustrates an embodiment of an apparatus for 

15 transmitting a file via a communications network. 

FIG. 11 illustrates an embodiment of N message segment 

identifiers attached to N message segments. 

FIG. 12 illustrates an embodiment of an apparatus for 

transmitting a file. 

20 FIG. 13 illustrates an embodiment of an encapsulated message 

segment addressed to a trusted node. 

FIG. 14 illustrates an embodiment of a message segment 

addressed to a destination. 

Description 

25 The terms " file",  ' message", " data" and data file" are 

herein understood to refer to any entity of data that may be 

transferred via analog or digital means. The entity may 

originate in analog or digital form, and, at various times, may 

be stored in analog or digital form. The entity is capable of 

30 transfer between two distinct physical locations via, in 
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particular, electronic, wireless and optically based 

communications. 

Although, as explained above, the present invention may be 

applied to any form of data or message, particularly high 

5 security can be achieved by splitting a message into multiple 

segments sent over different network pathways. At the same time, 

this approach also involves a greater degree of complexity than 

applications utilizing a single pathway. 

Accordingly, for purposes of explanation, an advantageous 

10 technique of message splitting for multiple-pathway networks is 

described below in the section labeled " I". Then, in the section 

labeled " II", further embodiments of the invention are described, 

which have particular utility in connection with transmission of 

split messages via a-single pathway or via multiple pathways. 

15 I. Message Splitting and Spatially Diversified Message 
Routing for Increasing Transmission Assurance and Data 
Security Over Distributed Networks  

An apparatus and method for data assurance in communication 

20 networks makes advantageous use of aspects of networked 

communication. Though the below discussion is applicable to 

communication networks generally, several embodiments are given 

for mobile ad-hoc networks (MANET), since some features are 

preferably' applied to MANETs. 

25 During a typical communications session (between, e.g., an 

originating node and a destination node), messages can be 

forwarded along multiple, variable data paths. Aggregation of a 

number of such paths- forms a single " super path." In one 

embodiment, a method includes encoding a message, splitting the 

.30 encoded result into distinct message segments, and sending each 

segment along a different path. A receiving node may reconstruct 

the original message without the requirement that all message 
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segments eventually reach the receiving node after traveling 

along their individual paths. 

One embodiment includes a protocol that enables a sender to 

provide information to a,destination, i.e., receiver node, about 

5 encoding and splitting algorithms that were used to process a 

message. Some embodiments include methods for inferring the 

status of the collection of links. Some embodiments include one 

or more algorithms for determining which combination of encoding 

and splitting algorithms to use in response to a current status 

10 of the links. 

Hence, some embodiments 

response to changing network 

particular for a MANET. One 

encoding/decoding algorithms 

enable dynamic adjustment in 

communication conditions, in 

such embodiment includes a set of 

and a set of splitting/reassembling 

15 algorithms to permit an optimized response to the dynamic 

variations in the link characteristics. Modified algorithms can 

incorporate data security enhancement features. 

For example, encoding algorithms may be used to prevent the 

deduction of any part of the original message from individual 

20 processed message segments. A minimum number of message segments 

may be required to reconstruct the original message. Further, 

encryption keys may be used to enhance security. In particular, 

security enhancement can be achieved by deterministically varying 

a set of splitting/reassembling algorithms. 

25 Data assurance in networks can be adjusted to a desired 

level by choosing an appropriate encoding and splitting scheme to 

tolerate failures over a sufficiently large number of paths. 

Encoding redundancy can reduce or eliminate the need for message 

retransmission. Message delay may be reduced, and utilization of 

30 each link in the network may be increased. Generally, the 

benefit in overall network resource utilization and performance 

grows with the number of links, i.e., the number of directly 
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communicating node-pair combinations, and the expected number of 

relaying hops through which a packet is forwarded towards its 

destination. 

In one aspect, the apparatus and method improve data 

5 security. As multiple message segments are required to decode 

the original message, an eavesdropper sniffing, e.g., packets 

traveling on a particular path cannot deduce much useful 

information. Additional security components or steps can improve 

the level of data security; for example, encoding mechanisms can 

10 be chosen to avoid exposing the original data bits directly and a 

bit-position scrambling mechanism can be incorporated before 

splitting of the message. This provides security gains that 

require almost no increase in system complexity or computational 

burden. 

15 In one embodiment, a redundantly encoded message is 

transmitted by aggregating multiple paths in a MANET to form a 

single super-path. This aggregation provides robustness in view 

of the potentially drastic variation in individual links. The 

super-path has a collective characteristic that improves 

20 stability, and statistically resembles a fixed link pathway in 

comparison to a pathway through a conventional MANET. 

The channel coding technique may first encode the message to 

inject the desired level of redundancy into the message, then 

split the encoded message into multiple segments, and then 

25 forward each segment along a different path. At the receiving 

end, the extra redundancy injected by the encoding method (via, 

e.g., erasure correcting codes) may permit reassembly of the 

original message without requiring the successful delivery of all 

message segments through their individual paths. 

30 Encoding methods may be used to improve the data assurance 

to a desired level for a network, or example, a MANET. This is 

more effective for MANET-based communications than simply 
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adopting or adapting the two-pronged approach of fixed point-to-

point channels ( and conventional networks). The characteristics 

of the aggregated super-path more closely resemble that of the 

fixed point-to-point channel than that of the individual member 

5 paths in the aggregate. Moreover, the variation in the 

characteristics of the super-path is slower than the variation of 

individual member paths, and can be designed to become tractable. 

As a result, the variation of super-path characteristics can 

become more sensitive to network communications congestion than 

10 to link-to- link communication variations, e.g., radio frequency 

channel variations, arising from movement of the nodes. Hence, 

in one embodiment, super-pat.h characteristics are regularly or 

continuously analyzed, and encoding and splitting algorithms are 

selected from classes of encoding algorithms and splitting 

15 algorithms in response to a determined characteristic. Super-

path characteristics may include, for example, the number of . 

successfully received message segments and the identity of the 

paths through which message segments are successfully received. 

The performance of these classes of algorithms can be rated. 

20 Protocols that implement measurement of super-path 

characteristics and dynamic selection of an optimum combination 

of encoding algorithms and splitting algorithms can also be 

rated. Rating of algorithms and protocols can permit improved 

optimization of selections. 

25 Encoding and splitting of messages directly improves message 

security. Because the message segments are forwarded along 

distinct routes to the destination, an eavesdropper must 

simultaneously intercept multiple message segments before a 

successful recovery of the original message becomes possible. 

30 The mobility and the geographical distribution of the nodes in 

the network make this difficult, and splitting the message into 

more segments can increase the difficulty of recovery. 
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Furthermore, an encoding algorithm can be chosen that prevents 

message reconstruction without interception of at least a 

threshold portion of message segments. 

Additional security is made possible by scrambling, even 

5 simple scrambling, of the positions of the encoded message bits, 

e.g. before splitting, to prevent message reconstruction by an 

eavesdropper even when the eavesdropper intercepts a sufficiently 

large number of message segments. Generally, scrambling and de-

scrambling of bit positions requires many fewer operations to 

10 execute and complete than traditional encryption and decryption 

methods. 

Some embodiments include a stand-alone protocol layer for 

insertion in the networking protocol layer. For example, the 

protocol layer can be inserted between the medium access control 

15 (MAC) layer and the networking layer of a communication system. 

The protocol layer may include mechanisms for monitoring or 

analyzing the characteristics of network links and a decision 

algorithm to dynamically choose one of a class of encoding and 

splitting algorithms based on the observed network link 

20 characteristics. 

In one embodiment, when the link stability is low, the 

protocol layer switches to an encoding algorithm that tolerates 

more losses of the message segments and a message- splitting 

scheme that results in smaller segments, in an attempt to improve 

25 delivery assurance. In another embodiment, when the link 

stability improves, the protocol layer switches to an encoding 

algorithm that has requires more message segments to be received 

and a message- splitting scheme that uses larger segments, in an 

attempt to reduce the protocol overhead. 

30 The impact of the proposed algorithm and the dynamic 

protocol can be measured at multiple levels of the network. The 

probability of delivery success in a single attempt can be 
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improved to any desired level by choosing an appropriate 

combination of encoding and splitting methods or algorithms. 

Generally, an entire message is not transmitted along a single 

path. Instead, a message is fragmented, i.e. split, and 

5 forwarded along multiple paths. The realized increase in data 

assurance general comes with an initial delay in transmission of 

message segments, or packets, due to the encoding and splitting. 

Generally, however, overall communications delays are improved 

because of the improved probability of completion of each message 

10 transmission in the first attempt. 

Referring to Figure 1, an embodiment of a communication.of a 

message from a source to a destination is illustrated. A message 

1, e.g., a block of message bits, is fed to an encoder 2, e.g. a 

scrambling encoder. The encoder 2 injects redundancy into the 

15 message bit stream, which increases the number of bits in the 

message. The encoded message is fed to a message splitter 4, 

which breaks the message into N message segments. 

The N message segments are forwarded to the destination 

along different paths in a network 3. An assembler 6 reassembles 

20 the encoded message as the segments are received. When the 

number of segments received reaches a specified threshold, a 

partially reassembled message is passed to a decoder 8, e..g. an 

erasure decoder. The decoder recovers the original message 1, 

using only the bits available from the partially assembled 

25 message. The threshold number of segments is determined by the 

selected coding scheme. Both the assembler 6 and the erasure 

decoder 8 may be implemented in.hardware and/or as software 

modules. 

Improving the probability of completed delivery of a message 

30 in a first attempt reduces both the average delay and the number 

of retransmissions required for deliver of messages through the 

network. Reducing the number of retransmissions decreases the 
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number of channel contentions in a network with multi-accessing 

nodes such as a MANET. This may significantly improve the 

utilization of both the links and the network, in terms of 

factors such as the number of data bits sent per usage of 

5 bandwidth, channel, link, battery power, etc. This in turn 

significantly improves the overall network throughput and 

efficiency. 

Figure 2 illustrates an embodiment that provides improved 

message security. A sender 10 and .a receiver 20 agree to use a 

10 combination of an encoding scheme and a splitting mechanism that 

splits each message into three segments for transmission via a 

MANET 23. The MANEt 23 includes several nodes a-g. The encoding 

scheme requires at least two message segments to reach the 

receiver for recovery of a split message. An eavesdropper is 

15 illustrated as intercepting message segments between nodes c*and 

e; a jammer is illustrated as blocking transmission of message 

segments at node f. Three paths P1 , P2 , P3 through the network 23 

are a subset of all possible paths. Message security and 

integrity are maintained in spite of the efforts of the 

20 eavesdropper and the jammer. 

The,eavesdropper acquires only a message segment transmitted 

along path P3 . Because the number of message segments threshold 

is 2, the single segment does not provide any useful information 

to the eavesdropper. All three segments will reach the receiver 

25 20. The first two to arrive are used to reassemble the original 

message. 

The jammer attacking node f prevents the message segment 

traveling on path P3 from reaching the receiver 20. The other 

two message segments, however, arrive, and the message is 

30 recovered. The jammer cannot prevent the receiver 20 from 

getting the message. 
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Several criteria may be used to assess the performance of 

alternative implementations of a decision algorithm and a dynamic 

protocol. Such criteria may include, for example: 

— delivery assurance, the probability of successful receipt of a 

5 fully correct message ( affected by the probability of 

link/node failure); 

— security improvement, in terms of the number of message 

segments that must be acquired by an eavesdropper in order to 

reconstruct the original message; and 

10 — improvement in effective bandwidth, the reduction in the 

number of required retransmissions as compared to, for 

example, the adaptation of the two-pronged approach to a 

MANET. 

In one embodiment, a protocol is inserted into a network 

15 communications protocol stack, e.g., between the MAC and the 

networking layer. This protocol mechanism senses and predicts 

variations in the characteristics of the link aggregate, and 

dynamically chooses the best combination of encoding/decoding and 

splitting/reassembly algorithms from a set or class of 

20 algorithms. The attempt to optimize can seek a combination that 

adds the least overhead to achieve a specified probability of 

successful message delivery. The selection process may further 

include, e.g., consideration of message priority, other measures 

of message importance, or cost of latency. 

25 Referring to Figure 3, one embodiment is illustrated of a 

method that provides message delivery assurance and security. 

The method includes encoding the message to inject redundancy 

into a message stream, and splitting the encoded message. The 

split, encoded message is forwarded along spatially diversified 

30 routes. 
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For example, a message, or message block, that includes k 

bits is processed through an encoder 2, e.g., a scrambling 

encoder, that converts the message into an encoded message block 

of n bits, where n > k. A splitter 4 decomposes the output of 

5 the encoder 2 into N message segments, each segment including no 

more than [ n/N] bits. "[ n/N]" denotes the least integer greater 

than n/N. N, n and k are positive integers. 

Figure 4 illustrates spatial diversification., Each of the N 

message segments is forwarded to the intended recipient, 

10 preferably along a different route. This gives spatial 

diversification to the routes used for transmission. Nodes a-g 

are a subset of network 23 nodes. The sender 10 forwards 

segments to the receiver 20 along path Pi (including nodes a and 

g), path P2 (including nodes b and d) , and path P3 (nodes c, e, 

15 and f). The different physical locations of the nodes forces the 

message segments to travel through different areas of the 

network. Link conditions and congestion in different areas may 

vary considerably. 

Referring to Figure 5, the message segments are re- assembled 

20 as they are received at the receiver 20. When a sufficiently 

large number of message segments is received, the partially 

assembled message is forwarded to a decoder 8, e.g., an erasure 

decoder, which recovers the entire original message. Improved 

delivery assurance is achieved because not all message segments 

25 must be successfully received to permit the recipient to recover 

the original message. 

In one embodiment, each message segment has a length of b, 

where 0 < b ≤ [n/N]. "[n/N]" denotes the least integer greater 

than n/N. Limitation of the value of b can assure that each 

30 encoded message bit exists in only one message segment. Because 

n must be greater than k, [k/b] < N. Hence, there are fewer than 

N segments when the shorter unencoded message is broken into 
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segments of length b. A longer, encoded message is obtained with 

N segments of length b. 

The intended recipient can recover the original message with 

any subset of [k/b] segments of the N message segments, given an 

5 appropriate selection of the encoding scheme. Hence, the message 

recovery mechanism at the intended recipient can tolerate the 

loss of some of the message segments. This allows for losses due 

to, e.g., network congestion, broken links, interference or 

jamming. This may require n bits to be transmitted for every k 

10 message bits, where n > k.. Advantages are realized, however, 

such as: 

— n/k may be smaller than the number of bits that would be 

transmitted for each bit if an entire block is retransmitted; 

and 

15 — the probability that the intended recipient correctly recovers 

the original message from a single transmission attempt is 

improved. 

Examples of classes of error- correcting codes that can be 

utilized include Bose-Chaudhuri-Hocquenghem (BCH) codes, 

20 Convolutional codes, Hamming codes, Reed-Solomon codes, Golay 

codes, Turbo codes, and several other linear and nonlinear block 

codes. 

Various embodiments provide significant security benefits. 

Referring to Figure 6, resistance to localized jamming is one 

25 benefit. Jamming, for example, disrupting transmission at a 

single network node or link, minimally impacts the functionality 

of the rest of the network. When a jammer located near node f 

has broken the continuity of path P3, path P1 and path P2 are 

still able to deliver message segments, and the message is 

30 successfully decoded. To be effective at disruption, a jammer 

must be located close enough to either the sender 10 or receiver 
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20 to jam a significant number of message segments. For example, 

the probability of disruption in a mobile, military network is 

reduced by the requirement for close proximity of a hostile 

jammer. 

5 Referring to Figure 7, another security benefit of some 

embodiments is the difficulty an eavesdropper experiences when 

trying to intercept messages. As illustrated in Figure 7, an 

eavesdropper is physically located between node c and node e, 

able to copy any message segment, e.g., data packet, that passes 

10 along path P3. The eavesdropper must correctly receive a minimum 

of [k/b] message segments to recover a complete message. To 

receive the minimum number of segments, however, requires 

eavesdropping on other paths P1, P2 . 

Some embodiments prevent even partial message recovery by 

15 the eavesdropper. An appropriately chosen scrambling encoder 

(e.g., a non-systematic code) can be used to create a condition 

during which any subset of q message segments, with q < [k/bj, 

will prove insufficient to recover any subset of the original 

message. Similar to the jammer, the eavesdropper must be 

20 physically located very close to either the sender 10 or the 

intended recipient 20 to effectively intercept segments from 

multiple paths P1, P2 , P3 . 

The effectiveness of a local jammer is reduced by taking 

advantage of the nature of a distributed networking environment. 

25 Similarly, a single eavesdropper has a reduced ability to observe 

enough segments to allow an understanding of the communications 

carried by the network. As a result, the overall security of 

information carried by the entire network is significantly 

improved. 
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Some embodiments further improve security through use of 

data encryption by means of bit position scrambling. The 

selection of a scrambling encoder can be controlled with an 

encryption key. In some alternative embodiments, the actual bit 

5 scrambling can be accomplished in either an encoder -or a 

splitter. 

Referring to Figures 8 and 9, embodiments that utilize 

permutation are illustrated. Figure 8 schematically shows the 

use of permutation by an encoder 2a. Figure 9 shows the use of 

10 permutation by a splitter 4a. For example, even a simple use of 

an encryption key to alter bit positions in the encoded message, 

would require the eavesdropper to potentially search through n! 

possibilities. 

Some embodiments that include a scrambling encoder employ an 

15 encoding scheme that provides one or both of the following 

features: 

- the encoding scheme provides strong resilience against loss of 

message segments, preferably having the value of ( k + e) as 

close to n as possible, where e is the number of message 

20 segment losses that the scheme can overcome, k is the original 

message length, and n is the encoded message length; and 

- no bits in the original message are ascertainable from any 

message subset below a threshold number; for linear block 

codes, this generally requires use of non- systematic codes 

25 and that approximately half of the elements of a generating 

matrix elements have a value of 1. 

In order for the assembler at the receiving node to 

correctly reassemble the message fragments, the content of each 

segment must be identified. In one embodiment, the information 

30 required for reassembly is reduced by inclusion of a numbering 
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scheme for the message segments. In a preferred embodiment, a 

segment carries identification that is a number assigned by the 

message splitter. This number may be a field in a protocol 

header that is attached to each message segment, or embedded in 

5 the message segment itself. 

Additional protocol header fields may be included when 

encoding and splitting algorithms are altered dynamically to 

better suit the observed characteristic variations of the super-

path. The additional fields can carry measurement data regarding 

10 the characteristics of the super-path as well as data that 

informs the destination node of the changes in the encoding and 

splitting algorithms. Inclusion of additional protocol header 

fields incurs additional transmission bandwidth for every hop. 

Hence, it is preferable to optimize choices of fields to minimize 

15 the resulting bandwidth-expansion. 

Referring to Figure 10, an embodiment of an apparatus 30 for 

transmitting a file via a communications network is illustrated. 

The apparatus 30 includes a file processor 31, which may be 

implemented in hardware and/or as a software module, and a 

20 message segment transmitter 32. The file processor converts 

files into N message segments that enable reassembly of the file 

from a subset of any M of the message segments. N and M are 

positive integers and N > M ≥ I. 

The message segment transmitter 32, which may be implemented 

25 in hardware and/or as a software module, transmits message 

segments to a receiver. The receiver can reassemble a file after 

receiving M of the N message segments. 

The file processor 31 may comprise a file encoder 35 and an 

encoded file splitter 36 that convert a file into N message 

30 segments. The file encoder 35 may implement a class of encoding 
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algorithms in generating the message segments. The encoded file 

splitter 36 may implement a class of splitting algorithms. 

The processor 31 may further comprise a communications 

network analyzer 37, which may be implemented in hardware and/or 

5 as a software module, that determines the condition of a 

communications network. The processor 31 may also include a 

message segment parameter selector 38 (which also may be 

implemented in hardware and/or as 

a set of values for M and N based 

10 achieve a preselected probability 

a software module) that selects 

on the determined condition to 

of a successful transmission of 

M of the transmitted message segments. 

Referring to Figure 11, the apparatus may include N message 

segment identifiers 33 that have a one-to-one association with 

the N message segments 34. In the embodiment illustrated in 

15 Figure 11, message segments 34 are transmitted with their 

associated identifiers 33 to assist in reassembly of the message. 

The identifiers 33 can include, for example alphanumeric data. 

In one embodiment, during transmission, the identifiers 33 are 

binary numbers. 

20 The above described and various other embodiments are of 

particular value when applied, for example, to ad-hoc networks, 

MANETs and conventional packet networks with distributed routing 

algorithms. Particular value accrues when applied to MANETs that 

include moderately mobile units. 

25 II. Method and System for Secure Exchange of Messages  

The security of information carried by'a network may be 

improved when a sender and recipient utilize a trusted node as an 

intermediary for exchange of communications. A trusted node may 

be selected for its ability to securely and reliably forward 

30 communications, such as messages, message segments and storage 
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segments. For example, rather than addressing every message 

segment to an intended recipient, a message sender may address 

one or more of the message segments to one or more trusted nodes. 

In preferred embodiments, forwarding instructions are included 

5 with the message segments to enable forwarding of the segments to 

the intended recipient. 

Various embodiments may be used to obscure the origin and 

destination of a message. Message interception is very difficult 

for an eavesdropper tapping a communication link, even if the 

10 link is in close proximity to either the sender or recipient. To 

deduce the messages of a particular conversation, all messages or 

message segments received by, or leaving, the recipient (who may 

also be a sender) must be captured. Further, some or all of the 

communications may be encrypted to further complicate the 

15 eavesdropper's task. Increasing the number of trusted nodes can 

dramatically increase the difficulty of message interception. 

Referring to Figures 12-14, one embodiment of an apparatus 

for transmitting a file includes a file splitter 71 that splits 

the file into a plurality of message segments 81. Each message 

20 segment includes forwarding instructions 82, e.g., an address of 

the destination. The transmission of message segments 81 may 

occur via all suitable techniques of file transfer, including, 

but not limited to, standard file-transfer protocols via an 

electronic or optical network. 

25 The apparatus also includes a file encapsulator 73. The 

file encapsulator 73 encapsulates at least one of the plurality 

of message segments 81. The encapsulation 83 conceals the 

address of the destination during transmission of the 

encapsulated message segment 81 to one or more trusted nodes. 

30 A trusted node address 84, which is publicly visible, is 

attached to the encapsulated message segment 81 to permit 

transmission of the message segment 81 to the corresponding 
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trusted node. The trusted node re- encapsulates and retransmits 

the message segment 81, in part by examining the forwarding 

instructions 82 and making the address of the next destination, 

which may be the final destination address 85, visible to the 

5 network. 

The file splitter 71 may also include a file converter. The 

file converter converts the file into N message segments that 

permit reassembly of the file from a subset of any M of the 

message segments, where N and M are positive integers, and N > M 

10 ≥ 1. 

The apparatus may further include a file encoder 72. The 

file encoder 72 encodes the file prior to splitting of the file 

by the file splitter 71. 

The file encoder 72, file encapsulator 73 and file splitter 

15 71 may include, for example, integrated circuits, such as 

microprocessors. A single integrated circuit or microprocessor 

may include the file encoder 72, file encapsulator 73 and file 

splitter 71. One or more microprocessors may implement software 

that enables the functioning of the file encoder 72, file 

20 encapsulator 73 or file splitter 71. Any of the file 

encapsulator 73, the file splitter 71 and the file encoder 72 may 

be implemented in software, firmware or hardware ( e.g. as an 

application- specific integrated circuit). The software may be 

designed to run on general-purpose equipment or specialized 

25 processors dedicated to the functionality herein described. 

An embodiment of a method of secure transmission of a file 

from a source to a destination includes splitting the file into a 

plurality of message segments. Each message segment includes an 

address of the destination. The method may further include 

30 encoding the file. Encoding the file may include enciphering the 

file. 
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The process of splitting the file may include converting the 

file into N message segments. The N message segments may enable 

reassembly of the file from a subset of any M of the message 

segments, where N and M.are positive integers, and N > M ≥ 1. 

5 The method also includes encapsulating at least one of the 

plurality of message segments to conceal the address of the 

destination. At least one encapsulated message segment is 

transmitted to one or more trusted nodes. Message segments may 

be transmitted via multiple pathways of a communications network. 

10 The one or more trusted nodes retransmit the message segment 

to the destination for reassembly of the file at the destination. 

Retransmitting at least one message segment may include 

transmitting at least M of the N message segments to the 

destination. The message segment may be encapsulated during. 

15 transmission from the trusted node to another trusted node or to 

the destination. The.file can be reassembled after at least M of 

the N message segments arrive at the destination. 

Encapsulating a message segment may include enciphering the 

message segments. Encapsulating may further include adding 

20 forwarding instructions to the message segment. The- forwarding 

instructions instruct a receiving one of the trusted nodes- to 

forward the message segment toward the destination. The 

forwarding instructions may include the address of the 

destination. Encapsulating may further include addressing each 

25 one of the plurality of message segments to one of the plurality 

of trusted nodes. 

Some embodiments of a method of secure transmission of a 

file from a source to a destination include two or more stages of 

file splitting. In,these embodiments, one or more message 

30 segments from a first file splitting step may be further split 

into additional message segments. A second splitting step may be 

advantageous, for example, when a node that transmits files via a 
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network has limited access to the network. For example, a node 

that transmits files via the Internet may have limited gateway 

access. The access may be limited, for example, to as few as one 

or two gateways. 

5 The node might then split a file into a few message 

segments, for example three message segments, and transmit the 

message segments to the gateways. The gateways could further 

split one or more of the three message segments, and then forward 

message segments toward a destination via the Internet. 

10 In some embodiments of a method, which include multiple 

splitting steps, the file is converted into N message segments 

that enable reassembly of the file from a subset of any M of the 

message segments. At least M of the N message segments are 

transmitted toward a destination for reassembly of the file after 

15 receiving M of the N message segments. 

At least one of the transmitted segments is further 

converted into N2 message sey«tents that enable reassembly of the 

at least one message segment from a subset of any M2 of the N2 

message segments, where N2 and M2 are positive integers and N2 > 

20 M2 ≥ 1. At least M2 of the N2 message segments are transmitted 

toward the destination for reassembly of the at least one message 

segment prior to reassembly of the file. 

The at least M2 segments may be reassembled at the 

destination. Alternatively, the at least M2 segments may be 

25 received and reassembled by an intermediate node. The 

reassembled segment may then be transmitted toward the final 

destination. Additional conversion steps and/or reassembly steps 

may be included at intermediate nodes in the network. 

Various embodiments of the method and apparatus for secure 

30 exchange of messages may be applied to network-based 

communications. Relevant networks include, but are not limited 

to, local- area networks (LAN) or a wide area networks (WAN) such 
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as the Internet, or the World Wide Web. Senders and receivers can 

be connected to a WAN either directly or via a LAN through a 

variety of connections including standard telephone lines, LAN or 

WAN links ( e.g., T1, T3, 56kb, X.25), broadband connections 

5 ( ISDN, DSL, Frame Relay, ATM), and wireless connections. The 

connections can be established using a variety of communication 

protocols ( e.g., TCP/IP, IPX, SPX, NetBIOS, Ethernet, RS232, and 

direct asynchronous connections). 

In some embodiments, the sender and receiver are comprised 

10 of appropriate computer hardware. Examples of such hardware 

include any personal computer ( e.g., Windows or Macintosh 

operating system computer), Windows-based terminal, Network 

Computer, wireless device, information appliance, RISC Power PC 

device, X-device, workstation, mini computer, main frame computer 

15 or other computing device. 

Alternatively, the sender or receiver can be a portable 

computing device such as a PDA or cell phone. As a further 

alternative, the sender or receiver can be any terminal (windows' 

or non-windows based), or thin- client device operating according 

20 to a server-based computing model. 

Variations, modifications, and other implementations of what 

is*described herein will occur to those of ordinary skill in the 

art without departing from the spirit and the scope of the 

invention as claimed. Accordingly, the invention is to be 

25 defined not by the preceding illustrative description but instead 

by the spirit and scope of the following claims. 

What is claimed is: 
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CLAIMS  

1 1. An apparatus for transmitting a file, comprising: 

2 a file splitter that splits the file into a plurality of 

3 message segments, each message segment including an address 

4 of the destination; and 

5 a file encapsulator that encapsulates at least one of the 

6 plurality of message segments to conceal the address of the 

7 destination during transmission of at least one encapsulated 

8 message segment to one or more trusted nodes for 

9 retransmission by the one or more trusted nodes toward the 

10 destination for reassembly of the file at the destination. 

1 2. The apparatus of claim 1 wherein the file splitter comprises a 

2 file converter that converts the file into N message segments 

3 that enable reassembly of the file from a subset of any M of 

4 the message segments, where N and M are positive integers, and 

5 N > M ≥ 1. 

1 3. The apparatus of claim 1 wherein a single processor includes 

2 the file splitter and the file encapsulator. 

1 4. The apparatus of claim 1 further comprising a file encoder 

2 that encodes the file prior to splitting of the file by the 

3 file splitter. 

1 5. A method of secure transmission of a file from a source to a 

2 destination, comprising the steps of: 

3 splitting the file into a plurality of message segments, each 

4 message segment including an address of the destination; 

5 encapsulating at least one of the plurality of message 

6 segments to conceal the address of the destination; 

7 transmitting at least one encapsulated message segment to one 

8 or more trusted nodes; and 
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9 causing retransmission of the at least one of the plurality of 

10 message segments from the one or more trusted nodes toward 

11 the destination for reassembly of the file at the 

12 destination. 

1 6. The method claim 5 wherein the step of splitting the file 

2 comprises the step of converting the file into N message 

3 segments that enable reassembly of the file from a subset of 

4 any M of the message segments, where N and M are positive 

5 integers, and N > M Z 1. 

1 7. The method of claim 6 wherein the step of causing 

2 retransmission comprises causing splitting of the at least one 

3 message segment into N2 message segments that enable 

4 reassembly of the at least one message segment from a subset 

5 of any M2 of the N2 message segments, where N2 and M2 are 

6 positive integers and N2 > M2 ≥ 1; and causing transmission of 

7 at least M2 of the N2 message segments toward the destination 

8 for reassembly of the at least one message segment prior to 

9 reassembly of the file. 

1 8. The method of claim 6 wherein the step of causing 

2 retransmission comprises the step of transmitting at least M 

3 of the N message segments to the destination for reassembly of 

4 the file after at least M of the N message segments arrive at 

5 the destination. 

1 9. The method of claim 5 wherein the step of transmitting 

2 comprises the step of transmitting more than one message 

3 segment via multiple pathways of a communications network. 

1 10. The method of claim 5 further comprising the step of 

2 encoding the file prior to transmission. 

1 11. The method of claim 10 wherein the step of encoding the file 

2 comprises the step of enciphering the file. 
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1 12. The method of claim 5 wherein the step of encapsulating at 

2 least one of the plurality of message segments comprises the 

3 step of enciphering the at least one of the plurality of 

4 message segments. 

1 13. The method of claim 5 wherein the step of encapsulating at 

2 least one of the plurality of message segments comprises the 

3 step of adding forwarding instructions to at least one of the 

4 plurality of message segments to instruct a receiving one of 

5 the plurality of trusted nodes to forward at least one of the 

6 plurality of message segments toward the destination. 

1 14. The method of claim 5 wherein the step of encapsulating at 

2. least one of the plurality of message segments comprises the 

3 step of addressing each one of the plurality of message 

4 segments to one of the plurality of trusted nodes. 

1 15. The method of claim 5 wherein the step of causing 

2 retransmission comprises causing splitting of the at least one 

3 of the plurality of message segments into a second plurality 

4 of message segments including an address of the destination; 

5 and causing transmission of the second plurality of message 

6 segments toward the destination. 

1 16. The method of claim 15 further comprising the steps of 

2 causing reassembly of the at least one message segment; and 

3 causing transmission of the at least one reassembled message 

4 segment toward the receiver. 
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PCT/US 01/50069 

A. CLASSIFICATION OF SOBJECT MATTER 
IPC 7 H04L29/06 H04L29/08 

According to International Patent Classification (IPC) orto both national classification and IPC 

B. FIELDSSEARCHED 

Minimum documentation searched (classification system followed by classification symbols) 

IPC 7 H04L 

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched 

Electronic data base consulted during the international search (name of data base and, where practical, search terms used) 

EPO-Internal 

C. DOCUMENTS CONSIDERED TO BE RELEVANT 

Category ' Citation of document, with indication, where appropriate, of the relevant passages Relevant to claim No. 

X 

Y 

Y 

A 

WO 00 27086 A ( SCIENCE APPLICATIONS 
INTERNATIONAL CORPORATION) 
11 May 2000 ( 2000-05-11) 
claim 61 

MAXEMCHUK N F: "DISPERSITY ROUTING IN 
HIGH-SPEED NETWORKS" 
COMPUTER NETWORKS AND ISDN SYSTEMS, NORTH 
HOLLAND PUBLISHING. AMSTERDAM, NL, 
vol. 25, 1993, pages 645-661, XP000570119 
ISSN: 0169-7552 
page 645, left-hand column, paragraph 1 

page 646, line R, paragraph 4 -page 647, 
left-hand column, paragraph 1 

1,3-5, 
10-12 

9 

9 

1-8, 
10-16-

documents are listed in the continuation of box C. members are listed in annex. ❑ Further X Patent family 

Special categories of cited documents 'T' later document published after the international filing date 

defining the general state of the art which is not or priority date and not in conflict with the application but 'A' document de 9 9 cited to understand the principle or theory underlying the 
considered to be of particular relevance invention 

'E' earlier document but published on or after the international W document of particular relevance; the claimed invention 
filing date cannot be considered novel or cannot be considered to 

'L' document which may throw doubts on priority claim(s) or involve an Inventive step when the document is taken alone 
which Is cited to establish the publication date of another 'Y' document of particular relevance; the claimed invention 
citation or other special reason (as specified) cannot be considered to involve an inventive step when the 

'O' document referring to an oral disclosure, use, exhibition or document is combined with one or more other such docu— 
other means ments, such combination being obvious to a person skilled 

'P' document published prior to the international filing date but in the art. 
later than the priority date claimed W document member of the same patent family 

Date of the actual completion of the international search 

18 November 2002 

Date of mailing of the international search report 

26/11/2002 

Name and mailing address of the ISA 
European Patent Office, P.B. 5818 Patentlaan 2 
NL — 2280 HV Rijswijk 
Tel. (+31-70) 340-2040, Tx. 31 651 epo nl, 
Fax: (+31-70) 340-3016 

Authorized officer 

Veen, G 

Form PCT/ISN210 (second sheet) (July 1992) 
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WO 0027086 A 11-05-2000 AU 1455300 A 22-05-2000 
AU 1600300 A 22-05-2000 
EP 1125414 A2 22-08-2001 
EP 1125419 A2 22-08-2001 
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Docket No.: 104093-0002-104 
(PATENT) 

IN THE UNITED STATES PATENT AND TRADEMARK OFFICE 

In re Patent Application of: 
Orsini et al. 

Application No.: 13/371,361 

Filed: February 10, 2012 

For: SECURE DATA PARSER METHOD AND 
SYSTEM 

Confirmation No.: 7108 

Art Unit: 2437 

Examiner: M. Smithers 

RESPONSE TO NON-FINAL OFFICE ACTION 

Commissioner for Patents 
P.O. Box 1450 
Alexandria, VA 22313-1450 

Dear Madam: 

INTRODUCTORY COMMENTS 

In response to the Office Action dated June 11, 2012, Applicants request reconsideration 

and allowance in view of the following remarks. 

A Listing of the Claims begins on page 2 of this reply 

Remarks/Arguments begin on page 8 of this reply. 

1 
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Docket No.: 104093-0002-104 
(PATENT) 

IN THE UNITED STATES PATENT AND TRADEMARK OFFICE 

In re Patent Application of: 
Orsini et al. 

Application No.: 13/371,361 Confirmation No.: 7108 

Filed: February 10, 2012 Art Unit: 2437 

For: SECURE DATA PARSER METHOD AND Examiner: M. Smithers 
SYSTEM 

INFORMATION DISCLOSURE STATEMENT (IDS) 

Commissioner for Patents 
P.O. Box 1450 
Alexandria, VA 22313-1450 

Dear Madam: 

Pursuant to 37 CFR 1.56, 1.97 and 1.98, the attention of the Patent and Trademark Office is 

hereby directed to the references listed on the attached PTO/SB/08. It is respectfully requested that 

the information be expressly considered during the prosecution of this application, and that the 

references be made of record therein and appear among the "References Cited" on any patent to 

issue therefrom. 

This Information Disclosure Statement is filed more than three months after the U.S. filing 

date, OR more than three months after the date of entry of the national stage of a PCT application, 

AND after the mailing date of the first Office Action on the merits, whichever occurs first, but 

before the mailing date of any of a Final Office Action, a Notice of Allowance (37 CFR 1.97(c)) or 

an action that otherwise closes prosecution in the application. 
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Application No.: 13/371,361 Docket No.: 104093-0002-104 

In accordance with 37 CFR 1.98(a)(2)(ii), Applicants have not submitted copies of U.S. 

patents and U.S. patent applications. Applicants submit herewith copies of foreign patents and non-

patent literature in accordance with 37 CFR 1.98(a)(2). 

In accordance with 37 CFR 1.97(g), the filing of this Information Disclosure Statement shall 

not be construed to mean that a search has been made or that no other material information as 

defined in 37 CFR 1.56(a) exists. In accordance with 37 CFR 1.97(h), the filing of this Information 

Disclosure Statement shall not be construed to be an admission that any patent, publication or other 

information referred to therein is "prior art" for this invention unless specifically designated as such. 

Notice of Related Patent Applications  

The Examiner is advised that the following patent applications contain subject matter that 

may be related to the pending claims in the present application. In particular, applicants would like 

to draw the Examiner's attention to the fact that substantive examination may have occurred in these 

cases. For these cases, copies of any Office Actions that have issued and Replies that have been 

filed in these cases are submitted herewith. For Application No. 12/148,365, only a copy of the 

final Office Action, Appeal Brief, and subsequent non-final Office Action are submitted herewith, 

as the claims in the application have been rejected with the same references throughout 

prosecution. Applicants invite the Examiner to review these documents or any future substantive 

documents that will issue or be filed in any of the below cases. By bringing the following 

applications to the Examiner's attention, applicants do not waive any applicable confidentiality 

provisions of 35 U.S.C. 122. 

Application 

No. 

Publication No. Attorney Docket 

No. 

Filing Date Status 

12/148,365 US 2008-0244277 104093-0001-102 4/18/2008 Pending 

13/024,791 US 2011-0179287 104093-0001-103 2/10/2011 Pending 

13/024,804 US 2011-0179271 104093-0001-104 2/10/2011 Pending 

13/399,923 Not published 104093-0001-105 2/17/2012 Pending 

2 
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Application No.: 13/371,361 Docket No.: 104093-0002-104 

13/371,363 Not published 104093-0002-105 2/10/2012 Pending 

13/371,364 Not published 104093-0002-106 2/10/2012 Pending 

It is submitted that the Information Disclosure Statement is in compliance with 37 CFR 1.98 

and the Examiner is respectfully requested to consider the listed references. 

Please charge our Deposit Account No. 06-1075 in the amount of $ 180.00 covering the fee 

set forth in 37 CFR 1.17(p). The Director is hereby authorized to charge any deficiency in the fees 

filed, asserted to be filed or which should have been filed herewith (or with any paper hereafter filed 

in this application by this firm) to our Deposit Account No. 06-1075, under Order No. 104093-

0002-104. 

Dated: June 29, 2012 Respectfully submitted, 

Electronic signature: /Matthew S. Bertenthal/ 
Matthew Samuel Bertenthal 

Registration No.: 61,129 
ROPES & GRAY LLP 
1900 University Avenue 
6th Floor 
Palo Alto, California 94303-2284 
(650) 617-4000 
(617) 235-9492 (Fax) 
Attorneys/Agents For Applicant 
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Approved for use through 1/31/2007. OMB 0651-0032 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it displays a valid OMB control number. 

PATENT APPLICATION FEE DETERMINATION RECORD 
Substitute for Form PTO-875 

Application or Docket Number 

13/371,361 
Filing Date 

02/10/2012 ❑ To be Mailed 

APPLICATION AS FILED — PART I 
(Column 1) (Column 2) SMALL ENTITY ❑ OR 

OTHER THAN 

SMALL ENTITY 

FOR NUMBER FILED NUMBER EXTRA 

❑ BASIC FEE 
(37 CFR 1.16(x), ( b), or (c)) 

❑ SEARCH FEE 
(37 CFR 1.16(k), ( i), or ( m)) 

❑ EXAMINATION FEE 
(37 CFR 1.16(o), ( p), or (q)) 

N/A N/A 

N/A N/A 

N/A N/A 

TOTAL CLAIMS 
(37 CFR 1.16(i)) 

INDEPENDENT CLAIMS 
(37 CFR 1.16(h)) 

minus 20 = 

minus 3 = 

❑APPLICATION SIZE FEE 
(37 CFR 1.16(s)) 

If the specification and drawings exceed 100 

sheets of paper, the application size fee due 

is $250 ($125 for small entity) for each 

additional 50 sheets or fraction thereof. See 

35 U.S.C. 41(a)(1)(G) and 37 CFR 1.16(s). 

RATE ($) FEE ($) 

N/A 

N/A 

N/A 

x $ _ OR 

❑ MULTIPLE DEPENDENT CLAIM PRESENT (37 CFR 1.16(j)) 

* If the difference in column 1 is less than zero, enter "0" in column 2. TOTAL 

APPLICATION AS AMENDED — PART II 

(Column 1) (Column 2) (Column 3) 

A
M
E
N
D
M
E
N
T
 06/29/2012 

CLAIMS 
REMAINING 
AFTER 
AMENDMENT_ 

HIGHEST 
NUMBER 
PREVIOUSLY 
PAID FOR 

PRESENT 
EXTRA 

Total (37 CFR * 27 Minus ** 27 = 0 
Independent 
(37 CFR 1.16(h)) 

3 Minus ***3 = 0 

❑ Application Size Fee (37 CFR 1.16(s)) 

❑ FIRST PRESENTATION OF MULTIPLE DEPENDENT CLAIM (37 CFR 1.16(j)) 

(Column 1) (Column 2) (Column 3) 

RATE ($) FEE ($) 

N/A 

N/A 

N/A 

X $ _ 

TOTAL 

OTHER THAN 

SMALL ENTITY OR SMALL ENTITY 

RATE ($) ADDITIONAL 
FEE ($) 

RATE ($) 
ADDITIONAL 

FEE ($) 

x$ _ OR X $60= 0 

x $ _ OR X $250= 0 

TOTAL 
ADD'L 
FEE 

• 
OR 

TOTAL 
OR ADD'L 

FEE 
0 

I_
1A

1a
l►

11
]A

1a
l►

11
 

CLAIMS 
REMAINING 
AFTER 

AMENDMENT 

HIGHEST 
NUMBER 

PREVIOUSLY 
PAID FOR 

PRESENT 
EXTRA 

Total (37 CFR 
1.16(i)) 

Independent 
(37 CFR 1.16(h)) 

❑ Application Size Fee (37 CFR 1.16(s)) 

Minus ** 

Minus 

❑ FIRST PRESENTATION OF MULTIPLE DEPENDENT CLAIM (37 CFR 1.16(j)) 

RATE ($) ADDITIONAL 
FEE ($) 

x $ _ 

X$ _ 

TOTAL 
ADD'L 
FEE 

OR 

OR 

OR 

RATE ($) 
ADDITIONAL 

FEE ($) 

X $ _ 

X $ _ 

TOTAL 
OR ADD'L 

FEE 

* If the entry in column 1 is less than the entry in column 2, write "0" in column 3. Legal Instrument Examiner: 
If the " Highest Number Previously Paid For" IN THIS SPACE is less than 20, enter "20". /STELLA LITTLE/ 
If the "Highest Number Previously Paid For" IN THIS SPACE is less than 3, enter W. 

The "Highest Number Previously Paid For" (Total or Independent) is the highest number found in the appropriate box in column 1. 

This collection of information is required by 37 CFR 1.16. The information is required to obtain or retain a benefit by the public which is to file (and by the USPTO to 
process) an application. Confidentiality is governed by 35 U.S.C. 122 and 37 CFR 1.14. This collection is estimated to take 12 minutes to complete, including gathering, 
preparing, and submitting the completed application form to the USPTO. Time will vary depending upon the individual case. Any comments on the amount of time you 
require to complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S. Patent and Trademark Office, U.S. 
Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND FEES OR COMPLETED FORMS TO THIS 

ADDRESS. SEND TO: Commissioner for Patents, P.O. Box 1450, Alexandria, VA 22313-1450. 
If you need assistance in completing the form, call 1-800-PTO-9199 and select option 2. 
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Cite 
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US-7,596,570 09-29-2009 Emigh et al. 
US-7,472,105 12-30-2008 Staddon et al. 
US-7,444,421 10-28-2008 Katayama 
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US-7,412,462 08-12-2008 Margolus et al. 
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FOREIGN PATENT DOCUMENTS 

Examiner 
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Cite 
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Foreign Patent Document Publication 
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T CountryCode3 -Number'-KindCodes(6 known) 

WO-02/062032 08-08-2002 
The Charles Stark Draper 
Laboratory, Inc. 

WO-10/057181 05-20-2010 Unisys Corp. 

Examiner Date 
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considered. Include copy of this form with next communication to applicant. * CITE NO.: Those application(s) which are marked with an single asterisk (*) next 
to the Cite No. are not supplied (under 37 CFR 1.98(a)(2)(iii)) because that application was filed after June 30, 2003 or is available in the IFW. ' Applicant's 
unique citation designation number (optional). 2 See Kinds Codes of USPTO Patent Documents at www.uspto.gov or MPEP 901.04. ' Enter Office that issued 

the document, by the two-letter code (WIPO Standard ST.3). ° For Japanese patent documents, the indication of the year of the reign of the Emperor must 
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Total Files Size (in bytes) 20803059 

This Acknowledgement Receipt evidences receipt on the noted date by the USPTO of the indicated documents, 
characterized by the applicant, and including page counts, where applicable. It serves as evidence of receipt similar to a 
Post Card, as described in MPEP 503. 

New Applications Under 35 U.S.C. 111  
If a new application is being filed and the application includes the necessary components for a filing date (see 37 CFR 
1.53(b)-(d) and MPEP 506), a Filing Receipt (37 CFR 1.54) will be issued in due course and the date shown on this 
Acknowledgement Receipt will establish the filing date of the application. 

National Stage of an International Application under 35 U.S.C. 371  
If a timely submission to enter the national stage of an international application is compliant with the conditions of 35 
U.S.C. 371 and other applicable requirements a Form PCT/DO/EO/903 indicating acceptance of the application as a 
national stage submission under 35 U.S.C. 371 will be issued in addition to the Filing Receipt, in due course. 

New International Application Filed with the USPTO as a Receiving Office  
If a new international application is being filed and the international application includes the necessary components for 
an international filing date (see PCT Article 11 and MPEP 1810), a Notification of the International Application Number 
and of the International Filing Date (Form PCT/RO/105) will be issued in due course, subject to prescriptions concerning 
national security, and the date shown on this Acknowledgement Receipt will establish the international filing date of 
the application. 
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Attorney Docket Number: 104093-0002-104 

Filed as Large Entity 
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Application No. 13/371,361 
Reply dated June 29, 2012 
Reply to Office Action of June 11, 2012 

REMARKS 

Docket No.: 104093-0002-104 

Summary of the Office Action 

Claims 1-27 are pending in this application. 

Claims 1-27 were rejected under 35 U.S.C. § 102(e) as allegedly being anticipated by 

Orsini et al. U.S. Patent. No. 7,391,865 ("Orsini"). 

Applicants' Reply to the Rejection under 35 U.S.C. § 102(e)  

The Examiner has rejected claims 1-27 as allegedly being anticipated by Orsini. 

Applicants respectfully traverse the rejection. 

Applicants respectfully submit that applicants' claimed approach patentably improves 

upon Orsini by including, in a plurality of shares, data indicative of integrity information created 

from a data set, as recited in Applicants' claim 1. In the Office Action, the Examiner equates the 

digital signature as discussed in Orsini with the claimed integrity information (see Office Action 

pg. 3). The portions of Orsini cited by the Examiner discuss a digital signature which may be 

included with a message or contract in order to authenticate the participating parties and "ensure 

that the contract signed by the user is identical to the contract supplied by the vendor" 

(specification, col. 28 lines 46-47). So, while these portions discuss digitally signing a message 

or contract, they do not disclose that the digital signature or data indicative of the digital 

signature is included in shares of data which were created by separating an encrypted data set 

into the shares based on data splitting information. 

For at least the forgoing reasons, Applicants respectfully submit that Applicants' claim 1 

patentably improves upon Orsini. Therefore, claim 1 is allowable over Orsini. Independent 

claims 10 and 19 include similar limitations as claim 1 and are therefore allowable for at least the 

reasons presented in relation to claim 1. Claims 2-9, 11-18, and 20-27 each depend, directly or 

indirectly, from one of independent claims 1, 10, or 19 and add further limitations thereto. 

Therefore, claims 2-9, 11-18, and 20-27 are also allowable for at least the same reasons. 

Accordingly, Applicants respectfully request reconsideration and withdrawal of the rejections 

under 35 U.S.C. § 102(e) for claims 1-27. 
8 

31053663 1 

EX1009, Page 561



Application No. 13/371,361 
Reply dated June 29, 2012 
Reply to Office Action of June 11, 2012 

Docket No.: 104093-0002-104 

Conclusion 

For at least the reasons set forth above, Applicants submit that claims 1-27 are allowable 

and that this application is in condition for allowance. Reconsideration and prompt allowance of 

this application are respectfully requested. 

Applicant believes no fee is due with this response. However, if a fee is due, please 

charge our Deposit Account No. 06-1075, under Order No. 104093-0002-104 from which the 

undersigned is authorized to draw. 

Dated: June 29, 2012 Respectfully submitted, 

By /Matthew S. Bertenthal/ 
Matthew Samuel Bertenthal 

Registration No.: 61,129 
ROPES & GRAY LLP 
1900 University Avenue 
6th Floor 
Palo Alto, California 94303-2284 
(650) 617-4000 
(617) 235-9492 (Fax) 
Attorneys/Agents For Applicant 
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I 

FILING OR 371(C) DATE I FIRST NAMED APPLICANT I ATTY. DOCKET NO./TITLE 

13/371,361 02/10/2012 

1473 
ROPES & GRAY LLP 
PATENT DOCKETING 39/361 
1211 AVENUE OF THE AMERICAS 
NEW YORK, NY 10036-8704 

Title:SECURE DATA PARSER METHOD AND SYSTEM 

Publication No.US-20 1 2-0 1 73883-A1 
Publication Date:07/05/2012 

Rick L. Orsini 104093-0002-104 
CONFIRMATION NO. 7108 

PUBLICATION NOTICE 

IIII IIII IIII IIIII II••I IIIII IIIII IIIII II II IIIII IIIII IIIII III•I IIIII IIIII IIIII IIII IIII 
0000000055205340 

NOTICE OF PUBLICATION OF APPLICATION 

The above-identified application will be electronically published as a patent application publication pursuant to 37 
CFR 1.211, et seq. The patent application publication number and publication date are set forth above. 

The publication may be accessed through the USPTO's publically available Searchable Databases via the 
Internet at www.uspto.gov. The direct link to access the publication is currently http://www.uspto.gov/patft/. 

The publication process established by the Office does not provide for mailing a copy of the publication to 
applicant. A copy of the publication may be obtained from the Office upon payment of the appropriate fee set forth 
in 37 CFR 1.19(a)(1). Orders for copies of patent application publications are handled by the USPTO's Office of 
Public Records. The Office of Public Records can be reached by telephone at (703) 308-9726 or (800) 972-6382, 
by facsimile at (703) 305-8759, by mail addressed to the United States Patent and Trademark Office, Office of 
Public Records, Alexandria, VA 22313-1450 or via the Internet. 

In addition, information on the status of the application, including the mailing date of Office actions and the 
dates of receipt of correspondence filed in the Office, may also be accessed via the Internet through the Patent 
Electronic Business Center at www.uspto.gov using the public side of the Patent Application Information and 
Retrieval ( PAIR) system. The direct link to access this status information is currently http://pair.uspto.gov/. Prior to 
publication, such status information is confidential and may only be obtained by applicant using the private side of 
PAIR. 

Further assistance in electronically accessing the publication, or about PAIR, is available by calling the Patent 
Electronic Business Center at 1-866-217-9197. 

Office of Data Managment, Application Assistance Unit (571) 272-4000, or (571) 272-4200, or 1-888-786-0101 
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UNITED STA 1'ES PA PENT AND TRADEMARK OFFICE 
UNITED STATES DEPARTMENT OF COMMERCE 
United States Patent and Trademark Office 
Address: COMMISSIONER FOR PATENTS 

P.O. Box 1450 
Alexandria, Virginia 22313-1450 
www.uspto.go 

NOTICE OF ALLOWANCE AND FEE(S) DUE 

1473 7590 

ROPES & GRAY LLP 
PATENT DOCKETING 39/361 
1211 AVENUE OF THE AMERICAS 
NEW YORK, NY 10036-8704 

07/31/2012 
EXAMINER 

SMITHERS, MATTHEW 

ART UNIT PAPER NUMBER 

2437 

DATE MAILED: 07/31/2012 

APPLICATION NO. FILING DATE FIRST NAMED INVENTOR ATTORNEY DOCKET NO. CONFIRMATION NO. 

13/371,361 02/10/2012 Rick L. Orsini 

TITLE OF INVENTION: SECURE DATA PARSER METHOD AND SYSTEM 

104093-0002-104 7108 

APPLN. TYPE I SMALL ENTITY I ISSUE FEE DUE I PUBLICATION FEE DUE I PREV. PAID ISSUE FEE I TOTAL FEE(S) DUE I DATE DUE 

nonprovisional NO $1740 $0 $0 $1740 10/31/2012 

THE APPLICATION IDENTIFIED ABOVE HAS BEEN EXAMINED AND IS ALLOWED FOR ISSUANCE AS A PATENT. 
PROSECUTION ON THE MERITS IS CLOSED. THIS NOTICE OF ALLOWANCE IS NOT A GRANT OF PATENT RIGHTS. 
THIS APPLICATION IS SUBJECT TO WITHDRAWAL FROM ISSUE AT THE INITIATIVE OF THE OFFICE OR UPON 
PETITION BY THE APPLICANT. SEE 37 CFR 1.313 AND MPEP 1308. 

THE ISSUE FEE AND PUBLICATION FEE (IF REQUIRED) MUST BE PAID WITHIN THREE MONTHS FROM THE 
MAILING DATE OF THIS NOTICE OR THIS APPLICATION SHALL BE REGARDED AS ABANDONED. THIS 
,STATUTORY PERIOD CANNOT BE EXTENDED. SEE 35 U.S.C. 151. THE ISSUE FEE DUE INDICATED ABOVE DOES 
NOT REFLECT A CREDIT FOR ANY PREVIOUSLY PAID ISSUE FEE IN THIS APPLICATION. IF AN ISSUE FEE HAS 
PREVIOUSLY BEEN PAID IN THIS APPLICATION (AS SHOWN ABOVE), THE RETURN OF PART B OF THIS FORM 
WILL BE CONSIDERED A REQUEST TO REAPPLY THE PREVIOUSLY PAID ISSUE FEE TOWARD THE ISSUE FEE NOW 
DUE. 

HOW TO REPLY TO THIS NOTICE: 

I. Review the SMALL ENTITY status shown above. 

If the SMALL ENTITY is shown as YES, verify your current 
SMALL ENTITY status: 

A. If the status is the same, pay the TOTAL FEE(S) DUE shown 
above. 

B. If the status above is to be removed, check box  5b on Part B -
Fee(s) Transmittal and pay the PUBLICATION FEE (if required) 
and twice the amount of the ISSUE FEE shown above, or 

If the SMALL ENTITY is shown as NO: 

A. Pay TOTAL FEE(S) DUE shown above, or 

B. If applicant claimed SMALL ENTITY status before, or is now 
claiming SMALL ENTITY status, check box 5a on Part B - Fee(s) 
Transmittal and pay the PUBLICATION FEE (if required) and 1/2 
the ISSUE FEE shown above. 

IL PART B - FEE(S) TRANSMITTAL, or its equivalent, must be completed and returned to the United States Patent and Trademark Office 
(USPTO) with your ISSUE FEE and PUBLICATION FEE (if required). If you are charging the fee(s) to your deposit account, section "4b" 
of Part B - Fee(s) Transmittal should be completed and an extra copy of the form should be submitted. If an equivalent of Part B is filed, a 
request to reapply a previously paid issue fee must be clearly made, and delays in processing may occur due to the difficulty in recognizing 
the paper as an equivalent of Part B. 

III. All communications regarding this application must give the application number. Please direct all communications prior to issuance to 
Mail Stop ISSUE FEE unless advised to the contrary. 

IMPORTANT REMINDER: Utility patents issuing on applications filed on or after Dec. 12, 1980 may require payment of 
maintenance fees. It is patentee's responsibility to ensure timely payment of maintenance fees when due. 
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PART B - FEE(S) TRANSMITTAL 

Complete and send this form, together with applicable fee(s), to: Mail Mail Stop ISSUE FEE 
Commissioner for Patents 
P.O. Box 1450 
Alexandria, Virginia 22313-1450 

or Fax (571)-273-2885 

INSTRUCTIONS: This form should be used for transmitting the ISSUE FEE and PUBLICATION FEE (if required). Blocks 1 through 5 should be completed where 
appropriate. All further correspondence including the Patent, advance orders and notification of maintenance fees will be mailed to the current correspondence address as 
indicated unless corrected below or directed otherwise in Block 1, by (a) specifying a new correspondence address; and/or (b) indicating a separate "FEE ADDRESS" for 
maintenance fee notifications. 

CURRENT CORRESPONDENCE ADDRESS (Note: Use Block 1 for any change of address) 

1473 7590 

ROPES & GRAY LLP 
PATENT DOCKETING 39/361 
1211 AVENUE OF THE AMERICAS 
NEW YORK, NY 10036-8704 

07/31/2012 

Note: A certificate of mailing can only be used for domestic mailings of the 
Fee(s) Transmittal. This certificate cannot be used for any other accompanying 
papers. Each additional paper, such as an assignment or formal drawing, must 
have its own certificate of mailing or transmission. 

Certificate of Mailing or Transmission 
I hereby certify that this Fee(s) Transmittal is being deposited with the United 
States Postal Service with sufficient postage for first class mail in an envelope 
addressed to the Mail Stop ISSUE FEE address above, or being facsimile 
transmitted to the USPTO (571) 273-2885, on the date indicated below. 

(Depositor's name) 

(Signature) 

(Date) 

APPLICATION NO. FILING DATE FIRST NAMED INVENTOR ATTORNEY DOCKET NO. CONFIRMATION NO. 

13/371,361 02/10/2012 Rick L. Orsini 

TITLE OF INVENTION: SECURE DATA PARSER METHOD AND SYSTEM 

104093-0002-104 7108 

APPLN. TYPE SMALL ENTITY I ISSUE FEE DUE PUBLICATION FEE DUE I PREV. PAID ISSUE FEE TOTAL FEE(S) DUE DATE DUE 

nonprovisional NO $1740 $0 

EXAMINER ART UNIT CLASS-SUBCLASS 

SMITHERS, MATTHEW 2437 713-189000 

$0 $1740 10/31/2012 

1. Change of correspondence address or indication of "Fee Address" (37 
CFR 1.363). 

❑ Change of correspondence address (or Change of Correspondence 
Address form PTO/SB/122) attached. 

❑ "Fee Address" indication (or "Fee Address" Indication form 
PTO/SB/47; Rev 03-02 or more recent) attached. Use of a Customer 
Number is required. 

2. For printing on the patent front page, list 

(1) the names of up to 3 registered patent attorneys 
or agents OR, alternatively, 

(2) the name of a single firm (having as a member a 
registered attorney or agent) and the names of up to 
2 registered patent attorneys or agents. If no name is 
listed, no name will be printed. 

1  

2  

3  

3. ASSIGNEE NAME AND RESIDENCE DATA TO BE PRINTED ON THE PATENT (print or type) 

PLEASE NOTE: Unless an assignee is identified below, no assignee data will appear on the patent. If an assignee is identified below, the document has been filed for 
recordation as set forth in 37 CFR 3.11. Completion of this form is NOT a substitute for filing an assignment. 

(A) NAME OF ASSIGNEE (B) RESIDENCE: (CITY and STATE OR COUNTRY) 

Please check the appropriate assignee category or categories (will not be printed on the patent) : ❑ Individual ❑ Corporation or other private group entity ❑ Government 

4a. The following fee(s) are submitted: 

❑ Issue Fee 

❑ Publication Fee (No small entity discount permitted) 

❑ Advance Order - # of Copies  

4b. Payment of Fee(s): (Please first reapply any previously paid issue fee shown above) 

❑ A check is enclosed. 

❑ Payment by credit card. Form PTO-2038 is attached. 

❑ The Director is hereby authorized to charge the required fee(s), any deficiency, or credit any 
overpayment, to Deposit Account Number (enclose an extra copy of this form). 

5. Change in Entity Status (from status indicated above) 

❑ a. Applicant claims SMALL ENTITY status. See 37 CFR 1.27. ❑ b. Applicant is no longer claiming SMALL ENTITY status. See 37 CFR 1.27(g)(2). 

NOTE: The Issue Fee and Publication Fee (if required) will not be accepted from anyone other than the applicant; a registered attorney or agent; or the assignee or other party in 
interest as shown by the records of the United States Patent and Trademark Office. 

Authorized Signature  Date  

Typed or printed name  Registration No.  

This collection of information is required by 37 CFR 1.311. The information is required to obtain or retain a benefit by the public which is to file (and by the USPTO to process) 
an application. Confidentiality is governed by 35 U.S.C. 122 and 37 CFR 1.14. This collection is estimated to take 12 minutes to complete, including gathering, preparing, and 
submitting the completed application form to the USPTO. Time will vary depending upon the individual case. Any comments on the amount of time you require to complete 
this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S. Patent and Trademark Office, U.S. Department of Commerce, P.O. 
Box 1450, Alexandria, Virginia 22313-1450. DO NOT SEND FEES OR COMPLETED FORMS TO THIS ADDRESS. SEND TO: Commissioner for Patents, P.O. Box 1450, 
Alexandria, Virginia 22313-1450. 

Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it displays a valid OMB control number. 

PTOL-85 (Rev. 02/11) Approved for use through 08/31/2013. OMB 0651-0033 U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
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UNITED STA 1'ES PA 1'hNT AND TRADEMARK OFFICE 
UNITED STATES DEPARTMENT OF COMMERCE 
United States Patent and Trademark Office 
Address: COMMISSIONER FOR PATENTS 

P.O. Box 1450 
Alexandria, Virginia 22313-1450 
www.uspto.go 

APPLICATION NO. FILING DATE FIRST NAMED INVEN'T'OR ATTORNEY DOCKET NO. CONFIRMATION NO. 

13/371,361 02/10/2012 

1473 7590 07/31/2012 

ROPES & GRAY LLP 
PATENT DOCKETING 39/361 
1211 AVENUE OF THE AMERICAS 
NEW YORK, NY 10036-8704 

Rick L. Orsini 104093-0002-104 7108 

EXAMINER 

SMITHERS, MATTHEW 

ART UNIT PAPER NUMBER 

2437 

DATE MAILED: 07/31/2012 

Determination of Patent Term Adjustment under 35 U.S.C. 154 (b) 
(application filed on or after May 29, 2000) 

The Patent Term Adjustment to date is 0 day(s). If the issue fee is paid on the date that is three months after the 
mailing date of this notice and the patent issues on the Tuesday before the date that is 28 weeks (six and a half 
months) after the mailing date of this notice, the Patent Term Adjustment will be 0 day(s). 

If a Continued Prosecution Application (CPA) was filed in the above-identified application, the filing date that 
determines Patent Term Adjustment is the filing date of the most recent CPA. 

Applicant will be able to obtain more detailed information by accessing the Patent Application Information Retrieval 
(PAIR) WEB site (http://pair.uspto.gov). 

Any questions regarding the Patent Term Extension or Adjustment determination should be directed to the Office of 
Patent Legal Administration at (571)-272-7702. Questions relating to issue and publication fee payments should be 
directed to the Customer Service Center of the Office of Patent Publication at 1-(888)-786-0101 or (571)-272-4200. 

Page 3 of 3 

PTOL-85 (Rev. 02/11) 
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Privacy Act Statement 

The Privacy Act of 1974 (P.L. 93-579) requires that you be given certain information in connection with 
your submission of the attached form related to a patent application or patent. Accordingly, pursuant to 
the requirements of the Act, please be advised that: ( 1) the general authority for the collection of this 
information is 35 U.S.C. 2(b)(2); (2) furnishing of the information solicited is voluntary; and (3) the 
principal purpose for which the information is used by the U.S. Patent and Trademark Office is to process 
and/or examine your submission related to a patent application or patent. If you do not furnish the 
requested information, the U.S. Patent and Trademark Office may not be able to process and/or examine 
your submission, which may result in termination of proceedings or abandonment of the application or 
expiration of the patent. 

The information provided by you in this form will be subject to the following routine uses: 

1. The information on this form will be treated confidentially to the extent allowed under the Freedom 
of Information Act (5 U.S.C. 552) and the Privacy Act (5 U.S.0 552a). Records from this system of 
records may be disclosed to the Department of Justice to determine whether disclosure of these 
records is required by the Freedom of Information Act. 

2. A record from this system of records may be disclosed, as a routine use, in the course of presenting 
evidence to a court, magistrate, or administrative tribunal, including disclosures to opposing counsel 
in the course of settlement negotiations. 

3. A record in this system of records may be disclosed, as a routine use, to a Member of Congress 
submitting a request involving an individual, to whom the record pertains, when the individual has 
requested assistance from the Member with respect to the subject matter of the record. 

4. A record in this system of records may be disclosed, as a routine use, to a contractor of the Agency 
having need for the information in order to perform a contract. Recipients of information shall be 
required to comply with the requirements of the Privacy Act of 1974, as amended, pursuant to 5 
U.S.C. 552a(m). 

5. A record related to an International Application filed under the Patent Cooperation Treaty in this 
system of records may be disclosed, as a routine use, to the International Bureau of the World 
Intellectual Property Organization, pursuant to the Patent Cooperation Treaty. 

6. A record in this system of records may be disclosed, as a routine use, to another federal agency for 
purposes of National Security review (35 U.S.C. 181) and for review pursuant to the Atomic Energy 
Act (42 U.S.C. 218(c)). 

7. A record from this system of records may be disclosed, as a routine use, to the Administrator, 
General Services, or his/her designee, during an inspection of records conducted by GSA as part of 
that agency's responsibility to recommend improvements in records management practices and 
programs, under authority of 44 U.S.C. 2904 and 2906. Such disclosure shall be made in accordance 
with the GSA regulations governing inspection of records for this purpose, and any other relevant 
(i.e., GSA or Commerce) directive. Such disclosure shall not be used to make determinations about 
individuals. 

8. A record from this system of records may be disclosed, as a routine use, to the public after either 
publication of the application pursuant to 35 U.S.C. 122(b) or issuance of a patent pursuant to 35 
U.S.C. 151. Further, a record may be disclosed, subject to the limitations of 37 CFR 1.14, as a 
routine use, to the public if the record was filed in an application which became abandoned or in 
which the proceedings were terminated and which application is referenced by either a published 
application, an application open to public inspection or an issued patent. 

9. A record from this system of records may be disclosed, as a routine use, to a Federal, State, or local 
law enforcement agency, if the USPTO becomes aware of a violation or potential violation of law or 
regulation. 
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Notice of Allowability 

Application No. 

13/371,361 
Examiner 

Applicant(s) 

ORSINI ET AL. 

MATTHEW SMITHERS 

Art Unit 

2437 

-- The MAILING DATE of this communication appears on the cover sheet with the correspondence address--
All claims being allowable, PROSECUTION ON THE MERITS IS (OR REMAINS) CLOSED in this application. If not included 
herewith (or previously mailed), a Notice of Allowance (PTOL-85) or other appropriate communication will be mailed in due course. THIS 
NOTICE OF ALLOWABILITY IS NOT A GRANT OF PATENT RIGHTS. This application is subject to withdrawal from issue at the initiative 
of the Office or upon petition by the applicant. See 37 CFR 1.313 and MPEP 1308. 

1. ® This communication is responsive to an amendment filed on June 29, 2012. 

2. ❑ An election was made by the applicant in response to a restriction requirement set forth during the interview on  
the restriction requirement and election have been incorporated into this action. 

3. ® The allowed claim(s) is/are 1-27. 

4. ❑ Acknowledgment is made of a claim for foreign priority under 35 U.S.C. § 119(a)-(d) or (f). 

a) ❑ All b) ❑ Some* c) ❑ None of the: 

1. ❑ Certified copies of the priority documents have been received. 

2. ❑ Certified copies of the priority documents have been received in Application No. 

3. ❑ Copies of the certified copies of the priority documents have been received in this national stage application from the 

International Bureau (PCT Rule 17.2(a)). 

Certified copies not received: 

Applicant has THREE MONTHS FROM THE "MAILING DATE" of this communication to file a reply complying with the requirements 
noted below. Failure to timely comply will result in ABANDONMENT of this application. 
THIS THREE-MONTH PERIOD IS NOT EXTENDABLE. 

5. ❑ A SUBSTITUTE OATH OR DECLARATION must be submitted. Note the attached EXAMINER'S AMENDMENT or NOTICE OF 
INFORMAL PATENT APPLICATION (PTO-152) which gives reason(s) why the oath or declaration is deficient. 

6. ❑ CORRECTED DRAWINGS ( as "replacement sheets") must be submitted. 

(a) ❑ including changes required by the Notice of Draftsperson's Patent Drawing Review ( PTO-948) attached 

1) ❑ hereto or 2) ❑ to Paper No./Mail Date 

(b) ❑ including changes required by the attached Examiner's Amendment / Comment or in the Office action of 

Paper No./Mail Date 

Identifying indicia such as the application number (see 37 CFR 1.84(c)) should be written on the drawings in the front (not the back) of 
each sheet. Replacement sheet(s) should be labeled as such in the header according to 37 CFR 1.121(d). 

7. ❑ DEPOSIT OF and/or INFORMATION about the deposit of BIOLOGICAL MATERIAL must be submitted. Note the 
attached Examiner's comment regarding REQUIREMENT FOR THE DEPOSIT OF BIOLOGICAL MATERIAL. 

Attachment(s) 
1. ❑ Notice of References Cited ( PTO-892) 

2. ❑ Notice of Draftperson's Patent Drawing Review (PTO-948) 

3.2 Information Disclosure Statements (PTO/SB/08), 
Paper No./Mail Date 6/29/12  

4. ❑ Examiner's Comment Regarding Requirement for Deposit 
of Biological Material 

5. ❑ Notice of Informal Patent Application 

6. ❑ Interview Summary (PTO-413), 
Paper No./Mail Date 

7. ❑ Examiner's Amendment/Comment 

8. ® Examiner's Statement of Reasons for Allowance 

9. ❑ Other 

U.S. Patent and Trademark Office 

PTOL-37 ( Rev. 03-11) Notice of Allowability Part of Paper No./Mail Date 20120725 
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Application/Control Number: 13/371,361 Page 2 

Art Unit: 2437 

DETAILED ACTION 

Information Disclosure Statement 

The information disclosure statement filed June 29, 2012 has been placed in the 

application file and the information referred to therein has been considered as to the 

merits. 

Allowable Subject Matter 

Claims 1-27 are allowed. 

The following is an examiner's statement of reasons for allowance: The present 

invention is directed to a method and system for preventing unauthorized access or use 

of sensitive data. Each independent claim identifies the uniquely distinct features of 

"creating integrity information using the data set; encrypting the data set based on an  

encryption key to produce an encrypted data set; generating data splitting information,  

wherein the data splitting information is usable to determine into which of a plurality of 

shares-of-data a unit of data of- the encrypted data set will be placed; separating the  

encrypted data set into the plurality of shares based on the data splitting information;  

including in the plurality of shares data indicative of (a) the encryption key and (b) the  

integrity information; and causing the plurality of shares to be stored in respective  

separate storage locations; wherein the data set is restorable by accessing less than all,  

but at least a threshold number of, the plurality of shares". The closest prior art, Orsini et 
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Application/Control Number: 13/371,361 Page 3 

Art Unit: 2437 

al ( US 7,391,865), discloses a conventional system for securing sensitive data that fails 

to anticipate or render the above underlined limitations obvious. 

Any comments considered necessary by applicant must be submitted no later 

than the payment of the issue fee and, to avoid processing delays, should preferably 

accompany the issue fee. Such submissions should be clearly labeled "Comments on 

Statement of Reasons for Allowance." 

Conclusion 

Any inquiry concerning this communication or earlier communications from the 

examiner should be directed to MATTHEW SMITHERS whose telephone number is 

(571)272-3876. The examiner can normally be reached on Monday- Friday (8:00-4:30) 

EST. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 

supervisor, Eleni A. Shiferaw can be reached on (571) 272-3867. The fax phone 

number for the organization where this application or proceeding is assigned is 571- 

273-8300. 

EX1009, Page 575



Application/Control Number: 13/371,361 Page 4 

Art Unit: 2437 

Information regarding the status of an application may be obtained from the 

Patent Application Information Retrieval (PAIR) system. Status information for 

published applications may be obtained from either Private PAIR or Public PAIR. 

Status information for unpublished applications is available through Private PAIR only. 

For more information about the PAIR system, see http://pair-direct.uspto.gov. Should 

you have questions on access to the Private PAIR system, contact the Electronic 

Business Center (EBC) at 866-217-9197 (toll-free). If you would like assistance from a 

USPTO Customer Service Representative or access to the automated information 

system, call 800-786-9199 (IN USA OR CANADA) or 571-272-1000. 

/Matthew B Smithers/ 
Primary Examiner, Art Unit 2437 
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Issue Classification 
Application/Control No. 

13371361 

Applicant(s)/Patent Under Reexamination 

ORSINI ET AL. 

Examiner 

MATTHEW SMITHERS 

Art Unit 

2437 

ORIGINAL INTERNATIONAL CLASSIFICATION 

CLASS SUBCLASS CLAIMED NON-CLAIMED 

713 189 H 0 4 L 9/ 00 (2006.01.01 ) 

CROSS REFERENCE(S) 

CLASS SUBCLASS (ONE SUBCLASS PER BLOCK) 

380 268 286 

►4 Claims renumbered in the same order as presented by applicant ■ CPA ■ T.D. ■ R.1.47 

Final Original Final Original Final Original Final Original Final Original Final Original Final Original Final Original 

1 17 

2 18 

3 19 

4 20 

5 21 

6 22 

7 23 

8 24 

9 25 

10 26 

11 27 

12 

13 

14 

15 

16 

NONE 

(Assistant Examiner) (Date) 

Total Claims Allowed: 

27 

/MATTHEW SMITHERS/ 
Primary Examiner.Art Unit 2437 

(Primary Examiner) 

07/25/2012 

(Date) 

O.G. Print Claim(s) 

1 

O.G. Print Figure 

21 

U.S. Patent and Trademark Office Part of Paper No. 20120725 
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EAST Search History 

EAST Search History 

EAST Search History ( Prior Art) 

Ref 
# --- 

Hits 

-------------- 

Search Query 

................................... -

FDB—s Default 
Operator 

Plurals Time 
Stamp 

L1 63 "7,693,992".pn. " 7,596,570".pn. US-PGPUB; OR NO 2012/07/25 
"7,472,105".pn. " 7,444,421".pn. USPAT; 12:39 
"7,428,751 ". pn. " 7,412,462".pn. FPRS; 
"7,304,990".pn. " 7,302,583".pn. EPO; JPO; 
"7,143,289".pn. " 6,269,432".pn. DERWENT; 
"6,118,874".pn. " 5,937,066".pn. IBM_TDB 
"5,450,099".pn. "20120072723" 
"6,819,766".pn. " 7,174,385".pn. 
"8,151,333".pn. " 7,277,958".pn. 
"6,192,472".pn. "20030084020" 
"20020129245" " 6,363,481 ".pn. 
"7,349,987".pn. " 7,546,427".pn. 
"7,552,482".pn. 7,669,051 ".pn. 
"7,721,344".pn. "20110145573" 

L2 7 1 and (( creat$3 deriv$3 build$3 compute US-PGPUB; OR ON 2012/07/25 
computing) with (( integrity " message 
authentication code" "MAC' hash$3) near5 

USPAT; 
FPRS; 

13:07 

(information data value))) EPO; JPO; 
DERWENT; 
IBM TDB   

L3 3725 713/189.ccls. US-PGPUB; OR ON } 2012/07/25 
USPAT; 13:09 
FPRS; 
EPO; JPO; 
DERWENT; 
IBM TDB  

L4 1818 713/186.ccls. US-PGPUB; OR ON 2012/07/25 
USPAT; 13:09 
FPRS; 
EPO; JPO; 
DERWENT; 

  IBM TDB   IBM TDB   

L5 2045 713/156.ccls. US-PGPUB; OR ON 2012/07/25 
USPAT; 13:09 
FPRS; 
EPO; JPO; 
DERWENT; 
IBM TDB  

L6 5144 713/176.ccls. US-PGPUB; OR ON 2012/07/25 
USPAT; 13:09 
FPRS; 
EPO; JPO; 
DERWENT; 
IBM TDB   

L7 489 380/286.ccls. US-PGPUB; OR ON 2012/07/25 
USPAT; 13:10 
FPRS; 
EPO; JPO; 
DERWENT; 
IBM—TDB  

file:///CI[Users/msmithers/Documents/e-Red%2OFolder/13371361/EASTSearchHistory.13371361_AccessibleVersion.htm[7/25/2012 1:20:37 PM] 
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EAST Search History 

L8 448 380/268.ccls. US-PGPUB; 
USPAT; 
FPRS; 
EPO; JPO; 
DERWENT; 
IBM TDB  

OR ON 2012/07/25 
13:10 

L9 1941 380/270.ccls. US-PGPUB; OR ON 2012/07/25 
USPAT; 13:10 
FPRS; 
EPO; JPO; 
DERWENT; 
IBM TDB   

L10 712 380/247.ccls. US-PGPUB; OR ON 2012/07/25 
USPAT; 13:10 
FPRS; 
EPO; JPO; 
DERWENT; 
IBM TDB  

L11 310 380/33.ccls. US-PGPUB; OR ON 2012/07/25 
USPAT; 13:10 
FPRS; 
EPO; JPO; 
DERWENT; 
IBM TDB   

L12 52 (((data information) near5 ( splitS4 US-PGPUB; OR ON 2012/07/25 
separat$3 divid$3)) same (( encryptS3 
encipherS3 scrambl$3 encod$3) near5 

USPAT; 
FPRS; 

13:12 

(share portion segment))) and ((creat$3 
deriv$3 build$3 compute computing) with 

EPO; JPO; 
DERWENT; 

((integrity " message authentication code" I BM—TDB 
"MAC' hash$3) near5 ( information data 
value)))  

L13 11 (3 4 5 6 7 8 9 10 11) and 12 US-PGPUB; OR ON 2012/07/25 
USPAT; 13:13 
FPRS; 
EPO; JPO; 
DERWENT; 
IBM TDB 

EAST Search History ( Interference) 

Ref 

L14 

Hits Search Query D Bs 

L 

Default 
Operator 

Plurals Time 
Stamp 

0 (((data information) near5 (splitS4 separat$3 
divid$3)) same (( encryptS3 encipherS3 
scrambl$3 encod$3) near5 (share portion 
segment))) and ((creat$3 deriv$3 build$3 
compute computing) with (( integrity " message 
authentication code" "MAC' hash$3) near5 
(information data value))).clm. 

USPAT; 
UPAD 

OR ON 2012/07/25 
13:19 

7/ 25/ 2012 1:20:35 PM 
C:\ Users\ msmithers\ Documents\ EAST\ Workspaces\ Default EAST Workspace 
1600x1200.wsp 

file:///CI[Users/msmithers/Documents/e-Red%2OFolder/13371361/EASTSearchHistory.13371361_AccessibleVersion.htm[7/25/2012 1:20:37 PM] 
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PART B -FEE(S) TRANSMITTAL 

Complete and send this form, together with applicable fee(s), to: Mail Mail Stop ISSUE FEE 
Commissioner for Patents 
P.O. Box 1450 

Alexandria, Virginia 22313-1450 

or Fax (571) 273-2885 
INSTRUCTIONS: This form should be used for transmitting the ISSUE FEE and PUBLICATION FEE (if required). Blocks 1 through 5 should be completed where 
appropriate. All further correspondence including the Patent, advance orders and notification of maintenance fees will be mailed to the current correspondence address 
as indicated unless corrected below or directed otherwise in Block 1, by (a) specifying a new correspondence address; and/or (b) indicating a separate "FEE ADDRESS" 
for maintenance fee notifications. 
CURRENT CORRESPONDENCE ADDRESS (Note: Use Block 1 for any change of address) 

01473 
ROPES & GRAY LLP 
1211 Avenue of the Americas 
New York, New York 10036-8704 

Note: A certificate of mailing can only be used for domestic mailings of the 
Fee(s) Transmittal. This certificate cannot be used for any other accompanying 
papers. Each additional paper, such as an assignment or formal drawing, must 
have its own certificate of mailing or transmission. 

Certificate of Mailing or Transmission 
I hereby certify that this Fee(s) Transmittal is being deposited with the United 
States Postal Service with sufficient postage for first class mail in an envelope 
addressed to the Mail Stop ISSUE FEE address above, or being facsimile 
transmitted to the USPTO (571) 273-2885, on the date indicated below. 

(Depositor's name) 

(Signature) 

(Date) 

APPLICATION NO. FILING DATE FIRST NAMED INVENTOR ATTORNEY DOCKET NO. CONFIRMATION NO. 

13/371,361 

TITLE OF INVENTION: 

02/10/2012 Rick L. Orsini 

SECURE DATA PARSER METHOD AND SYSTEM 

104093-0002-104 7108 

APPLN.TYPE SMALL ENTITY ISSUE FEE PUBLICATION FEE TOTAL FEE(S) DUE DATE DUE 

Non-Provisional no $1,740.00 0.00 

EXAMINER ART UNIT CLASS-SUBCLASS 

M. Smithers 2437 

$1,740.00 10/31/2012 

1. Change of correspondence address or indication of " Fee 
Address" (37 CFR 1.363). 

Change of correspondence address (or Change of 
Correspondence Address form PTO/SB/122) attached. 

"Fee Address" indication (or "Fee Address" Indication 
form PTO/SB/47; Rev 03-02 or more recent) attached. 
Use of a Customer Number is required.  

2. For printing on the patent front page, list 
(1) the names of up to 3 registered patent 
attorneys or agents OR, alternatively, 
(2) the name of a single firm (having as a member 
a registered attorney or agent) and the names of 
up to 2 registered patent attorneys or agents. If no 
name is listed, no name will be printed. 

1 Ropes & Gray LLP 

2 

3 

3. ASSIGNEE NAME AND RESIDENCE DATA TO BE PRINTED ON THE PATENT (print or type) 

PLEASE NOTE: Unless an assignee is identified below, no assignee data will appear on the patent. If an assignee is identified below, the document has been filed 
for recordation as set forth in 37 CFR 3.11. Completion of this form is NOT a substitute for filing an assignment. 

(A) NAME OF ASSIGNEE 

Security First Corp. 

(B) RESIDENCE: (CITY and STATE OR COUNTRY) 

Rancho Santa Margarita, California 

Please check the appropriate assignee category or categories (will not be printed on the patent) : 1-1 Individual [—] Corporation or other private group entity F7 Government 
4a. The following fee(s) are enclosed: 

X 

4b. Payment of Fee(s): 

Issue Fee A check in the amount of the fee(s) is enclosed. 

Publication Fee (No small entity discount permitted) Payment by credit card. Form PTO-2038 is attached. 

Advance Order -# of Copies El The Director is hereby authorized by charge the required fee(s), or credit any overpayment, to 

Deposit Account Number 06-1075 

5.  Change in Entity Status (from status indicated above) 

a. Applicant claims SMALL ENTITY status. See 37 CFR 1.27. b. Applicant is no longer claiming SMALL ENTITY status. See 37 CFR 1.27(g)(2). 

The Director of the USPTO is requested to apply the Issue Fee and Publication Fee (if any) or to re-apply any previously paid issue fee to the application identified above. 
NOTE: The Issue Fee and Publication Fee (if required) will not be accepted from anyone other than the applicant; a registered attorney or agent; or the assignee or other party in 
interest as shown by the records of the United States Patent and Trademark Office. 

Authorized Signature 

Typed or printed name 

/Matthew S. Bertenthal/ 

Matthew Samuel Bertenthal 

Date August 7, 2012 

Registration No. 61,129 

PTOL-85 (Rev. 08/08) Approved for use through 08/31/2013. OMB 0651-0033 U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 

31473581_1 
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Electronic Acknowledgement Receipt 

EFSID: 13432129 

Application Number: 13371361 

International Application Number: 

Confirmation Number: 7108 

Title of Invention: SECURE DATA PARSER METHOD AND SYSTEM 

First Named Inventor/Applicant Name: Rick L. Orsini 

Customer Number: 1473 

Filer: Matthew Sammuel Bertenthal/Joanne Ryan 

Filer Authorized By: Matthew Sammuel Bertenthal 

Attorney Docket Number: 104093-0002-104 

Receipt Date: 07-AUG-2012 

Filing Date: 10-FEB-2012 

Time Stamp: 13:42:19 

Application Type: Utility under 35 USC 111(a) 

Payment information: 

Submitted with Payment yes 

Payment Type Deposit Account 

Payment was successfully received in RAM $1740 

RAM confirmation Number 13 

Deposit Account 061075 

Authorized User 

The Director of the USPTO is hereby authorized to charge indicated fees and credit any overpayment as follows: 

Charge any Additional Fees required under 37 C.F.R. Section 1.19 (Document supply fees) 

Charge any Additional Fees required under 37 C.F.R. Section 1.20 (Post Issuance fees) 
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File Listing: 

Document 
Number 

Document Description File Name 
File Size(Bytes)/ 
Message Digest 

Multi 
Part /.zip 

Pages 
(if appl.) 

109605 

1 Issue Fee Payment (PTO-85B) 
104093-0002-104—issue—Fee—Tr 

ansmittal.pdf 
no 1 

bbe92e21640fdBd145Bd21635367 WB36 

2163e 

Warnings: 

Information: 

30460 

2 Fee Worksheet (SB06) fee-info.pdf no 2 

532ef904f9d-79dc096515cb8Of3c95b7d3 

f019 

Warnings: 

Information: 

Total Files Size ( in bytes): 140065 

This Acknowledgement Receipt evidences receipt on the noted date by the USPTO of the indicated documents, 
characterized by the applicant, and including page counts, where applicable. It serves as evidence of receipt similar to a 
Post Card, as described in MPEP 503. 

New Applications Under 35 U.S.C. 111 
If a new application is being filed and the application includes the necessary components for a filing date (see 37 CFR 
1.53(b)-(d) and MPEP 506), a Filing Receipt (37 CFR 1.54) will be issued in due course and the date shown on this 
Acknowledgement Receipt will establish the filing date of the application. 

National Stage of an International Application under 35 U.S.C. 371 
If a timely submission to enter the national stage of an international application is compliant with the conditions of 35 
U.S.C. 371 and other applicable requirements a Form PCT/DO/EO/903 indicating acceptance of the application as a 
national stage submission under 35 U.S.C. 371 will be issued in addition to the Filing Receipt, in due course. 

New International Application Filed with the USPTO as a Receiving Office 
If a new international application is being filed and the international application includes the necessary components for 
an international filing date (see PCT Article 11 and MPEP 1810), a Notification of the International Application Number 
and of the International Filing Date (Form PCT/RO/105) will be issued in due course, subject to prescriptions concerning 
national security, and the date shown on this Acknowledgement Receipt will establish the international filing date of 
the application. 
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Electronic Patent Application Fee Transmittal 

Application Number: 13371361 

Filing Date: 10-Feb-2012 

Title of Invention: SECURE DATA PARSER METHOD AND SYSTEM 

First Named Inventor/Applicant Name: Rick L. Orsini 

Filer: Matthew Sammuel Bertenthal/Joanne Ryan 

Attorney Docket Number: 104093-0002-104 

Filed as Large Entity 

Utility under 35 USC 111(a) Filing Fees 

Description Fee Code Quantity Amount 
Sub-Total in 

USD($) 

Basic Filing: 

Pages: 

Claims: 

Miscellaneous-Filing: 

Petition: 

Patent-Appeals-and-Interference: 

Post-Allowance-and-Post-issuance: 

Utility Appl issue fee 1501 1 1740 1740 

Extension-of-Time: 
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Description Fee Code Quantity Amount 
Sub-Total in 

USD($) 

Miscellaneous: 

Total in USD ($) 1740 
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UNITED STA 1'ES PA PENT AND TRADEMARK OFFICE 
UNITED STATES DEPARTMENT OF COMMERCE 
United States Patent and Trademark Office 
Address: COMMISSIONER FOR PATENTS 

P.O. Box 1450 
Alexandria, Virginia 22313-1450 
www.uspto.gov 

APPLICATION NO. ISSUE DATE PATENT NO. ATTORNEY DOCKET NO. CONFIRMATION NO. 

13/371,361 

1473 7590 

ROPES & GRAY LLP 
PA 1'LNT DOCKETING 39/361 
1211 AVENUE OF THE AMERICAS 
NEW YORK, NY 10036-8704 

09/18/2012 

08/29/2012 

8271802 104093-0002-104 7108 

ISSUE NOTIFICATION 

The projected patent number and issue date are specified above. 

Determination of Patent Term Adjustment under 35 U.S.C. 154 (b) 
(application filed on or after May 29, 2000) 

The Patent Term Adjustment is 0 day(s). Any patent to issue from the above-identified application will include 
an indication of the adjustment on the front page. 

If a Continued Prosecution Application (CPA) was filed in the above-identified application, the filing date that 
determines Patent Term Adjustment is the filing date of the most recent CPA. 

Applicant will be able to obtain more detailed information by accessing the Patent Application Information 
Retrieval (PAIR) WEB site (http://pair.uspto.gov). 

Any questions regarding the Patent Term Extension or Adjustment determination should be directed to the 
Office of Patent Legal Administration at (571)-272-7702. Questions relating to issue and publication fee 
payments should be directed to the Application Assistance Unit (AAU) of the Office of Data Management 
(ODM) at (571)-272-4200. 

APPLICANT(s) (Please see PAIR WEB site http://pair.uspto.gov for additional applicants): 

Rick L. Orsini, Flower Mound, TX; 
Mark S. O'Hare, Coto De Caza, CA; 
Roger Davenport, Campbell, TX; 
Steven Winick, Roslyn Heights, NY; 

The United States represents the largest, most dynamic marketplace in the world and is an unparalleled location 
for business investment, innovation, and commercialization of new technologies. The USA offers tremendous 
resources and advantages for those who invest and manufacture goods here. Through SelectUSA, our nation 
works to encourage and facilitate business investment. To learn more about why the USA is the best country in 
the world to develop technology, manufacture products, and grow your business, visit SelectUSA.gov. 

IR103 (Rev. 10/09) 
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PTOit 0M01-tray 
F•pprovetf Fr r use through 1 Wa 2ft11. OMB o651-0m 

FJ,S, r"xatenf a ri TrxsJflmr•rk Off3ce; U.S. DFPARTN ENT OF COMMERCE 

Under the paperr+ark Redu ,t'or i Act of 11,10, no pw=ts are mqulred to respond W a aaaE rt O₹ v forrisaSian unless it displsys a valid t3A4B rrntral numRcar: 

POWER OF ATTORNEY TO PROSECUTE APPLICATIONS BEFORE THE USPTO 

I hereby revoke a€1 previous powers of attorney given €n the application identified in the attached statement under 
37 CFR 3.73(b), 
I hereby +appoint:. 

Practitioners associated Wth the Customer mer Number; 

€3R 

Pro 

15314 

ner(s) named bekyw V mare than tan patent pmetititiners are to be named, them a customer number must be sated): 

Name 114istratio2 
Number  

Name Pegistrafion 
Number 

S 

as sttorne^y(s) tat agents) to represent the undersigned before the United States 1paletlt and i aademark Off--m (USPTO) in Connection with 
any and all patent appiioatiorrs .assigned orfly to the undersigned according to the USPTO assignment records or assIgnment documards 
attached to tttis forrn in act ordance with 37 CFR 3.73(b).  

Please change the correspondens'e address f̂.r the applicafiot2 identified in the attached statement under 37 CFR 3.T3(b) to: 

The address associated with Customer Number. 

OR 
Lj Mrm or 

izadividual Name 
Address 

. City 

country 

18314 

€ ate 
T 

Zip 

Telephone 

Assignee Name and Address: 

Security First Corp, 
29811 Santa Margarita Parkway, Suite 600 
Rancho Santa Margarita, CA 92688 

Email 

A copy of this form , together with a statement under 37 CFR 3.73(b) (Form PT©tSMS or equivalent) is required to be 
filed In each application in which this form is user€. The statement under 37 CFR 3.73(b) may be eampleted by one of 
the practitioners appointed in this form If the appointed practitioner €s authorized to act on behalf of the assignee, 
and must identify the application in which this Power of Attorney €s to be filed.  

Signature 

Name 

Two President & CEO, security First Corp, 
T•.is C•ilertion o€ infarmzvon is regl2md by 37 CFR 1.31, 1.32 and 1,33. Theertormetiao is tequk-sd to ubtain or retain a hxrzeiil by the public vJh3ctt is 1< ft<e (and 
by the USPT'O to process) an aggl$m1l an. Cranlxlentk' Ry is governed by 35 03_C, 122 and 37 CFR 1,11 and 1.14. This cx4leoon is estimated ka take 3 minutes 
to oDrnpiete. including gatherinB. preparing, gird sutxrcs<tirrg Lys rnmpleted apptuatsnrr fOm, to the USF`tO. 'rkr a nSft Vary depending isr,,Qn the Individual case. Any 
oommwts on the ancount of time you reciurJa to campafete this foam aridaor suggestions fnt redWng this birrden, should be MrA to the Cnfef liafeamrstforr 4ffcer, 
VS. Patent and T'rademarK Office, U.S. Dt4la finent of Cammerm, P.O. Sot 14512. Atemndri% VA 22313-14`0, DO NOT SEND FEES OR COMPLE, ED 
FORk4S TO THIS ADDRUSS. SEND TO, Commissioner for Patents, P.O. Box 146% Alexandria, VA 22313.1454. 

Jf yov need assistance in compietingg the roan, calf f-800-PTO-9109 and select opUdn 2 

SIGNATURE of Assignee of Record 

The individual wh se Ssp tture Anal title is  supplied bclow is alttherind to act on behalf of the a';Sipee 

C3a£e •7 j 

.lames Varner 
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Electronic Acknowledgement Receipt 

EFSID: 28911279 

Application Number: 13371361 

International Application Number: 

Confirmation Number: 7108 

Title of Invention: SECURE DATA PARSER METHOD AND SYSTEM 

First Named Inventor/Applicant Name: Rick L. Orsini 

Customer Number: 1473 

Filer: Alexander Shvarts/Juanita Alvarez 

Filer Authorized By: Alexander Shvarts 

Attorney Docket Number: 104093-0002-104 

Receipt Date: 12-APR-2017 

Filing Date: 10-FEB-2012 

Time Stamp: 18:30:22 

Application Type: Utility under 35 USC 111(a) 

Payment information: 

Submitted with Payment no 

File Listing: 

Document 

Number 
Document Description File Name 

File Size(Bytes)/ 

Message Digest 

Multi 

Part /.zip 

Pages 

(if appl.) 

1 Power of Attorney 104093_0002_104_POA.pdf 

260411 

no 1 
e2a92U2522M&295-67W7941679671 

8109 

Warnings: 
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Information: 

30445 

2 Assignee showing of ownership per 37 104093_0002_104_STATEMEN 
no 1 

CFR 3.73 T_373_b.pdf 
BOB1a17f68a7a66bBdcd5ad29da4c968fa50 

2606 

Warnings: 

Information: 

Total Files Size (in bytes): 290856 

This Acknowledgement Receipt evidences receipt on the noted date by the USPTO of the indicated documents, 
characterized by the applicant, and including page counts, where applicable. It serves as evidence of receipt similar to a 
Post Card, as described in MPEP 503. 

New Applications Under 35 U.S.C. 111 
If a new application is being filed and the application includes the necessary components for a filing date (see 37 CFR 
1.53(b)-(d) and MPEP 506), a Filing Receipt (37 CFR 1.54) will be issued in due course and the date shown on this 
Acknowledgement Receipt will establish the filing date of the application. 

National Stage of an International Application under 35 U.S.C. 371 
If a timely submission to enter the national stage of an international application is compliant with the conditions of 35 
U.S.C. 371 and other applicable requirements a Form PCT/DO/EO/903 indicating acceptance of the application as a 

national stage submission under 35 U.S.C. 371 will be issued in addition to the Filing Receipt, in due course. 

New International Application Filed with the USPTO as a Receiving Office 
If a new international application is being filed and the international application includes the necessary components for 
an international filing date (see PCT Article 11 and MPEP 1810), a Notification of the International Application Number 
and of the International Filing Date (Form PCT/RO/105) will be issued in due course, subject to prescriptions concerning 

national security, and the date shown on this Acknowledgement Receipt will establish the international filing date of 
the application. 
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PTO/SB/96 (07-09) 
Approved for use through 07/31/2012. OMB 0651-0031 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it displays a valid OMB control number. 

Applicant/Patent Owner: 

STATEMENT UNDER 37 CFR 3.73(b)  

Security First Corp. 

Application No./Patent No.:  13/371,361 

Titled: 

Filed/Issue Date: February 16, 2012 

SECURE DATA PARSER METHOD AND SYSTEM 

Security First Corp. a corporation 

(Name of Assignee) (Type of Assignee, e.g., corporation, partnership, university, government agency, etc. 

states that it is: 

2. 

3. 

El 

El 

the assignee of the entire right, title, and interest in; 

an assignee of less than the entire right, title, and interest in 
(The extent (by percentage) of its ownership interest is %); or 

the assignee of an undivided interest in the entirety of (a complete assignment from one of the joint inventors was made) 

the patent application/patent identified above, by virtue of either: 

A. An assignment from the inventor(s) of the patent application/patent identified above. The assignment was recorded in 
the United States Patent and Trademark Office at Reel 02809A  Frame 0896  or for which a 
copy therefore is attached. 

OR 

B. ❑ A chain of title from the inventor(s), of the patent application/patent identified above, to the current assignee as follows: 

1. From: To: 

El 

El 

The document was recorded in the United States Patent and Trademark Office at 

Reel Frame , or for which a copy thereof is attached. 

2. From: To: 

The document was recorded in the United States Patent and Trademark Office at 

Reel   , Frame , or for which a copy thereof is attached. 

3. From: To: 

The document was recorded in the United States Patent and Trademark Office at 

Reel   , Frame  or for which a copy thereof is attached. 

Additional documents in the chain of title are listed on a supplemental sheet(s). 

As required by 37 CFR 3.73(b)(1)(i), the documentary evidence of the chain of title from the original owner to the assignee was, 
or concurrently is being, submitted for recordation pursuant to 37 CFR 3.11. 

[NOTE: A separate copy (Le., a true copy of the original assignment document(s)) must be submitted to Assignment Division in 
accordance with 37 CFR Part 3, to record the assignment in the records of the USPTO. See MPEP 302.08] 

The undersigned (whose title is supplied below) is authorized to act on behalf of the assignee. 

/Alexander Shvarts/ April 12, 2417 

Signature Date 

Alexander Shvarts Attorney for Assignee 

Printed or Typed Name Title 

This collection of information is required by 37 CFR 3.73(b). The information is required to obtain or retain a benefit by the public which is to file (and by the USPTO to 
process) an application. Confidentiality is governed by 35 U.S.C. 122 and 37 CFR 1.11 and 1.14. This collection is estimated to take 12 minutes to complete, including 
gathering, preparing, and submitting the completed application form to the USPTO. Time will vary depending upon the individual case. Any comments on the amount of time 
you require to complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S. Patent and Trademark Office, U.S. 
Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND FEES OR COMPLETED FORMS TO THIS ADDRESS. SEND TO: Commissioner 
for Patents, P.O. Box 1450, Alexandria, VA 22313-1450. 

If you need assistance in completing the form, call 1-800-PTO-9199 and select option 2. 
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UNITED STATES PATENT AND TRADEMARK OFFIGE 
UNITED STATES DEPARTMENT OF COMMERCE 
United States Patent and Trademark Office 
Address. COMMISSIONER FOR PATENTS 

PO_ Box 1450 
Alexandria, P, gn.a 22313-1450 
wwu.-pto.g-

APPLICATION NUMBER 
I 

FILING OR 371(C) DATE I FIRST NAMED APPLICANT I ATTY. DOCKET NO./TITLE 

13/371,361 02/10/2012 

1473 
ROPES & GRAY LLP 
PATENT DOCKETING 39/361 
1211 AVENUE OF THE AMERICAS 
NEW YORK, NY 10036-8704 

Rick L. Orsini 104093-0002-104 

CONFIRMATION NO. 7108 

POWER OF ATTORNEY NOTICE 

IIII IIII IIII IIIII II••I IIIII IIIII IIIII IIIII IIIII IIIII IIIII III•I IIIII IIIII IIIII IIII IIII 
0000000090768503 

Date Mailed: 04/21/2017 

NOTICE REGARDING CHANGE OF POWER OF ATTORNEY 

This is in response to the Power of Attorney filed 04/12/2017. 

• The Power of Attorney to you in this application has been revoked by the assignee who has intervened as 
provided by 37 CFR 3.71. Future correspondence will be mailed to the new address of record(37 CFR 1.33). 

Questions about the contents of this notice and the 
requirements it sets forth should be directed to the Office 
of Data Management, Application Assistance Unit, at 
(571) 272-4000 or (571) 272-4200 or 1-888-786-0101. 

/eggolla/ 

page 1 of 1 
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UNITED STATES PATENT AND TRADEMARK OFFIGE 
UNITED STATES DEPARTMENT OF COMMERCE 
United States Patent and Trademark Office 
Address. COMMISSIONER FOR PATENTS 

PO_ Box 1450 
Alexandria, P, gn.a 22313-1450 
wwu.-pto.g-

APPLICATION NUMBER 
I 

FILING OR 371(C) DATE I FIRST NAMED APPLICANT I ATTY. DOCKET NO./TITLE 

13/371,361 

15314 
Shvarts & Leiz LLP 
111 North Market Street, Suite 820 
San Jose, CA 95113 

02/10/2012 Rick L. Orsini 104093-0002-104 

CONFIRMATION NO. 7108 

POA ACCEPTANCE LETTER 

IIII IIII IIII IIIII II••I IIIII IIIII IIIII IIIII IIIII IIIII IIIII III•I IIIII IIIII IIIII IIII IIII 
0000000090768537 

Date Mailed: 04/21/2017 

NOTICE OF ACCEPTANCE OF POWER OF ATTORNEY 

This is in response to the Power of Attorney filed 04/12/2017. 

The Power of Attorney in this application is accepted. Correspondence in this application will be mailed to the 
above address as provided by 37 CFR 1.33. 

Questions about the contents of this notice and the 

requirements it sets forth should be directed to the Office 

of Data Management, Application Assistance Unit, at 

(571) 272-4000 or (571) 272-4200 or 1-888-786-0101. 

/eggolla/ 

page 1 of 1 
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505138684 10/12/2018 

PATENT ASSIGNMENT COVER SHEET 

Electronic Version v1.1 
Stylesheet Version v1.2 

EPAS ID: PAT5185448 

SUBMISSION TYPE: NEW ASSIGNMENT 

NATURE OF CONVEYANCE: RELEASE OF SECURITY INTEREST 

CONVEYING PARTY DATA 

Name Execution Date 

MR. ANDY GYENES 10/11/2018 

AUBER INVESTMENTS LTD. 10/11/2018 

MS BARBARA SIMONS 10/11/2018 

BLT1 10/11/2018 

MR COLIN O'REILLY 10/11/2018 

COOPER ROAD LLC 10/11/2018 

COYDOG FOUNDATION 10/11/2018 

DASA INVESTMENTS LLC 10/11/2018 

MR DAVID E LAKOFF 10/11/2018 

MR DAVID LEES 10/11/2018 

MR. DAVID O'REILLY 10/11/2018 

MR DAVID O KST 10/11/2018 

MR DEAN C KEHLER 10/11/2018 

MS DOROTHY KOBAK 10/11/2018 

MS ELIZABETH CRAWFORD 10/11/2018 

MR ERIC ALTMANN 10/11/2018 

MR GERALD R JORDAN JR 10/1 1/2018 

GRANDPRIX LIMITED 10/11/2018 

MR H.W. RAUTENBERG 10/11/2018 

MR JAMES W HARPEL 10/11/2018 

MR JASPER WU 10/11/2018 

MR. JAIME PEISACH 10/11/2018 

LG MANAGEMENT LLC 10/11/2018 

LTE PARTNERS 10/11/2018 

MR MARK RAUTENBERG 10/11/2018 

MR MAURICE PINTO 10/11/2018 

MEYTHALER INVESTMENT PARTNERS LLC 10/11/2018 

MR MICHAEL MASELLI 10/11/2018 

MR PETER GYENES 10/11/2018 

MR RAYMOND GINTHER 10/11/2018 

MR RICHARD M BERKELEY 10/11/2018 
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Name Execution Date 

MR ROBERT MERCER 10/11/2018 

ROLA INVESTMENTS LLC 10/11/2018 

SOS & CO. 10/11/2018 

MR STANKO BARLE 10/11/2018 

MR SANDOR STRAUS 10/11/2018 

MR SYLVAIN MIROCHNIKOFF 10/11/2018 

MS REBEKAH MERCER 10/11/2018 

TOPSPIN SFC HOLDINGS LLC 10/11/2018 

MR WESLEY W BARTON 10/11/2018 

ZUG VENTURES LLC 10/11/2018 

MR CHARLES ZUCKER 10/11/2018 

MR ROGER T COLEMAN 10/11/2018 

MS MARGARET E COLEMAN 10/11/2018 

MS THERESA M COLEMAN 10/11/2018 

MR JOHN T COLEMAN 10/11/2018 

MR STEPHEN PERLBINDER 10/11/2018 

RECEIVING PARTY DATA 

Name: SECURITY FIRST CORP. 

Street Address: 29811 SANTA MARGARITA PARKWAY 

City: RANCHO SANTA MARGARITA 

State/Country: CALIFORNIA 

Postal Code: 92688 

PROPERTY NUMBERS Total: 91 

Property Type Number 

Patent Number: 7260724 

Patent Number: 9189777 

Patent Number: 7187771 

Patent Number: 6853988 

Patent Number: 7391865 

Patent Number: 7577621 

Patent Number: 8266438 

Patent Number: 8009830 

Patent Number: 7802104 

Patent Number: 8155322 

Patent Number: 8904080 

Patent Number: 8135134 
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Property Type Number 

Patent Number: 8473756 

Patent Number: 8656167 

Patent Number: 8494969 

Patent Number: 8654971 

Patent Number: 8214650 

Patent Number: 8745372 

Patent Number: 9195839 

Patent Number: 8650434 

Patent Number: 8601498 

Patent Number: 8320560 

Patent Number: 8656189 

Patent Number: 9275071 

Patent Number: 9165137 

Patent Number: 8769270 

Patent Number: 8677148 

Patent Number: 8271802 

Patent Number: 9294444 

Patent Number: 8332638 

Patent Number: 9397827 

Patent Number: 8787583 

Patent Number: 9100186 

Patent Number: 9338140 

Patent Number: 9047475 

Patent Number: 8769699 

Patent Number: 8904194 

Patent Number: 9294445 

Patent Number: 9009848 

Patent Number: 8726033 

Patent Number: 8745379 

Patent Number: 8644502 

Patent Number: 9213857 

Patent Number: 9098718 

Patent Number: 8898464 

Patent Number: 9177159 

Patent Number: 9015480 

Patent Number: 9064127 

Patent Number: 9317705 

Patent Number: 9215218 
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Property Type Number 

Patent Number: 9264224 

Patent Number: 9300649 

Patent Number: 9407431 

Patent Number: 9298937 

Patent Number: 9135456 

Application Number: 12148365 

Application Number: 13024791 

Application Number: 13024804 

Application Number: 13077770 

Application Number: 13371364 

Application Number: 13468428 

Application Number: 13831164 

Application Number: 13831273 

Application Number: 13831313 

Application Number: 13866345 

Application Number: 13866452 

Application Number: 13866477 

Application Number: 13915081 

Application Number: 13915570 

Application Number: 14057902 

Application Number: 14164995 

Application Number: 14180151 

Application Number: 14253588 

Application Number: 14317742 

Application Number: 14546887 

Application Number: 14659008 

Application Number: 14710522 

Application Number: 14710528 

Application Number: 14713792 

Application Number: 14749058 

Application Number: 14749172 

Application Number: 14750562 

Application Number: 14828377 

Application Number: 14875687 

Application Number: 14918176 

Application Number: 14931169 

Application Number: 14949370 

Application Number: 14949519 
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Property Type Number 

Application Number: 14969651 

Application Number: 14984087 

PCT Number: US2015062188 

CORRESPONDENCE DATA 

Fax Number: (516)622-9212 

Correspondence will be sent to the e-mail address first; if that is unsuccessful, it will be sent 
using a fax number, if provided; if that is unsuccessful, it will be sent via US Mail. 

Phone: (516) 622-9200 

Email: AEDERER@WESTERMANLLP.COM 

Correspondent Name: ALAN C. EDERER 

Address Line 1: 1201 RXR PLAZA 

Address Line 2: C/O WESTERMAN BALL EDERER MILLER ZUCKER & SHARFSTE 

Address Line 4: UNIONDALE, NEW YORK 11556 

NAME OF SUBMITTER: ALAN EDERER 

SIGNATURE: /Alan Ederer/ 

DATE SIGNED: 10/12/2018 

This document serves as an Oath/Declaration (37 CFR 1.63). 

Total Attachments: 10 

source=Termination Agreement (Executed) (01884807xB2F1A)#page1.tif 

source=Termination Agreement (Executed) (01884807xB2F1A)#page2.tif 

source=Termination Agreement (Executed) (01884807xB2F1 A)#page3.tif 

source=Termination Agreement (Executed) (01884807xB2F1 A)#page4.tif 

source=Termination Agreement (Executed) (01884807xB2F1A)#page5.tif 

source=Termination Agreement (Executed) (01884807xB2F1A)#page6.tif 

source=Termination Agreement (Executed) (01884807xB2F1A)#page7.tif 

source=Termination Agreement (Executed) (01884807xB2F1A)#page8.tif 

source=Termination Agreement (Executed) (01884807xB2F1A)#page9.tif 

source=Termination Agreement (Executed) (01884807xB2F1 A)#page10.tif 
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TERMINATION OF SECURITY INTEREST IN PATENTS 

L' HERFAS, Security First Corp., a Delaware corporation with its principal place of 
business at 29811 Santa Margarita Parkway, Suite 600, Rancho Santa Margarita, CA 92688 (the 
"Grantor"), is the owner of record of the patents and patent applications listed on. the attached 
Exhibit A, now issued or pending in the United States Patent and Trademark Office (the 
".Patents"); and 

WRERE AS, the Grantor entered into that certain Patent Security Agreement dated as of 
April 12, 2016 (the "Security Agreement"), between the Grantor and the secured parties 
identified therein (collectively, the "Secured Party"), a true and correct copy of which was 
recorded by the United States Patent and Trademark Office on June 24, 2016, at Reel 039153, 
Frame 0321; and 

VVHFREAS, pursuant to that certain Written Consent and Agreement of the Secured 
Party dated February 6, 2017 (the "Consent"), the Secured Party, among other things, released its 
lien and security interest in the Patents, and authorized the Grantor to file with the. U.S. Patent 
and Trademark Office any and all termination statements in order to release such lien and 
security interest; 

NOW, TFIEREFORE, for good and valuable consideration, receipt of which is hereby 
acknowledged, the Grantor, pursuant to the authority granted by the Security Parry in the 
Consent hereby. 

1. Releases and reassigns to the Grantor any and all liens, security interests, right, title 
and interest of Secured Party pursuant to the Security Agreement in the patents and applications 
more fully described on Exhibit A, without recourse or representation or warranty, express or 
implied; and 

2. Authorizes and requests the Commissioner of Patents and Trademarks of the United 
States of America to note and record the existence of the release hereby given. 

[Remainder of Page Intentionally Left Blank] 

IN WITNESS WHEREOF, the Grantor has caused this Termination of Security Interest 

in Patents to be signed by its duly authorized representative as of this 1 ì h day of October, 2018-

GRANTOR-

Security First Corp. 

By:  

San es /AamOer, President and CEO 
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Sworn to before me this I L  day of October, 2018 

"'• (• 
Not ubtce 

chow ,y2"'o 

41557469 

wv_ ' 

X51 

TODD R, KEN*ARE 
NOTARY PUBLIC 

Durham County, North Caro#ir+a 
Y. Commission Expires May 25, 2©20 

tSignaturc Page to Termination of Security Interest in Patents) 

EXHURIT A 

Patents amd Applications  

Sce attached, 

EX1009, Page 598



EXHIBIT A 

Patents and Applications 

See attached. 

01557069 
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0391.53/0321 PAGE 6 

APPLICATION NUMBER: 09666377 FILING DATE: 09/20/2000 
PATENT NUMBER: 7260724 ISSUE DATE: 08/21/2007 
TITLE: CONTEXT SENSITIVE DYNAMIC AUTHENTICATION IN A CRYPTOGRAPHIC 

SYSTEM 

APPLICATION NUMBER.: 09666378 FILING DATE: 09/20/2000 
PATENT NUMBER: 9189777 ISSUE DATE: 11/17/2015 
TITLE: ELECTRONIC COMMERCE WITH CRYPTOGRAPHIC AUTHENTICATION 

APPLICATION NUMBER: 09666519 FILING DATE: 09/20/2000 
PATENT NUMBER: 7187771 ISSUE DATE: 03/06,/2007 
TITLE: SERVER-SIDE IMPLEMENTATION OF A CRYPTOGRAPHIC SYSTEM 

APPLICATION NUMBER: 09666647 FILING DATE: 09/20/2000 
PATENT NUMBER: 6853988 ISSUE DATE: 02/08/2005 
TITLE: CRYPTOGRAPHIC SERVER WITH PROVISIONS FOR INTEROPERABILITY 

BETWEEN CRYPTOGRAPHIC SYSTEMS 

APPLICATION NUMBER: 10458928 FILING DATE: 06/11/2003 
PATENT NUMBER: 7391865 ISSUE DATE: 06/24/2008 

TITLE: SECURE DATA PARSER METHOD AND SYSTEM 

APPLICATION NUMBER: 11014967 FILING DATE: 12/20/2004 
PATENT NUMBER: 7577621 ' ISSUE DATE: 08/18/2009 
TITLE: CRYPTOGRAPHIC SERVER WITH PROVISIONS FOR INTEROPERASILITY 

BETWEEN CRYPTOGRAPHIC SYSTEMS 

APPLICATION NUMBER: 11258839 
PATENT NUMBER: 8266438 
TITLE: SECURE DATA PARSER METHOD 

APPLICATION NUMBER: 11602667 
PATENT NUMBER: 8009830 
TITLE: SECURE DATA _ PARSER METHOD 

APPLICATION NUMBER: 11839927 
PATENT NUMBER: 7802104 
TITLE: CONTEXT SENSITIVE DYNAMIC 

SYSTEM 

FILING DATE: 10/25/2005 
ISSUE DATE: 09/11/2012 

AND SYSTEM 

FILING DATE: 11/20/2006 
ISSUE DATE: 08/30/2011 

AND SYSTEM 

FILING DATE: 08/16/2007 
ISSUE DATE: 09/21/2010 

AUTHENTICATION IN A CRYPTOGRAPHIC 

APPLICATION NUMBER: 11983355 FILING DATE: 11/07/2007 
PATENT NUMBER: 8155322 ISSUE DATE: 04/10/2012 
TITLE: SYSTEMS AND METHODS FOR DISTRIBUTING AND SECURING DATA 

APPLICATION NUMBER: 11.999575 
PATENT NUMBER: 8904080 
TITLE: TAPE BACKUP METHOD 

FILING DATE: 12/05/2007 
ISSUE DATE: 12/02/2014 

APPLICATION NUMBER: 12148365 FILING DATE: 04/18/2008 
PATENT NUMBER:. ISSUE DATE: 
TITLE: SECURE DATA PARSER METHOD AND SYSTEM 

APPLICATION NUMBER: 12209703 FILING DATE: 09/12/2008 
PATENT NUMBER: 8135134 ISSUE DATE: 03/13/2012 
TITLE: SYSTEMS AND METHODS FOR MANAGING CRYPTOGRAPHIC KEYS 
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APPLICATION NUMBER: 12349897 FILING DATE: 01/07/2009 
PATENT NUMBER: 8473756 ISSUE DATE: 06/25/2013 
TITLE. SYSTEMS AND METHODS FOR SECURING DATA USING MULTI-FACTOR OR 

KEYED DISPERSAL 

APPLICATION NUMBER: 1.2391025 FILING DATE: 02/23/2009 
PATENT NUMBER: 86561.67 ISSUE DATE: 02/18/2014 
TITLE: SYSTEMS AND METHODS FOR SECURE WORKGROUP MANAGEMENT AND 

COMMUNICATION 

APPLICATION NUMBER: 12542468 FILING DATE: 08/17/2009 
PATENT NUMBER: 8494969 ISSUE DATE: 07/23/2013 
TITLE: CRYPTOGRAPHIC SERVER WITH PROVISIONS FOR INTEROPERABILITY 

BETWEEN CRYPTOGRAPHIC SYSTEMS 

APPLICATION NUMBER: 12783276 FILING DATE: 05/19/2010 
PATENT NUMBER: 8654971 ISSUE DATE: 02/18/2014 
TITTLE: SYSTEMS AND METHODS FOR SECURING DATA IN THE CLOUD 

APPLICATION NTIMBER: 12878317 FILING DATE: 09/09/2010 
PATENT NUMBER: 8214650 ISSUE DATE: 07/03/2012 
TITLE: CONTEXT SENSITIVE DYNAMIC AUTHENTICATION IN A CRYPTOGRAPHIC 

SYSTEM 

APPLICATION NUMBER: 12953877 FILING DATE: 11/24/2010 
PATENT NUMBER: 8745372 ISSUE DATE: 06/03/2014 
TITLE: SYSTEMS AND METHODS FOR SECURING DATA IN MOTION 

APPLICATION NUMBER: 13024783 
PATENT NUMBER: 9195839 
TITLE: TAPE BACKUP METHOD 

FILING DATE: 02/10/2011 
ISSUE DATE: 11/24/2015 

APPLICATION NUMBER: 1.3024791 FILING DATE: 02/10/2011 
PATENT NUMBER: ISSUE DATE: 
TITLE: SECURE DATA PARSER METHOD AND SYSTEM 

APPLICATION NUMBER: 13024804 FILING DATE: 02/10/2011 
PATENT NUMBER: ISSUE DATE: 
TITLE: SECURE DATA PARSER METHOD AND SYSTEM 

APPLICATION NUMBER: 13077770 FILING DATE: 03/31/2011 
PATENT NUMBER: ISSUE DATE: 
TITLE: SYSTEMS AND METHODS FOR SECURING DATA IN MOTION 

APPLICATION NUMBER: 13077802 
PATENT NUMBER: 8650434 
TITLE: SYSTEMS AND METHODS FOR 

APPLICATION NUMBER: 13117791 
PATENT NUMBER: 8601498 
TITLE: ACCELERATOR SYSTEM FOR 

FILING DATE: 03/31/2011 
ISSUE DATE: 02/11/2014 

SECUR.7;NG DATA IN MOTION 

FILING DATE: 05/27/201.1. 
ISSUE DATE: 12/03/2013 

USE WITH SECURE DATA STORAGE 

APPLICATION NUMBER: 13172682 FILING DATE: 06/29/201.1 
PATENT NUMBER: 8320560 ISSUE DATE: 11/27/2012 
TITLE: SECURE DATA PARSER METHOD AND SYSTEM 

APPLICATION NUMBER: 13208132 FILING DATE: 08/11/2011 
PATENT NUMBER: 8656189 ISSUE DATE: 02/18/2014 
TITLE: SYSTEMS AND METHODS FOR SECURE MULTI-TENANT DATA STORAGE 
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APPLICATION NUMBER: 13209167 FILING DATE: 08/12/2011 
PATENT NUMBER: 9275071 ISSUE DATE: 03/01/2016 
TITLE: SYSTEMS AND METHODS FOR SECURE REMOTE STORAGE 

APPLICATION NUMBER: 13212360 FILING DATE: 08/1.8/2011 
L'AT'ENT NUMBER: 9165137 ISSUE DATE: 10/20/2015 
TITLE: SYSTEMS AND METHODS FOR SECURING VIRTUAL MACHINE COMPUTING 

ENVIRONMENTS 

APPLICATION NUMBER: 13237781 FILING DATE: 09/20/2011 
PATENT NUMBER: 8769270 ISSUE DATE: 07/01/2014 
TITLE: SYSTEMS AND METHODS FOR SECURE DATA. SHARING 

APPLICATION NUMBER: 13350385 FILING DATE: 01/27/2012 
PATENT NUMBER: 8677148 ISSUE DATE: 03/18/2014 
TITLE: SYSTEMS AND METHODS FOR SECURING DATA 

APPLICATION NUMBER: 13371361 FILING DATE: 02/10/2012 
PATENT NUMBER: 5271802 ISSUE.DATE: 09/18/2012 
TITLE: SECURE DATA PARSER METHOD AND SYSTEM 

APPLICATION NUMBER: 13371363 FILING DATE: 02/10/2012 
PATENT NUMBER: 9294444 ISSUE DATE: 03/22/2016 
TITLE: SYSTEMS AND METHODS FOR CRYPTOGRAPHICALLY SPLITTING, AND STORING 

DATA 

APPLICATION NUMBER: 1.3371364 FILING DATE: 02/10/2012 
PATENT NUMBER: ISSUE DATE: 
TITLE: SECURE DATA PARSER METHOD AND SYSTEM 

APPLICATION NUMBER: 1.3399923 FILING DATE: 02/17/2012 
PATENT NUMBER: 8332638 ISSUE DATE: 12/11/2012 
TITLE: SECURE DATA PARSER METHOD AND SYSTEM 

APPLICATION NUMBER: 13403142 FILING DATE: 02/23/2012 
PATENT NUMBER: 9397827 ISSUE DATE: 07/19/2016 
TITLE: SYSTEMS AND METHODS FOR MANAGING CRYPTOGRAPHIC KEYS 

APPLICATION NUMBER- 13412111 FILING DATE: 03/05/2012 
PATENT ?NUMBER: 8757553 ISSUE DATE: 07/22/2014 
TITLE: SYSTEMS AND METHODS FOR DISTRIBUTING AND SECURING DATA 

APPLICATION NUMBER: 13413195 FILING DA'L'E: 03/06/2012 
PATENT NUMBER: 9100186 ISSUE DATE: 08/04/201.5 
TITLE: SECURE FILE SHARING METHOD AND SYSTEM 

APPLICATION NUMBER: 13468383 FILING DATE: 05/10/2012 
PATENT NUMBER: 9338140 ISSUE DATE: 05/10/2016 
TITLE: SECURE DATA PARSER METHOD AND SYSTEM 

APPLICATION NUMBER 1346,8428 ------_---.._ _FILING _ LLDATE:.05/10/2012 
PATENT NUMBER: ISSUE DATE: 
TITLE: SECURE DATA PARSER METHOD AND SYSTEM 

APPLICATION NUMBER: 13468450 FILING DATE: 05/10/2012 
PATENT NUMBER: 9047475 ISSUE DATE: 06/02/2015 
TITLE: SECURE DATA PARSER METHOD AND SYSTEM 
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APPLICA'T'ION NUMBER: 13468523 
PATENT NUMBER: 8769699 
TITLE: SECURE DATA PARSER METHOD 

APPLICATION NUMBER: 13468562 
PATENT NUMBER: 8904194 
TITLE: SECURE DATA PARSER METHOD 

APPLICATION NUMBER: 13468584 
PATENT NUMBER: 9294445 
TITLE: SECURE DATA PARSER METHOD 

APPLICATION NUMBER: 13468605 
PATENT NUMBER: 9009848 
TITLE: SECURE DATA PARSER METJ40D 

APPLICATION NUMBER.: 13540030 
PATENT NUMBER: 8726033 
TITLE: CONTEXT SENSITIVE DYNAMIC 

SYSTEM 

FILING DATE: 05/10/2012 
ISSUE DATE: 07/01/2014 

AND SYSTEM 

FILING DATE: 05/10/2012 
ISSUfF DATE: 12/02/2014 

AND SYSTEM 

FILING DATE: 05/10/2012 
ISSUE DATE: 03/22/2016 

AND SYSTEM 

FILING DATE: 05/10/2012 
ISSUE DATE: 04/14/2015 

AND SYSTEM 

FILING BATE: 07/02/2012 
ISSUE DATE: 05/13/2014 

AUTHENTICATION IN A CRYPTOGRAPHIC 

APPLICATION NUMBER.: 13589894 FILING DATE: 08/20/2912 
PATENT NUMBER: 8745379 ISSUE DATE: 06/03/2014 
TITLE: SYSTEMS AND METHODS FOR SECURING DATA IN MOTION 

APPLICATION NUMBER: 13668433 FILING DATE: 11/05/2012 
PATENT NUMBER: 8644502 ISSUE DATE: 02/04/2014 
TITLE: SECURE DATA PARSER METHOD AND SYSTEM 

APPLICATION NUMBER: 
PATENT NUMBER: 
TITLE: SYSTEMS AND 

APPLICATION NUMBER: 
PATENT NUMBER: 
TITLE: SYSTEMS AND 

13831164 

METHODS FOR 

13831273 

METHODS FOR 

FILING DATE: 03/14/2013 
ISSUE DATE: 

SECURING AND RESTORING VIRTUAL MACHINES 

FILING DATE: 93/14/2013 
ISSUE DATE: 

SECURING AND RESTORING VIRTUAL MACHINES 

APPLICATION NUMBER: 13831313 FILING DATE: 03/14/2013 
PATENT NUMBER: ISSUE DATE: 
TITLE: SECURE DATA PARSER METHOD AND SYSTEM 

APPLICATION NUMBER: 13866345 
PATENT NUMBER: 
TITLE: SYSTEMS AND METHODS FOR 

FILING DATE: 04/19/2013 
ISSUE DATE: 

SECURING DATA IN MOTION 

APPLICATION NUMBER: 13866411 FILING DATE: 04/19/2013 
PATENT NUMBER: 921.3857 ISSUE DATE: 12/15/2015 
TITLE: SYSTEMS AND METHODS FOR SECURING DATA IN MOTION 

APPLICATION NUMBER: 13866452 
PATENT- DiUMBE.R : ......................... -- ......................... 
TITLE: SYSTEMS AND METHODS FOR 

APPLICATION NUMBER: 13866477 
PATENT NUMBER: 
TITLE: SYSTEMS AND METHODS FOR 

FILING DATE: 04/19/2013 
.......... _ ................... ISSUE.  DATE.-. 
SECURING DATA IN MOTION 

FILING DATE: 04/19/2013 
ISSUE DATE: 

SECURING DATA IN MOTION 

EX1009, Page 603



039153/0321 PAGE 10 

APPLICATION NUMBER: 13903444 FILING DATE: 05/28/2013 
PATENT NUMBER: 9098718 ISSUE DATE: 08/04/2015 
TITLE: SYSTEMS AND METHODS FOR SECURING DATA USING MULTI-FACTOR OR 

KEYED DISPERSAL 

APPLICATION NUMBER: 13910798 
PATENT NUMBER: 8898464 
TITLE: SYSTEMS AND METHODS FOR SECURE 

COMMUNICATION 

APPLICATION NUMBER: 13915081 
PATENT NUMBER: 
TITLE: SECURE DATA PARSER METHOD AND. 

FILING DATE 
ISSUE DATE: 

WORKGROUP i 

FILING DATE 
ISSUE DATE: 

SYSTEM 

06/05/2013 
13/25/2014 

MANAGEMENT AND 

: 06/11/2013 

APPLICATION NUMBER: 13915518 FILING DATE: 06/11/2013 
PATENT NUMBER: 9177159 ISSUE DATE: 11/03/2015 
TITLE: SECURE DATA PARSER METHOD AND SYSTEM 

APPLICATION NUMBER: 1391.5570 FILING DATE: 06/11/2013 
PATENT NUMBER; ISSUE DATE: 
TITLE: SECURE DATA PARSER METHOD A. SYSTEM 

APPLICATION NUMBER: 13973637 FILING DATE: 08/22/2013 
PATENT NUMBER: 9015480 ISSUE DATE: 04/21/201.5 
TITLE: SYSTEMS AND METHODS FOR SECURE MULTI-TENANT DATA STORAGE 

APPLICATION NUMBER. 14057902 FILING DA'Z'E 
PATENT NUMBER: ISSUE DATE: 
TITLE: ,ACCELERATOR SYSTEM FOR USE WITH SECURE DATA 

APPLICATION NUMBER: 
'LATENT NUMBER: 9064 
TITLE: SYSTEMS AND 

APPLICATION? NUMBER: 
PATENT NUMBER: 931.7 
TITLE: SECURE DATA 

APPLICATION NUMBER: 
PATENT NUMBER: 
TITLE: SYSTEMS AND 

APPLICATION NUMBER: 
PATENT NUMBER: 
TITLE: SYSTEMS AND 

: 1.0/18/201,3 

STORAGE 

14083333 FILING DATE: 
127 ISSUE DATE: 
METHODS FOR SECURING DATA IN THE 

14133903 FILING DATE: 
705 ISSUE DATE: 
PARSER METHOD AND SYSTEM 

14164995 FILING DATE: 
ISSUE DATE: 

ME'T'HODS FOR SECURING DATA 

14180151 

METHODS FOR 

APPLICATION NUMBER: 14181257 
PATENT NUMBER: 92152.16 
TITLE: SYSTEMS AND METHODS FOR. 

COMMUNICATION 

APPLICATION NUMBER: 14247971 
PATENT NUMBER: 9264224 
TITLE: SYSTEMS AND METHODS FOR 

11/18/2013 
06/23/2015 
CLOUD 

12/19/2013 
04/1,9/2.016 

01/27/2014 

FILING DATE: 02/13/2014 
ISSUE DATE: 

A CRYPTOGRAPHIC FILE SYSTEM LAYER 

FILING DATE: 02/14/2014 
ISSUE DATE: 12/15/2015 

SECURE WORKGROUP MANAGEMENT AND 

FILING DATE: 04/08/2014 
ISSUE DATE: 02/16/2016 

SECURE DATA SHARING 

APPLICATION NUMBER: 14253588 FILING DATE: 04/15/2014 
PATENT NUMBER: ISSUE DATE: 
TITLE: SYSTEMS AND METHODS FOR SECURING DATA IN MOTION 
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FILING DATE:03'29{20164 

AppLTCATION NUMBER: 
14256 841. ISSUE DATE: CRYPTOGRAP1iIC 

PATENT NUMBER: 930064 DYNAMIC AUTHENTICATION IN A 

TITLE: CONTEXT SENSxTIVE 
SYSTEM FILING DATE: 06/16/2014 

A2VLICATI.ON NUMBER: 14305993 
ISSUE DATE: 08/02{2016 

PATENT NUMBER-. 9407431 
METHODS FOR DISTRTaCTT ING AND SECURING DATA 

TITLE: SySTF S AN FILING DATE: 06/27/2014 

APPLICATION UMBER: 
14317 742 ISSUE DATE: 

PATENT "VAB ER IviETHODS FOR SECURING DATA IN MOTION 

TITLE: SYSTEMS AND FILING DATE: 08/29{ 2014 

APPLICATION BER: 144733 87 
ISSUE RATE: 03 {29/2016 

PATENT NUMBER: 929893 7 n SY5TEM 
TITLE. SECURE DATA PARSER MFTROD AN DATE: 08/29/2014 

FILING  /2015 
144738 13 ISSUE DATE: 09/15 

PATENT APPLICATION !) 1.35456 METHOD AND SYSTEM 

TITLE: SECURE DATA PARSERFILING DATE. 11/18/20 14 

BF,R : 14.546 887 ISSUE DATE: 
APPLICATION NUM SYSTEM 
PATENT NUMBER: 
TITLE; SECURE DATA PARSER METI•OD FILING DATE: 03/16/2015 

APPLICATIOBE S UMBER: 14659008 
ISSUE DATE: DATA STORAGE 

NUM. SYSTEMS AND METHOD FOR SECURE MUL`TI PATENVANT —• 
T DATE: Os/12Iao15 

TITLE: FILING 
ISSUE DATE: 

APPL1 CP,T10 N PATENT N RBE2 : 14710522 TROD AND SYSTEM 

TITTLE: SECURE DATA PARSER ME 05/12/2015 
FILING DATE:  

A••LZCATzaN zaU MBRR: 14710528 ISSUE DATE: 

PATENT NUM' 3'ER.: D SYSTEM 
TITLE: SECURE DATA PARSER METHOD AN 05f15J2015 

FILING DATE: 

147137 92 ISSL7E HATE: 
APPLICATION NUMBER: xHE CLOUD 

PATENT NUMBER 
TITLE : SYSTEMS AND METHODS FOR SECURING O ILING DATE: 06/24/2015 

F 

API'S,ICA`TIONBE 
BER: 14749058 ISSUE DATE: CQMPUfiSNG 

PATENT TEMS AND METHODS FOR SECURINGIRTUAI4 MACHINE 
TITLE. 

ENVIRONMENTS FILING DATE: 06/24/2015 

14749172 ISSUE DATE: 
APPLICATION NUMBER: D SYSTEM 
PATENT NUMBER: 
TITLE: SECURE FIVE SHARING METHOD 06/25/20 5 

FS LING DATE....' .............................. .. 
14750562 ISSUE DA'•E: OR BER:....._ ..............._. _.. APPLICATION NL7NI 

SER ..................... pA.`I'•N'• • D METHODS FOR SECU OF 
RING DATA USING MUI,zI —FACT 

TITLE'. SYSTTEMS AN 
KEYED DISPERSAL FIL_lVG DATE: 08/17/2015 

FR : 14828371 ISSUE DATE: 

ApPLxCATIOBER B OD AND SYSTEM 
PATENT NE DATA PARSER METTcI 
TITLE, 
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FILING DATE: 10/05/2015 

APPLICATION NrJMBER: 14875687 ISSUE DATE: 

PATENT NUMBER: COMMERCE WITH CRYPTOGRAPHIC AUTHENTICATION 
TITLE: 'ELECTRONIC 

FILING DATE: 10/20/2015 

ISSUE DATE: APPLICATION NUMBER: 14918176 

pATENT NUMBER: 
TITLE: TAPE BACKUP METHOD 

APPLICATION NUMBER: 1493116 9 

PATENT NUMBER; 

TITLE' COMMUNICATION 
STEMSND METHODS FOR SE 

APPLICATION NUMBER: 149493 70 
PATENT NC7MBER : 
TITLE: GATEWAY FOR CLOUD-BASED SE 

APPLICATION NUMBER: 14949519 

PATENT NUMBER: 
TITLE: GATEWAY FOR CLOUD-BASED S 

APPLICATION NUMBER: 14969651. 

PATENT NUMBER: 
TITLE: SYSTEMS AND METHODS FOR S 

APPLICATION NUMBER: 14984087 

PATENT NUMBER: 
TITLE: SYSTEMS AND METHODS FOR 

APPLICATION NUMBER.: 

PATENT NUMBER: 
PCT NUMBER: US2015002188 
TITLE: GATEWAY FOR CLOUD-BASED SECURE STORAGE 

ASSIGNMENT 
PUBLIC RECORDS ODIVISO RANCH ION  

FILING DATE: 1.1/03/2015 

ISSUE DATE: 
CURE WORYGROUP MANAGEMENT AND 

FILING DATE: 11-/23/ 2015 

ISSUE DATE: 

CURE STORAGE 

FILING DATE: 1-1/23/20 1.5 

ISSUE DATE: 

ECURE STORAGE 

FILING DATE: 12/15/2 015 

ISSUE DATE: 
ECURE REMOTE STORAGE 

FILING DATE: 
ISSUE DATE: 

SECURE DATA SHARING 

FILING DATE: 11/23/2015 

ISSUE DATE: 

12/30/2015 
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Doc Code: PA.. 

Document Description: Power of Attorney 
PTO/AIA/82B (07-13) 

Approved for use through 03/31/2021. OMB 0651-0035 
U.S. Patent and Trademark Office, U.S. DEPARTMENT OF COMMERCE 

Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it displays a valid OMB control number 

POWER OF ATTORNEY BY APPLICANT 

I hereby revoke all previous powers of attorney given in the application identified in either the attached transmittal letter or 

the boxes below. 

Application Number Filing Date 

(Note: The boxes above may be left blank if information is provided on form PTO/AIA/82A.) 

✓ I hereby appoint the Patent Practitioner(s) associated with the following Customer Number as my/our attorney(s) or agent(s), and 
to transact all business in the United States Patent and Trademark Office connected therewith for the application referenced in 
the attached transmittal letter (form PTO/AIA/82A) or identified above: 

OR 
33438 

❑ I hereby appoint Practitioner(s) named in the attached list (form PTO/A A/82C) as my/our attorney(s) or agent(s), and to transact 
all business in the United States Patent and Trademark Office connected therewith for the patent application referenced in the 
attached transmittal letter (form PTO/AIA/82A) or identified above. (Note: Complete form PTO/AIA/82C.) 

Please 

letter 

6/ 

recognize or change the correspondence address for the application identified in the attached transmittal 

or the boxes above to: 

The address associated with the above-mentioned Customer Number 

OR 

❑ 
The address associated with Customer Number: 

OR 

❑ Firm or 
Individual Name 

Address 

City State Zip 

Country 

Telephone I Email 

I am the Applicant (if the Applicant is a juristic entity, list the Applicant name in the box): 

Security First Corp. 

❑ 

❑ 

✓ 

❑ 

Inventor or Joint Inventor (title not required below) 

Legal Representative of a Deceased or Legally Incapacitated Inventor (title not required below) 

Assignee or Person to Whom the Inventor is Under an Obligation to Assign (provide signer's title if applicant is a juristic entity) 

Person Who Otherwise Shows Sufficient Proprietary Interest (e.g., a petition under 37 CFR 1.46(b)(2) was granted in the 
application or is concurrently being filed with this document) (provide signer's title if applicant is a juristic entity) 

SIGNATURE of Applicant for Patent 

The undersigned (whose a is upplied below) is authorized to act on behalf of the applicant (e.g., where the applicant is a juristic entity). 

Signature •• Date (Optional) 

Name Andrew S. Price 

Title CFO 
NOTE: Signature - Th's form must be signed by the applicant in accordance with 37 CFR 1.33. See 37 CFR 1.4 for signature requirements 
and certifications. If more than one applicant, use multiple forms. 

✓ Total of 1 forms are submitted. 
This collection of information is required by 37 CFR 1.131, 1.32, and 1.33. The information is required to obtain or retain a benefit by the public which is to file (and by the 
USPTO to process) an application. Confidentiality is governed by 35 U.S.C. 122 and 37 CFR 1.11 and 1.14. This collection is estimated to take 3 minutes to complete, 
including gathering, preparing, and submitting the completed application form to the USPTO. Time will vary depending upon the individual case. Any comments on the amount 
of time you require to complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S. Patent and Trademark Office, U.S. 
Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND FEES OR COMPLETED FORMS TO THIS ADDRESS. SEND TO: Commissioner 
for Patents, P.O. Box 1450, Alexandria, VA 22313-1450. 

If you need assistance in completing the form, call 1-800-PTO-9199 and select option 2. 
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PTO/AIA/82C (07-13) 
Approved for use through 03/31/2021. OMB 0651-0035 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it displays a valid OMB control number 

POWER OF ATTORNEY BY APPLICANT 

No more than ten (10) patent practitioners total may be appointed as set forth below by name and registration number. 
This page need not be submitted if appointing the Patent Practitioner(s) associated with a Customer Number (see form 
PTO/AIA/82B): 

Name 
Registration 
Number 
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Privacy Act Statement 

The Privacy Act of 1974 (P.L. 93-579) requires that you be given certain information in 
connection with your submission of the attached form related to a patent application or patent. 
Accordingly, pursuant to the requirements of the Act, please be advised that: ( 1) the general 
authority for the collection of this information is 35 U.S.C. 2(b)(2); (2) furnishing of the 
information solicited is voluntary; and (3) the principal purpose for which the information is used 
by the U.S. Patent and Trademark Office is to process and/or examine your submission related 
to a patent application or patent. If you do not furnish the requested information, the U.S. Patent 
and Trademark Office may not be able to process and/or examine your submission, which may 
result in termination of proceedings or abandonment of the application or expiration of the 
patent. 

The information provided by you in this form will be subject to the following routine uses: 

1. The information on this form will be treated confidentially to the extent allowed under the 
Freedom of Information Act (5 U.S.C. 552) and the Privacy Act (5 U.S.C. 552a). Records 
from this system of records may be disclosed to the Department of Justice to determine 
whether the Freedom of Information Act requires disclosure of these records. 

2. A record from this system of records may be disclosed, as a routine use, in the course of 
presenting evidence to a court, magistrate, or administrative tribunal, including 
disclosures to opposing counsel in the course of settlement negotiations. 

3. A record in this system of records may be disclosed, as a routine use, to a Member of 
Congress submitting a request involving an individual, to whom the record pertains, 
when the individual has requested assistance from the Member with respect to the 
subject matter of the record. 

4. A record in this system of records may be disclosed, as a routine use, to a contractor of 
the Agency having need for the information in order to perform a contract. Recipients of 
information shall be required to comply with the requirements of the Privacy Act of 1974, 
as amended, pursuant to 5 U.S.C. 552a(m). 

5. A record related to an International Application filed under the Patent Cooperation Treaty 
in this system of records may be disclosed, as a routine use, to the International Bureau 
of the World Intellectual Property Organization, pursuant to the Patent Cooperation 
Treaty. 

6. A record in this system of records may be disclosed, as a routine use, to another federal 
agency for purposes of National Security review (35 U.S.C. 181) and for review pursuant 
to the Atomic Energy Act (42 U.S.C. 218(c)). 

7. A record from this system of records may be disclosed, as a routine use, to the 
Administrator, General Services, or his/her designee, during an inspection of records 
conducted by GSA as part of that agency's responsibility to recommend improvements in 
records management practices and programs, under authority of 44 U.S.C. 2904 and 
2906. Such disclosure shall be made in accordance with the GSA regulations governing 
inspection of records for this purpose, and any other relevant (i.e., GSA or Commerce) 
directive. Such disclosure shall not be used to make determinations about individuals. 

8. A record from this system of records may be disclosed, as a routine use, to the public 
after either publication of the application pursuant to 35 U.S.C. 122(b) or issuance of a 
patent pursuant to 35 U.S.C. 151. Further, a record may be disclosed, subject to the 
limitations of 37 CFR 1.14, as a routine use, to the public if the record was filed in an 
application which became abandoned or in which the proceedings were terminated and 
which application is referenced by either a published application, an application open to 
public inspections or an issued patent. 

9. A record from this system of records may be disclosed, as a routine use, to a Federal, 
State, or local law enforcement agency, if the USPTO becomes aware of a violation or 
potential violation of law or regulation. 
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PTO/AIA/96 (08-12) 
Approved for use through 01/31/2013. OMB 0651-0031 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it displays a valid OMB control number. 

STATEMENT UNDER 37 CFR 3.73(c)  

Applicant/Patent Owner: Security First Corp. 

Application No./Patent No.:  13/371361 Filed/Issue Date: February 20, 2012 

Titled: Secure Data Parser Method and System 

Security First Corp. 

(Name of Assignee) 

a corporation 

(Type of Assignee, e.g., corporation, partnership, university, government agency, etc.) 

states that, for the patent application/patent identified above, it is (choose one of options 1, 2, 3 or 4 below): 

1. 0 

2. ❑ 

The assignee of the entire right, title, and interest. 

An assignee of less than the entire right, title, and interest (check applicable box): 

  The extent (by percentage) of its ownership interest is  %. Additional Statement(s) by the owners 
holding the balance of the interest must be submitted to account for 100% of the ownership interest. 

❑ There are unspecified percentages of ownership. The other parties, including inventors, who together own the entire 
right, title and interest are: 

Additional Statement(s) by the owner(s) holding the balance of the interest must be submitted to account for the entire 
right, title, and interest. 

3. ❑ The assignee of an undivided interest in the entirety (a complete assignment from one of the joint inventors was made). 
The other parties, including inventors, who together own the entire right, title, and interest are: 

Additional Statement(s) by the owner(s) holding the balance of the interest must be submitted to account for the entire 
right, title, and interest. 

4. ❑ The recipient, via a court proceeding or the like ( e.g., bankruptcy, probate), of an undivided interest in the entirety (a 
complete transfer of ownership interest was made). The certified document(s) showing the transfer is attached. 

The interest identified in option 1, 2 or 3 above (not option 4) is evidenced by either (choose one of options A or B below): 

A. 

B. 

El An assignment from the inventor(s) of the patent application/patent identified above. The assignment was recorded in 
the United States Patent and Trademark Office at Reel  Frame  or for which a copy 

thereof is attached. 

A chain of title from the inventor(s), of the patent application/patent identified above, to the current assignee as follows: 

1. From: Orsini et al. To: Security First Corp. 

The document was recorded in the United States Patent and Trademark Office at 

Reel  028094 Frame  0896 or for which a copy thereof is attached. 

2. From: To: 

The document was recorded in the United States Patent and Trademark Office at 

Reel , Frame , or for which a copy thereof is attached. 

[Page 1 of 2] 
This collection of information is required by 37 CFR 3.73(b). The information is required to obtain or retain a benefit by the public which is to file (and by the USPTO to 
process) an application. Confidentiality is governed by 35 U.S.C. 122 and 37 CFR 1.11 and 1.14. This collection is estimated to take 12 minutes to complete, including 
gathering, preparing, and submitting the completed application form to the USPTO. Time will vary depending upon the individual case. Any comments on the amount 
of time you require to complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S. Patent and Trademark 

Office, U.S. Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND FEES OR COMPLETED FORMS TO THIS ADDRESS. SEND 
TO: Commissioner for Patents, P.O. Box 1450, Alexandria, VA 22313-1450. 

If you need assistance in completing the form, call I-800-PTO-9199 and select option 2. 
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PTO/AIA/96 (08-12) 
Approved for use through 01/31/2013. OMB 0651-0031 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it displays a valid OMB control number. 

STATEMENT UNDER 37 CFR 3.73(c) 

3. From: To: 

4. From: 

The document was recorded in the United States Patent and Trademark Office at 

Reel  Frame  or for which a copy thereof is attached. 

To: 

The document was recorded in the United States Patent and Trademark Office at 

Reel  Frame  or for which a copy thereof is attached. 

5. From: To: 

6. From: 

❑✓ 

The document was recorded in the United States Patent and Trademark Office at 

Reel  Frame  or for which a copy thereof is attached. 

To: 

The document was recorded in the United States Patent and Trademark Office at 

Reel , Frame , or for which a copy thereof is attached. 

❑ Additional documents in the chain of title are listed on a supplemental sheet(s). 

As required by 37 CFR 3.73(c)(1)(i), the documentary evidence of the chain of title from the original owner to the 
assignee was, or concurrently is being, submitted for recordation pursuant to 37 CFR 3.11. 

[NOTE: A separate copy (i.e., a true copy of the original assignment document(s)) must be submitted to Assignment 
Division in accordance with 37 CFR Part 3, to record the assignment in the records of the USPTO. See MPEP 302.08] 

The undersigned (whose title is supplied below) is authorized to act on behalf of the assignee. 

/Kent B. Chambers/ January 20, 2021 
Signature 

Kent B. Chambers 
Date 

38,839 

Printed or Typed Name Title or Registration Number 

[Page 2 of 2] 
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Privacy Act Statement 

The Privacy Act of 1974 (P.L. 93-579) requires that you be given certain information in connection with your 
submission of the attached form related to a patent application or patent. Accordingly, pursuant to the 
requirements of the Act, please be advised that: ( 1) the general authority for the collection of this information is 35 
U.S.C. 2(b)(2); (2) furnishing of the information solicited is voluntary; and (3) the principal purpose for which the 
information is used by the U.S. Patent and Trademark Office is to process and/or examine your submission related 
to a patent application or patent. If you do not furnish the requested information, the U.S. Patent and Trademark 
Office may not be able to process and/or examine your submission, which may result in termination of proceedings 
or abandonment of the application or expiration of the patent. 

The information provided by you in this form will be subject to the following routine uses: 

1. The information on this form will be treated confidentially to the extent allowed under the Freedom of 
Information Act (5 U.S.C. 552) and the Privacy Act (5 U.S.0 552a). Records from this system of records 
may be disclosed to the Department of Justice to determine whether disclosure of these records is 
required by the Freedom of Information Act. 

2. A record from this system of records may be disclosed, as a routine use, in the course of presenting 
evidence to a court, magistrate, or administrative tribunal, including disclosures to opposing counsel in the 
course of settlement negotiations. 

3. A record in this system of records may be disclosed, as a routine use, to a Member of Congress 
submitting a request involving an individual, to whom the record pertains, when the individual has 
requested assistance from the Member with respect to the subject matter of the record. 

4. A record in this system of records may be disclosed, as a routine use, to a contractor of the Agency 
having need for the information in order to perform a contract. Recipients of information shall be required 
to comply with the requirements of the Privacy Act of 1974, as amended, pursuant to 5 U.S.C. 552a(m). 

5. A record related to an International Application filed under the Patent Cooperation Treaty in this system of 
records may be disclosed, as a routine use, to the International Bureau of the World Intellectual Property 
Organization, pursuant to the Patent Cooperation Treaty. 

6. A record in this system of records may be disclosed, as a routine use, to another federal agency for 
purposes of National Security review (35 U.S.C. 181) and for review pursuant to the Atomic Energy Act 
(42 U.S.C. 218(c)). 

7. A record from this system of records may be disclosed, as a routine use, to the Administrator, General 
Services, or his/her designee, during an inspection of records conducted by GSA as part of that agency's 
responsibility to recommend improvements in records management practices and programs, under 
authority of 44 U.S.C. 2904 and 2906. Such disclosure shall be made in accordance with the GSA 
regulations governing inspection of records for this purpose, and any other relevant ( i.e., GSA or 
Commerce) directive. Such disclosure shall not be used to make determinations about individuals. 

8. A record from this system of records may be disclosed, as a routine use, to the public after either 
publication of the application pursuant to 35 U.S.C. 122(b) or issuance of a patent pursuant to 35 U.S.C. 
151. Further, a record may be disclosed, subject to the limitations of 37 CFR 1.14, as a routine use, to the 
public if the record was filed in an application which became abandoned or in which the proceedings were 
terminated and which application is referenced by either a published application, an application open to 
public inspection or an issued patent. 

9. A record from this system of records may be disclosed, as a routine use, to a Federal, State, or local law 
enforcement agency, if the USPTO becomes aware of a violation or potential violation of law or regulation. 
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Doc Code: PA.. 

Document Description: Power of Attorney 
PTO/AIA/82A (07-13) 

Approved for use through 03/31/2021. OMB 0651-0035 
U.S. Patent and Trademark Office, U.S. DEPARTMENT OF COMMERCE 

Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it displays a valid OMB control number. 

TRANSMITTAL FOR POWER OF ATTORNEY TO ONE OR MORE 
REGISTERED PRACTITIONERS 

NOTE: This form is to be submitted with the Power of Attorney by Applicant form (PTO/AIA/82B) to identify the application to which the 
Power of Attorney is directed, in accordance with 37 CFR 1.5, unless the application number and filing date are identified in the Power of 
Attorney by Applicant form. If neither form PTO/AIA/82A nor form PTO/AIA82B identifies the application to which the Power of Attorney is 
directed, the Power of Attorney will not be recognized in the application. 

Application Number 13/371361 

Filing Date February 20, 2012 

First Named Inventor 
Rick L. Orsini 

Title Secure Data Parser Method and System 

Art Unit 2437 

Examiner Name Matthew Smithers 

Attorney Docket Number T00531-C1-A 

SIGNATURE of Applicant or Patent Practitioner 

Signature /Kent B. Chambers/ Date (Optional) January 20, 2021 

Name Kent B. Chambers Registration 
Number 

38,839 

Title (if Applicant is a 
juristic entity) 

Applicant Name (if Applicant is a juristic entity) 

NOTE: This form must be signed in accordance with 37 CFR 1.33. See 37 CFR 1.4(d) for signature requirements and certifications. If 
one applicant, use multiple forms. more than 

V *Total of 1 forms are submitted. 

This collection of information is required by 37 CFR 1.131, 1.32, and 1.33. The information is required to obtain or retain a benefit by 
the public which is to file (and by the USPTO to process) an application. Confidentiality is governed by 35 U.S.C. 122 and 37 CFR 
1.11 and 1.14. This collection is estimated to take 3 minutes to complete, including gathering, preparing, and submitting the completed 
application form to the USPTO. Time will vary depending upon the individual case. Any comments on the amount of time you require 
to complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S. Patent and 
Trademark Office, U.S. Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND FEES OR 
COMPLETED FORMS TO THIS ADDRESS. SEND TO: Commissioner for Patents, P.O. Box 1450, Alexandria, VA 22313-1450. 

If you need assistance in completing the form, call 1-800-PTO-9199 and select option 2. 
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Electronic Acknowledgement Receipt 

EFSID: 41691907 

Application Number: 13371361 

International Application Number: 

Confirmation Number: 7108 

Title of Invention: SECURE DATA PARSER METHOD AND SYSTEM 

First Named Inventor/Applicant Name: Rick L. Orsini 

Customer Number: 15314 

Filer: Kent Bryan Chambers/Celeste Scarborough 

Filer Authorized By: Kent Bryan Chambers 

Attorney Docket Number: 104093-0002-104 

Receipt Date: 20-JAN-2021 

Filing Date: 10-FEB-2012 

Time Stamp: 12:26:52 

Application Type: Utility under 35 USC 111(a) 

Payment information: 

Submitted with Payment no 

File Listing: 

Document 

Number 
Document Description File Name 

File Size(Bytes)/ 

Message Digest 

Multi 

Part /.zip 

Pages 

(if appl.) 

1 Power of Attorney T00531-C1-A_POA_82A.pdf 

213669 

no 1 
Ba55154506c5Ob71d62b0648177d917e11d 

57978 

Warnings: 
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Information: 

2 Power of Attorney SecurityFirst_POA_82B.pdf 

189734 

no 3 
46d2dc88cf8db0f87d2e41 a49f19f2167b6d 

b9f9 

Warnings: 

Information: 

118537 

3 Assignee showing of ownership per 37 

CFR 3.73 

T00531-C1-A_Statement_373. 

pdf 
no 3 

8095e6cbd09f2fc6ad68e551a6607621 e48 

9f59b 

Warnings: 

Information: 

Total Files Size (in bytes): 521940 

This Acknowledgement Receipt evidences receipt on the noted date by the USPTO of the indicated documents, 
characterized by the applicant, and including page counts, where applicable. It serves as evidence of receipt similar to a 
Post Card, as described in MPEP 503. 

New Applications Under 35 U.S.C. 111 

If a new application is being filed and the application includes the necessary components for a filing date (see 37 CFR 
1.53(b)-(d) and MPEP 506), a Filing Receipt (37 CFR 1.54) will be issued in due course and the date shown on this 
Acknowledgement Receipt will establish the filing date of the application. 
National Stage of an International Application under 35 U.S.C. 371 
If a timely submission to enter the national stage of an international application is compliant with the conditions of 35 
U.S.C. 371 and other applicable requirements a Form PCT/DO/EO/903 indicating acceptance of the application as a 
national stage submission under 35 U.S.C. 371 will be issued in addition to the Filing Receipt, in due course. 
New International Application Filed with the USPTO as a Receiving Office 
If a new international application is being filed and the international application includes the necessary components for 
an international filing date (see PCT Article 11 and MPEP 1810), a Notification of the International Application Number 
and of the International Filing Date (Form PCT/RO/105) will be issued in due course, subject to prescriptions concerning 
national security, and the date shown on this Acknowledgement Receipt will establish the international filing date of 
the application. 
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UNITED STATES PATENT AND TRADEMARK OFFIGE 
UNITED STATES DEPARTMENT OF COMMERCE 
United States Patent and Trademark Office 
Address. COMMISSIONER FOR PATENTS 

PO_ Box 1450 
Alexandria, P, gn.a 22313-1450 
wwu.-pto.g-

APPLICATION NUMBER I FILING OR 371(C) DATE I FIRST NAMED APPLICANT I ATTY. DOCKET NO./TITLE 

13/371,361 

15314 
Haley Guiliano LLP (S&L) 
75 Broad Street 
Suite 1000 
New York, NY 10004-3226 

02/10/2012 Rick L. Orsini 104093-0002-104 

CONFIRMATION NO. 7108 

POWER OF ATTORNEY NOTICE 

IIIII i iiiii iiiii iiiii 2285993 i 

Date Mailed: 01/27/2021 

NOTICE REGARDING CHANGE OF POWER OF ATTORNEY 

This is in response to the Power of Attorney filed 01/20/2021. 

• The Power of Attorney to you in this application has been revoked by the assignee who has intervened as 
provided by 37 CFR 3.71. Future correspondence will be mailed to the new address of record(37 CFR 1.33). 

Questions about the contents of this notice and the 
requirements it sets forth should be directed to the Office 
of Data Management, Application Assistance Unit, at 

(571) 272-4000 or (571) 272-4200 or 1-888-786-0101. 

/sleutchit/ 

page 1 of 1 
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UNITED STATES PATENT AND TRADEMARK OFFIGE 
UNITED STATES DEPARTMENT OF COMMERCE 
United States Patent and Trademark Office 
Address. COMMISSIONER FOR PATENTS 

PO_ Box 1450 
Alexandria, P, gn.a 22313-1450 
wwu.-pto.g-

APPLICATION NUMBER I FILING OR 371(C) DATE I FIRST NAMED APPLICANT I ATTY. DOCKET NO./TITLE 

13/371,361 02/10/2012 

33438 
TERRILE, CANNATTI & CHAMBERS, LLP 
P.O. BOX 203518 
AUSTIN, TX 78720 

Rick L. Orsini 104093-0002-104 

CONFIRMATION NO. 7108 

POA ACCEPTANCE LETTER 

IIIII i iiiii iiiii iiiii i 228599 i 

Date Mailed: 01/27/2021 

NOTICE OF ACCEPTANCE OF POWER OF ATTORNEY 

This is in response to the Power of Attorney filed 01/20/2021. 

The Power of Attorney in this application is accepted. Correspondence in this application will be mailed to the 
above address as provided by 37 CFR 1.33. 

Questions about the contents of this notice and the 
requirements it sets forth should be directed to the Office 
of Data Management, Application Assistance Unit, at 
(571) 272-4000 or (571) 272-4200 or 1-888-786-0101. 

/sleutchit/ 

page 1 of 1 
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Electronic Acknowledgement Receipt 

EFSID: 47541375 

Application Number: 13371361 

International Application Number: 

Confirmation Number: 7108 

Title of Invention: SECURE DATA PARSER METHOD AND SYSTEM 

First Named Inventor/Applicant Name: Rick L. Orsini 

Customer Number: 33438 

Filer: Michael Farjami/Evan Gunderman 

Filer Authorized By: Michael Farjami 

Attorney Docket Number: T00531-C1-A 

Receipt Date: 15-FEB-2023 

Filing Date: 10-FEB-2012 

Time Stamp: 19:43:04 

Application Type: Utility under 35 USC 111(a) 

Payment information: 

Submitted with Payment no 

File Listing: 

Document 

Number 
Document Description File Name 

File Size(Bytes)/ 

Message Digest 

Multi 

Part /.zip 

Pages 

(if appl.) 

1 
0890103C1_POA_Feb_15_23. 

pdf 

1160292 

yes 6 
d00d28251c6c7b27f0942ea9621a33911b5 

b9651 
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Multipart Description/PDF files in .zip description 

Document Description Start End 

Transmittal Letter 1 1 

Power of Attorney 2 6 

Warnings: 

Information: 

Total Files Size (in bytes): 1160292 

This Acknowledgement Receipt evidences receipt on the noted date by the USPTO of the indicated documents, 
characterized by the applicant, and including page counts, where applicable. It serves as evidence of receipt similar to a 
Post Card, as described in MPEP 503. 

New Applications Under 35 U.S.C. 111 
If a new application is being filed and the application includes the necessary components for a filing date (see 37 CFR 
1.53(b)-(d) and MPEP 506), a Filing Receipt (37 CFR 1.54) will be issued in due course and the date shown on this 
Acknowledgement Receipt will establish the filing date of the application. 
National Stage of an International Application under 35 U.S.C. 371 
If a timely submission to enter the national stage of an international application is compliant with the conditions of 35 

U.S.C. 371 and other applicable requirements a Form PCT/DO/EO/903 indicating acceptance of the application as a 
national stage submission under 35 U.S.C. 371 will be issued in addition to the Filing Receipt, in due course. 
New International Application Filed with the USPTO as a Receiving Office 
If a new international application is being filed and the international application includes the necessary components for 
an international filing date (see PCT Article 11 and MPEP 1810), a Notification of the International Application Number 
and of the International Filing Date (Form PCT/RO/105) will be issued in due course, subject to prescriptions concerning 
national security, and the date shown on this Acknowledgement Receipt will establish the international filing date of 
the application. 

EX1009, Page 619



PTO/AIA/96 (08-12) 

Approved for use through 01/31/2013. OMB 0651-0031 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 

Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it displays a valid OMB control number. 

Attorney Docket No.: 0890103C1 
STATEMENT UNDER 37 CFR 3.73(c) 

Applicant/Patent Owner:  Security First Innovations, LLC 

Application No./Patent No.: 13/371,361 Filed/Issue Date:  2/10/2012 

Titled: SECURE DATA PARSER METHOD AND SYSTEM 

Security First Innovations, LLC, a Limited Liability Company 
(Name of Assignee) (Type of Assignee, e.g., corporation, partnership, university, government agency, etc.) 

states that, for the patent application/patent identified above, it is (choose one of options 1, 2, 3, or 4 below): 

1. X The assignee of the entire right, title, and interest 

2. ❑ An assignee of less than the entire right, title and interest (check applicable box): 

❑ The extent (by percentage) of it's ownership interest is %. Additional Statement(s) by the 
owners holding the balance of the interest must be submitted to account for 100% of the ownership interest. 

❑ There are unspecified percentages of ownership. The other parties, including inventors, who together own the 
entire right, title and interest are: 

Additional Statement(s) by the owner(s) holding the balance of the interest must be submitted to account for 
the entire right, title, and interest. 

3, n The assignee of an undivided interest in the entirety (a complete assignment from one of the joint inventors was made). 

The other parties, including inventors, who together won the entire right, title, and interest are: 

Additional Statement(s) by the owner(s) holding the balance of the interest must be submitted to account for 
the entire right, title, and interest. 

The recipient, via a court proceeding or the like ( e.g., bankruptcy, probate), of an undivided interest in the entirety 
4• (a complete transfer of ownership interest was made). The certified documents(s) showing the transfer is attached. 

The interest identified in option 1, 2 or 3 above (not option 4) is evidenced by either (choose one of options A or B 
below): 

A. An assignment from the inventor(s) of the patent application/patent identified above. The assignment was recorded 

in the United States Patent and Trademark Office at Reel, Frame, or for which a copy thereof is attached. 

OR 

B. FX-] A chain of title from the inventor(s), of the patent application/patent identified above, to the current assignee as 
follows: 

1. From: Orsini, et al.  To: SECURITY FIRST CORP. 

The document was recorded in the United States Patent and Trademark Office at 
Reel 028094, Frame 0896, or for which a copy thereof is attached. 

2. From: SECURITY FIRST CORP.  To: SECURITY FIRST INNOVATIONS, LLC 

The document was recorded in the United States Patent and Trademark Office at 
Reel 061262, Frame 0865, or for which a copy thereof is attached. 

[Page 1 of 2] 
This collection of information is required by 37 CFR 3.73(b). The information is required to obtain or retain a benefit by the public which is to file (and by the USPTO to process) 

an application. Confidentiality is governed by 35 U.S.C. 122 and 37 CFR 1.11 and 1.14. This collection is estimated to take 12 minutes to complete, including gathering, 

preparing, and submitting the completed application form to the USPTO. Time will vary depending upon the individual case. Any comments on the amount of time you require to 

complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S. Patent and Trademark Office, U.S. Department of Commerce, 

P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND FEES OR COMPLE'T'ED FORMS TO THIS ADDRESS. 

SEND TO: Commissioner for Patents, P.O. Box 1450, Alexandria, VA 22313-1450. 

If you need assistance in completing the form, call 1-800-PTO-9199 and select option 2. 
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PTO/AIA/96 (08-12) 

Approved for use through 01/31/2013. OMB 0651-0031 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 

Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it displays a valid OMB control number. 

STATEMENT UNDER 37 CFR 3.73(c) 

3. From:  To:  
The document was recorded in the United States Patent and Trademark Office at 
Reel  , Frame , or for which a copy thereof is attached. 

4. From:  To:  

The document was recorded in the United States Patent and Trademark Office at 
Reel  , Frame , or for which a copy thereof is attached. 

5. From:  To:  

The document was recorded in the United States Patent and Trademark Office at 
Reel  , Frame , or for which a copy thereof is attached. 

6. From:  To:  
The document was recorded in the United States Patent and Trademark Office at 
Reel  , Frame , or for which a copy thereof is attached. 

Additional documents in the chain of title are listed on a supplemental sheet(s). 

n As required by 37 CFR 3.73(c)(1)(i), the documentary evidence of the chain of title from the original owner to the 
assignee was, or concurrently is being, submitted for recordation pursuant to 37 CFR 3.11. 

[NOTE: A separate copy (i.e., a true copy of the original assignment document(s)) must be submitted to Assignment 
Division in accordance with 37 CFR Part 3, to record the assignment in the records of the USPTO. See MPEP 302.08] 

The undersigned (whose title is supplied below) is authorized to act on behalf of the assignee. 

/farshad farjami/  
Signature 

February 15, 2023 
Date 

Farshad Fariami, Esq. 41,014 
Printed or Typed Name Title or Registration Number 

[Page 2 of 2] 
This collection of information is required by 37 CFR 3.73(b). The information is required to obtain or retain a benefit by the public which is to file (and by the USPTO to process) 

an application. Confidentiality is governed by 35 U.S.C. 122 and 37 CFR 1.11 and 1.14. This collection is estimated to take 12 minutes to complete, including gathering, 

preparing, and submitting the completed application form to the USPTO. Time will vary depending upon the individual case. Any comments on the amount of time you require to 

complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S. Patent and Trademark Office, U.S. Department of Commerce, 

P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND FEES OR COMPLETED FORMS TO THIS ADDRESS. 

SEND TO: Commissioner for Patents, P.O. Box 1450, Alexandria, VA 22313-1450. 

If you need assistance in completing the form, call 1-800-PTO-9199 and select option 2. 
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Doc Cade: PA.. 
PTOtAIAl82A (07-13) 

Document Description: Power of Attorney Approved for use through 03131/2-021.0nre 0651-0035 

U.S. Patent acid Trademark Office; U.S DEPARTMENT OF COMMERCE 
Under the Paperwork Retlnction Act of iccb, no persons are required to respond to a collection of inforrnation uriless it displays a valid OlVB Mlt3'ol nUrriber. 

4r 

TRANSMITTAL FOR POWER OF ATTORNEY TO ONE OR MORE 
REGISTERED PRACTITIONERS 

MOTE: This form is to be submitted with the Power of Attorney by Applicant form (PTO/AID%8213) to identify the application to which the 
Power of Attorney is directed, in accordance with 37 CFR 1.5, unless the application number and filing date are identified in the Power of 
Attorney by Applicant form. If neither form PTO/AIA/82A nor form PTO/AIA823 Identifies the application to which the Power of Attorney is 
directed, the Power of Attorney will riot be recognized in the application. 

Application Number 

Filing Date 

First Named Inventor 

Title 

Art Unit 

Examiner Name 

Attorney Docket Number 

131371,361 

2/10/2012 

Orsini 

SECURE DATA PARSER METHOD AND SYSTEM 

0390 1 03 1 

SIGNATURE of Applicant or Latent Practitioner 

Signature /Farshad Farjami/ 
*fame Farshad Farjami 

Date (Optional) 2/15/2023 
Registration 
Number 

41014 

Title (if Applicant is a 
Jurisk entity) 

Applicant dame ( if Applicant is a juristic entity) 

NOTE: This form must be signed in accordance with 37 CFR 1.33. See 37 CFR 1.4(d) for signature requirements and certifications. If 
more than one applicant, use multiple forms. 

*Total of forms are submitted. 

This collection of information is required by 37 CFIR 1.131, 1.32, and 1.33. The information is required to obtain or retain a benefit by 
the public which is to file (arid by the USPTO to process) an application. Confidentiality is /governed by 35 U.S.C. 122 and 37 CFR 
1.11 and 1.14. This collection is estimated to take 3 minutes to complete, including gathering, preparing, and Submitting the completed 
application form to the USPTO. Time will vary depending upon the individual Case. Any comments on the amount of time you require 
to complete this fordo and/or suggestions for reducing this burden; should be sent to the Chief Information Officer, U.S. Patent and 
Trademark Office, U.S. Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND FEES OR 
COMPLETED FORMS TO THIS ADDRESS. SEND TO: Commissioner for Patents, P.O. Box 1450, Alexandria, VA 22313-1450, 

If you need assistance in comp feting the form, calf i-800-PTO-9199 rapd se-Ifect option 2. 
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Name 

Appruvnder use t'rou,,h 1 . Dt•4 ocis1-003{ 
U PutentandTtadernaik to ;re: u.5. DFP P MEN) OP Ci 'o?riERCE 

Under the F•apet work F c tuctitl:, Act of 199;1, no persons are rcgui• t• t•s•rd to a coltedfioil or inforrrit;on unjef:s, it d!sa„•yg.. valid ' SAC: c•ntroi ;: urnhur.: 

POWER OF ATTORNEY TO PROSECUTE APPLICATIONS BEFORE THE USPTO 

i hereby revoke all previous powers Of attorney given in the application identified in  37 (CFQ 3.73f€ she attached statement under.   

i hereby appoint 

i ,'• Practitioners a: scClr:;ed with the Customer Nurrias:?f: 

  OR 

i PMCLitioner(s) named below (if mpfe thaq ten patent practiiiNV-js are to ne named, then a clsstotri sr number mast be used): 

189503 

Name. Registration 
Number 

Name Registra#io;1 
Number 

a.5 attcrney(s) or aget,rgs) to represent the undersigned before the United Stag-s f atent end -Trademark O₹f WSPTD) in connection ,, ith 
any and onli patent applicailons assigned only to the unders gned.according to the WPM assignment recwds or assignment documents 
attached to this fora: in accordance .yiin 37 CFR "3. 3jb),  

Please change the Qorrespcnderlee address f6r the ap#ifeation 'identified in the. attached stateme4it under 37 CFR i:73(b) to; 

i i 8i5D3 The address associated tA+-i₹h Ousioffiisc tilurribt:r: 

OR 
Firm or 
mdif dual Name 

Address 

City 

Country 

Telephon 

State Zip. 

,Assignee Nanie and Address: 

Security i ttst. innovations, LLC 
44035 pipeline Plaza, Suite 140 
Ashburn, VA 20147 

I Ema;) 

.A copy of this form, together with a state -lent undor 37 CFR 3.73(bj {f=orm i'T•IS$l$6 or equivalent) is required to be 
filed in each application inwhich this form used. The statement under 37 CFR 3.73(b ) may be Completed by one of 
the PractitE;zners appointed in this form if the appointed practitioner is authorized to act on behalf of the assignee, 
and must iw'enfify the application in which this Power of Attorney is to be fled. 

tG[dA7#JRE a# Assicunee of Record 
al ai L sis it s fir€ title uppticd beck is atiftirorzxed to alt on behalfoF the ;is i ee 

•.  

f••r: Leo Guthart 

Title Member, Security First Innovations, LLC 
Thisc i•c_ron of • rr •!atm is , er0 rd by 37 CFA'. 1 + .32and 1 33 The information is -oclLI i to obta!r. rr re;a;n h nel it by iy: „,: blic wi':L;..s a ff • ;and 
o{ e t1.,r' i C r• .•r 1 an a n ic•hor Gantident,ul :,c iS goven:ed by s, U.S:C. 122 and 3-(:CFR 111 and 1:14. This ra;lc•t o.. ;s esh:na„Y, to take 3 nin tes 
to < ir: to inC:::et;r +r ! rtg. ,;c-panng, :::,+ s:.°,r ! i .nod the xmmoeter3 apglii hoes fCrrr iii thss LESt•'rSJ. lime .v;ll vary :: pending ::pn:: e : vxtu:!ica: Arra 

;?. cs mfrs.^.+s nn is^.e :..o..,.t of i',' v'J'J re•x' ire fry s.nmpfa e`th Wi r. and.or .suggestions far re-during this l:ttrde shasi:+ 'r:r= sent to file f t::, ` In:`:,rma?i,^.n 
cn t; t a:::; TrF, dB .^.:3'!i G•i:ic•, 0.S 'Dcparfinent of Commence,- P.G. Box 145E giexanCnA. VA .2.1.:13.14:.:• DO N, c,•:.. •• " - 

K••s TO T i tiw' A0[jF? ,9 END To,. Ct•rnMISSiorter for PateantS; P £3: 13ox 9450, Alexandria, VA 22313-1430. 

If you rVed assistance in cor,1pfetit the form, call 1-$oa-pro-919.9 and select aotioJi:s 

Date 
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Rrivac•r Act Statement 

The Privacy ,Act of / 974 (P,L_ 93-579) requires that you be given certain information in connection 
with your sf_ bm!ssion o₹ the attached form related to a patent application. o, patent. A;. cordingly. 
Pursuant «, th,:, rec; airsrn tits of the Act, p€ease €3e advised that., (1) the genera l at!lhority for the 
coilection of this infvrrmaticn is 35 U.S.C.' 2(b)(2); (2) furnishing of the information solir,ited is voluntary; 
and (3) the prin :ipa' .Durnose for which the rnfomnatron is. used by.the U.S. Patent and Tu-i jerriark 
Office is to process andfor examii.-te your submission related to a patent apf lication or patent: if you do 
not fur,is:h the requested inforn alion, the U.S_ Patent and Trademark Office may not be ab,e tc 
process anrllor examine your submission, which may result in termination of proceevd.ings or 
abandonment of ttre application or expiration of the. patent. 

The information provided by you in this form will be subject to the following routine uses: 

'1 The information on this forrn:will be treated confidentially to the extent allowed under the 
Freedom of Information Act (5 U:S,C: 552) and the Privacy Art, (5 U.S.0 552a). Records from 
this system: of records may be disclosed to the Department of Justice to determine disclosure whetherof these records is required by the Freedom of Information .Act. 

2. A record from this system of records May be disclosed, as a routine use, in the course of 
presenting evffence to a;eourt, rr?agistrate, or administrative tribunal, ineludin.g disc€osures to 
opposing counsel in the course of settletpent negotiations. 

3 A record in this system of records may be disclosed, as a routine use, to a Member of 
Congress submitting a request involving an indivIidual, to whom the record pertains, when the 
individual has requested assistance from the Member with respect to the subject'Matter'of the. 
record., 

4 A record in this system of records may be disclosed, as a routine use; to a contractor of the 
Agency having need for the information in order to perform a contract. Recipients of 
information shail be required to comply with the requirements of the Privacy Act of 1974; as 
amended; pursuant 10 5 U,S.C. 552ai(m). 

5. A,record related to an international Application filed tender the t= Plnat: Cooperation Treaty in 
this system of records may be disclosed, as a routine use, to the International, Bureau of the 
World intellectual Property Organization., pursuant to the Patent Cooperation Treaty, 

6 A record in this :system. of records may be disclosed, as a routine use, to another federal'. 
agency for purposes of National Security revlew (35 U.S.C. 981) and for review pursuant to 
the Atomic Energy Act (42 U.S.C., 218(c)). 

7, A record from this system of records may be disclosed, as a routine use, to the Administrator, 
General Services, or his/her designee, during an inspection of records conducted by GSA as 
part, of that agency's responsibility to recommend improvements in records management 
practices and programs, under authority of 44 U.;S.C;. 2go4 and 2905. Such disclosure shall 
be made in accordance with the GSA regulations governing inspec•fon of records for this 
purpose, and any other relevant (Le. ; GSA or Commerce) directive. Such disclosure shalt not 
be used to make determinations about individuals, 

8, A record from this system of records may:be disclosed, as a routine use; to the public after 
either publication of the application pursuant to 35 U.S.C. .122(b) or issuance of a patent 
pursuant to 35 U.&C- IS1. Further, a record relay be:disclosed, subject to the lim itations of 3 
CFR 1.14, as a routine use, to the public ifthe record was filed in an application which 
became abandoned or ire :which the proceedings were #erminated and which application is 
referenced b either a .published app€ication, art application open to perblic inspectirrn or an 
issued patent. 

9 A record fr'arra this system of records may be disclosed, as a routine use, to a Federal: Skate, 
or local; later e.ruorce;-nent agenW.. ff the USPTQ becomes aware of a 0oiation or p<rtcrntial 
violation o€ law or regulation:: 
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FARJAMI & FARJAMI LLP 
A N INTELLECTUAL PROPERTY LAW FIRM 

www.far7arni..coEn  

26522 La Alameda Avenue, Suite 360 
Mission Viejo, California 92691 

tel: (949) 282-1000 
fax: (949) 282-1002 

ELECTRONIC TRANSMISSION COVER SHEET 

Date: 

To: 

Re: 

February 15, 2023 

United States Patent and Trademark Office 
Examiner: Smithers, Matthew; Art Unit: 2437 

Application Serial No.: 13/371,361 
Filing Date: 2/10/2012; First-Named Inventor: Orsini 
Attorney Docket No.: 0890103C 1 

From: Farjami & Farjami LLP 

Number of pages including the cover sheet: 6 

Message: 

Enclosed, please find: 

1. Transmittal for Power of Attorney (Form PTO/AIA/82A); 

2. Statement Under 37 CFR 3.73(c) (Form PTO/AIA/96); and 
3. Power of Attorney Document (Form PTO/AIA/82B) 

Authorization is hereby given to the Commissioner to charge any fees associated with this 

communication or credit any overpayment to Deposit Account 50-0731. 

Thank you. 

The documents accompanying this electronic transmission contain PRIVII_FGED AND CONFIDENTIAL information intended only 
for use of the individual or entity named above. If you are not the intended recipient, disclosure, copying, distribution or use of the 
contents of this electronic transmission information is prohibited. If you have received this electronic transmission in error, please 
immediately notify us by telephone and return the original electronic transmission to us at the above address via U.S. Postal Service. 
We will reimburse you for all expenses incurred. 
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UNITED STATES PATENT AND TRADEMARK OFFIGE 
UNITED STATES DEPARTMENT OF COMMERCE 
United States Patent and Trademark Office 
Address. COMMISSIONER FOR PATENTS 

PO_ Box 1450 
Alexandria, P, gn.a 22313-1450 
wwu.-pto.g-

APPLICATION NUMBER I FILING OR 371(C) DATE I FIRST NAMED APPLICANT I ATTY. DOCKET NO./TITLE 

13/371,361 02/10/2012 

33438 
TERRILE, CANNATTI & CHAMBERS, LLP 
P.O. BOX 203518 
AUSTIN, TX 78720 

Rick L. Orsini 089010301 
CONFIRMATION NO. 7108 

POWER OF ATTORNEY NOTICE 

IIIII 
C000000 37439766 

Date Mailed: 02/22/2023 

NOTICE REGARDING CHANGE OF POWER OF ATTORNEY 

This is in response to the Power of Attorney filed 02/15/2023. 

• The Power of Attorney to you in this application has been revoked by the applicant. Future correspondence 
will be mailed to the new address of record(37 CFR 1.33). 

Questions about the contents of this notice and the 
requirements it sets forth should be directed to the Office 
of Data Management, Application Assistance Unit, at 

(571) 272-4000 or (571) 272-4200 or 1-888-786-0101. 

/sltorres/ 

page 1 of 1 
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UNITED STATES PATENT AND TRADEMARK OFFIGE 
UNITED STATES DEPARTMENT OF COMMERCE 
United States Patent and Trademark Office 
Address. COMMISSIONER FOR PATENTS 

PO_ Box 1450 
Alexandria, P, gn.a 22313-1450 
wwu.-pto.g-

APPLICATION NUMBER I FILING OR 371(C) DATE I FIRST NAMED APPLICANT I ATTY. DOCKET NO./TITLE 

13/371,361 

189503 
Security First Innovations, LLC 
C/O Farjami & Farjami LLP 
26522 La Alameda Ave., Suite 360 
Mission Viejo, CA 92691 

02/10/2012 Rick L. Orsini 089010301 
CONFIRMATION NO. 7108 

POA ACCEPTANCE LETTER 

IIIII 
C000000 37439776 

Date Mailed: 02/22/2023 

NOTICE OF ACCEPTANCE OF POWER OF ATTORNEY 

This is in response to the Power of Attorney filed 02/15/2023. 

The Power of Attorney in this application is accepted. Correspondence in this application will be mailed to the 
above address as provided by 37 CFR 1.33. 

Questions about the contents of this notice and the 
requirements it sets forth should be directed to the Office 
of Data Management, Application Assistance Unit, at 
(571) 272-4000 or (571) 272-4200 or 1-888-786-0101. 

/sltorres/ 

page 1 of 1 
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