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| Section/Topic |

Almeroth Declaration (EX1002)

Petition re: '976 Patent

Grounds for
Unpatentability:

Overview and
Motion to
Combine

V1 GROUND L: Chincholi in Combination With Kiggert And Clegg and

A, Overview and Motivation to Combine

renders claims 1-30 obvious. A= discussed in miore detail below, Chinchioli teaches!

streams from one or more applications. (EX1005 at [0122-0123])
EX1002 q 68 (identical image omitted).

VIIL. GROUND 1: Chincholi in Combination With Riggert And Clegg and
Renders Claims 1-30 Obvious'

A, Overview and Motivation to Combine

Chincholi in combination with Riggert and Clegg renders claims 1-30
obvicns. (EX1002 763.) As discussed in more detail below, Chincholi teaches the
same architecture as the "976 patent, including a wireless networking device with.
multiple transceivers, each having actual MAC and PHY interfaces. (/) Chincholi
uses a single “Opportunistic Multiple-Medium Access Control (MAC) Aggregation
Layer” positioned above the actual MAC-PHY layers of each transceiver, to
aggregate available bandwidth portions to efficiently meet the requirements of data
streams from one or more applications. (EX1005 at [0122-0123])

Petition at 10 (identical image omitted).

69. Cluncholi expressly discloses recerving, at the OMMA layer, feedback
information regarding bandwidth availability on a per-transceiver basis and feeding
that information back to the OMMA layer’s virtual MAC fonction. (EX1003 at
[0137].) Becavse Chinchali already discloses a partial virtualization of the MAC
function at the OMMA layer, a POSITA would have been motivated leverage this|
virtualization at the OMMA transceiver interfaces to further increase flexibility in|
the'systeml Specifically, in my opinion, rather than implement static (and limited)

Chincholi expressly discloses receiving, at the OMMA layer, feedback
information regarding bandwidth availability on a per-transceiver basis and feeding
that information back o the OMMA laver's virtual MAC fonction. (EX1002 169;
see also EX1005 [0137] ) Because\Chincholialready discloses a partial
virtualization of the MAC function at the OMMA layer, a POSITA would have.
been motivated leverage this virtualization at the OMMA/transceiver interfaces to,
fther increase flexibility i the system: (EX1002 769.) Specifically, rather than
implement static (and limited) interfaces between Chincholi’s OMMA layer and
each RAT, a POSITA would have recognized the opportunity to implement
“virtual PHY ™ interfaces.

Petition at 11-12.

Comparison of Almeroth Decl. (Ex. 1002) vs. Petition
Identical, Minor Changes, Paraphrased

Samsung v. XiFi (IPR2025-01205)
Patent Owner XiFi’s Exhibit 2006, Page 2



| Section/Topic | Almeroth Declaration (EX1002) Petition re: ‘976 Patent

interfaces between Chincholi's OMMA layer and each BA—ie . each network
protocol stack and associated transcerver—a POSITA would have recognized the
opportunity to implement “virinal PHY™ interfaces. By 2013, virtualization was a
well-understood and widely used tool in computing A POSITA would have
recognized that applying virtnalization at the OMMA/transceiver interface—by
adding one or more virtwal PHY interfaces—would have been a straightforward

extension of Clhuncholi’s basic architecture and system design.

EX1002 9 69.
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| Section/Topic |

Almeroth Declaration (EX1002)

Petition re: ‘976 Patent

T0. Providing a “virtnalized” PHY mterface between the OMMA layer and
the RATs in Chincholi would have been particularty beneficial in implementing an
§02.11-based system. This is because implementing virtualized PHY interfaces
would allow the system to accommodate communication channels with wireless
devices that may operate using various different generations of the 802.11 standards.
(EX1005 at [0134] (teaching that “[a] Wi-Fi RAT may be a IEEE802.11a RAT, a
IEEES02 11ac RAT. a IEEER0Z.11af RAT, etc.™)) Virtualization of the physical
interface for this purpose is tanght, for example, in background reference US. Patent
Bpplication 20090131691 ("Jain™) (5= EX1007 at [0034-0037]). A POSITA
would have recopnized that virtnalizing the interfaces between Chincholi’s OMMA
layer and individual EATs would result in a flexible and “reconfigurable™ PHY
interface that could be used to match the different needs of potential recipient devices
and networks, (EX1007 (Jain) at [0033].).

71. A POSITA would have understood that one way of implementing
virtualized PHY interfaces to further enhance Chincholi is taught in Riggert. Riggert
teaches a “bondable virtual interface™ which provides a virtnalized, flexible interface
to the actual PHY interfaces that can be used generically and thus easily substituted
across differently configured PHY interfaces in the system. (EX1008 at [0065].)
EX1002 99 70-71 (identical figure omitted).

“Virtual” PHY interface between the OMMA laver and the RATs in Chincholi
would have been particularly beneficial in implementing an 802.11-based system.
This 13 becanse virtnal PHY interfaces would have allowed the system fo
different generations of the 802.11 standards. (EX1002 770; see alro EX1005 [0034)
(teaching that “[a] Wi-Fi RAT may be a IEFE802.110 RAT, a [EEE§02.11ac RAT,
a IEEE802.11af RAT, etc™)) Virtualization of the physical interface for this
purpose 15 taught, for example, m backgronnd reference U S. Patent Application
ROOSHOIIGOINETEER) (See EX1007 [0034-0037]); (EX1002 770). A'POSITA
would have recognized that virtualizing the interfaces between Cluncholi’s OMMA
layer and individual RATs would result in a flexible and “reconfigurable”™ PHY
interface that could be vsed to match the different needs of recipient devices and
fetworks. (EX1002 770; ez alse EX1007 (Jain) [0033].).

A POSITA would have understood that one way of implementing virtualized
PHY interfaces to further enhance Chincholi i tanght in Riggert. (EX1002 971.)
Rigeert's “bondable virtual interface” provides a virmalized, flexible interface to the
actual PHY interfaces that can be used generically and thus easily substituted across
differently configured PHY interfaces in the system. (EXI006 [0065])
Petition at 12-13 (identical figure omitted).
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| Section/Topic |

Almeroth Declaration (EX1002)

Petition re: ‘976 Patent

T72. A POSITA would have been motivated to modify Chincholi according
to the teachings of Riggert’s “virtual PHY™ to improve the zystem of Chincholi. The
references both arise in the same field of endeavor and are similarly addressed to
increasing bandwidth efficiency and throughput in multi-transceiver. wireless
communication networks. (EX1005 at [0002] (“Wireless technologies have been
demanding higher data throughput ratez and lower latencies™); EX1006 at [0004]
{("In the field of data streaming in a network, there is a problem in that data streaming
from a sending endpoint to a recipient endpoint may be detrimentally affected by
limited network bandwidth . . . .7).) Both references address 802.11 type systems
specifically. (See, e.g, EX1003 at [0138]; EX1006 at [0057].) Riggert’s “bondable
virtual interface” would improve thié ystem of Chincholi by providing a flexible,
universalinterface between the OMMA layer and the actual transceiver resources.
(EX1006 at [0063] (“The bondable virtual interfaces 236 and 336 conform to an
interface, which allows them to be used generically in the framework.™).) The
combined system would improve Chincholi by allowing the OMMA controller to
interface with configurable sets of potentially differently configured RATs, a benefit
that cannot be achieved alone by Chincholi’s system. This combination would allow
Chincholi’s system to operate seamlessly with a wider variety of recipient devices,
potentially operating on different versions of the 802.11 standards.

EX1002 9 72.

A POSITA would have been motivated to modify Chincholi according to the
teachings of Riggert’s “virtual PHY™ to improve the system of Chincholi. (EX1002
¥72.) The references arise in the same field of endeavor and are similarly addressed
to increasing bandwidth efficiency and throughput in multi-transceiver, wireless
communication networks. (EX1005 [0002] (“Wireless technologies have been
demanding higher data throughput rates and lower latencies™); EX1006 [0004] (“In
the field of data streaming in a network, there is a problem in that data streaming
from a sending endpoint to a recipient endpoint may be detrimentally affected by
limited network bandwidth . . . ")) Both specifically address 802.11 type systems.
(See, eg. EX1005 [0138]; EX1006 [0037].) Riggert's “bondable virtual interface™
improved the system of Chincholi by providing a flexible. universal interface
between the OMMA layer and the actnal transceiver resources. (EX1002 §72;
EX1006 [0065] (“The bondable virtual interfaces 236 and 336 conform to an
interface, which allows them to be vsed generically in the framework.™).) The
combined system improved Chincholi by providing a universal interface between
the OMMA controller and sets of potentially differently configured RATs, a benefit
that cannot be achieved alone by Chincholi's system. (EX1002 771 This
combination allowed Chincholi’s system to operate seamlessly with a wider variety
of recipient devices operating on different versions of the 802.11 standards_ (7))

Petition at 13-14.
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| Section/Topic |

Almeroth Declaration (EX1002)

Petition re: ‘976 Patent

73. Inmy opinion, implementing Riggert’s virtualized PHY interfaces into
Chincholi would have been straight-forward, requiring no more than the exercize of
ordinary skill in the art, given that Chincholi already contemplates a virtualization
of the MAC fonction at the OMMA layer. A POSITA would have been well aware
of virtualization as a general technique in computing by 2013 and, given the
guidance provided by Riggert in combination with the architecture of Chincholi,
would have understood how to implement virtwalized PHY mnterfaces to extend
Chincholi’s basic architecture and system. In my opinion, based on the above, a
POSITA would have recognized that the combination could be accomplished with a

reasonable expectation of success.
74. In addition, Chincholi teaches continuous monitoring of the “number
of available rezources on the mediom™ and techniques for distributing [P packets
across the RATs accordingly. (EX1003 at [0161]) In my opinion, Chincholi’s
approach enables the system to respond to bandwidth channels, or portions of
bandwidth channels, becoming unavailable during transmission of a data stream.
(EX1005 170153, 0196.) In my opinion, a POSITA would have understood that
Chincheli’s monitoring and response techniques could be forther enhanced by the
teachings of Clegz. Inmy opinion Clegp teaches techniques for addressing carrier-
specific interference within bandwidth channels, which allows any given channel
the ability to use the full channel bandwidth that is not unavailable for
communication.  Like Chincholi and Riggert, Clegg arises in the field 302.11
wireless communication networks and iz addressed to increasing bandwidth
Efficiency (EXI009 at 1:25-37)
EX1002 9 73-74.

Implementing Riggert’s virtualized PHY interfaces into Chincholi would
have been straight-forward, requiring no more than the exercise of ordinary skill in
the art, given that Chincholi already contemplates a virtualization of the MAC
function at the OMMA layer. (EX1002 973.) Based on the above, a POSITA would
have recognized that the combination could be accomplished with a reasonable
expectation of success. (Jd.)

Also, Chincholi teaches comtinnous monitoring of the “number of available
resoufces on the medivm™ and distributing [P packets across the RATs accordingly.
(EX1005 [0161].) Chincholi’s approach enables the system to respond to bandwidth
channels, or portions of channels, becoming vnavailable during transmission of a
data stream. (EX1002 §74; see alro EX1005 Y0133, 0196.) A POSITA would have
understood this approach could be further enhanced by Clegg. (EX1002 174.) Clegg
channels, which allows any given channel the ability to use the full channel
bandwidth that iz not unavailable for communication Like Chincholi and Riggert,
Clegg arises in the field 802.11 wireless communication networks and is addressed
to increazing bandwidth efficiency. (EX1009 1:25-37.)

Petition at 14-15.
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| Section/Topic |

Almeroth Declaration (EX1002)

Petition re: ‘976 Patent

75. In my opinien, a POSITA would have been motivated to incorporate
the teachings of Clegg to improve the ChincholiRiggert system by allowing it to
more flexibly and efficiently wvtilize available bandwidth channels that may
experience carrier-specific interference within the chanmnels. Chincholi already
teaches dynamic allocation contiguous of non-contigpous channels, and Clegg
within any given channel. Inmy opinion, the teachings of Clegg are complimentary
to Chincholi, and a POSITA would have recognized that Clegg’s teachings could be
easily implemented into Chincholi without technical challenge.

76. The combined system and methods improve ChincholiRiggert by
allowing for any given channel full usage of the channel bandwidth that is not

unavailable for communication, a benefit not achieved alone by ChincholiRiggert.

EX1002 9 75-76.

A POSITA would have been motivated to incorporate Clegg to improve
ChincholiRiggert by allowing it to more flexibly and efficiently utilize available
channels that may experience carrier-specific interference. (EX1002 175 Chincholi
teaches dynamic allocation of contiguous or non-contiguous channels, and Clegg
within any given channel (EX1002 775.) Clegg complements Chincholi, and a
POSITA weuld have recognized Clegg’s teachings could be implemented info
Chincholi without technical challenge (EX1002 §75.)

The combined system and methods improve ChincholiRiggert by allowing
for any given channel full usage of the channel bandwidth that i= not unavailable for
communication, a benefit not achieved alone by ChincholiRiggert. This™
combination (Chincholi/Riggert/Clegg) allows the resulting systems and methods to
operate seamlessly with a wider variety of recipient devices operating on different
ersions of the/ 802 Iistandards! (EX1002 1776-77.)

Petition at 15.
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| Section/Topic |

Almeroth Declaration (EX1002)

Petition re: ‘976 Patent

Grounds for
Unpatentability:

Preamble

1. Claiml
a)  Ifpre]: A wireless networking device, comprising:

78. In my opinion and to the extent limiting, ChincholiRiggert/Clegg
dizcloses the preamble of claim 1. Chincholi discloses a system of wireless
networking devices configured “to manage multiple radio access technology (RAT)
interfaces™ and “enable opporfunistic RAT selection and aggregation for sending
data traffic over the RAT interfaces.” (EX1005 at [0003].) “In multi-BAT systems
reception and/or transmission may be performed over multiple RATs. For example,
a narwork terminal (NT) (e.g., an access point (AP) . . . ) and a wireless
transmit/receive unit (WIRU) . . . may communicate over multiple parallel paths ™
(EX1005 at [0002].)

79. Chincholi disclozes that a network terminal (“INT”), such as an access
point, of a wireless transmit’receive unit (“WTRU™) “may be configured to work in
an infrastructure mode or an adhoc mode, for example, 1n an IEEES02.11 based Wi-
Fisystem.” ie., both are a wireless networking device. [EX100F =t [0115].)

EX1002 94 78-79.

1. Claiml

a)  1[pre]: A wireless networking device, comprising:
Chincholi discloses “[s]ystems, methods, and instumentalities . . . for
managing multiple radio access technology (RAT) interfaces ..." (EXI1003,
Abstract; [0003]) and “enabl[ing] opportunistic RAT selection and aggregation for
sending data traffic over the RAT interfaces.™ (EX1003 [0003].) “In nmulti-RAT
s7stems reception and/or transmission may be performed over multiple RATs. For
example, a network terminal (NT) (e.g.. an access point (AP) . . .) and a wireless
transmitireceive unit (WIRU) . . . may communicate over multiple parallel paths.™
(EX1005 [0002])

Chincholi dizcloses that a network terminal (“"INL), such as an access point,
or a wireless transmit/receive unit (“WTRU™) “may be configured to work in an
infrastructure mode or an adhoc mode, for example, in an JEEES02.11 based Wi-Fi
system.” ie, both are a wireless networking device. [EX1005 [0115]) Thus, as
dizcussed in the below limitations, ChincholiRiggert/Clegg disclozes a wireless
networking device. (EX1002 T78-79.)

Petition at 16.
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| Section/Topic | Almeroth Declaration (EX1002) Petition re: ‘976 Patent

Grounds for b) 1] aprocessing interface that s connected 1o an b alsaprocessingintertics hatis comected o

Unpatentablllty- associated with a first application, the first application _

Claim 1{a g et wireless application providing, when the wireless networking
() mdﬁiﬁs!@s#@ﬁ@dhﬂgaﬁsrwwm e e and havine a

first wireless bandwidth requirement;
20. Inmy opinion, Chincholi Riggert/Clegg discloses thiz limitation. e e s . . witht i L.
‘application interface being associated a first application ... providing,

81. “application interface being associated with a first application ... T —————————————

providing, when the wireless networking device is being used, a first data stream™:
Chincholi discloses that “[u]sing multiple RATs simultaneously may provide the

benefit of increased bandwadth for an application (eg., an IP flow) as well as

discloses that “[u]sing multiple RATs simultansously may provide the benefit of
mncreased bandwidth for an application (eg., an IP flow) as well as increased
reliability.”™ (EX1005 [0191]; EX1002 TY80-81.) The first data stream of a first
increased reliability.” (EX1005 at [0191]) The first data stream of a first R
application is referred to as an “IP flow.” (EX1005 [0132] ("4 single IP flow may
refer to a stream of IP packets belong to a particular application ™)) In an 802.11
embodiment (Figure 3), IP packets associated with an application data stream come

application is referred to as an “IP flow.” (EX1003 at [0132] ("4 single IP flow
may refer to a stream of IP packets belong to a particular application.™).) In an
802.11 embodiment (Figure 5), IP packets associated with an application data stream

from or are destined to an IP layer 504, and thus the IP flow (ie. first data stream)
come from or are destined to an IP layer 504, and thus the IP flow (ie. first data

iz provided by the application when the wireless networking device i3 being used.
(EX1005 [0138], Table 1 (“S™ interface is for “Incoming/Outgoing IP Packets™).)

wsed. (EX1005 at [0138], Table 1 (“S” interface 1s for “Incoming/Outgoing IP

The interface from the IP layer for the IP stream “[S]” is therefore an application
Packets”).) The interface from the IP layer for the IP stream “[S]” is therefore an.

Petition at 16-17 (identical figure omitted).
EX1002 99 80-81 (identical figure omitted).
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Almeroth Declaration (EX1002)

Petition re: '976 Patent

82,  “aprocessing interface that is connected to an application interface™:
Chincholi further discloses that a “processing interface™ iz connected to its
“application interface”™  Chincholi’s processing inmferface iz referred an
“Opportunistic Multiple-Medium Access Control (MAC) Aggregation (OMMA)
loper ™ (EX10035 at [0003].) The ONMMA layer is a common layer/module between
the IP layer'module and the multiple RAT layers'modules. (EXI005 at [0137]; see
also id at [0120] (“[T]he single thin software layer may enable one RAT to operate
over industrial scientific medical (ISM) and another RAT to operate over a TVIWS
band for the same IP flow ")) AIPOSITANVGRIdhave understood thatheplain)
meanings of “interface” and “layer” in the context of the "976 patent are congruent,
which is underscored by the specification describing layers having the same
functionality as the claimed interfaces, and the prosecution history of the prior
related 591 patent, where Applicant interchangeably used the terms “layer” and
Finterface™ o deseribeFignre 1.(EX1017, Aug. 8, 2023 Eesponse to Non-Final
Office Action (“Figure 1 of the 10302013 "216 provisional shows a wireless
networking device in a “layer’ format. It includes an “application interface” with four
applications A-D.__Figure 1 also shows a process layer that forms an example of the
claimed “processing interface’.. Figure 1 also shows four individval actual MAC
layers connected to the processing interface . Figure 1 also shows a single actual
PHY layer connected to each one of the actual MAC layers.™).) Sumilarly, in s
Sept. 28, 2023 Claim Amendments, Applicant replaced the term “virtual PHY
layers™ with “virtual PHY interface.” (Jd, Sept. 28, 2023 Claim Amendments).

83, An exemplary OMMA layer enabling a dual RAT aggregation device.
in a 802.11n network is shown in Figure 5:

“@ processing interface that is connected to application interface™
Chincholi discloses a “processing interface™ is connected to its “application
interface ” Chincholi's processing interface is its “Opportunistic Multiple Medium
Access Control (MAC) Aggregation (OMMA) layer ™ (EX1005 [0003] ) This is a
common layer'module between the TP layermodule and the multiple RAT

layessimodules, (EX1005 [0137]; see also id [0120].) ANPOSITANWoHldNESTEN

e ey er A it er e todesebelFiguse 1. (EX1002 782; EX1017, Avg. 8,
2023 Response to Non-Final Office Action

An OMMA layer ensbling a dual-RAT aggregation device in a 802.11n

EEIONIN e proesses] (EXI00 [0137]); (EX1002 7783-85.) IHEIONINGN
“may allow for enhanced throughput and reduced latency for a single IP flow.”
(EX1005 [0220]5) The ONMMA layer is therefore a processing layer, which processzes
IP packets and provides an interface between the IP layer and actual MAC layers,
Le., a processing interface.

“first application ... having a first wireless bandwidth requirement”:
Chincheli teaches “a bandwidth requirement for an IP flow™ (EX1005 [260];
EX1002 986.)

Petition at 18-20 (identical figure omitted).
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| Section/Topic |

Almeroth Declaration (EX1002)

Petition re: '976 Patent

&4, The IP layer is connected to the OMMA layer and provides IP packets
that the OMMA layer processes. (EX1005 at [0137]) The OMMA “may allow for
enhanced throughput and reduced latency for a single IP flow.” (X100 at [0120].)
The OMMA layer is therefore a processing layer, which processes IP packets and
provides an interface between the IP layer and actual MAC layers, ie., a processing
interface.

EX1002 99 80-84 (identical figure omitted).

86, “first application ... having a first wireless bandwidth requirement”:
Chincholi teaches “a bandwidth requirement for an IP flow.™ (EX1005 at [260].)
EX1002 4 86.

“first application ... having a first wireless bandwidth requirement™:
Chincholi teaches “a bandwidth requirement for an [P flow™ (EX1005 [260];
EX1002 786.)

Petition at 20.

Grounds for
Unpatentability:

Claim 1(b)

<} /B first and second actual MAC interfaces connected
to the processing interface:

87. Inmy opinion, ChincholiRiggert/Clegg discloses this limitation.

8. Chincholi discloses first and second acfual MAC inferfuces connected
ltothe processing interface (i.e., the common OMMA layer). Figure 3, for example,
depicts a “dual RAT aggregation” with the common OMMA layer existing above
and connected to two RATs 5012 and 501b, which coraprise first and second actual
MAC interfaces 502, respectively. (EX1003 at [0138] (“The RATs 501a, 5015 may
comprise a MAC layerinoduls 502 and one or more physical layers'modules
303.7)

EX1002 99 87-88 (identical figure omitted).

processing interface (7., the OMMA layer). (EX1002 T787-82.) Figore 5 depicts a
“dual-BAT aggregation” with the common OMMA layer existing above and
connected to two RATs 501a and 501b, which respectively comprize first and second
actual MAC interfaces 502. (EX1005 [0138] (“The RATs 501a, 301b may comprise
a MAC layer/module 302 and one or more physical layers'modules 503.7))

Petition at 20 (identical figure omitted).
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Almeroth Declaration (EX1002)

Petition re: ‘976 Patent

Grounds for
Unpatentability:

Claim 1(c)

289, Inmy opinion, ChincholiRiggert/Clegg discloses thiz limitation

90. Each RAT in Chincholi comprizes ome or more physical laoyers.
(EX1005 at [0138] (“The RATs 501a. 501b may comprise a MAC layer/module 502
and one or more physical layers/imodules 5037)) The actual PHY layers are’
respectively connected to the actual MAC interfaces:
EX1002 99 89-90 (identical figure omitted).

Each RAT comprises one or more physical layers. (EX1005 [0138] (“The
RATs 501a, 501b may comprise a MAC layer/module 502 and one or move physical
layersinodules 503.7); (EX1002 7789-90.) Miieractual PHY layers are respectively)
connected to the actual MAC inferfaces:

Petition at 21 (identical figure omitted).

Grounds for
Unpatentability:

Claim 1(d)

e)  Ifd]: first and second wireless fransceivers respectively
asrociated with the first and second actual PHY
intarfaces, wherein each of the first and second wireless
travsceivers is suitable for wse in a wireless local area
network, and the first and second wirelsss transceivers,
respectively, (i) have a first and second bandwidth
availability up to a first and second actual bandwidihs,
and (ii) are adapted fo emit radio waves in first and
second different bands of frequencies;

91. Inmy opinion, ChincholiRiggert'Clegg discloses this limitation.

92, “first and second wireless transceivers respectively associated with
the first and second actual PHY interfaces ... suitable for use in a wireless local
area petwork™: Chincholi Figure 5 illustrates each actual PHY interface of each
RAT is azzociated with an antenna/radio frequency (RF) front-end pair. (EX1005
at [(133]) The antenna/vadio frequency (RF) front-end pairs in Figure and 5

e} 1[d]: first and second wireless transceivers
actual PHY interfaces, wherein each of the first and
second wireless transceivers is suitable for use in a
wireless local area network, and the first and second
wireless transceivers, respectively, (i) have a first
and second bandwidth availability up to a first and
second actual bandwidths, and (ji) are adapted to
emit radio waves in first and second different bands
of frequencies;
and second actual PHY interfaces ... suitable for use in a wireless local area
network™: Chincholi Figure 5 illustrates actual PHY interface of each RAT
associated with an antenna/radio frequency (RF) front-end patr. (EX1005 [0133];
EX1002 7991-92.) The antennafradie frequency (RF) front-end pairs in Figure 5

inclodes first and second transceivers.
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| Section/Topic |

Almeroth Declaration (EX1002)

Petition re: ‘976 Patent

93, In my opinion, a POSITA would have understood that a “transceiver”
iz a physical device that can both transmit and receive information.  Thus, each of
Chincholi’s disclosed “antennaRF front-end pairs™ are a transceiver because they
operate on wireless protocols that both transmit and receive data, such as
(EX1005 at
[0134]) In my opinion, a POSITA would have further understood that the

IEEES02.11, IEEES02 11ac, IEEES02 11af LTE, WCDMA. etc

transceivers in Figure 5 are associating with the actual PHY laver of each respective
BAT, az the PHY layer iz understood az the physical connection between a
transceiver and the rest of the RAT.

94, Chincholi also teaches that each RAT may implemented as a Wi-Fi
RAT, and thus their associated transceivers are suitable for use in a wireless local
area network, (EX1005 at [0134].)

EX1002 99 91-94.

A POSITA would have understood that a “transceiver” is a physical device that can
transmit and receive information. (EX1002 993.) Each of Chincholi’s disclosed
“antenna/BF front-end pairs™ is a transceinver becanse each operates on wireless
protocols that both transmit and receive data, such as IEEES02.11, IEEES02.11ac,
IEEES802.11af, LTE, WCDMA, etc. (EX1005 [0134]) A POSITA would have
further understood that the transcervers 1n Figure 5 are associated with the actual
PHY layer of each respective RAT, becanse the PHY layer iz the physical connection
between a transceiver and the rest of the RAT. (EX1002 193.)

Chincholi teaches that each RAT may be a Wi-Fi RAT, and thus their
associated transceivers are suitable for use in a wireless local area network. (EX1005
[0134]; EX1002 794.)

Petition at 24-25.
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95, “each ome of the first and second wireless transceivers ... has a first
and second bandwidth availability up to a first and second actual bandwidth ”: The
plain meaning of this limitation is that each of the wireless transceivers has at least
two bandwidth availabilities and two respective actual bandwidths. However, I
understand that Patent Owner has alleged in the paralle] litigation that this limitation
may be met by each of the two wireless fransceivers having ome respective
bandwidth availability up to an actual bandwidth. EXI013 at 19. Regardless, in ny
opimon, Chincholi discloses or renders obvious this limitation under either
interpretation

96, Inmy opinion a POSITA would have recognized that each transceiver
has an “actual” bandwidth (ie. total bandwidth of the transceiver) with a
“bandwidth availability™ that may be a subset of the actual bandwidth (ie, sub-
portions of the total bandwidth that are available for vse). Indeed, as Chincholi

teaches, the RATs associated with each transceiver provide “meta-data feedback™

“each one of the first and second wireless transceivers ... has a first and
second bandwidth availability up to a first and second actual bandwidth”: The
plain meaning of this limitation is that each wireless transceivers has at least two
bandwidth availabilities and two respective actual bandwidths. However, Patent
Ovwmer has alleged in the paralle] litigation that this limitation iz met if each of the
two wireless transceivers has only ome bandwidth avalability up to an actoal
bandwidth. (EX1013 19.) Chincholi discloses or renders obvious this limitation
vader either interpretation. (EX1002 795.)

A POSITA would have recognized each transceiver has an “actual”
bandwidth (total bandwidth of the transceiver) with a “bandwidth availability™ that
may be a subset of the actual bandwidth (sub-portions of the total bandwidth are
available for use). (EX1002 796.) Chincholi teaches that the RATs associated with
each transceiver provide “meta-data feedback” allowing the OMMA laver to split IP
packets amongst the RATs based on their available bandwidth. (EX1003 [0138];

[0161] (listing “Channel bandwidth(s)” sent by the PHY layer as an example of
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allowing the OMMA layer to zplit [P packets amongst the FATs based on their
available bandwidth. (EX1005 at [0138]: [0161] (listing “Channel bandwidth(s)”
sent by the PHY layer as an example of “feedback metric[] used by an OMMA
layer™); see alse id at [0167] (“At startup, the OMMA layer may receive the

available bandwidth of each of the one or more RATs ™)) Thos] Chinchali|

a7.
for each transceiver, specifically that a transceiver's feedback metrics include

are multiple of 005 MHz" EX1005 at [0161], Table 2. In my opinion a POSITA
would have understood a “wvector™ or “list” data structure is a data structure for
transferring nultiple data elements of indeterminate count, and would therefore
understand that the number of available “channel bandwidths" stored in the vector
could and would exceed two. Indeed, if the number of “channel bandwidths”™ was
limited to one or two available bandwidths, then it would be more efficient to use a
more suitable data structure limited to two data elements such as a tuple or ordered
pair.

EX1002 99 95-97.

“feedback metric[] used by an OMMA layer™); sez alse id [0167] (“At startup, the
OMMA layer may receive the available bandwidth of each of the one or more
RATs")} Thus, Chincholi discloses that each of the two transceivers have a
bandwidth availability up to an actual bandwidth.

Chincholi also discloses that there are multiple available bandwidths for each
transceiver. A transceiver's feedback metrics include available “[clhannel
bandwidth(z)" in the form of a “Vector/list of elements which are multiple of 0.5

NiHz: EX10035 [0161], Table 2. A POSITA would have understood a “vector” or
“list” 15 a data structure for transferning multiple data elements of indeterminate
count, and would therefore have understood that the number of available “channel

bandwidths™ stored in it could and would exceed two. (EX1002 797.)

Petition at 24-25.
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9%, “each of the first and second wireless transeeivers ... is adapted to.
emif radio waves in first and second different band of frequencies”: The plain
meaning of this limitation is that each of the two transceivers emit radic waves in
both the frequency bands. I understand that Patent Owmer. however. has read this
limitation to only require that each transceiver emit on a single, mutually exclusive
frequency band. For example, in its infringement contentions, Patent Owner alleges
that this limitation is met by implementation of the Wi-Fi 7 Draft Standard where
“[t]he first transceiver is the 2.4 GHz transceiver,” the second is “one of the 5 GHz
and & GHz transcervers” and the third 15 “the other one of the 5 GHz and 6 GHz
transcervers.” EX1013 at 19. Regardless, Chincholi discloses or renders obvious

99, The transceivers of each RAT are adapted to emit radio waves in first
and second different bands of frequencies. [ the context of Figure 4, Chincholi
discloses that “[flor multiple RATs 401, each RAT 401 may be operating on a
specific band. For example, a 802.11n PHY/MAC operating over 2.4GHz ISM
band, a 802.11af PHY/MAC operating over 512 MHz-698 MHz TVWS band, an
LTE RAT operating of a licensed band (2.g., 700 MHz band), a Bluetooth RAT
operating on 2.4 GHz ISM band, efc.” (EX1005 at [0135]) Thisé;a POSITArwiould
have understood that Chincholi discloses this limitation under PO’s interpretation.

100. Chincholi also discloses that each transceiver can emit radio waves
within the same at least two frequency bands. Forexample, Chincholi describes that
an NT and WIRU “may communicate with each other over a single radio frequency

“each of the first and second wireless transceivers ... is adapted to emit radio
waves in first and second different band of frequencies™: The plain meaning of this
limitation is that each transceiver emit radio waves in two frequency bands. (EX1002
¥08.) Patent Owner has read this limitation to require that each transceiver emit on
a zingle frequency band, different from that used by the other. EX1013 19-20.
Chincheli discloses or renders cbvious this limitation under either interpretation.
(EX1002 T98.)

The transceivers of each RAT are adapted to emit radio waves in respective
different bands of frequencies. [ thie context of Figure 4, Chincholi discloses that
“[flor multiple RATs 401, each RAT 401 may be aperating on a specific band. For
example, a 802.11n PHYMAC operating over 2.4GHz ISM band, a 802 11af
PHY/MAC operating over 312 MHz-698 MHz TVWS band, an LTE RAT operating
of a licensed band (e.g. 700 MHz band), a Bluetooth RAT operating on 2.4 GHz
ISM band, stc.” (EX1005 [0135].) Thiss; & POSITA: would have understood that
Chincholi discloses this limitation under PO's inferpretation. (EX 1002 €39 )
same at least oo frequency bands. For example, Chincholi describes that an NT and
WTRU “may communicate with each other over a single radio frequency (RF)
spectral band™ such as “2.4 GHz ISM band, or 5 GHz ISM band.” even when the
devices are “multi-RAT capable devices,” ie comprising multiple transceivers.
(EX1005 [0118].) Chincholi further describes that the frequency band is comprised
of “multiple contiguous or noncontigreons channels™ within the band over which the
devices communicate, i Accordingly, a POSITA would have understood each
transceiver operating on the 2.4 GHz ISM band is adapted to emit radio waves in
any one of two contiguous channels, iz the first and second different bands of

frequencies. (EX1002 7100.)
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(BF) spectral band” such as “2.4 GHz ISM band, or 5 GHz ISM band,” even when
the devices are “multi RAT capable devices” fe comprising multiple
transceivers. EX1003 at [0118]. Chincholi further describes that the frequency band
1s comprised of “multiple contiguous or noncentiguous channels™ within the band
ver which the devices communicate Jd Accordingly, in my opinion, a POSITA
would have understood that each transceiver operating on the 2.4 GHz ISM band i3
adapted to emit radio waves in any one of fwo contignons channels, ie. the first and
second different bands of frequencies.

EX1002 99 98-100.

Petition at 25-26.

Grounds for
Unpatentability:

Claim 1(e)

i) Ife]: at least one virtual MAC biterface and first and
second virtual PHY interfaces formed in the processing
interface that, during operation of the wireless
networking device, feed information regarding the
bandwidth availabilitias of the first and second wireless
travsceivers back to the at least one virtual MAC
interface;

101. Inmy opimon, ChincholiRiggert/Clegg discloses this limitation.

102. According to the "976 patent, the claimed virtnal MAC and PHY layers
“enable simultaneous allocation of multiple PHY rescurces for different signal types
associated with different applications.” (EX1001 at 3:32-34.) The patent states that
the virtual MAC layer comprises the functionality of “decision.™ “processing.” and
“ultra-streaming” blocks, while the virtual PHY layer may comprise one or more
“RF blocks.” (EX1001 at 4:49-52.) Thie virtual PHY layermay include soltiple RF

f) 1[e]: at least one virmal MAC interface and first
and second virtual PHY interfaces formed in the
processing interface that, during operation of the
wireless networking device, feed information
rezarding thi_: bandwidth availabilities of the first

and second wireless transceivers back to the at least
one virtual MAC interface;

According to the "976 patent. the claimed virtual MAC and PHY layers
“enable simnltanecus allocation of multiple PHY resources for different signal types
azzociated with different applications. ™ (EX1001 3:52-54; EX1002 101-102.) The
patent states that the virtual MAC layer comprises the functionality of “decision,”
“processing.” and “ultra-streaming” blocks, while the virtual PHY layer may
comprise one or more “RF blocks ™ (EX1001 4:49-52.) Thewistual PHY layermay:
include multiple RF blocks, each representing the virtual use of some set of allocated
transceiver resources. (EX1001 4:52-34; see alto Fig. 3 (depicting two RF blocks
associated with “two sets™ of transceiver resources).) “By employing a virtual MAC
wireless transceiver resources may be allocated more efficiently to handle various

data bandwidth requirements from different applications ” (EX1001 6:4-8.)
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resources, (EX1001 at 4:32-54; see also Fig. 3 (depicting two RF blocks associated
with “two sets” of transceiver resources).) “By emploving a virtual MAC and virtual
PHY between an application layer and an actual MAC and PHY layer, wireless
transceiver resources may be allocated more efficiently to handle various data
bandwidth requirements from different applications.” (EX1001 at 6:4-8.)

103. First, Chincholi discloses that the OMMA (ie. the processing
interface) includes the claimed “virtual MAC interface.” Indeed, “ONNA™ is an
abbreviation for “opportunistic multi-medium access control (MAC) aggregation,”
which refers to the fact that the OMMA layer aggregates multiple MAC interfaces,
as depicted in Figure 5. (EX1005 at [0120].) The OMMA layerincludes an interface
acting as a “virtnal MAC interface™ because it transparently “distributes and/or
combines” packets between the IP layer and the RATs. (EX1005 at [0192]) [nmy
opinion, a POSITA would have recognized that this “virtualizes™ a MAC interface
becauze the OMMA would effectively appear to the IP layer a= a single interface for
exchanging packets that are vltimately sent or received by the actual MAC-PHY
pairs.

104. Chincholi’s OMMA layer also inclodes all of the functionality that the
076 patent associates with the “virtual MAC interface.” Specifically, Figure 6 of
Chincholi is a block diagram of an OMMA layer, comprizsing an IP QoS Scheduler
603, a MAC Resource Reservation module 602, and a Traffic Shaping Module 601.
(EX1005 at [0139].)

105. The IP QoS Scheduler classifies incoming packets of a packet stream,
and may segregate them into distinet [P QoS streams (EX1005 at [0143]), which, in
my opinion, a POSITA would have recognized to fulfill the functionality of the
“decision block™ of the "976 patent’s “virtual MAC interface™ (EX1001 at 3:31-34).

IEE MAC Resource Reservation module determines the time duration or spectral

First, Chincholi discloses that the OMMA (ie, the processing interface)
includes the claimed “virtual MAC interface” Indeed, “ONMMAT is an abbreviation
for “opportunistic multi-medium access control (MAC) aggregation.” which refers
to the fact that the OMMA layer aggregates multiple MAC interfaces, as depicted in.
Figore 5. (EX1003 [0120].) The OMMA laver includes an interface acting as a
“virtnal MAC interface™ because it transparently “distributes andor combines™
packets between the [P layer and the RATS, (EX1005 [0192].) A POSITA would
have recognized that this “virtualizes™ a MAC interface because the OMMA would
effectively appear to the IP layer as a single interface for exchanging packets that
are ultimately sent or received by the actual MAC PHY pairs. (EX1002 7103.)

Chincholi’s OMMA layer alse includes all of the functionality the patemt
associates with the “virtnal MAC interface.” (EX1002 1104.) Specifically, Figure 6
of Chincholi is a block diagram of an OMMA layer, comprising an IP QoS Scheduler
603, a MAC Resource Reservation module 602, and a Traffic Shaping Module 601.
(EX1005 [0139].)

The IP QoS Scheduler classifies incoming packets of a packet stream, and may
segregate them into distinet IP QoS streams (EX1003 [0143]). which a POSITA
would have recognized to fulfill the functionality of the “decision block™ of the
patent’s “virtnal MAC interface™ (EX1002 9105; see alre EX1001 3:31-34). The
MAC Resource Feservation module determines the time duration or spectral
fragment/bandwidth required by a packet or set of packets (EX1005 [0142]), which

a POSITA would have recognized to fulfill the functionality of the “processing
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fragment bandwidth required by a packet or set of packets (EX1005 at [0142]),

which, in my opinicn. a POSITA would have recognized to fulfill the fonctionality

of the “processing block” of the "976 patent’s “virtual MAC interface” (EX1001 at

3:34-36). Finally, the Traffic Shaping module determines the way packets are routed

across RATs using either policy based routing or feedback based routing (EX1005

at [0139]), which, in my opinion, a POSITA would have recognized to fulfill the

functionality of the “ultra-streaming block™ of the "076 patent’s “virtnal MAC

interface™ (EX1001 at 3:36-40). Thus, a POSITA would have recognized that
Chincholi’s OMMA layer includes a “virtual MAC infetface.”

EX1002 99 101-05 (identical figure omitted).

block™ of the patent's “virmual MAC interface’ (EX1002 Y105; sez alse EX1001
3:34:36). Finally, the Traffic Shaping module determines the way packets are routed
across RATs using either policy based routing or feedback based routing (EX1003
[0139]), which a POSITA would have recognized to fulfill the functionality of the
“pltra-streaming block™ of the patent’s “virtual MAC interface” (EX1002 T105; see
also EX1001 3:36-40). Thus, a POSITA would have recognized that Chincholi's
OMMA layer includes a “virtual MAC interface.” (EX1002 7105}

Petition at 26-30 (identical figure omitted).

106. Secona, Chincholi discloses that its processing interface comprises the
“first and second virtual PHY interfaces formed in the processing interface” to
feed information regarding the bandwidth availabilities of the first and second
wireless transceivers back to the at least one virtnal MAC interface. Chincholi
discloses that the traffic shaping module of the OMMA (ie., part of the “virtnal
MAC interface™) may determine packet rovting using “feedback based routing ”
(EX1005 at [0139].) In feedback based routing. “the OMMA transmitter may use
measurement metrics fed back from each RAT,” which include “channel quality
metrics and the number of available resources on the medium™ (EX1005 at

[0161])

Sscond, Chincholi discloses its processing interface comprises the “first and
second virtual PHY interfaces formed in the processing interface”™ to feed
information regarding the bandwidth availabilities of the first and second wireless
transceivers back to the at least one virtnal MAC interface. (EX1002 7106)
Chincholi discloses the traffic shaping module of the OMMA (ie, part of the
“virtual MAC interface™ may determine packet routing using “feedback based
routing” (EX1005 [0139].) In feedback based ronting, “the OMMA transmitter may
use measurement metrics fed back from each RAT,” which include “channel quality
metrics and the number of available resources on the medium ™ (EX1003 [0161])

Figures 28, 29, and their associated descriptions describe how Chincholi
collects feedback from each RAT for the traffic shaping module. Figure 28 illustrates
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107. Figures 28, 29, and their associated descriptions describe how
Chincheli collects feedback from each RAT for the traffic shaping module. Figure
28 illustrates how the OMMA layer includes an OMMA Controller, which interfaces
with each RAT to collect metrics regarding the channel quality and number of
resources available on the medivm. Specifically, vsing interface A2 in Figure 28,
“[a] RAT (e.g.. each RAT) may provide feedback metrics (e g, a vector comprising
a value of serving rate, jitter, packet delay, and packet loss rate on its MAC) to the
OMMA Controller 2900 per device (e.g., WIRL or NT) per access category
supported at that RAT” (EX1005 at [0205]) It'would have been obvious fo'al
POSITA to incorporate first and second virtual PHY interfaces info the OMMA
Controller of Chincholi to collect the disclosed feedback metrics from the RATs|
over the “A2" interface and feed it back to the virtual MAC inferface.

EX1002 99 101-02 (identical figure omitted).

available on the medium.: Specifically, using interface A2 in Figure 28, “[a] RAT
(2.g.. each RAT) may provide feedback metrics (2.2, a vector comprising a value of
serving rate, jitter, packet delay, and packet loss rate on its MAC) to the OMMA
Controller 2900 per device (e.g., WIRU or NT) per access category supported at
that RAT." (EX1005 [0203].) It would have been cbvicus to a POSITA fo
incerporate first and second virtual PHY interfaces into the OMMA Controller of
Chincheli to collect the disclosed feedback metrics from the RATs over the “A2”
interface and feed it back to the virtual MAC terface. (EX1002 7107,
Petition at 30-31 (identical figure omitted).
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108. Further details regarding the implementation of virtual PHY interfaces
iz disclosed by Riggert. As discussed above, supra Section IV, Riggert teaches a
“bondable virtual interface”™ that provides one or more virtualized physical interfaces
to the actual PHY layers of the communication channels, allowing for easy

substitution of the interface throughout the system. (EX1006 zt [0065]) Providing

of the 802.11 standards. Virtnalization of the physical interface for this purpose is
taught, for example, in background reference U.S. Patent Application 2009/0141691
(“Tain™). (See EX1006 at [0034-0037]).

109, Figure 5 teaches the basic architecture for implementing “bondable
virtnal interfaces” in the wireless network devices of a multi-channel network:

110. The “bondable virtual interface” in Figure 5 on the server side is
denoted as a “bondable PHY™ (240). While the exemplary architecture depicts only
a single “bondable virtual interface” associated with four actual transceiver
resources, Riggert teaches that multiple physical bondable interfaces are possible in

a single device. For example, each network endpoint may comprise a “plurality of

Further details regarding the implementation of virtual PHY mterfaces 1s

disclosed by Riggert. As discussed above, supra Section IV B.2, Riggert teaches a

of the §02.11 standards. (EX1002 7108.) Virtvalization of the physical interface for
this purpose is taught for example, in background reference U.S. Patent Application
20090141691 (“Jain™). (See EX1007 [0034-00371); (EX1002 T108).)

Figure 5 teaches the basic architecture for implementing “bondable virtual
interfaces” in the wireless network devices of a multi-channel network:
The “bondable virtual interface™ in Figure 5 on the server side iz denoted as a
“bondable PHY™ (240). While the exemplary architecture depicts only a single
“bondable wvirtual interface”™ associated with four actual transceiver resources,
Riggert teaches multiple physical bondable interfaces are possible in a single device.
For example, each network endpoint may comprise a “plurality of bondable virtual
interface connectors 244 and 344, respectively,” each one of which may be
associated with specific bondable virtual interface. (EX1006 [0069]; EX1002 97109
110)

For the reasons discussed above, see Section VILA, a POSITA would have
been motivated to combine Riggert’s implementation of virtual PHY interfaces into
the OMMA Controller of Chincholi for the purposes of receiving the feedback
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bondable virtual interface connectors 244 and 344, respectively.” each one of which
may be associated with specific bondable virtwal interface. (EX1006 at [0069].)

111. Forthe reasons discussed above see) Section VILA] in my cpinion, &

EX1002 99 108-111 (identical figure omitted).

traffic shaping module. (EX100 7111} The resulting combination would |

Bexibilitpinthesysiem (EX1002 7111.)
Petition at 32-34 (identical figure omitted).

Grounds for
Unpatentability:

Claim 1(f)

Chincheli discloses that “[tJhe OMMA layer may be transparent in that 1t distributes
and'or combines packets from different RATs and forwards the packets to the IP
layer™ (EX1005 at [0182], [0126]) This'is'as opposed o' a “non-fransparent”|

configuration in which the OMMA layer would “add[] additional headers [] at the
transmitter, and reads and/or removes the headers at the receiver” (EX1003 at
[0192]. [0126])

EX1002 99 112-13.

configured to/operate inamannen transparent to/any higher layer (EX1002 7112-
113.) For example, Chincholi discloses that “[t]he OMMA laver may be transparent
in that it distributes and/or combines packets from different RATs and forwards the
packets to the IP layer.” (EX1005 [0192], [0126] ) This s as opposed to'a “non:
transparent” configuration in which the OMMA layer would “add[] additional
headers [] at the transmitter, and reads and/er removes the headers at the receiver.”

(EX1005 [0192], [0126].)
Petition at 34.
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Grounds for
Unpatentability:

Claim 1(g)

114. In my opinion, ChincholiRiggert/Clegg discloses thiz limitation

115

HdiSEGTer one ancther nsing active and passive scanming procedures. (EX1005 at
[0145]) After an authentication procedure, Chincholi discloses that WTERUs may
transmit an request to asscciate with one or more RATs of the network terminal and
that the network terminal may provide an association response signal accepting or
rejecting the request of the WTRU. (EX1003 at [0149]) Inmy opinion, a POSITA
would have recognized that these scanning procedures disclose the ability of
Chincholi’s OMMA layer to request or create associations between recipients and
multiple actual MAC and PHY interfaces, including the first and second actual MAC
and PHY interfaces.

116. When operating transparently with respect to higher layers, ses
limitation [1f], Chincholi’s OMMA layer handles the request/response and creation
of associations with WTRUs. (EXI1005 at [0127] (*[Alssociation requestiresponse)
frames may be updated by the OMMA layer to include OMMA device discovery
parameters, for example, such as but not limited to OMMA modes, OMMA
schemes, OMNIA packeet distribution modes, ete.™), Thus, in my opinion a POISTA
would have recognized that the request or creation by Chincholi’s OMMA layer of
associations between recipients and the actual MAC and PHY interfaces would be
performed in a manner transparent to higher level layers.

EX1002 99 114-16.

one another using active and passive scanning procedures. (EX1003 [0123]) After
an authentication procedure, Chincholi discloses that WIRUs may transmit a
request to associate with one or more RATs of the network terminal and the network
terminal may provide an association response signal accepting or rejecting the
request of the WTRU. (EX1005 [0149]) A POSITA would have recognized these
scanning procedures disclose the ability of Chincholi’s OMMA layer to request or
create associations between recipients and multiple actual MAC and PHY interfaces,
including the first and second actual MAC and PHY interfaces. (EX1002 17114~
115).

When operating transparently with respect to higher layers, see limitation [11],
Chincholi’s OMMA layer handles the request/response and creation of associations
with WTEUs. (EX1005 [0127] (“[Alssociation requestiresponse frames may be
updated by the OMMA layer to include OMMA device discovery parameters, for
example, such as but not limited to OMMA modes, OMMA schemes, OMMA
packet distribution modes, ete. ™). Thus a POISTA would have recognized the request
or creation by Chincholi’s OMMA layer of associations between recipients and the
actual MAC and PHY interfaces would be performed in a manner transparent to
higher level layers. (EX1002 7116).

Petition at 34-35.
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Grounds for
Unpatentability:

Claim 1(h)

i) 1fhj: (b) identifv af least one first portion of the first
actual bandwidth of the first wireless transceiver, the
Ea_‘emg;’iedaﬂeaﬂm  first portion comprising a set af
given resources,

117. In my opinion, ChincholiRiggert/Clegg disclozes this limitation.

118. Chincholi teaches that NTs and WTRUs communicate with one another
over “channels,” which are portions of a transceiver bandwidth availability.
Specifically, “[t]he NT and WTRU may communicate with each other over a single
radio frequency (RF) spectral band, for example, 2.4 GHz ISM band, or 5 GHz [SM
band, or TVSWS band, or 60 GHz band, using a channel within the band or
aggregating multiple configuous or noncontiguous channels  (EX1005 at [0118];
sez also id at [0121] (“An 802.1 1 based system may operate in a time division
duplexing (TDD) mode, for example, on a band over a single 20/40MHz channel
in the case of ISM band or a single 5/10/20 MHz channel in television wiite space
(TVWS) band using contiguous/non-contiguous carrier aggregation.”).)

119. Chincholi also discloses identifying available bandwidth channels for
communication. The OMMA layer receives various feedback information from
each RAT. (EX1003 at [0123].) For example, “the OMMA transmitter may use
measurement metrics fed back from each RAT.” which include “channel quality
metrics and the number of available resources on the medium.” (EX1003 at
[0161]) Amongst the available resources provided as part of the feedbacl
information are the “number of channels™ and “channel bandwidth™ (Le.. the width
of the channel, such as 20/40 MHz in the case of the ISM band). (EX1005 at [0161].)
EX1002 99 117-19.

i) 1[h]: (b) identify at least one first portion of the first
actual bandwidth of the first wireless transceiver.
the identified at least one first portion comprising a
set of given resources,

Chincholi teaches that WTs and WTEUs communicate with one another over
“channels,” which are portions of a transceiver bandwidth availability. (EX1002
T117-118.) Specifically, “[t]he NT and WTRU may communicate with each other
over a single radio frequency (BF) spectral band. for example, 2.4 GHz ISM band,
or 5 GHz ISM band, or TVSWS band, or 60 GHz band, using a channel within the
band or aggregating multiple contiguous or noncontiguous channels ™ (EX1005
[0118]; see also id. [0121] (“An 802.1 1 based system may operate in a time division
duplexing (TDD) mode, for example, on a band over a single 20/40MHz channel
int the case of ISM band or a single 5/10/20 MHz channel in television white space
(TVW3) band using contiguous/non-contiguous carrier aggregation.™).)
communication. (EX1002 9119) The OMMA layer recerves vanous feedback
information from each RAT. (EX1005 [0123]) For example, “the OMMA
transmitter may use measurement metrics fed back from each RAT,” which include
“channe] quality metrics and the number af available resources on the medium.”
(EX1005 [0161].) Amongst the available resources provided as part of the feedback.
information are the “number of channels™ and “channel bandwidth” (Z.e.. the width
of the channel, such as 20/40 MHz in the case of the ISM band). (EX1005 [0161].)

Petition at 35-36.
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120. In my opinion, a POSITA would have understood that the abality of
Chincheli’'s OMMA layer to receive from each RAT a number of channels and
channel bandwidth iz an identification of “at least one portion™ (iz., at least one
available channel, or an aggregation of multiple contizuous or non-contignous
channels) of the first actual bandwidth of the first wireless transceiver. In my
opinion, a POSITA would have further understood that each identified channel
bandwidth is comprised of a number of frequency carriers, which are a set of given
communication resources for the identified channel.

121. Chincholi further discloses that the OMMA layer allocates bandwidth
resources to the transceiver resources. As Chincholi teaches, “the OMMA layer may
determine a time duration and a bandwidth requirement for an IP flow.™ (EX1005
at [260].) With knowledge of this total bandwidth requirement, as well as the
feedback information indicating the mumber of channels available on each RAT,
Chincholi teaches how its “OMMA layer may intellizently manage data traffic
across multiple RATs as a function of the link quality of each RAT.” (EX1005 at
[01941)

EX1002 99 120-21.

A POSITA would have understood the ability of Chincholi’s OMMA layer to
receive from each RAT a number of channels and channel bandwidth is an
identification of “at least one portion”™ (ie., at least one available channel, or an
aggregation of multiple contiguous or non-contignous channels) of the first actoal
bandwidth of the first wireless transceiver. (EX1002 7120.) A POSITA would have
further understood each identified channel bandwidth is comprised of a number of
frequency carriers, which are a set of given communication resources for the
identified channel. (EX1002 91120.)

Chincholi further dizcloses the OMMA laver allocates bandwidth resources
to the transceiver resources. As Chincholi teaches, “the OMMA laver may determine
a time duration and a bandwidth requirement for an [P flow.” (EX1003 [260].) With
knowledge of this total bandwidth requirement, as well as the feedback information
indicating the number of channels available on each RAT, Chincholi teaches how
its “OMMA laver may intelligently manage data traffic across multiple RATs ... as
a function of the link quality of each RAT.” (EX1005 [0194]; EX1002 7121.)

Petition at 36-37.

122. Specifically, Chincholi discloses how “[tJhe OMDMA layer may request
resources on a first RAT and on a second RAT based on the time duration and the
bandwidth requirement for the first IP packet and the second IP packet of the IP
flow.” (EX1005 at [0260].) “The rescurces are characterized by the time duration
and the bandwidth requirement”™ (EX1005 at [0260].) This functionality may be
performed, for example, by a “MAC Resource Reservation module 6027 of the
ONMMA layer, which “determine[s] an amount of time duration and/or spectral

fragment/bandwridth required by a packet or a set of packets ™ (EX1005 at [0142].)

Specifically, Chincholi discloses how “[tlhe OMMA layer may request
resources on a first RAT and on a second AT based on the time duration and the
bandwidth requirement for the first IP packet and the zecond IP packet of the IP
flow.” (EX1003 [0260]; EX1002 7122.) “The resources are characterized by the time
duration and the bandwidth requirement * (EX1005 [0260].) This functionality may
be performed, for example, by a “MAC Rescurce Reservation module 6027 of the
OMMA layer, which “determine[s] an amount of time duration and'or spectral

fragment/bandwidth required by a packet or a set of packets.” (EX1005 [0142].)
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EX1002 9§ 122.

Petition at 37.
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EX1002 9 123.

123, Chincholi poes on to detail multiple feedback-based OMMA
algorithms for allocating TP packets across respective RATs based on their
bandwidth availability. (EX1003 at [0162]) For example, in a “cold start” phase,
Chincholi teaches how the OMMA layer “may request the individual RATs to
transmit the total channel bandwidths supported by them ™ (EX1003 at [0163].)
Thus, the distribution of IP packets across two separate RATS, operating on two
different frequency bands, may be calculated as the simple ratio of available

Chincholi goes on to detail multiple feedback-based OMMA algorithms for
allocating TP packets across respective RATs based on their bandwidth availability.
(EX1005 [0162]:) For example, in a “cold start” phase, Chincholi teaches how the
OMMA layer “may request the individual RATs to transmit the total channel
bendwidths supported by them” (EX1005 [0163]) Thus; the distribution-of Py
packets across two separate RATS, operating on two different frequency bands, may
be calcolated as the simple ratio of available bandwidth on the two RATs:

"
¥ a3
BWg, Z BW iy
k=l

Petition at 38.
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124, (EX1003 at [0163]) Chincholi then discloses more sophisticated
algorithms for allocating packets based on both available bandwidth and link quality
for each of a “ramp-up phase™ and a “steady state phase™ (EX1005 at [0164]-
[0165T).

123. Indeed, consistent with the purported technological advance of the *976
patent, Chincholi teaches how the common OMMA layer, situated above the actual
MAC interfaces, is uniquely positioned to make a global evaluation of the bandwidth
requirement for an [P flow with respect to available transceiver resources. An
individual actual MAC, for example, “may be unaware of the resource allocation to
the NT and WTRU by other MACs™ and thus permitting multi-RAT resource
allocation would “not be globally optimal ™ (EX1003 at [259].) “Since the OMMA
layer may be the common entity which is aware of the link quality metrics on each
BAT for a device and QoS class . . ., a globally optimal resource allocation may be
performed at the OMMA layer. and the optimal resource allocation may be signaled
to the MAC on each RAT.” (EX1005 at [259].)

EX1002 9 124-25.

(EX1005 [0163]).) Chincholi then discloses more sophisticated algorithms for
allocating packets based on both available bandwidth and link quality for each of a
“ramp-up phase” and a “steady state phase”™ (EX1005 [0164]-[0163]; EX1002
M1123-124)

Indeed, consistent with the purported technological advance of the "076
patent, Chincholi teaches how the common OMMA layer, sitnated above the actual
MAC interfaces, is uniquely positioned to make a global evaluation of the bandwidth
requirement for an TP flow with respect to available transceiver resources. (EX1002
1125 An individeal actual MAC, for example, “may be unaware of the rezource
allocation to the NT and WTRU by other MACs.” and thus permitting multi- BAT
resource allocation would “not be globally optimal ™ (EX1005 [259].) “Since the
OMMA layer may be the common entity which is aware of the link quality metrics
on each RAT for a device and QoS class . . . | a globally optimal resource allocation
may be performed at the OMMA laver, and the optimal resource allocation may be
signaled to the MAC on each RAT ™ (EX1005 [259].)

Petition at 38-39.
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Grounds for
Unpatentability:

Claim 1(i)

126. In my opinion, ChincholiRiggert/Clegg this limitation.

127, It 4z my cpinien that 3 POSITA would have understood that the plain,
meaning of resonrce “unavailable” in the context of the *976 patent broadly includes
resources that are partially or completely unavailable or that have less bandwidth
evailability than another resource. This is consistent with the applicant’s use of the
term during prosecution of the prior related "591 patent, where Varsming)
patentability to overcome a prior art rejection, the applicant expressly stated that “[i]t
is applicant’s intention that these words [“unavailable” and “unavailability”] refer
to, for example, a partial or complete loss of certain transceiver resources as well as
a situation where a different band than the one currently in use provides more
bandwidth availablefor transmission.™ (EX1017, Aug. 8, 2023 Response to Non-
Final Office Action (“*As an additional matter, the Examiner’s attention is drawn to
the fact that the word “unavailable” and “unavailability” are vsed in dependent claims
20-31. It is applicant’s intention that these words refer to, for example, a partial or
complete loss of certain transceiver resources as well as a sitnation where a different
band than the one cumrently in use provides more bandwidth available for
transmission. A replacement transmission resource is found if either of these
conditions happen ™))

EX1002 99 126-27.

snother resonrce] Indsed, during prosecution of the prior related *591 patent, the
applicant expressly stated in arguing patentability o overcome a prior art rejection
that “[it is applicant’s infention that these words [‘mavailable” and
“wnavailability”) refer to, for example, a partial or complete loss of certain
transceiver resources as well as a situation where a different band than the cne

currently in use provides more bandwidth available for transmission "{Ses EX1002
™126-127; EX1017 Aug. 8. 2023 Applicant Remarks).
Petition at 39.
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128. As discussed above, see hmitation 1[h], Chincheli discloses “feedback
based routing™ wherein the “mumber of available resources on the medium™ of each
RAT is monitored and [P packets are distributed across the RATs accordingly.
(EX1005 at [0161]) The OMMA layer may, for example, maintain a “RAT |
capability database™ storing the available RAT capability for an associated
WIRU/NT (EX1005 at [0233]. and “continuously vpdating]” this information
based on feedback metrics, (EX1005 at [235]) In my opinion, a POSITA would
have understood Chincholi’s ability to use feedback metrics to continuously moniter
available rezources to discloze the capability to evaluate whether any piven resources

of the first identified bandwidth portion are unavailable for communication.

EX1002 9 128.

As discussed above, sez limitation 1[h], Chincholi discloses “feedback bazed
routing” wheremn the “number of available resources on the medinm™ of each RAT
iz monitored and TP packets are distributed across the BATs accordingly. (EX1005

[0161].) The OMMA layer may, for example, maintain a “RAT capability database”™
storing the available RAT capability for an associated WTRUNT (EX1003 [0233],
and “continuously updat[ing]” this information based on feedback metrics, (EX1003
[235]) A POSITA would have understood Chincholi’s ability to use feedback
metrics to continuously monitor available resources to disclose the capability to
evaluate whether any given resources of the first identified bandwidth portion are
unavailable for communication. (EX1002 7128.)

Petition at 39-40.
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1259, In addition, evalvating unavailability of given resources within the first
identified bandwidth portion iz further tanght by Clegs. Clegg teaches a technique
for a multi-band 802.11 device to “increase data throughput by aggregating one or
more of the available sub-channels for simultanecus use in transmitting and
receiving data ™ (EX1009 at 1:25-28.) To accomplish this, Clegg teaches the wse of
an “ultra-wideband toner to evoluate the entire available spectrum between several
communication bands ™ (EX1009 at 3:60-63.) Specifically, an 802.11 access point
may “search across 1) available bands (e.g., the 2.4 GHz, 5 GHz, and'or 60 GHz
bands), and 2) sub-channels within each band, and measure interference on a carrier-
by-carrier basis across those bands and sub-channels.™ (EX1009 at 4:5-9) Each
carrier i3 evaluated to determine whether interference is “too high or above a
threshold amount™ (EX1009 at 7:16-17.) Clegg can use this information to create
a “channel map™ identifying the awvailable carriers across entire communication
bands or discrete sub-channels “so that a user can select subcarriers from across
those bands to form a cluster for communication ™ (EX1009 at 7:19-22)

EX1002 9 129.

In addition, evaluating unavailability of given resources within the first
identified bandwidth portion is further taught by Clegg. (EX1002 129 Clegg
teaches a technique for a multi-band 802.11 device to “increase data thronghput by
aggregating one or more of the available sub-channels for simultanecus vse in
transmitting and receiving data™ (EX1009 1:25-28.) To accomplish this, Clegg
teaches the use of an “vltra-wideband tuner to evaluate the entire available spectrum
between several communication bands ” (EX1009 3:60-63.) Specifically, an 802.11
access point may “search across 1) available bands (e.g.. the 2.4 GHz, 5 GHz, and/or
60 GHz bands), and 2) sub-channels within each band, and measure interference on
a catrier-by-carrier basiz across those bands and sub-channels ™ (EX1009 4:3-9.)
Each carrier 13 evaloated to determine whether interference is “too high or above a
threshold amount.” (EX1009 7:16-17.) Clegz can use this information to create a
“channel map” identifying the available carriers across entire communication bands
or discrete sub-channels “so that a vser can select subcarriers from across those

bands to form a cluster for communication ™ (EX1009 7:19-22)

Petition at 40-41.
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130. In my opinion, a POSITA would have understood Clegg’s carrier-by- A POSITA would have understood Clegg’s carrier-by-carrier evaluation of
carrier evaluation of interference to disclose an evaluation of whether any of the interference to disclose an evaluation of whether any of the given resources of the
first identified bandwidth portion are unavailable for communication. (EX1002
9130.)

For the reazons dizcuzsed above, sae Section VILA, a POSITA would have

Efficieiicy 6T the ombinediysten (EX1002 7131)

EX1002 99 130-31. Petition at 41.

Grounds for k) I[jj: (e use the first wireless transceiver to transmit k) L[j]: (d) use the first wireless transceiver to transmit
Unpatentability: the first data stream to the recipient, without requiring the first data stream to the recipient, without
disassociation of the recipient from either or both of the requiring disassociation of the recipient from either
Claim 1(j) Jirst and second actual MAC and FHY interfaces, using or both of the first and second actual MAC and
a subset of frequencies corresponding fo only the given PHY interfaces, using a subset of frequencies
resources of the first bandwidth portion that are not corresponding to only the given resources of the first
unavailable for communication to thersby at least handwidth portion that are not unavailable for
partially satisfy the first wirelass bandwidth communication to thereby at least partially satisfy
requirement of the first application; and the first wireless bandwidth requirement of the first
132. In my opinion, ChincholiRipgert/Clegg discloses this limitation application; and
Clegg teaches the ability of an 302.11 network terminal to use a first wireless.
133 Clegg teaches the ability of an 802.11 network terminal to use a first
fransceiver, without requining disassociation of the recipient from the access point,
wireless transceiver, without requiring disassociation of the recipient from the access
to transmut a data stream using only the subset of frequencies that are not unavailable
point, to transmit a data stream using only the subset of frequencies that are not.
foneommnRieation] (EX1002 77132-133)
unavailable for communication.
EX1002 99 132-33. Petition at 41-42.
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134. Specifically, after evalvating the interference levels of each carrer
across the available spectrum, Clegg teaches a capability for “notching cut” specific
OFDM subcarriers that suffer an unduly high amount of interference. (EX1009 at
7:15-197) The remaining cariers, which are suitable for communication are
selected to comprise a “cluster of carriers for communication.™ (EX1009 at 4:9-10.)
The cluster of carriers may comprize: 1) contignous carriers in a single sub-channel,
2) contiguons carriers spanning across more than one sub-channel, 3) dizcontinuous
carriers in a single sub-channel, or 4) discontinuous carriers spanning across more
than one sub-channel ™ (EX1009 at 4:11-13.) In my opinion, a POSITA would have
recognized that Clegg’s selection of a cluster of carriers enables transmission of the
first data stream using only the subset of frequencies/given resources of the first
dentified bandwidth portion that are not unavailable.

135. Chincholi also does not “require”™ disassociation of recipient WIRUs
from either or both of the actual MAC and PHY interfaces during operation.

EX1002 99 122-23.

Specifically, after evaluating the interference levels of each carrier across the
available spectrum, Clegg teaches a capability for “notching out” specific OFDM
subcarriers that suffer an unduly high amount of interference. (EX1009 7:15-197)
The remaining carriers, which are suitable for communication, are selected to
comprizse a “cluster of carriers for communication ™ (EX1009 4:9-10.) The cluster of
carriers may comprise: ~1) contiguous carriers in a single sub-channel 7) contignous
carriers spanning across maore than one sub-channel, 3) discontinuous carriers in a
single sub-channel, or 4) dizconfinuous carriers spanmng across more than one sub-
channel ™ (EX1009 4:11-13) A POSITA would have recognized that Clegg’s
selection of a closter of carriers enables transmission of the first data stream using
only the subset of frequencies/given resources of the first identified bandwidth
portion that are not unavailable. (EX1002 7134)

Chincholi also does not “require” disassociation of recipient WTEUs from
either or both of the actnal MAC and PHY interfaces during operation (EX1002
1135).

Petition at 42.
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136. Indeed, in my opinion a POSITA would have also recognized the Indeed, a POSITA would have also recogmized the desirability of
desirability of implementing Chincholi combined with the teachings of Riggert and implementing Chincholi combined with the teachings of Riggert and Clegg to
Clegg to transmit the first data stream to the recipient without requiring transmit the first data stream to the recipient without requiring “disassociation”™ of
“dizassociation” of the recipient from erther or both of the first and second actual the recipient from either or both of the first and second actual MAC and PHY
MAC and PHY interfaces. For example, in the field of 802.11 systems—whereeach | interfaces For example, in the field of 80211 systems—where each associated
associated terminal is assigned a unique association identifier ("AID”}—itwas well- | terminal is assigned a unique association identifier (“ATD™}—it was well-known that
knovn that avoiding disassociation after imitial association was desirable, as | avoiding disassociation after initial associstion was desirable, as repeatedly re-
repeatedty re-forming associations was inefficient and disruptive. (e also EX1008 | forming associations was inefficient and disruptive. (EX1002 T136; ree alo
(U.S. Patent 9.379,868) (“Wang ") at 2423 This Spproach is Gndesitablelean] | EX1008 (U.S. Patent 9,370 868) (“Wang™) D452~ This spproachisindesirable)
be blunt and can disrupt the on-going services (e.g.. requires disassociation). at | can be blunt and can disrupt the on-going services (e.g., requires disassociation),
24:57-62 (“The lack of update/change of the AID values . . . after an initial AID | 24:57-62 (“The lack of updateichange of the AID values . . . after an initial AID
assignment is inherently inflexible and can prevent the realization power saving. | assignment is inherently inflexible and can prevent the realization power saving,
among other considerations, that an update/change of the ATD values can provide.™) | among other considerations, that an update/change of the ATD values can provide ™)
Indeed, recognizing this issue, background prior art reference Wang described | Indeed, recognizing this issve, background prior art reference Wang described
techniques in a moltiple transceiverMIMO system for effectuating an update toa | techniques in a multiple transceiver/MIMO system for effectuating an update to a.
recipient’s unique association identifier (“AID") through various interactions Wil | recipient's unique association identifier (“AID") through various interactions with.
the system without requiring 2 disassociation of a wireless device fom an access | e system without requiring a disassociation of a wireless device from an access.
EX1002 9 136. Petition at 43.

137. In light of this backeround art, in my opinion a POSITA would have In light of thiz background art a POSITA would have recognized in
recognized that in implementing the ChincholiRiggert/Clegg combination, it would implementing the ChincholiRiggert’'Clegg combination, it would be desirable
be desirable implement known dynamic AID reassignment techniques to avoid | implementknown dynamic ATD reassignment techniques to avoid disassociation of
disassociation of recipients during operation including throughout any process of | fecipients during operation including thronghout any process of reallocating
reallocating transcsiver, channel, and/or bandrwidth resources to a recipient. N (EX10029137)
EX1002 4 137. Petition at 43-44.
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Grounds for
Unpatentability:

Claim 1(k)

I) 1 [&]: wherein, when the wireless networking ic being
used the wireless networking device s utilization of the
first available bandwidth portion of the first wireless
travsceiver does not prevert any wireless networking
device devices from utilizing a range of frequencies
corresponding to the remaining portion of the
bandwidth availability of the first wireless transceiver
Jor data transmission or reception purposes at the same
time that the first bandwidth portion is being used for
diata fransmission purposes.

138. In my opimon, ChincholiRiggert/Clegg discloses this limrtation.

139. Chincholi discloses examples of “multi- WTRU multi-TP flow cases.™
(EX1005 at [0328].) For example, “[a] system may comprize multiple WTRUs, a
single NT, and multiple IP flows from the NT to one or more WTRUs " (EX1005
at [0328] ) This is disclosed, for example in Figure 3.

140. To manage data flows for multiple WTRUs, Chincholi teaches
techniques for queving packets according to their access categories and'or WIRD
addreszes and optimizing the distribution of packets of multiple streams for multiple
X005 at [0351]-{0356]) Femesamplen
Chincholi discloses a MAC layer of a given fransceiver may implement multiple
transmission buffers, denoted Qu, where *1” refers to the WTRU for which a group
of packets is designated and “k™ refers to the IP flow associated with the group of

packets) (EX1003 at [352])

WTIRUs across multiple RATs.

the first available bandwidth portion of the first
wireless transceiver does not prevent any wireless
networking device devices from utilizing a range of
frequencies corresponding to the remaining portion
of the bandwidth availability of the first wireless
transceiver for data transmission or reception
purposes at the same time that the first bandwidth
portion is being nsed for data transmission
PEEpES

Chincholi discloses examples of “multi-WIRU mmlti- TP flow cases.™
(EX1005 [0328]; EX1002 T9138-139.) For example, “[a] system may comprise
multiple WITRE's, a single NT. and multiple IP flows from the NT to one or more
WTRUs. (EX1005 [0328].) Thisis disclosed, for example in Figure 3.

To manage data flows for multiple WTRUs, Chincholi teaches techniques for
quening packets according to their access categories and/or WIRU addresses and
optimizing the distribution of packets of multiple streams for multiple WTRUs
across multiple RATs. (EXI005 [0351]-[0356]; EX1002 Y140.) Forvexampley
Chincholi discloses a MAC layer of a given transceiver may implement multiple
transmission buffers, denoted Qu, where “3” refers to the WTRU for which a group
of packets is designated and “k” refers to the IP' flow associated with the group of

packets; (EX1005 [352].)
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141. Chuncholi further discloses how utilization of the available transcerver

bandwidth for one WTRU does not prevent other WTRUs from uotilizing a range of

frequencies corresponding to the remaining transceiver bandwidth at the same time

As discussed above, Chincholi’s OMMA layer receives feedback metrics from each
BAT. (EX1005 at [0161].) Amongst the feedback metrics are the “MAC Type.” for
example “OFDMA™ (EX1003 at [0161] & Table 2.) OFDMA stands for

é‘
g
:
gs
|
|
i

of the transceiver resources simultaneousty and without interference.

142. Becanse Chincholi's RATs may provide feedback to the OMMA
indicating that they are operating az an OFDMA MAC Type. in my opinion a
POSITA would have recognized that Chincholi discloses the capability to allow
multiple WIRUs to simultanecusly utilize different portions of a transceiver's
available bandwidth.

EX1002 99 138-142 (identical figure omitted).

Chincholi further discloses how utilization of the available transceiver
bandwidth for cne WTRLU does not prevent other WTRUs from utilizing a range of
frequencies corresponding to the remaining transcerver bandwidth at the same time.
As discussed above, Chincholi’s OMMA layer receives feedback metrics from each
RAT. (EX1003 [0161]) Amongst the feedback metrics are the “MAC Type.” for
example “OFDMA " (EX1005 [0161] & Table 2.) OFDMA stands for “Osthogonal
Frequency Division Multiple Access,” which was a known wireless communication
technique for dividing an available bandwidth into smaller subcarriers (ie
frequency ranges) which are then allocated to different users. (EX1002 7143.) These
subcarriers are described as orthogonal because they do not interfere with each other
when simultaneously transmitted) A POSITA would have recognized that OFDMA
techniques would allow multiple WTRUs to access different channels of the
transceiver resources simmltaneously and without interference (EX1002 7141.)

Becanse Chincholi’s B ATs may provide feedback to the OMMA indicating
that they are operating as an OFDMA MAC Type, a POSITA would have recognized
that Chincholi discloses the capability to allow multiple WTEUs to simultanecusly
utilize different portions of a transceiver's available bandvidth. (EX1002 1420}

Petition 45-46 (identical figure omitted).
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