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| Section/Topic

Almeroth Declaration (EX1002)

Petition re: “105 Patent

Grounds for
Unpatentability:

Overview and
Motion to
Combine

VL. Ground 1: Chincholi in Combination With Riggert And Clegg and
Renders Claims 1-30 Obvious®

A. Ground: Overview and Motivation to Combine

68  In my opmion, Chincholi in combination with Riggert and Clegg
renders claims 1-30 obvious. Asdiscussed in more detail below. Chincholi teaches!
the same architecture as the 105 patent, including a wireless networking device with
multiple transceivers, each having actual MAC and PHY mterfaces. Chincholi uses
a single “Opportunistic Multiple-Medium Access Conirol (MAC) Aggregation
layer.” positioned above the actual MAC-PHY layers of each transceiver. to
aggregate available bandwidth portions to efficiently meet the requirements of data

streams from one or more applications, (EX1005 at [0122-0123])

EX1002 9 68.

VII. GROUND: Chincholi in Combination With Riggert And Clegg Renders
Claims 1-30 Obvious®

A, Overview and Motivation to Combine

Chincholi in combination with Riggert and Clegg renders claims 1-30
obvious. (EX1002 1768-76.) Asdiscussed in more defail below) Chinchioli feackes)
the same architecture as the “105 patent, including a wireless networking device with
multiple transcervers, each having actual MAC and PHY interfaces. (/4 ) Chincholi.
uses a single “Opportunistic Multiple-Medium Access Control (MAC) Aggregation
layer.” positioned above the actual MAC-PHY layers of each transceiver, to
aggregate available bandwidth portions to efficiently meet the requirements of data

streams from one of more applications! (EX1005 [0122-0123] )

Petition at 10.

69. Chincholi expressly discloses receiving, at the OMMA layer. feedback
information regarding bandwidth availability on a per-transceiver basis and feeding
that mformation back to the OMMA layer’s virtual MAC function. (EX1005 at
[0137].) Because Chincholi already discloses a partial virtualization of the MAC
function at the OMMA layer, a POSITA would have been motivated leverage this|
virtualization at the OMMA /transceiver interfaces to further increase flexibility in |
thesystem Specifically, in my opinion, rather than implement static (and limited)
interfaces between Chincholi’'s OMMA layer and each RA—i e, each network
protocol stack and associated transceiver—a POSITA would have recognized the
opportunity to implement “virtual PHY™ interfaces. By 2013, virtualization was a
well-understood and widely used tool in computing. A POSITA would have
recognized that applying virtualization at the OMMA/transceiver interface—by
adding one or more virtual PHY interfaces—would have been a straightforward

extension of Chincholi’s basic architecture and system design.

Chincholi expressly discloses receiving, at the OMMA laver, feedback
information regarding bandwidth availability on a per-transceiver basis and feeding
that information back to the OMMA layer’s virtual MAC function. (EX1002 769:
see also EX1005 [0137).) Because Chinicholiialready disclosesa partiall

fartherincrease flexibilityin thesystem) (EX1002 765.) Specifically, rather than

implement static (and limited) interfaces between Chincholi’'s OMMA layer and

each RAT, a POSITA would have recognized the opportunity to implement

“virtual PHY " interfaces. (EX1002 169.)

Petition at 11-12.
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| Section/Topic |

Almeroth Declaration (EX1002)

Petition re: “105 Patent

EX1002 9 69.

70. Providing a “virtualized” PHY interface between the OMMA layer and
the RATs in Chincholi would have been particularly beneficial in implementing an
802.11-based svstem. This is because implementing virtualized PHY interfaces
would allow the system to accommodate communication channels with wireless
devices that may operate using various different generations of the 802.11 standards.
(EX1003 ar [0134] (teaching that “[a] Wi-Fi RAT may be a IEEE802.11n RAT. a
IEEE802.11ac RAT. a IEEE802 11af RAT. etc.”).) Virtualization of the physical
interface for this purpose is taught, for example, in background reference U.S. Patent
Application 2009/0141691"("Tain™)! (Seel EX1007 ar [0034-0037]). A POSITA
would have recognized that virtualizing the interfaces between Chincholi’s OMMA
layer and individual RATs would result in a flexible and “reconfigurable™ PHY
interface that could be used to match the different needs of potential recipient devices
and networks. (EX1007 (Jain) at [0033].).

71. A POSITA would have understood that one way of implementing
virtualized PHY interfaces to further enhance Chincholi is tanght in Riggert. Riggert
teaches a “bondable virtual interface™ which provides a virtualized, flexible interface
to the actual PHY interfaces that can be used generically and thus easily substituted
across differently configured PHY interfaces in the system. (EXI1008 at [0065].)

EX1002 99 70-71.

“Virtual” PHY interface between the OMMA layer and the RATs in Chincholi
would have been particularly beneficial in implementing an 802.11-based system.
Thiz iz because virtual PHY interfaces would have allowed the system to
different generations of the 80211 standards. (EX1002 T70: ses also EX1005 [0134])
(teaching that “[a] Wi-Fi RAT may be a [EEE§02.11n RAT, a IEEES02.11ac RAT.
a [EEES02.11af RAT, etc.))) Virtualization of the physical interface for this
purpose is taught, for example, in background reference U.S. Patent Application
Z009/0141691 0" TainT); (See| EXN007 [0034-0037]); (EX1002 f70). A POSITA
would have recognized that virtualizing the interfaces between Chincholi's OMMA
layer and individual RATs would result in a flexible and “reconfigurable” PHY
interface that could be used to match the different needs of recipient devices and
networks. (EX1002 §70; see alse EX1007 (Jain) [0033].).

A POSITA would have understood that one way of implementing virtualized
PHY interfaces to further enhance Chincholi is taught in Riggert. (EX1002 771.)
Riggert’s “bondable virtual interface™ provides a virtualized, flexible interface to the
actnal PHY interfaces that can be used generically and thus easily substituted across
differently configured PHY interfaces in the system (EX1008 [0065])
Petition at 12.
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| Section/Topic |

Almeroth Declaration (EX1002)

Petition re: “105 Patent

72, A POSITA would have been motivated to modify Chincholi according
to the teachings of Riggert’s “virtual PHY ™ to improve the system of Chincholi. The
references both arise in the same field of endeavor and are similarly addressed to
mncreasing bandwidth efficiency and throvghput in multi-transceiver, wireless
communication networks. (EX1005 at [0002] (“Wireless technologies have been
demanding higher data throughput rates and lower latencies™); EX1006 at [0004]
(“In the field of data streaming in a network, there i a problem in that data streaming
from a sending endpoint to a recipient endpoint may be detrimentally affected by
limited network bandwidth . . . .7).) Both references address 302.11 type systems
specifically. (See, eg.. EX1005 at [0138]; EX1006 at [0057].) Riggert’s “bondable
virtual interface™ would improve the system of Cluncholi by providing a flexible,
universal interface between the ONMMA layer and the actual transceiver resources.
(EX1006 at [0065] (“The bondable virtual interfaces 236 and 336 conform to an
interface, which allows them to be used generically in the framework™).) The
combined system would improve Chincholi by allowing the OMMA controller to
interface with configurable sets of potentially differently configured RATs, a benefit
that cannot be achieved alone by Chincholi’s system. This combination would allow
Chincholi’s system to operate seamlessly with a wider variety of recipient devices.
potentially operating on different versions of the 802.11 standards.

EX1002 9 72.

A POSITA would have been motivated to modify Chincholi according to the
teachings of Riggert’s “virtwal PHY™ to improve the system of Chincholi. {EX1002
¥72.) The references arise in the same field of endeavor and are similarly addressed
to increasing bandwidth efficiency and throughput in multi-transceiver, wireless
communication networks. (EX1005 [0002] (“Wireless technologies have been
demanding higher data throughput rates and lower latencies™); EX1006 [0004] (*In
the field of data streaming in a network, there iz a problem in that data streaming
from a sending endpoint to a recipient endpoint may be detrimentally affected by
limited network bandwidth . . . .”).) Both specifically address 802.11 type systems.
(See, g, EX1005 [0138]; EX1006 [0057].) Riggert’s “bondable virtual interface™
improved the system of Cluncholi by providing a flexible, universal interface
between the OMMA layer and the actual transceiver resources. (EX1002 Y72;
EX1006 [0065] (“The bondable virtnal interfaces 236 and 336 conform to an
interface, which allows them to be used generically in the framework ™)) The
combined system improved Chincholi by providing a universal interface between
the OMMA controller and sets of potentially differently configured RATs, a benefit
that cannot be achieved alone by Chincholi's system. (EX1002 7721)) This
combination allowed Chincholi’s system to operate seamlessly with a wider variety
of recipient devices operating on different 802.11 standards. (/&)

Petition at 13-14.
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| Section/Topic |

Almeroth Declaration (EX1002)

Petition re: “105 Patent

73. Inmy opinion, implementing Riggert’s virtualized PHY interfaces into
Chincheli would have been straight-forward, requiring no more than the exercize of
ordinary skill in the art, given that Chincholi already contemplates a virtualization
of the MAC fonction at the ONMMA layer. A POSITA would have been well aware
of virtualization as a general technique in computing by 2013 and, given the
guidance provided by Ripgert in combination with the architecture of Chincholi,
would have understood how to implement virtualized PHY interfaces to extend
Chincheli’s basic architecture and system. In my opinion. based on the above, a
POSITA would have recognized that the combination could be accomplished with a
reasonable expectation of success.

EX1002 9 73.

Implementing Riggert's virtpalized PHY interfaces into Chincholi would
have been straight-forward, requiring no more than the exercize of crdinary skill in
the art, given that Chincholi already contemplates a virtualization of the MAC
function at the OMMA layer. (EX1002 173.) Based on the above, a POSITA would
have recognized that the combination could be accomplished with a reasonable
expectation of success. (7))

Petition at 14.

74, In addition, Chincholi teaches continuous monitoring of the “number
of available resources on the medium” and techniques for distributing IP packets
across the RATs accordingly. (EX1005:[0161]) Chincholi's approach enables the
system to respond to bandwidth channels, or portions of bandwidth channels,
becoming unavailable during transmission of a data stream  (see alo EX1003
90155, 0196) In my opinion, a POSITA would have understood Chincholi’s
monitoring and response techniques could be forther enhanced by the teachings of
Clegz. Clegg teaches techniques for addressing carrier-specific interference within
bandwidth channels, which allows any given channel the ability to use the full
channel bandwidth that is not unavailable for communication. Like Chincholi and
Riggert, Clegg arizes in the field 202.11 wireless communication networks and iz
addressed to increasing bandwidth efficiency. (EX1009 1:25-37)

EX1002 9 74.

Also. Chincholi teaches continnous monitoring of the “number of available
resources on the medium” and techniques for distributing IP packets across the
RATSs accordingly. (EX1005 [0161]) Chincholi’s approach enables the system to
respond to bandwidth channels, or portions of bandwidth chanmels, becoming
unavailable during transmission of a data stream. (EX1002 174; see alre EX1005
0155, 0196.) A POSITA would have understood this approach could be farther
enhanced by the teachings of Clege. (EX1002 774.) Cleggtesches techmiquessfor|
addressing carrier-specific interference within bandwidth channels, which allows
any given channel the ability to use the full channel bandwidth that is not unavailable

for communication. Like Chincholi and Riggert, Clegg arises in the field 802.11
wireless communication networks and iz addressed to increasing bandwidth
Efficiency (EXI00NI2S3T; EX1002 774.)
Petition at 14-15.

Comparison of Almeroth Decl. (Ex. 1002) vs. Petition
Identical, Minor Changes, Paraphrased

Samsung v. XiFi (IPR2025-01206)
Patent Owner XiFi’s Exhibit 2006, Page 5




| Section/Topic |

Almeroth Declaration (EX1002)

Petition re: “105 Patent

73. Inmy opinion, a POSITA would have been motivated to incorporate

the teachings of Clegg to improve the ChincholiRiggert method to more flexibly
and efficiently utilize available bandwidth channels may experience carrier-specific
interference within the channels. Chincholi already teaches dynamic allocation of
contiguous or non-contiguous channels, and Clege merely provides additional detail
on how to mitigate carrier-specific interference within any given channel. In my
opinion, the teachings of Clegz are complimentary to Chincholi, and a POSITA
would have recognized Clegs’s teachings could be implemented into Chincholi
without technical challenge. The combined systems and methods would improve
ChincholiRiggert by allowing for any given channel foll usage of the channel
bandwidth iz not unavailable for communication, a benefit cannot be achieved alone
by ChincholiRiggert. This combination would allow the resulting systems and
methods to operate seamlessly with a wider variety of recipient devices operating on
different versions of the 802.11 standards.

EX1002 9 75.

A POSITA would have been motivated to incorporate the teachings of Clegg
to improve the ChincholiRiggert method to more flexibly and efficiently vtilize
available bandwidth channels may experience carmer-specific interference within
the channels. (EX1002 773.) Chincholi teaches dynamic allocation of contignous or
non-contiguons channels, and Clegg provides additional detail on how to mitigate
carrier-specific interference within any given channel. (EX1002 775.) The teachings
of Clegg complements Chincholi, and a POSITA would have recognized Clegg’s
teachings could be implemented into Chincholi without technical challenge.
(EX1002 §75.) The combined systems and methods improve ChincholiRiggert by
allowing, for any given channel full nsage of the channel bandwidth iz not
unavailable for communication, a benefit not achieved alone by ChincholiRiggert.
The combination (ChincholiRiggert/Clegg) allows the resulting systems and
methods to operate seamlessly with a wider variety of recipient devices operating on

different versions of the 802.11 standards (EX1002 773.)

Petition at 15.
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| Section/Topic | Almeroth Declaration (EX1002) Petition re: "105 Patent

Grounds for B. Ground: Limitation-By-Limitation Analysis B.  Limitation-By-Limitation Analysis
Unpatentability: L  Claim1 1. Claim1
Preamble a)  Ifpre]: A method of improving the performance of a a)  1[pre]: A method of improving the performance of a
wireless networking device, comprising the steps af: wireless networking device, comprising the steps of:
77, Inmy opinion, ChincholiRiggert/Clegg discloses this limitation. Chincholi discloses “[slystems, methods, and instrumentalities . . . for

78. In my opinion. Chincholi discloses “[s]ystems. methods, and managing multiple radio access technology (RAT) interfaces ..~ (EX1003,

instrumentalities . . . for managing multiple radio access technology (RAT) Abstract; [0003]) and “[to] enable opportuniztic RAT selection and aggregation for

interfaces ...~ (EX1005. Abstract: [0003]) and “[to] enable cpportunistic RAT sending data traffic over the RAT interfaces.” (EX1003, [0003]; EX1002 1777-78)

selection and aggregation for sending data traffic over the RAT “In multi-BAT systems reception and/or transmission may be performed over

interfaces.” (EX1005, [0003]) “In multiRAT systems reception andior multiple RATs. For example, a network terminal (INT) (e.g., an access point (AP) . .

transmission may be performed over multiple RATs. For example, a network . ) and a wireless transmit'recerve umt (WIEU) . . - may communicate over multiple

parallel paths. ™ (EX1003, [0002])
Chincholi discloses a network terminal (“INT), such as an access point, or a

terminal (NT) (e.g., an access point (AP) . . . ) and a wireless transmit'receive unit
(WTEL) . . . may communicate over multiple parallel paths. ™ (EX1003, [0002].)
79.  Chincholi discloses a network terminal (“INT ), such as an access point, wireless itireceive unit (“WTRU™ “may be q i in an

R e B e | | e o e e b e S R S

infrastructure mode or an adhoc mode, for example. in an TEFE802.11 based Wi-Fi » i a., each is a Wi . jce: [EXI0059[OIIS EX1002 779.)

system,” ie., each iz a wireless networking device. (EX1005, [0115]) Thus, az I

dizcuss in the below hmitations, ChincholiRiggert/Clegg discloses a method of

Thus, as discussed in the below limitations, ChincholiRiggert/Clegg
dizclozes a method for improving the performance of a wireless networking device.
(EX1002979))

Petition at 16.

improving the performance of a wireless networking device.
EX1002 99 77-79.

Comparison of Almeroth Decl. (Ex. 1002) vs. Petition Samsung v. XiFi (IPR2025-01206)
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| Section/Topic | Almeroth Declaration (EX1002) Petition re: "105 Patent

Grounds for b)  fa]: comnecting an application interface to a. b)  1[a]: connecting an application interface to a
Unpatentability: procassing interface, the application interface being processing interface, the application interface being.
associatad with a first application, the first application associated with a first application, the first
Claim 1(a) = application providing, when the wireless networking.
device is being used, a first data stream and having a
bandwidth requirement; first wireless bandwidth requirement;

80. In nry OP:I-JJiO[I._ Chmchph’RiggeﬂClegg dizclozes thiz limitation. “@Eﬂ&ffﬂﬂ Mﬂcé bﬂﬂg associated with aﬁrs't E@Eﬂﬂfiﬂﬂ Wm‘!g,
81. “n;pi.'imtiﬂu ilmfm ba:ﬂg associated with ﬂ.ﬁm ﬂwﬁﬂ&fiﬂﬂ. . nﬁeuﬂ!euireleﬂnﬁnwﬁngdeﬁwisbm}!gused, ﬂ_ﬁ!‘s‘tdﬂmmﬂm”
providing, when the nireless networking device is being used, a first data stream”:

Chincholi discloses that “[u]sing nultiple RAT: simultanecusly may provide the

Chincholi dizclozes “[n]sing multiple RATs simnltanecusly may provide the

benefit of increazed bandwidth for an application (g, an IP flow) as well as

benefit of increased bandwidth for an application (eg. an IP flow) as well a8 | . oo celiability * (EX1005 [0191]; (EX1002 780-81.).) Thejfirst datu streanaf

increased reliability.™ (EX1005 at [0191])) The first data stream of a first R T e\ TR Cee T L 10 LY ) B P [ e i
application is referred to as an “IP flow.” (EX1005 at [0132] ("4 single IP flow
may refer to a stream of IP packets belong to a particular application. ™)) In an

802.11 embodiment (Figure 5), [P packets associated with an application data stream

may refer to a stream of IP packets belong to a particular application ™)) Inan 802.11
embodiment (Figure ), IP packets associated with an application data stream come
from or are destined for an IP layer 504, and thus the [P flow (i.c.. first data stream)
come from or are destined to an IP layer 504, and thns the IP flow (ie. first data ) ) o
is provided by the application when the wireless networking device is being used.
streant) is provided by the application when the wireless networking device is being

)is provided by the app (EX1005 [0138), Table 1 (“S” interface is for “Incoming/Outgoing IP Packets™).)

used. (EX1005 at [0138], Table 1 ("S"” mterface 15 for “Incoming/Outgomng [P . .
The interface from the IP layer for the IP stream “[S]” is therefore an application

Packetz™).) The “[S]" interface from the IP layer for the IP stream is therefore an
application interface associated with a first application.
EX1002 99 80-81 (identical figure omitted).

interface associated with a first application.

Petition at 17.
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| Section/Topic |

Almeroth Declaration (EX1002)

Petition re: “105 Patent

82. “connecting an application interface to a processing
interface”: Chincholi further discloses connecting its “application interface™ to a
“processing interface”™ — Chincholi's iz referred an

7 (EX1003 at [0003].) The OMMA layer is a common layer/module between
the TP layer'module and the multiple RAT layers/modules. (EX1005 at [0137]; see
also id at [0120] (“[T]he single thin software layer may enable one RAT to operate
over industrial scientific medical (ISM) and another RAT to operate over a TVIWS
band for the same IF flow.™).)

83. A POSITA would have vnderstood that the plain meanings of
“interface”™ and “layer” in the context of the "105 patent are congruent, which is
underscored by the specification describing layers having the same functionality as
the claimed interfaces, and the prosecution history of the prior related 591 patent,
where Applicant interchangeably used the terms “layer” and “interface™ to describe
Figure 1. (EX1017, Aug. 8, 2023 Response to Non-Final Office Action (“Figure 1
of the 10/30/2013 "216 provisional shows a wireless networking device in a “layer
format. It includes an ‘application interface” with four applications A-D.. Figore 1
also shows a process layer that forms an example of the claimed ‘processing
interface’. Figure 1 also shows four individual actual MAC layers connected to the
processing interface.. Figure 1 also shows a single actual PHY layer connected to
each one of the actwal MAC layers.™).) Similarly, in its Sept. 28, 2023 Claim
Amendments, Applicant replaced the term “virtual PHY layers”™ with “virtual PHY
interface ™ (Jd, Sept. 28, 2023 Claim Amendments)

EX1002 99 82-83 (identical figure omitted).

“connecting an application interface to a processing interface”
Chincholi dizcloses connecting itz application interface to a processing interface.
Chincholi’s processing interface is its “OMMA layer,” which i3 a common
layer/module between the IP layer/module and the multiple RAT layers'modules.
(EX1005 [0137]: [0120]; EX1002 782.)

A POSITA would have understood that the plamn meanings of “interface” and
“layer” in the context of the "105 patent are congrent, which is underscored by the
specification describing layers having the same functionality as the claimed
interfaces, and the prosecution history of the prior related "591 patent, where
Applicant interchangeably used the terms “layer” and “interface” to describe Figure
1. {EX1002 783; EX1017. Aug. 8 2023 Response to Non-Final Office Action.

Petition at 17-19 (identical figure omitted) .
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| Section/Topic |

Almeroth Declaration (EX1002)

Petition re: “105 Patent

85. The IP layer is connected to the OMMA layer and provides IP packets
that the OMMA layer processes. (EX1005 at [0137]). The OMMA “may allow for
enthanced thronghput and reduced latency for a single IP flow.™ (EX1005 at [0120].)
The OMMA layer 1s therefore a processing layer, which processes IP packets and
provides an interface between the IP layer and actual MAC lavers. i e, a processing
interfuce.
86, “first application ... having a first wireless bandwidth requirement”™:
Chincholi teaches “a bandwidth requirement for an IP flow.” (EX1003 at [260].)

EX1002 9 85-86.

The IP layer i3 connected to the OMMA layer and provides [P packets the
OMMA layer processes. (EX1005 [0138]); (EX1002 7784-85.) The OMMA “may
allow for enhanced throughput and reduced latency for a single IP flow.™ (EX1005
[0120]) The OMMA layer is therefore a processing layer, which processes IP
packets and provides an inferface between the IP layer and actual MAC layers, ie,
a

“first application ... having a first wireless bandwidth requirement”

Chincholi teaches *“a bandwidth requirement for an TP flow.™ (EX1005 [260];

EX1002 786.)
Petition at 19-20.

Grounds for
Unpatentability:

Claim 1(b)

) Ifb]: commecting first and second actual MAC

interfaces to the processing inferface:
87, Inmy opinion, ChincholiRiggert/Clegg discloses this limitation.
88. Chncheli discloses connecting first and second actual MAC interfaces
to the processing interface (Le.. the common OMMA laver). Figure 5, for example,
depicts a “dual RAT aggregation™ with the common OMMA layer existing above
and connecting two RATs 301a and 501b, which comprise first and second actual
MAC interfaces 302, respectively. (EX1005 at [0138] (“The RATs 501a, 5015 may
comprise a MAC layer/inodule 502 and one or more physical layers‘modules
503.7).)

EX1002 99 87-88 (identical figure omitted).

c)  1[b]: connecting first and second actual MAC

interfaces to the processing interface:
Chincholi discloses connecting first and second actual MAC interfaces to
the processing interface (ie, the OMMA layer). (EX1002 (V87-88) Figure 5
depicts a “dual-RAT aggregation™ with the common OMMA layer above and
connecting two RATs 501a and 501k, which respectively comprise first and second
acteal MAC interfaces 502. (EX1005 [0138] (“The RATs 501a, 501b may comprise

a MAC layer/module 502 and one or more physical layers‘modules 503.7).)

Petition at 20 (identical figure omitted).
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| Section/Topic |

Almeroth Declaration (EX1002)

Petition re: “105 Patent

Grounds for
Unpatentability:

Claim 1(c)

d)  Ife]: commecting the first and second actual PHY
interfaces respectively to the first and second actual
MAC inferfaces:

89,  Inmy opinion, ChincholiRiggert/'Clegg discloses this limitation.

90. Each RAT in Chincholi comprises one or more physical layers.
(EX1005 at [0138] (“The RATs 501a, 501b may comprize a MAC layer/module 502
and one or more physical layers'nodules 503.7).) Chincholi discloses connecting
the actual PHY layers to the actual MAC interfaces:

EX1002 99 89-90 (identical figure omitted).

d)  1[c]: connecting the first and second actual PHY
interfaces respectively to the first and second actual
MAC interfaces:

Each RAT comprises one or more physical lavers. each of which
comresponds to a claimed aetual PHY interface. (EX1002]89-90; EX1005 [0138]
(“The RATs 501a, 501b may comprize a MAC layer‘module 502 and one or more
layers (actual PHY inferfaces) to the actual MAC interfaces:

Petition at 21 (identical figure omitted).

Grounds for
Unpatentability:

Claim 1(d)

91,  Inmy opinion, ChincholiRiggert/Clege discloses this limitation.

92, “respectively associating first and second wireless transceivers with
the first and second actual PHY interfaces ... suitable for use in a wireless local
area network”: Chincholi Figures 4 and 3 illustrate associating actual PHY interface

93,  The antenna‘vadio frequency (RF) front-end pairs in Figures 4 and 3
include first and second tramseeivers. In my opinion a POSITA would have
understood that a “transceiver” i3 a physical device that can both tranamit and recenve
information. Thus, each of Chincholi’s disclosed “antennaRF front-end pairs™ are
a tranzceiver because they operate on wireless protocols that both tramsmit and
receive data, such as IEEES02.11, IEEER(2.11ac, IEEE802.11af, LTE, WCDMA,

ete. (EX1005 at [0134].)

and second actual PHY interfaces ... suitable for use in a wireless local area
network”™: The system shown in Chincholi Figure 5 (as well as its more general
implementation in Figure 4) associates actual PHY interface of each RAT with an
antenna/radio frequency (RF) front-end pair. (EX1005 [0133]; EX1002 TY91-92.)

Comparison of Almeroth Decl. (Ex. 1002) vs. Petition
Identical, Minor Changes, Paraphrased
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| Section/Topic |

Almeroth Declaration (EX1002)

Petition re: “105 Patent

4. In my opinion, a POSITA would have further understood that the
transceivers in Figures 4 and 5 would be associated with the actual PHY layer of
each respective RAT, as the PHY layer is vnderstood as the physical connection
between a transceiver and the rest of the RAT.

93,  Inmy opinion Chunchol also teaches that each RAT may implemented
as a Wi-F1 RAT, and thus theiwr associated transceivers are supitable for use in a
wireless local area network. (EX1005 at [0134].).

96.  “each of the first and second wireless transceivers, respectively, fi)
have a first and second bandwidth availability up te a first and second actual
bandwidths™: The plain meaning of fhus limitation 15 that each of the wireless
transcervers has at least two bandwidth availabilities and two respective actoal
bandwidths. For example, I understand that the Patent Owner has alleged in the
parallel litigation that thiz limitation may be met by each of the two wireless
transcervers having one respective bandvwidth availabality up to an actual bandwidth.
EX1013 19-20.

97.  Regardless, Chincholi discloses or renders obvious this limitation under

98. Inmy opinion a POSITA would have recogmized that each transceiver
has an “actual™ bandwidth with a “bandwidth availability”™ that may be a subset of

the actual bandwidth, as the actual bandwidth refers to the total bandwidth of the

A POSITA would have understood a “transceiver” is a physical device can transmit
and receive information. (EX1002 193.) Each of Chincholi’s disclosed “antenna/BF
front-end pairs™ iz a wireless transceiver because each operates according to
wireless protocols for transmitting and receiving data, such as IEEES02.11,
IEEES02.11ac, IEEER02.11af, LTE, WCDMA, etc. (EX1005 [0134].)

A POSITA would have further understood the transceivers in Fignres 4 and 5
ara aszociated with the actual PHY layer of each respective RAT, becausa the PHY
layer iz the physical connection between a fransceiver and the rest of tha RAT.
(EX1002 954

Chincholi teaches sach FAT may be a Wi-Fi RAT, and thus their associated
transcervers are suitable for use in a wireless lacal ares merwork. (EX1005 [0134];
EX1002 195.)

“each af the first and second wirelsss ransceivers, respectively, (i) have o
first and second bandwidth availability wp 0 a first erd second acrual
bandwidths™: The plam meanimz of this limitation is that each wireless transceiver
has at least two bandwidth availabilities and two actual bandwadths. However, Patant
Cromer has alleged in the parallel Litigation this limitation is met if sach of the two
wiraless transcerers has only one bandwidth availability up to an actual bandwidth.
EX1013 19-20. Chincholi discloses or renders obwious this hmitation under either
intarpretation. (EX[1002 T96-37)

A POSITA would have recognized each framscelver haz an “actual”
bandwidth (fotal bandwidth of the transcerver) with a “bandwidth availability” that
may be a subsat of the actual bandwidth (sub-portions of the total bandwidth are
available for nze). (EX1002 T%8.) Chincholi teaches that the RATs associated with
each transcerver provide “meta-data feedback™ allowing the ORNIA layer to splt [P

packets amongst the RAT: based on their available bandwidth. (EX1005 [0138];
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tranzsceiver, and the bandwidth availability refers to those subportions of the total
bandwidth that are available for use. Indeed, as Chincholi teaches, the RATs
associated with each transcerver provide “meta-data feedback™ allowing the OMMA
layer to split IP packets amongst the RATs based on their available bandwidth.
(EX1005 at [0138]; [0161] (listing “Channel bandwidth(s)" sent by the PHY layer
as an example of “feedback metric[] used by an OMMA layer™): sez also id at
[0167] (“At startup, the OMMA layer may receive the available bandwidth of each
of the one or more RATs. ™)) Thus, Chincholi discloses that each transceiver has at
least one bandvwidth availability up to an actual bandwidth.

EX1002 99 91-98 (identical figure omitted).

[0161] (listing “Channel bandwidth(s)” sent by the PHY layer as an example of
“faedback metric[] used by an OMMA layer™); id [0167] (At startup, the OMAMA
layer may receive the available bandwidth of each of the one or more RATs.))
Thus, Chincholi discloses each transceiver has at least one bandwidth availability up
to an actual bandwidth.

Petition at 22-25 (identical figure omitted).

99.  Chincholi alse discloses that there are multiple available bandwidths
for each tramsceiver, specifically that &) irafisceiver’s) feedback metrics include)
available “[c]hanne]l bandwidth(s)” in the form of a “Vector/list of elements which
are mulfiple of 005 MHz" EX1003 at [0161], Table 2. In my opinion. a POSITA
would understand a “vector” or “list™ data structure is a data structure for transferring
multiple data elements of indeterminate count, and would therefore understand that
the number of available “channel bandwidths™ stered in the vector could and would
exceed two. Indeed, if the number of “channel bandwidths™ was limited to one or
two available bandwidths, then it would be more efficient to use a more suitable data
structure limited to two data elements such as a tuple or ordered pair.

EX1002 9 99.

Chincholi also discloses there are multiple available bandwidths for sach
trangeeiver. A framscefver's feedback metrics imclode available “[elhannel

bandwidth(s)” m the form of a “Vector/list of elements which are mulhpls of 0.5
MH=7 EX1003 [0161], Table 2. A POSITA would have understood a “vecter” or

“list” iz a data stracture for transferring muoltiple data elements of indeterminate
count, and would therefore have understood the number of available “channel
bandwidths" stored in it could and would exceed two. (EX1002 759 Indeed, if
Chincholi had limited the mumber of “channel bandwidths” fo one or fwo available
bandwidths, then i would have been more efficient for it to disclose a smmilarly

limited data structure such as a tuple or ordered pair. (EX1002 199.)

Petition at 25.
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100. “each of the first and second wireless transceivers ... (i) are adapted
to emit radio waves in first and second different bands of frequencies”: The plain
meaning of this limitation 1s that each of the two transcervers emit radio waves in
the same two frequency bands. In understand that the Patent Owner, however, has
read this limitation to only require that each transceiver emit on a single frequency
band. For example, in its infringement contentions, Patent Owmer alleges that this
limitation is met by implementation of the Wi-Fi 7 Draft Standard where “[t]he first
tranzcerver iz the 2.4 GHz tranzcerver,” and the zecond iz “one of the 5 GHz and 6
GHz transceivers.” EXI1013 at 19. Regardless, Chincholi discloses or renders
obvious this limitation under either interpretation

EX1002 9 100.

“sach of the first and second wireless transcetvers . (1) are adapred to emir
radio waves in_first and second different bands of frequencies™: The plain meaaning
of this lmmitation 1= each transcefvers emit radioc waves In two frequency bands.
(EX1002 T100.) Patent Owmer has read this limitation to require each transceiver
emit on 2 smgle frequency band, differant from that nzed by the other. EX1013 19-

20. Chincholi discloses or randers obvious this limitation under either interpretation.

Petition at 25-26.
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101. The transceivers of each RAT are adapted to emit radio waves in first
and second different bands of frequencies. In the context of Figure 4, Chincholi
discloses that “[flor multiple RATs 401, each RAT 401 may be operating on a
specific band. For example, a 802.11n PHY/MAC operating over 2.4GHz ISM_
band, a 802.11af PHY/MAC cperating over 512 MHz-698 MHz TVWS band, an.
LTE RAT operating of a licensed band (¢.g., 700 MHz band). a Bluetooth RAT
operating on 2.4 GHz ISM band, efe.™ (EX1005 at [0135].)

102. Chincholi alse discloses that each transcerver can emit radio waves on
the same at least two frequency bands. For example, Chincholi describes that an NT

and WTRU “may commmnnicate with each other over a single radio frequency (RF)
spectral band™ such as “2.4 GHz [SM band. or 5 GHz [SM band.” even when the

devices are “multi-RAT capable devices.” ie comprising multiple transceivers.
EX10035 at [0118]. Chincholi further describes that the frequency band is comprised
of “multiple contiguous or noncontignons channels™ within the band over which the
devices communicate. f& Accordingly. in my opinion. a POSITA would have
understood that, for example, each transceiver operating on the 2.4 GHz ISM band
comprizes of at least the same two contiguous and noncontiguous channels, ie the
first and second different bands of frequencies.

EX1002 9 101-102.

The transecsivers of each BEAT are adapted to emar radio waves in first and
second differenr bands of frequencies. In the context of Fizure 4, Chinchech
dizclozes “[flor multiple FATs 401, each FAT 401 may be operating on a specific
band. For example, a 802.11n PHYMAC operating over 1.4GHz I5M band, a
802.11af PHY/MAC operating over 512 MHz-6%8 MHz TVWS band, sn LTERAT
operating of a licensed band (s g, 700 MHz band), 2 Blustooth RAT operating on
2ENCH=TSNIESFANStEmEXNI00S [0135]; EX1002 7101.)

Chincholi also discl each transcerver can emit radio waves on the same at

least two Fraguency bands. For example, Chincholi deseribes an NT and WTRU
“may communicate with sach other over a single radic frequency (RF) spectral
band” such as “2 4 GHz ISM band, or 5 GHz ISM band,” aven when the devicas are
“multi-RAT capable devices,” ie comprising multiple fransceivers. (EX1M05
[0118].) Chincholi forther deseribes the frequency band is comprised of “multiple
contizucus or noncontisnous channels™ within the band over which the devices
communicate. Jd Accordingly, a POSITA would have understood that, for example,
each transceiver operating on the 2.4 GHz ISM band comprized of at least the same
two comtignous and moncomtiguous channels, ie the firsr and second different
bands af frequencies. (EX1002 T102.)

Petition at 26.
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Grounds for
Unpatentability:

Claim 1(e)

f) 1fe]: forming in the processing iuerface (i) at least one
virtual MAC interface and (ii) first and second virfual
PHY interfaces that, during operation of the wirelass
networking device, feed informeation regarding the
bandwidth availabilities of the firsi and second wireless
travisceivers back to the at least one virtual MAC

interface;
103. In my opinion ChincholiRiggert/Clepg discloses this limitation

obvicos.

104, According to the "103 patent, the claimed virtual MAC and PHY layers
“enable simultanecus allocation of multiple PHY resources for different signal types
associated with different applications ™ (EX1001 at 3:47-49.) The patent states that
the virtual MAC layer comprises the functionality of “decision,”™ “processing.” and
“pltra-streaming™ blocks, while the virual PHY laver may comprise one or more
“RF blocks" (EX1001 at 4:44-46.) The virtual PHY layer may include multiple RF
blocks, each representing the virtual use of some set of allocated transceiver
resources. (EX1001 at 4:46-49; se¢ also Fig. 3 (depicting two BF blocks associated
with “two sets” of transceiver resources).) “By employing a virtual MAC and virtual
PHY between an application layer and an actual MAC and PHY layer, wireless
transcerver resources may be allocated more efficiently to handle various data
bandwidth requirements from different applications.™ (EX1001 at 5:65-6:2.)

EX1002 9 103-104.

] 1[e]: forming in the processing interface (i) at least
one virtual MAC interface and (if) first and zecond
virtual PHY interfaces that, during operation of the
wirelezz networking device, feed information
regarding the bandwidth availabilitiez of the first
and zecond wireless tranzceivers back to the at leazt
one virtual MAC interface;

According to the "105 patent, the claimed wvirtual MAC and PHY layers
“enable simultanecus allocation of multiple PHY rasources for different signal types
associated with different applications.” (EX1001 3:47-48)) The patent states the
virtual MAC layer comprises the functionality of “decision.” “processing,” and
“ultra-streaming™ blocks, while the virtual PHY laver may comprnisa cne or more
“RF blocks.” (EX101 4:44-46.) The virtual PHY layer may mchude multipls BEF
blocks, each representing the virfual uss of some set of allocated franscerver
razources. (EX 1001 4:46-49; Fig. 3 (depicting two EF blocks associated with “two
sets™ of fransceiver resources).) “By employving a virtual MAC and virtual FHY
between an application layer and an actual MAC and PHY layer, wireless transceiver
respurces may be allocated more efficiently to handle vanous data bandwadth
requirements from different applications.™ (EX 1001 3:65-6:2; EX1002 T7103-104.)

Petition at 27.
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105. Firs, Chincholi discloses that the OMMA (ie. the processing
interface) includes the claimed “virtual MAC interface.” Indeed, “OMMA” is an
abbreviation for “opportunistic multi-medium access control (MAC) aggregation,”
which refers to the fact that the OMMA laver aggregates multiple MAC interfaces,
as depicted in Figure 5. (EX1005 at [0120].) The OMMA layer includes an interface
acting as a “virtnal MAC interface™ because it transparently “distributes and/or
combines™ packets between the IP layer and the RATs. (EX1005 at [0192].) Inmy
opinion, 2 POSITA would have recognized that this “virtualizes™ a MAC interface
because the OMMA would effectively appear to the IP layer as a single interface for
exchanging packets that are ultimately sent or received by the actual MAC-PHY
pairs.

EX1002 9 105.

First, Chinchol dizcloses the OBMMA (the processing tnrerface) mcludes the

claimed “virtwal MAC interface” The OMMA lzyer agzresates multiple MAC
intarfaces, as depicted in Figure 5. (EX{1005 [0120]; EX1002 T105.) The OMMA
layer includes an mtarface acting as a virmual MAC inrerface because it transparently
“distributes and/or combines” packets batwean the IP laver and the RATs. (EX1003
[0192]) A POSITA would have recognized this “virtualizes” a MAC ntarface
becanze the OMMA would effectivaly appear to the IP layer as a singls intarface for
exchanging packets are ultimately zent or received by the actual MAC-PHY pairs.
(EX1002 T105.)

Petition at 27-28.

106. Chincholi’s OMMA layer also includes all of the functionality that the
“103 patent associates with the “virtual MAC interface.” Specifically. Figure 6 of
Chincholi is a block diagram of an OMMA layer, comprising an IP QoS Scheduler
603, a MAC Resource Reservation module 602, and a Traffic Shaping Module 601.
(EX1005 at [0139].)

107. The IP QoS Scheduler classifies mcoming packets of a packet stream,
and may segregate them into distinct [P QoS streams (EX1005 at [0143]), which, in
my opinion a POSITA would have recognized to fulfill the functionality of the
“decizion block™ of the "105 patent’s “virtnal MAC interface™ (EX1001 at 3:26-31).

Chincholi’s OMMA Iayer also includes all of the functionality the “105 patent
associates with the virtual MAC interface. Bpecifically, Figure 6 of Chincholidsa
block diagram of an OMMA layer, comprising an IP Qof Scheduler 03, 2 MLAC
Resource Reservation module 602, and = Traffic Shaping Module 601. (EX1005
[0139]; EX1002 T106)

The IP Qof Scheduler clzssifies incoming packets of a packet straam, and
may sezregate them into distinet IP Qo8 streams (EX1003 [0143]), which 2 POSITA
would have recognized as the functionality of the decizion block of the *103 patent’s
virtual MAC interface (EX1002 T107; EX1001 3:26-31). The MAC Resstrce
Resarvation module determines the time duration or spectral frazmant bandwidth
raquired by a packet or set of packets (EX1005 [0142]), which 2 POSITA would

have racognized as the functonality of the “proceszing block™ of the "103 patent’s
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fragment/bandwidth required by a packet or set of packets (EX1005 at [0142]),
which in sy opinion a POSITA would have recognized to fulfill the functionality of
the “processing block™ of the *105 patent’s “virtual MAC interface™ (EX1001 at
3:31-34). Finally, the Traffic Shaping module determines the way packets are routed
across RATs using either policy based routing or feedback based routing (EX1003
at [01397), which in my opinion a POSITA would have recognized to fulfill the
functionality of the “ultra-streaming block™ of the 103 patent’s “virtual MAC
interface”™ (EX1001 at 3:34-40). Thus, in my opinion a POSITA would have
recognized that Chincholi’s OMMA layer includes a “wirfual MAC interface.”

EX1002 99 106-107 (identical figure omitted).

virtual MAC interface (EX1002 T107; EX1001 3:31-34). Fmallv, the Traffic
Shaping module determines the way packets are routed across RATs using either
pelicy based routing or feedback based routing (EX1003 [0139]), which a POSITA
would have recognized as the fimctionality of the “ultra-streaming block™ of the 103
patent’s virtual MAC interface (EX1002 7107; EX1001 3:34-40). Thus, a POSITA
would have recogmized Chincholi's OMMA layer includes a “virtual MAC
tneerface.” (EX1002 T107.)

Petition at 28-30 (identical figure omitted).

108. Secomnd. Chincholi discloses “forming in the processing inferface ...
first and second virfual PHY interfaces " to feed information regarding the
bandwidth availabilities of the first and second wireless transceivers back to the at
least one virtual MAC interface. Chincholi discloses that the traffic shaping module
of the OMMA (is.. part of the “virtual MAC interface™) may determine packet
routing using “feedback based routing™ (EX1005 at [0139].) In feedback based
RAT,” which include “channel quality metrics and the number of available
resources on the medium ” (EX1005 at [0161].)

109. Figores 28, 29, and their associated descriptions describe how

Chincholi collects feedback from each RAT for the traffic shaping module. Figure

Second, Chincholi disclozes forming in the processing tnterface .. first and
second virtwal PHY interfaces feed imformanion regarding che bamdwidth
availabilities of the first and second wireless ransceivers back to the ar least one
virmual MAC interface. (EX1002 T108.) Chincholi discloses the traffic shaping
module of the OMMMA (i e, part of the virtual MAC interface) may determine packet
routing using “feedback based routinz.” (EX1003 [0139]) In feedback basad
routing, “the OWMA transmitter may use measurement metrics fad back from sach
RAT.” which meluda “channel quality matrics and the mumber of available resourcas
on the madmm ™ (EX1003 [0161].)

Figures 18, 29, and their associated descriptions descnibe how Chincholi
collects feadback from each RAT for the traffic shaping module. (EX1002 T109.)
Fizure 28 illistrates how tha OMMMA layer inclodes an OMMA Controller, which

intarfaces with each AT to cellect metrics resarding the channel quality and
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28 illustrates how the OMMA layer includes an OMMA Controller, which interfaces
with each BEAT to collect metrics regarding the channel quality and number of
rezources available on the medivm. Specifically, vsing interface A2 in Figure 28,
“la] BAT (e.g., each RAT) may provide feedback metrics (2.g, a vector comprizing
a value of serving rate, jitter, packet delay, and packet loss rate on its MAC) to the
OMMA Controller 2900 per device fe.g., WIRU or NI) per access category
supported at that RAT." (EX1003 at [0205].) In my opinion. it would have been
obvious to a POSITA to incorporate first and second virtual PHY interfaces mto the
OMMA Controller of Chincholi to collect the disclosed feedback metrics from the
RATs over the “A2" interface and feed it back to the virtual MAC interface.
EX1002 99 108-109 (identical figure omitted).

number of resources available on the medium. Specifically, using interface A2 in
Figure 28, “[a] RAT (e.., each RAT) may provide faedback metries (e.£., 2 vector
comprising a value of serving rate, jitter, packet delay, and packet loss rate on its
MAC) to the OMMA Controller 2900 per device (e.g., WTRL or NT) per access
category supported at RAT.” (EX1005 [0205])

Petition at 30-31 (identical figure omitted).

110. Further, in my opinion, details reparding the implementation of virtual
PHY interfaces is disclosed by Riggert. As [ discussed above, supra Section IV,
Riggert teaches a “bondable virtual interface™ that provides one or more virtualized
physical interfaces to the actual PHY lavers of the communication channels,
allowing for easy substitution of the interface throughout the system. [EX1006 at
[0065].) In my opinion providing this sort of virtualized physical interface for
transceivers in an 802.11 system is particularly beneficial as it allows an access point
to accommodate communication channels with wireless devices that may operate
using various different generations of the 802.11 standards. Wirtoalizaficn of the
physical interface for this purpose is taught, for example, in background reference
TU.5. Patent Application 2009/0141691 (“Jain™). (See EX1007 at [0034-00377).
111. Figpre 5 teaches the basic architecture for implementing “bondable

virtual interfaces” in the wireless network devices of a mulhi-channel network:

Further details rezarding the implementation of virtual PHY interfaces are
disclosed by Riggert. As discussad in Section IV B 2, Rizgert teaches a “bondable
virtual interface™ provides one or more virtualized physical interfaces to the actual
PHY layers of the communication channels, allowing for easy substitution of the
intarface throughout the system. (ESNI00E [(065], EX1002 110.) Providing this sort
of virtualized physical interface for transcaivers m an §02.11 system i= particalarly
beneficial because it allows an access point to accommodate communication
channels with wireless devices may operate using different senerations of the §02.11
standards. (EX1002 T110.) Wirtuslizstion of the physical interface for this parpose)
isntausht) for example) in backeround (reference Jam. (EX1007 [(034-0037];
EX1002 7110).

Figure 5 teaches the basic architecturs for implemanting “bondable virtoal

imtarfacas™ in the wireless network devices of a multi-channe] network:

Comparison of Almeroth Decl. (Ex. 1002) vs. Petition
Identical, Minor Changes, Paraphrased

Samsung v. XiFi (IPR2025-01206)
Patent Owner XiFi’s Exhibit 2006, Page 19




| Section/Topic |

Almeroth Declaration (EX1002)

Petition re: “105 Patent

112. The “bondable virtnal interface™ in Figure 5 on the server side is
denoted as a “bondable PHY™ (240). While the exemplary architecture depicts only
a single “bondable virtual interface™ associated with four actual transceiver
resources, Riggert teaches that multiple physical bondable interfaces are possible in
a single device. For example, each network endpoint may comprise a “plurality of
bendable virtoal interface connectors 244 and 344, respectively,” each one of which
may be associated with specific bondable virtual interface. (EX1006 at [0069].)

113. For the reasons [ discussed above, see Section VLA, in my opinion a
POSITA would have been motivated to combine Riggert's implementation of virtual
PHY interfaces into the OMMA Controller of Chincholi for the purposes of
receiving the feedback statistics over the “A2” interfaces and passing that feedback
data to Chincholi’s traffic shaping module. The resulting combination would:
implement one or more bondable virtual PHY interfaces into Chincholi's OMMA.
comtroller, each associated with one or more actual MAC-PHY pairs, thus increasing
flexibility.

EX1002 99 110-113 (identical figure omitted).

The “bondable virtnal interface™ in Figure 3 on the server side is demoted as a
“bondable PHY™ (240). While the exemplary architecture depicts only a sinsle
“bondable virtual interface™ associated wath four actual tramscenver resources,
Riggert teaches multiple physical bondable interfaces are possible in a single device.
For example, sach nebwork endpoint may compnize a “plurality of bondable virtual
interface comnactors 244 and 344, respectively,” each of which may be associated
with specific bondable virtnal interface. (EX1006 [0065]; EX1002 11111-112)

For the reasons discussed in, £.g., Sechon VILA, a POSITA would have been
motivated to combine Riggert's implemantation of virtual PHY interfaces into the
OhA Controller of Chincholi for the purposes of recerving the feedback statistics
over the Chincheli’s “A2" intarfaces and passing feedback data to Chincholi’s traffic
shaping module. (EX1002 7113.) The resnlting sombination wonld implemesnt ones)
or more bondable virtual PHY interfaces into Chincholi’s OMMA controller, sach:

associated with one or more actual MAC-PHY pairs, thus incraasing flexibility.
(EX1002 113

Petition at 31-33 (identical figure omitted).

Grounds for
Unpatentability:

Claim 1(f)

g} 1[f]: wherein the processing interface iz configured 1o,
when the wireless networking device is being wsed, and
in a maymer transparent fo any laver of the wireless
networking device above the processing interface,

114. Inmy opinion, ChincholiRiggert/Clegg discloses this limitation.

115, Chincholi discloses that its OMMA laver (i.e., processing interface) is
configured to operate in a manner transparent to any higher laver. For example,
Chuncholi discloses that “[t[he OMMA layer may be transparent in that 1t distributes
and/or combines packets from different RATs and forwards the packets to the IP
layer ™ (EXI1005 at [0192], [0126]) This'is as opposed fo a “non-transparent”
configuration in which the OMMA layer would “add]] additional headers [] at the

g) 1[f]: wherein the proceszing interface iz confizured
to, when the wirelezz networking device iz being
unzed, and in a manner transparent to any layer of
the wirelesz networking device above the procezzing
interface,

Chmehol dizclosas its OMMA laver (processing tnterface) iv configured o

operate n a mamner trapsparent to any higher layer. (EX1002 T7114-113.) For
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transmitter, and reads and/or removes the headers at the receiver™ (EX1003 at

[192]. [0126])
EX1002 9 114-15.

exampls, Chincholi discloses “[t]The OMMWA layer may be transparant in it distributes
and'or combines packets from diffarent RAT: and forwards the packets to the IP

layer™ (EX1003 [0192] [0126].) This is as opposed to 3 “‘non-transparent”|

tranzmitter, and reads and/or ramoves the headers at the recemar.™ (EX1005 [0192],

[0126].)
Petition at 33-34.

Grounds for
Unpatentability:

Claim 1(g)

b)  I/gl: (a) request or create (i) a first association
interfaces and (11) a second assoclation hetween the.
nterfaces,

116. In my opinion. ChincholiRigpert’Clesg disclozes this limitation

117. Chincholi discloses techniques for network terminals and WTRUs to.
discover one another using active and passive scanning procedures. (EX1003 at
[0145]) After an authentication procedure, Chincholi discloses that WTRUs may
transmit an request to associate with one or more FATs of the network terminal and
that the network terminal may provide an association response signal accepting or
rejecting the request of the WTRU. (EX1003 at [0149].) Inmy opinion. a POSITA
would have recognized that these scanning procedures disclose the ability of
Chincheli’s OMMA layer to request or create azsociations between recipients and
multiple actual MAC and PHY interfaces, including a first and second actual MAC
and PHY interfaces.

118. When operating transparently with respect to higher layers, see
limitation [1f]. Chincholi’s OMMA layer handles the request/response and creation
of associations with WTEUs. (EX1005 at [0127] ("[A]sscciation requestiresponse]
frames may be updated by the OMMA layer to include OMM4 device discovery

one ancther using active and passive scamning procedures. (EX1005 [01:2]
(EX1002 T91156-117.) After an authenfication procedure, Chincholi discloses
WTRUs may transmit a request to associate with one or more RATs of the network
termunal and the network termmal may provide an associztion response sigmal
accepting or rejecting the request of the WTRLT. (EX 10035 [01145].) APOSITA would
have recognized these scanming procedures disclose the ahility of Chincholi's
OMIMA layer to request or craate associztions batwesn racipients and multiple achual
MAC and PHY interfaces, meluding a first and second actual MAC and PHY
imterfaces) (EXI1002 7117.)

When operating transparently with respect to ligher lavars (re [1]),
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parameters, for example. such as but not limited to OMMA modes, OMMA
schemes, OMMA packet distribution modes, etc.”). Thus, in my opinion, aPOISTA

would have recognized that the request or creation by Chincholi’s OMMA layer of
associations between recipients and the actual MAC and PHY interfaces would be

performed in a manner transparent to higher level layers.

EX1002 99 116-18.

Chincholi’s OMMA layer handles the request'response and creation of associations
with WTEUs. (EX1003 [0127)0( [A]ssoriation requestitesponse frames may be)
updated by the ONMA layer fo inchide OMBIA device discovery parameters, for
example, such 25 but not limited to OMMA modes, OMMA schemes, OMMMA
packet distribation modes, efe”) Thus, 2 POISTA would have recognized the
raquast or creation by Chincholi’s OMMA laver of associations batwean recipients
and the actual MAC and PHY mterfaces is performed in a manner transparent to
higher level layers. (EX1002 T118)

Petition at 34-35.

Grounds for
Unpatentability:

Claim 1(h)

119, In my opinion, ChincheliRiggert/'Clesg discloses this limitation.
120. Chincholi teaches that NT= and WTRUs communicate with one another
over “channels,” which are portions of a tramsceiver bandwidth availability.
Specifically, “[t]he NT and WTRU may communicate with each other over a single
radio frequency (RF) spectral band, for example, 2.4 GHz ISM band, or 5 GHz ISM
band, or TVSWS band, or 60 GHz band, using a chanmel within the band or
aggregating multiple configuous or noncontiguous channels ™ (EX10035 at [0118];
seg alse id at [0121] (“An 802.1 1 based system may operate in a time division
duplexing (TDD) mode, for example, on a band over a single 20/40MH7z channel
in the case of ISM band or a single 51020 MHz channel in television white space
(TVI¥) band using contiguous/non-contignous carrier aggregation ™))

121. Chincheli also disclozes identifying available bandwidth channels for

communication. The OMMA layer receives various feedback information from

i) 1[h]: (b) identify at least one first portion of the first
the identified at least one first portion comprizing a
set of given resources,
Chincholi teaches NTs and WTEUs communicate with one another over
“channels.” which are portions of a transceiver’'s bandwidth availahility.
Specifically, “[t]he NT and WTEL may communicate with sach other over a single
radio fraquency (RF) spectral band, for example, 2.4 GHz ISM band, or 5 GHz IEM
band, or TVSWS band, or 60 GHz band using a channel within the band or
aggresating multiple confizuous or nencentiznous chamnels.” (EX1005 [0118];
[0121] (“An 802.1 1 based systers may operate in a time divizion duplexing (TDDY)
mode, for example, on a band over a single 20/40MHz channel in the casa of ISAI
band or a single 5/10/20 MHz channel in television white space {TVIWS) band using

contiguous/non-contisuous carriar aggragation.™); EX 1002 TY119-120.)
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each RAT. (EX1003 at [0123].) For example, “the OMMA transmitter may use
measurement metrics fed back from each RAT,” which include “channel quality
metrics and the number af available resources on the medium™ (EX1003 at
[0161];) Amongst the available rescurces provided as part of the feedback
information are the “number of channels™ and “channel bandwidth™ (e, the width.
of the channel, such as 20/40 MHz in the case of the ISM band). (EX1005at[0161].)

122. In my opinion, a POSITA would have understood that the ability of
Chincholi’s OMMA layer to receive from each RAT a number of channels and
channel bandwidth is an identification of “at least one portion™ (i<, at least one
available channel, or an aggregation of multiple contisuous or non-contiguous
channels) of the first actnal bandwidth of the first wireless transceiver. In my
opinion, a POSITA would have further understood that each identified channel
bandwidth is comprised of a number of frequency carriers, which are a set of given

EX1002 99 119-122.

Chincholi also discloses identifying available bandwidth channels, (EX1002
£121.) The OMMA layer receives feedback information from each RAT. (EX1003
[0123].) For example, “the OMMA transmitter may use messurement metrics fad
back from each RAT,” which include “channel quality metrics and the number of
available rescurces on the mediom ™ (EX1005 [0161]) Amensst fheavailible)
resources provided as part of the feedback information are the “number of channels™
and “channe] bandwidth™ (i.e., the width of the channel, such as 20/40 MHz in the

case of the ISM band). (EX1005 [1161].)

A POSITA would have understood the ability of Chincholi’s OMMA layer to
raceive from sach RAT a number of channels and channel bandwidths is an
identification of ar least one first portion (ie., at least one available channel, or an
aggragation of multipls contizuous or non-contizuous channals) of dhe firse acnual
bandwidth of the first wireless ransceiver. (EX 10027122 A POSITA would have
further imderstood each identified charmel bandwidth is comprized of 2 mumber of
frequency carmiers, which are a ser of given resouwrces for the idenfified channel
(EX1002 7122,

Petition at 35-36.

123, Chincholi further discloses that the OMMA laver evaluates the
identified channel availabilities with respect to the first bandwidth requirement of
the first application and allocates bandwidth resources accordingly. As Chincholi
teaches, “the OMMA layer may determine a time duration and a bandwidth
requirement for an IP flow.™ (EX1005 at [260]) With knowledge of this total

bandwidth requirement. as well as the feedback information indicating the aumber

Chincholi further discloses the OMMA laver allocates bandwidth resourcas
to the transceiver resources. (EX(1002 T123.) As Chincholi teachaz, “the ONMA
layer may datermime a time duration and a bandwidth requirement for an IP flow.”

(EX1005 [260].) With knowledze of this total bandwidth requirement, as well as the
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of channels available on each RAT, Chincholi teaches how its “OMMA layer may
intellipently manage data traffic across multiple RATs .. as a function of the link
quality of each RAT.” (EX1005 at [0194].)

124, Specifically, Chincholi discloses how “[tJhe OMMA layer may request
resources on a first RAT and on a second RAT based on the time duration and the
bandwidth requirement for the first IP packet and the second IP packet of the IP
flow.” (EX1005 at [0260].) “The resovrces are characterized by the time duration
and the bandwidth requirement.™ (EX1005 at [0260].) This functionality may be
performed, for example, by a “MAC Resource Reservation module 6027 of the
OMMA layer, which “determine[s] an amount of time duration and'or spectral
fragment/bandwidth required by a packet or a set of packets.” (EX1005 at [0142].)

125. Chincholi goes on to detail multiple feedback-based OMMA
algorithms for allocating IP packets across respective RATs based on their
bandwidth availability. (EX1003 at [0162].) For example. in a “cold start™ phase,
Chincholi teaches how the OMMA layer “may request the individual RATs to
tranzmit the total channel bandwidths supported by them.™ (EX1003 at [0163].)
Thws, the distribution of IP packets across two separate RATS, operating on two
different frequency bands, may be calculated as the simple ratio of available
bandwidth on the two RATS:

BW 1) BW
|

126. (EX1005 at [UI63]) Chincholi then discloses miore sophisticated
algorithms for allocating packets based on both available bandwidth and link quality
for each of a “ramp-up phase™ and a “steady state phase” (EX1005 at [0164]-
[0165]).

EX1002 99 123-26.

faadback information indicating the number of chammels available on each RAT,
Chincholi teaches how its “OMMA layer may intellizently manaze data traffic
across multiple RATs .. as a function of the link quality of each RAT.” (EX1005
[01541.)

Specifically, Chincholi discloses how “[flhe OMMA laver may request
resources on a first RAT and on a second RAT based on the time duration and the
bandwidth requirement for the first IP packet and the second IP packst of the IP
fow.” (EX1005 [02607; EX1002 T124.) “The resources are characterized by the time
duration and the bandwidth requirement " (EX1005 [0260].) This functionality may
be performed by a “MAC Resource Reservation module 6027 of ths OMMA layer,
which “determinals] an amount of time duration and/or spectral frazment/bandwidth
required by a packet or a st of packets.” (EX1005 [0142].)

Chincholi goes on to detail multiple feedback-based OMMA alzorithms for
allocating IP packsts across respective RATs based on their bandwidth availability.
(E31003 [0162]; EX1002 7125.) For example, in a “cold start” phase, Chincholi
teaches how the OMMIA laver “may request the individual RA Ts to transmit the total
channel bandwidths supported by them ™ (EX1005 [0163].) Thus; the distribution of
IP packets across two separate RATS, operating on two differsnt frequency bands,
may be caleulated as the simpla ratio of available bandwidth on the two RATs:

ki
BWogy i ) BW
k=1

(EX1005 [0163]) Chincholi then discloses more sophisticated algorithms for
allocating packets basad on hotk availzbla bandwidth and link quality for each of 2
“ramp up phase” and a “steady state phase” (EX1003 [0164]-[0165]).

Petition at 37-38.
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Grounds for
Unpatentability:

Claim 1(i)

127. In my opinion, ChincholiRiggert/Clegg disclozes or renders obvious
and/or ChincholiRiggert/Clegg render thiz limitation obvious.

128. Itis my opinion that SPOSIMANGUld hsveuadersiood that ieplaia
meaning of resource “unavailable” in the context of the *105 patent broadly includes.
fesources thatiate partially or completely unavailable or that have less bandwidth
availability than another resource. This is consistent with the applicant’s use of the
term during prosecution of the prior related "591 patent. where in arguing
patentability to overcome a prior art rejection, the applicant expressly stated that “[ijt
i3 applicant’s intention that these words [“unavailable” and “unavailability™] refer
to. for example, a partial or complete loss of certain transeeiver resources as well as
a situation where a different band than the one currently in use provides more
bandwidth available for transmission™ (EX1017, Aug. 8, 2023 Response to Non-
Final Office Action (A= an additional matter, the Examiner’s attention i3 drawn to
the fact that the word “unavailable” and *unavailability” are used in dependent claims
2031 Tt is applicant’s intention that theze words refer to, for example, a partial or
complete loss of certain transceiver resources as well as a sitnation where a different
band than the one currently in use provides more bandwidth available for
transmission A replacement transmission resource is found if either of these
conditions happen. ™))

EX1002 99 127-28.

i) Llil: (e) evalnate whether any of the given resources
unavailable for communication, and
A POSITA would have understood that the plain meammnz of resource
“unavailable™ in the context of the "103 patent broadly ncludes resources that are
partizlly or complataly wnavailsble or that have lass bandwidth availshility than
anothar resource. Indeed, during prosecution of the prior related '391 patent the
applicant axpressly stated in argumg patentability to overcome a prior art rejection
that “[i}t 1= applicant’s ntenfion that thess words [“unavailable” and
“unavailability”] refer to, for example, a partial or complete loss of cerimin
transceiver rasources as well as a siuation where a different band than the one
currently in use provides more bandwidth available for transmission "(See EX1002
T7127-128; EX1017 Aug. §, 2023 Applicant Ramarks).
Petition at 38-39.
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129. As I discussed above, see linufation 1[h], Chincholi discloses
“feedback based routing” wherein the “number of available resources on the
mediom” of each FAT iz monitored and IP packets are distributed across the RATs
accordingly. (EX1003 at [0161]) The OMMA laver may, for example, maintain a
“BAT capability database™ storing the available EAT capability for an associated
WTRLU/NT (EX1005 at [0233], and “contimuously wpdat[ing]™ this information
based on feedback metrics, (EX1005 at [235].) In my opinion, a POSITA would
have understood Chincholi’s ability to use feedback metrics to continnoushy monitor
available resources to disclose the capability to evaluate whether any given resources
of the first identified bandwidth portion are unavailable for communication.

130. Inaddition, evaluating unavailability of given resources within the first
identified bandwidth portion is further tawght by Clegg. Clegs teaches a fechnigue
for a multi-band 802.11 device to “increase data throughput by aggregating one or
more of the available sub-channels for simultanecus uvse in transmitting and
receiving data ™ (EX1009 at 1:25-28]) To accomplish this, Clegg teaches the use of
an “pltra-wideband tuner to evaluate the entire available spectrum between several
communication bands. ™ (EX1009 at 3:60-63.) Specifically, an 802.11 access point
may “search across 1) available bands (e.g., the 2.4 GHz, 5 GHz. and’or 60 GHz
bands), and 2) sub-channels within each band, and measure interference on a carrier-
by-carrier basis across those bands and sub-channels ™ (EX1009 at 4:5-9) Each
carrier is evaluated to determine whether interference is “too high or above a
threshold amount.™ (EX1009 at 7:16-17.) Clegg can use this information to create
a “channel map” identifying the available carriers across entire communication
bands or discrete sub-channels “so that a user can select subcarriers from across

those bands to form a cluster for communication ™ (EX1009 at 7:19-22.)

As discuszed re 1[h], Chincholi discloses “feedback based routing”™ wherein
the “numbear of available resources on the medium™ of each RAT 1= monttored and
IP packats ars distributed across the RATs accordingly. (EXINS [I1861]) The
OMMA layer may, for example, maintain 2 “BAT capability database™ storing the
available BAT capability for an associated WTRU/NT (EX1005 [0233], and
“continuously updat[ing]” this information based on faedback metries, (EX1003
[235].) A POSITA would have understood Chincholi’s ability to use feedback
metrics to continuously monitor available resources to discloze the capability to
evalnate whathar any given resources of the first identified bandwidth portion are
unavailable for communication. (EX1002 71293

Evaluatng unavalability of given resources within the first identified
bandwidth portion 1= further taught by Clege. (EX1002 7130 Clegs teaches 2
technique for a mmlti-hand 80211 device to “increase data throughput by
@Egregating one of more of the available sub-channels for simultanecus uss
transmitting and receiving data™ (EX100% 1525528 To accomplish this, Clegs
teaches the use of an “ultra-wideband tunar to evaluate the entire available spectrum
between several communication bands.™ (EX1009 3:60-63.) Specifically, an 802.11
access point may “search acress 1) available bands (2.2, the 2.4 GH=, 5 GHz, and/or
60 GHz bands), and 2) sub-chanmals within each band, and measure interferance on
a carrier-by-carmier basis across those bands and sub-channels ™ (EX1005 4:53-8)
Each carrier is evaluated fo determine whether interference i= “too hish or above a
threshold amount™ (EX1009 7:16-17.) Clegg can use this information to create a
“channel map™ identifying the available carriars across entire communication bands
or discrete sub-channels “so 2 user can select subcarmers from across those bands to

form a cluster for commumication. ™ (EX1009 7:19-22.)
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EX1002 99 129-130.

Petition at 39-40.

131. In my opimon, a POSITA would have vnderstood Clegg's cammer-by-
carrier evaluation of interference to disclose an evalvation of whether any of the
given resources of the first identified bandwidth portion are unavailable for

132. For the reasons I discuss above, see Section VLA, in my opimion a
POSITA would have been motivated to combine Clegg’s teachings about how to
The resulting combination would implement Chincholi’s ability to dynamically
allocate configuous or non-contignous bandwidth channels along with Clegg’s
ability to mitigate interference within channels on a camier-by-carrier basis, thus
increasing the bandwidth efficiency of the combined system.

EX1002 9 131-32.

A POSITA would have understood Clagg's carrier-by-carrier avaluation of
intarference to evaluare whether any of the given resources of the first identified
bandwidth portion are unavailable for communication becaussa the infarfarencs 1=
“toc high or above a threshold amount. ™ (EX1002 131.)

For at least the reasons discussed above (in Section VILA), a POSITA would
have bean motivated to combine Clegg's teachings about how to mitizate carrier-
specific inferference into the ChincholiRizgert system. The resulting combination
would implement Chincholi’s ability o dynamically allocate contizucus or non-
contiguous bandwidth chammals along with Clegg’s ability fo mitizate mterference
within chamnmeals on a carmier-by-carrier basiz, thus increasing the bandwidth
efficiency of the combined system| (EX 1002 132

Petition at 40-41.
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Grounds for
Unpatentability:

Claim 1(j)

133. Inmy opinion ChincholiRiggert/Clegg discloses this limitation..

134, Clegg teaches the ability of an 802.11 network terminal to vse a first|
wireless transceiver, without requiring disassociation of the recipient from the access
point, to transmit a data stream using only the subset of frequencies that are not
unavailable for communication.

135. Specifically, after evaluating the interference levels of each carrier

across the available spectrum, Clegg teaches a capability for “notching out”™ specific
OFDM subcarriers that suffer an unduly high amount of interference. (EX1009 at

carriers in a single subchannel, or 4) discontinuous carriers spanning across mMore
than one sub-channel ™ (EX1009 at 4:11-15.) In my opinion, a POSITA would have
recognized that Clegg’s selection of a cluster of carriers enables transmission of the
first data stream using only the subset of frequencies/given resources of the first

EX1002 9 133-35

EoreommaniEsteE] (E3X1002 T7133-134)

Specifically, after evaluating the interferance levels of each carrier across the
available spectrum, Clegg teaches a capability for “notching out” specific OFDM
subearriers suffer an unduly hizh amount of interference. (EX1009 7:13-19) The
remaining carriers, which are suitable for communication, are selected to comprise
a “cluster of carriers for communication.™ (EX1009 4:9-10.) The cluster of carriers

may compnze: “1) configuous carriers in a single sub-channel, 2) contiguous carriers

sub-chammel, or 4) discontimious carriers spanning across more than one sub-
channel” (EX1009 4:11-15) A POSITA would have recoznized Clezg’s selection
of a chuster of carriers enzbles transmission of the first data stream using only the
subsat of frequenciss/siven resources of the first identifisd bandwidth portion that
are not unavailable: (EX1002 135

Petition at 41-42.

Comparison of Almeroth Decl. (Ex. 1002) vs. Petition
Identical, Minor Changes, Paraphrased

Samsung v. XiFi (IPR2025-01206)
Patent Owner XiFi's Exhibit 2006, Page 28




| Section/Topic |

Almeroth Declaration (EX1002)

Petition re: “105 Patent

136. Chincholi also does not “require” disassociation of recipient WTRUs
from either or both of the actual MAC and PHY interfaces during operation.

137. Indeed, in my opinion a POSITA would have also recognized the

destrability of implementing Chincholi combined with the teachings of Riggert and
Clegg to transmit the first data stream to the recipient without requiring
“disaszociation” of the recipient from either or both of the first and second actual
MAC and PHY interfaces. For example, in the field of 802.11 systems—where each
associated terminal 15 assigned a umnique association identifier (~AID™ }—it was well-
kmown that avoiding disassociation after initial association was desirable, as
repeatedly re-forming associations was inefficient and disroptive. (EX1008 (U.S.
Patent 9.379,868) (“Wang™) at 24:42-43 (“This approach is undesirable, can be blunt
and can disropt the on-poing services (e.g., requires disassociation), at 24:57-62
(“The lack of update/change of the AID values . . . after an initial AID assignment
iz inherently inflexible and can prevent the realization power saving, among other
considerations, that an update/change of the ATD values can provide.™) Indeed,
recognizing this issue, background prior art reference Wang described techniques in
a multiple transceiver/MIMO system for effectuating an update to a recipient’s
unique association identifier (“AID™) through various interactions with the system
without requiring a disassociation of a wirelesz device from an access point.
(ESD1008 at 24:63-25:57)

138, In light of thiz background art, in my opinion a POSITA would have
recognized that in implementing the Chincholi Biggert/Clegz combination, it would
be desirable implement known dynamic AID reassignment techniques to avoid
dizassociation of recipients during operation including throughout any process of
reallocating transcerver, channel, and/or bandwidth resources to a recipient.

EX1002 99 136-38.

Chincholi also does not “require™ diszssociation of recipient WTRUs from
eithar or both of the zctnal MAC and PHY mterfaces during operation. (EX{1002
11363

A POSITA would have also recosnized the desirability of implamenting
Chincholi combined with the teachings of Rizgert and Clegs to transmit the first
data stream to the recipient without requining “disassociation” of the recipient from
either or both of the first and sacond actual MAC and PHY intarfaces. For exampla,
in the field of 802.11 svstems—uwhere each associated terminal 1= assigned a unique
association identifier (“AID"}—it was well-known aveiding disassociation after
imital associabion was desirable, as repeatedly re-forming associations was
inefficient and disruptive. (EX1002 T1137; EX1008 (U.5. Patent 9379868
(“Wang'™) 24:42-43 (“This approach is undesirable, can be blunt and can disrupt the
on-going  services (eg., requires disassociatiom), 24:37-62 (“The lack of
update/chanze of the AID values . . . after an initial ATD assiznment is mherantly
inflexible and can prevent the realization power saving, among cther considerations,
an update’chanse of the AID values can provide.”) Recogmizing this issue,
backeround prior art reference Wang describad technigues mm a mulfiple
transcerver MIMO zystem for effectuating anm update to a recipient’s umigue
association identifier (“AID™) through vanous interactions with the system without
requinng a dizassociztion of 2 wireless device from an access point. (EXI008 24-63-
25:57)

In light of this backsround art, 2 POSITA would have recogmized n
implementing the ChincholiRizgert/Clesg combination, 1t would be desirable
implemeant kmown dynamic ATD reassiznment techniques to avoid dizassociation of
recipients during operation including throushout any process of reallocating
transcernver, channel, and ‘or bandvwidth rescurces to a recipient. (EX1002 7138

Comparison of Almeroth Decl. (Ex. 1002) vs. Petition
Identical, Minor Changes, Paraphrased

Samsung v. XiFi (IPR2025-01206)
Patent Owner XiFi’'s Exhibit 2006, Page 29




| Section/Topic |

Almeroth Declaration (EX1002)

Petition re: “105 Patent

Petition at 42-43.

Grounds for
Unpatentability:

Claim 1(k)

1] 1 [E]: wherein the wireless nerworking device s
uiilization of the first available bandwidth portion of
the first wireless tranzceiver does not prevent aiy
wireless networking device devices from utilizing a
range of frequencies corresponding fo the remaining
portion of the bandwidth availability of the first
wireless fransceiver for data transmission or reception
purposes ai the same time that the first banawidth

139, Inmy opinion, ChincholiRiggert'Clegg discloses this limitation.

140. Chincheoli dizcloses examples of “multi-WITRU multi-IP flow cases.™
(EX1005 at [0328].) For example. “[a] system may comprize multiple WIRUs, a
single NT. and multrple IP flows from the NT to cne or more WTRUs.” (EX1005
at [0328] ) This is disclosed, for example in Figure 3.

141. Te manage data flows for multiple WIEUs, Chincholi teaches
techniques for queuing packets according to their access categories and/or WIRU
(EX1005 at [0351]-{0356].) Foriesamplen
Chincholi discloses a MAC layer of a given transceiver may implement multiple
transmission buffers, denoted Qu, where “i" refers to the WTRU for which a group.
of packets is designated and "k refers to the IF flow associated with the group of

packets] (ERIIO0S at [352])

WTRUs across multiple BEATs.

1] 1[k]: wherein the wirelesz networking device’s
ntilization of the frzt available bandwidth portion of
the first wirelezz tranzceiver does not prevent any
wireless networking device devices [zic] from

tilimine of f - FEdN
or reception purposzes at the zame time that the first
transmizsion purposes.

Chincholi discloses examplss of “mula-WTRU multi-IP flow caszes™
(EX1005 [0328]; (EX1002 T7139-140.) For exampla, “[a] system may comprise
multiple WIRUs, a single NT, and multiple IF flows from the NT to one or more
WTRU=" (EX1003 [0328].) Thisis disclosad, fior example in Figure 3]

To manage data flows for multiplea WTRUs, Chincholi teaches techniquas for
gqueuing packets zccording fo their access categories and/or WTEL addreszzes and
optimizing the distribotion of packets of multiple streams for multiple WTEUs
across multiple BATs. (EX00S [0351]-[0356]; (EX1002 T141.) Forjexsmplay
Chincholi discloses a MAC layer of 3 given fransceiver may implement multiple
transmission boffers, denoted e, where “i” refers to the WTRL for which a group.
of packets is desiznated and “k” refers to the IP flow associated with the sroup of

fackets) (EXL00S [3521.)
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142, Chincholi forther dizcloses how utilization of the available transceiver
bandwidth for cne WTRU does not prevent other WTRUs from utilizing a range of

frequencies corresponding to the remaining transceiver bandwidth at the same time.

RAT. (EX1005 2t [0161].) Amongst the feedback metrics are the “MAC Type,” for

example “OFDMA” (EX1005 at [0161] & Table 2) OFDMA stands for

E‘II

subcarriers are described as orthogonal becanse they do not interfere with each other
when simultaneously transmitted. Inmy opinion, a POSITA would have recognized
that OFDMA techniques would allow multiple WTRUs to access different channels
of the tranzceiver resources simultaneously and without interference.

143, Because Chincholi's RATs may provide feedback to the OMMA
indicating that they are operating as an OFDMA MAC Type, in my opinion a
POSITA would have recognized that Chincholi discloses the capability to allow
multiple WTRUs to simultanecusly utilize different portions of a transcerver’s
available bandwidth.

EX1002 99 139-143 (identical figure omitted).

bandwidth for one WTRU doas not prevant other WTRUs from ufilizing a range of
frequencias cormesponding to the remaining transceivar bandwidth at the same time.
(EX1002 €142 As discussed above, Chincholi's OMMA layer recerves faedback
mstrics fromeach BT (EX1005 [0161]) Amongst the feedback metrics are the
“WAC Type,” for example “OFDMAA ” (EX1005 [0161] & Table 2.) OFDNA stands
for “Orthogonal Frequency Division Multiple Access.” which was a knovwn wireless
communication fechnique for dividing an available bandwidth info smaller
subcarriers (e, frequency ranges) which are then allocated to different users.
{EX1002 M142.) Thase subcarriers ara “orthogonal” becanse they do not interfare
with each other when simultaneously transeutted. A POSITA would have
racognized OFDMA techniques would allow multiple WTERUs to access differant
channels of the transceiver resources simultamecusly and without interference.
(EX1002 T142.)

Because Chincholi's BATs may provide faadback to the OMMA indicating
thay are operating as an OFDMA MAC Type, 2 POSITA would have recognizad
Chincholi discloses the capability to allow multipls WTRUs to simultanecusly
utiliza differant portions of 2 transceiver's availabls bandwadth. (EX1002 7143

Petition at 43-45 (identical figure omitted).

Comparison of Almeroth Decl. (Ex. 1002) vs. Petition
Identical, Minor Changes, Paraphrased

Samsung v. XiFi (IPR2025-01206)
Patent Owner XiFi’s Exhibit 2006, Page 31



