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DECISION FEEDBACK EQUALIZER FOR 
HGHLY SPECTRALLY EFFICIENT 

COMMUNICATIONS 

CLAIM OF PRIORITY 

This patent application makes reference to, claims priority 
to and claims benefit from: 
U.S. Provisional Patent Application Ser. No. 61/662,085 
entitled 'Apparatus and Method for Efficient Utilization of 
Bandwidth' and filed on Jun. 20, 2012: 
U.S. Provisional Patent Application Ser. No. 61/726,099 
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and filed on Nov. 14, 2012; 
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entitled “Modulation Scheme Based on Partial Response' 
and filed on Nov. 26, 2012; and 
U.S. Provisional Patent Application Ser. No. 61/747,132 
entitled “Modulation Scheme Based on Partial Response' 
and filed on Dec. 28, 2012. 

Each of the above stated applications is hereby incorpo 
rated herein by reference in its entirety. 

INCORPORATION BY REFERENCE 

This patent application also makes reference to: 
U.S. patent application Ser. No. 13/754,964 titled “Low 
Complexity, Highly-Spectrally-Efficient Communications.” 
and filed on the same date as this application; 
U.S. patent application Ser. No. 13/754,998 titled “Design 
and Optimization of Partial Response Pulse Shape Filter, and 
filed on the same date as this application; 
U.S. patent application Ser. No. 13/755,001 titled “Constel 
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Communications.” and filed on the same date as this applica 
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U.S. patent application Ser. No. 13/755,008 titled “Dynamic 
Filter Adjustment for Highly-Spectrally-Efficient Communi 
cations.” and filed on the same date as this application; 
U.S. patent application Ser. No. 13/755,011 titled “Timing 
Synchronization for Reception of Highly-Spectrally-Effi 
cient Communications, and filed on the same date as this 
application; 
U.S. patent application Ser. No. 13/755,014 titled “Signal 
Reception Using Non-linearity-compensated, partial 
response feedback, and filed on the same date as this appli 
cation; 
U.S. patent application Ser. No. 13/755,018 titled “Feed For 
ward Equalization for Highly-Spectrally-Efficient Commu 
nications, and filed on the same date as this application; 
U.S. patent application Ser. No. 13/755,025 titled “Decision 
Feedback Equalizer with Multiple Cores for Highly-Spec 
trally-Efficient Communications.” and filed on the same date 
as this application; 
U.S. patent application Ser. No. 13/755,026 titled “Decision 
Feedback Equalizer Utilizing Symbol Error Rate Biased 
Adaptation Function for Highly-Spectrally-Efficient Com 
munications.” and filed on the same date as this application; 
U.S. patent application Ser. No. 13/755,028 titled “Coarse 
Phase Estimation for Highly-Spectrally-Efficient Communi 
cations.” and filed on the same date as this application; 
U.S. patent application Ser. No. 13/755,039 titled “Fine Phase 
Estimation for Highly Spectrally Efficient Communications.” 
and filed on the same date as this application; and 
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U.S. patent application Ser. No. 13/755,043 titled “Joint 
Sequence Estimation of Symbol and Phase with High Toler 
ance of Nonlinearity,” and filed on the same date as this 
application. 

TECHNICAL FIELD 

Aspects of the present application relate to electronic com 
munications. 

BACKGROUND 

Existing communications methods and systems are overly 
power hungry and/or spectrally inefficient. Further limita 
tions and disadvantages of conventional and traditional 
approaches will become apparent to one of skill in the art, 
through comparison of Such approaches with some aspects of 
the present method and system set forth in the remainder of 
this disclosure with reference to the drawings. 

BRIEF SUMMARY 

Methods and systems are provided for low-complexity, 
highly-spectrally efficient communications, Substantially as 
illustrated by and/or described in connection with at least one 
of the figures, as set forth more completely in the claims. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a block diagram depicting an example system 
configured for highly-spectrally-efficient communications. 

FIG. 2 is a block diagram depicting an example equaliza 
tion and sequence estimation circuit for use in a system con 
figured for highly-spectrally-efficient communications. 

FIG. 3 is a block diagram depicting an example equaliza 
tion and sequence estimation circuit for use in a system con 
figured for highly-spectrally-efficient communications. 

FIG. 4 is a block diagram depicting an example decision 
feedback equalizer for use in a system configured for highly 
spectrally-efficient communications. 

FIG. 5 is a block diagram depicting an example decision 
feedback equalizer core circuit. 

FIG. 6 is a block diagram depicting an example soft symbol 
determination circuit. 

FIG. 7 is a block diagram depicting an example error deter 
mination circuit. 

FIG. 8 is a block diagram depicting an example equaliza 
tion and sequence estimation circuit for use in a system con 
figured for highly-spectrally-efficient communications. 

FIG. 9 is a block diagram depicting an example decision 
feedback equalizer for use in a system configured for highly 
spectrally-efficient communications. 

FIG. 10 is a block diagram depicting an example decision 
feedback equalizer core circuit. 

FIG. 11 is a block diagram depicting an example decision 
feedback equalizer core circuit. 

FIG. 12A is a flow diagram depicting example steps in a 
method for a decision feedback equalizer for highly spec 
trally efficient communications. 

FIG. 12B is a flow diagram depicting example steps in a 
method for a decision feedback equalizer for highly spec 
trally efficient communications. 

FIG. 13A depicts a flow diagram that shows example steps 
in a method for a decision feedback equalizer with dynami 
cally selected error signal for highly-spectrally-efficient com 
munications. 

Marvell Semiconductor, Inc. - Ex. 1028, Page 000018
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FIG. 13B depicts a flow diagram that shows example steps 
in a method for a decision feedback equalizer with dynami 
cally selected error signal for highly-spectrally-efficient com 
munications. 

DETAILED DESCRIPTION 

The present disclosure describes a decision feedback 
equalizer for highly spectrally efficient communications. As 
utilized herein the terms “circuits’ and “circuitry” refer to 
physical electronic components (i.e. hardware) and any soft 
ware and/or firmware (“code’) which may configure the hard 
ware, be executed by the hardware, and or otherwise be asso 
ciated with the hardware. As used herein, for example, a 
particular processor and memory may comprise a first “cir 
cuit' when executing a first one or more lines of code and may 
comprise a second "circuit' when executing a second one or 
more lines of code. As utilized herein, “and/or” means any 
one or more of the items in the list joined by “and/or”. As an 
example, “x and/or y” means any element of the three-ele 
ment set {(x), (y), (x,y)}. As another example, “x, y, and/or Z” 
means any element of the seven-element set {(x), (y), (Z), (x, 
y), (X,Z), (y,z), (x, y, z)}. As utilized herein, the term "exem 
plary' means serving as a non-limiting example, instance, or 
illustration. As utilized herein, the terms "e.g. and “for 
example set off lists of one or more non-limiting examples, 
instances, or illustrations. As utilized herein, circuitry is 
“operable' to perform a function whenever the circuitry com 
prises the necessary hardware and code (if any is necessary) 
to perform the function, regardless of whether performance of 
the function is disabled, or not enabled, by Some user-config 
urable setting. As utilized herein the terms “dynamic.” 
“dynamically.” “adaptive.” “adaptively' and the like may 
refer to values, parameters and/or the like that may be set, 
configured or updated during run-time of the transmitter and/ 
or receiver (e.g., in, or near, real-time) based, for example, on 
recently received signals/values and/or signals/values cur 
rently being received. 

FIG. 1 is a block diagram depicting an example system 
configured for low-complexity, highly-spectrally-efficient 
communications. The system 100 comprises a mapper circuit 
102, a pulse shaping filter circuit 104, a timing pilot insertion 
circuit 105, a transmitterfront-end circuit 106, a channel 107, 
a receiver front-end 108, a filter circuit 109, a timing pilot 
removal circuit 110, an equalization and sequence estimation 
circuit 112, and a de-mapping circuit 114. The components 
102, 104, 105, and 106 may be part of a transmitter (e.g., a 
base station or access point, a router, a gateway, a mobile 
device, a server, a computer, a computer peripheral device, a 
table, a modem, a set-top box, etc.), the components 108,109, 
110, 112, and 114 may be part of a receiver (e.g., a base station 
or access point, a router, a gateway, a mobile device, a server, 
a computer, a computer peripheral device, a table, a modem, 
a set-top box, etc.), and the transmitter and receiver may 
communicate via the channel 107. 
The mapper 102 may be operable to map bits of the TX bit 

stream to be transmitted to symbols according to a selected 
modulation scheme. The symbols may be output via signal 
103. For example, for an quadrature amplitude modulation 
scheme having a symbol alphabet ofN (N-QAM), the mapper 
may map each Log(N) bits of the TX bitstream to single 
symbol represented as a complex number and/or as in-phase 
(I) and quadrature-phase (Q) components. Although N-QAM 
is used for illustration in this disclosure, aspects of this dis 
closure are applicable to any modulation scheme (e.g., ampli 
tude shift keying (ASK), phase shift keying (PSK), frequency 
shift keying (FSK), etc.). Additionally, points of the N-QAM 
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4 
constellation may be regularly spaced ("on-grid) or irregu 
larly spaced (“off-grid’). Furthermore, the symbol constella 
tion used by the mapper may be optimized for best bit-error 
rate performance that is related to log-likelihood ratio (LLR) 
and to optimizing mean mutual information bit (MMIB). The 
Tx bitstream may, for example, be the result of bits of data 
passing through a forward error correction (FEC) encoder 
and/or an interleaver. Additionally, or alternatively, the sym 
bols out of the mapper 102 may pass through an interleaver. 
The pulse shaper 104 may be operable to adjust the wave 

form of the signal 103 such that the waveform of the resulting 
signal 113 complies with the spectral requirements of the 
channel over which the signal 113 is to be transmitted. The 
spectral requirements may be referred to as the “spectral 
mask' and may be established by a regulatory body (e.g., the 
Federal Communications Commission in the United States or 
the European Telecommunications Standards Institute) and/ 
or a standards body (e.g., Third Generation Partnership 
Project) that governs the communication channel(s) and/or 
standard(s) in use. The pulse shaper 104 may comprise, for 
example, an infinite impulse response (IIR) and/or a finite 
impulse response (FIR) filter. The number of taps, or 
“length of the pulse shaper 104 is denoted herein as LTx, 
which is an integer. The impulse response of the pulse shaper 
104 is denoted herein as hTx. The pulse shaper 104 may be 
configured such that its output signal 113 intentionally has a 
substantial amount of inter-symbol interference (ISI). 
Accordingly, the pulse shaper 104 may be referred to as a 
partial response pulse shaping filter, and the signal 113 may 
be referred to as a partial response signal or as residing in the 
partial response domain, whereas the signal 103 may be 
referred to as residing in the symbol domain. The number of 
taps and/or the values of the tap coefficients of the pulse 
shaper 104 may be designed such that the pulse shaper 104 is 
intentionally non-optimal for additive white Gaussian noise 
(AWGN) in order to improve tolerance of non-linearity in the 
signal path. In this regard, the pulse shaper 104 may offer 
Superior performance in the presence of non-linearity as com 
pared to, for example, a conventional near Zero positive ISI 
pulse shaping filter (e.g., root raised cosine (RRC) pulse 
shaping filter). The pulse shaper 104 may be designed as 
described in one or more of the United States patent appli 
cation titled “Design and Optimization of Partial Response 
Pulse Shape Filter, the United States patent application titled 
“Constellation Map Optimization For Highly Spectrally Effi 
cient Communications, and the United States patent appli 
cation titled “Dynamic Filter Adjustment For Highly-Spec 
trally-Efficient Communications, each of which is 
incorporated herein by reference, as set forth above. 

It should be noted that a partial response signal (or signals 
in the “partial response domain’) is just one example of a type 
of signal for which there is correlation among symbols of the 
signal (referred to herein as “inter-symbol-correlated (ISC) 
signals'). Such ISC signals are in contrast to Zero (or near 
Zero) ISI signals generated by, for example, raised-cosine 
(RC) or root-raised-cosine (RRC) filtering. For simplicity of 
illustration, this disclosure focuses on partial response signals 
generated via partial response filtering. Nevertheless, aspects 
of this disclosure are applicable to other ISC signals such as, 
for example, signals generated via matrix multiplication (e.g., 
lattice coding), and signals generated via decimation below 
the Nyquist frequency Such that aliasing creates correlation 
between symbols. 
The timing pilot insertion circuit 105 may insert a pilot 

signal which may be utilized by the receiver for timing Syn 
chronization. The output signal 115 of the timing pilot inser 
tion circuit 105 may thus comprise the signal 113 plus an 
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inserted pilot signal (e.g., a sine wave at /4xfbaud, where 
fbaud is the symbol rate). An example implementation of the 
pilot insertion circuit 105 is described in the United States 
patent application titled “Timing Synchronization for Recep 
tion of Highly-Spectrally-Efficient Communications.” which 
is incorporated herein by reference, as set forth above. 
The transmitter front-end 106 may be operable to amplify 

and/or upconvert the signal 115 to generate the signal 116. 
Thus, the transmitter front-end 106 may comprise, for 
example, a power amplifier and/or a mixer. The front-end may 
introduce non-linear distortion and/or phase noise (and/or 
other non-idealities) to the signal 116. The non-linearity of 
the circuit 106 may be represented as FnlTX which may be, for 
example, a polynomial, or an exponential (e.g., Rapp model). 
The non-linearity may incorporate memory (e.g., Voltera 
series). 
The channel 107 may comprise a wired, wireless, and/or 

optical communication medium. The signal 116 may propa 
gate through the channel 107 and arrive at the receive front 
end 108 as signal 118. Signal 118 may be noisier than signal 
116 (e.g., as a result of thermal noise in the channel) and may 
have higher or different ISI than signal 116 (e.g., as a result of 
multi-path). 
The receiver front-end 108 may be operable to amplify 

and/or downconvert the signal 118 to generate the signal 119. 
Thus, the receiver front-end may comprise, for example, a 
low-noise amplifier and/or a mixer. The receiver front-end 
may introduce non-linear distortion and/or phase noise to the 
signal 119. The non-linearity of the circuit 108 may be rep 
resented as FinlRX which may be, for example, a polynomial, 
or an exponential (e.g., Rapp model). The non-linearity may 
incorporate memory (e.g., Voltera series). 
The timing pilot recovery and removal circuit 110 may be 

operable to lock to the timing pilot signal inserted by the pilot 
insertion circuit 105 in order to recover the symbol timing of 
the received signal. The output 122 may thus comprise the 
signal 120 minus (i.e., without) the timing pilot signal. An 
example implementation of the timing pilot recovery and 
removal circuit 110 is described in the United States patent 
application titled “Timing Synchronization for Reception of 
Highly-Spectrally-Efficient Communications, which is 
incorporated herein by reference, as set forth above. 
The input filter 109 may be operable to adjust the wave 

form of the partial response signal 119 to generate partial 
response signal 120. The input filter 109 may comprise, for 
example, an infinite impulse response (IIR) and/or a finite 
impulse response (FIR) filter. The number of taps, or 
“length of the input filter 109 is denoted herein as LRX, an 
integer. The impulse response of the input filter 109 is denoted 
herein as hRX. The number of taps, and/or tap coefficients of 
the input filter 109 may be configured based on: a non-linear 
ity model, Finl, signal-to-noise ratio (SNR) of signal 120, the 
number of taps and/or tap coefficients of the Tx partial 
response filter 104, and/or other parameters. The number of 
taps and/or the values of the tap coefficients of the input filter 
109 may be configured such that noise rejection is intention 
ally compromised (relative to a perfect match filter) in order 
to improve performance in the presence of non-linearity. As a 
result, the input filter 109 may offer superior performance in 
the presence of non-linearity as compared to, for example, a 
conventional near Zero positive ISI matching filter (e.g., root 
raised cosine (RRC) matched filter). The input filter 109 may 
be designed as described in one or more of: the United States 
patent application titled “Design and Optimization of Partial 
Response Pulse Shape Filter the United States patent appli 
cation titled “Constellation Map Optimization For Highly 
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6 
Spectrally Efficient Communications.” and the United States 
patent application titled “Dynamic Filter Adjustment For 
Highly-Spectrally-Efficient Communications.” each of 
which is incorporated herein by reference, as set forth above. 
As utilized herein, the “total partial response (h) may be 

equal to the convolution of hTx and hRX, and, thus, the “total 
partial response length (L) may be equal to LTX+LRX-1. L 
may, however, be chosen to be less than LTx+LRX-1 where, 
for example, one or more taps of the Tx pulse shaper 104 
and/or the RX input filter 109 are below a determined level. 
Reducing L may reduce decoding complexity of the sequence 
estimation. This tradeoffmay be optimized during the design 
of the system 100. 
The equalizer and sequence estimator 112 may be operable 

to perform an equalization process and a sequence estimation 
process. Details of an example implementation of the equal 
izer and sequence estimator 112 are described below with 
respect to FIG. 2. The output signal 132 of the equalizer and 
sequence estimator 112 may be in the symbol domain and 
may carry estimated values of corresponding transmitted 
symbols (and/or estimated values of the corresponding trans 
mitted information bits of the TX bitstream) of signal 103. 
Although not depicted, the signal 132 may pass through an 
interleaver en route to the de-mapper 114. The estimated 
values may comprise soft-decision estimates, hard-decision 
estimates, or both. 
The de-mapper 114 may be operable to map symbols to bit 

sequences according to a selected modulation scheme. For 
example, for an N-QAM modulation scheme, the mapper 
may map each symbol to Log(N) bits of the RX bitstream. 
The RX bitstream may, for example, be output to a de-inter 
leaver and/or an FEC decoder. Alternatively, or additionally, 
the de-mapper 114 may generate a soft output for each bit, 
referred as LLR (Log-Likelihood Ratio). The soft output bits 
may be used by a soft-decoding forward error corrector (e.g. 
a low-density parity check (LDPC) dedecoder). The soft out 
put bits may be generated using, for example, a Soft Output 
Viterbi Algorithm (SOVA) or similar. Such algorithms may 
use additional information of the sequence decoding process 
including metrics levels of dropped paths and/or estimated bit 
probabilities for generating the LLR, where 

P, is the probability that bit b=1. 
In an example implementation, components of the system 

upstream of the pulse shaper 104 in the transmitter and down 
stream of the equalizer and sequence estimator 112 in the 
receiver may be as found in a conventional N-QAM system. 
Thus, through modification of the transmit side physical layer 
and the receive side physical layer, aspects of the invention 
may be implemented in an otherwise conventional N-QAM 
system in order to improve performance of the system in the 
presence of non-linearity as compared, for example, to use of 
RRC filters and an N-QAM slicer. 

FIG. 2 is a block diagram depicting an example equaliza 
tion and sequence estimation circuit for use in a system con 
figured for low-complexity, highly-spectrally-efficient com 
munications. Shown are an equalizer circuit 202, a signal 
combiner circuit 204, a phase adjust circuit 206, a sequence 
estimation circuit 210, and non-linearity modeling circuits 
236a and 236b. 
The equalizer 202 may be operable to process the signal 

122 to reduce ISI caused by the channel 107. The output 222 
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of the equalizer 202 is a partial response domain signal. The 
ISI of the signal 222 is primarily the result of the pulse shaper 
104 and the input filter 109 (there may be some residual ISI 
from multipath, for example, due to use of the least means 
square (LMS) approach in the equalizer 202). The error sig 
nal, 201, fed back to the equalizer 202 is also in the partial 
response domain. The signal 201 is the difference, calculated 
by combiner 204, between 222 and a partial response signal 
203 that is output by non-linearity modeling circuit 236a. An 
example implementation of the equalizer is described in the 
United States patent application titled “Feed Forward Equal 
ization for Highly-Spectrally-Efficient Communications.” 
which is incorporated herein by reference, as set forth above. 

The carrier recovery circuit 208 may be operable to gener 
ate a signal 228 based on a phase difference between the 
signal 222 and a partial response signal 207 output by the 
non-linearity modeling circuit 236b. The carrier recovery 
circuit 208 may be as described in the United States patent 
application titled "Coarse Phase Estimation for Highly-Spec 
trally-Efficient Communications, which is incorporated 
herein by reference, as set forth above. 

The phase adjust circuit 206 may be operable to adjust the 
phase of the signal 222 to generate the signal 226. The amount 
and direction of the phase adjustment may be determined by 
the signal 228 output by the carrier recovery circuit 208. The 
signal 226 is a partial response signal that approximates (up to 
an equalization error caused by finite length of the equalizer 
202, a residual phase error not corrected by the phase adjust 
circuit 206, non-linearities, and/or other non-idealities) the 
total partial response signal resulting from corresponding 
symbols of signal 103 passing through pulse shaper 104 and 
input filter 109. 
The buffer 212 buffers samples of the signal 226 and out 

puts a plurality of samples of the signal 226 via signal 232. 
The signal 232 is denoted PR1, where the underlining indi 
cates that it is a vector (in this case each element of the vector 
corresponds to a sample of a partial response signal). In an 
example implementation, the length of the vector PR1 may be 
Q samples. 

Input to the sequence estimation circuit 210 are the signal 
232, the signal 228, and a responseh. Response his based on 
h (the total partial response, discussed above). For example, 
responseh may represent a compromise betweenh (described 
above) and a filter response that compensates for channel 
non-idealities such as multi-path. The response h may be 
conveyed and/or stored in the form of LTx--LRX-1 tap coef 
ficients resulting from convolution of the LTX tap coefficients 
of the pulse shaper 104 and the LRX tap coefficients of the 
input filter 109. Alternatively, response h may be conveyed 
and/or stored in the form of fewer than LTX+LRX-1 tap 
coefficients—for example, where one or more taps of the LTX 
and LRX is ignored due to being below a determined thresh 
old. The sequence estimation circuit 210 may output partial 
response signals 205 and 209, a signal 234 that corresponds to 
the finely determined phase error of the signal 120, and signal 
132 (which carries hard and/or soft estimates of transmitted 
symbols and/or transmitted bits). One or more example 
implementations of the sequence estimation circuit 210 and/ 
or various other aspects/embodiments of the sequence esti 
mation circuit may be described in, for example, one or more 
of the United States patent application titled “Low-Complex 
ity, Highly-Spectrally-Efficient Communications, the 
United States patent application titled “Signal Reception 
Using Non-linearity-compensated, partial response feed 
back the United States patent application titled “Fine Phase 
Estimation for Highly Spectrally Efficient Communications.” 
and the United States patent application titled "Joint 
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Sequence Estimation of Symbol and Phase with High Toler 
ance of Nonlinearity.” each of which is incorporated by ref 
erence herein, as set forth above. 
The non-linear modeling circuit 236 a may apply a non 

linearity function Finl, (a model of the non-linearity seen by 
the received signal en route to the circuit 210) to the signal 
205 resulting in the signal 203. Similarly, the non-linear mod 
eling circuit 236b may apply the non-linearity function 
Finl, to the signal 209 resulting in the signal 207. Finl, may 
be, for example, a third-order or fifth-order polynomial. 
Increased accuracy resulting from the use of a higher-order 
polynomial for Finl, may tradeoff with increased complexity 
of implementing a higher-order polynomial. Where FnlTx is 
the dominant non-linearity of the communication system 
100, Finl, modeling only FinlTx may be sufficient. Where 
degradation in receiver performance is above a threshold due 
to other non-linearities in the system (e.g., non-linearity of the 
receiver front-end 108) the model Finl, may take into account 
Such other non-linearities. 

FIG. 3 is a block diagram depicting an example equaliza 
tion and sequence estimation (ESE) circuit 300 for use in a 
system configured for highly-spectrally-efficient communi 
cations. ESE 300 may be similar to the equalization and 
sequence estimation circuit 112 of FIG. 2, for example. As 
can be seen by comparing FIG. 2 and FIG. 3, several compo 
nents and connections are similar (e.g., sequence estimation, 
carrier recovery, etc.). FIG.3 may be simplified from FIG. 2 
in various respects in order to focus on particular example 
implementations of FIG. 3 and subsequent figures. For 
example, FIG. 3 does not show a buffer at the output of the 
phase adjust (e.g., buffer 212 of FIG. 2) nor non-linear mod 
eling circuits (e.g., circuits 236a and 236b of FIG. 2). These 
components may be excluded in FIG.3 to focus on additional 
features of particular example implementations of equaliza 
tion and sequence estimation circuits that follow. However, it 
should be understood that the embodiments of FIG. 3 and 
other embodiments described herein may include these com 
ponents (e.g., buffer, non-linear modeling circuits, etc.). To 
the extent that similar components and connections are 
labeled differently in FIG.3 than they are in FIG. 2, the labels 
of FIG.3 will generally be used going forward, as the descrip 
tions that follow may refer to particular example implemen 
tations of (and additions to) the general circuit described in 
FIG 2. 
ESE circuit 300 may include a DFE (Decision Feedback 

Equalizer) 302. As shown in FIG. 3, DFE 302 may be in 
communication with a sequence estimation circuit 304, with 
an FFE (Feed Forward Equalizer) 306 (or other type of equal 
izer) and/or optionally with other circuits. Sequence estima 
tion circuit 304 may be similar to sequence estimation circuit 
210 of FIG. 2, and FFE306 may be similar to equalizer 202 of 
FIG. 2, for example. It should be understood that although 
various descriptions herein may refer to FFE 306 as one 
example type of equalizer, other equalizers may be used, and 
descriptions herein that use FFE may be expanded to use any 
type of equalizer. FFE 3.06 may receive an input signal 310 
(e.g., similar to signal 122 of FIG. 2) and may generate an 
FFE out signal 312 (e.g., similar to signal 222 of FIG. 2). 
DFE302 may receive symbols (e.g., SE symbols314) from 

the sequence estimation circuit 304. SE symbols 314 may be 
a similar signal to signal 132 of FIG.2, for example. These SE 
symbols 314 may be the same symbols that are output by the 
ESE circuit 300 (e.g., sent to de-mapper 114 of FIG. 1). DFE 
302 may receive a fine phase signal 316 from the sequence 
estimation circuit 304. Fine phase 316 may be a similar signal 
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to signal 234 of FIG. 2, for example. Signals received by the 
receiver may have been phase distorted, for example, by the 
channel. Fine phase 316 may represent the overall phase 
compensation/correction required to compensate for phase 
error in a received input signal (e.g., input to FFE 306). 
Throughout this disclosure, a received signal (e.g., at the 
input 310 to FFE 306) will be considered to have zero phase 
error, and unless otherwise specified, the terms “performing 
or applying a phase rotation.” “performing or applying a 
phase correction.” “phase rotated.” “phase corrected or the 
like will refer to correcting a signal or a corrected signal. 
DFE 302 may send a number of tap coefficients (e.g., DFE 

taps coefficients 318, or generally represented by h) to the 
sequence estimation circuit 304. The h signal of FIG.3 may 
be similar to the hsignal of FIG. 2, for example. The DFE taps 
may be used by the sequence estimation circuits to perform 
various aspects (routines, calculations, algorithms, etc.) of 
the symbol estimation process. Various aspects (e.g., symbol 
detection routines, calculations and/or algorithms) of one or 
more sequence estimation process may be described in, for 
example, one or more of the United States patent application 
titled “Low-Complexity, Highly-Spectrally-Efficient Com 
munications, the United States patent application titled “Sig 
nal Reception Using Non-linearity-compensated, partial 
response feedback, the United States patent application 
titled “Fine Phase Estimation for Highly Spectrally Efficient 
Communications.” and the United States patent application 
titled "Joint Sequence Estimation of Symbol and Phase with 
High Tolerance of Nonlinearity.” each of which is incorpo 
rated by reference herein, as set forth above. 
DFE302 may receive an FFE out signal 312 from FFE306. 

FFE306 may have equalized the input signal 310 to compen 
sate for channel response (e.g., multipath and/or other chan 
nel distortions). DFE302 may receive a PR error signal 320 as 
shown in FIG.3. PR error 320 may be similar to signal 201 of 
FIG. 2, for example. The PR error signal 320 may be based on 
a partial response signal 305 generated by the sequence esti 
mation circuit 304. Signal 305 may be a signal that estimates 
the total partial response signal (e.g., the transmitted symbols 
after they pass through a TX partial response filter and/or an 
RX filter). Signal 305 may be similar to signal 205 and/or 203 
of FIG. 2. DFE 302 may use the PR error signal 320 to 
generate and/or determine an error signal (e.g., DFE Error 
408) for use in the DFE equalizer adaptation. 
DFE302 may output a soft symbols signal 322, as shown in 

FIG. 3. The soft symbols signal may be comprised of esti 
mated symbols, for example, estimates of symbols that were 
sent by the transmitter, received by the receiver and/or output 
(e.g., SE symbols 314) by the ESE circuit 300. The soft 
symbols signal 322 may be used as a quality indication of the 
symbols output by the ESE circuit 300. The soft symbols 
signal 322 may be used by the DFE to generate and/or deter 
mine an error signal (e.g., DFE Error 408) for use in the DFE 
equalizer adaptation. 
DFE (Decision Feedback Equalizer) 302 may perform 

equalization, for example, additional equalization beyond the 
equalization performed by the FFE 3.06. For example, the 
DFE302 may converge to the overall response at the output of 
the FFE306, which may include the response of the Tx partial 
response pulse shape filter, the response of the RX filter, any 
residual channel response (e.g., channel response not cor 
rected by the FFE) and/or the response of the FFE 3.06. In 
some embodiments, DFE 302 may perform biased equaliza 
tion. For example, DFE 302 may compromise between opti 
mally equalizing to correct for signal distortions (e.g., distor 
tions due to multipath, etc.) one the one hand and achieving 
other optimization goals on the other hand. Examples of other 
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10 
optimization goals include, for example, improving sequence 
estimation (e.g., in sequence estimation circuit 304), improv 
ing the minimum distance and SER. The concept of minimum 
distance is further explained below in the description related 
to error vectors. The concept of compromising between opti 
mization goals is also further explained below. 

FIG. 4 is a block diagram depicting an example decision 
feedback equalizer (DFE) 400 for use in a system configured 
for highly-spectrally-efficient communications. DFE 400 
may be similar to DFE 302 of FIG. 3, for example. DFE 400 
may include a DFE core circuit 402, which is explained in 
more detail below (e.g., with regard to FIG. 5). DFE 400 may 
include a soft symbol determination circuit 404. The soft 
symbol determination unit 404 may receive as inputs DFE out 
410, FFE out 412 and, optionally, fine phase 416. The soft 
symbol determination circuit 404 may output a soft symbols 
signal 422. The Soft symbols signal may comprise estimated 
symbols, for example, estimates of symbols (e.g., SE sym 
bols) that are output by the ESE circuit 300. The soft symbols 
signal 422 may be used as a quality indication of the symbols 
output by the ESE circuit 300. The soft symbols signal 422 
may be used by the DFE to generate and/or determine an error 
signal (e.g., DFE Error 408) for use in the DFE equalizer 
adaptation. DFE 400 may include an error determination 
circuit 406. The error determination circuit 406 may generate 
an error output (e.g., DFE error 408), where the error output 
may be based on PR error 420, or based on SE symbols 414 
and Soft symbols 422, or based on other inputs. In some 
embodiments, the error determination circuit 406 may simply 
pass the PR error 420 through to the DFE error signal 408. In 
other embodiments, the error determination circuit may be 
excluded from the DFE 400, and the PR error signal 420 may 
be connected directly to the DFE error signal 408. 
DFE core circuit 402 may perform equalization, for 

example, with the goal of cancelling ISI (inter-symbol inter 
ference) that exists in the input signal to the ESE circuit. DFE 
core circuit 402 may receive SE symbols 414 (e.g., from the 
sequence estimation circuit 304) as input. DFE core circuit 
402 may include a number of taps and delays. DFE core 
circuit 402 may calculate or determine a number of tap coef 
ficients (e.g., DFE tap coefficients 318), for example, to send 
to the sequence estimation circuit 304. DFE core circuit 402 
may include one or more tap update/adaptation units that 
update the tap coefficients based on various inputs (e.g., based 
on DFE error 408). DFE core circuit 402 may receive fine 
phase 416 as an input, and may use fine phase to phase 
rotate/correct an error signal (e.g., DFE error 408). Fine phase 
416 may be generated by the sequence estimation circuit and 
may represent the overall phase compensation/correction 
required to compensate for phase error in a received input 
signal (e.g., input to FFE 306). 

FIG. 5 is a block diagram depicting an example DFE core 
circuit 500. DFE core circuit 500 may be similar to DFE core 
circuit 402 of FIG.4, for example. DFE core circuit 500 may 
receive SE symbols 514 as an input and may include a number 
of delay elements (e.g., Z transform delay elements 502,504, 
506, 507), where each delay element may constitute one 
symbol delay. DFE core circuit 500 may generate a number of 
tap coefficients, for example, tap coefficientsTap Early 1, Tap 
Early Ne, Tap Late 1, Tap Late N1. The tap coefficients may be 
generated at the outputs of tap update units, for example, tap 
update units 510,512, 514,517. DFE core circuit 500 may 
output a DFE out signal 510, which may be generated by an 
accumulator 518. The accumulator 518 may receive as inputs 
a number of signals (e.g., signals 520, 522,524,526), where 
each signal may be the product of a symbol (e.g., the current 
input SE symbol 514 or previous input SE symbol that has 
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been delayed by one or more symbol times) and a tap. As one 
example, input signal 522 may be the product of the delayed 
symbol between delay units 502 and 504 and the tap coeffi 
cient Tap Early Ne. In some embodiments, the aggregator 518 
may receive, as an input, a signal based on the 1 tap (or 
center tap) as shown in FIG. 5. In other embodiments, the 
aggregator may not receive any input based on the 1 tap (or 
center tap). 
DFE core circuit 500 may generate a number of tap coef 

ficients. In an example implementation, the tap coefficients 
may be categorized into early tap coefficients (e.g., Tap Early 
1. Tap Early Ne) and late tap coefficients (e.g., Tap Late 1, Tap 
Late N1), a 1 (or “center) tap coefficient (associated with a 
tap in the middle of the early taps and the late taps). The 1 tap 
(or center tap) may relate to the reference symbol. The term 
reference symbol may refer generally to the symbol being 
equalized by the DFE at any given time. As one example, the 
reference symbol in FIG. 5 may refer to the delayed symbol 
between delay elements 504 and 506. The reference symbol 
may also be referred to as the “cursor. From the standpoint of 
an equalizer (e.g., the DFE core circuit 500), the early taps 
may compensate for pre-cursor interference, and the late taps 
may compensate for post-cursor interference. It should be 
understood that although FIG. 5 shows four taps in the DFE 
core circuit, the DFE core circuit 500 may include more or 
less taps (e.g., more taps between the tap associated with 
coefficient Tap Early 1 and the tap associated with coefficient 
Tap Early Ne, and/or more taps between the tap associated 
with Tap Late 1 and the tap associated with coefficient Tap 
Late N1). For each tap of the DFE core circuit 500, the DFE 
core circuit may include an associated delay element and tap 
update unit. It may be said that the delay element and current 
tap coefficient associated with a particular tap constitutes a 
part of the DFE response, where all of the response parts 
together constitute the total response of the DFE core 500 or 
the DFE (e.g., DFE 400). 

In some embodiments, the response (e.g., h) of the DFE 
(e.g., DFE 400) may replicate or approximate the total partial 
response (h) of the system. The “total partial response' (h) 
may include the response of the Tx partial response filter 
and/or the response of the RX filter. The phrase “partial 
response filter' used generally without reference to the Tx or 
RX may refer to the Tx partial response filter and/or the RX 
filter. In other words, the total partial response (h) may be split 
between the Tx partial response filter and the RX filter, where 
he may represent the component associated with the TX 
partial response filter and he may represent the component 
associated with the RX filter. More specifically, the total par 
tial response (h) may be the convolution of the Tx partial 
response (h) and the Rx partial response (h), i.e., h-conv 
(h, h). Then, h may be an estimate ofh. If h were to exactly 
match h, the number of taps (L) in the DFE core 500 would be 
equal to LTX+LRX-1, where LTX is the number of taps of the 
Tx partial response filter and LRX is the number of taps of the 
Rx filter. Similarly, if h were to exactly match h, the tap 
coefficients in the DFE would be precisely determined by h-h 
conv(h, h). In some embodiments, one or more of the taps 
of the Tx partial response filter may be ignored or omitted in 
determining the number and/or coefficients of taps in the DFE 
(in such an embodiment L would be less than LTx+LRX-1). 
For example, in Some embodiments, certain taps of the TX 
partial response filter and/or of the RX filter that have coeffi 
cients that are below a determined threshold (and, conse 
quently, that will have little effect on the decoding perfor 
mance of the ESE) may be ignored when determining the 
number and/or coefficients of taps in the DFE. In some 
examples, pre-cursor taps may be ignored so that the ampli 
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12 
tude of first pre-cursor tap in the DFE will be large enough to 
assure reliable sequence estimation. 

In some embodiments, the sequence estimation circuit 
(e.g., 304) may use the DFE tap coefficients (i.e., the tap 
coefficients corresponding to h). The sequence estimation 
circuit may assume that his close to the total partial response 
of the system (e.g., h). In order to configure or initialize the 
DFE (e.g., 302) to replicate or approximate the total partial 
response, the tap coefficients of the DFE may be set or ini 
tialized to be equal to (or close to) tap coefficients corre 
sponding to the total partial response (i.e., the tap coefficients 
of the Tx partial response filter convolved with the tap coef 
ficients of the Rx partial response filter). In this respect, it may 
be said that the DFE taps to the left of the reference symbol 
(the “early taps”) represent the leading part (e.g., pre-cursor) 
of the total partial response, and the DFE taps to the right of 
the reference symbol (the “late taps”) represent the trailing 
part (e.g., post-cursor) of the total partial response. It may be 
the case that the total partial response (e.g., the response of the 
Tx partial response pulse shape filter convolved with the 
response of the RX filter) varies (e.g., is not static). For 
example, the Tx and RX filters may be optimized during 
run-time based on various factors. For example, the TX and 
RX filters may be optimized using error vectors, for example, 
in a similar manner to the way some implementations of the 
DFE core 500 may use error vectors, as explained below. If 
the total partial response (h) varies, the taps coefficients in 
DFE core 500 may vary as well such that, for example, DFE 
core 500 continues to replicate or approximate the total par 
tial response (e.g., within a determined error bound). In some 
embodiments, the input symbols to the DFE may be deci 
mated down, or up sampled, to the symbol rate, for example, 
by passing the input symbols through an up/down sampler at 
the input of the DFE core circuit. This decimation may be 
required, for example, if the Tx partial response filter and the 
RX filter are sampling at higher or lower rates than the symbol 
rate. 

In some embodiments, the DFE core 500 may be initialized 
or calibrated to replicate or approximate the total partial 
response of the system (h). This initialization/calibration may 
occurat various times, for example, at one or more of power 
up of the system, upon receiving each packet of data (e.g., at 
the beginning of the packet), at the beginning of a packet 
stream, upon receiving a preamble, on every X (an integer) 
iterations of the sequence estimation process performed by 
the sequence estimation circuit. After initialization, the DFE 
core 500 may adapt/update to achieve a compromise between 
multiple optimization goals. In other words, the DFE core 
may perform biased equalization. The adaptation of the DFE 
core may compromise between optimally equalizing to cor 
rect for signal distortions (e.g., distortions due to multipath, 
AWGN, etc.) on one hand, and achieving other optimization 
goals on the other hand. Examples of other optimization goals 
include, improving sequence estimation (e.g., in sequence 
estimation circuit 304) and improving the minimum distance 
and/or SER. The concept of minimum distance is explained 
below along with the description of error vectors. In an 
example implementation, if the channel was perfect (e.g., 
without distortion, multipath, ISI, etc.), then the DFE core's 
primary purpose would be to replicate or approximate the 
total partial response of the system (h) such that, for example, 
the sequence estimation circuit may perform optimal symbol 
detection. This situation may be thought of as one extreme of 
the compromise. On the other hand, if the DFE was not 
concerned with providing h (an approximation of h) to the 
sequence estimation unit, then the DFE core’s primary pur 
pose would be to equalize for channel distortions (e.g., mul 
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tipath, ISI from the channel, etc.). This situation may be 
thought of as the other extreme of the compromise. In some 
embodiments, the DFE core (e.g., DFE core 500 shown in 
FIG. 5) may compromise between the two extremes, for 
example, by equalizing to correct for channel distortions 
while biasing that equalization goal to also provide an accept 
able approximation of h. This biasing may also be thought of 
as biasing or pushing the pure LMS Solution/adaptation (ex 
plained more below) to also achieve acceptable symbol detec 
tion. Biasing or pushing the LMS solution may be done by 
using the constraint function 532, or alternatively, by using an 
SER (symbol error rate) to bias the adaptation (explained 
more below). Alternatively, as further explained below (e.g., 
with respect to FIG.9), the DFE may include multiple DFE 
cores/sets of DFE tap coefficients, where each DFE core 
seeks to achieve a different optimization goal. 
The tap coefficients in the DFE core circuit 500 may be 

scaled or normalized. For example, the tap coefficients may 
be normalized to a maximum value of 1, where the maximum 
tap coefficient of 1 may be associated with the center 1 tap. 
It should be understood that the taps may be normalized to 
any value, for example, values other than 1. Additionally, the 
1 tap (or center tap) as shown in FIG. 5 may be any other 

value, for example, a static or fixed value. The normalization 
value may be determined by the power level at the input to the 
DFE. In some embodiments, the taps may be scaled such that 
some or all of the “early” taps have at least a minimum 
amplitude (e.g., a defined value), which may improve perfor 
mance of the sequence estimation circuit. As explained 
above, the 1 tap (or center tap) may be associated with the 
reference symbol, and it may be located between the early 
taps of the DFE and the late taps of the DFE. In some embodi 
ments, the 1 tap (or center tap) may not be used to generate 
the DFE out signal (e.g., used for ISI cancellation and/or 
determining soft symbols). As one example, by excluding the 
1" tap (or center tap) and the reference symbol from the 
aggregator 518 and the DFE out 510 calculation, the DFE out 
signal 510 may be comprised of solely, or mainly, ISI com 
ponents. In this respect the DFE out signal may be used to 
cancel ISI from a related signal that includes ISI components. 
The DFE tap coefficients (e.g., Tap Early 1, Tap Early Ne, 

the 1 Tap, Tap Late 1, Tap Late N1) may be sent to the 
sequence estimation circuit (e.g., 304). The sequence estima 
tion circuit may perform one or more routines, algorithms or 
the like that assume that h(the DFE tap coefficients) is close 
to the total partial response (i.e., h) of the system (e.g., the TX 
partial response filter and the RX filter). Referring to the 
embodiment of FIG. 5, the DFE tap coefficients may be 
initialized to total partial response, but the DFE core circuit 
500 may update the taps to achieve (e.g., to a certain extent) 
various optimization goals (e.g., to compensate for channel 
distortion Such as multipath). In perfect channel conditions 
the DFE tap coefficients values would correspond to the total 
partial response (h). In non-perfect channel conditions the 
DFE core circuit 500 may adapt to achieve various optimiza 
tion goals (e.g., to compensate for multipath distortion). 
DFE core circuit 500 may include one or more tap update/ 

adaptation units (e.g., tap update units 510, 512, 514) that 
update the tap coefficients based on various inputs, for 
example, DFE error 508, fine phase 516 and/or Gain Err 530. 
It should be understood that in some embodiments, the tap 
update units may be combined into a single unit instead of 
being configured as discrete units as shown in FIG. 5. The 
DFE Error signal 508 may be determined by an error deter 
mination circuit (e.g., circuit 406 of FIG. 4) or DFE error 508 
may be the PR error 320 as shown in FIG. 3. If the DFE error 
508 is the PR error, the DFE core circuit 500 may phase 
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correct/rotate the DFE error signal (e.g., using the fine phase 
signal 516). This phase correction of DFE error may be 
required such that DFE error 508 is phase aligned with the SE 
symbols 514, which have been generated using a phase cor 
rected signal. This phase correction may be possible because 
PR error (e.g., 320) is in the signal domain (as opposed to the 
symbol domain), which means that PR error includes ISI, as 
does the signal (e.g., FFE out 312) used by the carrier recov 
ery circuit and the sequence estimation circuit (e.g., carrier 
recovery circuit 308 and sequence estimation circuit 304 of 
FIG. 3) to calculate the phase correction signal. In some 
embodiments and/or situations, the DFE error may be a sym 
bol error (i.e., a signal that lives in the symbol domain). In 
these embodiments and/or situations, the phase correction 
may not be performed (e.g., the fine phase signal may not be 
used and/or received). 
As explained above, in Some situations (e.g., perfect chan 

nel conditions) the DFE taps coefficients may hold at the total 
partial response values. In other situations, the tap coeffi 
cients may update or adapt. This updating/adaptation may 
also be referred to as convergence, for example, if the tap 
coefficients are approaching optimal values. The DFE core 
circuit 500 may adapt/converge using one or more adaptation 
functions (e.g., cost functions such as Least Mean Square 
error or “LMS). As one example, and referring to FIG. 5, 
each tap update unit (e.g., tap update units 510,512,514,517) 
may include an aggregator or integrator that utilizes an adap 
tion function (e.g., a cost function Such as LMS). As one 
example, tap update unit 510 may include an “early 1 adap 
tation function' that receives as inputs the current tap coeffi 
cient (e.g., Tap Early 1), an adaptation error signal 530 (e.g., 
the phase shifted, and optionally, gain adjusted, DFE error 
signal 508 multiplied by the associated symbol) and, option 
ally, a constraint (e.g., Constraint Early 1). Generally speak 
ing, the early 1 adaptation function may determine (e.g., 
dynamically, continuously or repeatedly) an optimal or 
enhanced Tap Early 1 value such that the adaptation error 
signal becomes minimized. As shown in FIG. 5, the tap coef 
ficients (e.g., Tap Early 1) may directly loop back into the 
adaptation functions (e.g., the early 1 adaptation function). 
Alternatively or additionally, the tap coefficients may loop 
back into the adaptation functions by way of their use by the 
sequence estimation circuit in generating a signal (e.g., signal 
305 in FIG. 3) which is used to generate the PR error (e.g., 
320) signal, which, in turn, is used to generate the DFE error 
signal (e.g., 408). In this respect, the error signal used by the 
DFE core 500 (e.g., DFE error 508) may be referred to as a 
“loop error.” 
The adaptation functions may minimize the square error of 

the adaptation error signals (e.g., adaptation error signal 530). 
If the DFE error 508 is the PR error (e.g., 320), then the 
adaptation functions may effectively minimize the PR error. 
If the DFE error is symbol error (e.g., based on the soft 
symbols as described herein), then the adaptation functions 
may effectively minimize symbol error. Therefore, it can be 
seen that in various embodiments and/or various situations, 
the adaptation functions (e.g., updating of the taps) may be 
driven by different error signals. In some situations (e.g., if 
the DFE error is the PR error), the adaptation function may be 
driven by PR error (e.g., 320) which is related to an approxi 
mation of the total partial response signal (generated by the 
sequence estimation circuit). This error signal is in the signal 
domain (as opposed to the symbol domain). In some situa 
tions (e.g., if the DFE error is symbol error), the adaptation 
function may be driven by symbol error which is related to 
estimated received symbols (generated by the sequence esti 
mation circuit). This error signal is in the symbol domain 
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(verses the signal domain). As explained above, the DFE core 
500 may perform biased equalization to achieve multiple 
optimization goals. In this respect, the adaptation function 
may be limited or constrained (e.g., by constraint function 
532) such that the DFE adaptation does not degrade sequence 5 
estimation and/or minimum distance. Alternatively, an SER 
(symbol error rate) biased adaptation function may be used 
(explained more below) that considers both the mean square 
error and the goal of sequence estimation. 

In some embodiments, the DFE error 508 may be multi- 10 
plied by a gain factor (e.g., Gain Err 530 as shown in FIG. 5), 
which may improve the convergence time of the adaptation 
function(s). A properly selected gain factor may adapt the 
DFE core circuit to converge quickly without producing a 
noisy or distorted DFE out signal 510. For example, if the gain 15 
factor is too small, the convergence may not happen quickly, 
and if the gain factoris too large, the convergence may happen 
quickly, but the output signal (e.g., DFE out) may have unde 
sirable noise or distortions. The gain factor may be adjusted 
based on an adaptive function, for example, a symbol counter 20 
that counts the number of symbols that have entered the DFE 
core circuit since a reference point. The gain factor may also 
be adjusted based on other performance metrics/indicators 
such as SNR and/or multipath (e.g., as indicated by SNR 
and/or multipath estimators). 25 
As can be seen in FIG. 5, the tap update units may each 

receive a constraint, where each constraint may be generated 
by a constraint function 532. The constraints (e.g., Constraint 
Early 1, Constraint Early Ne, Constraint Late 1, Constraint 
Late N1) may be used by the tap update units to set limits on 30 
the adaptation of the DFE core circuit 500. As explained 
above, the DFE (e.g., 302) may compromise between various 
optimization goals. If the DFE core circuit 500 were allowed 
to adapt (e.g., to achieve LMS criteria) without constraint, the 
DFE out signal 510 may improve from a signal quality stand- 35 
point (e.g., corrected for channel distortions), but the tap 
coefficients (e.g., DFE tap coefficients sent to the sequence 
estimator) may stray from their initial values (e.g., values 
corresponding to the total partial response, h). This may 
reduce the performance of the symbol estimation in the 40 
sequence estimator. For example, the minimum distance of 
the transmitted symbols may degrade, and consequently, 
symbol error rate may increase. The constraints (e.g., Con 
straint Early 1, Constraint Early Ne, Constraint Late 1, Con 
straint Late N1) may set a limit on DFE adaptation to main- 45 
tain, restore or improve the minimum distance. In other 
words, the constraints may allow forh to stray from hby only 
a limited amount (e.g., by a determined threshold amount). 
The constraint function 532 may control the impact that the 

constraints have on the adaptation functions (in the tap update 50 
units). Alternatively, control of the impact may be performed 
by each tap update unit. Control of the impact may depend on 
an input, for example, Gain Con 532 as shown in FIG. 5. For 
example, if Gain Con 532 is adjusted in one direction (or set 
to a first value), the constraints may have less effect on adap- 55 
tation, and h may stray further from h (e.g. h may be 
restricted to within a first determined error bound of h). If 
Gain Con is adjusted in the other direction (or set to a second 
value), the constraints may have more of an effect on adap 
tation, and h may remain closer to h e.g., h may be restricted 60 
to within a second determined error bound of h). Keepingh 
closer to h may limit minimum distance degradation. In some 
situations, it may be possible to adjust Gain Conto force DFE 
adaptation to improve the minimum distance in the receiver 
beyond the minimum distance in the transmitter, but this may 65 
result in increased signal distortion (e.g., increased noise, 
increased values of the PR Error signal, etc.), which may 

16 
cause less-reliable signal decoding in the equalizer and 
sequence estimator overall. GainCon 532 may be static (e.g., 
configured as part of system calibration) or it may vary 
dynamically, for example, based on SNR, multipath and/or 
other system performance metrics/indicators. 
As explained above, GainCon 532 may control the impact 

of the constraints, and Gain Err 530 may control the impact of 
the DFE error (e.g., causing faster convergence). Therefore, 
the ratio of Gain Err to Gain Con may represent the compro 
mise between unconstrained adaptation of the DFE and 
sequence estimation performance of the sequence estimation 
circuit. In some embodiments, there may be an optimum level 
of Gain Con for any particular level of Gain Err that maxi 
mizes sequence estimation performance and reduces symbol 
error rate. This optimum level may be function of multipath, 
SNR, SER, BER, a measured indication of phase error, a 
measure indication of sequence estimation reliability, and/or 
other system performance metrics or other measure perfor 
mance indicators. 
When considering all the inputs that may affect the adap 

tation functions (e.g., DFE error, Gain Err, Gain Con, the 
constraints), the tap coefficients may be updated (e.g., 
dynamically, continuously or repeatedly) based on several 
metrics that may be important to the performance of the 
system (e.g., to reliable decoding of incoming signals). Such 
metrics may include SNR, phase noise, channel conditions 
and minimal distance reduction. By considering these various 
metrics when updating the tap coefficients, the DFE is 
adapted to be a Smart and flexible equalization component. 

Referring to FIG. 5, the constraint function 532 may gen 
erate a number of constraints that may be used by the tap 
update units to maintain the minimum distance and maintain 
performance of the sequence estimation circuit. The con 
straint function 532 may accept as inputs the current tap 
coefficients (e.g., Tap Early 1, Tap Early Ne, Tap Late 1, Tap 
Late NT). The constraint function 532 may accept various 
other inputs, such as various error vectors (explained more 
below with regard to the SER-biased adaptation function). 
The constraint function 532 may use error vectors to calculate 
the minimum distance, and may compute constraints (e.g., 
Constraint Early 1, Constraint Early Ne, Constraint Late 1, 
Constraint Late NT) that maintain the minimum distance (e.g., 
within a certain acceptable range). In general, the constraint 
function may perform computations that are similar to the 
computations explained below with regard to the SER-biased 
adaptation function. The constraint function 532 may be 
adaptive based on other inputs, such as SNR, multipath and/or 
other system performance metrics. The constraint function 
may be any type of function. For example, the constraint 
function may be a linear function, a non-linear function, a 
limit or constraint calculation, a lookup table or any other 
type of function. 

In some embodiments of the present disclosure, DFE core 
circuit 500, and tap update units 510,512, 514 in particular, 
may utilize an adaptation function that seeks to minimize 
symbol error rate (SER). Referring to FIG. 5, as explained 
above, DFE core circuit 500 may include one or more tap 
update/adaptation units (e.g., tap update units 510,512, 514). 
Additionally, as explained above, the constrain function 532 
may generate a number of constraints that may be used to set 
limits on the adaptation. In some embodiments, instead of 
having a constraint function and constraints fed into the adap 
tation function(s), the adaptation function(s) may automati 
cally or naturally adapt the DFE tap coefficients according to 
similar goals and/or principals as used by the constraint func 
tion. For example, it may be the case that the optimal taps for 
correcting for channel distortion (e.g., multipath, etc.) may 
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degrade the performance of the sequence estimation circuit 
(e.g., degrade the minimum distance). Therefore, the adapta 
tion function may automatically constrain tap coefficients as 
part of the adaptation to minimize SER. For example, the tap 
update/adaptation units may adapt/converge according to a 5 
cost function such as Least Mean Square-error or “LMS (as 
explained above), but the cost function/LMS function may be 
revised or biased to minimize symbol error rate (SER) and/or 
to maintain or improve minimum distance. The term "SER 
biased adaptation function' may refer to an adaptation func- 10 
tion used by one or more tap update/adaptation units, as just 
explained, and as explained further below. In these embodi 
ments, the DFE core (as shown in FIG. 5) may be modified, 
for example, to exclude the constraint function 532 and to 
exclude the constraints feeding into the tap update units. 15 
The following describes one example SER-biased adapta 

tion function that may be used by one or more tap update/ 
adaptation units (e.g., tap update units 510, 512, 514). It 
should be understood that in some embodiments, the tap 
update units may be combined into a single unit instead of 20 
being configured as discrete units as shown in FIG. 5. The 
following description, and other descriptions herein may 
refer to an LMS function as one example of an adaptation 
function, and the various embodiments of the present disclo 
Sure may utilize various other adaptation functions. In this 25 
respect, the SER-biased adaptation function principals dis 
cussed below may be applied to bias other types of adaptation 
functions, even though LMS is used here to clearly explain 
one example SER-biased adaptation function. 

Various equalizers may utilize an LMS function/algorithm 30 
(or LMS criteria) to adapt the equalizer. LMS adaptation may 
not be optimal in certain situations, for example, in cases of 
severe multipath. Additionally, LMS adaptation may not seek 
to achieve minimal symbol error rate (SER) and/or bit error 
rate (BER). In some embodiments of the present disclosure, 35 
DFE core circuit 500 (e.g., in particular tap update units 510, 
512, 514) may utilize an SER-biased adaptation function that 
seeks to minimize SER, and thus may provide optimal per 
formance (perhaps Subject to the finite equalizer length). In 
these embodiments, the SER-biased adaptation function may 40 
utilize error vectors in order to determine the probability of 
symbol error in the system, and thus, a short discussion of 
error vectors follows. 
An error vector (also referred to as an error pattern or error 

path) indicates the difference between the correct/expected 45 
symbol path (e.g., based on correct/expected symbols) and 
the estimated symbol path (e.g., based on symbols estimated/ 
detected by the receiver). Generally speaking, the correct 
symbol path corresponds to the transmitted symbol path. 
Thus, to calculate an error vector, the receiver must know 50 
what symbols were transmitted. The receiver may know these 
symbols because known (or deterministic) symbols are sent 
and received during initialization or calibration of the system, 
because preamble symbols are sent periodically through the 
system, using corrected FEC block that may indicate the 55 
errors, or by other methods. The estimated symbol path rep 
resents detected or received symbols in the receiver, for 
example, at the output of the equalization and sequence esti 
mation circuit (e.g., sent to the de-mapper). Received signals 
from which the estimated symbols are determined may have 60 
been convolved by the total partial response, distorted by 
channel response and then decoded by the equalization and 
sequence estimation circuit. Both correct symbol paths and 
the estimated symbol paths are referred to in terms of “paths’ 
or “patterns” or “vectors' because they consist of more than 65 
one element (e.g., more than one symbol). The distance 
between a correct symbol path and an estimated symbol path 

18 
is an error symbol path or an error vector. Because the partial 
response shaping (e.g., in the TX partial response filter and in 
the RX filter) increases the number of dimensions in the signal 
domain, the distance of an error vector is a Euclidian distance. 
Because partial response is based on convolution and convo 
lution is a linear operation, the error vectors can be used to 
characterize SER performance of a system, for example, 
rather than checking error probability for every symbol pat 
tern which may require huge complexity. 
As one example, if the correct symbol path (e.g., a known 

transmitted value) is O?3x6 and the estimated symbol pathis 
C.C.C.C., then the error vector would be (C-C) (C-B) (C-X) 
(C.-Ö)/d (estimated symbol path minus correct symbol 
path normalized to the minimum between two points in Sym 
bol constellation (d)). In other words, one could add the 
error vector (multiplied by d) to the correct/transmitted 
symbol path to get the estimated symbol path. Thus, the error 
vector may be referred to as an additive vector (up to Scaling 
by d). The length of an error vector/path may refer to the 
number of symbols or elements in the error vector/path. It 
may be the case that an error vector must start and must end 
with a non-Zero element, e.g., the length is 3 in the example 
above because the first element was not an error. The length of 
the error vectors/paths may vary based on various factors. The 
length may be related to the number of taps in the Tx partial 
response filter, the number of taps in the RX filter, and/or the 
size of the symbol constellation (e.g., value of N for an 
N-QAM constellation), but the length of the error vector may 
be less than length (L) of the total partial response. It should 
be understood that there may be as many error vectors as there 
are possible combinations of correct symbol paths and esti 
mated symbol paths. 
Minimum distance in a system is a concept that is closely 

related to error vectors, in the present disclosure. Symbol 
distances may refer to the Euclidian distances between dif 
ferent points of the symbol constellation in use. In one or two 
dimensional modulation schemes which are using symbol 
slicing (rather than sequence estimation) in the receiver, the 
minimum distance may refer to the Smallest symbol distance 
that exists in the system. In Such schemes minimum distance 
may be an important metric because it may indicate the like 
lihood of a symbol slicer arriving at the wrong symbol. In the 
present system, which uses sequence estimation (rather than 
symbol slicing), minimum distance may be referenced in 
terms of multidimensional vector. That is, minimum distance 
may be measured between paths rather than between constel 
lation points. In the present disclosure, the minimum distance 
may be defined by one or more particular error vector(s) 
observed in the system. For example, the minimum distance 
may be the distance calculated (e.g., via a matrix operation 
using the filter taps of the of the TX filter and the RX filter or 
via an estimate based on measured SNR) from the error vector 
that is observed (i.e., occurs) the most frequently in the sys 
tem. In an example embodiment, the distance of multiple 
frequently occurring error vectors may be calculated because, 
for example, there may be some statistical uncertainty regard 
ing whether the most-frequently occurring error vector actu 
ally corresponds to the minimum distance. 

In some embodiments of the present disclosure, the system 
may dynamically computes error vectors without the use of 
known symbols in the receiver. In these embodiments, the 
“correct' or “expected’ symbols may be computed using 
Some sort of error correction scheme, for example, forward 
error correction (FEC) (e.g., Reed Solomon, or low-density 
parity check (LDPC)) or another type of correction scheme. 
The error correction may be performed on the symbols output 
by the equalization and sequence estimation circuit (e.g., after 

Marvell Semiconductor, Inc. - Ex. 1028, Page 000026



US 8,665,941 B1 
19 

passing through the de-mapper or following extraction of log 
likelihood ratios (LLR)). The corrected symbols may then be 
compared to uncorrected symbols (or corrected symbol paths 
compared to uncorrected symbol paths) to create error vec 
tors. Thus, various references to "error vectors' herein may 
refer to error vectors computed dynamically and/or to error 
vectors computed from known (or deterministic) symbols. 
SER-biased dynamic error vectors may update “on the fly as 
various symbols/symbol paths are output by the equalization 
and sequence estimation circuit and corrected by the error 
correction scheme. As one example, the SER-biased adapta 
tion function may update as these dynamic error vectors 
change on the fly, as explained more below. 
The SER-biased adaptation function may utilize an SER 

expression that may represent a union bound or upper bound 
of SER in the partial response system. The SER expression 
may reliably reflect the actual SER of the partial response 
system, for example, within an error range (e.g., below 10') 
that provides an adequate margin above the operating Zone 
(e.g., the SER range within which the demodulator or receiver 
can operate sufficiently without becoming unstable or losing 
synchronization). The SER expression may drive the loop 
error used by the tap update units (e.g., similar to how DFE 
error drives the tap update units in FIG. 5). An example SER 
expression is provided at Eq. 1 below. The SER expression 
may represent an upper bound of SER for a system that uses 
a real pulse shaping filter (e.g., real filter 104 and/or real filter 
109) and complex symbols. 
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Referring to Eq. 1, e, represents error vectori from a Subset 
(e.g., the most commonly observed error vectors) of all the 
observed error vectors. The subset size may be approximately 
10 or less, and other subset sizes may be used in other embodi 
ments and/or situations. As explained above, it may be the 
case that the error vector that is observed most-frequency in 
the system is the worst-case error vector. The most-fre 
quently-occurring error vectors may be considered by the 
SER-biased adaptation function. More particularly, error vec 
tors that appear frequently and have larger weights (e.g., a 
larger number of errors) may have the most significant impact 
on system performance (e.g., SER performance). Therefore, 
the subset of error vectors may include the error vectors with 
the highest “score', where the score for each error vector 
considers frequency (e.g., an appearance rate, average 
appearance rate, or the like) of the error vector and the weight 
of the error vector. An error vector's score may reflect the 
impact of the error vector on system performance, and the N 
(an integer) error vectors having the highest scores may be 
selected to compose a Subset of error vectors. In some 
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embodiments, the Subset is determined at configuration/cali 
bration of the system. In other embodiments, the subset may 
change dynamically, for example, if error vectors are calcu 
lated dynamically as explained above. In these other embodi 
ments, the worst-case errors (e.g., frequencies/appearance 
rates) may vary during operation (e.g., adaptation) of the 
system. Likewise, error vector scores may vary. In these 
embodiments, the worst-case error vectors and/or error vector 
scores may be monitored dynamically (e.g., on the fly) and 
the Subset of error vectors may be updated accordingly. 

Referring again to Eq. 1, 6 (e.) represents the distance 
(e.g., Euclidian distance) of error vector e. As explained 
above, the worst-case (e.g., most commonly observed) error 
vector(s) may relate to the minimum distance, and an adap 
tation goal may be to maintain, restore and/or improve the 
minimum distance, for example, to improve sequence esti 
mation and reduce SER. M represents the alphabet size and 
Prepresents the probability of symbol errorinan alphabet of 
size M. D represents a coefficient based on the modulation 
order of the system. G., represents the baud rate gain (e.g., 
spectral compression) of the total partial response. K repre 
sents aboundary imposed by a particular error vector, and K 
may be expanded as shown in Eq. 2 above. We represents the 
error weight of the error vector (e.g., the number of errors in 
the error vector). 1-L represents the length of the error vector. 
e, represents the jth entry (e.g., symbol) in the error vector. Q 
represents a Q function or ERF function or other known 
similar function used in communications. The Q function 
may be used to quantify the SER, BER, etc. Q may be 
expanded as shown in Eq. 3 above. The Q function may be 
derivated to arrive at the Q' function shown in Eq. 4 above. 
The SER expression may also be represented as shown 

below in Eq.5, where his the adaptive response (e.g., based 
on total partial response, h). MSE (h) represents 

Es (). 

for example, factored by equalization noise enhancement. 

Es 
No 

is related to signal to noise ratio (SNR). In this respect, MSE 
(h) may represent the mean square error of the partial 
response signal within the signal bandwidth including the 
noise enhancement penalty of equalization. A(e) represents 
the error vector matrix for error vector e, H may represent 
taking the complex conjugate of h. 

H r 

Pf -X O D. (h) As. )h 4K 
Si MSE(h) 

The SER expression of Eq. 5 may be minimized by taking 
its derivative with respect to h (the adaptive response). This 
derivation results in an SER-biased adaptive gradient shown 
below in Eq. 6. 

(Eq. 5) 
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The SER-biased adaptive gradient may be used by the tap 
update/adaptation units (e.g., tap update units 510,512, 514) 
to determine updated DFE tap coefficients. For example, Eq. 
6 may be solved forh to continuously determine updated DFE 
tap coefficients. The SER-biased adaptive gradient may be 
used by the tap update/adaptation units in a similar manner to 
the way an LMS gradient may be used to update tap coeffi 
cients. In general, an LMS gradient may be a function that 
charts mean Square error verses tap coefficients, where the 
LMS gradient has a single distinct minimum where tap coef 
ficients produce the Smallest mean square error. If the gradi 
ent has a negative slope, the adaptation function may increase 
the tap coefficients, and if the gradient has a positive slope, the 
adaptation function may decrease the tap coefficients. The 
LMS gradient may be represented by 

MSE 

ai 

which is part of the right hand expression of Eq. 6. Therefore, 
it can be seen in Eq. 6 that the SER-biased adaptive gradient 
considers the impact of the mean Square error, but also con 
siders other factors, for example, the impact of error pattern/ 
vector distances. In other words, the Euclidian distance of 
error patterns is biasing the pure LMS gradient. More specifi 
cally, the term 

balances the gain in the Summation according to the error 
pattern distances of(e). The gain increases as the distance 
decreases to reflect that error patterns with small distance are 
dominant in SER performance. As MSE goes low, the right 
hand expression becomes dominant because low MSE is 
associated with high SNR, and high SNR suppresses errors 
caused by small error pattern distances. Respectively, the left 
hand term becomes dominant when the error pattern distance 
(Ö(e.)) becomes small. 

In some embodiments, a simplified SER-biased adaptive 
gradient may be used, for example, a simplified form of the 
Eq. 6, as shown in Eq. 7 below. The simplified SER-biased 
adaptive gradient may use the Summation terms of Eq. 6 and 
may exclude the balance terms (i.e., the exponent terms). It 
may be the case that the balance terms can be removed 
because the exponent terms do not exhibit a great effect on the 
overall adaptive gradient, and the remaining terms (the Sum 
mation terms) still consider the impact of error pattern dis 
tances. The simplified SER-biased adaptive gradient may be 
useful if a simpler adaptive function is desired, for example, 
if the design is being implemented as hardware and a smaller 
hardware profile is desired. Additionally, the simplified SER 
biased adaptive gradient may allow for faster convergence of 
the DFE core. 
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dP 
i 

K-6( e ) 
MSE 

r Ed. 7 a –2(j)" (Eq. 7) MSE 
+TX Si h Si 

FIG. 6 is a block diagram depicting an example soft symbol 
determination circuit 600. Soft symbol determination circuit 
600 may receive as inputs FFE out 612 (e.g., similar to FFE 
out 312 as shown in FIG. 3) and DFE out 610 (e.g., similar to 
DFE out 410 as shown in FIG. 4). DFE out 610 may be 
generated as a result of symbols (e.g., from the sequence 
estimation circuit) being convolved with the DFE taps/DFE 
response. As explained above, DFE out 610 may comprise 
solely (or primarily) ISI components. FFE out 612 may be the 
input signal (e.g., input signal 310 to FFE 3.06 as shown in 
FIG.3) after it has been corrected for channel distortions such 
as noise. Therefore, if the FFE (e.g.,306) was perfect, the FFE 
out signal 612 would be the same as the signal at the output of 
the total partial response (e.g., TX partial response filter and/ 
or RX filter), for example, where the signal is comprised of 
symbols with ISI introduced by the total partial response. In 
other words, if the FFE was perfect, the FFE out signal 612 
would be the same as the signal at the input of the Tx partial 
response filter plus the controlled ISI introduced by the total 
partial response. Therefore, if the DFE out signal 610 (solely 
or primarily ISI) is subtracted from the FFE out signal 612 
(TX partial response filter input--ISI), the resulting signal (soft 
symbols 622) would be, in theory, the input to the Tx partial 
response filter (i.e., symbols). Soft symbol determination cir 
cuit 600 is configured to approximate the Tx partial response 
filter input based on the theory just described. The soft sym 
bol determination circuit 600 may phase correct/rotate (e.g., 
using multiplier 602) the FFE out 612 such that it is phase 
corrected like the DFE out 610. Soft symbol determination 
circuit 600 may receive as input a fine phase signal 616 (e.g., 
fine phase 316 from the sequence estimation circuit 304 as 
shown in FIG. 3) that may be used to perform the phase 
correction. The soft symbol determination circuit 600 may 
subtract (e.g., using subtractor 604) DFE out from the phase 
corrected FFE out. In this respect, the ISI (e.g., partial 
response ISI) may be canceled from the FFE out. The result 
ing signal (soft symbols 622) may be estimates of the symbols 
that were sent from the transmitter and estimates of symbols 
that are output by the ESE circuit (e.g., ESE circuit 300 of 
FIG.3). The soft symbols may be used as a quality indication 
of the symbols output by the ESE circuit. The soft symbols 
may be used by the DFE to generate and/or determine an error 
signal for use in the DFE equalizer adaptation. For example, 
FIG. 4 shows soft symbols 422 being sent to the error deter 
mination circuit 406, and the error determination circuit is 
explained more below. 

FIG. 7 is a block diagram depicting an example error deter 
mination circuit 700. Error determination circuit 700 may 
receive as inputs SE symbols 714 (e.g., SE symbols 314 
output by the sequence estimation circuit as shown in FIG.3), 
PR error 720 (e.g., PR error 320 as shown in FIG. 3) and/or 
soft symbols 722 (e.g., soft symbols 422 from the soft symbol 
determination circuit as shown in FIG. 4). Error determina 
tion circuit 700 may generate an error output (e.g., DFE error 
708), where the error output may be based on one or more of 
the inputs and/or other inputs. In the various embodiments of 
the present disclosure, the error determination circuit may be 
configurable and may support, for example, one or more 
configurations that may exclude one or more of the compo 
nents and/or inputs shown in FIG. 7 and/or one or more 
configurations that include more components and/or inputs 
than shown in FIG. 7. In one example configuration, the error 
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determination circuit 700 may simply pass one of the input 
signals (e.g., PR error 720) through (e.g., without a selector 
704 as depicted in FIG.7) to the DFE error signal 708. In such 
a configuration, the SE symbols 714 and soft symbols 722 
signals may be excluded as inputs, and Subtractor 702 may be 
excluded. In one example configuration, the error determina 
tion circuit 700 may connect (e.g., without a selector 704 as 
depicted in FIG. 7) the symbol error 723 (as shown in FIG. 7) 
to the DFE error signal 708. In such a configuration, the PR 
error 720 may be excluded as an input. 

In the embodiment depicted in FIG. 7, DFE error output 
708 is connected to the output of selector 704. Selector 704 is 
configurable (e.g., based on a selection signal 730 output by a 
selector setting register, selector setting circuit or the like) to 
select between three input signals, and may pass the selected 
input signal through to the selector output (e.g., DFE error 
708). For example, if the selection signal is equal to 0, the 
selector 704 may select the left-most input (e.g., PR error 
720); if the selection signal is equal to 1, the selector 704 
may select the center input (e.g., 0); and if the selection signal 
is equal to 2, the selector 704 may select the right-most input 
(e.g., symbol error 723). Whichever input is selected by the 
selector 704 may determine the error signal (e.g., DFE error 
708) that is used by the DFE core (e.g., DFE core 402 of FIG. 
4) to perform equalization/convergence. In this respect, dif 
ferent configurations of the selector 704 (i.e., different selec 
tions of input signals) may be referred to as different error 
modes. For example, in the first error mode (e.g., selector 
signal=0), the DFE may use the PR error 720 as its error 
signal. In the second error mode (e.g., selector signal= 1), 
the DFE may use 0 (zero) as its error signal. A zero error 
signal may indicate that no error signal is to be used by the 
DFE. In this situation, DFE tap coefficients may be held at 
their current values (i.e., coefficient freeze). If a coefficient 
freeze is selected permanently (or for a significant period of 
time) for DFE operation going forward, the DFE tap coeffi 
cients may be set or initialized to tap coefficients correspond 
ing to the total partial response, for example, where the 
incoming symbols are decimated down to the symbol rate, or 
to a related partial response Such as a shortened version of the 
total partial response. 

In the third error mode (e.g., selector signal=2), the DFE 
may use the symbol error 723 generated by the subtractor 702 
that receives as inputs SE symbols 714 and soft symbols 722, 
as shown in FIG. 7. The SE symbols 714 may be output from 
the sequence estimation circuit (e.g., 304). These SE symbols 
714 may be the sequence estimation circuit’s best estimation 
(e.g., given time constraints) of the symbols received from the 
transmitter and may be the same symbols that are output by 
the ESE circuit 300 (e.g., to a de-mapper). United States 
patent application Ser. No. 13/754,964 and titled “”, explains 
more details about how SE symbols 714 (e.g., similar to 
signal 132 of FIG. 2) may be more or less error-prone depend 
ing on whether signal 132 is taken from a lower or higher 
indexed element in the symbol buffer. The soft symbols 722 
may be output from the soft symbol estimation circuit, based 
on the DFE out, for example, as shown in FIG. 6. The soft 
symbols 722 may be estimated symbols that are determined 
by convolving the SE symbols from the sequence estimation 
circuit with the DFE taps and then subtracting that output 
(DFE out) from FFE out (shown in FIG. 6). The soft symbols 
signal 722 may be used as a quality indication of the symbols 
output by the sequence estimation circuit, and the symbol 
error (difference between soft symbols and symbols) may be 
used as an error signal to drive the DFE equalization/conver 
gence. 
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In some embodiments, the Symbol error 723 may be used 

to control (e.g., dynamically) various components in the DFE. 
For example, Symbol error 723 may control the gain of the 
DFE (e.g., Gain Err 530 in FIG. 5). As another example, 
Symbol error 723 may control Selector 704. In one specific 
implementation, the power of Symbol error 723 may be fil 
tered (e.g., using a FIR or IIR filter structure) to yield an 
average error power value. The average error power value 
may be compared to a reference value, and in the case that the 
average error power value exceeds the reference, this may 
indicate that the error signal has poor reliability. If the error 
signal has poor reliability, selector 704 may be switched to a 
different position (e.g., selector signal= 1 to select the Zero 
input). In this situation, the DFE may not adapt (e.g., tempo 
rarily) because of the poor reliability of the error signal. When 
the average error power drops below the reference value, the 
selector 704 may switch to a different position (e.g., selecting 
a non-zero error input). In some implementations, DFE gain 
(e.g., Gain Err 530 in FIG. 5) may change (instead of or in 
conjunction with the selector changing) if the error signal has 
poor reliability. For example, the DFE gain value may be 
reduced to cause the DFE to adapt less, to protect the DFEs 
response from a poor-reliability error signal. When the aver 
age error power drops below the reference value, the DFE 
gain may increase. 

In some embodiments, the selection signal 730 that deter 
mines which input of the selector should be passed through to 
the selector output (e.g., DFE error) may be determined 
dynamically (e.g., by a selector setting circuit), for example, 
during the operation of the system and the DFE. For example, 
the selection signal may change depending on channel con 
ditions (e.g., SNR and/or multipath) or other performance 
indicators. As one specific example, SNR may be indicated by 
SNR and/or multipath estimators, and the estimator(s) out 
put(s) may determine the selection of the sector 704. As 
another example, the selection signal may change depending 
on equalization performance (e.g., FFE and/or DFE perfor 
mance), SER performance (e.g., including the performance 
of the sequence estimation circuit and/or the equalizers). As 
one specific example, the selection signal may change 
depending on SER patternsferror vectors. The use of SER 
patternsferror vectors (e.g., to drive equalizer adaptation) is 
discussed at various points throughout this disclosure. In 
Some embodiments, the selection signal determination may 
generally change according to the following rule: if channel 
conditions are degrading the signal. Such that channel distor 
tion is dominant over SER, then the selector may select the PR 
error, and the DFE may use the PR error to converge; if SER 
is dominant over channel distortion, then the selector may 
select the symbol error, and the DFE may use the symbol error 
as its DFE error signal. Various other selection rules based on 
these and other performance metrics may be used by the error 
determination circuit 700. 

FIG. 8 is a block diagram depicting an example equaliza 
tion and sequence estimation (ESE) 800 circuit for use in a 
system configured for highly-spectrally-efficient communi 
cations. ESE 800 may be similar to the equalization and 
sequence estimation circuit 300 of FIG. 3, for example. As 
can be seen by comparing FIG.3 and FIG. 8, several compo 
nents and connections are similar, but the integration (e.g., 
certain connections) of DFE 802 into ESE 800 may be dif 
ferent than the integration of DFE 302 into ESE 300. For 
example, DFE out 810 from DFE 802 may be combined with 
(e.g., added to) FFE out 812. Additionally, DFE 802 may be 
different in some respects when compared to DFE 3.02. As 
explained above, in Some embodiments of the present disclo 
sure, the DFE (e.g., DFE 302 of FIG. 3) may perform biased 
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equalization, meaning that the DFE may compromise 
between optimally equalizing to correct for signal distortions 
(e.g., distortions due to multipath, etc.) and achieving other 
optimization goals such as, for example, improving sequence 
estimation (e.g., by improving the minimum distance). As an 5 
alternative to such a biasing DFE (e.g., 302), a DFE (e.g., 802) 
may include multiple DFE cores, each of which may com 
prise a constrained DFE core such as, for example, the DFE 
core 500 of FIG. 5, an unconstrained DFE core such as the 
DFE core 1000 of FIG. 10, or a partial DFE core such as, for 10 
example, the partial DFE core 1100 of FIG.11. In an example 
embodiment, each of the multiple DFE cores may seek to 
satisfy a different optimization goal. 

FIG.9 is a block diagram depicting an example DFE circuit 
900 for use in a system configured for highly-spectrally- 15 
efficient communications. DFE circuit 900 may be similar to 
DFE circuit 802 of FIG.8, for example. As can be seen in FIG. 
9, DFE circuit 900 includes DFE core 902 and DFE core 904. 

In an example embodiment, the DFE core 902 may be used 
to perform equalization (e.g., using a pure LMS algorithm) to 
compensate for channel distortions (e.g., multipath). Accord 
ingly, tap coefficients of DFE core 902 may be allowed to 
adapt (e.g., using an error signal Such as PR error 920) in an 
unconstrained manner (e.g., no constraint function or adap 
tation function that is biased for SER). In such an example 
embodiment, the DFE core 902 may be an unconstrained 
DFE core such as the DFE core 1000 (described below with 
reference to FIG. 10) and may receive, as inputs, PR error 
920, Fine phase 916 and SE symbols 914. These inputs may 
be similar to the inputs of DFE core 402 of FIG. 4. In an 
example embodiment, the DFE core 904 may be used to 
achieve optimal sequence estimation/symbol detection. 
Accordingly, tap coefficients of the DFE core 904 may be 
fixed and may replicate or estimate (e.g., be within a deter 
mined tolerance of) tap coefficients corresponding to a target 
response (e.g., h), without any biasing to compensate for 
channel distortions. In Such an example embodiment, the 
DFE core 904 may be apartial DFE core such as the DFE core 
1100 (described below with reference to FIG. 11). 

In an example embodiment, the DFE core 904 may per 
form adaptation (e.g., using an LMS type algorithm) to maxi 
mize the minimum distance (and/or minimize SER), without 
considering the effect of mean square error (e.g., channel 
distortions). In this respect, the minimum distance in the 
receiver (associated with h) may improve beyond the mini 
mum distance in the transmitter (associated with h). In this 
embodiment, DFE core 904 may include more circuitry 
beyond just registers (and associated circuitry) that hold tap 
coefficients. For example, DFE core 904 may include cir 
cuitry that may implement an optimization function (e.g., an 
optimization function that is similar to Eq. 5 explained 
above). For example, the optimization function may receive 
as input a number of error vectors, and the optimization 
function may consider the minimum distance (e.g., Euclidian 
distance) corresponding to the error vectors. The optimiza 
tion function may seek to set the tap coefficients of the DFE 
core 904 to values that maintain, restore or improve the mini 
mum distance. As a result, the optimization function may 
seek to set the tap coefficients of the DFE core 904 to values 
that are optimal for sequence estimation, symbol detection 
and minimal SER. Unlike the optimization function of Eq. 5, 
this optimization function may not consider error arising due 
to channel distortions (e.g., multipath). For example, in this 
embodiment, DFE core 904 may not receive PR error as an 
input and may not considering the effect of the mean square of 65 
PR error. In other words, the optimization function may not 
compromise to achieve minimum PR error. In this respect, the 
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optimization function may be focused on improved SER, and 
the minimum distance (associated with taps values corre 
sponding to h) may improve beyond the original minimum 
distance (associated with tap values corresponding to h). 

FIG. 10 is a block diagram depicting an example uncon 
strained DFE core circuit 1000, for example, an uncon 
strained DFE core that may be used as DFE 902 in the 
embodiment of FIG. 9. As can be seen in FIG. 10, uncon 
strained DFE core 1000 may include various components and 
connections that are similar to those of the constrained DFE 
core 500 of FIG. 5. Unlike the constrained DFE core 500 of 
FIG. 5, the unconstrained DFE core 1000 may not have a 
constraint function or constraints feeding into the tap update 
units. Unconstrained DFE core 1000 may have a similar set of 
delay elements and may use similar tap adaptation func 
tion(s); however, the adaptation functions (e.g., in tap update 
units 1010, 1012, 1014, 1016) may be unconstrained. In this 
respect, unconstrained DFE core 1000 may be allowed to 
adapt (e.g., using an error signal Such as PR error) in an 
unconstrained manner (e.g., no constraint function, con 
straints or adaptation function that is biased for SER). 
DFE core 1000 may generate a DFE out signal 1010 as 

shown in FIG.10. DFE out 1010 may be generated by rotating 
a DFE temporary out signal 1011 (output of accumulator 
1018) using multiplier 1020. The fine phase signal 1016 may 
be used to perform the rotation. Similar to the constrained 
DFE core 500 described with regard to FIG. 5, a phase cor 
rection (e.g., using fine phase 1016) of DFE error 1008 may 
be required in unconstrained DFE core 1000 such that DFE 
error is phase aligned with the SE symbols 1014, which have 
been generated using a phase corrected signal. Therefore, the 
DFE temp out signal 1011 will be phase corrected. However, 
the DFE out signal 1010 must be rotated (e.g., using fine 
phase) such that DFE out 1010 can be combined with (e.g., 
added) FFE out (an uncorrected signal), for example, as 
shown in FIG. 8. 

FIG. 11 is a block diagram depicting an example partial 
DFE core circuit 1100, for example, a partial DFE core that 
may be used as DFE core 904 in the embodiment of FIG.9. 
Partial DFE core 1100 may include a number of taps the 
coefficients of which correspond to the response h which 
replicates or estimates the total partial response h. In the 
embodiment of FIG. 11, partial DFE core 1100 may comprise 
registers that hold tap coefficients (e.g., Tap Early 1, Tap Early 
Ne, Tap Late 1, Tap Late NT). The register(s) of DFE core 
1000 may update, for example, if the total partial response 
(e.g., h) changes. The tap coefficients h of partial DFE core 
1100 may be sent to (and used by) a sequence estimation 
circuit (e.g., sequence estimation circuit 804 of FIG. 8), as 
explained further herein. In some alternate embodiments of 
the present disclosure, the registers of the partial DFE core 
1100 may reside, for example, in the sequence estimation 
circuit, and it may be unnecessary for the DFE (e.g., DFE 802 
of FIG.8) to send the tap coefficients corresponding tohto the 
sequence estimation circuit (e.g., circuit 804). 

Certain embodiments of the present disclosure may be 
found in one or more methods for a decision feedback equal 
izer for highly spectrally efficient communications. With 
respect to the various methods described herein and depicted 
in associated figures, it should be understood that, in some 
embodiments, one or more of the steps described and/or 
depicted may be performed in a different order. Additionally, 
in some embodiments, a method may include more or less 
steps than are described and/or depicted. 

FIG. 12A depicts a flow diagram 1200 that shows example 
steps in a method for a decision feedback equalizer for highly 
spectrally efficient communications, in accordance with one 
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or more embodiments of the present disclosure. More spe 
cifically, FIG. 12A shows example steps that may be per 
formed to initialize and update DFE tap coefficients, for 
example, DFE tap coefficients Tap Early 1, Tap Early Ne, Tap 
Late 1, Tap Late N1 in DFE core 500. At step 1202, the DFE 
core 500 may initialize its DFE tap coefficients based on tap 
coefficients of a partial response filter (e.g., tap coefficients of 
the Tx partial response filter and/or the RX filter). At step 
1204, DFE core 500 may receive estimates of transmitted 
symbols (e.g., SE symbols 514). At step 1206, DFE core 500 
may receive an error signal (e.g., DFE error 508). At step 
1208, DFE core 500 may receive a phase error signal (e.g., 
Fine phase 517). At step 1210, DFE core may perform a phase 
correction on the error signal using the phase error signal. At 
step 1212, DFE core 500 (e.g., via constraint function 532) 
may generate one or more constraints (Constrain Early 1, 
Constraint Early Ne, Constraint Late 1, Constraint Late N1 of 
FIG. 5) based on the current DFE tap coefficients (among 
other inputs). At step 1214, the DFE core 500 may update the 
DFE tap coefficients (e.g., using tap update units 510, 512, 
514, 516) based on the transmitted symbols, the phase cor 
rected signal and the constraints. As part of this updating, the 
tap update units may check or analyze the constraints to 
determine whether updated should be restricted (step 1216). 
For example, as explained in more detail herein, if his too far 
away from h, the DFE taps may be restricted from updating 
any further based on the error signal. At step 1218, the DFE 
tap coefficients may be sent to other receiver components, for 
example, the sequence estimator 304. 
The steps of FIG. 12A may repeat and/or reoccur through 

out the operation of the system. For example, the generation 
of the constraints (e.g., step 1212) may occur dynamically, 
Such that the constraints are modified when relevant inputs 
(e.g., DFE tap coefficients) change. As another example, the 
updating of the DFE tap coefficients (e.g., step 1214) may 
occur dynamically, such that the DFE tap coefficients are 
modified when relevant inputs (e.g., the error signal) change. 
FIG.12B depicts a flow diagram 1201 that shows example 

steps in a method for a decision feedback equalizer for highly 
spectrally efficient communications, in accordance with one 
or more embodiments of the present disclosure. More spe 
cifically, FIG. 12B shows an expanded segment of flow dia 
gram 1200 of FIG. 12A. The expanded segment can be seen as 
indicated in FIG. 12A, specifically, steps 1210, 1212, 1214 
and 1216. Referring to FIG. 12B, step 1220 is similar to step 
1210 of FIG. 12A. At step 1222, the DFE core 500 may apply 
a first gain signal (e.g., Gain Err 530) to the phase corrected 
error signal. As part of step 1222, the DFE core may check 
(e.g., multiply the error signal by) the Gain Error signal to 
determine the effect that the error signal should have on the 
updating. For example, if the Gain Err signal is higher, the 
error signal may have more effect on the updating. Step 1226 
is similar to step 1212 of FIG. 12A. At step 1226, the con 
straints may be generated based on similar signals described 
in FIG. 12A, but in FIG. 12B, the constraints may be gener 
ated based on a second gain signal (e.g., Gain Con 532). As 
part of step 1226, the DFE core 500 may check (e.g., multiply 
the error signal by) the Gain Con signal to determine the 
effect that the constraints should have on the updating. For 
example, if Gain Con is higher, the constraints may be set 
such that h remains closer to h. Steps 1230 and 1232 are 
similar to steps 1214 and 1216 of FIG. 12A. In FIG. 12B, the 
DFE taps are updated based on again controlled error signal. 

Certain embodiments of the present disclosure may be 
found in one or more methods for a decision feedback equal 
izer with dynamically selected error signal for highly-spec 
trally-efficient communications. With respect to the various 
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methods described herein and depicted in associated figures, 
it should be understood that, in Some embodiments, one or 
more of the steps described and/or depicted may be per 
formed in a different order. Additionally, in some embodi 
ments, a method may include more or less steps than are 
described and/or depicted. 

FIG. 13A depicts a flow diagram 1300 that shows example 
steps in a method for a decision feedback equalizer with 
dynamically selected error signal for highly-spectrally-effi 
cient communications, in accordance with one or more 
embodiments of the present disclosure. More specifically, 
FIG. 13A shows example steps that may be performed to 
determine (e.g., by error determination circuit 700 of FIG. 7) 
an error signal that may be used to determine a plurality of 
DFE tap coefficients, as explained herein, for example, with 
reference to DFE core 500 of FIG. 5. At step 1304, error 
determination circuit 700 may receive an estimated symbols 
signal (e.g., SE symbols 714) from a sequence estimator (e.g., 
304). At step 1304, error determination circuit 700 may 
receive a first error signal (e.g., PR error 720) that is generated 
based on an estimated partial response signal. At step 1306, 
error determination circuit 700 may generate a second error 
signal (e.g., symbol error 723) that is related to the estimated 
symbols signal. Step 1306 may, in some embodiments, 
include additional steps, for example, the step depicted in 
FIG. 13B. At step 1308, error determination circuit 700 may 
generate a third error signal (e.g., DFE error 708) by selecting 
from a number of input error signals (e.g., including the first 
error signal, the second error signal, and, optionally, a Zero 
error signal). At step 1310, a DFE core (e.g., DFE core 500) 
may determine a number of tap coefficients based on the 
estimated symbols signal (e.g., SE symbols) and the third 
error signal (e.g., DFE error 708). The steps of FIG. 13A may 
repeat and/or reoccur throughout the operation of the system. 
For example, the generation of error signals (e.g., the second 
error signal at step 1306 and/or the third error signal at step 
1308) may occur dynamically, such that the error signals are 
modified when relevant inputs (e.g., the estimated symbols 
signal and/or the first error signal) change. 

FIG. 13B depicts a flow diagram 1301 that shows example 
steps in a method for a decision feedback equalizer with 
dynamically selected error signal for highly-spectrally-effi 
cient communications, in accordance with one or more 
embodiments of the present disclosure. More specifically, 
FIG. 13B shows an expanded segment of flow diagram 1300 
of FIG. 13A. The expanded segment can be seen as indicated 
in FIG. 13A, specifically, step 1306. At step 1312, a first 
temporary output signal (e.g., DFE out 610) may be generated 
by performing a convolution on the estimated symbols signal 
(e.g., SE symbols 514). At step 1314, an output signal (e.g., 
FFE out 612) from a feed forwardequalizer (e.g.,306) may be 
received. At step 1316, a second temporary output signal may 
be generated by phase adjusting (e.g., with Fine Phase 616) 
the output signal (FFE out 612) from the feed forward equal 
izer. At Step 1318, a second estimated symbols (e.g., soft 
symbols 622) signal may be generated by Subtracting the first 
temporary output signal from the second temporary output 
signal. At step 1320, error determination circuit 700 may 
generate the second error signal (e.g., step 1306 of FIG. 13A) 
by determining the difference between the estimated symbol 
signal (e.g., step 1302 of FIG. 13A) and the second estimated 
symbols signal. 

Various embodiments of the present disclosure describe 
one or more systems, methods, routines and/or techniques a 
decision feedback equalizer for highly spectrally efficient 
communications. In one or more embodiments, a method 
may be performed in a decision feedback equalizer (DFE). 
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The method may include initializing values of tap coefficients 
of the DFE based on values of tap coefficients of a partial 
response filter through which said transmitted symbols 
passed en route to said sequence estimation circuit. The 
method may include receiving estimates of transmitted sym 
bols from a sequence estimation circuit, and receiving an 
error signal that is generated based on an estimated partial 
response signal output by the sequence estimation circuit. 
The method may include updating values of tap coefficients 
of the DFE based on the error signal and the estimates of 
transmitted symbols. The method may include generating one 
or more constraints that restrict the impact of the error signal 
on the updating of the values of the tap coefficients of the 
DFE. In some embodiments, the updating includes minimiz 
ing the mean Square of the error signal to the extent allowable 
by the one or more constraints, wherein the one or more 
constraints ensure that the values of the tap coefficients of the 
DFE remain within a determined range of the values of the tap 
coefficients of the partial response filter. In some embodi 
ments, the constraints are generated by a constraint function 
that receives the values of the DFE tap coefficients as inputs. 

In some embodiments, the method may include establish 
ing a first gain signal that determines an impact of the error 
signal on the updating of the tap coefficients of the DFE, and 
establishing a second gain signal that determines an impact of 
the one or more constraints on the updating of the tap coeffi 
cients. The method may further include controlling a ratio of 
the first gain signal to the second gain signal based on a 
measured performance indicator. In some embodiments, the 
method may include imposing, during the updating, a first 
limit on the values of the tap coefficients of the DFE if a 
symbol error rate measured in the receiver is below a deter 
mined threshold, and imposing, during the updating, a second 
limit on the values of the tap coefficients of the DFE if the 
symbol error rate measured in the receiver is above or equal to 
the determined threshold. In some embodiments, the initial 
ization includes setting the values of the tap coefficients of the 
DFE to initial values corresponding to a response of the 
partial response filter, and the updating may be restricted Such 
that the values of the tap coefficients of the DFE do not vary 
from the initial values by more than a determined amount. In 
Some embodiments, the method may include generating a 
DFE out signal by convolving the estimates of transmitted 
symbols with a response of the DFE, and receiving an output 
signal from a feed forward equalizer. The method may further 
include generating a second estimated symbols signal that is 
based on the DFE out signal and the output signal from the 
feed forward equalizer. 
One or more embodiments of the present disclosure 

describe a system including circuitry that includes a decision 
feedback equalizer (DFE). The circuitry may be operable to 
receive estimates of transmitted symbols from a sequence 
estimation circuit, and receive an error signal that is generated 
based on an estimated partial response signal output by the 
sequence estimation circuit. The circuitry may be operable to 
initialize values of tap coefficients of the DFE based on values 
of tap coefficients of a partial response filter through which 
said transmitted symbols passed en route to said sequence 
estimation circuit. The circuitry may be operable to update 
values of tap coefficients of the DFE based on the error signal 
and the estimates of transmitted symbols. In some embodi 
ments, the circuitry may be further operable to generate one 
or more constraints that restrict the impact of the error signal 
on the updating of the values of the tap coefficients of the 
DFE. The constraints may be generated by a constraint func 
tion that receives the values of the DFE tap coefficients as 
inputs. 
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In some embodiments, the circuitry may be further oper 

able to establish a first gain signal that determines an impact 
of the error signal on the updating of the tap coefficients of the 
DFE. The circuitry may be further operable to establish a 
second gain signal that determines an impact of the one or 
more constraints on the updating of the tap coefficients. The 
circuitry may be further operable to control a ratio of the first 
gain signal to the second gain signal based on a measured 
performance indicator. In some embodiments, the circuitry 
may be further operable to impose, during the updating, a first 
limit on the values of the tap coefficients of the DFE if a 
symbol error rate measured in the receiver is below a deter 
mined threshold. The circuitry may be further operable to 
impose, during the updating, a second limit on the values of 
the tap coefficients of the DFE if the symbol error rate mea 
sured in the receiver is above or equal to the determined 
threshold. In some embodiments, the initialization includes 
setting the values of the tap coefficients of the DFE to initial 
values corresponding to a response of the partial response 
filter, and the updating may be restricted such that the values 
of the tap coefficients of the DFE do not vary from the initial 
values by more than a determined amount. 
One or more embodiments of the present disclosure 

describe a decision feedback equalizer in a receiver. The 
decision feedback equalizer may include a plurality of tap 
coefficients that are determined, at least in part, based on 
externally-determined coefficient values, wherein the exter 
nally determined coefficient values are determined external to 
the decision feedback equalizer. The externally determined 
coefficient values may replicate or estimate the total response 
of one or more filters. In some embodiments, the one or more 
filters are partial response filters. The one or more filters may 
be located in a transmitter, in the receiver, or partially in the 
transmitter and partially in the receiver. In some embodi 
ments, the tap coefficients are further determined, at least in 
part, based on a function that seeks to minimize the mean 
square of an error signal that is based on an estimated signal 
that estimates information in the output of the one or more 
pulse shaping filters. In some embodiments, the error signal is 
an inter-symbol correlated (ISC) signal. In some embodi 
ments, the estimated signal is generated by a sequence esti 
mation circuit. 

In one or more embodiments, a method may be performed 
in a decision feedback equalizer (DFE). The method may 
include receiving an estimated symbols signal from a 
sequence estimation circuit. The method may include receiv 
ing a first error signal that is generated based on an estimated 
partial response signal, and generating a second error signal 
that is related to the estimated symbols signal. The method 
may include generating a third error signal by selecting from 
a number of input error signals, wherein the input error sig 
nals include the first error signal and the second error signal. 
The method may include determining values of tap coeffi 
cients of the DFE based on the estimated symbols signal and 
the third error signal. In some embodiments, the input error 
signals include a Zero error signal Such that when the Zero 
error signal is selected, the third error signal is Zero, indicat 
ing no error. In some embodiments, generating the second 
error signal includes determining the difference between the 
estimated symbols signal and a second estimated symbols 
signal. In some embodiments, the selecting from the number 
of input error signals includes using the second error signal to 
determine which input error signal to select. In some embodi 
ments, the method includes generating the second estimated 
symbols signal by generating a first temporary output signal 
by performing a convolution on the estimated symbols signal 
using a number of delay elements and an accumulator. Gen 
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erating the second estimated symbols signal may further 
include receiving an output signal from a feed forward equal 
izer, and generating a second temporary output by phase 
adjusting the output signal from the feed forward equalizer. 
Generating the second estimated symbols signal may further 
include Subtracting the first temporary output signal from the 
second temporary output signal to generate the second esti 
mated symbols signal. In some embodiments, selecting from 
the input error signals is performed dynamically based on a 
signal from one or more detection modules that estimate 
system performance metrics. In some embodiments, the 
detection modules detect one or more of the following: signal 
to noise ratio, multipath, symbol error rate, error vectors and 
minimum distance, error signal power. 
The description of the different advantageous embodi 

ments has been presented for purposes of illustration and the 
description and is not intended to be exhaustive or limited to 
the embodiments in the form disclosed. Many modifications 
and variations will be apparent to those of ordinary skill in the 
art. Further different advantageous embodiments may pro 
vide different advantages as compared to other advantageous 
embodiments. The embodiment or embodiments selected are 
chosen and described in order to best explain the principles of 
the embodiments of the practical application and to enable 
others of ordinary skill in the art to understand the disclosure 
for various embodiments with various modifications as are 
Suited to the particular use contemplated. 
The invention claimed is: 
1. A method comprising, in a decision feedback equalizer 

(DFE) of a receiver: 
initializing values of tap coefficients of the DFE based on 

values of tap coefficients of a partial response filter 
through which transmitted symbols passed en route to a 
sequence estimation circuit; 

receiving estimates of the transmitted symbols from the 
sequence estimation circuit; 

receiving an error signal that is generated based on an 
estimated partial response signal output by the sequence 
estimation circuit; 

updating values of tap coefficients of the DFE based on the 
error signal and the estimates of the transmitted sym 
bols; 

generating one or more constraints that restrict impact of 
the error signal on the updating of the values of the tap 
coefficients of the DFE: 

establishing a first gain signal that determines an impact of 
the error signal on the updating of the tap coefficients of 
the DFE: 

establishing a second gain signal that determines an impact 
of the one or more constraints on the updating of the tap 
coefficients; and 

controlling a ratio of the first gain signal to the second gain 
signal based on a measured performance indicator. 

2. The method of claim 1, wherein the updating includes 
minimizing a mean square of the error signal to an extent 
allowable by the one or more constraints, wherein the one or 
more constraints ensure that the values of the tap coefficients 
of the DFE remain within a determined range of the values of 
the tap coefficients of the partial response filter. 

3. The method of claim 1, wherein the one or more con 
straints are generated by a constraint function that receives 
the values of the DFE tap coefficients as inputs. 

4. The method of claim 1, further comprising: 
imposing, during the updating, a first limit on the values of 

the tap coefficients of the DFE if a symbol error rate 
measured in the receiver is below a determined thresh 
old; and 
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imposing, during the updating, a second limit on the values 

of the tap coefficients of the DFE if the symbol error rate 
measured in the receiver is above or equal to the deter 
mined threshold. 

5. The method of claim 1, wherein: 
the initialization includes setting the values of the tap coef 

ficients of the DFE to initial values corresponding to a 
response of the partial response filter, and 

the updating is restricted Such that the values of the tap 
coefficients of the DFE do not vary from the initial 
values by more than a determined amount. 

6. The method of claim 1, further comprising: 
generating a DFE out signal by convolving the estimates of 

the transmitted symbols with a response of the DFE; 
receiving an output signal from a feed forward equalizer; 

and 
generating a second estimated symbols signal that is based 

on the DFE out signal and the output signal from the feed 
forward equalizer. 

7. A system comprising: 
circuitry that includes a decision feedback equalizer 

(DFE), wherein the circuitry is operable to: 
receive estimates of transmitted symbols from a 

sequence estimation circuit; 
receive an error signal that is generated based on an 

estimated partial response signal output by the 
sequence estimation circuit; 

initialize values of tap coefficients of the DFE based on 
values of tap coefficients of a partial response filter 
through which the transmitted symbols passed en 
route to the sequence estimation circuit; and 

update values of the tap coefficients of the DFE based on 
the error signal and the estimates of the transmitted 
symbols; 

generate a first gain signal that determines an impact of 
the error signal on the update of the tap coefficients of 
the DFE: 

generate a second gain signal that determines an inn act 
of one or more constraints on the update of the tap 
coefficients; and 

control a ratio of the first gain signal to the second gain 
signal based on a measured performance indicator. 

8. The system of claim 7, wherein the circuitry is further 
operable to generate the one or more constraints, which 
restrict the impact of the error signal on the update of the 
values of the tap coefficients of the DFE. 

9. The system of claim 8, wherein the one or more con 
straints are generated by a constraint function that receives 
the values of the DFE tap coefficients as inputs. 

10. The system of claim 7, wherein the circuitry is further 
operable to: 

impose, during the update, a first limit on the values of the 
tap coefficients of the DFE if a symbol error rate mea 
sured in a receiver is below a determined threshold; and 

impose, during the update, a second limit on the values of 
the tap coefficients of the DFE if the symbol error rate 
measured in the receiver is above or equal to the deter 
mined threshold. 

11. The system of claim 7, wherein: 
the initialization includes setting the values of the tap coef 

ficients of the DFE to initial values corresponding to a 
response of the partial response filter, and 

the update is restricted such that the values of the tap 
coefficients of the DFE do not vary from the initial 
values by more than a determined amount. 
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12. A system comprising: 
circuitry that includes a decision feedback equalizer 

(DFE), wherein the circuitry is operable to: 
receive estimates of transmitted symbols from a 

sequence estimation circuit; 5 
receive an error signal that is generated based on an 

estimated partial response signal output by the 
sequence estimation circuit; 

initialize values of tap coefficients of the DFE based on 
values of tap coefficients of a partial response filter 
through which the transmitted symbols passed en 
route to the sequence estimation circuit; and 

update values of tap coefficients of the DFE based on the 
error signal and the estimates of the transmitted Sym 
bols 

generate one or more constraints that restrict impact of 
the error signal on the updating of the values of the tap 
coefficients of the DFE 

establish a first gain signal that determines an impact of 
the error signal on the updating of the tap coefficients 
of the DFE: 

establish a second gain signal that determines an impact 
of the one or more constraints on the updating of the 
tap coefficients; and 

control a ratio of the first gain signal to the second gain 
signal based on a measured performance indicator. 

13. The system of claim 7 wherein said error signal is a first 
error signal, and wherein the circuitry is operable to: 

generate a second error signal that is related to the esti 
mates of the transmitted symbols: 

generate a third error signal by selecting from a number of 
input error signals, wherein the input error signals 
include the first error signal and the second error signal; 
and 

determine the values of the tap coefficients of the DFE 
based on the third error signal. 

14. The system of claim 13, wherein the input error signals 
include a Zero error signal Such that when the Zero error signal 
is selected, the third error signal is Zero, indicating no error. 

15. The system of claim 13, wherein the generation of the 
second error signal includes a determination of the difference 
between the estimates of the transmitted symbols and a sec 
ond estimated symbols signal. 

16. The system of claim 15, wherein the selecting from the 
number of input error signals includes using the second error 
signal to determine which of the input error signals to select. 

17. The system of claim 15, wherein the generation of the 
second estimated symbols signal comprises: 

generating a first temporary output signal by performing a 
convolution on the estimates of the transmitted symbols 
using a number of delay elements and an accumulator, 

receiving an output signal from a feed forward equalizer; 
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generating a second temporary output signal by phase 

adjusting the output signal from the feed forward equal 
izer, and 

Subtracting the first temporary output signal from the sec 
ond temporary output signal to generate the second esti 
mated symbols signal. 

18. The system of claim 13, wherein the selecting from the 
input error signals is performed dynamically based on a sig 
nal from one or more detection modules that estimate system 
performance metrics. 

19. The system of claim 18, wherein the one or more 
detection modules detect one or more of the following: signal 
to noise ratio, multipath, symbol error rate, error vectors and 
minimum distance, error signal power. 

20. The system of claim 7, wherein the partial response 
filter through which the transmitted symbols passed en route 
to the sequence estimation circuit is a partial response pulse 
shaping filter of a transmitter. 

21. A decision feedback equalizer in a receiver, the deci 
sion feedback equalizer comprising: 

a plurality of tap coefficients that are determined, at least in 
part, based on externally-determined coefficient values, 
wherein the externally-determined coefficient values are 
determined external to the decision feedback equalizer, 
and wherein: 
the externally-determined coefficient values replicate or 

estimate total response of one or more filters; 
a first gain signal determines an impact of an error signal 
on updates of the plurality of tap coefficients; 

a second gain signal that determines an impact of one or 
more constraints on updates of the plurality of tap 
coefficients; and 

a ratio of the first gain signal to the second gain signal is 
determined based on a measured performance indica 
tOr. 

22. The decision feedback equalizer of claim 21, wherein 
the one or more filters are partial response filters. 

23. The decision feedback equalizer of claim 21, wherein 
the one or more filters are in a transmitter, in the receiver, or 
partially in the transmitter and partially in the receiver. 

24. The decision feedback equalizer of claim 21, wherein 
the tap coefficients are further determined, at least in part, 
based on a function that seeks to minimize a mean square of 
an error signal that is based on an estimated signal that esti 
mates information output by the one or more filters. 

25. The decision feedback equalizer of claim 24, wherein 
the error signal is an inter-symbol correlated (ISC) signal. 

26. The decision feedback equalizer of claim 24, wherein 
the estimated signal is generated by a sequence estimation 
circuit. 

27. The system of claim 22, wherein the partial response 
filters are in a transmitter or partially in the transmitter and 
partially in the receiver. 
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