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(57) ABSTRACT 

A Software based System for facilitating Streaming of media 
files to a device over a wide area network (WAN) includes 
an agent process, an authentication process, a client Services 
process and a client process. The agent process catalogs 
local media files and advises the authentication process of 
it's availability on the WAN and the address at which it may 
be contacted. The client proceSS contacts the client Services 
process to obtain, after authenticating with it, the WAN 
address of the agent proceSS and contacts the agent process 
to receive information or meta-data describing the media 
files available for Streaming. The client process obtains 
information for forming a URI or playlist, that it then passes 
to a media player to request the stream over the WAN. 
Alternately, the client proceSS may direct the agent proceSS 
to pass the URL to another client process on, for example, 
the same local area network. 
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METHOD AND APPARATUS FOR ASSISTING 
WITH PLAYBACK OF REMOTELY STORED 

MEDIA FILES 

BACKGROUND AND SUMMARY OF 
INVENTION 

0001 For various reasons, people are increasingly storing 
music, Video and other types of So-called “media files' or 
“content” in digital form on their computers. Their comput 
erS have become virtual warehouses for their personal 
collections of music and Video, with collections. Sometimes 
being distributed over Several computers and data Storage 
devices. 

0002 Once moved to computers, however, the availabil 
ity of music and other media content away from the com 
puter becomes an issue. Those who want access to their 
media files away from their computers typically duplicate 
Some or all of the files back onto portable media, Such as 
compact discs, flash memory, and portable hard drives for 
playback on other devices, or portable playback devices 
such as “MP3 players”. Managing all of these copies and 
other devices then becomes a problem. 
0003) Another option is to make files stored on a com 
puter available for remote access through networkS. How 
ever, Setting up a computer for remote access over a local 
network, much less over a wide area, public network Such as 
the Internet, requires Specialized knowledge and Skills that 
most computer users do not possess. It also presents rights 
management issues. Furthermore, the use of private network 
addresses on local area networks, dynamically assigned 
public network addresses, and other Security-related prac 
tices present additional problems. 

SMMARY OF THE INVENTION 

0004 Various aspects of the invention address one or 
more of these problems. The various aspects of the invention 
and their advantages are explained below using examples of 
processes running on networked computers that embody 
various aspects of the invention in their preferred form. 
However, the invention is defined by the appended claims 
and not limited to these examples. 

BRIEF DESCRIPTION OF THE FIGURES 

0005 FIG. 1 is a block schematic representation of a first 
exemplary configuration of a network having processes for 
enabling playback of media files. 
0006 FIG. 2 is a block schematic representation of a first 
exemplary configuration of a network having processes for 
enabling playback of media content files Stored on remote 
devices. 

0007 FIG. 3 is a flow diagram of exemplary steps of a 
first embodiment of an agent process. 
0008 FIG. 4 is a flow diagram of a exemplary steps of 
a process for discovering whether an agent proceSS can be 
connected to over a WAN and Setting up a connection. 
0009 FIG. 5 is a exemplary process of a first embodi 
ment of a client process. 
0.010 FIG. 6 is a block schematic representation of a 
Second exemplary configuration of a network having pro 
ceSSes for enabling playback of media files. 

May 19, 2005 

0011 FIG. 7 is a flow diagram of certain exemplary steps 
of a Second embodiment of an agent proceSS in the network 
of FIG. 6. 

0012 FIG. 8 is a flow diagram of certain additional 
exemplary Steps of the Second embodiment of the agent 
proceSS. 

0013 FIG. 9 is a flow diagram of exemplary steps of a 
Second embodiment of a client process in the network of 
F.G. 6. 

DETAILED DESCRIPTION 

0014. The examples illustrated in the accompanying 
drawings involve Software-controlled processes that under 
take certain functions. The processes are preferably imple 
mented by one or more microprocessors or Similar devices 
executing Software instructions Stored in memory or on 
Some other type of physical media from which the instruc 
tions can be read, either directly or indirectly, by the 
processing device. However, the processes could be imple 
mented using any combination of Software, firmware and 
hardware. The microprocessor could, for example, be part of 
a general-purpose computer, a “personal digital assistant”, a 
cellular telephone, or other type of device. The processes 
could be, in Some circumstances, distributed, meaning they 
could be executing on multiple processors in different 
address Spaces. 
0.015 Referring to FIGS. 1 and 2, there are four basic 
processes in the illustrated examples: an agent process 10; a 
client process 12, a persistent connection Service (PCS) 
process 14, and a client Web Services process 16. In the 
examples, each of these processes logically represents a 
collection of Sub-processes that, in the examples, take place 
on the same device. However, the Sub-processes need not, at 
least in Some cases, be available or performed on the same 
device. Furthermore, multiple instances of each process may 
run on the same or on multiple devices. Agent proceSS 10 
runs on devices that Stored one or more media content files 
17, such as audio and video files. Client process 12 runs on 
devices that are used to playback media files that are 
Streamed from agent processes. The PCS process runs on a 
device connected (in a logical or communications sense, not 
a literal sense) to a WAN-the Internet, for example-so 
that it can communicate with any agent process that has a 
connection to the WAN and provide to it services. The client 
Web Services process also runs on a device connected to the 
WAN So that client processes having access to the WAN may 
communicate with it to request and receive Services. 
0016 Turning to the details of each of the examples, 
FIG. 1 illustrates a simple example involving an agent that 
has a direct connection to a wide area network (WAN) such 
as the Internet. One instance of agent process 10 is running 
on home personal computer 18, and one instance of client 
process 12 is running on a remote device 20, which could be, 
for example, a personal computer at a users office. The 
home computer is an example of a device that can run an 
agent process. Other examples include portable media play 
ers, cable or television Set-top boxes, personal Video record 
ers, and the like. Instances of the PCS service process 14 and 
Web Services process 16 are running on one or more com 
puters connected to WAN 22. In the particular example of 
FIG. 1, each device running a process (except for the client 
process) has assigned to it a public address on the WAN, for 

Amazon/DivX 
Exhibit 1015 

Page 8



US 2005/0108320 A1 

example, a public IP address. Therefore, client process 12 
can initiate a connection with agent process 10 over the 
WAN using the public IP address of computer 18. The agent 
proceSS need not make the connection. 

0.017. In FIG. 2, however, home personal computer 18 is 
connected to WAN 22 through “firewall'24. A firewall is a 
computer program running on the computer or hardware 
device which prevents a connection to the computer that is 
initiated from the other side of the firewall. A router that 
performs network address translation (NAT) can act as a 
firewall, for example. NAT replaces a public IP address and 
port number of all incoming packet with internal address and 
port number for routing the packet on a local area network. 
It performs the reverse for outgoing packets. In order to 
permit clients on devices outside the firewall to acceSS 
Servers running on a computer inside the firewall, the 
firewall must be configured to permit the client to initiate or 
request a connection. Typically, this involves opening a 
"port' through which a connection can be made to a par 
ticular process and, optionally, Specifying a particular device 
on the LAN to which a connection on that port is to be 
routed. 

0.018. However, many computer users either do not know 
how, should not attempt because of Security risks, or are not 
permitted by network administrators to configure firewalls 
or network routers to allow certain Services to be made 
available to clients outside of a firewall. In order to permit 
a client process 12 outside of a firewall to connect to a 
Service inside a firewall (using, for example, a connection 
oriented protocol Such as TCP) without opening ports in the 
firewall or performing any additional configuration of a 
router, an agent process may, at its option, use what will be 
referred to as “connection' proxy server 26 to enable client 
processes on the WAN to connect to it. In this illustrated 
example, this server is available on WAN 22. The server, 
which is a process running on, for example, allows clients to 
make a connection to it over the WAN and establish a 
communications channel that acts as a tunnel, in effect, 
through a firewall and allows agent processes 10 behind 
firewalls to receive connections from clients over a WAN. To 
use it, an agent proceSS 10 connects to connection proxy 
Server 26. Once the agent process authenticates with the 
proxy server, the connection proxy server assigns to the 
agent process a unique identifier that identifies the connec 
tion between the agent proceSS and the connection proxy 
Server. This unique identifier is then Sent by the agent 
process to the PCS process, along with the address of the 
proxy server, if not already known. Client processes outside 
the firewall wanting to connect to the agent process connect 
to the connection proxy Server at the Server's IP address, 
using a port that the client proceSS would normally use to 
connect to all agent process, and the unique identifier. The 
client process would thus construct, for example, a URI 
containing the WAN access of the proxy server, the desig 
nated port number (e.g., port 80), a file name or other 
designator for the file to be streamed, the unique identifier 
assigned to the agent process, and a Session ID to validate 
playback. The connection proxy Server uses the unique agent 
process identifier to identify the agent process and then 
forward or relay packets over from the client process to the 
agent process over the pre-established connection with the 
agent process. The connection proxy server 26 may also, if 
desired, be used to forward packets from the agent proceSS 
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to the client process using the Session identifier to identify 
the already established connection to the client process. 

0019. When the connection between an agent process and 
the proxy server is lost, the unique identifier is lost, Since it 
is assigned by the proxy Server with each connection. LOSS 
of the connection between the agent process and the proxy 
Server during playback, therefore can create Substantial 
interruption. The agent proceSS has to reconnect to the 
connection proxy server, obtain a new identifier, and inform 
the PCS process of the new connection information. The 
client process then needs to go through the process of 
obtaining the connection information from the client web 
Services proceSS and restart the connection to the connection 
proxy. This entire reconnection process can take a Substan 
tial amount of time. An alternate method of assigning the 
unique agent identifier is to have the agent proceSS generate 
it or otherwise provide it to the proxy server during each 
connection. Therefore, when a connection between the agent 
process and the client process is lost, all that must be done 
is to restart or reestablish the connection. 

0020 Referring again to FIGS. 1 and 2, each device, 
e.g., home personal computer 18 and remote device 20, also 
has a media player 28, which is used to playback media files 
that are Stored on the device, Stored on another connected 
device, and/or Streamed to it. In the given example, home 
personal computer 18 also, optionally, has a recorder 30 for 
creating files from other media or in other formats, Such as 
compact discs, for playback by players 28. Typically, the 
files Stored on a computing device Such as home personal 
computer 18 are compressed using, for example, MPEG 2 
layer 3 compression. The recorder performs the compres 
Sion. Home personal computer 18 also has, in these 
examples, a portable player 32 connected to it, Such as 
through a serial, parallel, USB or “Firewire” port, on which 
media files may be Stored. 

0021 FIG. 3 illustrates the basic steps of the operation of 
agent process 12 within the context of the exemplary net 
works of FIGS. 1 and 2. In these examples, the agent 
process collects and makes available information about 
media files stored on the host device. The information the 
agent proceSS collects will also be called metadata, and 
might include, for example, title, artist, track and album 
information of a music file. The agent proceSS may option 
ally also collect metadata on files Stored on other devices 
connected directly to the device, Such as external drives and 
portable media players connected to a personal computer. 
The collected metadata is stored on the host device in, for 
example, Some type of database or file. In examples of 
FIGS. 1 and 2, this metadata is uploaded and stored in 
database 34 So that authorized clients can access it through 
client web service 16. Database 34 is intended only to be 
representative of one or more data Stores available to the 
PCS process 14 and/or the client web services processes 16. 
Agent processes 10 may, however, be configured to provide 
the metadata to client processes directly, as described below 
in connection with FIG. 6. The agent proceSS also acts as a 
Streaming Server to Stream a file in response to a request for 
the Stream. 

0022. The agent process is, like the client, PCS and web 
Services processes, intended to be generally representative 
of a collection of functions or Services preferably imple 
mented using a complete program running on the same 
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device. Implementing the agent process, alone or also with 
client process, as a single program or related programs 
Simplifies installation and Set up for a user and avoids 
complexities of Separate implementations. However, it could 
be desirable to distribute these processes, implement the 
various functions in Separate processes, and/or eliminate, 
modify, replace, or add functions to these processes. 
0023 Turning to FIG.3, with further reference to FIGS. 
1 and 2, when agent process 12 Starts up, it connects at Step 
40 to an instance of the PCS process 14 that is available on 
WAN 22. The agent process then authenticates itself using, 
for example, a user or account name and a password. The 
agent process, with the assistance of the PCS process, then 
determines at Step 42 what type of connection the agent has 
to the WAN. The type of connection determines how an 
instance of a client process 12 may initiate to the agent 
process over a WAN, or whether a connection can be even 
made. This step is detailed in FIG. 4, which will be 
described below. Step 42 may be performed out of order 
anytime after that agent process connects to the PCS proceSS 
or concurrently with other processes and repeated as nec 
essary or desirable. 
0024. If it is determined at step 42 that a connection can 
be made to the agent (other than one initiated by the agent), 
the agent process transmits at step 44 a WAN address to the 
PCS process. This address is the one determined during step 
42 and is the WAN address at which a client process may 
contact the agent process over the WAN for services. The 
Step may be repeated as necessary or desirable to update or 
change the address, and may be performed out of order or 
concurrently with other StepS. 
0.025. At step 46, the agent process goes through a 
discovery or cataloging Sub-process. This Sub-proceSS 
involves Searching or Scanning the host device (or specified 
directories on the host device) and, optionally, any con 
nected devices, for media files. Media files may be recog 
nized by, for example, a particular file extension. Metadata 
describing the content of a media file-for example, title of 
the work, artist, composer, album, and genre for music 
files—may be contained in a tag with the file. One example 
of a tag is an MP3 tag. The meta data might also consist of, 
or be extracted from, path and/or file names. For example, 
media files may be stored in a series of Subdirectories with 
names corresponding to the names of artists and albums. For 
example, the path and file name may serve initially as meta 
data for a file for display to a user. The user may then 
optionally edit the meta data into predefined fields. Other 
wise, a portion of the media file can be read and matched 
against a preprogrammed database. Access to Such databases 
are typically offered through on-line Services available over 
the Internet. Collected metadata is placed in a file or 
database that along with information Specifying the media 
file's location (e.g., device, Volume, path and file name). In 
a preferred embodiment, this metadata is tagged using XML. 
This database forms, in essence, a type of catalog of the 
collection of media files on the host device and, optionally, 
connected devices. In each case, it is preferred that user be 
able to edit the meta data in the database. Step 60 can be 
repeated at anytime to update the metadata information to 
include metadata for newly found or added media files, to 
delete metadata for files that are deleted, or to edit it. 
0026. With steps 48 and 50, the agent process transmits 
to the PCS process the metadata, preferably tagged using 
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XML, and the PCS process stores it in database 34. This 
metadata is linked to a particular account or user and forms 
part of what, in essence, can be thought of as a larger catalog 
of all the media files that a particular user may have on any 
number of devices, not just the host device and the devices 
connected to it or available to it during discovery Step 46. 
These Steps may be repeated at anytime to update the 
metadata Stored in database 34 with changes to the metadata 
made by the agent process. 

0027 AS indicated by steps 52 and 54, the agent process 
waits for a request for a media file from a media player and, 
in response to receiving Such a request, transmits the 
requested media file as a Stream to the media player request 
ing the media file. This request will Specify the media file 
using, for example, a uniform resource indicator (URI) that 
identifies a media file to be streamed to a client process that 
is located at an address, either WAN or local, and a port. In 
a preferred embodiment, the agent proceSS includes a web or 
http Server process and a streaming Server process that are 
used to receive and respond to a request for an audio and/or 
Video Stream. The agent process may be set up to Stream 
only one media file at a time to one address and may also 
include Some type of authentication mechanism to ensure 
that only authorized users receive the Stream. 
0028 FIG. 4 illustrates a representative example the 
basic Steps that an agent process 10 undertakes to determine 
whether it has a connection to the WAN and, if so, what type 
or types of connection it has. Once determined, it then 
configures the connection to allow client processes to 
request Services using, for example, a TCP-based Session or 
similar type of connection to a public address on the WAN 
(e.g., a public IP address). This address is made available to 
client processes, preferably only those that are authorized to 
connect to the particular agent process. 

0029. Once connected to a PCS server at step 56, the 
agent process attempts at Step 58 to determine whether it is 
communicating with PCS server through a firewall or a 
router employing network address translation (NAT). This is 
determined by, for example, checking the host device's 
network address against, for example, a known range of 
addresses reserved Solely for use as private addresses on 
local networks or the network address that PCS process is 
using to communicate with the agent address. In the later 
case, the agent process requests the PCS process to identify 
to the address, with which it is communicating. If it is not the 
Same as the IP address assigned to host device, or the address 
can only be a local address, the agent process concludes it 
is behind a firewall. Otherwise, it sends at step 60 its host 
device's network address to the PCS server as its WAN 
address. 

0030. At step 62, the process attempts to discover 
whether the gateway router with which it is connected 
provides NAT traversal Services Such as, for example, Uni 
versal Plug in Play (UPnP) “NAT Traversal.” It may dis 
cover this Service using a network auto-configuration pro 
tocol like UPnP or Apple’s “Rendezvous,” Apple 
Computer’s “Rendezvous” implementation of the Internet 
Engineering Task Force's Zero Configuration Networking 
(Zeroconf) recommendations. If the Service is available, it 
requests the public IP address of the gateway and a port 
mapping. It then passes the IP address and assigned port to 
the PCS proceSS, which then attempts to connect to agent 
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process to test the connection. If the connection works, the 
agent process jumps to Step 60. 
0.031) If automated NAT traversal is not available, the 
agent process then Sets up at StepS 68 and 70 a connection 
with a proxy gateway on the WAN, Such as connection proxy 
26 shown in FIG.2. When the connection is made, the proxy 
assigns to the connection a public or routable WAN address 
and port number. The WAN address and port number to 
connect with the agent process is passed back to the PCS 
process at step 60. Although not illustrated, NAT traversal 
could be manually configured and the agent proceSS could be 
provided the WAN address and port number. If no connec 
tion proxy is available, or the agent proceSS does not 
otherwise provide a valid WAN address, the PCS process 
will Set a Special flag to indicate that the agent process is not 
available. 

0032 Referring now to FIG. 5, with further reference to 
FIGS. 1 and 2, a client process in the illustrated example 
runs on a remote host, Such as a computer, personal digital 
assistant, cellular telephone, or other consumer electronics 
devices. In the example, the remote host is connected or 
otherwise capable of communicating with an agent proceSS 
10 only through WAN 22. It also provides a media player on 
a remote device, Such as media player 28 on remote device 
20, with a URI for each of one or more media files that a user 
Selects for Streaming from agent process 10. The client 
proceSS can, if desired, be incorporated into a media player. 
In given example, client web services function (1) to make 
available metadata for the media to a remote playback client, 
and (2) to provide to a remote playback client the current 
URIs for media files located by the agent on a host or local 
area network. 

0033. At step 72 the client process authenticates with 
client Web Services process 16 in order for the client proceSS 
to receive media file information or metadata that the user is 
authorized to receive. This will include, for example, infor 
mation on the user's collections. However, it might also 
include collections associated with other accounts, Such as 
those of family members and friends, if those individuals 
have authorized the sharing of the information for the 
Specific user account. In the present example, this informa 
tion is stored in database 38. As represented by step 74, the 
user queries the client Web Services for information on the 
media files available to the user. This could be, for example, 
a Search request for a list of all available media files or media 
files for a particular artist. It could also include information 
on all media files and playlists. This information is displayed 
to the user using a graphical user interface that, preferably, 
allows the user to Sort the information. The user then 
Specifies one or more media files for playback, either 
directly or as part of a playlist. At StepS 76, the client proceSS 
requests from the client web services http URIs for the 
media files in the playlist. Each URI is constructed at step 78 
by the client web services using the current WAN address 
and port information provided by the agent process that had 
reported the availability of the request media file, and 
device, path and file name for the request media file. This 
information is Sent to the client process at Step 80. Alterna 
tively, the client proceSS may be provided the information 
and construct the URIs. Steps 74-80 can be taken and 
repeated anytime. 
0034. The client process passes the URIs at step 82 to the 
media player as, for example, a playlist. According to 
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well-known processes, the media player uses http to request 
at Step 84 Streaming of each media file in the order Specified 
in the playlist. The agent proceSS transmits the file as a 
Stream or “streams,” each requested media file to the media 
player at Step 86 in a form that permits immediate playback 
before the end of the media file is received. Steps 84 and 86 
are repeated for each media file. 
0035 FIG. 6 represents an example using an alternate 
implementation of processes for enabling remote playback 
of media files. This example takes advantage of automatic 
network configuration protocols to provide greater flexibil 
ity and to reduce demands placed on the client Web Service 
process. In this example, personal computer 100, has a direct 
connection to WAN 22. It could also be connected through 
a firewall. Personal computer 102 is on a local or home area 
network 104 that connects to the WAN through a router 106 
that provides network auto-configuration Services using 
UPnP or Rendezvous. Also on home area network 104 is a 
personal video recorder (PVR) 108 and DVD player 110, 
each connected to television 112. 

0036 Personal computers 100 and 102, PVR 108 and 
DVD player 110 each preferably run software processes 114 
for enabling automatic network configuration using, for 
example, UPnP or Rendezvous. However, not all of the 
devices on the home area network need this capability. Each 
of the personal computers, which are examples of host 
devices that run against processes and Store media files, have 
audio and/or Video player Software 116 cable of playing 
media files Stored on a computer or on portable media 
inserted into a portable media player, such as a CD or DVD 
driver. They also have media recorders 118. The media 
players and recorders are optional. Personal computers 100 
and 102 also store media files and metadata 120. PVR 108 
also Stores media files, but these are not indicated in the 
figure. 
0037 Each host device in the example, namely personal 
computers 100 and 102 and PVR 108, runs an instance of 
agent process 122. Personal computers 100 and 102 also 
each run an instance of client Services proceSS 124. Remote 
device 126, which can be another personal computer, a PDA 
or a phone, runs an instance of client proceSS 128 and a 
media player 130. 
0038 Authentication and discovery server (ADS) pro 
cess 132 and client web services process 136 each run on or 
more server computers connected to WAN 22 and are 
connected with a database 134. Database 134 is simply 
intended to be representative of one or more databases, any 
one or all of which can be distributed. No particular form of 
database is meant or implied. Multiple instances of the PCS 
and client Web Services processes can run concurrently. 
0039) Referring now also to FIG. 7 in addition to FIG. 6, 
when an instance of agent process 122 starts it creates and/or 
updates its catalog of media files available to it on its host 
device and, optionally, connected devices. These media files 
will be referred to as a collection. It scans at step 138 its host 
device and, optionally any connected devices Such as con 
nected drives, disc drives with portable media inserted, and 
portable players. The Scope of the Search or Scan could be 
restricted to particular devices, Volumes and/or directories, if 
desired. 

0040. The agent then attempts at step 140 to discover 
peers running on a local area or home area network. Peers 
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are other instances of agent processes. Agents preferably 
implement a mechanism for publishing their Services, Such 
as UPnP or Rendezvous, to permit self-discovery. This 
discovery Step can be repeated continually in order to 
discover new peers as they become available. 
0041 At step 142, the agent process then connects to 
ADS process 132 on WAN 22 and, at step 144, identifies 
itself, Such as by providing a user or account identifier and 
a password. It also identifies it collections to the ADS 
process, but preferably does not upload metadata for all of 
the media content. Devices to which it is able to connect 
over a LAN or HAN, such as PVR 108 and DVD player 110, 
are also identified. This information is Stored in database 
134. 

0042. The ADS process then queries database 138 and 
returns to the agent process at Step 146 a list of peers within 
the user's peer group. The list includes connection informa 
tion, Such WAN address and LAN address, to enable the 
agent process to connect to other instances of agent pro 
ceSSes within the same peer group. Each these agent pro 
ceSSes has registered with the ADS proceSS and provided 
their connection information to the ADS process. In order to 
keep this information current, each agent process may 
contact the ADS proceSS whenever connection information 
changes and/or periodically to confirm its availability and 
connection information. The ADS could also, if desired, try 
to connect, on Some Sort of regular or periodic basis, to each 
agent process that has registered with it, using the last WAN 
address given by the agent process, in order to confirm the 
agent processes availability on the WAN. It is preferable not 
to have a persistent connection with each agent proceSS in 
order to reduce the load on the ADS. However, Such 
persistent connections could be used if desired. The peer 
group information may be limited only to those instances of 
the agent process that have registered with the ADS proceSS 
using the Same account. However, it may also include 
instances of the agent process that have registered with the 
ADS proceSS using one or more other accounts. These other 
accounts may be, for example, friends who have given each 
other permission to acceSS media files available through 
each other's accounts. These Steps may be repeated as 
desired to update the peers that are available (e.g., logged in 
or out, or on or off line) or to update the information on the 
peers, Such as connection information (e.g., network 
address). 
0043. At step 148 the agent process attempts to connect 
(if it is not already connected) to each peer agent process up 
to a predetermined number of them. It is preferred, but not 
necessary, to limit the number of connections to preserve 
resources. Instances of agents can connect to each other to 
form a distributed network of agents that, in effect, enables 
their collections to be combined and made available to client 
processes for Searching and/or playback, even when one or 
more of them does not otherwise have a direct connection to 
the Internet. Once the connections are made, the agent 
process waits for requests for Services (e.g., Search requests 
for metadata or stream requests), as indicated by step 150. 
0044 FIG. 8 illustrates basic steps of an exemplary 
proceSS in which an instance of an agent process provides 
Services to a client process. Beginning at Step 152, the agent 
proceSS receives from a client process a request for infor 
mation. For example, as indicated by Step 154, this might be 
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query or Search request for metadata matching predefined 
criteria. The agent Searches its own metadata files and, 
optionally, forwards the same or Similar query to other agent 
instances to which it is connected. The query could be, for 
example, for all metadata records for audio files. It might 
also be for metadata records having data in an “artist' field 
matching a String provided by the client process. The query 
may also specify that only certain fields within the metadata 
be returned. Once the Searches are performed, the matching 
metadata is transmitted to the client proceSS requesting it, as 
indicated by step 156. The metadata that is returned will 
typically include the URIs, or information for constructing 
the URIs, for requesting a corresponding media file using, 
for example, hypertext transfer protocol (http). AS indicated 
by step 158, the agent process receives the URI from a media 
player requesting Streaming of a particular media file at the 
URI. If the media file is a file that the agent process has 
access to via its host (i.e., it is not stored on the host or on 
a device connected to the host), it routes the request to the 
instance of the agent process that reported having the media 
file and, if necessary, assists with routing the Stream from the 
agent process to the client proceSS requesting it if that agent 
process does not have a direct connection to the WAN, 
assuming that the instance of the client proceSS requesting 
the stream is on the WAN and not on the same LAN as the 
agent process. For example, the one agent process with a 
direct connection to the WAN could serve to route the stream 
from another agent process to a client process on the WAN. 
0.045 Agent processes and client processes may commu 
nicate with each other using proprietary Standards, or to 
Simplify development of implementations of client and/or 
agent processes by multiple different developers, open Stan 
dards, such?????. For example, the World Wide Web Con 
Sortium's simple object access protocol (SOAP), as 
Microsoft's DCOM or .NET architecture, remote procedure 
call (RPC), or common object request broker architecture 
(CORBA). 
0046 Turning to FIG. 9, which is an illustration of the 
basic Steps of client process 128, an instance of client 
process 128 initially looks for agent process that may be 
available on its LAN or HAN. It preferably does this using 
UPnP, Rendezvous or similar automated networking proto 
col. AS previously mentioned, agent processes preferably 
advertise their Services using Such a mechanism. The client 
process then determines whether it is connected to WAN 22 
at step 164. If so, it continues to step 166. Otherwise, it goes 
to step 165. If there is no agent process available on the LAN 
or HAN, the client process returns to step 162 and continues 
to look for agent processes available on the LAN and WAN. 
If there are one or more agent processes, it connects to them 
at step 167. 
0047. If a connection to the WAN is available, the client 
process contacts and authenticates with client Web Services 
process 136 using a previously set-up account. Authenticat 
ing with the client Web Services process enables a client 
process to receive at step 168 WAN address information for 
connecting to instances of agent processes that have logged 
in with the ADS process, but preferably only those agent 
process to which that account has permission to access. 
Information on the agent processes may be limited to only 
those who have authenticated with the ADS process using 
the same account, or may include agent processes associated 
with accounts within a peer group. Thus, for example, an 
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individual user will use his account with both an agent 
proceSS running on the user's home computer and a client 
proceSS running on a remote computer, Such as a computer 
at the user's office. However, another user with a different 
account may have given him access to media files that are 
part of his collection, in which case information on agent 
processes that have logged in with the ADS proceSS under 
this Second user's account would also be given at Step 168. 
Additional authentication mechanisms may also be used to 
ensure that a client process only connects to agent processes 
it has permission to connect to. These StepS may be repeated 
as desired to find or receive updated connection information 
for agent processes available on the WAN. 
0.048. Once connection information for agent processes is 
Sent to the client process, the client proceSS tries to identify 
what it believes to be the closest agent at step 170. This step 
is optional, thought it will assist with improving Streaming 
performance of the media. Several different approaches can 
be taken to try to determine the closest agent process. 
Generally, an agent proceSS with a low latency is preferred, 
though low jitter is probably more important for Successful 
Streaming. “Pinging the agent process's IP address and 
measuring the elapsed time could be used to measure 
latency. Geographic information on IP address distribution 
could also be used, either as additional Selection criteria or 
as the Sole criterion. Connections with the agent proceSS 
would likely be necessary to measure jitter, which would 
involve substantially more time. 
0049. The client process then attempts to connect with 
the Selected agent process at Step 172. AS indicated by Steps 
174, 176 and 179, if a connection attempt fails, the client 
proceSS loops and attempts to connect with next closest 
agent process, if any. If no agent processes can be found on 
the WAN, the client process may, if a local agent process is 
available, as indicated by step 180, proceed to step 182. 
Though it is not shown in the figure, the client proceSS may 
contact the client Web Services proceSS again to obtain any 
updated information on available agent processes. 
0050. At steps 182 and 184, the client process requests 
and receives information or metadata, including URIs, for 
media files available through the Selected agent process, as 
described above in connection with FIG. 8. At step 182 and 
184 the client process receives input from the user in terms 
of Selection of media files for playback. 
0051. The client process preferably includes, as indicated 
by steps 186 and 188, an ability to have a stream played back 
through other instances of a client process that is connected 
to the agent process. The agent proceSS shares with each 
client process an identification of each client Service that is 
connected, if requested. If the agent proceSS is requested to 
have another client process playback the media Stream, the 
URI for each media file to be played back is passed to the 
Selected client process, which then passes it to its associated 
media player. Otherwise, at step 190, the client process 
passes the URI (in the form of a playlist, for example) 
directly to the media player on the host, which then requests 
the agent process to Send a stream containing the media file 
at the designated URI. 
What is claimed is: 

1. A set of Stored instructions that, when read by a 
programmable processor, results in the processor perform 
ing a process, the proceSS comprising: 
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Storing meta data information describing media files 
available on the process host; 

receiving over the WAN a connection from a remote client 
process and a request for at least Some of the Stored 
meta data information; 

communicating to the remote client process the requested 
meta data information and an identifier for uniquely 
identifying a media file described by the requested meta 
data information; 

receiving a request to transfer the media file, the request 
including the identifier; and 

transmitting the requested media file to the media player 
aS a Stream. 

2. The set of stored instructions of claim 1, wherein the 
identifier is a uniform resource identifier. 

3. The set of stored instructions of claim 1, wherein the 
process further comprises communicating to a remote Server 
a wide area network address to be used to connect to the 
process over the WAN. 

4. The set of stored instructions of claim 3, wherein the 
process further comprises determining whether the proceSS 
is able to receive connections from a wide area network 

5. The set of stored instructions of claim 1, wherein the 
process further comprises configuring a network address 
translation (NAT) router to enable the process to receive 
connections from the WAN. 

6. The set of stored instructions of claim 1, wherein the 
process runs on a host device connected to a local area 
network and further comprises automatically discovering 
other instances of the process running on other host devices 
connected to the same local area network as the process and 
connects to the other instances of the process. 

7. The set of stored instructions of claim 6, wherein the 
process reports to the remote Server information on the other 
instances of the process discovered by the process. 

8. The set of stored instructions of claim 6, wherein the 
process receives a request from the remote client process to 
transmit a media file as a stream to an instance of a local 
client process running on the same local area network. 

9. The set of stored instructions of claim 1, wherein the 
process further comprises Searching the local host for media 
files and Storing metadata describing the located media files. 

10. The set of stored instructions of claim 9, wherein the 
process Searches media further comprises Searching devices 
connected with the local host for media files. 

11. The set of stored instructions of claim 1, wherein the 
process is limited to transmitting one Stream at a time. 

12. A Set of Stored instructions that, when read by a 
programmable processor, results in the processor perform 
ing a process, the proceSS comprising: 

connecting over a wide area network (WAN) to a central 
Server, 

authenticating with the central Server using an identifier; 
obtaining from the central server a WAN address for an 

agent processes associated with the identifier; 
connecting to the agent proceSS at the WAN address, 
receiving from the agent process information for uniquely 

identifying on the WAN a media file available for 
Streaming, 
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passing to a media player a unique identifier for the media 
file, which permits the media player to request trans 
mission of the media file as a stream, the identifier 
including the WAN address for the agent process. 

13. The set of stored instructions of claim 12, wherein the 
unique identifier is comprised of a uniform resource iden 
tifier (URI). 

14. The set of stored instructions of claim 12, wherein the 
process further comprises requesting the agent proceSS for 
information describing media files available for Streaming to 
the client process. 

15. A set of stored instructions that, when read by a 
programmable processor, results in the processor perform 
ing a process, the proceSS comprising: 
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receiving a first connection over a wide area network from 
a first process, 

receiving a Second connection from a Second process 
requesting connection to the first process, 

forwarding packets received from the Second process over 
the Second connection to the first process connecting to 
a proxy server on the WAN. 

16. The set of stored instructions of claim 15, wherein the 
first connection is identified with a unique identifier, and 
wherein the Second connection identifies the first connection 
by the identifier. 

17. The set of stored instructions of claim 15, wherein the 
packets are communicating a streamed media file. 

k k k k k 
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