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gyrostabilized platform — G-Y signal

gyrostabilized platform — See stable platform.
_ gyrotron— A microwave vacuum tube based on the
interaction between an electron beam and microwave fields
in which coupling is achieved by the cyclotron resonance
condition. This type of coupling allows the beam and
microwave circuit dimensions to be large compared with a
wavelength. Thus, the power density problems encountered

3
in conventional traveling-wave tubes and kl 3
millimeter.wavelengths are avoided in the gyﬂ){rstrons at
Q-Y signal —In color television, the greeon'-
lunqnance signal, representing primary green - Minyg.
lununax}ce, or Y, signal. It is combined with g hrlru 10 the
or Y, signal outside or inside the picture tube t"Ul}ance‘
primary green signal. 0 Vield o

H— 1. A radar air-navigation system using an airborne
interrogator to measure the distance from two ground
responder beacons. See also shoran. 2. Symbol for heater,
magnetic field strength, or henry.

hacker — 1. A person with computer expertise intrin-
sically interested in the exploration of computer systems
and their capabilities. 2. A person who accesses computer
systems without authorization. 3. One who deliberately
iries to penetrate the security of other computers. 4. A
skilled computer enthusiast who is obsessed with learn-
ing about programming and exploring the capabilities of
computer systems. 5. A person who gains unauthorized
access to a computer system.

hacking — Using a microcomputer system or terminal
fo bypass the security of a large computer system.

hairpin pickup coil — A hairpin-shaped, single-turn
coil for transferring UHF energy.

hairpin tuning bar — A sliding hairpin-shaped metal
bar inserted between the two halves of a doublet antenna
to vary its electrical length.

halation — 1. Distortion seen as blurred images and
caused by reflection of the image rays off the back of
a fluorescent screen that is too thick. 2. The spreading
of light in a photographic emulsion outside the intended
area of exposure by reflection from the rear surface of
the material supporting the emulsion,; this is distinguished
from the diffusion that takes place within the emulsion
layer. 3. A glow or diffusion that surrounds a bright
spot on a television picture tube screen. A defect in
picture tube quality is indicated. 4. In a cathode-ray tube,
the glow surrounding a bright spot that appears on the
fluorescent screen as the result of the screen’s light being
reflected back by the front and rear surfaces of the
tube’s face.

half-add —In a computer, an operation that is per-
formed first in carrying out a two-step binary addition. It
consists of addition of corresponding bits in two binary
numbers, with any carry information being ignored. See
also exclusive OR.

_ half adder — 1. A circuit that will accept two binary
Iput signals and produce corresponding sum and carry
outputs. So called because, above the first order, two half
adders per order are required when adding two quantities.
2. Building-block circuit used in digital computers. A
combination of logic gates adds two bits and delivers
an answer —two bits called sum and carry. Half adders
can be combined to add numbers of any length. Two
half adders make up a full adder. 3. A logic element
that_ adds two input bits, but does not have provision for
Zgglng the carry from a previous addition. See also full
er.
half cell — An electrode, submerged in an electrolyte,
Or measuring single electrode potentials.

half cycle — The time interval required for the oper-

ating frequency to complete one-half, or 180°, of its cycle.

CARRY SUM
Circuit.
B A
g B A CARRY | SUM
0 0 0 0
0 1 0 1
1 0 0 1
1 1 1 0 ¢ s
Truth table. Symbol.
Half adder.

half-digit —In digital meters provided with 100 per-
cent overranging, an additional most-significant digit
provided at the left of the readout, capable of displaying
the numeral 1 when the measurement exceeds the full-
scale range.

half duplex — 1. A communication system in which
information can be transmitted in either direction, but
only in one direction at a time. 2. In communications,
pertaining to an alternate independent transmission made
in one direction at a time. 3. A mode of data transmission
capable of communicating in one of two directions,
but in only one direction at a time. 4. Refers to a
communication channel that can receive and transmit, but
not simultaneously.

half-duplex circuit— Abbreviated HDX. A cir-
cuit that permits one-direction electrical communications
between stations. Technical arrangements may permit
operation in either direction, but not simultaneously.
Therefore, this term is qualified by one of the follow-
ing suffixes: s/o for send only, /o for receive only, or s/t
for send or receive.

half-duplex modem—A modem with a single
wire pair that can transmit in both directions but not
simultaneously.
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line frequency — line regulation

line frequency—Also called horizontal :Lne fre:
quency or horizontal frequency. 1. In television, the rfli‘;I:d
ber of times per second the scanning spot crosses a1 ixe
vertical line in the picture in one direction, nclu fl‘eg_
vertical-return intervals. 2. The nominal operating £
quency of the power-line voltage lrllied to supply operating
i ments or equipment. )
poﬁ::(f)rgl;ﬁ:ncy regulation —The change in outpilt
(current voltage or powe? of f? r{clglc?;ted power supply
ecified change in line ireq 2 .
forli?\ip group—T%le frequency spectrum occllilpée(iob};
a group of carrier channels as they are applie
issi cility. ) )
tra;::‘neui‘sll;) n—on el):actﬁcall interfe;r.enciet causing the intro-
i ious signals on a circuit.
du(;itlll(:1 g;zﬁ"gr;honeg——A.directional hydrophon? cgr;:
sisting of a single straight-line element, an array oua_ Jht
cent electroacoustic transducing elements in a straig
line, or the acoustic equivalept of such an array.d
line impedance —The 1m[1)iedance measured across
i f a transmission line. ) )
thelit:;mil:glzto—lnput channel of an amplifier demgr}gﬂ
to accept signal at a given level from a line at a spect
impedance, usually 600 ohms. )
line interlace — See interlaced scanming. .
line leakage — Resistance existing through tllle insu-
lation between the two wires ,Of a telephone-line loop: |
line lengthener — A device for altering the e ectl;lc_atls
length of a waveguide or transmission llnp, 'but not i
physical length or other electrical 9haracter1st1cs. ) .
line level — 1. The level of a signal at a certain %oxln
on a transmission line. Usually e{(pre,s,se_d in glem els.
2. Based roughly on the “stapdardlzed signal 1ntens&%
sent over a telephone line, this term refers to any1 au ld
signal having a maximum intensity of betvlveent h tag
11/, volts. Typically, this is the 51gn§l leve! pul. f‘l);a tioi
audio components that do not requiré preampl
i ce). ) o
(tullz:relr;’lg)al-(;r—ls—tall}su;lly a percentage of maxu‘m(lim ;:11;10111;
capability to reflect ?cttclla)ﬂ use during a period of tim
-hour line load).
(e.lgi.',‘gela(\)kop—An operation Pcrformed over la commu-t
nication line from an ipp\llt unit at one terminal to outpul
i terminal. )
uni;:gt IZtr)e;n:):sistance——Al_so called loop resmtance(i
The metallic resistance of the pair of line wires that ex(tlen
from a subscriber’s telephone to the central office (does
not include the resistance of the telgphone). )
line loss — The total of the various energy losses in
o e .
: t;ial-‘inémrl:isg'rz)gﬁone—A_directional nncrophon? c;n—
sisting of a single straight-line element, an array of ac 112;
cent electroacoustic transducing elements in a straig
line, or the acoustical equwaler}t of such an array. "
line noise — Noise originating in a transmission fme.
line of force—1.Used in the description of an
electric or magnetic field to represent the force st,ﬁmnég
from a positive charge and .cndmg on a negative (i harge.
2. In an electric or magnetic ﬁel'd, an .unagmaryh ine 1:1
the same direction as the field intensity at eac p_om%
Sometimes called a maxwell when used as a unit o
mal%r?:tlgfﬁ;:'(bpagation—The path over which a radio
ough space. )
W‘rl“i/:éf a:;IfeliitghlfltE 1.?I‘he distance to the horizon }flrom
an elevated point, including the effects of atmosp! eni
refraction. The line-of-sight distance for an ant%nna a
zero height is zero. 2. A straight line between an o servgr
or radar antenna and a target. 3. An unobstr.ucted, or opti-
cal, path between two points. 4. The radio-propagation

428

characteristic of a microwave. 5. The optical axis olf a
telescope or other observation system. The stra1ght_ ne
connecting the object and the objective lens of the view-
ing device.

RADIO LINE OF SIGHT

\
OPTICAL LINE OF SIGHT

Line of sight, 3.

ine-of-sight coverage —The maximum distance
forl“:r(:mgmissglon above the highest usable frequency,
Radio waves at those frequencies do not follow the
curvature of the earth and are not reflected from the
jonosphere, but go off into space and are lost. ;
line-of-sight stabilization —In shipboard or air-
borne radar, compensating for the roll and pitch l?y auto-
matically changing the elevation of Athe antenna in order
to keep the beam pointed at the horizon.
line of travel — The path folli;’lved by an electromag-
i from one point to another
netllif‘lz a:secillator —I;Sm oscillator in which the resonant
circuit is a section of transmission line an integral number
of quarter wavelengths in electrical length. { :
line output — Output channel of an amplifier desxg!wg
to deliver signal at a (;);iv;elrrln level to a line at a specific
i ce, usually 600 ohms. ) )
mﬁ;d:n pad——Ir): radio broadcasting, a pad inserted
between the final program amplifier :and the transmnq_i;
to ensure a constant load on the amplifier. i
line printer—1. In computers, a hlgh-speed i
that produces an entire line at one time. All chara
of the alphabet are contained around the
continuously rotated disc, gnd there are as max‘l)y
there are characters in the line. The computer mh
stops the discs at the right characters for each li
stamps out an impression in a fraction of a usl -
high-speed printer capable of printing sm; -
complete line (80 to 120 cha.rqcters) at.on::e s a
of printing as many as 3000 lines a minu ed il
line protocol—1. A set of rules ltlyitweeﬂ ‘
and control the flow of information o
more stations connected by 2 co(xim{lo
facility. 2. A control program Use . loin pere
communication functions over networ K
both handshaking and line-control func e :
data between transmit and receive local : -3
line pulsing—A method of pulin;%ely
charging an artificial line over 2 retra:m o
and then discharging it through theline -
shorter interval determined by the e
line radiator — A speaker enc o achieV
speakers arranged in 2 straight line '
irectional pattern. N .
dlrﬁ;neorecgiver—— LA c}rcul‘; ;3 ;Ce‘ -
line, usually driven py a lmehmitt
such as differential input, SCh
2. Used in conjunction with o
at the receiving end ofa lolr:g changh
line regulation—1. The i
voltage, or power) Tf a regtt
specified change 1 X oo output and
e of the speciied by
ggzz?t;gPercent change in OUtPY
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junction temperature for a specified change in input
voltage. This determines output accuracy of a regulator
for changes in input voltage. 3. The maximum deviation
of the output voltage of power supply in percent as the
input voltage is varied from nominal to high line and
nominal to low line. Output load and ambient temperature
are held constant.
line relay — A relay activated by the signals on a line.
line sensor—A sensor with a detection zone that
approximates a line or series of lines, such as a photo-
electric sensor that senses a direct or reflected light beam.
line-sequential color-television system—A
color-television system in which the individual lines of
green, red, and blue are scanned in sequence rather than
simultaneously.
line side —1. The contacts or terminals of an elec-
trical device, designed to be connected to a conductor
carrying line voltage from the source; the input side.
2. The side of equipment that “looks” toward the trans-
mission path.
lines of force —In electric and magnetic fields, the
electric and magnetic forces of repulsion or attraction,
which are taken to follow certain imaginary lines radiating
from the electric charge or the magnetic pole. (It is
assumed that any unit electric charge or unit magnetic
pole placed in the appropriate field will be acted upon so
a to move in the direction of these imaginary lines.)
line spectra—Spectra that originate from atoms;
they are composed of lines having irregular spacing and
intensity.
line spectrum — The spectrum of a periodic, discrete
signal consisting of one or more frequencies. For example,
Asquare wave is characterized by a fundamental and odd-
order harmonics.
line speed — 1. The maximum rate at which signals
may be sent over a given channel, usually expressed in
bauds or in bits per second. 2. The rate at which text is
ansmitted over a line, expressed in bits per second.
line splitter—An active or passive device that
les a signal into two or more signals that contain
the original information. A passive splitter feeds an
luaied version of the input signal to the output ports.
| active splitter amplifies the input signal to overcome
 splitter loss.
stabilized oscillator — An oscillator in which
quency is controlled by using one section of a line
ly selective circuit.
e stretcher —1. A section of rigid coaxial line
{elescoping inner and outer conductors that permit
“etion to be conveniently lengthened or shortened.
€ line amplifier, 2.
= SUpervision — A means of determining that a
1ission line is functional. Electronic protection of
arm line accomplished by sending a continuous or
§1 through the circuit. A change in the circuit
SC1Istics, such as a change in impedance due to the
S having been tampered with, will be detected by
« - the monitor initiates an alarm if the change
> 4 Predetermined amount,
Cher-—Di;ect-current power supply that
k- Verts the ac line voltage to a lower dc value
4 l 8 techniques. Line switchers are highly
e JUITE care to contain electrical noise.
= .Ons'"Q~Also called circuit switching. A
nder (o SWitching system that completes a circuit
0 menc CCEIVET at the time of transmission, as
) essage Switching,
Srormer — A transformer inserted into a

na}’“!POSes as isolation, impedance match-
Circuit derivation.

[

line relay — linked list

line triggering —Triggering from the power-line
frequency.
line unit— An electric device used in sending, receiv-
ing, and controlling the impulses of a teletypewriter.
line voltage— 1. The voltage existing in a cable or
circuit, such as at a wall outlet or other terminals of a
power line system. The line voltage is usually between
115 and 120 volts, with 117 as an average, but may vary
at times as much as 5 volts above or below the 115- and
120-volt limits. It is also the voltage existing in a cable or
circuit. 2. The voltage supplied by an electrical power line
or source, measured at the point of supply or sometimes
at the point of utilization.
line-voltage regulator — A device that counteracts
variations in the power-line voltage and delivers a con-
stant voltage to the connected load.
line voltage transient protection — A device, or
circuit, generally located on the line side of the control,
that will divert or dissipate the energy contained in an
abnormal line voltage spike. The purpose of this is to
prevent possible control damage, especially to solid-state
components, as a result of excessive voltage surges.
linguistic — Pertaining to language or its study,
including its origin, structure, phonetics, etc.
linguistic variable — Common-language terms used
to describe a fuzzy set, such as “hot,” “slow,” “very cold,”
or “medium.”
link— 1. A transmitter-receiver system connecting two
locations. 2. In a digital computer, the part of a sub-
program that connects it with the main program. 3. An
interconnection. 4. In automatic switching, a path between
two units of switching apparatus within a central office.
See channel. 5. A communication channel between two
adjacent signaling points that provides a path for messages
to travel. 6. To connect two elements in a data structure
by using index variables or pointer variables.
linkage —1. A measure of the voltage that will be
induced in a circuit by magnetic flux. It is equal to
the flux times the number of turns linked by the flux.
2. A mechanical arrangement for transferring motion in a
desired manner. It consists of solid pieces with movable
joints. 3.In a computer, a technique used to provide
interconnections for entry and exit of a closed subroutine
to or from the main routine. 4. The instructions that
connect one program to another, providing continuity of
execution between the programs.
link blowing—An IC trimming technique that
involves passing current pulses through points on the chip
to open interconnection links between parallel resistors.
link circuit—A closed loop used for coupling pur-
poses. It generally consists of two coils, each having a
few turns of wire, connected by a twisted pair of wires
or by other means, with each coil placed over, near, or in
one of the two coils to be coupled.
link coupling — Inductive coupling between circuits.
A coil in one circuit acts as the primary, and a coil in the
second circuit as the secondary.

O—rv

INPUT C, == Ly§ S EL? %Cz OUTPUT
o=
—_— ———
M M

Link coupling.

linked list— A list formed by tying together (with

pointers) several items on a disk.
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shunting effect — side thrust 69 691 i
sidetone — si i
n armature that rotates about signal encoding device

e core, with the pole face o o spectrum :
: n : of the noise d .
sxde_surface ((l)f t?: core ?f a relay. o . 1 is a special kind of ﬁl?egogoxzréffésA sflgnal averager
sideband a enuation — Attenuation in which the comb filter. It can be used effectivel referred to as a
itude of one or MOore COmponen( signal, with its contaminating no‘i]: y only if the desired
nu{nber of times. In addition, a syfl::lfri;]nikz):tifpeafte% :
pulse must have a fixed time'rel ; i n of that

B ationship to t i

signal, preferably, but not necessarily, ahepad of lﬁfeifngl

shunting effect—A reduction in signal amplitude side armature — Al
caused by the load that an amplifier or measuring instru- axis parallel to that of th
ment imposes on the signal source. For dc signals the
shunting effect is directly proportional to the output
impedance of the signal source and inversely proportional relative transmitted ampl

of a modulated signal (excluding the carrier) is smalley

dance of the amplifier.
than the amplitude produced by modulation.

to the input impe
shunting or discharge switch —A switch that
serves to open or to close 2 shunting circuit around any sideband power —The power contained in the
piece of apparatus (except a resiston), such as a machine sidebands. This is the power to which a receiver responds signal-averagin
field, a machine armature, a capacitor, or a reactor. when receiving 2 modulated wave, not the carrier power ager that filters O%t 9 GOmputer—An electronic aver-
shunt leads —Those leads that connect the circuit of sideband?—— 1. TheTf;;e%uency bands on both sideg noise. signals of interest from background
of the carrier frequency. 10€ ;equencies of the wave pro. signal bias — .
thin these bands. 2. The waye tion brought abOHtAbgortrl?eOlfegte}zgfxn;er S}llgna] distor-
pulses during transmission. When margkin:oJ i)u(;;tezn;r;g aolf

al shunt. The resistance of these

hen the instrument is duced by modulation fall wi

o wih & wikin Suc b upper sdeb Pngh
- N » 1debang engthened, a i ; .
the conductors of a transmission mC(}U:ihCS 1lh€ Sumd(%aﬁaef. pllusd moima;}lflfg) frequencie, N pulses are all ;?ggféﬂgf‘i“:; alz%as re.sulti?bWheH marking
and the lower sideband inci es the difference (carrier LOBES signal-carri ¢ ing signal bias results.
minus mod\}latmg) frequencies. 3. The modulation bands Side lob reCOl’?ﬁng in ‘:,'i'lﬁ:'il ttlf M recprdmg_A method of
of frequencies that are both above and below the carrier es. lated onto a carrier. Stl;:pm signal is frequency modu-
modulation. 4. A band of frequencies track a Tier, and the carrier is recorded i
k at saturation and with i on.5 sgle
signal conditioner—OAut ggrsiée placed bet
ween a

an instrument to an extern
leads must be taken into account W
adjusted.

shunt loading — Loading in which reactances ar¢
applied in parallel across

circuit. .
shunt neutralizatlon———See inductive neutraliza-

tion.
shunt peaking network — See peaking network. frequency during !
shunt regulator —A device placed across the output on gaiﬂl fllde of t]k%e tclar'l?ierb ff%quean of ﬁ“ ?I:tllplihhllfde- cord, causing increased
of a regulated power supply to control the current  modwaie wave. Bach sideband con ains all of the infor s 3 ised wear on the inner groo signal s !
through a series-clljropping resistance in order to maintain mation that was in the modulating wave. (The upper pb 10Wthtrack1ng weight, side thrust can caugse lh‘;esf;zli:llé Cognditiog?tf;e tﬁgds? r:la dout device for the pupose of
a constant output voltage or current. s}deband contains frequencies that are the sums of the car- fo jump (ne record’s groove. rssians i A ignal. Some examples are damping
ser and modulation frequencies, and the lower sideband sidetone — 1. The = reproduction, in and demg enuator networks, preamplifiers, excitati
contains the difference frequencies.) eceiver, of sounds received by the t_ra;lsl-njtt a fti}lleph()ne ole tﬁemOdUIatlpn f:lrcuits, converters for Ch;m in A1
sideband splatter — 1. Those portions of the modu- telephone set (e.g., hearing one’s own voice frf 3, e ren‘t:) cal quantity into another (such as voltagg tog (? v
lation sidebands that lie beyond the limits of the assigned of a telephone set when speaking into the m eﬂrleqexver netw’ ﬁlstrumem transformers, equalizing or rnatch'ur-
channel. 2.In radio communications, interference on 2. That portion of a speaker’s voice that is fozjl bplece), siOr s, and filters. e
other channels caused by spurious sidebands  resulting his o her receiver. ed back to dgnal conditioning— 1. To process the f
from overmodulation. sudgtone telephone set— A telephon i n;l?ibel of a 51gna! so as to make it intelligible to (:) rm or
side circuit—A circuit arrangement for deriving balancing network for reducing sidewnﬂ e SR e g le with, a given device, including such " . lco.m'
a phantom circuit. In four-wire circuits, the two wires siemens — 1. International standard uni as p uzse shaping, pulse clipping, digitizing, and F“ ation
associated with the “go” channel form one side circuil §  5¢° that replaces and is identical wi,hunﬁt af canduc- 1fng, - Any operation that prepares a Uax;sduceme'anz-
and those associated with the return channel form anothet, The reciprocal of resistance in ohms. 2 T}: e Lo wihe. tl?r subsequent display 0t eonirdl fimctions. De r(ﬂ?lgnal
See also phantom cireuik B ccnce of s conductor D4 3.1 he unit of elec- e application, a transducer signal might re uﬁen ing on
side-circuit loading coil — A loading coil for inti 1 ampere is produced by an electric tc .a current of or a combination of several conditioning o (fl:rat? any one
Shunt regulator. ducing a desired amount of inductance into a side circui of 1 volt. potential difference  2° filtering, amplification, isolation, inte ra%o 1((;r_1fsf mch
while introducing a minimum amount of inductance il sight check —To verify the sorti . ?atlon, and rectification. For extracjting lgow-l n, 11 SIen
the associated phantom circuit. punched cards by looking through themg or punching of ﬂrlom electrical noise, an instrumentation am 1'?1“3 signals
N L side-circuit repeat coil —See side-circuit repeatig} 10IeS pattern of punched e best choice. plifier is often
shunt T-junction —See H-plane T-junction. coil. sign— 1. A symbol that distingui . signal conductor— An individual
shunt wire— A conductct joining two parts of an side-circuit repeating coil —Also called sie] Positive quantities. 2. A binar;,s?;lgiucls? es negative from {0 fransmit an impressed signal. idual conductor sed
electic circuit to divert part of the current. circuit repeat coil. A device that functions as a transforme of the magnitude of a number relativa ;) . of the: position signal converter—A circuit that red
shunt-wound gener_ator——A direct-current gener- at a terminal of a side circuit, and acts simultaneously#f signal — 1. A visible, audible € (:hzero. and (if necessary) rectifies incomin S're uces, filters,
ator in which the field coils and armature are connected a device for superposing one side of a phantom circuitol information. 2. The intelfigen% o or other conveyor of system levels. g signals to logic
in parallel. . the side circuit. conveyed over a communication Risage, for eicat 1o be signal delay —The transmission ti ;
shunt-wound motor— 1. A direct-current motor side echo— Anechoduetoa side lobe of an antenté cal embodiment of a message or syfst_em. 3. The physi- through a network. The time is alwa ﬁm}e of a signal
that has its field (stationary member) and armature (rotat- side frequency——One of the frequencies of ¢ ?lectncal wave used to conv%a : fo mff’rmauon. 4, An be undesired or purposely introduc dys nite, and it may
ing member) circuit connected in parallel. Its speedcanbe  sideband. ing signal; that is, an acoustiy H‘; ormation. 5. An alert- signal diode—1. A semi g : .
regulated by varying cither the applied armature or field side lobe — A portion of the beam from an antensf &4 visual device (such as a 1c evice (such as a bell)  the purpose of extracting or rcon uctor diode used for
voltage. 2. A motor whose armature and field windings other than the main lobe. It is usually much smaller the tion. 6. To transmit an inform: f.lmp).that calls the atten- tained in an electrical si naf) &cesslng meI,'mat!on con-
. are connected in parallel. It has a fairly constant speed, the main lobe. See figure on page 1. nal. 7. The event, PhenOmenos ton Slgna_l or alerﬁpg sig- may be either analog 01'g digit 'i‘t_Vanes with time and
| but a low starting torque. side-lobe blanking—A technique that compa® conveys information from one f or electrical quantity that that exhibits an asyman-caglla lm nature. 2. A diode
i shutoff —A provision whereby a recorder will auto- relative signal strengths between an omnidirection fent used to convey informatigomt o anoth(?r, 8. A cur- istic and is used for signal detev?' fage-current charsclcr:-
[ matically go into the stop mode at the end of a tape. antenna and the radar antenna. audio, or video. 9. An electxica?"elth?r digital, analog, signal-distortion genera:cion' .
l In some recorders, the automatic shutoff can be made to side-lobe cancellation —A technique designed! mined voltage, current, polarity, ai 1(rln pulse of a predeter- nished and designed to apply di r—An instrument fur-
turn off the entire unit as well as any other components exclude or greatly attenuate jamming signals introdut® eIect'ronic visual, audible, or 0¥1’1 nd pulse width. 10. Any purpose of ranging and ag‘["gf istortion on a signal for the
i powered by it. through the side or back lobes of a receiving antenn?. ‘ey information. In semjéonducteor indication used to con-  or for furnishing a clear 3‘1 nig teleiypentiter oquipsent
| shutter — A movable cover that prevents light from side-looking airborne radar—A high-resolul® (typically voltage, current, or li htr i, an electrical quantity signal drOpOut——Theglna. :
: reaching the film or other light-sensitive surface in a still, airborne radar system in which the beam from the antenfl *Ome physical quantity. Signa]sg evel) corresponding to the signal becomes too w alc:ss of signal that occurs when
‘ movie, or television camera except during the exposure is directed at right angles 10 the direction of flight. amplitude to separate them fromana coded in frequency or signal electrode_?I‘h to be usable.
time. siderial day—The time it takes for the ¢© # Signal attenuation — Unwa_nteq noise. signal output of e electrode from which the
. — N ; LREN i of electri ! The reduction in th : put of a camera tube is taken.
shuttle —A high-speed tape running mode that per- rotate exactly 360° about 1S axis with respect 10 lectrical signals. e strength signal element— Al -
«fixed” stars. The siderial day contains 1436.07 mindk _Signal averaging—A . part of a signal which 50 C.aHEd a unit interval. That
Signal wavef technique for extracting a the signali ich occupies the shortest interval
orm (generally a time-varying vol ¢ signaling code. It is considered to b . al of
g voltage) from in building up signal combinations 0 be of unit duration

mits fast cuing or rewinding of the tape.
nciation of Compare solar day. &2 bk
ik @ bac
h key that operates from ground of unwanted noise. Simple frequency- signal encoding d
ing device—A system co
mponent

| sibilance — The strong emphasis in pronu
‘ the letters “s” and “sh” in speech. It can be exaggerated sideswiper—AteIegrap ons:
by microphones having peaks in their high-frequency to si_de rather than up anq down. ' L m‘;m filtering with passive or active circuit el
response. o ) ) _ side thrust— 1. In disc recording, the radial ot tesult most widely used method for accomui' ﬁlemen_ts located at the protected premises th 1 initi
SIC — Abbreviation for semiconductor integrated cir- nent of force on a pickup arm caused by the stylus @ o te But this type of filtering is effecti plishing this transmission of an alarm signal at will initiate the
2. The tendency of a stylus to skate toward the centef fequency spectrum of the signal :Ifl;l \;ﬁeogleyqlrv hen ble signal, or other Signalsl%}rlléa é;ﬁg:fvslti(z'ry Slgnal, trou-
ency to receive and interpret. on is prepared

cuit.
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