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STABLE OPTICAL DIFFUSE REFLECTION 
MEASUREMENT 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

This application is entitled to the bene?t of Provisional 
Patent Application No. 60/401,868 ?led 2002 Aug. 9. 

FIELD OF THE INVENTION 

The invention relates to apparatus and methods for per 
forming optical diffuse re?ection measurements. 

BACKGROUND OF THE INVENTION 

Optical di?fuse re?ection is a measurement technique used 
to probe the optical properties of turbid, i.e., scattering, 
samples. The technique is especially popular in the visible 
(VIS) and near-infrared (NIR) regions of the electromag 
netic spectrum, Where hardWare is relatively cheap, and 
typical applications include industrial process control mea 
surements, e.g., measurement of humidity in paper, and 
biomedical measurements, e. g., measurement of fat concen 
tration in the skin. Major advantages of diffuse re?ection 
over other optical sampling techniques include (a) the mini 
mal need for sample preparation, because many practically 
important types of samples are scattering by nature, and (b) 
the possibility to perform measurements on bulky samples. 

Most applications require spectroscopic measurements, 
i.e., di?fuse re?ection is measured at multiple optical Wave 
lengths, kl-(i:1,2 . . . ), and then so-called multivariate 
calibration is used to determine an algorithm that transforms 
the measured spectrum, S(}\,l-) [Watt], into a single user 
desired output number. The optimal algorithm to transform 
the multivariate input data, S(}\,l-), into the desired analytical 
result is the so-called speci?c multivariate Wiener ?lter. (In 
practice, the unit of SO») varies With the instrument hardWare 
and can also be, e.g., [Volt], [Ampere], [Coulomb], or 
[Digital Number], but all of these are proportional to 
detected optical poWer so Without loss of generality, We Will 
consistently use [Watt] here.) Data from multivariate mea 
surements usually have much better accuracy than univariate 
data, because noise that is correlated between different 
inputs can be subtracted out in the algorithm. This statement 
has recently been cast into quantitative form by deriving the 
formula for the signal-to-noise ratio of a multivariate mea 
surement, SNRXIs/nE?, Where s is the root-mean-square 
(rms) signal, and 

1 Eq. (1) 

is the rrns e?fective noise of the multivariate data. Here, s and 
ne? are measured in some user-de?ned and application 
speci?c [concentration unit] of the property or analyte of 
interest, e.g., [gram/Liter]; N,C the covariance matrix of the 
multivariate noise in the measured data, in some [measure 
ment unit squared], e.g., [Volt squared]; and g the so-called 
response vector, in [measurement unit/concentration unit]. 
For details, see R. Marbach, On Wiener ?ltering and the 
physics behind statistical modeling. Journal of Biomedical 
Optics 7, 130*147 (2002) and also, A New method for 
multivariate calibration, J. Near Infrared Spectrosc. 13, 
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2 
241*254 (2005), Where the latter paper is application-ori 
ented and straightforWard to read. High measurement accu 
racy is equivalent to loW e?fective noise, ne?, Which, for a 
given rrns signal s, is equivalent to a high SNRX. Equation 
(1) Will repeatedly be referred to beloW, because it provides 
the motivation for much of the folloWing. Commercially 
successful analytical measurements based on multivariate 
data generally achieve SNRX>3. 
A disadvantage of the diffuse re?ection technique is the 

lack of a simple formula that could provide an exactly linear 
relationship betWeen the measured spectrum, SO»), and the 
quantity of interest, e.g., concentration of a speci?c compo 
nent in the sample. Loosely speaking, nothing as simple as 
the Lambert-Beer laW is available. In practice, hoWever, this 
is not a severe limitation because often, only small changes 
around a stable, average sample are observed and these 
small changes behave approximately linear. Linearity can be 
further improved by applying softWare pre-processing steps 
to the measured spectrum, SO»), before feeding it into the 
calibration algorithm. The details of the pre-processing 
depend on the details of the application and used hardWare 
and, to some extent, historical preferences. Various options 
are available and have been discussed in the pertinent 
literature. The most commonly used pre-processing steps 
include taking the logarithm, —log{S(7t)/Watt}, or When a 
spectrum S R(}\,l-) from a reference standard is available, 
—log{S(7»l-)/SR(7»l-)}; and mean centering; see, e.g., Peter R. 
Gri?iths, Letter: Practical consequences of math pre-treat 
ment ofnear infrared re?ectance data: log (1/R) vs F(R), J. 
Near Infrared Spectrosc. 3, 60*62 (1995). The popularity of 
taking the logarithm is also directly explained by Eq.(1): 
While not necessarily optimal at lineariZing the spectral 
signal, the logarithm does perform a virtually perfect job at 
subtracting out spectral noises, and thus usually outperforms 
other, competing methods in the resulting signal-to-noise 
ratio, 

Eq- (2) 

Most di?fuse re?ection measurements in use today are 
ratiometric measurements, i.e., the optical signal from the 
sample, S0»), is ratioed by the optical signal received from 
a re?ectance standard, SRO») [Watt], to produce the diffuse 
re?ection spectrum, R(}\,):S(}\,)/SR(}\,), or the absorbance 
equivalent, —1Og{S(}\,)/SR(}\,)}, after the most typical pre 
processing. This ratio operation is knoWn as “spectroscopic 
referencing” and instruments often contain a built-in re?ec 
tance standard that is moved in and out of the measurement 
position before or after the sample measurement. From the 
point of vieW of qualitative interpretation of the measured 
spectra, the purpose of referencing is to isolate the spectral 
signature of the sample by ratioing out the spectral charac 
teristics of the instrument; thus, re?ectance standards usu 
ally have as ?at a re?ection spectrum, SR(7t)Econst(7t), as 
possible over the Wavelength range of interest. From the 
point of vieW of accuracy of a quantitative measurement, 
referencing decreases the spectral noise in the larger eigen 
factors of the covariance matrix of the spectral noise, Nx, at 
the expense of a slight noise increase in the smaller eigen 
factors (cmp. Marbach 2002). Since the spectral signal 
usually resides in the larger eigenfactors, referencing usually 
results in a net improvement of SNRX a.k.a. measurement 
accuracy. 
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Most di?‘use re?ection probes in use today are based on 
bifurcated ?ber optic cables, in Which illumination and 
collection ?bers coming from tWo separate arms of the cable 
are combined and arranged in close proximity at the distal 
end of the cable (the probing end). In the VIS range, plastic 
?bers can be used, but glass ?bers are used in most designs. 
All three ends of the cable are usually ground ?at and 
polished after the ?bers have been ?xed into place. The total 
number of ?bers used in typical probes varies, from tWo to 
several hundred, and various geometries with different rela 
tive merits exist and are in common use. One of the most 
important design parameters of a ?ber probe is lateral 
distance, i.e., the (average) distance betWeen the illumina 
tion ?ber(s) and the collection ?ber(s) measured along the 
surface of the sample. Lateral distance, along With the 
optical properties of the sample, largely determines the 
throughput e?iciency of the probe (fraction of the light that 
is collected back) as Well as the average penetration depth of 
the measurement light into the sample. One important 
advantage of ?ber probes is the loW sensitivity to surface 
(a.k.a. Fresnel) re?ections at the sample surface. Surface 
re?ections generally do not carry desired information about 
the sample and are usually detrimental to measurement 
accuracy. Non-?ber probes, Which are based on conven 
tional optical elements like WindoWs, lenses, mirrors, beam 
splitters, etc.; can achieve higher throughput e?iciency than 
?ber probes but are generally more expensive and harder to 
use; for an example of a very high-throughput, non-?ber 
probe, see R. Marbach and H. M. Heise, Optical Di?use 
Re?ectance Accessory for Measurements of Skin Tissue by 
Near-Infrared Spectroscopy, Appl. Optics 34, 61(k62l 
(1995). Because the areas of light entry into the sample, and 
light exit from the sample, are usually spatially-overlapping 
in non-?ber probes, surface re?ections are usually a bigger 
problem than in ?ber probes. 
A dominant problem in many di?fuse re?ection measure 

ments is instability generated by various physical effects 
located at or near the surface of the sample. Physical reasons 
include various microscopic, yet optically relevant, changes 
due to, e.g., dust, scratches in the glass of the probe, changes 
in the contact pressure betWeen the probe and the sample, or 
sloW variations of the optical properties of the surface layer 
of the sample due to changes in the ambient. We use the 
terms surface instabilities or surface noise to describe all of 
these effects, regardless of their physical origin. An example 
of an application suffering from surface instabilities is the 
diffuse re?ection measurement of the scattering coe?icient, 
us, of human skin, Which has been proposed as an indicator 
measurement closely correlated to changes in the blood 
glucose concentration. Experiments have shoWn that +1 
mmol/ Liter of change in blood glucose concentration causes 
a relatively large change of about Aus/use—0.3% in in-vivo 
skin, see L. Heinemann et al., Noninvasive Glucose Mea 
surement by Monitoring of scattering Coe?icient During 
Oral Glucose Tolerance Tests, Diabetes Technology & 
Therapeutics 2, 2lli220 (2000). Unfortunately, hoWever, 
the instability of the measurement turned out to be much 
larger. Tests on healthy volunteers suffered from up to 5% of 
magnitude of drift over a measurement time of a feW hours, 
in spite of the fact that the ?ber probes Were glued to the 
abdomen and volunteers Were lying in bed as still as 
possible. From the time pro?les of the drift, the authors 
concluded that accumulation of moisture underneath the 
probe due to the ever-present, unnoticeable slight sWeating 
(“transepidermal Water loss”) Was a major reason for the 
observed drift. SWeating is a typical surface instability effect 
in many biomedical measurements. 

20 

25 

30 

35 

40 

45 

50 

55 

60 

65 

4 
The folloWing paragraph Will introduce notation used 

throughout the remainder of this document. 
The vast majority of diffuse re?ection probes in use today 

employ only a single ‘measurement beam’ through the 
sample, i.e., there is only a single ‘point of light entry’ into 
the sample and only a single ‘point of light exit.’ The phrase 
‘point of entry’ here is used in a general sense meaning 
‘sample surface area of light entrance of a measurement 
beam,’ and ditto for light exit. The de?nition of ‘measure 
ment beam’ goes hand in hand With the de?nitions of entry 
and exit point and is as folloWs: a measurement beam is 
composed of measurement light that has probed the sample 
and is individually detected by the measurement instrument. 
For example, in the case of a simple ?ber optic probe With 
only one illumination and one pickup ?ber, both butted 
against the sample surface, the point of light entry is the 
distal face of the core of the illumination ?ber and the point 
of light exit is the distal face of the core of the pickup ?ber. 
BetWeen the tWo and through the sample extends the one 
measurement beam. In the folloWing, We Will call this a 1x1 
probe, meaning, 1 entry point ><l exit point. Assuming the 
probe contained, say, 200 illumination ?bers illuminated by 
one light source and 30 pickup ?bers guiding light to one 
photodetector, then this Would still be a 1x1 probe but noW 
With the single point of light entry consisting of 200 circular 
areas and the single point of light exit consisting of 30 
circular areas. HoWever, if the 200 illumination ?bers Were 
divided into tWo groups of, say, 100 ?bers each and illumi 
nation of the tWo groups Was modulated and the electrical 
output of the single photodetector Was demodulated such 
that the signals from the tWo groups Were detected individu 
ally, e.g., by illuminating the tWo groups in alternating 
sequence, then there Would be tWo points of light entry With 
100 circles each and still one point of light exit With 30 
circles. This last example is called a 2x1 probe and forms 
tWo measurement beams through the sample. As a theoreti 
cal maximum, a probe With 200 illumination ?bers and 30 
pickup ?bers could establish 200 points of entry and 30 
points of exit and could form a 200x30 probe, but that Would 
require that 200><3OI6000 measurement beams be individu 
ally modulated and detected, Which is not feasible. In 
practice, multiple ?bers are combined and the vast majority 
of probes today are l><l probes. Fibers are usually combined 
optically by forming ?ber bundles, but sometimes, pickup 
?bers are combined electrically by adding the electrical 
signals from several photodetectors or are combined in 
softWare by effectively adding their signals after A/D con 
version. In many cases, the one measurement beam of a 1x1 
probe is spectroscopically broken doWn into multiple, indi 
vidually detected signals from different Wavelength bands, 
but in the discussed sense of beam geometry through the 
sample, these are still l><l probes. Lastly, it is not necessary 
that points of light entry and light exit are spatially separate 
from each other, but rather, they can overlap or even be 
identical, Which is common in non-?ber probes. 
A feW probes have been built, mostly for research pur 

poses, that use either multiple entry points or multiple exit 
points. The principal application here is the measurement of 
the so-called spatially resolved di?fuse re?ection spectrum, 
R(7»;r), Where r[mm] is lateral distance. For example, the 
?ber probe used in the experiments described by Heinemann 
et al. 2000 consisted of a single illumination ?ber and eight 
pickup ?bers guided to form the input slit of an imaging 
spectrograph, thereby establishing a single point of entry 
and potentially eight points of exit (assuming that the eight 
signals had not been combined in softWare). As already 
stated above, hoWever, the vast majority of diffuse re?ection 
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probes in use today are l><l probes, or are arrangements of 
multiple (independent) l><l probes dispersed over a spatially 
extended surface area of the sample for some type of 
imaging purpose. 
A feW more remarks concerning notation are necessary. 

First, We stress that the notation introduced above, viZ., 
“NinxNom probe;” refers to more than just the number of 
light entry points (NZ-n) and light exit points (Now). The 
notation also implies that measurement beams are estab 
lished betWeen all entry and exit points, i.e., that a total of 
(NMXNOMQ-many measurement beams are individually 
detected by the hardWare. Next, in the folloWing, tWo 
measurement beams are called signal-redundant Whenever 
their measurement results are identical under the assumption 
of a spatially uniform sample. For example, in the hypo 
thetical example of the 200x30 ?ber probe above, many of 
the 6000 beams Would be signal redundant because the 
geometry of their ?bers and their lateral distance Would be 
identical. Further, the term di?‘use re?ection is commonly 
used Whenever the entry and exit points are located close to 
each other and on the same macroscopic side of the sample, 
as opposed to other terms like di?fuse transmittance etc., 
Which are commonly used When the tWo are located on 
opposite sides of the sample. Schmitt and Kumar, hoWever, 
have pointed out that there is no clear-cut distinction 
betWeen re?ection and transmission Whenever the sample is 
turbid, because every situation is a mixture of both, so to 
speak, see I. M. Schmitt and G. Kumar, Spectral Distortions 
in Near-Infrared Spectroscopy of Turbid Materials, Appl. 
Spectrosc. 50, l066il073 (1996). The authors point out that 
at small lateral distances, re?ection dominates because an 
increase in the scatter coe?icient, us, [mm_l], of the sample 
Will cause an increase in the detected poWer, SO») [Watt]; 
hoWever, at large lateral distances the measurement Will 
actually behave like a transmission set-up, because an 
increase in us, Will cause a decrease in S0»). Here, We use the 
term diffuse re?ection regardless of the direction and mag 
nitude of the change in S0») caused by a change in us, and 
regardless of Whether or not the sample actually has a 
macroscopic, planar surface and hoW the points of entry and 
exit are oriented With respect to the sample. Also, We use the 
term di?‘use re?ection even if the measurement light, or part 
of it, is spatially coherent (e.g., from a superluminescent 
LED With single transverse mode) or time-coherent (e.g., 
from a laser With single longitudinal mode). In summary, We 
use the term di?‘use re?ection Whenever a turbid sample is 
probed With an optical measurement beam that makes use of, 
or is subject to, scattering inside the sample. 

SUMMARY OF THE INVENTION 

Stability and reproducibility of optical di?fuse re?ection 
measurements are improved by (a) providing at least tWo 
points of light entry and at least tWo points of light exit on 
the surface of the sample; (b) detecting at least four mea 
surement beams individually; and (c) processing the at least 
four detected signals in such a Way that all surface insta 
bilities are effectively ratioed out betWeen at least tWo, 
mutually-referencing measurement beams. In effect, the 
amplitude of the desired measurement signal is decreased 
because contributions generated in the surface layer of the 
sample are subtracted out, but the signal-to-noise ratio of the 
measurement of the deeper layers is increased because more 
noise is substracted out than signal. The at least four 
measurement beams through the sample can be established 
in a multitude of Ways through design or mode of operation 
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6 
of the diffuse re?ection probe. Several preferred embodi 
ments are described in detail beloW. 

In addition to eliminating surface instabilities, several 
other signi?cant advantages are realiZed. First, the instability 
of light emission of each light source and the instability of 
light detection of each detector is also ratioed out, as is the 
light-guiding instability of each and every optical compo 
nent guiding light to and from the sample. Second, the 
geometry of the probe can be designed to achieve a desired 
sampling depth into the sample and to optimiZe the multi 
variate signal-to-noise ratio, i.e., the SNRX in Eq.(2); for a 
particular measurement application, see details beloW. And 
third, spectroscopic referencing can be eliminated. 
The disclosed apparatus and methods improve the stabil 

ity and reproducibility of optical diffuse re?ection measure 
ments by orders of magnitude over the current state of the 
art. Important application areas include industrial process 
control and biomedical monitoring in the VIS and NIR 
spectral ranges. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1A shoWs a schematic cross-section of an optical 
measurement beam in a diffuse re?ection measurement. 

FIG. 1B shoWs a schematic top vieW of a 2x2 di?‘use 
re?ection probe. 

FIG. 1C shoWs a schematic top vieW of another 2x2 
di?fuse re?ection probe preferred in the case of measurement 
of scatter coe?icient. 

FIG. 1D shoWs a schematic top vieW of another 2x2 
di?fuse re?ection probe preferred in the case of measurement 
of absorbance coe?icient. 

FIG. 1E shoWs a schematic top vieW of another 2x2 
di?fuse re?ection probe preferred in the case of measurement 
of spectral difference in absorbance coe?icient. 

FIG. 2 shoWs a preferred embodiment of a diffuse re?ec 
tion measurement system utiliZing a 2x2 di?‘use re?ection 
probe based on optical ?bers. 

FIG. 3 shoWs a cross-section of a preferred embodiment 
of a miniaturized diffuse re?ection measurement system 
utiliZing a 2x2 or higher-order di?fuse re?ection probe based 
on LEDs and Silicon photodiodes. 

FIG. 4 shoWs a preferred embodiment of a 2x2 probe in 
an OCT measurement application. 

FIG. 5A shoWs a schematic top vieW of a preferred 3x3 
di?fuse re?ection probe. 

FIG. 5B shoWs a schematic top vieW of a preferred 
l0><l0/28 probe for the stable and reproducible measure 
ment of spatially resolved di?fuse re?ection. 

FIG. 5C shoWs a schematic top vieW of a preferred 2x10 
probe for the stable and reproducible measurement of spa 
tially resolved di?‘use re?ection. 

DETAILED DESCRIPTION OF THE 
INVENTION 

In the folloWing, points of light entry Will be denoted by 
capital letters (A, B, . . . ) and points of light exit Will be 
denoted by Latin numerals (i, ii, . . . ). Combinations Will be 
used to denote optical measurement beams, e.g., Bii denotes 
the beam extending betWeen entry point B and exit point ii, 
and SBl-l- [Watt] denotes the amplitude of its optical signal as 
Well as of the associated electrical, analog or digital, signals. 

FIG. 1A shoWs a schematic cross-sectional vieW of a 
diffuse re?ection measurement beam. The optical measure 
ment beam enters at entry point A through the surface 2 and 
surface layer 4 into the bulk layer 6 of a turbid sample 8, and 
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leaves through exit point i. Inside sample 8, light is ran 
domly scattered and a small fraction of the photons launched 
at A Will be collected at i. Depending on the geometry of A 
and i and the Wavelength-dependent scattering and absorp 
tion characteristics of the sample, an effective cuvette is 
formed inside sample 8, de?ned as that volume of the 
sample that is effectively probed by beam Ai (usually a 
banana-shaped path). Di?ferent mathematical models can be 
used to describe the scattering in more or less detail, see the 
pertinent literature. In many cases, the diffusion equation 
can be used, With the rule of thumb that, if entry and exit 
points are separated by a lateral distance of r[mm], then 
penetration depth, L, and lateral distance are related by, 
LEr/Z. The amount of light collected at i decreases rapidly 
With increasing r and in the VIS and NIR Wavelength ranges, 
r<5 mm is typical. 

The entry and exit points schematically shoWn in FIGS. 
lAiE can be realiZed in different Ways using, e.g., LEDs and 
photodetectors located in close proximity to surface 2, or 
optical ?bers contacting surface 2, or lenses or mirrors 
focussed at surface 2. Several preferred embodiments Will be 
described in detail beloW. For noW, We focus on the basic 
2x2 geometry of the disclosed matter in order to explain the 
principal advantages of the invention ?rst. We start With the 
assumption that only a single optical measurement Wave 
length (7») is used, e.g., that only a single type of LED and 
single type of photodetector are used. ‘Single Wavelength’ 
here does not necessarily mean that light sources emit a 
spectrally pure, narroW emission line, but rather, that the 
measurement is spectrally univariate, i.e., is not spectro 
scopically resolved into several signals from different 
k-bands. 

In a nutshell, the idea behind this invention is to have the 
surface layer underneath each entry and exit point be pen 
etrated by at least tWo mutually-referencing beams. A sche 
matic top vieW (looking doWn at surface 2) of the basic 2x2 
geometry of the invention is shoWn in FIG. 1B. TWo entry 
points A and B and tWo exit points i and ii are located Within 
the outline of a probe housing 10. Four measurement beams 
(indicated as arroWs) are individually detected by the hard 
Ware of the instrument (not shoWn) and diffuse re?ectance, 
R, is computed, e.g., as a ratio of tWo ratios: 

E 
SAi 
SBii I 

SBi 

Eq. (3) 

(Equation (3) is an example of the so-called explicit-ratio 
method; another signal processing method that can also be 
applied is the so-called Wiener-?lter method. Both of these 
methods Will be described in detail beloW. Modern electron 
ics, and especially, microprocessor technology, can easily 
provide the computing poWer necessary for either one. Since 
the explicit-ratio method is simpler to describe in the case of 
the basic 2x2 geometry, We start With it.) TWo beams are 
called mutually-referencing Whenever they share the same 
entry or exit point. For example, in Eq.(3), S Ail- references 
With SAZ- and With SBl-i, but not With S Bi. The resulting bene?t 
is best explained by Writing the amplitude of optical beam 
Aii as, 

Sal-ILA 'TSA(ii)'TBAii'TSii(A)'Dii ELI-(4), 

and ditto for the other beams. Here, L A is the optical poWer 
[Watt] irradiating the sample at A; TS Am) the transmission 
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8 
through surface layer 4 located underneath A (probed by ii); 
TB Ail. the transmission through bulk layer 6 located betWeen 
A and ii; TSl-l-(A) the transmission through surface layer 4 
located underneath ii (probed by A); and DZ-Z- the responsivity 
of the photodetector located at ii (dimensionless for the 
purposes of this discussion because We previously de?ned 
SAii to be measured in [Watt]). Dissecting the optical beams 
into three segments (surfaceQbulkQsurface) and assigning 
transmission numbers is arbitrary, of course, but valid for the 
purposes of this discussion. Inserting into Eq.(3) yields 

Thus, all surface instabilities and all instabilities of light 
emission and detection are ratioed out, and the result R is 
dependent only on the optical properties of the deeper layers 
of the sample. Since the properties of the deeper layers are 
usually more stable than those at the surface, the accuracy 
a.k.a. SNRX of the measurement is usually improved. Spec 
troscopic referencing is no longer necessary because light 
source instabilities and detector instabilities are also can 

celed out. Only in a feW, research-type applications Where 
basic knowledge about the material properties of a sample is 
gathered, can spectroscopic referencing (i.e. using a sepa 
rate, knoWn re?ectance standard) provide an additional 
advantage. 

In any diffuse re?ection measurement the maximum pen 
etration depth is limited by the scattering characteristics of 
the sample and the hardWare noise-?oor. In a 2x2 (or 
higher-order) probe there is also a user-controlled mecha 
nism Which can be used to limit the minimum depth With 
Which to effectively probe the sample. For example, the 
better the tWo beams in each of Eqs.(6AiD) overlap spa 
tially on, and close to, surface 2 the more effective the 
cancellation of surface noise and the more stable the result, 
Eq.(3), Will be. The effective depth of surface layer 4 is 
determined by the extent of the three-dimensional beam 
overlap inside sample 8. In general, a tradeolf exists betWeen 
effectiveness of cancellation and remaining signal strength. 
This can be used to achieve a desired minimum e?fective 
probing depth into the sample. For example, by locating the 
entry and exit points in FIG. 1B in such a Way that the angle 
betWeen connection lines A-ii and A-i is further decreased, 
the effective thickness of surface layer 4 underneath A Will 
increase because the effective cuvettes formed by beams Aii 
and Ai Will be overlapping for a longer, shared optical 
pathlength. Corresponding statements hold for all entry and 
exit points, e.g., the effective depth of surface layer 4 
underneath B, Which may be different from that underneath 
A. Accurate estimates of the effective depth of the surface 
layer underneath each entry or exit point are possible by 
detailed numerical modeling of the scattering in the sample, 
Which can take even small details into account like, e.g., 
non-uniform spatial distribution of irradiance. 
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In FIG. 1B, the pathlength of the effective measurement 
cuvette through bulk layer 6, Which gives rise to the result, 
Eq.(3), is determined by the difference betWeen the geo 
metrical shapes of beams Aii and Ai, Whereas beams Bii and 
Bi do not contribute. This is, the ratio, S Aii/S Al, or rather its 
absorbance-equivalent, —log(SAl.l./SAi), carries the desired 
information about the optical properties of bulk layer 6. 
Beams Bii and Bi, on the other hand, With their lateral 
distances set equal, are signal-redundant, i.e., their ratio, 
SBZ-i/SBZ-EI, does not carry any desired information but, in 
FIG. 1B, is merely used to ratio out surface instabilities 
underneath points ii and i as Well as all detector instabilities. 
Setting the lateral distances to be equal, hoWever, is not 
necessary in practice. What is preferred in practice depends 
on What is to be measured. 

As a ?rst and someWhat surprising example, assume that 
beams Bii and Bi are signal-redundant and that beams Aii 
and Ai are also made signal-redundant, e.g., by moving entry 
point A in FIG. 1B further to the left until the connection line 
A-B is orthogonal to connection line ii-i. The result of Eq.(3) 
is then, R51, Which does not seem to be very interesting at 
?rst glance. However, the small deviation from the ideal 
RIl is noW a very reliable indicator of the spatial non 
uniformities of bulk layer 6, and of bulk layer 6 only, i.e., 
unaffected by any non-uniformities of surface layer 4 or any 
surface noise for that matter. A practical application of this 
type of probe is a simple and rugged device for the detection 
of spatial non-uniformities in the human dermis, e.g., for 
skin cancer detection. A miniaturized, battery-poWered 
probe of this kind can be built from, e.g., LEDs and Silicon 
photodiodes, and could be manually scanned across sus 
pected skin areas. An acoustic output signal, Which is silent 
at RIl and increases in volume With increasing deviation 
from RIl, is preferred. Making the lateral distance of beams 
Aii and Ai different from the lateral distance of beams Bii 
and Bi supports a user’s ability to even make a rough 
estimate of the siZe of a detected non-uniformity, by moving 
the probe slightly back and forth across it and listening to the 
sound effect created When unbalancing the different pairs of 
mutually-referencing beams. 
As another example, assume the scatter coe?icient, us 

[mm_l], of bulk layer 6 Was to be measured. (In practice, 
What is more often measured than us is the so-called reduced 
scattering coe?icient, u'S:(1—g) us, Where g is the so-called 
anisotropy factor, Which is a dimensionless number in the 
range, 0<g<l, and typically around, gE0.8. For the purposes 
of this discussion, We do not strictly differentiate between us 
and H13 and When talking about “measuring the scatter 
coe?icient,” We refer to sample scattering in general, regard 
less of Whether the sample consists of several different 
physical layers or not and Whether the scattering is math 
ematically described by one parameter, p15, or tWo param 
eters, us and g, or in any other Way. The pertinent literature 
contains detailed explainations of, and user guides to, the 
different mathematical models of scattering and the different 
parameters used.) A preferred arrangement of the basic 2x2 
geometry for this application is depicted in FIG. 1C. Refer 
ring back to the discussion about transmission dominated 
and re?ection dominated beams (Schmitt and Kumar 1996), 
the lateral distances of the four beams in FIG. 1C are chosen 
such that beams Aii and Bi are transmission dominated and 
beams Ai and Bii are re?ection dominated. (For complete 
ness, We mention that some of the beams could also be on 
the border betWeen the tWo regions.) An increase in the 
scatter coe?icient, us, then causes a decrease in ratio S Al-i/ S Al. 
(transmission/re?ection dominated) and an increase in ratio 
SBii/SBZ. (re?ection/transmission dominated). Thus, the sig 
nals of the tWo ratios add up in phase in Eq.(3), so to speak, 
and create a large, desired measurement e?fect, AR/R, due to 
Arts/us. Furthermore, if the Wavelength of the measurement 
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10 
light (7») is chosen such that the reduced scattering coe?i 
cient, p15, is much larger than the absorbance coe?icient, M, 
of the sample, then the effect of any AuA/uA on the measured 
AR/R Will be negligible. Fortunately, for many of the prac 
tically important types of samples, the condition, u'S(7»)>>p.A 
(7»), is ful?lled in the VIS and NIR ranges. 
As another example, assume that the absorbance coe?i 

cient, uA[mm_l], of bulk layer 6 Was to be measured and that 
changes in us Were considered undesired interference. In this 
case, a preferred arrangement of the basic 2x2 geometry is 
shoWn in FIG. 1D. Here, the bulk of the effective measure 
ment cuvette is created by the difference betWeen the geo 
metrical shapes of beams Aii and Bii, Whereas beams Ai and 
Bi are almost signal-redundant. The lateral distances are 
chosen such that beam Aii is transmission dominated, beam 
Bii can be freely optimiZed for a desired sampling depths, 
and beams Ai and Bi are close to each other and close to the 
transition betWeen transmission and re?ection dominance, 
see details beloW. The bulk of the desired absorbance 
equivalent signal, 

is thus from 

but this ratio is also affected by an undesired, often larger 
scatter effect, 

This scatter effect can be canceled, hoWever, and the 
desired 

6R 

ails 
III 

be achieved, by judiciously choosing the lateral distances, r, 
of the other tWo beams, Ai and Bi. Since the lateral distances 
of these beams are short and in the transition region, Where 

62S 
Bray; 

is a steep function of r, a slight difference in the lateral 
distances, rAZ-IrBZ-(HE) With |e|<<1, can be used to create a 
relatively large and canceling second scatter effect, 
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Whereas the absorbance effect of these tWo beams Will be 
negligible, 

As usual in ill-posed measurements, careful ?ne-tuning is 
required When de?ning the values of r Al. and rBl. in order to 
achieve good cancellation of the scatter effects, and this can 
best be achieved experimentally, rather than by relying on 
numerical simulations. 

Next, assume that a spectral difference in absorbance 
coe?icient, uA(7»l)—uA(7»2), in bulk layer 6 Was to be mea 
sured and that variations in us Were again considered undes 
ired interference. In this case, a preferred arrangement of the 
basic 2x2 geometry is shoWn in FIG. 1E, Where Wavelength 
kl irradiates entry pointA and k2 irradiates B. Wavelength K1 
is preferably chosen to be at an absorbance peak and H2 is 
chosen off-peak but nearby to Al. Beams Aii and Bii are 
chosen to be transmission dominated (large lateral distance) 
and beams Ai and Bi are chosen to be re?ection dominated 
(short lateral distance). Surface noise is usually dominated 
by Fresnel re?ections, by scattering at structures larger than 
the measurement Wavelengths, and by variations of scatter 
ing coe?icient in surface layer 4 With changes in the ambi 
ent. Since all of these effects are only Weakly dependent on 
7», surface noise Will still e?fectively cancel out in the ratios 
TSl-l-(A/TSl-l-(B) and TSl-(A)/TSl-(B), if?»l and k2 are chosen close 
to each other, typically Within 20%. The undesired in?uence 
of us of bulk layer 6 in each ratio, S Aii/ S A,- and SBl-i/ S3,, is also 
largely canceled out in the double-ratio, Eq.(3), and canceled 
the better the smaller the spectral difference is betWeen the 
tWo scatter coe?icients, |uS(7»1)—uS(p.2)|, and the better the 
variations (over time) of the tWo track each other. Since 
scatter coe?icients usually change sloWly With 7», cancella 
tion of scatter effects, 

6R 

ails 
IIZ 0, 

is good for most types of samples and can, if necessary, be 
further improved by careful, experiment-based ?ne-tuning 
of the lateral distance values, as described above. On the 
other hand, the spectral difference in absorption, ||.LA(}\,l)—|J.A 
(7»2)|, Was chosen to be large so that the measured signal, AR, 
is largely due to the desired 

i-A A — A . ammo-Mon) W1) “AM” 

In summary, the probe schematically shoWn in FIG. 1E can 
accurately measure spectral differences in absorbance coef 
?cient. It is also a ?rst example shoWing hoW spectrally 
multivariate data (tWo different Wavelengths) can be com 
bined With geometrically-multivariate data (four different 
measurement beams) to increase the overall accuracy a.k.a. 
SNRX of the measurement. This last statement prepares the 
ground for explaining the fundamental, and so far unrecog 
niZed, SNRX-advantage of multi-beam probes. All advan 
tages mentioned so far stem from this one, fundamental 
advantage. 
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The fundamental advantage hidden in Eq.(l) is that any 

2x2 probe (or higher-order probe discussed beloW) is guar 
anteed to achieve better or at least equal measurement 
accuracy than the corresponding l><l probe that Would come 
into being by combining all its entry points into one and all 
its exit points into one. This is good neWs, e.g., for devel 
opers of advanced spectroscopic devices, but it is also 
contrary to common belief and practice. Common belief is 
that, given a ?xed amount of light that can be collected back 
from a turbid sample, the best possible measurement accu 
racy is achieved by combining as much light (actually, 
irradiance [Watt/cm2]) onto a single photodetector as pos 
sible, in order to increase that detector’s “hardware-SNR.” 
In the case of multivariate measurements, hoWever, it is 
generally false to equate the (univariate) “hardware-SNR,” 
Which can be observed on an oscilloscope and typically has 
units of [dc-Volt/rms-Volt], With the SNRX of Eq.(2), and 
only the latter is directly relevant for measurement accuracy. 
The fundamental advantage of multivariate over univari 

ate measurements is that noise correlated betWeen the dif 
ferent pieces of multivariate input data can be subtracted out 
in the measurement algorithm. The better the algorithm is at 
trading olf, noise-subtraction versus signal-retention, the 
better the measurement accuracy a.k.a. SNRX Will be. Accu 
racy is optimiZed When so-called multivariate Wiener ?lter 
ing is used to process the multivariate input data into the 
single, user-desired output. For example, in spectrometry, 
Wiener ?lters can achieve high accuracy by locking in on the 
differences betWeen signals at different optical Wavelengths, 
and SNRX-values achieved are often three orders of mag 
nitude better than possible With univariate measurements. 
On the other hand, poorly chosen multivariate algorithms 
can actually perform Worse than a simple univariate algo 
rithm, or be similar in accuracy performance and thus 
provide no advantage for the extra hardWare expense. For 
example, so-called pixel binning is a common procedure in 
spectrographs With CCD detectors and consists of averaging 
readouts from adjacent CCD pixels to produce a reduced 
number of 7t-resolved bins. Binning improves the hardWare 
SNR per resulting bin, of course, and it can also improve the 
apparent end-user accuracy of the analytical result in cases 
Where non-optimal measurement algorithms are employed. 
HoWever, in all cases Where optimal Wiener ?lter algorithms 
are employed, binning does not improve the measurement 
accuracy a.k.a. SNRX, but rather decreases it, or leaves it 
unchanged in the best of cases. Loosely speaking, if a 
Wiener ?lter Wants to average adjacent channels, then it Will 
do so on its oWn. Averaging data ‘manually’ in advance, on 
the other hand, can only reduce the Wiener ?lter’ s capability 
to exploit the available SNRX in all directions of the mul 
tidimensional input data space. NoW, the key point is, the 
exact same statement holds true for any kind of multivariate 
data, including spectrally-multivariate data, geometrically 
multivariate data, and any combination of the tWo. The 2x2 
or higher-order probe therefore takes spectrometry one step 
further, so to speak, by making the measurement multivari 
ate in both optical Wavelength and in beam geometry. 

Graphically speaking, the only Way a Wiener ?lter can 
cope With surface noise in a 1x1 spectrometric probe is to 
lock in on differences betWeen signals at different Wave 
lengths. The price paid for this, hoWever, is reduction of the 
effective measurement cuvette to ‘k-di?ference cuvette, ’ With 
small e?fective spectral signal. In a 2x2 probe, on the other 
hand, the Wiener ?lter can subtract out all surface noise 
betWeen beams and then has the full pathlength through bulk 
layer 6 left, so to speak, to further maximiZe the SNRX 
betWeen Wavelengths. 
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The disclosed matter can thus be applied With signi?cant 
bene?t to a Wide range of optical measurement applications. 
The most signi?cant bene?t is expected in tWo areas: (a) 
ill-posed measurements of small signals close to the hard 
Ware noise-?oor, e.g., measurement of urea concentration in 
the interstitial ?uid of human skin, and (b) Well-posed 
measurements of large but spectrally-broad signals With 
SNRX—values that can not be su?iciently improved betWeen 
Wavelengths alone, e.g., measurements of changes in scatter 
coef?cient or measurements that are affected by extraordi 
narily large amounts of surface noise, e.g., heart rate moni 
toring on exercising athletes. 

The fundamental advantage described above also applies 
to the feW examples of l><N or N><1 probes, With N>l, that 
have been described in the research literature. These are also 
guaranteed to perform better\equal than their 1><1 counter 
parts if optimal Wiener ?lter algorithms are programmed. 
Surface noise, hoWever, is not e?fectively reduced by these 
probes. (Only marginal improvements are possible depend 
ing on the details of amplitude of, and possible correlation 
betWeen, the surface noises underneath the di?ferent entry 
and exit points.) In a 2x2 or higher-order probe, on the other 
hand, all of the surface noise can be subtracted out, Which is 
substantial. In fact, research groups involved in l><N or N><1 
probe designs so far have failed to realiZe the slight advan 
tage in SNRX they could have gotten from an optimiZed 
measurement algorithm (Wiener ?lter), generally because 
(a) the theory behind multivariate Wiener ?ltering became 
available only recently and (b) researchers involved Were 
mostly interested in the study of basic material properties, 
rather than in speci?c quantitative measurement applica 
tions. In other Words, the optimal use of l><N or N><l probes 
(in the accuracy a.k.a. SNRX sense) is also novel. This text, 
hoWever, Will concentrate on 2x2 and higher-order probes 
because they provide substantial SNRX advantage. 
Assume a hypothetical 2><2 probe Where beams Ai and Bii 

each have 2 mm lateral distance but Aii and Bi each have 
200 mm. Intuitively, one correctly concludes that this Would 
not form a single 2><2 probe but rather tWo separate 1><1 
probes, 200 mm apart from each other. In our terminology, 
the Wiener ?lter can no longer use signals S Ail- and 851- to 
subtract out noises correlated betWeen beams, because path 
lengths are so long that these signals are buried in the 
hardWare noise ?oor and do not correlate With anything any 
more, i.e., they are not mutually-referencing With the other 
beams any more. In order to distinguish this probe from a 
true 2><2 probe, We Will call this probe a “2><2/2” probe, 
Where the last digit indicates that only tWo measurement 
beams are e?fectively realiZed. As explained above, surface 
noise is eliminated only in a true 2><2 probe, because at least 
four measurement beams are needed to establish a pair of 
mutually referencing beams underneath each and every 
entry and exit point. In the 2><2/2 probe, on the other hand, 
the advantage of geometrical multivariance is not realiZed 
and the probe is reduced to a repetitive sampling device, i.e., 
the measurement accuracy is reduced to the one that could 
have been achieved by just making tWo consecutive mea 
surements, 200 mm apart from each other, With a single 1><1 
probe. Generally speaking, and this Will be discussed in 
detail in the discussion of higher-order probes beloW; in 
order to realiZe an effective, geometrically-multivariate 
probe, a necessary requirement is that the signals of at least 
a subset of the optical measurement beams are stronger than 
the hardWare noise ?oor. 

This concludes the discussion of FIG. 1 and the funda 
mental advantages of the invention. In conclusion, probe 
geometry can be optimiZed for particular applications, e.g., 
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14 
measurement of absorption or scattering coef?cient; probe 
geometry can be optimiZed to achieve a desired e?fective 
probing depth; and multi-beam probe geometry can be 
combined With other modalities of measurement, e.g., spec 
trometry, to increase the overall accuracy a.k.a. SNRX of the 
measurement. (Another modality, OCT, Will be described 
beloW in conjunction With FIG. 4.) 

In practice, there is an important di?ference betWeen the 
requirements for ratiometric accuracy and ratiometric sta 
bility (over time), and this di?ference Will be discussed next. 
(Ratiometric accuracy Will be abbreviated as r-accuracy 
beloW, in order to distinguish it from measurement accuracy 
a.k.a. SNRX. The tWo are not directly related.) In many 
cases, only stability is required and hardWare designers can 
take advantage of this. If the goal is r-accuracy, i.e., if the 
goal is to isolate and measure the spectral signature of bulk 
layer 6 as accurately as possible for purposes of, say, 
scienti?c study of material properties, then the contributions 
from the light sources, photodetectors, and surface noises 
must all cancel out as exactly as possible in Eq.(5), e.g., 
TS AUDOQ/TS AU)(}\,)E1, over the Whole Wavelength range of 
interest. Most practical applications, hoWever, require only 
stability and then exact cancellation is not required, but 
rather, TS Ava/TS A®Econstant(time) and ditto for the other 
ratios in Eq.(5) is suf?cient, Where the magnitude of the 
various constants can be di?ferent from unity and di?ferent 
from each other. 
From a hardWare point-of-vieW, stability is often signi? 

cantly easier to achieve than r-accuracy. Consider FIG. 2, 
shoWing a preferred embodiment of an optical di?fuse re?ec 
tion measurement system utiliZing the basic 2><2 probe 
geometry of, e.g., FIG. 1B. An electrical driver 12 poWers a 
light source 14 emitting broad-band radiation covering the 
Whole Wavelength range of interest, Which is collected by a 
lens 16 and guided through a ?ber 18 to sample 8. The distal 
end of ?ber 18 touches surface 2 of sample 8 and is therefore 
identical to entrance point A (not shoWn). Exit point ii (not 
shoWn) is formed in a similar Way by the distal end of a 
pickup ?ber 20. Fiber 20 guides the collected light to a 
spectrograph 22, Where the light is spectrally dispersed and 
detected by a photodetector array 24. The electrical output 
signal of array 24 is ampli?ed by a pre-ampli?er 26 and fed 
into an electronic circuit 28 typically comprised of addi 
tional ampli?ers, multiplexer, sample & hold, A/D con 
verter, microprocessor or other digital signal processing 
hardWare and software, and an optional user interface. 
According to the basic 2><2 geometry of FIG. 1B, second 
entry point B and exit point i (not shoWn) are formed by the 
distal ends of an illumination ?ber 36 and a pickup ?ber 38, 
respectively. Probe housing 10 hold ?bers 18, 20, 36 and 38 
in their designed relative positions to each other and also 
provides a smooth interface surface contacting sample 8. 
NoW, as stated above, if only stability is required then 

fully spectrally-resolved, canceling ratios are not absolutely 
necessary in Eq.(5) but rather, correlated ratios are sufficient. 
A cost-e?icient hardWare solution then is realiZed by illu 
minating ?ber 36 With an LED 34 driven by an LED driver 
32 and by detecting the light collected by ?ber 38 With a 
single-element photodiode 40 and a pre-ampli?er 42. Elec 
tronics 28 receives signals from preampli?ers 26 and 42, 
demodulates the tWo signals, and separately detects the four 
components, S Aii, S Al, S Bii, and S5,. Synchronous detection, 
e.g., using alternating pulses from light source 14 and LED 
34 and gated ampli?ers, or frequency modulation and lock 
in ampli?ers, is preferred and can be achieved by having 
electronics 28 provide timing signals 44 to drivers 12 and 
32. LED 34 is preferably selected to emit light at a Wave 
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length KLED that is close to, or Within, the Wavelength range 
of interest in order to maximize the correlation betWeen the 
instabilities experienced by the different optical beams. 
Electronics 28 computes the explicit-ratio diffuse re?ection 
spectrum at each Wavelength, Ki, resolved by spectrograph 
22 as folloWs: 

SAM/1i) 
SAi 

Z SBiiQi) ’ 
ALED 

SBi 

Eq. (7) 

ROM) = 

Where 

2 SBiiQi) 
ALED 

indicates a sum over one or more Wavelengths emitted by 

LED 34 and detected by spectrograph 22. Electronics 28 
then applies a calibration algorithm to spectrum R(}\,l-), and 
then displays the measurement result on a display 30. 
(Various pre-processing steps knoWn to people skilled in the 
art like, e.g., dark current subtraction, taking the logarithm, 
and mean-centering, can also be applied by electronics 28.) 
Since light source, photodetector, and surface instabilities 
are all usually dominated by spectrally-broad features that 
are Well correlated betWeen 7»,- and KLED, the embodiment 
shoWn in FIG. 2 is a favorable tradeolf achieving a large part 
of the possible stability improvement at a fraction of the cost 
for the fully-doubled hardWare solution needed for r-accu 
racy, described next. 

If r-accuracy is required, then ?bers 18 and 36 have to be 
illuminated in identical Ways, and light collected by ?bers 20 
and 38 has to be spectrally resolved, detected, and processed 
in identical Ways. This can be achieved (not shoWn) by 
doubling elements 12, 14, 16 and 22, 24, 26 With elements 
12', 14', 16' and 22', 24', 26'; and by replacing elements 32, 
34 With 12', 14', 16' and elements 40, 42 With 22', 24', 26' so 
that both illumination ?bers 18 and 36 and both detection 
?bers 20 and 38 are equipped With identical sets of hard 
Ware. Electronics 28 contains control circuitry to modulate 
light sources 14 and 14', e.g., by turning them on and off in 
alternating sequence. 
A more economical Way to achieve r-accuracy Would be 

to use existing elements 12, 14, 16 and 22, 24, 26 tWice, so 
to speak, by (a) adding a chopper Wheel (not shoWn) to the 
illumination optics in such a Way that ?bers 18 and 36 are 
illuminated in alternating sequence by the same elements 12, 
14, 16 and (b) guiding ?bers 20 and 38 to the input slit of 
the same spectrograph 22 in such a Way that ?ber 20 
illuminates, say, the upper half of the input slit and ?ber 38 
the loWer half. Array 24 then needed to be a tWo-dimen 
sional array With, e.g., 512><2 pixels, and spectrograph 22 
Would be used in an ‘over-and-under’ or ‘semi-imaging’ 
Way, i.e., the light from ?ber 20 Would be detected on, say, 
the loWer half of array 24 and the light from ?ber 38 on the 
upper half of array 24. This system Would alloW to measure 
an r-accurate, fully spectrally resolved, double-ratio di?‘use 
re?ection spectrum by rapidly alternating the optical signal 
betWeen entry points A and B (?bers 18 and 36) and 
measuring the output signals from exit points ii and i 
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simultaneously (on array 24). All surface instabilities chang 
ing on time scales sloWer than the A-B-A-B- . . . sequence 

Would be ratioed out. 
Yet another, still more economical Way to achieve r-ac 

curacy Would be to measure the signals of all four beams 
S Ail, S Al, SBl-i, SBZ- in an alternating time sequence, e.g., by 
adding a second chopper (not shoWn) in front of the input of 
spectrograph 22 in such a Way that pickup ?bers 20 and 38 
illuminate the input slit of spectrograph 22 in an alternating 
Way and synchroniZed With the ?rst chopper Wheel men 
tioned above, Which selects betWeen illumination ?bers 18 
and 36. In practice, the function of the tWo synchroniZed 
chopper Wheels is more easily achieved by using one Wheel 
With tWo different Wheel patterns. This last system can 
signi?cantly reduce part cost because array 24 can be 
one-dimensional and spectrograph 22 can be non-imaging. 
The tradeolf for the reduced cost is a further slight reduction 
in performance because less measurement time is spent per 
each optical beam, i.e., slightly more random noise per given 
total measurement time, and the time intervals betWeen the 
measurement time slots of mutually-referencing beams are 
larger, i.e., slightly reduced stability. This concludes the 
discussion about the important practical difference betWeen 
the requirements of ratiometric stability and r-accuracy. In 
summary, stability is often signi?cantly easier and more 
economical to achieve in practice, and in virtually all 
applications a multitude of possibilities exist to trade off cost 
versus performance, especially When only stability is 
required. 
The embodiment shoWn in FIG. 2 is preferred in loW 

volume applications, Where high SNRX is more important 
than cost, e.g., many industrial process-control applications. 
Higher volumes justify higher development expenses, and 
embodiments for medium- and high-volume applications 
can be signi?cantly more customiZed. A preferred embodi 
ment of a loW-cost, loW-poWer, miniaturized, 2x2 or higher 
order probe for medium-volume, noninvasive, biomedical 
applications based on discrete LEDs and Silicon photo 
diodes, is shoWn in cross-section in FIG. 3. Housing 10, 
Which can be substantially circular in shape With a diameter 
preferably smaller than about 4 cm, is ?xed With a bracelet 
66 to sample 8, e.g., the Wrist of the human arm, much like 
a Watch. The front plate 52 is preferably optically opaque 
and contains precision-machined openings 54, 54' etc. that 
de?ne the entry and exit points. Openings 54, 54' etc. can be 
?lled With an optically transparent material like, e.g., Sili 
cone, to prevent accumulation of dirt, and their diameters 
and relative locations can be chosen, e.g., according to one 
of the schematics shoWn in FIGS. lBiE. A printed circuit 
board 60 contains at least tWo LEDs and at least tWo Silicon 
photodiodes, Which can be discretely packaged. One LED 
56 and one photodiode 58 are shoWn in FIG. 3. A layer of 
opaque rubber material 62 contains tightly ?tting openings 
for the LEDs and silicon diodes and is used to (a) provide 
mechanical stability to the construction, (b) prevent light 
leakage from the LEDs to the photodiodes inside housing 
10, and (c) help seal housing 10 from dust and other 
environmental stresses. Board 60 contains electronic com 
ponents (not shoWn) that pulse the LEDs; readout the 
photodiodes; detect the signals of the at least four measure 
ment beams individually; process the signals in such a Way 
that all surface instabilities are effectively canceled out; 
apply an algorithm to generate the desired analytical result, 
preferably a Wiener ?lter; optionally apply further process 
ing steps including a unit change to adjust for different user 
preferences in different parts of the World; and display the 
result on a display unit 68 located in a lid 64 of housing 10. 
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The LEDs are preferably pulse-modulated With a pulse 
frequency on the order of several kHZ. LoW power, quasi 
continuous operation is possible by measuring intermit 
tently, e.g., one measurement lasting 10 seconds every 5 
minutes. Battery operation is possible in many applications 
and solar cell powering is possible in some, depending on 
the sampling rate and SNRX requirements of the particular 
application. 

The embodiment in FIG. 3 is useful for medium-volume 
applications, say, in the range of up to several thousand 
units, and its main advantage is the loW tooling cost afforded 
by the discretely packaged LEDs and photodiodes. In the 
case of high-volume applications, many more avenues to 
reduce cost and create an appealing product are possible and 
are knoWn to those skilled in manufacturing engineering. 
For example, a high-volume probe could be comprised of 
LEDs and photodiodes delivered as bare dies and integrated 
into a printed circuit board (PCB) that Would carry the 
electronics as Well as provide other opto-mechanical func 
tions. A particularly suitable material for the PCB is loW 
temperature co-?red ceramic (LTTC). An LTTC board is 
mechanically stable enough to be part of the package, to 
carry the LEDs and photodiodes, and to de?ne the openings 
for the entry and exit points. The openings Would preferably 
be realiZed as via-holes in the LTTC board and ?lled With an 
optically transparent material like, e.g., a sol-gel based glass, 
in order for the probe to provide a smooth contact surface to 
the arm. 

A preferred embodiment of a non-?ber 2x2 probe for 
so-called optical coherence tomography (OCT) diffuse 
re?ection is shoWn in FIG. 4. In a typical OCT setup, light 
from a superluminescent LED (SLED) is collimated and 
guided into a Michelson interferometer (not shoWn), With 
one output arm of the interferometer terminated by a mov 

able reference mirror (not shoWn). The other output arm 
supplies a collimated Wavefront 70 to an objective lens 72, 
Which focuses the light into a focus point 74 inside sample 
8. Both arms re?ect light back into the interferometer Where 
the tWo Wavefronts are recombined and their energy-sum is 
detected by a photodetector (not shoWn). The focus depth (Z) 
of objective 72 is set to a desired value and the optical length 
of the reference interferometer arm is adjusted by setting the 
position of the reference mirror, such that the interferometer 
is at Zero-path difference with regard to point 74. The fact 
that illumination and pickup optics are confocal, and the 
coherent detection afforded by the interferometer, cause the 
re?ected light to be preferably detected from point 74, i.e., 
the effective measurement cuvette through sample 8 is more 
or less given by a single scatter-event path: straight in, 
backscattered at point 74, and straight back out. Entry point 
A and exit point ii formed on surface 2 are thus identical. 
NoW, in order to stabiliZe the measurement result, the OCT 
probe is extended to a 2x2 geometry by adding an LED 75 
and one or more photodiodes 76, 76', etc. Photodiodes 76, 
76', etc. are preferably located circularly around the optical 
axis of lens 72 and their output signals are ampli?ed by 
pre-amps 78, 78', etc and added electrically in adding circuit 
80. Exit point i thus consists of as many discrete areas as 
there are photodiodes 76, 76', etc. LED 75 is preferably 
located at a distance far enough from lens 72 such that its 
entry point B formed on surface 2 is only insigni?cantly 
larger than entry point A. Electronics (not shoWn) modulate 
the SLED (not shoWn; A) and LED 75 (B), demodulate the 
output signals from the detector located at the interferometer 
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(not shoWn, ii) and from adder 80 (i), and compute the 
double-ratio as, 

SM (1? ASLED) Eq- (3) 
SAi (ASLED) 
SBii (MED) I 

5 Bi (ALED ) 

The confocality e?fect also applies to beam Bii, hoWever, 
there Will be no interference effects When detecting S Bil 
because the interferometer is (With virtual certainty) far from 
Zero-path difference With regard to this beam. Thus, detec 
tion of optical poWer SM is not as concentrated around point 
74 as is detection of SAl-i, and in general, S Bl-l- Will be detected 
from shalloWer depth. By choosing Wavelengths KSLED and 
KLED to be close to each other, surface instabilities are 
effectively canceled out. 

Next, We discuss higher-order probes, i.e., NinxNom 
probes With NMZZ; NOMZZ; and NinxN0m>4 (i.e., at least 
one of the tWo, >2). One question that immediately arises is, 
Why should a higher-order probe provide any additional 
advantage over a 2x2 probe? The ansWer is tWo-fold and 
important. A schematic of a preferred, particularly compact 
3x3 probe is shoWn in FIG. 5A and Will be used as an 
example in the folloWing discussion. The entry and exit 
points in FIG. 5A can be realiZed by using, e.g., LEDs and 
photodiodes or ?ber optics, as described above. The ?rst part 
of the ansWer is that the fundamental advantage hidden in 
Eq.(l) applies again, i.e., the 3x3 probe of FIG. 5A is 
guaranteed to be better or at least equal in SNRX than any of 
the 2x2 probes that could be formed by co-adding some of 
its nine signals, into four signals, as long as optimal mea 
surement algorithms (Wiener ?lters) are used. The reason for 
this is again given in Eq.(l), Which guarantees that the 
higher the number of measurement beams, the better/equal 
the SNRX. Of course, in practice the number of measurement 
beams is restricted by hardWare cost and space limitations. 
Also, given that both the 2x2 and the 3x3 probe can 
eliminate surface noise completely, the increase in SNRX is 
characterized by diminishing return. Certainly, the advan 
tage due to spatial-averaging afforded by a 3x3 probe can 
often be achieved more economically by just moving a 2x2 
probe to different places on sample surface 2 and averaging 
the consecutive measurements. So the question is, Where 
should a practically signi?cant increase in SNRX come 
from? The second part of the ansWer is application-speci?c 
and for many applications, highly relevant. First, higher 
order probes can be used in some applications to combine 
surface noise cancellation With other, particular measure 
ment needs (for an example, see the discussion of FIGS. 
5B£ beloW). Second and even more important, higher 
order probes can deliver information about the spatial dis 
tribution of a property or component in a sample, e.g., a 
depth pro?le, and this information is often highly relevant 
for a user-desired result. 

For example, in many industrial process-control applica 
tions the ability to measure the depth pro?le of moisture is 
important to ?ne-tune yield and quality of production pro 
cesses, e.g., When making Wooden boards or foodstuff. 
Another, particularly important biomedical application 
example is the measurement of the scattering coe?icient, us, 
of human skin as an indicator of the blood glucose concen 
tration. It is knoWn that the time pro?le of the glucose 
concentration in the skin is not perfectly correlated With the 
one in blood. One method that has been proposed to 
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decrease the resulting so-called tracking error, is to make 
several consecutive skin measurements, say, at 10 minute 
intervals, then from these compute the rate of change in skin 
glucose concentration [(mg/dL)/minute], and then from the 
rate of change compute a correction factor to improve the 
accuracy of the current blood concentration measurement 
result. The point is, a depth-pro?le measurement at a single 
moment in time can be used to decrease tracking error in a 
similar Way. Best tracking is achieved When probing the skin 
at a depth of about 150 microns, because a dense netWork of 
capillaries is located at this depth (so-called venous plexus). 
Probing at other depths Will yield concentration values that 
are relatively less Well tracking With the concentration in the 
blood, i.e., information about the overall skin tracking error 
is embedded in the differences betWeen the concentrations at 
different depths. Higher-order probes can use this informa 
tion to improve the accuracy a.k.a. SNRX of the measure 
ment, by subtracting out tracking-noise in the same Way that 
the differences betWeen mutually-referencing beams are 
used to cancel out surface noise, viZ., by applying the 
Wiener-?lter method of signal-processing (see beloW) to the 
output data of the higher-order probe. 

Another question is, HoW to process the NinxN0m>4 
many, individually-detected signals of a higher-order probe 
in order to effectively cancel out surface noise? There are 
basically tWo methods to achieve effective cancellation 
underneath all entry and exit points. The so-called explicit 
ratio method focuses exclusively on surface noise Whereas 
the Wiener-?lter method takes all sources of noise affecting 
the measurement into consideration. Both methods Will be 
discussed separately beloW, although mixtures of the tWo 
can also be applied in practice. 

The explicit-ratio method is basically an extension of 
Eq.(3) to higher-order probes, With Eq.(3) noW called the 
fully-referenced double-ratio (FRDR) of the four beams 
betWeen A, B, ii, and i; or R A ?ail-f6 Ail/S AZ.)/(SBii/SBZ.) for 
short. The explicit-ratio method of processing the signals is, 
?rst, to compute at least a subset of all possible FRDR’s and 
then, second, to use only these FRDR’s as input for any 
subsequent processing steps. (As alWays, the various pre 
processing steps knoWn to those skilled in the art like, e.g., 
dark current subtraction, detector lineariZation, taking the 
logarithm, mean-centering, etc. can also be applied but are 
not discussed in detail here.) The explicit-ratio method Was 
used in Eq.(3) and the discussion of FIGS. lBiE above, 
Where the basic 2><2 probe geometry yielded only a single 
possible FRDR. (We count the four possible double-ratios 
that can be formed from a set of four fully-referenced 

Signals: e-g-s RA,C,iii,i:(SAiii/SAi)/(SCiii/SCi) RA,C,i,iii:(SAi/ 
SAiii)/(Sci/Sciii)> RA,C,iii, 171: and RA,C,i,iii—l; as one FRDR, 
not several.) The number of possible FR’s, #FRDR, increases 
sharply With increasing order and is given by, 

For example, in the 3x3 probe of FIG. 5A, there are 
3~3~2~2/4:9 different FRDR’s: RA,B,ii,i:(SAii/SAQ/(SBii/SBQ, 
RA,B,iii,i:(SAii/ SAi)/ (SBiii/ SE1‘), RA,C,ii,i:(SAii/SAi)/(SCii/SCi)’ 
etc. The explicit-ratio method computes at least a subset of 
the possible FRDR’s, using the raW signals or some pre 
processed form of the signals, e.g., logarithmiZed signals, 
RA3,l-i,i:—log{(SAii/SAQ/(SBii/SBQ} etc.; and then restricts 
the input of any further processing, if there is any, to the 
results R A ,BJ-l-J, R A ,BJ-l-l-J, etc., Whereas the individual signals 
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S Ail, S Al- etc. are no longer used. Advantages of the explicit 
ratio method include the guaranteed, complete elimination 
of all surface noises; the relative ease of calibration; and the 
retained physical insight in the inner Workings of the algo 
rithm, Which can guide optimiZation of probe geometry, see, 
e.g., the discussion of FIG. 5B beloW. 
The Wiener ?lter method is to perform Wiener ?ltering 

directly on at least a subset of the individual, raW or 
pre-processed signals, e.g., —log(SAl-), —log(SAl-i), . . . , 

-1Og(SAX), -1Og(SBl-), -1Og(SBl-i), - - - , -1Og($Bx), 

—log(SCl-), . . . , etc.; thus alloWing the Wiener ?lter to freely 

form, so to speak, approximate double-ratios as required to 
optimiZe the SNRX of the measurement. A brute-force 
approach to deriving the Wiener ?lter for any measurement 
problem is to collect a large set of so-called calibration data, 
comprised of optical data from the diffuse re?ection probe 
and of so-called lab-references, i.e., the desired “true” 
results. The Wiener ?lter can then be found, basically, by 
correlating the optical data With the “true” data. This 
approach is knoWn as “statistical modeling” by those skilled 
in the art and is Widely used and Well described in the 
pertinent literature. 

Superior methods for determining the Wiener ?lter have 
recently been described in Marbach 2002 and in Us. Pat. 
No. 6,629,041 B1, both of Which are included here for 
reference. To summariZe here shortly: First, the response 
vector g is determined (cmp. the discussion of Eq.(l) above; 
in practice, g is often knoWn a-priori or can be determined 
by softWare simulation or by measurement of samples of 
knoWn composition); and then second, the covariance 
matrix of the multivariate noise, Nx, is determined by 
collecting optical data using the given diffuse re?ection 
probe in realistic conditions. The Wiener ?lter With unity 
slope is then given by, 

Collection of lab-reference data is no longer necessary. 
The advantage of the Wiener ?lter method is that the 

overall measurement accuracy a.k.a. SNRX is optimiZed 
considering all types of measurement noises, including 
surface noise. Even though the Wiener ?lter may not get rid 
of 100% of the surface noise, it effectively cancels out all 
that surface noise that is in the Way of measurement accu 
racy, keeping only that (small) part of the surface noise that 
happens to be in a data subspace With signi?cant useful 
signal. For example, in the case of a 2x2 probe used in an 
application With dominant surface noise, the Wiener ?lter 
Will be practically identical to the explicit-ratio result, Eq. 
(3). Depending on the details of the other noises affecting the 
measurement and their relative strength compared to the 
surface noise, there Will be slight deviations, e.g., instead of 
the exact explicit-ratio ?lter, k~[+1—1—1+1]T (using vector 
notation), the Wiener ?lter may be, b:k~[+1.01—0.96—1.03+ 
0.99] T , giving an output, 
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Which is very close to the explicit-ratio result. (Above, k is 
an application-speci?c and basically arbitrary scaling factor 
determined, among other things, by the physical unit of the 
output displayed to the user; see Marbach 2002 for details.) 
From the point of vieW of hardWare design and generally 
speaking, as long as a 2x2 or higher-order probe is designed 
such that surface noise can be subtracted out using the 
explicit-ratio method, i.e., as long as each point of light entry 
or exit is shared by tWo mutually-referencing beams, the 
Wiener ?lter method Will also Work, i.e., will effectively 
cancel surface noise. 

Mixtures of the tWo signal-processing methods discussed 
above can also be used in practice. For example, a Wiener 
?lter may be determined in the Way described above and 
then the nearest-neighbor ?lter consisting of “pure” FRDR’ s 
can be selected. Or, a set of FRDR’s can be computed ?rst 
and then Wiener ?ltering can be applied to them. 
An advantage of the Wiener ?lter method is that it 

seamlessly integrates multivariate data of different kinds 
into a single, optimal solution in a relatively straightforward 
Way. Continuing the previous example, if the 3x3 probe of 
FIG. 5A is used for a spectroscopically resolved measure 
ment of the scatter coe?icient of human dermis, Which then 
is used to predict the glucose concentration in blood, then 
the Wiener ?lter Will automatically: cancel surface noise 
betWeen beams, cancel spectrally interfering noise betWeen 
Wavelengths, and cancel tracking noise by locking in on 
differences in the skin glucose at different depths. 

The Wiener ?lter method is therefore recommended for 
all cases Where measurement accuracy is critical, including 
2><2 probes or higher-order probes. A very good Way of 
optimizing probe geometry (and all other instrument hard 
Ware, for that matter) is to build a prototype probe contain 
ing many more entry and exit points and many more 
spectroscopically resolved Wavelengths than expected nec 
essary in the ?nal product; then determine the g-vector and 
covariance matrix, Nx, of the over-speci?ed prototype probe; 
and then select a subset of measurement beams and optical 
Wavelengths that provides a good tradeo?‘betWeen measure 
ment accuracy a.k.a. SNRX and hardWare complexity. This 
procedure is extremely poWerful and expedient. 

The explicit-ratio method is recommended in cases Where 
physical insight is important. For example, a preferred 
embodiment of a probe for measuring spatially resolved 
diffuse re?ection, R(7t;r), With r[mm] the lateral distance, is 
schematically shoWn in FIG. 5B. Entry point A and exit 
points i, ii, . . . , x are located Within the outline of probe 

housing 10 and are designed to measure R(7t;r) of a particu 
lar type of sample at ten different lateral distances. Usually, 
the desired measurement result is the spatial pro?le of 
diffuse re?ection as determined, e.g., by the incremental 
ratios: SAZ-i/SAZ, SAl-l-i/SAl-i, . . . , SAJSAl-x. Surface noise is 
eliminated from the incremental ratios by providing entry 
points B, C, . . . , I, J; as shoWn. The location ofB is chosen 

such that beams Bi and Bii are signal redundant, the location 
of C is chosen such that Ciii and Cii are signal-redundant, 
etc. The explicit-ratio method of signal processing is used 
and the incremental ratios are computed as, (S Aii/S Al-)/ (S Bl-i/ 
351-), (SAZ-Z-i/SAZ-J/(SCiii/SCH), - - - , (SAJSAZ-Q/(SJJSJZ-X) The 
ratios in the denominators are close to unity and do not affect 
the desired results; rather, they are merely used to cancel out 
surface noises and detector instabilities. We note that in the 
notation introduced above, the probe shoWn in FIG. 5B is 
called a l0><l0/28 probe and not a 10x10 probe because 
“only” 28 out of the theoretically possible 100 measurement 
beams are realiZed. Still, surface noise is completely elimi 
nated because each of the 28 realiZed beams is part of a true 
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2x2 probe. In the example of FIG. 5B, there are obviously 
nine 2><2 probes combined to form the one l0><l0/28 probe, 
and surface noise in higher-order probes is obviously elimi 
nated as long as the probe consists of a combination of 
multiple 2><2 probes. 

Another preferred embodiment of a probe measuring 
R(7t;r) is schematically shoWn in FIG. 5C. Entry point B is 
located such that beams Ai and Bx are signal-redundant, Aii 
and Bix are signal redundant, etc. The advantage of the 2x10 
probe in FIG. 5C over the l0><l0/28 probe in FIG. 5B is the 
potentially simpler hardWare. The explicit-ratio method can 
still be used to compute the desired incremental ratios, but 
the simple one-to-one relationship to the fully-referenced 
double-ratios (FRDR) of FIG. 5B is lost and additional 
computing is necessary. First, at least a subset of the 
2~l0~l~9/4:45 possible FRDR’s is computed and then the 
desired incremental ratios are computed from these FRDR’s 
in a second step, by solving a system of equations derived 
from the knoWn symmetry of the probe. For example, 
assuming the usual logarithmic Way of pre-processing the 
signals, RA?,vi,v:—log{(SAVi/SAV)/(SBVi/SBV)} can be imme 
diately seen to be, R A ,B,vi,v:—2><log(S Avi/S Av). Other incre 
mental ratios can be derived in a similar Way by solving a 
system of linear equations, e.g., R A ,B,ii,i:—log(S Aii/S Al-)—log 
(S AJS Al-x). Preferably, the equation system has more equa 
tions (FRDR’s, maximal 45) than variables (incremental 
ratios, maximal 9) and is solved in a least-squares Way, in 
order to take advantage of the noise averaging effects 
a?‘orded in an overdetermined equation system. 

The apparatus and methods disclosed are merely 
examples of particularly useful embodiments, and numerous 
modi?cations and variations are possible. First, the optical, 
mechanical, and electronic hardWare involved in generating 
measurement light, bringing light to the sample, picking 
light up from the sample, and detecting the signals from the 
individual measurement beams; can be designed and real 
iZed in numerous different Ways, especially When measure 
ment light is also spectroscopically resolved or When other 
modalities of optical measurement, e.g., different light polar 
iZations, are employed. 
A multitude of modi?cations and variations are also 

possible to the diffuse re?ection probe itself For example, 
Within a given probe, different types of components can be 
used to form the entry and exit points, e.g., the entry points 
can be realiZed by LEDs and the exit points can be realiZed 
by optical ?bers. Also, the distance betWeen the light 
bringing components and surface 2 can be different from the 
distance betWeen the light-collecting components and sur 
face 2, and the distances can be small or large relative to the 
siZe of the optically probed sample-volume. For example, 
mirrors or lenses can be used to focus light onto surface 2 
from a relatively large distance, and optical ?bers touching 
surface 2 can be used to pick re?ected light up. Entry and 
exit points can be spatially separate from each other or can 
be overlapping, and can be arranged on a planar surface or 
on a macroscopically curved surface, e.g., arranged radially 
like Wheel spokes around a human ?nger. Optical measure 
ment beams can be modulated and electrical signals be 
demodulated such that signals from different measurement 
beams are measured simultaneously or consecutively in 
time. Di?‘erent modulation techniques, e.g., chopping and 
lock-in detection, can be used to separate signals detected on 
a single detector. These and other modi?cations and varia 
tions are apparent to those skilled in the art and fall Within 
the scope of the appended claims. 
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I claim: 
1. A 2x2 or higher-order optical probe, comprised of:
(a) illumination means, including at least one light source,

for forming at least two points of light entry into a
sample;

(b) light collection means for forming at least two points
of light exit from said sample;

( c) light modulation means for establishing at least four
optical measurement beams through said sample
wherein each of said points of light entry and each of 10 

said points of light exit is shared by at least two of said
optical measurement beams;

( d) detection means, including at least one photodetector,
for detecting the signals of at least four of said optical
measurement beams; and

( e) signal processing means for processing said signals
such that all surface instabilities are effectively can­
celed out.

15 

24 
11. The optical probe of claim 1, wherein said sample is

human skin. 

12. A 2x2 or higher-order optical probing method, com­
prising the steps of: 

(a) forming at least two points of light entry and at least
two points of light exit on a sample;

(b) establishing at least four optical measurement beams
through said sample wherein each of said points of light
entry and each of said points of light exit is shared by 
at least two of said optical measurement beams;

( c) detecting the signals of at least four of said optical
measurement beams; and

(d) processing said signals such that all surface instabili­
ties are effectively canceled out.

13. The method of claim 12, wherein said step (d) 1s
comprised of the explicit-ration method.

14. The method of claim 12, wherein said step (d) 1s
comprised of the Wiener-filter method. 2. The optical probe of claim 1, wherein said illumination

means are comprised of LEDs located in close proximity to 20 

the surface of said sample. 

15. The method of claim 12, wherein said step (c) is
comprise of performing a spectroscopically resolved mea­
surement of at least one of said optical measurement beams. 

16. The method of claim 12, wherein said optical mea­
surement beams are comprised of light from the VIS and 

25 NIR wavelength ranges. 

3. The optical probe of claim 1, wherein said light
collection means are comprised of photodetectors located in 
close proximity to the surface of said sample. 

4. The optical probe of claim 1, wherein said illumination
means and said light collection means are comprised of 
optical fibers butted against the surface of said sample. 

5. The optical probe of claim 1, wherein said light
modulation means are comprised of electronic drivers 
modulating said illumination means and said detection 30 

means are comprised of electronic amplifiers synchronously 
demodulating the output of said at least one photodetector. 

6. The optical probe of claim 1, wherein said points of
light entry and said points of light exit are spatially separate 
from each other. 

7. The optical probe of claim 1, wherein at least a subset
of said points of light entry and said points of light exit are 
spatially overlapping. 

35 

8. The optical probe of claim 1, wherein the size and
relative location of said points of light entry and said points 40 

of light exit are designed to achieve a desired multivariate 
signal-to-noise ratio of a particular analytical measurement 
application. 

17. The method of claim 12, wherein said method is used
to measure the refractive index of human skin. 

18. The method of claim 12, wherein said method is used
to measure the human heart rate. 

19. A 2x2 or higher-order optical probing method, com­
prising the steps of: 

(a) probing a sample with at least four optical measure­
ment beams;

(b) arranging said optical measurement beams such that
each point of light entry and each point of light exit is
shared by at last two of said optical measurement
beams;

( c) modulating at least two of said optical measurement
beams and detecting the signals of at least four of said
optical measurement beams; and

(d) processing said signals such that all surface instabili­
ties are effectively canceled out.

20. The method of claim 19, wherein step (b) is comprised9. The optical probe of claim 1, wherein the size and
relative location of said points of light entry and said points 
of light exit are designed to achieve a desired effective 
sampling depth. 

45 of arranging the size and relative location of said points of 
light entry and said points of light exit such that the 
three-dimensional beam overlap underneath each said point 
of light entry and each said point of light exit reaches a 
predetermined depth. 

10. The optical probe of claim 1, wherein said illumina­
tion means, said light collection means, said light modula­
tion means, and said detection means are designed to 50 

achieve ratiometric stability. * * * * *
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