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481 filed Dec. 31, 2012; Ser. No. 61/747,485 filed Dec. 31,
2012; Ser. No. 61/747,487 filed Dec. 31, 2012; Ser. No.
61/747,492 filed Dec. 31, 2012; Ser. No. 61/747,553 filed
Dec. 31, 2012; and Ser. No. 61/754,698 filed Jan. 21, 2013,
the disclosures of all of which are hereby incorporated in
their entirety by reference herein.

This application is also related to International Applica-
tion PCT/US2013/075736 entitled Short-Wave Infrared
Super-Continuum Lasers For Early Detection Of Dental
Caries; U.S. application Ser. No. 14/108,995 filed Dec. 17,
2013 entitled Focused Near-Infrared Lasers For Non-Inva-
sive Vasectomy And Other Thermal Coagulation Or Occlu-
sion Procedures (U.S. Pat. App. Pub. No. US2014/
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which are hereby incorporated in their entirety by reference
herein.

BACKGROUND

With the growing obesity epidemic, the number of indi-
viduals with diabetes is also increasing dramatically. For
example, there are over 200 million people who have
diabetes. Diabetes control requires monitoring of the glu-
cose level, and most glucose measuring systems available
commercially require drawing of blood. Depending on the
severity of the diabetes, a patient may have to draw blood
and measure glucose four to six times a day. This may be
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extremely painful and inconvenient for many people. In
addition, for some groups, such as soldiers in the battlefield,
it may be dangerous to have to measure periodically their
glucose level with finger pricks.

Thus, there is an unmet need for non-invasive glucose
monitoring (e.g., monitoring glucose without drawing
blood). The challenge has been that a non-invasive system
requires adequate sensitivity and selectivity, along with
repeatability of the results. Yet, this is a very large market,
with an estimated annual market of over $10B in 2011 for
self-monitoring of glucose levels.

One approach to non-invasive monitoring of blood con-
stituents or blood analytes is to use near-infrared spectros-
copy, such as absorption spectroscopy or near-infrared dif-
fuse reflection or transmission spectroscopy. Some attempts
have been made to use broadband light sources, such as
tungsten lamps, to perform the spectroscopy. However,
several challenges have arisen in these efforts. First, many
other constituents in the blood also have signatures in the
near-infrared, so spectroscopy and pattern matching, often
called spectral fingerprinting, is required to distinguish the
glucose with sufficient confidence. Second, the non-invasive
procedures have often transmitted or reflected light through
the skin, but skin has many spectral artifacts in the near-
infrared that may mask the glucose signatures. Moreover,
the skin may have significant water and blood content. These
difficulties become particularly complicated when a weak
light source is used, such as a lamp. More light intensity can
help to increase the signal levels, and, hence, the signal-to-
noise ratio.

As described in this disclosure, by using brighter light
sources, such as fiber-based supercontinuum lasers, super-
luminescent laser diodes, light-emitting diodes or a number
of laser diodes, the near-infrared signal level from blood
constituents may be increased. By shining light through the
teeth, which have fewer spectral artifacts than skin in the
near-infrared, the blood constituents may be measured with
less interfering artifacts. Also, by using pattern matching in
spectral fingerprinting and various software techniques, the
signatures from different constituents in the blood may be
identified. Moreover, value-add services may be provided by
wirelessly communicating the monitored data to a handheld
device such as a smart phone, and then wirelessly commu-
nicating the processed data to the cloud for storing, process-
ing, and transmitting to several locations.

Dental care and the prevention of dental decay or dental
caries has changed in the United States over the past several
decades, due to the introduction of fluoride to drinking
water, the use of fluoride dentifrices and rinses, application
of topical fluoride in the dental office, and improved dental
hygiene. Despite these advances, dental decay continues to
be the leading cause of tooth loss. With the improvements
over the past several decades, the majority of newly discov-
ered carious lesions tend to be localized to the occlusal pits
and fissures of the posterior dentition and the proximal
contact sites. These early carious lesions may be often
obscured in the complex and convoluted topography of the
pits and fissures or may be concealed by debris that fre-
quently accumulates in those regions of the posterior teeth.
Moreover, such lesions are difficult to detect in the early
stages of development.

Dental caries may be a dynamic disease that is charac-
terized by tooth demineralization leading to an increase in
the porosity of the enamel surface. Leaving these lesions
untreated may potentially lead to cavities reaching the
dentine and pulp and perhaps eventually causing tooth loss.
Occlusal surfaces (bite surfaces) and approximal surfaces
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(between the teeth) are among the most susceptible sites of
demineralization due to acid attack from bacterial by-prod-
ucts in the biofilm. Therefore, there is a need for detection
of'lesions at an early stage, so that preventive agents may be
used to inhibit or reverse the demineralization.

Traditional methods for caries detection include visual
examination and tactile probing with a sharp dental explo-
ration tool, often assisted by radiographic (x-ray) imaging.
However, detection using these methods may be somewhat
subjective; and, by the time that caries are evident under
visual and tactile examination, the disease may have already
progressed to an advanced stage. Also, because of the
ionizing nature of x-rays, they are dangerous to use (limited
use with adults, and even less used with children). Although
x-ray methods are suitable for approximal surface lesion
detection, they offer reduced utility for screening early caries
in occlusal surfaces due to their lack of sensitivity at very
early stages of the disease.

Some of the current imaging methods are based on the
observation of the changes of the light transport within the
tooth, namely absorption, scattering, transmission, reflection
and/or fluorescence of light. Porous media may scatter light
more than uniform media. Taking advantage of this effect,
the Fiber-optic trans-illumination is a qualitative method
used to highlight the lesions within teeth by observing the
patterns formed when white light, pumped from one side of
the tooth, is scattered away and/or absorbed by the lesion.
This technique may be difficult to quantify due to an uneven
light distribution inside the tooth.

Another method called quantitative light-induced fluores-
cence—QLF—relies on different fluorescence from solid
teeth and caries regions when excited with bright light in the
visible. For example, when excited by relatively high inten-
sity blue light, healthy tooth enamel yields a higher intensity
of fluorescence than does demineralized enamel that has
been damaged by caries infection or any other cause. On the
other hand, for excitation by relatively high intensity of red
light, the opposite magnitude change occurs, since this is the
region of the spectrum for which bacteria and bacterial
by-products in carious regions absorb and fluoresce more
pronouncedly than do healthy areas. However, the image
provided by QLF may be difficult to assess due to relatively
poor contrast between healthy and infected areas. Moreover,
QLF may have difficulty discriminating between white spots
and stains because both produce similar effects. Stains on
teeth are commonly observed in the occlusal sites of teeth,
and this obscures the detection of caries using visible light.

As described in this disclosure, the near-infrared region of
the spectrum offers a novel approach to imaging carious
regions because scattering is reduced and absorption by
stains is low. For example, it has been demonstrated that the
scattering by enamel tissues reduces in the form of 1/(wave-
length)®, e.g., inversely as the cube of wavelength. By using
a broadband light source in the short-wave infrared (SWIR)
part of the spectrum, which corresponds approximately to
1400 nm to 2500 nm, lesions in the enamel and dentine may
be observed. In one embodiment, intact teeth have low
reflection over the SWIR wavelength range. In the presence
of caries, the scattering increases, and the scattering is a
function of wavelength; hence, the reflected signal decreases
with increasing wavelength. Moreover, particularly when
caries exist in the dentine region, water build up may occur,
and dips in the SWIR spectrum corresponding to the water
absorption lines may be observed. The scattering and water
absorption as a function of wavelength may thus be used for
early detection of caries and for quantifying the degree of
demineralization.
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SWIR light may be generated by light sources such as
lamps, light emitting diodes, one or more laser diodes,
super-luminescent laser diodes, and fiber-based super-con-
tinuum sources. The SWIR super-continuum light sources
advantageously may produce high intensity and power, as
well as being a nearly transform-limited beam that may also
be modulated. Also, apparatuses for caries detection may
include C-clamps over teeth, a handheld device with light
input and light detection, which may also be attached to
other dental equipment such as drills. Alternatively, a
mouth-guard type apparatus may be used to simultaneously
illuminate one or more teeth. Fiber optics may be conve-
niently used to guide the light to the patient as well as to
transport the signal back to one or more detectors and
receivers.

Remote sensing or hyper-spectral imaging often uses the
sun for illumination, and the short-wave infrared (SWIR)
windows of about 1.5-1.8 microns and about 2-2.5 microns
may be attractive because the atmosphere transmits in these
wavelength ranges. Although the sun can be a bright and
stable light source, its illumination may be affected by the
time-of-day variations in the sun angle as well as weather
conditions. For example, the sun may be advantageously
used for applications such as hyper-spectral imaging only
between about 9 am to 3 pm, and it may be difficult to use
the sun during cloudy days or during inclement weather. In
one embodiment, the hyper-spectral sensors measure the
reflected solar signal at hundreds (e.g., 100 to 200+) con-
tiguous and narrow wavelength bands (e.g., bandwidth
between 5 nm and 10 nm). Hyper-spectral images may
provide spectral information to identify and distinguish
between spectrally similar materials, providing the ability to
make proper distinctions among materials with only subtle
signature differences. In the SWIR wavelength range,
numerous gases, liquids and solids have unique chemical
signatures, particularly materials comprising hydro-carbon
bonds, O—H bonds, N—H bonds, etc. Therefore, spectros-
copy in the SWIR may be attractive for stand-off or remote
sensing of materials based on their chemical signature,
which may complement other imaging information.

A SWIR super-continuum (SC) source may be able to
replace at least in part the sun as an illumination source for
active remote sensing, spectroscopy, or hyper-spectral imag-
ing. In one embodiment, reflected light spectroscopy may be
implemented using the SWIR light source, where the spec-
tral reflectance can be the ratio of reflected energy to
incident energy as a function of wavelength. Reflectance
varies with wavelength for most materials because energy at
certain wavelengths may be scattered or absorbed to differ-
ent degrees. Using a SWIR light source may permit 24/7
detection of solids, liquids, or gases based on their chemical
signatures. As an example, natural gas leak detection and
exploration may require the detection of methane and eth-
ane, whose primary constituents include hydro-carbons. In
the SWIR, for instance, methane and ethane exhibit various
overtone and combination bands for vibrational and rota-
tional resonances of hydro-carbons. In one embodiment,
diffuse reflection spectroscopy or absorption spectroscopy
may be used to detect the presence of natural gas. The
detection system may include a gas filter correlation radi-
ometer, in a particular embodiment. Also, one embodiment
of the SWIR light source may be an all-fiber integrated
SWIR SC source, which leverages the mature technologies
from the telecommunications and fiber optics industry.
Beyond natural gas, active remote sensing in the SWIR may
also be used to identify other materials such as vegetation,
greenhouse gases or environmental pollutants, soils and
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rocks, plastics, illicit drugs, counterfeit drugs, firearms and
explosives, paints, and various building materials.

Counterfeiting of pharmaceuticals is a significant issue in
the healthcare community as well as for the pharmaceutical
industry worldwide. For example, according to the World
Health Organization, in 2006 the market for counterfeit
drugs worldwide was estimated at around $43 Billion.
Moreover, the use of counterfeit medicines may result in
treatment failure or even death. For instance, in 1995 dozens
of children in Haiti and Nigeria died after taking counterfeit
medicinal syrups that contained diethylene glycol, an indus-
trial solvent. As another example, in Asia one report esti-
mated that 90% of Viagra sold in Shanghai, China, was
counterfeit. With more pharmaceuticals being purchased
through the internet, the problem of counterfeit drugs com-
ing from across the borders into the United States has been
growing rapidly.

A rapid, non-destructive, non-contact optical method for
screening or identification of counterfeit pharmaceuticals is
needed. Spectroscopy using near-infrared or short-wave
infrared (SWIR) light may provide such a method, because
most pharmaceuticals comprise organic compounds that
have overtone or combination absorption bands in this
wavelength range (e.g., between approximately 1-2.5
microns). Moreover, most drug packaging materials are at
least partially transparent in the near-infrared or SWIR, so
that drug compositions may be detected and identified
through the packaging non-destructively. Also, using a near-
infrared or SWIR light source with a spatially coherent beam
permits screening at stand-off or remote distances. Beyond
identifying counterfeit drugs, the near-infrared or SWIR
spectroscopy may have many other beneficial applications.
For example, spectroscopy may be used for rapid screening
of'illicit drugs or to implement process analytical technology
in pharmaceutical manufacturing. There are also a wide
array of applications in assessment of quality in the food
industry, including screening of fruit, vegetables, grains and
meats.

In one embodiment, a near-infrared or SWIR super-
continuum (SC) source may be used as the light source for
spectroscopy, active remote sensing, or hyper-spectral imag-
ing. One embodiment of the SWIR light source may be an
all-fiber integrated SWIR SC source, which leverages the
mature technologies from the telecommunications and fiber
optics industry. Exemplary fiber-based super-continuum
sources may emit light in the near-infrared or SWIR between
approximately 1.4-1.8 microns, 2-2.5 microns, 1.4-2.4
microns, 1-1.8 microns, or any number of other bands. In
particular embodiments, the detection system may be a
dispersive spectrometer, a Fourier transform infrared spec-
trometer, or a hyper-spectral imaging detector or camera. In
addition, reflection or diffuse reflection light spectroscopy
may be implemented using the SWIR light source, where the
spectral reflectance can be the ratio of reflected energy to
incident energy as a function of wavelength.

Breast cancer is considered to be the most common cancer
among women in industrialized countries. It is believed that
early diagnosis and consequent therapy could significantly
reduce mortality. Mammography is considered the gold
standard among imaging techniques in diagnosing breast
pathologies. However, the use of ionizing radiation in mam-
mography may have adverse effects and lead to other
complications. Moreover, screening x-ray mammography
may be limited by false positives and negatives, leading to
unnecessary physical and psychological morbidity.
Although breast cancer is one of the focuses of this disclo-
sure, the same techniques may also be applied to other
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cancer types, including, for example, skin, prostate, brain,
pancreatic, and colorectal cancer.

Diagnostic methods for assessment and therapy follow-up
of breast cancer include mammography, ultrasound, and
magnetic resonance imaging. The most effective screening
technique at this time is x-ray mammography, with an
overall sensitivity for breast cancer detection around 75%,
which is even further reduced in women with dense breasts
to around 62%. Moreover, x-ray mammography has a 22%
false positive rate in women under 50, and the method
cannot accurately distinguish between benign and malignant
tumors. Magnetic resonance imaging and ultrasound are
sometimes used to augment x-ray mammography, but they
have limitations such as high cost, low throughput, limited
specificity and low sensitivity. Thus, there is a continued
need to detect cancers earlier for treatment, missed by
mammography, and to add specificity to the procedures.

Optical breast imaging may be an attractive technique for
breast cancer to screen early, augment with mammography,
or use in follow-on treatments. Also, optical breast imaging
may be performed by intrinsic tissue contrast alone (e.g.,
hemoglobin, water, collagen, and lipid content), or with the
use of exogenous fluorescent probes that target specific
molecules. For example, near-infrared (NIR) light may be
used to assess optical properties, where the absorption and
scattering by the tissue components may change with car-
cinoma. For most of the studies conducted to date, NIR light
in the wavelength range of 600-1000 nm has been used for
sufficient tissue penetration; these wavelengths have permit-
ted imaging up to several centimeters deep in soft tissue.
Optical breast imaging using fluorescent contrast agents may
improve lesion contrast and may potentially permit detection
of changes in breast tissue earlier. In one embodiment, the
fluorescent probes may either bind specifically to certain
targets associated with cancer or may non-specifically accu-
mulate at the tumor site.

Optical methods of imaging and spectroscopy can be
non-invasive using non-ionizing electromagnetic radiation,
and these techniques could be exploited for screening of
wide populations and for therapy monitoring. “Optical
mammography” may be a diffuse optical imaging technique
that aims at detecting breast cancer, characterizing its physi-
ological and pathological state, and possibly monitoring the
efficacy of the therapeutic treatment. The main constituents
of breast tissue may be lipid, collagen, water, blood, and
other structural proteins. These constituents may exhibit
marked and characteristic absorption features in the NIR
wavelength range. Thus, diffuse optical imaging and spec-
troscopy in the NIR may be helpful for diagnosing and
monitoring breast cancer. Another advantage of such imag-
ing is that optical instruments tend to be portable and more
cost effective as compared to other instrumentation that is
conventionally used for medical diagnosis. This can be
particularly true, if the mature technologies for telecommu-
nications and fiber optics are exploited.

Spectroscopy using NIR or short-wave infrared (SWIR)
light may be beneficial, because most tissue has organic
compounds that have overtone or combination absorption
bands in this wavelength range (e.g., between approximately
0.8-2.5 microns). In one embodiment, a NIR or SWIR
super-continuum (SC) laser that is an all-fiber integrated
source may be used as the light source for diagnosing
cancerous tissue. Exemplary fiber-based super-continuum
sources may emit light in the NIR or SWIR between
approximately 1.4-1.8 microns, 2-2.5 microns, 1.4-2.4
microns, 1-1.8 microns, or any number of other bands. In
particular embodiments, the detection system may be one or
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more photo-detectors, a dispersive spectrometer, a Fourier
transform infrared spectrometer, or a hyper-spectral imaging
detector or camera. In addition, reflection or diffuse reflec-
tion light spectroscopy may be implemented using the SWIR
light source, where the spectral reflectance can be the ratio
of reflected energy to incident energy as a function of
wavelength.

For breast cancer, experiments have shown that with
growing cancer the collagen content increases while the
lipid content decreases. Therefore, early breast cancer detec-
tion may involve the monitoring of absorption or scattering
features from collagen and lipids. In addition, NIR spec-
troscopy may be used to determine the concentrations of
hemoglobin, water, as well as oxygen saturation of hemo-
globin and optical scattering properties in normal and can-
cerous breast tissue. For optical imaging to be effective, it
may also be desirable to select the wavelength range that
leads to relatively high penetration depths into the tissue. In
one embodiment, it may be advantageous to use optical
wavelengths in the range of about 1000-1400 nm. In another
embodiment, it may be advantageous to use optical wave-
lengths in the range of about 1600-1800 nm. Higher optical
power densities may be used to increase the signal-to-noise
ratio of the detected light through the diffuse scattering
tissue, and surface cooling or focused light may be beneficial
for preventing pain or damage to the skin and outer layer
surrounding the breast tissue. Since optical energy may be
non-ionizing, different exposure times may be used without
danger or harmful radiation.

SUMMARY

In one embodiment, an optical system is provided. The
optical system comprises a wearable device for measuring
one or more physiological parameters, and the wearable
device is adapted to be placed on a wrist or a hand dorsal of
a user. The measuring of the one or more physiological
parameters is configured to change in response to stretching
of'the hand or movement of fingers or thumb of the user. The
wearable device includes a light source comprising a plu-
rality of light emitting diodes that are configured to generate
an output optical light having one or more optical wave-
lengths. Then, one or more lenses are configured to receive
at least a portion of the output optical light and to deliver a
lens output light to tissue comprising skin. The wearable
device further comprises a detection system configured to
receive at least a portion of the lens output light reflected
from the tissue and to generate an output signal having a
signal-to-noise ratio, wherein the detection system is con-
figured to be synchronized to the light source. The detection
system also comprises a plurality of detectors that are
spatially separated from each other, and wherein at least one
analog to digital converter is coupled to at least one of the
spatially separated detectors. The output signal is indicative
of the one or more of the physiological parameters config-
ured to change in response to the stretching of the hand or
movement of fingers or thumb of the user. The wearable
device is also configured to increase the signal-to-noise ratio
by increasing light intensity of at least one of the plurality of
light emitting diodes from an initial light intensity. More-
over, the detection system is further configured to generate
a first signal responsive to light received while the light
emitting diodes are off, generate a second signal responsive
to light received while at least one of the light emitting
diodes is on, and increase the signal-to-noise ratio by
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comparing the first signal and the second signal. In addition,
the wearable device is at least in part configured to identify
an object.

In another embodiment, an optical system is provided that
comprises a wearable device for measuring one or more
physiological parameters, the wearable device adapted to be
placed on a wrist of a user. The wearable device includes a
light source comprising a plurality of semiconductor diodes
that are configured to generate an output optical light having
one or more optical wavelengths, wherein at least a portion
of the one or more optical wavelengths is a near-infrared
wavelength between 700 nanometers and 2500 nanometers.
The wearable device also comprises one or more lenses
configured to receive at least a portion of the output optical
light and to deliver a lens output light to tissue comprising
skin. The wearable device further comprises a detection
system configured to receive at least a portion of the lens
output light reflected from the tissue and to generate an
output signal having a signal-to-noise ratio, wherein the
detection system is configured to be synchronized to the
light source. In addition, the detection system comprises a
plurality of detectors that are spatially separated from each
other, and wherein at least one analog to digital converter is
coupled to at least one of the spatially separated detectors.
The output signal is indicative of the one or more of the
physiological parameters. Furthermore, the wearable device
is configured to increase the signal-to-noise ratio by increas-
ing light intensity of at least one of the plurality of semi-
conductor diodes from an initial light intensity. Also, the
detection system is further configured to generate a first
signal responsive to light received while the semiconductor
diodes are off, generate a second signal responsive to light
received while at least one of the semiconductor diodes is
on, and increase the signal-to-noise ratio by comparing the
first signal and the second signal. Moreover, the wearable
device is at least in part configured to identify an object.

In yet another embodiment, a remote sensing system is
provided that comprises an array of laser diodes to generate
light having one or more optical wavelengths that includes
at least one near-infrared wavelength between 600 nanome-
ters and 1000 nanometers. At least one laser diode of the
array comprises one or more Bragg reflectors, and at least
one of the laser diodes is configured to pulse at a modulation
frequency between 10 Megahertz and 1 Gigahertz and
configured to have a phase associated with the modulation
frequency. Also, at least a portion of the light generated by
the array is configured to be directed to an object. A
detection system comprises at least one photo-detector, a
lens and a spectral filter at an input to the at least one
photo-detector, and a processor to process digitized signals
received from the at least one photo-detector. The detection
system is configured to (i) measure a phase shift of at least
a portion of the light from the array of laser diodes reflected
from the object relative to the at least a portion of the light
generated by the array configured to be directed to the
object, (ii) measure time-of-flight of the at least a portion of
the light from the array of laser diodes reflected from the
object relative to the at least a portion of the light generated
by the array configured to be directed to the object, and (iii)
generate one or more images of the object based at least in
part on an amplitude of the at least a portion of the light from
the array of laser diodes reflected from the object. Moreover,
the detection system is further configured to use a lock-in
technique and configured to synchronize to pulsing of the at
least one of the laser diodes, and wherein the processor is
configured to generate a time-of-flight measurement. In
addition, a camera system is coupled to a lens system and the
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processor, the camera system configured to capture a second
image including at least a part of the object. The remote
sensing system including the processor is configured to
combine at least a portion of the second image and at least
a portion of the time-of-flight measurement to create a
combined portion. Furthermore, the remote sensing system
including the processor is configured to communicate with
a wearable device, a smart phone or a tablet that is further
configured to process or display some of the combined
portion.

BRIEF DESCRIPTION OF THE DRAWINGS

For a more complete understanding of the present disclo-
sure, and for further features and advantages thereof, refer-
ence is now made to the following description taken in
conjunction with the accompanying drawings, in which:

FIG. 1 plots the transmittance versus wavenumber for
glucose in the mid-wave and long-wave infrared wave-
lengths between approximately 2.7 to 12 microns.

FIG. 2 illustrates measurements of the absorbance of
different blood constituents, such as glucose, hemoglobin,
and hemoglobin Alc. The measurements are done using an
FTIR spectrometer in samples with a 1 mm path length.

FIG. 3A shows the normalized absorbance of water and
glucose (not drawn to scale). Water shows transmission
windows between about 1500-1850 nm and 2050-2500 nm.

FIG. 3B illustrates the absorbance of hemoglobin and
oxygenated hemoglobin overlapped with water.

FIG. 4A shows measured absorbance in different concen-
trations of glucose solution over the wavelength range of
about 2000 to 2400 nm. This data is collected using a SWIR
super-continuum laser with the sample path length of about
1.1 mm.

FIG. 4B illustrates measured absorbance in different con-
centrations of glucose solution over the wavelength range of
about 1550 to 1800 nm. The data is collected using a SWIR
super-continuum laser with a sample path length of about 10
mm.

FIG. 5 illustrates the spectrum for different blood con-
stituents in the wavelength range of about 2 to 2.45 microns
(2000 to 2450 nm).

FIG. 6 shows the transmittance versus wavelength in
microns for the ketone 3-hydroxybutyrate. The wavelength
range is approximately 2 to 16 microns.

FIG. 7 illustrates the optical absorbance for ketones as
well as some other blood constituents in the wavelength
range of about 2100 to 2400 nm.

FIG. 8A shows the first derivative spectra of ketone and
protein at concentrations of 10 g/L (left). In addition, the first
derivative spectra of urea, creatinine, and glucose are shown
on the right at concentrations of 10 g/L..

FIG. 8B illustrates the near infrared absorbance for tri-
glyceride.

FIG. 8C shows the near-infrared reflectance spectrum for
cholesterol.

FIG. 8D illustrates the near-infrared reflectance versus
wavelength for various blood constituents, including cho-
lesterol, glucose, albumin, uric acid, and urea.

FIG. 9 shows a schematic of the human skin. In particular,
the dermis may comprise significant amounts of collagen,
elastin, lipids, and water.

FIG. 10 illustrates the absorption coefficients for water
(including scattering), adipose, collagen, and elastin.

FIG. 11 shows the dorsal of the hand, where a differential
measurement may be made to at least partially compensate
for or subtract out the skin interference.
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FIG. 12 shows the dorsal of the foot, where a differential
measurement may be made to at least partially compensate
for or subtract out the skin interference.

FIG. 13 illustrates a typical human nail tissue structure
and the capillary vessels below it.

FIG. 14 shows the attenuation coefficient for seven nail
samples that are allowed to stand in an environment with a
humidity level of 14%. These coeflicients are measured
using an FTIR spectrometer over the near-infrared wave-
length range of approximately 1 to 2.5 microns. Below is
also included the spectrum of glucose.

FIG. 15 illustrates the structure of a tooth.

FIG. 16A shows the attenuation coefficient for dental
enamel and water versus wavelength from approximately
600 nm to 2600 nm.

FIG. 16B illustrates the absorption spectrum of intact
enamel and dentine in the wavelength range of approxi-
mately 1.2 to 2.4 microns.

FIG. 17 shows the near infrared spectral reflectance over
the wavelength range of approximately 800 nm to 2500 nm
from an occlusal tooth surface. The black diamonds corre-
spond to the reflectance from a sound, intact tooth section.
The asterisks correspond to a tooth section with an enamel
lesion. The circles correspond to a tooth section with a
dentine lesion.

FIG. 18A illustrates a clamp design of a human interface
to cap over one or more teeth and perform a non-invasive
measurement of blood constituents.

FIG. 18B shows a mouth guard design of a human
interface to perform a non-invasive measurement of blood
constituents.

FIG. 19 illustrates a block diagram or building blocks for
constructing high power laser diode assemblies.

FIG. 20 shows a platform architecture for different wave-
length ranges for an all-fiber-integrated, high powered,
super-continuum light source.

FIG. 21 illustrates one embodiment of a short-wave
infrared (SWIR) super-continuum (SC) light source.

FIG. 22 shows the output spectrum from the SWIR SC
laser of FIG. 21 when ~10 m length of fiber for SC
generation is used. This fiber is a single-mode, non-disper-
sion shifted fiber that is optimized for operation near 1550
nm.
FIG. 23 illustrates high power SWIR-SC lasers that may
generate light between approximately 1.4-1.8 microns (top)
or approximately 2-2.5 microns (bottom).

FIG. 24 schematically shows that the medical measure-
ment device can be part of a personal or body area network
that communicates with another device (e.g., smart phone or
tablet) that communicates with the cloud. The cloud may in
turn communicate information with the user, healthcare
providers, or other designated recipients.

FIG. 25 illustrates the structure of a tooth.

FIG. 26A shows the attenuation coefficient for dental
enamel and water versus wavelength from approximately
600 nm to 2600 nm.

FIG. 26B illustrates the absorption spectrum of intact
enamel and dentine in the wavelength range of approxi-
mately 1.2 to 2.4 microns.

FIG. 27 shows the near infrared spectral reflectance over
the wavelength range of approximately 800 nm to 2500 nm
from an occlusal tooth surface. The black diamonds corre-
spond to the reflectance from a sound, intact tooth section.
The asterisks correspond to a tooth section with an enamel
lesion. The circles correspond to a tooth section with a
dentine lesion.
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FIG. 28 illustrates a hand-held dental tool design of a
human interface that may also be coupled with other dental
tools.

FIG. 29 illustrates a clamp design of a human interface to
cap over one or more teeth and perform a non-invasive
measurement for dental caries.

FIG. 30 shows a mouth guard design of a human interface
to perform a non-invasive measurement for dental caries.

FIG. 31 schematically shows that the medical measure-
ment device can be part of a personal or body area network
that communicates with another device (e.g., smart phone or
tablet) that communicates with the cloud. The cloud may in
turn communicate information with the user, dental or
healthcare providers, or other designated recipients.

FIG. 32 illustrates wavelength bands for different chemi-
cal compounds over the SWIR wavelength range of approxi-
mately 1400 nm to 2500 nm. Also indicated are whether the
bands are overtone or combination bands.

FIG. 33A shows the absorption spectra for methane.

FIG. 33B shows the absorption spectra for ethane.

FIG. 34 illustrates the reflectance spectra for some mem-
bers of the alkane family plus paraffin.

FIG. 35A depicts that micro-seepages may result from the
vertical movement of hydro-carbons from their respective
reservoirs to the surface. It is assumed that the rock column,
including the seal rock, comprises interconnected fractures
or micro-fracture systems.

FIG. 35B illustrates that surface alterations may occur
because leaking hydro-carbons set up near-surface oxidation
and/or reduction zones that favor the development of a
diverse array of chemical and mineralogical changes.

FIG. 36A shows the reflectance spectra for locations with
natural gas fields (3601) and locations without natural gas
fields (3602).

FIG. 36B illustrates spectra from field tests over regions
with natural gas, which show two spectral features: one near
1.725 microns and another doublet between about 2.311
microns and 2.36 microns.

FIG. 37 shows the reflectance spectra of a sample of oil
emulsion from the Gulf of Mexico 2010 oil spill (different
thicknesses of oil).

FIG. 38 illustrates the reflectance spectra of some repre-
sentative minerals that may be major components of rocks
and soils.

FIG. 39 shows the reflectance spectra of different types of
green vegetation compared with dry, yellowed grass.

FIG. 40 illustrates the atmospheric absorption and scat-
tering of greenhouse gases at different wavelengths.

FIG. 41 overlays the reflectance for different building
materials from the ASTER spectra library.

FIG. 42 shows the absorbance for two common plastics,
polyethylene and polystyrene.

FIG. 43 shows the experimental set-up for a reflection-
spectroscopy based stand-off detection system.

FIG. 44 illustrates the chemical structure and molecular
formula for various explosives, along with the absorbance
spectra obtained using a super-continuum source.

FIG. 45A shows the reflection spectra for gypsum, pine
wood, ammonium nitrate and urea.

FIG. 45B illustrates the reflection spectra for three com-
mercial automotive paints and military grade CARC paint
(chemical agent resistant coating) (reflectance in this case
are in arbitrary units).

FIG. 46 shows the mid-wave infrared and long-wave
infrared absorption spectra for various illicit drugs. It is
expected that overtone and combination bands should be
evident in the SWIR and near-infrared wavelength bands.
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FIG. 47A is a schematic diagram of the basic elements of
an imaging spectrometer.

FIG. 47B illustrates one example of a typical imaging
spectrometer used in hyper-spectral imaging systems.

FIG. 48 shows one example of a gas-filter correlation
radiometer, which is a detection system that uses a sample
of the gas of interest as a spectral filter for the gas.

FIG. 49 exemplifies a dual-beam experimental set-up that
may be used to subtract out (or at least minimize the adverse
effects of) light source fluctuations.

FIG. 50 shows the absorbance for two common plastics,
polyethylene and polystyrene.

FIG. 51 illustrates one example of the difference in
near-infrared spectrum between an authentic tablet and a
counterfeit tablet.

FIG. 52 shows the second derivative of the spectral
comparison of Prozac and a similarly formulated generic.

FIG. 53 illustrates an example of the near infrared spectra
for different pure components of a studied drug.

FIG. 54 shows the mid-wave infrared and long-wave
infrared absorption spectra for various illicit drugs.

FIG. 55 shows the absorbance versus wavelength in the
near-infrared region for four classes of illegal drugs.

FIG. 56 illustrates the diffuse reflectance near-infrared
spectrum of heroin samples.

FIG. 57 illustrates the diffuse reflectance near-infrared
spectra of different seized illicit drugs containing heroin of
different concentrations, along with the spectrum for pure
heroin.

FIG. 58A lists possible band assignments for the various
spectral features in pure heroin.

FIG. 58B also lists possible band assignments for the
various spectral features in pure heroin.

FIG. 59 shows the diffuse reflectance near-infrared spec-
tra of different compounds that may be frequently employed
as cutting agents.

FIG. 60 provides one example of a flow-chart in the
process analytical technology for the pharmaceutical indus-
try.
FIG. 61 illustrates the typical near-infrared spectra of a
variety of excipients.

FIG. 62 exemplifies the absorbance from the blending
process of a pharmaceutical compound.

FIG. 63 shows what might be an eventual flow-chart of a
smart manufacturing process.

FIG. 64A illustrates the near-infrared reflectance spec-
trum of wheat flour.

FIG. 64B shows the near-infrared absorbance spectra
obtained in diffusion reflectance mode for a series of whole
‘Hass’ avocado fruit.

FIG. 65A is a schematic diagram of the basic elements of
an imaging spectrometer.

FIG. 65B illustrates one example of a typical imaging
spectrometer used in hyper-spectral imaging systems.

FIG. 66 shows one example of the Fourier transform
infrared spectrometer.

FIG. 67 exemplifies a dual-beam experimental set-up that
may be used to subtract out (or at least minimize the adverse
effects of) light source fluctuations.

FIG. 68 illustrates the optical absorption of pure water,
hemoglobin without oxygen, and hemoglobin saturated with
oxygen.

FIG. 69 shows examples of various absorption bands of
chemical species in the wavelength range between about
1200-2200 nm.

FIG. 70 depicts the structure of a female breast.
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FIG. 71 illustrates particular embodiments of imaging
systems for optically scanning a breast.

FIG. 72 shows the normalized absorption spectra of main
tissue absorbers in the NIR for breast cancer, between about
600-1100 nm.

FIG. 73 illustrates the normalized absorption coefficient
in the wavelength range between about 500-1600 nm for
many of the components of breast tissue.

FIG. 74 A shows the typical spectra of the cancerous site
of'a treated rat and the corresponding site of a normal rat and
illustrates the logarithm of the inverse of reflection spectra.

FIG. 74B shows the typical spectra of the cancerous site
of'a treated rat and the corresponding site of a normal rat and
illustrates second derivative spectra.

FIG. 75 shows the second derivative of spectral changes
over several weeks between about 1600-1800 nm in rats
with breast cancer.

FIG. 76 illustrates the second derivative spectra for cho-
lesterol, collagen and elastin.

FIG. 77 shows the absorption coefficient as a function of
wavelength between about 1000 nm and 2600 nm for water,
adipose and collagen.

FIG. 78 illustrates the absorbance for four types of
collagen: collagen I, collagen II, collagen III, and collagen
v.

FIG. 79 shows an experimental set-up for testing chicken
breast samples using collimated light. In this experiment, the
collimated light has a beam diameter of about 3 mm.

FIG. 80 plots the measured depth of damage (in millime-

ters) versus the time-averaged incident power (in Watts).
Data is presented for laser wavelengths near 980 nm, 1210
nm and 1700 nm, and lines are drawn corresponding to
penetration depths of approximately 2 mm, 3 mm, and 4
mm.
FIG. 81 illustrates the optical absorption or density as a
function of wavelength between approximately 700 nm and
1300 nm for water, hemoglobin and oxygenated hemoglo-
bin.

FIG. 82 shows a set-up used for in vitro damage experi-
ments using focused infrared light. After a lens system, the
tissue is placed between two microscope slides.

FIG. 83 A presents histology of renal arteries comprising
endothelium, media and adventitia layers and some renal
nerves in or below the adventitia and illustrates renal arteries
with no laser exposure.

FIG. 83B presents histology of renal arteries comprising
endothelium, media and adventitia layers and some renal
nerves in or below the adventitia and illustrates renal arteries
after focused laser exposure, with the laser light near 1708
nm.

FIG. 84 illustrates the experimental set-up for ex vivo skin
laser treatment with surface cooling to protect the epidermis
and top layer of the dermis.

FIG. 85A shows MTT histo-chemistry of ex vivo human
skin treated with ~1708 nm laser and cold window (5
seconds precool; 2 mm diameter spot exposure for 3 sec-
onds) at 725 mW corresponding to ~70 J/cm2 average
fluence.

FIG. 85B also shows MTT histo-chemistry of ex vivo
human skin treated with ~1708 nm laser and cold window (5
seconds precool; 2 mm diameter spot exposure for 3 sec-
onds) at 725 mW corresponding to ~70 J/cm2 average
fluence.

FIG. 85C shows MTT histo-chemistry of ex vivo human
skin treated with ~1708 nm laser and cold window (5
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seconds precool; 2 mm diameter spot exposure for 3 sec-
onds) at 830 mW corresponding to ~80 J/cm2 average
fluence.

FIG. 85D also shows MTT histo-chemistry of ex vivo
human skin treated with ~1708 nm laser and cold window (5
seconds precool; 2 mm diameter spot exposure for 3 sec-
onds) at 830 mW corresponding to ~80 J/cm2 average
fluence.

DETAILED DESCRIPTION

Section 1: Near-Infrared Lasers for Non-Invasive Monitor-
ing of Glucose, Ketones, HbalC, and Other Blood Constitu-
ents

As required, detailed embodiments of the present disclo-
sure are described herein; however, it is to be understood
that the disclosed embodiments are merely exemplary of the
disclosure that may be embodied in various and alternative
forms. The figures are not necessarily to scale; some features
may be exaggerated or minimized to show details of par-
ticular components. Therefore, specific structural and func-
tional details disclosed herein are not to be interpreted as
limiting, but merely as a representative basis for teaching
one skilled in the art to variously employ the present
disclosure.

Various ailments or diseases may require measurement of
the concentration of one or more blood constituents. For
example, diabetes may require measurement of the blood
glucose and HbAlc levels. On the other hand, diseases or
disorders characterized by impaired glucose metabolism
may require the measurement of ketone bodies in the blood.
Examples of impaired glucose metabolism diseases include
Alzheimer’s, Parkinson’s, Huntington’s, and Lou Gehrig’s
or amyotrophic lateral sclerosis (ALS). Techniques related
to near-infrared spectroscopy or hyper-spectral imaging may
be particularly advantageous for non-invasive monitoring of
some of these blood constituents.

As used throughout this document, the term “couple” and
or “coupled” refers to any direct or indirect communication
between two or more elements, whether or not those ele-
ments are physically connected to one another. As used
throughout this disclosure, the term “spectroscopy” means
that a tissue or sample is inspected by comparing different
features, such as wavelength (or frequency), spatial location,
transmission, absorption, reflectivity, scattering, refractive
index, or opacity. In one embodiment, “spectroscopy” may
mean that the wavelength of the light source is varied, and
the transmission, absorption or reflectivity of the tissue or
sample is measured as a function of wavelength. In another
embodiment, “spectroscopy” may mean that the wavelength
dependence of the transmission, absorption or reflectivity is
compared between different spatial locations on a tissue or
sample. As an illustration, the “spectroscopy” may be per-
formed by varying the wavelength of the light source, or by
using a broadband light source and analyzing the signal
using a spectrometer, wavemeter, or optical spectrum ana-
lyzer.

As used throughout this document, the term “fiber laser”
refers to a laser or oscillator that has as an output light or an
optical beam, wherein at least a part of the laser comprises
an optical fiber. For instance, the fiber in the “fiber laser”
may comprise one of or a combination of a single mode
fiber, a multi-mode fiber, a mid-infrared fiber, a photonic
crystal fiber, a doped fiber, a gain fiber, or, more generally,
an approximately cylindrically shaped waveguide or light-
pipe. In one embodiment, the gain fiber may be doped with
rare earth material, such as ytterbium, erbium, and/or thu-
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lium. In another embodiment, the mid-infrared fiber may
comprise one or a combination of fluoride fiber, ZBLAN
fiber, chalcogenide fiber, tellurite fiber, or germanium doped
fiber. In yet another embodiment, the single mode fiber may
include standard single-mode fiber, dispersion shifted fiber,
non-zero dispersion shifted fiber, high-nonlinearity fiber,
and small core size fibers.

As used throughout this disclosure, the term “pump laser”
refers to a laser or oscillator that has as an output light or an
optical beam, wherein the output light or optical beam is
coupled to a gain medium to excite the gain medium, which
in turn may amplify another input optical signal or beam. In
one particular example, the gain medium may be a doped
fiber, such as a fiber doped with ytterbium, erbium or
thulium. In one embodiment, the “pump laser” may be a
fiber laser, a solid state laser, a laser involving a nonlinear
crystal, an optical parametric oscillator, a semiconductor
laser, or a plurality of semiconductor lasers that may be
multiplexed together. In another embodiment, the “pump
laser” may be coupled to the gain medium by using a fiber
coupler, a dichroic mirror, a multiplexer, a wavelength
division multiplexer, a grating, or a fused fiber coupler.

As used throughout this document, the term “super-
continuum” and or “supercontinuum” and or “SC” refers to
a broadband light beam or output that comprises a plurality
of wavelengths. In a particular example, the plurality of
wavelengths may be adjacent to one-another, so that the
spectrum of the light beam or output appears as a continuous
band when measured with a spectrometer. In one embodi-
ment, the broadband light beam may have a bandwidth of at
least 10 nm. In another embodiment, the “super-continuum”
may be generated through nonlinear optical interactions in a
medium, such as an optical fiber or nonlinear crystal. For
example, the “super-continuum” may be generated through
one or a combination of nonlinear activities such as four-
wave mixing, the Raman effect, modulational instability,
and self-phase modulation.

As used throughout this disclosure, the terms “optical
light” and or “optical beam” and or “light beam” refer to
photons or light transmitted to a particular location in space.
The “optical light” and or “optical beam” and or “light
beam” may be modulated or unmodulated, which also
means that they may or may not contain information. In one
embodiment, the “optical light” and or “optical beam™ and
or “light beam” may originate from a fiber, a fiber laser, a
laser, a light emitting diode, a lamp, a pump laser, or a light
source.

Spectrum for Glucose

One molecule of interest is glucose. The glucose molecule
has the chemical formula C6H1206, so it has a number of
hydro-carbon bonds. An example of the infrared transmit-
tance of glucose 100 is illustrated in FIG. 1. The vibrational
spectroscopy shows that the strongest lines for bending and
stretching modes of C—H and O—H bonds lie in the
wavelength range of approximately 6-12 microns. However,
light sources and detectors are more difficult in the mid-
wave infrared and long-wave infrared, and there is also
strongly increasing water absorption in the human body
beyond about 2.5 microns. Although weaker, there are also
nonlinear combinations of stretching and bending modes
between about 2 to 2.5 microns, and first overtone of C—H
stretching modes between approximately 1.5-1.8 microns.
These signatures may fall in valleys of water absorption,
permitting non-invasive detection through the body. In addi-
tion, there are yet weaker features from the second overtones
and higher-order combinations between about 0.8-1.2
microns; in addition to being weaker, these features may also

IPR2025-01253 Page 00111



US 12,193,790 B2

17

be masked by absorption in the hemoglobin. Hence, the
short-wave infrared (SWIR) wavelength range of approxi-
mately 1.4 to 2.5 microns may be an attractive window for
near-infrared spectroscopy of blood constituents.

As an example, measurements of the optical absorbance
200 of hemoglobin, glucose and HbAlc have been per-
formed using a Fourier-Transform Infrared Spectrometer—
FTIR. As FIG. 2 shows, in the SWIR wavelength range
hemoglobin is nearly flat in spectrum 201 (the noise at the
edges is due to the weaker light signal in the measurements).
On the other hand, the glucose absorbance 202 has at least
five distinct peaks near 1587 nm, 1750 nm, 2120 nm, 2270
nm and 2320 nm.

FIG. 3A overlaps 300 the normalized absorbance of
glucose 301 with the absorbance of water 302 (not drawn to
scale). It may be seen that water has an absorbance feature
between approximately 1850 nm and 2050 nm, but water
302 also has a nice transmission window between approxi-
mately 1500-1850 nm and 2050 to 2500 nm. For wave-
lengths less than about 1100 nm, the absorption of hemo-
globin 351 and oxygenated hemoglobin 352 in FIG. 3B has
a number of features 350, which may make it more difficult
to measure blood constituents. Also, beyond 2500 nm the
water absorption becomes considerably stronger over a wide
wavelength range. Therefore, an advantageous window for
measuring glucose and other blood constituents may be in
the SWIR between 1500 and 1850 nm and 2050 to 2500 nm.
These are exemplary wavelength ranges, and other ranges
can be used that would still fall within the scope of this
disclosure.

One further consideration in choosing the laser wave-
length is known as the “eye safe” window for wavelengths
longer than about 1400 nm. In particular, wavelengths in the
eye safe window may not transmit down to the retina of the
eye, and therefore, these wavelengths may be less likely to
create permanent eye damage. The near-infrared wave-
lengths have the potential to be dangerous, because the eye
cannot see the wavelengths (as it can in the visible), yet they
can penetrate and cause damage to the eye. Even if a
practitioner is not looking directly at the laser beam, the
practitioner’s eyes may receive stray light from a reflection
or scattering from some surface. Hence, it can always be a
good practice to use eye protection when working around
lasers. Since wavelengths longer than about 1400 nm are
substantially not transmitted to the retina or substantially
absorbed in the retina, this wavelength range is known as the
eye safe window. For wavelengths longer than 1400 nm, in
general only the cornea of the eye may receive or absorb the
light radiation.

Beyond measuring blood constituents such as glucose
using FTIR spectrometers, measurements have also been
conducted in another embodiment using super-continuum
lasers, which will be described later in this disclosure. In this
particular embodiment, some of the exemplary preliminary
data for glucose absorbance are illustrated in FIGS. 4A and
4B. The optical spectra 401 in FIG. 4A for different levels
of glucose concentration in the wavelength range between
2000 and 2400 nm show the three absorption peaks near
2120 nm (2.12 pm), 2270 nm (2.27 um) and 2320 nm (2.32
um). Moreover, the optical spectra 402 in FIG. 4B for
different levels of glucose concentration in the wavelength
range between 1500 and 1800 nm show the two broader
absorption peaks near 1587 nm and 1750 nm. It should be
appreciated that although data measured with FTIR spec-
trometers or super-continuum lasers have been illustrated,
other light sources can also be used to obtain the data, such
as super-luminescent laser diodes, light emitting diodes, a
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plurality of laser diodes, or even bright lamp sources that
generate adequate light in the SWIR.

Although glucose has a distinctive signature in the SWIR
wavelength range, one problem of non-invasive glucose
monitoring is that many other blood constituents also have
hydro-carbon bonds. Consequently, there can be interfering
signals from other constituents in the blood. As an example,
FIG. 5 illustrates the spectrum 500 for different blood
constituents in the wavelength range of 2 to 2.45 microns.
The glucose absorption spectrum 501 can be unique with its
three peaks in this wavelength range. However, other blood
constituents such as triacetin 502, ascorbate 503, lactate 504,
alanine 505, urea 506, and BSA 507 also have spectral
features in this wavelength range. To distinguish the glucose
501 from these overlapping spectra, it may be advantageous
to have information at multiple wavelengths. In addition, it
may be advantageous to use pattern matching algorithms
and other software and mathematical methods to identify the
blood constituents of interest. In one embodiment, the
spectrum may be correlated with a library of known spectra
to determine the overlap integrals, and a threshold function
may be used to quantify the concentration of different
constituents. This is just one way to perform the signal
processing, and many other techniques, algorithms, and
software may be used and would fall within the scope of this
disclosure.

Ketone Bodies Monitoring

Beyond glucose, there are many other blood constituents
that may also be of interest for health or disease monitoring.
In another embodiment, it may be desirous to monitor the
level of ketone bodies in the blood stream. Ketone bodies are
three water-soluble compounds that are produced as by-
products when fatty acids are broken down for energy in the
liver. Two of the three are used as a source of energy in the
heart and brain, while the third is a waste product excreted
from the body. In particular, the three endogenous ketone
bodies are acetone, acetoacetic acid, and beta-hydroxybu-
tyrate or 3-hydroxybutyrate, and the waste product ketone
body is acetone.

Ketone bodies may be used for energy, where they are
transported from the liver to other tissues. The brain may
utilize ketone bodies when sufficient glucose is not available
for energy. For instance, this may occur during fasting,
strenuous exercise, low carbohydrate, ketogenic diet and in
neonates. Unlike most other tissues that have additional
energy sources such as fatty acids during periods of low
blood glucose, the brain cannot break down fatty acids and
relies instead on ketones. In one embodiment, these ketone
bodies are detected.

Ketone bodies may also be used for reducing or elimi-
nating symptoms of diseases or disorders characterized by
impaired glucose metabolism. For example, diseases asso-
ciated with reduced neuronal metabolism of glucose include
Parkinson’s disease, Alzheimer’s disease, amyotrophic lat-
eral sclerosis (ALS, also called Lou Gehrig’s disease),
Huntington’s disease and epilepsy. In one embodiment,
monitoring of alternate sources of ketone bodies that may be
administered orally as a dietary supplement or in a nutri-
tional composition to counteract some of the glucose
metabolism impairments is performed. However, if ketone
bodies supplements are provided, there is also a need to
monitor the ketone level in the blood stream. For instance,
if elevated levels of ketone bodies are present in the body,
this may lead to ketosis; hyperketonemia is also an elevated
level of ketone bodies in the blood. In addition, both
acetoacetic acid and beta-hydroxybutyric acid are acidic,
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and, if levels of these ketone bodies are too high, the pH of
the blood may drop, resulting in ketoacidosis.

The general formula for ketones is CnH2n0. In organic
chemistry, a ketone is an organic compound with the struc-
ture RC(—O)R', where R and R' can be a variety of
carbon-containing substituents. It features a carbonyl group
(C=0) bonded to two other carbon atoms. Because the
ketones contain the hydrocarbon bonds, there might be
expected to be features in the SWIR, similar in structure to
those found for glucose.

The infrared spectrum 600 for the ketone 3-hydroxybu-
tyrate is illustrated in FIG. 6. Just as in glucose, there are
significant features in the mid- and long-wave infrared
between 6 to 12 microns, but these may be difficult to
observe non-invasively. On the other hand, there are some
features in the SWIR that may be weaker, but they could
potentially be observed non-invasively, perhaps through
blood and water.

The optical spectra 700 for ketones as well as some other
blood constituents are exemplified in FIG. 7 in the wave-
length range of 2100 nm to 2400 nm. In this embodiment,
the absorbance for ketones is 701, while the absorbance for
glucose is 702. However, there are also features in this
wavelength range for other blood constituents, such as urea
703, albumin or blood protein 704, creatinine 705, and
nitrite 706. In this wavelength range of 2100 to 2400 nm, the
features for ketone 701 seem more spectrally pronounced
than even glucose.

Different signal processing techniques can be used to
enhance the spectral differences between different constitu-
ents. In one embodiment, the first or second derivatives of
the spectra may enable better discrimination between sub-
stances. The first derivative may help remove any flat offset
or background, while the second derivative may help to
remove any sloped offset or background. In some instances,
the first or second derivative may be applied after curve
fitting or smoothing the reflectance, transmittance, or absor-
bance. For example, FIG. 8A illustrates the derivative spec-
tra for ketone 801 and glucose 802, which can be distin-
guished from the derivative spectra for protein 803, urea 804
and creatinine 805. Based on FIG. 8A, it appears that
ketones 801 may have a more pronounced difference than
even glucose 802 in the wavelength range between 2100 and
2400 nm. Therefore, ketone bodies should also be capable of
being monitored using a non-invasive optical technique in
the SWIR, and a different pattern matching library could be
used for glucose and ketones.

Hemoglobin Alc Monitoring

Another blood constituent that may be of interest for
monitoring of health or diseases is hemoglobin Alc, also
known as HbAlc or glycated hemoglobin (glycol-hemoglo-
bin or glycosylated hemoglobin). HbAlc is a form of
hemoglobin that is measured primarily to identify the aver-
age plasma glucose concentration over prolonged periods of
time. Thus, HbAlc may serve as a marker for average blood
glucose levels over the previous months prior to the mea-
surements.

In one embodiment, when a physician suspects that a
patient may be diabetic, the measurement of HbAlc may be
one of the first tests that are conducted. An HbAlc level less
than approximately 6% may be considered normal. On the
other hand, an HbAlc level greater than approximately 6.5%
may be considered to be diabetic. In diabetes mellitus,
higher amounts of HbAlc indicate poorer control of blood
glucose levels. Thus, monitoring the HbAlc in diabetic
patients may improve treatment. Current techniques for
measuring HbAlc require drawing blood, which may be
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inconvenient and painful. The point-of-care devices use
immunoassay or boronate affinity chromatography, as an
example. Thus, there is also an unmet need for non-invasive
monitoring of HbAlc.

FIG. 2 illustrates the FTIR measurements of HbAlc
absorbance 203 over the wavelength range between 1500
and 2400 nm for a concentration of approximately 1 mg/ml.
Whereas the absorbance of hemoglobin 201 over this wave-
length range is approximately flat, the HbAlc absorbance
203 shows broad features and distinct curvature. Although
the HbAlc absorbance 203 does not appear to exhibit as
pronounced features as glucose 202, the non-invasive SWIR
measurement should be able to detect HbAlc with appro-
priate pattern matching algorithms. Moreover, the spectrum
for HbAlc may be further enhanced by using first or second
derivative data, as seen for ketones in FIG. 8A. Beyond
absorption, reflectance, or transmission spectroscopy, it may
also be possible to detect blood constituents such as HbAlc
using Raman spectroscopy or surface-enhanced Raman
spectroscopy. In general, Raman spectroscopy may require
higher optical power levels.

As an illustration, non-invasive measurement of blood
constituents such as glucose, ketone bodies, and HbAlc has
been discussed thus far. However, other blood constituents
can also be measured using similar techniques, and these are
also intended to be covered by this disclosure. In other
embodiments, blood constituents such as proteins, albumin,
urea, creatinine or nitrites could also be measured. For
instance, the same type of SWIR optical techniques might be
used, but the pattern matching algorithms and software
could use different library features or functions for the
different constituents.

In yet another embodiment, the optical techniques
described in this disclosure could also be used to measure
levels of triglycerides. Triglycerides are bundles of fats that
may be found in the blood stream, particularly after ingest-
ing meals. The body manufactures triglycerides from car-
bohydrates and fatty foods that are eaten. In other words,
triglycerides are the body’s storage form of fat. Triglycer-
ides are comprised of three fatty acids attached to a glycerol
molecule, and measuring the level of triglycerides may be
important for diabetics. The triglyceride levels or concen-
trations in blood may be rated as follows: desirable or
normal may be less than 150 mg/dl; borderline high may be
150-199 mg/dl; high may be 200-499 mg/dl; and very high
may be 500 mg/dl or greater. FIG. 8B illustrates one
example of the near-infrared absorbance 825 for triglycer-
ides. There are distinct absorbance peaks in the spectrum
that should be measurable. The characteristic absorption
bands may be assigned as follows: (a) the first overtones of
C—H stretching vibrations (1600-1900 nm); (b) the region
of second overtones of C—H stretching vibrations (1100-
1250 nm); and, (c¢) two regions (2000-2200 nm and 1350-
1500 nm) that comprise bands due to combinations of C—H
stretching vibrations and other vibrational modes.

A further example of blood compositions that can be
detected or measured using near-infrared light includes
cholesterol monitoring. For example, FIG. 8C shows the
near-infrared reflectance spectrum for cholesterol 850 with
wavelength in microns (um). Distinct absorption peaks are
observable near 1210 nm (1.21 pm), 1720 nm (1.72 pm), and
between 2300-2500 nm (2.3-2.5 um). Also, there are other
features near 1450 nm (1.45 pm) and 2050 nm (2.05 pm). In
FIG. 8D the near-infrared reflectances 875 are displayed
versus wavelength (nm) for various blood constituents. The
spectrum for cholesterol 876 is overlaid with glucose 877,
albumin 878, uric acid 879, and urea 880. As may be noted
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from FIG. 8D, at about 1720 nm and 2300 nm, cholesterol
876 reaches approximate reflectance peaks, while some of
the other analytes are in a more gradual mode. Various signal
processing methods may be used to identify and quantify the
concentration of cholesterol 876 and/or glucose 877, or
some of the other blood constituents.

As illustrated by FIGS. 5 and 7, one of the issues in
measuring a particular blood constituent is the interfering
and overlapping signal from other blood constituents. The
selection of the constituent of interest may be improved
using a number of techniques. For example, a higher light
level or intensity may improve the signal-to-noise ratio for
the measurement. Second, mathematical modeling and sig-
nal processing methodologies may help to reduce the inter-
ference, such as multivariate techniques, multiple linear
regression, and factor-based algorithms, for example. For
instance, a number of mathematical approaches include
multiple linear regression, partial least squares, and principal
component regression (PCR). Also, as illustrated in FIG. 8A,
various mathematical derivatives, including the first and
second derivatives, may help to accentuate differences
between spectra. In addition, by using a wider wavelength
range and using more sampling wavelengths may improve
the ability to discriminate one signal from another. These are
just examples of some of the methods of improving the
ability to discriminate between different constituents, but
other techniques may also be used and are intended to be
covered by this disclosure.

Interference from Skin

Several proposed non-invasive glucose monitoring tech-
niques rely on transmission, absorption, and/or diffuse
reflection through the skin to measure blood constituents or
blood analytes in veins, arteries, capillaries or in the tissue
itself. However, on top of the interference from other blood
constituents or analytes, the skin also introduces significant
interference. For example, chemical, structural, and physi-
ological variations occur that may produce relatively large
and nonlinear changes in the optical properties of the tissue
sample. In one embodiment, the near-infrared reflectance or
absorbance spectrum may be a complex combination of the
tissue scattering properties that result from the concentration
and characteristics of a multiplicity of tissue components
including water, fat, protein, collagen, elastin, and/or glu-
cose. Moreover, the optical properties of the skin may also
change with environmental factors such as humidity, tem-
perature and pressure. Physiological variation may also
cause changes in the tissue measurement over time and may
vary based on lifestyle, health, aging, etc. The structure and
composition of skin may also vary widely among individu-
als, between different sites within an individual, and over
time on the same individual. Thus, the skin introduces a
dynamic interference signal that may have a wide variation
due to a number of parameters.

FIG. 9 shows a schematic cross-section of human skin
900, 901. The top layer of the skin is epidermis 902,
followed by a layer of dermis 903 and then subcutaneous fat
904 below the dermis. The epidermis 902, with a thickness
of approximately 10-150 microns, may provide a barrier to
infection and loss of moisture and other body constituents.
The dermis 903 ranges in thickness from approximately 0.5
mm to 4 mm (averages approximately 1.2 mm over most of
the body) and may provide the mechanical strength and
elasticity of skin.

In the dermis 903, water may account for approximately
70% of the volume. The next most abundant constituent in
the dermis 903 may be collagen 905, a fibrous protein
comprising 70-75% of the dry weight of the dermis 903.

30

40

45

22

Elastin fibers 906, also a protein, may also be plentiful in the
dermis 903, although they constitute a smaller portion of the
bulk. In addition, the dermis 903 may contain a variety of
structures (e.g., sweat glands, hair follicles with adipose rich
sebaceous glands 907 near their roots, and blood vessels)
and other cellular constituents.

Below the dermis 903 lies the subcutaneous layer 904
comprising mostly adipose tissue. The subcutaneous layer
904 may be by volume approximately 10% water and may
be comprised primarily of cells rich in triglycerides or fat.
With this complicated structure of the skin 900,901, the
concentration of glucose may vary in each layer according
to a variety of factors including the water content, the
relative sizes of the fluid compartments, the distribution of
capillaries, the perfusion of blood, the glucose uptake of
cells, the concentration of glucose in blood, and the driving
forces (e.g., osmotic pressure) behind diffusion.

To better understand the interference that the skin intro-
duces when attempting to measure glucose, the absorption
coeflicient for the various skin constituents should be exam-
ined. For example, FIG. 10 illustrates 1000 the absorption
coeflicients for water (including scattering) 1001, adipose
1002, collagen 1003 and elastin 1004. Note that the absorp-
tion curves for water 1001 and adipose 1002 are calibrated,
whereas the absorption curves for collagen 1003 and elastin
1004 are in arbitrary units. Also shown are vertical lines
demarcating the wavelengths near 1210 nm 1005 and 1720
nm 1006. In general, the water absorption increases with
increasing wavelength. With the increasing absorption
beyond about 2000 nm, it may be difficult to achieve deeper
penetration into biological tissue in the infrared wavelengths
beyond approximately 2500 nm.

Although the absorption coefficient may be useful for
determining the material in which light of a certain infrared
wavelength will be absorbed, to determine the penetration
depth of the light of a certain wavelength may also require
the addition of scattering loss to the curves. For example, the
water curve 1001 includes the scattering loss curve in
addition to the water absorption. In particular, the scattering
loss can be significantly higher at shorter wavelengths. In
one embodiment, near the wavelength of 1720 nm (vertical
line 1006 shown in FIG. 10), the adipose absorption 1002
can still be higher than the water plus scattering loss 1001.
For tissue that contains adipose, collagen and elastin, such as
the dermis of the skin, the total absorption can exceed the
light energy lost to water absorption and light scattering at
1720 nm. On the other hand, at 1210 nm the adipose
absorption 1002 can be considerably lower than the water
plus scattering loss 1001, particularly since the scattering
loss can be dominant at these shorter wavelengths.

The interference for glucose lines observed through skin
may be illustrated by overlaying the glucose lines over the
absorption curves 1000 for the skin constituents. For
example, FIG. 2 illustrated that the glucose absorption 202
included features centered around 1587 nm, 1750 nm, 2120
nm, 2270 nm and 2320 nm. On FIG. 10 vertical lines have
been drawn at the glucose line wavelengths of 1587 nm
1007, 1750 nm 1008, 2120 nm 1009, 2270 nm 1010 and
2320 nm 1011. In one embodiment, it may be difficult to
detect the glucose lines near 1750 nm 1008, 2270 nm 1010
and 2320 nm 1011 due to significant spectral interference
from other skin constituents. On the other hand, the glucose
line near 1587 m 1007 may be more easily detected because
it peaks while most of the other skin constituents are sloped
downward toward an absorption valley. Moreover, the glu-
cose line near 2120 nm 1009 may also be detectable for
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similar reasons, although adipose may have conflicting
behavior due to local absorption minimum and maximum
nearby in wavelength.

Thus, beyond the problem of other blood constituents or
analytes having overlapping spectral features (e.g., FIG. 5),
it may be difficult to observe glucose spectral signatures
through the skin and its constituents of water, adipose,
collagen and elastin. One approach to overcoming this
difficulty may be to try to measure the blood constituents in
veins that are located at relatively shallow distances below
the skin. Veins may be more beneficial for the measurement
than arteries, since arteries tend to be located at deeper levels
below the skin. Also, in one embodiment it may be advan-
tageous to use a differential measurement to subtract out
some of the interfering absorption lines from the skin. For
example, an instrument head may be designed to place one
probe above a region of skin over a blood vein, while a
second probe may be placed at a region of the skin without
a noticeable blood vein below it. Then, by differencing the
signals from the two probes, at least part of the skin
interference may be cancelled out.

Two representative embodiments for performing such a
differential measurement are illustrated in FIG. 11 and FIG.
12. In one embodiment shown in FIG. 11, the dorsal of the
hand 1100 may be used for measuring blood constituents or
analytes. The dorsal of the hand 1100 may have regions that
have distinct veins 1101 as well as regions where the veins
are not as shallow or pronounced 1102. By stretching the
hand and leaning it backwards, the veins 1101 may be
accentuated in some cases. A near-infrared diffuse reflec-
tance measurement may be performed by placing one probe
1103 above the vein-rich region 1101. To turn this into a
differential measurement, a second probe 1104 may be
placed above a region without distinct veins 1102. Then, the
outputs from the two probes may be subtracted 1105 to at
least partially cancel out the features from the skin. The
subtraction may be done preferably in the electrical domain,
although it can also be performed in the optical domain or
digitally/mathematically using sampled data based on the
electrical and/or optical signals. Although one example of
using the dorsal of the hand 1100 is shown, many other parts
of the hand can be used within the scope of this disclosure.
For example, alternate methods may use transmission
through the webbing between the thumb and the fingers
1106, or transmission or diffuse reflection through the tips of
the fingers 1107.

In another embodiment, the dorsal of the foot 1200 may
be used instead of the hand. One advantage of such a
configuration may be that for self-testing by a user, the foot
may be easier to position the instrument using both hands.
One probe 1203 may be placed over regions where there are
more distinct veins 1201, and a near-infrared diffuse reflec-
tance measurement may be made. For a differential mea-
surement, a second probe 1204 may be placed over a region
with less prominent veins 1202, and then the two probe
signals may be subtracted, either electronically or optically,
or may be digitized/sampled and processed mathematically
depending on the particular application and implementation.
As with the hand, the differential measurements may be
intended to compensate for or subtract out (at least in part)
the interference from the skin. Since two regions are used in
close proximity on the same body part, this may also aid in
removing some variability in the skin from environmental
effects such as temperature, humidity, or pressure. In addi-
tion, it may be advantageous to first treat the skin before the
measurement, by perhaps wiping with a cloth or treated
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cotton ball, applying some sort of cream, or placing an ice
cube or chilled bag over the region of interest.

Although two embodiments have been described, many
other locations on the body may be used using a single or
differential probe within the scope of this disclosure. In yet
another embodiment, the wrist may be advantageously used,
particularly where a pulse rate is typically monitored. Since
the pulse may be easily felt on the wrist, there is underlying
the region a distinct blood flow. Other embodiments may use
other parts of the body, such as the car lobes, the tongue, the
inner lip, the nails, the eye, or the teeth. Some of these
embodiments will be further described below. The car lobes
or the tip of the tongue may be advantageous because they
are thinner skin regions, thus permitting transmission rather
than diffuse reflection. However, the interference from the
skin is still a problem in these embodiments. Other regions
such as the inner lip or the bottom of the tongue may be
contemplated because distinct veins are observable, but still
the interference from the skin may be problematic in these
embodiments. The eye may seem as a viable alternative
because it is more transparent than skin. However, there are
still issues with scattering in the eye. For example, the
anterior chamber of the eye (the space between the cornea
and the iris) comprises a fluid known as aqueous humor.
However, the glucose level in the eye chamber may have a
significant temporal lag on changes in the glucose level
compared to the blood glucose level.

Because of the complexity of the interference from skin in
non-invasive glucose monitoring (e.g., FIG. 10), other parts
of the body without skin above blood vessels or capillaries
may be alternative candidates for measuring blood constitu-
ents. One embodiment may involve transmission or reflec-
tion through human nails. As an example, FIG. 13 illustrates
a typical human nail tissue structure 1300 and the capillary
vessels below it. The fingernail 1301 is approximately 1 mm
thick, and below this resides a layer of epidermis 1302 with
a thickness of approximately 1 mm. The dermis 1304 is also
shown, and within particularly the top about 0.5 mm of
dermis are a significant number of capillary vessels. To
measure the blood constituents, the light exposed on the top
of' the fingernail must penetrate about 2-2.5 mm or more, and
the reflected light (round trip passage) should be sufficiently
strong to measure. In one embodiment, the distance required
to penetrate could be reduced by drilling a hole in the
fingernail 1301.

In this alternative embodiment using the fingernail, there
may still be interference from the nail’s spectral features.
For example, FIG. 14 illustrates the attenuation coeflicient
1400 for seven nail samples that are allowed to stand in an
environment with a humidity level of 14%. These coeffi-
cients are measured using an FTIR spectrometer over the
near-infrared wavelength range of approximately 1 to 2.5
microns. These spectra are believed to correspond to the
spectra of keratin contained in the nail plate. The base lines
for the different samples are believed to differ because of the
influence of scattering. Several of the absorption peaks
observed correspond to peaks of keratin absorption, while
other features may appear from the underlying epidermis
and dermis. It should also be noted that the attenuation
coefficients 1400 also vary considerably depending on
humidity level or water content as well as temperature and
other environmental factors. Moreover, the attenuation coef-
ficient may also change in the presence of nail polish of
various sorts.

Similar to skin, the large variations in attenuation coef-
ficient for fingernails also may interfere with the absorption
peaks of glucose. As an example, in FIG. 14 below the
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fingernail spectrum is also shown the glucose spectrum 1401
for two different glucose concentrations. The vertical lines
1402, 1403, 1404, 1405 and 1406 are drawn to illustrate the
glucose absorption peaks and where they lie on the finger-
nail spectra 1400. As is apparent, the nail has interfering
features that may be similar to skin, particularly since both
have spectra that vary not only in wavelength but also with
environmental factors. In one embodiment, it may be pos-
sible to see the glucose peaks 1402 and 1404 through the
fingernail, but it may be much more difficult to observe the
glucose peaks near 1403, 1405 and 1406.

Transmission or Reflection Through Teeth

Yet another embodiment may observe the transmittance
or reflectance through teeth to measure blood constituents or
analytes. FIG. 15 illustrates an exemplary structure of a
tooth 1500. The tooth 1500 has a top layer called the crown
1501 and below that a root 1502 that reaches well into the
gum 1506 and bone 1508 of the mouth. The exterior of the
crown 1501 is an enamel layer 1503, and below the enamel
is a layer of dentine 1504 that sits atop a layer of cementum
1507. Below the dentine 1504 is a pulp region 1505, which
comprises within it blood vessels 1509 and nerves 1510. If
the light can penetrate the enamel 1503 and dentine 1504,
then the blood flow and blood constituents can be measured
through the blood vessels in the dental pulp 1505. While it
may be true that the amount of blood flow in the dental pulp
1505 may be less since it comprises capillaries, the smaller
blood flow could still be advantageous if there is less
interfering spectral features from the tooth.

The transmission, absorption and reflection from teeth has
been studied in the near infrared, and, although there are
some features, the enamel and dentine appear to be fairly
transparent in the near infrared (particularly wavelengths
between 1500 and 2500 nm). For example, the absorption or
extinction ratio for light transmission has been studied. FIG.
16A illustrates the attenuation coefficient 1600 for dental
enamel 1601 (filled circles) and the absorption coefficient of
water 1602 (open circles) versus wavelength. Near-infrared
light may penetrate much further without scattering through
all the tooth enamel, due to the reduced scattering coeflicient
in normal enamel. Scattering in enamel may be fairly strong
in the visible, but decreases as approximately 1/(wave-
length)3 [i.e., inverse of the cube of the wavelength] with
increasing wavelength to a value of only 2-3 cm-1 at 1310
nm and 1550 nm in the near infrared. Therefore, enamel may
be virtually transparent in the near infrared with optical
attenuation 1-2 orders of magnitude less than in the visible
range.

As another example, FIG. 16B illustrates the absorption
spectrum 1650 of intact enamel 1651 (dashed line) and
dentine 1652 (solid line) in the wavelength range of approxi-
mately 1.2 to 2.4 microns. In the near infrared there are two
absorption bands around 1.5 and 2 microns. The band with
a peak around 1.57 microns may be attributed to the over-
tone of valent vibration of water present in both enamel and
dentine. In this band, the absorption is greater for dentine
than for enamel, which may be related to the large water
content in this tissue. In the region of 2 microns, dentine may
have two absorption bands, and enamel one. The band with
a maximum near 2.1 microns may belong to the overtone of
vibration of PO hydroxyapatite groups, which is the main
substance of both enamel and dentine. Moreover, the band
with a peak near 1.96 microns in dentine may correspond to
water absorption (dentine may contain substantially higher
water than enamel).

In addition to the absorption coefficient, the reflectance
from intact teeth and teeth with dental caries (e.g., cavities)

20

40

45

55

65

26

has been studied. In one embodiment, FIG. 17 shows the
near infrared spectral reflectance 1700 over the wavelength
range of approximately 800 nm to 2500 nm from an occlusal
(e.g., top/bottom) tooth surface 1704. The curve with black
diamonds 1701 corresponds to the reflectance from a sound,
intact tooth section. The curve with asterisks*1702 corre-
sponds to a tooth section with an enamel lesion. The curve
with circles 1703 corresponds to a tooth section with a
dentine lesion. Thus, when there is a lesion, more scattering
occurs and there may be an increase in the reflected light.

For wavelengths shorter than approximately 1400 nm, the
shapes of the spectra remain similar, but the amplitude of the
reflection changes with lesions. Between approximately
1400 nm and 2500 nm, an intact tooth 1701 has low
reflectance (e.g., high transmission), and the reflectance
appears to be more or less independent of wavelength. On
the other hand, in the presence of lesions 1702 and 1703,
there is increased scattering, and the scattering loss may be
wavelength dependent. For example, the scattering loss may
decrease as 1/(wavelength)®>—so, the scattering loss
decreases with longer wavelengths. When there is a lesion in
the dentine 1703, more water can accumulate in the area, so
there is also increased water absorption. For example, the
dips near 1450 nm and 1900 nm correspond to water
absorption, and the reflectance dips are particularly pro-
nounced in the dentine lesion 1703. One other benefit of the
absorption, transmission or reflectance in the near infrared
may be that stains and non-calcified plaque are not visible in
this wavelength range, enabling better discrimination of
defects, cracks, and demineralized areas.

Compared with the interference from skin 1000 in FIG. 10
or fingernails 1400 in FIG. 14, the teeth appear to introduce
much less interference for non-invasive monitoring of blood
constituents. The few features in FIG. 16B or 17 may be
calibrated out of the measurement. Also, using an intact
tooth 1701 may further minimize any interfering signals.
Furthermore, since the tooth comprises relatively hard tis-
sue, higher power from the light sources in the near infrared
may be used without damaging the tissue, such as with skin.
Human Interface for Measurement System

A number of different types of measurements may be used
to sample the blood in the dental pulp. The basic feature of
the measurements should be that the optical properties are
measured as a function of wavelength at a plurality of
wavelengths. As further described below, the light source
may output a plurality of wavelengths, or a continuous
spectrum over a range of wavelengths. In a preferred
embodiment, the light source may cover some or all of the
wavelength range between approximately 1400 nm and
2500 nm. The signal may be received at a receiver, which
may also comprise a spectrometer or filters to discriminate
between different wavelengths. The signal may also be
received at a camera, which may also comprise filters or a
spectrometer. In an alternate embodiment, the spectral dis-
crimination using filters or a spectrometer may be placed
after the light source rather than at the receiver. The receiver
usually comprises one or more detectors (optical-to-clectri-
cal conversion element) and electrical circuitry. The receiver
may also be coupled to analog to digital converters, particu-
larly if the signal is to be fed to a digital device.

Referring to FIG. 15, one or more light sources 1511 may
be used for illumination. In one embodiment, a transmission
measurement may be performed by directing the light source
output 1511 to the region near the interface between the gum
1506 and dentine 1504. In one embodiment, the light may be
directed using a light guide or a fiber optic. The light may
then propagate through the dental pulp 1505 to the other
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side, where the light may be incident on one or more
detectors or another light guide to transport the signal to a
spectrometer, receiver or camera 1512. In another embodi-
ment, the light source may be directed to one or more
locations near the interface between the gum 1506 and
dentine 1504 (in one example, could be from the two sides
of the tooth). The transmitted light may then be detected in
the occlusal surface above the tooth using a spectrometer,
receiver, or camera 1512. In yet another embodiment, a
reflectance measurement may be conducted by directing the
light source output 1511 to, for example, the occlusal surface
of the tooth, and then detecting the reflectance at a spec-
trometer, receiver or camera 1513. Although a few embodi-
ments for measuring the blood constituents through a tooth
are described, other embodiments and techniques may also
be used and are intended to be covered by this disclosure.

The human interface for the non-invasive measurement of
blood constituents may be of various forms. In one embodi-
ment, a “clamp” design 1800 may be used to cap over one
or more teeth, as illustrated in FIG. 18A. The clamp design
may be different for different types of teeth, or it may be
flexible enough to fit over different types of teeth. For
example, different types of teeth include the molars (toward
the back of the mouth), the premolars, the canine, and the
incisors (toward the front of the mouth). One embodiment of
the clamp-type design is illustrated in FIG. 18A for a molar
tooth 1808. The C-clamp 1801 may be made of a plastic or
rubber material, and it may comprise a light source input
1802 and a detector output 1803 on the front or back of the
tooth.

The light source input 1802 may comprise a light source
directly, or it may have light guided to it from an external
light source. Also, the light source input 1802 may comprise
a lens system to collimate or focus the light across the tooth.
The detector output 1803 may comprise a detector directly,
or it may have a light guide to transport the signal to an
external detector element. The light source input 1802 may
be coupled electrically or optically through 1804 to a light
input 1806. For example, if the light source is external in
1806, then the coupling element 1804 may be a light guide,
such as a fiber optic. Alternately, if the light source is
contained in 1802, then the coupling element 1804 may be
electrical wires connecting to a power supply in 1806.
Similarly, the detector output 1803 may be coupled to a
detector output unit 1807 with a coupling element 1805,
which may be one or more electrical wires or a light guide,
such as a fiber optic. This is just one example of a clamp over
one or more teeth, but other embodiments may also be used
and are intended to be covered by this disclosure.

In yet another embodiment, one or more light source ports
and sensor ports may be used in a mouth-guard type design.
For example, one embodiment of a dental mouth guard 1850
is illustrated in FIG. 18B. The structure of the mouth guard
1851 may be similar to mouth guards used in sports (e.g.,
when playing football or boxing) or in dental trays used for
applying fluoride treatment, and the mouth guard may be
made from plastic or rubber materials, for example. As an
example, the mouth guard may have one or more light
source input ports 1852, 1853 and one or more detector
output ports 1854, 1855. Although six input and output ports
are illustrated, any number of ports may be used.

Similar to the clamp design describe above, the light
source inputs 1852, 1853 may comprise one or more light
sources directly, or they may have light guided to them from
an external light source. Also, the light source inputs 1852,
1853 may comprise lens systems to collimate or focus the
light across the teeth. The detector outputs 1854, 1855 may

10

15

20

25

30

35

40

45

50

55

60

65

28

comprise one or more detectors directly, or they may have
one or more light guides to transport the signals to an
external detector element. The light source inputs 1852,
1853 may be coupled electrically or optically through 1856
to a light input 1857. For example, if the light source is
external in 1857, then the one or more coupling elements
1856 may be one or more light guides, such as a fiber optic.
Alternately, if the light sources are contained in 1852, 1853,
then the coupling element 1856 may be one or more elec-
trical wires connecting to a power supply in 1857. Similarly,
the detector outputs 1854, 1855 may be coupled to a detector
output unit 1859 with one or more coupling elements 1858,
which may be one or more electrical wires or one or more
light guides, such as a fiber optic. This is just one example
of a mouth guard design covering a plurality of teeth, but
other embodiments may also be used and are intended to be
covered by this disclosure. For instance, the position of the
light source inputs and detector output ports could be
exchanged, or some mixture of locations of light source
inputs and detector output ports could be used.

Other elements may be added to the human interface
designs of FIG. 18 and are also intended to be covered by
this disclosure. For instance, in one embodiment it may be
desirable to have replaceable inserts that may be disposable.
Particularly in a doctor’s office or hospital setting, the same
instrument may be used with a plurality of patients. Rather
than disinfecting the human interface after each use, it may
be preferable to have disposable inserts that can be thrown
away after each use. In one embodiment, a thin plastic
coating material may enclose the clamp design of FIG. 18A
or mouth guard design of FIG. 18B. The coating material
may be inserted before each use, and then after the mea-
surement is exercised the coating material may be peeled off
and replaced. Such a design may save the physician or user
considerable time, while at the same time provide the
business venture with a recurring cost revenue source. Any
coating material or other disposable device may be con-
structed of a material having suitable optical properties that
may be considered during processing of the signals used to
detect any anomalies in the teeth.

Light Sources for Near Infrared

There are a number of light sources that may be used in
the near infrared. To be more specific, the discussion below
will consider light sources operating in the so-called short
wave infrared (SWIR), which may cover the wavelength
range of approximately 1400 nm to 2500 nm. Other wave-
length ranges may also be used for the applications
described in this disclosure, so the discussion below is
merely provided for exemplary types of light sources. The
SWIR wavelength range may be valuable for a number of
reasons. First, the SWIR corresponds to a transmission
window through water and the atmosphere. For example,
302 in FIG. 3A and 1602 in FIG. 16A illustrate the water
transmission windows. Also, through the atmosphere, wave-
lengths in the SWIR have similar transmission windows due
to water vapor in the atmosphere. Second, the so-called
“eye-safe” wavelengths are wavelengths longer than
approximately 1400 nm. Third, the SWIR covers the wave-
length range for nonlinear combinations of stretching and
bending modes as well as the first overtone of C—H
stretching modes. Thus, for example, glucose and ketones
among other substances may have unique signatures in the
SWIR. Moreover, many solids have distinct spectral signa-
tures in the SWIR, so particular solids may be identified
using stand-off detection or remote sensing. For instance,
many explosives have unique signatures in the SWIR.
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Different light sources may be selected for the SWIR
based on the needs of the application. Some of the features
for selecting a particular light source include power or
intensity, wavelength range or bandwidth, spatial or tempo-
ral coherence, spatial beam quality for focusing or trans-
mission over long distance, and pulse width or pulse rep-
etition rate. Depending on the application, lamps, light
emitting diodes (LEDs), laser diodes (LLD’s), tunable LD’s,
super-luminescent laser diodes (SLDs), fiber lasers or super-
continuum sources (SC) may be advantageously used. Also,
different fibers may be used for transporting the light, such
as fused silica fibers, plastic fibers, mid-infrared fibers (e.g.,
tellurite, chalcogenides, fluorides, ZBLAN, etc), or a hybrid
of these fibers.

Lamps may be used if low power or intensity of light is
required in the SWIR, and if an incoherent beam is suitable.
In one embodiment, in the SWIR an incandescent lamp that
can be used is based on tungsten and halogen, which have
an emission wavelength between approximately 500 nm to
2500 nm. For low intensity applications, it may also be
possible to use thermal sources, where the SWIR radiation
is based on the black body radiation from the hot object.
Although the thermal and lamp based sources are broadband
and have low intensity fluctuations, it may be difficult to
achieve a high signal-to-noise ratio in a non-invasive blood
constituent measurement due to the low power levels. Also,
the lamp based sources tend to be energy inefficient.

In another embodiment, LED’s can be used that have a
higher power level in the SWIR wavelength range. LED’s
also produce an incoherent beam, but the power level can be
higher than a lamp and with higher energy efficiency. Also,
the LED output may more easily be modulated, and the LED
provides the option of continuous wave or pulsed mode of
operation. LED’s are solid state components that emit a
wavelength band that is of moderate width, typically
between about 20 nm to 40 nm. There are also so-called
super-luminescent LEDs that may even emit over a much
wider wavelength range. In another embodiment, a wide
band light source may be constructed by combining different
LEDs that emit in different wavelength bands, some of
which could preferably overlap in spectrum. One advantage
of LEDs as well as other solid state components is the
compact size that they may be packaged into.

In yet another embodiment, various types of laser diodes
may be used in the SWIR wavelength range. Just as LEDs
may be higher in power but narrower in wavelength emis-
sion than lamps and thermal sources, the LDs may be yet
higher in power but yet narrower in wavelength emission
than LEDs. Different kinds of LDs may be used, including
Fabry-Perot LDs, distributed feedback (DFB) LDs, distrib-
uted Bragg reflector (DBR) LDs. Since the LDs have
relatively narrow wavelength range (typically under 10 nm),
in one embodiment a plurality of L.LDs may be used that are
at different wavelengths in the SWIR. For example, in a
preferred embodiment for non-invasive glucose monitoring,
it may be advantageous to use LDs having emission spectra
near some or all of the glucose spectral peaks (e.g., near
1587 nm, 1750 nm, 2120 nm, 2270 nm, and 2320 nm). The
various LDs may be spatially multiplexed, polarization
multiplexed, wavelength multiplexed, or a combination of
these multiplexing methods. Also, the LDs may be fiber
pig-tailed or have one or more lenses on the output to
collimate or focus the light. Another advantage of LDs is
that they may be packaged compactly and may have a
spatially coherent beam output. Moreover, tunable L.Ds that
can tune over a range of wavelengths are also available. The
tuning may be done by varying the temperature, or electrical
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current may be used in particular structures, such as distrib-
uted Bragg reflector LDs. In another embodiment, external
cavity LDs may be used that have a tuning element, such as
a fiber grating or a bulk grating, in the external cavity.

In another embodiment, super-luminescent laser diodes
may provide higher power as well as broad bandwidth. An
SLD is typically an edge emitting semiconductor light
source based on super-luminescence (e.g., this could be
amplified spontaneous emission). SLDs combine the higher
power and brightness of L.Ds with the low coherence of
conventional LEDs, and the emission band for SLD’s may
be 5 to 100 nm wide, preferably in the 60 to 100 nm range.
Although currently SLDs are commercially available in the
wavelength range of approximately 400 nm to 1700 nm,
SLDs could and may in the future be made to cover a
broader region of the SWIR.

In yet another embodiment, high power LDs for either
direct excitation or to pump fiber lasers and SC light sources
may be constructed using one or more laser diode bar stacks.
As an example, FIG. 19 shows an example of the block
diagram 1900 or building blocks for constructing the high
power LDs. In this embodiment, one or more diode bar
stacks 1901 may be used, where the diode bar stack may be
an array of several single emitter LDs. Since the fast axis
(e.g., vertical direction) may be nearly diffraction limited
while the slow-axis (e.g., horizontal axis) may be far from
diffraction limited, different collimators 1902 may be used
for the two axes.

Then, the brightness may be increased by spatially com-
bining the beams from multiple stacks 1903. The combiner
may include spatial interleaving, it may include wavelength
multiplexing, or it may involve a combination of the two.
Different spatial interleaving schemes may be used, such as
using an array of prisms or mirrors with spacers to bend one