
(19) United States 
US 2004OO37279A1 

(12) Patent Application Publication (10) Pub. No.: US 2004/0037279 A1 
Zelig et al. (43) Pub. Date: Feb. 26, 2004 

(54) VIRTUAL PRIVATE LAN SERVICE USING A 
MULTICAST PROTOCOL 

(76) Inventors: David Zelig, Givataim (IL); Leon 
Bruckman, Petah Tikva (IL); Gal Mor, 
Herzliya (IL); Zvi Menahemi, Modi 
in (IL) 

Correspondence Address: 
CHRISTIE, PARKER & HALE, LLP 
P.O. BOX 7068 
PASADENA, CA 91109–7068 (US) 

(21) Appl. No.: 10/226,525 

(22) Filed: 

as 
Aug. 23, 2002 

Publication Classification 

(51) Int. Cl." ..................................................... H04L 12/28 
(52) U.S. Cl. ............................................ 370/390; 370/401 

(57) ABSTRACT 

A method for data broadcast over a network includes receiv 
ing at a virtual bridge a data packet to be flooded over the 
network, and passing the data packet from the virtual bridge 
to a multicast-capable router, along with a broadcast indi 
cation. Responsive to the broadcast indication, the router 
determines a group of destination addresses to which the 
packet should be multicast, and creates copies of the packet 
for transmission over the network to the destination 
addresses in the group. 
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VIRTUAL PRIVATE LAN SERVICE USINGA 
MULTICAST PROTOCOL 

FIELD OF THE INVENTION 

0001. The present invention relates generally to commu 
nication networks, and Specifically to methods and Systems 
for providing virtual private LAN services (VPLS). 

BACKGROUND OF THE INVENTION 

0002 Local Area Networks (LANs) connect computing 
Systems together. LANs of all types can be connected 
together using Media Access Control (MAC) bridges, as set 
forth in the “IEEE Standard for Information Technology, 
Telecommunications and Information Exchange between 
Systems, Local and Metropolitan Area Networks, Common 
Specifications, Part 3: Media Access Control (MAC) 
Bridges,” published as ANSI/IEEE Standard 802.1D (1998), 
which is incorporated herein by reference. The 802.1D 
Standard is available at Standards.ieee.org/catalog/ 
IEEE802.1.html. 

0003. Each computing system connects to a LAN through 
a MAC device. MAC bridges that implement the 802.1D 
Standard allow MAC devices attached to physically Sepa 
rated LANs to appear to each other as if they were attached 
to a single LAN. AMAC bridge functions within the Logical 
Link Control (LLC) sublayer of the Network Layer defined 
in ISO/IEC standard 7498-1: 1994, entitled “Information 
Processing Systems-Open Systems Interconnection-Basic 
Reference Model-Part 1: The Basic Model” (available 
from the American National Standards Institute, New York, 
N.Y.), which is incorporated herein by reference. The bridge 
includes two or more MAC devices that interconnect the 
bridge ports to respective LANs. 
0004. MAC bridges maintain a database to map destina 
tion MAC addresses of the packets they receive to bridge 
ports. The bridge builds the database by means of a learning 
process, in which it associates the Source MAC address of 
each incoming packet with the port on which the packet was 
received. When the bridge receives an incoming packet 
whose destination address is not located in the database, it 
broadcasts the packet through all its available ports, except 
the one through which the packet arrived. Other MAC 
bridges that do not recognize the destination address will 
further broadcast the packet. Through the broadcast mecha 
nism, the packet will eventually traverse all interconnected 
bridges at least once, and will ultimately reach its destina 
tion. A similar broadcast operation is performed indepen 
dently for having a destination MAC address of a broadcast 
or multicast group, although the multicast Scope may be 
reduced if the bridge is aware (by use of special protocols) 
of the physical locations of the target addresses in each 
multicast group. The operation of broadcast or multicast of 
a packet is referred to (independently of the reason) as a 
flooding process. 
0005) Multiprotocol Label Switching (MPLS) is gaining 
popularity as a method for efficient transportation of data 
packets over connectionless networks, Such as Internet Pro 
tocol (IP) networks. MPLS is described in detail by Rosen 
et al., in Request for Comments (RFC) 3031 of the Internet 
Engineering Task Force (IETF), entitled “Multiprotocol 
Label Switching Architecture” (January, 2001), which is 
incorporated herein by reference. This RFC, as well as other 
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IETF RFCs and drafts cited hereinbelow, is available at 
www.ietf.org. In conventional IP routing, each router along 
the path of a packet Sent through the network analyzes the 
packet header and independently chooses the next hop for 
the packet by running a routing algorithm. In MPLS, how 
ever, each packet is assigned to a Forwarding Equivalence 
Class (FEC) when it enters the network, depending on its 
destination address. The packet receives a short, fixed-length 
label identifying the FEC to which it belongs. All packets in 
a given FEC are passed through the network over the same 
path by label-switching routers (LSRs). Unlike IP routers, 
LSRS Simply use the packet label as an indeX to a look-up 
table, which specifies the next hop on the path for each FEC 
and the label that the LSR should attach to the packet for the 
next hop. 

0006 Since the flow of packets along a label-switched 
path (LSP) under MPLS is completely specified by the label 
applied at the ingreSS node of the path, a LSP can be treated 
as a tunnel through the network. Such tunnels are particu 
larly useful in network traffic engineering, as well as com 
munication security. MPLS tunnels are established by “bind 
ing a particular label, assigned at the ingreSS node to the 
network, to a particular FEC. 

0007. One of the most promising uses of MPLS tunnels 
is in transporting layer-2 packets, Such as Ethernet frames or 
ATM cells, over high-Speed, high-performance packet net 
WorkS. Methods for this purpose are described, for example, 
by Martini et al., in “Encapsulation Methods for Transport of 
Ethernet Frames Over IP and MPLS Networks” (IETF 
draft-martini-ethernet-encap-mpls-01.txt, July, 2002), which 
is incorporated herein by reference. This draft defines 
mechanisms for encapsulating Ethernet traffic for transpor 
tation over IP networks using MPLS or other tunneling 
methods, Such as Generic Routing Encapsulation (GRE), as 
are known in the art. L2TPv3, described by Townsley et al 
in “Layer Two Tunneling Protocol (Version 3) L2TPv3.” 
(IETF draft-ietf-12tpext-12tp-base-03.txt, June, 2002), which 
is incorporated herein by reference, is another technique for 
tunneling layer-2 packets over IP networks, which can be 
used, inter alia, to carry Ethernet packets within a provider 
network. The term “layer 2’ refers to the second layer in the 
protocol stack defined by the well-known Open Systems 
Interface (OSI) model, also known as the logical link, data 
link, or MAC, layer. 

0008 According to the model proposed by Martini et al., 
native Ethernet LANs are connected to the IP network by 
provider edge (PE) devices, which are linked one to another 
by tunnels through the IP network. The sending (ingress) PE 
device receives Ethernet frames from a customer edge (CE) 
device on the Source LAN. It encapsulates the frames in 
packets with the label Stack required for transmitting the 
packets through the appropriate tunnel to the receiving 
(egress) PE device. The label structure includes a “virtual 
connection” label (or VC label), which is used by the egress 
PE device to de-encapsulate the frame and add the proper 
MAC header and, optionally, a VLAN tag for transmission 
on the target LAN to the destination CE device. Details of 
the VC label structure are described by Martini et al. in an 
IETF draft entitled “Encapsulation Methods for Transport of 
Layer 2 Frames over MPLS” (IETF draft-martini-12circuit 
encap-mpls-04.txt, November, 2001), which is incorporated 
herein by reference. 
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0009. As a result of this encapsulation and associated 
processing functions, the IP network emulates Ethernet 
trunking and Switching behavior and can thus be treated as 
an Ethernet “pseudo wire” (PW). In other words, from the 
point of view of native Ethernet LANs that are connected to 
tunnels through the IP network, each PW is a virtual 
Ethernet point-to-point connection, emulating a physical 
connection between two Ethernet port. 

0.010 Taking this functionality a step further, Lasserre et 
al. describe a method to create a virtual private LAN service 
(VPLS) using a MPLS network in “Virtual Private LAN 
Services over MPLS” (IETF draft-lasserre-vkompella 
ppvpn-VplS-02.txt, June, 2002), which is incorporated herein 
by reference. Although this reference is limited in Scope to 
MPLS tunneling, the PW connection between the nodes can 
more generally be implemented using any available PW 
protocol, such as GRE or L2TPv3. A VPLS (also known as 
a transparent LAN service- TLS) provides bridge-like 
functionality between multiple sites over a large network. 
Users connect to the VPLS via regular node interfaces, and 
PWs between the nodes to which the users are connected 
form the VPLS entity itself. Every node in a VPLS acts as 
a virtual bridge. A virtual bridge node has “virtual ports.” 
which are the endpoints of PWs that are part of the VPLS. 
The interfaces to which the users are actually connected are 
physical ports at the network edges. Both Virtual and real 
interfaces are treated identically from the point of view of 
frame forwarding and address learning. A Single provider 
node can participate in multiple VPLS instances, each 
belonging to a different user. 

0.011 The VPLS network topology is completely speci 
fied by the PW connections. When the PW connections are 
MPLS tunnels, the VPLS depends on the MPLS protocol to 
actually transfer the packets through the network. Since 
MPLS networks supply an alternative, virtual implementa 
tion of layer-2 network communications, VPLS can be 
thought of as parallel to conventional virtual bridged local 
area networks, as specified in the IEEE 802.1Q standard. 
From the perspective of the end-user, the VPLS network is 
transparent. The user is provided with the illusion that the 
provider network is a single LAN domain. User nodes on 
different physical LANs can thus be joined together through 
VPLS connections to define a virtual private network 
(VPN), which appears to the users to be a single Ethernet 
LAN. 

0012 VPLS networks are still in the development stage, 
and there are as yet no clear Standards for loop prevention in 
Such networks. One possible Solution to avoiding loops in 
VPLS topologies is to configure the VPLS network as a full 
mesh of tunnels, as Specified by Lasserre et al. in the 
above-mentioned draft. In a full mesh, each PE is directly 
connected to every other PE in the same VPN by a single 
PW. To avoid loops in the VPN, Lasserre et al. require that 
all PEs support a “split horizon” scheme, meaning that a PE 
must not forward traffic from one PW to another, although 
it may (and should) forward traffic from one physical port to 
another and between physical ports and the PWs. Consid 
ering the Scope of flooding generally, a packet to be flooded 
coming from a PW will never be copied to another PW on 
the full mesh side, but is flooded to all Ethernet ports on the 
same VPN. An Ethernet packet to be flooded arriving from 
a physical port is copied to all other physical ports and to all 
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the full mesh PWs of the same VPN. This split behavior 
differs from the traditional model of 802.1D bridges. 
0013 “Hierarchical VPLS” is an extension to this model, 
which is also described by Lasserre et al. in the above 
mentioned draft. In hierarchical VPLS, Some or all of the 
physical interfaces on one side of the Split horizon can be 
replaced by point-to-point PWs, which act as logical exten 
Sions of physical ports of remote nodes. In this case, there 
are both full-mesh PWs and point-to-point PWs (and pos 
sibly even physical ports) associated with the same VPN. 
The Scope of forwarding and flooding is the same as 
described above for full-mesh PWs and physical ports. 
0014) Another option for preventing loops is to create the 
VPLS in a hub-and-spoke topology. In this case, only 
point-to-point PWs exist between the node that implements 
VPLS operation and edge nodes physically connected to the 
user ports. The bridging operation between the PWs in this 
case is the same as in a Standard bridge, except that multiple 
logical bridges Serve multiple users on the same physical 
node. 

SUMMARY OF THE INVENTION 

0015 The present invention seeks to provide improved 
mechanisms for packet flooding in Virtual private networks 
(VPNs), particularly Ethernet VPNs. For this purpose, in 
preferred embodiments of the present invention, Virtual 
bridges in a layer-2 VPN take advantage of the inherent 
multicast capabilities of existing network routers, Such as 
Internet Protocol (IP) routers, in performing split-horizon 
traffic forwarding. Typically, Such virtual bridges comprise 
PES in a VPLS network, but the principles of the present 
invention are similarly applicable to other types of trans 
parent LAN-over-IP services, using other types of virtual 
bridge devices. 
0016. In preferred embodiments of the present invention, 
when a virtual bridge receives a layer-2 packet (Such as an 
Ethernet frame) to be flooded, the virtual bridge adds an 
indicator that designates the packet for multicast, and passes 
the packet to a router. (AS noted above, the reason for 
flooding the layer-2 packet may be that its MAC destination 
address is unknown, or it may be that it belongs to a 
broadcast or multicast MAC address family.) When an IP 
router is used for this purpose, the indicator attached by the 
Virtual bridge typically comprises an IP multicast address. 
0017. The router is programmed to associate the indicator 
with a particular multicast group, corresponding to the 
destination nodes in the VPN to which the packet should be 
forwarded. In the case of packets received by the virtual 
bridge from one of the user-side in the VPN (i.e., in the 
VPLS context, from a CE, either directly or through a 
point-to-point PW), the multicast group typically includes 
all nodes in the VPN other than the originating node. On the 
other hand, for packets received by the virtual bridge on its 
network side (or provider domain) from another virtual 
bridge, the multicast group includes only the user-Side nodes 
that are connected to the receiving Virtual bridge. In either 
case, the router uses its built-in multicast capability to 
address copies of the packet to all the nodes in the appro 
priate multicast group. The use of router capabilities in this 
fashion enables targeted broadcasting within the VPN, as 
required by the Split horizon model, while relieving the 
Virtual bridge of the performance burden of Supporting this 
complex broadcasting model. 
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0.018. In some cases, the underlying network over which 
the VPLS or other transparent LAN service is carried, such 
as an IP network, is itself multicast-capable. In Such cases, 
the virtual bridge preferably sends the multicast packet to 
the network, and the routers in the existing network carry out 
the targeted broadcasting described above. 
0.019 Alternatively, in some preferred embodiments of 
the present invention, a special multicast Server is coupled to 
the Virtual bridge itself. The Virtual bridge passes packets to 
the multicast Server with an indicator identifying the mul 
ticast group. The Server then determines the destination 
addresses to which each packet should be sent, and returns 
the copies of the packet, appropriately addressed, to the 
Virtual bridge for forwarding through its physical and virtual 
ports. AS noted above, the multicast Server may be used for 
any sort of packet flooding, whether because the MAC 
address is unknown, or because it refers to a broadcast or 
multicast group. 
0020. Although preferred embodiments are described 
herein with reference to certain communication protocols, 
and particularly to IP routers and multicast capabilities, the 
principles of the present invention may similarly be applied 
using protocols and multicast routers of other types. 
0021. There is therefore provided, in accordance with a 
preferred embodiment of the present invention, a method for 
data broadcast over a network, including: 

0022 receiving at a virtual bridge a data packet to be 
flooded over the network; 

0023 passing the data packet from the virtual bridge 
to a multicast-capable router, along with a broadcast 
indication; 

0024 responsive to the broadcast indication, deter 
mining at the router a group of destination addresses 
to which the packet should be multicast; 

0025 creating copies of the packet at the router for 
transmission to the destination addresses in the 
group; and 

0026 transmitting the copies of the packet over the 
network. 

0.027 Preferably, transmitting the copies of the packet 
includes transmitting the copies of the packet by tunneling 
through the network, most preferably by creating a virtual 
private LAN service (VPLS), and transmitting the copies of 
the packet using the VPLS. Further preferably, the virtual 
bridge includes a provider edge (PE) device, and transmit 
ting the copies of the packet over the VPLS includes 
transmitting the copies of the packet over pseudo-wires 
(PWs) connecting to the PE device. In preferred embodi 
ments of the present invention, transmitting the copies over 
the PWS includes Sending the copies using multi-protocol 
label-switched (MPLS) tunnels, using Generic Routing 
Encapsulation (GRE), or using a Layer Two Tunneling 
Protocol (L2TP). 
0028. Additionally or alternatively, receiving the data 
packet includes receiving the data packet at the virtual 
bridge for transmission on a designated VPLS instance, 
among a plurality of VPLS instances existing on the net 
work, and creating the copies includes including in the 
copies of the packet a field identifying the designated VPLS 
instance. 
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0029. In a preferred embodiment, the multicast-capable 
router includes an Internet Protocol (IP) router, and wherein 
the broadcast indication includes an IP multicast destination 
address, and receiving the data packet includes receiving an 
Ethernet frame. 

0030 Typically, the virtual bridge has one or user-side 
ports, connecting the virtual bridge to user nodes, and one or 
more virtual ports, connecting the Virtual bridge to other 
Virtual bridges in the network, and determining the group of 
the destination addresses includes choosing a first group of 
the destination addresses if the packet is received from one 
of the user nodes, and a Second group of the destination 
addresses if the packet is received from one of the other 
Virtual bridges. In a preferred embodiment, the network 
includes a virtual private network (VPN), and the first group 
includes the destination addresses of all the other virtual 
bridges participating in the VPN and all the user nodes 
connected to the user-Side ports of the Virtual bridge, except 
the one of the user nodes from which the packet was 
received, and the Second group includes the user nodes 
connected to the user-side ports of the Virtual bridge while 
excluding the Virtual bridges. 
0031. In some preferred embodiments, passing the data 
packet to the multicast-capable router includes passing the 
data packet from a forwarding engine to a multicast Server 
asSociated with the virtual bridge, and transmitting the 
copies includes returning the copies of the packet from the 
multicast Server to the forwarding engine for transmission 
by the forwarding engine to the destination addresses. Pref 
erably, creating the copies includes addressing one of the 
copies to each of the destination addresses in the group. 
Typically, the forwarding engine has multiple ports, and 
creating the copies includes inserting in each of the copies 
of the packet a port identifier field, and transmitting the 
copies includes outputting the copies of the packet to the 
network from the forwarding engine through the ports 
indicated by the port identifier field. Preferably, the port 
identifier field includes a virtual local area network (VLAN) 
tag. 

0032. In other preferred embodiments, passing the packet 
to the multicast-capable router includes Sending the packet 
from the virtual bridge to a router node in the network, and 
transmitting the copies includes multicasting the copies from 
the router node to the destination addresses in the group. 
Preferably, multicasting the copies includes adding a mul 
tiplexing tag to the copies, and the method includes deter 
mining target users to whom the copies of the packet are to 
be delivered responsive to the multiplexing tag and to a 
network Source address of the copies of the packet. 
0033 Preferably, receiving the data packet includes read 
ing a medium access control (MAC) destination address of 
the data packet, and determining that the data packet should 
be flooded over the network because the MAC destination 
address is unknown to the virtual bridge. 
0034. There is also provided, in accordance with a pre 
ferred embodiment of the present invention, apparatus for 
data broadcast over a network, including: 

0035 a multicast server, which is adapted to receive 
data packets for multicast over the network, and to 
create multiple copies of the data packets for trans 
mission to destination addresses in a specified mul 
ticast group; and 
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0036) a forwarding engine, coupled to the multicast 
Server and configured to Serve as a virtual bridge 
having physical and Virtual ports, and adapted to 
Send and receive the data packets over the network 
through the ports, Such that upon receiving a data 
packet to be flooded over the network, the forward 
ing engine passes the data packet to the multicast 
Server along with a broadcast indication, which 
causes the Server to identify the multicast group to 
which the copies of the packet should be sent, to 
generate the copies of the packet for transmission to 
the destination addresses in the group, and to return 
the copies of the packet to the forwarding engine, 
whereupon the forwarding engine transmits the cop 
ies of the packet through the ports. 

0037. There is additionally provided, in accordance with 
a preferred embodiment of the present invention, a data 
communication network, including: 

0038 one or more multicast routers, which are 
adapted to receive data packets for multicast over the 
network, and to create multiple copies of the data 
packets for transmission to destination addresses in a 
Specified multicast group, and 

0039 a plurality of virtual bridges, which have 
physical and virtual ports and are coupled to Send 
and receive the data packets over the network to and 
from the multicast routers through the virtual ports, 
Such that any one of the virtual bridges, upon receiv 
ing a data packet to be flooded over the network, 
sends the data packet to one or more of the multicast 
routerS along with a broadcast indication, which 
causes the routers to identify the multicast group to 
which the copies of the packet should be sent, to 
generate the copies of the packet for transmission to 
the destination addresses in the group, and to trans 
mit the copies of the packet over the network to the 
destination addresses in the group. 

0040. The present invention will be more fully under 
stood from the following detailed description of the pre 
ferred embodiments thereof, taken together with the draw 
ings in which: 

BRIEF DESCRIPTION OF THE DRAWINGS 

0041 FIG. 1 is a block diagram that schematically illus 
trates a virtual private network (VPN), in accordance with a 
preferred embodiment of the present invention; 
0.042 FIG. 2 is a block diagram showing details of a 
virtual bridge in a VPN, in accordance with a preferred 
embodiment of the present invention; 
0.043 FIG. 3 is a flow chart that schematically illustrates 
a method for flooding data packets, in accordance with a 
preferred embodiment of the present invention; 
0044 FIG. 4 is a block diagram that schematically illus 
trates a data packet received by a virtual bridge, in accor 
dance with a preferred embodiment of the present invention; 
004.5 FIG. 5 is a block diagram that schematically illus 
trates an encapsulated multicast data packet, in accordance 
with a preferred embodiment of the present invention; 
0.046 FIG. 6 is a block diagram that schematically illus 
trates a VPN, in accordance with another preferred embodi 
ment of the present invention; and 
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0047 FIG. 7 is a block diagram that schematically illus 
trates an encapsulated multicast data packet, in accordance 
with a preferred embodiment of the present invention. 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENTS 

0048 FIG. 1 is a block diagram that schematically illus 
trates a virtual private network (VPN) 20, in accordance 
with a preferred embodiment of the present invention. VPN 
20 is built around a virtual private LAN service (VPLS), 
operating within a network 22, typically an IP or MPLS 
network. The VPLS is based on virtual bridges 24, or 
VPLS-capable PEs, which are connected by PW26, through 
network 22. Virtual bridges 24 also have connections either 
directly to user nodes 28, or CEs, via Ethernet physical 
interfaces 30, or via virtual PW connections 31 to a “simple” 
PE node 29, which in turn is connected to the user node via 
physical interfaces 30. PE node 29 is able to translate 
physical user Ethernet ports into Virtual connections, as 
specified in the above-mentioned draft by Martini, but does 
not necessarily perform bridging operations. Typically, a 
Simple PE node provides aggregated access for many users 
to network 22, and the network includes many such PES. 
These PE nodes are omitted from FIG. 1. for the sake of 
Simplicity, as are redundant connections that are often pro 
vided between the user nodes or the simple PE nodes and the 
Virtual bridges. 
0049 Virtual bridges 24 in this embodiment are con 
nected to one another by PWS 26 in a full-mesh configura 
tion, while user nodes 28 or simple PES 29 are connected to 
the Virtual bridges in a Star topology. The virtual bridges are 
configured to Support a split horizon model using IP multi 
cast capabilities, using multicast techniques described in 
greater detail hereinbelow. Alternatively, the VPLS tunnels 
may be only partially meshed. In this case, the Spanning 
Tree Protocol (STP) is preferably used to prevent loops 
between the PE nodes. Application of STP to VPLS-type 
networks is described, for example, in U.S. patent applica 
tion Ser. No. 10/057,332, filed Jan. 25, 2002, which is 
assigned to the assignee of the present patent application and 
whose disclosure is incorporated herein by reference. Eth 
ernet interfaces 30 and point-to-point PW connections 31 
may similarly have alternative, more complex topologies, as 
are known in the art. For example, a single PW connection 
31 may serve multiple Ethernet interfaces 30 or other 
point-to-point PWs by introducing one more level of bridg 
ing in PE 29, as long as no loops are created together with 
the VPLS network. The VPLS and LAN topologies shown 
in FIG. 1 are chosen by way of example, and the principles 
of the present invention may be applied, mutatis mutandis, 
to these alternative VPLS and LAN topologies, as well. 
0050 FIG. 2 is a block diagram that schematically shows 
details of Virtual bridge 24, in accordance with a preferred 
embodiment of the present invention, in which an IP router 
is used as a local multicast server 36. Virtual bridge 24 
comprises a forwarding engine 34, having real ports con 
necting to Ethernet interfaces 30 or point-to-point PWS 31, 
and virtual ports connecting to VPLS PWS 26. The forward 
ing engine treats its real and Virtual ports in a Substantially 
identical fashion. When forwarding engine 34 receives a 
packet over any given port, it looks up the MAC destination 
address of the packet in a forwarding database (FDB)35 that 
it maintains. For each known destination address, the data 
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base indicates either the port or the PW through which the 
forwarding engine should output the packet, and the for 
warding engine outputs the packet accordingly. 

0051. On the other hand, when the packet is to be flooded, 
either because the MAC destination address is unknown, or 
because the MAC destination address is a broadcast or 
multicast address, forwarding engine 34 passes the packet to 
IP multicast server 36 via an internal interface 38. Multicast 
server 36 implements multicast functions of an IP router, 
using a routing table 39, as is known in the art. IP multicast 
routing is described, for example, by Deering in IETF RFC 
1112 (1989), entitled “Host Extensions for IP Multicasting.” 
which is incorporated herein by reference. Multicast server 
36 is not configured as a router in an IP network, however, 
but is instead incorporated as a part of Virtual bridge 24 in 
support of forwarding engine 34. Multicast server 36 may 
comprise, for example, a communication line card, which is 
connected via one or more backplane traces to a main 
processing module comprising forwarding engine 34. Con 
nections 38 preferably comprise VLAN connections, as 
specified in the above-mentioned 802.1Q standard, and each 
VLAN on interface 38 is treated by forwarding engine 34 as 
a virtual port. Alternative hardware and Software implemen 
tations of virtual bridge 24 will be apparent to those skilled 
in the art and are considered to be within the Scope of the 
present invention. 

0.052 Reference is now made to FIGS. 3-5, which sche 
matically illustrate a method used by virtual bridge 24 for 
handling data packets that it receives with unknown MAC 
destination addresses, in accordance with a preferred 
embodiment of the present invention. FIG. 3 is a flow chart 
that illustrates the method itself, while FIGS. 4 and 5 are 
block diagrams showing data packets received and Sent by 
forwarding engine 34. 

0053) The method of FIG. 3 is initiated whenever for 
warding engine 34 receives a data packet on one of its ports 
(real or virtual), at a packet reception step 40. The format of 
a data packet 42 sent or received over one of PWS 26 or 
virtual connections 31 is shown in FIG. 4, assuming MPLS 
PWS. The data packet contains an original Ethernet packet 
44, which comprises a MAC destination address (DA) 48 
and source address (SA) 50, along with a data payload 52. 
Packet 44 is encapsulated with a label Stack 46, comprising 
a MPLS label 54 and a virtual connection (VC) label 56, as 
described in the above-mentioned draft by Martini. The label 
stack enables forwarding engine 34 to identify the VPLS 
instance to which packet 42 belongs. If the packet was 
received from a user node directly connected to interface 30, 
the identification of the VPLS instance is determined by the 
port number and possibly the VLAN field inside the data 
packet. The forwarding engine encapsulates outgoing pack 
ets for transmission through PWS 26 and virtual connections 
31 in like fashion. Alternatively, other labeling schemes and 
other types of PWs, as are known in the art, such as L2TP 
tunnels, may be used for encapsulation and transport of 
packet 44. 

0054 Forwarding engine 34 checks MAC SA 50 to 
determine whether this address is already listed in database 
35, at a source checking step 60. If not, the forwarding 
engine adds a record to the database, associating the MAC 
address indicated by SA50 with the port or PW on which the 
packet was received, at an address recording Step 62. Next, 
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forwarding engine 34 checks MAC DA 48 of the incoming 
packet, to determine whether the output port for this MAC 
address is known, i.e., whether this MAC address is listed in 
database 35, at a destination checking Step 64. If the address 
is a unicast address and is listed in the database, the 
forwarding engine Simply outputs the packet through the 
appropriate port or PW listed in the corresponding database 
record, at a unicast forwarding Step 66. Alternatively, the 
forwarding engine may be configured to forward all incom 
ing packets to multicast Server 36 (unicast or multicast, 
regardless of whether the port association of DA 48 is 
already known-although when the MAC unicast address is 
known, server 36 applies unicast IP routing). The multicast 
Server then determines the output routing of each packet and 
returns the packet to the forwarding engine with a header 
indicating the proper output port. This method of packet 
forwarding is described below with reference to broadcast 
packets, but it may also be applied to unicast packets. 

0055) If MAC DA 48 of the incoming packet is not a 
unicast MAC address or does not appear in database 35, 
forwarding engine 34 is required to broadcast the packet in 
accordance with the split-horizon scheme applicable to VPN 
20. For this purpose, the forwarding engine attaches Special 
IP header information and passes the packet to multicast 
server 36, at a packet Submission step 68. The IP header, 
which is shown in FIG. 5, includes an IP destination address 
(DA), which identifies to server 36 the multicast group to 
which this packet should be distributed. For each VPLS 
instance Served by Virtual bridge 24, two multicast groups 
are defined: 

0056 G1-the group of all point-to-point connec 
tions, i.e., the connections to user nodes 28, includ 
ing direct physical connections 30 and virtual con 
nections 31. 

0057 G2-the group of all connections, including 
both point-to-point and full-mesh connections, i.e., 
including PWs 26. 

0058. The membership of these multicast groups for each 
VPLS instance depends on the specific topology of that 
instance. Multiple VPLS instances with the same topology 
may share the same multicast groups, but for generality, we 
will use G1(i) and G2(i) to denote the specific multicast 
groups for each VPLS instance i. For each Such instance, 
routing table 39 of server 36 is configured with lists of 
virtual router ports (VRPs) that correspond to the ports of 
forwarding engine 34 in G1(i) and G2(i). 

0059 FIG. 5 shows a preferred format for such an 
encapsulated packet 70, which is Sent from forwarding 
engine 34 to multicast server 36 at step 68. The forwarding 
engine preferably removes label Stack 46 from the incoming 
packet and adds the following fields for processing by 
multicast server 36: 

0060 An IP destination address (DA) 72, identify 
ing the multicast group to which the packet belongs. 
If forwarding engine 34 received the packet through 
one of tunnels 26, it assigns DA72 a first value that 
refers to G1(i). On the other hand, if the forwarding 
engine received the packet over interface 30 or PW 
31, it assigns DA 72 a Second value referring to 
G2(i). 
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0061 An IP source address (SA) 74, identifying the 
VPLS instance on which the packet was received by 
forwarding engine 34. 

0062 AVRP identifier (V2) 76, corresponding to 
the port of forwarding engine 34 on which the packet 
was received. In the present embodiment, the VRP 
identifier has the form of a VLAN tag. 

0063) An optional dummy MAC header 78, includ 
ing MAC DA and SA, which may need to be 
uniquely associated with the VRP, depending on 
Specific implementation constraints of the virtual 
bridge. 

0064.) Multicast server 36 receives packet 70 from for 
warding engine 34 and looks up IP DA72 and IPSA 74 in 
routing table 39. Server 36 then makes multiple copies of the 
packet, one for each VRP in the multicast group (G1(i) or 
G2(i)) indicated by IP DA72, at a packet copying step 80. 
The format of the duplicated packetS is thus the same as that 
of packet 70, but each copy has a different VRP identifier 76 
(and possibly a different MAC header 78). In other words, 
if the packet was received by virtual bridge 24 through one 
of PWS 26, the packet is duplicated to all the virtual bridge 
ports in G1(i), i.e., all of interfaces 30 and point-to-point PW 
connections 31. On the other hand, if the packet was 
received over interface 30 or PW connection 31, the packet 
is duplicated to all the bridge ports in G2(i), i.e., both to PWs 
26 and to interfaces 30 and PW connection 31, except for the 
port or PW connection through which the packet was 
received. 

0065 Multicast server 36 returns the duplicated packets 
to forwarding engine 34, at a return Step 82. In each packet, 
IPSA 74 and VRP identifier 76 indicate uniquely to the 
forwarding engine the port (real or virtual) through which 
the packet should be output. The forwarding engine accord 
ingly forwards the duplicate packets to all the ports and PWs 
in the appropriate multicast group, at a packet forwarding 
step 84, after first removing the IP header and adding the 
appropriate labeling, as shown in FIG. 4 for the case of 
MPLS PWS. 

0.066 If server 36 is to be used for unicast forwarding, as 
well, additional values of unicast IP DA72 should be listed 
in routing table 39 for unicast packets. The routing table 
maps each unicast value of DA72 to a single VRP identifier 
76. The Server returns only a single copy of each unicast 
packet, with the appropriate VRP identifier, to forwarding 
engine 34, which then outputs the packet through the port 
indicated by the VRP identifier. 
0067 FIG. 6 is a block diagram that schematically illus 
trates a VPN 90, in accordance with another preferred 
embodiment of the present invention. In contrast to the 
preceding embodiment, VPN 90 takes advantage of existing 
multicast capabilities of an underlying network 92. Each 
user node 28 is connected to network 92 through a single 
physical port of a virtual bridge 94. Traffic between the 
Virtual bridges is carried through routers 96. ASSuming 
network 92 to be an IP network, and routers 96 to be IP 
routers, there is no connection-oriented association between 
the participating nodes in VPN 90, and routing is based on 
IP address only. The operation of VPN 90 is described here 
based on this assumption, but the principles of this embodi 
ment may also be implemented, mutatis mutandis, using 
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multicast routers of other types, with different characteris 
tics. For example, routers 96 may comprise multicast 
capable label-Switched routers (LSRs), interconnected by 
MPLS tunnels. 

0068 FIG. 7 is a block diagram that schematically illus 
trates the format of a packet 100 transmitted among nodes in 
network 92, in accordance with a preferred embodiment of 
the present invention. Virtual bridge 94 encapsulates origi 
nal Ethernet packet 44, sent from one of user nodes 28, with 
a multiplexing tag 102 that identifies the VPLS instance to 
which the packet belongs. Typically, tag 102 comprises a 
MPLS VC label, as described above. Alternatively, in tun 
neling networks of other types, tag 102 may comprise a GRE 
key label or a L2TP session multiplexing field, for example. 
Preferably, the same tag value is used at all nodes partici 
pating in a given VPLS instance, but different tags may be 
used for unicast and multicast or broadcast packets. Multi 
plexing tags 102 for the VPLS instances that are active in 
network 92 are distributed among the nodes using a Suitable 
label distribution protocol (LDP), or other means such as the 
Border Gateway Protocol (BGP), as are known in the art. An 
IP source address (SA) 104 identifies the sending node, 
while an IP destination address (DA) 106 identifies the 
destination node of each packet. 

0069. When one of user nodes 28 sends a packet to a 
MACDA that is already listed in the forwarding database of 
its corresponding virtual bridge 94, the virtual bridge encap 
sulates the packet as shown in FIG. 7, and forwards the 
encapsulated packet by unicast over the appropriate Virtual 
connection in VPN 90. The virtual connection may be either 
an explicit connection, Such as a MPLS tunnel, or it may be 
an implicit tunnel using a connectionless forwarding tech 
nique, such as GRE or L2TP, IP DA 106 of the packet 
forwarded in this case simply indicates the unique destina 
tion address of the packet, which is determined by mapping 
the MACDA to the appropriate destination virtual bridge in 
network 92. When the packet reaches the destination virtual 
bridge, that bridge determines the target user to whom the 
packet should be delivered based on multiplexing tag 102 
and, if necessary, on IPSA 104 (since typically the tag is 
unique in the context of the Source IP address.) 
0070. On the other hand, to deal with packets sent from 
one of user nodes 28 to a MAC DA that is unknown to its 
Virtual bridge 94, Special multicast groups are defined. 
Typically, each virtual bridge defines multiple different 
multicast groups, one for each VPLS instance in which it 
participates. (AS in the preceding embodiment, it is possible 
for different VPLS instances with the same topology to have 
the same multicast groups.) For each VPLS instance, the 
multicast group defined at each virtual bridge includes all 
the nodes in network 92 participating in that instance, except 
for the virtual bridge itself. A unique IP DA is assigned to 
each Such multicast group, and this address assignment is 
distributed to all the nodes in network 92 for registration in 
their respective routing tables. 

0.071) When virtual bridge 94 receives a packet from a 
user node with an unknown MAC DA, it uses the format 
shown in FIG. 7 to encapsulate and multicast the packet. 
Multiplexing tag 102 and IPSA 104 are preferably the same 
as in the unicast case. For multicast, however, the value of 
IPDA 106 is the special multicast value that identifies the 
appropriate multicast group for the current VPLS instance. 
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Upon receiving this packet, routers 96 identify it as a 
multicast packet by its IP DA, and use their inherent 
multicast capability to distribute the packet to all nodes in 
network 92. Other virtual bridges recognize the VPLS 
instance based on tag 102, and are thus able to forward the 
packet to the proper user nodes 28. These other virtual 
bridges also use IPSA 104 of the packet in building their 
own forwarding databases for processing future packet 
transmissions. 

0.072 AS in the preceding embodiment, virtual bridge 94 
also multicasts packets with unknown MAC DA to all the 
user nodes that are attached to its real physical ports. When 
a packet with unknown MACDA is sent to the virtual bridge 
from one of user nodes 28, the packet is multicast both over 
network 92 and to the other user ports of the virtual bridge. 
On the other hand, in accordance with the Split horizon 
model, packets reaching the Virtual bridge from network 92 
are preferably distributed only to the user ports, and not back 
to the network. Multicast in this case is implemented Simply 
by duplicating the original packet to the appropriate physical 
ports of the Virtual bridge or, if the user node is connected 
to the virtual bridge via a PW, by sending the packet over the 
PW with appropriate label stacking, as shown in FIG. 4. 
0.073 Although networks 22 and 92, as described here 
inabove, use certain particular protocols for communication 
routing and tunneling, the principles of the present invention 
may similarly be applied using protocols, virtual bridges and 
multicast routers of other types. It will thus be appreciated 
that the preferred embodiments described above are cited by 
way of example, and that the present invention is not limited 
to what has been particularly shown and described herein 
above. Rather, the Scope of the present invention includes 
both combinations and Subcombinations of the various fea 
tures described hereinabove, as well as variations and modi 
fications thereof which would occur to persons skilled in the 
art upon reading the foregoing description and which are not 
disclosed in the prior art. 

1. A method for data broadcast over a network, compris 
ing: 

receiving at a virtual bridge a data packet to be flooded 
over the network; 

passing the data packet from the Virtual bridge to a 
multicast-capable router, along with a broadcast indi 
cation; 

responsive to the broadcast indication, determining at the 
router a group of destination addresses to which the 
packet should be multicast; 

creating copies of the packet at the router for transmission 
to the destination addresses in the group; and 

transmitting the copies of the packet over the network. 
2. A method according to claim 1, wherein transmitting 

the copies of the packet comprises transmitting the copies of 
the packet by tunneling through the network. 

3. A method according to claim 2, wherein transmitting 
the copies of the packet by tunneling comprises creating a 
virtual private LAN service (VPLS), and transmitting the 
copies of the packet using the VPLS. 

4. A method according to claim 3, wherein the virtual 
bridge comprises a provider edge (PE) device, and wherein 
transmitting the copies of the packet over the VPLS com 
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prises transmitting the copies of the packet over pseudo 
wires (PWs) connecting to the PE device. 

5. A method according to claim 4, wherein transmitting 
the copies over the PWS comprises Sending the copies using 
multi-protocol label-switched (MPLS) tunnels. 

6. A method according to claim 4, wherein transmitting 
the copies over the PWS comprises Sending the copies using 
Generic Routing Encapsulation (GRE). 

7. A method according to claim 4, wherein transmitting 
the copies over the PWS comprises Sending the copies using 
a Layer Two Tunneling Protocol (L2TP). 

8. A method according to claim 3, wherein receiving the 
data packet comprises receiving the data packet at the Virtual 
bridge for transmission on a designated VPLS instance, 
among a plurality of VPLS instances existing on the net 
work, and wherein creating the copies comprises including 
in the copies of the packet a field identifying the designated 
VPLS instance. 

9. A method according to claim 1, wherein the multicast 
capable router comprises an Internet Protocol (IP) router, 
and wherein the broadcast indication comprises an IP mul 
ticast destination address. 

10. A method according to claim 1, wherein receiving the 
data packet comprises receiving an Ethernet frame. 

11. A method according to claim 1, wherein the virtual 
bridge has one or user-side ports, connecting the Virtual 
bridge to user nodes, and one or more virtual ports, con 
necting the Virtual bridge to other virtual bridges in the 
network, and 

wherein determining the group of the destination 
addresses comprises choosing a first group of the 
destination addresses if the packet is received from one 
of the user nodes, and a Second group of the destination 
addresses if the packet is received from one of the other 
Virtual bridges. 

12. A method according to claim 11, wherein the network 
comprises a virtual private network (VPN), and wherein the 
first group comprises the destination addresses of all the 
other virtual bridges participating in the VPN and all the user 
nodes connected to the user-side ports of the Virtual bridge, 
except the one of the user nodes from which the packet was 
received, and wherein the Second group comprises the user 
nodes connected to the user-side ports of the Virtual bridge 
while excluding the Virtual bridges. 

13. A method according to claim 1, wherein passing the 
data packet to the multicast-capable router comprises pass 
ing the data packet from a forwarding engine to a multicast 
Server associated with the virtual bridge, and wherein trans 
mitting the copies comprises returning the copies of the 
packet from the multicast Server to the forwarding engine for 
transmission by the forwarding engine to the destination 
addresses. 

14. A method according to claim 13, wherein creating the 
copies comprises addressing one of the copies to each of the 
destination addresses in the group. 

15. A method according to claim 13, wherein the forward 
ing engine has multiple ports, and wherein creating the 
copies comprises including in each of the copies of the 
packet a port identifier field, and wherein transmitting the 
copies comprises outputting the copies of the packet to the 
network from the forwarding engine through the ports 
indicated by the port identifier field. 
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16. A method according to claim 15, wherein the port 
identifier field comprises a virtual local area network 
(VLAN) tag. 

17. A method according to claim 1, wherein passing the 
packet to the multicast-capable router comprises Sending the 
packet from the virtual bridge to a router node in the 
network, and wherein transmitting the copies comprises 
multicasting the copies from the router node to the destina 
tion addresses in the group. 

18. A method according to claim 17, wherein multicasting 
the copies comprises adding a multiplexing tag to the copies, 
and comprising determining target users to whom the copies 
of the packet are to be delivered responsive to the multi 
plexing tag and to a network Source address of the copies of 
the packet. 

19. A method according to claim 1, wherein receiving the 
data packet comprises reading a medium acceSS control 
(MAC) destination address of the data packet, and deter 
mining that the data packet should be flooded over the 
network because the MAC destination address is unknown 
to the virtual bridge. 

20. Apparatus for data broadcast over a network, com 
prising: 

a multicast Server, which is adapted to receive data 
packets for multicast over the network, and to create 
multiple copies of the data packets for transmission to 
destination addresses in a specified multicast group; 
and 

a forwarding engine, coupled to the multicast Server and 
configured to Serve as a virtual bridge having physical 
and virtual ports, and adapted to Send and receive the 
data packets over the network through the ports, Such 
that upon receiving a data packet to be flooded over the 
network, the forwarding engine passes the data packet 
to the multicast Server along with a broadcast indica 
tion, which causes the Server to identify the multicast 
group to which the copies of the packet should be sent, 
to generate the copies of the packet for transmission to 
the destination addresses in the group, and to return the 
copies of the packet to the forwarding engine, where 
upon the forwarding engine transmits the copies of the 
packet through the ports. 

21. Apparatus according to claim 20, wherein the for 
warding engine is adapted to transmit the copies of the 
packet by tunneling through the network. 

22. Apparatus according to claim 21, wherein the for 
warding engine adapted to transmit the copies of the packet 
using a virtual private LAN service (VPLS). 

23. Apparatus according to claim 22, wherein the for 
warding engine is adapted to serve as a provider edge (PE) 
device, and to transmit the copies of the packet over pseudo 
wires (PWs) connecting to the PE device. 

24. Apparatus according to claim 23, wherein the PWs 
comprise multi-protocol label-switched (MPLS) tunnels. 

25. Apparatus according to claim 23, wherein the PWs 
comprise Generic Routing Encapsulation (GRE) tunnels. 

26. Apparatus according to claim 23, wherein the PWs 
comprise Layer Two Tunneling Protocol (L2TP) tunnels. 

27. Apparatus according to claim 23, wherein when the 
data packet is received for transmission on a designated 
VPLS instance, among a plurality of VPLS instances exist 
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ing on the network, the forwarding engine is adapted to 
insert in the copies of the packet a field identifying the 
designated VPLS instance. 

28. Apparatus according to claim 20, wherein the multi 
cast server comprises an Internet Protocol (IP) router, and 
wherein the broadcast indication comprises an IP multicast 
destination address. 

29. Apparatus according to claim 20, wherein the data 
packet comprises an Ethernet frame. 

30. Apparatus according to claim 20, wherein the ports of 
the forwarding engine comprise one or more user-side ports, 
for connecting the forwarding engine to user nodes, and 
wherein one or more of the virtual ports of the forwarding 
engine are adapted for connecting the forwarding engine to 
other virtual bridges in the network, and 

wherein the multicast Server is adapted to create the 
multiple copies for transmission to a first group of the 
destination addresses if the packet is received from one 
of the user nodes, and to a Second group of the 
destination addresses if the packet is received from one 
of the other virtual bridges. 

31. Apparatus according to claim 30, wherein the network 
comprises a virtual private network (VPN), and wherein the 
first group comprises the destination addresses of all the 
other virtual bridges participating in the VPN and all the user 
nodes connected to the user-Side ports of the forwarding 
engine, except the one of the user nodes from which the 
packet was received, and wherein the Second group com 
prises the user nodes connected to the user-Side ports of the 
forwarding engine while excluding the virtual bridges. 

32. Apparatus according to claim 20, wherein the multi 
cast Server is adapted to address one of the copies of the 
packet to each of the destination addresses in the group. 

33. Apparatus according to claim 20, wherein the for 
warding engine has multiple ports, and wherein the multi 
cast Server is adapted to insert in each of the copies of the 
packet a port identifier field, indicating the ports through 
which the forwarding engine is to output the copies. 

34. Apparatus according to claim 33, wherein the port 
identifier field comprises a virtual local area network 
(VLAN) tag. 

35. Apparatus according to claim 20, wherein the data 
packets comprise a medium access control (MAC) destina 
tion address, and wherein the forwarding engine is adapted 
to determine that the data packet should be flooded over the 
network when the MAC destination address of the data 
packet is unknown to the virtual bridge. 

36. A data communication network, comprising: 
one or more multicast routers, which are adapted to 

receive data packets for multicast over the network, and 
to create multiple copies of the data packets for trans 
mission to destination addresses in a specified multicast 
group; and 

a plurality of Virtual bridges, which have physical and 
Virtual ports and are coupled to Send and receive the 
data packets over the network to and from the multicast 
routers through the virtual ports, Such that any one of 
the Virtual bridges, upon receiving a data packet to be 
flooded over the network, Sends the data packet to one 
or more of the multicast routerS along with a broadcast 
indication, which causes the routers to identify the 
multicast group to which the copies of the packet 
should be sent, to generate the copies of the packet for 
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transmission to the destination addresses in the group, 
and to transmit the copies of the packet over the 
network to the destination addresses in the group. 

37. A network according to claim 36, wherein the virtual 
bridge and routers are adapted to transmit the packet and the 
copies of the packet by tunneling through the network. 

38. A network according to claim 37, wherein the virtual 
bridge and routers are adapted to transmit the packet and the 
copies of the packet using a virtual private LAN Service 
(VPLS). 

39. A network according to claim 38, wherein the virtual 
bridge is adapted to serve as a provider edge (PE) device, 
and to transmit the packet over pseudo-wires (PWs) con 
necting to the PE device. 

40. A network according to claim 39, wherein the PWs 
comprise multi-protocol label-switched (MPLS) tunnels. 

41. A network according to claim 39, wherein the PWs 
comprise Generic Routing Encapsulation (GRE) tunnels. 

42. A network according to claim 39, wherein the PWs 
comprise Layer Two Tunneling Protocol (L2TP) tunnels. 

43. A network according to claim 38, wherein when the 
data packet is received for transmission on a designated 
VPLS instance, among a plurality of VPLS instances exist 
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ing on the network, the virtual bridge is adapted to insert in 
the packet a field identifying the designated VPLS instance. 

44. A network according to claim 36, wherein the multi 
cast routers comprise Internet Protocol (IP) routers, and 
wherein the broadcast indication comprises an IP multicast 
destination address. 

45. A network according to claim 35, wherein the data 
packet comprises an Ethernet frame. 

46. A network according to claim 36, wherein the data 
packets comprise a medium access control (MAC) destina 
tion address, and wherein the virtual bridges are adapted to 
determine that the data packet should be flooded over the 
network when the MAC destination address of the data 
packet is unknown. 

47. A network according to claim 36, wherein the virtual 
bridges are adapted to add a multiplexing tag to the copies 
of the packet, and wherein the virtual bridges receiving the 
copies of the packet are adapted to determine target users to 
whom the copies are to be delivered responsive to the 
multiplexing tag and to a network Source address of the 
copies of the packet. 
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