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Abstract 
Two of the major second-generation standards, GSM and TDMN136,' have built the foundation to offer a common global radio access for 

data services. Through use of a common physical layer, EDGE, both standards will have the same evolutionary path toward 
providing third-generation services. EDGE is currently subject to standardization inTIA TR45.3 and ETSI SMG, 

a process which will be finalized at the end of 1999. Compared to the existing data services in GSM and TDMN136, EDGE will 
provide significantly higher user bit rates and spectral efficiency. EDGE can be introduced in these systems in a smooth way, 

using existing frequency plans of already deployed networks. This article gives the rationale behind the development 
of the EDGE concept, presents the EDGE technology, and addresses performance by means of system simulations. 
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1-r tandardization of third-gencr- 
ation mobile communication systems is now rapidly progress- 
ing in all regions of the world. Bodies involved in the 
standardization work include the European Telecommunica- 
tions Standards Institute (ETSI) in Europe, ARIB in Japan, 
Telecommunications Industry Association (TIA) and T l P l  in 
the United States, and TTA in South Korea [l]. The work is 
based on Recommendations for International Mobile 
Telecommunications in the year 2000 (IMT-2000), which have 
been developed by the International Telecommunication 
Union (ITU) since the late 1980s. 

IMT-2000 systems will enhance the services provided by 
second-generation systems with high data rates and multi- 
media capabilities. With the rapid emergence of Internet- 
based techniques to provide multimedia to the mass market, 
providing multimedia capabilities to mobile communications is 
equivalent to providing good Internet access to mobile users. 
To support the need for different services, the IMT-2000 bit 
rate requirements set by ITU can be summarized as 384 kb/s 
with full area coverage, and 2 Mb/s for local area coverage [2]. 

In line with the efforts of ITU to provide global recom- 
mendations for IMT-2000, a spectrum identification has been 
made, identifying parts of the 2 GHz band for IMT-2000 
usage. Deploying IMT-2000 capable systems is however not 
limited to  this spectrum band. The EDGE concept, a new 
TDMA-based radio access technology for both TDMA/136 
and Global System for Mobile Communications (GSM) sys- 
tems, provides third-generation capabilities in the existing 
(800,900, 1800, and 1900 MHz) frequency bands. 

This article describes the EDGE concept, including the 
rationale behind the development, as well as the used tech- 
nology and its simulated performance. The following section 
gives a global overview of second generation systems migra- 
tion to  IMT-2000. The  rest of the article is focused on 
EDGE, including standardization background and efforts, the 
EDGE technology, aspects of introducing EDGE in GSM 
and TDMA/136 systems, and capacity and coverage perfor- 
mance. 

I TDMAi136 is also known as D-AMPS and IS-136. 

The Second-Generation Evolution to 
U M  TS/lM T-2000 

GSM and TDMNl36 are two second-generation cellular stan- 
dards with worldwide success. Today GSM is used by more 
than 135 million subscribers in over 100 countries, and the 
TDMA/136 system family (including EIA-553 and IS-54) 
serves over 95 million subscribers in over 100 countries world- 
wide. 

Although speech is still the main service in these systems, 
support for data communication over the radio interface is 
being rapidly improved. The current GSM standard provides 
data services with user bit rates up to 14.4 kb/s for circuit- 
switched data and up to 22.8 kb/s for packet data. Higher bit 
rates can be achieved with multislot operation, but since both 
high-speed circuit-switched data (HSCSD) and General Pack- 
et Radio Service (GPRS) are based on the original Gaussian 
minimum shift keying (GMSK) modulation, the increase of bit 
rates is slight [3, 41. 

For TDMN136 evolution, similar standardization activities 
are ongoing. In 136+ the combination of multi-slot operation 
and the new modulation scheme 8-phase shift keying (PSK) 
based on the 30 kHz carrier bandwidth enables data rates 
approximately four times higher than today [5].  

The Radio Perspective 
From a radio access perspective, adding third-generation 
capabilities to these systems mainly means supporting even 
higher bit rates. Possible scenarios depend on spectrum avail- 
ability for the network operator. Depending on the spectrum 
situation, two different migration scenarios must be support- 
ed, namely: 

Refarming of existing spectrum bands 
New or modified spectrum bands 
To support the different spectrum scenarios, two third-gen- 

eration radio access building blocks have been identified: 
EDGE uses high-level modulation in 200 kHz TDMA and 
is based on plug-in transceiver equipment, thereby enabling 
the migration of existing bands in small spectrum chunks. 
Universal Mobile Telecommunications Service (UMTS) is a 
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new radio access network based on 5 MHz wideband code- 
division multiple access (WCDMA) and optimized for effi- 
cient support of third-generation services. UMTS can be 
used in both new and existing spectra. 

The Network Perspective 
Adding third-generation capabilities from a network perspec- 
tive implies the addition of packet switching, Internet access, 
and IP connectivity capabilities. 

With this approach, the existing mobile networks will reuse 
the elements of mobility support, user authentication/service 
handling, and circuit switching. Packet switching/IP capabili- 
ties will then be added to provide a mobile multimedia core 
network by evolving existing mobile telephony networks. 

The Global Approach 
The building blocks EDGE/WCDMA for radio access and 
packet switching/IP capabilities have been accepted in the 
standards selection process as the main technology elements 
to evolve mobile communications into multimedia/third-gen- 
eration. The standardization bodies representing the GSM, 
TDMM136, and personal digital cellular (PDC) user commu- 
nities have all made these selections. The standards selections 
are as follows: 

EDGE and WCDMA radio access 
Evolved GSM core network, including packet/IP capabilities 

WCDMA radio access 
Evolved GSM core network, including packet/IP capabilities 
TR45.3 (TDM136) :  

EDGE radio access 
Evolved IS-41 network, with introduction of packet/IP evo- 
lution 
With these selections, Japan will join the global GSM com- 

munity in the IMT-2000 perspective with WCDMA and 
evolved GSM core networks. The TDMN136 community will, 
with the EDGE selection, obtain great synergies with the 
GSM community for IP-based services. Thus, the goal of a 
global standard has successfully been reached. 

ETSIRlP1 (GSM): 

ARIBD’TC: 

Development o f  the EDGE Concept 
EDGE provides an evolutionary path from existing standards 
for delivering third-generation services in existing spectrum 
bands. The advantages of EDGE include fast availability, 
reuse of existing GSM and TDMM136 infrastructure, as well 
as support for gradual introduction. For example, as a 1/3 fre- 
quency reuse overlay to TDMN136, EDGE can be deployed 
using as little as 600 kHz of total bandwidth. In GSM, EDGE 
can be introduced using a minimum of only one time slot per 
base station. 

EDGE was first proposed to ETSI as an evolution of GSM 
at the beginning of 1997. During 1997 a feasibility study was 
completed and approved by ETSI, making way for the current 
ongoing standardization [6]. Although EDGE reuses the GSM 
carrier bandwidth and time slot structure, it is by no means 
restricted to use within GSM cellular systems. Instead, it can 
be seen as a generic air interface for efficiently providing high 
bit rates, facilitating an evolution of existing cellular systems 
toward third-generation capabilities. 

In the development of its third-generation wireless technol- 
ogy, the TDMAJ136 community decided to take on an evolu- 
tionary approach and base its third-generation proposal on 
evolution of existing second-generation systems. In the Uni- 
versal Wireless Communications Consortium (UWCC) the 
136 high-speed (136HS) radio interface was proposed as a 

means to satisfy the requirements for an IMT-2000 radio 
transmission technology, with additional requirements for the 
consideration of commercially effective evolution and deploy- 
ment in current TDMA/136 networks. After evaluating a 
number of different proposals, EDGE was adopted by UWCC 
in January 1998 as the outdoor component of 136HS to pro- 
vide 384 kb/s data services. One of the arguments in favor of 
this approach was leveraging the technology evolution for 
both GSM and TDMN136 systems, also leading to opportuni- 
ties for global roaming. Consequently, EDGE was included in 
the UWC-136 IMT-2000 proposal. UWC-136 was adopted by 
TR-45 in February 1998 and submitted by the U.S. delegation 
to ITU as a radio transmission technology candidate for IMT- 
2000 [7]. 

Since then, EDGE development has been concurrently car- 
ried out in ETSI and UWCC to guarantee a high degree of 
synergy with both GSM and TDMN136. The standardization 
roadmap for EDGE foresees two phases. In the first phase 
the emphasis has been placed on Enhanced GPRS (EGPRS) 
and Enhanced Circuit-Switched Data (ECSD). Both are tar- 
geted in ETSI for standards release in 1999 with products to 
follow shortly afterward. The second phase of EDGE targeted 
for release in 2000 is currently being defined with improve- 
ments for multimedia and real-time services as possible work 
items. 

EDGE: The Technology 
Technically, EDGE is primarily a radio interface improve- 
ment, but in a more general context it can also be viewed as a 
system concept that allows the GSM and TDMA/136 net-  
works to offer a set of new bearer services (also referred to as 
bearers). This EDGE concept description starts with a techni- 
cal motivation, and continues with a presentation of radio 
interface characteristics and radio protocols. Finally, the 
resulting bearers are presented and discussed. 

Technical Room for Improvement of 
Existing Radio lnferfaces 

One fundamental characteristic of a cellular system is that 
different users tend to have different channel qualities in 
terms of signal-to-interference ratio (SIR), due to differ- 
ences in distance to the base station, fading, and interfer- 
ence. Despite attempts to affect channel quality through 
power control, there will typically be a distribution of chan- 
nel quality in a system, for example, according to  the left 
side of Fig. 1. A traditional service such as speech requires 
a certain target SIR to give good quality: below the target, 
the quality is unacceptable, while above the target the quali- 
ty is good and practically independent of channel quality. 
Thus, the radio network planning must make sure that only 
a small fraction of users are below the SIR target. Unfortu- 
nately, a large part of the user population will then experi- 
ence unnecessarily high SIR (i.e., excellent channel quality 
from which they cannot benefit). This is the case for today’s 
GSM and TDMN136 systems, for both speech and data ser- 
vices, thereby leaving room for enhancements in spectral 
efficiency. 

EDGE is designed to improve the situation by employing 
what is referred to here as link quality control. Link quality 
control adapts the protection of the data to the channel quali- 
ty so that for all channel qualities an optimal bit ra te  is 
obtained. The principle is illustrated on the right of Fig. 1, 
showing user quality in terms of information bit rate with 
EDGE (EGPRS) and standard GPRS as a function of chan- 
nel quality. Standard GPRS saturates a t  rather low SIR, 
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Figure 1. A typical channel quality distribution (left), and the pen - .  

assuming an eight-slot terminal (right). 

whereas EDGE user quality increases with increased channel 
quality. Link quality control is further described in the radio 
protocol design section. 

Naturally, to  obtain the characteristics in Fig. 1, EDGE 
must include transmission modes with significantly higher 
information bit rates than those of standard GSM and 
TDMN136. This is the reason for the introduction of the new 
modulation, 8-PSK, which is the core of the EDGE concept. 
This is further described in the next section. 

Radio Interface Basic Parameters 
The EDGE air interface is intended to facilitate higher bit 
rates than those currently achievable in existing cellular sys- 
tems. In order to increase the gross bit rate, 8-PSK, a linear 
high-level modulation, is introduced. 8-PSK, depicted in Fig. 
2, is selected since it provides high data rates, high spectral 
efficiency, and  modera te  implementation complexity. 
GMSK modulation as defined in GSM is also part of the 
EDGE system concept. The symbol rate is 271 kb/s for both 
modulations, leading to gross bit rates per time slot of 22.8 
kb/s and 69.2 kb/s for GMSK and 8-PSK, respectively 
(including two stealing bits per burst). The 8-PSK pulse 
shape is linearized GMSK [SI, allowing 8PSK to fit into the 
GSM spectrum mask. 

Many EDGE physical layer parameters are identical to 
those of GSM. The carrier spacing is 200 kHz, and GSM’s 
TDMA frame structure is inchanged .  
Also, the 8-PSK burst format is similar: a 
burst includes a training sequence of 26 
symbols in the middle, three tail symbols 
at either end, and 8.25 guard symbols at 
one end. Each burst carries 2 x 58 data 
symbols, each comprising 3 bits (Fig. 3). 

Channel coding and interleaving are 
intimately related to the layer 2 protocols. 
Hence, we have chosen to describe those 
schemes in upcoming sections. 

Radio Protocol Design 
The radio protocol strategy for EDGE is 
to reuse the protocols of GSMIGPRS 
whenever possible, thus minimizing the 
need for new protocol implementation. 
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However, due  to  the higher bit rates and new insights 
obtained in the radio protocol field, some protocols are 
changed to  optimize performance. The  E D G E  concept 
includes one packet-switched mode and one circuit-switched 
mode, EGPRS and ECSD, respectively. At the time of writ- 
ing both modes a re  still subject to  standardization, and 
details described below may therefore change in the final 
standard. 

Packet-Switched Transmission: EGPRS - Due to the higher 
bit rate and the need to adapt the data protection to the chan- 
nel quality, the EDGE radio link control (RLC) protocol is 
somewhat different from the corresponding GPRS protocol. 
The main changes are related to improvements in the link 
quality control scheme. As mentioned earlier, link quality con- 
trol is a common term for techniques to adapt the robustness 
of the radio link to varying channel quality. Examples of link 
quality control techniques are link adaptation and incremental 
redundancy. 

A link adaptation scheme regularly estimates the link qual- 
ity and subsequently selects the most appropriate modulation 
and coding scheme for coming transmissions in order to maxi- 
mize the user bit rate [9, 101. Another way to cope with link 
quality variations is incremental redundancy [ll]. In an incre- 
mental redundancy scheme, information is first sent with very 
little coding, yielding a high bit rate if decoding is immediately 

successful. If decoding fails, additional 

~~ 

I Figure 2.8-PSK modulation: sig- 

coded bits (redundancy) are sent until 
decoding succeeds. The more coding that 
has to be sent, the lower the resulting bit 
rate and the higher the delay. 

EGPRS will support a combined link 
adaptation and incremental redundancy 
scheme. In this scheme, the initial code 
rate for the incremental  redundancy 
scheme is based on measurements of the 
link quality. Benefits of this approach are 
the robustness and high throughput of the 
incremental redundancy operation in com- 
bination with the lower delays and lower 
memory requirements enabled by the  
adaptive initial code rate. 

na? constellation in the phase plane. As in GPRS, the different initial code 
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rates are obtained by puncturing a different number of bits 
from a common convolutional code (rate 1/3). The resulting 
coding schemes are listed in Table 1. Incremental redun- 
dancy operation is enabled by puncturing a different set of W Figure 3. The burst format for EDGE is very similar to that o f  
bits each time a block is ret;ansmitted,whereby the code 
rate is gradually decreased toward 1/3 for every new trans- 
mission of the block. The selection of the initial modulation 
and code rate to use is based on regular measurements of 
link quality. 

Circuit-Switched Transmission: Enhanced CSD - For the 
ECSD mode of EDGE, the aim is to keep the existing GSM 
circuit-switched data protocols as intact as possible. A data 
frame is interleaved over 22 TDMA frames as in GSM, and 
three new 8-PSK channel coding schemes are defined along 
with the four already existing for GSM. As shown in Table 2, 
the radio interface rate varies between 3.6 and 38.8 kb/s per 
time slot. 

For nontransparent transmission, the current assumption is 
that the radio link protocol of GSM is to be used. 

Offered EDGE Bearer Services 
The result of the EDGE radio interface and protocol enhance- 
ments is a set of bearers that are offered from the network to 
carry data over the wireless link. The definition of these bear- 
ers specifies what the user can expect from EDGE. 

Packet-Switched Bearers - The GPRS architecture provides 
IP connectivity from the mobile station to an external fixed IP 
network. For each bearer that serves a connection, a quality 
of service (QoS) profile is defined. The parameters included 
are priority, reliability, delay, and maximum and mean bit rate 
[12]. A specified combination of these parameters defines a 
bearer, and different such bearers can be selected to suit the 
needs of different applications. 

EDGE introduction calls for an updated parameter space 
for QoS parameters. For example, the maximum bit rate pos- 
sible for an EGPRS bearer will be at least 384 kb/s for termi- 
nal speeds up to 100 kmh and 144 kb/s for terminal speeds up 
to 250 km/hr [13]. Also, mean bit rate and delay classes may 
be affected by the introduction of EDGE. 

Due to varying characteristics of different future applica- 

W Table 1. Channel coding schemes for EDGE packet-switched 
transrniwoti (EGPRS). The firqt four are those of standard 
GPRS, while the last SIX use 8-PSK tnodulatioti 

GZM including a triining iequence of 26 Tmbols in the middle, 
three tail symbols at either end, and 8.25guard symbols at one end. 
Each burst carries 2 x 58 data qmbols. 

tions, and also to potentially different subscriptions, there is a 
need for even more advanced support of differentiated QoS 
to different users. Improvements in the GPRS standard are 
ongoing within the framework of GPRS phase I1 within 
ETSI’s Special Mobile Group (SMG). 

Circuit-Switched Bearers - The current GSM standard sup- 
ports both transparent and nontransparent bearers. Eight 
transparent bearers are defined, offering constant bit rates in 
the range of 9.6-64 kb/s [14]. 

A nontransparent bearer employs a radio link protocol 
(RLP) to ensure virtually error-free data delivery. For this 
case, there are eight bearers offering maximum user bit rates 
ranging from 4.8 to 57.6 kb/s [14]. The actual user bit rate 
may vary according to the channel quality and the resulting 
rate of retransmission. 

The introduction of EDGE implies no change of bearer 
definitions. The bit rates are the same, but what is new is the 
way the bearers are realized in terms of the channel coding 
schemes defined in Table 2. For example, a 57.6 kb/s non- 
transparent bearer can be realized with coding scheme ECSD 
TCS-1 and two time slots, while the same bearer requires four 
time slots with standard GSM (using coding scheme 
TCHlF14.4). 

Thus, EDGE circuit-switched transmission makes the high 
bit ra te  bearers available with fewer time slots, which is 
advantageous from a terminal implementation perspective. 
Additionally, since each user needs fewer time slots, more 
users can be accepted, which increases the capacity of the sys- 
tem. 

Asymmetric Services Due to Terminal lmplementation - For 
mobile stations, there is a trade-off between the new possibili- 
ties of EDGE and the requirements for low cost, small size, 
and long battery life. The 8-PSK transmitter is more of a chal- 
lenge to incorporate into a low-complexity mobile station with 
today’s commercial technology than is the receiver. 

The approach taken by ETSI is to standardize two mobile 

W Table 2. Channel coding schemes for EDGE circuit-switched 
transmission (ECSD). The first four are those of standard 
GSM, while the last three use 8-PSK modulation. 
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a&cted by the introduction of EDGE. 

classes, one  that requires only GMSK transmission in the 
uplink and 8-PSK in the downlink, and one that requires 8- 
PSK in both links. For the former class, the uplink bit rate will 
be limited to that of GSM/GPRS, while the EDGE bit rate is 
still provided in the downlink. Since most services are expect- 
ed to  require higher bit rates in the downlink than in the 
uplink, this is a way of providing attractive services with a low- 
complexity mobile station. Similarly, the number of time slots 
available in up- and downlinks need not be the same. Trans- 
parent services will, however, be symmetrical. 

This is not a new evolution path for GSM mobiles: the 
GSM standard already includes a large number of mobile sta- 
tion classes, ranging from single-slot mobile stations with low 
complexity to eight-slot mobiles providing high bit rates [ 151. 
EDGE will introduce a number of new classes, with different 
combinations of modulation and multislot capabilities. 

EDGE in GSM Systems 
Effects on the GSM System Architecture 

The increased bit rates of EDGE put requirements on the 
GSM/GPRS network architecture. Figure 4 illustrates the 
GSM/GPRS architecture, the shaded parts of which are dis- 
cussed in this section. Other nodes and interfaces are not 
affected at all by EDGE introduction. 

An apparent bottleneck is the A-bis interface, which today 
suuuorts up to 16 kb/s Der traffic channel. With 

dling higher bit rates, and are thus not 
affected. For circuit-switched services, 
the A interface can handle 64 kb/s per 
user, which is not exceeded by EDGE 
circuit-switched bearers. 

Impact on 
GSM Radio Network Planning 

An important prerequisite, which to a 
large extent will determine the success 
of E D G E  in GSM, is that  a network 
operator be able to introduce E D G E  
gradually. For  initial deployment,  
EDGE-capable transceivers will supple- 
ment standard GSM/GPRS transceivers 
in a subset of the existing cells where 
EDGE coverage is desired. Hence, an 
integrated mix of GSM, GPRS,  and 
E D G E  users will coexist in the same 
frequency band. 

To  minimize effort and cost for the 
network operator, radio network plan- 
ning (including cell planning, frequency 

planning, and setting of power and other cell parameters) 
must not require extensive modification. This section discusses 
the influence of EDGE on radio network planning, primarily 
for nontransparent services. Some of these aspects are further 
discussed in relation to simulations (later in the article). 

Coverage Planning - One characteristic of nontransparent 
radio link protocols that include automatic repeat request 
(ARQ), is that low radio link quality only results in a lower bit 
rate for the user. Hence, low SIR for a user does not result in 
a dropped call, as for speech, but in a temporary decrease of 
user bit rate. Coverage performance of EGPRS is providedin 
the simulation result section. 

For transparent bearers, which typically offer a constant bit 
rate, link quality control must be extended to incorporate 
resource allocation, in the sense that the number of dynami- 
cally allocated time slots fits the bit rate and bit error rate 
(BER) requirements. Transparent bearers, as defined earlier, 
will thus be available in the entire GSM cell, but require 
fewer time slots in the center of the cell (where 8-PSK coding 
schemes can be used). 

Frequency Planning - Most mature GSM networks of today 
have an average frequency reuse factor of around 9 (meaning 
that available frequencies are divided into nine frequency 
groups). However, there is also a trend toward tighter reuse 
factors. With the use of frequency hopping, multiple reuse 

EDGE.  thk bit ra te  Der traffic channel will I I 
approach 64 kb/s, which'makes allocation of multi- 
ple A-bis slots to one traffic channel necessary. 
Alternative asynchronous transfer mode (ATM) or 
IP-based solutions to this problem can also be dis- 
cussed (see, e.g., [16]). One important fact is, how- 
ever, that the 16 kb/s limit will be exceeded already 
by the introduction of two coding schemes (CS3 
and CS4) in GPRS, which have a maximal bit rate 
per traffic channel of 22.8 kb/s. Consequently, the 
A-bis limitation problem is being solved outside the 
EDGE standardization, and it is therefore a GPRS- 
related, not EDGE-related, modification. 

For GPRS-based packet data services, other 
nodes and interfaces are already capable of han- 

W Figure 5. An example of transceiver and channelplan in one cell. Both stan- 
dard GSM and EDGE transceivers exist, and the physical channels (time 
slots) are dynamically defined according to the current capacity need in the 
cell. Time slots used for control signaling are not included in the example. 
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patterns (MRP), and discontinuous trans- 
mission (DTX), reuse factors as low as 3 
become feasible [17, 181. EDGE supports 
a variety of reuse patterns, as shown in [19, 
201, where performance in 113 and 3/9 
reuse systems is studied. In fact, by its use 
of link quality control, EDGE can be intro- 
duced in an arbitrary frequency plan, and 
benefit from high SIR closer to the base 
stations. 

Thus, the conclusion is that EDGE can 
be introduced in an existing GSM frequen- 
cy plan, and that it also supports future 
high-capacity solutions based on tighter 
frequency reuse. 

Channel Management - After EDGE 
introduction, a cell will typically include 
two types of transceivers: standard GSM 
and E D G E  transceivers (Fig. 5 ) .  Each 
physical channel (time slot) used for traffic 
in the cell can be viewed as being one of at least four channel 
types: 

GSM speech and GSM circuit-switched data (CSD) 
GSM packet data (GPRS) 
GSM speech and circuit-switched data (CSD and ECSD) 

H Figure 6. Network architecture of a TDMA/136 system equipped with GPRS over 
both the 13'+ and 136Hs lnteqaCes. 

cuit-switched and GPRS packet-switched services over the 
136+ o r  136HS radio interfaces are supported from the  
same base station, which allows efficient reuse of existing 
infrastructure. 

Packet data (GPRS and EGPRS) Coverage Planning 
While standard GSM transceivers support only the first 

two channel types, EDGE transceivers support all four. Physi- 
cal channels are dynamically defined according to the need in 
the cell. For example, if a large number of speech users are 
currently active, the number of channels of the first and third 
types is increased, at the expense of fewer GPRS and EGPRS 
channels. 

It is of paramount importance that this channel manage- 
ment procedure be automated, to avoid splitting the channels 
into static groups. Such groups would reduce trunking effi- 

cult and time-consuming dimensioning problem. 

One requirement on 136HS is to provide coverage equal to 
that of TDMA/136 and 136+, to enable introduction in pre- 
sent cell planning using existing base stations. EGPRS with 
link quality control satisfies this requirement and provides 
coverage at least as good as TDMA/136. As a result of the 
link quality control, a low radio link quality will not cause a 
dropped call, but only give a reduced bit rate for the user. 
Coverage performance of EGPRS in a TDMA/136 system is 
provided in the simulation result section. 

ciency, and the network operator would be faced with a diffi- 

EDGE in TDMA/136 Systems 

Frequency Planning 
To meet the requirements of initial deployment within 1 MHz 
of spectrum, EGPRS deployment in a 1/3 frequency reuse is 
proposed for 136HS. As explained earlier,  EGPRS can, 
thanks to its use of link quality control, be introduced in a 
tight frequency plan and still provide high data rates for pack- 
et data services. For example, a SIR sufficient for a system 
average data rate of 384 kb/s can be achieved in a 113 reuse by 
means of fractional loading. The good performance of EGPRS 
in a 1/3 reuse was shown earlier in [19, 201 and is further stud- 
ied later. Thus, the conclusion is that EGPRS as 136HS can 
provide good packet data performance in 113 frequency reuse, 
hence allowing for initial deployment in less than 1 MHz of 
spectrum. 

736HS Requirements 
Some of the requirements posed on 136HS include considera- 
tions which are beyond the ITU requirements for IMT-2000 
but are crucial to TDMA/136 operators. Such considerations 
include flexible spectrum allocation, high spectral efficiency, 
compatibility with TDMA/136 and 136+, and support for 
macrocellular performance at higher mobile speeds. In partic- 
ular, initial macrocellular deployment should not require 
clearance of more than 1 MHz of spectrum, and support for 

TDMA/136 to enhance spectrum management flexibility. The 
spectral efficiency of 136HS should be at least 0.45 b/s/Hz/site. 
136HS should also be able to coexist in the same spectrum as 
existing second-generation systems without degrading their 
performance. 

Sys tem Arch i fectu re 
Already the introduction of packet-switched GPRS services 
over the 136+ radio interface will place requirements on 
the network architecture in TDMA/136 systems. The intro- 
duction of EDGE in 136HS will only require minor addi- 
tional changes. Figure 6 shows a schematic drawing of a 
TDMA/136 system where GPRS has been introduced for 
support of packet-switched services. Both TDMAl136 cir- 

hierarchical cell structures should be maintained from Control Channel Aspects 
In 136HS with 1/3 reuse with fractional loading, no EDGE 
carrier will be transmitted at constant power continuously. 
Hence, the cell most suitable for service cannot be deter- 
mined using the standard GSM/GPRS procedure of measur- 
ing the signal strength on the GSM carrier transmitting the 
broadcast control channel. Instead, 136HS can utilize signal 
strength measurements on the discontinuously transmitted 200 
kHz EDGE carrier, or measure on the TDMA/136 digital 
control channel (DCCH) for cell selection and reselection. All 
packet channels, both traffic and control, can, however, be 
transmitted on  the E D G E  carrier.  This control channel 
arrangement will allow for the tight frequency reuse planning 
of 136HS and at the same time provide natural integration 
with the existing TDMN136 system. 
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EGPRS Performance 
This section investigates the system 
performance of the EGPRS con- 
cept. The simulation models are 
first described, followed by exten- 
sive evaluations of capacity and cov- 
erage.  The  evaluation approach 
used is the same as in [19-211. Sim- 

Figure 7. The acceptable delay is assumed to 
depend linearly on the packet size. 

ulations focused on power control 
aspects have been reported in [22]. 

Simulation Models 
In order to analyze the system performance of the EGPRS 
concept, system-level simulations are performed. Both inter- 
ference-limited systems, where co-channel interference totally 
dominates over thermal noise, and coverage-limited systems 
(without co-channel interference) are studied. Different mod- 
els are used for the two cases. Furthermore, two scenarios 
where E D G E  is introduced in a GSM system and in a 
TDMN136 system are addressed. 

General Cellular Network Modeling - The simulation envi- 
ronment includes a regular cellular layout consisting of a large 
number of equally sized three-sector macrocells. Standard 
nine-sector and three-sector frequency reuse patterns are used 
for the GSM and TDMN136 scenarios, respectively. In both 
cases, one carrier comprising eight time slots is available in 
each sector. This corresponds to a total usage of nine carriers 
in the GSM scenario and three carriers in the TDMN136 sce- 
nario. The distance attenuation is calculated according to the 
formula L = C + 35 * log(d). Log-normal fading with 6 dB 
standard deviation is assumed. Cell selection is performed 
based on least path loss, apart from an uncertainty of 3 dB 
due to the handover margin. No antenna diversity is used. 
Since the studied Web traffic is believed to be highly asym- 
metrical, only the downlink of the system is studied. The per- 
formance of the less crucial uplink can be expected to be 
similar. 

Link-level results from [20] are used. In the TDMA/136 
scenario, link-level results without frequency hopping are 
used, reflecting the limited possibilities for frequency hopping 
within the narrow band used for initial dedovment. In the 

I d  

GSM scenario, however, ideal frequency hopping 
is assumed. Frequency hopping is not explicitly 
modeled on the system level in either case. Note 
that the combination with link-level results that 
include frequency hopping corresponds to a form 
of cyclic frequency hopping, which gives no inter- 
ference diversity. 

Capacity Simulations in an Interference-Limited 
System - The capacity simulations are dynamic. 
A large number of mobile stations are studied 
over a period of time. Mobile stations enter and 
leave the system during the simulation. In each 
time step of the simulation, a mobile station in 
the system becomes active with a certain proba- 
bility, and then starts transmitting a packet of 
random size. The mobile stations remain station- 
ary throughout the simulation (i.e., mobility is not 
modeled). The time step of the simulator is 20 
ms, which corresponds to the duration of an RLC 
block. 

In each time step,  carrier-to-interference 

scheme used for each user, block 
er rors  are generated to  decide 
whether the transmission of the  
RLC block was successful or not. 
Erroneous RLC blocks are retrans- 
mitted. 

The basis for the traffic model 
used in the simulator is a measure- 
ment-based Web traffic model [23]. 
The model is slightly modified to 
generate shorter packets in order to 

get bursty interference behavior. 
Users enter the system according to a Poisson process. The 

arrival rate of this process is a parameter used to vary the 
offered load. A user in the system transmits a geometrically 
distributed number of packets with a mean of 10 packets. The 
time between a packet is generated for each user using a 
Pareto distribution with a mean of 10 s (Pareto shape parame- 
ter = 1.4). The sizes of the packets are generated from a Log- 
normal distribution with a mean of 4.1 kbytes (8.1 kbytes in 
[23]), and a standard deviation of 30 kbytes. In order to model 
a minimum packet size corresponding to an IP and TCP head- 
er, an extra 50 bytes is added to the generated packet sizes. 
Furthermore, the distribution is truncated at 100 kbytes in 
order to limit simulation times, but also to take into account 
that very large file sizes are unlikely to be requested by mobile 
users. 

Users in the system regularly get to select which modula- 
tion and coding scheme to use. The time between selections is 
referred to as the update interval. After each update interval, 
the modulation and coding scheme maximizing throughput is 
selected. In the simulations the update interval is set to 10 
RLC blocks, corresponding to 200 ms. The C/I used for the 
selection is the value calculated for the last RLC block sent in 
the previous update interval. 

EGPRS will also support the use of incremental redundan- 
cy in combination with link adaptation, as mentioned earlier. 
This is not included in the simulations. The use of incremental 
redundancy can be expected to improve the system level 
results by some 20-30 percent. 

No admission control algorithm is used in the simula- 
tions. All users that generate packets are allocated resources 
or put in the queues. Scheduling is done in a packet-based 

100 

90 

80 

70 

2 60 

50 
9 

40 

30 

20 

10 

n 

Y 

0 0.02 0.04 0.06 0.08 0.10 0.12 0.14 0.16 0.18 0.2 
Normalized packet delay (s/kb) 

ratios (C/Is) for all k i v e  links are calculated. 
Based on the C/I and the modulation and coding 

Figure 8. Normalized delay distribution for some dlfjCerent numbers of users 
per sector: the EDGEIGSM case. 
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first in first out (FIFO) fashion. Users with poor 
link quality are dropped according to a leaky 
bucket algorithm. The counter for each user is 
initially set at its maximum value of 32, each 
negative acknowledgment (NACK) decreases 
this counter by 1, and each acknowledgment 
(ACK) increases it by 2. When the counter  
reaches zero, the user is dropped. This results in 
a user dropping rate of less than 1 percent even 
at the highest load. 

More sophisticated algorithms than the above 
are expected to improve system performance. 

Coverage Simulations in Noise-Limited Systems 
- Since in the coverage-limited case performance 
does not depend on the interference or  traffic 
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dynamics, astatic simulation technique can be 
used. Snavshots of the svstem are taken. in which 

Figure 9. Spectral eficiency vs. normalized delay for EDGEIGSM and stan- 
dard GSM. 

stationa6 mobiles are piaced randomly according 
to a uniform distribution. In order to investigate 
the coverage achievable for EDGE with existing cell plans, 
GSM and TDMAl136 systems with 95 percent speech cover- 
age are used as a reference. With this reference the results 
are valid for both up- and downlink. The EDGE performance 
is then analyzed assuming the same carrier output power as in 
these reference systems. Additionally, within EGPRS the 
same average power is assumed for GMSK and 8-PSK. In the 
GSM case, assuming a full-rate speech coder, speech coverage 
requires an EblNo of 6 dB. For TDMN136 the requirement is 
15.7 dB. Thus, these are the values found at the 5th percentile 
of the EblNo distributions in the cell. When introducing the 
EDGE modulation scheme 8-PSK, the EblNo distributions will 
be lowered, due to the higher gross bit rate. Assuming the 
same carrier output power, the difference in EblNo for EDGE 
compared to the standard GSM and TDMN136 modulations 
is simply calculated as 

48.6 A/& !hG = - = -12.2 dB TDMA (2) RED,, 3.271 

where R G ~ M  and R T D M A / ~ ~ ~  are the gross rates of standard 
GSM and standard TDMN136, respectively, and REDGE is the 
gross rate of the EDGE carrier. 

Performance Measures - Unlike circuit-switched systems, 
packet data systems have no hard capacity limit. Packets 
that cannot immediately be transmitted are queued, and 
sent  as soon as resources become available. When the 
offered load is increased beyond that acceptable for the 
system, more and more packets will be queued, and the sys- 
tem delay will eventually become intolerable. A correct 
performance measure for a cellular packet data system is 
thus the spectral efficiency achievable for a certain delay 
requirement. However, an absolute maximum delay accept- 
ed by a user is hard to define. Longer packets will, more 
likely than being short, exceed such an absolute limit - 
even without queuing and retransmissions - since they 
take a longer time to  transmit. Still, the receiving users 
might be satisfied with these packets despite the higher 
absolute delays, because of the large amount of data they 
have received. 

This leads to the introduction of a normalized delav mea- 
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Figure 10. Average packet bit rate per user distribution for EDGEIGSM in 
the case of 60 userslsector (0.28 blslHzlsite), compared to standard GSM with 
27 userslsector (0.11 blslHzlsite). 

sure. Furthermore, assuming that twice as long a 
delay is acceptable for twice as large a packet 
and so on, the normalization can be done linear- 
ly (Fig. 7). A simple way of doing this is to divide 
the absolute delay by the size of the packet. 
Hence, we define the normalized delay measure 
as total delay (queuing time plus transmission 
time) in seconds divided by packet size in kilo- 
bits. It can be noted that the normalized packet 
delay defined above is the inverse of the bit rate 
measured per packet. Thus, requiring a certain 
maximum normalized delay for a packet corre- 
sponds to requiring a minimum bit rate for that 
packet. 

Altogether, the above reasoning results in 
a performance measure in the form of “spec- 
tral efficiency achievable for a certain normal- 
ized delay requirement .”  This  measure ,  
however, says nothing about the fairness of 
the system among users. To investigate fair- 
ness, the average packet bit rate per user is 
measured by averaging the bit rate of each of 
its packets, where packet bit rate is defined as 
packet size divided by time for queuing and 
transmission. 
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Simulation Results 

W Figure 1 1. Normalized delay distribution for some different numbers of users 
per sector, EDGEITDMAI136. 

Figure 12. Spectral efj’iciency vs. normalized delay, EDGElTDMAl136, 

1 O(80) 20(160) 30(24 O(480) 70(560) 
t 

Figure 13. Average packet bit rate per user distnbution in the case of 32 users 
per sector (0.46 blslHzlsite), EDGEITDMAII 36. 

The results of the capacity and coverage simula- 
tions are analyzed below. In each section, both a 
GSM scenario and a TDMAl136 scenario are 
studied. 

Capacity Results - In this section, for both sce- 
narios the normalized delay and spectral efficien- 
cy of the systems are first studied at  different 
loads. The fairness among the users in the sys- 
tem is then analyzed at  a load resulting in an 
acceptable normalized delay. 

Beginning with the GSM scenario, Fig. 8 
shows normalized delay distributions among the 
transmitted packets for some different offered 
loads. The offered load is measured in average 
number of users per sector. As expected, the 
delay increases with offered load. The different 
offered loads also result in different spectral effi- 
ciencies. Figure 9 shows the spectral efficiencies 
achieved for the same offered loads as in Fig. 8, 
plotted against the 90th percentile of the normal- 
ized delay. A comparison to standard GSM is 
also made. Notice that the spectral efficiency for 
the same delay requirement is more than dou- 
bled. Assuming a delay requirement of 0.15 s/kb 
at the 90th percentile (90 percent of the packets 
having a total delay of less than 0.15 slkb), a 
spectral efficiency of 0.33 b/s/Hz/site is obtained 
in the EDGE case. Notice that one site compris- 
es three sectors. 

As mentioned in the performance measure 
section, the spectral efficiency measure says 
nothing about  t h e  fai rness  of the  system 
among users. To  investigate system fairness, 
the distribution of the average packet bit rate 
per user is measured. The distribution of aver- 
age packet bit ra te  per  user per  one (eight) 
time slot(s) is plotted in Fig. 10. Offered loads 
that  result in normalized delays just  below 
0.15 slkb a r e  used. Notice the  significant 
increase in packet  bit  ra te  when E D G E  is 
introduced. At the studied offered load, it is 
seen tha t  approximately 30 percent  of the  
users achieve a packet bit rate exceeding 384 
kbls, and that 97 percent of the users achieve 
a packet bit rate exceeding 144 kbls, assuming 
use of eight time slots. 

Figures 11-13 show the normalized delay 
distribution, spectral efficiency versus normal- 
ized delay, and average user packet bit rate for 
the TDMA1136 scenario. Figure 11 shows how 
normalized delays in the system increase as the 
offered load is increased. In Fig. 12, spectral 
efficiencies reached for the different offered 
loads as a function of the normalized delay at 
the 90th percentile are shown. It is seen that 
very high spectral efficiencies are also achiev- 
able in this case. The forward error correction 
and ARQ schemes efficiently handle the high 
interference levels caused by the tight 113 reuse. 
Actually, higher spectral  efficiencies a re  
achieved in 1/3 reuse than in 319 reuse, indicat- 
ing that EGPRS is highly robust to tight reuse 
patterns. 

Assuming a delay requirement of 0.15s per 
kbit at the 90th percentile, a spectral efficiency 
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of 0.46 b/s/Hz/site is obtained. Again notice that 
one  site comprises three sectors. The  fairness 
among users is shown in Fig. 13. It is seen that 
approximately 20 percent of the users achieve a 
packet bit rate exceeding 384 kbls, and that 80 
percent achieve a packet bit rate exceeding 144 
kb/s, assuming the use of 8 time slots. The offered 
load used corresponds to a normalized delay just 
below 0.15 skb. 

Coverage Results - The coverage simulations 
result in Eb/No distributions for both the GSM 
and TDMAl136 scenarios. From these original 
&/No distributions, the distributions for 8-PSK 
are calculated using Eqs. 1 and 2. Additionally, 
from link-level simulations the block error rate 
performance for the different modulation and 
coding schemes is also known. With use of the 
block error rate performance results, the Eb/No 
distribution is transformed to a packet bit rate 
distribution using the formula 

s,,, =max, R,, . 1-BLER,, - 1 ( (:)I} (3) 
which simply maps the &/No values on the high- 
est achievable packet bit rate, assuming ideal link 
adaptation. 

Packet bit rate coverage distributions for the 
GSM scenario are given in Fig. 14. A compari- 
son is also made to  standard GPRS. It is seen 
that a majority of users achieve a higher packet 
bit rate when EDGE is introduced. Thus, exist- 
ing cell plans can be reused when EDGE is intro- 
duced. Approximately 75 percent of users achieve 
a packet bit rate exceeding 144 kb/s using eight 
time slots, while approximately 26 percent exceed 
384 kb/s. 

For the TDMAl136 case, it is seen in Fig. 15 
that even better coverage is achieved due  to 
the higher Eb/No requirement for speech cover- 
age. Approximately 78 percent of users achieve 
a packet bit rate exceeding 144 kb/s using eight 
t ime slots, while amrox ima te lv  32 Dercent 

Figure 1 4. Average packet bit rate per user distribution, coverage-imited 
EDGE-GSM and standard GSM. 

Figure 1 5. Average packet bit rate per user distribution, coverage-limited 
EDGEITDMAI136. 

exceed 384 kb/s. Eiis'ting sites can th;s also be reused in 
this case. 

Even better coverage can be achieved by using smart 
antennas or simple antenna diversity techniques. 

Con clusions 
With the continuous globalization of telecommunication 
standards, the convergence of TDMAl136 and GSM is a log- 
ical next step.  The  common access of da ta  services for 
TDMAl136 and GSM can be offered to over 230 million 
subscribers of both standards, and will thereby create huge 
market potential. Due to the convergence of the systems, 
roaming between both communities will be possible. Fur- 
thermore, the smooth introduction of EDGE in TDMAl136 
and GSM will allow opera tors  to improve services and 
capacity on demand. 

Regarding performance, the presented packet data simula- 
tion results show that compared to standard GSM, EDGE 
enables significantly higher peak rates, and approximately 
triples the spectral efficiency. Also, the packet bit rate cover- 
age of the EDGE concept is improved compared to standard 
GSM, enabling existing sites to be reused. It is also shown 

that EDGE supports the UWCC requirement for spectral 
efficiencies exceeding 0.45 b/s/Hz/site in a 113 frequency reuse 
with fractional loading. This scenario is primarily intended for 
TDMA/136 evolution using only a very limited amount of 
spectrum. Packet bit rate coverage simulations of the EDGE 
concept in the TDMAl136 scenario show that existing sites 
can be reused also in this case. 
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