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Abstract

The proposed method increases precision of interpolation and bi-directional prediction during motion
compensated prediction. The average improvement obtained for 720p sequences is 7.7% for IPP
configuration, 4.8% for IBBP configuration and 4.9% for hierarchical B configuration.

Introduction

In the interpolation process defined in H.264, pixels at 1/4-pixel positions are interpolated by using pixels
at half pixel positions after they have been rounded and clipped. Moreover, during bilinear filtering, which
is used to obtain the 1/4-pixel values, upward rounding is always used. Such frequent and biased
rounding effectively reduces precision of the interpolation filtering. In [1] it was proposed to postpone
rounding and clipping until the last step not to compromise the final precision. In this contribution we
demonstrate that after this modification the filtering can still be performed using 16 bit arithmetic. In
addition we address rounding accumulation in case of bidirectional prediction.

High Precision Interpolation

When deriving pixels at positions pixels at 1/4-pixel positions labeled as a, c, d, n, f, i, k, and q (Figure 1)
we postpone the shift, rounding and clipping till the last step:

a = (G<<5+b1+32)>>6

¢ = (H<<5+b1+32)>>6

d = (G<<5+h1+32)>>6

n = (M<<5+h1+32)>>6

f = (j1>>5+b1+32)>>6

i = (j1>>5+h1+32)>>6

k = (j1>>5+m1+32)>>6

| = (j1>>5+s1+32)>>6

where the intermediated values denoted as b1, hl, m1 and sl are derived by applying the 6-tap filter
vertically and horizontally, e.g.:

bl =E-5*F+20*G+20*H-5*I+J.

hl =A-5*C+20*G+20*M-5*R+T.

The pixels at 1/4-pixel positions labeled as e, g, p and r are calculated by averaging with upward rounding
of the two nearest pixels at half pixel positions in the diagonal direction by using

e = (b1+h1+32)>>6

g = (b1+m1+32)>>6

p = (h1+s1+32)>>6

r=(ml+sl+32)>>6
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The final values of those 1/4-pixels will be clipped to values in the range (0,255). The implementation
using 16 bit precision is given in Appendix.
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Figure 1: Integer pixels (shaded blocks with upper-case letters) and fractional pixel positions (white blocks
with lower-case letters).

Bidirectional Averaging

Bidirectional prediction averaging in H.264 is performed using bilinear interpolation with upward rounding.
Especially in case of hierarchical B-frames the rounding error may accumulate. To reduce the effect of
error accumulation we propose to signal to the decoder should upward on downward round be used for a
given slice.

Simulation Results

The results are obtained when High Precision Interpolation is enabled (Table 1) and when both High
Precision Interpolation and bidirectional averaging rounding modifications are enabled.

Table 1: High Precision Interpolation results.

IPP IBBP IbBb

foreman -1.19 -0.91 -1.20
container -3.38 -2.18 -1.45

QCIF | silent -0.42 -0.11 0.06
QCIF ave -1.66 -1.04 -0.86
foreman -2.19 -0.92 -1.25

CIF mobile -0.85 -0.14 -0.33
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paris -1.32 0.34 0.24
tempete -3.17 -1.08 -1.28
CIF ave -1.88 -0.45 -0.66
bigships -7.23 -5.64 -5.24
city -7.99 -6.02 -3.80
crew -6.93 -4.44 -1.87
night -1.75 -0.56 -0.50
720p | shuttlestart -14.60 -6.13 -5.18
720p ave -7.70 -4.56 -3.32
AVERAGE -4.25 -2.32 -1.82
Table 1: High Precision Interpolation and bidirectional averaging rounding improvements.
IBBP IbBb
foreman -0.67 -1.14
container -2.11 -2.13
QCIF | silent 0.07 -0.10
QCIF ave -0.90 -1.12
foreman -1.08 -1.99
mobile -0.11 -0.67
paris 0.59 0.29
CIF tempete -1.06 -1.63
CIF ave -0.42 -1.00
bigships -5.77 -6.74
city -6.01 -5.88
crew -4.92 -3.67
night -0.69 -0.87
720p | shuttlestart -6.46 -7.15
720p ave -4.77 -4.86
AVERAGE -2.35 -2.64

Appendix

16-bit register implementation

The interpolation of a, c, d, n, e, g, p and r uses intermediate values b1, h1, s1 and m1, which are within
range -2550 to 10710 and can be represented using 15 bits plus sign (15s). Hence their calculation does
not pose a problem for 16 bit arithmetic. During calculation of subpel values f, i, k and g intermediate
value j1, requiring 20 bits representation, is used. We apply the method introduced in Error! Reference
source not found.] to make an intermediate value j1 fit 16 bit registers. Shaded rows contain operations
done at the end only (not used for interpolation of other sub-pixel positions).

{i}
Operation Comment Min val | Max Reg
val size
rli=y0 y0 is1-D half-pixel aal before shifting -2550 10710 | 15s
down
r2=y5 y5 is1-D half-pixel hh1 before shifting -2550 10710 | 15s
down
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rl =rl+r2 rlis yO+y5 -5100 21420 | 16s
r2=yl y1 is1-D half-pixel bb1 before shifting -2550 10710 | 15s
down
r3=vy4 y4 is1-D half-pixel gg1 before shifting -2550 10710 | 15s
down
r2 =r2+r3 r2is yl+y4 -5100 21420 | 16s
ri=rl-r2 rlis (yO+y5)-(y1+y4) -26520 | 26520 | 16s
rl=rl>>#2 rlis ((yO+y5)-(yl+y4))>>2 -6630 | 6630 14s
r3=y2 y2 is 1-D half-pixel b1 before shifting down | -2550 10710 | 15s
r4 =y3 y3 is 1-D half-pixel s1 before shifting down | -2550 10710 | 15s
r3 =r3+r4 r3is y2+y3 -5100 21420 | 16s
r3 = max(# -2372,r3) | clip r3 to avoid overflow (low side) -2372 21420 | 16s
r3 = min(#18640,r3) | clip r3 to avoid overflow (high side) -2372 18640 | 16s
r2 =r3-r2 r2 is (y2+y3)-(y1+y4) -23792 | 23740 | 16s
ri=rl+r2 rlis ((yO+y5)-5*(y1+y4)+4*(y2+y3))>>2 -30422 | 30370 | 16s
r1=rl>>#2 rlis ((yO+y5)-5*(y1+y4)+4*(y2+y3))>>4 -7605 7592 14s
rit=rl+r3 rlis ((yO+y5)-5*(yl+y4)+20*(y2+y3))>>4 -9977 26232 | 16s
jl=rl store result
rl =rl+32 rl is ((yO+yb)- -9945 | 26264 | 16s
5*(yl+y4)+20*(y2+y3)+512)>>4
rl=rl>>#6 rlis ((yO+y5)- -155 410 10s
5*(yl+y4)+20*(y2+y3)+512)>>10
rl = max(#0,rl) clip rl1 on the low side 0 410 9u
rl = min(#255,rl) clip rl1 on the high side 0 255 8u

The code below describes the 16-bit implementation of interpolating {f,i,k,q}:

{f,i,k,q}
Operation Comment Min val | Max Reg
val size

rl1=yo0 rl is yO (1-D half-pixel such as b1, hl, m1 | -2550 10710 | 15s
and sl before shifting down)

r2=jl r2 is j1 (2-D half-pixel j1 before shifting -9914 26232 | 16s
down)

r2 =r2>>1 r2isji>>1 -4957 13116 | 15s

rl=rl+r2 rlis yo+(j1>>1) -7507 23826 | 16s

rl =rl+32 rlis yO+(j1>>1)+32 -7491 23842 | 16s

rl = r1>>#6 rlis (yO+(j1>>1)+32)>>6 -235 745 11s

rl = max(#0,rl) clip r1 on the low side 0 745 10u

rl = min(#255,r1) clip r1 on the high side 0 255 8u
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