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(57) ABSTRACT

A system side interface of a PHY chip used in conjunction
with a 1OOGBASEbackplane, sends andreceives data using
an NRZsignal format, but at a data rate ofbetween about 26.5
Gbps/per lane to 27.2 Gbps/per lane, whichis consistent with
the PAM4signaling protocol. Thus, chip-to-chip communi-
cations between a PHYchip and a switch or controller chip
can use an “overclocked” NRZ signaling format, reducing the
amount of logic needed, which in turn can reduce signal
latency, and reduce the chip area and power consumption
required to implementthe logic.
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OVERCLOCKEDLINE RATE FOR
COMMUNICATION WITH PHY INTERFACES

[0001] CROSS REFERENCE TO RELATED PATENTS/
PATENT APPLICATIONS

[0002] This application claimspriority pursuant to 35 U.S.
C. §119(e) to U.S. Provisional PatentApplication No. 61/700,
015, filed Sep. 12, 2012, and entitled “OVERCLOCKED
LINE RATE FOR COMMUNICATION WITH PHY

INTERFACES,’(Attorney Docket No. BP30979), which is
hereby incorporated herein by reference in its entirety and
madepart ofthe present U.S. Utility PatentApplicationforall
purposes.

BACKGROUND

[0003] 1. Field
[0004] This invention relates generally to signaling formats
and encoding, and more particularly to signaling formats and
encoding used for communication with PHY interfaces.
[0005] 2. Related Art

[0006] Currently IEEE 802.3bj allows the use of two dif-
ferent signaling formats in conjunction with 100 Gb/s back-
plane PHYs: pulse amplitude modulation (PAM4), and non-
return to zero (NRZ). In general the 100 Gb/s standard, as
described in IEEE 802.3bj splits a 100 Gb/s signal into mul-
tiple different lanes, with each lane operating at a fraction of
the full 100 Gb/s frequency. For example, the 100 Gb/s signal
can be spread across into four lanes, each running at about 25
Gb/s. Where the system side data lanes are formatted using an
NRZprotocol, PHY interfaces are used to convert NRZ data
on the system side to PAM4onthe line side, and conversely
from PAM4ontheline side back to NRZ system side.
[0007] An example of an external PHY 100 isillustrated in
prior art FIG. 1. PHY 100 includes an egress path 101, and
ingress path 151, internal control/test paths 171, and auto-
matic negotiation and PHY configuration block 173 as speci-
fied by various IEEE standards.As illustrated in FIG. 1, four
lanes of NRZ data clocked at 25.78 Gb/s are received at

serializer/deserializer (serdes) 103, which forms part of
egress path 101. Serdes 103 performsthe serializer/deserial-
izer functions and transmits the data, still in four-lane NRZ
signaling format, to the 100G data path 105, which includes
40 Gb attachmentuser interface (XLAUI) Rx PCS 106, 100G
Tx PCS 108, FEC encoder 110, and PAM4 Tx 112. XLAUI
Rx PCS 106 aligns, deskews, and descrambles the NRZ data,
and serves as a retiming interface, which can change the
numberoflanes used to transmit the data, if needed. XLAUI
Rx PCS 106 essentially decodes the NRZ data. 100G Tx PCS
108 inserts alignment blocks into the deskeweddata for later
use by a receiver in deskewing the data. The FEC encoder 110
applies forward error correction techniques to the data, and
sends the data to PAM Tx 112, which transcodes the FEC
encoded data into the 256b/257b data blocks used by PAM4.
[0008] After the data has been encoded according to the
PAM4protocol, the data is sent to Tx AFE (analog front end)
107, which modulatesthe data at a rate ofbetween about 26.5
Gbps/per lane to 27.2 Gbps/per lane and physically puts the
data onto the backplane trace. Thus, the data enters PHY 100
on the system side in an NRZ signaling format at 25.78 Gb/s,
and leaves PHY 100 on the line side at between about 26.5

Gbps/per lane to 27.2 Gbps/per lane in a PAM4format.
[0009] A similar procedure is performed, exceptin reverse,
when PAM4data is received on the line side of PHY 100

using ingress path 151 and converted to NRZ data for output
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on the system side of PHY 100. PAM4data is received at RX
AFE 157, and sent through the 100G data path 155 for con-
version to NRZ and output by serdes 153. PAM4 RX 162
decodes the data from the PAM4 format, FEC decoder 160
uses the REC information as necessary to perform error cor-
rection functions, 100G RX PCStranscodes the data from
512b/514b format to the 64b/66b format, and XLAUI TX
PCSadds alignment blocks to the data for later deskewing
and adjusts the numberof lanes as needed.
[0010] Unfortunately, current techniques used to convert
NRZ data to PAM 4 data can require a significant amount of
overhead and processing time, thereby rendering the current
techniquesless than optimal.

BRIEF DESCRIPTION OF THE DRAWINGS

[0011] FIG. 1 illustrates an external PHY chip, as knownto
those of ordinary skill in the art;
[0012] FIG. 2 illustrates a data center switch controller
using PHY circuitry/chips to interface with a backplane
according to various embodiments ofthe disclosure;
[0013] FIG. 3 illustrates a Switch Chip and a PHY chip
communicating using “overclocked” NRZ data, with the FEC
circuitry included in the Switch Chip, according to various
embodimentsofthe disclosure;
[0014] FIG. 4 illustrates a Switch Chip and a PHY chip
communicating using “overclocked” NRZ data, with the FEC
circuitry included in the PHY Chip, according to various
embodimentsofthe disclosure;
[0015] FIG. 5 is a flowchart illustrating transmitting data
over a 100GBASE-KP4 backplane, according to various
embodimentsofthe disclosure;

[0016] FIG. 6 is a flowchart illustrating receiving data
transmitted over a 1]OOGBASE-KP4backplane, according to
various embodimentsof the disclosure.

DETAILED DESCRIPTION

[0017] As used herein, the following termsare to be given
their ordinary meaning, unless otherwise specified or appar-
ent from the context in which the terms are used. The term

“encode”and its derivatives are generally used hereinto refer
to the logical structure of data; encoding data may include
using various markers, tags, and the like. The term “signaling
format”is generally used hereinto refer to the physical struc-
ture of the data. For example, many different logical data
structures can be physically transmitted using a non-return to
zero (NRZ)signaling format. Likewise, a single logical data
structure can be physically represented using both a pulse
amplitude modulated (PAM) signaling format and an NRZ
signaling format. The differentiation ofthe terms “encoding”
and “signaling format” may not hold in all circumstances,
particularly when using the terms in a general sense. For
example, in some instances the terms “encoding” and “for-
mat” may be used looscly, as synonyms,or the term “proto-
col” may be usedto refer to a set of standards that specifies
both logical and physical formatting requirements.
[0018] The term “overclock,” and its derivatives is used
herein to refer generally to an increase in the data rate of a
signal. Overclocking is not intended to imply that the hard-
ware or circuitry of a chip or device must be supplied with a
master clock signal to cause an increase in the numberof
instructions executed by the chip each cycle.
[0019] Referring now to FIG.2, a data center switch con-
troller 200 coupled to a network 215 is illustrated and dis-
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cussed according to various embodiments ofthe present dis-
closure. Data center switch controller 200 includes a

backplane 205 which in turn includes a copper trace 207,
which conformsto the requirements of IEEE 802.3bj, which
currently specifies that 100Gbase communications should be
supported over copper traces having a maximum length of 1
mandterminationsat both ends. Data center switch controller

200 also includes a switch Chip/circuitry 210 and a control
chip/circuitry 220 configured to communicate with each
other over copper trace 207 included in backplane 205. Cur-
rent IEEE standards allow for backplane 205 to implement
PAM4signaling. However, many switches and controllers
currently communicate using NRZ signaling. Thus, both
switch Chip/circuitry 210 and control chip/circuitry 220 may
use a corresponding PHY chip/circuitry 230 or 240. In the
embodimentillustrated in FIG. 2, switch Chip/circuitry to 10
communicates with PHY chip circuitry 230 using an NRZ
signaling, format with a data rate that has been altered to
matchthe data rate ofPAM4signaling format.In other words,
the data is physically represented in a nonreturn to zero for-
mat between switch Chip/circuitry 210 and PHY chip/cir-
cuitry 230, but rather than using the normal frequency for
NRZsignaling format, which is currently about 25.78 Gb/s
perlane, the NRZ signalis “overclocked” to match the PAM4
standard. Communication between control chip circuitry 220
and PHY chip/circuitry 240 is also performed in an NRZ
signaling format overclocked to 27.2 Gb/s
[0020] The standard for the PAM4signaling formatis still
being finalized, with signaling data rates of between about
26.5 Gbps/per lane to 27.2 Gbps/perlane are being currently
considered. The techniques disclosed herein can be used not
only within the currently considered range ofPAM4signaling
rates, but also with rates outside the range of rates being
currently considered. For ease of reference, the PAM4 rate
will be referred to herein as 27.2 Gbps/perlane, but should be
considered to include frequencies outside that range as well.
Similar considerations apply to the NRZ signaling format
standard, which may changeovertime to include frequencies
other than 25.78 Gbps.
[0021] Both PHY chip/circuitry 230 and PHY chip/cir-
cuitry 240 convert the NRZ signaling format receivedat their
system side to a PAM4signaling format having the same
frequency, i.e. 27.2 Gb/s, on the line side. Thus, PHY chip/
circuitry 230 receives NRZ data clocked at 27.2 Gb/s, con-
verts the NRZ signaling format to PAM4signaling format for
transmission over copper trace 2072 PHY chip/circuitry to
40. PHYchip/circuitry 240 receives the 27.2 Gb/s PAM4data
at its line side, and converts the PAM4data to NRZ signaling
format data clock to 27.2 Gb/s for transmission to control

chip/circuitry 220. Control chip/circuitry 220 can likewise
send data to switch Chip/circuitry 210 using the same pro-cess.

[0022] Although at least one embodiment uses the NRZ
signaling format “overclocked” to a frequency of 27.2 Gb/s
for communications between a PHYchip/circuitry 230 or 240
and switch chip/circuitry 210 or control chip/circuitry 220,
similar principles can be used to implement embodiments
that use different clock speeds anddifferent signaling formats
consistent with other current or future standards promulgated
by IEEE or another standards body.

[0023] Referring next to FIG. 3, a system 300 that uses
overclocked NRZ data for communication between a switch

chip 310 anda PHYchip 330 is illustrated and discussed. This
discussion applies to various system types that use a PHY
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chip or device to interface with a backplaneor other physical
medium.For example, system 300 can be a data switch center
controller, such as that illustrated in FIG. 2, a repeater, a
gateway, a bridge, or some other type of device. Some such
devices can also includeeither or both wired or wireless data

transfer functionality on the system side, and may include an
additional wireless or wired interface modules (not illus-
trated) that perform encoding and formatting of wireless
communications for use by switch chip 310. Furthermore,
although a switch chip is used for purposes of the present
discussion, the techniques and teachings discussed herein can
also be applied where a control chip, or other type of chip,is
substituted in place of the switch chip. Additionally, although
the term “chip” is used, switch chip 310 and PHY chip 3330
may becircuit boards, stand alone devices, or circuitry and
logic implemented as part of a communication system.

[0024] Switch chip 310 includes 100G Tx MLD PCS mod-
ule 301 and 100G Rx MLD PCS module 307; PAM4 FEC
encoder module 303 and PAM4 FEC decoder module 309;
and NRZ serdes modules 305 and 311. PHY chip 330
includes NRZ serdes modules 331 and 337; PAM4 Tx module
333 and PAM4 Rx module 339; and TX AFE module 335 and
Rx AFE module 341, which may also be known as PAM4
serdes modules.

[0025] In the illustrated embodiment, switch chip 310
receives 100 Gb/s data to be delivered to, or received from,
another chip, circuit board, or other device via a 1OOGBASE
compliant backplane that supports PAM4signaling. Rather
than using standard rate NRZ signaling at 25.78125 Gb/s/per
lane for communication between switch chip 310 and PHY
chip 330, the illustrated embodimentatleast partially encodes
the data using PAM4encoding techniques, and transmits the
PAM4encoded data using an NRZ signaling format with a
data rate adjusted to 27.2 Gbps.
[0026] For purposesofthis discussion,the left side of FIG.
3 is referred to as the system side, while the right side is
referred to asthe line side. Switch chip 310 receives multiple
lanes of 1OOGBASEdataat the system side, sendsthe data to
PHYchip 330 to be transmitted via a 1OOGBASE compliant
backplane 305 (see FIG. 3) using a signaling format different
than the signaling format used for communication between
switch chip 310 and PHY chip 330. For data to be received by
switch chip 310 from the line side, PHY chip 330 receives
multiple lanes of data from backplane 305 (see FIG. 3) and
transmits the data to switch chip 310 using a different signal-
ing format than that used by backplane 305 (see FIG.3).

[0027] In at least one embodiment, the signaling format
used for communication between PHY chip 330 and the
backplane 305 (see FIG. 3) is PAM4, which accordingto the
PAM4standard uses a data rate of 27.2 Gb/s/lane, and the
signaling format used between switch chip 310 and PHYchip
330 is NRZ signaling format. However, rather than using the
standard data rate of the NRZ signaling format, which is
25.78125 Gb/s, inter-chip communications employ a data
rate of27.2 Gb/s—which matches the PAM4data rate used on

the line side of PHY chip 330. In other embodiments, back-
plane 305 (see FIG. 3) the system can be configured for use
with different standards that use, for example, different sig-
naling formats and protocols, including different data rates.
In some such embodiments, where one signaling format is
usedfor the line side of switch chip 310 and anotheris used
for the line side of PHY 330, the data rate used for inter-chip
(or inter-device) communications can be adjusted up or down
to match the data rate used on the line side of PHY chip 330.
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[0028] Data received at switch chip 310 is processed by
100G Tx MLD PCS module 301, PAM4 FEC encoder module
303, and serializer/deserializer (serdes) module 305. 100G
Tx MLD PCS module 301 performstransmit (multilane dis-
tribution) MLD and (physical coding sublayer) PCS func-
tions. Multilane distribution functions generally includedis-
tributing data across “‘n” PCS lanes, 66 blocksat a time, and
adding alignment blocks to each PCSlanefor later deskew-
ing. The numberof lanes used can vary depending on the
frequency andthe data rate. For example, 100Gbe can use 4
PCSlanesat about 35 Gb/s or 30 PCSlanes of about 5 Gb/s.

[0029] PAM4FECencoder module 303 is used to encode
the data using forward error correction techniques. A PAM4
FECencodeddata frame can include, for example, a correct-
able payload andparity bits formatted in an FEC framestruc-
ture.

[0030] The PAM4 FECencoded data output by PAM4 FEC
encoder 303 is sent to serdes 305, which uses an “over-
clocked” NRZ signaling format to send the data to PHY chip
330. The data rate used for data transfer between switch chip
310 and PHY chip 330 is, in at least one embodiment, 27.2
Gb/s/lane (when 4 lanes are used), which is consistent with
the PAM4signaling data rate rather than the standard NRZ
data rate of 25.78Gbps/lane (when 4 lanes are used). As
illustrated by the previous discussion, in at least one embodi-
ment the NRZ protocol is not terminated. Instead, the NRZ
data is encodedat a highertranscoding ratio, to match the line
rate of the PAM-4data. By not terminating the NRZ protocol,
the amount of processing required can be reduced, yielding
reduced latency, savings in chip real-estate, and related sav-
ings in processing power.
[0031] PHY chip 330 includes an egress path 372, an
ingress path 374, internal control path 380, and Auto nego-
tiation and PHY configuration block 370. PHY chip 330
receives the overclocked NRZ data at serdes 331, which sends
100G data to PAM4 Tx module 333 and 10G/40G repeater
data to Tx AFE module 335. PAM4 Tx module 333
transcodes the FEC encoded data into the 256b/257b data

blocks used by PAM4. Tx AFE module 335 modulates the
PAM4encodeddataat 27.2 Gb/s, and physically puts the data
onto the backplane.
[0032] PHY chip 330 can also receive from the backplane
encoded in PAM4 andusing the PAM4signal formatting. Rx
AFE module 341 extracts the PAM4 encoded data from the

physical signal, and sends the data to PAM4 Rx module 339,
which decodes the PAM4encodedsignal to generate PAM4
FEC encoded data. The PAM 4 FEC encodeddata is sent to

serdes 337, which formats the PAM4 FEC encoded data into
an overclocked NRZ signal format, and transmits the data to
switch chip 310.
[0033] Switch chip 310 receives the overclocked NRZ data
at serdes 311, decodes the PAM4 FECencodeddata at PAM4
FEC decoder module 309, and then performs Rx MLD and
PCS functions at 100G Rx MLD PCS module 307. The Rx

MLDPCSfunctions include alignmentan static skew com-
pensation using the alignmentblocks inserted during the Tx
MLDPCSprocessbya transmitting device, and mapping “n”
line side PCS lanes back to ““m” system side lanes, as neces-
sary.

[0034] Note that various embodiments remove somepro-
tocol termination and regeneration functions from the PHY
chip 330 and put a reducedset of those functions into switch
chip 310. For example, multilane distribution, transmit PCS,
and FEC encoder functions, which may have been performed
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in the prior art PHY chip 100 (FIG.1), can be moved to switch
chip 310. Moving someorall of the functionality out ofPHY
chip 330, and transmitting NRZ data between switch chip 310
and PHY chip 330 at an increased rate that matches the data
rate used by PAM4, allows NRZ data termination to be
avoided, which in turn reduces the processing load on PHY
chip 330.

[0035] Referring next to FIG. 4, an embodiment ofa system
400 that includes switch chip 410 and a PHY chip 430 is
illustrated. Like switch chip 310 (see FIG. 3), switch chip 410
includes 100G Tx MLD PCS module 301, 100G Rx MLD
PCS module 307, and serdes modules 305 and 311. Unlike
switch chip 310 (see FIG.3), switch chip 410 does not include
PAM4FECencoding and decoding functionality, which has
been moved to PHY chip 430.

[0036] PHY chip 430 includes an egress path 372, an
ingress path 374, internal control path 380, and Auto nego-
tiation and PHYconfiguration block 370. PHY chip 430, like
PHYchip 330 (see FIG. 3) includes serdes modules 331 and
337, PAM4 Tx module 333, PAM4 Rx module 339, TX AFE
module 335, and Rx AFE module 341. In contrast to PHY
chip 330 (see FIG. 3), PAM4 FEC encoder module 303 and
PAM4 FEC decoder module 309 have been moved from

switch chip 410 into PHY chip 430.

[0037] With the exception of FEC encoding and decoding
being performed in the PHY chip instead of the switch chip,
the functions performed by the modules included in switch
chip 410 and PHY chip 430 are analogous to the functions
performed by corresponding switch chip 310 and PHY chip
330, which are discussed in relation to FIG. 3. In some
embodiments, although not specifically illustrated, FEC
encoding and decoding functionality can be included in both
the switch chip and the PHYchip, but used in only one chip
or the other. In some such cases, auto negotiation and PHY
configuration module 370 can be used to negotiate which one
of the chips will perform the FEC encoding and decoding
functions. Including FEC capabilities in both chips, but per-
forming the FEC function in one of the chips, would allow
greater flexibility and interoperability of different chips and
devices, but still provide potential reductions in data latency
and power consumption, especially if the unused FEC
encoderor decoderis configured to be placed in an off, idle,
or low powerstate.

[0038] Referring next to FIG. 5, a method 500 of transmit-
ting data onto a backplaneis illustrated and discussed accord-
ing to various embodiments of the present disclosure. As
illustrated by block 503, dated to be transmitted over a back-
planeis received at a device, such as a switch or controller. In
many instances, the data received can be data encoded using
an NRZ encoding protocol and formatted using an NRZ sig-
naling format employing multiple different PCS lanes. An
example of such data can be found in IEEE standard 802.3bj.
Asillustrated by block 505, transmitter side PCS and MLD
functions can be performed on the NRZdata.Asillustrated by
block 507, in some embodiments a decision is madeto deter-
mine whether to perform PAM4 FEC encoding.Ifthe datais
to be encoded into a PAM4 FECstructure atthis point in the
process 500, the encoding can be performedasillustrated by
block 509. Ifno encodingis to be performedat this point, the
method proceeds from block 507 to block 511. Asillustrated
by block 511, the NRZ data is transmitted to a PHY interface
chipordevice at an overclocked data rate. Thus, ifPAM4 FEC
encoding has already been performedatblock 509, the PAM4
FEC encoded data is transmitted using an NRZ signaling
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format overclockedto a rate of 27.2 Gb/s, which is consistent
with the data rate used in PAM4signaling. If PAM4 FEC
encoding is not been performed at block 509, block 511
illustrates transmitting NRZ encoded data at the samerate
used by PAM4signaling formats.
[0039] Thusthe data transmitted from the switch/controller
to the PHY device, regardless of whether the data has been
subjected to PAM4 FEC encoding, as NRZ signaling format-
ted data at a PAM4datarate of 27.2 Gb/s.

[0040] Asillustrated by block 513, the overclocked NRZ
data is received at the PHY device. A check is made at block

515 to determine whether or not PAM4 FEC encoding has
Artie been performed at the switch/control device. If the
PAM4FECencoding has not already been performed, the
data is coded into a PAM4 FECstructure as illustrated by
block 517. If the data has already been subjected to PAM4
FECencoding, the data can be physically placed transmitted
to a backplane in a PAM4signaling format.
[0041] Referring next FIG. 6, a method 600 of receiving
data from a backplaneis illustrated and discussed according
to various embodiments of the present disclosure. Asillus-
trated by block 603, PAM4data is received from the back-
plane. As illustrated by block 605, the PAM4data is decoded,
and a decision is made at block 607 to determine whether

PAM4 FECdecoding should be performedpriorto transmit-
ting data to the switch/controller device. As illustrated by
block 609, PAM4 FEC decodingis performedifnecessary. If
PAM4 FECdecodingis not to be performed by PHY device,
the data is formatted into an NRZ signaling formatto be sent
to the switch/controller device as illustrated by block 611.
Whenformatting the data into the NRZ signaling format, the
original PAM4data rate is maintained, so that instead of
applying a standard NRZ data rate of 25.78 Gb/s, the NRZ
signaling formatted data is sentto the switch controller device
at an overclocked data rate of 27.2 Gb/s.

[0042] Asillustrated by block 613, the switch/controller
device receives the overclocked NRZ data and determines

whether PAM4 FEC decoding has Artie been performed. If
the PAM4 FECdecodinghas not already been performed,it
can be performed as shownby block 617. If the PAM4 FEC
decoding has already been performed, then receive PCS and
MLDfunctions are performed to format the data for output
from the switch/controller device.

[0043] Reference has been made in the above detailed
description to various standards that support, use, or require
certain data rates or frequencies. For example, reference may
have been made to IEEE standard 802.3bj, IEEE 802.3ba
(100GbE 100 gigabit Ethernet), 10GbE, 40GbE,
100GBASE-KP4 (PAM4), 100GBASE-KR4 or VSR 28
(NRZ), 1OGBE. Someorall of these standards may currently
be in draft form, and may evolve overtime, or be replaced by
newstandards, to encompass different frequencies or other
parameters than those currently specified. The techniques
described herein can be applied to other frequency and
parameter regimens without departing from the spirit and
scope of the disclosure. The above discussion may also use
terminology specific to a particular data rate or standard. For
example, the term XLAUIrefers to a 40Gb Attachment User
Interface (where XL is the Roman numeral 40), but tech-
niques similar to those described herein can also be used in
conjunction with a CAUI, which refers to a 100Gb Attach-
ment User Interface (where C is the Roman numeral 100).
[0044] As may be used herein, the terms “substantially”
and “approximately”provides an industry-accepted tolerance
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for its corresponding term and/orrelativity between items.
Such an industry-accepted tolerance ranges from less than
one percent to fifty percent and corresponds to, but is not
limited to, componentvalues, integrated circuit process varia-
tions, temperature variations, rise and fall times, and/or ther-
mal noise. Such relativity between items ranges from a dif-
ference of a few percent to magnitude differences. As may
also be used herein, the term(s) “operably coupled to”,
“coupled to”, and/or “coupling” includes direct coupling
between items and/or indirect coupling between items via an
intervening item (e.g., an item includes, butis not limited to,
a component, an element, a circuit, and/or a module) where,
for indirect coupling, the intervening item does not modify
the information of a signal but may adjust its current level,
voltage level, and/or power level. As may further be used
herein, inferred coupling (i.e., where one elementis coupled
to another element by inference) includes direct and indirect
coupling between two items in the same manneras “‘coupled
to”. As may even further be used herein, the term “operable
to” or “operably coupled to” indicates that an item includes
one or more ofpower connections, input(s), output(s), etc., to
perform, whenactivated, one or moreits corresponding func-
tions and may further include inferred coupling to one or
more other items. As maystill further be used herein, the term
“associated with”, includes direct and/or indirect coupling of
separate items and/or one item being embedded within
another item. As may be used herein, the term “compares
favorably”, indicates that a comparison between two or more
items, signals, ctc., provides a desired relationship. For
example, when the desired relationship is that signal 1 has a
greater magnitude than signal 2, a favorable comparison may
be achieved when the magnitude of signal 1 is greater than
that of signal 2 or when the magnitudeofsignal 2 is less than
that of signal1.

[0045] As mayalso be used herein, the terms “processing
module”, “module”, “processing circuit”, and/or “processing
unit” may be a single processing device or a plurality of
processing devices. Sucha processing device may be a micro-
processor, micro-controller, digital signal processor, micro-
computer, central processing unit, field programmable gate
array, programmable logic device, state machine, logic cir-
cuitry, analog circuitry, digital circuitry, and/or any device
that manipulates signals (analog and/ordigital) based on hard
coding of the circuitry and/or operational instructions. The
processing module, module, processing circuit, and/or pro-
cessing unit may have an associated memory and/or an inte-
grated memory element, which may be a single memory
device, a plurality of memory devices, and/or embedded cir-
cuitry of the processing module, module, processing circuit,
and/or processing unit. Such a memory device may be a
read-only memory, random access memory, volatile memory,
non-volatile memory, static memory, dynamic memory, flash
memory, cache memory, and/or any device that stores digital
information. Note that if the processing module, module,
processing circuit, and/or processing unit includes more than
one processing device, the processing devices may be cen-
trally located (e.g., directly coupled together via a wired
and/or wireless bus structure) or may be distributedly located
(e.g., cloud computing via indirect coupling via a local area
network and/or a wide area network). Further note that if the
processing module, module, processing circuit, and/or pro-
cessing unit implements one or more ofits functions via a
state machine, analog circuitry, digital circuitry, and/or logic
circuitry, the memory and/or memory element storing the
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corresponding operational instructions may be embedded
within, or external to, the circuitry comprising the state
machine, analog circuitry, digital circuitry, and/or logic cir-
cuitry. Still further note that, the memory element maystore,
and the processing module, module, processing circuit, and/
or processing unit executes, hard coded and/or operational
instructions correspondingtoat least someofthe steps and/or
functions illustrated in one or more of the Figures. Such a
memory device or memory element can be included in an
article of manufacture.

[0046] The present disclosure has been described above
with the aid of method steps illustrating the performance of
specified functions andrelationships thereof. The boundaries
and sequenceofthese functional building blocks and method
steps have been arbitrarily defined herein for convenience of
description. Alternate boundaries and sequences can be
defined so long as the specified functions andrelationships
are appropriately performed. Any such alternate boundaries
or sequences are thus within the scope and spirit of the
claimed invention.Further, the boundaries ofthese functional
building blocks have beenarbitrarily defined for convenience
of description. Alternate boundaries could be defined as long
as the certain significant functions are appropriately per-
formed. Similarly, flow diagram blocks may also have been
arbitrarily defined hereinto illustrate certain significant func-
tionality. To the extent used, the flow diagram block bound-
aries and sequence could have been defined otherwise and
still perform the certain significant functionality. Suchalter-
nate definitions of both functional building blocks and flow
diagram blocks and sequences are thus within the scope and
spirit of the claimed invention. Oneofaverage skill in the art
will also recognize that the functional building blocks, and
other illustrative blocks, modules and components herein,
can be implemented asillustrated or by discrete components,
application specific integrated circuits, processors executing
appropriate software and the like or any combinationthereof.

[0047] The present disclosure may have also been
described, at least in part, in terms of one or more embodi-
ments. An embodimentofthe present invention is used herein
to illustrate the present invention, an aspect thereof, a feature
thereof, a concept thereof, and/or an example thereof. A
physical embodimentof an apparatus, an article ofmanufac-
ture, amachine,and/orofa process that embodiesthe present
invention may include one or more ofthe aspects, features,
concepts, examples, etc. described with reference to one or
more of the embodiments discussed herein. Further, from
figure to figure, the embodiments mayincorporate the same
or similarly named functions, steps, modules, etc. that may
use the sameor different reference numbers and, as such, the
functions, steps, modules, etc. may be the same or similar
functions, steps, modules, etc. or different ones.

[0048] Unless specifically stated to the contra, signals to,
from, and/or between elements in a figureofany ofthefigures
presented herein may be analogordigital, continuoustime or
discrete time, and single-endedordifferential. For instance, if
a signal path is shown as a single-endedpath,it also repre-
sents a differential signal path. Similarly, if a signal path is
shownasa differential path, it also represents a single-ended
signal path. While one or more particular architectures are
described herein, other architectures can likewise be imple-
mented that use one or more data buses not expressly shown,
direct connectivity between elements, and/or indirect cou-
pling between other elements as recognized by one ofaverage
skill in the art.
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[0049] The term “module”is used in the description of the
various embodiments of the present invention. A module
includesa functional block that is implemented via hardware
to perform one or module functions such as the processing of
one or more input signals to produce one or more output
signals. The hardware that implements the module mayitself
operate in conjunction software, and/or firmware. As used
herein, a module may contain one or more sub-modulesthat
themselves are modules.

[0050] While particular combinationsofvarious functions
and features of the present invention have been expressly
described herein, other combinations of these features and
functions are likewise possible. The present invention is not
limited by the particular examples disclosed herein and
expressly incorporates these other combinations.

Whatis claimed is:

1. A system comprising:
a system device coupled to a backplane via a PHY device;
the system device comprising:

a system-side input configured to receive data encoded
accordingto a first protocol, at a first signaling rate
specified by the first protocol;

a processor configuredtoalter the first signaling rate of
the data encoded accordingto the first protocol with-
out terminating the first protocol, wherein the first
signaling rate is altered to match a second signaling
rate specified by a second protocol;

a line-side output coupled to the PHY device, the line
side output configured to transmit the data encoded
accordingto thefirst protocol to the PHY deviceat the
second signaling rate;

the PHY device comprising:
a system-side input configured to receive the data

encoded accordingto the first protocol at the second
signaling rate;

at least one processing module configured to transcode
the data from thefirst protocol to the second protocol
withoutaltering the second signaling rate of the data;
and

a line-side output coupled to the backplane, and configured
to transmit the data according to the second protocol, at
the second signaling rate, over the backplane.

2. The system of claim 1, wherein the system device com-
prises:

a transmit multilane distribution (MLD) module; and
a physical coding sublayer (PCS) module.
3. The system ofclaim 2, wherein the system device further

comprises a Forward Error Correction (FEC) encoding mod-
ule configured to operate in accordance with the secondpro-
tocol.

4. The system of claim 2, wherein the PHY device further
comprises a Forward Error Correction (FEC) encoding mod-
ule configured to operate in accordance with the secondpro-
tocol.

5. The system of claim 1, wherein:
the first protocol specifies a non-return to zero (NRZ)sig-

naling format; and
the second protocolspecifies a pulse amplitude modulation

four (PAM4)signaling format.
6. The system of claim 1, wherein:
the PHY device comprises:

a line-side input configured to receive, from the back-
plane, data encoded according to the second protocol
at the secondsignaling rate;
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at least one processing module configured to transcode
the data from the secondprotocolto thefirst protocol
withoutaltering the secondsignaling rate of the data;

a system-side output coupled to the system device and
configured to transmit the data to the system device
accordingto the first protocol, at the second signaling
rate;

the system device further comprises:
a line-side input coupledto the system-side output ofthe

PHYdevice and configured to receive data encoded
accordingtothe first protocol, at the second signaling
rate, from the PHY device;

a processor configuredto alter the second signaling rate
of the data encoded according to thefirst protocol,
wherein the second signaling rate is altered to match
the first signaling rate;

a system-side output configured to transmit the data
encoded according to the first protocol to the PHY
deviceat the first signalingrate;

7. The system of claim 1, wherein the system device is
configured to alter the signaling rate without terminating the
first protocol by performing transmit PCS functions on
received data without first performing receive PCS functions
on the received data.

8. A backplaneinterface device comprising:
asystem-side input configured to receive data encoded ina

non-return to zero (NRZ) data format from a system-
side device at a signaling rate conforming to a pulse
amplitude modulation four (PAMA4)signaling rate;

at least one processing module configured to transcode the
data from the NRZ data format to a PAM4data format

without changing the signaling rate of the data; and
a line-side output configured to transmit the data over a

backplane configured for use with the PAM4signaling
rate.

9. The backplaneinterface device of claim 8, further com-
prising:

aline-side input configured to receive, from the backplane,
data encoded in a PAM4data formatat a signaling rate
conforming to the PAM4signaling rate;

at least one processing module configured to transcode the
data from the PAM4 data format to an NRZ data format

withoutaltering the signaling rate of the data;
a system-side output configured to transmit the data to an

external device coupled to the system-side output.
10. The backplaneinterface device of claim 9, wherein:
a 100 gigabyte egress path within the backplane interface

device comprises a PAM4transmit module; and
a 100 gigabyte ingress path within the backplane interface

device comprises a PAM4receive module.
11. The backplaneinterface device of claim 10, wherein:
the 100 gigabyte egress path comprises a PAM4 Forward

Error Correction (FEC) encoder; and
the 100 gigabyte ingress path comprises a PAM4 Forward

Error Correction (FEC) decoder.
12. The backplaneinterface device of claim 8, wherein:
the NRZ signaling rate for 100 Gbpsdata is specified to be

substantially 25.78 Gbpsper lane; and
the PAM4signaling rate per lane is greater than the NRZ

signaling rate per lane.
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13. The backplaneinterface device of claim 8, wherein:
the backplane interface device comprises a PHY chip and

the system-side device comprises one of a switch chip
and a controller chip;

the PHY chip is coupled to the backplane and the system
side device; and

inter-chip communications between the PHY chip and the
system device are performedat a rate determined by a
signaling rate supported by the backplane.

14. A methodfor use in a device including a backplane,the
method comprising:

altering the first signaling rate of data received at a first
device and encoded accordingto a first protocol without
terminatingthe first protocol, wherein thefirst signaling
rate is altered to match a second signaling rate used to
transmit data over a backplane;

transmitting the data betweenthefirst device and a second
device, wherein the data remains encoded according to
the first protocol, but is transmitted at the second signal-
ing rate;

transcoding,at the second device, the data from a first data
format specified bythe first protocol to a second data
format specified by a second protocol, wherein the sec-
ond protocolfurther specifies transmission ofdata using
the second signaling rate; and

transmitting transcodeddata from the second deviceto the
backplane using the secondsignalingrate.

15. The method of claim 14, further comprising:
performing transmit multilane distribution (MLD) and

physical coding sublayer (PCS) functions in the first
device.

16. The method of claim 15, further comprising:
performing Forward Error Correction (FEC) encoding in

the first device.

17. The method of claim 15, further comprising:
performing Forward Error Correction (FEC) encoding in

the second device.

18. The method of claim 14, wherein:
the first protocol specifies a non-return to zero (NRZ)sig-

naling format; and
the second protocolspecifies a pulse amplitude modulation

four (PAM4)signaling format.
19. The method of claim 14, further comprising:
transcoding backplane data from the second formatto the

first format without changing a signaling rate of the
backplane data, wherein the backplane data comprises
data received at the second device from a backplane, the
backplane data comprising data encoded in the second
data format and transmitted at the secondsignalingrate;

transmitting transcoded backplane data from the second
device to the first device using the second signalingrate;

at the first device, altering the signaling rate of the
transcoded backplane data to match thefirst signaling
rate; and

transmitting the altered rate data from a system-side output
ofthe first device.

20. The methodofclaim 14, further comprising:
performing transmit PCS functions on received data with-

out first performing receive PCS functions on the
received data.


