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I, Ayman Fayed, Ph.D., make this declaration in connection with [IPR2025-
01385.

I. INTRODUCTION
A. Engagement

1. I have been engaged by counsel for Volex plc (“Petitioner” or
“Volex”) as a technical expert in connection with the proceeding identified above.
I submit this declaration in support of Volex’s Petition for Inter Partes Review of
United States Patent No. 10,877,233 (the “’233 Patent”).

2. I understand that the 233 Patent is assigned to Credo Technology
Group Ltd. (“Patent Owner” or “Credo”).

3. This Declaration is based on the information currently available to
me. If additional relevant information or testimony becomes available, I reserve the
right to continue my investigation and analysis based thereon.

4. All of the opinions set forth in this Declaration are based on my own
personal knowledge, professional experience, education and judgment, and my
consideration of the documents, materials and information that I reference.

5. [ am being compensated for my work as an expert at my standard
hourly rate for consulting services, including for the time I may spend testifying on
deposition or at any hearing. I am also being reimbursed for reasonable and

customary expenses associated with my work in this case. I receive no other forms
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of compensation related to this case. No portion of my compensation is dependent
or otherwise contingent on the results of this proceeding or the specifics of my
testimony.

B. Background and Qualifications

6. I have over 26 years of experience in the fields of electrical, computer,
and electrical communications engineering. My CV is attached as Exhibit EX1004,
and it details my experience relevant to the patents-in-suit.

7. My industry and research experience and expertise specifically
relevant to the patents-in-suit includes high-speed wire-line transceiver design for
digital communication systems, including adaptive signal drivers/transmitters,
adaptive signal receivers/equalizers, adaptive filters, clock and data recovery
circuits, and analog and mixed-signal integrated circuits.

8. I earned a Ph.D. in Electrical and Computer Engineering from The
Ohio State University in 2004. I also earned a M.Sc. in Electrical and Computer
Engineering from The Ohio State University in 2000. I earned a B.Sc. in
Electronics and Electrical Communications Engineering from Cairo University in
Egypt in 1998.

0. I am currently a Professor in the Department of Electrical and
Computer Engineering at The Ohio State University where I lead and direct the

Power Management Research Lab.



10. A selected summary of my specific experience relevant to the patents-
in-suit includes my experience in the field as an analog, mixed-signal, and power
management/electronics IC (integrated circuit) designer for the Connectivity
Department at Texas Instruments in 2000 and 2002-2005. In that role, I designed
systems and circuits for the front-end receive/transmit paths of several high-speed
wire-line transceivers in multiple digital CMOS technology nodes. This included
the receive and transmit paths of Universal Serial Bus (USB) 2.0 transceivers in
0.18um/0.13um/90nm processes, the receive path of High-Definition Multi-Media
Interface (HDMI) transceivers in 0.13pum processes, and the receive path of IEEE
1394b transceivers in 0.18um processes. The designs encompassed a wide variety
of circuit techniques for adaptive equalizers, clock and data recovery circuits, high-
speed low-jitter receivers, voltage/current signal drivers/transmitters, high-speed
signal detectors/rectifiers, automatically-tuned on-chip transmission line
terminations, low-voltage voltage-controlled transconductors, adaptive GM-C
filters, and voltage/current references.

11. My relevant experience also includes my 2005-2008 role as a member
of the technical staff and as an analog, mixed-signal, and power
management/electronics IC (integrated circuit) designer for the Wireless Terminal

Business Unit at Texas Instruments.



12.  Inthatrole, I led the system and circuit design of a wide range of
analog, mixed-signal, and power management functions for integrated wireless,
RF, and baseband System-on-Chip (SoC) applications in 90nm/65nm/45nm digital
CMOS technologies.

13. For example, the design of various classes of delta-sigma data
converters including switched-C, continuous-time, and single-amplifier-based
architectures for wireless RF CODEC applications for GSM/WCDMA wireless
standards, including high-speed sampling/hold networks, quantizers, and clocking
schemes; low-noise low-power amplifiers; reference signal buffers; and
voltage/current reference generators.

14.  Another example of my responsibilities in that role 1s the design of
RF-friendly dc-dc converters, ripple suppression and cancellation techniques, and
low-leakage circuit techniques for linear and switching power converters for RF
and mixed-signal modules.

15. Thave also led the clear spectrum task force at Texas Instruments,
where | was responsible for power system architecture, supply domain definition
and specifications, noise and power budgeting, as well as the development of
design and verification methodology for power management/electronics modules
in large mixed-signal System-on-Chip with multi noise-sensitive RF cores,

including Cellular, Bluetooth, and Wireless LAN RF transceivers. This
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encompassed circuit design, power distribution networks, package and board
parasitics modeling, communication across supply domains, and power supply
isolation.

16. My relevant experience also includes my role as an assistant professor
(2009-2014) and associate professor (2014-2015) at lowa State University, and as
an associate professor (2015-2020) and full professor (2020-present) at The Ohio
State University, where I supervised the research of 14 Ph.D. students, over 14
M.Sc. students, who, for example, designed various classes of integrated linear and
switching power regulators and battery management systems, low-noise low-EMI
power converters for RF circuits, high-frequency switching converters with on-
chip outputs, and continuous- and discrete-time signal filters, all in
350nm/65nm/45nm/28nm CMOS technologies.

17.  The focus of my professional and research work has been on analog,
mixed-signal, and power management/electronics integrated circuits.

18. I have authored or co-authored over 71 technical papers in
international journals and conferences and have been an inventor or co-inventor on
8 US and international patents. Much of my published work, including my
Master’s and Ph.D. research, covers the area of analog, mixed-signal, and power

management/electronics integrated circuits.



19. My expertise in, and contributions to, the field of analog, mixed-
signal, and power management/electronics integrated circuits have been recognized
in many ways.

20. For example, from 2016 to 2023, I served on the editorial board (as an
associate editor) of the IEEE Transactions on Circuits and Systems I, which is the
leading journal of the IEEE Circuits and Systems Society.

21. Thave also been serving as a member of the Technical Program
Committee of many leading IEEE international conferences, such as RF Integrated
Circuits Symposium (2011-2021), Applied Power Electronics Conference (2018-
present), and International Symposium of Circuits and Systems (2012-present).

22. Thave also served on the board of the Analog Signal Processing
Technical Committee of the IEEE Circuits and Systems Society (Chair of the
board 2022-2025, Chair-Elect 2021-2022, and Secretary 2019-2021). I have also
received the Best Associate Editor Award from IEEE Transactions on Circuits and
Systems—I in 2020, 2021 and 2022, and I have received the 2022 IEEE Circuits
and Systems Society Outstanding Technical Committee Award. I have also
received the 2021 IEEE Transactions on Power Electronics Second Place Prize
Paper Award from the IEEE Power Electronics Society, the 2015 Darlington Best

Transactions Paper Award from the IEEE Circuits and System Society, the



National Science Foundation CAREER Award in 2013, and the Northrop
Grumman Chair Professorship from Iowa State University in 2013 and 2014.

23. Additional details of my education and work experience, awards and
honors, and publications that may be relevant to the opinions I have formed are set
forth in my curriculum vitae. See EX1004.

24.  In forming my opinions, I have relied upon the materials listed below,
my education, training, and knowledge of connector technologies, electrical and
electronic materials, and related experience.

C. Bases of My Opinions and Materials Considered

25. Thave reviewed the ’233 Patent, its prosecution history, and the prior
art and other documents and materials cited herein. I have also reviewed the
Declaration of Paul S. Min, Ph.D. which—together with Dr. Min’s c.v.—form
Exhibits 1003 and 1004 in Case No. IPR2025-00835, in which I understand
Amphenol Corporation challenges the patentability of the claims of the *233
patent. See Exhibit 1033. I was specifically asked by counsel to, in the course of
performing my analysis, consider the accuracy and correctness of Dr. Min’s
declaration. And, in fact, I have found that declaration to be accurate and correct;
and—as set forth below—I have largely adopted Dr. Min’s declaration, with the

exception of some minor edits I found useful for clarity.



26. My opinions, as explained below, are based on my years of education,
research, experience, and background in the field of microelectronics and
computing systems, as well as my investigation and study of relevant materials for
this declaration. When developing the opinions set forth in this declaration, I
assumed the perspective of a person having ordinary skill in the art, as set forth in
Section III below. In forming my opinions, I have studied and considered the

materials identified in the list below.

Exhibit Description
1001 U.S. Patent No. 10,877,233 (“the ’233 Patent”)
1002 Prosecution History of U.S. Patent No. 10,877,233
1003 Declaration of Ayman Fayed, Ph.D.
1004 Curriculum Vitae of Ayman Fayed, Ph.D.
1005 U.S. Patent No. 9,882,706 (“Lugthart-706"")
1006 U.S. Patent No. 7,233,617 (“Gorecki-617")
1007 IEEE Std. 802.3-2015, Section 1 (“802.3-2015, Section 17)
1008 IEEE Std. 802.3-2015, Section 2 (“802.3-2015, Section 2”)
1009 IEEE Std. 802.3-2015, Section 3 (“802.3-2015, Section 3”)
1010 IEEE Std. 802.3-2015, Section 4 (“802.3-2015, Section 4”)
1011 IEEE Std. 802.3-2015, Section 5 (“802.3-2015, Section 5”)
1012 IEEE Std. 802.3-2015, Section 6 (“802.3-2015, Section 6”)
1013 U.S. Patent No. 9,172,578 (“Dabiri”)
1014 U.S. Patent No. 6,975,140 (“Hsu-140)
1015 U.S. Patent No. 8,990,654 (“Bliss”)
1016 U.S. Pub. No. 2013/0195155 (“Pan”)
1017 U.S. Patent No. 9,806,812 (“Schmidt”)
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Exhibit

Description

1018 U.S. Patent No. 9,137,063 (“Zerbe-063”)

1019 U.S. Patent No. 9,152,257 (“McCall”)

1020 U.S. Pub. No. 2014/0119425 (“Boccaccio”)

1021 Intentionally left blank

1022 SFP-DD MSA, “SFP-DD Hardware Specification for SFP Double
Density 2X Pluggable Transceiver,” SFP-DD Rev 3.0 (April 10,
2019) (“SFP-DD-3.0”)

1023 SFF-8436 Specification for QSFP+ 4X 10 Gb/s Pluggable
Transceiver, Rev. 4.9 (Aug. 31, 2018)

1024 U.S. Patent No. 9,178,542 (““Shimanouchi”)

1025 U.S. Pub. No. 2005/0078758 (“Aziz”)

1026 U.S. Patent No. 7,570,708 (“Laturell”)

1027 “Equalizers for High-Speed Serial Links,” Pavan Kumar
Hanumolu, et al., International Journal of High Speed Electronics
and Systems, Vol. 15, No. 2 (2005), 429-458 (“Hanumolu”)

1028 U.S. Pub. No. 2014/0281068 (“Das Sharma”)

1029 ’233 Patent Claim Limitation Comparison Chart

1030 Affidavit of Tanya Zeif including Exhibit B, DS125DF1610 9.8 to
12.5 Gbps 16-Channel Retimer Datasheet, SNLS482B, Texas
Instruments Incorporated (January 2017) (“TI-Retimer”)

1031 U.S. Pub. No. 2014/0075076 (“Pillai”)

1032 U.S. Patent No. 8,000,176 (“Bakx”)

1033 Declaration of Paul S. Min, Ph.D., together with Dr. Min’s c.v.,
which are Exhibits 1003 and 1004 in Case No. [PR2025-00835

1034 U.S. Patent No. 7,239,665 (“Mezer-665)

1035 Intentionally left blank

1036 Intentionally left blank

1037 Intentionally left blank

1038 Intentionally left blank
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Exhibit Description

1039 Intentionally left blank

1040 Intentionally left blank

1041 Intentionally left blank

1042 Intentionally left blank

1043 Intentionally left blank

1044 U.S. Patent No. 5,452,333 (“Guo”)

1045 U.S. Patent No. 7,762,727 (“Aronson’)

1046 Proakis, John G., “Digital Communication,” 4th Edition, 2000,
McGraw-Hill, pp. 583-635 (“Proakis”)

1047 U.S. Pub. No. 2005/0013317 (“Lindsay”)

1048 Liu, Jin and Xiaofeng Lin, “Equalization in high-speed

communication systems.” IEEE Circuits and Systems Magazine 4
(2004) pp. 4-17 (*“Liu”)

1049 Hsieh, Ming-ta and Gerald E. Sobelman, “Architectures for multi-
gigabit wire-linked clock and data recovery.” IEEE Circuits and
Systems Magazine 8 (2008), pp. 45-57 (“Hsieh™)

1050 U.S. Patent No. 8,787,430 (“Raghavan™)
1051 U.S. Pub. No. 2015/0106536 (“Lauby”)

D. My Understanding of Patent Law

27. In developing my opinions, I discussed various relevant legal
principles with Petitioner’s attorneys. I understood those principles when they were
explained to me and have relied upon such legal principles, as explained to me, in
the course of forming the opinions set forth in this declaration. My understanding

in this respect is as follows:
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28. T understand that “inter partes review” (IPR) is a proceeding before
the United States Patent & Trademark Office for evaluating the patentability of an
issued patent’s claims based on prior-art patents and printed publications.

29. T understand that, in this proceeding, Petitioner has the burden of
proving that the challenged claims of the 233 Patent are unpatentable by a
preponderance of the evidence. I understand that “preponderance of the evidence”
means that a fact or conclusion is more likely true than not true.

30. I understand that, in [PR proceedings, claim terms in a patent are
given their ordinary and customary meaning as understood by a person of ordinary
skill in the art (“POSA”) in the context of the entire patent and the prosecution
history pertaining to the patent. If the specification provides a special definition for
a claim term that differs from the meaning the term would otherwise possess, the
specification’s special definition controls. If a claim element is expressed as a
“means” for performing a specified function, I understand that it covers the
corresponding structure described in the specification and equivalents of the
described structure. I have applied these standards in preparing the opinions in this
declaration.

31. T understand that determining whether a particular patent or printed
publication constitutes prior art to a challenged patent claim can require

determining the effective filing date (also known as the priority date) to which the
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challenged claim is entitled. I understand that, for a patent claim to be entitled to
the benefit of the filing date of an earlier application to which the patent claims
priority, the earlier application must have described the claimed invention in
sufficient detail to convey with reasonable clarity to the POSA that the inventor
had possession of the claimed invention as of the earlier application’s filing date. |
understand that a disclosure that merely renders the claimed invention obvious is
not sufficient written description for the claim to be entitled to the benefit of the
filing date of the application containing that disclosure.

32. T understand that, for an invention claimed in a patent to be patentable,
it must be, among other things, new (novel—i.e., not anticipated) and not obvious
over the prior art. My understanding of these two legal standards is set forth below.

1. Anticipation

33. T understand that, for a patent claim to be “anticipated” by the prior art
(and therefore not novel), each and every limitation of the claim must be found,
expressly or inherently, in a single prior-art reference. I understand that a claim
limitation is disclosed for the purpose of anticipation if a POSA would have
understood the reference to disclose the limitation based on inferences that a POSA
would reasonably be expected to draw from the explicit teachings in the reference

when read in light of the POSA’s knowledge and experience.
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34. Tunderstand that a claim limitation is inherent in a prior art reference
if that limitation is necessarily present when practicing the teachings of the
reference, regardless of whether a person of ordinary skill recognized the presence
of that limitation in the prior art.

2. Obviousness

35. T understand that a patent claim may be unpatentable if it would have
been obvious in view of a single prior-art reference or a combination of prior-art
references.

36. I understand that a patent claim is obvious if the differences between
the subject matter of the claim and the prior art are such that the subject matter as a
whole would have been obvious to a person of ordinary skill in the relevant field at
the time the invention was made. Specifically, I understand that the obviousness
question involves a consideration of:

o the scope and content of the prior art;
o the differences between the prior art and the claims at issue;
o the knowledge of a person of ordinary skill in the pertinent art; and

o if present, objective factors indicative of non-obviousness, sometimes
referred to as “secondary considerations.” To my knowledge, the
Patent Owner has not asserted any such secondary considerations with

respect to the *233 Patent.
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37. I understand that, in order for a claimed invention to be considered
obvious, a POSA must have had a reason for combining teachings from multiple
prior-art references (or for altering a single prior-art reference, in the case of
obviousness in view of a single reference) in the fashion proposed.

38. I further understand that, in determining whether a prior-art reference
would have been combined with other prior art or with other information within
the knowledge of a POSA, the following are examples of approaches and
rationales that may be considered:

o combining prior-art elements according to known methods to yield

predictable results;

o simple substitution of one known element for another to obtain
predictable results;

o use of a known technique to improve similar devices in the same way;

o applying a known technique to a known device ready for improvement
to yield predictable results;

o applying a technique or approach that would have been “obvious to
try,” i.e., choosing from a finite number of identified, predictable
solutions, with a reasonable expectation of success.

o known work in one field of endeavor may prompt variations of it for

use in either the same field or a different one based on design
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incentives or other market forces if the variations would have been
predictable to one of ordinary skill in the art;

o some teaching, suggestion, or motivation in the prior art that would
have led one of ordinary skill to modify the prior-art reference or to
combine prior-art reference teachings to arrive at the claimed
invention. I understand that this teaching, suggestion or motivation
may come from a prior-art reference or from the knowledge or
common sense of one of ordinary skill in the art.

39. Tunderstand that, for a single reference or a combination of references

to render the claimed invention obvious, a POSA must have been able to arrive at
the claimed invention by altering or combining the applied references.

3. Claim Interpretation

40. I understand that determining whether a claimed invention is novel
and non-obvious requires comparing the prior art to the claim. In this section, I
discuss the interpretations I have applied to certain claim terms in my analysis.

41. 1have been informed that patent claims are construed from the
viewpoint of a person of ordinary skill in the art at the time of the alleged
invention. I have been informed that patent claims generally should be interpreted
consistent with their plain and ordinary meaning as understood by a person of

ordinary skill in the art in the relevant time period (i.e., at the time of the purported
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invention, or the so called “effective filing date” of the patent application), after
reviewing the patent claim language, the specification and the prosecution history
(i.e., the intrinsic record).

42. I have further been informed that a person of ordinary skill in the art
must read the claim terms in the context of the claim itself, as well as in the context
of the entire patent specification. I understand that, in the specification and
prosecution history, the patentee may specifically define a claim term in a way that
differs from the plain and ordinary meaning. I understand that the prosecution
history of the patent is a record of the proceedings before the U.S. Patent and
Trademark Office, and may contain explicit representations or definitions made
during prosecution that affect the scope of the patent claims. I understand that an
applicant may, during the course of prosecuting the patent application, limit the
scope of the claims to overcome prior art or to overcome an examiner’s rejection
by clearly and unambiguously arguing to overcome or distinguish a prior art
reference, or to clearly and unambiguously disavow claim coverage.

43. In interpreting the meaning of the claim language, I understand that a
person of ordinary skill in the art may also consider “extrinsic” evidence, including
expert testimony, inventor testimony, dictionaries, technical treatises, other patents,
and scholarly publications. I understand this evidence is considered to ensure that a

claim is construed in a way that is consistent with the understanding of those of
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skill in the art at the time of the alleged invention. This can be useful for technical
terms whose meaning may differ from its ordinary English meaning. I understand
that extrinsic evidence may not be relied on if it contradicts or varies the meaning
of claim language provided by the intrinsic evidence, particularly if the applicant
has explicitly defined a term in the intrinsic record.

44. T understand that determining whether a claimed invention is novel
and non-obvious requires comparing the prior art to the challenged claim. In this
Declaration, I apply the above standards to the terms in the challenged claims. The
meanings of specific terms are discussed below in connection with evaluating the
disclosure in the priority documents.

II. DESCRIPTION OF THE RELEVANT FIELD AND THE RELEVANT
TIME FRAME

45. Thave reviewed the *233 Patent (EX1001) and its prosecution history
(EX1002).

46. I understand that the *233 Patent issued from U.S. Patent Application
No. 16/698,935 (“the 935 application™), filed on November 27, 2019. EX1001,
codes (21), (22).

47. 1 am informed that the 935 application relates to Chinese Patent
Application No. 201910542576.3, which was filed on July 1, 2019.

48. I have been instructed by counsel to assume the relevant timeframe for

my analysis of the prior art in this Declaration is on or before July 1, 2019.
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49. Based on my review of this material, I believe that the relevant
general field for the purposes of the *233 Patent is digital communication system
design.

III. PERSON OF ORDINARY SKILL IN THE ART (“POSA”)

50. I have been informed and understand that, for purposes of assessing
whether prior-art references disclose every element of a patent claim (thus
“anticipating” the claim) and/or would have rendered the claim obvious, the patent
and the prior-art references must be assessed from the perspective of a person
having ordinary skill in the art (“POSA”) to which the patent is related, based on
the understanding of that person at the time of the patent claim’s priority date.

51. T'have been informed and understand that various factors may be
considered in assessing the level of a POSA, including (1) educational level of the
inventor; (2) type of problems encountered in the art; (3) prior art solutions to
those problems; (4) rapidity with which innovations are made; (5) sophistication of
the technology, and (6) educational level of workers active in the field. I have also
been informed and understand that not all of these factors may be present in every
case, and one or more of these or other factors may predominate in a particular
case. | have further been informed and understand that these factors are not
exhaustive but are merely a guide to determining the level of ordinary skill in the

art. | have applied this standard throughout my declaration.

-20 -



52.  The ’233 Patent involves technology in the field of network
communication designs. I have been asked to provide my opinions as to the state of
the art in this field on or around July 2019. Whenever I offer an opinion in this
declaration about the knowledge of a POSA, the manner in which a POSA would
have understood the claims of the 233 Patent or its description, the manner in
which a POSA would have understood the prior art, or what a POSA would have
been led to do based on the prior art, [ am referencing the July 2019 timeframe,
even if I do not say so specifically in each case.

53. Inthe context of the *233 Patent and the prior art, it is my opinion that
the POSA to whom the patent is addressed, on July 1, 2019, would have had a
Bachelor of Science in Electrical or Computer Engineering with at least three years
of experience in digital communication system design. For example, a POSA
would have had a working knowledge of signal integrity over noisy channels and
of how signal integrity is affected by PCB and cable designs, and methods for
addressing those concerns. More education could substitute for experience, and
vice versa. This person would have been capable of understanding and applying
the teachings of the *233 Patent and the prior-art references discussed in this
declaration.

54.  The basis for my familiarity with the level of ordinary skill is my own

technical experience and my interaction with students and professionals in the field
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of Electrical and Computer Engineering who were at this level of skill as of July 1,
2019. I am also very familiar with the professional background of those who
worked in the field around the priority date of the 233 Patent as I personally have
worked in the industry extensively. I am well aware of the knowledge that a POSA
would have had at the time this patent was written as I have been actively
consulting, teaching, and carrying out research with such students and/or
professionals all through that period.

55. Inreaching this opinion as to the hypothetical POSA, I have
considered the standard recited above such as types of problems encountered in the
art, the prior art solutions to those problems, the rapidity with which innovations
are made, the sophistication of the technology, and the educational level and
professional capabilities of workers in the field.

56.  As summarized above with regard to my qualifications and
experience, | possessed at least the level of skill of a person of ordinary skill in the
art at the time of the alleged invention of the ’233 patent.

57. I have worked with many people who fit the characteristics of the
POSA, and I am familiar with their level of skill in and around July 2019. When
developing the opinions set forth in this declaration, I assumed the perspective of a

POSA as set forth above.
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IV. THE °233 PATENT

58.  The 233 Patent is titled “Active Ethernet Cable with Preset Pre-
Equalization.” The ’233 Patent states that “[t]his Ethernet standard provides a
common media access control specification for local area network (LAN)
operations at selected speeds from 1 Mb/s to 100 Gb/s over coaxial cable,
twinaxial cable, twisted wire pair cable, fiber optic cable, and electrical
backplanes, with various channel signal constellations.” EX1001, 1:10-15. The
’233 Patent goes on to state that, “[a]s demand continues for ever-higher data rates,
the standard is being extended. Such extensions to the standard must account for
increased channel attenuation and dispersion even as the equalizers are forced to
operate at faster symbol rates. It is becoming increasingly difficult to provide
affordable, mass-manufactured network hardware that assures consistently robust
performance as the proposed per-lane bit rates rise beyond 50 Gbps with PAM4 or
larger signal constellations.” EX1001, 1:15-23.

A. Described Embodiments

59. The 233 Patent describes an active electrical cable (which it calls an
“active Ethernet cable” or “AEC”), a cable manufacturing method, and a
communications method using a cable, employing preset transmit-side equalization
(e.g., pre-equalization or pre-emphasis). EX1001, Abstract, code (54), 1:32-36,

3:8-9. Pre-equalization was a well-known technique wherein transmit filters
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modify a signal in a way that compensates for the signal distortion that occurs
during transmission on a communication path—over a cable, over a backplane—so
that on receipt the recovered digital signal closely approximates the digital signal
transmitted. The transmit filter behavior is controlled by setting filter coefficients
or “taps.” EX1001, 5:39-48, 9:11-12, 10:40-44. The ’233 Patent describes storing
filter coefficients in non-volatile memory, and setting transmit filter coefficients
using those stored values. EX1001, 5:3-5, 5:27-35, 11:3-6.

60. The cable has an industry-standard SFP or QSFP connector at each
end, wherein the connector comprises a transceiver that the *233 Patent calls a
“data recovery and re-modulation (DRR) device.” EX1001, Abstract, Fig. 1
(below), 3:49-55 (“[EJach connector 100, 101 may include a powered transceiver
that performs clock and data recovery (CDR) and re-modulation of data streams,
hereafter called a data recovery and re-modulation (DRR) device.”), 9:19-22, 10:5-

9.
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61. Each connector, a pluggable module, mates with a receiving port in a
host device, and the AEC provides a communication link between the host devices
coupled to each AEC connector according to protocols that “can be found in the
current Ethernet standard” and whose implementation details were “well within”
the POSA’s ordinary skill. EX1001, 7:14-34. “[T]he transceivers perform CDR
and re-modulation not only of the inbound data streams to the host interface as
they exit the cable, but also of the outbound data streams from the host interface
entering the cable.” EX1001, 3:55-60. Clock and data recovery (e.g., CDR) was a
known process for recovering a data signal from a received signal.

62. The ’233 Patent describes data streams being communicated in lanes,
referring to particular signal paths. The *233 Patent describes re-modulating data
streams entering or exiting the DRR device (such as the data streams that the

transceiver receives from and transmits to a host device) as met by “format
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conversion” such as converting “1 lane of PAM4 symbols into 2 lanes of NRZ
symbols, and vice versa.” EX1001, 4:43-45. PAM-4 and NRZ were known coding
schemes used with known standards like Ethernet. EX1015 (“Bliss™), 4:5-13.
PAM-4 is four-level pulse amplitude modulation, which encodes two bits per
symbol. Bliss, 4:5-13. NRZ is non-return to zero, which encoded one bit per
symbol. EX1016 (“Pan”), 94. Thus, the *233 Patent describes the known concepts
of a transceiver converting two received NRZ data streams into one transmitted
PAM-4 data stream, and vice versa. EX1031 (“Pillai”), §[0006].

B. Challenged Claims

63. The ’233 Patent has 20 claims. Claims 1, 8, and 15 are independent.
Appendix A provides a claim list labeling limitations (e.g., “[1.a]”).

64. Claim 1 recites an electrical cable connecting a “data recovery and re-
modulation (DRR) device” at each end. Limitations [1.a]-[1.c]. Each DRR device
“exchanges inbound and outbound multi-lane data streams” with a host device
coupled to a respective DRR device. Limitations [1.a]-[1.b]. Each DRR device
“convert[s]” between signals received over the cable and the “multi-lane data
streams” received from and transmitted to the host. Limitations [1.d]-[1.e]. Each
DRR device pre-equalizes signal transmitted over the cable “using transmit filter

coefficient values stored in nonvolatile memories.” Limitation [1.1].
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65. Claim 8 recites a manufacturing method for claim 1°s cable, while
claim 15 recites a communication method over a cable.

C. Prosecution History

66. The 233 Patent issued from application no. 16/698,935, filed
November 27, 2019. EX1001, code (21), (22). The Examiner allowed all claims in
a first action. EX1002, 107. The applicant then requested continued examination
(RCE) to consider an Information Disclosure Statement citing Office
communications in different cases. EX1002, 134-138. The Examiner thereafter
repeated the claim allowance without discussing any art cited in the
communications from the unrelated cases. The Examiner stated in the reasons for
allowance that the prior art failed to teach limitations [1.f], [8.f], and [15.c], e.g.,
the first and second DRR devices providing pre-equalization of the electrical
transit signals using transmit filter coefficient values stored in nonvolatile
memories. EX1002, 154-155.

D. Additional Technical Background

67. Below, I will briefly describe technical concepts that are described in
the *233 Patent and/or the prior art.

1. Active Ethernet Cables

68. The ’233 Patent relates to active Ethernet cables that connect two
“host devices” (e.g., computers). EX1001, 3:44-48, 1:5-23 (“Ethernet” is an IEEE

standard). “Active” cables have powered components that process signals
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transmitted into and/or out of the cable. EX1005 (“Lugthart-706"), 14:29-31.
Active Ethernet cables have “connectors” at their ends to connect to mating ports
on host devices and each connector has a transceiver (i.e., a transmitter and
receiver) that processes signals transmitted into and out of the cable. EX1001,
1:29-42.

69. The transceivers in each of the connectors split the link between two
hosts into three segments—[ 1] from the first host to the first transceiver (a first host
interface), [2] between the first transceiver and the second transceiver (over the
cable), and [3] between the second transceiver and the second host (a second host

interface).
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Each transceiver receives a signal from its host, demodulates, processes, and

LN3

remodulates it for transmission over the cable. The transceiver at the other end of
the cable receives the signal, demodulates, processes, and remodulates it to pass
through its host interface. EX1001, 4:4-26. Modulation sets the properties of an
analog signal (e.g., its amplitude) to represent digital data, which facilitates
transmission over a communication channel. Lugthart-706, 31:23-46.
Demodulation reconstructs the digital data from the analog signal. EX1001, 7:2-

11; Lugthart-706, 8:56-60.
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70.  As the analog signal passes over a communication channel, it may be
degraded/distorted. EX1001, 4:15-22; Lugthart-706, 6:36-57. The transceivers of
the ’233 patent include “clock and data recovery” (CDR) circuits. EX1001, 3:51-
55, 4:27-43. CDR circuits in a signal’s path will retime and attempt to recreate the
signal (as best as it is able to; see my discussion of CDR in Section IV.D.4 below),
and so allow degradation/distortion of signals over each segment of the link
between hosts to be addressed separately (i.e., degradation/distortion before CDR
is separated from degradation/distortion after CDR), rather than addressing a larger
aggregate amount of degradation/distortion over the entire link. One form of
degradation/distortion is jitter, an unwanted variation in the timing of changes in
the analog signal that represents digital data. EX1044 (“Guo™), 1:24-26, 1:58-2:2;
EX1045 (Aronson), 11:6-10. A transceiver with CDR can “recover the clock and
retime the signal” to compensate for jitter. Aronson, 11:1-6, 11:20-24.

71.  Intersymbol interference (ISI) is another form of
degradation/distortion, e.g., caused by lossy channels, in which one symbol in a
data stream interferes with subsequent symbols. Lugthart-706, 6:41-57.
Equalization is signal processing that may be used to compensate for channel
losses—and therefore compensate for [ISI—so that a received signal approximates
the transmitted signal. Lughtart-706, 9:10-25; EX1016, 1:9-12; Aronson, 15:2-4.

Equalization can be performed at the transmitter (called pre-equalization) and/or at
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the receiver. Aronson, 14:19-23, 15:1-8. Equalization was commonly achieved via
filters using parameters (e.g., coefficients) controlling the filter’s modification of
the signal. Lugthart-706, 9:38-51, 22:3-17.

72.  Equalization parameters could be fixed, adjustable, or “adaptive” via a
process, e.g., during which equalization parameters are modified in response to
sending known test signals through the channel using different equalization
parameters until the error in the equalized signal at the receiver is low. Aronson,
15:4-8; EX1034 (“Mezer-665"), 6:36-41, 2:47-50; EX1028 (“Das Sharma”),
[0080]-[0081].

73. 1 further discuss these concepts, such as ISI, equalization, and CDRs,
below.

2. SerDes for Transmission of High-Speed Serial Data

74.  Intoday’s environment, many of the specialized integrated chips (or
ICs) are in the form of the Application Specific Integrated Chip (or ASIC). In
particular, the ASICs used in the communications and computer environments are
notoriously input-output (IO) limited.

75. By way of background, some integrated circuit chips are die-limited
when the ICs contain large number of complex functional blocks comprising a
large number of transistors. For example, certain complex processors may be die-

limited as they contain multiple functional blocks such as a large number of
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processor cores, memory interfaces, off-load engines, security features, 1O
interfaces, etc. To implement these functional block takes up large areas of silicon
die; and, thus, the sizes of such ICs are determined by the size of the silicon die,
that the IC packages contain.

76.  In other cases, some integrated circuit chips are IO limited. The
inputs and outputs from an IC must be accessible to the outside of the package
containing the IC in the form of IO pins or pads. When there are a large number of
inputs and outputs from the IC, the size of the package containing the silicon die of
the IC must be increased because the 1O pins or pads must be spaced apart to
provide proper electrical connectivity of the IC to the printed circuit board. In this
case, the size of the IC is determined by the number of input and output pins or
pads. Many of the ASICs used in the communication environment are 1O limited
IC.

77.  When the number of 1O pins or pads becomes so large, e.g., more than
a thousand, in order to provide the 10 pins or pads outside the IC package becomes
untenable as the size of the IC package becomes too large for the IC to be mounted
on a printed circuit board, which is often crowded with many components
necessary to perform the required functions.

78.  To cope with the 10 limitation in communication ICs, the electronic

industry developed the Serializer/Deserializer (or SerDes). In designing an 10-
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limited IC, one or more of the SerDes blocks are incorporated as the external
interface(s) from the IC. For transmission, the serializer portion of the SerDes
combines multiple output data streams into a single data stream by multiplexing
these output data streams, which otherwise would be transmitted separately. Then,
the serialized data stream is transmitted from the IC to the receiving end, for
example, another IC with similar SerDes blocks. The receiving IC then
deserializes the received serial data stream by way of the Des portion of the SerDes
block, which is embedded in the receiving IC.

79.  While the use of the SerDes mitigates or minimizes the 10 limitation
in the IC design, it creates different challenges, specifically the increase in the
transmission rate as the data rate increases according to the number of data streams
combined during the serialization process.

3. Equalization

80. In explaining the basic concept of equalization, I refer to a widely
referenced textbook entitled, “Digital Communication” by John G. Proakis
(EX1046; “Proakis”). In addition, I also refer to a tutorial paper entitled,
“Equalizers for High-Speed Serial Link” by Pavan K. Hanumolu, G. Y. Wei, and
U. K. Moon (EX1027; “Hanumolu”), and an article entitled “Equalization in High-

Speed Communication Systems” by J. Liu and X. Lin (EX1048; “Liu”).
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81.  Liu describes that “[cJommunication systems may be described by the
block diagram shown in Figure 1. They always involve three basic parts: the
transmitter (TX), the channel, and the receiver (RX). The signal, s(), is the
transmitted signal and the signal, r(?), is the received signal. Non-ideal channel
characteristics, for example, limited channel bandwidth and crosstalk noise, often
deteriorate the signal quality of the received signal and causes error in data

recovery.” Liu, page 5. The following is Figure 1 of Liu.

s(f )

Transmitter Receiver
—I-I Channel I—-
(TX) (RX)

Figure 1. Basic components of a communication system.

82.  In high-speed communication systems, for example utilizing a SerDes
in the transmitter and the receiver, the channel bandwidth may be limited as
compared to the possible hundreds of gigabits per second data rate. In this case, the
“deterior[ation of] the signal quality of the received signal” that Liu refers to above
requires the use of signal processing techniques known as the equalization.

83. In particular, Liu states that “[t]he term of inter-symbol interference
describes the dispersion effect in discrete time domain, where the transmitted data
are treated as digital symbols with pulse modulation. Figure 5 shows the
communication channel with transmitter pulse modulation and receiver filter. For

binary data, which is also known as two level pulse amplitude modulation (2-
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PAM) shown in Figure 2, the discrete information-bearing symbol {I,} is either ‘1’
or ‘0’ and the modulation pulse is a square pulse as shown.” Liu, 8. The

following is Figure 5 of Liu.

TX Channel RX
Optimal
Symbol  Pulse Medulation | Band Limited Channel | Receiver Recovered Symbol
{h} g(t) clt) Filter v
plt)
Mo11.] | | /\_ 2 [101101..]
—r :
T
x(f)
Figure 5. Communication channel with transmitter pulse modulation and receiver filter.

84.  As shown in Figure 5 of Liu above, square pulse g(?) is transmitted
during a time period T from the transmitter TX. Because the channel is bandwidth
limited, the transmitted signal g(?) cannot maintain its sharp transitions in both
leading and trailing edges, making the more rounded shape of a signal shown in
c(t), which is received at the receiver RX. Importantly, the received signals ¢(?) has
a trailing edge lasting longer than the transmission interval T. If the transmitter has
more signal to transmit after one transmission interval of T, then by the time the
leading edge of the successively transmitted signal arrives at the receiver, the
trailing edge of the received signal c(?) from the previously transmitted signal is

present at the receiver. In other words, the trailing edge of the signal received may
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overlap with the leading edges of one or more of the signals transmitted
successively. This phenomenon is called the intersymbol interference (or ISI).

85.  Proakis describes that “[t]he channel distortion results in intersymbol
interference, which, if left uncompensated, causes high error rates. The solution to
the ISI problem is to design a receiver that employs a means for compensating or
reducing the ISI in the received signal. The compensator for the ISI is called an
equalizer,” (Proakis, page 583), and that “[t]he discrete-time white noise linear
filter model for the intersymbol interference effects that arise in high-speed digital
transmission over nonideal band-limited channels will be used throughout the
remainder of this chapter in our discussion of compensation techniques for the
interference. In general, the compensation methods are called equalization
techniques or equalization algorithms,” (Proakis, page 589).

86.  Liu explains that “[t]here are two types of equalization: transmitter
pre-emphasis and receiver equalization. Both seek to either emphasize the high-
frequency components or to deemphasize the low frequency components of the
transmitted or received signal, in order to compensate the effect that the high-
frequency components are attenuated more than the low-frequency components
through the channel. Using both the transmitter and receiver equalization allows the

best system performance in terms of BER.” Lui, page 9.
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4. Clock and Data Recovery (CDR)

87.  In “Architectures for Multi-Gigabit Wire-Linked Clock and Data
Recovery” by Ming-ta Hsieh and Gerald E. Sobelman (EX1049; “Hsieh”), Hsich
states that “[a] clock and data recovery (CDR) circuit is an essential block in many
high-speed wire-linked data transmission applications such as optical
communications systems, backplane data-link routing and chip-to-chip
interconnection. The important role of a CDR is to extract the transmitted data
sequence from the distorted received signal and to recover the associated clock
timing information.” Hsieh, page 46.

88.  Hsieh further states that “Figure 2 illustrates a simplified functional
diagram of clock recovery and data retiming using a CDR circuit. The clock
recovery circuit detects the transitions in the received data and generates a periodic
clock. The decision circuit often uses D-type Flip-Flops (DFFs) driven by the
recovered clock to retime the received data, which samples noisy data and then
regenerates it with less jitter and skew.” Hsieh, page 46. The following is Figure 2

of Hsieh.

-37 -



SIS VA e o) UL UV
ot (LR

Recovery

Figure 2. Clock recovery and data retiming for a CDR
circuit.

89.  The figure above shows that the CDR circuit receives a data signal
from the channel, which is distorted by, among others, the limited bandwidth of the
channel. From the received signal, the clock is recovered, and using the clock, the
received signal is sampled and the data is stored in its original form.

90. Hsieh states that “[a] generic block diagram of a high-speed wire-
linked data transmission system is shown in Figure 3, where the received data is
equalized in the receiver input buffer and retimed in the CDR module before
proceeding into the deserializer module.” Hsieh, page 46. The following is Figure

3 of Hsieh.
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Figure 3. Block diagram of a generic high-speed wire-linked transmission system.

91. With reference to the figure above, the “Parallel Data Input” shown at
the top left of the figure enters the “Serializer” block.” The signal conveying the
“Parallel Data Input” may be in a variety of forms, for example, Non Return to
Zero (NRZ), Pulse Amplitude Modulation 4 (PAM4), BPSK, QPSK, etc. At this
point, the signal conveying the “Parallel Data Input” is an analog signal, into which
the underlying digital information (e.g., “1s” and “0s”) is modulated. Then,
multiple streams of “Parallel Data Input” are multiplexed by the “Serializer” block
(at the top left of the figure in yellow), creating a single stream of modulated data.

92.  The serialized data stream, which is output from the “Serializer”
block, is entered into the “Transmitter Output Buffer with Pre-emphasis” block.

The “Transmitter Output Buffer with Pre-emphasis” block then pre-emphasizes the
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serialized data stream and transmits the pre-emphasized serialized data stream over
the “Transmission Channel.”

93. At the receiver, the “Receiver Input Buffer with Equalizer” block
receives the transmitted signal, which is likely to have been distorted by the
channel. The “Receiver Input Buffer with Equalizer” block at the receiver
equalizes the distortion in the received signal. Then, the Clock and Data
Recovery” block attempts to recover the originally transmitted serialized data
stream as shown in Figure 2 of Hsieh. The final step in the receive sequence is the
“Deserializer” block, which demultiplexes the recovered serialized data stream into
multiple parallel data streams for subsequent output as streams of modulated
digital data.

94.  The block diagram of a generic high-speed wire-linked transmission
system shown in Figure 3 of Hsieh illustrates various processes performed between
a pair of transmitter and receiver. This generic block diagram of Hsieh has a cross
relationship with the embodiment disclosed in the 233 patent. For example, the
following is FIG. 5 of the *233 patent, which “is a block diagram of a transmitter in

an illustrative multi-lane [transceiver].” EX1001, 3:18-19.
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95.  Setting aside the “LOCAL INFO” and “BACK INFO” portions of the
’233 patent block diagram, which portions are used for configuration of the pre-
emphasis function performed by “PRE-E” 506, the “P2S” block 504 performs
parallel to serial conversion (which is performed by the “Serializer” block in
Figure 3 of Hsieh) and the “PRE-E” block 506 perform pre-emphasis function
(which is performed by the “Transmitter Output Buffer with Pre-emphasis™ block
in Figure 3 of Hsieh).

96. Similarly, the following is FIG. 4 of the *233 patent, which “is a block

diagram of a receiver in an illustrative multi-lane [transceiver].” EX1001, 3:16- 17.

LOCAL BACK
FIG.4 NEQ. HINFO,
: ADAPT 'NDR 405 [EXTRACT |
s 4077 I C— 4087 1
: A y ‘RXD
CHINL] >—{CTLE - Fre - OFt [ &2 -
; 4027 4037 404 406 '

97.  Again, setting aside the “LOCAL INFO” and “BACK INFO” portions

of the *233 patent block diagram, which are used for configuration of the
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equalization functions performed by “CTLE” 404 and DFE 406, the “CDR” block
408 performs the clock and data recovery function (which is performed by the
“Clock and Data Recovery” block in Figure 3 of Hsieh), and the “CTLE” and
“DFE” blocks together perform the equalization function (which is performed by
the “Receiver Input Buffer with Equalizer” block in Figure 3 of Hsieh). Last, the
“S2P” block 410 in the ’233 patent block diagram performs the serial to parallel
conversion, which is performed by the “Deserializer” block in Figure 3 of Hsieh.
98. The ’233 patent discloses an “active Ethernet cable,” (EX1001, 3:8-9),
as part of the “function-block™ diagram of the “illustrative AEC,” (EX1001, 3:10-
13), and plug 200 “adapted to fit a standard-compliant Ethernet port,” (EX1001,

4:47-48), as shown in Figure 3A below.

FIG. 3A
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99.  Asshown in the figure above, plug 200 has multiple receivers and
transmitters in sets 220 and 222. In particular, when plug 200 receives a data
stream on one of the lanes, the data stream goes through one of the receivers and
one of the transmitters before the data stream is transmitted onto the cable cord
106. For example, the data stream received on the left most lane, i.e., LNO, it goes
through the leftmost RX among the transmitters and receivers 220 and the leftmost
TX among the transmitters and receivers 222.

100. In the context of Figures 4 and 5, which respectively illustrate the RX
and the TX shown in Figure 3A above, the following figure shows the processes, to

which the data stream to be transmitted is subject.

From Data Stream Transmission To
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101. In the figure above, the “S2P” block in RX (FIG. 4) and the “P2S”
block in TX (FIG.5) negate each other, i.e., the serial to parallel conversion by the
“S2P” block negates the parallel to serial conversion by the “P2S” block. The
center of the overall transmission path shown in the figure above is the “CDR” 408,

(FIG. 4), which restores the data stream transmitted from the host system, which is
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distorted by the channel formed over the path comprising the package of the IC
where the data stream is originated, through the electrical trace over the printed
circuit board on which the IC is mounted, to the connector on the plug, and to the
“CH IN” shown in FIG. 4. Once the data stream is recovered by the “CDR” block
408, the data stream is pre-emphasized by the “PRE-E” block 506 in FIG. 5 in
preparation for the transmission over the cord 106.

V.  PRIOR-ART REFERENCES

102. I briefly introduce in this section various prior-art references discussed
in this declaration.

A.  Lugthart-706 (EX1005)

103. Lugthart-706 is entitled “High Speed Transceiver.” Lugthart-706 is
directed to “[s]ystems and methods for high speed communications™ that “include
innovative transceiver architectures and techniques for re-timing, multiplexing, de-
multiplexing and transmitting data.” Lugthart-706, Abstract.

104. T have been instructed by Petitioner’s counsel to assume that Lugthart-
706 qualifies is prior art to every claim in the ’233 patent.

B. Gorecki-617 (EX1006)

105. Gorecki-617 is entitled “System and Method of Equalization of High
Speed Signals.” Gorecki-617 is directed to “a technique of, and system for
enhancing the performance of high-speed digital communications through a

communications channel.” Gorecki-617, Abstract.
- 44 -



106. I have been instructed by Petitioner’s counsel to assume that Gorecki-
617 is prior art to every claim in the 233 patent.

C. 1EEE Std. 802.3-2015 (EX1007-EX1012)
107. 1EEE Std. 802.3-2015 (*“802.3) is the 2015 IEEE Standard for

Ethernet. EX1007, 21 (Introduction). 802.3 is a standard that “defines Ethernet
local area, access and metropolitan area networks.” EX1007, 54 (Scope). 802.3
has six sections, which are provided at EX1007-EX1012.

108. 802.3 is an IEEE Standards Association standard published on March
4,2016, and is a Revision of IEEE Std. 802.3-2012. I have been instructed by
Petitioner’s counsel to assume that 802.3 qualifies as prior art to every claim in the
’233 patent.

VI. THE CHALLENGED CLAIMS ARE UNPATENTABLE IN LIGHT
OF THE PRIOR ART

109. Thave been asked to provide my opinion concerning whether claims 1-
20 of the ’233 patent would have been obvious to a POSA in light of the prior-art
references discussed below. For the reasons explained below, it is my opinion that
each of claims 1-20 would have been obvious to a POSA. The following table
summarizes the Grounds that I discuss in the sections below (independent claims

have been indicated in bold in the table below):

_45 -



Ground Reference(s) Claims Basis

1 Lugthart+Gorecki 1-6, 8-13, 15-19 |Obviousness

Lugthart+Gorecki+

2 IEEE Std. 802.3-2015

7,14, 20 Obviousness

A.  Ground 1: Lugthart-706 in view of Gorecki-617 Renders Obvious
Claims 1-6, 8-13, and 15-19

110. As explained in this section below, in my opinion, claims 1-6, 8-13,
and 15-19 of the *233 patent would have been rendered obvious over Lugthart-706
in view of Gorecki-617 (hereinafter “Lugthart+Gorecki”).

1. Discussion of Lugthart-706 (EX1005)

111. Lugthart-706 discloses an “active cable” that “includes... first and
second transceiver assemblies 105a, 105b positioned at either end of... conductive

lines 111.” Lugthart-706, 14:29-34, Fig. 2A (below).

100
mm1 S-mm
NC 105 1o 105b
ELECTRONIC nmaEl_i_ - _g_____{ _________ g gglzcmcme DEVICE 2
E 1070+, /107 :
3 I T I
~ HEE TRANSCEVER TRANSCEIVER oot :Rzi
| i || TRANSCEVER | TRANSCEVER || |
i ASSEMBLY 111 ASSEMBLY |
R J
FIG.2A

112. Anactive cable’s electronic components improve signal quality.

Lugthart-706, 14:29-31. The transceiver assemblies 105a, 105b include
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transceivers 107a, 107b, respectively. Lugthart-706, Fig. 2A, 14:47-53. Each
transceiver assembly has a “host side” electrically connected to a host (termed an
“electronic device”) and a “line side” electrically connected to one end of the

cable’s conductive lines 111. Lugthart-706, 14:34-42, Fig. 2A (annotated detail

below).
transceiver conductive lines 111
101 0] assembly 105a
1050 10
ELECTRONIC DEVICE 1 C

P e i
| W0y R i i
Tx 1 1 ' \ , E
o TRANSCEIVER v
14 || TRANSCEVER L :
ASSEMBLY | ... - i [ :

/

input port
Lugthart-706, Fig. 2A (annotated detail)

113. Each transceiver assembly’s input port comprises a connector, such as
an industry standard SFP or QSFP connector, that “is configured to mechanically
and electrically connect, e.g., in a releasable fashion, to a corresponding port or
other interface on the respective electronic device 101a, 101b, and an output port
that is connected to the cable.” Lugthart-706, 15:42-52, Figs. 2A, 17A, 17B, 18.

114. Lugthart-706’s transceiver 107a/107b can perform pre-equalization

(which Lugthart-706 calls pre-emphasis) on signals transmitted over the cable’s
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conductive lines 111, as well as on signals transmitted to electronic devices

101a/101b. Lugthart-706, 23:62-64, 29:23-28.

115. Figure 1A’s transceiver 10 illustrates one embodiment of Figure 2A’s

pluggable module transceiver 107a/107b. Lugthart-706, 14:47-53.
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Lugthart-706, Figs. 1A, 2A (annotated)
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116. Transceiver 10’s “EGRESS/TRANSMIT” path through DSP 13
performs digital signal processing, including retiming, on the multi-lane TX
DATA signal before transmitting the TX signal over conductive lines 111.
Lugthart-706, Figs. 1A, 2A, 15:64-16:3, 21:35-38. Finite impulse response (FIR)
filter 17 is a transmit filter that performs pre-emphasis on the re-timed TX signal
transmitted over conductive lines 111. Lugthart-706, 16:11-15, 29:23-28.

117. Lugthart-706 configures FIR filters using “tap coefficients,” and the
filters “perform emphasis on the signal to compensate for channel losses.”
Lugthart-706, 22:13-16, 23:59-64. “Pre-emphasis” and “pre-equalization” were
used interchangeably in the art. EX1050 (“Raghavan”), 2:39-42 (describing a
“technique for combating ISI [inter-symbol interference]... known as ‘pre-
emphasis’, or pre-equalization”); EX1017 (“Schmidt”), 7:50-57; EX1018 (“Zerbe-
063”), 3:24-27; EX1019 (“McCall”), 5:4-8. The pre-equalization compensates for
anticipated channel distortion on a transmitted signal.

118. On the “INGRESS/RECEIVE” path, DSP 23 performs digital signal
processing on signal RX received from the cable before that signal is transmitted to
the host (electronic device 101a/101b in Figure 2A). Lugthart-706, 8:26-32, 9:38-
51, Fig. 1A. DSP 23 includes FIR filters 27a/27b. Lugthart-706, 9:38-46. DSP 23
uses these FIR filters for “adaptive and configurable signal conditioning features

such as... output pre-emphasis” on the signal transmitted to the host. Lugthart-
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706, 9:52-55, 29:23-28. In one embodiment, Lugthart-706 describes a five-tap FIR
17 and 27a/27b. Lugthart-706, 22:12-16.

2. Discussion of Gorecki-617 (EX1006)

119. Gorecki-617 describes systems and methods for transmitter
equalization (e.g., “pre-emphasis equalization” or pre-equalization) by FIR
transmit filters in high-speed digital communication systems, including cables.
Gorecki-617, Abstract, 1:12-17, 1:59-2:11, 19:61-66. Gorecki-617 explains that it
was known to digitally equalize data, thus implementing FIR filters in digital
signal processing, before converting the equalized signals to analog. Gorecki-617,
16:40-46.

120. Gorecki-617 describes storing FIR filter tap coefficients in non-
volatile memory (“NVM?”) including writable NVM (“ROM, PROM, EPROM,
EEPROM or the like”). Gorecki-617, 7:18-43, 10:37-51, 17:41-51. EEPROM is
electrically erasable programmable read only memory that is re-writable non-
volatile memory (“NVM?”). Lauby, [0081] (“nonvolatile memory . . . can
include... electrically erasable PROM (EEPROM)”); Bakx, 2:53-54 (“EEPROM is
a non- volatile memory”); EX1047 (“Lindsay”), [0012] (“non-volatile memory
may include... an EEPROM?”). Flash memory was another well-known rewritable
non- volatile memory (e.g., “EEPROM or the like”) conventionally used with

transmit FIR filters. E.g., EX1014 (“Hsu-140"), 3:42-4:2 (“Any type of NVRAM
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can be used as the rewritable non-volatile storage, so long as [it] is of the type
suitable for integration on an integrated circuit.”).

121. Gorecki’s FIR filter taps are programmable. Gorecki-617, 3:42-45.
“In this way, the transmitter may access the memory to retrieve the necessary
information during start-up/power-up, initialization or re-initialization.” Gorecki-
617, 7:31-33. Gorecki-617 describes a “controller” that adjusts equalizer tap
coefficients by distributing filter coefficient values from NVM (including
EEPROM) to a transmitter to implement FIR filter taps “within the equalization
circuitry.” Gorecki-617, 7:9-17.

122. Gorecki-617 also explains that the filter coefficients stored in its non-
volatile memory can be “re-programmed.” Gorecki-617, 7:18-26, 20:41-43 (claim
2, “pre-programmed [tap] coefficient... is... re-programmed”). The filter
coefficients can also be “fine-tuned” using adaptive algorithms. Gorecki-617,
7:50-61, 10:26-51.

3. Discussion of the Lugthart+Gorecki Combination

123.  Asnoted above in Sections VI.A.1-VI.A.2, both Lugthart-706 and
Gorecki-617 teach active electrical cables with signal conditioning functions. I

further reference this combination as “Lugthart+Gorecki.”
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a. Reasons to Combine

124. While Lugthart-706 describes multi-tap transmit filters (FIR 17), it
does not explain how to set the equalizer or transmit filter coefficients and thus
leaves the implementation details to the POSA. E.g., Lugthart-706, Fig. 2A, 22:12-
16 (describing five-tap filter).

125. A POSA would have had reasons to configure the transmit filters of
Lugthart-706 based on Gorecki-617’s approach of using coefficients stored in
nonvolatile memory. Gorecki-617 is directed to “enhancing the performance of
high-speed digital communications through a communications channel.” Gorecki-
617, 1:12-17, 6:3-6, 19:61-66. Gorecki-617 explains that “[t]he extent of
equalization introduced by the circuitry, however, may vary between equalization
circuitry of each transmitter in the high-speed digital communication system.”
Gorecki-617, 8:66-9:2. For each transmitter, “the amount of equalization may be
adjusted or controlled by... changing the coefficients of the taps[.]” Gorecki-617,
9:37-40. The equalizers are “configured to introduce compensation that is ideally
the inverse of the effects caused by the communications channel.” Gorecki-617,
9:7-10. Gorecki-617 achieves this result by storing and loading equalization
parameters, including transmit filter coefficient values, from “ROM, PROM,

EPROM, EEPROM or the like” (i.e., nonvolatile memory). Gorecki-617, 7:18-26.
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Each of these is an example of non-volatile memory, meaning that the memory
retains stored values even when no power is applied.

126. A POSA, therefore, would have understood that “performance of
high-speed digital communications” could be enhanced by using transmit filter
coefficient values stored in nonvolatile memories.

127. Having a transmitter “access the memory” to retrieve the filter
coefficient values and program an equalizer (including setting pre-equalizer filter
taps) with those values when Lugthart-706’s transceiver is powered up, initialized,
or re-initialized was a conventional and convenient technique for setting filter
coefficients while persisting the coefficient values for use as power to the AEC
transceiver was cycled. Gorecki-617, 7:18-42. Cycling AEC power merely means
turning off/on and in Gorecki-617’s system the coefficient values would remain in
NVM after powering the cable transceivers back on.

128. A POSA would have understood that the controller that Gorecki-617
describes distributing filter tap coefficients to a transmitter to set taps by user
programming would also have been a conventional way to implement that
transmitter’s memory access and setting programmable FIR filter taps. Gorecki-
617, 7:1-17; Hsu-140, 4:25-38, 9:54-62; EX1020 (“Boccaccio), Fig. 6 (micro-

controller 68, EEPROM 70), [0049]-[0050] (programmable equalizer 56 includes
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on-board microcontroller 68 that sets equalizer parameters after power-up using
values stored in non-volatile memory 70).

129. Providing Lugthart-706’s transceiver with pre-set filter coefficient
values in non-volatile memory would have allowed setting the AEC with initial
coefficient values determined at manufacture and/or default pre-set coefficient
values for various chip-to-module channel models for host devices that could be
used with the AEC.

130. The resulting Lugthart+Gorecki combination would have combined
familiar elements (Lugthart-706’s equalizer and FIR filters with Gorecki’s
controller, EEPROM or the like, and techniques for programming filter coefficient
values from such memory) according to known methods (as demonstrated by
Gorecki-617) yielding no more than predictable results.

131. Lugthart+Gorecki also would have arranged known elements with
each performing the same function it had been known to perform. A POSA would
have recognized that Gorecki’s coefficient storage and filter programming
techniques could improve Lugthart-706’s equalization circuitry in the same way
that they improved Gorecki-617’s equalization circuitry.

b. Reasonable Expectation of Success

132. A POSA would have had a reasonable expectation of success

achieving Lugthart+Gorecki because the combination used known components
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with known filter programming and non-volatile coefficient value storage
techniques that were within the POSA’s ordinary skill and conventionally used for
pre-equalization. Gorecki-617, 16:40-46 (describing digital pre-equalization);
Lugthart-706, 8:33-39, 15:30-52, 22:12-16, 29:6-20; Gorecki, 6:39-67; 7:18-49.

133. As Hsu-140 explains, for example, “[f]lash memory is a non-volatile
random access memory (NVRAM) suitable for use as the rewriteable non-volatile
storage to store updated control information for operating the FIR transmitter. ...
Any type of NVRAM can be used as the rewriteable non-volatile storage, so long
as such NVRAM is of the type suitable for integration on an integrated circuit
chip.” Hsu-140, 3:42-4:3.

4. Mapping of Lugthart+Gorecki to claims 1-6, 8-13, and 15-
19

a. Claim 1
i. Preamble [1.PRE]: A cable that comprises:

134. Lugthart+Gorecki meets [1.PRE] because Lugthart-706 describes “an
electrical cable including one or more pairs of differential micro coaxial cables or
conductors” to implement a “high-speed communication link between first and
second electronic devices.” Lugthart-706, Fig. 2A (cable 110), 6:65-7:20, 14:7-31,

15:42-47.
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ii. Limitations [1.a]/[1.b]

[1.a]: a first data recovery and re-modulation
(DRR) device that exchanges inbound and
outbound multi-lane data streams with a first
host interface port via a first end connector

plug;

[1.b]: a second DRR device that exchanges
inbound and outbound multi-lane data streams
with a second host interface port via a second
end connector plug; and

135. Lugthart+Gorecki meets [1.a] and [1.b] as shown below.

(1) DRR Device

136. The °233 Patent defines “a data recovery and re-modulation (DRR)
device” as “a powered transceiver that performs clock and data recovery (CDR)
and re-modulation of data streams.” EX1001, 3:51-55. The transceivers of

Lugthart-706 have these characteristics and are DRR devices.

first DRR second DRR /‘100
device device
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137. Lugthart-706 discloses a first DRR device and a second DRR device

because its active cable includes “a pair of transceivers provided at respective ends
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of the cable.” Lugthart-706, 6:65-67; id., Figs. 1A (transceiver 10), 1B-1C, 2A
(annotated above showing transceivers 107a/107b), 8:8-60 (describing transceiver
10). These transceivers are powered. Lugthart-706, 14:7-53 (“cable 110...

includ[es] actively powered componentry for improving performance of the cable

110).
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138. Lugthart-706’s transceiver 10 is an embodiment of transceivers

107a/107b. Lugthart-706, Fig. 1A (annotated above), 8:8-12. CDR 12a/12b and 22
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“perform clock and data recovery operations” on respective signals—“TX Data”
(outbound data stream) from the host (CDR 12a/12b) and “RX” from the line
(CDR 22). Lugthart-706, Figs. 1A (above), 2A, 9:26-37, 33:3-8.

139. As explained below, transceiver 10 remodulates host-side non-return-
to-zero (NRZ) “TX Data” (outbound data stream) to a four-level pulse amplitude
modulation (PAM-4) “TX” data stream for transmission over the cable, and vice-
versa. Lugthart-706, 7:8-22, 8:40-60; 13:25-27. A POSA would have understood
“remodulation” as including converting data from NRZ to PAM-4. Transceivers
107a and 107b are a first and second DRR device, respectively.

(2) inbound and outbound multi-lane data
streams

140. The *233 Patent defines inbound and outbound from a host’s
viewpoint, e.g., “inbound data streams to the host interface” and “outbound data
streams from the host interface.” EX1001, 3:57-60, 4:47-52. Like the claims,
Lugthart-706 defines data streams and communication paths from the host’s

perspective.
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141. The RX and TX DATA indicated on the host (left) side of Figure 1A

are inbound and outbound data streams.
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142. A POSA would have understood the multiple arrows for each data
stream to represent multiple lanes. Lugthart-706 uses the term “lane” in a way that
makes clear that the multiple arrows in Fig. 1A indicate multiple lanes. E.g.,
Lugthart-706, 13:52-57 (“each of the transceivers described above as
implementing a multiplexing function in the egress/transmit direction will be
capable of performing a corresponding demultiplexing function in the
ingress/receive direction to generate the appropriate number of host-side lanes.”),
Figs. 1A-1D, 13:13-48 (describing configurations with different numbers of lanes
at the host-side and/or line-side).

143. This usage is consistent with the Ethernet standard in which a “lane” is

a “bundle of signals” that “communicate a quantum of data and/or control
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information between two end-points.” EX1007, IEEE Std. 802.3-2015, 86
(§1.4.246).

144. This usage is also consistent with the *233 specification, which
describes “converting 1 lane of PAM4 symbols into 2 lanes of NRZ symbols, and
vice versa,” as is depicted in FIG. 1A of Lugthart-706. Compare EX1001, 4:44-
45; Lugthart-706, 8:50-60.

145. The 233 specification also refers to a “unidirectional connection” and
defines a “bidirectional lane” as “formed by two unidirectional connections”
wherein one is for transmit (TX) and the other for receive (RX). EX1001, Fig. 3A,
5:16-24 (bidirectional lanes LNO-LN3). Accordingly, one of the arrows for the TX
DATA and one for the RX DATA in Lugthart-706 Fig. 1A represents a
bidirectional /ane as that term is used in the specification.

146. The specification uses a multi-lane data stream to describe multiple
lanes that each carry a portion of a data stream, as is shown in Lugthart-706 Figure
1A. E.g., EX1001, 2:18-20 (describing “[a DRR] device... converts a multi-lane
data stream from the first host interface port™).

147. Lugthart-706 discloses inbound and outbound multi-lane data streams
because its transceiver receives TX DATA (outbound data stream) from a host in
multiple lanes on the “EGRESS/TRANSMIT” path. E.g., Lugthart-706, Figs. 1A

(TX data on two lanes), 1C-1D (showing multiple host-side differential TX lanes),

-61 -



Fig. 2A, 7:24-27, 8:13-32, 13:25-27. Transceiver 10 transmits RX DATA
(inbound data stream) to a host—on the “INGRESS/RECEIVE” path—in multiple
lanes. Lugthart-706, Figs. 1A (RX DATA on two lanes), 1C-1D (showing
multiple host-side differential RX lanes), 2A, 7:24-27, 8:13-32, 13:25-27.

(3) end connector plug

148. The “end connector plug” is capable of being inserted in a “host
interface port.” Limitation [15.a]; EX1001, 2:15-17. The 233 specification
describes a connector terminating each end of a cable as including a “plug” (e.g.,
end connector plug) adapted to mate with a host device’s Ethernet port (e.g., host
interface port). EX1001, Figs. 2 (connector 100), Fig. 3B (connector 100/101,
plug 200/201, host device 302/304), 4:47-54 (“Connector 100 includes a plug 200
adapted to fit a standard-compliant Ethernet port in a first host device 302[.]”),
7:14-15 (“The connectors 100, 101, have plugs 200, 201 that mate with the
receptacles 336 of the two host devices 302, 304.”).

149. Lugthart-706’s cable has transceiver assemblies 105a/105b at
respective ends of cable 110. Lugthart-706, 6:65-67, 15:42-47, Fig. 2A (annotated
below). “Each of the transceiver assemblies 105a and 105b has an input port that
is configured to mechanically and electrically connect, ¢.g., in a releasable

fashion, to a corresponding port... on the respective electronic device 101a,

101b[.]” Lugthart-706, 15:42-47.
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150. Lugthart-706’s input port for each transceiver assembly 105a/105b is a
first/second end connector plug, respectively, because it mechanically and
electrically mates with the corresponding port on an electronic device (e.g., host
device) just like plug 200 in the ’233 Patent. POSAs also understood that the
corresponding port in each electronic device was conventionally a “standard-
complaint Ethernet port,” (EX1001, 4:47-54), because Lugthart-706 describes the
input port as comprising standardized connectors including SFP and QSFP that
were typically used for Ethernet-complaint connections and had plugs for mating
with an electronic device’s interface port. Lugthart-706, 15:47-52, 15:59-63;
EX1022, 26-27; EX1023(“SFF-8436”), 24.

(4)  host interface port

151. The °233 Patent describes “inserting [an] end connector plug of a
cable into a... host interface port[.]” Limitation [15.a]; EX1001, 2:16-17.
152. Lugthart-706’s electronic device is a host device. Lugthart-706,

14:14-15 (“first and second electronic devices 101a, 101b, which can also be

-63 -



referred to herein as host devices”). The electronic device interface is a host
interface. Lugthart-706, 3:31-34 (“a communication device includes a host
interface”). The transceiver assembly 107a/107b input port “mechanically and
electrically connect/s], e.g., in a releasable fashion, to a corresponding port... on
the respective electronic device 101a, 101b[.]” Lugthart-706, 15:42-47. The
“corresponding port” on electronic device 101a/101b is the first/second host
interface port, respectively, because it receives and electrically and mechanically
connects the transceiver assembly 107a/107b input port (e.g., first/second end
connector plug).

153. When used, Lugthart-706’s transceiver 107a exchanges inbound and
outbound multi-lane data streams with a first host interface port via a first end
connector plug because, as explained above, e.g., Figure 1A, when connected to a
host device the transceiver electrically receives two lanes of TX data (outbound
multi-lane data stream) from, and transmits two lanes of RX data (inbound multi-
lane data stream) to, electronic device 101a (host device) through the
“corresponding port” (first host interface port) that electrically connects the
transceiver assembly 107a’s input port (first end connector plug), meeting [1.a].
Lugthart-706, 8:8-32 (transceiver “receive[s] host side transmit data,” DAC
24a/24b “generate host side receive data”), 8:33-39 (“transceiver 10 can be used to

support data transfer between various electronic devices™). Transceiver 107b in
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transceiver assembly 105b provides the same functionality with electronic device
101b, meeting [1.b].
154. Thus, it is my opinion that Lugthart+Gorecki meets Limitations [1.a]-
[1.b].
iii. Limitation [1.c]: electrical conductors

connecting the first and second DRR devices to
convey electrical transit signals therebetween,

155. Lugthart+Gorecki meets [1.c] because Lugthart-706 describes cable
110 comprising conductive lines 111 (electrical conductors) connecting
transceivers 107a/107b. Lugthart-706, Fig. 2A (annotated below), 14:29-42,
16:11-20 (copper conducting lines 111); 19:2-6 (lines 111 can be twinaxial cable

providing differential signaling).

conductive lines 111

first DRR second DRR /-100
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156. The 233 Patent describes electrical signals “transiting the cable
conductors” as “electrical transit signals.” EX1001, 2:5-7, 4:17-18. Lugthart-706’s

conducting lines 111 conduct electrical signals between transceivers 107a and
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107b. E.g., Lugthart-706, 14:7-42, 16:11-15 (“electrical conducting lines 111...
can transport electrical signals™ between electronic devices 101a/b), 19:2-6 (twinax
lines 111 support differential signaling).
157. Thus, it is my opinion that Lugthart+Gorecki meets Limitation [1.c].
iv. Limitations [1.d]/[1.e]
[1.d]: the first DRR device converting between
said electrical transit signals and said inbound and

outbound multi-lane data streams for the first host
interface port, and

[1.e] the second DRR device converting between
said electrical transit signals and said inbound and
outbound multi-lane data streams for the second
host interface port,

158. As explained supra §VI.A.4.a.11 (Limitations [1.a]/[1.b]), Lugthart-
706 converts multiple NRZ data streams from a host to, e.g., re-timed NRZ or
PAM-4 data stream(s) over the cable, and the reverse for RX signal from the cable
to RX DATA transmitted to the host device. E.g., Lugthart-706, 8:40-60, 13:13-48.
This matches an example of converting in the specification. EX1001, 4:44-45.

159. Lugthart+Gorecki meets [1.d] because—when used—Lugthart-706’s
transceiver 107a receives multiple signals from a host device comprising “host side
transmit data (TX DATA),” e.g., outbound multi-lane data streams. Lugthart-706,
Figs. 1A (annotated below), 6A, 8:13-17, 30:23-25; supra §V1.A.4.a.ii (Limitation

[1.a]/[1.b]).
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160. Transceiver 107a “converts between” the TX DATA from the first
host (electronic device 101a)—received over the first host interface port (supra §
VI.A 4.a.ii (Limitation [1.a]/[1.b])—and the TX signal (e.g., electrical transit
signal, (supra § VI.A.4.a.iii (Limitation [1.c]) transmitted over the cable by
equalizing the TX DATA signal received (equalizers 11a/11b), performing a CDR
function (CDR 12a/12b), conditioning and recovering the TX DATA (DSP 13),
and multiplexing and remodulating the TX DATA into the TX signal (DSP 13,
DAC 14). Lugthart- 706, Figs. 1A (annotated below), 2A, 6A, 8:19-22, 9:52-55,

16:11-15, 30:25-55, generally 7:66-10:27 (describing transceiver).
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161. The receive path electronics perform the same operations—in a
reverse order—to convert between the RX signal from the cable to the RX DATA

signal transmitted to the host device. The transceiver signal conversion is for the
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first host interface port because, as explained above, transceiver 107a receives TX
DATA from, and transmits RX DATA to, electronic device 101a via the first host
interface port. Lugthart-706, Figs. 1A (“INGRESS/RECEIVE”), 2A, 6A, 9:10-51,
generally 7:66-10:27 (describing transceiver).

162. Lugthart-706 transceiver 107b provides the same functionality for
electronic device 101b, meeting [1.¢].

163. Thus, it is my opinion that Lugthart+Gorecki meets Limitations [1.d]-

[1.e].

v. Limitation [1.f]: the first and second DRR devices
providing pre-equalization of the electrical transit
signals using transmit filter coefficient values
stored in nonvolatile memories.

(1) pre-equalization

164. Lugthart+Gorecki meets [1.f] because Lugthart-706’s transceivers
107a/b provide “adaptive and configurable signal conditioning features such as...
output pre-emphasis” on the TX signals transported by conductive lines 111 (e.g.,
electrical transit signals, supra §VI1.A.4.a.ii1 (Limitation [1.c])). Lugthart-706,
Figs. 1A, 2A, 16:11-15, 23:59-24:2, 29:23-28. POSAs understood that “pre-
emphasis” and “pre-equalization” have the same meaning. Raghavan, 2:39-42
(describing a “technique for combating ISI... known as ‘pre-emphasis’, or pre-

equalization”); Schmidt, 7:54-55; Zerbe-063, 3:24-27; McCall, 5:4-8.
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165. Transceivers 107a/107b provide pre-equalization in DSP 13 using
finite impulse response (FIR) filter 17. FIR filter 17 is a transmit filter because
DAC 14 converts the FIR 17 output to an analog signal that is transmitted on the

line side. Lugthart-706, Fig. 1A (annotated detail below), 23:13-17, 23:59-24:2.
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166. FIR filter 17 “perform[s] emphasis on the signal to compensate for
channel losses,” e.g., it pre-equaliz[es] the signal that—when transmitted over the
cable after DAC 14—is the electrical transit signal. Lugthart-706, 23:62-64. FIR
filter 17 forwards conditioned signals to DAC 14 for transmission over cable 110
and conductive lines 111. Lugthart-706, Figs. 1A, 2A, 8:19-22, 16:11-15, 23:59-
24:2. The TX signals transmitted on the cable’s conductive lines are electrical
transit signals.

167. The filter 17 tap coefficients are transmit filter coefficient values. The
’233 Patent states that “equalization parameters may include filter coefficient
values for pre-equalizer filters[.]” EX1001, 5:45-48, 8:15-26 (during training

adaptation adjusts filter coefficient values). Lugthart-706 explains that FIR filter
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17 can be “a five tap FIR filter with tap coefficients S5.3, S7.3, S8.3, S7.3, S5.3,”
Lugthart-706, 22:12-16, while Gorecki-617 provides that “tap weights or
coefficients (values) may be determined or controlled[.]” Gorecki-617, 6:56-57.

(2) non-volatile memory

168. Lugthart+Gorecki uses Gorecki-617’s teaching to store filter
coefficient values in non-volatile memory (“NVM”), which can include EEPROM
and the like such as flash memory, and use those values to set filter coefficients to
provide pre-equalization. Hsu-140, 3:42-4:2; Gorecki-617, 7:18-33
(“[IInformation representative of... the coefficients of the tap(s) may be stored...
in... for example... ROM or EEPROM. In this way, the transmitter may access
the memory to retrieve the necessary information during start-up/power-up,
initialization or re-initialization.”); supra §VI.A.2 (discussing NVM as described
in Gorecki-617). Lugthart+Gorecki uses Gorecki-617’s teaching to program filter
17 coefficients using the values stored in NVM to pre-equalize the TX signal in
transceiver 107a and 107b, thus meeting [1.f]. Supra §VI.A.3 (combination).

169. Thus, it is my opinion that Lugthart+Gorecki meets [1.f].
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b. Claim 2: The cable of claim 1, further comprising a first
controller that configures the first DRR device in
response to a power-on event, the first controller
retrieving the transmit filter coefficient values from the
nonvolatile memories as part of said configuring.

170. Lugthart+Gorecki meets claim 2 because Gorecki-617 teaches
“[IInformation representative of... the coefficients of the tap(s) may be stored. ..
in... for example... ROM or EEPROM. In this way, the transmitter may access
the memory to retrieve the necessary information during start up/power-up,”
which is a power-on event. Gorecki-617, 7:18-33, 16:47-53; supra §VI.A.3
(combination). Gorecki-617 describes a “controller” that “distribute[s] to the
transmitter” the filter coefficients thereby configuring FIR filter 17 for pre-
emphasis at this power-on event. Gorecki-617, 7:4-17; 7:26-33. For transceiver
107a this is a first controller, so that Lugthart+Gorecki meets claim 2.

171. Thus, it is my opinion that Lugthart+Gorecki meets claim 2.

¢. Claim 3: The cable of claim 1, wherein the first and
second DRR devices are programmed to use the transmit

coefficient values each time power is supplied to the first
and second end connector plugs.

172. The analysis treats “transmit coefficient values” as referring to [1.1]
“transmit filter coefficient values,” as the term otherwise has no antecedent basis.

173. Lugthart+Gorecki meets claim 3 because Lugthart-706’s FIR 17 in
transceivers 107a and 107b use transmit filter coefficient values that have been
stored in memory. Supra §§VI.A.3 (combination), VI.A.4.a (claim 1).
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174. Like the *233 Patent specification, Gorecki-617 refers to storing of
values in memory as programming. Gorecki-617, 7:1-33 (“the adjustment or
control of the taps of the equalization circuitry may be by the user via
programming . .. coefficients of the tap(s), and/or the pulse durations of the tap(s)
may be pre-programmed”); EX1001, 11:3-6 (“the automated tester equipment
‘burns’ the flash memory or otherwise programs the initial default values of the
filter coefficients[.]”).

175. Gorecki-617 teaches that the programmed memory “may reside on the
integrated circuit containing the transmitter, receiver or transceiver.” Gorecki-617,
7:43-49. A POSA would have found such an implementation of Lugthart+Gorecki
obvious, as Lugthart-706 already includes programmable circuity. Lugthart-706,
30:42-44 (“Programmable chip sets, physical coding sublayer (PCS) blocks,
FPGAs, FIR filters can be used to condition and multiplex the digital data
signal.”). As the first and second DRR devices include the transceivers, a POSA
would have understood that Lugthart+Gorecki meets “the first and second DRR
devices are programmed.”

176. This programming is done to use the transmit coefficient values when
power is supplied to the first and second end connector plugs. In

Lugthart+Gorecki, stored FIR filter coefficients are retrieved from the nonvolatile
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memory at start-up/power-up as taught in Gorecki-617. Gorecki-617, 7:18-33,
supra §§VI.A.3 (combination), VI.A.4.b (claim 2).

177. Power-up in Lugthart+Gorecki indicates that power is supplied to the
first and second end connector plugs. POSAs would have understood that power is
supplied from a host device when the enclosing connector’s connector plug was
electrically connected to the host interface port in a corresponding electronic
device 101a/b as described supra §VI.A.4.a.i1 (Limitation [1.a]/[1.b]) because this
was conventionally how standardized connectors like QSFP or SFP worked. E.g.,
Lugthart-706, 15:36-52 (describing connector formats); EX1023, 21 (“A host
board together with the QSFP+ module(s) forms an integrated power system. The
host supplies stable power to the module.”), 22 Fig. 4 (“Recommended Host
Board Power Supply Filtering”). Regardless, a POSA would have found
implementing Lugthart+Gorecki with QSFP connectors powered by a connected
host device conventional and an obvious implementation choice.

178. A POSA would have understood that Lugthart+Gorecki uses the
transmit coefficient values stored in memory each time power is supplied to the
first and second end connector plugs. Gorecki-617 teaches that the programmed
values can be stored “permanently, semi-permanently or temporarily[.]” Gorecki-
617, 7:18-26. When stored permanently, a POSA would have understood the filter

coefficient values to be used each time power is supplied to the first and second
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end connector plugs. The transceiver filter 17 would behave the same way, with
the same coefficients, at each power-up, until the coefficient values stored in NVM
were rewritten.
179. Thus, it is my opinion that Lugthart+Gorecki meets claim 3.
d. Claim 4: The cable of claim 3, wherein the transmit filter

coefficient values are determined and stored in the
nonvolatile memories after assembly of the cable.

180. A POSA would have had reasons to implement Lugthart+Gorecki by
determin[ing] and then storing the transmit filter coefficient values in the
nonvolatile memories after assembly of the cable. As Gorecki-617 teaches, the
values should be selected to offset effects of a communication channel. Gorecki-
617, 9:7-10 (The equalizers are “configured to introduce compensation that is
ideally the inverse of the effects caused by the communications channel.”); supra
§VLA.2.

181. In Lugthart+Gorecki, the communications channel includes the
electrical conductors as connected to the first and second DRR devices. That
communication channel does not exist until the cable is assembled by attaching the
first and second DRR devices to the electrical conductors.

182. Accordingly, a POSA would have found it obvious to determine and
then store filter coefficients, such as by measuring the effects in that

communication channel after assembly. Such an approach was known in the art.
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Boccaccio, [0033] (“The programming is preferably performed with the cable
installed between the actual source and actual sink it will be connecting.”).

183. Additionally, Lugthart+Gorecki meets claim 4 because Gorecki-617
describes “the coefficients of the tap(s)... are adjusted or controlled during
operation of the transmitter, for example using an adaptive algorithm.” Gorecki-
617, 10:27-51, 6:50-53, 17:41-51. Determining values “during operation” happens
after cable assembly. Gorecki-617 teaches that the adaptive algorithm—which
determinfes] transmit filter coefficient values—is performed “after (or during) the
performance of an initialization or re-initialization process.” Gorecki-617, 7:50-61.

184. Gorecki-617 describes that stored coefficient values can be “fine-tuned
to enhance the system performance,” (Gorecki-617, 7:50-53), and that the values
can be “re-programmed” and, for that reason, are stored in writable NVM.
Gorecki- 617, 7:18-33, 10:37-51.

185. A POSA would have had reasons to implement Lugthart+Gorecki
with rewritable nonvolatile memory, as Gorecki-617 describes NVM including
writable NVM (“ROM, PROM, EPROM, EEPROM or the like”). Gorecki-617,
7:24-25,10:46-47. As explained above (supra §VI.A.2 (discussing Gorecki-617)),
EEPROM is electrically erasable programmable read only memory. This means

that the EEPROM can be re-written.
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186. A POSA would have known that flash memory was another well-
known rewritable non-volatile memory (e.g., “EEPROM or the like”)
conventionally used with transmit FIR filters. E.g., Hsu-140, 3:42-4:3 (““Any type
of NVRAM can be used as the rewritable non-volatile storage, so long as [it] is of
the type suitable for integration on an integrated circuit.””). Gorecki-617 describes
functions conventionally implemented with writable and nonvolatile memory. A
POSA would have understood such memories would be used when the content of
those memories is both re-programmed and preserved through “startup/power-up,
initialization or re-initialization,” as described in Gorecki-617, 7:18-33.

187. Thus, Lugthart+Gorecki would have included rewritable nonvolatile
memory that could be updated with new coefficient values that fine-tuned pre-
equalization or equalization with new coefficient values learned through training at
manufacture or during usage with a particular device in a particular environment.
Lugthart-706, 48:64-49:12, 49:20-34; Gorecki, 7:50-61, 10:37-51; Hsu-140, 3:42-
4:3,9:21-28.

188. Preserving such adapted pre-equalization filter coefficients in
rewritable non-volatile memory like an EEPROM would have ensured that the
fine-tuned coefficients remained available after an AEC transceiver—or the host

powering it—was power cycled, initialized, or re-initialized. Gorecki-617, 7:31-33
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(“In this way, the transmitter may access the memory to retrieve the necessary
information during start up/power-up, initialization or re-initialization.”).

189. Regardless, POSAs would have known that storing updated filter
coefficients in Lugthart+Gorecki’s NVM was conventional and desirable so that
the adapted coefficient values would be available after power cycling the AEC
transceiver by unplugging it from a host device powering it, or power cycling the
host device powering the AEC transceiver. E.g., Hsu-140, Abstract (“[D]ata
transmitter includes a rewriteable non-volatile storage, operable to be rewritten
with control information representing the values of coefficients updated during
operation off the FIR driver.”), 2:46-49 (same), 3:45-52 (“Updated values of the
coefficients used in the taps of the FIR transmitter 30 are determined and stored to
the flash memory 20 during the operation of the FIR transmitter. When the FIR
transmitter is powered off and back on again, the coefficient values as last
updated are available to be retrieved from the flash memory 20 and applied to
the taps of the FIR transmitter again.”).

190. Thus, it is my opinion that Lugthart+Gorecki meets claim 4.

e. Claim 5: The cable of claim 4, wherein the first and
second DRR devices employ receiver-based equalization

of the electrical transit signals using coefficient values
stored in the nonvolatile memories.

191. The °233 specification parrots the “receiver-based equalization” claim

language but does not give examples or explain what it is. E.g., EX1001, 2:42-45,
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2:61-63. Regardless, “receiver-based equalization” meant equalizing a received
signal to compensate for distortion incurred during transmission. EX1024
(“Shimanouchi”), 10:22-35; EX1025 (“Aziz”), 4; EX1026 (“Laturell”), 2:17-21;
EX1027 (“Hanumolu™), p.185 (describing “receive-side equalization” suppressing
channel loss).

192. A POSA would have had a reason to implement Lugthart+Gorecki in a
way that meets claim 5. Lugthart-706’s transceiver equalizes signals received over
conductive lines 111 (e.g., electrical transit signals) using both receive path
equalizer 21 and receive path FFE/DFE equalizer 25 to improve signal fidelity and
remove pre- and post-cursor ISI. For example, with respect to equalizer 21 (shown
in Lugthart-706, Figure 1A), Lugthart-706 explains that “receive path equalizer 21
can be used to provide signal equalization to compensate for transmission line
losses on the line side” such as “to compensate for high-frequency signal loss by
boosting high frequency components of a signal relative to low frequency
components of the signal, thereby improving signal fidelity.” Lugthart-706, Fig.
1A, 9:10-25. And, with respect to FFE/DFE equalizer 25, which plays a similar
role to the egress/transmit path FFE/DFE 15a-15b within DSP 13 as explained in
Lugthart-706, 23:13-22, Lugthart-706 explains that these equalizers “can

implement one or more digital filters configured to equalize the incoming signal

-78 -



and compensate for channel effects including pre- and post-cursor ISI.” Lugthart-
706, 23:38-43.

193. As part of the transceivers, receive path equalizers 21 and 25 in
transceivers 107a and 107b would be in the first and second DRR devices,
respectively. Supra §§VI.A.3 (combination), VI.A.4.a.ii (Limitations [1.a]/[1.b]).

194. Receive path equalizers 21 and 25 are performing an equalization
function analogous to that performed by transmit filters 17. For the reasons
explained supra §§VI.A.3 (combination), VI.A.4.a.v (Limitation [1.f]) that it
would have been obvious to implement transmit filters 17 in Lugthart+Gorecki
using coefficient values stored in nonvolatile memories, it would have been
obvious to implement equalizers 21 and 25 with coefficient values stored in the
nonvolatile memories.

195. Both Lugthart-706 and Gorecki-617 suggest that equalizers 21 and 25
are, like filters 17, configured to compensate for signal distortion over the cable.
Lugthart-706, 22:43-48 (“The equalizer 21 can be configured to compensate for
losses occurring during transmission over the cable....”); Lugthart- 706, 23:38-43
(“the FFE/DFE blocks 15a-15b can implement one or more digital filters
configured to equalize the incoming signal and compensate for channel effects
including pre- and post-cursor ISI,” where FFE/DFE block 25 has a similar role to

FFE/DFE blocks 15a-15b, as explained earlier); Gorecki-617, 1:59-67
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(“[Clonventional high speed digital baseband communications systems often
employ circuitry, for example, a finite impulse response filter (‘FIR filter’), in the
receiver.... Such circuitry typically includes [sic] one or more taps having fixed or
pre- programmed ‘positions’ and coefficients.”), 2:17-21 (“Regardless of where
the equalization circuitry is implemented, the duration of the equalization signal
and the relative position or placement of the tap(s) of the equalization circuitry are
selected or designed to avoid interference with the signal representative of the
transmitted information.”).

196. Equalizer 21°s equalization functionality depends on filter coefficient
settings like transmit filter 17. Hanumolu, pp. 185-198 (describing different
receive-side equalization architectures configured with coefficients [C-1, CO, C1]));
Das Sharma, 969 (describing applying coefficients to a receiver’s settings to
minimize communication data loss). Likewise, FFE/DFE equalizer 25’s
functionality depends on filter coefficient settings. Hanumolu, pp. 196-198
(describing different receive-side DFE equalization architectures configured with
coefficients [C-1, CO, C1]); Das Sharma, 969.

197. Though Gorecki-617 describes that implementing its equalization
structure and techniques at a transmitter “may have an advantage,” Gorecki-617,
18:47-53, a POSA would have recognized from this statement that implementation

in the receiver was also an option, particularly as Gorecki-617 explains
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implementation more generally in connection with equalization circuitry more
generally. Gorecki- 617, 2:17-21, 6:14-23 (*“The circuitry and techniques include
leading and/or trailing taps to reduce, minimize, mitigate or effectively eliminate
precursor and/or post-cursor intersymbol interference due to, for example,
bandwidth limitations and reflections in high-speed digital communication
systems. In this way, the equalization circuitry and techniques may reduce,
minimize or eliminate non optimum (e.g., over-equalization) at the boundaries of
the data signal (i.e., the symbol).”). A POSA would have considered that such an
approach would have been applicable to equalizers 21 and 25 as they provide
equalization in the same way as transmit filter 17.

198. Additionally, a POSA would have understood that the equalization
performed at both transmit filter 17 and receive path equalizers 21 and 25 should
collectively compensate for the effects introduced by the communication channel
and would have had a reason to set equalization parameters for both in the same
way.

199. As explained supra §§VI.A.3 (combination), VI.A.4.a.v (Limitation
[1.f]), in Lugthart+Gorecki, transmit filter 17 uses coefficient values stored in
nonvolatile memory.

200. Thus, it is my opinion that Lugthart+Gorecki meets claim 5.
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f. Claim 6: The cable of claim 4, wherein the electrical
conductors comprise twin-axial conductors that carry
each of the electrical transit signals in differential form.

201. Lugthart+Gorecki meets claim 6 because Lugthart-706’s active cable
includes at least one twin-axial cable, which includes at least two inner conductors
that provide differential signaling. Lugthart-706, 19:2-6 (“a cable can include
twinaxial cables (‘Twinax’), where each Twinax cable includes two inner
conductors... [and] the two inner conductors can be configured to implement
differential signaling.”). The twin-axial cable’s inner conductors are twin-axial
conductors. EX1013 (“Dabiri”), 3:41-45 (“twinaxial (or ‘twinax’) cables ... can
each comprise a full-duplex twinax pair of conductors”). The Twinax conductors
transport signals (e.g., electrical transit signals) between the ends of the cable.

202. Thus, it is my opinion that Lugthart+Gorecki meets claim 6.

g. Claim 8

203. Claim 8 recites a cable manufacturing method for the cable in claim 1,
comprising three “connecting” steps (Limitations [8.a], [8.b], [8.c]), while
limitations [8.d]-[8.f] repeat cable component capabilities recited in Limitations
[1.d]-[1.1].

i. Preamble [8.PRE]: A cable manufacturing
method that comprises:

204. Lugthart+Gorecki renders obvious claim 1. Supra §VI.A.4.a (claim

1). As shown infra §VI.A.4.g.ii (Limitations [8.a]-[8.c]), POSAs would have
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found it obvious to manufacture claim 1’s cable by “connecting” Lugthart-706’s

transceiver, at each end of a cable, to standard connectors and conductive lines

111, meeting [8.PRE].

ii.

Limitations [8.a]-[8.c]

[8.a]: connecting a first connector plug to a first
data recovery and re-modulation (DRR) device
that exchanges multi-lane data streams with a first
host interface port via the first connector plug;

[8.b]: connecting a second connector plug to a
second DRR device that exchanges multi-lane data
streams with a second host interface port via the
second connector plug;

[8.c]: connecting electrical conductors to the first
and second DRR devices to convey electrical
transit signals therebetween,

205. Limitations [8.a]/[8.b] recite connecting a first/second connector plug

to the first/second DRR device recited in [1.a]/[1.b]. EX1029, 1.

206. POSAs would have had reasons to “connect” a “connector plug” to

Lugthart-706’s transceivers 107a/107b (first/second DRR device, respectively)

because, as explained supra §VI.A.4.a.i1 (Limitations [1.a]/[1.b]), Lugthart-706

describes each transceiver having “an input port” comprising the connector plug.

207. A POSA would have understood that the input port required electrical

connection to a transceiver before it could transport signals between a host

transceiver and transceiver 107a/107b, to provide the functionality described in
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Lugthart-706. Supra §VI.A.4.a.ii (Limitations [1.a]/[1.b]); Lugthart-706, Fig. 2A

(annotated below).
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208. A POSA would have had reasons to “connect” conductive lines 111 to

Lugthart-706 transceiver 107a/107b, meeting [8.c], in order to achieve the cable

that Lugthart-706 describes wherein lines 111 electrically connect transceivers

107a/107b as explained supra §VI.A.4.a.ii1 (Limitation [1.c]). Lugthart-706,

16:11-15; EX1029, 1.

209. Thus, it is my opinion that Lugthart+Gorecki meets Limitations [8.a]-

8.c].
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iii. Limitations [8.d]-[8.f]

[8.d]: the first DRR device converting between
said electrical transit signals and said multi-lane
data streams for the first host interface port, and

[8.¢]: the second DRR device converting between
said electrical transit signals and said multi-lane
data streams for the second host interface port,

[8.f]: the first and second DRR devices providing
pre-equalization of the electrical transit signals
using transmit filter coefficient values stored in
nonvolatile memories.

210. Limitations [8.d]-[8.f] substantively recite the same subject matter as
limitations [1.d]-[1.f] in device claim 1. EX1029, 1-2. The [8.d] multi-lane data
streams are the [1.d] inbound and outbound multi-lane data streams.
Lugthart+Gorecki meets limitations [8.d]-[8.f] for the same reasons it meets the

corresponding limitations below.

Limitation Corresponding Discussion
Limitation (supra)
[8.d] [1.d] §VI.A4.a.iv
[8.e] [1.e] §VI.A4.a.iv
[8.f] [1.1] §VIL.A4.av

211. Thus, it is my opinion that Lugthart+Gorecki meets Limitations [8.d]-

[8.1].
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h. Claim 9: The method of claim 8, further comprising:
providing a first controller device that configures the
first DRR device in response to a power-on event, the
first controller device retrieving the transmit filter
coefficient values from an internal nonvolatile memory
as part of said configuring.

212. Lugthart+Gorecki meets claim 9 for the reasons it meets claim 2.
EX1029, 4; supra §VI.A.4.b (claim 2). POSAs would have had reasons to
“provide” the first controller because Gorecki-617 describes a controller that
comprises part of Lugthart+Gorecki’s cable. Gorecki-617, 7:4-17; 7:26-33; supra §
VI.A.4.b (claim 2).

213. Thus, it is my opinion that Lugthart+Gorecki meets claim 9.

i. Claim 10: The method of claim 8, further comprising:
programming the first and second DRR devices to use
the transmit coefficient values each time power is
supplied to the first and second end connector plugs.

214. Lugthart+Gorecki meets claim 10 for the reasons it meets claim 3
supra §VI.A.4.c (claim 3). EX1029, p. 4.
215. Thus, it is my opinion that Lugthart+Gorecki meets claim 10.

j- Claim 11: The method of claim 10, further comprising:
after connecting the electrical conductors, characterizing
channel characteristics of the electrical conductors to
determine the transmit filter coefficient values; and
storing the transmit filter coefficient values in the
nonvolatile memories.

216. Lugthart+Gorecki meets claim 11 for the reasons it meets claim 4

supra §VI.A.4.d (claim 4). EX1029, 4. POSAs would have had reasons to
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determine transmit filter 17 coefficient values by training as part of the cable
manufacture after connecting transceivers 107a/107b in order to provide the initial
pre-set coefficient values that Gorecki-617 describes. Lugthart-706, 4:31-63, 49:3-
12, 20-37 (describing training); Gorecki-617, 7:18-33 (describing storing pre-set
coefficients); supra §VI.A.4.a.v (Limitation [1.1]).

217. As explained supra § VI.A.4.a.v (Limitation [1.f]), Lugthart+Gorecki
stores preset coefficient values in EEPROM. This renders obvious claim 11.

218. Thus, it is my opinion that Lugthart+Gorecki meets claim 11.

k. Claims 12-13

Claim 12: The method of claim 11, wherein the first and
second DRR devices employ receiver-based equalization
of the electrical transit signals using coefficient values
stored in the nonvolatile memories.

Claim 13: The method of claim 11, wherein the electrical
conductors comprise twin-axial conductors that carry
each of the electrical transit signals in differential form.

219. Claims 12-13 recite the same additional limitations as claims 5-6,
respectively, and Lugthart+Gorecki meets claims 12-13 for the same reasons.
EX1029, 5; supra §§VI.A.4.e (claim 5), VI.A.4.f (claim 6).

220. Thus, it is my opinion that Lugthart+Gorecki meets claims 12-13.
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. Claim 15

i. Preamble [15.PRE]: A communications method
that comprises:

221. Lugthart+Gorecki meets [15.PRE] because Lugthart-706 describes
“methods for high speed communications.” Lugthart-706, Abstract, 1:36-37; see
also Gorecki-617, 1:12-14 (“[T]he invention relates to a system and method for
providing high-speed digital communications through a communications
channel.”).

ii. Limitation [15.a]: inserting a first end connector
plug of a cable into a first host interface port, the
first end connector plug being connected to a first
data recovery and re-modulation (DRR) device
that converts a multi-lane data stream from the
first host interface port into electrical transit
signals conveyed by electrical conductors to a

second DRR device connected to a second end
connector plug of the cable; and

222. Lugthart+Gorecki meets Limitation [15.a] for the reasons it meets
Limitations [1.a], [1.c], and [1.d] supra §§VI.A.4.a.i1 (Limitation [1.a]/[1.b]),
VI.A 4.a.ii1 (Limitation [1.c]), VI.A.4.a.iv (Limitation [1.d]/[1.e]). EX1029, 6.
Lugthart-706 describes that “[e]ach of the transceiver assemblies 105a and 105b
has an input port that is configured to mechanically and electrically connect,
e.g., in a releasable fashion, to a corresponding port... on the respective
electronic device 101a, 101b[.]” Lugthart-706, 15:42-47. POSAs would have had

reasons to insert each input port in a corresponding electronic device’s port (host
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interface port) to use the Lugthart+Gorecki cable as shown in Lugthart-706 Figure

2A.

223. Thus, it is my opinion that Lugthart+Gorecki meets Limitation [15.a].

ili. Limitation [15.b]: inserting the second end
connector plug of the cable into a second host
interface port, the second DRR device
converting a multi-lane data stream from the
second host interface port into electrical transit
signals conveyed by electrical conductors to the
first DRR device,

224. Lugthart+Gorecki meets Limitation [15.b] for the reasons it meets
Limitations [1.b], [1.c], and [1.e] supra §§ VI.A.4.a.ii-VI.A.4.a.1iv (Limitations
[1.b]-[1.c]), VI.A.4.a.iv (Limitation [1.e]); EX1029, 6-7. POSAs had reasons to
insert transceiver assembly 105b’s input port in electronic device 101b’s
corresponding port (second host interface port) for the same reasons described for
assembly 105a / electronic device 101a supra § VI.A.4.L.ii (Limitation [15.a]).

225. Thus, it is my opinion that Lugthart+Gorecki meets Limitation [15.b].

iv. Limitation [15.c]: the first and second DRR
devices providing pre-equalization of the electrical

transit signals using transmit filter coefficient
values stored in nonvolatile memories.

226. Lugthart+Gorecki meets Limitation [15.c] for the reasons discussed
supra § VI.A.4.a.v (Limitation [1.f]); EX1029, 7.

227. Thus, it is my opinion that Lugthart+Gorecki meets Limitation [15.c].
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m. Claim 16

i.

Limitation [16.a]: The method of claim 15,
further comprising: supplying power to the first
and second end connector plugs, the first and
second end connector plugs being connected to
first and second controller devices, respectively,

228. Lugthart+Gorecki meets Limitation [16.a] for the reasons it meets

claim 3 supra § VI.A.4.c. Each transceiver assembly input port (connector plug) is

supplied power from the host device that electrically connects to the cable when

the input port is coupled to the host device’s corresponding receiving port. Supra

§§VI.A.4.b-VI.A 4.c (claims 2-3). Each transceiver assembly input port

(connector plug) 1s connected to the Lugthart+Gorecki controller because, as

explained for claim 2 supra § VI.A.4.b, the controller comprises part of the

transceiver assembly, which is electrically connected to the input port.

229. Thus, it is my opinion that Lugthart+Gorecki meets Limitation [16.a].

il

Limitation [16.b]: each of the first and second
controller devices operating to configure the
first and second DRR devices in response to a
power-on event, the configuring including
retrieving the transmit filter coefficient values
from internal nonvolatile memory.

230. Lugthart+Gorecki Limitation meets [16.b]—for the first and second

controller devices—for the reasons it meets claim 2 supra § VI.A.4.b for the first

controller device.

231. Thus, it is my opinion that Lugthart+Gorecki meets Limitation [16.b].
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n. Claims 17-19

232. Claims 17-19 substantively recite the same subject matter as claims 3-
5, respectively. EX1029, 8. Lugthart+Gorecki meets claims 17-19 for the same

reasons it meets the corresponding claims below.

Claim Corresponding Discussion
Claim (supra)

17 3 §VILA4.c

18 4 §VIL.A4.d

19 5 §VI.A4.e

233. Thus, it is my opinion that Lugthart+Gorecki meets claims 17-19.

B. Ground 2: The Combination of Lugthart-706, Gorecki-617, and
802.3 Renders Obvious Claims 7, 14, and 20

1. Discussion of IEE Std. 802.3-2015 (EX1007-EX1012)
234. 1EEE Std. 802.3-2015 (“802.3”) is the 2015 IEEE Standard for

Ethernet and is applicant admitted prior art.! EX1001, 1:6-24, 6:33-45; EX1007, 21
(Introduction), 54 (“This standard defines Ethernet local area, access and

metropolitan area networks.”). IEEE Std. 802.3-2015 was adopted on September 3,

1'802.3-2015 comprises six sections provided as EX1007-EX1012, respectively.

EX1007, 21-22 (identifying sections).
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2015 and as noted in IEEE Explore it was published March 4, 2016.2 EX1007;
supra §V.C.

235. The standard defines a three-tap transmit filter for pre-equalization in
electrical backplanes (e.g., I0GBASE-KR). EX1011, Fig. 72-11 (“Transmit
equalizer example” with taps c(-1), c(0), and c(1)), 490. 10GBASE-KR is the
“IEEE 802.3 Physical Layer specification for 10 Gb/s using I0GBASE-R encoding
over an electrical backplane.” EX1007, 71 (Definitions §1.4.34).

236. The same three-tap transmit filter is used for pre-equalization in a
chip-to-module link. EX1012, Fig. 85-3 (“Transmit equalizer functional model”
below), 225 (“The 40GBASE-CR4 and 100GBASE-CR10 transmit function
includes programmable equalization to compensate for the frequency-dependent
loss of the channel and facilitate data recovery at the receiver. ... The requirements
for the 40GBASE-CR4 and 100GBASE-CR10 transmit equalizer are intended to
be similar to the requirements for I0GBASE-KR specified in 72.7.1.10.”); see also

Fig. 92-7, 416 (same transmit filter model for I00GBASE-CR4).

2 See https://ieeexplore.ieee.org/servlet/opac?punumber=7428774.
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Figure 85-3—Transmit equalizer functional model

802.3, Figure 85-3

237. 40GBASE-CR4, 100GBASE-CR4, and 100GBASE-CR10 are
different Ethernet implementations described in the Ethernet Standard. The first
number is data rate (40G is 40 Gbps or giga bits per second, also written Gb/s,
while 100G is 100 Gbps). The “C” refers to transmission over shielded balanced
copper cable, as opposed to transmission over a backplane “K” as specified in
10GBASE-KR (above). The “R” refers to the encoding. The final digit refers to
the number of data lanes (e.g., 4 or 10).

238. In particular, 40GBASE-CR4 is the IEEE 802.3 Physical Layer
specification for 40 Gb/s using 40GBASE-R encoding over four lanes of shielded
balanced copper cabling. EX1007, 73 (Definitions §1.4.67).

239. 100GBASE-CR4 and 100GBASE-CR10 are the specifications for 100

Gb/s using 100GBASE-R encoding over four (CR4) and ten (CR10) lanes,
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respectively, of shielded balanced copper cabling, (EX1007, 72 (Definitions
“§1.4.53 100GBASE-CR4,” “§1.4.54 100GBASE-CR10”).

240. Setting the first and third tap coefficient values (e.g., c(-1) and c¢(1)) to
0, and the second tap coefficient value (e.g., c(0)) to “maximum,” passes the input
signal without equalization. EX1011, 480 (“If preset is TRUE then the function
returns the coefficient value equivalent to no equalization [c(—1) and ¢(1)
coefficients are set to zero, c(0) set to maximum].”). In other words, 802.3
specifically defines transmit filter tap settings that disable pre-equalization.

2. Discussion of the Lugthart+Gorecki+802.3 Combination

241. Asnoted in Sections VI.B.1-3, Lugthart-706, Gorecki-617, and 802.3
each teach signal processing for network communications.

a. Reasons to Combine Lugthart+Gorecki+802.3

242. A POSA would have had reasons to use 802.3’s teaching to disable
transmit equalization in Lugthart+Gorecki (supra §VI.A.3) because it was known
that disabling filter taps could minimize transceiver power consumption where
signal quality was achievable without transmit pre-equalization.

243. Essentially, by disabling the filter tabs, the transmitter transmits each
symbol in exactly one symbol time (as opposed to transmitting the delayed
versions of the symbol in the successive symbol times), thereby reducing the

transmission power.
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244. A POSA would have known that disabling a filter tap would have the
same effect as setting a filter tap coefficient value to zero as taught in 802.3. For
example, Zerbe-063 describes transmit pre-equalization and explains that “the
FIRs of the transmitter... can be modified to support modes in which... taps can be
disabled if not needed to consume minimum power while satisfying the
performance or margin objective.... Through a combination of enabling or
disabling Tx and Rx DFE taps... the overall system power can be minimized while
maintaining adequate margins.” Zerbe-063, 27:15-43.

245. A POSA would have known that disabling transmit pre-equalization
was a conventional functionality for a transceiver. EX1030, Ex. B (“TI Retimer”),
37, Table 14 (describing hexadecimal channel register 1E setting for “Raw Data”
in which “FIR filter will not function”); Gorecki-617, 18:3-17 (explaining “the
leading and/or trailing taps may be ‘turned off” or disabled”). And, a POSA would
have known that Lugthart-706’s five-tap transmit filter pre-equalization
functionality could be disabled through choice of tap coefficient values in the same
manner as the Ethernet Standard taught for its three-tap transmit filter (e.g., by
setting certain taps to zero while maximizing the central tap).

246. The resulting Lugthart+Gorecki+802.3 combination provides a
mechanism for disabling transmit pre-equalization in FIR 17 and 27a/27b. A

POSA would have disabled Lugthart+Gorecki+802.3 pre-equalization in FIR 17
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and/or FIR 27a/27b in order to reduce power consumption where pre-equalization
was not needed to meet signal quality requirements. Lugthart+Gorecki+802.3 thus
would have combined familiar elements according to known methods yielding no
more than predictable results. The combinations would have used known methods
(disabling FIR filters when pre-equalization was unnecessary) to solve a known
problem (reducing power consumption), and would have improved the
Lugthart+Gorecki transceivers and system power consumption in the same way
that it improved power consumption in Zerbe-063.

b. Reasonable Expectation of Success

247. A POSA would have had a reasonable expectation of success in
achieving Lugthart+Gorecki+802.3 because setting filter coefficient values that
disabled pre-equalization in transmit filters was known and described in the
Ethernet Standard and other prior art discussed above, and—as those same
references demonstrate—implementing this functionality was within the POSA’s
ordinary skill. Disabling pre-equalization was conventional for providing lower
power mode in transceiver components.

3. Mapping of Lugthart+Gorecki+802.3 to claims 7, 14, and 20

248. Although claim 7 concerns claim 1’s cable, claim 14 concerns claim

14’s manufacturing method, and claim 20 concerns claim 15°s “communications”

method, claims 7, 14, and 20 recite the same negative limitation “wherein the first
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and second DRR devices do not perform pre-equalization of the multi-lane data
streams provided to the first and second host interface ports.” EX1029, 3.

249. Lugthart+Gorecki+802.3 uses the 802.3 teaching to set transmit filter
coefficients to disable pre-equalization. As was known in the art, a POSA would
have disabled pre-equalization “if not needed to consume minimum power while
satisfying the performance or margin objective” for a system. Zerbe-063, 27:24-
37. Thus, for use-cases where signal transmission between host devices using the
active cable meets performance objectives without FIR filters 27a/27b pre-
equalizing the RX DATA signal transmitted into electronic device 101a/101b, a
user would disable the pre-equalization at filters 27a/27b in
Lugthart+Gorecki+802.3. Supra §VI.B.2 (combination). This renders obvious
claims 7, 14, and 20.

250. Thus, it is my opinion that Lugthart+Gorecki+802.3 meets claims 7,

14, and 20.
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VII. DECLARATION

I declare that all statements made herein of my own knowledge are true, that
all statements made on information and belief are believed to be true, and that
these statements were made with the knowledge that willful false statements and
the like are punishable by fine or imprisonment, or both, under Section 1001 of
Title 18 of the United States Code.

I declare under penalty of perjury under the laws of the United States of

America that the foregoing is true and correct.

Datod, August 6,2025 AW W

Ayman Fayed, Ph.D.
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APPENDIX A: U.S. PATENT NO. 10,877,233 CLAIM LIST

Ref

Limitation

1.PRE

l.a

1.b

l.c

ld

l.e

1.f

A cable that comprises:

a first data recovery and re-modulation (DRR) device that exchanges
inbound and outbound multi-lane data streams with a first host
interface port via a first end connector plug;

a second DRR device that exchanges inbound and outbound multi-lane
data streams with a second host interface port via a second end
connector plug; and

electrical conductors connecting the first and second DRR devices to
convey electrical transit signals therebetween,

the first DRR device converting between said electrical transit signals
and said inbound and outbound multi-lane data streams for the first
host interface port, and

the second DRR device converting between said electrical transit
signals and said inbound and outbound multi-lane data streams for the
second host interface port,

the first and second DRR devices providing pre-equalization of the
electrical transit signals using transmit filter coefficient values stored in
nonvolatile memories.

The cable of claim 1, further comprising a first controller that
configures the first DRR device in response to a power-on event, the
first controller retrieving the transmit filter coefficient values from the
nonvolatile memories as part of said configuring.

The cable of claim 1, wherein the first and second DRR devices are
programmed to use the transmit coefficient values each time power is
supplied to the first and second end connector plugs.
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Ref

Limitation

The cable of claim 3, wherein the transmit filter coefficient values are
determined and stored in the nonvolatile memories after assembly of
the cable.

The cable of claim 4, wherein the first and second DRR devices
employ receiver-based equalization of the electrical transit signals
using coefficient values stored in the nonvolatile memories.

The cable of claim 4, wherein the electrical conductors comprise twin-
axial conductors that carry each of the electrical transit signals in
differential form.

8.PRE

The cable of claim 1, wherein the first and second DRR devices do not
perform pre-equalization of the multi-lane data streams provided to the
first and second host interface ports.

A cable manufacturing method that comprises:

8.a

8.b

8.c

8.d

connecting a first connector plug to a first data recovery and re-
modulation (DRR) device that exchanges multi-lane data streams with
a first host interface port via the first connector plug;

connecting a second connector plug to a second DRR device that
exchanges multi-lane data streams with a second host interface port via
the second connector plug;

connecting electrical conductors to the first and second DRR devices to
convey electrical transit signals therebetween,

the first DRR device converting between said electrical transit signals
and said multi-lane data streams for the first host interface port, and

8.e

the second DRR device converting between said electrical transit
signals and said multi-lane data streams for the second host interface
port,
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Ref

Limitation

8.1

the first and second DRR devices providing pre-equalization of the
electrical transit signals using transmit filter coefficient values stored in
nonvolatile memories.

The method of claim 8, further comprising: providing a first controller
device that configures the first DRR device in response to a power-on

event, the first controller device retrieving the transmit filter coefficient
values from an internal nonvolatile memory as part of said configuring.

10

11

12

13

14

The method of claim 8, further comprising: programming the first and
second DRR devices to use the transmit coefficient values each time
power is supplied to the first and second end connector plugs.

The method of claim 10, further comprising: after connecting the
electrical conductors, characterizing channel characteristics of the
electrical conductors to determine the transmit filter coefficient values;
and storing the transmit filter coefficient values in the nonvolatile
memories.

The method of claim 11, wherein the first and second DRR devices
employ receiver-based equalization of the electrical transit signals
using coefficient values stored in the nonvolatile memories.

The method of claim 11, wherein the electrical conductors comprise
twin-axial conductors that carry each of the electrical transit signals in
differential form.

The method of claim 8, wherein the first and second DRR devices do
not perform pre-equalization of the multi-lane data streams provided to
the first and second host interface ports.

15.PRE A communications method that comprises:
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Ref

Limitation

15.a

inserting a first end connector plug of a cable into a first host interface
port, the first end connector plug being connected to a first data
recovery and re-modulation (DRR) device that converts a multi-lane
data stream from the first host interface port into electrical transit
signals conveyed by electrical conductors to a second DRR device
connected to a second end connector plug of the cable; and

15.b

15.c

inserting the second end connector plug of the cable into a second host
interface port, the second DRR device converting a multi-lane data
stream from the second host interface port into electrical transit signals
conveyed by electrical conductors to the first DRR device,

the first and second DRR devices providing pre-equalization of the
electrical transit signals using transmit filter coefficient values stored in
nonvolatile memories.

16.a

16.b

17

18

The method of claim 15, further comprising: supplying power to the
first and second end connector plugs, the first and second end
connector plugs being connected to first and second controller devices,
respectively,

each of the first and second controller devices operating to configure
the first and second DRR devices in response to a power-on event, the
configuring including retrieving the transmit filter coefficient values
from internal nonvolatile memory.

The method of claim 15, wherein the first and second DRR devices are
programmed to use the transmit coefficient values each time power is
supplied to the first and second end connector plugs.

The method of claim 17, wherein the transmit filter coefficient values
are determined and stored in the nonvolatile memories after assembly
of the cable.

19

The method of claim 18, wherein the first and second DRR devices
employ receiver-based equalization of the electrical transit signals
using coefficient values stored in the nonvolatile memories.
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Ref Limitation

20 The method of claim 15, wherein the first and second DRR devices do
not perform pre-equalization of the multi-lane data streams provided to
the first and second host interface ports.
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