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EXHIBIT 5.12 Vertical 

Container. 

  
  

Notification of temporary installations is required by 4.3.2, and notification is required for all 

installations of 12 months or less. (See the commentary following 4.3.2 for additional infor- 
mation.) 

(A) The legs or supports, or the lugs for the attachment of legs or supports, shall be secured 

to the container in accordance with the ASME code under which the container was designed 
and built. 
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(B) The attachment of a container to either a trailer or semi-trailer running gear, or the at- 

tachments to the container to make it a vehicle, so that the unit can be moved by a conven- 

tional over-the-road tractor, shall comply with the DOT requirements for cargo tank service. 

(C) The unit shall be approved for stationary use. 

(D) Movable fuel storage tenders, including farm carts, shall be secured to the trailer support 
structure for the service involved. e

v
e
n
 

Paragraph 5.2.7.2 was revised in the 2008 edition to reference the ASME Boiler and Pressure 

Vessel Code [1], rather than to extract selected parts. Significant changes are as follows: 
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80 Chapter 5 ¢ LP-Gas Equipment and Appliances 
  

1. Former subparagraphs 5.2.7.2(A) and (B) are combined into (A), as they both covered 

the attachment of legs or supports, and reference to the specific safety factor of 4 is 

deleted and replaced with a reference to the ASME Boiler and Pressure Vessel Code. 

2. Subparagraph 5.2.7.2(B), formerly (C), was revised by deletion of the last sentence, 

which had provided a design basis for a stress calculation. This topic is covered in the 

DOT regulations, and the technical committee believes that DOT is in a better position 

to regulate design of container attachments. 
3. Subparagraph 5.2.7.2(D) is not new, but was relocated from 5.2.7.4 as it deals with the 

subject of securing a container to its supports. 

See Exhibit 9.12 in Chapter 9 for a photo of a farm cart. 

Dy 5.2.7.3 Portable tank design and construction of a full framework, skids, or lugs for the at- 

tachment of skids, and protection of fittings shall be in accordance with DOT portable tank 

specifications. The bottom of the skids shall be not less than 2 in. (50 mm) or more than 12 

in. (300 mm) below the outside bottom of the tank shell. 

Section 5.2.7.3 was revised to insert the words “full framework” into the text. This change 

makes the code consistent with Title 49 of the Code of Federal Regulations. 

5.2.8 Container Marking. 

5.2.8.1 Cylinders shall be marked as provided in the regulations, rules, or code under which 

they are fabricated. 

(A) Where LP-Gas and one or more other compressed gases are to be stored or used in the 

same area, the cylinders shall be marked “Flammable” and either “LP-GAS,” “Propane,” or 

“Butane,” or shall be marked in accordance with the requirements of 49 CFR, “Transporta- 

tion.” 

(B) When being transported, cylinders shall be marked and labeled in accordance with 49 

CFR, “Transportation.” 

By referencing the code of fabrication for marking requirements, NFPA 58 defers to the re- 

quirements of other codes. ASME containers require a nameplate with all required markings, 

while DOT cylinders require stamping in the head and other markings 

The requirements of DOT regulations can be difficult to understand. Markings and la- 

beling of cylinders have specific meanings within the context of the DOT, as the following 

two paragraphs explain. 

Labels. Hazardous materials labels are normally printed on or affixed to cylinders contain- 

ing hazardous materials. They are color- and symbol-coded to afford easy and immediate 

recognition of the existing hazards. Cylinders containing propane require the label to appear 

as a diamond with a red background and at least 3.9 in.”, unless the neck ring listed in CGA- 

Pamphlet 7 shown in Exhibit 5.13 is used. The “2” represents the hazard class, which is “com- 

pressed gas.” Sometimes the number “2.1” will appear instead of “2.” The “2.1” represents 

the hazard class division and denotes “flammable gas.” 
  

Markings. Markings are printed on or affixed to packages of hazardous materials such as 

— propane cylinders to convey additional information about the hazardous material being trans- 

FLAMMABLE ported. Cylinders that contain hazardous materials must be marked with the proper name of 

GAS the material (either “Liquefied Petroleum Gas” or “Propane” and the shipping identification 

number, usually “1075” but may also be “1978”). 

  

§,2.8.2* Cylinders shall be marked with the following information: 
  

EXHIBIT 5.13 DOT (1) The water capacity of the cylinder in pounds 

Flammable Gas Label (Red). (2) The tare weight of the cylinder in pounds, fitted for service 
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A.5.2.8.2 The tare weight is the cylinder weight plus the weight of all permanently attached 
valves and other fittings but does not include the weight of protecting devices that are re- 
moved in order to load the cylinder. 

Exhibit 5.14 illustrates a typical DOT cylinder marking. Note that the cylinder manufacturer’s 
name, serial number, DT specification number, tare weight, and water capacity are shown. 
The date of manufacture and the retest date are of special importance. NFPA 58 prohibits the 
refilling of a cylinder if the requalification or inspection date of the cylinder has passed. 

  

EXHIBIT 5.14 DOT Cylinder 
Marking. (Tank courtesy of 

Worthington Cylinder Corp.) 

  

  

5.2.8.3* The markings specified for ASME containers shall be on a stainless steel metal 

nameplate attached to the container, located to remain visible after the container is installed. 

(A) The nameplate shall be attached in such a way as to minimize corrosion of the nameplate 

or its fastening means and not contribute to corrosion of the container. 

(B) Where the container is buried, mounded, insulated, or otherwise covered so the name- 

plate is obscured, the information contained on the nameplate shall be duplicated and in- 

stalled on adjacent piping or on a structure in a clearly visible location. 

(C) ASME containers shall be marked with the following information: 

(1) Service for which the container is designed (for example, underground, aboveground, or 
both) 

(2) Name and address of container supplier or trade name of container 
(3) Water capacity of container in pounds or U.S. gallons 
(4) MAWP in pounds per square inch 
(5) The wording “This container shall not contain a product that has a vapor pressure in ex- 

cess of ____ psig at 100°F” (See Table 5.2.4.2.) 
(6) Outside surface area in square feet 

(7) Year of manufacture 

(8) Shell thickness and head thickness 

(9) OL (overall length), OD (outside diameter), HD (head design) 

(10) Manufacturer’s serial number 
(11) ASME Code symbol 
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(12) Minimum design metal temperature ___°F at MAWP ___ psi 

(13) Type of construction “W” 

(14) Degree of radiography “RT-__” 

A.5.2.8.3 Head design refers to the shape of the head. Shapes include hemispherical, semi- 

ellipsoidal, and others. (Refer to the API-ASME Code for Unfired Pressure Vessels for Petro- 

leum Liquids and Gases for more information.) 

The container nameplate, as shown in Exhibit 5.15, must be stainless steel and must be at- 

tached to the container in order to eliminate the possibility of corrosion to the nameplate, fas- 

teners, or the container. Container corrosion can occur if water is trapped between the 

nameplate and the container. The nameplate is usually attached to the container using a con- 

tinuous stainless steel weld around the nameplate. Because the ASME Code requires the 

nameplate to be attached to a container (otherwise the container does not meet the ASME 

Code), the need for this provision is consistent with the long service life of propane contain- 

ers. This requirement exceeds the ASME Code requirements, which do not specify how the 

nameplate is attached. This provision is not in conflict with the ASME Code, but it is impor- 

tant to be aware of the provision if ordering a propane container from a fabricator that does 

not normally fabricate propane containers. 

  

EXHIBIT 5.15 Optional 

Container Listing on ge Seg ee Ee eae ae | 
Container Nameplate. : rod 
(Courtesy of Trinity S.N./NAT L BD..N8; 

Containers, LLC) ud. CERTIFIED BY 
“UP TRINITY CONTAINERS, LLC oautas, rx 
MAWP: 250 PSIG @ 125°F 
MDMT: -20°F @ 250 PSIG 

! 

a C___Jvear auurLs742"] | | 
(ven ]{_ san_(1.025] | 

Wa 0.718” ][0.185" [118 : 

| 
! 

! 

! 

  

  

      

  

  

      
  

  

  

Luc_jL_98_]{__a%= 

[CRN 7 
CANADIAN REGISTRATION NUMBER 

THIS CONTAINER SHALL NOT CONTAIN A PRODUCT HAVING 
A VAPOR PRESSURE IN EXCESS OF 215 PSIG AT 100F 

NPI 1711290191 

  

        
  

FAQ > Nameplates provide the operating parameters used in the design of the container and in- 

Can a container without a formation on the materials used. If the nameplate is missing, the container cannot be used as 

nameplate be used in Rane a pressure vessel. It may be possible to obtain a replacement nameplate, if the manufacturer 

 - is still in business, and records of the container construction are available. 

The provisions for buried or mounded tanks in 5.2.8.3(B) require that duplicate name- 

plate information be provided in a visible location if the original nameplate is obscured. This 

additional marking permits verification of the container nameplate information without dig- 

ging up an underground container, which could damage the container; the protective coating; 

or a cathodic protection system, if one is used. 
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The information required by 5.2.8.3(C)(12) through 5.2.8.3(C)(14) was revised in the 

2004 edition and was inserted to make the requirements of NFPA 58 consistent with the man- 

ufacturers’ requirements in the ASME Boiler and Pressure Vessel Code [1]. Containers man- 

ufactured prior to this edition of NFPA 58 are not required to display this new information on 
the nameplate. 

5.2.8.4 Warning labels shall meet the following requirements: 

(1) Warning labels shall be applied to all cylinders of 100 Ib (45.4 kg) propane capacity or d= 

less that are not filled on site. 

(2) Warning labels shall include information on the potential hazards of LP-Gas. 

The requirements in 5.2.8.4 recognize the need to provide warning to users who are not fa- 

miliar with the properties and potential hazards of propane. A variety of labels address vari- 

ous container sizes and uses. Exhibits 5.16 and 5.17 show examples of different types of 

waming labels. This requirement was clarified in the 2008 edition by deleting “LP-Gas ca- 

pacity” and substituting ‘‘propane capacity” as propane and butane, which are both LP-Gases, 

have different densities and therefore different weights for a full cylinder of the same volume. 

The term filled on site means filled at the usage site and typically applies to cylinders perma- 

nently installed at buildings that are filled by a propane delivery truck (bobtail). Cylinders that 

are filled on site do not require a warning label because the consumer does not handle or in- 

stall the cylinder. 

Warning labels are only required on portable cylinders of 100 Ib propane capacity (45.4 <4 FAQ 

kg water capacity) and less, because these are the containers that are most likely to be used | What kind of warning label is 

by consumers of gas who may not be familiar with the hazards associated with LP-Gas. "eeded on a propane tank? 
Larger cylinders are assumed to be handled only by propane companies, although there are 
probably a few exceptions. 

The code does not specify the text of a label. The label must include information on the 

potential hazards of LP-Gas as well as other information. Many labels include a warning that 

the cylinder must not be brought into buildings. This is true for most cylinders, but not all. 

In accordance with Section 6.19 certain cylinders can be brought into buildings. A warning 

stating that the cylinder may not be brought into buildings should not be placed on such 

  

EXHIBIT 5.16 Sample 

Warning Label intended for 
  

  

   
      

   

  

    
   

DANGER - FLAMMABLE GAS UNDER PRESSURE - LEAKING LP-GAS CAN CAUSE A FIRE OR PROPANE Ovi 
EXPLOSIONIFIGNTED-CONTACTLP-GAS SUPPLER FOR REPAIRS OR DISPOSAL OFTHIS. ps yayan PV2}260RAG Seon tomas Gas Goo yuicets. 
CYLINDER OR UNUSEDLP.GAS- FOR OUTDOOR USE ONLY-DO NOT USE OR STORE CYLINDER az aed (Courtesy of Screen Graphics 
IN ABUILDING, GARAGE OR ENCLOSED AREA* he -Otonzedtowamalits presence of Florida) 
Customer Waming: When Connecting for Use: Orncwn ~Gonlact wih igi will cause 

| Aroamentore Pots Urces crraun ptreares yaszynate Use oyin compliance nih appcatle codes. eee PEL 1000PPM 
isto gral he crpet B youre oeprelleedy Poet emesis Read and folow applance manufacturer's instructions, a Moderale -Slore conlainer outside and keeo 
gel everyone bey bam a cece ese cal te fs Sagara Atha veguator has a male leaded couplng mu ithaslef handed tweads | gyight cool (under (30 F:} 
ca tv co seninaib resi dad ca ee Her , O-Minimal PERSONAL PROTECTION 

ites vdahials regulator has a plugan connection /e Seeve back, mserl fully an 
Dexteylaty rpc Ges ides valve sleeve [Figure 2) lithe regulator has a female threaded FORTEER INFSMRRON aan SUCTIONS bated 

{Pay ing He beta iearsiede ee Coupling mut and the cyinder va tas Large ous liveads tighten AFFIXTO ALL PORTABLE CONTAINERS USED 8Y COMMERCIAL CUSTOMERS  Ressaall Mn 
Sos nteltcalr tae Uicaae enters dx indcenaie Waa | Do not attempt repairs - Call your LP-Gas Dealer 
Dore abow at Chay wa eter Donol check for gas leaks wrth malch o open fame, Turn off container valve ole te girte arolverratat hy ue ep tered tt fF ved X i i 
ByobendekcakeFast teva s Gers cxtys sede itocad gasencapante enti ao when not in use. 

| Doretase ore 2 toot cindy seeelndits omnee ate: cheok appliance valves and canmectons for leakage belore ghtng appliance, 

rons Raa caces ices ed ee eee LIQUEFIED 
PETROLEUM 

(res tg GE omecheetogedte,  OONOT REMOVE, DEFACE OR OBLITERATETHIS LABEL GAS 

| avi sae ontop rcesmutelmtst nereogatre’ ‘EXCEPT AS AUTHORIZED BY NFPA 58 UN 1075 
tease LP-qar macs cy or less, 

  

     FLAMMABLE 

  

— WANS 

FIG. 1 as | 

|} POL Sys 
H} TYPE gg i This LP tank is equipped with a safety | 
ae silk te woos lief valve. Do not place inside any | om 

ROR enclosed or heated area. 
ve 

©1996 SCREEN GRAPHICS FT.LAUD. FL. 1-800-793-7418 97 0076 
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FAQ > 
Can the warning label required 

for cylinders of 100 Ib or less be 

applied on an enclosure holding 

the cylinder or on another cylin- 

der cover? 

ED) 

FAQ > 
Are any special precautions 

needed when storing LP-Gas 

that has not been odorized? 

  

EXHIBIT 5.17 Sample 
Warning Label Intended for 

Use on Cylinders in 

  

  (| PROPANE | 
Extremely tiammable Gas 

    
Commercial or Industrial <> FIRE HAZARD “Heavier than Air 

. | -Simple Asphyxiant 

Service. (Courtesy of Screen HEALTH HAZARD -Odorized lo warn of its presence 

Graphics of Florida) | frecsing ottscue 
p REACTIVITY -RE.L 1000 PPM 

St i ide and ke | eee hare ty sae ja and keep cool 

2-Moderale Turn off container valve Wher Mot if use) 

1-Slight PERSONAL PROTECTION 

0-Mirumal 

CONSULT CORRESPONDING MSDS FOR 
FURTHER INFORMATION AND INSTRUCTIONS. 

AFFIX TO ALL PORTABLE CONTAINERS USED BY COMMERCIAL CUSTOMERS: 

Pz 
Goggles | Gloves 

  

  

  

  

  
  

  
  

  

cylinders, Although this may seem obvious, problems have arisen when inspectors have found 

cylinders that are permitted by Section 6.19 to be used in buildings that have labels stating 

that they must not be used in buildings. This situation occurs because the most common size 

of propane cylinders is 20 Ib, and their most common use is with gas grills. Cylinder manu- 

facturers usually provide a warning label that anticipates use of the cylinder with gas grills, 

unless otherwise specified. 

The code does not specify the form of the label, only that it be applied to the cylinder. 

Applied means “to put on.” Therefore, the label can be glued to the container or be attached 

by a mechanical means such as a plastic strip. If the label is not on the cylinder, but on an en- 

closure holding the cylinder, or on a cylinder cover or other container, it has not been applied 

to the cylinder and does not meet the requirement of 5.2.8.4. Therefore, if a decorative cover 

or plastic sleeve is used to cover a cylinder, the required label must be on the cylinder, and 

can also be on the cover or sleeve. 

5.2.8.5 All containers that contain unodorized LP-Gas products shall be marked NOT 

ODORIZED. The marking shall have a contrasting background surrounded by a rectangular 

border in red letters and red border in the sizes shown in Table 5.2.8.5. The markings shall be 

on both ends or on both sides of a container or on both sides and the rear of cargo tanks. 

TABLE 5.2.8.5 NOT ODORIZED Label Size 
  

Water Capacity Letter Height Border Width 
  

gal L in. cm in, cm 
  

499 and over 1881 andover 4.0 10.0 ‘ 1.3 

49 to 498 184to 1880 15 3.7 % 08 
2.6 to 48 10 to 183 ¥ 18 % 06 
1 to 2.5 409 ¥ 10 Ny 0.2 
  

The marking NOT ODORIZED on ASME containers of unodorized propane provides im- 

portant information to emergency responders. (See Exhibit 5.18.) The lack of odorant in a 

storage container adds to the potential hazard that both users and emergency responders face. 

By providing a visible marking, everyone working around stationary containers holding un- 

odorized LP-Gas is made aware of the absence of odorant. If leakage is suspected, alternate 

sensing devices can be used to locate the leak. 
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EXHIBIT 5.18 ASME 

Containers Marked NOT 

ODORIZED. 

  

  

Paragraph 5.2.8.5 was revised in the 2008 edition of the code to expand its applicability 
to not only ASME containers, but cylinders as well. Table 5.2.8.5 was added in recognition 
that 2 in. letters would not fit on smaller containers. 

Unodorized propane is also likely to be found at refineries, import terminals, pipeline ter- 
minals, and other similar locations. Odorant is normally added to bulk shipments of propane 
leaving these facilities. 

Odorized LP-Gas cannot be used in a few applications; for example, where propane is 
used as a chemical feedstock and the odorant could poison a catalyst; where butane is used as 
a foaming gas in the manufacture of styrene trays used to package meats for retail display; or 
where butane is used as a propellant in filling aerosol cans. 

  

5.3 Reserved 

  

5.4 Reserved 

  

5.5 Reserved 

  

5.6 Reserved 

  

5.7 Container Appurtenances and Regulators 4] 

In the early days of distribution of bulk quantities of LP-Gas to an ASME container located 
on the consumer’s premises, each container assembly of 1200 gal (4.5 m?) [and subsequently 
2000 gal (7.6 m’)] water capacity or less had to be tested and listed, or inspected and ap- 
proved, by the authority having jurisdiction. Each appurtenance and regulator on larger con- 
tainers also had to be listed. Many LP-Gas distributing companies and container fabricators 
had their own systems listed by Underwriters Laboratories Inc. (UL). Today, the individual 
appurtenances are tested and listed and either shop-installed by container fabricators or field- 
installed. Section 5.7 addresses criteria for such appurtenances, which are used as a basis for 
testing laboratories, manufacturers, and installers. 
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5.7.1 Materials. 

ey 5.7.1.1 Container appurtenances and regulators shall be fabricated of materials that are com- 

patible with LP-Gas and shall be resistant to the action of LP-Gas under service conditions. 

The following materials shall not be used: 

(1) Gray cast iron 
(2) Nonmetallic materials, for bonnets or bodies of valves or regulators 

FAQ Pm Gray cast iron is prohibited because cast iron can be subject to cracking and failing from 

Can cast iron be used asama- mechanical shock and from severe thermal shock under fire conditions. The requirement 

terial to construct an appurte- fF, using metallic materials for the bodies of valves and regulators ensures that exposure 
nance for an ASME container? . . . . 

of the device to the elements, a fire, or mechanical abuse will result in a reasonable ex- 

pectation that the device will continue to function without creating a safety hazard. Al- 

though there have been considerable improvements in the temperature and pressure 

capabilities of plastic materials, these materials still do not approach the melting or soft- 

ening point of metals. 

§.7.1.2* Pressure-containing metal parts of appurtenances shall have a minimum melting 

point of 1500°F (816°C), except for the following: 

(1) Fusible elements 

(2) Approved or listed variable liquid level gauges used in containers of 3500 gal (13.2 m?) 

water capacity or less 

A.5.7.1.2 Materials with melting points exceeding 1500°F (816°C) include steel, ductile 

(nodular) iron, malleable iron, or brass, as follows: 

(1) Ductile iron should meet the requirements of ASTM A 395, Standard Specification for 

Ferritic Ductile Iron Pressure-Retaining Castings for Use at Elevated Temperatures, or 

equivalent and malleable iron should meet the requirements of ASTM A 47, Standard 

Specification for Ferritic Malleable Iron Castings, or equivalent. 
(2) Approved or listed variable liquid level gauges used in containers of 3500 gal (13.2 m’) 

water capacity or less are exempt from the minimum melting point requirement. 

(3) Cast-iron should not be used. 

(4) Nonmetallic materials should not be used for bonnets or bodies of valves or regulators. 

The melting-point criteria for metal parts of appurtenances in 5.7.1.2 are intended to provide 

a degree of structural integrity in the event of exposure to fire and the application of water for 

fire control. However, appurtenance configuration, mass, and location on the container affect 

the degree of hazard to the appurtenance. Paragraph 5.7.1.2(2) for liquid level gauges on 

smaller containers reflects this consideration. 
Note that metal used for pressure-containing parts is required to have a melting point of 

at least 1500°F (816°C). Most metals and alloys become structurally unusable at temperatures 

approaching one-third to one-half their Fahrenheit melting points, making materials with 

melting points below 1500°F (816°C) a potential safety concern should the appurtenance be 

exposed to fire. 

ey 5.7.1.3 Container appurtenances shall have a service pressure of at least 250 psig (1.7 MPag). 

5.7.1.4 Gaskets used to retain LP-Gas in containers shall be resistant to the action of LP-Gas. 

(A) Gaskets shall be made of metal or other material confined in metal having a melting point 

over 1500°F (816°C) or shall be protected against fire exposure. 

(B) When a flange is opened, the gasket shall be replaced. 

(C) Aluminum O-rings and spiral wound metal gaskets shall be permitted. 
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(D) Gaskets for use with approved or listed liquid level gauges for installation on a container 

of 3500 gal (13.2 m’) water capacity or less shall be exempt from the minimum melting point 
requirement. 

LP-Gas systems must be able to maintain their integrity when subjected to fire. Therefore, the 

requirements in 5.7.1.4 that gaskets maintain their integrity when subjected to a temperature 

of 1500°F (816°C) limits their use to those materials that have the best chance of maintain- 

ing their integrity in a fire. Other gasket materials, such as Teflon® and rubber, are permitted 

only when the flange containing the gasket is protected against fire exposure. This protection, 

although not specified, must safeguard the gasket from temperatures that would degrade it in 

a reasonably expected fire condition. A thermal insulating material that would not be de- 
graded in a fire situation can be used. 

When a flange is opened, the gasket can be damaged, and the damage may not be visi- 

ble to the person opening the flange. Therefore, gasket replacement is required. 

Aluminum O-rings and spiral-wound metal gaskets are permitted because of long and 

successful experience with this equipment, which has been listed for many years. 

5.7.2 Pressure Relief Devices. 

(See Section 5.13 for hydrostatic relief valves.) 

Subsection 5.7.2 applies to pressure relief devices that relieve vapor only. Hydrostatic relief 

valves, which release liquid, are not addressed here, but are addressed in Section 5.13. 

5.7.2.1 ASME containers shall be equipped with one or more pressure relief valves that are 

designed to relieve vapor. 

The requirement in 5.7.2.1 restates a key safety requirement, namely, that one or more pres- 

sure relief valves are required on all ASME containers. The number of valves is not impor- 

tant, as long as adequate relief capacity (flow) is provided. Pressure relief valves open when 

the pressure in the container reaches the rated pressure of the relief valve. The valves are re- 

quired to be in communication with the vapor space of the container so that they release 
vapor, not liquid LP-Gas. 

5.7.2.2, Cylinders shall be equipped with pressure relief valves as required by DOT regula- 
tions. 

In the 2004 edition of the code, a requirement that appeared in previous editions stating that 

the start-to-discharge pressure for spring-loaded pressure relief valves used to protect cylin- 

ders must be between 75 percent and 100 percent of the minimum required test pressure for 

the cylinder was deleted. Although no longer included in the code, this provision is still a re- 

quirement because the DOT regulations specify the relief valve setting through a reference to 

CGA S-1.1 Pressure Relief Device Standards, Part I — Cylinders for Compressed Gases [11]. 

The NFPA Technical Committee on Liquefied Petroleum Gases simply felt that it was inap- 

propriate to re-state this requirement. Because cylinder pressure relief valves are provided 

with cylinders, the requirement is for the cylinder manufacturer, rather than the propane user, 
and is not needed in NFPA 58. 

Most propane cylinders have a service pressure of 240 psig (1.6 MPag). Therefore, DOT 

requires the test pressure for these cylinders to be at least 480 psig (3.3 MPag). Based on the 

requirement in CGA S-1.1, the start-to-discharge setting for pressure relief valves in these 

cylinders would be between 360 psig (2.5 MPag) and 480 psig (3.3 MPag). In actual practice, 

many of these relief valves are set at 375 psig (2.6 MPag). 

5.7.2.3, DOT nonrefillable metal containers shall be equipped with a pressure relief device(s) 

or system(s) that prevents propulsion of the container when the container is exposed to fire. 

DOT regulations in 49 CFR 173.301(f) require that cylinders in butane and propane service 

be equipped with one or more pressure relief devices selected and tested in accordance with 
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CGA S-1.1, Pressure Relief Device Standards [11]. A pressure relief valve (see Exhibit 5.19) 

is always required, and a fusible plug can be installed in addition to the pressure relief valve. 

The pressure relief device system must be capable of preventing rupture of the normally 

charged cylinder when the cylinder is subjected to a bonfire fire test conducted in accordance 

with CGA C-14, Methods for Hydrostatic Testing of Compressed Gas Cylinders [12]. 

DOT-specification 2P and 2Q nonrefillable metal containers are used primarily for 

aerosol products. The 2P and 2Q containers have also been used with LP-Gas, specifically bu- 

tane, for portable butane-fired appliances and for refilling butane cigarette lighters. 
In 5.7.2.2, all cylinders are required to have relief devices. In accordance with 49 CFR 

173.304(d)(3)(i) [13], DOT 2P and 2Q nonrefillable metal containers are authorized for LP- 

Gas. However, depending on the pressure and the quantity of gas, cylinders may not be re- 

quired to be equipped with a relief device. The LP-Gas committee believes, however, that any 

container for LP-Gas must contain a relief device or system to help prevent failure or propul- 

sion of the container. Small LP-Gas cylinders can be very dangerous in warehouse fires be- 

cause they have been known to “rocket” and spread the fire laterally. Sprinkler systems are 

not always able to contain warehouse fires that involve aerosol containers, resulting in the loss 

of the structure. Requiring cylinders to have relief devices prevents such incidents involving 

butane containers. There are at least two ways to prevent “rocketing” of cylinders exposed to 

fire, as follows: 

¢ A designed point of weakness in the cylinder that forces the failure mode by over- 

pressure and causes the partial separation of the bottom or top of the cylinder (This method 

results in the gas being released quickly over a large area with little propelling force. Some 

butane 2P and 2Q containers being sold for use with portable cooking stoves contain a weak- 

ness point at one seam that provides pressure relief without rocketing. See Exhibit 5.20, in 
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EXHIBIT 5.19 Pressure Relief Valve on DOT/TC Cylinder. _ 

On these cylinders, the relief valve is part of a fitting that 

includes the manual shutoff valve. (Courtesy of Engineered 

Controls International, Inc.) 

  

EXHIBIT 5.20 indentations on the Upper Rim Seal of a 

Listed Butane Cylinder. 
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which small dents at the top seam of a butane cylinder can be seen. These weakness points 
provide the pressure relief. 

* An inert, porous fill in the cylinder that slows the release of gas in the event of cylin- 
der failure 

5.7.2.4 ASME containers for LP-Gas shall be equipped with direct spring-loaded pressure re- 

lief valves conforming with applicable requirements of UL 132, Standard on Safety Relief 

Valves for Anhydrous Ammonia and LP-Gas, or other equivalent pressure relief valve stan- 
dards. 

(A) The start-to-leak setting of such pressure relief valves, in relation to the pressure rating 

of the container, shall be in accordance with Table 5.7.2.4(A). 

The provision in 5.7.2.4 specifically states that spring-loaded pressure relief valves must 

comply with UL 132, Standard on Safety Relief Valves for Anhydrous Ammonia and LP-Gas 

[2], or its equivalent. UL 132 is essentially an exception to the mandatory reference to the 
ASME Code in 5.2.1.1, which states in part: 

Containers shall be designed, fabricated, tested, and marked (or stamped) in accordance with 

the regulations of the. . . ASME Boiler and Pressure Vessel Code, Section VIII, “Rules for 

the Construction of Unfired Pressure Vessels,” . . . except for UG-125 through UG-136. 

This exception recognizes differences between the ASME Code and UL 132. The difference 

between the pressure relief valve requirement of the ASME Boiler and Pressure Vessel Code 

[1] and UL 132 is that ASME requires a larger pressure relief valve because of its more con- 

servative testing method, which requires larger pressure relief valves than those required by 

UL 132. 

Exhibit 5.21 shows a pressure relief valve that is used with a relief valve manifold for a 

large ASME container and Exhibit 5.21 shows an external pressure relief valve for an older, 

small ASME container. The manifold allows the pressure relief valves to be removed indi- 

vidually for testing or replacement without emptying the container of propane. 

  

EXHIBIT 5.22 External-Type 

Pressure Relief Valve for 

Older, Small ASME 
Container. (Courtesy of 

Engineered Controls 

International, Inc.) 
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A difference still exists between the ASME Code and other standards — the official ca- 

pacity of the valves. The ASME Code requires 10 percent derating of the average test capac- 

ities of three samples to determine the official capacity of the valve. NFPA 58 and UL 132 do 
not require such derating. 
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EXHIBIT 5.21 External-Type 

Pressure Relief Valve for 

Large Stationary ASME 

Container for Use with a 

Relief Valve Manifold. 

(Courtesy of Engineered 

Controls International, Inc.) 
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Reference is made to “direct spring-loaded pressure relief valves” to describe accurately 

the type of relief valve desired on ASME containers used in installations covered by NFPA 

58. Various types of direct spring-loaded pressure relief valves exist, such as flush-type inter- 

nal pressure relief valves used on cargo containers and full internal-type pressure relief valves 

for engine fuel containers. (See Exhibit 5.23 and 11.4.1.7.) More complex types, such as 

pilot-operated pressure relief valves, are not needed, are unlikely to receive adequate mainte- 

nance, and could result in undesirable frequent premature operation in facilities covered by 

NFPA 58. Pilot-operated pressure relief valves can only be used on containers larger than 

40,000 gal because of their excellent history of use on these larger containers. Simpler de- 

vices also exist; for example, burst discs that fail catastrophically at the relief set pressure and 

cannot reclose. Burst discs are not permitted because the entire contents of the container 

would be released if the disc opens. 

  

EXHIBIT 5.23 Flush-Type 

Internal Pressure Relief Valve 

Used on Cargo Containers. 

All working parts are within 

the container or below the 

container shell. Stacks are 

not used. (Courtesy of Fisher 

Controls Inti, LLC) 

  

              

  
  

(B) Containers of 40,000 gal (151 m*) or more water capacity shall be equipped with either 

a spring-loaded pressure relief valve or a pilot-operated pressure relief valve, as follows: 

(1) The pilot-operated relief valve shall be combined with and controlled by a self-actuated, 

direct, spring-loaded pilot valve that complies with Table 5.7.2.4(A). 

(2) The use of a pilot-operated pressure relief valve shall be approved. 

(3) Pilot-operated pressure relief valves shall be inspected and maintained by persons with 

training and experience and shall be tested for operation at intervals not exceeding 5 

years. 

The requirement in 5.7.2.4(B) recognizes that direct spring-loaded pressure relief valves may 

not be available in the larger sizes required by larger containers. Large installations that use 

40,000 gal (151 m*) storage containers are more likely to comply with the testing and train- 

ing conditions specified in 5.7.2.4(B)(3). 
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TABLE 5.7.2.4(A) Start-to-Leak Pressure Settings of Pressure Relief Valves in Relation to 
Container Pressure Rating 
  

  

Containers Minimum Maximum 

All ASME codes prior to the 1949 edition, and the 1949 edition, 110% 125%* 
paragraphs U-68 and U-69 

ASME Code, 1949 edition, paragraphs U-200 and U-201, and all 100% 100%* 
ASME codes later than 1949 

  

* Manufacturers of pressure relief valves are allowed a plus tolerance not exceeding 10 percent of the set 
pressure marked on the valve. 

Exhibit 5.24 shows a pilot-operated relief valve typically used on very large containers. < FAQ 
Exhibits 5.25 and 5.26 show a pilot-operated relief valve in the closed and open (relieving) What is a “pilot-operated” pres- 
position, respectively. In the closed position, pressure from the pressure relief valve inlet at _ sure relief valve? 
the bottom of the valve is transmitted through the tube to the pilot at the right. The pressure 
is below the set pressure and is transmitted to the top of the pressure relief valve piston. Be- 
cause the area of the piston at the top is larger than the area of the piston at the bottom, the 
force is down, holding the valve closed. 

In Exhibit 5.26, the pressure has exceeded the set pressure, and the pilot piston moves up, 
releasing the pressure through the pilot discharge (shown at the left of the pilot). This reduces 
the pressure to the top of the piston, and it moves up very quickly. 

5.7.2.5 The minimum rate of discharge of pressure relief valves installed in ASME containers 
shall be in accordance with Table 5.7.2.5 or shall be calculated using the following formula: 

F = 53.632 x Ao® 

where: 

A = total outside surface area of container in ft’ 

F = flow rate in SCFM air 

  EXHIBIT 5.24 Pilot- 
Operated Relief Valve. 

(Courtesy of Anderson 

Greenwood) 
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  ; : ; EXHIBIT 5.26 Pilot-Operated Relief Valve in the Open 
EXHIBIT 5.25 Pilot-Operated Relief Valve in the Closed Position. (Courtesy of Anderson Greenwood) 

Position. (Courtesy of Anderson Greenwood) 

TABLE 5.7.2.5 Pressure Relief Valve Flow Capacity as a 

Function of Container Surface Area 
  

Surface Flow | Surface Flow | Surface Flow 
Area Rate Area Rate Area Rate 

(ft) (SCFM) (ff) (SCFM) (ft) (SCFM) 
  

<20 626 170 3620 600 10,170 
25 751 175 3700 650 10,860 

30 872 180 3790 700 11,550 

35 990 185 3880 750 12,220 
40 1100 190 3960 800 12,880 

45 1220 195 4050 850 13,540 

50 1330 200 4130 900 14,190 
55 1430 210 4300 950 14,830 

60 1540 220 4470 1000 15,470 
65 1640 230 4630 1050 16,100 
70 1750 240 4800 1100 16,720 
75 1850 250 4960 1150 17,350 
80 1950 260 5130 1200 17,960 
85 2050 270 5290 1250 18,570 
90 2150 280 5450 1300 19,180 
95 2240 290 5610 1350 19,780 

100 2340 300 5760 1400 20,380 
105 2440 310 5920 1450 20,980 
110 2530 320 6080 1500 21,570 
115 2630 330 6230 1550 22,160 
120 2720 340 6390 1600 22,740 
125 2810 350 6540 1650 23,320 
130 2900 360 6690 1700 23,900 
135 2990 370 6840 1750 24,470 
140 3080 380 7000 1800 25,050 
145 3170 390 7150 1850 25,620 
150 3260 400 7300 1900 26,180 
155 3350 450 8040 1950 26,750 
160 3440 500 8760 2000 27,310 
165 3530 550 9470 — =       

For SI units, 1 SCFM = 0.0283 m*/min. 

Note: Flow rate in SCFM air. 
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Although a pressure relief valve can function for other reasons (hydrostatic pressure buildup 
due to overfilling, for example), the minimum relieving capacity required is based on fire ex- 
posure. In the fire exposure scenario, the calculation of relief valve capacity assumes that the 
container is exposed to fire on the entire surface area and the vaporization rate is calculated 
from the heat transfer from the fire into the container over the entire surface area of the con- 
tainer. CGA publications describe the factors involved. 

The equation in 5.7.2.5 is used to calculate the required relief valve rating based on the 
flow of air through the relief valve. The flow of air is used rather than the flow of propane for 
two reasons. First, it is simple and less expensive for valve manufacturers to test their prod- 
ucts using air rather than propane. Using air eliminates the need to introduce a flammable gas 
into manufacturing facilities that otherwise do not need propane as a test gas, and helps keep 
the cost of producing valves down. Furthermore, using air prevents propane release into the 
atmosphere. Second, the valves can be used for other services such as ammonia and other 
gases. Conversions are available for the flow of air to the flow of propane, ammonia, and 
other gases. Table 5.7.2.5 provides the minimum airflow rate required for pressure relief 
valves based on the surface area of ASME containers. Although there is no advantage to test- 
ing relief valves with propane, testing with propane is not prohibited. 

Exhibit 5.27 shows ASME container relief valve manifolds. The container shown re- 
quires three relief valves. The manifold contains four. By operating the hand wheel or lever, 
an internal valve is rotated to isolate any one of the four relief valves so that it can be removed 
for testing, maintenance, or replacement. 

5.7.2.6 Relief valves for aboveground ASME containers shall relieve at not less than the flow 
rate specified in 5.7.2.5 before the pressure exceeds 120 percent of the minimum permitted 
start-to-leak pressure setting of the device. This does not include the 10 percent tolerance in 
Table 5.7.2.4(A). 

Pressure relief valves for ASME containers that are fabricated to current codes must beginto <4 FAQ 
open at no less than 100 percent of the container design pressure, which is usually 250 psig Why does Table 5.7.2.4(A) per- 
(1.7 MPag). A tolerance of 10 percent is allowed per Table 5.7.2.4(A); therefore, the valve can ‘Mit a tolerance on the pressure 
begin to open between 250 psig and 275 psig (1.7 MPag and 1.9 MPag). Making pressure settings of relief valves? 
relief valves that begin to open at exactly 250 psig (1.7 MPag) would be very expensive, even 
if it could be done in mass production. The tolerance is allowed to exceed the design pressure 

  

EXHIBIT 5.27 ASME 
Container Relief Vaive 

Manifolds. [Courtesy of 

Fisher Controls Intl, LLC (left) 

and Engineered Controls 

International, Inc. (right)] 
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of the ASME container to prevent unneeded release of propane into the atmosphere. Allow- 

ing the ASME container to reach a pressure of 10 percent above its design pressure is recog- 

nized by the ASME Boiler and Pressure Vessel Code, and is not a threat to safety. Remember 

that the ASME containers are now built with a design margin (formerly called safety factor) 

of 3.5 to 1, so the container should maintain its integrity to a pressure of 875 psig (6.0 MPag), 

assuming no excessive corrosion, dents, pits, or other imperfections are present. 

5.7.2.7 The flow capacity of pressure relief valves installed on underground or mounded con- 

tainers shall be permitted to be reduced to 30 percent of the flow specified in Table 5.7.2.5. 

Because underground containers cannot be exposed to fire in the same manner as an above- 

ground container, their required pressure relief valve capacities are 30 percent of those spec- 

ified in Table 5.7.2.5. 
If a container designed for underground installation is installed aboveground, the relief 

valve must be properly sized for aboveground service. The editor is aware of a case in which 

local laws were revised to relocate all underground fuel tanks (including propane) above- 

ground, based on concerns about potential gasoline and other liquid fuel contamination of 

groundwater. This law resulted in the relocation of propane containers above ground. (Note 

that propane is exempt from the EPA requirements for leaking underground storage tanks be- 

cause it is not a toxic substance.) Propane containers for underground service are usually 

painted with black paint as part of their protective coating. Since black is a highly absorptive 

color when exposed to sunlight or another radiative source, installing these tanks above 

ground may result in occasional relief valve operation. Therefore, if an underground propane 

container is relocated above ground, the pressure relief valve must be resized in accordance 

with the requirements for aboveground containers. 

5.7.2.8 Each pressure relief valve shall be plainly and permanently marked with the follow- 

ing: 

(1) The pressure in psig at which the valve is set to start-to-leak 

ep (2) Rated relieving capacity in SCFM air 

The definition of SCFM has been added to the code and can be found in 3.3.70. Also see 

3.3.69 for the definition of standard cubic foot. 

(3) The manufacturer’s name and catalog number 

5.7.2.9 Shutoff valves shall not be installed between pressure relief devices and the container 

unless a listed pressure relief valve manifold meeting the requirements of 6.7.2.9 is used. 

5.7.2.10 Pressure relief valves shall be designed to minimize the possibility of tampering. 

Most pressure relief valves used on propane containers have nonadjustable internal springs 

that prevent tampering. Some older containers may have pressure relief valves that do not 

have tamper-proof adjustable springs. If the pressure setting on these valves is in doubt, the 

valves should be tested. 

§.7.2.11 Externally set or adjusted valves shall be provided with an approved means of seal- 

ing the adjustment. 

5.7.2.12 Where used on aboveground ASME containers of 1200 gal (4.5 m’) or less water ca- 

pacity in addition to spring-loaded pressure relief valves, fusible plugs shall be in accordance 

with the following: 

(1) Have a yield point between 208°F and 220°F (98°C and 104°C) 

(2) Have a total discharge area not exceeding 0.25 in.’ (1.6 cm’) 
(3) Communicate directly with the vapor space of the container 
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Note that fusible plugs are allowed to be used in some instances for additional pressure relief 
capacity for smaller tanks, but they cannot replace spring-loaded pressure relief valves. (See 
the commentary following 5.7.2.3.) 

5.7.2.13 All cylinders used in industrial truck service (including forklift truck cylinders) shall 
have the cylinder’s pressure relief valve replaced by a new or unused valve within 12 years of 
the date of manufacture of the cylinders and every 10 years thereafter. 

Pressure relief valves on cylinders used in industrial truck service are exposed to the truck’s 
operating environment in industrial facilities where foreign material may enter the relief 
valve. This condition could prevent normal operation of the pressure relief valve. Industrial 
truck maintenance procedures should include a periodic visual inspection so that any accu- 
mulated foreign material can be removed, and to ensure that a relief valve protective cover 
has been installed over the relief valve outlet. 

Paragraph 5.7.2.13 requires that the pressure relief valve be replaced within 12 years of 
the date of manufacture of the cylinder and every 10 years thereafter. The first replacement 
coincides with the first required requalification of the cylinder, which is also 12 years after 
the date of manufacture. Thereafter, the containers are normally recertified by a visual in- 
spection every 5 years, and the relief valve is replaced on each second requalification. This 
replacement should be marked on the cylinder. Markings are not permitted on the body of the 
cylinder, but can be made on the cylinder’s collar, which is not a pressure-containing part. 

5.7.3 Overfilling Prevention Devices. 

Overfilling of cylinders can result in the release of liquid propane through the relief valve. An 
overfilled propane cylinder that is heated can lead to expansion of the liquid propane in the 
cylinder. If the liquid expands to the point where it fills the cylinder, the pressure is relieved 
through the cylinder’s pressure relief valve, a very dangerous situation. 

The vast majority of propane cylinders in use today are small cylinders in the range of 4 
Ib through 40 Ib (1.8 kg through 18 kg) propane capacity. These cylinders are used with 
propane barbecue grills (i.e., gas grills) and other outdoor appliances (e.g., camping equip- 

ment, patio heaters, and mosquito traps) and for providing energy for space heating, water 
heating, and cooking in recreational vehicles. 

In response to the problem of overfilled cylinders, the 1998 edition of NFPA 58 first re- 
quired new small portable cylinders to be equipped with an overfilling prevention device 
(OPD) (see Exhibit 3.8). There are some exceptions to this requirement that are detailed in 
5.7.3.5. In addition to new cylinders, all existing cylinders were required to be retrofitted in 
accordance with 5.7.3.2 by April 1, 2001. It is important to note that the OPD is not the pri- 
mary means by which the proper cylinder fill level is to be determined. The OPD is intended 
to serve as a secondary safety measure to the primary means of filling a cylinder by weight 
or by volume, as described in Chapter 7. 

At the time of writing this edition of the handbook, OPDs have been required for 8 years 
for new cylinders and 4 years for all cylinders. While the retrofitting of OPDs has not been 
adopted by all states, a significant number of cylinders have OPDs. Data analyzed by the 
NFPA Fire Analysis Department issued in April 2006, shown in Exhibit 5.28, show that the 
number of home structure fires involving gas grills has been cut in half since the new re- 
quirement took effect in 1998. According to NFPA, the number of gas grill home structure 
fires decreased from 1200 in 1997 to 600 in 2002. By contrast, the number of home structure 
fires involving charcoal grills remained steady during that same period (see Exhibit 5.28). 

5.7.3.1 Cylinders with 4 Ib (1.8 kg) through 40 Ib (18 kg) propane capacity for vapor service 
shall be equipped or fitted with a listed overfilling prevention device that complies with UL 
2227, Overfilling Prevention Devices, and a fixed maximum liquid level gauge. These devices 
shall be permitted to be a part of the container valve assembly. 

2008 LP-Gas Code Handbook 

<¢ FAQ 
Why are relief valves on cylin- 

ders used in industrial truck 

service required to be changed 

periodically, although other re- 

lief valves are not? 

  

  

71 88 

64 55 
2. 5.0 
3 54 
3 42 
3 44 
£ 
§ 34 

4 

i 

3997 "1998 " 1999 " 2000 

  

EXHIBIT 5.28 U.S. Structure 
Fires Involving Gas Grills, 

1997-2003 (Source: NFPA 

Fire Analysis Department). 
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Portable cylinders in the 4 Ib to 40 lb (1.8 kg to 18 kg) propane capacity range are those that 

are most likely to be overfilled. The fixed maximum liquid level gauge has been used for 

many years to determine that the cylinder is properly filled by the volumetric method. In Ex- 

hibit 5.29, note the plastic dip tube to the right of the lower part of the valve. When the screw 

seen on the valve body is turned, it opens a valve from the bottom of the dip tube through the 

valve body to the atmosphere. The OPD, which is the lower part of the valve assembly, is a 

secondary safety device that prevents overfilling. Note that the OPD is required only for cylin- 

ders used in vapor service, not those used in liquid service. 

  

EXHIBIT 5.29 Cylinder Valve 

with Overfilling Prevention 

Device. Note the triangle- 

shaped hand wheel, which 

identifies the OPD valve. In 

addition to the unique hand 

wheel, the valve is also 

stamped “OPD.” (Courtesy of 

Sherwood, Harsco Gas & 

Fluid Control Group) 

  
  

In the 2008 edition, the code now requires all OPD valves to be listed to UL 2227 [14]. 

Prior to this edition, OPD valves were still required to be listed, but there was no reference to 

a standard. 

§.7.3.2* Cylinders requalified after September 30, 1998, shall be equipped with a listed over- 

filling prevention device and a fixed maximum liquid level gauge, sized in accordance with 

7.4.3.2(A) or Table 5.7.3.2, prior to being filled. 

Paragraph 5.7.3.2 is one of the few retrofit provisions that are contained in NFPA 58. The 

matter of requiring overfilling protection on cylinders is so significant that the industry de- 

cided to require even existing cylinders to be retrofitted with OPD valves when they were due 

for requalification. Refer to the commentary on 5.7.3 for information on the reduction in 

home fires since the introduction of OPDs. 

A.5.7.3.2. Example: When the dip tube length marked on the cylinder is 3.8 in. (97 mm) use 

a 4.0 in. (102 mm) dip tube for the retrofit. 

If the dip tube length is not marked on the cylinder, contact the manufacturer for the rec- 

ommended dip tube length. 

5.7.3.3 No cylinder shall be filled unless it is equipped with an overfilling prevention device 

and a fixed maximum liquid level gauge. The length of the fixed maximum liquid level gauge 

dip tube shall be in accordance with 7.4.3.2(A) or Table 5.7.3.2. 
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Section 5.7 » Container Appurtenances and Regulators 97 

TABLE 5.7.3.2 Recommended Dip Tube Lengths for 
Various Cylinders 

Dip Tube 

Cylinder Lengths 

Propane Cylinder Water for Various 

Cylinder LD. Capacity Cylinders 

Size (Ib) Material (in.) (lb) (in.) 

4.25 Steel 8.9 10.2 2.2 
5 Steel 78 11.9 3.0 
6 Steel 7.5 15.5 3.2 

10 Steel 8.9 26.1 3.6 
11 Steel 8.9 26.2 3.6 
It Steel 12.0 26.2 3.0 
11.5 Steel 12.0 27.3 3.2 
20 Steel 12.0 47.6 4.0 
25 Steel 12.0 59.7 4.8 
30 Steel 12.0 71.5 4.8 
40 Steel 12.0 95.3 6.5 

6 Aluminum 6.0 15.0 4.8 
10 Aluminum 10.0 23.6 40 
20 Aluminum 12.0 47.6 4.8 

30 Aluminum 12.0 71.5 6.0 
40 Aluminum 12.0 95.2 7.0 
  

For SI units, | lb = 0.454 kg; | in. = 25 mm. 

Note: This table indicates the approximate fixed maximum liquid 

level gauge dip tube lengths to be used for retrofitting cylinders with 

valves incorporating an overfilling prevention device. This table does 

not cover every cylinder design or configuration. If the dip tube 

length that is marked on the cylinder does not appear in Table 5.7.3.2, 
use the next longer dip tube shown in the table. 

5.7.3.4 Cylinders required to have an overfilling prevention device installed shall be 

equipped with either a CGA connection number 791 or a CGA connection number 810 as de- 

scribed in CGA V-1, Standard Compressed Gas Cylinder Valve Outlet and Inlet Connections. 

Paragraph 5.7.3.4 restricts the type of cylinder valve that can be used with an overfilling pre- <4 FAQ 

vention device. (See CGA V-1, Standard Compressed Gas Cylinder Valve Outlet and Inlet Why can only certain types of 
Connections. [15]) The CGA designation numbers refer to two specific connection designs, Sieg alin eae 
both of which were developed for use with outdoor cooking gas appliances such as grills [see ee 9 
Exhibit 5.29, which shows a CGA 791 connection (Type I) with matching nut]. The per- 

formance requirements for each CGA designation require the cylinder connection device to 
provide three important safety attributes: 

1. A “positive seal,” which will not permit gas to flow from the cylinder to the appliance 
unless the connection is properly made 

2. An excess flow feature, which will stop the flow of gas should a hose separation occur 
downstream of the cylinder connection 

3. A thermal link that will shut gas flow from the cylinder if the temperature of the link 

reaches 300°—400°F (150°-205°C), which would occur if there was a fire in close prox- 

imity to the connection 

5.7.3.5 The following types of cylinders shall be exempt from the requirements of 5.7.3.1 
through 5.7.3.4 for installing a listed overfilling prevention device: 
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98 Chapter 5 « LP-Gas Equipment and Appliances 
  

(1) Cylinders used in industrial truck service and cylinders identified and used for industrial 

welding and cutting gases 

FAQ Industrial truck cylinders used in liquid service are exempt from the OPD requirement per 

Are cylinders used for floor 5.7.3.5(1), and now so are industrial truck cylinders in vapor service. It is important to note 

buffer machines required tobe _ that cylinders used in engine fuel service on vehicles, including floor buffer machines, are 

fitted with an OPD before they also exempt from the OPD requirements, per 5.7.4.1(E). This exception to the OPD require- 

are filled? ment for cylinders used in industrial truck service and industrial welding and cutting recog- 
nizes the different characteristics of these cylinders, which have a higher level of quality 

control during the filling process and are therefore not subject to the same threats of overfill- 

ing that has occurred in grill cylinders. 

* Cylinders used in industrial truck service are universal cylinders that can be filled or used 

in either the horizontal or the vertical position. They are exempt from the OPD require- 

ments because an OPD is not available for universal cylinders [see 5.7.4.1(E)]. 

* Cylinders used with floor maintenance machines are usually equipped for vapor with- 

drawal and are exempt from the OPD requirement because of the higher flow required, 

which cannot be met with some OPD valves. 
» Cylinders used in industrial and welding cutting gas service are exempt from the OPD 

requirement due to the higher gas flow required in cutting and welding, which cannot be 

met with some OPD valves. 

(2) Cylinders manufactured prior to October 1, 1998, and designed for use in the horizontal 

position and where an overfilling prevention device is not available 

Horizontal cylinders manufactured prior to October 1, 1998, are exempt from the OPD re- 

quirement because the connections for these cylinders are located on the head, which is on 

the side when the cylinder is in use. Horizontal cylinders manufactured after October 1, 1998, 

incorporated an OPD valve. The design of an OPD for a horizontal cylinder is different and 

more complicated than an OPD for a vertical cylinder, because each horizontal cylinder re- 

quires an opening in the head to accommodate the OPD. It would be prohibitively costly to 

empty, purge, and weld a new connection to a horizontal cylinder manufactured before the 

OPD was required. In addition, several styles of horizontal cylinders are no longer made, and 

replacement cylinders may not fit in the compartments of boats, recreational vehicles, and 

trailers that accommodate them. Because fewer horizontal cylinders are made, they are more 

expensive than gas grill cylinders — as much as 10 times more in some cases. This combi- 

nation of hardships created by the unavailability of replacement cylinders in usable sizes, the 

high cost of such cylinders, and the relatively small number of horizontal cylinders in use led 

to their exemption from the OPD requirement. 

5.7.3.6 Exempted horizontal cylinders shall be marked with a label to indicate that they are 

not equipped with an overfilling prevention device. 

Note that horizontal cylinders not equipped with an OPD are required be marked so that the 

filler is aware that the cylinder is not equipped with an OPD and that extra care must be taken 

not to overfill the cylinder. The code does not state who is responsible for adding the label to 

cylinders not equipped with an OPD. Anyone — the cylinder owner, the filler, or any other 

party — can add this label, after determining that an OPD is not required for the cylinder (see 

5.7.3.5). 

5.7.4 Container Valves and Other Appurtenances. 

Sh
e]
 

5.7.4.1 Containers of 2000 gal (7.6 m*) water capacity or less shall be fitted with valves and 

other appurtenances in accordance with Table 5.7.4.1. Shutoff, filler, check, and excess-flow 

valves shall comply with ANSUUL 125, Standard for Valves for Anhydrous Ammonia and LP- 
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TABLE 5.7.4.1 Container Connection and Appurtenance Requirements for Containers 

Used in Other Than Bulk Plants and Industrial Plants 
  

  

  

  

  

I 2 3 

Stationary ASME 

Cylinders 2 Through 420 lb | Containers < 4000 gal | DOT and ASME Engine Fuel 
Part Appurtenance Propane Capacity Water Capacity’ and Mobile Containers 

A_ | Vapor shutoff valve! R R R 
(CGA 555 outlet prohibited) with internal excess-flow valve 

B_ | Liquid shutoff valve! R R R 
with CGA 555 outlet and with internal excess | with internal excess-flow valve 

internal excess flow shutoff flow shutoff 

D_ | Pressure relief valve R R? R 
(see 5.7.2.2) [see 5.7.4.1(A)] (full internal or flush-type full 

internal pressure relief valve) 
  

E | Fixed maximum liquid level gauge R (filled by volume) R R 

R (filled by weight, 

< 40 Ib and > 100 Ib) 
[see 5.7.4.1(H)] 
  

  

  

  

F | Overfilling prevention device R NR R 

(4 thru 40 Ib) (ASME only) 

(see 5.7.3) (see 5.7.4.1(E)) 

G | Actuated liquid withdrawal excess NR R NR 

flow valve (2 125 gal) 

[see 5.7.4.1(B) through 

5.7.4.1(D)] 

H_ | Float gauge NR R NR 

(> 124 gal only) 

I | Double backflow check filler valve R R R 

(2 100 lb filled on site) (ASME only)         
  

R: Required. NR: Not required. 

‘Where installed. 

*Aboveground ASME containers, internal spring-type pressure relief valves only. 

All ASME container Capacities are water capacity. 

Gas (Other than Safety Relief), except that shutoff valves used on DOT cylinders shall com- 

ply with UL 1769, Cylinder Valves. Containers of 2001 gal through 4000 gal (7.6 m? through 

15.1 m’) water capacity in bulk plant and industrial plant service shall be fitted with valves 

and other appurtenances in accordance with Table 5.7.4.2. Containers of 2001 gal through 

4000 gal (7.6 m? through 15.1 m°) water capacity in other than bulk plant and industrial plant 
service shall be in accordance with Table 5.7.4.1. 

Paragraph 5.7.4.1 draws distinctions between the size of containers and the type of service for 

which they are used. The code assumes that containers 2000 gal (7.6 m*) and under are not 

used in bulk plant operations. In addition, a distinction is made between containers 4000 gal 

(15.2 m*) or less used in bulk plant service and those that are not. This distinction is due to 
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100 Chapter 5 e LP-Gas Equipment and Appliances 
  

the fact that bulk plant equipment is subject to many more liquid transfer operations than a 

typical residential or commercial customer facility. For that reason, the product control and 

appurtenance requirements in Table 5.7.4.2 (covering containers installed in bulk plants and 

industrial plants) are more rigorous than those appearing in Table 5.7.4.1. Industrial plants 

have historically been grouped with bulk plants, and Table 5.7.4.2 continues that tradition be- 

cause the quantities of LP-Gas stored are similar. 
Paragraph 5.7.4.1 was revised in the 2008 edition of the code to require the specific 

valves listed to comply with ANSV/UL 125, Standard for Valves for Anhydrous Ammonia and 

LP-Gas (Other than Safety Relief) [16], and to require cylinder valves to comply with UL 

1769, Cylinder Valves [17]. These standards had not been referenced in the code prior to this 

edition. 
Table 5.7.4.1 was completely revised in the 2008 edition to provide performance re- 

quirements only and not to attempt to cover all possible combinations, which makes it easier 

to use. The table now has columns for cylinders, 2 through 240 lb, ASME containers through 

4000 gal, and engine fuel/mobile containers, compared to six types of containers previously. 

It also has nine appurtenances (rows), compared to fourteen previously. The former table had 

blank cells, which sometimes led to confusion as to the meaning of a blank cell. In this edi- 

tion, all cells clearly state “R” for “required” or “NR” for “not required.” Of course, anything 

that is not required can be used if desired. 

(A) The requirement for internal spring-type pressure relief valves that are shown in Table 

5.7.4.1 for stationary ASME containers up to and including 4000 gal (15.2 m?*) water capac- 

ity shall not apply to underground containers where external pressure relief valves are per- 

mitted or to containers that were originally equipped with external pressure relief valves. 

Internal pressure relief valves are designed so that the entire valve mechanism is inside the 

container. In the event of a vehicle impacting a container, the pressure relief valve cannot be 

broken off, thus preventing the release of the container contents. Underground containers 

have used external pressure relief valves, because the valve is in the container dome, which 

is below ground level, and is therefore protected from being broken by vehicle impact. 

(B) Containers of 125 gal through 4000 gal (0.5 m? through 15.2 m*) water capacity shall be 

provided with an actuated liquid withdrawal excess-flow valve with a connection not smaller 

than 3/4 in. national pipe thread. 

(C) An actuated liquid withdrawal excess-flow valve shall not be required on container con- 

nections equipped for liquid withdrawal with a positive shutoff valve that is located as close 

to the container as practical in combination with an excess-flow valve installed in the con- 

tainer connection. 

A positive shutoff valve and an excess-flow valve in the container provide the same function 

as an actuated liquid withdrawal excess-flow valve. The term positive shutoff valve means a 

valve where the operation of the handle, wheel, or lever directly opens or closes the flow path. 

(D) The actuated liquid withdrawal excess-flow valve shall not be connected for continuous 

use unless the valve is recommended by the manufacturer for such service. 

Refer to the commentary following 5.2.5.4 for information on continuous service of actuated 

liquid withdrawal excess-flow valves. 

(E) An overfilling prevention device shall not be required for engine fuel cylinders used on 

industrial (and forklift) trucks powered by LP-Gas or for engine fuel cylinders used on vehi- 

cles (including floor maintenance machines) having LP-Gas—powered engines mounted on 

them. 

Refer to the commentary following 5.7.3.5(1) for an explanation of why overfilling preven- 

tion devices are not required for these vehicle applications. 
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(F) Excess-flow protection shall not be required for manual shutoff valves for vapor service 

where an approved regulator is directly attached or attached with a flexible connector to the 

outlet of the manual shutoff valve for vapor service and the controlling orifice between the 

container contents and the shutoff valve outlet does not exceed 5/16 in. (8 mm) in diameter. 

Paragraph 5.7.4.1(F) requires that unless an excess-flow valve is installed downstream of the < FAQ 
container shutoff valve, a pressure regulator (either high pressure, first-stage, or integral two- Why is an excess-flow valve not 
stage) must be attached to the service valve or to a flexible connector emanating from the required when a regulator with . lve. The 5/16 i li ifi be 1 ithin the sh Ive itself 5/16 in. flow orifice is con- 
service valve. The in. controlling orifice must be ocated within the shutoff valve itse t. nected to a container? 
This paragraph serves as an alternative to the requirement for an excess-flow valve because it 

provides a “passive” restriction to the flow of gas should the line become severed downstream 

of the regulator, due to the restrictive orifice and pressure regulator. 

(G) Overfilling prevention devices shall be required on cylinders having 4 lb through 40 Ib 

(1.8 kg through 18 kg) propane capacity for vapor service. (See 5.7.3.) 

See the commentary following 5.7.3 for an explanation of why overfilling prevention devices 
are only required on cylinders in the 4 lb to 40 Ib range. 

(H) Cylinders greater than 40 Ib through 100 Ib (18 kg through 45 kg) propane capacity filled qe 
by volume shall have a fixed maximum liquid level gauge. 

The text was revised in the 2008 edition to make the fixed maximum liquid level gauge 

mandatory only for cylinders with capacities greater than 100 Ib that are filled by volume. The 

technical committee was made aware that it is common practice of many companies where 

cylinders are exchanged, to fill all cylinders by the weight method, making the fixed maxi- 

mum liquid level gauge unneeded. The requirement also recognizes that in the fuel gas dis- 

tribution business, it is common to fill cylinders with capacities of greater than 40 Ib through 

100 Ib by volume, especially at sites where the cylinder remains at the point of use. 

5.7.4.2, ASME containers over 4000 gal (15.2 m’*) water capacity shall be equipped in accor- 
dance with 5.7.4.2(A) through 5.7.4.2(G) and Table 5.7.4.2. 

The provisions in 5.7.4.2(A) through (G) are identical to the requirements shown in Table <4 FAQ 
5.7.4.2, The technical committee duplicated this information in the table because many users Are there any differences be- 
find it an easier format to understand. erat Mond faecal 

Paragraph 5.7.4.2 was intended to address containers used in bulk plant and industrial in- 57.4.2? 
stallations. It recognizes that the internal valve incorporates all of the safety features that are 

available, including providing protection for the container opening in the event the valve is 

sheared off; thermal protection that would automatically close the valve if it is subjected to 
fire; and excess-flow protection and remote shutoff capability. 

However, the code also recognizes that many existing installations provide similar pro- 
tection and, therefore, does permit certain alternatives to be used instead of an internal valve. 
Those alternatives are described in 5.7.4.2(A) through (D. 

Internal valves are categorized according to the means by which they are operated. See 
Exhibits 5.30, 5.31, 5.32, and 5.33 for examples of the different types of internal valves. 

(A) Vapor withdrawal openings shall be equipped with either of the following: 

(1) A positive shutoff valve located as close to the container as practical in combination with 

an excess-flow valve installed in the container 

(2) An internal valve 

The requirements for container appurtenance protection reflect the hazard presented by fail- 

ure downstream of the connection. Vapor withdrawal lines carry much less propane than liq- 

uid withdrawal lines of the same size. Internal valves are not required but are allowed. An 

excess-flow valve will close in the event the piping system is compromised and the flow ex- 

ceeds the design flow of the excess-flow valve. It is important to remember that excess-flow 
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102 Chapter 5 » LP-Gas Equipment and Appliances 
  

TABLE 5.7.4.2 Connection and Appurtenance Requirements for New and Existing 

Container Installations in Bulk Plants and Industrial Plants 
  

Requirements for Containers of Greater Than 

4000 gal W.C. With and Without Internal Valves’ 
  

  

  

  

  

2001 gal Through Greater Than Without Existing Internal With Existing 

Service 4000 gal W.C.* 4000 gal W.C." Valves (by 7/1/11) Internal Valves 

Vapor inlet Option A or Option B or Option C = Option A or Option B or See Note See Note 

Option C Option C 

Vapor outlet Option B or Option C Option B or Option C See Note See Note 

Liquid inlet Option A or Option B or Option C = Option D or Option E Option D or Option E 

or Option F or Option G RT 

Liquid outlet | Option B or Option C Option E Option E or Option H RT 

  

Option A: Positive shutoff valve installed as close as practical to a backflow check valve installed in the 

container. 

Option B: Positive shutoff valve installed as close as practical to an excess-flow valve installed in the con- 

tainer and sized in accordance with 5.7.8.1(H). 

Option C: Internal valve installed in the container or an excess-flow valve in accordance with 5.7.4.2(1). 

Option D: Positive shutoff valve installed as close as practical to a backflow check valve designed for the 

intended application and installed in the container. 

Option E: Internal valve installed in the container equipped for remote closure and automatic shutoff using 

thermal (fire) activation within 5 ft (1.5 m) of valve or an excess-flow valve in accordance with 5.7.4.2(1). 

Option F: Emergency shutoff valve equipped for remote closure and automatic shutoff using thermal (fire) 

activation installed in the line upstream as close as practical to an existing positive shutoff valve/excess-flow 

valve combination. 

Option G: Backflow check valve designed for the intended application and installed in the line upstream as 

close as practical to the existing positive shutoff valve/excess-flow valve combination. 

Option H: Emergency shutoff valve equipped for remote closure and automatic shutoff using thermal (fire) 

activation, installed in the line downstream as close as practical to an existing positive shutoff valve/excess- 

flow valve combination. 

RT: Equipping an existing internal valve for remote closure and automatic shutoff using thermal (fire) actua- 

tion within 5 ft (1.5 m) of the internal valve. 

Note: Vapor connections on containers installed prior to the effective date of the 2001 edition of NFPA 58 

are not required to be modified. 

*A pplicable to installations constructed on or after the effective date of this code. 

Applicable to installations constructed prior to the effective date of this code. 

valves can not provide complete safety, as the flow from a container is a function of the pres- 

sure in the container, which is temperature dependent. On colder days, container pressure may 

not be sufficient to develop a flow that will close the excess-flow valve. Excess-flow valves 

may also not close if the pipe area is reduced by breakage that restricts flow. 

(B) Liquid withdrawal openings in new installations shall be equipped with an internal valve 

that is fitted for remote closure and automatic shutoff using thermal (fire) actuation where the 

thermal element is located within 5 ft (1.5 m) of the internal valve. 

Liquid withdrawal lines present a greater potential hazard than vapor withdrawal lines, and 

the requirement for the container appurtenance is more stringent. An internal valve is re- 

quired. 
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EXHIBIT 5.31 Lever Operated Internal Valve for Flanged 
  

EXHIBIT 5.30 Lever Operated Internal Valve for Threaded Installation. (Courtesy of Engineered Controls International, 

Installation. (Courtesy of Engineered Controls International, Inc.) 
Inc.) 

  

EXHIBIT 5.32 Pneumatically 

Operated internal Valve. 

(Courtesy of Engineered 

Controls International, Inc.) 
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(C) Liquid withdrawal openings in existing installations where the container is equipped 
with an internal valve that is not fitted for remote closure and automatic shutoff using ther- 
mal (fire) actuation shall be equipped for remote and thermal closure by July 1, 2003. 

Although the July 1, 2003, date has passed, it is kept in the code to provide guidance to ju- 
risdictions that may not yet have adopted the 2004 edition. This date is also prior to the retro- 
fit date that appears in 5.7.4.2(D) because of the relative ease by which compliance with this 
paragraph can be achieved. Since the internal valve is already present in the tank, only the re- 
mote closure and thermal activation features need be installed. 

(D) Liquid withdrawal openings in existing installations shall be equipped with either of the 
following by July 1, 2011: 

(1) An internal valve that is fitted for remote closure and automatic shutoff using thermal 

(fire) actuation where the thermal element is located within 5 ft (1.5 m) of the internal 

valve 
(2) An emergency shutoff valve that is installed in the line downstream as close as practical 

to a positive shutoff valve in combination with an excess-flow valve installed in the con- 
tainer 
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EXHIBIT 5.33 Operation of a 

Pump Pressure-Operated 

Internal Valve. (Courtesy of 

Engineered Controls 

International, Inc.) 
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d. Pump off-valve closed c. Pump on-valve open 

  

A substantial amount of time for compliance is given for this retrofit provision for existing in- 

stallations. To add an internal valve, the container must be emptied of all product to remove 

the existing valve from the container. Seals and gaskets may be made of materials having low 

melting points that could potentially be affected when exposed to heat. The maximum 5S ft dis- 

tance for the location of the thermal element is intended to keep the activation element close 

to the valve itself, to avoid heat affecting the ability of the valve to retain product while in the 

“open” position. 

(E) Vapor inlet openings shall be equipped with either of the following: 

(1) A positive shutoff valve that is located as close to the container as practical in combina- 

tion with either a backflow check valve or excess-flow valve installed in the container 

(2) An internal valve 
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The container appurtenance requirement for vapor withdrawal openings is the same as vapor 

inlet openings, because the potential consequences are the same. 

(F) Liquid inlet openings in new installations shall be equipped with either of the following: 

(1) An internal valve that is fitted for remote closure and automatic shutoff using thermal 

(fire) actuation where the thermal element is located within 5 ft (1.5 m) of the internal 

valve 

(2) A positive shutoff valve that is located as close to the container as practical in combina- 

tion with a backflow check valve that is designed for the intended application and is in- 
stalled in the container 

The container appurtenance requirements for liquid inlet openings in new installations allow 

either an internal valve or a positive shutoff valve and a check valve in the container. A check 

valve will allow flow only in one direction and will allow propane to enter the container, but 

not to leave. Check valves are not perfect, but experience with them has been better than with 

excess-flow valves, as their operation will occur over a much wider flow range than an ex- 

cess-flow valve. Note that 6.12.9 requires that check valves used as container appurtenances 

be checked for proper operation annually 

See 5.7.4,.2(H) for requirements effective in 2011 for container appurtenances for all con- 
tainers. 

(G) Liquid inlet openings in existing installations where the container is equipped with an in- 

ternal valve that is not fitted for remote closure and automatic shutoff using thermal (fire) ac- 

tuation shall be equipped for remote and thermal closure by July 1, 2003. 

Internal valves are required by NFPA 58 to provide a higher level of safety than provided by 

excess-flow valves, but they do so only when someone is present to operate the internal valve. 

The remote operating point must be installed properly. Installation distances are provided in 

6.11.4. The requirement for installation by July 1, 2003, was added in the 2001 edition to re- 

quire that remote operating stations be installed for all internal valves. 

(H) Liquid inlet openings in existing installations shall be equipped with any of the follow- 
ing by July 1, 2011: 

(1) An internal valve that is fitted for remote closure and automatic shutoff using thermal 

(fire) actuation where the thermal element is located within 5 ft (1.5 m) of the internal 

valve 

(2) An emergency shutoff valve that is installed in the line upstream as close as practical to 

a positive shutoff valve in combination with an excess-flow valve installed in the con- 
tainer 

(3) A positive shutoff valve that is located as close to the container as practical in combina- 

tion with a backflow check valve that is designed for the intended application and is in- 
stalled in the container 

(4) A backflow check valve that is designed for the intended application and is installed in 

the line upstream as close as practical to a positive shutoff valve in combination with an 
excess-flow valve installed in the container 

Note that these requirements are retroactive to all existing containers on July 1, 2011. This 

date was selected when the requirement was added in the 2001 edition to allow a 10-year pe- 
riod to modify all existing containers, 

The options for liquid inlet openings are as follows: 

e An internal valve 

¢ An internal check valve with a positive shutoff valve 

e An internal check valve with a positive shutoff valve and an external excess-flow valve 

¢ An internal excess-flow valve with a positive shutoff valve and an external check valve. 
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These requirements are similar to those for liquid withdrawal openings, with the addition of 

another option, a check valve. Check valves can be used only on inlet openings because they 

will not allow liquid both into and out of a container. 

(I) Container openings that are not compatible with internal valves shall be permitted to uti- 

lize both an excess-flow valve installed in the container and a valve complying with API 607, 

Fire Test for Soft-Seated Quarter Turn Ball Valves, with the following features: 

(1) The valve shall be activated either hydraulically or pneumatically and shall fail in the 

closed position. 
(2) The valve shall be equipped for remote closure and thermal actuation with a thermal el- 

ement located within 5 ft (1.5 m) of the valve. 

This provision was introduced in the 2004 edition of the code because the Technical Com- 

mittee on Liquefied Petroleum Gases recognized that internal valves are not available in 

larger sizes to fit 3 in. or larger container openings. These larger sizes would be found typi- 

cally on high-volume commercial or industrial installations and propane terminals. The op- 

tion of an internal excess-flow valve with an external valve meeting API 607, Fire Test for 

Soft-Seated Quarter Turn Ball Valves [18], provides a similar level of safety. See Exhibit 5.34 

for an API 607 valve. 

  

EXHIBIT 5.34 Tank Valve 

Complying with API 607. 

(Courtesy of Superior Energy 

Systems) 

  

  

5.7.4.3 Appurtenances used on inlet and outlet connections of containers larger than 2000 gal 

through 4000 gal (7.6 m? through 15.1 m’) water capacity shall be in accordance with Table 

5.7.4.1. Appurtenance requirements for inlet and outlet connections of containers in bulk 

plant and industrial plant service shall be in accordance with Table 5.7.4.2. 

FAQ > Containers falling within the size range of greater than 2000 through 4000 gal water capacity 

Why are containers between are required to comply with either Table 5.7.4.1 or Table 5.7.4.2, depending on how they are 

2000 and 4000 gal water capac- being used. Because of more frequent liquid transfers to and from containers in bulk plant 
ity required to comply with dif- ce. th tai t 1 ith Table 5.7.4.2 for thei llati f int 1 val 

ferent provisions, depending on _S¢tVice, these containers must comply with Table 5.7.4.2 for the insta ation of internal valves 

whether they are used in resi- OT specified alternatives, rather than the less stringent requirements in Table 5.7.4.1. 

dential/commercial service or 
bulk plant/industrial service? 5.7.4.4 ASME containers over 4000 gal (15.2 m*) water capacity shall also be equipped with 

the following appurtenances: 

(1) An internal spring-type, flush-type full internal, or external pressure relief valve (see 

Annex E) 

(2) A fixed maximum liquid level gauge 

(3) A float gauge, rotary gauge, slip tube gauge, or a combination of these gauges 
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(4) A pressure gauge 

(5) A temperature gauge 

Since containers used in bulk plant and industrial service are not within the scope of Table 

5.7.4.1, the requirements listed in 5.7.4.4 specify the types of appurtenances that must be in- 
stalled on containers greater than 4000 gal water capacity. 

5.7.4.5 The appurtenances specified in Table 5.7.4.1 and 5.7.4.3 shall comply with the fol- 
lowing: 

(1) Manual shutoff valves shall be designed to provide positive closure under service condi- 
tions. 

The term positive closure means the valve should be leak-free across its seat, throughout its 
entire working pressure range. 

(2) Excess-flow check valves shall be designed to close automatically at the rated flows of 
vapor or liquid specified by the manufacturer. 

(3) Excess-flow valves shall be designed with a bypass that shall not exceed a No. 60 drill 

size opening to allow equalization of pressure. 

(4) Excess-flow valves of less than 1/2 in. (1.3 cm) NPT shall have a bypass that limits 

propane vapor flow to 10 scf/hr at 100 psig (690 kPag). 

An excess-flow check valve remains in the open position until the flow of liquid or vapor 

passing through the valve exceeds its designed closing flow rate. The small bypass is a hole 

or “nick” in the valve seat disc that allows a very small amount of LP-Gas to “leak.” This fea- 

ture is not required for all excess-flow valves, but is required for excess-flow valves in LP- 

Gas service. This leak is the means by which the valve is reopened, because excess-flow 

valves do not have a manual means of opening (no valve handle). To reopen a closed excess- 

flow valve, a valve downstream of the excess-flow valve is closed, and the leakage accumu- 
lates between the excess-flow valve and the closed manual valve, increasing the pressure 

downstream of the excess-flow valve. When the pressure on the downstream side is about 

equal to the pressure on the upstream side, the valve is no longer held closed and opens with 
an audible “click.” (See Exhibits 5.35, 5.36, and 5.37.) 

  

  

  

    

      Body 

   
  a. Open position b. Closed Position 

(normal) “slugged” Closing spring     
    EXHIBIT 5.35 Operation of Excess-Flow Check Valve. Valve disc —_# BT 
After the spring-loaded excess-flow valve has closed due to \ - 5 

  

excessive flow above the manufacturer's flow rating, the Gas flow 
closing of the downstream valve will allow pressure on both 

sides of the excess-flow check mechanism to equalize a. Closed position (normal) b. Open position 
through the equalizing hole and the spring loading will 

cause the excess-flow check to reopen. (Courtesy of Fisher EXHIBIT 5.36 Operation of Backflow Check Valve. 
Controls Intl, LLC) (Courtesy of Fisher Controls Inti, LLC) 
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Some other characteristics that apply to all excess-flow valves include the following: 

e Excess-flow valves are designed to close automatically at the rated flow of vapor or 

liquid specified by the manufacturer. If there is only a partially broken hose or piping system 

; and it does not allow the specified rated flow for closure, the excess-flow valve will not close. 

i = « If the temperature of the liquid is extremely low, there may not be enough pressure in 

— the container to reach the required differential pressure to close the valve even if there is com- 

plete breakage of the hose or piping system. 

(5) Backflow check valves shall be of the spring-loaded or weight-loaded type with in-line 

or swing operation and shall close when the flow is either stopped or reversed. 

(6) Internal valves (see 3.3.74.4, Internal Valve), either manually or remotely operated and 

designed to remain closed except during operating periods, shall be considered positive 

shutoff valves. 

  

The code specifically states that an internal valve is considered to be a “positive shutoff 

valve.” When it is closed, no flow is passing through the valve. If an internal valve is left open 

and no flow occurs, it is not a positive shutoff valve, and the installation of another valve may 

be needed. 

<= Installers should be aware that an internal valve does provide positive shutoff in both 

t ; 1 flow directions. Consider an internal valve installed in the liquid outlet of a container. When 

15 

   
closed, the internal valve will not allow flow out of the container, but can allow flow into the 

container where more than one container is connected to a common manifold, especially in a 

container that has been taken out of service and depressurized. In such installations, a gate or 

globe valve should be installed with the internal valve. 

  

EXHIBIT 5.37 Various 4 ; ; 
Excess-Flow Check Valves. 5.7.5 Liquid Level Gauging Devices. 

(Courtesy of Fisher Controls 
intl, LLC) 5.7.5.1 Liquid level gauging devices shall be installed on all containers filled by volume. 

5.7.5.2 The gauging devices shall be either fixed maximum liquid level gauges or variable 

gauges of the slip tube, rotary, or float type (or combinations of such gauges). 

5.7.5.3* Every container designed to be filled on a volumetric basis shall be equipped with a 

fixed maximum liquid level gauge(s) to indicate the maximum filling level(s) for the serv- 

ice(s) in which the container is to be filled or used (see 7.4.3.3). 

A.5.7.5.3 Containers fabricated on or before December 1, 1965, were exempt from this re- 

quirement. 

5.7.5.4 ASME containers shall have permanently attached to the container adjacent to the 

fixed maximum liquid level gauge, or on the container nameplate, markings showing the per- 

centage of capacity that is indicated by that gauge. 

5.7.5.5 Cylinders shall have the letters DT stamped on them followed by the vertical distance 

(to the nearest tenth of an inch) measured from the top of the boss or coupling into which the 

gauge, or the cylinder valve of which it is a part, is installed to the end of the dip tube. 

5.7.5.6 Cylinders equipped with a fixed maximum liquid level gauge where the dip tube is 

not welded to the inside of the cylinder shall be permanently marked adjacent to the gauge. 

(A) Cylinders designed to be filled in one position shall be marked as follows: 

(1) The marking shall be the letters DT followed by the dip tube length to the nearest tenth 

of an inch. 
(2) The dip tube length shall be measured from the top center of the cylinder boss or cou- 

pling where the gauge is installed to the maximum permitted filling level. 
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(B) Universal-type cylinders, where the dip tube is not welded to the inside of the cylinder 

and that are permitted to be filled in either the vertical or horizontal position, shall be marked 
as follows: 

(1) Vertical filling: With the letters VDT followed by the vertical distance (to the nearest 

tenth of an inch) measured from the top center of the coupling where the gauge is in- 
stalled to the maximum permitted filling level 

(2) Horizontal filling: With the letters HDT followed by the vertical distance (to the nearest 

tenth of an inch) measured from the centerline of the coupling opening into which the 

gauge is installed, that is located at the maximum filling level in the horizontal position, 
to the inside top of the cylinder 

Universal cylinders are commonly used in the recreational vehicle industry and also in the 

forklift truck industry, because they allow filling to take place while the cylinder is still in its 

installed position. When filled in the horizontal position, a universal cylinder must be oriented 

correctly around its circumference in order to properly fill the cylinder. 
  

5.7.5.7 Cargo tanks and ASME containers utilizing multiple fixed liquid level gauges shall 

have the loading percentage (to the nearest 2/10 percent) stamped adjacent to each gauge. 

Liquid level gauges are needed on all containers that are filled volumetrically to enable proper a 
filling. The two types of liquid level gauges are 

e Fixed, which measure only one level in the container 

* Variable, which measure and indicate all liquid levels in the container 

  

Two types of variable gauges commonly used in LP-Gas service are the rotary type and the 

float type, as shown in Exhibits 5.38 and 5.39. Because variable gauges can be inaccurate, it 

is necessary to have a fixed maximum liquid level gauge installed in all containers for cali- 

bration purposes. The fixed maximum liquid level gauge is used to determine maximum fill- 

ing levels if the variable gauge is inoperative and to calibrate the variable gauges to prevent 
inadvertent overfilling. 

  

EXHIBIT 5.38 Rotary Type 
of Variable Liquid Level 

Gauge. (Courtesy of 

Engineered Controls 

International, Inc.) 

   
    

   

  

  

      

  

    

q 

Gauge face re 

Bleeder valve ——-» ff 

Indicator arm ———*, 

‘] | Gauge body \ EXHIBIT 5.39 Float Type of 
| Variable Liquid Level Gauge 

y; (Top) and Dial Faces 
Packing seal Stem and dip tube “ (Bottom). (Courtesy of Gas 

a Equipment Co., Inc. and 
Rochester Gauges, Inc.)   
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Fixed maximum liquid level gauges incorporate dip tubes at the 80 percent liquid level 

of the container. Exhibit 5.40 shows a schematic drawing and a photograph of a fixed maxi- 

mum liquid level gauge. The marking on the disk in the photograph reads, “STOP FILLING 

WHEN LIQUID APPEARS.” Exhibit 5.43 shows a multiple function container valve assem- 

bly that incorporates a fixed maximum liquid level gauge. The dip tube is connected to a valve 

that allows a small amount of vapor or liquid to be discharged to the atmosphere when 

opened. The gauge discharge is invisible if vapor is emitted, but a white fog of condensed 

water vapor is created in the air by the refrigeration effect caused by the vaporizing liquid 

when it is discharged into the atmosphere. 

  

  

EXHIBIT 5.40 Fixed 
Maximum Liquid Level 

Gauge. [Courtesy of Fisher 

Controls Intl, LLC (left) and Restricting 
Engineered Controls orifice 

International, Inc. (right)] 

  

Plug      

  

  

  

  

Body 

EXHIBIT 5.41 Multiple Valve 

for 100 Ib to 200 Ib (45 kg to 

91 kg) Cylinder with Fixed 

Maximum Liquid Level Gauge 

(Dip Tube) and Separate Inlet == 

and Outlet Connections. 

(Courtesy of Sherwood, 

Harsco Gas & Fluid Control Dip tube 
Group) 

      
  

The location of fixed maximum liquid level gauges in different containers is shown in 

Exhibit 5.42. Paragraphs 5.7.5.4 through 5.7.5.7 provide marking requirements for containers 

equipped with fixed maximum liquid level gauges to readily indicate the length of the dip 

tube or the percentage fill indicated by the fixed level gauge. 

5.7.5.8 Variable liquid level gauges shall comply with the following: 

(1) Variable liquid level gauges installed on containers over 2000 gal (7.6 m°) water capac- 

ity shall be marked with the maximum liquid level, in inches, metric units, or percent of 

capacity of the container where they are to be installed. 

(2) Markings shall indicate the maximum liquid level at liquid temperatures from 20°F to 

130°F (-6.7°C to 54.4°C) and in increments not greater than 20°F (11°C) for propane, 

for 50/50 butane—propane mixtures, and for butane. 

(3) Markings indicating the various liquid levels from empty to full shall be shown on the 

system nameplate, on the gauging device, or on both. 

(4) Dials of magnetic float gauges or rotary gauges shall indicate whether they are for cylin- 

drical or spherical containers and whether they are for aboveground or underground serv- 

Ice. 
(5) The dials of gauges for use only on aboveground containers of over 1200 gal (4.5 m?) 

water capacity shall be so marked. 

Variable liquid level gauges are normally found on larger containers with capacities over 2000 

gal (7.6 m*) (see Exhibit 5.43), and must be marked so that they can be easily read. Markings 

are required for propane, butane, and 50 percent propane/50 percent butane mix as these are 
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EXHIBIT 5.42 Locations of 

    

     

  

Maximum Fixed Liquid Level Gauges. 

fig level Fi (Courtesy of Mississippi Tank 
So Company) 

Stationary Lift truck Stationary Engine fuel Cargo tank (DOT) 
cylinder (DOT) cylinder (DOT) tank (ASME) tank (ASME) 

Temperature gauge 

Fixed liquid 
level gauges     2 

HDT _ 
t Pressure gauge 

  

  

  

        Vertical use Horizontal use 

Transport tank Universal industrial truck 

cylinder dip tube markings 

  

  

EXHIBIT 5.43 Variable 

Liquid Level Gauge. 

(Courtesy of Eastern 

Propane Corp.) 

‘ 
& 
wal 

r 

  

  

used. The gauge scale must also provide for the variation in density from 20°F to 130°F (-7°C 

to 54°C), in increments no larger than 20°F (11°C) so that the container can be properly filled 

at any temperature within this range. Because the shape of the container (cylindrical or spher- 

ical) affects the gauge reading, the type of container for which the gauge is calibrated must 
be indicated. 

5.7.5.9 Variable liquid level gauges shall comply with the provisions of 7.4.3.2(B) if they are 
used for filling containers. 
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5.7.5.10 Gauging devices requiring bleeding of product to the atmosphere, such as fixed liq- 

uid level, rotary tube, and slip tube gauges, shall be designed so that the bleed valve maxi- 

mum opening to the atmosphere is not larger than a No. 54 drill size. 

A No. 54 drill size allows a very small amount of vapor or liquid flow and should not create 

a hazardous condition if the gauge is opened briefly. 

5.7.6 Pressure Gauges. 

5.7.6.1 Pressure gauges shall be attached directly to the container opening or to a valve or fit- 

ting that is directly attached to the container opening. 

5.7.6.2. If the cross-sectional area of the opening into the container described in 5.7.6.1 is 

greater than that of a No. 54 drill size, an excess-flow check valve shall be provided for the 

container connection. 

Pressure gauges are connected to container openings and because they extend outward, they 

can be easily broken off. Pressure gauges must be protected to minimize leakage in the event 

of accidental breakage. If a break should occur, the leakage is minimized by restricting the 

opening to the size of a No. 54 drill (see the commentary following 5.7.5.10) or by installing 

an excess-flow valve, which will close automatically if excessive flow passes through it. 

5.7.7 Other Container Connections. 

ep 5.7.7.1 Other container openings shall be equipped with any of the following: 

(1) A positive shutoff valve in combination with either an excess-flow check valve or a back- 

flow check valve 

(2) An internal valve 

(3) A backflow check valve 

(4) An actuated liquid withdrawal excess-flow valve, normally closed and plugged, with pro- 

vision to allow for external actuation 

(5) A plug, blind flange, or plugged companion flange 

ep 5.7.7.2. Any of the valves listed in 5.7.7.1(1), (2), or (3) that are not connected for service 

shall be plugged or capped. 

5.7.8 Container Appurtenance Installation. 

5.7.8.1 All container openings except those used for pressure relief devices, liquid level 

gauging devices, pressure gauges, double check filler valves, combination backflow check 

and excess-flow vapor return valves, actuated liquid withdrawal excess-flow valves, and 

plugged openings shall be equipped with internal valves or with positive shutoff valves and 

either excess-flow or backflow check valves. 

(A) Valves in ASME containers, where excess-flow or backflow check valves are installed 

between the LP-Gas in the container and the shutoff valves, shall be installed either inside the 

container or at a point immediately outside where the line enters or leaves the container. 

An excess-flow valve is used where flow is in either direction through a given connection. A 

backflow check valve can be used where flow is intended only into a container and where out- 

flow must be prevented. It is preferable (and required in most cases) to have an excess-flow 

valve or backflow check valve installed inside the container so that if the piping outside of the 

container breaks, the safety device will not be adversely affected. 

(B) If excess-flow and backflow check valves are installed outside the container, installation 

shall be made so that any strain beyond the excess-flow or backflow check valves will not 

cause breakage between the container and the valve. 
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(C) All connections that are listed in the ASME Manufacturers’ Data Report for the container 
shall be considered part of the container. 

(D) Ifan excess-flow valve is required for cylinders other than for mobile or engine fuel serv- 
ice, it shall be permitted to be located at the outlet of the cylinder shutoff valve. 

Cylinders in mobile and engine fuel service are more prone to damage by the very nature of <4 FAQ 
the service they are in. To reduce the possibility of an excess-flow valve being sheared or oth- Why are excess-flow valves in- 
erwise disabled on these cylinders, the code requires them to be installed within the container _ Stalled in cylinders used in mo- . . . . . . bile and engine fuel service not or immediately outside the container in accordance with 5.7.8.1(A) and (B). permitted i be installed at the 

outlet of the cylinder shutoff (E) Shutoff valves shall be located as close to the container as practical. rae? 

(F) Shutoff valves shall be readily accessible for operation and maintenance under normal 
and emergency conditions. 

(G) Shutoff valves either shall be located in a readily accessible position less than 6 ft (1.8 
m) above ground level, or shall have extension handles, stairs, ladders, or platforms for ac- 

cess, or shall be equipped for remote operation. 

(H) The connection or line that leads to or from any individual opening shall have a flow ca- 
pacity greater than the rated flow of the excess-flow valve protecting the opening. 

An excess-flow valve will shut off the flow of product only if the flow rate is in excess of the 
valve’s flow rating. The sizing of excess-flow valves is critical to their performance. The 
valves must be sized above the normal design flow rating of the system, but also below the 
maximum flow capacity of the piping system. The flow of gas in a system can exceed the nor- 
mal flow, especially during startup when there is no pressure in the system. This condition 
can cause the excess-flow valve to close when container valves are opened. One solution to 
this problem is to specify an excess-flow valve with a higher flow rating, but the flow selected 
must never exceed the maximum design flow capacity of the system. Finding an excess-flow 
valve with a higher capacity and lower than the maximum system capacity can be difficult, 
because excess-flow valves are only available with a limited number of flow ratings. The best 
solution to the problem may be to partially open the valve to avoid pressure spikes until the 
system reaches operating pressure. 

Excess-flow valves are especially effective to control product after hose or piping sys- 
tems have totally separated. If a partial break in a line occurs that will not allow a flow up to 
the rated capacity, the excess-flow valve will not close. Many designers and operators believe 
that an excess-flow valve provides 100 percent protection in case of a pipe break, but this is 
true only if the break will permit enough flow to operate the excess-flow valve. Because con- 
tainer pressure is a function of temperature, pressure in and flow from a container will be 
lower at lower temperatures. For this reason, it is well known that excess-flow valves cannot 
provide 100 percent assurance of stopping product flow. This problem became evident after 
an incident involving the unintended release of liquid during unloading of a transport truck. 
Other means of stopping flow in the event of this unintended discharge are now required by 
DOT for cargo tank vehicles, and by NFPA 58 (internal valves) for larger container installa- 
tions. Bobtails must have a remote means of closure of the container liquid withdrawal valve 
within 20 seconds of unintended release of the liquid. This closure is most commonly ac- 
complished with the use of a radio remote shutoff button carried by the operator. Transports 
require a “passive” shutdown device, which is one that operates without human intervention. 
Additional information on this subject can be obtained from DOT. 

It is also important to size the piping downstream of the excess-flow valve so that it does 
not restrict the flow of product and thereby prevent the excess-flow valve from closing. If the 
pipe size is reduced in a branch pipe, the excess-flow valve in the main line will probably not 
close if the branch pipe is broken, because the flow will probably be less than the closing flow 
of the excess-flow valve in the main line. Branch lines that are reduced in size from the main 
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line must be equipped with a separate excess-flow valve that is sized for the smaller flows in 

the branch line. 

5.7.8.2. Valves, regulators, gauges, and other container appurtenances shall be protected 

against physical damage. 

Paragraph 5.7.8.2 does not intend that appurtenances must be provided with covers or other 

protection for all installations. The requirement is intended to apply to those installations 

where extraordinary circumstances may present the threat of physical damage to appurte- 

nances. For example, an installation where material handling is routinely performed above or 

immediately adjacent to the container may present the need for additional protection. 

5.7.8.3 Valves and other appurtenances that are part of the assembly of portable multicylin- 

der systems shall be arranged so that replacement of cylinders can be made without shutting 

off the flow of gas in the system. 

Paragraph 5.7.8.3 recognizes that where practical, locating the components in a system so that 

the system need not be shut off to replace cylinders will avoid the necessity of performing a 

leak check as required by the NFPA 54, National Fuel Gas Code [19], after an interruption 

of service has occurred. 

5.7.8.4 Connections to ASME containers installed underground shall be located within a sub- 

stantial dome, housing, or manhole and shall have a cover. 

(A) Underground containers shall be installed so that all connections for hose and any open- 

ing through which there can be a flow from pressure relief devices or pressure regulator vents 

are located above the normal maximum water table. 

(B) Such manholes or housings shall be ventilated. 

(C) The area of ventilation openings shall equal or exceed the combined discharge areas of 

the pressure relief devices and other vent lines that discharge into the manhole or housing. 

The housing around appurtenances on underground containers is subject to the accumulation 

of water and debris. Provisions must be in place to permit the proper operation of safety sys- 

tems for the installation. 

5.7.8.5 Container inlet and outlet connections on ASME containers of more than 2000 gal 

(7.6 m°) water capacity shall be labeled to designate whether they communicate with the 

vapor or liquid space. 

(A) Labels shall be permitted to be on valves. 

(B) Connections for pressure relief devices, liquid level gauging devices, and pressure 

gauges shall not be required to be labeled. 

Note that Exhibit 5.44 shows a typical method of identifying liquid and vapor lines at a bulk 

plant. Not only is the piping system identified by a label, but the liquid and vapor pipes are 

color-coded as well. The requirements of 5.7.8.5 an help avoid an incident due to the 

misidentification of a pipe or valve. 

5.7.8.6 Every ASME storage container of more than 2000 gal (7.6 m*) water capacity shall 

be provided with a pressure gauge. 

  

xD 5.8 Regulators and Regulator Vents 

5.8.1 Regulators. 

An LP-Gas pressure regulator, commonly referred to simply as a regulator, is designed to con- 

trol propane vapor pressure. Propane appliances in buildings typically operate at 11 in. w.c. 
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EXHIBIT 5.44 ASME 

Container with Labeled and 

Color-Coded Connections. 

(Courtesy of Propane 

Education and Research 

Council) 

  

  

(2.7 kPa) (about 1/2 psi), so the vapor pressure of the propane in the container must be re- 

duced to a much lower pressure for the appliance to operate safely. Regulators also incorpo- 

rate devices designed to prevent excessive pressure from reaching appliances installed in 

buildings. Regulators are the key to the safe use of propane in buildings. Exhibit 3.11 shows 

a first-stage regulator for vapor service. Exhibit 3.13 shows a second-stage regulator. Al- 

though these regulators look very similar, they operate at different pressures. Exhibits 5.45 

and 5.46 illustrate how regulators work. The regulator also incorporates a pressure relief func- 
tion, which is illustrated in Exhibit 5.46. 

Since the 1995 edition, two-stage pressure regulation systems have been required for 

most fixed propane installations in buildings. The regulators used in two-stage regulator sys- 

tems are designed to reduce propane container pressure to an intermediate pressure of 10 psig 

(69 kPag), and then further reduce pressure to 11 in. w.c. (2.7 kPag). This is accomplished 

with the use of two separate regulators (first- and second-stage), or with one single unit, an 

integral two-stage regulator. 

See Exhibit 5.47, where the second stage is the large regulator and the first stage is 

bolted on at the right. The second-stage bonnet with the vent pointing to the left can be 

seen above the two pressure taps, which are used for reading first-stage and second-stage 

regulator outlet pressures. The first-stage regulator is at the threaded inlet with the vent 
pointing down. 

5.8.1.1 Single-stage regulators shall have a maximum outlet pressure setting of 1.0 psig (7 

kPag) and shall be equipped with one of the following (see 6.8.1.5 for required protection 
from the elements): 

(1) An integral pressure relief valve on the outlet pressure side having a start-to-discharge 

pressure setting within the limits specified in UL 144, Standard for LP-Gas Regulators. 

(2) An integral overpressure shutoff device that shuts off the flow of LP-Gas vapor when the 

outlet pressure of the regulator reaches the overpressure limits specified in UL 144, Stan- 

dard for LP-Gas Regulators. Such a device shall not open to permit flow of gas until it 
has been manually reset. 

Single-stage regulators are permitted in limited applications. (See 6.8.1.9 for applications in 

which single-stage regulation is permitted.) The design requirements required by 5.8.1.1(2) 
are intended for the regulator manufacturer and not for the user. 

5.8.1.2 Second-stage regulators and integral two-stage regulators shall have a maximum out- 

let pressure setting of 14 in. w.c. (4.0 kPag) and shall be equipped with one of the following 
(see 6.8.1.5 for required protection from the elements): 
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EXHIBIT 5.46 Operation of Regulator Relief Vaive. 

(Courtesy of National Propane Gas Association) 

  

   Pressure taps 

  
  

EXHIBIT 5.45 Regulator Operation. (Courtesy of National 

Propane Gas Association) 

EXHIBIT 5.47 Integral Two-Stage Regulator. (Courtesy of 

Fisher Controls Intl, LLC) 

(1) An integral pressure relief valve on the outlet pressure side having a start-to-discharge 

pressure setting within the limits specified in UL 144, Standard for LP-Gas Regulators. 

This relief device shall limit the outlet pressure of the second-stage regulator to 2.0 psig 

(14 kPag) when the regulator seat disc is removed and the inlet pressure to the regulator 

is 10.0 psig (69 kPag) or less, as specified in UL 144. 
(2) An integral overpressure shutoff device that shuts off the flow of LP-Gas vapor when the 

outlet pressure of the regulator reaches the overpressure limits specified in UL 144, Stan- 

dard for LP-Gas Regulators. Such a device shall not open to permit flow of gas until it 

has been manually reset. 

2008 LP-Gas Code Handbook 

Page 120 of 189

Petitioner MWE Investments, LLC, et al. 
Exhibit 1003, Page 1138



Copyright 2014 National Fire Protection Association (NFPA). Licensed, by agreement, for individual use and download on October 7, 2014 lo UNIVERSITY OF MARYLAND. No olher reproduction or transmission in any form 
permitted without written permission of NFPA, For inquires or to report unaulhorized use, contact licensing@nfpa.org. 

Section 5.8 « Regulators and Regulator Vents 117 
  

The requirements in 5.8.1.1(1) and 5.8.1.1(2) and 5.8.1.2(1) and 5.8.1.2(2) are intended to 

prevent overpressure in building piping systems. Overpressure can force flames to protrude 

beyond an appliance and ignite nearby combustibles or otherwise give unsafe, inefficient 

combustion performance. Prevention of overpressure in the system begins by mandating two- 

stage regulation in most applications in buildings and by mandating the first-stage outlet pres- 

sure to be set at 10 psig (15 kPag) or less. Second-stage regulators must be designed to limit 

pressure in the building piping to 2 psig. This is accomplished by making the second-stage 

regulator relief capacity large enough to prevent pressure from exceeding 2 psig in the event 

of failure to control the flow of gas. The 2 psig limit is also in UL 144, Standard for LP-Gas 

Regulators [20], for second-stage pressure regulators. The seat is the resilient sealing com- 

ponent in the regulator. This 2 psig overpressure criterion was chosen because it should not 

cause appliance controls to fail. Appliance control standards require that they not leak when 
exposed to 2 psig. 

Overpressure in piping systems can result from the failure of a regulator component or, 

in some cases, from blockage of the regulator vent in the regulator housing. Components that 

can fail include all the components of the regulator: seats, diaphragms, linkages, and other 

mechanical elements. Although a failure of one of these components may occur, it is not 

likely to happen. Insect nests built in the screen or opening, or freezing water may cause 

blockage of a regulator vent. Outdoor installation of regulators must comply with 6.8.1.5, 

which states in part that they be “designed, installed, or protected so their operation will not 

be affected by the elements.” Regulators constructed and tested in accordance with UL 144 

Ohave a test for vent blockage caused by freezing rain and require a vent screen to prevent in- 

sect blockage to protect the regulators. Unusual weather conditions can cause ice buildup of 

such thickness that it is beyond the testing mandated by UL 144. For example, one highly un- 

usual storm in Cape May, New Jersey, in March 1984, reportedly resulted in ice thickness of 
about one inch. 

The maximum discharge pressure from a second-stage regulator is limited to a 14 in. (4.0 

kPag) water column. To the editor’s knowledge, no regulators are available in the United 

States with an integral overpressure shutoff device for use in LP-Gas systems. The drawback 

of overpressure shutoff devices, in addition to their higher manufacturing cost, is that once the 

gas flow is shut off, it must be manually reset. The system thus experiences an “interruption 

of service,” which then requires a leak check to be performed (per NFPA 54). Currently, all 

regulators use an integral full-capacity relief valve that prevents the outlet pressure from ex- 
ceeding 2 psig (3 kPag), even with total regulator seat failure. 

(3) Regulators with a rated capacity of more than 500,000 Btu/hr (147 kW/hr) shall be per- 

mitted to have a separate overpressure protection device complying with 5.9.2 of NFPA 

54, National Fuel Gas Code (ANSI Z223.1). The overpressure protection device shall 

limit the outlet pressure of the regulator to 2.0 psig (14 kPag) when the regulator seat disc 

is removed and the inlet pressure to the regulator is 10 psig (69 kPag) or less. 

Regulators with capacities over 500,000 Btu/hr (147 kW/hr) are exempt from the required in- 

tegral overpressure protection provisions because, with an engineered system, one can use a 

special separate overprotection device that is addressed in NFPA 54. Information on sizing in- 

dependent pressure relief valves is located in Supplement 3, Paragraphs 5.9.2 through 5.9.8 
of NFPA 54, National Fuel Gas Code, state the following: 

5.9.2 Devices. 

5.9.2.1 Pressure relieving or pressure limiting devices shall be one of the following: 

(1) Spring-loaded relief device 

(2) Pilot-loaded back pressure regulator used as a relief valve so designed that failure of the 

pilot system or external control piping will cause the regulator relief valve to open 

(3) A monitoring regulator installed in series with the service or line pressure regulator 
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(4) A series regulator installed upstream from the service or line regulator and set to contin- 

uously limit the pressure on the inlet of the service or line regulator to the maximum 

working pressure of the downstream piping system 

(5) An automatic shutoff device installed in series with the service or line pressure regulator 

and set to shut off when the pressure on the downstream piping system reaches the max- 

imum working pressure or some other predetermined pressure less than the maximum 

working pressure This device shall be designed so that it will remain closed until manu- 

ally reset. 

(6) A liquid seal relief device that can be set to open accurately and consistently at the desired 

pressure 

5.9.2.2 The devices in 5.9.2.1 shall be installed either as an integral part of the service or line 

pressure regulator or as separate units. Where separate pressure relieving or pressure limiting 

devices are installed, they shall comply with 5.9.3 through 5.9.8. 

5.9.3 Construction and Installation. All pressure relieving or pressure limiting devices shall 

meet the following requirements: 

(1) Be constructed of materials so that the operation of the device will not be impaired by cor- 

rosion of external parts by the atmosphere or of internal parts by the gas. 

(2) Be designed and installed so they can be operated to determine whether the valve is free. 

The devices shall also be designed and installed so they can be tested to determine the 

pressure at which they will operate and be examined for leakage when in the closed posi- 

tion. 

5.9.4 External Control Piping. External control piping shall be protected from falling 

objects, excavations, or other causes of damage and shall be designed and installed so that 

damage to any control piping shall not render both the regulator and the overpressure protec- 

tive device inoperative. 

5.9.5 Setting. Each pressure limiting or pressure relieving device shall be set so that the pres- 

sure shall not exceed a safe level beyond the maximum allowable working pressure for the 

piping and appliances connected. 

5.9.6 Unauthorized Operation. Precautions shall be taken to prevent unauthorized operation 

of any shutoff valve that will make a pressure relieving valve or pressure limiting device inop- 

erative. The following are acceptable methods for complying with this provision: 

(1) Lock the valve in the open position. Instruct authorized personnel in the importance of 

leaving the shutoff valve open and of being present while the shutoff valve is closed so 

that it can be locked in the open position before leaving the premises. 

(2) Install duplicate relief valves, each having adequate capacity to protect the system, and 

arrange the isolating valves or three-way valve so that only one safety device can be ren- 

dered inoperative at a time. 

5.9.7 Vents. 

5.9.7.1 The discharge stacks, vents, or outlet parts of all pressure relieving and pressure lim- 

iting devices shall be located so that gas is safely discharged to the outdoors. Discharge stacks 

or vents shall be designed to prevent the entry of water, insects, or other foreign material that 

could cause blockage. 

5.9.7.2 The discharge stack or vent line shall be at least the same size as the outlet of the pres- 

sure relieving device. 

5.9.8 Size of Fittings, Pipe, and Openings. The fittings, pipe, and openings located between 

the system to be protected and the pressure relieving device shall be sized to prevent ham- 

mering of the valve and to prevent impairment of relief capacity. [NFPA 54, 2006] 

5.8.1.3 Integral two-stage regulators shall be provided with a means to determine the outlet 

pressure of the high-pressure regulator portion of the integral two-stage regulator. 

Integral two-stage regulators, as shown in Exhibit 3.12 — sometimes called “piggyback” reg- 

ulators — consist of first-stage and second-stage regulators in the same body. They are sold 

and installed as one unit. To determine outlet pressure of the first-stage regulator portion, a 

plugged opening with a restrictive orifice for a pressure gauge or a permanently installed pres- 

sure-indicating device is included with the integral two-stage regulator. 
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5.8.1.4 Automatic changeover regulators shall be exempt from the requirement in 5.8.1.3. 4: 

5.8.1.5 Integral two-stage regulators shall not incorporate an integral pressure relief valve in 
the high-pressure regulator portion of the unit. 

5.8.1.6 First-stage regulators shall incorporate an integral pressure relief valve having a start- 

to-discharge setting within the limits specified in UL 144, Standard for LP-Gas Regulators. 

5.8.1.7 First-stage regulators with a rated capacity of more than 500,000 Btu/hr (147 kW/hr) 4: 
shall be permitted to have a separate pressure relief valve. 

5.8.1.8 High-pressure regulators with a rated capacity of more than 500,000 Btu/hr (147 
kW/hr) where permitted to be used in two-stage systems shall incorporate an integral pres- 
sure relief valve or shall have a separate relief valve. 

Regulators larger than 500,000 Btu/hr (147 kW/hr) can have a separate pressure relief valve 
or a separate overpressure shutoff device. Information on sizing independent pressure relief 
valves is located in Supplement 3. 

5.8.1.9 First-stage regulators shall have an outlet pressure setting up to 10.0 psig (69 kPag) 
in accordance with UL 144, Standard for LP-Gas Regulators. 

5.8.1.10 Regulators shall be designed so as to drain all condensate from the regulator spring 
case when the vent is directed down vertically. 

5.8.1.11 Two-psi service regulators shall be equipped with one of the following: 

(1) An integral pressure relief valve on the outlet pressure side having a start-to-discharge 

pressure setting within the limits specified in UL 144, Standard for LP-Gas Regulators. 

This relief device shall limit the outlet pressure of the 2 psi (14 kPa) service regulator to 

5.0 psi (34.5 kPa) when the regulator seat disc is removed and inlet pressure to the regu- 

lator is 10.0 psi (69 kPa) or as specified in UL 144. 

(2) An integral overpressure shutoff device that shuts off the flow of LP-Gas vapor when the 

outlet pressure of the regulator reaches the overpressure limits specified in UL 144, Stan- 

dard for LP-Gas Regulators. Such a device shall not open to permit flow of gas until it 
has been manually reset. 

The requirement in 5.8.1.11 preserves the overpressure protection limits to interior piping and 
appliances that have already been established in the code where 2 psi systems are used. Two 
psi (14 kPa) systems have the advantage over 11 in. w. c. systems in larger piping systems be- 
cause smaller piping can be used. This difference can result in lower material costs. In addi- 

tion, corrugated stainless steel tubing commonly is used with 2 psi (14 kPa) systems. This 
material is not rigid, so it offers the advantages of design flexibility, fewer fittings and joints, 
and a substantial decrease in installation time. 

Two psi (14 kPa) systems are three-stage regulator systems comprised of a 10 psi (69 

kPa) regulator at the container, a 2 psi (14 kPa) regulator at the outside of the building, and a 
line pressure regulator located in the building and near the appliance. NFPA 58 covers the 
first- and second-stage regulators. NFPA 54, National Fuel Gas Code [19], covers the line 

pressure regulator. 

5.8.2 Pressure Regulators. (Reserved) 

5.8.3* Pipe for Regulator Venting. 

A.5.8.3 UL 651, Schedule 40 or 80 Rigid PVC Conduit, listed rigid PVC electrical conduit 

has been designed, manufactured, and tested for use in a wide variety of operating conditions, 

including low temperatures and exposure to sunlight and outdoor weather. UL 651 conduit is 
widely available and can be purchased in hardware and electrical supply stores, where it is 
usually sold as electrical conduit. 
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5.8.3.1 Pipe or tubing used to vent regulators shall be one of the following: 

(1) Metal pipe and tubing in accordance with 5.9.3 

(2) PVC meeting the requirements of UL 651, Schedule 40 or 80 Rigid PVC Conduit 

FAQ » Permitting the use of PVC in the requirements for regulator venting was added in the 2001 

Can plastic pipe or tubing be edition to provide an alternative to the pressure piping materials listed in the code for reg- 

what type oe ae ulator relief valve vent piping. It is noted that PVC complying with UL 651, Schedule 40 

ing is permitted? and 80 Rigid PVC Conduit [21], is tested and listed for outdoor use. The PVC electrical 

conduit is also ultraviolet-resistant and does not crack at subzero temperatures. These prop- 

erties provide advantages over steel pipe, which will probably corrode over time if installed 

outdoors. 

§.8.3.2 Other PVC piping materials and polyethylene and polyamide pipe and tubing shall 

not be permitted to be used to vent regulators. 

  

5.9 Piping (Including Hose), Fittings, and Valves 

The term piping, as used in NFPA 58, includes pipe, tubing, hose, and fittings used in the pip- 

ing system. Minimum requirements for this equipment are given in Section 5.9 for use by 

manufacturers in producing piping system components. Guidelines, both for testing laborato- 

ries to list equipment for possible acceptance by authorities having jurisdiction and for users 

to select proper materials when making a piping installation, are also included. The require- 

ments for valves used in a piping system are located in Section 5.12. 

5.9.1 General. 

5.9.1.1 Material specifications for pipe, tubing, pipe and tubing fittings, valves (including hy- 

drostatic relief valves), hose, hose connections, and flexible connectors shall be in accordance 

with Section 5.9. 

5.9.1.2 Piping, pipe and tubing fittings, and valves used to supply utilization equipment 

within the scope of NFPA 54, National Fuel Gas Code, shall comply with that code. 

Most LP-Gas building piping systems downstream of the second-stage regulator are subject 

to the provisions of NFPA 54. Therefore, reference should be made to NFPA 54 to determine 

whether the particular installation (primarily a permanent building piping system) is subject 

to that code. 
Where an LP-Gas system serves a building, piping between the container and the second- 

stage regulator is within the scope of NFPA 58 and piping downstream of the second-stage 

regulator is within the scope of NFPA 54. However, LP-Gas piping in buildings for agricul- 

tural applications — for example, brooders, dehydrators, dryers, and irrigation equipment — 

falls under NFPA 58 even when those buildings are served by fixed piping because NFPA 54 

excludes piping serving farm equipment. [See 1.1.1.2(2) in NFPA 54.] Coverage by NFPA 58 

is necessary because natural gas mains rarely serve farms, and NFPA 54 has specifically ex- 

cluded farm equipment. Other piping systems beyond the second-stage regulator in applica- 

tions not usually served by natural gas mains are covered under NFPA 58. These systems 

include piping systems serving railroad switch heaters and heaters that keep microwave an- 

tennae free of ice. 

5.9.1.3 Pipe and tubing shall comply with one of the following requirements: 

(1) Pipe and tubing shall comply with 5.9.3. 

(2) Pipe and tubing shall be recommended for that service by the manufacturer and shall be 

approved. 
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5.9.1.4 Piping that can contain liquid LP-Gas and that can be isolated by valving and that re- 

quires hydrostatic relief valves, as specified under Section 6.13, shall have an operating pres- 

sure of 350 psig (2.4 MPag) or a pressure that is equivalent to the maximum discharge 

pressure of any pump or other source feeding the piping system if it is greater than 350 psig 
(2.4 MPag). 

Liquid piping that can be isolated by valves can experience high pressures if the liquid is 

heated. Although Section 6.11 requires a hydrostatic pressure relief valve to prevent pipe fail- 

ure, a higher pipe design pressure of 350 psig (2.4 MPag) is specified. There is no potential 

threat to the integrity of a piping designed to 350 psig (2.4 MPag) with a pressure relief valve 
setting up to 400 psig (2.8 MPag). 

5.9.2 Reserved. 

5.9.3 Pipe and Tubing. 

5.9.3.1 Pipe shall be wrought iron or steel (black or galvanized), brass, copper, polyamide, 4: 
or polyethylene and shall comply with the following: 

(1) Wrought iron: ASME B36.10M, Welded and Seamless Wrought Steel Pipe 

(2) Steel pipe: ASTM A 53, Standard Specification for Pipe, Steel, Black and Hot-Dipped, 
Zinc-Coated Welded and Seamless 

(3) Steel pipe: ASTM A 106, Standard Specification for Seamless Carbon Steel Pipe for 
High-Temperature Service 

(4) Brass pipe: ASTM B 43, Standard Specification for Seamless Red Brass Pipe, Standard 

Sizes 

(5) Copper pipe: ASTM B 42, Standard Specification for Seamless Copper Pipe, Standard 

Sizes 

(6) Polyamide and polyethylene pipe: ASTM D 2513, Standard Specification for Thermo- 

plastic Gas Pressure Pipe, Tubing and Fittings, and shall be recommended by the man- 

ufacturer for use with LP-Gas 

5.9.3.2 Tubing shall be steel, stainless steel, brass, copper, polyamide, or polyethylene (see 4: 
6.9.4) and shall comply with the following: 

(1) Steel tubing: ASTM A 539, Standard Specification for Electric-Resistance-Welded 

Coiled Steel Tubing for Gas Fuel Oil Lines 

(2) Brass tubing: ASTM B 135, Standard Specification for Seamless Brass Tube 
(3) Copper tubing: 

(a) Type K or L: ASTM B 88, Standard Specification for Seamless Copper Water Tube 

(b) ASTM B 280, Standard Specification for Seamless Copper Tube for Air Condition- 
ing and Refrigeration Field Service 

(4) Polyamide and polyethylene tubing: ASTM D 2513, Standard Specification for Thermo- 

plastic Gas Pressure Pipe, Tubing and Fittings, and shall be recommended by the man- 
ufacturer for use with LP-Gas 

(5) Corrugated stainless steel tubing: ANSI/CSA 6.26 (LC1), Interior Fuel Gas Piping Sys- 

tems Using Corrugated Stainless Steel Tubing 

Provisions for plastic pipe and tubing were first incorporated in the 1979 edition of the code. 

Pipe and tubing were limited to polyethylene (PE) meeting certain ASTM standards and rec- 

ommended for propane service by the manufacturer. Since the 2004 edition, the code now 

permits the use of polyamide (PA, or nylon) pipe and tubing as well. The technical committee 

reviewed data on the performance of PA with respect to temperature and pressure ratings and 

resistance to LP-Gas, and determined that PA is suitable to be used for LP-Gas applications. 
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In practice, it is not anticipated that nylon tubing will be widely used, because it is more costly 

than PE. 

5.9.4 Fittings for Metallic Pipe and Tubing. 

Fittings shall be steel, brass, copper, malleable iron, or ductile (nodular) iron. 

Subsection 5.9.4 provides the material requirements for pipe and tubing fittings. The pressure 

limitations for piping materials were reorganized into table format in the 2001 edition, mak- 

ing the requirements easier to locate (see Table 5.9.4.1). No changes were made to the re- 

quirements themselves. 

5.9.4.1 Pipe fittings shall have a minimum pressure rating as specified in Table 5.9.4.1 and 

shall comply with the following: 

(1) Cast-iron pipe fittings shall not be used. 

(2) Brazing filler material shall have a melting point that exceeds 1000°F (538°C). 

TABLE 5.9.4.1 Service Pressure Rating of Pipe, Tubing Fittings, and Valves 
  

  

Service Minimum Pressure 

Higher than container pressure 350 psig (2.4 MPag), or the MAWP, 

whichever is higher. or 400 psig (2.8 MPag) 

WOG rating 
  

LP-Gas liquid, or vapor at operating pressure 250 psig (1.7 MPag) 

over 125 psig and at or below container 

pressure 
  

LP-Gas vapor at operating pressure of 125 125 psig (0.9 MPag) 

psig (0.9 MPag) or less 
  

Brazing is an acceptable method of joining fittings to pipe and, more commonly, to tubing 

when the filler alloy has a melting point in excess of 1000°F (538°C). Nearly all brazes meet 

this requirement, because a braze is defined as a metal alloy with a melting point above 850°F 

(454°C). Any filler metal with a lower melting point is defined as solder. The lower melting 

point prohibits soldering as a method of joining LP-Gas fittings to pipe and tubing. The 

1000°F (538°C) minimum temperature is intended to ensure the integrity of a gas piping sys- 

tem when exposed to fire. 

Although brazing alloys are not specified in this code, NFPA 54 states that brazing alloys 

must not contain more than 0.05 percent phosphorus because this can lead to a deterioration 

of the joint. The editor is advised that all brazing materials available at the time of publica- 

tion meet this phosphorus level requirement. 

5.9.4.2. Metal tube fittings shall have a minimum pressure rating as specified in Table 5.9.4.1. 

Paragraph 5.9.4.2 is silent on the fabrication and use of flared fittings. Flared fittings are fab- 

ricated when installed in the field and do not require approval. 

5.9.5* Fittings for Polyethylene and Polyamide Pipe and Tubing. 

Joints in polyamide and polyethylene pipe and polyethylene tubing shall be made by heat fu- 

sion, by compression-type mechanical fittings, or by factory-assembled transition fittings. 
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A.5.9.5 Persons joining PE pipe should be trained under the applicable joining procedure es- 
tablished by the manufacturer, including the following: 

(1) Appropriate training in the use of joining procedures 

(2) Making a specimen joint from pipe sections joined according to the procedures 
(3) Visually examining these joints during and after assembly 

PE joints in PE and PA pipe and tubing can be made by heat fusion and by compression-type 
mechanical fittings meeting ASTM D 2513, Standard Specification for Thermoplastic Gas 
Pressure Pipe, Tubing, and Fittings [22]. Factory-assembled transition fittings may also be 
used. The use of PE pipe and tubing is limited to vapor (no liquid) and must not exceed 30 
psig (208 kPag). The system can only be installed outside and underground. 

Fusion joints are made by inserting the ends of either PE or PA tubing sections into a fit- 
ting, and then heating the fitting using a special electrically heated tool or by butting the tub- 
ing ends in a heating tool and forcing the hot ends together. These methods are used widely 
for PE tubing in natural gas service, where the vast majority of this piping material is used. 
An installer using this equipment must be trained, certified, and experienced in its use in order 
to make leak-free joints. 

Fittings that do not require special heating tools include the following: 

+ Fittings made of nonmetallic thermoplastic materials, other than PE, that comply with 
ASTM D 2513 [22] for selection of materials 

¢ PE or PA compression-type mechanical fittings to join PE piping materials 
* Risers that provide the transition from PE or PA pipe under ground to metallic pipe above 

ground. [See 5.9.5(E) for information on risers.] 

(A —
 Polyethylene pipe shall not be joined by a threaded or miter joint. 

(B) Polyamide and polyethylene fusion fittings shall be recommended by the manufacturer 
for use with LP-Gas and shall conform to one of the following: 

(1) ASTM D 2683, Standard Specification for Socket-Type Polyethylene (PE) Fittings for 
Outside Diameter Controlled Polyethylene Pipe 

(2) ASTM D 3261, Standard Specification for Butt Heat Fusion Polyethylene (PE) Plastic 
Fittings for Polyethylene (PE) Plastic Pipe and Tubing 

(3) ASTM F 1055, Standard Specification for Electrofusion Type Polyethylene Fittings for 
Outside Diameter Controlled Polyethylene Pipe and Tubing 

(4) ASTM F 1733, Standard Specification for Butt Heat Fusion Polyamide (PA) Plastic Fit- 
ting for Polyamide (PA) Plastic Pipe and Tubing 

(C) Installation instructions specific to the type and grade of polyethylene being joined shall 
be provided with heat fusion fittings. 

(D)* Mechanical fittings shall comply with Category 1 of ASTM D 2513, Standard Specifi- 
cation for Thermoplastic Gas Pressure Pipe, Tubing and Fittings, and the following: 

(1) Mechanical joints shall be tested and recommended by the manufacturer for use with 
polyethylene pipe and tubing. 

An example of a mechanical fitting is shown in Exhibit 5.48. 

(2) Compression-type mechanical fittings shall include a rigid internal tubular stiffener, 
other than a split tubular stiffener, to support the pipe. 

(3) Gasket material in the fitting shall be resistant to the action of LP-Gas and shall be com- 
patible with the polyamide or polyethylene pipe material. 

Prior to the 1992 edition of NFPA 58, the use of PE and PA piping in LP-Gas service was not 
allowed except by approval from the authority having jurisdiction. The use of PE piping was 
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EXHIBIT 5.48 Mechanical 

Fitting for PE Tubing. 

(Courtesy of Elster 

Perfection) 

  

  

restricted because compression-type mechanical fittings were prohibited until the publication 

of the 1992 edition of NFPA 58. Thus, there was no legal way to transition from PE pipe to 

steel pipe, because transition fittings were considered to be compression-type fittings. Since 

1992, with the allowed use of compression-type mechanical fittings, the underground use of 

PE tubing in LP-Gas piping systems has grown at a very rapid rate. In the 2004 edition, the 

use of PA in addition to PE pipe and tubing was added. 
The use of compression-type mechanical fittings provides a more practical joining 

method for propane system installers, because only a few inexpensive special tools are re- 

quired and training and certification of the installers are easily accomplished. Compression- 

type mechanical fittings must comply with Category | of ASTM D 2513 [22], be tested and 

recommended for use with LP-Gas by the fitting manufacturer, and be installed in accordance 

with the fitting manufacturer’s instructions. All installers must be trained appropriately, and 

the training must be documented. These qualifications are consistent with Section 4.4, Qual- 

ification of Personnel. (See Formal Interpretation 92-1.) 

An important change made in the 2004 edition was recognition of the use of compres- 

sion-type mechanical fittings on PE piping above 2 in. pipe size. This change was made be- 

cause it was recognized that larger-size PE and PA pipe have been successfully joined with 

compression fittings in the natural gas industry. 

A.5.9.5(D) 49 CFR 192.281(e) states the following: 
Mechanical joints — Each compression-type mechanical joint on plastic pipe must com- 

ply with the following: 

(1) The gasket material in the coupling must be compatible with the plastic. 

(2) A rigid internal tubing stiffener, other than a split tubular stiffener, must be used in con- 

junction with the coupling. 

49 CFR 192.283(b) states the following: 

Mechanical joints — Before any written procedure established under 192.273(b) is used 

for plastic making mechanical plastic pipe joints that are designed to withstand tensile forces, 

the procedure must be qualified by subjecting five specimen joints made according to the pro- 

cedure to the following tensile test: 
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Formal Interpretation 
NFPA 58 
Liquefied Petroleum Gas Code 
2008 Edition 

Reference: 5.9.5 

FI 92-1 

Question: Was it the intention of the Technical Committee on Liquefied Petro- 
leum Gases, when they adopted 5.8.5 in the 1992 edition of NFPA 58, to restrict 

the choice of any, or all, of the materials that might be utilized in the several 
components that comprise the total assembly of mechanical joints to those 
specifically “listed” or mentioned in the ASTM Standard D2513-90. 

Answer: No. 

It was not the intent of the committee in 5.8.5 to specify materials of construc- 
tion. Materials of construction of mechanical fittings are covered in 5.8.4 
where it was the committee’s intent to limit fittings to be constructed of materi- 
als listed in ASTM D2513, except for gasket materials, which are covered in 

5.8.5. 

In 1-2.4, Alternate Materials and Provisions, the committee provides a method 

of use of alternate materials when supported by sufficient evidence acceptable to 

the authority having jurisdiction. 

Issue Edition: 1992 

Reference: 2-4.4(c)(2) 

Issue Date: January 15, 1993 
Effective Date: February 3, 1993 

Copyright © 2007 All Rights Reserved 

NATIONAL FIRE PROTECTION ASSOCIATION       

(1) Use an apparatus for the test as specified in ASTM D 638, Standard Test Method for Ten- 

sile Properties of Plastics (except for conditioning). 

(2) The specimen must be of such length that the distance between the grips of the appara- 

tus and the end of the stiffener does not affect the joint strength. 

(3) The speed of testing is 5.0 mm (0.2 in.) per minute, plus or minus 25 percent. 

(4) Pipe specimens less than 102 mm (4 in.) in diameter are qualified if the pipe yields to an 

elongation less than 25 percent or failure initiates outside the joint area. 

(5) Pipe specimens 102 mm (4 in.) and larger in diameter shall be pulled until the pipe is sub- 

jected to a tensile stress equal to or greater than the maximum thermal stress that would 

be produced by a temperature change of 55°C (100°F) or until the pipe is pulled from the 

fitting. If the pipe pulls from the fitting, the lowest value of the five test results or the 

manufacturer’s rating, whichever is lower, must be used in the design calculations for 
stress. 

(6) Each specimen that fails at the grips must be retested using new pipe. 

(7) Results obtained pertain only to the outside diameter and material of the pipe tested, ex- 

cept where testing of a heavier wall pipe is used to qualify pipe of the same material but 
with a lesser wall thickness. 
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(E) Anodeless risers shall comply with the following: 

(1) The metal-gas carrying portion of the anodeless riser after the transition shall have a wall 

thickness equal to Schedule 40 pipe. 

(2) Factory-assembled anodeless risers shall be recommended for LP-Gas use and shall be 

leak tested by the manufacturer in accordance with written procedures. 

(3) Field-assembled anodeless risers with service head adapters shall be equipped with mois- 

ture seals and shall be recommended for LP-Gas use by the manufacturer and shall be 

design certified to meet the requirements of Category 1 of ASTM D 2513, Standard 

Specification for Thermoplastic Gas Pressure Pipe, Tubing and Fittings, U.S. Depart- 

ment of Transportation, 49 CFR 192.281(e), “Transportation”; and 6.9.4.3 and 6.9.4.4. 

(4) The manufacturer shall provide the user qualified installation instructions as prescribed 

by U.S. Department of Transportation, 49 CFR 192.283(b). 

  

In the 1995 edition, the provision was added to permit the use of assembled anodeless risers, 

which are piping system components used to transition between underground PE and PA pip- 

ing systems and aboveground metallic piping systems. Risers have been in use in the natural 
  

EXHIBIT 5.49 Factory- gas service for many years. 

Assembled Risers. (Courtesy The term anodeless, used in conjunction with riser, indicates that the riser is designed to 

of R. W. Lyall & Company, retard corrosion without the use of a sacrificial anode. Sacrificial anodes are used with un- 

Inc.) derground propane containers. Risers are protected from corroding by a factory-applied, 

epoxy-based painted coating. 
The two types of risers permitted are described as follows: 

« A factory-assembled riser that requires only connection to the PE or PA pipe or tubing 

under ground and to metallic piping above ground. (See Exhibit 5.49.) 

e A field-assembled riser with a flexible metallic or metallic casing incorporating the tran- 

sition from the PE or PA pipe or tubing to the metal piping above ground. This transition 

is to be made in the field. The riser consists of a transition fitting (see Exhibit 5.49) and 

a prefabricated, pre-bent steel riser casing or a flexible metal riser casing. The PE or PA 

pipe or tubing is inserted up through the casing until it exits the upper end. The transition 

fitting is installed on the top of the casing, completing the connection from belowground 

PE or PA to aboveground steel pipe. The transition fitting must be located above ground 

to minimize corrosion to the steel pipe threads. A metallic or flexible metallic casing pro- 

tects the PE pipe or tubing, and a moisture seal is installed at the lower end of the casing 

to prevent water from entering the riser. This type riser is an exception to the rule that PE 

or PA be used only below ground, but safety is not compromised because the PE or PA 

is encased with flexible metal or steel pipe and thus protected from mechanical and en- 

vironmental damage. 

5.9.6 Hose, Quick Connectors, Hose Connections, and Flexible Connectors. 

5.9.6.1 Hose, hose connections, and flexible connectors (see 3.3.25, Flexible Connector) 

shall be fabricated of materials that are resistant to the action of LP-Gas both as liquid and 

vapor. 

This new requirement in 5.9.6.1 recognizes that the hose used to transfer propane to and from 

containers and propane trucks includes materials that can be dissolved by propane. Each time 

propane is moved through a hose, a small amount of these soluble hose materials can be 

added to the propane. This requirement is intended to reduce the potential for hose products 

to contaminate LP-Gas. 

a 5.9.6.2 When wire braid is used for reinforcement, it shall be of corrosion-resistant material 

such as stainless steel. 

Carbon steel is not permitted to be used for wire braid reinforcement for hose. This prohibi- 

tion is based on experience with hose that weakened as the carbon steel wire braid corroded. 
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5.9.6.3 Hose and quick connectors shall be approved. 

5.9.6.4 Hose, hose connections, and flexible connectors used for conveying LP-Gas liquid or 
vapor at pressures in excess of 5 psig (34 kPag), and as provided in Section 6.19 regardless 
of the pressure, shall comply with 5.9.6.4(A) through 5.9.6.4(D). 

(A) Hose shall be designed for a working pressure of 350 psig (2.4 MPag) with a safety fac- 
tor of 5 to | and shall be continuously marked with LP-GAS, PROPANE, 350 PSI WORK- 
ING PRESSURE, and with the manufacturer’s name or trademark. 

The provisions of 5.9.6.4(A) for hose, hose connections, and flexible connectors apply only 
to those involved with pressures in excess of 5 psig (34 kPag). Requiring continuous marking 
permits identification of short pieces of hose used as connectors. In the 2008 edition, the word 
propane was substituted for LP-Gas to carry out the intent for international industry identifi- 
cation. 

(B) Hose assemblies, after the application of couplings, shall have a design capability of not 
less than 700 psig (4.8 MPag). 

The words design capability have been carefully chosen to convey the committee’s intent that 
hose assemblies be capable of withstanding the anticipated pressure and that testing is an op- 
tion. If testing is done, such assemblies must be pressure-tested at 120 percent of the maxi- 
mum working pressure of the hose, which is required to be at least 350 psig (2.4 MPag). 

(C) Ifa pressure test is performed, such assemblies shall be pressure tested at 120 percent of 

the maximum working pressure [350 psig (2.4 MPag) minimum] of the hose. 

Note that pressure testing of hose is not required. Because the maximum hose working pres- 
sure is 350 psig (2.4 MPag), this optional testing is done at 420 psig (2.9 MPag). 

(D) Hose assemblies shall be leak tested at the time of installation at not less than the oper- 

ating pressure of the system in which they are installed. 

5.9.6.5 Hoses at a pressure of 5 psig (34 kPag) or less in agricultural buildings not normally 
occupied by the public shall be designed for the working pressure of the system and shall be 
constructed of material resistant to the action of LP-Gas. 

Paragraph 5.9.6.5 is an exception to the requirements of 5.9.6.4 for hose used in agricultural 
applications operating at a maximum pressure of 5 psig. 

5.9.6.6 Hoses or flexible connectors used to supply LP-Gas to utilization equipment or ap- 
pliances shall be installed in accordance with the provisions of 6.9.6 and 6.20.3. 

  

5.10 Reserved 

  

5.11 Internal Valves. (Reserved) 

  

5.12 Valves Other Than Container Valves 

5.12.1 Pressure-containing metal parts of valves shall be of steel, ductile (nodular) iron, 
malleable iron, or brass. 

(A) Ductile iron shall meet the requirements of ASTM A 395, Standard Specification for Fer- 
ritic Ductile Iron Pressure-Retaining Castings for Use at Elevated Temperatures, or equiva- 
lent. 
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(B) Malleable iron shall meet the requirements of ASTM A 47, Standard Specification for 

Ferritic Malleable Iron Castings, or equivalent. 

(C) All materials used, including valve seat discs, packing, seals, and diaphragms, shall be 

resistant to the action of LP-Gas under service conditions. 

FAQ » The requirement in 5.12.1(C) uses language that is found in other areas of the code (e.g., 

What is meant by “resistant to 5.7.1.1, 5.7.1.4, and 5.9.6.1) to establish performance criteria for materials. The material must 

the action of LP-Gas” in be resistant to LP-Gas such that it will not degrade, decompose, warp, or otherwise deteriorate 
5.12.1(C)? . : os ; ina 

to the point that it can no longer serve its intended function safely. Although this “criterion” is 

certainly subjective, the code relies upon product and material standards to establish more 

quantifiable performance criteria. For example, ANSI/UL125, Standard for Valves for Anhy- 

drous Ammonia and LP-Gas (Other than Safety Relief) [16], provides testing criteria to estab- 

lish the resistance of materials used in valves to the action of LP-Gas. Product standards of this 

type include tests intended for newly produced products and not to verify that products in use 

are suitable for continued use. Good judgment should be used in the selection of tests. 

5.12.2 Valves shall have a service pressure rating as specified in Table 5.9.4.1. 

5.12.3 Manual shutoff valves, emergency shutoff valves, excess-flow check valves, and 

backflow check valves used in piping systems shall comply with the provisions for container 

valves. 

5.12.4 Emergency shutoff valves shall be approved and shall incorporate all of the follow- 

ing means of closing: 

(1) Automatic shutoff through thermal (fire) actuation 

(2) Manual shutoff from a remote location 

(3) Manual shutoff at the installed location 

The emergency shutoff valve (ESV) is a key valve in the protection of liquid transfer opera- 

tions at bulk plants and industrial plants. An ESV is shown in Exhibit 5.50. The installation 

requirements for these emergency shutoff valves are located in Section 6.12. The actuating 

means for remote shutoff is not specified. Electrical, mechanical, and pneumatic systems are 

all used. Many systems use a pneumatic valve with a plastic gas tubing system in which the 

tubing itself acts as a fusible element. When the tubing melts due to high temperatures (from 

a fire), it releases the pressure holding the valve open, and the flow of fuel is stopped. Re- 

gardless of whether continuous tubing or a discrete fusible element is used, thermal activa- 

tion must be located within 5 ft of the point established in 6.12.6. If the ESV is closed 

remotely by a cable attachment, it is recommended that the remote closing feature of the ESV 

be operated occasionally to verify proper operation, especially in winter. Cables can become 

disabled if they lie in water that freezes. Also, the entire system must be tested at least annu- 

ally. (See 6.12.9.) 

See Formal Interpretation 58-01-3 for more information. 

  

EXHIBIT 5.50 Two 
Emergency Cuioff Valves. 

[Courtesy of Fisher Controls 

Intl, LLC (left) and 

Engineered Controls 

International, Inc. (right)] 
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Formal Interpretation 
NFPA 58 

Liquefied Petroleum Gas Code 
2008 Edition 

Reference: 5.12.4 
FI. No.: 58-01-3 

Question No. 1: Is it the intent of NFPA 58 to prohibit the installation and use 
of valves or other hardware not specifically required or described in the Code? 

Answer: No. 

Question No. 2: If a valve marketed as an “emergency shutoff valve” is in- 
stalled in a location where it is not required to be, is the valve required to com- 
ply with all of the closing requirements described in Section 5.10.4? 

Answer: No. 

Question No. 3: Is it the intent of NFPA 58 for an emergency shutoff valve to 

be used as a container appurtenance? 

Answer: No. 

Issue Edition: 2001 

Reference: 2.3.3.2 & 3.3.3.6 

Issue Date: November 7, 2001 

Effective Date: November 27, 2001 

Copyright © 2007 All Rights Reserved 

NATIONAL FIRE PROTECTION ASSOCIATION       

5.12.5 Where fusible elements are used, they shall have a melting point not exceeding 
250°F (121°C). 

5.12.6 Valves in polyethylene piping systems shall be manufactured from thermoplastic 
materials listed in ASTM D 2513, Standard Specification for Thermoplastic Gas Pressure 
Pipe, Tubing and Fittings, that have been shown to be resistant to the action of LP-Gas and 
comply with ASTM D 2513. Valves in polyamide piping systems shall be manufactured from 
polyamide material as defined in ASTM D 2513. Metallic valves in polyethylene and 
polyamide piping systems shall be protected to minimize corrosion in accordance with Sec- 
tion 6.16. 

5.12.7 Valves shall be recommended for LP-Gas service by the manufacturer. 

  

5.13 Hydrostatic Relief Valves 

5.13.1 Hydrostatic relief valves designed to relieve the hydrostatic pressure that can de- 
velop in sections of liquid piping between closed shutoff valves shall have pressure settings 
not less than 400 psig (2.8 MPag) or more than 500 psig (3.5 MPag) unless installed in sys- 
tems designed to operate above 350 psig (2.4 MPag). 

A hydrostatic pressure relief valve is shown in Exhibit 5.51. It is usually a small valve, be- 
cause there is no capacity requirement for a hydrostatic relief valve, and it is usually equipped 
with a 1/4 in. male National Pipe Thread (MNPT) inlet connection. Hydrostatic pressure 
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EXHIBIT 5.51 Hydrostatic 
Relief Valve. (Courtesy of 

Engineered Controls 

International, Inc.) 

    

  

  

  

  

      
  

relief valves are required by Section 6.13 to be installed in sections of piping that can be 

isolated between positive shutoff valves or other devices that stop liquid flow. 

FAQ > Hydrostatic pressure relief devices have a set point between 400 psig and 500 psig (2.8 

Why are hydrostatic relief )Pag and 3.5 MPag) for piping systems with a design pressure of 350 psig (2.4 MPag). This 
valves required to be set ata : : : +e 

: ae pressure difference (400 psig vs. 350 psig) does not pose a problem for the piping because 350 
higher activation pressure than . . . . : 

pressure relief valves? PSIS (2.4 MPag) represents the maximum operating pressure at the maximum operating tem- 

perature of the piping. Because the actual operating temperature of LP-Gas systems is much less 

than the maximum temperature, the system is capable of withstanding much higher pressures. 

It is significant to note that piping systems are designed for an operating pressure of 350 

psig, whereas ASME containers are usually designed for a maximum working pressure of 250 

psig. This lower value is why pressure relief valves for ASME containers are rated at 250 psig. 

5.13.2 Hydrostatic relief valves for use in systems designed to operate above 350 psig (2.4 

MPag) shall have settings not less than 110 percent or more than 125 percent of the system 

design pressure. 

If the design pressure of the piping system exceeds 350 psig (2.4 MPag), hydrostatic relief 

valves must be set to operate between 110 percent and 125 percent of the system design pres- 

sure, because it is not practical to specify the hydrostatic pressure relief valve to operate ex- 

actly at the system design pressure of the piping. The hydrostatic pressure relief valve 

minimum is set to operate above the piping system pressure to minimize unnecessary opera- 

tion, and the maximum is well below piping system burst pressure. The design pressure of 

propane piping systems can be higher than 350 psig if a positive displacement pump with a 

discharge pressure in excess of 350 psig is used. Such pumps are not normally used in the 

United States and Canada, but are used in other parts of the world. 

  

5.14 Reserved 

  

5.15 Reserved 

  

5.16 Reserved 
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5.17 Equipment 

Section 5.17 provides requirements for propane equipment, such as pumps, compressors, va- 

porizers, regulators, and other devices used to regulate, transfer, or vaporize propane. 

5.17.1 General. 

5.17.1.1 This section shall apply to pressure-containing metal parts of LP-Gas equipment. 

5.17.1.2 The service pressure rating of equipment shall be in accordance with Table 5.17.1.2. 

TABLE 5.17.1.2 Service Pressure Rating 
  

Fluid Pressure Equipment Design Pressure 
  

LP-Gas vapor <20 psig (<138 kPag) Maximum anticipated pressure 

20-125 psig (138 kPag—0.9 MPag) 125 psig (0.9 MPag) 
  

  

  

  

> 125 psig (>0.9 MPag) 250 psig (1.7 MPag) or the anticipated 

pressure, whichever is higher 

LP-Gas liquid $250 psig ($1.7 MPag) 250 psig (1.7 MPag) 

> 250 psig (>1.7 MPag) 350 psig (2.4 MPag) or the anticipated 

pressure, whichever is higher 
  

5.17.1.3 Equipment shall be fabricated of materials that are compatible with LP-Gas under 4: 
service conditions and shall be in accordance with Table 5.17.1.3. 

(A) Pressure-containing metal parts shall be made from the following materials: 

(1) Steel 

(2) Ductile (nodular) iron (ASTM A 395, Standard Specification for Ferritic Ductile Iron 

Pressure-Retaining Castings for Use at Elevated Temperatures, or ASTM A 536, Stan- 
dard Specification for Ductile Iron Castings, Grade 60-40-18 or 65-45-12) 

(3) Malleable iron (ASTM A 47, Standard Specification for Ferritic Malleable Iron Cast- 

ings) 

(4) Higher strength gray iron (ASTM A 48, Standard Specification for Gray Iron Castings, 

Class 40B) 

(5) Brass 

(6) Materials equivalent to 5.17.1.3(A)(1) through 5.17.1.3(A)(5) in melting point, corrosion 

resistance, toughness, and strength 

(B) Cast-iron shall not be used as a material of construction for strainers or flow indicators. 

(C) Aluminum shall be used only for cylinders, gaskets, regulators, approved meters, and in- 4: 

direct electric vaporizers. 

An expanded list of components and equipment that are permitted to be fabricated of alu- 

minum is new in the 2008 edition. The technical committee acknowledges the widespread use 

and performance history of aluminum in these listed and unlisted products. 

(D) Zinc shall be used for approved regulators only, complying with ASTM B 86, Standard 4: 
Specification for Zinc-Alloy Die Casting. 

(E) Nonmetallic materials shall not be used for upper or lower casings of regulators. 
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TABLE 5.17.1.3 Materials for Equipment Used in LP-Gas Service 
  

  

Equipment Material Service Condition 

Steel 

Ductile (nodular) iron (ASTM A 395, Pressure containing metal parts 

Standard Specification for Ferritic Ductile 

Tron Pressure-Retaining Castings for Use at 

Elevated Temperatures, or ASTM A 536, 

Standard Specification for Ductile Iron 

Castings, Grade 60-40-18 or 65-45-12) 

Malleable iron (ASTM A 47, Standard 

Specification for Ferritic Malleable Iron 

Castings) 

Higher strength gray iron (ASTM A 48, 

Standard Specification for Gray Iron 

Castings, Class 40B) 

Brass 

Materials equivalent to 5.17.1.3(A)(L) through 

5.17.1.3(A)(5) in melting point, corrosion 

resistance, toughness, and strength 
  

Cast iron Not to be used as a material of construction 

for strainers or flow indicators 
  

Aluminum For approved meters, approved regulators, and 

indirect vaporizers 
  

Zinc (ASTM B 86, Standard Specification for For approved regulators 

Zinc-Alloy Die Casting) 
  

Nonmetallic materials Not to be used for upper or lower casings of 

regulators. 
  

Materials used in equipment components must be suitable for use with LP-Gas. Equipment 

should not be purchased until the manufacturer has verified its suitability. 
Restrictions on the use of cast iron in 5.17.1.3(B) reflect its tendency to crack under low 

temperature conditions and under fire control conditions when heated and suddenly cooled 

(for example, by water). The use of metals, such as aluminum and zinc, which melt at less 

than 1000°F (538.8°C), is restricted to situations in which their failure will not constitute an 

undue hazard. The prohibition of plastic for use in regulator casings reflects a concern for the 

material melting during fire conditions, allowing gas to flow freely and feed the fire. 

The 2008 edition was revised to restrict the use of zinc to be used only in pressure regu- 

lators. Previously, the use of zinc in regulators was required to comply with ASTM B 86, 

Standard Specification for Zinc-Alloy Die Casting [23], but other uses were not specifically 

prohibited. The restriction was imposed because of the low melting point of zinc, which is 

787°F (by comparison, the melting point of copper is 1984° F). The use of zinc in regulators 

is allowed because of a long history of safe use. 

5.17.2 Pumps. 

Pumps shall be designed for LP-Gas service. 

It is important that pumps be designed and built for use with LP-Gas. There are many types 

of pumps, and some of these may not work satisfactorily in propane service. If necessary, the 

pump manufacturer can be contacted to determine if the pump is recommended for propane 
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EXHIBIT 5.52 Sliding Vane 
Positive Displacement Pump. 

The cutaway is shown at left. 

(Courtesy of Blackmer, A 

Dover Company) 

   
  

service and if it is capable of a discharge pressure higher than 350 psig (2.4 MPag). If the lat- 

ter is the case, provisions must be made either to limit the pressure to 350 psig (2.4 MPag) or 
to design the system for the higher pressure. 

Because pumps deliver a liquefied gas that will vaporize if the pressure drops even 

slightly, LP-Gas pumps are either positive displacement pumps or special types of centrifu- 

gal pumps, such as regenerative turbine pumps. (See Exhibits 5.52 through 5.55.) Standard 

centrifugal pumps may “vapor lock” easily and thus are ineffective. There are other types of 

pumps that can be used effectively for LP-Gas service, but they are not currently used in the 

United States. If required, such a pump can be used by referring to the Equivalency section 

(Section 1.5), and providing documentation to the authority having jurisdiction that the pump 

provides equivalent safety to those designed for LP-Gas service. 

Prior to the 1998 edition, the discharge pressure of propane pumps was limited to 350 

psig (2.4 MPag). This limitation was based on practice in the U.S. propane industry, in which 

the pumps used did not exceed this pressure. A proposal was made to delete the restriction 

based both on the use of pumps with higher discharge pressures in Mexico and other coun- 

tries, and on the fact that this restriction was not based on safety, but reflected practice. Pumps 
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EXHIBIT 5.53 Operation of Sliding Vane Pump. (Courtesy EXHIBIT 5.54 Gear Pump. (Courtesy of Smith Precision 
of Blackmer, A Dover Company) Products Company, Inc.) 
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EXHIBIT 5.55 Operation of 

Gear Pump. (Courtesy of 

Smith Precision Products 

Company, Inc.) 

EXHIBIT 5.56 Compressor 

with Protection Devices. 

(Courtesy of Blackmer, A 

Dover Company) 

and piping systems can be safely designed and operated at pressures above 350 psig (2.4 

MPag). 

5.17.3. Compressors. 

5.17.3.1 Compressors shall be designed for LP-Gas service. 

Care should be taken in selecting compressors designed for LP-Gas service. Compressors de- 

signed for noncombustible gases may not provide the required leak protection for flammable 

LP-Gases. 

Compressors are used to transfer liquid by pumping vapor from the receiving storage 

containers into the supply transport truck or railcar that is supplying the LP-Gas. Increasing 

pressure in the vapor space of the supply container while at the same time lowering the pres- 

sure in the receiving container forces liquid from the supply tank to the receiving container. 

This type of loading or unloading operation is preferred when it is impractical or impossible 

to use liquid pumps, such as when unloading railroad tank cars. Tank cars have all fittings in- 

stalled at the top in the protective tank car dome. The use of pumps is impractical because of 

the extended length of piping to the bottom of the tank car plus the additional hose and pip- 

ing to the pump suction, which results in pump cavitation and reduced capacity. When com- 

pressors are used to unload railroad tank cars, it is common practice to reverse the vapor flow 

from the compressor with a three-way valve after all liquid is removed from the tank car and 

recover a large amount of the remaining vapor in the tank car. Normally, this vapor recovery 

continues until the pressure in the tank car is about 30 psig (207 kPag). Refer to Exhibit 7.7 

for an illustration of liquid transfer using a compressor. 

5.17.3.2 Compressors shall be constructed or shall be equipped with auxiliary devices to 

limit the suction pressure to the maximum for which the compressor is designed. 

Exhibit 5.56 shows a compressor complete with motor and all accessories. 

  

    

    

   

       

   

  

   

    

   

Outlet pressure gauge 
Inlet pressure gauge 

Hydrostatic relief valve 
(relief valve discharge 
facing to rear) 

Vent valve Belt guard 
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Oil pressure gauge 

Oil level dipstick 
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5.17.3.3_ Compressors shall be constructed or shall be equipped with auxiliary devices to pre- 

vent the entrance of LP-Gas liquid into the compressor suction. 

Because all liquids, including liquid LP-Gas, are noncompressible, liquid must not be allowed 

to enter an operating compressor. If it does, the compressor will probably be damaged and 

may fail. A number of compressors manufactured for LP-Gas service include relief devices 

built into the cylinder head to prevent destruction of the compressor in case small amounts of 

liquid are allowed to enter. Continuously operating relief devices, however, eventually will 
damage the compressor. 

Several float-operated devices, as shown in Exhibit 5.57, are designed to prevent liquid 

from entering the compressor. The liquid trap shown on the left is a standard trap with a me- 

chanical float assembly and drain valve. The trap in the center shows an automatic liquid trap 

with one NEMA 7 liquid-level switch for compressor shutdown and drain valve. The trap on the 

right is an ASME Code-stamped automatic liquid trap with two NEMA 7 liquid-level switches 

for compressor shutdown and alarm. The trap shown on the right is equipped with a relief valve, 

pressure gauge, demister pad, and drain valve. Some manufacturers use these types of liquid 

traps, others simply use a large receiver as a liquid trap on the suction side of the compressor. 

  

EXHIBIT 5.57 Compressor 

Liquid Traps. (Courtesy of 

Corken, Inc.) 

  

  

5.17.3.4 Portable compressors used with temporary connections shall not require means to 

prevent liquid entrance into the compressor suction. 

Portable compressors are exempt from the requirement to prevent liquid LP-Gas from enter- 

ing a compressor, because the temporary connections used are empty at the time they are con- 

nected and thus usually prevent liquid from entering the compressor. Also, portable units are 

operated under continuous surveillance by an operator. 

5.17.4 Reserved. 

5.17.5 Meters. 

5.17.5.1 Vapor meters of the tin or brass case type of soldered construction shall not be used 

at pressures in excess of | psig (7 kPag). 
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Meters are designed for either vapor or liquid service. Vapor meters are commonly used 

where one propane container serves more than one customer in vapor service (e.g., in an 

apartment house or mobile home park, or where vapor service to an industry or farm is pro- 

vided from a tank where a propane company loads bobtails). Liquid meters are commonly 

used on bobtails, at bulk plants, at dispensing stations, and on transports that deliver to large 

accounts. 

There are several meter technologies in propane use, including positive displacement me- 

ters, turbine meters, mass meters, and ultrasonic meters. 

» Positive displacement meters are intended for liquid service. They operate by forcing 

the liquid to travel through metering chambers that have a precise, known volume. The num- 

ber of times the chambers are filled and emptied is counted, resulting in a direct volume meas- 

urement. 

¢ Turbine meters can be designed for either (but not both) vapor or liquid service. The 

flowing product rotates blades within the known volume turbine meter body. The number of 

times the blades rotate is counted, resulting in a direct volume measurement. 

¢ Mass meters can be designed for either (but not both) vapor or liquid service. As the 

flowing product passes through vibrating tubes, the phase of the vibration changes in direct 

proportion to the mass of the flowing product. This permits a direct mass measurement uti- 

lizing the coriolis effect principle. 

¢ Ultrasonic meters can be designed for either (but not both) vapor or liquid service. Ul- 

trasonic pulses are transmitted through the flow, and the difference in propagation between 

various transmission paths is used to calculate the average flow velocity across a known vol- 

ume section of pipe or meter. This permits a direct volume measurement. 

About three-quarters of the states require that meters and registers used to deliver product to 

paying customers (other than contract sales) be controlled under the states’ weights and meas- 

ures programs. Specifically, this requires 

1. “Type approval” to National Institute of Standards and Technology (NIST) Handbook 44 

[24] by the National Type Evaluation Program (NTEP), operated by the National Con- 

ference on Weights and Measures (NCWM) 

2. Field calibration in the final installation by a person or agency approved by the state. 

Several positive displacement meters and a few mass flow meters are type-approved for 

LP-Gas delivery. A master meter is often used for field calibration. Some states require the 

use of a prover, a precisely calibrated container, to calibrate the meter. Meters tested for type 

approval and on the initial field testing must have errors within +0.6 percent. Subsequent 

meter errors must be within +1.0 percent. Under NTEP rules, vehicle-mounted metering sys- 

tems must be equipped with a delivery ticket printer and all meters must have a provision for 

sealing such that an adjustment to the measuring element cannot be made without breaking 

the security seal. 

The meter shown in Exhibit 5.58 is a positive displacement liquid meter. Note the dif- 

ferential backpressure valve located at the right (downstream), which is required by 6.24.3.5. 

The item to the left (upstream) is the vapor eliminator, which, working with the differential 

backpressure valve, prevents anything but liquid from being measured and delivered. The 

measuring chamber is between these units and has a register, or display of the quantity deliv- 

ered, mounted above it. 

§.17.5.2 Vapor meters of the die cast or iron case type shall be permitted to be used at any 

pressure equal to or less than the working pressure for which they are designed and marked. 

=D §.17.5.3 Liquid meters shall be installed so that the meter housing is not subject to excessive 

4 strains from the comnecting piping. If not provided in the piping design, flexible connectors 

that do not exceed 36 in. (1 m) in overall length shall be permitted to be used. 
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EXHIBIT 5.58 Positive 
Displacement Liquid Meter. 

(Courtesy of Liquid Controls 

LLC) 

- 

=
 

  

  

Paragraph 5.17.5.3 was added in the 2008 edition to provide requirements for liquid meters. 

The design of a liquid meter installation must take into account the vibration typically expe- 

rienced on cargo tank motor vehicles to avoid potential failure of the meter housing or liquid 

piping. Where vibration is anticipated, flexible connectors can be used. A definition of flexi- 

ble connector was added to the 2008 edition: 

3.3.25 Flexible Connector. A short [not exceeding 60 in. (1.52 m) overall length] piping sys- 

tem component that is fabricated from a flexible material and equipped with connections at 

both ends. 

Note that flexible connectors are limited in length to 5 ft (1.52 m). This prohibits the use of 

hose to make connections any longer than 5 ft. 

5.17.6 Engines. 

Engines used to drive portable pumps and compressors shall be equipped with exhaust sys- 
tem spark arresters and shielded ignition systems. 

Internal combustion engines have been used safely to drive portable pumps, as shown in Ex- <4 FAQ 

hibit 5.59, as well as portable compressors. This requirement is included in the code to pro- Are internal combustion engines 
vide specific guidance for the selection of portable engines for these uses. corbicceon? portable 

The use of portable internal combustion engines has resulted in a disproportionate num- : 

ber of interpretation requests. These sometimes follow a local prohibition by enforcement of- 

ficials on the use of internal combustion engines, because of the belief that “explosion-proof” 

motors or engines must be used. This confusion is understandable because Table 6.22.2.2, 

Electrical Area Classification, Part F, requires that the area within 15 ft (4.6 m) of an outdoor 

pump or vapor compressor be a Class I, Division 2 area. The following information is rele- 
vant in applying Table 6.22.2.2: 

e Table 6.22.2.2 applies only to fixed electrical equipment and wiring and not to portable 
equipment. 

¢ Internal combustion engines that are in good working order and are equipped with the re- 

quired accessories are not a source of ignition. LP-Gas releases have occurred without 

causing ignition where cars have driven into, stalled, and coasted out of vapor clouds of 
LP-Gas that have been accidentally released [25]. 

The fact that these devices are portable indicates that, in many cases, they will be oper- 

ated by an internal combustion engine. Subsection 5.17.6 requires the same level of protec- 

tion for internal combustion engines driving portable pumps as for operating compressors. 
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  EXHIBIT 5.59 Portable LP- 
Gas—Fueled Engine-Driven 

Pump. (Courtesy of Smith 

Precision Products Company, 

Inc.) 

  

  

  

5.17.7 Sight Flow Indicators. 

Where installed, sight flow indicators shall either be the simple observation type or be com- 

bined with a backflow check valve. 

Sight flow indicators are used when it is necessary to visually verify the flow of liquid LP- 

Gas through a piping system. (See Exhibits 5.60 and 5.61.) These indicators are found at 

cargo tank vehicle and railroad tank car loading and unloading facilities. 

  

  EXHIBIT 5.60 Sight Fiow 5.18 Reserved 

Indicator with Backflow 

Check Valve. (Courtesy of 

Engineered Controls 

International, Inc.) 5.19 Reserved 
  

  EXHIBIT 5.67 Flow 

Indicator with Backflow 

Check Valve. (Courtesy of 

Fisher Controls Intl, LLC) 

  

No flow— Erratic flow— Full flow— 
when pointer is unstable position NN when pointer is in 
down, there is no indicates vapor position shown, there 

flow in system or cavitation is flow in system 
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5.20 Appliances 

In the United States, Canada, and other economically developed countries, there are standards 

for LP-Gas and natural gas appliances. In many instances, private or governmental listing 

agencies have achieved an increasing level of safety for these appliances by evaluating them 

against these standards or through the exercise of their judgment. Because of these require- 

ments, it has been unnecessary to provide detailed technical coverage in NFPA 58. Such cov- 

erage could create correlation problems. Therefore, NFPA 58 coverage has been limited to the 
following situations: 

e Equipment not addressed in separate standards. The coverage may be due either to a 

small number or limited use of appliances or to the use of appliances in an environment under 

the control of specialists. Neither situation warrants the level of activity necessary to develop 
a separate standard. 

« Coverage needed as an interim measure. It takes a considerable period of time to de- 

velop a separate standard, and frequently such a standard cannot be promulgated unless the 
use of the appliance is at least permitted by NFPA 58. 

In such instances, although NFPA 58 serves a useful function, the technical committee 

must be careful to amend the code as necessary when a separate, specific code or standard is 

developed. Such amendment could include deletion of provisions in NFPA 58. In general, a 

specific appliance standard should govern in recognition of its more complete and intensive 

coverage, provided the code has suitable status. Many of the appliances addressed in Section 

5.20 are actually installed under circumstances that place them under the scope of NFPA 54, 

rather than NFPA 58, in accordance with 1.3.2(6) of NFPA 58. 

5.20.1 New residential, commercial, and industrial LP-Gas consuming appliances shall be 
approved. 

The manufacturing of most residential and commercial LP-Gas appliances is covered by spe- 

cific codes and standards. The largest of these documents are the ANSI Z21/83 series of stan- 

dards promulgated by the ANSI Z21/83 Committee on Performance and Installation of 

Gas-Burning Appliances and Related Accessories [26]. (A partial list of current ANSI Z21/83 

standards is included at the end of this chapter.) Underwriters Laboratories Inc. (UL) also de- 

velops some product standards. Most authorities having jurisdiction accept appliances listed 

to these standards, as well as to UL requirements. UL requirements are found in published 

UL standards and outlines of investigations. Outlines of investigations contain requirements 

used by UL to investigate products prior to their publication in a UL standard. 

The requirement for approval does not include listing. The decision is that of the author- 

ity having jurisdiction, and many authorities usually prefer, or even require, listed appliances 

and equipment whenever they are available. Refer to 3.2.1 for the definition of approved and 
to 3.2.5 for the definition of listed. 

Some appliance manufacturers have their appliances listed by organizations acceptable 

to most authorities having jurisdiction. One of these organizations is CSA America Inc. In ad- 

dition, many LP-Gas appliances and equipment are listed by UL and other organizations. In 

the industrial area, FM Global listings are frequently found for industrial heat-processing 
equipment. 

5.20.2 Any appliance originally manufactured for operation with a gaseous fuel other than 
LP-Gas shall not be used with LP-Gas unless it is converted to use LP-Gas and is tested for 
performance with LP-Gas before being placed into use. 

Most appliances are produced to operate on one fuel gas only, but can be converted to oper- <4 FAQ 

ate on another fuel gas. The conversion of a natural gas appliance to LP-Gas, for example, is ©an a natural gas appliance be 

not a complex operation, but it must be done safely by a qualified, trained individual. When goog Wie Gas! 
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in doubt about such cases, check with the manufacturer or the listing laboratory. The appli- 

ance manufacturer may offer conversion parts for the appliance to use another fuel gas. 

Some appliances are designed to operate on more than one fuel. These appliances are 

easily converted by turning a knob or lever. One example of such an appliance is a water 

heater designed for installation in manufactured housing. Other appliances must be converted 

in accordance with the appliance manufacturer’s instructions to operate safely on LP-Gas. 

5.20.3 Unattended heaters used inside buildings for animal or poultry production or care 

shall be equipped with approved automatic devices to shut off the flow of gas to the main 

bumers and to pilots, if used, in the event of flame extinguishment or combustion failure. 

5.20.4 Approved automatic devices to shut off the flow of gas to the main burners and pi- 

lots shall not be required in structures without enclosing walls with the approval of the au- 

thority having jurisdiction. 

The provisions in 5.20.3 and 5.20.4 are examples of the use of NFPA 58 to fill a gap created 

by the absence of a specific code. (See the commentary following 5.20.1.) The use of unat- 

tended heaters inside a building used for animal or poultry production can be a hazard if the 

flame is extinguished and a flame safety device is not part of the appliance, because the re- 

leased gas can be ignited. Because buildings used for animals in warmer climates may not 

have enclosing walls, NFPA 58 does not mandate the safety device with portable heaters used 

in these buildings, although the code requires local officials to approve such installations. 

5.20.5 Appliances using vaporizing burners shall comply with 5.21.5. 

5.20.6* Appliances used in mobile homes and recreational vehicles shall be approved for 

such service, 

A.5.20.6 See NFPA 1192, Standard on Recreational Vehicles, for additional requirements 

where used on recreational vehicles. 

At present, recreational vehicles are covered by NFPA 1192, Standard on Recreational Vehi- 

cles [9], and this requirement is consistent with the requirements of NFPA 501, Standard on 

Manufactured Housing [27]. New manufactured homes sold in the United States are covered 

under federal regulations issued by the Department of Housing and Urban Development 

(HUD). The HUD regulations apply only to the manufacture of such homes. This provision 

applies to appliances installed in manufactured homes after the original manufacture and sale. 

5.20.7* LP-Gas appliances used on commercial vehicles shall be approved for the service. 

(A) Gas-fired heating appliances and water heaters shall be equipped with automatic devices 

designed to shut off the flow of gas to the main burner and the pilot in the event the pilot flame 

is extinguished. 

(B) Catalytic heating appliances shall be equipped with an approved automatic device to shut 

off the flow of gas in the event of combustion failure. 

(C) Gas-fired heating appliances and water heaters to be used in vehicles intended for human 

occupancy shall be designed for complete separation of the combustion system and the living 

space. 

ep (D) If the separation between the combustion system and the living space is not integral with 

the appliance, it shall be provided in accordance with installation requirements in 6.23.7.5. 

A.5.20.7 Combustion air inlets and flue gas outlets should be included in the listing of the 

appliance. 

The requirements of 5.20.7(A) and (B) are basic gas safety requirements. 

Where gas appliances are used in vehicles intended for people, there are concerns about 

proper removal of the products of combustion and the possibility of carbon monoxide pro- 
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duction. The requirements of 5.20.7(C) and (D) are intended to ensure proper appliance op- 

eration, to remove the products of combustion from vehicles, and to prevent production of 

carbon monoxide. Carbon monoxide alarms are not required by NFPA 58, but they are re- 
quired by NFPA 1192 for recreational vehicles with gas appliances. 

  

5.21 Vaporizers, Tank Heaters, Vaporizing Burners, and 

Gas—Air Mixers 

This section addresses equipment that is used for providing an external heat source to assist <4 FAQ 
in the vaporization of LP-Gas. LP-Gas cannot be burned by an appliance while it is a liquid. What is the difference between 
It must be converted to a vapor in order to be utilized. Any liquid will vaporize at its boiling 2 Y@P9rzer and a tank heater? 
point if heat is added to it. The amount of heat required per unit of propane is known as the 

latent heat of vaporization. From Table B.1.2(a), propane requires about 773 Btu of energy to 
vaporize one gallon of liquid. 

In a typical propane fuel distribution system, the latent heat of vaporization is provided 
by the surroundings of the tank: for aboveground tanks, it is the surrounding air; for below- 
ground tanks, the surrounding soil. As soon as vapor is removed from the tank, the pressure 
inside the container drops and the liquid begins to boil to try to achieve equilibrium between 
the vapor pressure of the liquid at its temperature and the vapor pressure in the container. In 

order to vaporize, however, the liquid must be provided with heat energy. In those locations 
where the surrounding air or soil is too cold to provide sufficient heat to the liquid through 
the walls of the container, an external source of heat, such as a vaporizer, tank heater, or va- 

porizing burner, can be used. 

A vaporizer is a piece of equipment that is really a heat exchanger. It transfers heat from 
an external source, such as a flame or electric resistance heating element to liquid LP-Gas as 

it passes through the vaporizer. Liquid enters the vaporizer at one point, and vapor leaves it at 

another point. A tank heater, on the other hand, never contacts liquid LP-Gas. A tank heater 
provides a source of heat energy to the walls of an LP-Gas container, which in turn transfer the 

heat into the liquid within the container. The source of heat can be an electric resistance heat- 

ing element or a gas fired burner. See 3.3.75 for definitions of various types of vaporizers. 

5.21.1 Reserved. 

5.21.2 Indirect Vaporizers. 

5.21.2.1 Indirect vaporizers shall be constructed in accordance with the applicable provision 

of the ASME Code for a MAWP of 250 psig (1.7 MPag) and shall be permanently and legi- 
bly marked with the following: 

(1) The marking required by the ASME Code 

(2) The maximum allowable working pressure and temperature for which designed 
(3) The name of the manufacturer 

Indirect vaporizers are heat exchangers that transfer heat from a “working” fluid heated out- 

side the vaporizer to the liquid LP-Gas. The working fluid can be air, water or other fluid, 

steam, or other heated liquid. Indirect vaporizers must be built in accordance with the ASME 

Boiler and Pressure Vessel Code [1] toa MAWP of 250 psig (1.7 MPag). This pressure is the 

same as that required by the ASME Code for most propane containers. If the vaporizer is de- 

signed to be fed by a pump, the MAWP must be equal to or greater than the maximum pump 
discharge pressure. 

5.21.2.2 Indirect vaporizers that have an inside diameter of 6 in. (152 mm) or less are exempt 

from the ASME Code and shall not be required to be marked. They shall be constructed for 
a MAWP of 250 psig (1.7 MPag). 
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Small indirect vaporizers that have an inside diameter of 6 in. (152 mm) or less must also be 

designed for an operating pressure of 250 psig (1.7 MPag), but need not be inspected by an 

ASME-approved inspector or marked with the code marking. This requirement is consistent 

with the ASME Boiler and Pressure Vessel Code, which is not applicable to pressure vessels 

with an inside diameter of 6 in. (152 mm). 

§.21.2.3 Indirect vaporizers shall be provided with an automatic means to prevent the pas- 

sage of liquid through the vaporizer to the vapor discharge piping. 

Liquid cannot be allowed to leave a vaporizer through the vapor discharge piping at any time 

during normal operation or a malfunction of the vaporizer. If the vaporizer is sized and func- 

tioning properly, liquid will not be present in the vapor outlet. The requirement is intended to 

protect against a vaporizer malfunction in which the heat source of the vaporizer fails or the 

unit becomes overloaded. The hazard of liquid being present in the vapor piping is that none 

of the vapor control equipment, such as regulators, control valves, and burners, is designed to 

handle liquid. Liquid passing through vapor regulators will flash to vapor and can result in 

significantly increased flame size that can present a fire hazard. In addition, if liquid water is 

present anywhere downstream of the vaporizer, it can be frozen to form ice by the vaporizing 

liquid, which can then plug a regulator. 

5.21.2.4 Indirect vaporizers, including atmospheric-type vaporizers using heat from the sur- 

rounding air or the ground and of more than 1 qt (0.9 L) capacity shall be equipped with a 

spring-loaded pressure relief valve providing a relieving capacity in accordance with 5.21.9. 

Fusible plug devices shall not be used. 

  

The prohibition of fusible plugs (instead of spring-loaded pressure relief valves) is included 

because fusible plugs (and rupture discs) cannot re-close and will allow the entire contents of 

the system to be discharged into the atmosphere in case of overpressure. Spring-loaded pres- 

sure relief valves can minimize the quantity of vapor discharged because they close after the 

pressure returns to a normal level. 

5.21.2.5 Indirect atmospheric-type vaporizers of less than 1 qt (0.9 L) capacity shall not be 

required to be equipped with pressure relief valves but shall be installed in accordance with 

6.21.2.11. 

Vaporizers with an internal capacity less than 1 qt (0.9 L) are not required to be provided with 

a relief valve, but must be installed in accordance with 6.21.2.11 and Table 6.21.3.6 (which 

is referenced in 6.21.2.11). The table provides minimum separation distances between direct- 

fired vaporizers and specific exposures that may present a source of ignition. 

5.21.3 Direct-Fired Vaporizers. 

5,.21.3.1 Design and construction of direct-fired vaporizers shall be in accordance with the 

applicable requirements of the ASME Code for the working conditions to which the vapor- 

izer will be subjected, and the vaporizer shall be permanently and legibly marked with the fol- 

lowing: 

(1) The markings required by the ASME Code 
(2) The maximum vaporizing capacity in gallons per hour 

(3) The rated heat input in British thermal units per hour (Btu/hr) 

(4) The name or symbol of the manufacturer 

All direct-fired vaporizers must be constructed in accordance with the ASME Code, which in- 

cludes inspection and marking. (See Exhibits 5.62 and 5.63.) The term markings required by 

EXHIBIT 5.62 Direct-Fired the code refers directly to the markings required by the ASME Code. The term outside sur- 

Vaporizer. (Courtesy of face used in the marking requirements of the ASME Code does not refer to the surface of the 

Ransome Manufacturing) outside of the cabinet or enclosure. The outside surface is that surface that can be in contact 
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EXHIBIT 5.63 Direct-Fired 
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with LP-Gas on the inside and the atmosphere on the outside, which could add to the vapor- 

ization rate of the vaporizer if subjected to fire outside the vaporizer. The outside surface in- 

cludes the heat exchange surface plus the top of the vessel. 

5.21.3.2 Direct-fired vaporizers shall be equipped with a spring-loaded pressure relief valve 
that provides a relieving capacity in accordance with 5.21.9. 

5.21,3.3 The relief valve shall be located so as not to be subject to temperatures in excess of 

140°F (60°C). Fusible plug devices shall not be used. 

The relief valve must be located or protected in such a manner that it will not be subjected to 

a temperature above 140°F (60°C). This requirement is included because a direct-fired unit 

contains a burner that can create high temperatures from the products of combustion, and ex- 

cessive temperature near a relief valve could destroy the seats and damage the mechanism in- 
side of the relief valve. 

The prohibition against fusible plugs and rupture discs addresses the same concems as 

the similar provisions for indirect vaporizers. [See the commentary on 5.21.2.4.] 

5.21.3.4 Direct-fired vaporizers shall be provided with automatic means to prevent the pas- 

sage of liquid from the vaporizer to its vapor discharge piping. 

5.21.3.5 A means for manually turning off the gas to the main burner and pilot shall be pro- 
vided. 
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5.21.3.6 Direct-fired vaporizers shall be equipped with an automatic safety device to shut off 

the flow of gas to the main burner if the pilot light is extinguished. 

5.21.3.7 If the pilot flow exceeds 2000 Btu/hr (2 MJ/nr), the safety device shall also shut off 

the flow of gas to the pilot. 

§.21.3.8 Direct-fired vaporizers shall be equipped with a limit control to prevent the heater 

from raising the product pressure above the design pressure of the vaporizer equipment, and 

to prevent raising the pressure within the storage container above the pressure specified in the 

first column of Table 5.2.4.2 that corresponds with the design pressure of the container (or its 

ASME Code equivalent). (See notes to Table 5.2.4.2.) 

Paragraph 5.21.3.6 reiterates the requirement for a 100 percent shutoff for the gas burner. This 

requirement is not unique to a direct-fired vaporizer burner. 
Although 5.21.3.8 implies that the limit control should be a pressure-operated device, 

temperature-sensing devices are also commonly used for this purpose. Controlling the tem- 

perature of the vapor output of the vaporizer is a practical method of preventing the burner 

from overheating the vapor. The vaporizer cannot produce a vapor pressure higher than that 

provided to the liquid inlet of the vaporizer. If the pressure in the vaporizer were to exceed 

the inlet pressure, the flow of liquid into the vaporizer would stop and would be reversed into 

the supply container. 
This provision to limit the pressure within the storage container was intended to protect a 

type of system seldom used today, one in which liquid is fed by gravity from a storage container 

into a vaporizer and vapor is returned from the vaporizer back into the top of the tank. Vapor is 

removed from the tank through a pressure regulator into the distribution system. With this type 

of system, it is theoretically possible, in extremely hot weather, for a vaporizer connected in this 

manner to raise the pressure in the container. A severe increase in pressure, of course, would 

cause the container pressure relief valves to operate, discharging vapor that, because of the pres- 

ence of the direct-fired vaporizer, would almost certainly become ignited. Again, temperature 

controls in the vaporizer prevent this type of malfunction from taking place. Accordingly, a tem- 

perature control is the only practical type of control to satisfy this requirement. 

5.21.4 Direct Gas-Fired Tank Heaters. 

§.21.4.1 Direct gas-fired tank heaters shall be designed exclusively for outdoor aboveground 

use and so that there is no direct flame impingement upon the container. 

§.21.4.2 Tank heaters shall be approved and shall be permanently and legibly marked with 

the following: 

(1) The rated input to the burner in British thermal units per hour 

(2) The maximum vaporizing capacity in gallons per hour 

(3) The name or symbol of the manufacturer 

§.21.4.3 The tank heater shall be designed so that it can be removed for inspection of the en- 

tire container. 

5.21.4.4 The fuel gas supply connection to the tank heater shall originate in the vapor space 

of the container being heated and shall be provided with a manually operated shutoff valve at 

the heater. 

5.21.4.5 The heater control system shall be equipped with an automatic safety shutoff valve 

of the manual-reset type arranged to shut off the flow of gas to both the main and pilot burn- 

ers if the pilot flame is extinguished. 

5.21.4.6 Where installed on a container exceeding 1000 gal (3.8 m*) water capacity, the 

heater control system shall include a valve to automatically shut off the flow of gas to both 

the main and pilot burners if the container becomes empty of liquid. 
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5.21.4.7 Direct gas-fired tank heaters shall be equipped with a limit control to prevent the 
heater from raising the pressure in the storage container to more than 75 percent of the pres- 
sure shown in the first column of Table 5.2.4.2 that corresponds with the MAWP of the con- 
tainer (or its ASME Boiler and Pressure Vessel Code equivalent). 

Direct gas-fired tank heaters are no longer widely used, but there is no reason to prohibit 
them. These heaters attach to the bottom of the container to heat the container shell at the 
point of contact, thereby heating the liquid product inside. In order to avoid the loss of con- 
tainer strength, however, no flame impingement on the container itself can occur. Most of 
these units were constructed so that they can be easily removed to inspect for possible corro- 
sion of the container at the point of installation. Direct gas-fired tank heaters must be engi- 
neered so that there will be automatic means to prevent overheating the product in the 
container, to shut off the heater in case the container empties, and to shut off the gas flow to 
the heater in case the pilot light goes out. The need for direct-fired tank heaters exists only in 
very cold climates, where temperatures can go below about — 40°F (— 40°C). Below this tem- 
perature, container pressure will be negative and no gas will flow from the container. 

5.21.5 Vaporizing Burners. 

Vaporizing burners are a form of direct-fired vaporizers where the vaporizing burner is actu- 

ally part of the appliance. The vapor is produced by heating liquid propane in a heat ex- 
changer in the burner. Only a small portion of the heat is used to vaporize the liquid, and the 
appliance delivers the remainder as useful heat energy. Vaporizing burners are used where 

large quantities of vapor are required — for example, for crop dryers and for smaller appli- 
cations such as for roofing equipment and portable weed burners. The need for a separate va- 
porizer and pressure controls is eliminated by the use of a vaporizing burner, with 
corresponding cost savings. The minimum design pressure must be 250 psig (1.7 MPag), 
which is the same as that of the container. The coils and jackets must be made of ferrous met- 
als or high-temperature alloys because of the high temperature created by the flame. 

The vaporizing burner shown in Exhibit 5.64 operates by delivering liquid through a tube 

(shown in the cutaway), which is encased in a shell with a concentric space between them. 

The liquid then reverses direction and proceeds back between the tube and the shell in a spi- 
ral flow pattern induced by the wire. This spiral flow pattern creates turbulence and enhances 
heat transfer from the flame impinging on the outside of the shell to the vaporizing liquid. The 
vapor created is then consumed in the burner that encloses the area outside of the concentric 
shell and tube. 

  

EXHIBIT 5.64 Vaporizing 

Burner. (Courtesy of Flame 

Engineering) 

  

  

5.21.5.1 Vaporizing burners shall be constructed with a pressure rating of 250 psig (1.7 
MPag) with a safety factor of 5 to 1. 

5.21.5.2 The vaporizing burner or the appliance in which it is installed shall be permanently 
and legibly marked with the following: 
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(1) The maximum burner input in British thermal units per hour 

(2) The name or symbol of the manufacturer 

§.21.5.3 Vaporizing coils or jackets shal! be made of ferrous metals or high-temperature al- 

loys. 

§.21.5.4 The vaporizing section shall be protected by a relief valve, located where it will not 

be subject to temperatures in excess of 140°F (60°C), and with a pressure setting sufficient to 

protect the components involved but not lower than 250 psig (1.7 MPag). 

5.21.5.5 The relief valve discharge shall be directed upward and away from the component 

parts of the vaporizing burner. Fusible plug devices shall not be used. 

§.21.5.6 A valve shall be provided to turn off the gas supply to the main burner and the pilot. 

5.21.5.7 Vaporizing burners shall be provided with an automatic safety device to shut off the 

flow of gas to the main burner and pilot in the event the pilot is extinguished. 

§.21.5.8* Dehydrators and dryers utilizing vaporizing burners shall be equipped with auto- 

matic devices both upstream and downstream of the vaporizing section. These devices shall 

be installed and connected to shut off in the event of excessive temperature, flame failure, and, 

if applicable, insufficient air-flow. 

A.5.21.5.8 See NFPA 61, Standard for the Prevention of Fires and Dust Explosions in Agri- 

cultural and Food Processing Facilities, for ignition and combustion controls applicable to 

vaporizing burners associated with grain dryers. 

The intent of 5.21.5.8 is to provide safety devices installed at the specified locations that will 

automatically shut down the dehydrator or dryer (used to dry grain in agricultural applica- 

tions) in order to avoid unsafe situations that could lead to overheating of the equipment. 

§.21.5.9 Pressure-regulating and control equipment shall be so located or so protected to pre- 

vent its exposure to temperatures above 140°F (60°C), unless designed and recommended for 

use at a higher temperature by the manufacturer. 

5.21.5.10 Pressure-regulating and control equipment located downstream of the vaporizing 

section shall be designed to withstand the maximum discharge temperature of hot vapor. 

Because liquid is fed to the vaporizing burner, a hydrostatic relief valve in the burner is re- 

quired to protect the piping when the burner is shut off and the liquid is trapped in the burner 

and piping. Without a hydrostatic relief valve, an increase in the temperature of the liquid 

would create a pressure that could burst the heater or the attached piping. Vaporizing burners 

are often used for temporary heating during construction or emergencies and are left unat- 

tended. As a result, the careful use of automatic equipment is extremely important. The units 

are also used as agricultural product dehydrators and dryers and should be properly equipped 

with automatic devices on both the inlet and the outlet of the vaporizer section of the burner. 

Because these units are generally portable, extreme care must be taken in their placement and 

to ensure that fuel connections are not subjected to mechanical damage. 

5.21.6 Waterbath Vaporizers. 

The waterbath vaporizer differs from a direct-fired vaporizer because there is no flame im- 

pingement on the vaporizer chamber itself. The flame is directed into the water under pres- 

sure, creating a boiling, swirling effect. This turbulence results in excellent heat transfer to the 

water. The liquid propane is circulated in pipes in the water chamber and is heated by the tur- 

bulent hot water. 
Waterbath vaporizers are used where a very high vaporization requirement exists. The 

use of waterbath vaporizers in LP-Gas systems under the scope of NFPA 58 is not common. 
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Waterbath vaporizers are more commonly found in larger systems under the scope of NFPA 
59, Utility LP-Gas Plant Code [28]. 

5.21.6.1 The vaporizing chamber, tubing, pipe coils, or other heat exchange surface contain- 

ing the LP-Gas to be vaporized, hereinafter referred to as heat exchanger, shall be constructed 

in accordance with the applicable provisions of the ASME Code for a MAWP of 250 psig (1.7 

MPag) and shall be permanently and legibly marked with the following: 

(1) The marking required by the ASME Code 

(2) The MAWP and temperature for which the heat exchanger is designed 
(3) The name or symbol of the manufacturer 

A waterbath vaporizer is a cross between a direct-fired vaporizer and an indirect-fired vapor- 

izer. The portion of such a unit that contains and vaporizes the LP-Gas must be built in ac- 

cordance with the provisions of the ASME Code for a minimum pressure of 250 psig (1.7 

MPag) and be marked as required in 5.21.6.1. Again, vaporizers less than 6 in. (152 mm) in 

diameter are exempt from the ASME Code but must be constructed to a minimum MAWP of 

250 psig (1.7 MPag). (See also the commentary following Section 5.21.) The same automatic 

safety controls used with indirect-fired and direct-fired vaporizers to prevent liquid passing 

into the vapor discharge piping must be provided. The immersion heater that provides heat to 

the waterbath must not be in contact with the LP-Gas heat exchanger surface in order to avoid 

overheating it. It also must be equipped with an automatic shutoff device to prevent over- 

heating of the liquid waterbath, should the level of the waterbath liquid fall below the top of 
the heat exchanger. 

5.21.6.2 Heat exchangers for waterbath vaporizers that have an inside diameter of 6 in. (150 

mm) or less are exempt from the ASME Code and shall not be required to be marked. 

5.21.6.3 Heat exchangers for waterbath vaporizers shall be provided with automatic control 

to prevent the passage of liquid through the heat exchanger to the vapor discharge piping. This 
control shall be integral with the vaporizer. 

5.21.6.4 Heat exchangers for waterbath vaporizers shall be equipped with a spring-loaded 

pressure relief valve that provides a relieving capacity in accordance with 5.21.9. Fusible plug 
devices shall not be used. 

5.21.6.5 Waterbath sections of waterbath vaporizers shall be designed to prevent a pressure 
from exceeding the design pressure. 

5.21.6.6 The immersion heater that provides heat to the waterbath shall be installed so as not 

to contact the heat exchanger and shall be permitted to be electric or gas-fired. 

Paragraph 5.21.6.6 states that the immersion heater that heats the waterbath is permitted to be 

electric or gas-fired. The intent is not to prevent any other form of heat source; however, the 

only two that seem practical are electric or gas-fired immersion heaters. 

5.21.6.7 A control to limit the temperature of the waterbath shall be provided. 

5.21.6.8 Gas-fired immersion heaters shall be equipped with an automatic safety device to 

shut off the flow of gas to the main burner and pilot in the event of flame failure. 

5.21.6.9 Gas-fired immersion heaters with an input of 400,000 Btu/hr (422 MJ/hr) or more 

shall be equipped with an electronic flame safeguard and with programming to provide for 

prepurge prior to ignition, proof of pilot before the main burner valve opens, and full shut- 

down of the main gas valve and pilot upon flame failure. 

5,.21.6.10 The heat source shall be shut off if the level of the heat transfer medium falls below 

the top of the heat exchanger. 
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5.21.7 Reserved. 

5.21.8 Gas—Air Mixers. 

Gas-air mixers are devices used to “pre-mix” air into LP-Gas so that it can be used as a di- 

rect replacement for natural gas. Mixers are used most often in “stand-by” systems, which 

provide an alternate source of fuel to a facility when the primary source (natural gas) is not 

available. The concept of this system is to mix air with LP-Gas such that the concentration of 

the propane—air mix is still greater than the higher limit of flammability. The mixture is then 

distributed through the piping system to the fuel-burning equipment. As the mixture enters the 

appliance, it is mixed further with air to bring it within the flammability range. 

The entire subsection on gas—air mixtures (5.21.8) contains requirements that are in- 

tended to prevent both flammable gas—air mixtures from entering the system and air from en- 

tering the gas distribution line. 

§.21.8.1 Gas—air mixers shall be designed for the air, vapor, and mixture pressures to which 

they are subjected. 

§.21.8.2 Gas—air mixers that are capable of producing combustible mixtures shall be 

equipped with safety interlocks on both the LP-Gas and air supply lines to shut down the sys- 

tem if combustible limits are approached. 

§.21.8.3 In addition to the interlocks required in 5.21.8.2, a method shall be provided to pre- 

vent air from accidentally entering gas distribution lines without LP-Gas being present. Gas 

mixing control valves installed in the air and LP-Gas supply lines that fail closed when actu- 

ated by safety trip devices shall meet this requirement. 

§.21.8.4 Check valves shall be installed in the air and LP-Gas supply lines close to the mixer 

to minimize the possibility of backflow of gas into the air supply lines or of air into the LP- 

Gas system. Gas-mixing control valves installed in the air and LP-Gas supply lines that fail 

closed when actuated by safety trip devices shall meet this requirement. 

5.21.8.5 Gas—air mixers that utilize the kinetic energy of the LP-Gas vapor to entrain air from 

the atmosphere and are so designed that maximum air entrained is less than 85 percent of the 

mixture shall comply with the following: 

(1) Be exempt from the interlock provisions in 5.21.8.2 through 5.21.8.4 

(2) Be equipped with a check valve at the air intake to prevent the escape of gas to atmos- 

phere when shut down 

5.21.8.6 Gas—air mixers of this type receiving air from a blower, compressor, or any source 

of air other than directly from the atmosphere shall prevent air without LP-Gas, or mixtures 

of air and LP-Gas within the flammable range, from entering the gas distribution system ac- 

cidentally. 

The flammable limits for propane in air are approximately 2.15 percent to 9.6 percent. A ven- 

turi-type blender or mixer uses the kinetic energy of the LP-Gas vapor to entrain air from the 

atmosphere. Venturi mixers should be designed so that the maximum air entrained is less than 

85 percent of the mixed gas formed. The mixture of 85 percent or less air with the remainder 

of 15 percent or more LP-Gas is not flammable (a flammable mixture is between 90.4 per- 

cent and 97.85 percent air), and the interlock provisions of 5.21.8.2 are specifically excluded, 

as are 5.21.8.3 and 5.21.8.4. A check valve at each air inlet venturi prevents any LP-Gas from 

escaping into the atmosphere when the system is not operating. 

To prevent malfunction, most venturi mixers have high and low vapor pressure inter- 

locks, high and low mixed LP-Gas-—air pressure interlocks, and a low incoming vapor tem- 

perature interlock. The latter interlock prevents any LP-Gas liquid from entering the gas—air 

mixer. To prevent any possible vapor condensation problems, the mixer should be located as 

close as possible to the vaporizer, and the mixer vapor inlet connection should be sloped back 
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toward the vaporizer vapor outlet connection. If this is not practical, a drip leg with heater 

should be installed or the piping can be heated to prevent low temperatures by wrapping elec- 

tric tracer heater cable around such piping. Unless ambient temperatures are very low, insu- 

lating the piping may be sufficient to prevent too low a temperature of the gas vapor. 

Usually venturi mixers employing atmospheric air have an output mixture pressure of 

less than 3 psig (21 kPag) in order to produce a viable mixed gas. For mixer pressures greater 

than 3 psig (21 kPag), air under pressure must be supplied to the venturi mixer from an ex- 

ternal source, such as a plant air system or an air compressor. For this external air supply sys- 

tem, a method must be provided on the venturi mixer to prevent 100 percent air or a 

flammable LP-Gas—air mixture from being supplied to the user’s gas distribution piping. This 

prevention is usually accomplished through special controls and low air pressure interlocks 
that will shut down the mixer in the event of a malfunction. 

Consideration also should be given to the method of installation of the downstream pip- 

ing for the LP-Gas—air mixture from the mixer to the plant utilization point, relative to possi- 

ble recondensation of the LP-Gas—air mixture. For most cases, when commercial propane is 

the LP-Gas—air feedstock and the LP-Gas-air mixture is at or below 100 psig (690 kPag), 

there would be no recondensation of propane in the mix until the mixed gas temperature is 

lowered to 20°F (—7°C) or colder. But if commercial butane is the LP-Gas—air feedstock, con- 

siderable care must be taken in the mixed gas piping design. At a mixed gas pressure of 10 

psig (69 kPag), butane will start to condense at about 20°F (-7°C). 

Thus, for higher mixed gas send-out pressures, condensation of butane will occur at 

higher temperatures; for example, at 50 psig (345 kPag), the condensation temperature is 

about 60°F (15.6°C). Heat for the butane—air mix gas line must thus be provided in the form 

of heat tracing or insulation to guard against possible butane condensation. 

The venturi-type gas—air mixer uses the kinetic energy of LP-Gas vapor to entrain air 

from the atmosphere to provide a desired LP-Gas—air mixture. Each venturi includes a sole- 

noid valve on the gas inlet side of the venturi. A controller monitors the outlet manifold pres- 

sure of the mixer and energizes each individual solenoid valve to provide a constant flow to 

the process at the required pressure. The air inlet of the venturi includes a backflow check 

valve to prevent the escape of LP-Gas to the atmosphere. In addition, the controller is inter- 

locked with a low-vapor inlet temperature switch and high- and low-pressure switches on the 
gas inlet at gas—air outlet manifolds. 

Exhibit 5.65 shows a high-pressure [greater than 3 psig (21 kPag)] variable-orifice type 

of gas—air mixer with inlet air and gas control trains located in a room complying with Chap- 

ter 10, Both the air and gas control trains include pressure regulators, check valves, shutoff 

  

EXHIBIT 5.65 High-Pressure 

Orifice Gas—Air Mixer. 

(Courtesy of Al-Gas SDI) 
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valves, safety shutoff valves, temperature and pressure indicators, and high-low pressure 

switches. Process air for the mixer may be furnished from an air compressor in a separate 

room or from the plant air system. Air and gas pressures are both regulated to equal pressures 

on the inlet to the mixer. The variable orifice in the mixing valve will open and close, de- 

pending on flow, to provide a constant Btu value. The propane—air mixture is then distributed 

within the plant process piping. 

5.21.9 Vaporizer Pressure Relief Valve. 

The minimum rate of discharge in cubic feet of air per minute for pressure relief valves for 

LP-Gas vaporizers, either of the indirect type or direct-fired, shall comply with 5.21.9(A) 

through 5.21.9(C). 

(A) Based on conservative heat transfer calculations (assuming that the vaporizing chamber 

is liquid full), the maximum vapor generating capacity (rate) shall be determined when max- 

imum heat is available. That vapor rate shall be converted to an equivalent air rate. 

The phrase “conservative heat transfer calculations” is explained by the statement in paren- 

thesis. This calculation ts considered conservative because the maximum vapor rate occurs 

when propane is in contact with the entire surface of the vaporizer and maximum heat is avail- 

able. 

Pressure relief valves and all other safety devices are designed for the worst-case condi- 

tion, which is fire exposure over the entire surface of the vessel. In the event of fire exposure 

to a vaporizer, the pressure relief valve must be sized to handle vapor produced as a result of 

the liquid heating by both the normal heat source and the fire exposure. 

Subsection 5.21.9 provides three separate criteria for sizing pressure relief valves for use 

on vaporizers. The size of the pressure relief valve must comply with each criterion that is ap- 

plicable to the specific vaporizer. 

(B) If the vaporizer is direct fired or if a substantial exterior surface is in contact with the LP- 

Gas, the sum of the vaporizer surface and the LP-Gas wetted exterior surface shall be used in 

conjunction with Table 5.7.2.5 to determine the required relief valve capacity. 

(C) The minimum rate of discharge in cubic feet of air per minute for pressure relief valves 
for LP-Gas vaporizers, of either the indirect type or direct fire type, shall be at least 150 per- 
cent of the rated vaporizing capacity. 
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A 

Acceptance of equipment and systems, 
4.1 

Actuated liquid withdrawal excess-flow 
valve, 5.7.4.1, 5.7.8.1 

Definition, 3.3.1 

Adoption of code, Annex J 
American Society of Mechanical Engi- 

neers see ASME 
Ammonia contamination, 4.5, A.4.5 

Anodeless risers, 5.9.5(E), 6.9.4.3 

Definition, 3.3.2 

ANSI (definition), 3.3.3 
API-ASME codes 

Compliance with, 5.2.1.1, 11.3.1.1, 

A.5.2.1.1 
Development of, D.1.2 

API-ASME containers (or tanks), Annex 
D 

Definition, 3.3.5 

Design of, D.2.2 to D.2.4, D.3 
Filling, 7.4.3.1(4) 
Requalification for service, 5.2.1.2(B), 

11.3.1.4 
API (definition), 3.3.4; see also API- 

ASME codes; API-ASME containers 

(or tanks) 

Appliances, LP-Gas, 5.20, A.5.20.6, 
A.5.20.7 

Approval, 5.20.1 
Conversion to LP-Gas, 5.20.2 

Installation of, 6.20 

Buildings, 6.19.2, 6.19.8, A.6.19.2.5, 
A.6.19.2.7 

Non-engine fuel systems, 6.23.7, 
A.6.23.7.6 

Patio heaters, 6.20.2 

Portable appliances, hose for, 6.20.3 
Vehicles, 6.23.7, A.6.23.7.6 

Pipe sizing between second-stage regula- 
tor and appliance, Table 15.1(c), 

Table 15.1(e), Table 15.1(g), Table 

15.1G), Table 15.1) 
Application of code, 1.3, A.1.3.1(4) to 

A.1.3.2(8) 
Approved (definition), 3.2.1, A.3.2.1 

Appurtenances, container see Container 

appurtenances 
ASME (definition), 3.3.6; see also API- 

ASME codes; ASME code; ASME 
containers 

ASME code 

Compliance with, 5.2.1.1, 11.3.1.1, 

11.3.1.2, A.5.2.1.1 
Definition, 3.3.7 

Development of, D.1.2 

ASME containers, Annex D; see also API- 

ASME containers (or tanks) 

Appurtenances and connections, Table 

5.7.4.1, 5.7.4. (A), 5.7.4.2, 5.7.8.1, 

5.7.8.4 to 5.7.8.6, 6.8.3.3, 6.26.3 
Definition, 3.3.8 

Design, D.2.1, D.2.3, D.2.4, D.3 

Engine fuel systems, 11.3.1.4(B), 11.3.2, 

11.3.4, 11.4.1.7, 1.4.1.8 

Filling, 7.4.3.1(4), 7.4.3.2(C) 

Gauges, 5.7.5.4, 5.7.5.7 

Inlet and outlet connections, 5.7.8.5 

Installation, 6.6.3, 6.6.4, 6.6.6, 6.6.7.2(3), 

6.23.3.2, 6.26, A.6.6.6.1 

Marking, 5.2.8.3, 5.2.8.3(C), 5.2.8.5, 

A.5.2.8.3 

Maximum allowable working pressure 

see Maximum allowable working 

pressure (MAWP) 

Non-engine fuel systems, 6.23.3.1 

Openings, 5.2.5, A.5.2.5.3 to A.5.2.5.7 

Pressure relief devices/valves, 5.7.2.1, 

5.7.2.5 to 5.7.2.7, 5.7.4.1(A), 

6.23.4.1, E.2 

Protection, 6.25.3, A.6.25.3 

Requalification for service, 5.2.1.2(B), 

5.2.1.3, 11.3.1.4(B) 

Separation distances, 6.3.2 to 6.3.4, Table 

6.3.9, 6.3.12 

Service pressure, 5.2.4.2 

Spacing, Fig. 1.1(b), Fig. I.1(c) 

Specifications, Table 4.1.1 

Supports, 5.2.7.1 

Tank heaters, 6.21.4.1, 6.21.4.2 

Transfer into, 6.26.5.1, 6.26.5.2 

Transportation of, 9.3.4, 9.6.2.1 

Vehicles, on, 6.23.3.2, 6.26.5.1 

ASTM (definition), 3.3.9 

Attached structures, LP-gas distribution 

facilities, 10.3, A.10.3.2.6 

Authority having jurisdiction (defini- 

tion), 3.2.2, A.3.2.2 

B 

Backflow check valves, Table 5.7.4.1, 

5.7.4.2(H), 5.7.4.5, 5.7.7.1, 5.7.7.2, 

5.7.8.1, 5.12.3, 5.17.7, 6.12.3 to 

6.12.5, 6.12.8, 6.12.9, 6.26.3.5, 

6.26.4.1, 7.3.2.2(C), A.6.12.8 

Cargo tank vehicles, 9.4.2.4, 9.4.3.4 
Engine fuel systems, 11.4.1.4, 11.4.1.14, 

11.9.1.8 

Railroad tank car end of hose, 7.2.3.7(2) 

Refrigerated containers, |2.1.1.5 

Backflow prevention device, 6.21.2.9 
Balconies, LP-Gas systems on, 6.19.1 1.2 

Bleeder valves see Valves 

Bonding, 6.22.1.3, 13.3.5, 13.3.6 

Breakaway devices, 6.24.4.2, 7.2.3.8(8), 

11.7.5.2 

Buildings/structures 
Bulk plants see Bulk plants 

Containers in, 6.19, A.6.19.2.7 to 

A.6.19.10.3 

Gas discharge from, 6.8.1.5 

Location, 6.2.2 

Storage of portable containers, 8.2.1.3 
to 8.2.1.5, 8.3 

Venting of cylinders, 7.3.2.2 

Educational and institutional occupancies 

in, 6.19.7, Table 8.3.1(a) 

Flame effects before a proximate audi- 

ence in, 6.19.10, 6.19.10.3 

Gas distribution facilities see Bulk plants 

Heating see Heaters and heating systems 

Industrial occupancies in see Industrial 
occupancies (plants) 

LP-Gas systems in, 6.19, A.6.19.2.7 to 

A.6.19.10.3 

Piping systems in, 6.9.1.1(4), 6.9.1.2, 

6.9.1.3, 6.19.1.2(E), 6.19.2, 6.19.12, 

A.6.9.1.1(4), A.6.9.1.2, A.6.19.2.5, 
A.6.19.2.7 

Public, frequented by, Table 8.3.1 (a), 

Table 8.3.1(b), 8.3.2, 9.7.3.1, 9.7.3.2, 
9.7.3.5, 11.12.4.3(2), 11.13.2.3(B) 

Separation distances, 6.3 
Transfer operations, 6.5.1, 6.5.4.1, 

6.5.4.3, 6.19.1.5, A.6.5.1 

Under construction or renovation, 6.19.4, 

6.19.5, 8.4.3 
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Vaporizers in, 6.21.2, 6.21.3, 6.21.8.2 to 

6.21.8.4 
Vehicles used in, 11.12.4.2, 11.12.4.3; 

see also Parking and garaging of ve- 

hicles 
Bulk plants 

Buildings or structures housing, Chap. 10 

Attached, 10.3.1 

Construction of, 10.2.1 
Rooms within, 10.3.2, A.10.3.2.6 

Separate, 10.2 

Container connections and appurte- 
nances, 5.7.4.1, Table 5.7.4.2, 5.7.4.3 

Definition, 3.3.10, A.3.3.10 

Fire protection, 6.25.4.2 

Lighting at, 6.18.5 
LP-Gas system installation, 6.18, 

A.6.18.2.5 
Liquid transfer facilities, 6.18.2, 

A.6.18.2.5 
Operations and maintenance, Chap. 14 

Stationary containers, transportation of, 

9.6.2.2 
Burning vaporizing see Vaporizers 

Cc 

Cabinet heaters, 5.20.8, 5.20.9 

Canadian Transport Commission, 

A.5.2.1.1 

Carburetion equipment, 11.5 
Cargo tanks, 9.3.3.8, 9.4.2, D.2.4.1, 

D.2.4.4; see also Cargo tank vehicles 

Appurtenances 

Installation, 6.8.3.3 

Protection, 5.2.6.2 

Attachment to trailer or semitrailer, 

5.2.7.2(B) 

Definition, 3.3.11 

Filling, 7.4.3.1(3) 
Liquid level gauging devices, 5.7.5.7 

Valves, 9.4.2.3, 9.4.2.4, 9.4.3, A.9.4.3.5 

Cargo tank vehicles, 6.18.2.3, 6.19.1.5, 

Table 6.22.2.2, 6.26.4.1, 9.1.1(2), 

9.4, A.9.4.3.5, A.9.4.7; see also 

Cargo tanks 
Electrical equipment on, 6.22.2.6, 9.2 

Filling, 7.2.3.8 

Servicing and repair, 9.7.3.7 

Unloading, 7.2.3.3 
Carts, farm see Movable fuel storage ten- 

ders 

CGA (definition), 3.3.12 

Charging see Filling 

Code 
Definition, 3.2.3, A.3.2.3 

Sample ordinance, Annex J 

Coils, heating or cooling, 5.2.1.9 

Components see Equipment 

Compressors, 5.17.3, 5.17.6 

Installation, 6.17.3 

Mounted on vehicle, 9.4.1.2, 9.4.4.1 

Operating controls or disconnect 

switches, 6.18.2.4 

Portable, 5.17.3.4, 6.17.3.3, 6.17.3.5, 

11.14.1.5 

Vapor, Table 6.22.2.2 

Connections 
Bleed, 13.3.2 
Engine fuel systems, 11.3.6, 11.7.5.2() 

Hose, 5.9.6 

LP-Gas system piping, 6.18.2.7 
Pipeaway system, 11.7.5.2(1) 

Connectors 
Flexible see Flexible connectors 

Quick, 5.9.6 
Container appurtenances, 5.2.1.2(C), 5.7, 

A.5.7.1.2 to A.5.7.5.3 

ASME containers, 6.26.3 

Bulk plants, 5.7.4.1, Table 5.7.4.2, 

5.743 

Definition, 3.3.14 

Engine fuel systems see Engine fuel sys- 

tems 
Fabrication, 5.7.1, A.5.7.1.2 

Installation, 5.7.8, 6.7 

Leaks, 5.2.3.3, 9.3.2.6, 9.3.3.5 
Non-engine fuel systems, 6.23.3.1(F) 

Protection 

Physical damage, against, 5.2.6, 

6.9.3.14, 9.3.3.4, 9.4.5, 9.6.2.2, 

9.6.2.4, 9.6.2.5 
Weather exposure, against, 6.8.1.4, 

6.9.3.4, 6.9.3.5 
Requirements for, 5.7.4, Table 5.7.4.1 

Service pressure, 5.7.1.3 

Container assembly (definition), 3.3.15 
Containers, 5.2, A.5.2.{.1 to A.5.2.8.3; see 

also Cylinders 
API-ASME see API-ASME containers 

(or tanks) 
ASME see ASME containers 

With attached supports, 5.2.7 

Buildings, containers in see 
Buildings/structures 

Capacity, 7.4.2, 11.3.5, A.7.4.2.2, 

A.7.4.2.4, Annex F; see also Water 

capacity, of containers 

Corrosion and corrosion protection, 

5.2.1.4, 5.2.3.3, 6.6.1(D, 6.6.6.1(0H), 

6.6.6.3(4), 6.16, A.6.16 

Definition, 3.3.13 

Demonstration use, 6.19.9, A.6.19.9.3 

Design, 5.2.1.1, 11.3.1, A.5.2.1.1, 

A.11.3.1, D.2 
Design pressure see Design pressure 

DOT see DOT containers 

Engine fuel systems see Engine fuel sys- 

tems 
Evacuating, 7.2.2, A.7.2.2.5 

Fabrication, 5.2.1.1, 5.2.4 to 5.2.7, 

A.5.2.1.1, A.5.2.5.3 to A.5.2.5.7 

Filling see Filling 
Flotation due to flooding, anchoring to 

prevent, 6.6.1.6 

Heater-cylinder units, 6.19.4.5 to 

6.19.4.10 
Horizontal see Horizontal containers 

Impoundment, 6.4.5.3, 6.4.5.4, A.6.4.5.3 

Industrial trucks see Industrial trucks 

Installation, 6.6, 6.19.2, 6.19.11, 11.7, 

A.6.6.1.4 to A.6.6.6.3(4) 
Insulation system see Insulation system 

Leaks, 5.2.3.3, 9.3.2.6, 9.3.3.5 

Liquid level gauges, 5.7.5, A.5.7.5.3 

Location, 6.2, 6.3, 6.4.4.5, 6.4.5.4 to 

6.4.5.10, 6.4.5.12, 11.7.3, A.6.4.5.8, 

Annex I 
Marking see Marking 

Mounded see Mounded containers 

Nonrefillable, 7.2.2.8, 8.3.2.4 

Openings, 5.2.5, 5.7.7.1, A.5.2.5.3 to 

A.5.2.5.7 
Overfilling, 7.4.4, A.7.4.4; see also Over- 

filling prevention devices (OPD) 

Painting, 6.6.1.4, A.6.6.1.4 

Portable see Portable containers 
Portable storage see Portable storage 

containers 
Protection, 6.6.1.2, 6.25.3, 8.4.2, 8.4.3, 

8.5, 9.3.2.6 to 9.3.2.9, 9.3.3.5, 
9.3.3.6, 9.6.2.2, 11.7.1.2, A.6.25.3, 

A.8.4.2.1, A.8.4.2.2, A.8.5 

Refrigerated see Refrigerated containers 
Reinstallation or reuse, 5.2.1.2, 5.2.1.3, 

11.3.1.4, 11.3.1.6 
Removal from service see Removal from 

service 
Repairs, 5.2.1.5, 5.2.3.1, 11.3.3 

Roofs, on see Roofs 

Service pressure see Service pressure 

Small, 6.19.9, A.6.19.9.3 

Storage containers, 6.4.1; see also 

Portable storage containers 

Storage of containers see Cylinders, Stor- 

age of 
Testing, 5.2.1.1, A.5.2.1.1, Annex H 

DOT cylinder requalification, C.3.2 

Refrigerated containers, 12.6 

Training use, 6.19.9, A.6.19.9.3 

Transfer operations see Transfer, LP-Gas 

liquid 
Transportation of see Transportation of 

LP-Gas 
Underground see Underground containers 

Vehicles, on see Vehicles, containers 

on/in 
Vertical, 5.2.4.3, 5.2.7.1, 6.6.4 

Water capacity see Water capacity, of 

containers 

Welding, 5.2.1.6 
Cooling, of portable containers, 5.2.1.9 
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Corrosion and corrosion protection, 
5.2.1.4, 5.2.3.3, 5.2.8.3(A), 6.16, 
A.6.16 

Engine fuel systems, 11.3.3.1, 11.3.7, 

11.9.1.9, A.11.3.7 
Piping systems, 6.9.3.11 

Underground and mounded containers, 
6.6.6.1(H), 6.6.6.1(1), 6.6.6.3(4), 
6.16.1, Annex K 

CSST, maximum capacity of, Table 
15.1(m), Table 15.1(n) 

Cutting see Welding 

Cylinders, 5.2.2, A.5.2.2.1; see also Con- 

tainers 

Appurtenances and connections 
Installation, 6.9.3.2 

Physical damage protection, 5.2.6.1 
Requirements, Table 5.7.4.1 

Composite, 5.2.1.1(C), 5.2.1.2(D), 
5.7.2.3, 5.7.3.5, A.5.7.3.5 

Buildings, on roofs, or on balconies, 
systems in, 6.19.1.1(3), 6.19.1.2(C) 

Engine fuel systems, 11.3.1.4(D) 
Definition, 3.3.16 

Design, construction, and requalification 

of, Annex C 

Filling, 7.4.3.1 

Flame effects before a proximate audi- 
ence, use for, 6.19.10.3, A.6.19.10 

Industrial trucks, 11.12.2, 11.12.4.2 to 
11.12.4.4 

Installation, 6.6.2, 6.19.1.1, 6.19.3 
Liquid level gauging devices, 5.7.5.6 
Location, 6.2.2, 6.3.7, 6.3.8, Table 6.3.9, 

8.2.1, 8.3.3.2, 8.3.4.2, 8.4.1.1 to 
8.4.1.3, Fig. I.1(a) 

Marking, 5.2.8.1, 5.2.8.2, 5.2.8.4, 5.7.5.5, 
5.7.5.6, 6.4.5.11, A.5.2.8.2 

Non-engine fuel systems, 6.23.3.1 
Nonrefillable, 7.2.2.8 
Overfilling, 7.4.4, A.7.4.4; see also Over- 

filling prevention devices (OPD) 

Pressure relief devices, 5.7.2.2, E.1 

Regulators, 6.8.1.2 

Removal from service see Removal from 

service 

Requalification for service, 5.2.1.2(A), 

5.2.2.2, 5.2.3 

Service pressure, 5.2.4.1, 5.2.4.5, 

7.2.2.9) 
Specifications, Table 4.1.1, Annex C 
Storage of, Chap. 8 

Within buildings, 6.19.1.3, 8.2.1.3 to 

8.2.1.5, 8.3 
Empty containers, 8.1.1, 8.2.1.4 

Fire protection, 8.5, A.8.5 

Outside buildings, 8.4, A.8.4.1 to 

A.8.4.2.2 

Protection of containers, 8.2.1 

Outside buildings, 8.4.2, 8.4.3, 

A.8.4.2.1, A.8.4.2.2 

Valves, 8.2.1.2, 8.2.2 

2008 LP-Gas Code Handbook 

Transportation of, 6.19.1.4, 6.19.3.6, 

9.3.1, 9.3.2 

Use in buildings or on roofs or balconies, 
6.19.1.2, 6.19.2, 6.19.4 to 6.19.11, 
A.6.19.2.5, A.6.19.2.7 

Venting, 7.3.2.2 

D 

Definitions, Chap.3 

Demonstrations, containers used in, 

6.19.9, A.6.19.9.3 
Department of Transportation see DOT 
Design certification (definition), 3.3.17 

Design pressure, 7.2.2.9 
Refrigerated containers, 12.1.2.1 
Vaporizers, 11.5.2.4, 11.5.2.7 

Design temperature see Temperature, de- 
sign 

Detector, LP-Gas, 13.2.3.2 

Devices see specific type, such as Dis- 
pensers 

Diameter (definition), 3.3.18 

Dikes see Impoundment 

Direct gas-fired tank heaters, 5.21.4, 
6.21.4.5 

Definition, 3.3.19 

Dispensers, vehicle fuel see Vehicle fuel 
dispensers 

Dispensing stations, 5.2.1.8, 6.24, 
8.4.1.2(5) 

Container storage at, 8.1.1 
Definition, 3.3.20 
Protection 

Physical damage, against, 6.24.3.12 

Tampering, against, 6.24.3.7 
Distributing plants see Bulk plants 

Docks see Marine shipping and receiving 
DOT 

Cargo tank vehicle specifications, 9.4.3.1, 
9.4.3.4 

Compliance with regulations, 5.2.1.1, 
9.3.2.10, 9.3.3.7, A.5.2.1.1, D.2.4 

Containers see DOT containers 
Definition, 3.3.21 

DOT containers, 5.2.7.3, 9.3.1, 11.3.1.1, 

11.3.1.4; see also Cylinders 

Connection and appurtenance require- 
ments, Table 5.7.4.1 

Portable containers of more than 1000 Ib 
(454 kg) water capacity, 9.3.3.2 

Pressure relief valves, 5.7.2.2, 5.7.2.4 

Requalification for service, 5.2.2.2, 5.2.3, 

11.3.1.4(A) 

E 

Educational occupancies, 6.19.7, Table 
8.3.1(a) 

Electrical equipment 

Cargo tank vehicles, 9.4.4.4 

Ignition source control, 6.22.2, Table 

6.22.2.2, A.6.22.2.2, A.6.22.2.3 

Installation, 6.18.3 

Marine terminals, 13.2.1.9, 13.2.1.10, 

13.2.2, 13.2.3.3 

Emergency shutoff valves see Valves 
Enforcement of code, 1.7 

Engine fuel systems, 6.19.1.5, 9.1.2(4), 
Chap. 11, A.9.1.2(4) 

Carburetion equipment, 11.5 

Container appurtenances, 5.7.4.1(E), 

11.4, 11.7, 11.8.1.2, 11.8.1.3, 

A.11.8.1.2 

Containers, 5.2.4.4, 6.2.2, 11.3, 11.7, 

A.11.3.1, A.LL.3.7 

Conversion to LP-Gas, 11.7.3.7 

Floor maintenance machines, 11.13 

As ignition sources, 7.2.3.2(A) 

Not mounted on vehicles, 11.14 

Portable engines, 6.2.2, 11.14.1.1 

Trucks powered by LP-Gas, 11.12 

Valves, 11.4.1.3 to 11.4.1.10 

Engines, pump/compressor, 5.17.6 

Equipment 

Agricultural, 7.2.3.5, A.7.2.35(A) 

Carburetion see Carburetion equipment 
Electrical see Electrical equipment 

Industrial, 7.2.3.5, A.7.2.35(A) 

LP-Gas see LP-Gas equipment 

Equivalency to code, |.5 
Evacuation see Filling 

Excess-flow valves see Valves 

Exhaust systems, cargo vehicle, 9.4.9 

Extinguishers, portable fire, 6.23.8, 

6.25.4.2, 7.2.3.8(4), 8.5, 9.3.5, 9.4.7, 
13.2.1.13, 14.3.3.4, A.8.5, A.9.4.7 

F 

Facilities 

Bulk/gas distribution see Bulk plants 

Liquid transfer, installation of, 6.18.2, 

A.6.18.2.5 

Fail-safe product control, redundant, 

6.26.4 

Farm carts see Movable fuel storage ten- 
ders 

Fences, 6.4.7, 6.18.4.2, A.6.4.7 

Filling, Table 6.22.2.2, 7.2.2, 7.4.2.2, 

74.2.3, 8.4.1.4, 14.2.2.3, A.7.2.2.5; 

see also Transfer, LP-Gas liquid 
Alternate method, F.5.2 

Ignition sources, 6.22.3.1, 6.22.3.2 

Nonstationary installations, 6.5.4 

Quantity of LP-Gas, 7.4, A.7.4.2.2 to 
A.7.4.4 

Stationary installations, 6.3.10, 6.5.2 

Volumetric see Volumetric method filling 

Weight see Weight method filling 

Fire blankets, 13.2.3.5 

Fire protection, 6.23.8, 6.25, A.6.25.2 to 

A.6.25.5.1 

Containers, 6.19.11.1, 8.5, A.8.5 
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Definition, 3.3.23, A.3.3.23 

Maintenance of fire protection equip- 

ment, 14.3.3 

Roofs, on, 6.19.11.1 

Special, 6.25.5, A.6.25.5.1 

Storage within buildings, 8.3.2.1 

Fire walls, 6.4.7, A.6.4.7 

Fittings, 5.9, A.5.9.5 
Cargo tank vehicles, 9.4.3, A.9.4.3.5 

Engine fuel systems, 11.6.2 

Installation, 6.9.3, 6.9.4, A.6.9.3.1, 

A.6.9.4.5 

Materials, 5.9.4 

Polyethylene and polyamide pipe and 

tubing, 5.9.5, A.5.9.5 

Protection of, 9.6.2.2 

Fixed piping system (definition), 3.3.24; 

see also Piping and piping systems 

Flame effects before a proximate audi- 

ence, 6.19.10, 6.19.10.3 

Flames, open see Open flames 
Flexible connectors, 5.9.6, 6.19.2.6 

Cargo tank vehicles, 9.4.3, A.9.4.3.5 

Definition, 3.3.25 

Flexible hose connectors, 6.8.1.2, 6.9.6.2 

Flexible metallic connectors, 6.8.1.1, 

6.8.1.2, 6.9.6.2 

Definition, 3.3.25.2 

Installation, 6.9.6.1 

Non-engine fuel systems, 6.23.5.1 

Regulator installation, 6.8.1.1 

Floor maintenance machines, | 1.13 

Flow indicators, 5.17.1.3(B), 5.17.7 

Food service appliances, 6.19.9.4 
Emergency use in buildings, 6.19.8 

Storage of butane nonrefillable contain- 

ers, 8.3.2.3 

Forklift trucks see Industrial trucks 
Fuel systems, engine see Engine fuel sys- 

tems 
Fusible plug devices, 5.7.2.13, 5.21.2.4, 

§.21.3.3, 5.21.5.5, 5.21.6.4, 

11.4.1.7(A), 11.5.2.5 

G 

Gallon. U.S. Standard (definition), 3.3.26 

Garaging of vehicles see Parking and 

garaging of vehicles 

Gas 
Definition, 3.3.27 

Liquefied petroleum see LP-Gas 

Gas-—air mixers, 5.21.8, Table 6.22.2.2 

Definition, 3.3.28, A.3.3.28 

Installation, 6.21.8 

Gas distribution facilities see Bulk plants 

Gaskets, 5.7.1.4, 6.9.3.5, 12.3.3.4 to 

12.3.3.6 
Gas tank heaters see Direct gas-fired tank 

heaters 
Gas vaporization see Vaporizers 

Gauges, 9.7.3.5, 11.3.6.4 

Bleeding of product, 5.7.5.10 

Fixed liquid level, 5.7.5.10, 7.3.1(1) 

Definition, 3.3.29.1 

Fixed maximum liquid level, 5.2.5.7, 

5.7.3.1 to 5.7.3.3, Table 5.7.4.1, 

5.7.4.4, 5.7.5.2 to 5.7.5.4, 5.7.5.6, 
5.7.5.7, 6.26.5.1, 6.26.5.2, A.5.2.5.7, 

A.5.7.3.2, A.5.7.5.3, F.5.3 

Definition, 3.3.29.2 

Engine fuel systems, 11.4.1.5, 11.4.1.6, 

11.12.2.3 
Liquid transfer from containers, 7.4.3.2 

Vent location, 6.3.10 

Float (magnetic), Table 5.7.4.1, 5.7.4.4, 

5.7.5.2, 5.7.5.8, 6.26.5.2, 11.4.1.11 

Definition, 3.3.29.3 

Liquid level, 5.7.5, 5.7.8.1, 5.7.8.5(B), 

12.4.1, A.5.7.5.3 
Pressure see Pressure gauges 

Protection of, 5.7.8.2 

Rotary, 5.7.4.4, 5.7.5.2, 5.7.5.8, 5.7.5.10, 

73.11) 
Definition, 3.3.20.5 

Slip tube, 5.7.4.4, 5.7.5.2, 5.7.5.10, 

7.3.1(1) 
Definition, 3.3.29.6, A.3.3.29.6 

Temperature, 5.7.4.4 

Variable liquid level, 5.7.1.2, 5.7.5.2, 

5.7.5.8, 5.7.5.9, 7.4.3.2, 7.4.3.3, 

A.5.7.1.2 

General requirements, Chap. 4 

GPA (definition), 3.3.30 

Grounding, 6.9.3.15, 6.22.1.3 

H 

Heater-cylinder units, 6.19.4.5 to 

6.19.4.10 
Heaters and heating systems 

Buildings or structures, 10.2.3, 10.3.1.5, 

10.3.2.8 
Portable, 6.19.2.7, 6.19.2.8, A.6.19.2.7 

Temporary/emergency, 6.19.2.7, 

6.19.2.8, 6.19.6.2, 6.19.6.3, 6.19.8, 

A.6.19.2.7 

Patio heaters, 6.20.2 

In storage containers, 5.2.1.9 

Tank heaters, 5.21.4, 6.21.4 

Unattended, 5.20.3 

On vehicles, 5.20.7, 6.23.7.3 to 6.23.7.6, 

A.5.20.7, A.6.23.7.6 

Water, 5.20.7, A.5.20.7 

High-liquid-level alarm/cutoff devices, 

12.4.1.3 to 12.4.1.8 

Horizontal containers, 5.7.3.6, 6.6.3 

Horizontal filling, 5.7.5.6(B) 

Hose, 5.9.6 

Buildings, use in, 6.19.2.6, 6.19.12.2(H) 

Cargo tank vehicles, 9.4.2.3, 9.4.3, 

9.4.4.5, A.9.4.3.5 

Delivery, 9.7.3.3, 9.7.3.4, 9.7.3.6 
Dispensing, 6.24.3.5, 6.24.3.6, 6.24.3.13, 

6.24.4.1 

Engine fuel systems, 11.6.3, 11.12.3 

Hydrostatic relief valve installation, 6.13 

Inspection, 7.2.4 
Installation, 6.20.3, 11.9 

Low emission transfer, 6.26.5.2 

Physical damage, protection against, 

6.20.3.8 
Protection, 6.18.2.6 

Transfer, 6.5.1.4, 6.18.2.6, 6.18.2.7, 

7.2.2.12, 7.2.3.7, 7.2.4 

Trucks, 11.12.3 

Vehicle engines, 11.7.5.2 

Hose connections, 5.9.6, 6.19.2.6 

Hydrostatic relief valves, 5.13, 6.13, 

6.19.12.2(1), 6.23.5.1(L), 6.24.3.6, 

11.9.2 

I 

ICC, 5.2.1.1(B), 11.3.1.3, A.5.2.1.1, Annex 

C, D.2.4 

Definition, 3.3.31 

Ignition sources see Sources of ignition 

Impoundment, 6.4.5.3, 6.4.5.4, 6.4.6, 12.5, 

A.6.4.6 

Refrigerated containers, 12.7.3 

Incident reports, Small LP-Gas systems 

(SLGS), 14.4.3, A.14.4.3.1 

Industrial occupancies (plants) 

Buildings housing, 6.19.6 
Container connections and appurte- 

nances, 5.7.4.1, Table 5.7.4.2, 

5.7.4.3, 6.8.1.4(B) 

Definition, 3.3.33 

Fire protection, 6.25.4.2 

Indirect-fired vaporizers, 6.2 1.2.8 

LP-Gas system installations, 6.18, 

A.6.18.2.5 

Operations and maintenance, Chap. 14 

Storage of LP-gas in, Table 8.3.1(b) 

Industrial trucks, 5.7.3.6, 6.2.2, 11.3.2.2, 

11.12, 11.13.2.1 

Overfilling prevention devices (OPD), 

use of, 5.7.4. 1(E) 

Pressure relief valves, 5.7.2.13 

Inspections 
Corrosion protection, underground tanks, 

K.3 

Hose, 7.2.4 

Marine shipping and receiving, prior to 

transfer at, 13.4, A.13.4.1 

Refrigerated containers, 12.6 

Installation, LP-Gas systems, Chap. 6 

Appliances, 6.19.2, 6.20, 6.23.7 

Balconies, exterior, 6.19.11.2 

Buildings, 6.19, A.6.19.2.7 to A.6.19.10.3 

Bulk plants, 6.18, A.6.18.2.5 

Container appurtenances, 6.7 
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Containers see Containers 

Dispensers and dispensing stations, vehi- 
cle fuel, 6.24 

Engine fuel systems, Chap. 11 

Equipment, 6.17, 6.22.2, 6.23.6, 

A.6.22.2.2, A.6.22.2.3 

Fire protection, 6.25, A.6.25.2 to 

A.6.25.5.1 

Ignition source control, 6.22, A.6.22.1.2 

to A.6.22.2.3 

Industrial plants, 6.18, A.6.18.2.5 

Multicontainer, 6.3.6, 6.3.11, 6.4.2, 6.4.3 

Nonstationary, 6.5.4 

Notification of, 4.3 

Piping systems see Piping and piping 
systems 

Plans, submission of, 4.3.1 

Regulators, 6.8.1, 6.8.2, A.6.8.2(H) 

Roofs, 6.19.11.1 

Stationary see Stationary (fixed or perma- 
nent) installations 

Temporary, 4.3.2, 6.6.5, 6.19.8 

Transfer facilities, 6.18.2, A.6.18.2.5 

Underground containers see Underground 

containers 

Vaporizers, 6.21, 6.22.3.2 

Vehicles. 6.23, Chap. 11, A.6.23.1, 
A.6.23.7.6 

Institutional occupancies, 6.19.7 

Insulation system, 5.2.8.3(B), 6.25.5.1, 

A.6.25.5.1, Annex H 

Internal valves see Valves 

Isolation valves, 13.3.2 

Liquid transfer see Transfer, LP-Gas liq- 
uid 

Liquid volume tables, computations, and 

graphs, Annex F; see also Volumet- 

ric method filling (loading) 

Listed (definition), 3.2.5, A.3.2.5 

Loading see Filling 

Low emission transfer, 6.5.4.4, 6.24.4.3, 

6.26.5, 11.4.1.6 
Definition, 3.3.37, A.3.3.37 

LP-Gas 

Definition, 3.3.36 

Odorization, 4.2, 5.2.8.5, A.4.2.1, A.4.2.3 

Properties of, Annex B 

Refrigerated see Refrigerated containers 

LP-Gas equipment, 5.17, Chap. 5 

Acceptance of, 4.1 

Building installations, 6.19.3 

Fabrication, 5.17.1.3 

Installation, 6.17, 6.22.2, 6.23.6, 

A.6.22.2.2, A.6.22.2.3 
Protection of, 9.4.5 

Vehicle installations, 6.23.6, 9.4.4, 11.10, 

11.13.11 

LP-Gas systems 

Acceptance of, 4.1, Table 4.1.1 

Definition, 3.3.38 

Installation see Installation, LP-Gas sys- 

tems 

Location, Chap. 6 

Protection against tampering, 6.18.4 

Small LP-Gas systems (SLGS), 14.4, 

A.14.4 

Floor maintenance machinery, 

11.13.2.3(A) 

Pressure relief valves, 5.7.2.9, 11.3.6.3, 

11.3.6.4, 11.4.1.9 

Refrigerated containers, 12.2 

Vaporizers, 5.21.2.1, 5.21.3.1, 5.21.6.1 

Vaporizing burners, 5.21.5.2 

Variable liquid level gauges, 5.7.5.7, 

5.7.5.8 

Vehicles, 9.4.6, 11.11, A.11.11.2.2; see 

also Placards 

Maximum allowable working pressure 
(MAWP) 

ASME containers, 5.2.4.2, 5.2.4.3(B), 

5.2.4.4, 6.23.3.1 

Engine fuel and mobile containers, 

11.3.2 

Filling and evacuating containers, 

7.2.2.9(2) 

Carburetion equipment, 11.5.1 

Definition, 3.3.39 

Vaporizers, 11.5.2.3 

Mercantile occupancies, Table 8.3.1(b) 

Metal parts, pressure-containing, 5.17 
Meters, 5.17.1.3(C) 

Liquid, 6.17.5.1, 6.17.5.2, 9.4.4.5(A) 

Small LP-Gas systems (SLGS), 14.4.1.2 

Minimum design metal temperature 

(definition), 3.3.40; see also Tem- 

perature, design 

Minimum requirements, 4.6, A.4.6 

Mixers, gas—air see Gas—air mixers 

Mobile containers, 5.2.4.4, 6.23.3; see 

also Vehicles, containers on/in 

Definition, 3.3.41 

Maximum allowable working pressure 

(MAWP), 11.3.2 

Mobile homes, appliances in, 5.20.6, 

J M 

Maintenance, Chap. 14 

Manholes, 5.7.8.4 

Manufactured home installations, 

Joints, 5.9.5, 6.9.3.5, 9.4.3.2, A.5.9.5 

K 

Kettles, portable tar, 6.19.2.8, 6.23.3.5 

kPa (definition), 3.3.34 

kPag (definition), 3.3.35 

L 

Labeled (definition), 3.2.4 

Labeling see Marking 

Life safety, 6.25.2.2 

Marine shipping and receiving facilities, 

13.2.1.6, 13.2.1.7, 13.2.1.13, 13.2.3.5 

Small LP-Gas systems (SLGS), 14.4.2 to 

14.4.9, 14.4.12, 14.4.13,A.14.4.3.1, 
A.14.4.7 

Lighting 

Bulk/industrial plant, 6.18.5 

Marine terminals, 13.2.1.9, 13.2.1.10 

Transfer operations, 7.2.3.2(B) 

Vehicles, 9.2 

Lightning protection, 6.22.1.2 

Liquefied petroleum gases see LP-Gas 

Liquid meters, 6.17.5, 9.4.4.5(A) 

2008 LP-Gas Code Handbook 

6.8.2(A) 

Marine shipping and receiving, Table 

6.22.2.2, Chap. 13 

Design and construction, 13.2.1, 

A.13.2.1.1 

General cargo, 13.2.1.2 

Inspections prior to transfer, 13.4, 

A.13.4.1 

Operations and maintenance, Chap. 14 

Pipelines, 13.3, A.13.3.1 

Transfer procedures, 13.2.3, 14.2.1, 

A.14.2.1 

Valving and connections, 13.3.2 

Marking 

Bleeder valves, 11.4.1.6 

Container, 5.2.1.1, 5.2.8, 11.3.1.1, 11.3.4, 

11.7.1.4, A.5.2.1.1, A.5.2.8.2, 

A.5.2.8.3 

Container connections, 5.7.8.5 

Cylinders, 6.4.5.11 

Direct gas-fired tank heaters, 5.21.4.2 

Fixed liquid level gauges, 5.7.5.4 

6.8.2(A), A.5.20.6 
Mobile units 

Portable units, general provisions for, 

11.13 

Safety precautions for, 6.23.8 

Monitor nozzles, 6.25.6.3 

Mounded containers, 6.6.6.3, 6.25.5.3, 

Annex K 

Corrosion and corrosion protection, 

6.6.6.3(4), 6.16.1, Annex K 

Definition, 3.3.42 

Flotation due to flooding, anchoring to 

prevent, 6.6.1.6 

Location, 6.4.4 

Marking, 5.2.8.3(B) 

Pressure relief devices/valves, 5.7.2.8 

Separation distances, Table 6.3.1, 6.3.4, 

6.26.2 

Movable fuel storage tenders, 9.3.4, 9.5 
Definition, 3.3.43, A.3.3.43 

Supports, 5.2.7.2, 5.2.7.2(D) 

MPa (definition), 3.3.45 
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MPag (definition), 3.3.45 

Multipurpose passenger vehicles (defini- 

tion), 3.3.46 

N 

NFPA (definition), 3.3.47 

Nozzles, monitor, 6.25.6.3 

NPGA (definition), 3.3.48 

oO 

Odorization of LP-Gas, 4.2, 5.2.8.5, 

14.4.5, A.4.2.1, A.4.2.3 
One call notification center, 14.4.2.1, 

14.4.2.2 
Open flames, 6.9.3.6, 6.22.2.5, 6.22.3.1, 

6.22.3.3, 6.22.3.4, 7.2.3.2(B), 

7,2.3.5(B), 11.15 
Operating pressure see Working pressure 

Operations, Chap. 14; see also Transfer, 

LP-Gas liquid 
Small LP-Gas systems (SLGS), 14.4.10 

Overfilling, 7.4.4, A.7.4.4 
Overfilling prevention devices (OPD), 

5.7.3, Table 5.7.4.1, 5.7.4.1(E), 

5.7.4.1(G), 6.26.5.2(F), 7.4.4.1, 
11.4.1.13 to 11.4.1.15, A.5.7.3.2 

Overpressure shutoff devices/valves, 

5.8.1.1, 5.8.1.2, 5.8.1.11, 6.8.2(E), 

6.8.2(F) 

Definition, 3.3.50 

P 

Painting 

Cargo tank vehicles, 9.4.6 

Containers, 5.2.3.3, 6.6.1.4, A.6.6.1.4 

Engine fuel containers, 11.3.7 

Parking and garaging of vehicles, 6.23.9, 

7.2.3.4, 8.3.3.4, 9.7, 11.15, 13.2.1.4 

Passenger-carrying vehicles, 6.23.3.1, 

6.23.3.4(D, 6.23.7, 11.3.2.2, 

A.6.23.7.6 

Multipurpose passenger vehicles (defini- 

tion), 3.3.46 

Patio heaters, 6.20.2 

Permanent installation see Stationary 

(fixed or permanent) installations 

Permitted (definition), 3.3.52 

Personnel 

LP-Gas liquid transfer, 7.2.1, 7.2.2.1, 

7.2.3.8(5) 

Marine facilities, 13.2.1.6, 13.2.1.7, 

13.2.1.13, [3.2.3.5 

Qualifications, 4.4, 14.4.10, A.4.4 

Safety, planning for, 6.25.2.2; see also 

Life safety 

Piers see Marine shipping and receiving 

Pipeaway system, 1 1.7.5.2 

Pipelines, marine terminal, 13.3, A.13.3.1 

Piping and piping systems, 5.9, 6.9, Table 

6.22.2.2, A.5.9.5, A.6.9.1.1(4) to 

A6.9.6.2 

Aboveground, 6.9.3.10, 6.9.3.11 

Buildings, liquid into see Buildings/struc- 

tures 

Cargo tank vehicles, 9.1.1, 9.4.3, 9.4.5, 

A.9.1.1(3), A.9.4.3.5 

Definition, 3.3.53 

Discharge, 6.7.4, 6.8.1.5, 6.8.3.7, 

6.8.3.11 to 6.8.3.15, 6.9.3.4 

Dispensers, 6.24.3.5, 6.24.3.6 

Fittings see Fittings 

Hydrostatic relief valve installation see 

Hydrostatic relief valves 

Installation, 6.9.3 to 6.9.5, 6.19.2, 

6.21.8.1, A.6.9.3.1, A.6.9.4.5 

Joints see Joints 

Materials, 5.9.1.1, 5.9.3 

Non-engine fuel systems, 6.23.5 

Polyethylene and polyamide, 5.8.3.2, 

5.9.5, 5.12.6, 6.9.1.1(3), 6.9.4, 6.9.5, 

14.4.11.2, A.5.9.5, A.6.9.4.5 

Tables for sizing, Table 15.1(0) to 

Table 15.1(q) 

Protection of, 6.9.3.10, 6.9.3.11, 6.9.3.14, 

9.4.5 

Refrigerated containers, 12.3.3 

Regulator venting, 5.8.3, A.5.8.3 

Service limitations, 6.9.1, A.6.9.1.1(4), 

A.6.9.1.2 

Sizing 

Tables for sizing, Chap. 15 

Vapor piping systems, 6.9.2 

Smalt LP-Gas systems (SLGS), 14.4.2, 

14.4.4, 14.4.11 

Testing, 6.14, 11.9.1.10 

Underground see Underground piping 

Valves see Valves 

Vehicle engines, 11.6, 11.9 

Placards, 9.3.2.10, 9.3.3.7, 9.4.6.2 

Plants 

Bulk/distributing see Bulk plants 

Industrial see Industrial occupancies 

(plants) 

Plugs, 5.7.7.1, 11.4.1.12, 11.5.2.6; see also 

Fusible plug devices 

Point of transfer, 6.5.3, 6.5.4, 6.18.2.1, 

6.18.2.2, 7.2.3.2, 7.2.3.5(A), 
7.2.3.8(7), A.7.2.3.5(A) 

Cargo tank vehicles/railroad tank car, 

6.18.2.3, 6.26.4.1, 9.4.10(2) 

Definition, 3.3.54 

Pier or dock, 13.2.1.2 

Tank heater location and, 6.21.4.5 

Portable appliances 

Hose for, 6.20.3 

Regulators for, 6.8.1.7, 6.8.2(C) 

Portable containers; see also Cylinders; 

Portable storage containers 

Appurtenances, protection against physi- 

cal damage of, 5.2.6 

Definition, 3.3.55, A.3.3.55 

Indoors, 6.19, A.6.19.2.7 to A.6.19.10.3 

Installation, 6.6.5 

Location, 6.2, 6.19, A.6.19.2.7 to 

A.6.19.10.3 

Non-engine fuel systems, 6.23.3.1 

Outlet seals, 7.2.2.5, 7.2.2.6, A.7.2.2.5 

Regulators on, 6.8.1.2, 6.8.1.4(B), 6.8.1.7 

On roofs, 6.19.11.1 

Separation distances, 6.3.1 

Transportation of LP-Gas in, 9.3 

Portable engines see Engine fuel systems 

Portable multicontainer systems, 5.7.8.3 

Portable (skid) tanks, 5.2.7.2, 5.2.7.3, 

D.2.4.1, D.2.4.4 

Container appurtenances, 6.9.3.3 

Definition, 3.3.57 

Filling, 7.4.3.1) 

Portable storage containers 

Container appurtenances, 6.9.3.3 

Definition, 3.3.56, A.3.3.56 

Installation, 6.6.5 

Supports, 5.2.7.2 
Powder coating, engine fuel containers, 

11.3.7 
Pressure-containing metal parts, 5.17 

Pressure gauges, 5.2.5.5, 5.7.4.4, 5.7.6, 

5.7.8.5(B), 5.7.8.6, A.5.2.5.5 

Pressure relief devices/valves, 5.7.2, 

5.7.8.1, 6.8.1.1, 6.8.1.2, 6.9.3.4, 

Annex E 

Connections, 5.2.5.6, 11.3.6 

Definitions, 3.3.58, 3.3.74.5, A.3.3.74.5.1 

to A.3.3.74.5.4 
External, 5.7.4.1(A), Table 5.7.4.1, 

5.7.4.4 

Definition, 3.3.74.5.1 

Fire exposure sizing, 12.8.4 

Flush-type full internal, Table 5.7.4.1, 

5.7.4.4, 11.4.1.7, 11.4.1.10 

Definition, 3.3.74.5.2, A.3.3.74.5.2 

Full internal, Table 5.7.4.1 

Definition, 3.3.74.5.3, A.3.3.74.5.3 

Installation, 6.8.3 

Internal spring-type, Table 5.7.4.1, 

5.7.4.1(A), 5.7.4.4, 5.21.2.4, 

5.21.3.2, 5.21.3.3, 5.21.6.4 

Definition, 3.3.74.5.4, A.3.3.74.5.4 

Marking, 5.7.2.9 

Position of, 6.3.7, 6.3.9, 6.3.10, 6.6.1.1, 

6.9.3.3, 8.2.1.2, 9.6.2.5 

2008 LP-Gas Code Handbook 
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Vaporizers, 6.21.3.3 

Vehicular transportation, for, 9.3.3.6 

Protection, 11.7.5.2(J) 

Refrigerated containers, 12.8 

Regulator, 5.8.1.1, 5.8.1.2, 5.8.1.5 to 

5.8.1.8, 5.81.11 

Testing, E.2.3 

Vaporizer, 5.21.9, 6.21.2.3 

Vaporizing bumers, 5.21.5.4, 5.21.5.5 

Vehicles, 6.23.4.1, 9.5.2.5, 9.6.2.5, 

11.4.1.7, 11.4.1.9, 11.7.5, 11.12.2.4, 
11.12.2.6, 11.12.4.4 

Psia (definition), 3.3.60 

Psi (definition), 3.3.59 

Psig (definition), 3.3.61 

Pumps, 5.17.2, 5.17.6, 6.17.2, 6.18.2.4, 

Table 6.22.2.2, 6.24.3.4, 7.3.1(5), 

9.4.1.2, 9.4.4, 11.14.1.5, 12.5.8.1 
Purging, 7.3.1(6), 7.3.2, 9.7.3.7, 12.3.3.3, 

13.4.6 

Q 

Quick connectors, 5.9.6 

Definition, 3.3.62 

R 

Railroad tank cars see Tank cars 

Recreational vehicles, 6.23.3.1 

Appliances in, 5.20.6, 6.8.2(A), A.5.20.6 

Engine fuel containers, 1 1.3.2.2 
Redundant fail-safe product control, 

6.26.4 

References, Chap. 2, Annex L 

Refrigerated containers, 6.4.6, Table 

6.22.2.2, Chap. 12, 14.2.1.4, A.6.4.6 

Construction and design, 12.1 

Foundations, 12.3.4, A.12.3.4.2 

Impoundment, 12.5 

Inspections and tests, 12.6 

Instruments and controls, 12.4 

Marking, 12.2 

Pressure and vacuum control, 12.4.2 

Relief devices, 12.8 

Siting, 12.7 

Transfer of refrigerated product, 7.2.2.10 

Refrigerated LP-Gas (definition), 3.3.63 

Regulators, 5.8, 6.8, 6.19.2.2, A.5.8.3, 

A.6.8.2(H) 

Automatic changeover (definition), 

3.3.64.1, A.3.3.64.1 

Carburetion equipment, 11.5.3.2 

Engines not on vehicles, 11.14.1.4 

Fabrication, 5.17.1.3 

First-stage, 5.8.1.6, 5.8.1.7, 5.8.1.9, 

6.8.1.1, 6.8.1.3, 6.8.2(D), 6.9.2.1 
Definition, 3.3.64.2 

Pipe sizing between first- and second- 

stage regulators, Table 15.1(a), Table 

15.1(d), Table 15.1(f), Table 15.1(h), 

2008 LP-Gas Code Handbook 

Table 15.1(k), Table 15.1(0), Table 

15.1(p) 

High-pressure, 5.8.1.3, 5.8.1.5, 5.8.1.8, 

6.8.1.1, 6.8.1.3, 6.8.2, A.6.8.2(H) 
Definition, 3.3.64.3 

Hose use with, 6.20.3.1 

Installation, 6.8.1, 6.8.1.1, 6.8.1.2, 6.8.2, 

A.6.8.2(H) 

Integral 2-psi service (definition), 

3.3.64.4 

Integral two-stage, 5.8.1.2 to 5.8.1.5, 

6.8.2, A.6.8.2(H) 

Definition, 3.3.64.5 

Line pressure, 6.8.1.8, 6.8.2(H), 

A.6.8.2(H) 

Definition, 3.3.64.6 

Pipe sizing between 2-psi service and 

line pressure regulator, Table 15.1(b), 

Table 15.1(i) 

Non-engine fuel systems, 6.23.4.2 

Protection, 5.7.8.2, 6.8.1.4 

Second-stage, 5.8.1.2, 6.8.1.1, 6.8.1.2, 

6.8.2(D) 

Definition, 3.3.64.7 

Pipe sizing between first- and second- 
stage regulators, Table 15.1(a), Table 

15.1(d), Table 15.1(f), Table 15.1(h), 

Table 15.1(j), Table 15.1(k), Table 
15.1(0), Table 15.1(p) 

Pipe sizing between second-stage regu- 

lator and appliance, Table 15.1(c), 

Table 15.1(e), Table 15.1(g), Table 

15.10) 

Pipe sizing between second-stage regu- 

lator and building, Table 15.1(q) 

Selection of, 6.8.2, A.6.8.2(H) 

Single-stage, 5.8.1.1, 6.8.1.7, 6.8.2, 

A.6.8.2(H) 

Definition, 3.3.64.8 

Pipe sizing between first- and second- 
stage regulators, Table 15.1(j) 

Small LP-Gas systems (SLGS), 14.4.1.2 

2 psi regulator system, 6.8.2, A.6.8.2(H) 
Definition, 3.3.64.9 

2 psi service, 5.8.1.11, 6.8.2(H), 

A.6.8.2(H) 
Definition, 3.3.64.10 

Pipe sizing between 2 psi service and 

line pressure regulator, Table 15.1(b), 

Table 15.1(i) 

Two-stage regulator system, 5.8.1.8, 

6.8.2, A.6.8.2(H) 

Definition, 3.3.64.11 

Vaporizing bumers, 5.21.5.9, 5.21.5.10 

Vehicles, 9.4.4.5, 11.10.1.2 

Venting, pipe for, 5.8.3, A.5.8.3 

Remote shutoff controls, 5.7.4.2, 5.12.4, 

6.10, 6.11.4, 6.11.5, 6.18.2.4(C), 

6.24.3.8 to 6.24.3.11, 6.26.3.3, 

6.26.4.3, 7.3.1(8), 9.4.3.4, 
A.6.10(3) 

Removal from service, 5.2.1.4, 11.3.3.1 

Residential buildings, storage within, 

Table 8.3.1(a), 8.3.2, 8.3.5 
Retroactivity of code, 1.4 
Roofs 

Containers on, 4.3.1, 6.6.7, 6.19.11, 

8.2.1.5 

Fire protection for containers on, 6.25.3.1 

LP-Gas systems on, 6.19.11 

Rooms, within structures, 8.3.4, 10.3.2, 

A.10.3.2.6 

S 

Safety, operational, 7.2, A.4.6, A.6.1.3, 

A.7.2.2.5, A.7.2.3.5(A) 

Safety, personnel see Life safety 

SCFM, 5.7.2.6, 5.7.2.9 

Definition, 3.3.70 

Scope of code, 1.1, A.1.1 

Security provision, 6.18.4 

Seismic loading 

ASME containers, 5.2.4.3(D) 

Refrigerated containers, 12.3.2 

Semitrailers, 5.2.7.2(B), 9.5 

Separation 

Container pressure relief valve and build- 

ing openings, 6.3.7, 6.3.9, Table 

6.3.9, 6.3.10 

Containers, 6.3, 6.4.4.5, 6.4.5.4 to 

6.4.5.10, 6.4.5.12, 6.26.2, A.6.4.5.8 

Cylinders in storage, 8.3.3.2, 8.3.4.2, 

8.4.1.1 to 8.4.1.3 

Refrigerated containers, 12.7 

Tank heaters, 6.21.4.1, Table 6.21.4.1 

Transfer points, 6.5.3, Table 6.5.3 

Vaporizers, 6.21.2.11, 6.21.3.6, Table 

6.21.3.6 

Vaporizing burners and containers, 

6.21.5.2, Table 6.21.5.2 

Service head adapter (definition), 3.3.65 

Service pressure, 5.2.4, 7.2.2.9, A.5.2.4.4 

Container appurtenances, 5.7.1.3 

Fittings, 11.6.2.2, 11.6.2.3 

Pipe, tubing fittings, and valves, 5.9.1.4, 

5.9.4.1, Table 5.9.4.1, 5.12.2 

Pressure-containing metal parts, 5.17.1.2 

Recreational vehicles, cylinders on, 

6.23.3.1(B) 

Small LP-Gas systems (SLGS), 14.4.11.3 

Shutoff valves see Valves 

Sight flow glasses, 5.17.7 

Skid (portable) tanks see Portable (skid) 

tanks 

Small LP-Gas systems (SLGS), 14.4, 

A.14.4 

Application, 14.4.1 
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Construction records, maps and operating 

history, 14.4.6 

Consumer education, 14.4.13 

Damage prevention, 14.4.2 

Incident reporting, 14.4.3, A.14.4.3.1 

Interruption of service, 14.4.9 

Key valve maintenance, 14.4.7, A.14.4.7 

Leaks 

Response to reports of, 14.4.9 

Survey, 14.4.12 

Testing, 14.4.8 

Odorization, 14.4.5 

Operator qualification and covered tasks, 

14.4.10 

Piping system service limitations, 14.4.4, 

14.4.11 

Smoking, 7.2.3.2(B), 9.4.10 

Snowfall, heavy, 6.15 

Sources of ignition, 6.3.10 

Control, 6.18.6, 6.22, 7.2.3.2, 7.2.3.8, 

A.6.22.1.2 to A.6.22.2.3 

Definition, 3.3.67 

Garaging of vehicles, 11.15 

Piers, 13.2.1.9 to 13.2.1.12 

Point of discharge, distance from, 

6.8.1.6 

Special buildings, storage within, 8.3.4 

Special protection, 6.25.5, A.6.25.5.1 

Definition, 3.3.68, A.3.3.68 

Sprinkler systems, 6.19.11.1, 8.3.2.1 

Standard cubic foot (SCF) (definition), 

3.3.69 

Stationary engines, 11.14 

Stationary (fixed or permanent) installa- 

tions, 4.3.1 

Containers in, 6.5.2 

Definition, 3.3.71 

Regulator installation, 6.8.1.1 

Tank supports, 5.2.7.1 

Storage, refrigerated see Refrigerated 

containers 

Storage occupancies, Table 8.3.1(b) 

Storage of cylinders see Cylinders 

Strainers, 5.17.1.3(B), 6.17.4 

Structures see Buildings/structures 

Swivel-type piping, 6.12.2 to 6.12.6, 

6.18.2.6, 7.2.3.7 

T 

Tank cars, 6.12.11, 6.18.2.3, 6.18.2.6, 

Table 6.22.2.2, 6.26.4.1, 7.2.3.6 to 

7.2.3.8 

Tank heaters, 5.21.4, 6.21.4 

Tanks see API-ASME containers (or 

tanks); ASME containers; Cargo 

tanks; Containers; Portable (skid) 

tanks 

Tar kettles, 6.19.2.8, 6.23.3.5 

Temperature, design 
Minimum design metal temperature (def- 

inition), 3.3.40 

Refrigerated containers, 12.1.2 

Temperature gauge, 5.7.4.4, 12.4.1.9 

Temporary container installations, 4.3.2, 

6.6.5, 6.19.8; see also Portable con- 

tainers 

Tenders, movable fuel storage see Mov- 

able fuel storage tenders 

Tests 

Containers see Containers 

Hose assembly pressure test, 5.9.6.5 

Hose stream resistance, H.4 

Insulation, container, Annex H 

Piping and piping systems, 6.14, 

11.9.1.10 

Pressure relief devices/valves, E.2.3 

Thermal insulation, H.3 

Tractors, 6.23.5.2, 11.9.1.11 

Trailers, 5.2.7.2(D), 9.1.1(2), 9.5 
Attachment of tank to, 5.2.7.2(B) 

Fuel connection to tractor, 6.23.5.2, 

11.9.1.11 

Training, 4.4, 6.19.9, 11.2, A.4.4, 

A.6.19,9.3 

Transfer, LP-Gas liquid, 6.19.1.5, Chap. 7 

Arrangement of systems, 7.2.3, 

A.7.2.3.5(A) 

Cargo tank vehicles, 7.2.3.3 to 7.2.3.5, 

7.2.3.8, 9.1.1(3), 9.4, A.7.2.3.5(A), 

A.9.1.1(3), A.9.4.3.5, A.9.4.7 

Containers, 7.2.2, 7.4, A.7.2.2.5, 

A.7.4.2.2 to A.7.4.4 

Nonstationary installations, 6.5.4 

Stationary installations, 6.5.2 

Facilities, installation of, 6.18.2, 

A.6.18.2.5 

Ignition source control, 7.2.3.2 

Location, 6.5, A.6.5.1 

Low emission transfer see Low emission 

transfer 

Marine terminals, Chap. 13 

Notification of intent for transfer, 4.3.3 

Operations, 7.2.3, 14.2.1, A.7.2.3.5(A), 

A.14.2.1 

Personnel, 4.4, 7.2.1, 7.2.2.1, 7.2.3.8(5), 

A.4.4 

Safety, 7.2, A.7.2.2.5, A.7.2.3.5(A) 

Venting, 7.3 

Transfer personnel, 7.2.3.8(5) 

Transfer point see Point of transfer 

Transportation of LP-Gas, 6.19.1.5, 

Chap. 9 
Cylinders, 6.19.1.4, 6.19.3.6, 9.3.1, 

9.3.2 

Extinguishers, portable fire, 9.3.5, 9.4.7, 

A9.4.7 

Movable fuel storage tenders see Mov- 
able fuel storage tenders 

Parking and garaging of vehicles, 9.7 
Portable containers, 9.3 

Qualification of personnel, 4.4, A.4.4 

Stationary containers, 9.6 

Trailers and semitrailers, 9.5 

Trucks, A.9.1.1(3) 
Industrial (forklift) see Industrial trucks 

Piers or docks, on, 13.2.1.3 

Tubing, 5.9.1, 5.9.3.2 

Cargo tank vehicles, 9.4.3.1 to 9.4.3.3 
Copper, 5.9.3.2 

Engine fuel systems, 11.6.1.1 
Pipe sizing, Table 15.1(f) to Table 

15.1) 
Use in buildings of, 6.19.12.2(B) 

Wall thickness of, Annex G 

Engine fuel systems, 11.6.1, 11.6.2 

Fittings, 5.9.4, 5.9.5, A.5.9.5 

Installation, 6.9.3 to 6.9.5, A.6.9.3.1, 

A.6.9.4.5 
Non-engine fuel systems, 6.23.5.1(A) 

Regulator venting, 5.8.3, A.5.8.3 
Sizing tables, Chap. 15 

Two-stage regulator system see Regula- 

tors 

U 

UL (definition), 3.3.72 

Underground containers, 6.25.5.4, D.3, 

Fig. L.1(c) 

Access, 6.3.11 

Connections, 5.7.8.4 

Corrosion and corrosion protection, 

6.6.1(1, 6.6.6.1(H), 6.16.1, Annex K 

Filling, 7.4.3.2(A) 
Flotation due to high water table, anchor- 

ing to prevent, see 6.6.1.6 
Installation, 5.7.8.4, 6.6.6.1, 6.6.6.2, 

A.6.6.6.1, Annex K 

Container appurtenances, 6.7 

Location, 6.4.4 

Manholes, domes, or housings, 5.7.8.4 

Marking, 5.2.8.3(B) 
Pressure relief devices/valves, 5.7.2.8, 

5.7.4. 1(A) 
Separation distances, Table 6.3.1, 6.3.4, 

6.4.5.7, 6.26.2 

Underground piping, 6.9.1.1(3)(b), 

6.9.3.12 to 6.9.3.14 
Small LP-Gas systems (SLGS), 14.4.2 

Universal cylinders (definition), 3.3.73 

Unloading see Filling 

v 

Vacuum controls, 12.4.2 

Vacuum relief devices, 12.8 

Valves, 5.9, A.5.9.5 
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Backflow check see Backflow check 

valves 

Bleeder valves, 7.3.1(3), 11.4.1.5, 

11.4.1.6 

Bypass, 9.4.4.3 

Cargo tank vehicles, 9.4.2.3, 9.4.2.4, 

9.4.3, 9.4.4.3, 9.7.3.4 to 9.7.3.6, 

A9.4.3.5 

Check, 5.21.8.4, 5.21.8.5, 13.3.3 

Container, 5.7.4, Table 5.7.4.1 

Emergency shutoff, 5.7.4.2, 5.12.3, 

5.12.4, 6.12, 6.18.2.6, 6.26.4.1, 

6.26.4.2, 7.3.1(8), 12.1.1.5, A.4.6, 

A.6.1.3, A.6.12.8 

Appliances, 5.20.7, 6.23.7.4, A.5.20.7 

Definition, 3.3.74.1 

Railroad tank car end of hose, 7.2.3.7 

Remote shutoff actuation, 6.10, 

6.24.3.8 to 6.24.3.10, A.6.10(3) 

Engine fuel systems, 11.4.1.3 to 

11.4.1.10, 11.4.1.14, 11.7.2.1, 

11.7.2.2, 11.7.4.3 

Excess-flow, 5.7.4.1, Table 5.7.4.1, 

5.7.4.2, 5.7.4.5, 5.7.7.1, 5.7.7.2, 

5.7.8.1, 5.12.3, 6.23.7.3, 11.4.1.3 

Actuated liquid withdrawal, 5.7.8.1 

Definition, 3.3.1 

Buildings, piping systems in, 6.19.12.2 

Cargo tank vehicles, 9.4.3.4, 9.4.4.5(B) 

Definition, 3.3.74.2 

Dispensers, 6.24.3.5, 6.24.3.8, 

6.24.3.11 

Internal (definition), 3.3.74.3 

Hydrostatic relief, 5.13, 6.13, 6.19.12.2(D 

Internal, 5.7.4.2, 5.7.4.5, 5.7.7.1, 5.7.7.2, 

5.7.8.1, 6.11, 6.26.3.1 to 6.26.3.4, 

6.26.4.2, 7.3.1(8), 9.4.2.3, 9.4.2.4, 

9.4.4.3, 11.4.1.3, 11.4.1.7, 11.4.1.10, 

12.1.1.5 

Definition, 3.3.74.4, A.3.3.74.4 

Excess-flow (definition), 3.3.74.3 

Flush-type full internal pressure relief 

see Pressure relief devices/valves 

Remote shutoff actuation, 6.10, 

6.24.3.8 to 6.24.3.10, A.6.10(3) 

Spring-type pressure relief see Pressure 

relief devices/valves 

Isolation, 13.3.2 

Liquid, 5.7.4.1 

Materials, 5.[2 

Outlet, 7.2.2.5, 7.2.2.6, 8.2.2.2, 8.2.2.3, 

A.7.2.2.5 

In polyamide and polyethylene piping 

systems, 6.9.5 

Power operated, 13.3.2.1, 13.3.2.2 

Pressure relief see Pressure relief de- 

vices/valves 

Protection of, 5.7.8.2, 5.7.8.3, 

2008 LP-Gas Code Handbook 

6.23.3.4(E), 8.2.1.2, 8.2.2, 9.3.2.4, 

9.3.3.4, 9.6.2.2, 9.6.2.4 

Shutoff, 5.7.2.9, 5.7.4.1, 5.7.4.2, 5.7.8.1, 

5.21.5.6, 5.21.5.8, 6.10, 6.11.5, 6.12, 

6.13, 11.15(3), Table 5.7.4.2 

Small LP-Gas systems (SLGS) key valve 

maintenance, 14.4.7, A.14.4.7 

Vapor, Table 5.7.4.1, 6.8.1.1, 13.3.2.1 

Vaporizers, 5.21, Table 6.22.2.2, 6.22.2.5, 

A.5.21.5.8 

Burner see Vaporizing burners 

Definition, 3.3.75 

Direct-fired, 5.21.3, 5.21.9, 6.21.6.2 
Definition, 3.3.75.1 

Gas-air mixers used with, 6.21.8.4 

Installation, 6.21.3, 6.22.3.2 

Electric 

Definition, 3.3.75.2 

Direct immersion, 6.21.7 

Definition, 3.3.75.2.1 

Indirect, 6.21.7 

Definition, 3.3.75.2.2 

Installation, 6.21.7 

Indirect (indirect-fired), 5.21.2, 5.21.9, 

6.21.6.1, 6.21.7 

Definition, 3.3.75.3 

Gas-air mixers used with, 6.21.8.3 

Installation, 6.21.2, 6.22.3.2 

Installation, 6.21, 6.22.3.2 

Operating procedures, 14.2.1.3 

Piping systems feeding, 6.9.1.1(4), 

6.9.1.3 

Regulator installation, 6.8.1, 6.8.2 

Vehicle engines, 11.5.2 

Waterbath (immersion-type), 5.21.6 

Definition, 3.3.75.4 

Installation, 6.21.6 

Vaporizing burners, 5.20.5, 5.21.5, 
A.5.21.5.8 

Definition, 3.3.76 

Installation, 6.21.5 

Vapor meters, 6.17.5.1, 6.17.5.3 

Vapor piping systems see Piping and pip- 
ing systems 

Vapor service valves, 6.8.1.1 

Vehicle dispensing stations see Dispensing 

stations 

Vehicle fuel dispensers, Table 6.22.2.2, 
6.24 

Definition, 3.3.77 

Vehicles 

Appliance installation, 6.23.7, A.6.23.7.6 

Containers on/in see Vehicles, containers 

on/in 

Engine fuel systems see Engine fuel sys- 

tems 

Equipment installation, 6.23.6 

Garaging of see Parking and garaging of 

vehicles 

Industrial trucks see Industrial trucks 

Interiors, 11.8, A.11.8.1.2 

Marking/placarding, 9.3.2.10, 9.3.3.7, 

9.4.6.2, 11.11, A.11.11.2.2 

Movable fuel storage tenders or farm 

carts see Movable fuel storage ten- 

ders 

Multipurpose passenger (definition), 

3.3.46 

Non-engine fuel system installation, 6.23, 
A.6.23.1, A.6.23.7.6 

Parking, 6.23.9, 9.7 

Passenger-carrying see Passenger-carry- 

ing vehicles 

Piers or docks, vehicles on, 13.2.1.3 

Precautions, general, 6.23.8 

Safety provisions, 9.4.10 

Servicing and repair, 6.23.9, 9.7.3.6, 

9.7.3.7 

Trailers and semitrailers, 9.5 

Transportation LP-Gas, Chap. 9 

Vehicles, containers on/in, 11.8, 

A.11.8.1.2 

Cargo tank vehicles, 9.3.3.8, 9.4.2 

Fuel dispensers see Vehicle fuel dis- 

pensers 

Leakage, 9.7.3.5, 9.7.3.6 

Location, 6.2.2 

Non-engine fuel systems, 6.23.3 

Parking of, 11.12.4.3 

Transfer of liquid into, 6.5.1, A.6.5.1 

Ventilation, building, 9.7.3.5, 10.2.2, 

10.3.1.5, 10.3.2.8 

Venting, regulator, pipe for, 5.8.3, A.5.8.3 

Venting gas to atmosphere, 6.5.4.2, 

6.6.6.1(G), 6.9.3.3, 6.9.3.7, 6.23.3.3, 

7,3, 8.3.4.3 

Vents, fixed maximum liquid level gauge, 

6.3.10 

Vertical filling, 5.7.5.6(B) 

Volume, liquid, Annex F 

Volumetric method filling (loading), 

5.2.5.7, 5.7.5.3, 7.4.2.1, 7.4.2.3, 

Table 7.4.2.3(a) to Table 7.4.2.3(c), 

74.3, A5.2.5.7, A.5.7.5.3, 

A.7,4.2.3 

Ww 

Walls, fire, 6.4.7, A.6.4.7 

Warning signs/labels 

Appliances, 6.23.7.10 

ASME containers, 5.2.8.5 

Cylinders, 5.2.8.4 

Emergency remote shutdown stations, 

6.11.5 

Marine shipping and receiving, prior to 

transfer at, 13.2.1.5, 13.2.3.1 

Tank cars, filling of, 7.2.3.6(1) 
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Water capacity, of containers, 5.2.1.7, 

5.2.1.8, Table 7.4.2.2 

Definition, 3.3.79 

Portable containers of more than 1000 Ib 

(454 kg) water capacity, 9.3.3 

Stationary installations, 4.3.1 

Storage of containers, 8.3.2.3, 8.3.3.1 

Vehicles, containers installed on, 11.3.5 

Water heaters, 5.20.7, A.5.20.7 

Water spray fixed systems, 6.25.6 

Weight method filling, 7.4.2.1, 7.4.2.2, 

Table 7.4.2.2, 7.4.2.3, A.7.4.2.2 

Definition, 3.3.22.2 

Welding, 5.2.1.6, 5.7.3.6, 6.6.1.3, 6.9.3.2, 

6.22.3.3, 7.2.3.2(C), 11.3.3.3, 

11.7.4.2, 13.2.1.11 

Wharves see Marine shipping and receiv- 

ing 

Wheel chocks, 7.2.3.6(2), 9.4.8 

Wind loading 

ASME containers, 5.2.4.3(C) 

Refrigerated containers, 12.3.1 
Wiring, electrical, 6.22.2, 9.2, 13.2.2, 

A.6.22.2.2, A.6.22.2.3 
Working pressure; see also Maximum al- 

lowable working pressure (MAWP) 

Hose, 5.9.6.5, 11.6.3 
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A 

Absolute pressure, 3.3.61 

Absolute vapor pressure 

Refrigerated containers, 12.1.2.1 

Active cathodic protection systems, 

A.6.6.6.1(H), 6.16.2 
Actuated liquid withdrawal excess-flow 

valves, A.5.2.5.4, 5.7.4.1(D). 9.6.2.2, 

Exhibit 5.9, Exhibit 5.10 
Defined, 3.3.1 

New-style, 5.7.4.1(D) 

Old-style, 5.7.4.1(D) 
Aerosol filling plants, |.3.2(4) 

Aerosol-packaging industry, 10.1.1 

Aerosol product manufacturing facilities, 

1.3.2(4) 
Aggregate storage, 6.25.3.1 

Agricultural installations 

Hose, 5.9.6.4(D) 

Hose pressure, 6.19.2.6 

Piping, 5.9.1.2 

Portable containers in stationary installa- 

tions, 6.6.3.7 

Safety precautions, 7.2.3.5(B) 

Air-gas valve carburetors, Exhibit 11.5 
Air intakes 

Separating cylinders from, 6.19.11.1(B) 
Alloys 

Brazing, 5.9.4.1 

Melting points for, Commentary Table 
6.4 

Alternate vehicle fuels, 6.24 

Aluminum components, 5.17.1.3(C). 

5.17.1.3(E) 

Aluminum construction cylinders (DOT 

4E), A.5.2.1.1, 5.2.1.2(D) 
Aluminum cylinders, | !.3.1.4(D) 

American Gas Association, A.4.2.3, 

6.22.3.4 

American National Standard, 12.3.1.2 

American National Standards Institute 

(ANSD, 3.3.3 
American Petroleum Institute (API, 

1.3,1(3), 3.3.4, A.5.2.1.1, 6.22.3.4 

American Society for Testing and Mate- 
Trials (ASTM), 3.3.9 

American Society of Civil Engineers, 
12,3.1.2 

American Society of Mechanical Engi- 

neer (ASME) 

Defined, 3.3.6 

American Welding Society, 6.22.3.4 
Ammonia, A.4.5, 4.5.2 

Anchorage, 6.19.3.5 

Of ASME containers, 6.6.1.6 

Of cylinders, 6.6.1.6 

Of dispensing units, 6.24.3.12 

In plant transport unloading areas, 6,12 

Anhydrous ammonia, 4.2.5, A.4.5 

Annex K, Burial and Corrosion Protec- 

tion for Underground and 

Mounded ASME Containers, 

A.6.6.6.1 

Anodeless risers, 6.9.4.3(B) 

Defined, 3.3.2 

Permitted use of, A.5.9.5(E) 

Anodes 

Sacrificial, A.5.9.5(E), 6.16.2 

ANSI/CSA Z21, Outdoor Cooking Gas 

Appliances, 7.2.2.6 

ANSI/UL 125, Standard for Valves for An- 

hydrous Ammonia and LP-Gas 

(Other than Safety Relief), 5.7.4.1, 

5.12.1(C) 

ANSYV/UL 913, Standard for Safety, Intrin- 

sically Safe Apparatus and Associ- 

ated Apparatus for Use in Class I, 

IT, and HI Division 1, Hazardous 

(Classified) Locations, \3.2.3.3 

ANSI Z21/83 Committee on Performance 
and Installation of Gas-Burning 

Appliances and Related Acces- 
sories, 5.20.1 

ANSI Z21,80/CSA 6.22, Standard for 
Line Pressure Regulators, 6.8.1.8 

API 607, Fire Test for Soft-Seated Quarter 
Turn Ball Valves, 5.7.4.2(1)(2) 

API 620, Design and Construction of 

Large Welded, Low-Pressure Stor- 

age Tanks, 12.1.1.1, 12.1.1.3, 

12.1.1.4, 12.2.2.2, 12.4.2.2, Chapter 
12 

API 2510, Design and Construction of 

Liquefied Petroleum Gas (LPG) In- 

stallations, 1.3.1(3), 1.3.2(2), Chap- 

ter 12 

API 2510A, Fire Protection Considera- 

tions for the Design and Operation 

of Liquefied Petroleum Gas (LPG) 

Storage Facilities, |.3.2(2) 

API-ASME Code, A.5.2.1.1, 5.2.1. 1(B) 
API-ASME containers (tanks) 

Defined, 3.3.5 
Judging suitability of, 5.2.1.1(B) 

API RP 520, Sizing, Selection, and Instal- 

lation of Pressure-Relieving Devices 

in Refineries, 6.7.2.15 

API RP 521, Guide for Pressure-Relieving 

and Depressuring Systems, 6.3.10 
Appliances. See also portable appliances 

Coverage, 5.20 

Fuel type conversion, 5.20.2 
Gas input for, Commentary Table 15.1 
Manufacturing approvals, 5.20.1 

Multi-fuel, 5.20.2 
Approved 

Defined, A.3.2.1 

Appurtenances. See container appurte- 

hances, engine fuel container appur- 

tenances 

ASCE 7, Minimum Design Loads for 
Buildings and Other Structures, 

12.3.1.2, 12.3.2,2 

ASME B 31.3, Process Piping Code, 

A.6.9.3.1, 6.19.2.5, 12.3.3.1 
ASME B31.8, Gas Transportation and 

Distribution Piping Systems, 
A.1.3.1(4) 

ASME Boiler and Pressure Vessel Code, 

A.5.2.1.1, 5.2.1. 1(A), 5.2.1.1(B), 
5.2.1.2(B), 5.2.1.6, 5.2.4.2, 

5.2.4.3(E), 5.2.7.2(D), A.5.2.8.3, 
5.21.2.1, 5.21.2.2, 5.21.3.1, 6.9.3.2, 

9.4.4, 11.1.3, 14.1.9, 12.0.1.1, 
12.1.2.1 

ASME container pressure relief valves, 
5.7.2.6 

Container nameplates, A.5.2.8.3 

Design margin (safety factors), A.5.2.1.1 

573 
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Pressure relief valves, 5.7.2.4(A) 

U-68 specifications, A.5.2.1.1, 5.2.1.3, 
5.2.4.2 : 

U-69 specifications, A.5.2.1.1, 5.2.1.3, 

5.2.4.2 
U-200 specifications, A.5.2.1.1 

U-201 specifications, A.5.2.1.1 
ASME bulk tanks, 6.19.2.1 
ASME containers, 3.3.57, 3.3.58, Chapter 

5. See also containers; vertical 

ASME containers 
Actuated liquid withdrawal excess-flow 

valves, A.5.2.5.4, 9.6.2.2 

Alternate installation provisions, 6.26 
Anchoring, 6.6.1.6 
Approval of systems using, 4.1.1 

Appurtenance requirements, 5.7.4.1 

On building roofs, 6.5.1.3, 6.6.7, 6.6.7.2 

Capacities, A.5.2.1.1 
Corrosion protection painting, A.6.6.1.4 
Defined, 8.) 

Dented, bulging, gouged, or corroded, 

5.2.1.4 
Determining suitability of, 5.2.1.1(B), 

WebPhe, Voli) 
Filling into the vapor space, A.5.2.5.3 
Fire protection, 6.25, 6.25.3.| 
Fusible plugs, 5.7.2.12 
Horizontal installation of, 6.6.3.1 
Hydrostatic pressure testing, 5.2.1.2(B) 

Installation exceptions, 6.6.3.4 

Installation on noncombustible founda- 

tions, 6.6.3.1, Exhibit 6.12 
LP-Gas capacity of, 7.4.2.1 
Marking for underground use, 6.6.6.1 

Maximum allowable working pressure 
(MAWP) for, 5.2.4.2, 5.13.1 

Nondestructive test methods, 5.2.1.2(B) 

NOT ODORIZED marking, 5.2.8.5, Ex- 
hibit 5.18 

Openings, 5.2.5.1 
Overfilling, 6.6.3.2, 6.6.3.3, 6.6.7.2 

Performance regulatory approach, 

A.5.2.1.1 
Performance requirements, 6.6.3.3 
Portable, 9.3.2.1 

Prescriptive regulatory approach, 

A5.2.1.1 
Pressure relief valve manifolds, 5.7.2.5, 

Exhibit 5.27 
Pressure relief valves, 5.7.2.1, 5.7.2.4(A), 

5.7.2.6, 6.3.11, 6.7.2.3, Exhibit 5.21, 
Exhibit 5.22 

Propane capacity, 3.3.79 
Removing from service, 5.2.1.4 

Requirements, A.5.2.1.1 
Saddles, 6.6.3.1, Exhibit 6.13 
Seismic considerations, 6.6.7.2 

Served by single pressure regulator, Ex- 

hibit 6.23 

Special transportation permits, 9.6.1.2 

Temporary installations, 5.2.7.2 

U-68 containers, A.5.2.1.1, 5.2.1.3, 

$.2.4.2 

U-69 containers, A.5.2.1.1, 5.2.1.3, 
5.2.4.2 

Underground installations, 6.6.6.1, Ex- 
hibit 6.16, Exhibit 6.17, Exhibit 6.18 

Verification of fitness, A.5.2.1.1 
Vertical installations, 5.2.4.3(E), 

5.2.7.1(C), 6.6.4.1, 6.6.4.3, 6.6.4.5, 
Exhibit 6.15 

Water capacity, 3.3.79 
ASME engine fuel containers 

Criterion for, 11.3.1.4(D) 

Damaged, [1.3.3.1 

Design pressure, 11.3.2.2 

Double backflow check valves, 11.4.1.14 

Engine fuel, 1 1.3.2.2 

Labeling requirements. |1.3.4(B) 

Nameplates, 11.3.4(B) 

Overfilling, 11,.4.1.13 
Overfilling prevention devices (OPD), 

11.4.1.13, 11.41.15 
Pressure relief valves, 11.4.1.7(B) 

Shutoff valves, 11.4.1.8 

Solenoid-actuated valves, 1 1.4.1.8 

Welding, | 1.3.3.3 

ASME pressure vessels, 7.2.2.9 

ASME refrigerated containers, | 2.1.1.1 

ASME tanks 
Volumetric filling method, 7.4.1 

Assembly occupancies 
Defined, 6.20.2.3 
Patio heaters in, 6.20.2.3 

ASTM B 86, Standard Specifications 
for Zinc-Alloy Die Casting, 
5.17.1.3(E) 

ASTM D-1835, Standard Specifications 
for Liquefied Petroleum Gases, 

3.3.36 
ASTM D-2513, Standard Specification for 

Thermoplastic Gas Pressure Pipe, 

Tubing, and Fittings, A.5.9.5, 

6.9.4 
ASTM E-119, Standard Test Methods for 

Fire Tests of Building Construction 
and Materials, 5.2.7.1(C) 

Atmospheric heat source indirect vapor- 

izers, 6.21.2.11, 6.21.2.12 
Atmospheric-type regulators, | 1.13.2.1 

Austenitic stainless steels, 12.1.1.4 

Authority having jurisdiction (AHJ) 

Code enforcement and, Chapter | 

Container installations and, 6.3.11 

Defined, A.3.2.2 

Fire safety analysis and, 6.25.3.3 

Pressure vessels, A.5.2.1.1 

Stationary installation plans submitted to, 

43.1 

Automatic changeover regulators, 6.8.1.4, 

Exhbit 3.12, Exhibit 6.24 
Automatic pump bypass, 6.16.2.3(D), Ex- 

hibit 6.34 
AWS 249.1, Safety in Welding, Cutting 

and Allied Processes, A.1.3.2(5) 

B 

Backflow check valves, 5.7.8.1(A), 

6.26.3.5 
Flammable mixtures and, 7.3.2.2(C) 

Operation of, 5.7.4.5(4), Exhibit 5.36 

In plant transport unloading areas, 6.12 

In tank cars, 6.12.1 

In tank car unloading stations, 6.12 
Back pressure relief valves, 12.8.1.2 

Balconies 
Cylinders on, 6.19.1.2(B), Exhibit 6.43 

Permanent cylinder installations, 
6.19.11 

Bartlesville Energy Research Center, 

A.4.2.3 
Battelle Memorial Institute, A.4.5, 6.3.10 

“Bill stuffers,” 14.4.13.1 

BLEVEs (Boiling Liquid Expanding 
Vapor Explosions), A.3.3.68, 6.3.1 

Enclosures and, A.6.4.7 

Pressure relief devices and, 6.7.2.2 

Special protection and, 6.25.5 
Training on, 6.25.2.2 
Water spray systems and, 6.25.5.2 

“BLEVE Update,” 6.25.2.2 
Blower-type heaters, 6.19.4.6 

Bobtail drivers 

Determining suitability of ASME con- 

tainers, 7.2.2.2 

Training. A.4.4 

Bobtails, 3.3.11, 3.3.54, Exhibit 9.2 
Excess-flow valves and, 5.7.8.1(H) 

Internal valves, 9.4.2.4 

Liquid outlets, 9.4.2.4 

Piping systems, 9.4, Exhibit 9.7, Exhibit 

9.8 
Propane use by, A.9.1.2(4) 

Rooftop containers filled from, 6.6.7 

Boilers 

As heat source for vaporizers, 6.21.2.9 

Preventing explosions in, 6.21.2.6 
Boiling Liquid Expanding Vapor Explo- 

sions (BLEVEs). See BLEVEs 

(Boiling Liquid Expanding Vapor 

Explosions) 

Boiling point, A.6.4.5.3 

Bottom connections 
For mounded containers, A.6.6.6.3(1) 

Branch lines, 5.7.8.1(H) 

Brass fittings, A.4.5 
Brass valves, 9.4.3.9 

Brazing, 5.9.4.1, 6.9.3.5 

Brush fires, 6.4.5.2 
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Building extensions 

Separation distance, 6.3.11 

Building openings 

Cylinder installations and, 6.3.7 
Defined, 6.3.7 

Distance from pressure relief valves to, 

6.3.9 
Building renovation 

Equivalency requirements for, 6.19.4.10 

During hours when public is present, 

6.19.5.2 
Buildings 

Air intakes, separating cylinders from, 
6.19.11.1(B) 

Atmosphenic heat source indirect vaporiz- 
ers used in, 6.21.2.11 

Container installations inside, 6.19 
Cylinder installations inside. 6.19, 

6.19.1.2(B), 6.19.2.1 
Cylinder installations undemeath, 6,3.8 

Cylinder storage within, 8.3 

Cylinder use for food preparation, 
6.19.9.1 

Cylinder use for temporary exhibitions 

and demonstrations, 6.19.9.1 

Gas manufacturing, 6.3.5 
Important, 6.3.1 

Manitold cylinders adjacent to, 6.3.6, Ex- 

hibit 6.3 
Piping liquid LP-Gas into. 6.19.12.1, 

6.19.12.2) 
Point of transfer in, 6.5.4.1, 6.5.4.3 

Polyamide and polyethylene piping pro- 

hibited in, 6.9.1.1 

Roottop ASME containers, 6.5.1.3, 6.6.7, 
6.6.7.2 

Routing delivery hoses through, 6.5.1.4 
Separation distances from, 6.3.3, 8.4.1.1 
Venting of gas within, 6.5.4.2 

Bulk containers, A.5.2.1.1. See also ASME 

containers 
Appurtenance requirements, 5.7.4.1 

History of, A.5.2.1.1 

Water capacity of, 5.7.4.2 

Bulkheads 
Dispensing stations, 7.2.3.4 

Bulk plants, Exhibit 3.2, Exhibit 3.3, Ex- 
hibit 6.37 

Container and piping details, Exhibit 6.38 
Cylinder filling buildings at, 6.3.5 
Defined, A.3.3.10 
Fire safety analysis, 6.25.3.2 

General use containers, 5.2.1.6 

Liquid transfer operations, 6.17.5.3 
Maintenance procedures, A. 14.3 

Operating procedures, 14.2.1 
Points of transfer at, 3.3.54, Exhbit 3.9 
Public refilling points, 7.2.3.1 
Remote shutdown, A.6.10(3) 

Burst disks, 5.7.2.4(A) 

2008 LP-Gas Code Handbook 

Butane 
Diking, 6.4.5.12 

Flash point and, A.6.4.5.3 

Wamiing labels, 5.2.8.4 

Butane containers 

Propane or propane/butane mixture in, 

VAN 
Butane cylinders 

Nonrefillable, inside use of, 6.19.9. 1 

Pressure relief devices, 5.7.2.3 
Restaurant storage of, 8,3, 8.3.2.3 

Butane-fueled portable cooking appli- 
ances, A.6.19.9.3, 6.19.9.4, Exhibit 
6.40 

Bypass 

Automatic pump bypass valve, Exhibit 

6.34 

For positive displacement pumps, 
6.17.2.3(D) 

Cc 

Cabin heaters, A.1.3.2(8) 

Calibration 

Of meters, 6.17.5.3 

Carbon monoxide, A.5.20.7 

Carbon monoxide alarms, A.5.20.7 

Carbon steel wire braid, 5.9.6.2 

Carburetion equipment, | 1.5 

Shutotf valves, 11.5 

Two-stage pressure regulation converter, 

11.5, Exhibit 11.4 

Vacuum fuel locks, 11.5, Exhibit 11.6 

Cargo containers 

Flush-type internal pressure relief valves 

for, 5.7.2.4(A), Exhibit 5,23 
Cargoes of particular hazard, 13.3.1 

Cargo tank heaters, 6.23.7.3 
Cargo tanks, 3.3.11 

Internal valves, 9.4.2.4, Exhibit 9.10 

Portable containers used as, 9.3.3.8 

Transferring LP-Gas directly from rail- 
cars to, 4.3.3 

Cargo tank vehicles, 3.3.11, 6.23.2, Ex- 

hibit 9.9. See also bobtails 

Accidents involving. 6.12 

Bobtails, 9.4 

Brass valves prohibited on, 9.4.3.9 

Construction specifications, A.9.1.1(3) 

DOT safety features, 9.4.2.4 

Electrical lighting requirements, 9.2 

Electric pumps, 9.4.4.4 

Excess-flow valves and, 5.7.8.1(H) 

Filling at pipeline terminals, 7.1.2, Ex- 

hibit 
71 

Hazardous materials and, 9.4 

Liquid transfer trom railcars, 6.18.2.3(C) 

Maximum container capacity, 11.3.5.1, 
Commentary Table 11.1 

MC-331, A.9,1.1(3), 9.4.4, Exhibit 9.1 

Parking regulations, 9.7, 9.7.2.4, 9.7.3.5, 

Exhibit 9.15 
Passive transport shutdown systems, 

7.2.3.9, Exhibit 7.13 
Pull away protection, 7.2.3.9 

Regulation of, Chapter 9 
Retail delivery (See bobtails) 

Safety requirements, 7.2.3.9 
Servicing, 9.7.3.6, Exhibit 9.16 
Tractor-trailers (transports), 9.4 

Unloading, 7.2.3.4 
Valves, 9.4.3.4 

Carousel filling installations, 7.4.2.1, Ex- 
hibit 7.17 

Cast iron, 5.17.1.3(E) 

Catalytic heaters, 6.19.2.8 
Cathodic protection systems, 6.6.6.1(H). 

A.6.6.6. 1(H) 
Active, A.6.6.6,1(H), 6.16.2 

Failure of, 6.16.2 

Passive, 6.16.2 

Cavitation, 6.16.2.3(D) 

Centrifugal pumps, 5.17.2 

CGA A-L.L, Pressure Relief Device Stan- 

dards, Part I—Cylinders for Com- 

pressed Gases, 5.7.2.2, 5.7.2.3 

CGA C-6, Standard for Visual Inspection 
of Steel Compressed Gas Cylinders, 

S22, 523 
CGA C-6.3. Guidelines for Visual Inspec- 

tion and Requalification of Low 
Pressure Aluminum Compressed 

Gas Cylinders, 5.2.2.2 

CGA C-14, Methods for Hydrostatic Test- 

ing of Compressed Gas Cylinders, 
5.7.2.3 

CGA 791 connections, 6.19.3,6(C), 7.2.2.5 

CGA 810 connections, 6.19.3.6(C), 7.2.2.5 
CGA S-1.3, 11.4.1.9 

CGA V-1, Standard Compressed Gas 
Cylinder Valve Outlet and Inlet 
Connections, 5.7.3.4 

Check-Lok, 3.3.1 

Check-Mate, 3.3.1 
Checkmate valves, A.5.2.5.4 

Check valves, 5.7.4.2(F)(2), 5.7.4.2(H)(4) 

Chemical plants, 1.3.2(4) 

Chemical Transportation Emergency 

Center (CHEMTREC), 7.3.1 

Chock blocks, A.9.1.1(3) 

Class A fires, 8.5.2 

Class B fires, 8.5.2 

Class C fires, 8.5.2 

Class I, Division 1 locations, A.6.22.2.2. 

13.2.3.3 
Class I, Division 2 locations, A.6.22.2.2 

Class I, Group D locations, 6.21.6.! 

Class I flammable liquids, A.6.4.5.3 

Class II flammable liquids, A.6.4.5.3 

Class I locations, A.6.22.2.2 
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Click-Lok valves, A.5.2.5.4 

Closed-bodied vehicles 
Cylinder transport in, 9.3.2.5 

Coatings. See also corrosion coatings 
Containers, 6.25.5.1 
Underground piping, 6.16.2 

Code 
Defined, 2.1 

Color-coded stakes 
For snow removal operations, 6.6.3.6 

Combustible liquids 
Horizontal separation from containers, 

6.4.5.5 
In underground tanks, 6.4.5.7 

Combustible materials 
Loose or piled, 6.4.5.2 

Vegetation, 12.7.7 

Combustion explosion hazards, 10.1.1 

Commerce 
Transportation in, A.1.1 

Commercial customers 

Cylinder warming labels, Exhibit 5.17 

Common grounding 
Defined, A.6.22.1.2 

Composite cylinders, 5.2.1.1. 11.3.1.4(D) 
Compressed air or gas 

Prohibited for liquid transfer, 6.18.2 

Compressed Gas Association (CGA), 

3.3.12, 3.3.48, 6.6.2.2 
Compressed Gas Manufacturers’ Associ- 

ation, 3.3.12, 3.3.48 
Compressed natural gas (CNG), 

A.1.3.2(11) 
As vehicle fuel, 6.24 

Compression-type fittings, A.5.9.5(D)(3) 
Compressor liquid transfer method, 

7.2.3, Exhibit 7.6 
Compressors 

Liquid traps, 5.17.3.3, Exhibit 5.57 
Operation of, 6.18.2.4(A) 
Portable, 5.17.3.4, 6.17.3.5, Exhibit 6.36 
With protection devices, 5.17.3.2, Exhibit 

5.56 
Selection of, 5.17.3.1 

Condensation 
Dew point and, 14.4.11.3 
Second-stage pressure regulators and, 

6.9.3.8 
Temperature and, 6.9.1.1, 6.9.3.8, 

14.4.11.3 
Connecting pipe, 6.6.2.2 
Construction 

Equivalency requirements for, 6.19.4.10 

Fire resistance ratings, 6.6.7.2, Commen- 

tary Table 6.3 
Separation distance from, 8.4.1.3 

Construction Safety Standards (State of 
Michigan, Dept. of Labor & Eco- 
nomic Growth), 6.23.3.5 

Consumer education, 14.4.13.1 

Consumer Product Safety Commission 

(CPSC), A.4.2.3 

Container appurtenances, Chapter 5 
Accessibility of, 6.6.1.5 

Container type and, 5.7.4.1 

Criteria for, 5.7 
Defined, 6.7 
Engine fuel containers, 11.4.1.3 
For engine fuel containers, 11.4 

Gaskets, 5.7.1.3(D) 

Materials, 5.7.1(2), A.5.7.1.2(4) 
Protection, 5.7.8.2 

Protection of, on motor vehicles, 

6.23.3.4d) 
Requirements, 6.19.2.1 
Safety system operation, 5.7.8.4(C) 

Container assembly 

Defined, 7.2.2.11 
Container installations, 6.6 

Authority having jurisdiction and, 6.3.11 

On building roof, 6.6.7 
Distances between groups of containers, 

6.4.2 
Domestic, 6.6.3.1, Exhibit 6.11 

Exceptions, 6.6.3.4 

Flammable liquid storage containers and, 

A.6.4.5,3 
Location, 6.2.2 
Loose or piled combustible maternal and, 

6.4.5.2 
Multiple, Exhibit 6.2 
Number of containers in groups, 6.4.2 

Overhead electric power lines and, 

6.4.5.12 
Positioning, 6.6.1.1 

Protection during snowfall, 6.6.3.6, Ex- 
hibit 6.14 

Saddles for, 6.6.3.1 
Separation distances, 6.3.1, 6.3.4, 6.3.9 
Separation of combustible liquids from, 

6.4.5.5 
Separation of flammable liquids from, 

6.4.5.3, 6.4.5,5 
Smaller containers, 6.4.5.6 
Stacked, 6.4.5.1 

Container markings. See markings 
Container nameplates. See nameplates 
Container ownership, A.5.2.1.1 
Containers, Chapter 5. See also ASME 

containers; ASME engine fuel con- 

tainers; bulk containers; engine fuel 

containers; industrial containers; LP- 

Gas containers; mounded containers; 

portable containers; propane contain- 

ers; refrigerated containers; under- 

ground containers 
Accurate filling of, 7.1.2 
Ammonia contamination of, A.4.5 
Appurtenance requirements, 5.7.4.1 

Coatings, 6.25.5.1 
Defined, 3.3.13 
Determining code-compliance of, 7.2.2.7 
Determining suitability for filling, 7.2.2.2 

Enclosures for, A.6.4.7 
Failure of, 6.25.5.1 
Filling, 7.2.2.2, 7.2.2.7, Exhibit 7.2 
Filling by weight, 3.3.22, 7.4.1 
Filling methods, 7.4.1 
Fire fighters and, A.3.3.68 
Fire protection, 6.25 
Five percent water capacity provision, 

9.6.2.2, Exhibit 9.14 
General use, 5.2.1.6 

Inspection of internal components, 

JALMM 
Installed on vehicles, maximum capacity, 

11.3.5 

Insulation of, 6.25.5.1 

Leased, A.5.2.1.1 
Lightning protection, A.6.22.1.2 
Liquid withdrawal from, 6.6.1.1 

LP-Gas capacity of, 7.4.2.1 
Maximum filling densities, 7.4.2.2 

Maximum filling limit, 3.3.22 

Maximum surface temperatures, 6.3.1. 
6.25.5.1, Commentary Table 6.1 

On motor vehicles with LP-Gas systems, 

6.23.3.4(1) 
Noncomplying, notification of owner, 

7.2.2.1 

Older, 5.2.1.2(B) 

Owned by industrial customers, A.5.2.1.1 

Owned by residential customers, 
A.5.2.1.1 

Pressure of, A.4.2.3 
Propane capacity of, 3.3.79 
Protection of, 6.25.5.1 
Radiant heat effects on, 6.3.1 
Requalification, 5.2.2.2 

Retroactive requirements, 1.4.2 

Rooftop, 6.19 

Separation distances, 6.3.1 
Separation of pressure relief valves from, 

6.7.2.7 
Size classification, 5.7.4.1 
Special protection of, 6.25.5, Exhibit 

6.52 
Special transportation permits, 9.6.1.2 

Stationary installations of, 4.3.1 

Transferring LP-Gas into, A.3.3.37 

Transportation of, 9.6.2.2 
Type of service classification, 5.7.4.1 

Underground, installed above ground, 

5.7.2.7 
Vertical installation of, 5.2.4.3(E) 

Water capacity of, 3.3.79, 5.2.1.9 
Water spray fixed protection of, 6.25.5, 

Exhibit 6.53 
Continuing education programs, 

14.4.13.1 
Cooking appliances. See portable cooking 

appliances 
Cooking demonstrations 

Cylinders used in, 6.19.9.1 
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Copper 

For POL connectors, 6.6.2.2 

Corrosion 

Cathodic protection systems, 6.6.6.1(H) 
Caused by water trapped under insula- 

tion, 6.25.5.1, Exhibit 6.54 
Container nameplates and, A.5.2.8.3 

Holes, Exhibit 6.19 

Pinholes, 6.6.6.1(H) 
Rate of, 6.6.6.1(H) 

Visual inspection and, 5.2.3.3 

Corrosion coatings 

Damage repair, A.6.6.6.1(J) 

Epoxy coal tar, 6.6.6.3 
Powder, A.11.3.7 

Underground containers, 6.6.6.1(H), 

A.6.6.6.1(H), 6.6.6.2 
Corrosion protection 

Engine fuel containers, 11.3.7 

Mounded containers, A.6.6.6.3(4). 

6.16,2 

Underground containers. 6.16.2 
Underground piping, 6.9.3.14 

Corrosion protection painting 
ASME containers, A.6.6.1.4 

Container burial depth, A.6.6.6,1(B) 
Mounded containers, 6.6.6.3 
Paint color, A,6.6.1.4 

Steel cylinders, A.6.6.1.4 

Corrugated stainless steel tubing (CSST) 
systems, A.6.8.2(H) 

Characteristics of, A.6.9.1.1(4), Exhibit 

6.27 

CSA American Inc., 5.20. | 

Cutting 
Cylinders for, 5.7.3.5(1) 

Purging requirements, 6.22.3.4 

Cylinder cabinets, 8.4.1.1, 8.4.2.1, Exhibit 

8.2 

Cylinder collars, 5.2.6.1, 6.7.2.2, 6.19.2.1. 

6.19.3.5, 8.2.2.2, Exhibit 5.11 
Cylinder connections, 4.1.1 

Cylinder filling rooms, !0,1.1 
Cylinder installations 

Building openings and, 6.3.7 

Fifty percent open perimeter of space 

below decks, 6.3.8, Exhibit 6.5 

Firm foundation for, 6.6.2.1 

Location, Exhibit 6.4 

Manifold, next to buildings, Exhibit 6.3 
Next to buildings, 6.3.6, 6.3.7 

Separation distances, 6.3.9 

Tiling, 6.6.1.1 
Underneath buildings, 6.3.8 

Weather protection, 6.3.8 
Cylinder refilling facilities, 3.3.20, 7.2.2.7. 

Exhibit 7.3 
Cylinders, Chapter 5. See also butane 

cylinders; DOT cylinders: DOT/TC 

cylinders; gas grill cylinders; indus- 

trial truck cylinders; portable cylin- 

2008 LP-Gas Code Handbook 

ders; propane cylinders; rooftop 
cylinders; universal cylinders 

Aluminum, A.5.2.1.1. 5.2.1.2(D), 

11.3.1.4(D) 
Anchoring, 6.6.1.6 
Approval of systems using, 4.1.1 

On balconies, 6.19.11, Exhibit 6.43 
Capacity of, Commentary Table 5.1 
Checking, before filling, 7.2.2.7 
Composite, 5.2.1.1, 11.3.1.4(D) 

Connection of, 6.19.9.4 

Damage protection, 8.2.1.1 

Defined, 3.3.16, 8.1 
Designed weakness points in, 5.7.2.3 
Determining code-compliance of, 7.2.2.7 
Disposable, 7.2.2.6, 7.2.2.8 
DOT 4BA-240 (steel construction) cylin- 

ders, A.5.2.1.! 
DOT 4E (aluminum construction) cylin- 

ders. A.5.2.1.1, 5.2.1.2(D) 

DOT regulation of, A.5.2.1.1 

“Empty.” 8.2.1.4 

Exchange, 6.3.9 
Filling, 7.2.2.2. 7.2.2.7 
Filling at bulk plants, 6.3.5 

Filling methods, 7.4.1 
Filling on site, 5.2.3 

Filling me, 8.4.1.4 

Fire-damaged, 5.2.1.2(D) 

Firm foundation for, 5.2.3.3 

Horizontal, 5.7,3.5(2), 5.7.3.6, 
5.7,5.6(B)(2) 

Inside buildings. 6.19, 6.19.1.2(B), 
6.19.3.4 

Inside buildings, for food preparation, 
6.19.9.] 

Inside buildings, for temporary exhibi- 

tions and demonstrations, 6.19.9.1 

Liquid withdrawal from, 6.6.1.1 
Location of, 8.2.1.1 

Manifold, 6.3.6, Exhibit 6.3 

Maximum size for educational buildings, 

6.19.7.2 
In mobile and engine fuel service, 

5.7.8.1(D) 

In multifamily buildings, 6.19.11.2, Ex- 
hibit 6.42 

National requirements for, A.5.2.1.1 

Nonrefillable, 7.2.2.6, 7.2.2.8, 8.3 
Non-U.S., 8.1 
One-pound, A.6.19.9.3 

Orientation of, 6.19.2.1 
Out-of-date, 7.2.2.7 
Overfilling, 5.7.3 

Overfilling prevention devices for, 5.7.3, 
Ta22e] 

Overheating, 6.19.4.6 

“Permanently” installed, A.5.2.1.1 

Physical protection of, 6.19.3.4 

For portable cooking appliances, 
A.6.19.9.3, 6.19.9.4 

Portable tar kettles, 6.23.3.5 

Pressure relief devices for, 6.7.2.2 
Pressure relief valves for, 5.7.2.2, 

6.19.3.4, 8.2.1.2 

Propane capacity of, 3.3.79 

Purging, 7.3.2.2(C) 

Redundant seals, 7.2.2.5 
Replacing, 5.7.8.3 
Requalification markings, 5.2.2.2 

Requalification of, 5.2.2.2, 11.3.1.4(D). 
IDES IRS) 

Restaurant use of, 6.19.9.1, 6.19.9.4 
“Rocketing,” 5.7.2.3 
Room temperature and, 6.19.3.4 
Securing, 6.19.3.5 

Separating from air intakes, 6.19.11.1(B) 

Steel, A.5.2.1.1,A.6.6.1.4 

For temporary heating equipment, 
6.19.8.1 

Transportation within buildings, 
6.19.3.6(C) 

Transportation within buildings undergo- 
ing major renovation. 6.19.4.2 

Transport Canada (TC) regulations for. 
A.5.2.1.1 

Types of, A.5.2.1.1. 6.19.2.1, Commen- 

tary Table 5. | 

Universal. 3.3.74 

Vapor service. 6.19.2.1 

Wallpaper steamers, 8.3.2.2 
Waming labels, 5.2.8.4 

Wood foundations for, 6.6.2.1 

Cylinder storage, 6.19.1.3, 8.2, Chapter 8, 

See also outside cylinder storage 
Cabinets, 8.4.1.1, 8.4.2.1 
Cylinders awaiting use, 6.19.1.3 
Fire extinguishers, 8.5.2 
Fire protection, 8.5 

Non-publicly accessible buildings, 8.3.3.3 

Outdoor, 8.4 
Protection, 8.4.2.1 

Publicly accessible buildings, 8.3 

Residential buildings, 8.3, 8.3.5 

Rooftop, 8.2.1.5 

Separation from gas or diesel fuel dis- 
pensers at gas stations, 8.4.1.1 

Special buildings or rooms, 8.3 

Sprinkler density and, 8.3.1(B) 
Storage racks, 8.4.1.4, Exhibit 8.3 

Vehicular damage protection, A.8.4.2,2 

Cylinder valve plugs, 9.3.2.4 

Cylinder valves 

Approval of, 4.1.1 
Protection of, 8.2.2.2, 9.3.2.4 

D 

Decks 

Fifty percent open perimeter of space 

below, 6.3.8, Exhibit 6.5 
Definitions, Chapter 3 
Deflagration, Chapter 10 
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Delivery hoses 
Routing through buildings, 6.5.1.4 

Demonstrations 
Temporary use of cylinders inside build- 

ings for, see6.19.9.1 
Designed points of weakness, 5.7.2.3 

Design margin (safety factors), A.5.2.1.1 

Design pressure 
ASME engine fuel containers, 11.3.2.2 
Engine fuel containers, 11.3.1 
Flexible connectors, 9.4.3.4 

Hydrostatic pressure relief valves, 5.13.2 

Mobile containers, 6.23.3.1(F) 

Pressure vessels, 7.2.2.9 
Refrigerated containers, 12.7 

Detonation, Chapter 10 
Dew point, 14.4.11.3 
Diesel engines, 3.3.67 

Differential back pressure valves, 

5.17.5.1, 6.24.3.5, Exhibit 6.51 

Digging 
Around underground propane containers. 

A.6.6.6.1(E) 

Dikes 
For butane, 6.4.5.12 
For refrigerated and nonrefrigerated 

propane, 6.4.5.12 

Refrigerated containers, 12.5, 12.5.4, 

12.5.5, 12.5.8.1, 12.5.9.3 

Dip tubes, 5.7.5.7 

Direct-currant voltage, A.6.6.6.1(H) 
Direct-fired vaporizers, 3.3.75.1, 5.21.3.1, 

6.21.3.6, Exhibt 5.62 

Defined, 6.21.3 
Indirect vaporizers vs., 6.21.2.4 

Liquid provided to heat-exchanger, 

6.21.3.4 
Location of, 6.21.3.1, 6.21.3.6 

Markings, 5.21.3.1 
Multiple installations, 6.21.3, Exhibit 

6.46 
Operating on demand, Exhibit 5.63 
Outside surface, 5.21.3.1 
100 percent shutoff requirements, 

§.21.3.8 
Relief valves for, 5.21.3.3 

Shutoff valves for, 6.21.3.5 

Source of ignition, 6.21.3 
Temperature-sensing devices for, 5.21.3.8 

Vaporizing bumers, 5.21.5 
Direct gas-fired tank heaters, 5.21.4.7 

Defined, 6.21.4 
Hazards of, 6.21.4.4 
Safety instructions, 6.21.4.5 

Direct spring-loaded pressure relief 
valves, 5.7.2.4(A), 5.7.2.4(B) 

Discharge piping, 6.7.2.5, 6.9.3.4 
Materials for, 6.7.2.15 
Protection against physical damage, 

6.7.2.15 
Rate of flow, 6.7.2.15 

Requirements for, 6.7.2.15 

Discharge stacks, 6.7.2.7 
Dispenser tanks, 3.3.54 
Dispensing stations 

Anchorage of units, 6.24.3.12 
Defined, 3.3.20 
Installation instructions, 6.24.3.1 
Quick-acting shutoff valves, 6.24.3.13 
Remotely operated shutoff valves with 

thermal actuation, 6.24.3.8, 6.24.3.10 

Security, 6.24.3.7 
Separation distance from, 8.4.1.3, 8.4.1.4 
Shutoff valve distance to dispenser, 

6.24.3.14 
Underground containers serving, 6.7.2.13 
Vehicular traffic and, 7.2.3.4 

Disposable cylinders 
Filling, 7.2.2.8 
Valve outlet seals and, 7.2.2.6 

“Distinct hazard to life and property,” 

1.4.3 
DOT 4BA-240 (steel construction) cylin- 

ders, A.5.2.1.1 

DOT cylinders 

Aluminum construction (4B), A.5.2.1.1, 

5.2.1,2(D) 
Defined, 8.] 

Determining suitability for filling, 7.2.2.2 

Fire-damaged, 5.2.1.2(D) 

Installation of, 6.3.5 

Marking requirements, A.5.2.1.1. 
5.2.8(B), Exhibit 5.4, Exhibit 5.14 

Pressure relief valves for, 5.7.2.2 

Requalification of, 5.2.2.2, 11.3.1.4(D), 

11,3.1.5 
Requirements for, A.5.2.1.1, 5.2.4.1 
Steel construction (4BA-240), A.5.2.1.1 

Volumetric filling method, 7.4.3.1 

Water capacity markings, 9.3.2.1 

DOT nonrefillable metal containers 
Pressure relief valves, 5.7.2.3 

2P containers, 5.7.2.3 
2Q containers, 5.7.2.3 

DOT 51 portable containers, 9.3.3, Ex- 

hibit 9.6 
DOT shipping containers, 3.3.57 
DOT-SP 11209 exemption, 9.3.4 
DOT/TC cylinders 

Capacities of, Exhibit 5.3 
Dimensions of, Exhibit 5.3 

Pressure relief valves, Exhibit 5.19 

Requirements for, A.5.2.1.1 

Types of, Exhibit 5.1, Exhibit 5.2 
Double backflow check valves, 11.4.1.14 

Double-check filler valves, 9.6.2.2 

Downcomers, 12.5.3 

Dowtherm, 6.21.2.5 

Drainage channels, 12.5.3 

Drill size orifice 

Venting and, 6.5.4.2, 7.3.1 

“Dry” hose, 9.4.4.5(B) 

E 

Educational occupancies 

Maximum cylinder size for, 6.19.7.2 
Elastomeric gaskets, 6.9.3.5 

Electrical equipment 
Classified areas, A.6.22.2.2, Exhibit 6.49 
Prohibited areas for, A.6.22.2.2 

Electrical wiring 
In same trench with gas piping, 

6.9.4.6(B) 
Electric power lines, 6.4.5.12 

Electric vaporizers, 3.3.75.2 
Electronic LP-Gas cylinder filling 

carousel, 7.4.2.1, Exhibit 7.17 

Emergency fuel supply 
Rooftop cylinders for, 6.19.1.2(C) 

Emergency heating equipment 

Cylinders for, 6.19.8.1 

Emergency responders 
Coordination with, 6.25.2. | 

Fire safety analysis and, 6.25.3.3 

Training of, 6.25.2.2 

Venting and, 7.3.1 
Emergency response procedures 

“Readily available’ manuals, 13.4.3 

Training in, 7.2.2.1 

Emergency shutoff valves (ESVs), 5.12.4. 

6.12, 7.2.3.6, A.9.1.1(3), Exhibit 

5.50 
Automatic activation of, 6.12.6 

Fire safety analysis and, 6.25.3.5 

Installation of, 6.12, Exhibit 6.28 

Manual control of, 6.12 

Plant transport unloading areas, 6.12 

Pull away protection, A.6.12.8 
Remote control of, 6.12, 6.12.9 
Retroactivity of requirements, 6.12.9 

Separation distance and, 6.4.3 
Tank cars, 6.12.1 

Tank car unloading stations, 6.12 
Testing, 6.12.9 
Two-directiona! flow and, 6.12.5 

“Empty” cylinders, 8.2.1.4 

Enclosures 
Aboveground propane containers, A.6.4.7 

Regulators, 6.8.1.5 

Use of term, 6.8.1.6 
Enforcement, |.7, Chapter | 
Engine fuel container appurtenances, 

11.4 
Excess flow check valves, | 1.4.1.3 

Installation, 11.7 

Internal excess-flow valves, 11.4.1.3 

Engine fuel containers 

Corrosion protection, 11.3.7 
Design pressure, [1.3.1 

Exchangeable, 11.3.1.8 

External pressure relief valves, Exhibit 

seel 1.3 
Fastener strength, 11.7.4.1 
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Gastight boxes around, 1 1.8.1.5, Exhibit 

11.10, Exhibit 11.11 
Ignition sources and, 11.3.6.4 

Installation, 11.7, 11.7.4.1 
Interior installation, 11.8.1.5 
Location of, 11.7 

Maximum capacities, 11.3.5.1, 11.3.5.2, 

Commentary Table 11.1 

Permanently installed, 1 1.3.1.8 
Remote filling, Exhibit 11.3, Exhibit 

11.12 
Road clearances, 11.7.3.1 
Storage rack for, 8.4.1.4, Exhibit 8.3 

Trunk mounted, 11.8.1.5, Exhibit 11.9 

Typical, 1.3.5.2, Exhibit 11.2 
Engine fuel systems, Chapter | | 

General purpose vehicles, 1 1.1 
Industrial trucks, | 1.1 

Low emission transfer, 11.4.1.6 

Piping and hose, 11.6 
Pressure relief discharge location and. 

11,7.4.3 

Propane, 11,1, Chapter |! 

Spring-loaded check valves, 11,9.1.8 
Truck locations, 11.7.5.1, Exhibit 11.7. 

Exhibit 11.8 
Vehicle exhaust systems and. 11.7.1,3 

Engines, 5.17.6. See also internal combus- 

tion engines 
“Explosion-proot,” 5,17.6 
Portable, 5.17.6, Exhibit 5.59 

Epoxy coal tar coatings, 6.6.6.3 
Equipment, 5.17 

Aluminum components, 5.17.1.3(C), 

5.17.1.3(B) 
Materials, 5.17.1.3(E) 
Minimum requirements, A.4.6 

Propane, 5.17 
Equivalency requirements, |.5, 6.19.4.10 

Ethyl mercaptan, A.4.2.1, A.4.2.3 

Excess-flow valves, A.5.2.5.4, 5.7.4.1(C), 

5.7.4.2(A)(2), 5.7.4.2(H)(4), 

5.7.8.1(A). See alsu actuated liquid 

withdrawal excess-flow valves 

Cargo tanks, 9.4.2.4 

Characteristics, 5.7.4.5(4) 

Engine fuel container appurtenances, 
11.4.1.3 

Internal, [1.4.1.3 
Liquid LP-Gas transfer and, 7.2.3 
LP-Gas meters, 6.24,3.5 

Operation, 5.7.4.5(4), Exhibit 5.35 

Pressure regulators and, 5.7.4.1(F) 

Sizing, 5.7.8.1(H) 

System maximum design flow capacity, 
5.7.8.1(H) 

Vapor service cylinders, 6.19.2.] 

Vehicles, 6.23.7.3 

Exchange cylinders, 6.3.9 

Exhibitions 

Temporary use of cylinders inside build- 

ings for, 6.19.9.1 

2008 LP-Gas Code Handbook 

Exit access 

Cylinder storage not permitted in, 8.2.).3 

Expansion loops, 6.9.3.7 

“Explosion-proof” engines, 5.17.6 
Explosion venting, 10.1.!, 10.2.1.2 

Exterior bearing walls 

Fire resistance ratings, Commentary 

Table 6.3 

F 

Facilities of particular hazard, 13.3.1 

Factory-assembled risers, A.5.9.5(E), 

6.9.4.4(B) 

Farm carts, 3.3.43, 9.3.4, 9.5.2.6 

Farm equipment, A.1.3.2(6) 

Federal Aviation Administration (FAA), 

1.3.2(7), 11.1 

Fencing 

Secunty. 6.18.4.2(C) 

Field-assembled risers, A,5.9,5(E) 

Design-certified, 6.9.4.4(A) 

Materials, 6,9.4.4(B) 

Pressure testing, 6.9.4.4(A) 

Field welding, 5.2.1.6, 6.6.1.3 

Fifty (50) percent of perimeter, 6.3.8 

Filling methods 

Volumetric method filling, 3.3.22,1, 

5.7.3.1, 7.4.1, 7.4.3.1 

Weight method filling, 3.3.22.2 
Film (surface), 6.19.2.1 

Final Rule HM-220D, U.S. DOT, 5.2.2.2 
Fire Analysis Department, NFPA, 

6.25.3.2 

Fire damaged DOT cylinders, 5.2.1.2(D) 

Fire department response, 6.25 

Fire detection, A.3,3.23 

Fire extinguishers, 6.25.4.2. A.9.1.1(3) 

Class A rating, 8.5.2 

Class B rating, 8.5.2 

Class C rating, 8.5.2 

For cylinder storage locations, 8.5.2 
Fire fighters 

LP-Gas containers and, A.3.3.68 
Fire protection 

Defined, A.3.3.23, 6.25.3.1 

Emergency responders and, 6.25.2.1, 

6.25,2.2 

Incident response plans, 6.25.2.2 
LP-Gas storage containers, 6.25 

Planning, 6.25.2, 6.25.2.1 

Fire resistance ratings, 6.6.7.2, Commen- 

tary Table 6.3 
Point of transfer within buildings, 6.5.4.3 

Fire safety analysis, 6.25 

Authority having jurisdiction and, 

6.25.3.3 
Bulk plants, 6.25.3.2 

Emergency responders and, 6.25.3.3 

Emergency shutoff valves, 6.25,3.5 
High value occupancies and, 6.25.3.6 

Internal valves, 6.25.3.5 
Shutoff valves, 6.25.3.5 

Special protection and, 6.25.3.6 

For stationary installations, 4.3.1 

Total product control, 6.25.3.5 

Updating, 6.25.3.4 

“Fires at LP-Gas Bulk Plants” (NFPA, 

Fire Analysis Department), 
6.25.3.2 

Fire suppression, A.3.3.23 

Fire Test Committee, 6.25.5.1 

Firm foundation 
For cylinders, 6.6.2.1 

First-stage pressure regulators, 

A.1.3.2(6), Exhbit 3.11 
Functions of, 6.8.1.4 

High-pressure regulators and, 6.8.2 (D) 
Installation of, 6.8.1.3. 6.8.1.4 

LP-Gas vapor condensation and, 6.9.3.8 

Role of, 6.8.2 (B) 

Fittings 

Brazing. 5.9.4.1 

Compression type, A.5.9,5(D)(3) 
Flared. 5.9.4.2 

Fusion joints, A.5.9.5 

Mechanical. A.5.9.5(D)(1), Exhibit 5.48 
Metallic piping and tubing. 5.9.4 

Polyethylene and polyamide piping and 
tubing, A.5.9.5(D) 

Satety requirements, 9.4.3.2 
Fixed fill tines 

For rooftop propane tanks, 6.6.7.2. Ex- 
hibit 6.22 

Fixed maximum liquid level gauges, 
A.5.2.5.7, 5.7.5.7, Exhibit 5.40 

Cylinder size and, 5.7.4.1(H) 

Locations for, 5.7.5.7, Exhibit 5.42 

Flame effects displays, 6.19.10.5 
Flame failure protection 

For portable heaters, 6.19.2.8 

Flammable gases 

Backflow check valves and, 7.3.2.2(C) 

Dispersion of, 6.3.10, Exhibit 6.6 
Labels, 5.2.8(B), Exhibit 5.13 
LP-Gas liquid transfer and, 7.2.2.3 

Flammable liquids 

Class I, A.6.4,5.3 

Class IT, A.6.4.5.3 

Horizontal separation from containers, 

6.4.5.5 

In underground tanks, 6.4.5.7 
Flammable liquid storage containers 

Proximity of LP-Gas containers to, 

A.6.4.5,3 
Flammable vapor-air mixtures 

Ignition of, 10.1.1 

Flanged piping systems 
Gaskets for, 6.9.3.5 

Flared fittings, 5.9.4.2 

Flashover 

Of lightning currents, A.6.22.1.3 
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Flash points, A.6.4.5.3 

Flexible connectors, 3.3.25, 5.9.6.4(A), 

5.17.5.3, 6.9.6.2, A.9.1.1(3) 
Defined, 3.3.25 
Metallic, 6.8.1.3, 6.9.6.2 
defined, 3.3.25 
Minimum design pressure, 9.4.3.4 
Replacement of, 9.4.3.7 

Floor buffing machines, 5.7.3.5(1), 

11.13.1, 11.13.2.3(B), Exhibit 11.14 

Flotation devices, 13.2.3.5 

Flow capacity 
Of pressure relief valves, 5.7.2.7 

Flow-check mechanisms, 6.19.3.6(C) 

FM Global, 6.25.5.1 
Food-warming delivery vehicles, A.6.23.1 

Forge-welded containers, A.5.2.1.1 

Forklift trucks 
LP-Gas fueled, 11.12, Exhibit 11.13 
Overfilling prevention devices and, 

5.7.4. 1(E) 
Universal cylinders, 5.7.5.6(B)(2) 

Formal Interpretation 58-1, | 1.7.4.3 
Formal Interpretation 58-01-3, 5.12.4 

Formal Interpretation 58-04-01, 6.13 

Formal Interpretation 58-04-4, 6.25.3.1 
Formal Interpretation 79.1, 6.12.2 

Formal Interpretation 79.2, 6.| 2,2 

Formal Interpretation 89-3, 6.19.9. 1 
Formal Interpretation 95-1, 6.5.3 
Form RSPA F7100, A.14.4.3.1 
Foundations 

For cylinders, 5.2,3,3, 6.6.2.1 
Materials for, 6.6.2.1 

Noncombustible, 6.6.3.1, Exhibit 6.12 
Refrigerated containers, A.12.3.4.2, 

12.3.4.6 

FPN No. 1, A.6.22.2.2 
FPN No. 2, A.6.22.2.2 
Frozen ground containers, |.3.2(1) 

Fuel dispensers. See vehicle fuel dis- 
pensers 

Fusible plugs, 5.21.2.4, 11.4.1.7(B) 
ASME containers, 5.7.2.12 

Fusion joints, A.5.9.5 

G 

Galley stoves, A.1.3.2(8) 

Gas-air mixers, A.3.3.28, 5.21.8 

Defined, 5.21.8, 6.21.8 
High-pressure orifice, 5.21.8.6, Exhibit 

5.65 
Installation methods, 5.21.8.6 
Process air for, 5.21.8.6 

Ratio of gas to air, 6.21.8.4 

Venturi, 5.21.8.6 

Gas chromatographic analysis, A.4.2.3 
Gaseous hydrogen storage, A.6.4.5.8, 

6.4.5.9 

Gas grill cylinders 

Excess-flow valves, 6.19.2.1 

Overfilling prevention devices, 5.7.3 

Storage, 8.3.5 
Tampering protection, 8.2.1.1 
Transport of, 9.3.2.5 
Valves and connections, 7.2.2.6 
Verification of fitness of, A.5.2.1.1 
Warning labels, 5.2.8.4, Exhibit 5.16 

Gas grill fires, 5.7.3 

Gaskets, 5.7.1.3(D), 6.9.3.5 
Gas plants 

Application of NFPA 58 to, 1.3.1(3) 

Exclusion of, 1.3.2(2) 

Gas Processors Association (NPA), 

A4.2.3 
Gas safety, A.5.20.7 

Gas stations 
Separation of cylinders from gas or diese] 

fuel at, 8.4.1.1 
Gauge pressure, 3.3.6] 
Gear pumps, Exhibit 5.54 

Operation of, Exhibit 5.55 
General-purpose vehicles 

Defined, 11.1 

Engine fuel systems on, 11.1, 11.12 
Marking, 11.1 
Maximum container capacity, 11.3.5.1, 

Commentary Table I1.! 

General requirements, Chapter + 
General use containers, 5.2.1.6 

Glass-forming operations, A.1.3.2(5) 

Grass fires, 6.4.5.2 

Groundwater 

Undertank insulation and, 12.3.4.7 

Guidance Manual for Operators of 
Small LP-Gas Systems, The 

(PHMSA), 14.4.2.2 

H 

Half-buried containers, 6.6.6.2 
Half-cell meters, 6.16.2 

Handling, A.1.1 
Hazardous materials 

Cargo tank vehicles and, 9.4 
DOT container marking requirements, 

5.2.8(B) 
Marine terminals and, 13.3.1 
Placard requirements, 9.3.2.10 

Heaters 
Cylinder overheating and, 6.19.4.6 

Safety, 5.20.4 

Heat transfer fluids, 6.21.2.5 

Heavy construction requirements, 

10.2.1.2, Exhibit 10.1 
High-high-liquid level flow cutoff devices, 

12.4.1.7 
High-liquid level alarms, | 2.4.1.3. 

12.4.1.6 
High-pressure orifice gas-air mixers, 

5.21.8.6, Exhibit see5.65 
High-pressure regulators, 6.8.2 (D), 6.8.2 

(E) 

Functions, 6.8. ].4 

Installation, 6.8.1.4 
High value occupancies 

Fire safety analysis and, 6.25.3.6 

Holidays 

Corrosion and, 6.6.6.1(H) 

Horizontal ASME containers, 6.6.3.1 
Interconnected, overfilling, 6.6.3.2 

Horizontal cylinders 
Filling, 5.7.5.6(B)(2) 
Overfilling prevention devices and, 

5.7.3.5(2), 5.7.3.6 
Required markings, 5.7.3.6 

Hose, 5.9.6.1 

Agricultural applications, 5.9.6.4(D) 
Delivery, routing through buildings, 

6.5.1.4 
Design capacity, 5.9.6.4(B) 

“Dry,” 9.4.4.5(B) 
Failure, 9.4.3.7 

Inspection, 7.2.4.5 

Kinking. 7.2.4.5 
Length, 6.19.2.6 
Portable appliances, 6.20.3.3 

Pressure testing, 5.9.6.4(C), 7.2.4.5 

Protection against physical damage, 
6.20.3.8 

Replacement frequency, 9.4.3.7 

Restrictions, 6.9.3.9 

Stainless steel wire braid, 3.3.25.2, 
9.4.3.7 

Swivel end fittings, 7.2.4.5, Exhibit 

7.14 
Vehicular non-fuel LP-Gas systems, 

6.23.5.1(E) 
Wet, 9.4.4.5(B) 
Working pressure and, 5.9.6.4(A) 

Working pressure requirements, 6.19.2.6 
Hose connections, 5.9.6.4(A) 

Hose stream resistance, 6.25.5.1 

Hot air balloons, 1.3.2(7), 11.1 

Hydrocarbon vapors 

Low emission transfer, A.3.3.37 
Vapor pressure, 3.3.36 

Hydrogen containers 
Separation distance, A.6.4.5.8 

Hydrogen fuel 

For vehicles, 1.3.2(1 1) 

Hydrostatic pressure relief valves, 5.13.1, 
Exhibit 5.51 

For liquid LP-Gas piping, 5.9.1.4 

Operation of, 6.13 
Piping system design pressure and, 5.13.2 
Set point of, 5.13.1 

For vaporizing bumers, 5.21.5.10 
Hydrostatic pressure testing 
ASME containers, 5.2.1.2(B) 

I 

Ignition 

Prevention of. A.6.22.2.2 
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Ignition sources, 3.3.67, 6.22.2.5 

Controlling, 6.22 

Engine fuel containers and, 11.3.6.4 
LP-Gas transfer operations and, 

7.2.3.2(B), 7.2.3.2(C), 7.2.3.2(D) 
Recreational vehicles (RVs), 7.2.3.2(E) 

Immersion heaters, 5.21.6.6 

Immersion suits, 13.2.3.5 

Important buildings, 6.3.1 
impractical, 1.4.4 

“In attendance” 

During LP-Gas liquid transfer, 7.2.1.2 

Incident response plans, 6.25.2.2 

Incubators (farm equipment), A.1.3.2(6) 
Indirect-fired electric waterbath vaporiz- 

ers, 6.21.2, Exhibit 6.45 

Indirect-fired vaporizers, 5.21.2.1, 

$.21.2.2 

Atmospheric heat, 6.21.2.11 

Boilers as heat source for, 6.21.2.9, 
6.21.2.10 

Defined. 6.21.2 

Direct vaporizers vs., 6.21.2.4 

Ignition source and, 6.21.2 

Installation of, 6.21.2.9 
Phase separators and, 6.21.2.10 

Remote heat sources. 6.21.2 

Vapor discharge piping, 5.21.2.3 
Indoor trade shows 

Cylinder use for, 6.19.9.1 

Industrial containers 
Appurtenance requirements, 5.7.4.1, 

5.7.4.4 

Safety precautions, 7.2.3.5(B) 
Water capacity of, 5.7.4.2 

Industrial LP-Gas systems 

Liquid transfer, 6.17.5.3 

Industrial occupancies (plants) 
Atmospheric vaporizers, 6.21.2.12 

Containers owned by, A.5.2.1.1 

Cylinder storage, 8.3 
Cylinder warning labels, Exhibit 5.17 

LP-Gas storage facilities, 3.3.33 
Maintenance procedures, A.14.3 

Operating procedures, 14.2.1 

Operations and maintenance manuals, 

A.14.1.2 

Industrial truck containers 

Storage rack for, 8.4.1.4, Exhibit 8.3 
Industrial truck cylinders 

Overfilling prevention devices and, 

5.7.3.5(1), 5.7.4.1(E) 
Pressure relief valves, 5.7.2.13, 11.12.2.5 

Requirements for, 11.12.2 

Industrial trucks 

Atmospheric-type regulators, 11.13.2.1 
LP-Gas fueled, 11.12 
Propane fueled, 11.1 

Infrared heaters 

Cylinder overheating and, 6.19.4.6 

2008 LP-Gas Code Handbook 

Inlet openings 
Internal valves, 6.26.3.5 

In-line hygrometers, 7.4.1, Exhibit 7.16 
Inspections 

Container intemal components, 5.2.1.9 

Corrosion, 5.2.3.3 

Cylinders, 5.2.3.3 

Cylinders filled on site, 5.2.3 
Documentation of, 5.2.3.2, 5.2.3.3 

Hose, 7.2.4.5 

Pressure relief valves, 5.7.2.13 

Inspectors 
Third-party, 12.6.2 

Training and qualification of, 5.2.3.2 
Installation. See also container installa- 

tions; cylinder installations 

LP-Gas systems, Chapter 6 
Safety-enhancing equipment not required, 

A.6.1.3 
Institutional occupancies 
Maximum cylinder size. 6.19.7.2 

Insulation 
Containers, 6.25.5.1 

Corrosion caused by water trapped under, 
6.25.5.1, Exhibit 6.54 

Railroad tank cars, 6.25.5.1 

Integral full-capacity relief valves, 5.8.1.2 
Integral two-stage regulators, Exhibit 

3.12 

Operation of, 5.8.1.3 
Interchangeable aboveground-under- 

ground container assemblies, 
6.6.6.1 

Specifications for, A.6.6.6.1(D) 

Interconnected ASME containers 
Overfilling, 6.6.3.2 

Interior bearing walls 

Fire resistance ratings, Commentary 
Table 6.3 

Intermodal containers, Exhibit 5.6 

Defined, A.5.2.1.1 

Internal combustion engines, 5.17.6. See 

also engines 

At points of transfer, 7.2.3.2(A) 

Portable, 5.17.6, Exhibit 5.59 
Separation distance, 9.4.10, Exhibit 9.11 

Internal excess-flow valves, 1 1.4.1.3 

Internal pressure relief valves, A.3.3.74.4, 

Exhibit 3.15. See alsv pressure relief 
valves 

Bulk plant containers, 5.7.4.2 
Container size and. 5.7.4.3 

Design, 5.7.4. 1(A) 

Industrial containers, 5.7.4.2 
Industrial sizes, 5.7.4.2(D(2) 

Lever-operated, for flanged installation, 

Exhibit 5.31 
Lever-operated, for threaded installation, 

Exhibit 5.30 

Liquid inlet openings, 5.7.4.2(F)(2), 

5.7.4.5(6) 

Pneumatically operated, Exhibit 5.32 

As positive shutoff valves, 5.7.4.5(6) 

Pump pressure-operated, Exhibit 5.33 
Remote operating point, 5.7.4.2(G) 

Retrofit installations, 5.7.4.2(C), 

5.7.4.2(D)(2) 

Types, 5.7.4.2, Exhibit 5.30, Exhibit 5.31, 
Exhibit 5.32, Exhibit 5.33 

Internal valves 

Automatic shutoff capability, 6.4.3 
Cargo tanks, 9.4.2.4, Exhibit 9.10 
Fire safety analysis and, 6.25.3.5 

Remote shutoff capability, 6.4.3, 6.11.5 
For withdrawal and inlet openings, 

6.26.3.5 

Interstate Commerce Commission (ICC), 
A.5.2.1.1 

Intrinsically safe equipment 

Marine terminals, 13.2.3.3 

Isolating spark gaps, A.6.22.1.2 

J 

Jewelry operations, A.1.3.2(5) 

Joint efficiency 

Of refrigerated containers, 12.!.1.1 

Joint Industry Task Force on Propane 
Odorization, A.4.2.3 

K 

Key valves, A. 14.4.7 

Kilo-pascals, 3.3.61 

L 

Labeled, 3.2.4 

Labels 

DOT requirements, 5.2.8(B), Exhibit 5.13 

Latent heat of vaporization, 5.21 

Leakage 

Corrosion holes and, 6.6.6.1(H) 

Piping system service limitations and, 
6.9.1 

Safety considerations, 6.8.1.4 

Testing, 6.14.1, 14.4.8.2 

Underground containers, A.6.6.6.1(F)(2) 

Leak reports, 14.4.9.1 
Leak surveys, 14.4.12.4 

Leased containers, A.5.2.1.} 

“Length-of-stain” tube tests, A.4.2.3 
Lever operated internal valves 

For flanged installation, Exhibit 5.31 
For threaded installation, Exhibit 5.30 

Life Safety Code Committee, 8.4.1.1 

Lifting lugs, 5.2.4.3(E), 9.6.2.2 
Lightning conductors, A.6.22.1.2 

Lightning protection, A.6.22.1.2 
Lightweight construction requirements, 

£0.2.1.2, Exhibit 10.1 

Line of adjoining property, 6.3.1, Exhibit 
6.1 

Line pressure regulators, 6.8.1.10 
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“Liquid full,” 3.3.58, 7.4.2.2 
Liquid inlet openings 

Internal pressure relief valves in, 
5.7.4.2(F)(2), 5.7.4.5(6) 

Options for, 5.7.4.2(H)(4) 

Liquid level gauging devices 
Fixed maximum, 5.7.5.7 

Float type, variable, Exhibit 5.39 
Identifying, 5.7.8.5(B) 
Rotary type, variable, Exhibit 5.38 
Variable, 5.7.5.7, 5.7.5.8 

Liquid LP-Gas 
Devices preventing return of, 6.21 
Gas release during liquid transfer, 7.1.2, 

Chapter 7 
Piping into buildings, 6.19.12.1, 

6.19.12.2(J) 
Pressure limitations, 6.19.1.2(D) 

Liquid LP-Gas piping, 5.9.1.4 
Hydrostatic pressure relief valves for, 

5.9.1.4 

Material requirements, 6.9.1.3 

Requirements, 6.19.2.5 
Restrictions of use of, 6.9.1 

Liquid meters, 5.17.5.1 

Liquid propane 

Pressurized, 6.4.5.12 

Liquid transfer, Chapter 7 
ASME container filling, 7.2.2.2 
Bulk plants, A.3.3.10, 6.17.5.3 
Compressed air or gas prohibited for, 

6.18.2 
Compressor method, 7.2.3, Exhibit 7.6 

Container filling, 7.2.2.2, 7.2.2.7, Exhibit 

7.2 
Cylinder filling, 7.2.2.2 
Determining container code-compliance, 

7.2.2.7 
Excess-flow check valves and, 7.2.3 
Flammable gas mixtures and, 7.2.2.3 

Gas release during, 7.1.2, 7.2.1.2, Chap- 

ter 7 

Hose inspection, 7.2.4.5 
Ignition sources and, 7.2.3.2(B), 

7.2.3.2(C), 7.2.3.2(D) 
Industrial systems, 6.17.5.3 

Internal combustion engines and, 
7.2.3.2(A) 

LP-Gas capacity and, 7.4 
Mobile railcar unloading systems, 

6.18.2.3(C), Exhibit 6.39 
New unused cylinders, 7.2.2.6 

Nonrefillable (disposable) cylinders, 

7.2.2.6, 7.2.2.8 
Operating procedures, 14.2.1.1 
Portable compressors, 6.17.3.5, Exhibit 

6.36 
Pressure differential gravity method, 

7.2.3, Exhibit 7.4 
Pump method, 7.2.3, Exhibit 7.5 

Purging, 7.3.2.2(C) 

Qualified persons in attendance during, 
7.21.2 

From railcars to cargo tank trucks, 

6.18.2.3(C) 
Redundant seals and, 7.2.2.5 

Remote shutoff, 6.18.2.4(C) 

Transfer system operations, 7.2.3 
Venting LP-Gas to atmosphere, 7.3.1 

Liquid traps 
Compressors, 5.17.3.3, Exhibit 5.57 

Liquid withdrawal fittings, 6.6.1.1 
Liquid withdrawal lines, 5.7.4.2(B), 

5.7.4.2(C) 
Liquid withdrawal valves, 6.6.1.1 
Listed, A.3.2.1, A.3.2.5 
Locking devices, 6.18.4.2(C) 
Lock out/tag out procedures, 6.17.2.3(D) 

Louvers 
Motor vehicles with LP-Gas systems, 

6.23.4.2(E) 
Low emission transfer, A.3.3.37 

Engine fuel systems, 11.4.1.6 

Nozzle, Exhibit 6.55 
Overfilling prevention, 6.26.5.2(F), 

14.115 
Requirements, 6.26.5.1(D) 
Separation distance and, 6.26.5 

LP-Gas 
Anhydrous ammonia contamination and. 

A4.5 
Burning with oxygen, A.1.3.2(5) 

Cloud ignition, 6.25.4.2 

High-pressure piping for industrial appli- 

cations, A.6.9.1.2 

Ignition source control, 6.22 

As material of trade, A.1.1 
Odorization, 4.4.2.1, 4.2.2, 5.2.8.5, 

14.4.5 
Portable cooking appliances, 6.19.8.3 

Preventing ignition of, A.6.22.2.2 

Refrigerant, 1.3.2(9) 
Technical Committee on Liquefied Petro- 

leum Gases, 8.3.1 

Transferring directly from railcars to 

cargo tanks, 4.3.3 
Transferring into containers, A.3.3,37 

Transport of, A.1.1 

Vapor pressure, 3.3.36 
Venting to atmosphere, 7.3.1 
Waming labels, 5.2.8.4 

“LP-Gas: Emergency Planning and Re- 
sponse,” 6.25.2.2 

LP-Gas Committee, 8.4.1.1 

LP-Gas committee, 6.6.6.1(H) 

LP-Gas containers. See containers 
LP-Gas detectors 

Portable, 13.2.3.1, Exhibit 13.3 

LP-Gas distribution facilities, Chapter 10 
Attached structures, 10.3.1 

Buildings constructed before 1972, 10.1.2 

Common walks, 10.3.1 

Construction of rooms within structures, 

10.3.2 
Heavy construction, 10.2.1.2, Exhibit 

10,2 
Lightweight construction, 10.2.1.2, Ex- 

hibit 10.1 

Locations for, 10.2 
LP-Gas industry, A.1.1 

LP-Gas installations, Chapter 6 

Container locations, 6.2 

Rural and urban areas, 6.4.1 

Separation distances, 6.3 
LP-Gas liquid transfer. See liquid transfer 

LP-Gas-powered vehicles, 6.4.1 

Point of transfer, 6.5.4.1 

LP-Gas propellants, 10.1.1 

LP-Gas railroad tank cars 

BLEVEs from, A.3.3.68 

LP-Gas storage facilities 

Accidents, 6.12 

LP-Gas systems 
Mounted on motor vehicles, A.6.23.1. 

6.23.2, 6.23.3.3 
LP-Gas transportation, Chapter 9 

History of, Chapter 9 

LP-Gas vapor 
Accumulation of, 10.2.1.4 

Activating remote shutdown with, 

A.6.10(3) 
Burring off, 7.3.2.2(C), Exhibit 7.15 

Condensation of, 6.9.1.1 

Condensation temperature, 6.9.3.8 

Maximum pressure, 6.9.1.1 
Pits, sumps and sewers and, 6.21.3.2 

Recondensation, 6.8.1.3 

LP-Gas vapor piping, Exhibit 15.1 

Discharge piping, 6.9.3.4 

Sizing, 6.9.2.2 
Working pressure design, 6.9.3.3 

M 

Magnetic gauges, 3.3.29.4 
Maintenance. See operations and mainte- 

nance 
Maintenance contractors, 14.3.1.3 

Maintenance manuals, 14,3.2.5 

Maintenance procedures, A.14.3, 14.3.1.4 

Maintenance records, 14.3.2.5 

Major renovation, 6.19.4.2 

Mandatory references, 2.1 

Mandatory requirements, 2.1 

Manifold containers 
First-stage regulators, 6.8.1.3 

Overfilling, 6.6.3.2 

Manifold cylinders 
Adjacent to buildings, 6.3.6, Exhibit 6.3 

Manifolded LP-Gas systems 
Installed on different floors from heaters, 

6.19.4.9 

2008 LP-Gas Code Handbook 
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Maximum pressure, 6.19.4.8 Metal alloys Nameplates for, A.5.2.8.3 
Separation of, 6.19.4.8 Brazing, 5.9.4.1 Partially buried, 6.6.6.2, A.6.6.6.3(1) 

Manual shutoff valves, A.5.2.5.4, 11.4.1.3 Melting points for, Commentary Table Separation distances, 6.3.4, 6.3.4.1, 
Manufactured homes, A.5.20.6, 6.23.2 6.4 6.4.4.5, 6.26.2.3 

Point of transfer hazards, 6.5.3 Metallic connectors, 3.3.25, 6.8.1.3, Special protection, 6.6.6.3, A.6.6.6.3(1), 
Marine terminals, 1.3.1(3), 13.2.1, Chap- 6.9.6.2, 6.17.2.2 Exhibit 6.20 

ter 13, Exhibit 1.1, Exhibit 13.1 Metallic fittings, 6.9.3.7 Mounding materials, A.6.6.6.3(1) 
Cargoes of particular hazard, 13.3.1 Metallic piping Movable fuel storage tenders, 9.5.2.6 
Electrical equipment, 13.2.2 
Emergency procedures manuals, 13.4.3 
Facilities of particular hazard, 13.3.1 

Flammable liquids handling, 13.2.3, Ex- 
hibit 13.2 

Flotation devices, 13.2.3.5 
Immersion suits, 13.2.3.5 

Intrinsically safe equipment, 13.2.3.3 
Lighting, 13.2.1.9(5) 
Location, 13.2.3 

Medical first aid equipment, 13.2.1.13 
Mooring equipment, 13.2.1.8 
Pipeline protection, 13.3.1 
Portable LP-Gas detectors, 13.2.3.1, Ex- 

hibit 13.3 
Refrigerated facilities, 14.2.1.4 

Security, 13.2.1.7 

US. DOT regulations, !.3.1(3) 

Markings 

Direct-fired vaporizers. 5.2.3.1 

DOT requirements, 5.2.8(B), Exhibit 5.14 
Horizontal cylinders, 5.7.3.6 

Underground containers, 6.6.6.1 
For variable liquid level gauges, 5.7.5.8 
Water capacity, 9.3.2.1 

Mass meters, 5.17.5.1 

Material of trade, A.1.1 

“Maximum allowable quantities,’ 8.3.1 

Maximum allowable working pressure 
(MAWP), 5.21.2.1 

For ASME containers, 5.2.4.2 

Metallic piping, 6.9.3.3 

For mobile fuel containers, A.5.2.4.4 
Waterbath vaporizers, 5.21.6.1 

MC-331 cargo tank vehicles, A.9.1.1(3), 

9.4.4, Exhibit 9.1 
Means of egress, 8.4.1.1 

Mechanical fittings, A.5.9.5(D)(1), Exhibit 
5.48 

Mechanical ventilation systems 

As building openings, 6.3.7 
Inlet blockage, 10.2.2 
Reliability of, 10.2.2 

Medical first aid equipment 

Marine terminals, 13.2.1.13 
Mega-pascals, 3.3.61] 
Melting points 

For metals and alloys, 6.7.2.15, Commen- 

tary Table 6.4 
Mercantile occupancies 

Cylinder storage, 8.3 
Merriam-Webster’s Collegiate 

Dictionary, 3.1 

2008 LP-Gas Code Handbook 

Burial depth, 6.9.3.12 

Expansion loops for, 6.9.3.7 
Lightning protection, A.6.22.1.2 
Maximum allowable working pressure 

(MAWP), 6.9.3.3 
Protection of, 6.9.3.12 
Rules of, A.6.9.3.1 

Metallic tubing, 6.9.3.12 

Meters 

Calibration, 6.17.5.3 

Differential back pressure valves, 
6.24,3.5, Exhibit 6.51 

Excess-flow valves, 6.24.3.5 

Field calibration, 5.17.5. 1 

Half-cell, 6.16.2 

In-line hygrometers, 7.4.1, Exhibit 7.16 

Liquid, 5.17.5.1 
Mass, 5.17.5.1 

Positive displacement, 5.17.5.! 
Positive displacement liquid, 5,17.5.1. 

Exhibit 5.58 
Turbine, 5.17.5.1 

Type approval, 5.17.5.1 

Ultrasonic, 5.17.5.1 

Vapor, 5.17.5.1 
Vehicle-mounted systems, 5.17.5. 1 

Metric units of measurement, 3.3.6! 

Mexico 

Container installations, 6.4.1 
Propane pump discharge pressures, 5.17.2 

Michigan Dept. of Labor & Economic 
Growth, 6.23.3.5 

Milford, CT, cylinder valve fire, 7.2.2.5 

Minor renovations, 6.19.4.2, 6.19.5.2 

Mobile containers 

Defined, 3.3.41, 6.23.3.1(F) 
Design pressure, 6.23.3. 1(F) 

Maximum allowable working pressure 
(MAWP) for, A.5.2.4.4 

Mobile homes. See manufactured homes 
Mobile railcar unloading systems, 

6.18.2.3(C), Exhibit 6.39 
Modified hydrostatic test method, 5.2.2.2 

Monitor nozzles, 6.25.5.3 

Mooring equipment, 13.2.1.8 
Motor carrier safety regulations, 9.4 
Motor vessels, A.1.3.2(8) 

Mounded containers 

Bottom connections, A.6.6.6.3(1) 

Corrosion protection, 6.6.6.1, 6.6.6.3, 
A.6.6.6.3(4), 6.16.2 

Defined, 3.3.42 
Installation of. 6.6.6.3 

Multifamily buildings 

Cylinders in, 6.19.11.2, Exhibit 6.42 
Multi-fuel appliances, 5.20.2 

Multipurpose passenger vehicles, 3.3.46 

N 

Nameplates, A.5.2.8.3, Exhibit 5.15 

ASME engine fuel containers, 11.3.4(B) 
For buried or mounded tanks, A.5.2.8.3 

Containers, A.5.2.8.3, Exhibit 5.15 
Corrosion and, A.5.2.8.3 

Missing, A.5.2.8.3 

Refrigerated containers, 12.2.2 

National Board Inspection Code (NBIC), 

5.2.1.6 

National Board of Boiler and Pressure 

Vessel Inspectors, 6.6.1.3 
National Board of Fire Underwriters, 

Chapter 9 

National Board “R” Stamp, 5.2.1.6, Ex- 
hibit 5.8 

National Bottled Gas Association, 3.3.48 

National Conference on Weights and 

Measures (NCWM), 5.17.5.1 

National Fire Protection Association 
Official Definitions, Chapter 3 
Standards Council, 7.2.2.2, 8.4.1.1 

National Fire Protection Association 
(NFPA) 

Fire Analysis Department, 6.25.3.2 
As standards-developing organization, 

3.3.3 

National Geographic, A.4.2.3 

National Institute of Standards (NIST) 

Handbook 44, 5.17.5.1 

National LP-Gas Association, 3.3.48 

National Pipe Thread (MNPT), 5.13.1 
National Propane Gas Association 

(NPGA), 3.3.12, 6.25 
Defined, 3.3.48 
Membership, 3.3.48 

Technology and Standards Committee, 
3.3.48, A.3.3.68 

National Type Evaluation Program 

(NTEP), 5.17.5.1 

NBFU 59, Regulations for the Design, 

Construction, and Operation of Au- 

tomobile Tank Trucks and Tank 
Trailers for the Transportation of 

Liquefied Petroleum Gases, Chapter 
9 

NEMA 7 liquid-level switches, 5.17.3.3 
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NFPA 10, Standard for Portable Fire Ex- 

tinguishers, 2.1, 6.25.4.2, 8.5.2, 

14.3.3.4 
NEPA 15, Standard for Water Spray Fixed 

Systems for Fire Protection, 

6.25.5.2 
NFPA 30, Flammable and Combustible 

Liquids Code, A.6.4.5.3, 6.4.5.7, 

6.26.5, 12.5.4, Chapter 13 

NFPA 30-2003, Flammable and Com- 

bustible Liquids Code, A.6.22.2.2 

NEPA 30A, Code for Motor Fuel Dispens- 
ing Facilities and Repair Garages, 

1.3.2C11), 3.3.20, 6.5.3, 6.24, 

6.24.4.1 
NFPA 30B, Code for the Manufacture and 

Storage of Aerosol Products, 

1.3.2(4), 10.1.1 
NFPA 37, Standard for the Installation 

and Use of Stationary Combustion 

Engines and Gas Turbines, 6.6.7 

NEPA 45, Standard on Fire Protection for 

Laboratories Using Chemicals, 

6.19.7.2 
NFPA 50, Standard for Bulk Oxygen Sys- 

tems at Consumer Sites, A.6.4.5.8 

NEPA 50A, Standard for Gaseous Hydro- 

gen Systems at Consumer Sites, 

A.6.4.5.8 
NFPA 51, Standard for the Design and In- 

stallation of Oxygen-Fuel Gas Sys- 

tems for Welding, Cutting, and 

Allied Processes, A.1.3.2(5) 

NFPA 51B, Standard for Fire Prevention 

During Welding, Cutting, and Other 

Hot Work, 6.22.3.4, 7.2.3.2(C) 
NFPA 52, Liquefied Petroleum Gas Piping 

and Appliance Installations in 

Buildings, A.1.3.2(6) 

NFPA 54, National Fuel Gas Code, 

A.1.3.2(6), 5.7.8.3, 5.8.1.2(3), 

5.9.1.2, 6.8.1.10, A.6.9.1.1(4), 

6.9.2.2, 6.14.1, 6.14.2, 6.19.8.1, 
6.23.7.5, Chapter 15, Exhibit 1.2 

NFPA 55, Standard for Storage, Use, and 

Handling of Compressed Gases and 

Cryogenic Fluids in Portable and 

Stationary Containers, Cylinders, 

and Tanks, A.6.4.5.8, 6.4.5.9 

NFPA 58, Liquefied Petroleum Gas Code, 

A.1.3.2(6), Chapter ! 

Application, 1.3, 1.3.1(2) 

Enforcement, 1.7, Chapter | 

Equivalency, 1.5 

Retroactivity, |.4 

Scope, A.1.1, Exhibit 1.2 

U.S. Dot regulations and, A.1.1, 1.3.1(2) 

NFPA 58-2004, Liquefied Petroleum Gas 

Code, A.6.22.2.2 

NFPA 59, Utility LP-Gas Plant Code, 
1.3.2(3), 5.21.6, Chapter 12, Chapter 

13 
NFPA 594A, Standard for the Production, 

Storage, and Handling of Liquefied 
Natural Gas (LNG), Chapter 13 

NFPA 68, Standard on Explosion Protec- 
tion by Deflagration Venting, \0.1.1, 

10.2.1.2, Chapter 10 

NFPA 70, National Electrical Code, 

6.9.3.15, 6.21.6.1, 6.22, A.6.22.2.2, 

13.2.3.3 
NFPA 77, Recommended Practice on Sta- 

tic Electricity, A.6.22.1.3, 7.3.2.2(C) 
NFPA 85, Boiler and Combustion Systems 

Hazards Code, 6.21.2.6 

NFPA 101, Life Safety Code, 3.3.33, 
6.19.7.2, 8.2.1.3. 8.3. 8.4.1.1 

NFPA 160, Standard for the Use of Flame 

Effects Before an Audience, 

6.19, 10.5 
NFPA 220, Standard on Types of Building 

Construction, 6.6.7 

NFPA 290, Standard for Fire Testing of 

Passive Protection Materials for 

Use on LP-Gas Containers, 6.25.5.1 

NFPA 302, Fire Protection Standard for 

Pleasure and Commercial Motor 

Craft, A.1.3.2(8), 11.1 
NFPA 407, Standard for Aircraft Fuel 

Servicing, 6.6.7 

NFPA 501, Standard on Manufactured 

Housing, A.5.20.6 

NFPA 501B, Standard for Mobile Homes, 

6.23.2 
NFPA 505, Fire Safety Standard for Pow- 

ered Industrial Trucks Including 

Type Designations, Areas of Use, 

Conversions, Maintenance, and Op- 

erations, 11.12 

NFPA 780, Standard for the Installation 
of Lightning Protection Systems, 

A.6.22.1.2, A.6.22.1.3 

NFPA 1192, Standard on Recreational Ve- 

hicles, 1.3,2(10), A.5S.2.4.4, 

A.5.20.6, 6.23.2, 6.23.9.2, 

11.7.1.3 
NFPA 5000, Building Construction and 

Safety Code, 3.3.33, 8.3.1, Chapter 

10 
Noncombustible foundations 

Installation of ASME containers on, 

6.6.3.1, Exhibit 6.12 
Noncomplying containers 

Notification of owners, 7.2.2.1 

Nondestructive test methods 

ASME containers, 5.2.1.2(B) 

Nonferrous materials, | 2.1.1.4 

Nonrefillable cylinders 
Filling, 7.2.2.8 

Storage in restaurants, 8.3 

Valve outlet seals and, 7.2.2.6 
Nonventing liquid level devices, 

6.26.5.2(F) 

Normal fluids, A.6.9.3.1 

NOT ODORIZED marking, 5.2.8.5, Ex- 

hibit 5.18 
Nylon piping. See polyamide (PA) piping 

oO 

Occupiable structures, 6.8.1.6 

Odorator, A.4.2.3 

Odor fade, A.4.2.3 

Odorization, A.4.2.1, 4.2.2, 14.4.5 

NOT ODORIZED marking, 5.2.8.5, Ex- 

hibit 5.18 
Restrictions on use of, 5.2.8.5 
Unodorized propane, 5.2.8.5 

Office of Pipeline Safety (OPS), A.14.4, 

A.14.4.3.1 
One-call notification system, 14.4.2.2 

One-pound cylinders, A.6.19.9.3 

One-stage pressure regulation systems, 

5.8.1.1 
Open-bodied vehicles 

Cylinder transport, 9.3.2.5 

Open delivery trucks 
Portable container transport, 9.3.2.1, Ex- 

hibit 9.4 
Operating procedures, !4.2.1 

Content, 14.2.2.2 

Location, 14.2.1.5 

Operations and maintenance, Chapter 

14 
Consumer education, 14.4.13.1 

Dew point, 14.4.11.3 

Gas leak reports, 14.4.9.1 
Key valves, A.14.4.7 

Leak surveys, 14.4.12.4 

Leak testing, 14.4.8.2 

LP-Gas liquid transfer, 14.2.1.1 

Maintenance contractors, 14.3.1.3 

Maintenance manuals, 14,3.2.5 

Maintenance procedures, A.14.3, 14.3.1.4 

Maintenance records, [4.3,2.5 

Manuals, A.14.1.2 

Odorization, 14.4.5 

Operating procedures, 14.2.1, 14.2.1.5, 

14.2.2.2 
Operator qualification, 14.4.10.1 

Refrigerated LP-Gas storage systems, 

14.2.1.4 

Retroactivity, A.14.! 

Vaporizers, 14.2.1.3 
Operations & Maintenance Handbook 

CD-ROM, Chapter 14 
Operator qualification, 14.4.10.1 

Outage gauges, 3.3.29.2 

Outdoor appliances 
Overfilling prevention devices for, 5.7.3 
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Commentary Index 585 
  

Outside cylinder storage Oxygen containers, A.6.4.5.8 Aboveground, 6.9.3.10 
Cabinets, 8.4.1.1, Exhibit 8.2 

Distance to doorways or openings, 

8.4.1.1 

Separation distances to building open- 
ings, 8.4.1.1 

Separation distance to construction work, 
8.4.1.3 

Separation distance to dispensing sta- 
tions, 8.4.1.3, 8.4.1.4 

Outside surface 

Direct-fired vaporizers, 5.21.3.1 
Overfilling 

ASME containers, 6.6.3.2, 6.6.3.3, 

6.6.7.2 

ASME engine fuel containers, 11.4.1.13 
Cylinders, 5.7.3 

Interconnected horizontal ASME contain- 

ers, 6.6,3.2 
Low emission transfer, 6.26.5.2(F), 

11.4.1.15 

Manifold containers, 6.6.3.2 
Portable cylinders, A.7.4.4 

Purging and, 7.3.2.2(C) 

Refrigerated containers, 12.4 
When permitted, 7.4.1 

Overfilling prevention devices (OPD), 

5.7.3, 6.26.5.2(F). Exhibit 3.8, Ex- 
hibit 5.29 

ASME engine fuel containers, 11.41.13. 

L14.1.15 

Checking, before filling cylinders, 7.2.2.7 

Cylinders, 5.7.3, 7.2.2.7 

Cylinder size and, 5.7.4.1(G) 

Cylinder valve restrictions, 5.7.3.4 
Defined, 3.3.49 

Forklift trucks, 5.7.4. 1(E) 

Gas grill cylinders, 5.7.3 

Horizontal cylinders and, 5.7.3,5(2), 

5.7.3.6 
Industral truck service cylinders and, 

5.7.3.5(1), 5.7.4. 1(E) 
Outdoor appliances, 5.7.3 

Portable propane cylinders, 5.7.3.1 

Propane cylinders. 5.7.3, 5.7.3.1 
Purging and, 7.3.2.2(C) 
Retrofit provisions, 5.7.3.2 

UL listing, 5.7.3.1 

Welding cutting gas service and, 

5.7.3.5(1) 
Overpressure, 5.8.1.2 
Overpressure protection 

Methods, 5.8.1.2 

2 psi regulator systems, 5.8.1.1! 

Two-stage pressure regulation systems, 

6.8.1.8, 6.8.2 (G) 
Overpressure shutoff devices, 3.3.50, 

5.8.1.2 
Owners 

Notifying of noncomplying containers. 

7.2.2.1 

2008 LP-Gas Code Handbook 

Oxygen-fueled gas systems, A.1!.3.2(5) 
Oxy-propane torches, A.1.3.2(5), A.6.4.5.8 

P 

Parking regulations, 9.7. 9.7.2.4, 9.7.3.5, 
Exhibit 9.15 

Pascals (Pa), 3.3.61 

Passenger vehicles. See also vehicles 

Cylinder valve fire, 7.2.2.5 

Engine fuel container installation in, 

11.8.1.5 

Grill cylinder transport in, 9.3.2.5 

Maximum container capacity, 11.3.5.1, 
Commentary Table 11.1 

Multipurpose, 3.3.46 
Propane systems, 11.1, Exhibit 11.1 

Passive cathodic protection systems, 
6.16.2 

Passive transport shutdown systems, 

5.7,.8.1(A). 7.2.3.9, Exhibit 7.13 
Patio heaters, 6.20.2.2, 6.20.2.3 

“Peak shaving” installations, A.3.3.28 

Performance requirements 

Vehicle impact protection. 6.6.1.2 
“Permanently” installed cylinders, 

A.5.2.1.1 
Permitted, 3.3.52 

Personnel qualifications, A.4.4, Commen- 

tary Table 4.1 

Field welding, 6.6.1.3 
Training, A.4.4 

Welding, 6.9.3.2 

Petrochemical plants 

Application of NFPA 58 to, 1.3,1(3) 

Exclusion of, 1.3.2(2) 

Phase separators, 6.21.2.10 
“Piggyback” regulators, 5.8.1.3. See also 

integral two-stage regulators 

Pigtail, 6.6.2.2, 6.8.1.3 
Pilot-operated pressure relief valves, 

5.7.2.4(A), 5.7,2.4(B), Exhibit 5.24 
Closed position, 5.7.2.4(B), Exhibit 5.25 

Open position, 5.7.2.4(B), Exhibit 5.26 
Pilot plant, 1.3.2(4) 

Pinhole corrosion, 6.6.6.1(H) 

Pipeline and Hazardous Materials Safety 

Administration (PHMSA), A.14.4, 
14.4.2.2 

Pipeline systems 

One-call notification systems, 14.4.2.2 

Regulation of, A.1.3.1(4) 

Pipeline terminals 

Filling cargo tank vehicles at, 7.1.2, Ex- 

hibit 7.1 
Piping. See alsv discharge piping; liquid 

LP-Gas piping; LP-Gas vapor pip- 

ing; metallic piping; polyamide (PA) 

piping; polyethylene (PE) piping: 

PVC piping; underground piping 

Agricultural applications, 5.9.1.2 

Brazing, 5.9.4.1 
Connecting, 6.6.2.2 

Between container and second-stage reg- 
ulator, 5.9.1.2 

Corrosion protection, 6.9.3.14 

Defined, 5.9 

Electrical wiring in same trench with, 

6.9.4.6(B) 
Fittings for metallic piping and tubing. 

see5.9.4 

Flashover of lightning currents on. 

A.6.22.1,3 
Leakage, 6.9.1 

Leak testing, 6.14.1 

Lightning protection, A.6.22.1.2 
Liquid LP-Gas, 5.9.1.4 
Material limitations, 6.9.1.1 

Operating pressure requirements, 9.4.3.3 

Plastic, 5.9.3.2 

Pressure limitations, 5.9.4 

Pressure testing, 6.14.2 

Prohibited as grounding electrode. 

6.9.3.15 

Redundant fail-safe product control 
measures (RFPCM). 6.26,4.3(C) 

Retrigerated storage systems. [2.1.1.5 
Safety requirements, 9.4.3.2 
Service limitations, 6.9. | 

Sizing methods, Chapter 15 

Sizing tables, Chapter 15, Commentary 
Table 15.2, Commentary Table 15.3. 
Commentary Table 15.4 

Snowfall and, 6.15 

Vehicular damage protection, 6.9.3.10 
Vehicular liquid LP-Gas installments, 

6.23.5.1 

Placards, 9.3.2.10, Exhibit 9,5 
Plant transport unloading areas 

Safety devices, 6.12 

Plastic pipe and tubing, 5.9.3.2 
Pneumatic valves, 5.12.4 

Emergency shutoff, 6.12, 6.12.5, Exhibit 

6.29, Exhibit 6.31 

Internal pressure relief, Exhibit 5.32 

Points of transfer, Exhbit 3.9 

In buildings, 6.5.4.1, 6.5.4.3 

Defined, 3.3.54 

Distance requirements, 6.5.3, Exhibit 

6.10 

Fire resistance rating and, 6.5.4.3 
Hazards, 6.5.3 

Internal combustion engines, 7.2.3.2(A) 

LP-Gas-powered vehicles, 6.5.4.1 

Portable containers. 6.5, Commentary 

Table 6.2 

Separation distances, 6.5.4.2 

Stationary containers, 6.5, Commentary 

Table 6.2 

Vehicle fuel dispensers, 6.24 
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POL connectors, 6.6.2.2 

POL valves, 6.19.3.6(C) 

Polyamide (PA) piping, 3.3.2, 5.9.3.2, 

A.5.9.5.5 
Burial depth, 6.9.4.2 
Expansion and contraction of, A.6.9.4.5 

Installation, 6.9.4 
Mechanical fittings for, A.5.9.5(D)(3) 

Protecting with steel pipe, 6.9.4.9 

Repairing, 6.9.4. 13 
Restrictions on use of, A.5.9.5(D)(3), 

6.9.1.1, 6.9.4.1 

Risers and, A.5.9.5(E) 

Tracer wire or pipe for locating, 

6.9.4.6(B) 
Valve boxes for, 6.9.5.1 
Vault installation, 6.9.4.7 

Polyethylene (PE) piping, 3.3.2, 5.9.3.2 

Burial depth, 6.9.4.2 
Expansion and contraction of, A.6.9.4.5 

Installation, 6.9.4 

Mechanical fittings for, A.5.9.5(D)(3) 

Prohibited from indoor use, 6.9.4, 1 

Protecting with steel pipe. 6.9.4.9 
Repairing, 6.9.4.13 

Restrictions on use of, A.5.9.5(D)(3), 

6.9.1.1 

Risers and, A.5.9.5(E) 

Tracer wire or pipe for locating, 

6.9.4.6(B) 
Valve boxes for, 6.9.5.1 
Vault installation, 6.9.4.7 

Portable appliances 

Butane, A.6.19.9.3 
Cylinders for, 8.2.1.2, Exhibit 8.1 

Hose length for, 6.20.3.3 

Propane, A.6.19.9.3 

Two-stage regulation and, 6.8.2 (C) 

Portable compressors, 5.17.3.4 

Liquid transfer, 6.17.3.5, Exhibit 6.36 
Vapor recovery, 6.17.3.5, Exhibit 6.36 

Portable container appurtenances 

Physical damage protection, 5.2.6.2(C) 

Portable containers 

ASME, 9.3.2.1 
As cargo tanks, 9.3.3.8 

Container location, A.6.5.1 

DOT 51, 9.3.3, Exhibit 9.6 

Farm carts, 9.3.4 

Filling, 6.5 
“Full framework,” 5.2.7.3 

Integrity of, 6.6.5.4 

Maximum size, 9.3.2.1 

Open delivery truck transport of, 9.3.2.1, 
Exhibit 9.4 

Point of transfer, 6.5, 6.5.3, Commentary 

Table 6.2 

Stationary installations, 6.6.3.7 

Temporary installations, 6.6.5.4 
Transportation of, 9.3.3, Chapter 9 

Portable cooking appliances 
Butane, 6.19.9.4, Exhibit 6.40 
Designed weakness points in cylinders 

for, 5.7.2.3 

Listed butane cylinders for, 6.19.9.4, Ex- 

hibit 6.41 
LP-Gas for, 6.19.8.3 

Prohibition of, A.6.19.9.3 
Removal after use, 6.19.8.3 
Restaurant use of, 8.3 

Portable cylinders 
CGA 791 and 810 connections, 7.2.2.6 
DOT/TC cylinders, A.5.2.1.1 

Maximum size, 9.3.2.1 

Overfilling, A.7.4.4 

Propane capacity, 5.2.8.4 
Tampering protection, 8.2.1.1 

Warming labels, 5.2.8.4 
Portable heaters 

Electronic ignition, 6.19.2.8 
Flame failure protection, 6.19.2.8 

Pilot lights, 6.19,2.8 
Safety of, 5.20.4 

Structural] support restrictions, 6.19.2.8 
Portable internal combustion engines, 

5.17.6, Exhibit 5.59 
Portable LP-Gas detectors, 13.2.3.1, Ex- 

hibit 13.3 

Portable tanks 

Defined, 3.3.57 

DOT design specifications, 6.6.3.8 

Positive closure, 5.7.4.5(1) 

Positive displacement liquid meters, 

5.17.5.1, Exhibit 5.58 
Positive displacement meters, 5.17.5.! 
Positive displacement pumps, 5.17.2, Ex- 

hibit 5.52 
Bypass for, 6.17.2.3(D), Exhibit 6.34 

Positive shutoff valves, 5.7.4.1(C), 

5.7.4.2(F)(2), 5.7.4.2(H)(4), 
5.7.4.5(6) 

Pump bypass return, 9.4.4.3 

Positive suction head, 6.17.2.3(D) 

Pounds per square inch (psi), 3.3.61 

Powder coatings 
For corrosion protection, A.1 1.3.7 

Power takeoff, 9.4.4.4 

Pressure differential gravity liquid trans- 
fer method, 7.2.3, Exhibit 7.4 

Pressure gauges, 5.7.6.2 
Installing, A.5.2.5.5 

Pressure measurements, 3.3.61 

Pressure regulation systems 

One-stage, 5.8.1.1 

Operation of, 5.8.1, Exhibit 5.45, Exhibit 

5.46 
Overpressure protection, 6.8.1.8 

Three-stage, 5.8.1.1] 

Two-stage, 5.8.1, 5.8.1.2, 6.8.1.8, 6.8.2 
(B), 6.8.2 (C), 6.8.2 (G), 6.23.4.2(E), 

Exhibit 5.47 

Pressure regulators. See regulators 
Pressure relief devices, 3.3.58 

Buming gas discharged from, 6.7.2.2 
Butane cylinders, 5.7.2.3 

Corrosion protection paint color and, 
A.6.6.1.4 

Cylinder orientation and, 6.19.2.1 

Defined, 3.3.58 

Fire protection requirements, 6.8.1.7 
Installation of, 6.7.2.1 
Maintenance on, 6.7.2.10 
Propane cylinders, 5.7.2.3 

Protection of, 6.7.2.5 
For water vapor relief, 5.7.2 

Pressure relief discharge 
Direction of, 6.19.2.1, 11.7.4.3 
Engine fuel systems, 11.7.4.3 

Truck locations, 11.7.4.3, Exhibit 11.7, 
Exhibit 11.8 

Pressure relief stacks, 6.7.2.7. 6.7.2.12 

Pressure relief valve manifolds, 6.7.2.10 

For ASME containers, 5.7.2.5, Exhibit 

5.27 
Pressure relief valves, A.5.2.1.1. 6.7. See 

also internal pressure relief valves 

ASME containers, 5.7.2.1, 5.7.2.6, 6.3.9, 
6.3.11, 6.7.2.3 

ASME engine fuel containers. 

11.4.1.7(B) 

Blockage, 12.8.1.10 

Container position and, 6.6.1.1 

Cylinders, 6.3.9 

Cylinders in industrial truck service, 
5.7.2.13 

Direct-fired vaporizers, 5.21.3.3 

Direct spring-loaded, 5.7.2.4(A), 

5.7.2.4(B) 
Discharge from, 6.8.1.8 
Discharging liquid, 5.2.5.6(C) 

Discharging vapor, 5.2.5.6(C) 
Discharging vertically upward, 6.21.2.3 

Dispersion of flammable gases from. 

6.3.10, Exhibit 6.6 
Distance to building opening, 6.3.9 
DOT cylinders, 5.7.2.2 
DOT nonrefillable metal containers, 

5.7.2.3 
DOT/TC cylinders, Exhibit 5.19 
Engine fuel containers, 11.3.1 

Excess-flow, 5.7.4.1(C) 

External type, for large ASME contain- 

ers, 5.7.2.4(A), Exhibit 5.21 
Extemal type, for small ASME contain- 

ers, 5.7.2.4(A), Exhibit 5.22 
Fire exposure and, 5.2.5.6(C), 12.8.4.1 

5 to | safety factor, A.5.2.L.1 

Flow capacity of, 5.7.2.7 
Flush-type internal, for cargo containers, 

5.7.2.4(A), Exhibit 5.23 
4 to | safety factor, A.5.2.1.1 
High temperature and, 6.19.3.4 
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Industrial truck cylinders, 11.12.2.5 
Inspection, 5.7.2.13 
Installation, 6.23.4.1 
Internal, 5.7.4.1(A) 

Location, 5.2.5.6(C), 6.23.4.1 

Pilot-operated, 5.7.2.4(A), 5.7.2.4(B) 

Positioning, 8.2.1.2 
Positive shutoff, 5.7.4. 1(C) 

Pressure settings, 5.7.2.6 
Propane cylinders, 5.7.2.2 

Rain caps and, 6.7.2.5 

Rating calculations, 5.7.2.5 

Refrigerated containers, 12.4.2.1, 12.8. 
12.8.1.1, 12.8.1.4, 12.8.1.10, 
12.8.1.11, (2.8.2, 12.8.4.1, 12.8.4.4 

Release of gases through, 6.3.11 

Replacement of, 5.7.2.13 

Required distance to, 6.3.9 
Separation from containers, 6.7.2.7 

Sizing. 12.8.1.1, 12.8.1.3, 12.8.2 
Start-to-discharge settings for, 6.3.9 
Tamperproof nonadjustable internal 

springs, 5.7.2.10 
Testing, 12.8.1.4, 12.81.11 
Underground containers, 5.7.4.1(A), 

6.4.5.1, 6.7.2.1 1 
Vacuum condition protection. 12.8.1.2 

Vaporizer, 5.21.9, 6,.21.2.2 
Venting upwards, 6.7.2.3 

Pressure testing 

Hose, 5.9.6.4(C) 
Piping. 6.14.2 

Pressure vessels, A.4.2,3 

Authority having jurisdiction and. 

A.5.2,1.1 

Construction requirements, A.5.2.1.1 
Design margin, A.5.2.1.1 
Design pressure, 7.2.2.9 
Welding operations on, 6.6.1.3 

Pressurized LP-Gas containers, A.5.2.!.1 

Primary storage, A.1.1 
Propane 

Boiling point, 12.4.2.1, Chapter 12 

Condensation temperature of, 6.9.1.1 

Engine fuel systems, 6.24, A.9.1.2(4), 
1t.1, Chapter 11 

Flash point and, A.6.4.5.3 
Ignition temperature, 7.2.3.2(D) 
Not odonzed, 5.2.8.5 
Pressurized liquid, 6.4.5.12 
Refrigerated containers for, Chapter 12 
Vaporization of, paint color and, 

A.6.6.1.4 

Vapor pressure of, 6.9.1.1, Commentary 

Table 6.5 
Warning labels, 5.2.8.4 

Propane-air mixtures 
Gas-air mixers, 6.21.8 
Vehicle fuel dispensers, 6.24.3.3 

Propane capacity 
ASME containers, 3.3.79 

2008 LP-Gas Code Handbook 

Containers, 3.3.79 
Cylinders, 3.3.79 
Portable cylindets, 5.2.8.4 

Warning labels and, 5.2.8.4 
Propane containers 

Diking, 6.4.5.12 
Enclosures for, A.6.4.7 
Installation of, A.1.3.2(6) 

Location of, 6.2.2 
In Mexico, 6.4.1 

Proximity to buildings, 6.3.1 

Proximity to property lines, 6.3.1 
Regulators for, 5.8.1 
Separation distances, 6.3.1 
Underground, digging around, 

A.6.6.6.1(E) 
Underground service, 5.7.2.7 

Propane cylinders 

Hot air ballooning, 1.3.2(7) 

Indoor storage of, 6.2.2 

Maximum size tor educational occupan- 
cies. 6.19.7,2 

Overtilling prevention devices for, 5.7.3. 

57 3al 
Pressure relief valves, 5.7.2.2, 5.7.2.3 

Service pressure, 5.7.2.2 

Shopping malls, A.1.3,2(5) 

Sprinkler density and, 8.3.1(B) 

Storage in non-publicly accessible build- 

ings. 8.3.3.3 
Test pressure, 5.7.2.2 

Propane dispensers, |.3.2(! 1) 
Propane Education and Research Coun- 

cil (PERC), 6.25, 6.25.2.2, Chapter 

14 
“Propane Emergencies, Facilitator’s 

Guide,” 6.25.2.2 

Propane equipment, 5.17 
Propane facilities 

Fueling stations, 6.24 

Latent heat of vaporization, 5.21 

Security requirements, 6,18.4.1 

Propane-fueled portable cooking appli- 
ances, A.6.19.9.3 

Propane-fueled vehicle fueling stations, 
6.24, Exhibit 6.50 

Low emission nozzles, Exhibit 6.55 

Propane-fueled vehicles 
General-purpose, ! I.1 
Industrial trucks, 11.1 
Types of, 11.1 

Propane-fueled vessels, | 1.1 

Propane industry regulation, A.3.2.2 

Propane-powered floor buffing machines, 
11.13.1, 11.13.2.3(B), Exhibit 11.14 

Propane pumps 

Discharge pressure of, 5.17.2 

Operation of, 6.17.2.3(D) 

Selection of, 6.17.2.3(D) 

Propane tanks 
Rooftop, 6.6.7.1, Exhibit 6.21 

Propane vapor 
Open drains, sewers or sump pits and, 

6.21.2.2 
Protective housing 

For regulator vents, 6.8.1.5 

Public access 

Refilling points at LP-Gas storage areas, 

7.23.1 

Pull away protection, A.6.12.8, Exhibit 

6.33 

Cargo tank vehicles, 7.2.3.9 

Fuel dispensers, 6.24.4.2 

Pull away valves, A.6.12.8, Exhibit 6.32 
Pump bypass return 

Positive shutoff valves, 9.4.4.3 
Pump discharge pressures, 6.17.2.3(D) 

Pump liquid transfer method, 7.2.3, Ex- 
hibit 7.5 

Pump pressure-operated internal valves, 

Exhibit 5.33 
Pumps 

Bypass piping. 6.17.2.3(D) 
Cargo tank vehicles, 9.4.4.4 
Centnfugal, 5.17.2 

Discharge pressure of, 5.17.2 

Gear, Exhibit 5.54 
Lock-out procedures, 6,17.2,3(D) 

Operation of. 6.17.2.3(D) 

Positive displacement, 5.17.2. Exhibit 

S152 

Requirements for, 5.17.2 

Selection of, 6.17.2.3(D) 

Sliding vane, Exhibit 5.53 
Strainers, 6,17.4 

Suction inlet pressure, 6.17.2.3(D) 

Temperature-operated automatic shutoff, 
12.5.9.3 

Temperature-sensitive valves, 12.5.9.3 

Typical installation, 6.17.2.3(D), Exhibit 
6.35 

Vibration stresses, 6.17.2.2 

Purging, 7.3.2.2(C) 
PVC piping, 6.7.2.7 

Discharge piping and, 6.7.2.15 
For venting regulators, 5.8.3.1 

Q 
Quick-closing coupling (QCC), 

6.19.12.2J) 
Quick connectors, 3.3.62 

R 

Radiant-type heaters, 6.19.4.6 

Railroad sidings, 6.18.2.3(C) 

Railroad tank cars 
Compressors and, 5.17.3.1 

Dome, Exhibit 7.11 

Insulation of, 6.25.5.1 

Liquid transfer to cargo tank trucks, 

6.18.2.3(C) 
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Pull away protection, A.6.12.8, Exhibit 

6.33 
Transferring LP-Gas directly to cargo 

tanks from, 4.3.3 

Transfer station accidents, 7.2.3.6 
Unloading facilities, 7.2.3.6, 7.2.3.7, 

7.2.3.8, Exhibit 7.10, Exhibit 7.12 
Unloading with compressors, 7.2.3 

Warning sign, 7.2.3.6, Exhibit 7.8 

Rain caps, 6.7.2.5 

“Readily accessible,” 11.7.4.3 

“Readily available,” 13.4.3 

Recommendations, 2.) 

Recreational vehicles (RVs), |.3.2(10) 

Cylinder storage for, 8.3.5 

Ignition sources, 7.2.3.2(E) 

With LP-Gas systems, 6.23.2 

Point of transfer hazards, 6.5.3 

Propane tanks, 3.3.41, Exhibit 3.7 

Universal cylinders, 5.7.5.6(B)(2) 

Red litmus paper test, A.4.5 
Redundant fail-safe product control 

measures (RFPCM), 6.26. 

6.26.4.3(C) 
Redundant pressure seals, 7.2.2.5 

Referenced publications, Chapter 2 

Refineries 

Application of NFPA 58 to, 1.3.1(3) 
Exclusion of, 1.3.2(2) 

Refresher training, A.4.4 

Refrigerated containers, Chapter |2 

Absolute vapor pressure, 12.1.2.1 

Air prohibited in, 12.4.2.2 

API 620 code, 12.1.1.1 
ASME code, 12.1.1.1 

Back pressure relief valves, 12.8.1.2 
Design and construction, 12.1 

Design pressure, 12.7 

Design temperature and pressure, 

12.1.2.1 
Diking, 12.5, 12.5.4, 12.5.5, 12.5.8.1, 

12.5.9.3 
Downcomers, 12.5.3 

Enclosed drainage channels prohibited, 
12.5.3 

Foundations, A.12.3.4.2, 12.3.4.6 

Frozen ground containers, 1.3.2(1) 
High-high-liquid level flow cutoff de- 

vices, 12.4.1.7 
High-liquid level alarms, 12.4.1.3, 

12.4.1.6 
Impoundments, 12.5.4 

Joint efficiency, 12.1.1.1 

Marking requirements, 12.2.2 
Nameplates, 12.2.2 
Overfilling, 12.4 

Pressure relief valve blockage, 12.8.1.10 

Pressure relief valves, 12.4.2.1, 12.8 

Pressure relief valve sizing, 12.8.1.1. 

12.8.1.3, 12.8.1.11, 12.8.4.1, 12.8.4.4 

Pressure relief valve testing, 12.8.1.4, 

12.8.1.11 
Separation from vegetation, 12.7.7 

Siting, 12.7 

Soil heave and, 12.3.4.6 

Spills in diked areas, 12.5.5 
Temperature allowances, !2.1.2.2 

Temperature sensors, 12.4.1.8 
Third-party inspectors, 12.6.2 
Types, Chapter 12 

Undertank insulation, 12,3.4.7 

Uses, Chapter 12 

Vacuum relief devices, 12.8.1.2, 12.8.3.1 

Welded, 12.1.1.1, 12.1.1.3 

Wind loading, 12.3.1.2 
Refrigerated LP-Gas, 1.3.2(9), 3.3.63 

Refrigerated LP-Gas storage systems, 

Chapter 12 
Design and construction, 12.1.1.1 

Monitoring, 14.2.1.4 

Piping requirements, 12.3.3.1 

Piping system failure. 12.1.1.5 

Seismic analysis, 12.3.2.2 

Size of, Chapter 12 
Refrigeration cycle equipment, | .3.2(9) 

Regulators, 6.7. See also first-stage pres- 

sure regulators: second-stage pres- 

sure regulators; 2 psi regulator 

systems 
Automatic changeover, 6.8.1.4, Exhbit 

3.12, Exhibit 6.24 
Excess-flow valves and, 5.7.4.1(F) 

Failure, 5.8.1.2 

Functions, 5.8.1, 6.8.1.4 

High-capacity, 5.8.1.2(3), 5.8.1.8 
High-pressure, 6.8.2 (D), 6.8.2 (E) 

Line pressure, 6.8.1.10 
Outdoor installation, 5.8.1.2 

Propane safety and, 5.8.1 
Single-stage, 6.8.1.9, 6.8.2 (B) 

Types, 3.3.64, Commentary Table 3.1, 

Exhibit 3.11, Exhibit 3.12. Exhibit 

3.13 
Weather protection, 6.8.1.5 

Regulator venting pipe, 5.8.3.1 

Regulater vents 
Discharging, 6.6.6.1(G) 

Protective housing for, 6.8.1.5 
Remote bulkheads, 6.5.3, Exhibit 6.10 

Remote control 

Bulk plants shutdown, A.6.10(3) 

Emergency shutoff valves (ESVs), 6.12, 

6.12.9 
Filling engine fuel containers, Exhibit 

11.3, Exhibit 11.12 
Internal valve shutoff, 6.4.3, 6.11.5 

Liquid transfer shutoff, 6.18.2.4(C) 

LP-Gas vapor shutdown, A.6.10(3) 

Shutoff valves with thermal actuation, 

6.24.3.8, 6.24.3.10 

Renovation sites equivalency require- 

ments, 6.19.4.10 

“Repair” templates, 5.2.1.6, Exhibit 5.8 

Requalification 
Containers, 5.2.2.2 

Cylinder markings, 5.2.2.2 
Cylinders, 5.2.2.2, 11.3.1.4(D), 11.3.1.5 

DOT cylinders, 5.2.2.2, 11.3.1.4(D), 

11.3.1.5 
Requalifier identification number (RIN), 

5 22RD 
Residential buildings 

Cylinder storage within, 8.3, 8.3.5 

Residential customers 
Containers owned by, A.5.2.1.1 

Restaurants 
Cylinder storage within, 8.3, 8.3.2.3 

Cylinder use in, 6.19.9.1, 6.19.9.4 

Patio heaters, 6.20.2.2 

Retail delivery cargo tank vehicles. See 

bobtails 

Retail marketing 
Bulk plant, A.3.2.2 
Residential installations, A.3.2.2 

Vehicle, A.3.2.2 

Retail stores 
Cylinder storage, 8.4.1.2. Exhibit 8.2 

Retroactivity, 1.4 
Retrofitting 

Internal pressure relief valves, 

5.7.4.2(D)\(2) 
Liquid withdrawal lines, 5.7.4.2(C) 

Retroactive requirements, 1.4.2 

Rim relief, 6.19.9.4 

RIN (requalifier identification number), 

5.2.2.2, 5.2.3.3 

Risers 
Anodeless, 3.3.2, A.5.9.5(E), 6.9.4.3(B) 

Factory-assembled, 6.9.4.4(B) 

Field-assembled, A.5.9.5(E), 6.9.4.4(A), 

6.9.4.4(B) 
Integrity of, 6.9.4.3(C) 

Rocketing, 5.7.2.3, 6.19.9.4 

Roofing industry, 6.23.3.5 

Rooftop containers 

Allowed uses, 6.19 

ASME containers, 6.5.1.3, 6.6.7, 6.6.7.2 

Requirements for, 6.6.7 
Rooftop cylinders 

Allowed uses, 6.19, 6.19.1.2(B) 
For emergency fuel supply, 6.19.1.2(C) 

Permanent installations, 6.19.11 

Prohibited storage, 8.2.1.5 
Rooftop propane tanks, 6.6.7.1, Exhibit 

6.21 
Fixed fill lines for, 6.6.7.2, Exhibit 6.22 

Rotary gauges, 3.3.29.4 
“R” stamp certification, 6.6.1.3 
Rubber gaskets, 6.9.3.5 

Rural container installations, 6.4.1 

2008 LP-Gas Code Handbook 
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