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UNITED STATES exanciia, vie Bese 1488 
PATENT AND TRADEMARK OFFICE Alexandra, VA ces 3S oe 

    

ELECTRONIC ACKNOWLEDGEMENT RECEIPT 

  

APPLICATION # RECEIPT DATE / TIME ATTORNEY DOCKET # 
16/946,438 11/05/2021 03:29:38 PM ET CET1090.076 
  

Title of Invention 

BATTERYLESS DUAL FUEL ENGINE WITH LIQUID FUEL CUT-OFF 

Application Information 

APPLICATION TYPE _ Utility - Nonprovisional Application PATENT # 11143145 

under 35 USC 11 1(a) 

CONFIRMATION # 5786 FILED BY Robyn Templin 

PATENT CENTER# 60387336 FILING DATE 06/22/2020 

CUSTOMER# 26629 FIRST NAMED Kendall J. Collie 
INVENTOR 

CORRESPONDENCE. - AUTHORIZED BY Timothy Ziolkowski 
ADDRESS 

Documents TOTAL DOCUMENTS: 1 

DOCUMENT PAGES DESCRIPTION SIZE (CB) 

2027.71.05 Request for Cert 2 Request for Certificate of 80 KB 

of Correction pel Correction 

Digest 

DOCUMENT MESSAGE DEAEST(SNHA-512} 

easel. i?.O5 Request for Cert of FOSS 7DCS023 1441 CD27 B31 B26 1 Fa 7a Db094C2 1 450BF FASE ASD 

Correction pat 7142 C9C9 704 1 8DS452BAC8 798 DDC B4AGSODGF 2CeRASIRST TIES 

AD 1 2ASFOSA2 D091 EG2EACLCSOC92B 

This Acknowledgement Receinl evidences receipt on the notect date by the USPTO of the inclcated cocuments, characterized 
Pet fitioner WE Investments, LLC, et al. 
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Page 2 of 2 

by the applicant, and including page counts, where ap 

described in MPEP 503. 

  

ie. It serves as evidence of receipt similar to a Post Card, as 

New Applications Uncier 35 U.S.C, 114 

Ha rew anplicaiion is bem filed and the apolication includes ine necessary camponents for fling date (see 3Y CFR TS3(b)-(ca 

ring Receiot (37 CFR 1.54) will be issued in dug course and the date shown on this Acknowledgement 

h the filing date of the application 

  

   

National Sta 

Hea timely su 

371 and othe wr appicable requiramenis a Form PCT/DO/EO/903 

ubmission under OS U.S.C. 371 wil be issuec in addition io the | Filing Receipt, in Gue course. 

a of an international Application under 35 U.S.c. 374 

asion io enter the national stage of an inematona i} aonlication is compliant wilh the conditions of G5 LS.C. 

ig acceptance of the apolication as a national stage 

3g 

yorn 
      

cab 

New International Application Filed with the USPTO as a Receiving Office 

Ha new international aonication is bein g flee ed and the infernational application includes the necessary components f 

  

imfernational fing date (see PCT Anicie 11 and MFEP 1310), a Notification of ihe Infernatiorial Appi ieation Nummbe fof ihe 

international Filing Date (Form POT/RO/105) will be issued in due course, subject to prescriptions concerning national securily, 

and the date shawn an this Acknowledgement Receint will esiablish the international filing date of the agnlication. 

Petitioner MWE Investments, LLC, et al. 
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gE. UNITED STATES PATENT AND TRADEMARK OFFICE 
OS         UNITED STATES DEPARTMENT OF COMMERCE 

United States Patent and Trademark Office 
Address: COMMISSIONER FOR PATENTS 

P.O. Box 1450 
Alexandria, Virginia 22313-1450 
www.uspto.gov 

  

  

| APPLICATION NO. ISSUE DATE | PATENT NO. ATTORNEY DOCKET NO. CONFIRMATION NO. 

16/946,438 10/12/2021 11143145 CET1090.076 5786 

26629 7590 09/22/2021 

ZIOLKOWSKI PATENT SOLUTIONS GROUP, SC (ZPS) 

136 § WISCONSIN ST 

PORT WASHINGTON, WI 53074 

ISSUE NOTIFICATION 

The projected patent number and issue date are specified above. 

Determination of Patent Term Adjustment under 35 U.S.C. 154 (b) 

(application filed on or after May 29, 2000) 

The Patent Term Adjustment is 0 day(s). Any patent to issue from the above-identified application will include 

an indication of the adjustment on the front page. 

If a Continued Prosecution Application (CPA) was filed in the above-identified application, the filing date that 

determines Patent Term Adjustment is the filing date of the most recent CPA. 

Applicant will be able to obtain more detailed information by accessing the Patent Application Information 

Retrieval (PAIR) WEB site (http://pair-uspto.gov). 

Any questions regarding the Patent Term Extension or Adjustment determination should be directed to the Office 

of Patent Legal Administration at (571)-272-7702. Questions relating to issue and publication fee payments 

should be directed to the Application Assistance Unit (AAU) of the Office of Data Management (ODM) at 

(571)-272-4200. 

APPLICANT(s) (Please see PAIR WEB site http://pair-uspto.gov for additional applicants): 

Champion Power Equipment, Inc., Santa Fe Springs, CA; 

The United States represents the largest, most dynamic marketplace in the world and is an unparalleled location 

for business investment, innovation, and commercialization of new technologies. The USA offers tremendous 

resources and advantages for those who invest and manufacture goods here. Through SelectUSA, our nation 

works to encourage and facilitate business investment. To learn more about why the USA is the best country in 

the world to develop technology, manufacture products, and grow your business, visit SelectUSA. gov.   

TR103 (Rev. 10/09) Petitioner MWE Investments, LLC, et al. 
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     UNITED STATES ae  P.G,BO* 1450 
PATENT AND TRADEMARK OFFICE Alexandiia, VA 22513" 1450 

ELECTRONIC ACKNOWLEDGEMENT RECEIPT 

  

APPLICATION # RECEIPT DATE / TIME ATTORNEY DOCKET # 
16/946,438 09/14/2021 03:16:49 PM ET CET1090.076 
  

Title of Invention 

BATTERYLESS DUAL FUEL ENGINE WITH LIQUID FUEL CUT-OFF 

Application Information 

APPLICATION TYPE _ Utility - Nonprovisional Application PATENT # 

under 35 USC 11 1(a) 

CONFIRMATION # 5786 FILED BY Robyn Templin 

PATENT CENTER# 60312296 FILING DATE 06/22/2020 

CUSTOMER# 26629 FIRST NAMED Kendall J. Collie 
INVENTOR 

CORRESPONDENCE - AUTHORIZED BY Timothy Ziolkowski 
ADDRESS 

Documents TOTAL DOCUMENTS: 1 

DOCUMENT PAGES DESCRIPTION Size (6B) 

2021.09.14 Issue Fee pal 1 issue Fee Payrnent (PTO-85B) 188 KB 

Digest 

DOCUMENT MESSAGE DIGEST(SHA-312)} 

2021.09.14 Issue Fee pat EOS DOB TSEADT BOT 2901 948D 1 D7 S7SS0S38DBEASODSSD 731624 

COT TSO6AT eS FESS 74947 F ACOSORGF4AC2R S607 634 D52D0ED7 

PESDS/45FF O2952F 47 1 FSDESREAZER 

This Acknowledgement Heceini avidences receipt on the noted date by the USPTO of the indicated cecuments, characterized 

hy the gonlicant, anc inclucing page counts, where aonlicahie, Il serves as eviderice of receipt similar to a Post Card, as 
Petitioner MWE Investments, LLC, et al. 
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New Apolications Under 35 U.S.0. 114 

if a new application is being filed and the apnlication inclucies the necessary components for Ming date isea 37 OFA T.83(b)-id} 

and MPEP 506), a Filng Receipt (9? CFR 1.84) will be issued in due course and the date shown on this Acknowledgement 

Recent wil astablish the fing date of the annlicaiian 

  

National Stage of an international Application under 35 U.S.C. 37 i 

alimely submission io enter the national stage of an international apr non is cormmpllaint wilh the conditions of 85 LLS.C. 

7 and other annlicabie ee Bie POTADOECVSOS Inchcaling accep sof the annlicedion as a nahonal stage 

submission under 35 U.9.0. 371 will be issued in adelition to the Filing Reco in due course. 

  

      

  

New International Applicaton Filed with the USPTO as a Reesiving Office 

Hoa new international anpiicatign is beimg IHect and ihe internadional aoglication includes the necessary components for an 

international fling cate (see PCT Articie 14 and MPEP 1510), a Notification of the Internal tonal Apphoation Number and of the 

international F it ng Daie (Form POT/RO/105) wil be issued in due course nee fo prescr 

  

  yotions concerning national securiy, 

and the date shawn on this Acknowledgement Receipt will establish the international fling cate of the application. 

Petitioner MWE Investments, LLC, et al. 
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PART B - FEE(S) TRANSMITTAL 

Complete and send this form, together with applicable fee(s), by mail or fax, or via EFS-Web. 

By mail, send to: Mail Stop ISSUE FEE By fax, send to: — (571)-273-2885 

Commissioner for Patents 

P.O. Box 1450 
Alexandria, Virginia 22313-1450 

INSTRUCTIONS: This form should be used for transmitting the ISSUE FEE and PUBLICATION FEE (if required). Blocks 1 through 5 should be completed where appropriate. All 
further correspondence including the Patent, advance orders and notification of maintenance fees will be mailed to the current correspondence address as indicated unless corrected 
below or directed otherwise in Block 1, by (a) specifying a new correspondence address; and/or (b) indicating a separate "FEE ADDRESS" for maintenance fee notifications. 

Note: A certificate of mailing can only be used for domestic mailings of the 
Fee(s) Transmittal. This certificate cannot be used for any other accompanying 
papers. Each additional paper, such as an assignment or formal drawing, must 
have its own certificate of mailing or transmission. 

  

  

CURRENT CORRESPONDENCE ADDRESS (Note: Use Block 1 for any change of address) 

  

  

  

    
  

  

  

26629 7590 07/12/2021 Certificate of Mailing or Transmission 

ZIOLKOWSKI PATENT SOLUTIONS GROUP, SC (ZPS) I hereby certify that this Fee(s) Transmittal is being deposited with the United 
, States Postal Service with sufficient postage for first class mail in an envelope 

136 S WISCONSIN ST addressed to the Mail Stop ISSUE FEE address above, or being transmitted to 
PORT WASHINGTON, WI 53074 the USPTO via EFS- Web or by facsimile to (571) 273-2885, on the date below. 

Robyn L. Templin (Typed or printed name) 

/Robyn L. Templin/ (Signature) 
September 14, 2021 (Date) 

APPLICATION NO. | FILING DATE | FIRST NAMED INVENTOR | ATTORNEY DOCKET NO. | CONFIRMATION NO. | 

16/946,438 06/22/2020 Kendall J. Collie CET1090.076 5786 

TITLE OF INVENTION: BATTERYLESS DUAL FUEL ENGINE WITH LIQUID FUEL CUT-OFF 

  

  

  

  

  

  

APPLN. TYPE | ENTITY STATUS | ISSUE FEE DUE | PUBLICATION FEE DUE | PREV. PAID ISSUE FEE | TOTAL FEE(S) DUE | DATE DUE | 

nonprovisional SMALL $600 $0.00 $0.00 $600 10/12/2021 

EXAMINER | ART UNIT | CLASS-SUBCLASS | 

TRAN, LONG T 3747 123-525000 

CER Tse), correspondence address or indication of "Fee Address” (37 2. For printing on the patent front page, list 

: : (1) The names of up to 3 registered patent attorneys . cate 

LI Change of correspondence address (or Change of Correspondence or agents OR, alternatively, : ' Ziolkowski Patent 
(2) The name of a single firm (having as a member a P, 

Address form PTO/SB/122) attached. registered attorney or agent) and the names of upto =—_2 
2 registered patent attorneys or agents. If no name is 
listed, no name will be printed. 

  

J "Fee Address" indication (or "Fee Address” Indication form PTO/ 
SB/47; Rev 03-09 or more recent) attached. Use of a Customer 
Number is required. 

3. ASSIGNEE NAME AND RESIDENCE DATA TO BE PRINTED ON THE PATENT (print or type) 

    
  

PLEASE NOTE: Unless an assignee is identified below, no assignee data will appear on the patent. If an assignee is identified below, the document must have been previously 
recorded, or filed for recordation, as set forth in 37 CFR 3.11 and 37 CFR 3.81(a). Completion of this form is NOT a substitute for filing an assignment. 

(A) NAME OF ASSIGNEE (B) RESIDENCE: (CITY and STATE OR COUNTRY) 

Champion Power Equipment, Inc. Santa Fe Springs, CA 

Please check the appropriate assignee category or categories (will not be printed on the patent) : (LV individual MI Corporation or other private group entity (_] Government 
  

4a. Fees submitted: Ktssue Fee (IPublication Fee (if required) (LJAdvance Order - # of Copies 

4b. Method of Payment: (Please first reapply any previously paid fee shown above) 

  

Ml Electronic Payment via EFS-Web (LI Enclosed check (I Non-electronic payment by credit card (Attach form PTO-2038) 

(_] The Director is hereby authorized to charge the required fee(s), any deficiency, or credit any overpayment to Deposit Account No. 
  

5. Change in Entity Status (from status indicated above) 
NOTE: Absent a valid certification of Micro Entity Status (see forms PTO/SB/15A and 15B), issue 
fee payment in the micro entity amount will not be accepted at the risk of application abandonment. 
NOTE: If the application was previously under micro entity status, checking this box will be taken 
to be a notification of loss of entitlement to micro entity status. 
NOTE: Checking this box will be taken to be a notification of loss of entitlement to small or micro 
entity status, as applicable. 

I Applicant certifying micro entity status. See 37 CFR 1.29 

I Applicant asserting small entity status. See 37 CFR 1.27 

  I Applicant changing to regular undiscounted fee status. 

  

NOTE: This form must be signed in accordance with 37 CFR 1.31 and 1.33. See 37 CFR 1.4 for signature requirements and certifications. 
  

    

    
  

Authorized Signature ‘Timothy J. Ziolkowski/ Date September 14, 2021 

Typed or printed name Timothy J. Ziolkowski Registration No. 3 8,3 68 

Page 2 of 3 Petitioner MWE Investments, LLC, et al. 
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UNITED STATES _ PS, Box 1450 
3- 1450 

PATENT AND TRADEMARK OFFICE "Wwe uspte.gov 
    

ELECTRONIC PAYMENT RECEIPT 

  

APPLICATION # RECEIPT DATE / TIME ATTORNEY DOCKET # 
16/946 498 OS/14/2021 O3:16:49 PM ET CETTOS0.076 
  

Title of Invention 

BATTERYLESS DUAL FUEL ENGINE WITH LIQUID FUEL CUT-OFF 

Application Information 

APPLICATION TYPE = Utiity - Nonpravisiorial Application PATENT # - 

under 35 USC title) 

CONFIRMATION # = &786 FILED BY §$isbyn Templin 

PATENT CENTER# 60312296 AUTHORIZED BY Timathy Ziclkowski 

CUSTOMER# 2662° FILING DATE 96/22/2020 

CORRESPONDENCE - FIRST NAMED Kentiall J. Collie 
ADDRESS INVENTOR 

Payment Information 

PAYMENT METHOD PAYMENT TRANSACTION ID PAYMENT AUTHORIZED BY 
CARD / 4528 ESOS TODP Edd a7 4 Robyn Tempiin 

FEE CODE DESCRIPTION ITEM PRICE($) QUANTITY ITEM TOTAL($) 

250% UTILITY ESSUE FEE 600.00 % 600.00 

TOTAL AMOUNT: $808.00 

  

This Acknowledgement Meceini avidences raceipt on the noted date by the USPTO of the inc 

by the aonlcanl, and Including page counts, where aon 

described in MPEP 503. 

cated documents, characterized 

a, [serves as evidence of receiot similar to a Post Card, as     

New Applications Under 38 WwS.0. 114 

Ha rew anplicaiion is bem filed and the apolication includes ine necessary camponents for fling date (see 3Y CFR TS3(b)-(ca 

and MPEP 506), a Filing Receipt 7 CFR 1.4) will be issued in due course and the date shown on this Acknowledgement 

Rleceiot wil establish the fling dale of the apniication 

National Stage of an international Application under 35 U.S.C. 374 

fa timely suornissign fo enter the national stage of an international apnlication is compliant with the conditions of 35 LLS.C. 

371 and other applicable requiremnenis a Form POT/DO/EO/903 indicating acceptance of ine application as a national stage 
Petitioner MWE Investments, LLC, et al. 
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os
 ubmission under 35 U15.0. S71 will oe issued in addifian ta the Filng Receipt, in due course. 

New International Application Filed with the USPTO as a Receiving Office 

Hf a new international application is being fed anc the international 

infernaiional ii 

   
   

  

molication includes the necessary components for an 

gdate (see PCT Ariicie 17 and MPEP 1816), a Notiication of the international Apclication Number and af the 

  

   
    

international Filing Date (harm POT/RO/1O5) will be issuer in due course, subject to prescrintions concerning national securily, 

and the date shown on this Acknowledgement rece will establish the international ling date of the apolication. 

Petitioner MWE Investments, LLC, et al. 
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UNITED STATES PATENT AND TRADEMARK OFFICE 
  

UNITED STATES DEPARTMENT OF COMMERCE 
United States Patent and Trademark Office 
Address; COMMISSIONER FOR PATENTS 

P.O. Box 1450 
Alexandria, Virginia 22313-1450 
www.uspto.gov 

  

NOTICE OF ALLOWANCE AND FEE(S) DUE 

  

  

  

  

  

  

26629 7590 07/12/2021 | EXAMINER | 

ZIOLKOWSKI PATENT SOLUTIONS GROUP, SC (ZPS) TRAN, LONG T 
136 S WISCONSIN ST 
PORT WASHINGTON, WI 53074 | ART UNIT PAPER NUMBER | 

3747 

DATE MAILED: 07/12/2021 

APPLICATION NO. FILING DATE FIRST NAMED INVENTOR ATTORNEY DOCKET NO. CONFIRMATION NO. 

16/946,438 06/22/2020 Kendall J. Collie CET1090.076 5786 

TITLE OF INVENTION: BATTERYLESS DUAL FUEL ENGINE WITH LIQUID FUEL CUT-OFF 

  

APPLN. TYPE ENTITY STATUS ISSUE FEE DUE PUBLICATION FEE DUE | PREV. PAID ISSUE FEE TOTAL FEE(S) DUE DATE DUE 
  

nonprovisional SMALL $600 $0.00 $0.00 $600 10/12/2021 

THE APPLICATION IDENTIFIED ABOVE HAS BEEN EXAMINED AND IS ALLOWED FOR ISSUANCE AS A PATENT. 
PROSECUTION ON THE MERITS IS CLOSED. THIS NOTICE OF ALLOWANCE IS NOT A GRANT OF PATENT RIGHTS. 
THIS APPLICATION IS SUBJECT TO WITHDRAWAL FROM ISSUE AT THE INITIATIVE OF THE OFFICE OR UPON 
PETITION BY THE APPLICANT. SEE 37 CFR 1.313 AND MPEP 1308. 

  

THE ISSUE FEE AND PUBLICATION FEE (IF REQUIRED) MUST BE PAID WITHIN THREE MONTHS FROM THE MAILING 
DATE OF THIS NOTICE OR THIS APPLICATION SHALL BE REGARDED AS ABANDONED. THIS STATUTORY PERIOD 
CANNOT BE EXTENDED. SEE 35 U.S.C. 151. THE ISSUE FEE DUE INDICATED ABOVE DOES NOT REFLECT A CREDIT 
FOR ANY PREVIOUSLY PAID ISSUE FEE IN THIS APPLICATION. IF AN ISSUE FEE HAS PREVIOUSLY BEEN PAID IN 
THIS APPLICATION (AS SHOWN ABOVE), THE RETURN OF PART B OF THIS FORM WILL BE CONSIDERED A REQUEST 
TO REAPPLY THE PREVIOUSLY PAID ISSUE FEE TOWARD THE ISSUE FEE NOW DUE. 

  

  

  

HOW TO REPLY TO THIS NOTICE: 

I. Review the ENTITY STATUS shown above. If the ENTITY STATUS is shown as SMALL or MICRO, verify whether entitlement to that 
entity status still applies. 

If the ENTITY STATUS is the same as shown above, pay the TOTAL FEE(S) DUE shown above. 

If the ENTITY STATUS is changed from that shown above, on PART B - FEE(S) TRANSMITTAL, complete section number 5 titled 
"Change in Entity Status (from status indicated above)”. 

For purposes of this notice, small entity fees are 1/2 the amount of undiscounted fees, and micro entity fees are 1/2 the amount of small entity 
fees. 

II. PART B - FEE(S) TRANSMITTAL, or its equivalent, must be completed and returned to the United States Patent and Trademark Office 

(USPTO) with your ISSUE FEE and PUBLICATION FEE (if required). If you are charging the fee(s) to your deposit account, section "4b" 

of Part B - Fee(s) Transmittal should be completed and an extra copy of the form should be submitted. If an equivalent of Part B is filed, a 

request to reapply a previously paid issue fee must be clearly made, and delays in processing may occur due to the difficulty in recognizing 

the paper as an equivalent of Part B. 

II. All communications regarding this application must give the application number. Please direct all communications prior to issuance to Mail 

Stop ISSUE FEE unless advised to the contrary. 

IMPORTANT REMINDER: Maintenance fees are due in utility patents issuing on applications filed on or after Dec. 12, 1980. 

It is patentee's responsibility to ensure timely payment of maintenance fees when due. More information is available at 

www.uspto.gov/PatentMaintenanceFees. 

Page 1 of 3 Petitioner MWE Investments, LLC, et al. 
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PART B - FEE(S) TRANSMITTAL 

Complete and send this form, together with applicable fee(s), by mail or fax, or via EFS-Web. 

By mail, send to: Mail Stop ISSUE FEE By fax, send to: — (571)-273-2885 

Commissioner for Patents 

P.O. Box 1450 
Alexandria, Virginia 22313-1450 

INSTRUCTIONS: This form should be used for transmitting the ISSUE FEE and PUBLICATION FEE (if required). Blocks 1 through 5 should be completed where appropriate. All 
further correspondence including the Patent, advance orders and notification of maintenance fees will be mailed to the current correspondence address as indicated unless corrected 
below or directed otherwise in Block 1, by (a) specifying a new correspondence address; and/or (b) indicating a separate "FEE ADDRESS" for maintenance fee notifications. 

Note: A certificate of mailing can only be used for domestic mailings of the 
Fee(s) Transmittal. This certificate cannot be used for any other accompanying 
papers. Each additional paper, such as an assignment or formal drawing, must 
have its own certificate of mailing or transmission. 

  

  

CURRENT CORRESPONDENCE ADDRESS (Note: Use Block 1 for any change of address) 

26629 7590 07/12/2021 Certificate of Mailing or Transmission 

ZIOLKOWSKI PATENT SOLUTIONS GROUP, SC (ZPS) I hereby certify that this Fee(s) Transmittal is being deposited with the United 
States Postal Service with sufficient postage for first class mail in an envelope 

136 S WISCONSIN ST addressed to the Mail Stop ISSUE FEE address above, or being transmitted to 
PORT WASHINGTON, WI 53074 the USPTO via EFS- Web or by facsimile to (571) 273-2885, on the date below. 

  

(Typed or printed name) 
  

(Signature) 
  

    (Date) 
  

  

APPLICATION NO. | FILING DATE | FIRST NAMED INVENTOR | ATTORNEY DOCKET NO. | CONFIRMATION NO. | 
  

16/946,438 06/22/2020 Kendall J. Collie CET1090.076 5786 

TITLE OF INVENTION: BATTERYLESS DUAL FUEL ENGINE WITH LIQUID FUEL CUT-OFF 

  

  

  

  

  

APPLN. TYPE | ENTITY STATUS | ISSUE FEE DUE | PUBLICATION FEE DUE | PREV. PAID ISSUE FEE | TOTAL FEE(S) DUE | DATE DUE | 

nonprovisional SMALL $600 $0.00 $0.00 $600 10/12/2021 

EXAMINER | ART UNIT | CLASS-SUBCLASS | 

TRAN, LONG T 3747 123-525000 

1. Change of correspondence address or indication of "Fee Address” (37 2. For printing on the patent front page, list 

CFR 1.363). (1) The names of up to 3 registered patent attorneys 
or agents OR, alternatively, 1 

(2) The name of a single firm (having as a member a 
registered attorney or agent) and the names of upto =—_2 

Oe ges , , Lo. 2 registered patent attorneys or agents. If no name is 
Fee Address” indication (or "Fee Address" Indication form PTO/ listed, no name will be printed. 

SB/47; Rev 03-09 or more recent) attached. Use of a Customer 
Number is required. 

3. ASSIGNEE NAME AND RESIDENCE DATA TO BE PRINTED ON THE PATENT (print or type) 

  
I Change of correspondence address (or Change of Correspondence 
Address form PTO/SB/122) attached. 

  

      
PLEASE NOTE: Unless an assignee is identified below, no assignee data will appear on the patent. If an assignee is identified below, the document must have been previously 
recorded, or filed for recordation, as set forth in 37 CFR 3.11 and 37 CFR 3.81(a). Completion of this form is NOT a substitute for filing an assignment. 

(A) NAME OF ASSIGNEE (B) RESIDENCE: (CITY and STATE OR COUNTRY) 

Please check the appropriate assignee category or categories (will not be printed on the patent) : (LV individual J Corporation or other private group entity (_] Government 
  

4a. Fees submitted: (Llissue Fee (IPublication Fee (if required) (LJAdvance Order - # of Copies 

4b. Method of Payment: (Please first reapply any previously paid fee shown above) 

  

(_] Electronic Payment via EFS-Web (LI Enclosed check (I Non-electronic payment by credit card (Attach form PTO-2038) 

(_] The Director is hereby authorized to charge the required fee(s), any deficiency, or credit any overpayment to Deposit Account No. 
  

5. Change in Entity Status (from status indicated above) 
NOTE: Absent a valid certification of Micro Entity Status (see forms PTO/SB/15A and 15B), issue 
fee payment in the micro entity amount will not be accepted at the risk of application abandonment. 
NOTE: If the application was previously under micro entity status, checking this box will be taken 
to be a notification of loss of entitlement to micro entity status. 
NOTE: Checking this box will be taken to be a notification of loss of entitlement to small or micro 
entity status, as applicable. 

I Applicant certifying micro entity status. See 37 CFR 1.29 

I Applicant asserting small entity status. See 37 CFR 1.27 

  I Applicant changing to regular undiscounted fee status. 

  

NOTE: This form must be signed in accordance with 37 CFR 1.31 and 1.33. See 37 CFR 1.4 for signature requirements and certifications. 
  

Authorized Signature Date     

Typed or printed name Registration No.     
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UNITED STATES DEPARTMENT OF COMMERCE 
United States Patent and Trademark Office 
Address; COMMISSIONER FOR PATENTS 

P.O. Box 1450 
Alexandria, Virginia 22313-1450 
www.uspto.gov 

  

  

  

  

  

  

APPLICATION NO. | FILING DATE FIRST NAMED INVENTOR | ATTORNEY DOCKET NO. | CONFIRMATION NO. | 

16/946,438 06/22/2020 Kendall J. Collie CET1090.076 5786 

26629 7590 O7/12/2021 | EXAMINER | 
ZIOLKOWSKI PATENT SOLUTIONS GROUP, SC (ZPS) TRAN, LONG T 

136 S WISCONSIN ST 

PORT WASHINGTON, WI 53074 | ARTONTT PAPERNUMBER | 
  

3747 

DATE MAILED: 07/12/2021 

Determination of Patent Term Adjustment under 35 U.S.C. 154 (b) 

(Applications filed on or after May 29, 2000) 

The Office has discontinued providing a Patent Term Adjustment (PTA) calculation with the Notice of Allowance. 

Section 1(h)(2) of the AIA Technical Corrections Act amended 35 U.S.C. 154(b)(3)(B)(i) to eliminate the requirement 

that the Office provide a patent term adjustment determination with the notice of allowance. See Revisions to Patent 

Term Adjustment, 78 Fed. Reg. 19416, 19417 (Apr. 1, 2013). Therefore, the Office is no longer providing an initial 

patent term adjustment determination with the notice of allowance. The Office will continue to provide a patent term 

adjustment determination with the Issue Notification Letter that is mailed to applicant approximately three weeks prior 

to the issue date of the patent, and will include the patent term adjustment on the patent. Any request for reconsideration 

of the patent term adjustment determination (or reinstatement of patent term adjustment) should follow the process 

outlined in 37 CFR 1.705. 

Any questions regarding the Patent Term Extension or Adjustment determination should be directed to the Office of 

Patent Legal Administration at (571)-272-7702. Questions relating to issue and publication fee payments should be 

directed to the Customer Service Center of the Office of Patent Publication at 1-(888)-786-0101 or (571)-272-4200. 
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OMB Clearance and PRA Burden Statement for PTOL-85 Part B 

The Paperwork Reduction Act (PRA) of 1995 requires Federal agencies to obtain Office of Management and Budget 

approval before requesting most types of information from the public. When OMB approves an agency request to 

collect information from the public, OMB (i) provides a valid OMB Control Number and expiration date for the 

agency to display on the instrument that will be used to collect the information and (i) requires the agency to inform 

the public about the OMB Control Number’s legal significance in accordance with 5 CFR 1320.5(b). 

The information collected by PTOL-85 Part B is required by 37 CFR 1.311. The information is required to obtain 

or retain a benefit by the public which is to file (and by the USPTO to process) an application. Confidentiality is 

governed by 35 U.S.C. 122 and 37 CFR 1.14. This collection is estimated to take 30 minutes to complete, including 

gathering, preparing, and submitting the completed application form to the USPTO. Time will vary depending upon 

the individual case. Any comments on the amount of time you require to complete this form and/or suggestions 

for reducing this burden, should be sent to the Chief Information Officer, U.S. Patent and Trademark Office, 

U.S. Department of Commerce, P.O. Box 1450, Alexandria, Virginia 22313-1450. DO NOT SEND FEES OR 

COMPLETED FORMS TO THIS ADDRESS. SEND TO: Commissioner for Patents, P-O. Box 1450, Alexandria, 

Virginia 22313-1450. Under the Paperwork Reduction Act of 1995, no persons are required to respond to acollection 

of information unless it displays a valid OMB control number. 

Privacy Act Statement 

The Privacy Act of 1974 (P.L. 93-579) requires that you be given certain information in connection with your 

submission of the attached form related to a patent application or patent. Accordingly, pursuant to the requirements 

of the Act, please be advised that: (1) the general authority for the collection of this information is 35 U.S.C. 2(b) 

(2); (2) furnishing of the information solicited is voluntary; and (3) the principal purpose for which the information 

is used by the U.S. Patent and Trademark Office is to process and/or examine your submission related to a patent 

application or patent. If you do not furnish the requested information, the U.S. Patent and Trademark Office may not 

be able to process and/or examine your submission, which may result in termination of proceedings or abandonment 

of the application or expiration of the patent. 

The information provided by you in this form will be subject to the following routine uses: 

1. The information on this form will be treated confidentially to the extent allowed under the Freedom of 

Information Act (5 U.S.C. 552) and the Privacy Act (5 U.S.C 552a). Records from this system of records may 

be disclosed to the Department of Justice to determine whether disclosure of these records is required by the 

Freedom of Information Act. 

2. A record from this system of records may be disclosed, as a routine use, in the course of presenting evidence 

to a court, magistrate, or administrative tribunal, including disclosures to opposing counsel in the course of 

settlement negotiations. 

3. A record in this system of records may be disclosed, as a routine use, to a Member of Congress submitting 

a request involving an individual, to whom the record pertains, when the individual has requested assistance 

from the Member with respect to the subject matter of the record. 

4. A record in this system of records may be disclosed, as a routine use, to a contractor of the Agency having 

need for the information in order to perform a contract. Recipients of information shall be required to comply 

with the requirements of the Privacy Act of 1974, as amended, pursuant to 5 U.S.C. 552a(m). 

5. A record related to an International Application filed under the Patent Cooperation Treaty in this system of 

records may be disclosed, as a routine use, to the International Bureau of the World Intellectual Property 

Organization, pursuant to the Patent Cooperation Treaty. 

6. A record in this system of records may be disclosed, as a routine use, to another federal agency for purposes of 

National Security review (35 U.S.C. 181) and for review pursuant to the Atomic Energy Act (42 U.S.C. 218(c)). 

7. Arecord from this system of records may be disclosed, as a routine use, to the Administrator, General Services, 

or his/her designee, during an inspection of records conducted by GSA as part of that agency's responsibility 

to recommend improvements in records management practices and programs, under authority of 44 U.S.C. 

2904 and 2906. Such disclosure shall be made in accordance with the GSA regulations governing inspection 

of records for this purpose, and any other relevant (i.e., GSA or Commerce) directive. Such disclosure shall 

not be used to make determinations about individuals. 

8. A record from this system of records may be disclosed, as a routine use, to the public after either publication of 

the application pursuant to 35 U.S.C. 122(b) or issuance of a patent pursuant to 35 U.S.C. 151. Further, a record 

may be disclosed, subject to the limitations of 37 CFR 1.14, as a routine use, to the public if the record was filed 

in an application which became abandoned or in which the proceedings were terminated and which application 

is referenced by either a published application, an application open to public inspecijan, Or anyissued Racats, LLC, et al. 

9. A record from this system of records may be disclosed, as a routine use, to a Federal, State, ordegal awe, Page 24 

enforcement agency, if the USPTO becomes aware of a violation or potential violation of law or regulation.
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Application No. Applicant(s) 

. _ 16/946, 438 Collie et al. 

Notice of Allowability Examiner Art Unit | AIA (FITF) Status 
LONG T TRAN 3747 Yes   
  

-- The MAILING DATE of this communication appears on the cover sheet with the correspondence address-- 
All claims being allowable, PROSECUTION ON THE MERITS IS (OR REMAINS) CLOSED in this application. If not included 

herewith (or previously mailed), a Notice of Allowance (PTOL-85) or other appropriate communication will be mailed in due course. THIS 

NOTICE OF ALLOWABILITY IS NOT A GRANT OF PATENT RIGHTS. This application is subject to withdrawal from issue at the initiative 
of the Office or upon petition by the applicant. See 37 CFR 1.313 and MPEP 1308. 

1.{¥] This communication is responsive to 1 July 2021. 

(J A declaration(s)/affidavit(s) under 37 CFR 1.130(b) was/were filed on . 

2.() An election was made by the applicant in response to a restriction requirement set forth during the interview on ; the 

restriction requirement and election have been incorporated into this action. 

3.{¥) The allowed claim(s) is/are 1-19 . As a result of the allowed claim(s), you may be eligible to benefit from the Patent Prosecution 

Highway program at a participating intellectual property office for the corresponding application. For more information, please see 

http:/Awww.uspto.gov/patents/init_events/pph/index.jsp or send an inquiry to PPHfeedback@uspto.gov. 

4.1) Acknowledgment is made of a claim for foreign priority under 35 U.S.C. § 119(a)-(d) or (f). 

Certified copies: 

a) DJAlI b){JSome = *c) L) None of the: 

1. (1 Certified copies of the priority documents have been received. 

2. (J Certified copies of the priority documents have been received in Application No. 

3. (J Copies of the certified copies of the priority documents have been received in this national stage application from the 

International Bureau (PCT Rule 17.2(a)). 

* Certified copies not received: 

Applicant has THREE MONTHS FROM THE "MAILING DATE" of this communication to file a reply complying with the requirements 

noted below. Failure to timely comply will result in ABANDONMENT of this application. 

THIS THREE-MONTH PERIOD IS NOT EXTENDABLE. 

5.) CORRECTED DRAWINGS (as "replacement sheets") must be submitted. 

(} including changes required by the attached Examiner's Amendment / Comment or in the Office action of 
Paper No./Mail Date . 

Identifying indicia such as the application number (see 37 CFR 1.84(c)) should be written on the drawings in the front (not the back) of each 

sheet. Replacement sheet(s) should be labeled as such in the header according to 37 CFR 1.121(d). 

6.CJ DEPOSIT OF and/or INFORMATION about the deposit of BIOLOGICAL MATERIAL must be submitted. Note the 
attached Examiner's comment regarding REQUIREMENT FOR THE DEPOSIT OF BIOLOGICAL MATERIAL. 

Attachment(s) 

1.[¥] Notice of References Cited (PTO-892) 5. C2 Examiner's Amendment/Comment 

2.[} Information Disclosure Statements (PTO/SB/08), 6. vj Examiner's Statement of Reasons for Allowance 
Paper No./Mail Date . 

3. Examiner's Comment Regarding Requirement for Deposit 7. CZ Other . 
of Biological Material 

4.C] Interview Summary (PTO-413), 
Paper No./Mail Date. 

  {LONG T TRAN/ 
Primary Examiner, Art Unit 3747     
  U.S. Patent and Trademark Office . 

PTOL-37 (Rev. 08-13) Notice of Allowability Part of Paper No./Mail Date 20210706 
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Application/Control Number: 16/946,438 Page 2 
Art Unit: 3747 

DETAILED ACTION 

Notice of Pre-AlA or AIA Status 

1. The present application, filed on or after March 16, 2013, is being examined 

under the first inventor to file provisions of the AIA. 

Continued Examination Under 37 CFR 1.114 

2. A request for continued examination under 37 CFR 1.114, including the fee set 

forth in 37 CFR 1.17(e), was filed in this application after allowance or after an Office 

action under Ex Parte Quayle, 25 USPQ 74, 453 O.G. 213 (Comm'r Pat. 1935). Since 

this application is eligible for continued examination under 37 CFR 1.114, and the fee 

set forth in 37 CFR 1.17(e) has been timely paid, prosecution in this application has 

been reopened pursuant to 37 CFR 1.114. Applicant's submission filed on July 1, 2021 

has been entered. 

Allowable Subject Matter 

3. Claims 1 — 19 are allowed. 

4. The following is an examiner’s statement of reasons for allowance: The IDS filed 

July 1, 2021 was reviewed and to have been found to contain no singular reference that 

discloses or teaches in combination a dual fuel generator comprising an engine 

operable on a gaseous fuel and a liquid fuel; an electrical power generator driven by the 

engine and comprising a charging coil; a switch to change operation of the engine 

between gaseous fuel and liquid fuel; a carburetor attached to an intake of the engine to 

Petitioner MWE Investments, LLC, et al. 

Exhibit 1002, Page 26Petitioner MWE Investments, LLC, et al. 
Exhibit 1003, Page 215



Application/Control Number: 16/946,438 Page 3 
Art Unit: 3747 

mix air and fuel and connect to a gaseous fuel source and a liquid fuel source; a liquid 

fuel cut-off solenoid to interrupt liquid fuel flow to the engine upon actuation of the 

switch from liquid fuel to gaseous fuel; and a voltage regulator coupled to the charging 

coil to receive power therefrom and that operates to provide a regulated voltage to the 

liquid fuel cut-off solenoid. 

Any comments considered necessary by applicant must be submitted no later 

than the payment of the issue fee and, to avoid processing delays, should preferably 

accompany the issue fee. Such submissions should be clearly labeled “Comments on 

Statement of Reasons for Allowance.” 

Conclusion 

5. The prior art made of record and not relied upon is considered pertinent to 

applicant's disclosure. 

6. Any inquiry concerning this communication or earlier communications from the 

examiner should be directed to LONG T TRAN whose telephone number is (571)270- 

1899. The examiner can normally be reached on Mon - Fri 9:00 - 5:00. 

Examiner interviews are available via telephone, in-person, and video 

conferencing using a USPTO supplied web-based collaboration tool. To schedule an 

interview, applicant is encouraged to use the USPTO Automated Interview Request 

(AIR) at http:/Avww.uspto.gov/interviewpractice. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 

supervisor, Lindsay Low can be reached on 571-272-1196. The fax phone number for 

the organization where this application or proceeding is assigned is 571-273-8300. 
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Application/Control Number: 16/946,438 Page 4 
Art Unit: 3747 

Information regarding the status of an application may be obtained from the 

Patent Application Information Retrieval (PAIR) system. Status information for 

published applications may be obtained from either Private PAIR or Public PAIR. 

Status information for unpublished applications is available through Private PAIR only. 

For more information about the PAIR system, see https://ppair- 

my.uspto.gov/pair/PrivatePair. Should you have questions on access to the Private 

PAIR system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll-free). 

If you would like assistance from a USPTO Customer Service Representative or access 

to the automated information system, call 800-786-9199 (IN USA OR CANADA) or 571- 

272-1000. 

/LONG T TRAN/ 
Primary Examiner, Art Unit 3747 
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Notice of References Cited   

      

Application/Control No. Applicant(s)/Patent Under 

16/946 438 Reexamination 

Collie et al. 

Examiner Art Unit 

LONG T TRAN 3747 Page 1 of 1 

  

U.S. PATENT DOCUMENTS 
  

  

  

  

  

  

  

  

  

  

  

  

  

    
  

  

  

  

  

  

  

  

          
  

  

  

  

  

        

* Country Code Numbered Code Mine WY Name CPC Classification US Classification 

* | A | US-20180080392-A1 03-2018 Janscha; Ryan FO2B69/04 1/1 

* | B | US-20170130676-A1 05-2017 Markoski; Larry J. FO2D1 1/02 1/1 

* C | US-20170009670-A1 01-2017 Sorge; Gregory Walter F02D19/0615 1/1 

* | D | US-20150308356-A1 10-2015 Taniguchi; Toru FO2M2 1/0236 123/495 

* | E | US-20150034025-A1 02-2015 Markoski; Larry J. FO2N3/02 123/2 

* F | US-8616159-B1 12-2013 Hawkins; Bobby L. F02B63/047 123/2 

* | G@ | US-20090320789-A1 12-2009 Lund; Morten A. F02D19/0644 123/299 

* | H | US-5682845-A 11-1997 Woody; John C. F02B33/04 123/73A 

I 

J 

K 

L 

M 

FOREIGN PATENT DOCUMENTS 

* County Codes Number Kivd Code MI ayy Country Name CPC Classification 

N 

oO 

P 

Q 

R 

s 

T 

NON-PATENT DOCUMENTS 

* Include as applicable: Author, Title Date, Publisher, Edition or Volume, Pertinent Pages) 

U 

Vv 

WwW 

xX 

  

*A copy of this reference is not being furnished with this Office action. (See MPEP § 707.05(a).) 
Dates in MM-YYYY format are publication dates. Classifications may be US or foreign. 

U.S. Patent and Trademark Office 

PTO-892 (Rev. 01-2001) Notice of References Cited Part of Paper No. 20210706 
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Application/Control No. Applicant(s)/Patent Under Reexamination 

  

      
  

  

  

  

    
  

  

  

  

    
  

  

  

Search Notes 16/946,438 Collie et al. 

A _ LONG T TRAN 3747 

CPC - Searched” 

Symbol Date Examiner 

F02M13/08; FO2M57/06; FO2M43/00; FO2M19/06; FO2M7/10; LT 
F02M21/0215; FO2M35/10196; F02D19/0647; F02D19/0613;: 05/12/2021 
F02D29/06; F02D41/0025 

CPC Combination Sets - Searched* 

Symbol Date Examiner 

US Classification - Searched* 

Class Subclass Date Examiner 
            
  

* See search history printout included with this form or the SEARCH NOTES box below to determine the scope of 

  

  

  

  

      
  

  

  

  

the search. 

Search Notes 

Search Notes Date Examiner 

Inventor search 05/12/2021 LT 

PLUS search 05/12/2021 LT 

Text search 05/12/2021 LT 

Interference Search 

US Class/CPC US Subclass/CPC Group Date Examiner 
Symbol 

F02M13/08; FO2M57/06; FO2M43/00; FO2M19/06; 
FO2M7/10; FO2M21/0215; FO2M35/10196; FO2D19/ | 05/12/2021 LT 
0647: F02D19/0613; F02D29/06; FO02D41/0025           
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Application/Control No. Applicant(s)/Patent Under Reexamination 

/ssue Classification | 15/946,438 Collie et al. 

| | l| Examiner Art Unit 

LONG T TRAN 3747 

CPC 

Symbol Type Version 

FO2M F 2013-01-01 

FO2M I 2013-01-01 

F02D I 2013-01-01 

FO2M I 2043-01-01 

F02B I 2013-01-01 

FO2M I 2013-01-01 

FO2M I 2013-01-01 

F02B I 2013-01-01 

F02D A 2013-01-01 

FO2M A 2013-01-01 

YO2T A 2043-01-01 

F02D A 2013-01-01 

FO2M A 2013-01-01 

FO2N A 2013-01-01 

CPC Combination Sets 

Symbol Type Set Ranking Version 

NONE 
Total Claims Allowed: 

(Assistant Examiner) (Date) 19 

/LONG T TRAN/ 06 July 2021 . . ao 
Primary Examiner, Art Unit 3747 O.G. Print Claim(s) | O.G. Print Figure 

(Primary Examiner) (Date) 1 1 

U.S. Patent and Trademark Office Part of Paper No.: 20210706 
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Application/Control No. Applicant(s)/Patent Under Reexamination 

/ssue Classification | 15/946,438 Collie et al. 

| | l| Examiner Art Unit 

LONG T TRAN 3747 

INTERNATIONAL CLASSIFICATION 

CLAIMED 

  

    
  

  

  

  

FO2M 

FO2D 

FO2D 

  

  

  

    

  

    
  

  

NON-CLAIMED 
  

    
  

  

US ORIGINAL CLASSIFICATION 

CLASS SUBCLASS 
  

  

  
  

  

CROSS REFERENCES(S) 
  

CLASS SUBCLASS (ONE SUBCLASS PER BLOCK) 
      
  

  

  

        
  

NONE 
Total Claims Allowed: 

(Assistant Examiner) (Date) 19 

/LONG T TRAN/ 06 July 2021 ; . a 
Primary Examiner, Art Unit 3747 O.G. Print Claim(s) | O.G. Print Figure 

(Primary Examiner) (Date) 1 1 

U.S. Patent and Trademark Office Part of Paper No.: 20210706 
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/ssue Classification | 15/946,438 Collie et al. 

| | l| Examiner Art Unit 

LONG T TRAN 3747 

INTERNATIONAL CLASSIFICATION 

CLAIMED 

  

    
  

  

  

  

FO2M 

FO2D 

FO2D 

  

  

  

    

  

    
  

  

NON-CLAIMED 
  

    
  

  

US ORIGINAL CLASSIFICATION 

CLASS SUBCLASS 
  

  

  
  

  

CROSS REFERENCES(S) 
  

        
  

  

  

        
  

CLASS SUBCLASS (ONE SUBCLASS PER BLOCK) 

NONE 
Total Claims Allowed: 

(Assistant Examiner) (Date) 19 

/LONG T TRAN/ 06 July 2021 . . a 
Primary Examiner, Art Unit 3747 O.G. Print Claim(s) | O.G. Print Figure 

(Primary Examiner) (Date) 1 1 

U.S. Patent and Trademark Office Part of Paper No.: 20210706 
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Application/Control No. Applicant(s)/Patent Under Reexamination 

/ssue Classification | 15/946,438 Collie et al. 

| | l| Examiner Art Unit 

LONG T TRAN 3747 

Claims renumbered in the same order as presented by applicant (J CPA (T.D. ( R1.47 

CLAIMS 

Final |Original|Final |Original[/Final [OriginaljFinal [OriginaljFinal [Original[Final [Original[Final [Original/Final [Original 

  

    
  

  

  

  

  

  

  

  

  

  

  

  

                                    
  

  

  

        
  

NONE 
Total Claims Allowed: 

(Assistant Examiner) (Date) 19 

/LONG T TRAN/ 06 July 2021 ; . a 
Primary Examiner, Art Unit 3747 O.G. Print Claim(s) | O.G. Print Figure 

(Primary Examiner) (Date) 1 1 

U.S. Patent and Trademark Office Part of Paper No.: 20210706 
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Index of Claims 16/946,438 Collie et al. 

ll | | ll | | sone _ LONG T TRAN 3747 

v Rejected - | Cancelled N | Non-Elected Appeal 

= Allowed + | Restricted | | Interference Objected 

CLAIMS 

Claims renumbered in the same order as presented by applicant CL) CPA C) R.1.47 

CLAIM DATE 
Final Original | 05/12/2021 | 07/06/2021 
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Dec code: IDS 

Doc description: Information Disclosure Statement (IDS) Filed 

PTO/SB/08a (02-18) 
Approved for use through 11/30/2020. OMB 0651-0031 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid OMB control number. 

  

INFORMATION DISCLOSURE 
STATEMENT BY APPLICANT 
( Not for submission under 37 CFR 1.99) 

  

    
    

  

  
    

Application Number 16946438 

Filing Date PO20-06-22 

First Named Inventor //Kendall J. Collie et al. 

Art Unit 3747 

Examiner Name Long T. Tran 

Attorney Docket Number CET1090.076   
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1 #1287908 1981-09-08 Storgard 

2 #1364370 1982-12-21 Smith et al. 

3 416244 1983-11-22 McDonald 
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fh. FeT/ | beoaag7 B2  |o16-12-20 [Deng 
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STATEMENT BY APPLICANT 
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Application Number 16946438 

Filing Date 2020-06-22 

First Named Inventor | Kendall J. Collie et al. 

Art Unit 3747 

Examiner Name Long T. Tran 

Attorney Docket Number CET1090.076   
  

  

{LP 

      
P0070215223 Al 

    
DO07-09-20 

  
Morris 

        

If you wish to add additional U.S. Published Application citation information please click the Add button| Add 
  

FOREIGN PATENT DOCUMENTS Remove 
  

  

  

  

  

  

                          

Name of Patentee or Pages,Columns,Lines 

Examiner Cite | Foreign Document Country Kind | Publication Applicant of cited where Relevant Ts 

Initial* No | Number? Code? Code‘) Date PP Passages or Relevant 
Document : 

Figures Appear 

1 "826377 EP A2 2007-08-29 ‘| Rotarex Star 
/G.T ef 

2 P510660 FR Al 1983-02-04 |Btetter SA 

/L.t.t/ 

/L.T. 2S H0466743 UP A 1992-03-03 | Buzuki Motor Co 

4 999001659 WO Al 1999-01-14 | Bailey 
/G.T rf 

/U.t. bP , P007048633 WO Al 2007-05-03 ‘| Dirnhofer 

/u.t. § D220679 FR Al 1974-10-04 |Bervequip 

If you wish to add additional Foreign Patent Document citation information please click the Add button | Add 
  

NON-PATENT LITERATURE DOCUMENTS Remove 
    Examiner] Cite 
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INFORMATION DISCLOSURE 
STATEMENT BY APPLICANT 
( Not for submission under 37 CFR 1.99) 

Application Number 16946438 
  

Filing Date 2020-06-22 
  

First Named Inventer | Kendall J. Collie et al. 
  

Art Unit 3f47 
  

  Examiner Name Long T. Tran 
      Attorney Docket Number CET1090.076 

  

  

{LET watch ?v=caZawwDaRQg 

      
1 fYamaha EF2000iS Tri Fuel Conversion: Overview & Installation Tips, January 3, 2014, https:/Avww-_youtube.com/ 

    

If you wish to add additional non-patent literature document citation information please click the Add button| Add 
  

EXAMINER SIGNATURE 
  

Examiner Signature 
    

/LONG T TRAN/ 
  
Date Considered O7 {06/2024 

      

*EXAMINER: Initial if reference considered, whether or not citation is in conformance with MPEP 609. Draw line through a 

citation if not in conformance and not considered. Include copy of this form with next communication to applicant. 
    1 See Kind Codes of USPTO Patent Documents at www.USPTO.GOV or MPEP $01.04. 2 Enter office that issued the document, by the two-letter code (WIPO 

Standard ST.3). 3 For Japanese patent documents, the indication of the year of the reign of the Emperor must precede the serial number of the patent document. 

4 Kind of document by the appropriate symbols as indicated on the document under WIPO Standard ST.16 if possible. * Applicant is to place a check mark here if 

English language translation is attached.   
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Application Number 16946438 
  

Filing Date 2020-06-22 
  INFORMATION DISCLOSURE 

STATEMENT BY APPLICANT 
First Named Inventer | Kendall J. Collie et al. 
  

i. Art Unit 3747 
( Not for submission under 37 CFR 1.99)   

  Examiner Name Long T. Tran 
      Attorney Docket Number CET1090.076 
  

  

CERTIFICATION STATEMENT 

Please see 37 CFR 1.97 and 1.98 to make the appropriate selection(s): 

That each item of information contained in the information disclosure statement was first cited in any communication 

from a foreign patent office in a counterpart foreign application not more than three months prior to the filing of the 

information disclosure statement. See 37 CFR 1.97(e)(1). 

OR 

That no item of information contained in the information disclosure statement was cited in a communication from a 

foreign patent office in a counterpart foreign application, and, to the knowledge of the person signing the certification 

after making reasonable inquiry, no item of information contained in the information disclosure statement was known to 

[] any individual designated in 37 CFR 1.56(c) more than three months prior to the filing of the information disclosure 

statement. See 37 CFR 1.97(e)(2). 

See attached certification statement. 

The fee set forth in 37 CFR 1.17 (p) has been submitted herewith. 

A certification statement is not submitted herewith. 

SIGNATURE 
A signature of the applicant or representative is required in accordance with CFR 1.33, 10.18. Please see CFR 1.4(d) for the 

form of the signature. 

  

Signature ‘Andrew C. Stark/ Date (YYYY-MM-DD) 2021-07-01 

Name/Print Andrew C. Stark Registration Number 65742 
  

        
  

This collection of information is required by 37 CFR 1.97 and 1.98. The information is required to obtain or retain a benefit by the 

public which is to file (and by the USPTO to process) an application. Confidentiality is governed by 35 U.S.C. 122 and 37 CFR 

1.14. This collection is estimated to take 1 hour to complete, including gathering, preparing and submitting the completed 

application form to the USPTO. Time will vary depending upon the individual case. Any comments on the amount of time you 

require to complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S. 

Patent and Trademark Office, U.S. Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND 

FEES OR COMPLETED FORMS TO THIS ADDRESS. SEND TO: Commissioner for Patents, P.O. Box 1450, Alexandria, 

VA 22313-1450.   
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Privacy Act Statement 

  

  

The Privacy Act of 1974 (P.L. 93-579) requires that you be given certain information in connection with your submission of the 

attached form related to a patent application or patent. Accordingly, pursuant to the requirements of the Act, please be advised 

that: (1) the general authority for the collection of this information is 35 U.S.C. 2(b)(2); (2) furnishing of the information solicited 

is voluntary; and (3) the principal purpose for which the information is used by the U.S. Patent and Trademark Office is to 

process and/or examine your submission related to a patent application or patent. If you do not furnish the requested 

information, the U.S. Patent and Trademark Office may not be able to process and/or examine your submission, which may 

result in termination of proceedings or abandonment of the application or expiration of the patent. 

The information provided by you in this form will be subject to the following routine uses: 

1. The information on this form will be treated confidentially to the extent allowed under the Freedom of Information Act 

(5 U.S.C. 552) and the Privacy Act (5 U.S.C. 552a). Records from this system of records may be disclosed to the 

Department of Justice to determine whether the Freedom of Information Act requires disclosure of these record s. 

A record from this system of records may be disclosed, as a routine use, in the course of presenting evidence to a 

court, magistrate, or administrative tribunal, including disclosures to opposing counsel in the course of settlement 

negotiations. 

A record in this system of records may be disclosed, as a routine use, to a Member of Congress submitting a 

request involving an individual, to whom the record pertains, when the individual has requested assistance from the 

Member with respect to the subject matter of the record. 

A record in this system of records may be disclosed, as a routine use, to a contractor of the Agency having need for 

the information in order to perform a contract. Recipients of information shall be required to comply with the 

requirements of the Privacy Act of 1974, as amended, pursuant to 5 U.S.C. 552a(m). 

A record related to an International Application filed under the Patent Cooperation Treaty in this system of records 

may be disclosed, as a routine use, to the International Bureau of the World Intellectual Property Organization, pursuant 

to the Patent Cooperation Treaty. 

A record in this system of records may be disclosed, as a routine use, to another federal agency for purposes of 

National Security review (35 U.S.C. 181) and for review pursuant to the Atomic Energy Act (42 U.S.C. 218(c)). 

A record from this system of records may be disclosed, as a routine use, to the Administrator, General Services, or 

his/her designee, during an inspection of records conducted by GSA as part of that agency's responsibility to 

recommend improvements in records management practices and programs, under authority of 44 U.S.C. 2904 and 

2906. Such disclosure shall be made in accordance with the GSA regulations governing inspection of records for this 

purpose, and any other relevant (i.e., GSA or Commerce) directive. Such disclosure shall not be used to make 

determinations about individuals. 

A record from this system of records may be disclosed, as a routine use, to the public after either publication of 

the application pursuant to 35 U.S.C. 122(b) or issuance of a patent pursuant to 35 U.S.C. 151. Further, a record 

may be disclosed, subject to the limitations of 37 CFR 1.14, as a routine use, to the public if the record was filed in 

an application which became abandoned or in which the proceedings were terminated and which application is 

referenced by either a published application, an application open to public inspections or an issued patent. 

A record from this system of records may be disclosed, as a routine use, to a Federal, State, or local law 

enforcement agency, if the USPTO becomes aware of a violation or potential violation of law or regulation. 
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PTO/SB/06 (09-11) 
Approved for use through 1/31/2014. OMB 0651-0032 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it displays a valid OMB control number. 
  

      
  

  

  

  

  

  

  

    
  

  
  

  

  

  

  

  

            
  

  

  

  

  

            
      
    
  

  

    
  

PATENT APPLICATION FEE DETERMINATION RECORD | /Pelcation or Docket Number | Filing Date 
Substitute for Form PTO-875 16/9.46,438 96/22/2020 (_}To be Mailed 

ENTITY: {(_] LARGE SMALL (1) MICRO 

APPLICATION AS FILED - PART I 

(Column 1} (Column 2} 

FOR NUMBER FILED NUMBER EXTRA RATE ($} FEE ($) 

_] BASIC FEE N/A N/A N/A 
(37 CFR 1.16(a), (b), or (c)) 

_] SEARCH FEE 
(37 CFR 1.16(k), (i), or (m)) N/A N/A N/A 

(_] EXAMINATION FEE 
(37 CFR 1.16(0), (p), or (q)) N/A N/A N/A 

TOTAL CLAIMS . * 
(37 CFR 1.16(i)) minus 20 = x $50 = 

INDEPENDENT CLAIMS : * 
(37 GFR 1.16(h)) minus 3 = x $230 = 

If the specification and drawings exceed 100 sheets 
of paper, the application size fee due is $310 ($155 

ee SIZE FEE (37 for small entity) for each additional 50 sheets or 

. fraction thereof. See 35 U.S.C. 41(a)(1)(G) and 37 
CFR 1.16(s). 

((] MULTIPLE DEPENDENT CLAIM PRESENT (37 CFR 1.16(j)} 

* If the difference in column 1 is less than zero, enter "0" in column 2. TOTAL 

APPLICATION AS AMENDED - PABPT Il 

(Column 1} (Column 2) (Column 3} 

CLAIMS HIGHEST 

_ 07/01/2021 ROMANS NRE MIOUSLY PRESENT EXTRA RATE ($) ADDITIONAL FEE ($) 

a AMENDMENT PAID FOR 

Total * : we _ _ 2 rl ay 19 Minus | ** 20 =0 x $50 = 0 
= | Independent « : wae _ ~ 
> (37 cnn 1.16(h)) 2 Minus 3 =0 x $240 = 0 

< L] Application Size Fee (87 CFR 1.16(s)) 

C) FIRST PRESENTATION OF MULTIPLE DEPENDENT CLAIM (37 CFR 

1.16(j)) 

TOTAL ADD'L FEE 0 
(Column 1} (Column 2} (Column 3} 

CLAIMS HIGHEST 

eG PREWOUSLY PRESENT EXTRA RATE ($) ADDITIONAL FEE ($) 

= AMENDMENT PAID FOR 

Lu} Total * : we = = 
SS [| 37crr 1.167) Minus = x $0 = 

QO] Independent * : kee - 
ai (37 cen 1.16(h)) Minus = x $0 = 

| LJ Application Size Fee (37 CFR 1.16(s)) 
< C] FIRST PRESENTATION OF MULTIPLE DEPENDENT CLAIM (37 CFR 

1.16(j)) 

TOTAL ADD'L FEE 

* If the entry in column_1 is less than the entry in column 2, write "0" in column 3. LIE 

** If the "Highest Number Previously Paid For" IN THIS SPACE is less than 20, enter "20", /LASHAWN R MORGAN/ 
*** If the "Highest Number Previously Paid For" IN THIS SPACE is less than 3, enter "3". 

The "Highest Number Previously Paid For" (Total or Independent) is the highest number found in the appropriate box in column 1.     
  

This collection of information is required by 37 CFR 1.16. The information is required to obtain or retain a benefit by the public which is to file (and by the USPTO to 

process} an application. Confidentiality is governed by 35 U.S.C. 122 and 37 CFR 1.14. This collection is estimated to take 12 minutes to complete, including gathering, 

preparing, and submitting the completed application form to the USPTO. Time will vary depending upon the individual case. Any comments on the amount of time you 

require to complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S. Patent and Trademark Office, U.S. 

Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND FEES OR COMPLETED FORMS TO THIS 

ADDRESS. SEND TO: Commissioner for Patents, P.O. Box 1450, Alexandria, VA 22313-1450. 
/f you need assistance in completing the form, call 1-800-PTO-9199 and select option 2. 
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Doc code: IDS 

Doc description: Information Disclosure Statement (IDS) Filed 

PTO/SB/08a (02-18) 
Approved for use through 11/30/2020. OMB 0651-0031 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it contains a valid OMB control number. 

  

INFORMATION DISCLOSURE 
STATEMENT BY APPLICANT 
( Not for submission under 37 CFR 1.99) 

  

    
    

  

      

Application Number 16946438 

Filing Date 2020-06-22 

First Named Inventor |\Kendall J. Collie et al. 

Art Unit 3747 

Examiner Name Long T. Tran 

Attorney Docket Number CET 1090.076   
  

  

  

  

  

  

  

  

            

  

    

U.S.PATENTS Remove 
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Figures Appear 

1 #1287908 1981-09-08 Storgard 

2 #1364370 1982-12-21 Smith et al. 

3 1416244 1983-11-22 McDonald 

4 5555873 1996-09-17 Nolen 

5 17954479 B2 P011-06-07 Kojima et al. 

6 9523497 B2 P016-12-20 Deng 

If you wish to add additional U.S. Patent citation information please click the Add button. Add 
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INFORMATION DISCLOSURE 
STATEMENT BY APPLICANT 
( Not for submission under 37 CFR 1.99) 

  

  

  

  

  
    

Application Number 16946438 

Filing Date 2020-06-22 

First Named Inventor | Kendall J. Collie et al. 

Art Unit 3747 

Examiner Name Long T. Tran 

Attorney Docket Number CET1090.076   
  

  

      
P0070215223 Al 

    
D007-09-20 

  
Morris 

        

If you wish to add additional U.S. Published Application citation information please click the Add button| Add 
  

FOREIGN PATENT DOCUMENTS Remove 
  

  

  

  

  

  

                          

  

    

Name of Patentee or Pages,Columns,Lines 
Examiner| Cite | Foreign Document Country Kind | Publication Applicant of cited where Relevant Ts 

Initial* No | Number? Code2i Code‘ Date PP Passages or Relevant 
Document . 

Figures Appear 

1 11826377 FP A2 2007-08-29 Rotarex Star 

2 P510660 FR Al 1983-02-04 Stetter SA 

3 H0466743 UP A 1992-03-03 Suzuki Motor Co 

4 11999001659 BVO Al 1999-01-14 Bailey 

5 P007048633 BVO Al 2007-05-03 Dirnhofer 

6 D220679 FR Al 1974-10-04 Servequip 

If you wish to add additional Foreign Patent Document citation information please click the Add button | Add 

NON-PATENT LITERATURE DOCUMENTS Remove 

. .,. | Include name of the author (in CAPITAL LETTERS), title of the article (when appropriate), title of the item 
Examiner] Cite _ . . . 

(book, magazine, journal, serial, symposium, catalog, etc), date, pages(s), volume-issue number(s), TS 
Initials* | No 
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Application Number 16946438 
  

Filing Date 2020-06-22 
  INFORMATION DISCLOSURE 

STATEMENT BY APPLICANT 
( Not for submission under 37 CFR 1.99) 

First Named Inventor | Kendall J. Collie et al. 

Art Unit 3747 
  

  

Examiner Name Long T. Tran   
      Attorney Docket Number CET1090.076 
  

  

1 fYamaha EF2000iS Tri Fuel Conversion: Overview & Installation Tips, January 3, 2014, https:/Avww.youtube.com/ 

watch?v=caZawwDaRQg 

        
  

If you wish to add additional non-patent literature document citation information please click the Add button| Add 

EXAMINER SIGNATURE 

Examiner Signature Date Considered 

  

  

          
  

*EXAMINER: Initial if reference considered, whether or not citation is in conformance with MPEP 609. Draw line through a 

citation if not in conformance and not considered. Include copy of this form with next communication to applicant. 

  

1 See Kind Codes of USPTO Patent Documents at www.USPTO.GOV or MPEP 901.04. 2 Enter office that issued the document, by the two-letter code (WIPO 

Standard ST.3). 3 For Japanese patent documents, the indication of the year of the reign of the Emperor must precede the serial number of the patent document. 

4 Kind of document by the appropriate symbols as indicated on the document under WIPO Standard ST.16 if possible. * Applicant is to place a check mark here iff 

English language translation is attached.     
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Application Number 16946438 
  

Filing Date 2020-06-22 
  INFORMATION DISCLOSURE 

STATEMENT BY APPLICANT 
First Named Inventor | Kendall J. Collie et al. 
  

i. Art Unit 3747 
( Not for submission under 37 CFR 1.99)   

  Examiner Name Long T. Tran 
      Attorney Docket Number CET1090.076 
  

  

CERTIFICATION STATEMENT 

Please see 37 CFR 1.97 and 1.98 to make the appropriate selection(s): 

That each item of information contained in the information disclosure statement was first cited in any communication 

from a foreign patent office in a counterpart foreign application not more than three months prior to the filing of the 

information disclosure statement. See 37 CFR 1.97(e)(1). 

OR 

That no item of information contained in the information disclosure statement was cited in a communication from a 

foreign patent office in a counterpart foreign application, and, to the knowledge of the person signing the certification 

after making reasonable inquiry, no item of information contained in the information disclosure statement was known to 

[_] any individual designated in 37 CFR 1.56(c) more than three months prior to the filing of the information disclosure 

statement. See 37 CFR 1.97(e)(2). 

See attached certification statement. 

The fee set forth in 37 CFR 1.17 (p) has been submitted herewith. 

A certification statement is not submitted herewith. 

SIGNATURE 
A signature of the applicant or representative is required in accordance with CFR 1.33, 10.18. Please see CFR 1.4(d) for the 

form of the signature. 

  

Signature ‘Andrew C. Stark/ Date (YYYY-MM-DD) 2021-07-01 

Name/Print Andrew C. Stark Registration Number 65742 
  

        
  

This collection of information is required by 37 CFR 1.97 and 1.98. The information is required to obtain or retain a benefit by the 

public which is to file (and by the USPTO to process) an application. Confidentiality is governed by 35 U.S.C. 122 and 37 CFR 

1.14. This collection is estimated to take 1 hour to complete, including gathering, preparing and submitting the completed 

application form to the USPTO. Time will vary depending upon the individual case. Any comments on the amount of time you 

require to complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S. 

Patent and Trademark Office, U.S. Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND 

FEES OR COMPLETED FORMS TO THIS ADDRESS. SEND TO: Commissioner for Patents, P.O. Box 1450, Alexandria, 

VA 22313-1450.   
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Privacy Act Statement 

  

  

The Privacy Act of 1974 (P.L. 93-579) requires that you be given certain information in connection with your submission of the 

attached form related to a patent application or patent. Accordingly, pursuant to the requirements of the Act, please be advised 

that: (1) the general authority for the collection of this information is 35 U.S.C. 2(b)(2); (2) furnishing of the information solicited 

is voluntary; and (3) the principal purpose for which the information is used by the U.S. Patent and Trademark Office is to 

process and/or examine your submission related to a patent application or patent. If you do not furnish the requested 

information, the U.S. Patent and Trademark Office may not be able to process and/or examine your submission, which may 

result in termination of proceedings or abandonment of the application or expiration of the patent. 

The information provided by you in this form will be subject to the following routine uses: 

1. The information on this form will be treated confidentially to the extent allowed under the Freedom of Information Act 

(5 U.S.C. 552) and the Privacy Act (5 U.S.C. 552a). Records from this system of records may be disclosed to the 

Department of Justice to determine whether the Freedom of Information Act requires disclosure of these record s. 

A record from this system of records may be disclosed, as a routine use, in the course of presenting evidence toa 

court, magistrate, or administrative tribunal, including disclosures to opposing counsel in the course of settlement 

negotiations. 

A record in this system of records may be disclosed, as a routine use, to a Member of Congress submitting a 

request involving an individual, to whom the record pertains, when the individual has requested assistance from the 

Member with respect to the subject matter of the record. 

A record in this system of records may be disclosed, as a routine use, to a contractor of the Agency having need for 

the information in order to perform a contract. Recipients of information shall be required to comply with the 

requirements of the Privacy Act of 1974, as amended, pursuant to 5 U.S.C. 552a(m). 

A record related to an International Application filed under the Patent Cooperation Treaty in this system of records 

may be disclosed, as a routine use, to the International Bureau of the World Intellectual Property Organization, pursuant 

to the Patent Cooperation Treaty. 

A record in this system of records may be disclosed, as a routine use, to another federal agency for purposes of 

National Security review (35 U.S.C. 181) and for review pursuant to the Atomic Energy Act (42 U.S.C. 218(c)). 

A record from this system of records may be disclosed, as a routine use, to the Administrator, General Services, or 

his/her designee, during an inspection of records conducted by GSA as part of that agency's responsibility to 

recommend improvements in records management practices and programs, under authority of 44 U.S.C. 2904 and 

2906. Such disclosure shall be made in accordance with the GSA regulations governing inspection of records for this 

purpose, and any other relevant (i.e., GSA or Commerce) directive. Such disclosure shall not be used to make 

determinations about individuals. 

A record from this system of records may be disclosed, as a routine use, to the public after either publication of 

the application pursuant to 35 U.S.C. 122(b) or issuance of a patent pursuant to 35 U.S.C. 151. Further, a record 

may be disclosed, subject to the limitations of 37 CFR 1.14, as a routine use, to the public if the record was filed in 

an application which became abandoned or in which the proceedings were terminated and which application is 

referenced by either a published application, an application open to public inspections or an issued patent. 

A record from this system of records may be disclosed, as a routine use, to a Federal, State, or local law 

enforcement agency, if the USPTO becomes aware of a violation or potential violation of law or regulation. 
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(21) Application number: 06412103.4 
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(54) Fuel change-over system and change-over method for motorcycle or motor-assisted bicycle 

(57) The invention discloses a fuel change-over sys- 
tem for a motorcycle or motor assisted bicycle. The sys- 

tem comprises a solenoid-actuaited gasoline valve (70) 

for controlling opening/closing of a gasoline supply pas- 

sage, a solenoid-actuated LPG valve (40) for controlling 

opening/closing of a LPG supply passage, a gasoline 

pump (80), a change-over switch (140), a contro! device 

(100), and a indication device (150). During a change- 

over from gasoline to LPG, the control device (100) 

rakes the pump (80) starting and operating so that any 

rest gasoline in a carburetor (60) of the vehicle can be 

drawn by the pump (80) back to a tank (90) of the vehicle. 

Moreover, the invention provides a fuel change-over 

method for conducting a smooth fuel change-over be- 

tween gasoline and LPG in a dual-fuel motorcycle or mo- 

tor assisted bicycle during its running or stop time. This 

will be contributive to popularize motorcycles and motor 

assisted bicycies. 
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Description 

Technical field 

{0001] The present invention relates generally to a fuel 

change-over system and a corresponding change-over 

method thereto for a motorcycle or motor-assisted bicy- 

cle (called jointly by motorcycle(s) hereafter). 

Background of the invention 

[0002] Nowadays, a motorcycle which uses clean en- 

ergy sources such as LPG is becoming a new popular 

traffic vehicle, for the emissions of the gasoline-burning 

motorcycles have polluted the atmosphere heavily. 

Therefore, a LPG-burning motorcycle is and will be ina 

great demand in the world market. The gas refilling of 

LPG motorcycles, however, is a big problem in some 

countries, which needs the public administrations con- 

cerned to invest finance to build sufficient LPG refilling 

stations and service facilities associated with them. This 

is a big obstacle for popularizing LPG motorcycles in 

some couniries. ff a dual-fuel motorcycle can be devel- 

oped that uses LPG as a primary fuel and gasoline as a 

secondary one, the dual-fuel motorcycle of this type will 

be adopted in large amounts in the cities where there are 

less LPG refilling stations, it will make its users unnec- 

essary to worry about the trouble in gas refilling, harmful 

emissions will be reduced, and the environmental aimos- 

phere will be less polluted accordingly. At present, there 

have existed sophisticated single-fuel motorcycles, that 

is, gasoline burning ones and LPG burning ones, in wide 

use. A gasoline-burning motorcycle uses a carburetor to 

mix fuel with air and to form a combustible mixture, while 

a LPG-burning motorcycle uses a mixer fo mix LPG with 

air. tis a difficult problem to combine a carburetor and 

a mixer together in a volume-limited motorcycle body, 

and it is another difficult problem to make a smooth 

change-over between the two fuels under a precondition 

not to influence user’s riding. So far, in this field, there 

has not been a technology capable of solving the prob- 

lems. Though some technologies for change-over be- 

tween two fuels have been successfully used in the fields 

of cars and buses, the difference between a four-wheel 

vehicle and a two-wheel one is rather great, and most 

cars and buses are electronically fuel-injected, therefore, 

there is also a great difference in fuel change-over be- 

tween a car and a motorcycle. 

Summary of the invention 

{G003] The object of the invention is to provide a fuel 

change-over systern for conducting smooth and save 

changing-over between gasoline and LPG in a motorcy- 

cle. 

[0004] The another object of the invention is to provide 

a fuel change-over system for conducting smooth and 

safe changing-over between gasoline and LPG during 

15 

20 

25 

30 

38 

40 

45 

50 

55 

user's riding or in stop time. 

[0005] Thestill another object of the invention is to pro- 

vide a fuel change-over method for conducting smooth 

and safe changing-over between gasoline and LPG ina 

motorcycle. 

[0006] inone aspect ofthe invention, the invention pro- 

vides a fuel change-over system for conducting fuel 

change-over of a duai-fuel motorcycle. The system is 

used to conduct changing-over between gasoline supply 

and LPG supply and comprises: a solenoid-actuated 

gasoline valve for controlling opening/closing of a gaso- 

line supply passage, it is connected at its one end toa 

gasoline tank and at its the other end to a carburetor; a 

solenoid-actuated LPG valve for controlling opening/ 

closing of a LPG supply passage, it is connected at its 

one end to a LPG source and at its the other end toa 

mixer, and a outlet of the mixer is connected to a inlet of 

the carburetor, a change-over switch for conducting 

changing-over operation. The change-over system fur- 

ther comprises: a pump whose inlet is connected to the 

carburetor for drawing any rest gasoline in the carburetor 

back to the gasoline tank; a contro! device which is elec- 

trically connected to the pump, the change-over switch, 

the solenoid-actuated gasoline valve, and the solenoid- 

actuated LPG valve, respectively. In changing-over from 

gasoline to LPG, the control device makes the pump 

starting so as to draw any rest gasoline in the carburetor 

back to the gasoline tank. 

[0007] inanother aspect of the invention, the solenoid- 

actuated LPG valve is attached on a pressure reducing 

valve which is connected at its one end to the LPG source 

and at its the other end to the mixer. 

[0008] instill another aspect of the invention, the mixer 

is connected at its outlet to an inlet of the carburetor and 

is provided with an air cleaner at its infet. 

[0009] in yet another aspect of the invention, the fuel 

change-over systemis provided with an electronic control 

box for acquiring a signal from the magneto of a motor- 

cycle. The electronic control box is connected with the 

solenoid-actuated LPG valve. When the magneto is 

stopped, the electronic control box transmits a control 

signal to make the solenoid-actuated LPG valve closed 

and thereby to shut off LPG supply passage. 

[0010] ina further aspect of the invention, the contral 

device further includes a condition memory device which 

is able to remember if gasoline or LPG is used before 

electrical power supply is turned off until the motorcycle 

and its magneto is power on and started again. The 

change-over switch is a two-position button switch and 

can be triggered by a voliage signal. The change-over 

switch is not triggered when the power supply of a mo- 

torcycle is turned off, 

{0011] In a further aspect of the invention, the fuel 

change-over system further includes a fuel attribute in- 

dicator for indicating if gasoline or LPG is used at that 

right time. The fuel aitribute indicator is elecirically con- 

nected with the control device. 

{0012] ina further aspect of the Invention, the control 
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device can control the gasoline pump so that the opera- 

tion time length ofthe pump is proportional to the gasoline 

chamber volume of the carburetor. 

[0013] in a further aspect of the invention, during a 

changing-over from LPG to gasoline, the contral device 

controls the solenoid-actuated LPG valve so as to make 

it closed at a time delay; and during a changing-over from 

gasoline to LPG, the control device controls the solenoid- 

actuated gasoline valve so as to make it open at a time 

delay. 

[0014] [na further aspect of the invention, the control 

device is provided with a change-over disabling device 

which is used to disable any following changing-over op- 

eration in a predetermined period after the last changing- 

over is triggered. 

[0075] Furthermore, the invention provides a fuel 

change-over method for conducting fuel change-over in 

a dual-fuel motorcycle. The method comprises: during a 

changing-over from LPG to gasoline, as soon as the 

change-over switch of the change-over system is oper- 

ated, the control device of the change-over system 

makes the solenoid-aciuated gasoline valve open imme- 

diately so as to make gasoline passage through, and at 

the same time, the solenoid-actuated LPG valve is closed 

at a time delay; during a changing-over from gasoline to 

LPG, as soon as the change-over switch of the change- 

over system is operated, the control device of the change- 

over system makes the solenoid-actuated gasoline valve 

closed immediately so as to shut off gasoline passage, 

and at the same time, the gasoline pump in the fuel 

change-over system is started, and the solenoid-aciuat- 

ed LPG valve is opened at a time delay. 

[0016] With the fuel change-over system and the fuel 

change-over method according to the invention, a rider 

can conduct a smooth fuel changing-over between gaso- 

line and LPG during whose running or in stop time. This 

will be contributive to popularize motorcycles. 

Brief description of drawings 

[0017] 

Fig. 1 is a schematic diagram of a general layout of 

the fuel change-over system according to the Inven- 

tion; and 

Fig. 2 is a wiring principle diagram of the contro} de- 

vice of the fuel change-over system according to the 

invention. 

Detailed description of the invention 

{0018] The invention is described below in detail in ref- 

erence to the accompanying drawings. 

[0019] Fig.1 is aschematic diagram ofa general layout 

of the fuel change-over system for a motorcycle accord- 

ing to the invention, which is used for conducting chang- 

ing-over between gasoline and LPG. The fuel change- 

over system comprises a solenoid-actuated gasoline 
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valve 70 for opening/closing a gasoline supply passage 

and a solenoid-actuated LPG valve 40 for opening/clos- 

ing a LPG supply passage. The solenold-actuated gaso- 

line valve 70 is connected at its one end to a gasoline 

tank 90 and atits the other end to a carburetor 60. The 

solenoid-actuated LPG vaive 40 is attached on a pres- 

sure-reducing valve 120 which is used for adjusting LPG 

pressure into a mixer 50. The pressure-reducing valve 

120 is connected at its one end to a LPG container 20 

and at its other end io the mixer 50 which is used for 

mixing LPG and air. An outlet of the mixer 50 is connected 

to an inlet of the carburetor 60, and thereby it is possible 

to use a common fuel throttle wire, and an air cleaner 

{not shown} is provided at an inlet of the mixer 50. As 

shown in Fig. 1, a combination valve 30 is provided in 

the LPG container 20 and is connected to a LPG refilling 

valve 10 which is used for filling LPG into LPG container 

20. 

[0020] The fuel change-over system comprises a 

change-over switch for triggering a changing-over oper- 

ation. Preferably, the change-over switch is a twa-posi- 

tion button switch and can be triggered by a voltage sig- 

nal. Thus, the change-over switch will not be triggered 

by a mal-operation in the case thai the main power supply 

is turned off. 

[0021] The fuel change-over system of the invention 

further comprises a gasoline pump 80 which is connected 

at its inlet to a discharge port at the bottom of the carbu- 

retor 60 and at its outlet to a gasoline tank 90 so that it 

can draw any rest gasoline in the carburetor 60 back to 

the gasoline tank 90. 

[0022] Furthermore, the fuel change-over system in- 

cludes a contro! device 100. As shown in Fig. 2, the con- 

trol device 100 has six control legs, wherein leg 1 is con- 

nected to the sofencid-actuated gasoline valve 70 and 

can be connected in parallel with a double-color indica- 

tion light 150 for indicating the condition of the solenoid- 

actuated gasoline vaive 70, e.g. red light’s lighting up 

indicates that the solenoid-actuated gasoline valve 70 is 

open and gasoline is used; leg 6 is connected to solenoid- 

actuated LPG valve 40 and aise connected with the dou- 

ble-color indication fight 150 for indicating the condition 

of the solenoid-actuated LPG vaive 40, e.g. green light’s 

lighting up indicates that the solenoid-actuated LPG 

valve 40 is open and LPG is used; leg 2 is connected to 

the negative of the battery; leg 3 to gasoline pump 80; 

leg 4 to the change-over switch 140; and leg 5 to the key 

switch 160 of a motorcycle. 

{0023] The controf device 100 carries out its control 

functions as follows: in a changing over from LPG to 

gasoline, as soon as the change-over switch 140 is 

pressed down, the control device 100 makes solenoid- 

actuated gasoline valve 70 open immediately so that the 

gasoline supply passage becomes through; meanwhile 

the solenoid-actuated LPG valve 40 on the pressure-re- 

ducing valve 120 is closed at a time delay and the LPG 

supply passage is closed at a time delay accordingly. 

The double-color indication light 150 gives out a red light 
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in the time a motorcycle runs on gasoline. In a changing 

over from gasoline to LPG, as soon as the change-over 

switch 140 is pressed again, the control device 100 

makes solenoid-actuated gasoline valve 70 closed im- 

mediately so that the gasoline supply passage shut off, 

and the pump 80 is put into operation for a suitable pre- 

determined period to draw any rest gasoline in the car- 

buretor 60 back to the gasoline tank 90 and then is 

stopped; meanwhile the solenoid-actuated LPG valve 40 

on the pressure-reducing valve 120 is opened at a time 

delay and the LPG supply passage becomes through 

accordingly. The double-color indication light 150 gives 

outa green light in the time a motorcycle runs on gasoline. 

[0024] jin the control process described above, the 

length of the time delay at which the solenoid-actuated 

LPG valve 40 is closed or opened is dependent on the 

displacement volume of a specific motorcycle and on the 

internal configuration of the carburetor 60; the length of 

the period for which the gasoline pump 80 works is de- 

pendeni on the size of the carburetor gasoline chamber. 

Generally, the larger the gasoline chamber is the longer 

the period for which the gasoline pump 80 shail work after 

the solenoid-actuated gasoline valve 70 is closed. 

[0025] Preferably, the control device 100 further in- 

cludes a condition memory device which is able to re- 

member the condition in which if gasoline or LPG is used 

before electrical power supply is turned off until power 

supply is turned on again, thereby, when the motorcycle 

is restarted, the control device 100 can hold the motor- 

cycle to use the fuel that was used before its electrical 

power supply is turned off. in the case that ihe change- 

over switch 140 is a voltage triggered button-type switch, 

in combination with the condition memory device, a pro- 

gram malfunction or mal-operation which may cause the 

two fuel burned simultaneously can be avoided. 

{0026] Furthermore, the control system 100 includes 

a change-over disabling device which js used to disable 

any following changing-over operation in a predeter- 

mined period (e.g. 10 seconds) after the change-over 

switch 140 is pressed down last-time, this is to ensure 

that two successive fuel change-overs can not be con- 

ducted in a stipulated time length so as fo avoid the pro- 

gram out of order and the two fuels burned simultane- 

ously. 

[0027] Moreover, in order to ensure motorcycle’s sta- 

bility and safety, the control device 100 of the fuel change- 

over system of the invention is provided with an electronic 

contro! box 110 for acquiring a signal from a magneto of 

the motorcycle. The electronic contro! box 110 is con- 

nected with the solenoid-actuated LPG valve 40. As soon 

as the motorcycle stops traveling and its magneto stops 

as well, the electronic control box 110 transmits a control 

signal to make the solenoid-actuated LPG valve 40 

closed so as to shut off LPG passage. 

[0028] in addition, as shown in Fig. 1, an additional 

solenoid-actuated LPG valve 130 is provided in the con- 

tainer which is LPG source. The valve, together and at 

the same time with the solenoid-actuated LPG valve 40 
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attached on the pressure-reducing valve 120, is control- 

fed by the control device 100. This is advantageous to 

raise the safety of the whole system. 

[0029] While the preferred embodiment of the inven- 

tion has been described and illustrated, it is obvious that 

those who are skillful in this technical field can make 

many changes and modifications without departing from 

the spirit and principle of the invention. For example, the 

fuel change-over system according to the invention can 

be modified to suit motorcycles of different displacemenis 

and carburetors of different sizes by adjusting the time 

delay of the solenoid-actuated LPG vaive 40 in the sys- 

tem. Therefore, the scope of the invention is only defined 

by the claims. 

Claims 

4. A fuel change-over system which is used on a dual- 

fuel motorcycle or motor assisted bicycle for con- 

ducting its fuel change-over, more particularly for 

conducting change-over between gasoline supply 

and LPG supply, is characterized in that the fuel 

change-over system comprises: 

a solenoid-actuated gasoline valve for contro!- 

ling opening/closing of a gasoline supply pas- 

sage, the solenoid-actuated gasoline valve be- 

ing connected at its one end to a gasoline tank 

and at its the other end to a carburetor; 

a solencid-actuated LPG valve for controlling 

opening/closing of a LPG supply passage, the 

solenoid-actuaied LPG vaive being connected 

at its one end to a LPG source and at its the 

other end to a mixer; 

a change-over switch for conducting changing- 

over operation; 

a gasoline pump which is connected at ifs inlet 

to the carburetor and at its outlet to the gasoline 

tank so that the pump can draw the gasoline in 

the carburetor back to the tank; 

a control device which is electrically connected 

to the pump, the change-over switch, the sole- 

noid-actuated gasoline valve, and the solenoid- 

actuated LPG valve, respectively, the control 

device is configured to start the pump to draw 

the gasoline in the carburetor back to the tank 

as soon as the change-over switch is triggered 

when a changing-over from gasoline to LPG is 

conducted. 

2. The fuel change-over system according to claim 1, 

wherein the solenoid-actuated LPG vaiveis attached 

on a pressure-reducing valve, and the pressure-re- 

ducing valve is connected at its one end to the LPG 

source and at its the other end to the mixer. 

3. The fuel change-over system according to claim 4, 
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wherein the mixeris connected at its outlet fo an inlet 

of the carburetor and is provided with an air cleaner 

at its inlet. 

The fuel change-over system according to claim 4, 

wherein the fuel change-over system is provided with 

an electronic control box for acquiring a signal from 

a magneto of a motorcycle and motor assisted bicy- 

cle, the electronic contro] box is connected with the 

solenoid-actuated LPG valve, the electronic control 

box transmits a control signal to make the solenoid- 

actuated LPG valve closed and thereby to shut off 

LPG passage as soon as the magneto stops. 

The fuel change-over system according to claim 1, 

wherein further comprising a condition memory de- 

vice which is able to remember the condition in which 

if gasoline or LPG js used before the electrical power 

supply of the control device is turned off until the 

power supply is turned on again, thereby, when the 

motorcycie or motor assisted bicycle is restarted, the 

control device can hold it to use the fuel that was 

used before its electrical power supply is turned off, 

the change-over switch is a voltage triggered buiton- 

type switch, which is not triggered when the electrical 

power supply of the motorcycle or motor assisted 

bicycle is turned off. 

The fuel change-over system according to claim 1, 

wherein the fuel change-over system comprises a 

fuel attribute indicator for indicating if gasoline or 

LPG is used by the vehicle at that right time, the 

indicator is connected with the control device. 

The fuel change-over system according to claim 1, 

wherein the contro! device can control the gasoline 

pump so that the fength of its operation time is pro- 

portional to the gasoline chamber volume of the car- 

buretor. 

The fuel change-over system according to claim 4, 

wherein during a changing-over from LPG to gaso- 

line, the contro! device conirols the solenoid-actuat- 

ed LPG valve so as to make it closed at a time delay; 

and during a changing-over from gasoline to LPG, 

the control device controls the solenoid-actuated 

gasoline valve so as to make it open at a time delay. 

The fuel change-over system according to claim 1, 

wherein the fuel change-over system includes a 

change-over disabling device which is used to disa- 

ble any following changing-over operation in a pre- 

determined period after the last-time change-over is 

carried out. 

A fuel change-over method for conducting fuel 

change-over of a dual-fuel motorcycle or motor as- 

sisted bicycle via a fuel change-over system, com- 
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prising: 

during a changing-over from LPG to gasoline, 

as soon as a change-over switch of the change- 

over system is operated, a contro! device of the 

change-over system makes a solencid-actuat- 

ed gasoline valve thereof open immediately so 

as to make gasoline supply passage through, 

and at the same time, a solenoid-actuated LPG 

vaive thereof is closed at a time delay; during a 

changing-over from gasoline to LPG, as soon 

as the change-over switch of the change-over 

system is operated, the control device of the 

change-over system makes the solenoid-actu- 

ated gasoline valve closed immediately so as to 

shut off the gasoline supply passage, and at the 

same time, the gasoline pump in the fuel 

change-over system is started to work and the 

solenoid-actuated LPG valve is opened at atime 

delay. 
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BATTERYLESS DUAL FUEL ENGINE WITH LIQUID FUEL CUT-OFF 

Application Information 

APPLICATION TYPE _ Utility - Nonprovisional Application PATENT # 

under 35 USC 11 1(a) 

CONFIRMATION # 5786 FILED BY Robyn Templin 

PATENT CENTER # 60230277 FILING DATE 06/22/2020 

CUSTOMER # 26629 FIRST NAMED Kendall J. Collie 
INVENTOR 

CORRESPONDENCE - AUTHORIZED BY Andrew Stark 
ADDRESS 

Documents TOTAL DOCUMENTS: 9 

DOCUMENT PAGES DESCRIPTION Size (6B) 
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Transmitial oot Examination (RCE} 
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APPLICATION # RECEIPT DATE / TIME ATTORNEY DOCKET # 
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Title of Invention 

BATTERYLESS DUAL FUEL ENGINE WITH LIQUID FUEL CUT-OFF 

Application Information 

APPLICATION TYPE = Utiity - Nonpravisiorial Application PATENT # - 

under 35 USC title) 

CONFIRMATION # 5786 FILED BY) §$Rabyr Templin 

PATENT CENTER# 60230277 AUTHORIZED BY Andrew Stark 

CUSTOMER # 2862 FILING DATE 8822/2026 
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ADDRESS INVENTOR 

Payment Information 

PAYMENT METHOD PAYMENT TRANSACTION ID PAYMENT AUTHORIZED BY 
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FEE CODE DESCRIPTION ITEM PRICE($) QUANTITY ITEM TOTAL($) 
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REPUBLIQUE FRANCAISE @) N° de publication : 2 5 10 6 60 

INSTITUT NATIONAL Camnanalee de Soprodeetion 
DE LA PROPRIETE INDUSTRIELLE . 

PARIS 

Al 
DEMANDE 

DE BREVET D’INVENTION 

@ N° 81 14723 

  

Systéme d’alimentation en carburant 4 deux réservoirs, pour véhicule spécial 4 moteur unique. 

61) Classification internationale (Int. Cl). F02D 19/06; B 60 K 15/02. 

@2) Date de dépOt......ceeeeeeeeseenes 29 juillet 1981. 
Priorité revendiquée : 

Date de la mise a la disposition du 

public de la demande............ B.O.P.1. — « Listes » n° 5 du 4-2-1983. 

  

@) Déposant : STETTER SA, société anonyme. — FR. 

@) ~ Invention de : Mathias Derrez et Michel Lopez. 

@3) Titulaire : Idem @7) 

Mandataire : Cabinet Pierre Loyer, — 
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Systéme d'alimentation en carburant 4 deux réservoirs, pour 
  

~ 
véhicule spécial 4 moteur unigue. 
  

L'invention concerne un systéme d'alimentation en car- 

burant, 4 deux réservoirs, pour véhicule spécial 4 moteur uni- 

que, destiné 4 permettre une fonction transport avec un type 

de carburant et une fonction service 4 l'arr&ét du véhicule 

avec un autre type de carburant. 

L'invention est notamment destinée & équiper les bé- 

tonniéres mobiles. 

Il est connu d'utiliser, pour un m@éme moteur, deux ty- 

pes de carburant au moyen de deux réservoirs et d'une commande 

d'inversion disposée dans le circuit d'alimentation. 

De plus, on connait des véhicules ou engins qui sont 

destinés 4 accomplir une fonction transport ou déplacement et 

une fonction service lorsqu'ils sont arrétés, cette fonction 

étant assurée par le moteur du véhicule. C'est par exemple le 

cas d'une bétonniére portée par un véhicule et dont le tambour 

est entrafné par le moteur du véhicule. 

Dans ce cas, le véhicule est une partie du temps en dé- 

placement et une autre partie du temps sur un chantier. En dé- 

placement, le moteur sert a la traction du véhicule et éven~ 

tuellement en méme temps 4 la rotation du tambour. Sur le chan- 

tier le véhicule est en stationnement, avec son frein de 

parcage actionné et sa bofte de vitesse au point mort tandis 

que le moteur ne sert plus alors qu'a la rotation du tambour. 

Avec un double fonctionnement de ce type, il peut étre 

avantageux d'alimenter le moteur avec des carburants différents 

respectivement pour la fonction transport et pour la fonction 

service seule. L'avantage est par exemple simplement économique, 

en utilisant un carburant plus lourd et moins cher pour le ser- 

‘vice seul et au contraire plus performant pour le transport, 

comme par exemple respectivement du fioul et du gazole. 

C'est pourcuoi l'invention propose un systéme d'alimenta- 

tion en carburant, & deux réservoirs, pour véhicule spécial 4 

moteur unique, muni de moyens de commande pour alimenter le mo- 

teur 4 partir de l'un ou de l'autre desdits réservoirs et qui 

est remarquable en ce que les moyens de commande comportent une 

électro-vanne qui permet de positionner le circuit d'alimenta- 

tion sur l'un ou l'autre des réservoirs et qui est actionné par 
—_ 

un relai, lui-m@me commandé par les fermetures 4 la fois de deux 
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contacteurs électriques en série, lesdites fermetures étant 

obtenues respectivement par 1a mise au point mort de la bof- 

te de vitesse du véhicule et par l'actionnement du frein de 

parcage de telle sorte que le moteur soit alimenté par i'un 

des réservoirs et un type de carburant en fonctionnement nor- 

mal de transport et par l'autre réservoir et un autre type de 

carburant pour un fonctionnement de service seul lorsque le 

vé6hicule est 4 l'arr&ét avec sa boite de vitesse au point mort 

et son frein de parcage actionné. 

Pour des raisons de sécurité il est avantageux selon 

l'invention que 1'électro-vanne soit en position d'alimentation 

sur le réservoir destiné au fonctionnement transport lorsque 

ladite @électro-vanne est au repos, c'est-a-dire non actionnée 

par le relais. 

De préférence, dans ce cas deux témoins lumineux sont 

aménagés pour signaler le réservoir en fonction, ceux-ci 6tant 

électriquement alimentés par l'intermédiaire du relais qui fer- 

me le circuit électrique du témoin destiné au réservoir de trans- 

port et ouvre le circuit électrique de l'autre témoin lorsque 

ledit relais est au repos, c‘'est-d-dire non commandé par les 

fermtures des contacteurs et au contrafre ferme le circuit élec- 

trique du témoin destiné au réservoir de service et ouvre le cir- 

cuit 6lectrique de l'autre témoin lorsque ledit relais est ex- 

cité par les fermetures en série des deux contacteurs. 

L'invention sera mieux comprise a la lecture de la des~- 

cription qui va suivre et qui se référe 4 la figure unique an- 

nexée représentant schématiquement un mode de réalisation selon 

1'invention pour moteur diesel. 

Cette figure montre deux réservoirs 1 et 2 contenant par 

exemple respectivement du fioul et du gazole.. De ces réservoirs 

partent des circuits d'alimentation munis chacun d'un préfiltre 

3, 4 et pour le circuit gazole d'un dispositif anti-retour 5. 

Les circuits des deux réservoirs passent par une &lectro- 

vanne 6 qui, au repos est en position d'alimentation gazole. 

Aprés 1'électro-vanne, le circuit unique parvient 4 la 

pompe d'alimentation 7 en passant par un bac de visualisation 8, 

visible de l'extérieur. 

Aprés la pompe 7 le circuit aboutit aux pompes d'injection 

Petitioner MWE Investments, LLC, et al. 

Exhibit 1002, Page 66Petitioner MWE Investments, LLC, et al. 
Exhibit 1003, Page 255



10 

15 

20 

25 

30 

35 

2510660 

3 

9 aprés avoir traversé un filtre 10. 

Comme le montre le dessin, le retour 11 des injecteurs 

se déverse dans le réservoir 1 de fioul et plus généralement 

dans le réservoir contenant le carburant le plus lourd et ceci 

quelque soit le réservoir sélectionné tandis que le retour 12 

des pompes est recyclé en amont de la pompe d'alimentation 7. 

L'€lectro-vanne 6 est actionnée par un relais 13 qui, 

au repos c'est-a-dire non excit6é, coupe le circuit électrique 

d'alimentation de 1'électro~vanne qui reste alors en position 

d'alimentation/gazole. Dans cette position le relais ferme en 

outre le circuit électrique d'un témoin lumineux 14 (par exem- 

ple de couleur verte) tandis qu'il ouvre au contrafre le cir- 

cuit 6lectrique d'un autre témoin lumineux 15 (de couleur rou- 

ge par exemple). 

Lorsque le relais 13 est excité comme il sera expliqué 

ci-aprés, celui-ci ferme le circuit électrique de 1'électro- 

vanne 6 qui bascule dans sa position alimentation fioul (ré- 

servoir 1), ouvre le circuit électrique du témoin 14 qui s'é- 

teint et ferme le circuit électrique du témoin 15 qui s'allume. 

L'excitation du relais 13, comme le montre le dessin, 

est obtenue par la fermeture de son circuit d'alimentation 

électrique au moyen de deux contacteurs en série 16 et 17 qui 

sont combinés avec respectivement la boite de vitesse 18 et le 

frein de parcage 19 du véhicule. 

Les contacteurs 16 et 17 sont tels qu'ils sont ouverts 

lorsque respectivement la boite de vitesse 18 est enclenchée 

sur une vitesse et le frein de parcage 19 n'est pas actionné 

et au contrafre fermés lorsque respectivement la bofite de vi-~- 

tesse est au point mort et le frein de parcage est actionné. 

En outre L'ouverture et la fermeture du contacteur 17 

entrafinent respectivement l'ouverture et la fermeture du cir- 

cuit 6lectrique d'un autre témoin 20 classique de frein de par- 

cage, de méme couleur que le témoin 14.. 

Le fonctionnement est simple 4 comprendre. 

En déplacement, le frein 19 n'est pas actionné et la 

boite de vitesse enclenchée de telle sorte que le relais 13 

n'est pas excité (les contacteurs 16 et 17 étant ouverts). 

Dans ces conditions 1'électro-vanne est en position 
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gazole, le témoin 14 est allumé et les témoins 15 et 20 éteints 

(conditions choisies pour le dessin). Dans ce cas, m&me la 

mise au point mort de la bofite ne change pas le type de car- 

burant puisque le contacteur 17 reste ouvert. ; 

Lorsque le frein 19 est actionné et que la bofite de 

vitesse 18 est au point mort, le relais 13 est excité de telle 

sorte que 1'électro-vanne 6 est en position fioul tandis que 

le témoin 14 est éteint et les témoins 15 et 20 allumés par 

mise sous tension. 7 

Cette disposition présente donc une grande sécurité et 

un automatisme complét puisque les positions gazole et fioul 

sont automatiquement obtenues par la mise en fonction elles- 

mémes, respectivement déplacement ou transport et service, le 

véhicule ne pouvant pas rouler sur chantier ou sur route avec 

du fiowl (dans cet exemple). En outre en cas de défaillance 

électrique, les circuits restent ou passent en alimentation 

Enfin, comme il a déja 4té dit, l'invention est notam- 

Ment destinée, mais non exclusivement, aux bétonniéres portées. 
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REVENDICATIONS ; 

1. Systéme d'alimentation en carburant, & deux réser~ 

voirs (1,2), pour véhicule spécial 4 moteur unique, muni de 

moyens de commande pour alimenter le moteur 4 partir de l'un 

  

ou de l'autre desdits réservoirs, svstéme caract&6risé en ce 

que les moyens de commande comportent une électro-vanne (6) 
qui permet de positionner le circuit d'alimentation sur l'un 

ou l'autre des réservoirs (1,2) et qui est actionnéepar un 

relais (13) lui-méme commandé par les fermetures 4 la fois de 

deux contacteurs électriques en série (16,17), lesdites ferme- 

tures Gtant obtenues respectivement par la mise au point mort 

de la boite de vitesse (18) du véhicule et par L'actionnement 

du frein de parcage (19) de telle sorte que le moteur soit 

alimenté par l'un des réservoirs (2) et un type de carburant 

en fonctionnement normal de transport et par l'autre réservoir 

(1) et un autre type de carburant pour un fonctionnement de 

service seul lorsque le véhicule est & l'arrét avec sa boite 

de vitesse au point mort et son frein de parcage actionné. 

2. Systéme selon la revendication 1, caractérisé en ce 

que 1'électro-vanne (6) est en position d'alimentation sur le 

réservoir (2) destiné au fonctionnement transport lorsque la-~ 

dite 6lectro-vanne est au repos, c'est-A4-dire non actionnée 

par le relais (13). ; 

3. Systéme selon la revendication 2, caractérisé en ce 

que deux témoins lumineux (14,15) sont am€énagés pour signaler 

le réservoir en fonction, ceux-ci 6tant électriquement alimen- 

tés par l'intermédiaire du relais (13) qui ferme le circuit 

électrique du témoin (14) destiné au réservoir (2) de trans- 

port et ouvre le circuit électrique de l'autre témoin (15) 

lorsque ledit relais est au repos, c'est-a-dire non commandé 

par les fermetures des contacteurs (16,17) et au contratfre 

ferme le circuit électrique du témoin (15) destiné au’ réser- 

voir (1) de service et ouvre le circuit électrique de l'autre 

témoin (14) lorsque ledit relais est excité par les fermetures 

en série des deux contacteurs (16,17). 

4. Systéme selon l'une des revendications 1 4 3, pour 

moteur diesel, caractérisé en cequele réservoir (2) destiné 

a la fonction transport contient du gazole et l'autre réser- 

voir (1) du fioul. 
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5. Systéme selon l'une des revendications 1 4 4, carac- 

térisé en ce que le réservoir (2) de transport est muni d'un 

dispositif anti-retour (5), que les circuits des deux réser- 

voirs sont munis chacun d'un préfiltre (3,4) disposé en amont 

de L'électro-vanne (6) et qu'un bac de visualisation (8), vi- 

sible de l'extérieur est prévu dans le circuit aval de 1'élec- 

tro-vanne (6). 

6. Systéme selon l'une des revendications 1 4 5 carac~- 

térisé en ce que le véhicule est une bétonniére mobile et que 

le moteur unique assure d'une part le déplacement du véhicule 

et éventuellement en méme temps, la rotation du tambour lors~- 

que ledit moteur est alimenté par le réservoir (2) de trans- 

port et d'autre part seulement la rotation du tambour lorsqu'il 

est alimenté par le réservoir (1) de service, c'est-a-dire 

lorsque ledit véhicule est en position fixe, sur chantier par 

exemple. 
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(54) Title) A DUAL-FUEL METHOD FOR BOOST FUEL SUBSTITUTION IN TURBO-CHARGED DIESEL ENGINES 

(57) Abstract 

An assembly for boost fuel substi- 
tution in turbo charged diesel engines; 

the assembly including: a diesel en- 
gine including an inlet manifold (2) and 
an exhaust manifold; a turbocharger (3) 

in communication with said inlet man- 
ifold (2); first and second reservoirs of 
diesel (10) and gas (13) respectively se- 

lectively in communication with said en- 
gine; a fuel injection pump (8) including 
an aneroid (9) intermediate the first reser- 

voir of diesel (10) and said inlet manifold 
(2); a control valve (11) intermediate the 

second reservoir of gas (13) and said inlet 

manifold (2); characterised in that the as- 

sembly includes at least two solenoids (6, 
7) each capable of moving between first 
and second operational states; wherein a 
first of said solenoids (6) is located be- 
tween the inlet manifold (2) and said fuel injection pump (8) and the second solenoid (7) is located between said inlet manifold (2) and 
said control valve (11) wherein, said first solenoid (6) responsive to a predetermined engine operating parameter moves between a first 
state in which pressurised air from said inlet manifold (2) communicates with said aneroid (9) and atmospheric air is isolated from the 
aneroid (9) and a second state in which manifold air to the fuel injection pump (8) is interrupted and atmospheric air is in communication 
with the aneroid (9) and pressurised air from said inlet manifold (2) terminates at said first solenoid (6); and wherein the second solenoid 

(7) responsive to said predetermined engine operating parameter and/or signal is located between said inlet manifold (2) and said control 
valve (11) and moves between a first state in which atmospheric air is in communication with said control valve (11) and second state in 
which pressurised air from said inlet manifold (2) is in communication with said control valve (11); wherein when the first solenoid (6) 
isolates said first fuel type, the second solenoid (7) operates responsive to a signal to allow boost fuel provided by said second fuel type to 
communicate between the second fuel source (13) and the engine. 
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A DUAL-FUEL METHOD FOR BOOST FUEL SUBSTITUTION IN TURBO- 

CHARGED DIESEL ENGINES 

BACKGROUND 
  

The present invention relates to fuel systems and more particularly relates to a system in 

which a second fuel is admitted as a substitution for boost fiel in a turbo-charged diesel 

engine. The invention also relates to a dual fuelling system which may be retro-fitted in a 

simple manner to an existing single-fuel turbo-charged diesel engine. 

PRIOR ART 

Diesel engine operation is typically controlled by the fuel injection pump. Turbo-charged 

diesel engines introduce a degree of complexity to the control of the engine, over 

normally aspirated diesel engines due to the fact that the amount of air admitted to each 

cylinder for each cycle (air charge), changes as a result of the change in manifold air 

pressure. This change in air charge coupled to the requirement to run diesel engines 

lean, requires the inlet manifold pressure to be an input to any system controlling the 

engine. Therefore, on turbo-charged diesel engines, typically a pressure line connects the 

inlet manifold to an aneroid on the injection pump to facilitate the variation in fuel flow 

rate due to variations of inlet manifold pressure. 

Other means of facilitating this variation of fuel flow rate are known. For example, one 

system electronically senses the manifold pressure, then the output of the electronic 

sensor is processed, with the output of this processor electrically driving an 

electromagnetic device associated with the injection pump. 

US patent 4,517,928 (corresponds to Australian application 17878/83) discloses an 

existing system for using a gas such as LPG as a secondary boost fuel in diesel engines. 

According to the arrangement shown in the US patent a signal proportional to the 

momentary effect of fuel consumption controls the gas supply to the engine. A valve in a 

gas supply line is connected to a control lever of the engine governor to allow gas supply 

only in a load range above approximately 25% and up to a maximum of approximately 

40% of the full load total fuel consumption. In the lower range, incomplete combustion 
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of the gas is avoided and in the high low range destination and overload are avoided and 

the opacity of the exhaust is improved. The consumption of liquid fuel is reduced and 

the exhaust gas composition is improved. An adjustable stop in the arrangement 

described limits the maximum injectable liquid fuel quantity when the engine is operated 

in a duel fuel mode. Whilst it is known to retrofit a dual fuel system incorporating diesel 

fuel and boost LP gas fuel as a substitution for diesel fuel, the known arrangements 

require considerable interference with the existing engine equipment and more 

particularly requires significant interference with the diesel fuel pump and aneroid. 

Whilst US patent 4,517,928 teaches no intervention into the inside of the fuel pump or 

the governor there is still required at the outside of the fuel pump a stop for a control 

lever. Thus, a limiter for the control rod has to be added increasing the labour in 

retrofitting. 

Dual fuel systems used with diesel engines involve a mixture of diesel and gas wherein 

gas is used as boost fuel responsive to changes in a predetermined engine parameter. 

The principle of this system is to save diesel fuel by injecting a lesser quantity and 

replacing this with lower cost LPG and also to avoid diesel exhaust smoke at full load 

running. 

This inevitably results in power loss so in order to regain the original power LPG is 

added to the inlet air. According to the modification is effected so that the engine will 

have the same power with dual fuel as if it was using a 100% diesel. At fuel engine 

power load about 30% diesel can be replaced. When more diesel is replaced the engine 

will demonstrate a phenomenon known as knocking will stop at part load where peak 

pressures in the cylinders are lower more diesel fuel can be replaced by LPG up to about 

40%. At less than a quarter of full load of the engine no LPG may be added to the inlet 

system because of insufficient combustion. 

INVENTION 

The present invention provides an alternative boost fuel substitution system for a diesel 

engine which may be used in conjunction with and retro fitted to existing fuel systems. 
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The dual fuel system according to the present invention is characterised by the inclusion 

of a second fuel in place of diesel fuel which would in single fuel operation have been 

introduced to the engine due to an increase in the inlet manifold air pressure as a result of 

the turbo-charger, and an increase in throttle position, typically known as boost fuel. 

The system according to the present invention is particularly suitable for retro-fitting to 

conventional diesel engines without disassembly of the injection pump. 

In one form, the invention is further characterised by the interruption of the manifold air 

pressure input to the injection pump, and the substitution for the variation of diesel fuel 

flow in dependence on manifold pressure and the metering of a second fuel in response 

to a chosen engine operating parameter or a combination of parameters. Suitable 

parameters include engine revolutions per minutes (R.P.M.), inlet manifold pressure, 

throttle position and diesel fuel flow rate. Preferably, the total fuel admitted to the 

engine is controlled so as to maintain the overall air-fuel-ratio in the lean range. 

According to the present system, the signal sent to the injection pump to indicate that the 

manifold air pressure has increased, is interrupted. The interruption makes the injection 

pump behave as if the inlet manifold air pressure is close to atmospheric. This disables 

the ability of the injection pump to add the boost diesel fuel to the engine. The boost 

diesel fuel is substituted with a second fuel. The second fuel is admitted to the engine by 

a means other than the injection pump used for the diesel fuel. Typically, this is by a 

separate injection system (for direct injection) or by admission to the inlet manifold. 

In one broad form the present invention comprises: 

an assembly for boost fuel substitution in a turbo charged diesel engine; the 

assembly including; 

a diesel engine including an inlet manifold and an exhaust manifold; 

a turbocharger in communication with said inlet manifold; 

first and second reservoirs of two alternate fuel types in communication with said 

engine; 

a fuel injection pump including an aneroid intermediate a first reservoir of one of 

said two fuel types and said inlet manifold; 
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a control valve intermediate a second reservoir of said fuel types and said inlet 

manifold; 

characterised in that the assembly includes at least two solenoids each capable of 

moving between two states of operation, wherein a first of said solenoids is located 

between the inlet manifold and said fuel injection pump and the second solenoid is 

located between said inlet manifold and said control valve; 

wherein, said first solenoid responsive to a predetermined engine operating 

parameter moves between a first state in which pressurised air from said inlet manifold 

communicates with said aneroid and isolates atmospheric air and a second state in which 

manifold air to the fuel injection pump is interrupted and atmospheric air is in 

communication with the aneroid and pressurised air from said inlet manifold terminates 

at said first solenoid; 

and wherein the second solenoid responsive to said predetermined engine 

operating parameter or a second parameter is located between said inlet manifold and 

said control valve and moves between a first state in which atmospheric air is in 

communication with said gas metering valve and a second state in which pressurised air 

from said inlet manifold is in communication with said control valve and atmospheric air 

is isolated from control valve; 

wherein when the first solenoid isolates said first fuel type, the second solenoid 

operates to allow boost fuel provided by said second fuel type to communicate between 

the second fuel source and the engine. 

Preferably the aneroid is in direct contact with pressurised air from the manifold and 

responds to that pressure. Alternatively, the aneroid is in electrical contact with a sensor 

attached at or near said inlet manifold such that the sensor after sensing the air pressure 

in the manifold causes a signal to be transmitted to the aneroid. 

In another form the present invention comprises; 

an assembly for boost fuel substitution in turbo charged diesel engines; the 

assembly including; 

a diesel engine including an inlet manifold and an exhaust manifold; 

a turbocharger in communication with said inlet manifold; 
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first and second reservoirs of two alternate fuel types in communication with said 

engine; 

a fuel injection pump including an aneroid intermediate the first reservoir of one 

of said two fuel types and said inlet manifold; 

a control valve intermediate a second reservoir of said fuel types and said inlet 

manifold; 

characterised in that the assembly includes at least two solenoids each capable of 

moving between two states of operation; wherein a first of said solenoids is located 

between the inlet manifold and said fuel injection pump and the second solenoid is 

located between said inlet manifold and said control valve; 

wherein, said first solenoid responsive to a predetermined engine operating 

parameter moves between a first state in which pressurised air from said inlet manifold 

communicates with said aneroid and isolates atmospheric air and a second state in which 

manifold air to the fuel injection pump is interrupted and atmospheric air is in 

communication with the aneroid and pressurised air from said inlet manifold terminates 

at said first solenoid; 

and wherein the second solenoid responsive to said predetermined engine 

operating parameter or a second parameter is located between said inlet manifold and 

said control valve and moves between a first state in which atmospheric air is in 

communication with said gas metering valve and second state in which pressurised air 

from said inlet manifold is in communication with said control valve and atmospheric air 

is isolated from the control valve; 

wherein when the first solenoid is in its second state, the second solenoid is in its 

second state such that when first fuel is isolated from the engine by operation of the first 

solenoid, the operation of the second solenoid allows delivery of boost fuel from the 

second fuel source to the engine. 

In another broad form the present invention comprises: 

a system for boost fuel substitution in a turbo charged diesel engine of the high 

speed type; 

the system including a diesel engine including an inlet manifold and an exhaust 

manifold, a turbocharger in communication with said inlet manifold; 

Petitioner MWE Investments, LLC, et al. 

Exhibit 1002, Page 78Petitioner MWE Investments, LLC, et al. 
Exhibit 1003, Page 267



10 

15 

20 

25 

30 

WO 99/01659 6 PCT/AU98/00500 

a first fuel reservoir of diesel fuel and a second reservoir of gas fuel each available 

for delivery to said engine; 

a diesel fuel injection pump including an aneroid intermediate the first reservoir 

and the inlet manifold; 

a gas control valve intermediate the second reservoir and the inlet manifold for 

regulating the pressure of gas supplied from the second reservoir; 

wherein the system further includes first and second solenoids each capable of 

movement between two states of operation; wherein the first of said solenoids is located 

between the inlet manifold and said diesel fuel pump and the second is located between 

the inlet manifold and said gas control valve; 

wherein the operation of each said solenoid is responsive to a predetermined 

engine operating parameter, 

said first solenoid moves between a first operating condition in which the inlet 

manifold pressure is in communication with the aneroid and fuel pump and a second 

operating condition in which the inlet manifold pressure is isolated from said fuel pump 

limiting flow of diesel to the engine to a predetermined maximum and ambient air is 

accessible to the aneroid; 

said second solenoid moves between a first operating condition in which gas fuel 

is isolated from the engine and ambient air is in communication with the gas control 

valve and a second operating condition in which gas fuel is in communication with said 

diesel engine wherein when the first solenoid is in its first operating state the second 

solenoid is in its first operating state and when the first solenoid is in its second operating 

state the second solenoid is in its second operating state; 

wherein the solenoids are influenced by an electrical signal or signals initiated by 

a sensor or sensor which detects a predetermined engine operating parameter or 

parameters. 

In another broad form the present invention comprises; 

a system for boost fuel substitution in a turbo charged diesel engine; the system 

including; 

a diesel engine including an inlet manifold and an exhaust manifold, 

a turbocharger in communication with said inlet manifold; 
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first and second reservoirs of diesel and gas respectively selectively in 

communication with said engine, 

a fuel injection pump including an aneroid intermediate the first reservoir of diesel 

and said inlet manifold; 

a control valve intermediate the second reservoir of gas and said inlet manifold; 

characterised in that the system includes a single solenoid capable of moving 

between two operational states; 

wherein said single solenoid is located intermediate the inlet manifold and the fuel 

pump and control valve such that the solenoid is capable of allowing communication 

between the first or second fuel and the engine responsive to a single dictated by a 

predetermined engine operating parameter; 

wherein said single solenoid moves between a first operational state which allows 

communication between pressurised air from the inlet manifold and said aneroid and 

isolates pressurised air access to said gas control valve and a second operational state in 

which communication between the inlet manifold and the aneroid of the fuel pump is 

isolated and communication between the inlet manifold pressurised air and the control 

valve is allowed; 

wherein when the solenoid is in its first operational state the first fuel is delivered 

to the engine and when the solenoid is in its second operational state boost fuel 

comprising the second fuel is substituted for the first fuel wherein the solenoid operates 

responsive to predetermined engine operating parameters. 

The advantages of the boost fuel substitution system of the present invention, when fitted 

to a turbo-charged diesel engine include the following: 

the process of adapting a turbo-charged diesel engine to dual-fuelled operation can be 

achieved without disassembly of the injection pump, nor does it require any physical 

alteration to the internal mechanisms of the injection pump or the body of the injection 

pump. Because the injection pump has not been modified, any repairs or calibration of 

the injection pump can still be carried out according to the manufacturer’s specifications. 

The system can be converted back to 100% diesel operation while the engine is in 

operation. Through the use of a gaseous second fuel, typically liquefied petroleum gas 
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or natural gas, particulate emissions can be reduced. Since only the boost component of 

the diesel fuel is replaced with the second fuel, knock problems associated with high 

substitution levels of gaseous second fuels can be avoided. This occurs due to the fact 

that the boost fuel flow rate typically represents less than 45% of the total fuel flow rate, 

based on energy flow per unit time. Knock problems associated with gaseous second 

fuels typically occur at higher substitution levels. Rough idle problems associated with 

some high substitution level, duel-fuelied engines are avoided. At idle, there is no 

significant boost of the inlet manifold air pressure, above ambient conditions. Therefore, 

at idle, the engine would be operating on or very close to 100% diesel. 

The present invention will now be described in more detail according to a preferred but 

non limiting embodiment and with reference to the accompanying illustrations: 

Figure |: shows a schematic layout of the relationship of the duel solenoid 

arrangement fitted to a dual fuel system; 

Figure 2: shows a cross sectional elevation of a dual change over solenoid 

arrangement according to a preferred embodiment wherein a first solenoid 

prevents communication between the inlet manifold and an aneroid and 

the other solenoid activates boost fuel; 

Figure 3: shows the arrangement of figure 2 whereby the first solenoid allows 

communication between the inlet manifold and the aneroid and the second 

solenoid allows communication between a gas control valve and ambient 

air thereby preventing passage of boost fuel to the engine; 

Figure 4: shows an alternative to the arrangement of figures 2 and 3 with the 

position of the ambient air access port in the gas circuit altered and which 

activates the gas fuel circuit and renders the primary fuel circuit inactive; 

Figure 5: shows the solenoid arrangement of figure 4 wherein the gas fuel circuit is 

inactivated by the second solenoid and the first solenoid allows 

communication between the inlet manifold and aneroid; and 

Figure 6: shows a typical circuit diagram describing electrical links between the 

battery source and operating solenoids. 
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The invention will be described, by way of example only, with reference to two 

embodiments for interruption to the inlet manifold air pressure input to the injection 

pump. 

The first is one in which a connection is made between the inlet manifold, downstream of 

the turbo-charger, and an aneroid associated with the injection pump. The second 

system is one in which the inlet manifold air pressure is electronically sensed, and an 

electrical input is made to the injection pump. 

Referring to figure 1 there is shown a schematic layout of an assembly for substitution of 

boost fuel in a diesel engine according to one embodiment. Figure 1 shows conventional 

diesel engine | including an inlet manifold 2 in communication with turbo charger 3. 

Turbocharger 3 is in communication with a conventional air cleaner 4 via air line 5. 

According to a preferred embodiment, the assembly comprises co-operating dual 

solenoids 6 and 7 the first of which is located intermediate the inlet manifold 2 and fuel 

pump 8. Solenoid 6 is in communication with an aneroid 9 associated with fuel pump 8 

via a pressurised air line which allows according to one embodiment aneroid 8 to detect 

either directly or via a signal generated by a sensor at or near the inlet manifold the level 

of air pressure at inlet manifold 2. Fuel pump 8 is connected to a diesel fuel reservoir 10 

from which diesel fuel is delivered to the engine responsive to engine operating 

parameters. Solenoid 7 is in communication with inlet manifold 2 and a gas metering 

valve 11 which regulates flow of gas along gas supply line 12 from a reservoir 13 of LP 

gas which comprises the second fuel. Supply line 12 further includes a conventional 

converter 14 wherein LP gas is converted to a vapour in a known manner. Hot water 

from the engine via line 15 converts the liquid to a vapour and in doing so warms the gas 

from stop the unit freezing as LPG when released from the liquid state to form a gaseous 

state. The gas travels along line 12 towards gas metering valve 11 which is operated by 

a switch from the foot cycle. The switch may be one of the magnetic type or alternative 

form of switch to suit requirements. Once the gaseous vapour engages gas metering 

valve 11, turbo charger 3 at this time is not generating pressure although the foot throttle 

switch turns the system on at the solenoid vaive downstream of gas metering valve 11. 
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According to one form of operation, gas metering valve 11 allows LP gas to travel 

responsive to the action of solenoid 7 into the engine. As the LP gas is boost fuel, no 

gas can enter the engine until such time as the turbo charger 3 generates enough pressure 

to push on a diaphragm inside gas metering valve 11 which in turn activates a plunger 

enabling gas feed through the metering valve. If turbo pressure is low the introduction 

of gas into the engine is very light but as turbo pressure increases, this will have the 

effect of opening gas metering valve 11 in order to increase the flow rate of gas to the 

engine. Thus, the turbo charger does not activate until the engine is in a high torque 

condition at which time the turbo charger operates. When this occurs, instead of the 

diesel fuel pump 8 advancing boost fuel towards the engine when gas is delivered to the 

engine responsive to a predetermine engine operating parameter, diesel fuel cannot enter 

the engine. Gas cannot enter the engine until such time as turbo charger 3 starts to 

operate as the torque value of the engine enters its upper range. Isolating inlet manifold 

air pressure from aneroid 9 of fuel pump 8 isolates diesel fuel and allows LP gas to be 

substituted as boost fuel. Parameters employed in the interruption of the inlet manifold 

air pressure input to the injection pump resulting in metering of the second fuel based on 

some or all of the following: 

engine R.P.M, inlet manifold air pressure, throttle position, flow rate of the diesel 

fuel and adding the second fuel to the engine. 

Figures 2 to 5 describe in more detail the operation of the dual solenoid arrangement 

according to a preferred embodiment of the invention. 

Referring to figure 2 there is shown an enlarged cross sectional view of a dual solenoid 

circuit 20 which establishes intermittent links between an inlet manifold of a diesel engine 

and two alternative fuel sources. The dual solenoid in circuit 20 to be described below 

corresponds to solenoids 6 and 7 of figure 1. Dual solenoid circuit 20 includes a first 

solenoid 21 which is placed intermediate, engine manifold 2 and fuel pump 8 with 

aneroid 9. Dual solenoid circuit 20 further includes second solenoid 22 disposed 

intermediate inlet manifold 2 and gas metering valve 11 which controls access to a 

second fuel from reservoir 13. First solenoid 21 controls the passage of primary diesel 

fuel from reservoir 10 and interrupts the primary fuel flow circuit normally responsive to 
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manifold air pressure such that primary fuel may be isolated responsive to a 

predetermined engine parameter enabling second solenoid 22 to provide substitute boost 

fuel to the diesel engine. In normal operation the engine is supplied with diesel fuel from 

fuel source 10 with the amount of fuel delivered to the engine responsive to air pressure 

at the inlet manifold. The dual solenoid system which also includes turbo charger 3 

operates in response to increased pressure generated by the turbo charger which is 

delivered to the inlet manifold 2, According to one embodiment a signal is sent to the 

injection pump 8 to indicate that the manifold air pressure has increased. This causes 

interruption to the supply of diesel fuel and isolates fuel pump 8 from manifold air 

pressure such that ambient air is then in communication with the aneroid 9. Solenoid 21 

includes solenoid body 23 having an internal chamber 24 which, subject to the position of 

plunger valve 25, able to communicate with air delivery line 26, chamber 27 and 

pressurised air chamber 28. Solenoid 21 further includes an upper body 29 housing an 

actuating mechanism energised by a control circuit which is linked to the control circuit 

via electrical linkage 30. The actuating mechanism includes biasing spring 31 which 

operates responsive to an electrical signal via link 30 such that plunger valve 25 moves 

between a location wherein gate 32 is free of orifice 33 and bears via surface 34 on 

shoulder 35 of orifice 36 and a second position in which plunger 25 bears via surface 37 

on shoulders 38 of orifice 33. The action of plunger valve 25 is regulated by electrical 

signals responsive to detection of inlet manifold pressure. As shown, plunger valve 25 of 

first solenoid 21 restricts the flow of pressurised air along pressurised airline 39 such that 

pressurised air from inlet manifold is unable to travel beyond pressurised air chamber 28. 

This allows ambient air to enter solenoid body 23 via port 40 such that ambient air is 

delivered via delivery air line 26 to aneroid 9. Accordingly the configuration of first 

solenoid 21 and more particularly the position of plunger valve 25 indicates that boost 

fuel is isolated from the diesel engine from the first fuel source in favour of substitution 

of boost fuel from the second fuel source. Second solenoid 22 has a similar 

configuration to that described for first solenoid 21 but second solenoid 22 is dispersed 

between inlet manifold 2 and gas metering valve 11. When first solenoid 21 isolates the 

fuel from a first fuel source when the aneroid detects ambient air pressure, second 

solenoid 22 operates to establish communication between inlet manifold 2 and second 

fuel or boost fuel source. As shown in figure 2 second solenoid 22 is configured 
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similarly to first solenoid 21 and includes solenoid body 50, ambient air chamber 51 in 

communication with port 52 which is open to atmospheric air and orifice 53 defined by 

shoulder 54 which receives oscillating plunger valve 55. Plunger valve 55 includes gate 

56 which when communication is open between the boost fuel source and the inlet 

manifold, locates on shoulder 54. Solenoid body 50 further includes pressurised air 

chamber 56 which is in permanent communication with inlet manifold 2. Solenoid body 

55 further includes upper shoulder 57 which acts as a bearing surface for upper surface 

58 of plunger 55 when pressurised air from inlet manifold is isolated from boost fuel 

reservoir 13. In this configuration ambient air is available via port 52 and air chamber 51 

to gas metering valve 11. When that occurs, plunger valve 25 of solenoid 21 engages 

shoulder region 38 via surface 37 in order to open communication between inlet 

manifold 2 and first fuel reservoir 10 via aneroid fuel pump. 

Figure 3 shows the arrangement set out in figure 2 and is numbered in accordance with 

the integers of figure 2. The fundamental difference between the arrangement in figure 3 

and that shown in figure 2 is that in figure 3 solenoid 21 seats on shoulder 38 via gate 32 

so as to enable communication between pressurised air at the inlet manifold and the first 

fuel source. Sealing orifice 33 prevents ambient air access to aneroid 9 which ensures 

that the primary diesel fuel will be delivered to the engine. Plunger valve 25 will close 

access to ambient air once activated by the electrical control circuit in response to inlet 

manifold pressure. At the same time, second solenoid 22 closes the pressurised air 

circuit and allows access of ambient air via chamber 51 to gas metering valve 11. 

Referring to figure 4 there is shown an alternative dual solenoid arrangement 50 shown 

in figure 4 includes solenoid 51 which is identical to solenoid 21 shown in figure 3. 

Furthermore, solenoid 51 operates in an identical manner to that described for solenoid 

21. Where dual solenoid arrangement 50 differs from that described in figures 2 and 3 is 

the arrangement of solenoid 60 which is configured differently from the corresponding 

solenoid 22 described in the dual solenoid arrangement 20 in figure 3. Solenoid 60 

includes solenoid body 61 having an internal chamber 62, which subject to the position of 

plunger 63 will allow communication by air delivery line 64 between gas metering valve 

11 (see figure 1) and inlet manifold 2 (see figure 1). When plunger 63 is retracted there 

is free communication of pressurised air between inlet manifold 2 and gas metering valve 
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11 and in this configuration gate 65 seats on shoulder 66 of orifice 67 isolating internal 

chamber 68. Solenoid arrangement 50 shows solenoid 51 isolating pressurised air in 

pressurised air line 69 from aneroid 9. In this configuration ambient air is in direct 

communication with aneroid 9 preventing flow from diesel fuel to the engine. The 

fundamental difference between solenoid 22 and solenoid 60 is the position of the 

ambient air chamber and the opposite operation of valves 56 and 63 respectively in 

respect of their position when pressurised air is in communication with the gas moving 

valve and when ambient air is in communication with the gas metering valve. These 

differences are merely a matter of manufacturing choice or selection enabling a possible 

selection of solenoids which operate differently but performing a similar roll sequentially 

isolating or allowing access to respective fuels. 

Figure 5 shows the arrangement of figure 4 this time plungers 70 and 63 respectively are 

both seated against corresponding orifices as distinct from opposing orifices to allow 

communication between inlet manifold and aneroid 9 in the case of solenoid 51 and 

isolate pressurised air from inlet manifold 2 to gas control valve. Figures 4 and 5 

therefore illustrate an alternative configuration for the second solenoid by virtue of the 

alternative location of ambient air port 71. 

In a more general sense one solenoid valve may be employed to control the dual fuel 

system. In this case a valve which has two inputs and two outputs is used whereby the 

inlet manifold air pressure would be connected to the one input and atmospheric pressure 

would be connected to the second input. This is illustrated in Figure 7. The outputs of 

the vaive would be connected to the aneroid associated with the injection pump, and the 

input to the second fuel metering system. The valve could be configured in such a way 

that when the valve is de-energised, the inlet manifold air pressure would be connected 

to the injection pump aneroid, and the gas metering system would be connected to 

atmospheric pressure. Typically, if atmospheric pressure is input to the second fuel 

metering system, the second fuel would not be admitted to the engine. Therefore, with 

the valve in the de-energised state, the engine would be under 100% diesel operation. 
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When the valve is energised, the inlet manifold air pressure would be connected to the 

second fuel metering system and the injection pump aneroid would be connected to 

atmospheric pressure, and the engine would be operating in dual-fuel mode. Since the 

injection pump registers the manifold pressure as being atmospheric or close to 

atmospheric, it will behave as if there is no boost air being admitted to the engine and 

will not admit boost diesel fuel to the engine. 

Although this embodiment has been described with only one valve, it is acknowledged 

that it may be achieved with more than one valve, and it may be achieved with valves 

with more than two inputs, and or more than two outputs. Furthermore, the valve 

switching may be opposite to that described above, in that the valve can be used whereby 

in the energised state, the inlet manifold air pressure would be connected to the injection 

pump aneroid. The valve would typically be electro-mechanical, such as a solenoid so 

that switching the valve on and off can be achieved remotely and quickly. 

In the second system, the electrical connection from the manifold air pressure sensor 

would be interrupted as illustrated in Figure 8. A reference signal would be sent to the 

processor which has the electrical properties which are characteristic of the sensor 

output when the inlet manifold air pressure is close to ambient. 

Metering of the second fuel should be constrained to maintain the overall engine 

operation to be lean. This is desirable to ensure that the production of particulates is not 

in violation of emission control legislation. The second fuel flow may be introduced to 

the engine in a variety of known ways, including manifold introduction (commonly 

referred to as fumigated introduction for gas) or by a second injection system which may 

or may not be direct in-cylinder injection. 

The function of the system will be described below in reference to an engine that has a 

connection between the inlet manifold and the aneroid associated with the injection 

pump. The input to the injection pump could alternatively be taken from the outlet of 

the turbocharger compressor. 
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The valve is energised when some critical constraints are met. These constraints would 

include some or all of the following: 

Sufficient fuel level in the second fuel tank 

Engine oil pressure is above a present valve 

Engine R.P.M. is between set limits 

Throttle position is between set limits 

If the valve is energised, atmospheric air pressure is exposed to the aneroid associated 

with the diesel injection pump and the diesel injection pump does not admit boost diesel 

fuel. The second fuel metering system admits the second fuel essentially to supplement 

the loss of the boost diesel fuel. The metering process is done according to the engine 

conditions as listed above. If the valve is de-energised, the diesel pump will admit the 

boost diesel fuel as required. This change-over between dual-fuel operation and 100% 

diesel fuel operation can occur with the engine in operation. 

The circuit shown in figure 6 includes a power source 80 formed by a conventional 

battery which may be isolated by a conventional on/off switch 81. Included in the circuit 

is a reset switch 82 which is in electrical communication with storage reservoir 83 via 

actuating solenoid 84. Another part of the circuit links relays which together link the 

two circuits which in turn are linked to a mercury switch 85. The mercury switch is 

useful should a vehicle become involved in an accident altering its attitude dramatically in 

which case the mercury switch will immediately isolate the system immediately shutting 

down the flow of electricity to the solenoid 84 on gas tank 83 preventing any further 

flow of liquid LPG anywhere through the system. This provides a safety feature and will 

minimise risk in the event of a fire. In additional to the mercury switch is pressure 

switch 86 which enables pressure control. This switch keeps pressure from the gas 

bottle at a certain level and keeps the circuit open on the energising side of relays 87. If 

the pressure drops off by way of a ruptured line or the like or if the vehicle runs out of 

gas this will immediately break the circuit and will convert the relay 87 to the off 

position. In this position the throttle switch 88 will be isolated which in turn will shut off 

the solenoid on the downstream side of the gas metering valve. Ifthe throttle switch is 
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not operating because there is no power to it, the system will be immediately closed 

down. The circuit will also close down via the coil which operates a second relay. If 

there is no power to the second relay such that red indicator light comes on which 

indicates that the gas is off and this isolates the whole system from operating. If the gas 

tank is full and the circuit operates relay 1 and in turn operates relay 2, this will operate 

change over solenoid valve 90 and 91 thus when solenoid 90 is normally open when 

there is no power on it the system returns from gas operation to solely diesel fuel 

operation. In this condition the air pressure from the turbo charger is delivered to the 

aneroid on the fuel pump according to normal operation. When the turbo charger is 

operative and pressure is on the gas tank and the on/off switch is on, this changes a relay 

so that a normally closed relay opens and one normally open closes. This results in air 

pressure from the pressure side of the turbo charger being isolated from the aneroid and 

being diverted back through the system and onto the metering valve of the gas. When 

this happens, green light 92 illuminates on the dashboard of the vehicle indicating that 

gas is on. Where a driver of the vehicle puts his foot on the throttle it automatically 

opens the shut off solenoid on the downward side of the metering valve allowing gas to 

flow when the turbo charger builds up enough pressure to open the metering valve. The 

circuit also includes reset switch 82 just in case the vehicle runs out of gas to compensate 

for inability to turn the gas back on as the pressure switch has opened the circuit and no 

power can be delivered through the line, so it is essential to have a reset button. As soon 

as the reset button is activated this enables power to the tank solenoid 84 which as a 

consequence allows liquid to flow through the line which operates pressure switch 86. 

Once the operator’s finger is removed from the reset button the circuit remains open 

because relay number 1 and number 2 are activated creating an opposite circuit effect. 

It will be recognised by persons skilled in the art that numerous variations and 

modifications may be made tot he invention as broadly described herein without 

departing from the overall spirit and scope of the invention. 
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THE CLAIMS: 

1. An assembly for boost fuel substitution in turbo charged diesel engines; the 

assembly including; 

a diesel engine including an inlet manifold and an exhaust manifold; 

a turbocharger in communication with said inlet manifold; 

first and second reservoirs of diesel and gas respectively selectively in 

communication with said engine; 

a fuel injection pump including an aneroid intermediate the first reservoir of diesel 

and said inlet manifold; 

a control valve intermediate the second reservoir of gas and said inlet manifold; 

characterised in that the assembly includes at least two solenoids each capable of 

moving between first and second operational states; wherein a first of said solenoids is 

located between the inlet manifold and said fuel injection pump and the second solenoid 

is located between said inlet manifold and said control valve; 

wherein, said first solenoid responsive to a predetermined engine operating 

parameter moves between a first state in which pressurised air from said inlet manifold 

communicates with said aneroid and atmospheric air is isolated from the aneroid and a 

second state in which manifold air to the fuel injection pump is interrupted and 

atmospheric air is in communication with the aneroid and pressurised air from said inlet 

manifold terminates at said first solenoid; 

and wherein the second solenoid responsive to said predetermined engine 

operating parameter and/or signal is located between said inlet manifold and said control 

valve and a moves between a first state in which atmospheric air is in communication 

with said gas metering valve and second state in which pressurised air from said inlet 

manifold is in communication with said control valve; 

wherein when the first solenoid isolates said first fuel type, the second solenoid 

operates responsive to a signal to allow boost fuel provided by said second fuel type to 

communicate between the second fuel source and the engine. 

2. An assembly for boost fuel substitution in turbo charged diesel engines; the 

assembly including; 

a diesel engine including an inlet manifold and an exhaust manifold; 
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a turbocharger in communication with said inlet manifold; 

first and second reservoirs of diesel and LP gas respectively in communication 

with said engine; 

a fuel injection pump including an aneroid intermediate a first reservoir of one of 

said two fuel types and said inlet manifold; 

a control valve intermediate a second reservoir of said fuel types and said inlet 

manifold, 

characterised in that the assembly includes at least two solenoids each capable of 

moving between first and second operational states; wherein a first of said solenoids is 

located between the inlet manifold and said fuel injection pump and the second solenoid 

is located between said inlet manifold and said control valve; 

wherein, said first solenoid responsive to a predetermined engine operating 

parameter moves between a first state in which pressurised air from said inlet manifold 

communicates with said aneroid and atmospheric air is isolated from the aneroid and a 

second state in which manifold air to the fuel injection pump is interrupted and 

atmospheric air is in communication with the aneroid and pressurised air from said inlet 

manifold terminates at said first solenoid; 

and wherein the second solenoid responsive to said predetermined engine 

operating parameter is located between said inlet manifold and said control valve and 

moves between a first state in which atmospheric air is in communication with said gas 

metering valve and a second state in which pressurised air from said inlet manifold is in 

communication with said control valve; 

wherein when the first solenoid is in its second state, the second solenoid is in its 

second state such that when first fuel is isolated from the engine by operation of the first 

solenoid, the operation of the second solenoid allows delivery of boost fuel from the 

second fuel reservoir to the engine. 

3. A system for boost fuel substitution in a turbo charged diesel engine of the high 

speed type; 

the system including a diesel engine including an inlet manifold and an exhaust 

manifold, a turbocharger in communication with said inlet manifold; 

a first fuel reservoir of diesel fuel and a second reservoir of gas fuel each available 

for delivery to said engine; 
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a diesel fuel injection pump including an aneroid intermediate the first reservoir 

and the inlet manifold; 

a gas control valve intermediate the second reservoir and the inlet manifold for 

regulating the pressure of gas supplied from the second reservoir; 

wherein the system further includes first and second solenoids each capable of 

movement between two states of operation; wherein the first of said solenoids is located 

between the inlet manifold and said diesel fuel pump and the second is located between 

the inlet manifold and said gas control valve; 

wherein the operation of each said solenoid is responsive to a predetermined 

engine operating parameter; 

said first solenoid moves between a first operating condition in which the inlet 

manifold pressure is in communication with the aneroid and fuel pump and a second 

operating condition in which the inlet manifold pressure is isolated from said fuel pump 

limiting flow of diesel to the engine to a predetermined maximum and ambient air is 

accessible to the aneroid; 

said second solenoid moves between a first operating condition in which gas fuel 

is isolated from the engine and ambient air is in communication with the gas control 

valve and a second operating condition in which gas fuel is in communication with said 

diesel engine wherein when the first solenoid is in its first operating state the second 

solenoid is in its first operating state and when the first solenoid is in its second operating 

state the second solenoid is in its second operating state; 

wherein the solenoids are influenced by an electrical signal or signals initiated by 

a sensor or sensor which detects a predetermined engine operating parameter or 

parameters. 

4. An assembly according to claim 1, 2 or 3 wherein the engine operating 

parameters include; engine revolutions per minute, inlet manifold pressure, throttle 

position and diesel fuel flow rate. 

5. An assembly according to claim 4 wherein the gas control valve is located 

intermediate the second solenoid and said LP gas fuel source; said control valve 

operating in response to an electrical signal dictated by said operating parameters. 

6. An assembly according to claim 5 wherein inlet manifold pressure may be 

determined from an outlet of said turbocharger. 
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7. An assembly according to claim 6 wherein inlet manifold pressure is measured by 

a sensor electrically connected to a circuit which includes said first and second solenoids. 

8. An assembly according to claim 7 wherein the air pressure of the inlet manifold is 

sensed electrically by means of an electronic sensor which transmits a signal to one or 

both said solenoids. 

9. An assembly according to claim 8 wherein the air pressure of the inlet manifold is 

mechanically sensed at said fuel pump. 

10. An assembly according to claim 9 wherein the flow of said second fuel is 

regulated so as to ensure a lean mix. 

11. A system for boost fuel substitution in a turbo charged diesel engine; the system 

including; 

a diesel engine including an inlet manifold and an exhaust manifold, 

a turbocharger in communication with said inlet manifold; 

first and second reservoirs of diesel and gas respectively selectively in 

communication with said engine; 

a fuel injection pump including an aneroid intermediate the first reservoir of diesel 

and said inlet manifold; 

a control valve intermediate the second reservoir of gas and said inlet manifold; 

characterised in that the system includes a single solenoid capable of moving 

between two operational states; 

wherein said single solenoid is located intermediate the inlet manifold and the fuel 

pump and control valve such that the solenoid is capable of allowing communication 

between the first or second fuel and the engine responsive to a single dictated by a 

predetermined engine operating parameter; 

wherein said single solenoid moves between a first operational state which allows 

communication between pressurised air from the inlet manifold and said aneroid and 

isolates pressurised air access to said gas control valve and a second operational state in 

which communication between the inlet manifold and the aneroid of the fuel pump is 

isolated and communication between the inlet manifold pressurised air and the control 

valve is allowed; 

wherein when the solenoid is in its first operational state the first fuel is delivered 

to the engine and when the solenoid is in its second operational state boost fuel 
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comprising the second fuel is substituted for the first fuel wherein the solenoid operates 

responsive to predetermined engine operating parameters.

WO 99/01659 21 PCT/AU98/00500 

comprising the second fuel is substituted for the first fuel wherein the solenoid operates 

responsive to predetermined engine operating parameters. 
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(57) Abstract: In an internal combustion engine which is designed for Operation with a plurality of fuels, the entire fuel supply 

from at least two tanks for fuels having different flow properties is controlled in a Single valve control block. One of the fuels can 

be used without problems only at higher temperatures than the other one and therefore has to be heated first of all. The valve control 

block is arranged firstly close to the engine block of the internal combustion engine and secondly in the vicinity of a heat exchanger. 

As aresult of the compact design, the ease of both maintenance and installation of the fuel supply System is improved and the fuel 

which is to be heated can be heated more rapidly. 
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— mit internationalem Recherchenbericht PCT Gazette verwiesen 

  

(57) Zusammenfassung: In einer fiir den Betrieb mit mehreren unterschiedlichen Kraftstoffen ausgelegten Brennkraftmaschine 

wird die gesamte Kraftstoff zufuhr aus mindestens zwei Tanks fiir Kraftstoffe mit unterschiedlichen FlieBeigenschaften in einem 

einzigen Ventilsteuerblock gesteuert Einer der Kraftstoffe kann erst bei hGheren Temperaturen als der andere problemlos eingesetzt 

und muss daher zundchst aufgeheizt werden Der Ventilsteuerblock ist einerseits eng am Motorblock der Brennkraftmasohine und 

andererseits in der Nahe eines Wérmetauschers angeordnet Durch den kompakten Aufbau kann sowohl die Wartungs und Monta 

gefreundlichkeit der Kraftstof fversorgungsanlage verbessert als auch der aufzuheizende Kraftstoff schneller aufgeheizt werden 
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Raps-/Dieselventil 
  

Die Erfindung betrifft eine Kraftstoffversorgungsan- 

lage fiir einen Verbrennungsmotor, der wahlweise mit un- 

terschiedlichen Kraftstoffen betreibbar ist. Kraftstoff 1 

ist der vom Hersteller vorgesehene Kraftstoff, beispiels- 

weise Diesel, ftir den das Fahrzeug konstruiert wurde. 

Kraftstoff 2 ist ein alternativer Kraftstoff (zumeist 

Pflanzenédl) , der bedingt durch seine physikalischen und 

chemischen Eigenschaften nur dann problemlos zum Einsatz 

kommen kann, wenn man bestimmte Betriebszustadnde mit 

Kraftstoff 1 abdeckt. 

Insbesondere betrifft die Erfindung eine Kraftstoff— 

versorgungsanlage mit einer Ventilvorrichtung zum Um- 

schalten zwischen herkdémmlichem Dieselkraftstoff und aus 

nachwachsenden Rohstoffen erzeugtem Kraftstoff wie Rapsdl 

oder anderen pflanzlichen Olen. 

Im Stand der Technik sind Vorrichtungen bekannt, um 

einen Motor mit unterschiedlichen Kraftstoffen, zum Bein 

spiel Diesel und Raps6l, zu betreiben. Witirde ein herkdmm- 

licher Selbstztindermotor nur mit Rapsdl betrieben, trate 

unter anderem das Problem auf, dass Raps6l erst bei hdhe- 

ren Temperaturen ditinnfltissig genug ist, um in einem sol- 

chen Motor in den Brennraum gefSrdert zu werden. Weiter- 

hin ist das Einspritzsystem herkdémmlicher Dieselmotoren 

nicht ftir zahfliissigen Kraftstoff konzipiert. Zudem ger 

langt, wenn der Motor kalt ist, mehr Treibstoff in das 

Motorodl, weil die SpaltmaRe von Kolbenringen noch nicht 

perfekt passen-. Pflanzendl verdampft dann aber —- im Ge- 

gensatz zu Diesel - nicht mehr, so dass das Motordl be- 

eintrachtigt werden kann. Bei kalten Kolbenaufienwanden 

ist die Verbrennung schlechter. Es kdénnten sich bedingt 

durch Pflanzenédl vermehrt Ablagerungen bilden. 
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Erst bei einer Kraftstof ftemperatur von mindestens 

ungefahr 60°C sind die Flief&- und Verbrennungseigenschaf7 

ten von Rapsdl als einem Beispiel ftir pflanzliche Kraft7 

stoffe mit denen von Diesel vergleichbar. Daher werden 

herkémmliche Rapsdlmotoren beim Starten mit Diesel aus 

einem ersten Tank betrieben, bis sie warmgelaufen sind. 

Gleichzeitig wird mit der Abwarme der Motoren tber einen 

Warmetauscher ein zweiter Tank, der Rapsd6l enthalt, sowie 

die 4ufttihr leitungen vom zweiten Tank zum Motor aufger7 

warmt, beispielsweise indem das Ktihlwasser vom Motor den 

Tank und die Zufttihrleitungen aufheizt. Sobald die Tempe7™ 

ratur des Rapsd6éls hoch genug ist, beispielsweise bei un7 

gefahr 60°C liegt, wird die Versorgung des Motors mit 

Diesel gestoppt und der Motor stattdessen mit Rapsd6l ver- 

sorgt. Diese Umschaltung von Diesel auf Raps6l kann von 

Hand vorgenommen werden, indem ein entsprechendes Ventil 

in der Z4uftihrung umgelegt wird. In modernen Anlagen wird 

die Umschaltung automatisch durchgefthrt, sobald der 

pflanzliche Kraftstoff aufgeheizt ist. 

Neben der Flie&&fahigkeit andern sich beispielsweise 

auch die Verbrennungseigenschaf ten abhangig von der Be- 

triebstemperatur des pflanzlichen Kraftstoffes. Daher 

reicht es nicht aus, lediglich den Kraftstoff vorzuhei- 

zen, sondern der Motor muss zunachst mit dem Kraftstoff 

auf Betriebstemperatur gebracht werden, ftir den er ur- 

sprunglich ausgelegt wurde. Dann sind alle Bestandteile 

auf ideale und materialschonende Betriebsbereit schaft ge- 

bracht, und das Umschalten kann erfolgen, ohne dem Motor 

oder anderen Bauteilen Schaden zuzuftigen. 

In Fahrzeugen mit derartigen ftir wechselnde Kraft- 

stoffe vorgesehenen Motoren, wie beispielsweise in der 

DE 38 00585 Al oder der DE 101 54 455 Al beschrieben, 

werden die Kraftstoffe tuber getrennte 4Z4uleitungen mdg- 
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liehst bis an das Einspritzsystem herangeftihrt. Dadurch 

wird eine Vermischung der Kraftstoffe weitgehend vermie™ 

den. Lediglich die Einspritzpumpe selbst und eine sehr 

kurze gemeinsame Zuftihrung zu der Pumpe muss von beiden 

Kraftstoffen genutzt werden. Beim Abschalten des Motors 

wird diese gemeinsame Zuftihrung wieder mit Dieselkraft7 

stoff gesptilt bzw. geftillt, um sicherzustellen, dass beim 

nachsten Kaltstart kein zahfltissiges Raps6l in diesem Ber 

reich den Durchf luss von Diesel behindert . 

Speziell nach der DE 101 54 455 Al, die als ndadchst7 

kommender Stand der Technik angesehen wird, gegen die der 

Anspruch 1 der Erfindung abgegrenzt ist, wird versucht, 

beide Kraftstoffe mdglichst weitgehend in separaten Lei7 

tungen bis zu den Einspritzdtisen zu ftihren. Dies soll so 

weit gehen, dass fiir jeden Kraftstoff ein Einspritzsystem 

inklusive Einspritzdtise pro Zylinder vorgesehen ist, um 

jederzeit ohne Probleme zwischen den Kraftstoffen um- 

schalten zu kGnnen und so das Sptilen der Motoren mit Die- 

sel nach dem eigentlichen Abschalten zu unterbinden. 

Falls wie tiblicherweise nur ein Einspritzsystem pro 

Zylinder vorhanden ist, werden die Kraftstoffe tiber ger 

trennte Leitungen zu einem oder mehreren Umschaltventilen 

zugeftthrt. Von den Umschaltventilen flhrt eine (kurze) 

gemeinsame Leitung zu dem Einspritzsystem je Zylinder, 

wie oben beschrieben. Daher mtissen ftir jeden Motoraufbau 

die Ventilanordnung, Kraft Stoffleitungen und eventuelle 

Steuerleitungen ftir die automatische Umstellung der Ven- 

tile angepasst und eingebaut werden; idealerweise werden 

sogar zwei Einspritzsysteme pro Zylinder vorgesehen. Dies 

fllhrt zu weitgehender Neukonzeption des Motors oder zu- 

mindest zu hohem Umbauaufwand. Zudem ist von Nachteil, 

dass derartige Systeme in der Regel mit flexiblen Schlau7 

chen aufgebaut sind, die mehrere Zwischenstticke erforder— 
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lieh machen, die - zumindest bei automatisierter Monta- 

ge — aufwandig zu montieren und abzudichten sind. 

Daher ist es eine Aufgabe der vorliegenden Erfindung, 

eine Kraftstoffversorgungsanlage zu schaffen, die mindes 

tens zwei verschiedene Kraftstoffe sicher zuftihrt und 

hilft, Leckageverluste zu vermeiden. Zudem soll der Mon7 

tageaufwand deutlich reduziert werden. 

Erfindungsgemafwgi wird diese Aufgabe dadurch geldst, 

dass ein Ventilsteuerblock vorgesehen wird, in den Kraft7 

stoff Zuleitungen von den Tanks mitinden und der die Kraft- 

stoffe tiber weitere Leitungen an die EHinspritzdtisen ver- 

teilt. Alle Ventile zum Umschalten zwischen den zwei 

Kraftstoffen, beispielsweise von Diesel-— auf Pflanzen6dl- 

betrieb, sind in diesen Block integriert. 

Dadurch wird die Anzahl der Ubergdnge und Schlauchan- 

schltisse ftir die Kraftstoffe deutlich reduziert, so dass 

die Leckagegefahr durch Risse in Schlauchen und undichte 

Ubergdnge deutlich reduziert ist. 

Besonders bevorzugt wird der Ventilsteuerblock mit 

einer Steuerung kombiniert . Diese Steuerung kann dann die 

Kraftstoffversorgung automatisch steuern, wie nachstehend 

noch genauer erldutert wird. Wenn alle Ventile zur Um-— 

schaltung zwischen den Kraftstoffen in dem stabilen Ven7 

tilsteuerblock integriert sind, kann die Steuerung tber 

mehr oder weniger fest verlegte Leitungen die Ventile an- 

steuern. Besonders bevorzugt sind auch die wesentlichen 

Elemente der Steuerung wie eine programmierbare Rechen™ 

einheit mit Speichereinheiten mit dem Ventilsteuerblock 

verbunden. Diese Recheneinheit kann in der Fahrgastzelle 

angeordnet bzw. mit Ein- und Ausgabeeinheiten in der 

Fahrgast zelle verbunden sein. Hier kénnen dem Fahrzeug7 

fiihrer eventuell relevante Daten angezeigt werden, bein 

spielsweise, mit welchem Kraftstoff er gerade fahrt, die 
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Kraftstofftemperatur, die bisherige Fahrtdauer mit diesem 

Kraftstoff usw. Dadurch erhalt man eine sehr kompakte und 

sehr zuverlassige Steuerung, bei der zudem die gesamte 

Verdrahtung zwischen der Steuereinheit und den Ventilen 

in einem einzigen Kabelbaum geftihrt werden kann, was e- 

benfalls zur Montagefreundlichkeit beitragt. 

Nach einer weiter bevorzugten Aus flihrungs form wird 

der Ventilsteuerblock aus warmeleitendem Material, bein 

spielsweise aus Metall, hergestellt. 

Durch den Ventilsteuerblock flieRen, wie vorstehend 

erlautert, beide Kraftstoffe. Wenn der Ventilsteuerblock 

moglichst nahe am Motor angebracht wird, kann die Abwarme 

des Motors den Block aufheizen. Wenn dieser die Warme gut 

leitet, heizt er folglich auch den darin befindlichen 

Kraftstoff auf. Dadurch wird das Aufheizen beschleunigt 

und es kann schneller auf den weniger flieRfahigen Kraft- 

stoff umgeschaltet werden. Ferner kann der weniger flieft 5 

fahige Kraftstoff mit einer geringeren Temperatur bis zum 

Ventilsteuerblock gefdrdert werden. Dies ist mdglich, 

weil die Zuleitungen vor dem Ventilsteuerblock grdfRere 

Querschnitte aufweisen als die Zuleitungen zu den Zylin- 

dern und insbesondere in den Einspritzdtisen nach dem 

Steuerblock, so dass eine Verstopfung weniger wahrschein- 

lich ist als in den Zuleitungen zu den Zylindern und zu- 

dem diese Zuleitungen bereits beim Umritisten auf den zwei- 

ten Kraftstoff entsprechend ausgelegt werden kdédnnen. 

Nach einer weiter bevorzugten Aus flihrungs form ist der 

Ventilsteuerblock mdglichst nahe bei einem Warmetauscher 

angeordnet, der die Aufgabe hat, den weniger flieRfahigen 

Kraftstoff zu erwarmen. 

StandardmaéfRig werden in Motoren zur Verbrennung wenin 

ger flieR&fahiger nachwachsender Rohstoffe Warmetauscher 
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eingebaut, die tiber das Ktihlwasser des Motors den Tank 

mit dem weniger fliefRfahigen Stoff vorwadrmen. 

Bei der vorteilhaften Aus flihrungs form der Erfindung 

findet dieses Vorwdrmen direkt an dem Ventilsteuerblock 

und daher teilweise auch mit dessen Abwdrme statt. Da der 

Block bereits nach kurzer Betriebszeit aufgewdrmt ist, 

verktirzt sich die Aufwadrmzeit ftir den Kraftstoff weiter 

und es kann schneller auf den weniger fliefifahigen Kraft7 

stoff umgeschaltet werden. 

Nach einer weiter bevorzugten Aus fttihrungs form weist 

die Kraftstoffversorgungsanlage mindestens einen Tempera7 

tursensor auf. 

Wenn eine Steuerung vorhanden ist, kann diese nach 

einer vorab festgelegten Zeit des Warmfahrens vom Diesel — 

in den Rapsdédlbetrieb umschalten. Allerdings muss dann 

diese Zeit so lange bemessen sein, dass das Rapsél auch 

unter ungtinstigsten Bedingungen (z.B. im Winter) aufge- 

warmt ist. Wird dagegen die Temperatur des Kraftstoffes 

gemessen, kann bei giinstigen Bedingungen frtiher und bei 

ungtinstigen Bedingungen spdter umgeschaltet werden, so 

dass mdéglichst wenig Dieselkraftstoff bendtigt wird. Darn 

Uber hinaus wird die Temperatur des zweiten Kraftstoffs 

dann ideal ermittelt, wenn sie nicht direkt im Tank, son- 

dern erst in den Zuftihrleitungen, mdglichst kurz vor dem 

Ventilsteuerblock, gepriift wird. Sobald die Pritifung er7 

gibt, dass die Kraftstoff- (und ebenso die Motor-) Tempe- 

ratur die gewtinschte Temperatur erreicht hat, kann umge- 

schaltet werden. Dadurch reduziert man (in Verbindung mit 

den anderen genannten Magnahmen wie kurzen Wegen etc. die 

Betriebszeit mit dem ersten Kraftstoff. Dies tragt zur 

schnelleren Amortisation der Anlage bei. Ist dagegen kei- 

ne automatische Steuerung vorhanden, kann dem Fahrer tber 
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den Temperatursensor signalisiert werden, dass ein Um- 

schalten mdglich ist. 

Noch weiter bevorzugt kann die Kraftstoffanlage auto- 

matisch in zwei Modi, namlich einem Modus mit geschlosse- 

nem und einem Modus mit offenem Kreislauf mit Pflanzendl 

betrieben werden. 

Grundsatzlich werden Benzin-— und Dieselmotoren her- 

k6mmlich in einem offenen Kreislauf betrieben, das heifit, 

Kraftstoff wird aus dem (drucklosen) Tank von einer Pumpe 

unter einem geringen Druck in einen Umlauf gefdSrdert, aus 

dem der bendtigte Kraftstoff entnommen wird. Der nicht 

bendStigte Kraftstoff flieRt wieder in den Tank zurtick und 

fluhrt dabei zusatzlich etwas Warme aus dem Motor ab. 

Raps6lmotoren, die auf eine gute Erwadarmung des Kraftstof- 

fes angewiesen sind, werden dagegen herkémmlich in einem 

geschlossenen Kreislauf betrieben. Dabei zirkuliert das 

Pflanzen6l in einer Leitung im Motor, und nur das ver- 

brauchte O1 wird von der Kraftstoffpumpe in diesen Kreis- 

lauf zugeftihrt. Dadurch erwdrmt sich das 61 im Kreislauf 

sicher auf die bendétigte Temperatur; das Pflanzendl im 

Tank wird dagegen nur durch den Warmetauscher erwadrmt . 

Allerdings besteht bei dem geschlossenen Kreislauf die 

Gefahr, dass an undichten Stellen Luft in den Kreislauf 

gelangt, was zu Ztindaussetzern und schlieflich zum Lie- 

genbleiben des Fahrzeugs fitihrt. Durch Sptilen des Kreis- 

laufes muss in einem solchen Fall die Luft ersetzt wer7 

den. 

Erfindungsgemag& wird der Motor beim Umschalten in den 

Pflanzendlbetrieb “ebenfalls zundchst im geschlossenen 

Kreislauf betrieben. Aufgrund der vorstehend beschriebe- 

nen Effekte beztiglich Warmeleitung, Kompaktheit und In7 

tegration wird jedoch erfindungsgemafg&R der Kraftstoff bes7 

ser als im Stand der Technik erwarmt. Zudem wird die Tem-— 
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peratur des Kraftstoffs im Umlauf gemessen. Daher kann 

automatisch auf den offenen Umlauf umgeschaltet werden, 

wenn die Pflanzenéltemperatur ausreichend hoch, d.h. um 

einen Sicherheitsfaktor hdher als der Wert ftir die Fahrt 

mit O1 im geschlossenen Umlauf ist. Dadurch wird das 61 

im Tank erwadrmt, und der (ebenfalls Leistung bendtigende) 

Warmetauscher kann eventuell abgestellt werden. Fallt die 

Oltemperatur durch diese Mafinahmen zu stark, wird (auto- 

matisch) im geschlossenen Kreislauf weitergefahren. Durch 

die Fahrt im offenen Kreislauf wird zuverldssig Luft aus 

dem System entfernt, so dass die Zuverladssigkeit hdher 

wird. 

Nach einer weiter bevorzugten Aus flihrungs form weist 

die Kraftstoffversorgungsanlage starre Kraftstoff leitun— 

gen zwischen dem Ventilsteuerblock und der Brennkraftma7 

schine auf, die noch weiter bevorzugt eng am Zylinder- 

block anliegend angeordnet sind. 

Wahrend im Stand der Technik kurze, flexible Leitun7 

gen zwischen den einzelnen Ventilen und den Zylindern so- 

wie lange, flexible Leitungen von den Tanks zu den Zy- 

lindern verwendet werden, wird nach dieser bevorzugten 

Aus flihrungs form der Erfindung mit festen Rohren gearbei- 

tet, die idealerweise am Motorblock oder am 4ZAylinderkopf 

anliegen. Die festen, beispielsweise aus Metall gefertig- 

ten Rohre kGnnen die Warme des Motors gut aufnehmen. Zu- 

dem sind sie eng am Motor anliegend gegen Fahrtwind und 

andere kithlende Einfltisse geschiitzt. Dadurch wird der 

Kraftstoff in den Rohren schnell erwdrmt. Dies wurde im 

Stand der Technik bisher aus zwei Grtinden nicht verwirk- 

licht: Zum einen werden herkémmlich flexible Kunststoff — 

schlauche verwendet, um bei einer Nachrtistung von Hand 

mehrere 4hnliche Motoren umriisten zu kGnnen, wobei die 

Automatisierbarkeit keine Rolle spielt, daftir aber mit 

ahnlichen Bauteilen unterschiedliche Abstdnde zwischen 
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Teilen des Einspritzsystems realisiert werden k6dnnen, und 

zum zweiten ist vor allem von Ottomotoren bekannt, dass 

der in zu heiffen Zuleitungen befindliche Kraftstoff Gas— 

blasen bildet, die die Versorgung des Motors behindern 

k6nnen. Diese Gefahr besteht jedoch bei den hier bevor- 

zugt verwendeten Kraftstoffen Raps6l1 und Diesel nicht, so 

dass eine effektive Aufheizung des Kraftstoffs mdglich 

ist. Die festen Rohre sind bei automatisierter Montage, 

beispielsweise bei einem serienmaéfiigen Einbau, deutlich 

einfacher handhabbar und praktisch wartungsfrei, da die 

bei Schladuchen mdglichen Leckstellen weitgehend vermieden 

werden 

Wie vorstehend beschrieben, arbeitet die erfindungs— 

gemafe Kraftstoffversorgungsanlage idealerweise gemeinsam 

mit einer Steuervorrichtung. 

Nach einer bevorzugten Aus fitihrungs form tibernimmt die 

Steuervorrichtung der Kraftstoffanlage den kompletten Be- 

trieb zum Umschalten von einem Kraftstoff auf den ander 

ren. Insbesondere veranlasst die Steuervorrichtung, dass 

die Kraftstoff leitungen beim Abstellen des Motors nach 

Betrieb mit dem weniger flieRfdhigen Kraftstoff mit dem 

flieRfahigen Kraftstoff gesptilt werden, um sicherzu- 

stellen, dass der Motor beim darauffolgenden Kaltstart 

problemlos starten kann. 

Nach einer weiter bevorzugten Aus flihrungs form kann 

das Sptilen wie im Stand der Technik durch den Fahrer aus- 

geldést werden, der einen Wahlschalter in der Fahrerkabine 

betatigt 

Wenn der Fahrer beabsichtigt, demndchst eine langere 

Rast einzulegen, bei der der Motor abkthlt, kann er die 

Sptilung rechtzeitig selbst auslésen. Dann kGdnnen die Zu- 

leitungen noch wahrend der Fahrt gesptilt werden, so dass 
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keine Nachlauf zeit des Motors zu diesem 4Zweck ndtig ist. 

Dazu kann dem Fahrer ein einbauspezifischer Wert, wie 

lange Diesel durchgesptilt werden muss, mitgeteilt werden. 

Stellt der Fahrer das Fahrzeug ohne vorheriges (oder nach 

nicht ausreichendem) Sptilen ab, sorgt die Steuerung da- 

fiir, dass der Motor weiterlduft, bis das System gespilt 

ist und problemlos wieder starten kann. 

Umgekehrt kann es auch zweckmaiiig sein, wenn der Fahr 

rer veranlassen kann, dass das Spitilen beim Abstellen des 

Motors unterdrtickt wird, wenn nur eine kurze Pause zu er- 

warten ist, beispielsweise an einem geschlossenen Bahn7 

bergang. Daher kann der Fahrer nach einer weiter bevor- 

zugten Aus fuhrungs form der Kraftstoffversorgungsanlage 

liber einen Wahlschalter das Sptilen (zunachst) umgehen. 

Nach einer noch weiter bevorzugten Aus ftthrungs form ti- 

berwacht dabei die Steuerung die Kraftstofftemperatur und 

fitihrt das Sptilen trotz der Unterdriickung selbstdndig 

durch, falls die Temperatur unter einen bestimmten Wert 

falit, d.h. die Gefahr besteht, dass sich die Flief[¥fahig- 

keit verschlechtert, so dass der Motor nicht mehr gestar7 

tet werden kann. 

Vorteilhafte Weiterbildungen finden sich in weiteren 

Unteranspriichen . 

Die Erfindung wird nachfolgend anhand eines Ausftih7 

rungsbeispiels unter Bezugnahme auf die Zeichnung ndher 

erldutert 

Fig. 1 zeigt einen Hydraulikschaltplan fur das Aus- 

flihrungsbeispiel der Erfindung. 

Fig. 2 zeigt ein Ablauf diagramm einer bevorzugten 

Aus ftihrungs forms der erfindungsgemafiien Steuerung. 
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Die Figuren 3 bis 9 zeigen Ablaufpladne von Unterpro- 

grammen des Hauptprogramms nach Fig. 2. 

Als Ausftihrungsbeispiel wird, wie vorstehend erwadhnt, 

ein Fahrzeug mit Dieselmotor verwendet, das zum Betrieb 

mit Rapsdédl als Alternativkraftstoff umgerustet wurde. 

Beim Start des Fahrzeugs sind beide Ventile zundchst 

stromlos . Dadurch fliefit Diesel vom Tankanschluss VD des 

Ventilsteuerblocks tiber die Anschltisse 1 und 3 des MV V 

und den Anschluss VEp des Ventilsteuerblocks in Richtung 

des Einspritzsystems bzw. der Einspritzpumpe. Wie im 

Stand der Technik wird der Einspritzpumpe tiber diesen 

Vorlauf eine gréfRere Menge an Diesel angeboten, als sie 

bendtigt. Der tiberschtissige Dieselkraftstoff flieit aus 

dem Rticklauf des Einspritzsystems sowie die Anschltisse 2 

und 1 des MV R im sogenannten ,geschlossenen Kreislauf" 

Uber den Anschluss REp des Ventilsteuerblocks. 

Wenn der Motor betriebswarm ist, wird das MV V umge- 

schaltet (bestromt) . Dadurch wird die Zufuhr von Diesel- 

kraftstoff gestoppt und die Zufuhr von Rapsdél im ,ge- 

schlossenen Kreislaut" (liber die Anschltisse 3 und 2 des 

MV V zu VEp, von dort zurtick tiber REp und die Anschltisse 

2 und 1 des MV R) gestartet . Da das Rapsd6l zu diesem 

Zeitpunkt in vorgewadrmten Leitungen auf bereits warmen 

Dieselkraftstoff trifft, den es nach und nach ersetzt, 

erwadrmt sich auch die vergleichsweise kleine Menge an 

Raps6él bei stromlosem MV R im Vor- und Rticklauf des Ein7 

spritzsystems schnell in ausreichendem Mafie. Das nicht 

verbrauchte Rapsol zirkuliert weiter und kann daher das 

nachgeférderte Rapsél, das das verbrannte O1 ersetzt, e- 

benfalls erwarmen. Damit steht wadhrend der Fahrt stets 

ausreichend warmes Rapsdl zur Verftigung. 
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Erhéht sich die Temperatur des Rapséls im Ventilsteu- 

erblock wahrend der Fahrt weiter, kann das MV R umge- 

schaltet (bestromt) werden. Dann fliefit das von dem Hin-— 

spritzsystem nicht verbrauchte Raps6l im ,offenen Kreis- 

lauf" tiber die Anschltisse 2 und 3 des MV R zurtick in den 

Rapséltank. Dadurch wird das im Tank befindliche Rapsdél 

schneller aufgeheizt als bei der alleinigen Heizung durch 

den Warmetauscher. Zudem kénnen Luftansammlungen, die 

durch Undichtigkeiten im vorstehend erdrterten geschlos7™ 

senen Kreislauf dazu ftthren kGnnen, dass Luft in den Zu- 

lauf zum Einspritzsystem gelangt, im offenen Kreislauf in 

den Tank zurtickgegeben werden. Geschieht dies nicht, 

k6énnte es bei zu groken Luftblasen aufgrund einer Undicht 

tigkeit im geschlossenen Kreislauf geschehen, dass das 

Einspritzsystem Luft statt Kraftstoff ansaugt und das 

Fahrzeug deshalb liegenbleibt. 

Wenn erkannt wird, dass die Kraftstoff anlage gespult 

werden muss (weil der Fahrer den Motor abstellt oder 

einen entsprechenden Schalter der Steuerung betatigt, um 

anzuzeigen, dass der Motor demndchst abgestellt wird) , 

wird das MV V stromlos geschaltet und Diesel flief&it wie 

vorstehend beschrieben vom Anschluss 1 des MV V tiber den 

Anschluss 2 in den Umlauf zur Einspritzpumpe (Anschlusse 

VEp und REp) , um diesen zu spiilen. Uber die Anschltisse 2 

und 3 des noch bestromten MV R wird zudem der Riticklauf 

zum Rapstank (RT) mit Diesel gespiilt 

Das vorstehend erldauterte Grundprinzip kann je nach 

Auslegung des Motors modifiziert werden. Beispielsweise 

ist es mdglich, das Rapsdél durch eine (nicht gezeigte) 

elektrische Hilfspumpe zirkulieren zu lassen, bevor das 

Fahrzeug startet, beispielsweise um es mittels einer (e- 

benfalls nicht gezeigten) Heizwendel aufzuwarmen. In die- 

sem Fall wird das Rapsdédl vom Anschluss VP61l durch den 

Ventilsteuerblock tber das gezeigte Rtickschlagventil zum 
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Anschluss RT gepumpt, ohne in den Umlauf des Einspritz — 

Systems zu gelangen, wahrend der Umlauf mit Diesel ger 

spult wird (beide MV stromlos) . 

Falls eine solche Mafinahme bei einem gegebenen Motor 

nicht notwendig erscheint (weil z.Bsp. der zweite Kraft- 

stoff im Steuerblock ausreichend erwarmt wird) , kann die 

Leitung uber das RuUckschlagventil deaktiviert bleiben 

bzw. einfach weggelassen werden. 

Im folgenden werden mdgliche Steuerungsprogramme fiir 

den vorstehend erldauterten Ventilsteuerblock anhand der 

Figuren 2 bis 7 erdrtert. 

Figur 2 zeigt den allgemeinen Ablauf der Motortiberwa- 

chung. Sobald der Fahrschalter eingeschaltet ist (S200) , 

wird zunachst (S300) gepruft, ob alle Bauteile der Kraft- 

stoffVersorgung normal arbeiten. Falls nicht, wird dem 

Fahrer im Schritt S400 eine Fehlfunktion gemeldet, bei- 

spielsweise tiber ein Display, eine Warnlampe und/oder ein 

akustisches Signal und das Programm geht wieder an den 

Anfang zurtick . 

Falls zunachst keine Fehlfunktion festgestellt wird, 

wird in Schritt $500 ein (nicht gezeigtes) Programm zur 

Drehzahltiberwachung gestartet. Dieses Programm pruft wah- 

rend einer vorab festgelegten Zeit, ob die Motordrehzahl 

uber einen festgelegten Wert steigt, d.h. ob der Motor 

innerhalb dieser Zeit gestartet wird. Falls nicht, geht 

die Steuerung zum Schritt S400, um einen Fehler zu meln7 

den, und anschlieiend wieder wie vorstehend beschrieben 

zuruck . 

Anschlieffend wird der Motor im Schritt S600 auf her- 

k6émmliche Weise gestartet. Wie aus der nachfolgenden Ber 

schreibung der Steuerung, insbesondere der Fig. 9, noch 
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klar wird, startet der Motor stets mit Dieselkraftstoff, 

d.h. beide Magnetventile sind ausgeschaltet. 

Nach dem erfolgreichen Starten des Motors geht die 

Steuerung im Schritt S700 zum in Figur 3 gezeigten Unter- 

programm zum Umschalten zwischen Kurzstrecken—- und Auto7 

matikbetrieb. Dabei pruft das Programm, ob der Fahrer ei- 

ne Taste ,P/D" (,Pflanzendé1/Diesel") der Steuerung ge- 

dritickt hat, um die Steuerung vom automatischen Umschalten 

auf Pflanzen6l abzuhalten, weil beispielsweise nur eine 

kurze Strecke zu fahren ist. Ist die Taste nicht ger 

drtickt, geht das Programm zurtick und fahrt in der derzei- 

tigen Betriebsart fort. Ist die Taste gedrtickt, wird die 

Betriebsart in den Schritten S720 bis S740 in die jeweils 

andere Betriebsart umgeschaltet. 

Ist im Schritt S710 beispielsweise die P/D-Taste ge- 

drtickt und wird im S720 festgestellt, dass die Steuerung 

im Automatikbetrieb ist, schaltet die Steuerung in den 

Kurzstreckenbetrieb. Dieses Umschalten wird anhand der 

Fig. 4 naéher erldautert. 

Im Schritt S731 der Fig. 4 werden beide Magnetventile 

MV v, MV R des Ventilsteuerblocks stromlos geschaltet. 

Wie vorstehend erladutert, wird der Motor daher aus7 

schlieilich mit Dieselkraftstoff versorgt. Im Schritt 

S732 wird gepruft, ob ein Umschalten auf Pflanzendlbe- 

trieb méglich ist. Dazu wird (hier nicht gezeigt) der 

beim Automatikbetrieb erlauterte Programmschritt S742 

durchgeftihrt. Wenn dieser Schritt ergibt, dass ein Be- 

trieb mit Pflanzenol mdglich ist, wird im Schritt S732 

jedoch nicht unmittelbar in den Pflanzendlbetrieb umge7 

schaltet, sondern lediglich der Fahrer beispielsweise op7 

tisch oder akustisch daran erinnert, dass ein solcher Ber 

trieb méglich ist. Der Fahrer kann dann durch Drucken der 

7we/D"—-Taste in den Automatikbetrieb umschalten, wie mit 
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Bezug auf Fig. 3 beschrieben. Im Schritt $733 geht die 

Steuerung zurtck zum ,Umschalt "—-Programm. 

Wird bei gedriickter P/D-Taste im Schritt S720 festge- 

stellt, dass die Steuverung im Kurzstreckenbetrieb ist, 

schaltet die Steuerung in den Automatikbetrieb. Dieses 

Umschalten wird anhand der Fig. 5 n&her erldutert. 

In Fig. 5 wird im Schritt $7410 zunachst geprtift, ob 

die Bedingungen ftir Nebenantrieb oder Nurdieselbetrieb 

vorliegen. Diese Bedingungen liegen vor, wenn entweder 

ein ungtinstiges Drehzahl —/Drehmomentverhdltnis vorliegt 

(,Nebenantrieb") oder beide Tanks mit Diesel geftillt sind 

(,Nurdieselantrieb") 

Es ist bei einem Dieselmotor zu bevorzugen, den Motor 

auch dann nicht im gesamten Leistungsbereich mit Pflan- 

zenol zu betreiben, wenn er warmgefahren ist, da sich die 

Verbrennungstemperaturen und damit die Verbrennungseigen- 

schaften des Pflanzendls Andern. Daher ist die Steuerung 

so angepasst, dass der Motor nur in einem ftir die 

Verbrennung von Pflanzendl optimalen Bereich mit dem 61 

betrieben wird, wdadhrend er ansonsten mit Diesel betrieben 

wird. Beispielsweise liegt bei einem Motor zur Verbren- 

nung von Diesel und Pflanzenéd1l dieser optimale Bereich 

der sauberen Verbrennung, besten Kompression und optima- 

len Haltbarkeit bei 40 bis 85 Prozent der Nennlast. Wird 

der Motor dagegen (im Stau oder ausschlieilich zum Be- 

trieb von Nebenaggregaten) mit minimaler Last oder (z.B. 

an Steigungen) mit hoher Last betrieben, ist es von Vor- 

teil, in diesen Betriebzustdnden ausschlieilich mit Die- 

sel zu fahren. 

Daher prtift die Steuerung im Unterprogramm_ ,Nebenan7 

trieb" zunadchst (Schritt S1IT1) , ob die Drehzahl oder das 

Drehmoment in dem vorstehend genannten ftir den Pflan— 

Petitioner MWE Investments, LLC, et al. 

Exhibit 1002, Page 119Petitioner MWE Investments, LLC, et al. 
Exhibit 1003, Page 308



WO 2007/048633 PCT/EP2006/010380 
16 

zenoéleinsatz ungtinstigen Bereich liegen. Dies kann durch 

direkten Abgriff der Daten aus dem Motormanagement erfol- 

gen. Falls nicht, geht die Steuerung zum Schritt $7410 

(Fig. 5) zurtick. Liegen Drehzahl und/oder Drehmoment im 

genannten ungtinstigen Bereich, werden im Schritt S772 

beide Magnetventile ausgeschaltet. Dadurch wird der Motor 

mit Dieselkraftstoff versorgt. Ferner wird im Schritt 

S773 gepruft, ob ausreichend Pflanzenédl im Tank ist. 

Falls ja, wdlzt die Pflanzendlpumpe das 61 um (Schritt 

S774) , damit es warm bleibt bzw. wird, bis die ungtinsti- 

gen Verbrennungsbedingungen nicht mehr vorliegen. Wenn 

nicht (Schritt S775) , wird die Pflanzendlpumpe abgeschal- 

tet. AnschlieRend kehrt das Programm zum Schritt $7410 

zuruck . 

Ferner kann es sein, dass bei geringem Angebot an 

Pflanzen6l, beispielsweise bei Fahrten ins Ausland mit 

geringerer Dichte an Pflanzendltankstellen oder schlicht 

anderen (steuerlichen) Gegebenheiten im Ausland nur mit 

Diesel gefahren werden soll. Flr diesen Fall kann auch 

der (vergleichsweise grofe) ftir Pflanzendl ausgelegte 

Tank mit Dieselkraftstoff beftillt werden. Diese Dieselbe-— 

fiillung wird der Steuerung mitgeteilt, beispielsweise Uu- 

ber einen Schalter am PflanzendGltank. 

Falls die beiden Tanks mit Diesel geftillt sind, geht 

die Steuerung uber die Schritte $7410, S7420 zum nachste- 

hend mit Bezug auf Fig. 8 beschriebenen Nurdieselbetrieb 

(Schritt $780) . Dieser unterscheidet sich vom ,Nebenan- 

trieb" dadurch, dass der Dieselkraftstoff aus dem ftir 

Pflanzend6dl vorgesehenen Tank zugeftthrt wird. Daher kann 

auf die Vorwdrmung _ fur den Pflanzenoltank verzichtet wer- 

den. 4Z4unachst wrd gepritift, ob der Motor abgeschaltet ist. 

Ist jedoch sowohl Pflanzenédl im Tank als auch eine 

fiir den Pflanzendlbetrieb geeignete Motorlast (Dreh- 
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zahl /Drehmoment) vorhanden, geht die Steuerung zum 

Schritt S741 weiter, in dem zunachst beide Ventile MV Vv, 

MV R des Ventilsteuerblocks stromlos geschaltet sind, so 

dass der Motor mit Diesel lauft. Im Schritt S742 wird 

dann gepritift, ob die Ktihlwasser temperatur KW eine Um- 

schalttemperatur Ums, beispielsweise 60°C (zuztiglich ei- 

nes eventuellen Sicherheitszuschlags Ws, beispielsweise 

5°c) tiberschritten hat, mit anderen Worten, ob der Motor 

bereits warmgefahren ist. So lange die Ktihlwassertempera- 

tur zu niedrig ist, wird diese Abfrage wiederholt, d.h. 

das Programm geht zum Schritt $7410 zurtick. Steigt die 

Kitihlwassertemperatur uber den genannten Wert, so wird im 

Schritt S743 das MV V eingeschaltet, d.h. Pflanzendl wird 

in den Kreislauf der Hinspritzpumpe zugefuhrt und ver- 

drangt allmahlich den zugeftihrten Dieselkraftstoff, wobei 

es weiter erwarmt wird. Im Schritt S744 pruft die Steue7 

rung, ob eine vorab festgelegte Zeit VentzeitRii verstrin7 

chen ist, nach der nur Pflanzenédl im Einspritzsystem sein 

sollte. Wenn diese Zeit noch nicht verstrichen ist (JA im 

Schritt $744) geht das Programm zum Schritt S742 zurtick, 

um zu priifen, ob die Temperatur des Pflanzenédls ausrei- 

chend hoch bleibt. Bleibt die Temperatur hoch genug, bis 

VentzeitRUu abgelaufen ist, (,NEIN" im Schritt S744) geht 

das Programm zum Schritt $7450 und somit zum Unterpro- 

gramm ,Reiner Pflanzendlbetrieb" weiter, das in Fig. 6 

erladutert ist. 

Im Schritt S7451 in Fig. 6 wird das MV R eingeschal- 

tet, so dass nun Rapso6l im Z4ulauf der EHinspritzpumpe zir- 

kuliert. Im Schritt S7452 wird geprtift, ob die Temperatur 

an der Einspritzpumpe grdéfRer als eine Temperatur TRuckau-— 

to zum automat ischen Ruckschalten in den Dieselbetrieb 

ist. Dies kann beispielsweise der Fall sein, wenn bei 

niedriger Last und hoher Warmeabfuhr die Temperatur der 

Einspritzpumpe sinkt. Bei einem positiven Ergebnis dieser 

Abfrage wird in den in Fig. 7 beschriebenen Nebenantrieb 
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(Schritt $770) geschaltet, d.h. der Motor wird wie bei 

geringer Auslastung ausschlieilich mit Diesel betrieben. 

Bleibt die Temperatur der Einspritzpumpe hoch genug, wird 

im Schritt $7453 gepriift, ob die P/D-Umschalttaste ge- 

drtickt ist, d.h., ob auf Wunsch des Fahrers in den Die- 

selbetrieb umgeschaltet werden soll. Der Fahrer kann dies 

beispielsweise wunschen, um ein spdteres Sptilen zu ver- 

meiden. Ist die Taste gedrtickt, geht das Programm zum 

Schritt $730 (Fig. 4); ansonsten geht es im $7454 zum Au- 

tomatikbetrieb nach Fig. 5 zurtick. 

In Fig. 5 prtift das Programm dann im Schritt S746, ob 

der Motor auf Wunsch des Fahrers auszuschalten ist. Wenn 

nicht, geht das Programm zum Schritt $7450 zurtick und 

wiederholt den Ablauf ftir den reinen Pflanzendlbetrieb. 

Soll der Motor ausgeschaltet werden, geht das Pro- 

gramm im Schritt $7460 der Fig. 5 zum in Fig. 9 gezeigten 

Unterprogramm. In diesem Programm wird zunachst im 

Schritt $7461 geprtift, ob der Motor bereits ausreichend 

lange (ca. 1min) im Dieselbetrieb arbeitet. Wenn ja, 

wird der Motor abgestellt (Schritt $7466) und das Pro- 

gramm beendet . 

Wenn der Motor noch nicht lange genug mit Diesel ben 

trieben wird, werden zundachst (Schritte $7462, $7463) die 

Pflanzenédl —Umlaufpumpe und die Magnetventile abgeschal- 

tet, so dass dem Einspritzsystem nur noch Dieselkraft- 

stoff zugeftthrt wird. AnschlieRend wird das Einspritzsys- 

tem ftir ca. eine Minute mit Dieselkraftstoff gespult 

(Schritt $7464) , so dass kein Pflanzenédl im Einspritzsys- 

tem mehr vorhanden ist, und anschliefiend der Motor abge- 

stellt (Schritt $7464) . Danach (Schritt $7467) wird ger 

prift, ob die ,Kurzstop" —Taste gedrtickt wurde, d.h. der 

Fahrer beabsichtigt, in Ktirze mit warmem Motor weiterzu- 

fahren. Falls ja, startet der Motor im Automatikbetrieb 
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neu, d.h. , wenn die Voraussetzungen (Warme, Belastung 

etc.) erftillt sind, wird wieder in den reinen Pflanzendél- 

betrieb geschaltet. Wenn dagegen die ,Kurzstop "-Taste 

nicht gedrtickt wurde, wird das Programm beendet, d.h. der 

Motor startet beim nadchsten Anfahren in dem herkdOmmlichen 

Steuermodus 

Weiterhin kann die Steuerung so ausgelegt sein, dass 

sie die Kraftstoffversorgung auf den vom Hersteller vor- 

gesehenen Kraftstoff, beispielsweise Diesel, umschaltet, 

wenn die Motorlast ftir eine vorab bestimmte Zeit unter7 

halb einer vorab bestimmten Last bleibt (und/oder umge7 

kehrt auch so, dass umgeschaltet wird, wenn die Motorlast 

fiir eine vorab bestimmte Zeit eine maximale Last tiber- 

schreitet) . Statt der Motorlast, die man aus Daten eines 

Motormanagements erhalten kann, ist es bei einer einfa- 

cheren Aus fttihrungs form auch mdéglich, ausgehend von der 

Motordrehzahl umzuschalten. Ein Diesel fahrt am besten 

mit einer konstanten Last von 40-85 3, dabei halt er mit 

Abstand am langsten, weist die besten Verbrennungswerte, 

eine saubere Kompression usw. auf. Bei einer geringen Mo- 

tordrehzahl, wenn beispielsweise nur Nebenaggregate des 

Fahrzeugs wie Klimaanlagen, Silopumpen, Betonmischer, 

hydraulische Anlagen usw. betrieben werden, kd6nnen sich 

verstarkt Ablagerungen durch unvollstadndige Verbrennung 

bilden. Dies kann vermieden oder zumindest stark redu- 

ziert werden, wenn unter solchen Umstdnden auf den vom 

Hersteller vorgesehenen Kraftstoff umgeschaltet wird. 

Fig. 7 zeigt ein Beispiel eines Unterprogramms zu diesem 

Zweck. Zundchst wird von der Steuerung entweder tiber zu- 

satzliche Sensoren oder tiber direkten Zugriff auf Motor- 

managementdaten festgestellt, ob die Motorlast in einem 

ungtinstigen Bereich liegt, d.h. Drehzahl und/oder Drehmo- 

ment auRfKerhalb des o.g. Bereichs liegen (Schritt S771) . 

Falls ja, werden beide Magnetventile abgeschaltet 

(Schritt $772) . AnschlieRend wird geprtift, ob mindestens 
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eine bestimmte Menge, beispielsweise rund 10 Prozent ein 

ner Tankftillung an PflanzendSl im Tank ist (Schritt S773) . 

Falls ja, wird das 61 umgewd&lzt, um es mit der Abwdrme 

des Motors aufzuwarmen (Schritt SI1A) . Ist die Olmenge 

jedoch gering, wird die Pumpe abgeschaltet, um nicht e- 

ventuelle Verunreinigungen am Boden des Tanks aufzuwir- 

beln und zu f6rdern (Schritt $775) . AnschlieRend kehrt 

das Programm zum Hauptprogramm zurtick . 

Nattirlich ist der vorstehend beschriebene Aufbau 

nicht auf das Umschalten von Raps-— oder anderem Pflanzen- 

61 auf Diesel beschrankt, sondern kann bei entsprechender 

Anpassung ftir alle denkbaren Kraftstoffpaarungen eines 

Zweistoffmotors verwendet werden. Beispiele ftir weitere 

Kraftstoff paarungen sind Benzin / Ethanol, Benzin / Fliis7 

siggas, Benzin / Fliissigwasserstoff oder Fltissigqwasser- 

stoff / Fltissiggas. Obwohl bei diesen Paarungen die Prob7 

leme unterschiedlich von den hier beschriebenen sind (so 

muss beispielsweise wahrscheinlich nicht bei jeder dieser 

Paarungen gespult werden) , kann das gezeigte Konzept: ei- 

nes Ventilsteuerblocks, in den alle zum Umschalten n6dti- 

gen Ventile integriert sind und der von einer Steuerein- 

heit angesteuert wird, vorteilhaft ftir verschiedene 

Kraft stoffpaarungen verwendet werden. 
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Anspruche 

1. Kraf tstof fversorgungsanlage zur Versorgung einer 

Brennkraftmaschine uber verschiedene Kraf tstof fleitungen 

mit wahlweise einem Kraftstoff A oder einem Kraftstoff B, 

mit einer steuerbaren Ventilanordnung zur Umschaltung 

zwischen den Kraftstoffen, 

gekennzeichnet durch 

einen Ventilsteuerblock, in den die Ventilanordnung 

integriert ist. 

2. Kraf tstof fVersorgungsanlage nach Anspruch 1, dadurch 

gekennzeichnet, dass der Ventilsteuerblock aus einem wdarme-- 

leitenden Material hergestellt ist. 

3. Kraftstoffversorgungsanlage nach einem der vorher- 

gehenden Anspritiche, dadurch gekennzeichnet, dass der Ven7™ 

tilsteuerblock benachbart zu einem Warmetauscher zum Auf- 

heizen eines der Kraftstoffe angeordnet ist. 

4. Kraftstoffversorgungsanlage nach einem der vorher- 

gehenden Ansprtiche, gekennzeichnet durch eine Steuerein7 

richtung, welche die Kraf tstof fVersorgung durch Ansteuern 

des Ventilsteuerblocks steuert. 

5. Kraf tstof fVersorgungsanlage nach Anspruch 4, dadurch 

gekennzeichnet, dass die Steuervorrichtung zumindest eine 

Ein- /Ausgabeeinheit aufweist, die in der Fahrgas tzelle an- 

geordnet ist. 

6. Kraftstoff Versorgungsanlage nach Anspruch 4 oder 5, 

dadurch gekennzeichnet, dass die Steuervorrichtung veran-— 

lasst, dass mindestens eine der Kraftstof fZuleitungen vor 

einem endgttltigen Abstellen der Brennkraftmaschine mit dem 

anderen Kraftstoff gesputilt werden. 

Petitioner MWE Investments, LLC, et al. 

Exhibit 1002, Page 125Petitioner MWE Investments, LLC, et al. 
Exhibit 1003, Page 314



WO 2007/048633 PCT/EP2006/010380 
22 

7. Kraftstoff Versorgungsanlage nach Anspruch 6, dadurch 

gekennzeichnet, dass eine Sptilung auch durch Drticken eines 

Wahlschalters in der Fahrerkabine ausldsbar ist. 

8. Kraftstoff Versorgungsanlage nach Anspruch 6 oder 7, 

dadurch gekennzeichnet, dass das Sptilen durch Drticken eines 

Wahlschalters in der Fahrerkabine unterdrtickbar ist. 

9. Kraft StoffvVersorgungsanlage nach Anspruch 8, dadurch 

gekennzeichnet, dass die Unterdrtickung des Spiilen automa- 

tisch aufgehoben und das Sptilen durchgeftthrt wird, wenn ein 

Sensor meldet, dass die Temperatur eines der Kraftstoffe 

unter einen vorab festgelegten Wert gefallen ist. 

10. Brennkraftmaschine mit einer Kraftstof fversorgungsan— 

lage nach einem der vorhergehenden Anspritiche, gekennzeich- 

net durch mindestens einen Temperatursensor zum Feststellen 

der Temperatur mindestens eines Mediums, das eine Aussage 

Uber den Betriebszustand der Brennkraftmaschine zulasst. 

11. Brennkraftmaschine mit einer Kraftstoffversorgungsan- 

lage nach einem der vorhergehenden Ansprtiche, gekennzeich- 

net durch starre Kraftstoffleitungen zwischen dem Ven-— 

tilsteuerblock und der Brennkraftmaschine. 

12. Brennkraftmaschine mit einer Kraftstoffversorgungsan- 

lage nach Anspruch 11, dadurch gekennzeichnet, dass die 

Kraftstoffleitungen zumindest ftir einen der Kraftstoffe eng 

an einem Motorblock und/oder Zylinderkopf der Brennkraf tma-— 

schine entlang geftihrt werden 

13. Steuervorrichtung fiir eine Kraftstoffversorgungsanlage 

nach einem der vorstehenden Anspritiche, dadurch gekennzeich— 

net, dass die Steuervorrichtung die Kraftstof fversorgungs— 

anlage abhangig von der Last des Motors steuert. 
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14. Steuervorrichtung nach Anspruch 13, dadurch gekenn- 

zeichnet, dass die Steuervorrichtung die Last des Motors 

abschatzt und veranlasst, dass die Kraftstoff Versorgung um- 

schaltet, wenn die Last des Motors ftir eine vorab bestimmte 

Zeit unterhalb einer vorab bestimmten Last liegt. 

15. Steuervorrichtung nach Anspruch 13, dadurch gekenn- 

zeichnet, dass sie die Last des Motors aufgrund von Motor- 

managementdaten ermittelt und die Kraftstof fversorgungsan-— 

lage aufgrund der ermittelten Werte umschaltet. 

16. Steuervorrichtung nach einem der Anspriiche 13 bis 15, 

dadurch gekennzeichnet, dass sie die Kraftstof fversor- 

gungsanlage umschaltet, wenn nur Nebenaggregate Jlaufen. 

17. Steuervorrichtung nach einem der Anspriiche 13 bis 16, 

dadurch gekennzeichnet, dass sie durch Offnen eines in der 

Ventilanordnung angeordneten Rticklauf ventils (MV R) veran- 

lasst, dass im Betrieb mit Kraftstoff B von der EFinspritz — 

pumpe nicht verbrauchter Kraftstoff in den entsprechenden 

Tank zurtickgeftihrt wird. 

18. Steuervorrichtung nach einem der Ansprtiche 13 bis 17, 

dadurch gekennzeichnet, dass sie einem Bediener eine Még- 

lichkeit bietet, manuell auf Kraftstoff A umzuschalten bzw. 

die Umschaltung auf Kraftstoff B manuell zu verhindern. 

19. Steuervorrichtung nach Anspruch 18, gekennzeichnet 

durch eine Vorrichtung, um den Bediener daran zu erinnern, 

dass mit Kraftstoff B gefahren werden kénnte, wenn die dan 

flir erforderlichen Bedingungen vorliegen, der Bediener die 

Umschaltung auf Kraftstoff B jedoch manuell verhindert hat. 

20. Steuervorrichtung nach einem der Anspritiche 13 bis 19, 

dadurch gekennzeichnet, dass sie zunachst ein in der Venn 

tilanordnung angeordnetes Vorlaufventil (MV Vv) einschaltet, 

sobald ein Merkmal des Kraftstoffs B einen ersten vorab 
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festgelegten Wert aufweist oder tiberschreitet, und spater 

das in der Ventilanordnung angeordnete Rticklaufventil 

(MV R) des Ventilsteuerblocks einschaltet, sobald das Merk- 

mal des Kraftstoffs B einen zweiten vorab festgelegten Wert 

aufweist oder tiberschreitet 

21. Steuervorrichtung nach Anspruch 20, dadurch gekenn- 

zeichnet, dass sie das Umschalten des Rticklaufventils riick- 

gangig macht, sobald das Merkmal des Kraftstoffs B den ers-— 

ten vorab festgelegten Wert wieder unterschreitet.
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zeichnet, dass sie das Umschalten des Rticklaufventils riick- 

gangig macht, sobald das Merkmal des Kraftstoffs B den ers-— 

ten vorab festgelegten Wert wieder unterschreitet. 
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GEANDERTE ANSPRUCHE 
beim Internationalen Buro eingegangen am 10 April 2007 (10.04.2007) 

1. Kraftstoffversorgungsanlage zur Versorgung einer Brennkraftmaschine 

Uber verschiedene Kraftstoffl Oitungen mit wahlweise einem Kraftstoff aus einem 

ersten Tank oder einem Kraftstoff aus einem zweiten Tank, 

mit einer steuerbaren Ventilanordnung zur Umschaltung zwischen den 

Kraftstoffen aus dem ersten Tank und aus dem zweiten Tank, 

einem Ventilsteuerblock, in den die Ventilanordnung integriert ist, und in 

den Kraftstoffzuleitungen von den Tanks mtnden und der die Kraftstoffe Uber 

weitere Leitungen an die Einspritzanlage verteilt, und 

einer Steuervorrichtung zur Steuerung der Kraftstoffversorgungsanlage 

durch Steuern der Ventilanordnung abhangig von der Belastung des Motors, 

dadurch gekennzeichnet, dass 

die Steuervorrichtung so aufgebaut ist, dass sie zunachst ein in der Ven- 

tilanopdnung angeordnetes Vorlaufventil (MV V) einschaltet, sobald ein Merk 

mal des Kraftstoffs aus dem zweiten Tank einen ersten vorab festgelegten 

Wert aufweist oder Uberschreitet, und spater das in der Ventilanordnung ange- 

ordnete Rucklaufventil (MV R) des VBntilsteuerblocks einschaltet, sobald das 

Merkmal des Kraftstoffs aus dem zweiten Tank einen zweiten vorab festgeleg- 

ten Wert aufweist oder Uberschreitet. 

2. Kraftstoffversorgungsanlage nach Anspruch 1, dadurch gekennzeichnet, 

dass sie das in der Ventilanordnung angeordnete Vorlaufventil (MV V) wieder 

ausschaltet, sobald ein Merkmal des Kraftstoffs aus dem zweiten Tank den ers- 

ten vorab festgelegten Wert wieder unterschreitet. 

3. Kraftstoffversorgungsanlage nach Anspruch 1 oder 2, dadurch gekenn-= 

zeichnet, dass die Steuervorrichtung so aufgebaut ist, dass sie das Umschalten 

des Rucklaufventils (MV R) rdckgangig macht, sobald das Merkmal des Kraft- 

Stoffs aus dem zweiten Tank den zweiten vorab festgelegten Wert wieder un- 

terschreitet 

4. Kraftstoffversorgungsanlage nach einem der vorhergehenden Anspriti- 

che, dadurch gekennzeichnet, dass der Ventilsteuerblock benachbart zu einem 

Warmetauscher zum Aufheizen eines der Kraftstoffe angeordnet ist. 
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5. Kraftstoffversorgungsanlage nach einem der vorhergehenden Ansprii- 

che, gekennzeichnet durch eine Steuereinrichtung, welche die Kraftstoffver- 

sorgung und den Ventilsteuerblock automatisch steuert. 

6. Kraftstoffversorgungsanlage nach einem der vorhergehenden Ansprt- 

che, dadurch gekennzeichnet, dass die Steuervorrichtung Zumindest eine 

Ein-/Ausgabeeinheit mit einem Display aufweist, die in der Fahrgastzelle ange-= 

ordnet ist. 

7. Kraftstoffversorgungsanlage nach einem der vorhergehenden Ansprt- 

che, dadurch gekennzeichnet, dass die Steuervorrichtung veranlasse dass 

mindestens das Motor-Einspritzsystem vor einem endgtltigen Abstellen der 

Brennkraftmaschine mit dem anderen Kraftstoff gespult wird. 

8. Kraftstoffversorgungsanlage nach Anspruch 7, dadurch gekennzeichnet, 

dass eine SpUlung auch durch Dricken eines Wahlschalters in der Fahrerkabi- 

ne ausldésbar ist. 

9. Kraftstoffversorgungsanlage nach Anspruch 7 oder 8, dadurch gekenn- 

zeichnet, dass das Sptlen durch Driicken eines Wahlschalters in der Fahrer- 

kabine unterdrickbar ist. 

10. Kraftstoffversorgungsanlage nach Anspruch 9, dadurch gekennzeichnet, 

dass die Unterdrickung des Sptlen automatisch aufgehoben und das Spulen 

durchgefithrt wird, wenn ein Sensor meldet, dass die Temperatur eines der 

Kraftstoffe unter einen vorab festgelegten Wert gefallen ist. 

11. Brennkraftmaschine mit einer Kraftstoffversorgungsa mlage nach einem 

der vorhergehenden Anspriche, gekennzeichnet durch mindestens einen 

Temperatursensor zum Feststellen der Temperatur mindestens eines Medi- 

ums, das eine Aussage Uber den Betriebszustand der Brennkraftmaschine Zu- 

lasst 

12.  Steuervorrichtung zur Steuerung der Kraftstoffversorgungsanlage nach 

einem der Anspriche 1 bis 10, dadurch gekennzeichnet, dass die Steuervor- 

richtung die Last des Motors abschatzt und veranlasst, dass die Kraftstoffver-= 

sorgung umschaltet, wenn die Last des Motors fur eine vorab bestimmte Zeit 

unterhalb einer vorab bestimmten Last liegt. 
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13. Steuervorrichtung nach Anspruch 12, dadurch gekennzeichnet, dass sie 

die Last des Motors aufgrund von Motorrnanagementdaten ermittelt und die 

Kraftstoffversorgungsanlage aufgrund der ermittelten Werte umschaltet. 

14. Steuervorrichtung nach einem der Anspriiche 12 oder 13, dadurch ge- 

kennzeichnet, dass sie die Kraftstoffversorgungsa mlage umschalten kann, wenn 

nur Nebenaggregate laufen. 

15. Steuervorrichtung nach einem der Anspriiche 12 bis 14, dadurch ge- 

kennzeichnet, dass sie durch Offnen eines in der Ventilanordnung angeordne-= 

ten Rucklaufventils (MV R) veranlasst, dass im Betrieb mit Kraftstoff aus dem 

zweiten Tank von der Einspritzpbumpe nicht verorauchter Kraftstoff in den ent- 

sprechenden Tank zurtckgefthrt wird. 

16. Steuervorrichtung nach einem der Anspriiche 12 bis 15, dadurch ge- 

kennzeichnet, dass sie einem Bediener eine Modglichkeit bietet, manuell auf 

Kraftstoff aus dem ersten Tank umzuschalten bzw. die Umschaltung auf Kraft- 

stoff aus dem zweiten Tank manuell zu verhindern. 

17. Steuervorrichtung nach Anspruch 16, gekennzeichnet durch eine Vor- 

richtung, um den Bediener daran zu erinnern, dass mit Kraftstoff aus dem zwei- 

ten Tank gefahren werden k6nnte, wenn die daft erforderlichen Bedingungen 

vorliegen, der Bediener die Umschaltung auf Kraftstoff aus dem zweiten Tank 

jedoch manuell verhindert hat. 
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Lt invention concerne ‘le zontréle de L’alimentation d'un 

moteur & combustion interne sélectivement en gas-oll et en fuel- 

oil, notamment les moteurs de polipes & béton montées sur véhi- 

cules automobiles. 

Lorsqu'tune pompe a pétorifjst installée dtune maniére 

immobile sur un chantier, il est ‘autorisé de l'actionner au 

moyen d'un moteur alimenté en fuel-oil, ctest-a-dire, un carbu- 

rant détaxé et par conséquent bon marché. Mais lorsque cette 

méme pompe est montée sur un véhicule automobile, il n'est pas 

permis que le moteur dtentrainement de ce véhicule soit alimen- 

£é également en fuel-oil, on 1talimente donc en général en gas- 

oil, ctest-a-dire en carburant non détaxé, et par conséquent 

- onéreux. 

En moyenne, on a constaté que les temps d'utilisation 

d'une pompe & béton se partagent approximativement en 3/5 pour 

le travail de pompage du béton & poste fixe et 2/5 pour les dé- 

“placements de la pompe. 

Au lieu d'avoir un moteur alimenté & partir d'un réser- 

voir de fuel-oil pour. l'actionnement de la pompe et un autre 

moteur alimenté a partir d'un réservoir de gas-oil pour l'en- 

trainement du véhicule, il serait intéressant d'avoir un moteur 

unique que l'on puisse accoupler sélectivement a la pompe ou 4 

la transmission d'entrainement des roues du véhicule pourvu que 

l'on soit assuré que L'alimentation du moteur se fasse dans 

chacune des deux utilisations, & partir du réservoir de carbu- 

rant correspondant et qutau début du fonctionnement au gas—oil 

je reliquat de fuel-oil demeuré dans les diverses tuyauteries 

et accessoires, tels que filtres et injecteurs, retourne bien 

dans le réservoir de fuel-oil. 

A cet effet, on va donc utiliser une installation de 

contréie de l'alimentation d'une pompe a injection dtun moteur 

unique sélectivement a partir d'un réservoir de gas~oil ou d'un 

réservoir de fuel-oil, selon que le moteur est accouplé a un 

premier ou & un second appareil dtutilisation, notamment d'un 

moteur de pompe a péton montée sur un yvéhicule automobile mo 

par le méme moteur, accouplé sélectivement 4 la pompe ou A une 

transmission d'entrainement des roues motrices du véhicule par 

un embrayage sélectif & commande manuelle et, suivant 1'inven- 

tion, ltentrée de la pompe dtalimentation du moteur est reliée 
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aux deux réservoirs de carburant par l'intermédiaire d'une pre- 

miére &lectro-valve d'amenée 4 trois voies et la sortie de la- 

dite pompe est reliée semblablement aux deux réservoirs de car~ 

burant par l'intermédiaire d'une seconde électro-valve de re- 

tour & trois voles, les deux électro-valves étant placées sous 

le contrdle de l'organe de commande manuelle de l'embrayage sé- 

lecti£ du moteur, la premiére directement et la seconde par 

L'intermédiaire d'un relais temporisé, de fagcon telle que le 

retour de fuel~oil se fasse vers le réservoir de fuel-oil, non 

seulement lorsque l'alimentation de la pompe du moteur est -as- 

surée en fuel-oil, mais aussi pendant la durée de la temporisa- 

tion dudit relais au début de l'alimentation de la pompe du 

moteur en gas-oil. 

Grace A une telle installation, le fait méme d'accoupler 

le moteur & la pompe A béton ou bien 4 la transmission d'tentrai- 

nement des roves du véhicule assure automatiquement 1'alimenta~ 

tion de la pompe A injection du moteur 4 partir du réservoir de 

carburant approprié et, de plus, le reliquat de fuel-oil demeu- 

ré dans les conduites et accessoires ne risque pas de retourner 

dans le réservoir de gas—oil pendant le début du fonctionnement 

du moteur au gas-oil. 

L'invention sera mieux comprise & la lecture de la des- 

cription qui va suivre et a l'examen du dessin annexé dont la 

figure unique est un schéma d'une installation de contréle de 

L'alimentation d'un moteur de pompe a béton suivant 1'invention. 

Sur le schéma, on a indiqué en 1 un moteur qui peut &tre 

accouplé, sélectivement, 4 une pompe a béton et aux roues d'un 

véhicule sur lequel est montée ladite pompe, au moyen d'un em- 

brayage sélectif placé sous le contréle d'un levier a commande 

Manuelle 2 que l'on peut placer, sélectivement, dans i'une ou 

l'autre de deux positions correspondantes désignées respective- 

ment par 2C et 2R sur le schéma, & savoir une position "chan- 

tier" pour l'entraineinent de la pompe et une position “route” 

pour les déplacements. 

Lorsque le moteur 1 est accouplé a la pompe a béton, sa 

pompe A injection 4 est alimentée & partir d'un réservoir 5 de 

fuel-oil par l'intermédiaire d'une électro-valve d'amenée & 

trois voies 6, dans sa position de repos, le levier 2 de sélec- 

A 

tion étant dans la position 2C. Lorsque le moteur i-est accou- 
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plé aux roues du véhicule par la mise enposition du levier de sé- 

lection 2 dans la position 2R, la pompe & injection 4 du moteur 

est alimentée & partir d'un autre réservoir 7 de gas-oil, par 

L'intermédiaire de la méme électro-valve 6en..0sition de travail. 

Li électro-valve est donc reliée d'une part, a 1! entrée 

de la pompe & injection 4 par une conduite 11 et, d'autre part, 

‘aux deux réservoirs de carburant 5 et 7 par deux conduites 13 et 

14, respectivement. 

La sortie de la pompe a injection 4 est reliée par une 

‘conduite 16 & une électro-valve de retour 17 qui est reliée, 4 

son tour, aussi aux deux réservoirs de carburant 5 et 7 par deux 

conduites 18 et 19 respectivement.- : 

Dans sa position de repos 1'électro-valve de retour 17 

met la sortie de la pompe & injection 4 en communication avec le 

réservoir de fuel-oil 5, tandis que lorsqu'elle est excitée 

elle la met en communication avec le réservoir de gas~oil 7. 

Les deux électro-valves 6 et 47 sont alimentées & partir 

d'une source de courant appropriée, telle qu'une batterie dtac- 

cumulateuns 21, par 1'intermédiaire d'un interrupteur 22 fermé 

lorsque le levier de sélection 2 est dans la position 2R de dé= 

. placement du véhicule, de préférence gous le contréle du contact 

25 

30 

35 

24 de marche du moteur 1, muni d'un témoin lumineux 25, Toute= 

fois, l’alimentation de 1'électro-valve d' amenée 6 se fait di- 

rectement A partir de 1'interrupteur 225 tandis gue celle de 

1'dlectro-valve de retour 47 se fait par l'intermédiaire d'un 

‘relais 26 temporisé par exemple pour une durée de deux minutes. 

On peut avantageusement utiliser & cet effet, un relais a tem- 

porisation réglable par exemple de 0 & 180 secondes. 

Le fonctionnement de itinstallation est le suivant : 

pour faire fonctionner la pompe & béton, on place le 

levier sélecteur 2 dans la position Nchantier™ 2C. Le contact 

24 étant fermé, le moteur 4 en fonctionnement entraine par con- 

séquent la pompe & béton et sa pompe a injection 4 est alimentée 

en fuel-oil bon marché @ partir du réservoir 5 par la conduite 

13,.i'électro~valve dtamenée 6 au repos et la conduite i1. ‘Le 

retour de carburant de la pompe 4 injection 4 se fait par la. 

conduite 16, 1'électro-velve de retour 17a position de. repos 

et la conduite 18. 

Si l'on a besoin de déplacer la pompe a béton, on doit 
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amener le levier sélecteur 2 dans la position "route" 2R de ma- 

niére @ assurer l'accouplement du moteur 1 aux roues du véhicule. 

Dans cette position, i'électro-valve d'amenée 6 est immédiatement 

mise en position de travail et la pompe a injection 4 du moteur 

est alimentée en gas-oil cher par la conduite 14, 1'électro-valve 

d'amenée 6 en position de travail, et la conduite 11. D&as le dé- 

but du fonctionnement du moteur dans cette condition, le relais 

temporisé 26, bien qu'alimenté aussi, laisse encore, pendant une 

durée d'environ deux minutes 1'électro-valve de retour 17 en. po- 

sition de repos, de sorte que le reliquat du carburant précédem- 

ment utilisé, c'est—a-—dire du fuel-—oil bon marché qui se trou- 

vait encore dans les conduites et accessoires retcurne par la 

conduite 16, 1télectro-valve 17 de retour au repos et la condui- 

te 18, au réservoir 5 de fuel-oil. A l'expiration du temps de 

temporisation, on est certain que tout le circuit de retour est 

purgé de fuel-oil bon marché-et, & ce moment, le relais 26 assu- 

re la mise de 1'électro-valve de retour 17 en position de tra- 

vail pour permettre le retour de gas-oil de la pompe a injection, 

par la conduite 19, au réservoir 7 de gas—-oil cher. 

Bien entendu, l'tinvention n'est pas limitée au mode de 

réalisation décrit et représenté ; on peut y apporter des modi- 

fications, suivant les applications envisagées, sans sortir, 

pour cela, du cadre de l'invention. 
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REVBSNDICATION 

  

Installation de contréle de l'alimentation d'une pompe 

a injection de moteur sélectivement & partir d'un réservoir de 

gas-oil ou d'un réservoir de fuel-oil, selon que le moteur est 

accouplé A un premier ou & un second appareil d'utilisation, no- 

tamment d'un moteur de pompe a béton monté sur un véhicule auto- 

mobile mi par le m&me moteur, accouplé sélectivement 4 la pompe 

ou & une transmission d'entrainement des roues motrices du vé- 

hicule par un embrayage sélectif A commande manuelle, ladite 

installation étant caractérisée en ce que l'entrée de la pompe 

d'alimentation du moteur est reliée aux deux réservoirs de car- 

burant par l'intermédiaire d'une électro-valve d'tamenée a trois 

woies et la sortie de ladite pompe est reliée semblablement aux 

deux réservoirs de carburant par l'intermédiaire d'une électro- 

valve de retour & trois voies également, les deux électro-valves 

étant placées sous le contréle de l'torgane de ftommande manuelle 

de l'embrayage sélectif du moteur, la premiére directement et la 

seconde par l'intermédiaire d'un relais temporisé, de fagon tel- 

le que le retour de fuel-oil se fasse vers le réservoir de fuel~ 

oil, non suelement lorsque l'alimentation de la pompe du moteur 

est assurée en fuel-oil; mais aussi pendant la durée de la tem- 

-porisation dudit relais au début de l'alimentation de la pompe 

du moteur en gas-oil. 
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PTO/SB/30 (11-17) 
Approved for use through 11/30/2020. OMB 0651-0031 

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE 
Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it displays a valid OMB control number. 
  

  

  

  

  

  

Request Application Number 16/946,438 

for Filing Date 6/22/2020 

Continued Examination (RCE) First Named Inventor Collie et al. 
Transmittal 

Address to: Art Unit 3747 
Mail Stop RCE 
Commissioner for Patents Examiner Name Long T. Tran 
P.O. Box 1450 
Alexandria, VA 22313-1450 Attorney Docket Number | CET1090.076     
  

  

This is a Request for Continued Examination (RCE) under 37 CFR 1.114 of the above-identified application. 
Request for Continued Examination (RCE) practice under 37 CFR 1.114 does not apply to any utility or plant application filed prior to June 8, 

1995, or to any design application. See Instruction Sheet for RCEs (not to be submitted to the USPTO) on page 2. 
  
  

  

1. |Submission required under 37 CFR 1.114 | Note: If the RCE is proper, any previously filed unentered amendments and 
amendments enclosed with the RCE will be entered in the order in which they were filed unless applicant instructs otherwise. If 

applicant does not wish to have any previously filed unentered amendment(s) entered, applicant must request non-entry of such 

amendment(s). 

a. [| Previously submitted. If a final Office action is outstanding, any amendments filed after the final Office action may be 

considered as a submission even if this box is not checked. 

  

i. [| Consider the arguments in the Appeal Brief or Reply Brief previously filed on 

ii. [] Other 

b. Enclosed 

i. [] Amendment/Reply iii. Information Disclosure Statement (IDS) 

ii. [] Affidavit(s)/Declaration(s) iv. [] Other 

2. | Miscellaneous 

a. [ ] Suspension of action on the above-identified application is requested under 37 CFR 1.103(c) for a 

period of months. (Period of suspension shall not exceed 3 months; Fee under 37 CFR 1.17(i) required) 

b. [ ] Other 

3. The RCE fee under 37 CFR 1.17(e) is required by 37 CFR 1.114 when the RCE is filed. 

a L_] The Director is hereby authorized to charge the following fees, any underpayment of fees, or credit any overpayments, to 

Deposit Account No. 

i. [__] RCE fee required under 37 CFR 1.17(e) 

ii [__] Extension of time fee (37 CFR 1.136 and 1.17) 

ii. [| Other 
b. [] Check in the amount of $ enclosed 

Cc. [ ] Payment by credit card (Form PTO-2038 enclosed) d. Payment by EFS-Web 

WARNING: Information on this form may become public. Credit card information should not be included on this form. Provide 

credit card information and authorization on PTO-2038. 

  

  

  

  

  

  

  

  

  

SIGNATURE OF APPLICANT, ATTORNEY, OR AGENT REQUIRED 

Signature /Andrew C. Stark/ Date July 1, 2021 

Name (Print/Type) Andrew C. Stark Registration No. 65742 

CERTIFICATE OF MAILING OR TRANSMISSION 
| hereby certify that this correspondence is being EFS-Web transmitted to the United States Patent and Trademark Office (USPTO), deposited with the 

United States Postal Service with sufficient postage as first class mail in an envelope addressed to: Mail Stop RCE, Commissioner For Patents, P.O. Box 

1450, Alexandria, VA 22313-1450 or facsimile transmitted to the USPTO on the date shown below. 

Signature /Robyn L. Templin/ 

Name (Print/Type) | Robyn L. Templin | Date _| July 1, 2021 
This collection of information is required by 37 CFR 1.114. The information is required to obtain or retain a benefit by the public which is to file (and by the USPTO to 
process) an application. Confidentiality is governed by 35 U.S.C. 122 and 37 CFR 1.11 and 1.14. This collection is estimated to take 12 minutes to complete, including 
gathering, preparing, and submitting the completed application form to the USPTO. Time will vary depending upon the individual case. Any comments on the amount 
of time you require to complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S. Patent and Trademark 
Office, U.S. Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND FEES OR COMPLETED FORMS TO THIS ADDRESS. SEND 
TO: Mail Stop RCE, Commissioner for Patents, P.O. Box 1450, Alexandria, VA 22313-1450. 

If you need assistance in completing the form, calf 1-800-PTO-9199 and select option 2. 
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UNITED STATES PATENT AND TRADEMARK OFFICE 
  

UNITED STATES DEPARTMENT OF COMMERCE 
United States Patent and Trademark Office 
Address; COMMISSIONER FOR PATENTS 

P.O. Box 1450 
Alexandria, Virginia 22313-1450 
www.uspto.gov 

  

NOTICE OF ALLOWANCE AND FEE(S) DUE 

  

  

  

  

  

  

26629 7590 05/21/2021 | EXAMINER | 

ZIOLKOWSKI PATENT SOLUTIONS GROUP, SC (ZPS) TRAN, LONG T 
136 S WISCONSIN ST 
PORT WASHINGTON, WI 53074 | ART UNIT PAPER NUMBER | 

3747 

DATE MAILED: 05/21/2021 

APPLICATION NO. FILING DATE FIRST NAMED INVENTOR ATTORNEY DOCKET NO. CONFIRMATION NO. 

16/946,438 06/22/2020 Kendall J. Collie CET1090.076 5786 

TITLE OF INVENTION: BATTERYLESS DUAL FUEL ENGINE WITH LIQUID FUEL CUT-OFF 

  

APPLN. TYPE ENTITY STATUS ISSUE FEE DUE PUBLICATION FEE DUE | PREV. PAID ISSUE FEE TOTAL FEE(S) DUE DATE DUE 
  

nonprovisional SMALL $600 $0.00 $0.00 $600 08/23/2021 

THE APPLICATION IDENTIFIED ABOVE HAS BEEN EXAMINED AND IS ALLOWED FOR ISSUANCE AS A PATENT. 
PROSECUTION ON THE MERITS IS CLOSED. THIS NOTICE OF ALLOWANCE IS NOT A GRANT OF PATENT RIGHTS. 
THIS APPLICATION IS SUBJECT TO WITHDRAWAL FROM ISSUE AT THE INITIATIVE OF THE OFFICE OR UPON 
PETITION BY THE APPLICANT. SEE 37 CFR 1.313 AND MPEP 1308. 

  

THE ISSUE FEE AND PUBLICATION FEE (IF REQUIRED) MUST BE PAID WITHIN THREE MONTHS FROM THE MAILING 
DATE OF THIS NOTICE OR THIS APPLICATION SHALL BE REGARDED AS ABANDONED. THIS STATUTORY PERIOD 
CANNOT BE EXTENDED. SEE 35 U.S.C. 151. THE ISSUE FEE DUE INDICATED ABOVE DOES NOT REFLECT A CREDIT 
FOR ANY PREVIOUSLY PAID ISSUE FEE IN THIS APPLICATION. IF AN ISSUE FEE HAS PREVIOUSLY BEEN PAID IN 
THIS APPLICATION (AS SHOWN ABOVE), THE RETURN OF PART B OF THIS FORM WILL BE CONSIDERED A REQUEST 
TO REAPPLY THE PREVIOUSLY PAID ISSUE FEE TOWARD THE ISSUE FEE NOW DUE. 

  

  

  

HOW TO REPLY TO THIS NOTICE: 

I. Review the ENTITY STATUS shown above. If the ENTITY STATUS is shown as SMALL or MICRO, verify whether entitlement to that 
entity status still applies. 

If the ENTITY STATUS is the same as shown above, pay the TOTAL FEE(S) DUE shown above. 

If the ENTITY STATUS is changed from that shown above, on PART B - FEE(S) TRANSMITTAL, complete section number 5 titled 
"Change in Entity Status (from status indicated above)”. 

For purposes of this notice, small entity fees are 1/2 the amount of undiscounted fees, and micro entity fees are 1/2 the amount of small entity 
fees. 

II. PART B - FEE(S) TRANSMITTAL, or its equivalent, must be completed and returned to the United States Patent and Trademark Office 

(USPTO) with your ISSUE FEE and PUBLICATION FEE (if required). If you are charging the fee(s) to your deposit account, section "4b" 

of Part B - Fee(s) Transmittal should be completed and an extra copy of the form should be submitted. If an equivalent of Part B is filed, a 

request to reapply a previously paid issue fee must be clearly made, and delays in processing may occur due to the difficulty in recognizing 

the paper as an equivalent of Part B. 

II. All communications regarding this application must give the application number. Please direct all communications prior to issuance to Mail 

Stop ISSUE FEE unless advised to the contrary. 

IMPORTANT REMINDER: Maintenance fees are due in utility patents issuing on applications filed on or after Dec. 12, 1980. 

It is patentee's responsibility to ensure timely payment of maintenance fees when due. More information is available at 

www.uspto.gov/PatentMaintenanceFees. 
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PART B - FEE(S) TRANSMITTAL 

Complete and send this form, together with applicable fee(s), by mail or fax, or via EFS-Web. 

By mail, send to: Mail Stop ISSUE FEE By fax, send to: — (571)-273-2885 

Commissioner for Patents 

P.O. Box 1450 
Alexandria, Virginia 22313-1450 

INSTRUCTIONS: This form should be used for transmitting the ISSUE FEE and PUBLICATION FEE (if required). Blocks 1 through 5 should be completed where appropriate. All 
further correspondence including the Patent, advance orders and notification of maintenance fees will be mailed to the current correspondence address as indicated unless corrected 
below or directed otherwise in Block 1, by (a) specifying a new correspondence address; and/or (b) indicating a separate "FEE ADDRESS" for maintenance fee notifications. 

Note: A certificate of mailing can only be used for domestic mailings of the 
Fee(s) Transmittal. This certificate cannot be used for any other accompanying 
papers. Each additional paper, such as an assignment or formal drawing, must 
have its own certificate of mailing or transmission. 

  

  

CURRENT CORRESPONDENCE ADDRESS (Note: Use Block 1 for any change of address) 

26629 7590 05/21/2021 Certificate of Mailing or Transmission 

ZIOLKOWSKI PATENT SOLUTIONS GROUP, SC (ZPS) I hereby certify that this Fee(s) Transmittal is being deposited with the United 
States Postal Service with sufficient postage for first class mail in an envelope 

136 S WISCONSIN ST addressed to the Mail Stop ISSUE FEE address above, or being transmitted to 
PORT WASHINGTON, WI 53074 the USPTO via EFS- Web or by facsimile to (571) 273-2885, on the date below. 

  

(Typed or printed name) 
  

(Signature) 
  

    (Date) 
  

  

APPLICATION NO. | FILING DATE | FIRST NAMED INVENTOR | ATTORNEY DOCKET NO. | CONFIRMATION NO. | 
  

16/946,438 06/22/2020 Kendall J. Collie CET1090.076 5786 

TITLE OF INVENTION: BATTERYLESS DUAL FUEL ENGINE WITH LIQUID FUEL CUT-OFF 

  

  

  

  

  

APPLN. TYPE | ENTITY STATUS | ISSUE FEE DUE | PUBLICATION FEE DUE | PREV. PAID ISSUE FEE | TOTAL FEE(S) DUE | DATE DUE | 

nonprovisional SMALL $600 $0.00 $0.00 $600 08/23/2021 

EXAMINER | ART UNIT | CLASS-SUBCLASS | 

TRAN, LONG T 3747 123-525000 

1. Change of correspondence address or indication of "Fee Address” (37 2. For printing on the patent front page, list 

CFR 1.363). (1) The names of up to 3 registered patent attorneys 
or agents OR, alternatively, 1 

(2) The name of a single firm (having as a member a 
registered attorney or agent) and the names of upto =—_2 

Oe ges , , Lo. 2 registered patent attorneys or agents. If no name is 
Fee Address” indication (or "Fee Address" Indication form PTO/ listed, no name will be printed. 

SB/47; Rev 03-09 or more recent) attached. Use of a Customer 
Number is required. 

3. ASSIGNEE NAME AND RESIDENCE DATA TO BE PRINTED ON THE PATENT (print or type) 

  
I Change of correspondence address (or Change of Correspondence 
Address form PTO/SB/122) attached. 

  

      
PLEASE NOTE: Unless an assignee is identified below, no assignee data will appear on the patent. If an assignee is identified below, the document must have been previously 
recorded, or filed for recordation, as set forth in 37 CFR 3.11 and 37 CFR 3.81(a). Completion of this form is NOT a substitute for filing an assignment. 

(A) NAME OF ASSIGNEE (B) RESIDENCE: (CITY and STATE OR COUNTRY) 

Please check the appropriate assignee category or categories (will not be printed on the patent) : (LV individual J Corporation or other private group entity (_] Government 
  

4a. Fees submitted: (Llissue Fee (IPublication Fee (if required) (LJAdvance Order - # of Copies 

4b. Method of Payment: (Please first reapply any previously paid fee shown above) 

  

(_] Electronic Payment via EFS-Web (LI Enclosed check (I Non-electronic payment by credit card (Attach form PTO-2038) 

(_] The Director is hereby authorized to charge the required fee(s), any deficiency, or credit any overpayment to Deposit Account No. 
  

5. Change in Entity Status (from status indicated above) 
NOTE: Absent a valid certification of Micro Entity Status (see forms PTO/SB/15A and 15B), issue 
fee payment in the micro entity amount will not be accepted at the risk of application abandonment. 
NOTE: If the application was previously under micro entity status, checking this box will be taken 
to be a notification of loss of entitlement to micro entity status. 
NOTE: Checking this box will be taken to be a notification of loss of entitlement to small or micro 
entity status, as applicable. 

I Applicant certifying micro entity status. See 37 CFR 1.29 

I Applicant asserting small entity status. See 37 CFR 1.27 

  I Applicant changing to regular undiscounted fee status. 

  

NOTE: This form must be signed in accordance with 37 CFR 1.31 and 1.33. See 37 CFR 1.4 for signature requirements and certifications. 
  

Authorized Signature Date     

Typed or printed name Registration No.     
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UNITED STATES DEPARTMENT OF COMMERCE 
United States Patent and Trademark Office 
Address; COMMISSIONER FOR PATENTS 

P.O. Box 1450 
Alexandria, Virginia 22313-1450 
www.uspto.gov 

  

  

  

  

  

  

APPLICATION NO. | FILING DATE FIRST NAMED INVENTOR | ATTORNEY DOCKET NO. | CONFIRMATION NO. | 

16/946,438 06/22/2020 Kendall J. Collie CET1090.076 5786 

26629 7590 05/21/2021 | EXAMINER | 
ZIOLKOWSKI PATENT SOLUTIONS GROUP, SC (ZPS) TRAN, LONG T 

136 S WISCONSIN ST 

PORT WASHINGTON, WI 53074 | ARTONTT PAPERNUMBER | 
  

3747 

DATE MAILED: 05/21/2021 

Determination of Patent Term Adjustment under 35 U.S.C. 154 (b) 

(Applications filed on or after May 29, 2000) 

The Office has discontinued providing a Patent Term Adjustment (PTA) calculation with the Notice of Allowance. 

Section 1(h)(2) of the AIA Technical Corrections Act amended 35 U.S.C. 154(b)(3)(B)(i) to eliminate the requirement 

that the Office provide a patent term adjustment determination with the notice of allowance. See Revisions to Patent 

Term Adjustment, 78 Fed. Reg. 19416, 19417 (Apr. 1, 2013). Therefore, the Office is no longer providing an initial 

patent term adjustment determination with the notice of allowance. The Office will continue to provide a patent term 

adjustment determination with the Issue Notification Letter that is mailed to applicant approximately three weeks prior 

to the issue date of the patent, and will include the patent term adjustment on the patent. Any request for reconsideration 

of the patent term adjustment determination (or reinstatement of patent term adjustment) should follow the process 

outlined in 37 CFR 1.705. 

Any questions regarding the Patent Term Extension or Adjustment determination should be directed to the Office of 

Patent Legal Administration at (571)-272-7702. Questions relating to issue and publication fee payments should be 

directed to the Customer Service Center of the Office of Patent Publication at 1-(888)-786-0101 or (571)-272-4200. 
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OMB Clearance and PRA Burden Statement for PTOL-85 Part B 

The Paperwork Reduction Act (PRA) of 1995 requires Federal agencies to obtain Office of Management and Budget 

approval before requesting most types of information from the public. When OMB approves an agency request to 

collect information from the public, OMB (i) provides a valid OMB Control Number and expiration date for the 

agency to display on the instrument that will be used to collect the information and (i) requires the agency to inform 

the public about the OMB Control Number’s legal significance in accordance with 5 CFR 1320.5(b). 

The information collected by PTOL-85 Part B is required by 37 CFR 1.311. The information is required to obtain 

or retain a benefit by the public which is to file (and by the USPTO to process) an application. Confidentiality is 

governed by 35 U.S.C. 122 and 37 CFR 1.14. This collection is estimated to take 30 minutes to complete, including 

gathering, preparing, and submitting the completed application form to the USPTO. Time will vary depending upon 

the individual case. Any comments on the amount of time you require to complete this form and/or suggestions 

for reducing this burden, should be sent to the Chief Information Officer, U.S. Patent and Trademark Office, 

U.S. Department of Commerce, P.O. Box 1450, Alexandria, Virginia 22313-1450. DO NOT SEND FEES OR 

COMPLETED FORMS TO THIS ADDRESS. SEND TO: Commissioner for Patents, P-O. Box 1450, Alexandria, 

Virginia 22313-1450. Under the Paperwork Reduction Act of 1995, no persons are required to respond to acollection 

of information unless it displays a valid OMB control number. 

Privacy Act Statement 

The Privacy Act of 1974 (P.L. 93-579) requires that you be given certain information in connection with your 

submission of the attached form related to a patent application or patent. Accordingly, pursuant to the requirements 

of the Act, please be advised that: (1) the general authority for the collection of this information is 35 U.S.C. 2(b) 

(2); (2) furnishing of the information solicited is voluntary; and (3) the principal purpose for which the information 

is used by the U.S. Patent and Trademark Office is to process and/or examine your submission related to a patent 

application or patent. If you do not furnish the requested information, the U.S. Patent and Trademark Office may not 

be able to process and/or examine your submission, which may result in termination of proceedings or abandonment 

of the application or expiration of the patent. 

The information provided by you in this form will be subject to the following routine uses: 

1. The information on this form will be treated confidentially to the extent allowed under the Freedom of 

Information Act (5 U.S.C. 552) and the Privacy Act (5 U.S.C 552a). Records from this system of records may 

be disclosed to the Department of Justice to determine whether disclosure of these records is required by the 

Freedom of Information Act. 

2. A record from this system of records may be disclosed, as a routine use, in the course of presenting evidence 

to a court, magistrate, or administrative tribunal, including disclosures to opposing counsel in the course of 

settlement negotiations. 

3. A record in this system of records may be disclosed, as a routine use, to a Member of Congress submitting 

a request involving an individual, to whom the record pertains, when the individual has requested assistance 

from the Member with respect to the subject matter of the record. 

4. A record in this system of records may be disclosed, as a routine use, to a contractor of the Agency having 

need for the information in order to perform a contract. Recipients of information shall be required to comply 

with the requirements of the Privacy Act of 1974, as amended, pursuant to 5 U.S.C. 552a(m). 

5. A record related to an International Application filed under the Patent Cooperation Treaty in this system of 

records may be disclosed, as a routine use, to the International Bureau of the World Intellectual Property 

Organization, pursuant to the Patent Cooperation Treaty. 

6. A record in this system of records may be disclosed, as a routine use, to another federal agency for purposes of 

National Security review (35 U.S.C. 181) and for review pursuant to the Atomic Energy Act (42 U.S.C. 218(c)). 

7. Arecord from this system of records may be disclosed, as a routine use, to the Administrator, General Services, 

or his/her designee, during an inspection of records conducted by GSA as part of that agency's responsibility 

to recommend improvements in records management practices and programs, under authority of 44 U.S.C. 

2904 and 2906. Such disclosure shall be made in accordance with the GSA regulations governing inspection 

of records for this purpose, and any other relevant (i.e., GSA or Commerce) directive. Such disclosure shall 

not be used to make determinations about individuals. 

8. A record from this system of records may be disclosed, as a routine use, to the public after either publication of 

the application pursuant to 35 U.S.C. 122(b) or issuance of a patent pursuant to 35 U.S.C. 151. Further, a record 

may be disclosed, subject to the limitations of 37 CFR 1.14, as a routine use, to the public if the record was filed 

in an application which became abandoned or in which the proceedings were terminated and which application 

is referenced by either a published application, an application open to public inspecijan, Or anyissued Ratent s, LLC, et al. 

9. A record from this system of records may be disclosed, as a routine use, to a Federal, State, of,doga@h daw Page 160 

enforcement agency, if the USPTO becomes aware of a violation or potential violation of law or regulation.
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Application No. Applicant(s) 

. _ 16/946, 438 Collie et al. 

Notice of Allowability Examiner Art Unit | AIA (FITF) Status 
LONG T TRAN 3747 Yes   
  

-- The MAILING DATE of this communication appears on the cover sheet with the correspondence address-- 
All claims being allowable, PROSECUTION ON THE MERITS IS (OR REMAINS) CLOSED in this application. If not included 

herewith (or previously mailed), a Notice of Allowance (PTOL-85) or other appropriate communication will be mailed in due course. THIS 

NOTICE OF ALLOWABILITY IS NOT A GRANT OF PATENT RIGHTS. This application is subject to withdrawal from issue at the initiative 
of the Office or upon petition by the applicant. See 37 CFR 1.313 and MPEP 1308. 

1.{¥] This communication is responsive to 22 June 2020. 

(J A declaration(s)/affidavit(s) under 37 CFR 1.130(b) was/were filed on . 

2.() An election was made by the applicant in response to a restriction requirement set forth during the interview on ; the 

restriction requirement and election have been incorporated into this action. 

3.{¥) The allowed claim(s) is/are 1-19 . As a result of the allowed claim(s), you may be eligible to benefit from the Patent Prosecution 

Highway program at a participating intellectual property office for the corresponding application. For more information, please see 

http:/Awww.uspto.gov/patents/init_events/pph/index.jsp or send an inquiry to PPHfeedback@uspto.gov. 

4.1) Acknowledgment is made of a claim for foreign priority under 35 U.S.C. § 119(a)-(d) or (f). 

Certified copies: 

a) DJAlI b){JSome = *c) L) None of the: 

1. (1 Certified copies of the priority documents have been received. 

2. (J Certified copies of the priority documents have been received in Application No. 

3. (J Copies of the certified copies of the priority documents have been received in this national stage application from the 

International Bureau (PCT Rule 17.2(a)). 

* Certified copies not received: 

Applicant has THREE MONTHS FROM THE "MAILING DATE" of this communication to file a reply complying with the requirements 

noted below. Failure to timely comply will result in ABANDONMENT of this application. 

THIS THREE-MONTH PERIOD IS NOT EXTENDABLE. 

5.) CORRECTED DRAWINGS (as "replacement sheets") must be submitted. 

(} including changes required by the attached Examiner's Amendment / Comment or in the Office action of 
Paper No./Mail Date . 

Identifying indicia such as the application number (see 37 CFR 1.84(c)) should be written on the drawings in the front (not the back) of each 

sheet. Replacement sheet(s) should be labeled as such in the header according to 37 CFR 1.121(d). 

6.CJ DEPOSIT OF and/or INFORMATION about the deposit of BIOLOGICAL MATERIAL must be submitted. Note the 
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DETAILED ACTION 

Notice of Pre-AlA or AIA Status 

1. The present application, filed on or after March 16, 2013, is being examined 

under the first inventor to file provisions of the AIA. 

Allowable Subject Matter 

2. Claims 1 — 19 are allowed. 

3. The following is an examiner’s statement of reasons for allowance: The prior art 

references fail to disclose or teach in combination a dual fuel generator comprising an 

engine operable on a gaseous fuel and a liquid fuel; an electrical power generator 

driven by the engine and comprising a charging coil; a switch to change operation of the 

engine between gaseous fuel and liquid fuel; a carburetor attached to an intake of the 

engine to mix air and fuel and connect to a gaseous fuel source and a liquid fuel source; 

a liquid fuel cut-off solenoid to interrupt liquid fuel flow to the engine upon actuation of 

the switch from liquid fuel to gaseous fuel; and a voltage regulator coupled to the 

charging coil to receive power therefrom and that operates to provide a regulated 

voltage to the liquid fuel cut-off solenoid. Dual fuel generators are well known in the art 

such as those taught in the cited references, but none teach the voltage regulator as 

claimed. It would also not be an obvious inclusion of the voltage regulator in the 

previously known dual fuel generators, and therefore considered a novel approach to 

controlling the fuel cut operation of the solenoid valve. 
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Any comments considered necessary by applicant must be submitted no later 

than the payment of the issue fee and, to avoid processing delays, should preferably 

accompany the issue fee. Such submissions should be clearly labeled “Comments on 

Statement of Reasons for Allowance.” 

Conclusion 

4. The prior art made of record and not relied upon is considered pertinent to 

applicant's disclosure. 

5. Any inquiry concerning this communication or earlier communications from the 

examiner should be directed to LONG T TRAN whose telephone number is (571)270- 

1899. The examiner can normally be reached on Mon - Fri 9:00 - 5:00. 

Examiner interviews are available via telephone, in-person, and video 

conferencing using a USPTO supplied web-based collaboration tool. To schedule an 

interview, applicant is encouraged to use the USPTO Automated Interview Request 

(AIR) at http:/Avww.uspto.gov/interviewpractice. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 

supervisor, Lindsay Low can be reached on 571-272-1196. The fax phone number for 

the organization where this application or proceeding is assigned is 571-273-8300. 

Information regarding the status of an application may be obtained from the 

Patent Application Information Retrieval (PAIR) system. Status information for 

published applications may be obtained from either Private PAIR or Public PAIR. 

Status information for unpublished applications is available through Private PAIR only. 

For more information about the PAIR system, see https://ppair- 
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my.uspto.gov/pair/PrivatePair. Should you have questions on access to the Private 

PAIR system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll-free). 

If you would like assistance from a USPTO Customer Service Representative or access 

to the automated information system, call 800-786-9199 (IN USA OR CANADA) or 571- 

272-1000. 

/LONG T TRAN/ 
Primary Examiner, Art Unit 3747

Application/Control Number: 16/946,438 Page 4 
Art Unit: 3747 

my.uspto.gov/pair/PrivatePair. Should you have questions on access to the Private 

PAIR system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll-free). 

If you would like assistance from a USPTO Customer Service Representative or access 

to the automated information system, call 800-786-9199 (IN USA OR CANADA) or 571- 

272-1000. 

/LONG T TRAN/ 
Primary Examiner, Art Unit 3747 

Petitioner MWE Investments, LLC, et al. 

Exhibit 1002, Page 164Petitioner MWE Investments, LLC, et al. 
Exhibit 1003, Page 353



  

Notice of References Cited   

      

Application/Control No. Applicant(s)/Patent Under 

16/946 438 Reexamination 

Collie et al. 

Examiner Art Unit 

LONG T TRAN 3747 Page 1 of 1 

  

U.S. PATENT DOCUMENTS 
  

  

  

  

  

  

  

  

  

  

  

  

  

    
  

  

  

  

  

  

  

  

          
  

  

  

  

  

        

* Country Code Numbered Code Mine WY Name CPC Classification US Classification 

* | A | US-20180080392-A1 03-2018 Janscha; Ryan FO2B69/04 1/1 

* | B | US-20170130676-A1 05-2017 Markoski; Larry J. FO2D1 1/02 1/1 

* C | US-20170009670-A1 01-2017 Sorge; Gregory Walter F02D19/0615 1/1 

* | D | US-20150308356-A1 10-2015 Taniguchi; Toru FO2M2 1/0236 123/495 

* | E | US-20150034025-A1 02-2015 Markoski; Larry J. FO2N3/02 123/2 

* F | US-8616159-B1 12-2013 Hawkins; Bobby L. F02B63/047 123/2 

* | G@ | US-20090320789-A1 12-2009 Lund; Morten A. F02D19/0644 123/299 

* | H | US-5682845-A 11-1997 Woody; John C. F02B33/04 123/73A 

I 

J 

K 

L 

M 

FOREIGN PATENT DOCUMENTS 

* County Codes Number Kivd Code MI ayy Country Name CPC Classification 

N 

oO 

P 

Q 

R 

s 

T 

NON-PATENT DOCUMENTS 

* Include as applicable: Author, Title Date, Publisher, Edition or Volume, Pertinent Pages) 

U 

Vv 

WwW 

xX 

  

*A copy of this reference is not being furnished with this Office action. (See MPEP § 707.05(a).) 
Dates in MM-YYYY format are publication dates. Classifications may be US or foreign. 

U.S. Patent and Trademark Office 

PTO-892 (Rev. 01-2001) Notice of References Cited Part of Paper No. 20210512 

Petitioner MWE Investments, LLC, et al. 

Exhibit 1002, Page 165 

 
Petitioner MWE Investments, LLC, et al. 

Exhibit 1003, Page 354



  

                                          

Application/Control No. Applicant(s)/Patent Under Reexamination 

  

        

    

    

                          

  

  

  

  

Index of ClaiMS | 16/946.438 Collie et al. 

ll | | ll | | sone _ LONG T TRAN 3747 

v Rejected - | Cancelled N | Non-Elected Appeal 

= Allowed + | Restricted | | Interference Objected 

CLAIMS 

Claims renumbered in the same order as presented by applicant CL) CPA C) R.1.47 

CLAIM DATE 
Final Original | 05/12/2021 
  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

1 

2 

3 
4 
5 

6 

T 

8 

9 

10 

11 

12 

13 

14 

15 

16 

17 

18 

19 
  

  

  

  

  

                            

U.S. Patent and Trademark Office 

Page 1 of 1 

Part of Paper No.: 20210512

  

                                          

Application/Control No. Applicant(s)/Patent Under Reexamination 

  

        

    

    

                          

  

  

  

  

Index of Claims 16/946,438 Collie et al. 

ll | | ll | | sone _ LONG T TRAN 3747 

¥/| Rejected - | Cancelled N | Non-Elected A Appeal 

= Allowed + | Restricted | | Interference O| Objected 

CLAIMS 

Claims renumbered in the same order as presented by applicant CL) CPA C3 TD. C) R.1.47 

CLAIM DATE 
Final Original | 05/12/2021 
  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  al
al

|a
la

la
ls

la
ls

|a
|a

lo
fo

Nj
of

a}
af

es
}u

}—
 

  

  

  

  

  

                            

U.S. Patent and Trademark Office 

Page 1 of 1 

Part of Paper No.: 20210512 

Petitioner MWE Investments, LLC, et al. 

Exhibit 1002, Page 166Petitioner MWE Investments, LLC, et al. 
Exhibit 1003, Page 355



  

  

      

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

      

  

        

  

  

    

    

            

  

  

    

Application/Control No. Applicant(s)/Patent Under Reexamination 

/ssue Classification | 15/946,438 Collie et al. 

| | l| Examiner Art Unit 

LONG T TRAN 3747 

CPC 

Symbol Type Version 

FO2M F 2013-01-01 

FO2M I 2013-01-01 

F02D I 2013-01-01 

FO2M I 2043-01-01 

F02B I 2013-01-01 

FO2M I 2013-01-01 

FO2M I 2013-01-01 

F02B I 2013-01-01 

F02D A 2013-01-01 

FO2M A 2013-01-01 

YO2T A 2043-01-01 

F02D A 2013-01-01 

FO2M A 2013-01-01 

FO2N A 2013-01-01 

CPC Combination Sets 

Symbol Type Set Ranking Version 

NONE 
Total Claims Allowed: 

(Assistant Examiner) (Date) 19 

/LONG T TRAN/ 12 May 2021 . . ae 
Primary Examiner, Art Unit 3747 O.G. Print Claim(s) | O.G. Print Figure 

(Primary Examiner) (Date) 1 1       

U.S. Patent and Trademark Office 

Page 1 of 3 

Part of Paper No.: 20210512 

Petitioner MWE Investments, LLC, et al. 

Exhibit 1002, Page 167Petitioner MWE Investments, LLC, et al. 
Exhibit 1003, Page 356



  

Application/Control No. Applicant(s)/Patent Under Reexamination 

/ssue Classification | 15/946,438 Collie et al. 

| | l| Examiner Art Unit 

LONG T TRAN 3747 

INTERNATIONAL CLASSIFICATION 

CLAIMED 

  

    
  

  

  

  

FO2M 

FO2D 

FO2D 

  

  

  

    

  

    
  

  

NON-CLAIMED 
  

    
  

  

US ORIGINAL CLASSIFICATION 

CLASS SUBCLASS 
  

  

  
  

  

CROSS REFERENCES(S) 
  

CLASS SUBCLASS (ONE SUBCLASS PER BLOCK) 
      
  

  

  

        
  

NONE 
Total Claims Allowed: 

(Assistant Examiner) (Date) 19 

/LONG T TRAN/ 12 May 2021 ; . a 
Primary Examiner, Art Unit 3747 O.G. Print Claim(s) | O.G. Print Figure 

(Primary Examiner) (Date) 1 1 

U.S. Patent and Trademark Office Part of Paper No.: 20210512 

Page 2 of 3 

 

  

Application/Control No. Applicant(s)/Patent Under Reexamination 

/ssue Classification | 15/946,438 Collie et al. 

| | l| Examiner Art Unit 

LONG T TRAN 3747 

INTERNATIONAL CLASSIFICATION 

CLAIMED 

  

    
  

  

  

  

FO2M 

FO2D 

FO2D 

  

  

  

    

  

    
  

  

NON-CLAIMED 
  

    
  

  

US ORIGINAL CLASSIFICATION 

CLASS SUBCLASS 
  

  

  
  

  

CROSS REFERENCES(S) 
  

        
  

  

  

        
  

CLASS SUBCLASS (ONE SUBCLASS PER BLOCK) 

NONE 
Total Claims Allowed: 

(Assistant Examiner) (Date) 19 

/LONG T TRAN/ 12 May 2021 . . ae 
Primary Examiner, Art Unit 3747 O.G. Print Claim(s) | O.G. Print Figure 

(Primary Examiner) (Date) 1 1 

U.S. Patent and Trademark Office Part of Paper No.: 20210512 

Petitioner MWE Investments, LLC, et al. 

Page 2 of 3 Exhibit 1002, Page 168Petitioner MWE Investments, LLC, et al. 
Exhibit 1003, Page 357



  

Application/Control No. Applicant(s)/Patent Under Reexamination 

/ssue Classification | 15/946,438 Collie et al. 

| | l| Examiner Art Unit 

LONG T TRAN 3747 

Claims renumbered in the same order as presented by applicant (J CPA (T.D. ( R1.47 

CLAIMS 

Final |Original|Final |Original[/Final [OriginaljFinal [OriginaljFinal [Original[Final [Original[Final [Original/Final [Original 

  

    
  

  

  

  

  

  

  

  

  

  

  

  

                                    
  

  

  

        
  

NONE 
Total Claims Allowed: 

(Assistant Examiner) (Date) 19 

/LONG T TRAN/ 12 May 2021 ; . a 
Primary Examiner, Art Unit 3747 O.G. Print Claim(s) | O.G. Print Figure 

(Primary Examiner) (Date) 1 1 

U.S. Patent and Trademark Office Part of Paper No.: 20210512 

Petitioner MWE Investments, LLC, et al. 

Page 3 of 3 Exhibit 1002, Page 169
Petitioner MWE Investments, LLC, et al. 

Exhibit 1003, Page 358



  

                                              

Application/Control No. Applicant(s)/Patent Under Reexamination 

  

      
  

  

  

  

    
  

  

  

  

    
  

  

  

Search Notes 16/946,438 Collie et al. 

A _ LONG T TRAN 3747 

CPC - Searched” 

Symbol Date Examiner 

F02M13/08; FO2M57/06; FO2M43/00; FO2M19/06; FO2M7/10; LT 
F02M21/0215; FO2M35/10196; F02D19/0647; F02D19/0613;: 05/12/2021 
F02D29/06; F02D41/0025 

CPC Combination Sets - Searched* 

Symbol Date Examiner 

US Classification - Searched* 

Class Subclass Date Examiner 
            
  

* See search history printout included with this form or the SEARCH NOTES box below to determine the scope of 

  

  

  

  

      
  

  

  

  

the search. 

Search Notes 

Search Notes Date Examiner 

Inventor search 05/12/2021 LT 

PLUS search 05/12/2021 LT 

Text search 05/12/2021 LT 

Interference Search 

US Class/CPC US Subclass/CPC Group Date Examiner 
Symbol 

F02M13/08; FO2M57/06; FO2M43/00; FO2M19/06; 
FO2M7/10; FO2M21/0215; FO2M35/10196; FO2D19/ | 05/12/2021 LT 
0647: F02D19/0613; F02D29/06; FO02D41/0025           
  

  

      
  

U.S. Patent and Trademark Office 
Page 1 of 1 

. a " 
Exhibit 1002, Page 170Petitioner MWE Investments, LLC, et al. 
Exhibit 1003, Page 359



Bibliographic Data 

Application No: 16/946 43 8 

  
  

  
  

  

    
  

  

  

          
  

Foreign Priority claimed: O Yes @©No 

35 USC 119 (a-d) conditions met: LK Yes No LK Met After Allowance 

Verified and Acknowledged: |LONG T TRAN/ | |r | 
Examiner's Signature Initials 

Title: Oa ER YLESS DUAL FUEL ENGINE WITH LIQUID FUEL CUT- 

FILING or 371(c) DATE CLASS GROUP ART UNIT ATTORNEY DOCKET NO. 

06/22/2020 123 3747 CET1090.076 

RULE 

APPLICANTS 

Champion Power Equipment, Inc., Santa Fe Springs, CA, UNITED STATES 

INVENTORS 

Kendall J. Collie, Anaheim Hills, CA, UNITED STATES 

Mark J. Sarder, Waukesha, WI, UNITED STATES 

Aleko D. Sotiriades, Cedarburg, WI, UNITED STATES 

James J. Dehn, Brookfield, WI, UNITED STATES 

Leigh A. Jenison, Hartland, WI, UNITED STATES 

Hiroaki Sato, Brookfield, WI, UNITED STATES 

CONTINUING DATA 

This application is a CON of 14925441 10/28/2015 PAT 10697398 

14925441 is a CIP of 14738060 06/12/2015 PAT 10221780 

FOREIGN APPLICATIONS 

IF REQUIRED, FOREIGN LICENSE GRANTED** 

07/01/2020 

** SMALL ENTITY ** 

STATE OR COUNTRY 

UNITED STATES 

ADDRESS 

ZIOLKOWSKI PATENT SOLUTIONS GROUP, SC (ZPS) 

136 S WISCONSIN ST 

PORT WASHINGTON, WI 53074 

UNITED STATES 

FILING FEE RECEIVED 
Petitioner MWE Investments, LLC, et al. 

Exhibit 1002, Page 171Petitioner MWE Investments, LLC, et al. 
Exhibit 1003, Page 360



$785$785 

Petitioner MWE Investments, LLC, et al. 

Exhibit 1002, Page 172Petitioner MWE Investments, LLC, et al. 
Exhibit 1003, Page 361



EAST Search History 

EAST Search History (Prior Art) 

‘Ref Hits” Search Query DBs _—CDeefault_ Plurals.    

                    

L122 (engine same generator) and : US-PGPUB; OR ON 2021/05/12 — 
((carburetor carburretor carburetter © | USPAT; USOCR; : 14:34 
-carbureter) same intake) and gasoline = FPRS; EPO; 
and ((propane gas gaseous ng cng Ipg)) : JPO; 
and ((volt$4) near5 (regulat$4 rectif$4 © DERWENT; 
coil generator control$4)) and ((bi dual _IBM_TDB 
‘two) near2 fuel) and (switch$4 near10_ : 
fuel) 

L244 = (engine and generator) and : US-PGPUB; OR ON 2021/05/12 : 
-((carburetor carburretor carburetter © |= USPAT; USOCR; : 14:40 
-carbureter) and intake) and gasoline : FPRS; EPO; 
and ((propane gas gaseous ng cng Ipg) | JPO; 
same fuel) and ((volt$4) near5 DERWENT; 
_(regulat$4 rectif$4 coil generator -IBM_TDB 
:control$4)) and ((bi dual two) near2 
‘fuel) and ((chang$3 changeover 
-Switch$4 switchover) near10 fuel) 

L354 = (engine and generator) and -US-PGPUB; OR -ON 2021/05/12 © 
:((carburetor carburretor carburetter : USPAT; USOCR; | : 14:40 : 
_carbureter) and intake) and gasoline =. FPRS; EPO; 
_and ((propane gas gaseous ng cng Ipg) _JPO; 
-same fuel) and ((volt$4) near5 : DERWENT; 
:(regulat$4 rectif$4 coil generator :IBM_TDB 
-control$4)) and ((bi dual two) near2 : 
fuel) and ((chang$3 changeover 
-switch$4 switchover select$3) near10 
fuel) : 

-L4 = 222 (engine and generator) and : US-PGPUB; OR ON 2021/05/12 : 
((carburetor carburretor carburetter “USPAT; USOCR; | 14:43 : 
:carbureter) and intake) and gasoline :FPRS; EPO; 
-_and ((propane gas gaseous ng cng Ipg) :JPO; 

‘same fuel) and ((bi dual two) near2 ‘DERWENT; 

    

    

fuel) and ((chang$3 changeover -IBM_TDB 
-switch$4 switchover select$3) near10 

: fuel) : : 

Sl 1 "16946438" -US-PGPUB; OR ON 2021/05/12 _ 
oe -USPAT; USOCR; 08:41 2 

-FPRS; EPO; 
: JPO; 
‘DERWENT; 

-IBM_TDB 

$2 5 (engine same generator same (pull- = US-PGPUB; OR ON 2021/05/12 © 
: start handheld recoil)) and ((carburetor - USPAT; USOCR; | 09:04 

-carburretor carburetter carbureter) :FPRS; EPO; 

Petitioner MWE Investments, LLC, et al. 

Exhibit 1002, Page 173Petitioner MWE Investments, LLC, et al. 
Exhibit 1003, Page 362



‘same intake) and (gasoline same valve) 
and ((propane gas gaseous ng cng) 
:near20 valve) and ((switch$3 chang$3) 
-near10 (fuel gas$4)) and ((volt$4 
Current power) near5 (regulat$4 
rectif$4)) 

-JPO; 
DERWENT; 
IBM_TDB 

  

:(engine same generator same (pull- 
:start handheld recoil)) and ((carburetor 
-carburretor carburetter carbureter) 
‘same intake) and (gasoline same valve) 
and ((propane gas gaseous ng cng) 
-near20 valve) and ((volt$4 current 
power) near5 (regulat$4 rectif$4)) 

(engine same generator same (pull- 
:start handheld recoil)) and ((carburetor 
-carburretor carburetter carbureter) 
‘same intake) and (gasoline same valve) 
and ((propane gas gaseous ng cng) 
same valve) and ((volt$4 current 
power) near5 (regulat$4 rectif$4)) 

(engine same generator same (pull- 
“start handheld recoil)) and ((carburetor 
-carburretor carburetter carbureter) 

“same intake) and (gasoline same valve) 
and ((propane gas gaseous ng cng Ipg) 

same valve) and ((volt$4 current 
: power) near5 (regulat$4 rectif$4)) 

‘(engine same generator) and 

((carburetor carburretor carburetter 
:carbureter) same intake) and (gasoline 
same valve) and ((propane gas gaseous 
‘Ng cng lpg) same valve) and ((volt$4 
current power) near5 (regulat$4 
‘rectif$4)) 

‘(engine same generator and (pull-start 
:handheld recoil)) and ((carburetor 
-carburretor carburetter carbureter) 
‘same intake) and (gasoline same valve) 
and ((propane gas gaseous ng cng Ipg) 
Same valve) and ((volt$4 current 
power) near5 (regulat$4 rectif$4)) 

(engine same generator) and 
:((carburetor carburretor carburetter 
-carbureter) same intake) and (gasoline 
‘same valve) and ((propane gas gaseous 
Ng cng Ipg) same valve) and ((volt$4 
current power) near5 (regulat$4 
-rectif$4)) 

(engine same generator) and 
-((carburetor carburretor carburetter 

-US-PGPUB; 
-USPAT; USOCR; 
-FPRS; EPO; 
-JPO; 
DERWENT; 
IBM_TDB 

-US-PGPUB; 
-USPAT; USOCR; | 
-FPRS; EPO; 
-JPO; 
DERWENT; 
-IBM_TDB 

-US-PGPUB; 
-USPAT; USOCR; 
-FPRS; EPO; 
:JPO; 
DERWENT; 

:IBM_TDB 

:US-PGPUB; : 

_USPAT; USOCR; 
-FPRS; EPO; 
: JPO; 
: DERWENT; 

IBM_TDB 

-US-PGPUB; 
-USPAT; USOCR; 
-FPRS; EPO; 
-JPO; 
DERWENT; 
-IBM_TDB 

-US-PGPUB; 
-USPAT; USOCR; | 
“FPRS; EPO; 
-JPO; 
DERWENT; 
-IBM_TDB 

-US-PGPUB; 
-USPAT; USOCR; 

  

2021/05/12 
09:08 

   
2021/05/12. 
09:08 : 

    

ON 2021/05/12. 
: 09:09 

   2021/05/12 

  

09:10 

    

2021/05/12 
09:10 

  

ON 2021/05/12. 
09:10 2 

   
2021/05/12 
09:15 

  

Petitioner MWE Investments, LLC, et al. 

Exhibit 1002, Page 174Petitioner MWE Investments, LLC, et al. 
Exhibit 1003, Page 363



(engine generator) and ((carburetor 
-Carburretor carburetter carbureter)) and 
‘(gasoline same (propane gas gaseous 

ng cng Ipg)) and (fuel near10 valve) 
-and ((volt$4 current power)) and ((dual 
:bi two plural$4 multi multiple) near2 
fuel) and (switch$4 near5 fuel) 

(engine and generator) and 
-((carburetor carburretor carburetter 

-carbureter) same intake) and (gasoline 
Same (propane gas gaseous ng cng 
‘Ipg)) and (fuel near10 valve) and 
-((volt$4 current power) near5 
-(regulat$4 rectif$4 contorl$3)) 

(engine same generator) and 
:((carburetor carburretor carburetter 
-carbureter) same intake) and (gasoline 
‘Same (propane gas gaseous ng cng 
‘Ipg)) and (fuel near10 valve) and 
:((volt$4 current power) near5 
(regulat$4 rectif$4 control$3)) 

(engine same generator) and 
-((carburetor carburretor carburetter 
-carbureter) same intake) and (gasoline 
“Same (propane gas gaseous ng cng 
-Ipg)) and (fuel near10 valve) and 
:((volt$4 current power) near5 
:(regulat$4 rectif$4 control$3)) and 
-((dual bi two plural$4 multi multiple) 
-near2 fuel) 

(engine same generator) and 
:((carburetor carburretor carburetter 
:carbureter)) and (gasoline same 
(propane gas gaseous ng cng Ipg)) and 
-(fuel near10 valve) and ((volt$4 current 
:power)) and ((dual bi two plural$4 multi 
multiple) near2 fuel) 

$12 not S11 

_(engine generator) and ((carburetor 
_carburretor carburetter carbureter)) and 
(gasoline same (propane gas gaseous 
‘ng cng Ipg)) and (fuel near10 valve) 
_and ((volt$4 current power)) and ((dual 
bi two plural$4 multi multiple) near2 

_FPRS; EPO; 
-JPO; 
DERWENT; 
-IBM_TDB 

-US-PGPUB; 
-USPAT; USOCR; 
-FPRS; EPO; 
-JPO; 
DERWENT; 
-IBM_TDB 

-US-PGPUB; 
-USPAT; USOCR; 
'FPRS; EPO; 
:JPO; 
DERWENT; 

:IBM_TDB 

-US-PGPUB; 
“USPAT; USOCR; | 
'FPRS; EPO; 
-JPO; 
DERWENT; 
-IBM_TDB 

-US-PGPUB; 
-USPAT; USOCR; 
-FPRS; EPO; 
:JPO; 
DERWENT; 

-IBM_TDB 
-US-PGPUB; 
-USPAT; USOCR; 
-FPRS; EPO; 
-JPO; 
DERWENT; 
-IBM_TDB 

-US-PGPUB; 
-USPAT; USOCR; 
-FPRS; EPO; 
-JPO; 
DERWENT; 
-IBM_TDB 

-US-PGPUB; 
-USPAT; USOCR; 

  

2021/05/12. 
09:15 : 

   2021/05/12 
09:26 

  

   2021/05/12 - 
09:35 

  

   
2021/05/12. 
09:38 

      

2021/05/12 
09:59 

  

2021/05/12. 
12:14 

   2021/05/12. 
12:15 

  

Petitioner MWE Investments, LLC, et al. 

Exhibit 1002, Page 175Petitioner MWE Investments, LLC, et al. 
Exhibit 1003, Page 364



-carbureter)) and (gasoline same 
‘(propane gas gaseous ng cng lIpg)) and 
‘(fuel near10 valve) and ((volt$4 current 
-power)) and ((dual bi two plural$4 multi 
multiple) near2 fuel) and (switch$4 
-near5 fuel) 

:US-PGPUB; -OR 

-USPAT; USOCR; 
-FPRS; EPO; 
-JPO; 
: DERWENT; 

: -IBM_TDB 

‘(engine and generator) and 
:((carburetor carburretor carburetter 
-carbureter) same intake) and (gasoline 

“Same (propane gas gaseous ng cng 
-Ipg)) and (fuel near10 valve) and 
-((volt$4 current power)) and ((dual bi 
two plural$4 multi multiple) near2 fuel) 

and (switch$4 near5 fuel) 

:US-PGPUB; -OR 

:USPAT; USOCR; | 

-FPRS; EPO; 
-JPO; 
‘DERWENT; 

| -IBM_TDB 
-power)) and ((dual bi two plural$4 multi : 

‘(engine and generator) and 

‘((carburetor carburretor carburetter 
-carbureter) same intake) and (gasoline 
‘near5 fuel) and (fuel near10 (propane 
:gas gaseous ng cng Ipg)) and (fuel 
-near10 valve) and ((volt$4 current 

:multiple) near2 fuel) and (switch$4 
-near5 fuel) 

:US-PGPUB; OR 
“USPAT; USOCR; | 
:FPRS; EPO; : 

: IPO; 
: DERWENT; 

-IBM_TDB 
: power) same charg$4 same generator) : 

‘(engine and generator) and 
-((carburetor carburretor carburetter 
:carbureter) same intake) and (gasoline 
‘near5 fuel) and (fuel near10 (propane 
gas gaseous ng cng Ipg)) and (fuel 
-near10 valve) and ((volt$4 current 

_and ((dual bi two plural$4 multi 
multiple) near2 fuel) and (switch$4 
near5 fuel) 

‘(engine and generator) and 

:((carburetor carburretor carburetter 
-carbureter) same intake) and (gasoline 
‘near5 fuel) and (fuel near10 (propane 
‘gas gaseous ng cng Ipg)) and (fuel 
near10 valve) and ((dual bi two plural$4 : 
“multi multiple) near2 fuel) and 
:(switch$4 near5 fuel) 

-FPRS; EPO; 
-JPO; 
: DERWENT; 

‘IBM_TDB 

:US-PGPUB; -OR 

-USPAT; USOCR; 
“FPRS; EPO; 
-JPO; 
: DERWENT; 

IBM_TDB 

   

  

2021/05/12. 
13:05 

  

2021/05/12 
13:05 

  

2021/05/12 
13:06 

  

2021/05/12 
13:18 

  

:(engine same generator same (pull- 
:start handheld recoil)) and ((carburetor 
-carburretor carburetter carbureter) 
“same intake) and (gasoline same 
‘(propane gas gaseous ng cng Ipg)) and 
-((volt$4 current power) near5 
-(regulat$4 rectif$4)) and ((bi dual two); 
‘near2 fuel) and (Switch$4 near10 fuel) 

:US-PGPUB; -OR 

-USPAT; USOCR; 
-FPRS; EPO; 
-JPO; 
: DERWENT; 

-IBM_TDB 

    

2021/05/12. 
13: 19 

Petitioner MWE Investments, LLC, et al. 

Exhibit 1002, Page 176Petitioner MWE Investments, LLC, et al. 
Exhibit 1003, Page 365
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the information in order to perform a contract. Recipients of information shall be required to comply with the 

requirements of the Privacy Act of 1974, as amended, pursuant to 5 U.S.C. 552a(m). 
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Application Date: Sebt. 23, 1939. 

PATENT SPECIFICATION 
532,903 

No, 26528 / 39. 

Complete Specification Accepted: Feb. 3, 1941. 

  

COMPLETE SPECIFICATION 

Improvements relating to Fuel Control Mechanism for Internal 

Combustion Engines using Alternative Fuels 

We, AtsxanpER Henperson, of 
133, Marlborough Avenue, Broomhill, 
Glasgow, W.1, and Freperick ERNEst 
Rersecn, of Harland and Wolff, Limited, 

5 Queen’s Island, Belfast, both British 
Subjects, do hereby declare the nature of 
this invention and in what manner the 
same is to be performed, to be particularly 
described and ascertained in and by the 

10 following statement :— 
This invention relates to improved 

mechanism for controlling the supply of 
fuel to the cylinders of internal combus- 
tion engines constructed for use with 

15 alternative fuels, which may be different 
liquid fuels, or liquid fuel and gaseous 
fuel, or liquid fuel and a mixture of 

liquid and gaseous fuel, such as, for 

example, compression - ignition internal 
20 combustion angines adapted to use alter- 

native liquid fuels, or adapted for the 

alternative use of liquid fuel and gaseous 

fuel, with or without admixture of the 

gaseous fuel with liquid fuel to assist 
25 combustion. 

The invention is concerned with an 

engine according to the preceding para- 
eraph provided with two fuel supply 

devices, one for supplying one fuel and 

30 the other for separately supplying another 

fuel to the engine cylinder or cylinders, 
each fuel supply device being controlled 

by transmission members connected to a 

slide element slidable on an oscillatory 

85 link or like member adapted to be oscil- 
lated about a fixed pivotal axis, the 

amplitude of oscillation being variable to 

vary the movement of said_ transmission 

members and thus to vary the amount of 

40 fuel supplied to the engine without vary- 

ing the proportions of the fuels, and the 
slide element being manually adjustable 
on the link to move one transmission 

member relatively to the other, thereby to 

45 vary the proportions of the fuels supplied 

hy the two fuel supply devices. An engine 

conforming to the preceding statement 1s 

hereinafter referred to as an engine “ of 

the character described ’’, 
50 Such mechanism enables the change of 

fuel to be effected without stopping the 

engine and also provides for the control 

of the supply_of both fuels at all times, 
ae on Lone ee 

[Pric. ~ ' 

li further provides a means whereby the 
amount of the charge of fuel supplied to 55 
the engine can be regulated either auto- 
matically by the engine speed governor or 
by actuation of a fuel supply regulator, 
while further providing control means for 
the control of the relative proportions of 60 
the two fuels when a mixture of fuels is 
supplied to the engine, 

Heretofore an engine of the character 
described had the two transmission mem- 
bers connected one to each pump plunger 69 
of a pair of fuel pumps and the link 
carrying the adjustable slide element was 
oscillated by articulating it to the end of 
an eccentric rod reciprocated by an 
eccentric on a shaft driven by the engine; 70 
consequently a continuous oscillatory 
movement of constant amplitude was 
imparted to the link during the running 
of the engine, thus continuously recipro- 
cating either or both of the transmission 76 
members and pump plungers to supply 
fuel to the engine; in order to vary the 
total amount of fuel supplied to the 
engine, the amplitude of oscillation of the 
link could be varied by varying the point 80 
of articulation of the link to the engine- 
driven eccentric rod either by hand or by 
means of a governor, without varying the 
proportions of the fuels supplied by the 
two pumps. To vary the proportions of 85 
the fuels, the strokes of the transmission. 
members were varied relatively to one 
another by adjusting the slide element on 
the link in order to vary the pump strokes; 
alternatively, the transmission members 90 
were arranged to control by-pass passages 
in the punips in order to vary the effective 
action of the pumps. 

According to the present invention an 
engine of the character described has the 95 
oscillatory link or like member oscillated 
only by the movement of a regulating 
member and only when the latter is 
actuated by hand or by an engine speed 
governor or by a mechanically or 100 
electrically-controlled engine regulator, 
so that the oscillatory link or like member 
and the transmission members remain 
stationary at any constant engine speed. 
The invention is further characterized by 105 
the feature that the fuel supply is effected 

enna 
ae ~ 
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either through independently driven fuel 
pumps or through fuel supply pipes con- 
trolled by valves, the supply of fuel 
through said pumps or valves being varied 

5 by any movement of the said transmission 
members. If the engine is adapted for 
using liquid fuel and gaseous fuel alter- 
natively, one of the transmission mem- 
hers will be operatively connected to the 

10 liquid fuel pump or other means for con- 
trolling the liquid fuel supply to the 
engine and the other transmission member 
will be operatively connected to the means 
for controlling the gaseous fuel supply to 

15 the engine. 
The invention will be more clearly 

understood by reference to the accom- 
panying drawings whereon Fig. 1 is a 
diagrammatic illustration of the applica- 

20 tion of one form of the invention to the 
control of alternative liquid fuel supplies 
to the fuel injection nozzle of an engine 
eylinder. Fig. 2 isa similarly diagram- 
matic illustration of another ferm of the 

5 invention for the control of alternative 
liquid and gaseous fuel supplies to 2n 
engine eylinder. Figs. 3 and 4 are views 
taken at right angles to one another show- 
ing a slightly modified form of linkage to 

30 larger seale than Figs. 1 and 2. 
Referring firstly to Figs. 8 and 4, the 

linkage there shown comprises a slotted 
link 5 at the back of which is a pin 6 for 
pivotally mounting the link 5 on a fixed 

35 bracket 7. The link 5 is pivotally attached 
at 8 to one ‘end of an actuating rod 9, 
Slidable in the slot in the link 4 is a slide 
tock 10. A rod 11 is attached by a pivot 

pin 12 to one end of the block 10 and a 
40 similar rod 14 is attached by a pivot pin 

15 to the other end of the block, which is 
of such a length that, when the block is 
at either end of the slot in the link 5, one 
or other of the pivot pins 12 and 15 isin a 

45 neutral position on the link and is coaxial 
with the axis of the pin 6, which is the axis 
about which the link 5 is free to swivel on 
the bracket 7. The slide block 10 is 
attached to a screw-threaded spindle 16 

50 upon which is fitted-an internally screw- 
threaded hand wheel 17. It will be 
apparent that the hand wheel 17 serves to 
adjust the slide block in the link. 

With the slide bleck in its lower 
55 extreme position shown in Figs. 3 and 4. 

any longitudinal movement of the aetu- 
ating rod 9 will result in corresponding 
movement of the rod 14. but the rod 11 
will yemain motionless, since the pivot pin 

60 12 %s coaxial with the axis about which the 
link 5 is adapted to swivel. If the slide 
block 10 is moved upwards and locked in 
its other extreme position by rotation of 
the hand wheel 17 until the latter again 

65 abuts agaizst the upper end of the link 4, 

the pivot pin 15 will be brouglt into the 
position im which it is coaxial with the 
axis aboat which the link swings: in this 
position, longitudinal movement of the 
actuating rod 9 will transmit no move- 
ment to the red 14, while the rod 11 will 
move with the rod 9. 

If the slide bloek 10 is moved to a posi- 
tion between the two extreme positions 
above-mentioned, the rod 9 will transmit 
motion to both rods 11 and 14 and the dis- 
placement of the rods 11 and 14 will 
depend upon the distances of their pivot 
pins 12 and 15 from the axis of swing of 
the link 5, 

Fig, 1 of the drawings shows a some- 
what similar linkage for controlling either 
or both of two alternative liquid fuels sup- 
plied by separate fuel pumps 18 and 19 
through a non-return valve chest 20 to a 
fuel injection nozzle 21 arranged to inject 
fuel into the combustion space 22 of an 
internal combustion engine evlinder. In 
Fig. 1 the link 5, instead of being directly 
attached to an aetuating rod 9 ax in Figs, 
1 and 2, has a Jateral arm Se to which the 
actuating red 9 is attached and the latter 
is pivotally attached at its other end to 
and centrolled by any known type of 
centrifugal engine speed governor 23. 
The rod 11 of the linkage is attached to a 
pump control rod 24 which controls the 
pump 18, and the rod 14 of the linkage is 
connected through the medium of a rock- 
ing arm 25 to a pump control rod 25 
which controls the pump 19. ‘The fuel- 
injection pumps 18 and 19 are driven in 
known manner from the engine, as by 
means of engine-driven cams 27. 

Displacement of the governor 23, due to 
engine speed variation, will transmit 
motion through the red 9 to the link 5 and 
from thence to either or both of the rods 
1 and 14 aceording to the position of the 
slide block 10 in the link 5, and will thus 
control either or both of the liquid fuel 
pumps 18 and 19 to control the liquid fuel 
supply to the engine. In either extreme 
position of the slide block 10, one or other 
of the rods 11 and 14 will remain motion- 
less, so that the fuel pump 18 or 19 to 
whieh it is connected will either supply 
no fuel to the valve chest 20 or only a pre- 
determined minimum quantity, while the 
other rod 11 or 14 will be fully responsive 
to any movements of the red 9 and will 
thus control the fuel pump supplying the 
whole or main fuel charee to the injec- 
tion nozzle 21. In any intermediate rosi- 
tion of the slide block 10. both rods 11 and 
14 will move with the rod 9 and thus eon- 
trol the supply of fuel by both fuel pumps 
18 and 19, 

The fuel pumps 18 and 19 may supply 
fuel to two separate fuel injection nozzles 
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in place of the single fuel nozzle 21. that any other means of adjusting the slide 
Instead of operatively connecting the block may be provided. 

link 5 to an engine speed governor as in Tf it is desirable for one fuel to be 
Fig. 1, the link 5 may be connected to any ignited by electrical spark ignition, the 65 

5 known form of hand regulator lever or to slide block 10 may be arranged so that, 
a mechanically or electrically controlled when it is moved to its extreme position in 
zegulator. Fig. 2 shows the arm 5aofthe which the fuel supplied requires electrical 
link 5 connected by the rod 9 to a hand spark ignition, the slide block 10 will 
regulator lever 28; in this case the link- cause electrical spark ignition apparatus 70 
age is turned through 90 degrees so that to come into operation, e.g. the slide block 
the serew-threaded spindle 16 is horizontal may actuate an electrical contact to com- 
instead of being vertical as in Figs. 1, 8 plete an electrical ignition actuating cir- 
and 4. Fig. 2 also illustrates the inven- cuit. 
tion applied to an engine adapted to use Having now particularly described and 75 
either liquid or gaseous fuel or both. In ascertained the nature of our said inven- 

this ease, the rod 11 of the Iinkage is con- tion and in what manner the same is to 

nected to an arm 29 on the spindle of a be performed, we declare that what we 
throttle valve 80 in a gas supply pipe 31 claim is:— 
which opens through a mixing chamber 32 1. An internal combustion engine of the 80 
and inlet valve 33 into the combustion character described wherein the oscilla- 

space 22 of the engine cylinder, air for tory link or like member is oscillated only 
combustion being supplied to the mixing by the movement of a regulating member 
chamber 32 through an air inlet pipe 84. and only when the latter is actuated by . 
The rod 14 of the linkage is connected hand or by an engine speed governor or by 85 

5 through a bell-crank lever 85 to a pump a mechanically or electrically-controlled 
control rod 36 which controls an engine- engine regulator, so that the oscillatory 
driven liquid fuel pump 37 supplying member and the transmission members 
liquid fuel to a fuel injection nozzle 88 remain stationary at any constant engine 

- arranged to inject liquid fuel into the speed. 90 
30 engine cylinder. 2. An engine as claimed in claim 1 in 

Tn either of the arrangements shown in which the fuel supply is effected through 

Figs. 1 and 2, displacement of the sliding independently driven fuel pumps or fuel 

block 10 can be effected by turning the supply pipes controlled by valves and the 

hand wheel 17 without stopping the supply of fuel through said pumps or 95 
85 engine; it is thus possible to change over valves is varied by any movement of the 

from one fuel to the other while the engine transmission members. 
is running. Moreover, the supply of 3. An internal combustion engine 
either or both fuels may be at all times according to claim 1 or 2 wherein the link 
under the control of the engine speed or equivalent member oscillates about a 100 
governor, if the linkage is governor-con- fixed pivotal axis situated in the length 
trolled. so that the total quantity of fuel of the link member, and the slide element 
supplied is automatically kept within pre- is such that, in either extreme position, 
determined limits by the action of the one of its pivotal connections to the trans- 
governor. Similarly, if the linkage is mission members is in a neutral position 195 

45 connected to an engine regulator, other coinciding with the said pivotal axis. 
than an automatic speed governor, the 4. An internal combustion engine 
supply of either or both fuels will be under according io claim 3 wherein the slide ele- 
the control of the engine regulator and the ment is adjustable by means of a hand 
total quantity of fuel supplied can be con- wheel and a screw-threaded rod, substan- 110 

50 trolled by actuating the engine regulator tially as described. 
by hand or by mechanical or electrical 5. In an internal combustion engine 
means. When the engine is running on using alternative fuels, fuel contro] mech- 
a mixture of two fuels, the relative pro- anism arranged and operating substan- 
portions of the two fuels can be manually tially as herein described with reference to 115 

55 controlled by turning the hand wheel 17 
to adjust the position of the slide 
block 10. 

It is to be understood that the serew- 
threaded spindle 16 and hand wheel 17 are 

0 given only as an example of a convenient 
means of adjusting the slide block 10, and 

the accompanying drawings. 

Dated this 22nd day of September, 1939, 
JOHNSONS, 

Chartered Patent Agents, 
41, St. Vincent Place, Glasgow, C.1, and 

10, Stafford Street, Edinburgh, 3. 
  

Leamington Spa: Printed for His Majesty’s Stationery Office, by the Courier Press.—1941, 
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PATENT SPECIFICATION 

Convention Date ( Switzerland J: Dec, 2, 1921, 

Application Date (in United Kingdom): Dec. 1, 1922. No. 22,868 / 23, 

Complete Accepted: Oct, 11,1928. 

COMPLETE SPECIFICATION. 

improvements in or relating to Internal Combustion Engines. 

I, ARnwotp SonnEREGGER, of 30, Rot- 
strasse, Zurich, Switzerland, a citizen of 
the Swiss Conferation, do hereby declare 
the nature of this invention and in what 
manner the same is to be performed, to 
be particularly described and ascertained 
in and by the following statement :— 

This invention relates to internal com- 
bustion engines more especially for motor 
cars, the main object of the invention’ 
being to provide means whereby the 
engines can be run on liquid fuel of two 
different qualities, say ordinary petrol 
and petrol mixed with a heavier or 
cheaper fluid which latter would in an 
ordinary way not be suitable alone 
(although it may in some cases be used 
without the petrol) in conjunction with 
means for preheating. 

The preheating means is of that kind 
in which hot plates or equivalents are 
arranged in the combustion chambers of 
the engine said heater being used also 
with the petrol if so desired. 

Briefly the invention consisls in pro- 
viding a double tank having outlets to a 
valve through which the contents of 
either tank can be allowed to pass to the 
carburetter of the engine both the said 
valve and the carburetter being capable 
of adjustment to select the desired fuel 
and to suit the fuel selected. 

A suitable valve is one having two 
inlets and one outlet and provided with 
a plug or the like by turning which either 
inlet can be put into communication with 
the outlet, or of course the valve can be 
closed. The valve and the variation or 
adjustment of the carburetter can be 
effected by suitable mechanism, say 
levers and links of the kind operated from 
the dash board of the engine of the 
vehicle to which the invention is applied. 

By means of the device operating in 
accordance with .the method above 

[Price 1/-] 

described it is possible with a constant or 
even increased efficiency of the engine to 
operate the engine by means of a mixture 
of petrol and raw oil, for example 50% 
raw naphtha, and thus to effect a con- 
siderable saving in working expenses, and 
to obtain an almost smokeless combus- 
tion. It is also possible when travelling 
through localities where there are restric- 
tions as to the emission of the fumes of 
heavy oils, to operate the engine with 
petrol by changing over the supply of 
fuel to the carburetter so as to obviate the 
trouble which is caused by the exhaust 
eases from the mixtures of petrol and raw 
oil. 

The heating body for heating the fuel 
is preferably of the kind which consists 
of heating plates which are secured in the 
interior of the cylinder head and which 
are of such dimensions that they do not 
heat the mixture right up to the ignition 
point. 

In the accompanying drawing js shown 
by way of example a form of construction 
of the subject of the invention, the 
example being a two cylinder engine, 
one cylinder being shown in section 
whilst the fuel tank together with the 
piping connecting this with the engine 
and the change-over cock are shown dia- 
grammatically. 

In the compression space of the cylin- 
der 1 are provided heating plates 2 which 
are secured in the interior of the cylinder 
head. These heating plates store a por- 
tion of the heat of combustion and thus 
heat the freshly incoming mixture to a 
high temperature below the ignition tem- 
perature, whereupon after the completion 
of the compression stroke the ignition is 
effected by the usual ignition plug. The 
two part fuel tank 3 contains in the com- 
partment 4 a mixture of petrol and any 
kind of raw or heavy oil and in the com- 
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partment 5 pure petrol. The fuel supply 
pipes of both compartments are connected 
by a single pipe by the change over cock 
6, which is operated from the driver’s 
seat by suitable link work and from which 
a-pipe leads to the carburettor 7. The 
carburettor illustrated is an apparatus of 
the known type having an adjustable jet 
for the fuel and the opening thereof is 
controlled from the driver’s seat by link- 
work. For changing over from petrol to 
the mixture and rice versa it suffices to 
operate the cock 6 and simultaneously to 
regulate the carburettor 7, these, for sim- 
plicity, being coupled together or even 
combined asa unit. The latter construc- 
tion has the advantage that it is im- 
possible to effect an incorrect adjustment. 
In the linkwork for the cock and for the 
carburettor adjusting mechanisms may be 
provided so as to enable a very ‘fine 
adjustment to be made. 
Having now particularly described and 

ascertained the nature of my said inven- 
tion and in what manner the same is to 

  

be performed, I declare that what I 
claim is:-— 

1. An internal combustion engine of 
the kind provided with heaters in the 
combustion chambers in combination with 
two fuel tanks connected to a valve so 
that the contents of either tank can be 
allowed to pass through the valve to the 
carburettor of the engine said carburettor 
being adjustable fer use with diiferent 
liquid fuels. 

2. In combination with the engine 
having two fuel tanks and a valve accord- 
ing to Claim 1 means whereby the two 
tanks can be selectively connec ted to the 
carburettor of the engine and in which 
the carburetter can be adjusted to suit 
either fuel, the said selection and the said 
adjustment being made by suitable 
mechanism such as links and levers, sub- 
stantially as herein described. 

_ Dated this Ist day of December, 
HY. FAIRBROTHER, 
Chartered Patent Agent, 

30 and 32, Ludgate Hill, London, EAC, 4. 

1922. 

  

Redhill: Printed for His Majesty’s Stationery Office, by Love & Malcomson, Lid.—1923. 
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CTT ILL UMILL ILI 

(19) (°) DE 10 2006 008 524 A1 2006.08.31 
Bundesrepublik Deutschland 

Deutsches Patent- und Markenamt 

(12) Offenlegungsschrift 

(21) Aktenzeichen: 10 2006 008 524.8 (51) Int cl: F76K 17/22 (2006.01) 
(22) Anmeldetag: 22.02.2006 

(43) Offenlegungstag: 31.08.2006 
  

(66) Innere Prioritat: (74) Vertreter: 

20 2005 002 909.2 22.02.2005 Patentanwalte Dr. Solf & Zapf, 42103 Wuppertal 

(71) Anmelder: (72) Erfinder: 

VOSS Automotive GmbH, 51688 Wipperfiirth, DE Hagen, Harald, 51688 Wipperfurth, DE; Hasberg, 

Markus, 51688 Wipperfurth, DE; Suhr, Andreas, 

50823 K6ln, DE     

Die folgenden Angaben sind den vom Anmelder eingereichten Unterlagen entnommen 

(54) Bezeichnung: Mehrwege-Ventilanordnung 

(57) Zusammenfassung: Die Erfindung betrifft eine Mehr- 

wege-Ventilanordnung (1) zur Verwendung als Kraftstoff- 

tank-Umschaltventil zwischen mindestens zwei Kraftstoff- 

tanks (A, B) und einem Motor (M) in einem Kraftfahrzeug, 

mit mindestens zweimal zwei Tankanschlussen (A1, A2; 

B1, B2) jeweils fur Vorlauf und Ricklauf und zwei Motoran- 

schlussen (M1, M2) fur Vorlauf und Rucklauf sowie mit ei- 

ner Ventileinrichtung, derart, dass die Vorlauf-Tankan- 

schlusse (A1, B1) alternativ oder gemeinsam mit dem Vor- 

lauf-Motoranschluss (M1) und die Rucklauf-Tankanschlus- 

se (A2, B2) alternativ oder gemeinsam mit dem Ruck- 

lauf-Motoranschluss (M2) verbindbar sind. Die Ventilein- 

richtung besteht aus mindestens zwei zusammenwirken- 

den, schalttechnisch symmetrischen Mehrwege-Teilventi- 

len (V1, V2), insbesondere 4/2-Wege-Ventilen, die insbe- 

sondere als zusammenwirkende Schieberventile (14, 16) 

ausgebildet sind. 
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