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(57) ABSTRACT 

The purpose of the invention is to improve reliability of a 
light emitting apparatus comprising a TFT and organic light 
emitting elements. 
The light emitting apparatus according to the invention 
having a thin film transistor and a light emitting element, 
comprises; a first inorganic insulation layer on the lower 
surface of a semiconductor layer, a Second inorganic insul 
lation layer on the upper surface of agate electrode, a first 
organic insulation layer on the second inorganic insulation 
layer, a third inorganic insulation layer on the first organic 
insulation layer, a wiring layer extending on the third 
inorganic insulation layer, a second organic insulation layer 
overlapped with the end of the wiring layer and having an 
inclination angle of 35 to 45 degrees, a fourth inorganic 
insulation layer formed on the upper Surface and side Surface 
of the second organic insulation layer and having an opening 
over the wiring layer, a cathode layer formed in contact with 
the wiring layer and having side end overlapped with the 
fourth inorganic insulation layer, and an organic compound 
layer formed in contact with the cathode layer and the fourth 
inorganic insulation layer and comprising light emitting 
material, and an anode layer formed in contact with the 
organic compound layer comprising the light emitting mate 
rial, wherein the third inorganic insulation layer and the 
fourth inorganic insulation layer are formed with Silicon 
nitride or aluminum nitride. 
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LIGHT EMITTING APPARATUS AND METHOD 
FOR MANUFACTURING THE SAME 

BACKGROUND OF THE INVENTION 

0001) 1. Field of the Invention 
0002 The present invention relates to a light emitting 
apparatus comprising a light emitting element which emit 
fluorescent light or phosphorescent light. In particular, the 
invention relates to a light emitting apparatus comprising an 
active element Such as insulation gate type transistor or a 
thin film transistor, and a light emitting element coupled 
thereto. 

0003 2. Description of the Related Art 
0004. A typical display apparatus utilizing liquid crystal 
uses a back light or a front light for displaying images. A 
liquid crystal display apparatus is employed as an image 
displaying unit in various electronics, but Suffers a problem 
that it has a narrow angled field of view. On the contrary, a 
display which uses light emitting elements providing elec 
tro-luminescence as a display unit has a wider-angled field 
of View as well as high level of Visual recognition. These 
advantages make the electro-luminescent display prospec 
tive for the next generation. 
0005. In a light emitting element utilizing the electro 
luminescence, electrons injected from a cathode and positive 
holes injected from an anode couple on a layer comprising 
light emitting material to form excitons. Light is generated 
by the energy released when the excitons move back to the 
ground State. There are two types of electro-luminescence, 
i.e., fluorescent light and phosphorescent light, each which 
are considered as light emitted from the excitons in a Singlet 
State (fluorescent light), and light emitted from the excitons 
in a triplet State (phosphorescent light), respectively. The 
luminance from electro-luminescence ranges from thou 
sands cd/m° to tens of thousands cd/m’, which makes it 
possible in principle to adopt the electro-luminescence light 
emitting elements in a variety of applications including a 
display apparatus. 

0006 An example of a combination of a thin-film tran 
sistor (hereinafter referred to as “TFT) and a light emitting 
element is disclosed in the Japanese Patent Laid-Open No. 
JP-A-8-241047. In the construction disclosed in this JP-A- 
8-241047, an organic electro-luminescence layer is formed 
over a TFT comprising polycrystalline Silicon, via an insu 
lation film comprising Silicon dioxide. A passivasion layer 
having a tapered end on the anode is positioned under the 
organic electro-luminescence layer. The cathode is made 
from a material with a work function of 4 eV or less. An 
example of an applicable material is an alloy of metal Such 
as Silver or aluminum, and magnesium. 
0007 Problem To Be Solved 
0008 Known methods for manufacturing the organic 
electro-luminescence layer include vacuum evaporation, 
printing, and Spin coating. However, it is difficult to form 
determined patterns on the organic electro-luminescence 
layer by photolithography technique as used in the Semi 
conductor element manufacturing. In order to arrange the 
light emitting elements in a matrix to make a display Screen, 
a special construction is necessary in which each pixel is 
partitioned with insulation material, as disclosed in the 
above JP-A-8-241047. 
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0009. In the first place, an organic compound used for the 
light emitting elements, and an alkali metal or an alkali earth 
metal used for an electrode are degraded by reactions with 
water and oxygen. This prevents practical application of the 
light emitting apparatus comprising the light emitting ele 
mentS. 

0010. The organic light emitting element deteriorates due 
to following six factors; (1) change in the chemical charac 
teristics of the organic compound (2) change in the structure, 
or deterioration by fusion, of the organic compounds by heat 
generated at operating, (3) destruction of insulation due to 
macro-level defect, (4) deterioration of the interface 
between the electrodes, or the electrode and the organic 
compound layer comprising the light emitting element, (5) 
deterioration caused by the change in bonding State or 
crystallization of the organic compound due to amorphous 
form, and (6) irreversible destruction caused by stress or 
distortion due to the Structure of the elements. 

0011 The deterioration by the factor (1) is caused by 
chemical change incurred by excitation, or gas which is 
corrosive against the organic compounds or moisture. The 
deterioration by the factor (2) and (3) is caused by the 
operation of the organic light emitting element. Heat is 
inevitably generated when current in the element is con 
verted into Joule heat. When the organic compound has low 
melting point or glass transition temperature, the electric 
field concentrate around pinholes or cracks and dielectric 
breakdowns occur. The deterioration by the factors (4) and 
(5) is inevitable even when the element is stored at ambient 
temperature. The deterioration by the factor (4) is known as 
dark spots, which are generated by the oxidation of the 
cathode or the reaction to moisture. For deterioration by the 
factor (5), all the organic compounds used in the organic 
light emitting element are amorphous, So that they will be 
inevitably crystallized in a long period by heat for example. 
Almost no organic compound can keep its amorphous 
Structure for a long time. For deterioration by the factor (6), 
a defect Such as a crack or a break of the coating due to 
distortion may develop by the difference in thermal expan 
Sion coefficient between components. Furthermore, the 
crack or the break may lead to a progressive defect Such as 
dark spots. 
0012. The advance in sealing techniques has fairly miti 
gated the problem of dark Spots. However in practice, the 
deterioration is caused by two or more of the above factors, 
which makes it difficult to take effective preventive measure. 
In typical Sealing method, the organic light emitting element 
formed over a Substrate is Sealed with Sealant, and drying 
agent Such as barium oxide is applied in the Spaces. Unfor 
tunately, conventional preventive measures have failed to 
SuppreSS the deterioration of the light emitting apparatus to 
an acceptable level. 

SUMMARY OF THE INVENTION 

0013 The purpose of the present invention is to solve the 
above problems in order to improve the reliability of a light 
emitting apparatus comprising TFTS and organic light emit 
ting elements. 
0014 For this purpose, according to the present inven 
tion, a light emitting apparatus with pixels consisting of 
electrically connected TFTS and light emitting elements has 
a construction wherein the light emitting elements are 
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formed by laminating an anode layer, a cathode layer, and an 
interposed layer containing light emitting material, Sur 
rounding the upper Surface, the lower Surface and the side 
Surface of the light emitting element with an inorganic 
insulation layer, and the anode layer, the cathode layer and 
the layer containing light emitting material respectively 
contact with the Surrounding inorganic insulation layer. The 
inorganic insulation layer is formed of Silicon nitride or 
Oxynitride of Silicon Such as a Silicon nitride film or a Silicon 
Oxynitride film, or, nitride or Oxynitride of aluminum Such as 
aluminum nitride or aluminum oxynitride. More preferably, 
the Silicon nitride film formed by radio frequency Sputtering 
(RF sputtering) with frequency ranging from 13.56 MHz to 
120 MHZ and having Silicon as a target is applied. 
0015 The silicon nitride film manufactured by the RF 
Sputtering has improved effect of blocking the external 
impurities and an effect of Suppressing the deterioration of 
the light emitting element by Satisfying one of the following 
conditions; (1) a silicon nitride film with etching rate of 9 
nm/min or less (preferably, 0.5 to 3.5 nm/min or less), (2) 
hydrogen concentration of 1x10' atoms/cm or less (pref 
erably 5x10' atoms/cm or less), (3) hydrogen concentra 
tion of 1x10° atoms/cm or less (preferably 5x10' atoms/ 
cm 9r less), and oxygen concentration from 5x10' to 
5x10" atoms/cm (preferably 1x10' to 1x10° atoms/cm), 
(4) etching rate of 9 nm/min or less (preferably, 0.5 to 3.5 
nm/min or less), and hydrogen concentration of 1x10' 
atoms/cm or less (preferably 5x10' atoms/cm or less), or 
(5) etching rate of 9 nm/min or less (preferably, 0.5 to 3.5 
nm/min or less), hydrogen concentration of 1x10° atoms/ 
cm or less (preferably 5x10' atoms/cm or less), and 
oxygen concentration from 5x10" to 5x10' atoms/cm 
(preferably 1x10' to 1x10° atoms/cm). 
0016. In a construction wherein a display screen has light 
emitting elements arranged in matrix, the most preferable 
construction of an insulation layer to partition the each pixel 
comprises a positive-type or a negative-type photoSensitive 
organic resin material and has a curvature radius of 0.2 to 2 
tim or continuously varying curvature radiuses within the 
above range at the end of the patterns, and a tapered Surface 
with an inclination angle from 10 to 75 degrees, preferably 
from 35 to 45 degrees. The construction of a pixel in the 
light emitting apparatus according to the invention can 
mitigate the StreSS on the electrode ends of the pixel and 
SuppreSS the deterioration of the light emitting element, by 
forming an insulation layer which covers ends of the indi 
vidual electrode (either anode or cathode) of each pixel 
connecting to the TFT to partition each pixel, and by 
forming a layer containing the light emitting material, and 
one of the anode layer or the cathode layer, from over the 
pixel electrode to over the insulation layer. 
0.017. The construction of a light emitting apparatus 
according to the invention will be described below. 
0.018. A light emitting apparatus comprising a TFT hav 
ing a Semiconductor layer, a gate insulation film and a gate 
electrode, and a light emitting element having an organic 
compound layer containing light emitting material between 
a cathode layer and an anode layer, comprises, 
0.019 a first inorganic insulation layer under the semi 
conductor layer, 
0020 a second inorganic insulation layer on the gate 
electrode, 
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0021 a first organic insulation layer on the second inor 
ganic insulation layer, 

0022 a third inorganic insulation layer on the first 
organic insulation layer, 

0023 a wiring layer extending on the third inorganic 
insulation layer, 
0024 a second organic insulation layer overlapping with 
the end of the wiring layer, the Second organic insulation 
layer having an inclination angle of 35 to 45 degrees, 

0025 a fourth inorganic insulation layer formed on the 
upper Surface and the Side Surface of the Second organic 
insulation layer, the fourth inorganic insulation layer having 
an opening over the wiring layer, 

0026 a cathode layer formed in contact with the wiring 
layer and having an end overlapping with the fourth inor 
ganic insulation layer, 

0027 an organic compound layer formed in contact with 
the cathode layer and the fourth inorganic insulation layer, 
the organic compound layer containing the light emitting 
material, and 

0028 an anode layer formed in contact with the organic 
compound layer containing the light emitting material, 

0029 wherein; 
0030) the third inorganic insulation layer and the fourth 
inorganic insulation layer comprise Silicon nitride or alumi 
num nitride. 

0031. A light emitting apparatus comprising a pixel Sec 
tion having a TFT having a Semiconductor layer, a gate 
insulation film and a gate electrode, and a light emitting 
element including an organic compound layer containing 
light emitting material between an anode layer and a cathode 
layer, and a driving circuit Section formed from a thin film 
transistor having a Semiconductor layer, a gate insulation 
film and a gate electrode, the driving circuit Section being 
formed in the peripheral region of the pixel Section, com 
prises; 

0032 a first inorganic insulation layer under the semi 
conductor layer, 

0033 a second inorganic insulation layer on the gate 
electrode, 

0034) a first organic insulation layer on the second inor 
ganic insulation layer, 

0035 a third inorganic insulation layer on the first 
organic insulation layer, 

0036) a wiring layer extending on the third inorganic 
insulation layer, 

0037 a second organic insulation layer overlapping with 
the end of the wiring layer, the Second organic insulation 
layer having an inclination angle of 35 to 45 degrees, 

0038 a fourth inorganic insulation layer formed on the 
upper Surface and the Side Surface of the Second organic 
insulation layer, the fourth inorganic insulation layer having 
an opening over the wiring layer, 
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0.039 a cathode layer formed in contact with the wiring 
layer, the cathode layer having an end overlapping with the 
fourth inorganic insulation layer, 
0040 an organic compound layer formed in contact with 
the cathode layer and the fourth inorganic insulation layer, 
the organic compound layer containing the light emitting 
material, and, 
0041 an anode layer formed in contact with the organic 
compound layer containing the light emitting material, 

0042 
0.043 the third inorganic insulation layer and the fourth 
inorganic insulation layer comprise Silicon nitride or alumi 
num nitride, 
0044 seal patterns are formed on the fourth inorganic 
insulation layer, and 
0.045 some or all of the seal patterns overlap with the 
driving circuit Section. 

wherein; 

0046) The cathode layer may have the fifth inorganic 
insulation layer thereon, which is formed of nitride of silicon 
or aluminum. 

0047 The third to the fifth inorganic insulation layers 
have the above mentioned etching characteristics, and 
hydrogen concentration and oxygen concentration in the 
above range. By reducing the density of N-H bond, Si-H 
bond and the Si-O bond, the construction according to the 
invention can improve thermal stability of a film and make 
a fine film. 

0.048. A light emitting apparatus comprising a pixel Sec 
tion having a TFT having a Semiconductor layer, a gate 
insulation film and a gate electrode, and a light emitting 
element including an organic compound layer containing 
light emitting material between an anode layer and a cathode 
layer, and a driving circuit section formed from a TFT 
having a Semiconductor layer, a gate insulation film and a 
gate electrode, the driving circuit Section being formed in the 
peripheral region of the pixel Section, wherein; 

0049 a barrier layer formed from an organic insulation 
layer on the pixel Section extends over the driving circuit 
Section, 

0050 an inorganic insulation layer comprising silicon 
nitride or aluminum nitride is formed on the upper Surface 
and the Side Surface of the barrier layer, 
0051) 
layer, 

0.052 Some or all of the seal patterns overlap with the 
driving circuit Section, and 

0.053 a connection between the anode layer and the 
wiring formed under the anode layer is provided inside of 
the Seal patterns. 

Seal patterns are formed on the inorganic insulation 

0054) A light emitting apparatus comprising a pixel Sec 
tion having a first TFT having a Semiconductor layer, a gate 
insulation film and a gate electrode, and a light emitting 
element including an organic compound layer containing 
light emitting material between an anode layer and a cathode 
layer, and a driving circuit Section formed from a Second 
TFT having a Semiconductor layer, a gate insulation film and 
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a gate electrode, the driving circuit Section being formed in 
the peripheral region of the pixel Section, wherein; 
0055 a barrier layer formed from an organic insulation 
layer on the pixel Section extends over the driving circuit 
Section, 
0056 an inorganic insulation layer comprising Silicon 
nitride or aluminum nitride is formed on the upper Surface 
and the Side Surface of the barrier layer, 
0057 seal patterns are formed on the inorganic insulation 
layer, 

0.058 the first TFT is formed inside of the seal patterns, 
0059) all or some of the second TFT overlap with the seal 
patterns, and, 
0060 a connection between the anode layer and the 
wiring formed under the anode layer is provided inside of 
the Seal patterns. 
0061 The inorganic insulation layer comprises silicon 
nitride manufactured by the RF Sputtering method, and has 
the above mentioned etching characteristics, and hydrogen 
concentration and oxygen concentration in the above range. 
0062) The another aspect of the invention provides a 
method to manufacture a light emitting apparatus, as 
described below. 

0063 A method for manufacturing a light emitting appa 
ratus comprising a pixel Section having a TFT having a 
Semiconductor layer, a gate insulation film and a gate 
electrode, and a light emitting element including an organic 
compound layer containing light emitting material between 
an anode layer and a cathode layer, and a driving circuit 
Section formed from a thin film transistor having a Semi 
conductor layer, a gate insulation film and a gate electrode, 
the driving circuit Section being formed in the peripheral 
region of the pixel Section, comprises Steps of; 
0064 forming a first inorganic insulation layer on a 
Substrate, 
0065 forming a semiconductor layer comprising crystal 
line Silicon on the first inorganic insulation layer, 
0066 forming a gate insulation film on the semiconduc 
tor layer and a gate electrode on the gate insulation film, 
0067 forming a second inorganic insulation layer on the 
gate electrode, 
0068 forming a first organic insulation layer on the 
Second inorganic insulation layer, 
0069 forming a third inorganic insulation layer on the 
Second organic insulation layer, 
0070 forming a wiring layer in contact with the third 
inorganic insulation layer, 
0071 forming a second organic insulation layer overlap 
ping with the end of the wiring layer, the Second organic 
insulation layer having an inclination angle of 35 to 45 
degrees, 

0072 forming a fourth inorganic insulation layer on the 
upper Surface and Side Surface of the Second organic insu 
lation layer, the fourth inorganic insulation layer having an 
opening over the wiring layer, 
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0.073 forming a cathode layer in contact with the wiring 
layer, the cathode layer having an end overlapping with the 
fourth insulation layer, 
0.074 forming an organic compound layer containing the 
light emitting material in contact with the cathode layer and 
the fourth inorganic insulation layer, and, 
0075 forming an anode layer in contact with the organic 
compound layer containing the light emitting material, 
wherein, 
0.076 the third inorganic insulation layer and the fourth 
inorganic insulation layer comprise Silicon nitride or alumi 
num nitride formed by RF sputtering method. 
0077. A method for manufacturing a light emitting appa 
ratus comprising a pixel Section having a TFT having a 
Semiconductor layer, a gate insulation film and a gate 
electrode, and a light emitting element including an organic 
compound layer containing light emitting material between 
an anode layer and a cathode layer, and a driving circuit 
Section formed from a TFT having a Semiconductor layer, a 
gate insulation film and a gate electrode, the driving circuit 
Section being formed in the peripheral region of the pixel 
Section, comprises Steps of; 
0078 forming a first inorganic insulation layer on a 
Substrate, 
0079 forming a semiconductor layer comprising crystal 
line Silicon on the first inorganic insulation layer, 
0080 forming a gate insulation film on the semiconduc 
tor layer and a gate electrode on the gate insulation film, 
0.081 forming a second inorganic insulation layer on the 
gate electrode, 
0082 forming a first organic insulation layer on the 
Second inorganic insulation layer, 
0.083 forming a third inorganic insulation layer on the 
Second organic insulation layer, 
0084 forming a wiring layer in contact with the third 
inorganic insulation layer, 
0085 forming a second organic insulation layer overlap 
ping with the end of the wiring layer, the Second organic 
insulation layer having an inclination angle of 35 to 45 
degrees, 

0.086 forming a fourth inorganic insulation layer on the 
upper Surface and Side Surface of the Second organic insu 
lation layer, the fourth inorganic insulation layer having an 
opening over the wiring layer, 

0.087 forming a cathode layer in contact with the wiring 
layer, the cathode layer having an end overlapping with the 
fourth insulation layer, 
0088 forming an organic compound layer containing the 
light emitting material formed in contact with the cathode 
layer and the fourth inorganic insulation layer, 
0089 forming an anode layer in contact with the organic 
compound layer containing the light emitting material, 

0090 forming seal patterns on the fourth insulation layer 
at a position in which Some or all of the Seal patterns overlap 
with the driving circuit Section, and, 
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0091 adhering a sealing plate in alignment with the seal 
patterns, 

0092 wherein, 
0093 the third inorganic insulation layer and the fourth 
inorganic insulation layer comprise Silicon nitride or alumi 
num nitride formed by RF sputtering method. 
0094. In the above construction according to the inven 
tion, the third and the fourth inorganic insulation layers 
comprise Silicon nitride by the RF Sputtering method using 
only nitrogen as Sputtering gas and having Silicon as a target. 
The third inorganic insulation layer is formed after forma 
tion of the first organic insulation layer, by heating and 
dehydrating under reduced pressure, while the reduced pres 
Sure is maintained. The fourth inorganic insulation layer is 
formed after formation of the Second organic insulation 
layer, by heating and dehydrating under reduced pressure, 
while the reduced preSSure is maintained. 
0095 The light emitting apparatus herein refers to the 
apparatus which uses electro-luminescence for emitting 
light, in general. The light emitting apparatus includes a TFT 
substrate in which circuitry is formed from TFT on a 
Substrate for light emission, an EL panel which incorporates 
the light emitting elements formed with electro-lumines 
cence material on a TFT Substrate, and an EL module which 
incorporates external circuitry into an EL panel. The light 
emitting apparatus according to the invention can be incor 
porated in a variety of electronics Such as a mobile tele 
phone, a personal computer and a television receiver. 

BRIEF DESCRIPTION OF THE DRAWING 

0096 FIG. 1 is a cross-sectional view which illustrates 
the construction of the light emitting apparatus according to 
the invention. 

0097 FIG. 2 is a top view which illustrates the construc 
tion of the pixel Section of the light emitting apparatus 
according to the invention. 

0.098 FIG. 3 is a cross-sectional view which illustrates 
the construction of the pixel Section of the light emitting 
apparatus according to the invention. 

0099 FIG. 4 is another cross-sectional view which illus 
trates the construction of the pixel Section of the light 
emitting apparatus according to the invention. 

0100 FIG. 5 is an outside view of a substrate comprising 
components of the light emitting apparatus according to the 
invention. 

0101 FIG. 6 is a view which illustrates a substrate 
constituting a light emitting apparatus formed on a mother 
glass, and its Separation. 

0102 FIGS. 7A to 7C show a construction of the input 
terminal in the light emitting apparatus according to the 
invention. 

0103 FIGS. 8A to 8D are cross-sectional views which 
illustrate manufacturing processes of the light emitting appa 
ratus according to the invention. 

0104 FIGS. 9A to 9C are cross-sectional views which 
illustrate manufacturing processes of the light emitting appa 
ratus according to the invention. 
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0105 FIGS. 10A to 10C are cross-sectional views which 
illustrate manufacturing processes of the light emitting appa 
ratus according to the invention. 
0106 FIGS. 11A and 11B are cross-sectional views 
which illustrate manufacturing processes of the light emit 
ting apparatus according to the invention. 
0107 FIG. 12 is a top view which illustrates manufac 
turing processes of the light emitting apparatus according to 
the invention. 

0108 FIG. 13 is a top view which illustrates manufac 
turing processes of the light emitting apparatus according to 
the invention. 

0109 FIG. 14 is a cross-sectional view which illustrates 
a construction of the light emitting apparatus according to 
the invention. 

0110 FIG. 15 is a top view which illustrates a construc 
tion of the pixel Section of the light emitting apparatus 
according to the invention. 
0111 FIG. 16 is a top view which illustrates a construc 
tion of the pixel Section of the light emitting apparatus 
according to the invention. 
0112 FIG. 17 is a circuit diagram equivalent to a pixel. 
0113 FIG. 18 shows an example of a process to manu 
facture semiconductor layers to be adopted in the TFT 
constituting the light emitting apparatus according to the 
invention. 

0114 FIG. 19 shows an example of a process to manu 
facture semiconductor layers to be adopted in the TFT 
constituting the light emitting apparatus according to the 
invention. 

0115 FIGS. 20A to 20O show an example of a process 
to manufacture Semiconductor layers to be adopted in the 
TFT constituting the light emitting apparatus according to 
the invention. 

0116 FIG. 21 shows an example of a process to manu 
facture semiconductor layers to be adopted in the TFT 
constituting the light emitting apparatus according to the 
invention. 

0117 FIGS. 22A to 22G are views which show applica 
tions of the invention. 

0118 FIGS. 23A and 23B show one construction of the 
EL module. 

0119 FIG. 24 is a graph which shows SIMS measure 
ment data (secondary ion mass spectrometry) of the Silicon 
nitride film. 

0120 FIG. 25 is a graph which shows FT-IR measure 
ment data of the silicon nitride film. 

0121 FIG. 26 is a graph which shows measurement of 
the transmittance of the silicon nitride film. 

0.122 FIG. 27 is a graph which shows the C-V charac 
teristics before and after the BT stress test of the MOS 
construction. 

0123 FIGS. 28A and 28B are graphs which show the 
C-V characteristics before and after the BT stress test of the 
MOS construction. 
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0124 FIGS. 29A and 29B are views which illustrate the 
MOS construction. 

0.125 FIG. 30 is a view which illustrates a sputtering 
apparatuS. 

0126 FIGS. 31A and 31B are cross-sectional views 
which illustrate the construction of the pixel section of the 
light emitting apparatus according to the invention. 
0127 FIGS. 32A and 32B are cross-sectional views 
which illustrate the construction of the pixel section of the 
light emitting apparatus according to the invention. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

0128. The embodiments of the invention will be 
described with reference to the accompanied drawings. 
Common components among Several drawings have same 
reference numerals. 

0.129 FIG. 1 shows a construction of a light emitting 
apparatus of an active matrix driving method according to 
the present invention. The TFTs are provided in a pixel 
section 302 and a driving circuit section 301 formed around 
the pixel Section 302. Either amorphous Silicon, polysilicon, 
or Single crystal Silicon is applicable for the Semiconductor 
layer which forms the channel forming region of the TFT. 
For Switching purpose, the TFT may be formed with organic 
Semiconductor. 

0.130. The substrate 101 comprises a glass Substrate or an 
organic resin Substrate. The organic resin has lighter weight 
than the glass, which is advantageous to reduce the weight 
of the light emitting apparatus as a whole. Organic resin Such 
as polyimide, polyethylene terephthalate (PET), polyethyl 
ene naphthalate (PEN), polyether sulfone (PES), and aramid 
is applicable to manufacture the light emitting apparatus. 
Borosilicate glass which is known as no-alkali glass con 
taining less amount of alkali metal element is preferred to be 
used as a glass Substrate. The thickness of the glass Substrate 
may be 0.5 to 1.1 mm, however, if it is necessary to reduce 
the weight of the apparatus, the thickness should be reduced. 
It is desirable to employ a glass material with Small specific 
density such as 2.37 g/cm to furthermore reduce the weight. 
0131. In the construction shown in FIG. 1, a n-channel 
type TFT 303 and a p-channel type TFT 304 are formed in 
the driving circuit section 301, and a first TFT 305 and a 
fourth TFT306 formed with n-channel type TFT are formed 
in the pixel section 302. The fourth TFT 306 connects to a 
cathode 126 of a light emitting element 309. 
0132) These TFT comprises semiconductor layers 103 to 
106, a gate insulation film 108, and gate electrodes 110 to 
113 on a first inorganic insulation layer 102 formed of 
Silicon nitride or Silicon oxynitride. A Second inorganic 
insulation layer 114 formed of silicon nitride or silicon 
Oxynitride containing hydrogen is formed on the gate elec 
trode. The Second inorganic insulation layer in combination 
with the first inorganic insulation layer 102 Serves as a 
protective film which prevents contamination of the Semi 
conductor layers caused by diffusion of impurities Such as 
moisture or metal into the Semiconductor layer. 
0133) A first organic insulation layer 115 of 0.5 to 1 um 
thickness formed of one of polyimid, polyamide, polyimi 
damide, acrylic, BCB (benzocyclobutene) is formed as a 
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planarizing layer on the Second inorganic insulation layer 
114. The first organic insulation layer 115 is formed by spin 
coating one of the above organic compounds, then applying 
calcination. The organic insulation material is hygroscopic 
and absorbs and occludes moisture. When the occluded 
moisture is released, oxygen is Supplied to the organic 
compounds included in the light emitting element formed 
over the organic insulation layer, which deteriorates the 
organic light emitting element. To prevent the occlusion and 
the release of moisture, a third inorganic insulation layer 116 
of 50 to 200 nm thickness is formed on the first organic 
insulation layer 115. The third inorganic insulation layer 116 
must be a fine film in order to adhere to the underlining layer 
more securely to provide barrier. The layer 116 is formed 
preferably by the Sputtering of an inorganic insulation mate 
rial Selected from Silicon nitride, Silicon oxynitride, alumi 
num oxynitride and aluminum nitride. Wirings 117 to 125 
are formed after the formation of the third inorganic insu 
lation layer 116. 
0134) The light emitting element 309 is formed on an 
anode layer 131, the cathode layer 126 comprising alkali 
metal or alkali earth metal, and an interposing organic 
compound layer 130 containing a light emitting material. 
The organic compound layer 130 containing the light emit 
ting material is formed by laminating one or more layers. 
Each layer is named according to its purpose and function; 
a positive hole injection layer, a positive hole transferring 
layer, a light emitting layer, an electrons transferring layer 
and an electrons injection layer. These layers can be formed 
of low molecular weight organic compounds, middle 
molecular weight organic compounds, high molecular 
weight organic compounds, or combination of two of the 
above compounds appropriately. Also, a mixed layer com 
prising mixture of the electron transferring material and the 
positive hole transferring material, or a mixed connection 
forming mixed region between the interface of them can be 
made. 

0135) This organic light emitting element 309 is formed 
on the third inorganic insulation layer 116. The light emit 
ting apparatus having a construction to emit light in the 
direction opposite to the substrate 101 causes the cathode 
layer 126 of the light emitting element 309 to contact to the 
wiring 123 formed on the third inorganic insulation layer 
116. The cathode layer 126 is formed of an alkali metal or 
an alkali earth metal having Smaller work function, Such as 
magnesium (Mg), lithium (Li) or calcium (Ca). Preferably, 
an electrode comprising MgAg (a mixture of Mg and Ag 
with ratio of 10:1) may be used. Other materials suitable to 
the elctrode include MgAgAl, LiAl and LiFAl. The combi 
nation of fluoride of an alkali metal an or alkali earth metal, 
and a low resistance metal Such as alminum can be used, as 
well. 

0.136 A Second organic insulation layer (partition layer) 
128 which separates each pixel is formed of one of poly 
imide, polyamide, polyimideamide, acrylic and benzocy 
clobutene (BCB). Thermosetting material or photo-curing 
material is applicable. The Second organic insulation layer 
(partition layer) 128 is formed by applying the one of the 
above organic insulation material with thickness of 0.5 to 2 
tim to cover all Surface. Then, an opening fitting to the 
cathode layer 126 is formed. At this time, the opening is 
formed so as to cover the end of the wiring 123 and the 
inclination angle on its side is 35 to 45 degrees. The Second 
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organic insulation layer (partition layer) 128 extends not 
only over the pixel section 302 but also over the driving 
circuit section 301 and covers the wiring 117 to 124, thus, it 
also serves as an interlayer insulation film between layers. 
0.137 The organic insulation material is hygroscopic and 
absorbs and occludes moisture. When the occluded moisture 
is released, the moisture is Supplied to the organic com 
pounds of the light emitting element 309, which deteriorates 
the organic light emitting element. To prevent the occlusion 
and the release of moisture, a fourth inorganic insulation 
layer 129 of 10 to 100 nm thickness is formed on the second 
organic insulation layer 128. The fourth inorganic insulation 
layer 129 is formed of an inorganic insulation material 
comprising nitrides. Particularly, it is formed with an inor 
ganic insulation material Selected from Silicon nitride, alu 
minum nitride and aluminum oxynitride. The fourth inor 
ganic insulation layer 129 is formed So as to cover the upper 
Surface and Side Surface of the Second organic insulation 
layer 128, and its end overlapping with the wiring 123 is 
tapered. 

0.138. The anode layer 131 is formed across a plurality of 
pixels as a common electrode, and connects to the wiring 
120 at a connection region 310 positioned outside of the 
pixel section 302 or between the pixel section 302 and the 
driving circuit Section 301, then leads to an external termi 
nal. ITO layer (indium oxide, tin) layer is formed as the 
anode layer 131. ITO may be added with zinc oxide or 
gallium for planarizing, or reducing the resistance. 

0.139. On the anode layer 131, a fifth inorganic insulation 
layer 132 may be formed of one of silicon nitride, diamond 
like-carbon (DLC), aluminum oxynitride, aluminum oxide 
or aluminum nitride. It is known that the DLC film has high 
gas barrier characteristic against oxygen, CO, CO and H2O. 
It is desirable to form the fifth inorganic insulation layer 132 
in Succession after the formation of the anodes 131 without 
exposing the Substrate to the atmosphere. A buffer layer 
made of silicon nitride may be provided under the fifth 
inorganic insulation layer 132 in order to improve adhesion. 
0140 Although not shown in the figure, a sixth inorganic 
insulation layer of 0.5 to 5 nm thickness which allows flow 
of a tunnel current may be formed between the cathode layer 
126 and the organic compound layer 130 containing light 
emitting material. The Sixth inorganic insulation layer has an 
effect to prevent short circuit caused by any irregularity on 
the Surface of the anode, and an effect to prevent alkali metal 
used for the cathode, or the like, from diffusing to the lower 
layer. 

0.141. The second organic insulation layer 128 formed 
over the pixel section 302 extends to the driving circuit 
section 301, and seal patterns 133 are formed on the fourth 
inorganic insulation layer 129 formed on the Second organic 
insulation layer 128. Some or all of the seal patterns 133 may 
overlap with the driving circuit section 301 and the wiring 
117 which connects the driving circuit section 301 and the 
input terminal, which reduces the area of the frame region 
(peripheral region of the pixel Section) of the light emitting 
apparatus. The light from the light emitting element 309 is 
emitted through this Sealing plate. 

0142. A sealing plate 134 is secured via the sealing 
patterns 133. An organic resin including polyimide, poly 
ethylene terephthalate (PET), polyethylene naphthalate 
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(PEN), polyethersulfone (PES) and aramid as well as a glass 
Substrate can be used for the Sealing plate 134. The Sealing 
plate made of an organic resin may be flexible and have 30 
to 120 um thickness. This prevents Scratch on the Surface of 
the Sealing plate. The Surface of the Sealing plate may be 
coated with an inorganic insulation material Such as DLC 
and Silicon nitride as a gas barrier layer. One exemplary 
material for the Seal patterns is epoxy adhesive. The side 
Surface of the Seal patterns may be coated with a film 
comprising inorganic insulation material, which prevents 
Vapor from penetrating from the Side Surface. 
0143. In FIG. 1, the first TFT 305 has a multi-gate 
construction, and provided with a light doped drain (LDD) 
to reduce the off current. A LDD Overlapping with the gate 
electrode is provided on the fourth TFT306. ATFT made of 
poly-crystalline Silicon is prone to deteriorate caused by a 
hot-carrier effect because it has a high operating rate. 
Therefore, as shown in FIG. 1, it is highly advantageous to 
form TFTs having different construction for different func 
tion in the pixel (Switching TFT with sufficiently low off 
current and current control TFT durable to hot carrier 
injection), in order to manufacture a display apparatus 
having high reliability and good displaying performance 
(high operating performance). 
0144. The top view of one pixel in the pixel section 
provided with the above TFT is shown in FIG. 2. In order 
to illustrate the arrangement of each TFT clearly, the patterns 
of the light emitting element 309, the second organic insu 
lation layer 128 and the fourth inorganic insulation layer 129 
are not shown in FIG. 2. One pixel contains the first TFT 
305, a second TFT 311, a third TFT312, the fourth TFT306 
and a capacity section 307. FIG. 17 schematically shows a 
circuit equivalent to the construction shown in FIG. 2. FIG. 
1 shows the cross section across the line A-A of FIG. 2. 
FIG. 3 shows the cross section across the line B-B', and 
FIG. 4 shows the cross section across the line C-C", of FIG. 
2. 

0145 One exemplary construction of the second organic 
insulation layer 128 and the fourth inorganic insulation layer 
129 in the pixel section is shown in FIG. 15, in which both 
of them cover the periphery of the cathode layer 126. In 
another exemplary construction shown in FIG. 16, the 
Second organic insulation later 128 may cover only two sides 
of the cathode layer 126, while the fourth inorganic insula 
tion layer 129 may cover all sides of the cathode layer 126. 
0146 Although not shown in FIG. 1, the driving circuit 
section 301 has different circuitry for the gate signal driving 
circuit and the data Signal driving circuit. The wiringS 118 
and 119 are connected to the n-channel type TFT 303 and the 
p-channel type TFT 304, respectively, and these TFTs, in 
turn, can be used to form a shift register, a latch circuit or a 
buffer circuit. 

0147 An input terminal 308 is formed from a wiring 
formed from the Same layer as the gate electrode, or a wiring 
formed on the third inorganic insulation layer 116. FIG. 1 
shows an example of the input terminal 308 formed from the 
Same layer as the gate electrode, that is, the input terminal 
308 is formed from conducting layers 109 and 127. The 
conducting layer 127 is formed of oxide conductive mate 
rial, at the time when the anode layer 131 is formed. In 
practice, the part exposed to the Surface is covered with the 
oxide conductive material to prevent the increase of Surface 
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resistance due to oxidation. FIG. 7 is a detailed illustration 
of the input terminal 308. FIG. 7A shows the top view, and 
FIGS. 7B and 7C show cross-sectional views across the line 
D-D' and E-E", respectively. The reference numerals in FIG. 
7 are in common with those in FIG. 1. 

0.148. As shown in FIG. 1, the first inorganic insulation 
layer 102 and the Second inorganic insulation layer 114 are 
formed so as to sandwich the semiconductor layers 105 and 
106. On the other hand, the organic light emitting element 
309 is surrounded by the third inorganic insulation layer 116, 
the fifth inorganic insulation layer 132 and the fourth inor 
ganic insulation layer 129. In other words, the Semiconduc 
tor layers of the TFT and light emitting elements are coated 
with the inorganic insulation layers, respectively. The inor 
ganic insulation layers are made from films of Silicon nitride 
or Silicon oxynitride, which forms a barrier against Vapor 
and ionic impurities. 
014.9 The possible source of an alkali metal such as 
Sodium which contaminates the first TFT305 and the fourth 
TFT 306 includes the substrate 101 and the organic light 
emitting element 309. In order to prevent the contamination 
from them, the first TFT 305 and the fourth TFT 306 are 
surrounded by the first inorganic insulation layer 102 and the 
Second inorganic insulation layer 114. AS the organic light 
emitting element 309 suffers the severest damage from 
oxygen and moisture, the third inorganic insulation layer 
116, the fourth inorganic insulation layer 129, and the fifth 
inorganic insulation layer 132 are formed with inorganic 
insulation materials to prevent the contamination by oxygen 
or moisture. Also, these inorganic insulation layer Serves to 
prevent the alkali metal element of the organic light emitting 
element 309 from diffusing to other sections. 
0150 FIG. 5 shows an outside view of a substrate 
comprising components of the light emitting apparatus illus 
trated in FIGS. 1 to 4. The substrate 101 comprises the pixel 
section 302, a gate signal driving circuits 301a and 302b, a 
data signal driving circuit 301c, the connection 310 to the 
anode layer, the input/output terminal 308 and wiring or a 
group of wirings 117. The seal patterns 133 are provided so 
that the part or all of the patterns 133 overlap with the gate 
signal driving circuits 301a and 301b, data signal driving 
circuit 301c and the wiring or the group of wirings 117 
which connects these driving circuit Sections to the input 
terminal, in order to reduce the area of the frame region 
(peripheral of the pixel Section) of the light emitting appa 
ratus. The anode layer formed of ITO may have high 
resistivity, therefore, although FIG. 5 shows only one con 
nection 310 to the anode layer, more than one connections 
310 may be provided on the other region around the pixel 
Section 302. 

0151. As shown in FIG. 6, a plurality of the substrates 
(101a to 110d) having above construction are provided on a 
mother glass 201, and Separated along cutting lines 202 after 
the formation of one of the fourth inorganic insulation layer, 
the cathode layer, the fifth inorganic insulation layer or the 
Sealing plate. The Substrates are separated with a diamond 
cutter or a laser cutter. In order to make the Separating 
process easier, the third to the fifth inorganic insulation 
layerS and the first and the Second organic insulation layers 
are preferably removed along the cutting lines 202. 
0152. As described, a TFT and alight emitting element 
are combined to form a pixel Section to complete a light 
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emitting apparatus. In the light emitting apparatus thus 
manufactured, driving circuits can be formed on the same 
substrate by using TFTs as the pixel section. As shown in 
FIG. 1, by surrounding the upper surface and the lower 
Surface of the Semiconductor film, the gate insulation film 
and the gate electrode, which are major components of a 
TFT, with blocking layers and the protective films compris 
ing Silicon nitride or Silicon oxynitride, this construction 
prevents these components from being contaminated by an 
alkali metal and an organic material. The organic light 
emitting element, in turn, contains the alkali metal in part, 
and Surrounded by a protective film comprising one of 
Silicon nitride, Silicon oxynitride, or DLC, and a gas barrier 
layer comprising an insulation film mainly consisting of 
Silicon nitride or carbon, So that this construction prevents 
the penetration of oxygen or moisture from the outside. 

0153. The film comprising silicon nitride used for the 
inorganic insulation layers in this embodiment (silicon 
nitride film) is a highly fine film formed by the RF sputter 
ing, according to the processing conditions shown in the 
table 1 (A typical example is illustrated). “RFSP-SiN” in the 
table indicates a silicon nitride film formed by the RF 
sputtering. “T/S” is the distance between the target and the 
Substrate. 

TABLE 1. 

RFSP-SiN processing condition 

representative 
processing condition example comments 

gas N or (noble gas)/N, Ar/N each purity is 4N 
Oi Oie. 

gas flow ratio N: 30-100%, Ar:N = noble gas may be 
noble gas: 0-70% 20:20 (sccm) introduced as gas 

for heating form 
the backside of a 
substrate 

pressure (Pa) 0.1-1.5 O.8 
flequency 13-40 13.56 
(MHz) 
power (W/cm) 5-20 16.5 
Substrate RT (Room 2OO 
temperature Temperature) 
( C.) -350 
target material carved out Si (1-10 S2cm) 
material of single crystalline 

Si ingot 
T/S (mm) 40-2OO 60 
back-pressure 1 x 10 or less 3 x 10 using turbo 
(Pa) (preferably molecular pump 

3 x 10 or less) or cryopump 

0154 Ar is introduced as Sputtering gas to be sprayed on 
the back Surface of the Substrate to heat the same. The 
Sprayed Ar is ultimately mixed with N for Sputtering. The 
values shown in the table 1 for forming a film are only 
exemplary values. AS long as the physical parameters of the 
resulting SiN film fall in the range of the physical parameters 
shown in the table 4 (shown later), these conditions can be 
modified appropriately by the operator. 
O155 Next, a schematic view of a sputtering apparatus 
used to form a silicon nitride film by the above RF sputtering 
will be shown in FIG. 30. In FIG. 30, 30 is a chamber wall, 
31 is a movable magnet for forming magnetic field, 32 is a 
Single crystal Silicon target, 33 is a protective shutter, 34 is 
a substrate to be processed, 36a and 36b are heaters, 37 is a 
substrate chuck device, 38 is an antitack plate and 39 is a 
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valve (conductance valve or main valve). The chamber wall 
30 is provided with gas intake tubes 40 and 41 which 
introduce N (or mixgas of N2 and inert gas), and inert gas, 
respectively. 

0156 Table 2 shows conditions to form a silicon nitride 
film formed by the conventional plasma CVD method, for 
reference. “PCVD-SiN' in the table refers to a silicon nitride 
film formed by the plasma CVD method. 

TABLE 2 

plasma CVD condition 

PCVD-SN 

gas SiH/NH/N/H, 
gas flow ratio (sccm) SH4:NH3N2H2 = 

30:240:3OO:60 
pressure (Pa) 159 
frequency (MHz) 13.56 
power (W/cm) O.35 
substrate temperature (C.) 325 

O157 Table 3 shows the the representative values of 
physical characteristics (physical parameters) of the Silicon 
nitride film formed under the conditions in the table 1, and 
that formed under the conditions in the table 2. The differ 
ences between “RFSP-SiN (No. 1)" and “RFSP-SiN (No. 
2)” are attributable to the difference between the film form 
ing apparatuses, and do not impair the function of a Silicon 
nitride film as a barrier film according to the invention. The 
internal StreSS may be compressive or tensile, and the sign of 
the numerical value changes accordingly, but the table 
shows only the absolute value. 

TABLE 3 

comparison between representative SiN physical parameters 

SN 
prepared by 
the condition 

SiN prepared by the referring to 
condition referring to the the preparing 
preparing condition in condition in 

Table. 1 Table. 2 

RFSP-SN RFSP-SN PCVD-SN 
parameter (No. 1) (No. 2) film comments 

specific inductive 7.02-930 e- -7 
capacity 
refractive index 1.91-213 e- 2.0-2.1 Wavelength 

of irradiated 
light is 632.8 

internal stress 4.17 x 10 e- 9.11 x 10 
(dyn/cm) 
etching rate O.77-1.31 1-8.6 -30 LAL500, 
(nm/min) 20° C. 
Si concentration 37.3 515 35.O RBS 
(atomic %) 
N concentration 55.9 48.5 45.O RBS 
(atomic %) 
H concentration 4 x 102 1 x 1022 SIMS 
(atoms/cm) 
O concentration 8 x 1020 3 x 101 SIMS 
(stoms/cm) 
C concentration 1 x 10 4 x 107 SIMS 
(atoms/cm) 
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0158 As shown in the table 3, the common characteris 
tics in the RFSP-SiN (No. 1) and the RFSP-SiN (No. 2) are 
lower etching rate (the etching rate of the etching with LAL 
500 at 20° C., ditto), and lower hydrogen concentration 
compared to that of the PCVD-SiN film. “LAL500” is the 
“LAL500 SA buffered hydrofluoric acid” which is solution 
of NHHF (7.13%) and NHF (15.4%), manufactured by 
Hashimoto Kasei Co., Ltd. The absolute value of the internal 
stress is lower than that of the silicon nitride film formed by 
the plasma CVD method. 

0159. Next, various physical parameters of the silicon 
nitride film formed by the inventors under the conditions in 
table 1 are Summarized in the table 4. 

TABLE 4 

SiN physical parameters used in the present invention 

parameter SiN film used in the present invention comments 

specific inductive 7.0-9.5 
capacity (preferably 7.3-7.7) 
refractive index 1.85-2.20 Wavelength 

of irradiated 
light is 632.8 

(preferably 1.90-2.15) 

internal stress 2 x 10' or less 
(dyn/cm) (preferably 5 x 10 or less) 
etch rate 9 or less LAL500, 
(nm/min) (preferably 0.5-3.5) 20° C. 
Si concentration 35-55 RBS 
(atomic %) (preferably 37-52) 
N concentration 45-60 RBS 
(atomic %) (preferably 48-56) 
H concentration 1 x 10' or less SIMS 
(atoms/cm) (preferably 5 x 10° or less) 
O concentration 5 x 10-5 x 102 SIMS 
(atoms/cm) (preferably 1 x 10'-1 x 10') 
C concentration 1 x 101-5 x 101 SIMS 
(atoms/cm) (preferably 1 x 10'-2 x 10') 

0160 The results of the SIMS (secondary ion mass 
spectrometry) and FT-IR, and the transmittance, of the above 
silicon nitride film, are shown in FIGS. 24, 25 and 26, 
respectively. FIG. 26 also shows the silicon nitride film 
formed under the conditions of the table 2. The transmission 
factor is almost comparable to that of the conventional 
PCVD-SN film. 

0.161 The silicon nitride film used as an inorganic insu 
lation layer according to the invention preferably Satisfies 
the parameters shown in the table 4. That is, the inorganic 
insulation layer preferably Satisfies one of the following 
conditions; (1) a silicon nitride film with etching rate of 9 
nm/min or less (preferably, 0.5 to 3.5 nm/min or less), (2) 
hydrogen concentration of 1x10' atoms/cm or less (pref 
erably 5x10' atoms/cm or less), (3) hydrogen concentra 
tion of 1x10° atoms/cm or less (preferably 5x10' atoms/ 
cm Qr less), and oxygen concentration of from 5x10' to 
5x10" atoms/cm (preferably 1x10' to 1x10° atoms/cm), 
(4) etching rate of 9 nm/min or less (preferably, 0.5 to 3.5 
nm/min or less), and hydrogen concentration of 1x10' 
atoms/cm or less (preferably 5x10' atoms/cm or less), and 
(5) etching rate of 9 nm/min or less (preferably, 0.5 to 3.5 
nm/min or less), hydrogen concentration of 1x10' atoms/ 
cm or less (preferably 5x10' atoms/cm or less), and 
oxygen concentration of from 5x10' to 5x10' atoms/cm 
(preferably 1x10' to 1x10° atoms/cm). 

Jul. 10, 2003 

(0162. The absolute value of the internal stress may be 
2x10 dyn/cm’ or less, preferably 5x10' dyn/cm’ or less, 
and more preferably 5x10 dyn/cm or less. The smaller 
internal StreSS can reduce the difference of the energy level 
between the films, as well as prevent the film from peeling 
by the internal StreSS. 
0163 The silicon nitride film formed under condition 
shown in the table 1 according to this embodiment has a 
distinct blocking effect against the elements belonging to 
Group 1 and Group 2 in the periodic table such as Na and 
Li, and can effectively SuppreSS the diffusion of these mobile 
ions. For example, a metal film made of aluminum with 0.2 
to 1.5 wt % (preferably, 0.5 to 1.0 wt %) lithium added is 
preferred for a cathode layer of this embodiment in terms of 
various physical characteristics including charge injection 
characteristic. However, when using this type of metal film, 
the lithium may diffuse and damage the performance of the 
transistor. To prevent this damage, the present embodiment 
completely protects the transistor with inorganic insulation 
layers, so that the lithium would not diffuse to the transistor. 
0164. This is shown in the data in FIGS. 27 to 29. FIG. 
27 is a diagram that shows the change in the C-V charac 
teristic before and after the BT stress test of the MOS 
structure which has a silicon nitride film (PCVD-SiN film) 
formed under conditions of the table 2 as a dielectric. The 
construction of the sample is shown in FIG. 29A, and the 
effect of the diffusion of the lithium can be determined by 
using Al-Li (lithium added aluminum) electrode as the 
Surface electrode. As shown in FIG. 27, the BT stress test 
reveals that the C-V characteristic is significantly shifted, 
which indicates that the lithium diffused from the Surface 
electrode has a Substantial effect. 

0165 FIGS. 28A and 28B show the C-V characteristic 
before and after the BT stress test of the MOS structure 
which has a silicon nitride film formed under conditions of 
the table 1 as a dielectrics. The difference in the tests of FIG. 
28A and FIG. 28B is that, an Al-Si (silicon added alumi 
num film) electrode is used as a surface electrode in FIG. 
28A, while an Al-Li (lithium added aluminum film) elec 
trode is used as a Surface electrode in FIG. 28B. The result 
of FIG. 28B is the result of the measurement of the MOS 
construction shown in FIG. 29B. In FIG.29B, the films are 
laminated with thermally-oxidized film in order to reduce 
the effect of difference in energy levels at the interface 
between the silicon nitride film and the silicon Substrate. 

0166 AS can be seen from the graphs in FIGS. 28A and 
28B, the C-V characteristics before and after the BT stress 
test have similar shift pattern, which indicates that there is 
no effect of lithium diffusion, that is, the silicon nitride film 
formed under the conditions of the table 1 effectively serves 
as a blocking film. 
0.167 As described, since the inorganic insulation layer 
used in this invention is extremely fine and has Such high 
blocking effect against mobile elements Such as Na and Li, 
it can Suppress diffusion of degassed components from the 
planarizing film as well as SuppreSS the diffusion of Li from 
the Al-Li electrode effectively. Taking advantage of these 
effects, a highly reliable display apparatus can be realized. 
The inventorS Suppose that the inorganic insulation layer can 
be made fine Since Silicon clusters cannot easily contaminate 
the film, as a thin silicon nitride film is formed on the Surface 
of the Single crystal Silicon target, then the Silicon nitride 
film thus manufactured is laminated on the Substrate. 
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0168 Also, as the silicon nitride film is formed by the 
Sputtering method at lower temperature i.e., from the ambi 
ent temperature to about 200 C., the silicon nitride film 
which is used as a barrier film according to the invention can 
be formed on the resin films, which is another advantage 
over plasma CVD method. The above silicon nitride film can 
be used as a part of a gate insulation film when forming it 
by laminating. 

0169 Embodiment 
0170 Embodiment 1 
0171 Next, the process of manufacturing the light emit 
ting apparatus shown in FIG. 1 is described in detail with 
reference to the figures. 
0172. In FIG. 8A, the substrate 101 maybe one of a glass 
Substrate, a quartz Substrate or a ceramic Substrate. The 
Substrate 101 may comprise a Silicon Substrate, a metal 
Substrate or a Stainless Substrate with an insulation film 
formed thereon. A plastic Substrate having heat resistance 
bearable to the processing temperature of the embodiment 
may be used. 
0173 A first inorganic insulation layer 102 consisting of 
a insulation film Such as a Silicon oxide film, a Silicon nitride 
film or a silicon oxynitride film (SiON) is formed on the 
Substrate 101. A typical example has two-layer construction, 
in which the first silicon oxynitride film of 50 nm thickness 
is formed using SiH, NH and N2O as a reaction gas, and 
the second silicon oxynitride film of 100 nm thickness is 
formed on the first film, using SiH and NO as a reaction 
gaS. 

0.174. The semiconductor layer can be obtained by crys 
tallizing the amorphous Semiconductor film formed on the 
first inorganic insulation layer 102. The amorphous Semi 
conductor film is formed with thickness of 30 to 60 nm, and 
crystallized by heating, or irradiating laser beams. There is 
no restriction on the material of the amorphous Semicon 
ductor film, however, Silicon or Silicon germanium (Si 
xGe; 0<x<1. Representative value for X is 0.001 to 0.05) 
alloy may be preferably used. 
0.175. In a representative example, the amorphous silicon 
film of 54 nm thickness is formed by the plasma CVD 
method using SiH gas. In crystallization, a pulse oscillating 
or a continuous oscillating excimer laser, or a YAG laser, a 
YVO laser or a YLF laser which are doped with one of Cr, 
Nd, Er, Ho, Ce, Co, Ti or Tm can be used. When using one 
of a YAG laser, a YVO laser or a YLF laser, the second 
harmonic to the fourth harmonic can be used. When using 
one of these lasers, the laser beam irradiated from the laser 
oscillator can be linearly collected by an optical System to 
irradiate on the semiconductor film. The condition of the 
crystallization can be Selected by the operator appropriately. 
0176 For crystallization, certain metal element such as 
nickel which can Serve as a catalyst for the crystallization of 
the Semiconductor can be added. An exemplary process of 
crystallization is, holding a Solution containing nickel on the 
amorphous silicon film, dehydrogenating (500° C. for one 
hour), crystallizing by furnace annealing at 550° C. for four 
hours or gas heating rapid annealing at 740 C. for 180 
Seconds, then irradiating the Second harmonic of a continu 
ous oscillating laser Selected from an excimer laser, a YAG 
laser, a YVO laser, or a YLF laser, in order to improve the 
crystallization. 
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0177. The resulting crystalline semiconductor film is 
etched in a desired form by photolithography using a photo 
mask (1) to form semiconductor layers 103 to 107 separated 
like islands. FIG. 12 shows a top view of the pixel formation 
Section on this point. 
0.178 Also, after crystallization of the amorphous semi 
conductor film, the film can be doped with p-type impurity 
element in order to control threshold of the TFT. P-type 
impurity elements include the elements belonging to the 
Group 13 in the periodic table, Such as boron (B), aluminum 
(Al) and garium (Ga). 
0179 Next, as shown in FIG. 8B, the gate insulation film 
108 covering the semiconductor layers 103 to 107 separated 
like islands is formed. The gate insulation film 108 of 40 to 
150 nm thickness is formed from insulation film containing 
Silicon by the plasma CVD method or the Sputtering using 
inorganic insulation materials Such as Silicon oxide or sili 
con oxynitride. This gate insulation layer can use insulation 
film containing Silicon as a single layer construction or a 
laminated construction. 

0180 A first conductive film 10 of 30 nm thickness 
comprising tantalum nitride (TaN), and a second conductive 
film 11 of 400 nm thickness comprising tungsten (W) are 
laminated on the gate insulation film 108 in order to form a 
gate electrode. Other conductive material for gate electrode 
may be selected from Ta, W, Ti, Mo, Al, Cu, or an alloy or 
a chemical compound having one of above elements as a 
main component. Also, a Semiconductor film including a 
poly-crystalline silicon film doped with an impurity element 
Such as phosphorous may be used. Furthermore, a combi 
nation of the first conductive film of a tantalum film (Ta) and 
the second conductive film of a W film, a combination of the 
first conductive film of a tantalum nitride (TaN) film and the 
Second conductive film of a Al film, or a combination of the 
first conductive film of a tantalum nitride (TaN) film, and the 
Second conductive film of Ti film may be also accepted. 
0181. Next, as shown in FIG. 8C, a mask 12 by which 
gate electrode patterns are formed by photolithography is 
formed by using a photo mask (2). After that, the first 
etching is performed with dry-etching, for example, ICP 
(Inductively Coupled Plasma) etching. There is no restric 
tion on the etching gas, however, CF, Cl2 and O2 are used 
for etching of W and TaN. In the first etching, predetermined 
biasing Voltage is applied to the Substrate to make inclina 
tion angle of 15 to 50 degrees on the side surface of the 
formed electrode patterns 13 to 17. The first etching reduces 
the thickness of the exposed region of Surface of the insu 
lation film by 10 to 30 nm. 
0182 Next, anisotropic etching is performed on the W 
film using SF, Cl- and O2 as etching gases, and applying 
predetermined biasing Voltage to the Substrate, changing the 
first etching condition to the Second etching condition. The 
gate electrodes 110 to 113 and the wiring 109 of an input 
terminal are thus formed. After that, the mask 12 is removed. 
The second etching further reduces the thickness of the 
exposed region in the Surface of the insulation layer by about 
10 to 30 nm. FIG. 13 shows a top view of the pixel 
formation Section at this point. 
0183. After formation of the gate electrode, a first doping 
is performed as shown in FIG. 9A to form first n-type 
impurity regions in 18 to 22 on the Semiconductor layer. 
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These first n-type impurity regions are formed in a Self 
aligned manner using the gate electrode as a mask. The 
doping condition can be set appropriately, using 5% PH 
diluted with hydrogen, and injecting 6x10"/cm dose at 50 
kV. 

0184) Next, as shown in FIG. 9B, a mask 23 is formed 
by using a photo-mask (3) and a second doping is performed 
by photolithography. The second doping uses 5% PH 
diluted with hydrogen, and injects 3x10"/cm dose at 65 kV 
to form Second n-type impurity regions 24, 25 and 27 and 
third n-type impurity regions 26 and 28. The Second n-type 
impurity region 24 and the third n-type impurity region 26 
formed in the semiconductor layer 103 are formed in a 
Self-aligned manner using the gate electrode as a mask. The 
Second n-type impurity region 27 and the third n-type 
impurity region 28 formed in the semiconductor layer 106 
are formed in a Self-aligned manner using the gate electrode 
as a mask. In the Semiconductor layer 105, the Second n-type 
impurity region 25 is formed by the mask 23. 
0185. As shown in FIG. 9C, a mask 29 is formed by 
using a photo-mask (4), and a third doping is performed by 
photolithography. The third doping uses 5% BHe diluted 
with hydrogen, and injecting 2x10'/cm' dose at 80 kV to 
form a p-type impurity region 30 in the Semiconductor layer 
104. 

0186. As the result of the above processes, the impurity 
regions having either n-type conductivity or p-type conduc 
tivity are formed on each Semiconductor layer, respectively. 
As shown in FIG. 10A, in the semiconductor layer 103, the 
Second n-type impurity region 24 acts as a Source or drain 
region, and the third n-type impurity region 26 acts as a LDD 
region. In the Semiconductor layer 104, the p-type impurity 
region 30 acts as a Source or drain region. In the Semicon 
ductor layer 105, the second n-type impurity region 25 acts 
as a Source or drain region, and the first n-type impurity 
region 20 acts as a LDD region. In the Semiconductor layer 
106, the Second n-type impurity region 27 acts as a Source 
or drain-region, and the third n-type impurity region 28 acts 
as a LDD region. 
0187 Next, the second inorganic insulation layer 114 
covering almost all the Surface is formed. The Second 
inorganic insulation layer 114 of 100 to 200 nm thickness is 
formed using the plasma CVD or the Sputtering, with an 
inorganic insulation material containing Silicon and hydro 
gen. The preferred example is an Silicon oxynitride film of 
150 nm thickness formed by the plasma CVD. 
0188 After formation of the second inorganic insulation 
layer 114, each impurity element added to each Semicon 
ductor layer is activated. Activation is performed by heating 
in a furnace anneal or a clean oven. The temperature is 400 
to 700 C., typically, 410 to 500 C. of nitrogen atmosphere. 
The impurity regions may be activated by laser anneal, or 
rapid thermal anneal (RTA), as well. 
0189 Next, as shown in FIG. 10B, the first organic 
insulation layer 115 of 0.5 to 1 um is formed on the second 
inorganic insulation layer 114. Thermosetting acrylic mate 
rial can be used as the organic insulation layer, which is 
spin-coated, then calcined at 250 C. to form planarized film. 
On this film, the third inorganic insulation layer 116 of 50 to 
100 nm thickness is formed. 

0190. When forming the third inorganic insulation layer 
116, the Substrate having the Second inorganic insulation 
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layer 114 formed thereon is heated at 80 to 200 C. under 
reduced pressure for dehydration. An exemplary material 
suitable for the third inorganic insulation layer 116 is silicon 
nitride formed by Sputtering using Silicon as a target. 
0191 Conditions for forming a film can be selected 
appropriately. Preferably, nitrogen (N) or mix of nitrogen 
and argon is applied as Sputtering gas by RF power for 
Sputtering. The Substrate may be processed in atmosphere 
temperature, without heating. An exemplary process shows 
infrared absorption Spectrum of the Silicon nitride film 
(#001) formed by applying RF power (13.56 MHz) using 
Silicon as a target, and using only nitrogen gas for Sputtering. 
The film is formed by using silicon target boron added by 1 
to 2S2sq., applying 0.4 Pa, 800 W RF power (13.56 MHz) 
and applying only nitrogen gas. The target has a diameter of 
152.4 mm. The resultant silicon nitride film has oxygen 
content of 20 atomic % or less, preferably 10 atomic % or 
less. By reducing oxygen concentration, the film can be 
more fine and can improve transmittance of light in short 
wavelength range. 

0.192 Next, as shown in FIG. 10C, a mask pattern is 
formed from photo-mask (5) by photolithography. A contact 
hole 30 and an opening 31 of the input terminal are formed 
by using a photo-mask (5), forming mask patterns by 
photolithography, and dry-etching. The conditions of the 
dry-etching are as follows, etching the third inorganic insu 
lation layer 116 and the Second inorganic insulation layer 
114 using CF, O and He, then, etching the Second inor 
ganic insulation layer is performed and the gate insulation 
layer using CHF. 
0193 After that, as shown in FIG. 11A, wirings and pixel 
electrodes are formed using Al, Ti, Mo or W. A photo-mask 
(6) is used for forming wirings. For example, a laminated 
film of a Ti film of 50 to 250 nm thickness and an alloy film 
comprising Al and Ti of 300 to 500 nm thickness may be 
used. The wirings 117 to 125 are thus formed. 
0194 Next, as shown in FIG. 11B, the second organic 
insulation layer 128 is formed. This layer is formed with an 
acrylic material Similar to the first organic insulation layer 
115. Then, openings are formed on the wiring 123, the 
connection of the anode layer 310, and the input terminal by 
using a photo-mask (7). The Second organic insulation layer 
128 is formed so as to cover the end of the wiring 123, and 
its Side Surface has an inclination angle of 45 degree. 
0.195 The organic insulation material is hygroscopic and 
occludes moisture. In order to prevent the occlusion and 
release of moisture, a fourth inorganic insulation layer 129 
of 10 to 100 nm thickness is formed on the second organic 
insulation layer 128. The fourth inorganic insulation layer 
129 is formed of inorganic insulation material consisting of 
a nitride. The fourth inorganic insulation layer 129 is formed 
from a Silicon nitride film manufactured by the Sputtering. 
The applicable film is similar to that for the third inorganic 
insulation layer 116. The fourth inorganic insulation layer 
129 is formed into predetermined patterns by using a photo 
mask (8), and covers the upper Surface and the side Surface 
of the Second organic insulation layer 128, with a tapered 
end overlapping with the wiring 123. Thus, the fourth 
inorganic insulation layer 129 is formed at the input terminal 
So as to cover the Side Surface of the opening formed in the 
Second organic insulation layer 128, So that it prevents 
moisture from penetrating from this region. 
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0196) Next, the cathode layer 126 is formed by using 
calcium fluoride or cesium fluoride as a material and depos 
iting it by vacuum deposition. Then, the organic compound 
layer 130 containing light emitting material is formed. The 
anode layer 131 is formed on the organic compound layer 
containing light emitting material, by the Sputtering or 
resistance heating deposition. ITO can be used as the anode 
layer 131. Patterns on these layers are formed by using a 
metal-mask (also called a shadow-mask). The anode layer 
131 is the electrode to which common potential is applied, 
and extended to the connection 310 to contact to the wiring 
120. Also, ITO film 127 is formed on the wiring at the input 
terminal. 

0197) Noble gas (typically argon) is used in sputtering 
method. Ions of Sputtering gas are not only accelerated by 
sheath electric field and clash with a target, but also are 
accelerated by weak sheath electric field and implanted into 
the organic compound layer 130 containing a light emitting 
material under the anode. The noble gas prevents molecules 
or atoms from displacing by positioning between lattices of 
the organic compound layers and improves Stability of the 
organic compounds. Further, the fifth inorganic insulation 
layer 132 formed on the anode 131 is formed of silicon 
nitride or DLC film. The ions of noble gas (typically argon) 
are accelerated by weak sheath electric field on the Side of 
Substrate and implanted into the organic compound layer 
131 under the anode 131 passing through the anode. Then, 
an effect of improving Stability of the organic compound can 
be obtained. 

0198 Then, seal patterns are formed, a sealing plate is 
adhered to manufacture a light emitting apparatus shown in 
FIG. 1. According to the above processes, a light emitting 
apparatus can be completed with eight photo-maskS. 

0199 Embodiment 2 
0200 Next, a light emitting apparatus having different 
structure than that of the embodiment 1 will be described 
with reference to FIG. 14. The processes from the beginning 
to the formation of the third inorganic insulation layer 116 
are same as those in the embodiment 1. Then, a contact hall 
and wirings 117 to 125 are formed. 
0201 Next, a third organic insulation layer 180 of about 
1 um thickneSS is formed of materials Such as acrylic or 
polyimide. On this third organic insulation layer 180, a 
seventh inorganic insulation layer 181 is formed with silicon 
nitride for the same reason as the embodiment 1. 

0202) A contact hall connecting to the wiring 123 and a 
cathode layer 126 are formed. A fourth organic insulation 
layer 182 is formed at the end of the cathode layer 126 and 
the recess of the contact hall. The Surface of the fourth 
organic insulation layer 182 is covered with an eighth 
inorganic insulation layer 183. After that, an organic com 
pound layer 130 containing light emitting material, an anode 
layer 131, Seal patterns 133 are formed, and a Sealing plate 
is adhered to complete the light emitting apparatus. 
0203 Embodiment 3 
0204. This embodiment has a different construction than 
that of the embodiment 1 for the pixel section, as illustrated 
in FIGS. 31 and 32. In this embodiment, the processes from 
the beginning to the formation of the third inorganic insu 
lation layer 116 and wiring 123 on the third inorganic 
insulation layer 116 are same as FIG. 1. 
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0205 As shown in FIG.31A, a second organic insulation 
layer 180 covering the end of the wiring 123 is formed of a 
photosensitive, negative-type acrylic resin. Thus, the end 
where the second organic insulation layer 180 contacts with 
the wiring 123 has a inclined Surface having a curvature as 
shown in the figure, the shape of which can be expressed by 
at least two curvatures R1 and R2. The center of the R1 is 
located above the wiring, while that of the R2 is located 
below the wiring. This shape may vary Slightly depending 
on the exposure, but the thickness of the film is 1.5 um and 
the value for R1 and R2 is 0.2 to 2 um. The inclined surface 
has continuously varying curvatures. 
0206. Then, along the inclined surface having these 
Smooth curvatures, a fourth inorganic insulation layer 129, 
a cathode layer 126, an organic compound layer 130, an 
anode layer 131 and a fifth inorganic insulation layer 132 are 
formed as shown in FIG. 31B. The shape of the section of 
this second organic insulation layer 180 has an effect of 
mitigating stress (especially, a region where the wiring 123, 
the fourth inorganic insulation layer 129 and the cathode 
layer 126 overlap), which makes it possible to prevent the 
light emitting element from deteriorating from this end 
Section. That is, this construction can prevent the progres 
sive deterioration which begins from the peripheral of the 
pixel then expands to other region. In other words, a region 
not emitting light cannot expand. 
0207 FIG. 32A shows an example wherein the second 
organic insulation layer 181 is formed with a photosensitive 
positive-type acrylic resin instead of the photoSensitive 
negative-type acrylic resin. In this case, the shape of the 
Section at the end is different. The curvature radius R3 is 0.2 
to 2, with its center located below the wiring 123. After 
formation of the Second organic insulation layer 181, a 
fourth inorganic insulation layer 129, a cathode layer 126, an 
organic compound layer 130, an anode layer 131 and fifth 
inorganic insulation layer 132 are formed along the inclined 
surface having curvatures as shown in FIG. 32B. The 
similar effect can be obtained by this construction. 
0208. This embodiment can be implemented in combi 
nation with the embodiments 1 and 2. 

0209 Embodiment 4 
0210 For the embodiments 1 to 3, there is no restriction 
on the construction of the organic compound layer in the 
light emitting element 309, So that, any known construction 
is applicable. The organic compound layer 130 has a light 
emitting layer, a positive holes injecting layer, an electrons 
injecting layer, a positive holes transferring layer and an 
electrons transferring layer, and may have a construction 
wherein these layers are laminated, or a construction 
wherein a part or all of the materials forming these layers are 
mixed. Particularly, the light emitting layer, the positive 
holes injecting layer, the electrons injecting layer, the posi 
tive holes transferring layer and the electrons transferring 
layer are included. An basic EL element has a construction 
wherein an anode, a light emitting layer, a cathode are 
laminated in this order. Other possible construction includes 
a construction wherein the layers are laminated in an order 
of an anode, a positive holes injection layer, a light emitting 
layer and a cathode, or an order of an anode, a positive holes 
injecting layer, a light emitting layer, an electrons transfer 
ring layer and a cathode form the top. 
0211 Typically, the light emitting layer is formed using 
organic compound. However, it may be formed with charge 
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injection transferring material including organic compound 
or inorganic compound and a light emitting material, it may 
contain one or more layerS made of organic compound 
Selected from low molecular organic compounds, middle 
molecular organic compounds, and polymer organic com 
pounds, and the light emitting layer may be combined with 
inorganic compound of an electrons injection transferring 
type or a positive holes injection transferring type. The 
middle molecular organic compounds refer to organic com 
pounds which are not Sublimatic and have molecular num 
bers of 20 or less, or length of catenated molecules does not 
exceed 10 um. 

0212. The applicable light emitting materials include 
metal complex Such as tris-8-quinolinolatoaluminum com 
plex or bis (benzoquinolinolato) beryllium complex as low 
molecular organic compounds, phenylanthracene derivative, 
tetraaryldiamine derivative and distyrylbenzen derivative. 
Using one of the above material as a host Substance, 
coumarin derivative, DCM, quinacridone and rubrene may 
be applied. Other known materials may be applicable as 
well. Polymer organic compounds include polyparaphenyle 
nevinylenes, polyparaphenylens, polythiophenes and poly 
fluorenes, including, poly (p-phenylene vinylene): (PPV), 
poly (2,5-dialkoxy-1,4-phenylene vinylene):(RO-PPV), 
poly 2-2'-ethylhexoxy-5-methoxy-1,4-phenylenevi 
nylene): (MEH-PPV), poly 2-(dialkoxyphenyl)-1,4,-phe 
nylene vinylene:(ROPh-PPV), poly (p-phenylene):(PPP), 
poly(2,5-dialkoxy-1,4-phenylene):(RO-PPP), poly (2,5-di 
hexoxy-1,4-phenylene), polythiophene:(PT), poly (3-alky 
lthiophene): (PAT), poly(3-hexylthiophene): (PHT), poly(3- 
cyclohexylthiophene):(PCHT), poly(3-cyclohexyl-4- 
methylthiophene):(PCHMT), poly(3,4- 
dicyclohexylthiophene):(PDCHT), poly(3-(4-octylphenyl)- 
thiophene: (POPT), poly(3-(4-octylphenyl)-2,2- 
bithiophene)):(PTOPT), polyfluorene:(PF), poly (9.9- 
dialkylfluorene):(PDAF), poly (9.9- 
dioctylfluorene):(PDOF). 

0213 Inorganic compounds, Such as diamond-like car 
bon (DLC), Si, Ge and oxides and nitrides thereof, may be 
used for the charge injection transferring layer. The above 
materials may furthermore be added with P. B or N appro 
priately. Also, the charge injection transferring layer may be 
oxides, nitrides or fluorides of alkali metals or alkali earth 
metals, or compounds or alloys of the alkali metals or alkali 
earth metals with at least Zn, Sn, V, Ru, Sm and In. 

0214. The listed materials are only examples. By using 
these materials, functional layerS Such as a positive holes 
injection transferring layer, a positive holes transferring 
layer, an electrons injection transferring layer, an electrons 
transferring layer, a light emitting layer, an electron block 
layer and a positive holes block layer can be manufactured 
and laminated appropriately to form a light emitting ele 
ment. Also, a mixed layer or a mixed connection which 
combines these layerS may be formed, as well. The elec 
troluminescence has two types of light, i.e. a light which is 
emitted when the State moves back from Singlet eXcited State 
to the ground State (fluorescence), and a light which is 
emitted when the State moves back from triplet eXcited State 
to the ground State (phosphorescence). The electrolumines 
cence element according to the invention can use either or 
both of these lights. 
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0215. This embodiment can be implemented in combi 
nation with embodiments 1 to 3. 

0216) Embodiment 5 
0217. The cathode layer 126 and the anode layer 131 of 
the light emitting element 309 in the embodiment 1 can be 
reversed. In this case, the layers are laminated in the order 
of the wiring 123, the anode layer 126, the organic com 
pound layer 130 and the cathode layer 131. Metal nitride 
(titanium nitride, for example) with a work function of 4 eV 
or more, as well as ITO may be used for the anode layer 126. 
The cathode layer 131 is formed from the lithium fluoride 
layer of 0.5 to 5 nm thickness and aluminum layer of 10 to 
30 nm thickness. The aluminum layer is formed as a 
translucent thin layer so that the light emitted from the 
organic compound layer 130 is irradiated through the cath 
ode layer 131. 
0218. This embodiment can be implemented in combi 
nation with the embodiments 1 to 4. 

0219 Embodiment 6 
0220. An embodiment of manufacturing process of the 
semiconductor layer to be applied to the TFT in the embodi 
ment 1 or 2 will be described with reference to FIG. 18. In 
this embodiment, continuous oscillating laser beams Scan 
the amorphous Silicon film formed on the insulation Surface 
to crystallize the Same. 
0221) A barrier layer 402 comprising a silicon oxynitride 
film of 100 nm thickness is formed on a glass substrate 401, 
as shown in FIG. 18A.. On the barrier layer 402, an 
amorphous silicon film 403 of 54 nm thickness is formed by 
the plasma CVD method. 
0222. The laser beams are continuous beams irradiated 
with continuous oscillation from a Nd:YVO laser oscillator, 
and the second harmonic (532 nm) obtained by a wavelength 
conversion element is irradiated. The continuous oscillating 
laser beams are collected in an oblong Shape by an optical 
System, and by moving relative positions of the Substrate 
401 the point from which the laser irradiate the beam 405, 
the amorphous silicon film 403 is crystallized to form a 
crystalline silicon film 404. F20 cylindrical lens can be 
adopted as the optical System, which transforms the laser 
beam with a diameter of 2.5 mm into an oblong shape with 
long axis of 2.5 mm and short axis of 20 um on the irradiated 
Surface. 

0223) Of course, other laser oscillator may equally be 
applicable. As a continuous Solid-state laser oscillator, a 
laser oscillator using a crystal such as YAG, YVO, YLF or 
YAIO, doped with Cr, Nd, Er, Ho, Ce, Co, Ti or Tm may 
be applicable. 
0224. When using the second harmonic (532 nm) of the 
Nd:YVO laser oscillator, the laser beam of the wavelength 
is transmitted through the glass substrate 401 and the barrier 
layer 402. Therefore, the laser beam 406 may be irradiated 
from the glass substrate 401 side, as shown in FIG. 18B. 
0225 Crystallization proceeds from the area on which the 
laser beam 405 is irradiated, to form a crystalline silicon film 
404. The laser beam may be scanned in either one direction 
or backwards and forwards. When Scanning back wards and 
forwards, the laser energy density may be changed for each 
Scanning to make gradual crystallization. The Scanning may 
have dehydrogenation effect as well, which is often neces 
Sary when an amorphous Silicon film is to be crystallized. In 
that case, the first Scanning may be performed at lower 
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energy density, then, after dehydrogenation, the Second 
Scanning may be performed at higher energy density to 
complete the crystallization. Such proceSS can also provide 
a crystalline Semiconductor film in which crystal grains 
extend in the direction of laser beam Scanning. After these 
processes, Semiconductor layers are Separated like islands, 
which can be applied to the embodiment 1. 

0226. The construction shown in this embodiment is only 
exemplary. Other laser oscillator, other optical System and 
combination thereof may be applicable as long as Similar 
effect can be obtained. 

0227 Embodiment 7 
0228. An embodiment of manufacturing process of the 
semiconductor layer to be applied to the TFT in the embodi 
ment 1 or 2 will be described with reference to FIG. 19. In 
this embodiment, an amorphous Silicon film formed on the 
insulation Surface is crystallized in advance, then, expanding 
the size of the crystal grains by continuous oscillating laser 
beams. 

0229. As shown in FIG. 19A, a blocking layer 502 and 
an amorphous silicon film 503 are formed on a glass 
Substrate 501 as is in the embodiment 1. Nickel acetate 5 
ppm Solution is spin-coated to form a catalyst element 
containing layer 504 in order to add Nias a metal element 
to lower the crystallization temperature and promote the 
crystallization. 

0230. The amorphous silicon film is crystallized by heat 
ing at 580° C. for four hours, as shown in FIG. 19B. Silicide 
is formed and diffused in the amorphous silicon film by the 
action of Ni, and the crystal grows Simultaneously. The 
resultant crystalline silicon film 506 consists of bar-shaped 
or needle-shaped crystals, each of which grows in Specific 
direction when seen from a macroscopic viewpoint, thus the 
crystalline directions are uniform. 

0231. As shown in FIG. 19C, scanning by continuous 
oscillating laser beam 508 is performed to improve the 
quality of the crystallization of the crystalline Silicon film 
506. By irradiating the laser beam, the crystalline silicon 
film melts and re-crystallize. In this re-crystallization, the 
crystal grains extend in the Scanning direction of the laser 
beam. It is possible to Suppress deposition of crystalline 
grains with different crystalline grains and formation of 
dislocations. After these processes, Semiconductor layers are 
Separated like islands, which can be applied to the embodi 
ment 1. 

0232) Embodiment 8 
0233. An embodiment of manufacturing process of the 
semiconductor layer which can be applied to the TFT in the 
embodiment 1 or 2 will be described with reference to FIG. 
2O. 

0234. As shown in FIG. 20A, a blocking layer 512 and 
an amorphous Silicon film 513 are formed on a glass 
substrate 511 as is in the embodiment 3. On the amorphous 
silicon film, a silicon oxide film of 100 nm thickness is 
formed as a mask insulation film 514 by plasma CVD, and 
an opening 515 is provided. The nickel acetate 5 ppm 
Solution is spin-coated in order to add Ni as a catalyst 
element. Ni Solution contacts with the amorphous Silicon 
film at the opening 515. 
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0235) Next, as shown in FIG.20B, the amorphous silicon 
film is crystallized by heating at 580 C. for four hours. By 
the action of the catalyst element, the crystal grows from the 
opening 515 in a direction parallel to the surface of the 
substrate. The resultant crystalline silicon film 517 consists 
of bar-shaped or needle-shaped crystals, each of which 
grows in Specific direction when seen from a macroscopic 
Viewpoint, thus the crystalline derections are uniform. Also, 
it is oriented in a Specific direction. 
0236. After heating, the mask insulation film 514 is 
removed by etching to obtain a crystalline silicon film 517 
as shown in FIG.20C. After these processes, semiconductor 
layers are separated like islands, which can be applied to the 
embodiment 1. 

0237 Embodiment 9 
0238. In the embodiment 7 or 8, after the formation of the 
crystalline silicon film 507 or 517, a process can be added 
to remove the catalyst element remaining in the film with 
concentration of 10' atoms/cm or more, by gettering. 
0239). As shown in FIG. 21, a barrier layer 509 compris 
ing thin Silicon oxide film is formed on the crystalline Silicon 
film 507, then an amorphous silicon film added with argon 
orphosphorous of 1x10' atoms/cm to 1x10' atoms/cm is 
formed by the Sputtering, as a gettering site 510. 

0240 The Ni which is added as a catalyst element can be 
segregated to the gettering site 510, by heating at 600 C. for 
12 hours in a furnace anneal, or by heating at 650 to 800 C. 
for 30 to 60 minutes with RTA using lamp light or heated 
gas. This proceSS reduces the concentration of the catalyst 
element in the crystalline silicon film 507 to 10" atoms/cm 
or less. 

0241 The gettering under similar condition is effective 
for the crystalline silicon film formed in the embodiment 2. 
The minute amount of the metal element contained in the 
crystalline Silicon film formed by irradiating laser beams to 
the amorphous Silicon film can be removed by this gettering. 
0242 Embodiment 10 
0243 FIG. 23 shows an embodiment to make a module 
from an EL panel in which the pixel Section and the driving 
circuit Section are integrally formed on the glass Substrate, 
as shown in the embodiment 1. FIG. 23A illustrates an EL 
module on which an IC containing a power Supply circuit for 
example is mounted on the EL panel. 
0244. In FIG. 23A, the EL panel 800 is provided with a 
pixel section 803 having a light emitting element for each 
pixel, a Scanning line driving circuit 804 for Selecting a pixel 
in the pixel section 803, and a signal line driving circuit 805 
for Supplying Video signals to the Selected pixel. Also, a print 
substrate 806 is provided with a controller 801 and a power 
Supply circuit 802. Various signals and power Supply Voltage 
output from the controller 801 or a power supply circuit 802 
are Supplied to the pixel Section 803, the Scanning line 
driving circuit 804 and the signal line driving circuit 805 of 
the EL panel 800 via FPC 807. 
0245. The power supply voltage and various signals to 
the print substrate 806 are supplied via an interface (I/F) 
section 808 on which a plurality of input terminals are 
disposed. In this embodiment, the print Substrate 806 is 
mounted on the EL panel 800 using FPC, but the invention 

BOE v. Samsung IPR2025-01478 
Ex-1028



US 2003/0129790 A1 

is not limited to this particular construction. The controller 
801 and the power supply circuit 802 may be mounted 
directly on the EL panel 800 using COG (Chip on Glass) 
technique. In the print substrate 806, noises may be intro 
duced in the power Supply Voltage or the Signals due to the 
capacity formed in the wirings or the resistance of the 
wirings itself, which may prevent Sharp rising edge of a 
signal. In order to avoid this problem, the print Substrate 806 
may be provided with elements Such as a capacitor or a 
buffer, to prevent noises on the power Supply Voltage or 
Signals, and to keep Sharp rising edge of the Signal. 
0246 FIG. 23B is a block diagram which shows a 
construction of the print substrate 806. The various signals 
and the power supply voltage supplied to the interface 808 
are supplied to the controller 801 and the power supply 
voltage 802. The controller 801 has an A/D converter 809, 
a PLL (phase locked loop) 810, a control signal generator 
811 and SRAMs (Static Random Access Memory) 812 and 
813. Although this embodiment uses SRAMs, SDRAMs or 
DRAMs (Dynamic Random Access Memory, provided that 
it can read/write data at high speed) may be used as well. 
0247 The video signals supplied via the interface 808 are 
converted from parallel form to serial form by the A/D 
converter 809, and input into the control signal generator 
811, as video signals each of which corresponds to R, G, B 
colors, respectively. Based on the Signals Supplied via the 
interface 808, the A/D converter 809 generates Hsync sig 
nals, VSync signals, clock signal CLKS, and Volts alternating 
current IVAC), all of which are input into the control signal 
generator 811. 
0248. The phase locked loop 810 is able to make the 
phases of the frequencies of the various Signals Supplied via 
the interface 808 to be matched to that of the operating 
frequency of the control Signal generator 811. The operating 
frequency of the control Signal generator 811 is not always 
Same as the frequency of the various signals Supplied via the 
interface 808, so that the phase locked loop 810 adjusts the 
operating frequency of the control Signal generator 811 to 
make the frequency Synchronized with that of the Signals. 
The Video signal which is input into the control Signal 
generator 811 is temporarily written and stored in the 
SRAMs 812and813. From all of the video signal bits stored 
in the SRAM 812, the control signal generator 811 reads the 
Video signal corresponding to the all pixels by one bit at a 
time, and Supplies the bit to the Signal line driving circuit 
805 of the EL panel 800. 
0249. The control signal generator 811 supplies informa 
tion related to the period during which the light emitting 
element emits light for each bit, to the Scanning line driving 
circuit 804 of the EL panel 800. The power Supply circuit 
802 Supplies the predetermined power Supply Voltage to the 
Signal line driving circuit 805, the Scanning line driving 
circuit 804 and the pixel section 803, of the EL panel 800. 
0250 FIG.22 shows examples of electronic apparatuses 
in which the above EL module may be incorporated. 
0251 FIG.22A is an example of a television receiver in 
which the EL module is incorporated, comprising a casing 
3001, a support 3002 and a display unit 3003. The TFT 
Substrate manufactured according to the invention is adopted 
in the display unit 3003 to complete the television receiver. 
0252 FIG.22B is an example of a video camera in which 
the EL module is incorporated, comprising a body 3011, a 
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display unit 3012, a sound input 3013, an operating Switch 
3014, a battery 3015 and an image receiving section 3016. 
The TFT substrate manufactured according to the invention 
is adopted in the display unit 3012 to complete the video 
Caca. 

0253 FIG. 22C is an example of a notebook-type per 
Sonal computer in which the EL module is incorporated, 
comprising a body 3021, a casing 3022, a display unit 3023 
and a keyboard 3024. The TFT substrate manufactured 
according to the invention is adopted in the display unit 3023 
to complete the personal computer. 

0254 FIG.22D is an example of PDA (Personal Digital 
ASSistant) in which the EL module is incorporated, com 
prising a body 3031, a stylus 3032, a display unit 3033, an 
operating button 3034 and an external interface 3035. The 
TFT substrate manufactured according to the invention is 
adopted in the display unit 3033 to complete the PDA. 

0255 FIG. 22E is an example of an car audio system in 
which the EL module is incorporated, comprising a body 
3041, a display unit 3042 and operating Switches 3043 and 
3044. The TFT substrate manufactured according to the 
invention is adopted in the display unit 3042 to complete the 
car audio System. 

0256 FIG. 22F is an example of a digital camera in 
which the EL module is incorporated, comprising a body 
3051, a display unit (A) 3052, an eyepiece 3053, an oper 
ating switch 3054, a display unit (B) 3055 and a battery 
3056. The TFT substrates manufactured according to the 
invention are adopted to the displays (A) 3052 and (B) 3055 
to complete the digital camera. 

0257 FIG. 22G is an example of a mobile telephone in 
which the El module is incorporated, comprising a body 
3061, a voice output section 3062, a voice input section 
3063, a display unit 3064, an operating Switch 3065 and an 
antenna 3066. The TFT substrate manufactured according to 
the invention is adopted to the display unit 3.064 to complete 
the mobile telephone. 

0258. The application of the invention is not limited to 
the apparatuses shown in this figure. Instead, it can be 
adopted in a variety of electronics. 

0259. According to the invention, the semiconductor 
film, the gate insulation film and the gate electrode, which 
are the main components of a TFT, are Surrounded by 
inorganic insulation materials over their upper Surfaces and 
under their lower Surfaces to prevent contamination by alkali 
metals and organic materials. The inorganic insulation mate 
rial is Selected from a group consisting of Silicon nitride, 
Silicon oxynitride, aluminum oxynitride, aluminum oxide 
and aluminum nitride. The organic light emitting element 
contains alkali metal in its part, and Surrounded by inorganic 
insulation material to realize a construction which can 
prevent penetration of oxygen or moisture from external 
World. The inorganic insulation material is Selected from a 
group consisting of Silicon nitride, Silicon oxynitride, alu 
minum oxynitride, aluminum oxide, aluminum nitride and 
DLC. This construction can improve the reliability of the 
light emitting apparatus. 
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What is claimed is: 
1. A light emitting device comprising: 
a thin film transistor over an insulating Surface compris 

ing: 

a Semiconductor layer; 
a gate insulation film; and 
a gate electrode, 

a first inorganic insulation layer under the Semiconductor 
layer; 

a Second inorganic insulation layer over the gate elec 
trode, 

a first organic insulation layer over the Second inorganic 
insulation layer; 

a third inorganic insulation layer over the first organic 
insulation layer; 

a wiring layer extending over the third inorganic insula 
tion layer; 

a Second organic insulation layer overlapping with an end 
of the wiring layer, the Second organic insulation layer 
having an inclined Surface with continuously varying 
curvatures, 

a fourth inorganic insulation layer formed over an upper 
Surface and a side Surface of the Second organic insu 
lation layer, the fourth inorganic insulation layer having 
an opening over the wiring layer; 

a cathode layer formed over the wiring layer, the cathode 
layer having an end overlapping with the fourth inor 
ganic insulation layer; 

a light emitting layer comprising an organic material 
formed over the cathode layer and the fourth inorganic 
insulation layer; 

an anode layer formed over the light emitting layer 
comprising an organic material; and 

a fifth inorganic insulation layer formed over the anode 
layer, 

wherein the light emitted from the light emitting material 
is visible through the fifth inorganic insulation layer 
and the anode, and 

wherein each of the third inorganic insulation layer and 
the fourth inorganic insulation layer comprises a mate 
rial Selected from the group consisting of Silicon nitride 
and aluminum nitride. 

2. A light emitting device comprising: 
a pixel Section over an insulating Surface comprising a 

thin film transistor comprising: 
a Semiconductor layer; 
a gate insulation film; and 
a gate electrode, 

a driving circuit Section over the insulating Surface com 
prising a thin film transistor comprising: 
a Semiconductor layer; 
a gate insulation film; and 
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a gate electrode, 
a first inorganic insulation layer under the Semiconductor 

layer; 

a Second inorganic insulation layer over the gate elec 
trode, 

a first organic insulation layer over the Second inorganic 
insulation layer; 

a third inorganic insulation layer over the first organic 
insulation layer; 

a wiring layer extending over the third inorganic insula 
tion layer; 

a Second organic insulation layer overlapping with an end 
of the wiring layer, the Second organic insulation layer 
having an inclined Surface with continuously varying 
curvatures, 

a fourth inorganic insulation layer formed over the upper 
Surface and the Side Surface of the Second organic 
insulation layer, the fourth inorganic insulation layer 
having an opening over the wiring layer; 

a cathode layer formed over the wiring layer, the cathode 
layer having an end overlapping with the fourth inor 
ganic insulation layer; 

a light emitting layer comprising an organic material 
formed over the cathode layer and the fourth inorganic 
insulation layer; 

an anode layer formed over the light emitting layer 
comprising an organic material; and 

a fifth inorganic insulation layer formed over the anode 
layer; and 

a Seal pattern over the fourth inorganic insulation layer, 
wherein the driving circuit Section is formed in the 
peripheral region of the pixel Section, 

wherein the light emitted from the light emitting material 
is visible through the fifth inorganic insulation layer, 

wherein each of the third inorganic insulation layer and 
the fourth inorganic insulation layer comprises a mate 
rial Selected from the group consisting of Silicon nitride 
and aluminum nitride, and 

wherein the Seal pattern is overlapped with the driving 
circuit Section. 

3. The light emitting device of claim 1, wherein the third 
inorganic insulation layer to the fifth inorganic insulation 
layer comprise Silicon nitride formed by RF Sputtering 
method. 

4. The light emitting device of claim 2, wherein each of 
the third inorganic insulation layer to the fifth inorganic 
insulation layer comprises silicon nitride formed by RF 
Sputtering method. 

5. The light emitting device of claim 1, wherein the third 
inorganic insulation layer to the fifth inorganic insulation 
layer comprise Silicon nitride having etching rate of 9 
nm/min or less. 

6. The light emitting device of claim 2, wherein the third 
inorganic insulation layer to the fifth inorganic insulation 
layer comprise Silicon nitride having etching rate of 9 
nm/min or less. 
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7. The light emitting device of claim 1, wherein the third 
inorganic insulation layer to the fifth inorganic insulation 
layer comprise Silicon nitride having hydrogen concentra 
tion of 1x10' atoms/cm or less. 

8. The light emitting device of claim 2, wherein each of 
the third inorganic insulation layer to the fifth inorganic 
insulation layer comprises Silicon nitride having hydrogen 
concentration of 1x10' atoms/cm or less. 

9. The light emitting device of claim 1, wherein the third 
inorganic insulation layer to the fifth inorganic insulation 
layer comprise Silicon nitride having oxygen concentration 
of from 5x10" to 5x10° atoms/cm. 

10. The light emitting device of claim 2, wherein the third 
inorganic insulation layer to the fifth inorganic insulation 
layer comprise Silicon nitride having oxygen concentration 
of from 5x10' to 5x10' atoms/cm. 

11. A light emitting device comprising: 
a thin film transistor over an insulating Surface compris 

ing: 

a Semiconductor layer; 
a gate insulation film; and 
a gate electrode, 

a first inorganic insulation layer under the Semiconductor 
layer; 

a Second inorganic insulation layer over the gate elec 
trode, 

a first organic insulation layer over the Second inorganic 
insulation layer; 

a third inorganic insulation layer over the first organic 
insulation layer; 

a wiring layer extending over the third inorganic insula 
tion layer; 

a Second organic insulation layer overlapping with an end 
of the wiring layer, the Second organic insulation layer 
having an inclined Surface with continuously varying 
curvatures, 

a fourth inorganic insulation layer formed over the upper 
Surface and the Side Surface of the Second organic 
insulation layer, the fourth inorganic insulation layer 
having an opening over the wiring layer; 

a cathode layer formed over the wiring layer, the cathode 
layer having an end overlapping with the fourth inor 
ganic insulation layer; 

a light emitting layer comprising an organic material 
formed over the cathode layer and the fourth inorganic 
insulation layer, and 

an anode layer formed over the light emitting layer 
comprising an organic material, 

wherein each of the third inorganic insulation layer and 
the fourth inorganic insulation layer comprises a mate 
rial Selected from the group consisting of Silicon nitride 
and aluminum nitride. 

12. The light emitting device of claim 11, wherein each of 
the third inorganic insulation layer to the fifth inorganic 
insulation layer comprises Silicon nitride having hydrogen 
concentration of 1x10' atoms/cm or less. 
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13. The light emitting device of claim 11, wherein the 
third inorganic insulation layer to the fifth inorganic insu 
lation layer comprise Silicon nitride having oxygen concen 
tration of from 5x10' to 5x10' atoms/cm. 

14. A light emitting device comprising: 
a pixel Section over an insulating Surface comprising a 

thin film transistor comprising: 
a Semiconductor layer; 
a gate insulation film; and 
a gate electrode, 

a driving circuit Section over the insulating Surface com 
prising a thin film transistor comprising: 
a Semiconductor layer; 
a gate insulation film; and 
a gate electrode, 

a first inorganic insulation layer under the Semiconductor 
layer; 

a Second inorganic insulation layer over the gate elec 
trode, 

a first organic insulation layer over the Second inorganic 
insulation layer; 

a third inorganic insulation layer over the first organic 
insulation layer; 

a wiring layer extending over the third inorganic insula 
tion layer; 

a Second organic insulation layer overlapping with an end 
of the wiring layer, the Second organic insulation layer 
having an inclined Surface with continuously varying 
curvatures, 

a fourth inorganic insulation layer formed over the upper 
Surface and the Side Surface of the Second organic 
insulation layer, the fourth inorganic insulation layer 
having an opening over the wiring layer; 

a cathode layer formed over the wiring layer, the cathode 
layer having an end overlapping with the fourth inor 
ganic insulation layer; 

a light emitting layer comprising an organic material 
formed over the cathode layer and the fourth inorganic 
insulation layer; 

an anode layer formed over the the light emitting layer 
comprising an organic material; and 

a Seal pattern over the fourth inorganic insulation layer, 
wherein the driving circuit Section is formed in the 

peripheral region of the pixel Section, and 
wherein each of the third inorganic insulation layer and 

the fourth inorganic insulation layer comprises a mate 
rial Selected from the group consisting of Silicon nitride 
and aluminum nitride. 

15. The light emitting device according to claim 14, 
wherein the Seal pattern is overlapped with the driving 
circuit Section. 

16. The light emitting device according to claim 14 
further comprising a fifth inorganic insulation film over the 
anode layer. 
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17. The light emitting device of claim 14, wherein each of 
the third inorganic insulation layer and the fourth inorganic 
insulation layer comprises Silicon nitride having hydrogen 
concentration of 1x10° atoms/cm or less. 

18. The light emitting device of claim 15, wherein each of 
the third inorganic insulation layer and the fourth inorganic 
insulation layer comprises Silicon nitride having hydrogen 
concentration of 1x10' atoms/cm or less. 

19. The light emitting device of claim 16, wherein each of 
the third inorganic insulation layer to the fifth inorganic 
insulation layer comprises Silicon nitride having hydrogen 
concentration of 1x10' atoms/cm or less. 

20. The light emitting device of claim 14, wherein the 
third inorganic insulation layer and the fourth inorganic 
insulation layer comprise Silicon nitride having oxygen 
concentration of from 5x10' to 5x10' atoms/cm. 

21. The light emitting device of claim 15, wherein the 
third inorganic insulation layer and the fourth inorganic 
insulation layer comprise Silicon nitride having oxygen 
concentration of from 5x10" to 5x10' atoms/cm. 

22. The light emitting device of claim 16, wherein the 
third inorganic insulation layer to the fifth inorganic insu 
lation layer comprise Silicon nitride having oxygen concen 
tration of from 5x10' to 5x10' atoms/cm. 

23. A light emitting device comprising: 
a pixel Section over an insulating Surface comprising: 

a thin film transistor comprising: 
a Semiconductor layer; 
a gate insulation film; and 
a gate electrode, 

a light emitting element comprising an organic compound 
layer comprising light emitting material between an 
anode layer and a cathode layer; 

a driving circuit Section over the insulating Surface com 
prising a thin film transistor comprising: 
a Semiconductor layer; 
a gate insulation film; and 
a gate electrode, 

a barrier layer formed from an organic insulation layer 
over the pixel Section and the driving circuit Section; 

an inorganic insulation layer comprising Silicon nitride or 
aluminum nitride over the upper Surface and the Side 
Surface of the barrier layer; and 

a Seal pattern over the inorganic insulation layer, 
wherein the driving circuit Section is formed in the 

peripheral region of the pixel Section, 
wherein the Seal pattern is overlapped with the driving 

circuit Section, and 

wherein a connection between the anode layer and the 
wiring formed under the anode layer is provided inside 
of the Seal pattern. 

24. A light emitting device comprising: 
a pixel Section over an insulating Surface comprising: 

a first thin film transistor comprising: 
a Semiconductor layer; 
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a gate insulation film; and 
a gate electrode, and 

a light emitting element comprising an organic com 
pound layer comprising light emitting material 
between an anode layer and a cathode layer; 

a driving circuit Section over the insulating Surface com 
prising a Second thin film transistor comprising: 
a Semiconductor layer; 
a gate insulation film; and 
a gate electrode, 

a barrier layer formed from an organic insulation layer 
Over the pixel Section and the driving circuit Section; 

an inorganic insulation layer comprising Silicon nitride or 
aluminum nitride over the upper Surface and the Side 
Surface of the barrier layer; and 

a Seal pattern over the inorganic insulation layer, 
wherein the driving circuit Section is formed in the 

peripheral region of the pixel Section, 
wherein the first thin film transistor is formed inside of the 

Seal pattern, 
wherein some or all of the second thin film transistors 

Overlap with the Seal pattern, and 
wherein a connection between the anode layer and the 

wiring formed under the anode layer is provided inside 
of the Seal pattern. 

25. A light emitting device comprising: 
a pixel Section over an insulating Surface comprising: 

a thin film transistor comprising: 
a Semiconductor layer; 
a gate insulation film; and 
a gate electrode, 

a light emitting element comprising an organic com 
pound layer comprising light emitting material 
between an anode layer and a cathode layer; 

a driving circuit Section over the insulating Surface com 
prising a thin film transistor comprising: 
a Semiconductor layer; 
a gate insulation film; and 
a gate electrode, 

a barrier layer formed from an organic insulation layer 
Over the pixel Section and the driving circuit Section; 

an inorganic insulation layer comprising Silicon nitride or 
aluminum nitride over the upper Surface and the Side 
Surface of the barrier layer; and 

a Seal pattern over the inorganic insulation layer, 
wherein the driving circuit Section is formed in the 

peripheral region of the pixel Section, and 

wherein a connection between the anode layer and the 
wiring formed under the anode layer is provided inside 
of the Seal pattern. 
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26. The light emitting device of claim 23, wherein the 
inorganic insulation layer comprises Silicon nitride formed 
by RF sputtering method. 

27. The light emitting device of claim 24, wherein the 
inorganic insulation layer comprises Silicon nitride formed 
by RF sputtering method. 

28. The light emitting device of claim 23, wherein each of 
the third inorganic insulation layer to the fifth inorganic 
insulation layer comprises Silicon nitride having etching rate 
of 9 mm/min or less. 

29. The light emitting device of claim 24, wherein each of 
the third inorganic insulation layer to the fifth inorganic 
insulation layer comprises Silicon nitride having etching rate 
of 9 mm/min or less. 

30. The light emitting device of claim 23, wherein each of 
the third inorganic insulation layer to the fifth inorganic 
insulation layer comprises Silicon nitride having hydrogen 
concentration of 1x10° atoms/cm or less. 

31. The light emitting device of claim 24, wherein each of 
the third inorganic insulation layer to the fifth inorganic 
insulation layer comprises Silicon nitride having hydrogen 
concentration of 1x10' atoms/cm or less. 

32. The light emitting device of claim 25, wherein each of 
the third inorganic insulation layer to the fifth inorganic 
insulation layer comprises Silicon nitride having hydrogen 
concentration of 1x10' atoms/cm or less. 

33. The light emitting device of claim 23, wherein each of 
the third inorganic insulation layer to the fifth inorganic 
insulation layer comprises Silicon nitride having oxygen 
concentration from 5x10' to 5x10' atoms/cm. 

34. The light emitting device of claim 24, wherein each of 
the third inorganic insulation layer to the fifth inorganic 
insulation layer comprises Silicon nitride having oxygen 
concentration from 5x10" to 5x10° atoms/cm. 

35. The light emitting device of claim 25, wherein each of 
the third inorganic insulation layer to the fifth inorganic 
insulation layer comprises Silicon nitride having oxygen 
concentration from 5x10" to 5x10° atoms/cm. 

36. A method for manufacturing a light emitting device 
comprising a pixel Section comprising a thin film transistor 
comprising a Semiconductor layer, a gate insulation film and 
a gate electrode, and a light emitting element comprising an 
a light emitting layer comprising an organic material 
between an anode layer and a cathode layer, and a driving 
circuit Section comprising a thin film transistor comprising 
a Semiconductor layer, a gate insulation film and a gate 
electrode, the driving circuit Section being formed in the 
peripheral region of the pixel Section, comprising Steps of 

forming a first inorganic insulation layer over an insulat 
ing Surface; 

forming a Semiconductor layer comprising crystalline 
Silicon over the first inorganic insulation layer; 

forming a gate insulation film over the Semiconductor 
layer; 

forming a gate electrode over the gate insulation film; 
forming a Second inorganic insulation layer over the gate 

electrode, 
forming a first organic insulation layer over the Second 

inorganic insulation layer; 
forming a third inorganic insulation layer over the Second 

organic insulation layer; 
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forming a wiring layer over the third inorganic insulation 
layer; 

forming a Second organic insulation layer overlapping 
with an end of the wiring layer, the Second organic 
insulation layer having an inclined portion; 

forming a fourth inorganic insulation layer over the upper 
Surface and the Side Surface of the Second organic 
insulation layer, the fourth inorganic insulation layer 
having an opening over the wiring layer; 

forming a cathode layer over the wiring layer, the cathode 
layer having an end overlapping with the fourth inor 
ganic insulation layer; 

forming a light emitting layer comprising an organic 
material Over the cathode layer and the fourth inorganic 
insulation layer, and 

forming an anode layer over the light emitting layer 
comprising an organic material, 

wherein each of the third inorganic insulation layer and 
the fourth inorganic insulation layer comprises a mate 
rial Selected from the group consisting of Silicon nitride 
and aluminum nitride formed by RF sputtering method. 

37. A method for manufacturing a light emitting device 
comprising a pixel Section comprising a thin film transistor 
comprising a Semiconductor layer, a gate insulation film and 
a gate electrode, and a light emitting element comprising a 
light emitting layer comprising an organic material between 
an anode layer and a cathode layer, and a driving circuit 
Section comprising a thin film transistor comprising a semi 
conductor layer, a gate insulation film and a gate electrode, 
the driving circuit Section being formed in the peripheral 
region of the pixel Section, comprising Steps of 

forming a first inorganic insulation layer over an insulat 
ing Surface; 

forming a Semiconductor layer comprising crystalline 
Silicon over the first inorganic insulation layer; 

forming a gate insulation film over the Semiconductor 
layer and a gate electrode over the gate insulation film; 

forming a Second inorganic insulation layer over the gate 
electrode, 

forming a first organic insulation layer over the Second 
inorganic insulation layer; 

forming a third inorganic insulation layer over the first 
organic insulation layer; 

forming a wiring layer over the third inorganic insulation 
layer; 

forming a Second organic insulation layer overlapping 
with an end of the wiring layer, the Second organic 
insulation layer having an inclination angle of 35 to 45 
degrees; 

forming a fourth inorganic insulation layer over the upper 
Surface and the Side Surface of the Second organic 
insulation layer, the fourth inorganic insulation layer 
having an opening over the wiring layer; 

forming a cathode layer over the wiring layer and having 
an end overlapping with the fourth inorganic insulation 
layer; 
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forming a light emitting layer comprising an organic 
material Over the cathode layer and the fourth inorganic 
insulation layer; 

forming an anode layer over the light emitting layer 
comprising an organic material; 

forming a Seal pattern over the fourth insulation layer at 
a position in which the Seal pattern is overlapped with 
the driving circuit Section; and 

adhering a Sealing plate in alignment with the Seal pattern, 
wherein each of the third inorganic insulation layer and 

the fourth inorganic insulation layer comprises a mate 
rial Selected from the group consisting of Silicon nitride 
and aluminum nitride formed by RF sputtering method. 

38. The method for manufacturing the light emitting 
device of the claim 36, 

wherein each of the third inorganic insulation layer and 
the fourth inorganic insulation layer comprises Silicon 
nitride formed by RF Sputtering method using Silicon as 
a target, and only nitrogen as a Sputtering gas. 

39. The method for manufacturing the light emitting 
device of the claim 37, 

wherein each of the third inorganic insulation layer and 
the fourth inorganic insulation layer comprises Silicon 
nitride formed by RF Sputtering method using Silicon as 
a target, and only nitrogen as a Sputtering gas. 

40. The method for manufacturing the light emitting 
device of the claim 36, 

wherein each of the third inorganic insulation layer and 
the fourth inorganic insulation layer is formed by 
Sputtering using a turbo molecular pump or a cry 
opump, with back-pressure of 1x10 Pa or less, and 
Sputtering a single crystal Silicon target with N gas or 
mixture of N and noble gas. 

41. The method for manufacturing the light emitting 
device of the claim 37, 

wherein each of the third inorganic insulation layer and 
the fourth inorganic insulation layer is formed by 
Sputtering using a turbo molecular pump or a cry 
opump, with back-pressure of 1x10 Pa or less, and 
Sputtering a single crystal Silicon target with N gas or 
mixture of N2 and noble gas. 

42. The method for manufacturing the light emitting 
device of the claim 36, 

wherein the third inorganic insulation layer is formed 
after the formation of the first organic insulation layer, 
by heating and dehydrating under reduced pressure, 
while the reduced preSSure is kept. 

43. The method for manufacturing the light emitting 
device of the claim 37, 

wherein the third inorganic insulation layer is formed 
after the formation of the first organic insulation layer, 
by heating and dehydrating under reduced pressure, 
while the reduced preSSure is kept. 

44. The method for manufacturing the light emitting 
device of the claim 36, 

wherein the fourth inorganic insulation layer is formed 
after the formation of the Second organic insulation 
layer, by heating and dehydrating under reduced pres 
Sure, while the reduced pressure is kept. 
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45. The method for manufacturing the light emitting 
device of the claim 37, 

wherein the fourth inorganic insulation layer is formed 
after the formation of the Second organic insulation 
layer, by heating and dehydrating under reduced pres 
Sure, while the reduced preSSure is kept. 

46. The method for manufacturing the light emitting 
device according to claim 36 further comprising a step of 
forming a fifth inorganic insulation layer over the anode 
layer after forming the anode layer. 

47. The method for manufacturing the light emitting 
device according to claim 37 further comprising a step of 
forming a fifth inorganic insulation layer over the anode 
layer after forming the anode layer. 

48. A light emitting device comprising: 
a thin film transistor over an insulating Surface compris 

ing: 

a Semiconductor layer; 
a gate insulation film; and 
a gate electrode, 

a first inorganic insulation layer under the Semiconductor 
layer; 

a Second inorganic insulation layer over the gate elec 
trode, 

a first organic insulation layer over the Second inorganic 
insulation layer; 

a third inorganic insulation layer over the first organic 
insulation layer; 

a wiring layer extending over the third inorganic insula 
tion layer; 

a Second organic insulation layer overlapping with an end 
of the wiring layer, the Second organic insulation layer 
having an inclined Surface with continuously varying 
curvatures, 

a fourth inorganic insulation layer formed over an upper 
Surface and a side Surface of the Second organic insu 
lation layer, the fourth inorganic insulation layer having 
an opening over the wiring layer; and 

a light emitting element over the fourth inorganic insula 
tion layer comprising: 
a cathode layer; 
an anode layer; and 
a light emitting layer comprising an organic material 
between the cathode layer and the anode layer, 

wherein each of the third inorganic insulation layer and 
the fourth inorganic insulation layer comprises a mate 
rial Selected from the group consisting of Silicon nitride 
and aluminum nitride. 

49. A light emitting device comprising: 
a thin film transistor over an insulating Surface compris 

ing: 

a Semiconductor layer; 
a gate insulation film; and 
a gate electrode, 
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a first inorganic insulation layer under the Semiconductor 
layer; 

a Second inorganic insulation layer over the gate elec 
trode, 

a first organic insulation layer over the Second inorganic 
insulation layer; 

a third inorganic insulation layer over the first organic 
insulation layer; 

a wiring layer extending over the third inorganic insula 
tion layer; 

a Second organic insulation layer overlapping with an end 
of the wiring layer, the Second organic insulation layer 
having an inclined Surface with continuously varying 
curvatures, 

a fourth inorganic insulation layer formed over an upper 
Surface and a side Surface of the Second organic insu 
lation layer, the fourth inorganic insulation layer having 
an opening over the wiring layer; 

a light emitting element over the fourth inorganic insula 
tion layer comprising: 
a cathode layer; 
an anode layer; and 
a light emitting layer comprising an organic material 
between the cathode layer and the anode layer; and 

a fifth inorganic insulation layer over the light emitting 
element, 

wherein the light emitted from the light emitting material 
is visible through the fifth inorganic insulation layer 
and the anode, and 

wherein each of the third inorganic insulation layer and 
the fourth inorganic insulation layer comprises a mate 
rial Selected from the group consisting of Silicon nitride 
and aluminum nitride. 

50. A light emitting device comprising: 
a pixel Section over an insulating Surface comprising a 

thin film transistor comprising: 
a Semiconductor layer; 
a gate insulation film; and 
a gate electrode, 

a driving circuit Section over the insulating Surface com 
prising a thin film transistor comprising: 
a Semiconductor layer; 
a gate insulation film; and 
a gate electrode, 

a first inorganic insulation layer under the Semiconductor 
layer; 

a Second inorganic insulation layer over the gate elec 
trode, 

a first organic insulation layer over the Second inorganic 
insulation layer; 

a third inorganic insulation layer over the first organic 
insulation layer; 
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a wiring layer extending over the third inorganic insula 
tion layer; 

a Second organic insulation layer overlapping with an end 
of the wiring layer, the Second organic insulation layer 
having an inclined Surface with continuously varying 
curvatures, 

a fourth inorganic insulation layer formed over the upper 
Surface and the Side Surface of the Second organic 
insulation layer, the fourth inorganic insulation layer 
having an opening over the wiring layer; 

a light emitting element over the fourth inorganic insula 
tion layer comprising: 
a cathode layer; 
an anode layer; and 
a light emitting layer comprising an organic material 
between the cathode layer and the anode layer; and 

a Seal pattern over the fourth inorganic insulation layer, 
wherein the driving circuit Section is formed in the 

peripheral region of the pixel Section, and 
wherein each of the third inorganic insulation layer and 

the fourth inorganic insulation layer comprises a mate 
rial Selected from the group consisting of Silicon nitride 
and aluminum nitride. 

51. A light emitting device comprising: 
a pixel Section over an insulating Surface comprising a 

thin film transistor comprising: 
a Semiconductor layer; 
a gate insulation film; and 
a gate electrode, 

a driving circuit Section over the insulating Surface com 
prising a thin film transistor comprising: 
a Semiconductor layer; 
a gate insulation film; and 
a gate electrode, 

a first inorganic insulation layer under the Semiconductor 
layer; 

a Second inorganic insulation layer over the gate elec 
trode, 

a first organic insulation layer over the Second inorganic 
insulation layer; 

a third inorganic insulation layer over the first organic 
insulation layer; 

a wiring layer extending over the third inorganic insula 
tion layer; 

a Second organic insulation layer overlapping with an end 
of the wiring layer, the Second organic insulation layer 
having an inclined Surface with continuously varying 
curvatures, 

a fourth inorganic insulation layer formed over the upper 
Surface and the Side Surface of the Second organic 
insulation layer, the fourth inorganic insulation layer 
having an opening over the wiring layer; 
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a light emitting element over the fourth inorganic insula 
tion layer comprising: 
a cathode layer; 
an anode layer; and 
a light emitting layer comprising an organic material 
between the cathode layer and the anode layer; 

a fifth inorganic insulation layer over the light emitting 
element; and 

a Seal pattern over the fourth inorganic insulation layer, 
wherein the driving circuit Section is formed in the 

peripheral region of the pixel Section, 
wherein the light emitted from the light emitting material 

is visible through the fifth inorganic insulation layer, 
and 

wherein each of the third inorganic insulation layer and 
the fourth inorganic insulation layer comprises a mate 
rial Selected from the group consisting of Silicon nitride 
and aluminum nitride. 

52. The light emitting device according to claim 48 
further comprising a fifth inorganic insulation layer over the 
light emitting element. 

53. The light emitting device according to claim 50 
further comprising a fifth inorganic insulation layer over the 
light emitting element. 

54. The light emitting device according to claim 50, 
wherein the Seal pattern is overlapped with the driving 
circuit Section. 

55. The light emitting device according to claim 51, 
wherein the Seal pattern is overlapped with the driving 
circuit Section. 

56. The light emitting device according to claim 48, 
wherein each of the third inorganic insulation layer and the 
fourth inorganic insulation layer comprises Silicon nitride 
having hydrogen concentration of 1x10' atoms/cm or less. 

57. The light emitting device according to claim 49, 
wherein each of the third inorganic insulation layer and the 
fourth inorganic insulation layer comprises Silicon nitride 
having hydrogen concentration of 1x10° atoms/cm or less. 

58. The light emitting device according to claim 50, 
wherein each of the third inorganic insulation layer and the 
fourth inorganic insulation layer comprises Silicon nitride 
having hydrogen concentration of 1x10° atoms/cm or less. 
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59. The light emitting device according to claim 51, 
wherein each of the third inorganic insulation layer and the 
fourth inorganic insulation layer comprises Silicon nitride 
having hydrogen concentration of 1x10° atoms/cm or less. 

60. The light emitting device according to claim 48, 
wherein each of the third inorganic insulation layer and the 
fourth inorganic insulation layer comprises Silicon nitride 
having hydrogen concentration of 1x10' atoms/cm or less. 

61. The light emitting device according to claim 49, 
wherein the third inorganic insulation layer and the fourth 
inorganic insulation layer comprise Silicon nitride having 
oxygen concentration of from 5x10" to 5x10' atoms/cm. 

62. The light emitting device according to claim 50, 
wherein the third inorganic insulation layer and the fourth 
inorganic insulation layer comprise Silicon nitride having 
oxygen concentration of from 5x10" to 5x10° atoms/cm. 

63. The light emitting device according to claim 51, 
wherein the third inorganic insulation layer and the fourth 
inorganic insulation layer comprise Silicon nitride having 
oxygen concentration of from 5x10" to 5x10' atoms/cm. 

64. The light emitting device according to claim 52, 
wherein the fifth inorganic insulation layer comprises a 
material Selected from the group consisting of Silicon nitride 
and aluminum nitride. 

65. The light emitting device according to claim 53, 
wherein the fifth inorganic insulation layer comprises a 
material Selected from the group consisting of Silicon nitride 
and aluminum nitride. 

66. The light emitting device according to claim 52 
wherein the fifth inorganic insulation layer comprises Silicon 
nitride having hydrogen concentration of 1x10' atoms/cm 
or less. 

67. The light emitting device according to claim 53 
wherein the fifth inorganic insulation layer comprises Silicon 
nitride having hydrogen concentration of 1x10° atoms/cm 
or less. 

68. The light emitting device according to claim 52, 
wherein the fifth inorganic insulation layer comprises Silicon 
nitride having oxygen concentration of from 5x10 to 
5x10 atoms/cm. 

69. The light emitting device according to claim 53, 
wherein the fifth inorganic insulation layer comprises Silicon 
nitride having oxygen concentration of from 5x10 to 
5x10 atoms/cm. 
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