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(57) ABSTRACT 

An electrostatic capacitance input device having a plurality of 
first electrodes extending in a first direction and a plurality of 
second electrodes extending in a second direction intersect 
ing the first direction in an input area, including a plurality of 
first lines extending in parallel to each other from the plurality 
of first electrodes to a plurality of first terminals, and a plu 
rality of second lines extending in parallel to each other from 
the plurality of second electrode to a plurality of second 
terminals, the first lines and the second lines being formed 
outside the input area, and an auxiliary line extending outside 
at least one of the lines at both ends in terms of the direction 
of arrangement of one or both of the plurality of first lines and 
the plurality of second lines, the auxiliary line generating a 
parasitic capacitance with respect to the at least one of the 
lines. 
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ELECTRICAL CAPACITANCE INPUT 
DEVICE, DISPLAY APPARATUS WITH INPUT 
FUNCTION AND ELECTRONIC APPARATUS 

0001. The entire disclosure of Japanese Patent Application 
No. 2008-079906, filed Mar. 26, 2008 is expressly incorpo 
rated by reference herein. 

BACKGROUND 

0002 1. Technical Field 
0003. The present invention relates to an electrostatic 
capacitance input device which is able to detect a position 
where a finger comes into contact with as a change in elec 
trostatic capacitance, a display apparatus with an input func 
tion, and an electronic apparatus. 
0004 2. Related Art 
0005. In recent years, some of electronic apparatuses such 
as mobile phone sets, car navigation systems, personal com 
puters, ticket-vending machines, and bank terminals include 
an input device of a tablet type arranged on a Surface of a 
liquid crystal device or the like thereof, whereby input of data 
corresponding to instruction images displayed in an image 
display area of the liquid crystal device is achieved by refer 
ring to the instruction images and touching areas where the 
instruction images are displayed with a finger or the like. 
0006 Such the input devices (touch panels) include a 
resistance film type and an electrostatic capacitance type, and 
the input device of the resistance film type has a double 
structure including film and glass and is configured to press 
the film to short-circuit, so that disadvantages such as the 
narrowness of the range of the operating temperature or 
weakness for the change with time are resulted. 
0007. In contrast, the electrostatic capacitance input 
device has an advantage such that a translucent conductive 
film may simply be formed on a single Substrate. In the 
electrostatic capacitance input device, for example, electrode 
patterns are extended in the directions intersecting with 
respect to teach other and an input position is detected by 
sensing the change of the electrostatic capacitance between 
electrodes when the finger or the like comes into contact 
therewith or in proximity thereto (for example, JP-A-2005 
337773). 
0008. In the electrostatic capacitance input device as 
described above, for example, as shown in FIG.9, a plurality 
of first translucent electrode patterns 11 extending in a direc 
tionX and a plurality of second translucent electrode patterns 
12 extending in a direction Y, where the direction X and the 
direction Y are directions intersecting with respect to each 
other in the direction of the plane of a substrate, are formed in 
an input area 10a of the substrate, and a first distribution area 
955 having a plurality of first lines 911 to 919 extending from 
the plurality of first translucent electrode patterns 11 to a first 
signal input/output area 950 so as to be arranged in parallel to 
each other and a second distribution area (a short distance 
second distribution area 961 and a long distance second dis 
tribution area 962) having a plurality of second lines 921 to 
926 and 929 extending from the plurality of second translu 
cent electrode patterns 12 to a second signal input/output area 
960 so as to arranged in parallel to each other are formed in a 
peripheral area 10e outside the input area 10a on the sub 
strate. The configuration shown in FIG.9 is thought out by the 
present inventor for comparing with the invention of this 
application, and hence is not a related art. 
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0009 Since the change in the electrostatic capacitance in 
the electrostatic capacitance input device, if the capacitances 
which are parasitic on the lines are varied from line-to-line, 
such variations cannot be absorbed by the correction in a 
detection circuit and hence the sensitivity of detection is 
disadvantageously and significantly lowered. In the configu 
ration shown in FIG. 9, the capacitances which are parasitic 
on the lines vary from line-to-line from the reason described 
below. 
0010. As shown in FIG. 9, when the first signal input/ 
output area 950 is arranged on one side of the input area 10a 
in terms of the direction Y, the first distribution area 955 
extends from an end side 10s on one side of the input area 10a 
in terms of the directionX to the first signal input/output area 
950 along the end side 10s. When the input area 10a is divided 
into a first input area 101 a located on the side of the second 
signal input/output area 960 in terms of the direction Y and a 
second input area 102a located on the side opposite from the 
side of the second signal input/output area 960 in terms of the 
direction Y so as to enable detection of multipoint instruction 
although the second signal input/output area 960 is arranged 
on one side of the input area 10a in terms of the direction Y. 
the plurality of second lines 921 to 926 to be connected to the 
second translucent electrode patterns 12 in the second input 
area 102a extend from an end side 10t located on the opposite 
side of the input area 10a from the second signal input/output 
area 960 to the second signal input/output area 960 along one 
end side 10u of the input area 10a in terms of the direction X. 
0011. In such a case, since the lengths of the lines are 
significantly different among the plurality of first lines 911 to 
919, the capacitances which are parasitic between the adja 
cent lines disadvantageously and significantly different 
among the first lines 911 to 919 from line-to-line. Also, since 
the lengths of the lines are significantly different among the 
plurality of second lines 921 to 926 extending from the sec 
ond input area 102a, the capacitances which are parasitic 
between the adjacent lines disadvantageously and signifi 
cantly different among the second lines 921 to 926 from 
line-to-line. 

SUMMARY 

0012. An advantage of some aspects of the invention is to 
provide an electrostatic capacitance input device, a display 
apparatus with an input function, and an electronic apparatus 
in which improvement of detection sensitivity is achieved by 
compressing line-to-line variations of capacitance which is 
parasitic onlines when detecting an instructed position by the 
change in electrostatic capacitance. 
0013. According to a first aspect of the invention, there is 
provided an electrostatic capacitance input device including a 
plurality of first electrodes extending in a first direction and a 
plurality of second electrodes extending in a second direction 
intersecting the first direction in an input area, including a 
plurality of first lines extending in parallel to each other from 
the plurality of first electrodes to a plurality of first terminals, 
and a plurality of second lines extending in parallel to each 
other from the plurality of second electrode to a plurality of 
second terminals, the first lines and the second lines being 
formed outside the input area, and an auxiliary line extending 
outside at least one of the lines at both ends in terms of the 
direction of arrangement of one or both of the plurality of first 
lines and the plurality of second lines, the auxiliary line 
generating a parasitic capacitance with respect to the at least 
one of the lines. 
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0014. In the invention, in the distribution area in which the 
plurality of lines are arranged in parallel, a capacitance is 
generated between the adjacent lines. However, the parasitic 
capacitance is Small in the line extending at the end of the 
distribution area because the adjacent line is present only on 
one side thereof. Therefore, according to the embodiment of 
the invention, the auxiliary line that generates the parasitic 
capacitance with respect to the line extending at the end is 
provided so as to extend along the end of the distribution area 
in terms of the direction of arrangement of the lines. There 
fore, the similar capacitance as other lines is parasitic on the 
end line as well. Therefore, the capacitances which are para 
sitic on the plurality of lines are all equivalent, the change in 
capacitance can be detected accurately, so that the sensitivity 
of detection is improved. 
0015 Preferably, one or both of the plurality of first lines 
and the plurality of second lines include one line and lines 
being arranged on both sides of the one line and being differ 
ent interms of the length of a portion which extends in parallel 
to the one line, and the distance from the one line is wider on 
the side of the line being longer in terms of the length of the 
portion which extends in parallel to the one line than on the 
side of the line being shorter in terms of the length of the 
portion which extends in parallel to the one line. The long 
lines have a larger parasitic capacitance by an amount corre 
sponding to the long opposing length with respect to the 
adjacent line. However, since the distance between the adja 
cent lines is increased, the parasitic capacitance may be 
reduced. Therefore, since the capacitances which are para 
sitic on the plurality of lines may all be equalized, the change 
in capacitance can be detected accurately, so that the sensi 
tivity of detection is improved. 
0016 Preferably, one or both of the plurality of first lines 
and the plurality of second line include lines being different in 
terms of the length, and the width of the lines having a long 
distribution length is at least partly wider than the lines having 
a short distribution length. When the line is long, the electric 
resistance is increased correspondingly. However, since the 
width of at least part of the lines is increased, the electric 
resistances of the plurality of lines are the same. Therefore, 
the change in capacitance can be detected accurately, so that 
the sensitivity of detection is improved. 
0017 Preferably, the auxiliary line includes a first auxil 
iary line and a second auxiliary line arranged outsides the 
lines at the both ends of one or both of the plurality of first 
lines and the plurality of second lines in terms of the direction 
of arrangement thereof, and the first auxiliary line and the 
second auxiliary line generate the parasitic capacitances with 
respect to the lines at both ends respectively. In this arrange 
ment, since the parasitic capacitances may be added to the 
lines located at the both ends of the distribution area by the 
first auxiliary line and the second auxiliary line, the capaci 
tances which are parasitic on the respective plurality of lines 
may be equalized. Therefore, the change in capacitance can 
be detected accurately, so that the sensitivity of detection is 
improved. 
0018 Preferably, the plurality of first line extend from one 
of the ends of the plurality of first electrodes in the input area 
to the plurality of first terminals so as to extend along an end 
side of the input area, the auxiliary line includes a first aux 
iliary line and a second auxiliary line arranged outsides the 
lines at the both ends of the plurality of first lines in terms of 
the direction of arrangement thereof, and the first auxiliary 
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line and the second auxiliary line generate the parasitic 
capacitances with respect to the lines at the both ends respec 
tively. 
0019 Preferably, the first auxiliary line constitutes a 
shield line which surrounds the input area on the outer periph 
eral side. In this configuration, the influence of noise entering 
from the outside is prevented. Therefore the change in capaci 
tance is detected accurately, so that the sensitivity of detection 
is improved. 
0020 Preferably, the plurality of second lines extends 
from the both ends of the plurality of second electrodes in the 
display area to the plurality of second terminals, the plurality 
of second lines extending from the one of the both ends of the 
plurality of second electrodes has a different length from the 
plurality of second lines extending from the other ends, the 
auxiliary line extends at least outside the line located on the 
opposite side from the input area from between the lines 
arranged at both ends of the plurality of longer second lines in 
terms of the direction of arrangement of the lines. The second 
line located at the end on the side of the input area from 
between the both ends of the second distribution area extend 
ing from the second input area to the second signal input/ 
output area extends in parallel to second translucent electrode 
patterns, and the parasitic capacitance is generated with 
respect to the second translucent electrode patterns, so that 
the auxiliary line is provided only at the end opposite from the 
side of the input area. 
0021. According to a second aspect of the invention, there 

is provided an electrostatic capacitance input device includ 
ing a plurality of first electrodes extending in a first direction 
and a plurality of second electrodes extending in a second 
direction intersecting the first direction including a plurality 
of first lines extending in parallel to each other from the 
plurality of first electrodes to a plurality of first terminals, and 
a plurality of second lines extending in parallel to each other 
from the plurality of second electrode to a plurality of second 
terminals, the first lines and the second lines being formed 
outside the input area, and one or both of the plurality of first 
lines and the plurality of second lines include one line and 
lines being arranged on both sides of the one line and being 
different in terms of the length of a portion which extends in 
parallel to the one line, and the distance from the one line is 
wider on the side of the line being longer interms of the length 
of the portion which extends in parallel to the one line than on 
the side of the line being shorter in terms of the length of the 
portion which extends in parallel to the one line. The long 
lines have a larger parasitic capacitance by an amount corre 
sponding to the long opposing length with respect to the 
adjacent line. However, since the distance between the adja 
cent lines is increased, the parasitic capacitance may be 
reduced. Therefore, the capacitances which are parasitic on 
the plurality of lines are all equivalent, the change in capaci 
tance can be detected accurately, so that the sensitivity of 
detection is improved. 
0022. When configuring a display apparatus with an input 
function using the electrostatic capacitance input device to 
which the invention is applied, an image forming apparatus is 
overlapped on the opposite side from an input Surface in the 
electrostatic capacitance input device. 
0023 The display apparatus with an input function to 
which the invention is applied may be used in electronic 
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apparatuses such as mobile phone sets, electronic data books, 
and terminal devices such as POS terminals. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0024. The invention will be described with reference to the 
accompanying drawings, wherein like numbers reference like 
elements. 
0025 FIG. 1 is an explanatory drawing schematically 
showing a configuration of a display apparatus with an input 
function to which the invention is applied. 
0026 FIG. 2 is an explanatory drawing schematically 
showing a planer configuration of the display apparatus with 
an input function to which the invention is applied. 
0027 FIG.3A is an explanatory drawing showing a planer 
configuration of translucent electrode patterns formed on an 
input device to which the invention is applied. 
0028 FIG. 3B is a cross-sectional view taken along the 
line IIIB-IIIB. 
0029 FIG. 3C is a schematic cross-sectional view of the 
input device showing a connecting structure between the 
translucent electrode patterns and metal lines. 
0030 FIG. 4 is an explanatory drawing showing an 
example of configuration of first lines formed in the input 
device to which the invention is applied. 
0031 FIG. 5 is an explanatory drawing showing an 
example of configuration of the first line formed in the input 
device according to a reference example drawing in the inven 
tion. 
0032 FIG. 6 is an explanatory drawing showing an 
example of configuration of second lines formed in the input 
device to which the invention is applied. 
0033 FIG. 7 is an explanatory drawing showing a configu 
ration of the second lines formed in the input device accord 
ing to a reference example in the invention. 
0034 FIG. 8 is an explanatory drawing of an electronic 
apparatus in which a display apparatus with an input function 
according to the invention. 
0035 FIG. 9 is an explanatory drawing schematically 
showing a planer configuration of the display apparatus with 
an input function according to a reference example in the 
invention. 

DESCRIPTION OF EXEMPLARY 
EMBODIMENTS 

0036 Referring now to the drawings, embodiments of the 
invention will be described. In the drawings referred to in the 
following description, Scaling is differentiated among respec 
tive layers or members in order to make the respective layers 
and members recognizable in the drawing. 

General Configuration 
0037 FIG. 1 and FIG. 2 are respectively an explanatory 
drawing schematically showing a configuration of a display 
apparatus with an input function to which the invention is 
applied, and an explanatory drawing schematically showing a 
planar configuration of the display apparatus with an input 
function. In FIG. 2, the numbers of first translucent electrode 
patterns, second translucent electrode patterns, or lines are 
reduced from the actual numbers. 
0038. In FIG. 1, a display apparatus with an input function 
100 generally includes a liquid crystal device 50 of an active 
matrix type as an image forming apparatus, and a panel 
shaped input device 10 (touch panel) arranged so as to be 
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overlapped with a surface of the image forming apparatus in 
the side where a display light is emitted from. The liquid 
crystal device 50 includes a translucent, reflective, or trans 
flective liquid crystal panel 50a, and in the case of the trans 
lucent or the transflective liquid crystal panel, a backlight 
device (not shown) is arranged on the opposite side from the 
side where the display light is emitted from. In the liquid 
crystal device 50, a wave plate and a polarizing plate (not 
shown) are arranged so as to be overlapped with the liquid 
crystal panel 50a. The liquid crystal panel 50a includes an 
element substrate 51, an opposed substrate 52 arranged so as 
to oppose the element Substrate 51, and a liquid crystal layer 
held between the opposed substrate 52 and the element sub 
strate 51, and a flexible substrate 53 is connected to the 
element substrate 51 in an area protruded from an edge of the 
opposed substrate 52. The element substrate 51 may include 
a drive IC mounted by COG (Chip-on-Glass) mounting. In 
either cases, the liquid crystal device 50 is able to display 
moving images and still images, and displays instruction 
images corresponding to entered data when entering data in 
the input device 10. Therefore, a user is able to enter data by 
touching the instruction images displayed on the input device 
10 with his/her finger. 
0039. The input device 10 is an electrostatic capacitance 
touch panel and includes a translucent Substrate 15, a trans 
lucent cover substrate 40 adhered to the translucent substrate 
15 via an adhesive agent layer (translucent resin layer), 
described later, and a flexible substrate 19 connected to an end 
of the translucent substrate 15. A drive circuit (not shown) for 
detecting an input position in the input device 10 is connected 
to the flexible substrate 19, and a connected area between the 
flexible substrate 19 and the translucent substrate 15 corre 
sponds to a signal input/output area, described later. In the 
input device 10, an input surface 10b is configured by an 
upper surface of the cover substrate 40, and a substantially 
center area of the cover substrate 40 corresponds to an input 
area 10a used for entry by a finger tip. 
0040. As shown in FIG. 2, in an area corresponding to the 
input area 10a of the surface on the side of the input surface 
10b of the translucent substrate 15, a plurality of rows of first 
translucent electrode patterns 11 extending in a first direction 
indicated by an arrow X and a plurality of rows of second 
translucent electrode patterns 12 extending in a second direc 
tion intersecting the first direction indicated by an arrow Y. 
0041. In the input device 10 having the configuration as 
described above, when a Voltage is applied in sequence to the 
plurality of first translucent electrode patterns 11 and the 
second translucent electrode patterns 12 to charge the same, if 
a finger as a conductive Substance touches any point in the 
input area 10a, a capacitance is provided between the first 
translucent electrode patterns 11 and the second translucent 
electrode patterns 12 and the finger. Consequently, the elec 
trostatic capacitance is lowered, so that a point which is 
touched by the finger is detected. 

Configuration of Input Area 

0042 FIGS. 3A, 3B, and 3C are respectively an explana 
tory drawing showing a planer configuration of translucent 
electrode patterns formed on the input device to which the 
invention is applied, a schematic cross-sectional view of the 
input device taken along a position corresponding to the line 
IIIB-IIIB, and a cross-sectional view showing a connecting 
structure between the translucent electrode patterns and metal 
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lines. In FIG. 3A, part of the first translucent electrode pat 
terns and the second translucent electrode patterns is 
extracted. 
0043. As shown in FIGS. 1, 2, 3A, and 3B, the first trans 
lucent electrode patterns 11 and the second translucent elec 
trode patterns 12 are formed on the same surface of the 
translucent substrate 15 in the same layer in the input device 
10 of the embodiment. In the input area 10a, since the first 
translucent electrode patterns 11 and the second translucent 
electrode patterns 12 are formed on the same surface of the 
translucent substrate 15 in the same layer, there exist a plu 
rality of intersecting portions 18 between the first translucent 
electrode patterns 11 and the second translucent electrode 
patterns 12. Therefore, in this embodiment, at all the plurality 
of intersecting portions 18, one of the first translucent elec 
trode patterns 11 and the second translucent electrode pat 
terns 12 are connected at the intersecting portions 18, while 
the other translucent electrode patterns are disconnected. In 
this embodiment, at all the plurality of intersecting portions 
18, the first translucent electrode patterns 11 are connected 
and the second translucent electrode patterns 12 are discon 
nected. On the upper side of the first translucent electrode 
patterns 11 and the second translucent electrode patterns 12, 
a translucent inter-layer insulation film 4b is formed Substan 
tially entirely of the input area 10a and over a peripheral area 
10e located outside the input area 10a, and translucent relay 
electrodes 5a for electrically connecting the second translu 
cent electrode patterns 12 which are disconnected at the inter 
secting portions 18 with respect to each other are formed on 
the upper side of the translucent inter-layer insulation film 4b 
via contact holes 4c of the inter-layer insulation film 4b. 
Therefore, the second translucent electrode patterns 12 are 
electrically connected in the direction Y. 
0044) The first translucent electrode patterns 11 and the 
second translucent electrode patterns 12 includes a rhombus 
shaped large-area pad portions 11a and 12a (large-area por 
tion) in areas interposed between the intersecting portions 18 
respectively, and the connecting portions 11c located at the 
intersecting portions 18 have an elongated shape narrower 
than the pad portions 11a in the first translucent electrode 
patterns 11. The relay electrodes 5a are also formed into an 
elongated rectangular shape which is narrower than the pad 
portions 11a and 12a. 
0045. In the translucent substrate 15 configured as 
described above, the translucent cover substrate 40 is adhered 
thereto on a surface where the first translucent electrode pat 
terns 11 and the second translucent electrode patterns 12 are 
formed in the input area 10a by an adhesive agent layer 30. 
0046. Also, in the translucent substrate 15, a plurality of 
metal lines 9a for electrically connecting the first translucent 
electrode patterns 11 and the second translucent electrode 
patterns 12 respectively are formed on the outer area (periph 
eral area 10e) of the input area 10a, and ends of the metal lines 
9a constitute terminals 19a for connecting the flexible sub 
Strate 19. The metal lines 9a constitute first lines 911 to 919 
and second lines 921 to 926 and 929 which will be described 
referring to FIG. 2. 
0047. In the input device 10 configured as described 
above, in this embodiment, the presence of the first translu 
cent electrode patterns 11 and the second translucent elec 
trode patterns 12 is visible due to the difference in reflecting 
power between an area where the first translucent electrode 
patterns 11 and the second translucent electrode patterns 12 
are formed and an area where the first translucent electrode 
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patterns 11 and the second translucent electrode patterns 12 
are not formed, so that the appearance is deteriorated. 
Accordingly, in this embodiment, materials and the thick 
nesses of the first translucent electrode patterns 11 and the 
second translucent electrode patterns 12 are set on the basis of 
a reflection preventing technology utilizing an optical inter 
ference for the purpose of preventing the lowering of the 
appearance. The reflection preventing technology utilizing 
the optical interference is a technology to alleviate the 
reflected light by inverting the phases of the reflected lights 
reflected from the surface of a thin film and from a boundary 
between the substrate and the thin film for cancelling the 
reflected lights with respect to each other. In other words, the 
refractive index (n0) of an air layer, the refractive index (n) 
and a film thickness (d) of the thin film, and the refractive 
index (n) of the substrate satisfy the following expression; 

nxid=24, 

the refractive index at a wavelength (nm) becomes 0%. By 
utilizing the reflection preventing technology, the difference 
in reflecting power between the area where the first translu 
cent electrode patterns 11 and the second translucent elec 
trode patterns 12 are formed and the area where the first 
translucent electrode patterns 11 and the second translucent 
electrode patterns 12 are not formed is resolved, so that the 
presence of the first translucent electrode patterns 11 and the 
second translucent electrode patterns 12 is made invisible. 
Therefore, in this embodiment, the first translucent electrode 
patterns 11 and the second translucent electrode patterns 12 
are formed of ITO films 3a, and multilayer films 20 for 
realizing the reflection preventing structure are formed 
between the first translucent electrode patterns 11 and the 
translucent substrate 15 and between the second translucent 
electrode patterns 12 and the translucent substrate 15. As the 
multilayer film 20, for example, a laminated film composed of 
an ITO film 1a and a silicon oxide film 2a may be used. The 
first translucent electrode patterns 11 and the second translu 
cent electrode patterns 12 may be formed of IZO (Indium 
Zinc Oxide) films. Laid Around Structure of Lines 
0048 Referring again to FIG. 2, in this embodiment, a first 
distribution area 955 having the plurality of first lines 911 to 
919 extending from the plurality of first translucent electrode 
patterns 11 to a first signal input/output area 950 in parallel to 
each other is formed in the peripheral area 10e located outside 
the input area 10a on the translucent substrate 15. The first 
signal input/output area 950 is arranged on one side of the 
input area 10a in terms of the direction Y, and the first distri 
bution area 955 extends from one end side 10s of the input 
area 10a in terms of the direction X along the end side 10s to 
the first signal input/output area 950 while being bent by a 
plurality of portions. Therefore, in this embodiment, the first 
distribution area 955 (the first lines 911 to 919) includes a 
portion 955d extending linearly in the direction X from the 
first translucent electrode patterns 11 in the peripheral area 
10e, a portion 955c bent at a right angle from the portion 955d 
along the end side 10s of the input area 10a in the direction Y. 
a portion 955b bent at a right angle from the portion 955c in 
the direction X toward an area interposed between the first 
signal input/output area 950 and the input area 10a, and a 
portion 955a bent at a right angle from the portion 955b in the 
direction Y toward the first signal input/output area 950. 
0049. In the peripheral area 10e located outside the input 
area 10a on the translucent substrate 15, the plurality of 
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second lines 921 to 926 and 929 extending from the plurality 
of second translucent electrode patterns 12 extend to a second 
signal input/output area 960. The second signal input/output 
area 960 is also arranged on one side of the input area 10a in 
terms of the direction Y like the first signal input/output area 
950, and the second signal input/output area 960 and the first 
signal input/output area 950 are arranged linearly along the 
side of the translucent substrate 15. 
0050. The input area 10a is divided into a first input area 
101 a positioned on the side of the second signal input/output 
area 960 in terms of the direction Y and a second input area 
102a positioned on the opposite side from the second signal 
input/output area 960 in terms of the direction Y and, in 
association with this, the second translucent electrode pat 
terns 12 are also divided between the first input area 101a and 
the second input area 102a. Therefore, the distribution area 
(second distribution area) extending from the plurality of 
second translucent electrode patterns 12 is divided into two 
areas, and in a short distance second distribution area 961 
from these two areas having second lines 929 extending from 
the first input area 101 a toward the second signal input/output 
area 960 aligned in parallel, the second lines 929 extend at a 
sufficient distance from each other by substantially the same 
length. Therefore, even when the distribution resistance and 
the parasitic capacitance are varied among the second lines 
929, it does not cause any problem because the level of itself 
is low. 
0051. In contrast, a long distance second distribution area 
962 extending from the second input area 102a toward the 
second signal input/output area 960 extends from an end side 
10t positioned on the side of the input area 10a opposite from 
the second signal input/output area 960 along an end side 10u 
of the input area 10a on the opposite side from an end side 10s 
in terms of the direction X to the second signal input/output 
area 960 while being bent by a plurality of positions. There 
fore, in this embodiment, the long distance second distribu 
tion area 962 (the second lines 921 to 926) includes a portion 
962e extending linearly in the direction Y from the end side 
10t of the input area 10a on extensions of the second trans 
lucent electrode patterns 12, a portion 962d extending in the 
direction X from the portion 962e in parallel to the end side 
10t, a portion 962c bent at a right angle from the portion 962d 
in the directionYalong the end side 10u of the input area 10a, 
a portion 962b bent at a right angle from the portion 962c in 
the directionX toward an area interposed between the second 
signal input/output area 960 and the input area 10a, and a 
portion 962a bent at a right angle from the portion 962b in the 
direction Y toward the second signal input/output area 960. 

Countermeasure for Variations in Parasitic 
Capacitance and Distribution Resistance 

0052. As described in conjunction with FIG. 2, since the 
first distribution area 955 extends from the one end side 10s of 
the input area 10a in terms of the directionX to the first signal 
input/output area 950 along the end side 10s, the lengths of 
the respective first lines 911 to 919 are significantly different 
from each other and the lines are close to each other in the first 
distribution area 955. Therefore, in this configuration, the 
capacitances which are parasitic between the adjacent lines or 
the distribution resistances of the respective lines are signifi 
cantly different among the plurality of first lines 911 to 919. In 
the case of the first lines 911 and 919 which are located at both 
ends in terms of the direction of arrangement of the lines (the 
direction of the width of the first distribution area 955) from 
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among the first lines 911 to 919, the parasitic capacitance is 
Small since each of them has the adjacent line only on one side 
thereof. 

0053. The long distance second distribution area 962 
extends to the second signal input/output area 960 from the 
end side 10t of the input area 10a along the end side 10u, the 
lengths of the respective second lines 921 to 926 are signifi 
cantly different from each other and the lines are close to each 
other in the long distance second distribution area 962. There 
fore, in this configuration, the capacitances which are para 
sitic between the adjacent lines and the distribution resis 
tances of the respective lines are significantly different among 
the plurality of second lines 921 to 926. In the case of the 
second line 926 which is located at an outer end (an end on the 
side apart from the input area 10a) in terms of the direction of 
arrangement of the lines (the direction of the width of the long 
distance second distribution area 962) from among the sec 
ond lines 921 to 926, the parasitic capacitance is small since 
it has the adjacent line only on one side thereof. The second 
line 921 which is located at an inner end (an end close to the 
input area 10a) from among the second lines 921 to 926 is in 
parallel with bottom sides of pad potions divided into a tri 
angle shape of the first translucent electrode patterns 11, and 
hence has a parasitic capacitance close to the second lines 922 
to 925 passing on the inner side in terms of the direction of the 
width of the long distance second distribution area 962. 
0054. In order to solve the line-to-line variations in para 
sitic capacitance, in this embodiment, a first auxiliary line971 
and a second auxiliary line 972 extend along the both ends of 
the first distribution area 955 so as to generate the parasitic 
capacitance with respect to the first lines 911 and 919 extend 
ing at the both ends. From between the first auxiliary line 971 
and the second auxiliary line 972, the first auxiliary line 971 
includes the portion 955d extending linearly in the direction 
X in the peripheral area 10e, the portion 955c bent at a right 
angle from the portion 955d along the end side 10s of the 
input area 10a in the direction Y, the portion 955b bent at a 
rightangle from the portion 955c in the directionX toward the 
area interposed between the first signal input/output area 950 
and the input area 10a, and the portion 955a bent at a right 
angle from the portion 955b in the direction Y toward a 
position adjacent to the first signal input/output area 950 like 
the first distribution area 955 (first lines 911 to 919). The 
second auxiliary line 972 also includes the portion 955d 
extending linearly in the direction X in the peripheral area 
10e, the portion 955c bent at a right angle from the portion 
955d along the end side 10s of the input area 10a in the 
direction Y, the portion 955b bent at a right angle from the 
portion 955c in the direction X toward the area interposed 
between the first signal input/output area 950 and the input 
area 10a, and the portion 955a bent at a right angle from the 
portion 955b in the directionY toward the position adjacent to 
the first signal input/output area 950 like the first distribution 
area 955 (first lines 911 to 919). 
0055. In this embodiment, in the long distance second 
distribution area 962 as well, the first auxiliary line 971 
extends along the outer end so as to generate a parasitic 
capacitance with respect to the second line 926 extending at 
the end like the first distribution area 955. Therefore, the first 
auxiliary line 971 includes the portion 962e extending lin 
early in the direction Y, the portion 962d extending in the 
direction X from the portion 962e in parallel to the end side 
10t, the portion 962c bent at a right angle from the portion 
962d in the directionYalong the end side 10u of the input area 
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10a, the portion 962b bent at a right angle from the portion 
962c in the direction X toward the area interposed between 
the second signal input/output area 960 and the input area 
10a, and the portion 962a bent at a right angle from the 
portion 962b in the direction Y toward the side of the second 
signal input/output area 960 like the long distance second 
distribution area 962 (the second lines 921 to 926). 
0056. The first auxiliary line971 here extends at a position 
away from the input area 10a in comparison with the second 
auxiliary line 972, and constitutes an outer peripheral side 
shield line which surrounds the input area 10a on the outer 
peripheral side. The second auxiliary line 972 is retained at 
the same potential as the first auxiliary line 971 and, in this 
embodiment, a constant potential (ground potential) is 
applied on the first auxiliary line971 and the second auxiliary 
line 972. 

0057. When forming the first auxiliary line 971 and the 
second auxiliary line 972, specifically, the first auxiliary line 
971 and the second auxiliary line 972 are formed simulta 
neously with the first lines 911 to 919 and the second lines 921 
to 926 and 929, and the first auxiliary line 971 and the second 
auxiliary line 972 are connected to the outside via terminals 
arranged in parallel in the first signal input/output area 950 
and the second signal input/output area 960, and a ground 
potential is applied from the outside to the first auxiliary line 
971 and the second auxiliary line 972. In this configuration, 
the first auxiliary line 971 and the second auxiliary line 972 
are formed together with the first lines 911 to 917 and the 
second lines 921 to 926 and 929 by the metal lines 9a shown 
in FIG.3C. Therefore, since the first auxiliary line971 and the 
second auxiliary line 972 are formed without providing addi 
tional steps, the productivity is improved. 
0058 When forming the first auxiliary line 971 and the 
second auxiliary line 972, the first auxiliary line 971 and the 
second auxiliary line972 may beformed in the different layer 
from the first lines 911 to 919 ad the second lines 921 to 926 
and 929. For example, as shown in FIG. 3C, it is also possible 
to cover the first lines 911 to 919 and the second lines 921 to 
926 and 929 with the inter-layer insulation film 4b, form the 
first auxiliary line 971 and the second auxiliary line972 on the 
upper side of the inter-layer insulation film 4b, and connect 
the first auxiliary line971 and the second auxiliary line972 to 
the terminals arranged in parallel in the first signal input/ 
output area 950 and the second signal input/output area 960 in 
parallel via an area from which the inter-layer insulation film 
4b is removed. In this case as well, the first auxiliary line 971 
and the second auxiliary line972 may simply be connected to 
the outside via the terminals and applied with a ground poten 
tial from the outside. In this configuration, the short-circuit 
does not occur even when the first auxiliary line 971 and the 
second auxiliary line 972 are formed so as to intersect the first 
lines 911 to 919 and the second lines 921 to 926 and 929. 
Therefore, a configuration in which the first auxiliary line971 
and the second auxiliary line 972 are connected to each other 
or a configuration in which the first auxiliary line 971 sur 
rounds the entire circumference of the input area 10a on the 
outer peripheral side may be realized. With the configuration 
in which the first auxiliary line 971 and the second auxiliary 
line 972 are connected, the number of terminals for applying 
the ground potential to the first auxiliary line 971 and the 
second auxiliary line 972 may advantageously be reduced. 
With the configuration in which the first auxiliary line 971 
surrounds the entire circumference of the input area 10a on 
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the outer peripheral side, the noise entry into the input area 
10a from the outside is reliably prevented. 
0059. In this embodiment, in the first lines 911 to 919 
formed in the first distribution area 955, the distance between 
the adjacent lines is wider for the lines having a long distri 
bution length than for the lines having a short distribution 
length at least partly in the longitudinal direction. In this 
embodiment, since the distribution length is reduced from the 
first line 911 which is located on the outer side toward the line 
which is located inner side in sequence, the distance between 
the lines being adjacent on the outer side is wider than the 
distance between the lines being adjacent on the inner side at 
least partly in the longitudinal direction. In the first lines 911 
to 919 formed in the first distribution area 955, the width of 
the lines having a long distribution length is wider than the 
width of the lines having a short distribution length. In this 
embodiment, since the distribution length is reduced from the 
first line 911 which is located on the outer side toward the 
lines which are located on the inner side in sequence, the 
width of the lines being located on the outer side is wider than 
the width of the lines being located on the inner side at least 
partly in the longitudinal direction. 
0060. In the second lines 921 to 926 formed in the long 
distance second distribution area 962, the distance between 
the adjacent lines is wider for the lines having a long distri 
bution length than for the lines having a short distribution 
length at least partly in the longitudinal direction. In this 
embodiment, since the distribution length is increased from 
the second line 921 which is located on the inner side toward 
the lines which are located on the outer side in sequence, the 
distance between the lines being adjacent on the outer side is 
wider than the distance between the lines being adjacent on 
the inner side at least partly in the longitudinal direction. In 
the second lines 921 to 926 formed in the long distance 
second distribution area 962, the width of the lines having a 
long distribution length is wider than the width of the lines 
having a short distribution length at least partly in the longi 
tudinal direction. In this embodiment, since the distribution 
length is increased from the second line 921 which is located 
on the inner side toward the lines located on the outer side in 
sequence, the width of the lines being located on the outer side 
is wider than the width of the lines being located on the inner 
side at least partly in the longitudinal direction. 

Examples of Configuration of First Lines 911 to 919 
0061 Referring now to FIG. 4 and FIG. 5, advantages of 
the examples in which the first lines 911 to 919 are configured 
on the basis of the rules described above will be described. 
FIG. 4 is an explanatory drawing showing an example of 
configuration of the first lines 911 to 919 or the like formed in 
the input device 10 to which the invention is applied. In FIG. 
4, in Column 1, Column 2. Column 3, Column 4, Column 5, 
Column 6, and Column 7 from the left to the right, reference 
numerals of the first lines shown in FIG. 2, the portions shown 
in FIG. 2, the lengths of the respective portions, the widths of 
the respective portions, the distance from the first line located 
on the inner side, the parasitic capacitance, and the distribu 
tion resistance are shown. In Column 6, the values in paren 
theses are values of the capacitance being parasitic with 
respect to the line located on the inner side. The lengths and 
the widths of the first lines 911 to 919 are shown for the 
respective portions 955a to 955d shown in FIG. 2. 
0062 FIG.5is an explanatory drawing showing a configu 
ration of the first lines 911 to 919 formed in the input device 
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10 according to a reference example in the invention, which 
corresponds to an example in which the distances between all 
the first lines 911 to 919 are equalized without forming the 
first auxiliary line 971 and the second auxiliary line 972 in the 
configuration shown in FIG. 2. Columns 1 to 7 in FIG. 5 
correspond to Columns 1 to 7 in FIG. 4. 
0063. The parasitic capacitances shown in FIG. 4 and FIG. 
5 are values calculated on the basis of the dielectric constant 
of an insulation layer which covers the periphery of the lines, 
the width of the line, the distance between the lines, and the 
opposed length between the lines. 
0064. As is understood from FIG.4, in the first lines 911 to 
919, the first lines 911 and 919 located at the both ends are 
formed with the first auxiliary line 971 and the second auxil 
iary line 972, and the distance between the first line 911 and 
the first line912 is 55um at the portions 955b and 955c, while 
the distance between the first line 912 and the first line 913 is 
45 um at the portion 955b and 955c. In this manner, the 
distance between the adjacent lines is wider for the lines 
having a long distribution length than for the lines having a 
short distribution length at least partly in the longitudinal 
direction. Therefore, the capacitance value which is parasitic 
on the first line 911 is 4.88 pF which is the sum of the 
capacitances of the first auxiliary line 971 and the first line 
912, and is equivalent to the capacitance values (4.83 to 5.04 
pF) which are parasitic on other first lines 912 to 918. The 
capacitance value which is parasitic on the first line 919 is 
4.82 pF which is the sum of the capacitances of the second 
auxiliary line 972 and the first line 918, and is equivalent to 
the capacitance values (4.83 to 5.04 pF) which are parasitic on 
other first lines 912 to 918. 
0065. Furthermore, in the first lines 911 to 919, the dimen 
sion of a narrowest portion of the longest first line 911 is 65 
um, while the dimension of a narrowest portion of the first line 
912 is 60 lum. In this manner, the width of the lines having a 
long distribution length is wider than the width of the lines 
having a short distribution length at least partly in the longi 
tudinal direction. Therefore, the distribution resistance of the 
first line 911 is 375C2, and is substantially equivalent to the 
electric resistance (389 to 531S2) of other first liens 912 to 
919. The sheet resistance of the metal line is 0.2927 . 
0.066. In contrast, as is understood from FIG. 5, when the 
rules in the invention are not applied, for example, when the 
distribution distance is equalized among all the first lines 911 
to 919, the capacitance values which are parasitic on the first 
lines 911 to 919 are significantly varied from 4.01 to 12.87 pF. 
However, the distribution resistances of the first lines 911 to 
919 are substantially equivalent from 233 to 3072, since the 
widths of the lines are adjusted in this reference example. 
0067. The configuration described in conjunction with 
FIG. 4 and FIG. 5 is illustrative only, and various modifica 
tions may be made without departing from the scope of the 
invention. 

Examples of Configuration of Second Lines 921 to 
926 

0068 Referring now to FIG. 6 and FIG. 7, advantages of 
the example in which the second lines 921 to 926 are config 
ured on the basis of the rules according to the invention will be 
described. 
0069 FIG. 6 is an explanatory drawing showing an 
example of configuration of the second lines 921 to 926 or the 
like formed in the input device 10 to which the invention is 
applied. In FIG. 6, in Column 1, Column 2, Column 3, Col 
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umn 4, Column 5, Column 6, and Column 7 from the left to 
the right, reference numerals of the first lines shown in FIG.2, 
the portions shown in FIG. 2, the lengths of the respective 
portions, the widths of the respective portion, the distance 
from the first line located on the inner side, the parasitic 
capacitance, and the distribution resistance are shown. In 
Column 6 where the parasitic capacitance is shown, the val 
ues in parentheses are values of the capacitance which is 
parasitic with respect to the line located on the outer side. A 
value attached with an asterisk is a value of the capacitance 
which is parasitic between the second line 921 and the first 
translucent electrode patterns 11. The lengths and the widths 
of the second lines 921 to 926 are shown for the respective 
portions 962a to 962e shown in FIG. 2. 
0070 FIG. 7 is an explanatory drawing showing a configu 
ration of the second lines 921 to 926 formed in the input 
device 10 according to a reference example in the invention, 
which corresponds to an example in which the distances of all 
the second lines 921 to 926 are equalized without forming the 
first auxiliary line 971 and the second auxiliary line 972 in the 
configuration shown in FIG. 2. Columns 1 to 7 in FIG. 7 
correspond to Columns 1 to 7 in FIG. 6. 
0071. The parasitic capacitances shown in FIG. 6 and FIG. 
7 are values calculated on the basis of the dielectric constant 
of an insulation layer which covers the periphery of the lines, 
the width of the line, the distance between the lines, and the 
opposed length between the lines. 
0072. As is understood from FIG. 6, in the second lines 
921 to 926, the second line 926 located at the outermost 
position is formed with the first auxiliary line 971 and the 
distance between the second line 926 and the second line 925 
is 56 um at the portions 962b, 962C, and 962d, while the 
distance between the second line 923 and the second line 922 
is 45um at the portions 962b, 962C, and 962d. In this manner, 
the distance between the adjacent lines is wider for the lines 
having a long distribution length than for the lines having a 
short distribution length at least partly in the longitudinal 
direction. Therefore, the capacitance which is parasitic on the 
second line 926 is 6.22 pF which is the sum of the capaci 
tances of the first auxiliary line 971 and the second line 925, 
and is equivalent to the capacitance values (6.14 to 6.31 pF) 
which are parasitic on other second lines 922 to 925. The 
capacitance value which is parasitic on the second line 921 is 
4.68 pF, and when a numeric value of 1.61 pF attached with an 
asterisk (the value of the capacitance which is parasitic 
between the second line 921 and the first translucent electrode 
patterns 11) is considered, it becomes 6.29 pF, which is 
equivalent to the capacitance values (6.14 to 6.31 pF) which 
are parasitic on other second lines 922 to 925. 
0073. Furthermore, in the second lines 921 to 926, the 
dimension of a narrowest portion of the longest second line 
926 is 70 um, while the dimension of a narrowest portion of 
the second line 922 is 65um. In this manner, the width of the 
lines having a long distribution length is wider than the width 
of the lines having a short distribution length at least partly in 
the longitudinal direction. Therefore, the distribution resis 
tance of the second line 926 is 51192, and is the substantially 
equivalent to the electric resistance (418 to 48492) of other 
Second lines 921 to 925. 

0074. In contrast, as is understood from FIG. 7, when the 
rules in the invention are not applied, the capacitance values 
which are parasitic on the second lines 921 to 926 are signifi 
cantly varied from 9.41 to 20.62 pF. However, the distribution 
resistances of the second lines 921 to 926 are substantially 
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equivalent from 376 to 42692, since the widths of the lines are 
adjusted in this reference example. 
0075. The configuration described in conjunction with 
FIG. 6 and FIG. 7 is illustrative only, and various modifica 
tions may be made without departing from the scope of the 
invention. 

Main Advantages of the Embodiment 
0076. As described above, in the case of the lines at the 
ends of the first distribution area 955 and the long distance 
second distribution area 962, the parasitic capacitance has a 
tendency to be reduced since the adjacent line is present only 
on one side. However, in this embodiment, since the first 
auxiliary line 971 and the second auxiliary line 972 are pro 
vided so as to extend along the ends of the first distribution 
area 955 and the long distance second distribution area 962, 
the equivalent capacitances as other lines are parasitic on the 
lines at the ends. Therefore, the capacitances which are para 
sitic on the respective lines are equivalent, the change in 
capacitance can be detected accurately, so that the sensitivity 
of detection is improved. 
0077. In addition, since the shield line which surrounds the 
input area 10a on the outer peripheral side is configured by the 
first auxiliary line 971, the influence of noise entering from 
the outside is prevented. Therefore the change in capacitance 
is detected accurately, so that the sensitivity of detection is 
improved. 
0078 Since the distance between the adjacent lines and 
the width of the line are adequately adjusted depending on the 
distribution length, the capacitances which are parasitic on 
the respective lines are equivalent. Therefore, the change in 
capacitance can be detected accurately, so that the sensitivity 
of detection is improved. 

Other Embodiments 

0079. In the embodiment shown above, the liquid crystal 
device 50 is employed as the image forming apparatus. How 
ever, the organic electroluminescence apparatus or a plasma 
display apparatus may be used as the image forming appara 
tuS. 

0080. In the embodiment shown above, only the first aux 
iliary line 971 is provided in the long distance second distri 
bution area 962. However the second auxiliary line 972 may 
be provided also in the inner peripheral side of the long 
distance second distribution area 962 depending on the layout 
or the like. 
0081. In the embodiment shown above, the example in 
which the input area 10a is divided has been described. How 
ever, even though the input area 10a is not divided, the present 
invention may be applied when the parasitic capacitance and 
the distribution resistance are varied among the lines. 

Example of Application to Electronic Apparatus 

0082) Subsequently, an electronic apparatus to which the 
display apparatus with an input function 100 according to the 
embodiment described above is applied will be described. A 
configuration of a mobile-type personal computer having the 
display apparatus with an input function 100 is shown in FIG. 
8A. A personal computer 2000 includes the display apparatus 
with an input function 100 as a display unit and a body portion 
2010. The body portion 2010 is provided with a power source 
switch 2001 and a keyboard 2002. A configuration of a mobile 
telephone set provided with the display apparatus with an 
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input function 100 is shown in FIG. 8B. A mobile telephone 
set 3000 includes a plurality of operation buttons 3001 and a 
scroll button 3002, and the display apparatus with an input 
function 100 as the display unit. The screen displayed on the 
display apparatus with an input function 100 is scrolled by 
operating the scroll button 3002. A configuration of a data 
mobile terminal (PDA: Personal Digital Assistants) to which 
the display apparatus with an input function 100 is applied is 
shown in FIG. 8C. A data mobile terminal 4000 includes a 
plurality of operation buttons 4001 and a power source switch 
4002, and the display apparatus with an input function 100 as 
the display unit. When the power source switch 4002 is oper 
ated, various data Such as an address book or schedule are 
displayed on the display apparatus with an input function 100. 
I0083. As the electronic apparatus to which the display 
apparatus with an input function 100 is applied includes ter 
minal apparatuses such as digital still cameras, liquid crystal 
TV sets, car navigation systems, pagers, electronic 
databooks, word processors, work stations, TV telephones, 
POS terminals in addition to those shown in FIG. 8A to 8C. 

What is claimed is: 
1. An electrostatic capacitance input device having a plu 

rality of first electrodes extending in a first direction and a 
plurality of second electrodes extending in a second direction 
intersecting the first direction in an input area, comprising: 

a plurality of first lines extending in parallel to each other 
from the plurality of first electrodes to a plurality of first 
terminals, and 

a plurality of second lines extending in parallel to each 
other from the plurality of second electrode to a plurality 
of second terminals, 

the first lines and the second lines being formed outside the 
input area, and 

an auxiliary line extending outside at least one of the lines 
at both ends in terms of the direction of arrangement of 
one or both of the plurality of first lines and the plurality 
of second lines, the auxiliary line generating a parasitic 
capacitance with respect to the at least one of the lines. 

2. The electrostatic capacitance input apparatus according 
to claim 1, wherein one or both of the plurality of first lines 
and the plurality of second lines include one line and lines 
being arranged on both sides of the one line and being differ 
ent interms of the length of a portion which extends in parallel 
to the one line, and the distance from the one line is wider on 
the side of the line being longer in terms of the length of the 
portion which extends in parallel to the one line than on the 
side of the line being shorter in terms of the length of the 
portion which extends in parallel to the one line. 

3. The electrostatic capacitance input apparatus according 
to claim 1, wherein one or both of the plurality of first lines 
and the plurality of second line include lines being different in 
terms of the length, and the width of the lines having a long 
distribution length is at least partly wider than the lines having 
a short distribution length. 

4. The electrostatic capacitance input apparatus according 
to claim 1, wherein the auxiliary line includes a first auxiliary 
line and a second auxiliary line arranged outsides the lines at 
the both ends of one or both of the plurality of first lines and 
the plurality of second lines in terms of the direction of 
arrangement thereof, and the first auxiliary line and the sec 
ond auxiliary line generate the parasitic capacitances with 
respect to the lines at both ends respectively. 

5. The electrostatic capacitance input device according to 
claim 1, wherein the plurality of first line extend from one of 
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the ends of the plurality of first electrodes in the input area to 
the plurality of first terminals so as to extend along an end side 
of the input area, 

the auxiliary line includes a first auxiliary line and a second 
auxiliary line arranged outsides the lines at the both ends 
of the plurality of first lines in terms of the direction of 
arrangement thereof, and the first auxiliary line and the 
second auxiliary line generate the parasitic capacitances 
with respect to the lines at the both ends respectively. 

6. The electrostatic capacitance input device according to 
claim 4, wherein the first auxiliary line constitutes a shield 
line which surrounds the input area on the outer peripheral 
side. 

7. The electrostatic capacitance input device according to 
claim 1, wherein the plurality of second lines extends from 
the both ends of the plurality of second electrodes in the 
display area to the plurality of second terminals, 

the plurality of second lines extending from the one of the 
both ends of the plurality of second electrodes has a 
different length from the plurality of second lines 
extending from the other ends, 

the auxiliary line extends at least outside the line located on 
the opposite side from the input area from between the 
lines arranged at both ends of the plurality of longer 
second lines in terms of the direction of arrangement of 
the lines. 

8. An electrostatic capacitance having a plurality of first 
electrodes extending in a first direction and a plurality of 
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second electrodes extending in a second direction intersect 
ing the first direction comprising: 

a plurality of first lines extending in parallel to each other 
from the plurality of first electrodes to a plurality of first 
terminals, and 

a plurality of second lines extending in parallel to each 
other from the plurality of second electrode to a plurality 
of second terminals, 

the first lines and the second lines being formed outside the 
input area, and 

one or both of the plurality of first lines and the plurality of 
second lines include one line and lines being arranged on 
both sides of the one line and being different in terms of 
the length of a portion which extends in parallel to the 
one line, and the distance from the one line is wider on 
the side of the line being longer in terms of the length of 
the portion which extends in parallel to the one line than 
on the side of the line being shorter in terms of the length 
of the portion which extends in parallel to the one line. 

9. A display apparatus with an input function comprising 
the electrostatic capacitance input device according to claim 
1, wherein an image forming apparatus is overlapped on the 
opposite side from an input surface in the electrostatic capaci 
tance input device. 

10. An electronic apparatus comprising the display appa 
ratus with an input function according to claim 9. 

c c c c c 
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