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(57) ABSTRACT 

A hydraulic fracturing system for fracturing a subterranean 
formation includes an electric powered pump having an inlet 
and an outlet, the outlet coupled to a well associated with the 
subterranean formation and powered by at least one electric 
motor. The system also includes a fluid source, coupled to 
the inlet of the electric powered pump, the fluid source 
providing a slurry for injection into the subterranean forma-
tion. The system further includes a hose extending between 
the fluid source and the electric powered pump, the hose 
being flexible and having a first diameter. The system 
includes a fitting between the hose and the electric powered 
pump, the fitting having a first end for receiving the hose at 
the first diameter and a second end for coupling to the 
electric powered pump at a second diameter, the second 
diameter being larger than the first diameter. 
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SYSTEM AND METHOD FOR INTEGRATED 
FLOW SUPPLY LINE 

CROSS REFERENCE TO RELATED 
APPLICATION 

This application is a continuation of U.S. patent applica-
tion Ser. No. 16/728,359 filed Dec. 27, 2019, titled SYS-
TEM AND METHOD FOR INTEGRATED FLOW SUP-
PLY LINE, the entirety of the disclosure of which is 
incorporated by reference herein. 

BACKGROUND 

1. Technical Field 

This disclosure relates generally to hydraulic fracturing 
and more particularly to systems and methods for fluid 
supply lines utilized in hydraulic fracturing. 

2. Background 

With advancements in technology over the past few 
decades, the ability to reach unconventional sources of 
hydrocarbons has tremendously increased. Horizontal drill-
ing and hydraulic fracturing are two such ways that new 
developments in technology have led to hydrocarbon pro-
duction from previously unreachable shale formations. 
Hydraulic fracturing (fracturing) operations typically 
require powering numerous components in order to recover 
oil and gas resources from the ground. For example, hydrau-
lic fracturing usually includes pumps that inject fracturing 
fluid down the wellbore, blenders that mix proppant into the 
fluid, cranes, wireline units, and many other components 
that all must perform different functions to carry out frac-
turing operations. 

Hydraulic fracturing operations often try to increase flow 
rates through fracturing pumps in order to reduce opera-
tional times and save costs. However, typical fracturing 
systems have established component sizes and non-standard 
components are challenging to incorporate and may lead to 
errors, as operators may be unfamiliar with the new com-
ponents. One such instance is in fluid flow lines (e.g., hoses) 
utilize to supply fracturing fluid to the pumps. Many flow 
lines utilized in the industry have a 4 inch diameter. How-
ever, this flow diameter limits fluid inlet into the pumps, 
which may be undesirable, because pumps operating at 
lower flow rates and/or pressures than desired may experi-
ence premature wear and failures. Moreover, merely 
increasing hose sizes is not practical because of component 
fittings on the pump and potential problems with flow rates, 
as flow rates that drop below a threshold may experience 
drop out of particulates, leading to blockages and other 
problems at the well site. 

SUMMARY 

Applicant recognized the problems noted above herein 
and conceived and developed embodiments of systems and 
methods, according to the present disclosure, for operating 
electric fracturing pumps. 

In an embodiment, a hydraulic fracturing system for 
fracturing a subterranean formation includes an electric 
powered, multi-plunger pump having an inlet and an outlet, 
the outlet coupled to a well associated with the subterranean 
formation and powered by at least one electric motor, the 
electric powered pump configured to pump fluid into a 

2 
wellbore associated with the well at a high pressure so that 
the fluid passes from the wellbore into the subterranean 
formation and fractures the subterranean formation. The 
system also includes a fluid source, coupled to the inlet of 

5 the electric powered pump, the fluid source providing a 
slurry for injection into the subterranean formation. The 
system further includes a hose extending between the fluid 
source and the electric powered pump, the hose being 
flexible and having a first diameter. The system includes a 

10 fitting between the hose and the electric powered pump, the 
fitting having a first end for receiving the hose at the first 
diameter and a second end for coupling to the electric 
powered pump at a second diameter, the second diameter 
being larger than the first diameter. The system also includes 

15 a distribution system, positioned between the wellbore and 
the electric powered pump, the distribution system collect-
ing the slurry from electric powered pumps for injection into 
the subterranean formation. 

In an embodiment, a hydraulic fracturing system for 
20 fracturing a subterranean formation includes an electric 

powered, multi-plunger pump having an inlet and an outlet, 
the outlet coupled to a well associated with the subterranean 
formation and powered by at least one electric motor, the 
electric powered pump configured to pump fluid into a 

25 wellbore associated with the well at a high pressure so that 
the fluid passes from the wellbore into the subterranean 
formation and fractures the subterranean formation. The 
system also includes a fluid source, coupled to the inlet of 
the electric powered pump, the fluid source providing a 

30 slurry for injection into the subterranean formation. The 
system includes a hose extending between the fluid source 
and the electric powered pump, the hose including a first 
end, for coupling to the fluid source, having a first diameter, 
a second end, for coupling to the inlet of the electric powered 

35 pump, having a second diameter, and a body between the 
first end and the second end having a third diameter, the third 
diameter being less than both the first diameter and the 
second diameter. The system further includes a pair of 
fittings, a first fitting forming the first end and a second 

40 fitting forming the second end, each fitting of the pair of 
fittings having a shank end for receiving at least a portion of 
the body and a union for engaging the respective fluid source 
and electric powered pump. 

In an embodiment, a method for selecting a hose diameter 
45 for a flow line utilized in fracturing operations includes 

determining a first end connection size is a first diameter. 
The method also includes determining a second end con-
nection size is a second diameter. The method further 
includes determining a first flow rate, associated with a first 

50 hose diameter, is below a threshold. The method includes 
determining a second flow rate, associated with a second 
hose diameter, exceeds the threshold. The method also 
includes forming the flow line using the second hose diam-
eter. 

55 

BRIEF DESCRIPTION OF DRAWINGS 

Some of the features and benefits of the present disclosure 
having been stated, others will become apparent as the 

60 description proceeds when taken in conjunction with the 
accompanying drawings, in which: 

FIG. 1 is a schematic plan view of an embodiment of a 
fracturing operation, in accordance with embodiments of the 
present disclosure; 

65 FIGS. 2A and 2B are side views of an embodiment of a 
fitting, in accordance with embodiments of the present 
disclosure; 
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FIG. 3 is a schematic perspective view of an embodiment 
of a flow line, in accordance with embodiments of the 
present disclosure; and 

FIG. 4 is a graphical representation of suction pipe flow 
rates, in accordance with embodiments of the present dis-
closure. 

While the disclosure will be described in connection with 
the preferred embodiments, it will be understood that it is 
not intended to limit the disclosure to that embodiment. On 
the contrary, it is intended to cover all alternatives, modifi-
cations, and equivalents, as may be included within the spirit 
and scope of the disclosure as defined by the appended 
claims. 

DETAILED DESCRIPTION 

The method and system of the present disclosure will now 
be described more fully hereinafter with reference to the 
accompanying drawings in which embodiments are shown. 
The method and system of the present disclosure may be in 
many different forms and should not be construed as limited 
to the illustrated embodiments set forth herein; rather, these 
embodiments are provided so that this disclosure will be 
thorough and complete, and will fully convey its scope to 
those skilled in the art. Like numbers refer to like elements 
throughout. In an embodiment, usage of the term "about" 
includes +/-5% of the cited magnitude. In an embodiment, 
usage of the term "substantially" includes +/-5% of the cited 
magnitude. 

It is to be further understood that the scope of the present 
disclosure is not limited to the exact details of construction, 
operation, exact materials, or embodiments shown and 
described, as modifications and equivalents will be apparent 
to one skilled in the art. In the drawings and specification, 
there have been disclosed illustrative embodiments and, 
although specific terms are employed, they are used in a 
generic and descriptive sense only and not for the purpose of 
limitation. 

When introducing elements of various embodiments of 
the present disclosure, the articles "a", "an", "the", and 
"said" are intended to mean that there are one or more of the 
elements. The terms "comprising", "including", and "hav-
ing" are intended to be inclusive and mean that there may be 
additional elements other than the listed elements. Any 
examples of operating parameters and/or environmental 
conditions are not exclusive of other parameters/conditions 
of the disclosed embodiments. Additionally, it should be 
understood that references to "one embodiment", "an 
embodiment", "certain embodiments", or "other embodi-
ments" of the present disclosure are not intended to be 
interpreted as excluding the existence of additional embodi-
ments that also incorporate the recited features. Further-
more, reference to terms such as "above", "below", "upper", 
"lower", "side", "front", "back", or other terms regarding 
orientation or direction are made with reference to the 
illustrated embodiments and are not intended to be limiting 
or exclude other orientations or directions. Additionally, 
recitations of steps of a method should be understood as 
being capable of being performed in any order unless 
specifically stated otherwise. Furthermore, the steps may be 
performed in series or in parallel unless specifically stated 
otherwise. Particular dimensions may be referred to herein 
along with their accompanying abbreviations, including but 
not limited to: inches (in, "), meters (m), centimeters (cm), 
pounds per square inch (PSI), pascals (Pa), feet per second 
(ft/s), barrels per minute (BPM), and the like. Embodiments 
of the present disclosure include specialty-sized hoses devel-

4 
oped in order to allow greater flow/supply to frac pumps 
(e.g., positive displacement, multi plunger pumps). This 
increased flow capability reduces cavitation events and 
prolongs equipment life. Specially selecting a 5" (0.127 m) 

5 diameter hose allows for fluid velocity to be maintained 
above a threshold at which sand particles would begin to fall 
out and eventually cause a blockage (sand off) the hose 
itself. In order to utilize this diameter/size hose in a large-
scale function, a connection point was developed to enable 

10 use of standard 6" (0.1524 m) components, such as but not 
limited to hammer unions, butterfly valves, and other 6" 
steel pipe components. Embodiments include a hybrid of 5" 
hose and 6" end connectors. This then results in an improve-

15 ment to existing methods of supplying fluid to a positive 
displacement pump. 

Embodiments of the present disclosure present an 
improvement over existing systems by removing the stan-
dard 4" (0.1016 m) supply hoses while maintaining standard 

20 6" connection types by utilizing a particularly designed 
ferrule. The standard 4" supply hose provides an insufficient 
volume of fracturing fluid to a pump utilizing in hydraulic 
fracturing operation. These problems may be compounded 
when 4" connections are also used. Using a 5" diameter hose 

25 supplies more volume, reduces pressure drop, and reduces 
cavitation and other poor conditions pumps can experience 
when not supplied adequately. 

FIG. 1 is a plan schematic view of an embodiment of a 
hydraulic fracturing system 10 positioned at a well site 12. 

30 In the illustrated embodiment, pump units 14, which make 
up a pumping system 16, are used to pressurize a slurry 
solution for injection into a wellhead 18. An optional hydra-
tion unit 20 receives fluid from a fluid source 22 via a line, 
such as a tubular, and also receives additives from an 

35 additive source 24. In an embodiment, the fluid is water and 
the additives are mixed together and transferred to a blender 
unit 26 where proppant from a proppant source 28 may be 
added to form the slurry solution (e.g., fracturing slurry) 
which is transferred to the pumping system 16. The pump 

40 units 14 may receive the slurry solution at a first pressure 
(e.g., 80 psi to 160 psi) and boost the pressure to around 
15,000 psi for injection into the wellhead 18. In certain 
embodiments, the pump units 14 are powered by electric 
motors. 

45 After being discharged from the pump system 16, a 
distribution system 30, such as a missile, receives the slurry 
solution for injection into the wellhead 18. The distribution 
system 30 consolidates the slurry solution from each of the 
pump units 14 and includes discharge piping 32 coupled to 

so the wellhead 18. In this manner, pressurized solution for 
hydraulic fracturing may be injected into the wellhead 18. 

In the illustrated embodiment, one or more sensors 34, 36 
are arranged throughout the hydraulic fracturing system 10 
to measure various properties related to fluid flow, vibration, 

55 and the like. 
It should be appreciated that while various embodiments 

of the present disclosure may describe electric motors pow-
ering the pump units 14, in embodiments, electrical genera-
tion can be supplied by various different options, as well as 

60 hybrid options. Hybrid options may include two or more of 
the following electric generation options: Gas turbine gen-
erators with fuel supplied by field gas, CNG, and/or LNG, 
diesel turbine generators, diesel engine generators, natural 
gas engine generators, batteries, electrical grids, and the like. 

65 Moreover, these electric sources may include a single source 
type unit or multiple units. For example, there may be one 
gas turbine generator, two gas turbines generators, two gas 
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turbine generators coupled with one diesel engine generator, 
and various other configurations. 

In various embodiments, equipment at the well site may 
utilize 3-phase, 60 Hz, 690V electrical power. However, it 
should be appreciated that in other embodiments different 
power specifications may be utilized, such as 4160V or at 
different frequencies, such as 50 Hz. Accordingly, discus-
sions herein with a particular type of power specification 
should not be interpreted as limited only the particularly 
discussed specification unless otherwise explicitly stated. 
Furthermore, systems described herein are designed for use 
in outdoor, oilfield conditions with fluctuations in tempera-
ture and weather, such as intense sunlight, wind, rain, snow, 
dust, and the like. In embodiments, the components are 
designed in accordance with various industry standards, 
such as NEMA, ANSI, and NFPA. 

FIG. 2A is a side view of an embodiment of a fitting 200 
(e.g., ferrule) that may be utilized with embodiments of the 
present disclosure to incorporate 5" hoses into systems using 
4" hoses and 6" fittings. In the illustrated embodiment, the 
fitting 200 includes a cutaway region 202 illustrating a 
coupling location 204 between a union 206 and a stem 
assembly 208. In the illustrated embodiment, the union 206 
is configured to couple to a 6" coupling, for example on a 
pump. However, as illustrated, the stem assembly 208 
includes a reducer 210 and a shank end 212 to receive a 5" 
hose (not pictured). For example, an end of the hose may be 
inserted into the shank end 212 and crimped, thereby joining 
the hose to the fitting 200. As a result, 5" hoses may be 
utilized in embodiments that include 6" fittings without 
significantly overhauling and/or modifying existing equip-
ment. As discussed herein, 5" hoses provide numerous 
advantages including reduced pressure drop, greater capac-
ity, and flow velocities greater than a threshold level corre-
sponding to particulate drop out. 

In the illustrated embodiment, various rigid couplings 214 
are included along the fitting 200, for example, as welds 
utilizing to secure one or more components together. For 
example, there is a rigid coupling 214 between the union 206 
and the reducer 210, as well as a rigid coupling 214 between 
the reducer 210 and the shank end 214. Accordingly, the 
components forming the fitting 200 may be particularly 
selected, based on one or more properties, for use with 
fracturing operations. For example, different fittings 200 
may include different components. By way of example only, 
the union 206 may be replaced with a flanged end connec-
tion or the like. 

Embodiments of the present disclosure that utilize the 
fitting 200 provide improved operations at a well site at least 
because greater volumes of fluid may be provided to frac-
turing pumps while maintaining flow rates above a threshold 
amount where particulates begin to drop out of the flow. For 
example, a 5" hose may meet rate demands while maintain-
ing flow velocities at sufficient levels to reduce the likeli-
hood of drop out. In contrast, a 4" hose may not meet rate 
demands and a 6" hose may not maintain flow velocities 
above the threshold for drop out. Moreover, the fitting 200 
provides easy integration into existing systems without 
overhauling expensive equipment. For example, it may be 
costly to overhaul inlet piping on a fracturing pump, so 
much so, that it may be cost prohibitive to do so. Addition-
ally, existing field equipment may be configured with certain 
specifications and include sunk costs, leading producers and 
operators to be reluctant to change. However, utilizing the 
fitting 200 enables existing equipment to remain in operation 
while providing improved operations. 

6 
FIG. 2B is a side view of an embodiment of a hose 

assembly 220 (e.g., hose) that may incorporate one or more 
features of FIGS. 1 and 2A. By way of example, the hose 
assembly 220 may form at least a portion of a flow line, such 

5 as a flow line between a source and a pump, a pump and a 
manifold, or the like. This example illustrates fittings 200 
from FIG. 2A and further includes a body 222 (e.g., hose, 
hose portion), which is noted in FIG. 2A as not being shown 
but contemplated extending from the shank end 212, extend-

10 ing between a first fitting 200A and a second fitting 200B, 
which may be referred to as a pair of fittings on each end of 
the body 222. In at least one embodiment, the first fitting 
200A is coupled at and/or at least partially forms a first end 
224 and the second fitting 200B is coupled at and/or at least 

15 partially forms a second end 226. As described herein, 
diameters associated with portions of the fittings 200A, 
200B may be different from diameters associated with 
portions of the body 222. 

In at least one embodiment, the first fitting 200A at the 
20 first end 224 includes a first diameter 228 and the second 

fitting 200B at the second end 226 includes a second 
diameter 230. The first diameter 228 and the second diam-
eter 230 may be equal in various embodiments. As noted 
herein, the first diameter 228 and/or the second diameter 230 

25 may be approximately 6". In at least one embodiment, the 
first diameter 228 is greater than the second diameter 230. In 
at least one embodiment, the first diameter 228 is less than 
the second diameter 230. As shown in FIG. 2B, as discussed 
herein, a third diameter 232 is associated with the body 222. 

30 In this embodiment, the third diameter 232 is smaller than 
the first diameter 228 and the second diameter 230. For 
example, as noted herein, the third diameter 232 may be 
approximately 5" while the first diameter 228 and/or the 
second diameter 230 is approximately 6". In at least one 

35 embodiment, the third diameter 232 may be equal to and/or 
greater than the first diameter 228. In at least one embodi-
ment, the third diameter 232 may be equal to and/or greater 
than the second diameter 230. 

FIG. 3 is a schematic perspective view of an embodiment 
40 of a portion of a flow line 300 including the fitting 200. In 

the illustrated embodiment, the flow line 300 includes con-
nections 302 for coupling to mating 6" connections. How-
ever, due to the inclusion of the fitting 200, a 5" flow line 
may be incorporated into the design. The fitting 200, as 

45 noted above includes a transition from the 5" line to a 6" 
connection, thereby enabling use with the illustrated flow 
line 300. Advantageously, the flow line 300 may continue to 
be used in wellbore operations without modifications, which 
may reduce costs to operators with respect to obtaining new 

so equipment for jobs. 
As noted above, embodiments of the present disclosure 

provide advantages over existing systems that either utilize 
flow lines having diameters that are too small to provide 
sufficient capacity or are too large to maintain fluid veloci-

55 ties above threshold levels. Embodiments of the present 
disclosure overcome these problems by providing more 
volume, reducing drop in pressure, and reducing a likelihood 
of cavitation and other unhealthy pump conditions, such as 
starving. By way of example, frac slurry often consists of 

60 sand media also known as proppant, at low fluid velocities 
this proppant can begin to fall out of suspension. Some 
industry data notes that sand fall out begins at 2.21 ft/sec, 
which equates to 3.2 BPM in a 5" hose. Sand fall out is 
substantial at 1.72 ft/sec, which equates to 2.2 BPM in a 5" 

65 hoses. As a result, systems may be deployed to ensure that 
flow rates are maintained above these levels (which may be 
set as the thresholds) during operation. 

LIBERTY EXHIBIT 1001, Page 9



US 11,668,420 B2 
7 

Furthermore, embodiments of the present disclosure 
improve existing systems by reducing damage accumulation 
rates due to the improved flow characteristics associated 
with the 5" hose when compared to the 4" hose of existing 
systems. For example, a damage accumulate rate associated 
with the 5" hose may be less than the 4" hose and may 
increase at a lower rate as flow rate increases. Damage 
accumulation may be a factor, at least in part, on flow 
velocities, where a small diameter pipe will have greater 
velocities than a larger diameter pipe. 

FIG. 4 is a graphical representation 400 illustrating pump 
flow rates and respective suction piping sizes. The x-axis 
402 corresponds to suction pipe diameter (in inches) and the 
y-axis 404 corresponds to flow rate (in BPM). An opera-
tional window 406 is provided indicative of typical ranges 
where fracturing operations may occur. In this embodiment, 
the operational widow 406 extends from approximately 1 
BPM to approximately 7 BPM. 

Each respective suction pipe diameter includes a thresh-
old flow rate, which may be obtained through experimental 
procedures and/or reference materials. For example, a 4" 
suction pipe illustrated at 408 has a threshold 410 of 
approximately 4.3 BPM, a 5" suction pipe illustrated at 412 
has a threshold 414 of approximately 5.5 BPM, and a 6" 
suction pipe illustrated at 416 has a threshold 418 of 
approximately 6.5 BPM. The operational window 406 
includes a portion that exceeds each of the illustrated 
thresholds 410, 414, 418. 

Operations using the 4" suction pipe 408 include an 
operating range that is approximately 40% larger than the 
threshold 410. As a result, there is a high likelihood that 
operations will exceed the threshold due to demands to 
supply additional fluid for fracturing operations. Similarly, 
operations using the 5" suction pipe 412 and the 6" suction 
pipe 416 also exceed threshold 414, 418 by approximately 
22% and 7%, respectively. The instant application has 
identified that while the 6" suction pipe 416 enables the 
largest flow rate, that problems associated with fluid veloci-
ties and drop out make the 6" suction pipe 416 undesirable. 
Accordingly, embodiments may incorporate the 5" suction 
pipe 412, which provides significant improvements over the 
4" suction pipe 408 while also reducing the likelihood of 
drop out. The 5" suction pipe 412 also has less pressure drop, 
when compared to the 4" suction pipe 408, providing an 
additional improvement over existing configurations. 

The present disclosure described herein, therefore, is well 
adapted to carry out the objects and attain the ends and 
advantages mentioned, as well as others inherent therein. 
While a presently preferred embodiment of the disclosure 
has been given for purposes of disclosure, numerous 
changes exist in the details of procedures for accomplishing 
the desired results. These and other similar modifications 
will readily suggest themselves to those skilled in the art, 
and are intended to be encompassed within the spirit of the 
present disclosure disclosed herein and the scope of the 
appended claims. 

The invention claimed is: 
1. A hydraulic fracturing system for fracturing a subter-

ranean formation, comprising: 
an electric powered multi-plunger hydraulic fracturing 

pump having an inlet and an outlet, the outlet coupled 
to a well associated with the subterranean formation 
and powered by at least one electric motor; 

a fluid source, coupled to the inlet of the electric powered 
multi-plunger hydraulic fracturing pump, the fluid 
source providing a slurry for injection into the subter-
ranean formation; 

8 
a hose extending between the fluid source and the electric 

powered multi-plunger hydraulic fracturing pump, the 
hose comprising: 
a first end, for coupling to the fluid source, having a first 

5 diameter; 
a second end, for coupling to the inlet of the electric 

powered multi-plunger hydraulic fracturing pump, 
having a second diameter; and 

a body between the first end and the second end having 
10 a third diameter, the third diameter being less than 

both the first diameter and the second diameter; and 
a pair of fittings, a first fitting forming the first end and a 

second fitting forming the second end, each fitting of 

15 the pair of fittings having a shank end for receiving at 
least a portion of the body and a union for engaging the 
respective fluid source and electric powered multi-
plunger hydraulic fracturing pump. 

2. The system of claim 1, wherein the third diameter is 
20 approximately 5 inches and the second diameter is approxi-

mately 6 inches. 
3. The system of claim 1, wherein each fitting of the pair 

of fittings further comprises: 
a reducer between the union and the shank end. 

25 4. The system of claim 3, wherein at least a portion of the 
reducer extends into a groove formed in the union, the union 
extending farther laterally than the reducer. 

5. The system of claim 3, wherein each fitting of the pair 
of fittings is formed as an integral piece with at least one 

30 rigid coupling between at least one of the union, the shank 
end, and the reducer. 

6. The system of claim 1, wherein the third diameter is 
particularly selected based at least in part on a threshold, the 
threshold corresponding to a drop out rate for the slurry. 

35 7. The system of claim 1, wherein the third diameter is 
particularly selected based at least in part on a pressure drop 
rate, a damage accumulation rate, or a suggested flow rate. 

8. The system of claim 1, wherein the third diameter is 
associated with a second threshold, corresponding to a 

40 maximum suggested flow rate, an operating window for the 
electric powered multi-plunger hydraulic fracturing pump 
exceeding the maximum suggested flow rate. 

9. The system of claim 1, further comprising: 
a plurality of electric powered multi-plunger hydraulic 

45 fracturing pumps, each electric powered multi-plunger 
hydraulic fracturing pump receiving fluid from the fluid 
source; 

a plurality of hoses having the third diameter; and 
a plurality of fittings between respective hoses of the 

50 plurality of the hoses and respective electric powered 
multi-plunger hydraulic fracturing pumps of the plu-
rality of electric powered multi-plunger hydraulic frac-
turing pumps, each of the electric powered multi-
plunger hydraulic fracturing pumps having a 

55 connection having the second diameter. 
10. The system of claim 1, further comprising: 
a distribution system, positioned between the well and the 

electric powered multi-plunger hydraulic fracturing 
pump, the distribution system collecting the slurry from 

60 electric powered multi-plunger hydraulic fracturing 
pump for injection into the subterranean formation. 

11. A hydraulic fracturing system for fracturing a subter-
ranean formation, comprising: 

an electric powered multi-plunger hydraulic fracturing 
65 pump having an inlet and an outlet, the outlet coupled 

to a well associated with the subterranean formation 
and powered by at least one electric motor; 
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a fluid source, coupled to the inlet of the electric powered 
multi-plunger hydraulic fracturing pump, the fluid 
source providing a slurry for injection into the subter-
ranean formation; 

a hose extending between the fluid source and the electric 
powered multi-plunger hydraulic fracturing pump, the 
hose comprising: 
a first end, for coupling to the fluid source, having a first 

diameter; 
a second end, for coupling to the inlet of the electric 

powered multi-plunger hydraulic fracturing pump, 
having a second diameter; and 

a body between the first end and the second end having 
a third diameter, the third diameter being less than 
both the first diameter and the second diameter; and 

a pair of fittings, wherein a first fitting of the pair of 
fittings is at the first end and a second fitting of the pair 
of fittings is at the second end, each fitting of the pair 
of fittings comprising: 
a union arranged at a first fitting end, the union having 

a union diameter, larger than the first diameter; 
a shank end at a second fitting end, the shank end 

configured to receive at least a portion of the hose, 
the shank end being securable to at least the portion 
of the hose, the shank end including an opening to 
receive the hose; and 

a reducer positioned between the union and the shank 
end, the reducer being welded to the respective union 
and shank end at each end, the reducer having an 
increasing diameter along its axial length, the 
reducer extending at least partially into the union. 

12. The system of claim 11, wherein the third diameter is 
approximately 5 inches and the second diameter is approxi-
mately 6 inches. 

13. The system of claim 11, wherein at least a portion of 
the reducer extends into a groove formed in the union, the 
union extending farther laterally than the reducer. 

10 
14. The system of claim 11, wherein each fitting of the 

pair of fittings is formed as an integral piece with at least one 
rigid coupling between at least one of the union, the shank 
end, and the reducer. 

5 15. The system of claim 11, wherein the third diameter is 
particularly selected based at least in part on a threshold, the 
threshold corresponding to a drop out rate for the slurry. 

16. The system of claim 11, wherein the third diameter is 
particularly selected based at least in part on a pressure drop 

10 
rate, a damage accumulation rate, or a suggested flow rate. 

17. The system of claim 11, wherein the third diameter is 
associated with a second threshold, corresponding to a 
maximum suggested flow rate, an operating window for the 
electric powered multi-plunger hydraulic fracturing pump 
exceeding the maximum suggested flow rate. 

15 18. The system of claim 11, further comprising: 
a plurality of electric powered multi-plunger hydraulic 

fracturing pumps, each electric powered multi-plunger 
hydraulic fracturing pump receiving fluid from the fluid 
source; 

20 a plurality of hoses having the third diameter; and 
a plurality of fittings between respective hoses of the 

plurality of the hoses and respective electric powered 
multi-plunger hydraulic fracturing pumps of the plu-
rality of electric powered multi-plunger hydraulic frac-

25 taring pumps, each of the electric powered multi-
plunger hydraulic fracturing pumps having a 
connection having the second diameter. 

19. The system of claim 11, further comprising: 
a distribution system, positioned between the well and the 

30 electric powered multi-plunger hydraulic fracturing 
pump, the distribution system collecting the slurry from 
electric powered multi-plunger hydraulic fracturing 
pump for injection into the subterranean formation. 

20. The system of claim 11, further comprising: 

35 a third fitting positioned on a third end of the hose for 
coupling to a second electric powered multi-plunger 
hydraulic fracturing pump, having the second diameter. 

* * * * * 
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