
Bose Exhibit 1021
Bose v. IngenioSpec

---;;;;;;;;;;;;; ;;;;;;;;;;;;; 

--
== ;;;;;;;;;;;;; -
;;;;;;;;;;;;; 
;;;;;;;;;;;;; 

(12) INTERNATIONAL APPLICATION PUBLISHED UNDER THE PATENT COOPERATION TREATY (PCT) 

(19) World Intellectual Property Organization 
International Bureau 1111111111111111 IIIIII IIIII IIII I II Ill lllll lllll lllll lllll 11111111111111111111111 

(10) International Publication Number (43) International Publication Date 
30 August 2001 (30.08.2001) PCT WO 01/63888 Al 

(51) International Patent Classification 7: H04M 1/60, 
1/73, 1/05 

(21) International Application Number: PCT/US0l/02286 

(22) International Filing Date: 24 January 2001 (24.01.2001) 

(25) Filing Language: English 

(26) Publication Language: English 

(30) Priority Data: 
09/507,586 21 February 2000 (21.02.2000) US 

(71) Applicant: ERICSSON INC. [US/US]; 7001 Develop­
ment Drive, Research Triangle Park, CA 27709 (US). 

(72) Inventors: IRVIN, David, R.; 1546 Iredell Drive, Raleigh, 
NC 27608 (US). WAKEFIELD, I., Nelson; 107 Odessa 
Circle, Cary, NC 27513 (US). 

(74) Agents: BENNETH, David, E. et al.; Coats & Bennett, 
PLLC, Post Office Box 5, Raleigh, NC 27602 (US). 

(81) Designated States (national): AE, AG, AL, AM, AT, AU, 
AZ, BA, BB, BG, BR, BY, BZ, CA, CH, CN, CR, CU, CZ, 
DE, DK, DM, DZ, EE, ES, Fl, GB , GD, GE, GH, GM, HR, 
HU, ID, IL, IN, IS, JP, KE, KG, KP, KR, KZ, LC, LK, LR, 
LS, LT, LU, LV, MA, MD, MG, MK, MN, MW, MX, MZ, 
NO, NZ, PL, PT, RO, RU, SD, SE, SG, SI, SK, SL, TJ, TM, 
TR, TT, TZ, UA, UG, UZ, VN, YU, ZA, ZW. 

(84) Designated States (regional): ARIPO patent (GH, GM, 
KE, LS, MW, MZ, SD, SL, SZ, TZ, UG, ZW), Eurasian 
patent (AM, AZ, BY, KG, KZ, MD, RU, TJ, TM), European 
patent (AT, BE, CH, CY, DE, DK, ES, Fl, FR, GB, GR, IE, 
IT, LU, MC, NL, PT, SE, TR), OAPI patent (BF, BJ, CF, 
CG, CI, CM, GA, GN, GW, ML, MR, NE, SN, TD, TG). 

Published: 
with international search report 
before the expiration of the time limit for amending the 
claims and to be republished in the event of receipt of 
amendments 

For two-letter codes and other abbreviations, refer to the "Guid­
ance Notes on Codes and Abbreviations" appearing at the begin­
ning of each regular issue of the PCT Gazette. 

(54) Title: WIRELESS HEADSET WITH AUTOMATIC POWER CONTROL 

PWR 
SOURCE 

240 

220 

SENSOR 

210 

PWR 
CONTROL 

LINK ACTIVE 

® 
© 

/230 
l"' ______________ L_ 

I 
I 

COMM 

AUDIO 

232 

234 
236 

I ~8 L----------------~ 

Q0 (57) Abstract: A wireless headset for use with a separate communications device, such as a cellular telephone, includes automatic 
00 on/off capabilities to maximize battery life. By detecting a user's interaction, such as picking up the headset or placing it upon the 
QO user's body, the wireless headset automatically transitions from an inactive state to an active state. Techniques for automatic headset 
~ enabling include but are not limited to motion sensors, attitude or position sensors, proximity sensors, and contact sensors. These 
........_ techniques may be used individually or in any combination. An internal timer allows the wireless headset to return to its inactive state 
~ a defined interval after cessation of movement or removal of the wireless headset. Including an optional sleep state further optimizes 

battery life. In the sleep state, only a portion of the wireless headset circuitry is enabled. Rather than transitioning from inactive 
0 to active, the headset transitions from inactive to sleep. In sleep, the headset periodically monitors for a signal from the separate 
> communications device. Upon detection of such a signal, the wireless headset transitions to its active state, thereby providing full 
~ functionality to the user. 
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WIRELESS HEADSET WITH AUTOMATIC POWER CONTROL 

Field of the Invention 

The present invention relates to communications headsets such as might 

5 be used to interface with a cellular telephone and, in particular, to the design and 

operation of wireless headsets. 

Backgro~nd of the Invention 

Communications headsets provide a convenient interface to a variety of 

1 O devices or base units, including telephones and computer systems. In particular, 

such headsets facilitate hands-free conversation using mobile terminals, such as 

cellular tel~phones. Of course, to impart practical advantages to hands-free 

conversation usage, such headsets must be convenient to wear and operate. 

P1=1rticularly, consumers desire small, lightweight headsets unencumbered by 

15 bulky and inc·onvenient cable attachments. Thus, communications headsets that 

are small and wireless are likely to enjoy widespread popularity, particularly if they 

are convenient to operate and own. Of course, the wireless headset must also 

· provide for high-quality communications between it and the oase unit. Several 

obstacles impede wireless headset designers in their efforts to provide consumers 

20 with small but reliable and convenient headsets. 

One particular headset design problem is one of providing the user with a 

reliable mechanism for on/off control of the wireless headset. Continual 

reductions in the size of the elements comprising a typical wireless headset 

exacerbate_ the problem of locating a convenient and easy to operate on/off switch 

25 somewhere on the headset. Obviously, the relative size of the on-off switches 

used by designers mu~t scale downward with the decreasing size of newer 

generation headsets. Small switches present a twofold problem. First, smaller 

switches are inherently more difficult to operate than larger ones. This problem is 

particularly acute for those with limited dexterity, poor eyesight, or compromised 

30 mental faculties. A second problem relates to the intrinsic shortcomings of 

inexpensive miniature switc,hes. Namely, the second problem concerns overall 

switch reliability. Generally, the smaller switches are at once more fragile and 
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less durable than their larger counterparts. Thus, inclusion of such miniaturized 

on-off switches compromises overall reliability of the wireless headset. 

As the size of switches conveniently operable by the average user have a 

definite lower limit, the increasing miniaturization of wireless headsets leaves ever 

5 fewer convenient locations for incorporation of the on-off switch. Indeed, the 

design integrity of a wireless miniature headset may be compromised by the 

inclusion of any manually operated on-off switch. Such compromise results from 

the need to provide external access to the switch mechanism. This access 

generally requires an opening or break in the housing of the wireless headset. 

10 Such openings can compromise mechanical strength of the wireless headset 

housing and provide additional opportunities for the ingress of contaminants. 

In keeping with the convenience afforded by their small size, miniature 

wireless headsets typically use internal batteries for operating power. Headset 

miniaturization places severe limitations on the physical size of batteries that may 

15 be included within the headset. Even with the significant energy densities 

afforded by newer battery technologies, these very small battery cells have 

significantly limited capacity. Because battery life is a key component of operator 

convenience, it is important that wireless headset design incorporates provisions 

maximizing battery life. A manually operated on-off switch works against this 

20 need to maximize battery life. For example, a user may forget to turn off the 

wireless headset after usage, thereby needlessly expending valuable battery life. 

Accordingly, there remains a need for a wireless headset whose design 

and operation eliminates the need for bulky or hard to operate on-off switches, 

while maximizing battery life. The present invention satisfies these needs and 

25 others by providing a wireless headset capable of automatically turning on and off, 

based on user activity. 

Summary of the Invention 

The present invention includes both a method and apparatus allowing a 

30 wireless headset to automatically control its operating state to minimize power 

consumption, thereby maximizing the life of its power source, such as a battery. 

The wireless headset serves as a communication accessory to a base unit, such 

2 
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as a cellular telephone. When not in use, the wireless headset reverts to an 

inactive state and draws essentially no power. A power control circuit imparts 

automatic enabling capability to the wireless headset. Preferably, the power 

control circuit employs a sensor responsive to a natural stimulus associated with a 

5 person preparing to use the ·wireless headset. The wireless headset may sense 

motion, physical orientation, or user proximity. Sensing techniques include but 

are not limited to micro-electro-mechanical-systems (MEMS), mercury switches, 

attitude switches, and IR or acoustic proximity sensors. In some embodiments, 

the wireless headset transitions from the inactive state to an active state in 

10 response to a user picking it up or mounting the wireless headset upon their head. 

In a more sophisticated embodiment, the wireless headset may transition 

from the inactive state to a sleep state, based on user stimulus. In the sleep state, 

only a portion of the headset circuitry is enabled, thus conserving power. While in 

the sleep state, the wireless headset monitors for a signal from the base unit, and, 

15 when such a signal is received, it transitions from the sleep state to the active 

state. Further, once active, the wireless headset can continue to monitor for 

communications link activity. Thus, if communications with the base unit cease, 

the wireless headset can return to the sleep state and periodically check for 

resumed communications activity. A timer allows the wireless headset to 

20 automatically return to the inactive state subsequent to use. Cessation of 

movement or detected removal of the wireless headset from the user's head can 

indicate termination of use and trigger a timed power-down. 

Brief Description of the Drawings 

25 Figure 1 illustrates an exemplary configuration of the wireless headset of 

the present invention. 

Figure 2A is a simplified functional block diagram of the wireless headset in 

one exemplary embodiment of the present invention. 

Figure 28 is a more detailed functional block diagram of a power control 

30 circuit in one exemplary embodiment of the present invention. 

Figure 3A is a simplified functional block diagram of the wireless headset in 

a preferred embodiment of the present invention. 

3 
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Figure 38 is a more detailed functional block diagram of the power control 

circu_it in a preferred embodiment of the present invention. 

Figure 4A is a simplified block diagram of the power control circuit with a 

MEMS sensor. 

5 Figure 48 is a simplified block diagram of the power control circuit with a 

liquid-based switch. 

Figure 4C is a simplified block diagram of the power control circuit with a 

contact switch. 

Figure 4D is a simplified block diagram of the power control circuit with an 

10 IR sensor. 

Figure 4E is a simplified block diagram of the power control circuit with a 

mechanical position switch. 

Figure 5 is a simplified functional block diagram of the sensor and power 

control circuit in an alternate embodiment of the present invention. 

15 Figure 6 is a state diagram of basic wireless headset operation in one 

embodiment of the present invention. 

Figure 7 is a state diagram of basic wireless headset operation in a 

preferred embodiment of the present invention. 

Figure 8 is a simplified block diagram for an exemplary embodiment of the 

20 present invention using an integrated controller for power control. 

Figure 9 is a simplified block diagram providing more detail regarding the 

integrated controller of Figure 8. 

Detailed Description of the Invention 

25 Figure 1 illustrates one embodiment of the wireless headset 100 of the 

present invention. A user may advantageously use the wireless headset 100 for 

more convenient, hands-free interaction with the base unit 102. As noted, the 

base unit 102 may be any type of device supporting interactive communications 

with a user. Commonly, the base unit 102 will be a communications device, such 

30 as a mobile terminal. The basic elements of the wireless headset 100 include a 

microphone pickup 120 for audio input, an earpiece 130 for audio output, a 

primary enclosure 110, and a retaining member 140 with pad 150 to aid in 

4 
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securing the wireless headset 100 to the user's head. Notably, Figure 1 

represents an exemplary configuration for the wireless headset 100. The physical 

configuration shown in Figure 1 is a common configuration for wireless headsets. 

However, other configurations are possible. Those skilled in the art will appreciate 

5 that the physical configuration of the headset is not a material aspect of the 

invention. 

Regardless of physical configuration, Figure 2A illustrates one embodiment 

for the functional structure of the wireless headset 100 in accordance with one 

embodiment of the present invention. Wireless headset 100 includes a 

10 communications circuit 230 (also referred to as a headset circuit), a power control 

circuit 210, a sensor 220, and a power source 240. 

The communications circuit 230 provides wireless headset functionality, 

including audio input and output and wireless communications with the base unit 

102. The communications or headset circuit 230 includes a wireless 

15 communications interface 232 providing a wireless communications link for 

sending and receiving information to and from the base unit 102. The wireless 

communications interface 232 includes at least a wireless receiver and wireless 

transmitter. Audio input received via microphone 236 is conditioned by the audio 

interface 234 and then processed by the communications interface 232 for 

20 transmittal to the base unit 102. Audio information received from the base unit 

102 is processed by the wireless communications interface 232 and then 

. conditioned in the' audio interface 234 for output to a user via speaker 238. With 

reference to Figures 1A or 1 B, the microphone 236 may be located in microphone 

pickup 120, and speaker 238 may be located in earpiece 130. 

25 The power control circuit 210 selectively enables (activates) the 

communications circuit 230 in response to an output from sensor 220. In some 

embodiments, the power control circuit 210 controls whether the communications 

circuit 230 is connected to the power source 240. In other embodiments, the 

power control circuit 210 controls the amount of power consumed by 

30 communications circuit 230. Conventionally, the power source 240 is a battery. 

The communications circuit 230, power control circuit 210, sensor 220, 

and power source 240, may all be contained in the primary enclosure 110, or may 

5 
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be distributed elsewhere in the structure of the wireless headset 100. The specific 

packaging of the various elements comprising the wireless headset 100 is not 

critical to practicing the present invention. 

Figure 28 provides more detail regarding the power control circuit 21 0 and 

5 sensor 220. The interface between the power control circuit 21 O and sensor 220 

comprises one or more signal lines, and can include a power connection. The 

power control circuit 210 includes control logic 212 that is operatively associated 

with a switch 214. In response to a sensor output signal, the control logic 212 

causes switch 214 to turn on, thereby enabling or powering the communications 

10 circuit 230. The power control circuit 210 includes a timer 218 that is reset by the 

control logic 212 based on the sensor output signal. The control logic 212 starts 

the,timer 218 upon enabling the communications circuit 230. Subsequent or 

continued assertion of the sensor output signal by the sensor 220 causes the 

control logic 212 to periodically reset the timer 218, thereby preventing its 

15 expiration. As an alternative to periodic resetting, continued assertion of the 

sensor output signal may cause the power control circuit 210 to hold the timer 218 

in reset. · Ab~ent such resetting, the timer 218 expires after timing a defined 

interval of time. Upon expiration of the timer 218, the power control circuit 210 

disables the communications circuit 230 . 

. 20 Figure 3A illustrates a preferred embodiment for the wireless headset 100. 

In Figure 3A, the power control circuit 210 independently enables the wireless 

communications interface 232 and audio interface 234. Thus, select portions of 

communications circuit 230 may be enabled in response to the sensor output 

signal. Once the wireless communications interface 232 is enabled, it provides a 

25 signal, termed a "link active" signal, to the power control circuit 21 0 based on 

detecting, a wireless signal received from the base unit 102. Based on the 

assertion of the link active signal, the power control circuit 210 enables the audio 

interface 234. 

Figure _3B provides more functional details regarding the power control 

30 circuit 210 of Figure 3A. Again, the control logic 212 is responsive to a sensor 

output signal from sensor 220. However, in response to the sensor output signal, 

the control logic 212 turns on switch 214 while switch 216 remains off, thereby 

6 
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enabling the wireless communications interface 232. As with the previously 

discussed embodiment, power control circ~it 210 includes the timer 218. In a 

preferred embodiment, control logic 212 starts timer 218 upon enabling the 

wireless communications interface 232, and resets timer 218 _based on 

5 subsequent or continued assertion of the sensor output signal. If the wireless 

communications interface 232 asserts the link active signal, the control logic 212 

turns on switch 216, thereby enabling the audio interface 234. If the timer 218 

expires, the control logic 212 turns off switches 214 and 216, thereby disabling the 

wireless communications interface 232 and the audio interface 234. 

10 Because the wireless headset 100 of the present invention automatically 

enables and disables its communication functions based on use, the sensor 220 

may be based on a variety of technologies. In general, its purpose is to provide a 

signal responsive to a natural stimulus associated with use of the headset by a 

user. Movement or vibration of the wireless headset 100, or placement of the 

15 wireless headset 100 upon the user's body_ indicates usage. Movement may be 

detected based on vibration or by sensing acceleration, such as with an 

accelerometer. Mechanical or liquid-based switches represent alternate 

mechanisms for sensing movement. In such switches, movement causes an 

electrical connection to be established between contact pairs. Further, the 

20 pafticular sensor 220 employed may be tuned or configured such that only 

stimulus consistent with actual use actuates the sensor, thus avoiding inadvertent 

or unintended enabling of the wireless headset 100. In such configurations, the 

sensor 220 preferably employs output conditioning that prevents assertion of the 

sensor output signal for stimulus below a defined threshold. Alternatively, the 

25 power control circuit 210 may include such conditioning as part of its interface to 

the sensor 220. Figures 4A-4D illustrate possible sensor embodiments. 

In Figure 4A, the power control circuit 210 is operatively associated with a 

MEMS device, with the MEMS device functioning as the sensor 220. Devices 

based on MEMS technology may be responsive to general vibration or motion, or 

30 may be configured to respond only to specific acceleration along defined axes. As 

MEMS devices may easily include output conditioning electronics, the sensitivity 

or responsiveness of the sensor 220 incorporating the MEMS device may be 

7 
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tailored such that the sensor output signal is asserted only for motion or vibration 

.above a certain threshold. A typical MEMS employs modified microelectronics 

fabrication techniques and includes small mechanical elements responsive to 

movement or vibration, such as cantilever beams formed by selectively etching a 

5 silicon wafer. In a preferred embodiment of the present invention, sensor 220 

includes a MEMS device simultaneously fulfilling the requirements of low power 

consumption, relative low-cost, and adequate signal discrimination. In this 

context, signal discrimination means that the sensor 220 is not prone to nuisance 

assertions of its sensor output signal caused by minute movement or vibration. 

10 Although the body of work associated with MEMS technology is quite 

comprehensive, significant insight into the basic structures and techniques of 

MEMS technology may be gained from U.S. Patent No. 5,659,195 to Kaiser et al., 

U.S. Patent No. 5,663, 507 to Westervelt et al., and U.S. Patent No. 5,76,480 to 

Pister, the disclosures of which are incorporated herein by reference. 

15 Figure 4B illustrates the power control circuit 210 coupled to a liquid-based 

switch functioning as the sensor 220. The sensor 220 may be a mercury-filled 

switch, or may employ other conductive liquids. Depending upon its configuration, 

the sensor 220, implemented as a liquid-based switch, may function as a motion 

sensor or as an attitude sensor. As a motion sensor, the sensor 220 includes first 

• 20 and second contacts disposed in a manner such that motion of the contained 

liquid places the first and second contacts in electrical connection. As an attitude 

sensor, sensor 220 includes first and second contacts disposed in a manner such 

that one or more specific physical orientations of the wireless headset 100 causes 

the contained liquid in sensor 220 to place the first and second contacts in 

25 electrical connection. The power control circuit 210 connects to the Wst and 

second contacts of sensor 220, and is responsive to the electrical connection 

completed by the contained liquid. 

Figure 4C illustrates. the power control circuit 210 coupled with a contact 

switch functioning as the sensor 220. The contact switch includes a first and 

30 second contact connected to the power control circuit 210, and connecting 

member 222 actuated when the user places the wireless headset 100 on their 

body. When actuated, the connecting member 222 places the first and second 

8 
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contacts of sensor 220 in electrical connection. Ideally, the sensor 220, when 

configured as a contact sensor, is placed in the earpiece 130, in the retaining 

. member 140, or in the retaining pad 150 shown in Figure 1 B. Preferably, when 

sensor 220 is configured as a contact-based proximity sensor, the contact.ing 

5 element of sensor 220 is sealed in a manner that minimizes contaminant ingress. 

In some embodiments, the contact sensor may be actuated by the user resiliently 

expanding the retaining member 140 or other element of the wireless headset 100 

for mounting upon their body. 

Figure 4D illustrates the power control circuit 210 coupled with a proximity 

. 10 sensor 220 not based on mechanical actuation. The proximity sensor 220 may be 

an active or passive IR sensor, may be a resistive or other type of thermal sensor, 

or may be an.acoustic sensor. As a proximity sensor, sensor 220 provides 

indication that a user has placed the wireless headset 100 upon their body. As 

• such, any of the foregoing or other presence sensing techniques may be used to 

15 implement sensor 220. Preferably, when configured as a proximity sensor, sensor 

220 requires minimal power and provides a sensor output signal based on 

proximity to the user's body. Depending upon the sensing technology chosen, the 

control circuit 210 may be required to periodically stimulate sensor 220 to 

generate a detection response. 

20 Figure 4E illustrates the power control circuit 210 coupled to an alternate 

. type of attitude sensor 220. In this embodiment, the attitude sensor 220 is a 

mechanical sensor that includes a contacting member 224 responsive to a 

physical orientation of the sensor 220. In one or more physical orientations, the 

contacting member 224 does not electrically connect the first and second contacts 

25 of attitude sensor 220. In one or more _other physical orientations, the contacting 

member places the first and second contacts of attitude sensor 220 in electrical 

connection. The power control circuit 210 is configured to be responsive to this 

electrical connection. Contacting member 224 may be resiliently biased away 

from one or both contacts to ensure an open electrical connection between 

30 contacts when the headset is not oriented in a position indicative of use. 

Figure 5 illustrates yet another embodiment of the power control circuit 210 

and associated sensor 220 iri accordance with the present invention. Here, the 

9 
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sensor 220 in itself functions as a switch and provides a connection between the 

power source 240 and the power control circuit 210. The power control circuit 210 

also includes a switched power output from switch 214 that is commonly 

connected with the switched power output from sensor 220. A blocking device 

5· 219, such as a diode, allows the power control circuit 210 to determine if there is 

electrical continuity through sensor 220. In the presence _of such continuity, the 

control logic 212 turns on switch 214 thereby providing an independent power 

connection from the power source 240 to the communications circuit 230. As 

before, the power control circuit 210 includes the timer218 that is started when 

10 switch 214 is turned on, and restarted based on electrical continuity through 

sensor 220. If the timer 218 expires due to an absence of electrical continuity 

through sensor 220, the control logic 212 disables the communications circuit 230. 

Note that the foregoing diagrams illustrate various configurations for the 

present invention, with these configurations allowing the wireless headset 100 to 

15 automatically enable and disable select portions of its electronic circuitry based on 

user stimulus. Enabling and disabling may constitute physical connection and 

disconnection of power between the power source 210 and the communications 

or headset circuit 230, or may simply represent the assertion and ·de-assertion of 

specific enabling signals. Thus, the foregoing diagrams should not be construed 

20 as limiting in any way regarding the specific circuit implementation of the wireless 

headset 100. Figures 2-5 illustrate functional diagrams and these various 

functions may have corresponding separate circuit elements, or may be included 

in integrated fashion in one or more devices. For example, a microprocessor in a 

sleep or halt mode may be directly connected to a battery and configured to wake 

25 up in response to an input from the sensor 220. Thus, the microprocessor could 

serve as the power control circuit 210, as well as providing functions related to the 

communications interface 232 and audio interface 234. 

Figures 8 and 9, in particular, illustrate an exemplary embodiment of the 

present invention wherein an integrated controller provides the functionality of the 

30 power control circuit 210. In Figure 8, the power control circuit 210 includes an 

integrated controller 300. The integrated controller 300 provides power control 

functionality associated with the timer 218, switches 214 and 216, and control 

10 
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logic 212. In this embodiment, the controller 300 provides both power and 

control/signal interconnections for the wireless communications interface 232 and 

audio interface 234. The controller 300 independently enables the wireless 

communications interface 232 and audio interface 234 in response to the sensor 

5 output signal from sensor 220. As with other embodiments, the controller 300 

may enable both the wireless communication interface 232 and audio interface 

234 in response to the sensor output signal, or may only enable the wireless 

communications interface 232, or a portion thereof. In this latter, case, the 

controller 300 enables the audio interface 234 in response to receiving the link 

10 signal from the enabled portion of the wireless communications interface 232. 

Figure 9 provides more detail regarding the controller 300 shown in Figure 

8. A main power controller 310 provides power/control outputs to power 

controllers 330 and 340, which, in turn, provide power control outputs to the 

wireless communications interface 232 and audio interface 234, respectively. The 

15 main power controller 310 additionally interfaces with and provides power to a 

functional controller 350 and a sensor controller 320. The functional controller 

350 provides signal and control interfaces with both the wireless communications 

interface 232 and the audio interface 234. In an exemplary embodiment, the main 

power controller initially enables only the sensor controller 320. 

20 Then, in response to the sensor output signal, the main controller 310 

enables power controller 330 at least a portion of the functional controller 350. In 

response, power controller 330 enables at least a portion of the wireless 

communications interface 232. Then, in response to receiving the link signal from 
I 

the wireless communications interface 232-the link signal may be received via 

25 the functional controller 350-the main power controller 310 enables the power 

controller 340 associated with the audio interface 234. The power controllers 330 

and 340 may comprise FET switches combined with control logic responsive to 

control signals asserted by the main power controller 310, the functional controller 

350, and/or the wireless communications interface 232. 

30 The specific configuration of the integrated controller 300 illustrated in 

Figures 8 and 9 will depend upon particular design requirements and available 

system resources. The integrated controller 300 may be a microprocessor, ASIC, 

11 
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or other prog_rammable logic device and, as such, the features and capabilities of 

the selected architecture will determine the specific implementation for such· 

embodiments. 

Figures 6 and 7 illustrate operation of the wireless headset 100. Figure 6 is 

5 a state diagram for one exemplary embodiment of the present invention. When 

the wireless headset 100 is not in use, it automatically enters an inactive state 

(610). As explained, this inactive state may constitute disconnecting the 

communications circuit 230 from the power source 240, or may simply represent 

placing the communications circuit 230 in a non-functional, low-power condition . 

. 10 Absent user stimulus, such as motion of the wireless headset 100 or placement of 

the wireless headset 100 upon the user's body, the wireless· headset 100 remains 

in the inactive state (610). 

In response to user stimulus, as detected by sensor 220, the power control 

circuit 21.0 enables the communications circuit 230, with this enabling representing 

15 a transition from the inactive state to an active state (620). Upon entering the 

active state, the power control circuit 210 initializes and starts the timer 218. The 

timer 218 incrementally counts from a starting value to an ending value, with the 

progression from starting to ending values representing a defined interval oftime. 

Upon expiration of the timer 218, the power control circuit 210 disables the 

20 communications circuit 230. This interval of time may be preprogrammed to a 

convenient value, or may be selectable based on input from the base unit 102. 

For example, a timeout interval of five minutes may provide a reasonable 

compromise between user convenience and battery life. While in the active state 

(620), the power control circuit 210 resets the timer 218 based on the reassertion 

25 or continued assertion of the sensor output signal from sensor 220. Such 

resetting prevents expiration of the timer 218 and, as such, causes the power 

control circuit 210 to leave the communications or headset circuit 230 enabled. 

Thus, the power control circuit 210 is designed to leave the wireless headset 100 

in the active state (620) while the wireless headset is in use by a user. Absent 

30 user stimulus, the timer 218 of power control circuit 210 expires, thereby causing 

the wireless headset 100 to transition from the active state (620) to the inactive 

12 
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state (610) based on the power control circuit 210 disabling the communications 

circuit 230. 

Figure 7 is a state diagram for a preferred embodiment of the present 

invention. Operation of the wireless headset 100 illustrated in Figure 7 is 

5 distinguished from that shown in Figure 6 by inclusion of an additional state, 

denoted a.s the sleep state (720). Inclusion of the sleep state provides an 

additional opportunity to contr~I the power consumption of wireless headset 100 

based on specific operatirtg conditions. As before, the wireless headset 100 

remains in the inactive state (710) absent user stimulus. Upon detecting user 

10 stimulus, the wireless headset 100 transitions from the inactive state (710) to the 

sleep state (720) .. In this state, the power control circuit 210 enables only a 

portion of the communications circuit 230. Specifically, the power control circuit 

210 enables the wireless communications interface 232 or a portion thereof. 

Then, using a signal output from the wireless communications interface 232, the 

15 power control circuit 210 determines if the base unit 102 is active, or if the base 

unit 102 is attempting t? communicate with the wireless headset 100. In some 

embodiments, the wireless headset 100 infers activity by detecting, via its wireless 

communications interface, a carrier signal from the base unit 102. In other 

embodiments, the wireless headset detects activity based on receiving a "wake-

20 up" signal from the base unit 102. Note that monitoring for the base unit carrier 

signal may be performed continuously by the wireless headset 100 while in the 

sleep state, or may be performed periodically; thereby further reducing sleep state 

power consumption. For periodic carrier monitoring, the wireless headset 100 

may employ an exemplary monitoring interval of 0.5 seconds. 

25 Upon detecting the carrier signal or wake-up signal from the base unit 104, 

as indicated by the link signal shown in Figure 7, the wireless headset 100 

. transitions from the sleep state (720) to the active state (730). To further reduce 

power consumption, the wireless headset 100 may only monitor for the external 

signal on a periodic basis. If the wireless headset 100 is configured to monitor for 

30 .. the external signal on a periodic basis and the base unit 102 is configured to emit 

a periodic wake-up signal, the periodic monitoring of the wireless headset 100 is 

set such that its monitoring frequency is not an integer multiple of the wake-up 

13 
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signal frequency. Upon causing the wireless headset 100 to transition from the 

inactive state (710) to the sleep state (720), the power control circuit 21 0 initializes 

and starts the timer 218. 

While in the sleep state (720), subsequent or continued assertion of the 

5 sensor output signal from the sensor 220 causes the power control circuit 210 to 

reset its timer 218. Absent such user stimulus, the timer 218 expires and the 

power control circuit 210 disables the communications circuit 230. After 

transitioning from the sleep state (720) to the active state (730), based on 

detection of the signal from the base unit 102, the power control circuit 210 • 

10 continues resetting its timer 218 based on user stimulus, as done in the sleep 

state (720). Thus, continued user stimulus causes the power control circuit 210 to 

leave the wireless headset 100 fully functional in the active state (730). 

The· present invention provides methods and apparatus allowing the 

wireless headset 100 to conveniently transition from a non-functional inactive 

15 state to a fully functional active state, based on its detection of certain user 

stimulus. In a preferred embodiment, the wireless headset 100 transitions from 

the inactive state to the intermediate -sleep state, thereby conserving power. Upon 

detection of the carrier or the wake-up signal from the base unit 102, the wireless 

headset 100 transitions from the sleep state to the fully functional active state. 

20 • The wireless headset 100 includes a sensor 220 for detecting the user stimulus. 

As the sensor 220 may be a motion sensor, a vibration sensor, an attitude sensor, 

or a proximity sensor, the specific user stimulus may include the user moving 

and/or placing the wireless headset 100 upon their body. The operation of the 

wireless headset 100 in accordance with the present invention admits tremendous 

25 flexibility with respect to implementation. As noted, many different circuit 

implementations may provide the inventive features of the present invention . 

. These implementations may include hardware and software, and can reflect 

varying degrees of integration between the functional circuit blocks discussed. 

Indeed, all such variations for providing a wireless headset 100 that automatically 

30 controls its power consumption or operating state based on detection of a user 

stimulus are within the scope of the present invention. 

The present invention may, of course, be carried out in other specific ways 

· 14 
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than those herein set forth without departing from the spirit and essential 

characteristics of the invention. The present embodiments are, therefore, to be 

considered in all respects as illustrative and not restrictive, and all changes 

coming within the meaning and equivalency range of the appended claims are 

5 intended to be embraced therein. 

15 
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Claims 

What is claimed is: 

1. A wireless headset for use with a base· unit, said wireless headset 

5 _ comprising: 

a headset circuit including an audio interface adapted to provide audio 

input and output and a wireless communications interface adapted to provide a 

wireless communications link with the base unit; 

a sensor for asserting a sensor output signal in response to sensing a 

10 predetermined condition; and 

a power control circuit adapted to activate at least a portion of said headset 

circuit in response to said sensor output signal. 

2. The wireless headset of claim 1 wherein said power control circuit is 

15 adapted to activate said wireless communications interface in said headset circuit 

in response to said sensor output signal. 

3. The wireless headset of claim 2 wherein said power control circuit is 

further adapted to activate said audio interface in said headset circuit in response 

20 to a link signal from said activated wireless communications interface. 

25 

4. The wireless headset of claim 3 wherein said activated wireless 

communications interface asserts said link signal based on detecting a signal from 

the base unit. 

5. The wireless heads'et of claim 2 wherein said activated 

communications interface periodically monitors for said signal from the base unit. 

6. The wireless headset of claim 1 wherein said power control circuit 

30 includes a resettable timer defining a time-out interval, said timer initialized to a 

beginning of said time-out interval ba,sed on said sensor output signal. 

16 
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7. The wireless headset of claim 6 wherein said power control circuit 

disables said headset circuit upon expiration of said resettable timer. 

8. The wireless headset of claim 1 wherein the predetermined 

·s condition is a movement of said wireless headset, and further wherein said sensor 

is a motion sensor responsive to the movement. 

9. The wireless headset of claim 8 wherein said motion sensor includes 

an output conditioning circuit for asserting said sensor output signal when the 

1 O movement exceeds a defined threshold. 

10. The wireless headset of claim 1 wherein the predetermined 

condition is placement of said wireless headset upon a user's body, and further 

wherein said sensor is a proximity sensor responsive to said wireless headset 

15 being proximate to the user's body. 

20 

25 

11. The wireless headset of claim 1 O wherein said proximity sensor is a 

contact switch responsive to contact between the user's body and said wireless 

headset. 

12. The wireless headset of claim 1 wherein the predetermined 

condition is one or more physical orientations of said wireless headset, and further 
' ' 

wherein said sensor is an attitude sensor responsive to the one or more physical 

orientations. 

• 13. A wireless headset for use with a base unit, said wireless headset 

comprising: 

a headset circuit including an audio interface for audio input and output and 

a wireless communications interface for wireless communications with the base 

30 unit, said headset circuit having at least three states including an inactive state, a 

sleep state, and an active state; 

a sensor for asserting a sensor output signal in response to sensing a 

17 
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predetermined condition; and 

a power control circuit operatively associated with said sensor and said 

headset circuit for controlling said at least three states of said headset circuit; 

wherein said power control circuit holds said headset circuit in said inactive 

5 state absent said sensor output signal, and further wherein said power control 

circuit transitions said headset circuit from said inactive state to said sleep state in 

response to said sensor output signal, and further wherein said power control 

circuit transitions said headset circuit from said sleep state to said active state in 

response to a link signal asserted by said wireless communications interface while 

10 in said sleep state. 

15 

• 14. The wireless headset of claim 13 wherein said power control circuit 

remains responsive to said sensor output signal when· said headset circuit is in 

said sleep state and when said headset circuit is in said active state. 

15. The wireless headset of claim 14 wherein said power control circuit 

includes a resettable timer defining a time-out interval, said timer started when 

said power control circuit transitions said headset circuit from said inactive state to 

. said sleep state, and further wherein said timer continues to run while said 

20 headset circuit is in said sleep state or in said active state. 

16. The wireless headset of claim 15 wherein said power control circuit 

places said headset circuit in said inactive state upon expiration of said timer. 

25 17. The wireless headset of claim 16 wherein said power control circuit 

restarts said timer, thereby preventing expiration of said timer, in response to said 

sensor output signal. 

18. The wireless headset of claim 13 wherein both said audio and said 

30 • wireless communications interfaces in said headset circuit are disabled while in 

said inactive state, and wherein at least a receiver portion of said wireless 

communications interface is enabled in said sleep state, and further wherein all of 

18 
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said headset circuit is enabled in said active state. 

19. The wireless headset of claim 18 wherein said power control circuit 

enables said receiver portion of said wireless communications interface by 

5 asserting a first control output and enables the remaining portion of said headset 

circuit by asserting a second control output. 

20. The wireless headset of claim 13 wherein said wireless • 

communications interface in said headset circuit asserts said link signal while in 

10 said sleep state in response to detecting a signal from the base unit. 

21. The wireless headset of claim 20 wherein said wireless 

communications interface periodically monitors for said signal from the base unit. 

15 22. The wireless headset of claim 13 wherein the predetermined 

condition is a movement of said wireless headset and said sensor is a motion 

sensor. 

23. The wireless headset of claim 13 wherein the predetermined 

20 condition is proximity of said wireless headset to a user's body and said sensor is 

a proximity sensor. 

24. A method for controlling a wirele'ss headset having a 

communications circuit and a control circuit, comprising the steps of: 

25 disabling said communications circuit via said control circuit; 

30 

detecting a predetermined. condition via a sensor associated with said 

control circuit while said communications circuit is disabled; and 

enabling at least a portion of said communications circuit via said control 

circuit in response to detecting said predetermined condition. 

25. The method of claim 24 wherein said communications circuit 

includes a wireless communications interface for communicating with a base unit 

19 
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and an audio interface for providing audio input and output, and wherein said 

enabling step further comprises the steps of: 

enabling at least a receiver portion of said wireless communications 

interface in r_esponse to detecting said predetermined condition; 

5 detecting, via said receiver portion, a signal from the base unit; 

enabling, via said control circuit, the remaining portion of said 

communic~tions circuit in response to said detection of said signal from the base 

unit. 

26. The method of claim 25 wherein said control circuit enables said 

10 remaining portion of said communications circuit based on said receiver portion 

asserting a link signal in response to detecting said signal from the base unit. 

27. The method of claim 24 wherein said enabling step further 

comprises starting a timer defining a time-out interval, and further comprising the 

15 • step of disabling all of said communications circuit upon expiration of said timer. 

20 

28. The method of claim 27 further comprising restarting said timer, 

thereby preventing expiration of said timer, in response to subsequent detection of 

said predetermined condition via said power control circuit. 

29. The method of claim 24 wherein said predetermined condition is a 

movement of said wireless headset and said sensor is a motion sensor. 

30. The method of claim 24 wherein said predetermined condition is a 

25 positioning of said wireless headset in one or more physical orientations and said 

sensor is an attitude sensor. 

31. The method of claim 24 wherein said predetermined condition is 

proximity of said wireless headset to a user's body and said sensor is a proximity 

30 sensor. 

32. The method of claim 24 wherein said predetermined condition is 

20 
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contact between said wireless headset and a user's body and said sensor is a 

contact sensor. 

33.. A method of controlling a wireless headset including a control circuit 

5 and a communications circuit, said communications circuit having a wireless 

communications interface and an audio interface, comprising the steps of: 

placing said communications circuit in an inactive state via said control 

circuit; 

detecting a predetermined condition via a sensor associated with said 

10 • control circuit while said headset circuit is in said inactive state; 

transitioning, via said control circuit, said headset circuit from said inactive 

state to a sleep state in response to said detection, wherein at least a portion of 

said communications circuit is enabled iff said sleep state; 

detecting, via said enabled portion of said communications circuit, an 

15 activity signal from a base unit while said communications circuit is in said sleep 

state; and 

transitioning, via said control circuit, said communications circuit from said 

sleep state to an active state in response to said activity signal, wherein all of said 

• communications circuit is enabled in said active state. 

20 

25 

34. · The method of claim 33 further including continuing to monitor, via 

said control circuit and said associated sensor, for said predetermined condition 

while said communications circuit is in said sleep state and while said 

communications circuit is in said active state. 

35. The method of claim 34 wherein said step of transitioning said 

communications circuit from said inactive state to said sleep state includes 

starting a timer defining a time-out interval. 

30 36. The method of clairn 35 wherein said control circuit transitions said 

communications circuit from said active state or said sleep state back to said 

inactive state upon expiration of said timer. 

21 
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37. The method of claim 36 wherein said control circuit resets said timer, 

thereby preventing its expiration, in response to detecting said predetermined 

condition during said continued monitoring.· 

38. The method of claim 33, wherein said predetermined condition is a 

movement of said wireless headset and said sensor is a motion sensor. 

39. The method of claim 33 wherein said predetermined condition is a 

10 positioning of said wireless headset in one or more physical orientations and said 

sensor is an attitude sensor. 

40. The method of claim 33 wherein said predetermined condition is 

proximity of said wireless headset to a user's body and said sensor is a proximity 

15 sensor. 

20 

41. The method of claim 33 wherein said predetermined condition is 

conta~t between said wireless headset and a user's body and said sensor is a 

contact sensor. 

22 
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