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[57] ABSTRACT 

A headset telephone having an in-use indicator for noti­
fying passers-by when the wearer of the headset is car­
rying on a telephone conversation. In one embodiment 
of the invention, an in-use indicator comprising a light­
emitting diode is disposed on the end of the headset's 
voice boom, and is illuminated in response to activation 
of the headset. In another embodiment of the invention, 
activation of the headset causes a transmitter to transmit 
a signal to a remote in-use indicator not physically con­
nected to the remainder of the telephone system. 
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Figure 2 
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Figure 5a Figure Sc 

Figure Sb 

Figure 4 
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HEADSET IN-USE INDICATOR 

FIELD OF THE INVENTION 

This invention relates generally to the field of tele- 5 

phony, and more particularly to telephone headsets. 

BACKGROUND OF THE INVENTION 

Telephones having headset systems for allowing 
"hands-free" use are well known, and a great many lO 
telephone/headset systems are commercially available. 
In most cases, the handset, if any, of a telephone which 
has a headset, is left on-hook during headset use, or 
taken off-hook and left beside the phone. One problem 
with headset telephones, however, is that passers-by 15 
may be unaware that the user of a headset telephone is 
carrying on a conversation, and may therefore not af­
ford the headset user the same common courtesies as 
when a telephone user is holding a telephone handset to 
his or her ear. On the other hand, passers-by who notice 20 
that a headset user is wearing a headset may incorrectly 
assume that the user is carrying on a telephone conver­
sation, possibly causing the passers-by to take unneces­
sary steps such as speaking in hushed tones or foregoing 
face-to-face conversations with the headset wearer, in 25 
order to avoid interrupting the non-existent telephone 
conversation. 

telephony, headset 12 is coupled to a telephone base 
unit (not shown) which provides a received audio signal 
on signal lines RX and RX GND, and which receives 
from headset 12 a transmit audio signal on lines TX and 
TXGND. 

In accordance with the presently disclosed embodi­
ment of the invention, in-use indicator circuit is trans­
former coupled to the RX and RX GND lines which 
are applied to headset 12. Specifically, a transformer 
and amplifier circuit 14 is coupled to the RX and RX 
GND lines, and functions to receive and amplify the 
incoming received audio signal. 

The amplified received audio signal is provided to an 
audio level detector circuit 16 which converts received 
audio signal peaks which exceed a predetermined 
threshold into current pulses. In the presently preferred 
embodiment of the invention, the predetermined thresh­
old of audio level detector circuit 16 is set to a level 
typical of an off-hook condition of the phone. That is, 
audio level detector circuit 16 preferably detects signals 
exceeding its predetermined threshold whenever the 
telephone and headset are in use. 

With continued reference to FIG. 1, current pulses 
produced by audio level detector circuit 16 are con­
veyed to an integrator circuit 18 which produces a DC 
output signal that is proportional to the time average of 
current pulses produced by audio level detector circuit 
16. The time constant of integrator 18 is preferably on Such problems and inconveniences, although usually 

minor, can detract from the convenience and efficiency 
of hands-free telephone use. 30 the order of seconds, so that response to discrete noise 

transients on the received audio signal path is inhibited. 
SUMMARY OF THE INVENTION 

In accordance with the present invention, a visual 
headset in-use indicator, comprising an LED or the like, 
is provided for a headset telephone. The indicator is 
illuminated when the user is conversing over the head­
set, so that passers-by are made aware of the telephone 
conversation, and can extend the usual telephone cour­
tesies only when appropriate. 

BRIEF DESCRIPTION OF THE DRAWINGS 

The integrator output voltage from integrator 18 is 
provided to a comparator circuit 20, which is also pro­
vided with a reference voltage input Vref. Comparator 

35 20 produces a digital logic level activation signal to 
activate the in-use indicator whenever the integrator 
output signal exceeds the reference voltage Vref. 

The activation signal produced by comparator circuit 
20 is applied to a control input of a switch which is 

40 disposed between a battery 24 and the received audio 
signal line RX. Whenever the activation signal from 
comparator 20 is asserted, switch 22 is held in a closed 
position, so that a DC voltage from battery 24 is applied 

The foregoing and other aspects of the present inven­
tion will be best appreciated with reference to the de­
tailed description of a specific embodiment of the inven­
tion, which follows, when read in conjunction with the 45 
accompanying drawings, wherein: 

to the RX line. This DC voltage on the RX line is con­
ducted to an LED flasher circuit 26, which is also con­
nected to the RX GND line. 

As would be appreciated by those of ordinary skill in FIG. 1 is a block diagram of a telephone headset 
in-use indicator in accordance with one embodiment of 
the present invention; 

FIG. 2 is an illustration of a headset wearer wearing 50 
a headset incorporating the in-use indicator of FIG. 1. 

FIG. 3 is a block diagram of an alternative embodi­
ment of an in-use indicator in accordance with the pres­
ent invention; 

FIG. 4 is a diagram showing the proper arrangement 55 
of FIGS. Sa, Sb, and Sc; and 

FIGS. Sa, Sb, and Sc, collectively arranged as shown 
in FIG. 4, form a schematic diagram of the in-use indi­
cator of FIG. 1. 

DETAILED DESCRIPTION OF A SPECIFIC 
EMBODIMENT OF THE INVENTION 

60 

the art, the DC voltage provided by battery 24 is super­
imposed upon the AC audio signal that is conducted on 
the RX line. This DC battery voltage is confined to a 
segment of the RX line between two DC blocking ca-
pacitors 28 and 30. Capacitors 28 and 30 do not prevent 
the conduction of the received audio signal from the 
telephone base unit to headset 12. 

LED flasher circuit 26 provides current pulses to an 
LED in-use indicator 32 at a rate of two hertz or so. 
Power for LED flasher circuit 26 is provided from 
battery 24, through switch 22 and along the DC isolated 
segment of the RX line. 

Operation of in-use indicator circuit 10 is as follows: 
When the telephone is "on-hook" (i.e., not in use), no 
received audio signal is conducted on the RX and RX 
GND signal lines to headset 12. In this condition, no 
signal is present to be amplified by amplifier 14, and 

Referring to FIG. 1, there is shown a block diagram 
of a telephone headset in-use indicator 10 in accordance 
with a preferred embodiment of the present invention. 
Also depicted in FIG. 1 is a telephone headset 12 in­
cluding a receiver and a microphone. As would be 
appreciated by those of ordinary skill in the field of 

65 therefore no audio level will be detected by detector 16. 
When the telephone is taken "off-hook", the received 
audio signal is amplified by amplifier, and the amplified 
signal is applied to level detector 16. Amplifier 14 is 
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preferably has a very high gain, so that even a very 
low-level received audio signal on the RX line is suffi­
cient, when amplified by amplifier 14, to exceed the 
threshold level of audio level detector 16. Thus, the 
in-use indicator will be able to indicate an in-use condi- 5 
tion whenever the phone is taken off-hook, and not just 
when voices or other sounds are part of the received 
audio signal. 

When the received audio signal exceeds the threshold 
of level detector 16, level detector 16 produces current 10 

pulses that are applied to integrator 18. The DC output 
of integrator 18 thus reflects the time-average of the 
current pulses produced by level detector 16. So long as 
current pulses continued to be produced by level detec-

15 tor 16 as a result of even small received audio signals on 
the RX line, the DC output of integrator 18 will exceed 
the reference voltage supplied to comparator 20. This 
causes comparator 20 to assert its output signal, closing 
switch 22. When switch 22 is closed, the DC voltage 20 
from battery 24 will be applied to the DC-isolated seg­
ment of the RX line, supplying power to LED flasher 
circuit 26. 

When LED flasher circuit 26 receives DC power 
from the DC-isolated segment of the RX line, it will 25 
indicate an in-use condition of the telephone with a 
flashing LED 32. It is contemplated that another type of 
visual indicator, could be substituted in place of LED 
32, as would be appreciated by those of ordinary skill in 
the art. 30 

Referring to FIG. 2, there is shown an illustration of 
a wearer 13 of headset 12, showing LED 32 disposed at 
the end of a voice-boom portion 17 of headset 12. 

In an alternative embodiment of the invention, de­
picted in the block diagram of FIG. 3, the activation 35 
signal produced by comparator 20 in response to detec­
tion of an audio signal by audio level detector 16 is 
provided to an RF transmitter circuit 34. In response to 
assertion of the activation signal by comparator 20, RF 
transmitter 34 transmits an RF signal to a receiver in an 40 
in-use indication device not physically connected to the 
phone system or headset. It is believed that any of the 
various RF transmitting/receiving arrangements that 
are known and/or commercially available would be 
suitable in the practice of the present invention. 45 

In other alternative embodiments of the invention, it 
is further contemplated that an infrared transmitter or 
ultrasonic transmitter could be substituted in place of 
RF transmitter circuit 34 in FIG. 3. It is believed that 

50 

4 
TABLE 1 

COMPONENT 

RI 
R2 
R3 
R4 
RS 
R6 
R7 
R8 
R9 
RIO 
Rll 
Rl2 
R13 
Rl4 
RIS 
R16 

VALUE 

10 kfi 
I kfi 

50 kfi 
100 kfi 

10 kfi 
100 kfi 

IO kfi 
40 kn 
10 kn 
S kfi 

100 kn 
10 kfi 
10 kfi 
20 kfi 
SO kfi 
20 kfi 

Referring to FIG. Sa, transformer and amplifier 14 is 
shown having a connector J1 adapted to be modularly 
connected to a telephone base unit, in a conventional 
manner. Transformer Tl is coupled to the RX and RX 
GND lines, as previously described. In the presently 
preferred embodiment of the invention, most of the 
circuitry of in-use indicator 10, including transformer 
and amplifier 14, audio level detector 16, integrator 18, 
comparator 20, RF transmitter 34 (if included), switch 
22, and battery 24, is contained within a separate hous­
ing, not shown, which is coupled via connector J1 to 
the telephone system base unit. In-use indicator 10 is 
further provided with a modular connector J2 which 
connects to a matching connector J3 on one end of a 
headset cord 36. In this way, the bulk of the circuitry of 
in-use indicator 10 may be left near the base unit of the 
telephone system, and will therefore not add signifi­
cantly to the size or weight of headset 12. As shown in 
FIG. Sc, a connector J4 is supplied at the other end of 
headset cord 36, with connector J4 being connected to 
connector JS on a segment of headset cord having flash­
ing LED in-use indicator 32 disposed thereon. Headset 
12 itself is then coupled to this segment of the cord by 
means of connectors J6 and J7. This enables the wearer 
of headset 12 to readily detach headset 12 and move 
away from the base unit and in-use indicator circuit 
without the necessity of removing headset 12. 

From the foregoing detailed description of a particu­
lar embodiment of the invention, it should be apparent 
that an in-use indicator for a telephone headset has been 
disclosed. Although a particular embodiment of the 
invention has been described herein in detail, this has 
been done for the purposes of illustration only, and is 
not to be taken as limiting with respect to the scope of 
the present invention. It is contemplated by the inven-

various infrared or ultrasonic transmitter arrangements 
suitable for the purposes of practicing the present inven­
tion are known and/or commercially available. Em­
ploying either an RF, infrared, or ultrasonic transmitter 
in the block diagram of FIG. 3 would have the advanta­
geous effect of eliminating the need for a physical con­
nection between the headset and the visual indication of 
telephone use. 

55 tors that various alterations, substitutions, and modifica­
tions may be made to the embodiment of the invention 
disclosed herein without departing from the spirit and 
scope of the invention as defined in the claims, which 

Turning now to FIG. 4, the manner in which FIGS. 
Sa, Sb, and Sc should be arranged to form a complete 60 
schematic diagram of the circuit depicted in block form 
in FIG. 1 is shown. In FIGS. Sa, Sb, and Sc, portions of 
circuitry corresponding to individual blocks in the 
block diagram of FIG. 1 are designated within dashed 
lines having the same reference numerals from FIG. 1. 65 
The particular component values for the components in 
the schematic diagram of FIGS. Sa, Sb, and Sc are set 
forth in the following Table 1: 

follow. 
What is claimed is: 
1. A telephone headset in-use indicator, comprising: 
a headset having a microphone coupled to a tele-

phone base unit by first and second transmit signal 
lines and having a receiver coupled to a telephone 
base unit by first and second received audio signal 
lines; 

a transformer and amplifier circuit, coupled to said 
first and second received audio signal lines, said 
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transformer and amplifier circuit producing an 
amplified received audio signal; 

an audio level detector, coupled to said transformer 
and amplifier circuit and responsive to peaks in said 
amplified received audio signal exceeding a first 5 

predetermined threshold to produce current 
pulses; 

an integrator circuit, coupled to said audio level de­
tector, said integrator circuit producing an integra- 10 
tion signal reflecting a time-average of said current 
pulses produced by said audio level detector; 

a comparator, coupled to said integrator, said com­
parator responsive to excursions of said integration 
signal above a second predetermined level to issue 15 
an activation signal having a predetermined digital 
logic level; 

a switch coupled to said comparator and to a battery, 
said switch being responsive to said issuance of said 
activation signal by said comparator to apply a DC 20 

voltage from said battery to said first received 
audio signal line; 

an LED flasher circuit, coupled to said received 
audio signal lines and responsive to said DC battery 25 
voltage on said first received audio line to provide 
a visual indication of headset use. 

6 
base unit by first and second received audio signal 
lines; 

an amplifier circuit, coupled to said first and second 
received audio signal lines, said amplifier circuit 
producing an amplified received audio signal; 

an audio level detector, coupled to said amplifier 
circuit and responsive to excursions of said ampli­
fied received audio signal above a first predeter­
mined threshold to produce current pulses; 

an integrator circuit, coupled to said audio level de­
tector said integrator circuit producing an integra­
tion signal reflecting a time-average of said current 
pulses produced by said audio level detector; 

a comparator, coupled to said integrator and respon­
sive to excursions of said integration signal above a 
second predetermined level to issue an activation 
signal having a predetermined digital logic level; 

a switch coupled to said comparator and to a battery, 
said switch being responsive to said issuance of said 
activation signal by said comparator to apply a DC 
voltage from said battery to said first received 
audio signal line; 

a visual indicator, coupled to said received audio 
signal lines and responsive to said DC battery volt­
age on said first received audio line to provide a 
visual indication of headset use. 

5. A telephone headset in-use indicator in accordance 
with claim 4, wherein said visual indicator is an LED. 

6. A telephone headset in-use indicator in accordance 
2. A telephone headset in-use indicator in accordance 

with claim 1, further comprising first and second DC 
isolation capacitors, coupled in series with said first 
received audio signal line, said first and second capaci­
tors isolating said DC battery voltage from said headset 
and said telephone base unit. 

30 with claim 4, further comprising a second, remote in-use 
indicator; and a transmitter coupled to said comparator 
and responsive to issuance of said activation signal by 
said comparator to transmit a signal to said second, 
remote in-use indicator. 3. A telephone headset in-use indicator in accordance 

with claim 1, further comprising a second, remote in-use 35 

indicator; and an RF transmitter coupled to said com­
parator and responsive to said issuance of said activa­
tion signal by said comparator to transmit an RF signal 
to said second, remote in-use indicator. 

4. A telephone headset in-use indicator, comprising: 
a headset having a microphone coupled to a tele­

phone base unit by first and second transmit signal 
lines and having a receiver coupled to a telephone 

7. A telephone headset in-use indicator in accordance 
with claim 6, wherein said transmitter is a radio-fre­
quency transmitter. 

8. A telephone headset in-use indicator in accordance 
with claim 6, wherein said transmitter is an infrared 

40 transmitter. 

45 

50 

55 

60 

65 

9. A telephone headset in-use indicator in accordance 
with claim 6, wherein said transmitter is an ultrasonic 
transmitter. 

* * * * * 


