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I. INTRODUCTION 

Micron Technology, Inc. and Micron Semiconductor Products, Inc. 

(collectively, “Petitioner”) request inter partes review (“IPR”) of Claims 1-2, 4, 6, 

and 11-18 of U.S. Patent No. 9,524,974 (“the ’974 Patent”) (Ex-1001), currently 

assigned to Palisade Technologies, LLP (“PO”).  

II. MANDATORY NOTICES, STANDING, AND FEES 

A. Mandatory Notices Under 37 C.F.R. §42.8 

Real Parties-in-Interest: Petitioner identifies the following real parties-in-

interest: Micron Technology, Inc. and Micron Semiconductor Products, Inc.. 

Related Matters: PO has asserted the ’974 Patent against the real parties-in-

interest in Palisade Techs., LLP v. Micron Tech., Inc., No. 7:24-cv-00262 (W.D. 

Tex. Oct. 16, 2024).  

Lead and Back-Up Counsel:  

 Lead Counsel:  

John Kappos (Reg. No. 37,861) 
O’Melveny & Myers LLP 
2501 North Harwood Street, Suite 1700 
Dallas, TX 75201 
Telephone: (972) 360-1900 
Fax: (972) 360-1901 
E-Mail: jkappos@omm.com 
 

 First Backup Counsel: 

Xin-Yi Zhou (Reg. No. 63,366) 
O’Melveny & Myers LLP 
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400 South Hope Street, 18th Floor 
Los Angeles, CA 90071 
Telephone: (213) 430-6000 
Fax: (213) 430-6407 
E-Mail: vzhou@omm.com 
 

 Additional Backup Counsel: 

Ben Haber (Reg. No. 67,129) 
O’Melveny & Myers LLP 
400 South Hope Street, 18th Floor 
Los Angeles, CA 90071 
Telephone: (213) 430-6000 
Fax: (213) 430-6407 
E-Mail: bhaber@omm.com 

 
William M. Fink (Reg. No. 72,332) 
O’Melveny & Myers LLP 
1625 Eye Street, NW 
Washington, DC 20006 
Telephone: (202) 383-5300 
Fax: (202) 383-5414 
E-Mail: tfink@omm.com 

 
Service Information: Petitioner consents to electronic service by email to the 

following addresses: 

 jkappos@omm.com 
 vzhou@omm.com 
 bhaber@omm.com 
 tfink@omm.com 
 OMMPALISADEMICRON@omm.com  

B. Grounds for Standing 

Petitioner certifies that the ’974 Patent is available for review, and Petitioner 

is not barred or estopped from requesting review. 



U.S. Patent No. 9,524,974 
Petition for Inter Partes Review 

9 
 

C. Fee Authorization 

The PTO is authorized to charge any fees due during this proceeding to 

Deposit Account No. 50-0639. 

III. RELIEF REQUESTED 

Petitioner requests cancellation of the challenged claims based on the 

following grounds: 

Ground Summary 

1 Claims 1-2, 4, 12, and 15 is obvious over Matsuno (Ex-1005). 

2 
Claims 6, 11, and 16 are obvious over Matsuno in view of Zhang (Ex-

1006). 

3 
Claims 13-14 and 17-18 are obvious over Matsuno in view of Kao 

(Ex-1007). 

4 Claims 1-2, 4, 11-12, and 15 are obvious over Kwak (Ex-1008). 

5 Claims 6 and 16 are obvious over Kwak in view of Zhang. 

6 Claims 13-14 and 17 are obvious over Kwak in view of Kao. 
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IV. THE CHALLENGED PATENT 

A. Priority Date 

The earliest possible priority date for the ’974 Patent is July 22, 2015. 

Petitioner takes no position on the proper priority date for each claim of the ʼ974 

Patent. Assuming this earliest date, all prior art references asserted herein are prior 

art under AIA 35 U.S.C. §§102 and 103. 

B. The ’974 Patent 

The ’974 Patent “relates generally to non-volatile semiconductor memories of 

the flash memory type, their formation, structure and use.” Ex-1001, 1:6-8. In 

describing general “EEPROM architecture” that “utilizes a NAND array,” the ’974 

Patent acknowledges that “NAND strings are generally connected by conductive 

lines in order to form arrays that may contain many NAND strings.” Id., 1:18-19, 

1:47-48. “At either end of a NAND string a contact area may be formed. This allows 

connection of the NAND string as part of the array. Metal contact plugs (or ‘vias’) 

may be formed over contact areas to connect the contact areas (and thereby connect 

NAND strings) to conductive metal lines that extend over the memory array (e.g. bit 

lines).” Id., 1:49-54.  

“Contacts to contact areas may be formed by etching contact holes through a 

dielectric layer and then filling the holes with metal to form vias. Metal lines, such 
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as bit lines, extend over the memory array and in peripheral areas in order to connect 

the memory array and various peripheral circuits.” Id., 1:56-61. 

The specification states that due to the close proximity of bit lines, processing 

is difficult and the risk of capacitive coupling increases. Id., 1:63-67. The 

specification further states “a need for an integrated circuit manufacturing process 

that forms conductive lines, such as bit lines, in close proximity in an efficient 

manner.” Id., 2:3-5. 

By the time the ’974 Patent was filed, a process called “self-aligned double 

patterning” or “sidewall-assisted double patterning” (SADP) was a known process 

to manufacture integrated circuits. Ex-1001, Abstract; Ex-1037, 2. With sidewall-

assisted double patterning, mandrels made of a resist material are formed in a pattern 

on a dielectric layer and a substrate; the mandrels, including their sidewalls, are then 

covered with another layer; that layer is etched to form spacers; the mandrels are 

then removed, leaving a gap between the spacers; a second mask is used to prevent 

the etch of areas that do not need a trench; the dielectric layer is etched around the 

second mask, leaving trenches of a certain pattern in the dielectric layer; and finally 

the top portion of the spacers and second mask are polished. Ex-1037, 2-3, Fig. 4; 

Ex-1025, 2, Fig. 2.   
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The ’974 Patent describes using a “sidewall assisted process” to form trenches 

for bit lines “so that trenches alternate between two different profiles.” Ex-1001, 2:9-

11.  

The ’974 Patent’s Figure 2C illustrates “bit lines formed in a dielectric layer.” 

Id., 7:44-45; see id., 7:28-32. The ’974 Patent acknowledges that alternating bit lines 

were known in the art. Id., 7:37-38. Due to the decrease in spacing between 

conductive lines as memory devices became smaller, the chance of capacitive 

coupling between bit lines increased. Id., 7:41-44. To make a “bit line” using SADP, 

elongated openings called “trenches” are formed in a dielectric layer; the trenches 

are filled with a conductive material; and then excess conductive material is 

removed. The remaining conductive material makes up the “bit line.” Id., 7:44-50. 

The ’974 Patent explains that “sidewall assisted patterning (SAP) may be used 

to enable patterning of features that are smaller than the smallest features that can be 

patterned by direct patterning using a given photolithographic process.” Id., 7:54-

57, Figs. 3A-C.  

The ’974 Patent describes “an alternative sidewall assisted process for 

forming trenches,” with trenches that “alternate between two different types of 

trench with two different profiles.” Id., 8:16-20. As shown in Figure 4A below, 

mandrels 411 are covered by liner layer 415. Id., 8:20-28. Then sidewall spacer liner 

417 is deposited over liner layer 415. Id., 8:28-39. 



U.S. Patent No. 9,524,974 
Petition for Inter Partes Review 

13 
 

 

Figure 4B below shows the structure after sidewall spacer layer 417 and liner 

layer 415 were etched, leaving sidewall spacer 417a-c along the sides of mandrel 

411 and liner layer portions 415a-c. Id., 8:40-45.  

 

The ’974 Patent states “sidewall spacers, liner layer portions, and dielectric 

layer 413 are substantially unaffected by removal of mandrels,” as illustrated in 

Figure 4C below. Id., 8:53-57. The ’974 Patent explains that masking portion 419 

consists of sidewall spacer 417a and liner layer portion 415a. Id., 8:57-60.  

 



U.S. Patent No. 9,524,974 
Petition for Inter Partes Review 

14 
 

Figure 4D below illustrates “the result of anisotropic etching” using the 

pattern of Figure 4C as an etch mask to etch dielectric layer 413. Id., 8:61-63.  

 

The ’974 Patent states that alternating trenches may be used “in forming 

integrated circuits including, but not limited to, NAND flash memories,” such as for 

forming bit lines. Id., 9:44-47. The ’974 Patent states that mandrels “may be formed 

by direct patterning, or may be formed by one of the SAP [(sidewall assisted)] 

processes.” Id., 10:10-32. 

C. Prosecution History of the ’974 Patent 

The ’974 file history is submitted as Ex-1004. During prosecution, the 

Examiner rejected certain claims over the prior art reference U.S. Patent No. 

8,247,291 (“Min”). Ex-1004, 65-70. The Examiner mapped first and second trenches 

to elements 25 and 26 of Min’s Figures 1F-1G respectively to show trenches 

arranged in an alternating pattern. See id., 66. To overcome this rejection, the 

Applicant argued that Min’s trenches 25 and 26 “have the same shape and are not in 

an alternating pattern as recited in claim 1.” Id., 97.  



U.S. Patent No. 9,524,974 
Petition for Inter Partes Review 

15 
 

The Examiner then allowed the claims. Id., 110. But the Examiner “erred in 

overlooking the prior art.” Ecto World, LLC v. Rai Strategic Holdings, IPR2024-

01280, Paper 13 at 5 (May 19, 2025); see also Becton, Dickinson & Co. v. B. Braun 

Melsungen AG, IPR2017-01586, Paper 8 at 17-18 (Dec. 15, 2017) (§III.C.5, first 

paragraph). Although the Examiner cited Min’s Figure 1G (below), the Examiner 

overlooked first and second trenches (yellow and blue) formed between first spacers 

71 in area A that are differently shaped and arranged in an alternating pattern. 

 

D. Level of Ordinary Skill in the Art 

A person of ordinary skill in the art at the relevant time (“POSITA”) would 

have had a bachelor’s degree in electrical engineering, computer engineering, or a 

related field, and at least two years of experience in the research, design, or 
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development of semiconductor memory device structures, or the equivalent, with 

additional education substituting for experience and vice versa. Ex-1002, ¶22.  

V. BRIEF DESCRIPTION OF THE APPLIED PRIOR ART 
REFERENCES 

This petition presents four references, none of which were of record during 

prosecution. See Ex-1004. 

A. Matsuno (Ex-1005)  

U.S. Patent No. 8,592,978 (“Matsuno”) was filed March 23, 2010, and issued 

November 26, 2013. Ex-1005. Matsuno qualifies as prior art under at least 

§102(a)(1) and §102(a)(2). Ex-1002, ¶59. 

Matsuno discloses “[t]he present invention relates to a method of fabricating 

a semiconductor device provided with a microscopic wiring pattern and the 

semiconductor device.” Ex-1005, 1:16-18. Matsuno discloses first and second 

trenches having different shapes, with first buried wiring 10a having a rectangular 

cross section while “second buried wiring 10b has a trapezoidal [cross-]section with 

both side surfaces being tapered.” Id., 4:8-24. Matsuno’s Figure 11 shows first and 

second trenches having different shapes. 
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Matsuno discloses an embodiment “directed to a NAND flash memory.” Ex-

1005, 2:43-45; see id., Fig. 1 (NAND flash memory cell array). Matsuno specifically 

describes “sequential steps of the fabrication process,” id., 2:36-37, including the 

depositing numerous films on a semiconductor substrate; forming a resist pattern; 

etching silicon nitride film using the resist pattern as a mask to create core patterns; 

depositing an amorphous silicon film to form a liner layer over core patterns; etching 

the amorphous silicon film to create spacers or mask patterns; removing core 

patterns; etching the films using the mask pattern; depositing a barrier metal layer 

and copper layer; and planarizing the layers until a predetermined height is reached. 

Id., 4:41-6:28.  

B. Zhang (Ex-1006) 

U.S. Patent Application Publication No. 2015/0162277 (“Zhang”) was filed 

December 5, 2013 and published June 11, 2015. Ex-1006. Zhang qualifies as prior 

art under at least §102(a)(1) and §102(a)(2). Ex-1002 ¶62.  
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Zhang discloses a “damascene interconnect process [that] incorporates air 

gaps into a high modulus dielectric material.” Ex-1006, Abstract. Zhang’s Figures 

5C-5D disclose etching two types of trenches (133, 137) based on a hard mask layer. 

See id., ¶¶49-50.  

 

Id., Fig. 5D. 

Zhang also discloses steps to “form air gaps and encapsulated trenches and 

vias.” Ex-1006, ¶53. Zhang discloses “recesses 137 of the U-shaped structures 

131”—i.e., second trenches—“are capped with a layer 139. The capping layer 139 

will cap each U-shaped structure so as to include an air gap 141, thus forming a 

plurality of air gaps 141 that extend vertically within the recesses 137.” Id., ¶55.  

 

Id., Fig. 6C. 
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C. Kao (Ex-1007) 

U.S. Patent No. 6,500,765 (“Kao”) was filed March 23, 2001, and issued 

December 31, 2002. Ex-1007. Kao qualifies as prior art under §102(a)(1) and 

§102(a)(2). Ex-1002, ¶65.  

Kao discloses “[a] method of manufacturing a field effect transistor with a 

dual-spacer structure.” Ex-1007, Abstract. Kao describes deposition of a dielectric 

layer 114 on the sidewall of gate 106a and gate dielectric layer 104, which is then 

covered by a dielectric layer 116. See id., 2:39-52. In Kao, dielectric layers 114 and 

116 are then etched to form 117 spacer, formed from 116b and 114a, as shown in 

Figures 3-5 below. Id., 2:39-3:2. 
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D. Kwak (Ex-1008) 

U.S. Patent Application No. 2011/0032763 (“Kwak”) was filed October 21, 

2010, and published February 10, 2011. Ex-1008. Kwak qualifies as prior art under 

§102(a)(1) and §102(a)(2). Ex-1002, ¶67. 

Kwak discloses “a semiconductor device” with first and second bit lines. Ex-

1008, Abstract. Kwak describes forming bit lines using masks and spacers. See, e.g., 

id., ¶¶6, 63-64. Kwak states even bit lines and odd bit lines “may have different 

structures,” as illustrated in Figure 14 below. Id., ¶45. 
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VI. CLAIM CONSTRUCTION 

Petitioner interprets the ’974 Patent’s claims according to the Phillips claim 

construction standard. 37 C.F.R. §42.100(b). To resolve the grounds presented 

herein, Petitioner does not believe that any term requires explicit construction 

because the prior art discloses the claim limitations in a manner consistent with the 

’974 Patent.2 Ex-1002, ¶¶44-45. 

VII. DETAILED EXPLANATION OF THE UNPATENTABILITY 
GROUNDS 

The ’974 Patent contains 20 claims. This Petition challenges independent 

Claims 1, 12, and 17 and dependent Claims 2, 4, 6, 9, 11, 13-15, and 18. See Ex- 

 
2 The parties disputed two terms in the underlying district court case: (1) “the second 
shape being different from the first shape” / “the second shape being different to the 
first shape”; and (2) “alternating pattern.” The Magistrate Judge recommended 
“plain and ordinary meaning” as the proper construction for both terms, and Micron 
has applied that construction herein. Ex-1040, 49-62. 
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1020. Independent Claim 1 is a “system” claim and Claim 12 is a “method” claim 

that adapts recitations from system Claim 1. Independent Claim 17 is also a 

“method” of manufacturing 3D NAND memory, but recites different steps than 

those recited in independent Claim 12. The subject matter of the challenged claims 

is disclosed by the prior art as shown below. Ex-1002, ¶69. 

A. Ground 1: Claims 1-2, 4, 12, and 15 Are Obvious Over Matsuno  

1. Independent Claim 1 

a. Element 1[preamble]: A NAND flash memory 
comprising: 

If Claim 1’s preamble is limiting, Matsuno discloses it. Ex-1002, ¶70. 

Matsuno discloses an “embodiment [that] is directed to a NAND flash memory.” 

Ex-1005, 2:44-45; see id., 2:50-54 (providing a NAND flash memory configuration 

with “a part of memory cell array formed in a memory cell region of the NAND 

flash memory.”). 

b. Element 1[a]: a semiconductor substrate; 

Matsuno discloses a semiconductor substrate. Ex-1005, 5:1-6:14. Matsuno 

discloses “a method of fabricating a semiconductor device comprising forming an 

insulating film and a core-forming film above a semiconductor substrate.” Id., 1:56-

58; 2:15-17. Semiconductor substrate 1 is annotated in red below in Figure 3. 
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c. Element 1[b]: a dielectric layer extending over the 
semiconductor substrate; 

The ’974 Patent states “memory elements are arranged in a plane (e.g., in an 

X-Z direction plane) which extends substantially parallel to a major surface of a 

substrate that supports the memory elements.” Ex-1001, 4:64-5:3, 5:15-35. It further 

states “[t]ypically, in a monolithic three dimensional memory array, one or more 

memory device levels are formed above a single substrate.” Id., 5:49-51. It also 

states “layers of adjacent memory device levels of a monolithic three dimensional 

memory array may be shared or have intervening layers between memory device 

levels.” Id., 5:58-61. The ’974 Patent does not describe any embodiment where a 

dielectric layer that is etched to form trenches is deposited directly onto, or in direct 

contact with a semiconductor substrate. See, e.g., id., Figs. 2C, 3A-3C, 4A-4D. 
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Therefore, a POSITA would have understood that, as recited in the claims and used 

in the context of the specification, the recited dielectric layers being placed “over” 

the semiconductor substrate encompasses layers that are above an underlying 

semiconductor substrate, even if there are “intervening layers” between them. 

Consistent with the ’974 Patent’s description, Matsuno teaches a dielectric 

layer extending over the semiconductor substrate. Specifically, Matsuno includes 

several films layered over the semiconductor substrate. Ex-1005, 1:55-58, 3:11-14. 

For example, Matsuno describes silicon oxide film 4 formed on the upper surface of 

silicon substrate 1; silicon nitride film 6 formed on silicon oxide film 4; silicon oxide 

film 7 formed on the upper surface of silicon nitride film 6; and silicon nitride film 

11 formed on the upper surface of silicon oxide film 7. Id., 3:49-67, 4:49-59, Fig. 3. 

Figure 3 below shows silicon oxide film 7 (purple), after trenches have been formed, 

extending over semiconductor substrate 1 (red). Id., 4:1-6. Matsuno also states its 

Figures 4-11 show “part of the structure in which the first and second buried wirings 

10a and 10b are formed,” while “another part related to the silicon substrate 1 is 

eliminated.” Id., 4:41-48. Figure 4 below discloses silicon oxide film 7 (purple) 

without the trenches formed. Although silicon substrate 1 is not shown, a POSITA 

would have understood silicon oxide film 7 extends over silicon (semiconductor) 

substrate 1. Ex-1002, ¶73.  
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Ex-1005, Figs. 3-4 (annotated and modified). 

A POSITA would have known that silicon oxide is a dielectric material. Ex-

1002, ¶74 (citing Ex-1035; Ex-1032). Because the trenches are etched in silicon 

oxide film 7, silicon oxide film 7 corresponds to the claimed dielectric layer 

extending over semiconductor substrate.   

d. Element 1[c]: a plurality of first trenches in the 
dielectric layer, each first trench being elongated along 
a first direction and having a first shape in cross 
section along a plane that is perpendicular to the first 
direction;  

Matsuno discloses first trenches etched in the dielectric layer. Specifically, 

Matsuno discloses trenches etched in silicon oxide film 7 between tapered wiring 

groove patterns 7a (purple). As shown by Figure 10 below, first trenches (yellow) 
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are formed between tapered wiring groove patterns 7a that make up the facing pair 

Aj are elongated along a first direction. Ex-1002, ¶75.  

 

Ex-1005, Fig. 10 (annotated).  

Matsuno states “silicon oxide film 7 is etched at each adjacent pair Aj so as to 

have tapered surfaces reaching the lower ends, whereupon the wiring groove patterns 

7a are formed.” Id., 6:6-9. Thus, the first trenches (yellow) are of a shape in cross 

section along a plane that is perpendicular to the first direction that is wider at the 

top because of the tapered surfaces than their lower portions. Ex-1002, ¶76. 

e. Element 1[d][i]: a plurality of second trenches in the 
dielectric layer, each second trench being elongated 
along the first direction and having a second shape in 
cross section along the plane, 

Matsuno describes another set of trenches etched between the facing pair Pa 

of wiring groove patterns 7a. Ex-1002, ¶77. Specifically, Matsuno discloses “silicon 
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oxide film 7 is etched at each facing pair Pa so as to have substantially vertical 

surfaces.” Ex-1005, 6:5-6. Thus, trenches formed between wiring groove patterns 7a 

(purple) that make up the facing pair Pa are elongated along a second direction are 

second trenches in the dielectric layer. Ex-1002, ¶77.  

 

Ex-1005, Fig. 10 (annotated). 

Because “[e]ach facing pair Pa with the vertical side surfaces ha[s] the same 

inter-pattern dimension that is substantially the same as D2 throughout elongation 

thereof,” these trenches are of a second shape that is rectangular in cross section to 

the first direction. Ex-1005, 5:50-52; Ex-1002, ¶78.  

f. Element 1[d][ii]: the second shape being different from 
the first shape, 

Matsuno explains that the trenches etched between each adjacent pair Aj are 

tapered with “upper ends which are further spread” than the lower end of the trench, 
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whereas the trenches etched between each facing pair Pa are generally the same 

width throughout the elongation. Ex-1005, 6:5-17.  

Matsuno’s Figure 10 shows that the first trenches (yellow) and second 

trenches (blue). Because the first trenches reduce in width from the upper region to 

the lower region (i.e., trapezoidal) and the second trenches are the same width (e.g., 

rectangular), the shape of the second trenches (i.e., second shape) is different from 

the shape of the first trenches (i.e., first shape). Ex-1002, ¶80.  

 

 

Id., Fig. 10 (annotated).  

After metal layers are deposited into the trenches, the planarization process 

polishes the dielectric layer and metal layers to a predetermined height. Ex-1005, 

6:18-31. As shown by Figure 11 below, after planarization, first trenches (yellow) 

are trapezoidal and second trenches (blue) are rectangular. Ex-1002, ¶81. 
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Ex-1005, Fig. 11 (annotated). 

g. Element 1[d][iii]: the first and second trenches 
arranged in an alternating pattern that alternates from 
first trench to second trench along a second direction 
that is perpendicular to the first direction; and 

Matsuno discloses “a plurality of first buried wirings and a plurality of second 

buried wirings provided in the insulating film at predetermined intervals alternately 

in a direction parallel to a surface of the semiconductor substrate.” Ex-1005, 2:18-

21. Matsuno explains that “first buried wirings 10a are formed in the respective 

facing pairs Pa, and the second buried wirings 10b are formed in the respective 

adjacent pairs Aj.” Id., 6:29-31. Second buried wirings 10b are formed in first 

trenches, whereas first buried wirings 10a are formed in second trenches. Ex-1002, 

¶82. As shown by annotated Figure 11 below, first trenches (yellow) and second 

trenches (blue) are in an alternating pattern. Id.; see id., 4:8-11 (“The first and second 

wirings 10a and 10b are formed so as to correspond to the bit lines BL1 and BL2 

which are disposed cyclically and alternatively, respectively.”). 
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Id., Fig. 11 (annotated). 

Relative to Matsuno’s Figure 11, the first direction is the direction going into 

the page. The alternating pattern alternates in a second direction (left-to-right) which 

is perpendicular to the first direction. See Ex-1002, ¶83.  

h. Element 1[e]: a plurality of bit lines located in the first 
trenches. 

Matsuno discloses “[c]onductor films comprising a barrier metal layer 8 and 

a copper (Cu) layer 9 are buried in the pattern thereby to be formed into first and 

second buried wirings 10a and 10b…The first and second wirings 10a and 10b are 

formed so as to correspond to the bit lines BL1 and BL2 which are disposed 

cyclically and alternately, respectively.” Ex-1005, 4:3-11, 6:18-24. Annotated 

Figures 2 and 3 show Matsuno’s bit lines BL2 (10b) in yellow in the first trenches. 

Ex-1002, ¶84. 
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 Ex-1005, Figs. 2-3 (annotated).  

2. Dependent Claim 2: The NAND flash memory of claim 1 
further comprising  
[a] a plurality of additional bit lines located in the second 
trenches,  
[b] each of the plurality of bit lines having the first shape in 
cross section along the plane and each of the plurality of 
additional bit lines having the second shape in cross section 
along the plane. 

Matsuno discloses additional bit lines located in the second trenches. Ex-

1002, ¶85. Matsuno states “the first buried wirings 10a are formed in the respective 

facing pairs Pa.” Ex-1005, 6:31-32; see id., 4:3-6 (barrier metal layer 8 and copper 

layer 9 form “first and second buried wirings 10a and 10b”). Thus, second buried 

wirings 10a are located in second trenches Pa. Annotated Figures 2-3 show 

Matsuno’s bit lines BL1 or 10a in blue.  
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 Id., Figs. 2-3 (annotated).  

Matsuno also discloses the bit lines having the first shape in cross section 

along the plane and the additional bit lines having the second shape in cross section 

along the plane. Because “buried wirings 10b are formed in the respective adjacent 

pairs Aj and the wiring groove patterns 7a have the tapered surfaces,” the bit lines 

(i.e., buried wirings 10b) have the first shape of the first trenches. Ex-1005, 6:35-40. 

Because “the first buried wirings 10a are formed in the respective facing pairs Pa,” 

the additional bit lines (i.e., buried wirings 10a) have the same shape as the second 

shape (i.e., the shape of the second trenches). Id., 6:31-35.  
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3. Dependent Claim 4: wherein the first shape has a first width 
at a level of an upper surface of the dielectric layer, the 
second shape has a second width at the level of the upper 
surface of the dielectric layer, and the second width is less 
than the first width. 

Matsuno states “the second buried wiring 10b is formed so that the upper 

portion thereof has a larger wiring width than the first buried wiring 10a and the 

lower portion thereof has substantially the same wiring width as the first buried 

wiring 10a.” Ex-1005, 4:25-29. After planarization, the upper portions of the buried 

wirings are flush with the upper surface of the dielectric layer. See id., 6:18-28. As 

explained in Sections VII.A.1.d-e, the buried wiring 10b takes on the first shape of 

the first trench and the buried wiring 10a takes on the second shape of the second 

trench. Matsuno discloses “the width of each wiring 10b is wider at the upper 

surface thereof as shown by reference symbol ‘Db’ and is substantially the same as 

dimension Da at the lower end,” whereas second trenches 10a have a width of Da 

from the upper surface to the lower end, as illustrated by Figure 11 below. Id., 6:38-

40; Ex-1002, ¶87.  
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Ex-1005, Fig. 11 (annotated). 

4. Independent Claim 12 

a. Element 12[preamble]: A method of forming a NAND 
flash memory comprising: 

If Claim 12’s preamble is limiting, Matsuno discloses it. Ex-1002, ¶88. 

Matsuno discloses its “present invention relates to a method of fabricating a 

semiconductor device provided with a microscopic wiring pattern.” Ex-1005, 1:16-

18. Matsuno also teaches an “embodiment [that] is directed to a NAND flash 

memory.” Id., 2:44-45. 

b. Element 12[a]: forming a plurality of NAND strings 
disposed on a surface of a substrate; 

Matsuno discloses a “memory cell array is composed of NAND cell units 

(memory units) Su arranged in a matrix. Each NAND cell unit includes two selective 

gate transistors Trs1 and Trs2 and a plurality of memory cell transistors Trm (2n 

where n is a positive number, 8, for example) series connected between the selective 
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gate transistors Trs1 and Trs2. In the NAND cell units Su, the memory cell 

transistors Trm adjacent to each other are arranged to share a single source/drain 

region.” Ex-1005, 2:53-61. A POSITA would have understood Matsuno’s NAND 

memory cells connected in series with the shared source and drain region as outlined 

by Su and annotated in green below constitute a NAND string. Ex-1002, ¶89.  

 

Ex-1005, Fig. 1 (annotated). 

A POSITA would have known that NAND memory architecture is 

implemented using CMOS (complementary metal-oxide-semiconductor) process 
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technology, which uses conductive paths on a substrate to connect NAND strings 

and arrays. Ex-1002, ¶90. Therefore, Matsuno’s memory cell array is disposed on a 

surface of a substrate. Id.; see Ex-1005, 3:16-19 (substrate’s surface “divided into a 

plurality of active regions 3 (element formation regions)”); 3:26-28 (“Gate 

electrodes MG of the memory cell transistors…formed on the portions of the action 

region 3….”); 2:15-17 (providing “a semiconductor device comprising a 

semiconductor substrate”).  

c. Element 12[b]: depositing a dielectric layer over the 
plurality of NAND strings; 

Matsuno discloses films “formed on the upper surface of the silicon substrate 

1 so as to cover gate electrodes of the memory cell transistors Trm and selective gate 

transistors Trs1 and Trs2 or peripheral circuit transistors (not shown) etc.” Ex-1005, 

3:38-53. These transistors make up a NAND string. See supra Section VII.A.4.b. As 

explained in Section VII.A.1.c, silicon oxide film 7 is a dielectric layer that extends 

over silicon oxide film 4 and semiconductor substrate 1. See Ex-1002, ¶91.  
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See Ex-1005, Figs. 3-4 (annotated). 

Thus, Matsuno teaches depositing a dielectric layer over the plurality of 

NAND strings.  

d. Element 12[c]: etching a plurality of first trenches in 
the dielectric layer, each first trench being elongated 
along a first direction and having a first shape in cross 
section along a plane that is perpendicular to the first 
direction;  

For the reasons set forth in Section VII.A.1.d, Matsuno teaches “a plurality of 

first trenches in the dielectric layer, each first trench being elongated along a first 

direction and having a first shape in cross section along a plane that is perpendicular 

to the first direction.” Ex-1002, ¶93; Ex-1020. Matsuno further discloses “silicon 

oxide film 7 is etched at each adjacent pair Aj so as to have tapered surfaces reaching 

the lower ends,” as shown in Figure 10 below. Ex-1005, 6:6-7.  
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Id., Fig. 10 (annotated).  

e. Element 12[d]: etching a plurality of second trenches 
in the dielectric layer, each second trench being 
elongated along the first direction and having a 
second shape in cross section along the plane,  

Matsuno discloses “a plurality of second trenches in the dielectric layer, each 

second trench being elongated the first direction and having a second shape in cross 

section along the plane” for the reasons set forth in Section VII.A.1.e. See Ex-1002, 

¶94; supra Section VII.A.1.e. Matsuno further discloses “silicon oxide film 7 is 

etched at each facing pair Pa.” Ex-1005, 6:5-6. 
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Ex-1005, Fig. 10 (annotated). 

f.  Element 12[e]: the second shape being different to the 
first shape, 
Element 12[f]: the first and second trenches arranged 
in an odd-even alternating pattern along a direction 
that is perpendicular to the first direction such that two 
first trenches are separated by a second trench; and 
Element 12[g]: depositing metal in the plurality of first 
trenches to form a plurality of bit lines located in the 
first trenches. 

Matsuno teaches Elements 12[e]-[g] for the reasons set forth above. See Ex-

1002, ¶95; supra Sections VII.A.1.f-h.  

5. Dependent Claim 15: The method of claim 12 further 
comprising depositing the metal in the plurality of second 
trenches to form a plurality of additional bit lines located in 
the second trenches. 

Matsuno teaches “depositing the metal in the plurality of second trenches to 

form a plurality of additional bit lines located in the second trenches” for the same 

reasons it teaches Claim 2. Ex-1002, ¶96; see supra Section VII.A.2.  
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B. Ground 2: Claims 6, 11, and 16 Are Obvious Over Matsuno in view 
of Zhang 

1. A POSITA would have been motivated to combine Matsuno 
with Zhang 

A POSITA would have been motivated to combine the teachings of Matsuno 

and Zhang and would have had a reasonable expectation of success in doing so at 

least because they relate to the same field and address the same well-known issues. 

Ex-1002, ¶98. Matsuno and Zhang provide complementary solutions for fabricating 

interconnects with certain structural and electrical configurations in semiconductor 

devices. See, e.g., Ex-1005, 1:16-2:26, 2:44-51; Ex-1006, ¶¶4, 6, 31-35, 40-46. A 

POSITA seeking flexibility or precision in the patterning process would have known 

of and consulted these proposed solutions. Ex-1002, ¶98; Ex-1005, 1:40-51; see Ex-

1006, ¶¶2, 9. 

Matsuno discloses fabricating a “NAND flash memory” configured to have 

“first buried wirings 10a…formed in the respective facing pairs Pa, and the second 

buried wirings 10b…formed in the respective adjacent pairs Aj.” Ex-1005, 6:29-31. 

This results in two trench shapes: a substantially vertical trench (e.g., 10a) and a 

tapered trench (e.g., 10b). Matsuno states this configuration is advantageous 

because, “even when an overhang is formed on the rounded portion or the like during 

the forming of the barrier metal layer 8 by a sputter method, the above-described 

configuration can suppress adverse effect on the subsequent forming of the copper 
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layer 9…In this respect, when the width of the wiring groove pattern in each adjacent 

pair Aj is small so that the aforesaid overhang occurs during the forming of a barrier 

metal layer, an effective width is reduced such that there is a possibility of 

malfunction in burying such as occurrence of void in the adjacent pair Aj during the 

plating of copper layer. However, the above-described configuration can suppress 

the occurrence of malfunction as much as possible.” Id., 6:41-60. Matsuno further 

discloses another advantage in its configuration: the “contact areas of the first and 

second buried wirings 10a and 10b with the respective contact plug 5 are 

substantially equal to each other…Consequentially, the variations in the contact 

resistance can be suppressed.” Id., 6:61-7:3. 

A POSITA would have known that as memory technology and integration 

density advanced the distance between the bit lines would continue to decrease. As 

the distance between the bit lines decreased, the inter bit line capacitance would 

increase proportionally, which would result in negative effects on memory 

performance. See Ex-1002, ¶¶100-102. For example, an increase in capacitance 

causes the bit line sensing margin and refresh ability to degrade. Id., ¶100.  

Zhang discloses forming air gaps within dielectric materials above a 

semiconductor substrate so as to achieve “low capacitance between metal lines.” Ex-

1006, ¶¶40-46, 64. A POSITA would have been motivated to implement Matsuno’s 

NAND memory configuration using Zhang’s air gaps because a POSITA would 
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have recognized that—as stated in Zhang—“incorporation of an air gap in a layer” 

“reduce[s] capacitance between adjacent” conductive lines and mitigates the effects 

of the reduction in the inter bit line spacing. Id., ¶¶9-10, 55, 64; Ex-1002, ¶¶100-

101; see Dystar Textilfarben v. C.H. Patrick, 464 F.3d 1356, 1368 (Fed. Cir. 2006) 

(A motivation to combine exists when the “improvement” results in a product or 

process that is “stronger, cheaper, cleaner, faster, lighter, smaller, more durable, or 

more efficient.”); KSR Int’l Co. v. Teleflex Inc., 550 U.S. 398, 417 (2007) (“[M]ere 

application of a known technique to a piece of prior art ready for the improvement” 

is obvious.). A POSITA would have recognized the combination benefits from 

Matsuno’s more tailored profile for its first trenches (e.g., wider mouth allows for 

fewer voids/more reliable bit lines), while also benefiting from reduced capacitance 

between bit lines as taught by Zhang. Ex-1002, ¶101. 

With this combination, a POSITA would have had a reasonable expectation 

of success in achieving the objective of decreasing the capacitance between bit lines 

by combining the teachings of Matsuno and Zhang without change in their respective 

functions because both references use “conventional thin film deposition[,] 

photolithography[, and] etching techniques” to fabricate semiconductor devices. Ex-

1006, ¶¶32-35, 40-46; see generally Ex-1005 (using deposition, photolithography 

and etching techniques); Ex-1002, ¶102; infra Sections VII.B.2-4. 
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2. Dependent Claim 6: The NAND flash memory of claim 1 
further comprising a plurality of air gaps located in the 
second trenches. 

Zhang discloses air gaps located in second trenches. Zhang discloses 

incorporating air gaps into dielectric material to lower the “effective dielectric 

constant” of “interconnect structure[s].” Ex-1006, ¶10. Zhang’s Figure 5D annotated 

below illustrates first trenches (yellow) between U-shaped structures and second 

trenches (blue) within the U-shaped structures.  

 

Id., Fig. 5D (annotated). 

Zhang discloses at step “134, the recesses 137 of the U-shaped structures 131 

are capped with a layer 139. The capping layer 139 will cap each U-shaped structure 

so as to include an air gap 141, thus forming a plurality of air gaps 141 that extend 

vertically within the recesses 137.” Ex-1006, ¶55. Zhang therefore discloses 

incorporating air gaps into second trenches. Ex-1002, ¶¶103-104.  
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Zhang explains that the width of the second trench “D2 is selected to ensure 

that adjacent capping layers 139 will touch each other at the top opening of the U-

shaped structures 131 to seal off the top and form a sealing cap before the central 

portion of the region is fully formed to ensure that the air gap 141 remains.” Ex-

1006, ¶55. Zhang describes a capping layer that “result[s] in the cap being formed 

almost immediately upon the deposition starting so that little to no material from the 

capping layer 139 enters the U-shaped structure 131. Therefore, the top of the U-

shaped structure 131 will be essentially capped and maintain nearly the same open 

area as when it was originally etched.” Id. Figure 6C of Zhang below illustrates the 

capping layer 139 lining both the first and second trenches, resulting in air gaps 

formed in second trenches. 
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A POSITA would have found it obvious to incorporate air gaps into the 

second trenches of Matsuno in view of Zhang’s teachings. Ex-1002, ¶¶105-106. A 

POSITA would have known that air gaps replace dielectric material, and are not 

meant to exist inside bit (or metal) lines.  

Matsuno discloses “barrier metal layer 8 is formed in the wiring groove 

patterns 7a by sputtering as shown in FIG. 11.” Ex-1005, 6:18-19. A POSITA 

implementing air gaps between bit lines in the first trenches would have understood 

that depositing the barrier metal layer 8 that is thick enough to encapsulate the tops 

of the second trenches results in air gaps formed in the second trenches, like Zhang’s 

teachings. See Ex-1006, ¶55. A POSITA would have further understood that a high 

deposition rate or deposition of a thick enough material results in “breadloafing,” 

which causes the material to “pinch off” in a region between sidewalls and form an 

air gap, as illustrated below. Ex-1002, ¶106 (citing Ex-1026).  

 

Ex-1026, Fig. 3 (annotated).  
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For a pinch-off region below the surface, a POSITA would have known how 

to use a sputtering deposition method to facilitate a pinch-off region below the 

surface of a dielectric layer. See Ex-1002, ¶¶107-108 (citing Ex-1031). 

 

Ex-1031, Figs. 9A-9B.  

Thus, a POSITA would have known how to deposit a layer to create an air 

gap. Ex-1002, ¶109; supra Section VII.B.1. Modified Figure 10´ of Matsuno below 

illustrates a pinch-off region toward the top of the second trenches, resulting in air 

gaps in the second trenches (blue). Id.; Ex-1026, Fig. 3. 
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Ex-1005, Fig. 10´ (modified). 

A POSITA would have known how to adjust the thickness of the capping 

metal layer to enclose an air gap. Ex-1002, ¶110. For this modification, deposition 

of a metal layer would be thick enough to seal off second trenches to form an air gap 

while the first trenches are not filled up at the top, like the profiles in Figure 6C of 

Zhang. A POSITA would have known to continue the rest of Matsuno’s process—

which is deposition of copper layer 9—resulting in bit lines formed in the first 

trenches, but not in the second trenches. Id.  

Although the deposition of a thick capping metal layer results in an uneven 

top layer, Matsuno’s subsequent planarization would level and polish “the copper 

layer 9 and barrier metal layer 8” to their “respective predetermined heights.” Ex-

1005, 6:18-28. A POSITA would have known how to determine where a pinch-off 
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region to preserve the air gaps in the second trenches after planarization. Ex-1002, 

¶111. This planarization prevents shorting the bit lines. Id.  

Because air gaps were incorporated into the second trenches, a portion of the 

metal barrier layer forming the cap in the second trenches maintains the air gaps, 

while the bit lines formed in the first trenches from the barrier metal layer and copper 

layer remain. Id., ¶112. Modified Figure 11´ of Matsuno below illustrates the 

resulting configuration of bit lines in the first trenches (yellow) with air gaps in the 

second trenches (blue). 

  

Ex-1005, Fig. 11´ (modified).  

A POSITA would have recognized implementation details depend on desired 

benefits and tradeoffs. Ex-1002, ¶113. For example, a POSITA seeking to 

implement Matsuno in view of Zhang using minimum spacing rules would have 

known how to design the memory array beneath bit lines such that the cells 5 beneath 
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active bit lines in the first trenches are connected to the active area, whereas the cells 

5 beneath the air gaps in the second trenches are not connected to the active area. Id.   

In another example, a POSITA willing to use more space would have known 

how to align air gaps to underlying dielectric material and align bit lines to 

underlying metal connects. Ex-1002, ¶114. Figure 7D of Zhang illustrates this 

understanding, with its air gaps 141 in trenches 143 above a dielectric material 123, 

while bit lines 147 may connect to underlying metal contacts. See id.; Ex-1006, 7:63-

8:3, 10:44-60, 11:20-24. 

 

Under either implementation, a POSITA would have been motivated to put 

air gaps between the bit lines of the first trenches to reduce overall k-value, reduce 

capacitance, and improve RC relay. Ex-1002, ¶115; Ex-1006, ¶9 (“reduce 

capacitance between adjacent nanowires”). A POSITA would have had a reasonable 

likelihood of success because methods of creating air gaps with sealing caps was one 
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of many known tools available to improve the capacitive properties of conductive 

interconnects, such as bit lines. Ex-1002, ¶115.  

3. Dependent Claim 11: The NAND flash memory of claim 1 
wherein the plurality of first trenches have a first depth and 
the plurality of second trenches have a second depth that is 
different to the first depth. 

 Zhang describes two sets of trenches: a first set of the trenches 133 and a 

second set of trenches etched from “the high modulus insulator 125 between the 

[first] trenches…to form the U-shaped structures 131, with the etched recesses 

having a width D2.” Ex-1006, ¶50. Zhang discloses that vias 135 are formed directly 

under first trenches 133. Id. Zhang discloses while recesses 137 (or second trenches) 

have a depth that “will usually stop before reaching the ULK dielectric layer 

121,…etching of the [first] trenches 133 and vias 135 between the U-shaped 

structures 131 continues through the entire ULK dielectric layer 121, into the 

substrate 123.” Id. Figure 5D below shows that the depth of the first trenches (blue 

dashed line) is deeper than the depth of the second trenches (yellow dashed line). 
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Ex-1006, Fig. 5D (annotated). 

A POSITA, in view of Zhang, would have found it obvious to make first 

trenches with a different depth than the depth of the second trenches. Ex-1002, 

¶¶116-117. For example, a POSITA may desire first trenches connected to the active 

areas of the substrate would have a depth that reaches contact plugs or active areas 

themselves, and second trenches with a shallower depth than that of first trenches to 

reduce capacitance between first trenches. Id., ¶¶117-119. A POSITA would have 

known different methods of etching trenches of different depths, like the methods 

taught in Zhang. Ex-1002, ¶¶117-121. 

A POSITA would have been motivated to have different depths for the first 

and second trenches in Matsuno’s configuration because a trench’s capacitance is 

directly proportionate to the trench’s surface area. Ex-1002, ¶122. A POSITA would 
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have known how to adjust trench depths and spacing to optimize or obtain a specific 

capacitance or resistance. Id.  

4. Dependent Claim 16: The method of claim 12 further 
comprising depositing the metal in the plurality of second 
trenches to cap air gaps in the plurality of second trenches. 

As explained in Section VII.B.2, Matsuno-Zhang teaches deposition of a 

metal layer that results in air gaps in second trenches. Ex-1002, ¶123; see Ex-1020. 

A POSITA would have understood that after planarization, caps are formed from the 

metal layer that preserve the air gaps. Ex-1002, ¶123.  

C. Ground 3: Claims 13-14 and 17-18 Are Obvious Over Matsuno in 
view of Kao 

1. A POSITA would have been motivated to combine Matsuno 
with Kao 

A POSITA would have been motivated to combine Matsuno with Kao and 

would have a reasonable expectation of success in doing so, because they are both 

from the same field and relate to the same well-known issues. Matsuno and Kao both 

provide solutions for manufacturing semiconductor devices with tight tolerances due 

to ever increasing integration density. Compare Ex-1005, 1:15-18, 2:44-45, with Ex-

1007, 1:6-9, 1:27-32. A POSITA seeking to fabricate NAND memory devices, 

which uses MOSFET technology, would have known of and consulted these 

proposed solutions. Ex-1002, ¶124. 
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A POSITA would have found it obvious to use a dual-layer spacer like that 

taught in Kao to manufacture a semiconductor device. Ex-1002, ¶125. Matsuno 

discloses techniques for manufacturing a semiconductor device using a sidewall 

transfer process, with layer 13 formed over mandrels to construct its sidewall 

spacers. See Ex-1005, 1:16-18, 1:55-2:26, 2:43-49. Kao similarly discloses “a 

method of manufacturing a field effect transistor,” using sidewalls of gates to form 

spacers. Ex-1007, 1:35-36, 1:45-51.  

Kao specifically discloses forming sidewall spacers using portions of two 

dielectric layers formed together over a substrate. See Ex-1007, 1:39-67. Kao 

describes “the problem caused by different diffusion rate of the different-type 

implanted ions can be solved by adjusting the thickness of the spacer. Therefore, the 

dopants with different diffusion rate can evenly diffuse in the substrate and the shape 

of the source/drain region can be well controlled.” Id., 3:25-31. Similarly, Matsuno 

explains that its disclosed configurations for wiring groove patterns address the 

“problem of a difference in the shape of the processed film.” Ex-1005, 1:46-51, 6:41-

60. Thus, both Matsuno and Kao evidence a POSITA’s desire to have more control 

in creating a custom sidewall profile. Ex-1002, ¶126; see Dystar, 464 F.3d at 1368. 

For example, implementing Matsuno’s bit lines with a custom sidewall profile can 

achieve certain processing requirements. See Ex-1002, ¶126. 
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A POSITA would have had a reasonable expectation of success in achieving 

their objectives, e.g., manufacturing a semiconductor device using sidewall spacers, 

by combining the teachings of Matsuno and Kao with no change in their respective 

functions because both references purport to solve these problems in similar and 

predictable ways, such as using the well-known teachings of manufacturing 

semiconductor memory using mask and etching techniques. Ex-1002, ¶127 (citing 

Ex-1030, Fig. 9); see infra Sections VII.C.2-5.  

2. Dependent Claim 13: The method of claim 12 further 
comprising, prior to etching the plurality of first trenches 
and the plurality of second trenches, forming an etch mask 
that includes a plurality of mask portions, each mask portion 
comprising a sidewall spacer part that is formed of a first 
material and a liner part that is formed of a second material. 

Matsuno discloses an etch mask comprising a sidewall spacer. Ex-1002, ¶128. 

Specifically, Matsuno discloses “forming a plurality of mask patterns by 

anisotropically etching the mask-forming film until the upper surfaces of the core 

patterns are exposed.” Ex-1005, 1:59-65, 4:65-5:24. Matsuno’s Figures 7 and 8 show 

mask patterns 13a etched from amorphous silicon film 13, with mask patterns 13a 

right against the sides of core patterns 11a.  
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Kao discloses a mask portion formed with both “a first material and a liner 

part that is formed of a second material.” Ex-1002, ¶129.  

Kao discloses a silicon oxide “dielectric layer 114 is formed over the substrate 

100.” Ex-1007, 2:39-41. Kao then discloses a silicon nitride “dielectric layer 116 is 

formed on the dielectric layer 114.” Id., 2:39-43. Kao further describes etching 

dielectric layers 116 and 114 to form “first spacer 116b…located at the sidewall of 

the gate 106a” and “remaining dielectric layer 114a,” respectively. Id., 2:44-66. 

Dielectric layer parts 114a and 116b “together form a third spacer 117.” Id., 2:66-

67. Kao’s Figures 2 and 5 below show a mask portion comprising sidewall spacer 

material 116b (pink) and liner 114a (cyan) made of different materials that 

corresponds to claimed mask portion. Ex-1002, ¶130. 
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Ex-1007, Figs. 2, 5 (annotated). 

A POSITA would have found it obvious to do combine Matsuno and Kao. Ex-

1002, ¶131. A POSITA would have motivated to combine Matsuno with Kao 

because a liner layer under a sidewall spacer layer can act as an etch stop. Id. Using 

a liner layer under a subsequent spacer layer was known in the art, e.g., etch stop 

applications. Id. (citing Ex-1034). Modified Figure 6´ below illustrates a liner layer 

(cyan), as taught by Kao, formed along side surfaces of core patterns 11a and over 

the exposed parts of silicon film 7 in Matsuno. 
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Ex-1005, Fig. 6´ (modified). 

A POSITA would have known that by modifying Matsuno’s steps to deposit 

an additional liner layer over core patterns 11a and exposed parts of silicon oxide 

film 7 before amorphous silicon film was deposited would improve the subsequent 

etching of silicon oxide film 7. Ex-1002, ¶132. A POSITA wanting to have better 

control of the etching process or to tailor the trench’s profile would have known how 

to use etch selectivity to select different materials with different chemistries and etch 

rates to accomplish specific goals. Id. Etch selectivity is the ratio between two etch 

rates, usually between a material being etched and a mask. Id. A higher selectivity 

generally means it will be easier to etch a vertical profile. Id. For example, a POSITA 

not wanting to over-etch silicon oxide film 7 would have known that a liner layer 

made of a different material than the amorphous silicon film and the silicon oxide 

film would have a different etch rate and therefore would act as an etch stop to 



U.S. Patent No. 9,524,974 
Petition for Inter Partes Review 

58 
 

prevent unintended etching of silicon oxide film 7. Id. (citing Ex-1036). By 

switching chemistries, a POSITA would have more control over the etch process 

that results in a more precisely etched trench. Id.  

A POSITA would have also found it obvious to continue with the rest of 

Matsuno’s steps after adding the liner layer to form the rest of the NAND flash 

memory. Ex-1002, ¶133. For example, amorphous silicon film 13 would then extend 

over the liner layer. See Ex-1005, 5:2-22. Below are the ’974 Patent’s Figure 4A and 

Matsuno’s modified Figure 7´, showing a spacer layer (pink) formed over a liner 

layer (cyan), along mandrels’ side surfaces.  

 

 

Ex-1001, Fig. 4A (annotated); Ex-1005, Fig. 7´ (modified and annotated). 

Matsuno discloses that after the etching of amorphous silicon film 13, “a pair 

of mask patterns 13a are formed on both side surfaces of the core patterns 11a 

respectively.” Ex-1005, 5:23-27. A POSITA would have known that portions of liner 
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layer (cyan) on top of the mandrel (i.e., core patterns 11a) would also be etched away 

so that the core pattern could be removed. Ex-1002, ¶134. As explained previously, 

a POSITA would have known to use different materials for the sidewall spacer and 

the liner layer. Id., ¶¶132, 134. Below are Figure 4B of the ’974 Patent and modified 

Figure 8’ of Matsuno, showing that mask patterns 13a (pink) and liner layer portions 

(cyan) together correspond to “a plurality of mask portions [(blue bracket)], each 

mask portion comprising a sidewall spacer part that is formed of a first material and 

a liner part that is formed of a second material.” 

Ex-1001, Fig. 4B (annotated); Ex-1005, Fig. 8’ (modified and annotated). 

Matsuno’s mask portions are formed on the core patterns 11a, which are 

removed prior to etching the trenches. See Ex-1005, 5:15-58. Together, the mask 

portions form an etch mask to be used for the subsequent etch of the trenches. See 

id., 5:56-6:17, Figs. 9-10. 
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Thus, Matsuno-Kao teaches Claim 13. Ex-1002, ¶¶128-136. 

3. Dependent Claim 14: The method of claim 13 wherein the 
second material has a higher etch rate than the first material 
and wherein first trenches are formed at locations 
corresponding to locations of liner parts of neighboring mask 
portions. 

The ’974 Patent explains that an etch selective to the liner layer material is 

used to remove dielectric layer and liner layer portions along sidewall spacers to 

form T1 trenches “between pairs [of] sidewall spacers 417b-c.” Ex-1001, 8:61-9:8. 

As a result, T1 trenches are “wider at the top than at the bottom,” compared to T2 

trenches which “remain substantially uniform.” Id., 9:6-19. 

 

Id., Fig. 4D. 

Kao discloses dielectric layer 116 formed over another dielectric layer 114, 

each made of a different material. Ex-1007, 2:39-43. Kao then discloses “a portion 

of the dielectric layer 114 is removed to form a second spacer 114b on the sidewall 

of the gate 106b and the gate dielectric layer 104b and to expose a portion of the 

substrate 100. A remaining dielectric layer 114a is left between the first spacer 116b 

and the first gate 106a.” Id., 2:61-66. Kao states “[t]he method for removing the 

portion of the dielectric layer 114 is anisotropic etching.” Id., 2:67-3:2.  
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Using the same modification to Kwak described for Claim 13, a POSITA 

would have known to use a liner layer material (i.e., second material) that has a 

higher etch rate than the sidewall spacer part material (i.e., first material). Ex-1002, 

¶¶137-139; see supra Section VII.C.2.  

Kwak discloses selecting materials “having an etching selectivity” with 

respect to surrounding layers. See, e.g., Ex-1008, ¶¶73-75.  For example, Kao’s layer 

114 is etched while spacer 116b remains generally the same.  

 

Ex-1007, Figs. 4-5. 

This step illustrates an etch selectivity for layer 114, compared to spacer 116b. 

Ex-1002, ¶¶141-142. A POSITA would have understood to tailor the conditions and 

chemistry of an etch such that layer 114 is etched at a higher rate than that of layer 

116 because this selectivity in etch rate would allow for more flexibility and control 

of the etching process. Id., ¶142.  

In addition, a POSITA would have known to use a liner layer material (i.e., 

second material) that has a higher etch rate than the sidewall spacer part material 
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(i.e., first material). Ex-1002, ¶143 (citing Ex-1030). A material’s etch rate depends 

on the material’s chemistry. A POSITA would have been motivated to select a liner 

layer material with a higher etch rate than the sidewall spacer part material because 

a higher rate would allow for the etching tool to etch through the more resistant liner 

layer, while also creating a more concave shape trench in the less-resistant sidewall 

spacer material. Id. A trench shape that is more concave decreases the likelihood of 

voids when the trench is subsequently filled. Id.  

4. Independent Claim 17 

a. Element 17[preamble]: A method of forming a NAND 
flash memory comprising: 
Element 17[a]: forming a plurality of NAND strings 
disposed on a surface of a substrate; 
Element 17[b]: depositing a dielectric layer over the 
plurality of NAND strings; 

Matsuno-Kao discloses Elements 17[preamble]-[b] for the same reasons 

Matsuno discloses Elements 12[preamble]-[b]. See Ex-1002, ¶144; supra Sections 

VII.A.4.a-c; Ex-1020.  

b. Element 17[c]: forming a plurality of mandrels on the 
dielectric layer; 

The ’974 Patent uses “mandrels…formed on the surface of a dielectric layer” 

to form sidewall spacers. See Ex-1001, 7:61-65, 8:8:21-24, Figs. 3A, 4A. It states 

“mandrels may be formed first by an appropriate process” and when removed 

“leave[] masking portions.” Id., 8:25, 8:53-60, Fig. 4C. Matsuno teaches “forming a 
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plurality of mandrels on the dielectric layer” the same way that ’974 Patent does. 

Ex-1002, ¶¶145-147.  

Although Matsuno does not use the term “mandrel,” it discloses “resist pattern 

12 is formed by a photolithography technique so as to have a line-and-space (L/S) 

pattern.” Ex-1005, 4:60-62. Resist pattern 12 is formed on a silicon nitride film 11. 

See id., 4:55-56, Fig. 5.  

Matsuno states that “silicon nitride film 11 is etched by a dry etching process 

with the resist pattern 12 serving as a mask.” Ex-1005, 4:65-67. After the dry etching 

and slimming processes are carried out, core patterns 11a are formed. See id., 4:65-

5:14, Fig. 6. Matsuno then describes depositing liner layer 13—on core patterns 11a 

(brown)—which will then be etched to become sidewall spacers 13a. See id., 5:15-

49.  

 

Id., Figs. 6-8 (annotated). 
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A POSITA would have understood Matsuno’s core patterns 11a are mandrels 

because they serve as a pattern for subsequent sidewall spacers, just as explained in 

the ’974 Patent. Ex-1002, ¶148.  

c. Element 17[d]: forming a liner layer along side 
surfaces of the plurality of mandrels; 
Element 17[e]: forming sidewall spacers on the liner 
layer along side surfaces of the plurality of mandrels; 
Element 17[f]: removing the plurality of mandrels to 
leave a pattern of sidewall spacers with portions of 
liner layer material; 

Matsuno-Kao teaches Elements 17[d]-[f] for the same reasons it teaches 

Claim 13. Ex-1002, ¶149; Ex-1020; see supra Section VII.C.2.   

d. Element 17[g]: subsequently etching a plurality of first 
trenches in the dielectric layer, an individual first 
trench formed at a location between sidewall spacers 
that were formed on a common mandrel; 

Matsuno-Kao teaches Element 17[g] similar to Element 12[c]. Ex-1002, ¶150; 

Ex-1020; see supra Section VII.A.4.d.  

e. Element 17[h]: etching a plurality of second trenches 
in the dielectric layer, an individual second trench 
formed at a location between sidewall spacers that 
were formed on neighboring mandrels; and 

Matsuno-Kao teaches etching second trenches in the dielectric layer for the 

same reasons it teaches Element 12[d]. Ex-1002, ¶151; supra Section VII.A.4.e. 

And, as discussed in Section VII.C.4.d, Matsuno-Kao teaches trenches etched into 

the dielectric layer between sidewall spacers that were formed on mandrels. Ex-
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1002, ¶151. As shown in Figure 8, Matsuno’s sidewall spacers 13a (pink) are formed 

on neighboring mandrels 11a (brown). See also Ex-1005, 1:59-65, 4:65-5:24, 5:40-

49. 

 

Id., Fig. 8 (annotated).  

Matsuno states after mandrels are removed, trenches “are formed in the silicon 

oxide film 7 and the silicon nitride film 6 by the dry etching process” using the side 

wall spacers (mask patterns) 13a. Ex-1005, 5:50-6:17. As a result, second trenches 

(yellow) are etched in dielectric layer 7 where facing pairs Pa—which are between 

sidewall spacers—are located. Ex-1002, ¶152. 
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Ex-1005, Fig. 10 (annotated). 

f. Element 17[i]: depositing copper in the plurality of 
first trenches to form a plurality of bit lines located in 
the first trenches. 

Matsuno discloses “[c]onductor films comprising a barrier metal layer 8 and 

a copper (Cu) layer 9 are buried in the pattern thereby to be formed into first and 

second buried wirings 10a and 10b.” Ex-1005, 4:3-6. Specifically, copper layer 9 is 

plated into the trenches. Id., 6:20-22. Matsuno discloses “[t]he first and second 

wirings 10a and 10b are formed so as to correspond to the bit lines BL1 and BL2 

which are disposed cyclically and alternately, respectively.” Id., 4:8-11. Thus, 

Matsuno-Kao teaches “depositing copper in the plurality of first trenches to form a 

plurality of bit lines located in the first trenches.” Ex-1002, ¶153. 

5. Dependent Claim 18: The method of claim 17 further 
comprising depositing the copper in the plurality of second 
trenches to form a plurality of additional bit lines. 

Matsuno discloses first and second buried wirings 10a and 10b that 

correspond to the bit lines and additional bit lines comprise a barrier metal layer 8 
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and copper layer 9. See Ex-1005, 4:3-11. Thus, Matsuno-Kao discloses bit lines and 

additional bit lines formed of copper. Ex-1002, ¶154.  

D. Ground 4: Claims 1-2, 4, 11-12, and 15 Are Obvious Over Kwak 

1. Independent Claim 1 

a. Element 1[preamble]  

Kwak discloses “a non-volatile memory device such as a NAND flash 

memory device.” Ex-1008, ¶36; see also id., ¶42. 

b. Element 1[a]  

Kwak discloses “a method for forming a conductive line that includes forming 

an insulation layer on a substrate.” Ex-1008, ¶5. Kwak uses “semiconductor 

substrate” and “substrate” interchangeably. See id., ¶33. Figure 4 below annotates 

semiconductor substrate 10 in red. See id., ¶49. 
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c. Element 1[b]  

Kwak discloses “insulation layer 50 may be formed” on substrate 10, and 

“mold layer 120 may then be formed on the insultation layer 50.” Ex-1008, ¶68. A 

POSITA would have known that mold layer 120 is made of a dielectric material to 

isolate conducting features from one another. See Ex-1002, ¶157. Annotated Figure 

16 below shows dielectric layer 120 (purple) after “a patterning process is 

performed” to form trenches. Ex-1008, ¶68. As explained in Section VII.A.1.c, 

Kwak’s dielectric layer “extend[s] over” the semiconductor substrate the same way 

as described in the ’974 Patent.  

 

Id., Fig. 16 (annotated).  

d. Element 1[c]  

Kwak discloses “even contacts 76 and even bit lines 86 can be formed 

according to any of various exemplary methods.” Ex-1008, ¶62. Kwak’s Figure 14 
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specifically describes “even bit lines 86 are formed in a self-aligned manner between 

spacers 93.” Id., ¶63. A POSITA would have known that bit lines are formed in a 

trench. Ex-1002, ¶158; Ex-1008, ¶61 (“a portion of a spacer 93 is etched”).  

Kwak discloses “spacers 93 may include a nitride (e.g., silicon nitride), an 

oxide (e.g., aluminum oxide) or a nitride oxide (e.g., silicon oxynitride).” Ex-1008, 

¶59. Because silicon nitride is a dielectric material, Kwak discloses spacers 93 made 

of a dielectric material. Ex-1002, ¶159. A POSITA would have known that spacers 

may be formed from mold layer 120, like that of Figure 16, resulting in first trenches 

(yellow) between spacers that run in a first direction (into the page) and that are in a 

shape in cross section along a plane perpendicular to the first direction, as illustrated 

in Figure 14 below. See id.; supra Section VII.D.1.c. 

 

Ex-1008, Fig. 14 (annotated). 
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e. Element 1[d][i]  

Kwak discloses “when one bit line is called an ‘even bit line’, a bit line 

adjacent to the one bit line is called an ‘odd bit line.’” Ex-1008, ¶34, Figs. 3-4. Kwak 

also discloses, referring to Figure 16: “a patterning process is performed on the mold 

layer 120 to form odd line-type openings 125 and odd contact holes 53. Each odd 

line-type opening 125 defines an odd bit line while each odd contact hole 53 is self-

aligned with the odd line-type opening 125 and defines an odd bit line contact.” Id., 

¶68.  

 

Id., Fig. 16. 

As shown in the resulting structure in Figure 14 below, odd bit lines 81 are 

located inside second trenches (blue) between spacers 93. Id., ¶¶60, 63, 66-67; Ex-

1002, ¶161.  



U.S. Patent No. 9,524,974 
Petition for Inter Partes Review 

71 
 

 

Ex-1008, Fig. 14 (annotated). 

f. Element 1[d][ii]  

Kwak discloses “even contacts 76 and even bit lines 86 can be formed 

according to any of various exemplary methods. For example, and with reference to 

FIG. 13, even bit line contacts 76 may be formed by filling the even contact holes 

56 and the line-type groove 100 between spacers 93 with a conductive material and 

subsequently performing an etch-back process…A conductive material for bit lines 

86 may then be formed on the even bit line contacts 76 to fill the line-type groove 

100 between the spacers 93.” Ex-1008, ¶62; see also id., ¶59.  

A POSITA would have understood even bit lines 86 to be positioned in first 

trenches (yellow), which are shaped by the curved sides of spacers 93. Ex-1002, 

¶163. 
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Kwak discloses odd bit lines 81 formed using a mask or formed between the 

sidewalls of the spacers. See Ex-1008, ¶¶54, 59 (adjacent…even and odd bit lines 

can be insulated from each other by a spacer 93”). Kwak also discloses, with 

reference to Figure 16: “the width of the odd line-type opening 125 may 

be…substantially equal to the width of the odd contact hole 53.” Id., ¶69. A POSITA 

would have known that odd line-type opening 125 results in second trenches having 

a rectangular shape in cross section along the plane. Ex-1002, ¶164. Figure 14 

annotated below shows the resulting structure with odd bit lines 81 positioned in 

second trenches (blue) which are substantially equal in width from the upper portion 

to the lower portion of the trench.  

 

Ex-1008, Fig. 14 (annotated). 

Therefore, the first and second shapes are different. Ex-1002, ¶165.  
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g. Element 1[d][iii]  

Kwak discloses “odd bit lines BL_O and even bit lines BL_E” in an 

alternating patterning. Ex-1008, ¶44; see also id., ¶34 (“[W]hen considering adjacent 

two bit lines, when one bit line is an ‘odd bit line’, the other one is an ‘even bit line’, 

and vice versa.”). The first direction, relative to Figure 14, goes into the page. See 

supra Section VII.D.1.d.  

A POSITA would have known that bit lines are located within a trench. Ex-

1002, ¶167. Figure 3, annotated below, illustrates first trenches and second trenches 

alternating—from first trench (yellow) to second trench (blue) along a second 

direction perpendicular to the first direction. Id. 
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h. Element 1[e]  

Kwak discloses “bit lines 86 are…subsequently formed” after even bit line 

contacts 76 are confined with respect to line-type grooves 100. Ex-1008, ¶60. Kwak 

also discloses “[r]eferring to FIG. 14, even bit lines 86 are formed in a self-aligned 

manner between spacers 93 and are electrically connected to respective ones of even 

bit line contacts 76 by etching the conductive material for the bit lines 86.” Id., ¶¶63-

64. 

2. Dependent Claim 2  

Kwak discloses “bit lines may be provided as either a first bit line or a second 

bit line, wherein second bit lines can be disposed between adjacent first bit lines.” 

Ex-1008, ¶43. Kwak discloses, referencing Figure 16: “[e]ach odd line-type opening 

125 defines an odd bit line while each odd contact hole 53 is self-aligned with the 

odd line-type opening 125 and defines an odd bit line contact.” Id., ¶68; see id., ¶69 

(“odd bit line contacts 71 and odd bit lines 81 are formed by filling each odd contact 

hole 53 and each odd line-type opening 125 with conductive material”).  

Annotated Figure 14 illustrates the resulting structure with even bit lines 

(yellow) having the first shape in cross section along the plane and odd bit lines 

(blue) having the second shape in cross section along the plane. Ex-1002, ¶170. 
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3. Dependent Claim 4  

Kwak discloses “[d]uring the etching process, when a portion of a spacer 93 

is etched, the width of a subsequently formed even bit line 86 may be greater than 

the width of the odd bit line 81.” Ex-1008, ¶61, Fig. 4. Kwak also states “an odd bit 

line and an even bit line can have…different structures (e.g., different widths, 

different heights, or different widths and heights).” Id., ¶¶49, 43. Kwak states “the 

width of the line-type groove 100 can be adjusted by varying the width of the spacers 

93. Thus, the width of subsequently formed even bit lines 86 can be appropriately 

adjusted, as well as the ratio between the widths of the even and odd bit lines 71 and 

76, by controlling the width of the spacers 93.” Id., ¶61.  

Kwak’s Figure 14, annotated below, illustrates the first shape of first trenches 

(yellow) having a first width at a level of an upper surface of dielectric layer 93 

(purple) and the second shape of second trenches (blue) having a second width at the 

level of the upper surface of dielectric layer that is less than the first width. Ex-1002, 
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¶172.  

 

Ex-1008, Fig. 14 (magnified and annotated). 

4. Dependent Claim 11  

Kwak teaches second trenches having a depth different than the depth of first 

trenches. Ex-1002, ¶173. Figure 34 shows grooves 267 and contact hole 258 formed 

in dielectric layer 250. Ex-1008, ¶¶91-92. Kwak states “insulation layer 250 may be 

patterned to form a contact hole 258” and that bit lines and bit line contacts are 

formed after conductive material is deposited into the grooves and contact hole. Id., 

¶¶92-93, Fig. 35. 
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Id., Figs. 34-35.  

Contact hole 258 extends to active region 230 with bit line contact 78 filling 

in contact hole 258. See Ex-1008, ¶73. As shown in Figures 34-35, the trench that 

contains bit line 88 is of a different depth than the trench that contains bit line 88 

and bit line contact 78. A POSITA would have been motivated to have trenches with 

different depths because one set of trenches (e.g., first trenches) touches a bit line 

contact to electrically connect to an active region, while the other set of trenches 
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(e.g., second trenches) could be shallower and have no electrical connection to an 

active region, as to reduce capacitance between the bit lines of the first trenches. Ex-

1002, ¶175; see also Ex-1008, cl. 3, ¶49.  

5. Independent Claim 12 

a. Element 12[preamble]  

Kwak discloses “a method for forming…bit lines in a semiconductor device 

such as a non-volatile memory.” Ex-1008, ¶2. Kwak states “one embodiment of a 

non-volatile memory device” is “NAND flash memory.” Id., ¶36. 

b. Element 12[a]  

Kwak discloses “[a] plurality of memory cells are coupled to each of the word 

lines WL0 to WLm-1 such that a plurality of memory cells MC0 to MCm-1 arranged 

in the column direction are connected in series to form a unit NAND string.” Ex-

1008, ¶38. Kwak further discloses “memory cells can include a tunneling insulation 

layer, a memory layer…, and a control insulation layer (or an inter-gate dielectric 

layer) which are sequentially stacked on a semiconductor substrate.” Id., ¶41 

(emphases added); see id., ¶68 (isolation region, active region, string select line, 

word line, ground select line formed on substrate 10). 

An example of a NAND string is annotated in lime green in Kwak’s Figure 1. 

See Ex-1008, ¶37. 
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Id., Fig. 1 (annotated). 

c. Element 12[b]  

Kwak discloses “a device isolation region 20, an active region 30, a string 

select line SSL, a word line, and ground select line GSL may be formed on the 

substrate 10.” Ex-1008, ¶68; see id., ¶¶6, 10, 53-54. A POSITA would have 

understood the SSL, word line, and GSL formed on substrate 10 corresponds to 

NAND strings on a semiconductor substrate. Ex-1002, ¶179. 

Kwak also discloses depositing a mold layer on substrate 10. See Ex-1008, 

¶68; supra Section VII.D.1.c.  

d. Element 12[c]-[f]  

Kwak discloses etching dielectric layers and conductive material. Ex-1002, 

¶181; see, e.g., Ex-1008, ¶¶55, 59, 61-62, 66, 68. Kwak teaches the trench 
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configurations recited in Elements 12[c]-[f] for the reasons it teaches Elements 1[c]-

[d]. See Ex-1020; supra Sections VII.D.1.d-g.  

e. Element 12[g]  

Kwak discloses bit lines 86 in first trenches for the reasons set forth in 

Sections VII.D.1.h. Ex-1002, ¶182; see Ex-1020. 

 

Ex-1008, Fig. 14 (annotated). 

Kwak discloses “a conductive material may be formed to fill the even contact 

holes 56 and the line-type grooves 100 between spacers 93 and a planarization 

process may then be performed to form the even bit lines 86 and respective even bit 

line contacts 76.” Ex-1008, ¶64. Kwak specifically discloses “[t]he conductive 

material from which the bit lines 86 are formed may include a material such as a 

metal, a metal alloy, a silicide, a conductive metal nitride, a conductive metal oxide, 

silicon, or the like or combinations thereof.” Id., ¶63; Ex-1002, ¶183.  
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6. Dependent Claim 15  

Kwak discloses additional bit lines in second trenches for the reasons set forth 

above. See supra Section VII.D.2. Kwak discloses “a conductive material is formed 

on the mold layer 120 to fill the odd contact holes 53 and the odd line-type openings 

125,” which then “form[s] odd bit lines 81 and odd bit line contacts 71.” Ex-1008, 

¶69. Kwak discloses conductive material that forms bit lines “may include a material 

such as a metal.” Id., ¶63. 

E. Ground 5: Claims 6 and 16 Are Obvious Over Kwak in View of 
Zhang 

1. A POSITA would have been motivated to combine Kwak 
with Zhang 

A POSITA would have been motivated to combine the teachings of Kwak and 

Zhang and would have had a reasonable expectation of success in doing so at least 

because they relate to the same field and address the same well-known issues. Ex-

1002, ¶186. Kwak and Zhang provide complementary solutions for fabricating 

interconnects with certain structural and electrical configurations in semiconductor 

devices. See, e.g., Ex-1008, ¶¶2-15; Ex-1006, ¶¶4, 6, 31-35, 44. Both Kwak and 

Zhang use capping layers to encapsulate recesses. See Ex-1008, ¶66; Ex-1006, ¶¶55-

57. 
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A POSITA seeking a more precise and accurate photolithography process 

would have known of and consulted these proposed solutions. Ex-1002, ¶187; Ex-

1008, ¶¶2-3; see Ex-1006, ¶¶2, 9. 

Kwak discloses forming a “NAND flash memory” with first bit lines and 

second bit lines disposed between adjacent spacers. See Ex-1008, ¶8. This results in 

two trench shapes: a curved, trapezoidal bit line (e.g., 86) and a rectangular bit line 

(e.g., 81). See id., Fig. 14. Kwak states this configuration is advantageous because 

the risk of misalignment between bit line and bit line contact is reduced. See id., 

¶¶61, 65. This is because for the even bit lines, which have a larger width at the 

surface of the insulating layer with a smaller width at the lower portion, subsequent 

layers have a larger area to make an electrical contact. See Ex-1002, ¶188. 

A POSITA would have known that as memory technology and integration 

density advanced, the distance between bit lines continues to decrease. As this 

distance decreased, the inter bit line capacitance would increase proportionally, 

which results in degrading effects on memory performance. See Ex-1002, ¶189. A 

POSITA would have been motivated to implement Kwak’s NAND memory 

configuration using Zhang’s air gaps because a POSITA would have recognized 

that—as stated in Zhang—“incorporation of an air gap in a layer” “reduce[s] 

capacitance between adjacent” bit lines and mitigates the effects of the reduction in 
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the inter bit line spacing. Ex-1006, ¶¶9-10, 55, 64; Ex-1002, ¶¶189-190; see Dystar, 

464 F.3d at 1368; KSR, 550 U.S. at 417. 

With this combination, a POSITA would have recognized that Kwak’s bit 

lines are connected to the drain of the memory array. Ex-1002, ¶190. A POSITA 

would have known how to implement the memory array as appropriate for bit lines 

or air gaps. Id.  

A POSITA would have had a reasonable expectation of success in achieving 

the objective of decreasing the capacitance between bit lines by combining the 

teachings of Kwak and Zhang without change in their respective functions because 

both references use “conventional…techniques” to fabricate semiconductor devices. 

Ex-1006, ¶¶32-35; Ex-1002, ¶191; see, e.g., Ex-1008, ¶¶66-83 (using 

photolithography and etching techniques); infra Sections VII.E.2-3. 

2. Dependent Claim 6  

Zhang discloses air gaps in second trenches. Zhang describes a capping layer 

that “result[s] in the cap being formed almost immediately upon the deposition 

starting so that little to no material from the capping layer 139 enters the U-shaped 

structure 131. Therefore, the top of the U-shaped structure 131 will be essentially 

capped and maintain nearly the same open area as when it was originally etched.” 

Ex-1006, ¶55; see supra Section VII.B.2. Figure 6C of Zhang below illustrates the 
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capping layer 139 (green) lining both the first and second trenches, resulting in air 

gaps (dark blue) formed in second trenches. 

 

Id., Fig. 6C (annotated). 

Kwak discloses “a capping layer 90…can be formed on the odd bit lines 81.” 

Ex-1008, ¶57. A POSITA would have found it obvious to use another capping layer 

in Kwak, like Zhang’s capping layer, to incorporate air gaps into second trenches. 

Ex-1002, ¶193; Ex-1008, Fig 15. By depositing a capping layer thick enough or at a 

deposition rate to result in portions of capping layer at the top of Kwak’s second 

trenches (e.g., odd trenches), like Zhang’s U-shaped structures, a sealing cap is 

formed at the tops of the second trenches with air gaps remaining. Ex-1006, ¶55; Ex-

1002, ¶193. A POSITA would have known how to adjust the thickness of the 

capping metal layer to allow for the enclosure of an air gap for the reasons explained 

in Section VII.B.2. Ex-1002, ¶193.  
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For this modification, metal is deposited at the top of the first trenches that is 

thick enough to seal off second trenches so that an air gap is formed while the first 

trenches are not filled up at the top, like the profiles in Figure 6C of Zhang. 

Moreover, a POSITA would have known how to use a sputtering deposition method 

to facilitate a lower pinch-off region for the reasons explained in Section VII.B.2. 

See Ex-1002, ¶194.  

Below, Modified Figure 15´ of Kwak illustrates capping layer (green) formed 

on the sidewalls of spacers (purple) and on contacts 76 under first trenches (yellow). 

Ex-1002, ¶195.  

  

Ex-1008, Fig. 15´ (modified). 

The deposition of a thick capping layer results in an uneven top layer. A 

subsequent planarization would level these layers. See, e.g., id., ¶64. A POSITA 
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would have known how to determine a height to preserve the air gaps in the second 

trenches. Ex-1002, ¶196. A POSITA would have also known to planarize the layers 

and caps as to prevent shorting the bit lines. Id.  

Because air gaps were incorporated into the second trenches, the resulting 

configuration leaves a portion of the metal barrier layer forming the cap in the second 

trenches that maintain the air gaps, while the bit lines formed in the first trenches 

from the barrier metal layer and copper layer remains. Ex-1002, ¶197. Modified 

Figure 14´ of Kwak below illustrates the resulting configuration of bit lines in the 

first trenches (yellow) with air gaps in the second trenches (blue). 

 

Ex-1008, Fig. 14´ (modified). 
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A POSITA would have known how to adapt the contents of holes 53 for air 

gaps. Ex-1002, ¶198. For example, Figure 7D of Zhang illustrates air gaps 141 in 

trenches 143 above a dielectric material 123, while bit lines 147 may connect to 

underlying metal contacts. See id.; Ex-1006, 7:63-8:3, 10:44-60, 11:20-24. A 

POSITA would have known how to similarly fill the contents of Kwak’s holes 53 

with a dielectric material. Ex-1002, ¶198; Ex-1006, Fig. 7D; see supra Section 

VII.B.2. 

 

A POSITA would have been motivated to put air gaps between the bit lines 

of the first trenches to reduce overall k-value, reduce capacitance, and improve RC 

relay. Ex-1002, ¶199; Ex-1006, ¶5. A POSITA would have had a reasonable 

likelihood of success because methods of creating air gaps was one of many known 

tools available to improve the capacitive properties of bit lines. Ex-1002, ¶199.  

3. Dependent Claim 16  

Kwak in view of Zhang teaches capping air gaps in the second trenches with 

a metal capping layer for the reasons explained above. See supra Section VII.E.2.  
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F. Ground 6: Claims 13-14 and 17 Are Obvious Over Kwak in view of 
Kao 

1. A POSITA would have been motivated to combine Kwak 
with Kao 

A POSITA would have been motivated to combine Kwak with Kao and would 

have a reasonable expectation of success in doing so, because they are both from the 

same field and relate to the same well-known issues. Kwak and Kao provide 

complementary solutions for manufacturing semiconductor devices using a sidewall 

transfer process. Compare Ex-1008, 1:20-23, 6:42-46, with Ex-1007, Abstract. For 

example, a POSITA wanting to better control a trench profile would have known of 

and consulted these proposed solutions. Ex-1002, ¶201. 

Kwak discloses techniques for manufacturing a semiconductor device using a 

sidewall transfer process. See, e.g., Ex-1008, Abstract, ¶¶5-6, 9-10, 59. Kwak 

describes forming sidewall spacers formed along the sidewalls of bit lines or of mask 

patterns. See id., ¶¶59, 83.  

Kao similarly discloses “a method of manufacturing a field effect transistor,” 

using sidewalls of gates to form spacers. Ex-1007, 1:35-36, 1:45-51. Kao 

specifically discloses forming sidewall spacers using portions of two dielectric 

layers that were formed together over a substrate. See id., 1:6-10, 1:39-67 

A POSITA would have had a reasonable expectation of success in achieving 

their objectives, e.g., manufacturing a semiconductor device using sidewall spacers, 
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by combining the teachings of Kwak and Kao with no change in their respective 

functions because both references purport to solve these problems in similar and 

predictable ways, such as using the well-known teachings of manufacturing 

semiconductor memory using mask and etching techniques. Ex-1002, ¶204; see 

infra Sections VII.F.2-4; Dystar, 464 F.3d at 1368.  

2. Dependent Claim 13  

Kwak discloses using a second mask 110 and spacers 93 as an “etch mask.” 

Ex-1008, ¶60, Figs. 12-13. Although Kwak does not explicitly disclose a mask 

portion formed with both “a first material and a liner part that is formed of a second 

material,” it would have been obvious for a POSITA to modify Kwak to do so. Ex-

1002, ¶205.  

Kwak discloses a first mask pattern 261 that acts as a mandrel on a dielectric 

layer. Ex-1002, ¶206; Ex-1008, ¶ 73. Kwak states “[r]eferring to FIG. 21, a second 

insulation layer 290 having an etching selectivity with respect to the first mask 

pattern 261 is formed...In one embodiment, the second insulation layer 290 may…be 

formed on the side and top surfaces of the first mask pattern 261 and within the 

plurality of first grooves 265 defined within the first insulation layer 250.” Ex-1008, 

¶74.  
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Ex-1008, Fig. 21.  

Thus, Kwak teaches adding a spacer layer over mask pattern 261 and first 

insulation layer 250.  

Kao discloses a liner layer deposited before insulation layer 290 is added. Ex-

1002, ¶¶207-209. Kao’s mask including a liner layer is discussed above in Section 

VII.C.2.  

A POSITA would have found it obvious to use a dual-layer spacer like that 

taught in Kao, instead of single layer 417, because doing so provides better 

flexibility for the type of profile for even bit lines. Ex-1002, ¶210; Ex-1034, 4:58-

5:13. In contrast, a single layer constrains a POSITA to a limited range of trench 

profiles because there is less contrast in etch selectivity. A POSITA would have 

known that by modifying Kwak’s steps to deposit an additional liner layer over mask 
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pattern 261 and exposed parts of first insulation layer 250 before second insulation 

layer 290 was deposited would improve the subsequent etching of first insulation 

layer 250. Ex-1002, ¶210. A POSITA wanting better flexibility for the etching 

process or to tailor the trench’s profile would have known how to use etch selectivity 

to select different materials with different chemistries and etch rates to accomplish 

specific goals. Id. For example, a POSITA not wanting to over-etch first insulation 

layer 250 would have known that a liner layer made of a different material than 

second insulation layer and first insulation layer would have a different etch rate and 

therefore would act as an etch stop to prevent unintended etching of first insulation 

layer. Id.  

A POSITA would have also found it obvious to continue with the rest of 

Kwak’s steps after adding the liner layer to form the rest of the NAND flash memory. 

Ex-1002, ¶211. For example, second insulation layer 290 would then extend over 

the liner layer. See Ex-1005, 5:2-22. As shown below, Kwak’s modified Figure 21´ 

second insulation layer 290 (pink) formed on liner layer (cyan) along side surfaces 

of mask pattern 261 is similar to Figure 4A of the ’974 Patent. 
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’974 Patent, Fig. 4A (annotated); Ex-1008, Fig. 21´ (modified and annotated). 

Kwak teaches second insulation layer 290 can “be formed on the sidewall of 

the mask pattern 261…as a spacer 297 instead of being formed by filling the first 

groove,” as shown in Figure 27. Ex-1008, ¶83. A POSITA would have known that 

portions of liner layer (cyan) on top of mask pattern 261 would also be etched away 

so that mask pattern 261 could be removed. Ex-1002, ¶212. A POSITA would have 

known to use different materials for the sidewall spacer and the liner layer. Id. As 



U.S. Patent No. 9,524,974 
Petition for Inter Partes Review 

93 
 

demonstrated in a comparison with Figure 4B of the ’974 Patent, Kwak’s Modified 

Figure 27’ spacers 297 (pink) and liner layer portions (cyan) together correspond to 

the claimed “a plurality of mask portions [(blue bracket)], each mask portion 

comprising a sidewall spacer part that is formed of a first material and a liner part 

that is formed of a second material.” 

 

 

’974 Patent, Fig. 4B (annotated); Ex-1008, Fig. 27’ (modified and annotated). 
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Kwak states that after spacers 297 are formed, “[t]he process for forming the 

bit line contacts and bit lines may then proceed.” Ex-1008, ¶83. Thus, Kwak’s mask 

portions are formed “prior to etching the plurality of first trenches and the plurality 

of second trenches.” See Ex-1002, ¶213.  

3. Dependent Claim 14  

The ’974 Patent explains that an etch selective to the liner layer material is 

used to remove dielectric layer and liner layer portions along sidewall spacers to 

form T1 trenches “between pairs [of] sidewall spacers 417b-c.” Ex-1001, 8:61-9:8. 

As a result, T1 trenches are “wider at the top than at the bottom,” compared to T2 

trenches which “remain substantially uniform.” Id., 9:6-19. 

 

Id., Fig. 4D. 

Using the same modification to Kwak described for Claim 13, a POSITA 

would have known to use a liner layer material (i.e., second material) that has a 

higher etch rate than the sidewall spacer part material (i.e., first material). Ex-1002, 

¶¶214-216; see supra Section VII.F.2.  

Kwak discloses selecting materials “having an etching selectivity” with 

respect to surrounding layers. See, e.g., Ex-1008, ¶¶73-75.   
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Kao discloses an etch selectivity for a liner layer compared to a spacer layer 

for the reasons explained in Section VII.C.3. A POSITA would have understood that 

one can tailor the conditions and chemistry of an etch such that layer 114 is etched 

at a higher rate than that of layer 116. Ex-1002, ¶217.  

Applying Kao’s teaching to Kwak, a POSITA would have been motivated to 

select a liner layer material with a higher etch rate than the sidewall spacer part 

material because doing so would allow for the etching tool to etch through the more 

resistant liner layer, while also creating a more concave shape trench in the less-

resistant sidewall spacer material. Ex-1002, ¶218. A trench shape that is more 

concave decreases the likelihood of voids forming during in the trench when the 

trench is subsequently filled. Id.  

In addition, a POSITA would have known to use a liner layer material (i.e., 

second material) that has a higher etch rate than the sidewall spacer part material 

(i.e., first material). Ex-1002, ¶219 (citing Ex-1030); see supra Section VII.F.2.   

4. Independent Claim 17 

a. Element 17[preamble]-[b]  

Kwak-Kao discloses Elements 17[preamble]-[b] for the same reasons Kwak 

discloses Elements 12[preamble]-[b]. See supra Sections VII.D.5.a-c; Ex-1020.  
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b. Element 17[c]  

The ’974 Patent uses “mandrels…formed on the surface of a dielectric layer” 

to form sidewall spacers. See Ex-1001, 7:61-65, 8:8:21-24, Figs. 3A, 4A. It states 

“mandrels may be formed first by an appropriate process” and when removed 

“leave[] masking portions.” Id., 8:25, 8:53-60, Fig. 4C.  

Kwak discloses “[a] first mask pattern 261 is formed to cover odd device 

isolation regions” and “second insulation layer 290…can be formed on the sidewall 

of the first mask pattern 261 (e.g., within grooves of the first mask pattern 261) as a 

spacer 297.” Ex-1008, ¶¶ 73-74, 83.  

A POSITA would have understood first mask pattern 261 are mandrels 

because it serves as a pattern for subsequent sidewall spacers, as illustrated below in 

modified Figure 27’. Ex-1002, ¶223.  
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Ex-1008, Fig. 27’ (modified and annotated). 

c. Element 17[d]-[f]:  

Kwak-Kao teaches Elements 17[d]-[f] for the same reasons it teaches Claim 

13. Ex-1020; see supra Section VII.F.2.   

d. Element 17[g]  

Kwak-Kao teaches Element 17[g] for the same reasons Kwak teaches Element 

12[c]. Ex-1020; see supra Section VII.D.5.d.  

e. Element 17[h]  

Kwak-Kao teaches etching second trenches in the dielectric layer for the same 

reasons Kwak teaches Element 12[d]. See supra Section VII.D.5.d. Kwak-Kao 

teaches trenches etched into the dielectric layer between sidewall spacers that were 

formed on mandrels. See supra Section VII.F.2.  
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As shown in Kwak’s modified Figure 27’ below, sidewall spacers 297 (pink) 

are formed on neighboring mandrels 261 (brown). Ex-1002, ¶227; see Ex-1008 

¶¶73, 83; supra Section VII.F.4.b. 

 

Ex-1008, Fig. 27’ (modified and annotated).  

A POSITA would have known to etch second trenches between the sidewall 

spacers 261 (pink and cyan) after neighboring mandrels (brown) are removed. See 

Ex-1002, ¶228. 

f. Element 17[i]  

Kwak discloses bit lines made of metal. Ex-1008, ¶63. A POSITA would have 

found it obvious to use copper as a bit line material. Ex-1002, ¶229. Thus, Kwak in 

view of Kao teaches “depositing copper in the plurality of first trenches to form a 

plurality of bit lines located in the first trenches.”  
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VIII. CONCLUSION 

The unpatentability grounds presented above are reasonably likely to prevail, 

and IPR should be instituted for Claims 1-2, 4, 6, and 11-18 of the ’974 Patent based 

on each of the grounds specified in this Petition. 
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