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CHANNEL SELECTION IN WIRELESS 
TELECOMMUNICATION SYSTEM 

FIELD OF THE INVENTION 

0001. The invention relates to channel selection in a 
telecommunication System and particularly to channel Selec 
tion in terminals capable of operating Simultaneously at least 
at two different operational frequencies. 

BACKGROUND OF THE INVENTION 

0002. In wireless telecommunication, harmonics form on 
multiples of the base frequency. Harmonics are multiples of 
the base frequency and caused by the non-linear properties 
of the transmitter. If a harmonic is in the pass band of a 
nearby receiver and is Sufficiently Strong, the harmonic may 
weaken the performance of the receiver. If a Sufficiently 
Strong interfering Signal not on the actual pass band of the 
receiver is directed to the receiver, the operation of the 
receiver may still be disturbed because of its non-linearity. 
AS the number of wireleSS users increases and, on the other 
hand, as new transmission technologies are developed, many 
new frequency ranges are taken into use. Multiples of other 
frequency bands avoidably coincide with the frequency 
bands, i.e. harmonics may cause problems in the operation 
of the receivers. Multiples coincide particularly with non 
licensed frequencies of over 5 GHz. Multiples of for 
instance DCS1800 (1710-1785 MHz), PCS1900 (1850-1910 
MHz) and GSM900 (880-915 MHz) coincide with the 
5-GHz band, for which different wireless local area network 
techniques have been developed. The IEEE 802.11a stan 
dard Specifies one technology operating in this frequency 
range. 

0003. The problem caused by harmonics is emphasized 
when multimode terminals are developed that include a 
transceiver whose transmitter causes harmonics in the fre 
quency range of another receiver or transceiver. Since the 
transmitter of the first transceiver and the receiver of the 
Second transceiver are physically close, harmonics may 
cause Strong interference in the operation of the receiver of 
the Second transceiver. 

0004. A solution has been developed for terminals com 
prising a transceiver according to the GSM 850 technique 
(in the transmission frequency range 824 to 849 MHz) and 
a Bluetooth transceiver operating in a 2.4-GHZ non-licensed 
frequency range, wherein the Bluetooth module useS radio 
measurements to Specify radio transmissions in its environ 
ment, Such as frequencies used by a GSM transmitter 
comprised by a terminal. The measurements are used to 
modify the hop set used in the Bluetooth module so as to 
avoid frequency ranges causing interference. This allows 
also the avoidance of Sufficiently Strong harmonics in the 
GSM transmitter. The drawback of this solution is the need 
for radio measurements and related equipment for avoiding 
harmonics. Many radio techniques also exist that do not use 
frequency hopping and, consequently, wherein frequency 
hopping Settings cannot be changed to avoid harmonics. 

BRIEF DESCRIPTION OF THE INVENTION 

0005 The object of the invention is thus to provide a 
method and equipment for implementing the method So as to 
avoid the problems of the above solution. The object of the 
invention is achieved by a method, a transceiver unit and a 
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wireleSS terminal that are characterized in what is Stated in 
the independent claims. Preferred embodiments of the 
invention are described in the dependent claims. 
0006 The invention is based on determining at least one 
transmission frequency used by the first transceiver means 
from information on the first transceiver means. At least one 
transmission frequency harmonic is specified and at least 
one channel is Selected for use in the Second transceiver 
means by at least taking into account the Specified trans 
mission frequency harmonics of the first transceiver means. 
A channel always has a given frequency range, based on 
which the aim is to Select the channel in Such a manner that 
the frequency range does not include harmonics of the first 
transceiver means. Depending on the radio technique used, 
the same frequency range may naturally have Several avail 
able channels (e.g. code division multiple access technol 
ogy; CDMA) and/or channels may also be specified by time 
division. Consequently, Several channels may exist in the 
harmonics frequency range and, on the other hand, Several 
channels outside the harmonics frequency range may remain 
to be Selected. Typically, frequency ranges are divided base 
Station-specifically or access point-Specifically, and there 
fore a base Station and base Station channels to which 
harmonics are directed are avoided. 

0007 An advantage of the arrangement of the invention 
is that the interference caused by the harmonicS caused by 
the transmitter comprised by the terminal in the receiver 
comprised by the terminal can be avoided or at least their 
effect can be reduced. Another advantage is that transmitter 
harmonicS can be taken into account without radio measure 
ments. Once the transmitter transmission frequency and the 
harmonic caused thereby are specified, harmonicS can be 
taken into account before the channel is taken into use, 
whereby harmonics cause as little interference as possible in 
communication. 

0008. In accordance with a preferred embodiment of the 
invention, the Selection of channels wherein harmonics 
reside is prevented. This provides a simple way to Set Such 
channels as barred channels that are not used in channel 
activation or channel change. In accordance with another 
embodiment of the invention, the channels wherein harmon 
ics do not reside are preferred. This may be implemented for 
instance on the basis of the distances of the proposed 
channels and the harmonics, the Strength of the proposed 
channel may also be taken into account. This embodiment 
provides the advantage that a channel close to a harmonic 
can also be avoided. On the other hand, a channel on a 
harmonic may also be used if it is Sufficiently good in other 
respects. 

BRIEF DESCRIPTION OF THE FIGURES 

0009. In the following, preferred embodiments of the 
invention will be described in detail with reference to the 
accompanying drawings, in which 

0010 FIG. 1 illustrates a telecommunication system 
comprising a cellular network and a wireleSS local area 
network; 
0011 FIG. 2 illustrates a mobile station according to a 
preferred embodiment of the invention; 
0012 FIG. 3 shows a flow diagram illustrating a method 
according to a preferred embodiment of the invention; 
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0013 FIG. 4 shows a flow diagram illustrating a method 
according to a preferred embodiment of the invention; 
0.014 FIG. 5 shows a flow diagram illustrating a method 
according to a preferred embodiment of the invention; 
0.015 FIG. 6 shows a flow diagram illustrating a method 
according to a preferred embodiment of the invention; 
0016 FIG. 7 shows a flow diagram illustrating a method 
according to a preferred embodiment of the invention; 
0017 FIGS. 8a and 8b illustrate a method according to 
a preferred embodiment of the invention; 
0018 FIG. 9 illustrates the relationship of harmonics 
power to transmit power; 
0019 FIG. 10 illustrates the relationship of signal-to 
noise ratio to data rate; and 
0020 FIG. 11 shows a flow diagram illustrating a 
method according to a preferred embodiment of the inven 
tion for Selecting the acceSS point to be used. 

DETAILED DESCRIPTION OF THE 
INVENTION 

0021 FIG. 1 shows a telecommunication system com 
prising a cellular network and a wireleSS local area network. 
The example in FIG. 1 is a wireless local area network 
WLAN and a mobile network according to the GSM/GPRS 
system (General Packet Radio Service), wherein at least the 
DCS 1800 frequency range can be used (uplink 1710-1785 
MHz). The DCS 1800 frequency range causes harmonics in 
the range 5130-5355 MHz, i.e. in the frequency range 
5150-5350 MHz generally allocated to the WLAN system. 
However, the solution of the invention is usable in any 
wireleSS networks in mobile Stations capable of communi 
cation. 

0022. The wireless local area network WLAN comprises 
access devices called access points AP that offer radio acceSS 
to a mobile station MS and thus terminate the broadband 
radio link. The acceSS point AP manages the radio interface 
in accordance with the radio technology used, in accordance 
with the IEEE 802.11 standard in one preferred embodiment. 
A wireleSS network connection can also be set up directly 
between two mobile stations MS comprising a WLAN 
transceiver (Ad-hoc). The IEEE 802.11 specifications 
specify the protocols of both the physical layer and the MAC 
layer for data transfer over the radio interface. The AP also 
attends to the bridging or routing of radio interface data 
streams to and from other network nodes. The WLAN 
network may also provide a gateway interface to other 
networks ON, Such as the Internet, via a device called a 
portal PT. Typically, the WLAN network also comprises 
other servers, such as a DHCP server (Dynamic Host Con 
figuration Protocol) that allocates IP addresses to mobile 
stations MS. 

0023. In accordance with the IEEE 802.11 standard, 
so-called CSMA/CA technique (Carrier Sense Multiple 
Access with Collision Avoidance) is used in the MAC layer. 
In radio-frequency data transfer, DSSS (Direct Sequence 
Spread Spectrum) or FHSS (Frequency Hopped Spread 
Spectrum) can be used. In the IEEE 802.11 technique, center 
frequencies are at 20-MHz distances from each other. In all 
Systems according to the IEEE 802.11 Standards, transmis 
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Sion and reception occur alternately in the same frequency 
band, i.e. a half-duplex technique is concerned. The IEEE 
802.11a standard using the OFDM technique (Orthogonal 
Frequency Division Multiplex) has been developed for the 
5-GHz frequency range. In the OFDM technique according 
to the IEEE 802.11a standard, one radio channel is divided 
into Several Subcarriers that are all associated with the same 
transmission. The invention is also applicable to other 
devices using WLAN techniques already Standardized or 
being developed, Such as devices using e.g. the HiperLAN 
or Bluetooth communication techniques. 

0024. In a mobile communication network, a mobile 
services Switching centre MSC is able to provide a mobile 
station MS with circuit-switched services. A core network 
providing packet-Switched Services comprises a Serving 
GPRS Support Node (SGSN) serving mobile stations MS 
connected to a base station Subsystem, and a Gateway GPRS 
Support Node (GGSN) providing a gateway function to 
external networks, Such as the Internet or a company's 
intranet. The System may also comprise other known net 
work elements, not shown in FIG. 1, Such as a short message 
Service centre and elements of a billing System. 

0025 Both the SGSN and the MSC/VLR utilize the same 
Base Station System (BBS). The BSS comprises Base 
Transceiver Stations (BTS) communicating with the mobile 
stations MS over a radio path and Base Station Controllers 
(BSC) for controlling the radio frequencies and radio chan 
nels available to the base transceiver Stations BTS connected 
to them. A base transceiver Station BTS always comprises at 
least one transceiver that implements one carrier, i.e. eight 
timeslots, i.e. eight physical channels. One base transceiver 
station BTS typically serves one cell, but a solution is 
feasible wherein one base transceiver station BTS serves 
Several Sectored cells. The tasks of a base transceiver Station 
BTS include for instance: calculation of TA (timing 
advance), uplink measurements, channel coding, encryption, 
decryption and frequency hopping. 

0026 FIG. 2 illustrates the functions associated with the 
invention of a mobile station MS according to a preferred 
embodiment of the invention. The MS is a multimode 
mobile Station, more exactly a dual mode mobile Station. 
The MS comprises a functionality 210 for connecting to a 
first wireless network and a functionality 220 for connecting 
to a second wireless network. The functionalities 210 and 
220 comprise at least a first transceiver 212 and control 
means 214 for controlling it, and, respectively, a Second 
transceiver 222 and control means 224 for controlling it. The 
mobile Station MS naturally also comprises generally well 
known common functions and parts, which are denoted by 
reference 230 in FIG. 2. The MS comprises memory, a user 
interface, and a Central Processing Unit (CPU) comprising 
one or more processors. Computer program codes executed 
in the central processing unit are used for causing the MS to 
implement the inventive functions, Some embodiments of 
which are illustrated later in association with FIGS. 3 to 8a, 
8b and 11. Hardware solutions or a combination of hardware 
and Software Solutions may also be used to implement the 
inventive functions. 

0027. The components of the transceivers 212 and 222 
are typically implemented with ASIC circuits (Application 
Specific Integrated Circuit). The transceiver 212, 222 com 
prises a transmitter, a receiver, a Synthesizer and a local 
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oscillator for enabling frequency conversion, and a Switch 
for Selecting transmission or reception. The components of 
a transmitter or a receiver are not described in more detail 
Since they are known to a perSon Skilled in the art. The 
control means 214 and 224 similarly serve to control the 
Switch of the transceiver 212 and 222 for Selecting trans 
mission/reception (RX/TX Select), transmitter power, 
receiver amplification, for Selecting the frequencies pro 
vided by the synthesizer and for setting channels. The MS 
may be for instance an integrated communication device, a 
laptop computer, connected to equipment providing radio 
access (e.g. a WLAN card), or a combination of a PDA 
device and a mobile phone. 

0028. In accordance with a preferred embodiment, the 
harmonics of the transmit frequencies of the first transceiver 
means 212, 214 communicating with a GSM network are 
avoided in the Second transceiver means 222, 224 providing 
WLAN connections. Herein, at least part of the harmonics 
caused by the uplink channels of the first transceiver means 
212, 214 can be specified. The aim is to specify particularly 
the harmonics that harmfully coincide with the frequency 
range of the WLAN connections. Harmonics can then be 
avoided in the control means 224 when Selecting one or 
more frequencies to be used for the WLAN connection. 
0029 FIG. 3 illustrates a method according to a preferred 
embodiment of the invention, in accordance with which the 
Second transceiver means 222, 224 receive 301 information 
about one or more transmit frequencies used by the first 
transceiver means 212, 214. This frequency information is 
used to calculate the harmonics of the transmit frequencies 
(as multiples of the frequency information). This way at 
least one barred frequency range is obtained, which should 
not be used in the Second transceiver means 222, 224 at least 
as the downlink frequency. The barred frequency ranges can 
be used to affect the frequency used in the Second transceiver 
means 222, 224, as will be illustrated later in the embodi 
ments of FIGS. 6 and 7. 

0030 FIG. 4 illustrates a preferred embodiment, which 
may precede the steps illustrated in FIG. 3. An inquiry about 
the frequencies used is submitted 401 from the second 
transceiver means 222, 224 to the first transceiver means 
212, 214. This inquiry may be submitted for instance when 
the mobile station MS, its WLAN functionality 220 or its 
data transfer Service is activated, when there is need to 
change access points AP, or when it is detected that the 
current connection is poor in accordance with one or more 
predetermined quality criteria. The frequencies to be used in 
the transmission are determined 402 from the information of 
the first transceiver means 212, 214. The frequency infor 
mation is obtained for instance from transmitter Settings 
maintained by the control means 214, and no radio mea 
surements are needed. The frequency information is sent 403 
to the Second transceiver means 222, 224. 

0031 FIG. 5 illustrates another embodiment, which may 
precede the steps illustrated in FIG. 3. When a change is 
detected 501 in the first transceiver means 212, 214 in at 
least one frequency used for transmission, information about 
at least the changed frequency is Sent to the Second trans 
ceiver means 222, 224. Information about the transmit 
frequencies used can also be sent because of a change in 
transmit power. The advantage of this embodiment is the 
immediate ability to Send information, once a change has 
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taken place, about a change in frequency to the Second 
transceiver means 222, 224 without a separate inquiry 
request. It is also possible to apply both methods illustrated 
in FIGS. 4 and 5 to the mobile station MS. 

0032 FIG. 6 illustrates a preferred embodiment that can 
be utilized after the steps illustrated in FIG. 3. Once at least 
one barred frequency range is known, the transmit frequen 
cies of the access points AP capable of Serving the Second 
transceiver means 222, 224 are checked 601. This informa 
tion is obtained in the control unit 224 by active Scanning, 
wherein Probe Requests are transmitted to the access points 
AP, the access points AP replying to them by Probe 
Response messages carrying the corresponding access point 
information. Another alternative is to use passive Scanning, 
wherein the information on the access points AP is obtained 
from received Beacon messages. In Step 602, an access point 
AP is Selected whose transmission frequency is not in a 
barred frequency range, and in Step 603, a connection is Set 
up to the Selected access point. In Step 602, when the acceSS 
point AP is being Selected, other necessary criteria may 
naturally be taken into account, e.g. the Strength of the 
received signal. The barred frequency range may thus con 
Stitute one new excluding criterion in the access point 
Selection algorithm. In accordance with an embodiment, 
access points AP transmitting at frequencies of the harmon 
ics may be entirely pre-eliminated in the Selection algorithm 
from the available acceSS points. 

0033. If an access point AP is already serving the second 
transceiver means 222, 224, then the method illustrated in 
FIG. 7 can be applied after step 302 of FIG.3. When at least 
one barred frequency range is known, the transmission 
frequency of the acceSS point AP Serving the Second trans 
ceiver means 222, 224 is checked 701. This information is 
obtained from the reception frequency of the transceiver 
222, known to the control means 224. In step 702, a check 
is made to See if a transmission frequency is in a barred 
frequency range. If not, no changes are needed, and data 
transfer can continue with the serving access point 703. If at 
least one transmission frequency used by the access point AP 
for data transfer with the mobile station MS (a conventional 
WLAN access point has only one operating frequency) is in. 
a barred frequency range, then the Serving access point is 
changed 704 to one that is not transmitting in a barred 
frequency range. In Step 704, the Selection mechanisms 
illustrated in association with step 602 can be utilized. The 
connection to the Selected access point AP can be imple 
mented by utilizing known implementations associated with 
changing WLAN access points. 

0034 FIGS. 8a and 8b illustrate still another embodi 
ment for avoiding the harmonics of the first transceiver 
means 212, 214 in the Second transceiver means 222, 224. 
Information is received 801 from the first transceiver means 
212, 214 about at least one transmission frequency used by 
them, and the information enables the determination of the 
harmonics frequencies. In Step 802, the transmit frequencies 
of the access points AP capable of Serving the Second 
transceiver means 222, 224 are determined. These transmit 
frequencies of the access points are compared with the 
frequency of the harmonic of at least one transmission 
frequency used by the first transceiver means 212, 214, and 
the distances between the frequencies of the access points 
and the harmonic are determined 803. The channel to be 
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used for the Second transceiver means 222, 224 is Selected 
804 taking into account the determined distances. 
0035) In accordance with a preferred embodiment, the 
channel is selected 804 the distance of which is the largest 
to the harmonics caused by the first transceiver means 212, 
214. Depending on where the algorithm illustrated in FIG. 
8a is implemented, the acceSS point AP to be used can thus 
be selected directly in step 804 or an access point AP can be 
Suggested to the algorithm attending to access point AP 
management. 

0036). In accordance with a preferred embodiment of the 
invention, in the Selection of the frequency to be used in the 
Second transceiver means 222, 224, i.e. in the Selection of 
the access point to be used in the WLAN system, the access 
points operating at the harmonic frequencies of the trans 
mission frequency of the first transceiver means 212, 214 are 
imposed a penalty in the acceSS point Selection algorithm. In 
accordance with an embodiment, the access points operating 
at harmonic frequencies are left as the last alternatives on the 
list of available access points. In this case, the access points 
AP operating at harmonic frequencies can be selected for 
instance if the other access points are not Suitable for use 
because of their other properties. If the access points are 
compared based on the reference values allocated thereto, 
this reference value may be lowered for the access points 
transmitting at frequencies of the harmonics. 
0037. This embodiment provides the advantage that an 
access point operating at harmonic frequencies can also be 
used in the Second transceiver means if it is better by a preset 
threshold value than the next best access point (e.g. clearly 
better Signal strength), should no-other access points be 
available or should be quality of data transfer provided by 
the other access points be too poor. 
0038. When utilizing the embodiments of FIG. 8a, the 
different access points may be weighted based on their 
distances. In this case, the access points AP transmitting far 
away from harmonic frequencies can be preferred in View of 
those closer to the frequencies of the harmonics. This 
preference may be implemented for instance by using ref 
erence values proportional to the distance, the values being 
utilized in the access point Selection algorithm. 
0039. In accordance with an embodiment illustrated in 
FIG. 8b, the quality of the service provided by the second 
transceiver means 222, 224 is restricted 811. Step 811 may 
be executed for instance if the distance of the reception 
frequency used in the Second transceiver means 222, 224 to 
the harmonic remains below a predetermined distance 
threshold value or if handover (to a channel having a larger 
distance) fails in step 804. The threshold value is preferably 
Set Such that the channels exceeding it are not caused 
Substantial interference by harmonics. If the distance 
exceeds the threshold value, there is no need to restrict the 
quality of Service. 
0040. In accordance with a preferred embodiment, in step 
811, the data rate used in the WLAN connection is restricted. 
If the acceSS point AP is not changed, a reasSociation request 
can be transmitted Specifying the maximum rate Supported 
by the MS. The access point AP then restricts the data rate 
used in accordance with the maximum rate. 

0041. In accordance with an embodiment, the transmit 
power of the first transceiver means 212, 214 is taken into 
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account in the Second transceiver means 222, 224. Herein, 
information is also received from the first transceiver means 
212, 214 about the transmit power Prix used in response to 
a request from the Second transceiver means 222, 224 or in 
response to a change in transmit power. The effect (power 
level) of the harmonics in the Second transceiver 222 can be 
determined from the transmit power P, Since the effect of 
the harmonicS is a non-linear function of the transmit power 
P of the first transceiver 212, as is illustrated in FIG. 9. 
The power level P of the harmonicS and the Signal 
strength RSSI (received signal strength indicator) of the 
WLAN access point AP measured by the second transceiver 
222 can be used to determine the signal-to-noise ratio SNR. 
The maximum data rate for the Second transceiver 222 is a 
function of the signal-to-noise ratio SNR, as is illustrated in 
FIG. 10. In other words, the maximum operable data rate 
can be determined in the Second transceiver means 222, 224 
based on the received transmit power level of the first 
transceiver 212 and the signal strength RSSI of the access 
point AP. In accordance with an embodiment, the Suggested 
rata rate can be derived from the condition: 

0042 the suggested data rate being determined from 
the signal-to-noise ratio SNR fulfilling the condition. 
The data rate used on the WLAN connection can thus 
be restricted in step 811 in the above manner based 
on the determined data rate. These functions express 
ing the change and illustrated in FIGS. 9 and 10 are 
predetermined in the mobile station MS. In accor 
dance with an embodiment, the MS also comprises a 
calibration functionality for Specifying the functions 
based on the Settings and measurements of the first 
transceiver means 212, 214 and the Second trans 
ceiver means 222, 224. 

0043. The above embodiment provides the advantage 
that the effect of harmonics on power consumption can be 
clearly reduced, Since the Signal-to-noise ratio increases 
non-linearly as the data rate increases. 
0044) In accordance with an alternative embodiment, the 
calculation of the harmonics of the transmit frequencies used 
and/or the barred frequency ranges is performed in the first 
transceiver means 212, 214 and information thereon is sent 
to the Second transceiver means 222, 224. The Second 
transceiver means 222, 224 utilize the received information 
when Selecting the channel in the above-described manner. 
004.5 FIG. 11 illustrates an access point selection algo 
rithm wherein, in accordance with a preferred embodiment, 
one usable criterion is whether the access point AP transmits 
at frequencies of harmonics or not or how close to a 
harmonic the access point AP transmits (distance). The MS 
collects 1101 information about the available access points 
preferably periodically. The period is preferably adjustable 
and can be changed in accordance with the terminal MS. The 
access points AP typically transmit access point information 
periodically. AcceSS point information includes at least the 
network name of the access point and other information on 
the access point AP. The other information may include for 
instance the load of the access point (i.e. how many termi 
nals use the access point), information on the bandwidth 
used, information on Supported data rates or Security infor 
mation. The mobile station MS may also transmit request to 
the access points AP and the available acceSS points respond 
by transmitting access point information. 
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0046. In step 1102, the mobile station MS may eliminate 
the access points AP transmitting at least partly on frequen 
cies of at least one harmonic (of the transmissions of the 
transceiver 212) or, in accordance with another embodiment, 
prefer the access points AP based on the distances (in 
accordance with the embodiments illustrated in FIGS. 8a 
and 8b). The MS may check the network names of the 
available access points based on the collected data. The MS 
compares the connection attributes of the access points 
having the network name according to the currently Serving 
access point, compares the connection attributes of the 
access points having a different network name than the 
currently Serving access point, and Selects the access points 
having the best connection attributes. The access points 
having the same network name belong to the same Subnet 
work. The connection attributes may be any attributes car 
rying information affecting the possible connections to 
access points. The MS selects 1103 a first access point 
having the best connection attributes from the available 
access points having the same network name as the currently 
serving access point. The MS also selects 1104 a second 
access point having the best connection attributes from the 
available acceSS points having a different network name than 
the currently Serving access point. 
0047 The same data as in the access point information 
can be used and the MS is able to compare the connection 
attributes of the different access points AP by comparing the 
data received from the different acceSS point information. At 
least the signal level is preferably taken into account when 
comparing the available access points AP Data from the 
access point information, Such as access point load, Sup 
ported data rates and Security information may also be taken 
into account when comparing the acceSS points. If the Signal 
levels only are taken into account, the Signal levels of the 
different access points are simply compared and the acceSS 
point having the highest Signal level is the acceSS point 
having the best connection attributes. In accordance with a 
preferred embodiment, the distance to a harmonic is a 
connection attribute. If more than one connection attributes 
are taken into account, the different connection attributes 
may be weighted in different ways. There are many ways to 
implement acceSS point comparison, and the connection 
attributes may be weighted in different ways for different 
USCS. 

0.048 For example, the signal level is considered the 
most important connection attribute (weight 80%) and the 
distance to a harmonic is another connection attribute to be 
considered (weight 20%). Mathematical reference values 
can be determined for the available access points based on 
the weighting and the access points having the highest 
values are Selected as the best access points. AS was 
described above, the best access points are preferably 
Selected Separately among the acceSS points having the same 
network name as the currently Serving access point (the first 
access point 1103), and among access points having a 
different network name than the currently Serving acceSS 
point (the second access point 1104). 
0049. The MS compares 1105 one or more connection 
attributes of the first and Second access points. A check is 
made 1106 to see if the differences between the connection 
attributes of the compared first and Second acceSS points 
fulfil predetermined conditions. The predetermined condi 
tions may include conditions for the different connection 
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attributes associated with the acceSS point comparison. Pref 
erably, at least a limit for the Signal level difference is used, 
i.e. the Signal levels of the first and Second access points are 
compared and checked if the difference between the Signal 
levels of the first and Second access point exceeds the 
predetermined signal level limit. The use of the Signal level 
often enables the Selection of the acceSS point closest to the 
terminal. Other conditions may also be used, for instance 
Separately for each weighted attribute. An example is to use 
the distance to the harmonic also in this comparison. The 
predetermined conditions are preferably determined Such 
that the connection remains in the access point having the 
Same network name as long as possible in order to avoid 
changing Subnetworks, which requires a change in the 
Settings. 
0050. If the differences fulfil the predetermined condi 
tions, in accordance with a preferred embodiment of the 
invention, the user is informed 1107 of this and a check is 
made 1108 to see if the user wants to change the connection 
to a Second access point in another Subnetwork. The con 
nection to the Second access point in the other Subnetwork 
is set up 1109 only if the user allows the change. However, 
it is also possible to Select the access point automatically, i.e. 
the connection to the second access point is set up (1109) if 
the differences exceed the predetermined conditions. The 
connection to the Second access point is set up 1109 pref 
erably only if the predetermined conditions are fulfilled. 
0051. In accordance with an embodiment, a check is 
made 1110 to see if the first access point is the currently 
Serving access point, if the user does not want to Set up a 
connection to the Second access point or preferably at least 
one of the predetermined conditions cannot be fulfilled. If 
not, a connection 1111 can be set up to the first access point. 
If the first access point is the currently Serving access point, 
no changes are needed. Collection of data, Selection of a first 
and Second acceSS point and comparison of connection 
attributes are preferably performed periodically, i.e. each 
time on reception of access point information. 
0052 An alternative embodiment comprises calculating a 
quality factor for each channel (access point AP) Suggested 
for the Second transceiver means 222, 224. The quality 
factor can be the Signal-to-noise ratio SIR, obtained in the 
previously illustrated manner from the ratio of the Signal 
Strength RSSI measured by the Second transceiver means 
and the power P of the harmonic of the transmission 
frequency of the first transceiver means, i.e. 

SIR=RSSIP 
0053 If there are harmonics residing in the channel that 
are at a higher power level than thermal noise, the above 
formula is usable in the calculation of the quality factor for 
the channel/access point AP concerned. If there are no 
harmonics, the quality factor can be calculated by the 
generally known formula 

SNR=RSSI/P (noise power). 
0054 The quality factor is usable when selecting a chan 
nel (access point AP) for the Second transceiver means 222, 
224. Herein, the aim is to select the channel having the best 
quality factor. The Selection may also be implemented Such 
that a channel whose frequency range shows a harmonic is 
Selected if the access point AP is close and if the Signal is 
Sufficiently Strong. The quality factor can be used as a 
connection attribute also in the access point Selection algo 
rithm illustrated in FIG. 11. 
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0.055 The embodiments illustrated above can be imple 
mented in the control means 214 and 224, between which 
information transfer capabilities exist. The interface 
between the control means 214 and 224 can be implemented 
in many ways and it can be a unidirectional or a two-way 
communication bus. One of the control means 214 and 224 
can Serve as the host controlling the data transfer and the 
other as the client. It is to be noted that the control means 
214 and 224 can be implemented in one control unit, 
whereby no separate interface is required. 
0056. In accordance with an embodiment, an interference 
reduction algorithm for minimizing interference caused at 
WLAN reception by taking into account harmonic frequen 
cies is implemented in the control means 224 controlling the 
WLAN data transfer. The interference reduction algorithm 
receives, from the first control means 214, at least informa 
tion about the transmission frequency used and performs, 
based on the available WLAN channels, at least part of the 
functions illustrated above in FIGS. 3, 4, 6, 7, 8a or 8b. The 
actual Selection of the access point AP can be implemented 
in a separate access point Selection algorithm, whereby the 
interference reduction algorithm can transmit information 
about the barred frequency range or Suggest one or more 
Suitable acceSS points to the Selection algorithm. For 
instance, in the embodiments of FIGS. 6 and 7, a change of 
access points is Suggested, and only the acceSS point Selec 
tion algorithm selects (602, 704) the access point typically 
taking into account also other criteria, Such as Signal 
strength. When the embodiment illustrated in FIG. 8b is 
used, the interference reduction algorithm also takes into 
account the transmit power Prix and the Signal Strengths 
RSSI of the available channels, and Suggests a restricted data 
rate. 

0057. In accordance with a preferred embodiment, the 
invention is applied to a mobile Station MS functioning in 
the DCS frequency range and the IEEE802.11a frequency 
range. Uplink channels transmitted from a transceiver 212 
according to the GSM standard include different traffic 
channels. TCH and control channels RACH, SDCCH, 
SACCH of circuit-switched traffic. If the MS Supports the 
GPRS service, the PDCH channel is used for packet 
Switched data traffic and Signalling. More detailed descrip 
tions of the different channels are found in the ETSI (Euro 
pean Telecommunications Standards Institute) GSM/GPRS 
specifications. DCS channels 512-885 use the frequency 
range 1710-1784 MHz, so the harmonics range caused by 
them is 5130-5454 MHz. If the intention is to keep a 
20-MHz difference to the harmonics, the DCS channels 
512-561 and 861-885 have no effect on the functioning of an 
IEEE802.11a receiver, since the IEEE802.11a frequency 
range is 5150-5350 MHz. If the assumption is that the 
transceiver 212 transmits in DCS channel 750 whose center 
frequency is 1757.8 MHz, the harmonic is located around 
the frequency 5273.4 MHz. The center frequency of the 
IEEE 802.11a channel 52 is 5260 MHZ and the center 
frequency of channel 56 is 5280 MHz, so these channels are 
then to be avoided. 

0.058. In accordance with a preferred embodiment, har 
monics are determined and observed in accordance with the 
above description only for traffic channels, Since it has been 
detected that the harmonics of Signalling channels typically 
cause no significant interference. Herein, the processing 
caused by the determination and observation of the harmon 
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ics of the signalling channels (including RACH, SDCCH, 
SACCH) is avoided. Since frequency hopping is available in 
GSM/GPRS traffic, frequency hopping may also be taken 
into account when determining harmonics. The harmonics 
may be determined based on the hop set known by the first 
transceiver means 212, 214. This enables the determination 
of, instead of Single hopping channels, for instance a fre 
quency range (FIG. 3) barred based on the hop set and on 
which frequency hopping takes place. After this, the entire 
frequency hopping frequency range can be avoided in the 
Second transceiver means 222, 224. 

0059. In accordance with still another embodiment, infor 
mation is received from the first transceiver means 212, 214 
also about the transfer mode or State, which is utilized in the 
Second transceiver means 222, 224 in channel Selection. The 
transfer mode may be for instance a circuit-Switched call, a 
packet-Switched connection or idle. For example, when 
GSM circuit-Switched Services are concerned, information is 
transferred regarding whether a traffic channel TCH is active 
via the first transceiver means 212, 214. If packet-switched 
services are concerned, it is possible to indicate if a PDP 
context is activated or if transmissions on a PDP context are 
frequent. In accordance with an embodiment, the function 
ality illustrated above for determining and observing har 
monicS can be used when the first transceiver means 212, 
214 are used for active transmission in accordance with the 
transfer mode. This embodiment provides the advantage that 
the aim is to avoid harmonics only during active traffic, 
whereby the functionality does not consume the resources of 
the mobile station MS at other times. Alternatively, fre 
quency information may be determined in the first trans 
ceiver means 212, 214 and Sent to the Second transceiver 
means 222, 224 based on the current transfer mode. 

0060. In the above, examples were presented wherein the 
harmonics of the frequencies used by the first transceiver 
means 212, 214 attending to the cellular connection (in the 
example presented, with the base transceiver station BTS of 
the GSM network) are avoided in the second transceiver 
means 222, 224 attending to the WLAN connection. In 
accordance with an alternative embodiment, frequencies 
causing harmonics in frequency ranges used by the WLAN 
connection are avoided in transceiver means attending to the 
cellular connection, Such as in the means attending to the 
GSM connection. This embodiment can be implemented in 
many ways and the embodiments presented above in asso 
ciation with FIGS. 3 to 7 can be utilized. To the means 
attending to the GSM connection, information can be sent 
from the transceiver means attending to the WLAN connec 
tion about the frequency used for the WLAN connection, 
information about at least one frequency that should not be 
used for the GSM connection, or only information stating 
that at least one frequency used for the GSM connection 
should be changed. The means attending to the GSM con 
nection can Store the information about the frequencies to be 
avoided and take it into account when communicating with 
the base transceiver station BTS. The means attending to the 
GSM connection can change, as far as is possible, (constant 
frequencies may be in use that cannot be changed) the 
transmission frequency used by transmitting a handover 
request to the base transceiver Station BTS or by reporting 
an inferior-quality Signal to the base transceiver Station BTS. 
The base transceiver station BTS can then change the 
frequency used. 
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0061. It is apparent to a person skilled in the art that as 
technology advances, the basic inventive concept can be 
implemented in many ways. By utilizing the functions 
described above, the invention can be applied to any wire 
less terminal comprising at least two transceiverS operating 
at different frequencies. Table 1 below shows systems whose 
harmonics ranges coincide with the frequency ranges used 
by the WLAN system. The invention is, however, applicable 
to other technologies than those presented in Table 1. 

TABLE 1. 

Harmonics WLAN frequency 
Technology Frequency range range range 

GSM850 3 x (824-849 MHz) 2472-2547 2400–2483.5 MHz 
US CDMA MHz 

(IS-95) 
EGSM900 6 x (880-915 MHz) 5280-5490 5150-5350 MHz 

MHz 5470-572.5 MHz 
DCS1800 3 x (1710–1785 MHz) 5130-5355 5150-5350 MHz 

MHz 
PCS1900 3 x (1850–1910 MHz) 5550-5730 5470-5725 MHz 

MHz 
WCDMA 3 x (1920-1980 MHz) 5760–5940 5725–5825 MHz 
FDD MHz 

0062) The invention and its embodiments are thus not 
limited to the above-described examples, but may vary 
within the Scope of the claims. 

1. A method of channel selection in a wireless terminal 
comprising first transceiver means and Second transceiver 
means, the method comprising: 

determining at least one transmission frequency from 
information on the first transceiver means, 

Specifying a harmonic of at least one transmission fre 
quency, and 

Selecting at least one channel for use in the Second 
transceiver means by at least taking into account the 
harmonic determined. 

2. A method as claimed in claim 1, wherein an inquiry is 
Submitted from the Second transceiver means to the first 
transceiver means about the frequencies used, 

information about at least one transmission frequency of 
the first transceiver means is sent to the Second trans 
ceiver means, and 

the harmonics are determined in the Second transceiver 
CS. 

3. A method as claimed in claim 1, wherein information 
about the transmission frequency of at least one channel is 
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Sent from first transceiver means to the Second transceiver 
means in response to a change in the transmission frequency 
and/or the transmit power. 

4. A method as claimed in claim 1, wherein a change of 
the channel used by the Second transceiver means is initiated 
in response to a harmonic of at least one transmission 
frequency of the first transceiver means residing on the 
current receive channel used by the Second transceiver 
CS. 

5. A method as claimed in claim 1, wherein at least one 
channel is Selected for use in the Second transceiver means 
Such that no harmonics of the transmit frequencies of the 
first transceiver means exist in the frequency range of the 
channel. 

6. A method as claimed in claim 5, wherein the transmit 
frequencies of the access points capable of Serving the 
Second transceiver means are checked, 

an access point at whose transmission frequency no 
harmonics of the first transceiver means reside is 
Selected, and 

a connection is set up to the access point. 
7. A method as claimed in claim 1, wherein distances 

between the frequencies of the channels available to the 
Second transceiver means and the harmonics of at least one 
transmission frequency of the first transceiver means are 
determined, and 

the channels available to the Second transceiver means 
based on the distances determined are preferred when 
Selecting the channel to be used. 

8. A transceiver unit for a wireless terminal, wherein the 
transceiver unit is configured to receive information about at 
least one transmission frequency or a harmonic of at least 
one transmission frequency used by another transceiver, and 

the transceiver unit is configured to Select at least one 
channel to be used in the transceiver unit by at least 
taking into account the harmonics determined. 

9. A wireleSS terminal comprising first transceiver means 
and Second transceiver means, wherein the wireleSS terminal 
is configured to determine at least one transmission fre 
quency used in the first transceiver means, 

the wireleSS terminal is configured to determine a har 
monic of at least one transmission frequency, and 

the wireleSS terminal is configured to Select at least one 
channel to be used for the Second transceiver means by 
at least taking into account the harmonic determined. 
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