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(57) ABSTRACT 

Optical isolator comprises a ferrule having a through-hole in 
which an optical fiber is inserted and a groove formed in the 
ferrule with the optical fiber inserted in the through-hole; 
and a composite assembly consisting of an optical isolator 
element composed of a Faraday rotator and a pair of 
polarizers fixed on opposite Surfaces of the Faraday rotator 
in Such manner that the angle between the directions of 
polarization of the polarizers is at about 45 and a structure 
reinforcing member having a thickness of filling the groove 
and Surrounding the optical element, Said composite assem 
bly being inserted in the groove as a unit. The reinforcing 
member may be made of the same material as the outer 
Support or formed by a magnet for applying a magnetic field 
to the Faraday rotator. The isolator element, the magnet and 
the outer Support may have respective reference Sides or 
planes So that the plane of polarization of the incident Side 
of the isolator element is easily determined with respect an 
outer base or Support. Also, the groove portion of the Support 
is mechanically Strengthened by the magnet Surrounding the 
optical element. 
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EMBEDDED TYPE OPTICAL SOLATOR AND 
METHOD FOR MANUFACTURING THE SAME 

BACKGROUND OF THE INVENTION 

0001) 1. The Field of the Invention 
0002 The present invention relates to optical devices 
Such as isolators, optical attenuators and optical filters for 
use in the fields of optical communication, optical measure 
ment and other optical applications. 

0003 2. Related Art 
0004. It is known that semiconductor lasers used as light 
Sources for various optical Systems become unstable in their 
oscillation by return lights from the optical Systems con 
nected to the Semiconductor lasers. To prevent this, optical 
isolators are widely used. With the rapid expansion of 
optical communication Systems in recent years, demand for 
production of compact isolators at a low cost is more and 
more increasing. 

0005 The basic construction of the conventional optical 
isolator is depicted in FIG. 6 which includes a Faraday 
rotator 11, a pair of polarizers 10a and 10b arranged on 
opposite Sides of the Faraday rotator 11, and a magnet 12 
disposed around the Faraday rotator for magnetizing the 
Faraday rotator 11. A pair of collimator lenses 9a and 9b are 
disposed between the polarizers and optical fibers 8a and 8b, 
respectively. With this construction, the light incident in the 
forward direction (the direction of arrow C in the figure) 
passes through the optical isolator and the light incident in 
the reverse direction (the direction of arrow D in the figure) 
is cut off whereby the function as an isolator is materialized 
but this conventional Structure requires many optical parts 
and the Overall size was large. 
0006. On the other hand, another conventional optical 
isolator was proposed to avoid Such complicated Structure 
by adopting simplified optical parts Such as optical isolators, 
optical attenuators or optical filters embedded in Substrate 
plates. 

0007. These optical parts are called “embedded type” 
optical parts and are each produced by embedding an optical 
fiber in a Substrate, fixing it with a resin, cutting a groove in 
the Substrate transversely acroSS the optical fiber with a 
dicing Saw or other means, inserting an optical element into 
the groove and fixing it with an adhesive. This construction 
attains an advantage of eliminating the necessity of aligning 
the light beam axes each other in the manufacturing of the 
optical isolators and thus the production is facilitated On the 
other hand, there is a drawback in this type that diffraction 
of light occurs when the light exiting from the optical fiber 
passes through the optical element and the insertion loSS 
becomes large due to the required thickness of the optical 
element. To cope with this problem, another conventional 
optical isolator was proposed to enlarge the core diameter of 
the optical fiber by locally heating the optical fiber in order 
to reduce the diffraction. 

0008. In order to materialize the optical isolator disclosed 
in the above-mentioned patent publication, a TEC fiber 
which is a core enlarged optical fiber produced by locally 
heating the fiber is embedded in position in a capillary 
ferrule as an optical fiber-Supporting member. Thereafter, 
the opposite end Surfaces of the capillary ferrule are Sub 
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jected to PC finishing and a groove for embedding the 
optical isolator element composed of a Faraday rotator and 
a pair of optical polarizers bonded on opposite Surfaces of 
the rotator is formed by cutting the ferrule through the 
enlarged core portion transversely of the optical fiber. It is 
necessary for the optical isolator inserted in the groove has 
a size larger than the mode field diameter but as the mode 
field diameter at the groove is about Several tens um, it is 
sufficient that the size of the element is at least 100 lum. The 
Size is desirably as Small as possible in order to reduce the 
cost of the elements by obtaining multiple optical elements 
from the same Stock of materials. 

0009. When a small optical element is inserted in the 
groove, a large Void space remains in the groove around the 
element and the Space is filled with an adhesive and the 
optical element is thus covered by the adhesive. Accord 
ingly, there was a problem that the curing shrinkage of the 
adhesive or external thermal shock the adhesive tends to be 
deteriorated, leading to peeling of the adhesive from where 
a large amount of the adhesive is present. Also, it was not 
easy to position Such Small element at a proper location and 
bond it in position. 
0010. Accordingly, the present invention aims at provid 
ing an optical isolator which is easy to handle and has a high 
reliability. 

0011 Since embedded type optical isolator which uses 
polarizer glass is of polarization-dependent type, it is nec 
essary to adjust the direction of the polarization of the 
incident light when the optical isolator is used for a LD 
module. This adjustment requires tools and apparatus as well 
as a number of Steps, leading to increase in the cost of 
assembling the LD module. Although there is a method of 
indicating the position of light incidence plane with an ink 
or laser marker, the precision of Such marking and position 
ing becomes low due to the compact size of the parts and 
thus a precise alignment of the incident plane of polarization 
is difficult to achieve. 

0012 Further, with general optical isolator, the surface of 
the optical element is inclined with respect to the light beam 
axis as a measure to remove the return light reflected from 
the incident Surface of the optical and to compensate for the 
inherent deviation of the position of the outgoing light from 
the incident light. However, in the embedded type optical 
isolator, the inclined rectangular groove in which the optical 
element is inserted increases the light connection loSS. 
0013 A larger angle of the inclination of the groove in 
which the optical element is inserted is required for a leSS 
return light but this measure leads to a greater connection 
loSS. Accordingly, it is necessary to calculate the required 
reflection reduction and the allowable connection loSS in 
design and to machine a groove with a best precision 
Satisfying these factors. 
0014. However, when the groove machining is carried 
out using a diamond blade, one encounters a problem that 
the blade tends to walk or be deviated when the blade 
contacts the work (ferrule) as well as when the blade comes 
out of the work, with the result that the groove is dulled to 
an extent that a truncated trapezoid (divergent upwardly) in 
croSS Section is formed. 

0015. Further, the side wall surface of the groove on 
which the light is incident has a larger Surface roughneSS 
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because it has been cut by the diamond blade, and thus fine 
Voids are likely to be trapped between the cut Surface and the 
optical element to be embedded when the optical element is 
inserted in the groove and bonded with an adhesive, thereby 
causing a loSS and reflection. Accordingly, it is necessary to 
mirror-finish the side walls of the groove. 
0016. As a method for finishing the cutside wall surfaces, 
so-called “float slicing method is available, which com 
prises Steps of Simultaneously cutting and grinding the 
Surfaces while Supplying a lapping liquid (containing cerium 
oxide, colloidal silica, etc) to the cutting wheel and the work. 
However, this process enlarges the width of the grooves at 
the upper portion of the Side walls of the groove to an larger 
extent larger as compared with the diamond blade cutting 
method. 

0017 Thus, the grooves obtained by this method is 
deviated from the designed croSS Section and thus there is a 
possibility that the reflection reduction and the connection 
loSS are aggravated. 
0018 Explaining this problem in reference to FIG. 7(a) 
and (b), which illustrate one method, even if a groove 23 in 
which an optical element is to be embedded is machined in 
a ferrule 20 Supporting an optical fiber 21 therein with a 
desired angle of inclination as seen in the plan View of (a), 
angles 01 and 02 (usually 01=02) of the side walls 25, 27 of 
the groove 23 formed by the machining fluctuation are 
introduced as seen from the lateral view of (b), which lead 
to a larger connection loSS due to the larger angles than 
originally designed. 

0.019 When a ferrule capillary having a function of 
optical fiber connector is used as a Support for a terminal 
enlarged core (TEC) optical fiber and an optical element, the 
grooved portion of the ferrule capillary is physically weak 
and, especially when it is expected that the ferrule is 
repeatedly mounted and dismounted, it is difficult to use it 
as an optical connector. Thus, another object of the present 
invention is to improve the Strength of the grooved portion 
of the ferrule capillary and providing an optical part having 
a structure capable of withstanding the repeated mounting 
and dismounting. 

SUMMARY OF THE INVENTION 

0020. The present invention solves the problems by a 
compact and reliable optical isolator which comprises an 
outer Support having a through-hole in which an optical fiber 
is inserted and a groove formed in the Support with the 
optical fiber inserted in the through-hole; and a composite 
assembly consisting of an optical element (optical isolator 
element) composed of a Faraday rotator and a pair of 
polarizers fixed on opposite Surfaces of the Faraday rotator 
in Such manner that the angle between the directions of 
polarization of the polarizers is at about 45 and a structure 
reinforcing member (reinforcing member) having a thick 
neSS of filling the groove and Surrounding the optical ele 
ment, Said composite assembly being inserted in the groove 
as a unit. Here, the reinforcing member may be made of the 
Same material as the Outer Support or formed by a magnet for 
applying a magnetic field to the Faraday rotator. 

0021. The optical isolator according to the present inven 
tion requires only a minimum amount of an adhesive for 
fixing the optical element in the groove of the outer Support 
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and thus the deterioration Such as peeling of the adhesive 
due to curing shrinkage of the adhesive and external thermal 
Shock is prevented whereby a stable optical isolator can be 
provided. 

0022. Further, since the optical isolator according to the 
present invention is inserted into the groove of the outer 
Support as a composite assembly composed of the optical 
element consisting of the Faraday rotator and the polarizers 
and the reinforcing member Surrounding the optical element, 
a precise positional adjustment of the optical fiber, the 
polarizers and the Faraday rotator is not necessary, So that 
the positional alignment of the members is simplified to a 
large extent. 
0023. Also, according to the structure of the present 
invention, the distance between the optical fiberS is short and 
thus the collimator lenses are dispensed with and the optical 
isolator is made compact in size. 
0024. In addition, by adjusting and bonding large size 
polarizers and a large size Faraday rotator, a number of 
elements can be cut out from the adjusted and bonded 
assembly and thus a mass production is made possible. 
Moreover, the area through which the light beam passes is 
very Small, the Size of the optical element composed of the 
polarizers and the Faraday rotator may also be made Small 
and by embedding them in the groove together with the 
reinforcing member Surrounding the optical element, a very 
compact optical isolator of a high reliability is realized. 
0025. Also, in the present invention, an optical element 
having polarizer glass used for an embedded type optical 
isolator has an incident plane of polarization at a predeter 
mined angle with respect to a reference side of the optical 
element, and in order to transmit (inform) said angle of 
incident plane of polarization of the optical element to the 
reference member (such as LD) via the ferrule and the 
magnet, a groove having a rectangular croSS Section is 
formed in the magnet in parallel with a reference side of the 
magnet in the form of a rectangle in croSS Section and the 
optical element is inserted into this groove of the magnet. 
0026. With this construction, the reference side of the 
magnet is then located on a holder Surface of a reference 
member to constitute an embedded type optical isolator 
having a predetermined incident plane of polarization is 
obtained. 

0027 More particularly, the present invention provides a 
polarization-dependent embedded type optical isolator 
wherein an optical element composed of polarizer glass 
plates and a Faraday rotator is embedded and fixed in an 
embedding groove of a ferrule capillary having optical fibers 
in alignment with the optical fibers, and a permanent magnet 
for applying a magnetic field to the Faraday rotator is 
disposed around the optical element, characterized in that 

0028 the optical element is formed into a rectangu 
lar parallelepiped (containing cube) having a refer 
ence Side, the permanent magnet is provided with a 
rectangular groove into which the optical element is 
to be inserted in Such manner that the reference Side 
of the optical element can be positioned in the 
groove and the permanent magnet is further provided 
with a reference side substantially parallel with the 
bottom of the rectangular groove, Said reference Side 
of the optical element is inserted and fixed in the 
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rectangular groove of the permanent magnet, the 
permanent magnet having the optical element 
inserted in the rectangular groove is inserted and 
fixed in the embedding groove of the ferrule capil 
lary, and the reference Side of the permanent magnet 
is inserted in a rectangular holding groove of a 
holder member having a reference Side Substantially 
parallel with the bottom of the holding groove. 

0029. The present invention also positions a ferrule cap 
illary having a groove for insertion of an optical element on 
a predetermined location of a reference plate and positions 
and fixes the optical element in the groove by utilizing the 
bottom Side of the groove and a reference side of the optical 
element. 

0.030. More specifically, the present invention provides a 
polarization-dependent embedded type optical isolator 
wherein an optical element composed of polarizer glass 
plates and a Faraday rotator is embedded and fixed in an 
embedding groove of a ferrule capillary having optical fibers 
in alignment with the optical fibers, and a permanent magnet 
for applying a magnetic field to the Faraday rotator is 
disposed around the optical element, characterized in that 

0031 the ferrule capillary having the optical fibers 
bonded to the ferrule capillary is located in position 
on a base plate, a rectangular groove for insertion of 
the optical element is formed in the ferrule capillary 
at a predetermined position and at a predetermined 
angle, using the Surface of the base plate as a 
reference, the optical element is in the form of 
rectangular parallelepiped, one side of the rectangu 
lar parallelepiped forms a reference Side, the optical 
element is inserted in the groove of the ferrule 
capillary with the reference Side abutting the bottom 
of the groove to position the optical element, 
whereby the incident direction or plane of polariza 
tion of the optical element is in a predetermined 
relation with the bottom surface of the base plate. 

0032. In this case, an assembly consisting of the optical 
element of rectangular parallelepiped shape fixed in the 
rectangular groove of the magnet may be inserted in the 
rectangular groove of the ferrule capillary and the reference 
side of the optical element or the reference side of the 
magnet which has a specific relationship with the reference 
Side of the optical element is abutted against the bottom of 
the groove of the ferrule capillary So as to obtain a precise 
positioning So that the direction or plane of polarization on 
the incident Side of the optical element is in a predetermined 
relation with the bottom surface of the base plate. 
0.033 According to this mode, not only the precise align 
ment of the direction of the polarization of the incident side 
but also the assemblage of the optical isolator are achieved 
and a low cost glass plate can be used as the reference base 
plate. 

0034. On the other hand, the problem of deterioration of 
reflection attenuation and connection loSS due to formation 
of trapezoidal shape (divergent upwardly) of the groove as 
above-mentioned is Solved by an embedded type optical 
isolator according to the present invention characterized in 
that the light incident side of the groove formed in the ferrule 
capillary for embedding the permanent magnet is made 
oblique or inclined with respect to the direction of the depth 
of the groove. 
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0035. The present invention further provides a method 
for producing a polarization-dependent embedded type opti 
cal isolator, which comprises laminating and bonding 
together a first polarization glass plate having a Surface layer 
containing oriented fine metal particles and having an inci 
dent plane of polarization at a predetermined angle with 
respect to a reference Side, a Faraday rotator having an angle 
of rotation of about 45 and a second polarization glass plate 
having a Surface layer containing oriented fine metal par 
ticles and having a plane of polarization at an angle of about 
45 with respect to the plane of polarization of the first 
polarization glass plate with the layerS containing fine metal 
particles facing the Faraday rotator to form a laminate; 
grinding off the incident Side of the first polarization glass 
plate and the exit Side of the Second polarization glass plate 
up to the planes close to the layers containing oriented fine 
metal particles, dicing the laminate into desired rectangular 
parallelepiped pieces including a side having Specific rela 
tionship with Said reference Side; each of the resulting thin 
rectangular parallelepiped elements is embedded in a groove 
of a permanent magnet. 
0036). According to another aspect of the present inven 
tion, the present invention provides a method for producing 
a polarization-dependent embedded type optical isolator, 
which comprises alternately laminating and bonding 
together a first polarization glass plate having on opposite 
Surfaces Surface layers containing oriented fine metal par 
ticles and having an incident plane of polarization at a 
predetermined angle with respect to a reference Side, a 
Faraday rotator having an angle of rotation of about 45 and 
a Second polarization glass plate having on opposite Surfaces 
Surface layerS containing oriented fine metal particles and 
having a plane of polarization at an angle of about 45 with 
respect to the plane of polarization of the first polarization 
glass plate and repeating the lamination until a desired 
number of lamination is reached; slicing the resulting lami 
nate in the direction of lamination at given intervals to obtain 
a plurality of optical element arrays; inserting and bonding 
each array into a groove of a permanent magnet; and 
removing middle portion of each of the first and Second 
polarizer plate between the both Surface layers containing 
oriented fine metal particles together with a part of the 
magnet. 
0037 According to another aspect of the present inven 
tion, the present invention provides a method for producing 
a plurality of polarization-dependent embedded type optical 
isolators embedded in ferrules, which comprises alternately 
laminating and bonding together a first polarization glass 
plate having on opposite Surfaces Surface layers containing 
oriented fine metal particles and having an incident plane of 
polarization at a predetermined angle with respect to a 
reference Side, a Faraday rotator having an angle of rotation 
of about 45 and a Second polarization glass plate having on 
opposite Surfaces Surface layers containing oriented fine 
metal particles and having a plane of polarization at an angle 
of about 45 with respect to the plane of polarization of the 
first polarization glass plate, repeating the lamination until a 
desired number of lamination is reached; Slicing the result 
ing laminate in the direction of lamination at given intervals 
to obtain a plurality of optical element arrays; inserting and 
bonding the plurality of arrays into a plurality of grooves of 
a permanent magnet respectively; removing middle portion 
of each of the first and Second polarizer plates between the 
opposite Surface layers containing oriented fine metal par 
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ticles together with a part of the magnet, embedding and 
fixing the resulting bar magnet having a plurality of optical 
elements each composed of the first and Second polarizer 
glass plates and a Faraday rotator in a groove formed in a 
plurality of ferrules in which an optical fiber is embedded; 
and thereafter cutting the bar magnet at positions between 
the ferrules. 

0.038 According to a further aspect of the invention, the 
present invention provides an embedded type optical device 
including an outer Support Such as ferrule capillary having a 
through-hole in which an optical fiber is inserted and 
bonded, at least one end Surface of the outer Support being 
polished So that the end Surface functions as a connector to 
connect the Outer Support to an optical fiber ferrule, a groove 
formed in the outer Support transversely acroSS the optical 
fiber, and an optical element having various functions being 
embedded in the groove, characterized in that peripheral 
portion of the groove having the optical element embedded 
therein is covered and Supported by an outer Supporting 
member for the ferrule capillary. 
0039. With this construction, an embedded type optical 
device having a optical connector function is provided 
which can withstand repeated attachment and detachment. 
0040 According to one aspect, the present invention 
provides an optical element-embedded type optical device 
including a ferrule capillary having a through-hole in which 
an optical fiber is inserted and bonded, at least one end 
Surface of the ferrule capillary being polished So that the end 
Surface functions as a connector to connect the ferrule 
capillary to another optical fiber ferrule, a groove formed in 
the ferrule capillary transversely acroSS the optical fiber, and 
an optical element having various functions embedded in the 
groove, an optical cable having another optical fiber, an 
outer Supporting member having a through-bore for Sup 
porting one end portion of the optical fiber ferrule and one 
end portion of the optical cable fitted in the through-bore, 
characterized in that the one end portion of the optical fiber 
ferrule is covered and Supported at periphery of the groove 
having the optical element embedded therein by the inner 
wall of the through-bore of the outer Supporting member. 
0041 According to a further aspect, the present invention 
provides an embedded type optical device including a fer 
rule capillary having a through-hole in which an optical fiber 
is inserted and bonded, both end Surfaces of the ferrule 
capillary being polished So that the end Surfaces function as 
connectors to connect the ferrule capillary to other two 
optical fiber ferrules, a groove being formed in the ferrule 
capillary transversely acroSS the optical fiber, and an optical 
element having various functions being embedded in the 
groove, an outer Supporting member having a through-bore 
for Supporting and connecting end portions of the ferrule 
capillary and end portions of the other two optical fiber 
ferrules in the through-bore, a pair of Slit resilient sleeves in 
alignment with the through-bore for Supporting the end 
portions of the other two optical fiber ferrules and the ferrule 
capillary is covered and Supported at periphery of the groove 
having the optical element embedded therein by the inner 
wall of the bore of the outer Supporting member. 
0042. According to yet further aspect, the present inven 
tion provides an optical element-embedded type optical 
device including an optical fiber ferrule having a through 
hole in which an optical fiber is inserted and bonded, one end 
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Surface of the ferrule being polished So that the end Surface 
functions as a connector to connect the optical fiber ferrule 
to a Second optical fiber ferrule, a groove being formed in the 
optical fiber ferrule transversely across the optical fiber, an 
optical element having various functions embedded in the 
groove, and a housing having a through-bore for fitting and 
Supporting one end portion of the optical fiber ferrule, and 
a Semiconductor laser Source connected with the optical 
fiber in the optical fiber ferrule, characterized in that the one 
end of the optical fiber ferrule is covered and Supported at 
periphery of the groove having the optical element embed 
ded therein by the inner wall of the through-bore of the 
housing. 

BRIEF DESCRIPTION OF THE DRAWING 

0.043 FIG. 1 
0044 FIG. 1 shows a cross section viewed from above of 
the optical isolator according to Example 1. 

0045 FIG. 2) 
0046 FIG. 2 shows a cross section viewed from lateral 
of the optical isolator according to Example 1. 
0047 FIG. 3) 
0048 FIG. 3 shows a cross section of the outer support 
ing member according to the present invention. 
0049 FIG. 4) 
0050 FIG. 4 shows a cross section viewed from above of 
the optical isolator of Example 2 in which a magnet is 
embedded. 

0051 FIG. 5) 
0.052 FIG. 5 shows a cross section viewed from lateral 
of the optical isolator in which a magnet is embedded 
0053 FIG. 6) 
0054 FIG. 6 shows a schematic view of a conventional 
optical isolator. 
0.055 FIG. 7) 
0056. Each of FIGS. 7(a) and 7(b) illustrates the groove 
for inserting an optical isolator element, formed in a con 
ventional ferrule capillary. 
0057 FIG. 8) 
0.058 Each of FIGS. 8(a) and 8(b) illustrates the groove 
for inserting an optical isolator element, formed in a ferrule 
capillary in the present invention. 

0059 FIG.9) 
0060 FIG. 9 illustrates manufacturing procedures 
according to Example 3, including steps (a)-(), and shows 
the Structure of the resultant optical isolator. 
0061 FIG. 10) 
0062 FIG. 10 illustrates manufacturing procedures 
according to Example 4, including steps (a)-(k), and shows 
the Structure of the resultant optical isolator. 
0063 FIG. 11 
0064 FIG. 11 illustrates the first half of manufacturing 
procedures according to Example 5, including steps (a)-(i). 
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0065 FIG. 12) 
0.066 FIG. 10 illustrates the second half of manufactur 
ing procedures according to Example 5, including Steps 
(j)-(n), and shows the structure of the resultant optical 
isolator. 

0067 FIG. 13) 
0068 FIG. 13 shows a cross section of a laser device in 
which the optical isolator of the present invention is 
installed. 

0069 FIG. 14) 
0070 FIG. 14 illustrates the first half of manufacturing 
procedures according to Example 6, including steps (a)-(i). 
0071 FIG. 15) 
0072 FIG. 15 illustrates the second half of manufactur 
ing procedures according to Example 6, including Steps 
(j)-(o), that follow the steps shown in FIG. 14, and shows 
the Structure of the resultant optical isolator. 
0073 FIG. 16) 
0074 FIG. 16 illustrates the second half of manufactur 
ing procedures according to Example 7, including Steps 
(a)-(e), and shows the structure of the resultant optical 
isolator. 

0075 FIG. 17) 
0076 FIG. 17 shows a cross section of the optical 
isolator element-embedded type optical part according to 
Example 8. 

0077 FIG. 18) 
0078 FIG. 18 shows a cross section of the optical 
isolator element-embedded type optical part according to 
Example 9. 

007.9 FIG. 19 
0080 FIG. 19 shows a cross section of the optical 
isolator element-embedded type optical part according to 
Example 10. 

0081 FIG. 20 
0082 FIG. 20 shows a cross section of an LD module in 
which the optical isolator element-embedded type optical 
part shown in FIG. 19 is installed. 
0.083. The optical isolator of the present invention will be 
explained with reference to the attached drawings. It should 
be understood that the present invention will be applied not 
only to optical isolators, but also to optical parts comprising 
an optical element (Such as an optical attenuator and an 
optical filter), an optical fiber and an outer Support member, 
Such as a ferrule capillary, in which the element and the 
optical fiber are embedded. 

EXAMPLE 1. 

0084 FIGS. 1 and 2 show a cross section viewed from 
above and a croSS Section viewed from lateral, respectively, 
of a first embodiment of the present invention. For an outer 
Supporting member 7 having a through-hole, a ferrule made 
of Zirconia, crystalline glass and the like, can be used. In the 
through-hole, an optical fiber 4 is inserted and bonded, and 
then a groove 13 is cut in the Outer Supporting member 7 
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transversely acroSS the optical fiber. This groove can be 
formed easily with a dicing Saw, a slicer or the like. The 
groove can be inclined at a predetermined angle with respect 
to the light beam axis of the optical fiber 4 (as shown in FIG. 
1), So as to remove return lights. The formation of the groove 
13 splits the optical fiber 4 into 4a and 4b. It should be noted 
that, when the mode field diameter at the split portion of the 
optical fiber is enlarged by heat treatment or the like prior to 
the groove formation, the connection efficiency of the opti 
cal fiber is increased, leading to reduction of the connection 
loSS. 

0085. In the groove 13, an optical isolator element is 
inserted, bonded and fixed. 
0086 The optical isolator element consists of a Faraday 
rotator 3 and a pair of polarizers 1 and 2 bonded on opposite 
sides of the rotator. For the Faraday rotator 3, YIG, Bi 
Substituted rare-earth garnet or the like is used. The thick 
neSS thereof is adjusted So that the rotator has an angle of 
rotation of 45 when a magnetic field is applied. The 
polarizers 1 and 2 are arranged So that the angle between 
their directions of the polarization becomes 45, and bonded 
on the both sides of the Faraday rotator 3 with an optical 
adhesive. Since the mode field diameter at the groove 13 is 
about Several tens um, it is Sufficient that the size of the 
optical element consisting of the Faraday rotator 3 and a pair 
of polarizerS1 and 2 is about Several hundreds lims. Because 
of this Small size, when cutting out the requisite size, 
multiple optical elements can be obtained using a dicing Saw 
or the like. 

0087. The width of the groove 13 is made slightly larger 
than the thickness of the optical element consisting of the 
Faraday rotator 3 and the polarizers 1 and 2 so that the 
optical element can be tightly fit into the groove. With this 
construction, the cut-out optical element is positioned on the 
light beam axis Simply by inserting the element in the center 
portion of the groove 13, without needing precise positional 
adjustment. The optical element is fixed to the position by 
injecting an optical adhesive into the area around the optical 
element. The Size of the optical element is Smaller than the 
cross section of the groove. Therefore, as shown in FIG. 3, 
there is a Space for a reinforcing member 8 having thermal 
deformation resistance and Stability, which member is made 
of the same material as the outer Supporting member 7 or a 
different material (as will be described below, it may be a 
magnet), in Such manner that it Surrounds the element and it 
has the same shape as that of the croSS Section of the groove. 
When the element with this reinforcing member is embed 
ded in the groove, embedding process is simplified and the 
deformation of the groove portion can be Suppressed, 
thereby improving reliability. 

EXAMPLE 2 

0088. This Example shows a modified embodiment of 
Example 1. 
0089. A cylindrical magnet 6, having enough strength to 
attain an angle of rotation of 45 with respect to the Faraday 
rotator 3 and being able to apply a magnetic field in the same 
direction as the light beam axis, is positioned over the 
Faraday rotator. It should be noted that the magnet 6 is not 
necessarily in the shape of cylinder, and as shown in FIG. 
3, the magnet can be shaped in Such manner that it Surrounds 
the optical element, and used as a reinforcing member 8. In 
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this case, as shown in FIGS. 4 and 5, the magnet 6 is 
embedded in the groove 13, resulting in a Smaller optical 
isolator having high-reliability without needing adjustment. 
0090 The mechanism of the optical isolator as obtained 
above will be described below. 

0091. With respect to the light incident in the forward 
direction (the direction of arrow A in the figure) from an 
optical fiber 4a, the polarization component polarized in one 
direction is absorbed by the polarizer 1, and the light having 
the same direction of the polarization as the direction of the 
transmissive polarization of the polarizer 1 remains. This 
direction of the polarization is rotated 45 by passing 
through the Faraday rotator. As a result, the direction of the 
polarization of the light after passing through the Faraday 
rotator 3 coincides with the direction of the polarization of 
the polarizer 2, and the incident light passes through as it is. 
On the other hand, with respect to the light incident in the 
reverse direction (the direction of arrow B in the figure) from 
the optical fiber 4b, a polarization component polarized in 
one direction is absorbed by the polarizer 2, and the light 
having the same direction of the polarization as the direction 
of the transmissive polarization of the polarizer 2 remains. 
This direction of the polarization is rotated 45 after passing 
through the Faraday rotator. Since the direction of the 
rotation due to the Faraday rotator is the same regardless the 
direction of the proceeding light, the direction of the polar 
ization of the light after passing through the Faraday rotator 
3 crosses at 90 with the direction of the transmissive 
polarization of the polarizer 1. As a result, the light having 
the opposite direction is absorbed, and does not return to the 
optical fiber 4a. 

TEST EXAMPLE 

0092 A pilot optical isolator was made according to the 
method shown in Examples above. For an outer Supporting 
member 7, a crystalline glass ferrule having a p1.25 mm was 
used, and an optical fiber 4 was inserted into the through 
hole and bonded with an adhesive. The optical fiber was 
formed in Such manner that the mode field diameter at which 
the groove was formed became 40 um. Using a precision 
slicer, a groove 13 having a width of 410 um was formed in 
the center of the ferrule 7, in Such manner that the angle 
between the direction of the groove and the direction per 
pendicular to the light beam axis became 1.750. For the 
Faraday rotator 3, Bi-Substituted rare-earth garnet having a 
thickness of 250 lum, whose angle of rotation became 45 at 
the wavelength of 1.31 um, was used. On the opposite 
Surfaces of the rotator, a pair of pleochroism polarizerS1 and 
2 were bonded via an optical adhesive, in Such manner that 
the angle between the directions of the polarization became 
45, thereby obtaining an optical element. The element was 
sliced into 0.3 mmx0.3 mm pieces and multiple elements 
were obtained from the same stock of materials. Each of the 
resultant optical elements was fit into a Square cut-out 
portion of a magnet 6 (having a shape of the reinforcing 
member 8 shown in FIG.3) having the same thickness as the 
optical element, and the element was bonded to the magnet, 
thereby obtaining a composite assembly consisting of an 
optical element and a magnet. The composite assembly was 
inserted into and bonded to the above-mentioned groove 13 
in Such manner that the optical element was aligned with the 
optical fiber, thereby obtaining an optical isolator. The 
optical properties were measured, and as a result, insertion 
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loss of 0.6 dB and isolation of 28 dB were obtained. The 
magnet was completely embedded in the groove, and a 
compact and highly reliable optical isolator was obtained. 
0093. As is apparent from the Examples and the Test 
Example, there was no need to use collimator lenses in the 
present invention. This is because the end Surfaces of the 
optical fibers were directly brought into contact with the 
opposite Surfaces of the optical isolator element and the 
thickness of the optical isolator element was Sufficiently 
thin. 

0094. Alternatively, as a material for the reinforcing 
member 8, a crystalline glass, the same material as that of 
the ferrule, can be used instead of magnet, and the optical 
element is fit into a Square cut-out portion of the reinforcing 
member and is bonded with an adhesive, as shown in FIG. 
3. In this case, the magnet is positioned So that it Surrounds 
the optical element and the reinforcing member, as in the 
conventional isolators. 

0095) Another object of the present invention is to facili 
tate the assembling of a LD (laser device) using an optical 
isolator, by providing an optical element-embedded type 
optical isolator in which the intended direction of the 
polarization is obtained by Simply mounting an optical 
isolator having a reference base member on a stem Surface 
or a package Surface of a LD module, without needing the 
adjustment of the incident direction of the polarization. 
0096. In the present invention, in order to facilitate the 
alignment of the base member Side and the incident plane of 
polarization, a magnet in the shape of rectangular parallel 
epiped, an optical element in the shape of rectangular 
parallelepiped, grooves machined in the shape of rectangle 
for abutting the sides, are utilized. With this construction, 
precise angles can be obtained, by Simply abutting all the 
pieces each other. 
0097. It should be noted that, by covering the grooved 
portion of the embedded type optical isolator with Some 
member, Structure reinforcement and reliability are also 
improved. 

0098. In the present invention, an optical element con 
Sisting of two polarizer glasses and a Faraday rotator is 
utilized. In this case, the polarizer glass has layers contain 
ing oriented fine metal particles (thickness: approximately 
50 um) on the opposite Surfaces. In the preferred Example 
of the present invention, by cutting at the middle portion 
between the opposite sides or by grinding off one side by 
lapping and polishing while keeping the other side 
untreated, a thin optical element is prepared. With the use of 
a thin element, an optical fiber-embedded type optical iso 
lator exhibiting low transmission loSS can be materialized. In 
other words, in the case of a thick element, transmission loSS 
becomes large due to the diffraction and diffusion of light, 
but by making the element thinner, the diffraction and 
diffusion of light are reduced, thereby reducing the loSS. 
0099. The lapping and polishing of one side of the 
expensive polarizer glass has a disadvantage in that multiple 
StepS are required. On the other hand, by cutting the portion 
of the polarizer glass having no function using a grindstone 
of a relatively fine particle size, these lapping and polishing 
StepS can be omitted, and at the same time, two plates are 
obtained from one polarizer glass. However, the cut Surface 
will be rough and thus this roughness should be removed. 
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Examples of the methods for mirror-finishing include: 1) a 
method in which cutting is conducted with a blade having 
relatively coarse grain size, and then polished with a blade 
having fine diamond grain size, or a method in which the 
Side wall machining is conducted by using a T-shaped 
grindstone (grindstone that can be used for machining Side 
walls, Such as a cup grindstone, and the like), and 2) a 
method in which cut-machining is conducted on the article 
while Supplying cerium oxide, colloidal Silica and So on to 
the article. 

0100. The embedded type optical isolator of the present 
invention to be used with an LD module is a polarization 
dependent type embedded type optical isolator characterized 
in that: the optical element to be used is composed of 
polarizer glasses and a Faraday rotator; the Supporting 
member holding the optical fiber is a ferrule capillary; the 
permanent magnet to be used for applying a magnetic field 
to the Faraday rotator is provided with a rectangular groove 
into which the optical element in the form of rectangular 
parallelepiped (containing cube) is to be inserted in Such 
manner that the optical element can be positioned in the 
groove; the bottom of the groove is Substantially parallel 
with the reference Side of the magnet; an optical fiber is 
inserted in the ferrule capillary and bonded; in a rectangular 
groove of the holder member in which the optical element 
positioned magnet is to be embedded at a predetermined 
position, the reference Side of the above-mentioned magnet 
in which the optical element had been inserted and adhered 
is positioned; the bottom of the rectangular groove of the 
holder member is for positioning the reference side of the 
magnet; and the plate of the holder member parallel with the 
bottom of the groove is a reference holding plate which is 
positioned by the holding plate of the LD. 

0101 AS explained above, the optical element having 
polarizer glasses used for the embedded type optical isolator 
has the incident plane of polarization at a predetermined 
angle with respect to a reference Side of the optical element, 
and in order to transmit the angle of the optical element 
(including the polarizer glass) to the reference member via 
the ferrule and the magnet, a groove having a rectangular 
croSS Section is formed in the magnet in parallel with the 
reference Side of the magnet in the form of a rectangle in 
croSS Section and the optical element is inserted into this 
groove of the magnet. 

0102. With this construction, an embedded type optical 
isolator having a predetermined incident plane of polariza 
tion with respect to the Surface of the reference member is 
obtained. 

0103) On the other hand, when the groove in the shape of 
truncated trapezoid is used, the light connection loSS can be 
reduced (the principle thereof is shown in FIG. 8 as a 
production method 2). In FIG. 8, the numerals mean the 
same as those used in FIG. 7. In this case, in order to deviate 
the reflected light, the rectangular groove 23 is formed at a 
Specific angle with respect to the direction of the light beam 
axis, as shown in the plan view of FIG. 8(a). As shown in 
the lateral view of FIG. 8(b), the rectangular groove 23 can 
be formed with the machining grindstone inclined at the 
angle of 0C, So that the angle 02 on the incident Side with 
respect to the perpendicular line becomes larger than the 
angle 01 on the exit Side. With this inclination, a designed 
deterioration of the connection loSS can be obtained. Spe 
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cifically Stated, because of the machining fluctuation, the 
groove inclination angles 01 and 02 becomes almost the 
Same. AS the result, the inclination angle OC. calculated from 
the design becomes the same on the incident Side and the 
exit side, and thus 0C+0C=20C. The amount of deviation in 
light beam axis, which is the Sum of the incident Side and the 
exit Side of the composite-Supporting member interface 
formed according to the present invention becomes almost 
the same as that of the designed value, 0C+01+0C-02=20C. 
Therefore, the deterioration of the connection loSS is Small. 
0104. It should be noted that, a predetermined inclination 
of the groove with respect to the light beam axis, which 
inclination is formed for the reflected light on the end 
Surface, becomes Smaller, there arises a problem of increase 
in the return light. However, with the construction of the 
present invention in which the groove is formed in Such 
manner that the angle of the incident side (LD side) of the 
embedded type optical isolator becomes large, the embed 
ded type optical isolator shows excellent reflection reduction 
and allowable connection (this is because the reflection on 
the exit side is blecked by the optical isolator). 

EXAMPLE 3 

0105 Example 3 will be explained with reference to 
FIG 9. 

0106. In the case of the conventional polarization-depen 
dent type optical isolator which uses polarizer glasses, it is 
necessary to adjust the incident direction of the polarization 
when the isolator is inserted in an LD module. On the other 
hand, the novel embedded type optical isolator of the present 
invention has Such a structure that troubleSome adjustment 
of the direction becomes unnecessary upon assembling the 
module. In addition, by the use of the novel manufacturing 
method, adjustment of the direction of the polarization with 
high precision is made possible, as well as the mass pro 
duction and low cost can be attained. 

0107 FIG. 9 shows a standard manufacturing method. 
As shown in FIG. 9(a), the followings are prepared: a 
polarizer glass 1 having an incident plane of polarization 
perpendicular to or parallel with (depending on the design) 
a reference Side, a Faraday rotator 3 having an angle of 
rotation of about 45; and a polarizer glass 2 having a plane 
of polarization at an angle of about 45 with respect to the 
reference Side. Each of these element plates has Such a size 
that multiple optical elements can be obtained therefrom. 
0108) As shown in FIG. 9(b), these element plates 1, 2 
and 3 are placed in a peak wavemeter equipped with a 
magnet 34, which makes the Faraday rotator magnetically 
Saturated, thereby determining the angle relationships 
between the plates. Specifically, the light from the LED light 
Source 30 is passed in the reverse direction from the colli 
mator 31 through the element plates 2, 3 and 1; the light is 
received by the light Sensor 32, and the light power is 
measured using the light power mater 33. While fixing the 
polarizer glass 1 and the Faraday rotator 3, the polarizer 
glass 2 is rotated until the angle attaining the maximum 
isolation is obtained. Therefore, the angles of the element 
plates are adjusted in advance in Such manner that the 
maximum isolation is obtained at a predetermined wave 
length. 
0109 Subsequently, the element plates are adhered with 
an optical adhesive, while maintaining predetermined con 
ditions obtained above. 
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0110. As shown in FIG. 9(c), both the incident side of the 
polarizer glass 1 and the exit Side of the polarizer glass 2 are 
ground off So that the grinding reaches just before the layer 
containing oriented fine metal (Ag) particles (i.e. the thick 
ness: approximately 60 um). In this manner, a thin element 
(such as one having the thickness of 0.3 mm-0.5 mm) can be 
manufactured. 

0111 Next, referring to FIG. 9(d), dicing is conducted 
using a diamond grindstone, thereby cutting out a number of 
optical elements (for example those having a size of 0.3 
mmx0.4 mm). 
0112 FIG. 9(e) illustrates a resultant optical element 5. 
R1 indicates the reference Side thereof, and it is in a constant 
angular relationship with respect to the polarizer glasses 1 
and 2. 

0113 As shown in FIG. 9(f), a rectangular groove is 
machined in the permanent magnet 6 for the purpose of 
inserting and positioning of the optical element 5. The size 
of the magnet may be, for example, 2.0 mmx1.0 mmx(thick 
ness: 0.3-0.5) mm. The length of the groove 23 is the same 
as the thickness of the optical element 5, i.e., “t”. 
0114. By forming the bottom of the groove 23 in Such 
manner that it is in parallel relationship with the reference 
Side R2, the relationship between them remains constant. 
After the formation of the groove, a predetermined magnetic 
field is applied to the magnet, to magnetize it. 
0115. As shown in FIG.9(g), the reference side R1 of the 
optical element 5 is inserted at a predetermined direction in 
the rectangular groove 23 of the magnet, and bonded. AS the 
result, the reference side R1 of the optical element 5, which 
Side maintains a specific angle with respect to the polariza 
tion angles of the polarizer glasses, is maintained in the 
specific relationship with the reference side R2 of the 
magnet. 

0116. As shown in FIG. 9(h), a TEC optical fiber 21 is 
bonded in a ferrule capillary 7, the end surface of the ferrule 
is subjected to PC finishing, and then the fiber is cut. 
0117. At a predetermined position of the ferrule in which 
the TEC optical fiber was bonded (i.e. optical fiber core 
enlarged portion), a rectangular groove 37 to which the 
element and the magnet is inserted is formed. Upon forming 
the groove, a predetermined angle is introduced, in Such 
manner that the reflection at the optical fiber and the element 
is reduced. 

0118. In the groove 37 formed in the TEC optical fiber 
ferrule capillary 7, the reference side R2 of the rectangular 
magnet 6 in which the optical element had been inserted is 
inserted and fixed with an adhesive. The adhesive in which 
the refractive indeX has been adjusted and has less trans 
mission loSS is Selected for bonding, for the purpose of 
Suppressing the reflection and the absorption of the light on 
the optical path. In this manner, the embedded type optical 
isolator can be obtained. 

0119) As shown in FIG. 9(i), a reference base member 40 
is used for the purpose of fixing the embedded type optical 
isolator to a predetermined position. The base member is 
provided with a groove 39 on which the rectangular magnet 
abuts. The bottom surface of the groove 39 is formed in 
parallel with the bottom surface of the base member 40, i.e. 
a reference side R3. 
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0120 Subsequently, as shown in FIG. 9(j), the embedded 
type optical isolator 38 obtained above is inserted in the base 
member 40 and bonded. In this manner, the embedded type 
optical isolator is provided with a predetermined incident 
direction of polarization with respect to the reference Side 
R3 (i.e. bottom surface of the base member). 

EXAMPLE 4 

0121 The manufacturing method of the embedded type 
optical isolator according to Example 4 is explained with 
reference to FIG. 10. In this Example, mass production 
method is illustrated. 

0.122 First, the followings are prepared: a polarizer glass 
1 having an incident plane of polarization perpendicular to 
or parallel with (depending on the design) a reference side; 
a Faraday rotator 3 having an angle of rotation of about 45; 
and a polarizer glass 2 having a plane of polarization at an 
angle of about 45 with respect to the reference side. 
0123. As shown in FIGS. 10(a)-(c), which are the similar 
steps as those shown in FIGS. 9(a)-(c), with respect to the 
above-mentioned element plates, the angles are adjusted in 
advance in Such manner that the maximum isolation is 
obtained at a predetermined wavelength. As shown in FIG. 
10(c), multiple Strip pieces are obtained from each plate by 
cutting along the cutting lines 41, 42 and 43 (width of the 
Strip cut out: 0.3 mm, longitudinal size: 10 mm, though it 
depends on the initial size of the plate). 
0124) Next, as shown in FIGS. 10(c)-(d), the plurality of 
the Strip plates are laminated with the following order unit 
repeated: polarizer glass 0-Faraday rotator-polarizer glass 
45°-Faraday rotator, and bonded together. Upon adhesion, 
the plates are aligned by abutting them on the reference Side 
of the jig, So that the relative adhesion angles of the plates 
do not deviate. 

0.125. As shown in FIG. 10(d), the array of bonded 
optical element plates is cut in the direction vertical to the 
alignment direction of the plates in Such manner that Strips 
(width: 0.4 mm) are formed. The resultant strip array of 
optical element 45 is shown in FIG. 10(e). 
0126. As shown in FIG. 10(f), a groove having a width 
of 0.45 mm and a depth of 0.35 mm is machined in a magnet 
6 in the form of elongated rectangular parallelepiped. 
0127 Subsequently, as shown in FIG. 10(g), the strip 
array of optical element 45 is inserted in the magnet groove 
23, and fixed with an adhesive. 

0128 Referring to FIG. 10(h), the center line of the 
polarizer glass plate of the optical element bonded to the 
magnet is utilized as a cutting line 46, and the array is cut 
into individual optical elements. The cutting should be 
conducted in Such manner that the layer containing oriented 
fine Ag metal particles is not cut (e.g., approximately 0.35 
mm is selected as a cutting width). 
0129. Then, the steps shown in FIGS. 10(i), (j) and (k), 
corresponding to the steps shown in FIGS. 9(h), (i) and (j), 
respectively, are conducted, thereby obtaining a final prod 
uct. The Steps are Summarized as follows. 

0.130. The magnet is magnetized in the direction 
which attains an appropriate magnetized condition 
for the construction of the element, a TEC optical 
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fiber is bonded in a ferrule, the end Surface of the 
ferrule is subjected to PC finishing, and the fiber is 
Cut. 

0131. At a predetermined position of the TEC opti 
cal fiber-bonded ferrule capillary (i.e. optical fiber 
core enlarged portion), a groove for inserting the 
element-bonded magnet is formed (upon forming the 
groove, a predetermined angle is introduced, in Such 
manner that the reflection at the optical fiber and the 
element is reduced). 

0.132. In the groove formed in TEC optical fiber 
ferrule capillary, the optical element-embedded mag 
net is inserted and fixed with an adhesive (the 
adhesive in which the refractive index has been 
adjusted and has less transmission loSS is Selected, 
for the purpose of Suppressing the reflection and the 
absorption of the light on the optical path). 

0133) A reference base member is used for the 
purpose of fixing the embedded type optical isolator 
to a predetermined position (the base member is 
provided with a groove on which the rectangular 
magnet abuts. The bottom Suface of the groove is 
formed in parallel with the bottom surface of the 
base member). 

0134) The embedded type optical isolator is inserted 
in the base member and bonded. 

0.135 The embedded type optical isolator provided 
with a predetermined incident direction of polariza 
tion with respect to the reference side (i.e. the bottom 
surface of the base member) is obtained. 

EXAMPLE 5 

0136 FIGS. 11 and 12 shows another embodiment of the 
manufacturing method of the optical isolator utilizing 
embedded type optical isolator array, according to the 
present invention. 
0137 In this example, the steps shown in FIGS.11(a)-(e) 
are conducted first. These Steps are Substantially the same as 
the steps shown in FIGS. 10(a)-(e). However, in this 
Example, the array of optical element is not cut into indi 
vidual optical elements, and used as an array per se. The 
StepS up to this point are Summarized as follows. 

0.138. The followings are prepared: a polarizer glass 
1 having an incident plane of polarization perpen 
dicular to or parallel with (depending on the design) 
a reference Side, a Faraday rotator 3 having an angle 
of rotation of about 45; a polarizer glass 2 having a 
plane of polarization at an angle of about 45 with 
respect to the reference side (Step (a)). 

0.139. The angles of the above-mentioned element 
plates are adjusted in advance in Such manner that 
the maximum isolation is obtained at a predeter 
mined wavelength (step (b)). 

0140 Multiple strip pieces are obtained from each 
plate by cutting (width of the strip cut out: 0.3 mm, 
longitudinal size: 10 mm, though it depends on the 
initial size of the plate) (Step (c)). 

0.141. The plurality of the strip plates are laminated 
with the following order unit repeated: polarizer 
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glass 0-Faraday rotator-polarizer glass 45-Faraday 
rotator, and bonded together. Upon adhesion, the 
plates are aligned by abutting them on the reference 
Side of the jig, So that the relative adhesion angles of 
the plates do not deviate (steps (c)-(d)). 

0142. The array of bonded optical element plates is 
cut in the direction vertical to the alignment direction 
of the plates in such manner that strips (width: 0.4 
mm) are formed, thereby obtaining an array of 
optical element 45 (Steps (d)-(e)). 

0143. On the other hand, as shown in FIG. 11(f), a 
plurality of grooves each having a width of 0.45 mm and a 
depth of 0.35 mm are machined in a magnet 6 in the form 
of elongated rectangular parallelepiped, with a predeter 
mined spacing (2 mm). 
0144. As shown in FIG. 11(g), a plurality of strip arrays 
of optical element 45 are inserted in the magnet grooves 23 
utilizing the reference side R1 of the array and bonded. The 
bottom Surface of the magnet groove 23 is in parallel 
relationship with the reference side R2 (in this Example, it 
is on the side in which the optical element is inserted) of the 
magnet. 

0145 As shown in FIG. 11(h), the center line of the 
polarizer glass plate of the optical element bonded to the 
magnet is utilized as a cutting line 47 (the cutting should be 
conducted in Such manner that the layer containing oriented 
Ag particles is not cut. For example, 0.35 mm is Selected as 
a cutting width), and the array is cut into individual optical 
element arrays 50, with each element integrated with one 
magnet. 

0146 The resultant integrated magnet/optical element 
array 50 is shown in FIG. 11(ii). 
0147 The magnet 6 with which the array has been 
integrated is magnetized in the direction which attains an 
appropriate magnetized condition for the construction of the 
element. 

0148. In the step shown in FIG. 12(j), the TEC optical 
fibers 21 are bonded to their respective ferrule capillaries 7, 
the end surface of the ferrule is subjected to PC finishing, 
and the fibers are cut. Each of the resultant ferrule capillary 
7 is temporally fixed to the ferrule fixing groove 48 of the 
temporal fixing jig. 49, and at a predetermined position 
(optical fiber core enlarged portion) of the ferrule capillary 
7 in which the TEC optical fiber 21 has been bonded, a 
rectangular groove 23 for inserting the element-bonded 
magnet is formed (upon forming the groove, a predeter 
mined angle is introduced, in Such manner that the reflection 
at the optical fiber and the element is reduced). 
014.9 The grooves are formed at the same time, by 
placing a plurality of TEC optical fiber-bonded ferrule 
capillaries with a predetermined spacing at predetermined 
locations. 

0150. In the step shown in FIG. 12(k), in the array of 
grooved TEC optical fiber-bonded ferrules, the integrated 
magnet/optical element array 50 (FIG.11(i)) is inserted and 
bonded. The adhesive in which the refractive index has been 
adjusted and has less transmission loSS is Selected for 
bonding, for the purpose of Suppressing the reflection and 
the absorption of the light on the optical path. 
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0151. In FIG. 12(I), the magnet 6 in which the array of 
optical elements has been embedded with a predetermined 
spacing is cut between the ferrules, and removed from the 
jig. AS the result, a plurality of the optical isolators with 
magnet can be obtained. After removing the isolator from 
the temporal fixing jig, the adhesive and the like are 
removed by washing (for the above-mentioned temporally 
fixing of the embedded type optical isolator to the temporal 
fixing jig, a hot melt type wax is used). 
0152. As shown in FIG. 12(m), a reference base member 
40 similar to the one explained in FIGS. 9(i)-(j) is used for 
the purpose of fixing the embedded type optical isolator to 
a predetermined position (the base member is provided with 
a groove on which the reference Side R2 of the rectangular 
magnet abuts. The bottom Surface of the groove is formed in 
parallel with the bottom surface of the base member, i.e. the 
reference side R3). 
0153 Subsequently, the embedded type optical isolator is 
inserted in the base member and bonded. 

0154 FIG. 12(n) shows the resultant optical fiber-optical 
isolator unit having the embedded type optical isolator 
provided with a predetermined incident direction of polar 
ization with respect to the reference side R3 (the bottom 
surface of the base member). 
0155 FIG. 13 shows one embodiment in which the 
isolator of the present invention obtained one of the 
Examples above is installed in an LD module. 
0156 The LD module comprises: a ceramic substrate 
plate 51; an LD chip supported by a Si-V grooved stem 52 
and a monitor PD 54, which are positioned on the reference 
side of the substrate plate; a lead frame 57 attached on the 
back side of the Substrate plate 51; and a transfer mold 53 
made of epoxy resin that contains all of the above, all of 
which are fixed by a transparent mold resin 56. With respect 
to the embedded type optical isolator of the present inven 
tion, as shown in the drawing, the reference Side R3 of the 
holder member is mounted on the reference side of the 
substrate plate 51 and fixed. With this construction, the 
reference side (Surface) R1 of the optical element, the 
reference side (Surface) R2 of the magnet, and the reference 
side R3 of the holder member are in the parallel relation 
ships, and the planes of polarization of the polarizer glasses 
1 and 2 are maintained in the constant relationships with the 
LD module. 

EXAMPLE 6 

O157 Another manufacturing method of the optical iso 
lator utilizing the embedded type optical fiber array is 
explained with reference to FIGS. 14-15. In this Example, an 
inexpensive glass Substrate plate is used as a holder Substrate 
plate, and to the plate the ferrule capillary is fixed perma 
nently. This glass Substrate plate is fixed to the optical 
element (consisting of polarizing plates and a Faraday 
rotator bonded together) in Such manner that the reference 
Side of the plate is maintained in a predetermined relation 
ship with the reference side of the optical element (in the 
case of the integrated magnet/optical element, the reference 
Side of the magnet). With this construction, the optical 
isolator can be easily assembled. 
0158. In this Example, as in the steps shown in FIGS. 
14(a)-(i), an array prepared by embedding a plurality of 
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optical elements in a magnet is obtained. These Steps are 
substantially the same as the steps (a)-(i) shown in FIG. 11, 
and thus the reference can be made to Example 3 for details. 
The StepS up to this point are Summarized as follows. 

0159. The followings are prepared: a polarizer glass 
1 having an incident plane of polarization perpen 
dicular to or parallel with (depending on the design) 
a reference Side, a Faraday rotator 3 having an angle 
of rotation of about 45; a polarizer glass 2 having a 
plane of polarization at an angle of about 45 with 
respect to the reference side (Step (a)). 

0160 The angles of the above-mentioned element 
plates are adjusted in advance in Such manner that 
the maximum isolation is obtained at a predeter 
mined wavelength (step (b)). 

0.161 Multiple strip pieces are obtained from each 
plate by cutting (width of the strip cut out: 0.3 mm, 
longitudinal size: 10 mm, though it depends on the 
initial size of the plate) (Step (c)). 

0162 The plurality of the strip plates are laminated 
with the following order unit repeated: polarizer 
glass 0-Faraday rotator-polarizer glass 45-Faraday 
rotator, and bonded together (steps (c)-(d)). Upon 
adhesion, the plates are aligned by abutting them on 
the reference Side of the jig, So that the relative 
adhesion angles of the plates do not deviate. 

0163 The array of bonded optical element plates is 
cut in the direction vertical to the alignment direction 
of the plates in such manner that strips (width: 0.4 
mm) are formed, thereby obtaining an array of 
optical element 45 (Steps (d)-(e)). 

0164. A plurality of grooves each having a width of 
0.45 mm and a depth of 0.35 mm are machined in a 
magnet 6 in the form of elongated rectangular par 
allelepiped, with a predetermined spacing (3 mm) 
(step (f)). 

0.165 A plurality of strip arrays of optical element 
45 are inserted in the magnet groove 23 utilizing the 
reference side and bonded (step (g)). 

0166 The center line of the polarizer glass plate of 
the optical element bonded to the magnet is utilized 
as a cutting line (the cutting should be conducted in 
Such manner that the layer containing oriented Ag 
particles is not cut. This time, 0.35 mm is selected as 
a cutting width), and the array is cut (step (h)). 

0.167 The magnet 6 is magnetized in the direction 
which attains an appropriate magnetized condition 
for the construction of the element (step (i)). 

0168 Separately from the integrated magnet/optical ele 
ment array 50, in the steps shown in FIGS. 15(j)-(I), an array 
in which multiple optical fiber ferrules are fixed on a glass 
Substrate plate is prepared. In other words, first in the step () 
shown in FIG. 15, rectangular grooves 64 (or V-shaped 
grooves) are formed on a glass Substrate plate 62 (it is 
possible to use other stable inorganic material instead), using 
a grindstone 63, for the purpose of aligning the ferrules at 
predetermined positions. Subsequently, in the Step (k) shown 
in FIG. 15, each of the end surface of the ferrule capillary 
7 in which the TEC optical fiber 21 has been embedded and 
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bonded is subjected to PC finishing, and the fibers are cut. 
Each of these ferrules is placed at a predetermined position 
of the groove 64, and fixed with an adhesive, thereby 
obtaining an optical fiber array. 
0169. Next, as shown in FIG. 15(1), the reference side R3 
of the glass substrate plate 62 to which the optical fiber array 
has been bonded is placed on the upper Surface of the jig. 49, 
and at a predetermined position (optical fiber core enlarged 
portion), grooves 23 are formed in which the integrated 
magnet/optical element array 50 is inserted. Upon forming 
the groove, a predetermined angle is introduced, in Such 
manner that the reflection at the optical fiber and the element 
is reduced. The groove is formed in Such manner that all 
ferrule capillaries 7 of the optical fiber array and the glass 
substrate plate 62 is cut. The bottom surface of the groove 
23 is formed in parallel with the reference side R3 of the 
glass Substrate plate. 
0170 In the step (m) shown in FIG. 15, the reference side 
R1 of the optical element, or alternatively, in the case that 
the reference Side R2 is formed on the magnet 6 in a 
predetermined relationship with respect to the reference Side 
R1 of the optical element, R2 is inserted the bottom surface 
of the groove 23, so that the reference side abuts on the 
groove and the optical elements are aligned with the respec 
tive optical fiber, and then bonded. The adhesive in which 
the refractive indeX has been adjusted and has less trans 
mission loSS is Selected for bonding, for the purpose of 
Suppressing the reflection and the absorption of the light on 
the optical path. With this construction, the integrated mag 
net/optical element array 50 is fixed to the precise position 
and angle relationship with respect to the reference Side R3 
of the glass Substrate plate 62. 
0171 In the step shown in FIG. 15(n), at the cutting line 
65 between the ferrule capillaries 7, the magnet 6 and the 
glass Substrate plate 62 are cut using a cutting grindstone, 
thereby cutting the embedded type optical isolator array 
arranged with a predetermined spacing into individual opti 
cal isolators. In this manner, the embedded type optical 
isolator provided with a predetermined incident direction of 
polarization with respect to the reference Side of the glass 
Substrate can be obtained. In this embodiment, instead of the 
holder member used in the above-mentioned Example, a 
Substrate plate, Such as an inexpensive glass Substrate plate 
can be used. As a result, the present optical element array 
method has advantages in that inexpensive optical isolators 
can be easily produced in a mass Scale. 

EXAMPLE 7 

0172 In this Example, the optical isolator similar to that 
obtained using embedded type optical isolator array in 
Example 4 is illustrated, though the array is not used in this 
method. 

0173 First, Substantially the same steps (a)-(e) in 
Example 1 (FIG. 9) are repeated, thereby obtaining an 
optical isolator element. The StepS up to this point are 
Summarized as follows. 

0.174. The followings are prepared: a polarizer glass 1 
having an incident plane of polarization perpendicular to or 
parallel with (depending on the design) a reference side; a 
Faraday rotator 3 having an angle of rotation of about 45; 
a polarizer glass 2 having a plane of polarization at an angle 
of about 45 with respect to the reference side (same as the 
step (a) in FIG. 9). 
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0.175. The angles of the above-mentioned element 
plates are adjusted in advance in Such manner that 
the maximum isolation is obtained at a predeter 
mined wavelength (same as the step (b) in FIG. 9). 

0176) The plates are bonded with a predetermined 
construction (same as the step (c) in FIG. 9). 

0177 Both the incident side of the polarizer glass 1 
and the exit Side of the polarizer glass 2 are ground 
off So that the grinding reaches just before the layer 
containing oriented Ag particles (i.e. the thickness: 
approximately 60 um). 

0.178 Dicing is conducted, thereby cutting out a 
number of optical elements 5 having a size of 
0.3x0.4 mm (steps (d)-(e)). 

0179 Separately from the optical element, as in the step 
(a) shown in FIG. 16, a TEC optical fiber 21 is bonded in 
the ferrule 7 (p1.25 mm), and the end surface of the ferrule 
is subjected to PC finishing and the fiber is cut. 
0180 Subsequently, as in the step (b) shown in FIG. 16, 
the TEC optical fiber-bonded ferrule 7 is bonded to a 
V-shape or rectangular groove 59 of a glass plate 60 (in this 
case, t=1.0), which groove has been formed using a refer 
ence side R3 as a criterion (and in which the cylindrical 
ferrule capillary stably sits). 
0181 Next, in the step (c) shown in FIG. 16, using the 
reference plate bottom Surface R3 as a criterion, a groove 61 
is formed at a predetermined position (optical fiber core 
enlarged portion) of the TEC optical fiber-bonded ferrule, in 
which the element and the magnet are inserted. Upon 
forming the groove, a predetermined angle is introduced, in 
Such manner that the reflection at the optical fiber and the 
element is introduced. 

0182 Separately from the above, in the step (d) shown in 
FIG. 16, a cylindrical magnet 62 (p1.25) is machined so that 
the Surface area cut out becomes almost the Same as that of 
the groove formed in the ferrule (the Surface area cut out 
becomes a reference Side R2), then rectangular groove 63 is 
machined for inserting and positioning the element, and the 
magnet 62 is magnetized. 
0183) At the step (e) in FIG. 16, the reference side R1 of 
the optical element 5 is inserted in the bottom of the groove 
63 of the magnet 62 in a predetermined direction. In the 
grooved TEC optical fiber-bonded ferrule 7, the optical 
element 5 and the magnet 62 are inserted and bonded. The 
reference Side R2 of the magnet is brought into the Specific 
relationship with R3. The adhesive in which the refractive 
indeX has been adjusted and has less transmission loSS is 
Selected for bonding, for the purpose of Suppressing the 
reflection and the absorption of the light on the optical path. 
0.184 With this construction, the positions of all the 
members can be precisely controlled via the reference sides 
R1 and R2, and therefore, the embedded type optical isolator 
provided with a predetermined incident direction of polar 
ization with respect to the reference side R3 is obtained. 
0185. Another embodiment of the present invention in 
which the optical element functions as an optical isolator 
will be explained below. 

EXAMPLE 8 

0186 FIG. 17 illustrates an optical isolator with a built 
in fiber connector, according to another embodiment of the 
present invention. 
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0187. A transverse groove 75 is formed in a ferrule 
capillary 71 in which an optical fiber 72 has been embedded, 
and in the groove, an optical isolator element 74 (Such as one 
consisting of a pair of polarizers or birefringent plates and a 
Faraday rotator Sandwiched therebetween) is inserted and 
bonded. The end surface of the capillary 71 is ground 
finished for the purpose of optical coupling. A metal housing 
80 has: a hole in which the capillary 71 is fit and hold; a 
larger hole in which a magnet 76 for applying a magnetic 
field to the Faraday rotator is hold; and a smaller hole for 
holding an optical cable composed of an optical fiber 77, a 
sleeve 78 and an optical fiber cover 79. The optical cable is 
bonded to the housing 80 with an adhesive 81, and the end 
of the optical fiber 77 is brought into contact with the end 
surface of the optical fiber 72 in the ferrule capillary 71, 
thereby attaining optical coupling. The optical fiber 72 is 
preheated in the manner that it has a core diameter enlarged 
area 73 at the portion abutting the groove 75. By forming the 
groove 75 at this portion and inserting the optical isolator 
element 74, lenses for optical coupling become unnecessary. 

0188 The feature of the present embodiment is that the 
Structure is reinforced by bonding the optical isolator ele 
ment 74-embedded area of the capillary 71 to the hole of the 
metal housing or to the magnet 76 held in the hole. As a 
result, in this embodiment in which the capillary 71 func 
tions as a connector, the concentration of a StreSS on the 
groove 75 of the capillary 71 can be avoided, and strength 
enough to withstand the repeated mounting and dismounting 
can be obtained. 

EXAMPLE 9 

0189 FIG. 18 illustrates an optical isolator with a built 
in ferrule connector, according to one embodiment of the 
present invention. In this Example, it is provided an optical 
isolator with a built-in ferrule connector, comprising an 
embedded type optical isolator and Split sleeves in a housing 
having a shape that accommodates a Specific connector. In 
addition to the advantage obtained in Example 1, the present 
Example has advantages in that the inexpensive inline 
optical isolator with no lenses can be easily assembled, with 
the use of a commercial connector. 

0190. Referring to FIG. 18, a transverse groove 75 is 
formed in a ferrule capillary 71 in which an optical fiber 72 
has been embedded, and in the groove, an optical isolator 
element 74 (Such as one consisting of a pair of polarizers or 
birefringent plates and a Faraday rotator Sandwiched ther 
ebetween) is inserted and bonded. The opposite end Surfaces 
of the capillary 71 are ground-finished for the purpose of 
optical coupling. 

0191) Each of the metal housings 83 and 85 has a hole in 
which the capillary 71 is fit and hold; and the metal housing 
83 has a larger hole in which a magnet 76 for applying a 
magnetic field to the Faraday rotator is hold. Between the 
metal housing 85 and the metal housing 83, a space for 
accommodating the magnet 76 is formed, and the magnet 76 
is kept to a Specific position by tightly fitting the housings 
together. The peripheral projection 84 of the metal housing 
has a circumferential groove which is complementary with 
the inner peripheral projection of the plastic housing 82. The 
metal housings 83 and 85 have elastic split sleeves 86 and 
87, respectively, on the inner surfaces thereof. With these 
sleeves, the opposite ends of the optical fiber ferrule 71 in 
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which the optical isolator 88 is embedded are easily brought 
into contact with other optical fiber ferrules. 
0.192 The optical fiber 72 is preheated in the manner that 

it has an enlarged core diameter at the portion abutting the 
groove 75. By forming the groove 75 at this portion and 
inserting the optical isolator element 74, lenses for optical 
coupling become unnecessary. 

0193 The feature of the present embodiment is that, in 
addition to those mentioned above, the Structure is rein 
forced by bonding the optical isolator element 74-embedded 
area of the capillary 71 to the hole of the metal housing 83 
or to the magnet 76 held in the hole. As a result, in this 
embodiment in which the capillary 71 functions as a con 
nector, the concentration of a stress on the groove 75 of the 
capillary 71 can be avoided, and Strength enough to with 
Stand the repeated mounting and dismounting can be 
obtained. 

EXAMPLE 10 

0194 FIGS. 19 and 20 show another embodiment in 
which the isolator of the present invention is assembled in a 
Semiconductor laser module. In a plane packaging type LD 
module, by embedding an optical isolator in a ferrule 
connector with one side of the fiber cut, a compact LD 
module with a high performance can be materialized. 
0195 FIG. 19 illustrates the optical fiber ferrule and the 
Structure for reinforcing the ferrule to be used in the present 
Example. Referring to FIG. 19, a transverse groove 75 is 
formed in a ferrule capillary 71 in which an optical fiber 72 
has been embedded, and in the groove, an optical isolator 
element 74 (Such as one consisting of a pair of polarizers or 
birefringent plates and a Faraday rotator Sandwiched ther 
ebetween) is inserted and bonded. In addition, in the groove 
75 of the ferrule capillary 71, a magnet 76 is inserted, and 
the left end Surface of the capillary 71 is ground-finished for 
the purpose of optical coupling. A metal housing 80 having 
a shape of arc is used with the ferrule capillary 71 in Such 
manner that the housing covers the optical isolator element 
74 and the magnet 76 at the groove 75, and bonded with an 
adhesive. With this construction, the groove portion of the 
capillary is reinforced. The optical fiber 72 is preheated in 
the manner that it has an enlarged core diameter at the 
portion abutting the groove 75. By forming the groove 75 at 
this portion and inserting the optical isolator element 74, 
lenses for optical coupling become unnecessary. 

0196. FIG. 20 shows one embodiment in which the 
optical isolator-embedded ferrule capillary 71 constructed as 
shown in FIG. 19 is assembled into a LD module. The LD 
module comprises: a ceramic Substrate plate 92, an LD chip 
94 Supported by a Si-V grooved stem 93, and a monitor PD 
95, which are positioned on the substrate plate 92; a lead 
frame 96 attached on the back side of the Substrate plate 92; 
and a transfer mold 91 made of epoxy resin that contains all 
of the above, all of which are fixed by a transparent mold 
resin 97. 

0197) The feature of the present embodiment is that, in 
addition to those mentioned above, the Structure is rein 
forced by bonding the optical isolator element 74-embedded 
area of the capillary 71 to the metal housing 80. As a result, 
in this embodiment in which the capillary 71 functions as a 
connector, the concentration of a StreSS on the groove 75 of 
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the capillary 71 can be avoided, and Strength enough to 
withstand the repeated mounting and dismounting can be 
obtained. 

0198 According to the construction of the present inven 
tion, not only collimator lenses are dispensed with, but also 
a precise positional adjustment of the optical fiber, the 
polarizers and the Faraday rotator is not necessary, So that 
the positional alignment of the assembled members is 
remarkably Simplified. 
0199. In addition, by adjusting and bonding large size 
polarizers and a large size Faraday rotator, a number of 
elements can be cut out from the adjusted and bonded 
assembly and thus a mass production is made possible. 
Moreover, the area through which the light beam passes is 
very Small, the Size of the optical element composed of the 
polarizers and the Faraday rotator may also be made Small 
and by embedding them in the groove together with the 
reinforcing member Surrounding the optical element, a very 
compact optical isolator of a high reliability is realized. 
0200. According to another embodiment of the present 
invention, when the embedded type optical isolator of the 
present invention is used, by Simply mounting the reference 
Side of the embedded type optical isolator on the reference 
side of the LD module, a troublesome adjustment of the 
incident direction of the polarization becomes unnecessary. 
0201 In addition, according to the manufacturing method 
of an optical fiber-embedded type optical isolator of the 
present invention, even though expensive polarizer glasses 
are used, inexpensive isolators can be obtained by effec 
tively machining the polarizer glasses. 
0202 By grinding off one side of the polarizer glass up to 
the plane close to the layer containing oriented fine metal 
particles (layer containing oriented Ag particles) having a 
polarization function (about 50 um), a thin optical element 
that can be embedded between optical fibers can be 
obtained. 

0203. It should be noted that the polarizer glass has two 
layers containing fine metal particles on the opposite sides 
thereof. In order to effectively use both layers, the middle 
portion between the layers of the polarizer glass (in the 
thickness direction) is cut with a slicer, a wire Saw, a band 
saw or the like. As a result, troubleSome grinding Steps can 
be reduced, and the number of multiple elements obtained 
from one polarizer glass can be increased, leading to inex 
pensive embedded type optical isolators. 
0204 According to another embodiment of the present 
invention, when the ferrule capillary in which the optical 
fiber and the optical element are embedded is used as an 
optical fiber connector, practical Strength and durability, as 
well as the advantages explained in the Examples above, can 
be obtained. 

What is claimed is: 
1. An optical isolator comprising: 
an outer Support having a through-hole in which an 

optical fiber is inserted and bonded and a groove 
formed in the outer Support; 

a composite assembly which comprises an optical element 
composed of a Faraday rotator and a pair of polarizers 
fixed on both surfaces of the Faraday rotator; 
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a structure reinforcing member having a thickness of 
filling the groove and Surrounding the optical element; 
and 

wherein the composite assembly being inserted and 
bonded in the groove as a unit. 

2. An optical isolator according to claim 1, wherein the 
reinforcing member is made of the same material as the 
outer Support. 

3. An optical isolator according to claim 1, wherein the 
reinforcing member is a magnet for applying a magnetic 
field to the Faraday rotator 

4. A polarization-dependent embedded type optical isola 
tor, comprising: 

an optical element composed of polarizer glass plates and 
a Faraday rotator is embedded and fixed in an embed 
ding groove of a ferrule capillary having optical fibers 
in alignment with the optical fibers, and 

a permanent magnet for applying a magnetic field to the 
Faraday rotator is disposed around the optical element, 

wherein the optical element is formed into a rectangular 
parallelepiped having a reference Side, the permanent 
magnet is provided with a rectangular groove into 
which the optical element is to be inserted in Such 
manner that the reference Side of the optical element 
can be positioned in the groove and the permanent 
magnet is further provided with a reference Side Sub 
Stantially parallel with the bottom of the rectangular 
groove, Said reference Side of the optical element is 
inserted and fixed in the rectangular groove of the 
permanent magnet, the permanent magnet having the 
optical element inserted in the rectangular groove is 
inserted and fixed in the embedding groove of the 
ferrule capillary, and the reference side of the perma 
nent magnet is inserted in a rectangular holding groove 
of a holder member having a reference Side Substan 
tially parallel with the bottom of the holding groove. 

5. A polarization-dependent embedded type optical isola 
tor, comprising: 

an optical element composed of polarizer glass plates and 
a Faraday rotator is embedded and fixed in an embed 
ding groove of a ferrule capillary having optical fibers 
in alignment with the optical fibers, and 

a permanent magnet for applying a magnetic field to the 
Faraday rotator is disposed around the optical element, 

wherein the ferrule capillary having the optical fibers 
bonded to the ferrule capillary is located in position on 
a base plate, a rectangular groove for insertion of the 
optical element is formed in the ferrule capillary at a 
predetermined position and at a predetermined angle, 
using the Surface of the base plate as a reference, the 
optical element is in the form of rectangular parallel 
epiped, one side of the rectangular parallelepiped forms 
a reference Side, the optical element is inserted in the 
groove of the ferrule capillary with the reference Side 
abutting the bottom of the groove to position the optical 
element, whereby the incident direction or plane of 
polarization of the optical element is in a predetermined 
relation with the bottom surface of the base plate. 

6. A polarization-dependent embedded type optical isola 
tor according to claim 5 wherein an assembly consisting of 
the optical element of rectangular parallelepiped shape fixed 
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in the rectangular groove of the magnet is inserted in the 
rectangular groove of the ferrule capillary and the reference 
side of the optical element or the reference side of the 
magnet which has a specific relation with the reference side 
of the optical element is abutted against the bottom of the 
groove of the ferrule capillary to obtain a precise positioning 
So that the direction of the polarization on the incident Side 
of the optical element is in a predetermined relation with the 
bottom Surface of the base plate. 

7. A polarization-dependent embedded type optical isola 
tor according to claim 4, wherein the light incident Side wall 
of the groove formed in the ferrule capillary for embedding 
the permanent magnet is inclined with respect to the direc 
tion of the depth of the groove. 

8. An optical isolator, comprising: 
an optical fiber; 
an optical element which comprises polarizer glass plates 

and a Faraday rotator and is in the form of rectangular 
parallelepiped, which of one side is used as a reference 
Side, 

a magnet holding the optical element at a magnet groove 
formed therein and applying a magnetic field to the 
Faraday rotator, of which one Side is about parallel to 
the reference Side of the optical element; 

a ferrule capillary holding at least the optical element at 
a ferrule capillary groove formed therein in alignment 
with the optical fiber; and 

a base plate holding the magnet at a base plate groove 
formed therein, of which a bottom Surface is about 
parallel to a bottom Surface of the base plate groove. 

9. An optical isolator, comprising: 

a base plate having a Surface as a reference Surface; 
an optical fiber; 
an optical element which comprises polarizer glass plates 

and a Faraday rotator and is in the form of rectangular 
parallelepiped, which of one side is used as a reference 
Side, and 

ferrule capillary held on the base plate, holding the optical 
fiber and holding at least the optical element at a ferrule 
capillary groove formed therein at a predetermined 
position and angle to the reference Surface in alignment 
with the optical fiber, a bottom of the ferrule capillary 
groove is abutting the reference Side of the optical 
element. 

10. A method for making an optical isolator, comprising: 
laminating and bonding together a first polarization glass 
plate having a Surface layer containing oriented fine metal 
particles and having an incident plane of polarization at a 
predetermined angle with respect to a reference Side, a 
Faraday rotator having an angle of rotation of about 45 and 
a Second polarization glass plate having a Surface layer 
containing oriented fine metal particles and having a plane 
of polarization at an angle of about 45 with respect to the 
plane of polarization of the first polarization glass plate with 
the layers containing fine metal particles facing the Faraday 
rotator to form a laminate; 

grinding off the incident Side of the first polarization glass 
plate and the exit Side of the Second polarization glass 

Mar. 20, 2003 

plate up to the planes close to the layers containing 
oriented fine metal particles, and 

dicing the laminate into desired rectangular parallelepiped 
pieces including a Side having Specific relationship with 
Said reference Side, each of the resulting thin rectan 
gular parallelepiped elements is embedded in a groove 
of a permanent magnet. 

11. a method for making an optical isolator, comprising: 
alternately laminating and bonding together a first polariza 
tion glass plate having on opposite Surfaces Surface layers 
containing oriented fine metal particles and having an inci 
dent plane of polarization at a predetermined angle with 
respect to a reference Side, a Faraday rotators having an 
angle of rotation of about 45 and a second polarization glass 
plate having on opposite Surfaces Surface layers containing 
oriented fine metal particles and having a plane of polariza 
tion at an angle of about 45 with respect to the plane of 
polarization of the first polarization glass plate and repeating 
the lamination until a desired number of lamination is 
reached; 

Slicing the resulting laminate in the direction of lamina 
tion at given intervals to obtain a plurality of optical 
element arrays, 

inserting and bonding each array into a groove of a 
permanent magnet, and 

removing middle portion of each of the first and Second 
polarizer plate between the both surface layers contain 
ing oriented fine metal particles together with a part of 
the magnet. 

12. A method for making an optical isolators comprising: 
alternately laminating and bonding together a first polariza 
tion glass plate having on opposite Surfaces Surface layers 
containing oriented fine metal particles and having an inci 
dent plane of polarization at a predetermined angle with 
respect to a reference Side, a Faraday rotators having an 
angle of rotation of about 45 and a second polarization glass 
plate having on opposite Surfaces Surface layers containing 
oriented fine metal particles and having a plane of polariza 
tion at an angle of about 45 with respect to the plane of 
polarization of the first polarization glass and repeating the 
lamination until a desired number of lamination is reached; 

Slicing the resulting laminate in the direction of lamina 
tion at given intervals to obtain a plurality of optical 
element arrays, 

inserting and bonding a plurality of arrays into a plurality 
of grooves of a permanent magnet respectively; 

removing middle portion of each of the first and Second 
polarizer plate between the both Surface layers contain 
ing oriented fine metal particles together with a part of 
the magnet, 

embedding and fixing the resulting bar magnet having a 
plurality of optical elements each composed of the first 
and Second polarizer glass plates and a Faraday rotator 
in a groove formed in a plurality of ferrules in which an 
optical fiber is embedded; and 

thereafter cutting the bar magnet at positions between the 
ferrules. 
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13. An optical device comprising: 
an outer Support Such as ferrule capillary having a 

through-hole in which an optical fiber is inserted and 
bonded, at least one end Surface of the outer Support 
being polished So that the end Surface functions as a 
connector to connect the outer Support to an optical 
fiber ferrule, a groove formed in the outer Support 
transversely acroSS the optical fiber, and an optical 
element having various functions being embedded in 
the groove, 

wherein peripheral portion of the groove having the 
optical element embedded therein is covered and Sup 
ported by an outer Supporting member for the ferrule 
capillary. 

14. An optical device comprising: 
a ferrule capillary having a through-hole in which an 

optical fiber is inserted and bonded, at least one end 
Surface of the ferrule capillary being polished So that 
the end Surface functions as a connector to connect the 
ferrule capillary to another optical fiber ferrule, a 
groove formed in the ferrule capillary transversely 
acroSS the optical fiber, and an optical element having 
various functions embedded in the groove, an optical 
cable having another optical fiber, an outer Supporting 
member having a through-bore for Supporting one end 
portion of the optical fiber ferrule and one end portion 
of the optical cable fitted in the through-bore, 

wherein the one end portion of the optical fiber ferrule is 
covered and Supported at periphery of the groove 
having the optical element embedded therein by the 
inner wall of the through-bore of the outer Supporting 
member. 

15. An optical device comprising: a ferrule capillary 
having a through-hole in which an optical fiber is inserted 
and bonded, both end Surfaces of the ferrule capillary being 
polished So that the end Surfaces function as connectors to 
connect the ferrule capillary to other two optical fiber 
ferrules, a groove being formed in the ferrule capillary 
transversely across the optical fiber, and an optical element 
having various functions being embedded in the groove, an 
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outer Supporting member having a through-bore for Sup 
porting and connecting end portions of the ferrule capillary 
and end portions of the other two optical fiber ferrules in the 
through-bore, a pair of slit resilient sleeves in alignment with 
the through-bore for Supporting the end portions of the other 
two optical fiber ferrules and the ferrule capillary is covered 
and Supported at periphery of the groove having the optical 
element embedded therein by the inner wall of the bore of 
the outer Supporting member. 

16. An optical device comprising: 
an optical fiber ferrule having a through-hole in which an 

optical fiber is inserted and bonded, one end Surface of 
the ferrule being polished So that the end Surface 
functions as a connector to connect the optical fiber 
ferrule to a Second optical fiber ferrule, a groove being 
formed in the optical fiber ferrule transversely across 
the optical fiber, an optical element having various 
functions embedded in the groove, and a housing 
having a through-bore for fitting and Supporting one 
end portion of the optical fiber ferrule, and a Semicon 
ductor laser Source connected with the optical fiber in 
the optical fiber ferrule, 

wherein the one end of the optical fiber ferrule is covered 
and Supported at periphery of the groove having the 
optical element embedded therein by the inner wall of 
the through-bore of the housing. 

17. An optical device comprising: 
an optical fiber; 
an optical element, 
a ferrule capillary holding the optical fiber and holding the 

optical element in a groove formed transversely acroSS 
the optical fiber; 

a connector formed as a polished Surface at one end of the 
ferrule capillary; and 

an outer Support arranged around the groove for holding 
the ferrule capillary at the groove as well as around the 
COnnectOr. 




