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OPTICAL SOLATOR CAPABLE OF 
CREATING ALARGE BUFFER AREAFOR 
OPTICAL BEAMS AND METHODS OF 

MANUFACTURING AND USING THE SAME 

CROSS REFERENCE TO RELATED 
APPLICATIONS 

0001. This application claims the benefit of Chinese 
Patent Application No. 2012.10491066.6, filed on Nov. 28, 
2012, which is incorporated herein by reference in its entirety. 

FIELD OF THE INVENTION 

0002 The present invention relates to a free space isolator 
(FSI) and the design thereof, and in particular, to a free space 
isolator and a design therefor capable of creating a relatively 
large safe buffer area for optical beams. 

DISCUSSION OF THE BACKGROUND 

0003. A free space isolator (FSI) is a device configured to 
prevent optical beams from laser sources from being reflected 
within an optical Subassembly in a manner that can damage 
major parts. As shown in FIG. 1, a conventional FSI 10 
includes a sandwich type optical wafer and magnet 7, a 0-de 
gree polarizer 1, a Faraday rotator 2, and a 45-degree polar 
izer 3. The difference between 0-degree and 45-degree polar 
izers can hardly be recognized by visual inspection, so one of 
the polarizers has a mark 6 formed by removing part of the 
edge. In general, the 0-degree polarizer works as an incident 
plane to polarize the incoming beam, the Faraday rotator is 
configured to rotate the incident beam, and the 45-degree 
polarizer can be utilized to transmit the rotated incident beam. 
0004. In the field of optical fiber communication, a laser 
beam 5 is converted from divergent light into collimated light 
by lens refraction before entering the FSI 10. In this process, 
the diameter of the laser beam 5 is relatively large on the 
incident plane 1 but relatively small on the outgoing plane 3. 
In this design, a buffer area for the incident laser beam 5 is 
formed by removing the size of the mark 6 from the edge of 
the outer diameter of the polarizer and then subtracting the 
size of the incident laser beam 5. That is, the remaining area 
is the buffer area for the laser beam 5. 
0005. The buffer area is very important for the laser beam. 
With regard to the laser beam, the wider the buffer area is, the 
better the effect will be. If the laser beam 5 deflects or reflects 
offa structure in the optical subassembly, it still can be kept in 
the buffer area, thereby preventing the laser beam 5 from 
deviating too far from the FSI 10. The size of the FSI 10 will 
go up if the buffer area is added under available conditions, 
resulting in a higher cost of the FSI. 
0006. This “Discussion of the Background' section is pro 
vided forbackground information only. The statements in this 
“Discussion of the Background are not an admission that the 
subject matter disclosed in this “Discussion of the Back 
ground' section constitutes prior art to the present disclosure, 
and no part of this “Discussion of the Background' section 
may be used as an admission that any part of this application, 
including this "Discussion of the Background section, con 
stitutes prior art to the present disclosure. 

SUMMARY OF THE INVENTION 

0007. The present invention is intended to provide a rela 
tively large buffer area for a laser beam, based on an 
unchanged size of the outer diameter of the FSI optical wafer. 
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The present invention is further intended to provide an optical 
isolator capable of creating a larger safe buffer area for optical 
beams, and a method of manufacturing the same, thereby 
overcoming the above-mentioned shortages in the prior art. 
To implement the objective(s) of the present invention, tech 
nical proposal(s) are provided below. 
0008. In one aspect, the present invention relates to an 
optical isolator capable of creating a relatively large buffer 
area for optical beams in an optical transmitter or transceiver, 
comprising a sandwich-type (e.g., parallel plate) wafer, a first 
polarizer configured to work as an incident plane, a Faraday 
configured rotator, and a second polarizer configured to work 
as an outgoing plane, wherein the second polarizer has a 
mark. The first polarizer may also polarize oralign the optical 
(e.g., light) beam(s), the Faraday configured rotator may 
rotate the light by a predetermined angle or number of 
degrees, and the second polarizer may further polarize or 
align the optical beam(s) at an angle different from the first 
polarizer. In one embodiment, the direction in which the 
second polarizer passes polarized light is at a 45° angle with 
respect to the first polarizer. Preferably, the first polarizer is a 
0-degree polarizer, and the second polarizer is a 45-degree 
polarizer, or vice versa, and the edge of the second polarizer 
may have a mark (e.g., on the upper or lower edge of the 
second polarizer). 
0009. According to various embodiments of the present 
invention, a method of manufacturing the optical isolator 
including the Sandwich type wafer, first polarizer, Faraday 
rotator and second polarizer, comprises marking the second 
polarizer in a manner reducing the peripheral area of the 
second polarizer; adhering, mounting, affixing, stacking or 
otherwise placing (i) the first polarizer onto a first surface of 
the Faraday rotator and (ii) the second polarizer onto a second 
surface of the Faraday rotator opposite to the first surface of 
the Faraday rotator, and mounting the first polarizer, the 
Faraday rotator, and the second polarizer in a free space 
isolator between opposed isolator plates so that the incident 
optical beam(s) pass through the first polarizer, the Faraday 
rotator, and the second polarizer in sequence. The second 
polarizer may have a height oran area less than that of the first 
polarizer, and optionally, the Faraday rotator. A method of 
using the optical isolator may comprise passing a laser beam 
through the first polarizer, the Faraday rotator, and the second 
polarizer in sequence, the second polarizer having a mark 
thereon that reduced a peripheral area of the second polarizer, 
the optical isolator having a greater buffer space than an 
otherwise identical optical isolator in which the same mark is 
on the first polarizer. 
0010 Relative to the prior art, the present invention advan 
tageously provides an increased buffer area for optical beams 
even though the size of the FSI is unchanged. In the prior art, 
additional area is always obtained by increasing the size of the 
FSI, and thus, increasing the cost. On the contrary, the present 
invention can provide a larger buffer area without increasing 
the cost. These and other advantages of the present invention 
will become readily apparent from the detailed description of 
various embodiments below. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0011 FIG. 1 is a structure diagram showing a conven 
tional free space isolator (FSI). 
0012 FIG. 2 is a structure diagram of an exemplary FSI in 
accordance with the present invention. 
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DETAILED DESCRIPTION 

0013 The technical proposal(s) of embodiments of the 
present invention will be fully and clearly described in con 
junction with the following embodiments. It will be under 
stood that the descriptions are not intended to limit the inven 
tion to these embodiments. On the contrary, the invention is 
intended to cover alternatives, modifications and equivalents 
that may be included within the spirit and scope of the inven 
tion as defined by the appended claims. Furthermore, in the 
following detailed description, numerous specific details are 
set forth in order to provide a thorough understanding of the 
present invention. However, it will be readily apparent to one 
skilled in the art that the present invention may be practiced 
without these specific details. In other instances, well-known 
methods, procedures, components, and circuits have not been 
described in detailso as not to unnecessarily obscure aspects 
of the present invention. The embodiments described here are 
only used to explain, rather than limit, the invention. 
0014 FIG. 2 illustrates an optical isolator 100 and a 
method of manufacturing the same that is capable of creating 
a relatively large buffer area for optical beams (e.g., light 
beam 105). The FSI 100 is a sandwich type optical module. 
The PSI 100 comprises magnet 107 and an optical wafer, first 
polarizer101, Faraday rotator 102 and second polarizer 103. 
The first polarizer101 works as the incident plane of the FSI 
100, while the second polarizer 103 works as the outgoing 
plane of the FSI. Further, the second polarizer 103 has a mark 
104 on the outer edge thereof. Thus, the method of manufac 
turing may comprise placing the mark 104 on the outer edge 
of the second polarizer 103. 
0015 Preferably, the first polarizer 101 is a 0-degree 
polarizer, while the second polarizer is a 45-degree polarizer. 
Alternatively, the first polarizer can be a 45-degree polarizer, 
while the second polarizer can be a 0-degree polarizer. In 
various embodiments, the mark 104 (e.g., a notch or cut-out a 
square or rectangular wafer, or a flattened region of a circular 
or oval disk) can be placed on the upper and/or lower edge of 
the second polarizer 103. 
0016. A method of creating a relatively large buffer area in 
an FSI is disclosed. In the field of optical fiber communica 
tion, the laser beam 105 is converted from divergent light into 
collimated light by lens refraction before entering the FSI 
100. In optical communication using semiconductor lasers in 
the prior art, as a condenser lens is added, the characteristic of 
most laser beams 5 (see FIG. 1) is that a dimension (e.g., the 
area or beam width) of the laser beam 5 on the incident plane 
1 is greater than the same dimension (e.g., area or width) of 
the laser beam 5 on the outgoing plane 3. Therefore, for one 
laser beam5, the buffer area on the incident plane 1 is smaller 
than that on the outgoing plane 3. Furthermore, if the edge of 
the incident plane 1 is marked, the buffer area will be even 
smaller, such that it risks radiating part of the laser beam 5 to 
ineffective areas or to a place outside the wafer 7. 
0017. However, if the edge of the outgoing plane 103 
(FIG.2) has the mark 104 thereon, the corresponding position 
or location on the edge of the incident plane 101 will become 
a buffer area, thereby enlarging the size of the buffer area by 
the area of the mark (e.g., mark 4 in FIG. 1). The buffer area 
on the outgoing plane 103 is decreased by the mark 104, but 
the buffer area for the outgoing optical beam 105 is still 
greater than the buffer area on the incident plane 101, as the 
buffer area on the incident plane 101 is a limitation on the 
whole optical path. In conclusion, buffer areas for FSI 
become larger when the mark104 is on the outgoing polarizer 
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103, rather than on the incoming polarizer 101. In other 
words, even when the size of the FSI 100 is the same (i.e., is 
unchanged), the design provides a larger buffer area for the 
optical beam 105 and/or a lower cost of manufacturing the 
FSI 100. 
0018. The foregoing descriptions of specific embodiments 
of the present invention have been presented for purposes of 
illustration and description. They are not intended to be 
exhaustive or to limit the invention to the precise forms dis 
closed, and obviously many modifications and variations are 
possible in light of the above teaching. The embodiments 
were chosen and described in order to best explain the prin 
ciples of the invention and its practical application, to thereby 
enable others skilled in the art to best utilize the invention and 
various embodiments with various modifications as are Suited 
to the particular use contemplated. It is intended that the 
scope of the invention be defined by the claims appended 
hereto and their equivalents. 
What is claimed is: 
1. An optical isolator, comprising: 
a) a sandwich-type wafer; 
b) a first polarizer as an incident plane; 
c) a Faraday rotator; and 
d) a second polarizer as an outgoing plane, wherein the 

second polarizer has an edge with a mark thereon. 
2. The optical isolator of claim 1, having a larger buffer area 

for an incoming optical beam than an otherwise identical 
optical isolator with an identical mark on the first polarizer. 

3. The optical isolator of claim 1, wherein the second 
polarizer passes a polarized beam through at a 45 angle with 
respect to an angle through which the first polarizer passes an 
incident beam. 

4. The optical isolator of claim3, wherein the first polarizer 
is a 0-degree polarizer, while the second polarizer is a 45-de 
gree polarizer. 

5. The optical isolator of claim3, wherein the first polarizer 
is a 45-degree polarizer, while the second polarizer is a 0-de 
gree polarizer. 

6. The optical isolator of claim 1, wherein the second 
polarizer has a peripheral area smaller than that of the first 
polarizer. 

7. The optical isolator of claim 6, wherein the peripheral 
area of the second polarizer is smaller than that of the Faraday 
rotator. 

8. The optical isolator of claim 6, wherein the mark is a part 
removed from the edge of the second polarizer such that one 
side of the edge of the second polarizer flanks or is aligned 
with the Faraday rotator. 

9. The optical isolator of claim 1, wherein the second 
polarizer has a smaller area than the first polarizer. 

10. A method of manufacturing an optical isolator, com 
prising: 

a) marking a second polarizer in a manner reducing a 
peripheral area of the second polarizer; 

b) adhering, mounting, affixing, stacking or otherwise 
placing (i) a first polarizer onto a first Surface of a Fara 
day rotator and (ii) the second polarizer onto a second 
surface of the Faraday rotator opposite to the first surface 
of the Faraday rotator; and 

c) mounting the first polarizer, the Faraday rotator, and the 
second polarizer in a free space isolator between 
opposed isolator plates So that the incident optical beam 
(s) pass through the first polarizer, the Faraday rotator, 
and the second polarizer in sequence. 
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11. The method according to claim 10, wherein the first 
polarizer functions as an incident plane of the optical isolator. 

12. The method according to claim 10 herein the second 
ions as an outgoing plane of the optical isolator. 

13. The method according to claim 10, wherein the second 
polarizer passes a polarized beam through at a 45° angle with 
respect to an angle through which the first polarizer passes an 
incident beam. 

14. The method according to claim 10, having a larger 
buffer area for an incoming optical beam than an otherwise 
identical optical isolator with an identical mark on the first 
polarizer. 

15. The method according to claim 10, wherein the first 
polarizer is a 0-degree polarizer, and the second polarizer is a 
45-degree polarizer. 

16. The method according to claim 10, wherein the first 
polarizer is a 45-degree polarizer, and the second polarizer is 
a 0-degree polarizer. 

17. The method according to claim 10, wherein the mark is 
made on an upper edge or a lower edge of the second polar 
1Z. 

18. The method according to claim 10, wherein the second 
polarizer has a smaller area than the first polarizer. 

k k k k k 
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