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SYSTEMS AND METHODS FOR ACQUIRING 
NETWORK CREDENTIALS 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

0001. The present application claims benefit of U.S. 
Provisional Patent Application No. 60/824,756 filed Sep. 6, 
2006, and entitled “Network Credential Discovery Using 
DNS, which is hereby incorporated by reference. The 
present application is also related to co-pending U.S. patent 
application Ser. No. entitled “Systems and Methods 
for Obtaining Network Access.” filed Sep. 6, 2007, and 
co-pending U.S. patent application Ser. No. entitled 
“System and Method for Providing Network Credentials.” 
filed Sep. 6, 2007, both of which are incorporated by 
reference. 

BACKGROUND 

0002 1. Field of the Invention 
0003. The present invention generally relates to access 
ing communication networks. More particularly, the inven 
tion relates to the automatic access of wireless communica 
tion networks. 
0004 2. Description of Related Art 
0005. The increasing use of the networks to access infor 
mation has resulted in a greater dependence on network 
communication for a variety of activities. With this depen 
dence comes the growing expectation that network access 
will be ubiquitous. Network access for mobile users has 
been particularly enhanced by improvements in wireless 
technology. Various cellular (e.g. GSM, CDMA and the 
like), Wi-Fi (i.e. IEEE 802.11), WiMAX (i.e. IEEE 802.16), 
and other technologies have enabled a wide range of access 
options for a potential network user. Many wireless access 
points or “hotspots are accessible only with local geo 
graphic regions—in some cases as Small as a specific 
business or other address. In addition, strategically placed 
hotspots may provide public or private network access for a 
diverse group of people. 
0006. The owners or managers of hotspots often require 
password and the like to enable user access. As a result, a 
user of multiple hotpots may have to store, remember, or 
otherwise manage a large number of passwords. Many users 
may store their passwords on a laptop computer they use to 
access the hotspot. However, not all devices capable of 
accessing hotspots are laptop computers; cellular phones, 
personal digital assistants (PDAs), and many other devices 
are now capable of wireless access. Unfortunately, users 
often cannot easily enter the password on the device or store 
the password within the device. For example, some devices 
capable of wireless access may not have a keyboard. Even 
when a device includes a keyboard, the keyboard is often 
small and may be of limited functionality, especially for 
users with limited finger dexterity. 
0007 When users store passwords on a laptop computer, 
the user must first access the laptop computer and store the 
correct password within the computer. When a password 
changes, the user is required to update the password within 
the computer. Additionally, having the username and pass 
word stored in the device presents a security problem should 
the device be lost or stolen. 
0008 Further, users are typically required to enter a 
password, username, and navigate a website to obtain net 
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work access. This process is time consuming and the user 
may enter the wrong information and be forced to re-enter 
data. 
0009. When users enter a password manually, they are 
less apt to remember difficult passwords. As a result, simple 
password access and un-encrypted access is susceptible to 
hacking and may compromise the user's network access, the 
hotspot, and/or the user's personal information. Moreover, 
the user's network access may be stolen if the user's simple 
password is hacked or simply guessed. 

SUMMARY OF THE INVENTION 

00.10 Exemplary methods and systems for acquiring net 
work credentials for network access are described. The 
exemplary method comprises receiving network configura 
tion information from a network device on a communication 
network, generating a credential request, transmitting the 
credential request to a credential server over a standard 
protocol of the network device, receiving the credential 
request response, and providing a network credential from 
the credential request response to the network device to 
access the communication network. 
0011. The method may further comprise encrypting the 
credential request, decrypting the credential request 
response, and digitally signing the credential request. The 
standard protocol may be DNS over user datagram protocol 
(UDP). Further, the credential request may comprise a 
location identifier that may be based on at least some of the 
network configuration information and a digital device iden 
tifier (DDID). 
0012. The credential request response may comprise a 
command to not cache the credential request response. 
Providing the credential from the credential request response 
may comprise analyzing a network access page and posting 
form information within the network access page. 
0013 An exemplary system for acquiring network cre 
dentials may comprise a network module, a credential 
request module, a credential engine, and a network access 
engine. The network module may be configured to receive 
network configuration information from a network device on 
a communication network and transmit a credential request 
to a credential server over a standard protocol of the network 
device. The credential request module may be configured to 
generate the credential request. The credential engine may 
be configured to receive a credential request response. The 
network access engine may be configured to provide a 
network credential from the credential request response to 
the network device to access the communication network. 
0014. An exemplary computer readable medium may 
have embodied thereon a program. The program may be 
executable by a processor for performing a method for 
acquiring network credentials. The method may comprise 
receiving network configuration information from a network 
device on a communication network, generating a credential 
request, transmitting the credential request to a credential 
server over a standard protocol of the network device, 
receiving the credential request response, and providing a 
network credential from the credential request response to 
the network device to access the communication network. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0015 FIG. 1 is a diagram of an environment in which 
embodiments of the present invention may be practiced. 
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0016 FIG. 2 is a block diagram of an exemplary digital 
device. 
0017 FIG. 3 is a flow diagram of an exemplary process 
for providing network access to the digital device. 
0018 FIG. 4 is a block diagram of an exemplary creden 

tial request. 
0019 FIG. 5 is a flow diagram of the exemplary method 
for acquiring network credentials. 
0020 FIG. 6 is another flow diagram of the exemplary 
method for acquiring network credentials. 
0021 FIG. 7 is a block diagram of an exemplary digital 
device. 

DETAILED DESCRIPTION OF THE 
INVENTION 

0022. Embodiments of the present invention provide sys 
tems and methods for acquiring network credentials. In 
exemplary embodiments, a digital device is associated with 
a user. An access controller (e.g., associated with a hotspot 
access point) requires the digital device to authenticate or 
otherwise provide network credentials (e.g., a username and 
password) in order to use the hotspot and access a commu 
nication network. After negotiating a connection between 
the digital device and a network device but before creden 
tials are provided, the digital device may transmit a creden 
tial request using a standard protocol to the network device. 
A credential server receives the credential request and 
identifies the correct credentials to access the communica 
tion network. The credential server may transmit the net 
work credentials with a credential request response back to 
the digital device which then provides the network creden 
tials to obtain access to the communication network. In one 
embodiment, the communication network comprises the 
Internet. 
0023 FIG. 1 illustrates a diagram of an environment 100 
in which embodiments of the present invention may be 
practiced. In exemplary embodiments, a user with a digital 
device 102 enters a hotspot. The digital device 102 may 
automatically transmit a credential request as a standard 
protocol over a network device 104. The credential request 
may be forwarded to a credential server 116 which, based on 
the information contained within the credential request, 
transmits a credential request response back to the digital 
device 102. The credential request response contains net 
work credentials which the digital device 102 may provide 
to the network device 104, the authentication server 108, or 
the access controller 112 to obtain access to the communi 
cation network 114. 
0024. In various embodiments, a hotspot comprises the 
network device 104, the authentication server 108, the DNS 
server 110, and the access controller 112 which are coupled 
to the local area network 106 (e.g., a “walled garden'). The 
network device 104 may comprise an access point which 
allows the digital device 102 to communicate with the 
authentication server 108, the DNS server 110, and the 
access controller 112 over the local area network 106. The 
digital device 102 may comprise a laptop, mobile phone, 
camera, personal digital assistant, or any other computing 
device. The authentication server 108 is a server that 
requires network credentials from the digital device 102 
before allowing the digital device 102 access to communi 
cate over the communication network 114. The network 
credentials may comprise a username, password, and login 
procedure information. The DNS server 110 provides DNS 
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services over the local area network 106 and may relay 
requests to other DNS servers (not shown) across the 
communication network 114. The access controller 112 is an 
access device such as a router or bridge that can allow 
communication between devices operationally coupled to 
the network device 104 with devices coupled to the com 
munication network 114. 
0025. Although the hotspot in FIG. 1 depicts separate 
servers coupled to the local area network 106, those skilled 
in the art will appreciate that there may be any number of 
devices (e.g., servers, digital devices, access controllers, and 
network devices) coupled to the local area network 106. In 
some embodiments, the local area network 106 is optional. 
In one example, the authentication server 108, the DNS 
server 110, and the access controller 112 are coupled directly 
to the network device 104. In various embodiments, the 
authentication server 108, the DNS server 110, and the 
access controller 112 may be combined within one or more 
servers or one or more digital devices. Further, although 
FIG. 1 depicts wireless access, the digital device 102 may be 
coupled to the network device 104 wirelessly or over wires 
(such as 10baseT). 
0026. In order to access the communication network 114, 
the authentication server 108 may require the digital device 
102 to provide one or more network credentials for access to 
the hotspot. The network credential may comprise, for 
example, a username and password for an account associ 
ated with the hotspot. In alternative embodiments, network 
credentials other than a user name and password may be 
utilized. 
0027. According to exemplary embodiments, the digital 
device 102 may dynamically acquire the network credentials 
from the credential server 116. The digital device 102 may 
send a credential request comprising an identity of the 
digital device 102 (or the user of the digital device 102) and 
details about the network device 104 (e.g., name of the 
network device 104 or Wi-Fi service provider) to the cre 
dential server 116. 
0028. In one example, when the digital device 102 enters 
the hotspot, the network device 104 may provide an IP 
address to which DNS queries may be submitted, for 
example, via DHCP (Dynamic Host Configuration Proto 
col). The credential request may be formatted as a standard 
protocol. In an example, the credential request may be 
formatted as a DNS request. The credential request may be 
a text record request (e.g., TXT), which comprises a stan 
dard record type such that the network infrastructure (e.g., 
the access controller 112) will not block the request. 
0029. In some embodiments, the credential request is 
received by the DNS server 110 which may forward the 
credential request to the credential server 116 for the net 
work credential. In exemplary embodiments, the credential 
server 116 may perform a lookup to determine the proper 
network credential(s) to send back to the DNS server 110 
which forwards the network credential back to the request 
ing digital device 102. In various embodiments, the proper 
network credential(s) are sent from the credential server 116 
to the digital device 102 over the same path as the trans 
mission of the credential request. 
0030. More details regarding the process for determining 
and providing the network credentials at the credential 
server 116 are provided in co-pending U.S. patent applica 
tion Ser. No. entitled “System and Method for 
Providing Network Credentials' filed Sep. 6, 2007, incor 
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porated by reference herein. Although only one DNS server 
110 is depicted within FIG. 1, the credential request may be 
forwarded through any number of servers, including but not 
limited to DNS servers, prior to being received by the 
credential server 116. In other embodiments, the credential 
request is forwarded directly from the network device 104 to 
the credential server 116. 
0031. In some embodiments, a credential request 
response from the credential server 116 may comprise the 
username, password and/or login procedure information. 
The login procedural information may comprise, for 
example, HTML form element names, submission URL, or 
Submission protocol. In some embodiments, the network 
credential response may be encrypted by the credential 
server 116 using an encryption key associated with the 
digital device 102 prior to transmission back to the digital 
device 102. 

0032. Once the digital device 102 receives the network 
credential response, the digital device 102 may submit the 
network credential (retrieved from the network credential 
response) to the network device 104 in an authentication 
response. In exemplary embodiments, the authentication 
response may be forwarded to an authentication server 108 
for Verification. In some embodiments, the authentication 
server 108 may comprise an AAA server or RADIUS server. 
More details regarding the process for obtaining network 
access are provided in co-pending U.S. patent application 
Ser. No. entitled “System and Method for Obtaining 
Network Access.” filed Sep. 6, 2007, and incorporated by 
reference herein. 
0033. It should be noted that FIG. 1 is exemplary. Alter 
native embodiments may comprise more, less, or function 
ally equivalent components and still be within the scope of 
present embodiments. For example, as previously discussed, 
the functions of the various servers (e.g., DNS server 110. 
credential server 116, and authentication server 108) may be 
combined into one or two servers. That if, for example, the 
authentication server 108 and the DNS server 110 may 
comprise the same server, or the functionality of the authen 
tication server 108, the DNS server 110, and the access 
controller 112 may be combined into a single device. 
0034 FIG. 2 is a block diagram of an exemplary digital 
device. The digital device 102 comprises an authentication 
module 200, a network module 202, a credential request 
module 204, a credential engine 206, an encryption/decryp 
tion module 208, a DDID (digital data interface Device) 
storage 210, and a network access engine 212. A module 
may comprise, individually or in combination, Software, 
hardware, firmware, or circuitry. 
0035. The authentication module 200 may be configured 
to provide security to the credential request, authenticate the 
credential request response, and establish secure communi 
cation between the digital device 102 and the authentication 
server 108. In various embodiments, the authentication 
module 200 provides security to the credential request by 
digitally signing the credential request. In one example, the 
credential request is signed using an encryption key shared 
with the credential server 116. 

0036. The authentication module 200 may authenticate 
the credential request response received from the credential 
server 116 by decrypting the credential request response 
with an encryption key (e.g., the shared encryption key). In 
some embodiments, the encryption/decryption module 208 
decrypts the credential request response. 
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0037. In various embodiments, the authentication module 
200 may also generate a random value (i.e., a nonce value) 
and include the value within the credential request. When 
the credential request response is received, a nonce may be 
retrieved from the credential request response and compared 
to the random value included within the credential request to 
further authenticate the credential request response. 
0038. The network module 202 may be configured to 
perform operations in order to access the communication 
network 114. In some embodiments, the network module 
202 may receive and transmit communications associated 
with accessing the hotspot. In one example, the network 
module 202 negotiates the initial connection over the digital 
device 102 and the network device 104. 
0039. In some embodiments, the network module 202 
may perform a search for the communication network 114. 
For example, when the digital device 102 enters the hotspot, 
the network module 214 may try to connect with the 
communication network 114. If the digital device 102 is 
unable to access the communication network 114, embodi 
ments of the present invention described herein may be 
practiced. 
0040. The credential request module 204 may generate 
and transmit the credential request. The credential request 
may be a standard protocol. In one example, the credential 
request is a UDP protocol. 
0041. In various embodiments, the credential request 
module 204 retrieves the network device identifier from the 
network device 104. In one example, the network device 
identifier is the service set identifier (SSID) of the network 
device. The network device identifier may then be included 
in the credential request. Alternately, the credential request 
module 204 may identify the service provider from a net 
work access page provided by the network device 104. The 
credential request module 204 may then provide the service 
provider identifier within the credential request. 
0042. A network access page may comprise a web page 
or information (e.g., XML tags) received from the authen 
tication server 108. In response to the network access page, 
the digital device 102 may provide information (e.g., net 
work credentials or responses) to the authentication server 
108 to obtain network access. In one example, the network 
access page comprises several web pages which are received 
by the digital device 102 from the authentication server 108 
and/or the network device 104. In another example, the 
network access page comprises one or more tags or a 
combination of web pages and tags. 
0043. The credential request module 204 may also 
include a digital device identifier (DDID) and/or user iden 
tifier within the credential request. In various embodiments, 
the DDID may comprise a MAC address, a unique identifier, 
or any other identifier that identifies the digital device 102. 
The user identifier can be any identifier that identifies the 
owner or user (e.g., a username or passcode) of the digital 
device 102. 
0044) The exemplary credential engine 206 may receive 
the credential request response and retrieve the network 
credentials. In some embodiments, the credential request 
response is decrypted by the encryption/decryption module 
208 and the nonce authenticated by the authentication mod 
ule 200. 

0045. As discussed, the retrieved network credentials 
may comprise login procedural information. In one example, 
the credentials include a username and password which are 
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provided within a form retrieved from the authentication 
server 108. In some embodiments, the login procedural 
information may instruct the credential engine 206 to popu 
late specific fields within the form with the correct creden 
tials before submitting the completed form to the authenti 
cation server 108. Those skilled in the art will appreciate that 
there are many ways to provide credentials to the authenti 
cation server 108. The process of providing the credentials 
to the authentication server is further discussed in co 
pending U.S. patent application Ser. No. entitled 
“Systems and Methods for Obtaining Network Access.” 
filed Sep. 6, 2007. 
0046. The encryption/decryption module 208 is config 
ured to encrypt or decrypt communications sent/received by 
the digital device 102. In some embodiments, the credential 
request response may be encrypted by the credential server 
116. In these embodiments, the encryption/decryption mod 
ule 208 will decrypt the credential request response. In 
various embodiments, the encryption/decryption module 
208 may establish secure communication between the digital 
device 102 and the authentication server 108. In one 
example, the encryption/decryption module 208 may estab 
lish a secure communication via SSL and https between the 
digital device 102 and the authentication server 108. It 
should be noted that, in accordance with some embodiments, 
the encryption/decryption module 208 may be optional. 
0047. The DDID storage 210 stores the DDID. The 
DDID may be retrieved from the DDID storage 210 by the 
credential request module 204 when the credential request is 
generated. The DDID storage 210 may be optional (e.g., 
when the DDID is the MAC address of the digital device 
102). The DDID storage 210 may also comprise a user 
identifier that identifies the owner or user of the digital 
device 102 or the owner of an account associated with the 
credential server 116. In some embodiments, the user iden 
tifier comprises an identifier of the user associated with an 
account on the credential server 116. 
0048. The exemplary network access engine 212 may be 
configured to receive an authentication request and provide 
an authentication response to the network device 104 com 
prising the network credential. 
0049 FIG. 3 is a flow diagram of an exemplary process 
for providing network access to the digital device 102. When 
the digital device 102 first enters into a hotspot, the digital 
device 102 (e.g., network module 214) may scan for the 
local area network 106 in step 300. As a result of the scan, 
the network device 104 may provide network configuration 
information in step 302. The network configuration infor 
mation may comprise one or more IP addresses for access to 
the DNS server 110. 
0050. In step 304, a credential request is generated by the 
digital device 102. As discussed above in connection with 
FIG. 2, the credential request module 240 may generate the 
credential request. Subsequently, the credential request may 
be sent to the DNS server 110 in step 306 using one of the 
IP addresses previously received from the network device 
104. 

0051 Based on the credential request, the credential 
server 116 is identified by the DNS server 110 in step 308. 
The DNS server 110 forwards the credential request to the 
credential server 116. When the DNS server 110 is unable to 
locally resolve the DNS request, the credential request is 
forwarded to another DNS server on the communication 
network 114 which may then forward the credential request 
to the credential server 116. The credential request is for 
warded, either directly or indirectly through one or more 
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other DNS servers on the communication network 114, to 
the credential server 116 in step 310. 
0052. The credential server 116 identifies the network 
credential needed based on the credential request in step 
312. For example, the credential request may comprise an 
identifier (i.e., the DDID) for the digital device 102 as well 
as an identifier for the hotspot (e.g., the service provider 
Such as an operator). The identifiers may be compared 
against a table of such identifiers at the credential server 116 
to determine the proper network credential. A credential 
request response is then generated in step 314 and relayed 
back to the DNS server 110 in step 316. The DNS server 110 
forwards the credential request response back to the digital 
device in step 318. 
0053. The digital device 102 may then retrieve the net 
work credentials from the credential request response in step 
320. In exemplary embodiments, the retrieval module 224 
will analyze the credential request response to retrieve the 
network credential embedded therein. 
0054 The network credential may then be provided to the 
network device 104 in step 322. An exemplary method for 
providing the network credentials to the network device (and 
subsequently to the authentication server 108) is discussed 
co-pending U.S. patent application Ser. No. entitled 
“Systems and Methods for Obtaining Network Access.” 
filed Sep. 6, 2007. Upon verifying the network credentials, 
the network device 104 provides network access to the 
digital device 102 in step 324. 
0055 Referring now to FIG. 4, an exemplary credential 
request 400 is shown in more detail. According to exemplary 
embodiments, the request module 220 may generate the 
credential request 400. In one embodiment, the credential 
request 400 may be a DNS string having a structure that 
comprises a location identifier 402, a sequence identifier 
404, a signature 406, the DDID 408, a service set identifier 
(SSID) 410, and a version identifier 412. 
0056. The optional location identifier 402 may indicate a 
physical or geographic location of the digital device 102, the 
network device 104, the authentication server 108, or the 
access controller 112. In various embodiments, the location 
identifier 402 may be used by the credential server 116 to 
track the usage of hotspots, users of the digital device 102. 
as well as the digital device 102. 
0057 The sequence identifier 404 may comprise any 
number or set of numbers used to correspond to a Subsequent 
request to the credential server 116 to determine if the login 
is successful. That is, the sequence identifier 404 provides a 
correlation mechanism by which verification of the login 
process may be made by the credential server 116. 
0058. In exemplary embodiments, the signature 406 com 
prises a cryptographic signature that is utilized to prevent 
spoofing. The signature 406 of the request from digital 
device 102 is verified by the credential server 116. If the 
signature 406 is not valid, then the request is rejected by the 
credential server 116. 
0059. The DDID 408 comprises a unique identifier of the 
digital device 102. For example, the DDID 408 may com 
prise a MAC address or any other universally unique iden 
tifier of the digital device 102. In exemplary embodiments, 
the DDID is retrieved from the DDID storage 210. 
0060. The SSID 410 comprises an identifier of the net 
work access point or Wi-Fi service provider. For example, 
the SSID 410 may comprise the name of the service provider 
or the name of the venue operating the network device 104. 
0061 The version identifier 412 may identify the proto 
color format of the credential request 400. For example, a 
digital device 102 may generate the credential request 400 
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and organize the data in a number of different formats. Each 
different format may be associated with a different version 
identifier. In some embodiments, the components of the 
credential engine 206 and the network access engine 212 
may be updated, reconfigured, or altered over time, which 
may affect the structure of the credential request 400. As a 
result, the credential server 116 may receive a plurality of 
credential requests 400 which are formatted differently. The 
credential server 116 may access the required information 
from each credential request based on the respective version 
identifier. 
0062 FIG. 5 is a flow diagram of the exemplary method 
for acquiring network credentials. In step 502, the digital 
device 102 receives network configuration information. In 
one example, the network module 202 searches and finds an 
available wireless network via the network device 104. The 
network module 202 negotiates a connection with the net 
work device 104. During the negotiation, the network mod 
ule 202 may receive network configuration information. 
Network configuration information may comprise an iden 
tifier for the network device 104 and the DNS server 110. In 
one example, the network module 202 receives a DNS 
server IP address (e.g., for the DNS server 110) during the 
negotiation. The network module 202 may also receive an 
identifier of the service provider associated with the authen 
tication server 108 (e.g., T-mobile). 
0063. In step 504, the digital device 102 generates the 
credential request. In various embodiments, the credential 
request module 204 generates the credential request. The 
credential request may comprise a sequence identifier, 
DDID, and SSID. In various embodiments, the credential 
request module 204 generates a nonce and digitally signs the 
credential request with an encryption key. 
0064. In step 506, the digital device 102 transmits the 
credential request using a standard protocol. The network 
device 104 may receive and forward the credential request 
to the communication network 114. In various embodi 
ments, the network device 104 may provide the credential 
request to the authentication server 108, the DNS server 110. 
or the access controller 112 which may forward the creden 
tial request. 
0065. The credential server 116 may receive the creden 

tial request. In various embodiments, the credential server 
116 decrypts and authenticates the digital signature with an 
encryption key. The credential server 116 may then identify 
the proper network credentials based on the information 
contained within the credential request. The network cre 
dentials may be incorporated within a credential request 
response and transmitted back to the digital device 102. 
0066. In step 508, the digital device 102 receives the 
credential request response and retrieves the network cre 
dentials. In one example, the credential engine 206 receives 
and authenticates the credential request response. If the 
credential request response is authenticated, the network 
credentials are retrieved from the credential request 
response. 
0067. In step 510, the digital device 102 provides the 
network credential to the network device 104 to obtain 
network access to the communication network 114. In one 
example, the credential engine 206 retrieves one or more 
forms from the authentication server 108, populates the 
forms with one or more credentials, and provides the com 
pleted forms to the authentication server 108. In another 
example, the credential engine 206 provides the network 
credentials as needed to the authentication server 108. Once 
the network credentials are received by the authentication 
server 108, the authentication server 108 may allow com 
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munication between the digital device 102 and the commu 
nication network 114. In one example, the authentication 
server 108 commands the access controller 112 to allow the 
communication. 
0068 FIG. 6 is another flow diagram of the exemplary 
method for acquiring network credentials. In step 602, the 
digital device 102 receives the network configuration infor 
mation. In step 604, the digital device 102 tests network 
connectivity. For example, once a connection has been 
negotiated through the network device 104, the network 
module 202 may attempt to connect to a web site. In 
response, the authentication server 108 or the access con 
troller 112 may redirect the attempted connection to a 
network access page requesting network credentials. In 
various embodiments, the credential request module 204 
may identify the service provider associated with the authen 
tication server 108 through the network access page. 
0069. In step 606, the digital device 102 generates a 
credential request. In various embodiments, the credential 
request comprises a DDID that identifies the user associated 
with the digital device 102 and an SSID that identifies the 
network access point (e.g., the network device 104, the 
authentication server 108, or a service provider). The cre 
dential request may also comprise a sequence identifier and 
a version identifier. 
0070. In step 608, the digital device 102 digitally signs 
the credential request. In various embodiments, a nonce is 
generated and included within the digital signature. In one 
example, the credential request is encrypted with an encryp 
tion key (e.g., one of a key pair or an encryption key that is 
shared with the credential server 116). 
(0071. In step 610, the digital device 102 transmits the 
credential request to the credential server 116 over a stan 
dard protocol. In one example, the credential request is 
transmitted to the DNS server 110 which was identified by 
a DNS server IP address received within the network con 
figuration information. In some embodiments, the DNS 
server 110 treats the credential request as a locally unre 
solvable DNS request and forwards the credential request 
over the communication network 114 to another DNS server. 
Ultimately, the credential server 116 may receive the for 
warded credential request. 
0072 The credential server 116 may authenticate the 
digital signature within the credential request and retrieve 
the nonce. The credential server 116 may then determine and 
retrieve the correct network credential from records con 
tained within the credential server 116 using the DDID and 
SSID contained within the credential server 116. Subse 
quently, the credential server 116 generates a credential 
request response containing the nonce and the network 
credentials. The credential request response is encrypted 
using an encryption key (e.g., one encryption key of a key 
pair or a shared encryption key). In various embodiments, 
the encrypted credential request response includes the nonce 
received from the digital device 102 in the credential 
request. The credential request response is then transmitted 
back to the digital device 102. 
0073. The credential server 116 may store the sequence 
identifier. In various embodiments, the sequence identifier 
may be used to determine if the digital device 102 success 
fully acquired access to the communication network 114. 
Further, the credential request response may comprise a 
command to not cache the credential request response. In 
response to the command to not cache, intermediate DNS 
servers (i.e., DNS servers that relay the credential request 
response between the credential server 116 and the digital 
device 102) do not cache the credential request response. In 
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Some embodiments, in response to the command, the digital 
device 102 may not cache the credential request response or 
update the DNS library. 
0074 The process of the credential server 116 generating 
the credential request response is further discussed in co 
pending U.S. patent application Ser. No. entitled 
“Systems and Methods for Obtaining Network Access.” 
filed Sep. 6, 2007. 
0075. In step 612, the digital device 102 receives the 
credential request response from the credential server 116. In 
step 614, the digital device 102 decrypts the credential 
request response. In one example, the digital device 102 
decrypts the credential request response using an encryption 
key and retrieves the nonce from the credential request 
response. 
0076. In step 616, the digital device 102 authenticates the 
credential request response. In various embodiments, the 
digital device 102 determines the authenticity based on the 
Successful decryption of the credential request response. In 
some embodiments, the nonce retrieved from the credential 
request response is compared to the nonce that was gener 
ated and included within the credential request to further 
authenticate the credential request response. 
0077. If the credential request response is authenticated, 
the digital device 102 retrieves the network credentials from 
the credential request response in step 618. In step 620, the 
digital device 102 identifies the authentication requirements 
associated with network access. 
0078. In various embodiments, the digital device 102 
determines the correct information and network credentials 
to provide to the authentication server 108. In one example, 
the digital device 102 retrieves one or more network access 
pages from the authentication server 108. The digital device 
102 may access the correct network access page from the 
authentication server and automatically make selections. In 
one example, the digital device 102 may automatically 
activate selections (e.g., activate buttons within the network 
access page, check boxes, and select radio buttons). Auto 
matic selections may be based on selections by the creden 
tial engine. For example, the credential engine may access a 
form library (not depicted) which may identify the form(s) 
retrieved from the authentication server and provide execut 
able instructions for the automatic selections. The credential 
engine may also activate selections based on instructions 
contained within the network credentials retrieved from the 
credential request response. Those skilled in the art will 
appreciate that there may be many methods with which 
selections may automatically be made. 
0079. In other embodiments, the digital device 102 deter 
mines the proper information to send to the authentication 
server 108 without first retrieving a network access page. 
The determination of proper information to send to the 
authentication server 108 may be based on instructions 
which identify the network device 104, the authentication 
server 108, or the service provider. 
0080. In step 622, the digital device 102 provides net 
work credentials for network access according to the authen 
tication requirements. In various embodiments, the digital 
device 102 provides a username, password, account number 
or the like from the network credentials to the authentication 
server 108. Once the authentication server 108 authenticates 
the digital device 102, the authentication server 108 may 
command the access controller 112 to allow communication 
access between the digital device 102 and the communica 
tion network 114. 
0081. In various embodiments, the network credentials 
comprise login procedure information that instructs the 
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digital device 102 to simply activate an option within the 
network access page. In one example, a network access page 
may simply consist of terms and conditions of service. For 
the digital device 102 to obtain network access, a single 
selection within the network access page must be activated 
(such as a “submit” button or an indication that the user 
agrees to the terms and conditions). Pursuant, at least in part, 
to the login procedure information, the digital device 102 
may automatically make the correct selection and obtain 
network access without providing any further credentials 
Such as a password or username. It will be appreciated by 
those skilled in the art that one or more selections may be 
automatically made based on the login procedure informa 
tion. 
I0082 Further, any combination of one or more user 
names, one or more passwords, and one or more login 
procedure information may be contained within the network 
credential. In some embodiments, the network credential 
may contain a username. In other embodiments, the network 
credential may contain a password. 
I0083. In step 624, the digital device 102 tests network 
connectivity to confirm network access. In one example, the 
digital device 102 attempts to connect to a web site associ 
ated with the credential server 116 (e.g., the credential server 
116 may function as a web server). In some embodiments, 
the query or command contains the sequence identifier 
previously submitted within the credential request. If net 
work access is successful, the credential server 116 may 
receive the query or command and retrieve the sequence 
identifier. The credential server 116 may then confirm that 
network access was successful. 
I0084 FIG. 7 is a block diagram of an exemplary digital 
device. The digital device 102 comprises a processor 700, a 
memory system 702, a storage system 704, an I/O interface 
706, a communication network interface 708, and a display 
interface 710. The processor 700 is configured to execute 
executable instructions (e.g., programs). In some embodi 
ments, the processor 700 comprises circuitry or any proces 
Sor capable of processing the executable instructions. 
I0085. The memory system 702 is any memory configured 
to store data. Some examples of the memory system 702 are 
storage devices, such as RAM or ROM. The memory system 
702 can comprise the ram cache. In various embodiments, 
data is stored within the memory system 702. The data 
within the memory system 702 may be cleared or ultimately 
transferred to the storage system 704. 
I0086. The storage system 704 is any storage configured 
to retrieve and store data. Some examples of the storage 
system 704 are flash drives, hard drives, optical drives, 
and/or magnetic tape. In some embodiments, the digital 
device 102 includes a memory system 702 in the form of 
RAM and a storage system 704 in the form of flash data. 
Both the memory system 702 and the storage system 704 
comprise computer readable media which may store instruc 
tions or programs that are executable by a computer pro 
cessor including the processor 700. 
I0087. The optional input/output (I/O) interface 706 is any 
device that receives input from the user and output data. The 
optional display interface 710 is any device that is config 
ured to output graphics and data to a display. In one 
example, the display interface 710 is a graphics adapter. It 
will be appreciated that not all digital devices 102 comprise 
either the I/O interface 806 or the display interface 810. 
I0088. The communication network interface (com.net 
work interface) 708 can be coupled to a network (e.g., the 
local area network 106 and communication network 114) via 
the link 712. The communication network interface 708 may 
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Support communication over an Ethernet connection, a serial 
connection, a parallel connection, or an ATA connection, for 
example. The communication network interface 708 may 
also Support wireless communication (e.g., 802.11 afb/g/n, 
WiMax). It will be apparent to those skilled in the art that the 
communication network interface 708 can Support many 
wired and wireless standards. 
0089. The above-described functions and components 
can be comprised of instructions that are stored on a storage 
medium. The instructions can be retrieved and executed by 
a processor. Some examples of instructions are software, 
program code, and firmware. Some examples of storage 
medium are memory devices, tape, disks, integrated circuits, 
and servers. The instructions are operational when executed 
by the processor to direct the processor to operate in accord 
with embodiments of the present invention. Those skilled in 
the art are familiar with instructions, processor(s), and 
storage medium. 
0090 The present invention has been described above 
with reference to exemplary embodiments. It will be appar 
ent to those skilled in the art that various modifications may 
be made and other embodiments can be used without 
departing from the broader scope of the invention. There 
fore, these and other variations upon the exemplary embodi 
ments are intended to be covered by the present invention. 
What is claimed is: 
1. A method for acquiring network credentials, the method 

comprising: 
receiving network configuration information from a net 
work device on a communication network; 

generating a credential request; 
transmitting the credential request to a credential server 

over a standard protocol of the network device; 
receiving the credential request response; and 
providing a network credential from the credential request 

response to the network device to access the commu 
nication network. 

2. The method of claim 1, further comprising encrypting 
the credential request. 

3. The method of claim 1, further comprising decrypting 
the credential request response. 

4. The method of claim 1, further comprising digitally 
signing the credential request. 

5. The method of claim 1, wherein the standard protocol 
is DNS. 

6. The method of claim 1, wherein the credential request 
comprises a location identifier. 

7. The method of claim 6, wherein the location identifier 
is based on at least Some of the network configuration 
information. 

8. The method of claim 1, wherein the credential request 
response comprises a command to not cache the credential 
request response 

9. The method of claim 1, wherein providing the creden 
tial from the credential request response comprises analyZ 
ing a network access page and posting form information 
within the network access page. 

10. The method of claim 1, wherein the standard protocol 
of the network device is user datagram protocol (UDP). 

11. The method of claim 1, wherein the credential request 
comprises a digital device identifier. 
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12. A system for acquiring network credentials, the sys 
tem comprising: 

a network module configured to receive network configu 
ration information from a network device on a com 
munication network and transmit a credential request to 
a credential server over a standard protocol of the 
network device; 

a credential request module configured to generate the 
credential request; 

a credential engine configured to receive a credential 
request response; and 

a network access engine configured to provide a network 
credential from the credential request response to the 
network device to access the communication network. 

13. The system of claim 12, further comprising an encryp 
tion/decryption module configured to encrypt the credential 
request. 

14. The system of claim 12, further comprising an encryp 
tion/decryption module configured to decrypt the credential 
request response. 

15. The system of claim 12, further comprising an encryp 
tion/decryption module configured to digitally sign the cre 
dential request. 

16. The system of claim 12, wherein the standard protocol 
is DNS. 

17. The system of claim 12, wherein the credential request 
comprises a location identifier. 

18. The system of claim 17, wherein the location identifier 
is based on at least some of the network configuration 
information. 

19. The system of claim 12, wherein the credential request 
response comprises a command to not cache the credential 
request response. 

20. The system of claim 12, wherein providing the cre 
dential from the credential request response comprises the 
network access engine configured to analyze a network 
access page and post form information within the network 
access page. 

21. The system of claim 12, wherein the standard protocol 
of the network device is user datagram protocol (UDP). 

22. The system of claim 12, wherein the credential request 
comprises a digital device identifier. 

23. A computer readable medium having embodied 
thereon a program, the program being executable by a 
processor for performing a method for acquiring network 
credentials, the method comprising: 

receiving network configuration information from a net 
work device on a communication network; 

generating a credential request; 
transmitting the credential request to a credential server 

over a standard protocol; 
receiving the credential request response; and 
providing a network credential from the credential request 

response to the network device to access the commu 
nication network. 

24. The computer readable medium of claim 23, wherein 
the standard protocol is DNS. 
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