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1 

ORGANIC LIGHT EMITTING DISPLAY AND 
METHOD OF FABRICATING THE SAME 

2 
To achieve these objects and other advantages and in 

accordance with the purpose of the invention, as embodied 
and broadly described herein, an organic light emitting 
display includes light emitting elements disposed on a CROSS-REFERENCE TO RELATED 

APPLICATIONS 

This application is Continuation of U.S. patent applica­
tion Ser. No. 16/666,105 filed on Oct. 28, 2019, which is a 
Divisional of U.S. patent application Ser. No. 15/637,728 
filed on Jun. 29, 2017 (now U.S. Pat. No. 10,505,142 issued 
on Dec. 10, 2019), which claims priority under 35 U.S.C. § 
119(a) to Korean Patent Application No. 10-2016-0083006, 
filed on Jun. 30, 2016, all of these applications are hereby 
incorporated by reference as if fully set forth herein. 

5 substrate, an encapsulation unit disposed on the light emit­
ting elements and including a plurality of inorganic encap­
sulation layers and at least one organic encapsulation layer 
disposed between the inorganic encapsulation layers, and 
touch sensing lines and touch driving lines disposed so as to 

10 intersect each other such that at least one of the inorganic 
encapsulation layers and the at least one organic encapsu­
lation layer is interposed therebetween. 

BACKGROUND OF THE INVENTION 

Both the foregoing general description and the following 
detailed description of the present invention are exemplary 

15 and explanatory and are intended to provide further expla­
nation of the invention as claimed. 

Field of the Invention 

20 

BRIEF DESCRIPTION OF THE DRAWINGS 

The accompanying drawings, which are included to pro­
vide a further understanding of the invention and are incor­
porated in and constitute a part of this application, illustrate 
embodiment(s) of the invention and together with the 
description serve to explain the principle of the invention. In 

The present invention relates to an organic light emitting 
display and a method of fabricating the same, and more 
particularly, to an organic light emitting display which can 
achieve weight reduction and slimming, and a method of 
fabricating the same. 25 the drawings: 

Discussion of the Related Art 
FIG. 1 is a plan view of an organic light emitting display 

having touch sensors in accordance with one embodiment of 
the present invention; 

A touchscreen is an input device through which a user 
may input a command by selecting instructions displayed on 

FIG. 2 is a cross-sectional view of the organic light 
30 emitting display, taken along line I-I' of FIG. 1; 

a screen of a display, using a hand or an object. That is, the 
touchscreen converts a contact position directly contacting a 
human hand or an object into an electrical signal and 
receives instructions selected at the contact position as an 
input signal. Such a touchscreen may substitute for a sepa- 35 

rate input device connected to a display device and operated, 
such as a keyboard or a mouse, and thus applications of 
touchscreens have gradually increased. 

In general, a touchscreen is attached to the front surface 
of a display panel, such as a liquid crystal display panel or 40 

an organic electroluminescent display panel. In this instance, 
since the touchscreen is separately manufactured and then 
attached to the front surface of the display panel, an attach­
ment process is additionally performed and thus the overall 
process becomes complicated and manufacturing costs are 45 

raised. Further, the overall thickness of the display panel is 
increased by the touchscreen and it may be difficult to secure 
flexibility and transmittance due to the increased thickness. 

SUMMARY OF THE INVENTION 50 

FIGS. 3A to 3D are plan and cross-sectional views 
illustrating a method of fabricating the organic light emitting 
display shown in FIGS. 1 and 2 according to an embodi­
ment; 

FIG. 4 is a plan view of an organic light emitting display 
having touch sensors in accordance with a further embodi­
ment of the present invention; 

FIG. 5 is a cross-sectional view of the organic light 
emitting display, taken along line II-IF of FIG. 4; 

FIGS. 6A to 6F are plan and cross-sectional views illus­
trating a method of fabricating the organic light emitting 
display shown in FIGS. 4 and 5 according to an embodi­
ment; 

FIG. 7 is a cross-sectional view of an organic light 
emitting display having touch sensors in accordance with 
another embodiment of the present invention; 

FIGS. SA to SF are cross-sectional views illustrating a 
method of fabricating the organic light emitting display 
shown in FIG. 7 according to an embodiment; 

FIG. 9 is a cross-sectional view of an organic light 
emitting display having touch sensors in accordance with 
another embodiment of the present invention; and Accordingly, the present invention is directed to an 

organic light emitting display and a method of fabricating 
the same that substantially obviates one or more problems 
due to limitations and disadvantages of the related art. 

FIG. 10 is a cross-sectional view of an organic light 
emitting display having touch sensors in accordance with 

55 another embodiment of the present invention. 
An object of the present invention is to provide an organic 

light emitting display which can achieve weight reduction 
and slimming, and a method of fabricating the same. 

Additional advantages, objects, and features of the inven­
tion will be set forth in part in the description which follows 60 

and in part will become apparent to those having ordinary 
skill in the art upon examination of the following or may be 
learned from practice of the invention. The objectives and 
other advantages of the invention may be realized and 
attained by the structure particularly pointed out in the 65 

written description and claims hereof as well as the 
appended drawings. 

DETAILED DESCRIPTION OF THE 
INVENTION 

Reference will now be made in detail to the preferred 
embodiments of the present invention, examples of which 
are illustrated in the accompanying drawings. Wherever 
possible, the same reference numbers will be used through­
out the drawings to refer to the same or like parts. 

FIGS. 1 and 2 are plan and cross-sectional views of an 
organic light emitting display having touch sensors in accor­
dance with one embodiment of the present invention. 
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display and strengthens planarization performance of the 
organic light emitting display. The organic encapsulation 
layer 144 is formed to have a monolayer or multilayer 
structure using an organic insulating material, such as 

An organic light emitting display having touch sensors 
shown in FIGS. 1 and 2 includes at least one switching thin 
film transistor, at least one driving thin film transistor 130, 
light emitting elements 120, an encapsulation unit 140, 
touch driving lines 152 and touch sensing lines 154. 

The at least one switching thin film transistor and the at 
least one driving thin film transistor are formed on a lower 
substrate 111 formed of plastic or glass. 

5 acrylic resin, epoxy resin, a polymeric resin (for example, 
polyimide or polyethylene) or silicon oxycarbide (SiOC). 

The second inorganic encapsulation layer 146 is formed 
on the substrate 111 provided with the organic encapsulation 
layer 144 formed thereon so as to cover the upper and side The switching thin film transistor is connected to a gate 

line and a data line at the intersection therebetween, and the 
driving thin film transistor 130 is connected to the switching 
thin film transistor and a power line. 

The driving thin film transistor 130 includes, as an 
example shown in FIG. 2, a gate electrode 132, a semicon­
ductor layer 134 overlapping the gate electrode 132 with a 
gate insulating film 112 interposed therebetween, and source 
and drain electrodes 136 and 138 formed on a first protective 
film 114 and contacting the semiconductor layer 134. 

10 surfaces of the organic encapsulation layer 144 and the first 
inorganic encapsulation layer 142. Therefore, the second 
inorganic encapsulation layer 146 minimizes or blocks pen­
etration of external moisture or oxygen into the first inor­
ganic encapsulation layer 142 and the organic encapsulation 

15 layer 144. Such a second inorganic encapsulation layer 146 
is formed to have a monolayer or multilayer structure using 
an inorganic insulating material, such as silicon nitride 
(SiNx), silicon oxide (SiOx), silicon oxynitride (SiON) or 

The light emitting element 120 includes an anode 122, an 
organic light emitting layer 124 formed on the anode 122, 20 

and a cathode 126 formed on the organic light emitting layer 
124. 

aluminum oxide (Al2O3 ). 

The touch sensing lines 154 and the touch driving lines 
152 are disposed so as to intersect each other such that at 
least one of the first and second inorganic encapsulation 
layers 142 and 146 and the organic encapsulation layer 144 
of the encapsulation unit 140 is interposed therebetween. In 

The anode 122 is conductively connected to the drain 
electrode 138 of the driving thin film transistor 130 exposed 
through a pixel contact hole formed through a second 
protective film 116. The organic light emitting layer 124 is 
formed on the anode 122 in an emission region provided by 
a bank 128. The organic light emitting layer 124 is formed 
by stacking a hole-related layer, a light emitting layer and an 
electron-related layer on the anode 122 in regular order or in 
reverse order. The cathode 126 is formed opposite the anode 
122 with the organic light emitting layer 124 interposed 
there between. 

25 this embodiment of the present invention, a structure, in 
which the touch sensing lines 154 and the touch driving lines 
152 are disposed so as to intersect each other such that the 
uppermost layer, i.e., the second inorganic encapsulation 
layer 146, of the encapsulation unit 140 is interposed ther-

30 ebetween, will be exemplarily described. 
The touch driving line 152 includes a plurality of first 

touch electrodes 152e, and first bridges 152b to conductively 
connect the first touch electrodes 152e. 

The first touch electrodes 152e are spaced apart from each The encapsulation unit 140 prevents external moisture or 
oxygen from penetrating through the light emitting element 
120, which is vulnerable to external moisture or oxygen. For 
this purpose, the encapsulation unit 140 includes a plurality 

35 other in the Y-axis direction by designated intervals on the 
second inorganic encapsulation layer 146. Each of the first 
touch electrodes 152e is conductively connected to the 
adjacent first touch electrode 152e through the first bridge 
152b. 

of inorganic encapsulation layers 142 and 146 and an 
organic encapsulation layer 144 disposed between the inor­
ganic encapsulation layers 142 and 146, and the inorganic 40 

encapsulation layer 146 is disposed as the uppermost layer. 
Here, the encapsulation unit 140 includes at least two 
inorganic encapsulation layers 142 and 146 and at least one 
organic encapsulation layer 144. In the present invention, 
the structure of the encapsulation unit 140 in which the 45 

organic encapsulation layer 144 is disposed between the first 
and second inorganic encapsulation layers 142 and 146 will 
be exemplarily described. 

The first encapsulation layer 142 is formed on the sub­
strate 111 provided with the cathode 126 so as to be located 50 

most adjacent to the light emitting element 120. The first 
encapsulation layer 142 is formed to expose touch driving 
pads 170 and touch sensing pads 180. Such a first encap­
sulation layer 142 is formed to have a monolayer or multi­
layer structure using an inorganic insulating material which 55 

can be deposited at a low temperature, such as silicon nitride 
(SiNx), silicon oxide (SiOx), silicon oxynitride (SiON) or 
aluminum oxide (Al2O3 ). Therefore, damage to the organic 
light emitting layer 124 by a high-temperature atmosphere 
during a deposition process of the first encapsulation layer 60 

142 can be prevented. 
The organic encapsulation layer 144 is formed to have a 

smaller area than that of the first inorganic encapsulation 
layer 142 and exposes both ends of the first inorganic 
encapsulation layer 142. The organic encapsulation layer 65 

144 serves as a buffer to damp stress between respective 
layers according to warpage of the organic light emitting 

The first bridges 152b are formed on the organic encap­
sulation layer 144, are exposed through touch contact holes 
150 formed through the second inorganic encapsulation 
layer 146, and are conductively connected to the first touch 
electrodes 152e. The first bridge 152b is disposed so as to 
overlap the bank 128 and, thus, lowering of an aperture ratio 
due to the first bridges 152b can be prevented. 

The touch sensing line 154 includes a plurality of second 
touch electrodes 154e, and second bridges 154b to conduc­
tively connect the second touch electrodes 154e. 

The second touch electrodes 154e are spaced apart from 
each other in the X-axis direction by designated intervals on 
the second inorganic encapsulation layer 146. Each of the 
second touch electrodes 154e is conductively connected to 
the adjacent second touch electrode 154e through the second 
bridge 154b. 

The second bridges 154b are disposed on the second 
inorganic encapsulation layer 146 so as to be coplanar with 
the second touch electrodes 154e, and thus are conductively 
connected to the second touch electrodes 154e without 
separate contact holes. In the same manner as the first bridge 
152b, the second bridge 154b is disposed so as to overlap the 
bank 128 and, thus, lowering of an aperture ratio due to the 
second bridges 154b can be prevented. 

Since the touch sensing lines 154 and the touch driving 
lines 152 intersect each other with the second inorganic 
encapsulation layer 146 interposed therebetween, mutual 
capacitances Cm are formed at the intersections between the 
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conductive layer, and the pad connection electrodes 174 and 
184 are formed to have a structure in which third and fourth 
conductive layers 174a and 174b are stacked. Here, the third 
conductive layer 174a is formed of an ITO, IZO, IGZO or 

touch sensing lines 154 and the touch driving lines 152. 
Therefore, the mutual capacitance Cm is charged with 
charges by a touch driving pulse supplied to the touch 
driving line 152 and discharges the charges to the touch 
sensing line 154, thus serving as a touch sensor. 5 ZnO-based transparent conductive oxide, and the fourth 

conductive layer 174b is formed to have a monolayer or 
multilayer structure using metals having high corrosion 
resistance and acid resistance, such as Al, Ti, Cu and Mo. 

The touch driving lines 152 of the present invention are 
connected to a touch driving unit through first routing lines 
156, first routing pads 176 and the touch driving pads 170 
disposed in an edge area. Further, the touch sensing lines 
154 are connected to the touch driving unit through second 10 

routing lines 166, second routing pads 186 and the touch 
sensing pads 180 disposed in the edge area. 

For example, the fourth conductive layer 174b has a tri-layer 
structure, such as Ti/Al/Ti or Mo/Al/Mo. 

As such, in the organic light emitting display in accor­
dance with this embodiment of the present invention, the 
touch driving lines 152 and the touch sensing lines 154 are 
disposed so as to intersect each other with the second 
inorganic encapsulation layer 146 of the encapsulation unit 
140 interposed therebetween and, thus, a touch insulating 
layer disposed between touch driving lines and touch sens­
ing lines is not required, thereby achieving structure sim­
plification, weight reduction and slimming. That is, the 

The first routing line 156 is conductively connected to the 
first touch electrode 152e through a first routing contact hole 
158 and thus transmits a touch driving pulse from the touch 15 

driving pad 170 to the touch driving line 152. The second 
routing line 166 is conductively connected to the second 
touch electrode 154e through a second routing contact hole 
168 and thus transmits a touch signal from the touch sensing 
line 154 to the touch sensing pad 180. 20 organic light emitting display in accordance with the present 

invention includes the first and second inorganic encapsu­
lation layers 142 and 146 and the organic encapsulation 
layer 144 of the encapsulation unit 140 disposed on the 

The first and second routing lines 156 and 166 are formed 
to have a multilayer structure. For example, each of the first 
routing lines 156 has a structure in which a first routing 
conductive layer 156a and a second routing conductive layer 
156b are stacked, and each of the second routing lines 166 25 

has a structure in which a first routing conductive layer and 
a second routing conductive layer are stacked. Here, the first 
routing conductive layer 156a is formed to have a mono­
layer or multilayer structure using Al, Ti, Cu or Mo, and the 
second routing conductive layer 156b is formed of an ITO, 30 

IZO, IGZO or ZnO-based transparent conductive oxide, 
which is the same material as the first bridges 152b, on the 
first routing conductive layer 156a. Therefore, if any one of 
the first and second routing conductive layers 156a and 156b 
of each of the first and second routing lines 156 and 166 is 35 

cut, the other conductive layer transmits a touch driving 
pulse and a touch signal. 

The first and second routing pads 176 and 186 respec­
tively extend from the first and second routing lines 156 and 
166 and thus have a structure in which first and second 40 

cathode 126 without a separate touch insulating layer. Fur­
ther, a related art organic light emitting display includes an 
encapsulation unit having at least a tri-layer structure, and at 
least one touch insulating layer included in a touchscreen 
including first and second touch electrodes. In this instance, 
the organic light emitting display in accordance with the 
present invention does not require a touch insulating layer, 
as compared to the related art organic light emitting display, 
and can thus achieve structure simplification, weight reduc­
tion and slimming, assure flexibility and improve transmit­
tance. Further, while, in the related art organic light emitting 
display, a touchscreen is attached to a display panel through 
an adhesive, in the organic light emitting display in accor-
dance with the present invention, the touch electrodes 152e 
and 154e are disposed in the encapsulation unit 140, a 
separate attachment process is omitted and, thus, process 
simplification and cost reduction can be achieved. 

FIGS. 3A to 3D are plan and cross-sectional views 
illustrating a method of fabricating the organic light emitting 
display shown in FIGS. 1 and 2. 

With reference to FIG. 3A, the first inorganic encapsula-

conductive layers 156a and 156b are stacked in the same 
manner as the first and second routing lines 156 and 166. 
The first routing pads 176 conductively connect the first 
routing lines 156 and the touch driving pads 170, and the 
second routing pads 186 conductively connect the second 
routing lines 166 and the touch sensing pads 180. 

Each of the touch driving pads 170 and the touch sensing 
pads 180 includes a pad electrode 172 or 182 and a pad 
connection electrode 17 4 or 184 disposed on the pad elec­
trode 172 or 182 so as to cover the pad electrode 172 or 182. 

45 tion layer 142, the organic encapsulation layer 144, the pad 
electrodes 172 and 182, the first and second routing pads 176 
and 186, the first conductive layer 156a of the first routing 
lines 156 and the first conductive layer of the second routing 
lines 166 are formed on the substrate 111 provided with the 

50 switching transistors, the driving transistors, the anodes 122, 
the organic light emitting layer 124 and the cathodes 126 
formed thereon. 

The pad connection electrodes 174 and 184 of the touch 
driving pads 170 and the touch sensing pads 180 are 
conductively connected to the first and second routing pads 
176 and 186 exposed through pad contact holes 160 formed 
through the second inorganic encapsulation layer 146. Par- 55 

ticularly, the pad connection electrodes 17 4 and 184 of the 
touch driving pads 170 and the touch sensing pads 180 are 
disposed on the upper and side surfaces of the uppermost 
layer of the encapsulation unit 140, i.e., the second inorganic 
encapsulation layer 146. Therefore, even if external oxygen 60 

or moisture penetrates through the pad connection electrodes 
174 and 184, the organic encapsulation layer 144 and the 
first and second inorganic encapsulation layers 142 and 146 
block oxygen or moisture and may thus protect the organic 
light emitting layer 124 from oxygen or moisture. 

The pad electrodes 172 and 182 of the touch driving pads 
170 and the touch sensing pads 180 are formed of a first 

In more detail, an inorganic insulating material and an 
organic insulating material are sequentially stacked on the 
substrate 111, provided with the switching transistors, the 
driving transistors, the anodes 122, the organic light emitting 
layer 124 and the cathodes 126 formed thereon, through a 
deposition process using a metal mask, thereby forming the 
first inorganic encapsulation layer 142 and the organic 
encapsulation layer 144. The first inorganic encapsulation 
layer 142 and the organic encapsulation layer 144 are 
formed in other regions except for a region in which touch 
driving pads and touch signal pads will be formed. There­
after, a first conductive layer is deposited on the entire 

65 surface of the organic encapsulation layer 144, and the first 
conductive layer is then patterned through a photolithogra­
phy process and an etching process, thereby forming the first 
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and second routing pads 176 and 186, the first conductive 
layer 156a of the first routing lines 156, the first conductive 
layer of the second routing lines 166 and the pad electrodes 
172 and 182. Here, the first conductive layer 156a and the 
pad electrodes 172 and 182 are formed to have a monolayer 5 

or multilayer structure using metals having high corrosion 
resistance and acid resistance, such as Al, Ti, Cu and Mo. 
For example, the first conductive layer 156a has a tri-layer 
structure, such as Ti/Al/Ti or Mo/Al/Mo. 

Thereafter, with reference to FIG. 3B, the first and second 10 

routing pads 176 and 186, the second conductive layer 156b 
of the first routing lines 156, the second conductive layer of 

8 
mask. Thereby, the first and second touch electrodes 152e 
and 154e and the second bridges 154b formed of the third 
conductive layer 174a are formed and, simultaneously, the 
pad connection electrodes 17 4 and 184, in which the third 
and fourth conductive layers 174a and 174b are stacked, are 
formed. Here, the first touch electrodes 152e are conduc­
tively connected to the first bridges 152b exposed through 
the touch contact holes 150, and the pad connection elec­
trodes 17 4 and 184 are conductively connected to the first 
and second routing pads 176 and 186 exposed through the 
pad contact holes 160 and are directly connected to the pad 
electrodes 172 and 182 without contact holes. 

FIG. 4 is a plan view of an organic light emitting display 
the second routing lines 166 and the first bridges 152b are 
formed on the substrate 111 provided with the first conduc­
tive layer 156a and the pad electrodes 172 and 182. 

In more detail, a second conductive layer is deposited on 
15 having touch sensors in accordance with a further embodi­

ment of the present invention, and FIG. 5 is a cross-sectional 
view of the organic light emitting display, taken along line 
II-II' of FIG. 4. 

the entire surface of the substrate 111 provided with the first 
conductive layer 156a and the pad electrodes 172 and 182, 
and the second conductive layer is then patterned through a 
photolithography process and an etching process, thereby 20 

forming the first and second routing pads 176 and 186, the 
second conductive layer 156b of the first routing lines 156, 
the second conductive layer of the second routing lines 166 
and the first bridges 152b. Here, the second conductive layer 
156b and the first bridge 152b are formed of a transparent 25 

conductive layer, such as an ITO, IZO, IGZO or ZnO-based 
transparent conductive oxide. 

Thereafter, with reference to FIG. 3C, the second inor­
ganic encapsulation layer 146 having the touch contact holes 
150, the first and second routing contact holes 158 and 168 30 

and the pad contact holes 160 is formed on the substrate 111 
provided with the second conductive layer 156b and the first 
bridges 152b. 

In more detail, an inorganic insulating material is depos­
ited on the substrate 111 provided with the second conduc- 35 

tive layer 156b and the first bridges 152b through a depo­
sition process using a metal mask so as to expose pad 
electrodes, thereby forming the second inorganic encapsu­
lation layer 146. Thereafter, the second inorganic encapsu­
lation layer 146 is patterned through a photolithography 40 

process and an etching process, thereby forming the touch 
contact holes 150, the routing contact holes 158 and 168 and 
the pad contact holes 160. The touch contact holes 150 are 
formed through the second inorganic encapsulation layer 
146 and thus expose the first bridges 152b, the first and 45 

second routing contact holes 158 and 168 are formed 
through the second inorganic encapsulation layer 146 and 
thus expose the first and second routing lines 156 and 166, 
and the pad contact holes 160 are formed through the second 
inorganic encapsulation layer 146 and thus expose the first 50 

and second routing pads 176 and 186. 
Thereafter, with reference to FIG. 3D, the first and second 

touch electrodes 152e and 154e, the second bridges 154b 
and the pad connection electrodes 174 and 184 are formed 
on the substrate 111 provided with the second inorganic 55 

encapsulation layer 146. 
In more detail, third and fourth conductive layers are 

deposited on the entire surface of the substrate 111 provided 
with the second inorganic encapsulation layer 146 and, then, 
a photoresist pattern having a multi-stepped structure is 60 

formed on the fourth conductive layer through a photoli­
thography process using a slit mask or a diffraction mask. 
The third and fourth conductive layers are primarily etched 
through an etching process using such a photoresist pattern 
as a mask. Thereafter, after ashing of the photoresist pattern, 65 

the fourth conductive layer is secondarily etched through an 
etching process using the ashed photoresist pattern as a 

The organic light emitting display shown in FIGS. 4 and 
5 is the same as the organic light emitting display shown in 
FIGS. 1 and 2, except that touch sensing lines 154 and touch 
driving lines 152 are disposed so as to intersect each other 
with an organic encapsulation layer 144 interposed therebe­
tween. Therefore, a detailed description of elements of the 
organic light emitting display shown in FIGS. 4 and 5, which 
are substantially the same as those of the organic light 
emitting display shown in FIGS. 1 and 2, will be omitted 
because it is considered to be unnecessary. 

The touch driving line 152 includes a plurality of first 
touch electrodes 152e disposed on the organic encapsulation 
layer 144, and first bridges 152b to conductively connect the 
first touch electrodes 152e. The first bridges 152b are formed 
on a first inorganic encapsulation layer 142 and exposed 
through touch contact holes 150 formed through the organic 
encapsulation layer 144, and are conductively connected to 
the first touch electrodes 152e. 

The touch sensing line 154 includes a plurality of second 
touch electrodes 154e, and second bridges 154b to conduc­
tively connect the second touch electrodes 154e. The second 
touch electrodes 154e and the second bridges 154b are 
disposed on the organic encapsulation layer 144 and con-
ductively connected to each other without contact holes. 

Since the touch sensing lines 154 and the touch driving 
lines 152 intersect each other with the organic encapsulation 
layer 144 interposed therebetween, mutual capacitances Cm 
are formed at the intersections between the touch sensing 
lines 154 and the touch driving lines 152. Therefore, the 
mutual capacitance Cm is charged with charges by a touch 
driving pulse supplied to the touch driving line 152 and 
discharges the charges to the touch sensing line 154, thus 
serving as a touch sensor. 

Each of touch driving pads 170 and touch sensing pads 
180 includes a pad electrode 172 or 182 and a pad connec­
tion electrode 174 or 184 disposed on the pad electrode 172 
or 182 so as to cover the pad electrode 172 or 182. The pad 
connection electrodes 17 4 and 184 of the touch driving pads 
170 and the touch sensing pads 180 are conductively con­
nected to first and second routing pads 176 and 186 exposed 
through first pad contact holes 160 formed through the 
organic encapsulation layer 144 and second pad contact 
holes 162 formed through a second inorganic encapsulation 
layer 146. The pad electrodes 172 and 182 of the touch 
driving pads 170 and the touch sensing pads 180 are formed 
of a first conductive layer, and the pad connection electrodes 
174 and 184 are formed of a fourth conductive layer having 
a monolayer or multilayer structure using metals having 
high corrosion resistance and acid resistance, such as Al, Ti, 
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Cu and Mo. For example, the fourth conductive layer has a 
tri-layer structure, such as Ti/Al/Ti or Mo/Al/Mo. 

10 
second conductive layer 156b of the first routing lines 156, 
the second conductive layer of the second routing lines 166 
and the first bridges 152b. Here, the second conductive layer 
156b and the first bridge 152b are formed of an ITO, IZO, 

5 IGZO or ZnO-based transparent conductive oxide. 

As such, in the organic light emitting display in accor­
dance with this embodiment of the present invention, the 
touch driving lines 152 and the touch sensing lines 154 are 
disposed so as to intersect each other with the organic 
encapsulation layer 144 of the encapsulation unit 140 inter­
posed therebetween, thereby achieving structure simplifica­
tion, weight reduction and slimming. In this instance, the 
organic light emitting display in accordance with the present 
invention does not require a touch insulating layer having a 
multilayer structure in a touchscreen, as compared to a 
related art organic light emitting display, and can thus 
achieve structure simplification, weight reduction and slim­
ming, assure flexibility and improve transmittance. Further, 15 

while, in the related art organic light emitting display, a 
touchscreen is attached to a display panel through an adhe­
sive, in the organic light emitting display in accordance with 

Thereafter, with reference to FIG. 6C, the organic encap­
sulation layer 144 having touch contact holes 150, first and 
second routing contact holes 158 and 168 and first pad 
contact holes 160 is formed on the substrate 111 provided 

10 with the second conductive layer 156b and the first bridges 
152b. 

In more detail, an organic insulating material is deposited 
on the substrate 111 provided with the second conductive 
layer 156b and the first bridges 152b through a deposition 
process using a metal mask so as to expose pad electrodes 
172 and 182, thereby forming the organic encapsulation 

the present invention, the touch electrodes 152e and 154e are 
disposed in the encapsulation unit 140, a separate attach- 20 

ment process is omitted and, thus, process simplification and 
cost reduction can be achieved. 

layer 144. Thereafter, the organic encapsulation layer 144 is 
patterned through a photolithography process and an etching 
process, thereby forming the touch contact holes 150, the 
routing contact holes 158 and 168 and the first pad contact 
holes 160. The touch contact holes 150 are formed through 
the organic encapsulation layer 144 and thus expose the first 
bridges 152b, the first and second routing contact holes 158 
and 168 are formed through the organic encapsulation layer 

FIGS. 6A to 6F are plan and cross-sectional views illus­
trating a method of fabricating the organic light emitting 
display shown in FIGS. 4 and 5. 25 144 and thus expose the first and second routing lines 156 

and 166, and the first pad contact holes 160 are formed 
through the organic encapsulation layer 144 and thus expose 
the first and second routing pads 176 and 186. 

With reference to FIG. 6A, the first inorganic encapsula­
tion layer 142, the pad electrodes 172 and 182, the first and 
second routing pads 176 and 186, the first conductive layer 
156a of the first routing lines 156 and the first conductive 
layer of the second routing lines 166 are formed on the 30 

substrate 111 provided with switching transistors, driving 
transistors, anodes 122, the organic light emitting layer 124 
and cathodes 126 formed thereon. 

Thereafter, with reference to FIG. 6D, the first and second 
touch electrodes 152e and 154e and the second bridges 154b 
are formed on the substrate 111 provided with the organic 
encapsulation layer 144. 

In more detail, a third conductive layer is deposited on the 
entire surface of the substrate 111 provided with the organic In more detail, an inorganic insulating material is stacked 

on the substrate 111, provided with the switching transistors, 
the driving transistors, the anodes 122, the organic light 
emitting layer 124 and the cathodes 126 formed thereon, 
through a deposition process using a metal mask, thereby 
forming the first inorganic encapsulation layer 142. The first 
inorganic encapsulation layer 142 is formed in other regions 
except for a region in which touch driving pads and touch 
signal pads will be formed. Thereafter, a first conductive 
layer is deposited on the entire surface of the first inorganic 
encapsulation layer 142, and the first conductive layer is 
then patterned through a photolithography process and an 
etching process, thereby forming the first and second routing 
pads 176 and 186, the first conductive layer 156a of the first 
routing lines 156, the first conductive layer of the second 
routing lines 166 and the pad electrodes 172 and 182. Here, 
the first conductive layer 156a and the pad electrodes 172 
and 182 are formed to have a monolayer or multilayer 
structure using metals having high corrosion resistance and 
acid resistance, such as Al, Ti, Cu and Mo. For example, the 
first conductive layer 156a has a tri-layer structure, such as 
Ti/Al/Ti or Mo/Al/Mo. 

Thereafter, with reference to FIG. 6B, the first and second 
routing pads 176 and 186, the second conductive layer 156b 
of the first routing lines 156, the second conductive layer of 
the second routing lines 166 and the first bridges 152b are 
formed on the substrate 111 provided with the first conduc­
tive layer 156a and the pad electrodes 172 and 182. 

In more detail, a second conductive layer is deposited on 

35 encapsulation layer 144, and the third conductive layer is 
then patterned through a photolithography process and an 
etching process, thereby forming the first and second touch 
electrodes 152e and 154e and the second bridges 154b. 
Here, the first touch electrodes 152e are conductively con-

40 nected to the first bridges 152b exposed through the touch 
contact holes 150. Here, the third conductive layer is formed 
of an ITO, IZO, IGZO or ZnO-based transparent conductive 
oxide. 

Thereafter, with reference to FIG. 6E, the second inor-
45 ganic encapsulation layer 146 having second pad contact 

holes 162 is formed on the substrate 111 provided with the 
first and second touch electrodes 152e and 154e and the 
second bridges 154b. 

In more detail, an inorganic insulating material is depos-
50 ited on the substrate 111 provided with the first and second 

touch electrodes 152e and 154e and the second bridges 154b 
through a deposition process using a metal mask so as to 
expose the pad electrodes 172 and 182, thereby forming the 
second inorganic encapsulation layer 146. Thereafter, the 

55 second inorganic encapsulation layer 146 is patterned 
through a photolithography process and an etching process, 
thereby forming the second pad contact holes 162. The 
second pad contact holes 162 are formed through the second 
inorganic encapsulation layer 146, thus being connected to 

60 the first pad contact holes 160 vertically. 

the entire surface of the substrate 111 provided with the first 
conductive layer 156a and the pad electrodes 172 and 182, 
and the second conductive layer is then patterned through a 65 

photolithography process and an etching process, thereby 
forming the first and second routing pads 176 and 186, the 

Thereafter, with reference to FIG. 6F, pad connection 
electrodes 17 4 and 184 are formed on the substrate 111 
provided with the second inorganic encapsulation layer 146 
having the second pad contact holes 162. 

In more detail, a fourth conductive layer is deposited on 
the entire surface of the substrate 111 provided with the 
second inorganic encapsulation layer 146 having the second 
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pad contact holes 162, and the fourth conductive layer is 
then patterned through a photolithography process and an 
etching process, thereby forming the pad connection elec­
trodes 17 4 and 184 of the touch sensing pads 170 and the 
touch driving pads 180. The pad connection electrodes 174 5 

and 184 are directly connected to the pad electrodes 172 and 
182, and are connected to the routing pads 176 and 186 
through the first and second pad contact holes 160 and 162. 

FIG. 7 is a cross-sectional view of an organic light 
emitting display having touch sensors in accordance with 10 

another embodiment of the present invention. 
The organic light emitting display shown in FIG. 7 is the 

same as the organic light emitting display shown in FIGS. 1 
and 2, except that touch sensing lines 154 and touch driving 
lines 152 are disposed so as to intersect each other with a 15 

first inorganic encapsulation layer 142 interposed therebe­
tween. Therefore, a detailed description of elements of the 
organic light emitting display shown in FIG. 7, which are 
substantially the same as those of the organic light emitting 
display shown in FIGS. 1 and 2, will be omitted because it 20 

is considered to be unnecessary. 
The touch driving line 152 includes a plurality of first 

touch electrodes 152e disposed on the first inorganic encap­
sulation layer 142, and first bridges 152b to conductively 
connect the first touch electrodes 152e. The first bridges 25 

152b are formed on an interlayer inorganic layer 148, are 
exposed through touch contact holes 150 formed through the 
first inorganic encapsulation layer 142, and are conductively 
connected to the first touch electrodes 152e. Here, the 
interlayer inorganic layer 148 is formed of an inorganic 30 

insulating material which can be deposited at a low tem­
perature, such as silicon nitride (SiNx), silicon oxide (Si Ox), 
silicon oxynitride (Si ON) or aluminum oxide (Al2 0 3), in the 
same manner as the first inorganic encapsulation layer 142. 

The touch sensing line 154 includes a plurality of second 35 

touch electrodes 154e, and second bridges 154b to conduc­
tively connect the second touch electrodes 154e. The second 
touch electrodes 154e and the second bridges 154b are 
disposed on the first inorganic encapsulation layer 142 and 
are conductively connected to each other without contact 40 

holes. 

12 
and Mo. For example, the fourth conductive layer has a 
tri-layer structure, such as Ti/Al/Ti or Mo/Al/Mo. 

As such, in the organic light emitting display in accor­
dance with this embodiment of the present invention, the 
touch driving lines 152 and the touch sensing lines 154 are 
disposed so as to intersect each other with the first inorganic 
encapsulation layer 142 of the encapsulation unit 140 inter­
posed therebetween, thereby achieving structure simplifica­
tion, weight reduction and slimming. In this instance, the 
organic light emitting display in accordance with the present 
invention does not require a touch insulating layer having a 
multilayer structure in a touchscreen, as compared to a 
related art organic light emitting display, and can thus 
achieve structure simplification, weight reduction and slim­
ming, assure flexibility and improve transmittance. Further, 
while, in the related art organic light emitting display, a 
touchscreen is attached to a display panel through an adhe­
sive, in the organic light emitting display in accordance with 
the present invention, touch electrodes 152e and 154e are 
disposed in the encapsulation unit 140, a separate attach­
ment process is omitted and, thus, process simplification and 
cost reduction can be achieved. 

FIGS. SA to SF are cross-sectional views illustrating a 
method of fabricating the organic light emitting display 
shown in FIG. 7. 

With reference to FIG. SA, the interlayer inorganic layer 
148, the pad electrodes 172 and 182, the first and second 
routing pads 176 and 186, the first conductive layer 156a of 
the first routing lines 156 and the first conductive layer of the 
second routing lines 166 are formed on the substrate 111 
provided with switching transistors, driving transistors, 
anodes 122, the organic light emitting layer 124 and cath­
odes 126 formed thereon. 

In more detail, an inorganic insulating material is stacked 
on the substrate 111, provided with the switching transistors, 
the driving transistors, the anodes 122, the organic light 
emitting layer 124 and the cathodes 126 formed thereon, 
through a deposition process using a metal mask, thereby 
forming the interlayer inorganic layer 148. The interlayer 
inorganic layer 148 is formed in other regions except for a 
region in which touch driving pads and touch signal pads 
will be formed. Thereafter, a first conductive layer is depos­
ited on the entire surface of the interlayer inorganic layer 
148, and the first conductive layer is then patterned through 

Since the touch sensing lines 154 and the touch driving 
lines 152 intersect each other with the first inorganic encap­
sulation layer 142 interposed therebetween, mutual capaci­
tances Cm are formed at the intersections between the touch 
sensing lines 154 and the touch driving lines 152. Therefore, 
the mutual capacitance Cm is charged with charges by a 
touch driving pulse supplied to the touch driving line 152 
and discharges the charges to the touch sensing line 154, 
thus serving as a touch sensor. 

45 a photolithography process and an etching process, thereby 
forming the first and second routing pads 176 and 186, the 
first conductive layer 156a of the first routing lines 156, the 
first conductive layer of the second routing lines 166 and the 
pad electrodes 172 and 182. Here, the first conductive layer 

Each of touch driving pads 170 and touch sensing pads 
180 includes a pad electrode 172 or 182 and a pad connec­
tion electrode 174 or 184 disposed on the pad electrode 172 

50 156a and the pad electrodes 172 and 182 are formed to have 
a monolayer or multilayer structure using metals having 
high corrosion resistance and acid resistance, such as Al, Ti, 
Cu and Mo. For example, the first conductive layer 156a has 
a tri-layer structure, such as Ti/Al/Ti or Mo/Al/Mo. 

Thereafter, with reference to FIG. 8B, the first and second 
routing pads 176 and 186, the second conductive layer 156b 
of the first routing lines 156, the second conductive layer of 
the second routing lines 166 and the first bridges 152b are 
formed on the substrate 111 provided with the first conduc-

60 tive layer 156a and the pad electrodes 172 and 182. 

or 182 so as to cover the pad electrode 172 or 182. The pad 
connection electrodes 17 4 and 184 of the touch driving pads 55 

170 and the touch sensing pads 180 are conductively con­
nected to first and second routing pads 176 and 186 exposed 
through first pad contact holes 160 formed through the first 
inorganic encapsulation layer 142 and second pad contact 
holes 162 formed through the organic encapsulation layer 
144 and the second inorganic encapsulation layer 146. The 
pad electrodes 172 and 182 of the touch driving pads 170 
and the touch sensing pads 180 are formed of a first 
conductive layer, and the pad connection electrodes 17 4 and 
184 are formed of a fourth conductive layer having a 
monolayer or multilayer structure using metals having high 
corrosion resistance and acid resistance, such as Al, Ti, Cu 

In more detail, a second conductive layer is deposited on 
the entire surface of the substrate 111 provided with the first 
conductive layer 156a and the pad electrodes 172 and 182, 
and the second conductive layer is then patterned through a 

65 photolithography process and an etching process, thereby 
forming the first and second routing pads 176 and 186, the 
second conductive layer 156b of the first routing lines 156, 
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the second conductive layer of the second routing lines 166 
and the first bridges 152b. Here, the second conductive layer 
156b and the first bridge 152b are formed of an ITO, IZO, 
IGZO or ZnO-based transparent conductive oxide. 

Thereafter, with reference to FIG. SC, the first inorganic 
encapsulation layer 142 having touch contact holes 150, first 
and second routing contact holes 158 and 168 and first pad 
contact holes 160 is formed on the substrate 111 provided 
with the second conductive layer 156b and the first bridges 
152b. 

In more detail, an inorganic insulating material is depos­
ited on the substrate 111 provided with the second conduc­
tive layer 156b and the first bridges 152b through a depo­
sition process using a metal mask so as to expose pad 
electrodes 172 and 182, thereby forming the first inorganic 
encapsulation layer 142. Thereafter, the first inorganic 
encapsulation layer 142 is patterned through a photolithog­
raphy process and an etching process, thereby forming the 
touch contact holes 150, the routing contact holes 158 and 
168 and the first pad contact holes 160. The touch contact 
holes 150 are formed through the first inorganic encapsula­
tion layer 142 and thus expose the first bridges 152b, the first 
and second routing contact holes 158 and 168 are formed 
through the first inorganic encapsulation layer 142 and thus 
expose the first and second routing lines 156 and 166, and 
the first pad contact holes 160 are formed through the first 
inorganic encapsulation layer 142 and thus expose the first 
and second routing pads 176 and 186. 

Thereafter, with reference to FIG. SD, the first and second 
touch electrodes 152e and 154e and the second bridges 154b 
are formed on the substrate 111 provided with the first 
inorganic encapsulation layer 142. 

14 
pad contact holes 162, and the fourth conductive layer is 
then patterned through a photolithography process and an 
etching process, thereby forming the pad connection elec­
trodes 17 4 and 184 of the touch sensing pads 170 and the 

5 touch driving pads 180. The pad connection electrodes 174 
and 184 are directly connected to the pad electrodes 172 and 
182, and are connected to the routing pads 176 and 186 
through the first and second pad contact holes 160 and 162. 

Although the above-described embodiments of the pres-
10 ent invention exemplarily describe that the routing lines 156 

and 166 and the pad electrodes 172 and 182 are conductively 
connected through the routing pads 176 and 186 and the pad 
connection electrodes 174 and 184, pad electrodes 172 can 
extend from the routing lines 156, as exemplarily shown in 

15 FIG. 9, and thus the routing lines 156 and the pad electrodes 
172 can be conductively connected directly to each other 
without routing pads 176 and 186 and pad connection 
electrodes 174 and 184. In this instance, the routing lines 
156 are disposed on the side and upper surfaces of any one 

20 of remaining encapsulation layers except for an encapsula­
tion layer located at the uppermost position of an encapsu­
lation unit 140. For example, as exemplarily shown in FIG. 
9, the routing lines 156 are disposed on the side and upper 
surfaces of the organic encapsulation layer 144 located 

25 under the second inorganic encapsulation layer 146 located 
at the uppermost position of the encapsulation unit 140. 
Thereby, if moisture penetrates through the routing lines 156 
and the pad electrodes 172, the first inorganic encapsulation 
layer 142 and the organic encapsulation layer 144 can block 

30 moisture. 

In more detail, a third conductive layer is deposited on the 
entire surface of the substrate 111 provided with the first 
inorganic encapsulation layer 142, and the third conductive 35 

layer is then patterned through a photolithography process 
and an etching process, thereby forming the first and second 
touch electrodes 152e and 154e and the second bridges 
154b. Here, the first touch electrodes 152e are conductively 
connected to the first bridges 152b exposed through the 40 

touch contact holes 150. 

Further, the touch sensing lines 154 and the touch driving 
lines 152 in accordance with the above-described embodi­
ments of the present invention are protected by a protective 
film 190, as exemplarily shown in FIG. 10. As the protective 
film 190, a circularly polarizing plate can be used or a 
separate film formed of epoxy or acryl can be used. 

Moreover, although the present invention exemplarily 
illustrates that the bridges 152b and the first touch electrodes 
152e of the touch driving lines 152 are disposed on different 
planes and are then connected through the touch contact 
holes 150, the bridges 154b and the second touch electrodes 

Thereafter, with reference to FIG. SE, the organic encap­
sulation layer 144 and the second inorganic encapsulation 
layer 146 having second pad contact holes 162 is formed on 
the substrate 111 provided with the first and second touch 45 

electrodes 152e and 154e and the second bridges 154b. 
In more detail, an organic insulating material and an 

inorganic insulating material are sequentially deposited on 

154e of the touch sensing lines 154 can be disposed on 
different planes and be then connected through touch contact 
holes. 

As apparent from the above description, in an organic 
light emitting display having touch sensors in accordance 
with the present invention, touch driving lines and touch 
sensing lines are disposed so as to intersect each other with 
at least one of a first inorganic encapsulation layer, a second 
inorganic encapsulation layer and an organic encapsulation 
layer of an encapsulation unit, interposed therebetween. 
Therefore, the organic light emitting display in accordance 
with the present invention does not require a touch insulat­
ing layer, which is disposed between touch driving lines and 
touch sensing lines of a related art organic light emitting 
display, and may thus achieve structure simplification, 
weight reduction and slimming. Further, the organic light 
emitting display in accordance with the present invention 
can assure flexibility and enhance transmittance. Moreover, 

the substrate 111 provided with the first and second touch 
electrodes 152e and 154e and the second bridges 154b 50 

through a deposition process using a metal mask, thereby 
forming the organic encapsulation layer 144 and the second 
inorganic encapsulation layer 146. Thereafter, the organic 
encapsulation layer 144 and the second inorganic encapsu­
lation layer 146 are patterned through a photolithography 55 

process and an etching process, thereby forming the second 
pad contact holes 162. The second pad contact holes 162 are 
formed through the organic encapsulation layer 144 and the 
second inorganic encapsulation layer 146, thus being con­
nected to the first pad contact holes 160 vertically. 60 the organic light emitting display in accordance with the 

present invention disposes touch electrodes in the encapsu­
lation unit and does not require a separate attachment 
process, thereby simplifying the overall process and reduc-

Thereafter, with reference to FIG. SF, pad connection 
electrodes 17 4 and 184 are formed on the substrate 111 
provided with the second inorganic encapsulation layer 146 
having the second pad contact holes 162. 

In more detail, a fourth conductive layer is deposited on 65 

the entire surface of the substrate 111 provided with the 
second inorganic encapsulation layer 146 having the second 

ing manufacturing costs. 
It will be apparent to those skilled in the art that various 

modifications and variations can be made in the present 
invention without departing from the spirit or scope of the 
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inventions. Thus, it is intended that the present invention 
covers the modifications and variations of this invention 
provided they come within the scope of the appended claims 
and their equivalents. 

What is claimed is: 
1. An organic light emitting display comprising: 
light emitting elements disposed on a substrate; 
an encapsulation unit disposed on the light emitting 

elements; 
touch sensors disposed on the encapsulation unit, the 

touch sensors including: 
a plurality of first touch electrodes and a plurality of 

second touch electrodes, first bridges configured to 
connect the first touch electrodes, and second bridges 
configured to connect the second touch electrodes· 

first conductive lines connected to the touch sensors: ' 
second conductive lines connected to the first conductive 

lines; 
at least one insulating film formed of at least one of an 

inorganic film or an organic film and disposed between 
the first and second conductive lines; and 

a bank configured to expose anodes of the light emitting 
elements, 

wherein at least one of the first bridges or the second 
bridges overlaps the bank. 

2. The organic light emitting display according to claim 1, 
wherein at least parts of the first and second conductive lines 
overlap each other in an edge area of the substrate. 

3. T~e organic light emitting display according to claim 1, 
wherem the first and second conductive lines overlap each 
other on the encapsulation unit. 

4. T~e organic light emitting display according to claim 1, 
wherem the first and second conductive lines are connected 
through contact holes formed through the at least one 
insulating film. 

5. The organic light emitting display according to claim 1, 
further comprising touch pads connected to the second 
conductive lines and disposed on the substrate having the 
light emitting elements disposed thereon. 

6. The organic light emitting display according to claim 1, 
wherein one of the first and the second bridges is disposed 
on a same plane as one of the first and second conductive 
lines. 

16 
the encapsulation unit comprises at least one inorganic 

encapsulation layer and at least one organic encapsu­
lation layer; and 

the at least one insulating film is one of the at least one 
inorganic encapsulation layer and the at least one 
organic encapsulation layer. 

10. The organic light emitting display according to claim 
9, wherein the second conductive lines are disposed on an 
uppermost one of the at least one inorganic encapsulation 

10 
layer. 

11. The organic light emitting display according to claim 
10, wherein the first conductive lines are disposed on the at 
least one organic encapsulation layer. 

12. The organic light emitting display according to claim 
11, wherein the first conductive lines are connected to the 

15 second conductive lines through contact holes formed 
through the uppermost one of the at least one inorganic 
encapsulation layer. 

13. The organic light emitting display according to claim 
10, wherein the first conductive lines are disposed on one of 

20 the at least one inorganic encapsulation layer, disposed 
under the at least one organic encapsulation layer. 

14. The organic light emitting display according to claim 
13, wherein the first conductive lines are connected to the 
second conductive lines through contact holes formed 

25 through the uppermost one of the at least one inorganic 
encapsulation layer and through the at least one organic 
encapsulation layer. 

15. The organic light emitting display according to claim 
10, further comprising an interlayer inorganic layer disposed 

30 on cathodes of the light emitting elements, 
wherein the first conductive lines are disposed on the 

interlayer inorganic layer. 
16. The organic light emitting display according to claim 

15, wherein the first conductive lines are connected to the 
35 second conductive lines through contact holes formed 

through the at least one inorganic encapsulation layer and 
the at least one organic encapsulation layer. 

17. The organic light emitting display according to claim 
1, wherein the second conductive lines are disposed along a 

40 side surface of the encapsulation unit. 
18. The organic light emitting display according to claim 

9, wherein the second conductive lines contact an uppermost 
one of the at least one inorganic encapsulation layer. 

19. An organic light emitting display comprising: 

7. The organic light emitting display according to claim 1, 45 

wherein at least one of the first bridges, the second bridges, 

light emitting elements disposed on a substrate; 
an encapsulation unit disposed on the light emitting 

elements; the first touch electrodes, the second touch electrodes the 
first conductive lines or the second conductive lin~s is 
formed in a multilayer structure comprising Al Ti Cu Mo 
ITO or MO. ' ' ' ' 50 

8. The organic light emitting display according to claim 1 
wherein at least one of the first bridges, the second bridges: 
the first touch electrodes, the second touch electrodes the 
first conductive lines or the second conductive lin~s is 
formed of Ti/Al/Ti or Mo/Al/Mo. 

9. T~e organic light emitting display according to claim 1, 
wherem: 

55 

touch sensors disposed on the encapsulation unit; 
first conductive lines connected to the touch sensors· 
second conductive lines connected to the first conduc~ive 

lines; and 
at least one insulating film formed of at least one of an 

inorganic film or an organic film and disposed between 
the first and second conductive lines, 

wherein the second conductive lines are disposed along a 
side surface of the encapsulation unit. 

* * * * * 




