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EXHIBIT 1 – U.S. Patent No. 7,676,194 

Plaintiff asserts that at least the following “Accused Hotspot Instrumentalities” infringe the Asserted Claims of U.S. 7,676,194:  

i) Smartphones: 
Galaxy S20 (SM-G980, SM-G981); Galaxy S20+ (SM-G985, SM-G986); Galaxy S20 Ultra (SM-G988); Galaxy S20 
FE (SM-G780, SM-G781); Galaxy S21 (SM-G991); Galaxy S21+ (SM-G996); Galaxy S21 Ultra (SM-G998); Galaxy 
S21 FE (SM-G990); Galaxy S22 (SM-S901); Galaxy S22+ (SM-S906); Galaxy S22 Ultra (SM-S908); Galaxy S23 
(SM-S911); Galaxy S23+ (SM-S916); Galaxy S23 Ultra (SM-S918); Galaxy S23 FE (SM-S711); Galaxy S24 (SM-
S921); Galaxy S24+ (SM-S926); Galaxy S24 Ultra (SM-S928); Galaxy S24 FE (SM-S821); Galaxy S25 (SM-S931); 
Galaxy S25+ (SM-S936); Galaxy S25 Ultra (SM-S938); Galaxy S25 Edge (SM-S935); Galaxy Z Flip 3 (SM-F711); 
Galaxy Z Flip 4 (SM-F721); Galaxy Z Flip 5 (SM-F731); Galaxy Z Flip 6 (SM-F741); Galaxy Z Fold 2 (SM-F916); 
Galaxy Z Fold 3 (SM-F926); Galaxy Z Fold 4 (SM-F936); Galaxy Z Fold 5 (SM-F946); Galaxy Z Fold 6 (SM-F956); 
Galaxy Note 20 (SM-N981); Galaxy Note 20 Ultra (SM-N986); Galaxy A32 5G (SM-A326); Galaxy A42 5G (SM-
A426); Galaxy A12 (SM-A125); Galaxy A02s (SM-A025); Galaxy A54 5G (SM-A546); Galaxy A25 5G (SM-A256); 
Galaxy A26 5G (SM-A266); Galaxy A36 5G (SM-A366); Galaxy A16 5G (SM-A166); Galaxy A16 (SM-A165) 

ii) Tablets:  
Galaxy Tab S6 (SM‑T860, SM‑T865, SM‑T866N); Galaxy Tab S6 5G (SM‑T866N); Galaxy Tab S7 (SM‑T870, 
SM‑T875, SM‑T878U); Galaxy Tab S7+ (SM‑T970, SM‑T976); Galaxy Tab S7 FE (SM‑T730, SM‑T736B); Galaxy 
Tab S8 (SM‑X700, SM‑X706); Galaxy Tab S8+ (SM‑X800, SM‑X806); Galaxy Tab S8 Ultra (SM‑X900, SM‑X906); 
Galaxy Tab S9 (SM‑X710, SM‑X716); Galaxy Tab S9+ (SM‑X810, SM‑X816); Galaxy Tab S9 Ultra (SM‑X910, 
SM‑X916); Galaxy Tab S10 FE (SM‑X520, SM‑X526); Galaxy Tab S10 FE+ (SM‑X620); Galaxy Tab S10+ 
(SM‑X826); Galaxy Tab S10 Ultra (SM-X920); Active4 Pro (SM‑T636); Active5 (SM‑X591B); Active5 Tactical 
Edition (SM‑X591B); Active5 Pro (SM‑X596) 

iii) Personal Computers/ Laptops:  
Galaxy Book S (SM‑W767); Galaxy Book Go 5G (SM‑X100); Galaxy Book Flex 2 Alpha (SM‑X420); Galaxy Book 
Pro (SM‑X50x); Galaxy Book Pro 360 (SM‑X360); Galaxy Book2 360 (SM‑X20x); Galaxy Book2 Pro (SM‑X30x); 
Galaxy Book2 Pro 360 (SM‑X360); Galaxy Book2 Pro 360 5G (SM‑X366); Galaxy Book3 360 (SM‑X40x); Galaxy 
Book3 Pro (SM‑X50x); Galaxy Book3 Pro 360 (SM‑X60x); Galaxy Book3 Pro 360 5G (SM‑X66x); Galaxy Book4 
(SM‑X70x); Galaxy Book4 Ultra (SM‑X7Ux); Galaxy Book4 Pro (SM‑X7Px); Galaxy Book4 Pro 360 (SM‑X7Mx); 
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Galaxy Book4 Edge (SM‑X8Ex); Galaxy Book5 360 (SM‑X90x); Galaxy Book5 Pro (SM‑X91x); Galaxy Book5 Pro 
360 (SM‑X93x); Galaxy Book5 Pro 360 5G (SM‑X936) 

iv) Hospitality TVs: 
Crystal UHD Smart Hospitality TV (HGxxHBU800); Smart Hospitality TV (HGxxHQ60A); 4K Hospitality TV 
(HGxxCU708); Crystal UHD Smart Hospitality TV (HGxxHAU800); 690 Series Hospitality TV (HGxxNx690); 890 
Series Hospitality TV (HGxxNx890)  

v) Smart Hubs: 
SmartThings Hub (STH-ETH-250); Connect Home Pro (ET-WV530); Connect Home (ET-WV520); SmartThings Wi-
Fi (ET-WV525KWEGUS); SmartThings Hub (2018) (GP-U999SJVLGDA); SmartThings Hub (GP-U999SJVLGDB) 

Claim 1  Accused Hotspot Instrumentalities1 

[1PRE] A broadband wireless repeater, 
comprising: 

The Accused Hotspot Instrumentalities can serve as a broadband wireless repeater 
when in a mode to operate as a mobile hotspot. So configured, the Accused Hotspot 
Instrumentalities connect one or more mobile devices via a Wi-Fi network to the 
Internet or via a cellular network to the Internet. 
For example, Samsung’s website explains how to use a mobile hotspot on a Galaxy 
phone or tablet. 

 
See https://www.samsung.com/us/support/answer/ANS00079036/ 

 
1 Unless indicated otherwise, the evidence cited in this table is representative of the operation of the Accused Hotspot Instrumentalities 
and upon information and belief, the Accused Hotspot Instrumentalities function in a substantially similar manner for purposes of this 
chart. 
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[1A] at least one receiver for receiving 
electronic signals at least some of which 
are sent by one or more ultrawideband2 
wireless devices in a network, and 
 
 

The Accused Hotspot Instrumentalities include a receiver for receiving electronic 
signals at least some of which are sent by one or more ultrawideband wireless devices 
in a network. 
The receiver and/or transceiver is shown by the Wi-Fi module (e.g., Wi-Fi/Bluetooth 
combo chip) and/or cellular module (e.g., 4G-LTE tuner/transceiver, 5G 
tuner/transceiver) of the Accused Hotspot Instrumentalities. The Wi-Fi/Bluetooth 
combo chip (e.g., Qualcomm WCN6855 and WCN7851-101) includes a receiver or 
transceiver for signal or data reception from the connected device. See 
https://devicehd.com/smartphones/en/product/64328d1550d90c8ad32d8f6b/; 
https://devicehd.com/smartphones/en/product/64295291e5917e62545296b9/ 
See the figure below showing the Qualcomm WCN6855 coupled to an application 
processor and antenna.   

 
 

2 “Ultrawideband” is defined in the ’194 Patent specifically as “any type of electromagnetic signal that have an instantaneous or 
overall occupied bandwidth of 100 MHz or more and that are used to communicate or to position-locate between two or more 
devices.”  ’194 Patent at col. 3:57-60. 
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https://docs.qualcomm.com/bundle/publicresource/topics/80-WL542-10/overview.html 
The cellular module (e.g., Exynos RF 5500) also comprises a receiver or transceiver 
for receiving signals via a cellular network.    
https://semiconductor.samsung.com/news-events/tech-blog/exynos-rf-5500-and-
exynos-sm-5800-chips-making-5g-wireless-communication-possible/In one example, 
the image below shows a circuit board from the Galaxy S20 Ultra, identifying a Murata 
KM9D19075 Wi-Fi module, in the orange rectangle, which comprises “at least one 
receiver or transceiver for signal or data reception from one or more devices.”  See 
www.ifixit.com/Teardown/Samsung+Galaxy+S20+Ultra+Teardown/131607?srsltid=A
fmBOorbKmG1FgZYkgqQsKc3mMYaHd6vA_c9nDDoDhWlkT_IkjlHRT-t 

 
As another example, below is an image of a Galaxy S22 Ultra circuit board a 
Broadcom Wi-Fi 6/6E chip, which comprises “at least one receiver or transceiver for 
signal or data reception from one or more devices.”  See 
www.techinsights.com/blog/samsung-galaxy-s22-ultra-teardown 
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In another example, the image below shows a main circuit board from the Galaxy 
S10+, comprising a MediaTek 5G RF transceiver. 
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Samsung Ex. 1014, Page 7 of 39



Ex. 1 – CLAIM CHART FOR U.S. PATENT 7,676,194 
 

Ex. 1, p. 7 

See https://electronics360.globalspec.com/article/22285/techinsights-teardown-
samsung-galaxy-tab-s10 
In another example, the Accused Hotspot Device comprises a Wi-Fi module 
configured to transmit and receive wireless signals, to perform the functionality of a 
SoftAP. Samsung’s website describes the specification of the HQ60A series hospitality 
TVs as including a software access point (SoftAP). The SoftAP feature allows the 
Hospitality TV to deploy a hotspot for the hotel guests to connect to the internet.  
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See https://www.samsung.com/ca/business/commercial-tvs/hotel-tv/hq60a-4k-qled-
hg65q60aanfxza/ 
As shown in the image below, Samsung’s website describes the specifications of the 
HQ60A Series Hospitality TV as supporting the Wi-Fi 5 generation (i.e., IEEE 
802.11ac). According to IEEE 802.11ac, the Accused Hotspot Device supports a 
channel width of up to 160 MHz and data transmission speeds of up to 6.93 Gbps.   

 
See id.  
In another example, the Accused Hotspot Instrumentalities (e.g., Connect Home Pro) 
can connect a user mobile device to other smart devices through a Wi-Fi network (at 
least Wi-Fi 4 for speeds up to 600 Mbps). This allows a transceiver within the Accused 
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Hotspot Instrumentalities to send and receive wireless data over a Wi-Fi network. (See 
images below) 

 
See https://content.syndigo.com/asset/17adf894-afac-49a6-9e43-
acc47d706188/original.pdf 

 
See 
https://download.led.samsung.com/led/file/resource/2020/06/Smart_Lighting_Solution
_0602.pdf 
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An integrated circuit package (e.g., 5G system-on-a-chip) may comprise a plurality of 
functionalities within a single IC package such as signal encoding/decoding by a 
modem, frequency tuning by a front-end module, and/or transmitter/receiver by a 
transceiver. The IC is in communication with one or more antennas or an antenna array 
to wirelessly transmit and receive wireless data over a Wi-Fi network or cellular 
network. 
See claim elements [1B] and [1C] below. 

[1B] at least one transmitter for 
transmitting received, modified, or stored 
electronic signals or data, wherein said at 
least one receiver and at least one 
transmitter may be separate components 
or be combined as a transceiver, and 
wherein said at least one receiver and at 
least one transmitter may be dedicated 
receive only and transmit only or may 
function alternatively as a receiver and as 
a transmitter; and 

The Accused Hotspot Instrumentalities include a transmitter or transceiver for 
transmitting received, modified, or stored electronic signals or data. 
The transmitter and/or transceiver is provided by the Wi-Fi module (e.g., Wi-
Fi/Bluetooth combo chip) and/or cellular module (e.g., 4G-LTE tuner/transceiver, 5G 
tuner/transceiver) of the Accused Hotspot Instrumentalities. The Wi-Fi/Bluetooth 
combo chip (e.g., Qualcomm WCN6855 and WCN7851-101) comprises a receiver or 
transceiver for signal or data transmission to the connected device. See 
https://devicehd.com/smartphones/en/product/64328d1550d90c8ad32d8f6b/; 
https://devicehd.com/smartphones/en/product/64295291e5917e62545296b9/  
See the figure below showing the Qualcomm WCN6855 coupled to an application 
processor and antenna.   
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https://docs.qualcomm.com/bundle/publicresource/topics/80-WL542-10/overview.html 
The cellular module (e.g., Exynos RF 5500) also comprises a transmitter or transceiver 
for transmitting signals via a cellular network. See 
https://semiconductor.samsung.com/news-events/tech-blog/exynos-rf-5500-and-
exynos-sm-5800-chips-making-5g-wireless-communication-possible/ 
See claim elements [1A] above and [1C] below. 

[1C] a controller, which is either pre-
programmed or programmable with 
network information which at least 
identifies said one or more ultrawideband 
wireless devices,  

The Accused Hotspot Instrumentalities comprise a controller (e.g., processor) 
configured to identify an ultrawideband wireless device. The ultrawideband wireless 
devices are configurable for operation in a Wi-Fi network (e.g., Wi-Fi 5/802.11ac, Wi-
Fi 6/802.11ax, or Wi-Fi 6E/ 802.11ax networks) and/or a cellular network (e.g., 4G 
LTE or 5G). 
For example, the Galaxy S20 Ultra comprises, among other things, a Qualcomm 
Snapdragon 865 processor in communication with a STMicroelectronics 
STM32G071EB 32-bit ARM microcontroller and a Qualcomm SDX55M 5G modem.  
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www.ifixit.com/Teardown/Samsung+Galaxy+S20+Ultra+Teardown/131607?srsltid=A
fmBOorbKmG1FgZYkgqQsKc3mMYaHd6vA_c9nDDoDhWlkT_IkjlHRT-t 
In another example, the Galaxy S22 Ultra comprises, among other things, a Qualcomm 
Snapdragon 8 Gen 1 in communication with a Samsung RF Transceiver S5520, a 
Broadcom Front-End Module AFEM-9140, a Skyworks Front-End Module 
SKY58083-11, a Broadcom Wi-Fi 6/6E&BT 5.0 SoC BCM4389, and a Qorvo Front-
End Module QM77098. www.techinsights.com/blog/samsung-galaxy-s22-ultra-
teardown 
The controller of the Accused Hotspot Instrumentalities communicates with and 
interfaces with the transmitters/receivers/transceivers to identify and communicate with 
connected devices through Wi-Fi protocols, such as Wi-Fi 5/6/6E. The controller uses 
the IP and/or MAC addresses to identify connected devices. See e.g., 
www.techtarget.com/searchnetworking/answer/What-is-the-difference-between-an-IP-
address-and-a-physical-address/.  
The controller of the Accused Hotspot Instrumentalities also utilizes WPA2 and/or 
WPA3 protocols to allow for secure broadcasting of a Wi-Fi hotspot, which employs a 
handshake sequence that requires identification via network information of devices 
requesting to join the mobile hotspot. 
See https://insights.samsung.com/2022/12/16/how-to-turn-your-galaxy-smartphone-
into-a-hotspot-3/; and https://en.wikipedia.org/wiki/Wi-Fi_Protected_Access 
The image below shows a network configuration menu for the Samsung TV operating 
system, Tizen, which is executed by a controller of a Hospitality TVs. The operating 
system is programable through a network API, and causes the controller to configure 
the TVs network settings to identify wireless devices.   
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See https://developer.samsung.com/smarttv/develop/api-references/samsung-product-
api-references/network-api.html 
In another example, a controller (e.g., Exynos i T200) in communication with a 
transceiver of the Accused Hotspot Instrumentalities (e.g., smart hub) is configured or 
configurable to identify an ultrawideband in a wireless local area network (WLAN) 
and wide area network (WAN).  
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https://news.samsung.com/global/samsung-begins-mass-production-of-first-exynos-
branded-iot-solution-the-exynos-i-t200; 
https://www.samsung.com/ca/smartthings/hub/smartthings-wi-fi-et-wv525bwegca/ 
 

[1D] which controls the screening of data 
received by said at least one receiver, and 
either passes, ignores, rejects, redirects, 
modifies, or kills received data  

The controller in the Accused Hotspot Instrumentalities controls the screening of data 
received by said at least one receiver, and either passes, ignores, rejects, redirects, 
modifies, or kills received data. 
The received wireless communications can be passed, screened, filtered, or ignored 
based on MAC Address filtering, IP address filtering, DNS address filtering, port 
filtering, and/or quality of service (QoS). In network connection, the controller in the 
Accused Hotspot Instrumentalities use, for example, the IP and/or MAC address of the 
connected ultrawideband wireless device, to screen out transmissions to/from other 
devices.  
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In one example, the Accused Hotspot Instrumentalities show the mobile user devices 
connected to the Wi-Fi network provided by the mobile hotspot. The user can select a 
connected device for a list of connected device and block the device from the network. 
The controller can configure network settings (e.g., blacklist, firewall settings) of the 
Accused Hotspot Instrumentalities to filter out wireless data transmissions (e.g., signals 
or data communication) based on blocked (blacklisted) MAC addresses or source IP 
addresses. This can prevent a previously connected device from establishing a 
connection to the mobile hotspots, based on a blacklisted MAC address of the device. 

 
See https://www.att.com/device-
support/article/wireless/KM1472824/Samsung/SamsungSMA037U; and 
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devices.vodafone.com.au/samsung/galaxy-s21-5g-android-11-0/connectivity/use-your-
phone-as-wi-fi-hotspot/ 
The Accused Hotspot Instrumentalities utilize WPA2 and/or WPA3 security protocols, 
which employ a handshake verification process that screens unwanted data from 
unauthorized devices attempting to join a WiFi mobile hotspot. See e.g., 
insights.samsung.com/2022/12/16/how-to-turn-your-galaxy-smartphone-into-a-
hotspot-3/; en.wikipedia.org/wiki/Wi-Fi_Protected_Access 
 
In another example, the Samsung developer documentation, for the Tizen Operating 
system, states “[t]he SoftAP module allows a device to act as a Soft Access Point 
(SoftAP), enabling other devices to connect to the network it creates. Applications can 
use this module to configure and monitor the SoftAP’s status, manage network 
connectivity, and adjust security settings. It is primarily used in IoT environments to 
easily set up and maintain network access points.” 
See 
https://docs.tizen.org/application/native/api/common/latest/group__CAPI__NETWOR
K__SOFTAP__MODULE.html 
 
In another example, The Accused Hotspot Instrumentalities employ network security 
settings to ignore certain network communications. The document below shows 
hardware and firmware configuration of Accused Hotspot Instrumentalities, designed 
to protect wireless data communications.  
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See 
https://download.led.samsung.com/led/file/resource/2020/06/Smart_Lighting_Solution
_0602.pdf 

[1E] said controller providing such data 
screening in order to differentiate between 
desired and undesired data for network 
security, network management, or 
interference mitigation purposes for said 
network,  
 

The controller of the Accused Hotspot Instrumentalities provides such data screening 
in order to differentiate between desired and undesired data for network security, 
network management, or interference mitigation purposes for said network,  
In one example, the Accused Hotspot Instrumentalities are configured with a 5G 
modem (e.g., Qualcomm x75) to filter or ignore noise sources through signal 
processing. For example, the Accused Hotspot Instrumentalities can filter waveforms 
in the frequency domain with OFDM to filter out signals in the same frequency 
domain.  

 
See https://www.qualcomm.com/content/dam/qcomm-martech/dm-
assets/documents/draft_whitepaper_-
_leading_the_technology_inventions_for_a_unified_more_capable_air_interface_v.1.0
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.pdf;  https://docs.qualcomm.com/bundle/publicresource/87-27161-
1_REV_C_Snapdragon_X75_5G_Modem-RF_System_Product_Brief.pdf 
 
In another example, the controller of the Accused Hotspot Instrumentalities uses the ID 
of the connected ultrawideband device, e.g., its MAC and/or IP address, to screen out 
communications to or from the connected ultrawideband device for network security. 
The Accused Hotspot Devices utilize, for example, the WPA2 or WPA3 protocols, 
which are network security protocols that screen undesired data to ensure network 
security and provides network management via preventing undesired connections from 
other devices. 
The Samsung developer documentation, for the Tizen Operating system, states “[t]he 
SoftAP module allows a device to act as a Soft Access Point (SoftAP), enabling other 
devices to connect to the network it creates. Applications can use this module to 
configure and monitor the SoftAP’s status, manage network connectivity, and adjust 
security settings. It is primarily used in IoT environments to easily set up and maintain 
network access points.” See 
https://docs.tizen.org/application/native/api/common/latest/group__CAPI__NETWOR
K__SOFTAP__MODULE.html 
 
See claim elements [1D]-[1F]. 

[1F] said controller controlling reception 
of electronic signals or data by said at 
least one receiver from said one or more 
ultrawideband wireless devices and 
transmission by said at least one 
transmitter to said one or more 
ultrawideband wireless devices,  

The controller of the Accused Hotspot Instrumentalities controls the reception of 
electronic signals or data by said at least one receiver from said one or more 
ultrawideband wireless devices and the transmission by said at least one transmitter to 
said one or more ultrawideband wireless devices. 
For example, the controller of the Accused Hotspot Instrumentalities uses the ID of the 
connected ultrawideband device, e.g., its MAC and/or IP address, to control reception 
of signals or data from the connected ultrawideband device and transmission of signals 
to the connected ultrawideband device. 
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In another example, the Accused Hotspot Instrumentalities utilize, for example, the 
WPA2 or WPA3 protocols, which are network security protocols that screen undesired 
data to ensure network security and provides network management via preventing 
undesired connections from other devices. 
 
See claim elements [1D]-[1F]. 

[1G] said controller further providing for 
the collecting, reporting, or storing of 
network usage, network statistics, or 
network information for said network. 

The controller of the Accused Hotspot Instrumentalities is configured for the 
collecting, reporting, or storing of network usage, network statistics, or network 
information for said network. 
For Example, the controller of the Accused Hotspot Instrumentalities, among other 
things, collects and stores the IDs of the connected ultrawideband wireless device, 
which is an example of “network information for said network.” The Accused Hotspot 
Instrumentalities show the devices connected to the Wi-Fi network provided by the 
mobile hotspot. See e.g., devices.vodafone.com.au/samsung/galaxy-s21-5g-android-11-
0/connectivity/use-your-phone-as-wi-fi-hotspot/ 

Samsung Ex. 1014, Page 20 of 39



Ex. 1 – CLAIM CHART FOR U.S. PATENT 7,676,194 
 

Ex. 1, p. 20 

 
The Accused Hotspot Instrumentalities also track data usage for each connected 
device, when acting as a mobile hotspot. See gadgetmates.com/check-how-much-
hotspot-bandwidth-you-have-left-on-android 
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See https://4041669.fs1.hubspotusercontent-
na1.net/hubfs/4041669/00_BlueStar%20Microsite%20Files/Samsung/PDF/HQ60A_S
ERIES.pdf 
In another example, the Accused Hotspot instrumentalities collect data analytics for the 
connected devices. See image below.  

Samsung Ex. 1014, Page 22 of 39



Ex. 1 – CLAIM CHART FOR U.S. PATENT 7,676,194 
 

Ex. 1, p. 22 

 
See https://image-
us.samsung.com/SamsungUS/samsungbusiness/tvs/hospitality/luxury/hq60a-series-
43/HTV_HQ60A_SERIES.pdf 
See claim elements [1D]-[1F]. 

Claim 4 Accused Hotspot Instrumentalities 

[4] The broadband repeater of claim 1 
further comprising a buffer memory for 
storing received or to be transmitted 
electronic signals for processing by said 
controller. 

The controller of the Accused Hotspot Instrumentalities include a buffer memory for 
storing received or to be transmitted electronic signals for processing by said 
controller. 
For example, the 5G modem in the Accused Hotspot Instrumentalities comprises a 
multilayer buffer (e.g., channel state feedback or channel state information) to manage 
traffic throughput and control for jitter, latency, and packet loss in real-time wireless 
communications. 
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See https://docs.qualcomm.com/bundle/publicresource/87-27161-
1_REV_C_Snapdragon_X75_5G_Modem-RF_System_Product_Brief.pdf 

Claim 7 Accused Hotspot Instrumentalities 

[7] The broadband repeater of claim 1 
wherein said controller permits one or 
more network information to be modified 
and support of position location 
capabilities for use by a network. 

The controller of the Accused Hotspot Instrumentalities permits one or more network 
information to be modified and support of position location capabilities for use by a 
network.  
For example, the Accused Hotspot Device can share emergency location information 
for E911 services with a connected device through the mobile hotspot. Additionally, 
the connected device can access GNSS information from the Accused Hotspot Device 
through the mobile hotspot. 

 
See https://docs.qualcomm.com/bundle/publicresource/87-27161-
1_REV_C_Snapdragon_X75_5G_Modem-RF_System_Product_Brief.pdf 
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Claim 8 Accused Hotspot Instrumentalities 

[8] The broadband repeater of claim 1 
wherein said controller either or both 
a) uses adaptive or steerable antennas or 
MIMO technologies to control the 
direction or coverage zones or capacity or 
quality of transmissions or reception, and  
b) directs undesired user or intruder 
information to be passed to other 
components of a network from said at 
least one transmitter using either wireless 
or wired connectivity. 

The controller of the Accused Hotspot Instrumentalities employs at least a) adaptive or 
steerable antenna technologies or MIMO technology to control the direction or 
coverage zones or capacity or quality of transmissions or reception.  
The Accused Hotspot Instrumentalities include transmitters and receivers to support at 
least 2x2 MIMO. In Wi-Fi networks, IEEE 802.11n (i.e., Wi-Fi 4) introduced MIMO 
support for up to 4x4 MIMO, while both 802.11ac (i.e., Wi-Fi 5) and 802.11ax (i.e., 
Wi-Fi 6/6E) support up to 8x8 MIMO. In Cellular networks, 4G-LTE supports up to 
4x4 MIMO and 5G supports up to 64x64 MIMO.   
The Accused Hotspot Instrumentalities can employ adaptive antenna technology 
through at least beamforming, antenna selection, and/or spatial filtering. For example, 
the Accused Hotspot Instrumentalities can use multiple antennas in MIMO technology 
to direct wireless RF signals in a specific direction based on information from the 
controller, select an antenna of multiple antennas to send or receive signals based on 
signal strength, or use multiple antennas to filter or ignore interference.  
See https://docs.qualcomm.com/bundle/publicresource/87-27161-
1_REV_C_Snapdragon_X75_5G_Modem-RF_System_Product_Brief.pdf 
See e.g., https://r2.community.samsung.com/t5/Tech-Talk/What-is-4-4-MIMO-and-
Does-My-Smartphone-Need-It/td-p/4938055 
 
See claim element [1H] above and claim [9] below. 

Claim 9 Accused Hotspot Instrumentalities 

[9] The broadband repeater of claim 1 
where network provisioning information 
is passed to or pre-programmed with said 
controller, for purposes of network traffic 
provisioning,  

The controller of the Accused Hotspot Instrumentalities is configured for provisioning 
information to prioritize either or both reception of data and transmission of data to or 
from said repeater. 
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wherein said controller uses said 
provisioning information to prioritize 
either or both reception of data and 
transmission of data to or from said 
repeater. 

For example, the Accused Hotspot Instrumentalities can reduce latency and jitter with 
traffic shaping and application prioritization. The Accused Hotspot Instrumentalities 
can also limit the amount of data consumed by consumed by connected devices.  

 
See https://www.samsung.com/ph/support/mobile-devices/how-to-use-and-configure-
a-mobile-hotspot-on-your-galaxy-phone/ 
 
In another example, the Accused Hotspot Instrumentalities are configured or 
configurable to manage intelligent Wi-Fi settings that are used to configure the 
network connections such as prioritizing real-time data detecting suspicious networks, 
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or reducing battery consumption by analyzing Wi-Fi traffic patterns. See the image of 
an Accused Hotspot Instrumentality below.  

 
See https://deviceguides.vodafone.co.uk/samsung/galaxy-s23-ultra-android-
13/troubleshooting/connectivity/my-phone-uses-a-large-amount-of-mobile-data/196/ 
In another example, the Accused Hotspot Instrumentalities are configurable to 
prioritize traffic for the Accused Hotspot Instrumentalities (e.g., smartphone or tablet) 

Samsung Ex. 1014, Page 27 of 39



Ex. 1 – CLAIM CHART FOR U.S. PATENT 7,676,194 
 

Ex. 1, p. 27 

first, over communications for the wireless devices connected on the wireless hotspot 
(i.e., “prioritize real-time traffic” configuration option for the Mobile Hotspot). The 
prioritization may be based on application or traffic information.  

 
See https://www.youtube.com/watch?v=yO0biK2PgcY, and 
https://eu.community.samsung.com/t5/galaxy-z-fold-z-flip/how-do-i-stop-the-hotspot-
from-turning-off-automatically-on-z/td-p/10411303 
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Claim 12 Accused Hotspot Instrumentalities 

[12PRE] A broadband wireless repeater, 
comprising: 

See claim element [1PRE] above. 

[12A] at least one receiver for receiving 
electronic signals at least some of which 
are sent by one or more ultrawideband 
wireless devices in a network, and 

See claim elements [1A] and [1B] above. 

[12B] at least one transmitter for 
transmitting received, modified, or stored 
electronic signals or data, wherein said at 
least one receiver and at least one 
transmitter may be separate components 
or be combined as a transceiver, and 
wherein said at least one receiver and at 
least one transmitter may be dedicated 
receive only and transmit only or may 
function alternatively as a receiver and as 
a transmitter; and 

See claim elements [1A] and [1B] above. 

[12C] a controller which is either pre-
programmed or programmable with 
provisioning information which at least 
identifies said one or more ultrawideband 
wireless devices for purposes of network 
traffic provisioning, 

The controller of the Accused Hotspot Instrumentalities is pre-programmed or 
programmable with provisioning information which at least identifies said one or more 
ultrawideband wireless devices for purposes of network traffic provisioning. 
See claim element [1C] above and [12D] below. 

[12D] wherein said controller uses said 
provisioning information to prioritize 
either or both reception of data by said at 
least one receiver and transmission of data 

The controller of the Accused Hotspot Instrumentalities uses said provisioning 
information to prioritize either or both reception of data by said at least one receiver 
and transmission of data by said at least one transmitter to said one or more 
ultrawideband wireless devices. 
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by said at least one transmitter to said one 
or more ultrawideband wireless devices,  

For example, the Accused Hotspot Instrumentalities are configured or configurable to 
deploy a hotspot (i.e., wireless local area network) for one or more wireless devices. 
By establishing a wireless connection between the one or more wireless devices with 
the WLAN, the Accused Hotspot Instrumentalities perform network provisioning.  
Additionally, the Accused Hotspot Instrumentalities monitor the data throughput 
shared with the one or more wireless devices. 
In another example, the Accused Hotspot Instrumentalities are configured or 
configurable to manage intelligent Wi-Fi settings that are used to configure the 
network connections such as prioritizing real-time data detecting suspicious networks, 
or reducing battery consumption by analyzing Wi-Fi traffic patterns. See the image of 
an Accused Hotspot Instrumentality below.  
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See https://deviceguides.vodafone.co.uk/samsung/galaxy-s23-ultra-android-
13/troubleshooting/connectivity/my-phone-uses-a-large-amount-of-mobile-data/196/ 
In another example, the Samsung developer documentation of the Accused Hotspot 
Instrumentalities (e.g., Hospitality TVs), for the Tizen Operating system, states “[t]he 
SoftAP module allows a device to act as a Soft Access Point (SoftAP), enabling other 
devices to connect to the network it creates. Applications can use this module to 
configure and monitor the SoftAP’s status, manage network connectivity, and adjust 
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security settings. It is primarily used in IoT environments to easily set up and maintain 
network access points.”  See 
https://docs.tizen.org/application/native/api/common/latest/group__CAPI__NETWOR
K__SOFTAP__MODULE.html 
The SoftAP function is characterized in the industry as a software created wireless 
hotspot that can be deployed by a hospitality TV. See image below: 

 
See https://www.ggear.com.kh/information-display/55-smart-hotel-tv-ut660h-series/ 
In another example, the document below shows hardware and firmware configurations 
for Accused Hotspot Instrumentalities, designed to protect wireless data 
communications.  

 
See https://download.led.samsung.com/led/file/resource/2020/06/ 
Smart_Lighting_Solution_0602.pdf 

[12E] said controller controlling reception 
of electronic signals or data by said at 

See claim element [1F] above. 
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least one receiver and transmission of 
electronic signals or data by said at least 
one transmitter to said one or more 
ultrawideband wireless devices. 

Claim 13 Accused Hotspot Instrumentalities 

[13] The broadband repeater of claim 12 
wherein said provisioning information 
prioritizes by one or more of network 
user, type of data being received by said at 
least one receiver, type of data being 
transmitted by said at least one 
transmitter, and the particular type of 
application being used by one or more 
users of the network being transmitted by 
said at least one transmitter. 

The controller of the Accused Hotspot Instrumentalities uses provisioning information 
to prioritizes transmitted or received data by one or more of network user, type of data 
being received by said at least one receiver, type of data being transmitted by said at 
least one transmitter, and the particular type of application being used by one or more 
users of the network being transmitted by said at least one transmitter. 
For example, the Accused Hotspot Instrumentalities can reduce latency and jitter with 
traffic shaping and application prioritization. The Accused Hotspot Instrumentalities 
can also limit the amount of data consumed by consumed by connected devices.  
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See https://www.samsung.com/ph/support/mobile-devices/how-to-use-and-configure-
a-mobile-hotspot-on-your-galaxy-phone/ 
In another example, the Accused Hotspot Instrumentalities are configured or 
configurable to manage intelligent Wi-Fi settings that are used to configure the 
network connections such as prioritizing real-time data detecting suspicious networks, 
or reducing battery consumption by analyzing Wi-Fi traffic patterns. See the image of 
an Accused Hotspot Instrumentality below.  
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See https://deviceguides.vodafone.co.uk/samsung/galaxy-s23-ultra-android-
13/troubleshooting/connectivity/my-phone-uses-a-large-amount-of-mobile-data/196/ 
In another example, the Accused Hotspot Instrumentalities are configurable to 
prioritize traffic for the Accused Hotspot Instrumentalities (e.g., smartphone or tablet) 
first, over communications for the wireless devices connected on the wireless hotspot 
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(i.e., “prioritize real-time traffic” configuration option for the Mobile Hotspot). The 
prioritization may be based on application or traffic information.  

 
See https://www.youtube.com/watch?v=yO0biK2PgcY, and 
https://eu.community.samsung.com/t5/galaxy-z-fold-z-flip/how-do-i-stop-the-hotspot-
from-turning-off-automatically-on-z/td-p/10411303 
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Claim 14 Accused Hotspot Instrumentalities 

[14] The broadband repeater of claim 12 
further comprising a buffer memory for 
storing received or to be transmitted 
electronic signals or data for processing 
by said controller. 

See claim [4] above. 
 

Claim 17 Accused Hotspot Instrumentalities 

[17] The broadband repeater of claim 12 
wherein said controller permits one or 
more of provisioning information to be 
modified and support of position location 
capabilities for use by a network. 

See claim [7] above. 

Claim 20 Accused Hotspot Instrumentalities 

[20] The broadband repeater of claim 12 
wherein said controller either or both 
a) uses adaptive or steerable antennas or 
MIMO technologies to control the 
direction or coverage zones or capacity or 
quality of transmissions or reception, and 
b) directs undesired user or intruder 
information to be passed to other 
components of a network from said at 
least one transmitter using either wireless 
or wired connectivity. 

See claim [8] above. 
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Claim 22 Accused Hotspot Instrumentalities 

[22PRE] A broadband wireless repeater, 
comprising: 

See claim element [1PRE] above. 

[22A] at least one receiver for receiving 
electronic signals at least some of which 
are sent by one or more ultrawideband 
wireless devices in a network, and  

See claim elements [1A] and [1B] above. 

[22B] at least one transmitter for 
transmitting received, modified, or stored 
electronic signals or data, wherein said at 
least one receiver and at least one 
transmitter may be separate components 
or be combined as a transceiver, and 
wherein said at least one receiver and at 
least one transmitter may be dedicated 
receive only and transmit only or may 
function alternatively as a receiver and as 
a transmitter; and 

See claim elements [1A] and [1B] above. 

[22C] a controller which is either pre-
programmed or programmable to collect 
traffic information or security information 
related to received and transmitted data at 
least some of which is received from or 
sent to said one or more ultrawideband 
wireless devices in said network,  

See claim elements [1C] and [1G] above. 

[22D] said controller controlling reception 
of electronic signals or data by said at 

See claim element [1F] above. 
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least one receiver and transmission by 
said at least one transmitter. 

Claim 23 Accused Hotspot Instrumentalities 

[23] The broadband repeater of claim 22 
further comprising one or more of 
a means for exporting traffic information 
or security information to one or more 
computer processors or devices, and 
a means for adjusting one or more 
operations of said controller based on said 
traffic information or security 
information. 

See claims [9] and [13] above. 
The structure in the Accused Hotspot Instrumentalities that exports or transmits the 
traffic information or security information to one or more computer processors or 
devices is the transceiver.  
The structure in the Accused Hotspot Instrumentalities that adjusts the one or more 
operations of said controller based on said traffic information or security information is 
a hardware memory unit that stores instructions to adjust the operation of the 
controller.  
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