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(57) ABSTRACT

20 Claims, 4 Drawing Sheets

A wireless modem device is configured for connection over a
cellular carrier network to a second network. The device is
initially in a non-activated mode in which the wireless
modem device can only be connected to an authorization
server of a cellular carrier network and cannot communicate
outside the boundaries of an activation service for the wire-
less modem device. Activation is initiated by the cellular
carrier network on receipt of a request from the wireless
modem device to access a web resource address (URL) of the
second network. The handset is connected to the carrier
authorization server if the wireless modem device has not
been activated, and is provided with an activation page at the
authorization server. The authorization server activates the
wireless modem device for wireless connection to the second
network through the cellular carrier network.
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1

WIRELESS INTERNET ACTIVATION
SYSTEMAND METHOD

TECHNICAL FIELD

The present invention relates generally to wireless Internet
communications and, more particularly, to a system and
method for activating a handset or portable wireless device
for services.

BACKGROUND

Users of wireless handsets or handheld communication
devices such as mobile phones, personal digital assistants
(PDA), and handheld or portable personal computers while
traveling or away from home or the office often need Internet
access to look up information or to link to private networks.
Hotels, Internet cafes, and the like provide Internet wired or
wireless Internet connections for a one-time fee.

Recently, high speed cellular networks have been intro-
duced by various companies to allow a user who is away from
home or an office to connect to the Internet at any time,
anywhere within the cellular network, for a monthly fee.
Various handheld devices and portable laptop computers are
currently provided with the hardware and software already
embedded to provide high speed cellular network service for
Internet access. Existing devices can be set up for high speed
wireless data access using a high speed wireless access card
or PC modem card which can be purchased and installed by a
user on their device, for example using a card slot on the
device. One such wireless modem card is an Evolution-Data
Optimized (EVDO) Personal Computer (PC) Card, for
example the Kyocera KPC650 for use over a code division
multiple access (CDMA) EVDO network. EVDO PC cards
are activated for wireless network service from the associated
service provider after installation.

In order to activate a high speed wireless network service
card on a cellular network, it is currently necessary to provide
the user with a compact disk (CD) having an installer appli-
cation which guides the user through the activation process.
The process may be automatic, using over the air service
provisioning (OTASP), Internet over the air (IOTA), or simi-
lar procedures. Alternatively, the process may be manual,
where the user has to input certain parameters, such as the
electronic serial number (ESN) of the card and other details,
in order to activate the card. This activation process requires
a prior agreement between the cellular carrier providing the
high speed wireless data service and the original equipment
manufacturer (OEM), i.e. the manufacturer ofthe wireless PC
card or EVDO PC card or device. Technical, language, and
branding issues have to be taken into account prior to each
carrier's launching to accept a device on their network. The
OEM typically customizes an application for each carrier,
operating system, language and branding. Launching of the
application by each new cellular carrier will be delayed
because the custom application must first be developed and
maintained.

SUMMARY

Disclosed herein is an improved system and method for
activating a handset or portable device for wireless Internet
communications via a cellular service network.

According to one embodiment, a method for activating a
handset or other host device for wireless service comprises
receiving a request to access a web resource address ("URL")
from a wireless modem device over a cellular network, deter-
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mining whether the wireless modem device has been acti-
vated for connection to a network associated with the URL,
directing the communication from the wireless modem
device to an activation page of an authorization server of the
cellular network if the wireless modem device has not been
activated, receiving activation information associated with
the wireless modem device at the authorization server, and
activating the wireless modem device for connection to the
network over the cellular network.

The user of the handset or other portable device may be
prompted to enter sign up information on the activation page,
such as the card electronic serial number (ESN), user identi-
fication and billing information, and the like. The authoriza-
tion server will then initiate an over the air service provision-
ing (OTASP), Internet over the air (IOTA), or similar
activation and provisioning procedure. After activation, the
cellular network will recognize the card as an activated card,
and will change the network parameters to regular Domain
Name System (DNS), Internet Protocol (IP) and gateway
addresses in order to access the full extent of the network,
through a dynamic host configuration protocol (DHCP) or
similar mechanism.

According to one embodiment, a wireless network activa-
tion system for activating a handset or other portable elec-
tronic device for wireless network or Internet service is pro-
vided, which comprises a cellular network linked to a second
network, and a cellular network authorization server config-
ured for detecting requests from non-activated wireless
modem devices to access a web resource address ("URL")of
the second network over the cellular network, the authoriza-
tion server having a provisioning module configured for acti-
vation and provisioning of any detected non-activated wire-
less modem devices.

The authorization server is configured to initiate an activa-
tion procedure on receipt of a network communication
attempt by a wireless modem device or card which has not yet
been activated. The network activation status may be deter-
mined by the cellular carrier network by checking its sub-
scriber database for the activation status associated with that
particular wireless modem device. The authorization server
may be configured with an activation page which is sent to the
handset or portable device on detection of a public network
communication attempt using a non-activated wireless
modem card. After activation of the wireless modem card, it
will be recognized by the carrier network as an activated card
and will be enabled for access to the full extent of the public
network through DHCP or a similar mechanism.

Other features and advantages of the present invention will
become more readily apparent to those ofordinary skill in the
art after reviewing the following detailed description and
accompanying drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

The details of the present invention, both as to its structure
and operation, may be gleaned in part by study of the accom-
panying drawings, in which like reference numerals refer to
like parts.

FIG. 1 is a block diagram illustrating an example of a
wireless network activation system for a handset or host
device according to an exemplary embodiment of the inven-

tion.
FIG. 2 is a block diagram illustrating an example wireless

modem device coupled with the handset or host device
according to an exemplary embodiment of the invention.

FIG. 3 is flow diagram of an example activation method
using the system of FIG. 1.
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FIG. 4 is a block diagram illustrating an example wireless
communication device that may be used in connection with
various embodiments described herein.

DETAILED DESCRIPTION

Certain embodiments as disclosed herein provide for an
activation system and method for activating a wireless
modem card or like device installed in a handset or other
wireless device in order to provide access to a public network,
such as the Internet. For example, one method as disclosed
herein allows for activation of an Evolution-Data Optimized
(EVDO) PC card on a Code Division Multiple Access
(CDMA) network.

After reading this description it will become apparent to
one skilled in the art how to implement the invention in
various alternative embodiments and alternative applications.
However, although various embodiments of the present
invention will be described herein, it is understood that these
embodiments are presented by way of example only, and not
limitation. As such, this detailed description of various alter-
native embodiments should not be construed to limit the
scope or breadth of the present invention as set forth in the
appended claims.

In the embodiment of FIG. 1, an activation system com-
prises a handset or host device 20 having a wireless modem
device 22 such as an EVDO card or Access Terminal (AT), a
network access point or base station 24, a cellular carrier
network 25, an authorization server 26 of the cellular carrier,
and a second network 2S such as the Internet which is con-
nected to various web servers 30.

The host device or handset 20 can be any of a variety of
portable wireless communication devices, including a cell
phone, personal digital assistant ("PDA"), laptop computer,
handheld computer, or any combination of these and other
devices capable of being carried by a user for wireless voice
and data communication purposes when the user is away from
his or her home or place ofwork. An example general purpose
wireless device is later described with respect to FIG. 4. The
host device 20 maybe referred to herein as a handset, wireless
device, mobile device, device, wireless unit, mobile unit, or
access terminal (AT).

In the embodiment of FIG. 1, a wireless modem device
such as an EVDO PC card or an AT 22 is installed in the
handset 20. Such devices can be purchased by users for use in
conjunction with a cellular carrier network 25 such as a
CDMA network to allow high speed wireless network com-
munications over a public network. In this embodiment, net-
work 25 is a CDMA (EVDO) network.

FIG. 2 is a block diagram of a wireless modem card 22
according to an exemplary embodiment of the invention
coupled to a handset 20, which may be a cellular phone as
illustrated or other host devices. It will be understood that the
wireless modem device may be a card which is removably
installed in a card slot or the like provided in the handset 20,
or may be originally integrated with the handset 20 on manu-
facture.

Referring to FIGS. 1 and 2, the card or network access
terminal 22 comprises a processor module 60 configured to
establish communication with the second network 2S through
carrier network 25 via wireless communication device 20, a
data storage module 62 connected to processor module 60,
and a mobile phone or host device interface module 64 con-
figured to connect the processor module 60 to the host device
20, which in the illustrated example is a mobile phone. The
wireless modem card 22 has an associated unique identifica-
tion number or electronic serial number (ESN) stored in data
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storage module 62, as well as a stored network activation
status associated with the card. Initially, the activation status

stored will be "not activated", and this will convey to the
subscriber or purchaser on installation of the card that acti-
vation is required, and in certain embodiments, without que-

rying the network. The data storage module may also contain
other authentication keys for security purposes. These ESNs
and keys may be populated by the card manufacturer and a file
of the ESNs and keys is also sent by the manufacturer to the
carrier via secure means. The carrier stores this information in
a secure subscriber database, and therefore has a secure sub-

scriber database of identification information for every card
which the carrier will allow on its network. An attempt to
activate a card implies a subscriber has purchased service and

requires a phone number and other service provisioning
items. Activation status is always stored in the carrier's sub-

scriber database, typically keyed by ESN.
The processor module 60 of the wireless modem card 22 is

configured to automatically transmit identification informa-
tion to the cellular tower station or access point every time a
cellular call is placed or a request for access to the second
network is made. The actual ESN is normally not transmitted
over the air, but instead industry-standard techniques are used
to securely identify a card at the cellular network without
directly transmitting an ESN.

In this embodiment, the activation status stored in the sub-

scriber database will include a second network or Internet
activation status as a component of the carrier network 25. If
the card has not yet been activated, the network activation
status stored in the subscriber database for that card is "not
activated".

FIG. 3 illustrates a method for activating the wireless
modem card 22 of FIG. 2 in the system of FIG. 1 in one
embodiment of the present invention. The card 22 will ini-

tially be in a non-activated state, which means it is factory
provisioned to connect to the carrier network 25, but not to
talk directly to the Internet, i.e. it cannot send and receive data
over the Internet or public network 2S (in the same way that a
cell phone without service "talks" to a carrier network but
does not allow any outgoing or incoming calls). This non-

activated state is provided by a dynamic host configuration
protocol DHCP or similar mechanism which assigns IP net-
work parameters for a non-activated profile when the network
backend or base station 24 recognizes the card as non-acti-
vated, by checking the network activation status for the card
in the subscriber database. The non-activated profile will be
configured in such a way that DNS information will always
point to an activation page at a carrier authorization server 26
and will not allow for communication outside the boundaries
of the activation service.

In FIG. 3, a cellular or carrier network receives a request
from a wireless modem device or access terminal to access a
web resource address or URL of a second network 2S, which
may be the Internet (step 42). The base station or access point
24 (or other network device) will first determine whether the
modem card 22 is activated (step 44). In one embodiment, the
activation status of card 22 is determined by the network by
identifying the card (e.g. , via ESN) and checking the sub-
scriber database for the status associated with the card. If the
card status associated with the card's ESN for the second
network is "activated", indicating that the card 22 has already
been activated for communications over the second network,
such as the Internet, the network 25 will allow for communi-
cation over network 2S and the user is connected to the
requested URL (step 45). If the card status associated with the
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card's ESN for the second network is "not activated, " the
handset is directed to the carrier's authorization server (step
46) over network 25.

The handset is directed to a network application at the
authorization server which provides an "activation page" on
the user's network browser (step 4S). This will prompt the
user to enter any required information on the activation page
(step 50), such as their identification, the electronic serial
number (ESN) of the handset or card, or the like, as deter-
mined by the cellular carrier. The authorization server 26 then
carries out a network activation procedure (step 52) and acti-
vates the handset or card for wireless access to the Internet
over the carrier network 25 (step 54). The carrier authoriza-
tion server uses the parameters of the terminal or PC card 22
to which it is connected, and after validating that an activation
page is necessary, initiates an over the air service provisioning
(OTASP) or similar activation and provisioning procedure to
activate the card. After this procedure is completed, the status
ofthe ESN associated with the card in the network subscriber
database will be changed to "activated", and the network will
recognize the card as an activated card. This will change the
network parameters to regular Domain Name System (DNS),
Internet Protocol (IP), and gateway addresses allowing access
to the full extent of the network, through dynamic host con-

figuration

protoco (DHCP) or a similar mechanism (step 55).
At the same time, the activation status stored on the card 22
will be changed to "activated".

In the embodiment of FIGS. 1 to 3, the activation applica-
tion is developed and provided by the carrier at their autho-
rization server. The carrier can determine the activation pro-
cess or "activation page". The card may be used with all PC
platforms, e.g. Windows, Mac-OS, Linux, and the like, as
long as they support a browser, with no modification to the
card. No carrier interaction is required until the user has
purchased and installed the card, at which point the user will
be automatically directed by the network to the carrier's
authorization server when it is determined that the card is
associated with a "not activated" status in the network sub-
scriber database. The authorization server will then carry out
appropriate activation for that carrier's wireless Internet ser-
vice.

This method and system for activating a wireless modem
card for use over a cellular carrier network is easier for the
customer, because they do not have to install any software and
the activation process is automatically initiated simply by
launching a web browser on the user's handset. It is also
easier for the carrier, since they do not need to have someone
signing up the customer for their wireless Internet service.
Instead, the carrier network determines the activation status

by checking the subscriber database for the connecting wire-
less modem card, and will direct any non-activated cards to
the carrier's authorization server, which will then automati-
cally initiate a service provisioning procedure and obtain any
necessary information from the customer on an activation

page which opens on their browser.
The system and method ofFIGS. 1 to 3 applies primarily to

a situation where a modem card such as an EVDO card is
purchased and then installed in a computer, cell phone, PDA
or the like. However, the same activation method may be used
for handsets and other portable wireless devices which are
initially manufactured with an installed wireless modem card
for wireless Internet access.

FIG. 4 is a block diagram illustrating an example wireless
communication device 450 that may be used in connection
with various embodiments described herein. For example, the
wireless communication device 450 may be used in conjunc-
tion with the handset described above in connection with
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FIGS. 1 to 3.A similar wireless communication device may
be used in conjunction with the authorization server
described above in connection with FIGS. 1 to 3. However,
other wireless communication devices and/or architectures
may also be used.

In the illustrated embodiment, wireless communication
device 450 comprises an antenna system 455, a radio system
460, a baseband system 465, a speaker 470, a microphone
4SO, a central processing unit ("CPU") 4S5, a data storage
area 490, and a hardware interface 495. In the wireless com-
munication device 450, radio frequency ("RF") signals are
transmitted and received over the air by the antenna system
455 under the management of the radio system 460.

In one embodiment, the antenna system 455 may comprise
one or more antennae and one or more multiplexors (not
shown) that perform a switching function to provide the
antenna system 455 with transmit and receive signal paths. In
the receive path, received RF signals can be coupled from a
multiplexor to a low noise amplifier (not shown) that ampli-
fies the received RF signal and sends the amplified signal to
the radio system 460.

In alternative embodiments, the radio system 460 may
comprise one or more radios that are configured to commu-
nication over various frequencies. In one embodiment, the
radio system 460 may combine a demodulator (not shown)
and modulator (not shown) in one integrated circuit ("IC").
The demodulator and modulator can also be separate compo-
nents. In the incoming path, the demodulator strips away the
RF carrier signal leaving a baseband receive audio signal,
which is sent from the radio system 460 to the baseband
system 465.

If the received signal contains audio information, then
baseband system 465 decodes the signal and converts it to an
analog signal. Then the signal is amplified and sent to the
speaker 470. The baseband system 465 also receives analog
audio signals from the microphone 4SO. These analog audio
signals are converted to digital signals and encoded by the
baseband system 465. The baseband system 465 also codes
the digital signals for transmission and generates a baseband
transmit audio signal that is routed to the modulator portion of
the radio system 460. The modulator mixes the baseband
transmit audio signal with an RF carrier signal generating an
RF transmit signal that is routed to the antenna system and

may pass through a power amplifier (not shown). The power
amplifier amplifies the RF transmit signal and routes it to the
antenna system 455 where the signal is switched to the
antenna port for transmission.

The baseband system 465 is also communicatively coupled
with the central processing unit 4S5. The central processing
unit 4S5 has access to a data storage area 490. The central
processing unit 4S5 is preferably configured to execute
instructions (Le., computer programs or software) that can be
stored in the data storage area 490. Computer programs can
also be received from the baseband processor 465 and stored
in the data storage area 490 or executed upon receipt. Such
computerprograms, when executed, enable the wireless com-
munication device 450 to perform the various functions ofthe
handset as previously described.

In this description, the term "computer readable medium"
is used to refer to any media used to provide executable
instructions (e.g. , software and computer programs) to the
wireless communication device 450 for execution by the cen-
tral processing unit 4S5. Examples of these media include the
data storage area 490, microphone 4SO (via the baseband
system 465), antenna system 455 (also via the baseband sys-
tem 465), and hardware interface 495. These computer read-
able mediums are means for providing executable code, pro-

Page 9 of 11



US 9,408,070 B2

gramming instructions, and software to the wireless
communication device 450. The executable code, program-
ming instructions, and software, when executed by the central
processing unit 4S5, preferably cause the central processing
unit 4S5 to perform the features and functions of the handset
previously described herein.

The central processing unit 4S5 is also preferably config-
ured to receive notifications from the hardware interface 495
when new devices are detected by the hardware interface.
Hardware interface 495 can be a combination electrome-
chanical detector with controlling software that communi-
cates with the CPU 4S5 and interacts with new devices. The
hardware interface 495 may be a firewire port, a USB port, a
Bluetooth or infrared wireless unit, or any of a variety of
wired or wireless access mechanisms. Examples ofhardware
that may be linked with the device 450 include data storage
devices, computing devices, headphones, microphones, and
the like.

Various embodiments may also be implemented primarily
in hardware using, for example, components such as applica-
tion specific integrated circuits ("ASICs"), or field program-
mable gate arrays ("FPGAs"). Implementation of a hardware
state machine capable of performing the functions described
herein will also be apparent to those skilled in the relevant art.
Various embodiments may also be implemented using a com-
bination of both hardware and software.

Furthermore, those of skill in the art will appreciate that the
various illustrative logical blocks, modules, circuits, and
method steps described in connection with the above
described figures and the embodiments disclosed herein can
often be implemented as electronic hardware, computer so ft-

ware, or combinations ofboth. To clearly illustrate this inter-
changeability of hardware and software, various illustrative
components, blocks, modules, and steps have been described
above generally in terms of their functionality. Whether such
functionality is implemented as hardware or software
depends upon the particular application and design con-
straints imposed on the overall system. Skilled persons can
implement the described functionality in varying ways for
each particular application, but such implementation deci-
sions should not be interpreted as causing a departure from
the scope of the invention. In addition, the grouping of func-
tions within a module, block, circuit or step is for ease of
description. Specific functions or steps can be moved from
one module, block or circuit to another without departing
from the invention.

Moreover, the various illustrative logical blocks, modules,
and methods described in connection with the embodiments
disclosed herein can be implemented or performed with a
general purpose processor, a digital signal processor
("DSP"),an application specific integrated circuit (ASIC), a
field programmable gate array (FPGA) or other program-
mable logic device, discrete gate or transistor logic, discrete
hardware components, or any combination thereof designed
to perform the functions described herein. A general-purpose
processor can be a microprocessor, but in the alternative, the
processor can be any processor, controller, microcontroller,
or state machine. A processor can also be implemented as a
combination of computing devices, for example, a combina-
tion of a DSP and a microprocessor, a plurality of micropro-
cessors, one or more microprocessors in conjunction with a
DSP core, or any other such configuration.

Additionally, the steps of a method or algorithm described
in connection with the embodiments disclosed herein can be
embodied directly in hardware, in a software module
executed by a processor, or in a combination of the two. A
software module can reside in RAM memory, flash memory,
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ROM memory, EPROM memory, EEPROM memory, regis-
ters, hard disk, a removable disk, a CD-ROM, or any other
form of storage medium including a network storage
medium. An exemplary storage medium can be coupled to the
processor such the processor can read information from, and
write information to, the storage medium. In the alternative,
the storage medium can be integral to the processor. The

processor and the storage medium can also reside in an ASIC.
The above description of the disclosed embodiments is

provided to enable any person skilled in the art to make or use
the invention. Various modifications to these embodiments
will be readily apparent to those skilled in the art, and the
generic principles described herein can be applied to other
embodiments without departing from the spirit or scope ofthe
invention. Thus, it is to be understood that the description and
drawings presented herein represent a presently preferred
embodiment of the invention and are therefore representative
of the subject matter which is broadly contemplated by the
present invention. It is furtherunderstood that the scope ofthe
present invention fully encompasses other embodiments that
may become obvious to those skilled in the art and that the
scope of the present invention is accordingly limited by noth-
ing other than the appended claims.

What is claimed is:
1.A method comprising:
receiving a request to access a web resource address

("URL") from a wireless modem device over a cellular
network, where the URL is associated with a second
network and is not associated with an authorization
server associated with the cellular network;

determining, in response to receiving the request, that the
wireless modem device is not activated for wireless con-
nection to the second network associated with the URL;

directing the wireless modem device to an authorization
server activation page instead of the URL;

receiving activation information from the wireless modem
device via the authorization server activation page; and

activating, in response to receiving the activation informa-
tion, the wireless modem device for connection to the
second network.

2. The method of claim 1, wherein the activation step
activating, in response to receiving the activation informa-
tion, the wireless modem device for connection to the second
network, comprises:

performing an over the air service provisioning (OTASP)
procedure to complete the activation.

3. The method of claim 2, comprising:
changing, via the OTASP procedure, network parameters

of the wireless modem device to public network param-
eters.

4. The method of claim 1, wherein receiving activation
information from the wireless modem device comprises:

receiving payment for wireless network service.
5. The method of claim 1, further comprising:
coupling the wireless modem device to a host device.
6. The method of claim 5, wherein receiving the request to

access a URL from the wireless modem device, comprises:
receiving the request from the host device via the wireless

modem device.
7. The method of claim 5, further comprising:
uncoupling the wireless modem device from the host

device.
S. The method of claim 1, wherein determining, in

response to receiving the request, that the wireless modem
device is not activated for connection to the second network
associated with the URL, comprises:
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obtaining an activation status for the wireless modem
device from a cellular network subscriber database; and

determining that the wireless modem device is not acti-
vated based on the activation status.

9. The method of claim 1, wherein activating, in response 5

to receiving the activation information, the wireless modem
device for connection to the second network, comprises:

changing a wireless modem device activation status stored
in a subscriber database to indicate that the wireless
modem device is activated. 10

10.The method of claim 9, further comprising:
changing a wireless modem device network activation sta-

tus stored on the wireless modem device to indicate that
the wireless modem device is activated.

11.The method of claim 1, wherein activating, in response t 5

to receiving the activation information, the wireless modem
device for connection to the second network, comprises:

updating network parameters of the wireless modem
device wherein the network parameters enable access to
the second network. 20

12. The method of claim 11, wherein updating network
parameters, comprtses

updating gateway addresses that enable access to the sec-
ond network.

13.A system for activating a wireless modem device for 25

wireless access to a network, the system comprising:
a cellular network linked to a second network;
an authorization server linked to the cellular network, com-

prising a provisioning module configured to activate and
provision non-activated wireless modem devices to 3o

enable access to the second network;
a subscriber database communicatively coupled with the

authorization server and associated with the cellular net-
work, the subscriber database containing an activation
status for each ofa plurality ofwireless modem devices, 35

said activation status related to access authorization to
the second network; and

a communication module associated with the cellular net-
work and configured to
receive web resource requests from said plurality of 4o

wireless modem devices to access a web resource
address ("URL") of the second network over the cel-
lular network, where the URL is associated with the
second network and is not associated with the autho-
rization server linked to the cellular network, 45

query the subscriber database, in response to receiving a
web resource request from a requesting wireless
modem device, to determine the requesting wireless
modem device activation status, and

forward said web resource request to the authorization
server, instead ofto the URL, in response to determin-

ing that the requesting wireless modem device activa-
tion status is a not activated status.

14.The system ofclaim 13,wherein the provisioning mod-
ule is further configured to change the activation status for
each of the plurality of wireless modem devices in the sub-

scriber database.
15.The system ofclaim 14, wherein the provisioning mod-

ule is further configured to change a network activation status
stored in a wireless modem device.

16.The system ofclaim 13,wherein the provisioning mod-
ule is configured with an activation page and the requesting
wireless modem device is directed to the activation page
instead of the URL.

17.The system ofclaim 15, wherein the provisioning mod-
ule is further configured to update network parameters of the
wireless modem device, corresponding to the network acti-
vation status, wherein the network parameters enable access
to the second network.

1S.The system ofclaim 17, wherein the provisioning mod-
ule is further configured to update the network parameters
including updating gateway addresses that enable access to
the second network.

19.A wireless modem device comprising:
a data storage module, containing a unique identification

number for the wireless modem device and a network
activation status for access to a second network; and

a processor, operatively coupled to the data storage mod-
ule, configured to
establish network communications over a cellular net-

work to the second network by sending a web
resource request over the cellular network to access a
web resource address ("URL")ofthe second network,
where the URL is associated with the second network
and is not associated with a cellular network authori-
zation server, and

update said network activation status in response to
completion of an activation and provisioning proce-
dure carried out by the cellular network authorization
server.

20. The wireless modem device ofclaim 19, wherein wire-
less modem device network parameters corresponding to the
network activation status prevent access to the URL of the
second network and instead direct the wireless modem device
to the authorization server so long as the network activation
status is not activated.
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