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POLICY-BASED CONTENT DELVERY 
NETWORKSELECTION 

RELATED APPLICATIONS 

0001. This application is a continuation-in-part (CIP) of 
U.S. application Ser. No. 10/259,497, titled “Configurable 
adaptive global traffic control and management filed Sep. 
30, 2002, the entire contents of which are hereby incorporated 
herein by reference. Application Ser. No. 10/259,497 is 
related to and claims priority from provisional U.S. Patent 
Application No. 60/325,177, titled “Configurable Adaptive 
Global Traffic Control and Management, filed Sep. 28, 2001, 
the entire contents of which are incorporated herein by refer 
CCC. 

RESERVATION OF COPYRIGHT 

0002 This patent document contains information subject 
to copyright protection. The copyright owner has no objection 
to the facsimile reproduction by anyone of the patent docu 
ment or the patent, as it appears in the U.S. Patent and Trade 
mark Office files or records but otherwise reserves all copy 
right rights whatsoever. 

FIELD OF THE INVENTION 

0003 Aspects of the present invention relate to network 
traffic management. Other aspects of the present invention 
relate to configurable, adaptive, global traffic control and 
management in networks such as the Internet. 

BACKGROUND & SUMMARY 

0004 As the volume of Internet traffic grows, providers of 
web content and applications increasingly need to deliver 
content from multiple servers at widely-separated locations 
in order to Sustain a good end-user experience under high 
traffic loads. This need generates several difficult challenges, 
including, among others: 

0005 how to guarantee the fault-tolerance of such a 
multiple-server system in the face of failure of one or 
more individual servers; 

0006 how to control the way in which requests from 
end-users are distributed to each server according to 
important content provider policy constraints imposed 
for economic, contractual or other reasons; and 

0007 how to guarantee high performance as experi 
enced by end-users as network conditions change. 

0008. This invention solves these and other problems by 
providing a means to distribute network (e.g., Internet) traffic 
according to a configurable set of rules. The rules can be 
configured to take into account key factors such as: 

0009 server availability. 
0010 specific requirements of content providers who 
deploy the invention, e.g., distribution based upon geog 
raphy, position in IP address space, load share, etc. 

0011 state of the network (Internet) at any given 
moment, including measures of network latency. 

0012. These rules together provide an extremely fine 
grained level of network Internet traffic control to providers 
of Internet content and applications, enabling them to dra 
matically improve the end-user experience (measured by 
speed of request resolution, associated download time, and 
the availability of servers) over that provided by conventional 
web servers and mirrored server farms. 
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0013 There are many potential uses for the invention. One 
use is to provide a stand-alone service directing traffic exclu 
sively to a set of designated servers managed by a single 
organization. The invention may also be used in more general 
ways—for example, one or more of the designated destina 
tions can refer to servers (or server collections) outside the 
organization's control. The latter case includes, for example, 
Content Delivery Networks (CDNs), as well as local load 
balancing servers, as potential destinations. The invention 
can also be used, e.g., to provide the DNS (Domain Name 
Service) component of a Content Delivery Network itself. It 
can be deployed as a service on behalf of subscribers, or it can 
be deployed as software to be used directly by subscribers 
themselves. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0014. The present invention is further described in terms 
of exemplary embodiments, which will be described in detail 
with reference to the drawings. These embodiments are non 
limiting exemplary embodiments, in which like reference 
numerals represent similar parts throughout the several views 
of the drawings, and wherein: 
0015 FIG. 1 depicts a configurable adaptive global traffic 
control and management framework; 
0016 FIG. 2 describes exemplary types of policies; 
0017 FIG. 3 shows an exemplary hierarchy or a decision 
tree built based on subscriber policies; 
0018 FIG. 4 shows an exemplary relationship between a 
subscriber's network hierarchy and subscriber policies: 
0019 FIG. 5 depicts a high-level architecture of an adap 
tive traffic control framework; 
0020 FIG. 6 depicts a high level functional block diagram 
of an administrative master agent (AMA); 
0021 FIG. 7 depicts the internal functional block diagram 
of a monitoring mechanism; 
0022 FIG. 8(a) is an exemplary flowchart of a process, in 
which a content delivery framework provides adaptive 
policy-based domain name service; 
0023 FIG. 8(b) is an exemplary flowchart of a process, in 
which a domain name server resolves a hostname based on 
policies; 
0024 FIG. 8(c) is an exemplary flowchart of a process, in 
which a monitoring mechanism of a domain name server 
dynamically monitors the name service operations as well as 
the availability and the load share status of servers; 
0025 FIG. 8(d) is an exemplary flowchart of a process, in 
which an ATC administrative network maintains dynamic 
policies and monitors the operations of a content delivery 
framework; 
0026 FIG. 8(e) is an exemplary flowchart of a process, in 
which an ATC network monitoring mechanism traps events 
from different domain name servers and generates alerts 
when necessary; 
0027 FIG. 9(a) shows an exemplary secure web based 
graphical interface, through which a subscriber may define 
load share and shed fraction policies among static resources; 
0028 FIG.9(b) shows an exemplary interface for defining 
policies for dynamic servers; 
0029 FIG. 9(c) shows an exemplary graphical user inter 
face through which an overflow server may be defined using 
a canonical name: 
0030 FIGS. 10(a)-10(o) show exemplary subscriber poli 
cies; and 
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0031 FIGS. 11(a)-11(c) show exemplary archived log 
information that can be displayed and viewed through a 
graphical user interface. 

DETAILED DESCRIPTION 

0032. The invention is described below, with reference to 
detailed illustrative embodiments. It will be apparent that the 
invention can be embodied in a wide variety of forms, some of 
which may be quite different from those of the disclosed 
embodiments. Consequently, the specific structural and func 
tional details disclosed herein are merely representative and 
do not limit the scope of the invention. 
0033 Although there are a number of different scenarios 
in which the invention might be deployed, this description 
will focus, for clarity and example only, on a scenario in 
which DNS service is provided by a third party on behalf of a 
content or applications provider. 
0034 FIG.1 depicts a high-level of a framework or system 
100 according to embodiments of the present invention. A 
subscriber 102 provides content via a subscriber server net 
work 104 which is made up of one or more server groups 
106-1,..., 106-k (collectively 106). 
0035. As used in this description, the framework accord 
ing to embodiments of this invention contemplates three 
groups of users: 
0.036 An end-user who wishes to access content and/or 
applications over the Internet. 
0037. An operator who offers and supports the service on 
a managed network of computers. 
0038 A subscriber (typically a content or applications 
provider) who subscribes to the operator's service to help to 
Support the needs of the end user. 
0039. The terminology end-user, operator and subscriber 

is used throughout this description to distinguish these three 
roles, although there are many scenarios in which more than 
one role can be taken by a single entity. Such scenarios are 
contemplated by this invention. 
0040. Each server group 106 may correspond to a server 
hierarchy which includes one or more tiers of servers. For 
example, the first tier of a server hierarchy may comprise one 
or more primary servers and the second tier of the server 
hierarchy may comprise possibly one or more overflow serv 
ers that are used when the primary servers in the first tier fail 
to function properly. In general, for the j-th server group, the 
primary servers at the first tier of server group 106-i are 
denoted 108-j, and the overflow servers at the second tier of 
server group 106-i are denoted 110-i. 
0041. Each server in a server group is any process or 
collection of processes that provide resources in response to 
requests, e.g., from a client. A server can be any off-the-shelf 
Web server. In some embodiments, servers are typically a 
Web server such as the Apache server or Netscape Commu 
nications Corporation's EnterpriseTM server. 
0.042 Client 112 accesses the subscriber server network 
104 in order to obtain content from the subscriber. Content 
includes any kind of data, including, without limitation, video 
and audio data and the like. To achieve this access, a user at 
client 112 enters a resource locator, e.g., a Universal Resource 
Locator (“URL'), into a browser 114 on client 112. URLs 
specify the location of resources (information, data files, etc.) 
on the network. URLs are defined in detail in T. Berners-Lee 
et al., Uniform Resource Locators (URL), Network Working 
Group, Request for Comments: 1738, Category: Standards 
Track, December 1994, located at “http://ds.internic.net/rfc/ 
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rfc1738.txt, which is hereby incorporated herein by refer 
ence. URLs generally have the following form: 
0043 scheme://host:port/url-path 
where “scheme can be a symbol such as “file' (for a file on 
the local system), “ftp (for a file on an anonymous FTP file 
server), “http' (for a file on a file on a Web server), and 
“telnet' (for a connection to a Telnet-based service). Other 
schemes can also be used and new schemes are added every 
now and then. The port number is optional, the system Sub 
stituting a default port number (depending on the scheme) if 
none is provided. The “host field (the hostname) maps to one 
or more particular network addresses for particular computer 
(s). The “url-path’ is relative to the computer specified in the 
“host' field. A url-path is typically, but not necessarily, the 
pathname of a file in a web server directory. Those skilled in 
the art will realize and understand, upon reading this descrip 
tion, that the client may not actually enter a URL, but needs 
only ran an application that needs to look up a domain name 
(i.e., perform a DNS query). Abrowser does this when a client 
enters a URL, but other applications may perform DNS que 
ries in other manners. 

0044) The framework or system 100 includes at least one 
Domain Name Service (DNS) name server 118-1. In pre 
ferred embodiments, the system 100 also includes DNS name 
servers 118-1, 118-2, ... , 118-in, (collectively referred to as 
name servers 118) all operated by a single particular entity. In 
the embodiment shown in FIG. 1, one of the name servers 
118-1 serves the U.S.A., another name server 118-2 serves 
the U.K., another name server 118-3 serves Japan, and so on. 
The various name servers 118-1, 118-2, . . . , 118-in can be 
configured (collectively or individually) to serve geographi 
cal regions, geopolitical regions, corporate structures or any 
other logical organizational structure. The structure and 
operation of each name server 118 is described below. 
0045. When the client's browser 114 obtains a request 
(e.g., in the form of a URL), the browser queries its resolver 
116 for an address for the hostname specified in the requested 
URL. The resolver 116 eventually queries a particular name 
server (e.g., name server 118-1). The name server 118-1 
returns (provides or attempts to provide) the IP (Internet 
Protocol) address (or addresses) of a server (or servers) in the 
subscriber server network or a CNAME (a domain name). 
Other DNS answer types (e.g., MX record, NS record, etc.) 
are also possible, as described below. The determination of 
the particular IP address returned to the resolver 116 may be 
based on a number of factors, including the resolver's loca 
tion (e.g., as determined from the resolver's IP address) and 
various policies (e.g., Subscriber policies 120, other policies 
122) in a policy database 124. The client's browser 114 is then 
able to communicate with the selected server in the subscriber 
server network in order to obtain the desired resource. 
0046 Name servers 118-1, 118-2,..., 118-in, according to 
embodiments of the present invention, include an adaptive 
traffic control (ATC) mechanism 126 which provides domain 
name service to a client based on policies in the policy data 
base 124. Each name server 118 includes or has access to a 
location determination mechanism 128 for associating the 
client's request with the client's location. Any program that 
can determine a requestor's location may be used. 
0047. The subscriber server network 104 represents a net 
work of servers that provides, on behalf of an underlying 
Subscriber, Internet content or services. For example, a Sub 
scriber may be a content provider, which has its own network 
of servers that deliver content to end users browsers via the 
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Internet. The subscriber server network 104 may be config 
ured in Such a way that the processing of the service requests 
may be reasonably distributed among all the servers in the 
server network 104, according to some criteria. To achieve 
that distribution, the subscriber server network 104 may be 
organized, for example, to have one or more server groups 
(e.g., server group 1 106-1,..., server group k 106-k), each 
of which may be responsible for processing a portion of the 
service requests. For example, service requests coming from 
Finland may be routed to a server group that is physically 
located in Europe. 
0048. Each server group 106 in the subscriber server net 
work 104 may comprise a plurality of servers to further share 
the load. For example, a service request from Finland may be 
Subsequently routed to a server located in Scandinavia. Rout 
ing service requests to different server groups and Subse 
quently to different servers may be based on various criteria. 
For example, such routing may be based on the distance 
between the origin of the request and the location of the 
server. For example, for a service request originated from 
Finland, it may be more effective and efficient to direct the 
request to a server located in Norway instead of directing it to 
a server located in the U.S. Server load may also be used to 
determine where to route a service request. For example, a 
service request originated from the U.S. may be routed to a 
server group in Mexico if the server group in the U.S. is 
overloaded while the servergroup in Mexico is relatively idle. 
0049 Servers in a server group may be organized into a 
hierarchy with one or more tiers of servers. Servers at differ 
ent tiers may have different designated purposes. For 
instance, servers at the first tier of a server hierarchy may 
include servers that are primary functioning servers, servers 
at the second tier may include servers that are used as over 
flow servers which become active only when the primary 
servers at the first tier become unavailable or overloaded, and 
servers at the third tier that are used as second layer overflow 
servers that become active only when the primary servers and 
the overflow (or first layer overflow) servers at the second tier 
become unavailable or overloaded, etc. 
0050. The first tier of a server group hierarchy may include 
one or more primary servers. When multiple primary servers 
are present, they may be configured in Such a way that they 
share the load. For example, if there are five primary servers 
at the first tier, they may be configured so that each takes 20% 
of the total service requests routed to the server group. For 
each of such primary servers, it may be further configured so 
that when a particular server is overloaded or fails, the load 
share originally designated to this server may be shed or 
directed to other server(s). The loadshed may also be config 
ured when the server is not overloaded. The portion to be shed 
to other server(s) may be governed by certain pre-defined 
policies. 
0051. As discussed above, servers in a server group 106 
may be classified into different categories based on specific 
functionality of the underlying servers. For example, a server 
in a server group 106 may be a primary server, a first layer 
overflow server, or a second layer overflow server, etc. A 
server may also be classified in terms of whether and how a 
server is to be dynamically monitored. For instance, in some 
embodiments, a server can be classified as either a monitored 
server or a managed server. 
0.052 A classification of a monitored server indicates that 
the underlying server is to be monitored dynamically for its 
availability. In this case, the server may be probed for its 
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availability according to Some pre-determined schedule. 
Such a probe may be sent to the underlying server from 
different locations of the network so that the availability can 
be detected accurately. That is, if the underlying server failed 
to respond to one probe sent from one location, it does not 
necessarily indicate that the server is no longer available 
(could be due to that only part of the network is congested). 
0053 A probe can be realized in different fashion. It can be 
simply a signal sent to the server to request an acknowledge 
ment. It can also be a poll operation in which a file stored at a 
designated location on the underlying server is polled. If the 
file can be successfully polled, the underlying server is con 
sidered to be available. The detected availability may be used 
to adjust or update policies associated with the server so that 
the network traffic management will respond to the dynamics 
related to the server. 

0054. A server that is classified as a managed server may 
be actively participating the adaptive policy-based manage 
ment scheme. Similar to a monitored server, a managed server 
may be regularly probed for its availability. In addition, a 
managed server may dynamically provide information 
related to its load share or load shed. A managed server may 
update its load share or load shed fraction according to its 
changed capacity or its current load. For example, when a 
managed server is upgraded, its capacity may be increased so 
that it may increase its load share or decrease its load shed 
fraction. On the other hand, when a managed server is over 
loaded, it may revise its load share to a lower level or increase 
its load shed fraction to prevent failure. A managed server 
may revise its load share or load shed by updating the corre 
sponding load share or load shed information in a designated 
file stored on the server and this file may be polled by a name 
server so that the dynamically changed load share and load 
shed information can be used to direct traffic accordingly. 
0055. The distribution of service requests (from a client 
112) within the subscriber server network 104 may be con 
trolled through a set of ATC policies (120, 122) stored in the 
policy database 124. Various authorities may influence the 
ATC policies and may create policies in the policy database 
124. For example, the subscriber may set up policies to direct 
traffic with respect to considerations such as the geographical 
locations and the capacities of the underlying servers in the 
subscriber's network 104. Other policy entities 138, includ 
ing, for example, the operator of the name servers 118 or 
various geo-political entities may also have policies regard 
ing how the network traffic should be managed and directed. 
For example, govermental or some organizational agencies 
may regulate some aspects of network traffic policies. Such 
regulation policies may be required to be incorporated so that 
a service request from the client 112 can be routed in a manner 
that satisfies regulatory policies. 
0056. Thus, the ATC policies in the policy database 124 
may be a combination of subscriber policies 120 and other 
policies 122 from different sources such as subscriber 102 
and policy entity 138. Policies from different sources may be 
accessed by the ATC mechanism 126 from the policy data 
base 124. From the point of view of the ATC mechanism 126, 
the Source of a policy may not be relevant or even determin 
able. For example, policies may be defined in a textual file 
stored at a designated location, which may be downloaded to 
an ATC policy management mechanism 152 in an ATC 
administrative framework 142 and then broadcast to the data 
base manager 132 located in each of the name servers in the 
ATC name server network 140. The download may be via 
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either a graphical user interface (GUI), a file transfer protocol 
(FTP), or some other mechanism. Policy makers may also 
enter policies directly via a web-based GUI. For example, the 
subscriber 102 may enter subscriber policies 120 via a 
browser interface 156 connected with the ATC administrative 
framework via, preferably a secure interface (e.g., imple 
mented using the “https' protocol). 
0057 The policies from the policy database 124 used by 
the ATC mechanism 126 are collectively referred to as ATC 
policies, which may include, not is not limited to, the Sub 
scriber policies 120 as well as other policies 122. The ATC 
policies may be organized in a manner that is appropriate to 
govern and/or control the traffic at different levels of the 
subscriber server network 104. FIG. 2 shows exemplary types 
of ATC policies 200 according to embodiments of the present 
invention. 
0058. The ATC policies (200) may be classified into dif 
ferent types such as geo-political policies 215, load share 
policies 240, failover policies 245, tiered failover policies 
250, shedding policies 255, regulatory policies 260, and 
Classless Inter-Domain Routing (CIDR) block policies 210. 
0059. These exemplary policies in the policy database 124 
are described in greater detail below: 
0060 Geographic Policy (215): Decisions are based on 
location of the end-user oran approximate thereof, e.g., using 
the IP address of an end-user's resolver. For example, if the IP 
address is within the U.S., the request may be directed to a 
“domestic' group of servers in the subscriber server network 
104, otherwise it may be directed to “international servers in 
the network. The request may be directed to a proprietary 
Content Delivery Network (CDN) or to another service speci 
fied by the subscriber. 
0061 Load Share Policy (240): The subscriber can explic 

itly specify the amount of traffic (load share) to be directed to 
each of their servers within a defined server set in the sub 
scriber server network 104. Typically the load may be speci 
fied according to the capacity of each server. Based on Such 
specification, the load share of each server may be derived as 
a percentage of the total load. 
0062 Failover policy (245): The subscriber may specify 
policies regarding a failover situation where some of the 
primary servers fail to function. To take care of Such a sce 
nario, a failover policy may instruct the ATC mechanism in 
terms of, for example, how often to monitor the availability of 
the servers and what strategy to adopt when a partial set of the 
primary servers are detected to be unavailable. For instance, a 
failover policy may specify to distribute the load of a failing 
server to other primary servers. It may also alternatively 
instruct the ATC framework to direct traffic to servers other 
than the primary servers. 
0063) Tiered Failover Policy (250): The subscriber may 
specify a strategy through tiered failover policies by which 
the load should be re-directed to servers at a next tier when 
one or more subscriber servers in a previous tier fail to func 
tion. For example, in defining the subscriber server network, 
each server group may be configured as a hierarchy, having 
the first tier of primary servers, the second tier of first layer 
overflow servers, and the third tier of second layer overflow 
servers, etc. In this case, a tiered failover policy may be 
defined to indicate when the load should be re-directed from 
the primary servers to the overflow servers. For instance, a 
tiered failover policy may indicate that when all the primary 
servers fail, the load should be directed to the second tier, and 
when servers at both the first tier and the second tier fail, the 
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load should be directed to the overflow servers at the third tier. 
The traffic may also be re-directed to some other servers. For 
example, when a content delivery network (CDN) is avail 
able, the traffic may be re-directed to the entire CDN. 
0064. Shedding Policy (255): In some circumstances, a 
fraction of the “load' originally designated to a server may be 
shed or re-directed to one or more different servers. This may 
occur when the amount of traffic directed to the subscriber 
server exceeds a prescribed level. In these cases, a subscriber 
specified fraction of traffic (shed fraction) that would other 
wise be directed to the server may be shed to one or more 
other different servers. Such strategy may be adopted to pre 
vent catastrophic failure due to overload. The servers that take 
the shed load may be an overflow server or some other servers 
Such as a content delivery network. An overload situation may 
be detected according to the response time of the server. For 
example, if the response time from a server becomes long, it 
may indicate that the server is overloaded. In this case, shed 
ding policies 255 may be invoked to re-direct the traffic else 
where. For instance, if there are a total of 3 primary servers in 
a server group with load share of (0.3, 0.3, 0.4) and the 
primary server that is designated to take 40% of the total load 
is completely overloaded, a shedding policy may specify to 
shed the load of this server by re-directing 50% of its original 
load to, for example, the servers located in the CDN 105. A 
shedding policy may also specify a condition upon which the 
traffic will be directed again to the shedding server. Such a 
condition may relate to a desirable level of performance of the 
shedding server. 
0065 CIDR Policy (210): Policy decisions are supported 
based upon CIDR blocks of IP address space. CIDR denotes 
Classless Inter-Domain Routing, an IP addressing scheme 
that replaces the system based on classes A, B, and C. With 
CIDR, a single IP address can be used to designate many 
unique IP addresses. 
0.066 Regulatory policy (260): Certain policies may be 
specified by some policy entities to control network traffic. 
Such policies may be enforced in system 100. 
0067. A policy may be static or dynamic. Selection of a 
server from the subscriber server network 104 may be based 
on an adaptive, regularly updated map of the State of the 
Internet as well as adaptively updated policies. The map may 
cluster IP addresses together according to their network 
latency to a selected set of network agents. This enables the 
subscriber servers to be selected according to their “network 
proximity” to an end user's browser, optimizing resulted 
download time. The policies may be defined in Such an adap 
tive manner that they reflect the dynamic status of the servers 
such as the availability and load. 
0068 Geo-political policies 215 may govern the selection 
of a server according to where the client is located. As shown 
in FIG. 2, the geo-political policies 215 may be further clas 
sified into continental based distribution policies 220, country 
based distribution policies 225, region based distribution 
policies 230 and time Zone based distribution policies 235. 
These policies may be set up to govern the process of select 
ingaparticular servergroup according to different geographi 
cal or political criteria. 
0069. Geo-political policies differ from load based poli 
cies (described above). The former is designed to guide selec 
tions based on geographical criteria or time criteria. The latter 
concerns the selection process with respect to the dynamic 
capacity and load of the underlying servers. The load share 
policies 240 govern the selection according to the capacities 
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of the servers. Partial failover or tiered failover policies (245 
and 250) govern the traffic re-direction process when func 
tioning servers in a server group are overloaded or failed. 
0070. The ATC policies 200 may be hierarchically con 
structed to form a decision tree. FIG.3 depicts an exemplary 
subscriber policy hierarchy or a decision tree built based on 
various types of subscriber policies, according to an embodi 
ment of the present invention. In FIG.3, the continental based 
distribution policies 220 are used to first direct a selection 
process limited to a particular continent. For example, if the 
requesting client 112 is located in Asia, the continental based 
distribution policies 220 may direct the further selection 
within servers that are located in Asia. Similarly, if the client 
112 is located in either North America or Europe, the further 
selection process may be directed to the appropriate servers 
located in the corresponding continent. 
0071. As noted, a policy may be created by generating a 
decision tree representing the ATC rules that the user (content 
provider/subscriber) wants to apply. At the leaves of this tree 
(referred to as resource nodes) a userspecifies the answers (IP 
addresses or CNAMEs) that the user wants ATC to provide in 
response to a DNS request. At the branches of this tree (re 
ferred to as branch nodes) the user specifies the various deci 
sion criteria that the user wants to apply. Those skilled in the 
art will realize and understand that, in this discussion about 
policy setting and control of the ATC, the term “user' (as 
opposed to “end user') generally refers to the content pro 
vider/subscriber whose content is being delivered. 
0072 Branches within a policy decision tree enable ATC 
decisions based, e.g., upon the IP address of the requesting 
resolver. Branches can be selected based upon different cri 
teria. In a presently preferred exemplary embodiment, 
branches can be selected based on five different criteria: 

(0073 Split on World Zone 
(0074 Split on country 
(0075 Split on U.S. state 
(0076 Split on U.S. time Zone 
0077 Split on block of IP addresses—specified, e.g., 
using CIDR classless notation: e.g. 1.2.0.0/16, 1.2.3.4/ 
32 (single IP), or 0.0.0.0/0 (any IP). 

0078 Those skilled in the art will understand, upon read 
ing this description, that different and/or other criteria may be 
use to make branch selections. Examples of Such criteria 
include, without limitation, time of day, day of week, etc. 
0079 Resources are selected to occupy the leaves of a 
policy decision tree. Resources are used to specify the ATC 
answers to DNS queries. ATC offers substantial decision 
making power during the resource selection process. It is 
here, for example, that traffic can be distributed according to 
load share and shed fraction criteria. In a presently preferred 
exemplary implementation there are five types of resource 
nodes that can be selected in the policy decision tree: 

0080 IP addresses (Internet Protocol addresses) 
I0081 CNAME records (Canonical Name records) 
I0082) MX records (Mail Exchange records) 
I0083 NS records (Name Server records) 
I0084 Load sharing server sets (LSSS)—consisting of 
Managed, Dynamic, Static and Overflow servers. 

0085 Those skilled in the art will understand, upon read 
ing this description, that different and/or other resource nodes 
may be used. 
I0086 IP address(es) are used when the current decision 
tree leaf points to one or more fixed IP addresses. CNAME 
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records are used when the current decision tree leaf points to 
a destination whose CNAME is known. 

0087 MX Records are is used when the current decision 
tree leaf points to one or more MX (Mail Exchange) records. 
MX records may be combined with IP address or Load Shar 
ing Server Set resources. To select this option, the user firsts 
enters the Exchange, Pref, and TTL (Time To Live) details for 
the mail exchange. The Exchange field holds the domain 
name of the host which will receive mail. If the Exchange 
name lies under the Domain Name Origin, then the policy 
must specify an IP address for the name by means of another 
node label and appropriate resource (IP address or Load Shar 
ing Server Set). A Preffield holds the preference order of the 
host; lower numbers are preferred (used first) over large num 
bers. 

0088 NS Records are used when the current decision tree 
leaf points to one or more NS (Name Server) records. NS 
records are used to specify a delegation from the ATC name 
servers to another set of name servers. 

I0089 Load Sharing Server Set (LSSS) option is used 
when the current decision tree leaf points to a number of 
destinations among which the user wants to share load (in 
cluding failover) according to arbitrary criteria. In presently 
preferred exemplary implementations, this decision takes 
place only after any decisions that the user wants to make via 
branch nodes based on the IP address of the requesting 
resolver. There are presently four different types of load shar 
ing server resources, namely static servers, managed servers, 
dynamic servers, and overflow servers. 
0090. In a present implementation, managed Servers are 
preferred over the other server types. 
0091 Load sharing server sets (LSSS) are necessary to 
utilize the load share, tiered/overflow and failover rules. 
When an ATC name server encounters a server set, one or 
more answers are chosen based on several criteria, including, 
e.g., the loadshare of each server, the tier in which each server 
sits, the shed fraction of each server, and the monitoring 
results of each server. 

0092 Static, dynamic and managed servers have load 
share, shed fraction and, when in a set, tier parameters. An 
overflow server is, by definition, at the lowest tier and cannot 
shed; thus it has only the load share parameter. Dynamic and 
managed servers each may have the load share and shed 
fraction values updated continuously and may be deemed on 
or off-line due to monitoring. 
(0093. When answering a DNS query from a LSSS, ATC 
preferably selects answers (IP addresses or a CNAME) from 
servers included in the set. ATC examines servers intier order 
(tier 1 first, tier 2 next, and so on, with overflow servers last), 
selecting servers based on load share, shed fraction and moni 
toring results. Online servers are selected within a tier accord 
ing to their load share values relative to other servers in the 
same tier. If a candidate server is shedding, e.g., 10% (i.e., has 
a shed fraction of 0.1), ATC will keep that server in the DNS 
reply nine tenths of the time, and look in the next tier for a 
server one tenth of the time. If there is only one tier, the shed 
traffic returns to the same tier and another server is selected. 
If the LSSS specifies that multiple answers should be 
returned, ATC will look for each answer starting from the first 
tier. If any server selection falls to the overflow servers, one of 
these is selected as the sole answer to the DNS reply. Typi 
cally, the overflow server is a CNAME, and DNS answers of 
this type should not be combined with any other record type. 

Page 31 of 44



US 2008/0215718A1 

0094. In a presently preferred implementation, the number 
of answers chosen from Load Sharing Server Sets depends on 
two more user-settable parameters, the “number of answers 
desired” (NAD) and the “number of answers required 
(NAR). These parameters control how many answers are 
picked from non-overflow servers. 
0095. The user sets the NAD parameter to the typical 
number of answers to be selected by ATC and returned in 
DNS queries. The NAR parameter, which must be less than or 
equal to the NAD, comes into play when the normal ATC 
decision making process cannot select the desired number of 
servers specified in NAD. This server count shortfall situation 
can arise when one or more servers are shedding or offline. 
Setting NAD to one (1) or more guarantees that ATC will 
never reply to a DNS query with no servers. When NAD is 
greater than one, ATC may deviate from the desired loadshare 
ratios, e.g., if there are three servers and NAD is three then 
DNS replies will typically have all three servers, irrespective 
of their load share values. 

0096. If the number of servers selected is less than NAD, 
but greater than or equal to NAR, then server selection is 
finished. However, if the number of servers selected is less 
than NAD and less than NAR, then ATC progressively 
ignores shed fraction and load share values until it is able to 
select NAR servers. As a special case, if ATC cannot select 
any servers because they are all offline, all servers are 
returned in the DNS reply (subject to size constraints of the 
DNS packet). 
0097. As an example, considera LSSS with two servers in 

tier 1, two servers in tier 2, and two answers desired and 
required (i.e., NAD=2, NAR=2). If both servers in tier 1 are 
online and not shedding, those servers will be returned. If one 
of the tier 1 servers has 10% shed, then 10% of the answers 
contain one server from tier 1 and one server from tier 2. If 
both servers from tier 1 are offline, the two servers from tier 2 
are returned. If all four servers are offline, then all four are 
returned (the special case). 
0098. In some implementations, the LSSS may also have a 
Style parameter which may be used to control where traffic 
goes when it is directed away from a shedding server, or from 
an offline server, according to the following table. 

Style Shed Traffic Off-line Traffic 

Constant Tier Load Ratio Next Tier Same Tier 
(default) 
Constant Server Load Next Tier Next Tier 
Ratio 
Maximal Tier Load Same Tier Next Tier 

0099 Consider, e.g., a LSSS which contains a few servers 
in Tier1 and an overflow server sending traffic to a CDN. The 
three styles above relate to three underlying motivations for 
how to split traffic between the Tier 1 servers and the CDN. 
0100 If the Tier 1 servers should always take a specified 
percentage of traffic, as a whole, then the Constant Tier Load 
Ratio style is best. For example, for the CDN to always take 
50% of the traffic, each of the Tier1 servers would have their 
shed fraction set to 0.5. This way, even if servers are added or 
removed from Tier 1, that tier and the CDN will always get 
50% of the traffic. This, of course, means that the load on the 
Tier1 servers will vary as servers are added or removed. 
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0.101) If, instead, it is not acceptable for the Tier1 servers 
to increase their load upon the failure of another Tier1 server, 
the Constant Server Load Ratio style is best. With this style, 
both shed traffic and traffic that would have gone to an off-line 
Tier 1 server are directed to the next tier (in the example 
above, the CDN). This is a preferable scenario if the Tier 1 
servers are generally under high load. Lastly, if the Tier 1 
servers are generally under low load and the CDN is to be 
considered a last resort, the Maximal Tier Load style should 
be used. With this style, both shed traffic and traffic that would 
have gone to an off-line Tier 1 server are instead directed to 
other servers in Tier 1. Traffic only gets to the CDN if all 
servers in Tier 1 are offline or shedding. 
0102 The Static Server option is used to share load at the 
current decision tree leaf among a set of servers that the user 
does not expect to change often over time. The load share for 
a given server represents the amount of traffic that will be sent 
to that server within the same tier of the server set. The 
fraction of traffic sent to that server is computed by Summing 
the load share numbers for all servers in the same tier of the 
server set and dividing the load share by that total. The shed 
fraction for a given server represents the fraction (from 0 to 1) 
of traffic that should be redirected away from a given server, 
after the initial decision based upon load share. The online 
flag can be used to remove a server from the list of ATC 
answers if the user wishes to take a server off-line for main 
tenance. (If a server has been switched off-line, end users may 
continue to access it for the duration of the TTL, or perhaps 
longer if the end user's resolver or browser ignores the TTL.) 
(0103. In addition to default values for load share and shed 
fraction, the managed server may optionally be monitored to 
determine the on/off-line status, and polled for load feedback 
information (updated values for the load share and shed frac 
tion). Furthermore, a managed server may hold either an IP 
address or a CNAME. A managed server holding an IP 
address without monitoring or load feedback becomes 
equivalent in functionality to the static server. Managed serv 
ers with monitoring only (load feedback not configured) are 
used when the user expects the load share and shed fraction of 
the servers to change infrequently, but want an instant reac 
tion if the user's server becomes unavailable. In a presently 
preferred implementation, ATC monitors the user's server by 
polling a user— 

shedEraction='SF' 
OnLine="OL 
expireTime="ET/> 

0104. The file must be made accessible by the subscriber 
via http or https, optionally with basic authentication. In a 
presently preferred implementation, the online field is 
required, and all others are optional. LS is a number greater 
than (or equal to) Zero, SF is a number from 0 to 1, OL is either 
True or False, and ET is a time (either absolute GMT or 
relative). 
0105. The expireTime parameter is the absolute time at 
which the current XML file expires, or the relative amount of 
time, post-probe, at which the current XML file expires. After 
a retrieved XML file expires, the loadShare and shedFraction 
return to their default values. In this manner a user (i.e., 
content provider) can temporarily (or permanently) override 
default load share and/or shed values. 
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0106 The Managed Server specification with both Moni 
toring and Load Feedback may then look like the following 
table: 
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ing them to be defined by the subscriber via a short XML 
status file at a location of the subscriber's choice (as described 
above). 

Monitoring 
Server Name IP TTL URL Load Feedback URL 

SF Server 1.O.O.O.1 2m http://10.0.0.1 http://1.0.0.0.1? atc-feedback.xml 
NY Server 1.O.O.O.2 2m http://10.0.0.2 http://1.0.0.0.2, atc-feedback.xml 

0107 The load feedback resource does not need to be on 
the server itself. The user may wish to use an independent 
server to control the load share and shed fraction of some or 
all of the user's servers. The state of the user's managed 
servers is maintained by each ATC name server as follows: 
0108). If the user's server uses neither a monitored URL 
nor a load feedback URL, it is considered to be always on-line 
with default load share and shed fraction. 
0109 If the user's server uses a monitored URL but not a 
load feedback URL, it is considered to be on-line when the 
monitored URL is successfully retrieved (HTTP response 
code from 200 to 399 within 15 seconds), otherwise it is 
considered to be off-line. 
0110. If the user's server uses both a monitored URL and 
a load feedback URL, the server status is preferably given by 
the following table: 

Load Feedback URL 
Contents Monitoring Down Monitoring Up 

No. XML Off-line On-line with defaults 
No XML, last known still Off-line Last known 
valid 
On-line Off-line On-line with defaults 
On-line, LS and SF Off-line On-line with LS and SF 
Off-line Off-line Off-line 
Off-line, LS and SF Off-line Off-line 

0111. In the above table, “No XML means that either the 
XML file could not be retrieved within the 15 second time-out 
period (e.g., due to networkerror), the XML file was retrieved 
but could not be parsed, or the XML file had expired. “Last 
known refers to the full contents of the last successfully 
retrieved XML file. Last known values expire and cease to 
exist at the expire time if the expire time is specified in the 
XML file. The term “defaults’ refers to the default load share 
and shed fraction values specified in the Managed resource 
SeVe. 

0112. If the user's server uses the Load Feedback URL but 
no Monitored URL, the user can achieve an N minute delayed 
failover by putting in the XML snippet a relative expireTime 
of N minutes (+Nm) and a loadshare of one, while having in 
the policy a default Load Share of 0. 

Dynamic Server 
0113. The Dynamic Server option may be used to share 
load at the current decision tree leaf among a set of servers 
when the user expect that the load share, shed fraction, or 
server availability may change reasonably often. (The man 
aged server option is preferred over the dynamic server 
option.) Load share and shed fraction are defined for this case 
as they are for Static Servers. However, the Dynamic Servers 
selection offers flexibility in exactly how they are specified. 
The Dynamic Server option supports specification of load 
share, shed fraction and the Online flag dynamically, allow 

0114. The subscriber specifies the location of this file to 
ATC, including any authentication requirements desired. 
ATC polls the file at predetermined fixed intervals, e.g., every 
30 seconds, and updates the current ATC policy to reflect its 
contents. Subscribers can easily specify changes to load 
share, shed fraction and the Online flag by editing the file, 
either manually or by updating it using automated modules, 
without requiring updates to an entire ATC policy. 
(0.115. In order to maintain flexibility, values for the “URL 
Download share” and the “URL Down shed fraction param 
eters can be set in the ATC policy. They are used to control the 
behavior of ATC under the circumstance that the ATC polling 
mechanism is unable to retrieve the status file for a server, or 
is unable to parse its contents. 

Case 1 

(0.116) Subscriber specifies all three ATCServerStatus 
attributes in the status file, with the "URL Download share' 
parameter set to zero. In this case the subscriber's server will 
not be returned as an answer under any conditions until the 
polling mechanism retrieves a valid XML file. 

Case 2 

0117 Subscriber specifies all three ATCServerStatus 
attributes in the status file, with the "URL Download share' 
parameter setto one. In this case, ATC treats a failure to return 
valid XML according to the “Download share” and “Down 
shed fraction' specified in the policy. 

Case 3 

0118. Subscriberspecifies only the online ATCServerSta 
tus attribute in the status file. In this case, ATC uses the 
“Default load share” and “Default shed fraction specified in 
the policy if the “Online” flag in the ATCServerStatus file is 
Set to true. 

0119 Below is a table detailing all of the possible cases. In 
the table, a dash represents ATC taking the dynamic server out 
of consideration. LS and SF should be replaced by actual 
numbers. 

Dynamic Server Cases 

0120 

Form of retrieved 
ATCServerStatus file LoadShare ShedFraction 

&ATCServerStatus LS SF 
OnLine="True' 
loadShare=LS' 
shedEraction='SF's 
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-continued 

Form of retrieved 
ATCServerStatus file LoadShare ShedFraction 

&ATCServerStatus Default load share Default shed fraction 
OnLine="True's 
&ATCServerStatus 
OnLine="False' 
loadShare=LS' 
shedEraction='SF's 
&ATCServerStatus 
onLine="False's 
Bad format or un 
retrievable: 

Download share Down shed fraction 

Overflow Server 

0121. A user uses the Overflow Server option if the user 
would like to specify what should happen if, for some reason 
(e.g., server unavailability), no answers are selected by the 
Static or Managed (or Dynamic) Server selection process. 
Typically, the overflow server will be a CName to a service, 
such as Level 3 Communications Content Delivery Network 
(CDN), that should be available in the case that the user's 
individual Static or Managed (or Dynamic) servers are 
unavailable. 

Managed and Dynamic Server Status Alerts 

0122) The global ATC network preferably maintains an 
overall state of a user's Managed and Dynamic servers using 
Monitored or Load feedback URLs. A Server Status page, 
available from the subscriber web interface, continuously 
updates with the status (up or down) of the user's URLs and, 
if down, the relevant error condition (time-out, connection 
failure, file not found, etc.). Additionally, the overall server 
state is displayed (either on-line or off-line) along with a 
relevant status message. If a server changes state, an email 
message is sent to the user detailing the event. Email mes 
sages are preferably not sent more frequently than once in 15 
minutes per domain name origin. 
0123. Once a DNS request is directed to an appropriate 
continent, the country based distribution policies 225 may 
further constrain the selection to particular servers that are in 
the same or close-by countries where the client 112 is located. 
For example, if the client 112 is located in the U.S., the 
country based policies 225 may direct the selection from the 
servers located in the U.S. Similarly, the region based distri 
bution policies 230 may further constrain the selection to, for 
example, the west coast or east coast depending on where the 
client 112 is located. 

0.124 When a particular server group is selected (e.g., 
after a hierarchical decisions based on the continent-based 
policies 220 and the region-based policies 230), the load 
share policies 240 govern the process whereby servers in a 
given server group should be selected. Such policies may be 
determined based on the servers capacities or may be adap 
tively revised based on the dynamic performance or load of 
the underlying servers. The load share policies 240 may 
specify the percentage (share) of the total requests that each 
server in a server group should handle. For example, if a 
server group comprises a total of three primary servers (server 
1, server 2, server 3), a load share policy for this server group 
may specify the load share as (0.3, 0.5, 0.2), indicating that 
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server 1 should take 30% of the total load, server 2 should take 
50% of the load, and server 3 should take 20% of the total 
load. 
(0.125. The tiered failover policies 250 govern the selection 
of a server when a particular default set of servers is no longer 
functioning or available. For example, primary servers in a 
server group may be considered as a default set of servers that 
provide service when operation is normal. Unavailability of 
Such primary servers may be detected according to the 
response time of the server. For example, if a server is simply 
not responding, the server may be considered as not available. 
When all the primary servers are down, the tiered failover 
policies 250 govern where the traffic should be directed. For 
instance, the tiered failover policies 250 may specify to direct 
all traffic to the overflow servers at the next tier. 
0.126 FIG. 4 depicts an exemplary relationship between 
the subscriber server network 104 and the subscriber policies 
120, according to embodiments of the present invention. The 
subscriber server network 104 is depicted in FIG. 4 as a 
network hierarchy or a tree in which the subscriber server 
network 104 includes server group 1 106-1 through server 
group k 106-k, and each server group may include its own 
primary server group 108 in the first tier and overflow server 
group 110 in the second tier (e.g., server group 1 106-1 has 
primary server group 108-1 and overflow server group 110-1 
associated therewith, while server group k 106-khas primary 
server group 108-k and overflow server group 110-k associ 
ated therewith). 
I0127. The subscriber policies 120 govern selection of one 
or more servers within the subscriber server network 104 (or 
in some other network of servers) so that their IP addresses 
may be returned in response to DNS requests from the client 
112 (resolver 116). To determine or to select appropriate 
servers in the subscriber server network 104, the decisions 
may be hierarchical. For example, as shown in FIG.4, at the 
level of the subscriber server network 104, the ATC mecha 
nism 126 may make geo-political distribution decisions 410 
to determine which server group should be selected. Once a 
particular server group is selected, the ATC mechanism 126 
may further determine which particular servers in the group 
should be selected according to, for example, how the traffic 
load should be shared among the servers within the server 
group. Decisions at server group level may be based on the 
load share policies 240. This decision making process illus 
trates that, at each branch node in the server hierarchy, appro 
priate ATC policies may be applied to govern the selection of 
an appropriate server or servers. 
I0128. As illustrated in FIG. 4, the geo-political policies 
215 may be applied to control the selection of a particular 
server group, the load share policies 240, the tiered failover 
policies 245 and 250, and the shedding policies 255 may be 
applied to re-direct traffic. That is, the subscriber server net 
work 104 forms a tree and the ATC policies 200 govern the 
flow from the top of the tree to one or more leaves of the tree. 
The ATC mechanism 126 controls the flow by applying the 
ATC policies 200. 
I0129 FIG. 5 depicts a high level architecture of an adap 
tive traffic control (ATC) framework according to embodi 
ments of the present invention. The ATC framework com 
prises an ATC administrative framework 142 and an ATC 
name server network 140. The ATC administrative frame 
work 142 is responsible for various administrative tasks asso 
ciated with subscribers or other policy making entities (138), 
include manipulating and storing the ATC policies 200, 
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propagating or broadcasting the ATC policies 200 to name 
servers in the ATC name server network 140, monitoring 
name server behavior, generating status reports to display 
monitoring results on appropriate media, and sending alert to 
a network operation center (NOC) 148 (see FIG. 1) and the 
Subscriber 102. 

0130. The ATC name server network 140 is responsible for 
responding to DNS requests, including processing DNS 
requests, applying the ATC policies 200 to select one or more 
servers from the subscriber server network (or a different 
designated network), and replying with the IP address(es) of 
the selected server(s). The ATC name server network 140 
dynamically maintains the ATC policies 200, that are either 
received from the ATC administrative framework 142 or 
updated according to the dynamic operational status of the 
servers. The ATC name server network 140 provides domain 
name-IP address resolutions based on dynamically updated 
ATC policies 200. The ATC name server network 140 may 
also monitor the operational status of individual name servers 
within the network and Supply logging and monitoring data to 
the ATC administrative framework 142. 

0131 The ATC administrative framework 142 may be 
designed to have fault-tolerance. For example, as depicted in 
FIGS. 1 and 5, the ATC administrative framework 142 may 
include an administrative master agent (AMA) 144, and one 
or more AMA backups 146-1,..., 146-m (collectively 146). 
All AMA agents, including the master agent 144 and the 
backups 146 may be capable of performing the exact func 
tions except that one of them (e.g., master AMA 144) may be 
a central or primary administrative master agent and others 
(e.g., AMA backups 146) may be backup or secondary or 
redundant master agents. The central or primary AMA 144 
may be responsible for regularly backing up the AMA backup 
agents 146. When, for whatever reason, the primary AMA 
144 is no longer functioning properly, one of the AMA back 
ups 146 may take on the role of the central or master AMA 
144. 

0132) The ATC name server network 140 may comprise a 
plurality of name server agents 118-1, 118-2,..., 118-k, each 
of which may be designed to be responsible for the DNS 
requests of a particular geographical (or any other adminis 
trative or functional) region. For example, the name server 
agent 118-1 may be responsible for processing all the DNS 
requests from North America, the name server 118-2 may be 
responsible for Europe's DNS requests, and the name server 
118-3 may be responsible for DNS requests from Japan. In 
addition, a name server agent may also serve as a back up 
name server agent for other name server agents in the net 
work. For example, if the North America name server agent is 
not functioning properly, the Europe name server agent may 
be temporarily assigned to handle the DNS requests from 
North America. For that purpose, all ATC policies may be 
propagated to all of the name server agents in the ATC name 
server network 140. 

0.133 FIG. 6 depicts a high level functional block diagram 
of an administrative master agent (AMA) 144 according to 
embodiments of the present invention. The AMA 144 com 
prises a secure web-based graphical user interface 160, a 
policy editing mechanism 162, an ATC policy database 124. 
an administrative policy update mechanism 164, an ATC 
administrative browser 166, an ATC policy management 
mechanism 152, a report generation mechanism 168, an ATC 
network monitoring mechanism 150, and an administrative 
master backup mechanism 170. 
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I0134. The ATC policy database 124 stores the ATC poli 
cies 200. As discussed above, the ATC policies 200 may 
include policies from different sources (e.g., from Subscribers 
and from other entities that control network traffic). Both the 
subscriber policies 120 and other policies 122 may be defined 
and provided to the AMA 144. In the exemplary configuration 
shown in FIG. 6, the policies may be received at the AMA 144 
through the secure web based GUI 160. There may be other 
means through which the policies can be delivered to the 
AMA 144 and will be discussed later. The policy editing 
mechanism 162 organizes the received policies to form the 
ATC policies 200 and then stores them in the ATC policy 
database 124. 
0.135 The ATC policy management mechanism 152 may 
broadcast or propagate the ATC policies 200 to relevant name 
servers in the ATC name server network 140 so that the ATC 
policies 200 may be used to control the domain name trans 
lation service. The stored ATC policies may be dynamically 
updated via different means. For example, the policies may be 
updated through the ATC administrative browser 166, or the 
administrative policy update mechanism 164 may revise 
existing ATC policies. 
0.136 Alternatively, the AMA 144 may also be provided 
with policies from different sources through the ATC policy 
management mechanism 152, which may regularly poll 
dynamically updated policies from different locations. Such 
locations may include designated network locations that are 
designated to provide dynamic policy related information or 
servers (either in the subscriber server network 104 or in the 
CDN 105) that are classified as managed servers. For 
instance, a server may dynamically specify its load share via 
a designated file stored on the server or at Some other location 
(the file may reside on the server being monitored or at Some 
other location, e.g., a central load controlling server). To 
retrieve such dynamically defined load share information 
from a managed server, the ATC policy management mecha 
nism 152 may poll the designated file stored on the managed 
server to obtain relevant load share information. Dynamic 
policies may also be polled from other policy making entities. 
0.137 Broadcasting ATC policies may take place periodi 
cally according to Some pre-defined interval or may be trig 
gered whenever the stored ATC policies are updated. The 
ATC policy management mechanism 152 may monitor 
changes made to the existing ATC policies. The ATC policy 
management mechanism 152 may poll the ATC policies 
stored in the ATC policy database and see whether there are 
changes. On the other hand, whenever the ATC policy man 
agement mechanism 152 polls dynamic policies from speci 
fied locations (such locations may be specified in existing 
ATC policies), it may determine whether the dynamically 
polled policies differ from existing ATC policies. In the event 
that updated policies are different from the existing ATC 
policies, the ATC policy management mechanism 152 may 
re-broadcast the updated ATC policies to the ATC name 
server network 140. 

0.138. The ATC network monitoring mechanism 150 may 
collect DNS log summaries from different name servers in the 
ATC name server network 140. Such summary log data may 
be received in the form of events that provide information 
Such as, for example, the number of requests directed to 
particular servers in a given time period. The ATC network 
monitoring mechanism 150 may collectively processes Such 
DNS log summaries (or events) from the entire ATC system. 
The report generation mechanism 168 may generates moni 
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toring status reports from these Summaries and makes Such 
reports available to the subscriber 102 via the secure web 
based GUI 160. 
0.139. The administrative master backup mechanism 170 
may periodically update the AMA backups 146-1,..., 146-m 
to ensure that all the backup agents are current. This may 
include replicating the ATC policies, the operational status of 
various control mechanisms (including the ATC policy man 
agement mechanism 152), the policy editing mechanism 162, 
and the administrative policy update mechanism 164, and 
providing the up-to-date information to the AMA backups. 
0140. A major function of an administrative master agent 

is to manage the ATC policies, to make Sure that updated ATC 
policies are Supplied to the name server agents in the ATC 
name server network 140, to monitor the various name serv 
ers performance, to generate dynamic monitoring status 
report of system performance, and to maintain a connection 
through which policies may be updated dynamically and 
monitoring report can be examined. 
0141 Information flagging system errors and other 
anomalous conditions is collected by the ATC network moni 
toring mechanism or agent 150. FIG. 7 depicts an internal 
functional block diagram of an ATC network monitoring 
mechanism 150, according to embodiments of the present 
invention. The ATC network monitoring mechanism 150 
includes a trap handler 176, a processing mechanism 182, and 
an alert generation mechanism 184. The trap handler 176 
traps events from the name servers in the name server network 
140. The processing mechanism 182 analyzes both the col 
lected trapped events, and, based on analyzed information, 
the alert generation mechanism 184 generates alerts when 
necessary, and reports Such alerts to, for example, the ATC's 
network operation center (NOC) 148 and the subscriber 102 
(FIG. 1). 
0142. The trap handler 176 further comprises an event 
receiver 178 that intercepts trap events from the name servers 
and an event consolidation mechanism 180 which may clas 
Sify the trapped events and organize them in a reasonable and 
appropriate fashion. The processing mechanism 182 may 
process the consolidated events to identify useful or informa 
tive patterns which may be further used, by the alert genera 
tion mechanism 184 to identify problematic patterns which 
may significantly affect the system performance. 
0143. The Adaptive Traffic Control (ATC) framework 
according to the present invention may be deployed as a 
stand-alone service directing traffic solely to the subscriber's 
servers, in conjunction with another content delivery network 
(CDN) provider, or in conjunction with any other service. 
0144. Each domain name server in the ATC name server 
network 140 may include (FIG. 1) a location determiner 128, 
an adaptive traffic control (ATC) mechanism 126, a monitor 
ing agent or mechanism 130, a database manager 132, and a 
report generator 134. When a name server (e.g., 118-1) 
receives a request from the resolver 116 of the client 112, the 
location determiner 128 determines the location of the 
resolver and sends such location information to the ATC 
mechanism 126. Based on the location information, the ATC 
mechanism 126 retrieves relevant ATC policies from the 
policy database 124 (e.g., the subscriber policies 120 or the 
other policies 122) and selects one or more servers in the 
subscriber server network 104 according to the retrieved rel 
evant policies. The corresponding IP address(es) or the 
CNAME of the selected servers are then returned to the 
resolver 116. 
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0145 The database manager 132 maintains the policy 
database 124. It received policies broadcast from the ATC 
policy management mechanism 152 in the ATC administra 
tive framework 142 and populates the policies in the policy 
database 124. The ATC policies received from the ATC 
administrative framework 142 may also include information 
that defines or classifies servers in the subscriber server net 
work 104 (or in the CDN 105). For example, some servers 
may be defined as monitored servers and some may corre 
spond to managed servers. 
0146 When the database manager receive such informa 
tion, it may inform the monitoring mechanism 130 of the 
classification of the underlying servers so that the monitoring 
mechanism 130 can monitor each server according to its 
status. When the ATC policy management mechanism 152 
broadcasts updated policies, the database manager 132 
accordingly updates the relevant policies stored in the policy 
database 124. 
0147 The monitoring mechanism 130 monitors the opera 
tional status of the name server 118-1 and one or more servers 
in the subscriber server network. It may collect events 
occurred in the name server 118-1 during operations and send 
such events to the ATC network monitoring mechanism 150 
in the ATC administrative framework 142. On the other hand, 
it may also monitor the operations of various servers in the 
subscriber servergroup 104 (or in the CDN 105) according to 
how each server is defined (monitored or managed server). 
0.148. If a server is defined as a monitored server, the 
monitoring mechanism 130 may dynamically probe the 
server (as discussed earlier) to determine its availability. If a 
server is defined as a managed server, the monitoring mecha 
nism 130 may monitor its availability during operation. The 
monitoring mechanism 130 may also poll dynamic load share 
information from the server. When the monitoring mecha 
nism 130 detects that a server is no longer available, it may 
inform the database manager 132 to create a local policy that 
indicate that the server is no longer available so that the ATC 
mechanism 126 can take into account when resolving a host 
aC. 

0149 When the monitoring mechanism 130 polls the 
dynamic load share information from the server, it may 
inform the database manager 132 to update the load share 
policies in the policy database 124 that are affected by the 
dynamics of the polled load share. For example, if three 
primary servers in a server group originally have load share 
(0.3, 0.3, 0.4) and the third primary server now changes its 
load share to 0.2, the database manager 132 may accordingly 
update the load share among these three primary servers into 
(0.4,0.4, 0.2). 
0150. The report generator 134 generates reports related to 
the operations of the underlying name server based on log 
information 136 recorded. Such generated reports may be 
sent to a report consolidator 154 in the ATC administrative 
framework 142 so that reports from different name servers 
may be consolidated. 
0151. A subscriber may activate (turn up) the ATC system 
(DNS servers) in one of two ways: using a DNS CNAME or 
using NS delegation. Instead of using ATC to direct traffic for 
a single DNS hostname, the subscriber may have many dif 
ferent subdomains that it would like to direct to ATC. For 
example, the subscriber might want all downloads from 
dl.customer.com handled by ATC, together with all of its 
Subdomains, but have all other domains that it controls, such 
as www.customer.com, resolved by its own name server: 
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dl.customer.com. => ATC 
any.thing.dl.customer.com. => ATC 
www.customer.com. => not ATC 
customer.com. => not ATC 

0152. In this case, instead of adding the CNAME record in 
the subscriber's DNS zone file, it simply delegates the d1.cus 
tomer.com. name to ATC via NS records in its Zone file. 

0153. The delegation (using NS-records) method is pres 
ently preferred as it is more flexible and offers all of the 
reliability, scalability and flexibility of ATC. After the initial 
contact for delegation, a properly operating resolver making 
occasional queries will not contact the Subscriber's own name 
server or name servers again. The result provides much better 
name resolution performance since the unnecessary overhead 
of routing each fresh DNS request through the subscriber's 
name server is eliminated. The CNAME method keeps the 
subscriber's own name server in the loop. That is, whenever 
the CNAMETTL expires, client resolvers will return to the 
subscriber's name servers to refresh the record. 

0154 For both CNAME and NS delegation methods, the 
procedure to turn off the ATC switch is the same the sub 
scriber edits its DNS zone files to remove the delegation 
authority to ATC. DNS requests will continue to be served in 
accordance with the subscriber's defined ATC policies until 
the TTLs have expired on the appropriate delegations. 

The System in Operation 

0155 FIG. 8(a) is an exemplary flowchart of a process, in 
which a name server resolves a DNS request based on ATC 
policies, according to an embodiment of the present inven 
tion. First, a user enters a URL into the user's browser 114 (or 
into any application that accepts URLs as input and obtains 
the corresponding resource for the client) (at 802). The cli 
ent's resolver 116 attempts to resolve the hostname of the 
URL in order to obtain an IP address of a server from which 
the resource identified by the URL can be obtained (at 804). 
The resolver 116 will be directed by the client's DNS (not 
shown) to a DNS Name Server 118 in the ATC name server 
network 134 (at 806). The resolver 116 provides the name 
server 118 with the hostname it is attempting to resolve. 
0156 The name server 118 receives the request to resolve 
the hostname (at 808) and determines one or more servers in 
the Subscriber server network 104 or in the CDN 105 that can 
process the client's request according to the location of the 
resolver 116 as well as relevant ATC policies retrieved from 
the policy database 124 (at 810). Details of this operation are 
described with reference to FIG. 8(b). The IP address(es) of 
the selected server(s) are returned to the requesting resolver 
116 (at 812). The browser 114 then connects to one of the 
servers (at 814) in order to obtain the requested resource. 
0157 FIG. 8(b) is a flowchart of an exemplary process, in 
which a domain name server selects one or more servers 
according to location of the client and relevant ATC policies. 
The location of the resolver 116 (or client) is first determined 
(at 816). Relevant ATC policies are then retrieved (at 818) 
from the policy database 124. One or more servers in either 
the Subscriber server network 104 or the CDN 105 are 
selected according to the determined location of the client and 
the relevant ATC policies (at 820). 

11 
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0158 FIG. 8(c) is a flowchart of an exemplary process, in 
which the monitoring mechanism 130 in a domain name 
server monitors the operations of the name server as well as 
one or more servers in the subscriber server network 104 or 
the CDN 105. Events occurring during domain name service 
are monitored (at 822). Such events are sent to the ATC 
network monitoring mechanism 152 (at 824). In addition, the 
availability of the one or more servers are also monitored (at 
826). Furthermore, if any of the one or more servers is defined 
as a managed server (determined at 828), dynamic load share 
information is polled (at 830). Both the availability informa 
tion and the dynamic load share information (if any) are used 
to update some ATC policies that are local to the name server 
(at 832). 
0159 FIG. 8(d) is a flowchart of an exemplary process, in 
which the ATC policy management mechanism 152 dynami 
cally maintains and broadcasts the ATC policies. Initially, 
policies from different sources are received (at 834) and 
broadcast to the name servers 118 (at 836). If backup is 
necessary (determined at 838), the ATC policy management 
mechanism 152 sends current policies to the master backup 
agents 146 (at 840). 
0160 The ATC policy management mechanism 152 also 
performs dynamic policy maintenance. It polls dynamic 
policy information (at 842) at certain defined intervals and 
uses such polled dynamic policy information to update exist 
ing policy (at 844). The updated policies are then broadcast to 
the name servers (at 846). If the updated policies need to be 
propagated to the backup agents (determined at 848), they are 
sent to the master backup agents (at 850). 
0.161 FIG. 8(e) is a flowchart of an exemplary process, in 
which the ATC network monitoring mechanism 150 monitors 
operations of the name servers and sends alert to the NOC 148 
and the subscriber 102. Events sent from monitoring mecha 
nisms of different name servers are trapped (at 852). Such 
trapped events from different sources are then consolidated 
(at 854) and processed (at 856). If there is any alarming 
situation (determined at 858), the ATC network monitoring 
mechanism 150 generates an alert (at 860). The generated 
alert is then sent to both the NOC 148 and the Subscriber 102 
(at 862). 

Policy Administration 

0162 The ATC policies may be initially set up and later 
adaptively updated according to servers' dynamic operational 
status. The ATC policies may be formed via various means. 
The described approaches may also be applied to form other 
policies. A GUI approach or a file-based approach (or both) 
may be employed to set up subscriber policies. Through the 
GUI approach, different means to form subscriber policies 
may be adopted. For example, a browser may be used so that 
a subscriber can enter policies directly. An XML file contain 
ing descriptions of the Subscriber policies may also be loaded 
using GUI approach so that the policies may be parsed and 
stored. As another alternative, a file containing descriptions of 
the subscriber policies may also be loaded in a similar fashion 
and parsed accordingly. When a file based method is used, a 
file containing descriptions of the Subscriber policies, either 
constructed based on XML or some other structure, may be 
accessed via other means such as FTP. 

0163. In some preferred embodiments, a subscriber 
accesses a secure web-based GUI 160 (FIG. 6) using sub 
scriber's secure browser interface 156. 

Page 37 of 44



US 2008/0215718A1 

0164 FIGS. 9(a)-9(c) show exemplary secure web based 
graphical interfaces, through which a Subscriber may define 
load share policies and overflow policies with respect to 
specified network resources, according to embodiments of 
the present invention. There may be different types of load 
sharing servers: (1) static servers, (2) dynamic servers, and 
(3) overflow servers. A dynamic server is one that is specified 
as either a monitored or a managed server whose dynamic 
availability may be monitored and whose load may be re 
directed when it becomes unavailable. In the case of a moni 
tored server, both of its load share and loadshed fraction may 
also be made dynamic. 
0165 Correspondingly, the policies governing routing 
requests to different types of servers may also be defined 
accordingly. First, the policies that govern static servers are 
applied when servers are relatively static and do not change 
often over time. This may mean that the availability of the 
servers is fairly stable and load sharing among different Serv 
ers is also relatively stable. The policies that control dynamic 
servers are applied when servers are expected to change fre 
quently. Such policies include failover policies, shedding 
policies, and tiered failover policies (described earlier). The 
overflow policies control the change of flow of the requests 
when, for Some reason, primary servers, either static or 
dynamic, become unavailable or overloaded. In this case, 
relevant overflow policies determine to which overflow server 
a request for name service should be directed. 
0166 The load share with respect to a given server repre 
sents the amount of traffic that will be sent to that server 
within a static server setting. An exemplary method to com 
pute the load share of the traffic sent to the server is to sum the 
load share amount of all servers in a current static server 
setting and divide the loadshare for that server by the summed 
total to derive the load share. 
0167. The shed fraction for a given server represents the 
percentage of traffic that should be redirected away from the 
server. The redirection may be carried out after load share is 
made based upon load share policies. FIG. 9(a) gives an 
example interface, in which each of the servers listed is 
assigned various selection related parameters. For example, 
for each server, a TTL is specified. In addition, a load share 
and a shed fraction may also be specified. For example, both 
servers New York and London have load share of 1.0. The 
shed fraction assigned to server New York is 0.2, meaning that 
20% of its load is re-directed to some other server, and the 
shed fraction assigned to server London is 0.3, meaning that 
30% of its load is re-directed to some other server. 
0.168. Shedding fractions may also be computed automati 
cally on the fly. For example, when a server is detected to have 
slow response, indicating that it may be overloaded, a shed 
ding fraction may be computed according to the discrepancy 
between its expected response time and the actual response 
time. Such an automatically computed shedding fraction can 
then be applied to re-direct the newly computed fraction of 
the traffic to a different server to unload some of the traffic 
originally intended to be directed to the overloaded server. 
0169. For each resource server, an on-line flag may also be 
set to indicate whether the server is currently available. This 
flag is shown in FIG. 9(a) in the rightmost column. With this 
flag, a server may be temporarily removed from the service, 
if, for instance, a server needs to be taken down for mainte 
aCC. 

0170 Since managed and dynamic servers are expected to 
change relatively frequently, policies that govern their selec 
tion may be defined in two stages. The policies for managed 
and dynamic servers may be initially specified in a similar 
fashion as for static servers. For instance, load share and shed 
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fraction can be defined for dynamic servers New York and 
London, as shown in FIG. 9(a). During operation, however, 
the policies that govern the selection of managed and 
dynamic servers may be established dynamically. For 
example, initially defined policies (e.g., load share, shed frac 
tion, and on-line flag) may be adaptively revised based on, for 
instance, an on-line status report retrieved from one or more 
specified locations on the network. Dynamic policies provide 
considerable flexibility in how the selection may be con 
ducted in a manner that is adaptive to the network health or 
any other network performance related factors (e.g., mainte 
nance). 
0171 The on-line status report may be provided at one or 
more network locations specified by the subscriber. The loca 
tions may be specified as a Uniform Resource Locator (URL) 
and may be accessed through an HTTP request. A location of 
the status report may be specified in the initial policy, provid 
ing a constant link to the location. FIG. 9(b) shows an exem 
plary GUI for specifying an URL link to a status report. An 
URL link for the location of the status report is specified as 
"http://server” which corresponds to a server named London 
with an IP address of 10.0.0.3. The access may be authenti 
cated and Such authentication requirements may also be 
specified in the initial policies. The on-line accessed status 
report may be constructed based on information gathered 
during monitoring the servers performance. For instance, 
each server in the subscriber server network may provide a 
status report containing information related to its perfor 
mance. Name servers in the ATC name server network may 
poll Such information from Such servers and Such information 
may be used to update policies. 
0172. The frequency with which the status report is 
accessed may also be specified explicitly. For example, it may 
require the relevant mechanisms (specifically, the ATC policy 
management mechanism or the monitoring mechanism of 
each name server) to poll the status report at a regular time, 
e.g., every thirty seconds. 
0173 A status report may be constructed using some stan 
dard language such as extendible Markup Language (XML). 
Such a status report may contain revised policies, which may 
be determined by the subscriber manually based on network 
performance, devised by an automated process based on net 
work performance, or may be generated by an individual 
managed server. In Such cases, the status report includes 
updated policies and when it is polled, the updated policies 
are used in future traffic control. For example, a managed 
server may re-define its load share of according to its dynamic 
capacity. When such dynamically defined load share infor 
mation is accessed and used in enforcement, the traffic is 
controlled in a manner that is adaptive to the network dynam 
1CS 

0.174. When a status report is accessed, the relevant 
mechanisms (e.g., the ATC policy management mechanism in 
the ATC administrative framework or the ATC mechanism in 
corresponding name server) updates the associated policies 
based on the information contained in the status report. For 
example, a status report may indicate that the current load 
share for server New York should be 0.4 (down from 1.0 
previously) with the same shed fraction (0.2) and the current 
load share for server London should be 0.5 (down from pre 
vious 1.0) with 0.4 shed fraction (40% shed fraction). An 
alternative scenario may be that the status report provides 
network performance data about each dynamic server and the 
ATC mechanism, after accessing the status report, determines 
how the current policies may be revised accordingly. 
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0175 When the status report provides dynamic policies, it 
may, in general include, for each dynamic server, the follow 
ing information: 
(0176 <ServerStatus loadShare="LS' shed Fraction="SF 
online="Boolean/> 
where LS and SF represent numerical numbers and “Bool 
ean represents a logical value of either “true' or “false'. 
0177. With respect to dynamic servers, with the mecha 
nism of dynamic policies described above, a Subscriber or a 
server can easily specify changes to existing policies (e.g., 
changes to load share, shed fraction policies and the On-line 
flag) without having to update an entire ATC policy hierarchy. 
In addition, a parameter (called “Down on line' in some 
embodiments) can be set in an ATC policy to control the 
behavior of the ATC mechanism under the circumstance that 
the ATC policy management mechanism is unable to properly 
access the status report due to reasons such as a failed polling 
or retrieval or failing to parse the status report's content. 
According to Some embodiments of the present invention, 
three different exemplary approaches may be applied to 
handle the situation. 
0.178 With the first approach, a subscriber may instruct an 
ATC mechanism in a name server not to select a particular 
server if the status report for that server can not be properly 
obtained. The subscriber may specify this policy by setting 
parameter “Down on line' to false. In this case, the ATC 
mechanism will not consider the underlying server as a can 
didate for selection process until the polling mechanism 
retrieves a valid status report. 
0179 The second approach to deal with a polling failure is 
to allow the ATC mechanism to select the underlying dynamic 
server according to its default policies (or original policies). 
To specify this solution, the subscriber may set the “Down on 
line' parameter true. 
0180. The third approach to handle the situation where the 
status report can not be properly retrieved is to allow the ATC 
mechanism to select the underlying server if its “online’ flag 
is on (it is available). To achieve this, a subscriber may specify 
only the “on line' ServerStatus in the status report, with 
parameter “Down on line' set to either true or false. In this 
case, the ATC mechanism will use a load share and a shed 
fraction specified in the policy when the “Online’ flag is set 
to true. The load share and the loadshed fraction may both be 
dynamically determined (either broadcasted from the ATC 
policy management mechanism or polled by the ATC mecha 
nism 130 from the underlying server. 
0181 Static, dynamic and managed servers are primary 
servers, although their selection may be controlled by opera 
tionally different policies. The third type of servers are called 
overflow servers. They provide alternatives when primary 
servers, for some reason, can not be selected. Typically, an 
overflow server corresponds to a Canonical name or CName, 
pointing to a service providing a CDN (such as, e.g., the CDN 
service offered by Level 3 Communications). The choice of 
overflow servers may be determined based on the belief that 
they are in general always available. An overflow server may 
be defined through a window illustrated in FIG. 9(c). In FIG. 
9(c), overflow servers are defined by a CName, which points 
to the CDN server address “customer.footprint.net” (e.g., the 
CDN 105, shown in FIG. 1). 

EXAMPLES 

Example A 
0182 FIGS. 10(a)-10(b) show example subscriber poli 
cies, defined based on a set of resource servers, that govern the 
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selection of the servers according to different criteria such as 
geographical location of an incoming request and the time 
Zone of each of the locations. In FIG. 10(a), three different 
resource servers are defined, including an “eastserver with 
IP address 10.0.0.2, a “westserver' with IP address 10.0.0.1, 
and a service network with CName “customer.footprint.net’. 
Here, the service network may include more than one servers. 
0183 FIG. 10(b) shows an exemplary decision tree 
embedded in a set of geographical policies that guide how the 
traffic should be directed to a set of servers. In the decision 
tree depicted in FIG. 10(b), the selection is first directed to 
different resources at the top level according to a split 
between the United States and rest of the world. A resource 
may correspond to either a single server (or CDN) or a group 
of servers (or CDNs). A request initiated from non-U.S. geo 
graphical regions is directed to a resource named "London’. 
Within the United States, time Zone based policies are further 
applied. A request initiated from a region within the central 
time Zone is directed to a resource named “New Work”. A 
request initiated from a region within Alaska time Zone is 
directed to the resource “London’. Finally, a request initiated 
from a region within the United States that does not fall in any 
of these time Zones (i.e., Alaska or Central) can be directed to 
either “London’ or “New York. 

Example B 

0184 FIGS. 10(c)-10(d) show another example decision 
tree constructed based on a set of resources (servers or CDNs) 
and Subscriber policies that are defined based on geographical 
locations of an incoming request with overflow policies that 
allow the ATC mechanism to direct traffic to pre-defined 
overflow servers when primary servers are not available. In 
the Resource window shown in FIG. 10(c), three resources 
are defined: static resources "London' and "New York', each 
defined based on its IP address, a service network named 
“Sydney” with CName "customer.sandpiper.net’. Each 
resource may correspond to a set of servers such as a server 
group with certain hierarchy. Resource “London' is further 
defined as a dynamic resource and resource “Sydney' is 
further defined as an overflow server network nicknamed 
“cdn service'. FIG. 10(d) illustrates an example decision 
tree built based on these resources. 

0185. The decision tree in FIG.10(d) first splits two ways 
at the top level based on whether a request is from the United 
States. When a request is initiated from the United States, it is 
directed, according to the policies illustrated in FIG.10(d), to 
the dynamic servers at the first tier of resource “London'. A 
request from the United States may also directed to one of the 
overflow servers in resource “cdn service'. This may happen 
when either all the primary servers at the first tier of resource 
“London’ fail to function or when such primary servers are 
overloaded. 

0186 The next four examples (Examples 3-6) are based on 
an example subscriber which has ATC handling traffic for 
www.subscriber.com with a CNAME hand-off to www.sub 
scriber.com.nsatc.net. The example Subscriber has three data 
centers, one in San Francisco, New York and London. The set 
of resources used by these four examples is shown in FIG. 
10(e). Managed servers are used with monitoring since the 
example provides failover from one server to another. The 
default load share values vary: the San Francisco server can 
handle 2.5 times the traffic of the London or New York serv 

Page 39 of 44



US 2008/0215718A1 

ers. The overflow server is utilized in only two of the example 
policies. It is a CNAME specification to a CDN the Level 3 
CDN. 

Example C 

0187. With this policy (FIG. 10(f)), the example sub 
scriber does not utilize any geographic ATC rules, and the 
London server is not in use. End users are simply directed to 
one of the two servers, provided the ATC monitoring of that 
server indicates the server is up and functioning. Unlike stan 
dard DNS round-robin techniques, ATC directs end users to 
the two servers in exactly the ratios specified by the load share 
values in the Resources Window (FIG.10(e)). ATC will return 
the IP address of the San Francisco server 2.5 times as often 
as the New York server. If ATC monitoring detects that the 
New York server is offline, ATC name servers will immedi 
ately stop returning the IP address of the New York server and 
only return the San Francisco server IP address until the 
monitoring indicates the New York server has returned. If the 
example subscriber determines that any one of the servers has 
too much traffic, the load share of that server should be 
adjusted in one of two ways: 

0188 the subscriber can login to the ATC Admin GUI 
and change the load share value manually, or 

0189 the subscriber can configure ATC to poll a load 
feedback URL for the load share value, and change that 
value on the fly 

0190. Changing the shed fraction for any one server is not 
appropriate in this example because there is no defined lower 
tier or overflow server to receive shed traffic. Both servers are 
in the same tier. 
0191) A variation of this example is to put the New York 
server in Tier 2, i.e., have New York function as a backup. In 
this configuration, all traffic would be directed to the San 
Francisco server unless it was monitored as down or shedding 
in which case traffic would then go to New York. That is, if the 
San Francisco server had a shed fraction of, e.g., 10%, then 
ATC would return the New York server 10% of the time. 
When there is only one server in a Tier, there is no load share 
balancing for ATC to do, and the load share value becomes 
unimportant (unless Zero). 
0.192 This example demonstrates load share variation and 
server failover handling within a load sharing server set con 
sisting only of managed servers. 

Example D 

(0193 This policy (FIG. 10(g)) adds an overflow server to 
the server set of the previous policy example. The example 
subscriber has two methods to inform ATC that any one server 
should shed some of its traffic to the overflow server, in this 
case the Level 3 CDN. The overflow server is intended to be 
an effective large supply of bandwidth, to be used when the 
subscriber's servers are at capacity or when the lowest latency 
is required. 
0194 The shed fractions can be modified in one of two 
ways: 

(0195 the subscriber can login to the ATC Admin GUI 
and change the shed fraction value manually; or 

0196) the subscriber can configure ATC to poll a load 
feedback URL for the shed fraction value, and change 
that value on the fly 

0197) The subscriber may maintain an even load across all 
subscriber servers by setting the load share. This value typi 
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cally does not need continuous adjustment. Then, if traffic 
levels increase and all servers are nearing their capacity, all 
servers begin shedding traffic to the Overflow server(s) (in 
this example, “dl.subscriber.com.c.footprint.net”, a CName 
for a CDN). 

Example E 

0198 This example policy (FIG. 10(h)) utilizes geo 
graphic control to direct end users to the subscriber servers 
nearby, on a continental scale, improving end-user response 
time (latency). A variation in tiers is used to specify prefer 
ential and failover server selection. Within a load sharing 
server set, all servers in Tier 1 are considered first. Only if a 
server cannot be selected from Tier 1 (due to shedding or 
because it is off-line) is Tier 2 considered, and so on for Tier 
3. Requests with end-user resolvers in Europe (and Africa and 
the Middle East) are directed to the London server, unless it is 
down or shedding, in which case traffic is sent to New York, 
and then San Francisco. Similarly, requests from Asia and 
Australia are directed to San Francisco, unless that server is 
down or shedding, in which case the lower tiers are used. 
(0199. In this case, the subscriber does not have an overflow 
server defined. If the load on any server becomes too high, the 
shed fraction can be increased on that server and traffic will be 
sent to the lower tiers defined within each geographic region. 
0200. If both the San Francisco and New York servers are 
offline, all traffic is directed to the London server until the 
U.S. servers return. If all three servers are offline, ATC is 
unable to determine which servers are preferred and thus 
selects all three servers, with the hope that the end user may be 
able to connect to one of them. 

Example F 

0201 This policy (FIG. 10(i)) demonstrates finer geo 
graphic control. End users with resolvers on the West coast 
are directed to San Francisco rather than New York. Likewise, 
end users with resolvers in the Eastern U.S. are directed to 
New York rather than San Francisco. The overflow server, in 
this case “dl.subscriber.com.c.footprint.net”, a CName for a 
CDN, is again in use. If all servers are offline or shedding 
(which is considered unlikely), traffic will be directed to the 
CDN. 

0202. Note: The Other label is used, as before, to catch all 
non-specified world Zones, and again within the U.S. time 
Zone split to catch all remaining regions (in this case the 
western time Zones of the U.S. and the rest of the Americas). 
0203 The following three examples (Examples 7-9) are 
based on an example subscriber which has ATC handling 
traffic for an origin server demo.nsatc.net and for the domain 
nsatc.net. The subscriber has three data centers in New York, 
San Francisco, and London, UK, with managed servers at 
each center. As shown in FIG. 10(i), the load shares for the 
managed servers are (NY: 1, SF: 2, and London: 1). 

Example G 

Origin Plus CDN 

0204 FIG. 10(k) shows a policy for the two sub-domains 
“images.nsatc.net” and “www.nsatc.net’. For the “images' 
sub-domain, end users are directed to servers in New York or 
San Francisco, in the ratio 1:2. That is, the ATC mechanism 
will return the IP address of a San Francisco server twice as 
often as that of a NY server. If the ATC mechanism detects 
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that, e.g., the San Francisco server is down, it will stop return 
the IP address for the SF server and will only return the IP 
address for the NY server (until monitoring indicates that the 
SF server has returned). The subscriber may adjust the load 
share of the servers as in the earlier examples (either by 
logging in to the ATC to change the load share values manu 
ally, or by configuring ATC to poll a particular location for a 
configuration file). In case of overflow, the requests go to the 
CDN (with the CName “demo.c.footprint.net”). 
0205 The “www” sub-domain is handled somewhat dif 
ferently in that the overflow for “www' will go to either of 
two CDNs. In this example, as shown in FIG. 10(l), “Level 3 
CDN is a CNAME for a CDN at “demo.c. footprint.net”, and 
“Other CDN is a CNAME for another CDN at “demo.other 
cdn.net. The ATC is configured to share the load between the 
two CDNs in the ratio 1.5 to 1. In other words, as configured 
in FIG. 10(I), ATC will return the CNAME of the Level 3 
CDN 1.5 times as often as it returns the CNAME of the “Other 
CDN. 

0206. As with the load share values for the other servers, 
the load share for the CDNs can also be adjusted by the 
subscriber on the fly or by logging in to the ATC. 
0207 Those skilled in the art will realize and understand, 
upon reading this description, that a Subscriber may wish to 
adjust load share values for a CDN for performance and/or 
business reasons. E.g., a Subscriber may have to pay a higher 
rate for one CDN than for another. 
0208 Those skilled in the art will realize and understand, 
upon reading this description, that the two CDNs may be 
owned and operated by different entities and may be in dif 
ferent domains. 
0209. Using this example, a subscriber can have its traffic 
handled initially by its origin servers (in NY or SF), with 
overflow being handled by a CDN. Overflow for the “images' 
sub-domain is handled by a single CDN, whereas overflow 
for the “www” sub-domain is handled by two CDNs. 

Example H 

0210 FIGS. 10(m)-10(n) show a policy in which traffic to 
the sub-domain “www' is split equally between three CDNs. 
Each CDN has a load share of 1 and so an end-user will be 
returned a CNAME of one of the three CDNs, with each CDN 
having one third of the load. Again, the Subscriber can modify 
the load share on the fly or by logging in to the ATC. 

Example I 

0211 FIG. 10(o) shows an exemplary policy with differ 
ent rules for the sub-domains “ftp”, “download”, “www” and 
“images.” 
0212 End-user requests for the “download’ sub-domain 
(download.nsatc.net) are handled by the subscriber's origin 
servers in NY and SF (in the ratio 1:2 (per FIG. 10(I)). Over 
flow from the “download’ sub-domain is handled by the CDN 
“demo.cdn.com” (a CNAME for the CDN). In other words, 
overflow from the “download’ sub-domain will be directed 
via a CNAME demo.cdn.com to the CDN (i.e., ATC will 
return the CNAME demo.cdn.com for overflow cases to the 
sub-domain “download”). 
0213. The “ftp' sub-domain is split based on country (i.e., 
on the country in which the end-user's request is believed to 
originate). End-user requests from the US are handled by the 
domain “us.demo.com' (a CNAME), and all other requests 
are handled by “international.demo.com' (also a CNAME). 
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In this manner, ftp requests can be directed to different net 
works based on their country of origin. 
0214. The “images' sub-domain is split initially on three 
geographic Zones: 
0215 I. Europe 
0216 II. Asia and Australia 
0217. III U.S. and other 
0218. Within each Zone, end-user requests are further 
directed based on server load. E.g., in Zone I (for Europe), 
end-user requests are handled by the tier 1 server(s) in the UK. 
If these fail (or are overloaded and need to shed load), 
requests then go to the tier 2 server(s) in NY. And if these fail 
(or are overloaded and must shed), requests are directed to the 
tier 3 server(s) in SF. Thus, in response to an end-user request 
for the Sub-domain "images, the request originating in 
Europe, the ATC will return the IP address of a server in the 
U.K. But if that server in the UK is overloaded, the ATC will 
return the IP address of a server in N.Y. And if that server is 
also overloaded, the ATC will return the IP address of a server 
in S.F. 
0219. The Asia/Australia Zone operates similarly, except 
that the servers are put into different tiers, favoring the order 
SF, NY, UK. All other Zones favor the order NY, SF, UK. 
0220. The “www” sub-domain is not split based on geo 
graphic location of the end-user. Traffic is handled by SF first, 
with NY as an overflow. 

0221. In addition to the various web-based interfaces 
described herein, there are also other means through which 
subscriber policies may be defined. As discussed earlier, for 
example, Subscriber policies may also be constructed or 
specified in an XML file which can be downloaded by an ATC 
mechanism and used to control the traffic. 

0222 Policies defined via different means (e.g., through 
web based GUI or XML file) may be converted into some 
pre-defined format within the ATC mechanism. Such pre 
defined format may be designed for efficiency in manage and 
handling the ATC policies. For example, the internal format 
for ATC policies may be designed so that, internally, the 
AMAS can conveniently store, access, and broadcast the ATC 
policies to the name server agents and the name server agents 
can efficiently apply the policies. 
0223) As mentioned earlier, in addition to management of 
the ATC policies, the AMA may also monitor the perfor 
mance of name servers and generates viewable DNS log 
reports. The monitoring mechanism may gather performance 
information from either the DNS logs of the name servers or 
the events trapped from the name servers. Such gathered 
information may be used by the report generation mechanism 
to construct informative reports. The report generation 
mechanism may also make Such reports available to the Sub 
scribers via the secure web-based GUI. FIGS. 11 (a)-11(c) 
show exemplary types of report information that is accessible 
via the secure web-based GUI. FIG. 11(a) depicts a web 
interface that allows a subscriber to view DNS log data of a 
specified resource server. A subscriber can specify the name 
of the server under review (e.g., “download.Subscriber. 
com'), the form in which the log data is to be organized (e.g., 
specify output style of “Separate’, meaning to display IP and 
CName queries and replies with answers as separate items in 
the output), the time period under review (e.g., from Sep. 1, 
2002 to Sep. 24, 2002), and the time resolution used in dis 
playing the log data (e.g., automatically select time resolu 
tion). 
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0224 FIG. 11 (b) shows a plot of log data related to a 
specified server. The log data is presented in a plot, generated 
based on the log entries of a particular server against a speci 
fied period of time (X-axis) with certain resolution. The 
exemplary plot reflects the volume of the traffic directed to the 
underlying server during a period time between 2:30 pm and 
3:30 pm on Sep. 24, 2002. The traffic volume is described in 
terms of number of replies generated by the underlying server 
per minute (Y-axis). It can be seen in this example plot that 
there is a surge in traffic volume between 2:36 pm and 2:38 
pm. FIG. 11(c) shows a graphical display for the same log 
data in FIG. 11(b) in a table form, in which the log data is 
listed in an chronicle order from top to the bottom of the table. 
For instance, each row in the left column lists a period of time. 
In the exemplary table, the log data within the one hour period 
(2:30 pm to 3:30pm) is divided into a plurality of sub-periods, 
each of which is 15 minutes. For each sub-period, the third 
column provides the number of replies from the correspond 
ing sub-period. For instance, during the sub-period of 3:15 
pm to 3:30 pm, there are 13 replies and there is no reply in 
other sub-periods (consistent with the plot illustrated in FIG. 
11(b)). 
0225. In some implementations, end-user resolvers may 
use a preferred subset of the ATC nameservers. This may be 
implemented by providing an initial pool of ATC name serv 
ers which respond to new requests from new end-user resolv 
ers. When an end-user resolver first requires name resolution 
from an ATC nameserver, that resolver is directed (e.g., by the 
DNS system) to one of the pool of ATC nameservers. When 
that ATC nameserver provides an answer to the end-user 
resolver, it also gives that resolver a list of preferred ATC 
nameservers for that resolver, i.e., one or more ATC 
nameserver that are better suited to handle name resolution 
for that end-user resolver. An ATC nameserver may be better 
Suited to handle requests from an end-user resolver for a 
number of reasons, e.g., because it is electronically closer to 
the resolver, because it is geographically appropriate for that 
resolver, etc. Those skilled in the art will realize, upon reading 
this description, that different and/or other measures of suit 
ability may be used to provide an end-user resolver with a list 
of preferred ATC nameservers. Once an end-user resolver has 
a list of preferred ATC nameservers, that resolver will make 
future requests of nameservers in its list (until the entries for 
those nameservers expire or are replaced). 
0226. The various mechanisms described herein, includ 
ing, without limitation, the adaptive traffic control (ATC) 
mechanism, the location determination mechanism, policy 
editing mechanism, administrative policy update mechanism, 
ATC policy management mechanism, report generation 
mechanism, a monitoring mechanism, and an administrative 
master backup mechanism may be implemented inhardware, 
software or a combination thereof. When implemented in 
Software, they may be implemented in any type of appropriate 
interpreted or compiled programming language. When 
implemented fully or partially in software, aspects of the 
invention can reside on any memory or storage medium, 
including but not limited to a ROM, a disk, an ASIC, a PROM 
and the like. While the invention has been described with 
reference to particular mechanisms (algorithms, processes 
and functions) and architectures, one skilled in the art would 
realize that other mechanisms and/or architectures could be 
used while still achieving the invention. 
0227. When the various mechanisms of the present inven 
tion are running on aparticular machine (e.g., the at a clientor 
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on a server), they may reside in the memory of the machine or 
on a storage device or in a combination. Further, while many 
of the operations have been shown as being performed in a 
particular order, one skilled in the art would realize that other 
orders, including some parallelization of operations, are pos 
sible and are considered to be within the scope of the inven 
tion. 

0228. The present invention has been described above in 
connection with a preferred embodiment thereof; however, 
this has been done for purposes of illustration only, and the 
invention is not so limited. Indeed, variations of the invention 
will be readily apparent to those skilled in the art. Such 
variations also fall within the scope of the invention. Thus, 
while the invention has been described with reference to the 
certain illustrated embodiments, the words that have been 
used herein are words of description, rather than words of 
limitation. Changes may be made, within the purview of the 
appended claims, without departing from the scope and spirit 
of the invention in its aspects. Although the invention has 
been described herein with reference to particular structures, 
acts, and materials, the invention is not to be limited to the 
particulars disclosed, but rather extends to all equivalent 
structures, acts, and, materials, such as are within the scope of 
the appended claims. 
0229. The processing described may be performed by a 
properly programmed general-purpose computer alone or in 
connection with a special purpose computer. Such processing 
may be performed by a single platform or by a distributed 
processing platform. In addition, Such processing and func 
tionality can be implemented in the form of special purpose 
hardware or in the form of software being run by a general 
purpose computer. Any data handled in Such processing or 
created as a result of Such processing can be stored in any 
memory as is conventional in the art. By way of example, 
Such data may be stored in a temporary memory, such as in the 
RAM of a given computer system or Subsystem. In addition, 
or in the alternative, such data may be stored in longer-term 
storage devices, for example, magnetic disks, rewritable opti 
cal disks, and so on. For purposes of the disclosure herein, a 
computer-readable media may comprise any form of data 
storage mechanism, including Such existing memory tech 
nologies as well as hardware or circuit representations of such 
structures and of Such data. 

What is claimed is: 

1. A method, operable in a framework wherein resources of 
a content provider are delivered to clients from a plurality of 
domains, said plurality of domains comprising at least two 
distinct content delivery network (CDN) domains, the 
method comprising: 

responsive to a request, selecting one of said plurality of 
domains, said selecting being based at least in part on 
one or more policies set by the content provider, and 

providing information associated with the selected 
domain. 

2. A method as in claim 1 wherein said plurality of domains 
further comprises a content provider domain distinct from 
said CDN domains, and wherein: 
when the selected domain is the content provider domain, 

the information associated with the selected domain 
includes at least one IP address associated with the con 
tent provider domain, and 
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when the selected domain is one of the CDN domains, the 
information associated with the selected domain 
includes a domain name associated with the selected 
CDN domain. 

3. A method as in claim 1 wherein, when the selected 
domain is one of the CDN domains, the information associ 
ated with the selected domain comprises a CNAME associ 
ated with the selected CDN domain. 

4. A method as in claim 1 wherein the one or more policies 
include a load share policy that specifies a relative load share 
for each of said plurality of domains, and wherein the step of 
selecting attempts to satisfy at least said load share policy. 

5. A method as in claim 1 wherein the one or more policies 
include: 

a load share policy that specifies a relative load share for 
each of said CDN domains, and wherein the step of 
Selecting attempts to satisfy at least said load share 
policy. 

6. A method as in claim 1 further comprising: 
obtaining at least one updated content provider policy, and 
wherein said one or more policies used by said step of 

Selecting include said at least one updated content pro 
vider policy. 

7. A method as in claim 6 wherein said step of obtaining is 
repeated at regular intervals. 

8. A method as in claim 6 wherein said at least one updated 
content provider policy includes a load share policy for said at 
least two CDN domains. 

9. A method as in claim 6 wherein said at least one updated 
content provider policy is obtained from a location specified 
by said content provider. 

10. A method as in claim 1 further comprising, when the 
selected domain is one of the CDN domains: 

identifying aparticular content server in said selected CDN 
domain; and 

providing the client with an address of the particular con 
tent Server. 

11. A method, operable in a framework wherein resources 
of a content provider are delivered to users from at least two 
distinct content delivery networks (CDNs), the method com 
prising: 

obtaining one or more content provider policies relating to 
delivery of said resources, at least one of said policies 
relating to a relative load share for each of said at least 
two CDNs: 

receiving a request from a client's resolver to resolve a first 
domain name, said request having resulted from a client 
request for one of said resources of said content pro 
vider; 

Selecting, based at least in part on said one or more content 
provider policies, one of said at least two CDNs; and 

when said step of selecting selects one of said at least two 
CDNs, providing the client's resolver with a domain 
name associated with the selected CDN. 

12. A method as in claim 11 wherein the information asso 
ciated with the domain name associated with the selected 
CDN is a CNAME. 

13. A method as in claim 11 wherein said step of obtaining 
is repeated at regular intervals. 

14. A method as in claim 11 wherein the one or more 
policies include: 

a load share policy that specifies a relative load share for 
each of said two CDNs, and 
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wherein the step of selecting attempts to satisfy at least said 
load share policy. 

15. A method as in claim 11 wherein the resources are also 
delivered from one or more content Sources associated with 
the content provider, and wherein the one or more policies 
include: a load share policy that specifies a relative load share 
for said content sources and for each of said two CDNs, and 
wherein the step of selecting attempts to satisfy at least said 
load share policy. 

16. A method as in claim 11 wherein the resources are also 
delivered from one or more content Sources associated with 
the content provider, and wherein there are exactly k CDNs, 
each having a policy-specified load share of L associated 
therewith, and wherein the one or more content sources have 
a policy-specified load share of L associated therewith, and 
wherein said content provider policies include one or more 
policies that specify that requests should be distributed 
among said content sources and said k CDNs in the ratio 
L:L:L: ... :L, and wherein said step of selecting attempts 
to satisfy the distribution ratio L.L.L. . . . .L. 

17. A method as in claim 11 wherein there are exactly k 
CDNs, each having a policy-specified load share of L asso 
ciated therewith, and wherein said content provider policies 
include one or more policies that specify that requests should 
be distributed among said k CDNs in the ratio L:L: ... :L 
and wherein said step of selecting attempts to satisfy the 
distribution ratio L.L. . . . .L. 

18. A method as in claim 11 further comprising: 
when said step of selecting selects one of said CDNs: 

identifying a particular content server in said selected 
CDN; and 

providing the client with an IP address associated with 
the particular content server. 

19. A method, operable in a framework wherein resources 
of a content provider are delivered to clients from one of a 
plurality of distinct content delivery network (CDN) domains 
distinct from a content provider domain, the method compris 
ing: 

obtaining one or more content provider policies relating to 
delivery of said resources, at least one of said policies 
relating to a relative load share for each of said plurality 
of CDN domains: 

selecting, based at least in part on said one or more content 
provider policies, one of said plurality of CDN domains: 
and 

when said step of selecting selects one of said plurality of 
CDNs, providing the client with a domain name associ 
ated with the Selected CDN. 

20. A method as in claim 19 further comprising: 
identifying a particular content server in said selected 
CDN; and 

providing the client with an address of the particular con 
tent Server. 

21. A method as in claim 19 further comprising: 
repeating the step of obtaining a regular intervals. 
22. A method as in claim 19 wherein there are k CDN 

domains, and wherein said at least one of said policies relat 
ing to a relative load share for each of said plurality of CDN 
domains specifies that requests should be distributed among 
saidk CDN domains in the ratio L:L2:...:L, where L, is the 
load ratio for the j-th CDN domain, for j=1 to k, and wherein 
said step of selecting attempts to satisfy the distribution ratio 
L1-L2: . . . Lik. 
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23. A method, operable in a framework wherein resources 
of a content provider are delivered to clients from a content 
provider domain and from one of a plurality of distinct con 
tent delivery network (CDN) domains distinct from said con 
tent provider domain, the method comprising: 

obtaining one or more content provider policies relating to 
delivery of said resources, at least one of said policies 
relating to a relative load share for said content provider 
domain and for each of said plurality of CDN domains: 

Selecting, based at least in part on said one or more content 
provider policies, either (a) said content provider 
domain, or (b) one of said plurality of CDN domains: 
and 

when said step of selecting selects said content provider 
domain, providing the client with at least one IP address 
associated with a server in the content provider domain; 
and 

when said step of selecting selects one of said plurality of 
CDNs, providing the client with a domain name associ 
ated with the Selected CDN. 

24. A method, operable in a framework wherein resources 
of a content provider are delivered to users from one or more 
content sources associated with said content provider and 
from at least two distinct content delivery networks (CDNs), 
the method comprising: 

obtaining one or more content provider policies relating to 
delivery of said resources, at least one of said policies 
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relating to a relative load share for said one or more 
content sources and for each of said at least two CDNs: 

receiving a request from a client's resolver to resolve a first 
domain name, said request having resulted from a client 
request for one of said resources of said content pro 
vider; 

selecting, based at least in part on said one or more content 
provider policies, either (a) one of said one or more 
content sources, or (b) one of said at least two CDNs; and 

when said step of selecting selects one of said content 
sources, providing the client with at least one IP address 
associated with the one of said content sources; and 

when said step of selecting selects one of said at least two 
CDNs, providing the client with a domain name associ 
ated with the Selected CDN. 

25. A method as in claim 24 wherein there are exactly k 
CDNs, each having a policy-specified load share of L asso 
ciated therewith, and wherein the one or more content sources 
have a policy-specified load share of Lassociated therewith, 
and wherein said content provider policies include one or 
more policies that specify that requests should be distributed 
among said content sources and said k CDNs in the ratio 
L:L:L: ... :L, and wherein said step of selecting attempts 
to satisfy the distribution ratio L.L.L. . . . .L. 
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