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EYEGLASSES WITH ELECTRICAL COMPONENTS

CROSS-REFERENCE TO RELATED APPLICATIONS

[0001] This application is a continuation-in-part of U.S. Patent Application No.
10/964,011, filed October 12, 2004, and entitled “TETHERED ELECTRICAL COMPONENTS
FOR EYEGLASSES,” which is hereby incorporated herein by reference, which in turn claims
priority to each of: (i) U.S. Provisional Patent Application No. 60/509,631, filed October 9,
2003, and entitled “TETHERED ELECTRICAL COMPONENTS FOR EYEGLASSES,” which
is hereby incorporated herein by reference; (ii) U.S. Provisional Patent Application No.
60/527,565, filed December 8, 2003, and entitled “ADAPTABLE COMMUNICATION
TECHNIQUES FOR ELECTRONIC DEVICES,” which is hereby incorporated herein by
reference; (iii) U.S. Provisional Patent Application No. 60/562,798, filed April 15, 2004, entitled
“EYEWEAR WITH ULTRAVIOLET DETECTION SYSTEM,” and which is hereby
incorporated herein by reference; (iv) U.S. Provisional Patent Application No. 60/583,169, filed
June 26, 2004, entitled “ELECTRICAL COMPONENTS FOR USE WITH EYEWEAR, AND
METHODS THEREFOR,” and which is hereby incorporated herein by reference; (v) U.S.
Provisional Patent Application No. 60/592,045, filed July 28, 2004, entitled “EYEGLASSES
WITH A CLOCK OR OTHER ELECTRICAL COMPONENT,” and which is hereby
incorporated herein by reference; and (vi) U.S. Provisional Patent Application No. 60/605,191,
filed August 28, 2004, entitled “ELECTRICAL COMPONENTS FOR USE WITH EYEWEAR,
AND METHODS THEREFOR,” and which is hereby incorporated herein by reference.

[0002] The application also claims priority to each of: (i) U.S. Provisional Patent
Application No. 60/592,045, filed July 28, 2004, entitled “EYEGLASSES WITH A CLOCK OR
OTHER ELECTRICAL COMPONENT,” and which is hereby incorporated herein by reference;
(i) U.S. Provisional Patent Application No. 60/605,191, filed August 28, 2004, entitled
“ELECTRICAL COMPONENTS FOR USE WITH EYEWEAR, AND METHODS
THEREFOR,” and which is hereby incorporated herein by reference; (iii) U.S. Provisional
Patent Application No. 60/618,107, filed October 12, 2004, and entitled “TETHERED
ELECTRICAL COMPONENTS FOR EYEGLASSES,” which is hereby incorporated herein by
reference; (iv) U.S. Provisional Patent Application No. 60/620,238, filed October 18, 2004,
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entitled “EYEGLASSES WITH HEARING ENHANCED AND OTHER AUDIO SIGNAL-
GENERATING CAPABILITIES,” and which is hereby incorporated herein by reference; (v)
U.S. Provisional Patent Application No. 60/647,836, filed January 31, 2005, and entitled
“EYEGLASSES WITH HEART RATE MONITOR,” which is hereby incorporated herein by
reference; and (vi) U.S. Provisional Patent Application No. 60/647,826, filed January 31, 2005,
and entitled “EYEWEAR WITH ELECTRICAL COMPONENTS,” which is hereby incorporated
herein by reference.

[0003] In addition, this application is related to each of: (i) U.S. Patent Application
10/822,218, filed April 12, 2004, and entitled “EYEGLASSES FOR WIRELESS
COMMUNICATIONS,” which is hereby incorporated herein by reference; (ii) U.S. Patent
Application No. 10/964,011, filed October 12, 2004, and entitled “TETHERED ELECTRICAL
COMPONENTS FOR EYEGLASSES,” which is hereby incorporated herein by reference; (iii)
U.S. Patent Application No. 11/006,343, filed December 7, 2004, and entitled “ADAPTABLE
COMMUNICATION TECHNIQUES FOR ELECTRONIC DEVICES,” which is hereby
incorporated herein by reference; (iv) U.S. Patent Application No. 11/078,855, filed March 11,
2005, and entitled “EYEWEAR WITH RADIATION DETECTION SYSTEM,” which is hereby
incorporated herein by reference; (v) U.S. Patent Application No. 11/078,857, filed March 11,
2005, and entitled “RADIATION MONITORING SYSTEM,” which is hereby incorporated
herein by reference; (vi) U.S. Patent Application No. 11/ , filed concurrently herewith,
and entitled “EYEWEAR SUPPORTING AFTER-MARKET ELECTRICAL COMPONENTS,”
which is hereby incorporated herein by reference; (vii) U.S. Patent Application No. 11/ ,
filed concurrently herewith, and entitled “EVENT EYEGLASSES,” which is hereby incorporated
herein by reference; (viii) U.S. Patent Application No. 11/ , filed concurrently hérewith,
and entitled “EYEGLASSES WITH HEARING ENHANCED AND OTHER AUDIO SIGNAL-
GENERATING CAPABILITIES,” which is hereby incorporated herein by reference; (ix) U.S.

Patent Application No. 11/ , filed concurrently herewith, and entitled “EYEGLASSES
WITH A CLOCK OR OTHER ELECTRICAL COMPONENT,” which is hereby incorporated
herein by reference; and (x) U.S. Patent Application No. 11/ , filed concurrently

herewith, and entitled “EYEGLASSES WITH ACTIVITY MONITORING,” which is hereby

incorporated herein by reference.
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FIELD OF THE INVENTION

[0004] The present invention relates generally to glasses and more particularly to glasses

with embedded electrical components.

BACKGROUND OF THE INVENTION

[0005] Many of us have experienced the inconvenience of trying to listen to a piece of
music from a portable device in an outdoor environment, particularly in cold weather. First, we
remove the device from inside our jacket. Then, we take off our gloves to find the right song,
connect the device to a headset, and put on the headset. After we have finished listening, we go
through the process again to put the device back into our jacket. To a certain degree, we are
somewhat used to such procedures. However, to look at this objectively, going through the multi-
step process just to listen to a piece of music is cumbersome. Such inconvenient procedures are not
limited to hearing music. For example, it may not be much easier for us to use the cell phones or
cameras and the like.

[0006] It should be apparent from the foregoing that there is still a need to increase the ease

of handling electronic devices.
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SUMMARY OF THE INVENTION

[0007] The present invention provides a pair of glasses with one or more embedded or
partially embedded electrical components. In a number of the embodiments of the invention, with
one or more electrical components in the glasses, the electrical components are much easier to
operate. For example, you do not have to take an electronic device out from your pocket to use it.
The electronic device may already be in your glasses, and you just have to turn it on.

[0008] Embedding electrical components into glasses has become easier due to a number of
industrial trends. First is the miniaturization of electrical components. Another reason is that many
different styles of glasses in the industry have more surface areas. They can have wider temples at
the hinges of the frames. The wider temples might be for the placement of logos. They can have
shields at the edges of the lens holders of the frames. This can be for stylistic reasons. Or, they can
be for health reasons. For example, some people may want to minimize the amount of sunlight or
ultraviolet light going into their eyes. One way is to have sunglasses with frames or shields on
frames that better fit their facial profile. Such frames provide more areas to hold electrical
components. Further, the chance for the electrical components to adversely affect the style of the
frames is reduced.

[0009] The invention can be implemented in numerous ways, including as a system,
device, apparatus, and method. Several embodiments of the invention are discussed below.
[00010] In one embodiment, the electrical components in a pair of glasses include a speaker
and a connector, both at least partially embedded in the glasses. The connector can be a standard or
a non-standard connector. The connector can be a male or a female connector. The connector can
be at different location on the glasses. For example, the connector can be at the end of a temple of
the glasses. The speaker is electrically coupled to the connector. The connection can be with a
printed-circuit board in the glasses. The printed-circuit board can be a flexible or rigid printed-
circuit board. With the connector, the glasses can access audio signals from an external device,
such as a multimedia asset player.

[00011] In another embodiment, a pair of glasses includes a storage medium. The memory
device can be coupled to another electronic instrument external to the glasses through one or

more connectors at the glasses. Such a pair of glasses allows file storage in the glasses.
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[00012] In yet another embodiment, a pair of glasses includes a speaker, a coder/decoder, a
processor and a storage medium. The pair of glasses can serve as a multimedia asset player, such as a
MP3 player. There can also be a connector at the glasses to facilitate the transfer of multimedia assets.
[00013] In a further embodiment, one or more electrical components are in a base tethered to a
pair of glasses. For example, a battery to provide power for the electrical components in the glasses can
be in the base. The base itself can have a connector to allow it to be tethered to another electronic
device. In a number of embodiments, the base is considered to be a part of the glasses.

[00014] Instead of just receiving signals, in one embodiment, a pair of glasses also has a
microphone and a wireless transceiver. The pair of glasses allows a user to engage in wireless
communication.

[00015] In another embodiment, a pair of glasses with wireless coupling capabilities includes a
preference indicator. The indicator allows a user to indicate the user’s preference regarding, for '
example, what is being output by the glasses. There can be a radio embedded in the glasses. If the user
provides her preference on, for example, the song being played, her preferences can be remotely tracked
by a third party. There can be a multimedia asset player in the glasses, with the multimedia assets
wirelessly received by the glasses. If the user provides her preference on the assets being played, these
assets can be stored in a storage medium in the glasses for laterrconsumption.

[00016] In yet another embodiment, there can be one or more knobs on the glasses, for
controlling operations of electrical components in the glasses. The location and the number of knobs
vary depending on the applications.

[00017] In a further embodiment, the glasses include a camera. The camera captures what the
user sees. In other words, what the user sees can be what the user gets. Images captured can be stored
at a remote site. This can be achieved, for example, by downloading the images to a storage device
using a connector at the glasses. Or, if the glasses have wirelessly connection capabilities, the images
can be wirelessly transmitted to the remote site. The glasses with a camera allow the user wearing the
glasses to be remotely control.

[00018] In still another embodiment, a pair of glasses includes one or more sensors. There can
be different types of sensors. For example, one sensor can be used to'determine if the pair of glasses is
being worn. Another sensor can be used to detect an environmental condition, such as the amount of
ultraviolet radiation in the vicinity of the glasses. Yet another sensor can be used to detect a condition

of the user.
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[00019] Other aspects and advantages of the present invention will become apparent from
the following detailed description, which, when taken in c.onjunction with the accompanying

drawings, illustrates by way of example the principles of the invention.
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BRIEF DESCRIPTION OF THE DRAWINGS

[00020] FIG. 1 shows one embodiment of the invention with a speaker in one of the
temples of the glasses.

[00021] FIG. 2 shows a tube extending from a speaker at a temple of the glasses to guide
sound to one of the ears of the user according to one embodiment of the invention.

[00022] FIG. 3 shows a retractable tube extending from a speaker at a temple of the
glasses according to one embodiment of the invention.

[00023] FIG. 4 shows a funnel at the output ofa speaker in the glasses according to one
embodiment of the invention. _

[00024] FIG. 5 shows a male connector at the end of a temple according to one
embodiment of the invention.

[00025] FIGS. 6A-6B illustrate a process to make a non-standard female plug couple to a
male connector at a pair of glasses according to one embodiment of the invention.

[00026] FIG. 7 illustrates another non-standard connector, applicable to clamp onto a
temple of a pair of glasses according to an embodiment of the invention.

[00027] FIGS. 8A-8E shows different embodiments of standard connectors located at
different positions on the temple of a pair of glasses according to the invention.

[00028] FIGs. 8F-8H are diagrams pertaining to providing a removable electronic device
with an eyeglass frame according to one embodiment of the invention.

[00029] FIG. 81 is a diagram of a temple of an eyeglass frame according to another
embodiment of the invention.

[00030] FIG. 9 shows some of the electrical components for a MP3 player according to an
embodiment of the invention.

[00031] FIG. 10 shows an embodiment of the invention where a user is wearing a pair of
glasses with electrical components, tethered to a base, which is connected to a portable device.
[00032] FIGS. 11A-11B show different embodiments of the present invention illustrating
some of the electrical components for wireless connections to a pair of glasses.

[00033] FIG. 12 shows a process for a personalized radio according to one embodiment of
the present invention.

[00034] FIG. 13 shows a number of attributes of control knobs according to different

embodiments of the present invention.
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[00035] FIG. 14 shows some of the electrical components for capturing images with a pair
of glasses according to an embodiment of the present invention.

[00036] FIG. 15 shows an operation of taking actions based on images captured with a
pair of glasses with wireless transceiver capability according to one embodiment of the
invention.

[00037] FIG. 16 shows an operation to provide messages to a user based on images
captured by a pair of glasses according to an embodiment of the present invention.

[00038] FIG. 17A is a chart that depicts examples of sensors in a pair of glasses according

to different embodiments of the present invention.

[00039] FIG. 17B is a diagram of a temple arrangement according to one embodiment of

the invention.

[00040] FIG. 17C is a diagram of a cover that at least partially covers a temple according
to one embodiment of the invention.

[00041] FIG. 17D is a diagram of a fit-over temple that at least partially fits over a temple
according to one embodiment of the invention.

[00042] FIG. 18 shows an embodiment including an eye mask according to the invention.
[00043] FIG. 19 shows an embodiment including a night cap according to the invention.
[00044] FIG. 20A is a diagram illustrating a temple having a slot for receiving a

removable electronic device according to one embodiment of the invention

[00045] FIG. 20B is a diagram illustrating the temple having a recessed lower portion
according to another embodiment of the invention.

[00046] FIGs. 21A and 21B are diagrams illustrating a pair of glasses having a camera
coupled thereto, according to one embodiment.

[00047] Same numerals in Figures 1-21B are assigned to similar elements in all the figures.
Embodiments of the invention are discussed below with reference to Figures 1-21B. However,
those skilled in the art will readily appreciate that the detailed description given herein with respect
to these figures is for explanatory purposes as the invention extends beyond these limited

embodiments.
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DETAILED DESCRIPTION OF THE INVENTION

[00048] A number of embodiments according to the present invention regarding glasses

with one or more electrical component partially or fully embedded, will be described. Many of
them are applicable to different types of glasses, such as sunglasses, auxiliary frames, fit-over
glasses, prescription glasses, safety glasses, swim masks, and goggles, such as ski goggles. Ina
number of embodiments, the frames of the glasses have more surface area than frames with
minimal structure. For example, the temple regions of the glasses can have a taper profile. They
are wider or broader when they are closer to the lens holders. Then they get narrower. In one
embodiment, a wider or broader temple implies that the temple spans across a wider or broader
area longitudinally down from the top of the head of the user. FIG. 1 shows an example of such
an embodiment.

[00049] FIG. 1 shows one embodiment 100 of the invention where there is a speaker 102
at least partially embedded in one of the temples 104 of the glasses 106. The speaker 102 is
closer to one end of the temple 104 than the other end. The end of the temple that the speaker
102 is closer to is the end that is in the vicinity of the lens holder or the hinge of the glasses 106,
instead of the end 108 that is free. The speaker can be partially embedded in the glasses. For
example, the mouth of the speaker, where sometimes there can be small holes on a cover, can be
exposed.

[00050] In the embodiment shown in FIG. 1, the speaker 102 outputs audio signals in the
direction towards the user. In another embodiment, the speaker 102 outputs audio signals in the
direction away from the user. For example, the mouth of the speaker 102 can be facing outwards
away from the user.

[00051] There are different approaches to embed an electrical component into a pair of
glasses. For example, the glasses can be made of plastic (e.g., plastic frames). One way to
produce such frames is to first assemble electrical components onto a circuit board. The circuit
board can be shaped to fit, for example, the temple of the glasses. The circuit board is placed
into a mold. Then, hot, molten plastic is injected around the circuit board to form the temple
piece of the glasses. To reduce weight, the wall of the glasses can be made relatively thin

through injection molding techniques.
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[00052] In another embodiment, the glasses have metallic frames. For example, the
frames can be made of Titanium, which is a relatively light metal. Also, Titanium is relatively
non-conductive and strong, and is quite immune to corrosion. Further, Titanium can be anodized
or heat colored.

[00053] For glasses with metallic frames, to prevent circuits from being shorted or to
reduce leakage current, one embodiment provides an insulating layer between the electrical
components or circuit board and the metallic frames. One example of an insulting layer is a tape
to encapsulate the electrical components. The tape is non-conducting so as to provide insulation
and, to a certain degree, can also provide mechanical stiffness. One way to make such temples is
to have two sheets of the metal die-stamped to form the two halves, or the two faces of the
temple piece. A circuit board is made to fit into the space between the faces. Then, two die-cut
pieces of insulator material (e.g., dielectric tape) can cover the top and the bottom surfaces of the
circuit board. The board is then sandwiched between the faces to form the temple. In one
example, the dielectric tape can be double-sided sticky tape, with one side sticking to the circuit
board, and the other side sticking to the temple. An adhesive can be used to glue the two faces of
the temple piece together.

[00054] In yet another embodiment, the frames are made of hard rubber. The frames can
be manufactured in an approach similar to injection molding techniques, with circuit boards
inserted into the mold along with the rubber at the time of molding.

[00055] Different types of speakers can be used, such as, standard, fixed-magnet/moving
coil speakers; speakers with fixed-coil and a steel diaphragm; piezo-electric speakers; and
electrostatic speakers.

[00056] In one embodiment, the glasses further include a tube, such as a plastic tube,
extending from a speaker. The tube serves to guide sound generated by the speaker to one of the
ears of the user. FIG. 2 shows an embodiment where a tube 150 is located on the outside of a
temple 152. In another embodiment, the tube can be on the inside of a temple.

[00057] In one embodiment, the tube 150 can be rotated, such as from behind the temple
152 (if the tube is on the inside of the temple) to being downward at an angle towards one of the
ears of the user, such as the position shown in FIG. 2. To increase flexibility, the tube can be

attached to a rotating disk 154, which allows rotation about the speaker.
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[00058] In another embodiment, the tube is malleable. This allows the tube to be placed
in different positions.

[00059] In one embodiment, the length of the tube is adjustable. FIG. 3 shows such an
embodiment 200 of a pair of glasses with a retractable tube 202. In the figure, the tube is shown
to be in its extended position.

[00060] To further enhance sound coupling, in one approach, there is a plug 156 at the end
of the tube for inserting into an ear of the user. The plug can be an ear bud. The plug can
provide a cushion, foam rubber or other materials. Such materials give comfort and/or enhance
sound coupling to the ear canal.

[00061] In another approach, there is a funnel at the output of the speaker. FIG. 4 shows
the cross section of such a funnel from a speaker at a temple region of the glasses. As shown in
FIG. 4, the speaker 254 sits on a speaker frame 252, and the speaker 254 is electrically connected
to a circuit board 256. As sound is generated from the speaker 254, the sound propagates to a
tube 258 through a structure 260 in the shape of a funnel. Such a structure helps guide the sound
to the tube (i.e., improved sound coupling). Also, FIG. 4 shows the tube, which can be the tube
150 shown in FIG. 2, mounted onto the temple region of the glasses with a circular lip 262. Such
a lip 262 allows the tube 258 to rotate relative to the glasses. In the embodiment shown in FIG.
4, the speaker 254 is fully embedded in the glasses.

[00062] As an alternative to or in conjunction with the tube, the glasses can include a
channel to likewise guide sound generated by the speaker to one of the ears of the user. For
example, the channel can be formed within a temple. The temple also has an opening to output
the sound towards the user’s ear.

[00063] FIG. 1 shows one speaker at one of the temples. There can be more than one
speaker at each temple. In one embodiment, there can also be at least one speaker at each
temple. The two speakers can generate stereo effects.

[00064] In another embodiment, the glasses can provide four or more speakers to give a
high fidelity sound or a surround sound effect. For example, each temple can include one
speaker in front of the user’s ear, and one speaker behind the user’s ear. The different speakers
can generate different portions or sections of the sound. Further, if a base (discussed below) or

portable electronic device is coupled to the glasses, the base or portable electronic device can
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contain another speaker, such as a base or woofer speaker. Such embodiments enable the glasses
to provide a personal high-fidelity sound or a surround-sound environment.

[00065] Electrical signals can be coupled to an electrical component, such as a speaker, in
a pair of glasses through a number of mechanisms. In one embodiment, there is an electrical
connector at least partially embedded in the glasses. In other words, at least a portion of the
connector is inside the glasses. The connector is electrically coupled to the speaker (or other
electrical component) by, for example, a conductor. The conductor can be on a printed-circuit
board. In one embodiment, the conductor is also embedded in the glasses.

[00066] Regarding connectors, FIG. 5 shows one embodiment where the connector is not
a standard connector. The end 108 of the temple 104 of the glasses 106 shown in FIG. 1 has a
similar connector. In FIG. 5, the connector is a male plug or a male connector 300 at the end of a
temple 302 of a pair of glasses. The connector 300 is connected to the speaker through, for
example, one or more wires embedded in the temple. Electrical signals external to the glasses
can then be coupled to the speaker (or other electrical component) through the plug.

[00067] As shown in FIG. 5, the free end of the temple 302 can have a relatively flat cross
section. There can be one or more electrically-conductive contacts, such as 304 and 306, on one
or both of the flat surfaces of the temple. In FIG. S, four contacts are shown on one surface of
the temple. The contacts, 304 and 306, can be metal pads or bumps.

[00068] In one embodiment, a non-standard connector can be made using printed-circuit
board technologies. First, a printed-circuit board with printed conductors connected to metal
contact bumps is produced. Then plastic is overmolded around the printed-circuit board, with
the mold designed to shut off around the bumps or pads. The overmolded plastic can serve as
the temple, and the pads would be left exposed. Thus, portions of the printed circuit board are
covered by plastic, and areas with the bumps or pads are exposed for connection. These pads
serve as the connectors for the glasses.

[00069] Regarding printed-circuit boards, there can be one or more circuit boards in the
glasses. For example, there can be a circuit board in one of the temples of the glasses. Or, the
circuits can be divided into two circuit boards, one in each temple of the glasses. The circuit
boards can carry additional electrical components to be described below.

[00070] In one embodiment, the circuit boards are rigid. In another embodiment, the

circuit boards are made of flexible materials, such as a polyimide sheet, like Kapton®. In one
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embodiment, the circuit board is configured or adapts to the shape of the temple in which it
resides.

[00071] As shown in FIG. 5, the end of the temple 302 serves as a male connector (plug)
300. The non-standard male connector 300 can be received by a non-standard female connector
(plug) 310. Typically, the female connector 310 makes electrical and physical connection
through grabbing around the male plug. The female connector 310 can be connected to a cable
312.

[00072] FIGS. 6A-6B illustrate a process to make the non-standard female plug 310.
First, an electrical wire 354 is attached to a small sheet or piece of metal 356. FIG. 6A shows a
number of such wires, with a number of the metal sheets or pieces cﬁmped to a hard PVC 358.
The figure shows the back side of the crimped board with the wires and with a number of holes,
such as 360. Then the frame is overmolded with a soft PVC. FIG. 6B shows a cross section of
the overmoded frame 362 with the soft PVC. As shown in the figure, a number of the metal
sheets, such as 364 and 366, are exposed. They are the metal contacts in the female connector
310. Instead of the above approach, alternatively, a wire can be attached to a sheet of metal by
putting the wire between the metal and the plastic as the metal is crimped onto a plastic. When
the temple (i.e., male connector 300) is inserted into the female plug, the soft PVC material
stretches slightly, providing a spring-force to keep the contacts connected.

[00073] The hard PVC can have a hardness of over 80 durometer, while the soft PVC can
have a hardness of less than 50 durometer. The hard PVC can be replaced by other materials,
such as Polypropylene or cloth. The soft PVC can be replaced by Silicone, or a thermo-plastic
elastomer, such as Kraton®.

[00074] Referring to both FIG. 5 and FIG. 6B, when the male connector 300 is inserted
into the slot 314 of the female connector 310, the metal pads, 304 and 306, will get in contact, or
mate, with the metal sheets, 364 and 366.

[00075] In one embodiment, as long as the male connector 300 is pushed all the way into
the female connector 310, the pads are aligned correctly to the sheets for electrical connections.
In another embodiment, there is an alignment mechanism to guide the position of the temple
relative to the female connector so as to ensure the conductive sheets to be in contact with the
conductive pads. For example, there can be a registration location to indicate that the male

connector is at the appropriate position relative to the female connector. There can be an
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alignment extension, which can be a partial sphere, close to the end of the temple 302, such as
between the pads 304 and 306, at 316. And, there can be a corresponding alignment notch at the
female connector 310. When the extension is received or caught by the notch, the male
connector 300 is in the appropriate position relative to the female connector 310. In other words,
the alignment is proper, and the pads and the sheets are in contact.’

[00076] FIG. 5 shows the non-standard male connector 300 at one end of a temple of a
pair of glasses. In yet another embodiment, a non-standard connector can be at another location.
FIG. 7 shows another example of a non-standard connector 400. The connector 400 includes one
or more conductive pads, 412 and 414, on the top side of a temple 402. The connector 400 is
designed to receive another connector 406 that grabs onto the side of the temple 402. There can
be an indentation 404 on the temple 402 to receive the other connector 406. The other connector
406 can include a top 420 and a bottom 416 clip. There are a number of conductive pads or
sheets inside the other connector 406. The indentation 404 provides an alignment to indicate
where the top clip 420 of the other connector 406 should grab onto the temple 402 for
connection. At that position, the conductive pads at the temple will be in contact with the
conductive pads or sheets at the other connector 406. There can also be another indentation 418
at the temple 402 to receive the bottom clip 416. This can further enhance the alignment process
and to secure the connection. .
[00077] In FIG. 7, the other connector 406 is coupled to one end of a cord and a plug 408,
which can be inserted into a portable device 410, can be connected to another end of the cord.
The portable device, for example, can be a cell phone. This type of non-standard clip-type
connector could be easily applied to the temple with one hand, for example, while the user is
driving a car.

[00078] A number of non-standard connectors have been described. In another
embodiment, the contacts are based on standard connectors, which can be off-the-shelf
connectors. FIGS. 8A-8E show a number of examples of such connectors.

[00079] In one embodiment, the standard connector is a standard cylindrical plug located
at the end of a temple. From a different perspective, the temple molds around the end of the
plug. FIG. 8A shows one such embodiment. The plug 450 can be a standard audio connector or
a 3-wire or three terminal plug, such as a 3.5 mm male stereo mini-phone plug. The 3 wires for

such a plug are typically one for ground, the other two applicable for two signals, such as for
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creating stereo effects. FIG. 8A also shows the three wires, 452, 454 and 456, inside the temple,
extended from the plug 450. These wires are for connection to electrical components of the
glasses. ,

[00080] In one embodiment, the cylindrical plug 450 shown in FIG. 8A can be protected,
encapsulated or shrouded. Or, at least a portion of the plug is protected, encapsulated or
shrouded. Such protection can, for example, be for esthetic reasons, or to prevent the plug from
scratching the face of the user when the user is putting on the pair of glasses. In FIG. 8A, the
plug 450 is partially embedded in a temple.

[00081] Instead of a three terminal plug, other types of standard cylindrical plugs
applicable to different embodiments of the present invention include a serial connector with 3
pins, typically one for ground, one for transmitting data (Tx) and the third for receiving data
(Rx); or (b) a 2-wire connector, one served as ground, the other for carrying, such as power and
modulated signals. |

[00082] In yet another embodiment, instead of a cylindrical plug, the standard connector at
the end of a temple of a pair of glasses is a USB or a FIREWIRE connector.

[00083] A number of embodiments have been described where the standard connector(s)
at the glasses are male connectors. In yet another embodiment, the standard connector(s) in the
glasses are female connectors. For example, there can be a 3.5 mm female stereo mini-phone
plug at the end of a temple of a pair of glasses. At least a portion of the female connector can be
protected, encapsulated or shrouded. For example, the female connector can be récessed within
the end of a temple.

[00084] FIGS. 8B-8E show different examples of standard connectors located or partially
embedded not at the end of a temple of a pair of glasses, but, for example, on the side of the
temple, such as on the inside surface or the outside surface of a temple. FIG. 8B shows a 0.10”
header plug 460, commonly known as a MOLEX connector, on such a surface. FIG. 8C shows a
female mini-phone plug 465 on such a surface. FIG. 8D shows a card connector 470 to receive a
card 472, such as a removable niedia card (e.g., memory card). There can be a cover 474 to
secure and/or protect the media card 472 in place after it is inserted into the card connector 470.
FIG. 8E shows a female USB connector 480 on the inside surface of a temple 482 to receive a

male USB connector 484.
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[00085] FIGs. 8F-8H are diagrams pertaining to providing a removable electronic device
with an eyeglass frame according to one embodiment of the invention. FIG. 8F illustrates a
temple 490 that includes a connector 492. The connector 492 includes an opening 494. A
removable electronic device can be coupled to the temple 490 using the connector 492. More
particularly, FIG. 8G illustrates a removable electronic device 496 that includes an electronic
device housing 498 and a connector 499. As an example, the removable electronic device 496
can be a memory storage device, sometimes referred to as a memory card. FIG. 8H illustrates
the removable electronic device 496 coupled to the temple 490. The removable electronic device
496 is coupled to one side of the temple 490, such side can be either an inside or outéide surface
of the eyeglass frame. When the removable electronic device 496 is coupled to the temple 490,
the connector 499 of the removable electronic device 496 is inserted into the opening 494 of the
connector 492. Physical forces between the connector 499 and the connector 492 operate to
secure the removable electronic device 496 to the temple 490, yet permit the removable
electronic device 496 to be removable therefrom.

[00086] In one embodiment, the connector 492 is not electrically connected to any
electronic circuitry within the temple 490 or other parts of the eyeglass frame. In other words,
the connector 492 provides a convenient means by which removable electronic devices can be
coupled to the eyeglass frame. In another embodiment, the connector 492 can be coupled to
electrical circuitry within the temple 490 or elsewhere within the eyeglass frame. Such an
embodiment allows the electronic components within the removable electronic device 496 to be
utilized with the electrical circuitry within the temple 490 or elsewhere within the eyeglass
frame. For example, the removable electronic device 496 can provide data storage and/or other
software modules to be utilized by or to utilize the other electrical circuitry within the temple 490
or elsewhere within the eyeglass frame. In any case, by attaching the removable electronic
device 496 to the temple 490 (and thus the eyeglass frame), the removable electronic device 496
is able to be conveniently carried by the user of the eyeglass frame. In one implementation, the
eyeglass frame, which includes the connector 492, becomes a docking station for the removable
electronic device 496. As such, a variety of different removable electronic devices can be
interconnected with the eyeglass frame, as desired. For example, the eyeglass frame can thus

support different function or operations depending on the removable electronic device that is
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attached. For example, the eyeglass frame might operate as a camera, data storage device, FM
radio, MP3 player, mobile telephone, pedometer, hearing enhancer, sun sensor, time piece, etc.
[00087] In one embodiment, the removable electronic device 496 can align itself with the
orientation of the temple 490, such as shown in FIG. 8H. In FIG. 8G, the electronic device
housing 498 can be said to have an elongated housing. The configuration (e.g., shape) and/or
color of the removable electronic device 496 can also be designed to conform or complement the
design of the temple 490. In one embodiment, the temple 490 might also have a recessed region
to allow the portable electronic device to be less visually perceptible when attached to the temple
490 or to provide a more consistent contour of the temple 490.

[00088] In one embodiment, the connector 499 is a male connector, and the connector 492
is a female connector or a similarly sized structure. In one implementation the connector 499 is a
~ peripheral bus connector, such as a Universal Serial Bus (USB) comnector. In such cases, the
connector 492 can also be a peripheral bus connector (either electrically functional or non-
functional as noted above).

[00089] Although the embodiment illustrated in FIGs. 8F-8H utilize connectors, namely,
electrical connectors, the removable electronic device 496 could be attached to the temple in
other ways. For example, other means to provide physical forces to hold the removable
electronic device 496 in place can be used.

[00090] FIG. 8l is a diagram of a temple of an eyeglass frame according to another
embodiment of the invention. In this embodiment, the temple 490’ includes an opening 491
through which a cable 493 extends outward. The cable 493 has an electrical connector 495
connected at its end. The electrical connector 495 is electrically connected to electrical circuits
within the temple 490’ or elsewhere within the eyeglass frame such as by way of one or more
wires contained within the cable 493. In one implementation, the length of the cable 493 is
about one to four inches. The temple 490’ shown in FIG. 81 also includes a receptacle 497. The
receptacle 497 is affixed to or integral with the temple 490 to receive the electrical connector
495. Typically, the receptacle 497 provides a holding mechanism for the electrical connector
495 when not been utilized. When the electrical connector 495 is being utilized, the electrical
connector 495 is removed from the receptacle 497 and coupled to a corresponding counterpart
connector of another electrical device. The cord 493 can provide ease-of-use so that the

electrical connector 495 can be maneuvered to couple to the counterpart connector. In one
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embodiment, the temple 490 can provide a recess for receiving the entire cable 493, with the
outer surface of the receptacle 497 being substantially flush to the surface of the temple 490. So
when the connector 495 is not in use, the connector 495 can be in the receptacle 497, with the
cable 493 in the recess. In one embodiment, when the cable 493 is in the recess and the
connector 495 inside the receptacle 497, the cable 493 has substantially no slack. Also, in
another embodiment, the cable 493 can be retractable into the opening 491. In the embodiment
shown in FIG. 81, the electrical connector 495 is a male connector, and the receptacle 497 is a
female connector or a similarly sized structure.

[00091] A number of standard and non-standard connectors have been described. Other
types of connectors can also be used. In one embodiment, there is a connector adapter, which
serves to transform such other type of connectors to a different interface. For example, an
adapter can be a cord with one type of connector at one end and a different type of connector at
the other end.

[00092] In one or more of the above embodiments, the glasses can access audio signals
from another device through a connector at the glasses. The another device can be a multimedia
asset players or a radio.

[00093] In one embodiment of the invention, the glasses have a storage medium (i.e.,
memory). The memory can be on a printed-circuit board and, for example, store 256 MBs or
more. The memory can be a built-in or removable flash memory. The memory can be coupled
to a device external to the glasses through one or more connectors at the glas:ses. As an example,
a 256 MB flash memory is in one of the temples of a pair of glasses, and there is a USB

* connector at the free end of that temple to couple to an external device.

[00094] With the embedded storage medium, the glasses can upload information in the
memory to or download information into the memory from an external device, such as a
computer. A user can plug the glasses into the computer through a connector, either directly, or
indirectly, with, for example, an intermediate wire in between. The user can store files in the
glasses. Such an embodiment should reduce the chances of the user losing the files because the
user has to lose the glasses as well.

[00095] In yet another embodiment of the invention, a pair of glasses includes a
multimedia asset player, such as a MP3 player. FIG. 9 shows some of the electrical components

for a MP3 player 500 according to an embodiment of the invention. The player 500 includes a
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speaker 502 and a data bus 512, which facilitates data transfer among, for example, a processor
5006, a storage device 510, and a coder/decoder (CODEC) 504. The processor 506, which can be
a microprocessor or controller, controls the operation of the player 500. The storage device 510
stores the multimedia assets, such as MP3 files, or other types of media data that are
appropriately formatted. In one example, the MP3 files are di gitally encoded songs or other
types of audio signals. The storage device 510 can include a2 number of separate storage
elements. For example, the device 510 can be a flash memory device, or a minidisk device, and
a cache, which can improve the access time and reduce power consumption of the storage
device. The storage device 510 typically also includes a Read-Only Memory (ROM), which
stores programs, utilities or processes to be executed in a non-volatile manner. The player 500
can also include a RAM, such as for the cache.

[00096] Once a media asset, such as a song, is selected to be played, the processor 506
would supply the asset to the CODEC 504, which decompresses the asset and produces analog
output signals for the speaker 502. In one embodiment, the bus 512 is also coupled to an
input/output device 508, which would allow a user to upload songs in the glasses to an external
instrument, such as a computer, or download songs from the instrument to the glasses.

[00097] There are different approaches to select a song. In one embodiment, the songs or
the media assets can be categorized in the MP3 player, and the categorization can be
hierarchical, with multiple levels in the hierarchy. To illustrate, assume that there are three
levels. The top level can be the name of the singer; the second level can be the time period when
the asset was produced, and the third level can be the names of the songs. The entries, such as
the name of the singer, can be abbreviated. There can be a small display and a control knob to
allow a user to scroll down entries in a level. By pushing the knob, the user selects an entry,
which can lead the user to a lower level. There can be an entry for moving up a level also. In
another embodiment, the display is a touch-screen display, allowing entries to be entered directly
on the display. In yet another embodiment, entries can be selected based on voice recognition.
[00098] A number of embodiments have been described with the glasses having a
connector. In one embodiment, the glasses can have more than one connector. For example, a
pair of glasses with two connectors also has a speaker. One connector is, for example, at a broad
side of a temple, as in FIG. 8D. The connector can be for coupling to multimedia assets of a

MP3 player. Another connector is, for example, at the end of a temple, as in FIG. 8A. That
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connector can couple power to the glasses. The speaker can play the multimedia assets accessed
from one connector, based on power from another connector.

[00099] As described, power (e.g., external power source) can be coupled to the glasses
through a connector. In one embodiment, the power source is embedded inside or inserted into
the glasses. Different types of power sources are applicable. For example, the power source can
be a battery, a fuel cell, a solar cell, or a re-chargeable battery. The rechargeable battery can be
charged through a connector at the glasses.

[000100] In an earlier application, namely, U.S. Provisional Patent Application No.
60/509,631, filed October 9, 2003, and entitled “TETHERED ELECTRICAL COMPONENTS
FOR EYEGLASSES,* which has been incorporated herein by reference, there can be a base
connected to the glasses through a cord. The cord can be just a piece of flexible conductor
encapsulated by a flexible insulator. Typically, a cord includes a number of electrical wires or
conductors. There can be one or more electrical components in the base, and there can also be
one or more electrical components in the cord. The different types of connectors previously
described can be located in the base. In one embodiment, a power source is an electrical
component in the base tethered to a pair of glasses. In another embodiment, the glasses are
tethered to a base that has a connector. The connector is connected to and draws power from an
external electronic device. In this embodiment, electrical components in the glasses draw power
from the external electronic devices.

[000101] FIG. 10 shows an embodiment where a user 550 is wearing a pair of glasses 552,
which include electrical components. There are also tethered electrical components in a base
554, which is connected to the glasses 552 through a cord 556. In addition, there is a wire 558
connected to a connector at the base 554 to a portable electronic device 560. The portable device
560 can be (a) a multimedia device, such as a MP3 player/recorder or a minidisk players, (b) a
wireless communication device, such as a cell phone, or (c) a personal digital assistant, or other
types of portable devices with computing and/or entertaining and/or communication capabilities.
[000102] Note that instead of connecting to the portable electronic device 560 through the
base 554, in another embodiment, the glasses 552 directly connect to the portable device 560
through a cord.

[000103] In one embodiment, there is an attachment device 562, such as a pinor clip. The

attachment device attaches at least a part of the glasses to the user’s clothing. The attachment
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device 562 can serve to attach the cord 556 and/or the wire 558 and/or the base 554 to the user’s
clothing. The attachment can also be through other mechanisms, such as Velcro.

[000104] In a number of embodiments, the speaker described is assumed to emit audio
signals. In one embodiment, the speaker emits ultrasonic signals. The glasses can be used, for
example, as an insect repellant by transmitting ultrasound to repel insects, such as mosquitoes.
In this embodiment, the one or more speakers broadcast the ultrasonic signals away from the
user. In other words, the speakers face outwards, not inwards towards the user. In this
embodiment, the glasses, which can include a base, also has a power source to provide power to
the speaker. There can also be a control knob to turn the one or more speakers on/off on the
glasses. There will be additional discussions on the control knob below.

[000105] In another embodiment, the glasses generating ultrasonic signals can be used to
produce audio signals that are more directional. For example, two ultrasonic signals are
generated by a speaker in the glasses, with their difference frequencies being the audio signals.
The audio signals generated based on mixing the two ultrasonic signals can be much more
directional than audio signals directly generated from the speaker.

[000106] Referring back to FIG. 1, in one embodiment, the glasses include a microphone
110. The microphone 110 can be at the end of a temple 104 close to a lens holder 112. Or, the
microphone 110 can be in the lens holder 112, located directly adjacent to the temple 104. In yet
another embodiment, there can be a small protrusion extending down from the temple to house
the microphone.

[000107] With glasses having a microphone, one can use the glasses to record voices into,
for example, a storage medium. The storage medium can be in the glasses, or can be in a base or
a portable device attached to the glasses.

[000108] Different types of microphones can be used. For example, they can be electret
microphones, crystal microphones, resistance microphones, piezoelectric microphones or
moving-coil microphones.

[000109] In one embodiment, the glasses with a microphone also include a speaker that can
generate directional sound. A user can speak into the microphone and his message can be
transmitted from the glasses in a more directional manner.

[000110] In another embodiment, the glasses also include a notification electrical

component to provide a notification to the user wearing the glasses. The notification can be to
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notify, alert or display information to the user. There can be a display located at the inside 114
of the lens holder, or at the vicinity of the junction 116 or the vhinge of a lens holder and its
corresponding temple facing the user. Or, there can be a display at the inside surface of a
temple, or at other locations on the glasses. The display can be one or more light emitting
diodes. To alert the user, one or more diodes can blink. The blinking can be of a specific
sequence. Instead of diodes, the display can be a liquid crystal display. The display can provide
indications or information to the user. For example, a number or a variable-height bar can be
shown. Other than visual indications, the notification or alert can be audio, like a beeper.
[000111] In one embodiment, the notification electrical component is for selecting a
multimedia asset in a multimedia asset player in a pair of glasses for the multimedia to play. The
multimedia asset player can be a MP3 player.

[000112] A number of embodiments of the present invention have been described where
electrical signals are transmitted to or from a pair of glasses through a physical connection. In
one embodiment, electrical signals are wirelessly coupled to a pair of glasses. The coupling can
be short range or long range. The coupling can be directly to the glasses, or to a base connected
to a pair of glasses. The glasses with wireless coupling capabilities can be used to couple to a
Bluetooth network, the Internet, a WiFi network, a WiMax network, a cell-phone network or
other types of networks. The coupling can also be through a point-to-point link, such as an
infrared link. '

[000113] FIGS. 11A-11B show examples of some of the electrical components in or
tethered to a pair of glasses for wireless connections, according to embodiments of the present
invention. In FIG. 11A, a high frequency or RF antenna 602 wirelessly captures high frequency
or RF signals for RF transceiver circuits 604. If the transceiver circuits are for a conventional
superheterodyne system, the transceiver circuits 604 mix the RF signals down to IF signals.
Then the IF signals are processed by baseband circuits. Digital outputs from the baseband
circuits are coupled to a processor 608 for analysis and synthesis.

[000114] Outputs from the processor 608 are fed to a D-to-A converter 610 to generate
audio signals for a speaker 612. Similarly, audio analog signals from a microphone 614 can be
fed to an A-to-D converter 616 to generate digital low frequency signals for the processor 608
and then to the RF transceiver circuits 604. The low frequency signals are up-converted by the

RF transceiver circuits 604 and wirelessly transmitted by the antenna 602.
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[000115] In another embodiment, digital conversion is moved closer to the antenna. For
example, instead of mixing RF into IF signals, the RF transceiver circuits 604 directly perform
digital conversion from the RF signals.

[000116] Typically, high frequency filters are used at the front end of the RF transceiver
circuits 604 for the RF signals. In one embodiment, to save space, FBAR (film bulk acoustic
resonator) duplexer is employed. A set of piezoelectric filters can be used to separate incoming
and outgoing signals. For cell phone operation, such filters can enable a user to hear and speak
simultaneously. A number of these electronic devices can be on a circuit board in the glasses.
Or, some of the devices are in the glasses, while other in the base tethered to the glasses.
[000117] FIG. 11B shows another example of some of the electrical components in or
tethered to a pair of glasses for wireless connections according to the present invention. In this
embodiment, there does not need to have digital data. A speaker 620 and a microphone 622 are
connected to an analog interface circuit 624, which is coupled to a RF transceiver circuit 626 and
an antenna 628. For the speaker application, the transceiver circuit 626 mixes the RF signals
down into IF signals, which are converted by the analog interface circuit 624 into analog signals
for the speaker 620. Similarly, for the microphone application, its analog signals are converted
into the IF signals by the analog interface circuit 624 to be up converted by the transceiver circuit
626 into RF signals for the antenna 628. These types of circuitry are suitable for, such as, simple
radios, analog cell phones, CB radios, walkee-talkees, police radios or intercom systems.
[000118] In one embodiment, most of the electrical components are not in the glasses. The
pair of glasses includes an antenna to capture the wireless signals, and a connector. The wireless
signals captured are transmitted through the connector to electrical circuits external to the
glasses.

[000119] A number of processors have been described. The processors can use different
types of operating systems. In one embodiment, Symbian Operating Systems are used. In
another embodiment, operating systems, such as TinyOS, are used. The operating system could
be programmed in C++ and then compiled into machine codes.

[000120] For privacy protection, signals can be encrypted before transmission. Encryption
can take significant computation power, and may generate a fair amount of heat. In one

embodiment, encryption capabilities are located in a base tethered to the glasses. There can be a
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fan inside the base. The fan can be turned on during encryption. In another embodiment, the fan
is activated during other high capacity uses for heat dissipation purposes.

[000121] In yet another embodiment, there is a fan in the glasses. The fan is located at a
temple of the glasses, in the region close to its lens holder. The fan is used to cool the wearer of
the glasses.

[000122] In one embodiment, a pair of glasses has access to voice recognition software.
The software can be embedded in (a) the glasses, (b) a base tethered to the glasses, (c) a portable
device wired or wirelessly coupled to the glasses or to the base, or (d) a computing system wired
or wirelessly coupled to the glasses. Or, the software or firmware can be in more than one of the
above devices.

[000123] Glasses that can couple to signals wirelessly can be used in different applications.
For example, the glasses can be a cell phone wireless head set, such as a Bluetooth cordless
headset. Such short-distance wireless technologies allow the headset to connect to the user’s cell
phone without a wire. This would allow the user to drive, eat or perform other functions without
getting tangled in a pesky wire. '

[000124] In one embodiment, the cell phone is a VOIP (voice over Internet protocol)
phone.

[000125] In one embodiment, for the glasses operating as a cell phone head set, the head set
includes active noise cancellation mechanism. For example, the glasses include two
microphones. One microphone is for capturing the voice of the user. But the microphone
captures ambient noise also. It can be embedded in a protrusion extending from the end of the
temple close to a lens holder, towards the mouth of the user, as the microphone 110 in FIG. 1.
Another microphone can be located at the top of one of the lens holders pointing away from the
mouth of the user. This microphone is for capturing ambient noise. As a first order
approximation, outputs from the two microphones could be subtracted from each other to
provide voice signals with noise reduced.

[000126] In yet another embodiment, the glasses with wireless coupling capabilities also
have a multimedia asset player, such as a MP3 player. The glasses can be used to receive music
directly in digital format over, for example, a data-capable network of a mobile operator. The
music can be received, for example, at a speed of 16 Kbits per second, providing sound quality

close to compact disc. If the music is transmitted in a compressed manner, such as in a MP3
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format, then the music data can be received at a much low_er speed. In one embodiment, the
glasses also have a microphone and can serve as a cellular phone or a wireless headset of a
cellular phone.

[000127] In yet another embodiment, the glasses can serve as a radio, again through
electrical components in or tethered to the glasses. In this embodiment, the glasses can include a |
tuner with one or more control knobs. The knobs can be used to select channels and to set the
volume.

[000128] In one embodiment, a pair of glasses allows personalization by including a
preference indicator. The indicator allows a user to provide his preference, such as on whatever
is being output by the glasses. In one example, the glasses also has a radio having a speaker and
with electrical componeﬁts for wireless connection. In this example, the indicator can be used by
the user to provide his preference regarding whatever is being played by the radio at that time.
This preference can be wirelessly transmitted from the glasses to a third party. To illustrate,
when the user is listening to a piece of music, the user can indicate he likes the piece of music by
pressing a control knob on the glasses. This piece of preference information is then transmitted
and received by a service provider, which is then informed of the user’s preference. Instead of a
control knob, in another embodiment, the preference indicator is a system with a microphone and
voice recognition software. The user can indicate his preference vocally.

[000129] In another example regarding the personalization process, the glasses can serve as
a multimedia asset player, such as a MP3 player. The song that the user has shown preference
can be stored in a storage device, which can be in the glasses.

[000130] FIG. 12 shows a process 650 according to one embodiment of the present
invention for a personalized radio.

[000131] Initially, a pair of glasses according to the present invention receives 652 a piece
of music from a radio station. That piece of music is stored 654 in a buffer or a temporary
storage area. This femporary storage area can be in the glasses or tethered to the glasses. The
piece of music is also sent 656 to a speaker in the glasses.

[000132] Assume that the user likes the music. Based on the preference indicator, the user
shows his preference. After the glasses receive 658 an indication of the user’s preference, the

glasses determine 660 the song corresponding to the indication. That piece of music can then be
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moved 662 from the buffer to a permanent storage area, such as into a flash memory. This
would then allow the user to subsequently access the piece of music.

[000133] There are different ways to determine 660 the song or the content being played by
the radio corresponding to the indication. For example, one rule is that when the user pushes the
preference button or voices his preference, the song (or media asset or media file) that is being
played is the one the user likes. Since the operating system knows what song is being played at
what time, based on the rule, the song of preference is determined. Another rule is that when the
user shows his preference, and there is no song being played at that instance, the song
immediately preceding the break is the song of preference.

[000134] In another embodiment, the glasses can get 664 an identiﬁcation for the song of
preference. For example, the glasses can ask the user to provide an identification for the piece of
music. This identification can be the type of music, the singer, the name of the music or other
identification. In another embodiment, there can be meta data embedded, such as in the
beginning part of the music (or media asset). Having such meta data embedded is not
uncommon for music in digital format. The meta data can include identifications for the music.
The glasses can get 664 such identification. Based on the identification, the song is categorized
666 accordingly, such as grouped with other songs having the same identification. Such
categorization process would enhance the ease of accessing the song by the user at a later time.
[000135] A number of control knobs have been described. FIG. 13 shows a number of
attributes 700 regarding control knobs according to the present invention. The knobs can be of
different physical structure 702. For example, a control knob can be a roller, a switch or a push-
button. A control knob serving as an up/down controller can use two buttons, or a roller.
[000136] A control knob can be more intelligent 704. For example, a push-button control
knob can serve different purposes depending on the duration the knob is being pushed. If a user
pushes it for more than three seconds, the knob serves as an on-off toggle switch. In another
example, a knob can serve multiple purposes, and the specific purpose depends on the number of
times the knob is pushed. _
[000137] A knob can also be programmed. A user can connect the glasses to a computer
and program the knob accordingly. For example, one can program a knob such that if the knob

is pushed more than three seconds, the knob would serve as an on/off switch for the glasses.
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[000138] The location 706 of a control knob can vary for different applications. A control
knob can be located on the glasses. A control knob can be on the top, the side or the bottom of
the temple. A control knob can be located at the inside of a temple facing the user. Assume that
there are a number of control knobs and all of them are on the edges of a temple, except one. By
being at a position different from other control knobs, this knob can serve a specific purpose.

For example, it can be an on/off control knob. In yet another embodiment, a control knob can be
located in a base tethered to the glasses.

[000139] The number 708 of control knobs can vary depending on operations. For
example, there is an on/off control knob and a volume up/down control knob. If the glasses are
used for cell phone headset application, in one embodiment, there is also an answer/hang-up
control knob. If the glasses serve as a radio, in one embodiment, there is also a tuning control
knob, which can be two push buttons. If the glasses serve as a CD player, in one embodiment,
there is a play control knob, a stop control knob, and a skip forward/backward control knob. If
the glasses serve as a multimedia asset player, such as a MP3 player, in one embodiment, there is
a save-this-song control knob, a skip-forward/backward-song control knob and a select-song-to-
play control knob. '

[000140] A number of embodiments of the present invention have been described regarding
audio signals. In one embodiment, the glasses further serve as a camera.

[000141] FIG. 14 shows one embodiment of electrical components in a pair of glasses with
image capturing capabilities. A processor 752 is coupled to a CCD interface chip 754 and then
to a CCD chip 756. Images focused by a lens 758 are captured and collected by the CCD chip.
In another embodiment, there is also be a flash controller 760 connected to the processor 752 to
control a flash 762.

[000142] In one embodiment, a number of pixels of the CCD chip 756 are used as light
sensors. The pixels can be used to adjust the sensitivity of the CCD chip 756 based on the
amount of ambient light. For example, if the outside environment is dim, it would take a longer
period of time to collect enough charges by the CCD chip 756 to re-create the image. This
implies that the integration time of the CCD chip 756 should increase.

[000143] In yet another embodiment, the camera can pertain to a video camera. The

capacity of the memory 753 increases so as to store the video images.
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[000144] In one embodiment, the glasses do not offer adjustment on the image distance.
The CCD chip 756 can be located, for example, at the focal point of the lens 758. In another
embodiment, there is an image distance control knob. For example, a mechanical lever can be
pre-programmed or pre-set to move the lens to one or more different positions. One position can
be for close-up shots, such as objects from 2 to 4 ft, and another for scenic or vista images, such
as objects greater than 6 ft.

[000145] Depending on the embodiment, electrical components of a camera can be in a pair
of glasses, and/or a base tethered to the glasses, and/or a portable device tethered to the glasses
or to the base. For example, the memory 753 can be in the base tethered to the glasses.

[000146] The location of the lens 758 can vary depending on the embodiment. In one
embodiment, referring to FIG. 1, one location is at the bridge of the glasses, with the lens of the
camera facing forward. In this situation, what the user sees is substantially what the captured
image would be. In other words, in a general sense, what the user sees is what the user gets.
With such an embodiment, it is relatively easy for a user to take pictures, hands-free. In another
embodiment, another location for the lens 758 are at a side portion adjacent to a lens holder,
before the joint of the corresponding temple, such as at 116 in FIG. 1. Again, the lens of the
camera faces forward. Some of the electrical components of the camera can be in that location,
and other components in the temple 104. These components are electrically connected through
one of the joints, such as with a flexible pc board. In yet another embodiment, the lens 758 can
face sideways and outwards in a temple of a pair of glasses, towards the left or right side of the
user.

[000147] Regarding storing the images, in one embodiment, the images are stored locally.
One approach to determine which image to store is the first-in-first-out approach. Once the
camera is turned on, the camera takes pictures continually in an automatic mode, such as once
every few seconds. When the memory becomes full or under other pre-set or pre-programmed
condition, the first picture stored will be deleted when the next picture comes in. In another
embodiment, the digital content in one picture is compared to the digital content in, for example,
the fifth picture further down. If the difference between the two is not more than a pre-set
threshold, the four pictures in between will be deleted. One approach to determine the difference

is by comparing the total charges collected by the CCD chip for the two images. If the two sets
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of charges do not differ by more than a certain threshold, the images in between would be
deleted.

[000148] The images captured can also be stored at a remote site. For example, the glasses
can upload the images to a computer, wirelessly or through a wired connection from a connector
at the glasses.

[000149] FIG. 15 shows an operation 800 of taking certain actions based on images
captured by a pair of glasses with a wireless transceiver, according to one embodiment of the
invention. This operation can be used by a police officer on patrol. Before the officer gets out of
his patrol vehicle to confront a suspect, the officer can inform the station. At that point, the
camera is turned on 802.

[000150] There can be different approaches to turn on the camera. In one embodiment, an
operator at the station can remind the officer to turn on the camera. Or, the operator can
remotely turn on the camera. In yet another embodiment, the camera can be automatically
turned on under certain condition. One such condition is that if the camera is out of the patrol
vehicle, the camera is automatically turned on. With the glasses having the capability to
wirelessly communicate with the patrol vehicle, one method to detect if the glasses are out of the
patrol vehicle is based on the wireless signal strength of the glasses. The patrol vehicle can
detect the signal strength of the wireless signals, which depends on the distance between glasses
and the vehicle. A threshold can be set. If the signal strength is below the preset threshold, the
glasses would be assumed to be out of the car, and the camera would be automatically turned on.
[000151] After the camera is turned on 802, the glasses start to continually take 804
pictures, such as once every few seconds. The pictures taken are automatically transmitted back
806 to the patrol vehicle in a wireless manner. In this situation, the patrol vehicle serves as a
hub, which stores the pictures. Then, the hub re-transmits 808 the pictures back to the station.
Note that the pictures can be compressed by standard algorithms before they are transmitted.
This compression mechanism can be performed by a computer in the patrol vehicle. When the
station gets the pictures, they are de-compressed before being viewed, such as by the operator.
The pictures enable the operator at the station to see what the officer is confronting. This
effectively allows the operator at the station to perform real-time monitoring of or for the officer.
If it is a high risk situation, the operator can quickly react 810, such as by dispatching additional

support for the officer. In one embodiment, the glasses can include not only a camera but also a
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microphone for audio pickup, such as sounds from the officer, suspect, witness or environmental
sounds (such as door opening, gun shot, etc.).

[000152] Regarding ownership of the glasses, the user can own the glasses. In one
embodiment, the user leases the glasses from a provider. For example, the user leases a ski
goggle with a camera. After the user turns on the camera, as the user skis, the goggle
automatically takes pictures. Later, the user can return the goggle to the provider or a kiosk,
where the pictures can be retrieved and/or stored. Alternatively, the goggle can include a
wireless transceiver and the images could be uploaded continually or automatically to the
provider or the kiosk via a wireless network. The provider or the kiosk can transmit the images
to a website, such as a website associated with the user. In another embodiment, the user picks
up hardcopies of the images, e.g., a CD with the images or a DVD with the video, from the
provider or the kiosk.

[000153] In one embodiment, the glasses allow the user to enter his identification. This can
be done, for example, through a control knob at the glasses. Such identification is then linked to
the images. Based on the identification, the user can return to the provider or kiosk at a
subsequent time to pick up the images previously left behind.

[000154] In yet another embodiment, the pair of glasses with a camera also has a speaker
and a wireless transceiver. It can be used to remotely control or direct the user wearing the
glasses. FIG. 16 shows one such operation 850 according to one embodiment.

[000155] To illustrate the operation 850, assume that the user is a paramedic helping a
patient. The glasses continually take pictures 852 of objects directly in front of the paramedic,
such as images around four feet away from the eyes of the paramedic. The pictures are
wirelessly transmitted 854 to a remote site, such as a hospital, to be viewed by a doctor. Again,
this transmission can be a two-step process. For example, pictures can be transmitted to the
paramedic’s ambulance, which can then re-transmit to the remote site. The first transmission
from the glasses to the ambulance can be through a low-power, short-range, broadband, wireless
transmission protocol. The second transmission from the ambulance to the hospital can be
through a much longer-range, higher power, broadband, wireless transmission protocol. Again,
compression and de-compression techniques can be used to enhance the rate of transmission by

reducing the amount of data to be transmitted.
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[000156] Based on the images, the doctor sends out voice messages to the paramedic.
These messages are wirelessly transmitted to and received 856 by the glasses. The speaker in the
glasses outputs 858 the messages to the paramedic.
[000157] In another embodiment, the glasses also have a microphone, which allows the
paramedic to communicate directly with the doctor also.
[000158] In one embodiment, the glasses can take pictures and can be a multimedia asset
player. Pictures and the multimedia assets can share the same memory storage device. In this
situation, the capacity for the multimedia assets and pictures can be interrelated. For example, a
user can take more pictures if there are less multimedia assets, such as fewer songs in the storage
device.
[000159] A number of embodiments have been described regarding electrical components
in the temples of glasses. The locations selected are for illustration purposes. In other
embodiments, some of the components are embedded fully or partially in other areas of the
glasses, such as the lens holders or the bridges of the glasses. For example, there are glasses
where there are shields at the edges of the lens holders of the glasses. These shields can wrap
around, or better conform to the profile of, the face of the wearer. There can be transparent or
translucent windows on these shields also. The shields are not limited to be in primary frames.
They can be in, for example, fit-over glasses, auxiliary frames or safety glasses. To illustrate, in
fit-over glasses, such shields can go over or cover at least a portion of the primary frames. One
or more electrical components can be in such shields.
. [000160] Note that in one embodiment, a pair of glasses does not have to include lenses.
Also, a number of embodiments have been described with a pair of glasses tethered to a base. In

one embodiment, a pair of glasses includes a base and a cord connecting the base to the glasses.

[000161] In yet another embodiment, a pair of glasses also includes a sensor. FIG. 17A is a

chart 900 that depicts examples of sensors in the glasses.

[000162] In one embodiment, the sensor is a “being worn” sensor. The “being worn”
sensor indicates whether the glasses are being worn by its user. The “being worn” operation can

be performed using, for example, a thermal sensor, a motion detector, a stress sensor or a switch.

[000163] In one embodiment, a motion detector is used as a “being womn” sensor. A

threshold can be set, such that if the amount of motion exceeds the threshold, the eyewear is
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assumed to be worn. The motion detector can, for example, be achieved by a mechanical means

or an accelerometer.

[000164] In another embodiment, the “being worn” sensor includes two thermal sensors.
One sensor can be at approximately the middle of a temple, such as in a region that touches the
head of the user wearing the glasses. The other sensor can be at the end of the temple, close to
its hinge. If the temperature differential between the two sensors is beyond a certain preset
value, the eyewear would be assumed to be worn. The differential is presumed to be caused by a

person wearing the pair of glasses.

[000165] In yet another embodiment, the “being worn” sensor includes a stress sensor at the
hinge of the temple. The assumption is that when the eyewear is worn, the hinge is typically
slightly stretched because typically, the width of the head of the user is slightly wider than the
width between the temples when the two temples are in the extended positions. If the value of

the stress sensor is beyond a certain preset value, the glasses would be assumed to be worn.

[000166] In a further embodiment, the “being worn” sensor can be a switch. For example,
at the hinge between a temple and its corresponding lens holder, there is a switch. When that
temple is fully extended outwards, the switch is turned on. The switch can be a pin. When the
temple is fully extended outwards, the pin is pressed. When both temples are fully extended

outwards, in one embodiment, the glasses would be assumed to be worn by the user.

[000167] In one embodiment, another type of sensor is an environmental sensor. The
environmental sensor can sense environmental conditions, such as one or more of ultraviolet
radiation, temperature (e.g., ambient temperature), pressure, light, humidity and toxins (e.g.,

chemicals, radiation, etc.).

[000168] In another embodiment, another type of sensor is a condition sensor. The
condition sensor can sense the conditions of the user of the glasses. Examples of physical
sensors include sensing one or more of distance traveled, location, speed, calories consumed,
temperature and vital signs associated with the user of the glasses. The distance traveled could
represent the horizontal distance traveled or the vertical distance (i.e. elevation) traveled. The

speed can be the rate of movement along the horizontal distance traveled and/or the vertical
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distance. In yet another embodiment, the condition sensor can sense the emotional conditions of

the user of the glasses.

[000169] The sensors can be provided in a redundant or fault-tolerant manner. For
example, sensors can come in pairs in the glasses. When one malfunctions, the other one will
take over its operation. In another embodiment, the sensor information can be processed in a
differential manner to examine changes to the sensor information. The sensors can by powered
by a battery, solar energy, or kinetic energy. For reduced power consumption, the sensors can
remain in a low-power state unless data is being acquired by the sensors. In yet another
embodiment, two or more of the auxiliary sensors can communicate with one another (wired or

wirelessly) to exchange data or control information.

[000170] A number of embodiments have been described regarding one or more electrical
components at least partially embedded in a pair of glasses. In one embodiment, one or more
electrical components are at least partially embedded in a temple tip of a pair of glasses. Temple
tips are particularly common for wire or metal frames. The pair of glasses has a first and a
second lens holders for receiving lenses. Each of the lens holders has a first side and a second
side. The pair of glasses has a bridge element that couples the first side of the first lens holder to
the second side of the second lens holder. The pair of glasses also includes a first temple and a
second temple. The first temple is pivotally secured to the second side of the first lens holder
through a joint, while the second temple is pivotally secured to the first side of the second lens
holder through another joint. A temple typically has two ends, a first end and a second end. The
first end can be the end that is pivotally secured to a lens holder through a joint, and the second
end can be the other end of the temple. It is not uncommon that a temple includes a main body
and an enclosure that grabs onto the main body of the temple. The second end is typically where
the enclosure grabs onto the main body. The enclosure can be made of a different material than
the main body of the temple. In one embodiment, such an enclosure is a temple tip, and there is
an electrical component, partially or fully, embedded in the tip. There can also be a connector,
such as the connector 300 shown in FIG. 5, at the temple tip. In another embodiment, the temple
tip can include a female connector, which can be similar to the female connector 310 shown in
FIG. 6B. As the temple tip grabs onto the main body of the temple, the female connector can

make electrical contact with a male connector at the main body of the temple. Typically,
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particularly before a pair of glasses has been extensively worn, the temple tip can be removed
and re-inserted back on to the main body of the temple without a lot of difficulties. Such a
temple tip can be an after-market component, with different temple tips having different

electrical components to serve different functions.

[000171] FIG. 17B is a diagram of a temple arrangement 910 according to one embodiment
of the invention. In this arrangement, a temple tip is not considered as a part of the temple. The
temple arrangement 910 includes a temple 912 that is associated with a pair of eyeglasses. Over
the end of the temple 912 that is opposite the associated lens holder, a temple tip 914 is provided.
The temple tip 914 can be held to the temple 912 by frictional forces and/or adhesive. The
temple tip 914 includes at least one electrical component 916 that is at least partially embedded
therein. The temple tip 914 can be manufactured and delivered to resellers or retailers as such.
Alternatively, the temple tip 914 can be separately provided as an optional replacement temple
tip for an existing temple tip. Hence, as after manufacture, upgrade to the eyewear can be had
through replacing the existing temple tip with the replacement temple tip. The colors and shapes
of the temple tip 914 can vary widely. In the after manufacturing environment, the reseller or
retailer can be provided with a range of different colors and shapes so that a user can receive a
replacement tip that reasonably matches the color and shape of the temple or that provides an

altered appearance as desired by the user.

[000172] Besides a replacement temple tip such as illustrated in FIG. 17B, a temple tip can
also be effectively modified by a fit-over temple or temple cover. FIG. 17C is a diagram of a
temple cover 920 that at least partially covers a temple (e.g., temple 912) according to one
embodiment of the invention. As another example, the temple cover 920 can be a fabric or other
material, such as a sock or sleeve, that slides over and at least partially covers a temple tip. The
temple cover 920 can include at one electrical component 922 that is either attached thereto or at
least partially embedded therein. The temple cover 920 can also include an opening 924 so as to
received a temple or a temple tip. The temple cover 920 can be held to a temple by frictional
forces and/or adhesive. FIG. 17D is a diagram of a fit-over temple 926 that at least partially fits
over a temple according to one embodiment of the invention. For example, the fit-over temple
926 can at least partial fit-over a temple tip. The fit-over temple 926 includes at one electrical

component 928 that is either attached thereto or at least partially embedded therein. The fit-over
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temple 926 can also include an opening 930 so as to receive a temple. The fit-over temple 926
can be held to a temple by frictional forces and/or adhesive. As an example, the fit-over temple
926 can be plastic or other material. The colors and shapes of the fit-over temple 926 can vary
widely. In the after manufacturing environment, the reseller or retailer can be provided with a
range of different colors and shapes so that a user can receive a replacement temple cover or fit-
over temple that reasonably matches the color and shape of the temple or that provides an altered

appearance as desired by the user.

[000173] In one embodiment, a fit-over temple or temple cover according to the invention
can further include a connector or cable to facilitate electrical connection with the at least one
electrical component that is either attached to a temple or a temple tip or at least partially

embedded therein.

[000174] In one embodiment, an electrical component is a component of an electrical
circuit, and the electrical circuit is for performing at least a desired, intended or predetermined
function.

[000175] A number of embodiments have been described above for an eyeglass frame, i.e.,
primary frame, are also applicable to an auxiliary frame. An auxiliary frame can attach to a
primary frame through different techniques, such as using clips. Another technique to attach an
auxiliary frame to a primary frame is by way of magnets. Examples of using magnets as an
attachment technique can be found, for example, in U.S. Patent 6,012,811, entitled,
“EYEGLASS FRAMES WITH MAGNETS AT BRIDGES FOR ATTACHMENT.”

[000176] A number of embodiments have been described where one or more electrical
components are at least partially embedded in a pair of glasses. In yet another embodiment, the

one or more electrical components are at least partially embedded in an eye mask.

[000177] FIG. 18 shows one embodiment 925 where one or more electrical components are
at least partially embedded in an eye mask 927. The eye mask 927 includes a piece of fabric that
1s opaque so that when the mask is worn, the mask wraps around the eyes to block light from

entering into the eyes of the user.

[000178] The embodiment 925 includes a wrapping mechanism to hold the fabric onto the
head of a user so that when the mask is worn by the user, the mechanism allows the fabric to
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have a relatively tight and comfortable fit over the face of the user. In one approach the
wrapping mechanism is achieved with the fabric in the shape of a band and having a certain
degree of elasticity. When the mask is worn by the user, the elasticity of the fabric allows the
mask to establish a relatively tight fit over the face of the user. In another example, the fabric is
a long piece of material. The wrapping mechanism includes a clip or Velcro at the two ends of
the piece of material to tie the two ends together. In another example, the wrapping mechanism
includes two elastic pieces of elastic materials at the two ends of the fabric. To wear the mask,
each elastic piece of material goes over one of the ears of the user so that the fabric establishes a
relatively tight fit over the face of the user. In yet another embodiment, the mask 927 includes a
notch 935 to accommodate the nose of the user. In another embodiment, there can be additional
padding in the vicinity of the one or more electrical components so that if an electrical

component is pressed against the user, the padding serves as a buffer or cushion.

[000179] In one embodiment, a speaker 929 can be at least partially embedded in the mask
927, and can be positioned close to and facing one of the ears of the user. The speaker 929,
through an electrical connector, is electrically connected to a cable 931. The cable 931 can also
have a connector 933 at its distal end. The connector 933 can be plugged into another device,
such as a MP3 player or a CD player. After putting on the mask, with the connector 933 plugged
into the another device, the user would be able to hear, for example, audio sounds such as music.
The eyemask 925 can be applied to different areas. For example, the user can be on a plane, and
would like to rest. The user can put on the eyemask 925, and plug the connector 933 into a
media outlet at an armrest of her seat in the plane. Thus, the user can enjoy music while taking a
rest. The embodiment 925 could also include a plurality of speakers, such as one for each of the

user’s ears.

[000180] In another embodiment, the eyemask 927 includes the speaker 929 and a battery
that is electrically connected to the speaker 929. The battery can be in a pocket on the eyemask
and can be replaceable. The battery can also be a rechargeable battery, such as a lithium-ion

battery, and there is a connector at least partially embedded in the eyemask. The connector can

be used to recharge the battery.

[000181] FIG. 19 shows another embodiment 950 where one or more electrical components

are at least partially embedded in a night cap 952. In one embodiment, the cap 952 is at least
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partially made of fabric. In another embodiment, the cap 952 is entirely made of fabric. The cap
includes a wrapping mechanism. When the cap is worn, the wrapping mechanism holds the cap
onto the head of the user, and allows the cap to have a relatively tight and comfortable fit over
the head of the user. Again the wrapping mechanism can be an elastic band at the base 962 of

the cap 952. Or, the wrapping mechanism can include clips or Velcro as previously described.

[000182] The cap can include at least one speaker 954, which is at least partially embedded
in the cap 952. When the cap 952 is worn by a user, the speaker 954 is positioned close to and
facing one of the ears of the user. The speaker 954 can, for example, be electrically connected
through a connector to a device 962 in a pocket 960 on the cap 952. The electrical connection
can be through a cable 956 external to the cap 952. The cable 956 also can have a connector 958
to be plugged into the device 962. In another embodiment, the cable 956 is embedded in the cap.
The device 962 can be an asset player, such as a MP3 player, with a battery. Through the
connector 958, audio signals from the device 962 can be received by the speaker 954 and heard
by the user. There can be one or more additional pockets on the night cap for one or more
additional electrical components. When worn, the night cap does not have to cover the eyes of
the user. In yet another embodiment, when worn, the night cap further covers the eyes of the
user, as shown in FIG. 19. In one embodiment, the embodiment 950 further includes padding in
the vicinity of an electrical component to serve as a buffer or cushion between the user and the

electrical component.

[000183] A number of embodiments have been described involving a speaker in an
eyemask or a night cap. In one embodiment, the audio output from the speaker can serve to
cancel the environmental sounds in the vicinity of the user. For example, if the user is on an
airplane, the surrounding environmental sound has a relatively high level of white noise. This
white noise can be detected by a pickup device and cancelled by noise cancellation circuitry
provided within the eyemask or night cap. Namely, the audio output from the speaker serves to
cancel the white noise of the user’s environment. In another embodiment, the electrical
component embedded or partially embedded is not a speaker, but can be a sensor, which can

sense a physiological function of the user.

[000184] FIG. 20A is a diagram illustrating a temple 1000 having a slot for receiving a

removable electronic device 1002 according to one embodiment of the invention. In one
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example, the removable electronic device 1002 can be a memory storage device, sometimes
referred to as a memory card. As shown in FIG. 20A, the removable electronic device 1002 is
inserted into the slot. Although the slot could be electrically non-functional, typically the slot
provides an avenue for the removable electronic device 1002 to be physically and electrically
connected to electrical circuitry within the temple 1000 or elsewhere within the eyeglass frame.
FIG. 20B is a diagram illustrating the temple 1000 having a recessed lower portion 1004
according to another embodiment of the invention. The recessed lower portion 1004 facilitates
the insertion and removal of the removable electronic device 1002. In either embodiment, the
removable electronic device can be manually inserted and removed or can use more complicated
mechanical mechanisms to assist with the insertion and removal (e.g., spring-based push and

release structure).

[000185] FIGs. 21A and 21B are diagrams illustrating a pair of glasses 2100 having a
camera 2101 coupled thereto, according to one embodiment. The camera includes an image
sensor 2102 and a camera housing 2106 (also referred to as a camera support arm). In this
embodiment, the camera 2101 is rotatably coupled to an exterior surface of a temple 2104 of the
pair of glasses 2100. The camera support arm 2106 is attached to the temple 2104. The camera
support arm 2106 can couple to the temple 2104 using a hinge 2108. In one implementation, the
hinge 2108 can use a spring or cam mechanism so that the camera support arm 2106 is held
either against the temple 2104 when not in use or held in an open or extended position when in
use. FIG. 21A illustrates one position of the camera support arm 2106 when the camera 2101 is
not in use. FIG. 21B illustrates one position of the camera support arm 2106 when the camera
2101 is in use. The presence of the camera 2101 with the pair of eyeglasses 2100 enables a
wearer of the pair of eyeglasses 2100 to take pictures of what the wearer is looking at. It should
be noted that other supporting circuitry such as data storage for pictures, switches, battery, and
electronics for the camera 2101 can be in the temple 2104, in the camera support arm 2106,
elsewhere in the pair of glasses 2100, or even tethered thereto. However, in one implementation,
the camera 2101 is completely self-contained in the camera housing 2106. In one embodiment,

the hinge 2108 can also serve as a switch to turn the image sensor 2102 on or off,

[000186] In one implementation, to improve overall appearance of the pair of glasses 2100,

the temple 2100 can provide a recess for receiving the camera support arm 2106 when the
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camera is not being utilized. Such may improve the aesthetic appearance of the pair of glasses
2100.

[000187] In another implementation, the pair of glasses 2100 can further provide a
viewfinder. The viewfinder can assist the user in directing the image sensor 2102 towards
whenever the user desired to photograph. The viewfinder can be a separate apparatus that is
extended by user action or can be a viewfinder that is visually present or presented on one of the
lenses. In one example, the viewfinder can be an extendable viewer through which the user can
look through to determine the field of reference of the image sensor 2102. The viewfinder can
be extendible from either of the temples, such as in a telescoping, sliding or flipping action.
Additionally, when the camera support arm 2106 is extended, a viewfinder can be automatically
initiated. For example, indicators on one of the lens can be visually presented, such as through -
optical projection from one or more light sources. In another embodiment, the viewfinder can be
always present, such as with indicators on one of the lens of the pair of glasses 2100. The

indicators can be a few faint dots to define an area on the lens.

[000188] In one embodiment, the camera support arm (camera housing) 2106 is removably
coupled to the hinge 2108. As such, the camera 2101 can be removed from or attached to the
pair of glasses 2100. Indeed, the camera support arm (camera housing) 2106 can be a camera
body that houses electronics for the camera 2101. In such case, the camera 2101 can operate as a

camera apart from the pair of glasses 2100.

[000189] In one implementation, the camera support arm 2106 has a connector and the
hinge 2108 has a counterpart connector. In one example, the connectors are peripheral bus
connectors, such as USB connectors. In such case, the camera support arm 2106 can be attached
and removed from the pair of glasses 2100. Such a connection via the connectors can be
electrically functional or non-functional. If functional, electrical components in the pair of

glasses 2100 can be electrically connected to electrical components in the camera 2101.

[000190] Still further, in one embodiment, the connector at the end of the hinge 2108
enables connection of a variety of different peripheral devices to the pair of glasses 2100. For
example, the different peripheral devices (portable electronic devices) can be the camera, a

memory card, or a media player. In one embodiment, electrical components integral with the
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pair of glasses 2100 can be shared by the different peripheral components. The hinge 2108 is not
necessary in other embodiments, see FIGs. QF-8H, where a connector is attached or integral with
a temple of a pair of glasses. If desired, the camera 2101 or other peripheral devices can include

in its structure a hinge or other mechanism to permit positioning the camera or other peripheral

devices. |

[000191] In still another embodiment, an angled or hinged adapter can be inserted between
a connector attached to the pair of glasses 2100 and a connector of the camera 2101 or other

peripheral devices. The adapter can be electrically functional or non-functional.

[000192] Regardless of the electrical components being utilized with the eyeglass frames, it
may be desirable for the eyeglass frames to be substantially bafanced in weight. In the event that
electrical components are attached and/or at least partially embedded in one of the temples of the
eyeglass frame, the other of the temples can include other electrical components or even a
counter weight so that the eyeglass frame can be substantially balanced.

[000193] The various embodiments, implementations and features of the invention noted
above can be combined in various ways or used separately. Those skilled in the art will
understand from the description that the invention can be equally applied to or used in other
various different settings with respect to various combinations, embodiments, implementations
or features provided in the description herein.

[000194] A number of embodiments in the invgntion can be implemented in software,
hardware or a combination of hardware and software. A number of embodiments of the
invention can also be embodied as computer readable code on a computer readable medium. The
computer readable medium is any data storage device that can store data which can thereafter be
read by a computer system. Examples of the computer readable medium include read-only
memory, random-access memory, CD-ROMs, magnetic tape, optical data storage devices, and
carrier waves. The computer readable medium can also be distributed over network-coupled
computer systems so that the computer readable code is stored and executed in a distributed
fashion.

[000195] Numerous specific details are set forth in order to provide a thorough
understanding of the present invention. However, it will become obvious to those skilled in the

art that the invention may be practiced without these specific details. The description and
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representation herein are the common meanings used by those experienced or skilled in the art to
most effectively convey the substance of their work to others skilled in the art. In other instances,
well-known methods, procedures, comﬁonents, and circuitry have not been described in detail to
avoid unnecessarily obscuring aspects of the present invention.

[000196] Also, in this specification, reference to "one embodiment"” or "an embodiment"
means that a particular feature, structure, or characteristic described in connection with the
embodiment can be included in at least one embodiment of the invention. The appearances of the
phrase "in one embodiment" in various places in the specification are not necessarily all referring
to the same embodiment, nor are separate or alternative embodiments mutually exclusive of
other embodiments. Further, the order of blocks in process flowcharts or diagrams representing
one or more embodiments of the invention do not inherently indicate any particular order nor
imply any limitations in the invention.

[000197] Other embodiments of the invention will be apparent to those skilled in the art
from a consideration of this specification or practice of the invention disclosed herein. It is
intended that the specification and examples be considered as exemplary only, with the true
scope and spirit of the invention being indicated by the following claims.

[000198] Other embodiments of the invention will be apparent to those skilled in the art from
a consideration of this specification or practice of the invention disclosed herein. It is intended that
the specification and examples be considered as exemplary only, with the true scope and spirit of

the invention being indicated by the following claims.

What is claimed is:
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CLAIMS

1. A pair of glasses for a user, comprising:
a speaker at least partially embedded in the glasses;
an electrical connector at least partially embedded in the glasses; and

an electrical conductor electrically coupling the speaker to the connector.

2. A pair of glasses as recited in Claim 1, wherein
the pair of glasses includes at least one temple; and
the speaker, the electrical connector and the electrical conductor are embedded in the

temple.

3. A pair of glasses as recited in Claim 1 further comprising a tube, the tube extending from the

speaker to guide sound generated by the speaker to one of the ears of the user.

4, A pair of glasses as recited in Claim 1, wherein the connector is a standard connector.

5. A pair of glasses as recited in Claim 4, wherein
the pair of glasses includes a temple; and

the connector is a standard cylindrical plug at the end of the temple.

6. A pair of glasses as recited in Claim 4, wherein
the pair of glasses includes a temple; and

the connector is a USB connector.

7. A pair of glasses as recited in Claim 4, wherein the connector is to receive a storage
medium.
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8. A pair of glasses as recited in Claim 7,
wherein multimedia assets are stored in the storage medium, and

wherein at least a portion of the multimedia assets are categorized.

9. A pair of glasses as recited in Claim 1, wherein
the pair of glasses includes a base and a cord, with the base tethered through the cord to the
glasses; and

one or more electrical components are in the base.

10. A pair of glasses as recited in Claim 9, wherein the base is electrically connected to a

portable electronic device through another cord.

11. A pair of glasses as recited in Claim 1, wherein the pair of glasses is electrically connected

to a portable electronic device through the connector.

12. A pair of glasses as recited in Claim 1 further comprising at least one electrical component

for wireless connection.

13. A pair of glasses as recited in Claim 12 further comprising a microphone,

wherein the pair of glasses allows the user to engage in wireless communication.

14. A pair of glasses as recited in Claim 1 further comprising
a coder/decoder;
a processor; and
a storage medium,
wherein the pair of glasses can serve as a multimedia asset player, with the connector

facilitating the transfer of multimedia assets.
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15. A pair of glasses as recited in Claim 1 further comprising:
a microphone;
at least one electrical component for wireless connection, and

wherein the pair of glasses can be used as a wireless headset.

16. A pair of glasses as recited in Claim 1 further comprising a preference indicator that allows

the user to indicate the user’s preference regarding what is output by the speaker.
17. A pair of glasses as recited in Claim 16, wherein the speaker outputs signals from a radio.

18. A pair of glasses as recited in Claim 1,

wherein the pair of glasses includes at least one temple, with at least one temple device
coupled thereto; and

wherein the at least one temple device having at least one electrical component that is

either attached thereto or at least partially embedded therein.

19. A pair of glasses as recited in Claim 18, wherein the temple device comprises a

replacement temple tip, a temple cover or a fit-over temple.

20. A pair of glasses as recited in Claim 1 further comprising:
a camera; and
at least one electrical component for wireless connection,

wherein the images taken by the camera can be wirelessly transmitted to another device.

21. A pair of glasses as recited in Claim 1 further comprising at least one sensor.

22. A pair of glasses comprising:
an eyeglass frame having at least a pair of lens holders and a pair of temples; and

a standard connector attached to or integral with one of the temples of the eyeglass frame,
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wherein the connector is for receiving a removable electronic device having a plurality of

electrical components and a counterpart connector, and

wherein the connector and the counterpart connector operate to removably secure the
electronic device to the glasses so that when secured the electronic device is substantially fixed

in position relative to the glasses.

23. A pair of glasses as recited in Claim 22 wherein said pair of glasses includes at least one
electrical component internal to the one of the temples, and wherein the standard connector is

electrically connected to the at least one electrical component.

24. A pair of glasses as recited in Claim 22 wherein said pair of glasses includes a functional
module with a plurality of electrical components that are electrically interconnected through a
substrate, and wherein the connector is electrically connected to the components through the

substrate.

25. A pair of glasses as recited in Claim 22 wherein the connector is a USB connector.

26. A pair of glasses comprising:
an eyeglass frame having at least a pair of lens holders and a pair of temples; and

a functional module including a plurality of electrical components that are electrically

interconnected with a substrate,

wherein the eyeglass frame includes a cavity for receiving the functional module.

27. A pair of glasses as recited in Claim 26 wherein the functional module is removably

provided within the cavity of the eyeglass frame.
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EYEGLASSES WITH ELECTRICAL COMPONENTS

ABSTRACT OF THE DISCLOSURE

A pair of glasses with one or more electrical components partially or fully embedded in the
glasses is disclosed. In one embodiment, a pair of glasses includes a speaker and an electrical
connector, both at least partially embedded in the glasses, with the speaker and the connector
electrically coupled together by an electrical conductor. In another embodiment, a pair of glasses
includes a storage medium and an electrical connector. In yet another embodiment, a pair of glasses
includes a speaker, a coder/decoder, a processor and a storage medium. The glasses can serve as a
multimedia asset player. In a further embodiment, some of the electrical components are in a base
tethered to a pair of glasses. Instead of just receiving signals, in one embodiment, a pair of glasses
also has a microphone and a wireless transceiver. In another embodiment, a pair of glasses includes
a preference indicator that allows a user to indicate the user’s preference regarding, for example,
what is being output by the glasses. In yet another embodiment, there can be one or more control
knobs on the glasses. In a further embodiment, a pair of glasses includes a camera and electrical
components for wireless connection. In yet a further embodiment, a pair of glasses includes a

Sensor.
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FIGURE  6A
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DECLARATION FOR ORIGINAL U.S. PATENT APPLICATION

Attorney’s Docket No. IPVCP006
As a below-named inventor, I hereby declare that:

My residence, post office address and citizenship are as stated below next to my name.

I believe that I am the original, first and sole inventor (if only one name is listed below) or an original, first and joint inventor
(if plural names are listed below) of the subject matter which is claimed and for which a patent is sought on the invention

entitled: “EYEGLASSES WITH ELECTRICAL COMPONENTS?, the specification of which,
(check one) 1. & is attached hereto.

2. D was filed on as
U.S. Application No.
and was amended on

3. D was filed on as
International PCT Application Serial No.
and was amended on

I hereby state that I have reviewed and understand the contents of the above-identified specification, including the claims, as amended
by any amendment referred to above.

I acknowledge the duty to disclose information which 1s material to patentability as defined in 37 CFR 1.56, including for continuation-
in-part applications, material information which became available between the filing date of the prior application and the national or
PCT international filing date of the continuation-in-part application.

I hereby claim foreign priority benefits under Title 35, United States code, § 119(a)-(d) or § 365(b) of any foreign application(s) for
patent or inventor’s certificate, or § 365(a) of any PCT International application which designated at least one country other than the
United States, listed below and have identified below, by checking the box, any foreign application for patent or inventoris certificate,
or PCT International application having a filing date before that of the application on which priority is claimed:

Prior Foreign Application(s) Priority Benefits Claimed?
None Yes  No_
(Application No.) (Country) (Filing Date)

Send Correspondence To: Customer Number: 34071
Direct Telephone Calls To: C. Douglass Thomas at telephone number (408) 446-3333
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I hereby declare that all statements made herein of my own knowledge are true and that all statements made on information and belief
are believed to be true; and further that these statements were made with the knowledge that willful false statements and the like so
made are punishable by fine or imprisonment, or both, under section 1001 of Title 18 of the United States Code, and that such willful
false statements may jeopardize the validity of the application or any patent issuing thereon.

Typewritten Full Name

of First Inventor: Thomas A. Howell itizenship: USA

A /zS

Inventor’s signature: Date of Signature:

Residence: (City)  palo Alto (State/Country) CA/US
Post Office Address: 567 Homer Ave., Palo Alto CA 94301
Typewritten Full Name 1y 14 chag Citizenship: USA

of First Inventor:

.
Jua,, !/l of

Inventor’s signature: Date of Signature:
Residence: (City)  Saratoga (State/Country) CA/US
Post Office Address: 14137 Sobey Road, Saratoga, CA, 95070
Typewritten Full Name . .

. . :
of Third Inventor: C. Douglass Thomas Citizenship USA

. ¢ I . ,
Inventor’s signature: Date of Signature: :
Residence: (City)  Campbell (State/Country) CA/US
Post Office Address: 1193 Capri Drive, Campbell, CA, 95008
Typewritten Full Name . .
of Fourth Inventor: /P !’_egel"l;(-.—gTon Citizenship: USA
e
. p 12/ 004

Inventor’s signature: ~ P'z Date of Signature: 7 I 77 L
Residence: (City) Mountain View (State/Country) CA/US
Post Office Address: 1807 Limetree Lane, Mountain View, CA, 94040
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PATENT

IN THE UNITED STATES PATENT AND TRADEMARK OFFICE

In re application of: Howell et al. Attorney Docket No.: IPVCP006
Application No.: To be assigned - Examiner: To be assigned
Filed: July 15, 2005 Group: To be assigned

Title: EYEGLASSES WITH ELECTRICAL
COMPONENTS ’

POWER OF ATTORNEY BY ASSIGNEE AND 37 CFR §3.73 STATEMENT

Commissioner for Patents
Washington, D. C. 20231

Sir:

IpVenture, Inc.. is the assignee of the above-referenced patent application by virtue of an
assignment document. The assignment document is/was recorded:
D at Reel , Frame(s)
[Jon
|Zl submitted concurrently herewith
The assignee represents, pursuant to 37 C.F.R. §3.73(b), that the undersigned is a representative

authorized and empowered to sign on behalf of the assignee.
Pursuant to 37 C.F.R. §§1.36 and 3.71, the assignee hereby revokes all powers of attorney
previously given and hereby appoints all practitioners who are associated with the Customer

Number 34071 as principal attorneys to prosecute this application and transact all business in the

Patent and Trademark Office connected therewith.
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Please send all correspondence for this application as follows:

Customer Number 34071
IpVenture, Inc.
5150 El. Camino Real
Suite A-22
Los Altos, CA 94022

Please direct any calls to C. Douglass Thomas (650) 903-9200.

Assignee of Interest: IpVenture, Inc.
5150 El Camino Real
Building A, Suite 22
Los Altos, CA 94022

Date D—U‘,L;‘ LS/!'LDOS- é" m

Name: C. Doffglass Thomas
Title: Chairman
IpVenture, Inc.
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ASSIGNMENT OF PATENT APPLICATION

WHEREAS |, an undersigned inventor, have invented certain new and useful
improvements as set forth in the patent application entitled:

“EYEGLASSES WITH ELECTRICAL COMPONENlTS"
(Docket No. IPVCPO006), (check one)

for which | have executed a U.S. patent application on even date herewith.
(Accompanying)
[] which bears U.S. Application No. . (Not accompanying)

For good and valuable consideration, the receipt and sufficiency of which is
hereby acknowledged, |, an undersigned inventor, HEREBY:

1) Sell, assign and transfer to IpVenture, inc., a California corporation having a
place of business at 5150 El Camino Real, Building A, Suite 22, Los Altos, CA 94022
(“ASSIGNEE"), the entire right, title and interest in any and all improvements and
inventions disclosed in, applications based upon, and patents granted upon the
above-referenced patent application (including all applications for patent that may be
filed for the inventions in any foreign country and all patents that may be granted on
the inventions in any foreign country), and all rights to claim priority on the basis of
such applications, and all extensions, renewals, and reissues thereof.

2) Authorize and request the Commissioner of Patents to issue any and all
United States Patents (and likewise any official of any foreign country whose duty it
is to issue patents) resulting from the above-referenced patent application or any

division, continuation, substitute, renewal, re-examination or reissue thereof to the
ASSIGNEE.

3) Agree to execute all papers and documents and perform any acts which are
reasonably necessary in connection with the prosecution of said application, as well
as any derivative applications thereof, foreign applications based thereon, and/or the
enforcement of patents resuiting from such applications.

4) Agree that the terms, covenants and conditions of this Assignment shall inure
to the benefit of the ASSIGNEE, its successors, assigns and other legal
representatives, and shall be binding upon the inventor, as well as the inventor's
heirs, legal representatives and assigns.
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5) Warrant and represent that | have not entered and will not enter into any
assignment, contract, or understanding that conflicts with this assignment, that | have
the full right to convey the interest assigned by this Assignment, and that | will take
all action and execute all documents necessary to perfect the interest assigned
hereby.

Signed on the date indicated beside my signature.

1. Inventor Signature: % % z Date: 7’ /25

[Thomas A. Howell]

/
2. Inventor Signature: Date::-rUL‘{ (] 0 '
[David Chao '

3. Inventor Signature: Z. ;@v‘»aﬁ—s.-/ -Date: 7/17-/2603’

[C. Douglass Thomas]

4. Inventor Signatm&w/zﬂf\-(’ Date: -/7/ ql// 00”7

[Peter P. Tong] J

Docket No.: IPVCP006 -2-
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< |f the entry in column 1 is lass than the entry.in column 2, wite “0” in column 3.

. =1 the "Highest Number Previously Paid For” IN THIS SPACE is lass than 20, enter “20".
- = if the. "Highest Number Previously Paid For” iN THIS SPACE is less than 3, enter *3°.

. The-"Highest Nuniber Previo!

Paid For” (Total or Independent) is the highest number found in the approj nate box in column 1.

“This:collection of information is required by. 37 CFR 1.16. The infarmation is required fo obtain or retain a benefit by the public which is to file (and by am
USPTO to process) an applmuon Contfidentiality is. govamed by 35.U,5.C. 122 and 37 CFR 1.14. This collection is estimated to take 12 minutes to complete,

UnécfmoP Reguction Ad of 1825, D FOMEnS 0o Foquiscd 1o 1 to o oolicciion of information untxos I dicployo 0 valid OMB contro) numbsy.
@ATEW APPUCAW@N FEE DETERMINATION RECORD AppSoatin or Bodhict Mumdcr
_ Substiiuto for Form PTO-875 _ Effective Decamber 8. 2004 /// 5 325&
. APPLICATION AS FILED PART | ) OTHER THAN
‘(Column 1) . (Column 2): SMALL ENTITY OR . SMALL ENTITY
i . '.Fok- NUMé&'R FILED - NUMBER EXTRA v RATE (5}, FEE ) ' RATE (3) ‘FEE @ )
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(37 CFR 1 16(0) (b). o (c) A A e 150.00 A 300.60
SEARCH FEE e
(37 CFR.1 16{). (1). ot (m) A NiA NA $250 . NIA $5@@
EXAMINATION FEE ' N AUA . . i
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(37 CFR 1 16{1)) 77 mos20= | 77 X825 . /9/)/ or | X830 o
INDEPENDENT CLAIMS , — ' , -
(37 CFR 1 16(h)) -2 mnusd = | ° Xieo . )@@0 a
. I the spacification and drawings exceed 100
: AppucAﬁON SIZE. sheets of paper, the application size fee due
FEE ts $250 (3125 for small-entity) for each
(37 CFR1 16(5)) additional 50 sheets or fraction thareof. See
‘ 35usc 41(a)(1)(G)and 37 CFR 1. 16(5)
]l MULTIPLE OEPENDENT CLAIM PRESENT (37 CFR 1.16())) +180= +360=
"N the difference in column 1 is less than zero, enter 0™ in column2 TOTAL A' 96 TOTAL
: APPLICATION AS AMENDED - PART i o
_ : ' oR OTHER THAN -
(Cotumn 1) (Column2)  (Column 3) SMALL ENTITY SMALL ENTITY
- " CLAIMS - HIGHEST [ D : .
1« REMAINING NUMBER PRESENT . RATE (3) ADDI- RATE ($) ADDI-
o AFTER . PREVIOUSLY EXTRA . TIONAL TIONAL
] E AMENDMENT PAIDFOR | FEE (3) ) -FEE (3)
. Total ° Mi é oo .’ K = i B
%J arcrR . X325 - or | X830 -
O iggepenien "1 BEE G X100 . o | X200 .
5 )
'S || Application Size Fee (37 CFR 1.16(s)) .
FIRST PRESENTATION OF MULTIPLE DEPENDENT CLAIM (37 CFR 1.16()) +180= OR +360=
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including gathering, preparing, and submitting the complsted application form to the USPTO. Timae will vary depending upon the individual case. ‘Any commsnie
on the amount of time you require to complete this form and/or suggestions for reducing this burden, should be sant to the Chief Infgrmation Officer, U.S. Petént:
and Trademark Office, U.S: Deparimant of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND FEES OR COMPLETED FORMS TO THIS
ADDRESS. SEND TO: ‘Cemmissioner for Patents, P 0. Box 4460, Mexandm. VA 223‘&3-‘3450
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PTO/SB/05 (09-04)
Approved for use through 07/31/2006. OMB 0651-0032
U.S. Patent and Trademark Office. U.S. DEPARTMENT OF COMMERCE

.0) Under the Paperwork Reduction Act of 1995, no persons are required to respond to a collection of information unless it displays a valid OMB control number.
( 5 ; IPVCP006
Docket No.
6! UT'LITY Attomey Docket N lb
PATENT APPLICATION First Inventor Howel ¢ 9
TRANSM ITTAL Title EYEGLASSES WITH ELECTRICAL COMP tc}l)
(o0}
\_ (Ol for new nonprovisional applications under 37 CFR 1.53(b)) Express Mail Label No, |ED 843800549 US Y —
T
-
Commissioner for Patents i
APPLICATION ELEMENTS ADDRESS TO: P.0. Box 1450 "
See MPEP chapter 600 conceming utility patent application contents. Alexandria VA 22313-1450
1.[/] Fee Transmittal Form (e.g., PTO/SB/17) ACCOMPANYING APPLICATION PARTS
(Submit an original and a duplicate for fee processing)
7 " . .
2 AS';';":;:; réthga;rgi small entity status. 9. D Assignment Papers (cover sheet & document(s))
3. Specification [Total Pages. 46 ] N .
Both the claims and abstract must start on a new page Name of Assignee,
{For i ion on the p d see MPEP 608.01(a))
4. Drawing(s) (35 U.S.C. 113) [Total Sheets 29 1
5. Oath or Declaration [Total Sheets 2 ] 10. 37 CFR 3.73(b) Statement [7]Power of
a. Newly executed (original or copy) (when there is an assignee) Attorney
b. |_] A copy from a prior application (37 CFR 1.63(d))
for continuation/divisional with Box 18 completed) 11. [] English Translation Document (if applicable)
i. DELETION OF INVENTOR(S)
Signed statement attached deleting inventor(s) 12. [_] infopmation Disclosure Statement (PTO/SB/08 or PTO-1449)
name in the prior application, see 37 CFR ETCopies of citations attached
1.63(d)(2) and 1.33(b).
6.[_] Application Data Sheet. See 37 CFR 1.76 13. 3 Prelimin ary Amendment
.0 CD‘R&ﬂf;gg;:;”(gzgg%‘g;) large table or 14. [7] Return Recelpt Postcard (MPEP 503)
Landscape Table on CD (Should be specifically itemized)
8. Nucleotide and/or Amino Acid Sequence Submission 15. [] Certified Copy of Priority Document{(s)
(if applicable, items a. — c. are required) (if foreign priority is claimed)
a. Computer Readable Form (CRF) . .
b. Specification Sequence Listing on: 16. ] Nonpublication Request under 35 U.S.C. 122(b)(2)(B)(D)-
Applicant must attach form PTO/SB/35 or equivalent.
i. ] CD-ROM or CD-R (2 copies); or 0O
i. [] Paper 17. Other:
c. D Statements verifying identity of above copies
18. If a CONTINUING APPLICATION, check appropriate box, and supply the requisite information below and in the first sentence of the
specification following the title, or in an Application Data Sheet under 37 CFR 1.76:
D Continuation l:] Divisional Continuation-in-part (CIP) of prior application No.: 10/964,011
Prior application information: Examiner Art Unit:
19. CORRESPONDENCE ADDRESS
The address associated with Customer Number: 34071 OR D Correspondence address below
Name
Address
City | State Zip Code
Country Telephone Fax
Signature 2. Date |7/15/2005
Name NJ ~ Registration No. |
| (Print/Type) C. Douglass Thomas (Attorney/Agent) 32,947 J

This collection of information is required by 37 CFR 1.53(b). The information is required to obtain or retain a benefit by the public which is to file (and by the
USPTO to process) an application. Confidentiality is govemed by 35 U.S.C. 122 and 37 CFR 1.11 and 1.14. This collection is estimated to take 12 minutes to
complete, including gathering, preparing, and submitting the completed application form to the USPTO. Time will vary depending upon the individual case. Any
comments on the amount of time you require to complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer,
U.S. Patent and Trademark Office, U.S. Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND FEES OR COMPLETED

i for P,

FORMS TO THIS ADDRESS. SEND TO: C

P.O. Box 1450, Alexandria, VA 22313-1450.

if you need assistance in completing the form, call 1-800-PT0-9199 and select option 2.
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PTO/SB/7 (12-04v2)

Approved for use through 07/31/2006. OMB 0651-0032

U.S. Patent and Trademark Office; U.S. DEPARTMENT OF COMMERCE

ndar the Panerwork Reduction Act of 1995 nn narsons are reauired to resnond to a callection of informatinn unless it disnlavs a valid OMB contral number
N\
Effective on 12/08/2004. Complete if Known )

s pursuant to the Consolidated Appropriations Act, 2005 (H.R. 4818). . N
Application Number | herewith

FEE TRANSMITTAIL [Fingoae Juy 15, 2005
F@[i" FY 2@@5 First Named Inventor |Howell

oLd §n

Examiner Name
Art Unit

Applicant claims small entity status. See 37 CFR 1.27

TOTAL AMOUNT OF PAYMENT | ($) 675.00 Attorney Docket No. | IPVCP006

METHOD OF PAYMENT (check all that apply)

I:l Check Credit Card I:IMoney Order D None DOther (please identify):

D Deposit Account Deposit Account Number: Deposit Account Name:
For the above-identified deposit account, the Director is hereby authorized to: (check all that apply)
Charge fee(s) indicated below D Charge fee(s) indicated below, except for the filing fee

Charge any additional fee(s) or underpayments of fee(s) |/ | Credit any overpayments
under 37 CFR 1.16 and 1.17 ¥ overpay
WARNING: Information on this form may become public. Credit card information should not be included on this form. Provide credit card

information and authorization on PTO-2038.

FEE CALCULATION
1. BASIC FILING, SEARCH, AND EXAMINATION FEES
FILINGSFEES SEARCH FEES EXAMINATION FEES
mall Enti Small Entity Small Entity
Application Type Fee ($) _ﬁe_—ﬂm Fee ($) mFaee (gll Eee ($) mFaee (§n)' Fees Paid ($)
Utility 300 150 500 250 200 100 500,00
Design 200 100 100 50 130 65
Plant 200 100 300 150 160 80
Reissue 300 150 500 250 600 300
Provisional 200 100 0 0 0 0
2. EXCESS CLAIM FEES Small Entity

Fee Description Eee () Fee ($)
Each claim over 20 (including Reissues) 50 25
Each independent claim over 3 (including Reissues) 200 100
Multiple dependent claims 360 180

Total Claims Extra Claims Fee ($) Fee Paid ($) Multiple Dependent Claims

27 -20 orHP = 7 X 25 = 175.00 Fee ($) Fee Paid ($)

HP = highest number of total claims paid for, if greater than 20.

Indep. Claims Extra Claims Fee ($) FeePaid ($)

3 -30rHP = X =

HP = highest number of independent claims paid for, if greater than 3.

3. APPLICATION SIZE FEE .
If the specification and drawings exceed 100 sheets of paper (excluding electronically filed sequence or computer

listings under 37 CFR 1.52(e)), the application size fee due is $250 ($125 for small entity) for each additional 50

sheets or fraction thereof. See 35 U.S.C. 41(a)(1)(G) and 37 CFR 1. l6$
Total Sheets Extra Sheets Number of each additional 50 or fraction thereof ~ Fee Feeo Paid ($)
-100= /150 = (round up to a whole number) x =
4. OTHER FEE(S) Fees Paid ($)

Non-English Specification, $130 fee (no small entity discount)
Other (e.g., late filing surcharge):

(' suBMITTED BY

. Registration No.
Signature 2 Blﬁ‘—h ﬁ| |(Aﬂ°mey,Aggm 32,947 Telephone g50.903-3200

(Name (Print/Type)| C. Douglass Thomas~ Date 7/15/2005

This collection of information is required by 37 CFR 1.136. The information is required to obtain or retain a benefit by the public which is to file (and by the
USPTO to process) an apphcauon Confidentiality is governed by 35 U.S.C. 122 and 37 CFR 1.14. This collection is estimated to take 30 minutes to complete,
including gathering, preparing, and submitting the completed application form to the USPTO. Time will vary depending upon the individual case. Any comments
on the amount of time you require to complete this form and/or suggestions for reducing this burden, should be sent to the Chief Information Officer, U.S. Patent
and Trademark Office, U.S. Department of Commerce, P.O. Box 1450, Alexandria, VA 22313-1450. DO NOT SEND FEES OR COMPLETED FORMS TO THIS
ADDRESS. SEND TO: Commissioner for Patents, P.O. Box 1450, Alexandria, VA 22313-1450.

If you need assistance in completing the form, call 1-800-PT0-9199 and select option 2.
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