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I. INTRODUCTION  

Plaintiff Headwater Research LLC’s (“Headwater” or “Plaintiff”) litigation against 

Defendants Amazon.com Services LLC and Amazon Web Services, Inc. (together, “Amazon” or 

“Defendants”) should be stayed pending the outcome of Amazon’s petitions for inter partes review 

(“IPR”) challenging the patentability of all claims of the only two patents asserted in this litigation: 

U.S. Patent Nos. 9,615,192 (the “’192 Patent”) and 10,321,320 (the “’320 Patent”) (collectively, 

the “Asserted Patents”). Amazon promptly filed both IPRs within five months of the filing of the 

Complaint. Institution decisions are expected around May 2026 and final written decisions by May 

2027. The Markman hearing is set for April 2026 and the trial date is not until June 2027. 

All three stay factors favor a stay pending resolution of the IPRs: Headwater will not be 

unduly prejudiced by a stay, the case is early enough to benefit from a stay, and a stay will simplify 

the case. Staying this action now—before the commencement of fact discovery and before the 

parties have filed any Markman briefing—will significantly reduce the burden on the parties and 

the Court by simplifying the issues to be tried. Headwater is also a non-practicing entity, seeks 

only monetary relief, and would bear no undue prejudice. As this Court and others have repeatedly 

noted, “the potential resolution of [] patent disputes through IPRs [c]ould significantly reduce the 

number of claims that proceed to trial.” Bell Semiconductor, LLC v. NXP Semiconductors, N.V., 

No. 1:20-CV-611-LY, 2022 WL 1447948, at *2 (W.D. Tex. Feb. 7, 2022) (listing cases). 

Amazon’s IPRs could greatly simplify the issues in this case: should the PTAB decide to engage 

in IPR, it could find that all or some of the claims of both Asserted Patents in this case are 

unpatentable. Wound Healing Techs. Corp. v. Solventum Corp., No. 6:24-CV-589-RP, 2025 WL 

3002063, at *1 (W.D. Tex. Aug. 7, 2025). And if some of the asserted claims survive that review, 
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then statements and reasoning by the PTAB may be persuasive as this Court construes disputed 

claim terms. Id. Accordingly, Defendants’ Motion should be granted. 

II. BACKGROUND 

Headwater filed this case on June 20, 2025. ECF No. 1. In its Complaint,1 Headwater 

accuses Amazon of infringing the ’192 Patent and ’320 Patent. ECF No. 22. Amazon filed its 

Answer on September 22, 2025. ECF No. 23. The parties filed their joint Case Readiness Status 

Report on September 29, 2025. ECF No. 24. The pretrial case schedule was set by the Court on 

November 11, 2025. ECF No. 29. The Markman hearing is set for April 15, 2026 and trial is set 

for June 14, 2027. ECF No. 29. 

On November 10, 2025, Defendants filed petitions for inter partes review challenging all 

claims of the ’192 and ’320 Patents. Exs. 1 and 2.2 Institution decisions in both IPRs are expected 

no later than May 2026 and, if instituted, final written decisions are expected by May 2027—

approximately one month before the scheduled trial date in this case. See 35 U.S.C. § 314(b); 37 

C.F.R. § 42.107(b); 35 U.S.C. § 316(a)(11); ECF No. 29. 

III. LEGAL STANDARDS 

“A district court has the inherent power to control its own docket, including the power to 

stay proceedings before it.” ParkerVision, Inc. v. NXP Semiconductors N.V., No. W-23-CV-

00389-ADA, slip op. at 2 (W.D. Tex. May 27, 2025) (Albright, J.) (granting motion to stay pending 

IPR); Kirsch Rsch. & Dev., LLC v. IKO Indus., Inc., No. 6:20-CV-00317-ADA, 2021 WL 

4555610, at *1 (W.D. Tex. Oct. 5, 2021) (granting motion to stay pending IPR, finding that two 

 
1  Headwater filed its First Amended Complaint, the operative complaint in this matter, on 
September 22, 2025. 
2 All exhibits cited herein are attached to the Declaration of Janice L. Ta in Support of Defendants’ 
Motion to Stay Pending Inter Partes Review, filed concurrently with this motion. 
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instituted IPRs and two pre-institution IPRs justified staying the case). “In particular, the question 

whether to stay proceedings pending inter partes review of a patent is a matter committed to the 

district court’s discretion.” ParkerVision, slip op. at 2-3 (quoting Multimedia Content Mgmt. LLC 

v. Dish Network L.L.C., No. 6:18-CV-00207-ADA, 2019 WL 11706231, at *1 (W.D. Tex. May 

30, 2019)). “A stay is particularly justified when ‘the outcome of a PTO proceeding is likely to 

assist the court in determining patent validity or eliminate the need to try infringement issues.’” 

Kirsch Rsch., 2021 WL 4555610 at *1 (quoting NFC Tech. LLC v. HTC Am., Inc., No. 2:13-cv-

1058, 2015 WL 1069111, at *1 (E.D. Tex. Mar. 11, 2015)). 

This Court considers three factors when determining whether to grant a stay pending inter 

partes review: “(1) whether the stay will unduly prejudice the nonmoving party, (2) whether the 

proceedings before the court have reached an advanced stage, including whether discovery is 

complete and a trial date has been set, and (3) whether the stay will likely result in simplifying the 

case before the court.” ParkerVision, slip op. at 3. “Essentially, courts determine whether the 

benefits of a stay outweigh the inherent costs based on these factors.” Id.; Xylon Licensing LLC v. 

Lone Star Nat’l Bancshares-Texas, Inc., No. 6:21-CV-00302-ADA, 2022 WL 2078030, at *1 

(W.D. Tex. June 8, 2022).  

IV. ARGUMENT 

A. A Stay Would Not Unduly Prejudice Headwater 

A stay will not unduly prejudice Headwater because (1) the case is still in its infancy; (2) 

Headwater is a non-practicing entity that seeks only monetary damages; (3) the parties are not 

competitors; and (4) Headwater’s own delay in bringing this case belies any stated need for an 

expeditious resolution of its claims. 
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1. This Case Is Still in Its Infancy 

Headwater will suffer no undue prejudice given the infancy of this litigation. As discussed 

in Section IV.C., below, this case is in the earliest stages. Neither fact discovery nor Markman 

briefing have commenced. Accordingly, Headwater has likely yet to expend meaningful resources 

on discovery at these early stages, minimizing the burden (if any) that will be caused by a stay. 

2. Headwater Seeks Only Monetary Damages and Would Not Be Unduly 
Prejudiced by a Delay in Recovery 

Headwater is a non-practicing entity and is not seeking an injunction. See ECF No. 22 at 

12 (requesting only monetary relief). “The fact of the matter is [Plaintiff] seeks exclusively 

monetary damages, and mere delay in collecting those damages does not constitute undue 

prejudice.” Crossroads Sys., Inc. v. Dot Hill Sys. Corp., No. A-13-CA-1025-SS, 2015 WL 

3773014, at *2 (W.D. Tex. June 16, 2015); see also Kirsch Rsch., 2021 WL 4555610, at *2 (“the 

weight of Plaintiff’s interest in timely enforcement is diminished here where a stay would merely 

delay Plaintiff’s potential monetary recovery…[t]his factor favors denying a stay”). A “stay will 

not diminish the monetary damages to which [Headwater] will be entitled if it succeeds in its 

infringement suit—it only delays realization of those damages.” Uniloc 2017 LLC v. LG Elecs. 

U.S.A., Inc., No. 3:18-CV-3071-N, 2020 WL 374545, at *1 (N.D. Tex. Jan. 23, 2020) (quoting 

VirtualAgility, Inc. v. Salesforce.com, Inc., 759 F.3d 1307, 1318-19 (Fed. Cir. 2014)). Moreover, 

to the extent any delay occurs, the Court may account for it through an award of prejudgment 

interest should Headwater ultimately prevail. See 35 U.S.C. § 284 (authorizing the court’s power 

to award interest). 

3. Headwater Is Not Unduly Prejudiced Because the Parties Are Not 
Competitors 

Headwater and Amazon are not competitors. Headwater does not appear to have any 

current business operations other than maintaining and asserting a patent portfolio. See, e.g., 
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Headwater Rsch. LLC v. Samsung Elecs. Co., No. 2:23-cv-00103-JRG-RSP, ECF No. 360 at 2 

(E.D. Tex. Mar. 28, 2025) (noting “Headwater’s status as a non-practicing entity”). This weighs 

against a finding of undue prejudice. See Sterling Computers Corp. v. X Corp., No. 1:24-CV-552-

DII, 2025 WL 943411, at *1 (W.D. Tex. Feb. 13, 2025) (finding that a stay will not unduly 

prejudice plaintiff’s interests because the parties are not competitors); Bell Semiconductor, 2022 

WL 1447948, at *2 (“Because [plaintiff] does not produce products on its patents or otherwise 

compete with [defendant], a stay will not unduly prejudice [plaintiff]’s interests.”); Uniloc 2017, 

2020 WL 374545, at *1 (“While ‘competition between parties can weigh in favor of finding undue 

prejudice,’ [plaintiff] and Defendants are not competitors.”) (quoting VirtualAgility, 759 F.3d 1307 

at 1318). 

4. Headwater Waited More than Six Years to File This Action  

Headwater’s own delay in bringing this case undercuts any argument of undue prejudice 

and belies any stated need for an expeditious resolution of its claims. VirtualAgility, 759 F.3d at 

1318 (“[W]hether the patentee will be unduly prejudiced by a stay . . . focuses on the patentee’s 

need for an expeditious resolution of its claim”) (emphasis in original). Headwater filed the instant 

case more than six years after the later of the two Asserted Patents issued. ECF Nos. 1, ¶¶ 20–21 

(noting that the ’192 Patent issued on April 4, 2017 and the ’320 Patent issued on June 11, 2019). 

And Headwater chose to accuse instrumentalities that have existed for nine years or more—

Amazon Device Messaging (“ADM”) was released in 2012, and Firebase Cloud Messaging 

(“FCM”) was available as of at least 2016. See ECF No. 22-1 at 2 (accusing “Amazon’s ADM 

system”); ECF No. 22-2 at 2 (accusing “Google’s Firebase Cloud Messaging (FCM) server”); ECF 

No. 22-3 at 2 (accusing “Amazon’s ADM system”); ECF No. 22-4 at 2 (accusing “Google’s 

Firebase Cloud Messaging (FCM) system”); Ex. 3 (Firebase Cloud Messaging Product page on 

July 2016); Ex. 4 (noting ADM release in December 2012). Headwater cannot credibly claim that 
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it will suffer undue prejudice from pausing the litigation during the pendency of IPR proceedings 

that would meaningfully simplify the issues before the Court when it could have filed this action 

more than six years ago. See VirtualAgility, 759 F.3d at 1319 (finding a one-year delay between 

the asserted patent’s issuance and the infringement suit’s filing weighed against undue prejudice); 

TC Tech. LLC v. T-Mobile USA, Inc., No. 6:20-cv-00899-ADA, 2021 WL 8083373, at *2 (W.D. 

Tex. Dec. 7, 2021) (finding an eight-year delay weighed against undue prejudice). 

B. A Stay Will Simplify the Issues Before the Court 

A stay would also simplify the issues before the Court for at least two reasons. 

First, all claims of the two Asserted Patents have been challenged in the pending IPR 

proceedings, such that those proceedings have the potential to fully dispose of the issues in this 

litigation. As noted by this Court:  

Congress’s purpose in creating an inter partes review procedure was to allow the 
administrative agency that issues patents to consider new information bearing on 
whether those patents should be canceled or confirmed. Giving the agency the 
authority to consider the validity of patents in the inter partes review process was 
designed in large measure to simplify proceedings before the courts and to give the 
courts the benefit of the expert agency's full and focused consideration of the effect 
of prior art on patents being asserted in litigation. 

 
TC Tech., 2021 WL 8083373, at *3. “A stay is particularly justified when ‘the outcome of a PTO 

proceeding is likely to assist the court in determining patent validity or eliminate the need to try 

infringement issues.’” Id. at *1 (quoting NFC Tech., 2015 WL 1069111, at *1); see also Versata 

Software, Inc. v. Callidus Software, Inc., 771 F.3d 1368, 1371-72 (Fed. Cir. 2014); NFC Tech., 

2015 WL 1069111, at *7 (“[A]ny disposition by the PTAB is likely to simplify the proceedings 

before this Court.”). 

Additionally, the pending IPR proceedings may provide additional intrinsic evidence that 

will assist the Court in claim construction by simplifying—or eliminating—disputes between the 
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parties. See Aylus Networks, Inc. v. Apple Inc., 856 F.3d 1353 (Fed. Cir. 2017) (holding that 

statements made by a patent owner during an IPR proceeding is intrinsic evidence that can 

constitute “prosecution disclaimer” and can limit the scope of patent claims in subsequent 

litigation). In short, staying this litigation until the resolution of both IPR proceedings will 

meaningfully simplify proceedings before the Court. “Moreover, should the PTAB decide to 

initiate inter partes review and ‘some of the asserted claims survive that review, then statements 

and reasoning by the PTAB may be persuasive as this court construes the parties’ disputed claim 

terms.’” Sterling, 2025 WL 943411, at *2 (granting motion to stay pending IPR pre-institution) 

(quoting Anza Tech., Inc. v. Avant Tech., Inc., No. A-17-CV-01193-LY, 2018 WL 11314191, at 

*2 (W.D. Tex. Nov. 15, 2018)). 

Second, simplification weighs in favor of a stay where—as here—the Asserted Patents are 

being litigated across multiple cases. See PersonalWeb Techs., LLC v. Facebook, Inc., No. 5:13-

CV-01356-EJD, 2014 WL 116340, at *4 (N.D. Cal. Jan. 13, 2014) (staying case where multiple 

district court cases against numerous defendants were pending, noting that the scope of all cases 

would likely be narrowed and simplified by the pending IPRs). Headwater has accused the same 

instrumentality—Google’s FCM platform—of infringing the ’192 Patent and/or ’320 Patent in six 

recently filed actions across two judicial districts, two of which are pending before this Court.3 

 
3 Headwater Rsch. LLC v. Google LLC, No. 7:25-cv-00231-DC-DTG, ECF Nos. 28-1 (’192 Patent 
FCM chart) & 28-2 (’320 Patent FCM chart) (W.D. Tex.); Headwater Rsch. LLC v. Tencent 
Holdings Ltd., No. 2:25-cv-00965-JRG-RSP, ECF Nos. 7-5 (’192 Patent FCM chart) & 7-6 (’320 
Patent FCM chart) (E.D. Tex.); Headwater Rsch. LLC v. Supercell Oy, No. 2:25-cv-00964-JRG-
RSP, ECF Nos. 6-5 (’192 Patent FCM chart) & 6-6 (’320 Patent FCM chart) (E.D. Tex.); 
Headwater Rsch. LLC v. Target Corp., No. 2:25-cv-00963-JRG-RSP, ECF Nos. 1-5 (’192 Patent 
FCM chart) & 1-6 (’320 Patent FCM chart) (E.D. Tex.); Headwater Rsch. LLC v. Uber Techs., 
Inc., et al., No. 2:25-cv-00962-JRG-RSP, ECF Nos. 1-5 (’192 Patent FCM chart) & 1-6 (’320 
Patent FCM chart) (E.D. Tex.); Headwater Rsch. LLC v. Walmart Inc., No. 2:25-cv-00961-JRG-
RSP, ECF Nos. 1-5 (’192 Patent FCM chart) & 1-6 (’320 Patent FCM chart) (E.D. Tex.). On 
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Each of these cases is in their infancy and involves different defendants, making the risk of 

inconsistent judgments especially acute. Notably, Amazon and the other defendants in these 

related actions have also sought stays.4 Staying this litigation until the IPR proceedings conclude 

would conserve judicial resources and avoid duplication and potential confusion across related 

matters. 

That the IPRs are awaiting institution does not weigh against a stay under these 

circumstances. Institution decisions in both IPRs are expected no later than May 2026 and, if 

instituted, final written decisions are expected no later than May 2027. See supra, p.2. The PTAB 

is likely to issue the institution decisions before the April 15, 2026 Markman hearing date, and the 

final written decisions are likely to issue before the June 14, 2027 trial date. See generally Sterling, 

2025 WL 943411 (staying case pending IPR pre-institution); Wound Healing, 2025 WL 3002063 

(same); Kirsch Rsch., 2021 WL 4555610 (staying litigation pending four IPRs, two of which had 

not been instituted).  

C. The Early Stage of This Case Weighs in Favor of a Stay 

This case is just beginning. The Court entered the scheduling order only six weeks ago. 

ECF No. 29 (scheduling order). Fact discovery has not commenced, the parties have not filed any 

Markman briefs, and the Court has not held a Markman hearing. See Pedersen v. Oracle Corp., 

No. 6:22-cv-00410-ADA, slip op. at 5 (W.D. Tex. Aug. 24, 2023) (Albright, J.) (granting motion 

to stay pending IPR, finding the case was “in its early stages” and the “Court has not yet expended 

significant resources at this point in the Action” despite trial date having been scheduled); Neonode 

 
October 23, 2025, four of Headwater’s cases filed in the Eastern District of Texas against Amazon, 
Walmart, Uber, and Target were consolidated for all pretrial issues with the lead case, Case No. 
2:25-cv-00961. Ex. 5 (consolidation order).  
4 See 2:25-cv-00961-JRG-RSP, ECF Nos. 58 (Target’s motion to stay), 68 (Walmart’s motion to 
stay), 73 (Uber’s motion to stay), 86 (Amazon’s motion to stay). 
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Smartphone LLC v. Samsung Elecs. Co., No. 6:20-CV-00507-ADA, 2023 WL 11915742, at *3 

(W.D. Tex. Mar. 22, 2023) (granting motion to stay pending IPR where “(i) no claim construction 

briefing or Markman hearing has taken place; (ii) full fact discovery has not commenced; 

(iii) neither initial disclosures nor written discovery has been exchanged; and (iv) no party 

depositions have taken place”); Sterling, 2025 WL 943411, at *1 (granting motion to stay pending 

IPR, where schedule had been set but neither discovery nor claim construction had begun); Wound 

Healing, 2025 WL 3002063, at *2 (granting motion to stay pending IPR pre-institution where 

neither discovery nor claim construction had begun). 

Amazon’s diligence in requesting this stay weighs strongly in favor of a stay. “Staying a 

case at an early juncture can advance judicial efficiency and maximize the likelihood that neither 

the court nor the parties expend their assets addressing invalid claims.” Wound Healing, 2025 WL 

3002063, at *2 (quoting Landmark Tech., LLC v. iRobot Corp., No. 6:13-cv-411-JDL, 2014 WL 

486836, at *3 (E.D. Tex. Jan. 24, 2014)); Bell Semiconductor, 2022 WL 1447948, at *2 (“staying 

the case pending resolutions of the IPRs may reduce the amount of discovery required”). Indeed, 

this Court and others have weighed this factor in favor of a stay in cases that are even further along 

than the instant action. See, e.g., Neonode, 2023 WL 11915742, at *3 (granting motion to stay 

pending IPR, finding the stage of litigation favored a stay where “considerable foreign discovery” 

had already taken place and trial was only 15 months away); Bell Semiconductor, 2022 WL 

1447948, at *2 (staying case pending IPR, finding the status of the litigation favored a stay where 

discovery had been conducted and claim construction had already occurred); Lubrizol Specialty 

Prods., Inc. v. Baker Hughes Inc., No. CV H-15-2915, 2017 WL 2255579, at *2 (S.D. Tex. May 

23, 2017) (staying case pending IPR, finding case was in a “fairly early stage” where “[s]ome fact 

discovery has been conducted” and “depositions have occurred”). Here, “the most burdensome 

Case 7:25-cv-00286-ADA     Document 35     Filed 12/23/25     Page 13 of 16

13



 

 -10-  
 

parts of the case”—fact discovery, depositions, claim construction, expert discovery, pre-trial 

motions—“all lie in the future.” CyWee Grp. Ltd. v. Samsung Elecs. Co., No. 2:17-cv-00140-

WCB-RSP, 2019 WL 11023976, at *6 (E.D. Tex. Feb. 14, 2019). The stage of the case weighs in 

favor of a stay. 

V. CONCLUSION 

For the foregoing reasons, Defendants’ Motion to Stay Pending Inter Partes Review should 

be granted. 
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CERTIFICATE OF CONFERENCE 

 Counsel for Defendants Amazon.com Services LLC and Amazon Web Services, Inc. 

contacted counsel for Plaintiff Headwater Research LLC on December 19, 2025, December 22, 

2025, and December 23, 2025 requesting to meet and confer regarding this motion. The parties 

telephonically met and conferred on December 23, 2025. Plaintiff opposes this motion and the 

relief requested herein.  

 
 
        /s/ Janice L. Ta                         
        Janice L. Ta 
         

 

CERTIFICATE OF SERVICE 

 I hereby certify that a true and correct copy of the above and foregoing document has been 

served on all parties of record via the Court’s CM/ECF system on December 23, 2025. 

 
 
        /s/ Janice L. Ta                         
        Janice L. Ta 
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I, Janice L. Ta, hereby declare as follows: 

1. I am an attorney with the law firm of Perkins Coie LLP, and counsel of record for 

Defendants Amazon.com Services LLC and Amazon Web Services, Inc. in this case. I submit this 

declaration in support of Defendants’ Motion to Stay Pending Inter Partes Review.  

2. Attached as Exhibit 1 is a true and correct copy of the Petition for Inter Partes 

Review of U.S. Patent No. 9,615,192, IPR2026-00088, dated November 10, 2025, filed by 

Amazon Services LLC and Amazon Web Services, Inc. 

3. Attached as Exhibit 2 is a true and correct copy of the Petition for Inter Partes 

Review of U.S. Patent No. 10,321,320, IPR2026-00106, dated November 10, 2025, filed by 

Amazon Services LLC and Amazon Web Services, Inc. 

4. Attached as Exhibit 3 is a true and correct copy of the production information for 

Firebase Cloud Messaging as of July 20, 2016, available at 

https://web.archive.org/web/20160720185245/https://firebase.google.com/docs/cloud-

messaging/. 

5. Attached as Exhibit 4 is a true and correct copy of a web article titled, “Amazon 

launching its own cloud-based push messaging system for Kindle Fire apps,” dated December 12, 

2012. 

6. Attached as Exhibit 5 is a true and correct copy of the order consolidating 

Headwater Rsch. LLC v. Target Corp., No. 2:25-cv-00963-JRG-RSP (E.D. Tex.); Headwater 

Rsch. LLC v. Uber Techs., Inc., et al., No. 2:25-cv-00962-JRG-RSP (E.D. Tex.); Headwater Rsch. 

LLC v. Walmart Inc., No. 2:25-cv-00961-JRG-RSP (E.D. Tex.), and Headwater Rsch. LLC v. 

Amazon.com Services LLC, et al., No. 2:25-cv-00897-JRG-RSP, signed October 23, 2025. 
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I declare under penalty of perjury that the foregoing is true and correct. 

Executed on December 23, 2025, at Austin, Texas. 

 

 /s/ Janice L. Ta  
Janice L. Ta  
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LISTING OF CHALLENGED CLAIMS 
 

Reference Limitation 

Claim 1 

1[pre] A message link server comprising: 

1[a] 

a transport services stack to maintain a respective secure message 
link through an Internet network between the message link server 
and a respective device link agent on each of a plurality of wireless 
end-user devices,  

1[b] 

each of the wireless end-user devices comprising multiple software 
components authorized to receive and process data from secure 
message link messages received via a device link agent on that 
device; 

1[c1] 
an interface to a network to receive network element messages from 
a plurality of network elements, 

1[c2] 

the received network element messages comprising respective 
message content and requests for delivery of the respective message 
content to respective wireless end-user devices, the respective 
message content including data for, and an identification of, a 
respective one of the authorized software components; and 

1[d1] a message buffer system including a memory and logic, 

1[d2] 
the memory to buffer content from the received network element 
messages for which delivery is requested to a given one of the 
wireless end-user devices, 

1[d3] 

the logic to determine when one of a plurality of message delivery 
triggers for the given one of the wireless end-user devices has 
occurred, wherein for at least some of the received network element 
messages, the receipt of such a message by the message buffer 
system is not a message delivery trigger, and for at least one of the 
message delivery triggers, the trigger is an occurrence of an 
asynchronous event with time-critical messaging needs, and 
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Reference Limitation 

1[d4] 

upon determining that one of the message delivery triggers has 
occurred, the logic further to supply one or more messages 
comprising the buffered content to the transport services stack for 
delivery on the secure message link maintained between the 
transport services stack and a device link agent on the given one of 
the wireless end-user devices. 

Claim 2 

2 

The message link server of claim 1, further comprising an encrypt 
function to encrypt the one or more messages supplied to the 
transport services stack for delivery on the secure message link 
maintained between the message link server and the device link 
agent on the given one of the wireless end-user devices. 

Claim 3 

3 

The message link server of claim 2, wherein the encrypted one or 
more messages are transported to the device link agent on the given 
one of the wireless end-user devices using one or more of encryption 
on the transport services stack, IP (Internet Protocol) layer 
encryption, and tunneling. 

Claim 4 

4 

The message link server of claim 1, wherein the device link agent 
executes in a secure execution environment on at least one of the 
devices, and at least one of the software components executes 
outside of the secure execution environment on that device. 

Claim 5 

5[a] 

The message link server of claim 1, wherein the transport services 
stack is further to receive, over each of the respective secure 
message links, upload messages forwarded by the respective device 
link agents from at least a subset of the device software components,  
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Reference Limitation 

5[b] 
each of the upload messages identifying a corresponding one of the 
network elements to which the device respective software 
component has requested delivery,  

5[c] 
the network server system using the interface to a network to deliver 
content from the upload messages to the respective identified 
network elements. 

Claim 6 

6 
The message link server of claim 1, wherein at least one of the one 
or more messages for delivery by the transport services stack 
comprises multiple identifier/data pairs. 

Claim 7 

7 

The message link server of claim 1, the device messaging agent on 
at least one of the wireless end-user devices further to initiate the 
respective secure Internet data message link to the transport services 
stack. 

Claim 8 

8 

The message link server of claim 1, further comprising a secure 
server to provide secure authorization signatures to the given one of 
the wireless end-user devices, the secure authorization signatures 
indicating the authorized software components that are allowed to 
receive data from secure message link messages via the message 
link server. 

Claim 9 

9 
The message link server of claim 1, wherein one of the message 
delivery triggers is the expiration of a periodic timer. 
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Reference Limitation 

Claim 10 

10 
The message link server of claim 9, wherein the period of the timer 
is fractionally shorter than a maximum data message interval beyond 
which the secure message link is taken down. 

Claim 11 

11 

The message link server of claim 1, wherein one of the message 
delivery triggers is the receipt of a transmission on the respective 
secure message link from the device link agent of the given one of 
the wireless end-user devices, or a response generated to a 
transmission received from that device link agent. 

Claim 12 

12 
The message link server of claim 11, wherein the transmission is a 
heartbeat message generated by the given device link agent, or a 
request received from the given device link agent. 

Claim 13 

13 
The message link server of claim 1, wherein one of the message 
delivery triggers is the receipt of a particular network element 
message from one of the network elements. 

Claim 14 

14 
The message link server of claim 1, wherein one of the message 
delivery triggers is based on an amount of wireless network data 
usage consumed by the given one of the wireless end-user devices. 

Claim 15 

15[pre] A method of operating a message link server, comprising: 

15[a] 
maintaining a respective secure message link through an Internet 
network between the message link server and a respective device 
link agent on each of a plurality of wireless end-user devices,  
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Reference Limitation 

15[b] 

each of the wireless end-user devices comprising multiple software 
components authorized to receive and process data from secure 
message link messages received via a device link agent on that 
device; 

15[c1] 
receiving network element messages from a plurality of network 
elements,  

15[c2] 

the received network element messages comprising respective 
message content and requests for delivery of the respective message 
content to respective wireless end-user devices, the respective 
message content including data for, and an identification of, a 
respective one of the authorized software components; 

15[d1] 
buffering content from the received network element messages for 
which delivery is requested to a given one of the wireless end-user 
devices; 

15[d2] 

determining when one of a plurality of message delivery triggers for 
the given one of the wireless end-user devices has occurred, wherein 
for at least some of the received network element messages, the 
receipt of such a message is not a message delivery trigger, and for 
at least one of the message delivery triggers, the trigger is an 
occurrence of an asynchronous event with time-critical messaging 
needs; and 

15[d3] 

upon determining that one of the message delivery triggers has 
occurred, supplying one or more messages comprising the buffered 
content for delivery on the secure message link maintained between 
the message link server and a device link agent on the given one of 
the wireless end-user devices. 
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Amazon.com Services LLC and Amazon Web Services, Inc. (“Amazon” or 

“Petitioners”) petition for inter partes review (“IPR”) of claims 1-15 (“Challenged 

Claims”) of U.S. Patent 9,615,192 (“’192Pat”). 

I. IPR REQUIREMENTS 

A. Grounds for Standing  

Petitioners certify the ’192Pat is available for IPR, and Petitioners are not 

barred or estopped from requesting IPR on the grounds herein.   

B. Identification of Challenge 

1. Prior Art  

Petitioners’ grounds rely upon the prior art below based on an assumed 

priority date of January 28, 2009.1 The references are analogous to the ’192Pat and 

each other for being in the same field of endeavor (e.g., computer systems and/or 

networks) or reasonably pertinent to the problems faced by the inventor (e.g., 

computer messaging across a network and/or network/device security). Traynor, ¶99. 

 
1 Petitioners do not concede entitlement to this priority date. 
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Prior Art Date Basis2 

TS-23.140  
(Ex-1004) 

Publicly 
available/accessible 

on/around April 
20053 

102(b) 

Houghton (Ex-1007) Published 7/27/2006 102(b) 

Munson (Ex-1017) Filed 3/21/2008 102(e) 

Shen (Ex-1014) Published 9/22/2005 102(b) 

Ellison (Ex-1019) Published 7/25/2006 102(b) 

Rakic (Ex-1015) Filed 5/12/2008 102(e) 

Herzog (Ex-1008) Filed 12/17/2007 102(e) 

Gellens (Ex-1020) Published 6/30/2005 102(b) 

Adamczyk (Ex-1021) Published 7/3/2008 102(a)/(e) 

 
2. Grounds  

Petitioners request cancellation of the Challenged Claims based on the 

following grounds. 

 
2 Citations are to the pre-AIA statute; if the post-AIA statute applies, the analysis 

would be identical. 

3 Ex-1016 (confirming public availability/accessibility by April 4, 2005, and similar 

for Open Mobile Alliance (“OMA”) references).  
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Ground  
(all §103) 

Claims Prior Art 

1A 1, 5-7, 9, 11-13, 15 TS-23.140 

1B 2-3, 12 TS-23.140-Shen 

1C 4 TS-23.140-Ellison 

1D 8 TS-23.140-Rakic 

1E 9 TS-23.140-Adamczyk 

1F 10 
TS-23.140-Herzog  

(with/without Adamczyk) 

1G 14 TS-23.140-Gellens 

2A 1, 5-7, 9-13, 15 Houghton-Munson 

2B 1, 5-7, 9-13, 15 Houghton-Munson-TS-23.140 

2C 2-3, 12 
Houghton-Munson-Shen  
(with/without TS-23.140) 

2D 4 
Houghton-Munson-Ellison 
(with/without TS-23.140) 

2E 8 
Houghton-Munson-Rakic 
(with/without TS-23.140) 

2F 
9, 10 

Houghton-Munson-Adamczyk 
(with/without TS-23.140) 

2G 14 Houghton-Munson-Gellens 
(with/without TS-23.140) 
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II. ’192 PATENT  

The ’192Pat’s “message link server” uses a “buffer” to store messages (like 

text/multimedia messages) from network elements and delivers the messages to end-

user devices when some triggering event occurs. ’192Pat, Abstract; Traynor, ¶¶49-

90.  

To transmit messages to end-user devices, a secure link is established between 

the “message link server” (red) and a “device link agent” (blue) on the end-user’s 

device. ’192Pat, Abstract, 89:11-90:4; Traynor, ¶70. 

 

’192Pat, Fig. 24.4  

 
4 Color annotations added unless otherwise noted.  

Case 7:25-cv-00286-ADA     Document 35-2     Filed 12/23/25     Page 18 of 104

37

Inside 
Service 

Processor 

115 

Inside 
Service 

Controller 

122 

2402 

Service Control 
Device Link 

,-1691 

' ' ' 
! ----~ 2424 '-... =ce Control Link 

FIG.24 

Agent Route 

Heartbeat 
Buffer 

Heartbeat 
Send Counter 

2426 
11 

1' 
11 
11 Service 
1:controlle 

··J1 Network 
II 
II 

:t"-- 2440 
·--1 1 

II 
II 



U.S. Patent 9,615,192 
IPR2026-00088 

 

- 5 - 

III. NO PRIOR IPR OR DISTRICT COURT HAS RULED ON 
INVALIDITY OF THE ’192PAT 

In March 2023, Headwater Research LLC (“PO”) sued Samsung in district 

court alleging infringement of the ’192Pat. Ex-1029. PO withdrew its allegations 

regarding the ’192Pat before trial, and the court dismissed all claims/causes of action 

regarding the ’192Pat with prejudice on May 1, 2025. Ex-1022. The court did not 

rule on the invalidity of any Challenged Claim under §§102/103. 

In November 2023, Samsung filed a petition for IPR of claims 1-9, 11-13, and 

15 of the ’192Pat. Samsung Elecs. Co. v. Headwater Rsch. LLC, IPR2024-00010, 

Paper 2 (Nov. 17, 2023). In May 2024, the Board instituted that IPR, and an oral 

hearing was held in March 2025. Id., Papers 7, 24. Subsequently, Samsung and PO 

settled and moved to terminate the IPR. Id., Paper 25. The Board terminated the IPR 

without issuing a final written decision. Id., Paper 27. 

IV. LEVEL OF ORDINARY SKILL IN THE ART  

Persons of ordinary skill in the art (“POSITAs”) relating to the ’192Pat’s 

subject matter as of January 28, 2009 would have had (1) at least a bachelor’s degree 

in computer science, electrical engineering, or a related field, and (2) 3-5 years of 

experience in services and application implementation in communication networks. 

Traynor, ¶¶47-48. Additional graduate education could substitute for professional 

experience, and vice versa. Id. 
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V. CLAIM CONSTRUCTION  

A District Court construed “software components” as “components of 

software” and claim 13’s “wherein” clause as having its plain and ordinary meaning. 

Ex-1023, 16-19. 

No express constructions are necessary in this IPR; Petitioners have applied 

the claim terms’ ordinary meanings as understood by POSITAs. 5  37 C.F.R. 

§42.100(b). If the ’192Pat specification/’192FH inform certain terms’ ordinary 

meanings, Petitioners address this in the grounds below. 

VI. THE CHALLENGED CLAIMS ARE UNPATENTABLE  

A. Ground 1A: TS-23.140 (Claims 1, 5-7, 9, 11-13, 15) 

1. TS-23.140 

TS-23.140 is a technical specification issued by the 3GPP standards body to 

standardize multimedia transmissions through a “Multimedia Messaging Service” 

(“MMS”). TS-23.140, Figs. 3, 10, 236; Traynor, ¶¶99-107.  

 
5 Petitioners reserve the right to respond to PO/Board constructions. Petitioners 

reserve §112/claim scope arguments. 

6 Citations refer to publication page number. 
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TS-23.140, Fig. 23. 

An “MMS Relay/Server” (“Relay/Server”) (light red) coordinates storage, 

notification, reporting, and handling of multimedia messages (“MM[s]”). Id., 21, 23-

24. To transmit messages, Relay/Server may coordinate between MMS User Agents 

(“User Agents”) on end-user devices (blue), out-of-network MMS Relay/Servers 

(dark red), and Value Added Services (“VAS”) Applications (green). Id.  

MMS messages may include “data specific to applications between two MMS 

User Agents or an MMS User Agent and an MMS VAS Application (or vice versa).” 

Id., 54-55. 

2. Claims 1, 15 

a. 1[pre]/15[pre]  

If limiting, TS-23.140 discloses/suggests 1[pre]/15[pre]. Traynor, ¶¶139-146. 
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TS-23.140’s Relay/Server (message-link server7) facilitates message delivery 

over a network. TS-23.140, 14, 17, 54-55; Traynor, ¶140. 

 

TS-23.140, Fig. 2. 

The Relay/Server and method for operating it are detailed in §§VI.A.2.b-

VI.A.2.h (1[a]-[d4]/15[a]-[d3]). 

b. 1[a]/15[a]  

TS-23.140 discloses/suggests 1[a]/15[a]. Traynor, ¶¶147-60. 

 
7 Italics indicate claim language. 
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TS-23.140’s Relay/Server establishes/maintains a link over an Internet 

network (yellow) with User Agents executing on each user equipment 

(“UE”)/mobile device. TS-23.140, 17, 19-20; Traynor, ¶148; Ex-1010, Fig. 3. 

 

TS-23.140, Fig. 2.  

In TS-23.140, (1) Relay/Server and User Agent utilize a transport stack 

including MM1 Transfer Protocol to transmit messages over the Internet between 

Relay/Server and User Agents on UEs/mobile devices; and (2) MM1 Transfer 

Protocol includes transmission-control protocols (“TCP”) and transport-layer 

security (“TLS”), which secures/encrypts network communications within transport 

stacks. TS-23.140, 24-25, 41; Traynor, ¶158 (citing Shen, [0017]).  
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TS-23.140, Fig. 4. 

In TS-23.140, MM1 Transfer Protocol may implement the “Wireless 

Application Protocol” (“WAP”) defined by the Open Mobile Alliance (“OMA”) and 

incorporates OMA’s specifications. TS-23.140, 13, 162; Ex-1011.  

POSITAs would have known that “a device implementing OMA MMS must 

have…WAP WSP stack or HTTP/TCP/IP stack.”8 Ex-1011, 11. Further, OMA has 

TLS protocols for “secure data transmission between the MMS Client and the MMS 

Proxy-Relay in…HTTP based protocol stacks for MMS implementation.” Ex-1010, 

22; Traynor, ¶¶156-57.  

 
8 Emphases added unless otherwise noted. 
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POSITAs would have understood/found obvious TS-23.140 discloses a 

transport-services stack comprising MM1 Transfer Protocol with TCP/IP and TLS 

protocols. Traynor, ¶¶151-55. Indeed, this is consistent with the ’192Pat’s 

description of a transport-services stack. See ’192Pat, 89:24-41, 90:34-50; Traynor, 

¶¶159-60 (citing Munson).  

POSITAs would have also understood/found obvious that, in MMS 

environments, multiple User Agents communicate with Relay/Server and maintain 

respective TLS-based links between each User Agent and Relay/Server. Traynor, 

¶¶159-60 (citing Mostafa, 2-3, Figs. 1, 3; Munson, Fig. 1, [0007]-[0008]; Houghton, 

23). 

Accordingly, TS-23.140 discloses/suggests Relay/Server (message link server) 

comprises MM1 Transfer Protocol with TCP/IP and TLS (transport services stack) 

to communicate with UEs/mobile devices. Traynor, ¶¶147-60. Further, TS-23.140 

discloses/suggests the transport services stack maintains a TLS-secured 

communication link over the Internet (maintain[ing] a respective secure message 

link through an Internet network) between Relay/Server (message link server) and a 

User Agent (respective device link agent) on each of the UEs/mobile devices (on 

each of a plurality of wireless end-user devices). Id.  

c. 1[b]/15[b]  

TS-23.140 discloses/suggests 1[b]/15[b]. Traynor, ¶¶161-72. 
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TS-23.140’s MMS supports “transport data specific to applications” on 

UEs/mobile devices, and application-specific MMs may be transmitted over the 

network. TS-23.140, 15, 54-55.  

POSITAs would have understood/found obvious to include multiple 

applications to receive and process application-specific MMs via MMS on each 

UE/mobile device, which was common by 2009. TS-23.140, 54-55; Traynor, ¶170 

(citing Mostafa, 2-4).  

In TS-23.140, each application “need[s] to register with the appropriate MMS 

User Agent or MMS VAS Application” so it is authorized to access MMs. TS-

23.140, 54-55, 30; Traynor, ¶¶163-69. Once registered, Relay/Server may deliver 

application-specific MMs using protocols including TLS to the registered 

application. TS-23.140, 30, 54-55; Traynor, ¶170; §VI.A.2.b (1[a]/15[a]).  

POSITAs would have further understood/found obvious that application-

specific MMs received by a particular application would be processed by that 

application. Traynor, ¶¶161, 166, 171; TS-23.140, 56.  

Because application-specific MMs are transmitted to/from User Agents 

through Relay/Server (§VI.A.2.b (1[a]/15[a])), POSITAs would have understood 

MMs are received via User Agent on the particular UE/mobile device. Traynor, 

¶¶169-70. Moreover, because MMs may be transmitted over TLS (a secure-message 

Case 7:25-cv-00286-ADA     Document 35-2     Filed 12/23/25     Page 26 of 104

45



U.S. Patent 9,615,192 
IPR2026-00088 

 

- 13 - 

link, §VI.A.2.b (1[a]/15[a])), they constitute secure message link messages. Traynor, 

¶¶151-53, 155-59. 

Accordingly, TS-23.140 discloses/suggests each UE/mobile device has 

multiple applications (each of the wireless end-user devices comprising multiple 

software components) registered (authorized) with User Agent (device link agent) 

on UE/mobile device to receive/process data from application-specific MMs that 

User Agent received from Relay/Server via a TLS-secured communication link 

(secure message link messages received via a device link agent on that device). 

Traynor, ¶¶161-72. 

d. 1[c1]/15[c1]  

TS-23.140 discloses/suggests 1[c1]/15[c1]. Traynor, ¶¶173-80. 

TS-23.140’s MMS includes “a collection of MMS-specific network elements” 

and enables network communication between them (User Agents, Relay/Server, 

VAS Applications, external server(s)). TS-23.140, 17; Traynor, ¶¶174-75; 

§§VI.A.2.b (1[a]/15[a]), VI.A.2.c (1[b]/15[b]) (Relay/Server receives messages 

from  User Agents/VAS Applications). 
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TS-23.140, Fig. 2. 

 

TS-23.140, Fig. 3. 

Case 7:25-cv-00286-ADA     Document 35-2     Filed 12/23/25     Page 28 of 104

47

Messaging 
Service Comrol 

Function 

l\ll\l U er 
Agent A 

External 
Server =I 

(e.g. E-Mail) 

30 Mobile 
Network A 

Online 
Charging 
System 

MMI 

External 
Server #2 
(e.g. Fax) 

---
Uicr O:ttabascs 

e.g. profile,. 
\ubs.cription. HLR 

Roanun~MMS 
U\<r Ajcnt 

Figure 2: MMS Architectural Elements 

Post­
processing 

ystem 

MM8 

l\ll\l 

Reial 

Externa l 
Server #3 

(e.g. UMS) 

Relay 

Ml\lS VAS 
Applications 

MM? 

erver 

I ~l,11 ·1 Sen-er 

--...... ..... ~ 
------

External 
Server ii 1 

MMS \"AS 
Applic:u,ons 

MM U er 
Databases 

MMSE 

\ 
) 
I 

Chem 

HLR 

"Foreign"' 
MMS 

Reta y Ser\'c:r 

MMI 

MMS User 
Agent B 



U.S. Patent 9,615,192 
IPR2026-00088 

 

- 15 - 

MM1 (User Agent-Relay/Server communications)/MM4 (Relay/Server-

Relay/Server communications)/MM7 (Relay/Server-VAS Applications 

communications) are interfaces to various networks—including 2G/3G/IP/internet 

networks (Fig. 2)—and facilitate network communication of messages. TS-23.140, 

23-24; Traynor, ¶¶176-78.  

Registered applications transmit application-specific MMs to other UEs or 

application servers (on other network elements) via Relay/Server. §VI.A.2.c 

(1[b]/15[b]); TS-23.140, 54-55; Traynor, ¶179. 

Accordingly, TS-23.140 discloses/suggests the Relay/Server communicating 

using MM1/MM4/MM7 protocols over 2G/3G/IP/internet networks (interface[s] to 

a network) and receiving messages from, e.g., User Agents and VAS Applications 

(receiv[ing] network-element messages from a plurality of network elements). 

Traynor, ¶¶173-80. 

e. 1[c2]/15[c2]  

TS-23.140 discloses/suggests 1[c2]/15[c2]. Traynor, ¶¶181-88. 

TS-23.140’s MMS transports application-specific MMs for an application 

from one device (UE/mobile device, server) and its associated agent (User Agent, 

VAS Application(s)) to another device and its associated agent. TS-23.140, 54-55; 

Traynor, ¶¶182-83; §§VI.A.2.b (1[a]/15[a]), VI.A.2.c (1[b]/15[b]).  
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Transmission occurs upon an application “trigger[ing]” the User Agent or 

VAS Application to send an application-specific MM—including application data, 

“control information,” and/or a destination “application identifier”—to a destination 

application. TS-23.140, 14, 54-56; Traynor, ¶¶183-86.  

Recipient/destination applications teach authorized/registered applications 

(§VI.A.2.c, (1[b]/15[b])) because applications “need to register” using their 

“application identification value” to utilize MMS. TS-23.140, 54-56; Traynor, ¶186. 

Application-specific MMs include application data and the “application identifier of 

the destination application.” TS-23.140, 54-55. The originator further “indicate[s]” 

the message recipient’s address. Id., 26, 90, 190 (“Recipient address” in messages 

over MM1). Relay/Server receives messages and passes “on the destination 

application identifier” and “application data” to, e.g., another User Agent. TS-23.140, 

54-56; §VI.A.2.d (1[c1]/15[c1]); Traynor, ¶¶184-85. 

Accordingly, TS-23.140 discloses/suggests Relay/Server receiving 

application-specific MMs (received network element messages) from a device 

(UE/mobile device, server) and its associated agent (User Agent, MMS VAS 

Application(s)) to another device and its associated agent/registered application. 

Traynor, ¶¶181-88. Further, the received application-specific MMs include message 

content comprising application data/control information (data) for the registered 

application and a destination “application identifier” (identification) of the registered 
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application (message content including data for, and an identification of, a 

respective one of the authorized software components). Id., ¶¶184-86. Because an 

originating User Agent sends messages to the Relay/Server for delivery to a User 

Agent with the registered destination application, POSITAs would have understood 

or found obvious that the received application-specific MMs comprise requests for 

delivery of the respective message content to respective wireless end-user devices 

(including the destination application(s) resident on that device). Id., ¶¶185, 187 

(citing TS-23.140, 28-29, 54-55, Fig. 6). 

f. 1[d1]-[d2]/15[d1]  

TS-23.140 discloses/suggests 1[d1]-[d2]/15[d1]. Traynor, ¶¶189-96. 

TS-23.140’s Relay/Server receives network-element messages with requests 

to deliver the messages to other application(s) on other UEs/wireless devices. 

Traynor, ¶190; §§VI.A.2.d (1[c1]/15[c1]), VI.A.2.e (1[c2]/15[c2]).  

In that process, Relay/Server “stores” messages and “handl[es]” transfer 

“between different messaging systems.” TS-23.140, 17, 21; Traynor, ¶191.  
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TS-23.140, Fig. 2. 

Originator Relay/Server “retain[s] the MM until the earliest desired time of 

delivery,”  and the recipient Relay/Server (which can be the same as the originator 

server) “store[s] the MM at least until” “the associated time of expiry is reached, the 

MM is delivered, [or] the recipient MMS User Agent requests the MM to be routed 

forward or the MM is rejected.” TS-23.140, 26-28. Messages may be stored in 

“Persistent Network-Based Storage” (MMBox) associated with Relay/Server. Id., 

21-22, 26-28; Traynor, ¶¶192-94. 

Accordingly, TS-23.140 discloses/suggests Relay/Server has a memory 

(message store and/or MMBox) and logic for delivering messages using triggers 

(message-buffer system including a memory and logic). Traynor, ¶¶189-96; 
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§§VI.A.2.g-VI.A.2.h (1[d3]-[d4]/15[d2]-[d3]). TS-23.140 discloses/suggests 

message store and/or MMBox and associated memory stores received messages 

before delivery to another network element such as a UE/mobile device (buffer[ing] 

content from the received network messages for which delivery is requested to a 

given one of the wireless end-user devices). Traynor, ¶¶193-96.  

g. 1[d3]/15[d2]  

TS-23.140 discloses/suggests 1[d3]/15[d2]. Traynor, ¶¶197-209. 

In TS-23.140, messages are delivered from Relay/Server to User Agent when 

Relay/Server sends a notification, and User Agent responds with a retrieval request 

for delivery. TS-23.140, 66-69; Traynor, ¶199. Several conditions trigger User 

Agent to issue the retrieval request and secure delivery. Traynor, ¶¶199. Each of the 

seven “triggers” below meets the ordinary meaning of that term. Petitioners break 

them into categories for ease of analysis in case PO argues or the Board finds the 

ordinary meaning is more limited. 

For instance, if a “trigger” must be a condition after which the next step is an 

attempt to deliver the message, TS-23.140 discloses:  

(1) When recipient User Agent is configured for manual retrieval, User 

Agent manually issues a retrieval request (trigger) in response to a 

notification to initiate a delivery attempt. TS-23.140, 28-29. 
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(2) When recipient User Agent is configured for automatic delivery, User 

Agent automatically issues a retrieval request (trigger) in response to a 

notification to initiate a delivery attempt. Id. 

(3) When User Agent is unavailable to receive a message, an indication 

(trigger) User Agent has later become available/reachable (e.g., moves 

into coverage, switches User Agent on) initiates a delivery attempt. Id., 

29. 

If a “trigger” further encompasses conditions that start/restart an attempted 

delivery, in addition to at least (1) and (3), the following are also triggers: 

(4) When Relay/Server receives a message without a specified delivery 

time (trigger), it immediately initiates the notification/retrieval process 

for a delivery attempt. Id., 26-27. 

(5) When Relay/Server receives a message with a specified delivery time, 

the expiration of a timer or event occurrence at the delivery time 

(trigger) initiates the notification/retrieval process for a delivery 

attempt. Id.  

(6) When the Relay/Server receives a retrieval request from recipient User 

Agent with a request for deferred delivery, expiration of a timer or event 

occurrence at the delivery time (trigger) initiates a delivery attempt. Id., 

28-29. 
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If a “trigger” further encompasses conditions imposed on messages dictating 

whether they will be delivered, in addition to (1)-(6), the following is another trigger: 

(7) When Relay/Server receives a retrieval request from recipient User 

Agent with a “size restriction,” determining the message conforms to 

that restriction (trigger) initiates a delivery attempt. Id., 29-30. 

Under any reasonable interpretation, because Relay/Server monitors when 

these events occur/conditions are satisfied, POSITAs would have understood/found 

obvious Relay/Server includes logic configured to determine when they have 

occurred for a given UE/mobile device ([logic to determine]/[determining] when one 

of a plurality of message delivery triggers for a given one of the wireless end-user 

devices has occurred). Traynor, ¶201. 

Further, under any reasonable interpretation, POSITAs would have 

understood/found obvious for at least some received network element messages, 

message receipt by memory store/MMBox alone is not a trigger (wherein for at least 

some of the received network element messages, the receipt of such a message [by 

the message buffer system] is not a message delivery trigger). Traynor, ¶202. If a 

trigger is a condition controlling whether an attempted message delivery is made 

(conditions (1)-(7)) or that starts/restarts an attempted delivery (conditions (1), (3)-

(6)), the receipt of an MM without a specified delivery-time (condition (4)) is a 

trigger. However, receipt of an MM with a specified delivery-time (at least some of 
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the received network element messages) is not itself a trigger; attempted delivery is 

only triggered by determining the specified delivery-time condition is met 

(conditions (5) or (6)). Traynor, ¶¶200-02. And if a trigger is a condition after which 

the next step is attempted delivery (conditions (1)-(3)), the receipt of an MM—

with/without a specified delivery-time—is not a trigger. Traynor, ¶¶200-02. Under 

this interpretation, none of the received MMs are triggers—thus, at least some of the 

received network element messages are not triggers. Traynor, ¶202. 

Further, under any reasonable interpretation, POSITAs would have 

understood/found obvious for at least one of the message delivery triggers, the 

trigger is an occurrence of an asynchronous event with time-critical messaging 

needs. Traynor, ¶203. Unless a trigger must be a condition after which the next step 

is attempted delivery, MM receipt in (4) triggers attempted delivery (i.e., an 

asynchronous event with time-critical messaging needs). Traynor, ¶200. And under 

any reasonable interpretation, manual retrieval in (1) is a trigger because the user 

manually causes User Agent to request delivery. TS-23.140, 20; Traynor ¶¶200-03. 

Such manual retrieval is a trigger that is an occurrence of an asynchronous event 

with time-critical messaging needs—indeed, the ’192Pat discloses a manual “user 

request” is a trigger. ’192Pat, 38:50-63; Traynor, ¶¶204-08. 

h. 1[d4]/15[d3]  

TS-23.140 discloses/suggests 1[d4]/15[d3]. Traynor, ¶¶210-13. 
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TS-23.140’s Relay/Server delivers stored messages in response to a trigger. 

Traynor, ¶211; TS-23.140, 28-31; §§VI.A.2.f-VI.A.2.g (1[d1]-[d3]/15[d1]-[d2]). 

POSITAs would have found obvious that Relay/Server includes logic for attempting 

delivery upon a trigger event. §VI.A.2.g (1[d3]/15[d2]); Traynor, ¶¶210-12. 

TS-23.140 delivers messages via MM1 Transfer Protocol over a TCP/IP and 

TLS-based link to a recipient User Agent of a particular UE/mobile device. 

§VI.A.2.b (1[a]/15[a]); TS-23.140, 24, Fig. 4; Ex-1010, 22; Traynor, ¶212. 

Accordingly, TS-23.140 discloses/suggests once Relay/Server detects a 

trigger (upon determining that one of the message delivery triggers has occurred), 

Relay/Server includes logic to supply MMs stored in its Message Store/MMBox to 

MM1 Transfer Protocol with TCP/IP and TLS ([the logic further to supply/supplying] 

one or messages comprising the buffered content [to the transport services stack]). 

Traynor, ¶¶210-11. Further, MMs are supplied for delivery on the TLS-secured link 

(secure message link) maintained with User Agent (device-link agent) on UE/mobile 

device (for delivery on the secure message link maintained between the [transport 

services stack/message link server] and a device link agent on the given one of the 

wireless end-user devices). Id., ¶212.  

3. Claim 5  

a. 5[a]  

TS-23.140 discloses/suggests 5[a]. Traynor, ¶¶214-21. 
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In TS-23.140, an application on a UE/mobile device (device-software 

component) forwards an application-specific MM (upload message) to UE’s User 

Agent (respective device-link agent) for sending to Relay/Server. TS-23.140, 14, 54-

55; Traynor, ¶¶215-16. TS-23.140’s User Agent can submit/forward to Relay/Server 

MMs (upload messages) with requests to store them. TS-23.140, 40.  

POSITAs would have understood/found obvious that Relay/Server 

“transports” “application data” between a User Agent and another User Agent/VAS 

Application. TS-23.140, 19-21, 35, 55; Traynor, ¶¶217-19. Relay/Server 

receives/transports application data to/from the UE/mobile device via the MM1 

Transfer Protocol with TCP/IP and TLS (transport services stack). §VI.A.2.b 

(1[a]/15[a]); TS-23.140, 24, Fig. 4; Traynor, ¶219. 

POSITAs would have also understood multiple UEs/mobile devices transmit 

data to multiple network elements through the Relay/Server, and thus the 

Relay/Server receives upload messages (including application-specific MMs) from 

multiple User Agents over dedicated TLS-based links (secure-message links) using 

MM1 Transfer Protocols (part of the transport-services stack). §§VI.A.2.b-VI.A.2.c 

(1[a]-[b]/15[a]-[b]); Traynor, ¶¶159, 221 (citing Mostafa, 2-3, Figs. 1, 3; Houghton, 

23; Munson, Fig. 1, [0007]-[0008]).  

Accordingly, TS-23.140 discloses/suggests Relay/Server receives messages 

via the MM1 Transfer Protocol with TCP/IP and TLS-secured links (transport 

Case 7:25-cv-00286-ADA     Document 35-2     Filed 12/23/25     Page 38 of 104

57



U.S. Patent 9,615,192 
IPR2026-00088 

 

- 25 - 

services stack is further to receive, over each of the respective secure message links), 

where those messages are submitted by/forwarded from a User Agent corresponding 

to at least one of the applications registered therewith (upload messages forwarded 

by the respective device link agents from at least a subset of the device software 

components). Traynor, ¶¶215-21.  

b. 5[b]  

TS-23.140 discloses/suggests 5[b]. Traynor, ¶¶222-28. 

TS-23.140 discloses/renders obvious upload application-specific MMs 

(upload messages) from originating User Agent (and associated UE/mobile device) 

include application data and the “application identifier of the destination application.” 

TS-23.140, 54-55; §VI.A.3.a (5[a]). Moreover, originating User Agent “indicate[s]” 

the message recipient’s address. TS-23.140, 26, 90, 190; Traynor, ¶¶223-24. 

Because the message includes an identifier of a destination application on a 

particular UE/mobile device and/or indicates the “recipient address,” POSITAs 

would have understood/found obvious that each upload message identifies the 

receiving application and/or UE/mobile device (each of the upload messages 

identifying a corresponding one of the network elements to which the device 

respective software component has requested delivery). Traynor, ¶¶225-226.  

POSITAs would have recognized routing messages to particular devices is 

facilitated by including device identification. Traynor, ¶¶225-26. TS-23.140’s 
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messages sent to devices include “a user’s address, a user’s terminal address, or a 

short code.” TS-23.140, 57. Given TS-23.140’s disclosures and well-known device-

addressing aspects for network communications, POSITAs would have found it 

obvious to include the recipient address in the upload message for transmitting data 

between network devices. Traynor, ¶¶225-28.  

Accordingly, TS-23.140 discloses/suggests Relay/Server uses the MM1 

Transfer Protocol with TCP/IP and TLS to receive upload messages from a User 

Agent and those messages include information identifying recipient application 

and/or recipient UE/mobile device (each of the upload messages identifying a 

corresponding one of the network elements to which the device respective software 

component has requested delivery). Traynor, ¶¶222-28.  

c. 5[c]  

TS-23.140 discloses/suggests 5[c]. Traynor, ¶¶229-30. 

TS-23.140’s Relay/Server (network-server system) 9  uses its MM1, MM2, 

MM7, and MM4 interfaces (interface) to 2G, 3G, and IP/internet networks (network) 

 
9 Claim 5’s the network server system lacks antecedent basis. The analysis considers 

the scope as including claim 1’s message-link server and its network interface. 

Traynor, ¶229 n.5. Petitioners reserve the right to argue this term is indefinite in 

other proceedings. 
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to deliver the upload messages (content) to the destinations (respective identified 

network elements). §§VI.A.2.b-VI.A.2.d (1[a]-[c1]/15[a]-[c1])); Traynor, ¶¶229-30.  

4. Claim 6  

TS-23.140 discloses/suggests claim 6. Traynor, ¶¶231-36. 

TS-23.140 discloses using MM1 Transfer Protocol with TCP/IP and TLS to 

send a message with destination application’s identifier and application data 

(identifier/data pair). §§VI.A.2.b (1[a]/15[a]), VI.A.2.d-VI.A.2.e (1[c1]-

[c2]/15[c1]-[c2]), VI.A.2.g-VI.A.2.h (1[d3]-[d4]/15[d2]-[d3]); TS-23.140, 54-56; 

Traynor, ¶¶232-33.  

POSITAs would have understood multiple registered applications on a 

UE/mobile device receive messages including application data via Relay/Server. 

§§VI.A.2.d-VI.A.2.e (1[c1]-[c2]/15[c1]-[c2]); TS-23.140, 54-56; Traynor, ¶233 

(citing Mostafa, 3-4).  

POSITAs would have understood, in some situations, application 

data/identifiers for multiple applications should be consolidated in a single message. 

Traynor, ¶234. For instance, message delivery is triggered when User Agent 

becomes available/reachable (TS-23.140, 28-30), meaning multiple messages may 

be queued. Traynor, ¶234. Consolidating application data/identifiers for multiple 

applications into a single message for delivery (multiple identifier/data pairs) would 

provide network efficiencies over sending multiple distinct messages for each 
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application, and would have been readily implemented by combining existing data. 

Traynor, ¶234. 

Accordingly, TS-23.140 discloses/suggests Relay/Server (message-link 

server) using MM1 Transfer Protocol with TCP/IP and TLS (transport-services 

stack) to send a message comprising identifiers/data from one or more applications 

(multiple identifier/data pairs). Traynor, ¶¶231-36.  

5. Claim 7  

TS-23.140 discloses/suggests claim 7. Traynor, ¶¶237-41. 

TS-23.140’s Relay/Server uses MM1 Transfer Protocol with TCP/IP and TLS 

(transport-services stack) to transmit/receive messages over a TLS-secured link 

(secure Internet data-message link) between User Agent (device-messaging agent 

on wireless end-user devices) and Relay/Server. §VI.A.2.b (1[a]/15[a]); Traynor, 

¶¶237-39. POSITAs would have found it obvious for the UE/mobile devices to 

initiate the TLS-secured communication link. Traynor, ¶237. Before January 28, 

2009, it was well known for a client to initiate TLS-based communications, and this 

would have amounted to choosing from two predictable solutions (the Relay/Server 

or the User Agent initiating the link) with a reasonable expectation of success. 

Traynor, ¶¶238-41 (citing Ex-1012, 29:31-30:24). 

6. Claim 9  

TS-23.140 discloses/suggests claim 9. Traynor, ¶¶242-47. 
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In TS-23.140, originating User Agent can set an earliest desired delivery-time, 

and Relay/Server stores the message until that time. TS-23.140, 27; Traynor, ¶¶242-

43. POSITAs would have understood/found obvious specifying delivery time is a 

periodic-timer trigger because the timer is triggered upon message receipt and 

message delivery is triggered at expiration after  a particular period. Traynor, ¶¶242-

44. 

Additionally/alternatively, TS-23.140’s “periodic polling” involves User 

Agent retrieving messages from an external server via Relay/Server. TS-23.140, 14, 

90-91; Traynor, ¶¶245-46. POSITAs would have understood periodic polling is a 

periodic-timer trigger because polling happens at regularly-repeating intervals, 

and—when Relay/Server receives the message at polling timer expiration and 

earliest desired delivery-time is not specified—the polling timer’s expiration starts 

a process attempting message delivery (one of the message delivery triggers is the 

expiration of a periodic timer). Traynor, ¶246. 

7. Claims 11-12  

TS-23.140 discloses/suggests claims 11-12. Traynor, ¶¶248-49. 

TS-23.140 triggers delivery by having User Agent (device-link agent) 

manually request delivery from Relay/Server over a TLS-secured link (secure 

message link) in response to a notification from Relay/Server (receipt of a 

transmission on the respective secure message link from the device link agent of the 

Case 7:25-cv-00286-ADA     Document 35-2     Filed 12/23/25     Page 43 of 104

62



U.S. Patent 9,615,192 
IPR2026-00088 

 

- 30 - 

given one of the wireless end-user devices/a request received from the given device 

link agent). §§VI.A.2.b (1[a]/15[a]), VI.A.2.f (1[d1]-[d2]/15[d1]), VI.A.2.g 

(1[d3]/15[d2]); TS-23.140, 28-29; Traynor, ¶248.  

8. Claim 13  

TS-23.140 discloses/suggests claim 13. Traynor, ¶¶250-52. 

TS 23.140’s triggers include receipt of a message not specifying an earliest 

desired delivery-time, receipt of a manual/automatic retrieval request, or receipt of 

a message indicating User Agent has become available/reachable (one of the 

message delivery triggers is the receipt of a particular network element message 

from one of the network elements). §VI.A.2.g (1[d3]/15[d2]); Traynor, ¶¶250-51.  

B. Ground 1B: TS-23.140-Shen (Claims 2-3, 12) 

1. Shen  

Shen addresses security vulnerabilities in MMS (e.g., TS-23.140), which 

stores messages rather than transmitting them end-to-end. Shen, [0001]-[0002], 

[0004], [0021]; Traynor, ¶¶108-14. To address this, Shen proposes encrypting the 

messages using keys/certificates (dark yellow). Shen, Fig. 1, [0021], [0030], [0054]-

[0060].  
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Shen, Fig. 5. 

Shen “sends heartbeat signals periodically” to MMS gateway to determine 

LAN availability/MMS user device reachability. Id., [0033]-[0034], [0018]. If 

gateway receives a heartbeat, the client is available; otherwise the client is 

unavailable. Id., [0033]-[0034]. 
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Shen, Fig. 5. 

2. Claim 2  

TS-23.140-Shen teaches claim 2. Traynor, ¶¶253-64. 

TS-23.140 delivers messages through MM1 Transfer Protocol with TCP/IP 

and TLS (transport-services stack) over a TLS link (secure-message link) between 

Relay/Server (message-link server) and UE/mobile device’s User Agent (device-link 

agent on a wireless end-user device). §§VI.A.2.b (1[a]/15[a]), VI.A.2.h 

(1[d4]/15[d3]); Traynor, ¶¶253-54. Although TS-23.140 teaches encrypting the 

connection, it does not explicitly disclose encrypting messages. Traynor, ¶254. 

Shen recognizes failing to encrypt messages in a store-and-forward system 

like TS-23.140 is a security vulnerability and teaches an authentication/key-
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management module (encryption function to encrypt one or more messages) at 

Relay/Server (message-link server) for “encrypting MMS messages.” §VI.B.1 

(Shen); Shen, [0004], [0029]-[0034], [0059], Fig. 5; Traynor, ¶¶255-58. Shen’s 

messages can be “encode[d] and decode[d] to protect the privacy of these messages.” 

Shen, [0054]; Traynor, ¶257. 

POSITAs would have been motivated to modify TS-23.140 to incorporate 

Shen’s encryption/decryption scheme—and specifically add an “authentication and 

key management module 502” at Relay/Server that generates and “distribute[s] 

symmetric keys to users” and uses the symmetric keys to encrypt data transmitted to 

“user device[s]” (Shen, [0054]-[0060])—to improve security by preventing 

unauthorized access to Relay/Server’s stored messages. Traynor, ¶258. This would 

have involved using a known technique (encryption) to improve similar devices 

(MMS networks) in the same way (securing content). Further, this would have 

involved combining prior art elements (encryption/MMS networks) according to 

known methods (using encryption schemes/key generators) to yield predictable 

results (secure, encrypted messages). Traynor, ¶¶258-60.  

POSITAs would have had a reasonable expectation of success in doing so 

because Shen envisions its proposal working in coordination with TS-23.140’s 

MMS-system architecture. Shen, [0017]; Traynor, ¶261. Moreover, TS-23.140 and 

Shen describe similar MMS environments and communications between User 
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Agents and Relay/Server, such that POSITAs would have found it straightforward 

to modify TS-23.140’s Relay/Server to implement Shen’s teachings. Traynor, 

¶¶262-63. 

Accordingly, TS-23.140-Shen teaches an encrypt function to encrypt one or 

more messages supplied to the MM1 Transfer Protocol with TCP/IP and TLS 

(transport-services stack) for delivery on the TLS link (secure-message link) 

maintained between the Relay/Server (message-link server) and UE/mobile device’s 

User Agent (the device-link agent on the given one of the wireless end-user device). 

Traynor, ¶¶253-64. 

3. Claim 3  

TS-23.140-Shen teaches claim 3. Traynor, ¶¶265-68. 

TS-23.140-Shen teaches the encrypted one or more messages (§VI.B.2 (cl. 2)) 

are transported to the User Agent (device-link agent) on the given one of the wireless 

end-user devices using MM1 Transfer Protocol with TCP/IP and TLS (encryption 

on the transport services stack). §VI.A.2.b (1[a]/15[a]); Traynor, ¶267.  

4. Claim 12  

TS-23.140-Shen teaches claim 12. Traynor, ¶¶269-74. 

Shen’s user device generates a heartbeat message to indicate device 

reachability. Shen, [0033]-[0034]; Traynor, ¶271. 
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POSITAs would have been motivated to incorporate Shen’s “heartbeat” as an 

additional trigger in TS-23.140. Traynor, ¶¶272-73. Specifically, one TS-23.140 

trigger occurs when a recipient User Agent becomes available/reachable. TS-23.140, 

29. Shen’s heartbeat was one well-known way to determine whether User Agent has 

become “reachable”—i.e., the device pings the gateway (Relay/Server) at intervals 

to indicate reachability/availability. Shen, [0033]-[0034]; Traynor, ¶¶269-71. 

POSITAs would have been motivated to implement a heartbeat message generated 

by User Agent (the given device link agent) to ping Relay/Server at intervals because 

this would allow Relay/Server to send buffered messages to UE/mobile device 

periodically when the device is available/reachable. Traynor, ¶¶272-73. 

POSITAs would have had a reasonable expectation of success in doing so 

because it merely would have involved configuring a messaging signal from User 

Agent to Relay/Server indicating agent’s availability/reachability, and Shen already 

discloses the contents of that message. Shen, [0034]; Traynor, ¶273. 

C. Ground 1C: TS-23.140-Ellison (Claim 4)  

TS-23.140-Ellison teaches claim 4. Traynor, ¶¶275-94. 

TS-23.140 discloses both User Agent (device-link agent) and applications 

executing on UE/mobile device (one of the devices) (TS-23.140, 17-18, 23), but does 

not expressly disclose executing User Agent in a secure environment. Traynor, ¶276. 
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Ellison discloses processors are vulnerable to malicious software attacks. 

Ellison, Abstract, 1:16-51. To inhibit this, Ellison isolates different software 

elements using a hierarchy of abstract rings and “nubs” to create an “isolated 

execution mode” (secure-execution environment, red) in which hardware/software 

access “is restricted” compared to a “normal execution mode” (outside of the secure-

execution environment, green) that “operates in a non-secure environment.” Ellison, 

4:65-5:1, 6:1-26, 8:25-32, Figs. 1A-1C. Ellison controls access using computer-

generated keys. Id., 8:66-9:40, 9:47-62, Fig. 2; Traynor, ¶¶277-79. 

 

 

Ellison, Fig. 1A. 
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Ellison, Fig. 1C. 

POSITAs would have been motivated to modify TS-23.140 based on Ellison’s 

teachings of hierarchical, nub-based normal and isolated execution environments to 

provide enhanced security for User Agent. TS-23.140, 41-42; Ellison, 4:63-5:10, 

8:25-32, 8:66-9:6, 9:28-62, Figs. 1A, 2; Traynor, ¶¶280-81. Specifically, POSITAs 

would have understood TS-23.140’s User Agent operates in an isolated, secure 

environment “protected by both the processor and chipset” (Ellison, 3:32-48), to 

reduce User Agent/user’s messages attack exposure. Traynor, ¶288. Applications 

interacting with User Agent would operate in normal or separate isolated 

environments to restrict their access to User Agent. Ellison, 2:55-61. 
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It was well-known for mobile devices to have (1) messaging services and their 

associated clients/agents (e.g., push clients) located within the trusted computing 

environment; and (2) applications residing outside this environment. Traynor, 

¶¶287-88. This would have involved combining prior-art elements according to 

known methods to yield predictable results. Traynor, ¶¶288-291. 

POSITAs would have had a reasonable expectation of success in doing so 

because (1) TS-23.140 contemplates security mechanisms to secure its messaging 

systems, including messaging around application data; (2) Ellison’s techniques 

would have readily been implemented in “computer system[s]” similar to TS-

23.140’s network; and (3) it was well-known to use protection rings/tiers in 

computing environments (per Ellison). Ellison, 2:46-3:31, 5:11-16, Fig. 1; Traynor, 

¶¶280-87 (citing Ex-1033). 

Accordingly, TS-23.140-Ellison teaches User Agent (device-link agent) that 

executes in an “isolated” execution environment (secure-execution environment), 

while any applications using MMs through User Agent execute in a “normal” 

execution environment (at least one of the software components executes outside of 

the secure execution environment on that device). Traynor, ¶¶275-94. 

D. Ground 1D: TS-23.140-Rakic (Claim 8)  

TS-23.140-Rakic teaches claim 8. Traynor, ¶¶295-314. 
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TS-23.140’s User Agents operating on UEs/mobile devices receive messages 

over a TLS link via the MMS Relay/Server. TS-23.140, 23, 54-56. But TS-23.140 

does not explicitly disclose a mechanism to verify the sender’s identity or that the 

destination application is the intended recipient, thus leaving the User Agent exposed 

to potential attacks. TS-23.140, 54-56; Traynor, ¶¶296-302.  

Rakic recognized the risk of unverified transmissions and proposed the use of 

electronic signatures to verify the parties to the transmission. Rakic, [0047]-[0049], 

[0066]-[0067]; Traynor, ¶¶303-05. Specifically, in Rakic, push-message server (504) 

generates an electronic signature, which is appended to the message and/or other 

information sent to the client device to verify message authenticity and source. Rakic, 

[0041], [0047]-[0049], [0066]-[0067], [0109]-[0112], Fig. 8. Client device (102) 

then uses secure-push-message client (404) to validate the message and sender using 

the electronic signature. Id., [0109]-[0112], [0041]. Message validity is confirmed if 

the received and generated signature portions match. Id., [0109]-[0112]; Traynor, 

¶¶303-05. 

POSITAs would have been motivated to implement a secure-push-message 

server and signature generation like Rakic with the Relay/Server to improve security 

for the client device and the underlying applications by enabling the client device to 

(1) “authenticate the sender” and (2) “verify that an intended recipient of the secure 

push message is the client device, and that the client device includes a correct 
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component.” Rakic, [0041]; Traynor, ¶¶309-14. This would have amounted to using 

(1) a known technique (electronic signatures) to improve similar devices (computer 

systems) in the same way (added security through verification); and (2) combining 

prior art elements (electronic signatures/computer systems) per known methods 

(secure servers, databases, and electronic signatures) to yield predictable results 

(enhanced verification-based security). Traynor, ¶¶309-10.  

POSITAs would have had a reasonable expectation of success in making this 

modification because TS-23.140 and Rakic contemplate similar messaging 

architectures/systems, and POSITAs would have found it straightforward to 

implement Rakic’s teachings within a separate server or the Relay/Server. Id. 

Additionally, the resulting system’s elements would perform functions performed 

prior to combination—the separate server or the Relay/Server would communicate 

messages to User Agents and other network elements, and Rakic’s teachings (in 

combination) would enable providing secure signatures (with messages) to the 

receiving device(s). Traynor, ¶310. 

Accordingly, TS-23.140-Rakic teaches a separate server or the Relay/Server 

that provides secure electronic signatures to the User Agent on a UE/mobile device 

(a secure server to provide secure authorization signatures to the given one of the 

wireless end-user devices) to indicate that a software component on the device is 

allowed to receive messages over the TLS-secured link via the Relay/Server (the 
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secure authorization signatures indicating the authorized software components that 

are allowed to receive data from secure message link messages via the message link 

server). Traynor, ¶¶295-314. 

E. Ground 1E: TS-23.140-Adamczyk (Claim 9)  

Ground 1A explains TS-23.140 discloses/suggests claim 9, which also would 

have been obvious over TS-23.140-Adamczyk. Traynor, ¶¶315-20. 

Like TS-23.140, Adamczyk discloses a message-transmission system. 

Adamczyk, Abstract, [0007]-[0009]. Adamczyk discloses notification servers (like 

TS-23.140’s Relay/Server) can be “configured to send [] notification messages to 

the recipients on demand, at a specific future time, and/or on a periodic schedule” 

including based on user preferences. Adamczyk, [0010], [0022], cl. 4; Traynor, ¶316.  

POSITAs would have been motivated to supplement TS-23.140’s triggers 

with an additional trigger like Adamczyk’s periodic schedule trigger to provide users 

the option to specify a periodic schedule for message delivery (one of the message 

delivery triggers is the expiration of a periodic timer).. Traynor ¶¶200, 317-18. 

POSITAs would have recognized several benefits from this: (1) providing user 

control over when messages are received; and (2) increasing UE/mobile device 

battery life by avoiding repeated pull requests. Id., ¶319.  

POSITAs would have had a reasonable expectation of success in doing so 

because TS-23.140 already taught timers to control message delivery and periodic 
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message-checks. Traynor, ¶320. To configure Relay/Server to push messages at 

predetermined, periodic intervals, the combination would have merely required 

configuring Relay/Server to hold received messages in memory store/MMBox until 

expiry of a regularly-recurring timer or periodically-scheduled event before pushing 

all messages received during the time interval at once. Traynor, ¶320.  

F. Ground 1F: TS-23.140-Herzog (With/ Without Adamczyk) (Claim 
10)  

TS-23.140-Herzog or TS-23.140-Adamczyk-Herzog teaches claim 10. 

Traynor, ¶¶321-26. 

TS-23.140 and TS-23.140-Adamczyk teaches claim 9’s periodic timer 

through periodic polling (TS-23.140) and a periodic message delivery schedule 

(Adamcyzk). §§VI.A.6 (cl.9), VI.E (cl.9); Traynor, ¶¶315-22. But these references 

do not explicitly disclose mechanisms to keep a connection active/inactive. 

Herzog teaches mechanisms controlling connection duration between a client 

(like TS-23.140’s User Agent) and server (like TS-23.140’s Relay/Server), e.g., 

through keep-alive timers to ping a server periodically to keep the connection alive, 

or to terminate the connection when the keep-alive messages are not sent for a given 

time period. Herzog, [0036], [0041]-[0043]; Traynor ¶323.  

Based on Herzog, POSITAs would have been motivated to implement keep-

alive timers and messages in TS-23.140/TS-23.140-Adamcyzk to control connection 
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duration/termination between User Agents and Relay/Server. Traynor, ¶324. 

Connections would be maintained as long as User Agent indicates its availability 

and would automatically disconnect when User Agent stops sending keep-alive 

messages. Id. That way, Relay/Server can track connection status of each User Agent 

and avoid maintaining connections with disconnected/unavailable User Agents. Id. 

POSITAs would have had a reasonable expectation of success in doing so 

because TS-23.140 discloses a similar messaging system to Herzog, including a 

gateway intermediary between server and client. Herzog, [0005], [0024]; TS-23-140, 

30. Like TS-23.140, Herzog’s messages can be “saved in a message buffer…until 

[the message] can be delivered to the client” (e.g., when keep-alive messages keep 

the connection open) (Herzog, [0031]), and using various types of connections (IP, 

TCP, SSL, HTTP) (id., [0026], [00037]). In other words, the combination merely 

required implementing keep-alive-messaging between User Agent and Relay/Server 

to maintain TS-23.140’s existing connection. Traynor, ¶325.  

POSITAs would have understood the periodic polling period (TS-23.140) or 

periodic-message delivery schedules (TS-23.140-Adamczyk) would be some degree 

shorter (fractionally shorter) than the period required for the keep-alive timers to 

indicate User Agent availability (maximum data message interval beyond which the 

secure message link is taken down). Traynor, ¶326. If periodic polling/message 

delivery were set to a longer period than the keep-alive timer period, the connection 
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may be terminated before the message could be sent according to the periodic 

polling/delivery schedule, thus requiring establishing a new connection. Id. 

G. Ground 1G: TS-23.140-Gellens (Claim 14)  

TS-23.140-Gellen teaches claim 14. Traynor, ¶¶327-32. 

TS-23.140 uses message-delivery triggers to control when messages are 

delivered to a User Agent. TS-23.140, 23, 30-31, 54-55; §§VI.A.2.d (1[c1]/15[c1]), 

VI.A.2.g (1[d][3]); Traynor, ¶¶327-28. TS-23.140 does not explicitly disclose 

triggering message delivery based on an amount of data consumed by the UE/mobile 

device. Traynor, ¶328. 

Gellens recognized a need to control data delivery over cellular networks due 

to, e.g., costs and bandwidth, and permitting applications to open connections for 

“low priority” messages can drive up costs leading to “excessive and wasteful traffic 

channel usage.” Gellens, [0004]; see id., Abstract, [0002]-[0006], [0027], [0029]. To 

remedy this problem, Gellens proposes using triggers (like TS-23.140) to control 

when messages are delivered to clients, one of which triggers delivery of low-

priority application messages only after a higher-priority application initiates a link. 

Id., [0035]-[0036]; Traynor, ¶¶329-30.  

POSITAs would have been motivated to combine TS-23.140 and Gellens to 

prioritize certain application messages, and only trigger transmission of low-priority 

application messages after a high-priority application opens a connection and is 
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consuming data to transmit its message (one of the message delivery triggers is 

based on an amount of wireless network data usage consumed by the given one of 

the wireless end-user devices). Traynor, ¶¶330-31. POSITAs would have recognized 

this would limit connection/transmission costs because “the cost of bringing the 

traffic channel up and down is spread over more traffic.” Gellens, [0004], [0035]-

[0036]; Traynor, ¶331. This would have amounted to applying a known technique 

(application prioritization) to a prior-art device (an MMS network) to solve a known 

problem (networking costs) and achieve a predictable result (triggering low-priority 

message delivery only after a high-priority application establishes a connection). Id. 

POSITAs would have had a reasonable expectation of success in making this 

combination because it merely involves configuring the applications TS-23.140 

already envisions being incorporated into the MMS network to be assigned priorities, 

and control what priorities are required to establish a connection between the 

Relay/Server and User Agent. Traynor, ¶332.  

H. Ground 2A: Houghton-Munson (Claims 1, 5-7, 9-13, 15) 

1. Houghton  

Houghton’s server “push[es] messages to a” client on a “mobile terminal” in 

a wireless network. Houghton, Abstract, 1110; Traynor, ¶122. Push messages “may 

 
10 Citations refer to publication page number. 
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be triggered by any trigger event, local or remote, defined at the server,” including 

an “alarm, notification, or measurement result received to the push server 401 from 

another device or system.” Houghton, 21. Upon triggering, messages are transmitted 

over a network using secure protocols, e.g., “HTTPS, IP-Sec, secure IP6 or a 

proprietary security protocol.” Id., 19. Traynor, ¶¶123-28  

 

Houghton, Fig. 8.  

2. Munson 

Munson discloses a method of “pushing contents to client devices,” including 

“group pushes” in which content is buffered and sent to multiple devices 

simultaneously, “serializ[ing]” content such that a series of messages are delivered 
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to a particular device simultaneously. Munson, Abstract, [0037], Fig. 4; Traynor, 

¶129. The example process (below) shows buffering of received push messages: 

 

Munson, Fig. 4. 

3. Houghton-Munson Combination 

POSITAs would have found it obvious to combine Houghton’s and Munson’s 

teachings, and specifically to incorporate Munson’s store-and-forward functionality 

into Houghton’s push-messaging system. Traynor, ¶¶333-41. 

POSITAs would have been motivated to incorporate computer memory and 

programming in Houghton to deliver messages from memory, consistent with 

Munson, to improve system flexibility and reliability. Traynor, ¶334. Providing such 

store-and-forward functionality would: (1) ensure messages are not lost if a 
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recipient’s mobile terminal is unreachable (e.g. if not connected to the network at 

transmission time) (Traynor, ¶335; Houghton, 3, 7; Ex-1006, [0034], cl.14, Fig. 1); 

and (2) provide users greater options to control delivery times/conditions (Traynor, 

¶336; Houghton, 14, 21-22, 25-28; Munson, [0040], [0044]). Indeed, combining 

Houghton-Munson would have amounted to using known prior-art techniques 

(message buffering) to improve similar devices/systems (push-messaging systems) 

in the same way to yield predictable results (push-messaging systems that store and 

forward messages). Traynor, ¶337. 

POSITAs would have had a reasonable expectation of success in doing so 

because Munson provides implementation details (see, e.g., Munson, [0036]-[0038], 

[0044], Fig. 4) for “store and forward messaging systems” that Houghton 

contemplates (Houghton, 3, 7). Traynor, ¶338. The only required changes to 

Houghton’s system would be including generic computer memory at push server to 

store messages, and adding programming to deliver messages from that memory 

(including upon occurrence of specific conditions). Traynor, ¶¶338-40. 

If Houghton does not expressly disclose specific message-delivery conditions, 

POSITAs would have been motivated and had a reasonable expectation of success 

in incorporating conditions Munson teaches to provide additional flexibility in how 

messages are delivered. Id., ¶341. Houghton discloses conditioning message 

delivery upon “any trigger event, local or remote.” Houghton, 21; Traynor, ¶341. 
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Munson provides additional examples of message delivery triggers (Munson, [0040], 

[0044]), which would have required only routine programming within POSITAs’ 

level of skill. Traynor, ¶341. 

4. Claims 1, 15  

a. 1[pre]/15[pre]  

 If limiting, Houghton discloses/suggests 1[pre]/15[pre]. Traynor, ¶¶342-345.   

In Houghton, push server (401/801) 11  (message link server) sends push 

messages via communication links over a network to push client (405/804) on 

mobile terminals (404/803) for delivery to mobile applications (406/805). Houghton, 

Abstract, 16-17, Figs. 4, 8; Traynor, ¶¶342-43. 

 

 
11 POSITAs would have understood/found obvious to implement features regarding 

Houghton’s Figure 4/6-8 embodiments together. Traynor, ¶342 n.6. 

Case 7:25-cv-00286-ADA     Document 35-2     Filed 12/23/25     Page 63 of 104

82



U.S. Patent 9,615,192 
IPR2026-00088 

 

- 50 - 

 

Houghton, Fig. 4.  

 Additional details regarding Houghton’s push server, its combination with 

Munson, and the method for operating this server are described below. §§VI.H.4.b-

VI.H.4.h (([1a-d4]/[15a-d3]); Traynor, ¶344. 

b. 1[a]/15[a]  

Houghton discloses/suggests 1[a]/15[a]. Traynor, ¶¶346-61.    

Push-client software (405) on mobile terminal (404) connects to “push server 

401 over a data network 403” (e.g., “a wireless network” for “transmitting Internet 

Protocol (IP) packets”). Houghton, 17, Fig. 4; Traynor, ¶¶348-50.  
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Houghton, Fig. 4.  

 
Push client (405/804) teaches a device-link agent because it is “software” 

running on mobile terminal (404) that “initiates and maintains” a link using “Internet 

technologies” between terminal and push server (401), and using this link, push 

server (401) pushes messages to mobile terminal (404). Houghton, Abstract, 11, 

20; ’192Pat, 43:18-50; Traynor, ¶351. 

This connection uses known transport protocols, including “connection-

oriented protocol[s]” such as “TCP/IP,” “connectionless protocol[s]” such as 

UDP/IP, “alternate connection-oriented protocol[s]” such as HTTP, or “secure 

protocol[s]” such as “HTTPS, IP-Sec, secure IP6 or a proprietary security protocol” 
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preventing third-party message interception/modification and identifying 

communicating parties. Houghton, 18-20, cl.10. Upon connection establishment, 

push client and push server “push a message” to each other (Figure 4’s arrow C). Id., 

20, Fig. 4; Traynor, ¶¶350-53. Thus, Houghton describes server-client 

communications using secure-transport protocols (secure-message link) like those 

in the ’192Pat. Traynor, ¶354; ’192Pat, 16:66-17:22, 39:20-32, 99:8-32, 100:21-28. 

POSITAs would have understood/found obvious Houghton’s push server 

includes secure-transport protocols (transport-services stack) for establishing a 

link/transmitting messages over an Internet network with mobile terminal (404). 

Houghton, 1, 17-20, Fig. 1; Traynor, ¶354. Indeed, using protocol stacks for securely 

communicating over a network was well-known and conventional. Houghton, 1; 

Traynor, ¶¶354-56 (citing Ozaki, [0012]-[0022], Figs. 25-26). POSITAs would have 

understood Houghton discloses a “stack” of transport protocols. Traynor, ¶¶354, 357. 

The communication link established between the push client/mobile terminal 

and push server (401) is a secure-message link because it facilitates sending push 

messages between push client (405) and push server (401) using secure/encryption 

protocols (e.g., IPsec, HTTPS, SSL) over a network link. Houghton, 18-20, claim 

10; Traynor, ¶358; ’192Pat, 16:66-17:22, 39:20-32, 70:31-44. POSITAs would have 

understood/found obvious Houghton’s push server’s transport-services stack uses 
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such protocols for securing the TCP/IP-based communication link between push 

client (405/804) and push server (401/801). Traynor, ¶359. 

POSITAs would have understood, in push messaging (per Houghton), 

multiple mobile terminals/associated push clients would communicate with push 

server (401), and thus form secure SSL or IPSec-based TCP/IP communication links 

between push server and each respective terminal/push client. Traynor, ¶360; 

Houghton, 18-19 (multiple “terminals”). 

Accordingly, Houghton discloses/suggests push server using well-known 

TCP/IP transport protocols with SSL (transport services stack) to maintain a secure 

SSL or IPSec-based TCP/IP Internet connection (secure message link) between the 

push server (message link server) and push client on mobile terminals (a respective 

device link agent on each of a plurality of wireless end-user devices). Traynor, 

¶¶346-61.  

c. 1[b]/15[b]  

Houghton discloses/suggests 1[b]/15[b]. Traynor, ¶¶362-82.   

Mobile terminal (404) (wireless end-user device) includes a plurality of 

mobile applications (406) (multiple software components). Houghton, 21, 22, 25, 27, 

Figs. 4, 8; Traynor, ¶¶362-63. 

Mobile applications (406) are configured to receive/process message data. 

Houghton, 21; Traynor, ¶366. Specifically, “application-specific data,” e.g., 
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“updates, commands or data messages” are “directed to a push application.” 

Houghton, cl. 1, 11-12; Traynor, ¶¶367-69. The messages include “a data packet” 

with “information specifying which mobile application 406 from a plurality of such 

applications” and additional “information to be passed to the…specified mobile 

application.” Houghton, 21-22; Traynor, ¶370. 

Push client (405) operating on mobile terminal (404) receives these messages 

over a secure TCP/IP link before being passing them to the relevant application (406). 

Traynor, ¶365. When push client (405) connects to push server (401), “the server 

may send a push message” to push client (405) through the “previously established, 

connection-oriented protocol such as TCP/IP, SSL, HTTP or HTTPS” (Figure 4, 

arrow C). Houghton, 20, cl. 33; Traynor, ¶365; Houghton, 16-17 (push client (405) 

operates in software); ’192Pat, 43:18-31 (device-link agents “implemented largely 

or entirely in software”).  

Figure 4 shows communication between push server (401)/push client (405) 

(communications A/C) and push client (405)/application(s) (406) (communication 

D). Traynor, ¶371.  
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Houghton, Fig. 4.  

POSITAs would have understood/found obvious push server (401) 

communicates push messages to multiple “mobile terminals,” each including its 

respective push client (405) and mobile applications (406). Traynor, ¶372; Houghton, 

21. 

Because push messages are routed to a particular application among multiple 

applications, and the destination application operates on the received message data, 

POSITAs would have understood/found obvious these applications are authorized 

to receive/process data included in command push/application command messages. 

Traynor, ¶373.  
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If Houghton does not expressly disclose authorizing applications to 

receive/process data from secure message link messages, the disclosed framework 

suggests it and POSITAs would have considered that obvious. Traynor, ¶¶374-80. 

Applications were well-known to register with a push server and/or push client 

before receiving messages via push frameworks. Traynor, ¶¶375-76 (citing Lee, 

[0023]; Shenfield, [0017], [0109]; TS-23.140, 54-56). 

POSITAs would have found it obvious to implement well-known 

authorization/registration processes to enable application registration with a push 

client and/or push server. Traynor, ¶¶377-79. POSITAs would have been motivated 

to do so for multiple reasons: (1) ensuring application compatibility with push 

client/server communication protocols; and (2) enabling dynamic content delivery 

“to have information or data pushed” to devices without devices users having to 

“seek out that data” and ensuring resource-efficient message delivery. Traynor, 

¶¶378-79 (citing Shenfield, [0003]-[0006]). Because Houghton contemplates push 

clients/servers coordinate message delivery to/from mobile applications, 

implementing well-known application registration/authorization teachings in push 

environments would have been straightforward and POSITAs would have had a 

reasonable expectation of success in doing so. Traynor, ¶¶377-80. 

Accordingly, Houghton discloses/suggests mobile terminals (404) (wireless 

end-user device) each comprise multiple applications (406) (multiple software 
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components) authorized to receive and process application-specific data in messages 

received over a secure TCP/IP link (secure message-link messages) received by push 

client (405) (device-link agent on that device). Traynor, ¶¶362-82. 

d. 1[c1]/15[c1]  

Houghton discloses/suggests 1[c1]/15[c1]. Traynor, ¶¶383-93. 

In Houghton’s “COMMAND PUSH” procedure, “push server 701 is triggered 

by a trigger event” from “application server 702 to push an application command 

message to the push client 704.” Houghton, 21-22. A “data connection between 

application server 802 and mobile application 805 is established” using “[a]n IP or 

other API…connection between application server 802 and push server 801.” Id., 

23, 14, 21; Traynor, ¶¶384-88. 
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Houghton, Fig. 8.  

Accordingly, POSITAs would have understood/found obvious application 

server (802) communicates over a network using API/IP connection with push server 

(401). Houghton, 23; Traynor, ¶¶384-88. POSITAs would have also 

understood/found obvious Houghton’s push environment includes multiple 

application servers, each communicating with push server to exchange 

data/messages with mobile terminal(s). Traynor, ¶¶390-91; Houghton, 21.    

Accordingly, Houghton discloses/suggests an API (interface to a network) to 

receive application-specific messages (network-element messages) from application 

server(s) (e.g., 702, 802) (plurality of network elements). Traynor, ¶¶383-93. 
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e. 1[c2]/15[c2]  

Houghton discloses/suggests 1[c2]/15[c2]. Traynor, ¶¶394-406. 

Houghton’s push server (401/801) receives push messages from an 

application server (e.g., 802) (received network-element messages) and sends them 

to one of a plurality of mobile applications (authorized software components) 

through push client (405/804) on mobile terminal (404/803). Houghton, 21-22; 

Traynor, ¶¶394-95. The message to the mobile applications is sent using “a data 

connection between application server 802 and mobile application 805,” using the 

data connection (arrow C; Fig. 4) between push server 401/801 and push client 

405/804. Houghton, 23; Traynor, ¶396. 

Houghton discloses that messages sent from an application server to an 

application (through the push server) can take on several forms. Traynor, ¶397. The 

message may include: (1) “a data packet containing no information,” (2) 

“information specifying which mobile application 406 from a plurality of such 

applications” to which the message is directed (identification of…the authorized 

software components), and/or (3) “information to be passed to the…specified mobile 

application” (data for…the authorized software components). Houghton, 21; 

Traynor, ¶397. As one example, Houghton discloses a “trigger event” or “application 

command message” (received network-element messages) sent in response to a 

trigger (request for delivery), which then “trigger[s] [an] event in a mobile 
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application 705 from a plurality of such applications…on the terminal 705” by 

including “commands or data” (data for the target mobile application) in the 

message. Houghton, 21-22; Traynor, ¶398. And because these messages are directed 

to “a mobile application 705 from a plurality of such applications” (id.), a POSITA 

would have understood that they also include an identification of the target mobile 

application. Traynor, ¶¶397-99. 

To the extent Houghton is not found to explicitly disclose messages that 

include an identification of the mobile application, POSITAs would have found it 

obvious to include application identifiers in messages the application server sends 

and the push server receives. Traynor, ¶400. Before January 28, 2009, it was well-

known to include an application identifier in messages directed to an application. Id. 

(citing Ex-1006, [0013], [0022] (push message includes application’s “app_ID”)). 

POSITAs would have recognized the application server would be better equipped, 

relative to the push server, to provide the application identifier since the application 

server originates the message and knows the intended application. Traynor, ¶401. 

Moreover, including an application identifier when implementing Houghton’s 

system would have amounted to implementing a known technique (including an 

application identifier in a message) to a known system (Houghton’s application 

server/push server) to achieve predictable results (including the application identifier 
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in the message sent by application server and received by push server). Traynor, 

¶402. 

POSITAs would have also found obvious that the push message received by 

the push server includes a request for message content delivery (requests for delivery) 

to one or more mobile terminals. Traynor, ¶403. As discussed, Houghton explains 

“[p]ush server 701 is triggered by a trigger event…from an application server 702 

to push an application command message.” Houghton, 21-22. The trigger 

mechanism may be “an IP-triggered application launch and data transfer” e.g., a 

“mobile application launched by contact to a specified IP port.” Id., 22. “[P]ush 

server 901 is triggered by a trigger event of which the application server 902 is aware 

to send [a] push message to the mobile terminal 905,” causing “pushing application 

launch commands, lazy application updates, and lazy application data updates 

through push clients 904 and 905 to mobile application 907.” Id., 24; Traynor, ¶404.   

Accordingly, Houghton discloses/suggests the push server (message-link 

server) receives application-directed messages from an application server (received 

network element messages) that have content and requests for delivery of the 

contents to one of a plurality of applications on the mobile terminal (wireless end-

user devices). Traynor, ¶¶394-405. Further, Houghton discloses/suggests the content 

in the message received by the push server includes data for, and an identifier of, the 

application authorized to receive the message (the respective message content 
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including data for, and an identification of, a respective one of the authorized 

software components). Id. 

f. 1[d1]-[d2]/15[d1]  

Houghton-Munson teaches 1[d1]-[d2]/15[d1]. Traynor, ¶¶407-17. 

POSITAs would have found it obvious based on Munson to implement a 

message buffer, including logic, in Houghton’s push system to store received push 

messages on Houghton’s push server. §§VI.H.4.d-VI.H.4.e (([1c1-c2]/[15c1-c2]), 

VI.H.4.g-VI.H.4.h ([1d3-d4]/[15d2-d3]); §VI.H.3 (motivation); Traynor, ¶¶408-11; 

Houghton, 3, 7.  

Munson stores push messages in the push server’s memory/storage, including 

“Series Handler Unit 224” that “receives contents from application service providers” 

through “Content Receiver Unit 222” and uses a “series buffer…to keep the 

contents.” Munson, [0036]-[0037], Fig. 4. Munson’s Figure 3 shows a structure 

queuing messages in “Content Push Service” (220). Munson, [0035]-[0036]; 

Traynor, ¶413.  
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Munson, Fig. 3. 

Multiple “Content Sender[s] 300” include “Queuer 320” and “Push Queues 

330.” Munson, [0036], [0038], Figs. 3, 5. When pushing messages, Content Senders 

(300) check the “urgency level of contents,” “customer level,” and the “dequeue 

policy,” and each “client device” (Houghton-Munson’s mobile terminal) is assigned 

a Content Sender (300). Id.; Traynor, ¶414. 

Munson’s Figure 5 illustrates a structure for queuing messages in Content 

Sender (300). Traynor, ¶414. 
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Munson, Fig. 5. 

POSITAs would have found it obvious to implement computer memory and 

programming to deliver messages from memory, consistent with Munson, including 

upon occurrence of certain trigger events. §VI.H.3; Traynor, ¶415. Thus, in the 

Houghton-Munson push server, received network-elements messages are stored in 

the buffer and associated components. Id. 

Accordingly, Houghton-Munson teaches a content push service storing 

messages in push server (message buffer system), including a Series Handler Unit 

(memory) and logic (addressed below), the memory to buffer application-specific 
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messages for which delivery is requested before transporting them to the client 

device (buffer[ing] content from the received network element messages for which 

delivery is requested to a given one of the wireless end-user devices). Traynor, 

¶¶407-17. 

g. 1[d3]/15[d2]  

Houghton-Munson teaches 1[d3]/15[d2]. Traynor, ¶¶418-30.  

Houghton’s “push message from the push server 401 may be triggered by any 

trigger event, local or remote, defined at the server,” and triggers can “include an 

alarm, notification, or measurement result received to the push server 401 from 

another device or system” (message-delivery triggers [in which] the receipt of a 

message is not a message delivery trigger). Houghton, 21, 14; Traynor, ¶¶419-421.  

POSITAs would have understood these triggers include an occurrence of an 

asynchronous event with time-critical messaging needs, which includes a user 

request for message delivery or occurrence of a transaction, consistent with 

the ’192Pat, 38:50-63. §VI.A.2.g (Ground 1A, 1[d3]/15[d2]); Traynor, ¶¶422-23. 

Houghton’s trigger event can be an alarm or notification received from another 

device (as described above). Traynor, ¶¶420, 423. Message delivery can be adjusted 

based on whether the message to be delivered is time-critical or “non-time-critical.” 

Houghton, 23-24; Traynor, ¶424.  
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Houghton’s push client also sends a message based on a user request to push 

server, requesting message delivery. Traynor, ¶426. “IP push command messages” 

are triggered when the “push client makes the server aware of” “client-side events,” 

which trigger the push server to deliver messages intended for the terminal’s mobile 

application(s) 406. Houghton, 14, 21; Traynor, ¶426. “[C]lient-side events” include 

creating “photographs,” “video audio or other media,” “video game actions or 

events,” “messaging actions” and “remote application user or application server 

event, remote user action.” Houghton, 14, cl.22.  

Munson likewise teaches a push system provides “asynchronous content 

push (i.e., pushing a content) to clients on diverse wireless networks” “according to 

a schedule of time or event” such as coordinating pushes “for a system maintenance 

purpose during off-peak hours,” thus teaching a message delivery trigger can be an 

asynchronous event with time-critical needs. Munson, [0040], [0044]; Traynor, ¶425. 

Houghton-Munson teaches this limitation because Houghton contemplates 

configuring the system for “any trigger event,” including those described in Munson 

as additional example triggers in a similar networking system. Houghton, 21; 

Traynor, ¶425. 

POSITAs would have found it obvious, in view of Houghton/Houghton-

Munson, to adjust message delivery based on message time criticality and therefore, 
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adjust message delivery and the associated trigger on an asynchronous basis. 

Traynor, ¶424. 

Houghton-Munson teaches a buffer with logic to determine when a trigger has 

occurred—including triggers that are not message receipt—including asynchronous 

content push. Traynor, ¶¶418-30. 

h. 1[d4]/15[d3]  

Houghton-Munson teaches 1[d4]/15[d3]. Traynor, ¶¶431-35. 

Houghton’s push server uses a stack of secure protocols for connections 

between push server/push client (transport-services stack; §VI.H.4.b (1[a]/15[a])) to 

establish a connection between mobile terminals and push server (respective secure-

message links; §VI.H.4.b (1[a]/15[a]). §VI.H.4.c (1[b]/15[b]); Traynor, ¶432. 

Houghton-Munson stores/buffers received push messages in push server’s memory, 

(§VI.H.4.f ([1d1-d2]/[15d1]); Traynor, ¶432), and push server includes logic to 

deliver stored push messages (and associated data/content) to push client upon the 

occurrence of one or more message delivery triggers (§VI.H.4.g (1[d3]/15[d2]); 

Traynor, ¶433).  

In Houghton, “intelligence” “route[s] messages received on behalf of the 

wireless terminal to and from the server.” Houghton, 14. Such message delivery 

happens using the secure-message link established/maintained between the push 

server and the terminal’s push client. Houghton, cl. 1 (“push server sends, in 
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response to predetermined trigger events,” application data to “a push application” 

using a “client-initiated” permanent connection); Traynor, ¶434. Upon applying 

Munson’s teachings regarding a memory/buffer (§VI.H.4.f ([1d1-d2]/[15d1])), 

POSITAs would have appreciated Munson’s content senders operate similarly to 

Houghton’s routing to transmit messages from the buffer to the client device. 

§VI.H.3 (motivation); Munson, [0036]-[0037]; Traynor, ¶432.  

Accordingly, Houghton-Munson teaches push server (message link server) 

includes intelligence (logic) to determin[e] that one of the message delivery triggers 

has occurred, and in that event send the buffered content (supply[] one or more 

messages comprising the buffered content) to the stack of secure protocols (transport 

services stack) for delivery on the secure message link maintained between the stack 

of secure protocols and the push client (device-link agent) on the client device (the 

given one of the wireless end-user devices). Traynor, ¶¶431-35. 

5. Claim 5  

a. 5[a]-5[b]  

Houghton-Munson teaches 5[a]-5[b]. Traynor, ¶¶436-40. 

Houghton’s push client (405) “accept[s] data D” from multiple mobile 

applications (406) and directs such data to push server (401), for transmission to 

“other servers, mobile terminals, push clients and computing devices.” Houghton, 

21; Traynor, ¶438. The “messages received on behalf of the wireless terminal” may 
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be routed “to and from the server.” Houghton, 14. The message’s “data packet” can 

include “information specifying which mobile application 406 from a plurality of 

such applications” to which it will be directed. Id., 21.  

Because Houghton’s push server uses a stack of secure protocols (transport-

services stack; §VI.H.4.b (1[a]/15[a])) for connections between push server and push 

client and may encrypt those connections (respective secure-message links; 

§VI.H.4.b (1[a]/15[a])), POSITAs would have understood/found obvious those 

protocol-based connections receive messages on push server, including data (upload 

messages) forwarded by the push client(s) (respective device-link agents) from some 

of applications 805 (device software components). Traynor, ¶¶439-40. 

POSITAs would have understood/found obvious each such message 

identif[ies], e.g., the application server (network element) to which the application 

issuing the message (device respective software component) requested delivery. 

Traynor, ¶¶400, 447 (citing Lee, [0011], [0022], cl.1). 

b. 5[c]12  

Houghton-Munson teaches 5[c]. Traynor, ¶¶441-443. 

Houghton’s push server (network-server system) includes interfaces 

facilitating communications between applications/application servers, push servers, 

 
12 See n.9; Traynor, ¶442 n.7. 
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and push clients to deliver messages and associated data to one or more application 

servers. §VI.H.5.a ([5a-b]); Traynor, ¶441. Moreover, the push server uses an API/IP 

connection for communications between the push server and the application server 

(the network server system using the interface to a network), and POSITAs would 

have understood this interface/network connection would have been used for 

communicating upload messages to the application server(s) from the push server 

(to deliver content from the upload messages to the respective identified network 

elements). §VI.H.5.a ([5a-b]); Traynor, ¶442. 

6. Claim 6  

Houghton-Munson teaches claim 6. Traynor, ¶¶444-49. 

Houghton’s push messages are received by push server’s stack of secure 

protocols from different network elements such as application server or other push 

clients resident on a respective mobile terminal, and each message intended for an 

application executing on one of the mobile terminals includes data and the intended 

application’s corresponding identification. §§VI.H.4.c (1[b]/15[b]), VI.H.4.e 

(1[c2]/15[c2]); Traynor, ¶¶400, 446 (citing Lee, [0013], [0022]-[0023], cl.1).  

POSITAs would have recognized/found obvious messages received from 

push server are directed to multiple applications on the mobile terminal (multiple 

identifier/data pairs) because Houghton discloses various “actions” occuring across 

applications when receiving a push message. Houghton, 21; Traynor, ¶¶400, 447 
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(citing Lee, [0022]-[0023]). The message’s “data packet” may include “information 

specifying which mobile application 406 from a plurality of such applications” it 

will be directed to. Houghton, 21. In some cases, “packaging of mobile applications 

involves combining multiple applications delivered in a single bundle” (e.g., a 

“bundle”/“suite” of applications receive messages packaged together in a message 

containing multiple identifier/data pairs). Houghton, 12; Traynor, ¶447.  

7. Claim 7  

Houghton-Munson teaches claim 7. Traynor, ¶¶450-53. 

Houghton’s terminal includes “software” that “initiates and maintains contact 

with the server using Internet technologies” and this “mobile-initiated permanent IP 

connection allows the server to…push messages…to the mobile terminal.” 

Houghton, 11, claim 1; Traynor, ¶450. Moreover, Houghton uses SSL for secure 

messaging between push client and push server, and it was well-known for SSL 

communications to be client device-initiated. §VI.H.4.b (1[a]/15[a]), Traynor, ¶451 

(citing Lu, 29:31-30:24). 

Accordingly, Houghton-Munson teaches the mobile terminal’s software (the 

device messaging agent on at least one of the wireless end-user devices) initiates 

contact with the push server’s TCP/IP transport protocols with SSL using the 

Internet (initiates the respective secure Internet data-message link to the transport-

services stack). Traynor, ¶¶450-53.  

Case 7:25-cv-00286-ADA     Document 35-2     Filed 12/23/25     Page 85 of 104

104



U.S. Patent 9,615,192 
IPR2026-00088 

 

- 72 - 

8. Claim 9  

Houghton-Munson teaches claim 9. Traynor, ¶¶454-58. 

Houghton contemplates multiple message-delivery triggers (Houghton, 14, 

21), and discloses a “periodic message” (sent upon “expiration of a timer”) so that 

devices in the communication path (push client at mobile terminal and push server) 

“do not time expire the connection,” suggesting periodic messages in Houghton 

recur regularly. Id., 19, 26. “[P]eriodic message timings” can be “measured in 

seconds, minutes or hours,” “longer or shorter…to match the combined needs of all 

such network devices and protocols,” and “adjusted based on the success or failure 

of earlier messages,” also suggesting these messages recur at regular intervals. Id., 

19, 20-26; Traynor, ¶¶455-56. 

Munson teaches “content can be pushed according to a schedule of time or 

event” (message-delivery trigger), and provides an example where a “group push” 

is performed “during off-peak hours” for system maintenance, which POSITAs 

would have understood/found obvious would be triggered by the expiration of a 

regularly-repeating timer. Munson, [0044]; Traynor, ¶456; §VI.H.4.g (1[d3]/15[d2]).  

POSITAs would have been motivated and would have had a reasonable 

expectation of success in implementing Munson’s use of a regularly-repeating timer 

to cause attempted message delivery in Houghton. Traynor, ¶457. POSITAs would 

have been motivated to use such a periodic timer as a message delivery trigger to 
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enable more efficient use of network resources, avoid repeated message requests, 

and attempt delivery according to a desired schedule (one of the message delivery 

triggers is the expiration of a periodic timer). Id. 

9. Claim 10  

Houghton-Munson teaches claim 10. Traynor, ¶¶459-62. 

Houghton’s push client sends a “periodic message” so the connection does 

not expire. §VI.H.8 (cl. 9); Houghton, 19-20, 26. POSITAs would have understood 

the period of sending this message sets the maximum data message interval beyond 

which the secure message link is taken down because if push server does not receive 

a message at the end of the period, the connection expires. Traynor, ¶460.  

POSITAs would have understood/found obvious the period of the regularly-

repeating timer for triggering message delivery in Houghton-Munson (see §VI.H.8 

(cl. 9)) would be some degree shorter (fractionally shorter) than this maximum data 

message interval beyond which the secure message link is taken down. Traynor, ¶461. 

If the trigger were set to a longer period, the connection would terminate before the 

message could be sent, thus requiring establishing a new connection. Id.  

10. Claims 11-12  

Houghton-Munson teaches claims 11-12. Traynor, ¶¶463-68. 

In Houghton, “client-side events” result in “pushing application commands to 

a mobile terminal.” Houghton, 14, 16, 21, Fig. 4; Traynor, ¶464. Trigger events 
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include “messaging actions” or a “notification.” Houghton, 14, 21. Houghton’s 

“client” notifies the “server” of a “terminal event” triggering a “return message.” Id., 

20-21. “If a push message is received, the client 405 executes the corresponding 

function, such as launch or pass commands and data [to] a mobile application.” Id., 

26.  

In Houghton, a connectionless protocol is used “when the client 405 notifies 

the server 401 of a[] terminal event, user interface event or application event,” and 

push server then “push[es] to the client 405 a service triggered by the event….The 

sending of such a return message is frequently time critical and the fastest available 

combination of techniques will be used.” Houghton, 20-21. For established IP 

connections, push client 405 “monitor[s] the local resources for a state change (a 

trigger event)” and if so, “send[s] a message to the server 401.” Houghton, 26; 

Traynor, ¶466. 

An example message trigger includes a periodic message so that devices in 

the communication path (push client at mobile terminal and push server) “do not 

time expire the connection,” which POSITAs would have recognized/found obvious 

as a heartbeat message generated by the given device-link agent. §VI.H.8 (cl.9); 

Houghton, 26; Traynor, ¶467; ’192Pat, 38:50-63. 

Accordingly, Houghton-Munson teaches a triggering event for message 

delivery that is a message from the client to push server, including a heartbeat 
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message (message delivery trigger is the receipt of a transmission on the respective 

secure message link from the device link agent, including a heartbeat message or a 

request received from the given device link agent). Traynor, ¶¶464-68. 

11. Claim 13  

Houghton-Munson teaches claim 13. Traynor, ¶¶469-70. 

Houghton’s “push server 701 is triggered by a trigger event…from an 

application server 702 to push an application command message to the push client 

704 and thereby initiate a mobile terminal client trigger event.” Houghton, 21-22, Fig. 

7. In other words, Houghton discloses/suggests a message-delivery trigger is the 

receipt of an application-command message (particular network-element message) 

from an application server (network element). Traynor, ¶469. 

I. Ground 2B: Houghton-Munson-TS-23.140 (Claims 1, 5-7, 9-13, 
15) 

If Houghton-Munson does not render obvious claims 1, 5-7, 9-13, 15—and 

specifically that applications must register/be authorized or received message 

includes an application identifier—it would have been obvious to combine 

Houghton-Munson with TS-23.140. Traynor, ¶471.  

TS-23.140 teaches: (1) applications must register before being granted access 

to the MMS network (TS-23.140, 54-55); and (2) once registered, application-
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specific messages include an “application identifier of the destination application,” 

(id., 55). Traynor, ¶472.  

POSITAs would have been motivated to incorporate an application-

registration process into Houghton-Munson’s system to ensure the application is 

properly configured to transmit messages compatible with the network. TS-23.140, 

54; Traynor, ¶473. POSITAs would have had a reasonable expectation of success in 

doing so because it merely involved negotiated signaling between the registering 

application and existing messaging-network element (e.g., Houghton-Munson’s 

push client) and TS-23.140 leaves the specific registration process implementation 

to those in the art to customize. TS-23.140, 54; Traynor, ¶473. 

Upon registering, POSITAs would have been further motivated to include 

application identifiers in application messages sent through Houghton-Munson’s 

system, like TS-23.140, to ensure those messages are directed to the intended 

application or identify an application to another network element. Traynor, ¶474. 

POSITAs would have had a reasonable expectation of success in doing so because 

both TS-23.140 and Houghton envision directing messages to specific applications, 

and the combination merely involves incorporating an express “application identifier” 

into the message. Id.  
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If reliance on TS-23.140 is necessary, the combination also teaches all other 

Challenged Claims as set forth in Grounds 2A/2C-G for the reasons stated therein. 

Traynor, ¶475. 

J. Ground 2C: Houghton-Munson-Shen (Claims 2, 3, 12)  

1. Claim 2  

Houghton-Munson-Shen teaches claim 2. Traynor, ¶¶476-87. 

Houghton supplies messages through secure push-server protocols (e.g., 

SSL/HTTPS) (transport-services stack) for delivery over a secure connection 

(secure-message link) between push server (message-link server) and a mobile 

terminal’s push client (device-link agent on a wireless end-user device). §§VI.H.4.b 

(1[a]/15[a]), VI.H.4.h (1[d4]/15[d3]); Traynor, ¶477. Although Houghton-Munson 

teaches encrypting the connection, it does not explicitly disclose encrypting the 

messages. Id. 

Shen recognizes failing to encrypt store-and-forward messages like those in 

Houghton-Munson presents a security vulnerability, and teaches an 

authentication/key-management module (encryption function to encrypt one or more 

messages) for “encrypting MMS messages.” §VI.B.1 (Shen); Shen, [0004], [0029]-

[0034], [0059], Fig. 5; Traynor, ¶¶478-83, 486. Shen’s messages can be “encode[d] 

and decode[d] to protect the privacy of these messages.” Shen, [0054]; Traynor, 

¶111. 
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POSITAs would have been motivated to modify Houghton-Munson to 

incorporate Shen’s message-encryption/decryption scheme with a reasonable 

expectation of success for the same reasons described regarding TS-23.140-Shen. 

§VI.B.2. (Ground 1B, cl.2); Traynor, ¶¶483-486. 

Houghton-Munson and Shen describe similar messaging environments and 

communications between push servers and push clients, such that POSITAs would 

have found straightforward to modify Houghton-Munson’s push server to 

implement Shen’s security modules. Traynor, ¶484. 

Accordingly, Houghton-Munson-Shen teaches providing an encrypt function 

to encrypt messages supplied to the TCP/IP transport protocols with SSL 

implemented by push server (transport-services stack) for delivery over a secure 

connection (secure-message link) between push server (message-link server) and a 

mobile terminal’s push client (device-link agent on a wireless end-user device). 

Traynor, ¶¶476-87. 

2. Claim 3  

Houghton-Munson-Shen teaches claim 3. Traynor, ¶¶488-90. 

Houghton-Munson-Shen teaches encrypting messages and transporting the 

encrypted messages to a particular push client (device-link agent) on a mobile 

terminal (wireless end-user device). §VI.J.1 (cl. 2); Traynor, ¶489. POSITAs would 

have further understood based on Houghton that the encrypted messages would be 
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transported by push server using TCP/IP transport protocols with SSL/HTTPS 

encryption (encryption on the transport services stack). §VI.H.4.b (1[a]/15[a]); 

Houghton, cl. 10; Traynor, ¶489.  

3. Claim 12  

Houghton-Munson-Shen teaches claim 12. Traynor, ¶¶491-95.  

Houghton-Munson-Shen teaches a heartbeat message as a trigger. Traynor, 

¶491. Houghton uses a “periodic message” as a message-delivery trigger to keep a 

connection alive (see §VI.H.8 (cl.9)), and monitors for when client (405) has become 

disconnected (Houghton, 19-20, 26-27; Traynor, ¶492).  

If Houghton’s “periodic message” is not found to be a heartbeat, POSITAs 

would have been motivated to implement Houghton’s “periodic message” as a 

heartbeat in view of Shen. Traynor, ¶493. Shen’s heartbeat was one well-known 

way to determine whether push client has become “reachable”—i.e., the device 

pings the server at intervals to indicate reachability/availability. Shen, [0033]-[0034]; 

Traynor, ¶493. POSITA’s would have understood a heartbeat provides a low-

bandwidth and reliable mechanism for triggering message delivery. Traynor, ¶493 

(citing Ex-1043, [0062]).  

Implementing Shen’s heartbeat message would have been a simple 

substitution of prior art elements (Houghton’s periodic message for Shen’s heartbeat 

message) to yield a predictable result (signaling maintenance of a connection and 
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triggering message delivery). Traynor, ¶494. POSITAs would have had a reasonable 

expectation of success doing so because Houghton and Shen already provide for 

similar signaling. Shen, [0034]; Traynor, ¶494. 

Accordingly, Houghton-Munson-Shen teaches a message-delivery trigger 

comprising the transmission of a heartbeat message like Shen’s, generated by push 

client (device-link agent). Traynor, ¶¶491-95. 

K. Ground 2D: Houghton-Munson-Ellison (Claim 4)  

Houghton-Munson-Ellison teaches claim 4. Traynor, ¶¶496-512. 

Houghton-Munson teaches push client (device-link agent) and other 

applications executing on a mobile terminal (one of the devices) (Houghton, 16, 21, 

Fig. 4), but does not explicitly teach implementing push client in a secure 

environment. Traynor, ¶497. 

Ellison implements software in a secure environment to protect it from 

potential attacks. §VI.C (Ground 1C); Traynor, ¶¶498-500.  

POSITAs would have been motivated to combine Houghton-Munson with 

Ellison with a reasonable expectation of success to incorporate Ellison’s hierarchical, 

nub-based normal and isolated execution environments to provide enhanced security 

for the push server for the same reasons described regarding TS-23.140-Ellison. 

§VI.C; Traynor, ¶¶501-06. 
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POSITAs would have had a reasonable expectation of success in making this 

combination because (1) Houghton contemplates security mechanisms to secure its 

messaging systems, including messaging around application data; (2) Ellison’s 

techniques would have readily been implemented in “computer system[s]” similar 

to Houghton-Munson’s network; and (3) it was well-known to use protection 

rings/tiers in computing environments (per Ellison). Ellison, 2:46-3:31, Fig. 1A; 

Traynor, ¶¶506-11 (citing Ex-1033). 

Accordingly, Houghton-Munson-Ellison teaches providing for a push client 

(device-link agent) to execute in an “isolated” execution environment (secure-

execution environment) like Ellison’s, while any applications utilizing messages 

through push client (software components) execute in either a separate “isolated” 

environment or “normal” execution environment (outside of the secure-execution 

environment). Traynor, ¶¶496-512. 

L. Ground 2E: Houghton-Munson-Rakic (Claim 8)  

Houghton-Munson-Rakic teaches claim 8. Traynor, ¶¶513-25. 

Houghton’s push clients operate on mobile terminals (wireless end-user 

devices) to receive messages over a secure connection (secure-message link) via a 

push-server (message-link server), including to/from various applications. Houghton, 

19-21; §§VI.H.4.c (1[b]/15[b]), VI.H.4.e (1[c2]/15[c2]); Traynor, ¶514. Houghton-

Munson does not explicitly provide a mechanism to verify the sender’s identity or 
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that the destination application is the intended recipient, thus leaving the push client 

exposed to potential attacks. Traynor, ¶515.  

Rakic recognized the risk of unverified transmissions, and proposed the use 

of electronic signatures to verify the parties to the transmission. §VI.D (Ground 1D). 

Traynor, ¶¶516-17.  

POSITAs would have been motivated to implement a secure-push-message 

server and signature generation like Rakic within Houghton’s push server with a 

reasonable expectation of success for the same reasons described regarding TS-

23.140-Rakic. §VI.D; Traynor, ¶¶518-20.  

POSITAs would have had a reasonable expectation of success in making this 

combination because Houghton and Rakic contemplate similar messaging 

architectures/systems, and POSITAs would have found it straightforward to 

implement Rakic’s teachings within Houghton’s push server. Id. Additionally, the 

resulting system’s elements would perform functions performed prior to 

combination—Houghton’s push server would communicate messages to push 

clients and other network elements, and Rakic’s teachings (in combination) would 

provide secure signatures (with messages) to the receiving device(s). Traynor, 

¶¶521-22. 

Accordingly, Houghton-Munson-Rakic teaches a secure-push-message server 

(secure server) and electronic signatures (secure authorization signatures) to 
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indicate to a device executing Houghton’s push client (wireless end-user device) that 

an authorized/registered application (authorized software component) is allowed to 

receive messages over the secure connection (secure-message link) via Houghton’s 

push server (message-link server). Traynor, ¶¶513-25. 

M. Ground 2F: Houghton-Munson-Adamczyk (Claims 9-10) 

1. Claim 9 

Houghton-Munson-Adamcyzk teaches claim 9. Traynor, ¶¶526-31.  

Adamczyk discloses a message-transmission system. Adamczyk, Abstract, 

[0007]-[0009]. Adamczyk’s notification servers (like Houghton-Munson’s push 

server) can be “configured to send [] notification messages to the recipients on 

demand, at a specific future time, and/or on a periodic schedule” including based on 

user preferences. Adamczyk, [0010], [0022], cl. 4; Traynor, ¶527.  

POSITAs would have found it obvious to supplement Houghton-Munson’s 

triggers (§VI.H.4.g (1[d3]/15[d2])) with Adamcyzk’s additional trigger types. 

Traynor ¶528. POSITAs would have been motivated to provide users the option to 

schedule delivery of messages—including on a “periodic schedule,” as Adamczyk 

teaches, sufficient to control when messages are pushed to their devices (one of the 

message delivery triggers is the expiration of a periodic timer). Id. POSITAs would 

have been motivated to do so with a reasonable expectation of success for the same 

reasons described regarding TS-23.140-Adamcyzk. §VI.E; Traynor, ¶¶529-30.  
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POSITAs would have had a reasonable expectation of success doing so 

because Houghton-Munson already taught timers to control message delivery and 

periodic messaging. Traynor, ¶531. To configure push server to push messages at 

periodic intervals, the combination would merely require configuring push server to 

hold received messages in the buffer until expiry of a recurring timer before pushing 

messages received during the time interval at once. Id.   

2. Claim 10 

Houghton-Munson-Adamcyzk teaches claim 10. Traynor, ¶532.  

POSITAs would have understood/found obvious that the period of the 

periodic timer trigger in Adamcyzk (§VI.M.1 (cl. 9, Ground 2F)) would be 

fractionally shorter than the period for sending the “periodic message” that prevents 

connection expiration in Houghton-Munson—i.e., the period that sets the maximum 

data message interval beyond which the secure message link is taken down—for the 

same reasons described regarding Houghton-Munson. §VI.H.9 (cl.10, Ground 2A); 

Traynor, ¶532. 

N. Ground 2G: Houghton-Munson-Gellens (Claim 14)  

Houghton-Munson-Gellens teaches claim 14. Traynor, ¶¶533-38. 

Houghton-Munson uses triggers (message-delivery triggers) to control when 

messages are delivered to a push client. §VI.H.4.g (1[d3]/15[d2]). Traynor, ¶534. 
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Houghton-Munson does not explicitly teach triggering message delivery based on 

an amount of data consumed by the user terminal. Id. 

Gellens, however, recognized a need to prioritize which applications may 

initiate connections between a server and client, and trigger delivery of low-priority 

messages only after a high-priority application initiates a connection and transmits 

its message. §VI.G (Ground 1G). Traynor, ¶¶535-36. 

For the same reasons described regarding TS-23.140-Gellens, POSITAs 

would have been motivated to combine Houghton-Munson and Gellens with a 

reasonable expectation of success to trigger transmission of low-priority application 

messages only after a high-priority application opens a connection and is consuming 

data to transmit its message (one of the message delivery triggers is based on an 

amount of wireless network data usage consumed by the given one of the wireless 

end-user devices). §VI.G; Traynor, ¶¶537-38. 

POSITAs would have had a reasonable expectation of success in making this 

combination because it merely involves configuring the applications Houghton-

Munson already envisions being incorporated into the message network to be 

assigned priorities, and control what priorities are required to establish a connection 

between the push server and push client. Traynor, ¶¶533-38.  

VII. CONCLUSION 

IPR of the Challenged Claims is respectfully requested. 

Case 7:25-cv-00286-ADA     Document 35-2     Filed 12/23/25     Page 99 of 104

118



U.S. Patent 9,615,192 
IPR2026-00088 

 

- 86 - 

VIII. MANDATORY NOTICES 

A. Real Party in Interest 

Petitioners are the real parties-in-interest, along with Amazon.com, Inc. and 

Apple Inc. 37 C.F.R. § 42.8(b)(1). 

B. Related Matters 

To the best of Petitioners’ knowledge, the ’192Pat has been involved in the 

following matters: 

 Headwater Research LLC v. Amazon.com Services LLC et al., No. 7-25-cv-

00286 (WDTX). 

 Headwater Research LLC v. Walmart Inc., No. 2-25-cv-00961 (EDTX). 

 Headwater Research LLC v. Uber Techs., Inc. et al., No. 2-25-cv-00962 

(EDTX). 

 Headwater Research LLC v. Target Corp., No. 2-25-cv-00963 (EDTX). 

 Headwater Research LLC v. Supercell Oy, No. 2-25-cv-00964 (EDTX). 

 Headwater Research LLC v. Tencent Holdings Ltd., No. 2-25-cv-00965 

(EDTX). 

 Headwater Research LLC v. Apple Inc., No. 7-25-cv-00371 (WDTX). 

 Headwater Research LLC v. Google LLC, No. 7-25-cv-00231 (WDTX). 

 Samsung Elecs., Ltd. v. Headwater Research LLC, IPR2024-00010 (PTAB). 
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 Headwater Research LLC v. Samsung Elecs. Co. et al., No. 2-23-cv-00103 

(EDTX). 

C. Notice of Counsel and Service Information 

LEAD COUNSEL 

Jessica Kaiser (Reg. No. 58,937)  
kaiser-ptab@perkinscoie.com 
PERKINS COIE LLP  
1900 Sixteenth Street, Suite 1400 
Denver, CO 80202-5255 
Telephone: (303) 291-2300 

BACK-UP COUNSEL 

Christopher Marando (Reg. No. 67,898) 
Marando-ptab@perkinscoie.com 
PERKINS COIE LLP 
700 Thirteenth Street N.W. 
Suite 800 
Washington, DC 20005-3960 
Phone: (202) 654-6200 
 
Thomas Millikan (Reg. No. 72,316) 
Millikan-ptab@perkinscoie.com 
PERKINS COIE LLP 
11452 El Camino Real 
Suite 300 
San Diego, CA 92130-2080 
Phone: (858) 720-5723 
 
Matthew A. Lembo (Reg. No. 75,633) 
Lembo-ptab@perkinscoie.com 
PERKINS COIE LLP 
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1155 Avenue of the Americas 22nd Floor 
New York, NY 10036-2711 
Phone: (332) 238-2757 

 
Petitioner consents to electronic service. All services and communications to 

the attorneys listed above may be sent to:  

Amazon-Headwater-IPR@perkinscoie.com 

D. Power of Attorney 

A power of attorney is filed herewith according to 37 C.F.R. §42.10(b). 

 
 
 
 
 
 
 
 
 
 
 
Date:  November 10, 2025 

Respectfully submitted, 

/ Jessica Kaiser / 
 
Jessica Kaiser 
Reg. No. 58,937 
Attorney for Petitioner 
 
PERKINS COIE LLP 
1900 Sixteenth Street, Suite 1400 
Denver, CO 80202-5255 
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CERTIFICATE OF WORD COUNT UNDER 37 CFR §42.24(D) 

Pursuant to 37 C.F.R. §42.24(a), Petitioner hereby certifies that portions of 

the above-captioned Petition for inter partes review of U.S. Patent No. 9,615,192, 

in accordance with and reliance on the word count provided by the word-processing 

system used to prepare this Petition, that the number of words in this paper is 13,099.  

Pursuant to 37 C.F.R. §42.24(a), this word count is in compliance and excludes the 

table of contents, table of authorities, mandatory notices under §42.8, certificate of 

service, certificate of word count, appendix of exhibits, and any claim listing.  This 

word count was prepared using Microsoft Word.  

  
 
 
 
 
 
 
 
 
 
 
 
 
Date:  November 10, 2025 

Respectfully submitted, 

/ Jessica Kaiser / 
 
Jessica Kaiser 
Reg. No. 58,937 
Attorney for Petitioner 
 
 

PERKINS COIE LLP 
1900 Sixteenth Street, Suite 1400 
Denver, CO 80202-5255 
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CERTIFICATE OF SERVICE 

The undersigned hereby certifies that true copies of the Petition for inter 

partes review of U.S. Patent No. 9,615,192 and supporting materials (Exhibits and 

Power of Attorney) were served via overnight delivery on the Patent Owner at the 

correspondence address of record as listed on PAIR: 

Headwater Research LLC 
C/O Farjami & Farjami LLP 

26522 La Alameda Ave., Suite 360 
Mission Viejo, CA 92691 

 
A courtesy copy was also sent via electronic mail to Patent Owner’s litigation 

counsel listed below:  

Brian D. Ledahl - bledahl@raklaw.com 
Dale Chang - dale.chang@lw.com 

James N. Pickens - jpickens@raklaw.com 
James S. Tsuei - jtsuei@raklaw.com 

Jason M Wietholter - jwietholter@raklaw.com 
Kristopher R. Davis - kdavis@raklaw.com 
Paul A. Kroeger - pkroeger@raklaw.com 

Qi (Peter) Tong - ptong@raklaw.com 
Reza Mirzaie - rmirzaie@raklaw.com 

Marc A. Fenster - mafenster@raklaw.com 
 
 
 
 
 
 
 
 
Date: November 10, 2025 

Respectfully submitted, 

/ Jessica Kaiser / 
 

Jessica Kaiser 
Reg. No. 58,937 
Attorney for Petitioner 
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No. Exhibit 

1049 U.S. Patent No. 9,615,192 to Raleigh (“’192 patent” or 
“’192Pat”) 
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LISTING OF CHALLENGED CLAIMS 
 

Claim Limitation 

Claim 1 

1[pre] A networked system comprising:  

1[a] i) a network server system including  

1[b1] 
a link interface to maintain a respective secure Internet data 
message link between the link interface and a respective device 
link agent on each of a plurality of wireless end-user devices,  

1[b2] 
each of the wireless end-user devices comprising multiple 
software components authorized to receive messages via the 
device link agent on that device; 

1[c1] 
a network interface to receive messages from a plurality of 
network elements, for delivery to respective ones of the software 
components identified in the messages,  

1[c2] 
each network element authorized to send messages via the link 
interface to one or more of the software components on one or 
more of the wireless end-user devices; and 

1[d1] a message buffer system including a memory and logic, 

1[d2] 
the memory to buffer content from the received network element 
messages for which delivery is requested to any of the wireless 
end-user devices, 

1[d3] 

the logic to determine when one of a plurality of message delivery 
triggers for a given one of the wireless end-user devices has 
occurred, wherein for at least some of the received network 
element messages, the receipt of such a message by the message 
buffer system is not a message delivery trigger, and for at least 
one of the message delivery triggers, the trigger is an occurrence 
of an asynchronous event with time-critical messaging needs, and 
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Claim Limitation 

1[d4] 

upon determining that one of the message delivery triggers has 
occurred for the given one of the wireless end-user devices, the 
logic further to supply one or more messages comprising the 
buffered content to the transport services stack for delivery on the 
secure message link maintained between the transport services 
stack and a device link agent on the given one of the wireless end-
user devices; and 

1[e1] 
(ii) the device link agents on the respective wireless end-user 
devices, each of the device link agents configured to 

1[e2] 
maintain the respective secure Internet data message link over a 
wireless network to the link interface, 

1[e3] 

receive secure Internet data messages from the network server 
system over the respective secure Internet data message link, 
including messages collected from multiple ones of the network 
elements and messages corresponding to multiple ones of the 
software components authorized to receive messages via the 
device link agent on that respective device, wherein at least a first 
subset of the secure Internet data messages contain both a unique 
identifier for a corresponding one of the software agents and data 
to be consumed by that software component, the data supplied 
from a respective network element corresponding to that software 
component, and 

1[e4] 

for software components that are authorized to access messages 
received via the device link agent, cause messages with a unique 
identifier corresponding to a given one of those software 
applications to be securely delivered to a software process 
corresponding to the given software component. 

Claim 2 

2 
The networked system of claim 1, the message buffer system 
logic to determine, for each of the wireless end-user devices, 
when one of a plurality of message delivery triggers has occurred, 
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Claim Limitation 

at least one of the triggers for each given device specific to one or 
more states of that given device. 

Claim 3 

3 
The networked system of claim 1, wherein one of the message 
delivery triggers is the expiration of a periodic timer. 

Claim 4 

4 

The networked system of claim 3, wherein the period of the timer 
is fractionally shorter than a maximum data message interval 
beyond which the Internet data message link to the given device 
is taken down. 

Claim 5 

5 

The networked system of claim 1, wherein one of the message 
delivery triggers is the receipt of a transmission on the respective 
secure Internet data message link from the device link agent of 
the given one of the wireless end-user devices, or a response 
generated to a transmission received from that device link agent. 

Claim 6 

6 

The networked system of claim 1, wherein one of the message 
delivery triggers is a heartbeat message generated by the given 
device link agent, or a request received from the given device link 
agent. 

Claim 7 

7 
The networked system of claim 1, wherein one of the message 
delivery triggers is the receipt of a particular message from one of 
the network elements. 

Claim 8 

8 The networked system of claim 1, further comprising a secure 
server to store a secure authorization list, the secure authorization 
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Claim Limitation 

list indicating the authorized software components and the 
authorized network elements that are allowed to communicate 
using the network server system. 

Claim 9 

9 

The networked system of claim 8, further comprising the 
respective device link agent on each wireless end-user device 
receiving access authorization information from the secure server, 
the access authorization indicating, respectively for each wireless 
end-user device, the software components authorized to receive 
messages via the device link agent on that device. 

Claim 10 

10 

The networked system of claim 1, wherein a second subset of the 
secure Internet data messages contain a user message from a 
network element, the user message intended for display on a user 
interface of a given one of the wireless end-user devices. 

Claim 11 

11 

The networked system of claim 1, wherein one of the software 
components on a given one of the wireless end-user devices is a 
policy control agent, and the data to be consumed by the policy 
control agent comprises service settings and/or configuration 
information for the given device. 

Claim 12 

12 

The networked system of claim 1, the link interface to encrypt 
messages identified for delivery to each given one of the wireless 
end-user devices to create secure Internet data messages, the 
device link agent on each given device further configured to 
decrypt the received secure Internet data messages for that device 
prior to delivering those messages to a respective software 
process. 
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Claim Limitation 

Claim 13 

13 

The networked system of claim 12, wherein the encrypted 
messages are transported to the device link agent using one or 
more of encryption on a transport services stack, IP (Internet 
Protocol) layer encryption, and tunneling. 

Claim 14 

14 

The networked system of claim 1, wherein the device link agent 
on a given device executes in a secure execution environment, 
and at least one of the software components on that device 
executes outside of the secure execution environment. 

Claim 15 

15[pre] The networked system of claim 1, 

15[a] 
wherein the device link agent on a given one of the devices is 
further configured to receive, from one or more of the software 
components on that device, upload messages, 

15[b] 
each of the upload messages identifying a corresponding one of 
the network elements to which the device respective software 
component has requested delivery, 

15[c] 

the device link agent on that device transmitting the upload 
messages to the network message server over the respective 
secure Internet data message link, for delivery by the network 
message server to the respective identified network elements. 

Claim 16 

16 

The networked system of claim 15, the device link agent on the 
given device further configured to buffer one or more of the 
upload messages for transmission to the network message server 
at a time selected by a heartbeat mechanism. 
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Claim Limitation 

Claim 17 

17  

The networked system of claim 1, at least a given one of the 
devices further comprising a secure interprocess communication 
service separately secured from the secure Internet data message 
link, the device link agent for the given device causing messages 
to be securely delivered to a software process by initiating 
delivery of each such message on the secure interprocess 
communication service. 

Claim 18 

18 
The networked system of claim 1, wherein at least one of the 
secure Internet data messages comprises multiple identifier/data 
pairs. 
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Amazon.com Services LLC and Amazon Web Services, Inc. (“Amazon” or 

“Petitioners”) petition for inter partes review (“IPR”) of claims 1-18 (“Challenged 

Claims”) of U.S. Patent 10,321,320 (“’320Pat”). 

I. IPR REQUIREMENTS 

A. Grounds for Standing  

Petitioners certify the ’320Pat is available for IPR, and Petitioners are not 

barred or estopped from requesting IPR on the grounds herein.   

B. Identification of Challenge 

1. Prior Art  

Petitioners’ grounds rely upon the prior art below based on an assumed 

priority date of January 28, 2009.1 The references are analogous to the ’320Pat and 

each other for being in the same field of endeavor (e.g., computer systems and/or 

networks) or reasonably pertinent to the problems faced by the inventor (e.g., 

computer messaging across a network and/or network/device security). Traynor, ¶99. 

 
1 Petitioners do not concede entitlement to this priority date. 
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Prior Art Date Basis2 

TS-23.140 (Ex-1004) 

Publicly 
available/accessible 

on/around April 
20053 

102(b) 

Houghton (Ex-1007) Published 7/27/2006 102(b) 

Munson (Ex-1017) Filed 3/21/2008 102(e) 

Shen (Ex-1014) Published 9/22/2005 102(b) 

Ellison (Ex-1019) Published 7/25/2006 102(b) 

Pazhyannur (Ex-1037) Published 10/2/2008 102(a)/(e) 

Herzog (Ex-1008) Filed 12/17/2007 102(e) 

Fok (Ex-1038) Published 9/4/2008 102(a)/(e) 

Adamczyk (Ex-1021) Published 7/3/2008 102(a)/(e) 

 

 
2 Citations are to the pre-AIA statute; if the post-AIA statute applies, the analysis 

would be identical. 

3 Ex-1016 (public availability/accessibility by April 4, 2005, and similar for Open 

Mobile Alliance (“OMA”) references).  
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2. Grounds for Challenge 

Ground  
(all §103) 

Claims Prior Art 

1A 1-3, 5-7, 10-11, 15, 18 TS-23.140 

1B 3 TS-23.140-Adamczyk 

1C 4 
TS-23.140-Herzog  

(with/without Adamczyk) 

1D 6, 12-13, 16 TS-23.140-Shen 

1E 8-9 TS-23.140-Pazhyannur 

1F 14 TS-23.140-Ellison 

1G 17 TS-23.140-Fok 

2A 1-7, 10-11, 15, 18 Houghton-Munson 

2B 1-7, 10-11, 15, 18 Houghton-Munson-TS-23.140 

2C 3-4 
Houghton-Munson-Adamczyk 

(with/without TS-23.140) 

2D 6, 12-13, 16 
Houghton-Munson-Shen  
(with/without TS-23.140) 

2E 8-9 
Houghton-Munson-

Pazhyannur 
(with/without TS-23.140) 

2F 14 
Houghton-Munson-Ellison 
(with/without TS-23.140) 

2G 17 
Houghton-Munson-Fok 

(with/without TS-23.140) 
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II. ’320 PATENT  

The ’320Pat’s “networked system” uses a “buffer” to store messages (like 

text/multimedia messages) from network elements and delivers the messages to end-

user devices when some triggering event occurs. ’320Pat, Abstract; Traynor, ¶¶49-

66, 91-98.  

To transmit messages to end-user devices, a secure link is established between 

the “networked system” (red) and a “device link agent” (blue) on the end-user’s 

device. ’320Pat, Abstract, 89:11-90:4; Traynor, ¶92. 

 

’320Pat, Fig. 24.4  

 
4 Color annotations added unless otherwise noted.  
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III. LEVEL OF ORDINARY SKILL IN THE ART  

Persons of ordinary skill in the art (“POSITAs”) relating to the ’320Pat’s 

subject matter as of January 28, 2009 would have had (1) at least a bachelor’s degree 

in computer science, electrical engineering, or a related field, and (2) 3-5 years of 

experience in services and application implementation in communication networks. 

Traynor, ¶¶47-48. Additional graduate education could substitute for professional 

experience, and vice versa. Id. 

IV. CLAIM CONSTRUCTION  

No express constructions are necessary in this IPR; Petitioners have applied 

the claim terms’ ordinary meanings as understood by POSITAs. 5  37 C.F.R. 

§42.100(b). If the ’320Pat specification/’320FH inform certain terms’ ordinary 

meanings, Petitioners address this in the grounds below. 

 
5 Petitioners reserve the right to respond to PO/Board constructions. Petitioners 

reserve §112/claim scope arguments.  
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V. THE CHALLENGED CLAIMS ARE UNPATENTABLE  

A. Ground 1A: TS-23.140 (Claims 1-3, 5-7, 10-11, 15, 18) 

1. TS-23.140 

TS-23.140 is a technical specification issued by the 3GPP standards body to 

standardize multimedia transmissions through a “Multimedia Messaging Service” 

(“MMS”). TS-23.140, Figs. 3, 10, 236; Traynor, ¶¶100-07.  

 

TS-23.140, Fig. 23. 

An “MMS Relay/Server” (“Relay/Server”) (light red) coordinates storage, 

notification, reporting, and handling of multimedia messages (“MM[s]”). Id., 21, 23-

24. To transmit messages, Relay/Server may coordinate between MMS User Agents 

 
6 Citations refer to publication page number. 
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(“User Agents”) on end-user devices (blue), out-of-network Relay/Servers (dark red), 

and Value Added Services (“VAS”) Applications (green). Id.  

MMS messages may include “data specific to applications between two MMS 

User Agents or an MMS User Agent and an MMS VAS Application (or vice versa).” 

Id., 54-55. 

2. Claim 1 

a. 1[pre]-1[a]  

TS-23.140 discloses/suggests 1[pre] (if limiting)/1[a]. Traynor, ¶¶539-47. 

TS-23.140’s network of servers, User Agents, databases, and applications 

(networked system 7 ) includes (i) Relay/Server (network server system), which 

facilitates message delivery over the networked system; and (ii) User Agents (device 

link agents) executing on user equipment (“UE”)/mobile devices. TS-23.140, 14, 17, 

19-20, 54-55; §§V.A.2.b-V.A.2.l (1[b1]-[e4]); Traynor, ¶¶540-47. 

 
7 Italics indicate claim language. 
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TS-23.140, Fig. 2. 

b. 1[b1] 

TS-23.140 discloses/suggests 1[b1]. Traynor, ¶¶548-61. 

TS-23.140’s Relay/Server establishes/maintains a link over an Internet 

network (yellow) with User Agents executing on each UE/mobile device. TS-23.140, 

17, 19-20; Traynor, ¶¶549-50; Ex-1010, Fig. 3. 
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TS-23.140, Fig. 2.  

In TS-23.140, (1) Relay/Server and User Agent utilize a link interface 

including MM1 Transfer Protocol to transmit messages over the Internet between 

Relay/Server and User Agents on UEs/mobile devices; and (2) MM1 Transfer 

Protocol includes transmission-control protocols (“TCP”) and transport-layer 

security (“TLS”), which secures/encrypts network communications within transport 

stacks. TS-23.140, 24-25, 41; Traynor, ¶¶551-59 (citing Shen, [0017]).  
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TS-23.140, Fig. 4. 

In TS-23.140, MM1 Transfer Protocol may implement the “Wireless 

Application Protocol” (“WAP”) defined by the Open Mobile Alliance (“OMA”) and 

incorporates OMA’s specifications. TS-23.140, 13, 162; Ex-1011.  

POSITAs would have known “a device implementing OMA MMS must 

have…WAP WSP stack or HTTP/TCP/IP stack.”8 Ex-1011, 11. Further, OMA has 

TLS protocols for “secure data transmission between the MMS Client and the MMS 

Proxy-Relay in…HTTP based protocol stacks for MMS implementation.” Ex-1010, 

22; Traynor, ¶¶555-58.  

 
8 Emphases added unless otherwise noted. 
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POSITAs would have understood/found obvious TS-23.140 discloses a link 

interface comprising MM1 Transfer Protocol with TCP/IP and TLS protocols. 

Traynor, ¶559. 

POSITAs would have also understood/found obvious that, in MMS 

environments, multiple User Agents communicate with Relay/Server and maintain 

respective TLS-based links between each User Agent and Relay/Server. Traynor, 

¶560 (citing Mostafa, 2-3, Figs. 1, 3; Munson, Fig. 1, [0007]-[0008]; Houghton, 23). 

Accordingly, TS-23.140 discloses/suggests Relay/Server (network server 

system) comprises MM1 Transfer Protocol with TCP/IP and TLS (link interface) to 

communicate with UEs/mobile devices. Traynor, ¶¶555-61. Further, TS-23.140 

discloses/suggests the link interface maintains a TLS-secured communication link 

over the Internet (maintain[s] a respective secure Internet data message link) 

between MM1 Transfer Protocol with TCP/IP and TLS on Relay/Server (link 

interface) and a User Agent (a respective device-link agent) on each of the 

UEs/mobile devices (on each of a plurality of wireless end-user devices). Traynor, 

¶¶548-61.  

c. 1[b2] 

TS-23.140 discloses/suggests 1[b2]. Traynor, ¶¶562-73. 
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TS-23.140’s MMS supports “transport data specific to applications” on 

UEs/mobile devices, and application-specific MMs may be transmitted over the 

network. TS-23.140, 15, 54-55.  

POSITAs would have understood/found obvious to include multiple 

applications to receive application-specific MMs via MMS on each UE/mobile 

device, which was common by 2009. TS-23.140, 54-55; Traynor, ¶563 (citing 

Mostafa, 2-4).  

In TS-23.140, each application “need[s] to register with the appropriate MMS 

User Agent or MMS VAS Application” so it is authorized to access MMs. TS-

23.140, 54-55, 30; Traynor, ¶¶563-68. Once registered, Relay/Server may deliver 

application-specific MMs using protocols including TLS to the registered 

application. TS-23.140, 30, 54-55; Traynor, ¶569; §V.A.2.b (1[b1]).  

Because application-specific MMs are transmitted to/from User Agents 

through Relay/Server (§V.A.2.b (1[b1])), POSITAs would have understood MMs 

are received via User Agent on the particular UE/mobile device. Traynor, ¶¶570-71. 

Accordingly, TS-23.140 discloses/suggests each UE/mobile device has 

multiple applications (each of the wireless end-user devices comprising multiple 

software components) registered (authorized) with User Agent (device link agent) 

on UE/mobile device to receive application-specific MMs (messages) via User 

Agent. Traynor, ¶¶572-73. 
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d. 1[c1] 

TS-23.140 discloses/suggests 1[c1]. Traynor, ¶¶574-81. 

TS-23.140’s MMS includes “a collection of MMS-specific network elements” 

and enables network communication between them (User Agents, Relay/Server, 

VAS Applications, external server(s)). TS-23.140, 17; Traynor, ¶¶575-76; 

§§V.A.2.b-V.A.2.c (1[b1]-1[b2]) (Relay/Server receives messages from User 

Agents/VAS Applications). 

 

TS-23.140, Fig. 2. 
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TS-23.140, Fig. 3. 

MM1 (User Agent-Relay/Server communications)/MM4 (Relay/Server-

Relay/Server communications)/MM7 (Relay/Server-VAS Applications 

communications) are interfaces to various networks—including 2G/3G/IP/internet 

networks (Fig. 2)—and facilitate network communication of messages. TS-23.140, 

23-24; Traynor, ¶¶577-79.  

Registered applications transmit application-specific MMs to UEs or 

application servers (on other network elements) via Relay/Server. §V.A.2.c (1[b2]); 

TS-23.140, 54-55; Traynor, ¶¶576, 580. Application-specific MMs include 

application data and the “application identifier of the destination application.” TS-

23.140, 54-55. The originator further “indicate[s]” the message recipient’s address. 
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Id., 26, 90, 190 (“Recipient address” in messages over MM1). Relay/Server receives 

a message and passes “on the destination application identifier” and “application 

data” to, e.g., another User Agent. Id., 54-56. 

Accordingly, TS-23.140 discloses/suggests Relay/Server communicating 

using MM1/MM4/MM7 protocols over 2G/3G/IP/internet networks (a network 

interface) to receive messages from, e.g., User Agents and VAS Applications 

(plurality of network elements) for delivery to registered applications identified by 

application identifiers in the messages (for delivery to respective ones of the software 

components identified in the messages). Traynor, ¶¶574-81. 

e. 1[c2]  

TS-23.140 discloses/suggests 1[c2]. Traynor, ¶¶582-89. 

TS-23.140’s MMS transports application-specific MMs for an application 

from one device (UE/mobile device, server) and its associated agent (User Agent, 

VAS Application(s)) to another device and its associated agent. TS-23.140, 54-55; 

Traynor, ¶585; §§V.A.2.b-V.A.2.c (1[b1]-1[b2]).  

Transmission occurs upon an application “trigger[ing]” the User Agent or 

VAS Application to send an application-specific MM—including application data, 

“control information,” and/or a destination “application identifier”—to a destination 

application. TS-23.140, 14, 54-56; Traynor, ¶¶583-88.  
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Recipient/destination applications teach authorized/registered applications 

(§V.A.2.c (1[b2])) because applications “need to register” using their “application 

identification value” to utilize MMS. TS-23.140, 54-56; Traynor, ¶¶585-86. 

Relay/Server receives messages and passes “on the destination application identifier” 

and “application data” to, e.g., another User Agent. TS-23.140, 54-56; §V.A.2.d 

(1[c1]); Traynor, ¶¶587-88. These registered applications utilize MM1 Transfer 

Protocol with TCP/IP and TLS security to communicate. §V.A.2.b (1[b1]); Traynor, 

¶¶548-61. 

Accordingly, TS-23.140 discloses/suggests each network device has 

registered applications to send application-specific MMs using, e.g., MM1 Transfer 

Protocol with TCP/IP and TLS (each network element authorized to send messages 

via the link interface) to registered applications on another device (to one or more of 

the software components on one or more of the wireless end-user devices). Traynor, 

¶¶582-589.  

f. 1[d1]-[d2] 

TS-23.140 discloses/suggests 1[d1]-[d2]. Traynor, ¶¶590-97. 

TS-23.140’s Relay/Server receives network-element messages with requests 

to deliver the messages to other application(s) on other UE/wireless devices. Traynor, 

¶591; §§V.A.2.d-V.A.2.e (1[c1]-1[c2]). In that process, Relay/Server “stores” 
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messages and “handl[es]” transfer “between different messaging systems.” TS-

23.140, 17, 21; Traynor, ¶¶592-93.  

 

TS-23.140, Fig. 2. 

Originator Relay/Server “retain[s] the MM until the earliest desired time of 

delivery,” and the recipient Relay/Server (which can be the same as the originator 

server) “store[s] the MM at least until” “the associated time of expiry is reached, the 

MM is delivered, [or] the recipient MMS User Agent requests the MM to be routed 

forward or the MM is rejected.” TS-23.140, 26-28. Messages may be stored in 

Persistent Network-Based Storage” (MMBox) associated with Relay/Server. Id., 21-

22, 26-28; Traynor, ¶¶594-95. 
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Accordingly, TS-23.140 discloses/suggests Relay/Server has a memory 

(message store and/or MMBox) and logic for delivering messages using triggers 

(message-buffer system including a memory and logic). Traynor, ¶595; §§V.A.2.g-

V.A.2.h (1[d3]-[d4]). TS-23.140 discloses/suggests message store and/or MMBox 

and associated memory stores received messages before delivery to another network 

element such as a UE/wireless device (buffer[ing] content from the received network 

element messages for which delivery is requested to any of the wireless end-user 

devices). Traynor, ¶¶594-97.  

g. 1[d3] 

TS-23.140 discloses/suggests 1[d3]. Traynor, ¶¶598-610. 

In TS-23.140, messages are delivered from Relay/Server to User Agent when 

Relay/Server sends a notification, and User Agent responds with a retrieval request 

for delivery. TS-23.140, 66-69; Traynor, ¶¶599-600. Several conditions trigger User 

Agent to issue the retrieval request and secure delivery. Traynor, ¶601. Each of the 

seven “triggers” below meets the ordinary meaning of that term. Petitioners break 

them into categories for ease of analysis in case PO argues or the Board finds the 

ordinary meaning is more limited. 

For instance, if a “trigger” must be a condition after which the next step is an 

attempt to deliver the message, TS-23.140 discloses:  
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(1) When recipient User Agent is configured for manual retrieval, User 

Agent manually issues a retrieval request (trigger) in response to a 

notification to initiate a delivery attempt. TS-23.140, 28-29. 

(2) When recipient User Agent is configured for automatic delivery, User 

Agent automatically issues a retrieval request (trigger) in response to a 

notification to initiate a delivery attempt. Id. 

(3) When User Agent is unavailable to receive a message, an indication 

(trigger) User Agent has later become available/reachable (e.g., moves 

into coverage, switches User Agent on) to initiate a delivery attempt. 

Id., 29. 

If a “trigger” encompasses conditions that start/restart an attempted delivery, 

in addition to at least (1) and (3), the following are also triggers: 

(4) When Relay/Server receives a message without a specified delivery 

time (trigger), it immediately initiates the notification/retrieval process 

for a delivery attempt. Id., 26-27. 

(5) When Relay/Server receives a message with a specified delivery time, 

the expiration of a timer or event occurrence at the delivery time 

(trigger) initiates the notification/retrieval process for a delivery 

attempt. Id.  
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(6) When Relay/Server receives a retrieval request from recipient User 

Agent with a request for deferred delivery, expiration of a timer or event 

occurrence at the delivery time (trigger) initiates a delivery attempt. Id., 

28-29. 

If a “trigger” further encompasses conditions imposed on the messages 

dictating whether a message will be delivered, in addition to (1)-(6), the following 

is another trigger: 

(7) When Relay/Server receives a retrieval request from recipient User 

Agent with a “size restriction,” determining the message conforms to 

that restriction (trigger) initiates a delivery attempt. Id., 29-30. 

Under any reasonable interpretation, because Relay/Server monitors when 

these events occur/conditions are satisfied, POSITAs would have understood/found 

obvious Relay/Server includes logic configured to determine when they have 

occurred for a given UE/mobile device ([logic to determine] when one of a plurality 

of message delivery triggers for a given one of the wireless end-user devices has 

occurred). Traynor, ¶602. 

Further, under any reasonable interpretation, POSITAs would have 

understood/found obvious for at least some received network element messages, 

message receipt by memory store/MMBox alone is not a trigger (wherein for at least 

some of the received network element messages, the receipt of such a message [by 
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the message buffer system] is not a message delivery trigger). Traynor, ¶603. If a 

trigger is a condition controlling whether an attempted message delivery is made 

(conditions (1)-(7)) or that starts/restarts an attempted delivery (conditions (1), (3)-

(6)), the receipt of an MM without a specified delivery-time (condition (4)) is a 

trigger. However, receipt of an MM with a specified delivery-time (at least some of 

the received network element messages) is not itself a trigger; attempted delivery is 

only triggered by determining the specified delivery-time condition is met 

(conditions (5) or (6)). Traynor, ¶603. And if a trigger is a condition after which the 

next step is attempted delivery (conditions (1)-(3)), the receipt of the MM—

with/without a specified delivery-time—is not a trigger. Traynor, ¶603. Under this 

interpretation, none of the received MMs are triggers—thus, at least some of the 

received network element messages are not triggers. Traynor, ¶603. 

Further, under any reasonable interpretation, POSITAs would have 

understood/found obvious for at least one of the message delivery triggers, the 

trigger is an occurrence of an asynchronous event with time-critical messaging 

needs. Traynor, ¶604. Unless a trigger must be a condition after which the next step 

is attempted delivery, MM receipt in (4) triggers attempted delivery (i.e., an 

asynchronous event with time-critical messaging needs). Id. And under any 

reasonable interpretation, manual retrieval in (1) is a trigger because the user 

manually causes User Agent to request delivery. TS-23.140, 20; Traynor ¶604. Such 
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manual retrieval is a message delivery trigger that is an occurrence of an 

asynchronous event with time-critical messaging needs—indeed, the ’320Pat 

discloses that a manual “user request” is a trigger. ’320Pat, 38:50-63; Traynor, 

¶¶604-10. 

h. 1[d4] 

TS-23.140 discloses/suggests 1[d4]. Traynor, ¶¶611-15. 

TS-23.140’s Relay/Server delivers stored messages in response to a trigger. 

Traynor, ¶612; TS-23.140, 28-31; §§V.A.2.f-V.A.2.g (1[d1]-[d3]). POSITAs would 

have found obvious that Relay/Server includes logic for performing message 

delivery upon a trigger event. §V.A.2.g (1[d3]); Traynor, ¶612. 

TS-23.140 delivers messages via MM1 Transfer Protocol over a TCP/IP and 

TLS-based link to a recipient User Agent of a particular UE/mobile device. §V.A.2.b 

(1[b1]); TS-23.140, 24, Fig. 4; Ex-1010, 22; Traynor, ¶613. Although the limitation 

introduces a new term lacking antecedent basis (the transport services stack)—, 

Petitioners assume the scope includes the stack of secure protocols comprising the 

link interface of 1[b1]. Traynor, ¶614.9 

Accordingly, TS-23.140 discloses/suggests once Relay/Server detects a 

trigger (upon determining that one of the message delivery triggers has occurred for 

 
9 Petitioners reserve the right to argue this term is indefinite in other proceedings. 
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the given one of the wireless end-user devices), Relay/Server includes logic to supply 

MMs stored in Message Store/MMBox to MM1 Transfer Protocol with TCP/IP and 

TLS (the logic further to supply one or messages comprising the buffered content to 

the transport services stack). Traynor, ¶¶611-15. Further, MMs are supplied for 

delivery on the TLS-secured link (secure message link) maintained with User Agent 

(device-link agent) on UE/mobile device (for delivery on the secure message link 

maintained between the transport services stack and a device link agent on the given 

one of the wireless end-user devices). Id.  

i. 1[e1] 

TS-23.140 discloses/suggests 1[e1]. Traynor, ¶¶616-18. 

TS-23.140’s plurality of UEs/wireless devices (wireless end-user devices) 

each host a User Agent (device-link agent) configured to perform 1[e2]-1[e4]. 

§§V.A.2.j-V.A.2.l (1[e2]-1[e4]); Traynor, ¶¶617-18. 

j. 1[e2] 

TS-23.140 discloses/suggests 1[e2]. Traynor, ¶¶619-21. 

TS-23.140 establishes a TCP/IP and TLS-based link between Relay/Server 

and User Agent over an Internet network—including wirelessly—to 

transmit/receive MMs. §§V.A.2.b-V.A.2.c (1[b1]-1[b2]); Traynor, ¶620. POSITAs 

would have understood each User Agent is configured to maintain the secure TCP/IP 

and TLS-based link (secure Internet data message link) over a wireless network to 
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the MM1 Transfer Protocol with TCP/IP and TLS on Relay/Server (link interface) 

for at least some amount of time to transmit/receive MMs. Traynor, ¶¶620-21. 

k. 1[e3] 

TS-23.140 discloses/suggests 1[e3]. Traynor, ¶¶622-26. 

TS-23.140’s User Agents receive secure messages (receive secure Internet 

data messages) from Relay/Server (network server system) over a secure link 

utilizing MM1 Transport Protocol with TCP/IP and TLS (over the respective secure 

Internet data message link). §§V.A.2.b-V.A.2.h (1[b1]-[d4]); Traynor, ¶¶623-24. 

TS-23.140’s User Agents receive messages collected from a variety of other User 

Agents, VAS Applications, etc. (collected from multiple…network elements), and 

those messages correspond to multiple applications registered with User Agent on 

each device (multiple…software components authorized to receive messages via the 

device-link agent on that respective device). §§V.A.2.b-V.A.2.e (1[b1]-[c2]); 

Traynor, ¶623.  

When User Agent/VAS Application transmits an application-specific MM, 

the MM includes an application identifier and message data for the intended 

application. Traynor, ¶624. Specifically, the MM includes application data, “control 

information,” and a destination “application identifier.” TS-23.140, 14, 54-56; 

Traynor, ¶¶623-24.  
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Accordingly, POSITAs would have understood application-specific MMs (at 

least a first subset of secure Internet data messages) contain both a destination 

application identifier (unique identifier for a corresponding one of the software 

agents) and application data (data to be consumed by that software component) 

supplied by the originating network element (e.g., User Agent or VAS Application) 

corresponding to the application (the data supplied from a respective network 

element corresponding to that software component). Traynor, ¶¶625-26.  

l. 1[e4] 

TS-23.140 discloses/suggests 1[e4]. Traynor, ¶¶627-34. 

TS-23.140’s Relay/Server transmits application-specific MMs containing 

application identifiers (unique identifier) to User Agents on UEs/mobile devices 

using MM1 Transfer Protocol with TCP/IP and TLS for a secure link, and the User 

Agents route them to registered applications ([software components/applications] 

that are authorized to access messages) on the UEs/mobile devices (for software 

components that are authorized to access messages received via the device link 

agent, cause messages with a unique identifier corresponding to a given one of those 

software applications to be securely delivered to a software process corresponding 

to the given software component).  §§V.A.2.b-V.A.2.e (1[b1]-[c2]); Traynor, ¶¶628-

31.  
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Because application-specific MMs are transmitted to User Agent using a 

secure link and routed to the registered application (software 

component/application), POSITAs would have understood they are securely 

delivered to a software process corresponding to the given software component to 

utilize application data transmitted in the MM; otherwise, transmitting application 

data would be unnecessary if not operated on by the destination application. Traynor, 

¶¶632-34. 

3. Claim 2 

TS-23.140 discloses/suggests claim 2. Traynor, ¶¶635-38. 

TS-23.140’s Relay/Server evaluates triggers for each message recipient, one 

of which is reachability of each device (at least one of the triggers for each given 

device specific to one or more states of that given device). §V.A.2.g (1[d3]); Traynor, 

¶¶636-38. The ’320Pat confirms that operational status teaches device state. ’320Pat, 

108:19-20, 180:40. 

4. Claim 3  

TS-23.140 discloses/suggests claim 3. Traynor, ¶¶639-44. 

In TS-23.140, originating User Agent can set an earliest desired delivery-time, 

and Relay/Server stores the message until that time. TS-23.140, 27; Traynor, ¶640. 

POSITAs would have understood/found obvious specifying delivery time is a 
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periodic-timer trigger because the timer is triggered upon message receipt and 

message delivery is triggered at expiration after a particular period. Traynor, ¶641. 

Additionally/alternatively, TS-23.140’s “periodic polling” involves User 

Agent retrieving messages from an external server via Relay/Server. TS-23.140, 14, 

90-91; Traynor, ¶642. POSITAs would have understood periodic polling is a 

periodic-timer trigger because polling happens at regularly-repeating intervals, 

and—when Relay/Server receives the message at polling timer expiration and 

earliest desired delivery-time y is not specified—the polling timer’s expiration starts 

a process attempting message delivery (one of the message delivery triggers is the 

expiration of a periodic timer). Traynor, ¶643. 

5. Claims 5-6 

TS-23.140 discloses/suggests claims 5-6. Traynor, ¶¶645-50. 

TS-23.140 triggers delivery by having User Agent (device-link agent) 

manually request delivery from Relay/Server over a TLS-secured link (secure 

Internet data message link) in response to a notification from Relay/Server (receipt 

of a transmission on the respective secure Internet data message link from the device 

link agent of the given one of the wireless end-user devices/a request received from 

the given device link agent). §§V.A.2.b (1[b1]), V.A.2.f (1[d1]-[d2]), V.A.2.g 

(1[d3]); TS-23.140, 28-29; Traynor, ¶¶646-50.  
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6. Claim 7  

TS-23.140 discloses/suggests claim 7. Traynor, ¶¶651-54. 

TS 23.140’s triggers include receipt of a message not specifying an earliest 

desired delivery-time, receipt of a manual/automatic retrieval request, or receipt of 

a message indicating User Agent has become available/reachable (one of the 

message delivery triggers is the receipt of a particular message from one of the 

network elements). §V.A.2.g (1[d3]); Traynor, ¶¶652-54.  

7. Claim 10 

TS-23.140 discloses/suggests claim 10. Traynor, ¶¶655-658. 

TS-23.140 discloses secure Internet data messages sent from network 

elements. §V.A.2.k (1[e3]); Traynor, ¶656. At least some MMs (second subset of 

secure Internet data messages) “may be displayed to the end user with or without 

any pre-notice,” and MMs support specified types of media. TS-23.140, 20. 

POSITAs would have understood this discloses/suggests user messages intended to 

be displayed on user interfaces of end users’ UEs/mobile devices (user message from 

a network element…intended for display on a user interface of a given one of the 

wireless end-user devices). Traynor, ¶¶657-58. 

8. Claim 11 

TS-23.140 discloses/suggests claim 11. Traynor, ¶¶659-63. 
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TS-23.140’s MMS network includes MMS User Databases (“User 

Database(s)”) with “elements that…contain user related information such as 

subscription and configuration” data, user profiles, access controls, server storage 

space, delivery rules, and UE/wireless device capabilities. TS.23.140, 18, 20. User 

Agents may interface with User Databases (through Relay/Server) using, e.g., 

MM1/MM6 Transport Protocols.  

 

TS-23.140, Fig. 3. 

POSITAs would have understood the device hosting User Agent has 

hardware/software element(s) (policy control agent) to package for delivery to, or 

process a delivery from (data consumed) User Database, e.g., user-subscription 

information (service settings) or user-defined delivery rules or device capabilities 
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(configuration information) for a device. Traynor ¶¶660-63 (citing Ex-1041, [0032]; 

Ex-1048, [0003]; Ex-1047, [0037]; Ex-1046, [0032]; Ex-1042, [0043]).  

9. Claim 15 

a. 15[a]-15[b] 

TS-23.140 discloses/suggests 15[a]-15[b]. Traynor, ¶¶664-78. 

TS-23.140’s User Agent (device-link agent) receives an application-specific 

MM (upload message) from an application on UE/mobile device (software 

components) for forwarding to Relay/Server. TS-23.140, 14, 54-55; Traynor, ¶¶665-

67. TS-23.140’s User Agent can submit/forward to Relay/Server MMs (upload 

messages) with requests to store them. TS-23.140, 40.  

TS-23.140 discloses/renders obvious upload application-specific MMs 

(upload messages) from originating User Agent (and associated UE/mobile device) 

include application data and “application identifier of the destination application.” 

TS-23.140, 54-55; §V.A.2.e (1[c2]). Originating User Agent “indicate[s]” the 

message recipient’s address. TS-23.140, 26, 90, 190; Traynor, ¶¶668-73. Because 

the message includes a destination application identifier on a particular UE/mobile 

device and/or indicates the “recipient address,” POSITAs would have 

understood/found obvious each upload message identifies the receiving application 

and/or UE/mobile device (each of the upload messages identifying a corresponding 
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one of the network elements to which the device respective software component has 

requested delivery). Traynor, ¶¶668-74.  

POSITAs would have recognized routing messages to particular devices is 

facilitated by including device identification. Traynor, ¶¶675-76. TS-23.140’s 

messages sent to devices include “a user’s address, a user’s terminal address, or a 

short code.” TS-23.140, 57. Given TS-23.140’s disclosures and well-known device-

addressing aspects for network communications, POSITAs would have found it 

obvious to include the recipient address in the upload message for transmitting data 

between network devices. Traynor, ¶676-78. Accordingly, TS-23.140 

discloses/suggests User Agent (device-link agent) receives application-specific 

MMs (upload messages) from applications (software components) on that device, 

where the messages include information identifying recipient application and/or 

recipient UE/mobile device (each of the upload messages identifying a 

corresponding one of the network elements to which the device respective software 

component has requested delivery). Traynor, ¶¶664-78.  

Case 7:25-cv-00286-ADA     Document 35-3     Filed 12/23/25     Page 47 of 115

170



U.S. Patent 10,321,320 
IPR2026-00106 

 

- 32 - 

b. 15[c]10 

TS-23.140 discloses/suggests 15[c]. Traynor, ¶¶679-82. 

TS-23.140’s User Agent (device-link agent) transmits upload messages to 

Relay/Server (§V.A.9.a (15[a]-[b])) (network-message server), across a link using 

MM1 Transport Protocol with TCP/IP and TLS (secure Internet data message link), 

(§V.A.2.b (1[b1]), for delivery by Relay/Server (network-message server) to 

identified recipient(s) (respective identified network elements) (§§V.A.2.d-V.A.2.e 

(1[c1]-[c2])). Traynor, ¶¶680-682.  

10. Claim 18  

TS-23.140 discloses/suggests claim 18. Traynor, ¶¶683-88. 

TS-23.140 discloses using MM1 Transfer Protocol with TCP/IP and TLS to 

send a message with destination application’s identifier and application data 

(identifier/data pair). §§V.A.2.b (1[b1]), V.A.2.d-V.A.2.e (1[c1]-[c2]), V.A.2.g-

V.A.2.h (1[d3]-[d4]); TS-23.140, 54-56; Traynor, ¶¶684-85.  

POSITAs would have understood multiple registered applications on a 

UE/mobile device receive messages including application data via Relay/Server. 

 
10 Claim 15’s network-message server lacks antecedent basis. The analysis considers 

the scope as including claim 1’s network server system. Traynor, ¶679. Petitioners 

reserve the right to argue this term is indefinite in other proceedings. 
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§§V.A.2.d-V.A.2.e (1[c1]-[c2]); TS-23.140, 54-56; Traynor, ¶685 (citing Mostafa, 

3-4).  

POSITAs would have understood, in some situations, application 

data/identifiers for multiple applications should be consolidated in a single message. 

Traynor, ¶686. For instance, message delivery is triggered when User Agent 

becomes available/reachable (TS-23.140, 28-30), meaning multiple messages may 

be queued. Traynor, ¶686. Consolidating application data/identifiers for multiple 

applications into a single message for delivery (multiple identifier/data pairs) would 

provide network efficiencies over sending multiple distinct messages for each 

application, and would have been readily implemented by combining existing data. 

Traynor, ¶¶686-87. 

Accordingly, TS-23.140 discloses/suggests MMs may comprise 

identifiers/data from one or more applications (multiple identifier/data pairs). 

Traynor, ¶¶683-88.  

B. Ground 1B: TS-23.140-Adamczyk (Claim 3) 

Ground 1A explains TS-23.140 discloses/suggests claim 3, which also would 

have been obvious over TS-23.140-Adamczyk. Traynor, ¶¶689-694. 

Like TS-23.140, Adamczyk discloses a message-transmission system. 

Adamczyk, Abstract, [0007]-[0009]. Adamczyk discloses notification servers (like 

TS-23.140’s Relay/Server) can be “configured to send [] notification messages to 
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the recipient on demand, at a specific future time, and/or on a periodic schedule” 

including based on user preferences. Adamczyk, [0010], [0022], cl. 4; Traynor, 

¶¶690-91.  

POSITAs would have been motivated to supplement TS-23.140’s triggers 

with an additional trigger like Adamczyk’s periodic schedule trigger to provide users 

the option to specify a periodic schedule for message delivery (one of the message 

delivery triggers is the expiration of a periodic timer). Traynor ¶¶691-94. POSITAs 

would have recognized several benefits from this: (1) providing user control over 

when messages are received; and (2) increasing UE/mobile device battery life by 

avoiding repeated pull requests. Id.  

POSITAs would have had a reasonable expectation of success in doing so 

because TS-23.140 already taught timers to control message delivery and periodic 

message-checks. Id., ¶694. To configure Relay/Server to push messages at 

predetermined, periodic intervals, the combination would have merely required 

configuring Relay/Server to hold received messages in memory store/MMBox until 

expiry of a regularly-recurring timer or periodically-scheduled event before pushing 

all messages received during the time interval at once. Id.  
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C. Ground 1C: TS-23.140-Herzog (With/Without Adamczyk) (Claim 
4) 

TS-23.140-Herzog or TS-23.140-Adamczyk-Herzog teaches claim 4. Traynor, 

¶¶695-700. 

TS-23.140 and TS-23.140-Adamczyk teaches claim 3’s periodic timer 

through periodic polling (TS-23.140) and a periodic message delivery schedule 

(Adamcyzk). §§V.A.4 (cl.3), V.B (cl.3); Traynor, ¶696. But these references do not 

explicitly disclose mechanisms to keep a connection active/inactive. 

Herzog teaches controlling connection duration between client (like TS-

23.140’s User Agent) and server (like TS-23.140’s Relay/Server), e.g., through 

keep-alive timers to ping a server periodically to keep the connection alive, or to 

terminate the connection when the keep-alive messages are not sent for a given time 

period. Herzog, [0036], [0041]-[0043]; Traynor ¶697.  

Based on Herzog, POSITAs would have been motivated to implement keep-

alive timers and messages in TS-23.140/TS-23.140-Adamcyzk to control connection 

duration/termination between User Agents and Relay/Server. Traynor, ¶698. 

Connections would be maintained as long as User Agent indicates its availability 

and would automatically disconnect when User Agent stops sending keep-alive 

messages. Id. That way, Relay/Server can track connection status of each User Agent 

and avoid maintaining connections with disconnected/unavailable User Agents. Id. 
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POSITAs would have had a reasonable expectation of success in doing so 

because TS-23.140 discloses a similar messaging system to Herzog, including a 

gateway intermediary between server and client. Herzog, [0005], [0024]; TS-23-140, 

30. Like TS-23.140, Herzog’s messages can be “saved in a message buffer…until 

[the message] can be delivered to the client” (e.g., when keep-alive messages keep 

the connection open) (Herzog, [0031]), and using various types of connections, 

including IP, TCP, SSL and HTTP (id., [0026], [00037]). In other words, the 

combination merely required implementing keep-alive messaging between User 

Agent and Relay/Server to maintain TS-23.140’s existing connection. Traynor, ¶699.  

POSITAs would have understood the periodic polling period (TS-23.140) or 

periodic-message delivery schedules (TS-23.140-Adamczyk) would be some degree 

shorter (fractionally shorter) than the period required for the keep-alive timers to 

indicate User Agent availability (maximum data message interval beyond which the 

secure message link is taken down). Traynor, ¶700. If periodic polling/message 

delivery were set to a longer period than the keep-alive timer period, the connection 

may be terminated before the message could be sent according to the periodic 

polling/delivery schedule, thus requiring establishing a new connection. Id.  
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D. Ground 1D: TS-23.140-Shen (Claims 6, 12-13, 16) 

1. Shen  

Shen addresses security vulnerabilities in MMS (e.g., TS-23.140), which 

stores messages rather than transmitting them end-to-end. Shen, [0001]-[0002], 

[0004], [0021]; Traynor, ¶¶108-114. To address this, Shen proposes encrypting the 

messages using keys/certificates (dark yellow). Shen, Fig. 1, [0021], [0030], [0054]-

[0060].  

 

 

Shen, Fig. 5. 

Shen “sends heartbeat signals periodically” to MMS gateway to determine 
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LAN availability/MMS user device reachability. Id., [0033]-[0034], [0018]. If 

gateway receives a heartbeat, the client is available; otherwise, the client is 

unavailable. Id., [0033]-[0034]. 

 

Shen, Fig. 5 

2. Claim 6 

TS-23.140-Shen teaches claim 6. Traynor, ¶¶701-06. 

Shen’s user device generates a heartbeat message to indicate device 

reachability. Shen, [0033]-[0034]; Traynor, ¶¶702-03. 

POSITAs would have been motivated to incorporate Shen’s “heartbeat” as an 

additional trigger in TS-23.140. Traynor, ¶704. Specifically, one TS-23.140 trigger 

occurs when recipient User Agent becomes available/reachable. TS-23.140, 29. 

Shen’s heartbeat was one well-known way to determine whether User Agent has 
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become “reachable”—i.e., the device pings the gateway (Relay/Server) at intervals 

to indicate reachability/availability. Shen, [0033]-[0034]; Traynor, ¶¶703-04. 

POSITAs would have been motivated to implement a heartbeat message generated 

by User Agent (the given device link agent) to ping Relay/Server at intervals because 

this would allow Relay/Server to send buffered messages to UE/mobile device 

periodically when the device is available/reachable. Traynor, ¶704. 

POSITAs would have had a reasonable expectation of success in doing so 

because it merely would have involved configuring a messaging signal from User 

Agent to Relay/Server indicating agent’s availability/reachability, and Shen already 

discloses the contents of that message. Shen, [0034]; Traynor, ¶¶705-06. 

3. Claim 12 

TS-23.140-Shen teaches claim 12. Traynor, ¶¶707-19. 

TS-23.140 delivers messages through MM1 Transfer Protocol with TCP/IP 

and TLS (link interface) over a TLS link between Relay/Server and UE/mobile 

device’s User Agent. §V.A.2.b (1[b1]). Although TS-23.140 teaches encrypting the 

connection, it does not explicitly disclose encrypting messages. Traynor, ¶708.  

Shen recognizes failing to encrypt messages in a store-and-forward system 

like TS-23.140 is a security vulnerability and teaches an authentication/key-

management module (encrypt[ion]) at Relay/Server (network server system) for 

“encrypting MMS messages.” §V.D.1 (Shen); Shen, [0004], [0029]-[0034], [0059], 
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Fig. 5; Traynor, ¶¶709-10. Shen’s messages can be “encode[d] and decode[d] to 

protect the privacy of these messages.” Shen, [0054]; Traynor, ¶711.  

POSITAs would have been motivated to modify TS-23.140 to incorporate 

Shen’s encryption/decryption scheme—and specifically add an “authentication and 

key management module 502” to MM1 Transfer Protocol with TCP/IP and TLS (link 

interface) that generates and “distribute[s] symmetric keys to users” and uses the 

symmetric keys to encrypt data transmitted to “user device[s]” (Shen, [0055]-

[0060])—to improve security by preventing unauthorized access to Relay/Server’s 

stored messages. Traynor, ¶712. This would have involved using a known technique 

(encryption) to improve similar devices (MMS networks) in the same way (securing 

content). Further, this would have involved combining prior art elements 

(encryption/MMS networks) according to known methods (using encryption 

schemes/key generators) to yield predictable results (secure, encrypted messages). 

Traynor, ¶¶713-14.  

POSITAs would have had a reasonable expectation of success in doing so 

because Shen envisions its proposal working in coordination with TS-23.140’s 

MMS-system architecture. Shen, [0017]; Traynor, ¶715. Moreover, TS-23.140 and 

Shen describe similar MMS environments and communications between User 

Agents and Relay/Server, such that POSITAs would have found it straightforward 

to modify TS-23.140’s Relay/Server to implement Shen’s teachings. Traynor, ¶715. 
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Accordingly, TS-23.140-Shen teaches Relay/Server configured to transport 

MMs to User Agent on each UE/mobile device via MM1 Transfer Protocol with 

TCP/IP, TLS, and Shen’s encryption scheme (the link interface to encrypt messages 

identified for delivery to each given one of the wireless end-user devices to create 

secure Internet data messages). Traynor, ¶¶716-19. Further, TS-23.140-Shen 

teaches User Agent on each UE/mobile device is configured to receive those MMs 

and apply Shen’s decryption scheme before delivering MMs to a registered 

application/process (the device link agent on each given device further configured to 

decrypt the received secure Internet data messages for that device prior to delivering 

those messages to a respective software process). 

4. Claim 13  

TS-23.140-Shen teaches claim 13. Traynor, ¶¶720-22. 

TS-23.140-Shen teaches the messages are encrypted messages. §V.D.3 (cl.12); 

Traynor, ¶721. Further, TS-23.140-Shen teaches MMs are transmitted to User Agent 

using MM1 Transfer Protocol with TCP/IP and TLS (encryption on a transport 

services stack). §V.A.2.b (1[b1])).  

5. Claim 16 

TS-23.140-Shen teaches claim 16. Traynor, ¶¶723-27. 

TS-23.140’s terminals may “stor[e] MMs” (buffer…upload messages). TS-

23.140, 19.  
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TS-23.140-Shen uses a heartbeat mechanism for the client (TS-23.140’s User 

Agent) “to determine whether a wireless LAN is available.” §V.D.2 (cl.6); Traynor, 

¶725.  

Upon combining TS-23.140 and Shen, POSITAs would have been motivated 

to configure User Agent (device-link agent) to buffer messages waiting for 

transmission until the heartbeat mechanism determined it could reach Relay/Server 

(at a time selected by the heartbeat mechanism). Traynor, ¶726. Such a modification 

would have, for instance, conserved data because heartbeat messages are generally 

much smaller in size than MMs, and the system could guarantee Relay/Server’s 

reachability before attempting transmission. Traynor, ¶726 (citing Ex-1043, [0062]; 

Ex-1044, cl.14). POSITAs would have had a reasonable expectation of success in 

doing so because it merely involved adjusting timers to trigger message delivery 

after the heartbeat confirmed Relay/Server’s reachability. Traynor, ¶727.  

E. Ground 1E: TS-23.140-Pazhyannur (Claims 8-9) 

TS-23.140-Pazhyannur teaches claims 8-9. Traynor, ¶¶728-33. 

In TS-23.140, applications must register with User Agent to utilize the MMS 

network (§V.A.2.c(1[b2]), and Relay/Server interacts with User Database that hosts 

“information for the control of access to the MMS” (TS-23.140, 22; Traynor, ¶729). 

TS-23.140 does not expressly disclose User Database maintains a list of registered 

applications/network elements. 
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Pazhyannur discloses a network of user terminals/application servers, in 

which a centralized user profile provides a list of authorized devices/applications to 

permit access to the applications on any authorized user device. Pazhyannur, 

Abstract, [0040]; Traynor, ¶730. 

POSITAs would have been motivated to implement a list of registered 

network elements and applications (secure authorization list) in TS-23.140’s User 

Database (secure server) to track applications registered across multiple user devices 

(Pazhyannur, [0040]), and to “control of access to the MMS” (indicating the 

authorized software components and the authorized network elements that are 

allowed to communicate using the network server system) (TS-23.140, 22; Traynor, 

¶731). Indeed, restricting access to a network using such lists was a well-known 

means to improve security. Traynor, ¶¶731 (citing Ex-1008, [0044], [0047]). 

POSITAs would have had a reasonable expectation of success in doing so because 

TS-23.140 discloses User Database keeps an MMS access control log, and 

maintaining a centralized list of registered network elements/applications merely 

required compiling data already held by either User Agents or Relay/Servers (e.g., 

application and network-element identifiers). Traynor, ¶732. 

POSITAs would have appreciated that rather than User Agents or 

Relay/Server evaluating a local list of registered applications/network elements, they 

would evaluate centralized list(s) in User Database (receiving access authorization 
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information from the secure server) indicating which applications/network elements 

are registered to the user and may send MMs to the user’s devices (the access 

authorization indicating the software components authorized to receive messages 

via the device link agent on that device). Traynor, ¶733. 

F. Ground 1F: TS-23.140-Ellison (Claim 14)  

TS-23.140-Ellison teaches claim 14. Traynor, ¶¶734-53. 

TS-23.140 discloses both User Agent (device-link agent) and applications 

executing on UE/mobile device (given device) (TS-23.140, 17-18, 23), but TS-

23.140 does not expressly disclose executing User Agent in a secure environment. 

Traynor, ¶735. 

Ellison discloses processors are vulnerable to malicious software attacks . 

Ellison, Abstract, 1:16-51. To inhibit this, Ellison isolates different software 

elements using a hierarchy of abstract rings and “nubs” to create an “isolated 

execution mode” (secure-execution environment, red) in which hardware/software 

access “is restricted” compared to a “normal execution mode” (outside of the secure-

execution environment, green) that “operates in a non-secure/normal environment.” 

Ellison, 4:65-5:1, 6:1-26, 8:25-32, Figs. 1A-1C. Ellison controls access using 

computer-generated keys. Id., 8:66-9:40, 9:47-62, Fig. 2; Traynor, ¶¶736-38. 
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Ellison, Fig. 1A. 

 

Ellison, Fig. 1C. 
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POSITAs would have been motivated to modify TS-23.140 based on Ellison’s 

teachings of hierarchical, nub-based normal and isolated execution environments to 

provide enhanced security for User Agent. TS-23.140, 41-42; Ellison, 4:63-5:10, 

8:25-32, 8:66-9:6, 9:28-62, Figs. 1A, 2; Traynor, ¶739. Specifically, POSITAs 

would have understood TS-23.140’s User Agent operates in an isolated, secure 

environment “protected by both the processor and chipset” (Ellison, 3:32-48), to 

reduce User Agent/user’s messages attack exposure. Traynor, ¶¶740-47. 

Applications interacting with User Agent would operate in normal or separate 

isolated environments to restrict their access to User Agent. Ellison, 2:55-61. 

It was well-known for mobile devices to have (1) messaging services and their 

associated clients/agents (e.g., push clients) located within the trusted computing 

environment; and (2) applications residing outside this environment. Traynor, 

¶¶745-46 (citing Ex-1033, 3-5). This would have involved combining prior-art 

elements according to known methods to yield predictable results. Traynor, ¶¶743-

50. 

POSITAs would have had a reasonable expectation of success in doing so 

because (1) TS-23.140 contemplates security mechanisms to secure its messaging 

systems, including messaging around application data; (2) Ellison’s techniques 

would have readily been implemented in “computer system[s]” similar to TS-

23.140’s network; and (3) it was well-known to use protection rings/tiers in 
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computing environments (per Ellison). Ellison, 2:46-3:31, 5:11-16, Fig. 1; Traynor, 

¶¶748-53 (citing Ex-1033). 

Accordingly, TS-23.140-Ellison teaches User Agent (device-link agent on a 

given device) that executes in an “isolated” execution environment (secure-execution 

environment), while any applications using MMs through User Agent execute in a 

“normal” execution environment (at least one of the software components on that 

device executes outside of the secure execution environment). 

G. Ground 1G: TS-23.140-Fok (Claim 17) 

TS-23.140-Fok teaches claim 17. Traynor, ¶¶754-60. 

TS-23.140 transmits application-specific MMs across a network (§V.A.2.c 

(1[b2]) but does not expressly describe inter-application MM communications 

(Traynor, ¶755).  

Fok describes “secure inter-application communication” in a “mobile 

operating environment.” Fok, [0036]-[0037], [0081], [0106]-[0108], Figs. 4, 8-9. 

Fok uses a “handshake” between a “primary” and one or more “recipient” 

applications to establish recipients are trusted using “a list of unique identifiers” 

before transmitting information between the two. Fok, [0047]-[0053], [0096]-[0102], 

[0106]-[0108], Figs. 7-10. 

POSITAs would have been motivated to modify TS-23.140 based on Fok’s 

teachings to provide “secure inter-application communication” for two or more 
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applications residing on UE/wireless device to transmit application-specific MMs to 

one another through User Agent (at least a given one of the devices further 

comprising a secure interprocess communication service). POSITAs would have 

understood Relay/Server is not involved in the device’s inter-application 

communication (i.e., the communication is separately secured from the secure 

Internet data message link). Traynor, ¶¶756-57. This service would allow trusted 

applications to transmit application-specific MMs securely to one another on the 

device via User Agent (the device link agent for the given device causing messages 

to be securely delivered to a software process by initiating delivery of each such 

message on the secure interprocess communication service). Traynor, ¶¶758-59. 

POSITAs would have been motivated to provide this because a device may have 

more than one application installed capable of consuming MM data, and secure 

inter-application communication would have allowed, e.g., a first application 

receiving an MM to ensure a second application was trusted before allowing the 

second application to receive its data. Traynor, ¶759. 

POSITAs would have had a reasonable expectation of success in doing so 

because Fok describes how to create the inter-application connection. Traynor, ¶760. 
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H. Ground 2A: Houghton-Munson (Claims 1-7, 10-11, 15, 18) 

1. Houghton  

Houghton’s server “push[es] messages to a” client on a “mobile terminal” in 

a wireless network. Houghton, Abstract, 1111; Traynor, ¶¶122-28. Push messages 

“may be triggered by any trigger event, local or remote, defined at the server,” 

including an “alarm, notification, or measurement result received to the push server 

401 from another device or system.” Houghton, 21. Upon triggering, messages are 

transmitted over a network using secure protocols, e.g., “HTTPS, IP-Sec, secure IP6 

or a proprietary security protocol.” Id., 19; Traynor, ¶¶123-128. 

 
11 Citations refer to publication page number. 
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Houghton, Fig. 8.  

2. Munson 

Munson discloses a method of “pushing contents to client devices,” including 

“group pushes” in which content is buffered and sent to multiple devices 

simultaneously, “serializ[ing]” content such that a series of messages are delivered 

to a particular device simultaneously. Munson, Abstract, [0037], Fig. 4; Traynor, 

¶129. The example process (below) shows buffering of received push messages: 
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Munson, Fig. 4. 

3. Houghton-Munson Combination 

POSITAs would have found it obvious to combine Houghton’s and Munson’s 

teachings, and specifically to incorporate Munson’s store-and-forward functionality 

into Houghton’s push-messaging system. Traynor, ¶¶761-69. 

POSITAs would have been motivated to incorporate computer memory and 

programming in Houghton to deliver messages from memory, consistent with 

Munson, to improve system flexibility and reliability. Traynor, ¶762. Providing such 

store-and-forward functionality would: (1) ensure messages are not lost if a 

recipient’s mobile terminal is unreachable (e.g., if not connected to the network at 

transmission time) (Traynor, ¶763; Houghton, 3, 7; Ex-1006, [0034], cl.14, Fig. 1); 
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and (2) provide users greater options to control delivery times/conditions (Traynor, 

¶764; Houghton, 14, 21-22, 25-28; Munson, [0040], [0044]). Indeed, combining 

Houghton-Munson would have amounted to using known prior-art techniques 

(message buffering) to improve similar devices/systems (push-messaging systems) 

in the same way to yield predictable results (push-messaging systems that store and 

forward messages). Traynor, ¶765. 

POSITAs would have had a reasonable expectation of success in doing so 

because Munson provides implementation details (Munson, [0036]-[0038], [0044], 

Fig. 4) for “store and forward messaging systems” that Houghton already 

contemplates (Houghton, 3, 7). Traynor, ¶766. The only required changes to 

Houghton’s system would be including generic computer memory at push server to 

store messages, and adding programming to deliver messages from that memory 

(including upon occurrence of specific conditions). Traynor, ¶¶766-68. 

If Houghton does not expressly disclose specific message-delivery conditions, 

POSITAs would have been motivated and had a reasonable expectation of success 

in incorporating conditions Munson teaches to provide additional flexibility in how 

messages are delivered. Id., ¶769. Houghton discloses conditioning message 

delivery upon “any trigger event, local or remote.” Houghton, 21; Traynor, ¶769. 

Munson provides additional examples of message delivery triggers (Munson, [0040], 
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[0044]), which would have required only routine programming within POSITAs’ 

level of skill. Traynor, ¶769. 

4. Claim 1  

a. 1[pre]-1[a]  

 Houghton discloses/suggests 1[pre] (if limiting)/1[a]. Traynor, ¶¶770-74.   

Houghton’s network of servers, clients, and computing devices (networked 

system) includes (i) push server (401/801)12 (network server system) to send push 

messages; and (ii) push clients (405/804) (device link agents) on mobile terminals 

(404/803). Houghton, Abstract, 16-17, 21, Figs. 4, 8; §§V.H.4.b-V.H.4.l ([1b1-e4]); 

Traynor, ¶¶771-73.   

 
12 POSITAs would have understood/found obvious to implement features regarding 

Houghton’s Figure 4/6-8 embodiments together. Traynor, ¶771 n.8. 
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Houghton, Fig. 4. 

b. 1[b1] 

Houghton discloses/suggests 1[b1]. Traynor, ¶¶775-789.    

Push-client software (405) on mobile terminal (404) connects to “push server 

401 over a data network 403” (e.g., “a wireless network” for “transmitting Internet 

Protocol (IP) packets”). Houghton, 17, Fig. 4; Traynor, ¶¶775-78. 
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Houghton, Fig. 4.  

 
Push client (405/804) teaches a device-link agent because it is “software” 

running on mobile terminal (404) that “initiates and maintains” a link using “Internet 

technologies” between terminal and push server (401), and using this link, push 

server (401) pushes messages to mobile terminal (404). Houghton, Abstract, 11, 

20; ’320Pat, 43:18-50; Traynor, ¶779. 

This connection uses known transport protocols, including “connection-

oriented protocol[s]” such as “TCP/IP,” “connectionless protocol[s]” such as 

UDP/IP, “alternate connection-oriented protocol[s]” such as HTTP, or “secure 

protocol[s]” such as “HTTPS, IP-Sec, secure IP6 or a proprietary security protocol” 
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preventing third-party message interception/modification and identifying 

communicating parties. Houghton, 18-20, cl.10. Upon connection establishment, 

push client and push server “push a message” to each other (Figure 4’s arrow C). Id., 

20, Fig. 4; Traynor, ¶781. Thus, Houghton describes server-client communications 

using secure-transport protocols (secure Internet data message link) like those in 

the ’320Pat. Traynor, ¶¶781-82; ’320Pat, 16:66-17:22, 39:20-32, 99:8-32, 100:21-

28. 

POSITAs would have understood/found obvious Houghton’s push server 

includes secure-transport protocols for establishing a link/transmitting messages 

over an Internet network with mobile terminal (404). Houghton, 1, 17-20, Fig. 1; 

Traynor, ¶¶780-82. Indeed, using protocol stacks for securely communicating over 

a network was well-known and conventional. Houghton, 1; Traynor, ¶¶783-84 

(citing Ozaki, [0012]-[0022], Figs. 25-26). POSITAs would have understood 

Houghton discloses a “stack” of transport protocols. Traynor, ¶¶782, 785. 

The communication link established between push client/mobile terminal and 

push server (401) is a secure Internet data message link because it facilitates sending 

push messages between push client (405) and push server (401) using 

secure/encryption protocols (e.g., IPsec, HTTPS, SSL) over a network link. 

Houghton, 18-20, cl.10; Traynor, ¶786; ’320Pat, 16:66-17:22, 39:20-32, 70:31-44. 

POSITAs would have understood/found obvious Houghton’s push server’s link 
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interface uses such protocols for securing the TCP/IP-based communication link 

between push client (405/804) and push server (401/801). Traynor, ¶787. 

POSITAs would have understood, in push messaging (per Houghton), 

multiple mobile terminals/associated push clients would communicate with push 

server (401), and thus form secure SSL or IPSec-based TCP/IP communication links 

between push server and each respective terminal/push client. Traynor, ¶788; 

Houghton, 18-19 (multiple “terminals”). 

Accordingly, Houghton discloses/suggests push server using well-known 

TCP/IP transport protocols with SSL (link interface) to maintain a secure SSL or 

IPSec-based TCP/IP Internet connection (secure Internet data message link) 

between TCP/IP transport protocols with SSL on push server (link interface) and 

push client on mobile terminals (a respective device link agent on each of a plurality 

of wireless end-user devices). Traynor, ¶¶775-89.  

c. 1[b2] 

Houghton discloses/suggests 1[b2]. Traynor, ¶¶790-809. 

Mobile terminal (404) (wireless end-user device) includes a plurality of 

mobile applications (406) (multiple software components). Houghton, 21, 22, 25, 27, 

Figs. 4, 8; Traynor, ¶¶790-91. Mobile applications (406) are configured to receive 

message data. Houghton, 21; Traynor, ¶794. Specifically, “application-specific data,” 

e.g., “updates, commands or data messages” are “directed to a push application.” 
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Houghton, cl.1, 11-12; Traynor, ¶¶795-96. The messages include “a data packet” 

with “information specifying which mobile application 406 from a plurality of such 

applications” and additional “information to be passed to the…specified mobile 

application.” Houghton, 21-22; Traynor, ¶797. 

Push client (405) operating on mobile terminal (404) receives these messages 

over a secure TCP/IP link before passing them to the relevant application (406). 

Traynor, ¶793. When push client (405) connects to push server (401), “the server 

may send a push message” to push client (405) through the “previously established, 

connection-oriented protocol such as TCP/IP, SSL, HTTP or HTTPS” (Figure 4, 

arrow C). Houghton, 20, cl.33; Traynor, ¶793; Houghton, 16-17 (push client (405) 

operates in software); ’320Pat, 43:18-31 (device-link agents “implemented largely 

or entirely in software”).  

Figure 4 shows communication between push server (401)/push client (405) 

(communications A/C) and push client (405)/application(s) (406) (communication 

D). Traynor, ¶791. 
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Houghton, Fig. 4.  

POSITAs would have understood/found obvious push server (401) 

communicates push messages to multiple “mobile terminals,” each including its 

respective push client (405) and mobile applications (406). Traynor, ¶794; Houghton, 

21.  

Because push messages are routed to a particular application among multiple 

applications, and the destination application operates on the received message data, 

POSITAs would have understood/found obvious these applications are authorized 

to receive/process data included in command push/application command messages. 

Traynor, ¶800.  

Case 7:25-cv-00286-ADA     Document 35-3     Filed 12/23/25     Page 75 of 115

198

Push Server - 401 

Wireless Network Firewall - 402 

B A C 

Wireless Packet Data Netrwork - 403 

D 

Push Client 405 <===~:> Mobile 

'-------.....JMobile Terminal 

404 

plication 406 



U.S. Patent 10,321,320 
IPR2026-00106 

 

- 60 - 

If Houghton does not expressly disclose authorizing applications to 

receive/process data from secure messages, the disclosed framework suggests it and 

POSITAs would have considered that obvious. Traynor, ¶¶801-07. Applications 

were well-known to register with a push server and/or push client before receiving 

messages via push frameworks. Traynor, ¶¶802-803 (citing Lee, [23]; Shenfield, 

[0017], [0109]; TS-23.140, 54-56). 

POSITAs would have found it obvious to implement well-known 

authorization/registration processes to enable application registration with a push 

client and/or push server. Traynor, ¶804. POSITAs would have been motivated to 

do so for multiple reasons: (1) ensuring application compatibility with push 

client/server communication protocols; and (2) enabling dynamic content delivery 

“to have information or data pushed” to devices without device users having to “seek 

out that data” and ensuring resource-efficient message delivery. Traynor, ¶¶805-06 

(citing Shenfield, [0003]-[0006]). Because Houghton contemplates push 

clients/servers coordinate message delivery to/from mobile applications, 

implementing well-known application registration/authorization teachings in push 

environments would have been straightforward and POSITAs would have had a 

reasonable expectation of success in doing so. Traynor, ¶807. 

Accordingly, Houghton discloses/suggests mobile terminals (404) (wireless 

end-user device) each comprise multiple applications (406) (multiple software 
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components) authorized to receive messages via push client (405) (device-link agent 

on that device). Traynor, ¶¶790-809. 

d. 1[c1] 

Houghton discloses/suggests 1[c1]. Traynor, ¶¶810-21. 

In Houghton’s “COMMAND PUSH” procedure, “push server 701 is triggered 

by a trigger event” from “application server 702 to push an application command 

message to the push client 704.” Houghton, 21-22. A “data connection between 

application server 802 and mobile application 805 is established” using “[a]n IP or 

other API…connection between application server 802 and push server 801.” Id., 

23, 14, 21; Traynor, ¶¶812-15. 
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Houghton, Fig. 8.  

Accordingly, POSITAs would have understood/found obvious application 

server (802) communicates over a network using API/IP connection with push server 

(401). Houghton, 23; Traynor, ¶¶812-15. POSITAs would have also 

understood/found obvious Houghton’s push environment includes multiple 

application servers, each communicating with push server to exchange 

data/messages with mobile terminal(s). Traynor, ¶¶817-18; Houghton, 21.  

The message push server sends to push client includes “a data packet” with 

“information specifying which mobile application 406 from” multiple “applications” 

is the message recipient. Houghton, 21, cl.15. POSITAs would have 

understood/found obvious the message push server’s interface receives includes 

information identifying recipient application. §V.H.4.k (1[e3]); Traynor, ¶819 

(citing Ex-1006, [0013], [0022] (push message includes application’s “app_ID”); 

Lee, [0011], [0022]-[0023], cl.1). 

Accordingly, Houghton discloses/suggests an API (network interface) 

receiving application-specific messages from application server(s) (702, 802) 

(plurality of network elements) for delivery to a mobile application “specif[ied]” in 

the received message (for delivery to respective ones of the software components 

identified in the messages). Traynor, ¶¶810-21. 
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e. 1[c2]  

Houghton discloses/suggests 1[c2]. Traynor, ¶¶822-29. 

Push server (401/801) receives push messages from application server (802) 

and sends them to one of a plurality of mobile applications (one or more of the 

software components) through push client (405/804) on mobile terminal (404/803). 

Houghton, 21-22; Traynor, ¶822. The message is sent using “a data connection 

between application server 802 and mobile application 805,” using the data 

connection (Fig. 4, arrow C) between push server 401/801 and push client 405/804. 

Houghton, 23; Traynor, ¶824. 

Because push messages are routed to a particular application among multiple 

applications, and the destination application operates on the received message data, 

POSITAs would have understood/found obvious applications are authorized to send, 

receive, and process data included in command push/application command messages. 

Traynor, ¶827.  

If Houghton does not expressly disclose authorizing mobile terminals, 

application servers, and their associated applications to send and receive push 

messages, POSITAs would have considered that obvious. Traynor, ¶¶822-28. 

Applications on such devices were known to register with push server and/or push 

client before sending/receiving messages via push frameworks. Traynor, ¶¶802-03, 
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828 (citing Lee, [0023]; Shenfield, [0017], [0109]; TS-23.140, 54-56); §V.H.4.c. 

(1[b2]).  

POSITAs would have found it obvious to implement well-known 

authorization/registration processes to enable device and associated application 

registration with push client and/or push server. Traynor, ¶828. POSITAs would 

have been motivated to do so for multiple reasons: (1) ensuring device/application 

is compatible with push client/server’s communication protocols; and (2) enabling 

dynamic content delivery “to have information or data pushed” to devices without 

device users having to “seek out that data” and ensuring resource-efficient message 

delivery. Traynor, ¶¶805-06 (citing Shenfield, [0003]-[0006]). Because Houghton 

contemplates push clients/servers coordinate message delivery to/from mobile 

terminal applications, implementing well-known application/device 

registration/authorization teachings in push environments would have been 

straightforward and POSITAs would have had a reasonable expectation of success 

in doing so. Traynor, ¶¶807, 828. 

Accordingly, Houghton discloses/suggests servers/terminals running 

applications (network elements) are authorized to send messages via the link 

interface to recipient applications (software components) on mobile terminals (end 

user devices). Traynor, ¶¶822-29.  
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f. 1[d1]-[d2]  

Houghton-Munson teaches 1[d1]-[d2]. Traynor, ¶¶830-40. 

POSITAs would have found it obvious based on Munson to implement a 

message buffer, including logic, in Houghton’s push system to store received push 

messages on Houghton’s push server. §§V.H.4.d-V.H.4.e ([1c1-c2]), V.H.4.g-

V.H.4.h ([1d3-d4]); §V.H.3 (motivation); Traynor, ¶¶831-34; Houghton, 3, 7.  

Munson stores push messages in push server’s memory/storage, including 

“Series Handler Unit 224” that “receives contents from application service providers” 

through “Content Receiver Unit 222” and uses a “series buffer…to keep the 

contents.” Munson, [0036]-[0037], Fig. 4. Munson’s Figure 3 shows a structure 

queuing messages in “Content Push Service” (220). Munson, [0035]-[0036]; 

Traynor, ¶836.  
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Munson, Fig. 3. 

Multiple “Content Sender[s] 300” include “Queuer 320” and “Push Queues 

330.” Munson, [0036], [0038], Figs. 3, 5. When pushing messages, Content Senders 

(300) check the “urgency level of contents,” “customer level,” and the “dequeue 

policy,” and each “client device” (Houghton-Munson’s mobile terminal) is assigned 

a Content Sender (300). Id.; Traynor, ¶837.  

Munson’s Figure 5 illustrates a structure for queuing messages in Content 

Sender (300). Traynor, ¶837. 
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Munson, Fig. 5. 

POSITAs would have found it obvious to implement computer memory and 

programming to deliver messages from memory, including upon occurrence of 

certain trigger events. §V.H.3; Traynor, ¶838. Thus, in Houghton-Munson’s push 

server, received network-elements messages are stored in the buffer and associated 

components. Id. 

Accordingly, Houghton-Munson teaches a content push service storing 

messages in push server (message buffer system), including a Series Handler Unit 

(memory) and logic (addressed below), the memory to buffer application-specific 
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messages for which delivery is requested before transporting them to the client 

device (buffer[ing] content from the received network element messages for which 

delivery is requested to any of the wireless end-user devices). Traynor, ¶¶830-40. 

g. 1[d3] 

Houghton-Munson teaches 1[d3]. Traynor, ¶¶841-53. 

Houghton’s “push message from the push server 401 may be triggered by any 

trigger event, local or remote, defined at the server,” and triggers can “include an 

alarm, notification, or measurement result received to the push server 401 from 

another device or system” (message-delivery triggers [in which] the receipt of a 

message is not a message delivery trigger). Houghton, 21, 14; Traynor, ¶¶842-44.  

POSITAs would have understood these triggers include an occurrence of an 

asynchronous event with time-critical messaging needs, which includes a user 

request for message delivery or occurrence of a transaction, consistent with 

the ’320Pat, 38:50-63. §V.A.2.g (Ground 1A, 1[d3]); Traynor, ¶845. Houghton’s 

trigger event can be an alarm or notification received from another device (as 

described above). Traynor, ¶¶842-43. Message delivery can be adjusted based on 

whether the message to be delivered is time-critical or “non-time-critical.” Houghton, 

23-24; Traynor, ¶847.  

Houghton’s push client also sends a message based on a user request to push 

server, requesting message delivery. Traynor, ¶849. “IP push command messages” 
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are triggered when the “push client makes the server aware of” “client-side events,” 

which trigger the push server to deliver messages intended for the terminal’s mobile 

application(s) 406. Houghton, 14, 21; Traynor, ¶849. “[C]lient-side events” include 

creating “photographs,” “video audio or other media,” “video game actions or 

events,” “messaging actions” and “remote application user or application server 

event, remote user action.” Houghton, 14, cl.22. 

Munson likewise teaches a push system provides “asynchronous content 

push (i.e., pushing a content) to clients on diverse wireless networks” “according to 

a schedule of time or event” such as coordinating pushes “for a system maintenance 

purpose during off-peak hours,” thus teaching a message delivery trigger can be an 

asynchronous event with time-critical needs. Munson, [0040], [0044]; Traynor, ¶848. 

Houghton-Munson teaches this limitation because Houghton contemplates 

configuring the system for “any trigger event,” including those Munson describes as 

additional example triggers in a similar networking system. Houghton, 21; Traynor, 

¶848. 

POSITAs would have found it obvious, in view of Houghton/Houghton-

Munson, to adjust message delivery based on message time criticality and therefore, 

adjust message delivery and the associated trigger on an asynchronous basis. 

Traynor, ¶847. 
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Houghton-Munson teaches a buffer with logic to determine when a trigger has 

occurred—including triggers that are not message receipt—including asynchronous 

content push. Traynor, ¶¶841-53. 

h. 1[d4] 

Houghton-Munson teaches 1[d4]. Traynor, ¶¶854-58. 

Houghton’s push server uses a stack of secure protocols for connections 

between push server/push client (link interface; §V.H.4.b (1[b1])) to establish a 

connection between mobile terminals and push server (respective secure Internet 

data message links; §V.H.4.b (1[b1])). §V.H.4.c (1[b2]); Traynor, ¶¶854-55. 

Houghton-Munson stores/buffers received push messages in push server’s memory, 

(§V.H.4.f ([1d1-d2]); Traynor, ¶855), and push server includes logic to deliver 

stored push messages (and associated data/content) to push client upon the 

occurrence of one or more message delivery triggers (§V.H.4.g (1[d3]); Traynor, 

¶856). As noted above, the transport services stack lacks antecedent basis and 

Petitioners assume the scope includes the stack of secure protocols comprising the 

link interface of 1[b1]. §V.A.2.h (Ground 1A, 1[d4])13; Traynor, ¶855.  

In Houghton, “intelligence” “route[s] messages received on behalf of the 

wireless terminal to and from the server.” Houghton, 14. Such message delivery 

 
13 Petitioners reserve the right to argue this term is indefinite in other proceedings. 
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happens using the secure-message link established/maintained between push server 

and the terminal’s push client. Houghton, cl.1; Traynor, ¶857. Upon applying 

Munson’s teachings regarding a memory/buffer (§V.H.4.f ([1d1-d2])), POSITAs 

would have appreciated Munson’s content senders operate similarly to Houghton’s 

routing to transmit messages from the buffer to the client device. §V.H.3 

(motivation); Munson, [0036]-[0037]; Traynor, ¶855.  

Houghton-Munson teaches push server (network server) includes intelligence 

(logic) to determin[e] that one of the message delivery triggers has occurred, and in 

that event send the buffered content (supply[] one or more messages comprising the 

buffered content) to the stack of secure protocols (transport services stack) for 

delivery on the secure message link maintained between the stack of secure protocols 

and the push client (device-link agent) on the client device (wireless end-user device). 

Traynor, ¶¶854-58. 

i. 1[e1] 

Houghton teaches 1[e1]. Traynor, ¶¶859-61. 

Houghton’s plurality of mobile terminals (wireless end-user devices) each 

have a push client (device-link agent) configured to perform 1[e2]-1[e4]. Houghton, 

21, 23; §§V.H.4.c (1[b2]), V.H.4.j-V.H.4.l (1[e2]-1[e4]); Traynor, ¶860. 

j. 1[e2] 

Houghton teaches 1[e2]. Traynor, ¶¶862-64. 
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In Houghton, push client (device-link agent) “initiates and maintains…[a] 

data connection…to the push server using Internet technologies.” Houghton, 11, cl.1; 

§§V.H.4.b ([1b1]), V.H.4.d ([1c1]). Push client connects to push server “over a data 

network.” Houghton, 17, Fig. 4. 

Houghton teaches push clients (device-link agents) maintaining a secure 

Internet connection for transmitting/receiving messages with the stack of secure 

protocols on the push server (maintain the respective secure Internet data message 

link over a wireless network to the link interface). Traynor, ¶¶862-64. 

k. 1[e3] 

Houghton-Munson teaches 1[e3]. Traynor, ¶¶865-74. 

Houghton’s push clients receive secure messages (receive secure Internet 

data messages) from push server (network server system) over a link using “secure 

protocol[s]” such as “HTTPS, IP-Sec, secure IP6 or a proprietary security protocol.” 

Houghton, 18-20, §§V.H.4.b-V.H.4.h (1[b1]-[d4]); Traynor, ¶866. Houghton’s push 

clients may receive messages from a variety of other servers and push clients 

(collected from multiple…network elements) and those messages correspond to 

multiple registered applications (multiple…software components authorized to 

receive messages via the device-link agent on that respective device). §§V.H.4.b-

V.H.4.e (1[b1]-[c2]); Traynor, ¶866.  
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In Houghton, messages sent from application server to application client 

(through push server) can include: (1) “a data packet containing no information,” (2) 

“information specifying which mobile application 406 from a plurality of such 

applications” to which the message is directed (unique identifier for a corresponding 

one of the software agents), and/or (3) “information to be passed to the…specified 

mobile application” (data to be consumed by that software component). Houghton, 

21; Traynor, ¶867. For example, Houghton discloses “trigger event(s)” or 

“application command message(s)” are ultimately received by push client (secure 

Internet data messages) and were sent in response to a trigger, which then “trigger[s] 

[an] event in a mobile application 705 from a plurality of such applications…on the 

terminal 705” by including “commands or data” (data for the target mobile 

application) in the message. Houghton, 21-22; Traynor, ¶868. And because these 

messages are directed to “mobile application 705 from a plurality of such 

applications” (id.), a POSITA would have understood they include an identification 

of the target mobile application. Traynor, ¶869. 

If Houghton does not explicitly disclose messages including a unique 

identifier of the mobile application, POSITAs would have found it obvious to 

include application identifiers in messages application server sends and push server 

receives. Traynor, ¶870 (citing Ex-1006, [0013], [0022]). POSITAs would have 

recognized the application server would be better equipped, relative to the push 
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server, to provide the application identifier since the application server originates the 

message and knows the intended application. Traynor, ¶871. Including an 

application identifier would have amounted to implementing a known technique 

(including an application identifier in a message) to a known system (Houghton’s 

application server/push server) to achieve predictable results (including the 

application identifier in the message sent by application server and received by push 

server). Traynor, ¶872. 

POSITAs would have understood application-specific messages received by 

push client (at least a first subset of secure Internet data messages) contain both a 

destination application identifier (unique identifier for a corresponding one of the 

software agents) and application data (data to be consumed by that software 

component) supplied by the originating network element (e.g., application server) 

corresponding to the application (the data supplied from a respective network 

element corresponding to that software component). Traynor, ¶¶865-74. 

l. [1e4] 

Houghton-Munson teaches 1[e4]. Traynor, ¶¶875-77. 

Houghton’s push server transmits application-specific messages containing 

application identifiers (unique identifier) to push clients on mobile terminals using 

“secure protocol[s],” and push clients route them to registered applications 

([software components/applications] that are authorized to access messages) on 
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mobile terminals (for software components that are authorized to access messages 

received via the device link agent, cause messages with a unique identifier 

corresponding to a given one of those software applications to be securely delivered 

to a software process corresponding to the given software component). §§V.H.4.b-

V.H.4.e (1[b1]-[c2]), V.H.4.k (1[e3]); Traynor, ¶875.  

Because application-specific messages are transmitted to push client using a 

secure link and routed to a registered application (software component/application), 

POSITAs would have understood they are securely delivered to a software process 

corresponding to the given software component. Traynor, ¶875. Houghton’s push 

client can pass “command details (arrow D) to the specified mobile application, 

module, or additional feature within the same application suite” (software 

process[es]) for processing by the application. Houghton, 21, Fig. 4, cl.1. 

5. Claim 2  

Houghton-Munson teaches claim 2. Traynor, ¶¶878-80. 

In Houghton, logic evaluates a set of trigger conditions, (§§V.H.4.f-V.H.4.h 

(1[d1]-1[d4])), one of which is “a state change (trigger event)” (at least one of the 

triggers for each given device specific to one or more states of that given device). 

Houghton, 14, 26, cl.22; Traynor, ¶879. 
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Houghton, Fig. 6D. 

6. Claim 3  

Houghton-Munson teaches claim 3. Traynor, ¶¶881-86. 

Houghton contemplates multiple message-delivery triggers (Houghton, 14, 21) 

and discloses a “periodic message” (sent upon “expiration of a timer”) so that 

devices in the communication path (push client at mobile terminal and push server) 

“do not time expire the connection,” suggesting periodic messages in Houghton 

recur regularly. Id., 19, 26. “[P]eriodic message timings” can be “measured in 

seconds, minutes or hours,” “longer or shorter…to match the combined needs of all 
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such network devices and protocols,” and “adjusted based on the success or failure 

of earlier messages,” also suggesting these messages recur at regular intervals. Id., 

19-20, 26; Traynor, ¶¶882-83. 

Munson teaches “content can be pushed according to a schedule of time or 

event” (message-delivery trigger), and provides an example where a “group push” 

is performed “during off-peak hours” for system maintenance, which POSITAs 

would have understood/found obvious would be triggered by the expiration of a 

regularly-repeating timer. Munson, [0044]; Traynor, ¶884; §V.H.4.g (1[d3]).  

POSITAs would have been motivated and would have had a reasonable 

expectation of success in implementing Munson’s use of a regularly-repeating timer 

to cause attempted message delivery in Houghton. Traynor, ¶885. POSITAs would 

have been motivated to use such a periodic timer as a message delivery trigger to 

enable more efficient use of network resources, avoid repeated message requests, 

and attempt delivery according to a desired schedule (one of the message delivery 

triggers is the expiration of a periodic timer). Id. 

7. Claim 4  

Houghton-Munson teaches claim 4. Traynor, ¶¶887-90. 

Houghton’s push client sends a “periodic message” so the connection does 

not expire. §V.H.6 (cl. 3); Houghton, 19-20, 26. POSITAs would have understood 

the period of sending this message sets the maximum data message interval beyond 
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which the secure message link is taken down because if push server does not receive 

a message at the end of the period, the connection expires. Traynor, ¶888.  

POSITAs would have understood/found obvious the period of the regularly-

repeating timer for triggering message delivery in Houghton-Munson (see §V.H.6 

(cl.3)) would be some degree shorter (fractionally shorter) than this maximum data 

message interval beyond which the secure message link is taken down. Traynor, ¶889. 

If the trigger were set to a longer period, the connection would terminate before the 

message could be sent, thus requiring establishing a new connection. Id. 

8. Claims 5-6 

Houghton-Munson teaches claims 5-6. Traynor, ¶¶891-97. 

In Houghton, “client-side events” result in “pushing application commands to 

a mobile terminal.” Houghton, 14, 16, 21, Fig. 4; Traynor, ¶893. Trigger events 

include “messaging actions” or a “notification.” Houghton, 14, 21. Houghton’s 

“client” notifies the “server” of a “terminal event” that triggers a “return message.” 

Id., 20-21. “If a push message is received, the client 405 executes the corresponding 

function, such as launch or pass commands and data [to] a mobile application.” Id., 

26.  

In Houghton, a connectionless protocol is used “when the client 405 notifies 

the server 401 of a[] terminal event, user interface event or application event,” and 

push server then “push[es] to the client 405 a service triggered by the event….The 
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sending of such a return message is frequently time critical and the fastest available 

combination of techniques will be used.” Houghton, 20-21. For established IP 

connections, push client 405 “monitor[s] the local resources for a state change (a 

trigger event)” and if so, “send[s] a message to the server 401.” Houghton, 26; 

Traynor, ¶894-95. 

An example message trigger includes a periodic message so that devices in 

the communication path (push client at mobile terminal and push server) “do not 

time expire the connection,” which POSITAs would have recognized/found obvious 

as a heartbeat message generated by the given device-link agent. §V.H.6 (cl.3); 

Houghton, 26; Traynor, ¶896; ’320Pat, 38:50-63. 

Houghton-Munson teaches a triggering event for message delivery that is a 

message from the client to push server, including a heartbeat message (message 

delivery trigger is the receipt of a transmission on the respective secure Internet data 

message link from the device-link agent of the given one of the wireless end-user 

devices, including a heartbeat message or a request received from the given device-

link agent). Traynor, ¶¶891-97. 

9. Claim 7  

Houghton-Munson teaches claim 7. Traynor, ¶¶898-99. 

Houghton’s “push server 701 is triggered by a trigger event…from an 

application server 702 to push an application command message to the push client 
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704 and thereby initiate a mobile terminal client trigger event.” Houghton, 21-22, Fig. 

7. In other words, Houghton discloses/suggests a message-delivery trigger is the 

receipt of an application-command message (particular message) from an 

application server (network element). Traynor, ¶898. 

10. Claim 10  

Houghton-Munson teaches claim 10. Traynor, ¶¶900-02. 

Houghton discloses secure Internet data messages sent from network 

elements (§V.H.4.k (1[e3]); Traynor, ¶901) and at least some messages (second 

subset of secure Internet data messages) include “stimulating…display or shift to 

[the] foreground of a user interface feature of the terminal such as an application” or 

a “display notification” (Houghton, 11-12, 18, Fig. 6C). POSITAs would have 

understood messages displayed to the end user teach a user message from a network 

element…intended for display on a user interface of a given one of the wireless end-

user devices. Traynor, ¶901.  

11. Claim 11  

Houghton-Munson teaches claim 11. Traynor, ¶¶903-05. 

Houghton’s push client “is also capable of receiving and storing variables 

which configure behavior of the client,” and “may thus specify the network 

connection preferences, notification sounds, and other behavior of the client.” 

Houghton, 22. POSITAs would have understood Houghton discloses a software 
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component on the client receives and then implements control information (policy 

control agent) including connection preferences and other configurations 

(data…compris[ing] service settings and/or configuration information for the 

device) from the server. Traynor, ¶904. 

12. Claim 15  

a. 15[a]-15[b] 

Houghton-Munson teaches 15[a]-15[b]. Traynor, ¶¶906-09. 

Houghton’s push client (405) “accept[s] data D” from multiple mobile 

applications (406) and directs such data to push server (401) for transmission to 

“other servers, mobile terminals, push clients and computing devices.” Houghton, 

21; Traynor, ¶907. The “messages received on behalf of the wireless terminal” may 

be routed “to and from the server.” Houghton, 14. The message’s “data packet” can 

include “information specifying which mobile application 406 from a plurality of 

such applications” to which it will be directed. Id., 21.  

Because Houghton’s push client uses a stack of secure protocols for 

connections between push server and push client (link interface; §V.H.4.b (1[b1])), 

and may encrypt those connections (§V.H.4.b (1[b1])), POSITAs would have 

understood/found obvious those protocol-based connections receive messages 

(upload messages) on push client (respective device-link agents) from some of 
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applications 805 (software components on the device) for forwarding to push server. 

Traynor, ¶908. 

POSITAs would have understood/found obvious each such message 

identif[ies], e.g., the application server (network element) to which the application 

issuing the message requested delivery (device respective software component has 

requested delivery). §V.H.4.d (1[c1]); Traynor, ¶909 (citing Lee, [0011], [0022], 

cl.1). 

b. 15[c]14 

Houghton-Munson teaches 15[c]. Traynor, ¶¶910-12. 

Houghton’s push client (device-link agent) transmits the messages (upload 

messages) to push server (network-message server) (§V.H.12.a (15[a]-[b])), across 

a link using a stack of “secure protocol[s]” (secure Internet data message link) 

(§V.H.4.b (1[b1]), for delivery by push server to the identified recipient(s) 

(respective identified network elements) (§§V.H.4.d-V.H.4.e (1[c1]-[c2])). Traynor, 

¶911. 

13. Claim 18  

Houghton-Munson teaches claim 18. Traynor, ¶¶913-18. 

 
14 See n.10; Traynor, ¶910. 
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Houghton’s push messages are received by push server’s stack of secure 

protocols from different network elements such as application server or other push 

clients resident on a respective mobile terminal, and each message intended for an 

application executing on one of the mobile terminals includes data and the intended 

application’s corresponding identification. §§V.H.4.c (1[b2]), V.H.4.e (1[c2]); 

Traynor, ¶915 (citing Lee, [0011], [0022]-[0023], cl.1).  

POSITAs would have recognized/found obvious messages received from 

push server are directed to multiple applications on the mobile terminal (multiple 

identifier/data pairs) because Houghton discloses various “actions” occurring across 

applications when receiving a push message. Houghton, 21; Traynor, ¶916. The 

message’s “data packet” may include “information specifying which mobile 

application 406 from a plurality of such applications” it will be directed to. Houghton, 

21. In some cases, “packaging of mobile applications involves combining multiple 

applications delivered in a single bundle” (e.g., a “bundle”/“suite” of applications 

receive messages packaged together in a message containing multiple identifier/data 

pairs). Houghton, 12; Traynor, ¶916.  

I. Ground 2B: Houghton-Munson-TS-23.140 (Claims 1-7, 10-11, 15, 
18) 

If Houghton-Munson does not disclose/render obvious claims 1-7,10-11, 15, 

18—and specifically that applications must register/be authorized or received 
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message includes an application identifier—it would have been obvious to combine 

Houghton-Munson with TS-23.140. Traynor, ¶919.  

TS-23.140 teaches: (1) applications must register before being granted access 

to the MMS network (TS-23.140, 54-55); and (2) once registered, application-

specific messages include an “application identifier of the destination application,” 

(id., 55). Traynor, ¶920.  

POSITAs would have been motivated to incorporate an application-

registration process into Houghton-Munson’s system to ensure the application is 

properly configured to transmit messages compatible with the network. TS-23.140, 

54; Traynor, ¶921. POSITAs would have had a reasonable expectation of success in 

doing so because it merely involves negotiated signaling between the registering 

application and existing messaging-network element (e.g., Houghton-Munson’s 

push client) and TS-23.140 leaves the specific registration process implementation 

to those in the art to customize. Traynor, ¶921. 

Upon registering, POSITAs would have been further motivated to include 

application identifiers in application messages sent through Houghton-Munson’s 

system, like TS-23.140, to ensure application-specific messages are directed to the 

intended application or identify an application to another network element. Traynor, 

¶922. POSITAs would have had a reasonable expectation of success in doing so 

because both TS-23.140 and Houghton envision directing messages to specific 
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applications, and the combination merely involves incorporating an express 

“application identifier” into the message. Id.  

If reliance on TS-23.140 is necessary, the combination also teaches all other 

Challenged Claims as set forth in Grounds 2A/2C-G for the reasons stated therein. 

Traynor, ¶923. 

J. Ground 2C: Houghton-Munson-Adamczyk (Claims 3-4) 

Houghton-Munson-Adamcyzk teaches claims 3-4. Traynor, ¶¶924-27.  

Adamczyk discloses a message-transmission system. Adamczyk, Abstract, 

[0007]-[0009]. Adamczyk’s notification servers (like Houghton-Munson’s push 

server) can be “configured to send [] notification messages to the recipients on 

demand, at a specific future time, and/or on a periodic schedule” including based on 

user preferences. Adamczyk, [0010], [0022], cl.4; Traynor, ¶924.  

POSITAs would have found it obvious to supplement Houghton-Munson’s 

triggers (§V.H.4.g (1[d3])) with Adamczyk’s additional trigger types. Traynor ¶925. 

POSITAs would have been motivated to provide users the option to schedule 

delivery of messages—including on a “periodic schedule,” as Adamczyk teaches, 

sufficient to control when messages are pushed to their devices (one of the message 

delivery triggers is the expiration of a periodic timer). Traynor ¶925. POSITAs 

would have been motivated to do so with a reasonable expectation of success for the 
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same reasons described regarding TS-23.140-Adamcyzk. §V.B (Ground 1B); 

Traynor, ¶926.  

POSITAs would have had a reasonable expectation of success doing so 

because Houghton-Munson already taught timers to control message delivery and 

periodic messaging. Traynor, ¶926. To configure push server to push messages at 

periodic intervals, the combination would merely require configuring push server to 

hold received messages in the buffer until expiry of a recurring timer before pushing 

messages received during the time interval at once. Traynor, ¶926. 

POSITAs would have been further motivated to configure any “periodic 

schedules” to be fractionally shorter than Houghton-Munson’s “periodic message” 

preventing the connection from expiring (maximum data message interval beyond 

which the secure message link is taken down) for the same reasons described 

regarding Houghton-Munson. §V.H.7 (cl.4, Ground 2A); Traynor, ¶927. 

K. Ground 2D: Houghton-Munson-Shen (Claims 6, 12-13, 16)  

1. Claim 6 

Houghton-Munson-Shen teaches claim 6. Traynor, ¶¶928-32.  

Houghton-Munson-Shen teaches a heartbeat message as a trigger. Traynor, 

¶928. Houghton uses a “periodic message” as a message-delivery trigger to keep a 

connection alive, (see §V.H.6 (cl. 3)), and monitors for when client (405) has 

become disconnected (Houghton, 19-20, 26-27; Traynor, ¶929).  
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If Houghton’s “periodic message” is not found to be a heartbeat, POSITAs 

would have been motivated to implement Houghton’s “periodic message” as a 

heartbeat in view of Shen. Traynor, ¶¶930-31. Shen’s heartbeat was one well-

known way to determine whether push client has become “reachable”—i.e., the 

device pings the server at intervals to indicate reachability/availability. Shen, [0033]-

[0034]; Traynor, ¶930. POSITAs would have understood a heartbeat provides a low-

bandwidth and reliable mechanism for triggering message delivery. Traynor, ¶930. 

Implementing Shen’s heartbeat message would have been a simple 

substitution of prior art elements (Houghton’s periodic message for Shen’s heartbeat 

message) to yield a predictable result (signaling maintenance of a connection and 

triggering message delivery). Traynor, ¶931. POSITAs would have had a reasonable 

expectation of success in doing so because Houghton and Shen already provide for 

similar signaling. Shen, [0034]; Traynor, ¶931. 

Houghton-Munson-Shen teaches a message-delivery trigger comprising a 

heartbeat message like Shen’s, generated by push client (device-link agent). Traynor, 

¶¶928-32. 

2. Claim 12 

Houghton-Munson-Shen teaches claim 12. Traynor, ¶¶933-44. 

Houghton supplies messages through secure push-server protocols (e.g., 

SSL/HTTPS) (link interface) for delivery over a secure connection between push 
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server (network server system) and a mobile terminal’s push client (device-link agent 

on each given device). §§V.H.4.b (1[b1]), V.H.4.h (1[d4]); Traynor, ¶934. Although 

Houghton-Munson teaches encrypting the connection, it does not explicitly disclose 

encrypting the messages. Traynor, ¶934. 

Shen recognizes failing to encrypt store-and-forward messages like those in 

Houghton-Munson presents a security vulnerability, and teaches an 

authentication/key-management module for “encrypting MMS messages.” §V.D.1 

(Shen); Shen, [0004], [0029]-[0034], [0059], Fig. 5; Traynor, ¶¶935-37. Shen’s 

messages can be “encode[d] and decode[d] to protect the privacy of these messages.” 

Shen, [0054]; Traynor, ¶936.  

POSITAs would have been motivated to modify Houghton-Munson to 

incorporate Shen’s message-encryption/decryption scheme with a reasonable 

expectation of success for the same reasons described regarding TS-23.140-Shen. 

§V.D.3 (Ground 1D, cl.12); Traynor, ¶¶936-43. 

Houghton-Munson and Shen describe similar messaging environments and 

communications between push servers and push clients, such that POSITAs would 

have found straightforward to modify Houghton-Munson’s push server to 

implement Shen’s security modules. Traynor, ¶940. 

Houghton-Munson-Shen teaches push server configured to transport 

messages to push client via the TCP/IP transport protocols with SSL and Shen’s 
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encryption scheme (the link interface to encrypt messages identified for delivery to 

each given one of the wireless end-user devices to create secure Internet data 

messages). Traynor, ¶¶933-44. Houghton-Munson-Shen teaches push client on each 

mobile terminal configured to receive those messages and apply Shen’s decryption 

scheme before delivering the messages to a registered application/process (the 

device link agent on each given device further configured to decrypt the received 

secure Internet data messages for that device prior to delivering those messages to 

a respective software process). Id. 

3. Claim 13  

Houghton-Munson-Shen teaches claim 13. Traynor, ¶¶945-47. 

Houghton-Munson-Shen teaches transmitted messages are encrypted 

messages (§V.K.2 (cl.12); Traynor, ¶946), and are transmitted to push clients using 

“secure protocols” (encryption on a transport services stack and/or IP layer 

encryption) (§V.H.4.b (1[b1]); Traynor, ¶946).  

4. Claim 16 

Houghton-Munson-Shen teaches claim 16. Traynor, ¶¶948-51. 

Houghton tests a connection between push client and push server using 

periodic messages. §V.H.8 (cl.6). Shen similarly uses a heartbeat mechanism for the 

client “to determine whether a wireless LAN is available.” §V.K.1 (cl.6); Traynor, 

¶948.  
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POSITAs would have been motivated to configure Houghton-Munson’s push 

client (device-link agent)—alone or in combination with Shen—to buffer messages 

waiting for transmission until the heartbeat mechanism determined it could reach 

push server (at a time selected by the heartbeat mechanism) for the same reasons as 

TS-23.140-Shen. §V.D.5 (Ground 1D, cl.16); Traynor, ¶949. POSITAs would have 

had a reasonable expectation of success in doing so because it merely involved 

adjusting timers to trigger message delivery after the heartbeat confirmed push 

server’s reachability. Traynor, ¶950. 

L. Ground 2E: Houghton-Munson-Pazhyannur (Claims 8-9)  

Houghton-Munson-Pazhyannur teaches claims 8-9. Traynor, ¶¶952-58. 

POSITAs would have understood applications in Houghton-Munson’s system 

register with push client to transmit/receive messages. §V.H.4.c (1[b2]); Traynor, 

¶953. Houghton-Munson does not expressly disclose maintaining a list of registered 

applications on a server. 

Pazhyannur discloses a network of user terminals/application servers, in 

which a centralized user profile provides a list of authorized devices/applications to 

permit access to the applications on any authorized user device. Pazhyannur, 

Abstract, [0040]; Traynor, ¶954. 

POSITAs would have been motivated to implement a list of registered 

network elements/applications (secure authorization list) in Houghton-Munson’s 
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server (secure server), such as a portion of push server, to track all 

devices/applications associated with a user (Pazhyannur, [0040]), as well as use such 

a list to control access to a network to improve network security (Traynor, ¶955; Ex-

1008, [0044], [0047]). POSITAs would have had a reasonable expectation of success 

in doing so because maintaining a centralized list of registered network 

elements/applications merely required compiling network-element/application-

registration data Houghton-Munson’s system already has (e.g., application/network-

element identifiers). Traynor, ¶956. 

POSITAs would have appreciated that rather than push client or push server 

evaluating a local list of registered applications/network elements, they would 

evaluate centralized list(s) on a server (such as push server) (receiving access 

authorization information from the secure server) indicating which 

applications/network elements are registered to the user and may send messages to 

the user’s devices (the access authorization indicating the software components 

authorized to receive messages via the device link agent on that device). Traynor, 

¶¶952-58. 

M. Ground 2F: Houghton-Munson-Ellison (Claim 14) 

Houghton-Munson-Ellison teaches claim 14. Traynor, ¶¶959-76. 
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Houghton-Munson teaches push client (device-link agent) and other 

applications executing on a mobile terminal (Houghton, 16, 21, Fig. 4), but does not 

explicitly teach implementing push client in a secure environment. Traynor, ¶960. 

Ellison implements software in a secure environment to protect it from 

potential attacks. §V.F; Traynor, ¶¶961-63.  

POSITAs would have been motivated to combine Houghton-Munson with 

Ellison with a reasonable expectation of success to incorporate Ellison’s hierarchical, 

nub-based normal and isolated execution environments to provide enhanced security 

for push server for the same reasons described regarding TS-23.140-Ellison. §V.F 

(Ground 1F); Traynor, ¶964.  

POSITAs would have had a reasonable expectation of success in doing so 

because (1) Houghton contemplates security mechanisms to secure its messaging 

systems, including messaging around application data; (2) Ellison’s techniques 

would have readily been implemented in “computer system[s]” similar to Houghton-

Munson’s network; and (3) it was well-known to use protection rings/tiers in 

computing environments (per Ellison). Ellison, 2:46-3:31, Fig. 1A; Traynor, ¶¶968-

73 (citing Ex-1033). 

Houghton-Munson-Ellison teaches providing for a push client (device-link 

agent) to execute in an “isolated” execution environment (secure-execution 

environment) like Ellison’s, while any applications utilizing messages through push 
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client execute in either a separate “isolated” environment or “normal” execution 

environment (at least one of the software components on that device executes outside 

of the secure execution environment). Traynor, ¶¶959-76. 

N. Ground 2G: Houghton-Munson-Fok (Claim 17) 

Houghton-Munson-Fok teaches claim 17. Traynor, ¶¶977-83. 

Houghton transmits application-specific messages across a network, 

(§V.H.4.c (1[b2]), but does not expressly describe inter-application message 

communications (Traynor, ¶978).  

Fok describes a “secure inter-application communication” in a “mobile 

operating environment.” Fok, [0036]-[0037], [0081], [0106]-[0108], Figs. 4, 8-9. 

Fok uses a “handshake” between a “primary” and one or more “recipient” 

applications to establish recipients are trusted using “a list of unique identifiers” 

before transmitting information between the two. Fok, [0047]-[0053], [0096]-[0102], 

[0106]-[0108], Figs. 7-10; Traynor, ¶979. 

POSITAs would have been motivated to combine Houghton-Munson and Fok 

to provide “secure inter-application communication” (secure interprocess 

communication service) for two or more applications residing on a single terminal 

to transmit application-specific messages to one another through push client on the 

terminal (at least a given one of the devices further comprising a secure interprocess 

communication service). POSITAs would have understood push server is not 
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involved in the device’s inter-application communication (i.e., the communication 

is separately secured from the secure Internet data message link). Traynor, ¶980. 

This service would allow trusted applications to transmit application-specific 

messages securely to one another on the terminal via push client (the device link 

agent for the given device causing messages to be securely delivered to a software 

process by initiating delivery of each such message on the secure interprocess 

communication service). Traynor, ¶981. POSITAs would have been motivated to 

combine Houghton-Munson with Fok with a reasonable expectation of success for 

the same reasons discussed regarding TS-23.140-Fok. §V.G (Ground 1G); Traynor, 

¶¶981. 

VI. CONCLUSION 

IPR of the Challenged Claims is respectfully requested. 

VII. MANDATORY NOTICES 

A. Real Party in Interest 

Petitioners are the real parties-in-interest, along with Amazon.com, Inc. and 

Apple Inc. 37 C.F.R. § 42.8(b)(1). 

B. Related Matters 

To the best of Petitioners’ knowledge, the ’320Pat has been involved in the 

following matters: 
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 Headwater Research LLC v. Amazon.com Services LLC et al., No. 7-25-cv-

00286 (WDTX).  

 Headwater Research LLC v. Walmart Inc., No. 2-25-cv-00961 (EDTX). 

 Headwater Research LLC v. Uber Techs., Inc. et al., No. 2-25-cv-00962 

(EDTX). 

 Headwater Research LLC v. Target Corp., No. 2-25-cv-00963 (EDTX). 

 Headwater Research LLC v. Supercell Oy, No. 2-25-cv-00964 (EDTX). 

 Headwater Research LLC v. Tencent Holdings Ltd., No. 2-25-cv-00965 

(EDTX). 

 Headwater Research LLC v. Apple Inc., No. 7-25-cv-00371 (WDTX). 

 Headwater Research LLC v. Google LLC, No. 7-25-cv-00231 (WDTX). 

 
C. Notice of Counsel and Service Information 

LEAD COUNSEL 

Jessica Kaiser (Reg. No. 58,937)  
kaiser-ptab@perkinscoie.com 
PERKINS COIE LLP  
1900 Sixteenth Street, Suite 1400 
Denver, CO 80202-5255 
Telephone: (303) 291-2300 

BACK-UP COUNSEL 

Christopher Marando (Reg. No. 67,898) 
Marando-ptab@perkinscoie.com 

Case 7:25-cv-00286-ADA     Document 35-3     Filed 12/23/25     Page 111 of 115

234



U.S. Patent 10,321,320 
IPR2026-00106 

 

- 96 - 

PERKINS COIE LLP 
700 Thirteenth Street N.W. 
Suite 800 
Washington, DC 20005-3960 
Phone: (202) 654-6200 
 
Thomas Millikan (Reg. No. 72,316) 
Millikan-ptab@perkinscoie.com 
PERKINS COIE LLP 
11452 El Camino Real 
Suite 300 
San Diego, CA 92130-2080 
Phone: (858) 720-5723 
 
Matthew A. Lembo (Reg. No. 75,633) 
Lembo-ptab@perkinscoie.com 
PERKINS COIE LLP 
1155 Avenue of the Americas 22nd Floor 
New York, NY 10036-2711 
Phone: (332) 238-2757 

 
Petitioner consents to electronic service. All services and communications to 

the attorneys listed above may be sent to:  

Amazon-Headwater-IPR@perkinscoie.com 

D. Power of Attorney 

A power of attorney is filed herewith according to 37 C.F.R. §42.10(b). 
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Date:  November 10, 2025 

Respectfully submitted, 

/ Jessica Kaiser / 
 
Jessica Kaiser 
Reg. No. 58,937 
Attorney for Petitioner 
 
PERKINS COIE LLP 
1900 Sixteenth Street, Suite 1400 
Denver, CO 80202-5255 
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CERTIFICATE OF WORD COUNT UNDER 37 CFR §42.24(D) 

Pursuant to 37 C.F.R. §42.24(a), Petitioner hereby certifies that portions of 

the above-captioned Petition for inter partes review of U.S. Patent No. 10,321,320, 

in accordance with and reliance on the word count provided by the word-processing 

system used to prepare this Petition, that the number of words in this paper is 13,993.  

Pursuant to 37 C.F.R. §42.24(a), this word count is in compliance and excludes the 

table of contents, table of authorities, mandatory notices under §42.8, certificate of 

service, certificate of word count, appendix of exhibits, and any claim listing.  This 

word count was prepared using Microsoft Word.  

  
 
 
 
 
 
 
 
 
 
 
 
 
Date:  November 10, 2025 

Respectfully submitted, 

/ Jessica Kaiser / 
 
Jessica Kaiser 
Reg. No. 58,937 
Attorney for Petitioner 
 
 

PERKINS COIE LLP 
1900 Sixteenth Street, Suite 1400 
Denver, CO 80202-5255 
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CERTIFICATE OF SERVICE 

The undersigned hereby certifies that true copies of the Petition for inter 

partes review of U.S. Patent No. 10,321,320 and supporting materials (Exhibits and 

Power of Attorney) were served via overnight delivery on the Patent Owner at the 

correspondence address of record as listed on PAIR: 

Headwater Research LLC 
C/O Farjami & Farjami LLP 

26522 La Alameda Ave., Suite 360 
Mission Viejo, CA 92691 

 
A courtesy copy was also sent via electronic mail to Patent Owner’s litigation 

counsel listed below:  

Brian D. Ledahl - bledahl@raklaw.com 
Dale Chang - dale.chang@lw.com 

James N. Pickens - jpickens@raklaw.com 
James S. Tsuei - jtsuei@raklaw.com 

Jason M Wietholter - jwietholter@raklaw.com 
Kristopher R. Davis - kdavis@raklaw.com 
Paul A. Kroeger - pkroeger@raklaw.com 

Qi (Peter) Tong - ptong@raklaw.com 
Reza Mirzaie - rmirzaie@raklaw.com 

Marc A. Fenster - mafenster@raklaw.com 
 
 
 
 
 
 
 
 
Date: November 10, 2025 

Respectfully submitted, 

/ Jessica Kaiser / 
 

Jessica Kaiser 
Reg. No. 58,937 
Attorney for Petitioner 
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Send notification messages that are displayed to your user. Or send data messages and 

determine completely what happens in your application code. See ___ . _ 

Distribute messages to your client app in any of three ways - to single devices, to groups of 

devices, or to devices subscribed to topics. 
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• 

• 

• 

• 

Set up Firebase and FCM on your app according the 

setup instructions for your platform. 

Add message handling, topic subscription logic, or other 

optional features to your client app. During the 

development, you can easily send test messages from 

the Notifications console. 

Decide which server protocol(s) you want to use to 

interact with FCM, and add logic to authenticate, build 

send requests, handle response, and so on. Note that if 

you want to use upstream messaging from your client 

applications, you must use XMPP . 
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IN THE UNITED STATES DISTRICT COURT 
FOR THE EASTERN DISTRICT OF TEXAS 

MARSHALL DIVISION 
 
 

HEADWATER RESEARCH LLC § 
§ 

 
 

v. § Case No. 2:25-cv-00961-JRG-RSP             
 §                    (Lead Case) 
WALMART INC. 
 
AMAZON.COM SERVICES LLC, et al 
 
 
UBER TECHNOLOGIES, INC., et al 
 
 
TARGET CORPORATION 

§ 
 
§ 
§ 
 
§ 
§ 
 
§ 
§ 
 

 
 
Case No. 2:25-cv-00897-JRG-RSP 
                 (Member case) 
 
Case No. 2:25-cv-00962-JRG-RSP 
                 (Member case) 
 
Case No. 2:25-cv-00963-JRG-RSP 
                 (Member case) 
 

 
ORDER 

The above-captioned cases are hereby ORDERED to be CONSOLIDATED for all 

pretrial issues with the LEAD CASE, Case No. 2:25-cv-00961.  All parties are instructed to file 

any future filings in the LEAD CASE.  Individual cases remain active for trial.   

The Clerk is instructed to add the consolidated Defendants into the Lead Case and their 

corresponding Lead and Local Counsel only. Additional counsel may file a Notice of Appearance 

in the Lead Case if they wish to continue as counsel of record in the lead consolidated action. 

Counsel who has appeared pro hac vice in any member case may file a Notice of Appearance in 

the Lead Case without filing an additional application to appear pro hac vice in the Lead Case. 

Counsel who has not appeared in a member case at the point when it is consolidated into the Lead 

Case should file a Notice of Appearance only in the Lead Case, and such Notice should state the 

relevant member case. 
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2 

 

 

 

 

 

 

 

 

.

____________________________________
ROY S. PAYNE
UNITED STATES MAGISTRATE JUDGE

SIGNED this 3rd day of January, 2012.

SIGNED this 23rd day of October, 2025.
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IN THE UNITED STATES DISTRICT COURT 
FOR THE WESTERN DISTRICT OF TEXAS 

MIDLAND-ODESSA DIVISION 

HEADWATER RESEARCH LLC, 
 
   Plaintiff, 
 
  v. 
 
AMAZON.COM SERVICES LLC AND 
AMAZON WEB SERVICES, INC., 
 
   Defendants. 
 

 

Case No. 7:25-cv-00286-ADA 

 

JURY TRIAL DEMANDED 

 

 
 

ORDER GRANTING DEFENDANTS’ MOTION TO STAY PENDING INTER PARTES 
REVIEW 

 

Defendants Amazon.com Services LLC and Amazon Web Services, Inc. have requested a 

stay of the present case pending the result of two Inter Partes Review proceedings at the Patent 

Trial and Appeal Board. 

Upon consideration of the parties’ respective positions, Defendants’ request is GRANTED. 

 

IT IS SO ORDERED. 

 

SIGNED this _______ day of ____________________, 2025. 

 

 
 
ALAN D. ALBRIGHT 
United States District Judge 
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