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(57) ABSTRACT 

The present invention provides a method of forming a dual 
work function metal gate microelectronics device 200. In 
one aspect, the method includes forming nMOS and pMOS 
stacked gate structures 315a and 315b. The nMOS and 
pMOS stacked gate structures 315a and 315b each comprise 
a gate dielectric 205, a first metal layer, 305 located over the 
gate dielectric 205 and a sacrificial gate layer 310 located 
over the first metal layer 305. The method further includes 
removing the sacrificial gate layer 310 in at least one of the 
nMOS or pMOS stacked gate structures, thereby forming a 
gate opening 825 and modifying the first metal layer 305 
within the gate opening 825 to form a gate electrode with a 
desired work function. 
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PROCESS FOR MANUFACTURING DUAL WORK 
FUNCTION METAL GATES IN A 
MICROELECTRONICS DEVICE 

TECHNICAL FIELD OF THE INVENTION 

[0001] The present invention is directed in general to a 
method for manufacturing microelectronic devices and, 
more specifically, to manufacturing dual work function 
metal gates for microelectronic devices. 

BACKGROUND 

[0002] The ability to dope polysilicon gates to different 
degrees allows one to adjust the work function of gate 
electrode materials to particular types of metal oxide silicon 
(MOS) transistors. It is desirable to adjust the work function 
of a gate electrode (hereinafter, the gate), to be close to either 
the conduction band or the valence band of silicon, because 
this reduces the threshold voltage (V,) of the transistor, 
thereby facilitating a high drive current at low operating 
voltages. For instance, dual work function gates, for 
example doped polysilicon are advantageously used in 
microelectronic devices, such as complementary metal 
oxide silicon (CMOS) transistor devices, having both pMOS 
and nMOS transistors. The use of doped polysilicon gates 
has become problematic, however, as the dimensions of 
gates and gate insulators alike have significantly reduced. 

[0003] It is well understood that polysilicon gates can 
accommodate only a finite amount of dopants. This limita­
tion can result in a depletion of gate charge carriers at the 
interface between the gate and gate dielectric, when the gate 
is biased to invert the channel. Consequently, the electrical 
thickness of the gate stack is substantially increased, thereby 
deteriorating the performance characteristics of the transis­
tor, such as reducing the drive current and slowing switching 
speeds. For instance, the effective electrical thickness of a 
gate dielectric in some pMOS transistors can increase from 
about 1.0 nanometer during accumulation mode, to about 
1.8 nanometers during inversion mode. Depletion of the 
polysilicon gate is a fundamental issue that limits further 
scaling of MOS devices. 

[0004] In addition, when high-k gate dielectrics are used 
with polysilicon a V, offset of up to 700 m V is observed for 
pMOS devices depending on the composition of the high-k 
gate dielectric. This large V, offset is still not clearly under­
stood but is believed to be associated with dopant (e.g., 
boron) diffusion and interaction with the gate dielectric and 
Fermi level pinning as a result of defect creation between the 
gate and the dielectric. At present, there is no effective way 
to control this V, offset problem. 

[0005] In view of the shortcomings of doped polysilicon in 
view of today's device sizes, metal gates are an attractive 
alternative to polysilicon because they have larger supply of 
charge carriers than doped polysilicon gates. When a metal 
gate is biased to invert the channel, there is no substantial 
depletion of carriers at the interface between the metal gate 
and gate dielectric. Accordingly, the transistor's perfor­
mance is not deteriorated because the electrical thickness of 
the gate stack is not increased. In the manufacture of 
microelectronic devices, having independently adjustable 
dual work function metal gates has been troublesome, how­
ever. 
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[0006] Ideally, dual work function metal gates should be 
compatible with the type of device in which it will operate. 
If it is an nMOS gate, then its work function needs to be a 
work function that is compatible for an nMOS device. If on 
the other hand, the gate is intended to be a gate for a pMOS 
device, then its work functions needs to a work function that 
is compatible for a pMOS device. However, during fabri­
cation processes and due primarily to the thermal budgets 
involved, the work function of each of these metal gates may 
shift or drift either up or down, thereby changing the work 
function and consequently, device performance. 

[0007] Devices created using the conventional process 
flow that can also be referred to as gate first process flow 
allow a high quality gate dielectric to remain intact, but the 
gates manufactured under such processes suffer from poten­
tial work function drift because of potential degradation of 
the gate dielectric/gate interface upon exposure to high 
thermal budgets (e.g., those in excess of 700 degrees Cel­
sius) to which it is subjected. To avoid the effects associated 
with these thermal budgets, manufacturers have developed 
gate last processes where the gate is formed after the high 
thermal budgets have been done. Unfortunately, however, 
during their fabrication, the gate dielectric is typically 
removed when the dummy gate is removed to form the metal 
gate electrode. In such instances, the gate dielectric has to be 
regrown or deposited but done so under lower formation 
temperatures so as not to disturb the source/drain implants 
that have already been formed. This process results in a 
lower quality gate dielectric. Thus, presently, the industry is 
left with the choice of either having a high quality gate 
dielectric and contending with work function drift or having 
a gate dielectric with a more stable work function but a 
lower quality gate dielectric. Neither of these choices are 
desirable in view of the demands for higher quality devices 
that operate at high speed and with greater efficiency. 

[0008] Accordingly, what is needed in the art is a method 
of manufacturing microelectronic devices that avoid the 
disadvantages associated with the current manufacturing 
processes. 

SUMMARY OF INVENTION 

[0009] To overcome the deficiencies in the prior art, the 
present invention, in one embodiment, provides a method of 
forming a dual work function metal gate microelectronics 
device. This embodiment comprises forming a stacked gate 
structure in each of a pMOS region and an nMOS region of 
a microelectronics substrate. The gate structure comprises a 
gate dielectric, a first metal layer located over the gate 
dielectric, and a sacrificial gate layer located over the first 
metal layer. The method further comprises removing the 
sacrificial gate layer in at least one of the nMOS or pMOS 
regions, thereby forming a gate opening, and modifying the 
first metal layer within the gate opening to form a gate 
electrode with a desired work function. 

[0010] In another aspect, the present invention provides a 
process for forming an integrated circuit having dual work 
function metal gates. This method comprises forming tran­
sistors over a microelectronics substrate. The building of a 
transistor gate comprises forming a stacked gate structure in 
each of a pMOS region and an nMOS region of a micro­
electronics substrate. The gate structure comprises a gate 
dielectric, a first metal layer located over the gate dielectric 
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and a sacrificial gate layer located over the first metal layer. 
This aspect of this embodiment further comprises removing 
the sacrificial gate layer in at least one of the nMOS or 
pMOS regions, thereby forming a gate opening and modi­
fying the first metal layer within the gate opening to form a 
gate electrode with a desired work function. Source/drains 
are also formed in the microelectronics substrate prior to 
removing the sacrificial gate layer. Interconnects are formed 
in dielectric layers located over the transistors to intercon­
nect the transistors and form an operative integrated circuit. 

[0011] The foregoing has outlined preferred and alterna­
tive features of the present invention so that those of 
ordinary skill in the art may better understand the detailed 
description of the invention that follows. Additional features 
of the invention will be described hereinafter that form the 
subject of the claims of the invention. Those skilled in the art 
should appreciate that they can readily use the disclosed 
conception and specific embodiment as a basis for designing 
or modifying other structures for carrying out the same 
purposes of the present invention. Those skilled in the art 
should also realize that such equivalent constructions do not 
depart from the scope of the invention. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0012] The invention is best understood from the follow­
ing detailed description when read with the accompanying 
FIGUREs. It is emphasized that in accordance with the 
standard practice in the microelectronic industry, various 
features may not be drawn to scale. In fact, the dimensions 
of the various features may be arbitrarily increased or 
reduced for clarity of discussion. Reference is now made to 
the following descriptions taken in conjunction with the 
accompanying drawings, in which: 

[0013] FIG. 1 illustrates partial, sectional view of a micro­
electronics device upon completion of the formation of an 
nMOS transistor and a pMOS transistor having a metal gate 
electrode with a modified work function; 

[0014] FIG. 2 illustrates a partial, sectional view of a 
microelectronics device at an early stage of manufacture that 
results in the device of FIG. 1 wherein a gate dielectric has 
been deposited over a substrate; 

[0015] FIG. 3A illustrates a partial, sectional view of the 
microelectronics device of FIG. 2 after the formation of a 
metal layer over the gate dielectric; 

[0016] FIG. 3B illustrates a partial, sectional view of the 
microelectronics device of FIG. 3A after the formation of a 
sacrificial layer over the metal layer; 

[0017] FIG. 3C illustrates a partial, sectional view of the 
microelectronics device of FIG. 3B after the patterning of 
the gate dielectric, the metal layer, and the sacrificial layer 
to form nMOS and pMOS stacked gate structures; 

[0018] FIGS. 4A-4B illustrate partial sectional views of 
the partially completed microelectronics device of FIG. 3C 
showing the formation of lightly doped or medium doped 
regions adjacent the stacked gate structures; 

[0019] FIGS. SA-SD illustrate partial sectional views of 
the partially completed microelectronics device of FIG. 4B 
showing the formation of sidewall spacers adjacent the 
stacked gate structures; 
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[0020] FIGS. 6A-6C illustrate partial sectional views of 
the partially completed microelectronics device of FIG. SD 
showing the formation of deep source/drains adjacent the 
stacked gate structures; 

[0021] FIGS. 7A-7B illustrate partial sectional views of 
the partially completed microelectronics device of FIG. 6C 
showing the formation of silicided contacts adjacent the 
stacked gate structures; 

[0022] FIGS. SA-SF illustrate partial sectional views of 
the partially completed microelectronics device of FIG. 7B 
showing the formation of a metal gate electrode having a 
modified work function in the nMOS stacked gate structure; 

[0023] FIGS. 9A-9E illustrate partial sectional views of 
the partially completed microelectronics device of FIG. SF 
showing the formation of a metal gate electrode having a 
modified work function in the pMOS stacked gate structure; 

[0024] FIGS. l0A-10B illustrate partial sectional views of 
the partially completed microelectronics device of FIG. 7B 
showing the formation of a metal gate electrode having a 
modified work function in the nMOS stacked gate structure; 

[0025] FIGS. llA-llI illustrate partial sectional views of 
another embodiment of the microelectronics device that 
includes a barrier layer located between first and second 
metal layers; 

[0026] FIG. 12 illustrates an exemplary cross-sectional 
view of an integrated circuit (IC) incorporating devices 
constructed according to the principles of the present inven­
tion. 

DETAILED DESCRIPTION 

[0027] The present invention overcomes previous difficul­
ties in the production of devices having dual work function 
metal gates by providing a process that allows for a high 
quality gate dielectric while deferring metal gate formation 
until after high thermal budgets are conducted, such as those 
conducted to form the gate dielectric, source/drains and 
silicided contacts. Moreover, because the metal gates are 
formed after the conduction of these high thermal processes, 
work function drift is minimized and metal combinations 
that formerly have been unavailable are now available for 
use in the metal gate formation. This process, therefore, 
provides for a high quality gate dielectric while avoiding 
work function drift within the metal gates. Such dual gate 
configurations facilitate work function control of the gates to 
enable dual gate microelectronic devices to be constructed 
with lower threshold voltages and higher reliability than 
previously obtainable. 

[0028] The term, work function, is well known and 
defined as the minimum energy required to bring an electron 
from the Fermi level to the vacuum level. For the purposes 
of the present invention, a gate's work function is matched 
to one of a conduction band or a valence band of a 
microelectronic substrate when the work function is within 
about 0.4 eV, and more preferably about 0.2 eV, of the 
energy level of the substrate's conduction band or valence 
band. As an example, a gate's work function is matched to 
a silicon substrate's valence band when the gate work 
function is greater than about 4.8 eV, and more preferably 
between about 4.9 and about 5.2 eV. Alternatively a gate's 
work function is matched to a silicon substrate's conduction 
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band when the gate work function is less than about 4.4 eV 
and more preferably, between about 4.0 and about 4.3 eV. 

[0029] Of course, the energy levels corresponding to the 
valence and conduction bands differ depending on the type 
of material used for the microelectronic substrate and the 
type and concentration of any dopants in the substrate. One 
skilled in the art should understand how to determine 
specific energy level values for the microelectronic substrate 
of interest and define gate work functions that would match 
the valence or conduction bands, as appropriate. 

[0030] Referring initially to FIG. 1, there is illustrated a 
partial, sectional view of a microelectronics device 100 as 
provided by one embodiment of the present that has been 
completed to the pre-metal dielectric stage. The illustrated 
microelectronics device comprises a microelectronics sub­
strate 105 having a conduction band and a valence band. In 
some advantageous embodiments, the microelectronic sub­
strate 105 is made of silicon, although other conventional 
substrate materials, such as silicon-on-insulator, germanium 
on insulator, silicon germanium on insulator, gallium ars­
enide, germanium, and silicon-germanium substrates, are 
also within the scope of the invention. For instance, the 
microelectronic substrate 105 can be a layer located in the 
partially completed device 100, including a silicon wafer 
itself or a layer located above the wafer, such as an epitaxial 
layer, silicon layer of a silicon-on-insulator (SOI) substrate, 
or other substrate, such as silicon carbide. The microelec­
tronic substrate 105 can be p-type or n-type and, as illus­
trated in FIG. 1, further may include a p-type doped well 115 
and an n-type doped well 116 in the substrate 105. Of course, 
other dopant configurations are also within the scope of the 
present invention. As well understood by those skilled in the 
art, regardless of the type of material and dopant used, the 
microelectronic substrate 105 has a conduction band and a 
valence band. 

[0031] As further illustrated in FIG. 1, the device 100 
includes two regions: an nMOS transistor 120 and a pMOS 
transistor 125, which can be doped to form a complementary 
device. Those skilled in the art understand that for the nMOS 
transistor 120, the well is p-type doped, while for the pMOS 
transistor 125, the well is n-type doped. In certain configu­
rations, the dual work function metal gate microelectronic 
device 100 is a CMOS device. The first and second transis­
tors 120, 125 are preferably separated by conventional 
isolation structures 130, such as shallow trench isolation 
structures. Although the complementary device is illustrated 
for exemplary purposes, other device configurations well 
known to those skilled in the art, are also within the scope 
of the present invention. 

[0032] The nMOS and pMOS transistors 120 and 125 each 
include a gate dielectric 135. Preferably, the gate dielectric 
135 is a high quality dielectric. Any conventional technique 
can be used to form the gate dielectric layer 135, including 
thermal growth processes, atomic layer, and chemical vapor 
and physical vapor depositions processes. The nMOS and 
pMOS transistors 120 and 125 also include appropriately 
doped source/drains 140 located in the respective wells 115 
and 116, and silicided contacts 145. Also included are 
sidewall spacers 150, such as oxide-nitride-oxide spacers. 
Gate electrode structures 152 are located over each of the 
gate dielectrics 140 and adjacent the source/drains 140 and 
between the sidewall spacers 150. The gate electrode struc-
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tures 152 include nMOS and pMOS metal gate electrodes 
155, 155a, respectively, formed, as described below, and a 
gate contact 160. In an advantageous embodiment, the 
nMOS and pMOS metal gate electrodes 155, 155a are 
formed after the high thermal budgets have been conducted 
to avoid work function drift. Not only can the work function 
drift, therefore, be minimized, but the high quality gate 
dielectric 135 does not have to be removed or otherwise 
disturbed during the formation of the nMOS and pMOS 
metal gate electrodes 155, 155a. This ensures that the 
original quality of the gate dielectric 135 is left substantially 
intact. 

[0033] Turning now to FIG. 2, depicted is a partial, 
sectional view of a microelectronics device 200 at a very 
early stage of the manufacture of the microelectronics 
device 100 of FIG. 1. As seen in this view, a dielectric layer 
205 has been formed over the microelectronics substrate 105 
and over both the nMOS and pMOS wells 115, 116. The 
dielectric layer 205 is preferably a high quality gate dielec­
tric that is formed by way of conventional materials, includ­
ing atomic layer deposition (ALD), physical vapor deposi­
tion (PVD), chemical vapor deposition (CVD), high 
temperature oxidation process, or other procedures well 
known to those skilled in the art. In some embodiments, the 
dielectric layer 205 is formed using a high thermal budget 
with temperatures in the range between 700 and 1100 
degrees Celsius to yield a high quality gate dielectric with 
low defect and trap densities. Thus, it is highly desirable that 
this dielectric layer 205 remain undisturbed as much as 
possible during subsequent fabrication processes to maintain 
its high quality integrity. It should be noted that the thermal 
budget of a given process will vary depending on the 
generation of the technology, inasmuch as thermal budgets 
have generally declined from one generation to the next. 
However, typically, the higher thermal budgets will involve 
the formation of not only the gate dielectric but also the 
temperatures required to dope and activate the source/drains. 
Thus, the present invention is not limited to any particular 
generation of technology. 

[0034] In some embodiments, the dielectric layer 205 
comprises a refractory metal. For the purposes of the present 
invention, a refractory metal is defined as any element in 
Groups 4-6 and Periods 4-6 of the Periodic Table of Ele­
ments, as well as elements in the Lanthanide and Actinide 
series (International Union of Pure and Applied Chemist 
Convention for designating Groups and Periods). In certain 
preferred embodiments, the dielectric layer 205 is a high-k 
dielectric material, that is, a material having a dielectric 
constant of greater than about 4, and more preferably 
between about 6 and about 20. Non-limiting examples 
include silicon oxynitride, hafnium oxide, hafnium oxyni­
tride, hafnium silicon oxynitride, zirconium oxide, zirco­
nium oxynitride, zirconium silicon oxynitride, titanium 
oxide, titanium oxynitride, titanium silicon oxynitride or 
tantlum silicon oxynitride. Other materials well known to 
those skilled in the art are also within the scope of the 
present invention. 

[0035] FIG. 3A illustrates a partial, sectional view of the 
microelectronics device 200 after the formation of a metal 
layer 305 that has been blanket deposited over, and prefer­
ably on, the dielectric layer 205. The metal layer 305 can be 
formed using any number of conventional deposition pro­
cesses. For instance, the metal layer 305 can be deposited 
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using physical vapor deposition (PVD), such as sputtering, 
atomic layer deposition (ALD), chemical vapor deposition 
(CVD), or other deposition techniques. In the case of a metal 
compound (for example a metal silicide), this layer may also 
be formed through solid state reaction between two layers 
deposited sequentially and then annealed. The thickness of 
the metal layer 305 may vary. In exemplary embodiments, 
the thickness of the metal layer 305 may range from about 
1.5 nm to about 10 nm. 

[0036] The work function of the metal layer 305 can be 
modified as discussed below to form a portion of the gate 
electrode structures 152, as depicted in FIG. 1. Various 
metals and alloys thereof may be used to form the metal 
layer 305. For example, and not by way of limitation, the 
metal layer 305 may comprise tungsten, tungsten nitride, 
tungsten carbide, tungsten silicide, tantalum silicide, tanta­
lum nitride, tantalum silicon nitride, tantalum carbide, 
molybdenum, molybdenum silicide, niobium silicide, 
molybdenum carbide, ruthenium, or ruthenium carbide. 
Other metal combinations known to those who are skilled in 
the art are also within the scope of the present invention. The 
metal layer 305 is preferably selected such that the work 
function of the metal layer 305 can be appropriately modi­
fied to the conduction band or the valence band of the 
microelectronic substrate 105, depending on whether the 
intended device is an nMOS device or a pMOS device, 
respectively. The way in which the work function can be 
modified to the conduction band or valence band is 
explained below in more detail. 

[0037] Turning now to FIG. 3B, a partial, sectional view 
of the microelectronics device 200 of FIG. 3A is shown after 
the conventional formation of a sacrificial gate layer 310, 
also known as a dummy gate layer, over the metal layer 305. 
The sacrificial gate layer 310 may be comprised of a number 
of materials. Polysilicon may be used in an exemplary 
embodiment, but in other embodiments, the sacrificial gate 
layer 310 may be comprised of silicon nitride, silicon 
dioxide, silicon carbide, or silicon germanium to name just 
a few. However, consideration must be given to the material 
chosen for the sacrificial gate layer 310 because in certain 
instances, the silicon in the sacrificial gate layer 310 may 
react with the underlying metal layer 305. If the metal layer 
305 does interact with the material of the sacrificial gate 
layer 310, an optional barrier layer, which is not shown, can 
be deposited to prevent the interaction between the materi­
als. Alternatively, the sacrificial layer 310 or the metal layer 
305 is chosen so that they do no interact with each other. One 
example would be to have the metal layer 305 be tungsten 
silicide which is not highly reactive with silicon. Another is 
where the metal layer 305 is tungsten and the sacrificial layer 
310 is silicon nitride, silicon dioxide, or silicon carbide. In 
such embodiments, it is preferred that the gate dielectric 205 
be comprised of an oxynitride or hafnium silicon oxynitride. 

[0038] In other embodiments, the material chosen for the 
sacrificial gate layer 310 may influence the selected com­
position of any sidewall spacers that might be present in the 
device, inasmuch as the etch used to remove the sacrificial 
gate layer 310 should be selective to the sidewall spacers; 
that is the etch should remove the sacrificial gate layer 310 
at a much higher rate than the surrounding material. For 
example, in those instances where the sacrificial layer 310 is 
silicon nitride, the sidewall spacers may comprise silicon 
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nitride and carbon, since this material etches much slower 
than other forms of silicon nitride. 

[0039] Referring now briefly to FIG. 3C, there is illus­
trated a partial, sectional view of the microelectronics device 
200 of FIG. 3B following a conventional lithographic pat­
terning of the gate dielectric 205, the metal layer 305 and the 
sacrificial layer 310 to form an nMOS stacked gate structure 
315a over the nMOS well 115 and a pMOS stacked gate 
structure 315b over the pMOS well 116. 

[0040] Turning now to FIG. 4A, there is illustrated a 
partial, sectional view of the microelectronics device 200 of 
FIG. 3D following the deposition and patterning of an 
implant mask 405 and implantation of a lightly doped (LLD) 
or medium doped (MDD) nMOS source/drains 410 in the P 
well 115. The LDD or MDD source/drains 410 are formed 
with conventional dopant profiles that generally have a peak 
dopant concentration ranging from about 1E19 atoms/cm3 to 
about 2E20 atoms/cm3

. As is standard in the industry, the 
LDD or MDD nMOS source/drains 410 have a dopant type 
opposite to that of the well region 115 in which they are 
located and can be formed using conventional implantation 
process that are well known to those skilled in the art. Upon 
completion of the formation of the LDD or MDD nMOS 
source/drains 410, the implant mask is conventionally 
removed and the microelectronics device 200 is cleaned. 

[0041] FIG. 4B, illustrates a partial, sectional view of the 
microelectronics device 200 of FIG. 4A following the for­
mation of the LDD or MDD nMOS source/drains 410 and 
after the deposition and patterning of an implant mask 415 
and implantation of a LDD or MDD pMOS source/drains 
420 in the N well 116. Some embodiments may use a thin 
spacer layer or "offset" spacer to physically separate or 
offset the LDD dopants from the gate edge 310 to account 
for lateral diffusion of the LD D under the gate edge 310. The 
offset spacer is often made of silicon nitride. After the LDD 
implants an anneal is typically conducted primarily to 
remove damage and reduce transient enhanced diffusion that 
would occur during subsequent, moderate temperature, pro­
cessing, such as further sidewall film deposition. A charac­
teristic temperature for this RTP anneal is 950 degrees 
Celsius. 

[0042] In an exemplary embodiment, the LDD or MDD 
pMOS source/drains 420 are formed with conventional 
dopant profiles that generally have a peak dopant concen­
tration ranging from about 1E19 atoms/cm3 to about 2E20 
atoms/cm3

. As is standard in the industry, the LDD or MDD 
pMOS source/drains 420 have a dopant type opposite to that 
of the well region 116 in which they are located and can be 
formed using conventional implantation process that are 
well known to those skilled in the art. Upon completion of 
the formation ofLDD or MDD pMOS source/drains 420, the 
implant mask is conventionally removed and the microelec­
tronics device 200 is cleaned. 

[0043] After the formation of the nMOS and pMOS source 
drains 410 and 420, conventional processes and materials 
are used to form sidewall spacers adjacent each of the 
stacked gate structures 310. In one embodiment, this process 
comprises forming an oxide 510 over the microelectronics 
device 200 of FIG. 4B, as shown in FIG. SA. Conventional 
processes, such as oxidation, chemical vapor deposition, or 
atomic layer deposition may be used to form the oxide layer 
510. The thickness of the oxide layer 510 may vary. For 
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example, its thickness can range from about 10 nm to about 
300 nm, but in one advantageous embodiment, the thickness 
may be about 15 nm. 

[0044] After formation of the oxide 510, a nitride layer 
515 is conventionally deposited over the microelectronics 
device 200, as depicted in FIG. 5B. The nitride layer 515 
may comprise a standard silicon nitride, or in some embodi­
ments, the silicon nitride layer 515 may also comprise 
carbon therein for the purposed stated above. If the nitride 
layer 515 were to contain the carbon, the carbon might form 
from about 5% to about 10% of the layer. The thickness of 
the nitride layer 515 may also vary, depending on design. 
However, in an advantageous embodiment, the nitride layer 
515 has a thickness of about 80 nm and is deposited using 
a silane and ammonia gas mixture. 

[0045] Referring briefly now to FIG. SC, there is shown a 
sectional view of the partially completed microelectronics 
device 200 illustrated in FIG. 5B after the conventional 
deposition of an oxide layer 520. The oxide layer 520 is 
blanket deposited over the nitride layer 515, and its thick­
ness may range from about 20 nm to about 150 nm. A 
conventional anisotropic etch 523 is then conducted that 
etches the pad oxide layer 510, the nitride layer 515 and the 
oxide layer 520 to form the structure seen in FIG. SD. 

[0046] FIG. SD illustrates the microelectronics device 200 
of FIG. SD after the conventional anisotropic etch 523 of 
FIG. SC is conducted to form sidewall spacers 525 from the 
layers discussed above. While only three different layers 
have been illustrated and discussed in the foregoing embodi­
ments, it should be understood that the number oflayers may 
vary, and certain embodiments, may include more than three 
layers or less than three layers. The sidewall spacers 525 
may be comprised of various compositions other than those 
discussed above. Moreover, as discussed above, it should 
also be understood that the selection of materials that 
comprises the sidewall spacers 525 may depend on the type 
of material of which the sacrificial gate layer 310 is com­
prised to provide enough of a difference so that the sacrificial 
layer 310 may be selectively etched. 

[0047] With the sidewall spacers 525 formed, an implant 
mask 530 is conventionally deposited and appropriately 
patterned, and a conventional source/drain implant 534 is 
conducted to implant the deep nMOS source/drains 535 as 
seen in FIG. 6A. The sidewall spacers 525 provide the 
appropriate off-set from the nMOS stacked gate structure 
315a for the formation of the nMOS source/drains 535. 
Following this, implant mask 530 is conventionally 
removed, the microelectronics device 200 is cleaned, and 
another implant mask 540 is conventionally deposited and 
appropriately patterned to expose the N-well 116 to a 
source/drain implant, as illustrated in FIG. 6B. A conven­
tional source/drain implant 544 is again conducted to 
implant the deep pMOS source/drains 545. The sidewall 
spacer 525 provides the appropriate off-set from the stacked 
gate structure 315b for the formation of the pMOS source/ 
drains 545. The implant mask 540 is then conventionally 
removed and the microelectronics device 200 is cleaned, 
which results in the partially completed microelectronics 
device 200 depicted in FIG. 6C. The source/drains 535 and 
545 may be activated by way of a conventional activation 
anneal, which is typically conducted at temperatures well in 
excess of about 700 degrees Celsius ( e.g. around 1050 

5 
Feb. 15,2007 

degrees Celsius). The gate dielectric is also subjected to a 
high temperature anneal prior to deposition of the first metal, 
ranging from about 700 degrees Celsius to about 1150 
degrees Celsius, which ensures that the silicon-dielectric 
interface is of high quality. 

[0048] Turning now to FIG. 7A-7B, there is illustrated the 
microelectronics device 200 of FIG. 6C, after the conven­
tional blanket deposition of a metal layer 710, such as nickel 
or other metal or alloys that can be used to form contacts 715 
for the source/drains 535 and 545. In this embodiment, the 
contacts 715 may be formed prior to the removal of the 
sacrificial layer 310, or in other embodiments and when the 
silicidation temperatures are low enough, the contacts 715 
may be formed after the sacrificial layer 310 is removed. 
This later embodiment may be where nickel is used as the 
silicidation metal, since it has a comparatively low thermal 
budget associated with its silicidation. The metal layer 710 
is then subjected to a conventional anneal that causes a 
portion of the metal layer 710 to form a silicide with the 
silicon in the source/drains 535 and 545. The excess is 
conventionally removed, resulting in contacts 715 as shown 
in the partially completed microelectronics structure 200 of 
FIG. 7B. 

[0049] Referring now to FIG. SA, there is illustrated the 
partially completed microelectronics device 200 of FIG. 7B 
after the removal of the sacrificial layer 310 from the nMOS 
stacked gate structure 315a. This step of manufacture also 
shows a pre-metal dielectric layer 810 that has been con­
ventionally deposited over the stacked gate structures 315a 
and 315b and planarized. At this stage of manufacture, an 
etch mask 815, such as a conventional photoresist, is depos­
ited and patterned to expose the nMOS stacked gate struc­
ture 315a. With the pMOS stacked gate structure 315b 
protected by the etch mask 815. A conventional etch 820 is 
then conducted to remove the sacrificial layer 310 from the 
nMOS stacked gate structure 315a to form an nMOS gate 
opening 825. The etch 820 that is used will depend on the 
type of material from which the sacrificial layer 310 is 
formed. For example, where the sacrificial layer 310 is 
polysilicon, the etch 820 may be tri-methyl annnonium 
hydroxide or annnonium hydroxide. Alternatively, in 
another embodiment where the sacrificial layer 310 is silicon 
dioxide or silicon nitride, the etch 820 may be hydrofluoric 
acid for oxide or phosphoric acid for nitride. As noted above, 
the etch 820 should remove the sacrificial layer 310 but 
leave the other layers substantially intact. After the removal 
of the sacrificial layer 310, the etch mask 815 is conven­
tionally removed, and the microelectronics device 200 is 
cleaned. Following the cleaning steps, a metal layer 830 is 
conventionally formed over the metal layer 305 and the 
surface of microelectronics device 200 and within the nMOS 
gate opening 825, as illustrated in FIG. 8B. Exemplary 
processes that can be used to form the metal layer 830 
include atomic layer deposition, plasma vapor deposition, 
chemical vapor deposition, or other deposition process know 
to those who are skilled in the art. During its formation over 
the metal layer 305, the metal layer 830 may be formed 
directly on the metal layer 305. Alternatively, there may be 
an intervening layer or layers located between the metal 
layer 305 and the metal layer 830 within the nMOS gate 
opening 825. The selection of the metal layer 830 will 
depend on the underlying metal layer 305, embodiments of 
which are set forth above, and will also depend on whether 
the device is to be an nMOS or a pMOS device. Preferably, 
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the metal layer 830 has a different work function than the 
metal layer 305 and may be selected from a number of 
metals. By way of example only, if the device is to be an 
nMOS device, the metal chosen to form metal layer 830 may 
be vanadium, tantalum, niobium, titanium, zirconium, 
hafnium, scandium, yttrium, lanthanum, or ytterbium. 
Alloys of these metals may also be used in certain embodi­
ments. In exemplary embodiments, however, the metal layer 
305 is tungsten or tungsten silicide and metal layer 830 is 
tantalum or hafnium. An exemplary range of thickness for 
the metal layer 925 may be at least about 1 nm. 

[0050] With reference now to FIG. SC and continued 
reference to FIG. 8B, there is depicted a step in an exem­
plary method embodiment where an anneal is conducted 
following the deposition of the metal layer 830. In one 
embodiment, the anneal may be a forming gas anneal 
conducted at temperature of700 degrees Celsius or less, and 
in an advantageous embodiment, the anneal is conducted at 
temperatures of around 400 degrees Celsius. The anneal 
modifies the work function of the metal layer 305 by 
incorporating a portion of the metal layer 830 into the metal 
layer 305 located within the nMOS gate opening 825. The 
incorporation of the metal layer 830 modifies the work 
function of metal layer 305 to the conduction band of the 
microelectronics substrate and forms an nMOS metal gate 
electrode 835. The conduction band of the nMOS metal gate 
electrode 835 will vary, depending on the substrate. In those 
embodiments where the substrate is silicon, the nMOS gate 
electrode's 835 work function is matched to a silicon 
substrate's conduction band when the gate work function is 
less than about 4.6 eV, and more preferably, from about 4.0 
and to about 4.3 eV. Of course, if the substrate is other than 
silicon, the conduction band will be different, and those who 
are skilled in the art would understand how to make the 
necessary adjustments to match the appropriate conduction 
band. 

[0051] In an alternative embodiment, however, the anneal 
may be conducted after the formation of an electrode 
contact, which is discussed below regarding FIG. SD. In yet 
another embodiment, the anneal may even be deferred later 
in the process so that the nMOS and pMOS work functions 
can be simultaneously modified, as discussed below regard­
ing FIGS. l0A-10B. 

[0052] In an advantageous embodiment and during the 
anneal, it is believed that the metal layer 830 diffuses to near 
the interface of the metal layer 305 and the gate dielectric 
205. The quality of the gate dielectric 205 is left substan­
tially intact due to the presence of the metal layer 305, which 
acts to protect the gate dielectric 205 during these fabrica­
tions steps. This is very much in contrast to conventional 
gate last processes where the gate dielectric is subjected to 
etch processes or where the gate dielectric is removed 
altogether, either of which substantially affect the quality of 
the gate dielectric. Moreover due to the fact that the gate 
dielectric when removed then has to be grown at lower 
temperature than that used for the original gate dielectric 
layer, the reliability of the gate dielectric can be significantly 
affected. 

[0053] In other embodiments, the work function of the 
metal layer 305 may be modified by diffusing dopants from 
the sacrificial layer 310 into the metal layer 305. In another 
embodiment, the work function of the metal layer 305 may 
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be modified by implanting dopants directly into the metal 
layer 305 after the sacrificial layer has been removed, or by 
introducing the dopants into the deposition gas during the 
formation of the metal layer 305. As used here, a dopant is 
any element or compound of elements that will effect a 
change in or modify the work function of the metal layer 305 
when incorporated therein. With the principles of the present 
invention realized, those who are skilled in the art would 
understand what dopants to select to achieve the desired 
work function and the conditions necessary to incorporate 
them into the metal layer 305. 

[0054] Referring now to FIG. SD, there is illustrated a 
partial, sectional view of the microelectronics device 200 of 
FIG. 8B following the conventional deposition of a contact 
metal layer 840. The contact metal layer 840 may comprise 
any type of metal known to those who are skilled in the art 
that can be used as a contact metal for a gate electrode. For 
example, the contact metal layer 840 may be tungsten, 
aluminum, or copper and combinations or alloys thereof. 
Depending on the metals that are used for the various layers, 
it may be necessary to locate a barrier layer between the 
metal layer 830 and the contact metal layer 840 to prevent 
diffusion between the metal layer 830 and the contact metal 
layer 840. However, in advantageous embodiments, the 
metals are selected so that a barrier layer is not necessary. 

[0055] In the embodiment illustrated in FIG. SD, the 
above-mentioned anneal has not been conducted. Thus, the 
work function of the metal layer 305 has not yet been 
modified and the gate electrode has not been formed. Fol­
lowing the deposition of the contact metal layer 840, a 
conventional planarization or other removal step may be 
conducted to remove the excess contact metal layer 840 and 
the metal layer 830 located on the upper surface or in the 
field of the microelectronics device 200. This results in an 
nMOS gate electrode contact 845 being formed as shown in 
FIG. SE. 

[0056] An anneal, such as the one described above with 
respect to FIG. SC, can then be conducted, which forms an 
nMOS gate electrode 850, as shown in FIG. SF. It should be 
understood that the anneal is but one way to modify the work 
function of the metal layer 305. The same alternative 
embodiments used to modify the work function of the metal 
layer 305 discussed above regarding FIG. SC may also be 
used in lieu of the anneal. At this stage of manufacture of the 
illustrated embodiment, the pMOS gate has not been 
formed. Thus, with the nMOS gate electrode 850 having 
been formed, attention will now be turned to the formation 
of the pMOS gate electrode. 

[0057] Referring initially to FIG. 9A, there is illustrated a 
partial sectional view of the microelectronics device 200 
following the process described above regarding FIG. SF. In 
this view, a conventional etch mask 910 has been deposited 
and patterned to expose the pMOS stacked gate structure 
315b in a way similar or identical to that discussed above 
regarding FIG. SA. With the nMOS stacked gate structure 
315a protected by the etch mask 910, a conventional etch 
915 is conducted to remove the sacrificial layer from the 
pMOS stacked gate structure 315b to form a pMOS gate 
opening 920. The etch 915 that is used is preferably the same 
as those discussed above regarding FIG. SA, and in an 
advantageous embodiment, the etch 915 should remove the 
sacrificial layer 310 but leave other layers substantially 
intact, as also previously discussed. 
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[0058] After the removal of the sacrificial layer 310 from 
the pMOS stacked gate structure 315b and the etch mask 
815, the microelectronics device 200 is cleaned, and a metal 
layer 925 is conventionally formed over the metal layer 305 
within the pMOS gate opening 920 and over the surface of 
microelectronics device 200, as illustrated in FIG. 9B. The 
same conventional process mentioned above regarding FIG. 
SC may be used to form metal layer 925. The thickness of 
the metal layer 925 needs to be sufficient to adequately 
adjust the work function of the metal layer 305. An exem­
plary range of thickness for the metal layer 925 may be at 
least about 1 nm. 

[0059] As the metal layer 925 is being formed over the 
metal layer 305, the metal layer 925 may be formed directly 
on the metal layer 305 or it may be formed on an intervening 
layer or layers located between the metal layer 305 and the 
metal layer 925 within the pMOS gate opening 925. As was 
the case with the nMOS device, the selection of the metal 
layer 925 will depend on the underlying metal layer 305, 
embodiments of which are set forth above, and whether the 
device is to be an nMOS or a pMOS. Preferably, the metal 
layer 925 has a different work function than the metal layer 
305 and may be selected from a number of metals. By way 
of example only and since the device here is a pMOS device, 
the chosen metal may be platinum, iridium, nickel, cobalt, 
palladium, ruthenium, rhodium, or rhenium. Alloys of these 
metals may also be used in certain embodiments. In an 
advantageous embodiment, the metal layer 305 is tungsten 
or tungsten silicide, metal layer 830 is tantalum, and metal 
layer 925 is platinum. 

[0060] With reference now to FIG. 9C and continued 
reference to FIG. 9B, at this point, the same anneal as 
discussed above with respect to the formation of the nMOS 
gate electrode 850 may be conducted to modify the work 
function of the metal layer 305 by incorporating a portion of 
the metal layer 925 into the metal layer 305 that is located 
within the pMOS gate opening 920. The incorporation of the 
metal layer 925 modifies its work function to the valence 
band of the microelectronics substrate and forms a pMOS 
metal gate electrode 930. The valence band of the pMOS 
metal gate electrode 930 will vary, depending on the sub­
strate. In those embodiments where the substrate is silicon, 
the pMOS gate's work function is matched to a silicon 
substrate's valence band when the gate work function is 
greater than about 4.8 eV, and more preferably, about 4.9 to 
about 5.2 eV. Of course, if the substrate is other than silicon, 
the valence band will be different. In an alternative embodi­
ment, the above-described anneal may be conducted after 
the formation of the electrode contact. This embodiment is 
discussed below regarding FIG. 9D. 

[0061] In an advantageous embodiment and during the 
anneal, again, it is believed that the metal layer 925 diffuses 
to near the interface of the metal layer 305 and the gate 
dielectric 205. The gate dielectric 205, however is protected 
from the fabrication process by the metal layer 305. Thus, 
the quality of the gate dielectric 205 is left substantially 
intact, which is in contrast to conventional processes. 

[0062] The same alternative methods for modifying the 
work function of the metal layer 305 in the nMOS stacked 
gate structure 315a are also applicable to modifying the 
work function of the metal layer 305 in the pMOS stacked 
gate structure 315b. 
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[0063] Referring now to FIG. 9D, there is illustrated a 
partial, sectional view of the microelectronics device 200 of 
FIG. 9B following the conventional deposition of a contact 
metal layer 935. The contact metal layer 935 may comprise 
any type of metal known to those who are skilled in the art 
that can be used as a contact metal for a gate electrode. For 
example, the contact metal layer 935 may be tungsten, 
aluminum or copper and including combinations or alloys 
thereof. 

[0064] Depending on the metals that are used for the 
various layers, a barrier layer located between the metal 
layer 925 and the contact metal layer 935 may be necessary 
in certain embodiments to prevent diffusion between the 
contact metal layer 935 and metal layer 925. However, in 
advantageous embodiments, the metals are selected so that 
a barrier layer between these two metal layers is not nec­
essary. In the illustrated embodiment of FIG. 9D, the anneal 
mentioned above regarding FIG. 9C has not yet been con­
ducted. Thus, the work function of the metal layer 305 has 
not yet been modified. 

[0065] Following the deposition of the contact metal layer 
935, a conventional planarization or other removal step may 
be conducted to remove the excess contact metal layer 935 
and the metal layer 925 located on the upper surface or in the 
field of the microelectronics device 200, as shown in FIG. 
9E. 

[0066] An anneal, such as the one mentioned above with 
respect to FIG. 9C is conducted, which forms a pMOS gate 
electrode 940, as shown in FIG. 9E. It should be understood 
that the anneal is but one way to modify the work function 
of the metal layer 305. The same alternative embodiments 
used to modify the work function of the metal layer 305 
mentioned above regarding FIG. SC may also be used in lieu 
of the anneal. 

[0067] FIGS. l0A-10B show yet another embodiment of 
the microelectronics device 200 wherein the work function 
of neither the nMOS device 1010 nor the pMOS device 1020 
has been modified. It has been mentioned above that the gate 
electrode formation and work function modification step of 
the nMOS device 1010 and pMOS device 1020 can be 
delayed until all of the various layers comprising the nMOS 
device 1010 and the pMOS device 1020 have been formed. 
As depicted in FIG. l0A, the nMOS device 1010 comprises 
the unmodified metal layer 305, the metal layer 830 and the 
contact metal layer 845. The pMOS device 1020 comprises 
the unmodified metal layer 305, the metal layer 925 and the 
contact metal layer 845, all of which may be fabricated as 
discussed above. Following the completion of the step to 
arrive at the microelectronics device 200, the above-dis­
cussed anneal or alternative processes may be conducted to 
modify the work functions of the metal layer 305 of the 
nMOS device 1010 and pMOS device 1020 form an nMOS 
gate electrode 1025 and pMOS gate electrode 1030 and to 
arrive at the structure shown in FIG. 10B. 

[0068] Discussion will now be directed to another embodi­
ment that is covered by the present invention. This embodi­
ment is directed to a method comprising the steps shown in 
FIGS. llA-llI. For clarity and continuity, the similar com­
ponents that appear in the FIGS. llA-llI are designated 
identically to those appearing in the foregoing embodiments. 
The new elements are designated with new numbers. 

[0069] In FIG. llA, there is illustrated a partial sectional 
view of the microelectronics device 200 after the conven-
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tional deposition of a barrier layer 1110. Barrier layer 1110 
is formed over metal layer 305 using conventional proce­
dures. This embodiment is particularly useful when the 
metal layer 305 is comprised of a metal that has a work 
function already set for a pMOS device, and there is no need 
to modify the work function of the gate electrode for the 
pMOS device further. An example of this type of metal is 
tungsten. In such instances, the nMOS gate electrode will 
still need to be modified in a manner as discussed above. 
Thus, the barrier layer 1110 is formed to prevent further 
modification of the metal layer 305 in the pMOS device. 

[0070] Preferably, the barrier layer 1110 is composed of a 
material that deters the diffusion of any overlying metal into 
the metal layer 305. For instance, the barrier layer 1110 can 
decouple and prevent reactions between the metal layer 305 
and the sacrificial layer 310 or any metal layer located over 
the metal layer 305 that can occur at elevated temperatures 
(e.g., greater than about 700° C.) associated with depositing 
such metal layers. Suitable barrier materials include metal 
nitride, metal carbide or metal boride. Other examples 
include tungsten nitride, tantalum nitride or titanium nitride. 
It is also desirable for the barrier layer 1110 to be thick 
enough to deter the diffusion into or the reaction with the 
metal layer 305. For instance, it is advantageous for the 
barrier layer 1110 to have a thickness ofbetween about 2 and 
about 20 nm and more preferably between about 5 and about 
10 nm. It is also preferable for the metal layer 305 to be 
substantially free of the same elements that comprise the 
barrier layer 1110. For the purposes of the present invention, 
the term substantially free is defined as less than about 1 
atomic percent of the aforementioned elements. 

[0071] For instance, it is advantageous for the metal 
element of the barrier layer 1110 to be different from that 
used in the metal layer 305. This facilitates the removal of 
unwanted portions of the barrier layer 1110 in the nMOS 
device by etching procedures without removing the metal 
layer 305. For instance, when the metal layer 305 is made of 
tungsten, it is preferable but not required that tungsten is not 
the metal element of the barrier layer 1110. In such 
instances, therefore, a conductive barrier of tantalum nitride 
or titanium nitride is preferred over tungsten nitride. 

[0072] In addition, it is preferable for the metal layer 305 
to be substantially free of the anionic elements of the barrier 
layer 1110. This advantageously ensures that the work 
function of the metal layer 305 remains matched to the 
valence or conduction band of the substrate. 

[0073] FIG. 118 simply shows the deposition of the sac­
rificial layer 310 over the barrier layer 1110. The sacrificial 
layer 310 is the same as that discussed above, including the 
alternative materials and manner of deposition. FIG. llC 
shows the pattering of the sacrificial layer 310 to form the 
nMOS stacked gate structure 315a and the pMOS stacked 
gate structure 315b, which each now includes the barrier 
layer 1110 located over the metal layer 305. It should be 
noted that the barrier layer 1110 is also useful for when the 
metal layer 305 might react with the sacrificial layer 310. In 
such embodiments, the same process flows as set forth 
FIGS. SA-SF, 9A-E, and lOA-B could be followed with the 
exception that the barrier layer 1110 would be removed from 
both the nMOS stacked gate structure 315a and pMOS 
stacked gate structure 315b when the sacrificial layer 310 is 
removed. 
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[0074] At this point, the same processes discussed above 
regarding FIGS. 4A through 7B can be used to arrive at the 
microelectronics device 200 illustrated in FIG. llD. Also at 
this point, this embodiment departs somewhat from those 
discussed above. In FIG. llE, the etch mask 815 is conven­
tionally deposited and patterned to cover the pMOS stacked 
gate structure 315b as with previously discussed embodi­
ments. A conventional etch 1120 is then conducted to 
remove the sacrificial gate layer 310 and the barrier layer 
1110 and form an nMOS gate opening 1125. It should be 
understood that the etching chemistry will need to be 
changed, depending on the material that is being removed 
from the nMOS stacked gate structure 315a. For example, 
the tri-methyl ammonium hydroxide or ammonium hydrox­
ide etches discussed above may be first used to remove the 
sacrificial layer 310. This would then be followed by an etch 
chemistry that would etch the barrier layer 1110 but that 
would not remove the metal layer 305. In an advantageous 
embodiment, the etch chemistry may comprise a fluorine 
based plasma chemistry, such as chlorine tetra fluoride 
flowed with oxygen and an inert carrier gas. 

[0075] Referring now to FIG. llF, after the removal of the 
sacrificial layer 310 and the barrier layer 1110, a conven­
tional etch mask 1130 is deposited and patterned to protect 
the nMOS stacked gate structure 315a from a subsequent 
etch process 1135, though if etch process 1135 does not 
substantially etch metal layer 305 the mask 1130 can be 
eliminated. Etch 1135, which is preferably the same as the 
previous etch 1120, is conducted to remove the sacrificial 
layer 310 from the pMOS stacked gate structure 315b and 
form pMOS gate opening 1140. However, unlike the process 
just described with respect to the nMOS stacked gate 
structure 135a, the barrier layer 1110 in this step is left in tact 
to protect the metal layer 305 and prevent diffusion of an 
over lying metal layer into the metal layer 305. Since the 
metal layer 305 that is selected in this embodiment already 
has a work function suitable for a pMOS device, it is not 
necessary to modify the work function of the metal layer 305 
as far as the pMOS device is concerned. Thus, the barrier 
layer 1110 prevents any undesired modification of the work 
function of the pMOS device. In an exemplary embodiment, 
the metal layer 305 is tungsten and the barrier layer 1110 is 
tantalum nitride. 

[0076] Turning now to FIG. llG, following the removal of 
the sacrificial layer 310 from the pMOS stacked gate struc­
ture 315b, a metal layer 1145 is conventionally deposited 
over the microelectronics device 200 and within both the 
nMOS gate opening 1125 and pMOS gate opening 1140. 
The metal layer 1145 is selected to appropriately modify the 
work function of the metal layer 305 within the nMOS gate 
opening 1125. The metals that can be used are the same ones 
discussed above with respect to forming the nMOS device, 
which include vanadium, tantalum, niobium, titanium, zir­
conium, hafnium, scandium, yttrium, lanthanum, or ytter­
bium. In an advantageous embodiment, the metal layer 305 
is tungsten, the barrier layer 1110 is tantalum nitride, and the 
metal layer 1145 is tantalum. Further, the thickness must be 
selected to adequately adjust the work function of the metal 
layer 305 in the nMOS stacked gate structure 315a. An 
exemplary thickness is about 1 nm or greater. 
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[0077] As with previous embodiments, a contact metal 
layer 1150 is deposited over the metal layer 1145, as 
illustrated in FIG. llH. In the illustrated embodiment, the 
previously-discussed anneal is not conducted, however, in 
alternative embodiments, the anneal may be conducted at 
this point of manufacture. The excess metal layer 1150 and 
the metal layer 1145 in the field of the microelectronics 
device are conventionally removed, as with previous 
embodiments. Following this step, the anneal may be con­
ducted to modify the metal layer 305 in the nMOS 315a 
stacked gate structure and form the nMOS metal gate 
electrode 1155 to arrive at the structure shown in FIG. lll. 
As noted above, the barrier layer 1110 prevents any modi­
fication of the work function of the metal layer 305 in the 
pMOS stacked gate structure 315b. 

[0078] FIG. 12 presents a cross-sectional view of yet 
another embodiment of the present invention, an integrated 
circuit 1200. The integrated circuit 1200 depicted in FIG. 12, 
includes a dual work function metal gate microelectronic 
transistors 1210, 1212. Each of the transistors 1210, 1212 
may comprise the components illustrated in either FIG. 9E. 
10B or FIG. lll. The integrated circuit 1200 also includes 
interconnects 1220 located on or within one or more insu­
lating layers 1225 that interconnect the transistors 1210, 
1212 to form an operative integrated circuit 1200. 

[0079] The transistors 1210, 1212 and other device com­
ponents can be formed according to any of the embodiments 
described herein. The work function of the transistor 1210 is 
matched to the conduction band of the substrate 1230, while 
the work function of the transistor 1212 is matched to 
valence band of the substrate 1230. 

[0080] Although the present invention has been described 
in detail, one of ordinary skill in the art should understand 
that they can make various changes, substitutions and alter­
ations herein without departing from the scope of the 
invention. 

What is claimed is: 
1. A process for forming a dual work function metal gate 

microelectronics device, comprising: 

forming a stacked gate structure in each of a pMOS region 
and an nMOS region of a microelectronics substrate, 
the gate structure comprising a gate dielectric, a first 
metal layer located over the gate dielectric and a 
sacrificial gate layer located over the first metal layer; 

removing the sacrificial gate layer in at least one of the 
nMOS or pMOS regions, thereby forming a gate open­
ing; and 

modifying the first metal layer within the gate opening to 
form a gate electrode with a desired work function. 

2. The process recited in claim 1 further comprising 
forming at least a second metal layer over the first metal 
layer and within the gate opening prior to modifying the first 
metal layer, and wherein modifying comprises incorporating 
a portion of the at least second metal layer into the first metal 
layer to form the gate electrode with the desired work 
function. 

3. The process recited in claim 2, wherein the sacrificial 
gate layer is removed in the nMOS region and the second 
metal layer is deposited in the gate opening located in the 
nMOS region and incorporating forms an nMOS gate elec­
trode with a desired nMOS work function. 
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4. The process recited in claim 3, wherein the second 
metal layer is vanadium, tantalum, niobium, titanium, zir­
conium, hafnium, scandium, yttrium, lanthanum, or ytter­
bium. 

5. The process recited in claim 3, wherein the sacrificial 
gate layer is removed from the pMOS region and a third 
metal layer is deposited in the gate opening in the pMOS 
region and modifying comprises incorporating a portion of 
the third metal layer into the first metal layer to form a 
pMOS gate electrode with a desired pMOS work function. 

6. The process recited in claim 5 wherein the third metal 
layer is platinum, iridium, nickel, cobalt, ruthenium, 
rhodium, or rhenium. 

7. The process recited in claim 5, further compnsmg 
forming a metal contact in each of the nMOS and pMOS 
gate openings and over each of the nMOS and pMOS gate 
electrodes. 

8. The process recited in claim 5, wherein the gate 
dielectric is silicon oxynitride, hafnium silicon oxynitride, 
hafnium oxide, hafnium oxynitride, zirconium oxide, zirco­
nium silicon oxynitride, zirconium oxynitride, or tantalum 
silicon oxynitride, and the first metal layer is tungsten 
silicide, the second metal layer is tantalum and the third 
layer is platinum. 

9. The process recited in claim 5 wherein incorporating 
the second metal layer and the third metal layer is conducted 
simultaneously. 

10. The process recited in claim 5 wherein incorporating 
is conducted at a low temperature. 

11. The process recited in claim 10 wherein the low 
temperature does not exceed about 400 degrees Celsius. 

12. The process recited in claim 1 further comprising 
forming source/drains adjacent the stacked gate structure 
prior to removing the sacrificial gate layer. 

13. The process recited in claim 12 further comprising 
forming sidewall spacers adjacent the stacked gate structure 
prior to removing the sacrificial gate layer. 

14. The process recited in claim 13, wherein the sidewall 
spacers comprise silicon dioxide or silicon nitride carbide. 

15. The process recited in claim 13 further comprising 
forming silicided contacts adjacent the stacked gate structure 
prior to removing the sacrificial gate layer. 

16. The process recited in claim 13 wherein a material 
used to form the sacrificial gate layer is chosen such that the 
sacrificial gate layer can be selectively removed with respect 
to the sidewall spacers. 

17. The process recited in claim 16, wherein the sacrificial 
gate layer is silicon nitride and the sidewall spacer com­
prises silicon nitride and carbon. 

18. The process recited in claim 1, wherein the gate 
structure further comprises a barrier metal layer located 
between the first metal layer and the sacrificial gate layer. 

19. The process recited in claim 18, wherein removing 
includes removing the sacrificial gate layer in both the 
nMOS and pMOS regions to form an nMOS gate opening 
and a pMOS gate opening and the method further comprises 
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forming a second metal layer in the nMOS gate opening and 
the pMOS gate opening over the barrier metal layer prior to 
modifying the first metal layer. 

20. The process recited in claim 19, wherein the first metal 
layer is tungsten, the barrier metal layer is tantalum nitride, 
and the second metal layer is tantalum, and wherein the 
barrier metal layer is removed from within the gate opening 
in the nMOS region prior to the second metal layer being 
deposited. 

21. The process recited in claim 1, wherein the sacrificial 
gate layer is silicon. 

22. The process recited in claim 1, wherein the sacrificial 
gate layer is silicon nitride, silicon carbide, silicon dioxide 
or silicon germanium. 

23. The process recited in claim 1, wherein the first metal 
layer is tungsten, tungsten nitride, tungsten carbide, tungsten 
silicide, tantalum silicide, tantalum nitride, tantalum silicon 
nitride, tantalum carbide, molybdenum, molybdenum sili­
cide, niobium silicide, molybdenum carbide, ruthenium, or 
ruthenium carbide. 

24. The process recited in claim 1, wherein the gate 
dielectric is silicon oxynitride, hafnium silicon oxynitride 
hafnium oxide, hafnium oxynitride, zirconium oxide, zirco­
nium silicon oxynitride, zirconium oxynitride, or tantalum 
silicon oxynitride, and the first metal layer comprises tung­
sten. 
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25. A process for forming an integrated circuit having dual 
work function metal gates, comprising: 

forming transistors over a microelectronics substrate, 
comprising: 

building a transistor gate, comprising: 

forming a stacked gate structure in each of a pMOS 
region and an nMOS region of a microelectronics 
substrate, the gate structure comprising a gate 
dielectric, a first metal layer located over the gate 
dielectric and a sacrificial gate layer located over 
the first metal layer; 

removing the sacrificial gate layer in at least one of 
the nMOS or pMOS regions, thereby forming a 
gate opening; and 

modifying the first metal layer within the gate open­
ing to form a gate electrode with a desired work 
function; 

forming source/drains in the microelectronics sub­
strate prior to removing the sacrificial gate layer; 
and 

forming interconnects in dielectric layers located over the 
transistors to interconnect the transistors and form an 
operative integrated circuit. 

* * * * * 
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