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SWITCHING ON THE INFORMATION MILLENNIUM: WTC/ISS
Guest Epitors: STEPHEN M. WALTERS AND WILLIE W. Lu

GUEST EDITORIAL: SwiTcHING ON THE INFORMATION MILLENNIUM: WTC/ISS

THE IMPACT OF FORENSIC COMPUTING ON TELECOMMUNICATIONS

The increasing use of telecommunications, particularly the development of
e-commerce,is steadily increasing the opportunities for crime in many guises,
especially IT-related crime. In response, there is an urgent new demandforforensic
computing, that is, the examination of IT equipment and systemsin order to
obtain information for criminal orcivil investigations.
AHMED PATEL AND SEAMUS © CIARDHUAIN

THE ROLE OF INTERNET TECHNOLOGYIN FUTURE MOBILE DATA SYSTEMS

Mobile operators foresee an increasing share of revenues coming from new data
services, while Internet service providers are attracted to wireless technology and
mobility services both to reduce costs within the last-mile segment and to enrich
market share, providing ubiquitous access to the Internet and corporateintranets.
IVANO GUARDINI, PAOLO D’URSO, AND PAOLO FASANO

UNIFIED CONTROL INFRASTRUCTURE FOR CARRIER NETWORK EVOLUTION

The authorsdiscuss strategies for the network controlinfrastructure , to evolve
carrier networks toward an optical transport backbone optimized for IP traffic. The
strategies presented aim to protect carriers’ investments in their current
multiservice and IP-routed networks, while expediting the backbone migration
toward a unified packet-over-optical core for IP and multiservice transport.
Liz HACHE ANDLI LI

DIGITAL RIGHTS MANAGEMENT AND WATERMARKING OF MULTIMEDIA

CONTENT FOR M-COMMERCE APPLICATIONS

A major obstacle for digital media distribution and associated businessis the
possibility of unlimited consecutive copying in the digital domain, which threatens
intellectual property rights (e.g., copyrights). Digital rights management systems
are required to protect rights and business.
FRANK HARTUNG AND FRIEDHELM RAMME

CHALLENGES AND OPPORTUNITIES OF DELIVERING IP-BASED RESIDENTIAL

TELEVISION SERVICES

This article describes the main challenges of implementing an end-to-end
architecture for delivery of high-quality, IP-based residential TV services to
residential customers. The IP-based approach can be implemented with an IP
multicast overlay network with traditional routers or use IP-multicast-aware ATM
switching systems.

KEVIN HASTINGS AND NICK NECHITA

THE NETWORK PARADIGM OF THE 21ST CENTURY AND ITS KEY

TECHNOLOGIES

The authors propose a network paradigm called the single-server-view network as
the basis for networks in the 21st century, when the value of a networkto users
will be based on the services provided rather than data communication capability.
Based on our paradigm, they propose a double-plane network architecture,
consisting of a simplified data forwarding plane and a service control plane, that
performsall the complex processing tasks.
AKIO MoRIDERA, KAZUO MURANO, AND YUKOU MOCHIDA
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TECHNOLOGYAS A DRIVER FOR NEW BUSINESS LOGIC

Today's changein telecom business structure and logic is primarily driven by new
datacom technologies. As network structures and cost topologies are in many
respects turned upside down,so the business structurewill be.
ANDERS ROCKSTROM

DRIVING FIBER TO THE HOME

BellSouth is currently operating the first ATM passive optical networkfiber-to-the-
homesystem in North America. This article describes the architecture, service set,
field experiences, next steps, relationships with data-centric core networks,
potential FTTH deploymentscenarios, and the opportunities and challenges
associated with FTTH.

DAVID KETTLER, HANK KAFKA, AND DAN SPEARS

MECHANISMS AND HIERARCHICAL TOPOLOGY FOR FAST HANDOVERIN

WirELESs IP NETWORKS

In this article the authors propose a mechanism to perform fast handoverin
IP-based wireless networksforreal-time applications such as Internet telephony
and videoconferencing. Their proposalis designed to reestablish the

communication session traffic flow quickly and to minimize the service disruption
delay that occurs during mobile IP handover.
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The convergence of wireless mobile and access will be the next storm in wireless
communications, which will use a new networkarchitecture to deliver broadband
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value-added services and emerging interactive multimedia communications.
WILLIE W. Lu
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digital communication systems opens new possibilities for the practical realization
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@ Figure 2. Mixing a realsignal with a complex exponential. The spectra ofthe real and complex inputs of
the mixer, and the spectrum of the complex outputof the mixer are shown. Here, complex signals are repre-
sented by double lines.

BACKGROUND:

REAL AND COMPLEX MIXING

In preparation for the main discussion on receiver
architectures,it is useful to review the image band
problem related to frequency downconversion, an
essential operation in any RFreceiver. This will
be done using complex representation of signals
and complex mixing, techniques also useful for
the discussions in the companion article [1].

Typically, frequency downconversion of a
passbandsignal is performed by multiplying
(mixing) the signal with a sinusoid such as
cos(2nf_ot). This is illustrated in Fig. 1 for the
two cases in which the frequency of the sinu-
soid is different from and equal to the center
frequency of the signal. Note that for a real
signal, the negative and positive Fourier com-
ponents are complex conjugates of each other.
A multiplication in the time domain is equiva-
lent to a convolution in the frequency domain.
Since the Fourier transform of a sinusoid con-

tains two equal-amplitude impulses symmetri-
cally placed around zero on the frequency axis,
the spectrum of the mixer output signal is the
superposition of the positive and negative
shifted versions of the spectrum of the input
signal. As shownin Fig. 1, two frequency bands
symmetric around the multiplying frequency
are downconverted to the same output band.
The undesired input signal band, which will be
superimposed onthe desired signal band after
mixing, is called the image band.It is neces-
sary to suppress any signal in the image band
prior to the mixing operation. This is the task
of the image-reject (IR) filter which usually
precedes the mixer. In the special case where
the multiplying frequency is equal to the cen-

ter frequency of the incoming signal, the image
band is the sameas the signal band, and the
image cannot be eliminated usingfiltering.
Notice that the mixing operation with a real
sinusoid generates additional signals above the
multiplying frequency. In a typical receiver
these high-frequency components (not shown
explicitly in Fig. 1) are usually filtered out
with a low-passfilter.

The previously discussed image problem aris-
es due to the fact that the frequency spectrum of
a real sinusoid contains impulses at both positive
and negative frequencies. One wayto avoid this
problem is to mix the signal with a complex
exponential, say e/?"/Lo', which hasonly a single
frequency component,in this case at a negative
frequency (-f,9). Althoughall physical signals
are real, complex signals are a convenient math-
ematical representation for a pair of real signals
[5, 6]. A complex signal, x(t) = x,(t) + jx,(t), con-
sists of a real part and an imaginarypart, x,(t)
and x,(t), respectively, where x,(t) and x;(t) are
real signals and

sha)

Complex signals are processed according to
the rules of complex arithmetic. In general, they
can have negative and positive frequency compo-
nents totally different from each other. As an
example, the complex exponential e72%Lo! =
cos(2nf,ot) —jsin(2mf,ot), has only a single nega-
tive-frequency component. Therefore, mixing a
real signal with this negative-frequency complex
exponential gives a complex signal whose spec-
trum is a shifted version of the real signal spec-
trum. Theoretically, this eliminates the image
problem associated with frequency shifting when
mixing with a real sinusoid.

Sa

To address the

demandfor

better portability

and affordability,

recent research

has been focused

toward the

development of

monolithic

transceiver

architectures,

especially using

low-cost

complementary
metal-oxide

semiconductor

technology.
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@ Figure 3. Mixing a complex signal with a complex exponential. The spectra of
the complex inputs ofthe mixer, and the spectrum ofthe complex outputof the
mixer are shown.

Therealization of a multiplier for mixing a
real signal with a complex exponential requires
two real multipliers, as illustrated in Fig. 2. The
real and imaginary parts of the mixer output are
called the in-phase (1) and quadrature (Q) com-
ponents of the downconvertedsignal (since
cosine and sine are in quadrature). In Fig. 2 the
frequency of the complex exponential is chosen
to be the same as the center frequency of the
passbandsignal, for comparison with case 2 in
Fig. 1. In this case there is no image problem
associated with the complex mixer. As discussed
in the following section, this fundamental prop-
erty is used in homodynereceivers.

Now,consider the general case of mixing two
complex signals x(t) = x,(t) + jx{(t) and z(t) = z,(¢) |
+ j2i(t): x(t) * 2(t) = (a(t) « z,(0) — xt) 2(1)) +

I(xAt) - z(t) + x(t) + z,(t)). A practical realization of
this complex mixer using four real mixers is shown
in Fig. 3. Complex mixing is used in IR mixers.
These mixers are employed in somerecently pro-
posed receiver architectures, discussedlater.

In somecases, only the real or imaginary part
of a complex mixer output is of interest. One
example is the quadrature amplitude modulation
(QAM)system modulator [6]. Extracting the
real (or imaginary) part of a complex mixer out-
put can be implemented efficiently as shown in
Fig. 4. Here, the complex mixer is implemented
with two real mixers and one adder.

 

Asa final point, it should be mentionedthat
in analyzing receivers for undesired image com-
ponents,it is often necessary to isolate the posi-
tive and negative frequency componentsof the
received signal. Figure 5 shows a block diagram
of the system for converting an arbitrary com-
plex signal into one that contains only the posi-
tive frequency componentsofthe original signal.
In this figure, the block with transfer function —
- sgn(@) is the well known Hilbert transformer
whichshifts its input signal phase by —90° for
positive frequencies and +90° for negative fre-
quencies.

RECEIVER ARCHITECTURES

Most of the wireless transceivers used so far are

based on a conventional heterodyne architec-
ture. These transceivers have good performance,
but suffer from high production costs and
require a relatively large form factor due to
expensive and nonintegrable RF and intermedi-
ate frequency (IF) filters. In this section we
briefly review the conventional heterodyne
receiver topology along with some other recently
developed receiver architectures, and discuss
their advantages and disadvantages. For each
particular receiver architecture, there exists a
corresponding transmitter architecture with
essentially the same fundamental building blocks.
The exception to this regards the transmitter
power amplifier, which, although important, is
beyondthe scopeofthis article. Therefore, in
our review we focus on receiver structures. Fur-
ther discussions of transmitter architectures can

be foundin [5, 7].

CONVENTIONAL HETERODYNE RECEIVERS

Most of today’s commercially available RF
transceivers utilize some variant of convention-

al heterodyne architecture. In a heterodyne
receiver, as shown in Fig. 6, the RF front-end
(preselection) filter serves to remove out-of-
band signal energy as well as partially reject
image bandsignals. After this prefiltering, the
received signal is amplified by a low-noise
amplifier (LNA). The IRfilter following the
LNAfurther attenuates the undesired signals at
the image band frequencies. The desired signal
at the output of the IR filter is then downcon-
verted from the carrier frequency to a fixed IF
by multiplication (mixing) with the output of a
local oscillator (LO). Commonly, in heterodyne
receivers, high-performance, low-phase-noise
voltage-controlled oscillators (VCOs) employed
as LOsare realized with discrete components
such as high-quality-factor (Q) inductors and
varactor diodes[3].

At the output of the mixer an IFfilter, typi-
cally followed by a programmable-gain IF ampli-
fier, selects the desired channel and reduces the
distortion and dynamic range requirementsof
the subsequentreceiver blocks [3]. The signal
can be shifted to baseband and demodulated as

shownin Fig. 6, or alternatively further down-
converted to lower IFs, and then shifted to base-
band and demodulated.

Since, at the carrier frequency, the desired
band and imageband are separated by twice the
IF, it is desirable to choose a high IF to reduce
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the requirements on the IRfilter. In fact, if the
IF is chosen high enoughthat the preselection
RFfilter can sufficiently attenuate the image
band,it might be possible to directly connect the
output of the LNA to the mixer without includ-
ing an IR filter [7]. On the other hand,since
channelselection in a heterodyne system is done
at the IF, a low IF allows employmentof higher-
quality channel-select filters. Therefore, the
choice of IF depends on the trade-off between
image rejection and channel selection. Other
factors influencing the choice of IF are availabil-
ity and the physical size of commercialfilters for
different frequencies [2].

Conventionally, all the filters used in the het-
erodyne system are high-Q discrete component
filters, such as surface acoustic wave (SAW)or
ceramic filters. Compared to other more inte-
grable receiver architectures, the heterodyne
receiver has superior performance with respect
to selectivity, a measure of a receiver’s ability to
separate the desired band aroundthecarrier fre-
quency from signals received at other frequen-
cies, and sensitivity, the minimal signal at the
receiver input for which thereis sufficient signal-
to-noise ratio (SNR) at the receiver output. This
is achieved with the use of high-Q discrete com-
ponents[3].

Employing high-Q elements does come with
some drawbacks. A majorlimitation is that the
off-chip IR filters have low input impedance.
This requires a high drive capability for the
preceding LNA,inevitably leading to more
severe trade-offs between gain, noise figure,
stability, and powerdissipation in the amplifier
[7]. Furthermore, these high-Q-filters are diffi-
cult and somewhat impractical when realized at
high frequencies in an integrated solution, pri-
marily because integrated inductors have at
best only moderate Q-factors. In addition, the
narrowband discrete-component IF channel-
select filter of the heterodynereceiver tailors
the particular implementation to a specific
standard [3].

DIRECT-CONVERSION ARCHITECTURE

Direct conversion, also known as homodyne or
zero-IF conversion, is a natural approach to
downconverting an RF signal directly to base-
band. Alternately, one can think of choosing IF
to be zero. This architecture, shown in Fig.7,
employs low-passfiltering in the baseband to
suppress nearby interferers and select the
desired channel. The quadrature downconver-
sion (I and Q channels) is necessary in typical

 

x(t) 
e/27fLot 

-tlo tho f

  
 

Mi Figure 4. Anefficient implementation for a complex mixer when only a real
part of the mixer outputis ofinterest. The spectra of the complex inputs of the
mixer, and the spectrum ofthe realpart ofthe mixer output are shown. Note that
sincethefinal outputis real signal, its spectrum is complex-conjugate symmetric.

 

x(t) xt(t)

 
j = 2/90”

  
 

@ Figure 5. A system thatextracts positive frequency components of the input
signal. By changing &)?™to e~i9°(i.e., j to —j) in the multiplier, the system
would extract the negative frequency components ofthe input.

amplitude and phase or frequency modulated
signals because in general the two side-bands
of the RF spectrum are different. Mixing with
a real sinusoid would result in irreversible cor-

ruption of the transmitted information [2].
Note that quadrature downconversion is equiv-
alent to complex mixing, discussed previously
(Fig. 2).

The homodynearchitecture has several funda-
mental advantages over the heterodyne counter-
part. The intermediary IF stages are removed,
 

Preselection

filter LO, 
 
  
  

Channel select
LNA IR filter filter

 
 

   
 

™ Figure6.A generic heterodyne receiver.
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@ Figure7.A generic homodyne receiver. .

and the needforthe IRfilter is eliminated. Fur-

thermore, the absence of the bulky off-chip IR fil-
ters removes the LNA requirement to drive a low
impedance load. The functions of channel selec-
tion and subsequent amplification at a nonzero IF
are replaced with low-pass filtering and baseband
amplification, amenable to monolithic integration.

Despite this suitability for higher levels of
integration, a homodyne receiver exacerbates a
numberofissues that either do not exist or are

notas serious in a heterodyne receiver. Next, we
will briefly review some of these issues.

DC-Offsets — Perhaps the most serious problem
is that of dc-offset in the baseband section of the

homodynereceiver [4]. These extraneousoffset
voltages can corrupt the desired signal and/orsat-
urate the following stages. They arise due to the
self-mixing phenomenonofthe local oscillator or
the in-bandinterferer, aside from the usualele-
ment mismatch in the signal path circuitry.

To better understand the origin of these off-
sets, consider the received signal path shown in
Fig. 8. First, the isolation between the LO port
and the inputs of the mixer and the LNAis not
perfect, and a finite amount of feedthrough exists
from the LO port to the other mixer input and to
the input of the LNA. Known as LO leakage, this
effect arises from capacitive and substrate cou-
pling and,if the LO signal is provided externally,
through bond-wire coupling. The leakage signal
appearing at the inputs of the LNA and the mixer
is now mixed with the original LO signal, thus
producing a de componentat the output of the
mixer. This LO self-mixing can be quite severe,
and a time-varying dc-offset occurs when the LO
signal leaks out through the antenna,andis radi-
ated and reflected from nearby objects back to
the receiver. A similar effect occurs if a large in-

 
@ Figure8.Self-mixingofthe LO and/or ofan

interferer in homodynereceiverfront-end.

 

bandinterferer (in the passband of the RF prese-
lection filter) leaks from the LNA output to the
mixer LO port and gets multiplied byitself [7]. It
should be noted that these dc-offsets exist in het-

erodynereceivers as well, but are mostly eliminat-
ed naturally by the IF band-pass filters.

Thus, direct-conversion receivers require
appropriate methods to remove undesired de off-
sets. A simple approachis to use ac-coupling in
the downconverted signal path. However, since
the spectraof all the spectrally efficient modula-
tion schemescurrently used exhibit significant
energy at dc, such signals are corrupted by ac-
couplingfilters [4]. A better methodis the use of
baseband analog and/ordigital signal processing
(DSP) techniques for offset estimation and can-
cellation [3][7]. However, these techniques add
complexity and do not solve the problemsassoci-
ated with 1/f noise at low frequencies in CMOS
implementations, a significant issue.A natural system solution to the de einai
problem in direct-conversion receivers is to mini-
mize the baseband signal energy near dc by
choosing a “dc-free” modulation scheme and use
ac-coupling for offset elimination. This approach
has been successfully used in pager systems with
frequency shift keying (FSK) modulation, despite
the spectral inefficiency of FSK [4]. In the com-
panion article [1] we introduce a new spectrally
efficient dc-free modulation scheme.

LO Leakage — In addition to introducing dcoff-
sets, leakage of the LO signal to the antenna and
radiation from there creates in-band interference

for other receivers using the same standard [7].
This problem becomesless severe as more sections
of RF receivers are fabricated on the same chip.
With differential LOs, the net coupling to the
antenna can approach acceptably low levels [2].

1/Q Mismatch — As mentionedearlier, for
most currently used modulation schemes, a
homodyne receiver must incorporate quadrature
downconversion. This requires shifting either the
RFsignal or the LO output by 90°. Since phase-
shifting the RF signal generally entails severe
noise-power-gain trade-offs [2] and is especially
difficult for the widebandsignals used in high-
data-rate systems,it is often desirable to shift
the LO output(Fig. 7). In either case, the errors
in the nominally 90° phase shift and mismatches
between the amplitudes.of the I and Q signal
paths corrupt the downconverted signal constel-
lation, thereby increasing the bit error rate. Note
that all sections of the circuit in the I and Q

paths contribute to gain and phase mismatches.
To gain moreinsight into the effect of I /Q

mismatch, and showtheversatilityand conve-
nience of using complex formulation,consider
the practical case where the quadrature LO gen-
erates the complex signal x,9(t) = cos(@zot) -
j(1 + €)sin(@,ot + 6). Here, € and @ represent
LO gain and phase errors. One can rewrite the
quadrature LO outputas

xzo(t)= $]1-a+ee”feet +
[1s (1+seiio! ‘
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~ cos(2nfiont)

cos(2nfiost)

 
   

Ideally, the complex LO output should con-
tain only the negative frequency. However, from
the above expression it is apparent that, due to
gain and phaseerrors, thereis a positive fre-
quency componentwith a magnitude of |1-(1
+ e)e/®|/2. This component causesinterfering
images and,if not compensated for, can deterio-
rate receiver performance. One can consider the
effects of gain and phase mismatches separately.
The magnitude of the undesired positive fre-
quency componentfor gain mismatch is |e|/2,
and for phase mismatch |sin(6/2)|, which can be
approximated by |6|/2 when the phase mismatch
is small.

Aside from the problems mentioned above,
direct-conversion receivers are sensitive to even-

order distortions. Also, since the downconverted
spectrum is located around zero frequency, the
flicker (1/f) noise of the devices has a profound
effect on the SNR, a severe problem in CMOS
implementations [2]. Furthermore, integrating
the high-frequency low-phase-noise channel-
select frequency synthesizer is difficult to achieve
with low-Q VCOsavailable on integrated cir-
cuits [3].

Despite all these problems, direct-conversion
transceivers for digital mobile phonesusingsili-
con bipolar technology have beenin full produc-
tion at Alcatel since 1991 [8]. The same company
recently introduced a direct-conversion transceiv-
er in a silicon germanium BiCMOSprocess[9]
for the Global System for Mobile Communica-
tions (GSM) group of standards. In these
transceivers, in order to handle the problems
associated with static and dynamicde offsets,
DSPalgorithms are used. These algorithmsrely
on the constant-envelope property of the modu-
lation scheme used in GSM. Tothebest of the

authors’ knowledge,  direct-conversion
transceivers have not been used commercially in
systems with nonconstant envelope modulation
schemes, which are required in high-data-rate
communication systems.

WIDEBANDIF WITH

DOUBLE-CONVERSION RECEIVER ARCHITECTURE

This alternative architecture [3, 10], well suited
to full integration, is shown in Fig. 9. In this
receiver, after preselection filtering and amplifi-

@ Figure 9. A double-conversion wideband IF receiver.

cation, all potential RF channels are complex-
mixed and downconverted to IF. As discussed

previously related to Fig. 2, there is no image
problem. A second complex mixing is done from
IF to baseband,using a tunable channel-select
frequency-synthesizer. In this complex mixer, by
properly adding the outputs of the real multipli-
ers in pairs, the image frequencies are canceled
while the desired channels add constructively.If
the IF is chosen high enough, additional image
rejection may be obtained from the RF front-
end preselectionfilter [3].

Comparing the two integrated solutions dis-
cussed so far, in both architectures channel
selection is performed at baseband,allowing the
possibility of a programmable integrated chan-
nel-select filter for multistandard receiver appli-
cations. However, the wideband IF architecture
has some advantages over the homodyne coun-
terpart, which will now be discussed. Due to the
fact that channel tuning is performed not using
the first (RF) synthesizer but the lower-frequen-
cy (IF) LO, the RF LO can be implemented as
a fixed-frequencycrystal-controlled oscillator.
Several techniques maybeutilized to realize a
low-phase-noise fixed LO with low-Q on-chip
components[3]. Also, since tuning is performed
with the IF LO operating at a lower frequency,
the phase-noise performanceofthis oscillator
can besignificantly better than that of the tun-
able RFoscillator employed in a homodyne

- receiver. Furthermore, since in the wideband IF
system there is no LO operating at the same
frequency as the incoming RFcarrier, the
potential problems associated with LO leakage
and time-varying de offsets are minimized.
Although in the wideband IF system the second
LOis at the same frequencyas the desired IF
channel, the dc offset which results at the base-
band from self-mixing is relatively constant and
may be cancelled using adaptive signal process-
ing methods[3].

The particular IR mixer usedin this archi-
tecture, which is similar to the Weaver tech-
nique [11], has several advantages. First, lossy
passive phase-shifting filters are not required
in the signal path to generate the correct phase
shift between the image and desired bands.
Second, assuming again that the upconverted
terms are removed, the image-rejection is very

hesees
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Figure 10. A low-IF receiver.

wideband. Also, it can be shown that the edge
of the image attenuation bandis set by the fre-
quency ofthe firstLO, which leads to the third
advantage.If it is assumed that a multistan-
dard-capable receiver is built where the fre-
quencyof the first LO can perform a course -
adjustment to accommodatethecarrier fre-
quency of a different standard, the image rejec-
tion will follow the first LO, and it can be
thoughtof as a self-aligning IR mixer [3]. Note
that the structure of this IR mixer (consisting
of four multipliers and two adders) is the same

as that of the complex mixer of Fig. 3. A
detailed analysis of this IR mixer based on
complex signal theory is given in [5].

The limitations of wideband IF receivers
are as follows. Since the first LO is fixed in

frequency, all channels must pass through the
IF stage (the desired channelis selected using
a second LO). This has two problematic impli-
cations: first, as a result of moving the channel
selection to a lower frequency, the IF synthe-
sizer requires a VCOwith the capability of
tuningacross a broader frequency range as a
percentage of the nominal operating frequen-
cy; second, by removing the channel-selectfil-
ter at IF, strong adjacent channelinterferers
are now a concern for the second mixerstage
as well as the baseband blocks. This implies a
higher dynamic range requirementfor these
latter receiver stages. Also, as with conven-
tional IR mixers, any I/Q phase and gain mis-
match would degrade the performance of the
receiver [3].

Low-IF RECEIVER ARCHITECTURE

The idea behind low-IF topologies is similar to
that of double-conversion wideband IF, and the
goal is to combine the advantages of both het-
erodyne and homodynereceivers [12]. As in
wideband IF systems, if one employs two
quadrature downconversion pathsin a hetero-
dyne receiver,all of the required information
for the separation of the wanted signal from
unwantedsignals, suchas images,is available in
the two IF signals.

Amongthe different low-IF topologies men-
tioned in [5, 10, 12], a preferred version is
shownin Fig. 10. This architecture is fairly sim-

10

-

 

 
ilar to that of the wideband IF architecture,
although there are several subtle differences
betweenthe two. First is the choice of IF. While

the IF in the wideband IFarchitecture is typi-
cally high, in the low-IF system the IF is chosen
as low as one or two times the channel band-
width. Note that this alleviates the dc offset

problem in these two architectures compared to
their homodyne counterparts, simply because
after the first downconversion the wantedsignal
is not located around dc. Second, in the low-IF
topology it is more feasible to sample the low-
IF signal after the first mixer stage with a high
resolution analog-to-digital convertor (ADC).
Sampling at this point requires an ADCwith
higher resolution than that required after the
IR mixer in wideband IF receivers, because in
the former case the wanted signal and unwant-
ed image are sampled. After the first mixer
stage, the unwanted image can be muchlarger
than the desired signal.

Although the low-IF architecture requires
higher-performance ADCs than does the wide-
bandIF architecture, the signal path to the ADC
can be ac-coupled in the low-IF architecture,
which in turn eliminates the need for complicat-
ed dc offset cancellation circuitry. Another advan-
tage of this low-IF topology is that part of the
complex IR mixer is implementedin the digital
domain with no gain and phase I/Q mismatches.

The I/Q imbalances fatetasapea in the precedinganalog sections can be corrected using adaptive
techniques [13]. Therefore, this strategy shifts
the hard specifications from the analog part to
the ADCs. Since the performanceof integrated
ADCsis improving rapidly, this architecture will |
likely be preferred [12].

Finally, it should be noted that digitizing the
received signal at the IF stage canalso be
employed in conventional heterodyne receiver sys-
tems. This approach is sometimescalled digital IF
[7]. In this architecture, the high ADC perfor-
mance requirements are more challenging to
accomplish within a reasonable powerdissipation.
Despite the advantage of avoiding the I and Q mis-
matches for typical first IFs in heterodynereceivers,
this technique requires a prohibitively fast high-lin-
earity high-dynamic-range ADC,currently limiting
its utilization to only base stations [7].
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CONCLUSION

In this tutorial, traditional and recent wireless
receiver architectures suitable for a single-chip
transceiver are reviewed. To simplify analysis of
these architectures and gain moreinsight into
their structures, complex signal representation is
used. The advantages and disadvantages of each
architecture are discussed with emphasis on
practical considerations.
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