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57 ABSTRACT 
A high strength blind bolt for fastening structural work 
pieces the blind bolt being of a swage type, pull type 
construction and having a pin member with a plurality 
of locking grooves, a main sleeve, an expandable sleeve 
and a collar adapted to be swaged into the lock grooves, 
the main sleeve having a tapered nose portion adapted 
to radially expand the expandable sleeve in response to 
the application of a preselected relative axial force ap 
plied between the pin member and the collar, the ta 
pered nose portion being defined by a preselected small 
angle to limit the radial expansion of the expandable 
sleeve to provide a high strength blind head for engag 
ing the adjacent, blind side of the structural workpieces 
and to initially clamp the structural workpieces to 
gether at a high clamp load and to provide a final high, 
residual clamp load upon swaging of the collar into the 
lock grooves of the pin member. 

20 Clairns, 9 Drawing Sheets 
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HIGH STRENGTH BLIND BOLT 

SUMMARY BACKGROUND OF THE 
INVENTION 

The present invention relates to multi-piece fasteners 
and more particularly to a high strength blind bolt using 
a lockbolt like swaged construction and providing a 
high final clamp load of workpieces secured together 
and further relates to such blind fasteners particularly 
adapted for constructions utilizing box beams or col 
umns, bridges and the like. 
The present invention relates generally to multi-piece 

blind bolt fasteners which include a main sleeve, an 
expandable sleeve and a pin wherein the expandable 
sleeve is moved axially relative to the main sleeve and is 
expanded radially thereover in response to a relative 
axial force applied via the pin. In this regard the blind 
bolt of the present invention bears a general resem 
blance to a threaded blind fastener of the type shown in 
U.S. Pat. No. 3,643,544 issued Feb. 22, 1972 to Joseph 
H. Massa; fasteners of this type have been sold under 
the trade name Visu-Lok and/or Jo-Bolt by the Voi 
Shan Manufacturing Company of the United States. See 
also U.S. Pat. No. 3,262,353 issued Jul. 26, 1966 to R. 
Waeltz et al, U.S. Pat. No. 2,765,699 issued Oct. 9, 1956 
to J. LaTorre, U.S. Pat. No. 2,887,003 issued May 19, 
1959 to Brillmeyer and U.S. Pat. No. 3,107,572 issued 
Oct. 22, 1963 to Orloff. 

In the present invention the high strength blind bolt 
includes a collar which cooperates with the pin in the 
manner of a swage type fastener such that, after the 
blind head has been formed, the application of a relative 
axial force of increasing magnitude between the pin and 
collar causes an installation tool to swage the collar into 
lock grooves in the pin. In this regard U.S. Pat. No. 
2,114,493 issued Apr. 19, 1938 to L. C. Huck and U.S. 
Pat. No. 2,527,307 issued Oct. 24, 1950 to L. C. Huck 
generally show a swage type connection between the 
pin and sleeve of a blind fastener. 
The high strength fastener of the present invention 

can advantageously utilize the collar design of U.S. Pat. 
No. 4,921,384 for Swage Fasteners With A High Stand 
Off Collar by Keith Nordyke and issued May 1, 1990. In 
addition the present invention could utilize the groove 
shape and concepts of U.S. Patent application Ser. No. 
185,327 by Richard D. Dixon for High Strength Fas 
tener and Method filed on Apr. 20, 1988. All of the 
above patents and noted patent application of Dixon 
can be considered as prior art relative to the present 
invention. 
The high strength fastener of the present invention 

includes a pin, an expandable or primary sleeve, a main 
or secondary sleeve, and a collar adapted to be swaged 
into lock grooves in the pin in response to a preselected 
relative axial force applied between the pin and collar. 
In the present invention the collar initially transmits an 
axial force from the swage anvil of the setting tool to 
the main sleeve. The pin has an enlarged head which 
transmits an opposite axial force against the expandable 
sleeve by virtue of a pulling force exerted by the tool. 
As the axial force increases the expandable sleeve is 
moved axially relative to a tapered nose portion at the 
blind side of the main sleeve and is radially expanded to 
overengage that end of the main sleeve. The axial 
movement and radial expansion of the expandable 
sleeve continues until the resultant blind head is moved 
into engagement with the blind side surface of the 
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2 
workpieces to be fastened. Now the workpieces are 
pulled together by the further application and increase 
in the relative axial pulling force. The force clamping 
the workpieces together continues to increase until the 
collar is swaged into the lock grooves on the pin. The 
final clamp load on the workpieces can be determined 
first by an initial magnitude of relative axial force at 
tained just before the collar starts to be swaged onto the 
pin and thereafter by elongation of the collar in re 
sponse to swage. The initial axial clamp force on the 
workpieces is sometimes referred to as "pre-load' while 
the final clamping force after full swage is referred to as 
"final clamp load'. The beginning of swaging at this 
pre-load is sometimes referred to as "primary clinch'. 
The high strength blind bolt of the present invention 

is adapted for use in applications in which high strength 
bolts, such as SAE Grade 5 (ASTM A325) or higher, 
are frequently used. It is also desirable for use where 
blind welding, nut plates and other complex construc 
tion fastening systems are used. In this regard, the blind 
fastener of the present invention is especially suited for 
construction of buildings, bridges, and the like where 
high strength and durability are of considerable impor 
tance along with the capability of providing high clamp 
loads of the assembled parts. Thus the blind bolt of the 
present invention has a high tensile strength such as 
SAE Grade 5 or greater and/or the tensile strength of 
the Japanese Grade F8T bolt or greater. This is accom 
plished, in part, by the use of high strength ferrous 
materials having a high hardness. With such materials, 
factors such as notch sensitivity, stress corrosion and 
the like can become more significant especially with a 
pin of high hardness. In the present invention these 
factors are addressed by a unique balancing of the 
strengths, materials and configuration of the individual 
components. In addition the effects of stress corrosion 
on the high hardness pin are inhibited by self sealing 
features protecting the highly stressed portions of the 
pin from exposure and/or access to the atmosphere. 
Thus in many applications it is desirable to provide a 

high level of final clamp load in the fastened joint. This 
can be a problem unless a blind head is formed which 
will retain its integrity in response not only to a pre-load 
of high magnitude but also to the subsequent desired 
final clamp load. Thus in the present invention it is also 
desirable that a high strength blind head be formed to 
sustain the high pre-load and subsequent high final 
clamp load. But this poses an additional problem since 
the application of the necessary relative axial force of 
substantially high magnitude to attain the high pre-load 
requires the collar to have a high hold-off capability to 
resist the initiation of swage. In these cases the relative 
geometries of the swage anvil and engaging end of the 
collar are selected to provide hold-off or stand-off of 
initial swage until the desired pre-load value is attained. 
The blind bolt of the present invention utilizes the 

unique collar construction of the '384 Nordyke patent 
(supra) for providing a blind bolt swage type fastener 
having a high stand-off capability while providing gen 
erally equal groove fill in the pin and minimizing local 
ized pin distortion. 

In one form of the invention, the wall thickness of the 
expandable sleeve is maximized to thereby increase the 
strength of the formed blind head. As will be seen, this 
is accomplished by a unique assembly and manufactur 
ing procedure. 
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In some applications it may be desirable to provide a 
pin and collar combination in which there is a predeter 
mined amount of "overpack". Overpack occurs where 
the volume of collar material to be swaged in the pin 
lock grooves is greater than the available volume de 
fined by the confronting volume of the cavity of the 
swage anvil and the pin lock grooves. The pin and 
collar construction of the present invention provides for 
a more uniform overpack condition over its swageable 
length. 

In one form of the invention, the lock grooves of the 
pin are in the form of a helical male thread. In such case 
the collar can be provided with a mating, female thread 
of a preselected extent such that the initial pre-assembly 
of the fastener components can be accomplished. The 
female collar thread is selected such that, in response to 
the relative axial force and at a level prior to the initia 
tion of collar deformation or swaging (primary clinch) 
into the lock grooves of the pin, it will shear or deform 
such that the collar will be free to move axially over the 
pin and to respond to the installation loads in the same 
manner as a collar without such female thread form. In 
this regard a construction could be utilized such as that 
shown in U.S. Pat. No. 4,867,625 by Richard Dixon for 
Variable Clamp Fastener and Method issued Sep. 19, 
1989. Similarly, a construction could be used such as 
that shown in the U.S. Patent to Walter Smith U.S. Pat. 
No. 4,813,834, issued Mar. 21, 1989. Both of the latter 
patents can be considered as prior art to the present 
invention. 

In some applications it is desirable that the fasteners 
have a high strength, high performance characteristic 
both in clamp up and in fatigue. In this latter regard 
then, it may be advantageous to utilize the groove shape 
and concepts of the invention of the '327 application of 
Dixon. 
Thus, in one form of the present invention, the lock 

grooves in the pin are very shallow and are constructed 
to have roots of a simulated streamlined shape. The lock 
grooves are helical and define a desired thread configu 
ration. The shallow grooves and simulated streamlined 
shape, however, provide a resultant fatigue life which is 
superior to that of a comparable threaded fastener. 
Since the preceding construction is shown and de 
scribed in the noted '327 application of Dixon and since 
the present invention is not restricted to such a con 
struction the details thereof, while incorporated by 
reference, have been omitted for purposes of simplicity. 
The high strength fastener of the present invention 

may be utilized in applications where the hole sizes in 
the workpieces may be somewhat oversized or in appli 
cations where the material at the blind side of the work 
pieces is relatively soft and subject to deformation. 
Another form of the invention addresses such condi 
tions by using an additional sleeve having a relatively 
thin wall and hence which is adapted to readily collapse 
around the blind side opening to thereby inhibit move 
ment or extrusion of the expansion sleeve into an over 
sized hole and/or inhibit deformation of the blind side 
surface of a workpiece made of a soft material. 
Thus it is a general object of the present invention to 

provide a novel high strength blind bolt having a swage 
type construction. 

It is another object of the present invention to pro 
vide a unique blind bolt construction for forming a high 
strength blind fastener having a high strength blind 
head. 
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4. 
It is still another object of the present invention to 

provide a unique blind bolt construction for forming 
high strength blind fasteners having a high strength 
head and including a swage type construction utilizing 
a collar having a high stand-off capability. 

Other objects, features and advantages of the present 
invention will become apparent from the subsequent 
description and the appended claims, taken in conjunc 
tion with the accompanying drawings, in which: 
FIG. 1 is a longitudinal view with some portions 

shown in section of a blind fastener of the present inven 
tion including a pin, a collar, a primary or expansion 
sleeve, a secondary or main sleeve and hold-off washer 
in assembly relationship with workpieces to be secured 
together; 
FIG. 1A is a fragmentary view to increased scale of a 

portion of the pin of FIG. 1 taken generally in the area 
of the circle 1A in FIG. 1; 
FIG. 1B is a fragmentary view to increased scale of 

the mating portions of the expansion sleeve and main 
sleeve generally in the circle 1B in FIG. 1 and further 
depicting in phantom the expansion sleeve as it has 
initially expanded radially and begins to move over the 
associated end of the main sleeve; 

FIG. 2 is a view similar to FIG. 1 showing the blind 
fastener after the blind head has been formed and the 
fastener set; 

FIG. 3 is a graph depicting the hydraulic load on the 
tool in pounds per square inch versus time and the 
clamp load on the workpieces being fastened in pounds 
versus time both depicting the relationship between tool 
load and clamp load relative to the different stages of 
installation of a fastener of the present invention; 
FIG. 4 is a pictorial view with some parts shown 

broken away and others in section depicting the blind 
fastener of the present invention adapted for use in a box 
beam/column application for securing a plurality of 
I-beams with one I-beam shown pre-assembled; 
FIG. 5 is a sectional view of the structure of FIG. 4 

taken generally in the direction of the arrows 5-5 in 
FIG. 4 but showing the one I-beam in place for assem 
bly with some blind fasteners shown set and others 
shown prior to setting; 
FIG. 6 is a side elevational view with some parts 

shown broken away and others shown in section of the 
present invention adapted for use in a bridge structure 
application; 

FIG. 7 is a pictorial view depicting the use of the high 
strength blind fastener of the present invention adapted 
for use in securing a pair of box beams together; 
FIG. 8 is a sectional view similar to FIG. 1 of a modi 

fied form of the invention in which an additional buck 
ling sleeve is utilized to provide a desirable bearing 
surface on the blind side of the workpieces being se 
cured together; 

FIG. 9 is a view similar to FIG. 8 showing the modi 
fied blind fastener during its installation and before the 
blind head has been formed; 
FIG. 10 is a view similar to FIG. 8 showing the modi 

fied blind fastener after the blind head has been formed 
and the fastener set; 

FIG. 11 is a longitudinal view with some portions 
shown in section of a pin blank and expansion sleeve 
pre-assembled prior to formation of the lock grooves on 
the pin; 

FIG. 12 is a longitudinal view of the pin and expan 
sion sleeve after the formation of the lock grooves; 
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FIG. 13 is a view similar to FIG. 1 depicting another 
form of the blind fastener utilizing the pin and expansion 
sleeve of FIG. 12; 

FIG. 14 is a fragmentary longitudinal view of a modi 
fied form of the fastener of FIG. 1 with a construction 
for enhancing the sealing of the fastener; 

FIG. 15 is a fragmentary view depicting the fastener 
of FIG. 14 after the fastener has been set; 
FIGS. 16A-C are enlarged fragmentary views of the 

fastener of the present invention depicting the amount 
of blind side protrusion required to properly form the 
blind head for nose angles on the main sleeve of 12', 17 
and 20, respectively for a maximum grip condition; and 
FIGS. 17A-C are enlarged fragmentary views of the 

fastener of the present invention depicting the differ 
ences in grip range capability of fasteners having nose 
angles on the main sleeve of 12, 17' and 20, respec 
tively, with the minimum grip condition shown on the 
right side and maximum grip condition shown on the 
left side of each view. 
Looking now to FIG. 1, a blind fastener 10 includes 

a pin 12, a tubular collar 14, a primary or expansion 
sleeve 16, a secondary or main sleeve 18 and a hold-off 
washer 20. As will be seen the collar 14 is of a type 
shown in the '384 patent to Nordyke and is adapted to 
be swaged into lock grooves 22 in a lock groove portion 
19 on an elongated shank 23 of pin 12. In the form of the 
invention shown in FIG. 1, the lock grooves 22 are in 
the form of a continuous helical thread. 
The collar 14 has a through bore 24 defined by a first 

generally straight reduced diameter bore portion 26 at 
one end and an enlarged diameter generally straight 
bore portion 28 at its opposite, outer end. An intermedi 
ate bore portion 30 is generally frusto-conically shaped 
and inclines or tapers radially outwardly as it connects 
the bore portions 26 and 28. The collar 14 has a gener 
ally uniform wall thickness. Thus the outer surface 32 of 
collar 14 is generally straight at its inner end and is 
generally frusto-conically shaped over the radially in 
clined intermediate bore portion 30. 

In some constructions the hold-off washer 20 may be 
eliminated and in others the collar 14 may be formed 
with an enlarged flange in place of such hold-off 
washer. As will be seen one advantage of using a sepa 
rate hold-off washer 20 is that the washer 20 can be 
selected to be of one material and hardness to facilitate 
hold-off and to resist bearing loads and deformation 
while the collar 14 can be selected of a different mate 
rial and hardness to facilitate swaging in lock grooves 
22. 
The outer tapered surface of collar 14 continues its 

inclination generally at the same angle over the major 
ity of the surface towards the opposite, outer end por 
tion of collar 14. The outer surface of the outer end 
portion terminates in a stand-off chamfer 34. The mag 
nitude of radially compressive force applied by a swage 
anvil of an installation tool in swaging the collar 14 onto 
pin 12 is determined in part by the angle of the stand-off 
chamfer 34, which transfers load axially and radially for 
a given applied force via the anvil. The installation tool 
and swage anvil can be of a construction generally 
known in the art and hence the details thereofhave been 
omitted for purposes of simplicity. 
As noted in the Nordyke patent (supra) the wall 

thickness at the outer end of the conical portion of the 
collar 14 generally increases slightly in thickness to a 
maximum thickness at the intersection with stand-off 
chamfer 34. This increase in wall thickness provides an 
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6 
additional volume of material which compensates for 
the collar material which is forwardly extruded in 
swage and hence provides for a more uniform fill of the 
pin lock grooves 22 throughout the length of the 
swaged portion of collar 14. 
Thus the collar 14 because of the radially outwardly 

tapered or conical shape of its shank will provide the 
desired stand-off but in addition, because of its generally 
uniform wall thickness, will provide a generally uni 
form fill of the lock grooves 22 of pin 12 without exces 
sive necking of the pin 12 and hence with minimal dis 
tortion of the lock grooves 22. 
The collar 14 is provided with a limited female thread 

36 located in the straight bore portion 26 at the inner 
end of collar 14. The limited female thread 36 is adapted 
to threadably engage the threaded lock groove portion 
19 of pin 12 to hold the components of fastener 10 to 
gether in the assembled relationship as shown in FIG. 1. 
The pin member 12 has an enlarged head 37 at one 

end of pin shank 23. The pin shank 23 has a relatively 
smooth portion 38 leading to the threaded lock groove 
portion 19; a reduced diameter pintail portion 40 is 
formed with a plurality of pull grooves 44 and is con 
nected to lock groove portion 19 via a breakneck 
groove 42. The annular breakneck groove 42 is of a 
reduced cross-sectional area which is designed to frac 
ture at a predetermined axial load. 
The secondary or main sleeve 18 has a straight shank 

portion 46 of generally constant outside diameter D and 
a tapered nose portion 48 at its inner end. In one form of 
the invention the tapered nose portion 48 is preferably 
formed with an angle A of between around 12 to 
around 17" with a line parallel with the axis X of the 
fastener 10, see FIG. B. 
The shank portion 46 of secondary sleeve 18 extends 

through aligned openings 50 and 52 in a pair of work 
pieces 54 and 56, respectively, with the outer surface 51 
of workpiece 56 engaged by the hold-off washer 20. 
The outside diameter D of shank portion 46 of second 
ary sleeve 18 is selected to fit through the aligned open 
ings 50 and 52 with a clearance fit. In this regard the 
diameter of pin head 37 and the outside diameter of the 
expandable primary sleeve 16 are generally the same, 
i.e. diameter D, such that each can also be accepted 
through the openings 50 and 52 in a clearance relation 
ship. The expandable, primary sleeve 16 is of a gener 
ally tubular shape having a generally uniform inside and 
outside diameter. 

. In order to set the fastener 10, a relative axial force is 
exerted by an installation tool between the pin member 
12 and relative to the collar 14, secondary sleeve 18 and 
expandable primary sleeve 16. As the relative axial 
force is thus applied, the expandable, primary sleeve 16, 
which is located on the pin shank 23 adjacent the pin 
head 37, will be moved axially relative to the secondary 
sleeve 18 and into engagement with the blind side sur 
face 60. 
The free end 58 of expandable sleeve 16 engages the 

tapered nose 48 on secondary sleeve 18. The inside 
diameter of sleeve 16 has a chamfer 59 at free end 58 at 
an angle substantially the same as that of nose portion 
48. The chamfer 59 is slight, however, reducing the wall 
thickness at free end 58 by no more than around 25%. In 
this regard chamfer 59 is provided at both ends of the 
sleeve 16 whereby either end can serve as the free end 
58 thereby simplifying assembly. Thus as sleeve 16 
moves axially it overengages the surface of the tapered 
nose 48 and is radially expanded. As the relative axial 
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force increases and the pin 12 begins to move axially 
through the collar 14, the limited collar thread 36 will 
shear or deform sufficiently to permit the pin 12 to 
move freely through the collar 14. In this condition, 
however, the swaging or deformation of the material of 
the collar 14 into the pin lock grooves 22 has not yet 
started and, hence, the pin 12 and collar 14 can now 
respond as a typical swage type fastener. The expand 
able primary sleeve 16 continues to move axially and 
expand radially over the blind end of straight shank 
portion 46 until its free end 58 engages the blind side 
surface 60 of workpiece 54. This engagement, in a sense, 
defines a stop surface. At the same time the now ex 
panded end 58 of the expandable sleeve 16 defines a 
blind head 62. 
FIG. 1B depicts in phantom the shape of expandable 

sleeve 16 as it overengages the tapered nose portion 48 
of main sleeve 18. It can be seen from FIGS. 1B and 2 
that the free end 58 while initially being flared radially 
outwardly (see FIG. 1B) will return radially inwardly 
as it subsequently moves axially over the straight shank 
portion 46 of main sleeve 18 and into engagement with 
the blind side surface 60. In this regard it is desirable 
that the blind head 62 be finally formed with the free 
end 58 extending generally parallel to the axis X of the 
fastener 10 as shown in FIG. 2. A large bell shaped or 
conical configuration would locate the free end 58 radi 
ally away from the main sleeve 18 in an orientation 
which is non-parallel to the axis X; thus such a blind 
head would have less resistance to column loading and 
hence its load capacity would be reduced. To a great 
extent the formation of the blind head 62 to the desired 
parallel construction shown in FIG. 2 is dictated by the 
magnitude of the angle A of nose portion 48. The larger 
the angle A the more the outer end 58 will be flared 
radially outwardly as it moves over the nose portion 48. 
This could require a greater blind side distance B (FIG. 
1) before the outer end 58 could move sufficiently radi 
ally inwardly to assume the desired parallel orientation 
with axis X. Thus the shallower or smaller then angle A 
the less the outer end 58 will be flared and the more 
readily will it be moved radially inwardly to the desired 
position. In this regard an angle A of between around 
12' to around 17 was found desirable. While such a 
shallow angle A may appear to require a greater blind 
side clearance B than a larger angle A of a shorter 
length, the distance required for the free end 58 of ex 
pandable sleeve 16 to move radially inwardly to the 
desired parallel position is less and can more than com 
pensate for the larger angle A of shorter length. Thus a 
range of angle A of between around 12 to around 14 
would be preferable. 
As previously noted a principle objective of the pres 

ent invention is to provide a blind fastener having very 
high strength characteristics not present in any other 
blind fastener to be used in applications in which con 
ventional high strength bolts have been used. In addi 
tion to providing a blind head 62 which geometrically 
has a high resistance to column buckling, the materials 
of the fastener 10 are selected to be of high strength and 
hence high hardness. Thus in one form of the invention 
the expandable, primary sleeve 16 can be made of a 
relatively high strength, ductile material such as a 4130 
steel of aircraft quality having a Rockwell hardness of 
between around 28 Rc to around 32 Rc. In addition it 
has been found advantageous to utilize 4130 aircraft 
quality steel having a nickel content greater than 
around 0.17% by weight; the related specification for 
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8 
the 4130 aircraft quality steel provides for a maximum 
nickel content of 0.25% by weight. It appears that the 
additional nickel sufficiently improves the ductility of 
the expandable sleeve 16 such that axial splitting of the 
sleeve wall from radial expansion and from high hoop 
stresses in installation is inhibited. In this regard with a 
fastener 10 with expandable sleeve 16 constructed of the 
materials noted and having a sleeve diameter D of 
around 0.685 inches, the wall thickness t was around 
0.102 inches to assure that the blind head 62 was of 
adequate strength; in the metric system the noted di 
mensions would generally apply to a 16 millimeter fas 
tele, 

It should also be noted that the expandable sleeve 16, 
which is constructed of a high strength material, will 
resist yielding radially and, while experiencing some 
permanent deformation, will be urged radially inwardly 
by the hoop stress developed from radial expansion 
towards the desired parallel shape of blind head 62. In 
this regard the use of the more shallow nose angle A of 
tapered nose portion 48 assists in reducing the magni 
tude of undesirable radially outward expansion of the 
free end 58 of expandable sleeve 16. 
Along these same lines, with the noted construction, 

the free end 58 of expandable sleeve 16 will return to the 
desired parallel shape within a minimum axial distance 
after its expansion by tapered nose portion 48. This 
result is attained because of the high hardness and hence 
high yield point of the expandable sleeve 16 and the 
relatively shallow nose angle of nose portion 48. With 
this construction the fastener of the present invention 
can have a substantially greater functioning grip range 
than similar type fasteners utilizing larger angles on the 
tapered portion of the main sleeve and/or materials of 
lower hardness, lower yield point and/or lower 
strength. In this regard the "grip range' of a fastener is 
defined by the difference between the minimum and 
maximum total thickness of workpieces that a single 
fastener can secure together. The fastener of the present 
invention will be capable of delivering rated values, i.e. 
tensile, clamp load, etc., within this larger grip range. 
The strength of the pin member 12 is very significant 

and hence the pin member 12 can be constructed of a 
ferrous or other material having a Rockwell hardness of 
between around 38 Ric to around 42 Rc or higher such 
as a 4130 steel of aircraft quality. At the same time the 
collar 14 can be constructed of a ferrous or other mate 
rial such as a 1008, 1010, or 1018 low carbon steel hav 
ing a Rockwell hardness of between around 68 Rb to 
around 78 Rb. The secondary or main sleeve 18 can be 
constructed of a ferrous or other material such as a 4130 
steel having a Rockwell hardness of between around 43 
Rc to around 47 Rc. The hold-off washer 20 can be 
constructed of a ferrous or other material such as a high 
carbon steel having a Rockwell hardness of between 
around 40 Rc to around 45 Rc. The washer 20 is thus 
harder than the collar 14 and generally of equal hard 
ness to the secondary sleeve 18 and hence can effec 
tively resist the extrusion of one into the other. In one 
form of the invention the washer 20 had a thickness of 
around 0.100 inches where the secondary sleeve 18 had 
an outside diameter D of around 0.685 inches with the 
expandable sleeve 16 having the dimensions previously 
noted. 
As noted one of the advantages of the use of small or 

shallow angles for nose angle A is a comparative reduc 
tion in blind side clearance B (see FIG. 1) resulting in 
part from a reduction in the blindside protrusion of the 
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end of the nose 48 of main sleeve 18 from blind side 
surface 60 which is required to properly form the blind 
head 62 to the desired parallelism. In addition with the 
present invention the grip range of the fastener will be 
greater with the shallower angles for nose angle A. All 5 
of the above can be accomplished while still meeting 
the desired strength characteristics for the fastener 10. 
Thus a comparative analysis of the fastener 10 con 

structed of the sizes and materials noted above provided 
the following results for different nose angles A, with 10 
the dimensions being in inches. 

COMPARATIVE ANALYSIS 
BL Blindside Grip 

Nose Angle A S K Protrusion Range 15 
20 .236 .233 469 125 
17 47 278 .425 197 
12" 0 .399 399 .393 

The differences in blind side protrusion for fasteners 2O 
of the above chart are illustrated in FIGS. 16A-C for 
fasteners having nose angles of 12, 17 and 20', respec 
tively. In addition the differences in grip range for fas 
teners of the above chart having nose angles A of 12, 
17 and 20 are illustrated in FIGS. 17A-C, respec 
tively. 
Thus looking now to FIGS. 16A-C, the length S is 

the distance from the blind side surface 60 to the inner 
or large end of the taper of the nose portion 48 for 
workpieces having the maximum total thickness or 
maximum grip condition for the fastener. The distance 
K is the axial length of the nose portion 48. The distance 
BL is the length of the blind side protrusion of the nose 
48 of main sleeve 18 of fastener 10 in the maximum grip 
condition. The above analysis was determined with a 
main sleeve, such as sleeve 18, with the free end of the 
nose portion 48 of each main sleeve having the same 
outside diameter D1 (see FIGS. 1B. and 16A-C) and 
hence each main sleeve having the same minimum wall 
thickness at the free end. 

Looking now to FIGS. 16A-C, it can be seen that 
with nose angle A of 12' the taper of the nose portion 48 
can terminate substantially at the blind side surface 60 
and still provide a blind head 62 with sufficient parallel 
ism to provide adequate strength characteristics. 
By contrast note the significant length S required for 

the larger nose angle of 20 to provide a blind head 62 
with sufficient parallelism to provide adequate charac 
teristics. Thus with the shallower angle A the required 
blind side clearance can be minimized. In addition it can 
be seen that the nose angle A of 20' will provide a larger 
cone or bell shape thus further weakening the blind 
head 60. These factors will also have an affect on the 
grip range of the fastener. 
The grip range is the difference between the maxi- 55 

mum total thickness and minimum total thickness of 
workpieces that can be secured together by a common 
fastener. As indicated on the Comparative Analysis 
chart, the blind bolt with the shallower nose angle A 
will have a greater grip range. Note in this regard that 60 
with the nose angle A of 20' the free end 58 of the blind 
head 62 after achieving parallelism will begin to move 
radially inwardly resulting in a weak, bowed configura 
tion and hence limiting its grip range. Looking now to 
FIGS. 17A-C it can be seen that nose angle A of 20 
will provide a substantially shorter grip range capability 
than the fastener with a nose angle A of around 12 and 
to around 17 and/or a preferred range of around 12” to 
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10 
around 14. In FIGS. 17A-C the expansion sleeve 16 is 
shown relative to the main sleeve 18 for both the mini 
mum grip condition and maximum grip condition with 
the expansion sleeve 16 depicted in the minimum grip 
condition on the right and in the maximum grip condi 
tion on the left. The fastener 10 with main sleeve 18 
having an angle A of 12 on tapered nose portion 48 has 
a grip range three times that of the same fastener with 
main sleeve 18 having an angle A of 20 on tapered nose 
portion 48. Thus the fastener 10 with a main sleeve 18 
having a nose angle A of 12 has a significantly greater 
grip range capability than a main sleeve 18 having a 
nose angle A greater than 17. This can be seen by the 
results for a main sleeve 18 having a nose angle A of 
around 20. 
Thus it can also be seen that the fastener 10 with nose 

angle A of between around 12' to around 17 will pro 
vide a number of significant advantages over a fastener 
10 with a nose angle A of 20 and greater. As noted 
even within the desired range of around 12 to around 
17 the nose angle A can be selected to emphasize cer 
tain ones of the advantages previously discussed. 
With the use of high strength, high hardness materials 

stress corrosion and stress concentrations can be factors 
in the load capability and overall performance of the 
fastener. Thus it is desirable to minimize the incidents of 
stress corrosion by protecting the highly stressed por 
tions of the fastener from the environment; at the same 
time it is desirable to minimize stress concentrations at 
high load areas. 
Thus the fastener of the present invention is of a 

construction which provides substantially 100% sealing 
of the highly stressed internal portions from the atmo 
sphere to thereby inhibit corrosion. In this regard it has 
been found advantageous that the expandable sleeve 16 
deform the nose portion 48 radially inwardly to tightly 
engage the smooth pin shank portion 38. This provides 
a good seal between the main sleeve 18 and pin 12 inhib 
iting moisture and/or contaminates from reaching the 
pin 12 thus inhibiting stress corrosion. At the same time 
the captured end of the softer expandable sleeve 16 will 
deform and wedge under the harder pin head 37 to 
provide a good seal therebetween. In addition the soft 
collar 14 after swaging will provide a good seal with the 
shallow lock grooves 22 of the harder pin member 12 
while the engaging surfaces of the main sleeve 18 and 
washer 20 will also provide a good seal. In this regard 
the components of fastener 10 can be zinc plated or 
otherwise coated to further inhibit corrosion. 
Thus as can be seen in FIG. 2 the nose portion 48, 

with an angle A of between around 12 to around 17 of 
main sleeve 18, is deformed radially inwardly by the 
expandable sleeve 16 into engagement with the smooth 
shank portion 38 of pin 12 to provide the noted sealing 
effect. This could result in increased friction and higher 
installation loads as the pin 12 moves through the col 
lapsed section of the nose portion 48. In order to avoid 
excessive friction resulting from such engagement, the 
minimum wall thickness at the termination of the outer 
end 58 of nose portion 48 is selected to be no less than 
around 17% of the wall thickness of straight shank 
portion 18. At the same time a dry film lubricant such as 
molydisulphide is used to reduce friction between the 
moving parts. A molydisulphide such as Ecoa Lub 642 
by Everlube has been found satisfactory. 
As noted, in addition to inhibiting stress corrosion, it 

is desirable to reduce the stress concentrations such as 
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that at the juncture between the inner surface 65 of the 
pin head 37 and smooth shank portion 38. This is ac 
complished by providing a generally streamlined shape 
to the fillet 63 located at that juncture. Such a stream 
lined shape is approximated by utilizing a double radius 5 
of R1 and R2 (see FIG. 1A). The larger radius R1 is 
generally tangent to the shank portion 38 and is around 
twice the radius R2 which is generally tangent to the 
pin head 37. For a pin 12 having a pin shank portion 38 
with a diameter of around 0.450 inches and a pin head 
37 having an outside diameter of around 0.685 inches a 
radius R1 of 0.102 inches and a radius R2 of 0.050 inches 
was found satisfactory in reducing the stress concentra 
tion ratio at fillet 63. In this context the fillet 63 ex 
tended for an axial distance d of around 0.080 inches. 

It should also be noted that the slight chamfers 59 on 
the inside diameter at the opposite ends of expandable 
sleeve 16 plus its inner radial clearance with the smooth 
pin shank portion 38 assures that the confronting end of 
expandable sleeve 16 will not engage the fillet 63. 

In addition to the reduction of the stress concentra 
tion at fillet 63, as noted, the lock grooves 22 are formed 
to be generally shallow in depth and to have roots of the 
generally streamlined contour as disclosed in the '327 
application of Dixon previously discussed. With this 25 
root construction, the stress concentration at the lock 
grooves 22 is also reduced. 
As noted, the enlarged diameter outer portion of 

tapered collar 14 will provide stand-off resistance to 
initial swage, i.e. primary clinch. The interaction of the 30 
swage surface of the swage anvil and the angle of the 
stand-off chamfer 34 are such as to assist in providing a 
preselected stand-off whereby initiation of swaging of 
the collar 14 into the lock grooves 22 will not begin 
until that lower magnitude of relative axial force has 35 
been attained which is sufficient to form the blind head 
62. 
As noted in the Dixon application, the pin grooves 22 

can be of a shallow helical construction with a generally 
streamlined shape whereby a high strength construction 40 
can be achieved having a desirable high clamp load. 
With the noted shallow groove structure, the volume of 
the shank 32 of the collar 14 was selected to generally 
provide "overpacking', i.e., a volume of material to 
provide substantially more volume of collar material for 
filling pin grooves 22 than is available within the swage 
envelope defined by the cavity of the swage anvil and 
the confronting lock grooves 22. In that construction, it 
has been found desirable to provide a volume of collar 
material which has an excess of at least around 14% to 
around 6%. 
To enhance the strength of fastener 10 the pin 

grooves 22 and adjacent pin shoulders and the comple 
mentary grooves and shoulders of the swaged collar 14 
can be proportioned in width relative to the respective 
shear strengths of the materials of pin 12 and collar 14, 
such that both the shoulders defined by pin grooves 22 
of the pin 12 and the shoulders defined by interlock 
grooves of the swaged collar 14 are in incipient or si 
multaneous failure in shear at or above the preselected 
minimum ultimate design tensile load on , associated 
workpieces 54 and 56. It is preferred that the design 
provide for the shoulders defined by the grooves of 
collar 14 to fail prior to the shoulders defined by pin 
lock grooves 22, i.e. the shoulders of pin lock grooves 65 
22 would fail in shear at approximately 110% of the 
tensile load at which the shoulders of collar 14 would 
fail. By proportioning the grooves as noted, the en 
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12 
gaged length of pin and collar can be minimized for a 
given tensile load. Of course, by providing sufficient 
collar length, the above shear strength relationship can 
be maintained while providing for a tensile failure dia 
metrically across the pin lock groove portion 19. 
As noted it is desirable that the high strength fastener 

of the present invention provide a high final clamp load 
to the fastened joint. To achieve this result high installa 
tion loads including final pin break load at breakneck 
groove 42 are required from the installation tool. These 
loads, however, are generally absorbed by the tool and 
are thus not fully transmitted to the operator handling 
the installation tool. Thus the high load occurring at pin 
break at breakneck groove 42 is substantially absorbed 
by the tool by virtue of the fact that the swaged collar 
is tightly located within the swage anvil of the tool. 
Thus it is important that the breakneck groove 42 not 

fail prematurely since this could result in undesirable 
shock loads being transmitted to the operator. 
FIG. 3 is a graphical representation of the typical 

relative loads between the installation tool and the fas 
tener, such as fastener 10, during an installation cycle. 
In the example used the fastener 10 had an outside diam 
eter D of the main sleeve 18 of 0.685 inches and was 
generally constructed of the materials previously noted. 
The installation tool was of a HPT35L model tool man 
ufactured and sold by Huck Manufacturing Company. 
The curve T represents the magnitude of hydraulic 

pressure at the tool in pounds per square inch (Vy axis) 
versus time (Vx axis) in setting the fastener, such as 
fastener 10 for a 16 millimeter fastener as described 
above. In this regard the pressure curve T is also a 
graphical representation of the relationship of the rela 
tive axial force in pounds on the fastener 10 during the 
installation cycle. The curve F represents the resultant 
magnitude of the clamp load in pounds (Vy axis) as 
developed by the fastener through the installation tool 
during the installation cycle. 
The pressure level T1 was the amount required to 

expand the expansion sleeve 16 over the main sleeve 18 
and to initially seat it against the blind side surface 60 
and thus form the blind head 62. During this portion of 
the installation cycle all of the relative axial force is 
applied substantially solely to the fastener, such as fas 
tener 10, and not to the workpieces, such as workpieces 
54, 56, and hence the clamp load F1 on the workpieces 
54, 56 was substantially zero while the pressure T1 was 
around 2,000-3,000 psi. 

After this stage, the relative axial force from the tool 
to the fastener 10 now begins to assert a clamp load on 
the workpieces 54, 56 until initial swaging or snubbing 
of the collar 14 into the lock grooves 22 begins resulting 
in "primary clinch' and a pre-load of F2 i.e. the hold-off 
of the collar 14 has been overcome. At the same time 
the hydraulic pressure to the tool has increased to a 
level T2. For the tool and fastener noted, the pressure 
T2 was around 3500-4500 psi while the pre-load F2 on 
the workpieces 54, 56 was around 6,000-8,000 pounds. 
Now with the high hold-off provided by the collar 14 
overcome, the swaging of the collar 14 can continue 
and the relative axial force applied by the tool to con 
tinue swaging is actually reduced with a resultant pres 
sure of T3 of around 3,250-3,750 psi. During this swag 
ing portion of the cycle the collar 14 will elongate re 
sulting in a substantial increase in the clamp load to a 
magnitude F3 of around 14,500-15,500 lbs. 
Now the remaining task is to sever the pintail at the 

breakneck groove 42. Once again the increase in rela 
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tive axial load is applied mainly to the fastener 10 and is 
substantially not seen by the workpieces 54, 56. The 
relative axial force increases via an increase in tool 
pressure to T4 of around 5,850 to around 7,500 psi until 
the breakneck groove 42 fractures to end the setting 
cycle. The installation tool will now reverse cycle and 
eject the swaged collar 14 from the tool swage anvil at 
a low pressure T5 to complete the installation cycle. 
The workpieces 54, 56 will experience a modest tempo 
rary increase in clamp load to a level F4 of between 
around 18,000 to around 19,000 lbs. and after pin break 
will settle to a final clamp load of F5 of around 
12,500-13,500 lbs. 
As noted, the pressure curve T4 can be considered to 

represent the magnitude of relative axial force applied 
to the fastener 10 over the installation cycle. In order to 
assure complete swage of the collar 14 without prena 
ture pin break at breakneck groove 42, it is desirable 
that the difference Df in magnitude between the magni 
tude of relative axial force Ds to swage the collar 14 and 
relative axial force Db to cause pin break at breakneck 
groove 42 be large in order to avoid premature pin 
break and the undesired shock load to the operator. In 
the example noted the difference Df was around 40 
percent of the pin break load Db with the swage load 
Ds being around 60 percent of the pin break load Db. 
Also in order to avoid a tensile failure in the pull 
grooves 44 at the high relative axial setting loads en 
countered it was found desirable to have the root dian 
eter of the breakneck groove 42 relative to the root 
diameter of the pull grooves to be in the ratio of around 
0.82:1. 
With the fastener 10 installed, the swaged collar 14 

will have a complementary female thread formed in its 
through bore 24. 

Looking now to FIGS. 4 and 5, a box beam/column 
construction 70 is shown and comprises a vertically 
mounted box bean/column 72 utilized to secure hori 
zontally extending I-beams 74 via pairs of flanged at 
tachment brackets 76 adapted to be secured to the box 
beam/column 72 by fasteners of the present invention. 
With prior constructions, joints such as that shown in 

FIGS. 4 and 5 have required relative complex proce 
dures and/or fastening structures such as blind welding, 
nut plates, and the like. With the present invention a 
simpler yet effective attachment structure can be used. 
Thus each of the flanged attachment brackets 76 is 

generally T-shaped and has a base portion 78 and a 
central leg portion 80 extending transversely therefrom. 
The base portion 78 can be provided with a plurality of 
bores 82 adapted to match a similar plurality of bores 84 
in the adjacent wall portion 86 of the box beam/column 
72. The I-beam 74 is located between the central leg 
portions 78 of a cooperating pair of brackets 76 and 
secured thereto by a plurality of fasteners 86 which can 
be threaded fasteners or other type of non-blind fas 
tener. Now the blind fastener 10 of FIG. 1 is applied 
between the base portion 78 of bracket 76 and the wall 
portion 86 to secure the two elements together. 

It should be noted that the box bean/column 72 can 
be of a standard construction having standard dimen 
sions such that the internal distance N between walls 86 
will be around 5.9 inches or around 150 millimeters. At 
the same time the distance G between the center lines of 
the receiving holes 84 will be around 3.15 inches or 80 
millimeters. This will then provide a limit on the blind 
side clearance between fasteners 10 where two or more 
I-beams 74 or other structures are to be attached to the 
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14 
box beam/column 72 at the different side walls 86 via 
brackets 76. FIG. 5 is a sectional view showing four 
I-beams 74 with brackets 76 mounted to each. In the 
preset condition the blind side of the fastener 10 will 
extend the greatest distance into the open section inside 
the box beam/column 72. It is desirable in such applica 
tions that the set fastener have a minimal blind side 
protrusion. This is shown in FIG. 5 with the set fasten 
ers indicated as 10' and the preset fasteners indicated as 
10. Thus in the present invention it is important that the 
blind side clearance required for the preset fastener 10 
and set fastener 10' be limited and/or minimized. This is 
accomplished in part at least by providing the nose 
portion 48 with the angle A of from around 12 to 
around 17. It can be seen from the Comparative Analy 
sis table that a fastener 10 with a nose angle of between 
around 12 to around 17 can be constructed to have the 
same grip range as or greater than one with a 20° angle 
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and have a shorter blindside protrusion BL. Con 
versely, for the same grip range, the expandable sleeve 
16 can be shortened providing an even greater improve 
ment in the reduction of the overall blindside protrusion 
B. 
Thus in FIG. 5 with the blind side protrusion of the 

set fastener 10' being reduced as noted the center line 
distance G can be maximized such that the adjacent 
preset fastener 10 can be inserted proximate to but in 
clearance relationship with the blind side of set fastener 
10'. For a secondary or main sleeve 18 of diameter D of 
around 0.685 inches, the primary or expandable sleeve 
16 can have a length L of from around 0.640 inches to 
around 0.660 inches and the blind side protrusion B 
would be between around 1.38 inches and 1.48 inches 
over the grip range of the fastener. Another advantage 
of the fastener 10 of the present invention in the applica 
tion such as FIG. 5, is its ease of removability. Thus the 
set collar need only be cut-off and the remainder of the 
fastener pushed through and later replaced with a new 
fastener. 

Frequently bridges and roadways, either being newly 
constructed or repaired, require the attachment of 
beams, support brackets and the like in areas which are 
either generally inaccessible from one side or accessible 
only through relatively complex procedures, FIG. 6 
illustrates a typical construction in which accessibility 
to one side of a structure is generally blocked. In the 
description of the embodiment of FIG. 6 components 
similar to like components in the embodiment of FIGS. 
1-2 have been given the same number designation with 
the addition of the letter postscript "a'. 
Thus a concrete (or other type) road surface 81 is 

supported on a structure including a generally horizon 
tal support plate 83. The support plate 83 is in turn 
supported by a generally T shaped vertical structure 91 
defined by vertical plates 85, 87 and L-shaped brackets 
89. The T-shaped structure 91 is secured to the support 
plate 83 by a plurality of fasteners 10a and 10a' con 
structed in the manner of fastener 10. The fastener 10a 
is shown in its pre-set condition while fasteners 10a' are 
shown in the set condition. Thus the fastener 10a in 
cludes a pin 12a having an enlarged pin head 37a and an 
expandable sleeve 16a, a main sleeve 18a, a hold-off 
washer 20a and a swageable collar 14a. Note that the 
blind side of the joint must be provided with cavities 90 
which are formed by a special drilling technique with 
the support plate 83 in place. Here it is desirable that the 
depth M of the cavity 90 be maintained at a minimum. 
Thus the fastener 10a having a minimized blind side 

Petitioner's Ex. 1009-017



5,178,502 
15 

clearance requirement is well suited for such applica 
tions and hence the cavities 90 need be of a depth M 
only slightly greater than the blind side clearance B. 
This can be seen from the preset fastener 10a which can 
be configured to have the minimum blind side clearance 5 
for the maximum grip condition as shown in FIG. 16A. 
While conventional bolts can be used in such applica 
tions it is only by way of complex procedures by which 
openings are formed in the support plate 83 to permit 
access to the concrete or blind side of the support plate 
83. 
FIG.7 depicts another box beam type construction in 

which the fastener of the present invention can be ad 
vantageously utilized. In the description of the embodi 
ment of FIG. 7 components similar to like components 
in the embodiment of FIGS. 1-2 and 4 have been given 
the same number designation with the addition of the 
letter postscript "b'. 
Thus in FIG. 7 a pair of box beans 72b (similar to box 

beams 72 of FIG. 4) are to be secured together end-to- 20 
end by way of generally flat brackets 92. Here rows of 
blind fasteners 10b can be used through aligned open 
ings 94 and 96 in the beams 72b and brackets 92 respec 
tively to secure the beams 72b together in the end-to 
end orientation shown. Other constructions would re 
quire weld nuts, nut plates, welding or other relatively 
complex structures and/or procedures. 
There are numerous applications in which the blind 

side opening may be somewhat irregular and/or over 
sized. In such cases this could result in uneven bearing 
of the blind head formed by the expandable sleeve and 
/or possible partial extrusion of the blind head into the 
opening. In other situations the blind side surface could 
be formed of a material significantly softer than the 
blind head formed by the expandable sleeve and hence 
subject to excessive deformation. The effects of both 
cases can be minimized by the utilization of an interme 
diate sleeve adapted to readily collapse around the blind 
side opening and to accept the high bearing loads of the 
blind head. Such a construction is shown in FIGS. 8, 9 
and 10. In the description of the embodiment of FIGS. 
8-10 components similar to like components in the em 
bodiment of FIGS. 1-2 have been given the same nu 
meral designation with the addition of the letter post 
script "c'. 

Looking now to FIGS. 8-10, a high strength blind 
fastener 10c includes a pin 12c, a tubular collar 14c, an 
expandable sleeve 16c, a main sleeve 18c and a hold-off 
washer 20c. The fastener 10c is located in aligned open 
ings 50c and 52c in workpieces 54c and 56c, respec 
tively. The noted components are substantially identical 
to those of fastener 10 of FIGS. 1-2. It should be noted, 
however, that the expandable sleeve 16c is constructed 
either with no chamfer, such as chamfer 59, or with a 
significantly reduced chamfer. This will result in a 
larger bearing area at the free end 58c and hence a 
higher strength blind head. In addition an intermediate 
sleeve 94 is located between the expandable sleeve 16c 
and the main sleeve 18c. The intermediate sleeve 94 is of 
a generally thin walled construction having a wall 60 
thickness generally around 8% relative to its outside 
diameter. As shown in FIG. 8, the intermediate sleeve 
94 is preformed to be slightly curved radially outwardly 
midway along its length in order to facilitate buckling 
substantially at that center location. This is also pro 
vided to ensure that the intermediate sleeve 94 buckles 
before it is radially expanded over the nose portion 48c 
of the main sleeve 18c. In one form of the invention with 
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the noted components constructed of the materials pre 
viously described an intermediate sleeve 94 constructed 
of alloy steel and having a Rockwell hardness of 80 RB 
was found suitable. 
As shown in FIG. 9, in the first stage of the installa 

tion cycle, buckling of the intermediate sleeve 94 has 
started and it has not yet been radially expanded over 
the nose portion 48c. Note also that some radial expan 
sion of the free end 58c of the expandable sleeve 16c 
may start as a result of its engagement with the interne 
diate sleeve 94. 
FIG. 10 depicts the fastener 10c after completion of 

the installation cycle. Now the intermediate sleeve 94 
has been completely collapsed into a flattened ring 
shape 94 which bears against the blind side surface 60c 
of workpiece 54c in close radial engagement with the 
outer surface of the shank portion 46c of the main sleeve 
18c. The flattened ring 94' thus covers any gap existing 
between the outer surface of the shank portion 46c of 
main sleeve 18c and the blind opening 50c in workpiece 
54c. At the same time the blind head 62c of expandable 
sleeve 16c bears against the relatively high strength 
material of the flattened ring 94 to provide a secure 
bearing surface therefore and also to insulate the blind 
surface 60c from the high bearing loads imposed by the 
blind head 62c. The axial length of the intermediate 
sleeve 94 is selected such that the flattened ring 94' will 
have an outside diameter which is around 140% of the 
outside diameter of the straight shank portion 46c of 
main sleeve 18c, 
One of the factors determining the overall strength 

and hence load capability of the blind fastener of the 
present invention is the strength of the blind head. In 
this regard it is desirable that the wall thickness of the 
expandable sleeve and resultant blind head be maxi 
mized in order to provide the highest magnitude of 
resistance to column loading. The wall thickness, how 
ever, is directly affected by the outside diameter of the 
pin head and the diameter of the adjacent smooth shank 
portion of the pin. In the embodiment of FIG. 1, the 
wall thickness of the expandable sleeve 16 (and hence of 
resultant blind head 62) is limited by the diameter of pin 
head 37 and the diameter of the smooth pin shank por 
tion 38. In the manufacturing process for the pin 12, 
however, the lock groove section 19 is formed by roll 
ing from a pin blank with a shank of uniform diameter 
resulting in a crest diameter of the lock grooves 36 
slightly larger than the diameter of the smooth pin 
shank portion 38. Thus for assembly purposes the inside 
diameter of the expandable sleeve 16 must be larger 
than the diameter of the smooth pin shank portion 38 in 
order to clear the larger crest diameter of the lock 
groove section 19. This results in a wall thickness of the 
expandable sleeve 16 which is less than maximum for 
the geometry of the fastener 10. This has been addressed 
in the embodiment of FIGS. 11-13. 

In that embodiment components similar to like com 
ponents in the fastener of FIGS. 1-2 have been given 
the same numeral designation with the addition of the 
letter postscript "d". 
Thus looking now to FIG. 11 the pin 12d is shown in 

its unfinished form and includes a stepped pin blank 
including a first shank portion 96 connected to a second 
shank portion 98 of reduced diameter. The first shank 
portion 96 is of the final diameter of the smooth shank 
portion 38d (see FIG. 12). Prior to the rolling of the 
lock groove section 19d, the expandable sleeve 16d is 
assembled onto the first shank portion 96. As with 
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sleeve 16 of FIGS. 1-2, sleeve 6d has an outside diame 
ter D substantially equal to the outside diameter of pin 
head 17d. The sleeve 16d, however, now has an inside 
diameter substantially the same as the diameter of what 
will be the smooth shank portion 38d. Thus the wall 
thickness of the sleeve 1.6d has been maximized and is 
greater than the wall thickness of sleeve 16 of FIGS. 
1-2. Next the lock groove section 19d and pull groove 
section 40d are rolled and the breakneck groove 42d 
formed. Now the main sleeve 18d, hold-off washer 20d 
and collar 14d can be assembled onto the pin 12d; with 
the assembly completed, the fastener 10d can be utilized 
to secure workpieces 54d, 56d. The crest diameter of 
the lock groove section 19d is around 1.04% of the diam 
eter of the smooth shank portion 38d. The increase in 
wall thickness of expandable sleeve 16d over expand 
able sleeve 16 will result in an increase in column 
strength of around 10-15%. 
While the high strength fasteners shown in the prior 

O 

5 

embodiments will have good sealing capabilities for the 20 
reasons discussed such sealing capability can be en 
hanced by the embodiment shown in FIGS. 14 and 15. 
Thus in that embodiment components similar to like 
components of the fastener of FIGS. 1 and 2 have been 
given the same numeral designation with the addition of 
the postscript "e". 
Thus in FIG. 14, the fastener 10e is provided with an 

expandable sleeve 16(e) which has an axially extending, 
continuous annular ridge or protrusion 100 at each end. 
The protrusions 100 are of substantially reduced thick 
ness being around 10% to around 60% of the main wall 
thickness of the expandable sleeve 16e. For a fastener 
10e having an outside diameter of the main sleeve 18e of 
0.685 inches and a wall thickness t of around 0.102 
inches for expandable sleeve 16e, the radial width of the 
protrusions 100 was between around 0.010 inches to 
around 0.060 inches. The axial length of the protrusions 
100 was around 0.010 inches. 

In the installation of the fastener 10e, as shown in 
FIG. 15, the protrusion 100 at the free end 58e of the 
expandable sleeve 16e will embed itself into the softer 
material of the blind side surface 60e of workpiece 54e 
to thereby enhance sealing engagement at that juncture. 
The protrusion 100 at the end opposite free end 58e will 
readily collapse and conform to the engaged inner sur 
face 65e of the pin head 37e and will also enhance the 
sealing effect at that juncture. The provision of protru 
sions at both ends of the expandable sleeve 16e also 
provides a symmetrical construction simplifying orien 
tation onto the pin 12e. 
At the same time the hold-off washer 20e is provided 

with axially extending, continuous annular ridges or 
protrusions 102 on each side. The radial width and axial 
length of the protrusions 102 are generally the same as 
that of protrusions 100. 

In the installation of the fastener 10e, FIG. 15, the 
outer protrusion 102 will embed itself into the confront 
ing engaged surface of the collar 14e and the inner 
protrusion 102 will collapse and conform to the en 
gaged surface of the main sleeve 18e to also enhance the 
sealing engagement at those junctures. The protrusions 
102 are formed at identical locations on opposite sides 
of the hold-off washer 20e to provide a symmetrical 
structure thereby avoiding problems with orientation in 
assembly onto the pin 12e. 

In addition to the above the lock groove section 19e 
while shown to be formed with a helical thread form 
can be formed with a plurality of separate annular lock 
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grooves. This could also enhance the sealing engage 
ment between the swaged collar 14e and lock groove 
section 19e. 
While it will be apparent that the preferred embodi 

ments of the invention disclosed are well calculated to 
fulfill the objects above stated, it will be appreciated 
that the invention is susceptible to modification, varia 
tion and change without departing from the proper 
scope or fair meaning of the invention. 
What is claimed is: 
1. A high strength blind bolt for securing a plurality 

of workpieces at a desired clamp load with the work 
pieces having aligned openings therein and having an 
accessible surface and a blind side surface and adapted 
to be installed by a relative axial force applied by an 
installation tool from the accessible surface side of the 
workpieces, said blind bolt comprising: 

a pin member having an elongated pin shank termi 
nating at one end in an enlarged pin head; 

said pin shank having a lock portion comprising a 
plurality of lock grooves and a pull portion con 
prising a plurality of pull grooves, 

a main sleeve member having an elongated sleeve 
shank terminating at its inner end in a tapered nose 
portion, said sleeve shank adapted to be located in 
the aligned openings in the workpieces, said main 
sleeve member having a first through bore adapted 
to receive said pinshank with said first bore having 
a central axis, 

an expandable sleeve member having a second 
through bore adapted to receive said pin shank and 
being located on said pin shank between said pin 
head and said tapered nose portion, 

a collar located on said pin shank at the accessible 
surface side of the workpieces and adapted to be 
swaged into said lock grooves in response to the 
relative axial force applied by the installation tool 
between said pin and said collar, 

said tapered nose portion defining an angle with said 
central axis of between around 12 and around 17, 

said expandable sleeve moving axially relative to and 
expanding radially over said nose portion in re 
sponse to the relative axial force to form an en 
larged blind head for reacting against the blind side 
surface, 

said expandable sleeve member having a Rockwell 
hardness of between around 28 Rc to around 32 
Rc, 

said main sleeve member having a Rockwell hardness 
of between around 43 Rc to around 47 Ric, and 

said pin member having a Rockwell hardness of be 
tween around 38 Ric to around 42 Rc, whereby a 
high strength blind bolt is formed. 

2. The high strength blind bolt of claim 1 with said 
collar having a Rockwell hardness of between around 
68 Rb to around 78 Rb. 

3. The high strength blind bolt of claim 1 with said 
expandable sleeve member being constructed of an 
aircraft quality steel having a nickel content greater 
than around 0.7% by weight. 

4. The high strength blind bolt of claim 1 with said 
expandable sleeve member being constructed of a 4130 
steel having a nickel content greater than around 0.17% 
by weight. 

5. The high strength blind bolt of claim 1 further 
comprising an enlarged hold-off washer located be 
tween said collar and the outer end of said main sieeve 
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member and adapted to engage the accessible surface of 
the workpieces, 

said hold-off washer having a Rockwell hardness of 
between around 40 Rc to around 45 Rc. 

6. A high strength blind bolt for securing a plurality 
of workpieces at a desired clamp load with the work 
pieces having aligned openings therein and having an 
accessible surface and a blind side surface and adapted 
to be installed by a relative axial force applied by an 
installation tool from the accessible surface side of the 
workpieces, said blind bolt comprising: 

a pin member having an elongated pin shank termi 
nating at one end in an enlarged pin head; 

said pin shank having a lock portion comprising a 
plurality of lock grooves and a pull portion con 
prising a plurality of pull grooves, 

a main sleeve member having an elongated sleeve 
shank terminating at its inner end in a tapered nose 
portion, said sleeve shank adapted to be located in 
the aligned openings in the workpieces, said main 
sleeve member having a first through bore adapted 
to receive said pin shank with said first bore having 
a central axis, 

an expandable sleeve member having a second 
through bore adapted to receive said pin shank and 
being located on said pin shank between said pin 
head and said tapered nose portion, 

a collar located on said pin shank at the accessible 
surface side of the workpieces and adapted to be 
swaged into said lock grooves in response to the 
relative axial force applied by the installation tool. 
between said pin and said collar, 

said tapered nose portion defining an angle with said 
central axis of between around 12 to around 14, 

said expandable sleeve moving axially relative to and 
expanding radially over said nose portion in re 
sponse to the relative axial force to form an en 
larged blind head for reacting against the blind side 
surface, 

said expandable sleeve member having a Rockwell 
hardness of between around 28 Rc to around 32 
Rc, 

said main sleeve member having a Rockwell hardness 
of between around 43 Rc to around 47 Ric, and 

said pin member having a Rockwell hardness of be 
tween around 38 Ric to around 42 Rc, whereby a 
high strength blind bolt is formed. 

7. A high strength blind bolt for securing a plurality 
of workpieces at a desired clamp load with the work 
pieces having aligned openings therein and having an 
accessible surface and a blind side surface and adapted 
to be installed by a relative axial force applied by an 
installation tool from the accessible surface side of the 
workpieces, said blind bolt comprising: 
a pin member having an elongated pin shank termi 

nating at one end in an enlarged pin head; 
said pin shank having a lock portion comprising a 

plurality of lock grooves and a pull portion com 
prising a plurality of pull grooves, 

a main sleeve member having an elongated sleeve 
shank terminating at its inner end in a tapered nose 
portion, said sleeve shank adapted to be located in 
the aligned openings in the workpieces, said main 
sleeve member having a first through bore adapted 
to receive said pin shank with said first bore having 
a central axis, 

an expandable sleeve member having a second 
through bore adapted to receive said pin shank and 
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being located on said pin shank between said pin 
head and said tapered nose portion, 

a collar located on said pin shank at the accessible 
surface side of the workpieces and adapted to be 
swaged into said lock grooves in response to the 
relative axial force applied by the installation tool 
between said pin and said collar, 

an enlarged hold-off washer located between said 
collar and the outer end of said main sleeve men 
ber and adapted to engage the accessible surface of 
the workpieces, 

said tapered nose portion defining an angle with said 
central axis of between around 12 and around 14, 

said expandable sleeve moving axially relative to and 
expanding radially over said nose portion in re 
sponse to the relative axial force to form an en 
larged blind head for reacting against the blind side 
surface, 

said expandable sleeve member having a Rockwell 
hardness of between around 28 Rc to around 32 
Ric, 

said main sleeve member having a Rockwell hardness 
of between around 43 Rc to around 47 Ric, and 

said pin member having a Rockwell hardness of be 
tween around 38 Ric to around 42 Rc, 

said collar having a Rockwell hardness of between 
around 68 Rb to around 78 Rb, 

said expandable sleeve member being constructed of 
a steel having a nickel content greater than around 
0.17% by weight, 

said hold-off washer having a Rockwell hardness of 
between around 40 Rc to around 45 Rc, whereby a 
high strength blind bolt is formed. 

8. A high strength blind bolt for securing a plurality 
of workpieces at a desired clamp load with the work 
pieces having aligned openings therein and having an 
accessible surface and a blind side surface and adapted 
to be installed by a relative axial force applied by an 
installation tool from the accessible surface side of the 
workpieces, said blind bolt comprising: 

a pin member having an elongated pin shank termi 
nating at one end in an enlarged pin head; 

said pin shank having a lock portion comprising a 
plurality of lock grooves and a pull portion com 
prising a plurality of pull grooves, 

a main sleeve member having an elongated sleeve 
shank terminating at its inner end in a tapered nose 
portion, said sleeve shank adapted to be located in 
the aligned openings in the workpieces, said main 
sleeve member having a first through bore adapted 
to receive said pin shank with said first bore having 
a central axis, 

an expandable sleeve member having a second 
through bore adapted to receive said pin shank and 
being located on said pin shank between said pin 
head and said tapered nose portion, 

a collar located on said pin shank at the accessible 
surface side of the workpieces and adapted to be 
swaged into said lock grooves in response to the 
relative axial force applied by the installation tool 
between said pin and said collar, 

an enlarged hold-off washer located between said 
collar and the outer end of said main sleeve mem 
ber and adapted to engage the accessible surface of 
the workpieces, 

said tapered nose portion defining an angle with said 
central axis of between around 12 to around 14, 
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said expandable sleeve moving axially relative to and 
expanding radially over said nose portion in re 
sponse to the relative axial force to form an en 
larged blind head for reacting against the blind side 
surface, 5 

said expandable sleeve member having a Rockwell 
hardness of between around 28 Rc to around 32 
Ric, 

said main sleeve member having a Rockwell hardness 
of between around 43 Rc to around 47 Ric, and 

said pin member having a Rockwell hardness of be 
tween around 38 Ric to around 42 Rc, 

said collar having a Rockwell hardness of between 
around 68 Rb to around 78 Rb, 

said expandable sleeve member being constructed of 15 
a steel having a nickel content greater than around 
0.17% by weight, 

said hold-off washer having a Rockwell hardness of 
between around 40 Rc to around 45 Rc, whereby a 
high strength blind bolt is formed. 

9. A high strength blind bolt for securing a plurality 
of workpieces at a desired clamp load with the work 
pieces having aligned openings therein and having an 
accessible surface and a blind side surface and adapted 
to be installed by a relative axial force applied by an 

10 

25 

installation tool from the accessible surface side of the 
workpieces, said blind bolt comprising: 

a pin member having an elongated pin shank termi 
nating at one end in an enlarged pin head; 

said pin shank having a lock portion comprising a 
plurality of lock grooves and a pull portion com 
prising a plurality of pull grooves, 

a main sleeve member having an elongated sleeve 
shank terminating at its inner end in a tapered nose 
portion, said sleeve shank adapted to be located in 
the aligned openings in the workpieces, said main 
sleeve member having a first through bore adapted 
to receive said pin shank with said first bore having 
a central axis, 

an expandable sleeve member having a second 
through bore adapted to receive said pin shank and 
being located on said pin shank between said pin 
head and said tapered nose portion, 

a collar located on said pin shank at the accessible 
surface side of the workpieces and adapted to be 
swaged into said lock grooves in response to the 
relative axial force applied by the installation tool 
between said pin and said collar, 

said tapered nose portion defining an angle with said 
central axis of between around 12 and around 17, 

said expandable sleeve moving axially relative to and 
expanding radially over said nose portion in re 
sponse to the relative axial force to form an en 
larged blind head for reacting against the blind side 
surface, 

an enlarged hold-off washer located between said 
collar and the outer end of said main sleeve mem 
ber and adapted to engage the accessible surface of 
the workpieces, 

said pin shank having a generally smooth portion 
extending generally from said pin head to said lock 
grooves, 

said nose portion having a preselected minimum wall 
thickness adapted to sealingly deform onto said 65 
smooth portion of said pin shank in response to 
axial movement and radial expansion of said ex 
pandable sleeve member over said nose portion, 
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said hold-off washer sealingly engaging the adjacent 

ends of said collar and said main sleeve member to 
seal said shank of said pin member. 

10. The high strength blind bolt of claim 9 with annu 
lar protrusion means operative between said hold-off 
washer and said collar and said main sleeve to provide 
the sealing engagement therebetween. 

11. The high strength blind bolt of claim 9 with said 
expandable sleeve sealingly engaging the confronting 
surface of said pin head. 

12. The high strength blind bolt of claim 9 with annu 
lar protrusion means operative between said hold-off 
washer and said collar and said main sleeve to provide 
the sealing engagement therebetween, 

said expandable sleeve sealingly engaging the con 
fronting surface of said pin head, and 

second annular protrusion means operative between 
said expandable sleeve and said confronting surface 
of said pin head to provide the sealing engagement 
therebetween. 

13. The high strength blind bolt of claim 12 with third 
annular protrusion means on said expandable sleeve 
opposite from said pin head and adapted to sealingly 
engage the blind side surface. 

14. A high strength blind bolt for securing a plurality 
of workpieces at a desired clamp load with the work 
pieces having aligned openings therein and having an 
accessible surface and a blind side surface and adapted 
to be installed by a relative axial force applied by an 
installation tool from the accessible surface side of the 
workpieces, said blind bolt comprising: 

a pin member having an elongated pin shank termi 
nating at one end in an enlarged pin head; 

said pin shank having a lock portion comprising a 
plurality of lock grooves and a pull portion com 
prising a plurality of pull grooves, 

a main sleeve member having an elongated sleeve 
shank terminating at its inner end in a tapered nose 
portion, said sleeve shank adapted to be located in 
the aligned openings in the workpieces, said main 
sleeve member having a first through bore adapted 
to receive said pin shank with said first bore having 
a central axis, 

an expandable sleeve member having a second 
through bore adapted to receive said pin shank and 
being located on said pin shank between said pin 
head and said tapered nose portion, 

a collar located on said pin shank at the accessible 
surface side of the workpieces and adapted to be 
swaged into said lock grooves in response to the 
relative axial force applied by the installation tool 
between said pin and said collar, 

said tapered nose portion defining an angle with said 
central axis of between around 12 to around 14, 

said expandable sleeve moving axially relative to and 
expanding radially over said nose portion in re 
sponse to the relative axial force to form an en 
larged blind head for reacting against the blind side 
surface, 

an enlarged hold-off washer located between said 
collar and the outer end of said main sleeve mem 
ber and adapted to engage the accessible surface of 
the workpieces, 

said pin shank having a generally smooth portion 
extending generally from said pin head to said lock 
grooves, 

said nose portion having a preselected minimum wall 
thickness adapted to sealingly deform onto said 
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smooth portion of said pin shank in response to 
axial movement and radial expansion of said ex 
pandable sleeve member over said nose portion, 

said hold-off washer sealingly engaging the adjacent 
ends of said collar and said main sleeve member to 5 
seal said shank of said pin member. 

15. A high strength blind bolt for securing a plurality 
of workpieces at a desired clamp load with the work 
pieces having aligned openings therein and having an 
accessible surface and a blind side surface and adapted 10 
to be installed by a relative axial force applied by an 
installation tool from the accessible surface side of the 
workpieces, said blind bolt comprising: 

a pin member having an elongated pin shank termi 
nating at one end in an enlarged pin head; 

said pin shank having a lock portion comprising a 
plurality of lock grooves and a pull portion com 
prising a plurality of pull grooves, 

a main sleeve member having an elongated sleeve 
shank terminating at its inner end in a tapered nose 20 
portion, said sleeve shank adapted to be located in 
the aligned openings in the workpieces, said main 
sleeve member having a first through bore adapted 
to receive said pin shank with said first bore having 
a central axis, 

an expandable sleeve member having a second 
through bore adapted to receive said pin shank and 
being located on said pin shank between said pin 
head and said tapered nose portion, 

a collar located on said pin shank at the accessible 30 
surface side of the workpieces and adapted to be 
swaged into said lock grooves in response to the 
relative axial force applied by the installation tool 
between said pin and said collar, 

said tapered nose portion defining an angle with said 35 
central axis of between around 12 and around 17, 

said expandable sleeve moving axially relative to and 
expanding radially over said nose portion in re 
sponse to the relative axial force to form an en 
larged blind head for reacting against the blind side 40 
surface, 

said pin shank having a generally smooth portion 
extending generally from said pin head to said lock 
grooves, 

said pin head connected to said smooth shank by a 45 
streamlined fillet generally defined by a first radius 
which is generally tangent to said smooth shank 
and a second radius which is generally tangent to 
the inner surface of said pin head, 

said first radius being around twice the magnitude of 50 
said second radius. 

16. A high strength blind bolt for securing a plurality 
of workpieces at a desired clamp load with the work 
pieces having aligned openings therein and having an 
accessible surface and a blind side surface and adapted 
to be installed by a relative axial force applied by an 
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installation tool from the accessible surface side of the 
workpieces, said blind bolt comprising: 
a pin member having an elongated pin shank termi 

nating at one end in an enlarged pin head; 
said pin shank having a lock portion comprising a 

plurality of lock grooves and a pull portion con 
prising a plurality of pull grooves, 

a main sleeve member having an elongated sleeve 
shank terminating at its inner end in a tapered nose 
portion, said sleeve shank adapted to be located in 
the aligned openings in the workpieces, said main 
sleeve member having a first through bore adapted 
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to receive said pin shank with said first bore having 
a central axis, 

an expandable sleeve member having a second 
through bore adapted to receive said pin shank and 
being located on said pin shank between said pin 
head and said tapered nose portion, 

a collar located on said pin shank at the accessible 
surface side of the workpieces and adapted to be 
swaged into said lock grooves in response to the 
relative axial force applied by the installation tool 
between said pin and said collar, 

said tapered nose portion defining an angle with said 
central axis of between around 12 to around 14, 

said expandable sleeve moving axially relative to and 
expanding radially over said nose portion in re 
sponse to the relative axial force to form an en 
larged blind head for reacting against the blind side 
surface, 

said pin shank having a generally smooth portion 
extending generally from said pin head to said lock 
grooves, 

said pin head connected to said smooth shank by a 
streamlined fillet generally defined by a first radius 
which is generally tangent to said smooth surface 
and a second radius which is generally tangent to 
the inner surface of said pin head, 

said first radius being around twice the magnitude of 
said second radius. 

17. A high strength blind bolt for securing a plurality 
of workpieces at a desired clamp load with the work 
pieces having aligned openings therein and having an 
accessible surface and a blind side surface and adapted 
to be installed by a relative axial force applied by an 
installation tool from the accessible surface side of the 
workpieces, said blind bolt comprising: 
a pin member having an elongated pin shank termi 

nating at one end in an enlarged pin head; 
said pin shank having a securing portion comprising a 

plurality of securing grooves, said pinshank having 
a gripping portion adapted to be engaged by the 
installation tool, 

a main sleeve member having an elongated sleeve 
shank terminating at its inner end in a tapered nose 
portion, said sleeve shank adapted to be located in 
the aligned openings in the workpieces, said main 
sleeve member having a first through bore adapted 
to receive said pin shank with said first bore having 
a central axis, 

an expandable sleeve member having a second 
through bore adapted to receive said pin shank and 
being located on said pin shank between said pin 
head and said tapered nose portion, 

an engaging member located on said pin shank at the 
accessible surface side of the workpieces and 
adapted to be moved into engagement with said 
securing grooves, said engaging member adapted 
to be engaged by the installation tool whereby a 
relative axial force can be applied by the installa 
tion tool between said pin and said engaging mem 
ber to clamp the workpieces together at a relative 
axial force of a first magnitude, 

said tapered nose portion defining an angle with said 
central axis of between around 12 and around 17, 

said expandable sleeve moving axially relative to and 
expanding radially over said nose portion in re 
sponse to a second magnitude of relative axial force 
to form an enlarged blind head for reacting against 
the blind side surface, 
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said second magnitude of relative axial force being 
less than said first magnitude of relative axial force, 

said expandable sleeve member having a Rockwell 
hardness of between around 28 Rc to around 32 
Rc, 

said main sleeve member having a Rockwell hardness 
of between around 43 Rc to around 47 Rc, and 

said pin member having a Rockwell hardness of be 
tween around 38 Ric to around 42 Rc, whereby a 
high strength blind bolt is formed. 

18. A high strength blind bolt for securing a plurality 
of workpieces at a desired clamp load with the work 
pieces having aligned openings therein and having an 
accessible surface and a blind side surface and adapted 
to be installed by a relative axial force applied by an 
installation tool from the accessible surface side of the 
workpieces, said blind bolt comprising: 

a pin member having an elongated pin shank termi 
nating at one end in an enlarged pin head; 

said pin shank having a securing portion comprising a 
plurality of securing grooves, said pin shank having 
a gripping portion adapted to be engaged by the 
installation tool, 

a main sleeve member having an elongated sleeve 
shank terminating at its inner end in a tapered nose 
portion, said sleeve shank adapted to be located in 
the aligned openings in the workpieces, said main 
sleeve member having a first through bore adapted 
to receive said pin shank with said first bore having 
a central axis, 

an expandable sleeve member having a second 
through bore adapted to receive said pin shank and 
being located on said pin shank between said pin 
head and said tapered nose portion, 

an engaging member located on said pin shank at the 
accessible surface side of the workpieces and 
adapted to be moved into engagement with said 
securing grooves, said engaging member adapted 
to be engaged by the installation tool whereby a 
relative axial force can be applied by the installa 
tion tool between said pin and said engaging mem 
ber to clamp the workpieces together at a relative 
axial force of a first magnitude, 

an enlarged hold-off washer located between said 
engaging member and the outer end of said main 
sleeve member and adapted to engage the accessi 
ble surface of the workpieces, 

said tapered nose portion defining an angle with said 
central axis of between around 12 and around 17, 

said expandable sleeve moving axially relative to and 
expanding radially over said nose portion in re 
sponse to a second magnitude of relative axial force 
to form an enlarged blind head for reacting against 
the blind side surface, 

said second magnitude of relative axial force being 
less than said first magnitude of relative axial force, 

said expandable sleeve member having a Rockwell 
hardness of between around 28 Rc to around 32 
Rc, 

said main sleeve member having a Rockwell hardness 
of between around 43 Rc to around 47 Ric, and 

said pin member having a Rockwell hardness of be 
tween around 38 Rc to around 42 Rc, 

said engaging member having a Rockwell hardness of 
between around 68 Rb to around 78 Rb, 

said expandable sleeve member being constructed of 
a steel having a nickel content greater than around 
0.17% by weight, 
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26 
said hold-off washer having a Rockwell hardness of 
between around 40 Rc to around 45 Rc, whereby a 
high strength blind bolt is formed. 

19. A high strength blind bolt for securing a plurality 
of workpieces at a desired clamp load with the work 
pieces having aligned openings therein and having an 
accessible surface and a blind side surface and adapted 
to be installed by a relative axial force applied by an 
installation tool from the accessible surface side of the 
workpieces, said blind bolt comprising: 

a pin member having an elongated pin shank termi 
nating at one end in an enlarged pin head; 

said pin shank having a securing portion comprising a 
plurality of securing grooves, said pin shank having 
a gripping portion adapted to be engaged by the 
installation tool, 

a main sleeve member having an elongated sleeve 
shank terminating at its inner end in a tapered nose 
portion, said sleeve shank adapted to be located in 
the aligned openings in the workpieces, said main 
sleeve member having a first through bore adapted 
to receive said pin shank with said first bore having 
a central axis, 

an expandable sleeve member having a second 
through bore adapted to receive said pin shank and 
being located on said pin shank between said pin 
head and said tapered nose portion, 

an engaging member located on said pin shank at the 
accessible surface side of the workpieces and 
adapted to be moved into engagement with said 
securing grooves, said engaging member adapted 
to be engaged by the installation tool whereby a 
relative axial force can be applied by the installa 
tion tool between said pin and said engaging mem 
ber to clamp the workpieces together at a relative 
axial force of a first magnitude, 

said tapered nose portion defining an angle with said 
central axis of between around 12 and around 17, 

said expandable sleeve moving axially relative to and 
expanding radially over said nose portion in re 
sponse to a second magnitude of relative axial force 
to form an enlarged blind head for reacting against 
the blind side surface, 

said second magnitude of relative axial force being 
less than said first magnitude of relative axial force, 

an enlarged hold-off washer located between said 
engaging member and the outer end of said main 
sleeve member and adapted to engage the accessi 
ble surface of the workpieces, 

said pin shank having a generally smooth portion 
extending generally from said pin head to said 
securing grooves, 

said nose portion having a preselected minimum wall 
thickness adapted to sealingly deform onto said 
smooth portion of said pin shank in response to 
axial movement and radial expansion of said ex 
pandable sleeve member over said nose portion, 

said hold-off washer sealingly engaging the adjacent 
ends of said engaging member and said main sleeve 
member to seal said shank of said pin member. 

20. A high strength blind bolt for securing a plurality 
of workpieces at a desired clamp load with the work 
pieces having aligned openings therein and having an 
accessible surface and a blind side surface and adapted 
to be installed by a relative axial force applied by an 
installation tool from the accessible surface side of the 
workpieces, said blind bolt comprising: 
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a pin member having an elongated pin shank termi 
nating at one end in an enlarged pin head; 

said pin shank having a securing portion comprising a 
plurality of securing grooves, said pin shank having 
a gripping portion adapted to be engaged by the 
installation tool, 

a main sleeve member having an elongated sleeve 
shank terminating at its inner end in a tapered nose 
portion, said sleeve shank adapted to be located in 
the aligned openings in the workpieces, said main 
sleeve member having a first through bore adapted 
to receive said pin shank with said first bore having 
a central axis, 

an expandable sleeve member having a second 
through bore adapted to receive said pin shank and 
being located on said pin shank between said pin 
head and said tapered nose portion, 

an engaging member located on said pin shank at the 
accessible surface side of the workpieces and 
adapted to be moved into engagement with said 
securing grooves, said engaging member adapted 
to be engaged by the installation tool whereby a 
relative axial force can be applied by the installa 
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28 
tion tool between said pin and said engaging mem 
ber to clamp the workpieces together at a relative 
axial force of a first magnitude, 

said tapered nose portion defining an angle with said 
central axis of between around 12 and around 17, 

said expandable sleeve moving axially relative to and 
expanding radially over said nose portion in re 
sponse to a second magnitude of relative axial force 
to form an enlarged blind head for reacting against 
the blind side surface, 

said second magnitude of relative axial force being 
less than said first magnitude of relative axial force, 

said pin shank having a generally smooth portion 
extending generally fron said pin head to said 
securing grooves, 

said pin head connected to said smooth shank by a 
streamlined fillet generally defined by a first radius 
which is generally tangent to said smooth shank 
and a shank radius which is generally tangent to the 
inner surface of said pin head, 

said first radius being around twice the magnitude of 
said second radius. 
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CERTIFICATE OF CORRECTION 

PATENT NO. : 5, 178,502 
DATED January 12, 1993 

INVENTOR(S) : Shahriar M. Sadri 
it is certified that error appears in the above-identified patent and that said Letters Patent is hereby 

Corrected as shown below: 

On the title page. In the prior Art, Patent No. 4,363,697" should read 
--4,364, 697--. 

Column 7 line 40, delete "then" and substitute therefor--the--. 
Column 24 line 24, claim 16, delete 'surface" and substitute --shank--. 
Column 28, line 19, claim 20, delete 'shank" and substitute --second--. 

Signed and Sealed this 
Twenty-second Day of February, 1994 
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