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CLAIMS

1. A voice conversion method, characterized by comprising:

receiving a mode selection operation inputted by a user, the mode selection operation being

used for selecting a voice conversion mode.

selecting a target conversion mode from a plurality of modes according to the mode
selection operation, the plurality of modes comprising a style conversion mode, a dialect

conversion mode, and a voice enhancement mode;
acquiring a first voice to be converted;
extracting feature information of the first voice;

inputting the feature information of the first voice into a target voice conversion network
corresponding to the target conversion mode, and outputting a converted second voice by means

of the target voice conversion network; and

outputting the second voice.

2. The method according to claim 1, wherein the extracting feature information of the first

voice comprises:

inputting the first information into a voice feature extraction model, and extracting a
phoneme posterior probability (PPG) feature of the first voice by means of the voice feature

extraction model, the PPG feature being used for retaining content information of the first voice.

3. The method according to claim 1 or 2, wherein when the target conversion mode is a style
conversion mode, and the target voice conversion network is a style conversion network, the style
conversion network comprises a style separation model and a voice fusion model, and the method

further comprises:

acquiring a third voice for extracting a style feature; and

inputting the third voice into the style separation model, and separating a style feature of

the third voice by means of the style separation model; and
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the inputting the feature information of the first voice into a target voice conversion
network corresponding to the target conversion mode, and outputting a converted second voice by

means of the target voice conversion network comprises:

inputting the style feature and the feature information of the first voice into the voice fusion

model for fusion, and obtaining the second voice.

4. The method according to claim 3, wherein the style feature comprises a first feature, and

the first feature comprises a plurality of sub-features; and

the inputting the third voice into the style separation model, and separating a style feature

of the third voice by means of the style separation model comprises:

inputting the third voice into the style separation model, and extracting a vector of the first

feature of the third voice by means of the style separation model;

inputting the third voice into a sub-feature extraction model, and extracting vectors of the

sub-features by means of the sub-feature extraction model;

receiving a weight of each sub-feature among the plurality of sub-features inputted by the

user; and

determining the style feature of the third voice based on the vector of the first feature, the

vector of each sub-feature, and the weight of each sub-feature.

5. The method according to claim 4, wherein the determining the style feature of the third
voice based on the vector of the first feature, the vector of each sub-feature, and the weight of each

sub-feature comprises:

inputting the vector of the first feature into a multi-head attention structure, inputting a
product of the vector of each sub-feature and the weight corresponding to the sub-feature into the
multi-head attention structure, and outputting the style feature of the third voice by means of the

multi-head attention structure.
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6. The method according to claim 3, wherein the acquiring a third voice for extracting a style

feature comprises:

receiving a template selection operation inputted by the user, the template selection

operation being used for selecting a target template; and

acquiring a voice corresponding to the target template, and using the voice corresponding

to the target template as the third voice.

7. The method according to claim 3, wherein the acquiring a third voice for extracting a style

feature comprises:

receiving the third voice inputted by a second speaker, the first voice being a voice of a

first speaker, and the second speaker being any person different from the first speaker.

8. The method according to claim 1 or 2, wherein when the target conversion mode is the
dialect conversion mode and the target voice conversion network is a dialect conversion network,
the inputting the feature information of the first voice into a target voice conversion network
corresponding to the target conversion mode, and outputting a converted second voice by means

of the target voice conversion network comprises:

inputting the feature information of the first voice into the dialect conversion network, and
outputting the second voice by means of the dialect conversion network, the first voice being a

voice in a first dialect, and the second voice being a voice in a second dialect.

0. The method according to claim 8, wherein the dialect conversion network comprises a
plurality of dialect conversion models, each dialect conversion model is targeted at a different

dialect to be converted, and the method further comprises:

receiving a selection operation inputted by the user; and

inputting the feature information of the first voice into a dialect conversion model
corresponding to the selection operation, and outputting the second voice by means of the dialect

conversion model corresponding to the selection operation.
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10.  The method according to claim 8, wherein the method further comprises:

inputting the first voice into a style separation model, and separating a style feature of the

first voice by means of the style separation model; and

the inputting the feature information of the first voice into the dialect conversion network,

and outputting the second voice by means of the dialect conversion network comprises:

inputting the style feature of the first voice and the feature information of the first voice
into the dialect conversion network, and outputting the second voice by means of the dialect

conversion network, the second voice and the first voice having the same style.

11.  The method according to claim 1 or 2, wherein the first voice is a far-field voice, and when
the target conversion mode is the voice enhancement mode and the target voice conversion
network is a voice enhancement model, the inputting the feature information of the first voice into
a target voice conversion network corresponding to the target conversion mode, and outputting a

converted second voice by means of the target voice conversion network comprises:

inputting the feature information of the first voice into the voice enhancement model
corresponding to the mode, and outputting the second voice by means of the voice enhancement

model, the second voice being a near-field voice.

12.  The method according to claim 11, wherein the method further comprises:

inputting the first voice into a style separation model, and separating a style feature of the

first voice by means of the style separation model; and

the inputting the feature information of the first voice into the voice enhancement model
corresponding to the mode, and outputting the second voice by means of the voice enhancement

model comprises:

inputting the style feature of the first voice and the feature information of the first voice
into the voice enhancement model, and outputting the second voice by means of the voice

enhancement model, the second voice and the first voice having the same style.
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13.  The method according to any one of claims 1 to 12, wherein the acquiring a first voice to
be converted comprises:

receiving the first voice inputted by the first speaker;

or,

selecting the first voice from a locally stored file.

14. A voice conversion apparatus, characterized by comprising:

an input module, configured to receive a mode selection operation inputted by a user, the

mode selection operation being used for selecting a voice conversion mode;

a processing module, configured to select a target conversion mode from a plurality of
modes according to the mode selection operation received by the input module, the plurality of
modes comprising a style conversion mode, a dialect conversion mode, and a voice enhancement

mode;
an acquisition module, configured to acquire a first voice to be converted;

the processing module being further configured to: extract feature information of the first
voice acquired by the acquisition module; and input the feature information of the first voice into
a target voice conversion network corresponding to the target conversion mode, and output a

converted second voice by means of the target voice conversion network; and

an output module, configured to output the second voice.

15. The apparatus according to claim 14, wherein

the processing module is further configured to input the first information into a voice
feature extraction model, and extract a phoneme posterior probability (PPG) feature of the first
voice by means of the voice feature extraction model, the PPG feature being used for retaining

content information of the first voice.
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16.  The apparatus according to claim 14 or 15, wherein when the target conversion mode is a
style conversion mode, and the target voice conversion network is a style conversion network, the

style conversion network comprises a style separation model and a voice fusion model;

the acquisition module is configured to acquire a third voice for extracting a style feature;

the processing module is further configured to input the third voice into the style separation

model, and separate a style feature of the third voice by means of the style separation model; and

the processing module is further configured to input the style feature and the feature

information of the first voice into the voice fusion model for fusion to obtain the second voice.

17.  The apparatus according to claim 16, wherein the style feature comprises a first feature,

and the first feature comprises a plurality of sub-features;

the processing module is further configured to: input the third voice into the style
separation model, and extract a vector of the first feature of the third voice by means of the style
separation model; and input the third voice into a sub-feature extraction model, and extract vectors

of the sub-features by means of the sub-feature extraction model,

the input module is further configured to receive a weight of each sub-feature among the

plurality of sub-features inputted by the user; and

the processing module is further configured to determine the style feature of the third voice
based on the vector of the first feature, the vector of each sub-feature received by the input module,

and the weight of each sub-feature.

18. The apparatus according to claim 16, wherein

the acquisition module is further configured to: receive a template selection operation
inputted by the user, the template selection operation being used for selecting a target template;
and acquire a voice corresponding to the target template, and use the voice corresponding to the

target template as the third voice.

IPR2026-00274
Krisp Technologies EX1013 Page 7



19.  The apparatus according to claim 14 or 15, wherein the target conversion mode is a dialect

conversion mode, and the target voice conversion network is a dialect conversion network; and

the processing module is further configured to input the feature information of the first
voice into the dialect conversion network, and output the second voice by means of the dialect
conversion network, the first voice being a voice in a first dialect, and the second voice being a

voice in a second dialect.

20.  The apparatus according to claim 19, wherein the processing module is further configured
to input the first voice into a style separation model, and separate a style feature of the first voice

by means of the style separation model; and

the processing module is further configured to input the style feature of the first voice and
the feature information of the first voice into the dialect conversion network, and output the second
voice by means of the dialect conversion network, the second voice and the first voice having the

same style.

21.  The apparatus according to claim 14 or 15, wherein the first voice is a far-field voice, and
when the target conversion mode is the voice enhancement mode and the target voice conversion

network is a voice enhancement model,

the processing module is further configured to input the feature information of the first
voice into the voice enhancement model corresponding to the mode, and output the second voice

by means of the voice enhancement model, the second voice being a near-field voice.

22. A terminal device, characterized by comprising a processor, wherein the processor is
coupled to a memory, the memory stores program instructions, and when the program instructions
stored in the memory are executed by the processor, the method according to any one of claims 1

to 13 is implemented.
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23. A computer-readable storage medium, characterized by comprising a program, wherein
when run on a computer, the program causes the computer to perform the method according to any

one of claims 1 to 13.
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VOICE CONVERSION METHOD AND RELATED DEVICE
TECHNICAL FIELD

The present application relates to the technical field of voice processing, and in particular,

to a voice conversion method and a related device.
BACKGROUND ART

Human voice beautification refers to modifying and beautifying sounds to produce a
pleasant auditory effect. Currently, voice recording functions of a lot of audio recording software
or social applications (APP) on the market each have a certain capability of human voice
beautification. For example, denoising the voice, increasing the brightness or volume of the voice,
and the like only modify the voice characteristics of the speaker himself, and human voice

beautification modes are too limited.
SUMMARY OF THE INVENTION

Embodiments of the present application provide a voice conversion method and a related
device to provide a plurality of human voice beautification modes, thereby implementing

diversified human voice beautification.

According to a first aspect, an embodiment of the present application provides a voice
conversion method. The method is applicable to a voice conversion apparatus. For example, the
apparatus may be a terminal, and the method may comprise: receiving, by the terminal, a mode
selection operation inputted by a user, the mode selection operation being used for selecting a
voice conversion mode, and then selecting, by the terminal, a target conversion mode from a
plurality of modes according to the mode selection operation, the plurality of modes comprising a
style conversion mode, a dialect conversion mode, and a voice enhancement mode; the terminal
being capable of selecting a target voice conversion network corresponding to the target
conversion mode, and implementing voice conversion by means of the target voice conversion
network; acquiring, by the terminal device, a first voice to be converted, and further extracting
feature information of the first voice, the feature information being used for retaining content
information of the first voice; and then inputting, by the terminal, the feature information of the

first voice into the target voice conversion network corresponding to the target conversion mode,
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outputting a converted second voice by means of the target voice conversion network, and finally

outputting the second voice.

In this example, a plurality of selectable modes are provided, for example, the style
conversion mode for performing speaking style conversion on the first voice; the dialect
conversion mode for implementing accent addition or accent removal; and the voice enhancement
mode for implementing voice enhancement. The three modes have corresponding voice
conversion networks. According to the user's requirements, a voice conversion network
corresponding to a mode can perform conversion on the first voice, thereby implementing
diversified human voice beautification and meeting the requirements of the user in different

application scenarios.

In an optional implementation, extracting the feature information of the first voice may
specifically comprise: inputting, by the terminal, the first information into a voice feature
extraction model; and extracting a phoneme posteriorgram (PPG) feature of the first voice by
means of the voice feature extraction model, the PPG feature being used for retaining the content
information of the first voice. The PPG feature describes the size of the probability of each
phoneme in a phoneme set corresponding to a voice frame, which is equivalent to performing
phoneme recognition. The PPG feature is used for retaining the content information of the first
voice. In this example, the voice does not need to be converted into text to retain the content
information of the voice. Instead, by directly inputting the voice, and retaining the content

information of the first voice by means of the PPG feature, robustness can be further increased.

In an optional implementation, when the target conversion mode is the style conversion
mode and the target voice conversion network is a style conversion network, the style conversion
network comprises a style separation model and a voice fusion model. The method may further
comprise: acquiring, by the terminal, a third voice for extracting a style feature, inputting the third
voice into the style separation model, and separating the style feature of the third voice by means
of the style separation model; and then, further inputting the style feature and the feature

information of the first voice into the voice fusion model for fusion to obtain the second voice.

In this embodiment, the terminal receives the first voice to be converted and the third voice
for extracting the style feature, then the first voice is inputted into the voice feature extraction

model, and the PPG feature is extracted by means of the voice feature extraction model. The PPG

IPR2026-00274
Krisp Technologies EX1013 Page 11



feature is used for retaining the content information of the first voice, and the voice can be directly
inputted by means of the PPG feature. The terminal inputs the third voice into the style separation
model, separates the style feature of the third voice by means of the style separation model, and
finally, inputs the style feature and the PPG feature into the voice fusion model for fusion to obtain
the second voice in which the content of the first voice and the style of the third voice are fused.
The third voice may be voice of any person, so that the first voice is converted into a voice style
of any person, thereby implementing diversified voice style conversion. In an optional
implementation, the style feature comprises a first feature, the first feature comprises a plurality of
sub-features, and inputting the third voice into the style separation model and separating the style
feature of the third voice by means of the style separation model may specifically comprise:
inputting, by the terminal, the third voice into the style separation model, and extracting a vector
of the first feature in the third voice by means of the style separation model, wherein the first
feature may be, for example, a timbre; then inputting the third voice into sub-feature extraction
models, and extracting vectors of the sub-features by means of the sub-feature extraction models;
receiving a weight of each sub-feature among the plurality of sub-features inputted by the user;
and determining the style feature of the third voice according to the vector of the first feature, the

vector of each sub-feature, and the weight of each sub-feature.

In this embodiment, the similarity between the style of the voice to be converted and the
third voice (that is, the voice corresponding to a target template) is adjusted by means of the weight
corresponding to each sub-feature inputted by the user, and the degree of similarity is determined
by the weight inputted by the user. The degree of similarity between the final outputted voice style
and the third voice is determined by the weight, and the user can flexibly adjust the style of the
voice to be converted by adjusting the inputted weight. The style of the converted voice may be
completely the same as the style of the third voice, or may be changed on the basis of the style of

the third voice, thereby implementing diversified styles of the voice to be converted.

In an optional implementation, determining the style feature of the third voice according
to the vector of the first feature, the vector of each sub-feature, and the weight of each sub-feature
may comprise: inputting, by the terminal, the vector of the first feature into a multi-head attention
structure; inputting a product of the vector of each sub-feature and the weight corresponding
thereto into the multi-head attention structure; and outputting the style feature of the third voice

by means of the multi-head attention structure.
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In this embodiment, the multi-head attention structure enables the model to extract feature
expressions from different subspaces, each head corresponding to one sub-feature space in a high-
dimensional space, which is equivalent to decomposing the high-dimensional space, and each head
being responsible for one sub-feature space. The multi-head attention mechanism is equivalent to
a plurality of attention mechanisms having the same structure, so that the result outputted by the

multi-head attention mechanism includes a part of the timbre of the third voice.

In an optional implementation, acquiring the third voice for extracting the style feature may

comprise:

receiving, by the terminal, a template selection operation inputted by the user, the template
selection operation being used for selecting a target template, wherein the target template may be,
for example, a style of a male announcer, a voice style of a certain “female announcer”, or the like;
acquiring, by the terminal, voice corresponding to the target template, using the voice
corresponding to the target template as the third voice, and fusing the style feature of the third

voice into the first voice, so that diversified voice styles can be implemented.

In an optional implementation, acquiring the third voice for extracting the style feature may
specifically comprise: further being capable of receiving, by the terminal, the third voice inputted
by a second speaker, the first voice being voice of a first speaker, and the second speaker being

any person different from the first speaker, so that diversified voice styles can be implemented.

In an optional implementation, when the target conversion mode is the dialect conversion
mode and the target voice conversion network is a dialect conversion network, inputting the feature
information of the first voice into the target voice conversion network corresponding to the target
conversion mode, and outputting the converted second voice by means of the target voice
conversion network may further specifically comprise: inputting, by the terminal, the feature
information of the first voice into the dialect conversion network, and outputting the second voice
by means of the dialect conversion network, the first voice being voice in a first dialect, and the
second voice being voice in a second dialect, thereby implementing dialect conversion, enhancing
the convenience of communication between users in different regions, and implementing

diversified voice conversion.

In an optional implementation, the dialect conversion network comprises a plurality of

dialect conversion models, each dialect conversion model being targeted at a different dialect to
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be converted, and the method further comprises: the terminal being capable of receiving a selection
operation inputted by the user; and inputting the feature information of the first voice into a dialect
conversion model corresponding to the selection operation, and outputting the second voice by
means of the dialect conversion model corresponding to the selection operation. In this
embodiment, the terminal may select a corresponding dialect conversion model according to a

specific operation inputted by the user.

In an optional implementation, the method further comprises: inputting, by the terminal,
the first voice into the style separation model, and separating a style feature of the first voice by
means of the style separation model; and then inputting, by the terminal, the style feature of the
first voice and the feature information of the first voice into the dialect conversion network, and
outputting the second voice by means of the dialect conversion network, the second voice and the

first voice having the same style.

In this embodiment, the content of the second voice is the same as that of the input voice

(the first voice), and the speaking style of the input voice (the first voice) is retained.

In an optional implementation, the first voice is far-field voice. When the target conversion
mode is the voice enhancement mode and the target voice conversion network is a voice
enhancement model, inputting the feature information of the first voice into the target voice
conversion network corresponding to the target conversion mode, and outputting the converted
second voice by means of the target voice conversion network may comprise: inputting, by the
terminal, the feature information of the first voice into the voice enhancement model
corresponding to the mode, and outputting the second voice by means of the voice enhancement
model, the second voice being near-field voice. In this example, the far-field voice is converted
into the near-field voice to implement voice enhancement, so as to increase the clarity of the voice,

increase application scenarios, and implement diversified voice conversion.

In an optional implementation, the method further comprises: inputting, by the terminal,
the first voice into the style separation model, and separating the style feature of the first voice by
means of the style separation model; and then inputting the style feature of the first voice and the
feature information of the first voice into the voice enhancement model, and outputting the second

voice by means of the voice enhancement model, the second voice and the first voice having the
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same style. In this example, the converted voice is the same as the input voice (the first voice), and

the speaking style of the input voice (the first voice) is retained.

In an optional implementation, acquiring the first voice to be converted may comprise:
receiving the first voice inputted by the first speaker, or selecting the first voice from a locally

stored file.

According to a second aspect, an embodiment of the present application provides a voice
conversion apparatus, wherein the apparatus has a function performed by the terminal according
to the first aspect described above, the function may be implemented by hardware or by hardware
executing corresponding software, and the hardware or the software comprises one or more

modules corresponding to the function.

According to a third aspect, an embodiment of the present application provides a terminal,
comprising a processor, the processor being coupled to at least one memory, and the processor
being configured to read a computer program stored in the at least one memory, so that the terminal

performs any one of the methods according to the first aspect described above.

According to a fourth aspect, an embodiment of the present application provides a
computer-readable storage medium, the computer-readable storage medium being configured to
store a computer program, and when run on a computer, the computer program causing the

computer to perform the method according to the first aspect described above.

According to a fifth aspect, the present application provides a chip system, the chip system
comprising a processor, configured to support a terminal device in implementing functions related
to the aspects described above. In a possible design, the chip system further comprises a memory,
and the memory is configured to store program instructions and data that are necessary for the
terminal device. The chip system may be formed of a chip, or may comprise a chip and other

discrete devices.
BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 1s a flowchart of steps of an embodiment of a voice conversion method in an

embodiment of the present application;

FIG. 2 is a schematic diagram of a scenario of selecting a mode in an embodiment of the

present application;
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FIG. 3 is a schematic diagram of the correspondence between modes and voice conversion

networks in an embodiment of the present application;

FIG. 4 is a flowchart of steps of another embodiment of a voice conversion method in an

embodiment of the present application;

FIG. 5 is a schematic diagram of an example of performing a style conversion process on

voice in an embodiment of the present application;

FIG. 6A is a schematic diagram of a scenario of an interface of a style conversion mode in

an embodiment of the present application;

FIG. 6B is a schematic diagram of another scenario of an interface of a style conversion

mode in an embodiment of the present application;

FIG. 7 is a schematic diagram of training and updating a style conversion network in an

embodiment of the present application;

FIG. 8 is a flowchart of steps of another embodiment of a voice conversion method in an

embodiment of the present application;

FIG. 9 is a schematic diagram of an example of performing a dialect conversion process

on voice in an embodiment of the present application;

FIG. 10 is a schematic diagram of another example of performing a dialect conversion

process on voice in an embodiment of the present application;

FIG. 11A is a schematic diagram of a scenario of an interface of a dialect conversion mode

and a voice enhancement mode in an embodiment of the present application;

FIG. 11B is a schematic diagram of another scenario of an interface of a dialect conversion

mode and a voice enhancement mode in an embodiment of the present application;

FIG. 12 is a schematic diagram of training and updating a dialect conversion model in an

embodiment of the present application;

FIG. 13 is a schematic structural diagram of an embodiment of a voice conversion

apparatus in an embodiment of the present application;
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FIG. 14 is a schematic structural diagram of an example of a chip in an embodiment of the

present application; and

FIG. 15 is a schematic structural diagram of another embodiment of a voice conversion

apparatus in an embodiment of the present application.
DETAILED DESCRIPTION OF THE EMBODIMENTS

The following describes the technical solutions in the embodiments of the present
application with reference to the accompanying drawings in the embodiments of the present
application. The term “and/or” appearing in the present application may be an association
relationship describing associated objects, indicating that there may be three relationships, for
example, A and/or B may indicate that A exists alone, A and B exist simultaneously, and B exists
alone. In addition, the symbol ““/”” in the present application generally indicates an “or” relationship
between the associated objects. The terms “first”, “second”, and the like in the specification,
claims, and accompanying drawings of the present application are intended to distinguish between
similar objects but do not necessarily indicate a specific order or sequence. It should be understood
that the terms used in this way are interchangeable in appropriate circumstances, so that the
embodiments described herein can be implemented in an order other than the order illustrated or
described herein. Moreover, the terms “comprise”, “have”, and any other variants are intended to
cover non-exclusive inclusion, for example, a process, method, system, product, or device that
includes a list of steps or modules is not necessarily limited to those steps or modules expressly
listed, but may include other steps or modules not expressly listed or inherent to such a process,

method, product, or device.

An embodiment of the present application provides a voice conversion method. The
method is applicable to a terminal. The terminal may be an intelligent terminal having a voice
function, such as a mobile phone, a tablet computer, a notebook computer, or a smartwatch. The
terminal device may also be referred to as a terminal device, user equipment (UE), or the like. The
terminal device may be described by using a mobile phone as an example. The terminal device is
internally configured with a voice processing neural network, and the voice processing neural
network mainly includes a style conversion network, a dialect conversion network, and a voice
enhancement model. The voice processing neural network implements voice conversion

(beautification). The present application provides a plurality of selectable modes, for example, a
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style conversion mode for performing speaking style conversion on a first voice; a dialect
conversion mode for implementing accent addition or accent removal; and a voice enhancement
mode for implementing voice enhancement. The three modes have corresponding voice
conversion networks. According to a target conversion mode selected by a user, the terminal
selects a target voice conversion network corresponding to the target conversion mode to perform
conversion on the acquired first voice to be converted, and outputs a converted second voice,
thereby implementing diversified human voice beautification and meeting the requirements of the

user in different application scenarios.

To better understand the present application, words involved in the present application are

first described.

Sequence to sequence (seq2seq) neural network: seq2seq is a type of encoder-decoder
structure, in which an inputted sequence is compressed into a vector of a specified length by an
encoder, and then the vector is inputted into a decoder to obtain an outputted sequence. The
seq2seq neural network means that both the encoder and the decoder are formed of a neural
network. The encoder is configured to encode the inputted sequence according to a specific rule
to generate the vector. The decoder is configured to convert the generated vector into the outputted

sequence.

Attention structure: A plurality of vectors of a specified length are generated in the encoder,
each vector is obtained by weighting an input feature, and the values of weights are related to the
output of the decoder. The purpose is for the output of the decoder to focus more on different key

parts of an input instead of the entire input.

Neural network vocoder: The neural network vocoder in essence is a neural network,
configured to convert an output feature of a voice processing neural network into highly natural

voice.

Style feature: The style feature includes, but is not limited to, a timbre. The timbre refers
to the quality of a sound, and is also referred to as tone quality. The timbre can reflect the quality
characteristic of a sound produced by a speaker. The timbre includes, but is not limited to, prosody,

accent, and voice rate.
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Phoneme: The phoneme is the smallest phonetic unit of an articulation. For example, hao

(good) includes three phonemes in total, and wo (me) includes two phonemes in total.

Phoneme posteriorgram (PPG) feature: The phoneme posteriorgram is a posterior
probability that each voice frame belongs to a group of predefined voice units (phonemes or
triphones/auxiliary phonemes), and these voice units retain linguistic and voice information of

voice.

Mel feature: A voice signal being stored as a waveform diagram feature is represented as
feature transformation in the time domain of the voice signal. However, the frequency distribution
of a voice signal cannot be learned according to only the waveform diagram feature. Through the
analysis of the frequency domain of the voice signal, features of the voice can be extracted. As a
feature representation of a voice signal, the Mel feature can clearly represent the formant

characteristics of the voice.

Referring to FIG. 1, the present application provides an embodiment of a voice conversion
method, and the method is performed by a terminal device. Alternatively, the method may be
performed by a processor in the terminal device, or the method may be performed by a chip in the
terminal device. In this embodiment of the present application, a description is provided using an
example in which the method is performed by a terminal, and the terminal is a mobile phone. The
terminal is internally configured with a voice processing neural network, and the voice processing
neural network mainly includes a style conversion network, a dialect conversion network, and a

voice enhancement model.

Step 101: A terminal receives a mode selection operation inputted by a user, the mode

selection operation being used for selecting a voice conversion mode.

Referring to FIG. 2, the mode selection operation may be a tap operation, and a plurality
of modes include a style conversion mode, a dialect conversion mode, and a voice enhancement
mode. Each mode has a corresponding voice conversion network, and voice is converted by means
of the corresponding voice conversion network. For example, the style conversion mode is used
for converting a voice style. The dialect conversion mode is used for dialect conversion, such as
“Accent addition”, “Accent removal”, or the like. The voice enhancement mode is used for

converting far-field voice into near-field voice.
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Step 102: The terminal selects a target conversion mode from a plurality of modes
according to the mode selection operation, the plurality of modes including a style conversion

mode, a dialect conversion mode, and a voice enhancement mode.

A list of the plurality of modes may be displayed on a display interface of the terminal, and
the user selects the target conversion mode from the plurality of modes by means of a tap operation
according to requirements, where the target conversion mode may be any one of the foregoing

three modes.

The terminal selects a target voice conversion network corresponding to the target

conversion mode.

Referring to FIG. 3, the style conversion mode corresponds to a style conversion network,
the dialect conversion mode corresponds to a dialect conversion network, and the voice
enhancement mode corresponds to a voice enhancement model. The terminal determines the target
voice conversion network corresponding to the target conversion mode according to the
correspondence between the modes and the voice conversion networks. For example, when the
user selects the style conversion mode, the target voice conversion network is the style conversion
network. When the user selects the dialect conversion mode, the target voice conversion network
is the dialect conversion network. When the user selects the voice enhancement mode, the target

voice conversion network is the voice enhancement model.
Step 103: The terminal acquires a first voice to be converted.
In a first implementation, the terminal receives the first voice inputted by a first speaker.

The terminal device receives, by means of a microphone, the first voice inputted by the
first speaker. The terminal device receives a first operation inputted by the user (the user may be
the same person as the first speaker, or may be a different person), and the first operation is an
operation of recording voice. For example, the first operation may be a tap operation. The user
taps a “Start recording” button on the screen of the mobile phone, and after receiving the first
operation, the mobile phone starts to record the voice inputted by the user, the voice being voice

(i.e., the first voice) that the user desires to beautify (or process).

In a second implementation, the terminal selects the first voice from a locally stored file.
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The terminal device may acquire the first voice from the locally stored file. The terminal
device receives a second operation inputted by the user, and the second operation is an operation
of selecting a voice file. For example, the user taps a “Select a file” button on the screen of the
mobile phone, and according to the second operation, the mobile phone may display a list of pieces
of voice to be selected. Then, the terminal device receives a third operation inputted by the user,
the third operation being used for selecting target voice, and the terminal device uses the target

voice as the first voice.
Step 104: The terminal extracts feature information of the first voice.
The feature information may be a Mel frequency cepstrum coefficient (MFCC) feature.

Alternatively, the feature information is a phoneme posteriorgram (PPG) feature. In this
embodiment of the present application, the feature information of the first voice is described by
using a PPG feature as an example. The PPG feature describes the size of the probability of each
phoneme in a phoneme set corresponding to a voice frame, which is equivalent to performing

phoneme recognition. The PPG feature is used for retaining content information of the first voice.

Step 105: The terminal inputs the feature information of the first voice into a target voice
conversion network corresponding to the target conversion mode, and outputs a converted second

voice by means of the target voice conversion network.

In a first mode, the target voice conversion network is the style conversion network.
Exemplarily, the terminal acquires a third voice for extracting a style feature, then inputs the third
voice into a style separation model, and separates the style feature of the third voice by means of
the style separation model; and finally inputs the style feature and the PPG feature of the first voice

into the voice fusion model for fusion to acquire the second voice.

In a second mode, the feature information of the first voice is inputted into the dialect
conversion network, and the second voice is outputted by means of the dialect conversion network,

the first voice being voice in a first dialect, and the second voice being voice in a second dialect.

In a third mode, the PPG feature of the first voice is inputted into the voice enhancement
model corresponding to the mode, and the second voice is outputted by means of the voice

enhancement model, the second voice being near-field voice.
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Human voice beautification includes a plurality of modes, the plurality of modes include a
style conversion mode, a dialect conversion mode, and a voice enhancement mode, and the first
voice may be beautified according to the mode selected by the user. For example, the style of the
first voice is beautified, dialect conversion is performed on the first voice, or voice enhancement

is performed on the first voice, and so on, implementing diversified human voice beautification.
Step 106: The terminal outputs the second voice.
The terminal outputs the converted second voice by means of a loudspeaker.

In the embodiments of the present application, there are provided a plurality of selectable
modes, for example, the style conversion mode for performing speaking style conversion on the
first voice, the dialect conversion mode for implementing accent addition or accent removal, and
the voice enhancement mode for implementing voice enhancement. The three modes have
corresponding voice conversion networks, and the voice conversion networks corresponding to
the modes can convert the first voice according to the user's requirements, thereby implementing
diversified human voice beautification and meeting the requirements of the user in different

application scenarios.

Referring to FIG. 4, an embodiment of the present application provides another
embodiment of voice conversion, and in this embodiment, a style conversion mode is described,
that is, performing style conversion on a first voice is described as an example. A mode is a style

conversion mode, and a target voice conversion network is a style conversion network.

Step 401: A terminal acquires a first voice to be converted and a third voice for extracting

a style feature.

For a method for acquiring the first voice by the terminal in this step, refer to the description

of step 103 in the embodiment corresponding to FIG. 1. Details are not described here again.
The terminal acquires the third voice in the following manner:

In a first implementation, the terminal receives a template selection operation inputted by
a user, and the terminal selects, according to the template selection operation, voice corresponding
to a target template, and then uses the voice corresponding to the target template as the third voice.
For example, the target template includes, but is not limited to, “Male announcer”, “Female

announcer”, “Actor's voice”, etc.
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Optionally, the target template may also be a category. Further, the terminal device receives
a sub-template selection operation, and the terminal device selects, according to the sub-template
selection operation, target voice corresponding to a sub-template. For example, a list of sub-
templates under the category of “Male announcer” includes “Announcer A”, “Announcer B”,
“Announcer C”, etc. A list of sub-templates under the category of “Female announcer” includes
“Announcer D”, “Announcer C”, etc. A list of sub-templates under the category of “Actor's voice”
includes “Actor D”, “Actor F”, etc. For example, the user selects “Announcer A”, and according
to the sub-template selection operation inputted by the user, the terminal device selects voice
corresponding to “Announcer A as the third voice. It should be noted that the examples of the
target template and the sub-template in this embodiment are all examples for description, and are

not intended to be limiting.

In a second implementation, the terminal may receive the third voice inputted by a second
speaker. Exemplarily, the terminal device receives the template selection operation inputted by the
user, the target template selected by the template selection operation is “Voice of any person”, and
the terminal may use voice corresponding to “Voice of any person” as the third voice. For example,
the user taps a “Voice of any person” option, and the terminal starts to record the third voice, the

second speaker being any person different from the first speaker.

Optionally, the third voice may be recorded voice that is locally pre-stored. For example,
the third voice may be the voice of a favorite character in a movie (a cartoon character's voice, or
a certain actor's voice). Optionally, the third voice may also be voice that is downloaded from the

Internet in advance and then stored in the terminal device.

Step 402: The terminal inputs the first voice into a voice feature extraction model, and
extracts a PPG feature of the first voice by means of the voice feature extraction model, the PPG

feature being used for retaining content information of the first voice.

Referring to FIG. 5, the terminal inputs the first voice into the voice feature extraction
model, and extracts the PPG feature of the first voice by means of the voice feature extraction
model. Exemplarily, the voice feature extraction model may be a deep neural network. The voice
feature extraction model includes a plurality of convolutional layers, two LSTM layers, and one
fully connected layer. The voice feature extraction model outputs the PPG feature of the first voice.

The PPG feature describes the size of the probability of each phoneme in a phoneme set
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corresponding to a voice frame, which is equivalent to performing phoneme recognition. The PPG
feature 1s used for retaining the content information of the first voice. The voice feature extraction

model is obtained by training in advance on a large number of linguistic materials.

In this embodiment, compared with automatic speech recognition (ASR) technology,
robustness can be further improved by using the PPG feature, as ASR technology needs to first
convert voice into text, thereby increasing the probability of error in voice content recognition. In
this embodiment, the PPG feature is inputted as the content information of the first voice, that is,
voice can be directly inputted without being converted into text content, thereby improving the

robustness of a system.

Step 403: The terminal inputs the third voice into a style separation model, and separates

the style feature of the third voice by means of the style separation model.

The style feature includes a first feature, and the first feature includes a plurality of sub-
features. For example, the first feature is a timbre feature, and the plurality of sub-features include

prosody, accent, voice rate, etc.

The style separation model is used to separate the style feature of the third voice. The style
separation model includes a timbre separation model. The timbre separation model is used to
separate the timbre feature of the third voice, thereby obtaining a vector of the first feature (i.e. a

timbre feature vector).

Optionally, the style conversion network further includes a plurality of sub-feature
extraction models and a multi-head attention structure. The terminal inputs the third voice into
each sub-feature extraction model, and extracts a vector of a sub-feature by means of the sub-
feature extraction model. For example, the plurality of sub-feature extraction models include a
prosody extraction model, a accent extraction model, and a voice rate extraction model. For
example, the prosody extraction model is used to extract a prosody feature in the third voice to
obtain a prosody vector. The accent extraction model is used to extract a accent feature in the third
voice to obtain a accent vector. The voice rate extraction model is used to extract a voice rate

feature in the third voice to obtain a voice rate vector.

First, the terminal receives a weight of each of the plurality of sub-features inputted by the

user. In an example, adjustment bars for prosody, voice rate, and accent are displayed on a screen
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of a mobile phone, and the user may input a weight corresponding to each sub-feature by adjusting
the adjustment bar of each sub-feature. The weight corresponding to each sub-feature may be
flexibly adjusted according to the user's own needs. For example, setting “Prosody” to 10%
indicates that final outputted voice has a similarity of 10% to the prosody of the target template,

that is, a parameter having a value of 0.1 is transferred to a built-in sub-feature extraction model.

In another example, several levels are pre-configured. For example, there may be three
levels, and the weight of each sub-feature at each level is pre-configured according to an empirical
value. For example, at a first level, the weight of prosody is 0.1, the weight of voice rate is 0.2,
and the weight of accent is 0.1. At a second level, the weight of prosody is 0.2, the weight of voice
rate is 0.2, and the weight of accent is 0.1, and so on and so forth. The terminal determines the
weight corresponding to each sub-feature by receiving a level inputted by the user. In this example,
the user does not need to adjust the weight of each sub-feature separately, and the user only needs

to select the level, which is convenient for the user to operate.

Then, the terminal determines the style feature of the third voice according to the vector of

the first feature, the vector of each sub-feature, and the weight of each sub-feature.

The terminal multiplies the weight corresponding to each sub-feature inputted by the user
by the vector of each sub-feature. The result of the multiplication and the vector of the first feature
(such as the timbre vector) are simultaneously inputted into the multi-head attention structure for
attention alignment, so that the multi-head attention structure outputs a style vector, which is the
style feature of the third voice. The multi-head attention structure enables the model to extract
feature expressions from different subspaces, each head corresponding to one sub-feature space in
a high-dimensional space, which is equivalent to decomposing the high-dimensional space, and
each head being responsible for one sub-feature space. The multi-head attention mechanism is
equivalent to a plurality of attention mechanisms having the same structure, so that the result
outputted by the multi-head attention mechanism includes a part of the timbre of the third voice.
For example, the structure outputted by the multi-head attention mechanism may be a 256-

dimension style embedding vector (style feature).

In this embodiment, the similarity between the style of the voice to be converted and the
third voice is adjusted by means of the weight corresponding to each sub-feature inputted by the

user, and the degree of similarity is determined by the weight inputted by the user. The user may
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select whether to input the weight, and if the user selects to input the weight, the degree of
similarity between the styles of the final outputted voice and the third voice is determined by the
inputted weight. If the user selects not to input the weight, the style of the final outputted voice
will be exactly the same as the style (or timbre, in which timbre is used as an example of the style)
of the third voice. The user can flexibly adjust the style of the voice to be converted by adjusting
the inputted weight. The style of the converted voice may be completely the same as the style of
the third voice, or may be changed on the basis of the style of the third voice, thereby implementing
diversified styles of the voice to be converted. For example, the style of the converted voice may
be a voice style of a certain “Male announcer”, or a voice style of a certain “Female announcer”,
or a voice style of any person, and may be changed on the basis of the voice styles of the “Male
announcer”, the “Female announcer”, or any person, so that diversified voice styles can be

implemented.

Step 404: The terminal inputs the style feature and the PPG feature into a voice fusion

model for fusion to obtain a second voice.

Exemplarily, the voice fusion model is a seq2seq neural network, and an attention
mechanism is introduced into the seq2seq neural network. The seq2seq neural network includes
an encoder, a decoder, and an attention structure. Any combination of neural network models may
be used for the models of the encoder and the decoder, including, for example, any one or a
combination of any two of a convolutional neural network (CNN), a recurrent neural network
(RNN), and a long short-term memory (LSTM). For example, in the present application, the
encoder may include three convolutional layers and one bidirectional LSTM layer. The PPG
feature is first inputted into the encoder, and the encoder encodes the inputted PPG sequence into
a vector of a fixed dimension. Since the length of the input sequence may be long, it is difficult to
express rich information in one vector during decoding, and thus an attention mechanism is
introduced. Then, the vector of the style feature and the PPG vector outputted by the encoder are
tiled in width to obtain an attention input matrix. Then, the attention input matrix is sent to the
attention structure frame by frame, and the attention structure cooperates with the encoder to output
a Mel (which may also be referred to as a Mel frequency spectrum) feature of the second voice.
The Mel frequency spectrum feature is a feature representation form of the second voice. After

encoding is completed, an output vector of an encoding module is weighted differently to obtain

17

IPR2026-00274
Krisp Technologies EX1013 Page 26



several vectors, each vector corresponding to one output, thereby ensuring that an output sequence

is focused on an input sequence instead of depending on all input sequences.
Step 405: The terminal outputs the second voice.

The Mel frequency spectrum feature is an intermediate representation, and although the
Mel frequency spectrum contains information of the output voice, the same cannot be directly
played, and needs to go through the inverse process of converting a voice signal into a Mel
spectrogram. In the present application, a playable audio file may be generated by a vocoder by
means of an acoustic feature of the Mel frequency spectrum. The vocoder may be a neural network
vocoder, and the network is responsible for converting a Mel feature into a highly natural voice
signal. The network is formed of a plurality of convolutional layers and deconvolutional layers,
and the final output is voice that can be played. Content in the voice is the same as that in the first
voice, and the speaking style is the same as that in the third voice. The terminal may directly play
the second voice. Optionally, the user may select whether to retain the second voice. If the user

selects to retain the second voice, the terminal stores the second voice.

In this embodiment, the terminal receives the first voice to be converted and the third voice
for extracting the style feature, then the first voice is inputted into the voice feature extraction
model, and the PPG feature is extracted by means of the voice feature extraction model. The PPG
feature is used for retaining the content information of the first voice, and the voice can be directly
inputted by means of the PPG feature. The terminal inputs the third voice into the style separation
model, separates the style feature of the third voice by means of the style separation model, and
finally, inputs the style feature and the PPG feature into the voice fusion model for fusion to obtain
the second voice in which the content of the first voice and the style of the third voice are fused.
The third voice may be voice of any person, so that the first voice is converted into a voice style

of any person, thereby implementing diversified voice style conversion.

In an application scenario, the voice processing neural network in the present application
is built in an application. For example, the APP may be an instant messaging APP or a human
voice beautification APP, and the human voice beautification APP may be applied to an audio
recording or video recording scenario. For example, the user may beautify voice to be sent by

means of the APP. In the audio recording or video recording scenario, after recording voice or a
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video having voice by using the terminal, the user may beautify the voice by means of an APP

formed in the present invention.

Referring to FIGS. 6A and 6B, a method for performing human voice beautification by a

user by means of the APP may include:

1). After the user taps a “Start recording” button on a screen, the user may record a voice
(a first voice) that the user desires to process. Alternatively, the user may tap “Select a file”, and
then select voice from a local file as the first voice. Moreover, the first voice that has been read

may be displayed by means of an audio waveform.

2). The user selects a target template in an interface, that is, the user selects a third voice.
When the user selects “Simulating Actor F”, “Male announcer”, or “Female announcer”, voice
already stored in the terminal is used by default. When the user selects “Voice of any person”, the
user needs to tap the “Start recording” or “Select a file” button to input the voice of any person

into the APP.

If the user taps the “Start recording” button, the terminal device starts to record voice of
any person, that is, to receive the third voice inputted by a second speaker. If the user taps “Select
a file”, the terminal device selects already stored voice of any person from a local file, and uses

the voice as the third voice.

3). The user selects input style feature weights (also referred to as “sub-feature weights™)
under “Adjust style similarity”. For example, setting “Prosody” to 20% indicates that the final
outputted voice has a similarity of 20% to the prosody of the target template, and the app transfers
a parameter having a value of 0.2 to a built-in neural network model. Similarly, setting “Voice
rate” to 30% indicates that the voice rate of the final outputted voice has a similarity of 30% to the
voice rate of the target template, and setting “Accent” to 40% indicates that the accent of the final
outputted voice has a similarity of 40% to the accent of the target template. It should be noted that
the adjustable style features include, but are not limited to, pitch, intensity, duration, timbre, etc.

The timbre includes, but is not limited to, prosody, voice rate, and accent.

4). After the user taps a “Start beautification” button, the inputs in steps 1, 2, and 3 are
simultaneously inputted into a trained voice processing neural network built in the APP, and

processed a voice (a second voice) is outputted after being processed by the voice processing
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neural network, where content of the voice is the same as content of the first voice, the style of the
voice is similar to the target template, and the degree of similarity is determined by the style feature

weights used for inputs.

5). The user can see a processed voice waveform on the interface of the APP, and there
will also be three buttons, “Play”, “Save file”, and “Re-record”. When the user taps “Play”, the
processed voice (the second voice) is played by means of a loudspeaker of the mobile phone. When
the user taps “Save file”, the terminal saves the processed voice (the second voice) locally. When

the user taps “Re-record”, the terminal starts to perform re-processing, that is, returns to step 4.

The style conversion network and the application scenario are described above. The

training and updating processes of the style conversion network will be described below.

The style conversion network is a neural network including three parts, namely, a voice
feature extraction part (i.e., a voice feature extraction model), a style separation part (i.e., including
a style separation model, a multi-head attention structure, and a plurality of sub-feature extraction

models), and a voice fusion model.

Referring to FIG. 7, in FIG. 7, a black solid line indicates a flow direction of input data,
and a thick dashed line indicates a direction of parameter updating. In the style conversion network,
the style separation model and the voice feature extraction model do not participate in network

updating.

The style separation model is trained in advance using a large amount of voice data of
different speakers. That is, a training dataset of the style separation model includes a large number
of linguistic materials of different speakers (voices of different speakers have different timbre
features), and the style separation model is trained on the training set to obtain the style separation

model. The style separation model does not participate in parameter updating of the entire network.

The voice feature extraction model is trained in advance on a large number of linguistic
materials. For example, an input of sample data included in the training dataset is voice, and a
label is a PPG feature of the sample data. The voice feature extraction model is used to extract the
PPG feature, and the voice feature extraction model does not participate in parameter updating of

the entire network.
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Except for the style separation model and the voice feature extraction model, other models

in the entire network participate in the training and updating of the entire network.

Please refer to the models through which the thick dashed lines pass in FIG. 7. Among the
multi-head attention structure, each sub-feature extraction model, and the seq2seq neural network
(including the encoder, the decoder, and the attention structure), each structure may be a neural
network, and each neural network may include a plurality of convolutional layers, fully connected
layers, LSTM layers, and other structural layers, while the weight parameters of each layer need

to be trained on a large amount of data to be obtained.

The updating of the style conversion network in the present application is different from
the conventional method in that, since the style separation model and the voice feature extraction
model in the present application have been pre-trained and do not participate in the network
updating, the training of the style separation model does not need to be considered. Accordingly,
an input and a label do not need to be two pieces of voice having the same content (two pieces of
voice spoken by two different people), which greatly reduces the amount of sample data. A first
Mel feature is obtained from the label through a short-time Fourier transform (STFT) algorithm.
After the voice is inputted into the style conversion network, the output through this network is a
second Mel feature. A loss value and a gradient are obtained by comparing the first Mel feature
and the second Mel feature. The output of this network is compared with the Mel feature obtained
from the input through the STFT algorithm to obtain the loss value and the gradient thereof. In
FIG. 7, the thick dashed lines indicate flow directions of gradients. Only when a gradient flows
through a corresponding structure will the parameters in the structure be updated. Further, the style
separation model and the voice feature extraction model are obtained by training in advance and
do not need to participate in the parameter update of the network. The loss value is an indicator
for determining when the network stops training. When the loss value decreases to a certain value
and there is no obvious trend of continuing decreasing, it indicates that the network has converged,

and the training can be stopped.

The entire style conversion network does not use a style label (that is, the input and the
label are in the same voice sequence) to obtain the capability of voice beautification. This network

learning method is an unsupervised learning method, and the style conversion network trained by
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the unsupervised learning method can support the user to manually adjust the degree of

beautification for the recorded voice and can combine the speaking styles of different speakers.

Referring to FIG. 8, an embodiment of the present application provides another
embodiment of voice conversion, and the dialect conversion mode and the voice enhancement

mode are described in this embodiment.

The dialect conversion network includes a plurality of dialect conversion models, and the
dialect conversion models are used to perform dialect conversion on the inputted first voice. The
voice enhancement model is used for converting far-field voice into near-field voice to implement

voice enhancement.

The plurality of dialect conversion models include at least two types. A first type is accent
removal, namely, converting a dialect into Mandarin. For example, Sichuanese is converted into
Mandarin. A second type is accent addition, that is, converting Mandarin into a dialect, for
example, converting Mandarin into Sichuanese, or the like. Each dialect conversion model is
targeted at a different dialect to be converted. Dialect conversion can enhance the convenience of
communication between users in different regions, thereby implementing diversified voice
conversion. It should be noted that only two types are exemplified herein for illustration; certainly,
in an optional solution, two dialect conversion models may also be used in conjunction to perform
conversion between two dialects. For example, to convert Sichuanese into Cantonese, it is possible

to first convert Sichuanese into Mandarin, and then convert Mandarin into Cantonese.
Step 801: A terminal receives a mode selection operation inputted by a user.

For example, different processing modes for voice are displayed on a user interface of the
terminal. For example, the processing modes may include a “dialect switching mode” and a “voice
enhancement mode”. The model selection operation may be a tap operation, and when the user

taps the “dialect switching mode”, the user selects a dialect switching processing mode.
Step 802: The terminal receives a selection operation inputted by the user.

Alternatively, when the mode selection operation is used for selecting the dialect switching
mode, the mode selection operation (a first-level operation) may further include a plurality of
selection operations of a next level (second-level operations), for example, a first selection

operation and a second selection operation. The first selection operation is used for selecting
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“Accent removal”, and the second selection operation is used for selecting “Accent addition”. Each
second-level operation may include a plurality of third-level operations. In an application scenario,
when the user selects “Accent dialect switching”, second-level classification options of “Accent
removal” and “Accent addition” will appear. When the user selects “Accent addition”, the user
interface of the terminal displays third-level classification labels of accent options of different
places, for example, “Sichuan accent”, “Guangdong accent”, etc. The terminal receives a third-
level selection operation inputted by the user, such as a first operation, a second operation, and the
like. The first operation is used for selecting to convert Sichuanese into Mandarin, the second
operation is used for selecting to convert Mandarin into Sichuanese, and so on. The terminal may
select a corresponding dialect conversion model according to a specific operation inputted by the

user.

Step 803: The terminal inputs feature information of a first voice into a dialect conversion
model corresponding to the selection operation, and outputs a second voice by means of the dialect

conversion model corresponding to the selection operation.

Referring to FIG. 9, when the mode selection operation is used for selecting the dialect
switching mode, the terminal inputs a PPG feature into a dialect switching model (a seq2seq neural
network) according to the mode selection operation, outputs a Mel feature form of the second voice
by means of the dialect switching model, and then converts the Mel feature into a playable voice
form by means of a neural network vocoder. The first voice is voice in a first dialect, and the

second voice is voice in a second dialect.

Optionally, the terminal inputs a third voice into a style separation model, and separates a
style feature of the first voice by means of a style separation model to obtain a timbre feature vector
of the first voice. Then, the PPG feature of the first voice and the timbre feature vector of the first
voice are inputted into the dialect conversion model corresponding to the selection operation, and
the second voice is outputted by means of the dialect conversion model corresponding to the
selection operation. Content of the second voice is the same as that of the input voice (the first

voice), and the speaking style of the input voice (the first voice) is retained.

It should be noted that, in the embodiments of the present application, the dialect is a

“language of a place”, for example, Sichuanese, Cantonese, etc. Mandarin is also a dialect. In
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Chinese, Mandarin uses the Beijing voice as the standard pronunciation and can be understood as

a dialect based on Northern Chinese. That is, in the present application, Mandarin is also a dialect.

Exemplarily, the first dialect is Sichuanese, and the second dialect is Mandarin.
Alternatively, the first dialect is Mandarin, and the second dialect is Sichuanese, or the second
dialect is a Northeastern dialect, and so on. Specifically, the first dialect and the second dialect are

not limited.

Referring to FIG. 10, the dialect conversion network includes N dialect conversion models,
each dialect conversion model is targeted at a different dialect to be converted, and conversion of
each dialect has a corresponding model. For example, among the plurality of dialect conversion
models, a first dialect conversion model is used to convert Sichuanese into Mandarin, a second
dialect conversion model is used to convert Mandarin into Cantonese, an integrated model of the
first dialect conversion model and the second dialect conversion model may convert Sichuanese
into Cantonese, and so on. In this example, the first dialect and the second dialect are illustrated,

which is not intended to limit the present application.

Optionally, when a mode corresponding to the mode selection operation is the voice
enhancement mode, the terminal inputs the PPG feature of the first voice into the voice
enhancement model corresponding to the mode, and outputs the second voice by means of the
voice enhancement model, where the first voice is far-field voice, and the second voice is near-
field voice. The far-field voice is converted into the near-field voice, thereby implementing voice
enhancement, increasing application scenarios, and implementing diversified voice conversion.
The voice enhancement model is obtained by learning performed based on sample data in a training
dataset, the sample data includes an input and a label, the input is far-field voice, and the label is

near-field voice.

Optionally, the first voice is inputted into the style separation model, and the style feature
of the first voice is separated by the style separation model. Then, the style feature of the first voice
and the feature information of the first voice are inputted into the voice enhancement model, and
the second voice 1s outputted by means of the voice enhancement model, the second voice and the
first voice having the same style. In this example, the converted voice is the same as the input

voice (the first voice), and the speaking style of the input voice (the first voice) is retained.

For example, in an application scenario, refer to FIGS. 11A and 11B.
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a. After the user taps the “Start recording” button, the terminal records voice (the first
voice) that the user desires to process, or the user may tap the “Select a file” button, and the
terminal selects voice from a local file as the first voice. Optionally, the terminal may display a

waveform of an audio that has been read.

b. The user selects a voice processing mode in the interface. The interface displays a first-
level classification label. For example, the first-level classification label includes “Dialect
switching” and “Voice enhancement”. When the user selects “Dialect switching”, the interface
displays second-level classification labels. For example, the second-level classification labels
include “Accent removal” and “Accent addition”. When the user selects “Accent addition”, the
interface displays third-level classification labels of accent options of different places, for example,
“Guangdong accent”, “Sichuan accent”, “Fujian accent”, etc. Alternatively, the user may select a

“Voice enhancement” mode.
c. The terminal selects a corresponding model according to the mode selected by the user.

d. After the user taps the “Start beautification” button, the first voice is inputted into the
selected model (for example, a dialect conversion model for converting Mandarin to a Guangdong
accent), and after being processed by the dialect conversion model for a period of time, a processed
second voice is outputted, where the content of the second voice is the same as that of the input
voice (the first voice), and the speaking style of the input voice (the first voice) is retained.
Alternatively, the first voice is inputted into the selected voice enhancement model, and after being
processed by the voice enhancement model for a period of time, a processed second voice is
outputted, where the content of the second voice is the same as that of the input voice (the first
voice), and the speaking style of the input voice (the first voice) is retained. The first voice is far-

field voice, and the second voice is near-field voice.

e. Finally, the user can see a processed voice waveform on the display interface. The
display interface further displays three buttons, “Play”, “Save file”, and “Re-record”. When the
user taps the “Play” button, the processed voice will be played by means of the loudspeaker of the
mobile phone. When the user taps the “Save file” button, the terminal saves the processed voice
locally. When the user taps the “Re-record” button, the terminal re-processes the first voice, and
selects a corresponding model according to the selection operation of the user on the interface at

this time, while returning to step d.
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The training and updating processes of the dialect conversion model will be described

below.

Referring to FIG. 12, each dialect conversion model has the same structure, and each
dialect conversion model is a seq2seq neural network. The seq2seq neural network includes an
encoder, a decoder, and an attention structure. Different dialect conversion models correspond to
different training datasets, and parameters of each layer are different. For example, a first dialect
conversion model is to convert Sichuanese to Mandarin, and each piece of sample data in the
training dataset corresponding to the first dialect conversion model includes an input and a label.
The input is Sichuanese voice, and the label is Mandarin voice having the same content as the
Sichuanese voice. A second dialect conversion model is to convert Mandarin to Sichuanese, and
each piece of sample data in the training dataset corresponding to the first dialect conversion model
includes an input and a label. The input is Mandarin voice, and the label is Sichuanese voice having
the same content as the Mandarin voice, and so on and so forth. Different dialect conversion
models perform learning on different training datasets. In FIG. 12, parameter updates of modules

in a dialect conversion model are used as an example.

A training manner of this training solution is substantially the same as that of a style
conversion network. A style separation model and a voice feature extraction model are already
trained in advance, and do not participate in network updating, that is, training of the style
separation model and the voice feature extraction model does not need to be considered.
Accordingly, a third Mel feature is obtained from a label through an STFT algorithm, and the
output through this network is a fourth Mel feature. A loss value and a gradient are obtained by
comparing the third Mel feature and the fourth Mel feature. The fourth Mel feature outputted by
this network is compared with the third Mel feature obtained from the input through the STFT
algorithm to obtain the loss value and the gradient. In FIG. 12, the thick dashed lines indicate flow
directions of gradients. Only when a gradient flows through a corresponding structure (for
example, an encoder, an attention structure, and a decoder), will the parameter in the module be
updated. Further, the style separation model and the voice feature extraction model are obtained
by training in advance and do not need to participate in the parameter updating of the network.
The loss value is an indicator for determining when the network stops training. When the loss
value drops to a certain value and there is no obvious continuing decreasing trend, it indicates that

the network has converged, and the training can be stopped.
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In the embodiment of the present application, style features such as timbre, prosody, and
voice rate in the voice are extracted by means of unsupervised learning, so as to implement
controllable beautification of the style of the voice. For a voice beautification scenario in which
the user desires the style of the processed voice to be the same as that before processing, for
example, an application scenario of dialect conversion and voice enhancement, in the present
application, the style of the processed voice can remain unchanged while implementing dialect
conversion or voice enhancement. In the present application, artificial intelligence technology is
used to provide a more convenient and abundant method for implementing human voice
beautification, which can cover more scenarios. The effect of accent removal, accent addition, or
voice enhancement of any person is achieved, while the input and output voice styles can remain

unchanged.

In the embodiments of the present application, training and updating of the models may be
performed by a server, and the server downloads the trained voice processing neural network from
the terminal to a local end. In practical applications, the voice processing neural network is built

in an APP, for example, the APP is an instant messaging APP, and the like.

A voice conversion method has been described above. Referring to FIG. 13, a voice
conversion apparatus 1300 to which the method is applied will be described below. The voice
conversion apparatus includes an input module 1320, a processing module 1310, an acquisition

module 1330, and an output module 1340.

The input module 1320 is configured to receive a mode selection operation inputted by a

user, the mode selection operation being used for selecting a voice conversion mode.

The processing module 1310 is configured to select a target conversion mode from a
plurality of modes according to the mode selection operation received by the input module 1320,
the plurality of modes including a style conversion mode, a dialect conversion mode, and a voice

enhancement mode.
The acquisition module 1330 is configured to acquire a first voice to be converted.

The processing module 1310 is further configured to: extract feature information of the

first voice acquired by the acquisition module 1330; input the feature information of the first voice
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into a target voice conversion network corresponding to the target conversion mode, and output a

converted second voice by means of the target voice conversion network.
The output module 1340 is configured to output the second voice.

In an optional implementation, the processing module 1310 is further configured to: input
the first information into a voice feature extraction model, and extract a phoneme posteriorgram
(PPQ) feature of the first voice by means of the voice feature extraction model, the PPG feature

being used for retaining content information of the first voice.

In an optional implementation, when the target conversion mode is the style conversion
mode and the target voice conversion network is a style conversion network, the style conversion

network includes a style separation model and a voice fusion model.

The acquisition module 1330 is configured to acquire a third voice for extracting a style

feature.

The processing module 1310 is further configured to: input the third voice into the style
separation model, and separate the style feature of the third voice by means of the style separation

model.

The processing module 1310 is further configured to input the style feature and the feature

information of the first voice into the voice fusion model for fusion to obtain the second voice.

In an optional implementation, the style feature includes a first feature, and the first feature

includes a plurality of sub-features.

The processing module 1310 is further configured to: input the third voice into the style
separation model, and extract a vector of the first feature of the third voice by means of the style
separation model; and input the third voice into sub-feature extraction models, and extract vectors

of the sub-features by means of the sub-feature extraction models.

The input module 1320 is further configured to receive a weight of each of the plurality of

sub-features inputted by a user.

The processing module 1310 is further configured to determine the style feature of the third
voice according to the vector of the first feature, the vector of each sub-feature received by the

input module 1320, and the weight of each sub-feature received by the input module 1320.
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In an optional implementation, the processing module 1310 is further configured to: input
the vector of the first feature into a multi-head attention structure, input the product of the vector
of each sub-feature and the weight corresponding to the sub-feature into the multi-head attention
structure, and output the style feature of the third voice by means of the multi-head attention

structure.

In an optional implementation, the acquisition module 1330 is further configured to:
receive a template selection operation inputted by the user, the template selection operation being
used for selecting a target template; and acquire voice corresponding to the target template, and

use the voice corresponding to the target template as the third voice.

In an optional implementation, the acquisition module 1330 is further configured to receive
the third voice inputted by a second speaker, the first voice being voice of a first speaker, and the

second speaker being any person different from the first speaker.

In an optional implementation, the target conversion mode is the dialect conversion mode
and the target voice conversion network is a dialect conversion network. The processing module
1310 is further configured to input the feature information of the first voice into the dialect
conversion network, and output the second voice by means of the dialect conversion network, the

first voice being voice in a first dialect, and the second voice being voice in a second dialect.

In an optional implementation, the dialect conversion network includes a plurality of
dialect conversion models, and each dialect conversion model is targeted at a different dialect to

be converted.

The input module 1320 is further configured to receive a selection operation inputted by

the user.

The processing module 1310 is further configured to: input the feature information of the
first voice into a dialect conversion model corresponding to the selection operation, and output the

second voice by means of the dialect conversion model corresponding to the selection operation.

In an optional implementation, the processing module 1310 is further configured to: input
the first voice into the style separation model, and separate a style feature of the first voice by

means of the style separation model.

29

IPR2026-00274
Krisp Technologies EX1013 Page 38



The processing module 1310 is further configured to: input the style feature of the first
voice and the feature information of the first voice into the dialect conversion network, and output
the second voice by means of the dialect conversion network, the second voice and the first voice

having the same style.

In an optional implementation, the first voice is far-field voice. When the target conversion
mode is the voice enhancement mode and the target voice conversion network is a voice

enhancement model,

the processing module 1310 is further configured to: input the feature information of the
first voice into the voice enhancement model corresponding to the mode, and output the second

voice by means of the voice enhancement model, the second voice being near-field voice.

In an optional implementation, the processing module 1310 is further configured to: input
the first voice into the style separation model, and separate the style feature of the first voice by

means of the style separation model.

The processing module 1310 is further configured to: input the style feature of the first
voice and the feature information of the first voice into the voice enhancement model, and output
the second voice by means of the voice enhancement model, the second voice and the first voice

having the same style.

In an optional implementation, the acquisition module 1330 is further configured to receive

the first voice inputted by a first speaker, or select the first voice from a locally stored file.

In a possible design, the processing module 1310 may be a processing apparatus, and some

or all functions of the processing apparatus may be implemented by software.

Alternatively, the functions of the processing apparatus may be implemented partially or
entirely by software. In this case, the processing apparatus may include a memory and a processor.
The memory is configured to store a computer program, and the processor reads and executes the
computer program stored in the memory, to perform corresponding processing and/or steps in any

one of the method embodiments.

Alternatively, the processing apparatus may include only a processor. The memory for

storing the computer program is located outside the processing apparatus, and the processor is
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connected to the memory via a circuit/wire to read and execute the computer program stored in the

memory.

Optionally, the processing apparatus may be one or more chips, or one or more integrated

circuits.

Exemplarily, an embodiment of the present application provides a chip structure. Referring

to FIG. 14, the chip includes:

The chip may be represented as a neural-network processing unit (NPU) 140, the NPU is
mounted to a host CPU as a coprocessor, and the host CPU allocates a task. The core part of the
NPU is an operation circuit 1403, and a controller 1404 controls the operation circuit 1403 to

extract matrix data in the memory and perform a multiplication operation.

In some implementations, the operation circuit 1403 internally includes a plurality of
process engines (PE). In some implementations, the operation circuit 1403 is a two-dimensional
systolic array. The operation circuit 1403 may also be a one-dimensional systolic array or other
electronic circuits capable of performing mathematical operations such as multiplication and

addition. In some implementations, the operation circuit 1403 is a general matrix processor.

For example, it is assumed that there are an input matrix A, a weight matrix B, and an
output matrix C. The operation circuit obtains data corresponding to the matrix B from a weight
memory 1402, and buffers the data on each PE in the operation circuit. The operation circuit
obtains data of the matrix A from an input memory 1401 to perform a matrix operation with the

matrix B, and stores an obtained partial result or final result of the matrix in an accumulator 1408.

A unified memory 1406 is configured to store input data and output data. Weight data is
directly transferred to the weight memory 1402 through a direct memory access controller

(DMAC) 1405. The input data is also transferred to the unified memory 1406 through the DMAC.

A BIU is a bus interface unit, i.e., a bus interface unit 1410, and is configured to interact

between an AXI bus and the DMAC and an instruction fetch buffer 1409.

The bus interface unit (BIU for short) 1410 is used by the instruction fetch buffer 1409 to
acquire an instruction from an external memory, and is further used by the direct memory access
controller 1405 to acquire original data of the input matrix A or the weight matrix B from the

external memory.

31

IPR2026-00274
Krisp Technologies EX1013 Page 40



The DMAC is mainly configured to transfer the input data in the external memory DDR to
the unified memory 1406, or transfer the weight data to the weight memory 1402, or transfer the
input data to the input memory 1401.

A vector computation unit 1407 includes a plurality of operation processing units, and if
necessary, performs further processing of the output of the operation circuit, such as vector
multiplication, vector addition, exponential operation, logarithmic operation, size comparison, etc.
The vector computation unit 1407 is mainly used for non-convolution/FC layer network
calculation in a neural network, such as pooling, batch normalization, local response

normalization, etc.

In some implementations, the vector computation unit 1407 can store the vector of
processed outputs to the unified memory 1406. For example, the vector computation unit 1407
may apply a non-linear function to the output of the operation circuit 1403, such as a vector of
accumulated values, to generate an activation value. In some implementations, the vector
computation unit 1407 generates a normalized value, a merged value, or both. In some
implementations, the vector of processed outputs can be used as an activation input to the operation

circuit 1403, for example, for use in a subsequent layer in the neural network.

The instruction fetch buffer 1409 connected to the controller 1404 is configured to store an

instruction used by the controller 1404.

The unified memory 1406, the input memory 1401, the weight memory 1402, and the
instruction fetch buffer 1409 are all on-chip memories. The external memory is private to the

hardware architecture of this NPU.

In the present application, the operations of the layers in each module of the voice feature
extraction model, the style separation model, the multi-head attention structure, the sub-feature
extraction models, the encoder, the decoder and the attention structure in the Seq2seq neural
network, the dialect conversion models, and the voice enhancement model may be performed by

the operation circuit 1403 or the vector computation unit 1407.

The operation circuit 1403 or the vector computation unit 1407 calculates a parameter value

(for example, a first parameter value), and a main CPU is configured to read a computer program

32

IPR2026-00274
Krisp Technologies EX1013 Page 41



stored in the at least one memory, so that the terminal performs the method performed by the

terminal in the foregoing method embodiments.

Referring to FIG. 15, an embodiment of the present invention further provides another
voice conversion apparatus. As shown in FIG. 15, only parts related to the embodiment of the
present application are shown, and for specific technical details that are not disclosed, reference
may be made to the method part of the embodiments of the present application. The voice
conversion apparatus may be a terminal, the terminal may be a mobile phone, a tablet computer, a
notebook computer, a smart watch, or the like. An example in which the terminal is a mobile phone

1s used.

FIG. 15 is a block diagram of a partial structure of a mobile phone related to a terminal
provided by an embodiment of the present invention. Referring to FIG. 15, the mobile phone
includes components such as a radio frequency (RF) circuit 1510, a memory 1520, an input unit
1530, a display unit 1540, an audio circuit 1560, a processor 1580, and a power supply 1590. It
can be understood by those skilled in the art that the structure of the mobile phone shown in FIG.
15 does not constitute a limitation on the mobile phone, and the mobile phone may include more
or fewer components than those shown in the figure, or some components may be combined, or a

different component arrangement may be used.

Each component of the mobile phone will be described in detail below with reference to

FIG. 15.

The RF circuit 1510 may be configured to receive and send a signal in an information
receiving and sending process or a call process, and particularly, receive downlink information of

a base station and send the downlink information to the processor 1580 for processing.

The memory 1520 may be configured to store a software program and a module, and the
processor 1580 runs the software program and module stored in the memory 1520, to implement
various functional applications and data processing of the mobile phone. The memory 1520 may
mainly include a storage program area and a storage data area, and the storage program area may
store an operating system, an application required by at least one function (such as a sound playing
function), etc. In addition, the memory 1520 may include a high-speed random access memory,
and may also include a non-volatile memory, such as at least one magnetic disk storage device, a

flash memory device, or other volatile solid-state storage devices.
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The input unit 1530 may be configured to receive input digit or character information, and
generate key signal input related to user setting and function control of the mobile phone.
Specifically, the input unit 1530 may include a touch panel 1531 and other input devices 1532.
The touch panel 1531 is also referred to as a touchscreen and may collect a touch operation on or
near the touch panel 1531 (such as an operation performed by a user on the touch panel 1531 or
near the touch panel 1531 by using any proper object or accessory, such as a finger or a stylus),
and drive a corresponding connection apparatus according to a preset program. Optionally, the
touch panel 1531 may include two parts: a touch detection apparatus and a touch controller. The
touch detection apparatus detects a touch orientation of the user, detects a signal brought about by
the touch operation, and sends the signal to the touch controller. The touch controller receives
touch information from the touch detection apparatus, converts the touch information into contact
coordinates, and sends the contact coordinates to the processor 1580, and can receive and execute
a command sent by the processor 1580. The input unit 1530 may further include other input devices
1532 in addition to the touch panel 1531. Specifically, other input devices 1532 may include, but
are not limited to, one or more of a physical keyboard, function keys (such as volume control keys,

switch keys, etc.), a trackball, a mouse, a joystick, etc.

In the present application, the input unit 1530 is configured to receive various operations
inputted by the user, for example, a mode selection operation. A function of the input module 1320
in FIG. 13 may be performed by the input unit 1530, or a function of the acquisition module 1330
in FIG. 13 may be performed by the input unit 1530.

The display unit 1540 may be configured to display information inputted by the user or
information provided for the user, and various menus of the mobile phone. The display unit 1540
may include a display panel 1541, and optionally, the display panel 1541 may be configured in a
form of a liquid crystal display (LCD), an organic light-emitting diode (OLED), etc. Further, the
touch panel 1531 may cover the display panel 1541, and when the touch panel 1531 detects a touch
operation on or near the touch panel, the touch operation is transmitted to the processor 1580 to
determine the type of a touch event, and then the processor 1580 provides a corresponding visual
output on the display panel 1541 according to the type of the touch event. Although in FIG. 15,
the touch panel 1531 and the display panel 1541 are used as two separate components to implement

input and output functions of the mobile phone, in some embodiments, the touch panel 1531 and
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the display panel 1541 may be integrated to implement the input and output functions of the mobile

phone.

In the present application, the display unit 1540 is configured to display the APP interfaces
shown in FIGS. 6A, 6B, 11A, and 11B corresponding to the method embodiments.

The audio circuit 1560, a loudspeaker 1561, and a microphone 1562 may provide an audio
interface between the user and the mobile phone. The audio circuit 1560 may transmit an electrical
signal converted from received audio data to the loudspeaker 1561, and the loudspeaker 1561 may
convert the electrical signal into a sound signal for output; on the other hand, the microphone 1562
may convert a collected sound signal into an electrical signal, and the audio circuit 1560 may
receive the electrical signal, convert the electrical signal into audio data, and then output the audio

data to the processor 1580 for processing.

In the present application, the audio circuit 1560 receives a first voice of a first speaker or
a third voice of a second speaker by means of the microphone 1562. The loudspeaker 1561 is
configured to output a processed second voice. For example, the second voice is voice that has
undergone style conversion, or the second voice is voice that has undergone dialect conversion, or
the second voice is voice that has undergone voice enhancement. The loudspeaker 1561 is

configured to output the second voice.

In a possible design, a function of the output module 1340 in FIG. 13 may be performed
by the loudspeaker 1561.

The processor 1580 is a control center of the mobile phone, connects various parts of the
entire mobile phone by using various interfaces and lines, and performs various functions of the
mobile phone and data processing by running or executing a software program and/or a module
stored in the memory 1520 and invoking data stored in the memory 1520, to perform overall
monitoring on the mobile phone. Optionally, the processor 1580 may include one or more

processing units.

The mobile phone further includes a power supply 1590 (such as a battery) for supplying
power to each component. Preferably, the power supply may be logically connected to the
processor 1580 via a power management system, so as to implement functions such as charging,

discharging, and power consumption management through the power management system.
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Although not shown in the figure, the mobile phone may further include a camera, a

Bluetooth module, etc. Details are not described herein.

In the present application, when a process instruction stored in the memory is executed by
the processor, the method performed by the terminal in the foregoing method embodiments is
implemented. For details, refer to the descriptions in the foregoing method embodiments. Details

are not described herein again.

The embodiments of the present application further provide a computer-readable storage
medium, where the computer-readable storage medium stores a program, and when run on a
computer, the program causes the computer to perform the steps performed by the terminal device

in the method described in the foregoing method embodiments.

The embodiments of the present application further provide a computer program product,
and when run on a computer, the computer program product causes the computer to perform the

steps performed by the terminal in the method described in the foregoing method embodiments.

The embodiments of the present application further provide a circuit system, the circuit
system includes a processing circuit, and the processing circuit is configured to perform the steps

performed by the terminal device in the method described in the foregoing method embodiments.

In another possible design, when the apparatus is a chip in a terminal, the chip includes a
processing unit and a communications unit, the processing unit may be, for example, a processor,
and the communications unit may be, for example, an input/output interface, a pin, a circuit, etc.
The processing unit may execute a computer-executable instruction stored in a storage unit, so that
the chip in the terminal performs any one of the wireless communication methods according to the
first aspect described above. Optionally, the storage unit is a storage unit in the chip, for example,
a register or a cache, or the storage unit may be a storage unit in the terminal but outside the chip,
for example, a read-only memory (read-only memory, ROM), another type of static storage device

that can store static information and an instruction, a random access memory (RAM), etc.

The processor mentioned anywhere above may be a general-purpose central processing
unit (CPU), a microprocessor, an application-specific integrated circuit (ASIC), or one or more
integrated circuits configured to control program execution of the wireless communication method

according to the first aspect described above. Those skilled in the art can clearly understand that,
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for the convenience and conciseness of description, reference may be made to the corresponding
processes in the foregoing method embodiments for specific working processes of the system,

apparatus, and unit described above, and details are not described herein again.

In several embodiments provided by the present application, it should be understood that
the disclosed system, apparatus, and method may be implemented in other manners. For example,
the apparatus embodiments described above are merely illustrative, for example, the division of
the units is merely a logical function division, and there may be other division manners in actual
implementation. For example, multiple units or components may be combined or integrated into
another system, or some features may be ignored or not performed. In addition, the displayed or
discussed mutual couplings or direct couplings or communication connections may be indirect
couplings or communication connections through some interfaces, devices, or units, and may be

in electrical, mechanical, or other forms.

The units described as separate parts may or may not be physically separate, and parts
displayed as units may or may not be physical units, may be located in one position, or may be
distributed on a plurality of network units. Some or all of the units may be selected according to

actual needs to achieve the objectives of the solutions of the embodiments.

In addition, functional units in the embodiments of the present application may be
integrated into one processing unit, or each of the units may exist alone physically, or two or more
units are integrated into one unit. The integrated unit may be implemented in the form of hardware,

or may be implemented in the form of a software functional unit.

When the integrated unit is implemented in the form of a software functional unit and sold
or used as an independent product, the integrated unit may be stored in a computer-readable storage
medium. On the basis of such an understanding, the technical solutions of the present application
essentially, or the part of the technical solutions that contributes to the related art, or all or part of
the technical solutions, may be embodied in the form of a software product, and the computer
software product is stored in a storage medium and includes several instructions for causing a
computer device (which may be a personal computer, a server, a network device, or the like) to
perform all or part of the steps of the methods described in the various embodiments of the present

application. The foregoing storage medium includes various media capable of storing program
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codes, such as a U disk, a mobile hard disk, a read-only memory (ROM), a random access memory

(RAM), a magnetic disk, or an optical disk.

The foregoing embodiments are merely intended for describing the technical solutions of
the present application other than limiting the present application. Although the present application
has been described in detail with reference to the foregoing embodiments, those of ordinary skill
in the art should understand that they may still make modifications to the technical solutions
described in the foregoing embodiments or make equivalent replacements to some technical
features thereof, and these modifications or replacements do not make the essence of the
corresponding technical solutions depart from the spirit and scope of the technical solutions of the

embodiments of the present application.
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ABSTRACT

Provided are a voice conversion method and a related device to implement diversified
human voice beautification. A method in an embodiment of the present application includes:
receiving a mode selection operation inputted by a user, the mode selection operation being used
for selecting a voice conversion mode. A plurality of selectable modes provided include: a style
conversion mode for performing speaking style conversion on a first voice to be converted; a
dialect conversion mode for implementing accent addition or accent removal on the first voice;
and a voice enhancement mode for implementing voice enhancement on the first voice. The three
modes have corresponding voice conversion networks. According to a target conversion mode
selected by the user, a target voice conversion network corresponding to the target conversion
mode is selected to perform conversion on the first voice, and a converted second voice is
outputted, thereby implementing diversified human voice beautification and meeting the

requirements of the user in different application scenarios.

39

IPR2026-00274
Krisp Technologies EX1013 Page 48



A terminal receives a mode selection operation inputted by a user,
the mode selection operation being used for selecting a voice
conversion mode

'

The terminal selects a target conversion mode from a plurality of modes
according to the mode selection operation, the plurality of modes including
a voice style conversion mode, a dialect conversion mode, and a voice
enhancement mode

y

'

The terminal extracts feature information of the first voice

'

The terminal inputs the feature information of the first voice into a target voice
conversion network corresponding to the target conversion mode, and outputs a
converted second voice by means of the target voice conversion network

'

103
The terminal acquires a first voice to be converted j

The terminal outputs the second voice

FIG. 1
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Style conversion > Style conversion
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Dialectconversion > Dialect conversion
mode network
Voice enhancement > Voice enhancement
mode model

FIG. 3
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A terminal acquires a first voice to be converted and a third voice for
extracting a style feature

'

The terminal inputs the first voice into a voice feature extraction model,
and extracts a PPG feature of the first voice by means of the voice feature
extraction model

'

separates the style feature of the third voice by means of the style
separation model

'

The terminal inputs the style feature and the PPG feature into a voice
fusion model for fusion to obtain a second voice

'

The terminal inputs the third voice into a style separation model, and J_ 403

The terminal outputs the second voice

FIG. 4
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801
A terminal receives a mode selection operation input by a user j

'

802
The terminal receives a selection operation input by the user J_

The terminal inputs feature information of a first voice into a dialect 803

conversion model corresponding to the selection operation, and outputs

a second voice by means of the dialect conversion model corresponding
to the selection operation

FIG. 8
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Date: December 3, 2025
To whom it may concern:

This is to certify that the attached translation is an accurate representation of the
documents received by this office. The translation was completed from:

* Chinese
To:
* English (USA)
The documents are designated as:
* CN202010996501.5A - Fan
I, Abigail Chen, Translator in this company, attest to the following:

I am a professional translator and I am knowledgeable of and well acquainted with
the Chinese language and the English language.

The document in the English language attached hereto is a translation of
CN202010996501.5A - Fan and is to the best of my ability, knowledge, and
expertise, a true and correct English translation of the original document written in
the Chinese language.

I declare under penalty of perjury that all statements made herein of my own
knowledge are true and all statements made on information and belief are believed
to be true; and further that these statements were made with the knowledge that
willful false statements and the like so made are punishable by fine or
imprisonment, or both, under Section 1001 of Title 18 of the United States Code.

bzl Chan

Signature of Abigail Chen
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woow B
— P R B TR SR B A

BRI
AW ROEE AL BEERGUR, JCH B J— R H B N T VE M R

BREEAR

NP RN B ST, AN R . BRiim R 2 K
WA s E AN ] (application, APP) HIES R ThREHI & A —ERIAF LG
B, XEEHATER, REEENREBEES, (UYL B B B S T
i, 0T ARG TR

KAAE

ARG SEEBIR AL T — AEE R TTIE AR WS, T REZ A SRR,
KBNS RALRI 2 T

BT, AHIESEEEIRME T AR SR ETTIE, GITAN TR R E, )
a, ZARE A VAN, 7R DV Zm IO P A AR R P A, R d
B TR FE S Hm R, R)a, Zm, RIS N2 M ie s B irk
B, 2RI, 77 5 Fe b sORE Sl s o Zamnl BLE s Hir
B b s LK) B b v B A ek, AL H AR 5 A B A SK LR S A B Am B 3R AL
R s — 85, - PIREGE S MREER, 2R EE RN TRES EEHA
FEE, WA, R 515 & RS B R 2 B AR B =0 B B AR TE 5 5 e 2%,
T R R M 2 e e R B R, BURi SR A .

AR, REET M IR, iR SR, R TS E S AT U
R Fe s 77 5 ¥ s, HITSeBUn D&k s S sntist, AT sealig & Hi;
SRR X R TE F R R, ARIE AT IO RE R, AT LI 1 e e R 4 T AR 5
IR EHATH A, W SEBLA TS SR 2 AL, G P A F R SRR R

FE—RIRE R SEBLTT 3, SRECEE — B & URAIES Bl LA LR Kimfiss—(5 R
B NPV SRR AR SRR, 8 1 v H R PR BB R SRS — 1R 5 1 5 2R B MR PPG 3L
PPG FHIEAH TIRE B H WA REE . PPC FRIEHIA 12 15 & W0y B 2 S >
RMERN, AT ERET 70, i PPCRHMEM TRESE BTN EER, &K
AT, AFERESEIRCARREIETOAREE, meEZELiEEmA, Hil
if PPG FHERE S B EHNAREE, RN EEIE.

FE— ML KBTI, 2 BARE AR O RS He i, B AR S e i 4 X
RIS, RS e 0 R 2 A0 A% o AR RS S B S B, T e m DAL 2%
S AR T SR BUXAS FFHIE ) 58 =785, JFR S8 = 1R SR A B RS o AR, Jl s % 7 B
I o3 T o =B I RS AFAIE s AR5 — 20 (KK RS R IR AT 55— T8 5 (R IR 15 B A A 215
R AHRMBATR S, BRI EE

AREREHI o, Lo R B 5 E S AU T RS IER 8 =85, 5, 5
it 1111 1
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TIEERA RIS FRAERIUESY, JEITE F AR UL AR X PPC FFiE; PPG RRAEA] TR
HE - ESNAEEER, @ PPC RHESEIUE S I ERMA . KimhE 58 =78 & 4\ 2 KU
AR, I KU AR B 5 =R AR RFIE, B R USSR AT PPG 41k
ABNE SRS BHATRNE, BREE 7B IE TR ENE =B S SRS T . =
EEH A LREEARIES, AMSEIURE S 85 5B N RE S RUE, SCELE & A
Femm 2. e MR R SEITT A, KSR IR AR — Rk, B R b2 47
FFAE; 558 =15 S B XS 2 B, G XU B A TR 70 5 =1 1 RS R iE ] A
HARGAE: Ao o8 =55 A\ B UK 7o B, 5 KURS 3 B R SR B =1+ P 58
—HFIEREE, B, 2 RHERT O E €, AR, B =S R B TR RS,
L AR PR R A SR B AR R 1 & U P BB 2 AR TR AR TR AR AL
By RIESFIEREE, SRR R & AR R B 6 E 5 = RS
fiE.

ARSERE I, I N SRR R, AR A A E RS S =0
B CRIE bR R R TE D) AARBLEE, AR OREEE s A B A OB B et A
B RS 5 58 =15 ARV AR g, A7l DOE I i B A B R, RS 1R
Frie BB 5 KRR, e s 5 K KU BE AT L5 58 =785 RS s i A, B AT DAE S =1k
(KRS ) il L dEAT 202, AT SR DA B 488 5 19 RS 22 R AL

FE— Al R sK BT S, MRAE SR FRAER R &, BT RRIER) R & A BEAS T RRIE Y
BB 58 55 =18 5 (1 RS RRIE T DUVELHS . Z0m i 58— FHE I &M 2 BB A4, B
R THRFIE A ) 8 S 55 FE AU SRR B N\ 1) 22 S R 4, T 22 SRR I 450
Bt 5 =V I RS RFAE .

ALY, 2 RIEB AR G WA R R 72 R EURFIE RIS, R4Skt
AR 2 e T 0 Rt o (1l e P = I e TS L P B s e A B 1R LT B
ESNEN =Wl el = ES s A VAN I T PA S = Wl PPN TR ESEE S SE = IR Ik R OEEE S
BEHE=EENH D F .

FE—RIRE ISR BT 2, SRV T SR BUXAS RRAE ) 55 = 85l AL §E:

2% BRSO P AR N IO R AR G PR 45 A, AR PR AR T2 BARREAR, B, iZ E b
BEAR AT L2 AR5 SR, B, ATRIOARE 7 “ 2ol d 7 AOiE & RS S, A miRE
EARIEARON L85, A B ARBUR X BT B A N =16, K8 =15 & XU ARl &
BB E T, AR BLSEILEH RS 2 AL

FE— AR SEBLTT 2, FRECH T RIS FFIE R 5 =185 7] BLRR IS &mit
AR RIS NS =S, B SN W ARIE S, BRI AN EE
U AARPAER A, AT AT BLASKILE & RS [ 2 AL

FE— AR SKBLTT A, B BARE AR AN TT S B, BARIE & e M 48 77
BRSO EE RIE S B B B AR B EO R 1 B AR TS R B 4%, il
I B bR 5 A e R A i B R 58 R, IR UER A A s B S RRHIE (S
BRABTT SR AL, W SRR EY, B ETNE T ERES,
BEEANS TS REY, AMSEILTT E B, HSRANFIMUE S AR R, ST
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RS E A L

FE— Al R SKBLTT I, T SN R 2 T SRR, AT E R AR A
SNEE AR R TS, TRECASRE: 2] DU PR ONIIRBERE, IF HOR S
I RRFAEE B IR PR R R TT 5 R Mop A, I S PR AR B T 5 e A
RGeS R . ARSKHERI R, 2w ] DR P S N 1) BAR B AR I 300 R (K 77 5 e At
G

FE—Fh Al AR T R, e . Ao 5 — B S M NBIRE - Ay, it
JAKE 7 AR 7 1 B — B B R RRAE s R, 20l 58— 5 B RS R IR AN 35— 15 35 10
R BRSBTS B, W77 5 H Mgt th ol —ias, B iEa s mEn
KA AH A o

R, ZFE EEARSRANES GBEE) MHE, HARE TRAaES G
IEED MU XK .

FE— Pl R SRBT7 30, BB E NIEiE S, 4 AR AR O E SR K,
BEZNER=R QU INIE = g Ll Biclin B L S = a =S RS IR ERSEPANEE ISR A2 18 L wiip A
FUbriE & Fe e 2, G5 AR o 6 40X 208 Ayt e R (058 il m] DAL R o —
VB IRFAE AR 2 a0 A\ B 20T LA 1 g oA Y, e v T i R B S R,
EENESES . ARblh, BaiEsfinyia s, SPEEEE, PUEInE S
TR, BN T RS, SKBLE S B 2 AL

FE— Pl SBT3, T7ae A dE: Ao 5B B RS - B, T
RS 73 AL W ORISR s AR5, R 58— 15 & IO USRI AN 55— 18 5 IO RFAE
5EAA RIS E G, JE e S R g L TR, A RN I E U
A Arpld, ¥HZJaMEESRAES B EE A, HRE TRMAEE G
—IEE) UL XA

FE— ARG SEBLTT 3, FRERFRHRC B3 1B & m DLEAR . JRUCs — Uil AR
ST BE, WA AE SO ISR 1E

BT, ARHIESREBIRME T AR A E, AR E RS B TTm A
S FIr AT (D RE, % DRER] DUESEAEPFSCBL, AT DOE I A8 1 PATAH R R B F sk B 1248
PR A EE A5 R DD SEAH X R AR

=I5, ARRIESREEIRAE T A, AR, ARSI D ANEAE AR
A ARSI T R D AN E S A T RV, R LR HUT BA S T
T TT %

ST, A HRIESEEEIR A T A EAURT A B P v SR S A U T
T EARE, APnd T SR AT ENL BB ATR, RN T EALAT Bk —T7
[ipRr

BIITH, AHRERME T MO RG, O R USRS, TS0 &
KL AR TTE T AR EhRE . £ MR RERIBLTE, Prd i R RGBS, ik
frftds, MT R R i 0 BRI MEWE . 8GR R, ATUHG AR, tBA]
PAALAR RS AN A 73 3L
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Bt B
P 1 DR H i S 1) — Al B A T IR R AN SRR B 1 20 BRI AR IR
B 2 S B SElE B ik PR N R
B 3 DA A S 51 o AR R 5% 1 3 B I 45 2 TRV LR &R (7R B
P 4 DR iR S 1) — i B B R TT IR R 53— SR (20 BRIAURE I
P 5 DR H R S 1) i AT AR B B R ) — D R i
B 6A A B LTt 1] i KUk B s sC R S 1 — N SR B K
B 6B A iR SR i KUK e At ) ST 114 5 — 3 o B
P 7 DR HR iR S 51 IR 8 19X 205 )1 2 5 BE BT A s T
P 8 AN FIE SEHE Il o — P A & R B TT TR0 o — A S O 2D BRI R I
B 9 SRR IS S B i AT O e O R DR R
K 10 DA FRF SE Bt 1) i & AT O 5 e Bad R 7 — AR Bl R E
K TTA DA s SERE B 77 5 e i 3R 0 5 B s A s S ) — D3 o e s
B 11B s FRE S 9] 77 5 8 it 2 S SR s S 0 3 — N s 2R
K 12 AR HE L] T 75 & BB AL 0 R R B
B 13 DA FE S Bt 1] o — o iy o e B LI — A SR 1 ) S5 A s i
K 14 AR SR o — Mot i 50— B S TR B
B 15 DA B SE G i — b8 5 e B LI g N SR 1 45 s =

RS Y

N TR &5 AN HRE S A R BRAL, AR FRE S P B R DT RIEATHER . AR
LA AR TER/B, AT U BRSSO R RIR R, KR DAFAE =R R, Bl
W, AFI/EB, AlPARR: BMATIEA, FBAZ/EANB, BHAFEBIX =GN, Bk, &
HIGE R 2 R/FC, — RN BTG R GO — P BORIC R o A HIE [ Ul B R ATBUCR 25k
Je AR B E A AR E S <8 SR AT XN ARIXT G, A F TR IR R E )5
JPBSE G IR o R PRI AR A B AR A S 1 R Pl DA E e, DAE X B IR 1 ST 41
Bef LARR 1 7EiX B R BFIA B N R AN skt . Bhah, AREafsfeBA7 P A
AT, BERETEEA MBS, g, G877 —RIPERSEHKERE, 77
e RG PEABOR A AR TS R H IR LD IR B, T n R A T R
H BN TIX St fE . v B A A e D R B

A SEHEIER AL Y — PR W T, i TIERN T &, %4 ] BUAFAL. P
RAE, LA, Wi TREAAIEGT RN L im, %% Bt A] DIRR O & i
W, M (user equipment, UE) %, &g n] LLLAFHONBIHEAT UL . 1% % i
WA NECEA B AT A IS, 155 AL FERP S I 45 1 AR RS G i 2%, T7 5 454
LEANEF G R A o 1B S AL TR AR R 2 SEI 1B S R (R . ARG RAL T 2R
Al DAERRAARE S, A S AR, T XS B S AT Vs UG e it 77 8 st
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TSNk s EE e, MTsedligsigm, =R aCRAT 0 R E &
Femes, AumiRiE AP PR B brde s, 1e % B e B S s BRI B b i 5 56
EERIREL B R e i) 36— B S AT R i, Bt e B2 SR S8 i, M SEBLA S 54k
2 AL, R AR AT S #F K o

N T SRR AN G, N AR HIE F i & E AT UL .

7527 %] (sequence to sequence, seq2seq) FIZEMZE: seq2seq)E T 4mtd (encoder) -
fithd (decoder) 45— Fh, HANKIFEF (sequence) JHIT4wAL 2 IE4E kde & KE R H &=,
NG TG Z 1A S5 B ERD 2 TR A3 2% P 31 (sequence) . seq2seq 28 (A 45 f5 dwhd J2= A ik
AR M . Hodr, ZRiS )2 (encoder) HHT-i L — 2 WU X A\ B9 2 1 AT 4
AR &, i) (decoder) F T4 A2 B Al & 4% A0 i 197 1 o

FERE 7T (attention) Z584: b2 AR N EERKENHE, 1S HBAR
FEMAAR R, BUESESE RS HAEDS, I B 2Lk AR 2 (0% B OS5 N R AN [R) o Bt
o, A RV EE BN

PR DS (vocoder): AT Fg—PhAPae iz, F T84 15 5 b 2R P 20 0 285 (1) Fan
HARF A 40y A AR S B i o

RAEAFAE: B EANRE T &6, SO A SR, X &5, & PUx B
WHARBH R SERA RS SEaEEARE T8, ESAnEE.

BE: e MREIMEMER/NMEE A, 0 hao (47, —ILH 3 MER, wo (F),
—ME2IMMEE.

TR EWMZE (phoneme posteriorgram, PPG) HFiE: H/MEZWUE T — A XK
BERIG (BREEER/MER) MERMER, XEESHEURE VESMESIESE
=i

o

MR (mel) HFFfiE: TE &S T NPT EIRHE R Rom A IR B AEAE #, H2
PURIE BT BRI A R 1B &5 5 R s S E S MR o,
PLREGE & HRFIE. M /REFEAE G &5 5 RIRFIER R, R DU MR IS 5 IR Rr 1

HZHE 1 PR, AR T AEEHHRITIER - ADSKES], ZTHER ST K
NI . B, ZTTNERPAT EAR R DO & in i s IS, B0E, T EE
] O 2 B R A ARSI, IZTTVARIBAT EAR AL ], %285 L
FHONGIHEAT UL . Z0m ATCEATIE & AL B M 2%, TE5 AL X 4% T B R 44
B T7 5 B RIS S G R T

SRR 101, Kam P P R R, BEEOEFR SR A T iE S e i
o

WS 2 Pron, SEFERIER] Doy i iE, ORI IER, 775
P AANE F s Herh, R PSSR AT L (TR 5 S 4%, I R (R
B 2 T RAT R . B, RS F AR A T e s 5 W . TS R T7 5
Fede, plapein & e <k 0 &5 S i SH TRm 8 & H Sk .
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AR 102, Km R R P ERME N 2 MR i #8 B =, 2 MU R
AR, T7 5 B B NS & 1 s AR 2

Ao R o A B R DUBR 2 MR F 2R, P R & R A e i 2 S
X0 B bR, 1% B R snT DU g =R b A — PP K.

2o 1 PR H AR S B0 R H AR S 4 N 4

TS 3 s, AR B 20 RS R 4, J7 & B O R TT 5 e e 45
T T AR TN BB I A . ZOm R AR I S B M 4 (R R R, E B
PR s O LI B bR S e e 2% o an, Y P E B R e i ), B bR i
W28 R RAE G 4 X 4 o ] Pk S A, BARTE S RN N TT 5 e . 4
F P PRE B I s Uy, B AR e 3 FE R I 48 1B TG s A

AUR 103, KimsRBUR A B8 — 5 .

B M, Aom R — Uil AR B

2o R A I 27 v KRR — TR NN RIS — 15 . Zom &R P GEH P AT
PLAEE —UEiE ACNE— A, WATBUAARAD SN —8E, %5 — 8 E R HhE ST
BeAE. BN, e DO R E. AP TR as e sh e, FL
BB ZE e, FEEHHPRARNES, ZEEE AP HEEERA (EhhE)
friEs (HDEE-—iEs

B MITT, Am AR SO R e

& 0t U 2% ] LA A HIAT il SO PP 3RE SR — 1B . ZXum B & R USCH P AN 28 A,
W HHE N RS S U R i, H P ETALR S bk Boc i, FL
A DARRE 28 R E RN FRA R E S, ARG, Lomi &R0 PN S =14E,
ZEEZEEHTRBERE S, KmS R ZEmESENE —EE.

IR 104, ZomfR BUE— 1B S FHEE B

ZRFEAS B 0] LU R RE R 8 (mel frequency cepstrum coefficient, MFCC)$FAE
B, IZEHIEE BN R G IRMEER PPG BFE. AHIESZHER , %5 1ES USRS B U
PPG F#EABHAT U] . PPG SRR )2 15 B W T R R P RN 2RI R,
YT RIAT T RA, 1% PPG FRIEH TREFE B S NARE R

IR 105 Ao S — 1B S RFIES BN B B AR Bt o0t B B AR 155 5 X 4%,
I B AR E S R i R S

FMRIC, B PRE S R B IS N A e N 4 o ORBIPERY,  Zom R TR EUARS
FRIER S =0, Ra, R B SRR XS B, it KA 45 B AR 2 B 58 =
B RIS RHIE s 85, 15 RIS RHIE R 55— 355 1) PPG FRES A\ BIE & Bl G A3 AT AL 5
RN 1B

PRI, - EE G BRI RIS B RN, W7 F M R
TR, FEERNE-ENEY, BB ENE T ENES.

=R, KBS 1 PPG RRIE S N B O B 1E S I A Y, I i R
A S BT, BB E R NIEE .

MTANEFREAFEZMMER, 2 MENAFERUEERE, 775 H g 23808
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T, AT DARRAE A P e PR AR N 5 — 1B S AT R A 0, X3 — 1B I XA AT 3B 4L,
W —BEEHAT T SR, BOTE B TIE SIS, SSUASELN M.

AR 106, Lumimi e B .

Sl it 47 7S A AL S SR B

AHESEG, SOt T 2R LLERRRRE, XU R, T
ITUATE MG 7 B s, A TSl O3 a2k O, B S eetst, AT hE
IR AR X R R IE S NG, MRIE PRI R, AR O R B B R 2%
AT DA S8 — B ST, MMSEBLA R EAM Z B, e P ARMNH =K.

HZ K 4 Por, RHAESERIRGE 7 — Mg S 55 D SSh], AL T
X RS FE A s AT UL, RIS 55— B 5 HEAT RS S AT 7 B PE UL . A 30 AR e it
R, BTG e X 29 O IR B 4 R 5

AYR 401, L SREUR Fe A 55— 155 A THRERURS R E R S =15 & .

ASID PR 2 3m AR AU — W BT AR S I 1 X RLR SRR B A P 3R 103 B,
AEAEEA -

L AREUS =15 T I 77 2K

S PhsEILTT I, AR RO P A BRI PR A, ZOm AR AR R PR AR %
F bR AR ML IR 5, SRR R 12 H AR R A 1B S AN SE =15 & . B, BArER e
EARRERIFEE L7, “LHBE L7, R EEE.

AR, % BB R DO — NG BB, Am iR BRI PR PR A
2% i BRI T REAROL PR AR R FE BN L (1 B PRl & B, Tk i I N 1
AR BRI R A7 IR A BN R C73F . 2l B2 N TR SR
Gl E R D7 PR R CR T S H R AR R A 5 D7 <Y R PR,
Bltn, AP deedia i A7, AomB g RIE L SN B FRRGA PR AR PR 5 L AN
R EEAR =EE . FEUWIINE, REHE T B TR RG], 2284
U, IFAERIRE .

S APSEI T A, S ] DRI IR NN =R . R BITERT, Sm ik
e P P A N IO AR S PR A, IZ AR e PR R AR L P 1 E AR 2 R N VEE 7, i AT LA
K ZAERANEE X A EEEAE=EE. B, HPSEERAEE G, Zint
BRI =8, 129 I AREE - WIEAARKER A

AT, % =R R LU PG B AE AR ML B e A 0 E . B, SBE=AEE R B
M ERWA TR S S (REAYREE, RERENEAKSE S Tk, 28 =1Ea
WATBLETSE N BT 85, RAF B A B & 115 &

AUR 402, ZiG S E SN BTE S RSBV, i S R SR U SR B
—iBEE K PPG $FiE, PPG FrEH] TIRE B HEEHAREE.

HZE S Pron, A s B SR A RIS SR ERDURA, H 15 SRR R AU A
REUE 15 & K PPG FRik. nBIVERY, 15 SRR RBUR AL n] ORI AP ZE N2, 155 Rk
RIS Z ZEHUE . FE LSTM B — R AR E, SR e R AR 5 —
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B PPG FHIE, PPG FHAEHGIA K2 i S W B m P S Z MR, ST
X RHAT T RA, % PPG FHEH TIREE &S ARG B %8S DR i
HRYE R E R ERFAT VI ZR1F 21

AL, H PPG FHEE NS —E SN ARG BRI, XEEEET (F5R) 7
BTESMESAMESELE. A PPG FREAM L B 30 E & R E A (automatic speech
recognition, ASR) FHREIGINE MM, ASR AT B & S W CAR, W7 &
ZRR AR NS, ASEHE P, @A A PPG BRHIEE NS B S A EEEmA, WA
AT DASCE F N, AT ERBRSOCARNS, WINRENEHEE.

IR 403, Aot 5 =B N B RS S BAR A, 18 KUK 3 B AR 43 S AR = E S
RS HFE o

RAGFAEOFE S —FHE, B FEaFE 2D FE. B, 58S aRE, 2
MRS, EHEES.

A A B AR T 43 B 58 =B S RS HRE . 1 RS 0 BB AL B 6 5 2 0 B AR A . 1%
B BT 88 B NG ORrIE, WS 2I5E —FrEm & (DS ARrE A
=)o

A e N, KUK e X 4 IR LG 2 A RIS BB B [ 2 ik B D450 . Aumld 58 =G
BRI BFRAEIRBURA, 8 PR IR AR I FRHE M = B, 24 F1EiERE
B AL REE R B A, B S SR R AR B SR B A . 9, R SR B R TR B
F=EETRREHME, BRPERE. RS TR =S T E ST,
BRESAE. SRS A T RIS = &S P S E, FahEE R E.

B4, LumBBH PR Z A FRAE T A FRMERRE . —ARElT, FALK G
e TOREAE BRI E S ST, FH AT DI R RES R B T SR T R B
B FHRRAEXS R IR o BRSFRRAE X R ACE R] DR YE P B O R SR RIS . 6,
HBIEE BN 10%38 77 i 285 H K 2 B B AR BAR BB E 10%B0AE LS, BRI —AME N
0.1 ZHLL T N BRI FRHMERIUSEAL .

F—ABT, FSEBECEJLMAL. @, B R N =AREA, BN AL T SRR
IR E R E AR E TR AT . B, —®d, BRIORERNO1, HEN02, EE
FO0T. R, BEMBEN 0.2, EHEN 0.2, EHN 0.1 %%, Lyl A
FRTRS AL A T 58 5 FHRRAER RLRALEE o AR, AT 2R P B b i B A AT RR AR O ALE,
H P R Rk B n], Fr @A P k.

RIG, KRR —FER &, BEFRAE R A E A R T RHIE BBCE T 5 =0
B RS RFE o

sl Fl P 3N B8 PR B A 5 & HRE I [ EAH IR . K AH IR fE I 45 R
FHER I E g aEE) FAMNmMAZ KERES AT RN, 152 hIERms
T X 1Rl &, 2R 1R BN SR =B B RS FE . 2 SkiE s J1 45 M (A B 2 R i AN
[F ()25 AR BURFAE R IA , BRAN SKoT B i 4 2 1A) o () — AR ), A > T4 i 4 27 1)
A, BRI TT D FRE ] o 22 Sy E B LG 2 T 2 A S5 R By = 0L,
MRS 2 kiE B LG R A RO =B S s &6, G, ZkER P %
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H R RT BLA—AS 256 4ERI RS IR A1 & (RS RFIE )

ASLHaH R, PR RS R S, AR R E I RS 5 8 =
AR, ZAHALERE B A PN IR 8 o P AT DLA R R RN ZEGE, &
RPN ZRCE, ) a2 I o8 3 UG5 58 =8 S AR FE R N OB E e« B
PIEPREREAN RN ZEE, W B 250 B KSR =B S I XUE (B, U DA
BERED M. H PR DOEE B AN IRGE, RGBS RES G, i
T RS BE AT DL S 8 = S I RS sE s AH ], AT DAAE 38 =05 & 10 JRURE 1 2 Al gk AT 2
AR, T SR AR B 40 5 ) XU 2 R4k o 8130, 225 40 v 5 ) IR T DA e — Ao < B i
g RAEs B, ATUONSE— O L8 RO E S R B3, AT RUAER A IE S X
¥, M HAER] DAFE“ B #5027 Lol R BUE RN B KRS IRl AT R, AT
A PASEIE B KUK I 2 1E14L

IR 404, Zoumfs RASRHIEAT PPG FRiEf A BE S B AR A TR G, 15308 B

TN, 2B B A AT Ay seq2seq P22 4% , 7T seq2seq i 4E 45 A 51 NVE R JIHLH .
Hrb, iZseq2seq &M 2 L FEGmbS = . RS ZHIE R 451 . dwbs Z GRS 2 Y ] LA
KAMEEMEMEBEUKHE . B, SFEEHMEMZ (convolutional neural networks,
CNN) | TEIRHZ 4% (recurrent neural network, RNN) . KA HHICAZ M4 (long short-term
memory, LSTM) " EEMBUTEPAMAAES. B, APigd, Zmh8)En e
FENEBREH— D AAELSTME . PPGRHMEE G2 MARILE, bl 215 N\ KIPPGFF 7
bR — A A R R, HT BT R R, MR — D mEE RIS F
ENGEE, FMEIANTERAVG . 285, RISERER F =5 %hE 2 50 H I PPGIA & 15 5
fE EHfE,  SRNEERANERE. ARG, RXANEE RN Wi il N R
i, FHER TGS g EECA B B R (B AT AR A /RIS ) R .
MRS AE A S G S MRHER AR RGBS AT, X gmAd b ()%t 1Al &3 AT A
[FRINBAS 21 T &, A RENR— N, ATORIE 7507 5 A AR 4358 140
NIFF, =N T A PR

A UR 405, Limln 5 i .

MRS R R A )RR, MRS BARZE S T RS S 5 B, AR BRI
HEAESE S AN RIS TR . ARHET, BT RO A A R A
A AP AR A BT BRI B S o 1R AR TT DU I8 PR RS A, N 4% 0 TR AR
IR Ry E HRERESE S . ZMNEHZ N ERENREIRZWR, S2% T DLk
BEESE. BETHARSE S, UilRIESE = 1EEHEEA. 1Z%mn] DR
S . AIIER, AP RTDOERRE SRS EE .. AR REIEE B, &
U R AT AT

AL H, LomB R B i B — S A TR R E R 38 =8, )5, &3
—IEE R BE SRR, 8 E SRR BUSE AR B PPG HF1E, PPG FRIEH T 17
BHEESTHARGEE, Bt PPG FHIESLIUE S M EZRN « Lumtd 58 =55 %\ B X
oy AR, It R 3 BRI B = S RS R E, B E s K RS EFIER PPG R 1S
ANEES A BAATREG, BRRE T HE B EARME BT RISHE Ey. F=
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EEH A LREEARIES, AMSKIURE S5 RSB N RE S KU, SCELE & A
Fe B 2 £

FE— MR, AHEPRESAEM Mg N E TR AN . B, i% APP Al L
HEI IR APP, BE, AFEEM APP, AL APP AI LR H] T & BERZ 1
s Bilan, AP AT RGBT % APP R IR TE TSR e E B Imm T, PR
P 2% 3 35 1 56 1 5 B AT 1R S IO AR, Pl DUEIE A R 4L Ry APP #5855 AT =4

HZ K 6A M 6B i, HIJEIEiZ APP #EAT N ALK TTVA T DAL AR

D 7 Rl bR BRI SR S, RIS B A B R E T (1
B o B, MR DR B SO, IR WA SO IR BUE E AR N . JF
HAT DL e B 55— 5 5 M S R Bos ok

2) WP EF IR B AR, RIS =i . A m iR Py <
BB R 0w, BT 2 ) DA RAFRIES . S g R NNE SR
WO 5 B I A s AR B B IE TS HL L, R R AR E S 2] APP .

P R ], W m B T IR SR R R R TR, BIRUCE R A
BRI =185 D Ry g B F, WA m B WA i £ e R AR R
ANHES, BziEalE s =155,

3) « FHPAEC AR ARABLEE 1A 37 R IR A RS RAE A (AR FHRAERE) o 4
L RFEIET BN 20%R0 A 2B R TE S ER B AREAR BB 20% AU, app SKBRL
K—MEN 0.2 SHALL T ABERMAEMERI, FE, KaFa5wn 30%R R m 5
HY 0 5 R E AR TR AT 30%IKIARALLEE, R “E BN 40%R o i 2 I 1A R
FAEAR A 54T 40%MAHMUE . FE U, Al R RS R S AR AR T & &
iR, w0 K, SOAREARTEE, EEMEE.

4). AP mdFmER SR, S8R 1L 2 M3 KRR E APP A B T
GIFRE S AL IR AR S, i AL I AR A AR R B B e e (BB
EE) , ZIEEAREE - EENABTMEAE, 28T XSS BB, AR H
P TSN 0 KU R AL AL P

5)« ML APP S A] LR B AL S MR H BOY, RN A4 8i0 . <0RA7 A
Pt = R RO, 2B NEE (G TEE) KIEE TR A
AR P mal RT3, i iz B R E S R 5 &) IR RIAM.
M S E R, AT AT BT AL, EDR B ER 4.

DAE 0 DA B 45 R 5 S 2 32 SR AT 1 U o I TED X 2% IR A 80 ) 2% (1 )1 0 A S it
FEEAT UL

JRUKS e B R 28 A G = A AR e P 2%, B R IESR B 7 CRIE SRR AR AU AL,
RAE i CBIRSE RS AL 2 SRR IS 2 A FRAERBURAD, &5
AR,
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WZRE 7R, B 7 R RESERRNMASERNRE, BEREFRSEERNTT
Mo RAEEH LA,  XAS o B A AR S AR SR BB A A 2 15 0 4% BT -

PR 3 B AR 2 Tt A FH R & AN R0k 06 N B & BRI R0 . BIRURE 73 B A AL ))1]
SRR EOFEREAR UGN RER AR ARES BAA RS AR, @izl
SRR N Z RGBS AL AT U5, 1R B /A . 2 XUE 3 B AR AN S 5 AN R 248 1)

TEE R B AL TG E S K ERERHIZR 1, B, BRSSP afErsER
BRI N NIE S, FRENIZBINIES ) PPG 4714F. &S PRV A THRE PPG %7
fE, ZEEREIRBUEAUA S 5B W4 1) S B

AL R T RS A B A A AE SRR SR U A 22 A1, HAR A 22 5 A I 2% 1)
YRI5 3

WZRE 7 PRERBETEEMNEL, Kb, ZLEBEEH. S FRMEREUE A,
Seq2seq &ML (BIEgmILZ. EISZESIERB TG T, BAEWHEA LG — e
s, BMEMET DVEREZNERE. SIEEE. LSTM ES4ME, s 2R
SRR I R E AR5 3.

2R H I AT RS 2 48 X 24 (R BT 5 AR R T IEA R Z ALE T BT A S A KU 7
FEALAE S RHE SR AU O & BTV, A5 M ER, RIATESERME S
HEMEYIZE, Hib, MASIREATELFREABRKFEST DA %IE
B0, ORI IRD T REAR R B S . hn 2500 I 55 {8 BL A8 #: (short-time fourier transform,
STFT) HIEAF RS — M /REFE, 505 B N B XU F e i 25 i, e I AR 199 46 ) i O e —
Mg /RAFAE, I EERE S — Mg /R AN Mg /REFIEAT 21 loss AEAIBE L, AN 45 % HE 5 5
AN STFT HiEAT 2| M /REFIE AT AT 2 loss fH A HAR R, & 7 th B R NIRE
WBENTT M, BRI AH RIS, RIS ECA AT B, i RS o S AR
FRIEFR U AL E TG Z08 2], ARESEERME NI SEE R . Loss EAE A AT X 48 (T
1FIEVIBRIARPR, Y loss {H FRERI—E{E, HICWH R4S FREER, Ul DU,
RIAT 4 b 5o

BN RN S 0 O 28 IRAFVE & SR AL IR B 77 91 B A s A Uk A 2s (RIS N 5 0545 9 [F]
—KEHTHD, XN R T RN 21730, T 2 2 07 K4 R
FEEEHR N2, AT DASTHR FH P T30 1R 50 B 3 i AL RORE B R ] 4 A AN R Ul 08 N B9 U 15 X
¥o

HZ R 8 Pron, AHIEEEEIHRAL 1| FiE SR BN S — DLk, ALt
X TT B B A TR 8 1 oA AR AT 1

TSRS B2 AT 5 R, Horh, TS R R TR AR S i
1T77 5 et B H ISR T TR w7 v 5 B i E o, SEBLE S 9.

T E R R DA, B E0E, W SRR, fl,
VO e sl 1. 2 RN 0 3, R EEIR e Mpl T =, B, I TEE Hl iy
NEEE . BENTT 5 B e 0 AR R e 07 5 o T7 5 Bl DI s A 7] Hige i
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AR L, SKDUEFH RN FEUIINRE, KEOGE2E T AT 3 B
W, HRARERTT RS, BT LU ATT 5 SR AT RS [, AT R T 5
Z I e, B, RS RS A h, Al ASeRs DU G R e et G 15, PR 14
BB R A o

DR 801 APl A N AR e PR o

Blan, s S B os s E R A R AR G, A EAA R LA
“T5 B IR A TG E A A IR AR AR R DO SR, B R TT S Y
B, W R T5 5 A B AR

LHR 802, AP A B N PR ER A

nligth, ARAAEFERIEH TSI 5 AR, SRR G DR
PB) R ESE T2 G AN RARBRIE) M2 L. fln, 5 urgiem
BRI ERERAE A TRE R E, TEE eRRRAE T e <InnET.
B REN RN BREZ A B =R £ DR, B gD
HHE IR, I gk B 05T, CINOEE. HA R SR, 2
(K3 S N 2 Bon AR TT D B TR = 2R hn88 . B, <0 &7, < RO 5
o Adm e W NS = R R IE R, s BRAE, B TR Hh, 5B
BRI TR TR S I TG, 5 R AR A TR I R A DT A . 2%
A AR F P N ) L AR AR I T B R T 5 B AR

AUR 803, LUl 15 RHIE(S B BIE PR X R 77 & S i Y, Tl
FEBRAERT B TT 5 B At 5 08

HZRE 9 Jron, DR IEFERIE N TIERTT 5 DB, Zm iR iRk #ea
K PPG FHIEHINBITT 5 VIR (seq2seq M MI2%), THILTT & V) #b R dar 58 385 [
HE/REFALIEE, SRR, JEIE e 25 75 A0 25 K M R A o AT FR TR i B B 2K 5518
HRAE-TEEE, FETAE T ESNES.

A, SR O = A E RN B RS o B, S R > B R B e R
FAFIE, BRI EE M EOSIERE. )5, BH1EE K PPG LM —ESH & G
RPAE 1) R A BE PR RN T7 5 R B, EIE e PR A R 1 77 5 e A R i 1 5
CHEE. ZEEEARSRAES GEEE) MR, BRETREAES (EEE
PR Tl A

UYL, ARHESEES T, JTE N HTTES, B, TR, JARIEEAE.
M E WG WA TT S KA, POET, T AL STE S betE s, mT LA gy LAETT 1
NFERTT S, BRI, FEEE T 5 0

ABITER), F—J7F AN, T SO, B, BT E NI,
TIERNE, B, 5 T7 S NRIGIESES, HARR), JEARES T EME T E.

WS 10 Jon, 77 5 HMmMa R N AT S5, A7 5 8 2 B
MAFRRESRTT S, B M77 5 KRG XN, flin, 240775 B b
B 07 S B R A T TN h A O IR, S 07 S R AR TR R i A oy
ARG, MR 75 & R AR RN S 05 5 e AR Y ) B S AR A R LIORE DU 1 GG 54 R AR U 4%
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o ARG, XWTHE TS ME T S AT, IFANE A B IR E

Azt S PR R AR O TR H M AR R, 280K 58— 65 ) PPG Pk
i N\ A O I 10 T T AR, SR S S A R A tH B R, SR TR VIR IE
B IEE NG S . BTSRRI E . W SEELE S5, N T M AT S
SEBLE SRR 2 AL o VS I SRR R I T U SRR AR T R A B AT 2 IR R
BRI O ARNIREE, A NESIE S, RENIESIES

AL, KPR SR SIS 0 B, JE iR R B B ATA S
EHRIRIERAE . SR, K5 1B E I RIS — T8 & O RAAE (S 2 5 A\ B i v 5 0
SRR, I I AR e IR SR AR, TR S RS MR S i B KU AR [ .
AR, Az EREE SRMAES BB HE, HARE TRAES GB—1E)
INEEARAR

ABITER), fE AR, ES R 11A 1B Pk,

av P SRk m S e, Aimhl B OB ERIES GEEE), MY
WA] AR RS i, i AR SO R B BUB SRS 1B & . AT, &
It 7] LR AR H O .

b EF I Fe e F AR S SR KR B, &G ks
FAHETT ST G S5, B ERRTT S VMR, S Ros i KhesE,
T RIS EOE, CMHET. [N NS, S s Bon A R TS
F ST = RKhRaE, Bln: <) AROE7. “DUNaE7, i s 8, i
AT DAL 1 5 1 R

cv Ao MUAE F P A PR AR I BT L AR AR

dv AP Rl eGSR il n, BB RS R (B, s LG
RS S AR, ST SH AL E B R, St Bt E SRS
B, ZECIETNAESRAEYS (BEE) ME, BHRE rRAEE GBEE) M
VXA . B, R IR SR I IE S e A i, i i Y s AR A A P
BT, Hth— BOACESE RS RS, 8 R AASRAES CGE1EE) ME,
HAREE THNES CGEiBE) MUERE. B 1EERNEES, B 8T AEmES.

e B I E R R S ] LA BB B E R . WoR A IIE & BRI, <R
A7 SO R Bl = AN . S S s S, AR HE S 1R R IR T LR
PR . B s RSO I, S AL ER S TR S R B A . A
T EHR A, Zm R Z S B S T AR, MR SR S B e R
VELG B B AR Y, R ] 225 8% d.

NEXS T F AR I A S RS AR AT U
WSR2 Jon, ST S HAE SR, 077 5 H AN seq2seq 1

LM%%, 1% seq2seq MAME MRS IR . WD JE LIERE /1451 . AFRKTT S ¥ A1
MR GBI EAR, SENSHAR. B, 775 HHRER I 5 S E i,
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7 & H AN R VIR EUE R B FEARBUR O M AR . Hof, HIACH
DN, FR2EA5IZIU)IEHEFRIAFEE . 05 Ay g% g, #%
77 B AR B I VISR B B (B B L AR AN RIARZE , B N N I O,
PRZEN G ZAE TR R A IV E%EE . A FRE TS s RO A R U 8R4 47
2. B 12 U7 B F AL B AR 1) S 8O B AT R

A5 T7 5 RS 45 N 28 (I 2577 SREEAAE R, RS 7 B A AR o B R e SR S 2
CARTURNGLFR, A 5ME TR, BIATE Z5% [ RS o 2 A RS S R R SR B A
PIZE, G, FREEEE STFT 5HvA1S 28 =M /RFME, JHIt AR 2% 1 4 R 58 DO Mg /R e
fiE, I8 U = R ARAE AN B VO Mg /R FAEAS 21 loss (E AR FE, A W45 ) tH (1) 55 T g /R
FRE SN EIT STFT FIEAR 2IM 5 =M R IE AT LU 1F 21 loss [ S HABR AL, B 12 1%
R NRREIRBNTT A, BRI AR A (angmbs )2 ER A WAERSE) I,
P SEA SHEATER, 1 RS 2 B A RE S RHE R BUSE A R TSNS E R, AFEES
EARM I SEEH - loss [EIEAFIB N EEATIHAT (I ZREIFaFR, 24 loss {8 T FE2]—E{H,
HIEH Bk aE T e ssnt, s mss cifiesl, BIms il gie

A LA, R e B ) 77 AR BUE & R . B ANE S S RS R,
SEELNT IS B XA TS 354 . T F P A BB AL 38 )i 108 8 () KUK R A B RIT 2 A R 1 A
FEise, e, 7S EHANE SR N R, A B OR R AL S 5 1 RUE A
A7, RIS & S B0E SR . AHERHA TR B AR SIS Rt T —
PEINESE. FEMEERE 2L, LSIERARNE DS N0 & B0E S R 2%
B, TRIA AT DAAR SR N R A 3 RS A R AR B

ARHAF LG A, AT S AR B0 G AE B I BAT AT LU IR SS 28, RS a5 iiE
H A B WM ZRIT G, & BRI . SERRN A, 2B S AR EEE Mg N E
T APP 1, WIiZ APP BRI I# S APP %5,

BTSSR T A AT T U, 12 RIE 13 PR, T IANZITEN R E S
BB 1300 BT UL, B ERSEE AR BNEBL 1320, AbEERIER 1310, FREUREBL
1330, B 1340,

FNIEH 1320, A TRCH PN SOEPRRME, TR OA B E T EHE S
B (AR

AbFRAEH 1310, FTARYE Fridim ABEEL 1320 ) Ard e sk B B M 2 AP P
TP AR, BTk 2 MR AR KU AL i al, 77 5 R i SRS 5 1 o e

FREUBEERL 1330, FH T IREUFREE e (1) 55— 15 5

AFEAEERL 1310, B THREXFTIATREUELE 1330 FREX BB AT IR 55— 55 MARES B
WG TR S — 5 FRHIES BN FTIR B AR s O B B AR S & 4 4, dit frid B
T B 00 TR 8 T e 4 i D B B

AR 1340, A FHH S ES.

FE—ANAERSEI T T, Frid b FEAREL 1310, IEH T EBITR S —15 B N BG5S 45
FEFREUAEAL, e B iR 15 S AR SR B AL SR B PR 5 — 15 & 1 R G I M2 PPG F#1E; A
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A PPG FFEH TRE A —EENARGE.

FE—AAERSEELTT A, YAk BRGSO RS e i, Bk B ARiE & 4% 4
XA 284 Ay IR 2 40 X 4 I, RS 2 400 T 85 L 58 IR 43 3 A PR R 5 A 7

PR IREAE R 1330, FAT3REUAH TR EU RIS HFRAE 1 58 =i s

PR AL IEAEER 1310, 38 A T8 BTk 58 =08 S N\ 20 RS 7 L, Jd ik Fnid RS 43 5
R 2385 BT i 85 = V8 35 (1) RS 1L 5

Frid AL FEARER 1310, 36 T4 it RAS EFAE A5 — 5 3 HEFE S B\ BE SRS 1
RBHTRE, BRIATRE .

FE— AR SEBLT A, A RAS R R 5 — ik, Frid st afl 2474
1k

P b AR 1310, 8 T1 ATk 55 =185 5 N 20 RS 2 A0, Jl it ik UG 43 55
PEAREFTIA 88 =B & P A —RHEM A & TR =B S MBI FRER USSR, Gl
Tt BT AR AIE SR BB A BB R R A 11 1A 55

B NA s 1320, b AT HCH 3N I BTIA 2 A>T AE FF AN BT 1 AE AL
H#H;

Frid Ab3BAEH 1310, &M TARAEFTIA S —R-IEM M =, Fridf NBEE 1320 B2l i) &
A IR AL ) 18] B B SR BT 4 AE B 1 58 BT id 58 =383 1) RS R AE

E—ANAERSEI T T, Frid b FEAREL 1310, IS TR — 4R e M B AL
SKERAEN, BB FRE R 1R 2 &S HO N BCE [ IR B 4 N\ 2 BT id 2 SkivE & o 45
R, I TR 22 Sk B 77 45 e it T IR B = ) RS RRAIE

FE—ANALE R SEIL T Z0 A, R FREAE B 1330, 38 A T4 7 i N OASAR 3% FF 4 1
B St e PE Ve T8 9 HARBEAR s SREXBTIR B ARARAR N LA S &, AT B bRisip xf
NEE SRR SE =& .

AR SEBT R, PrdSREUE e 1330, 6 TS s NS =18
B, TR EEAE WG ARE S, RS ik A SRS — il AR R
Ao

FE—AAER LI R, Ak BAs i SO 77 5 Hs s, ik B ARG & 5 )
BONTTE ARG B AL FEAEER 1310, T A S 5 FRHIES BRI BT 5 #
Bz, JEILFTIRTT B N HTIA S —E S, R E EENE T EES, A
BREEERNE T ENEY.

E—ANAERSEBLT R, Frid T S MBS aRE LN T 5 B, 80N 5%
BT T W A R R L 4077 5

P S NAEER 1320, 36 FH T 8200 H P N IR IE PR

Frid A FEAREL 1310, M T4 55— 155 FORRIESS AN B FTIR B E X BRI 77 5 5%
B, I PR PR E X R 7 B L R T S TR 5 B .

FE—ANALE R SEI T 20, Frid A FRAREL 1310, I T FTid 55— 1835 i N\ B XA 2
BIREAY, I IR KU 43 B AR 43 PO S 1 B RS AR 5

P b AR 1310, 38 F T4 Ak 55 — 1535 16 XS RRAE AT IA 55 — 18 & U4FE (S B
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NBTT 5 e g, ML PTATT 5 M iR 5 —iE S, Prid s i R —
B RS

FE—ANAERISKBLTT A, Fridss— & NmsiEs, Mg B AR B A OiE &1
SRAEIC,  PTiR B RS R R R 4 i G S AR A

Pk A FEALER 1310, 38 F TR I 55— 1 3 AOAFAE TS S5 50\ B I A 2O0) 2 Fry i 5 4
SRR, SRR SRR SR e, RS RS NI R

FE— AL RT, AL 1310, EH TR Pk 55— 15 & i A\ B XA
SRR, G TR RS o AR o B i 5 1 1 U AL s

Pk A IR 1310, 38 TR T 58— i & 9 RIS RFAE M BId 55— 15 & RO AEE B
ABIFTAE S5, I A v S i s A e PInA 58 e, RS e E NG
BB RS A .

FE— ARSI TT 3, Pk IR B E 1330, B H T HCE — U 1l NS NPTk 58
—iEE BE, AAHIAEAE SRR A S e .

FE—AAlRERY UL, ARERRESR 1310 AL —MCEALE, AbEAL E K DhEEn] DU
73 B T A SE TR

R, AbIE G B AT RE T AR B A O RS E . DR, AR FERAEE AT LA AE
g a AL H S, Moy, fFAESM T ENREY, LESSBUFAT M2 TG r
FAEF?, PASRAT HER D T7 RS 61 o At A R AR FEAT/BD 3R

AL, ARFEAEE R DML IR A . M T AR TSR A A A T AL B E
bb, AbIRESIEN A/ 2 SR AR, PASBUF PATAEAE 2 th A7 I T SRR o

AL, PrRARERACE A L AEE AR, B A B AR .

NIRRT, ARHE GRS R S, ESRE 14 B, %00 B

B st B AT AR B W28 I 2% Ab R 2% 140 (neural-network processing unit, NPU) , NPU
TENME RS F]F CPU (host CPUD [+, Hi Host CPU A ET45. NPU KIRZ L4 A
& S 1403, I REGIAE 1404 $H01E 5 LS 1403 $REUFiE 25 H BHE MRS 31 04T IR
B,

fE— sl A, IEE AR 1403 WHEREZ AT (process engine, PE) o 48
SEPLH, G 1403 & 4ERKSIREY] . J2H HEE 1403 i8] BLE —4ERK BN ME T B RE
PATH W FRIEFIMNZX N e E R e 4k . /£, e 1403 &
18 FH R R AL R 2

24 RUL, BURE RN A, BUERERE B, fH AR C. I8 5 B WU E A7 £ 2% 1402
I B AR EE, JFRA A g4 PE L. aH g N A/ igds 1401
IR R A 25 55 B #HATHE MRS E, 19 BIM A R 45 REUR A SR, RAFAEEM
2% 1408 accumulator #7.

Gi—AEfEdE 1406 FHT A7 80 NEEE DU AU o DU EUR B A7 i R T Uy i)
FEH] %% 1405 (direct memory access controller, DMAC) # iz 2B E A7 fig 75 1402 #. Fi
NEHE s DMAC #6s 2 40— 47 fif 45 1406 1.
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BIU 4 Bus Interface Unit R, SZ&E211550 1410, HT AXI 5485 DMAC FHEUEAF
fit #% 1409 Instruction Fetch Buffer 38 H..

S FET T 1410 (Bus Interface Unit, 8788 BIUD , H T-EUB/-iE 4% 1409 MAMEAT
MERSIREAR A, W TAEAE A TT V) 0 P61 28 1405 M AN EAEAE 23 3R BUM N SR I A BB E
FEFE B 1R

DMAC = #H T #4725 DDR H BN BE 0z 25— /7 25 1406 BUE B E 2L
Pz BB E AT Ay 1402 7 BOR S N B0 B0 s B4 A7 B 4s 1401 .

FETE TG 1407 2 MEHE AT, 7R ZEEN T, Xz & A rd s ot —
AR, g, mEN, B R, MEUEHE, KR/NESESE. FEMT LM T
HEEPUFC EME &, it (pooling) , #kIH—1k (batch normalization) , J&MA R
J9—4t (local response normalization) %%,

FE— s Rl , (A1 B TSI 1407 BERFZCALEE 1% H I H EA/76E B 58— 2247 2% 1406,
B0, HETHE I 1407 AT LLE AR R AN H Bia B R 1403 %, Bt BUE R
&, HUAERBEEE. /£—%siid, mETEET 1407 ARA—E. A IFHE,
B F A ARSI A, Rh IR A H G 1A R R FAE RIS S 1403 BRI
B0 T AR 2 X 2 (9 J B2 2 A

P52 1404 EER R 7642 (instruction fetch buffer) 1409, FH T /A iEH]2s 1404
(L0 ERy

G—ATfiEdy 1406, FINATAESE 1401, BUEAFAERE 1402 DUAEUR ZHERS 1409 N
On-Chip f7fif#s. SMAFMERRAAE T 1% NPU BE/F 24

H, RHEH, EEFHERIUER . K& S, Z2REREN . & TFHRERR
M, Seq2seq PR M F M gmtS )2 MEASENTE R NG 77 5 55 g ams
R RS &2 e AT DA s LG 1403 BiR 2T E R TT 1407 $UAT .

B 1403 BiM R HIT 1407 THEASRISHE (WE—S8E) , £ CPUHT
BEEUATIR 2 >— NEAE R TR R T ML ST . ATA5 L AT bk J7 72 S 1] wh £ i Bl g4
THIT7E.

EZSRE 1S PR, RARKBISEHALIERAL T 5— Mg Sk, Wi 15 s, U8
7 S AR HE S A D 1, BARHORANAT RGN, B S AR HE L) 7k .
BE A E N DO, 1 2ann] DUAFAL. PR, i, HERFRSE, &
i AR AL 6

B 15 7 R A2 S5 2R Ok B S ] R L i 25 AE DS O AL S8 S AE . % ] 15,
FHEHE: S0 (radio frequency, RF) HLE% 1510, fEAE2S 1520 A HIG 1530, TR
TG 1540, EAHLEE 1560, AbIEAT 1580 LA HEIR 1590 Z55RAt . ARGUREAR A 7 n] LAEAE,
Bl 15 FoRH TG IEA R BT FHLRI R 2, 7T LAVEHE LE R T8 2 308 D 19304, 3%
T HGHLGEA, BEE AR R E .

T A K 15 X FHLE S BT BAR K48

RF Hi% 1510 n] FI Tk (5 BEGETEEFE S, (55 MR IE, Feilth, REuiRY
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TATE BRRUSE, AAbTREE 1580 AbHE,

R 1520 W] H TG A RE e LA, Ab3EL3S 1580 I s AT /F (i fE A7 fifi 4% 1520
VAR FE T AR, T PRAT AL PRI RE R DL B A B . /76iE 3% 1520 Pl -2
B ERE T X AAEBAEIX, Hd, AR XA E8EIERS. 20— DN UIReiEr
NAHFRP (bt S Eoheess) . dobh, 17548 1520 nT DU HE Sl B LT BT g 2 »
W] UALHEAE Sy R A RS, Bl /b — NRIELAAE R E . INAF 2. B th 5 S P [ 265
el 2 YU

FINETT 1530 A H TGN ZBFREE, DA ES T 15 E &
DhRed= A R MBS SN . HAkH, SNSBIT 1530 Al Al mER 1531 DA H A4 A
WA 15320 fdRTMAR 1531, HFCONAEIEE, AT - /2 BRI (i fE (bbin
PR F4E . B SATATIE A AR E AR AR 1531 FB/EAyE AR 1531 BT
), FEARIE TG B e R KB AH B R B . PR, AdSTHAR 1531 ) A4 ik
PR 02 AT g | 2R N 0o orP, ARG I A I A P R AT A, IR ARSI
BT RIG S, BE AR A A Al h 2 MALBG I 2E B (5
B, IRB e i AR, S AL TR 1580, JFREEEIALIEES 1580 AR A M
PLHAT » B& T S TEAR 1531, HI0 1530 ] DLALRE Hofh 4 N 4% 1532, HAkdh, H
fi A N A% 1532 ] VRS EAR T B SEAL . shRbsd (Lhind Sl . Fosies s,
BUBER, RAR. BRSSP FEE .

AHIEF, HFINEIT 1530 A THRUECH RS RElE, flan, BAOERRIES.
B 13 A AR 1320 B DRE R BLHH i 5 AN 27T 1530 SRBAT, B3, 8] 13 R EREUELER 1330
(1T BERT LA ZH N 578 1530 SR3UT

BINEIT 1540 A AT SoR HAH NG BEER M - 1915 B DL F LRS- Pk
B, BoNHIT 1540 nlAFERIRER 1541, AlER), AT RURHE BR48 (Liquid Crystal
Display, LCD). AHLARE % (Organic Light-Emitting Diode, OLED) 5/ kAL & &
AR 1541, #—0 0, AddEmiR 1531 PIEE DR ER 1541, SAETR 1531 fai 2]
76 BT AR A T, A5 36 20 b TR 2% 1580 LUK SE fi 85 S 2678, B s Ab TR 2% 1580
MR A A () R BUAE BoRTHAR 1541 FARMEAH Rt . BARAEIE 15, il AR
1531 5 RMHR 1541 ZAE AP BAL AR SEIFHL B AT RN T Re, (& E Rt
SEHEG A, AT RLR TR 1531 5 IR R 1541 SR sSEELFHLAY S AN A H 2 e

AHIEF, BRHEIT 1540 AT BRTIES G M E 6A Bl 6B, Bl 11A F1E
11B #7x i [) APP F1H .

HAMHEEE 1560, 725 1561, f£7 8% 1562 W RMIEH P S FHLZ MK S0 . S50
HLE% 1560 Al B S IR H i 5 iS5, BRI 2 1561, HE5 4 1561 %
BonmEEE SR BT, AR 1562 BNEN S SESHEAEES, HEME
P8 1560 S0 fa Fe o g AU, B S R S HH Ab EE 2% 1580 AbFER S

AHIET, HAAHEE 1560 MWIT4E 528 1562 SIS — U is AWE—ES, E, Bk
FUEAMBE =ES. s 1561 AT AEZ FRE EE, i, F 85k
KA G ES, B, BB E AT B RRmEY, B, B oEENEENmEN
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EG. #Ees 1561 TS iEs.

FE—AATRERIBETE AR, B 13 AP AR 1340 [ThRETT L7 8% 1561 KH4T .

AFRER 1580 SEFALIIRMGIA O, RIS FE: DR MERBEN FHLR S A5, W
T E AT AAEEAT A 1520 PN I EPFFR T /B, DL A7 i fE A7l s 1520 (9
(B, AT FALR S A ThRe A AL A, xS FHLEAT B AR I 3% . A&, AbFE2E 1580
AaFE A EEZ A E .

FHILAFRL SAFA AR YR 1590 CEbamib), AUy, s ar LT s s
ARG5S 1580 EHEAME, MMET HIEEE ARG LIEERE ., BOE. PLERIhFE
EIERE.

RERRH, FHGER AAFERE KL WA BEIEE, A HER.

AHER, TR ARAT 8 R T 18 2 4 BT IR b 2R 2R PAAT I SE TR B % 57k S it 441
PRI BAT IO T, HARRI S ) R 25 77k seie il 8, thAb A AR .

2 FR SR ) FP R SR A — R S LRI SR A B, i RN S R AR A R
77, AR LIBATR, AFAS TSR NLAAT QORI 7 SE A R A 1 T 1 A 1 A BT
PAT R IK

2 HUE S O SR A — R AR T AUV 77, S AT L AT R, (E RS
AT WIHTIR 25 7772 SE R HE A 1R 77 32 2 m B AT D 3R

A HE S R PR — PR RS, PRI RAOFELE RS, Frid b i g T

EONPAT Q0RT IR 7575 St ) 80 1) 7 1 v & iy 1 4% BT HRAT 1R 0 3R

e — MR T, iR E N NS I, AR AbE BT E
TG, FTRSbIR BT AN el DLag Ab RS, B A ool ] DU s A\ g L B B
PESE o AZALH HIT A AT A ROTAEE T BN HAT AR S, DM om i 5.8 7 BT Bk
FTTHAERE BN ELIEE Tk ATk, Fridfrfs fochind & 8 W RAEigRoT, W
BATE s AT, PRAEE B IE 7T DL B 8o P AL T B o8 1 AR 47 i BT,
REA7itds (read-only memory, ROM) B P (7l #1515 S AT A 10 HA SR A () 50 S 2 1k 1
%, BEVIATFEATAESS (random access memory, RAM)%E,

Hep, B AMRRIE LIRS, AT RSN EA RIS (CPUD, TIALIRES, HrE
N EE R L Capplication-specific integrated circuit, ASIC), B—MEZAH T#EH Lid
7 MGG JT VAR R P AT I AR L%

T T8 AU I H AR N R AT DU R 1 g3, SRR T AR, B HIA RG, 2
BT BAE TR, TS BRI LK b 0t SO R, AR AN E30A .

FEARHIE TR UL R LA S0 T, ROZFRMR), PraiEi R, REEMI7E, #LuE
HHEMTT LI Fan, DL Rk 2 B SEi U R R, #ilan, Bk T
Koy, NOSCh—F B Dhee k4, SRS 7] LLA SO RI 275 =, B2 A4~ Son s
] A4S A 8 P DL RLE 75— D RGBSR E ] LR, BUAAT. B—, i
ANBC VO A L2 1R) B RS A B LR A B (5 1 4 ] DLl — 2z 1, 3% E B T (A
PG BUAFIER:, nTRU& e, AUREH B R .
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Pk Ay 3 B A U T ) S5 T A AR B ] LA R 3 B R, AR NS oe WoR i
R LU B ] LAE YR $on, RIR] DAL T — A7, B ] Ry A 21 24 N 25
BT b AT RARRE S Br ) 75 0 35 A 3 20 B A T B T R SR INAR S5 77 S B Y

FH, AEAHE A SEHEG] T B & D BE BT AT DR — MR B T, AT PR
AT R IRATAE, WA AT B A BL BB TR AR — N on b IR AR RO T RE
AR A R 0S8, BA] DR B D B S e B SR TN

FIT ik G 1l ) B e fn SR AR D e B e BT RS BT A S S i 7 et B B A I, 7]
PAAFAEAE— D LA A A B o B T IXRE B AR, A HERIBORTT R A0 FEi#
YA B H A TTHR B 38 70 B A AR TT 5 0 4 B B 2 7T RA LR A7 it ) T XA BN
R, AN SR D E N T, ORE TR BER — et Rl e
(AP DA NTHENL, IRSs Ay, BB MR SE) PAT A IR &S S e ) ik 77 1210 4=
B R MATAKAZ M BEss: U &, Baiiisl,. R FfEds (ROM, Read-Only
Memory). BENLFE/Zfi# (RAM, Random Access Memory). iEE & e AL SR 25 Fhm] LA
AERR AR A T

PAERrg, BLESEREBIA A A G 0 R D7 %8, miARxS HeR Al R S IETE
SETEAS A RIS HEAT 7 VAR U], AU R AR N SR 2 A HARSR T LA R
SR PR B EORTT RBAT B BEE X H B BORSHEREAT S [ 8 e X 2es
BECE B R, ANV BRI T S8 A 5T 2 A A A SR 6 5 R T SRS AT e
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