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I. INTRODUCTION 

Cisco Systems, Inc. (“Petitioner”) hereby petitions for an inter partes review 

(IPR) of U.S. Patent No. 9,313,101 Patent”, EX-1001).  Petitioner respectfully 

submits that Claims 1-6 (the “Challenged Claims”) of the ’101 Patent are 

unpatentable under 35 U.S.C. §103 in view of following ground: 

Grounds Claims Basis References 

Ground 1 1-6 35 U.S.C. §103 Mo in view of Peng 

This Petition demonstrates by a preponderance of the evidence that there is a 

reasonable likelihood that Petitioner will prevail with respect to at least one of 

these claims.  Accordingly, it is respectfully requested that the Board institute an 

inter partes review. 

II. OVERVIEW 

The ’101 Patent is directed to a method of setting a traffic control policy in 

which a time of day is determined and used in combination with packet header 

information to execute the traffic control policy.  EX-1003 ¶27. 

FIG. 1 of the ’101 Patent illustrates one embodiment of an architecture for 

performing a time-based traffic policy.  A time-based policy is set at a policy 

server (PS) 100 (blue) and can be executed in policy execution equipment (PEE) 

300 (red) via a policy management system (PMS) 200 (green). EX-1003 ¶28. 
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 However, it was known to set a traffic control policy in which a time of day 

is determined and used in combination with packet header information to execute 

the traffic control policy.  For example, the Mo reference discloses setting a traffic 

control policy that provides for quality of service (QoS) based on a time of day in 

combination with packet header information to execute the QoS traffic control 

policy.   EX-1003 ¶29. 
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FIG. 1 of Mo illustrates an embodiment of an architecture for implementing 

a time-based traffic policy for QoS based on the 3GPP specifications that was very 

similar to the architecture described in the ’101 Patent:  

 

EX-1003 ¶30. 

The Peng reference describes the flexibility provided by the 3GPP 

architecture that allowed the traffic control policy to be executed at the Policy and 

Charging Rules Function (PCRF) 106 (blue) or the Policy and Charging 

Enforcement Function (PCEF) 104 (red). EX-1003 ¶31. 
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Thus, the Challenged Claims are unpatentable over Mo alone, or in view of 

Peng. EX-1003 ¶32. 

III. GROUNDS FOR STANDING 37 C.F.R. § 42.104(A)  

Petitioner certifies that the ’101 Patent is available for inter partes review 

and that Petitioner is not barred or estopped from requesting an inter partes review 

of the Challenged Claims on the grounds identified herein. This Petition is filed 

pursuant to 37 C.F.R. § 42.106(a).  

IV. REASONS FOR THE REQUESTED RELIEF 

As explained in §§II and IV-V of this Petition and in the attached 

Declaration of Petitioner’s Expert, EX-1003, the subject matter claimed in the ’101 

Patent was obvious over the prior art to a person of ordinary skill in the art 

(“POSITA”) at the time of the purported invention. 

A. Overview of the ’101 Patent 

The ’101 Patent is directed to a method of setting a traffic control policy in 

which a time of day is determined and used to execute the traffic control policy.  

EX-1001 1:15-20.  The ’101 Patent describes that one problem in the prior art is 

that traffic was typically controlled based only on the information in a packet 

header, such as the 5-tuple (source IP address, destination IP address, source port, 

destination port, and protocol) or 7-tuple (source IP address, destination IP address, 

source port, destination port, protocol, input port number, and signature).  EX-1001 

1:21-38.  The ’101 Patent describes that such a policy limited the control of 
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network traffic.  EX-1001 1: 40-43.  As a solution, the ’101 Patent proposed 

controlling network traffic by adding a time condition to policy settings that 

controls traffic.  EX-1001 1:48-52. EX-1003 ¶33. 

FIG. 1 of the ’101 Patent illustrates one embodiment of an architecture for 

performing a time-based traffic policy.  A time-based policy is set at a policy 

server (PS) 100 (blue) and can be executed in policy execution equipment (PEE) 

300 (red) via a policy management system (PMS) 200 (green). EX-1003 ¶34. 
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 A network service provider uses a policy rule management module 111 to 

set a time-based policy.  A time-based policy may combine information (5-tuple, 

7-tuple, etc.) that is included in a packet, a traffic flow form, and a time condition. 

For example, in a specific time zone, a policy that allows traffic of a specific IP 

address may be set, and during a specific period, a policy that determines total 

traffic that uses a specific port or address may be set. The time-based policy that is 

set at the policy rule management module 111 can be converted to policy 

management system transfer syntax at a policy decision point (PDP) 120, and 

transmitted to the policy management system (PMS) 200. EX-1001 3:8-33. EX-

1003 ¶35. 

The PMS 200 stores the received time-based policy at a database and 

synchronizes the time-based policy in real time. The PMS 200 parses the received 

time-based policy to a structure appropriate for the PEE 300, and transmits the 

parsed time-based policy to each PEE 300.  EX-1001 3:36-42. EX-1003 ¶36. 

The PMS 200 is connected to the PEE 300, which is described as hardware 

that executes a policy that controls traffic.  EX-1001 3:33-35.  As the time-based 

policy is executed in the PEE 300, a time condition is reflected to a traffic control 

and thus a related application service can be provided.  EX-1001 3:48-50. EX-1003 

¶37. 
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The ’101 Patent describes that the step of determining an execution time 

point of a time-based policy to which a time condition is reflected may be 

determined at the PS, the PMS or the PEE. EX-1001 3:51-53. EX-1003 ¶38. 

The Patent issued with six claims.  Independent Claim 1 is directed to 

determining if the execution point of the time-based policy has arrived at the PS.  

Independent Claim 3 is directed to downloading the time-based policy at the PSM.  

Independent Claim 6 is directed to downloading the time-based policy at the PEE.  

EX-1003 ¶39. 

B. Prosecution History of the ’101 Patent 

The ’101 Patent issued from application 13/645,090, filed October 4, 2012, 

and claims priority to Korean Patent Application 10-2012-0040556 filed April 18, 

2012.  EX-1001 (21-22). 

C. Priority Date of the Challenged Claims 

The ’101 Patent claims priority to April 18, 2012.  EX-1001. This Petition 

assumes that date as the “Priority Date.” 

D. Claim Construction 

Petitioner proposes that each claim term in the Challenged Claims be given 

its plain and ordinary meaning in this proceeding, and that no specific construction 

of any claim term is required because the prior art relied on in this Petition meets 

each of the claim terms under any reasonable construction. EX-1003 ¶41. 
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E. Level of Ordinary Skill in the Art 

A Person of Ordinary Skill in the Art (“POSITA”) in April 2012 would have 

been someone knowledgeable and familiar with network traffic policies.  A 

POSITA would have gained knowledge of these concepts through a mixture of 

training and work experience, such as by having at least a bachelor’s degree in 

electrical engineering or computer sciences, or related field, and at least two to 

three years of training or additional work experience in the area of network traffic 

control.  Additional hands-on and design experience could compensate for less 

formal education, and vice versa.  The knowledge and skill of a POSITA is further 

reflected in the prior art references themselves, as well as the State of the Art, 

discussed below.  EX-1003 ¶42. 

F. State of the Art 

This section describes the state of the art as of the Priority Date.  This 

section, and the expert testimony and documentary evidence cited, provide 

additional factual support for the general knowledge, common understanding and 

skill of a POSITA at the Priority Date.  This section provides additional factual 

support and motivation to modify and combine the teachings in the references, and 

further demonstrates why doing so would involve a reasonable expectation of 

success.  EX-1003 ¶43.   

1. It was known to centrally determine time-based policy 
execution at a PCRF and to execute the schedule at 
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enforcement nodes using standardized “time-of-day” 
procedures 

By 2012, the 3GPP Policy and Charging Control (PCC) specifications had 

standardized explicit “time-of-day” mechanisms that allowed a central Policy and 

Charging Rules Function (PCRF) to determine when a policy should take effect 

while relying on local clocks in enforcement points to execute that timing. In 

particular, 3GPP TS 29.212 defined the Revalidation-Time Attribute-Value Pair 

(AVP) (AVP code 1042), which specifies the Network Time Protocol (NTP) time 

before which the PCEF must re-request PCC rules and causes the PCEF to trigger 

a PCRF interaction upon a REVALIDATION_TIMEOUT event, thereby enabling 

the PCRF to centrally schedule a future re-contact by the enforcement node. See 

EX-1006 §5.3.41. The same specification defined the Rule-Activation-Time AVP 

(AVP code 1043), which indicates the NTP time at which the PCEF must set a 

PCC rule active, and the Rule-Deactivation-Time AVP (AVP code 1044), which 

indicates the NTP time at which the PCEF must stop enforcing a rule; critically, 

the specification expressly states that “PCC Rule Activation or Deactivation will 

not generate any CCR commands with Charging-Rule-Report since PCRF is 

already aware of the state of the rules,” confirming that local time-gating at the 

PCEF produces no additional control-plane signaling at the moment of transition. 

EX-1006 §§4.5.13; 5.3.42-43. The 3GPP-MS-TimeZone AVP, if available, may be 
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used by the PCRF to derive the Rule-Activation-Time and Rule-Deactivation-

Time. EX-1006 §4.5.13. EX-1003 ¶44. 

The same time-of-day procedures were mirrored for the Bearer Binding and 

Event Reporting Function (BBERF) over the Gxx reference point.  EX-1006 

§4.5.13. The 3GPP PCC specifications expressly provide that if the PCRF includes 

Rule-Activation-Time and/or Rule-Deactivation-Time when provisioning PCC 

rules to the PCEF, the PCRF shall set the same activation and deactivation times 

when provisioning the corresponding QoS rules to the BBERF, and that the 

BBERF shall set the QoS rule active or inactive after that time. EX-1006 §4a.5.13. 

This ensured consistent local-time gating across both enforcement points while 

keeping the timing determination centralized at the PCRF. EX-1003 ¶45. 

The PCC stage-2 architecture in 3GPP TS 23.203 positioned the PCRF as 

the policy decision element and the PCEF as the enforcement element, while 

allocating the Event Reporting Function (ERF)—which performs event trigger 

detection and reporting of occurred events to the PCRF—to either the PCEF, the 

BBERF (if applicable), or the TDF for solicited application reporting.  EX-1007 

§6.1.4. The standardized event triggers included time-contextual triggers, including 

UE_TIME_ZONE_CHANGE (Event-Trigger value 25), which caused the PCEF to 

report a change in the time zone of the UE’s current location to the PCRF along 

with the new value in the 3GPP-MS-TimeZone AVP, further confirming that, as of 
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the Priority Date, the PCRF centrally selected time schedules while enforcement 

nodes executed those schedules with local clocks and reported relevant time-

contextual changes.  EX-1004 §5.3.7. EX-1003 ¶46. 

2. It was known to perform policy determinations at 
enforcement nodes to reduce signaling, supported by 
“outsourced” versus “provisioned” policy models 

Before April 2012, it was also known that some policy determinations could 

be performed at the enforcement node to reduce control-plane signaling and 

decision latency. EX-1003 ¶47. 

For example, the IETF policy framework (RFC 2753) defined a Policy 

Decision Point (PDP) and a Policy Enforcement Point (PEP), with two 

complementary execution models: in an “outsourced” model, relying on the COPS 

protocol (RFC 2748), the PEP requests and receives per-event decisions from the 

PDP over a stateful, reliable channel; in a “provisioned” model, using COPS-PR 

(RFC 3084), the PDP proactively provisions policy data—organized in Policy 

Information Bases (PIBs)—for the PEP to enforce locally until updated. EX-1008 

§4 (pp. 5–7); EX-1009 §§4.4–4.5 (p. 32); EX-1010 §1 (pp. 3–4). RFC 3198 

standardized the terminology for these constructs, defining “outsourced policy” as 

an execution model where a PEP delegates a decision for a specific policy event to 

an external component and “provisioned policy” as an execution model where 

network elements are pre-configured, based on policy, prior to processing events, 
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with configuration pushed to the network device. EX-1011 (pp. 7, 11–12). Mapped 

to PCC, dynamic PCRF-provided PCC rules delivered over Gx correspond to the 

outsourced model, while predefined PCC rules residing at the PCEF that the PCRF 

merely activates or deactivates correspond to the provisioned model. As of the 

April 2012, 3GPP TS 23.203 and TS 29.212 supported both patterns: the PCRF 

could install dynamic rules using a Charging-Rule-Definition AVP within a 

Charging-Rule-Install AVP or activate predefined rules by referencing them within 

a Charging-Rule-Name AVP, and the PCEF could be provisioned with the event 

triggers and attributes needed to operate with minimal further roundtrips. EX-1007 

§6.2.2; EX-1006 §4.5.2, §5.3.2. EX-1003 ¶48. 

The same split-placement logic extended beyond pure timing to detection 

and metering. It was known to localize service-instance detection and usage 

metering at the PCEF, while keeping arbitration and rule synthesis at the PCRF, 

thereby reducing per-event latency without sacrificing cross-session consistency. 

EX-1006 §4.5.2.5. The 3GPP usage-monitoring control in TS 29.212 §§4.5.16–

4.5.17 standardized this cadence: the PCRF requests monitoring by providing 

Monitoring-Key AVPs (EX-1006 §5.3.59) and threshold values within a Usage-

Monitoring-Information AVP (EX-1006 §5.3.62) and by subscribing to a 

USAGE_REPORT event trigger (Event-Trigger value 29, EX-1006 §5.3.7); the 

PCEF measures traffic and reports accumulated usage when a threshold is reached, 
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the PCRF explicitly requests a report, or when the last PCC rule associated with a 

monitoring key is removed. EX-1003 ¶49. 

3. It was known to enforce time-based conditions at the edge 
with synchronized device clocks and to distribute policy 
control across servers when needed 

As of April 2012, it was well-known to evaluate time conditions locally at 

the edge using device clocks and to rely on the Network Time Protocol (NTP) for 

clock discipline. Enterprise routers implemented time-based access lists that 

permitted or denied traffic during named absolute or periodic time ranges, an 

approach that minimized central signaling but required accurate, consistent device 

time to avoid configuration drift and inconsistent behavior across the network. EX-

1012 pp. 1-4, 6-7. NTPv4 specified the synchronization protocol, on-wire 

timestamp format, and clock discipline algorithms used to keep network devices’ 

clocks within microseconds to milliseconds of reference time at practical poll 

intervals, thereby supplying the time substrate for reliable edge-local evaluation of 

time conditions.  EX-1013 §§1, 4, 10–11. EX-1003 ¶50. 

At the same time, it was known to distribute policy control across multiple 

servers when load, domain boundaries, or governance considerations required it, 

while coordinating timing across those servers. For example, inter-domain policy-

server designs exchanged policy control information that included explicit start and 

release times for QoS controls and performed regular time calibration among 
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servers, again assuming disciplined clocks for time-sensitive policy activation. EX-

1014 [0016]– [0017]; [0026]; [0034]–[0036] (setting time information, start time 

(304a) and release time (304b), and time calibration process using NTP). EX-1003 

¶51. 

It was also known to combine central policy intent with edge execution by 

translating high-level, device-independent policies into device-specific rules and 

provisioning them to heterogeneous enforcement devices using standardized 

control channels. QoS policy systems performed this translation and distribution 

using COPS and COPS-PR (EX-1009 §§4.4–4.5; EX-1010 §1), enabling central 

administrators to specify, adjust, or schedule policies—including time-conditioned 

ones—while relying on edge devices to classify, mark, queue, and police traffic 

according to local device capabilities. The DiffServ service-class configuration 

guidelines further documented the operator practice of provisioning class-based 

QoS enforcement at edge devices, and recognized that high-precision timing 

streams such as NTP itself warranted careful class treatment to maintain clock 

accuracy. EX-1015 §5.2. EX-1003 ¶52. 
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EX-1015 Figure 4.  
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4. It was known that PCC operated at the service data flow 
level, with the PCRF provisioning authorized QoS to the 
PCEF for enforcement at per-rule, per-bearer, and per-
APN granularities 

The PCC architecture operated at the granularity of individual service data 

flows, each identified by a service data flow template composed of service data 

flow filters. 3GPP TS 23.203 specified that a service data flow filter may “be a 

pattern for matching the IP 5 tuple (source IP address, destination IP address, 

source port number, destination port number, protocol ID of the protocol above 

IP),” with values left unspecified in the filter matching any corresponding value in 

a packet. EX-1007 §6.3. The specification defined an IP-CAN bearer as “[a]n IP 

transmission path of defined capacity, delay and bit error rate” and defined a 

“binding” as “[t]he association between a service data flow and the IP-CAN 

bearer…transporting that service data flow.” EX-1007 §3.1. The binding 

mechanism associated each service data flow, defined in a PCC rule by means of 

its SDF template, to the IP-CAN bearer deemed to transport that flow; as the 

specification stated, “[t]he binding mechanism is the procedure that associates a 

service data flow (defined in a PCC and QoS rule, if applicable, by means of the 

SDF template), to the IP-CAN bearer deemed to transport the service data flow.” 

EX-1007 §6.1.1. More specifically, the bearer binding step created the association 

“between service data flow(s) and the IP-CAN bearer which have the same QoS 

class identifier and ARP,” meaning that SDFs sharing the same QoS class were 
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grouped onto a common bearer. EX-1007 §6.1.1.4. Once bound to a bearer, the 

PCEF enforced the authorized QoS and mapped it to access-specific parameters; in 

the specification’s terms, “[t]he authorized QoS information is mapped by the 

PCEF to IP-CAN specific QoS attributes.” The specification further defined the 

authorized QoS at the bearer level as the combination of the authorized QoS of the 

individual service data flows carried on that bearer: “[i]n case of an aggregation of 

multiple service data flows within one IP-CAN bearer (e.g. for GPRS a PDP 

context), the combination of the ‘Authorised QoS’ information of the individual 

service data flows is the ‘Authorised QoS’ for the IP-CAN bearer.” EX-1007 §3.1. 

Thus, the IP-CAN bearer served as the transport container for one or more 5-tuple-

identified service data flows, the bearer’s QoS was derived from the aggregate of 

those flows’ individual authorizations, and the PCEF applied the SDF templates—

i.e., the 5-tuple filters—on a per-bearer basis to detect which packets belonged to 

which service data flow. EX-1007 §6.2.2. EX-1003 ¶53. 

The Gx protocol specified how the PCRF provisioned these policies to the 

PCEF. 3GPP TS 29.212 §4.5.2 provided that “[f]or each request from the PCEF or 

upon the unsolicited provision the PCRF shall provision zero or more PCC rules,” 

using either a PULL procedure (in response to a PCEF request, via a CC-Answer) 

or a PUSH procedure (unsolicited, via an RA-Request). EX-1006 §4.5.2. At the 

per-rule level, the specification stated that “[t]he PCRF can provide the authorized 
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QoS for a PCC rule to the PCEF” and that “[f]or a PCRF-provided PCC rule, the 

‘Authorized QoS’ shall be encoded using a QoS-Information AVP within the 

Charging-Rule-Definition AVP of the PCC rule,” with the mandate that “[i]f 

‘Authorized QoS’ is provided for a PCC rule, the PCEF shall enforce the 

corresponding policy.” EX-1006 §4.5.2.4. EX-1003 ¶54. 

The PCRF could also provision authorized QoS at broader scopes. At the 

APN level, “[t]he authorized QoS per APN shall be provisioned at RAR or CCA 

command level using the QoS-Information AVP including the APN-Aggregate-

Max-Bitrate-UL AVP and/or the APN-Aggregate-Max-Bitrate-DL AVP.” EX-

1006 §4.5.5.7; §4a.5.10.3. At the IP-CAN bearer level, the QoS-Information AVP 

indicated “the authorized QoS for…an IP CAN bearer (when appearing at CCA or 

RAR command level),” and “[t]he Bearer Identifier AVP shall be included as part 

of the QoS-Information AVP if the QoS information refers to an IP CAN bearer 

initiated by the UE and the PCRF performs the bearer binding.” EX-1006 §5.3.16. 

Mo expressly noted these multiple scopes, observing that the 3GPP specifications 

provided authorized QoS “at the Internet Protocol Connectivity Access Network 

(IP-CAN) bearer level, at the QoS Class Identifier (QCI) level and the service flow 

level,” confirming that a POSITA understood the PCRF’s authorized QoS as 

operating across a hierarchy of granularities before the Priority Date. EX-1004 

[0004]. EX-1003 ¶55. 
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5. It was known that the PCRF combined operator-facing 
policy definition with protocol-specific rule translation and 
database access, mirroring the functional split between a 
policy server and a policy management system 

The PCC architecture as described in Peng positions the PCRF as “the core 

network element for policy decision,” whose “decision condition mainly originates 

from the AF and SPR (user subscription) as well as some policy rule conditions 

configured locally by the PCRF.” EX-1005 at 2:1-3. FIG. 1 of Peng illustrates the 

PCRF as the recipient of source data from the AF and the SPR: 

 

EX-1003 ¶56. 
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The 3GPP specifications confirmed this dual-source design. 3GPP TS 

29.212 §4.4.1 provided that the PCRF’s PCC rule decisions “may be based on one 

or more of the following: Information obtained from the AF via the Rx reference 

point,” “Information obtained from the PCEF via the Gx reference point,” 

“Information obtained from the SPR via the Sp reference point,” and “Own PCRF 

pre-configured information.” EX-1006 §4.4.1. 3GPP TS 23.203 similarly provided 

that the PCRF “should for an IP-CAN session derive, from IP-CAN specific 

restrictions, operator policy and SPR data, the list of permitted QoS class 

identifiers and associated GBR and MBR limits for the IP-CAN session.” EX-1007 

§6.2.1.0. For the operator-defined component, 3GPP TS 23.203 expressly 

recognized locally configured operator policy as an input to the PCRF’s decisions, 

stating that the PCRF “should for an IP-CAN session derive, from IP-CAN specific 

restrictions, operator policy and SPR data, the list of permitted QoS class 

identifiers and associated GBR and MBR limits for the IP-CAN session.” EX-1007 

§6.2.1.0. The Stage 3 Gx specification likewise listed “Own PCRF pre-configured 

information” among the PCRF’s decision bases. EX-1006 §4.4.1. For the 

subscription-based component, the SPR “contains all subscriber/subscription 

related information needed for subscription-based policies and IP-CAN bearer 

level PCC rules by the PCRF.” EX-1007 §6.2.4. The PCRF could “request 

subscription information from the SPR” at IP-CAN session establishment, request 
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notifications on changes, and “retain subscription information relevant for PCC 

decisions” until session termination. EX-1007 §6.2.1.2. EX-1003 ¶57. 

Thus, the PCRF encompassed both an operator-facing configuration 

function—receiving and storing operator-defined policies and subscription-based 

rules—and a network-facing decision function that applied those policies to 

individual sessions and service data flows. EX-1003 ¶58. 

The operator-facing configuration function of the PCRF corresponded to 

what a POSITA would have recognized as a policy server (PS) role: defining and 

creating —i.e., “setting,” in the terminology of the ’101 Patent—the rules that 

govern subscriber treatment, as the specification states that “a time-based policy is 

set at a policy server (PS) 100,” and that “[a] network service provider first 

connects to a policy management tool 110 and sets a time-based policy using a 

policy rule management module 111.” EX-1001 3:11-16. This “setting” step in the 

’101 Patent aligns with the standardized inputs the PCRF uses— “operator policy 

and SPR data”—to determine permitted QoS. EX-1007 §6.2.1.0. The SPR, 

accessible to the PCRF via the Sp reference point, “contains all 

subscriber/subscription related information needed for subscription-based policies 

and IP-CAN bearer level PCC rules by the PCRF.” EX-1007 §6.2.4. The PCRF 

could request subscription information from the SPR at IP-CAN session 

establishment, request notifications on changes, and retain subscription 
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information relevant for PCC decisions until session termination. EX-1007 

§6.2.1.2. In addition, time conditions and other policy parameters could be “pre-

configured locally by the PCRF” when not drawn from the SPR. EX-1005, Claim 4 

(“the time condition is received by the PCRF from a subscription profile repository 

or pre-configured locally by the PCRF”). Delsesto confirmed the same pattern, 

describing the PCRF as “a centralized node that can act as a policy decision point” 

that “may take operator defined service policies, subscription information 

pertaining to a user, and other data into account to build policy decisions” 

formulated as PCC rules. EX-1016 [0022]. EX-1003 ¶59. 

The network-facing function of the PCRF—translating policy decisions into 

the proper protocol syntax for delivery to the PCEF over a standardized interface 

and accessing stored rule databases—corresponded to what a POSITA would have 

recognized as a policy management system (PMS) role. The Gx reference point 

was built on the Diameter protocol, an IETF-defined authentication, authorization, 

and accounting (AAA) signaling framework specified in RFC 3588, which 3GPP 

adopted as the base for policy and charging control communications; as TS 29.212 

§5.1 stated, “[t]he Gx application is defined as a vendor specific Diameter 

application” in which “the PCRF acts as a Diameter server” and “[t]he PCEF acts 

as the Diameter client.” EX-1006 §5.1; IETF RFC 3588 (2003).  The PCRF 

provisioned PCC rules to the PCEF by encoding them as Diameter Attribute-Value 
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Pairs (AVPs)—the protocol’s standard data elements for carrying structured 

parameters—within Charging-Rule-Install and Charging-Rule-Definition 

structures transmitted over Gx using Credit-Control-Answer and Re-Auth-Request 

commands, as described in 3GPP TS 29.212 §4.5.2 (provisioning procedures); 

§§5.3.2, 5.3.4, 5.3.6 (pp. 60–61) (AVP definitions). The PCRF could also reference 

predefined rules already resident at the PCEF rather than transmitting full rule 

definitions; as TS 29.212 §4.5.2 specified, “[t]o activate or deactivate a PCC rule 

that is predefined at the PCEF, the PCRF shall provision a reference to this PCC 

rule within a Charging-Rule-Name AVP.” EX-1006 §4.5.2; §5.3.6 (“For PCC rules 

pre-defined at the PCEF it uniquely identifies a PCC rule within the PCEF.”).  The 

stage-2 architecture confirmed this approach at a higher level of abstraction: “The 

dynamic PCC rules are provisioned by the PCRF via the Gx reference point, while 

the predefined PCC rules are directly provisioned into the PCEF and only 

referenced by the PCRF.”). EX-1007 §6.3.1. Delsesto further showed that when 

the enforcement node did not support the full Gx protocol, the PCRF adapted its 

protocol syntax accordingly, using a “Gx-Lite” subset of the Diameter application 

to install predefined or dynamic charging rules at a service node. EX-1016 [0028], 

[0038] (installing “Default Traffic” and “P2P Traffic” charging rules via Gx-Lite 

CCA-I message). EX-1003 ¶60. 
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This combination of operator-facing policy definition and network-facing 

rule translation within a single policy server was well established before PCC. Gai 

disclosed a QoS policy server in which a network administrator selected high-

level, device-independent traffic templates and location-specific policies through a 

graphical user interface, and the policy server then translated those high-level 

policies into device-specific classification, behavioral, and configuration rules. EX-

1017 6:2–25, 12:6-18. The policy server included a policy translator that accessed 

an organization-based repository and a DHCP server to resolve user identities and 

IP addresses, a policy rule generating engine that performed algorithmic 

transformations on data structures to produce executable rules, a device-specific 

filter entity that selected the subset of rules appropriate for each intermediate 

device based on its reported capabilities, and a communication engine that 

exchanged those rules with the devices using the COPS protocol. EX-1017 13:63-

14:39; 17:49–62 (propagation via COPS). In PCC terms, Gai’s policy translator 

and rule generating engine performed the PS function of defining and creating 

rules from administrator input and converting those rules into a representation 

suitable for transfer—corresponding to the ‘101 Patent’s step of i.e., “converting, 

by the PS, the policy to PMS transfer syntax” (EX-1001 5:46–49). Gai’s device-

specific filter then performed the PMS function of adapting the rules to each 

enforcement device’s capabilities—corresponding to the ‘101 Patent’s step of 
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“parsing, by the PMS, the time-based policy to a structure that is appropriate for 

the PEE” (EX-1001 2:19-21)—while the communication engine performed the 

PMS function of delivering those device-appropriate rules to the to the 

enforcement nodes via COPS. Ex-1017 7:11-29; 17:49-62 (propagation via COPS). 

A POSITA would have recognized that the 3GPP PCRF’s combination of operator 

policy configuration, SPR-based subscription retrieval, Diameter AVP encoding, 

and activation of predefined PCC rules providing a Charging-Rule-Name AVP that 

uniquely identifies the pre-installed rule at the PCEF (EX-1006 §4.5.2; §5.3.6) 

replicated this same functional split in the standardized PCC context. EX-1003 

¶61. 

V. IDENTIFICATION OF HOW CLAIMS ARE UNPATENTABLE 

A. Ground 1: Claims 1-6 

The Challenges are set forth in detail below and summarized as follows: 

Ground Claims Basis Reference 
1 1-6 § 103 Mo in view of Peng 

 

1. The Mo Reference 

Mo is directed to network traffic control in a packet switching 

communications network, and in particular quality of service (QoS) control.  EX-

1004 [0001].  Mo identified that one problem in prior art QoS control in wireless 

networks, was that subscribers who use the network heavily may create network 



IPR2026-00321 Petition 
U.S. Patent No. 9,313,101 

26 
 

congestion, preventing other subscribers from receiving their desired QoS. A 

similar problem may occur during certain time periods when many users attempt to 

receive high bandwidth services.  Mo proposed as a solution the good and fair 

control of network traffic by managing the QoS of a subscriber based on each 

subscribers’ usage and time-of-day information, thereby providing a fine-grained 

control on network traffic. EX-1004 [0028]. EX-1003 ¶63. 

FIG. 1 of Mo illustrates one embodiment of an architecture for 

implementing a time-based traffic policy for QoS:  
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EX-1003 ¶64. 

The Policy and Charging Rules Function (PCRF) 106 (blue) for a 3GPP-

compliant packet data network is configured to receive from a Policy and Charging 

Enforcement Function (PCEF)104 (red), a subscriber UE 102 usage level.  The 

PCRF monitors the usage of the subscriber by adding the amount of usage to a 

record of an accumulated usage of the subscriber.  The PCRF also determines a 

current time period and authorizes a QoS for the subscriber based at least on the 

usage of the subscriber and the current time period.  The PCRF transmits an 

authorization message to the PCEF indicating the QoS that the network should 

provide to the subscriber. EX-1004 [0007].  EX-1003 ¶65. 

For example, User Equipment 102 communicates with a Policy and 

Charging Enforcement Function (PCEF)104 (red), which can be part of a packet 

gateway to initiate a request for service. The PCEF generates a Credit Control 

Request (CCR) message, such as CCR 105, requesting an appropriate allocation of 

resources and forwards the request to Policy and Charging Rules Function (PCRF) 

node 106 (blue). The PCRF validates the message (its syntax, semantics) and then 

retrieves subscriber data from Subscription Profile Repository (SPR) 108, to 

determine if the subscriber is valid, and the subscriber’s QoS Class Identifier (QCI) 

limit for the QCI specified in the request. SPR 108 may be a component of PCRF 
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node 106 or may constitute an independent node within network 100.  EX-1004 

[0029]. EX-1003 ¶66. 

Based on the event type, the PCRF node 106 returns a Credit Control 

Answer (CCA) message 109 to the PCEF 104 with the subscriber's QCI limit and 

authorization to establish a service.  EX-1004 [0030].  Mo also describes that a 

reauthorization scheduler in the PCRF determines that a session must be 

reauthorized based on a change in current time period, wherein the PCRF 

reauthorizes the session by determining a new QoS based on the current time 

period.  EX-1004 [0011]. EX-1003 ¶67. 

FIG. 4 of Mo illustrates the operation of the re-authorization scheduler: 
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EX-1003 ¶68. 

FIG. 4 illustrates the basic control flow of an IP-CAN Session Re-

Authorization Scheduler to schedule the re-authorization of the QoS for a session.  
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EX-1004 [0045].  A POSITA understood that IP-CAN are network entities and 

interfaces that provide the underlying IP transport connectivity for cellular access 

networks such as GPRS or EDGE, and also in some cases wireless local area 

networks (WLAN) or digital subscriber line (DSL) networks.  EX-1003 ¶69. 

The process starts at step 401.  At step 403 the IP-CAN Session Re-

Authorization Scheduler wakes up, triggered by a time-of-day clock. At step 405, 

the Session Re-Authorization Scheduler fetches IP-CAN session entries from the 

Next Re-Authorization Cache that include the session ID and the Next Re-

Authorization time.  EX-1004 [0036], [0045].  At step 407 the Session Re-

Authorization Scheduler analyzes each session entry. Step 409 determines if the 

Next Re-Authorization time of the session entry is now (or earlier), and if so, at 

step 411a Re-Authorization Request (RAR) message is sent to the gateway (PCEF) 

on interface GX, with the updated QoS.  EX-1004 [0045].  EX-1003 ¶70. 

At step 413, the Next Re-Authorization time is calculated and at step 415, 

the session entry is updated with the next Re-Authorization time in the Next Re-

Authorization Cache. If there is no Next Re-Authorization time, the session entry 

is purged. The process ends at step 417. EX-1004 [0045] If at step 409, the Next 

re-authorization time is not now, then the session entry is ignored and it remains in 

the Next Re-Authorization Cache for later processing. EX-1004 [0045]. EX-1003 

¶71. 
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Thus, Mo describes a re-authorization scheduler in the PCRF that wakes on 

a time-of-day clock, retrieves sessions from a next-reauthorization cache, and 

sends Re-Authorization Requests with updated QoS at scheduled times—a direct 

instantiation of the standards’ revalidation and time-of-day procedures over the 

3GPP PCC Gx Re-Auth-Request command as discussed above with respect to the 

State of the Art section.  EX-1004 [0034]– [0045]; EX-1006 §5.6.4. A POSITA 

would have recognized this as an application of the standardized central-

schedule/edge-execution pattern to time-based QoS policy.  EX-1003 ¶72. 

2. The Peng Reference 

Peng is directed to a network traffic policy control directed to QoS assurance 

and flow charging using a time condition.  Peng discloses the same architecture 

described in Mo. EX-1003 ¶73. 
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Peng discloses a service control policy that includes making a decision based 

on a time condition.  Peng discloses that either the Policy Control and Charging 

Rules Function (PCRF) (green) or the Policy and Charging Enforcement Function 

(PCEF) (red) makes the decision based on a time condition.  EX-1005 3:5-8.  Peng 

additionally discloses that the Subscription Profile Repository (SPR) is used by the 

PCRF (blue) to formulate policies and IP-CAN bearer-level PCC rules, with the 

SPR setting the time condition of the service control policy in some embodiments.  

EX-1005 1:22-24; 7:25-26.  Peng expressly discloses time-conditioned policy 
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control in which either the PCRF or the PCEF makes the determination, teaching 

that in a PCEF-centric approach the PCRF provides the time condition and prior 

cumulative time to the PCEF and the PCEF runs the timer and decides locally, 

which reduces Gx interactions but requires conveying time-condition and 

cumulative-time state information to the edge, while a PCRF-centric approach 

aligns with existing 3GPP interface support at the cost of more frequent signaling. 

EX-1005 3:5-8. Peng discloses that a Subscription Profile Repository (SPR) 

containing information about all subscribed users is used by the PCRF to formulate 

subscription-based policies and IP-CAN bearer-level PCC rules.  EX-1005 1:22-

24. EX-1003 ¶74. 

3. Motivation to Combine 

The ’101 Patent, Mo and Peng are all directed to traffic control for a packet 

network that uses a traffic policy that includes a time condition and are thus 

analogous art.  Mo and Peng disclose the same network architecture specified by 

3GPP, including a PCRF and PCEF.  Further, both Mo and Peng describe that the 

functions of the PCRF and the PCEF can be implemented in software, and the 

gateway can host the PCEF functionality.  While Mo discloses that the PCRF 

makes a determination of whether the time condition is satisfied, Peng discloses 

that either the PCRF or the PCEF determines the time condition.  Thus, a POSITA 

would be motivated expressly by the teaching of Peng to make this modification of 
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the teachings of Mo to perform the determination and associated processes at the 

PCEF rather than the PCRF for at least two reasons. First, performing the time-

condition determination at the PCEF reduced control-plane signaling between the 

PCEF and the PCRF. Peng expressly taught that in the PCEF cumulation/control 

method, "[t]he PCEF analyzes the policy information, cumulates the time of the 

current session, and starts a timer in conjunction with the time condition to make 

decisions periodically," and that "[t]his method can reduce the number of signaling 

interactions on the Gx interface."  EX-1005 at 7:16–18. By contrast, when the 

PCRF performed the same function centrally, "the PCRF…starts a timer based on 

a time condition to perform periodically the service policy control" and "issues the 

final decision information to the PCEF," requiring a Gx exchange at each timer 

expiration. EX-1005 at 7:10–12. Second, Peng emphasized deployment flexibility: 

"the implementation of this invention does not require modifications to the system 

architecture or current processing flow, making it easy to be implemented."  EX-

1005 at 12:24–25. Both reduced signaling overhead and straightforward 

deployability would have given a POSITA ample reason to adopt PCEF-side time-

condition determination when modifying Mo's PCRF-centric design, with a 

reasonable expectation of success because both references operated on the same 

3GPP PCC architecture and Gx interface.  Therefore, this provides a more flexible 
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solution compared to performing the determination only in the PCRF. EX-1003 

¶75. 

4.  Detailed Application of Prior art reference 1 to the 
Challenged Claims 

 
Claim 1 

[1.0] A method of determining an execution time point of a time-
based policy that controls traffic, the method comprising: 

To the extent that the preamble is limiting, Mo discloses good and fair 

control of network traffic by managing the QoS of a subscriber based on each 

subscribers’ usage and time-of-day information [method of determining an 

execution time point of a time-based policy that controls traffic], thereby providing 

a fine-grained control on network traffic. EX-1004 [0028]. EX-1003 ¶76. 

[1.1] determining, by a policy server (PS) to which the policy is 
set, whether an execution time point of the policy arrives; 

Mo discloses a control-plane method in which the Policy and Charging 

Rules Function (PCRF) schedules and authorizes QoS changes for a subscriber 

session based on time-of-day predicates. EX-1004, [0031].  Mo further describes 

that the PCRF includes re-authorization scheduler [policy server] which analyzes 

each session entry and determines if the Next Re-Authorization time of the session 

entry is now or earlier [determining…whether an execution time point of the policy 

arrives].  EX-1003 ¶77. 
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FIG. 2 explains that when the PCRF invokes rule sets, it identifies scheduled 

rule tables and caches affected session identifiers to be used later for time-based re-

authorization (step 207).  EX-1004 FIG. 2.  FIG. 4 illustrates a re-authorization 

scheduler which can be used to change the QoS of the session based on the time of 

day: 
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EX-1004, FIG. 4. EX-1003 ¶78. 

In the re-authorization scheduler, the process starts at step 401 and at step 

403 re-authorization scheduler wakes up, triggered by a time-of-day clock.  At step 

405 the re-authorization scheduler fetches session entries from the Next 

Re-Authorization Cache which was populated at step 207 and includes session ID 

and Next Re-authorization Time.  EX-1004 [0034]- [0036]; [0045].  At step 407 

the re-authorization scheduler analyzes each session entry include the Session ID 

and the Next Re-Authorization time (orange).  At step 409, the re-authorization 

scheduler determines if the Next Re-Authorization Time of the session entry is 

now (or earlier) (red) [whether an execution time point of the policy arrives].  If so, 

at step 411, a Re-Authorization Request (RAR) message is sent to the PCEF hosted 

at gateway on interface Gx, with the updated QoS. At step 413 the Next 

Re-Authorization time is calculated and at step 415 the session entry is updated in 

the Next Re-Authorization Cache with the updated Next Re-Authorization time.  If 

at step 409 the Next re-authorization time is not now, the session entry remains in 

the Next Re-Authorization Cache for later processing. EX-1004, [0045]. EX-1003 

¶79. 

[1.2] continuing, if an execution time point of the policy does not 
arrive, to determine an execution time point of the policy; and 

Mo discloses this limitation by specifying that in Step 409 if the Next 

Re-Authorization time is not now [if an execution time point of the policy does not 
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arrive], the session entry is ignored and it remains in the Next Re-Authorization 

Cache for later processing, and the cycle repeats itself starting at step 401, and then 

at step 407, the re-authorization scheduler analyzes each session entry to determine 

the Next Re-Authorization time [continuing….to determine an execution time point 

of the policy].  EX-1003 ¶80. 

[1.3] transmitting, if an execution time point of the policy arrives, 
the policy to a policy management system (PMS), wherein the 
PMS is connected to policy execution equipment (PEE) that 
executes the policy, and wherein the execution time point reflects 
a time condition that is provided independently from the traffic, 

Mo discloses this limitation by stating that when it is determined in step 409 

the Next Re-Authorization time is now [if an execution time point of the policy 

arrives], a Re-Authorization Request (RAR) message is sent to the PCEF on 

interface Gx with the updated QoS [transmitting… the policy to a policy 

management system (PMS)]. EX-1004 [0045]. Mo discloses that the RAR can 

include a new QoS of a session and can be provided at the IP-CAN level.  EX-

1004 [0030]- [0031]. EX-1003 ¶81. 

Mo further discloses that the Next Re-Authorization time [wherein the 

execution time point reflects a time condition] is stored in the Next 

Re-Authorization Cache during step 207 in FIG. 2 and is provided to the session 

re-authorization scheduler in step 407 [that is provided independently from the 

traffic].  EX-1004 [0036], [0045]. EX-1003 ¶82. 
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The PCRF includes software functionality [PMS] to translate the time-based 

policy so that a QoS rule can be installed on the gateway [PEE]to execute the QoS 

policy.  EX-1004 [0003].  A POSITA would equate the PCRF’s role with the 

claimed PMS and the gateway with the claimed PEE because the ’101 Patent 

explains that the PMS is connected to the PEE 300, and parses the received time-

based policy to a structure appropriate for the PEE.  EX-1001 3:40-42.  Further the 

’101 Patent describes that the PEE is the hardware that executes the policy to 

control traffic which a POSITA understood is the gateway disclosed in Mo 

[wherein the PMS is connected to policy execution equipment (PEE) that executes 

the policy].  EX-1001 3:33-34.  EX-1003 ¶83. 

[1.4] wherein the time-based policy is set based on tuple 
information that is included in a packet from the traffic and the 
time condition by the policy server. 

Mo discloses this limitation.  Mo discloses QoS control in 3GPP-compliant 

packet data networks using the Policy and Charging Control (PCC) architecture.  

EX-1004 [0001]- [0002].  Mo further discloses controlling the QoS of a session 

containing many packet flows, or controlling the QoS of an individual packet flow.  

EX-1004 [0033].  As discussed in the State of the Art section, a POSITA 

understood that using PCC rules to control packet flow are based on tuple 

information contained in the packet headers. EX-1007 pp. 22, 27.  Mo specifically 

describes that the RAR can include a new QoS of a session and can be provided at 
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the IP-CAN level, which a POSITA would understand includes a 5-tuple as 

described in the State of the Art.  EX-1004 [0030]- [0031]; EX-1006 p.69. EX-

1003 ¶84. 

Thus, a POSITA understood that Mo discloses using the re-authorization 

scheduler to control QoS using tuple information combined with Next Re-

Authorization time [wherein the time-based policy is set based on tuple 

information that is included in a packet from the traffic and the time condition by 

the policy server]. EX-1003 ¶85. 

Claim 2 

[2] The method of claim 1, further comprising converting, by the 
PS, the policy to PMS transfer syntax and transmitting the PMS 
transfer syntax to the PMS. 

Mo discloses this limitation.  Mo discloses that the 3GPP standards define 

the format of service request messages and PCC rules.  EX-1004 [0004].  Mo 

further discloses that the re-authorization scheduler at the PCRF [PS] sends the 

RAR message after it is properly formatted using software functionality [PMS] to 

the PCEF on interface Gx with the updated QoS.  EX-1004 [0045].  As discussed 

in the State of the Art, a POSITA understood that the 3GPP standards defines the 

syntax to be used by the software functionality at the PCRF to convert the RAR 

message to the proper IP-CAN format to be transmitted over the GX interface to 

the PCEF [converting, by the PS, the policy to PMS transfer syntax and 
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transmitting the PMS transfer syntax to the PMS]. EX-1006 §5.1, §4.5.2, §§5.3.2, 

5.3.4, 5.3.6; EX-1007 §6.3.1. EX-1003 ¶86. 

Claim 3 

[3.0] A method of determining an execution time point of a time-
based policy that controls traffic, the method comprising: 

Mo discloses this limitation for the same reasons as discussed with respect 

limitation [1.0]. EX-1003 ¶87. 

[3.1] downloading, by a policy management system (PMS) that is 
connected to a policy execution equipment (PEE) that executes 
the policy, the policy; 

Mo discloses this limitation. At step 203 in FIG. 2, "the PCRF invokes a 

PCRF Rule Set using cascading Rule sets to establish the Authorized QoS 

including QoS Class Identifier (QCI) and bitrates for a wireless subscriber."  EX-

1004 [0035]. This invocation retrieves, from stored rule tables, the applicable time-

conditioned QoS—including rules "that ha[ve] effect during a specific block of 

time, such as peak network load time for example 8:00 AM to 5:00 PM."  EX-1004 

[0034]. The PCRF then transmits the authorization to the PCEF via a CCA or RAR 

message for enforcement.  EX-1004 [0030]. The '101 Patent itself uses "download" 

to describe transfers of policy representations between system components: FIG. 2 

labels step S100 "DOWNLOAD PARSED POLICY" (the PMS-to-PEE transfer), 

and FIG.  3 labels step S200 "DOWNLOAD POLICY CONVERTED TO 

TRANSFER SYNTAX" (the PS-to-PMS transfer).  EX-1001 3:60–61; 4:40–42. A 
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POSITA would have understood Mo's PCRF-to-PCEF provisioning of PCC rules 

over Gx—in which a data object containing the authorized QoS is transmitted from 

one network node to another for enforcement—as the same type of inter-node 

policy transfer that the '101 Patent calls "downloading."     This understanding is 

consistent with the standardized provisioning model: "for each request from the 

PCEF or upon the unsolicited provision the PCRF shall provision zero or more 

PCC rules." EX-1006 §4.5.2; see also EX-1010 §1 (PDP proactively provisions 

policy data to PEP for enforcement). EX-1003 ¶88. 

[3.2] storing the policy at a database that is included in the PMS; 

Mo discloses this limitation.  Mo discloses that in FIG. 2 at step 209, 

software functionality [PMS] at the PCRF stores the Authorized QoS so that the 

Authorized QoS can later be restored if it has been downgraded as a result of 

usage-based throttling.  Mo describes that Subscription Profile Repository (SPR) 

108 is accessible to the PCRF and is used to store subscriber data including the 

subscribers QCI limit and thus a POSITA would understand that the PCRF stores 

the authorized QoS in the SPR [storing the policy at a database that is included in 

the PMS].  EX-1004 [0029]. EX-1003 ¶89. 

[3.3] determining whether an execution time point of the policy 
arrives; 

Mo discloses this limitation for the same reason as discussed with respect to 

limitation [1.1].   EX-1003 ¶90. 
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[3.4] continuing, if an execution time point of the policy does not 
arrive, to determine an execution time point of the policy, 

Mo discloses this limitation.  Mo discloses this limitation for the same 

reason as discussed with respect to limitation [1.2]. EX-1003 ¶91. 

[3.5] wherein the execution time point reflects a time condition 
that is provided independently from the traffic, 

Mo discloses this limitation for the same reason as discussed with respect to 

limitation [1.3]. EX-1003 ¶92. 

[3.6] wherein the time-based policy is set based on tuple 
information that is included in a packet from the traffic and the 
time condition by a policy server. 

Mo discloses this limitation for the same reason as discussed with respect to 

limitation [1.4]. EX-1003 ¶93.   

Claim 4 

[4] The method of claim 3, further comprising parsing, before the 
transmitting of the policy to the PEE, by the PMS, the policy to a 
structure that is appropriate for the PEE. 

Mo discloses this limitation.  Mo discloses that the 3GPP standards define 

the format of service request messages and PCC rules.  EX-1004 [0004].  The 

PCRF includes software functionality [PMS] to translate the time-based policy so 

that a QoS rule can be installed on the gateway [PEE] to execute the QoS policy.  

EX-1004 [0003]. As discussed in the State of the Art, a POSITA understood that 

the 3GPP standards defines the syntax to be used by the software functionality at 
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the PCRF to convert the RAR message to the proper IP-CAN format to be 

transmitted over the GX interface to the PCEF [parsing, before the transmitting of 

the policy to the PEE, by the PMS, the policy to a structure that is appropriate for 

the PEE]. EX-1006 §4.5.2.4, §4.5.5.0; EX-1007 §6.2.2. EX-1003 ¶94. 

Claim 5 

[5] The method of claim 3, further comprising synchronizing a 
time-based policy that is stored at the PMS with the downloaded 
policy. 

Mo discloses this limitation.  For the reasons discussed with respect to 

limitation [3.2] Mo discloses that a re-authorization scheduler implemented at the 

PCRF can download PCC rules.  Mo describes that one such rule is determining 

QoS of session using time of day information.  EX-1004 [0035].  By storing the 

authorized QoS at the PCRF from Step 209 in FIG. 2 for a given time of day, the 

PCRF has synchronized the time-based policy that is stored with the downloaded 

PCC rule. EX-1003 ¶95. 

Claim 6 

[6.0] A method of executing a time-based policy that controls 
traffic, the method comprising: 

Mo discloses this limitation for the same reason as discussed with respect to 

limitation [1.0]. EX-1003 ¶96. 

[6.1] downloading, by a policy execution equipment (PEE) that 
executes the policy, the policy; 
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Mo in view of Peng discloses this limitation.  While Mo discloses that the 

software functionality at the PCRF performs this limitation, Peng discloses that 

this functionality related to a time condition performed by the PCRF, can likewise 

be performed by the PCEF [PEE].  For example, Peng discloses that using the 

same architecture as Mo, making a decision based on a time condition of a service 

control policy can be performed by the PCRF or the PCEF. EX-1005 3:5:8. Thus, 

Peng discloses that whether downloading the PCC rules is performed in the PCRF 

or the PCEF is just a design choice. EX-1003 ¶97. 

Thus, it would have been obvious to a POSITA to modify Mo to perform 

this limitation in the PCEF as taught by Peng. A POSITA would have been 

motivated to make such a modification for the same reasons stated in the 

Motivation to Combine section.  In addition, this modification can be made by 

simply implementing the re-authorization scheduler in software at the PCEF.  A 

POSITA would also be confident of the success of the combinations because the 

proposed modification would not result in rearrangement of the devices, topology, 

nor a deviation from their common and intended operation/uses. Allocating tasks 

among the various devices/components was a well understood and predictable 

endeavor. Thus, Mo as modified by Peng discloses that PCEF (hosted at the 

gateway) invokes a rule set using cascading rule sets to establish the authorized 

QoS including QoS Class Identifier (QCI) and bitrates for a wireless subscriber 



IPR2026-00321 Petition 
U.S. Patent No. 9,313,101 

46 
 

[downloading, by a policy management system (PMS) that is connected to a policy 

execution equipment (PEE) that executes the policy, the policy. EX-1003 ¶98. 

[6.2] determining whether an execution time point of the policy 
arrives; 

Mo discloses this limitation for the same reason as discussed with respect to 

limitation [1.1]. Further, Mo as modified by Peng discloses this limitation as well, 

as discussed with respect to limitation [6.1] where a software modification 

implements the re-authorization scheduler in software at the PCEF. EX-1003 ¶99.  

[6.3] continuing, if an execution time point of the policy does not 
arrive, to determine an execution time point of the policy, 
wherein the execution time point reflects a time condition that is 
provided independently from the traffic; and 

Mo discloses this limitation for the same reason as discussed with respect to 

limitation [1.2].  Further, Mo as modified by Peng discloses this limitation as well, 

as discussed with respect to limitation [6.1] where a software modification 

implements the re-authorization scheduler in software at the PCEF. EX-1003 ¶100. 

[6.4] executing, if an execution time point of the policy arrives, 
the policy, wherein the time-based policy is set based on tuple 
information that is included in a packet from the traffic and the 
time condition by a policy server. 

Mo discloses this limitation for the same reason as discussed with respect to 

limitations [1.3] and [1.4]. Further, Mo as modified by Peng discloses this 

limitation as well, as discussed with respect to limitation [6.1] where a software 
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modification implements the re-authorization scheduler in software at the PCEF.  

EX-1003 ¶101. 
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A. Real Party-in-Interest Under 37 C.F.R. §42.8(b)(1) 

Petitioner certifies that the real party-in-interest in this Petition is Cisco 

Systems, Inc.  

B. Related Matters Under 37 C.F.R. § 42.8(b)(2) 

1. Judicial Matters 

To Petitioners’ knowledge, the ’101 Patent is involved in the following 

pending litigation: 

Case Heading Number Tribunal Date 

OptimNet LLC v. Cisco 
Systems, Inc. 

2-25-cv-00935 E.D. Tex. Sept. 4, 2025 

 
2. Administrative Matters 

As of this Petition’s filing and to the best knowledge of Petitioner, the ’101 

Patent has not been subject to any inter partes reviews, reissues or reexaminations. 

3. Related Patents 

To the best knowledge of Petitioner, the U.S. patents and patent applications 

related to the ’101 Patent are shown in EX-10XX.  



IPR2026-00321 Petition 
U.S. Patent No. 9,313,101 

48 
 

C. Lead and Back-Up Counsel Under 37 C.F.R. § 42.8(b)(3)  

Lead Counsel Back-Up Counsel 

Patrick D. McPherson 
Reg. No. 46,255 
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901 New York Avenue NW 
Suite 700 East 
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T: (202) 776-7800 
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Reg. No. 47,006 
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30 South 17th Street 
Philadelphia, PA 19103-4196 
T: (215) 979-1000 
 
Patrick C. Muldoon 
Reg. No. 47,343 
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901 New York Avenue NW 
Suite 700 East 
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Reg. No. 79,603 
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DUANE MORRIS LLP 
901 New York Avenue NW 
Suite 700 East 
Washington, D.C. 20001 
T: (202) 776-7814 
 
 

D. Service Information 37 C.F.R. §42.8(b)(4) 

Service via hand-delivery may be made at the postal mailing address of lead 

counsel.  Petitioner consents to service by e-mail. 

E. Payment of Fees – 37 C.F.R. §42.103 

The required fee is being paid using the Patent Review Processing System. 



IPR2026-00321 Petition 
U.S. Patent No. 9,313,101 

49 
 

VII. CONCLUSION 

Petitioner requests the Board institute an IPR and cancel the Challenged 

Claims. 
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