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(57) ABSTRACT 

A retrofit system for converting a hybrid vehicle to a plug-in 
hybrid comprises a battery for storing a charge Sufficient to 
provide a vehicle with an electric-only driving range in excess 
of 5 miles, a battery management system for monitoring 
battery parameters indicative of the state of battery charge to 
produce a signal indicative thereof, and a control unit respon 
sive the battery management system to reportan inflated State 
of battery charge to the hybrid vehicle's hybrid control system 
to maintain the gasoline engine in a deactivated condition 
over an extended driving range. 
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and an additional temperature within the battery system. 
Other devices performing the same functions may be used to 
achieve these results of the invention and are, to that extent, 
considered an LCM as defined herein. 
0031 Additional details concerning the invention will be 
provided in the following detailed description of the preferred 
embodiment, of which the Drawing forms a part. 

DESCRIPTION OF THE DRAWING 

0032 FIG. 1 is a simplified block diagram schematic of 
the operating system of one hybrid vehicle currently available 
for purchase (the Prius) which is adapted to utilize the inven 
tion. FIG. 1 illustrates one basic and commonarchitecture for 
the distributed control aspects of a hybrid vehicle including 
the use of multiple microcontrollers 1,70.72.74 and a battery 
control module 5 attached to a common, parallel, multidrop 
communication bus 3. As shown in FIG. 1, the battery control 
module 5 is electronically coupled to a basic hybrid battery 4 
and fan 6 to monitor and control the fan and the charging/ 
discharging of the battery through the use of contactors and 
sensors as is known in the art. 
0033 FIG. 2 is a block diagram schematic of a currently 
available HEV operating system as modified by a retrofit 
system constructed in accordance with the invention. The 
location of this embodiment of the invention's communica 
tion nodes 44, 46, 48, 52 and their relationship to the vehicle 
parallel bus 3 can be achieved in other ways, as one of ordi 
nary skill in the art may utilize other single or multiple con 
troller architectures to achieve the same functionality. Note 
that the charger is not essential for proper operation of the 
invention but is part of the preferred embodiment of the 
invention; an on-board charger facilitates refueling flexibility 
and the utilization of a wide variety of renewable energy 
generation possibilities which could be electrically connected 
and are not presently available for use in conventional trans 
portation; More specifically, an on-board charger permits 
charging from virtually any 120 V or 240 V socket so that 
virtually any building becomes a charging location. More 
over, the ability to charge the battery at virtually any facility 
lends itself to the use of the vehicular charge by the grid 
during peak energy usage periods when relatively highly 
emissive peak generators would otherwise come on line, 
since the vehicle's battery could then be recharged when peak 
demand Subsides. 
0034 FIG. 3 is a graphic illustration of SOC (“state of 
charge') mapping possibilities. The real battery state of 
charge on the horizontal axis is mapped to the SOC reported 
to the vehicle to get desired plug in and EV characteristics 
while the invention's battery remains within acceptable oper 
ating limits and has usable capacity remaining. After the 
energy has been depleted, the SOC is reduced to match or 
approximate the remaining energy that would be available 
from the original battery pack to force the vehicle to simulate 
its normal HEV charge Sustaining mode; 
0035 FIG. 4 is a flow chart showing how the reported SOC 
300 may be temporarily perturbed to a different level to 
achieve certain operating characteristics, such as the main 
taining of SULEV emissions, or the required lubrication for 
the transaxle provided only by rotating the engine; 
0036 FIG.5is a flow chart showing how the reported SOC 
may be temporarily perturbed to reduce the amount of energy 
drawn from the battery if it has deviated outside safe operat 
ing limits; 
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0037 FIG. 6 is a logic diagram of the means by which 
regen acceptance power limits are sent from the CDU 60 to 
the Hybrid Control Module 1. One of ordinary skill in the art 
would observe that it is possible to hold a limit for a time to 
evaluate whether system status is improving or the limit needs 
further reduction; 
0038 FIG. 7 is a logic diagram of the means by which 
discharge limits are sent from the CDU 60 to the Hybrid 
Control Module 1. One of ordinary skill in the art would 
observe that it is possible to hold a limit for a time to evaluate 
whether system status is improving or the limit needs further 
reduction; 
0039 FIG. 8 is a front elevation view of a CDU 60 con 
structed in accordance with the invention. The CDU acts in 
concert with the balance of plant for the battery system 46,48 
and those items connected to them or Subsequently connected 
to items connected to 46, 48. Displayed features are labeled 
including a cell variance graphic, cell average and maximum 
temperatures, real and reported States of charge, EV mode, 
pack Voltage, 12V system status, engine rpm, and other infor 
mation Such as relative regen/discharge limit, Ah depletion, 
SD card memory usage, catalyst temperature calculations, 
and communication bus traffic status. 
0040 FIG. 9 is a front elevation view of another viewing 
screen of the CDU of FIG. 8, which shows battery current, 
throttle position and engine ON threshold arrow, real SOC, 
EV mode, engine coolant temperature, and trip boost infor 
mation for the last /2 mile and last discharge cycle. 
0041 FIG. 10 is front elevation view of another viewing 
screen of the CDU of FIG. 8, showing the reported SOC of 
79.5% along with the true SOC of 16 diamonds. 
0042 FIG. 11 is front elevation view of another viewing 
screen of the CDU of FIG. 8, showing the reported SOC of 
73% along with the true SOC of 3 diamonds. 
0043 FIG. 12 is front elevation view of another viewing 
screen of the CDU of FIG. 8, showing the reported SOC of 
70% and less than 6% usable boost or EV capacity remaining 
(no diamonds). 
0044 FIG. 13 is a picture showing the reported SOC of 
62% and no remaining boost or EV capacity. The remaining 
capacity in the battery at this point is for use in the charge 
Sustaining, or normal HEV mode. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENT 

0045. The invention herein allows a hybrid vehicle with 
small on-board battery to be retrofitted with new control 
electronics and a larger battery such that the battery may be 
externally charged and the additional electrical energy within 
the battery used to offset gasoline or other fuel consumption 
for a given time or distance, or for a user-selectable series of 
times and distances, until the larger battery is deemed 
depleted and operation returns to pre-existing hybrid operat 
ing mode. 
0046. The following detailed description is directed to the 
retrofitting of a Toyota Prius to provide it with a grid-charge 
able electric-only range of 40-60 miles. The Prius was chosen 
because it is currently the most popular of the hybrids. The 
range was chosen to strike a balance between the expected 
daily range of real-world commuters in the U.S., on the one 
hand, and the current cost of useable batteries, on the other 
hand. Those of ordinary skill in the art will recognize that this 
capability can be adjusted as warranted by public need, public 
expectation and desires, and battery costs (which are 
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expected to decrease in the future as new chemistries are 
discovered and mass production techniques take over. 
0047. The preferred embodiment utilizes the space taken 
by the original battery system of a prior art hybrid vehicle, 
shown as FIG. 1, replacing it with the system shown in FIG. 
2. In the preferred embodiment, several components have 
been consolidated into a single component, as one of ordinary 
skill in the art will appreciate the opportunity to eliminate 
redundancies and streamline control strategies. The commu 
nication backbone of the system is the vehicle's own CANbus 
3, which connects the control display unit (“CDU) 60, VIT 
48 and the CAN/485 module 46 in communication with the 
vehicle Hybrid Control Module 1. The vehicle Hybrid Con 
trol Module is not changed, and no other controllers on the 
vehicle, such as ABS Control Module 70, Body Controller 72 
and Engine Control Module 74 have been replaced. The high 
energy battery 40 of the invention is monitored by the battery 
maintenance systems (“BMS) 42a-c and the VIT 48. The 
BMS are preferably LCMs, as defined above, which are avail 
able from EnergyCS (Monrovia, Calif. USA) as Part No. 
LiBMSV2. In addition, details concerning the LCM are pro 
vided in Attachment 1 hereto and hereby incorporated by 
reference and made part of this specification. 
0048 Information from these blocks is processed and 
transmitted between them and the rest of the vehicle over 
parallel bus, such as RS485 or CAN. In the preferred embodi 
ment, the features of the VIT 48 have been combined with 
blocks 52 and 46 to create a single controller card that takes 
less space and is more efficient. The VIT 48 monitors pack 
level Voltage and current, as well as high Voltage battery 
system isolation from the chassis. The BMS 42a-c monitors 
cell Voltages and temperatures, and balances all of the cells 
within the high energy battery 40 by incrementally discharg 
ing selected cells. The charger 50 is controlled by the VIT 48 
either by serial communication link, discrete on/off control, 
or a pwm signal relative to desired power output. The DCDC 
54 is also controlled by the VIT 48 and supports the 12V 
system during charging and Stand times. The VIT has a real 
time clock and is capable of waking up the entire system 
whenever the vehicle is connected for charging or has been 
powered on. The real time clock wakes up the system infre 
quently and periodically to observe status of the battery, dur 
ing times when the vehicle is not being driven or charged. The 
VIT 48 and CDU 60 communicate directly with the vehicle 
systems. Messages for battery Voltage and current are 
required by the hybrid control module 1 at high rates. Other 
messages, such as state of charge can be reported less fre 
quently. The CDU 60 and VIT 48 provide all the messages 
needed to maintain full functionality of the vehicle balance of 
plant, controlled by Hybird Control Module 1, ABS control 
ler 70, body controller 72, engine controller 74 and the like. 
The charger is connected via a short power cord which allows 
for easy disconnect and break away feature if the vehicle 
moves while connected to an external energy source 52 for 
charging the battery 40. One of ordinary skill in the art will 
recognize that an additional fan may be required and added to 
independently cool the charger, similar to 6 and controllable 
by 48 or by connection to the external energy source for 
charging the battery. 
0049. Those of ordinary skill in the art will recognize that 
the battery system on the hybrid vehicle to be converted could 
be supplemented by the system described herein, or wholly 
replaced by the described system herein. Early prototypes of 
this system, in fact, utilized a two-battery system approach 
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which maintained the usability of the original system in par 
allel with a predecessor embodiment similar to that depicted 
in FIG. 2. The preferred embodiment, however, uses a single 
battery system to simplify vehicle management and compo 
nent COunt. 

0050 Existing hybrid vehicles are configured to maintain 
their SOC near the capacity midpoint, between approxi 
mately 30% and 80% state of charge. This is the most efficient 
operating range and allows for absorption of regenerative 
braking, better battery thermal management, and longer bat 
tery life. A SOC target of 55-65% is frequently used. Under 
normal driving conditions, the hybrid system will attempt to 
charge the battery when it is below its SOC target, or attempt 
to discharge an overly charged battery in order to reach its 
SOC target. 
0051. In rare instances, the SOC will be outside the 
30-80%. The normal SOC target may be adjusted occasion 
ally to condition the batteries or provide needed vehicle per 
formance under rare driving conditions. In cases where extra 
power is needed (e.g., to accelerate), the typical hybrid will 
allow the battery to discharge to a small extent below its SOC 
target. In cases where additional regenerative power is avail 
able (e.g., while driving down a steep hill or decelerating) the 
typical hybrid will allow the battery to charge to a small extent 
over its SOC target. 
0.052 A retrofit system constructed in accordance with the 
invention takes advantage of the normal hybrid operating 
modes just described by providing a larger-than-stock battery 
capacity and reporting an inflated or adapted SOC to the 
vehicle. This causes the manufacturer's hybrid control system 
to take action to discharge or charge the battery with regen 
erative braking. The additional electrical energy from the 
larger battery capacity thus displaces gasoline that would 
have otherwise been used. 

0053 Some hybrid vehicles may contain built in software 
or hardware facilitating or allowing an “electric vehicle' 
(EV) mode, where in the ICE is disabled. This is true, for 
example, of the Toyota Prius sold in Japan and in Some other 
countries. The EV mode may be restricted in terms of oper 
ating envelope, depending on mechanical requirements of the 
drive train, battery capacity, catalyst temperature and SOC or 
electrical power availability. It is intended, according to 
Toyota, to permit drivers in densely-populated housing to exit 
from their parking places without disturbing adjacent resi 
dents. In its preferred form, the retrofit system herein takes 
advantage of an EV mode, if present, by enforcing the EV 
mode whenever the advanced battery system has sufficient 
charge and the vehicle speed, catalyst State and power 
requirements are acceptable to the existing hybrid system to 
allow EV mode. 

0054 The preferred retrofit system does more than simply 
inflate the SOC reported to the vehicle. It monitors a number 
of vehicle parameters to ensure that the retrofit system is not 
interfering with important vehicle parameters (see FIG. 4). If 
the CDU 60 determines, for example, that the vehicle's cata 
lytic converter temperature is no longer Sufficiently hot to 
maintain the SULEV (“Super Ultra Low Emission Vehicle') 
rating ascribed to the vehicle by the U.S. Environmental 
Protection Agency, the CDU changes it's reported SOC (or 
turns off"EV mode’) to encourage the gas engine to turn on 
and thereby heat the catalytic system to its optimal operating 
point for minimum emissions. Once the catalytic system has 
reached sufficient temperature for clean operations, the CDU 
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permits the vehicle to revert to battery discharge mode (as 
long as there is sufficient actual SOC in the added battery. 
0055. If the vehicle engine coolant temperature is high 
enough, and energy is available in the battery, extended EV 
mode operation may be achieved at higher speeds. 
0056. If the retrofit system's added battery becomes 
depleted sufficiently so that further discharge is undesirable 
in view of maintaining optimal battery health orcycle life, the 
CDU reinstitutes the vehicle's hybrid mode of propulsion by 
changing the value of reported SOC. As described earlier, the 
true SOC may be different from the reported SOC; the latter 
is typically an inflated value transmitted to the existing hybrid 
control system to encourage battery discharging or battery 
sustaining modes. The true SOC of the battery is determined 
by the CDU by measuring and integrating current through the 
battery and also provides for reset points or waypoints relative 
to specific voltage triggers or battery temperatures based on 
information from the BMS 42a,b,c. 
0057. When the true SOC of the added battery is deter 
mined to be low enough to cease battery discharge mode and 
switch to battery sustaining mode, the SOC reported by the 
CDU to the existing hybrid control system is preferably used 
to maintain the added batteries without recharging them sig 
nificantly; the added battery is preferably recharged only by 
connecting the vehicle to an external electrical energy source 
such as the grid. The vehicle is returned to normal hybrid 
operation, either using the battery provided with the stock 
system or using the remaining capacity level of the replace 
ment battery. The CDU enforces steady state operation by 
mapping the low State of charge to a reported SOC near the 
steady state midpoint target (presently about 62%) and having 
small deviations from the low battery SOC correspond to 
large deviations in the SOC reported to the vehicle. Thus, in 
the normal hybrid mode, the added battery will be more or 
less sustained at the low true SOC until the added battery can 
be recharged from the external source. 
0058 Those of ordinary skill in the art will recognize that 
the duration of the “boosted battery discharge modes (i.e., 
the electric-only range made possible by this retrofit system) 
will depend on the amount of added battery capacity and the 
level at which it is can be safely discharged for optimal battery 
life. During normal hybrid operating modes (i.e., added-bat 
tery charge-sustaining mode) the "EV mode' is no longer 
enforced or activated. 

0059. There are a number of facets that must be taken into 
account in retrofitting an HEV to provide PHEV capability: 
0060) 1. The method to replace the existing vehicle battery 
pack with one of higher capacity (hereinafter, the “advanced 
battery’) and to properly integrate the new pack into the 
existing vehicle infrastructure, including proper mechanical 
and thermal design for the battery system being implemented. 
Different battery capacities, chemistries, form factors and 
platform applications will require modifications to the exem 
plary specific implementation described herein. 
0061 2. The selection of a battery system with equal or 
more electrical energy storage when compared to the unim 
proved vehicle platform, and a battery monitoring system to 
measure Voltages and temperatures, as required, throughout 
the battery. The battery monitoring system may also measure 
electric current flowing into or out of the battery system. The 
battery system may control the flow of coolant over the bat 
tery to regulate heating or cooling. The battery system may 
contain circuitry to balance battery cells as needed to keep all 
cells in the system at an equal state of charge. The battery 
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system may require that certain circuitry is isolated from the 
vehicle chassis, while other of its circuitry may be referenced 
to vehicle chassis. The isolation requirement will be governed 
by safety and circuit protection requirements, among other 
things one of ordinary skill in the art will recognize. 
0062. 3. A control and display unit (CDU) 60, which 
receives information from the advanced battery and inter 
faces with the vehicle's hybrid control system so as to encour 
age the existing hybrid control system to maximize its use of 
the advanced battery. 
0063 4. Preferably, an on-board battery charger 50 to 
allow the advanced battery system to be charged from a 
conventional wall plug or renewable energy source anywhere 
in the world. The battery charger may be capable of charging 
at a higher rate than a standard wall plug is able to Supply if 
faster charging is desired or a higher power source or EV 
charging station is accessible. This allows additional EV or 
boosted range without additional gasoline consumption. 
0064 FIG. 1 is a block diagram schematic of a currently 
available HEV operating system. A hybrid control module 1 
communicates with the battery system 2 via a vehicle com 
munication bus 3. The battery system 2 generally comprises a 
hybrid battery 4 and a battery control module 5. The battery is 
monitored by the battery control module to acquire Such data 
as cell Voltage, cell temperature, current flow, and the like and 
communicates that data to the hybrid control module 1 via the 
vehicle communication bus 3. A fan 6 is activated by the 
battery control module to cool the battery pack when sensed 
cell temperature within the battery exceeds a pre-determined 
threshold or range of values which correspond to a range of 
fan speeds and cooling rates. 
0065 FIG. 2 is a block diagram schematic of a currently 
available HEV operating system as modified by a retrofit 
system constructed in accordance with the invention. The 
advanced battery system retrofit to the vehicle will periodi 
cally transmit information about the advanced battery 40 to 
the CDU 60 via the bus 3. This information may contain 
Voltages, temperatures, battery current or other control infor 
mation Such as cooling fan status or charger status. Informa 
tion can be transmitted through extra space on the existing 
vehicles communication network. The CDU also can have 
modes that instantly show battery maximums, minimums, 
variance and general health. In the present embodiment, 
information is available to report all of these as required. 
0066. The CDU 60 transmits all necessary information to 
the existing vehicle hybrid control system in order to emulate 
the stock vehicle's previous battery control system (removed 
during conversion). It also has the ability to enable a “turtle' 
mode or open the contactors if the operational envelope of the 
batteries is exceeded. 
0067. When the advanced battery 40 has sufficient charge, 
the CDU 60 encourages the existing hybrid control system to 
use more battery energy by reporting a high battery SOC, thus 
encouraging the existing hybrid control system to attempt to 
discharge the battery (by using more energy) down to an 
equilibrium SOC targeted by the stock vehicle control. The 
user may have inputs as to when the battery energy may be 
used, as well, within the limits of safe and reliable system 
operation. 
0068. The CDU 60 also displays information to the user, 
such as the state of charge (SOC) of the advanced battery (in 
numeric or graphic form) and the amount of power or current 
being drawn from the battery or being used to charge the 
battery. Additional status information about the performance 
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of vehicle (miles per gallon, watt-hours per mile) or perfor 
mance of the battery (voltages, temperatures) may also be 
displayed. 
0069. Information about the amount of power being 
requested by the user (accelerator pedal position) may be 
displayed graphically with an indication of the maximum 
power request needed to stay in EV mode (gasoline engine 
off). This information could be used by the driver to regulate 
driving habits in a way that reduces the amount of time the 
gasoline engine is running and thus reduces gasoline con 
Sumption. 
0070 The CDU also can have modes that instantly show 
battery maximums, minimums, variance and general health. 
In the present embodiment, information is available to report 
all of these as required. 
(0071. For a prototype vehicle, a retrofit PHEV conversion 
was performed on a 2004 Toyota Prius as described below to 
install a 9 kWh ValenceTM lithium-ion battery with 40 Ah 
capacity and provide the vehicle with an “electric only' range 
of 50-60 miles using about 80% (32 Ah) of the battery capac 
ity. In real-world use, this translated into boosted mileages of 
100-180 mpg (dividing mileage driven by gasoline usage), 
since many trips were less than the electric-only range and the 
gasoline engine was not used. At the same time, electric 
energy usage was in the range of 100-200 Wh/mi). 
0072. In effecting the conversion, the stock 1.3 kWh. 
NiMH battery pack (nominal ratings are approximately 6.5 
Ahr at 202V) was removed from the vehicle, as well as the 
three contactor relays and the Prius battery current sensor. 
The contactors and current sensor were repackaged in the rear 
of the car and the VIT 48 was given the ability to measure the 
battery current. Contactor control remained with the hybrid 
control module 1 but is governed in part by information 
provided to the hybrid control module by the VIT 48 and 
CDU 60 in this embodiment. A new 9 kWh (6.9x stock 
battery rating) Lithium Ion battery pack 40 consisting of 
eighteen ValenceTM U1TM 42 Ahr LiFePO (i.e., lithium iron 
phosphate) battery modules was assembled on top of a base 
plate fastened to the rear cargo area. Each module, in turn, 
consisted of four groups of thirty-three parallel cells con 
nected in series in each module. The eighteen modules were 
assembled in three groups of six modules in a 2x3 configu 
ration on top of the base plate (under the normal carpeted 
cargo area). A box was provided around each group of six 
modules to provide structural rigidity and direct cooling air 
flow. A lid was placed on top of the entire battery system to 
seal the apparatus and provide structural integrity for a nor 
mal vehicle environment. Openings were provided in the 
bottom of the battery box to permit coolant to flow past the 
modules and exit the apparatus. The coolant is forced into the 
top of the battery box using the existing Prius battery-cooling 
fan described below. 
0073. The battery pack was outfitted with 3 EnergyCS 
Lithium cell-monitoring systems (LCM) 42 a-c (one for each 
group of six modules, or “pod’). The LCMs 42a-c report 
individual cell Voltages (4 voltages per module, 24 perpod) as 
well as module temperatures (6 perpod) via an RS485/MOD 
BUS serial communication system 44 back to a 485/CAN 
converter node 46, which collects information from the 
LCMs to present onto the vehicle's controller 60. The con 
figuration of the interface electronics (42 a-c, 46, 52,48) can 
be organized in a variety of ways by one of ordinary skill in 
the art to achieve the same functionality. The LCMs function 
to balance the batteries and communicate the crucial param 
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eters of the batteries using RS485 (an Electronics Industry 
Alliance (EIA) standard for multipoint communications) and 
ModBus (a known communications protocol). It can be noted 
that some manufacturers have other modules that can report 
the same information in place of the LCMs, and that the 
LCMS may nbot be needed in Such cases. The goal, of course, 
is that the elements of the system must be able to communi 
cate all data regarding the battery system in a way that can be 
digested by the vehicle's hybrid components depicted in FIG. 
1, but with or without a basic hybrid battery and its control 
module (4, 5). 
(0074 The 485/CAN module 46 (part of the advanced bat 
tery system) not only interfaces between the LCM commu 
nication bus (44 and the vehicle communication bus 3, but 
also controls the existing Prius battery-cooling fan 6 by way 
of a pulse width modulated (PWM) output. The existing Prius 
battery-cooling fan is routed using pre-existing tubing into 
the top of the battery box. Battery temperatures reported by 
the LCMs are used to determine the needed fan speed 
required to cool or heat the battery pack. The Toyota Prius 
Manuals contain information pertaining to the use of the fan. 
A simple PWM control output which can vary duty cycle to 
the fanbased on battery temperatures was implemented as an 
additional output from the CAN/485 module 46 in the origi 
nal embodiment of the invention and later by similar means as 
part of the VIT 48. 
0075. In addition to the 485/CAN module 46 in the 
Advanced Battery System there is a VIT module 48 designed 
to measure battery pack current using the existing Prius bat 
tery current sensor. The VIT also measures the total battery 
pack Voltage and reports total Voltage and current periodically 
(10 Hz) on the vehicle's CAN bus 3???. This could also be 
replaced with customized circuitry as long as the pack Voltage 
measurements are isolated. Information about reading the 
current sensor can be found in the Prius repair manuals Nos. 
RMO1 ROU1, RMO1 ROU2, RMO1 ROU3 and RMO1 ROU4 for 
the 2006 model year, the contents of which are hereby incor 
porated by reference. 
(0076. The display unit of the CDU 60 is mounted on the 
dashboard of the car, and attached to the vehicle CAN bus 3, 
power, ground along with a wire to activate the “EV button 
found on the Prius Hybrid ECU.The CDU has a display, CAN 
communications, 485 communications and general purpose 
input and output. The CDU 60 receives battery voltage and 
current information (from the VIT 48) and individual cell and 
temperature information (from the 485/CAN module 46) and 
uses this information to make control decisions and, in some 
cases, echo the raw data to the existing hybrid control system 
so as to emulate the prior vehicle battery controller. 
0077. There are several different voltage sources and lev 
els of isolation within the battery system. An isolated supply 
represented by (p) and (q) provides sensing power to the BMS 
42. Many of the other modules are powered by the vehicle's 
auxiliary battery bus represented by (t) and (u), which is often 
12V and negative chassis referenced, but may be other levels. 
Input power to the system can be any leveland AC or DC, with 
earth or floating ground as required for safety. The input 
power to the system is represented by (w) and (v). The high 
voltage battery system bus from the battery to the vehicles HV 
components is represented by (r) and (s). Other high Voltage 
buses may exist within or outside of the invention, depending 
on the requirements of the application. A galvanic isolation 
barrier is shown in the diagram, illustrating that certain sys 
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0101 6) Gradual Charge slowly charges the vehicle while 
driving 
0102 7) REV Opportunity Charge this heavy charge is 
reserved for situations where EV mode will be necessary in 
the near future and the battery is at a low state of charge. 
0103) There may be certain applications where the default 
60 miles of assisted driving would not be the ideal use of the 
grid power. For example, if somebody was going on an 
extended drive, the energy might be more efficiently distrib 
uted at a lower power for a longer amount of time. 
0104. At other times, the driver may wish to save some of 
the available energy for low speed city or EV driving at the 
end of their trip. In order to accomplish this, several modes of 
operation are available. The normal mode described above 
will always try to inject energy into the driving cycle regard 
less of other system status or operator requirements. Operat 
ing in this mode will deplete the battery of the present 
embodiment of the invention within about 60 miles. 
0105. Other modes are available: 
0106 1. There is a less aggressive mode that will extend 
the injection range but decrease the power contributed by the 
battery. 
0107 2. There is a mode that will keep the state of charge 
exactly where it is so that the EV range can be saved for the 
end of the trip. 
0108. 3. There is a mode where the hybrid system will 
lightly charge the batteries in case long periods of EV are 
necessary and the pack is already depleted. 
0109 4. There is a mode where higher charging current 
can be demanded in case the user quickly needs to be able to 
recover Some EV range without plugging in. 
0110 See FIG. 3 to see one possible set of charge and 
discharge curves. Diagram 2 shows a curve based on delta 
SOC that should maintain the current state of charge for the 
batteries. The user could switch modes throughout a trip to 
optimize the effects of the additional energy. 
0111. The general goal of each of the modes is to provide 
a certain charge or discharge current as long as the battery 
SOC remains in a certain range. Mapping the real battery 
SOC to a reported SOC will cause the desired results. Another 
method is to use feedback on current rather than an SOC 
target. This allows the pack to be “floated at any SOC the 
user desires. This represents a different method to accomplish 
the same driving modes mentioned above. By using figuring 
out the average current over time, a user can change the 
reported SOC to achieve a given level of discharge or charge. 
This flexibility enables the user to numerically select a driv 
ing range or a boost time for their particular route, thus 
maximizing the effectiveness of the added electrical energy 
available. Conversely, the user could select a charge rate if the 
pack was depleted and EV range was a necessity. 
0112 Battery Health Display 
0113. When looking at the health of a battery pack, it is 
important to know the maximum and minimum values for 
Voltages of the cells within the pack. It is also important to 
know the variance of the pack. Finally, in certain applications, 
if the Voltages exceed certain setpoints or go below others, the 
application will limit performance or halt. The ability to 
quickly see all of this information on a single screen can be 
quite important. 
0114. There is a method that allows all of this information 
to be understood at a glance. See diagram 4. On the far left 
hand side and the far right hand side are arrows that corre 
spond to fault or reduced performance points. If the maxi 
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mum Voltage goes to the right of the right arrow, or the 
minimum goes to the left arrow for a certain amount of time, 
the applications performance will change. 
0115 There can be several arrows indicating different 
possible events. The bar graph straddles between the mini 
mum Voltage and the maximum Voltage. The farther to the 
right these two values are, the higher the Voltages. Similarly, 
the farther to the left they are, the lower the voltages. The 
length of the bar itself is the difference between the maximum 
and the minimum Voltage or the Voltage variance. In a healthy 
pack, the bar should remain quite thin. However as the pack 
becomes imbalanced or cells become weak, the bar would 
become wider under heavy currents. When placed right 
beside a gauge or display showing current, the user can 
quickly compare the variance to the current levels and see 
how healthy the cells within the packare. 
0116. This technique could also be applied to other mea 
Surable quantities Such as temperature. Display showing bar 
of varying width between arrows to indicate battery pack state 
of health. Ordinary battery systems may treat all batteries as 
one; this method treats the differences between batteries as 
having equal or higher significance to the bulk parameters of 
the battery system. The length of the bar is relative indicator 
of battery health. Placing the bar between the two arrows 
gives the user an instantaneous view of battery health and how 
close it is to its operating envelope. Top view is unhealthy 
battery pack operating within normal range. Bottom view is 
healthy battery operating within normal range. 
0117. In the diagram, voltage or thermal variance is 
depicted. Other values may be depicted, such as amount of 
balancing, current between parallel strings, or differences in 
calculated capacity. Multiple bars may be staggered or 
nested. Ranges may be different scales with same endpoints, 
or same scales with different endpoints. Bars may be arranged 
in any orientation. Other shapes may be used besides rectan 
gular bars to convey the same information, for example pie 
shapes with varying wedge sizes and/or moving arc limits for 
system fault indication. 
0118 Flash FAT File System for SD Cards 
0119) Data logging innovation within the CDU used for 
hybrid vehicle control 
0.120. One of ordinary skill in the art will be able to discern 
that the methods described here are not limited to vehicle 
applications and are portable across any platform which uses 
non-volatile flash memory for non-volatile data storage. 
0121. In regular applications involving flash memory, the 
entire file is written at one time. This means that some areas of 
the file allocation tables (FAT) are updated, some memory 
locations are updated and the directory entries are updated. 
With one update per file, the flash memory will not exceed the 
number of writes in the warrenty for quite a while. Further 
more, certain sections such as the FAT tables can be moved 
around periodically so that no one area is stressed too much. 
0122. In data logging applications, files cannot be written 
all at one time. Existing data is appended to as new data is 
measured, observed or calculated and recorded. There are a 
few requirements to use flash memory technologies in a data 
logging application. The data must be writable as it comes in. 
The data file should be readable by ordinary equipment. The 
data logger needs to be able to be turned on and off with a 
minimal loss of data. When it is turned on, it needs to be able 
to start logging data quickly. 
0123. Using regular FAT algorithms for a data logging 
algorithm would result in early flash memory failure. If a 128 
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Mb SD card was updated 512 bytes at a time, there would be 
approximately 256000 writes to the directory entry before 
each card was filled. This would very quickly over stress that 
area of memory and the performance of the flash device 
would be compromised. 
0.124. To solve the problem, information about the file 
must be stored within the file itself. This allows the applica 
tion to locate the file size, the end of the file and other impor 
tant attributes without updating the FAT tables and the direc 
tory entry for each write. Based on user inputs, the FAT tables 
and directory entries can then be updated only a single time to 
make the file computer readable. 
0.125. The specifics for one implementation follow. In the 
present embodiment, this is the method used. In general, there 
are other ways that someone of ordinary skill in the art could 
alter the order of events or specific quantities of information 
written using this algorithm to achieve the same results. 
0126 To store file information, the first two bytes of each 
512 byte block are reserved for a 16 bit file identifier. The file 
identifiers are incremented each time a new file is started. 
Certain values of the 16 bit identifier are restricted if they 
correspond to ascii characters that could interfere with regu 
lar reading of the file. 
0127. The first time the flash card is used, the entire file 
space is overwritten with Zeros. This ensures that random 
values in memory cannot interfere with the file identifiers. 
0128. When the application starts up, it checks the volume 
label to make sure the formatting is correct. If the volume 
label is incorrect, the user is asked whether or not to format 
the card. Once the card is formatted or if the volume label is 
correct, it checks the directory entries to see if the file is 
deleted. 
0129. Whenever the file is deleted, the application checks 
the first file location to find the previous file identifier. It then 
increments it and writes the first block of the new file. It also, 
fixes the directory entries and the FAT table. 
0130. If the file is not deleted, it check so see if the FAT 
entries and the directory entries are correct. If they are, it 
resets the FAT entries and the directory entries as if the device 
was full with one file. 
0131) If the file is not deleted and the entries are incorrect, 

it reads the first file location to find the file identifier. It then 
does a binary search to find the last location of the file and 
continues writing from there. See Diagram W for details. 
0132) Someone of ordinary skill could devise methods to 
move functionality from one device to another, consolidate 
functionality into fewer devices, or distribute the functional 
ity over more devices while still utilizing the invention. 
0133. In integrations in which the battery control module 
has more or less functionality, the total functionality 
described above is still required for the vehicle to operate 
properly. It is expected that someone of ordinary skill in the 
art would be able to evaluate the difference between one 
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vehicle system's set of functionality and that of a different 
platform, and use the invention to meet a different vehicle's 
requirements. 
I0134. The equal or larger battery system includes hard 
ware that can replace the existing vehicle battery control 
computer and can manipulate the existing vehicle computers 
into better utilizing the new battery system without affecting 
other vehicle driveability or handling features. In other 
embodiments of the invention, the current battery could be 
kept and only the controller would be replaced to fully utilize 
existing capacity. 
I0135) Other methods to try to increase the battery pack 
size have included adding a second pack in parallel or putting 
a high current bi-directional dc-dc converter in between the 
existing pack and a new pack. While replacing the pack and 
the pack control circuitry presents additional challenges, it 
allows for a cleaner integration into the existing vehicle plat 
form. 
0.136 The vehicle in the present embodiment is a passen 
ger car. One of ordinary skill would be able to apply these 
principles to vehicles larger or Smaller than a passenger car, 
Such as a hybrid electric Scooter, a hybrid electric passenger 
bus or a hybrid electric locomotive, for example. 
0.137. A battery charger is included in the Invention to 
allow the larger battery to be recharged from a normal home 
electrical outlet (100/120/230V. 60/50 Hz) found in most 
industrialized nations. By encouraging the existing hybrid 
system to use more energy from the battery, gasoline con 
Sumption can be reduced by displacing gasoline operation 
with electric motor operation from the larger battery. The 
benefit of increased electrical operation is realized in its more 
efficient use of energy available, the possibility of driving 
without turning on the internal combustion engine, or the 
possibility of assisting the internal combustion engine, allow 
ing it to burn less fuel. 
0.138. The battery charger may be on board the vehicle, or 
off board. No limit as to the size of the charger is specified, 
except that the charger must be controlled so as to safely 
charge the electrical storage medium or battery without dam 
age or risk to the battery, the vehicle, its occupants or service 
personnel, or the electrical infrastructure. It is desirable that 
the vehicle have at least the capability of being recharged at 
the user's residence or place of work without sophisticated or 
exclusive connection requirements, however this is not a nec 
essary condition to make the invention function properly. 
0.139 While the foregoing description includes detail 
which will enable those skilled in the art to practice the 
invention, it should be recognized that the description is illus 
trative in nature and that many modifications and variations 
will be apparent to those skilled in the art having the benefit of 
these teachings. It is accordingly intended that the invention 
herein be defined solely by the claims appended hereto, and 
that the claims be interpreted as broadly as permitted in light 
of the prior art. 
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Multiplexer and Switch based electrochemical cell monitor and management device 
Inventors: Daniel A. Sufrin-Disler, Peter F. Nortman, Greg Hanssen 
The invention relates to electrochemical cell monitoring and management, in particular 
when multiple cells are used in parallel and series combinations. An innovative way of 
utilizing multiplexers and switches allows for dramatically reduced part count over other 
systems while maintaining similar levels of safety and performance is taught through the 
description of this invention. 

The electrochemical cell is frequently assembled into series or parallel arrangements to 
provide increased power or capacity. Parallel and series cell arrangements multiply the 
available power, stored energy, and voltage and or current. Balancing may be required in 
situations where cells cannot be overcharged to bring all cells to an even state of charge. 
Even if cells are brought to an even state of charge, the Manufacturing and assembly 
tolerances or defects, current or thermal imbalances can cause cells to operate at different 
capacities. 

Glossary: 

Switch means any device that can connect two points together and subsequently 
disconnect those points from each other. Some examples of Switches are: relays, solid 
state relays, contactors, toggle switches, FETs, transistors, optocouplers, optoislators and 
the like. If a device contains more than one switch, it may be shown as two individual 
switches, 

Multiplexer means a device that can choose one of several signals to be connected to a 
single point. The connection may be bi-directional, or it may have a representation of the 
input signal on the output point in a unidirectional manner. It may have a mode where no 
signals are carried through to the output. For example, a SPDT relay can be used as a 2:1 
multiplexer. 

Pack means a collection of electrochemical cells connected in series, parallel or a 
combination of the two. For the purposes of this invention, a single cell can also qualify 
as a pack. - 

Electrochemical cell or cell: 
An electrochemical cell is composed of planar or non-planar electrodes made of 
electrically conductive materials, such as metals, carbon or other group IV. elements and 
compounds, composites, or plastics in contact with a solid, plastic or liquid electrolyte. 
The cell may or may not be contained in a non-conductive container, it may be free 
standing. 

Isolator or optoisolatoris a device that isolates input signals from output signals. 
Sometimes, in the process of isolating the signals, the output will be different from the 
input. This can involve having open drain outputs, inverted outputs, buffered outputs or 
several other possibilities. Switches or relays that are isolated could be considered 
isolators in this context. 
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Inventors: Daniel A. Sufrin-Disler, Peter F. Nortman, Greg Hanssen 
In diagrams that show a certain number of cells connected to a multiplexer, that number 
of cells is not fixed. Where more or less cells could safely be connected to a multiplexer 
they can be connected and still be part of this Invention. 

In diagrams, the letter B followed by a number as a reference designator indicates one or 
more electrochemical cells. It could be several electrochemical cells in parallel, one or 
more electrochemical cells in series (in which case not all voltage points in between the 
individual cells must be monitored), or a series parallel combination. 

In diagrams that show a R followed by a number as a reference designator, it indicates a 
resistive device. The resistance, if not marked, is whatever the application requires from 
a short circuit to an open circuit. 

In the included diagrams, not all wiring will be shown. A person of ordinary skill in the 
art should be able to select components, complete the wiring and assign values to be able. 
to accomplish the goals for different applications. Some of examples of this are: 
Switches will be shown with only two terminals which are the points to be connected to 
each other or disconnected from each other. If the switch contains other points that could 
be connected to one point but are not used, they will not be shown. If control circuitry is 
needed to operate the switch, it will be labeled as such or not shown. For multiplexers, 
full circuitry needed for the select lines is not shown. 

In all of the diagrams, the main bus will be shown as two wires. It is possible to have 
buses that are more than two wires and blocks that end in more than two wires. It is also 
possible to have multiple buses connected to different blocks. 

A gate is a device that can connect two points together completely or with some 
resistance. Examples include, FETs, transistors, isolators as defined above or switches as 
defined above. 

A memory/charge storage device is a device that can maintain its state without external 
interference for a certain amount of time. 

A block means a set of devices with at least two switches on the output. It will be used to 
connect items to a main central bus. In certain cases, the device should be permanently 
connected to the bus. In these certain cases, the switches are always connected. At this 
point, they could be replaced with short circuits. 

Some blocks, as unique new inventions, require the switches to be present and not short 
circuits. These blocks could be used in some applications with other blocks which have 
their switches short circuited. Where someone of ordinary skill in the art could move the 
switches from one block to another and end up with an identical device, the device is 
covered if it can be realized with one of the new blocks and another short circuited block. 
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A measurement block is a regular block that has a measurement device on the other side 
of the two switches and or short circuits. 

A capacitor block is a regular block that has a capacitor on the other side of the two 
switches and or short circuits 

A charging block is a regular block that has a battery charger on the other side of the two 
switches and or short circuits. - 

A discharging block is a regular block that has something capable of discharging a device 
on the other side of the two switches. 

A charge storage device block is a device capable of storing energy on the other side of 
the two switches. 

A temperature block will have thermistors, thermocouples or thermal diodes either 
connected to a multiplexer or as individuals, either connected to a switch or with short 
circuits. 

The description of this patent involves the use of blocks. To be considered a part of this 
patent, a device must use at least one of the items under the "specifically covered items' 
section. Any configuration of blocks that uses one of the "specifically covered items' is 
considered a portion of the patent. 

A 

Introduction 
Switched capacitor voltage monitoring typically involves at least one switching device 
(switch) for every voltage point to be monitored. It has a huge advantage of draining 
very little current from the batteries to make each measurement. However, if several 
cells are hooked up together, there are several voltage points to be measured and the price 
of the switches can become quite high. In applications that do not use switched capacitor 
design, a measurement device is often hooked up directly to the electrochemical cell. For 
larger cell configurations, this requires a separate power source to power the measuring 
device. Otherwise, the measuring device can be powered directly off a portion of a pack, 
in this manner it drains power off of the cells. A separate power source is also costly 
while draining power from the cells can reduce shelf life in certain applications. 

Invention 
This docment describes a method to reduce the cost of using a switched capacitor . 
topology to monitor an electrochemical cell system. In certain applications, it is possible 
to put a multiplexer in between sets of electrochemical cells and the switches. This 
reduces the number of Switches needed for a given set of voltage points. The leakage 
current for the multiplexer can be made to be incredibly low. The lower number of 
switches reduces the cost. Diagram 1 shows the basic topology of hooking up a block of 
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Inventors: Daniel A. Sufrin-Disler, Peter F. Nortman, Greg Hanssen 
cells to two switching devices. Depending on the 
degree of isolation necessary, cheap isolation devices can be used to control the select 
lines for the multiplexer. 

This invention is configurable to do any one or more, up to all of the following: 
1) Measure cell voltages 
2) Measure Temperatures 
3) Measure Pack voltages or partial pack voltages, or external voltages. 
4) Measure one or more currents 
5) Control external indicators or contactors to protect the device. 
6) Balance the cells as needed. 
7) Control thermal circuitry to keep the pack within a desired operating envelope 
8) Communicate collected data to a communications bus 
9) Have some of its circuitry and operation be indirectly controlled by devices on the 
communications bus. 
10) Isolate measurements as needed from any control or communications circuitry that 
needs to be isolated. 
11) Make measurements and quantify the leakage current from the high voltage system to 
chassis, 
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The present embodiment contains cell voltage and temperature measurements, current 
measurement, balancing of cells, and data communication on one sub module, pack 
voltage and current measurements with an ambient temperature measurement with 
appropriate communications on a second sub module; and thermal system control, data 
communications to all other modules and submodules on a third submodule. Each 
module contains isolation circuitry as needed to protect the vehicle and keep the battery 
system and components healthy. Contactor control and external I/O is sensed and 
governed both directly and indirectly in the present embodiment, by sending information 
to the section of the vehicle that does contactor control using digital and hardware. 

The basic invention is realized by connecting several blocks to a main bus. The blocks 
will be connected to the main bus one or more at a time. Certain blocks must not be 
connected at the same time or it will cause a short circuit or isolation fault. Other blocks 
can be connected together at the same time. If isolation is not a concern, the block 
combinations which cause isolation faults are acceptable. 
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Useful items, part of the overall implementation, not covered in other areas: 

One option to measure current is to measure a hall effect sensor. This block would use 
more than two wires to be able to power the hall effect sensor and any conditioning 
circuitry. Depending on other devices on the bus, it may or may not use the switches. 
Internal to the software, the a-d value is measured, offset and then scaled. The offset and 
scaling factors are stored in user configurable memory and can be programmed through 
the communications interface. The units for current are determined based on the scaling 
factor and offset. 

Electrochemical pack protection circuitry is also included as part of the design. When 
certain quantities such as cell voltage get out of a range set in flash values, general 
purpose outputs are toggled. These can be used for indicator lights contactor control or a 
host of other applications. Furthermore, the inputs and outputs can be controlled over the 
communications bus by other nodes. This allows more intelligent controllers to be placed 
on the communications bus which can be programmed to handle more advanced pack 
safety. 

Specifically covered items: 

Cell monitoring block. 
This block is unique because it specifically mates the multiplexer with the switchina way 
which reduces part count without weakening overall device robustness. The way the 
block is designed is unique and results in significantly lower manufactured cost and 
fewer components.The basic block involving a multiplexer and switches to allow multiple 
voltages to be measured in isolation with only two switches is unique and advantageous. 

Pack Voltage Block 
This block requires the switches to be a new invention but could be used without 
switches as part of the overall design. 

One of the features compatible with the design involves measuring a pack voltage. The 
pack voltage block is made by using analog and passive components such as resistor 
dividers to reduce the pack voltage to a range that can be measured on the analog to 
digital converter. The Switches then switch this scaled pack voltage on to the 
capacitor/voltage bus. It is important to make sure that the time constants for any 
circuitry are compatible with the switch durations for charging A capacitor if it is 
connected to the bus. See diagram 6 for a possible pack voltage block. The software 
scales the voltage block based on user configurable memory values. The units for 
voltage are based on a software scaling factor. 
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Voltage 
Scaling 
Circuitry 

Pack Current Block This block requires the switches to be a new invention but could be 
used without switches as part of the overall design. 
- There are two different options that allow for the measurement of pack current. The 
first method involves using analog circuitry to Scale a shunt measurement So that it could 
be read by the analog to digital convertor. This block is similar to a pack voltage block 
but it scales a current measurement instead of a voltage measurement. Once again, the 
scaling factors reside in software so that the units can be arbitrarily set by the application. 

treatirirant slosh with renasro 
walaga block with fadenaamden estle anira 

capacitor on to portrofany caaracted to a bro 
tes greed to be. 

"Split' Ahr integration. 
The software has a register that stores a running total of current time. The time units are 
kept deliberately small to increase accuracy. The integration for the current is then as 
accurate as the current measurements. To keep the electrochemical cell monitoring 
software simple, the units for the current integration is not defined. Furthermore, 
responsibility for resetting it or translating it into a state of charge or discharge is 
transferred to another node capable of using the communication protocol. The second 
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unit, knowing the current time units and more details about the application, can keep 
track of SOC and Current throughput. It also has the ability to reset the value on the 
electrochemical cell monitor. This split responsibility for current integration ensures that 
the software for the electrochemical cell monitor does not have to be retested for most 
custom applications. It also insures that every likely battery can be accommodated by a 
single system. 

small increment balancing. 
Although the electrochemical cell monitor can be setup with high current balancing, 
electrochemical cells can also be kept in balance with Smaller changes. In order to do 
this, the balance must be measured at either the end of charge, the end of discharge, or a 
custom point based on the application. Once a determination about the state of balance 
has been made, the balancing can be done while the cells are not in use, or during regular 
operation. Individual cells are balanced for varying amounts of time. These small 
changes in balance are sufficient to maintain a balanced set of cells. Once again, to keep 
the electrochemical cell monitors simpler, they provide rudimentary balancing algorithms 
and allow a custom communication node to best choose how to balance the batteries. 

One of the methods in software that allows for the timer-based methods involves using 
individual timers for each cell. The cell timers decrement at regular intervals. The 
balancing is actively kept on for each cell until the specific timer hits zero. This allows 
an application to decide how much to balance each cell upon determination of the state of 
balance. 
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A second method for balancing involves using a slow pwm for each cell. Each cell is 
balanced according to a duty cycle, which is set based on the balancing required. A 
global timer is decremented and once the timer has hit zero, all of the duty cycles for 
balancing are set to zero. 
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If the balancing is going to be done during idle periods for the cells, there are methods 
that can reduce the electrochemical cell monitoring current. With either the pwm or the 
individual timers, most of the functions of the electrochemical cell monitor can be put to 
sleep. It will then wake up to update the balancing of the cells as needed. There are also 
some hardware enhancements that can further reduce the balancing current. 

A method for performing balancing while the device is asleep was conceived. The 
concept takes advantage of the high resistance between the gate and drain-source 
junctions of metal oxide field effect transistors and similar devices by loading the gate of 
the device with another device and then driving the gate high with a tri-state device 
which can be ON / OFF / or high impedance. Another way is to power the bypass off the 
cell it is discharging and have its state set using an external signal. When bypass is 
desired, the tri-state switch is loaded to the state desired (ON or OFF) and then the device 
is turned off. In similar fashion, the bypass state of a cell can be toggled ON and then 
external power is turned off. While the balancing is going on, the device draws no power 
from an external source. The device can wake up periodically and RESET the bypass 
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state or load a new state, and then go back to sleep again. See the diagram for pictorial 
view of the concept. 

A reduced current method for sleep balancing can also be achieved in hardware. The 
hardware control lines for the balancing are setup with charge storage or memory devices 
on the inputs. In a timer-based system, the balancing would be enable by turning on or 
charging up the memory storage devices. Once the individual timers expire, the memory 
devices would be turned off. In a system with duty cycles instead of individual timers, 
the pwm period would be scaled so that the entire balancing cycle would be one period. 
The timer could then wake up the device at regular intervals to turn off balancing for 
groups of cells or to recharge the charge storage / memory devices. The large advantage 
of the memory / charge storage method is that it requires very low Supply power to 
supervise the balancing operation. 

There are three methods that can use existing blocks or slight modifications to cheaply do 
isolation detection. 

The first method is incomplete but quite usefull for most applications. If the pack voltage 
scaling block is used and the connection is: Pack+-R1-R2 - R3-Pack-, where R1 = R3 
and the switches are between R1,R2 and R3,R3, Pack measurements can be made. If the 
pack block is connected to the bus at the same time as the measurement block, and the 
measurement block is non 
isolated, any isolation faults between the pack and the chassis will be detected unless the 
fault is located halfway up the pack. 

The second method completes the first method. A 2nd block can be used which consists 
of a resistor between pack+, or pack- to the positive end of the bus Switch and a resistor 
between the positive switch and the negative switch. If this block is connected to the bus 
at the same time as the measurement block, any voltage read will indicate an isolation 
fault unless it is located at packt or pack- (whichever one was used). 

Between the first and second methods, a location and resistance for any isolation faults 
can be detected. 

The third method is probably the easiest and least expensive to implement. Instead of 
having a regular pack voltage block where both Switches need to be connected and 
disconnected together, the pack voltage could have its Switches independently controlled. 
Furthermore, the middle resistance would be moved to a resistance block (The resistance 
block could have one switch permanently shorted and the other Switch could be non 
isolated and cheap). The regular measurement would be made by first connecting the 
entire pack voltage block to the capacitor block and the resistance block would be 
connected at the same time. Next, the resistance and pack blocks would be disconnected 
and the measurement block would be connected. After that, a measurement would be 
made with the pack voltage block, the resistance block and the measurement block 
connected at the same time. Any change in the measurements would indicate an isolation 
fault. To check for midpackisolation faults, one half of the pack voltage block would be 
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connected to the resistance block which would be connected to the measurement block. 
Non-zero measurements would indicate faults. Finally, if the A-D resistance were taken 
into account, the resistance block could be removed from the system entirely and the 
concept would still function identically. 

Part of the design that allows for increased flexibility involves making a board that is 
expandable or contractable in contiguous "units” which repeat the same circuit. A single 
board "unit' is designed so that it can handle a single block of cells. Some of the 
communication lines can extend from one board to an identical board beside it. One 
board is completely populated with the microprocessor and the other boards become 
slave boards. Not knowing the application when the boards are built, it is easier to build 
several boards side by side. Once the application is known, some of the boards are split 
off from the rest and populated. There are two methods that enable the boards to be 
safely broken without having traces that could short to each other. In either method, the 
plane layers must not extend all the way to the edge of the possible break. This ensures 
that no signals can short to the planes. 

The first method involves laying a resistor footprint across both boards. The 
communication line that has to bridge the boards is carried through a zero ohm resistor. 
If the resistor is not populated, the boards can be broken without any live signals having 
the ability to short. 

The second method for having communication lines bridge boards involves setting up a 
via on either side of the bridge. If the boards are going to be cut, the trace is first cut in 
between the two vias. By spacing the traces sufficiently far apart, the traces are unable to 
short to each other. The via then functions to make sure that the trace cannot easily be 
pulled off of the board, The via should anchor it in place. 

One oftefinal aspects of the design that makes data collection simpler is the 
synchronize and pause function. A communication node can use the communications 
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system to broadcast a "synch and pause" message. Upon receipt of the message, the 
devices will all start at the first electrochemical cell that they monitor. Once they have 
monitored all of the cells, they will stop recording the measurements so that the 
communications node can read a group of measurements all taken in a similar time 
frame. 

To ensure that pack protection can be run in parallel with the "synch and pause" function, 
measurements are continuously made and important quantities such as maximum voltage 
are still computed. The only thing that changes is the recording of the individual cells 
into certain memory locations. This ensures that "pausing" the measurements does not 
adversely effect any other aspect of the electrochemical cell monitor. Synchronicity is 
important when making measurements because the values being compared are often 
changing with time, 

Memory optimization: 
To fit the algorithm into a small microcontroller with small banks of memory, a memory 
map was built. Instead of using arrays and pointers directly, an abstraction was used so 
that two consecutive elements of a structure would not need to occupy adjacent memory 
locations. To do this, all memory access was based on a contiguous address. Structures 
would be set up to occupy blocks of memory in this contiguous address. However, based 
on the map, the adjacent locations in the contiguous address could be mapped to different 
sections of actual memory to fit the same design into different microprocessor 
architectures. One of the advantages of this is that it allows arrays to be used that could 
not fit in regular memory. The contiguous address model also helps to keep 
communications organized. With any higher-level communications protocol that reads 
from and writes to addresses, the addresses can be set up along the contiguous map. 
Internal reads and writes are also set up along the same map. This simplifies memory 
based communications protocols in addition to making better use of the existing memory. 
Another benefit is that certain addresses in the contiguous model exist but not be mapped 
to actual memory locations. This allows the device to be compatible with 
communications protocols that require an address space bigger than the microprocessor 
allows. See the attached diagram immediately below, 
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charges or discharges the capacitor. Then the cell block is disconnected and the 
measurement block is connected and a measurement is made. 

The device has a 2"bus for temperatures. The temperatures are measured using 
thermistors which are isolated from the cells. Because the thermistors are already 
isolated from the pack, the switches used do not need to be able to deal with the entire 
pack voltage. The measurement device is permanently connected to the 2" bus as this 
does not cause any isolation issues. This can measure 48temperatures. 

The device has a 3"bus that measures a hall effect sensor. The hall effect sensor requires. 
a 3 wire bus instead of two wires. This bus is permanently connected because the hall 
effect sensor is isolated and there are no issues with the permanent connection. 

The device uses pwm based balancing in software with isolators driving gates to 
discharge the batteries for balancing. It is set up to discharge up to 50mA per cell. 

The device uses a microprocessor that has less than 400 bytes of RAM. To store all of 
the voltages and temperatures together requires a block of memory that cannot fit in 
adjecent memory locations in the microprocessor. The memory model maps everything 
so that all of the voltages and temperatures can be treated as if they fit together with a 
contiguos memory model. The device uses RS485/modbus communications to talk to 
any other devices. The modbus drivers use the same memory mapping as the rest of the 
application. 
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We claim: 
1. A retrofit system for converting a hybrid vehicle to a 

plug-in hybrid comprising: 
a battery for storing a charge Sufficient to provide a vehicle 

with an electric-only driving range in excess of 5 miles; 
a battery management system for monitoring battery 

parameters indicative of the state of battery charge to 
produce a “true SOC signal indicative thereof; and 

a control unit responsive the battery management system to 
report an inflated state of battery charge to the hybrid 
vehicle's hybrid control system to maintain the gasoline 
engine in a deactivated condition over an extended driv 
ing range. 

2. The retrofit system of claim 2 wherein the battery man 
agement system includes means for collecting and reporting 
the Voltages and temperatures of at least Some of the electro 
chemical cells forming the battery, and 
means for communicating the magnitudes of the reported 

Voltages and temperatures to the control unit. 
3. The retrofit system of claim3 including sensor means for 

monitoring Voltage, current and temperature of the battery 
pack. 

4. The retrofit system of claim 1 including means respon 
sive to the minimally acceptable actual state of battery charge 
for reporting a state that causes the vehicle to function in its 
pre-retrofit hybrid mode. 

5. The retrofit system of claim 4 wherein said reporting 
means maintains said pre-retrofit hybrid mode until said bat 
tery is recharged to at least a reset level from a source external 
to the vehicle. 

6. The retrofit system of claim 1 wherein the control unit is 
further responsive to the temperature within the catalytic 
converter of the vehicle to report a sufficiently inflated state of 
battery charge only when said temperature is within a tem 
perature range acceptable to the vehicle's hybrid control sys 
tem. 

7. The retrofit system of claim 1 wherein the control unit is 
further responsive to vehicle speed to report a sufficiently 
inflated battery charge only when the speed of the vehicle is 
below a speed acceptable to the vehicle's hybrid control sys 
tem. 

8. The retrofit system of claim 1 wherein the control unit is 
responsive to the same vehicle parameters as the unconverted 
hybrid vehicle's hybrid control system to avoid interference 
with important vehicle parameters that override the battery's 
state of charge as the parameter determining the act should 
inflation and the activation of the vehicle's gasoline engine. 

9. The retrofit system of claim 1 wherein the control unit is 
responsive to the true SOC signal to re-institute the vehicle's 
hybrid mode of propulsion by changing the reported battery 
state value when the vehicle's battery capacity becomes suf 
ficiently depleted so that further discharge of the battery is 
undesirable, whereupon the vehicle is returned to normal 
hybrid mode using the remaining battery capacity in the man 
ner by which the vehicle's pre-conversion battery was used 

10. The retrofit system of claim 1 wherein the control unit 
inflates the true SOC signal in accordance with a variable 
inflation factor. 

11. The retrofit system of claim 10 wherein the variation is 
based on system parameters selected from one or more of the 
battery age, battery cell temperature, battery discharge rate 
and battery cell Voltage. 
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12. The retrofit system of claim 10 wherein the variation is 
determined from a selected one of a plurality of user-selected 
driving modes. 

13. The retrofit system of claim 1 including display means 
controlled by the control unit and including 

first electronically-generated indicia visible to the driver 
during vehicle operation and indicative of the position of 
the vehicle's accelerator, and 

second electronically-generated indicia visible to the 
driver during vehicle operation and indicative of the 
position to which, in view of the then-current driving 
parameters, the accelerator can be moved without acti 
Vating the gasoline engine. 

14. The retrofit system of claim 1 wherein the second 
indicia is adjacent to the first indicia. 

15. The retrofit system of claimed 14 wherein the first 
indicia is in the form of a bar graph having a variable length 
proportional to the position of the vehicle's accelerator, and 
the second indicia is in the form of a generally vertical line 
positioned adjacent the bar graph to indicate the accelerator 
position which, when reached, will activate the gasoline 
engine. 

16. A method for converting a hybrid electric vehicle into a 
plug-in hybrid electric Vehicle comprising the steps of 

(a) adding to the vehicle's battery capacity a sufficient 
battery capacity to provide an electric-only driving 
range in excess of 5 miles; 

(b) monitoring the state of charge of the vehicle's resulting 
battery and producing any “true SOC signal indicative 
thereof; 

(c) generating a “reported SOC signal to the vehicle's 
hybrid control system that is sufficiently inflated to 
maintain the gasoline engine in a deactivated condition 
over an extended electric-only driving range. 

17. A method for converting a hybrid vehicle into a plug-in 
hybrid vehicle comprising the steps of: 

(a) adding to the battery capacity of the vehicle to provide 
charge storage Sufficient to impart an extended electric 
only driving range in excess of 5 miles; 

(b) installing a battery management system in the vehicle 
that monitors the battery's parameters indicative of the 
state of battery charge to produce a “true SOC signal 
indicative thereof, and 

(c) installing a control unit that is responsive to the “true 
SOC signal to produce a “reported SOC signal to the 
vehicle's hybrid control system that is sufficiently 
inflated to maintain the gasoline engine in a deactivated 
condition over the extended electric-only driving range. 

18. A display unit for use in a hybrid vehicle comprising: 
means defining a displayed graph of variable length, the 

display unit being adapted to be electrically coupled to 
the vehicle's hybrid control system to receive a signal 
indicative of the vehicle's accelerator position and dis 
play a bar graph of a length proportional to same; 

means defining a displayed indicator adjacent the graph, 
the display unit being adapted to be electrically coupled 
to the vehicle's hybrid control system to receive a signal 
indicative of the then-current driving parameters to dis 
play said indicator at a position along the graph indicat 
ing the furthest position to which the accelerator can 
then be depressed in view of the then-current driving 
parameters without activating the gasoline engine. 
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19. A method for displaying information to the driver of a displaying an indicator adjacent the graph having a posi 
hybrid vehicle to maximize electric-only operation compris- tion indicative along the graph indicating the furthest 
ing the steps of position to which the accelerator can then be depressed 

in view of the then-current driving parameters without 
displaying a graph of variable length to the driver during activating the gasoline engine. 

vehicle operation wherein the length of the graph repre 
sents the vehicle's accelerator position, and ck 
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