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FIG 2 
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FIG. 3 
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FIG. 5 
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US 8,427,103 B2 
1. 

CHARGING DEVICE FOR ELECTRIC 
VEHICLE 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

The disclosure of Japanese Patent Application No. 2007 
244748, filed on Sep. 21, 2007 including the specification, 
drawings and abstract is incorporated herein by reference in 
its entirety. 

BACKGROUND OF THE INVENTION 

1. Field of the Invention 
The present invention relates to a charging device for an 

electric vehicle, which charges a storage device that Supplies 
electric power to an electric motor for driving a vehicle. 

2. Description of the Related Art 
Electric vehicles include vehicles that use an electric motor 

alone as a drive source and hybrid vehicles that uses an 
electric motor and an engine as drive sources. Both types of 
electric Vehicle include a battery serving as a storage device 
for Supplying electric power to the electric motor, and when 
the remaining capacity of the battery decreases, the battery 
must be charged externally. Further, in a hybrid vehicle that 
uses both an electric motor and an engine as drive sources, the 
battery is usually charged by driving the engine, but occasion 
ally the battery is charged by Supplying electric power from 
an external power source, without driving the engine. When 
the battery is charged externally in this manner in an electric 
vehicle having an electric motor, including a hybrid vehicle, 
an on-board charger that raises the voltage of a household 
commercial power Source and converts this Voltage into 
direct-current power is installed in the electric vehicle so that 
the storage device can be charged using a commercial power 
SOUC. 

However, several hours are required to charge the storage 
device to a high voltage of up to approximately DC 400V. for 
example, by connecting a power source plug, or in other 
words an outlet, of an AC 100V or AC 200V household 
commercial power Source to the vehicle body, and since this 
amount of time is excessive, an electric Vehicle Suffers greatly 
in terms of user-friendliness in comparison with a gasoline 
vehicle having a fuel tank that can be filled in a short period of 
time at a gas station. 

Therefore, in recent years progress has been made in the 
development of a high-speed charger, or in other words a fast 
charger, that can fully charge a storage device for an electric 
vehicle in a short time period of approximately several tens of 
minutes using specialist facilities. Considering the preva 
lence of high-speed chargers and the user-friendliness of elec 
tric vehicles, however, it is preferable in reality to ensure that 
charging can also be performed from a household commer 
cial power source. Note that Japanese Unexamined Patent 
Application Publication H11-178234 describes an electric 
vehicle in which a non-board battery is charged from a house 
hold power source. 

To enable charging using both a high-speed charger and a 
commercial power source, a vehicle body is provided with a 
high-speed charging connector to which a power Supply plug 
of a high-speed charger is connected so that the on-board 
battery can be charged using the high-speed charger, and a 
normal charging connector to which a power source plug is 
connected so that the on-board battery can be charged using a 
household commercial power source. However, different 
charging modes are used during high-speed charging and 
normal charging, and the method of charging the on-board 
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2 
battery differs between the two modes. Therefore, charging 
using both methods at the same time, which occurs when both 
the power Supply plug and the power source plug are con 
nected to the vehicle body, is preferably avoided. 

Nevertheless, when both the high-speed charging connec 
tor and the normal charging connector are provided on the 
vehicle body, a user may mistakenly connect the power Sup 
ply plug of the high-speed charger and the normal charging 
power source plug at the same time. 

SUMMARY OF THE INVENTION 

An object of the present invention is to provide a charging 
device for an electric Vehicle with which optimum charging is 
performed reliably, without performing high-speed charging 
and normal charging at the same time, when charging a stor 
age device of the electric vehicle. 
A charging device for an electric Vehicle according to the 

present invention charges a storage device for Supplying elec 
tric power to an electric motor for driving a vehicle, and 
includes a first charging circuit for charging electric power 
Supplied from an external power source to the storage device 
via an on-board charger and a second charging circuit for 
charging electric power Supplied from an external charger to 
the storage device without passing through the on-board 
charger. The charging device comprises: a first connection 
terminal connected to the first charging circuit, which estab 
lishes a connection with the external power source; a second 
connection terminal connected to the second charging circuit, 
which establishes a connection with the external charger and 
has a different shape to the first connection terminal; and 
charging system switching means for charging the storage 
device from only one of the first charging circuit and the 
second charging circuit and preventing simultaneous charg 
ing from both the first charging circuit and the second charg 
ing circuit. 

In the charging device for an electric vehicle according to 
the present invention, when the external power source is 
connected to the first connection terminal and the external 
charger is connected to the second connection terminal, the 
charging system switching means activate the connection 
terminal connected first Such that the charging device is 
charged through the charging circuit having the connection 
terminal connected first. 

In the charging device for an electric vehicle according to 
the present invention, when the external power source is 
connected to the first connection terminal and the external 
charger is connected to the second connection terminal, the 
charging system switching means activate the charging cir 
cuit having a shorter total charging time, from among the first 
charging circuit and the second charging circuit, such that the 
charging device is charged through the charging circuit hav 
ing the shorter total charging time. 

In the charging device for an electric vehicle according to 
the present invention, the charging system switching means 
are constituted by an aggregate connection terminal in which 
the first connection terminal and the second connection ter 
minal are disposed collectively such that the charging system 
Switching means are incapable of connecting a power source 
terminal of the external power source to the first connection 
terminal and connecting a power Supply terminal of the exter 
nal charger to the second connection terminal simultaneously. 
Also in the charging device for an electric Vehicle according 
to the present invention, a power source plug having the 
power source terminal covers the second connection terminal 
when the power source terminal is connected to the first 
connection terminal, and a power Supply plug having the 
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power Supply terminal covers the first connection terminal 
when the power Supply terminal is connected to the second 
connection terminal. 

According to the present invention, the charging system 
Switching means charge the storage device from only one of 
the first and second charging circuits and prevent simulta 
neous charging from both circuits. Therefore, even when the 
electric Vehicle is provided with both a fast charging connec 
tion terminal to which a power Supply plug of a fast charger is 
connected and a normal charging connection terminal to 
which an external power source for Supplying electric power 
to an on-board charger is connected, the storage device is 
invariably charged via a single charging circuit. Hence, 
simultaneous fast charging and normal charging can be pre 
vented and optimum charging can be performed, enabling an 
improvement in the charging operability of the electric 
vehicle. 
When the fast charging connection terminal and the normal 

charging connection terminal are provided separately in the 
vehicle body and both the power source plug and the power 
Supply plug are connected to the respective connection ter 
minals, simultaneous charging through both of the charging 
circuits is prevented by prioritizing either the charging circuit 
having the connection terminal that was connected first or the 
charging circuit having the shorter total charging time. When 
the vehicle body is provided with an aggregate connection 
terminal in which the fast charging connection terminal and 
the normal charging connection terminal are provided collec 
tively, simultaneous charging through both of the charging 
circuits is prevented by ensuring that only one of the power 
Source plug and the power Supply plug can be connected to 
the aggregate connection terminal at a time. 

BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a schematic diagram showing an electric Vehicle 
having a charging device serving as an embodiment of the 
present invention; 

FIG. 2A is a perspective view showing an example of a 
power source plug, and FIG.2B is a perspective view showing 
a connector to which the power source plug is attached; 

FIG. 3A is a perspective view showing an example of a 
power supply plug, and FIG. 3B is a perspective view show 
ing a connector to which the power Supply plug is attached; 

FIG. 4A is a front view showing the electric vehicle in a 
state where a high Voltage battery is charged from an external 
power source terminal via an on-board charger, and FIG. 4B 
is a front view showing the electric vehicle in a state where the 
high Voltage battery is charged directly from a fast charger, 

FIG. 5 is a flowchart showing an algorithm for determining 
a charging mode Switch; 

FIG. 6 is a schematic diagram showing an electric Vehicle 
having a charging device according to another embodiment of 
the present invention; and 

FIG. 7 is a perspective view showing an aggregate connec 
tor shown in FIG. 6. 

DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

Embodiments of the present invention will be described in 
detail below on the basis of the drawings. FIG. 1 is a sche 
matic diagram showing an electric Vehicle having a charging 
device serving as an embodiment of the present invention. 
A vehicle body 10 of this electric vehicle is provided with 

drive wheel side front wheels 11 and driven wheel side rear 
wheels 12, and a motor/generator 15 is connected to a drive 
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4 
shaft 13 for driving the front wheels 11 via a pair of gears 14 
having a fixed gear ratio. The motor/generator 15, which 
serves as an electric motor for driving the vehicle, is a three 
phase alternating current synchronous motor, and a high Volt 
age battery 16 for Supplying electric power to the motor/ 
generator 15 is installed in the vehicle body 10 as a storage 
device. The high voltage battery 16 employs a lithium ion 
battery, i.e. a secondary battery, and outputs direct current 
power of 400V. for example. 
The high voltage battery 16 is connected to an inverter 18 

via power supply cables 17a, 17b. The inverter 18 converts a 
direct current from the high voltage battery 16 into a three 
phase alternating current and Supplies power to the motor/ 
generator 15. The motor/generator 15 has a function for 
recovering regenerative energy by generating power during 
braking of the vehicle and charging the high Voltage battery 
16 with this generated power. A low voltage battery 21 is also 
installed in the vehicle body 10 for supplying 12V direct 
current power, for example, to low Voltage devices installed in 
the vehicle Such as audio devices and air-conditioning fans. 
The low voltage battery 21 is charged by reducing the voltage 
of the high voltage battery 16 using a DC/DC converter 22. 
The power supply cables 17a, 17b are provided with a main 

relay 23 for switching the high voltage battery 16 and the 
inverter 18 between a connected state and a disconnected 
state. The main relay 23 performs a Switching operation in 
accordance with a drive signal from a vehicle control unit 
(EVCU) 24. 
An on-board charger 25 is installed in the vehicle body 10 

so that the high voltage battery 16 can be charged using an 
external power source Such as a commercial power source, 
and an output terminal of the on-board charger 25 is con 
nected to the high voltage battery 16 via the power supply 
cables 17a, 17b by output cables 26a, 26b. The on-board 
charger 25 charges the high Voltage battery 16 by increasing 
the voltage of an AC 100V or AC 200V external power source, 
for example, and converting this voltage into a 400V direct 
current, for example. A battery control unit (BCU) 27 is 
connected to the high voltage battery 16, and the battery 
control unit 27, on-board charger 25, inverter 18, vehicle 
control unit 24, and DC/DC converter 22 are connected to 
each other by a communication network 28, i.e. a CAN (car 
area network), so as to be capable of exchanging information. 
Information such as the Voltage and remaining capacity of the 
high voltage battery 16, for example, is transmitted to the 
vehicle control unit 24 via the communication network 28. 
The vehicle control unit 24 and battery control unit 27 include 
a CPU for calculating control signals, ROM for storing con 
trol programs, calculation equations, map data, and so on, and 
RAM for storing data temporarily. 
A connector 32 having first connection terminals 31 is 

provided on a frontend portion of the vehicle body 10, and the 
connection terminals 31 of the connector 32 are connected to 
the on-board charger 25 by respective power supply cables 
33. A power source plug 35 having power source terminals 34 
connected respectively to the connection terminals 31 is 
attached to the connector 32 detachably. The power source 
plug35 is connected to a connection plug37 via power Supply 
cables 36, and the connection plug 37 is attached to an exter 
nal power source terminal detachably. Hence, when the exter 
nal power source terminal is electrically connected to the 
on-board charger 25 by connecting the power source plug 35 
to the connector 32 and connecting the connection plug 37 to 
the external power source terminal, or in other words a normal 
charging power source, a signal is transmitted from the on 
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board charger 25 to the vehicle control unit 24 via the com 
munication network 28, and charging is performed on the 
high voltage battery 16. 
A circuit portion connecting the connector 32 to the high 

voltage battery 16 via the power supply cables 33, the on 
board charger 25, the output cables 26a, 26b, and the power 
supply cables 17a, 17b constitutes a first charging circuit 38 
for charging power Supplied from the external power Source 
to the high voltage battery 16 via the on-board charger 25, and 
when the power source plug 35 is connected to the connector 
32, the on-board charger 25 charges the high voltage battery 
16 via the first charging circuit 38 in a normal charging mode. 
A connector 42 having second connection terminals 41 is 

provided on one side face of a rear portion side of the vehicle 
body 10, and the connection terminals 41 of the connector 42 
are connected directly to the power supply cables 17a, 17b by 
respective power supply cables 43a, 43b. A power supply 
plug 45 having power Supply terminals 44 connected respec 
tively to the connection terminals 41 is attached to the con 
nector 42 detachably. The power supply terminals 44 of the 
power Supply plug 45 are connected to output terminals of a 
fast charger 46 serving as an external charger via power 
supply cables 47a, 47b, and the fast charger 46 includes a 
boost converter 48 that boosts an alternating current Supplied 
from the external power source and converts the boosted 
alternating current into a 400V direct current, for example. 
The connector 42 is provided with a signal terminal 51 that 

is connected to the vehicle control unit 24 by a communica 
tion line, and the power supply plug 45 is provided with a 
signal terminal 52 that is connected to the signal terminal 51 
when the power Supply plug 45 is attached to the connector 
42. The signal terminal 52 is connected to the boost converter 
48 by a signal line 53. Hence, when the power supply plug 45 
is attached to the connector 42, a signal is transmitted to the 
vehicle control unit 24 via the signal line 53, and relays 54 
provided on output lines 49a, 49b of the boost converter 48 
are driven by a signal from the vehicle control unit 24 such 
that charging is performed on the high Voltage battery 16 by 
the fast charger 46. 
A circuit portion connecting the connector 42 to the high 

voltage battery 16 via the power supply cables 43a, 43b,17a, 
and 17b constitutes a second charging circuit 55 for charging 
the high voltage battery 16 with power supplied from the fast 
charger 46 serving as an external charger without passing 
through the on-board charger 25, and when the power Supply 
plug 45 is connected to the connector 42, the external fast 
charger 46 charges the high Voltage battery 16 via the second 
charging circuit 55 in a high speed charging mode. 

FIG. 2A is a perspective view showing an example of the 
power source plug 35, and FIG. 2B is a perspective view 
showing the connector 32 to which the power source plug 35 
is attached. As shown in FIG. 2A, the two power source 
terminals 34 provided on the power source plug 35 are each 
formed from apole-shaped metallic material having a circular 
cross-section. As shown in FIG. 2B, the connection terminals 
31 of the connector 32 provided in the vehicle body 10 are 
formed with fitting holes 31a corresponding to the power 
Source terminals 34, into which the pole-shaped power source 
terminals 34 are fitted. 

FIG. 3A is a perspective view showing an example of the 
power supply plug 45, and FIG. 3B is a perspective view 
showing the connector 42 to which the power Supply plug 45 
is attached. As shown in FIG. 3A, the two power supply 
terminals 44 provided on the power Supply plug 45 are each 
formed from a plate-shaped metallic material having a square 
cross-section, in contrast to the power Source terminals 34. 
and the signal terminal 52 is formed from a pole-shaped 
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6 
metallic material having a circular cross-section. As shown in 
FIG. 3B, the connection terminals 41 and the signal terminal 
51 of the connector 42 provided in the vehicle body 10 are 
formed with fitting holes 41a, 51a corresponding to the power 
supply terminals 44 and the signal terminal 52, into which the 
power Supply terminals 44 and the signal terminal 52 are 
respectively fitted. 

Since the connection terminal 31 and the connection ter 
minal 41 have different shapes, the power source terminal 34 
of the power source plug 35 cannot be connected to the 
connection terminal 41, and the power Supply terminal 44 of 
the power Supply plug 45 cannot be connected to the connec 
tion terminal 31. Note, however, that the respective shapes of 
the connection terminals 31, 41 are not limited to the illus 
trated cases, and may be set arbitrarily as long as they differ 
from each other such that the power source terminal 34 of the 
power source plug 35 can only be connected to the connection 
terminal 31 and the power supply terminal 44 of the power 
Supply plug 45 can only be connected to the connection 
terminal 41. 

FIG. 4A is a front view showing the electric vehicle in a 
state where the high voltage battery is charged from the exter 
nal power source terminal via the on-board charger 25 by 
attaching the power source plug 35 to the connector 32, and 
FIG. 4B is a front view showing the electric vehicle in a state 
where the high voltage battery 16 is charged directly from the 
fast charger 46 serving as an external charger by attaching the 
power supply plug 45 to the connector 42. As shown in FIG. 
4, the vehicle 10 is provided with connector lid members 32a, 
42a covering the connectors 32, 42 such that when the power 
source plug 35 is attached to the connector 32, the lid member 
32a open, and when the power supply plug 45 is attached to 
the connector 42, the lid member 42a is open. 
As shown in FIGS. 1 to 4, the two connectors 32, 42 are 

provided at a remove from each other such that the power 
source plug 35 can be attached to the connector 32 and the 
power Supply plug 45 can be attached to the connector 42. 
Measures must be taken to ensure that when the power source 
plug 35 and the power supply plug 45 are both connected to 
the respective connectors 32, 42, the normal charging mode 
and the high speed charging mode, which are different to each 
other, are not performed simultaneously. When the power 
source plug 35 is attached to the connector 32, information is 
transmitted from the on-board charger 25 to the vehicle con 
trol unit 24 via the communication network 28, and similarly, 
when the power Supply plug 45 is attached to the connector 
42, information is transmitted from the fast charger 46 to the 
vehicle control unit 24 via the signal line 53 and the commu 
nication network 28. 
On the basis of this information, when the power source 

plug 35 and the power supply plug 45 are both attached to the 
two connectors 32,42, the vehicle control unit 24 charges the 
high Voltage battery 16 from only one of the first charging 
circuit 38 and the second charging circuit 55 and prevents 
charging of the high voltage battery 16 from both of the 
charging circuits at the same time. Thus, the vehicle control 
unit 24 shown in FIG. 1 constitutes charging system Switch 
ing means. As a method of determining which of the two 
charging circuits 38, 55 is to be activated, the plug that is 
connected first between the power source plug 35 and the 
power Supply plug 45 may be activated Such that the high 
Voltage battery 16 is charged by the charging circuit having 
the connection terminal to which the plug was connected first. 
As another determination method, the charging circuit having 
a shorter total charging time between the two charging cir 
cuits 38, 55 may be activated such that the high voltage 
battery 16 is charged by the charging circuit having the 
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shorter total charging time. In this method, the remaining 
capacity of the high Voltage battery 16 is calculated, the 
charging time when charging is performed using the fast 
charger 46 is compared to the charging time when charging is 
performed using the on-board charger 25, and the high Volt 
age battery 16 is charged in the charging mode having the 
shorter charging time. 

FIG. 5 is a flowchart showing an algorithm for determining 
a charging mode Switch. In a step S1, a determination is made 
as to whether or not the power supply terminal 44 of the power 
Supply plug 45 is connected to the connection terminal 41 of 
the connector 42 such that the fast charging power Source is 
connected, or in other words whether or not the fast charger 
46 is connected. When the fast charger 46 is connected, the 
remaining capacity of the high Voltage battery 16 is calculated 
in a step S2, whereupon a determination is made in a step S3 
as to whether or not the normal charging power source is 
connected, or in other words whether or not the power source 
plug 35 is connected to the connector 32. When it is deter 
mined in the step S3 that the normal charging power source is 
not connected, setting is performed in a step S4 to activate fast 
charging and deactivate normal charging, whereupon a charg 
ing start flag is Switched ON in a step S5 to begin charging 
using the fast charger 46. Charging using the fast charger 46 
is continued until a charging end flag is Switched ON in a step 
S6. When the charging end flag is switched ON in the step S6, 
charging is stopped in a step S7, whereby fast charging is 
deactivated and normal charging is maintained in a deacti 
vated State. 
On the other hand, when it is determined that the fast 

charger 46 is not connected in the step S1 and that the normal 
charging power source is connected in a step S8, the remain 
ing capacity of the high Voltage battery 16 is calculated in a 
step S9, whereupon setting is performed in a step S10 to 
activate normal charging and deactivate fast charging. The 
charging start flag is then switched ON in a step S11 to begin 
normal charging using the on-board charger 25. Charging 
using the on-board charger 25 is continued until the charging 
end flag is switched ON in a step S12. When the charging end 
flag is Switched ON in a step S13, charging is stopped in a step 
S13, whereby normal charging is deactivated and fast charg 
ing is set to a deactivated State. 
When it is determined in the step S3 that the fast charger 46 

and the normal charging power source are connected, i.e. 
when the power source plug 35 is connected to the connector 
32 while being connected to an external power source and the 
power supply plug 45 of the fast charger 46 is connected to the 
connector 42, the fast charging time and the normal charging 
time are calculated in a step S14, whereupon the shorter of the 
fast charging time and the normal charging time is determined 
in a step S15. When it is determined in the step S15 that the 
fast charging time is shorter than the normal charging time, 
fast charging is determined to be active in the step S4, where 
upon the steps S5 to S7 are executed. When it is determined in 
the step S15 that the normal charging time is shorter than the 
fast charging time, on the other hand, normal charging is 
determined to be active in the step S10, whereupon the steps 
S11 to S13 are executed. Note that a charging preparation 
time is added to the calculation of the respective charging 
times in the step S15. 
As a method of determining which of the two charging 

circuits 38.55 to activate, in the method for activating the plug 
connected first between the power source plug 35 and the 
power Supply plug 45 and charging the high Voltage battery 
16 using the charging circuit having the connection terminal 
to which the plug was connected first, the charging start flag 
for activating fast charging is switched ON when the fast 
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8 
charger 46 is connected, and when the normal charging power 
Source is connected in this state, the charging start flag is 
Switched ON. In so doing, charging using the normal charg 
ing power source is prevented. 

FIG. 6 is a schematic diagram showing an electric Vehicle 
having a charging device according to another embodiment of 
the present invention. In FIG. 6, identical members to those 
shown in FIG. 1 have been allocated identical reference sym 
bols. 
An aggregate connector 61 is provided on one side face of 

the rear end portion side of the vehicle body 10, for example, 
and the first connection terminals 31, which are connected to 
the on-board charger 25 via the power supply cables 33, and 
the second connection terminals 41, which are connected to 
the power supply cables 17a, 17b via the power supply cables 
43a. 43b, are disposed collectively in the aggregate connector 
61. By means of these connection terminals, an aggregate 
connection terminal is formed. Further, the aggregate connec 
tor 61 is provided with the signal terminal 51, which is con 
nected to the vehicle control unit 24 by a communication line. 
The power source plug 35 provided with the connection 

plug. 37, which is connected detachably to an external power 
source terminal, takes the shape shown in FIG. 2A, while the 
power Supply plug 45 connected to the output terminal of the 
fast charger 46 via the power supply cables 47a, 47b takes the 
shape shown in FIG.3A. Hence, the power source terminal 34 
of the power source plug 35 and the power supply terminal 43 
of the power supply plug 45 are shaped differently. 

FIG. 7 is a perspective view showing the aggregate con 
nector 61 shown in FIG. 6. The aggregate connector 61 is 
formed in Such a size and shape that when one of the power 
source plug 35 of the external power source and the power 
supply plug 45 of the fast charger 46 is connected thereto, the 
other cannot be connected. In other words, the size of the 
aggregate connector 61 Substantially corresponds to the size 
of the respective plugs. 
As shown in FIG. 7, the connection terminals 31 provided 

on the aggregate connector 61 are formed with the fitting 
holes 31a into which the pole-shaped power source terminals 
34 are fitted, while the connection terminals 41 and the signal 
terminal 51 provided on the aggregate connector 61 are 
formed with the fitting holes 41a, 51a into which the plate 
form power Supply terminals 44 and the pole-shaped signal 
terminal 52 are respectively fitted. Hence, the respective fit 
ting holes 31a, 41a, 51a have different shapes and are formed 
at an offset from one another. Therefore, when the power 
Source plug 35 is attached to the aggregate connector 61 to 
connect the connection terminals 31 to the power Source 
terminals 34, the connection terminals 41 and the signal ter 
minal 51 are covered by the power source plug 35, and on the 
basis of this state, the power Supply plug 45 cannot be 
attached to the aggregate connector 61. Similarly, when the 
power Supply plug 45 is attached to the aggregate connector 
61 to connect the connection terminals 41 to the power Supply 
terminals 44, the connection terminals 31 are covered by the 
power Supply plug 45, and on the basis of this state, the power 
Source plug 35 cannot be attached to the aggregate connector 
61. 
When the power source plug 35 is attached to the aggregate 

connector 61, power Supplied from the external power source 
is charged to the high Voltage battery 16 through the connec 
tion terminals 31 via the first charging circuit 38. When the 
power Supply plug 45 is attached to the aggregate connector 
61, on the other hand, power supplied from the fast charger 46 
is charged to the high Voltage battery 16 through the connec 
tion terminals 41 via the second charging circuit 55. Thus, the 
aggregate connector 61 charges the high Voltage battery 16 
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from only one of the two charging circuits 38,55, and there 
fore constitutes charging system Switching means for pre 
venting simultaneous charging from both charging circuits 
38, 55. As described above, the aggregate connector 61 serv 
ing as charging system Switching means constitutes an aggre 
gate connection terminal that is incapable of connecting the 
power source terminals 34 of the external power source to the 
connection terminals 31 and connecting the power Supply 
terminals 44 of the fast charger 46 to the connection terminals 
41 at the same time. 
When the power source plug 35 is connected, the output of 

the on-board charger 25 is controlled on the basis of informa 
tion transmitted from the on-board charger 25 to the vehicle 
control unit 24, and when the power Supply plug 45 is con 
nected, the output of the boost converter 48 is controlled on 
the basis of information transmitted from the boost converter 
48 to the vehicle control unit 24. 
The present invention is not limited to the embodiments 

described above, and may be subjected to various modifica 
tions within a scope that does not depart from the spirit 
thereof. For example, the positions of the respective connec 
tors 32, 42 are not limited to the positions shown in FIG. 4, 
and the position of the aggregate connector 61 is not limited 
to the position described above. Instead, the connector 32 
may be provided on the rear end portion of the vehicle. Fur 
ther, in the illustrated electric vehicle, the front wheels 11 
serve as drive wheels, but the rear wheels 12 may also be drive 
wheels. Moreover, a lithium ion battery is used as the high 
voltage battery 16, but another type of secondary battery, for 
example an electrochemical capacitor Such as an electric 
double layer capacitor, may be used instead. Furthermore, an 
electric vehicle in which an electric motor serves as the sole 
drive source was described in the above embodiments, but the 
present invention may also be applied to a hybrid-type elec 
tric vehicle having an engine in addition to an electric motor. 
What is claimed is: 
1. A charging device for an electric Vehicle, which charges 

a storage device for Supplying electric power to an electric 
motor for driving the electric vehicle, and includes a first 
charging circuit for charging electric power Supplied from an 
external power source to said storage device via an on-board 
charger and a second charging circuit for charging electric 
power Supplied from an external charger to said storage 
device without passing through said on-board charger, said 
charging device comprising: 

a first connection terminal connected to said first charging 
circuit, which establishes a connection with said exter 
nal power Source: 

a second connection terminal connected to said second 
charging circuit, which establishes a connection with 
said external charger and has a different shape to said 
first connection terminal and includes a signal terminal 
for Supplying a signal and a power terminal for Supply 
ing the charging electric power from the external 
charger, and 

a charging system Switching control circuit for charging 
said storage device, such that the charging system 
Switching control circuit is configured so as to activate 
one of the first connection terminal and the second con 
nection terminal based at least partially on a determina 
tion that the first connection terminal is connected to 
said external power source and the second connection 
terminal is connected to said external charger so as to 
charge the storage device from only one of said first 
charging circuit and said second charging circuit and 
preventing simultaneous charging from both said first 
charging circuit and said second charging circuit, 
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wherein, when said external power source is connected to 

said first connection terminal and said external charger is 
connected to said second connection terminal, the charg 
ing system Switching control circuit activates one of the 
first connection terminal and the second connection ter 
minal based at least partially on the signal from the 
signal terminal. 

2. A charging device for an electric Vehicle, which charges 
a storage device for Supplying electric power to an electric 
motor for driving the electric vehicle, and includes a first 
charging circuit for charging electric power Supplied from an 
external power source to said storage device via an on-board 
charger and a second charging circuit for charging electric 
power Supplied from an external charger to said storage 
device without passing through said on-board charger, said 
charging device comprising: 

a first connection terminal connected to said first charging 
circuit, which establishes a connection with said exter 
nal power Source; 

a second connection terminal connected to said second 
charging circuit, which establishes a connection with 
said external charger and has a different shape to said 
first connection terminal; and 

charging system Switching means for charging said storage 
device from only one of said first charging circuit and 
said second charging circuit and preventing simulta 
neous charging from both said first charging circuit and 
said second charging circuit, 

wherein, when said external power source is connected to 
said first connection terminal and said external charger is 
connected to said second connection terminal, said 
charging system switching means activates the connec 
tion terminal connected first such that said charging 
device is charged by the charging circuit having the 
connection terminal connected first. 

3. A charging device for an electric Vehicle, which charges 
a storage device for Supplying electric power to an electric 
motor for driving the electric vehicle, and includes a first 
charging circuit for charging electric power Supplied from an 
external power source to said storage device via an on-board 
charger and a second charging circuit for charging electric 
power Supplied from an external charger to said storage 
device without passing through said on-board charger, said 
charging device comprising: 

a first connection terminal connected to said first charging 
circuit, which establishes a connection with said exter 
nal power Source; 

a second connection terminal connected to said second 
charging circuit, which establishes a connection with 
said external charger and has a different shape to said 
first connection terminal; and 

charging system Switching means for charging said storage 
device from only one of said first charging circuit and 
said second charging circuit and preventing simulta 
neous charging from both said first charging circuit and 
said second charging circuit, 

wherein, when said external power source is connected to 
said first connection terminal and said external charger is 
connected to said second connection terminal, said 
charging system Switching means activates the charging 
circuit having a shorter total charging time, from among 
said first charging circuit and said second charging cir 
cuit, Such that said charging device is charged by the 
charging circuit having the shorter total charging time. 

4. The charging device for an electric vehicle according to 
claim 1, wherein the charging system Switching control cir 
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cuit electrically activates one of said first charging circuit and 
said second charging circuit based on a predetermined crite 
rion. 

5. The charging device for an electric Vehicle according to 
claim 1, wherein the first connection terminal and the second 
connection terminal are disposed so as enable the first con 
nection terminal and the second connection terminal to be 
connected to said external power source and said external 
charger, respectively, simultaneously. 

6. The charging device for an electric Vehicle according to 
claim 1, wherein the charging system Switching control cir 
cuit comprises a vehicle control unit. 

7. The charging device for an electric Vehicle according to 
claim 1, wherein the charging system Switching control cir 
cuit comprises an electrical Switching means for selecting one 
of said first charging circuit and said second charging circuit. 

8. The charging device for an electric Vehicle according to 
claim 1, wherein the charging system Switching control cir 
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cuit activates one of said first charging circuit and said second 
charging circuit when the first connection terminal is con 
nected to the external power source and the second connec 
tion terminal is connected to the external charger. 

9. The charging device for an electric vehicle according to 
claim 1, wherein the determination is based at least partially 
on a signal indicating that the first connection terminal is 
connected to the external power Source and a signal indicating 
that the second connection terminal is connected to the exter 
nal charger. 

10. The charging device for an electric Vehicle according to 
claim 1, wherein the charging system Switching control cir 
cuit activates one of the first connection terminal and the 
second connection terminal based at least partially on a factor 
other than the determination that the first connection terminal 
is connected to said external power source and the second 
connection terminal is connected to said external charger. 
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