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(57) ABSTRACT 

Techniques are provided for communicating a data stream in 
a wireless communication network. A source divides the 
data stream into a first data Sub-stream and a second data 
sub-stream. The first data sub-stream can be modulated 
using a first modulation technique to generate a first modu 
lated data Sub-stream, and the second data Sub-stream can be 
modulated using a second modulation technique to generate 
a second modulated data Sub-stream. A destination receives 
the first data Sub-stream over a first frequency band, and 
receives the second data Sub-stream over a second frequency 
band. The destination demodulates the first data sub-stream 
using a first demodulation technique to generate a first 
demodulated data Sub-stream, and demodulates the second 
data Sub-stream using a second demodulation technique to 
generate a second demodulated data Sub-stream. The desti 
nation then combines the first demodulated data sub-stream 
and the second demodulated data Sub-stream to generate the 
data stream. 

STRD 
MOOULATED DATA 
SUB-SREAMS 

206-11 

STRD 
MORATED TRANSMITTER 

SUB 
STREAMS 

RECEIVER 

1ST MODULATED 
DATA 

SUB-STREAM 

2ND MODULATED 
DATA D suBSREAM 2ERADIO MODULE 

(TDMA) 

DATA RD SUBSTREAM 3RAPO MODULE 
(CDMA) 

  

IPR2026-00382 
Tesla EX1022 Page 1



Patent Application Publication Jul. 5, 2007 Sheet 1 of 9 US 2007/0153729 A1 

) 

FIG. I. 

  

IPR2026-00382 
Tesla EX1022 Page 2



Patent Application Publication Jul. 5, 2007 Sheet 2 of 9 US 2007/0153729 A1 

STRD 
MODULATED DATA 

200 SUB-STREAMS 
\ 206-11 

201 STRD 
PROCESSOR MORATED TRANSMITTER 

SUB 
STREAMS 

DISPLAY RECEIVER 

1ST MODULATED 
INPUT DATA ST DEV 1 RADIO CE SUB-STREAM MODULE 

(GSM) 
PROGRAM 
MEMORY 2ND MODULATED 

DATA 

susta 3. 
3RD MODULATED 

DATA 211 RD 
O 3''' RADIO 

BUFFER SUB-STREAM MODULE 
MEMORY (CDMA) 

210 

REMOVABLE - 
STORAGE 

204 

FIG. 2 

  

IPR2026-00382 
Tesla EX1022 Page 3



Patent Application Publication Jul. 5, 2007 Sheet 3 of 9 US 2007/0153729 A1 

STRD 
MODULATED DATA 

300 SUB-STREAMS 

\ 306-11 

-302 
01 V 303 

PROCESSOR TRANSMITTER 

ST3RD 
MODULATED 305 

DISPLAY HEA RECEIVER 
STREAMS T 

312 
INPUT ST MSRATED 
DEVICE SUB-STREAM 

9 

7 

8 

3 

30 

30 

30 

PROGRAM 
MEMORY 2ND MODULATED 

DATA 

SUB-STREAM *E 
X 

3RDMODULATED 
f DATA 31 RD 3 RADIO 

BUFFER SUB-STREAM MODULE 
MEMORY (CDMA) 

310 M 

REMOVABLE 
STORAGE 

304 

FIG. 3 

  

IPR2026-00382 
Tesla EX1022 Page 4



Patent Application Publication 

400 

01 
PROCESSOR 

y 

DISPLAY 

INPUT 
DEVICE 

PROGRAM 
MEMORY 

BUFFER 
MEMORY 

4 

40 

40 

40 

8 

9 

4f1 

410 

REMOVABLE 
STORAGE 

Jul. 5, 2007 Sheet 4 of 9 

SIND 
MODULATED 

DATA 
SUB 

STREAMS 

1ST MODULATED 
DATA 

SUB-STREAM 

2ND MODULATED 
DATA 

SUB-STREAM 

404 

FIG. 4 

406 

US 2007/0153729 A1 

ST-ND 
MODULATED DATA 
SUB-STREAMS 

1STNARROW 
BANDRADIO 
MODULE 
(IDEN) 

2NDNARROW 
BANDRADO 
MODULE 
(GSM) 

  

IPR2026-00382 
Tesla EX1022 Page 5



Patent Application Publication Jul. 5, 2007 Sheet 5 of 9 US 2007/0153729 A1 

ST-ND 
MODULATED DATA 

500 SUB-STREAMS 

506 

502 
01 503 

PROCESSOR TRANSMITTER 
ST-ND 

MODULATED 505 

DISPLAY HES RECEIVER 
STREAMS T 

1ST MODULATED 512 
INPUT DATA 1SNARROW 
DEVICE SUB-STREAM BANDRADO 

MODULE 
(IDEN) 

5 

50 

50 

50 

7 

8 

9 

PROGRAM 
MEMORY 2ND MODULATED 

DATA 2NDNARROW 
SUB-STREAM BANDRADIO 

MODULE 
(GSM) 

511 
BUFFER 
MEMORY 

510 
REMOVABLE 
STORAGE 

504 

FIG. 5 

  

IPR2026-00382 
Tesla EX1022 Page 6



Patent Application Publication 

600 

601 
PROCESSOR 

DISPLAY 

INPUT 
DEVICE 

PROGRAM 
MEMORY 

BUFFER 
MEMORY 

610 
REMOVABLE 
STORAGE 

Jul. 5, 2007 Sheet 6 of 9 

ST-ND 
MODULATED 

DATA 
SUB 

STREAMS 

1ST MODULATED 
DATA 

SUB-STREAM 

2ND MODULATED 
DATA 

SUB-STREAM 

FIG. 6 

606 

US 2007/0153729 A1 

ST-ND 
MODULATED DATA 
SUB-STREAMS 

u1 

TRANSMITTER 

RECEIVER 

tRADIO MODULE 
OPERABLE IN 
LICENSED 
BAND 

(CELLULAR) 

2NDRADIO 
MODULE 

OPERABLE IN 
UNLCENSED 

BAND 
(WLAN) 

  

IPR2026-00382 
Tesla EX1022 Page 7



Patent Application Publication 

700 

701 
PROCESSOR 

DISPLAY 

INPUT W 

DEVICE 

PROGRAM 
MEMORY 

BUFFER 
MEMORY 

711 

710 
REMOVABLE 
STORAGE 

Jul. 5, 2007 Sheet 7 of 9 US 2007/0153729 A1 

STND 
MODULATED DATA 
SUB-STREAMS 

704 

2ND MODULATED 

706 

TRANSMITTER 

ST-ND 
MODULATED 

RECEIVER RA 
STREAMS 

1ST MODULATED 
DATA 

SUB-STREAM 

1STRADIO 
MODULE 

OPERABLE IN 
LICENSED 
BAND 

(CELLULAR) 

2NDRADIO 
MODULE 

OPERABLE IN 
UNLICENSED 

BAND 
(WLAN) 

DATA 
SUB-STREAM 

FIG. 7 

  

IPR2026-00382 
Tesla EX1022 Page 8



Patent Application Publication Jul. 5, 2007 Sheet 8 of 9 US 2007/0153729 A1 

ST-ND 
MODULATED DATA 

800 SUB-STREAMS 

\ 806-1 

01 STND 
MODULATED PROCESSOR DATA T 

SUB 

7 

DISPLAY RECEIVER 

8 

9 

STREAMS 

INPUT 
DEVICE 1ST MODULATED 

DATA LOWPOWER 
SUB-STREAM LOW CAPACITY 

RADIO MODULE PROGRAM 
MEMORY (GSM) 

DATA HIGHPOWER 
SUB-STREAM HIGH CAPACITY 8ff 

BUFFER RADIO MODULE 
MEMORY (IEEE 802.16) 

810 8 

REMOVABLE 
STORAGE 

8 

80 

80 

80 

2ND MODULATED 

804 

FIG. 8 

  

IPR2026-00382 
Tesla EX1022 Page 9



Patent Application Publication 

900 

901 
PROCESSOR 

DISPLAY 

INPUT 
DEVICE 

PROGRAM 
MEMORY 

BUFFER 
MEMORY 

910 
REMOVABLE 
STORAGE 

Jul. 5, 2007 Sheet 9 of 9 

906 

US 2007/0153729 A1 

ST-ND 
MODULATED DATA 
SUB-STREAMS 

u-1 

TRANSMITTER 
ST-ND 

MODULATED 
DATA 

1ST MODULATED 
DATA 

SUB-STREAM 

2ND MODULATED 
DATA 

SUB-STREAM 

FIG. 9 

RECEIVER 

LOWPOWER 
LOW CAPACITY 
RADIOMODULE 

(GSM) 

HIGHPOWER 
HIGH CAPACITY 
RADIOMODULE 
(IEEE 802.16) 

  

IPR2026-00382 
Tesla EX1022 Page 10



US 2007/0153729 A1 

APPARATUS, SYSTEM AND METHOD FOR 
COMMUNICATING INFORMATION IN A 
WIRELESS COMMUNICATION NETWORK 

FIELD OF THE INVENTION 

0001. The present invention relates generally to wireless 
communications and more particularly to techniques for 
transmitting information between two or more communica 
tion devices within a wireless communication network. 

BACKGROUND 

0002. A multi-band communication device traditionally 
refers to a communication device operable in at least two 
different frequency bands. The device typically uses mul 
tiple independently-operating radio modules to communi 
cate in each of these different frequency bands. Each radio 
module operates independently and includes its own inde 
pendent radio frequency (RF) processor and baseband pro 
cessor. For instance, multi-mode handsets, such as a Code 
Division Multiple Access-Time Division Multiple Access 
Global System for Mobile communication (CDMA-TDMA 
GSM) handset, may have partial or complete implementa 
tions of all three radio modules and corresponding 
implementations of three RF stages. In Such handsets only 
one of the radio modules is operated at any given time for 
communicating user information (e.g., a packet burst or 
stream of control/signaling information and/or user data). 

0003) A hand-off procedure (sometimes also referred to 
as a hand-over procedure) can be performed to Switch from 
one radio module to another radio module. During a hand 
off, the transmission of user information can be switched 
from one radio module operating over a first communication 
link to the other radio module operating over a second 
communication link. 

0004) Notwithstanding these advances, it would be desir 
able to provide improved techniques for utilizing the capac 
ity of the different radio modules in such multi-mode 
devices. 

BRIEF DESCRIPTION OF THE FIGURES 

0005 The accompanying figures, where like reference 
numerals refer to identical or functionally similar elements 
throughout the separate views and which together with the 
detailed description below are incorporated in and form part 
of the specification, serve to further illustrate various 
embodiments and to explain various principles and advan 
tages all in accordance with the present invention. 

0006 FIG. 1 is a block diagram of an exemplary com 
munication network; 

0007 FIG. 2 is a block diagram of an exemplary source 
node for transmitting information in accordance with some 
embodiments of the invention; 

0008 FIG. 3 is a block diagram of an exemplary desti 
nation node for receiving the information in accordance with 
Some embodiments of the invention; 

0009 FIG. 4 is a block diagram of an exemplary source 
node for transmitting information in accordance with an 
exemplary implementation; 
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0010 FIG. 5 is a block diagram of an exemplary desti 
nation node for receiving the information in accordance with 
an exemplary implementation; 
0011 FIG. 6 is a block diagram of an exemplary source 
node for transmitting information in accordance with 
another exemplary implementation; 

0012 FIG. 7 is a block diagram of an exemplary desti 
nation node for receiving the information in accordance with 
another exemplary implementation; 
0013 FIG. 8 is a block diagram of an exemplary source 
node for transmitting information in accordance with yet 
another exemplary implementation; and 
0014 FIG. 9 is a block diagram of an exemplary desti 
nation node for receiving the information in accordance with 
yet another exemplary implementation. 

0015 Skilled artisans will appreciate that elements in the 
figures are illustrated for simplicity and clarity and have not 
necessarily been drawn to scale. For example, the dimen 
sions of Some of the elements in the figures may be exag 
gerated relative to other elements to help to improve under 
standing of embodiments of the present invention. 

DETAILED DESCRIPTION 

0016. Before describing in detail embodiments that are in 
accordance with the present invention, it should be observed 
that the embodiments reside primarily in combinations of 
method steps and apparatus components related to commu 
nicating information in a wireless communication network. 
Accordingly, the apparatus components and method steps 
have been represented where appropriate by conventional 
symbols in the drawings, showing only those specific details 
that are pertinent to understanding the embodiments of the 
present invention so as not to obscure the disclosure with 
details that will be readily apparent to those of ordinary skill 
in the art having the benefit of the description herein. 
0017. In this document, relational terms such as first and 
second, top and bottom, and the like may be used solely to 
distinguish one entity or action from another entity or action 
without necessarily requiring or implying any actual Such 
relationship or order between such entities or actions. The 
terms “comprises.'comprising,” or any other variation 
thereof, are intended to cover a non-exclusive inclusion, 
Such that a process, method, article, or apparatus that com 
prises a list of elements does not include only those elements 
but may include other elements not expressly listed or 
inherent to Such process, method, article, or apparatus. An 
element proceeded by “comprises . . . a does not, without 
more constraints, preclude the existence of additional iden 
tical elements in the process, method, article, or apparatus 
that comprises the element. 
0018. It will be appreciated that embodiments of the 
invention described herein may be comprised of one or more 
conventional processors and unique stored program instruc 
tions that control the one or more processors to implement, 
in conjunction with certain non-processor circuits, some, 
most, or all of the functions described herein for commu 
nicating information in a wireless communication network. 
The non-processor circuits may include, but are not limited 
to, a radio receiver, a radio transmitter, signal drivers, clock 
circuits, power source circuits, and user input devices. As 
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Such, these functions may be interpreted as steps of a method 
for communicating information in a wireless communica 
tion network. Alternatively, some or all functions could be 
implemented by a state machine that has no stored program 
instructions, or in one or more application specific integrated 
circuits (ASICs), in which each function or some combina 
tions of certain of the functions are implemented as custom 
logic. Of course, a combination of the two approaches could 
be used. Thus, methods and means for these functions have 
been described herein. Further, it is expected that one of 
ordinary skill, notwithstanding possibly significant effort 
and many design choices motivated by, for example, avail 
able time, current technology, and economic considerations, 
when guided by the concepts and principles disclosed herein 
will be readily capable of generating such software instruc 
tions and programs and ICs with minimal experimentation. 

0019. The word “exemplary” is used herein to mean 
'serving as an example, instance, or illustration.” Any 
embodiment described herein as “exemplary' is not neces 
sarily to be construed as preferred or advantageous over 
other embodiments. All of the embodiments described in 
this Detailed Description are exemplary embodiments pro 
vided to enable persons skilled in the art to make or use the 
invention and not to limit the scope of the invention which 
is defined by the claims. 
0020. The exemplary embodiments described below 
relate to an apparatus, System and method for communicat 
ing information (e.g., a data stream) in a wireless commu 
nication network comprising a first node and a second node. 
0021. The first node can divide the data stream into a first 
data Sub-stream and a second data Sub-stream. The first node 
comprises a first radio module having a first data rate and a 
second radio module having a second data rate. The first 
radio module can operate in a first frequency band having a 
first bandwidth and the second radio module can operate in 
a second frequency band having a second bandwidth. The 
first radio module can modulate the first data sub-stream 
using a first modulation technique to generate a first modu 
lated data Sub-stream. The second radio module can simul 
taneously modulate the second data Sub-stream using a 
second modulation technique to generate a second modu 
lated data sub-stream. The first and second modulated data 
Sub-streams are then transmitted. 

0022. The second node can receive the first data sub 
stream over the first frequency band and the second data 
Sub-stream over the second frequency band. The second 
node also comprises a first radio module and a second radio 
module. The first radio module of the second node can 
demodulate the first data Sub-stream using a first demodu 
lation technique to generate a first demodulated data Sub 
stream, and the second radio module of the second node can 
demodulate the second data Sub-stream using a second 
demodulation technique to generate a second demodulated 
data Sub-stream. The second node is configured to combine 
the first demodulated data sub-stream and the second 
demodulated data Sub-stream to generate the data stream 
transmitted from the first node. 

0023 Exemplary Communication Network 
0024 FIG. 1 is a block diagram of an exemplary com 
munication network 100 which comprises a number of 
nodes 120 A-F including a source node 120A and a desti 
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nation node 120F, a wireless access point 130 coupled to a 
first wired network (not shown), and a wireless base trans 
ceiver station (BTS) 140 coupled to another wired network 
(not shown). It will be appreciated that any of the nodes 
shown in FIG. 1 could be a destination node or a source 
node, and that FIG. 1 shows an example in which node 120A 
is the source node and node 120F is the destination node. 

0025 Types of wireless networks include infrastructure 
based wireless networks and ad hoc wireless networks. An 
infrastructure-based wireless network typically includes a 
communication network with fixed and wired gateways. 
Wireless communication systems are widely deployed to 
provide various types of communication Such as voice and 
data. A typical wireless network provides multiple users 
access to one or more shared resources. A system may use 
a variety of multiple access techniques such as Frequency 
Division Multiplexing (FDM), Time Division Multiplexing 
(TDM), Code Division Multiplexing (CDM), and others. 
Example wireless networks include cellular-based data sys 
tems. The following are several such examples: (1) the 
“TIA/EIA-95-B Mobile Station-Base Station Compatibility 
Standard for Dual-Mode Wideband Spread Spectrum Cel 
lular System” (the IS-95 standard), (2) the standard offered 
by a consortium named "3rd Generation Partnership 
Project’ (3GPP) and embodied in a set of documents includ 
ing Document Nos. 3G TS 25.211, 3G TS 25.212, 3G TS 
25.213, and 3GTS 25.214 (the W-CDMA standard), (3) the 
standard offered by a consortium named "3rd Generation 
Partnership Project 2 (3GPP2) and embodied in “TR-45.5 
Physical Layer Standard for cdma2000 Spread Spectrum 
Systems” (the IS-2000 standard), and (4) the high data rate 
(HDR) system that conforms to the TIA/EIA/IS-856 stan 
dard (the IS-856 standard). 
0026. Many infrastructure-based wireless networks 
employ a mobile unit or node which communicates with a 
fixed base station that is coupled to a wired network. The 
mobile unit can move geographically while it is communi 
cating over a wireless link to the base station. When the 
mobile unit moves out of range of one base station, it may 
connect or “handover to a new base station and start 
communicating with the wired network through the new 
base station. 

0027. In comparison to infrastructure-based wireless net 
works, such as cellular networks or satellite networks, ad 
hoc networks are self-forming networks which can operate 
in the absence of any fixed infrastructure, and in some cases 
the ad hoc network is formed entirely of mobile “nodes.” 
Examples of ad hoc networks include Wireless Local Area 
Networks (WLANs) such as described in the IEEE 802.11 
standards (e.g. 802.11 (a), (b), or (g)). Improvements over 
these networks may be achieved in deploying a Multiple 
Input Multiple Output (MIMO) WLAN comprising 
Orthogonal Frequency Division Multiplexing (OFDM) 
modulation techniques. 
0028. An ad hoc network typically includes a number of 
geographically-distributed, potentially mobile units, some 
times referred to as “nodes,” which are wirelessly connected 
to each other by one or more links (e.g., radio frequency 
communication channels). The nodes can communicate with 
each other over a wireless media without the support of an 
infrastructure-based or wired network. 

0029. The nodes 120A-120F typically support simulta 
neous operation in both infrastructureless mode and infra 
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structured mode and can move seamlessly between infra 
structure-based networks (those including for example AP 
130 or BTS 140) and client-based peer-to-peer networks 
which are free of any infrastructure. For example, the source 
node 120A can operate in an ad hoc mode in which an ad hoc 
communication network can be created between a plurality 
of nodes 120A-120F each having wireless repeater and 
routing capability, and optionally wired Access Points (APs) 
130. The source node 120A can communicate directly with 
other nodes 120 B-F which are located one “hop' away from 
the source node 120 (e.g., communications to or from nodes 
120A-120F can “hop' through each other to reach other 
nodes 120A-120F in the ad hoc network). 

0030) The nodes 120A-120F can generally be wireless 
devices capable of receiving packetized audio, video and/or 
data information. Some of the components in an exemplary 
node, such as an appropriate processor, transmitter, receiver 
and antenna, are described below with reference to FIGS. 
2-9. The nodes 120A-120F can communicate information 
packets over wireless carrier frequencies, each of which 
includes one or more wireless communication channels. 

0031) The source node 120A can operate in an infrastruc 
tured mode (e.g., cellular or WLAN mode) in which it 
communicates with a wired network either through the AP 
130 or the BTS 140. In an infrastructured mode, the AP130 
and BTS 140 are typically coupled to a wired network (not 
shown) that can provide one or more sources of audio, video 
and/or data information. The APs 130 may be, for example, 
a wireless access point that complies with the IEEE 802.11 
Standard or other wireless local area network (WLAN) 
Standards, a Bluetooth access point, or the like. The nodes 
(e.g., node 120C) in close proximity to the AP 130 can 
receive transmissions from other nodes utilizing an ad hoc 
air interface and relay these transmissions to infrastructure 
equipment via an uplink communication signal utilizing, for 
example, a Bluetooth or a WLAN air interface. Similarly, 
nodes in close proximity to the AP130 can receive downlink 
communications over the Bluetooth or WLAN air interface 
and transmit uplink communications to another node via the 
ad hoc air interface. 

0032). The BTS 140 may be a cellular base station or the 
like. The nodes 120A-120F can communicate information 
packets with a cellular-based network (not shown) over 
wireless carrier frequencies, each of which includes one or 
more wireless communication channels depending on the 
multiple access scheme utilized in the cellular-based net 
work. Examples of multiple access schemes which can be 
used in the network can include any one or more of time 
division multiple access (TDMA), direct sequence or fre 
quency hopping code division multiple access (CDMA). 
frequency division multiple access (FDMA), orthogonal 
frequency division multiplexing (OFDM), opportunity divi 
sion multiple access (ODMA), a combination of any of the 
foregoing multiple access technologies, a multiple access 
technology in which portions of the frequency spectrum to 
be used are determined by local signal quality measurements 
and in which multiple portions of the frequency spectrum 
may be used simultaneously, or any other multiple access or 
multiplexing methodology or combination thereof. 
0033) The nodes in communication proximity to the BTS 
140 can receive transmissions from other nodes utilizing the 
ad hoc air interface and relay these transmissions to the BTS 
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140 via uplink communication signals utilizing, for 
example, a cellular air interface. Similarly, nodes in com 
munication proximity to the BTS 140 can receive downlink 
communications over the cellular air interface and transmit 
uplink communications to another node via the ad hoc air 
interface. 

0034). Each node 120A-120F can advertise its presence to 
other nodes by periodically broadcasting an advertisement 
message. In response to the advertisement message, other 
nodes within range can acknowledge their presence by 
identifying themselves. In turn, each node can identify its 
neighbor nodes, and maintain a neighbor list of nodes in 
proximity to that node. As used herein, a "neighbor node” is 
a node which is one hop away from the node such that the 
nodes may communicate with each other. A particular 
node's neighbor list changes dynamically as the topology of 
the network changes. At the particular instant in time shown 
in FIG. 2, node 120A has three neighbor nodes node 120B. 
node 120C, and node 120D. 
0035) In the exemplary network topology shown in FIG. 
1, source node 120A can potentially transmit information to 
destination node 120F over a number of different commu 
nication paths utilizing different modes of operation. For 
example, the source node 120A can operate in an ad hoc 
mode to transmit information over a communication path 
which is provided by node 120C or AP130 and then to node 
120D and then to the destination node 120F. Alternatively, 
the source node 120A can operate in an ad hoc mode to 
transmit information over a communication path which is 
provided by node 120B to node 120D to the destination node 
120F. In addition, if the source node 120 A is within 
communication range of the BTS 140, the source node 120A 
can also operate in a cellular mode to transmit information 
directly to BTS 140 and then from BTS 140 to the destina 
tion node 120F. In addition, the source node 120A can also 
operate in a hybrid ad hoc/cellular mode to transmit infor 
mation over a communication path which is provided by 
node 120B (or node 120D) to BTS 140 and then from BTS 
140 to the destination node 120F. 

0036) Techniques will now be described with reference to 
FIGS. 2 and 3 for communicating information (e.g., a data 
stream) in a wireless communication networks, such as, the 
network 100. According to these techniques, a source 
divides the data stream into a first data sub-stream and a 
second data sub-stream. The first data sub-stream can be 
modulated using a first modulation technique to generate a 
first modulated data sub-stream, and the second data Sub 
stream can be modulated using a second modulation tech 
nique to generate a second modulated data sub-stream. A 
destination receives the first data sub-stream over a first 
frequency band, and receives the second data sub-stream 
over a second frequency band. The destination demodulates 
the first data sub-stream using a first demodulation technique 
to generate a first demodulated data sub-stream, and 
demodulates the second data sub-stream using a second 
demodulation technique to generate a second demodulated 
data sub-stream. The destination then combines the first 
demodulated data sub-stream and the second demodulated 
data sub-stream to generate the data stream (or information) 
which the source sought to transmit. 
0037 Exemplary Source or Transmitting Node 
0038 FIG. 2 is a block diagram of an exemplary source 
or transmitting node 200 in accordance with some embodi 
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ments of the invention. The node 200 comprises a processor 
201, a transceiver 202 including a transmitter circuitry 203 
and a receiver circuitry 205, an antenna 206, a display 207, 
an input device 208, a program memory 209 for storing 
operating instructions that are executed by the processor 
201, a removable storage unit 210, a buffer memory 211, a 
first radio module 212, a second radio module 222, a third 
radio module 232 and a fourth radio module 242. 

0039. Although not shown, the node 200 also preferably 
includes an antenna Switch, duplexer, circulator, or other 
highly isolative means (not shown) for intermittently pro 
viding information packets from the transmitter circuitry 
203 to the antenna 206 and from the antenna 206 to the 
receiver circuitry 205. The node 200 is preferably an inte 
grated unit containing at least all the elements depicted in 
FIG. 2, as well as any other elements necessary for the node 
200 to perform its particular functions. Alternatively, the 
node 200 may comprise a collection of appropriately inter 
connected units or devices, wherein Such units or devices 
perform functions that are equivalent to the functions per 
formed by the elements of the node 200. For example, the 
node 200 may be implemented as a computer with a wireless 
local area network (WLAN) card. 
0040. The processor 201 can include one or more micro 
processors, microcontrollers, DSPs (digital signal proces 
sors), state machines, logic circuitry, or any other device or 
devices that process information based on operational or 
programming instructions. Such operational or program 
ming instructions are preferably stored in the program 
memory 209. The program memory 209 can be an IC 
(integrated circuit) memory chip containing any form of 
RAM (random-access memory) or ROM (read-only 
memory), a floppy disk, a CD-ROM (compact disk read 
only memory), a hard disk drive, a DVD (digital video disc), 
a flash memory card or any other medium for storing digital 
information. One of ordinary skill in the art will recognize 
that when the processor 201 has one or more of its functions 
performed by a state machine or logic circuitry, the memory 
209 containing the corresponding operational instructions 
may be embedded within the state machine or logic circuitry. 
The operations performed by the processor 201 and the rest 
of the node 200 are described in detail below. 

0041. The transmitter circuitry 203 and the receiver cir 
cuitry 205 enable the node 200 to communicate information 
packets to and acquire information packets from the other 
nodes within the communication network. In this regard, the 
transmitter circuitry 203 and the receiver circuitry 205 
include circuitry to enable digital or analog transmissions 
over a wireless communication channel. The transmitter 
circuitry 203 and the receiver circuitry 205 are designed to 
operate over a cellular air interface (e.g., Global System for 
Mobile communication (GSM), Code Division Multiple 
Access (CDMA), Wide-band CDMA (WCDMA), Universal 
Mobile Telecommunications System (UMTS), and the like), 
an ad hoc networking air interface (e.g., BLUETOOTH, 
802.21 WLAN, 802.16 WiMax, and the like) and other radio 
air interfaces such as those used in Motorola Inc.'s Mesh 
Enabled Architecture (MEA) type radios. 
0042. The implementations of the transmitter circuitry 
203 and the receiver circuitry 205 depend on the implemen 
tation of the node 200. For example, the transmitter circuitry 
203 and the receiver circuitry 205 can be implemented as an 
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appropriate wireless modem, or as conventional transmitting 
and receiving components of two-way wireless communi 
cation devices. In the event that the transmitter circuitry 203 
and the receiver circuitry 205 are implemented as a wireless 
modem, the modem can be internal to the node 200 or 
insertable into the node 200 (e.g., embodied in a wireless a 
radio frequency (RF) modem implemented on a Personal 
Computer Memory Card International Association (PCM 
CIA) card). For a wireless communication device, the trans 
mitter circuitry 203 and the receiver circuitry 205 are 
preferably implemented as part of the wireless device hard 
ware and Software architecture in accordance with known 
techniques. Most, if not all, of the functions of the trans 
mitter circuitry 203 and/or the receiver circuitry 205, as well 
as the first radio module 212, the second radio module 222, 
the third radio module 232 and the fourth radio module 242 
can be implemented in a processor, such as the processor 
201. However, the processor 201, the transmitter circuitry 
203, the receiver circuitry 205, the first radio module 212, 
the second radio module 222, the third radio module 232 and 
the fourth radio module 242 have been artificially parti 
tioned herein to facilitate a better understanding. 
0043. The receiver circuitry 205 is capable of receiving 
RF signals from at least one frequency bandwidth and 
optionally more than one frequency bandwidth, if the com 
munications with the proximate device are in a frequency 
band other than that of the network communications. The 
receiver circuitry 205 can optionally comprise a first 
receiver for receiving signals over a first frequency band 
width, a second receiver for receiving signals over a second 
frequency bandwidth, a third receiver for receiving signals 
over a third frequency bandwidth, a fourth receiver for 
receiving signals over a fourth frequency bandwidth, etc., or 
one receiver capable of receiving signals over multiple 
different frequency bandwidths. The receiver 205, depend 
ing on the mode of operation, can be tuned to receive, for 
example, Public Land Mobile Radio System (PLMRS), 
Advanced Mobile Phone Service (AMPS), GSM, CDMA, 
UMTS, WCDMA, Bluetooth, or WLAN (e.g., IEEE 802.11) 
and other types of communication signals. The transceiver 
202 includes at least one set of transmitter circuitry 203. The 
at least one transmitter 203 may be capable of transmitting 
to multiple devices over multiple frequency bands. As with 
the receiver 205, multiple transmitters 203 may optionally 
be employed. In one implementation, one transmitter can be 
used for the transmission to a proximate node or direct link 
establishment to WLANs and other transmitters can be used 
for transmission to a cellular base station(s). 
0044) The antenna 206 comprises any known or devel 
oped structure for radiating and receiving electromagnetic 
energy in the frequency range containing the wireless com 
munication frequencies. 

0045. The buffer memory 211 can be any form of volatile 
memory, such as RAM, and is used for temporarily storing 
received information packets. 

0046) When the node 200 is constructed to receive video 
information from a video source, the node 200 preferably 
further includes a video decoder capable of decoding the 
current Moving Picture Experts Group (MPEG) standard or 
some other video decoding standard. When the node 200 is 
further capable of transmitting video information, the node 
200 preferably further includes a video encoder capable of 
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encoding the video data into at least one of the foregoing 
video standards. Such video encoder and decoder is prefer 
ably implemented as part of the processor 201. 

0047. The radio modules 212, 222, 232, 242 can each 
operate over a different radio protocol in a different fre 
quency bandwidth. In the exemplary node 200, the first radio 
module 212 is shown as a GSM radio module, the second 
radio module 222 is shown as a TDMA radio module, the 
third radio module 232 is shown as a CDMA (or wideband 
CDMA (WCDMA) radio module and the fourth radio mod 
ule 242 is shown as a WLAN radio module such as one 
which complies with IEEE 802.11 standards. However, it 
should be appreciated that these radio modules 212, 222, 
232, 242 could be other types of radio modules such as ultra 
wide band (UWB) radio modules, IEEE 802.15.3 radio 
modules or MEA radio modules. In general, the radio 
modules 212, 222, 232, 242 can Support communication in 
compliance with at least the following communication stan 
dards: (1) the “TIA/EIA-95-B Mobile Station-Base Station 
Compatibility Standard for Dual-Mode Wideband Spread 
Spectrum Cellular System’ (referred to herein as the IS-95 
standard), (2) the “TIA/EIA-98-D Recommended Minimum 
Standard for Dual-Mode Wideband Spread Spectrum Cel 
lular Mobile Station’ (the IS-98 standard), (3) the standard 
offered by a consortium named "3rd Generation Partnership 
Project’ (3GPP) and embodied in a set of documents includ 
ing Document Nos. 3G TS 25.211, 3G TS 25.212, 3G TS 
25.213, and 3G TS 25.214 (referred to herein as the 
W-CDMA standard), (4) the standard offered by a consor 
tium named “3rd Generation Partnership Project 2 (3GPP2) 
and embodied in a set of documents including Document 
Nos. C.S0002-A, C.S.0005-A, C.S0010-A, C.S.0011-A, 
C.S.0024, and C.S0026 (referred to herein as the cdma2000 
standard), and (5) other standards. These standards are 
incorporated herein by reference. 

0.048. As such, the following description refers to a 
generic "first radio module,” a generic 'second radio mod 
ule,” and a generic “third radio module.” Unless otherwise 
specified, the first through third radio modules could be 
implemented according to any radio communication stan 
dard. 

0049. While the exemplary nodes 200, 300 in FIGS. 2 
and 3 each show four radio modules 212/312, 222/322, 
232/332, 242/342, it will be appreciated that in other prac 
tical implementations nodes could include only some of 
these radio modules or additional radio modules which are 
not shown. For example, a node could include other radio 
modules such as ultra wide band (UWB) radio modules 
which implement spread spectrum, OFDM or other modu 
lation techniques. In addition, in the following example, the 
processor 201 decides to only use the radio modules 212, 
222, 232 to modulate information that is to be transmitted, 
and does not use the capacity of the fourth radio module 242 
to modulate the information that is to be transmitted. Nev 
ertheless, in other situations, the processor 201 could utilize, 
for example, fewer radio modules (e.g., radio modules 212, 
222) to modulate information that is to be transmitted, more 
radio modules (e.g., radio modules 212, 222, 232, 242) to 
modulate information that is to be transmitted, or additional 
radio modules which are not shown in FIGS. 2 and 3. 

0050. The processor 201 of the sending node 200 can 
divide or split a data stream to be transmitted into multiple 
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sub-streams. For instance, in the example of FIG. 2, the 
processor 201 can divide the data stream into a first data 
Sub-stream having a first size, a second data Sub-stream 
having a second size and a third data Sub-stream having a 
third size. The processor 201 adds a unique packet identi 
fication (ID) or number to each packet before splitting the 
data streams so that the packet streams can be combined and 
efficiently processed at a destination node. 

0051. In one embodiment, data can be divided between 
different radio modules 212, 222, 232 in a ratio of their 
communication capacities. Thus, when the device 200 wants 
to transmit, the device 200 can effectively use the combined 
bandwidths of multiple bands together to create the equiva 
lent of a larger bandwidth communications link for data 
transmission. For example, in one implementation, the pro 
cessor 201 can determine the first size of the first data 
Sub-stream, the second size of the second data Sub-stream 
and the third size of the third data sub-stream based on a 
ratio of the first bandwidth, the second bandwidth, and the 
third bandwidth. For example, if three radio modules 212, 
222, 232 support relative bandwidths 1, 2, 3 with respect to 
each other, then the total bandwidth is 6, and the first size 
would be /6" of the total data stream, the second size would 
be /;" of the total data stream, and the third size would be 
/3 of the total data stream. For instance, if the total data 
stream to be communicated is a 6 Megabit per second 
stream, first radio transferS 1 Megabits per second, second 
radio 2 Megabits per second and third radio 3 Megabits per 
second. 

0052 By contrast, if only two radio modules are used to 
transmit the data stream, the ratio of the first size to the 
second size can be the same as the ratio of the first 
bandwidth and the second bandwidth. In other words, the 
processor 201 can split the data stream into the first data 
sub-stream having the first size (/3 of the total data stream) 
and the second data Sub-stream having the second size (% of 
the total data stream) based on the ratio of the first band 
width (1) to the total bandwidth (3), and the second band 
width (2) to the total bandwidth (3). 
0053. In FIG. 2, the first radio module 212 operates at 
first data rate (or one of a first set of data rates), and is 
operable in a first frequency band (or one of a set of first 
frequency bands) having a first bandwidth. The first radio 
module 212 can modulate the first data Sub-stream using a 
first modulation technique appropriate for the first frequency 
band to generate the first modulated data Sub-stream. In this 
example, the first radio module 212 is a GSM radio module 
and can modulate the first data Sub-stream using an appro 
priate GSM modulation technique for the data to be trans 
mitted to produce a GSM modulated data sub-stream. It will 
be appreciated that GSM technologies provide a variety of 
different modulation techniques. 

0054 The second radio module 222 operates at a second 
data rate (or one of a second set of data rates), and is 
operable in a second frequency band (or one of a set of 
second frequency bands) having a second bandwidth. The 
second radio module 222 can modulate the second data 
Sub-stream using a second modulation technique appropriate 
for the second frequency band to generate the second 
modulated data Sub-stream. In this example, the second 
radio module 222 is a TDMA radio module and can modu 
late the second data Sub-stream using an appropriate TDMA 
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modulation technique for the data to be transmitted to 
produce a TDMA modulated data sub-stream. It will be 
appreciated that TDMA technologies provide a variety of 
different modulation techniques. 
0055. The third radio module 232 operates at a third data 
rate (or one of a third set of data rates), and is operable in 
a third frequency band (or one of a set of third frequency 
bands) having a third bandwidth. The third radio module 232 
is configured to modulate the third data Sub-stream using a 
third modulation technique appropriate for the third fre 
quency band to generate the third modulated data Sub 
stream. In this example, the third radio module 212 is a 
CDMA radio module and can modulate the third data 
Sub-stream using an appropriate CDMA modulation tech 
nique for the data to be transmitted to produce a CDMA 
modulated data sub-stream. It will be appreciated that 
CDMA technologies provide a variety of different modula 
tion techniques. 

0056. In contrast to conventional multi-mode devices, the 
first radio module 212, the second radio module 222 and the 
third radio module 232 are configured to operate simulta 
neously to modulate the first, second and third data Sub 
stream, respectively, and to simultaneously provide the first, 
second and third data sub-streams to the transmitter 203 for 
simultaneous transmission to a particular destination. 
0057 The transmitter 203 can use the first bandwidth, the 
second bandwidth and the third bandwidth to simulta 
neously transmit the first modulated data sub-stream in the 
first frequency band, transmit the second modulated data 
Sub-stream in the second frequency band, and transmit the 
third modulated data sub-stream in the third frequency band. 
The transmitter 203 can transmit the data stream at a 
combined data rate being Substantially equal to the sum of 
the first data rate, the second data rate and the third data rate. 
For example, if the first data rate of the GSM radio module 
is 64 Kilobits per second (Kbps), the second data rate of the 
TDMA radio module is 30 Kbps, and the third data rate of 
the CDMA radio module is 150 Kbps, then the transmitter 
203 can transmit the data stream at a combined data rate of 
244. Kbps. 
0.058 Exemplary Destination or Receiving Node 
0059 FIG. 3 is a block diagram of an exemplary desti 
nation node 300 for receiving information from the source 
node 200 in accordance with some embodiments of the 
invention. It will be appreciated that any of the nodes shown 
in FIG. 1 could be a destination node or a source node, and 
further that the exemplary source node 200 of FIG. 2 and the 
exemplary destination node 300 of FIG. 3 could be used in 
a number of other network configurations which are differ 
ent from the particular network configuration shown in FIG. 
1. 

0060 Although the reference numbers used in FIG. 3 
differ from those used in FIG. 2, the destination node 300 
includes Substantially similar components as the source node 
200. For sake of brevity those components will not be 
described here again. 
0061 As noted above, in this particular example, the 
processor 201 of source node 200 has decided to only use the 
radio modules 212, 222, 232 to modulate information that is 
to be transmitted to the destination node 300. As such, in this 
example, the fourth radio module 342 in the destination node 
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300 is not used to demodulate the information that is to be 
received from the source node 200. Nevertheless, in other 
situations, fewer radio modules (e.g., radio modules 312, 
322) or more radio modules (e.g., radio modules 312,322. 
332, 342) could be used to receive information from a source 
node and to demodulate the information. It will be appre 
ciated that the functionality described below with respect to 
the destination node 300 could also be implemented in the 
source node 200 (and vice-versa), however, the functionality 
is being described with respect to separate nodes 200, 300 to 
clearly illustrate the functions which would be performed by 
a source node and its corresponding destination node. 
0062 Antenna 306 simultaneously receives packet 
streams comprising the first modulated data Sub-stream 
transmitted from source node 200 over the first frequency 
band, the second modulated data Sub-stream transmitted 
from source node 200 over the second frequency band, and 
the third modulated data sub-stream transmitted from source 
node 200 over the third frequency band and provides the first 
modulated data Sub-stream, the second modulated data 
sub-stream and the third modulated data sub-stream to the 
receiver 305. The receiver 305 distributes the first modulated 
data sub-stream to the first radio module 312, the second 
modulated data sub-stream to the second radio module 322 
and the third modulated data sub-stream to the third radio 
module 332. 

0063) The first radio module 312 demodulates the first 
data sub-stream using a first demodulation technique appro 
priate for the first band to generate a first demodulated data 
Sub-stream. The first demodulation technique can be asso 
ciated with a particular network access protocol (e.g., 
802.11, OFDM, CDMA, TDMA, FDMA), and in this 
example is a GSM demodulation technique. 
0064. The second radio module 322 simultaneously 
demodulates the second data Sub-stream using a second 
demodulation technique appropriate for the second band to 
generate a second demodulated data Sub-stream. The second 
demodulation technique can also be associated with a par 
ticular network access protocol (e.g., 802.11, OFDM, 
CDMA, TDMA, FDMA), and in this example is a TDMA 
demodulation technique. 
0065. The third radio module 332 simultaneously 
demodulates the third data Sub-stream using a third demodu 
lation technique appropriate for the third band to generate a 
third demodulated data sub-stream The third demodulation 
technique can be associated with a particular network access 
protocol (e.g., 802.11, OFDM, CDMA, TDMA, FDMA), 
and in this example is a CDMA demodulation technique. 

0066. The processor 301 then receives the first, second 
and third demodulated data sub-streams from the first, 
second and third radio modules 312,322,332, respectively. 
Each packet has unique packet ID or number so that the 
packet streams can be combined at the processor 301. The 
processor 301 combines the first, second, and third demodu 
lated data Sub-streams by examining packet sequence num 
bers (or order of arrival numbers), discarding any duplicate 
packets, and reassembling the packets into the data stream 
that was originally sent by the source node 200. 
0067 Packet numbering is useful due to variable delay, 
for example, in situations where a handoff is being done 
from one radio band to another since in this situation the 
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same packet stream can be transmitted by multiple radios 
and the transmission delay encountered using different paths 
can vary. For example, if information (e.g., a packet) is 
being transmitted using radio module 212 and radio module 
212 can not communicate any more (e.g., due to fading or 
some other reason), radio module 212 will not receive an 
acknowledgement (ACK) message indicating that the infor 
mation was successfully transmitted to the destination node 
300. Even though the source node 200 does not receive the 
ACK message, the destination node 300 may have actually 
received the information. In this situation, the information 
can be retransmitted using another radio module such as 
radio module 222 which retransmits the same information. 
As a result, the destination node 300 receives the same 
packet two times. If radio module 222 has less delay than 
radio module 212, then the destination node 300 may 
perceive that the later packets sent by radio module 222 as 
arriving earlier than packets sent by radio module 212. 
These techniques can allow for seamless handoffs from one 
band to another band, and can also allow for “diversity’ 
operation where same data is sent using multiple radios 
operating in different frequency bands. 

EXAMPLE 1. 

0068 FIG. 4 is a block diagram of an exemplary source 
node 400 for transmitting information, and FIG. 5 is a block 
diagram of an exemplary destination node 500 for receiving 
the information from source node 400 in accordance with an 
exemplary implementation of the invention. Although the 
reference numbers used in FIG. 4 differ from those used in 
FIG. 2, as shown in FIG. 4, the source node 400 includes 
many of the same components as the source node 200. 
Moreover, although the reference numbers used in FIG. 5 
differ from those used in FIG. 3, the destination node 500 
includes many of the same components as the destination 
node 300. For sake of brevity those components will not be 
described here again. As above, it will be appreciated that 
the source node 400 and destination node 500 can include 
other additional radio modules which are not shown. 

0069. In this implementation, two narrow band radio 
modules 412, 422 are provided. The narrow band radio 
modules 412, 422 can be utilized in addition to the radio 
modules shown in FIGS. 2 and 3. The narrow band radio 
modules 412,422 could be implemented using, for example, 
an iDEN (Integrated Dispatch Enhanced Network) radio 
module, a GSM radio module, or a Personal Communication 
Services (PCS) radio module. 
0070 While the exemplary nodes 400, 500 in FIGS. 4 
and 5 each show two narrow band radio modules 412/512, 
422/522, it will be appreciated that in other practical imple 
mentations nodes could include only some of these radio 
modules or additional radio modules which are not shown. 
For example, a node could include other radio modules Such 
as an IS-95 (CDMA) radio module, a wideband CDMA 
(WCDMA) radio module, cdma2000 radio module, an 
iDEN radio module or other radio modules. In addition, in 
the following example, the processor 401 decides to only use 
the radio modules 412, 422 to modulate information that is 
to be transmitted; however, in other situations, the processor 
401 could utilize, for example, additional radio modules (not 
shown in FIGS. 4 and 5) to modulate information that is to 
be transmitted. 

0071 Narrow bands of spectrum associated with each of 
the narrow band radio modules 412,422 can effectively be 
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combined together by dividing a packet stream to be trans 
mitted into multiple data sub-streams which are transmitted 
within these narrow bands. 

0072 The processor 401 of the sending node 400 can 
divide or split a data stream to be transmitted into multiple 
sub-streams. For instance, in the example of FIG. 4, the 
processor 401 can divide the data stream into a first data 
Sub-stream having a first size and a second data Sub-stream 
having a second size. Thus, the data Sub-streams from each 
of the narrow band radio modules 412, 422 can be trans 
mitted using different bands associated with each of the 
narrow band radio modules 412,422. For example, in one 
implementation, two 5 MegaHertz (MHz) licensed bands 
can be combined into the equivalent of a single 10 MHz 
band. 

0073. The processor 401 adds a unique packet ID or 
number to each packet before splitting the data streams so 
that the packet streams can be combined and efficiently 
processed at a destination node. 

0074. In one embodiment data can be divided between 
different radio modules 412,422 in a ratio of their commu 
nication capacities, as described above with reference to 
FIGS. 2 and 3. Thus, when the device 400 wants to transmit, 
the device 400 can effectively use the combined bandwidths 
of multiple bands together to create the equivalent of a larger 
bandwidth communications link for data transmission. 

0075. In FIG. 4, the first narrow band radio module 412 
operates at first data rate (or one of a first set of data rates), 
and is operable in a first frequency band (or one of a set of 
first frequency bands) having a first bandwidth. The first 
narrow band radio module 412 can modulate the first data 
Sub-stream using a first modulation technique appropriate 
for the first frequency band to generate the first modulated 
data Sub-stream. In this example, the first narrow band radio 
module 412 is an iDEN radio module and can modulate the 
first data Sub-stream using an appropriate modulation tech 
nique (e.g., Motorola M16-QAM (Quadrature Amplitude 
Modulation)) for the data to be transmitted to produce a first 
modulated data sub-stream. It will be appreciated that iDEN 
radio module technologies provide a variety of different 
modulation techniques. 

0076. The second narrow band radio module 422 oper 
ates at a second data rate (or one of a second set of data 
rates), and is operable in a second frequency band (or one of 
a set of second frequency bands) having a second band 
width. The second narrow band radio module 422 can 
modulate the second data Sub-stream using a second modu 
lation technique appropriate for the second frequency band 
to generate the second modulated data Sub-stream. In this 
example, the second narrow band radio module 422 is a 
GSM radio module and can modulate the second data 
Sub-stream using an appropriate GSM modulation technique 
(e.g., GMSK or 8-PSK) for the data to be transmitted to 
produce a second modulated data sub-stream. It will be 
appreciated that GSM technologies provide a variety of 
different modulation techniques. 

0077. In contrast to conventional multi-mode devices, the 
first narrow band radio module 412 and the second narrow 
band radio module 422 are configured to operate simulta 
neously to modulate the first and second data Sub-streams, 
respectively, and simultaneously provide the first and second 
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data sub-streams to the transmitter 403 for simultaneous 
transmission to a particular destination. 

0078. The transmitter 403 can use the first bandwidth and 
the second bandwidth to simultaneously transmit the first 
modulated data Sub-stream in the first frequency band, and 
to transmit the second modulated data Sub-stream in the 
second frequency band. The transmitter 403 can transmit the 
data stream at a combined data rate being Substantially equal 
to the sum of the first data rate and the second data rate. For 
example, if the first data rate of the iDEN radio module is 96 
Kbps, and the second data rate of the GSM radio module is 
170 Kbps, then the transmitter 403 can transmit the data 
stream at a combined data rate of 266 Kbps. 

0079 Antenna 506 of the destination node 500 simulta 
neously receives packet streams comprising the first modu 
lated data sub-stream transmitted from source node 400 over 
the first frequency band, and the second modulated data 
sub-stream transmitted from source node 400 over the 
second frequency band, and provides the first modulated 
data Sub-stream, and the second modulated data Sub-stream 
to the receiver 505. The receiver 505 distributes the first 
modulated data sub-stream to the first narrow band radio 
module 512, and the second modulated data sub-stream to 
the second narrow band radio module 522. 

0080. The first narrow band radio module 512 demodu 
lates the first data Sub-stream using a first demodulation 
technique appropriate for the first band to generate a first 
demodulated data sub-stream. The first demodulation tech 
nique can be an iDEN demodulation technique. 

0081. The second narrow band radio module 522 simul 
taneously demodulates the second data Sub-stream using a 
second demodulation technique appropriate for the second 
band to generate a second demodulated data Sub-stream. The 
second demodulation technique can also be associated with 
a particular network access protocol (e.g., 802.11, OFDM, 
CDMA, TDMA, FDMA), and in this example is a GSM 
demodulation technique, such as a GMSK demodulation 
technique. 

0082) The processor 501 of the destination node 500 then 
receives the first and second demodulated data Sub-streams 
from the first and second narrow band radio modules 512, 
522, respectively. Each packet has unique packet ID or 
number so that the packet streams can be combined at the 
processor 501. The processor 501 combines the first and 
second demodulated data Sub-streams by examining packet 
sequence numbers (or order of arrival numbers), discarding 
any duplicate packets, and reassembling the packets into the 
data stream that was originally sent by the source node 400. 
0083. In one implementation, the different bands can be 
spaced apart such that there is a frequency gap between the 
bands. In some cases, this frequency gap can be larger than 
the width of each band. In one implementation, a first 
frequency band (having a first bandwidth) associated with 
narrow band radio module 412 can be spaced apart from the 
second frequency band (having a second bandwidth) asso 
ciated with narrow band radio module 422, such that a 
frequency gap is present between the first frequency band 
and the second frequency band. This frequency gap is 
greater than the first bandwidth and/or the second band 
width. In some cases, the different frequency bands can have 
approximately equal bandwidths. For example, in one 
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implementation, a number of 5 MHz bands can be used that 
are separated by more than 5 MHz. This effectively provides 
the source node with a 10 MHZ transmission bandwidth. 

0084. In other implementations, which include additional 
narrow band radio modules (not shown), the first frequency 
band can be spaced apart from the second frequency band 
and from a third frequency band (having a third bandwidth) 
Such that a first frequency gap is present between the first 
frequency band and the second frequency band, and a 
second frequency gap is present between the second fre 
quency band and the third frequency band. In one embodi 
ment, the first and second frequency gaps are greater than 
the first bandwidth and/or the second bandwidth and/or the 
third bandwidth. 

EXAMPLE 2 

0085. In another embodiment, the source node can com 
bine a licensed band with an unlicensed band to share 
capacity between different bands. In one embodiment, these 
techniques allow the use of spectrum that, for example, is 
scattered around multiple narrower bands (e.g., Multichan 
nel Multipoint Distribution Service (MMDS) band together 
with an Industrial Scientific and Medical (ISM) band). 
0086 FIG. 6 is a block diagram of an exemplary source 
node 600 for transmitting information, and FIG. 7 is a block 
diagram of an exemplary destination node 700 for receiving 
the information from the source node 600 in accordance 
with an exemplary implementation of the invention. 
Although the reference numbers used in FIG. 6 differ from 
those used in FIGS. 2 and 4, as shown in FIG. 6, the source 
node 600 includes many of the same components as the 
source nodes 200, 400. Moreover, although the reference 
numbers used in FIG. 7 differ from those used in FIGS. 3 and 
5, as shown in FIG. 7, the destination node 700 includes 
many of the same components as the destination nodes 300 
and 500. For sake of brevity those components will not be 
described here again. As above, it will be appreciated that 
the source node 600 and destination node 700 can include 
other additional radio modules which are not shown. 

0087. In this implementation, the device 600 includes a 
first radio module 612 operable in a licensed frequency band 
and a second radio module 622 operable in an unlicensed 
frequency band. It will be appreciated that more than one of 
the first radio modules 612 and that more than one of the 
second radio modules 622 could be utilized in the node 600. 
The modules 612, 622 can also be utilized in addition to the 
radio modules shown in FIGS. 2-5. 

0088. The first radio module 612 could be implemented 
via an iDEN radio module, a GSM radio module, an IS-95 
(CDMA) radio module or other equivalent radio modules. In 
this exemplary implementation, the first frequency band 
comprises a band of licensed cellular spectrum which can be 
used for guaranteed bandwidth allocation. 
0089. The second radio module 622 could be imple 
mented via an IEEE 802.11 radio module, a WiMax radio 
module, an IEEE 802.15 radio module or other equivalent 
radio modules. The second frequency band comprises aband 
of unlicensed spectrum (e.g., an ISM band in a multi 
hopping network). 
0090. In excess data situations (e.g., where the source 
node 600 seeks to transmit more information than can be 
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transmitted using the licensed band of spectrum), the band 
of unlicensed spectrum can be used for transmitting bursts of 
data. For example, the node 600 can use 802.11 radio 
module 622 to increase the bandwidth by sending part of the 
transmit stream in ISM band. In some implementations, the 
processor 601 can automatically schedule at least Some of 
the excess data to be transmitted via the unlicensed fre 
quency band. 

EXAMPLE 3 

0.091 FIG. 8 is a block diagram of an exemplary source 
node 800 for transmitting information, and FIG. 9 is a block 
diagram of an exemplary destination node 900 for receiving 
the information from the source node 800 in accordance 
with an exemplary implementation of the invention. 
Although the reference numbers used in FIG. 8 differ from 
those used in FIGS. 2, 4 and 6, as shown in FIG. 8, the 
Source node 800 includes many of the same components as 
the source nodes 200, 400, 600. Moreover, although the 
reference numbers used in FIG. 9 differ from those used in 
FIGS. 3, 5 and 7, as shown in FIG. 9, the destination node 
900 includes many of the same components as the destina 
tion nodes 300, 500 and 700. For sake of brevity those 
components will not be described here again. As above, it 
will be appreciated that the source node 800 and destination 
node 900 can include other additional radio modules which 
are not shown. Thus, while the exemplary nodes 800, 900 in 
FIGS. 8 and 9 each show two radio modules 812/912, 
822/922, it will be appreciated that in other practical imple 
mentations nodes could include additional radio modules 
which are not shown. For example, a node could include 
other radio modules such as iDEN, WiMax, or IEEE 802.16 
radio modules. In addition, in the following example, only 
the radio modules 812, 822, are used to modulate informa 
tion that is to be transmitted; however, in other situations, 
the processor 801 could utilize, for example, additional radio 
modules (not shown in FIGS. 8 and 9) to modulate infor 
mation that is to be transmitted. 

0092. In this implementation, a low power radio module 
812 and a high power radio module 822 are provided. The 
low power radio module 812 and the high power radio 
module 822 can be utilized in addition to the radio modules 
shown in FIGS. 2-7. 

0093. The low power radio module 812 could be imple 
mented via an iDEN radio module, a GSM radio module, a 
CDMA or WCDMA radio module or other equivalent radio 
modules. The low power radio module 812 is operable in a 
first band having the first bandwidth. This low power radio 
module 812 can be active during power saving mode Such 
that communication with the destination node 900 can start 
by using the lower capacity, low power radio module 812. 
0094. The high power radio module 822 could be imple 
mented via a WiMax radio module, an IEEE 802.16 radio 
module or other equivalent radio modules. The high power 
radio module 822 is operable in the second frequency band 
having the second bandwidth. The high power radio module 
822 is a higher capacity radio that uses more power than the 
low power radio module due to a high user data rate together 
with large link budget. The high power radio module 822 is 
configured to turn off when its communication capacity is 
not required for a given time period. 
0.095 The data stream can initially be transmitted from 
node 800 using only the low power radio module 812 and its 
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low capacity link. If additional communication capacity is 
needed, the low power, low capacity radio module 812 can 
send a wake up signal to the high power radio module 822. 
After a wake-up time, the high capacity, high power radio 
module 822 can then be used to transmit the data stream. 

0096 Alternatively, the transmission of the data stream 
can be split among the low power radio module 812 and the 
high power radio module 822. The processor 801 of the 
sending node 800 can divide or split a data stream to be 
transmitted into multiple Sub-streams. For instance, in the 
example of FIG. 8, the processor 801 can divide the data 
stream into a first data Sub-stream having a first size, and a 
second data Sub-stream having a second size. The processor 
801 adds a unique packet ID or number to each packet 
before splitting the data streams so that the packet streams 
can be combined and efficiently processed at a destination 
node. 

0097. In one embodiment, data can be divided between 
different radio modules 812, 822 in a ratio of their commu 
nication capacities. Thus, when the device 800 wants to 
transmit, the device 800 can effectively use the combined 
bandwidths of multiple bands together to create the equiva 
lent of a larger bandwidth communications link for data 
transmission. For example, in one implementation, the pro 
cessor 801 can determine the first size of the first data 
Sub-stream and the second size of the second data Sub 
stream and the third size of the third data sub-stream based 
on a ratio of the first bandwidth and the second bandwidth. 
For example, if radio modules 812, 822 support relative 
bandwidths 1, 10 with respect to each other, then the total 
bandwidth is 11, and the first size would be /11" of the total 
data stream, the second size would be 1941" of the total data 
stream. In other words, the ratio of the first size to the second 
size can be the same as the ratio of the first bandwidth and 
the second bandwidth, and the processor 801 can split the 
data stream into the first data Sub-stream having the first size 
(/11" of the total data stream) and the second data sub 
stream having the second size (1941" of the total data stream) 
based on the ratio of the first bandwidth (1) to the total 
bandwidth (11), and the second bandwidth (10) to the total 
bandwidth (11). 
0098. In FIG. 8, the low power, low capacity radio 
module 812 operates at first data rate (or one of a first set of 
data rates), and is operable in a first frequency band (or one 
of a set of first frequency bands) having a first bandwidth. 
The low power, low capacity radio module 812 can modu 
late the first data Sub-stream using a first modulation tech 
nique appropriate for the first frequency band to generate the 
first modulated data sub-stream. In this example, the low 
power, low capacity radio module 812 is a GSM radio 
module and can modulate the first data Sub-stream using an 
appropriate modulation technique (e.g., GMSK or 8-PSK) 
for the data to be transmitted to produce a first modulated 
data sub-stream. It will be appreciated that GSM technolo 
gies provide a variety of different modulation techniques. 

0099. The high power, high capacity radio module 822 
operates at a second data rate (or one of a second set of data 
rates), and is operable in a second frequency band (or one of 
a set of second frequency bands) having a second band 
width. The high power, high capacity radio module 822 can 
modulate the second data Sub-stream using a second modu 
lation technique appropriate for the second frequency band 
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to generate the second modulated data Sub-stream. In this 
example, the high power, high capacity radio module 822 is 
an IEEE 802.16 radio module and can modulate the second 
data Sub-stream using an appropriate modulation technique 
(e.g., OFDM) for the data to be transmitted to produce a 
second modulated data Sub-stream. It will be appreciated 
that the IEEE 802.16 standard provides a variety of different 
modulation techniques. 
0100. In contrast to conventional multi-mode devices, the 
low power, low capacity radio module 812, and the high 
power, high capacity radio module 822 can be configured to 
operate simultaneously to modulate the first and second data 
Sub-streams, respectively, and simultaneously provide the 
first and data sub-streams to the transmitter 803 for simul 
taneous transmission to a particular destination. 
0101 The transmitter 803 can use the first bandwidth and 
the second bandwidth to simultaneously transmit the first 
modulated data Sub-stream in the first frequency band, and 
to transmit the second modulated data Sub-stream in the 
second frequency band. The transmitter 803 can transmit the 
data stream at a combined data rate being Substantially equal 
to the sum of the first data rate and the third data rate. For 
example, if the first data rate of the low power, low capacity 
radio module is 170 Kbps, and the second data rate of the 
high power, high capacity radio module is 25 Mbps, then the 
transmitter 803 can transmit the data stream at a combined 
data rate of 25.175 Mbps. 
01.02 Antenna 906 simultaneously receives packet 
streams comprising the first modulated data Sub-stream 
transmitted from source node 800 over the first frequency 
band, and the second modulated data Sub-stream transmitted 
from source node 800 over the second frequency band, and 
provides the first and second modulated data Sub-streams to 
the receiver 905. The receiver 905 distributes the first 
modulated data Sub-stream to the low power, low capacity 
radio module 912, and the second modulated data sub 
stream to the high power, high capacity radio module 922. 
0103) The low power, low capacity radio module 912 
demodulates the first data Sub-stream using a first demodu 
lation technique appropriate for the first band to generate a 
first demodulated data sub-stream. The first demodulation 
technique can be associated with a particular network access 
protocol (e.g., GSM), and in this example is a GMSK 
demodulation technique. 
0104. The high power, high capacity radio module 922 
simultaneously demodulates the second data Sub-stream 
using a second demodulation technique appropriate for the 
second band to generate a second demodulated data Sub 
stream. The second demodulation technique can also be 
associated with a particular network access protocol (e.g., 
IEEE 802.16), and in this example is an OFDM demodula 
tion technique. 
0105. The processor 901 then receives the first and sec 
ond demodulated data Sub-streams from the first and second 
radio modules 912, 922, respectively. Each packet has a 
unique packet ID or number so that the packet streams can 
be combined at the processor 901. The processor 901 
combines the first and second demodulated data Sub-streams 
by examining packet sequence numbers (or order of arrival 
numbers), discarding any duplicate packets, and reassem 
bling the packets into the data stream that was originally sent 
by the source node 800. 
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0106 This technique can reduce power consumption 
(e.g., can save battery resources) and can also reduce the 
delay that is associated with periodically powering up a high 
capacity radio module 822. 
0.107 Thus, according to these techniques, a source splits 
a pack stream into multiple packet streams, modulates the 
packet streams using appropriate modulation techniques 
associated with multiple radios, and transmits the packet 
streams over multiple bands to a destination. The destination 
receives these packet streams over the multiple bands, 
demodulates the packet streams using appropriate demodu 
lation techniques associated with multiple radios, and com 
bines the demodulated packet streams to create the single 
original packet stream sent by the source. These techniques 
can be used to implement a multi-band multi-hopping sys 
tem in which nodes can simultaneously aggregate the capac 
ity of multiple bandwidths to create larger bandwidth com 
munications link. 

0108. In the foregoing specification, specific embodi 
ments of the present invention have been described. How 
ever, one of ordinary skill in the art appreciates that various 
modifications and changes can be made without departing 
from the scope of the present invention as set forth in the 
claims below. For example, while the source nodes and 
destination nodes described above are shown as being 
mobile units, the source nodes and destination nodes can be 
implemented as fixed access points (APs) or base stations 
(BTSs). 
0.109 Accordingly, the specification and figures are to be 
regarded in an illustrative rather than a restrictive sense, and 
all such modifications are intended to be included within the 
Scope of present invention. The benefits, advantages, solu 
tions to problems, and any element(s) that may cause any 
benefit, advantage, or Solution to occur or become more 
pronounced are not to be construed as a critical, required, or 
essential features or elements of any or all the claims. The 
invention is defined solely by the appended claims including 
any amendments made during the pendency of this appli 
cation and all equivalents of those claims as issued. 

We claim: 
1. A device, comprising: 

a processor configured to divide a data stream into a first 
data Sub-stream and a second data Sub-stream; 

a first radio module having a first data rate, the first radio 
module being operable in a first frequency band having 
a first bandwidth and being configured to modulate the 
first data Sub-stream using a first modulation technique 
to generate a first modulated data Sub-stream; and 

a second radio module having a second data rate, the 
second radio module being operable in a second fre 
quency band having a second bandwidth and being 
configured to modulate the second data Sub-stream 
using a second modulation technique to generate a 
second modulated data Sub-stream. 

2. A device according to claim 1, wherein the first radio 
module and the second radio module are configured to 
operate simultaneously to modulate the first data Sub-stream 
and the second data Sub-stream, respectively. 
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3. A device according to claim 1, wherein the first data 
Sub-stream has a first size and the second data Sub-stream 
has a second size, wherein a ratio of the first size to the 
second size is based on a ratio of the first bandwidth and the 
second bandwidth, 

wherein the processor is configured to split the data 
stream into the first data Sub-stream having the first size 
and the second data Sub-stream having the second size 
based on the ratio of the first bandwidth and the second 
bandwidth. 

4. A device according to claim 3, wherein the processor is 
configured to divide the data stream into the first data 
Sub-stream having the first size, the second data Sub-stream 
having the second size and a third data Sub-stream having a 
third size, and further comprising: 

a third radio module having a third data rate, the third 
radio module being operable in a third frequency band 
having a third bandwidth and being configured to 
modulate the third data Sub-stream using a third modu 
lation technique to generate a third modulated data 
Sub-stream, and 

wherein the processor is configured to split the data 
stream into the first data Sub-stream having the first 
size, the second data Sub-stream having the second size 
and the third data-substream having the third size based 
on a ratio of the first bandwidth, the second bandwidth, 
and the third bandwidth. 

5. A device according to claim 4, further comprising: 

a transmitter configured use the first bandwidth, the 
second bandwidth and the third bandwidth to simulta 
neously transmit the first modulated data Sub-stream in 
the first frequency band, transmit the second modulated 
data Sub-stream in the second frequency band, and 
transmit the third modulated data sub-stream in the 
third frequency band, wherein the transmitter is con 
figured to transmit the data stream at fourth data rate 
being Substantially equal to the Sum of the first data 
rate, the second data rate and the third data rate. 

6. A device according to claim 1, wherein the first 
frequency band comprises a band of licensed spectrum used 
for guaranteedbandwidth allocation over licensed spectrum. 

7. A device according to claim 6, wherein the second 
frequency band comprises a band of unlicensed spectrum 
used for providing burst data access. 

8. A device according to claim 6, wherein the first 
bandwidth is approximately equal to the second bandwidth, 
and further comprising: 

a transmitter configured to simultaneously transmit the 
first modulated data sub-stream in the first frequency 
band and to transmit the second modulated data Sub 
stream in the second frequency band, wherein the 
second frequency band comprises a band of licensed 
spectrum used for guaranteed bandwidth allocation 
over licensed spectrum. 

9. A device according to claim 1, wherein the first radio 
module operable in the first frequency band having the first 
bandwidth, comprises: 

a low power radio module operable in a first narrow band 
having the first bandwidth, wherein the low power 
radio module is active during power saving mode. 
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10. A device according to claim 9, wherein the second 
radio module operable in the second frequency band having 
the second bandwidth, comprises: 

a high power radio module operable in the second fre 
quency band having the second bandwidth, wherein the 
high power radio module is configured to turn off when 
its capacity is not required for a given time period. 

11. A device according to claim 9, wherein the low power 
radio module sends a wake up signal to the high power radio 
module when transmission capacity of the low power radio 
module is inadequate. 

12. A device, comprising: 

a receiver configured to receive at least a first data 
Sub-stream over a first frequency band and a second 
data Sub-stream over a second frequency band; 

a first radio module being configured to demodulate the 
first data Sub-stream using a first demodulation tech 
nique to generate a first demodulated data Sub-stream; 

a second radio module being configured to demodulate 
the second data Sub-stream using a second demodula 
tion technique to generate a second demodulated data 
Sub-stream; and 

a processor configured to combine the first demodulated 
data Sub-stream and the second demodulated data Sub 
stream to generate a data stream. 

13. A device according to claim 12, wherein the first radio 
module and the second radio module are configured to 
simultaneously demodulate the first data Sub-stream and the 
second data Sub-stream, respectively. 

14. A device according to claim 12, wherein the receiver 
is further configured to receive a third data Sub-stream, and 
further comprising: 

a third radio module being configured to demodulate the 
third data Sub-stream using a third demodulation tech 
nique, and wherein the processor is configured to 
combine the first demodulated data sub-stream 
received from the first radio module, the second 
demodulated data sub-stream received from the second 
radio module and the third demodulated data sub 
stream received from the third radio module to generate 
the data stream. 

15. A device according to claim 14, wherein the processor 
is configured to generate the data stream by examining 
packet sequence numbers at each radio module, discarding 
any duplicate packets, and reassembling the packets into the 
data stream. 

16. A system for communicating a data stream, compris 
ing: 

a first node configured to divide the data stream into a first 
data Sub-stream and a second data Sub-stream, the first 
node comprising a first radio module having a first data 
rate, the first radio module being operable in a first 
frequency band having a first bandwidth and being 
configured to modulate the first data Sub-stream using 
a first modulation technique to generate a first modu 
lated data Sub-stream, and a second radio module 
having a second data rate, the second radio module 
being operable in a second frequency band having a 
second bandwidth and being configured to modulate 
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the second data Sub-stream using a second modulation 
technique to generate a second modulated data Sub 
stream; and 

a second node configured to receive at least the first data 
Sub-stream over the first frequency band and the second 
data Sub-stream over the second frequency band, the 
second node comprising a first radio module being 
configured to demodulate the first data Sub-stream 
using a first demodulation technique to generate a first 
demodulated data Sub-stream, and a second radio mod 
ule being configured to demodulate the second data 
Sub-stream using a second demodulation technique to 
generate a second demodulated data Sub-stream, 

wherein the second node is configured to combine the first 
demodulated data Sub-stream and the second demodu 
lated data Sub-stream to generate a data stream. 

17. A method for communicating a data stream, compris 
ing: 

dividing the data stream into a first data Sub-stream and a 
second data Sub-stream; 
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modulating the first data Sub-stream using a first modu 
lation technique to generate a first modulated data 
Sub-stream; and 

modulating the second data Sub-stream using a second 
modulation technique to generate a second modulated 
data Sub-stream. 

18. A method according to claim 17, further comprising: 
receiving the first data Sub-stream over a first frequency 

band; 
receiving the second data Sub-stream over a second fre 

quency band; 
demodulating the first data Sub-stream using a first 

demodulation technique to generate a first demodulated 
data Sub-stream; 

demodulating the second data Sub-stream using a second 
demodulation technique to generate a second demodu 
lated data Sub-stream; and 

combining the first demodulated data Sub-stream and the 
second demodulated data Sub-stream to generate a data 
Stream. 
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