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According to an embodiment, provided is a communication 
device that performs communications of an image and audio. 
The communication device includes: a storage unit that stores 
therein arrangement information for specifying a display 
scheme for the image; an arrangement-information setting 
unit that sets arrangement information in the storage unit; and 
a display control unit that refers to the arrangement informa 
tion and causes a plurality of display devices to display the 
image. The display control unit causes a first display device to 
display captured images of a local point and a remote point 
and causes a second display device to display an image Sup 
plied from an image Supply device of the local point or the 
remote point. 

DISPLAY 
AREA 2 

500 
y 

DISPLAY 
DSPLAY AREA 1 AREA 3 

FRS DISPLAY DEVICE 
DISPLAY SCHEME 

DISPLAY AREA 1 DISPLAY AREA 2DISPLAY AREA 3DISPLAY AREA 4 
CAPTURED CAPTURED 

VIEW MULTI MAGE OF IMAGE OF 
REMOTE POINT | LOCAL POINT 

CAPTURED CAPTURED 
SHARED MULT MEAL IMAGE OF MAGE OF 

-- REMOTE POINT | LOCAL POINT 

DISPLAY 
AREA 4 

  

  

  

  

  

Zoom Communications, Inc. v. Ricoh Company, Ltd. 
IPR2026-00411 | EX2001 | Page 1 of 18



Patent Application Publication Sep. 26, 2013 Sheet 1 of 10 US 2013/0249773 A1 

Oe Oee 
M 

w v 

C 
CN 

c g 
& CN 

2- S2 d l) 

s ld 

g 
O d c5 S. E. G s 

I 

  

  

Zoom Communications, Inc. v. Ricoh Company, Ltd. 
IPR2026-00411 | EX2001 | Page 2 of 18



US 2013/0249773 A1 Sep. 26, 2013 Sheet 2 of 10 Patent Application Publication 

  

Zoom Communications, Inc. v. Ricoh Company, Ltd. 
IPR2026-00411 | EX2001 | Page 3 of 18



Patent Application Publication 

FIG.3 

COMMUNICATION DEVICE 

Sep. 26, 2013 Sheet 3 of 10 

300 

US 2013/0249773 A1 

10a 

CONTROL UNIT 

302 

TRANS 
MITTING 
AND 

RECEIVING 
UNIT 

MEMORY 
CONTROL 

UNIT 

STORAGE UNIT 
312 

ARRANGE 
MENT 

INFORMA 
TION 
TABLE 

304 

OPERA 
TON 

RECEIVING 
UNIT 

ARRANGE 
MENT 

INFORMA 
TION 

SETTING 
UNIT 

DISPLAY 
CONTROL 

UNIT 

306 

IMAGE 
CAPTUR 
ING UNIT 

DISPLAY 
DEVICE 
DETECT 
ING UNIT 

320 

AUDIO 
OUTPUT 
UNIT 

  

Zoom Communications, Inc. v. Ricoh Company, Ltd. 
IPR2026-00411 | EX2001 | Page 4 of 18



Patent Application Publication Sep. 26, 2013 Sheet 4 of 10 US 2013/0249773 A1 

FG4 

S400 

INITIALIZE VARIABLE (ACTIVE) TO O 

COUNT NUMBER OF DISPLAY DEVICES 
NELECTRIFED STATE AND SET THE 
NUMBERTO VARIABLE (ACTIVE) 

S403 
S VALUE OF ACTIVE O? 

NO 
S404 

S401 

S402 

DETERMINE 
VALUE OF ACTIVE 

ACTIVE=1 ACTIVE=2 

SET ARRANGEMENT 
INFORMATION EMPLOYED 

WHEN ONE DISPLAY DEVICES 
CONNECTED 

SET ARRANGEMENT 
INFORMATION EMPLOYED 

WHEN TWO DISPLAY DEVICES 
ARE CONNECTED 

  

  

    

  

  

    

  

  

  

    

  

  

Zoom Communications, Inc. v. Ricoh Company, Ltd. 
IPR2026-00411 | EX2001 | Page 5 of 18



US 2013/0249773 A1 Sep. 26, 2013 Sheet 5 of 10 

009 

Patent Application Publication 

    

  

  

  

  

  

  

Zoom Communications, Inc. v. Ricoh Company, Ltd. 
IPR2026-00411 | EX2001 | Page 6 of 18



US 2013/0249773 A1 Sep. 26, 2013 Sheet 6 of 10 Patent Application Publication 

| LTQ WTCJENJVHS | LTD WTNAEI/\ 

Z09009   

  

  

  

  

  

  

  

  

  
  

  

Zoom Communications, Inc. v. Ricoh Company, Ltd. 
IPR2026-00411 | EX2001 | Page 7 of 18



Patent Application Publication Sep. 26, 2013 Sheet 7 of 10 US 2013/0249773 A1 

sy, 

s V 
ve 

N. 

NV 

s D S D 

  

Zoom Communications, Inc. v. Ricoh Company, Ltd. 
IPR2026-00411 | EX2001 | Page 8 of 18



Zoom Communications, Inc. v. Ricoh Company, Ltd. 
IPR2026-00411 | EX2001 | Page 9 of 18



Patent Application Publication Sep. 26, 2013 Sheet 9 of 10 US 2013/0249773 A1 

t 
w 
v 

O 

a \ 

S 

  

Zoom Communications, Inc. v. Ricoh Company, Ltd. 
IPR2026-00411 | EX2001 | Page 10 of 18



Patent Application Publication Sep. 26, 2013 Sheet 10 of 10 US 2013/0249773 A1 

FG.10 

IS 
ELECTRIFICATION 
CHANGE EVENT 
RECEIVED7 

YES 

INITIALIZE VARIABLE (ACTIVE) TO O S1002 

COUNT NUMBER OF DISPLAY DEVICES 
NELECTRIFED STATE AND SET THE 
NUMBERTO VARIABLE (ACTIVE) 

S1001 

S1003 

S1004 
S VALUE OF ACTIVE O? 

NO 
S1005 

DETERMINE 
VALUE OF ACTIVE 

ACTIVE=1 ACTIVE=2 

SET ARRANGEMENT 
NFORMATION EMPLOYED 

WHEN ONE DISPLAY DEVICES 
CONNECTED 

SETARRANGEMENT 
INFORMATION EMPLOYED 

WHEN TWO DISPLAY DEVICES 
ARE CONNECTED 

END S1008 

    

    

  

  

  

  

  

  

    

  

  

Zoom Communications, Inc. v. Ricoh Company, Ltd. 
IPR2026-00411 | EX2001 | Page 11 of 18



US 2013/0249773 A1 

COMMUNICATION SYSTEM, 
COMMUNICATION DEVICE, AND 

COMPUTER PROGRAM 

CROSS-REFERENCE TO RELATED 
APPLICATIONS 

0001. The present application claims priority to and incor 
porates by reference the entire contents of Japanese Patent 
Application No. 2012-065917 filed in Japan on Mar. 22, 2012 
and Japanese Patent Application No. 2012-251013 filed in 
Japan on Nov. 15, 2012. 

BACKGROUND OF THE INVENTION 

0002 1. Field of the Invention 
0003. The present invention relates to a communication 
system that performs video and audio communications, and 
in more detail to a communication system, a communication 
device, and a computer program that perform video and audio 
communications among a plurality of points. 
0004 2. Description of the Related Art 
0005 Along with the recent spread of networks that 
enable high-speed data communications such as the Internet, 
widely used is video conferencing for conducting a confer 
ence and the like by distributing video and audio among a 
plurality of points distant from one another. 
0006. As an embodiment of communication systems that 
realize such video conferencing, U.S. Pat. No. 6,760,749 
discloses a content distribution device that displays a cap 
tured image of a remote point on a display device of a local 
point and that displays a material image used in a conference 
and the like on the display device. 
0007. There is a need to provide a communication system, 
a communication device, and a computer program that 
increase the visibility of an image displayed on a display 
device. 

SUMMARY OF THE INVENTION 

0008. It is an object of the present invention to at least 
partially solve the problems in the conventional technology. 
0009. According to an embodiment, provided is a commu 
nication device that performs communications of an image 
and audio. The communication device includes: a storage unit 
that stores therein arrangement information for specifying a 
display scheme for the image; an arrangement-information 
setting unit that sets arrangement information in the storage 
unit; and a display control unit that refers to the arrangement 
information and causes a plurality of display devices to dis 
play the image. The display control unit causes a first display 
device to display captured images of a local point and a 
remote point and causes a second display device to display an 
image Supplied from animage Supply device of the local point 
or the remote point. 
0010. According to another embodiment, provided is a 
communication system that includes: a communication 
device that performs communications of an image and audio; 
and an image Supply device that Supplies an image to the 
communication device. The communication device includes: 
a storage unit that stores therein arrangement information for 
specifying a display scheme for an image; an arrangement 
information setting unit that sets arrangement information in 
the storage unit; and a display control unit that refers to the 
arrangement information and causes a plurality of display 
devices to display the image. The display control unit causes 
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a first display device to display captured images of a local 
point and a remote point and causes a second display device 
to display an image Supplied from the image Supply device of 
the local point or the remote point. 
0011. According to still another embodiment, provided is 
a computer program product that includes a non-transitory 
computerusable medium having computer readable program 
codes embodied in the medium that, when executed, causes a 
communication device to perform a communication method 
of an image and audio. The communication method includes: 
setting arrangement information for specifying a display 
scheme for an image into a storage unit; and referring to the 
arrangement information, causing a first display device to 
display captured images of a local point and a remote point, 
and causing a second display device to display an image 
Supplied from an image Supply device of the local point or the 
remote point. 
0012. The above and other objects, features, advantages 
and technical and industrial significance of this invention will 
be better understood by reading the following detailed 
description of presently preferred embodiments of the inven 
tion, when considered in connection with the accompanying 
drawings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

0013 FIG. 1 is a schematic of a communication system 
according to an embodiment; 
0014 FIG. 2 is a block diagram of a hardware configura 
tion of a communication device 10a according to the embodi 
ment; 
0015 FIG. 3 is a block diagram of a functional configura 
tion of the communication device 10a according to the 
embodiment; 
0016 FIG. 4 is a flowchart of detection processing for a 
display device performed by a communication device accord 
ing to the embodiment at start-up; 
0017 FIG. 5 is a view of a display scheme and an arrange 
ment information table employed when one display device in 
an electrified State is connected to the communication device 
10a according to the embodiment; 
0018 FIG. 6 is a view of the display scheme and the 
arrangement information table employed when two display 
devices in an electrified State are connected to the communi 
cation device 10a according to the embodiment; 
(0019 FIG. 7 is a view of screens of the display devices 
based on screen division and arrangement information illus 
trated in FIG. 6 according to the embodiment; 
0020 FIG. 8 is a view of the display scheme and the 
arrangement information table employed when two display 
devices in an electrified State are connected to the communi 
cation device 10a according to another embodiment; 
0021 FIG. 9 is a view of screens of the display devices 
based on screen division and arrangement information illus 
trated in FIG. 8 according to the embodiment; and 
0022 FIG. 10 is a flowchart of detection processing for a 
display device performed by the communication device 
according to the embodiment after start-up. 

DETAILED DESCRIPTION OF THE PREFERRED 
EMBODIMENTS 

0023 Exemplary embodiments are described below. The 
embodiments are not intended to limit the present invention. 
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0024 FIG. 1 is a schematic of a communication system 
according to an embodiment. A communication system 100 
includes communication devices 10a to 10h, display devices 
20a to 20h and 22a to 22h, image supply devices 30a to 30h, 
and a communication management device 40. 
0025. The communication devices 10a to 10h perform 
communications of images and audio with communication 
devices 10a to 10h of remote points. The communication 
devices 10a to 10h display images and output audio to the 
display devices 20a to 20h and 22a to 22h connected to the 
communication devices 10a to 10h respectively. The commu 
nication devices 10a to 10h transmit an image and audio of a 
local point to the communication management device 40 via 
routers 50 and a network 60. Furthermore, the communica 
tion devices 10a to 10h receive an image of a remote point 
from the communication management device 40. The com 
munication devices 10a to 10h display the image of the local 
point and the image of the remote point, and output audio of 
the remote point to the display devices 20a to 20h and 22a to 
22h respectively. 
0026. While the communication devices 10a to 10h output 
images to the display devices 20a to 20h and 22a to 22h 
respectively by wired communications in the present embodi 
ment, they may output the images to the display devices by 
wireless communications in another embodiment. Further 
more, while two display devices are connected to one com 
munication device in the present embodiment, three or more 
display devices may be connected to one communication 
device in another embodiment. In still another embodiment, 
the communication device may have one or more built-in 
display devices and be compatible with a dual display. 
0027. The image supply devices 30a to 30h supply an 
image to the communication devices 10a to 10h connected 
thereto, respectively. The image supply devices 30a to 30h 
Supply an image displayed on display devices of the image 
supply devices 30a to 30h to the communication devices 10a 
to 10h, respectively. Examples of the image supplied from the 
image Supply devices 30a to 30h include various images. Such 
as a material image created by using word-processing soft 
ware, spreadsheet Software, and presentation Software; a 
desktop screen of the image supply devices 30a to 30h; and 
user interface (UI) of an application program. In FIG. 1, 
desktop personal computers (PCs) are connected to the com 
munication devices 10a to 10h as the image Supply devices 
30a to 30h, respectively. Instead of such desktop PCs, note 
book PCs, tablet PCs such as iPad (registered trademark), and 
Smartphones equipped with iPhone (registered trademark) 
and Android (registered trademark) may be preferably used 
as the image supply devices 30a to 30h, for example. 
0028. The communication management device 40 man 
ages data communications in the communication system 100. 
The communication management device 40 establishes ses 
sions among the communication devices 10a to 10h of a 
plurality of points to relay an image and audio of each of the 
communication devices 10a to 10h. 

0029 FIG. 2 is a block diagram of a hardware configura 
tion of the communication device 10a according to the 
embodiment. The hardware configuration of the communica 
tion device 10a will be described below with reference to 
FIG. 2. Because the hardware configurations of the other 
communication devices 10b to 10h are the same as that of the 
communication device 10a, explanations thereof are to be 
omitted. 
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0030 The communication device 10a includes a central 
processing unit (CPU) 201, a read-only memory (ROM) 202, 
a random access memory (RAM) 203, a solid state drive 
(SSD) 204, and a media drive 206. These devices are con 
nected via a data bus 209. 

0031. The CPU 201 is a processor that controls the entire 
operation of the communication device 10a. The ROM 202 is 
a storage device in which a computer program of the present 
embodiment is stored. The RAM 203 is a storage device that 
provides an execution area for the computer program of the 
present embodiment. By loading the computer program 
described in a programming language. Such as assembler, C. 
C++, Java (registered trademark), JavaScript (registered 
trademark), PERL, RUBY, and PYTHON on the RAM 203 
and by executing the computer program under the control of 
an operating system (OS), such as WINDOWS (registered 
trademark) series, Mac (registered trademark) OS, UNIX 
(registered trademark), and LINUX (registered trademark), 
the communication device 10a realizes each functional unit, 
which will be described later, on the communication device 
10a. 

0032. The SSD 204 includes a non-volatile memory (not 
illustrated) Such as a flash memory that stores therein various 
types of data of an image and audio and electrically erasable 
and programmable ROM (EEPROM), and controls reading or 
writing of the various types of data from or to the flash 
memory. The media drive 206 is a device into which a record 
ing medium 205. Such as a flash memory, can be inserted and 
controls reading or writing of data from or to the recording 
medium 205. 

0033. The communication device 10a further includes an 
operation button 207, a power switch 208, a network interface 
(I/F) 210, an image capturing element I/F 212, an audio 
input-output I/F 215, a display device I/F 216, a display 
device I/F 217, and an external device I/F 218. These devices 
are connected via the data bus 209. 

0034. The operation button 207 is an input device that 
selects a communication device of a remote point with which 
a session is to be established and performs various settings. 
The power switch 208 switches ON and OFF the power of the 
communication device 10a. The network IVF 210 is an inter 
face that provides a connection to the router 50 and performs 
data communications via the network 60. 

0035. The image capturing element I/F 212 is an interface 
to which a charge coupled device (CCD) 211 that captures a 
Subject to generate an image is connected and controls the 
CCD 211 to generate an image. While a CCD is employed as 
an image capturing element in the present embodiment, 
another image capturing element, such as a complementary 
metal oxide semiconductor (CMOS), may be employed. 
0036. The audio input-output I/F 215 is an interface to 
which a microphone 213 and a speaker 214 are connected and 
receives and outputs an audio signal from the microphone 213 
and to the speaker 214. The display device I/F 216 is an 
interface to which the display device 20a is connected and 
outputs an image to the display device 20a. The display 
device I/F 217 is an interface to which the display device 22a 
is connected and outputs an image to the display device 22a. 
0037. The display devices 20a and 22a display various 
images output from the communication device 10a. The 
external device I/F 218 is an interface to which the image 
Supply device 30a is connected and receives an image from 
the image Supply device 30a. 
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0038 FIG. 3 is a block diagram of a functional configura 
tion of the communication device 10a according to the 
embodiment. The functional configuration of the communi 
cation device 10a will be described below with reference to 
FIG. 3. Because the functional configurations of the other 
communication devices 10b to 10h are the same as that of the 
communication device 10a, explanations thereof will be 
omitted. 
0039. The communication device 10a includes a control 
unit 300, a transmitting and receiving unit 302, an operation 
receiving unit 304, and an image capturing unit 306. 
0040. The control unit 300 is a functional unit that collec 
tively controls processing performed by the communication 
device 10a. The control unit 300 performs various processing 
using functional units, which will be described later. 
0041. The transmitting and receiving unit 302 is a func 
tional unit that performs communications with the commu 
nication management device 40 or the image Supply device 
30a and is realized by the network I/F 210 and the external 
device I/F 218. 
0042. The operation receiving unit 304 is a functional unit 
that receives various types of operating instructions issued by 
a user. If the user turns ON the power switch 208 for example, 
a power-on instruction is issued. When receiving the instruc 
tion, the operation receiving unit 304 turns ON the power of 
the communication device 10a. Furthermore, if the user 
changes a display scheme of the display devices 20a to 20h 
and 22a to 22h with the operation button 207, a display 
scheme change instruction is issued. When receiving the 
instruction, the operation receiving unit 304 causes an 
arrangement-information setting unit 314 to store the display 
scheme (e.g., “VIEW MULTI and “SHARED MULTI) 
specified by the user in a storage unit 310 as setting informa 
tion for specifying the display scheme of the display device 
(hereinafter, referred to as "display-scheme setting informa 
tion”). The display scheme according to the present embodi 
ment will be described later in greater detail with reference to 
FIG.S. 
0043. The image capturing unit 306 is a functional unit 
that captures a Subject to generate an image and is realized by 
the CCD 211 and the image capturing element I/F 212. If the 
communication device 10a starts, the image capturing unit 
306 generates a captured image. 
0044. The communication device 10a further includes a 
memory control unit 308, the storage unit 310, the arrange 
ment-information setting unit 314, a display control unit 316, 
a display-device detecting unit 318, an audio input unit 320, 
and an audio output unit 322. 
0045. The memory control unit 308 is a unit that controls 
the storage unit 310. The memory control unit 308 stores 
various types of data in the storage unit 310 and reads various 
types of data stored in the storage unit 310. 
0046. The arrangement-information setting unit 314 is a 
functional unit that sets arrangement information and dis 
play-scheme setting information for specifying a display 
scheme for an image to be displayed on the display devices 
20a to 20h and 22a to 22h. The arrangement-information 
setting unit 314 sets the arrangement information in an 
arrangement information table 312 in the storage unit 310. 
Furthermore, the arrangement-information setting unit 314 
stores the display-Scheme setting information in the storage 
unit 310. 

0047. The display control unit 316 is a functional unit that 
controls the display devices 20a to 20h and 22a to 22h. By 
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using the display-Scheme setting information stored in the 
storage unit 310 and the arrangement information registered 
in the arrangement information table 312, the display control 
unit 316 specifies images to be displayed on the display 
device. In accordance with predetermined screen division, the 
display control unit 316 displays the images on the display 
devices 20a and 22a. 
0048. The images to be displayed on the display devices 
20a and 22a include an image captured by the image captur 
ing unit 306 of the communication devices 10a to 10h of the 
local point or the remote point (hereinafter, referred to as a 
"captured image') and an image Supplied from the image 
supply devices 30a to 30h of the local point or the remote 
point. 
0049. The audio input unit 320 is a functional unit that 
detects audio. Such as speech of the user, to generate an audio 
signal. Furthermore, the audio input unit 320 converts audio 
of the user into an audio signal and measures the intensity of 
the audio signal. If the intensity is equal to or higher than a 
predetermined threshold, the audio input unit 320 detects 
speech of the user. The audio output unit 322 is a functional 
unit that converts an audio signal into audio and outputs the 
audio. 
0050. The display-device detecting unit 318 detects a dis 
play device in an electrified State connected to the communi 
cation device 10a. The display-device detecting unit 318 
detects an electrified state of display devices connected to the 
display device I/F 216 and 217 with a graphics driver serving 
as a device driver of the display devices and counts the num 
ber of display devices in an electrified state. In the present 
embodiment, by using an application programming interface 
(API) function provided by WINDOWS (registered trade 
mark) OS and the graphics driver, the display-device detect 
ing unit 318 counts the number of display devices in an 
electrified state. 
0051. If the power of the communication device 10a is 
turned ON, the control unit 300 performs detection process 
ing for a display device, which will be described later, and 
causes the image capturing unit 306 to generate a captured 
image. If the image supply devices 30a to 30h are connected 
to the communication devices 10a to 10h respectively, the 
control unit 300 causes the image supply devices 30a to 30h 
to display a menu screen, thereby enabling image Supply. 
0052. In accordance with an instruction issued by the user, 
the control unit 300 requests the communication management 
device 40 to establish a session with a communication device 
of a remote point. If the session is established, the control unit 
300 transmits the captured image of the local point generated 
by the image capturing unit 306 and the image Supplied from 
the image Supply device 30a to the communication device of 
the remote point via the communication management device 
40. Furthermore, if an image is received from the communi 
cation device of the remote point, the control unit 300 dis 
plays the image on the display devices 20a and 22a. More 
over, if the image supply devices 30a to 30h are connected to 
the communication devices 10a to 10h respectively, and the 
user selects a sharing start button on the menu screen dis 
played on the image supply devices, the control unit 300 
acquires an image from the image Supply devices 30a to 30h. 
0053. If speech of the user is detected, the control unit 300 
adds information indicating that the user is making speech 
(hereinafter, referred to as “speech information') to the cap 
tured image and transmits the captured image to the commu 
nication management device 40. If a captured image to which 
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speech information is added is received from the remote 
point, the control unit 300 changes the arrangement informa 
tion in the arrangement information table 312 such that the 
captured image is displayed in a predetermined display area 
on the display devices 20a and 22a. 
0054 FIG. 4 is a flowchart of detection processing for a 
display device performed by the communication device 
according to the present embodiment at start-up. The detec 
tion processing for a display device performed when the 
power of the communication device 10a is turned ON will 
now be described with reference to FIG. 4. 
0055. The processing illustrated in FIG. 4 starts with turn 
ing ON the power of the communication device 10a at Step 
S400. At Step S401, the display-device detecting unit 318 
initializes a variable (ACTIVE) stored in the RAM 203 to 0. 
At Step S402, the display-device detecting unit 318 counts 
the number of display devices in an electrified State among the 
display devices connected to the communication device 10a 
and sets the number to the variable (ACTIVE). At Step S403, 
the arrangement-information setting unit 314 determines 
whether the value of the variable (ACTIVE) is 0. If the value 
of the variable (ACTIVE) is 0 (Yes), the system control is 
returned to Step S402. By contrast, if the value of the variable 
(ACTIVE) is not 0 (No), the system control goes to Step 
S404. 
0056. At Step S404, the arrangement-information setting 
unit 314 determines the value of the variable (ACTIVE). If the 
value of the variable (ACTIVE) is 1, that is, if one display 
device in an electrified state is connected, the system control 
goes to Step S405. At Step S405, the arrangement-informa 
tion setting unit 314 sets arrangement information in FIG. 5 
employed when one display device is connected in the 
arrangement information table. The processing is then termi 
nated at Step S407. 
0057. By contrast, if the value of the variable (ACTIVE) is 
2, that is, if two display devices in an electrified state are 
connected, the system control goes to Step S406. At Step 
S406, the arrangement-information setting unit 314 sets 
arrangement information in FIG. 6 and FIG. 8 employed 
when two display devices are connected in the arrangement 
information table. The processing is then terminated at Step 
S4O7. 

0058 FIG. 5 is a view of the display scheme and the 
arrangement information table employed when one display 
device in an electrified State is connected to the communica 
tion device 10a according to the embodiment. An explanation 
will be made of screen division 500 and an arrangement 
information table 502 of a display device employed when one 
display device in an electrified State is connected to the com 
munication device 10a with reference to FIG. 5. 

0059. The screen division 500 is screen division of the 
display device connected to the communication device 10a. 
In the embodiment illustrated in FIG. 5, the display area of the 
display device is divided in four, and the area of a display area 
1 is larger than those of the other display areas 2 to 4. 
0060. In the arrangement information table 502, registered 
are a display scheme of images to be displayed on the display 
device and identification information of the images to be 
displayed on the display areas of the display device in a 
manner associated with each other as the arrangement infor 
mation employed, when one display device in an electrified 
state is connected to the communication device 10a. 
0061 Examples of the display scheme according to the 
present embodiment include “VIEW MULTI and 
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“SHARED MULTI’.“VIEW MULTI is a scheme for dis 
playing captured images of the local point and the remote 
point in the communication devices 10a to 10h. “SHARED 
MULTI is a scheme for displaying an image supplied from 
the image supply devices 30a to 30h in addition to the cap 
tured images of the local point and the remote point. In the 
present embodiment, the display Scheme is specified by the 
user and stored in the storage unit 310 as the display-scheme 
setting information. 
0062. In the embodiment illustrated in FIG. 5, if the dis 
play scheme is “VIEW MULTI', the captured image of the 
remote point is displayed on the display area 1, and the 
captured image of the local point is displayed on the display 
area 2. By contrast, if the display scheme is “SHARED 
MULTI', a material image is displayed on the display area 1, 
the captured image of the remote point is displayed on the 
display area 2, and the captured image of the local point is 
displayed on the display area 3. 
0063. In another embodiment, the display scheme may not 
be switched between “VIEW MULTI and “SHARED 
MULTI' by a user command as in the present embodiment. 
Alternatively, the communication devices 10a to 10h may 
Switch the display schemes by detecting the fact that image 
supply performed by the image supply devices 30a to 30h is 
started. 

0064 Specifically, the communication devices 10a to 10h 
detect an explicit notification from the image Supply devices 
30a to 30h, respectively, indicating start of communications 
and start of image Supply in a specific application port for 
example, and automatically Switch the display scheme from 
“VIEW MULTI to “SHARED MULTI. If the image sup 
ply performed by the image supply devices 30a to 30h is 
finished or interrupted, the communication devices 10a to 
10h switch the display scheme from “SHARED MULTI' to 
“VIEW MULTI”. Thus, it is possible to save the operation 
performed by the user and to perform stream processing of a 
Supplied image more efficiently. 
0065. More specifically, if the transmitting and receiving 
unit 302 of the communication devices 10a to 10h receives an 
image from the image supply devices 30a to 30h, respec 
tively, the control unit 300 issues an image supply start event 
notifying that image Supply performed by the image Supply 
devices is started. If the image Supply start event is detected, 
the arrangement-information setting unit 314 sets 
“SHARED MULTI' as the display-scheme setting informa 
tion. The display control unit 316 then refers to the arrange 
ment information table and displays the material image and 
the captured images on the display devices 20a and 20b in 
accordance with the arrangement information associated with 
the display-scheme setting information “SHARED 
MULTI. 

0066. If the image supply performed by the image supply 
devices 30a to 30h is stopped, the control unit 300 issues an 
image Supply stop event notifying that the image Supply per 
formed by the image Supply devices is stopped. If the image 
Supply stop event is detected, the arrangement-information 
setting unit 314 Switches the display-scheme setting informa 
tion from “SHARED MULTI' to “VIEW MULTI. The dis 
play control unit 316 then refers to the arrangement informa 
tion table and displays the captured image on the display 
devices 20a and 20b in accordance with the arrangement 
information associated with the display-Scheme setting infor 
mation “VIEW MULTI. 
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0067. While the screen of the display device is divided into 
four display areas in the present embodiment, the screen may 
be divided into three display areas or five or more display 
areas in another embodiment. Furthermore, while the 
arrangement information according to the present embodi 
ment is arrangement information employed when an image is 
shared by two points, the present embodiment can be applied 
to the case where an image is shared by three or more points. 
0068 Ifan image is shared by three or more points and the 
display scheme “VIEW MULTI is specified, the arrange 
ment information is changed Such that the captured image of 
the remote point to be focused by the user, that is, the captured 
image of the point at which speech is detected is displayed on 
the display area 1. Thus, it is possible to display the captured 
image of the point at which the user is making speech on the 
display area 1. 
0069 FIG. 6 is a view of the display scheme and the 
arrangement information table employed when two display 
devices in an electrified State are connected to the communi 
cation device 10a according to the embodiment. An explana 
tion will be made of screen divisions 600 and 602 and an 
arrangement information table 604 of display devices when 
two display devices in an electrified state are connected to the 
communication device 10a with reference to FIG. 6. 

0070. The screen division 600 is screen division of a first 
display device connected to the communication device 10a. 
In the embodiment illustrated in FIG. 6, the display area of the 
display device is divided in four, and the area of a display area 
1 is larger than those of the other display areas 2 to 4. The 
screen division 602 is screen division of a second display 
device connected to the communication device 10a and is 
composed of one display area. 
0071. In the arrangement information table 604, a display 
scheme of images to be displayed on the first display device 
and the second display device and identification information 
of the images to be displayed on the display areas of the 
display devices are registered in a manner associated with 
each other as the arrangement information employed when 
two display devices in an electrified state are connected to the 
communication device 10a. 

0072. In the embodiment illustrated in FIG. 6, if the dis 
play scheme is “VIEW MULTI', the captured image of the 
remote point is displayed on the display area 1 of the first 
display device, and the captured image of the local point is 
displayed on the display area 2 of the first display device. By 
contrast, no image is displayed on the display area 1 of the 
second display device. 
0073. If the display scheme is “SHARED MULTI, the 
captured image of the remote point is displayed on the display 
area 1 of the first display device, and the captured image of the 
local point is displayed on the display area 2 of the first 
display device. Furthermore, a material image is displayed on 
the display area 1 of the second display device. 
0074. While the screen of the display device is divided into 
four display areas in the present embodiment, the screen may 
be divided into three display areas or five or more display 
areas in another embodiment. Furthermore, while the 
arrangement information according to the present embodi 
ment is arrangement information employed when an image is 
shared by two points, the present embodiment can be applied 
to the case where an image is shared by three or more points. 
Ifan image is shared by three or more points, the arrangement 
information is changed such that the captured image of the 
remote point to be focused by the user, that is, the captured 
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image of the point at which speech is detected is displayed on 
the display area 1 of the first display device. Thus, it is 
possible to display the captured image of the point at which 
the user is making speech on the display area. 
0075. In the present embodiment, the captured images of 
the local point and the remote point are displayed on the first 
display device; and an image. Such as a material image, Sup 
plied from the image supply devices 30a to 30h is displayed 
on the second display device. Therefore, it is possible to 
increase the visibility of these images. 
(0076 FIG. 7 is a view of screens of the display devices 
based on the screen division and the arrangement information 
illustrated in FIG. 6 according to the embodiment. A screen 
700 and a screen 706 are the screen of the first display device 
and the screen of the second display device, respectively, 
when the display scheme “VIEW MULTI is selected. The 
captured image of the remote point is displayed on a display 
area 702 of the screen 700, and the captured image of the local 
point is displayed on a display area 704. No image is dis 
played on the screen 706. 
0077. A screen 710 and a screen 716 are the screen of the 

first display device and the screen of the second display 
device, respectively, when the display scheme “SHARED 
MULTI is selected. The captured image of the remote point 
is displayed on a display area 712 of the screen 710, and the 
captured image of the local point is displayed on a display 
area 714. Furthermore, a material image is displayed on the 
Screen 716. 

0078 FIG. 8 is a view of the display scheme and the 
arrangement information table employed when two display 
devices in an electrified State are connected to the communi 
cation device 10a according to an another embodiment. An 
explanation will be made of screen divisions 800 and 802 and 
an arrangement information table 804 of display devices 
employed when two display devices in an electrified state are 
connected to the communication device 10a with reference to 
FIG 8. 

007.9 The screen division 800 is screen division of the first 
display device connected to the communication device 10a. 
In the embodiment illustrated in FIG. 8, the display area of the 
display device is divided in four. The screen division 802 is 
screen division of the second display device connected to the 
communication device 10a and is composed of one display 
area. While the screen of the display device is divided into 
four display areas in the present embodiment, the screen may 
be divided into three display areas or five or more display 
areas in another embodiment. 
0080. In the arrangement information table 804, a display 
scheme of images to be displayed on the first display device 
and the second display device and identification information 
of the images to be displayed on the display areas of the 
display devices are registered in a manner associated with 
each other as the arrangement information employed when 
two display devices in an electrified state are connected to the 
communication device 10a. 

0081. In the embodiment illustrated in FIG. 8, if the dis 
play scheme is “VIEW MULTI', the captured image of the 
local point is displayed on the display area 1 of the first 
display device, and the captured image of the remote point is 
displayed on the display area 1 of the second display device. 
I0082 If the display scheme is “SHARED MULTI, the 
captured image of the remote point is displayed on the display 
area 1 of the first display device; and the captured image of the 
local point is displayed on the display area 2 of the first 
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display device. Furthermore, a material image is displayed on 
the display area 1 of the second display device. 
0083. While the arrangement information according to the 
present embodiment is arrangement information employed 
when an image is shared by two points, the present embodi 
ment can be applied to the case where an image is shared by 
three or more points. In this case, if the display scheme 
“VIEW MULTI is specified, the arrangement information 
is changed Such that the captured image of the remote point to 
be focused by the user, that is, the captured image of the point 
at which speech is detected is displayed on the second display 
device. Thus, it is possible to display the captured image of 
the point at which the user is making speech on the second 
display device and to display the captured images of the other 
points on the first display device. 
0084. In the present embodiment, the captured images are 
displayed on the first display device, and an image, such as a 
material image, Supplied from the image Supply device is 
displayed on the second display device. Therefore, it is pos 
sible to increase the visibility of these images. Furthermore, 
because the captured image of the remote position to be 
focused is displayed on the display device formed of one 
display area, it is possible to increase the visibility of the 
image. 
I0085 FIG. 9 is a view of screens of the display devices 
based on the screen division and the arrangement information 
illustrated in FIG. 8 according to the embodiment. A screen 
900 and a screen 906 are the screen of the first display device 
and the screen of the second display device, respectively, 
employed when the display scheme “VIEW MULTI' is 
selected. The captured image of the local point is displayed on 
a display area 902 of the screen 900; and the captured image 
of the remote point is displayed on the screen 906. 
0086 A screen 910 and a screen 916 are the screen of the 

first display device and the screen of the second display 
device, respectively, employed when the display scheme 
“SHARED MULTI is selected. The captured image of the 
remote point is displayed on a display area 912 of the screen 
910; and the captured image of the local point is displayed on 
a display area 914. Furthermore, a material image is dis 
played on the screen 916. 
0087 FIG. 10 is a flowchart of detection processing for a 
display device performed by the communication device 
according to the embodiment after start-up. The detection 
processing for a display device performed after start-up of the 
communication device 10a will now be described with refer 
ence to FIG. 10. 

0088. The processing illustrated in FIG. 10 is started at 
Step S1000. At Step S1001, the display-device detecting unit 
318 determines whether an electrification change event 
issued from the OS of the communication device 10a by 
detecting an electrified state of the display devices 20a to 20h 
and 22a to 22h is received. If no electrification change event 
is received (No), the processing at Step S1001 is repeated. By 
contrast, if an electrification change event is received (Yes), 
the system control goes to Step S1002. 
I0089. At Step S1002, the display-device detecting unit 
318 initializes a variable (ACTIVE) stored in the RAM 203 to 
0. At Step S1003, the display-device detecting unit 318 counts 
the number of display devices in an electrified State among the 
display devices connected to the communication device 10a 
and sets the number to the variable (ACTIVE). At Step S1004, 
the arrangement-information setting unit 314 determines 
whether the value of the variable (ACTIVE) is 0. If the value 
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of the variable (ACTIVE) is 0 (Yes), the system control is 
returned to Step S1003. By contrast, if the value of the vari 
able (ACTIVE) is not 0 (No), the system control goes to Step 
S1005. 

0090. At Step S1005, the arrangement-information setting 
unit 314 determines the value of the variable (ACTIVE). If the 
value of the variable (ACTIVE) is 1, that is, if one display 
device in an electrified State is connected, the system control 
goes to Step S1006. At Step S1006, the arrangement-infor 
mation setting unit 314 sets arrangement information in FIG. 
5 employed when one display device is connected in the 
arrangement information table. The processing is then termi 
nated at Step S1008. 
(0091. By contrast, if the value of the variable (ACTIVE) is 
2, that is, if two display devices in an electrified state are 
connected, the system control goes to Step S1007. At Step 
S1007, the arrangement-information setting unit 314 sets 
arrangement information in FIG. 6 or FIG. 8 employed when 
two display devices are connected in the arrangement infor 
mation table. The processing is then terminated at Step 
S1OO8. 

0092. With the processing described above, the commu 
nication device 10a can detect display devices that come into 
an electrified State by being connected to the communication 
device 10a or turning ON the power of the display devices 
after the communication device 10a starts. As a result, it is 
possible to display an image on these display devices. 
I0093. While the present embodiment has been described, 
the embodiment described above is not intended to limit the 
present invention. Various changes, such as modifications or 
omissions of the components in the present embodiment or 
additions of other components to the components in the 
present embodiment, may be made in a manner conceivable 
by those skilled in the art. Any aspects would fall within the 
Scope and spirit of the inventions as long as they realize the 
advantageous effects of the present invention. 
0094. The computer program realizing the functional units 
described above according to the embodiments may be pro 
vided in a manner recorded in a computer-readable recording 
medium, such as a hard disk drive (HDD) a compact disk 
read-only memory (CD-ROM), a magneto-optical disk 
(MO), a flexible disk (FD), an EEPROM, and an erasable 
programmable ROM (EPROM) and may be distributed over 
a network as a file in an installable format. 

0.095 With the configuration described above, the com 
munication device according to the embodiment can increase 
the visibility of an image displayed on a display device. 
0096. The present invention can be implemented in any 
convenient form, for example using dedicated hardware, or a 
mixture of dedicated hardware and software. The present 
invention may be implemented as computer Software imple 
mented by one or more network processing apparatus. The 
network can comprise any conventional terrestrial or wireless 
communications network, Such as the Internet. The process 
ing apparatus can compromise any Suitably programmed 
apparatuses such as a general purpose computer, personal 
digital assistant, mobile telephone (such as a WAP or 
3G-compliant phone) and so on. Since the present invention 
can be implemented as Software, each and every aspect of the 
present invention thus encompasses computer Software 
implemental on a programmable device. The computer soft 
ware can be provided to the programmable device using any 
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storage medium for storing processor readable code such as a 
floppy disk, hard disk, CD ROM, magnetic tape device or 
Solid state memory device. 
0097. The hardware platform includes any desired kind of 
hardware resources including, for example, a central process 
ing unit (CPU), a random access memory (RAM), and a hard 
disk drive (HDD). The CPU may be implemented by any 
desired kind of any desired number of processor. The RAM 
may be implemented by any desired kind of volatile or non 
volatile memory. The HDD may be implemented by any 
desired kind of non-volatile memory capable of storing a 
large amount of data. The hardware resources may addition 
ally include an input device, an output device, or a network 
device, depending on the type of the apparatus. Alternatively, 
the HDD may be provided outside of the apparatus as long as 
the HDD is accessible. In this example, the CPU, such as a 
cache memory of the CPU, and the RAM may function as a 
physical memory or a primary memory of the apparatus, 
while the HDD may function as a secondary memory of the 
apparatus. 
0098. Although the invention has been described with 
respect to specific embodiments for a complete and clear 
disclosure, the appended claims are not to be thus limited but 
are to be construed as embodying all modifications and alter 
native constructions that may occur to one skilled in the art 
that fairly fall within the basic teaching herein set forth. 
What is claimed is: 
1. A communication device that performs communications 

of an image and audio, the communication device compris 
1ng: 

a storage unit that stores therein arrangement information 
for specifying a display Scheme for the image: 

an arrangement-information setting unit that sets arrange 
ment information in the storage unit; and 

a display control unit that refers to the arrangement infor 
mation and causes a plurality of display devices to dis 
play the image, wherein 

the display control unit 
causes a first display device to display captured images 

of a local point and a remote point and 
causes a second display device to display an image Sup 

plied from animage Supply device of the local point or 
the remote point. 

2. The communication device according to claim 1, further 
comprising a display-device detecting unit that detects such a 
display device that is in an electrified state. 

3. The communication device according to claim 2, 
wherein the display-device detecting unit detects an electri 
fied state of the display device at start-up of or after start-up of 
the communication device. 
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4. A communication system comprising: 
a communication device that performs communications of 

an image and audio; and 
an image Supply device that Supplies an image to the com 

munication device, wherein 
the communication device comprises: 

a storage unit that stores therein arrangement informa 
tion for specifying a display scheme for an image: 

an arrangement-information setting unit that sets 
arrangement information in the storage unit; and 

a display control unit that refers to the arrangement 
information and causes a plurality of display devices 
to display the image, and 

the display control unit 
causes a first display device to display captured images 

of a local point and a remote point and 
causes a second display device to display an image Sup 

plied from the image Supply device of the local point 
or the remote point. 

5. The communication system according to claim 4. 
wherein the communication device further comprises a dis 
play-device detecting unit that detects such a display device 
that is in an electrified state. 

6. The communication system according to claim 5. 
wherein the display-device detecting unit detects an electri 
fied state of the display device at start-up of or after start-up of 
the communication device. 

7. A computer program product comprising a non-transi 
tory computerusable medium having computer readable pro 
gram codes embodied in the medium that, when executed, 
causes a communication device to perform a communication 
method of an image and audio comprising: 

setting arrangement information for specifying a display 
Scheme for an image into a storage unit; and 

referring to the arrangement information, 
causing a first display device to display captured images 

of a local point and a remote point, and 
causing a second display device to display an image 

Supplied from an image Supply device of the local 
point or the remote point. 

8. The computer program product according to claim 7. 
wherein the communication method further causing the 

communication device to perform detecting a display 
device that is in an electrified state. 

9. The computer program according to claim 8. 
wherein the detecting of a display device that is in an 

electrified state is performed at start-up of or after start 
up of the communication device. 
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