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1. Title of Invention

Hearing aid
2. Scope of Claims
(1) A hearing aid comprising a reflector having a parabolic
surface of revolution and a sound generating device positioned
at the focal point of the reflector.
(2) A hearing aid comprising: a first reflector having a
parabolic surface of revolution; a sound generating device
positioned at the focal point of the reflector; and a second
reflector positioned opposite the first reflector with their
peripheries touching, having a parabolic surface of revolution
and an opening in its central part.
(3) The hearing aid according to claim 2, characterized in that
a third reflector having a small-diameter parabolic surface of
revolution that is concave toward the center of the opening of
the second reflector is provided on the lower side of the sound
generating device.
(4) The hearing aid according to claim 2 or 3, characterized in
that a short cylindrical sound-absorbing material is provided

around the opening of the second reflector, extending
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(5) The hearing aid according to any one of claims 2 to 4,
characterized in that a light-emitting element is arranged on the
inner surface of the second reflector.

2. Detailed description of invention

[Industrial application fields]

The present invention relates to a hearing aid device, and
more particularly, to a hearing aid that does not use earphones.
[Prior Art]

Conventional hearing aids are equipped with earphones, and
they adopt a usage pattern in which the earphones are inserted
into the ear canal.

[Problems to be Solved by the Invention]

Even though it's known that such hearing aids can be helpful,
a significant number of people with mild to moderate hearing
loss don't wear them due to the discomfort of inserting
earphones into their ear canals, and they experience
inconvenience as a result.

[Means for Solving the Problem]

In order to solve the above-mentioned problems, the present
invention employs a structure comprising a first reflector
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having a parabolic surface of revolution, a sound generating
device positioned at the focal point of the first reflector, and a
second reflector positioned opposite the peripheral edge of the
first reflector with its final edge touching it, and having an
opening in its central part.

[Operation]

When the above-described structure is adopted, the sound
generated from the sound generator is reflected by the first
reflector as parallel sound waves toward the second reflector.
Most of these sound waves are emitted from the opening of the
second reflector towards the user.

Meanwhile, sound waves from the first reflector that are
reflected towards the parts of the second reflector other than
the opening are reflected again from the parts of the second
reflector other than the opening and directed back towards the
first reflector.

This process is repeated, and the sound from the sound
generator is focused and radiated towards the user facing the
opening of the second reflector, allowing the sound to be

amplified and transmitted to the limited space around the user.

The focal point of this second reflector 3 is located at the
position of the sound generating device 2. Furthermore, an
opening 4 of a predetermined diameter is formed in the central
part of this second reflector 3.

In this embodiment, as configured above, the sound
generated from the sound generating device 2 is reflected by
the first reflector 1, becoming a parallel sound wave, and is
emitted to the outside through the opening 4 of the second
reflector 3. Because these sound waves are focused into a
sound beam, they reach the user positioned opposite the
opening 4 locally, and then amplify the sound in the
surrounding area, thus fulfilling the function of a hearing aid.

Furthermore, sound waves that do not pass through the
opening 4 but reach the second reflector 3 are reflected again,
sent back to the first reflector, reflected once more, and sent
out to the outside through the opening 4.

The same operation is repeated, and the sound from the
sound generating device 2 is emitted from the opening 4
towards the user, delivering amplified sound only to the area
around the user. Therefore, for people with hearing loss, it
becomes a hearing aid that doesn't require earphones.

Furthermore, in noisy places such as cafes, restaurants, or

bars, the device can selectively adjust the volume, increasing

[Embodiment]

The details of the present invention will be described below
based on several embodiments shown in the drawings.

In the following embodiments, the same reference numerals
are used for identical or corresponding parts, and their
descriptions are omitted.

[Embodiment 1]

FIG. 1 illustrates the first embodiment of the present
invention, in which reference numeral 1 indicates the first
reflector, which is formed in a dish shape having a parabolic
surface of revolution.

A sound generating device (speaker) 2 is positioned at the
focal point of this first reflector 1. This sound generating device
2 is fixedly positioned by support members such as pillars (not
shown).

On the other hand, the element indicated by reference
numeral 3 is the second reflector, which, although having a
different curvature, has a parabolic surface of revolution
similar to the first reflector 1, and its periphery is fixed in
contact with the periphery of the first reflector.

the sound only in the specific area where it is placed and
decreasing the sound in other areas, thus avoiding disturbing
other customers.
[Embodiment 2]

FIG. 2 illustrates the second embodiment of the present
invention, in which a third reflector 5 is provided below the
sound generating device 2. This third reflector 5, although
small in diameter, is also formed as a parabolic surface of
revolution, and its center coincides with the center of the
opening 4. Furthermore, its diameter is approximately the same
as the diameter of opening 4.

With this structure, some of the sound waves reflected from
the second reflector 3, or from other parts, enter the third
reflector 5, where they are reflected to become parallel sound
waves, which are then emitted from the opening 4 towards the
user.

By adopting the structure of this embodiment, sound
bundles can be formed even more efficiently.

[Embodiment 3]

FIG. 3 illustrates the third embodiment of the present
invention, in which a short cylindrical sound-absorbing
material 6 is provided on the periphery of the opening 4,
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extending downwards.

By providing such sound-absorbing material 6, sound waves
that are scattered and not traveling in a straight line are
absorbed from the opening 4, and only sound waves traveling
in a straight line are emitted from the opening 4, thereby
concentrating the sound waves that have been amplified to a
specific range.

[Embodiment 4]

FIG. 4 illustrates the fourth embodiment of the present
invention, in which a light source 7 is provided on the inner
surface of the second reflector 3.

The light rays emitted from the light source 7 are made into
parallel rays by the first reflector 1 and are repeatedly reflected
between the first and second reflectors before being emitted to
the outside from the opening 4 along with sound waves.

By adopting this structure, the direction of sound waves and
the direction of light rays coincide, and so the direction of
sound waves can be determined by looking at the direction of
the light rays, and the direction of sound amplification can be
seen at a glance.

[Embodiment 5]

4.  Brief description of drawings

FIGS. 1 to 5 are longitudinal cross-sectional side views
illustrating the first to fifth embodiments of the present
invention.

1...First reflector, 2...Sound generating device, 3...Second
reflector, 4...0pening, 5...Third reflector, 6...Sound absorbing

material, 7...Light emitting element, §...Reflector.

FIG. 5 illustrates the fifth embodiment of the present
invention, employing the simplest form.

That is, in FIG. 5, the element indicated by reference numeral
8 is a reflector having a parabolic surface of revolution, and the
sound generating device 2 is positioned at its focal point.

Even with such a simple form, it is possible to focus and emit
sound waves.

According to the inventor's measurements, at a position 1 m
axially from the sound generating device 2 and 60 cm
perpendicular to the axis, the volume decreased by 30 decibels.

Even in this simplest form, it is possible to focus and emit
sound waves to a specific, limited location.

[Effect]

As is clear from the above explanation, the present invention
employs a structure that utilizes the principle of an acoustic
lens using a parabolic surface of revolution to radiate sound
waves in a specific direction. Therefore, if the user is
positioned in the direction of sound wave radiation, amplified
sound can be sent to a specific space around the user, and it can

be used as a hearing aid that does not require earphones.
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