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(57) ABSTRACT 

Embodiments of the invention include a multiple subscrip­
tion subscriber identity module (SIM) card. The SIM card 
includes a plurality of sets of subscription parameters from 
which to select and activate a single set of parameters. The 
sets of subscription parameters each contain various infor­
mation, e.g., information such as an Integrated Circuit Card 
Identifier (ICCID) and an International Mobile Subscriber 
Identity (IMSI), and are based on various criteria, e.g., 
different service regions of use for the electronic device on 
which the SIM card is installed. A set of subscription 
parameters is selected for a particular region of use either 
manually or automatically. The SIM card, which can include 
a software interface that provides a list of available sets of 
subscription parameters, is activated by updating the 
selected set of subscription parameters. Alternatively, a 
default set of subscription parameters is selected unless a 
different set of subscription parameters is selected manually 
from among the plurality of sets of subscription parameters. 
According to alternative embodiments of the invention, the 
selected set of subscription parameters can be deactivated 
and a different set of subscription parameters can be selected 
and updated to in the SIM card. 
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MULTIPLE SUBSCRIPTION SUBSCRIBER 
IDENTITY MODULE (SIM) CARD 

BACKGROUND OF THE INVENTION 

[0001] 1. Field of Invention 

[0002] The invention relates to subscriber identity module 
(SIM) cards for portable electronic devices such as mobile 
and wireless telephones. More particularly, the invention 
relates to multiple subscription SIM cards in such portable 
devices. 

[0003] 2. Description of Related Art 

[0004] Smart cards conventionally are used in many types 
of portable electronic devices, especially communication 
devices, for storing data, enabling access to a particular 
network or account, or configuring such devices to perform 
different functions. Such cards typically are made of plastic 
and have an electronic chip module mounted or embedded 
therein. The electronic chip module typically is a semicon­
ductor chip including an integrated circuit with a micropro­
cessor and memory, if appropriate, and contact or connec­
tion points for electrically connecting the terminals of the 
integrated circuit to the contact interface of the electronic 
device in which the card is inserted. 

[0005] For example, many mobile or wireless telephones 
use cards with a subscriber identity module (SIM) to enable 
a user to access the wireless telephone network in a par­
ticular market or region of the country. The SIM typically is 
equipped with an electrically erasable programmable read­
only memory (EEPROM) that has stored therein various 
information needed to operate and properly configure the 
SIM, and to identify the mobile phone user. Such informa­
tion, which typically is thought of or referred to as a set of 
subscription parameters, includes the identity of the user 
and/or user account, and the network in which the user 
account is activated. For example, the set of subscription 
parameters stored in the SIM may include the user's mobile 
telephone number, an Integrated Circuit Card Identifier 
(ICCID), and an International Mobile Subscriber Identity 
(IMSI). 

[0006] Some wireless telephone service providers have a 
different type of SIM card, for different service regions or 
markets throughout the country, e.g., when two or more 
regional service providers consolidate their operations. In 
such cases, it usually is not possible to simply consolidate 
the SIM supply because subscription information resident on 
the SIM is tied to the original region. Having different types 
or stock keeping units (SKUs) of SIMs often creates diffi­
culties for the service provider and retailers. For example, 
mobile phone retailers have to maintain the multiple SIM 
SKUs if they are selling to mobile telephone customers in 
different service markets or regions. 

[0007] Accordingly, it would be desirable to have avail­
able a single type of SIM card suitable for use in different 
service markets or regions without having to redesign exist­
ing network and IT systems. 

SUMMARY OF THE INVENTION 

[0008] The invention is embodied in a multiple subscrip­
tion subscriber identity module (SIM) card and a method for 
activating a specific set of subscription parameters on a 
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multiple subscription SIM card. The SIM card includes a 
plurality of sets of subscription parameters from which to 
select and activate a single set of subscription parameters. 
The sets of subscription parameters are based on various 
criteria, e.g., different service regions of use for the elec­
tronic device into which the SIM card is installed. According 
to embodiments of the invention, the retailer, the user or 
even the service provider can select the appropriate set of 
subscription parameters for the user's particular region of 
use by various means, e.g., via a software interface that 
displays the available sets of subscription parameters, e.g., 
by providing a list of the available sets of subscription 
parameters that are electronically stored on the SIM. The 
different sets of subscription parameters each contain vari­
ous information, e.g., information such as an Integrated 
Circuit Card Identifier (ICCID) and an International Mobile 
Subscriber Identity (IMSI). Activating the SIM card 
includes updating the SIM with the selected set of subscrip­
tion parameters. According to alternative embodiments of 
the invention, a default set of subscription parameters is 
selected unless a different set of subscription parameters is 
selected manually from among the plurality of sets of 
subscription parameters. In these alternative embodiments, a 
set of subscription parameters is selected automatically by 
the SIM, depending on various criteria, e.g., which commu­
nications network or network region onto which the SIM 
card first registers. The method for activating a set of 
subscription parameters includes providing a SIM card that 
has stored thereon a plurality of sets of subscription param­
eters, accessing, e.g., via a software interface, the plurality 
of sets of subscription parameters, selecting a desired set of 
subscription parameters, and updating the SIM card with the 
selected set of subscription parameters. According to alter­
native embodiments of the invention, the selected set of 
subscription parameters can be deactivated and a different 
set of subscription parameters can be selected and updated 
in the SIM card. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0009] FIG. 1 is a simplified schematic diagram of a 
subscriber identity module (SIM) card according to an 
embodiment of the invention; and 

[0010] FIG. 2 is a simplified block diagram of a method 
for activating a set of subscription parameters on a multiple 
subscription SIM card according to embodiments of the 
invention. 

DETAILED DESCRIPTION OF EXEMPLARY 
EMBODIMENTS 

[0011] In the following description like reference numer­
als indicate like components to enhance the understanding of 
the invention through the description of the drawings. Also, 
although specific features, configurations and arrangements 
are discussed hereinbelow, it should be understood that such 
is done for illustrative purposes only. A person skilled in the 
relevant art will recognize that other steps, configurations 
and arrangements are useful without departing from the 
spirit and scope of the invention. 

[0012] Referring now to FIG. 1, shown is a simplified 
schematic diagram of a subscriber identity module (SIM) 
card 10 according to an embodiment of the invention. The 
SIM card 10 typically fits into a slot or other appropriate 
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location in an electronic device, such as a mobile or wireless 
telephone (not shown). The SIM card 10 typically has 
appropriate contacts that allow the SIM card 10 to interface 
or electrically connect with the contact interface of the 
electronic device. Also, the SIM card 10 typically has 
appropriate software components stored therein to interface 
with various software components of the electronic device. 

[0013] The SIM card 10 typically is made of plastic or 
other suitable material and has mounted or otherwise 
coupled thereon or embedded therein a subscriber identity 
module (SIM) 15. Typically, the SIM 15 includes a semi­
conductor chip that has an integrated circuit with memory, 
including, e.g., an electrically erasable programmable read­
only memory (EEPROM). The SIM 15 contains electroni­
cally-stored information such as configuration information 
necessary to allow an electronic device such as a mobile 
telephone to access particular communication networks and 
perform other functions. Such configuration information 
includes configuration files, e.g., conventional GSM files 
and other communication network configuration files. 

[0014] The SIM 15 also has electronically-stored infor­
mation such as identification information for the electronic 
device, the user of the electronic device and/or the account 
or accounts of the user of the electronic device. For example, 
in mobile telephones, the SIM 15 contains user identification 
information such as the mobile telephone number of the 
user, an SIM card serial number, i.e., an Integrated Circuit 
Card Identifier (ICCID), and an International Mobile Sub­
scriber Identity (IMSI). Such information is stored in stan­
dard GSM files on the SIM 15. Also, the SIM 15 contains 
other data such as Pin codes, security keys, application files, 
user setting files, and account feature setting files. 

[0015] The information contained in a SIM constitutes a 
unique set of subscription parameters that identifies the user, 
the user device and/or the market or region in which the 
device is used. Conventionally, some mobile or wireless 
phone service providers have different types of SIMs, i.e., 
different SIM stock keeping units (SKUs), based on the 
potential or available markets or regions in which the mobile 
phone can be activated. That is, some service providers have 
different SIM sets of subscription parameters for the differ­
ent service regions or markets. Thus, some service providers 
often must keep an inventory of different SIM SKUs or be 
able to supply different SIM SKUs for different market 
regions. 

[0016] However, in general, service providers and retailers 
who sell to users desire one type of SIM card that can be 
activated in any region or market in the country. Otherwise, 
the retailer must purchase and stock different SIM SKUs for 
different regions in which they sell to users. The mainte­
nance of different SIM SKUs for different markets or regions 
is inefficient and thus disadvantageous for retailers and 
customers, as well as for the wireless service providers and 
other providers of SIM cards. 

[0017] According to embodiments of the invention, the 
SIM card 10 includes a single SIM SKU having stored 
thereon multiple sets of subscription parameters. The mul­
tiple sets of subscription parameters are stored on the SIM 
15 in an appropriate manner, e.g., using non-standard appli­
cation files. The multiple sets of subscription parameters 
provide flexibility for a user, retailer, service provider or 
other party to select which set of subscription parameters to 
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use when activating the electronic device in which the SIM 
card 10 is used. For example, according to embodiments of 
the invention, the SIM 15 contains different sets of subscrip­
tion parameters for various markets or regions in which a 
service provider provides service. In this manner, the user, 
retailer, service provider or other party can select which set 
of subscription parameters to use from among the plurality 
of sets of subscription parameters stored on the SIM 15. 

[0018] Thus, from a service provider perspective, the 
service provider or other party that supplies SIMs and/or 
SIM cards need only provide a single type of SIM (i.e., a 
single SIM SKU) to retailers, regardless of, e.g., the number 
of markets or regions in which the SIM will be used. 
Similarly, from a retail and user perspective, retailers need 
only stock one SIM SKU for all available markets or 
regions. The multiple subscription SIM allows the mobile 
phone or other electronic device to be adaptable to different 
criteria, e.g., different markets or regions, by allowing a 
particular set of subscription parameters to be activated on 
the SIM 15, depending on the market or region in which the 
SIM 15 is to be used. 

[0019] As shown generally in FIG. 1, according to 
embodiments of the invention, the SIM 15 has stored 
thereon a plurality of sets of subscription parameters, with 
each set of subscription parameters including identification 
and configuration information for a different type of opera­
tion. For example, the multiple sets of subscription param­
eters can be based on different operating markets or regions, 
as discussed hereinabove. However, according to embodi­
ments of the invention, the content of the multiple sets of 
subscription parameters can be based on any distinct type of 
operation or other criteria. That is, the multiple sets of 
subscription parameters may represent various criteria, e.g., 
different types of users, different types of user accounts, 
different types of electronic device features or functions, 
different network operating regions, or different types of 
operating networks. 

[0020] For example, the SIM 15 includes a first set of 
subscription parameters (shown generally as 22), which 
includes user information, e.g., an IMSI (IMSI #1), an 
ICCID (ICCID #1), and any other necessary parameters 
needed for operating the SIM 15 in, e.g., a first market or 
region. The SIM 15 also includes a second set of subscrip­
tion parameters (shown generally as 24), which also 
includes user information, e.g., an IMSI (IMSI #2), an 
ICCID (ICCID #2), and other necessary parameters needed 
for operating the SIM 15 in a second region. The SIM 15 
also includes additional sets of subscription parameters 
(shown generally as 26), which contain corresponding infor­
mation as the first and second sets of subscription param­
eters, but are particular to the different region of use. 
According to embodiments of the invention, the number of 
sets of subscription parameters included in the SIM 15 
depends on various criteria, e.g., the number of potential 
regions in which the SIM 15 can be activated. 

[0021] According to embodiments of the invention, the 
particular set of subscription parameters selected for use in 
the SIM 15 is chosen manually prior to activation of the SIM 
15 by various means, e.g., via a software interface, which 
will be discussed in greater detail hereinbelow. Alterna­
tively, the chosen set of subscription parameters is selected 
automatically based on certain criteria, e.g., the network 
region onto which the SIM 15 first registers. 



US 2005/0164737 Al 

[0022] According to an embodiment of the invention, one 
of the plurality of sets of subscription parameters is estab­
lished as a default set of subscription parameters. In such 
embodiment, the default set of subscription parameters is 
selected automatically as the set of subscription parameters 
to be used by the SIM 15. As will be discussed in greater 
detail hereinbelow, the automatic selection of the default set 
of subscription parameters is made at certain times, e.g., 
upon activation of the SIM 15 or, alternatively, upon the 
occurrence of some other event (e.g., the initial or subse­
quent power-up or registration of the SIM 15). In this 
manner, the default set of subscription parameters will be 
selected unless the retailer or user selects a different set of 
subscription parameters that is not the default set of sub­
scription parameters. 

[0023] The SIM 15 also includes other information, e.g., 
conventional operation and configuration information and 
files, that is not dependent on which set of subscription 
parameters is selected, i.e., not dependent on the particular 
region of use of the SIM 15. Such information (shown as 28) 
includes, e.g., security data including authentication data, 
PIN codes, personal unblocking key (PUK) codes, over-the­
air (OTA) security keys, and other application files and user 
setting information. 

[0024] As discussed hereinabove, according to embodi­
ments of the invention, the set of subscription parameters to 
be selected depends on criteria such as the region or market 
in which the SIM 15 is to be activated. Referring now to 
FIG. 2, shown is a simplified block diagram of a method 30 
for activating a set of subscription parameters from a plu­
rality of sets of subscription parameters on a SIM card 
according to embodiments of the invention. 

[0025] The first step 32 of the method 30 is to provide a 
SIM 15 with multiple sets of subscription parameters stored 
thereon. As discussed hereinabove, according to embodi­
ments of the invention, the SIM 15 includes multiple sets of 
subscription parameters, with each different set of subscrip­
tion parameters based on various criteria, e.g., the potential 
market or region in which the SIM 15 is to be used. 

[0026] The next step 34 is to access the multiple sets of 
subscription parameters available on the SIM 15. The mul­
tiple sets of subscription parameters are stored on the SIM 
15, in application files, i.e., electronically stored in a 
memory portion of the SIM 15. 

[0027] Access to the multiple sets of subscription param­
eters is achieved via any suitable manner. According to an 
embodiment of the invention, the multiple sets of subscrip­
tion parameters are accessed via a software interface loaded 
onto the SIM 15 (shown as step 36). For example, the 
software interface interacts with a terminal and displays or 
otherwise provides a list of sets of subscription parameters 
available on the SIM 15 (shown as step 38) from which to 
chose a desired set of subscription parameters. Alternatively, 
the software interface causes the terminal to display a 
menu-based program that allows a user to select the desired 
set of subscription parameters. 

[0028] Once the user accesses the sets of subscription 
parameters available on the SIM 15, the next step 42 is for 
the user to select the desired set of subscription parameters 
to be used in the SIM 15. Depending on the how the 
available sets of subscription parameters are accessed, the 
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desired set of subscription parameters is selected, e.g., from 
a list of available choices, from a menu-based arrangement, 
or in some other suitable manner. Once the desired set of 
subscription parameters are selected, they are saved and 
stored for use by the SIM 15. 

[0029] For example, according to embodiments of the 
invention, the desired set of subscription parameters is 
selected manually (shown as step 43) or automatically 
(shown as step 44). With the manual selection step 43, the 
retailer or end user accesses the available sets of subscrip­
tion parameters and manually (e.g., via the terminal) selects 
which set of subscription parameters to be used in the SIM 
15. Alternatively, with the automatic selection step 44, a set 
of subscription parameters is selected by the SIM 15 auto­
matically based on certain criteria, e.g., onto which network 
the terminal first registers. In this manner, neither the retailer 
nor the end user has to select the set of subscription 
parameters to be used. 

[0030] In one embodiment, the automatic selection step 44 
can allow a user to have a different set of subscription 
parameters for various regions or markets in which the user 
operates. In this embodiment, the device, upon first power­
up, reads the network identification and automatically 
selects a set of subscription parameters based on the network 
ID. Upon power-up in a different network location, the 
device may or may not automatically select a different set of 
subscription parameters based on that network ID depending 
upon the preference of the network operator. 

[0031] Also, as discussed briefly hereinabove, according 
to yet another embodiment of the invention, a default set of 
subscription parameters is selected (shown as step 45). For 
example, a default set of subscription parameters is estab­
lished based on certain criteria, e.g., based on the likely 
market or region in which the SIM 15 is to be used. With this 
selection step 45, the default set of subscription parameters 
is selected automatically at a desired time, e.g., upon initial 
or subsequent power-up or registration of the SIM 15. 
According to embodiments of the invention, the default set 
of subscription parameters can be supplanted by a different 
set of subscription parameters if desired by the user. 

[0032] Once the desired set of subscription parameters is 
selected, the next step 46 is to update the SIM 15 with the 
chosen set of subscription parameters and activate the SIM 
15 using the selected set of subscription parameters. In this 
manner, the desired set of subscription parameters, in effect, 
becomes the default set of subscription parameters for the 
SIM 15. The SIM 15 is updated with the selected set of 
subscription parameters, e.g., in a conventional manner. 
That is, the selected set of subscription parameters is saved 
in a portion of the SIM memory that is accessed by the 
terminal when the SIM 15 is initially or subsequently 
powered up. Once the selected set of subscription param­
eters is accessed by the SIM 15, the SIM 15 is activated 
using the selected set of subscription parameters and is ready 
for operation. In this manner, the selected set of subscription 
parameters are copied from the application files to the 
corresponding standard GSM files, from where they can be 
accessed by the terminal. 

[0033] According to embodiments of the invention, the 
selection of a desired set of subscription parameters may or 
may not be permanent. That is, as desired, one selected set 
of subscription parameters can be deactivated and a different 
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set of subscription parameters can be selected and activated. 
According to embodiments of the invention, a set of sub­
scription parameters can be activated, deactivated and reac­
tivated as many times as desired. In general, the ability to 
activate and deactivate different sets of subscription param­
eters provides the user with the flexibility to use the same 
SIM 15 in different regions or markets. 

[0034] For example, the SIM 15 may be distributed with 
no default set of subscription parameters, and instructions to 
activate the selection of a set of subscription parameters may 
be based on the retailer or user entering a specific value for 
the voicemail number or the mobile subscriber ISDN 
(MSISDN) through the terminal interface. Once the desired 
set of subscription parameters is selected and the SIM 15 is 
activated with the selected set of subscription parameters, 
the SIM 15 may be instructed to deactivate the application 
for selecting the set of subscription parameters. 

[0035] Alternatively, the SIM 15 can be programmed to 
ask automatically upon SIM power-up or registration for the 
desired set of subscription parameters. This option can occur 
each time the SIM is powered up for operation or, alterna­
tively, this option can be programmed to automatically turn 
off once an initial set of subscription parameters is selected. 
Also, alternatively, it is possible to reinstate this option by 
manually selecting that the SIM ask for the desired set of 
subscription parameters automatically or manually, whether 
or not an initial desired set of subscription parameters has 
been selected. 

[0036] The SIM according to embodiments of the inven­
tion provides advantageous flexibility to service providers 
who currently may be supplying retailers with different SIM 
SKUs that each have a single subscription parameter set. 
Embodiments of the invention allow such a service provider 
to supplement their current inventory of single set SIMs with 
SIMs according to embodiments of the invention. Also, 
embodiments of the invention allow the service provider to 
gradually migrate over to multiple subscription SIMs 
according to embodiments of the invention without discard­
ing existing inventory. 

[0037] It will be apparent to those skilled in the art that 
many changes and substitutions can be made to the embodi­
ments of the invention herein described without departing 
from the spirit and scope of the invention as defined by the 
appended claims and their full scope of equivalents. For 
example, the invention could be applied to electrical com­
munication distribution systems. 

1. A multiple subscription subscriber identity module 
(SIM) card for use with portable devices, said card com­
prising: 

a subscription identity module (SIM) coupled to said card, 
said SIM including a plurality of sets of subscription 
parameters, 

wherein a single set of subscription parameters is selected 
from among the plurality of sets of subscription param­
eters and wherein the selected set of subscription 
parameters is activated. 

2. A multiple subscription SIM card as recited in claim 1, 
wherein at least one set of subscription parameters corre­
sponds to one of a plurality of different operating markets of 
use for the SIM card. 

4 
Jul. 28, 2005 

3. A multiple subscription SIM card as recited in claim 1, 
wherein the SIM has a default set of subscription parameters 
from among the plurality of sets of subscription parameters, 
wherein the default set of subscription parameters is selected 
unless a set of subscription parameters different from the 
default set of subscription parameters is selected. 

4. A multiple subscription SIM card as recited in claim 1, 
wherein the SIM further comprises a software interface for 
selecting which one of the plurality of sets of subscription 
parameters to activate. 

5. A multiple subscription SIM card as recited in claim 4, 
wherein the software interface is activated upon powering 
up the SIM card, unless one set of the plurality of subscrip­
tion parameters has been selected/activated. 

6. A multiple subscription SIM card as recited in claim 4, 
wherein the software interface further comprises a menu­
based software interface. 

7. A multiple subscription SIM card as recited in claim 6, 
wherein, during activation of the card, the set of subscription 
parameters is automatically selected based on the market in 
which the SIM card is activated. 

8. A multiple subscription SIM card as recited in claim 1, 
wherein at least one set of the plurality of sets of subscrip­
tion parameters includes an Integrated Circuit Card Identi­
fier (ICCID). 

9. A multiple subscription SIM card as recited in claim 1, 
wherein at least one set of the plurality of sets of subscrip­
tion parameters includes an International Mobile Subscriber 
Identity (IMSI). 

10. A method for activating a set of subscription param­
eters on a subscriber identity module (SIM) card, compris­
ing the steps of: 

providing a subscriber identity module (SIM) card having 
a subscription identity module (SIM) coupled to said 
card, said SIM including a plurality of sets of subscrip­
tion parameters; 

accessing at least one of the plurality of sets of subscrip­
tion parameters in the SIM; and 

selecting at least one set of subscription parameters. 
11. A method as recited in claim 10, further comprising 

the step of updating the SIM module with the selected set of 
subscription parameters. 

12. A method as recited in claim 10, wherein at least one 
set of subscription parameters corresponds to one of a 
plurality of different operating markets of use for the SIM 
card, and wherein the selecting step further comprises acti­
vating the set of subscription parameters based on the 
operating market of use for the SIM card. 

13. A method as recited in claim 10, wherein the SIM has 
a default set of subscription parameters from among the 
plurality of sets of subscription parameters, and wherein the 
selecting step further comprises activating the default set of 
subscription parameters unless a set of subscription param­
eters different from the default set of subscription param­
eters is selected. 

14. A method as recited in claim 10, wherein the SIM 
includes a software interface, and wherein the accessing step 
further comprises instructing the software interface provid­
ing a list of the available sets of subscription parameters. 
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15. A method as recited in claim 14, wherein the selecting 
step further comprises instructing the software interface to 
select one set of subscription parameters from among the 
plurality of subscription parameters and instructing the 
software interface to update the SIM module with the 
selected set of subscription parameters. 

16. A method as recited in claim 14, wherein, upon 
powering up the SIM card, the software interface provides 
a list of available sets of subscription parameters unless a set 
of subscription parameters already has been activated. 

17. A method as recited in claim 10, wherein the plurality 
of sets of subscription parameters are based on the markets 
of use of the SIM card, and wherein the selecting step further 
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comprises automatically activating the set of subscription 
parameters based on the market in which the SIM card is to 
be used primarily. 

18. A method as recited in claim 10, wherein the selecting 
step further comprises the steps of: 

deactivating the selected set of subscription parameters, 

selecting a different set of subscription parameters, and 

updating the SIM module with the newly selected set of 
subscription parameters. 

* * * * * 
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