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(57) ABSTRACT

Techniques are described for analyzing data regarding activ-
ity in an IT environment to determine information regarding
the entities associated with the activity and using the infor-
mation to detect anomalous activity that may be indicative
of malicious activity. In an embodiment, a plurality of events
reflecting activity by a plurality of entities in an 1T envi-
ronment are processed to resolve the identities of the enti-
ties, discover how the entities fit within a topology of the IT
environment, and determine what the entities are. This
information is then used to generate a entity relationship
graph that includes nodes representing the entities in the IT
environment and edges connecting the nodes representing
interaction relationships between the entities. In some
embodiments, baselines are established by monitoring the
activity between entities. This baseline information can be
represented in the entity relationship graph in the form of
directionality applied to the edges. The entity relationship
graph can then be monitored to detect anomalous activity.

30 Claims, 28 Drawing Sheets

- 1800

<
P

1502&3 ACCESS EVENTS I

! ¥
1304+ RESOLVE ENTITY IDENTITIES l

¥
DISCOVER TOPOLOGY l

1305+

¥

1803/‘: PROFILE ENTITY SEHAVIOUR l

oo | GENERATE ENTITY RELATIONSHIP
18104 GRAFH

1e1ad O RELATIONSHIS I

1811&": IDENTIFY ANCMALIES I

Netskope Ex-1007

Netskope v. Fortinet IPR2026-00472

Page 00001



US 10,237,294 B1

Sheet 1 of 28

Mar. 19, 2019

U.S. Patent

1 Ol

0T WEISAS AY3NO L.

ONY IXMVINIVIVQ

iz

N

P11 SNOLLYOddY
1S0OH

Uil SATIAZA LSOH

004

-

SHMAMOMIZN M

<7

.

[i4%

—} WILSAS ALIHNGES

AGOMLEN

L1 ANINGANGD

A
DNEHGLINORN

LE SNOLLYDMddY
N3O

20T S3TIAIT INSD

Netskope Ex-1007

Netskope v. Fortinet IPR2026-00472

Page 00002



U.S. Patent

Mar. 19, 2019

Sheet 2 of 28

US 10,237,294 B1

SEARCH

HEAD

218

FIG. 2

DATA DATA DATA
SOURCE SOURCE SCURCE
202 202 202
DATA INTAKE
AND QUERY FORWARDER FORWARDER
SYSTEM 108
INDEXER | INDEXER __JINDEXER

Netskope Ex-1007

Netskope v. Fortinet IPR2026-00472

Page 00003



U.S. Patent

Mar. 19, 2019

Sheet 3 of 28

302~

RECEIVE DATA

¥

ANNOTATE DATA WITH METADATA

304 FIELDS
¥
306 PARSE DATA INTO EVENTS
¥
s0s.|  DETERMINE TIMESTAMPS FOR
EVENTS
¥
310.| ASSOCIATE TIMESTAMPS AND OTHER

METADATA FIELDS WITH EVENTS

¥

312+

TRANSFORM EVENTS

¥

314~

IDENTIFY KEYWORDS IN EVENTS

¥

316+

UPDATE KEYWORD INDEX

¥

318~

STORE EVENTS IN DATA STORE

FIG. 3

US 10,237,294 B1

Netskope Ex-1007

Netskope v. Fortinet IPR2026-00472

Page 00004



U.S. Patent

Mar. 19, 2019 Sheet 4 of 28

402~

SEARCH HEAD RECEIVES QUERY
FROM CLIENT

¥

404

SEARCH DETERMINES WHAT
PORTIONS OF THE QUERY CAN BE
DISTRIBUTED TO INDEXERS

¥

408~

SEARCH HEAD DISTRIBUTES
PORTIONS OF QUERY TO INDEXERS

¥

408~

INDEXERS SEARCH DATA STORE
FOR QUERY-RESPOMSIVE EVENTS

¥

410~

SEARCH HEAD COMBINES ANY
PARTIAL RESULTS OR EVENTS TOQ
PRODUCE FINAL RESULT

FIG. 4

US 10,237,294 B1

Netskope Ex-1007

Netskope v. Fortinet IPR2026-00472

Page 00005



US 10,237,294 B1

Sheet 5 of 28

Mar. 19, 2019

U.S. Patent

:smojo} uondeoxa{Zagpee 1 pall

G Ol

VUOGOZIZOLETIOL YL LA AUM iPaE) sapic A, Apog

T TUOROBULND \\\\

004 81BQI0 J0U BINGYD WORUROXIPEA(IFIN0SS
oRdeOX Y DS PRAUONOBUUGT Y

2001001001 'S04861495VvE21 8

286

B80S (i BUOINT )
\\

V/
Y

4
/

\
Nw%.;epmgvﬁcwmwm

USSR\, oy
haw BUIOIENG )

1196¢5 2 Liabessaus poddns

7O0dRIN0SAL LOLILICO 1BoIgeM
Srsuspa oaploBoigem
8L26 :\\@0.&2«000@.@5 066 2L L0 €210

4/

506

HO
*

3
P08

e
C,UJ
N\ &2
&m
& ]
RSB

7

I i
Z/z’.’sz’.' 70,

i

FAG]
FHYMITAGIN

r//W/

LOS
dd¥ H30HC

Netskope Ex-1007

Netskope v. Fortinet IPR2026-00472

Page 00006



US 10,237,294 B1

Sheet 6 of 28

Mar. 19, 2019

U.S. Patent

V9 Ol

SbICODM PAUIUGO 888008 = adA1etinos  DO{'SSe00R/ L AWM IIZ BISRIBLUCTN] = @3IN0S L AMMM = 1S0Y

YE1 LG 9CGHREG O #3006 iwc,::cu ?2 mO .wx

Wi 00066008
pi/82it § <

SOOIM PBUIISIOD 859008 = 53A1B0IN0S  DBOI'SSSODE/L MMM AT RIBDIBLOIN = BN0S  LAWM = 1804

siddy (572701 X S0 o8 191

sy T, 2622 002 LY dLiH 10LE533QV0L 44818805 =UINOISSISORE60D 40<.7m mfonoo._

~

g5 11 SF=RILBUPHEDNPRR=UOR0E, 0D LEY 1 38, (65102100 FL0ERdY8ZE - - L1 Y91 98T T
Do

SIGOOM PEUGWODSSE008 = SAEDMN0S | BOpESEO0R/ZMAVAY IZ IBDIENOIN = SDN0S | ZMMM = {S0Y

09 AU
g fepissaEp #
pg oy ep @
+00} dijueie v
8 piluobaiea »

00} SO #
G ouonoeeE o
SeL.; BUNSsIBIE

4 adfjeomas v

g-aomnos o
awe o5 D.....x\u&mm ow ¢ Isoy
eprold parosies
Wl 000917229 I
&Swwawngzowwmmmﬁé.‘#m BT 39, Mmrmm.ﬁ.:o%. iwwf - Emﬁ mowrw viiBey | < 09 Feqapig spial
Q0% 1817 sueAg weng _ vt | 1 sofer iy Spi3 Sp >
dwen 7 6 0§ 4% 5 v £ 24t ey ~ofedded 0z U0 ~ 150

s R R s

h
144

wsnio sed inoy

.sg aufewi 0BeSeCl X UORIBIDE UF MUY 4

W WIOOZ ~ BUIBILY YRULO S

_—IOYIBIES Ao YoIees ——SUCHNG UOROR 4Ieeg L——

hY

R

\

SUNSNBIS / {519°9¢) Sueaz

>m8§.wtmsw 3 m S F ¢ ® oM ~u0p _ P00 SAR L SHNSEM UDIEBS — 7 (d 600201642 ¥ /08 i0jec) SIaND G195
ko) P 210 Joig oBuB)y Buly 700 J8g youreg mwﬁcmmunu.&zsa)_
RO ANIS oI S8 BARS yddeeg MmaN o
Bugodey § ynesg SPIBOQUSE] SMOY  SHOUSH  I10A | UDiess

009 uBRIng gu_mww\\

Netskope Ex-1007

Netskope v. Fortinet IPR2026-00472

Page 00007



US 10,237,294 B1

Sheet 7 of 28

Mar. 19, 2019

U.S. Patent

49 Ol

P DOO'SYZEL 16T Si6'TE ~ SAMMM
Nt Q00 LYZ8L ¥L6TY 86428 o A
Wd 000 PF2e°t P2y LEZYT ~ L AN
Nid G008V CENL YL/GaY EAZANY a3 SB{Es 0pUsA
Nd 000" 2328 ¥L82/Y 6286 ~ ASHEU

2 epepdn 388y SunnT it ¢ I850K

B v

C

/ () sadhwoinog

{Q) sannog / {g) S350

AmBusung erg

Netskope Ex-1007

Netskope v. Fortinet IPR2026-00472

Page 00008



US 10,237,294 B1

Sheet 8 of 28

Mar. 19, 2019

U.S. Patent

L Ol

s10ad WO PRI SISl siBseld sy oebaubby
907 —F ‘peaif LoIEes AQ pansexy

1904 A D00 siesaud | Jous, yaieas
Ty ¥ suead o) ey

180U A WINOS €1818 | JOuS, YoIEes
20— ysiees puibuo

g

Netskope Ex-1007

Netskope v. Fortinet IPR2026-00472

Page 00009



U.S. Patent

800

Mar. 19, 2019

Sheet 9 of 28

US 10,237,294 B1

802

5,

804

DATA DATA DATA
SOURCE SQURCE SOURCE
202 202 202
FORWARDER FORWARDER

204

/“‘\/“\

CLIENT { NETWORK
i

CLOUD-BASED DATA INTAKE

AND QUERY SYSTEM 808
SYSTEM SYSTEM
INSTANCE INSTANCE
808 808

FIG.

3

Netskope Ex-1007

Netskope v. Fortinet IPR2026-00472

Page 00010



US 10,237,294 B1

Sheet 10 of 28

Mar. 19, 2019

U.S. Patent

|

bt

6 Ol

Page 00011

Netskope Ex-1007

Netskope v. Fortinet IPR2026-00472

p————s 07 %w%mnom R 174 mw%%mum 702 ,wmwg:omu
MO dOOOVH M _
w02 y0e
HIAYYMEOL HIAEYMHOD
FAx PTev4 feiavd
SSIASOM FHCLS YIVE FHOLS VivQa
d¥d e G0F WAXAAND | | T2 WIXIONI
H // / 7
~— /
s e N\ 7
0l / oiE
$5300Md avIH
N HOYYIS
BOT WILSAS .
AMITO ANY IMYLNIVIVA
W 026 YHOMLIN
506 a706 5506
as) s F{ANDT ONYINNOD) {g3m)
IOIAZT INIIO IOIAZC ININO | | IDIAZC INIFD




U.S. Patent

1000

Mar. 19, 2019

sddy 50

o o

1018

1016

SONAfRUY
Atunoag

HONOSI]
prasiin g

Security Semantic Layer 1008

ML Algorithms
1010

Sheet 11 of 28 US 10,237,294 B1

e

] <3

= o & f:::?s%.ﬂ e
&7 2 5 & -]
3 e

8]

£

2
§

Hadoop

SUONBORdSY

1014

jahe snuebigeiu
Aunosg

1022

Seeg UOHEZIBIUIA
doopeH g
0 <
<o A d
=
el

Netskope Ex-1007
Netskope v. Fortinet IPR2026-00472
Page 00012



US 10,237,294 B1

Sheet 12 of 28

Mar. 19, 2019

U.S. Patent

o B ﬁ ......

o HEZATYNY

Ovii

- UIZATINY

H3ivd

a9t i

 IN3VIOYNYI

300N

Oitt
ALY

.

L1 O

¥ ¥ ¥

ol
]

=

FHOIS YIYQ

\

2017
vivd
JAIFO3H

Netskope Ex-1007

Netskope v. Fortinet IPR2026-00472

Page 00013



US 10,237,294 B1

Sheet 13 of 28

Mar. 19, 2019

U.S. Patent

AN

S4qH/doopey

gzzr 0lg
{sanpuouy/sigan |} 1ePCi
amicos | Aoy
¥z 45109
5 udess JEpop Johe

i e ]
mmmmr " ! | lanas ofje003 ! “ <mwmmoa g !
$5000Y | s H Shano i Bossasoypang
_, PSRN gaguesegd
e

! P

9eCh 3

092} - !

{peseq-uoig) %

2,
b

B St} f ey

BuLiopuo UHESHEIIN0SEY ~ Y184 JORUe)

! -
& D =z m.w ;
g5 g 502
GBZY ) W o SICIDBULOD
- c sl
po
o8et [SER
PSS
N

Page 00014

Netskope Ex-1007

Netskope v. Fortinet IPR2026-00472



US 10,237,294 B1

Sheet 14 of 28

Mar. 19, 2019

U.S. Patent

el O

0BT~
i

SiBpON

{peseg-yieds) viuy yojeg doopey

|

P! , . . \
o1 e NS (SaaH)

Mﬁ autRdid 13 ” BIB( doopey U0 gy

........ } L,

{sdaH)

S4aH doopey

viTL uo ydeisy ue 238G

9ici
40871 {poseg-uiioig) Byu| sugy-eay

P (T m
| | r .

{owey)
LORNGUISIC

sugediq 144 SIOYIRIIIOD

B

A4S

SHEGY

S,

SUBIIA
Azuiouy

BEGH U0
S9uag Sy

L

TLET/OLTT

Page 00015

Netskope Ex-1007

Netskope v. Fortinet IPR2026-00472



US 10,237,294 B1

Sheet 15 of 28

Mar. 19, 2019

U.S. Patent

7l Ol

B0BIS U0NBIBdsig pue av8iu] Bieq

(7

{1stidius “Gra) oy uogeinbyues (8}
B ey _ GIFT seppy MetAueAy 0 [ mmrowo.mccoo
N ;B

\m; o Zovi

g8 Zivh OLpl 80pY

o) Fivi y ) )

25 S i d | ,_
m m ,M SIOT0GB0 WAEW comvwzw%mmw ccmm%%w ........ Buiddepy _ mﬁ >wﬂw 5y ~ ,uo.nwﬁmm
27 4 puonppy | fwiopt || dusuoneiey PRE ||y vesied | Jewod |

- 90w

1

08 ‘uoezZIAUOUY
BugSHBUA “SIOUA ‘035

~
>

povL "

{eprer B8}
B8R

foe ASD “WXNOSP)  WOISND

sIaslE Ulng

soepslu 0088
S3INH BMSIRIG
S8y x3len

{010 "8pasg @A) SHOH "SIeAS WIS

)

HSC

i ey gap "sB0; vt 5505
CIRGS JUeAd

shio

i

|

Netskope Ex-1007

Netskope v. Fortinet IPR2026-00472

Page 00016



US 10,237,294 B1

Sheet 16 of 28

Mar. 19, 2019

U.S. Patent

VGl O

24100 PeAR 31 pang,
_ JRERVARAY We ozt W 6024 i [
o R wenpeiy [
&«7,\\,*“%( 3 o . M m
\ * i T\\ Umotnun n.
i [
i &
| =
L
0Z
AL A8 SINHAT FT8VION
ofie wpy

URGENCY

ADNIDHN A8 SENIAT H18VION

WL JUODHEA zxmwr 20 ALDAG BN

QIHDLVE ATING S1S0H DAV LSOH/ STLLIEEVMIENTIA

Z+ GL+
4 4

WH07 2501 WHOD 1210 L Winog fejo g

SHTEVLON LIANY STTGVLON ALLNIOL STV LON MHEOMLIIN

W V-

\momw

W m®+

HIN00 B0 S, 000 0L

SLS0OH 3EHINTIA

w®+ W

WRQD 0L WO F;a._.

SHTAVLON INIOJONZ SAEvION S5E55Y

[SNOH 333N Sy Vi ™~

060G MIUN SYOLVOIANT AZM

P0GL

1053

Netskope Ex-1007

Netskope v. Fortinet IPR2026-00472

Page 00017



US 10,237,294 B1

Sheet 17 of 28

Mar. 19, 2019

U.S. Patent

a6l O

LIS sQ3id
FINELLY
LNFQION

SMOY IR

SO G 1887

SHEATET MELA oanbisseun « MON ~ Qb C £ [GHO-ARQASNRY B0 PUARAG. (1oUSW] PIroday o 55330y LIS ~ l\.w‘m 1.3
SETOD N o on » may < b (D {500 130} YD PRIRRG {SQUIOR} ]N0DY « ssomy WY OOGE (= 0
& Is, D0 L -
S R S - Mo ~ b {7y ~ {900-AZAFUG T YD PAAVG {ne) Jen0oy « gsonpy TV EOD mmw\mm\m ]
- Y ODCGEDN L
SEERB AR e ~ men =t (O = (400-504-Q0d) 40 PSS (Sxi0uia) possy < swasoy  WWONEEEUDAL £ 8]
PRGN MBI .J.V:E.uoxcm ~ B ~ 4fiyd @ ~ 3OOMB UOEDIUBYIONY IXOLIEBLT SO MNIISY] o~ BRONDY mm.\m 3
BHBION W31 -~ wm&:m © MIN » i O <+ OTIIBISG VOREITUIUINY INBLRI D IG UCTASHY + THAWIY (b.!w 3
1BUMG snels AausBiny EhY Mﬁ%mm auity  suopdo i09eg
unNsasg
BUHIBW S22 42 103 | SIUaAS parales 1o | «pSML QL 6 8 4 8 5 v T 7 3 readn e osetUR | e jaopg
jre— OISR
.V wmx. ,wswmlm m)m.zm\/m s Y {2102 07 1SPBNY Y OZI6Z:L L 01 62 1SHANY WY 0Z:6Z: 14 Wo1) (QUAIED) MODUIM MR $7 8 Ul SRISAR §F7
o noz
ARy 9z Gy ung
) FARRSIER JALATARY Wy 00t
| S Jeadigey FIIT (g T .
99 A 03
St sAep pEasEl
A IEENRETL N _—
WHRRAG]  VCRGRE M UIeZ Ty 10 WOBZ g P S}

siuens Buriew 572 A

LS QT3 3ONYY 3L
/

i JOP VO 4 b’ _ m _ od _ _ m
TR iean SOTEIEAGE) THELOR Anoes

w i M ! w M |
T BT EOTE

~SUORSY | meniasy WopIDUL

01516 QUYOBHSLYA MIIAZH INITIONE

Netskope Ex-1007

Netskope v. Fortinet IPR2026-00472

Page 00018



US 10,237,294 B1

Sheet 18 of 28

Mar. 19, 2019

U.S. Patent

71 "OH

IOVHCIS INALSISHId HHOMLIN
WORHOL WOH/OL
A
* S aaco——
0991 h91 —
HALdYaY M3V a
IOVHOLS SHOMLIN ‘
A A A
h A A k-4
‘% B A
\
]
3981 ¥ ¥
0797 e
AW (SP0SSIO0H
\uﬂ
A/...
g0t~

Netskope Ex-1007

Netskope v. Fortinet IPR2026-00472

Page 00019



U.S. Patent Mar. 19, 2019 Sheet 19 of 28 US 10,237,294 B1

Netskope Ex-1007
Netskope v. Fortinet IPR2026-00472
Page 00020



U.S. Patent Mar. 19, 2019 Sheet 20 of 28 US 10,237,294 B1

-1800

’ﬁ\ /\

1802 ACCESS EVENTS

;

1804 RESOLVE ENTITY IDENTITIES

;

1806 DISCOVER TOPOLOGY

¥
1808 PROFILE ENTITY BEHAVIOUR

¥
GENERATE ENTITY RELATIONSHIP
1810 GRAPH

;

MONITOR ENTITY RELATIONSHIP
GRAPH

1812

¥
1814 IDENTIFY ANOMALIES

FIG. 18

Netskope Ex-1007
Netskope v. Fortinet IPR2026-00472
Page 00021



U.S. Patent Mar. 19, 2019 Sheet 21 of 28 US 10,237,294 B1

FIG. 19

Netskope Ex-1007
Netskope v. Fortinet IPR2026-00472
Page 00022



US 10,237,294 B1

Sheet 22 of 28

Mar. 19, 2019

U.S. Patent

0¢ Ol

2

R

(2 00VHL0L, =
i 48U 3L eAnRY (wal (gt suansoy
PUWRUTIBSNISITHEDD 10HRS = FUENISS

1ISRYROD § G 04

....n"“.nMMnw##u.n.“.w.ﬂ

900z

Netskope Ex-1007

Netskope v. Fortinet IPR2026-00472

Page 00023



US 10,237,294 B1

Sheet 23 of 28

Mar. 19, 2019

U.S. Patent

AL} B1eIS v 405 Aleissaou sjuiod gikp
ANAW0 Buidiaay 504 100DV IRY EIND GE T

UBAL LS

Netskope Ex-1007

Netskope v. Fortinet IPR2026-00472

Page 00024



U.S. Patent Mar. 19, 2019 Sheet 24 of 28 US 10,237,294 B1

2008

FIG. 22

Primary Key

Netskope Ex-1007
Netskope v. Fortinet IPR2026-00472
Page 00025



US 10,237,294 B1

Sheet 25 of 28

Mar. 19, 2019

U.S. Patent

¢ Ol

- S0
DNRING UDISESR
e Buse so3dg g anos
01 SYR{ S0A811 SBUGT
0 sBU0IBE somar SBULY ¥ 33008
088110, »
JBASR B DO SUOTRIddy o Rpeesess L
3957) 58 1880 sudpnEaidy +
pRO) ARL] RIDL » o
NdA
Au«
00ez— 01 AON UDIORIA Y0 ZETCREL DL, BOMB]

Netskope Ex-1007

Netskope v. Fortinet IPR2026-00472

Page 00026



US 10,237,294 B1

Sheet 26 of 28

Mar. 19, 2019

U.S. Patent

¢ Ol

wWoo sy sjdutes

80SZ ~
S an
,‘/\ 6 <.
RN iz ////
s SHSE
///r USIA
~—
R
~.
it R ATAR 73 ///
T
< 0} 3j108ULI0T 5687
¢ /////// e
~— o
— \\\\\\\

0} SR08UU0T)

e O

(o ullo e SENOIOUSBY/SIONDOAARUD SUBSISASRUSAL MY

{004, 88 2CG/URIRS £51 0161 (TSSO (000D Sl I B8 266

AgeMEIddy (YOMOM ‘€9 LN SHOPUIAY O'G/EIZON, 805 098y Jduosenel

- fX8Y, ST [RUHUN,  SOIAIOS 19U, | HidLLH STI0LTYREEIerR-8372-8 L0
W “28qe-08rrepibsiwe sbebusdeus apueuoy sys eidwesidny 139, UH dOL

0ovz 007 904 L0V'68T°524 ¥4 P2 0vT €€ 04 Jeausd, [0040- S0:L€- L1y L0 /e0]

Netskope Ex-1007

Netskope v. Fortinet IPR2026-00472

Page 00027



US 10,237,294 B1

Sheet 27 of 28

Mar. 19, 2019

U.S. Patent

Netskope Ex-1007

Netskope v. Fortinet IPR2026-00472

Page 00028



U.S. Patent Mar. 19, 2019 Sheet 28 of 28 US 10,237,294 B1

N,
2
ks |
_________________________________________ Lo DN
: e L ON
I
" 19,
oo H
i i .
Pose
P g
T
: L35

Netskope Ex-1007
Netskope v. Fortinet IPR2026-00472
Page 00029



US 10,237,294 Bl

1
FINGERPRINTING ENTITIES BASED ON
ACTIVITY IN AN INFORMATION
TECHNOLOGY ENVIRONMENT

COPYRIGHT NOTICE

A portion of the disclosure of this patent document
contains material which is subject to copyright protection.
The copyright owner has no objection to the facsimile
reproduction by anyone of the patent document or the patent
disclosure, as it appears in the Patent and Trademark Office
patent file or records, but otherwise reserves all copyright
rights whatsoever.

TECHNICAL FIELD

At least one embodiment of the present disclosure per-
tains to distributed data processing systems, and more par-
ticularly, to intelligence generation and activity discovery
from events in a distributed data processing system.

BACKGROUND

Activity detection, both friendly and malicious, has long
been a priority for computer network administrators. In
known public and private computer networks, users employ
devices such as desktop computers, laptop computers, tab-
lets, smart phones, browsers, etc. to interact with others
through computers and servers that are coupled to the
network. Digital data, typically in the form of data packets,
are passed along the network by interconnected network
devices.

Unfortunately, however, malicious activities can cause
harm to the network’s software or hardware, or its users.
Malicious activities may include unauthorized access or
subsequent unpermitted use of network resources and data.
Network administrators seek to detect such activities, for
example, by searching for patterns of behavior that are
abnormal or otherwise vary from the expected use pattern of
a particular entity, such as an organization or subset thereof,
individual user, IP address, node or group of nodes in the
network, etc.

Security appliances are used in known systems to provide
network security. The appliance approach involves installing
security appliances (which are typically servers or comput-
ers configured for providing security) at one or more loca-
tions in the network. Once installed, the appliance monitors
traffic that traverses the network. Functions provided by the
appliance may include malware detection, intrusion detec-
tion, unauthorized access or unauthorized use of data,
among others. Unfortunately, security appliances cannot
easily be scaled to handle temporary or permanent increases
in network traffic. Increased network traffic often requires a
security vendor to perform an appliance swap or an equally
time-consuming appliance upgrade. Appliances also tend to
have only limited network visibility because they are typi-
cally configured to monitor data traversing the link on which
a respective appliance is installed only. Such an appliance
will be unaware of activities occurring on other network
segments monitored by other appliances and thus cannot use
the additional context information pertaining to activities
occurring on other network segments to detect a cleverly-
designed piece of malware that may be difficult to detect
from purely localized information.

Installed software products, rather than security hardware
appliances, provide another approach to security for data
networks. These products, such as anti-virus or anti-malware
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software, typically are installed on terminal devices (e.g.,
desktop and laptop computers, tablets, or smart phones).
Data traversing the network between the terminal device is
monitored by the installed products to detect malware in
either inbound or outbound data. Unfortunately, installed
software products also do not perform well in terms of
scalability or network visibility. Installed products tend to be
disposed locally on the terminal devices and thus also tend
to have fairly localized views of the data on the network.
They also tend to be installed on hardware that cannot be
upgraded easily.

BRIEF DESCRIPTION OF THE DRAWINGS

In the drawings:

FIG. 1 illustrates a networked computer environment in
which an embodiment may be implemented;

FIG. 2 illustrates a block diagram of an example data
intake and query system in which an embodiment may be
implemented;

FIG. 3 is a flow diagram that illustrates how indexers
process, index, and store data received from forwarders in
accordance with the disclosed embodiments;

FIG. 4 is a flow diagram that illustrates how a search head
and indexers perform a search query in accordance with the
disclosed embodiments;

FIG. 5 illustrates a scenario where a common customer ID
is found among log data received from three disparate
sources in accordance with the disclosed embodiments;

FIG. 6A illustrates a search screen in accordance with the
disclosed embodiments;

FIG. 6B illustrates a data summary dialog that enables a
user to select various data sources in accordance with the
disclosed embodiments;

FIG. 7 illustrates an example search query received from
a client and executed by search peers in accordance with the
disclosed embodiments;

FIG. 8 illustrates a block diagram of an example cloud-
based data intake and query system in which an embodiment
may be implemented;

FIG. 9 illustrates a block diagram of an example data
intake and query system that performs searches across
external data systems in accordance with the disclosed
embodiments;

FIG. 10 shows an example of functional layers of a
network security system;

FIG. 11 shows a view of processing of data within an
example network security system;

FIG. 12 shows the architecture of an example network
security platform.

FIG. 13 shows an example implementation of a real-time
processing path in an example network security system;

FIG. 14 shows an example implementation of the data
intake and preparation stage of the network security plat-
form

FIG. 15A illustrates a key indicators view in accordance
with the disclosed embodiments;

FIG. 15B illustrates an incident review dashboard in
accordance with the disclosed embodiments;

FIG. 16 shows high-level example of a hardware archi-
tecture of a processing system that can be used to implement
the disclosed techniques;

FIG. 17 shows a high level representation of intercon-
nected entities communicating in an example IT environ-
ment;
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FIG. 18 shows a flow chart that describes at an example
process for fingerprinting entities based on their activities in
an IT environment;

FIG. 19 shows a flow diagram that illustrates how raw
machine data related to activity in an IT environment can be
processed to detect anomalies;

FIG. 20 shows an example workflow for entity identity
resolution;

FIG. 21 shows another example workflow for entity
identity resolution;

FIG. 22 shows yet another example workflow for entity
identity resolution;

FIG. 23 shows an example behavioral profile in the form
of a vector for an identified entity in an IT environment;

FIG. 24 shows an example event including raw machine
data reflecting activity in an IT environment;

FIG. 25 shows an example event-specific relationship
graph based on the event shown in FIG. 24;

FIG. 26 shows an example representation of an entity
relationship graph including a plurality of nodes and edges
connecting the plurality of nodes; and

FIG. 27 shows an example representation of the entity
relationship graph of FIG. 26 with directionality applied to
the edges connecting the nodes.

DETAILED DESCRIPTION

Embodiments are described herein according to the fol-
lowing outline:
1.0. General Overview
1.1. Entity Fingerprinting Overview
2.0. Operating Environment
2.1. Host Devices
2.2. Client Devices
2.3. Client Device Applications
2.4. Data Server System
2.5. Data Ingestion
2.5.1. Input
2.5.2. Parsing
2.5.3. Indexing
2.6. Query Processing
2.7. Field Extraction
2.8. Example Search Screen
2.9. Data Modelling
2.10. Acceleration Techniques
2.10.1. Aggregation Technique
2.10.2. Keyword Index
2.10.3. High Performance Analytics Store
2.10.4. Accelerating Report Generation
2.11. Cloud-Based System Overview
2.12. Searching Externally Archived Data
2.12.1. ERP Process Features
2.13. Security Features
2.13.1 Security System
2.13.2 Enterprise Security App
2.13.3 IT Service Monitoring
2.14. Computer Processing Systems
3.0. Entity Fingerprinting
3.1. Identity Resolution
3.2. Topology Discovery
3.3. Behavioral Profiling
3.4. Client/Server Relationship Discovery
3.5. Monitoring an Entity Relationship Graph

1.0. GENERAL OVERVIEW

Modern data centers and other computing environments
can comprise anywhere from a few host computer systems
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to thousands of systems configured to process data, service
requests from remote clients, and perform numerous other
computational tasks. During operation, various components
within these computing environments often generate signifi-
cant volumes of machine-generated data. For example,
machine data is generated by various components in the
information technology (IT) environments, such as servers,
sensors, routers, mobile devices, Internet of Things (IoT)
devices, etc. Machine-generated data can include system
logs, network packet data, sensor data, application program
data, error logs, stack traces, system performance data, etc.
In general, machine-generated data can also include perfor-
mance data, diagnostic information, and many other types of
data that can be analyzed to diagnose performance problems,
monitor user interactions, and to derive other insights.

A number of tools are available to analyze machine data,
that is, machine-generated data. In order to reduce the size
of the potentially vast amount of machine data that may be
generated, many of these tools typically pre-process the data
based on anticipated data-analysis needs. For example,
pre-specified data items may be extracted from the machine
data and stored in a database to facilitate efficient retrieval
and analysis of those data items at search time. However, the
rest of the machine data typically is not saved and discarded
during pre-processing. As storage capacity becomes pro-
gressively cheaper and more plentiful, there are fewer incen-
tives to discard these portions of machine data and many
reasons to retain more of the data.

This plentiful storage capacity is presently making it
feasible to store massive quantities of minimally processed
machine data for later retrieval and analysis. In general,
storing minimally processed machine data and performing
analysis operations at search time can provide greater flex-
ibility because it enables an analyst to search all of the
machine data, instead of searching only a pre-specified set of
data items. This may enable an analyst to investigate dif-
ferent aspects of the machine data that previously were
unavailable for analysis.

However, analyzing and searching massive quantities of
machine data presents a number of challenges. For example,
a data center, servers, or network appliances may generate
many different types and formats of machine data (e.g.,
system logs, network packet data (e.g., wire data, etc.),
sensor data, application program data, error logs, stack
traces, system performance data, operating system data,
virtualization data, etc.) from thousands of different com-
ponents, which can collectively be very time-consuming to
analyze. These components may also be referred to herein as
entities. In another example, mobile devices may generate
large amounts of information relating to data accesses,
application performance, operating system performance,
network performance, etc. There can be millions of mobile
devices that report these types of information.

These challenges can be addressed by using an event-
based data intake and query system, such as the SPLUNK®
ENTERPRISE system developed by Splunk Inc. of San
Francisco, Calif. The SPLUNK® ENTERPRISE system is
the leading platform for providing real-time operational
intelligence that enables organizations to collect, index, and
search machine-generated data from various websites, appli-
cations, servers, networks, and mobile devices that power
their businesses. The SPLUNK® ENTERPRISE system is
particularly useful for analyzing data which is commonly
found in system log files, network data, and other data input
sources. Although many of the techniques described herein
are explained with reference to a data intake and query
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system similar to the SPLUNK® ENTERPRISE system,
these techniques are also applicable to other types of data
systems.

In the SPLUNK® ENTERPRISE system, machine-gen-
erated data are collected and stored as “events”. An event
comprises a portion of the machine-generated data and is
associated with a specific point in time. For example, events
may be derived from “time series data,” where the time
series data comprises a sequence of data points (e.g., per-

6

of raw machine data in each event that has a particular field
specified by an extraction rule. The set of values so produced
are semantically-related (such as IP address), even though
the raw machine data in each event may be in different
formats (e.g., semantically-related values may be in different
positions in the events derived from different sources).

As noted above, the SPLUNK® ENTERPRISE system
utilizes a late-binding schema to event data while perform-
ing queries on events. One aspect of a late-binding schema

formance measurements from a computer system, etc.) that 10 . lvine “extracti les” t t data to extract val
are associated with successive points in time. In general, }S app yl.%g ﬁe)i drazlanu ©s E event Ma atoex .rélc ﬁ]a uﬁs
each event can be associated with a timestamp that is derived O SPECIIIC LICCs durig search time. More speci cary, the
from the raw data in the event, determined through inter- gxtractlon rule.s for a field can include one or more instruc-
polation between temporally proximate events having tions that specity how.to extract a value for the field from the
known timestamps, or determined based on other configu- 15 eve.nt data..An extraction mle can generally 1ncl}1de any type
rable rules for associating timestamps with events, etc. of instruction for extracting values from data in events. In
In some instances, machine data can have a predefined some cases, an extraction rule comprises a regular expres-
format, where data items with specific data formats are sion where a sequence of characters form a search pattern,
stored at predefined locations in the data. For example, the in which case the rule is referred to as a “regex rule.” The
machine data may include data stored as fields in a database 20 system applies the regex rule to the event data to extract
table. In other instances, machine data may not have a values for associated fields in the event data by searching the
predefined format, that is, the data is not at fixed, predefined event data for the sequence of characters defined in the regex
locations, but the data does have repeatable patterns and is rule.
not random. This means that some machine data can com- In the SPLUNK® ENTERPRISE system, a field extractor
prise various data items of different data types and that may 25 may be configured to automatically generate extraction rules
be stored at different locations within the data. For example, for certain field values in the events when the events are
when the data source is an operating system log, an event being created, indexed, or stored, or possibly at a later time.
can include one or more lines from the operating system log Alternatively, a user may manually define extraction rules
containing raw data that includes different types of perfor- for fields using a variety of techniques. In contrast to a
mance and diagnostic information associated with a specific 30 conventional schema for a database system, a late-binding
point in time. schema is not defined at data ingestion time. Instead, the
Examples of components which may generate machine late-binding schema can be developed on an ongoing basis
data from which events can be derived include, but are not until the time a query is actually executed. This means that
limited to, web servers, application servers, databases, fire- extraction rules for the fields in a query may be provided in
walls, routers, operating systems, and software applications 35 the query itself, or may be located during execution of the
that execute on computer systems, mobile devices, sensors, query. Hence, as a user learns more about the data in the
Internet of Things (IoT) devices, etc. The data generated by events, the user can continue to refine the late-binding
such data sources can include, for example and without schema by adding new fields, deleting fields, or modifying
limitation, server log files, activity log files, configuration the field extraction rules for use the next time the schema is
files, messages, network packet data, performance measure- 40 used by the system. Because the SPLUNK® ENTERPRISE
ments, sensor measurements, etc. system maintains the underlying raw data and uses late-
The SPLUNK® ENTERPRISE system uses flexible binding schema for searching the raw data, it enables a user
schema to specify how to extract information from the event to continue investigating and learn valuable insights about
data. A flexible schema may be developed and redefined as the raw data.
needed. Note that a flexible schema may be applied to event 45  In some embodiments, a common field name may be used
data “on the fly,” when it is needed (e.g., at search time, to reference two or more fields containing equivalent data
index time, ingestion time, etc.). When the schema is not items, even though the fields may be associated with dif-
applied to event data until search time it may be referred to ferent types of events that possibly have different data
as a “late-binding schema.” formats and different extraction rules. By enabling a com-
During operation, the SPLUNK® ENTERPRISE system 50 mon field name to be used to identify equivalent fields from
starts with raw input data (e.g., one or more system logs, different types of events generated by disparate data sources,
streams of network packet data, sensor data, application the system facilitates use of a “common information model”
program data, error logs, stack traces, system performance (CIM) across the disparate data sources (further discussed
data, etc.). The system divides this raw data into blocks (e.g., with respect to FIG. 5).
buckets of data, each associated with a specific time frame, 55 1.1. Entity Fingerprinting Overview
etc.), and parses the raw data to produce timestamped Modern information technology (IT) environments can
events. The system stores the timestamped events in a data include hundreds and perhaps thousands of entities (e.g.,
store. The system enables users to run queries against the devices, users, applications, data, etc.) communicating with
stored data to, for example, retrieve events that meet criteria each other. This can present a number of challenges related
specified in a query, such as containing certain keywords or 60 to asset inventory and management which can directly
having specific values in defined fields. As used herein impact network security. For example, many larger organi-
throughout, data that is part of an event is referred to as zations face the issue of shadow IT. Shadow IT refers to
“event data”. In this context, the term “field” refers to a situations where information technology systems and solu-
location in the event data containing one or more values for tions are built and used inside organizations without explicit
a specific data item. As will be described in more detail 65 organizational approval. The larger and more complex the

herein, the fields are defined by extraction rules (e.g., regular
expressions) that derive one or more values from the portion

IT environment (e.g., more devices and users) the greater the
challenge of shadow IT.
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Consider, for example, a IT environment for a large scale
healthcare organization such as a hospital. Increasingly,
assets such as biomedical devices are configured to connect
to the local networks in such environments, and by extension
to other entities outside of the managed local network. In
many cases, the users of such devices connect the devices
without organizational approval or actively try to skirt
certain controls to make their lives easier. This can, in part,
lead to the issue of shadow IT. The hospital’s network now

5

8

114 (e.g., one or more web servers, application servers,
database servers, etc.) to collectively implement the net-
work-based application.

In general, client devices 102 communicate with one or
more host applications 114 to exchange information. The
communication between a client device 102 and a host
application 114 may, for example, be based on the Hypertext
Transfer Protocol (HTTP) or any other network protocol.
Content delivered from the host application 114 to a client

has a number of devices connected that may or may not 10 device 102 may include, for example, HTML documents,
conform with organization standards. As mentioned, thisnot ~ media content, etc. The communication between a client
only affects inventory and management of assets, but in device 102 and host application 114 may include sending
some cases can expose the organization network to external various requests and receiving data packets. For example, in
attacks. general, a client device 102 or application running on a
Introduced herein are technjques for addressing these 15 client device may initiate communication with a host appli-
challenges that include, among other things, analyzing data ~ cation 114 by making a request for a specific resource (e.g.,
(e.g. events) reflecting activity in an IT environment to based on an HTTP request), and the application server may
identify entities associated with the activity, determining respond with the requested content stored in one or more
information about the entities, and discovering how the response packets.
entities are arranged within a logical structure (i.e. topology) 20  In the illustrated embodiment, one or more of host appli-
of the IT environment in which they are operating. Once cations 114 may generate various types of performance data
entities are profiled and the topology of the IT environment during operation, including event logs, network data, sensor
is discovered, this information can be modeled and used to data, and other types of machine-generated data. For
detect anomalous communications activity within the IT example, a host application 114 comprising a web server
environment. 25 may generate one or more web server logs in which details
of interactions between the web server and any number of
2.0. OPERATING ENVIRONMENT client devices 102 is recorded. As another example, a host
device 106 comprising a router may generate one or more
FIG. 1 illustrates a networked computer system 100 in router logs that record information related to network traffic
which an embodiment may be implemented. Those skilledin 30 managed by the router. As yet another example, a host
the art would understand that FIG. 1 represents one example application 114 comprising a database server may generate
of a networked computer system and other embodiments one or more logs that record information related to requests
may use different arrangements. sent from other host applications 114 (e.g., web servers or
The networked computer system 100 comprises one or application servers) for data managed by the database server.
more computing devices. These one or more computing 35 2.2. Client Devices
devices comprise any combination of hardware and software Client devices 102 of FIG. 1 represent any computing
configured to implement the various logical components device capable of interacting with one or more host devices
described herein. For example, the one or more computing 106 via a network 104. Examples of client devices 102 may
devices may include one or more memories that store include, without limitation, smart phones, tablet computers,
instructions for implementing the various components 40 handheld computers, wearable devices, laptop computers,
described herein, one or more hardware processors config- desktop computers, servers, portable media players, gaming
ured to execute the instructions stored in the one or more devices, and so forth. In general, a client device 102 can
memories, and various data repositories in the one or more provide access to different content, for instance, content
memories for storing data structures utilized and manipu- provided by one or more host devices 106, etc. Each client
lated by the various components. 45 device 102 may comprise one or more client applications
In an embodiment, one or more client devices 102 are 110, described in more detail in a separate section herein-
coupled to one or more host devices 106 and a data intake after.
and query system 108 via one or more networks 104. 2.3. Client Device Applications
Networks 104 broadly represent one or more LANs, WANSs, In an embodiment, each client device 102 may host or
cellular networks (e.g., LTE, HSPA, 3G, and other cellular 50 execute one or more client applications 110 that are capable
technologies), and/or networks using any of wired, wireless, of interacting with one or more host devices 106 via one or
terrestrial microwave, or satellite links, and may include the more networks 104. For instance, a client application 110
public Internet. may be or comprise a web browser that a user may use to
2.1. Host Devices navigate to one or more websites or other resources provided
In the illustrated embodiment, a system 100 includes one 55 by one or more host devices 106. As another example, a
or more host devices 106. Host devices 106 may broadly client application 110 may comprise a mobile application or
include any number of computers, virtual machine instances, “app.” For example, an operator of a network-based service
and/or data centers that are configured to host or execute one hosted by one or more host devices 106 may make available
or more instances of host applications 114. In general, a host one or more mobile apps that enable users of client devices
device 106 may be involved, directly or indirectly, in pro- 60 102 to access various resources of the network-based ser-
cessing requests received from client devices 102. Each host vice. As yet another example, client applications 110 may
device 106 may comprise, for example, one or more of a include background processes that perform various opera-
network device, a web server, an application server, a tions without direct interaction from a user. A client appli-
database server, etc. A collection of host devices 106 may be cation 110 may include a “plug-in” or “extension” to another
configured to implement a network-based service. For 65 application, such as a web browser plug-in or extension.

example, a provider of a network-based service may con-
figure one or more host devices 106 and host applications

In an embodiment, a client application 110 may include a
monitoring component 112. At a high level, the monitoring
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component 112 comprises a software component or other
logic that facilitates generating performance data related to
a client device’s operating state, including monitoring net-
work traffic sent and received from the client device and
collecting other device and/or application-specific informa-
tion. Monitoring component 112 may be an integrated
component of a client application 110, a plug-in, an exten-
sion, or any other type of add-on component. Monitoring
component 112 may also be a stand-alone process.

10

indicating performance of the network, the network perfor-
mance data can be transmitted to a data intake and query
system 108 for analysis.

Upon developing a client application 110 that incorpo-
rates a monitoring component 112, the client application 110
can be distributed to client devices 102. Applications gen-
erally can be distributed to client devices 102 in any manner,
or they can be pre-loaded. In some cases, the application
may be distributed to a client device 102 via an application

I . _ 10 marketplace or other application distribution system. For
n one embodiment, a monitoring component 112 may be . .. L
. .. . instance, an application marketplace or other application
created when a client application 110 is developed, for distributi . L LrS
L . istribution system might distribute the application to a
example, by an application developer using a software - . - .
. . client device based on a request from the client device to
deve.lopment kit (SDK). The SDK may 1nplude custom download the application.
momtorlng code that can be }ncorporated into the COdF 15 Examples of functionality that enables monitoring per-
implementing a client application 110. When the code is formance of a client device are described in U.S. patent
converted to an executable application, the custom code  gpplication Ser. No. 14/524,748, entitled “UTILIZING
implementing the monitoring functionality can become part PACKET HEADERS TO MONITOR NETWORK TRAF-
of the application itself. FIC IN ASSOCIATION WITH A CLIENT DEVICE?”, filed
In some cases, an SDK or other code for implementing the 20 on 27 Oct. 2014, and which is hereby incorporated by
monitoring functionality may be offered by a provider of a reference in its entirety for all purposes.

data intake and query system, such as a system 108. In such In an embodiment, the monitoring component 112 may
cases, the provider of the system 108 can implement the also monitor and collect performance data related to one or
custom code so that performance data generated by the more aspects of the operational state of a client application
monitoring functionality is sent to the system 108 to facili- 25 110 and/or client device 102. For example, a monitoring
tate analysis of the performance data by a developer of the ~ component 112 may be configured to collect device perfor-
client application or other users. mance information by monitoring one or more client device

In an embodiment, the custom monitoring code may be ~ Operations, or by making calls to an operating system and/or
incorporated into the code of a client application 110 in a one or more other apphqatlons executing on a client device
number of different ways, such as the insertion of one or 30 ,102 for . performe.lnce 1nf0rme.1t10n. Device perforrpance

. . . . information may include, for instance, a current wireless
more lines in the client application code that call or other- . : .

.o .o signal strength of the device, a current connection type and
wise invoke the monitoring component 112. As such, a . . .

. Lo network carrier, current memory performance information, a
developer of a client application 110 can add one or more - - : - - -

. . . L . geographic location of the device, a device orientation, and
hnes. Of, code into the client apph.catlon ,110 to Frlgger the 35 any other information related to the operational state of the
momtormg componf:nt 112 at de51red. points during execu- client device.
tion of the application. Code that tnggers. the momtonng In an embodiment, the monitoring component 112 may
component may be referred to as a monitor trigger. For also monitor and collect other device profile information
instance, a monitor trigger may be included at or near the including, for example, a type of client device, a manufac-
beginning of the executable code of the client application 40 turer and model of the device, versions of various software
110 such that the monitoring component 112 is initiated or app]ications installed on the device, and so forth.
triggered as the application is launched, or included at other In general, a monitoring component 112 may be config-
points in the code that correspond to various actions of the ured to generate performance data in response to a monitor
client application, such as sending a network request or trigger in the code of a client application 110 or other
displaying a particular interface. 45 triggering application event, as described above, and to store

In an embodiment, the monitoring component 112 may the performance data in one or more data records. Each data
monitor one or more aspects of network traffic sent and/or record, for example, may include a collection of field-value
received by a client application 110. For example, the pairs, each field-value pair storing a particular item of
monitoring component 112 may be configured to monitor performance data in association with a field for the item. For
data packets transmitted to and/or from one or more host 50 example, a data record generated by a monitoring compo-
applications 114. Incoming and/or outgoing data packets can nent 112 may include a “networkLatency” field (not shown
be read or examined to identify network data contained in the Figure) in which a value is stored. This field indicates
within the packets, for example, and other aspects of data a network latency measurement associated with one or more
packets can be analyzed to determine a number of network network requests. The data record may include a “state” field
performance statistics. Monitoring network traffic may 355 to store a value indicating a state of a network connection,
enable information to be gathered particular to the network and so forth for any number of aspects of collected perfor-
performance associated with a client application 110 or set mance data.

of applications. 2.4. Data Server System

In an embodiment, network performance data refers to FIG. 2 depicts a block diagram of an exemplary data
any type of data that indicates information about the network 60 intake and query system 108, similar to the SPLUNK®
and/or network performance. Network performance data ENTERPRISE system. System 108 includes one or more
may include, for instance, a URL requested, a connection forwarders 204 that receive data from a variety of input data
type (e.g., HT'TP, HTTPS, etc.), a connection start time, a sources 202, and one or more indexers 206 that process and
connection end time, an HTTP status code, request length, store the data in one or more data stores 208. These
response length, request headers, response headers, connec- 65 forwarders and indexers can comprise separate computer

tion status (e.g., completion, response time(s), failure, etc.),
and the like. Upon obtaining network performance data

systems, or may alternatively comprise separate processes
executing on one or more computer systems.
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Each data source 202 broadly represents a distinct source
of data that can be consumed by a system 108. Examples of
a data source 202 include, without limitation, data files,
directories of files, data sent over a network, event logs,
registries, etc.

During operation, the forwarders 204 identify which
indexers 206 receive data collected from a data source 202
and forward the data to the appropriate indexers. Forwarders
204 can also perform operations on the data before forward-
ing, including removing extraneous data, detecting time-
stamps in the data, parsing data, indexing data, routing data
based on criteria relating to the data being routed, and/or
performing other data transformations.

In an embodiment, a forwarder 204 may comprise a
service accessible to client devices 102 and host devices 106
via a network 104. For example, one type of forwarder 204
may be capable of consuming vast amounts of real-time data
from a potentially large number of client devices 102 and/or
host devices 106. The forwarder 204 may, for example,
comprise a computing device which implements multiple
data pipelines or “queues” to handle forwarding of network
data to indexers 206. A forwarder 204 may also perform
many of the functions that are performed by an indexer. For
example, a forwarder 204 may perform keyword extractions
on raw data or parse raw data to create events. A forwarder
204 may generate time stamps for events. Additionally or
alternatively, a forwarder 204 may perform routing of events
to indexers. Data store 208 may contain events derived from
machine data from a variety of sources all pertaining to the
same component in an I'T environment, and this data may be
produced by the machine in question or by other compo-
nents in the IT environment.

2.5. Data Ingestion

FIG. 3 depicts a flow chart illustrating an example data
flow performed by Data Intake and Query system 108, in
accordance with the disclosed embodiments. The data flow
illustrated in FIG. 3 is provided for illustrative purposes
only; those skilled in the art would understand that one or
more of the steps of the processes illustrated in FIG. 3 may
be removed or the ordering of the steps may be changed.
Furthermore, for the purposes of illustrating a clear example,
one or more particular system components are described in
the context of performing various operations during each of
the data flow stages. For example, a forwarder is described
as receiving and processing data during an input phase; an
indexer is described as parsing and indexing data during
parsing and indexing phases; and a search head is described
as performing a search query during a search phase. How-
ever, other system arrangements and distributions of the
processing steps across system components may be used.
2.5.1. Input

At block 302, a forwarder receives data from an input
source, such as a data source 202 shown in FIG. 2. A
forwarder initially may receive the data as a raw data stream
generated by the input source. For example, a forwarder may
receive a data stream from a log file generated by an
application server, from a stream of network data from a
network device, or from any other source of data. In one
embodiment, a forwarder receives the raw data and may
segment the data stream into “blocks”, or “buckets,” possi-
bly of a uniform data size, to facilitate subsequent process-
ing steps.

At block 304, a forwarder or other system component
annotates each block generated from the raw data with one
or more metadata fields. These metadata fields may, for
example, provide information related to the data block as a
whole and may apply to each event that is subsequently
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derived from the data in the data block. For example, the
metadata fields may include separate fields specifying each
of a host, a source, and a source type related to the data
block. A host field may contain a value identifying a host
name or [P address of a device that generated the data. A
source field may contain a value identifying a source of the
data, such as a pathname of a file or a protocol and port
related to received network data. A source type field may
contain a value specifying a particular source type label for
the data. Additional metadata fields may also be included
during the input phase, such as a character encoding of the
data, if known, and possibly other values that provide
information relevant to later processing steps. In an embodi-
ment, a forwarder forwards the annotated data blocks to
another system component (typically an indexer) for further
processing.

The SPLUNK® ENTERPRISE system allows forwarding
of data from one SPLUNK® ENTERPRISE instance to
another, or even to a third-party system. SPLUNK®
ENTERPRISE system can employ different types of for-
warders in a configuration.

In an embodiment, a forwarder may contain the essential
components needed to forward data. It can gather data from
a variety of inputs and forward the data to a SPLUNK®
ENTERPRISE server for indexing and searching. It also can
tag metadata (e.g., source, source type, host, etc.).

Additionally or optionally, in an embodiment, a forwarder
has the capabilities of the aforementioned forwarder as well
as additional capabilities. The forwarder can parse data
before forwarding the data (e.g., associate a time stamp with
a portion of data and create an event, etc.) and can route data
based on criteria such as source or type of event. It can also
index data locally while forwarding the data to another
indexer.

2.5.2. Parsing

At block 306, an indexer receives data blocks from a
forwarder and parses the data to organize the data into
events. In an embodiment, to organize the data into events,
an indexer may determine a source type associated with each
data block (e.g., by extracting a source type label from the
metadata fields associated with the data block, etc.) and refer
to a source type configuration corresponding to the identified
source type. The source type definition may include one or
more properties that indicate to the indexer to automatically
determine the boundaries of events within the data. In
general, these properties may include regular expression-
based rules or delimiter rules where, for example, event
boundaries may be indicated by predefined characters or
character strings. These predefined characters may include
punctuation marks or other special characters including, for
example, carriage returns, tabs, spaces, line breaks, etc. If a
source type for the data is unknown to the indexer, an
indexer may infer a source type for the data by examining
the structure of the data. Then, it can apply an inferred
source type definition to the data to create the events.

Atblock 308, the indexer determines a timestamp for each
event. Similar to the process for creating events, an indexer
may again refer to a source type definition associated with
the data to locate one or more properties that indicate
instructions for determining a timestamp for each event. The
properties may, for example, instruct an indexer to extract a
time value from a portion of data in the event, to interpolate
time values based on timestamps associated with temporally
proximate events, to create a timestamp based on a time the
event data was received or generated, to use the timestamp
of a previous event, or use any other rules for determining
timestamps.
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At block 310, the indexer associates with each event one
or more metadata fields including a field containing the
timestamp (in some embodiments, a timestamp may be
included in the metadata fields) determined for the event.
These metadata fields may include a number of “default
fields” that are associated with all events, and may also
include one more custom fields as defined by a user. Similar
to the metadata fields associated with the data blocks at
block 304, the default metadata fields associated with each

14

Moreover, events and buckets can also be replicated
across different indexers and data stores to facilitate high
availability and disaster recovery as described in U.S. patent
application Ser. No. 14/266,812, entitled “SITE-BASED
SEARCH AFFINITY™, filed on 30 Apr. 2014, and in U.S.
patent application Ser. No. 14/266,817, entitled “MULTI-
SITE CLUSTERING”, also filed on 30 Apr. 2014, each of
which is hereby incorporated by reference in its entirety for

all purposes.

event may include a host, source, and source type field 10 2.6. Query Processing
including or in addition to a field storing the timestamp. FIG. 4 is a flow diagram that illustrates an examplary
At block 312, an indexer may optionally apply one or process that a search head and one or more indexers may
more transformations to data included in the events created perform during a search query. At block 402, a search head
at block 306. For example, such transformations can include receives a search query from a client. At block 404, the
removing a portion of an event (e.g., a portion used to define 15 search head analyzes the search query to determine what
event boundaries, extraneous characters from the event, portion(s) of the query can be delegated to indexers and what
other extraneous text, etc.), masking a portion of an event portions of the query can be executed locally by the search
(e.g., masking a credit card number), removing redundant head. At block 406, the search head distributes the deter-
portions of an event, etc. The transformations applied to mined portions of the query to the appropriate indexers. In
event data may, for example, be specified in one or more 20 an embodiment, a search head cluster may take the place of
configuration files and referenced by one or more source an independent search head where each search head in the
type definitions. search head cluster coordinates with peer search heads in the
2.5.3. Indexing search head cluster to schedule jobs, replicate search results,
Atblocks 314 and 316, an indexer can optionally generate update configurations, fulfill search requests, etc. In an
a keyword index to facilitate fast keyword searching for 25 embodiment, the search head (or each search head) com-
event data. To build a keyword index, at block 314, the municates with a master node (also known as a cluster
indexer identifies a set of keywords in each event. At block master, not shown in Fig.) that provides the search head with
316, the indexer includes the identified keywords in an a list of indexers to which the search head can distribute the
index, which associates each stored keyword with reference determined portions of the query. The master node maintains
pointers to events containing that keyword (or to locations 30 a list of active indexers and can also designate which
within events where that keyword is located, other location indexers may have responsibility for responding to queries
identifiers, etc.). When an indexer subsequently receives a over certain sets of events. A search head may communicate
keyword-based query, the indexer can access the keyword with the master node before the search head distributes
index to quickly identify events containing the keyword. queries to indexers to discover the addresses of active
In some embodiments, the keyword index may include 35 indexers.
entries for name-value pairs found in events, where a At block 408, the indexers to which the query was
name-value pair can include a pair of keywords connected distributed, search data stores associated with them for
by a symbol, such as an equals sign or colon. This way, events that are responsive to the query. To determine which
events containing these name-value pairs can be quickly events are responsive to the query, the indexer searches for
located. In some embodiments, fields can automatically be 40 events that match the criteria specified in the query. These
generated for some or all of the name-value pairs at the time criteria can include matching keywords or specific values for
of indexing. For example, if the string “dest=10.0.1.2" is certain fields. The searching operations at block 408 may use
found in an event, a field named “dest” may be created for the late-binding schema to extract values for specified fields
the event, and assigned a value of “10.0.1.2”. from events at the time the query is processed. In an
At block 318, the indexer stores the events with an 45 embodiment, one or more rules for extracting field values
associated timestamp in a data store 208. Timestamps enable may be specified as part of a source type definition. The
a user to search for events based on a time range. In one indexers may then either send the relevant events back to the
embodiment, the stored events are organized into “buckets,” search head, or use the events to determine a partial result,
where each bucket stores events associated with a specific and send the partial result back to the search head.
time range based on the timestamps associated with each 50 At block 410, the search head combines the partial results
event. This may not only improve time-based searching, but and/or events received from the indexers to produce a final
also allows for events with recent timestamps, which may result for the query. This final result may comprise different
have a higher likelihood of being accessed, to be stored in types of data depending on what the query requested. For
a faster memory to facilitate faster retrieval. For example, example, the results can include a listing of matching events
buckets containing the most recent events can be stored in 55 returned by the query, or some type of visualization of the
flash memory rather than on a hard disk. data from the returned events. In another example, the final
Each indexer 206 may be responsible for storing and result can include one or more calculated values derived
searching a subset of the events contained in a correspond- from the matching events.
ing data store 208. By distributing events among the index- The results generated by the system 108 can be returned
ers and data stores, the indexers can analyze events for a 60 to a client using different techniques. For example, one
query in parallel. For example, using map-reduce tech- technique streams results or relevant events back to a client
niques, each indexer returns partial responses for a subset of in real-time as they are identified. Another technique waits
events to a search head that combines the results to produce to report the results to the client until a complete set of
an answer for the query. By storing events in buckets for results (which may include a set of relevant events or a result
specific time ranges, an indexer may further optimize data 65 based on relevant events) is ready to return to the client. Yet

retrieval process by searching buckets corresponding to time
ranges that are relevant to a query.

another technique streams interim results or relevant events
back to the client in real-time until a complete set of results
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is ready, and then returns the complete set of results to the
client. In another technique, certain results are stored as
“search jobs” and the client may retrieve the results by
referring the search jobs.

The search head can also perform various operations to
make the search more efficient. For example, before the
search head begins execution of a query, the search head can
determine a time range for the query and a set of common
keywords that all matching events include. The search head

16
common logging format. The order application 501 sends
log data 504 to the SPLUNK® ENTERPRISE system in one
format, the middleware code 502 sends error log data 505 in
a second format, and the support server 503 sends log data
506 in a third format.

Using the log data received at one or more indexers 206
from the three systems the vendor can uniquely obtain an
insight into user activity, user experience, and system behav-
ior. The search head 210 allows the vendor’s administrator

may then use these parameters to query the indexers to 10 to search the log data from the three systems that one or
obtain a superset of the eventual results. Then, during a more indexers 206 are responsible for searching, thereby
filtering stage, the search head can perform field-extraction obtaining correlated information, such as the order number
operations on the superset to produce a reduced set of search and corresponding customer ID number of the person plac-
results. This speeds up queries that are performed on a ing the order. The system also allows the administrator to see
periodic basis. 15 a visualization of related events via a user interface. The
2.7. Field Extraction administrator can query the search head 210 for customer ID
The search head 210 allows users to search and visualize field value matches across the log data from the three
event data extracted from raw machine data received from systems that are stored at the one or more indexers 206. The
homogenous data sources. It also allows users to search and customer ID field value exists in the data gathered from the
visualize event data extracted from raw machine data 20 three systems, but the customer ID field value may be
received from heterogeneous data sources. The search head located in different areas of the data given differences in the
210 includes various mechanisms, which may additionally architecture of the systems—there is a semantic relationship
reside in an indexer 206, for processing a query. Splunk between the customer ID field values generated by the three
Processing Language (SPL), used in conjunction with the systems. The search head 210 requests event data from the
SPLUNK® ENTERPRISE system, can be utilized to make 25 one or more indexers 206 to gather relevant event data from
a query. SPL is a pipelined search language in which a set the three systems. It then applies extraction rules to the event
of inputs is operated on by a first command in a command data in order to extract field values that it can correlate. The
line, and then a subsequent command following the pipe search head may apply a different extraction rule to each set
symbol “I” operates on the results produced by the first of events from each system when the event data format
command, and so on for additional commands. Other query 30 differs among systems. In this example, the user interface
languages, such as the Structured Query Language (“SQL”), can display to the administrator the event data corresponding
can be used to create a query. to the common customer ID field values 507, 508, and 509,
In response to receiving the search query, search head 210 thereby providing the administrator with insight into a
uses extraction rules to extract values for the fields associ- customer’s experience.
ated with a field or fields in the event data being searched. 35  Note that query results can be returned to a client, a search
The search head 210 obtains extraction rules that specify head, or any other system component for further processing.
how to extract a value for certain fields from an event. In general, query results may include a set of one or more
Extraction rules can comprise regex rules that specify how events, a set of one or more values obtained from the events,
to extract values for the relevant fields. In addition to a subset of the values, statistics calculated based on the
specifying how to extract field values, the extraction rules 40 values, a report containing the values, or a visualization,
may also include instructions for deriving a field value by such as a graph or chart, generated from the values.
performing a function on a character string or value 2.8. Example Search Screen
retrieved by the extraction rule. For example, a transforma- FIG. 6A illustrates an example search screen 600 in
tion rule may truncate a character string, or convert the accordance with the disclosed embodiments. Search screen
character string into a different data format. In some cases, 45 600 includes a search bar 602 that accepts user input in the
the query itself can specify one or more extraction rules. form of a search string. It also includes a time range picker
The search head 210 can apply the extraction rules to 612 that enables the user to specify a time range for the
event data that it receives from indexers 206. Indexers 206 search. For “historical searches” the user can select a spe-
may apply the extraction rules to events in an associated data cific time range, or alternatively a relative time range, such
store 208. Extraction rules can be applied to all the events in 50 as “today,” “yesterday” or “last week.” For “real-time
a data store, or to a subset of the events that have been searches,” the user can select the size of a preceding time
filtered based on some criteria (e.g., event time stamp window to search for real-time events. Search screen 600
values, etc.). Extraction rules can be used to extract one or also initially displays a “data summary” dialog as is illus-
more values for a field from events by parsing the event data trated in FIG. 6B that enables the user to select different
and examining the event data for one or more patterns of 55 sources for the event data, such as by selecting specific hosts
characters, numbers, delimiters, etc., that indicate where the and log files.
field begins and, optionally, ends. After the search is executed, the search screen 600 in FIG.
FIG. 5 illustrates an example of raw machine data 6A can display the results through search results tabs 604,
received from disparate data sources. In this example, a user wherein search results tabs 604 includes: an “events tab”
submits an order for merchandise using a vendor’s shopping 60 that displays various information about events returned by
application program 501 running on the user’s system. In the search; a “statistics tab” that displays statistics about the
this example, the order was not delivered to the vendor’s search results; and a “visualization tab” that displays various
server due to a resource exception at the destination server visualizations of the search results. The events tab illustrated
that is detected by the middleware code 502. The user then in FIG. 6A displays a timeline graph 605 that graphically
sends a message to the customer support 503 to complain 65 illustrates the number of events that occurred in one-hour

about the order failing to complete. The three systems 501,
502, and 503 are disparate systems that do not have a

intervals over the selected time range. It also displays an
events list 608 that enables a user to view the raw data in
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each of the returned events. It additionally displays a fields
sidebar 606 that includes statistics about occurrences of
specific fields in the returned events, including “selected
fields” that are pre-selected by the user, and “interesting
fields” that are automatically selected by the system based
on pre-specified criteria.

2.9. Data Models

A data model is a hierarchically structured search-time
mapping of semantic knowledge about one or more datasets.
It encodes the domain knowledge necessary to build a
variety of specialized searches of those datasets. Those
searches, in turn, can be used to generate reports.

A data model is composed of one or more “objects” (or
“data model objects”) that define or otherwise correspond to
a specific set of data.

Objects in data models can be arranged hierarchically in
parent/child relationships. Each child object represents a
subset of the dataset covered by its parent object. The
top-level objects in data models are collectively referred to
as “root objects.”

Child objects have inheritance. Data model objects are
defined by characteristics that mostly break down into
constraints and attributes. Child objects inherit constraints
and attributes from their parent objects and have additional
constraints and attributes of their own. Child objects provide
away of filtering events from parent objects. Because a child
object always provides an additional constraint in addition to
the constraints it has inherited from its parent object, the
dataset it represents is always a subset of the dataset that its
parent represents.

For example, a first data model object may define a broad
set of data pertaining to e-mail activity generally, and
another data model object may define specific datasets
within the broad dataset, such as a subset of the e-mail data
pertaining specifically to e-mails sent. Examples of data
models can include electronic mail, authentication, data-
bases, intrusion detection, malware, application state, alerts,
compute inventory, network sessions, network traffic, per-
formance, audits, updates, vulnerabilities, etc. Data models
and their objects can be designed by knowledge managers in
an organization, and they can enable downstream users to
quickly focus on a specific set of data. For example, a user
can simply select an “e-mail activity” data model object to
access a dataset relating to e-mails generally (e.g., sent or
received), or select an “e-mails sent” data model object (or
data sub-model object) to access a dataset relating to e-mails
sent.

A data model object may be defined by (1) a set of search
constraints, and (2) a set of fields. Thus, a data model object
can be used to quickly search data to identify a set of events
and to identify a set of fields to be associated with the set of
events. For example, an “e-mails sent” data model object
may specity a search for events relating to e-mails that have
been sent, and specify a set of fields that are associated with
the events. Thus, a user can retrieve and use the “e-mails
sent” data model object to quickly search source data for
events relating to sent e-mails, and may be provided with a
listing of the set of fields relevant to the events in a user
interface screen.

A child of the parent data model may be defined by a
search (typically a narrower search) that produces a subset
of the events that would be produced by the parent data
model’s search. The child’s set of fields can include a subset
of'the set of fields of the parent data model and/or additional
fields. Data model objects that reference the subsets can be
arranged in a hierarchical manner, so that child subsets of
events are proper subsets of their parents. A user iteratively
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applies a model development tool (not shown in Fig.) to
prepare a query that defines a subset of events and assigns
an object name to that subset. A child subset is created by
further limiting a query that generated a parent subset. A
late-binding schema of field extraction rules is associated
with each object or subset in the data model.

Data definitions in associated schemas can be taken from
the common information model (CIM) or can be devised for
a particular schema and optionally added to the CIM. Child
objects inherit fields from parents and can include fields not
present in parents. A model developer can select fewer
extraction rules than are available for the sources returned
by the query that defines events belonging to a model.
Selecting a limited set of extraction rules can be a tool for
simplifying and focusing the data model, while allowing a
user flexibility to explore the data subset. Development of a
data model is further explained in U.S. Pat. Nos. 8,788,525
and 8,788,526, both entitled “DATA MODEL FOR
MACHINE DATA FOR SEMANTIC SEARCH”, both
issued on 22 Jul. 2014, U.S. Pat. No. 8,983,994, entitled
“GENERATION OF A DATA MODEL FOR SEARCHING
MACHINE DATA”, issued on 17 Mar., 2015, U.S. patent
application Ser. No. 14/611,232, entitled “GENERATION
OF ADATA MODEL APPLIED TO QUERIES”, filed on 31
Jan. 2015, and U.S. patent application Ser. No. 14/815,884,
entitled “GENERATION OF A DATA MODEL APPLIED
TO OBJECT QUERIES”, filed on 31 Jul. 2015, each of
which is hereby incorporated by reference in its entirety for
all purposes. See, also, Knowledge Manager Manual, Build
a Data Model, Splunk Enterprise 6.1.3 pp. 150-204 (Aug.
25, 2014).

A data model can also include reports. One or more report
formats can be associated with a particular data model and
be made available to run against the data model. A user can
use child objects to design reports with object datasets that
already have extraneous data pre-filtered out. In an embodi-
ment, the data intake and query system 108 provides the user
with the ability to produce reports (e.g., a table, chart,
visualization, etc.) without having to enter SPL, SQL, or
other query language terms into a search screen. Data
models are used as the basis for the search feature.

2.10. Acceleration Techniques

The above-described system provides significant flexibil-
ity by enabling a user to analyze massive quantities of
minimally processed data “on the fly” at search time instead
of storing pre-specified portions of the data in a database at
ingestion time. This flexibility enables a user to see valuable
insights, correlate data, and perform subsequent queries to
examine interesting aspects of the data that may not have
been apparent at ingestion time.

However, performing extraction and analysis operations
at search time can involve a large amount of data and require
a large number of computational operations, which can
cause delays in processing the queries. Advantageously,
SPLUNK® ENTERPRISE system employs a number of
unique acceleration techniques that have been developed to
speed up analysis operations performed at search time.
These techniques include: (1) performing search operations
in parallel across multiple indexers; (2) using a keyword
index; (3) using a high performance analytics store; and (4)
accelerating the process of generating reports. These novel
techniques are described in more detail below.

2.10.1. Aggregation Technique

To facilitate faster query processing, a query can be
structured such that multiple indexers perform the query in
parallel, while aggregation of search results from the mul-
tiple indexers is performed locally at the search head. For
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example, FIG. 7 illustrates how a search query 702 received
from a client at a search head 210 can split into two phases,
including: (1) subtasks 704 (e.g., data retrieval or simple
filtering) that may be performed in parallel by indexers 206
for execution, and (2) a search results aggregation operation
706 to be executed by the search head when the results are
ultimately collected from the indexers.

During operation, upon receiving search query 702, a
search head 210 determines that a portion of the operations
involved with the search query may be performed locally by
the search head. The search head modifies search query 702
by substituting “stats” (create aggregate statistics over
results sets received from the indexers at the search head)
with “prestats™ (create statistics by the indexer from local
results set) to produce search query 704, and then distributes
search query 704 to distributed indexers, which are also
referred to as “search peers.” Note that search queries may
generally specify search criteria or operations to be per-
formed on events that meet the search criteria. Search
queries may also specify field names, as well as search
criteria for the values in the fields or operations to be
performed on the values in the fields. Moreover, the search
head may distribute the full search query to the search peers
as illustrated in FIG. 4, or may alternatively distribute a
modified version (e.g., a more restricted version) of the
search query to the search peers. In this example, the
indexers are responsible for producing the results and send-
ing them to the search head. After the indexers return the
results to the search head, the search head aggregates the
received results 706 to form a single search result set. By
executing the query in this manner, the system effectively
distributes the computational operations across the indexers
while minimizing data transfers.

2.10.2. Keyword Index

As described above with reference to the flow charts in
FIG. 3 and FIG. 4, data intake and query system 108 can
construct and maintain one or more keyword indices to
quickly identify events containing specific keywords. This
technique can greatly speed up the processing of queries
involving specific keywords. As mentioned above, to build
a keyword index, an indexer first identifies a set of key-
words. Then, the indexer includes the identified keywords in
an index, which associates each stored keyword with refer-
ences to events containing that keyword, or to locations
within events where that keyword is located. When an
indexer subsequently receives a keyword-based query, the
indexer can access the keyword index to quickly identify
events containing the keyword.

2.10.3. High Performance Analytics Store

To speed up certain types of queries, some embodiments
of system 108 create a high performance analytics store,
which is referred to as a “summarization table,” that contains
entries for specific field-value pairs. Each of these entries
keeps track of instances of a specific value in a specific field
in the event data and includes references to events contain-
ing the specific value in the specific field. For example, an
example entry in a summarization table can keep track of
occurrences of the value “94107” in a “ZIP code” field of a
set of events and the entry includes references to all of the
events that contain the value “94107” in the ZIP code field.
This optimization technique enables the system to quickly
process queries that seek to determine how many events
have a particular value for a particular field. To this end, the
system can examine the entry in the summarization table to
count instances of the specific value in the field without
having to go through the individual events or perform data
extractions at search time. Also, if the system needs to

25

30

35

40

45

20

process all events that have a specific field-value combina-
tion, the system can use the references in the summarization
table entry to directly access the events to extract further
information without having to search all of the events to find
the specific field-value combination at search time.

In some embodiments, the system maintains a separate
summarization table for each of the above-described time-
specific buckets that stores events for a specific time range.
A bucket-specific summarization table includes entries for
specific field-value combinations that occur in events in the
specific bucket. Alternatively, the system can maintain a
separate summarization table for each indexer. The indexer-
specific summarization table includes entries for the events
in a data store that are managed by the specific indexer.
Indexer-specific summarization tables may also be bucket-
specific.

The summarization table can be populated by running a
periodic query that scans a set of events to find instances of
a specific field-value combination, or alternatively instances
of all field-value combinations for a specific field. A periodic
query can be initiated by a user, or can be scheduled to occur
automatically at specific time intervals. A periodic query can
also be automatically launched in response to a query that
asks for a specific field-value combination.

In some cases, when the summarization tables may not
cover all of the events that are relevant to a query, the system
can use the summarization tables to obtain partial results for
the events that are covered by summarization tables, but may
also have to search through other events that are not covered
by the summarization tables to produce additional results.
These additional results can then be combined with the
partial results to produce a final set of results for the query.
The summarization table and associated techniques are
described in more detail in U.S. Pat. No. 8,682,925, entitled
“DISTRIBUTED HIGH PERFORMANCE ANALYTICS
STORE”, issued on 25 Mar. 2014, U.S. patent application
Ser. No. 14/170,159, entitled “SUPPLEMENTING A HIGH
PERFORMANCE ANALYTICS STORE WITH EVALUA-
TION OF INDIVIDUAL EVENTS TO RESPOND TO AN
EVENT QUERY”, filed on 31 Jan. 2014, and U.S. patent
application Ser. No. 14/815,973, entitled “STORAGE
MEDIUM AND CONTROL DEVICE”, filed on 21 Feb.
2014, each of which is hereby incorporated by reference in
its entirety.

2.10.4. Accelerating Report Generation

In some embodiments, a data server system such as the
SPLUNK® ENTERPRISE system can accelerate the pro-
cess of periodically generating updated reports based on
query results. To accelerate this process, a summarization
engine automatically examines the query to determine
whether generation of updated reports can be accelerated by
creating intermediate summaries. If reports can be acceler-
ated, the summarization engine periodically generates a
summary covering data obtained during a latest non-over-
lapping time period. For example, where the query seeks
events meeting a specified criteria, a summary for the time
period includes only events within the time period that meet
the specified criteria. Similarly, if the query secks statistics
calculated from the events, such as the number of events that
match the specified criteria, then the summary for the time
period includes the number of events in the period that
match the specified criteria.

In addition to the creation of the summaries, the summa-
rization engine schedules the periodic updating of the report
associated with the query. During each scheduled report
update, the query engine determines whether intermediate
summaries have been generated covering portions of the
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time period covered by the report update. If so, then the
report is generated based on the information contained in the
summaries. Also, if additional event data has been received
and has not yet been summarized, and is required to generate
the complete report, the query can be run on this additional
event data. Then, the results returned by this query on the
additional event data, along with the partial results obtained
from the intermediate summaries, can be combined to gen-
erate the updated report. This process is repeated each time
the report is updated. Alternatively, if the system stores
events in buckets covering specific time ranges, then the
summaries can be generated on a bucket-by-bucket basis.
Note that producing intermediate summaries can save the
work involved in re-running the query for previous time
periods, so advantageously only the newer event data needs
to be processed while generating an updated report. These
report acceleration techniques are described in more detail in
U.S. Pat. No. 8,589,403, entitled “COMPRESSED JOUR-
NALING IN EVENT TRACKING FILES FOR META-
DATA RECOVERY AND REPLICATION”, issued on 19
Nov. 2013, U.S. Pat. No. 8,412,696, entitled “REAL TIME
SEARCHING AND REPORTING”, issued on 2 Apr. 2011,
and U.S. Pat. Nos. 8,589,375 and 8,589,432, both also
entitled “REAL TIME SEARCHING AND REPORTING”,
both issued on 19 Nov. 2013, each of which is hereby
incorporated by reference in its entirety.

2.11. Cloud-Based System Overview

The example data intake and query system 108 described
in reference to FIG. 2 comprises several system components,
including one or more forwarders, indexers, and search
heads. In some environments, a user of a data intake and
query system 108 may install and configure, on computing
devices owned and operated by the user, one or more
software applications that implement some or all of these
system components. For example, a user may install a
software application on server computers owned by the user
and configure each server to operate as one or more of a
forwarder, an indexer, a search head, etc. This arrangement
generally may be referred to as an “on-premises” solution.
That is, the system 108 is installed and operates on com-
puting devices directly controlled by the user of the system.
Some users may prefer an on-premises solution because it
may provide a greater level of control over the configuration
of certain aspects of the system (e.g., security, privacy,
standards, controls, etc.). However, other users may instead
prefer an arrangement in which the user is not directly
responsible for providing and managing the computing
devices upon which various components of system 108
operate.

In one embodiment, to provide an alternative to an
entirely on-premises environment for system 108, one or
more of the components of a data intake and query system
instead may be provided as a cloud-based service. In this
context, a cloud-based service refers to a service hosted by
one more computing resources that are accessible to end
users over a network, for example, by using a web browser
or other application on a client device to interface with the
remote computing resources. For example, a service pro-
vider may provide a cloud-based data intake and query
system by managing computing resources configured to
implement various aspects of the system (e.g., forwarders,
indexers, search heads, etc.) and by providing access to the
system to end users via a network. Typically, a user may pay
a subscription or other fee to use such a service. Each
subscribing user of the cloud-based service may be provided
with an account that enables the user to configure a custom-
ized cloud-based system based on the user’s preferences.
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FIG. 8 illustrates a block diagram of an example cloud-
based data intake and query system. Similar to the system of
FIG. 2, the networked computer system 800 includes input
data sources 202 and forwarders 204. These input data
sources and forwarders may be in a subscriber’s private
computing environment. Alternatively, they might be
directly managed by the service provider as part of the cloud
service. In the example system 800, one or more forwarders
204 and client devices 802 are coupled to a cloud-based data
intake and query system 806 via one or more networks 804.
Network 804 broadly represents one or more [LANs, WANSs,
cellular networks, intranetworks, internetworks, etc., using
any of wired, wireless, terrestrial microwave, satellite links,
etc., and may include the public Internet, and is used by
client devices 802 and forwarders 204 to access the system
806. Similar to the system of 108, each of the forwarders 204
may be configured to receive data from an input source and
to forward the data to other components of the system 806
for further processing.

In an embodiment, a cloud-based data intake and query
system 806 may comprise a plurality of system instances
808. In general, each system instance 808 may include one
or more computing resources managed by a provider of the
cloud-based system 806 made available to a particular
subscriber. The computing resources comprising a system
instance 808 may, for example, include one or more servers
or other devices configured to implement one or more
forwarders, indexers, search heads, and other components of
a data intake and query system, similar to system 108. As
indicated above, a subscriber may use a web browser or
other application of a client device 802 to access a web
portal or other interface that enables the subscriber to
configure an instance 808.

Providing a data intake and query system as described in
reference to system 108 as a cloud-based service presents a
number of challenges. Each of the components of a system
108 (e.g., forwarders, indexers and search heads) may at
times refer to various configuration files stored locally at
each component. These configuration files typically may
involve some level of user configuration to accommodate
particular types of data a user desires to analyze and to
account for other user preferences. However, in a cloud-
based service context, users typically may not have direct
access to the underlying computing resources implementing
the various system components (e.g., the computing
resources comprising each system instance 808) and may
desire to make such configurations indirectly, for example,
using one or more web-based interfaces. Thus, the tech-
niques and systems described herein for providing user
interfaces that enable a user to configure source type defi-
nitions are applicable to both on-premises and cloud-based
service contexts, or some combination thereof (e.g., a hybrid
system where both an on-premises environment such as
SPLUNK® ENTERPRISE and a cloud-based environment
such as SPLUNK CLOUD[] are centrally visible).

2.12. Searching Externally Archived Data

FIG. 9 shows a block diagram of an example of a data
intake and query system 108 that provides transparent search
facilities for data systems that are external to the data intake
and query system. Such facilities are available in the
HUNK® system provided by Splunk Inc. of San Francisco,
Calif. HUNK® represents an analytics platform that enables
business and IT teams to rapidly explore, analyze, and
visualize data in Hadoop and NoSQL data stores.

The search head 210 of the data intake and query system
receives search requests from one or more client devices 904
over network connections 920. As discussed above, the data
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intake and query system 108 may reside in an enterprise
location, in the cloud, etc. FIG. 9 illustrates that multiple
client devices 904a, 9045, . . . , 904z may communicate with
the data intake and query system 108. The client devices 904
may communicate with the data intake and query system
using a variety of connections. For example, one client
device in FIG. 9 is illustrated as communicating over an
Internet (Web) protocol, another client device is illustrated
as communicating via a command line interface, and another
client device is illustrated as communicating via a system
developer kit (SDK).

The search head 210 analyzes the received search request
to identify request parameters. If a search request received
from one of the client devices 904 references an index
maintained by the data intake and query system, then the
search head 210 connects to one or more indexers 206 of the
data intake and query system for the index referenced in the
request parameters. That is, if the request parameters of the
search request reference an index, then the search head
accesses the data in the index via the indexer. The data intake
and query system 108 may include one or more indexers
206, depending on system access resources and require-
ments. As described further below, the indexers 206 retrieve
data from their respective local data stores 208 as specified
in the search request. The indexers and their respective data
stores can comprise one or more storage devices and typi-
cally reside on the same system, though they may be
connected via a local network connection.

If the request parameters of the received search request
reference an external data collection, which is not accessible
to the indexers 206 or under the management of the data
intake and query system, then the search head 210 can
access the external data collection through an External
Result Provider (ERP) process 910. An external data col-
lection may be referred to as a “virtual index” (plural,
“virtual indices”). An ERP process provides an interface
through which the search head 210 may access virtual
indices.

Thus, a search reference to an index of the system relates
to a locally stored and managed data collection. In contrast,
a search reference to a virtual index relates to an externally
stored and managed data collection, which the search head
may access through one or more ERP processes 910, 912.
FIG. 9 shows two ERP processes 910, 912 that connect to
respective remote (external) virtual indices, which are indi-
cated as a Hadoop or another system 914 (e.g., Amazon S3,
Amazon EMR, other Hadoop Compatible File Systems
(HCFS), etc.) and a relational database management system
(RDBMS) 916. Other virtual indices may include other file
organizations and protocols, such as Structured Query Lan-
guage (SQL) and the like. The ellipses between the ERP
processes 910, 912 indicate optional additional ERP pro-
cesses of the data intake and query system 108. An ERP
process may be a computer process that is initiated or
spawned by the search head 210 and is executed by the
search data intake and query system 108. Alternatively or
additionally, an ERP process may be a process spawned by
the search head 210 on the same or different host system as
the search head 210 resides.

The search head 210 may spawn a single ERP process in
response to multiple virtual indices referenced in a search
request, or the search head may spawn different ERP pro-
cesses for different virtual indices. Generally, virtual indices
that share common data configurations or protocols may
share ERP processes. For example, all search query refer-
ences to a Hadoop file system may be processed by the same
ERP process, if the ERP process is suitably configured.
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Likewise, all search query references to an SQL database
may be processed by the same ERP process. In addition, the
search head may provide a common ERP process for com-
mon external data source types (e.g., a common vendor may
utilize a common ERP process, even if the vendor includes
different data storage system types, such as Hadoop and
SQL). Common indexing schemes also may be handled by
common ERP processes, such as flat text files or Weblog
files.

The search head 210 determines the number of ERP
processes to be initiated via the use of configuration param-
eters that are included in a search request message. Gener-
ally, there is a one-to-many relationship between an external
results provider “family” and ERP processes. There is also
a one-to-many relationship between an ERP process and
corresponding virtual indices that are referred to in a search
request. For example, using RDBMS, assume two indepen-
dent instances of such a system by one vendor, such as one
RDBMS for production and another RDBMS used for
development. In such a situation, it is likely preferable (but
optional) to use two ERP processes to maintain the inde-
pendent operation as between production and development
data. Both of the ERPs, however, will belong to the same
family, because the two RDBMS system types are from the
same vendor.

The ERP processes 910, 912 receive a search request from
the search head 210. The search head may optimize the
received search request for execution at the respective
external virtual index. Alternatively, the ERP process may
receive a search request as a result of analysis performed by
the search head or by a different system process. The ERP
processes 910, 912 can communicate with the search head
210 via conventional input/output routines (e.g., standard
in/standard out, etc.). In this way, the ERP process receives
the search request from a client device such that the search
request may be efficiently executed at the corresponding
external virtual index.

The ERP processes 910, 912 may be implemented as a
process of the data intake and query system. Each ERP
process may be provided by the data intake and query
system, or may be provided by process or application
providers who are independent of the data intake and query
system. Each respective ERP process may include an inter-
face application installed at a computer of the external result
provider that ensures proper communication between the
search support system and the external result provider. The
ERP processes 910, 912 generate appropriate search
requests in the protocol and syntax of the respective virtual
indices 914, 916, each of which corresponds to the search
request received by the search head 210. Upon receiving
search results from their corresponding virtual indices, the
respective ERP process passes the result to the search head
210, which may return or display the results or a processed
set of results based on the returned results to the respective
client device.

Client devices 904 may communicate with the data intake
and query system 108 through a network interface 920, e.g.,
one or more LANs, WANS, cellular networks, intranetworks,
and/or internetworks using any of wired, wireless, terrestrial
microwave, satellite links, etc., and may include the public
Internet.

The analytics platform utilizing the External Result Pro-
vider process described in more detail in U.S. Pat. No.
8,738,629, entitled “EXTERNAL RESULT PROVIDED
PROCESS FOR RETRIEVING DATA STORED USING A
DIFFERENT CONFIGURATION OR PROTOCOL”,
issued on 27 May 2014, U.S. Pat. No. 8,738,587, entitled
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“PROCESSING A SYSTEM SEARCH REQUEST BY
RETRIEVING RESULTS FROM BOTH A NATIVE
INDEX AND A VIRTUAL INDEX?”, issued on 25 Jul. 2013,
U.S. patent application Ser. No. 14/266,832, entitled “PRO-
CESSING A SYSTEM SEARCH REQUEST ACROSS
DISPARATE DATA COLLECTION SYSTEMS?”, filed on 1
May 2014, and U.S. patent application Ser. No. 14/449,144,
entitled “PROCESSING A SYSTEM SEARCH REQUEST
INCLUDING EXTERNAL DATA SOURCES?”, filed on 31
Jul. 2014, each of which is hereby incorporated by reference
in its entirety for all purposes.
2.12.1. ERP Process Features

The ERP processes described above may include two
operation modes: a streaming mode and a reporting mode.
The ERP processes can operate in streaming mode only, in
reporting mode only, or in both modes simultaneously.
Operating in both modes simultaneously is referred to as
mixed mode operation. In a mixed mode operation, the ERP
at some point can stop providing the search head with
streaming results and only provide reporting results there-
after, or the search head at some point may start ignoring
streaming results it has been using and only use reporting
results thereafter.

The streaming mode returns search results in real time,
with minimal processing, in response to the search request.
The reporting mode provides results of a search request with
processing of the search results prior to providing them to
the requesting search head, which in turn provides results to
the requesting client device. ERP operation with such mul-
tiple modes provides greater performance flexibility with
regard to report time, search latency, and resource utiliza-
tion.

In a mixed mode operation, both streaming mode and
reporting mode are operating simultaneously. The streaming
mode results (e.g., the raw data obtained from the external
data source) are provided to the search head, which can then
process the results data (e.g., break the raw data into events,
timestamp it, filter it, etc.) and integrate the results data with
the results data from other external data sources, and/or from
data stores of the search head. The search head performs
such processing and can immediately start returning interim
(streaming mode) results to the user at the requesting client
device; simultaneously, the search head is waiting for the
ERP process to process the data it is retrieving from the
external data source as a result of the concurrently executing
reporting mode.

In some instances, the ERP process initially operates in a
mixed mode, such that the streaming mode operates to
enable the ERP quickly to return interim results (e.g., some
of the raw or unprocessed data necessary to respond to a
search request) to the search head, enabling the search head
to process the interim results and begin providing to the
client or search requester interim results that are responsive
to the query. Meanwhile, in this mixed mode, the ERP also
operates concurrently in reporting mode, processing por-
tions of raw data in a manner responsive to the search query.
Upon determining that it has results from the reporting mode
available to return to the search head, the ERP may halt
processing in the mixed mode at that time (or some later
time) by stopping the return of data in streaming mode to the
search head and switching to reporting mode only. The ERP
at this point starts sending interim results in reporting mode
to the search head, which in turn may then present this
processed data responsive to the search request to the client
or search requester. Typically the search head switches from
using results from the ERP’s streaming mode of operation to
results from the ERP’s reporting mode of operation when
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the higher bandwidth results from the reporting mode out-
strip the amount of data processed by the search head in
the[streaming mode of ERP operation.

A reporting mode may have a higher bandwidth because
the ERP does not have to spend time transferring data to the
search head for processing all the raw data. In addition, the
ERP may optionally direct another processor to do the
processing.

The streaming mode of operation does not need to be
stopped to gain the higher bandwidth benefits of a reporting
mode; the search head could simply stop using the streaming
mode results—and start using the reporting mode results—
when the bandwidth of the reporting mode has caught up
with or exceeded the amount of bandwidth provided by the
streaming mode. Thus, a variety of triggers and ways to
accomplish a search head’s switch from using streaming
mode results to using reporting mode results may be appre-
ciated by one skilled in the art.

The reporting mode can involve the ERP process (or an
external system) performing event breaking, time stamping,
filtering of events to match the search query request, and
calculating statistics on the results. The user can request
particular types of data, such as if the search query itself
involves types of events, or the search request may ask for
statistics on data, such as on events that meet the search
request. In either case, the search head understands the query
language used in the received query request, which may be
a proprietary language. One examplary query language is
Splunk Processing Language (SPL) developed by the
assignee of the application, Splunk Inc. The search head
typically understands how to use that language to obtain data
from the indexers, which store data in a format used by the
SPLUNK® Enterprise system.

The ERP processes support the search head, as the search
head is not ordinarily configured to understand the format in
which data is stored in external data sources such as Hadoop
or SQL data systems. Rather, the ERP process performs that
translation from the query submitted in the search support
system’s native format (e.g., SPL if SPLUNK® ENTER-
PRISE is used as the search support system) to a search
query request format that will be accepted by the corre-
sponding external data system. The external data system
typically stores data in a different format from that of the
search support system’s native index format, and it utilizes
a different query language (e.g., SQL or MapReduce, rather
than SPL or the like).

As noted, the ERP process can operate in the streaming
mode alone. After the ERP process has performed the
translation of the query request and received raw results
from the streaming mode, the search head can integrate the
returned data with any data obtained from local data sources
(e.g., native to the search support system), other external
data sources, and other ERP processes (if such operations
were required to satisfy the terms of the search query). An
advantage of mixed mode operation is that, in addition to
streaming mode, the ERP process is also executing concur-
rently in reporting mode. Thus, the ERP process (rather than
the search head) is processing query results (e.g., performing
event breaking, timestamping, filtering, possibly calculating
statistics if required to be responsive to the search query
request, etc.). It should be apparent to those skilled in the art
that additional time is needed for the ERP process to perform
the processing in such a configuration. Therefore, the
streaming mode will allow the search head to start returning
interim results to the user at the client device before the ERP
process can complete sufficient processing to start returning
any search results. The switchover between streaming and
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reporting mode happens when the ERP process determines
that the switchover is appropriate, such as when the ERP
process determines it can begin returning meaningful results
from its reporting mode.

The operation described above illustrates the source of
operational latency: streaming mode has low latency (imme-
diate results) and usually has relatively low bandwidth
(fewer results can be returned per unit of time). In contrast,
the concurrently running reporting mode has relatively high

28

ment. In the case of a private network (e.g., a corporate
intranet), at least parts of the various described systems can
be implemented at a strategic location (e.g., a router or a
gateway coupled to an administrator’s computer console)
that can monitor or control the network traffic within the
private intranet. In the case of cloud-based application where
an organization may rely on Internet-based computer servers
for data storage and data processing, at least parts of the
various described systems can be implemented at, for

latency (it has to perform a lot more processing before 10 example, the cloud-based servers. Additionally or alterna-
returning any results) and usually has relatively high band- tively, the various described systems can be implemented in
width (more results can be processed per unit of time). For a private network but nonetheless receive/monitor events
example, when the ERP process does begin returning report that occur on the cloud-based servers. In some embodi-
results, it returns more processed results than in the stream- ments, the various described systems can monitor a hybrid
ing mode, because, e.g., statistics only need to be calculated 15 of both intranet and cloud-based network traffic.
to be responsive to the search request. That is, the ERP In this description, an “anomaly” is defined as a detected
process doesn’t have to take time to first return raw data to or identified variation from an expected pattern of activity
the search head. As noted, the ERP process could be on the part of an entity associated with an information
configured to operate in streaming mode alone and return technology environment, which may or may not constitute a
just the raw data for the search head to process in a way that 20 threat. This entity activity that departs from expected pat-
is responsive to the search request. Alternatively, the ERP terns of activity can be referred to as “anomalous activity.”
process can be configured to operate in the reporting mode For example, an anomaly may include an event or set of
only. Also, the ERP process can be configured to operate in events of possible concern that may be actionable or warrant
streaming mode and reporting mode concurrently, as further investigation. Examples of anomalies include
described, with the ERP process stopping the transmission 25 alarms, blacklisted applications/domains/IP addresses,
of streaming results to the search head when the concur- domain name anomalies, excessive uploads or downloads,
rently running reporting mode has caught up and started website attacks, land speed violations, machine generated
providing results. The reporting mode does not require the beacons, login errors, multiple outgoing connections,
processing of all raw data that is responsive to the search unusual activity time/sequence/file access/network activity,
query request before the ERP process starts returning results; 30 etc.
rather, the reporting mode usually performs processing of An anomaly or a set of anomalies can be evaluated and
chunks of events and returns the processing results to the may result in a determination of a threat indicator or a threat.
search head for each chunk. A threat is an interpretation of one or more anomalies or
For example, an ERP process can be configured to merely threat indicators. Threat indicators and threats are escala-
return the contents of a search result file verbatim, with little 35 tions of events of concern. Examples of threats include data
or no processing of results. That way, the search head exfiltration (e.g., by compromised account, by malware, or
performs all processing (such as parsing byte streams into by a suspicious user or device), public-facing website attack,
events, filtering, etc.). The ERP process can be configured to suspicious behavior by an insider, and breach of a rule (e.g.
perform additional intelligence, such as analyzing the search access by a blacklisted user or an unauthorized file transfer).
request and handling all the computation that a native search 40 Like an anomaly, a threat can be associated with one or more
indexer process would otherwise perform. In this way, the entities, including users, devices, and applications.
configured ERP process provides greater flexibility in fea- 2.13.1 Security System
tures while operating according to desired preferences, such FIG. 10 illustrates a high level view of an architecture
as response latency and resource requirements. 1000 of an example network security system 120 that may
2.13. Security Features 45 be part of the networked computer system 100 described
Various types of networks and enterprises can be suscep- with respect to FIG. 1. Note that in FIG. 1, the network
tible to attacks, in some cases, by users with trusted access. security system 120 is show as separate from data intake and
Such attacks often go undetected by existing security prod- query system 108 for illustrative purposes, however it shall
ucts and systems. Indeed, traditional security products often be appreciated that their respective functionalities may be
suffer from various limitations, including the inability to 50 combined into fewer or more systems than as shown. In
detect unknown threats and insider threats, as well as the some embodiments systems 108 and 120 may be imple-
inability to scale or process huge amount of data. Whether mented at a single computing device or distributed across
access is obtained by using compromised accounts/systems multiple network-connected computing devices. Similarly,
or by leveraging existing privileges to conduct malicious the respective functionalities of systems 108 and 120 may be
activities, attackers often do not need to employ additional 55 implemented as one or more services by one or more service
malware which might otherwise present an easily detected providers. These services may be accessible to end-users via
presence in the target system or network. Accordingly, any of client applications 110 or host applications 114. For
attacks which rely on the use of seemingly valid access are example, in some embodiments, services associated with
difficult to detect, identify, and correct or remediate in a systems 108 and 120 may be offered by a single service
timely manner. 60 provider as part of an integrated network security platform.
Machine-learning based network security systems can In FIG. 10, a cloud computing infrastructure is shown,
perform user behavioral analytics (UBA), or more generally represented in part by a virtualization layer 1004. Various
user/entity behavioral analytics (UEBA), to detect security cloud computing operating systems or platforms, such as
related anomalies and threats, regardless of whether such OpenStack™, VMware™, Amazon Web Services™,
anomalies and threats are previously known or unknown. 65 Google Cloud™, or the like, may be employed in virtual-

Such network security systems can be deployed at any of
various locations in a an information technology environ-

ization layer 1004 to create public clouds or private clouds.
Generally speaking, these cloud computing operating sys-
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tems and others permit processing and storage to be imple-
mented on top of a set of shared resources. Among its many
advantages, cloud computing permits or facilitates redun-
dancy, fault tolerance, easy scalability, low implementation
cost and freedom from geographic restrictions.

Above the virtualization layer 1004, a software frame-
work layer 1006 implements the software services executing
on the virtualization layer 1004. Examples of such software
services include open-source software such as Apache
Hadoop™, Apache Spark™, and Apache Storm™ Apache
Hadoop™ is an example of an open-source software frame-
work for distributed storage and distributed processing of
very large data sets on computer clusters built from com-
modity hardware. Apache Storm™ is an example of a
distributed real-time computation engine that processes data
stream record-by-record. Apache Spark™ is an example of
a large-scale data processing engine that collects events
together for processing in batches. These are only examples
of software that may be employed in implementations of the
software framework layer 606.

A security intelligence layer 1022 implements a security
semantic layer 1008, a machine learning layer 1010, and a
rules layer 1012. The security semantic layer 1008 can
perform the extract, transform, and load (ETL) functions
that prepare the incoming event data for further processing
by downstream consumers. Note that the term ETL here is
used in an illustrative sense to facilitate understanding, as
the ETL stage described herein may include functionality in
addition to or different from traditional ETL techniques. The
machine learning layer 1010 represents one of the consum-
ers of the data output of the security semantic layer 1008.
The rules layer 1012 represents another possible consumer
of data output from the security semantic layer 608. In an
example, event data may be received by the security seman-
tic layer 1008, and prepared (or “pre-processed”) to be
further processed by the machine learning layer 1010 or
rules layer 1012.

Above the security intelligence layer 1022 is an applica-
tion layer 1014. The application layer 1014 represents the
layer in which application software modules may be imple-
mented. For example, applications part of application layer
1014 may be implemented as one or more client applications
110 or host applications 114 described with respect to FIG.
1. In an example, the output of the rules layer 1012 include
anomalies and the output of the machine learning layer 1010
includes anomalies, threat indicators, or threats. This output
may be analyzed by the various applications such as a threat
detection application 1016, a security analytics application
1018 or other applications 1020. Also, in some embodiments
users may provide input via applications in the applications
layer to specify rules in the rules layer 1012 or modify
machine learning algorithms in the machine learning layer
1010. An example of an applications that may be imple-
mented in the applications layer 1014 is the Splunk® App
for Enterprise Security (described below). These layers,
modules and their operation will be discussed in greater
detail below

FIG. 11 shows a conceptual view of the processing of data
within network security system 120, according to some
embodiments. A receive data block 1102 represents a logical
component in which event data and other data are received
from one or more data sources. In an example, receive data
block 1102 includes application programming interfaces
(APIs) for communicating with various data sources. An
ETL block 1104 is the data preparation component in which
data received from the receive data block 1102 is pre-
processed, for example, by adding data or metadata to the
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event data (a process interchangeably called decoration,
enrichment or annotation herein), or otherwise prepared, to
allow more effective consumption by downstream data
consumers (e.g., machine learning models).

The enriched event data from the ETL block 1104 is then
provided to a real-time analyzer 1110 over a real-time
processing path 1112 for detecting anomalies, threat indica-
tors and threats. Output 1114 from the real-time analyzer
1110 is provided for action by the human operator, in certain
embodiments. It should be noted that the real-time analyzer
1110 operates in real-time by analyzing event data as the
event data received by the security system 120.

The event data from the ETL block 1104 is also provided
to a batch analyzer 1140 over a batch processing path 1142
for detecting anomalies, threat indicators and threats. How-
ever, while the event data is provided to the real-time
analyzer 1110 in an unbounded, streaming, record-by-record
manner, it is provided to the batch analyzer in the form of
batches of event data (i.e., where each batch of event data
contains a collection of events that arrived over the batch
period). Because the batch analyzer 1140 processes data in
batch mode instead of in real-time, in addition to the event
data that the real-time analyzer 1110 receives, the batch
analyzer 1140 can receive additional historical event data
from the security platforms, prior analysis (including the
analysis results, the model states, and the supporting data)
from the real-time analyzer 1110 (e.g., through a model
management component 1160), or prior analysis from other
analyzers (real-time or batch) implemented elsewhere in the
same or other networks.

Machine learning models are employed to evaluate and
analyze data in certain embodiments, that is not necessarily
the case in every embodiment. In some cases, the security
platform may also adapt more appropriately or more effi-
ciently to the environment by using a combination of other
suitable forms of analysis, including rule-based analysis,
algorithm-based analysis, statistical analysis, etc. For
example, as previously described, in some embodiments,
anomalies detected using rule-based analysis can be input
and combined with anomalies detected using the real time
analyzer 1110 or batch analyzer 1140 to detect threat indi-
cators or threats.

FIG. 12 illustrates an example of an overall architecture
1200 of a network security system 120. Data sources 1202
represent various data sources that provide data including
events (e.g. machine data) and other data, to be analyzed for
anomalies and threats. The incoming data can include event
data represents events that take place in the network envi-
ronment. For example, data source 1204 is a source of data
pertaining to logs including, for example, user log-ins and
other access events. These records may be generated from
operational (e.g., network routers) and security systems
(e.g., firewalls or security software products). Data source
1206 is a source of data from different types of applications,
including software as a service (e.g., Box™). Data source
1206 may use different mechanisms for transmitting the
event data, including a push mechanism, a pull mechanism,
or a hybrid mechanism. Other data sources which may fall
into the data source 1206 category include human resource
systems, accounting systems, customer relation databases,
and the like. Data source 1208 is a source of network
management or analyzer data (e.g., event data related to
traffic on a node, a link, a set of nodes, or a set of links). The
network management or analyzer data may be obtained from
various network operating systems and protocols, such as
Cisco Netflow™. The data sources mentioned here are only
examples, as other suitable data sources may also be used.
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The data sources 1202 provide data to data receivers
1210, which implement various APIs and connectors to
receive (or retrieve, depending on the mechanism) the data
for the security system 120. The data receivers 1210 may
also optionally filter some of the data. For example, to
reduce the workload of the security system, a business rule
may be set to state that all query events to “www.google-
.com” should be filtered out as not interesting (e.g., this type
of access is determined not to represent any security threat).
Technologies employed to implement the data receiver 1210
may include Flume™ and REST™. Flume™ is an open-
source distributed service for collecting, aggregating, and
moving large amounts of log data. REST™ is an interface
for accessing large databases.

The received data can then be provided via a channel 1214
to a semantic processor (or data preparation stage) 1216,
which in certain embodiments performs, among other func-
tions, ETL functions. In particular, the semantic processor
1216 may perform parsing of the incoming event data,
enrichment (also called decoration or annotation) of the
event data with certain information, and optionally, filtering
the event data. The semantic processor 1216 introduced here
is particularly useful when data received from the various
data sources through data receiver 1210 is in different
formats, in which case the semantic processor 1216 can
prepare the data for more efficient downstream utilization
(including, for example, by an event processing engine)
while avoiding binding the unstructured data into any par-
ticular type of data structure.

A parser in the semantic processor 1216 may parse the
various fields of received event data representing an event
(e.g., a record related to a log-in event). An identity reso-
Iution (IR) component (not shown in FIG. 12) may be
optionally provided within the semantic processor 1216 to
correlate IP addresses with users, for example. This corre-
lation permits the security system 120 to make certain
assumptions about the relationship between an IP address
and a user so that, if any event data arrives from that IP
address in the future, an assumption regarding which user is
associated with that IP address may be made. In some
implementations, the event data pertaining to that IP address
may be annotated with the identity of the user. Technology
used to implement the data preparation functions of the
semantic processor 1216 may include Redis™

An optional filter attribution block 1222 in the semantic
processor 1216 removes certain pre-defined events. The
attribution filter 1222 in the semantic processor 1216 may
further remove events that need not be processed by the
security system 120. An example of such an event is an
internal data transfer that occurs between two IP addresses
as part of a regular file backup. In some embodiments, the
functions of semantic processor 1216 are configurable by a
configuration file to permit easy updating or adjusting.
Examples of configurable properties of the semantic pro-
cessor 1216 include how to (i) parse events, (ii) correlate
between users and IP address, or (iii) correlate between one
attribute with another attribute in the event data or an
external attribute. The configuration file can also adjust filter
parameters and other parameters in the semantic processor
1216.

Data processed by the semantic processor 1216 is sent to
a distribution block 1220. The distribution block 1220 can
be a messaging mechanism to distribute data to one or both
of the real-time processing path and the batch processing
path. The real-time processing path is entered via the right-
facing arrow extending from the distribution block 1220,
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whereas the batch processing path is entered via arrow 1288
extending downward from the distribution block 1220.

The real-time processing path includes an analysis mod-
ule 1230 that receives data from the distribution block 1220.
The analysis module 1230 analyzes the data in real-time to
detect anomalies, threat indicators, and threats. In certain
embodiments, the aforementioned Storm™ platform may be
employed to implement the analysis module 1230. In other
embodiments, the analysis module could be implemented by
using Apache Spark Streaming.

These anomalies, threat indicators and threats may be
provided to a user interface (UI) system 1250 for review by
a human operator 1252. User interface 1250 may be pro-
vided via nay number of applications or other systems. For
example, in an embodiment, anomaly, threat, and threat
indicator data is output for display via a UI at an enterprise
security application (e.g. Splunk® App for Enterprise Secu-
rity—described below). As an example, a visualization map
and a threat alert may be presented to the human operator
1252 for review and possible action. The output of the
analysis module 1230 may also automatically trigger actions
such as terminating access by a user, terminating file trans-
fer, or any other action that may neutralize the detected
threats. In certain embodiments, only notification is pro-
vided from the analysis module 1230 to the UI system 1250
for review by the human operator 1252. The event data that
underlies those notifications or that gives rise to the detec-
tion made by the analysis module 1230 are persistently
stored in a database 1278. If the human operator decides to
investigate a particular notification, he or she may access
from database 1278 the event data (including raw event data
and any associated information) that supports the anomalies
or threat detection. On the other hand, if the threat detection
is a false positive, the human operator 1252 may so indicate
upon being presented with the anomaly or the threat. The
rejection of the analysis result may also be provided to the
database 1278. The operator feedback information (e.g.,
whether an alarm is accurate or false) may be employed to
update the model to improve future evaluation.

Arrow 1260 represents the storing of data supporting the
analysis of the anomalies and threats in the real-time path.
For example, the anomalies and threats as well as the event
data that gives rise to detection of the anomalies and threats
may be stored in database 1278 (e.g., an SQL store) using a
path represented by the arrow 1260. Additional information
such as the version of the models, the identification of the
models used, and the time that the detection is made, may
also be stored.

The human operator 1252 may review additional infor-
mation in response to the notification presented by the Ul
system 1250. The data supporting the analysis of the anoma-
lies and threats may be retrieved from database 1278 via an
access layer 1264. Arrow 1262 represents a data retrieval
request via the access layer 1264 to one or more of databases
1270, 1272, 1274 and 1278. In some embodiments, event
data associated with stored anomalies, threats, and threat
indicators may be retrieved from a data intake and security
query system 108 in response to a query transmitted to
search head 210. The data served up by the databases can be
provided to the Ul 1250 by means of data pathway 1280.
The access layer 1264 includes the APIs for accessing the
various databases and the user interfaces in the UI 1250. For
example, block 1266A represents the API for accessing the
HBase or HDFS (Hadoop File Service) databases. Block
1266B represents the various APIs compatible for accessing
servers implementing sockets.io or node.js servers. SQL API
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1266C represents the API for accessing the SQL data store
1278, which stores data pertaining to the detected threats and
anomalies.

Line 1268 is a conceptual line that separates the batch
processing path (below line 868) from the real-time pro-
cessing path (above line 1268). The infrastructure which
may operate in batch mode includes the SQL store 1278 that
stores information accessible by scripted query language
(SQL), a time series database 1270 that represents the
database for storing time stamped data, an HBase 1272 that
can be an open-source, distributed, non-relational database
system on which databases (e.g., the time serious database
1270) can be implemented, and a GraphDB database 1274
that stores security graphs 1292, which may be based on
relationship graphs generated from events. In some embodi-
ments, the GraphDB database 1274 comprises a Neo4j™
graph database.

A security graph, as described further below, is generally
a representation of the relationships between entities in the
network and any anomalies identified. For example, a secu-
rity graph may map out the interactions between users,
including information regarding which devices are involved,
who or what is talking to whom/what, when and how
interactions occur, which nodes or entities may be anoma-
lous, and the like. The nodes of the security graph may be
annotated with additional data if desired.

A batch analysis module 1282 is the analysis module that
processes data in batches. The analysis module 882 may take
into account the historical event data stored in databases
1270, 1272, 1274, and 1278 (including “relatively” contem-
porary event data that is passed from distribution block 1220
to the persistent layer below line 1268 via network channel
1288). In one example, the batch analysis module 1282 may
employ third party data 1284. With more time allowance and
more data available for analysis, the batch analysis module
1282 may be able to uncover additional anomalies and
threats that may not be easily detectable by the real-time
analysis module 1230. The model management block 1286
includes a model store and a model registry. The model
registry can store model type definitions for machine learn-
ing models, and the model store can store model states for
machine learning models.

In certain embodiments, the models that are employed for
evaluation by one analysis module may be shared with
another module. Model state sharing 1290 may improve
threat detection by various modules (e.g., two modules
belonging to an international network of the same company,
but one deployed in Asia and another one deployed in North
America; or, one module being used in the real-time path
and another in the batch path) as the model state sharing
leverages knowledge learned from one module to benefit
others. Security graphs 1292 may also be shared among
modules, and even across different organizations. For
example, activities that give rise to a detection of anomalies
or a threat in one enterprise may thus be shared with other
enterprises. Hadoop nodes 1294 represent the use of cloud-
based big data techniques for implementing the architecture
of FIG. 12 to improve scalability as well as the ability to
handle a large volume of data. Control path 1296 represents
the control software that may be used for monitoring and
maintaining the security system 120.

FIG. 13 shows an example implementation of the real-
time processing path in greater detail. With reference to both
FIGS. 12 and 13, the analysis module 1230 has been
expanded as two analysis modules 1230a and 12304 to
represent the anomaly detection stage and the threat detec-
tion stage, respectively. The analysis module 1230q is
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responsible for detecting anomalies, and the output of the
analysis module 1230« is provided to the analysis module
12305 for detecting threats or threat indicators based on the
detected anomalies. In practice, the two stages may be
performed by the same module utilizing different models in
a staged manner.

The output of analysis module 1230a, representing
anomalies detected using machine learning-based models, is
provided to an anomaly writer 1302. The anomaly writer
1302 can store the anomalies (e.g., including event data
representing an anomalous event and any associated infor-
mation) in the database 1278. The same anomalies may also
be stored in the time series database 1270 and the HBase
1272. The anomalies may also be stored in the graph
database 1274. In some embodiments, the anomalies can be
stored in graph database 1274 in the form of anomaly nodes
in a graph or graphs; specifically, after an event is deter-
mined to be anomalous, an event-specific relationship graph
associated with that event can be updated (e.g., by the
anomaly writer 1302) to include an additional node that
represents the anomaly, as discussed further below. Certain
embodiments of the security system 120 provide the ability
to aggregate, at a specified frequency (e.g., once a day), the
individual event-specific relationship graphs from all the
processed events in order to compose a composite relation-
ship graph for a given enterprise or associated network. This
aforementioned update to an individual event’s relationship
graph allows the composite relationship graph to include
nodes representing anomalies, thereby providing more secu-
rity-related information. The individual event-specific rela-
tionship graph and the composite relationship graph are
discussed in more detail below. The information stored may
include the anomalies themselves and also relevant infor-
mation that exists at the time of evaluation. These databases
allow rapid reconstruction of the anomalies and all of their
supporting data.

The output from the analysis modules 12305, representing
threats, may be stored in the database 1278, the times series
database 1270 or the Hbase 1272. As in the case of anoma-
lies, not only are the threats themselves stored, but relevant
information that exists at the time of evaluation can also be
stored.

FIG. 14 shows an example implementation of a data
intake and preparation stage 1400 of the security system
120. The data intake and preparation stage (or engine) 1400
can be an implementation of ETL stage 1216 in FIG. 12. The
data intake and preparation stage 1400 can include a number
of components that perform a variety of functions disclosed
herein. In the example of stage 1400, the data intake and
preparation stage of the security system 120 includes a
number of data connectors 1402, a format detector 1404, a
number of parsers 1406, a field mapper 1408, a relationship
graph generator 1410, an identity resolution module 1412, a
number of decorators 1414, and event view adder 1416.
These components (e.g., sets of instructions) need not be
implemented as separate software programs, procedures or
modules, and thus various subsets of these components may
be combined or otherwise rearranged in various embodi-
ments. Also, the components shown in FIG. 14 are only one
example of the data intake and preparation stage compo-
nents that can be used by the security system 120; the data
intake and preparation stage could have more or fewer
components than shown, or a different configuration of
components.

The various components shown in FIG. 14 can be imple-
mented by using hardware, software, firmware or a combi-
nation thereof, including one or more signal processing or
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application specific integrated circuits. The components in
the stage 1400 are shown arranged in a way that facilitates
the discussion herein; therefore, any perceivable sequence in
the stage 1400 is merely an example and can be rearranged.
Any step in the stage 1400 may be performed out-of-
sequence or in parallel to the extent that such rearrangement
does not violate the logic dependency of the steps. One or
more steps described for the stage 1400 may be optional,
depending on the deployed environment. The data output

36

system, such as Splunk®) that use a pull mechanism, the
data connectors 1402 actively collect the data by issuing
suitable instructions to the data sources to grab data from
those data sources into the security system 120. For those
data sources (e.g., ArcSignt™) that use a push mechanism,
the data connectors 1402 can identify an input (e.g., a port)
for the data sources to push the data into the system. The
data connectors 1402 can also interact with a data source
(e.g., Box™) that adopts a hybrid mechanism. In one

from the data intake and preparation stage 1400 can also be 10 embodiment of the data connectors 1402 for such hybrid
referred to herein as “decorated events” or “event feature mechanism, the data connectors 1402 can receive from the
sets.” A decorated event includes the raw machine data data source a notification of a new event, acknowledges the
associated with an event, plus any decoration, enrichment, notification, and at a suitable time communicate with the
information, or any other suitable intelligence that is gen- data source to receive the event.
erated based upon or extracted from the event during the 15  Forthose data connectors 1402 that may issue queries, the
data intake and preparation stage. In some embodiments, queries can be specifically tailored for real-time (e.g., in
because of the computationally intensive processes that the terms of seconds or less) performance. For example, some
data intake and preparation stage may perform, the data queries limit the amount of the anticipated data by limiting
intake and preparation engine may be implemented sepa- the query to a certain type of data, such as authentication
rately from the rest of the stages in the security system 120, 20 data or firewall related data, which tends to be more relevant
for example, on a standalone server or on dedicated nodes in to security-related issues. Additionally or alternatively, some
a distributed computer cluster. queries may place a time constraint on the time at which an
Various data connectors 1402 can be employed by the event takes place.
security system 120 (e.g., at the data intake stage) to support Moreover, in some examples, the data connectors 1402
various data sources. Embodiments of the data connectors 25 can obtain data from a distributed file system such as
1402 can provide support for accessing/receiving indexed HDFS™. Because such a system may include a large
data, unindexed data (e.g., data directly from a machine at amount of data (e.g., terabytes of data or more), it is
which an event occurs), data from a third-party provider preferable to reduce data movement so as to conserve
(e.g., threat feeds such as Norse™, or messages from network resources. Therefore, some embodiments of the
AWS™ CloudTrail™), or data from a distributed file system 30 data connectors 1402 can generate a number of data pro-
(e.g., HDFS™). Hence, the data connectors 1402 enable the cessing jobs, send the jobs to a job processing cluster that is
security system 120 to obtain events (e.g. containing coupled to the distributed file system, and receive the results
machine data) from various different data sources. Some from the job processing cluster. For example, the data
example categories of such data sources include: connectors 1402 can generate MapReduce™ jobs, and issue
(1) Identity/ Authentication: e.g., active directory/domain 35 those jobs to a job processing cluster (e.g., YARN™) that is
controller, single sign-on (SSO), human resource manage- coupled to the distributed file system. The output of the job
ment system (HRMS), virtual private network (VPN), processing cluster is received back into the security system
domain name system (DNS), or dynamic host configuration 120 for further analysis, but in that case, no or very little raw
protocol (DHCP); machine data is moved across the network. The data is left
(2) Activity: e.g., web gateway, proxy server, firewall, 40 in the distributed file system. In some examples, the gener-
Nettlow™, data loss prevention (DLP) server, file server, or ated jobs are user behavior analysis related.
file host activity logs; Optionally, after the data connectors 1402 obtain/receive
(3) Security Products: e.g., endpoint security, intrusion the data, if the data format of the data is unknown (e.g., the
prevention system, intrusion detection system, or antivirus; administrator has not specified how to parse the data), then
(4) Software as a Service (SaaS) or Mobile: e.g., AWS™ 45 the format detector 1404 can be used to detect the data
CloudTrail™, SaaS applications such as Box™ or Drop- format of the input data. For example, the format detector
box™, or directly from mobile devices; and 1404 can perform pattern matching for all known formats to
(5) External Threat Feeds: e.g., Norce™, TreatStream™, determine the most likely format of a particular event data.
Financial Services Information Sharing and Analysis Center In some instances, the format detector 1404 can embed
(FS-ISAC)™ or third-party blacklisted IP/domains. 50 regular expression rules or statistical rules in performing the
Depending on the embodiment, external threat feeds may format detection. Some examples of the format detector
directly feed to the security system 120, or indirectly 1404 employ a number of heuristics that can use a hierar-
through one or more security products that may be coexist- chical way to perform pattern matching on complex data
ing in the environment within which the security system 120 format, such as an event that may have been generated or
is deployed. As used herein, the term “heterogeneous event” 55 processed by multiple intermediate machines. In one
refers to the notion that incoming events may have different example, the format detector 1404 is configured to recur-
characteristics, such as different data formats, different lev- sively perform data format pattern matching by stripping
els of information, and so forth. Heterogeneous events can away a format that has been identified (e.g., by stripping
be a result of the events originating from different machines, away a known event header, like a Syslog header) in order
different types of machines (e.g., a firewall versus a DHCP 60 to detect a format within a format.
server), being in a different data format, or a combination However, using the format detector 1404 to determine
thereof. what data format the input data may be at run time may be
The data connectors 1402 can implement various tech- a time- and resource-consuming process. At least in the
niques to obtain machine data from the data sources. cybersecurity space, it is typical that the formats of the
Depending on the data source, the data connectors 1402 can 65 machine data are known in advance (e.g., an administrator

adopt a pull mechanism, a push mechanism, or a hybrid
mechanism. For those data sources (e.g., a query-based

would know what kind of firewall is deployed in the
environment). Therefore, as long as the data source and the
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data format are specified, the data intake and preparation
stage can map the data according to known data formats of
a particular data source, without the need of performing data
format detection. In certain embodiments, the security sys-
tem 120 can prompt (e.g., through a user interface) the
administrator to specify the data format or the type of
machine(s) the environment includes, and can automatically
configure, for example, the parsers 1406 in the data intake
and preparation stage for such machines.

Further, the security system 120 provides a way to easily
supporting new data format. Some embodiments provide
that the administrator can create a new configuration file
(e.g., a configuration “snippet”) to customize the data intake
and preparation stage for the environment. For example, for
a particular data source, the configuration file can identify, in
the received data representing an event, which field repre-
sents a token that may correspond to a timestamp, an entity,
an action, an [P address, an event identifier (ID), a process
1D, a type of the event, a type of machine that generates the
event, and so forth. In other examples (e.g., if a new data
format is binary), then the security system 120 allows an
administrator to leverage an existing tokenizer/parser by
changing the configuration file, or to choose to implement a
new, customized parser or tokenizer.

In a number of implementations, through the configura-
tion file (e.g., snippet), the administrator can also identify,
for example, field mappings, decorators, parameters for
identity resolution (IR), or other parameters of the data
intake and preparation stage. The configuration snippet can
be monitored and executed by the data intake and prepara-
tion engine on the fly to allow the an administrator to change
how various components in the data intake and preparation
engine functions without the need to recompile codes or
restart the security system 120.

After receiving data by the data connectors 1402, the
parsers 1406 parse the data according to a predetermined
data format. The data format can be specified in, for
example, the configuration file. The data format can be used
for several functions. The data format can enable the parser
to tokenize the data into tokens, which may be keys, values,
or more commonly, key-value pairs. Examples of supported
data format include machine data output as a result of
active-directory activity, proxy activity, authentication activ-
ity, firewall activity, web gateway activity, virtual private
network (VPN) connection activity, an intrusion detection
system activity, network traffic analyzer activity, or malware
detection activity.

Each parser can implement a set of steps. Depending on
what type of data the data intake and preparation stage is
currently processing, in some embodiments, the initial steps
can including using regular expression to perform extraction
or stripping. For example, if the data is a system log (syslog),
then a syslog regular expression can be first used to strip
away the packet of syslog (i.e., the outer shell of syslog) to
reveal the event message inside. Then, the parser can token-
ize the event data into a number of tokens for further
processing.

The field mapper 1408 can map the extracted tokens to
one or more corresponding fields with predetermined mean-
ings. For example, the data format can assist the field
mapper 1408 to identify and extract entities from the tokens,
and more specifically, the data format can specify which of
the extracted tokens represent entities. In other words, the
field mapper 1408 can perform entity extraction in accor-
dance with those embodiments that can identify which
tokens represent entities. An entity can include, for example,
a user, a device, an application, a session, a uniform resource
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locator (URL), or a threat. Additionally, the data format can
also specify which tokens represent actions that have taken
place in the event. Although not necessarily, an action can be
performed by one entity with respect to another entity;
examples of an action include use, visit, connect to, log in,
log out, and so forth. In yet another example, the filed
mapper 1108 can map a value extracted to a key to create a
key-value pair, based on the predetermined data format.

The entity extraction performed by the field mapper 1404
enables the security system 120 to gain potential insight on
the environment in which the security system is operating,
for example, who the users are, how many users there may
be in the system, how many applications that are actually
being used by the users, or how many devices there are in
the environment.

2.13.2 Enterprise Security Application

The SPLUNK® ENTERPRISE platform provides various
schemas, dashboards and visualizations that simplify devel-
opers’ task to create applications with additional capabili-
ties. One such application is the SPLUNK® APP FOR
ENTERPRISE SECURITY, which performs monitoring and
alerting operations and includes analytics to facilitate iden-
tifying both known and unknown security threats based on
large volumes of data stored by the SPLUNK® ENTER-
PRISE system. SPLUNK® APP FOR ENTERPRISE
SECURITY provides the security practitioner with visibility
into security-relevant threats found in the enterprise infra-
structure by capturing, monitoring, and reporting on data
from enterprise security devices, systems, and applications.
Through the use of SPLUNK® ENTERPRISE searching
and reporting capabilities, SPLUNK® APP FOR ENTER-
PRISE SECURITY provides a top-down and bottom-up
view of an organization’s security posture.

The SPLUNK® APP FOR ENTERPRISE SECURITY
leverages SPLUNK® ENTERPRISE search-time normal-
ization techniques, saved searches, and correlation searches
to provide visibility into security-relevant threats and activ-
ity and generate notable events for tracking. The App
enables the security practitioner to investigate and explore
the data to find new or unknown threats that do not follow
signature-based patterns.

Conventional Security Information and Event Manage-
ment (SIEM) systems that lack the infrastructure to effec-
tively store and analyze large volumes of security-related
data. Traditional SIEM systems typically use fixed schemas
to extract data from pre-defined security-related fields at
data ingestion time and storing the extracted data in a
relational database. This traditional data extraction process
(and associated reduction in data size) that occurs at data
ingestion time inevitably hampers future incident investiga-
tions that may need original data to determine the root cause
of a security issue, or to detect the onset of an impending
security threat.

In contrast, the SPLUNK® APP FOR ENTERPRISE
SECURITY system stores large volumes of minimally pro-
cessed security-related data at ingestion time for later
retrieval and analysis at search time when a live security
threat is being investigated. To facilitate this data retrieval
process, the SPLUNK® APP FOR ENTERPRISE SECU-
RITY provides pre-specified schemas for extracting relevant
values from the different types of security-related event data
and enables a user to define such schemas.

The SPLUNK® APP FOR ENTERPRISE SECURITY
can process many types of security-related information. In
general, this security-related information can include any
information that can be used to identify security threats. For
example, the security-related information can include net-
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work-related information, such as IP addresses, domain
names, asset identifiers, network traffic volume, uniform
resource locator strings, and source addresses. The process
of detecting security threats for network-related information
is further described in U.S. Pat. No. 8,826,434, entitled
“SECURITY THREAT DETECTION BASED ON INDI-
CATIONS IN BIG DATA OF ACCESS TO NEWLY REG-
ISTERED DOMAINS”, issued on 2 Sep. 2014, U.S. patent
application Ser. No. 13/956,252, entitled “INVESTIGA-
TIVE AND DYNAMIC DETECTION OF POTENTIAL
SECURITY-THREAT INDICATORS FROM EVENTS IN
BIG DATA”, filed on 31 Jul. 2013, U.S. patent application
Ser. No. 14/445,018, entitled “GRAPHIC DISPLAY OF
SECURITY THREATS BASED ON INDICATIONS OF
ACCESS TONEWLY REGISTERED DOMAINS?”, filed on
28 Jul. 2014, U.S. patent application Ser. No. 14/445,023,
entitled “SECURITY THREAT DETECTION OF NEWLY
REGISTERED DOMAINS”, filed on 28 Jul. 2014, U.S.
patent application Ser. No. 14/815,971, entitled “SECU-
RITY THREAT DETECTION USING DOMAIN NAME
ACCESSES”, filed on 1 Aug. 2015, and U.S. patent appli-
cation Ser. No. 14/815,972, entitled “SECURITY THREAT
DETECTION USING DOMAIN NAME REGISTRA-
TIONS”, filed on 1 Aug. 2015, each of which is hereby
incorporated by reference in its entirety for all purposes.
Security-related information can also include malware
infection data and system configuration information, as well
as access control information, such as login/logout informa-
tion and access failure notifications. The security-related
information can originate from various sources within a data
center, such as hosts, virtual machines, storage devices and
sensors. The security-related information can also originate
from various sources in a network, such as routers, switches,
email servers, proxy servers, gateways, firewalls and intru-
sion-detection systems.

During operation, the SPLUNK® APP FOR ENTER-
PRISE SECURITY facilitates detecting “notable events”
that are likely to indicate a security threat. These notable
events can be detected in a number of ways: (1) a user can
notice a correlation in the data and can manually identify a
corresponding group of one or more events as “notable;” or
(2) a user can define a “correlation search” specifying
criteria for a notable event, and every time one or more
events satisfy the criteria, the application can indicate that
the one or more events are notable. A user can alternatively
select a pre-defined correlation search provided by the
application. Note that correlation searches can be run con-
tinuously or at regular intervals (e.g., every hour) to search
for notable events. Upon detection, notable events can be
stored in a dedicated “notable events index,” which can be
subsequently accessed to generate various visualizations
containing security-related information. Also, alerts can be
generated to notify system operators when important notable
events are discovered.

The SPLUNK® APP FOR ENTERPRISE SECURITY
provides various visualizations to aid in discovering security
threats, such as a “key indicators view” that enables a user
to view security metrics, such as counts of different types of
notable events. For example, FIG. 15A illustrates an
example key indicators view 1500 that comprises a dash-
board, which can display a value 1501, for various security-
related metrics, such as malware infections 1502. It can also
display a change in a metric value 1503, which indicates that
the number of malware infections increased by 63 during the
preceding interval. Key indicators view 1500 additionally
displays a histogram panel 1504 that displays a histogram of
notable events organized by urgency values, and a histogram
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of notable events organized by time intervals. This key
indicators view is described in further detail in pending U.S.
patent application Ser. No. 13/956,338, entitled “KEY INDI-
CATORS VIEW”, filed on 31 Jul. 2013, and which is hereby
incorporated by reference in its entirety for all purposes.
These visualizations can also include an “incident review
dashboard” that enables a user to view and act on “notable
events.” These notable events can include: (1) a single event
of high importance, such as any activity from a known web
attacker; or (2) multiple events that collectively warrant
review, such as a large number of authentication failures on
a host followed by a successful authentication. For example,
FIG. 15B illustrates an example incident review dashboard
1510 that includes a set of incident attribute fields 1511 that,
for example, enables a user to specify a time range field 1512
for the displayed events. It also includes a timeline 1513 that
graphically illustrates the number of incidents that occurred
in time intervals over the selected time range. It additionally
displays an events list 1514 that enables a user to view a list
of all of the notable events that match the criteria in the
incident attributes fields 1511. To facilitate identifying pat-
terns among the notable events, each notable event can be
associated with an urgency value (e.g., low, medium, high,
critical), which is indicated in the incident review dash-
board. The urgency value for a detected event can be
determined based on the severity of the event and the
priority of the system component associated with the event.
2.13.3. It Service Monitoring

As previously mentioned, the SPLUNK® ENTERPRISE
platform provides various schemas, dashboards and visual-
izations that make it easy for developers to create applica-
tions to provide additional capabilities. One such application
is SPLUNK® IT SERVICE INTELLIGENCE™, which
performs monitoring and alerting operations. It also includes
analytics to help an analyst diagnose the root cause of
performance problems based on large volumes of data stored
by the SPLUNK® ENTERPRISE system as correlated to
the various services an IT organization provides (a service-
centric view). This differs significantly from conventional IT
monitoring systems that lack the infrastructure to effectively
store and analyze large volumes of service-related event
data. Traditional service monitoring systems typically use
fixed schemas to extract data from pre-defined fields at data
ingestion time, wherein the extracted data is typically stored
in a relational database. This data extraction process and
associated reduction in data content that occurs at data
ingestion time inevitably hampers future investigations,
when all of the original data may be needed to determine the
root cause of or contributing factors to a service issue.

In contrast, a SPLUNK® IT SERVICE INTELLI-
GENCE™ system stores large volumes of minimally-pro-
cessed service-related data at ingestion time for later
retrieval and analysis at search time, to perform regular
monitoring, or to investigate a service issue. To facilitate this
data retrieval process, SPLUNK® IT SERVICE INTELLI-
GENCE™ enables a user to define an IT operations infra-
structure from the perspective of the services it provides. In
this service-centric approach, a service such as corporate
e-mail may be defined in terms of the entities employed to
provide the service, such as host machines and network
devices. Each entity is defined to include information for
identifying all of the event data that pertains to the entity,
whether produced by the entity itself or by another machine,
and considering the many various ways the entity may be
identified in raw machine data (such as by a URL, an IP
address, or machine name). The service and entity defini-
tions can organize event data around a service so that all of
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the event data pertaining to that service can be easily
identified. This capability provides a foundation for the
implementation of Key Performance Indicators.

One or more Key Performance Indicators (KPI’s) are
defined for a service within the SPLUNK® IT SERVICE
INTELLIGENCE™ application. Each KPI measures an
aspect of service performance at a point in time or over a
period of time (aspect KPI’s). Each KPI is defined by a
search query that derives a KPI value from the machine data
of events associated with the entities that provide the ser-
vice. Information in the entity definitions may be used to
identify the appropriate events at the time a KPI is defined
or whenever a KPI value is being determined. The KPI
values derived over time may be stored to build a valuable
repository of current and historical performance information
for the service, and the repository, itself, may be subject to
search query processing. Aggregate KPIs may be defined to
provide a measure of service performance calculated from a
set of service aspect KPI values; this aggregate may even be
taken across defined timeframes and/or across multiple
services. A particular service may have an aggregate KPI
derived from substantially all of the aspect KPI’s of the
service to indicate an overall health score for the service.

SPLUNK® IT SERVICE INTELLIGENCE™ facilitates
the production of meaningful aggregate KPI’s through a
system of KPI thresholds and state values. Different KPI
definitions may produce values in different ranges, and so
the same value may mean something very different from one
KPI definition to another. To address this, SPLUNK® IT
SERVICE INTELLIGENCE™ implements a translation of
individual KPI values to a common domain of “state”
values. For example, a KPI range of values may be 1-100,
or 50-275, while values in the state domain may be “critical,’
‘warning,” ‘normal,” and ‘informational’. Thresholds asso-
ciated with a particular KPI definition determine ranges of
values for that KPI that correspond to the various state
values. In one case, KPI values 95-100 may be set to
correspond to ‘critical’ in the state domain. KPI values from
disparate KPI’s can be processed uniformly once they are
translated into the common state values using the thresholds.
For example, “normal 80% of the time” can be applied
across various KPI’s. To provide meaningful aggregate
KPI’s, a weighting value can be assigned to each KP1I so that
its influence on the calculated aggregate KPI value is
increased or decreased relative to the other KPI’s.

One service in an IT environment often impacts, or is
impacted by, another service. SPLUNK® IT SERVICE
INTELLIGENCE™ can reflect these dependencies. For
example, a dependency relationship between a corporate
e-mail service and a centralized authentication service can
be reflected by recording an association between their
respective service definitions. The recorded associations
establish a service dependency topology that informs the
data or selection options presented in a GUI, for example.
(The service dependency topology is like a “map” showing
how services are connected based on their dependencies.)
The service topology may itself be depicted in a GUI and
may be interactive to allow navigation among related ser-
vices.

Entity definitions in SPLUNK® IT SERVICE INTELLI-
GENCE™ can include informational fields that can serve as
metadata, implied data fields, or attributed data fields for the
events identified by other aspects of the entity definition.
Entity definitions in SPLUNK® IT SERVICE INTELLI-
GENCE™ can also be created and updated by an import of
tabular data (as represented in a CSV, another delimited file,
or a search query result set). The import may be GUI-
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mediated or processed using import parameters from a
GUI-based import definition process. Entity definitions in
SPLUNK® IT SERVICE INTELLIGENCE™ can also be
associated with a service by means of a service definition
rule. Processing the rule results in the matching entity
definitions being associated with the service definition. The
rule can be processed at creation time, and thereafter on a
scheduled or on-demand basis. This allows dynamic, rule-
based updates to the service definition.

During operation, SPLUNK® IT SERVICE INTELLI-
GENCE™ can recognize so-called “notable events” that
may indicate a service performance problem or other situ-
ation of interest. These notable events can be recognized by
a “correlation search” specifying trigger criteria for a
notable event: every time KPI values satisfy the criteria, the
application indicates a notable event. A severity level for the
notable event may also be specified. Furthermore, when
trigger criteria are satisfied, the correlation search may
additionally or alternatively cause a service ticket to be
created in an IT service management (ITSM) system, such
as a systems available from ServiceNow, Inc., of Santa
Clara, Calif.

SPLUNK® IT SERVICE INTELLIGENCE™ provides
various visualizations built on its service-centric organiza-
tion of event data and the KPI values generated and col-
lected. Visualizations can be particularly useful for moni-
toring or investigating service performance. SPLUNK® IT
SERVICE INTELLIGENCE™ provides a service monitor-
ing interface suitable as the home page for ongoing IT
service monitoring. The interface is appropriate for settings
such as desktop use or for a wall-mounted display in a
network operations center (NOC). The interface may promi-
nently display a services health section with tiles for the
aggregate KPI’s indicating overall health for defined ser-
vices and a general KPI section with tiles for KPI’s related
to individual service aspects. These tiles may display KPI
information in a variety of ways, such as by being colored
and ordered according to factors like the KPI state value.
They also can be interactive and navigate to visualizations of
more detailed KPI information.

SPLUNK® IT SERVICE INTELLIGENCE™ provides a
service-monitoring dashboard visualization based on a user-
defined template. The template can include user-selectable
widgets of varying types and styles to display KPI informa-
tion. The content and the appearance of widgets can respond
dynamically to changing KPI information. The KPI widgets
can appear in conjunction with a background image, user
drawing objects, or other visual elements, that depict the IT
operations environment, for example. The KPI widgets or
other GUI elements can be interactive so as to provide
navigation to visualizations of more detailed KPI informa-
tion.

SPLUNK® IT SERVICE INTELLIGENCE™ provides a
visualization showing detailed time-series information for
multiple KPI’s in parallel graph lanes. The length of each
lane can correspond to a uniform time range, while the width
of each lane may be automatically adjusted to fit the dis-
played KPI data. Data within each lane may be displayed in
a user selectable style, such as a line, area, or bar chart.
During operation a user may select a position in the time
range of the graph lanes to activate lane inspection at that
point in time. Lane inspection may display an indicator for
the selected time across the graph lanes and display the KPI
value associated with that point in time for each of the graph
lanes. The visualization may also provide navigation to an
interface for defining a correlation search, using information
from the visualization to pre-populate the definition.
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SPLUNK® IT SERVICE INTELLIGENCE™ provides a
visualization for incident review showing detailed informa-
tion for notable events. The incident review visualization
may also show summary information for the notable events
over a time frame, such as an indication of the number of
notable events at each of a number of severity levels. The
severity level display may be presented as a rainbow chart
with the warmest color associated with the highest severity
classification. The incident review visualization may also
show summary information for the notable events over a
time frame, such as the number of notable events occurring
within segments of the time frame. The incident review
visualization may display a list of notable events within the
time frame ordered by any number of factors, such as time
or severity. The selection of a particular notable event from
the list may display detailed information about that notable
event, including an identification of the correlation search
that generated the notable event.

SPLUNK® IT SERVICE INTELLIGENCE™ provides
pre-specified schemas for extracting relevant values from
the different types of service-related event data. It also
enables a user to define such schemas.

2.14. Computer Processing Systems

Techniques described in this disclosure can be imple-
mented using one or more conventional physical processing
devices. FIG. 16 is a block diagram showing an example of
such a processing device, e.g., a computer system 1600.
Multiple instances of such a computer system may be used
to implement any of the aforementioned systems including
networked computer system 100.

In an illustrative embodiment, computer system 1600
includes one or more processor(s) 1610, memory 1620, one
or more input/output (I/0) devices 1630, a network adapter
1640, and a storage adapter 1650, all interconnected by an
interconnect 1660. Memory 1620 includes storage locations
that are addressable by processor(s) 1610 and adapters 1640
and 1650 for storing software program code and data
structures associated with the techniques introduced here.
Memory 1620 may include multiple physically distinct
memory devices, which may be all of the same type or of
different types (e.g., volatile memory such as SRAM or
DRAM, non-volatile memory such as flash, etc.). Processor
(s) 1610 and adapters 1640 and 1650 may, in turn, include
processing elements or logic circuitry configured to execute
the software code and manipulate the data structures. It will
be apparent to those skilled in the art that other processing
and memory implementations, including various machine-
readable storage media, may be used for storing and execut-
ing program instructions pertaining to the techniques intro-
duced here.

Network adapter 1640 includes one or more ports to
couple computer system 1600 with one or more other
devices over one or more point-to-point links, local area
networks (LANs), wide area networks (WANSs), the global
Internet, virtual private networks (VPNs) implemented over
a public network, or the like. Network adapter 1640 can
include the mechanical components and electrical circuitry
needed to connect storage server 1600 to a network. One or
more systems can communicate with other systems over the
network by exchanging packets or frames of data according
to pre-defined protocols, such as TCP/IP.

Storage adapter 1650 interfaces with an operating system
running on processor(s) 1610 to access information on
attached storage devices. The information may be stored on
any type of attached array of writable storage media, such as
hard disk drives, magnetic tape, optical disk, flash memory,
solid-state drives, RAM, MEMs or any other similar media
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adapted to store information. Storage adapter 1650 includes
aplurality of ports having I/O interface circuitry that couples
with disks or other storage related devices over an /O
interconnect arrangement.

Embodiments of the techniques introduced here include
various steps and operations, which have been described
above. A variety of these steps and operations may be
performed by hardware components or may be embodied in
machine-executable instructions, which may be used to
cause one or more general-purpose or special-purpose pro-
cessors programmed with the instructions to perform the
steps. Alternatively, the steps may be performed by a com-
bination of hardware, software, or firmware.

Embodiments of the techniques introduced here may be
implemented, at least in part, by a computer program
product which may include a non-transitory machine-read-
able medium having stored thereon instructions that may be
used to program/configure a computer or other electronic
device to perform some or all of the operations described
above. The machine-readable medium may include, for
example, magnetic hard disk drives, compact disc read-only
memories (CD-ROMs), magneto-optical disks, floppy disks,
ROMs, RAMs, various forms of erasable programmable
read-only memories (EPROMs), magnetic or optical cards,
flash memory, or other type of machine-readable medium
suitable for storing electronic instructions. Moreover,
embodiments of the present invention may also be down-
loaded as a computer program product, wherein the program
may be transferred from a remote computer to a requesting
computer by way of data signals embodied in a carrier wave
or other propagation medium via a communication link.

3.0 ENTITY FINGERPRINTING

As previously discussed, an entity fingerprinting process
can be employed to address issues related to shadow IT.
Shadow IT refers to situations where information technol-
ogy systems and solutions are built and used inside organi-
zations without explicit organizational approval. The
embodiments disclosed here can analyze events (e.g., con-
taining machine data) reflecting activity in an IT environ-
ment to identify entities associated with the activity, infor-
mation about the entities, and the logical structure (i.e.,
topology) of the IT environment in which they are operating.
Once entities are profiled and the topology of the IT envi-
ronment is discovered, this information can be modeled and
used to detect anomalous communications activity within
the IT environment. For example, FIG. 17 shows a high level
representation 1702 of many interconnected nodes (i.e.,
entities) communicating in an example [T environment.
Without further detail, this representation of the I'T environ-
ment provides little to no insight into what types of entities
are active in the IT environment, what type of activity is
present in the IT environment, or whether the activity is
normal, anomalous, or even malicious. Using the techniques
described herein, the activity (as indicated in event machine
data) can be analyzed to provide a clearer picture 1704 of the
types of entities active in the environment and where they
are located in a logical arrangement (i.e., a topology) of the
IT environment. Further, as indicated at detail 1706, this
information can be used to detect anomalous activity, for
example, in the form of communications indicative of a
webshell attack at the DMZ.

FIG. 18 is a flow chart that describes at a high level an
example process 1800 for implementing the techniques
described herein.
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In some embodiments, process 1800 begins at step 1802
with accessing data associated with entity activity, for
example in the form of events.

Next, this data is analyzed during an identity resolution
stage at step 1804 to resolve the identity for a particular
entity. This can include attributing a suitable identifier for
the entity to at least some of the accessed events.

Next, during a topology discovery stage at step 1806,
entity activity is analyzed to determine how entities associ-
ated with the I'T environment are logically located within the
environment. For example, the logical arrangement may be
based on a layer of the Open Systems Interconnection (OSI)
model. In some embodiments, the logical arrangement can
be discovered by analyzing the activity inferences can be
made regarding whether the entity is operating in a local area
network (LAN), in a wide area network (WAN), in a
demilitarized zone (DMZ), or external to the IT environ-
ment.

Next, at step 1808, during a behavioral profiling stage, the
activity of identified entities is analyzed, and in some cases,
the entities are associated with certain classes of entities
(e.g. server, laptop, printer, IOT device, etc.). In some
embodiments, this step may include an additional step or sub
step in which the activity is analyzed to determine if a
particular entity is behaving as a client or server with respect
to another entity. This information can be contained in
behavioral profiles generated for identified entities.

Next, at step 1810, information regarding the identified
entities, their behavior, and the topology of the IT environ-
ment is captured and organized in the form of a generated
entity relationship graph. For example, in some cases the
entity relationship graph may include multiple nodes repre-
senting the identified entities. The graph may further include
edges connecting the nodes representing interaction between
the entities. In some embodiments, the edges can include
directionality (e.g., in the form of an arrow pointing to one
of two nodes) that indicates the normal flow of activity
between the two nodes. For example, an entity relationship
graph may contain directional edges indicating normal activ-
ity between client to server, server to client, server to server
(DMZ to LAN), client to client (LAN to LAN), etc.

A generated entity relationship graph can, at step 1812, be
monitored for changes to detect anomalies (step 1814). For
example, in an embodiment, anomalies are detected when
the directionality of an edge connecting two nodes in the
graph shifts (e.g., reverses) indicating an abnormal flow of
activity.

Note that process 1800 described above is an example
provided for illustrative purposes. In some embodiments,
other processes may have fewer or more steps than are
shown in FIG. 18 and may reorder the steps differently than
as shown. For example, in some embodiments the steps of
identity resolution, topology discovery and behavioral pro-
filing may be part of a single overall processing step that
determines the types of entities in a given I'T environment
and how they are related to each other based at least in part
on their activity.

FIG. 19 shows a flow diagram 1900 that illustrates how,
in an embodiment, raw machine data reflecting activity in an
IT environment can be processed. Examples of data include
events that are accessed from a data intake and query system
108. The data can be processed using machine learning
based processing engines, for example, implemented in an
Apache Spark™ based data processing framework. Note
that the Spark data processing framework illustrated in FIG.
19 is an example. In some embodiments, processing of
events to performed certain techniques (e.g., as described
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with respect to FIG. 18) can be performed in data intake and
query system 108 and/or the network security system 120.
For example, in some embodiments, one or more of the
process steps described with respect to FIG. 18 may be
performed in any of a real time processing path or batch
processing patch of a network security system 120 described
in more detail with respect to FIGS. 11-14.

3.1 Identity Resolution

Identity resolution can be the first step in gaining insight
into entities in an IT environment, particularly in environ-
ments that include a dynamic host configuration protocol
(DHCP) service (i.e., to provide non-static IP addresses). In
such environments, a device operating on a network may be
associated with multiple different IP addresses over time.
Naively attributing certain patterns of behavior to a particu-
lar IP address may lead to incorrect analysis. Accordingly, an
identity resolution process can be employed to map identi-
fiers (e.g., a MAC address or an IP address) to a certain
entity (e.g., a device) which can remain valid for a period of
time. By mapping identifiers to a particular entity, the
identity of the particular entity can be attributed to certain
events as they are accessed. For example, activity by a
particular entity may be reflected, in a first event, as asso-
ciated with a particular IP address and, in a second event, as
associated with a particular MAC address. Without resolv-
ing the identity of the particular entity, the two events may
appear to be attributable to different entities. However, by
mapping the particular IP address to the particular MAC
address, the activity reflected in both events can be attributed
to the particular entity. Identity resolution mapping can be
dynamically updated as the time goes by and more events
are accessed. As the IT environment changes, an identity
resolution module can derive new mapping arrangements.
For example, the same IP address can become associated
with a different MAC address. Note that, for the particular
case of DHCP services, it is generally easier to estimate
when a particular version of a device resolution model
should expire, because a DHCP service setting typically
includes explicit lease expiration provisions.

FIG. 20 shows an example workflow for entity identity
resolution, according to some embodiments. As shown in
FIG. 20, multiple state tables, for example a DHCP state
table 2002, IP multimedia subsystem (IMS) state table 2004
and an active directory (AD) state table 2006 may be
maintained that include identifiers for a plurality of entities
in a given IT environment. In some embodiments these
identifiers may be logged as certain entities (e.g. devices)
connect to a given network. For example, a DHCP service
database 2003 may include a list of non-static IP address
assigned to connected clients that is dynamically updated as
the IP address leases are assigned and released. Similarly,
asset identifiers may be pulled or received from an active
directory database 2007. In some cases identifiers may be
filtered before placement in any of the active state tables. For
example, information from AD database 2006 may be
passed through an event ID filter 2009 so that only relevant
information is placed in the active AD state table 2006. In
some embodiments identifiers for entities active in an IT
environment can be pulled from the raw data included in
events accessed, for example from a data intake and query
system 108.

As further shown in FIG. 20, the multiple identifier state
tables from disparate sources are then aggregated into a
main active ID state table 2008 that may associate multiple
identifiers (e.g., an IP address, a MAC address, a domain
name, etc.) with a single entity active in the I'T environment.
For example, FIG. 21 shows the contents of an example
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DHCP state table 2002 and an example AD state stable 2006
that includes multiple disparate identifiers for the same
entities. As shown in FIG. 22, the DHCP state table 2002 and
an AD state stable 2006 can be aggregated into the active ID
state table 2008, in some cases in real time as events are
received. Returning to FIG. 20, the active ID state table 2008
can be further annotated with entity identifiers pulled or
received from multiple other sources. For example, an
identity annotator/normalization engine 2020 can annotate

48

ciated with a user; for example, a user identifier can be a user
login identifier (ID), a username, or an electronic mail
address. Although not illustrated in FIG. 14, some embodi-
ments of the identity resolution module 1412 can resolve a
user identity of a particular user by, for example, querying
a database using a user identifier as a key. The database,
which may be a human resource management system
(HRMS), can have records indicating a number of user
identifiers that are registered to the user identity. Note that,

the active ID state table 2008 with data (e.g., in the form of 10 in some alternative embodiments, a user identifier may be
events or raw machine data) from firewall services 2030, directly treated as a user for simpler implementation, even
proxy services 2032, and/or virtual private network (VPN) though such implementation may not be an ideal one
services 2034. because behaviors of the same user may not be detected
In the context of the network security system 120, a because the user has used different user identifiers.
process for identity resolution may be performed during a 15  More specifically, a machine learning model can have
data intake and preparation stage the identity resolution different phases, for example, a training phase (after initia-
module 1412 described with respect to FIG. 14. Specifically, tion and before ready) and an active phase (after ready and
after the entities are identified in the tokens, the identity before expiration). In a training phase of a machine learning
resolution module 1412 is operable to perform an identity model, if an event that is received involves both a user and
resolution process, which enables keeping track of which 20 a machine identifier (e.g., if the event data representing the
identifiers are associated with which entities across an IT event has both a user identifier and a machine identifier),
environment. then machine learning model that is employed by the
In the context of computer security and especially identity resolution module 1412 can use this event to create
unknown threat detection, information about entity behavior or update the probability of association between the user and
can be very important. However, as previously discussed, 25 the machine identifier. For example, when an authentication
not all events/activities/logs include comprehensive entity event is received (e.g., when a user logs into a particular
information. Consider a typical firewall event as an example. machine) and involves a user (e.g., identified by a user
Except for a few advanced firewall products, many typical identifier such as a username) and a machine identifier, the
firewalls may not know and do not record certain entity model learns that the user is now associated with the
information. Accordingly, such firewall products are not able 30 machine identifier, at least for a period of time until the user
to accurately attribute a particular user to an event. There- logs out or times out from the particular machine.
fore, many times even when a particular communication is As more events are received, the model can become
determined to be malicious, traditional security products are increasingly better trained about the probability of associa-
unable to attribute the malicious behavior to a particular tion between the user and the machine identifiers. In some
user. Embodiments disclosed here provide that, when logs or 35 embodiments, the machine learning models used for iden-
device-level events do not capture the user information, the tification resolution may be entity specific. In other words,
identity resolution module 1412 in the data intake and each identified entity may be associated with a separate
preparation stage can attribute those events (and behaviors) machine learning based model for identity resolution. It is
to the right user. Similarly, the identity resolution module also noted that the machine learning models used in identity
1412 can attribute events to the multiple identifiers associ- 40 resolution are generally simpler than those models that
ated with a single entity (e.g. a device). would be used for anomaly and threat detection. In many
The identity resolution module 1412 can gain the knowl- embodiments, the models that are used in the identity
edge by observing the system environment (e.g., based on resolution or device resolution are time-sequenced probabi-
authentication logs), thereby building the intelligence to listic graphs, in which the probability changes over time.
make an educated identity resolution determination. That is 45  According to a number of embodiments, the models that
to say, the identity resolution module 1412 is able to develop are used to generate and track the probability of association
entity identity intelligence specific and relevant to the sys- between each user and possible machine identifiers are
tem’s environment without receiving explicit user identity time-dependent, meaning that a result from the models has
information. a time-based dependence on current and past inputs. The
To facilitate this fact-based identity resolution function- 50 time dependence is useful to capture the scenario where a
ality in a security system 120, the identity resolution module device is first assigned or given to a particular user, and is
1412 can utilize a machine learning model to generate and subsequently reassigned to a different user, which happens
track a probability of associations between multiple identi- often in a large organization. To achieve this, in some
fiers. Specifically, after the identifiers are extracted from an embodiments, the identity resolution module 1412 can ini-
event (e.g., by the field mapper 1408), the identity resolution 55 tiate, for a given user, different versions of the machine
module 1412 can identify whether the event includes a user learning model at different point of time, and each version
identifier or a machine identifier, and can create or update may have a valid life time. As events related to the given
the probability of association accordingly. The model initi- user arrive, versions of a machine learning model are
ated by the identity resolution module 1412 can, in some initiated, trained, activated, (optionally) continually
embodiments, obtain the information it needs, e.g., obtain- 60 updated, and finally expired.
ing machine identifiers in an event, through one or more The models can be trained and, in some implementations,
interfaces. A machine identifier is an identifier that can be continually updated after their activation, by relevant events
associated with a machine, a device, or a computing system; when the events are received. An example of a relevant
for example, a machine identifier can be a media access event is an authentication event, which inherently involves
control (MAC) address, or an Internet Protocol (IP) address. 65 a user (e.g., which may be represented by a user identifier)

Different machine identifiers can be generated by the same
machine. A user identifier is an identifier that can be asso-

and a number of machine identifiers (e.g., an IP address or
a MAC address). Depending on the model, other criteria for
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an event to be considered relevant for model training or
updating purposes may include, for example, when a new
event includes a particular machine identifier, a particular
user identifier, or the recency of the new event. Moreover,
some models may assign a different weight to the new event
based on what type of event it is. For example, given that the
new event is an authentication event, some models assign
more weight to a physical login type of authentication event
than to any other type of authentication event (e.g., a remote

50

association between a first machine identifier and a second
machine identifier. Thereafter, when a new event is received,
if the event includes the first machine identifier but not the
second, the device resolution module can create a machine
association record indicative that the new event having the
first machine identifier is associated with the second
machine identifier. Optionally, the machine identifier can be
translated into a more user-friendly machine name, such as
“Tony’s Laptop.”

login). 10 3.2 Topology Discovery
Depending on the particular deployment, the machine During a topology discovery stage, activity is analyzed to
learning model can be considered trained and ready when determine how entities associated with the IT environment
one or more criteria are met. In one example, a version of the are logically located within the environment. For example,
model can be considered trained when a certain number of the logical arrangement may be based on a layer of the Open
events have gone through that version of the model. In 15 Systems Interconnection (OSI) model. In such an embodi-
another example, a version of the model can be considered ment, inferences can be made based on activity about
trained when a certain time period has passed after the whether an identified entity is operating, for example, within
version of the model is initiated. Additionally or alterna- a local area network (LAN), wide area network (WAN), a
tively, a version of the model is considered trained when a demilitarized zone (DMZ), or external to the IT environ-
certain number of criteria are met (e.g., when the model 20 ment. In other words, discovering the topology of an IT
becomes sufficiently similar to another model). Additional environment may include inferring the logical relationships
details of machine learning models that can be employed between the entities interacting in the IT environment based
(including training, readiness, activation, and expiration) by on their activity.
various engines and components in the security platform are Entities operating in an IT environment generally should
discussed in other sections of this disclosure. 25 behave in certain patterns depending on their type and their
After a version of a model is sufficiently trained (e.g., location within the topology. For example, the DMZ in an IT
when the probability of association exceeds a confidence environment essentially refers to the edge of the LAN at the
threshold, which depends on the model’s definition and can firewall. If a particular IT environment includes a web server
be tuned by the administrator for the environment), the operating in the DMZ, a risk of attack (e.g., webshell attack)
identity resolution module 1412 then can activate the ver- 30 may exist. Accordingly, it is important to monitor for
sion of the model. Thereafter, when a new event arrives, if anomalous communications to an or from such a web server
the new event meets certain criteria for the identity resolu- to effectively detect such an attack. This requires knowing
tion, the identity resolution module 1412 can create a user that entity activity indicated in accessed events is associated
association record (e.g., in memory) indicative that the new with such a web server and that the web server is operating
event is associated with a particular user. The criteria for the 35 in the DMZ, so to speak.
identity resolution can include, for example, when the new As mentioned, monitoring the behavior of certain entities
event includes a machine identifier (regardless of whether it can uncover insight into their location with a topology of an
also includes a user identifier), or when the new event is IT environment. Take for example an identifier such as an IP
received during a time period which the version is active. It address. In some embodiments, a topology discovery stage
is observed that the identity resolution technique is espe- 40 process may include tracking source/destination behavior
cially useful to help identify an event that includes only a for a given IP address. For example, how many hosts talk to
machine identifier but no user identifier. the entity associated with the IP address (In degree) and how
Based on this user association record, the identity reso- may hosts are talked to by the entity associated with the IP
Iution module 1412 can annotate the new event to explicitly address (out degree). Similarly the frequency of serving as
connect the new event to the particular user. For example, 45 a destination entity and the frequency of serving as a source
the identity resolution module 1412 can add, as a field, the entity can be tracked for different time periods to reveal the
particular user’s name to the new event in its associated normal state of operation for the entity. In some cases, IP
event data. Alternatively, the identity resolution module subnet behavior can be tracked for certain entities (e.g., the
1412 can annotate the new event by adding a user identifier number of LAN to LAN interactions and/or the number of
that belongs to the particular user. In addition, the identity 50 LAN to WAN interactions).
resolution module 1412 can send the user association record Once the entity is identified as being located in a particu-
to a cache server that is implemented based on Redis™ lar topology zone (e.g. the DMZ), the next step is to
With the fact-based identity resolution techniques dis- determine what type of entity it is. As mentioned an entity
closed herein, a security system has the ability to attribute an may refer to an number of different categories of things
event that happens on a device to a user, and to detect 55 including devices, users, services, applications, etc. How-
behavioral anomalies and threats based on that attribution. ever, even within a particular type category (e.g., devices),
The security system can achieve this without the need of entities can be associated with a number of commonly
maintaining an explicit look-up file and irrespective of what occurring classes including, but not limited to, desktop
the data source is (i.e., regardless of whether a data source computers, laptop computers, smart phones, tablets, servers
for an event includes a user identifier or not). 60 (MS, *nix, web, printer, etc.), printers, and 10T devices
Although not illustrated in FIG. 14, an embodiment of the (e.g., biomedical devices, energy meters, etc.).
data intake and preparation stage can also implement a In some embodiments, the classes of assets in a given 1T
device resolution module to create an association between environment may be predefined or user defined based on
one machine identifier and another. In a manner similar to known behavioral characteristics. For example, a server may
how the identity resolution module 1412 tracks the possi- 65 be distinguishable from a client device based on communi-

bility of association between a user and a machine identifier,
the device resolution module can track the possibility of

cations flow characteristics (e.g., byte distribution ratios).
Similarly devices may be distinguishable based on applica-
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tion layer characteristics. For example, server may be asso-
ciated with netbios updates and may interact with a number
of unique domains every day. Conversely, a client side
device may exhibit non-uniform activity patterns through
applications such as Facebook, Twitter, etc.

In some embodiments, machine-learning may be applied
to data included in events to determine a set of classes of
entities active in an IT environment. For example, machine-
learning based clustering algorithms, such as k-means, can
be applied to a set of entities to classify them into a certain
number of clusters. The number of clusters will depend on
how the clustering algorithms are applied; however, this
process can be made dynamic to arrive at a stable number of
classifications that are effective in a given context.

Following the topology discovery stage, you are left with
a set of topology labels (e.g., LAN, WAN, DMZ, or external)
and entity labels (e.g., desktop computers, laptop computers,
smart phones, tablets, servers (MS, *nix, web, printer, etc.),
printers, and TOT devices (e.g., biomedical devices, energy
meters, etc.). In some embodiments, these lists of labels are
automatically generated during the topology discovery
stage, but can also be made user configurable to allow for
adding of different topology labels and/or entity labels.

In some embodiments, an appropriate topology and/or
entity label may be applied to an identified entity, for
example, during a behavioral profiling stage described
below. In other words, a topology label and/or entity class
label may be tied to a suitable entity identifier determined
during the identity resolution stage.

As would be expected, IT environments do not typically
remain static. As entities connect and disconnect, and orga-
nizations and architectures shift, the topology of the envi-
ronment similarly changes. Accordingly, in some embodi-
ments, the topology (including the topology labels and entity
labels) is updated as additional events are received and
processed.

As previously discussed, the end goal of entity finger-
printing may in some cases be to detect anomalous activity.
However, information associated with an environment
topology may in itself be useful. For example, information
about the entities in an IT environment and their logical
location within the environment would be useful to an admin
user managing the IT environment. Accordingly, in some
embodiments, information associated with the topology may
be output to a user, for example, via a graphical user
interface. For example, a graphical representation of an
entity relationship graph similar to as shown in FIG. 17 may
be output to a user via a graphical user interface. In some
embodiments the output may be interactive allowing the
user to explore the topology of the IT environment.

3.3 Behavioral Profiling

During a behavioral profiling stage, the activity of iden-
tified entities is analyzed and in some cases the entities are
associated with certain classes of entities (e.g., server, lap-
top, printer, IOT device, etc.). As previously mentioned,
these entity classes may have been determined during a
topology discovery stage described above.

An entity behavioral profile may include a vector having
a plurality of values indicative of characteristics for certain
features. For example, FI1G. 23 shows an example behavioral
profile 2300 in the form of a vector for a device identified by
a particular IP address, “10.138.32.32.” The values included
in a behavioral profile for a particular entity may be based
on an analysis of raw machine data indicative of activity by
the entity over a period of time. For example, as shown in
FIG. 23, values included in a behavioral profile may include
information associated with any of traffic load, applications
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used as a client, applications provided as a server, port uses,
zones belonged to, zones talked to, bytes sent, session
duration, etc.

The behavioral profile of a tracked entity (e.g., a device)
can be used to determine what type of entity classification
the tracked entity falls under. Recall that the classes of
entities occurring in a particular IT environment may be
predefined, user defined, or in some cases discovered using
machine learning, for example, during a topology discovery
stage. In any case, the behavioral profile for a particular
entity can be compared to a representative profile for a group
of entities associated with a particular entity class to deter-
mine if a match exits. For example, in some embodiments
the behavioral profile may be represented in the form of a
histogram that charts baseline values for a particular entity
for multiple dimensions (e.g., any of those described with
respect to FIG. 23). This histogram for the particular entity
can then be compared to a histogram charting baseline
values for similar dimensions for groups of entities previ-
ously associated with a particular class of entities.

As a result of the behavioral profile stage, an identified
entity (e.g., as associated with a particular identifier) can be
associated with one or more of a plurality of classes of
entities. For example, as previously mentioned, classes may
include desktop computers, laptop computers, smart phones,
tablets, servers (e.g., MS, *nix, web, printer, etc.), printers,
and IOT devices (e.g., biomedical devices, energy meters,
etc.). Once the classification of an entity is determined, an
entity label may be applied to the entity’s behavioral profile
to indicate that the entity is associated with a certain class.

Additional Examples of functionality related to behav-
ioral profiling are described in U.S. patent application Ser.
No. 15/418,464, entitled “SECURITY MONITORING OF
NETWORK CONNECTIONS USING METRICS DATA”,
filed on 27 Jan. 2017, and which is hereby incorporated by
reference in its entirety for all purposes.

3.4 Client/Server Relationship Discovery

As described above, by analyzing activity in an IT envi-
ronment (e.g. by processing received events), a system in
accordance with the present teachings can identify entities
active in the IT environment, can discover how these iden-
tified entities are located within a topology of the IT envi-
ronment, and can determine what the identified entities are.
Using this information an entity relationship graph can be
generated that represents the many identified entities in an
IT environment and their relationships (e.g., based on inter-
action).

FIGS. 24 and 25 describe an example entity relationship
discovery and recordation technique, which can be imple-
mented in the data intake and preparation stage described
with respect to FIG. 14. To facilitate description, FIGS. 24
and 25 are explained below with reference to FIG. 14. The
entity relationship discovery and recordation technique can
be performed by, for example, the relationship graph gen-
erator 1410. Specifically, after the entities are identified, the
relationship graph generator 1410 is operable to identify a
number of relationships between the entities, and to explic-
itly record these relationships between the entities, for
example, in the form of entity relationship graphs. Some
implementations of the relationship graph generator 1410
generate a single relationship graph for each event; such an
event-specific relationship graph may also be called a “mini-
graph.” In some embodiments the graph generator 1410 is
operable to generate an overall composite graph (e.g., com-
posed of multiple mini-graphs) reflecting the eneity rela-
tionships based on a plurality of accessed events. Further,
some implementations incorporate the generated relation-
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ship graphs into the data of events associated with the
relationships, in the form of a data structure representing the
relationship graph. A graph in the context of this description
includes a number of nodes and edges. Each node in the
relationship graph represents one of the entities involved in
the event, and each edge represents a relationship between
two of the entities. In general, any event involves at least two
entities with some relationship between them (e.g., a device
and a user who accesses the device) and therefore can be
represented as an event-specific relationship graph.

The graph generator 1410 can identify a relationship
between entities involved in an event based on the actions
that are performed by one entity with respect to another
entity. For example, the graph generator 1410 can identify a
relationship based on comparing the action with a table of
identifiable relationships. Such a table of identifiable rela-
tionship may be customizable and provides the flexibility to
the administrator to tailor the system to his data sources
(described above). Possible relationships can include, for
example, “connects to,” “uses,” “runs on,” “visits,”
“uploads,” “downloads,” “successfully logs onto,”
“restarts,” “shuts down,” “unsuccessfully attempts to log
onto,” “attacks,” and “infects.” Also, the identified relation-
ship between the entities can be indicative of the action,
meaning that the identifiable relationship can include the
action and also any suitable inference that can be made from
the action. For example, an event that records a GET
command (which is an action) may indicate that the user is
using a machine with a certain IP address to visit a certain
website, which has another IP address. In practice, however,
the number of identifiable relationships can be directly
correlated to the size of the graph, which may impact the
security platform’s responsiveness and performance. Also,
identifiable relationships can include a relationship between
entities of the same type (e.g., two users) or entities of
different types (e.g., user and device).

In some embodiments, specific details on how to con-
struct the edges and the identifiable relationships are
recorded in a configuration file (e.g., snippet). For example,
a portion of the configuration file can specify, for the
relationship graph generator 1410, that an edge is to be
created from an entity “srcUser” to another entity “sour-
celP” with a relationship that corresponds to an event
category to which the event belongs, such as “uses.”

FIG. 24 illustrates raw machine data 2400 (e.g. as
included in an event) received by the data intake and
preparation stage. The raw machine data 2400, representing
occurring activity may be part of log data generated by a
web gateway server. The web gateway is located where
network traffic in and out the environment goes through, and
therefore can log the data transfer and web communication
from a system inside the environment. The particular event
as represented by the event data 2400 indicates that, at a
particular point of time identified by the timestamp, the user
“psibbal” uses the IP address “10.33.240.240” to commu-
nicate with an external IP address “74.125.239.107,” and
transfers 106 bytes of data. The status code of that event is
“200,” and the event is a TCP event where the HTTP status
is “GET.” As illustrated, the data 2400 also includes a
significant amount of additional information.

Using the aforementioned techniques (e.g., the parsers
1406, and the field mapper 1408), the graph generator 1410
can readily identify that the event represented in the FIG. 24
involves a number of entities, such as the user “psibbal,” the
source 1P “10.33.240.240,” the destination IP
“74.125.239.107,” and an URL “sample.site.com.” The
graph generator 1410 also identifies that an action “GET” is
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involved in the event. Accordingly, the graph generator 1410
can compare the action to the table of identifiable actions,
identify one or more relationships between the entities, and
create an event-specific relationship graph 2500 based on the
event. As shown in FIG. 25, the relationship graph 2500
includes the entities that are involved in the events. Each
entity is represented by a different node. The relationship
graph 2500 also includes edges that link the nodes repre-
senting entities. The identified relationships between the
entities are the edges in the graph 2500. The relationship
graph 2500 can be stored in known data structures (e.g., an
array) suitable for representing graphs that have nodes and
edges.

Note, however, that the components introduced here (e.g.,
the graph generator 1410) may be tailored or customized to
the environment in which the platform is deployed. As
described above, if the network administrator wishes to
receive data in a new data format, he can edit the configu-
ration file to create rules (e.g., in the form of functions or
macros) for the particular data format including, for
example, identifying how to tokenize the data, identifying
which data are the entities in the particular format, and/or
identifying the logic on how to establish a relationship. The
data input and preparation stage then can automatically
adjust to understand the new data format, identify identities
and relationships in event data in the new format, and create
event relationship graphs therefrom.

Then, in some embodiments, the graph generator 1410
attaches the relationship graph 2500 to associated events.
For example, the graph 2500 may be recorded as an addi-
tional field of the in an associated event. In alternative
embodiments, the relationship graph 2500 can be stored
and/or transferred individually (i.e., separate from events) to
subsequent nodes in the security platform. After additional
processes (e.g., identity resolution, sessionization, and/or
other decorations) in the data intake and preparation stage,
the relationship graph 2500 can be sent to a distributed
messaging system, which may be implemented based on
Apache Kafka™.

A messaging system (e.g., Apache Kafka™) can also
accumulate or aggregate, over a predetermined period of
time (e.g., one day), multiple relationship graphs that are
generated from the events as the events are accessed. As
such, at the messaging system, the relationship graphs
(mini-graphs) for all events, or at least for multiple events,
can be combined into a larger, composite relationship graph.
For example, a computer program or a server can be coupled
to the messaging system to perform this process of combin-
ing individual relationship graphs into a composite relation-
ship graph, which can also be called an enterprise security
graph. The composite relationship graph can be stored, for
example, as multiple files, one file for each of multiple
predetermined time periods. The time period depends on the
environment (e.g., the network traffic) and the administrator.
In some implementations, the composite relationship graph
is stored (or “mined” in data mining context) per day;
however, the graph mining time period can be a week, a
month, and so forth.

In some embodiments, event-specific relationship graphs
are merged into the composite relationship graph on an
ongoing basis, such that the composite relationship graph
continuously grows over time. However, in such embodi-
ments it may also be desirable to remove (“age out”) data
deemed to be too old, from the composite relationship graph,
periodically or from time to time.

In some embodiments, the nodes and edges of the com-
posite graph are written to time namespaces partitioned
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graph files. Then, each smaller segment can be merged with
a master partition (e.g., per day). The merge can combine
similar nodes and edges into the same record, and in some
embodiments, can increase the weight of the merged entity
nodes. Note that the exact order of the events’ arrival
becomes less important, because even if the events arrive in
an order that is not the same as how they actually took place,
as long as the events have timestamps, they can be parti-
tioned into the correct bucket and merged with the correct

56

and the location of the entity within the topology of an IT
environment. As mentioned, in some embodiments a graph
similar to graph 2600 may be composed of multiple event-
specific mini-graphs. As with graph 2500, entity relationship
graph 2600 includes a plurality of nodes and edges connect-
ing the plurality of nodes. In the example graph 2600, the
plurality of nodes represent identified entities in an IT
environment. For example, graph 2600 includes a node 2610
representing a computer external to the IT environment, a

master partition. Some implementations provide that the 10 node 2608 representing a web server in the DMZ, a node
composite graphs can be created on multiple nodes in a 2606 representing a server in the LAN, and nodes 2602 and
parallelized fashion. 2604 representing computers in the LAN. Again information
In this manner, this composite relationship graph can regarding the entities (e.g. identity, type, location within
include all identified relationships among all identified enti- topology) associated with the depicted nodes may have been
ties involved in the events that take place over the prede- 15 gathered or inferred during the previously described stages.
termined period of time. As the number of events received Note that the example representation of an entity relation-
by the security platform increases, so does the size of this ship graph 2600 shown in FIG. 26 is simplified for clarity
composite relationship graph. Therefore, even though a and is not necessarily indicative of the structure of such a
relation graph from a single event may not carry much graph in practice.
meaning from a security detection and decision standpoint, 20  The edges connecting the nodes in the graph represented
when there are enough events and all the relationship graphs in FIG. 26 indicate some level of interaction (e.g. in the form
from those events are combined into a composite relation- of transmitted data, messages, etc.) between entities, but not
ship graph, the composite relationship graph can provide a necessarily whether the interaction is of interest or concern.
good indication of the behavior of many entities, and the Accordingly, in some embodiments, during a client/server
quality/accuracy of this indication increases over time as the 25 relationship discovery stage, the interactions between enti-
composite relationship graph grows. Then, the subsequent ties can be analyzed (e.g. by processing events) to baseline
processing stages (e.g., the complex processing engine) can certain interactions, particularly those that indicate client
use models to perform analytics on the composite relation- server relationships. Establishing baselines for entity inter-
ship graph or on any particular portion (i.e., “projection”, actions can in some cases rely on analysis of the bytes
discussed further below) of the composite relationship 30 flowing between the entities. For example, by analyzing
graph. In some embodiments, the composite relationship communications between entities (e.g. total bytes trans-
graph is persistently stored using a distributed file system ferred between devices, the ratio of bytes transferred, time of
such as HDFS™., the transfers, average packet sizes for the transfers, the rate
In some embodiments, when various individual events’ at which data is transferred, etc.) a system in accordance
relationship graphs (along with their associated decorated 35 with the present teaching may establish a baseline direction
events) are stored in the messaging system but have not yet of communication that is perhaps indicative of a client
been combined to create the composite relationship graph, server relationship between entities. Note that this analysis
each such event’s relationship graph can be further updated may depend on the previously determined classification
with any information (e.g., anomalies) that is discovered by associated with the entity as well. In other words, analysis of
downstream processes in the security platform. For example, 40 interactions may be weighted based on the previously deter-
if an event is found to be an anomalous, then the relationship mine entity types in establishing interaction baselines.
graph associated with that anomalous event can be updated In some embodiments an interaction baseline between
to include this information. In one example, the individual entities can be represented in an entity relationship graph by
relationship graph of that anomalous event is revised to adding directionality to the edge connecting the entities. For
include an anomaly node (along appropriate edges), so that 45 example, FIG. 27 shows a representation of an entity rela-
when the composite relationship graph is created, it can be tionship graph 2700 similar to graph 2600 depicted in FIG.
used to determine what other entities might be involved or 26 except that the edges connecting the nodes are now
affected by this anomaly. represented as arrows indicating a baseline directionality in
At least in some embodiments, the composite graph communication between nodes, for example, based on a
enables security system 120 to perform analytics on entity 50 client-server relationship analysis. Note that directionality of
behaviors, which can be a sequence of activities, a certain the edges depicted in FIG. 27 are exemplary and provided
volume of activities, or can be custom defined by the for illustrative purposes. Baseline directionality of edges
administrator (e.g., through a machine learning model). By connecting nodes in a graph representative of another IT
having an explicit recordation of relationships among the environment will differ based on the particular activity
events, the relationship graph generator 1410 can enable the 55 associated with that environment.
analytics engines to employ various machine learning mod- 3.5 Monitoring an Entity Relationship Graph
els, which may focus on different portions or aspects of the Certain types of malicious attacks can present themselves
discovered relationships between all the events in the envi- in the form of rare communications between certain entities.
ronment, in order to detect anomalies or threats. For example, a webshell is a specific type of attack that is
FIG. 26 shows an example representation of an entity 60 usually tied to a concerted campaign in which a malicious
relationship graph 2600 similar to the graph 2500 shown in actor operating outside of an IT environment establishes a
FIG. 25. Note that the example graph 2500 shown in FIG. backdoor at a vulnerable device operating in the DMZ (e.g.,
25 is event-specific and reflects the activity indicated by the a web server) instead of directly trying to attack LAN
machine data in event 2400 shown in FIG. 24. Conversely, devices protected behind a firewall. In such a webshell
the entity relationship graph 2600 shown in FIG. 26 may 65 attack, the malicious actor may inject a lightweight PHP

represent a comprehensive graph that takes into account
relationships between the entities as well as the type of entity

script into a vulnerable web service in the DMZ. This script
effectively establishes a beach head for the malicious actor,
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thereby allowing them to move laterally into the LAN to
attack systems or access sensitive information.
The previously described entity relationship graph can be

58

wherein each edge includes a directionality that indi-
cates a normal flow of communication between the
entities represented by the nodes connected to the

monitored to detect such anomalous activity. As previously edge; and
described with respect to FIG. 27, an entity relationship 5 monitoring the entity relationship graph to detect an
graph may include nodes representing entities with edges anomaly.

connecting the nodes representing relationship between the
entities. The edges can include directionality in the form of
arrows representing baseline interaction between the enti-

2. The method of claim 1, wherein the anomaly is detected
in response to detecting a change in the entity relationship
graph.

ties. Accordingly, the graph can be monitored to detect 10 3. The method of claim 1, wherein the anomaly is detected
interactions that do not conform with certain established in response to detecting a shift in the directionality of an
baselines and are therefore indicative of anomalous activity. edge in the entity relationship graph.
For example, in some embodiments this process may 4. The method of claim 1, wherein the anomaly is
include monitoring communications (e.g., by processing indicative of anomalous communication between the par-
events) for specific instance of interactions that do not 15 ticular entity and the at least one other entity of the plurality
conform with established baselines. of entities.
In some embodiments this may include monitoring an 5. The method of claim 1, wherein the anomaly is
entity relationship graph for changes in established base- indicative of a web shell attack.
lines, for example a flip in directionality of an edge con- 6. The method of claim 1, further comprising:
necting multiple nodes. In some embodiments, monitoring 20  outputting, via a user interface, an indication of the
of the graph may focus particularly are certain segments and detected anomaly to a user.
entity types, for example web servers operating in the DMZ. 7. The method of claim 1, wherein the anomaly is detected
In any case, an entity relationship graph can be monitored to based on detecting that the directionality has changed in at
detect anomalies on certain rare paths including, but not least one edge.
limited to, client to server anomalies, server to client anoma- 25 8. The method of claim 1, wherein the anomaly is detected
lies, client to client (LAN to LAN) anomalies, and server to in response to identifying a communication between entities
server (DMZ to LAN) anomalies. that does not conform with a directionality of an edge
In some embodiments, once detected, indications of these connecting nodes associated with the entities.
anomalies can be output to a user via user interface. For 9. The method of claim 1, further comprising:
example, indications of detected anomalies can be output as 30  updating the entity relationship graph as additional events
notable events via an interface similar to as depicted with are accessed and processed.
respect to FIGS. 15A-15B. In some embodiments detected 10. The method of claim 1, wherein attributing the iden-
anomalies can be processed using machine learning based tity of the particular entity to at least some of the accessed
models in a real time or batch processing pipeline along with set of events includes:
other detected anomalies to identify threat indicators and 35  associating an identifier to the particular entity, the iden-
possibly confirm active threats to the security of the IT tifier extracted from at least some of the set events;
environment. wherein the identifier includes any one or more of: a
The invention claimed is: domain name, a uniform resource locater (URL), uni-
1. A computer implemented method comprising: form resource identifier (URI), a unique identifier
accessing a set of events associated with activity by a 40 (UID), an Internet Protocol (IP) address, a Media
plurality of entities in an information technology (IT) Access Control (MAC) address, a device identification,
environment, wherein each event in the set of events or a user identification.
includes a portion of raw machine data that reflects 11. The method of claim 1, wherein attributing the identity
activity in the IT environment and that is produced by of' the particular entity to at least some of the accessed set of
a component of the I'T environment, wherein each event 45 events includes:
is associated with a timestamp extracted from the raw extracting a plurality of identifiers from at least some of
machine data; the accessed set of events; and
attributing an identity of a particular entity to at least some associating the plurality of identifiers to the particular
of the accessed set of events; entity.
determining a topology of the IT environment by pro- 50  12. The method of claim 1, wherein attributing the iden-
cessing at least some of the accessed set of events; tity of the particular entity to at least some of the accessed
generating a behavioral profile of the particular entity by set of events includes:
processing at least some of the accessed set of events updating an identity resolution state table in real time as
attributable to the particular entity; the set of events are accessed, the identity resolution
generating an entity relationship graph, the entity rela- 55 state table associating a plurality of identifiers to the
tionship graph indicative of relationships created based particular entity, the plurality of identifiers extracted
on activity between the particular entity and at least one from at least some of the accessed set of events.
other entity of the plurality of entities, wherein the 13. The method of claim 1, wherein determining the
entity relationship graph is generated based at least on topology of the IT environment by processing at least some
the topology of the IT environment and the behavioral 60 of the accessed set of events includes:
profile of the particular entity; inferring logical relationships between the plurality of
wherein the entity relationship graph includes: entities based on the activity by the plurality of entities.
a plurality of nodes representing the plurality of entities 14. The method of claim 1, wherein determining the
in the IT environment; and topology of the IT environment by processing at least some
edges connecting the plurality of nodes, the edges 65 of the accessed set of events includes:

representing relationships and activity between the
plurality of nodes;

determining a plurality entity classes based on the activity
by the plurality of entities.
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15. The method of claim 1, wherein determining the
topology of the IT environment by processing at least some
of the accessed set of events includes:

inferring a logical location of the particular entity in the

IT environment based on activity by the particular
entity;

wherein the logical location of the particular entity is any

one of the logical locations form a set of logical
locations including:

60

24. The method of claim 1, further comprising:

updating the behavioral profile of the particular entity as

additional events are accessed and processed.

25. The method of claim 1, wherein the set of events are
accessed from a field-searchable data store, wherein a field
is defined by an extraction rule or regular expression for
extracting a subportion of text from the portion of raw
machine data in an event to produce a value for the field for
that event.

local area network (LLAN); 10 26. The method of claim 1, wherein the plurality of
demilitarized zone (DMZ); entities include any of:
wide area network (WAN); or a device;
external. an application;
16. The method of claim 1, wherein determining the a user; or
topology of the IT environment by processing at least some 15  data.
of the accessed set of events includes: 27. The method of claim 1, wherein the events are
applying a topology label to an identifier referencing the received from a plurality of sources via an extract, trans-
particular entity, the topology label indicative of the form, and load (ETL) pipeline.
location of the particular entity in the IT environment; 28. The method of claim 1, wherein the anomaly is
wherein the logical location of the particular entity is any 20 detected in real time as events are accessed.
one of: 29. A computer system comprising:
local area network (LLAN); a processing unit; and a
demilitarized zone (DMZ); a storage device having instructions stored thereon, which
wide area network (WAN); or when executed by the processor cause the computer
external. 25 system to:
17. The method of claim 1, further comprising: access a set of events associated with activity by a
updating the topology of the IT environment as additional plurality of entities in an information technology (IT)
events are accessed and processed. environment, wherein each event in the set of events
18. The method of claim 1, further comprising: includes a portion of raw machine data that reflects
outputting, via a user interface, information associated 30 activity in the IT environment and that is produced
with the topology of the IT environment to a user. by a component of the IT environment, wherein each
19. The method of claim 1, wherein generating the event is associated with a timestamp extracted from
behavioral profile of the particular entity by processing at the raw machine data;
least some of the accessed set of events includes: attribute an identity of a particular entity to at least
associating the particular entity with one of a plurality of 35 some of the accessed set of events;
entity classes. determine a topology of the IT environment by pro-
20. The method of claim 1, wherein generating the cessing at least some of the accessed set of events;
behavioral profile of the particular entity by processing at generate a behavioral profile of the particular entity by
least some of the accessed set of events includes: processing at least some of the accessed set of
associating the particular entity with one of a plurality of 40 events;
entity classes; generate an entity relationship graph, the entity rela-
wherein the plurality of entity classes are predefined, tionship graph indicative of relationships and activ-
user-defined, or defined based on processing of at least ity between the particular entity and at least one
some of the events using supervised and/or unsuper- other entity of the plurality of entities, wherein the
vised machine learning classification models. 45 entity relationship graph is generated based at least
21. The method of claim 1, wherein generating the on the topology of the IT environment and the
behavioral profile of the particular entity by processing at behavioral profile of the particular entity;
least some of the accessed set of events includes: wherein the entity relationship graph includes:
generating an histogram based on activity by the particu- a plurality of nodes representing the plurality of
lar entity; and 50 entities in the IT environment; and
comparing the histogram based on activity by the par- edges connecting the plurality of nodes, the edges
ticular entity with a histogram based on activity by a representing relationships and activity between
plurality of entities associated with a particular class of the plurality of nodes;
entity; and wherein each edge includes a directionality that
associating the particular entity with the particular class of 55 indicates a normal flow of communication
entities if, based on the comparison, a matching crite- between the entities represented by the nodes
rion is satisfied. connected to the edge; and
22. The method of claim 1, wherein generating the monitor the entity relationship graph to detect an
behavioral profile of the particular entity by processing at anomaly.
least some of the accessed set of events includes: 60 30. A non-transitory computer-readable medium contain-
determining if the particular entity is operating as a client ing instructions, execution of which in a computer system
or a server relative to at least one other entity of the causes the computer system to:
plurality of entities. access a set of events associated with activity by a
23. The method of claim 1, wherein the behavioral profile plurality of entities in an information technology (IT)
of the particular entity is a vector including characteristic 65 environment, wherein each event in the set of events

values for a plurality of dimensions associated with activity
by the particular entity.

includes a portion of raw machine data that reflects
activity in the I'T environment and that is produced by
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a component of the I'T environment, wherein each event
is associated with a timestamp extracted from the raw
machine data;
attribute an identity of a particular entity to at least some
of the accessed set of events;
determine a topology of the I'T environment by processing
at least some of the accessed set of events;
generate a behavioral profile of the particular entity by
processing at least some of the accessed set of events;
generate an entity relationship graph, the entity relation-
ship graph indicative of relationships and activity
between the particular entity and at least one other
entity of the plurality of entities, wherein the entity
relationship graph is generated based at least on the
topology of the IT environment and the behavioral
profile of the particular entity; and
wherein the entity relationship graph includes:
a plurality of nodes representing the plurality of entities
in the IT environment; and
edges connecting the plurality of nodes, the edges
representing relationships and activity between the
plurality of nodes;
wherein each edge includes a directionality that indi-
cates a normal flow of communication between the
entities represented by the nodes connected to the
edge; and
monitor the entity relationship graph to detect an anomaly.
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