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DECLARATION OF MINA CHING

I am a Records Request Processor at the Internet Archive. I make this declaration
of my own personal knowledge.

The Internet Archive is a website that provides access to a digital library of Internet
sites and other cultural artifacts in digital form. Like a paper library, we provide
free access to researchers, historians, scholars, and the general public. The Internet
Archive has partnered with and receives support from various institutions,
including the Library of Congress.

The Internet Archive has created a service known as the Wayback Machine. The
Wayback Machine makes it possible to browse more than 450 billion pages stored
in the Internet Archive's web archive. Visitors to the Wayback Machine can search
archives by URL (i.e., a website address). If archived records for a URL are
available, the visitor will be presented with a display of available dates. The visitor
may select one of those dates, and begin browsing an archived version of the Web.
Links on archived files in the Wayback Machine point to other archived files
(whether HTML pages or other file types), if any are found for the URL indicated
by a given link. For instance, the Wayback Machine is designed such that when a
visitor clicks on a hyperlink on an archived page that points to another URL, the
visitor will be served the archived file found for the hyperlink’s URL with the
closest available date to the initial file containing the hyperlink.

The archived data made viewable and browseable by the Wayback Machine is
obtained by use of web archiving software that automatically stores copies of files
available via the Internet, each file preserved as it existed at a particular point in
time.

The Internet Archive assigns a URL on its site to the archived files in the format
http://web.archive.org/web/[ Year in yyyy][Month in mm][Day in dd][Time code in
hh:mm:ss]/[Archived URL] aka an “extended URL”. Thus, the extended URL
http://web.archive.org/web/19970126045828/http://www.archive.org/ would be the
URL for the record of the Internet Archive home page HTML file
(http://www.archive.org/) archived on January 26, 1997 at 4:58 a.m. and 28
seconds (1997/01/26 at 04:58:28). The date indicated by an extended URL applies
to a preserved instance of a file for a given URL, but not necessarily to any other
files linked therein. Thus, in the case of a page constituted by a primary HTML file
and other separate files (e.g., files with images, audio, multimedia, design elements,
or other embedded content) linked within that primary HTML file, the primary
HTML file and the other files will each have their own respective extended URLs
and may not have been archived on the same dates.

Duke Manufacturing Co. EX1009
U.S. Patent No. 10,492,641
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6. Attached hereto as Exhibit A are true and accurate copies of browser screenshots of
the Internet Archive's records of the archived files for the URLs and the dates
specified in the attached coversheet of each screenshot.

7. 1declare under penalty of perjury under the laws of the United States of America
that the foregoing is true and correct.

pATE: February 10, 2026 /)/\/\/\/

Mina Ching 0
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HOME PRODUCTS PARTS / SERVICE ABOUT US CAPABILITIES RESOURCES ORDER TRACKING CONTACT US

HOLDING
SOLUTIONS

|5 _holding bins
» Introduction

» Animated Holding Bin Demo
With MenuTrak System
» 4-Pan (2 wide x 2 high) - Pass-Thru
» 4-Pan (2 wide x 2 high) - Single-Sided
» 6-Pan (3x2) - Pass-Thru
» 6-Pan (3x2) - Single-Sided
» 8-Pan Horizontal (4x2) - Pass-Thru
» 8-Pan Vertical (2x4) - Pass-Thru How are holdlng bins used?
» 8-Pan Vertical (2x4) - Single-Sided

= Holding bins allow operators to cook menu components in advance and then gently
store that product in the holding bins until the order is received

» Single-Cavity DHB-34 = Once that order is placed, the crew will assemble that order using hot and fresh menu

» DHB2PT-32 components from the holding bin

= Holding bins allow operators to serve to order, helping increase speed of service while
maintaining high product quality standards

Open Bins

» Holding Panels

Benefits of holding bins

» PRODUCT SELECTIONS

= Hold food longer - up to one hour and beyond
= Less waste

= Faster speed of service

= Holds foods at safe temperatures

= Consistent quality product

= Increased operational flexibility

Benefits over other holding techniques

Holding bins are superior to steam cabinets as they hold product 3-4 times longer without
washing the food with water and diluting the flavor. Holding bins are also better than heat
lamps lambecause holding bins hold food 4-5 times longer without drying out the food.

Why Prince Castle holding bins?

= Thousands of bin in use worldwide!

= No doors for easier operation and stable hold environment

= Able to hold your entire menu - both fried and moisture-sensitive products in one unit
= Exclusive MenuTrak menu supervision system

= Many sizes to fit your kitchen layout

= Rack system simplifies cleaning

= Compact design allows bins to fit anywhere

Safety Quality Innovation  SNAP™ service

Home Order Tracking Spec Finder
© 2014 Prince Castle 355 E. Kehoe Bivd., Carol Stream IL 60188, USA 800-PCASTLE (800-722-7853) 630-462-8800 F 630-462-1460
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HOME PRODUCTS PARTS / SERVICE ABOUT US CAPABILITIES RESOURCES CAREERS CONTACT US

HOLDING
SOLUTIONS

» Introduction
» Animated Holding Bin Demo
With MenuTrak System
» 4-Pan (2 wide x 2 high) - Pass-Thru

» 8-Pan Horizontal (4x2) - Pass-Thru . .
How are holding bins used?

» PRODUCT SELECTIONS Holding bins allow operators to cook menu components in advance and then gently
store that product in the holding bins until the order is received
Once that order is placed, the crew will assemble that order using hot and fresh menu
components from the holding bin
Holding bins allow operators to serve to order, helping increase speed of service while
maintaining high product quality standards

Benefits of holding bins

= Hold food longer - up to one hour and beyond
= Less waste

= Faster speed of service

= Holds foods at safe temperatures

= Consistent quality product

= Increased operational flexibility

Benefits over other holding techniques

Holding bins are superior to steam cabinets as they hold product 3-4 times longer without
washing the food with water and diluting the flavor. Holding bins are also better than heat
lamps because holding bins hold food 4-5 times longer without drying out the food.

Why Prince Castle holding bins?

= Thousands of bin in use worldwide!

= No doors for easier operation and stable hold environment

= Able to hold your entire menu - both fried and moisture-sensitive products in one unit
= Exclusive MenuTrak menu supervision system

= Sizes to fit your kitchen layout

= Rack system simplifies cleaning

= Design allows bins to fit anywhere

Safety Quality Innovation  SNAP™ service

Home Order Tracking Spec Finder
© 2015 Prince Castle 355 E. Kehoe Bivd., Carol Stream IL 60188, USA 800-PCASTLE (800-722-7853) 630-462-8800 F 630-462-1460
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HOLDING BIN WITH
MENUTRAK

» Introduction

» Animated Holding Bin Demo

With MenuTrak System
» 4-Pan (2 wide x 2 high) - Pass-Thru
» 4-Pan (2 wide x 2 high) - Single-Sided
» 6-Pan (3x2) - Pass-Thru

» 6-Pan (3x2) - Single-Sided Equipped with MenuTrak Food Supervision System, which identifies where menu
. items are located and tracks their respective hold times

» 8-Pan Horizontal (4x2) - Pass-Thru Capacity: Up to eight 1/3-size pans

» 8-Pan Vertical (2x4) - Pass-Thru Pass-thru design allows operator to access product from the front and back of the bin
. o . New rack system simplfies cleaning

gl enioicall2eEt ol S ied Each cavity equipped with rack system that holds four 1/3-size pans

Open Bins Includes removable pan covers, allowing users to hold both fried and non-fried foods

Features & benefits

» Single-Cavity DHB-34
» DHB2PT-32

Exclusive MenuTrak Food Supervision System

Supervises your food holding!
» Holding Panels Identifies location of product and tracks holding time
Indicates when you should use, discard or cook more product
Alphanumeric display is easy to read item descriptions

» PRODUCT SELECTIONS

I Spec Sheet
B Manual

Safety Quality Innovation  SNAP™ service

Home Order Tracking Spec Finder
© 2014 Prince Castle 355 E. Kehoe Bivd., Carol Stream IL 60188, USA 800-PCASTLE (800-722-7853) 630-462-8800 F 630-462-1460
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HIGH) - PASS-THRU
HOLDING BIN WITH
MENUTRAK

» Introduction
» Animated Holding Bin Demo
With MenuTrak System
» 4-Pan (2 wide x 2 high) - Pass-Thru

» 8-Pan Horizontal (4x2) - Pass-Thru
Features & benefits

» PRODUCT SELECTIONS

Equipped with MenuTrak Food Supervision System, which identifies where menu
items are located and tracks their respective hold times

Capacity: Up to eight 1/3-size pans

Pass-thru design allows operator to access product from the front and back of the bin
New rack system simplfies cleaning

Each cavity equipped with rack system that holds four 1/3-size pans

Includes removable pan covers, allowing users to hold both fried and non-fried foods

Exclusive MenuTrak Food Supervision System

Supervises your food holding!

Identifies location of product and tracks holding time
Indicates when you should use, discard or cook more product
Alphanumeric display is easy to read item descriptions

I Spec Sheet
B Manual

Safety Quiality Innovation SNAP™ service

Home Order Tracking Spec Finder
© 2015 Prince Castle 355 E. Kehoe Bivd., Carol Stream IL 60188, USA 800-PCASTLE (800-722-7853) 630-462-8800 F 630-462-1460
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DHB2PT-33
Dedicated Holding Bin

DHB2PT-33B

@ @ C€

The Prince Castle Dedicated Holding Bins (DHBs) pro-
vide the "work-in-process" capacity required for large foodsetvice
operations while performing at peak energy efficiency. With
stainless steel constructed exterior and cavity walls, the DHBs
feature a solid state digital control system for precise heater
temperature control.

The unit features two cavities, each accommodating four
(4) third-size, 2' /2" deep pans - holding a total of eight pans..
Adjustable upper and lower heaters offer maximum flexibility
in setting the precise food holding temperatures.

Exclusive Reli-A-Temp™ infrared heater technology
holds food temperatures more consistent within the designat-
ed holding time than other types of heating systems. This
exclusive heater design spreads the heat evenly over the entire
food holding area, eliminating edge drop off. Food is kept at
the desired serving temperature and not overcooked. Extended
hold times reduce waste and offer the flexibility to address
peak/off-peak demands.

With MenuTrak, Prince Castle DHBs "supervise" menu
items by identifying where menuitems are located and tracking
their respective hold times. MenuT'rak also indicates when you
should discard old product and begin cooking new product,
reassuring you that your customers are always being served your
best.

The Prince Castle DHBs are backed bya one-year partsand
labor warranty.

DHB2PT-33 06/02

STANDARD FEATURES

* Independent upper and lower heating system per
cavity.

* Adjustable temperature for each heater zone: Top
heater range: 150° to 260°F (65° to 127°C);
Bottom heater range: 150° to 260°F (65° to
127°C)

* Prince Castle pan indexing system (patent pending)
designed to prevent incorrect pan placement and
ensure precise holding temperatures and correct
ambient conditions.

* Solid state digital controls

* Equipped with MenuTrak food supervisory
system

*  On/Off main power switch.

¢ Hold both fried and non-fried menu items in the
same bin

* One-year parts and labor warranty.

* Pass-thru design allows employees to access the
food from both sides.

* Unique pan lid system allows perfect holding of
moisture-sensitive foods, including hamburgers,
grilled chicken and more.

MenuTrak Features

* Identifies product and tracks holding times
* Alphanumeric displays for each pan

* Program up to six different menus.

* Easy to transfer products within existing or other
product holding units.

SNIFONIdTOH dH.LVOIddd

¢ LdcdHA
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|
PRINCE CASTLE INC.

LY & A A)‘l}\
WORLDWIDE IH,'R. A

DHB2PT-33
Dedicated Holding Bin

DIMENSIONS

SHIPPING
MODEL DESCRIPTION | WIDTH | DEPTH | HEIGHT | WTLB.
NO. IN.(CM) | IN.(CM) | IN.(CM) (KG.)
DHB2PT-33B
DHB2PT-33BCE
DHB2PT-33BGB) 2-Shelf/8-Pan DHB| 33 (83.8) | 14.1(35.8) | 11.1(282) | 120(54.5)

ELECTRICAL
PLUG AGENCY
MODEL VOLTS Hz. WATTS AMPS | NUMBER | APPROVALS
5 i NEMA UL/cUL/
DHB2PT-33B 208-240 60 2600 Max | 10.8 Max 6-15P UL Sanitation
DHB2PT-33BCE| 220-240 50 2600 Max | 10.8 Max "SCCHUPI/(Z)" UL Sanitation
DHB2PT-33BGB 240 50 2600 10.8 BS1363A UL Sgrllgit/ation
/
3 Q. 'I
1
!
' e — ]
) !
4 iva _$ !
1 REAR VIEW /
-l 34
TOP VIEW I
e - =
raE [ S W
o 11 8 = = =
O [ cm— — — [e— ] { i}
10 78 e Y e Y )
[ B . W s
M [ S . W .
T FRONT VIEV T SIDE VIEW j’
30 —158 158— k——i034
23 L4 1418

*Designs and specifications are subject to change without notice.
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Operation
VELUEL

Product Holding Bin
DHB2PT-33 Series

Temperature Control

Pan & Pan Cover

NLE R Ty

oo 101 :Q,
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Button Bar

mmmm

Panel
Ela
BH®
o O]
Power On/Off Switch

LED Timers (tri-color) Upper Pan Displays MENU/ENTER  BKFT (Breakfast)
(aty. 8) Transfer Button (aty- 4) Button LED
TRANSFER
O{ @ ﬁ)( ) sacy | | SALs (O W saus (O) O BRC HOPNA @ CBQ j- 8:: }

|

PRINCE CASTLE
LOGO Button

Pan Buttons

(qty. 8) (qgty. 4)

Lower Pan Displays

UP and DOWN
Arrow Buttons

REG (Regular Menu)
LED

/ LIMITED WARRANTY

This product is warranted to be free from defects in material and/or workmanship for a period
of 1 year from date of original installation, not to exceed 18 months from the date of
manufacture.

Any component which proves to be faulty in material and/or workmanship will be replaced or

repaired (at the option of Prince Castle, Inc.) without cost to the customer for parts and labor. This

warranty covers on-location service (i.e. trip charges and/or mileage). Travel mileage is limited
to 100 miles (200 Kilometers) round trip (one trip warranty) from an authorized service agency or
its sub-service agency.

This warranty is subject to the following exceptions/conditions:

¢ Use of any non-genuine Prince Castle parts voids this warranty.

* Al labor to be performed during regular work hours. Overtime premium (the incremental
amount) will be charged to the customer.

* Damage caused by carelessness, neglect and/or abuse (e.g., dropping, tampering or
altering parts, equipment damaged in shipment, by fire, flood or an act of God) is not
covered under this warranty.

* All problems due to operation at voltages other than that specified on equipment
nameplates are not covered by this warranty. Conversion to correct voltage is the
customer’s responsibility.

* This equipment must be serviced by Prince Castle Authorized Service Agency or a Prince

Castle Service Technician during the warranty period.
c

Product Identification

Safety Informati
Installation
Operation
Cleaning

Programming

CastleNet Communications Network

Factory Presets
Troubleshooting
Wiring Diagram

Parts List & Exploded View

TABLE OF CONTENTS
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N
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Product Holding Bin

PRINCE CASTLE INC. DHB2PT-33 Series

WORLDWIDE

Safety Information

A WARNING A CAUTION

Indicates information important to the proper opera- Indicates information important to the operation of
tion of the unit. Failure to observe may result in dam- the unit. Failure to observe may result in damage to
age to the equipment and/or severe bodily injury or the equipment.

death.

Electrical Information

Model Volts Hz Watts Amps Plug Number Agency Approval \
DHB2PT-33 208-240 60 2600 Max 10.8 Max NEMA L6-15P UL / cUL / UL Sanitation
DHB2PT-33CE 220-240 50 2600 Max 10.8 Max CEE 7-7 Schuko CE / UL Sanitation
DHBPT-33GB 240 50 2600 10.8 BS-1363A CE / UL Sanitation
DHBPT-33AU 240 50 2600 10.8 BS-3112 UL Sanitation
DHBPT-33F 220-240 50 2600 Max 10.8 Max None UL Sanitation
KDHBPT—33J 200 50/60 1750 8.7 None UL Sanitation /

Installation

A. Remove the unit from the carton and inspect for signs of damage. If Rear of PHU \
there is damage to the unit: Power Cord Inlet

* notify the carrier within 24 hours of delivery

* save carton and packaging materials for inspection purposes

« contact your local dealer, or if purchased directly, the Prince
Castle Sales Department at 800-722-7853 or 1-630-462-8800 to
arrange for a replacement unit.

NOTE: When installing this unit, the ambient temperature at the mount-

ing site should not exceed 100°F.

Blue Plug Jack

B. Place the bin on a counter and seal the base to the counter with “ ue
food-approved sealant.

White Plug Jack

C. Plug the power cord into the bin and connect the plug into the prop- (in from another unit)

er electrical outlet (15 amp, 120 Volt). All connections must be in
accordance with local electrical codes and any other applicable ‘

codes. Black Plug Jack

(out to another unit)

NOTE: The electrical receptacle should be a dedicated outlet. No other

equipment should be operating on the line (refrigerators, fryers, etc.).
NOTE: If the unit is to networked with other Prince Castle units, a

D. Install the racks, pans and pan covers into the cavities. Retro Bun Timer may be connected to any one bin in the chain. Refer
to CASTLENET COMMUNICATIONS NETWORK in this manual.

E. Turn the power switch to ON. Allow 30 minutes for warm-up.

BIN 1 BIN 2 BIN 3

- J

Prince Castle reserves the right to change specifications and product design without notice. Such revisions do noﬁ
entitle the buyer to corresponding changes, improvements, additions or replacements for previously purchased

equipment. /

Printed in USA 2/06 © 2006 20 541-537revB




Product Holding Bin
DHB2PT-33 Series

Operation

~

Turn power On/Off switch to ON position.

Load pan covers (if used) onto pan racks and
insert racks into the unit.

Allow 30 minutes for
heaters to reach operating
temperature. The
Temperature Display will
show temperature as unit
warms up to the operating

NIED

/e Press all PAN Buttons \

MENU

Q ‘BKFT
ENTER OREG

EGGS ( )

The PAN DISPLAYS will show the

assigned product name. BKFT (Breakfast) or

REG (Regular Menu)
will be lit depending on
pre-programmed menu.

If no product is assigned, the display
will be dim and show “----”, Pressing
the PAN button will not activate the
timer if “----" is displayed. Pressing
PAN button when product name is

temperature.
Power On/Off Switch
/e LED Timing Status \
MENU
[ T REG
. ENTER O

LED Timers

Ready for product
Discard product

Oldest product, use first
Cook more product

RED (steady)
RED (flashing)
GREEN (steady)
GREEN (flashing)

Newer product, use green first
Cook more product

YELLOW (steady)
YELLOW (flashing)

AN

/e When any of the timer LED’s flash, cook more product or

remove and discard product as indicated.

GREEN Flashing
Cook more product

YELLOW Flashing e = =
Cook more product S

=)
RED Flashing : =i

Discard product

A WARNING
Hot surfaces.

Kdisplayed will start timing cycle.

)

If no other pan is active for a \
product, the LED for the first
pan loaded will turn from RED
to GREEN.

/e When LED is steady
RED, load product
and press the PAN
Button.

The LED for the 2nd pan (3rd
pan, etc.) loaded will turn from
RED to YELLOW.

An LED timer can be stopped
(cancelled) at any time by
pressing and releasing the
corresponding PAN Button.

If only one pan is active for a

N

product, the LED will turn from
RED to GREEN.

transferred from one cavity to another as follows:

/e Product, along with any remaining time, can be

A. Press and release the TRANSFER
Button. Displays for available bins
are brightly lit. Displays for bins
currently timing, are dimly lit.

s O ) PO e [55 O L0 PO s (2 O L0 © Y03

B. Press and release the PAN
button of the product to be
moved.

C. Press and release the
TRANSFER button again.

D. Move the product. Press and release
the PAN Button for the new location.
The new location will finish timing
the product. When the transferred
pan timing expires, location will
revert to original menu setting.

NOTE: If product transfer is not completed within a pre-programmed
transfer time, the transfer will be lled. See your M.

\_

541-537revB
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Product Holding Bin
DHB2PT-33 Series

Operation (continued)
/o To change a menu selection for a specific pan cavity, use the following steps: \

PRINCE CASTLE INC.

WORLDWIDE

A. Press and hold the Prince Castle Logo Button for 6 seconds. All Pan D. Press the UP or DOWN Buttonto  E. Press the MENU/ENTER button
Displays will show “PROG”. All LED Timers will be red. scroII to the desired menu item. to select the menu item.
TRANSFER MENU
-,@@ erIeryelcH
ENTER O REG

F. Repeat steps A - E as required for other Pan Displays. Press

. the Prince Castle Logo Button to exit the program mode.
B. Press and hold the MENU/ENTER Button. The display next to the

MENU/ENTER Button will display the menu choices. While holding the
MENU/ENTER button, press the UP or DOWN Buttons to scroll through the
menu choices.

NOTE: Up to six products may be programmed for each Pan
Button (1 for each menu). In addition, a pan may be set as “not

used” by assigning “----" as its product.
C. Press a PAN Button to change the menu. The LED Timer will change to yel-
low and the Display will change from “PROG” to the assigned menu item. /
/o To shut down the unit, turn the power On/Off switch to OFF. \ CIean | ng
AWARNING

Before performing any maintenance, turn the power switch to the OFF
position and unplug the power cord from the electrical receptacle.

AcAuTiON

5 This unit is not watertight. Do not clean with a water jet/jet spray.
Do not immerse the unit in water.

1. Turn the unit off and unplug the power cord from the electrical

W 1 ESr e I I receptacle.

2. Remove the pan covers and pan racks. Wipe all parts and unit
with a damp cloth. DO NOT use a green scotch bright pad cleaner,

\ / k Ice or water. /
Setting Temperature

/o The unit has four shelves, each with an upper and lower heater (eight heaters total). \

The factory pre-set for the upper heaters is 225°F.

The factory pre-set for the lower heaters is 195°F.

Each upper heater has a programmable range of 150° - 275°F.

Each lower heater has a programmable range of 150° - 225°F.

Use the control below and the following steps to set the setpoint temperatures for each heater.

UPPER SHELF LED TEMPERATURE DISPLAY
This LED will be lit to indicate NOTE: The unit is preset to display temperature in
upper shelf is selected Fahrenheit. To display in Celsius, press and hold

PROG LED the DOWN Arrow button immediately after turning
rnYye Ly \ o . .
This LED will be lit to indicate on the power switch. To switch back to Fahrenheit,

unit is in Program Mode / press and hold the UP Arrow button after turning
LOWER SHELF & LED O: ACTUAL
TEMP — |

on the power switch.

This LED will be lit to indicate

lower shelf is selected > UP/DOWN ARROW BUTTONS
O: Used with other buttons to scroll
ACTUAL TEMP BUTTON & LED SET- through heater and temperature
Press to display actual temperature for the POINT @ selections
selected heater. LED will be lit when actual tem-
perature is displayed.

SETPOINT BUTTON & LED PRINCE /#P—RINCE CASTLE LOGO BUTTON
TP PP ICASTLE

" - Press to enter
Press to display setpoint temperature of a temperature selections
selected heater. LED will be lit when setpoint P
temperature is displayed.

NOTE: To reset all times and temperatures to the factory settings, turn the unit off, then press and hold the UP and DOWN arrow buttons
\simultaneously while turning the unit back on. A “P” will appear in the display and all times and temperatures will be reset to original factory settiny
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Setting Temperature (continued)

Press the UP or DOWN Arrow Buttons until the desired shelf \
LED and upper (U) or lower (L) heater is selected.

©

PRINCE
ASTLE

Press the UP or DOWN Arrow Buttons until the desired
setpoint temperature is displayed

\
0

J
~

J

o

©

Press and hold the SETPOINT Button and the Prince Castle \
Logo Button for 5 seconds. The Program LED will light.

)

o

G

Press the Prince Castle Logo Button to save the new setpoint
value. Repeat steps 2—5 to change the setpoint for any other
heater.

)

Calibrating Heaters

/o N\

Use the following steps to calibrate
the individual heaters.

NOTE: Allow sufficient amount of
time for temperatures to stabilize
before starting calibration.

Press the UP or DOWN Arrow
Buttons until the desired shelf LED
and upper (U) or lower (L) heater is
selected.

.

\_

©

Take a temperature reading within the shelf near the center of\
the heater surface.
Use a standalone temperature meter (not supplied).

T
‘B8
ve

A WARNING e
Hot surfaces. Use ‘
caution when taking

temperature readings ]

within the shelf

J

©

Press and hold the PRINCE CASTLE
LOGO and ACTUAL Buttons for 5
seconds. The semi-colon (:) LED
indicator will light. The temp dis-
played is the actual heater tempera-
ture sensed by the controller.

UPPER,

To clear any offset
readings, press the
SETPOINT Button.

)

Press the UP or DOWN Arrow
Buttons until the temperature
displayed matches the reading
obtained in Step 2.

©

IPRINCE|
ASTLE|

Press the PRINCE CASTLE \
LOGO Button to save the
temperature value and exit the
Calibration Mode.

J
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Selecting Breakfast and Regular Menus
Th i ilable: Wh he desired is displayed, rel h
/o BK(::I'-? EI’EeDSg(NI'n:e&UeSnS:a‘;raMeenue \ / en the desired menu is iIsplayed, release the \

MENU/ENTER button. The food products for the menu will be
REG LED ON = Regular2, Regular3, Regular4, or Regular5 displayed in the upper and lower BUN TRAY displays.

Press and hold the MENU/ENTER button, then use the UP or
DOWN Arrow button to scroll through the 6 menus.

PRINCE CASTLE INC.

WORLDWIDE

When timers for a different menu are still active,
those BKFT or REG LED’s will flash until they are all cancelled.
When scrolling, menu numbers appears in this display.

@ {On] Ol Of||©@ ¥ [ 08
~

Programming the Menus
/ \ / Press and hold the MENU/ENTER button, the display next to \
o Press and hold the PRINCE CASTLE LOGO button . .

the button b ¢l all the disol how PROG the MENU/ENTER button will show the menu choices. Use
(on the button bar) until all the Isplays show ki the UP or DOWN Arrow button to scroll through the 6 menus.
and the BUN TRAY buttons LED’s all glow red. Release the MENU/ENTER button when the desired menu is
displayed.

MENU
N © O] ol O
0 -

w When the MENU/ENTER button is released, all displays will

again show PROG

\ / : l t ENTER O R )
/o A. Press the PAN button next to the display to be changed. \ /a A. Repeat Steps 2 & 3 as required. \

The LED will change from red to yellow and the display will
change from PROG to the assigned menu item. B. Press the PRINCE CASTLE LOGO button to exit the
MEN Programming Mode and return to the Run Mode.

BKFT
@ _ - 8 REG NOTE: Up to six items (one for each menu) may be programmed
ENTER

for each tray button. A tray may be set as “not used” by
assigning “----" as its product.

B. Press the UP or DOWN Arrow buttons to scroll to the desired menu
item.

C. Press the MENU/ENTER button to save the selection. All displays
will show PREG.

o ol el ld © YO 0)
Y 20 fal=) | 2

ENTER O“y
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Changing the Hold & Cook-More Times

/o A. The SET PRODUCT TIME menu is used to change the Hold & Cook-More times. \

PRINCE CASTLE INC. %

4
1
WORLDWIDE i

B. Press and hold the PRINCE CASTLE LOGO button, then immediately press and hold the MENU/ENTER button until the display shows one
of three programming menus.

C. Use the UP or DOWN Arrow button to scroll to the SET PRCD TiNE T U ENIR menu.

MENU/ENTER Button
PRINCE CASTLE LOGO Button

= = TI S} /j m - MENU
& Y0 J[, 0} 20 JE OVE” YOma) [ OLe@0rmo) § S Jo|
A. Press and release the MENU/ENTER button to enter the \ / . . \
@ Set Product Time menu. The display will show, for example, e A. The display now shows the current hold time.
SET EGGSTIE T U EMIR.

B. Use the UP or DOWN Arrow button to scroll through the list ]mgik @ @ m 5,

of products. When the desired product is displayed, press ——

the MENU/ENTER button to select it. B. Use the UP or DOWN Arrow button to scroll to the desired
hold time. When the desired hold time is displayed, press
Refer to the Product Menu Details on page 8 for a list of the MENU/ENTER button to save the desired hold time.

products and their corresponding display names.

o 016000 E 0T [Eose @ 0,ee0Ta =010

ENTER

NOTE: Holding the UP or DOWN Arrow Buttons for longer than 2
Qeconds will cause the product list to automatically scroll up or down/

NOTE: Hold time cannot be reduced to less than the Cook-More
time plus one minute.

/o A. The display will now show current Cook-More time. Use the \ /o A. The display will show SET PROD TIE 1 U ENTR. Repeat Steps 2\

UP or DOWN Arrow button to scroll to the desired cook - —4for any other product.

more time.
B. Press and release the PRINCE CASTLE LOGO button at any

O MENU time to exit the Programming Mode and return to the Run Mode.
EF 06 0w 20,0070 ema) [

NOTE: If the MENU/ENTER button has not been pressed to save any
B. When the desired cook-more time is displayed, press the changes, the program will revert to the original values.
MENU/ENTER Button to save it.

MENU

JE0l6 O x0leotoriEm0. 5| [FZ0lE = L0400t tm0) ]

ENTER

NOTE: Cook-More time cannot be increased to more than the

K Hold time minus one minute. / \ /
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Changing Product Names

/0 A. The EDIT PRODUCT NAME menu is used to change a default product name to one of your own choosing. \

B. Press and hold the PRINCE CASTLE LOGO button, then immediately press and hold the MENU/ENTER button until the display shows one
of four programming menus.

C. Use the UP or DOWN Arrow button to scroll to the EiT PROD NARE T U ENIR Menu.

NOTE: The default names available for editing are listed on page 8.

PRINCE CASTLE LOGO Button MENU/ENTER Button

TRANSFER ENU
& P01 _0) 20 Jla0)d POm] w0l 0@ 0 nem0L O 3 Jo
/e A. Press and release the MENU/ENTER button to enter the \ /e A. To change the blinking E, use the UP or DOWN Arrow buttm

Edit Product Name menu. to scroll to the desired letter/number/symbol.
The display will read SEL PROD XXX T .

i B. When the desired selection is displayed, press the PAN
B. Use the UP or DOWN Arrow button to scroll through the list of button (to the left or right of the selected display) to move

products. to the next digit.

C. When the desired product is displayed, press the C. Repeat for all digits.
MENU/ENTER button to select it. The first letter (in this case,
the E) will start blinking.

TRANSFER IENU
e (0w (nO) ®© 070 0
Em Opee

NOTE: Holding the UP or DOWN Arrow Buttons for longer than 2

TRANSFER MENU
5 _ - D _ - 8::: }O seconds will cause the selected digit to automatically scroll up or
S / \ down.

/e A. The display will show EDIT PROD NAME T U . Repeat Steps

2-4 for any other product.

AN

/o When all four digits have been changed, press the MENU/ENTER
button to save the new name.

B. Press and release the PRINCE CASTLE LOGO button at
any time to exit the Programming Mode and return to the
Run Mode.

NOTE: If the MENU/ENTER button has not been pressed to save

PRaD X O @ @ ( ? O ﬂjﬂ ENTR M<55J any changes, the program will revert to the original names.
ENTER
e O LD Q) CRQ Ty ][R Qé

ENTH

N )
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Set Maximum Transfer Time

/0 A. The SET MAXIMUM TRANSFER TIME menu is used to set the amount of time allowed to make a product transfer from one pan to anotherx

B. Press and hold the PRINCE CASTLE LOGO Button, then immediately press and hold the MENU/ENTER Button until the display shows one
of four programming menus.

C. Use the UP or DOWN Arrow Button to scroll to the MAX XFR TNE T U ENR (Set Maximum Transfer Time) Menu.

MENU/ENTER Butt
PRINCE CASTLE LOGO Button utton

><

O{ ?ﬁm QO—/TW;‘SERW e O L O®@TO 1] em M(ESOBK”}Q

ENTER OREG
. Press and release the MENU/ENTER Button to enter the \ / A. To change the time, use the UP or DOWN Arrow Button to
Set Maximum Transfer Time menu. scroll to the desired time. When the desired selection is dis-
played, press the MENU/ENTER Button to enter the selection.

o\

B. The display shows MfX XFR :20 1 | ENIR. This shows a
value of 20 seconds. B. Press and release the PRINCE CASTLE LOGO Button at any

time to exit the Programming Mode and return to the Run
Mode.

NOTE: If the MENU/ENTER Button has not been pressed to save any
changes, the program will revert to the original time.

TRANSFER TRANSFER
PO | a0 [ SOwe | [ =
[wOLS YOw ][ a0| [mOl e POx ﬁ@)

N~ D N
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CastleNet® Communications Network

me Prince Castle DHB-BK Bins and Retro Bun Timer and New Bun \
Cabinet Timers can be inter-connected to form the CastleNet®
Communication Network. The network can be used for data transfer
between bins and timers for menu updates or to transfer product hold
time from bin-to-bin. A PDA (or similar device) or a notebook with Prince
Castle MenuView® software is used to connect to the network and enter
the desired changes.

Each bin is supplied with a standard 25' cable and allows units to be
“daisy-chained” together to form the network. If cable is too short, use
Prince Castle Extender Cable Kit, P/N PC-COMEXT.

The factory default address for Main bins and timers is address 1.
The factory default address for Specialty bins and timers is address c.

Qe factory default address for the Retro Bun Timer is gunF.

G

If a third bin is used, the address must be set at 3. /

IMPORTANT: Each timer must have a different address.
If a location has three bins, it is recommended that the bins
and timers be set consecutively to addresses 1 through 3.

Bin 1 Bin 2 Bin 3

E=l
E
i

Example

N
0

Available addresses are:
gl thru 28, inF, BB, e, ek, BingE
and BiNF.

Use the UP or DOWN Arrow buttons to scroll to the desired
address. Press the PRINCE CASTLE LOGO Button to store the
new address.

IMPORTANT: Continue to step 5 to
check the timer address. No two
timers can have the same address.

N
(-

To change the timer address, turn the unit power switch off am
wait 15 seconds. Turn the power switch back on and immedi-
ately press and hold the PRINCE CASTLE LOGO button and the
DOWN Arrow button for approximately 6 seconds or until the
display shows SET ADOR T BARZ.

The address number will blink on/off.

gnANsFER ﬁ)ﬁ ,ﬁHDDR O @ @ ?O ﬂiﬂ =

ENYE'

\ )

Telephone jack plugs are located on the back of the unit.
Connect the units using the cables provided as shown here.

‘©

BIN 1

BIN 2 BIN 3

Example

N

/ A. Turn the power switch off, wait 15 seconds. Turn the switcm
e to ON while pressing and holding the ACTUAL and SET-
POINT buttons. The display will show the current bin
address.

B. Continue to hold the buttons until PROG LED turns on.

UPPER
LOWER

HEAT

To check the timer address, press and hold the PRINCE \
CASTLE LOGO button and the DOWN Arrow button.

The current timer address will be displayed in the far right timer
display.

)

To change the timer address, proceed to step 6.

MENU

3 8

ENTER

4 &
/ /’P

N ”/n
N\ N\ L

. \ .
\\/ \ )
y

~

Use the UP or DOWN Arrow button to scroll to the desired
address. Press the MENU/ENTER button to store the new
address and return to normal operating mode.

Available addresses are:

it thru Bin 9, 8inA, BiNB, e, ainD, 2inE and ainF.

@@@% mu@%@gzs

L

- ‘/
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WORLDWIDE iﬁ,;m SRR D H BZ PT—33 Se rieS
Factory Presets
/PRODUCT MENU DETAILS \
Product Display Hold Cook-More
Name Minutes?® Minutes?!
Burger BUR1 30 3
Burger BUR2 30 3
Chicken Patty CHX1 30 3
Chicken Patty CHX2 30 3
Chicken Patty CHX3 30 3
Chicken Wing WING 30 3
Fish FISH 5 3
Eggs EGGS 30 3
Sausage SAUS 30 3
Bacon BACN 30 3
Ham HAM 30 3
Popper POP 30 3
Mozzarella Stick MOz 30 3
Onion ONIN 10 7
Mushroom MUSH 30 3
Chicken Nuggets NUGG 30 3
Spicy Chicken SPCY 30 26
French Toast TOST 10 8
Chicken Stars STAR 30 27
Large LRG 20 17
$6 Burger SIX 20 17
BBQ Chicken BBQ 20 17
Crispy Chicken CRSP 30 26
Special #1 SPC1 30 3
Special #2 SPC2 30 3
1. Hold and Cook-More times may be re-programmed. See page 7.
2. Product abbreviations SPC1 thru SPC9 may be reprogrammed. See page 8.
&enus \
UP DOWN UP DOWN uUP DOWN uUP DOWN Menu LED
CRSP ONIN BBQ SPCY SIX SIX LRG LRG MNU1 Bkft
BUR1 BUR1 BUR1 BUR1 BUR2 BUR2 BUR2 BUR2 MNU2 Reg
CHX1 CHX1 CHX2 CHX2 CHX3 CHX3 WING FISH MNU3 Reg
CHX1 CHX2 WING WING MOz MOz POP POP MNU4 Reg
CHX1 CHX2 CHX3 WING WING POP ONIN MUSH MNU5 Reg
EGGS EGGS EGGS EGGS HAM BACN SAUS SAUS MNU6 Bkft
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Troubleshooting

/" PROBLEM

POSSIBLE CAUSE

~

CORRECTIVE ACTION

Display flashes 0r & REL.

Open relay. Circuit inoperable.

Replace power circuit board.

Display flashes SHr & REL.

Shorted relay. Circuit inoperable.

Open heater.

Unplugged ribbon cable between
power and main circuit boards.

Replace power circuit board.

Test heater resistance (150.2 Ohms).
Replace heater if necessary.

Verify ribbon cable connection.

Display flashes OrFn & REL.

Temperature is below 75°F.
Heater inoperable.

Probe inoperable.

Relay inoperable.

Normal display during warmup.
Test heater resistance (150.2 Ohms).

Check for open thermocouple wires from probe.
Replace heater/probe assembly.

Replace power circuit board.

Display shows HHH for an extend-
ed period of time and heater sur-
face temperature is hot.

Temperature is above 300°F
(abnormal operation).

Diagnostic circuit inoperable. Replace power
circuit board.

Display shows HHH for an extend-
ed period of time and heater sur-

Probe is inoperable.

Check for pinched thermocouple wires from
probe. Replace heater/probe assembly.

@ce temperature is cool.

J
Wiring Diagram

-

~

00
~ - ORG
. | = o | a vl o ER s 541-TSM BRN
i} wz %ﬁ W=Z| W o EE
PR 87|82 i2 i v RED
w = Ju | Jo T Jm o %
= o vl wo 2 e
avg| I ww | W ww| ww < ]
wa EF| = el Em w w 8
og) EolES S vy
= i Tw| ow G| G
b = uI Uz UT| O = | B
5 S
H) Y BLK ? e
w 54 1-TSA ORG
T COPTIONAL D BRN
ul g & ] [OsPkR i % RED
& |
8ol £ r | o
wiglE ‘l;]r[ #1 : @ & 8
315 ")t = 38 i
g2 v 41 e o POWER RED
z
5 (Jrew 2lg| | =2 suepLy
z {;]JE w3z I::ﬂm BLK
TC #4 m T
J14 [ I
RTBBON CABLE ] 20y E#z 2
s B2 i3
[Bz 2R POWER INLET
MAIN PCB s % IWHT DR BLU WHT OR BLU N
o SIS =
0 =
s DD#B i cne@en— || =@
—— IR -
e IBLK OR BRN BLK DR BRN L
HEBE . : POVER SWITCH ALTERNATE WIRING
© O Y e
o o Ll P2 PI P3 NOT USED ON
@ @ — O G ALL MODELS
o@ @D T2 11 GRN/YEL ZEND@
WHT DR BLU wsee ALTERNATE
NISPIAY PCA BLc OR gy MIRING
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Parts List & Exploded View

Ref. Part No.

541-316
541-389S
541-318
541-317
541-326
541-333S
89-955
541-353S
86-118

10 541-320
1 78-184S
12 88-609
13 72-200-25S
14 76-724
15 541-359S8
16 541-376S
17 541-489
18 541-129

©CoONOOOAPR~WN -

Description

Side Panel

Main P. C. Board Kit

P.C. Board Bracket

Right Side Insulation

Wire Chase

Display P.C. Board Kit
Spacer

Overlay and Bracket Kit
Modular Coupling

Hold Down Bracket

Power Switch

Power Inlet

Power Cord Kit

Screw, Socket, 8-32 x 3/4
Lower Heater Assy (230 Volt)
Upper Heater Assy (230 Volt)
Chassis, Right

Side Cover Bracket

Ref.

19
20
21
22
23
24
25
26
27
28

* * * * *

Part No.

541-369
541-329
541-324
541-650
541-383
541-488
541-317
541-606
197-232
541-323
541-479
PC-COMEXT
TBD

TBD

TBD
940-0504
279-423

~

Description

Insulation

Top Cover

Header

Trim

Shelf Bracket

Chassis, Left

Insulation

Base

Foot

Bottom Cover

Black Pan Covers (Not Shown)
Cable, Prince Castle (Not Shown)
Cable, K-Mart (Not Shown)
Cable, Target (Not Shown)
Cable, Wal-Mart (Not Shown)
Cable, Radio Shack (Not Shown)

)
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Operation

Manual

Product Holding Bin
DHB2PT Series

Product Identification

Button Bar
Temperature Control Panel

PRINCE CASTLE
LOGO Button

Pan and Cover

DHB2PT-20

-

LED Timers (tri-color)
(qty. 4, 6 or 8)

~

Upper Pan Displays
(qty. 2 or 3)

BKFT (Breakfast) LED

Transfer Button

TRANSFER

MENU/ENTER Button

UP and DOWN Arrow

Buttons REG (Regular Menu) LED

DHB2PT-33

bl o

Orfol e OO o TOJL0) oe [OCJCI0) O Temperature

1

Control

Panel

Power

Power On/Off Switch Pan Buttons
(qty. 4, 6 or 8)
DHB2PT-27
r—
= 2 2, || Da
NS V== )
[[= &5 m gy 5 o S _CouDRzllo ° Temperature [
== S | e=f S € 2= Control
| |
BN panel
I \\ o C— Power
\ On/Off
K Pan and Cover Button Bar Switch

QEHHH%H L

On/Off

Pan and Cover Button Bar Switch

LIMITED WARRANTY

This product is warranted to be free from defects in material and/or
workmanship for a period of 1 year from date of original installation, not to
exceed 18 months from the date of manufacture.

Any component which proves to be faulty in material and/or workmanship

will be replaced or repaired (at the option of Prince Castle, Inc.) without

cost to the customer for parts and labor. This warranty covers on-location
service (i.e. trip charges and/or mileage). Travel mileage is limited to

100 miles (200 Kilometers) round trip (one trip warranty) from an

authorized service agency or its sub-service agency.

This warranty is subject to the following exceptions/conditions:

* Use of any non-genuine Prince Castle parts voids this warranty.

« All labor to be performed during regular work hours. Overtime premium
(the incremental amount) will be charged to the customer.

« Damage caused by carelessness, neglect and/or abuse (e.g.,
dropping, tampering or altering parts, equipment damaged in shipment,
by fire, flood or an act of God) is not covered under this warranty.

« All problems due to operation at voltages other than that specified on
equipment nameplates are not covered by this warranty. Conversion to
correct voltage is the customer’s responsibility.

* This equipment must be serviced by Prince Castle Authorized Service
Agency or a Prince Castle Service Technician during the warranty
period.

PrRINCE CASTLE LLC

WORLDWIDE

TABLE OF CONTENTS
Product Identification. .. ........ ... . ..
Safety Information . ... ... ...

NG

Installation . .. ... ...

Operation. . .. ..o

Cleaning. . . . ..ot

Programming . . ... 7-10
CastleNet® Communications Network. . . ...................... 1
Factory Presets . . ... 12
Troubleshooting. .. ... 13
Exploded View and Parts List (DHB2PT-20B)................... 14
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Model Volts Watts Hertz Model Volts Watts Hertz
DHB2PT-20B 120 1700 60 DHB2PT-20BCE 220 - 240 1500 50
DHB2PT-27B 120 1650 60 DHB2PT-33BCE 240 2600 50
DHB2PT-27BCE 230 2500 50 DHB2PT-33BGB 220 - 240 2500 50
DHB2PT-33B 208 — 240 2500 50/60

Safety Information

A\ WARNING A\ cauTioN

Indicates information important to the proper operation of the unit. Indicates information important to the operation of the unit. Failure
Failure to observe may result in damage to the equipment and/or to observe may result in damage to the equipment.
severe bodily injury or death.

Installation

/A. Remove the unit from the carton and inspect for signs of damage. If Rear of PHU \
there is damage to the unit:

+ notify the carrier within 24 hours of delivery

+ save carton and packaging materials for inspection purposes

+ contact your local dealer, or if purchased directly, the Prince Castle
Sales Department at 800-722-7853 or 1-630-462-8800 to arrange for a
replacement unit.

NOTE: When installing this unit, the ambient temperature at the mounting

site should not exceed 100°F.

B. Place the bin on a counter and seal the base to the counter with food-
approved sealant.

C. Plug the power cord into the bin and connect the plug into the proper
electrical outlet. All connections must be in accordance with local
electrical codes and any other applicable codes.

NOTE: The electrical receptacle should be a dedicated outlet. No other

equipment should be operating on the line (refrigerators, fryers, etc.).

D. If used, plug a Prince Castle external timer bar (consult factory for
model) data cable into the blue plug jack (external) located on the rear
of the Prince Castle holding bin. If cable from timer is too short, use
Prince Castle Extender Cable Kit, P/N PC-COMEXT.

E. Install the racks, pans and pan covers into the cavities.

F. Turn the power switch to ON. Allow 30 minutes for warm-up.

NOTE: If the unit is to be networked with other Prince Castle units, an

Power Cord Inlet

Blue Plug Jack
(Plug external timer
data cable into here)

White Plug
Jack (in from
another unit)

Black Plug
Jack (out to
[ another unit)

external timer may be connected to any one bin in the chain. Refer to BIN 2 BIN 3
CASTLENET COMMUNICATIONS NETWORK in this manual. /\/\/\ /\/\/\
°O °O

EXTERNAL
TIMER

\_

Prince Castle reserves the right to change specifications and product design without notice. Such revisions do not entitle the buyer to
corresponding changes, improvements, additions or replacements for previously purchased equipment.

[
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/o Turn power On/Off switch to ON position. \

Load pan covers (if used) onto pan

racks and insert racks into the unit.

Allow 30 minutes for
heaters to reach operating
temperature. The

Temperature Display will
show temperature as unit
warms up to the operating
temperature.
Y]
—
\ Power On/Off Switch J
/e LED Timing Status \
MENU

O BKFT
ENTER O Ree

e &

~

O BKFT

REG

/e Press all PAN buttons.
EGGS ( ) a

The PAN DISPLAYS will show the
assigned product name.

If no product is assigned, the
display will be dim and show “- - - -
Pressing the PAN button will not
activate the timer if “- - - -” is
displayed. Pressing PAN button
when product name is displayed will
start timing cycle.

\_
P

MENU

ENTER /

BKFT (Breakfast) or REG
(Regular Menu) will be lit
depending on pre-

»  programmed menu.

/

When LED is steady RED, load product and press the PAN \
button.

If no other pan is active for
a product, the LED for the
first pan loaded will turn
from RED to GREEN.

LED Timers

RED (steady) = Ready for product

RED (flashing) = Discard product

GREEN (steady) = Oldest product, use first

GREEN (flashing) = Cook more product

YELLOW (steady) = Newer product, use green first
kYELLOW (flashing) = Cook more product

/

/ When any of the timer LEDs flash, cook more product or remova
and discard product as indicated.

==

s D 5 E]]
w1 ’E@ The LED for the 2nd
LIl The or the 2nd pan

~o j e o Lm e (3rd pan, etc.) loaded will
:_Ll L/gﬂ L; turn from RED to YELLOW.
O .
/ An LED timer can be stopped

(cancelled) at any time by
If only one pan is active for a pressing and releasing the

product, the LED will turn from corresponding PAN button.
RED to GREEN.

/ Product, along with any remaining time, can be transferred from\
one cavity to another as follows:

A. Press and release the
TRANSFER button. Displays
for available bins are brightly lit.
Displays for bins currently
timing, are dimly lit.

C. Press and release the
TRANSFER button again.

O
TRANSFER
BACN 8IS 665
Qo] 0] "F'g Q=] (w0l O
GREEN (flashing) = Cook more product \
YELLOW (flashing) = Cook more product B. Press and release the PAN D. Move the product. Press and
PN button of the product to be release the PAN button for the
RED (flashing) = Discard product moved. new location. The new location
will finish timing the product.
A WARNING When the transferred pan
timing expires, location will
\H°t surfaces. j revert to original menu setting.
NOTE: If product transfer is not completed within a pre-programmed
transfer time, the transfer will be cancelled. See your Manager.
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Operation (continued)

/o To change a menu selection for a specific pan cavity, use the following steps: \

A. Press and hold the PRINCE CASTLE LOGO button for 6 seconds. All D. Press the UP or DOWN Arrow E. Press the MENU/ENTER button
Pan displays will show PROG. All LED Timers will be RED. button to scroll to the desired to select the product choice.
product choice.
MENU
/ TRANSFER
BH
QO] [ O " S 59
ENTER O RE
B. Press and hold the MENU/ENTER button. The display next to the F. Repeat Steps A — E as required for other Pan displays. Press the PRINCE
MENU/ENTER button will display the product choices. While holding CASTLE LOGO button to exit the Program Mode.
the MENU/ENTER button, press the UP or DOWN Arrow button to - NOTE: Up to six products may be programmed for each Pan button (1 for
scroll through the product choices. While scrolling, the BKFT LED will each menu). In addition, a pan may be set as “not used” by assigning “---" as
be lit for the breakfast menus and the REG LED will be lit for the its product.

regular menus.

C. Press a PAN button to change the product. the LED timer will change
to yellow and the display will change from PROG to the assigned
product choice and two other displays will change to up and down
arrows and ENTR.

/0 To shut down the unit, turn the power On/Off switch to OFF. \

Cleaning

4 N

A\ WARNING

Before performing any maintenance, turn the power switch to the
OFF position and unplug the power cord from the electrical

receptacle.
A\ cauTioN

This unit is not watertight. Do not clean with a water jet/jet spray.

Do not immerse the unit in water.

1. Turn the unit off and unplug the power cord from the electrical
receptacle.

2. Remove the pan covers and pan racks. Wipe all parts and unit with
a damp cloth. DO NOT use a green Scotch Bright pad cleaner, ice
or water.

\_ AN /

Ik
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Setting the Temperature

The factory pre-set for the upper heaters is 225°F.
The factory pre-set for the lower heaters is 195°F.

/o The unit has two shelves, each with an upper and lower heater (four heaters total).

Each upper heater has a programmable range of 150° — 275°F.
Each lower heater has a programmable range of 150° — 225°F.
Use the control below and the following steps to set the setpoint temperature for each heater.

UPPER SHELF LED \
This LED will be lit to indicate upper shelf is
selected.
PROG LED /

This LED will be lit to indicate unit is in Program
Mode.

LOWER SHELF LED

This LED will be lit to indicate lower shelf is
selected.

ACTUAL TEMP BUTTON and LED
Press to display actual temperature for the
selected heater. LED will be lit when actual
temperature is displayed.

) [
TEMP ~_

/ TEMPERATURE DISPLAY
N

OTE: The unit is preset to display temperature

in Fahrenheit. To display in Celsius, press and
hold the DOWN Arrow button immediately afte
turning on the power switch. To switch back to

Fahrenheit, press and hold the UP Arrow button

after turning on the power switch.

UP/DOWN ARROW BUTTONS

Used with other buttons to scroll through heater

and temperature selections.

PRINCE
(CASTLE

PRINCE CASTLE LOGO BUTTON
Press to enter temperature selections.

SETPOINT BUTTON and LED
Press to display setpoint temperature of a
selected heater. LED will be lit when setpoint
temperature is displayed.

CAUTION
DISPLAYED TEMPERATURES
ARE HEATER TEMPERATURES
AND DO NOT INDICATE ACTUAL
FOOD TEMPERATURES.

NOTE: To reset all times and temperatures to the factory settings, turn the unit off, then press and hold the UP and DOWN Arrow buttons simultaneously

thle turning the unit back on. A “P” will appear in the display and all times and temperatures will be reset to original factory settings.

\

r

/

UPPER,
TEFIS
prOG 97 1225 HEAT
LOWER
Oacron
TEMP
I
"

0 - 7N
SET- ‘/ ’/ / /\;‘
{

\_ Y

-

CASTLE LOGO button for 5 seconds. The Program LED

/ Press the UP or DOWN Arrow button until the desired shelf LEN / Press and hold the SETPOINT button and the PRINCE
and upper (U) or lower (L) shelf is selected.
will light.

~

/

o

setpoint value. Repeat steps 2 — 5 to change the setpoint for any

/ Press the UP or DOWN Arrow button until the desired setpoint\ / Press the PRINCE CASTLE LOGO button to save the new
temperature is displayed.
other heater.

UPPER 75 550
ProG i@ L2 2 |L ear
LOWER
O ACTUAL

TEMP

/

542-517revC-EN
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Calibrating Heaters

/o Use the following steps to calibrate the individual heaters. \

NOTE: Allow sufficient amount of
time for temperatures to stabilize
before starting calibration.

Press the UP or DOWN Arrow
button until the desired shelf LED
and upper (U) or lower (L) heater is
selected.

\

.

)/

UPPER
A Pr06 9" U2:30 Jorear

) LOWER
/

A

AcTUAL
MP

/e A. Press and hold the PRINCE CASTLE LOGO and ACTUAL \
Il

TEMP buttons for 5 seconds. The colon (:) LED indicator wi
light. The temperature displayed is the actual heater
temperature sensed by the controller.

B. To clear any offset readings, press the SETPOINT button.

/ PrINCE]
ASTLE]

=
Ol
o | SET
T
)]

/e Take a temperature reading within the shelf near the center \

of the heater surface.

Use a stand-alone temperature

meter (not supplied). a
feoy T e oy o Dee 4] o]
8
A warnine ‘ i
Hot surfaces. Use caution i f:"'g:g
1S g

when taking temperature j=mp
readings within the shelf. Rt o go W0 o T 4] o]

[=)

/

/o A. Press the UP or DOWN Arrow button until the temperature \

displayed matches the reading obtained in Step 2.

B. Press the PRINCE CASTLE LOGO button to save the
temperature value and exit the Calibration Mode.

A upPER B uppER
proc o U220 Lewr P0G ol” U220 |Lrear
LoweR Lower
[ =
Teme
O s
POINT

Selecting Breakfast and Regular Menus

/0 There are six menus available:
BKFT LED ON = Menu1 or Menu6

~

REG LED ON = Regular2, Regular3, Regular4, or Regular5

Press and hold the MENU/ENTER button, then use the UP or
DOWN Arrow button to scroll through the 6 menus.

When scrolling, menu numbers
appear in this display.

MENU

ij: ER@ E O AU

O O BKFT
O REG
ENTER

/

/ When the desired menu is displayed, release the MENU/ \
ENTER button. The food products for the menu will be
displayed in the upper and lower PAN displays.

When timers for a different menu are still active, those BKFT or
REG LEDs will flash until they are all cancelled.

i)FER@ W mn () E&:z 81:
\_ /
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Programming the Menus

/ Press and hold the PRINCE CASTLE LOGO button (on the \ / Press and hold the MENU/ENTER button. The display next to \
button bar) until all the displays show PROG and the PAN the MENU/ENTER button will show the menu choices. Use the
buttons LEDs all glow RED. UP or DOWN Arrow button to scroll through the 6 menus.

Release the MENU/ENTER button when the desired menu is

displayed.

RANSFER MENY

MmN
@ @ O il O O O
t j TRANSFER ==
@ O PRO PROG Q ‘ When the MENU/ENTER button is released, all

displays will again show PROG.

O]

RANSFER W 9)
PROG Q
O
/e A. Press the PAN button next to the display to be changed. The\ /o A. Repeat Steps 2 and 3 as required. \

LED will change from RED to YELLOW and the display will B. Press the PRINCE CASTLE LOGO button to exit the
change from PROG to the assigned product choice. Program Mode and return to the Run Mode.

NOTE: Up to six items (one for each menu) may be
MENU programmed for each PAN button. A pan may be set as “not

SFER ( >—/\T .
WBUN PROG O O BKFT used” by assigning “---" as its product.
ENTER O REG

B. Press the UP or DOWN Arrow button to scroll to the desired product
choice.

C. Press the MENU/ENTER button to save the selection. All displays
will show PROG.

SFER MENU
9 @ () seun PROG O 822:
Changing the Hold and Cook-More Times

/ A. The SET PRODUCT TIME menu is used to change the Hold and Cook-More times. \
B. Press and hold the PRINCE CASTLE LOGO button, then immediately press and hold the MENU/ENTER button until the display shows
one of the programming menus.

C. Use the UP or DOWN Arrow button to scroll to the PROD TIME T { ENTR menu. (NOTE: Units with 6 or 8 pan displays will show SET
PRODUCT TIME 1 | ENTR.)

o\ oD (- O¢ @&

PRINCE CASTLE LOGO Button MENU/ENTER Button

1 © O™ w0l "% e O O3 g
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Changing the Hold and Cook-More Times (continued)

/o A. Press and release the MENU/ENTER button to enter the Sem

Product Time menu. The display will show, for example, EGGS
TIME 1 | ENTR.

B. Use the UP or DOWN Arrow button to scroll through the list of
products. When the desired product is displayed, press the
MENU/ENTER button to select it.

Refer to the Product Menu Details on page 12 for a list of products and
their corresponding display names.

NOTE: Holding the UP or DOWN Arrow button for longer than 2

seconds will cause the product list to automatically scroll up or down. /

/o A. The display will now show current Cook-More time. Use the UR

or DOWN Arrow button to scroll to the desired Cook-More time.

VENU

WO [0 0L "3 0 o)l O

B. When the desired Cook-More time is displayed, press the MENU/
ENTER button to save it.

VENU

o O 1L _0) O

NOTE: Cook-More time cannot be increased to more than the Hold

@e minus one minute.

/e A. The display now shows the current Hold time. \

B. Use the UP or DOWN Arrow button to scroll to the desired Hold time.
When the desired Hold time is displayed, press the MENU/ENTER
button to save the desired Hold time.

O] 20)L "Be TO ] Q4 O

NOTE: Hold time cannot be reduced to less than the Cook-More time

\plus one minute. /
/e A. The display will show PROD TIME ENTR. Repeat Steps 2 — ‘N

for any other product.

B. Press and release the PRINCE CASTLE LOGO button at any
time to exit the Program Mode and return to the Run Mode.

NOTE: If the MENU/ENTER button has not been pressed to save
any changes, the program will revert to the original values.

Mmu

J

N

Setting the Alternating Display Interval

ﬂ. The Alternating Display Interval allows the timer bar displays to alternate between the product name and remaining Hold time. The default setting \

is 5 seconds.

the programming menus.

o

PRINCE CASTLE LOGO Button

/

B. Press and hold the PRINCE CASTLE LOGO button, then immediately press and hold the MENU/ENTER button until the display shows one of

. Use the UP or DOWN Arrow button to scroll to the DISP ALT TIME menu. Press MENU/ENTER button.
D. Use the UP and DOWN Arrow buttons to adjust the interval setting from 0 to 15 seconds. Press MENU/ENTER to save the change.
E. Press and hold the PRINCE CASTLE LOGO button at any time to exit the Program Mode.

MENU/ENTER Button

(& o mosw

NENU
O BKFT
O REG

ENTER

o 0] O
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Changing Product Names

/o A. The EDIT PRODUCT NAME menu is used to change a default product name to one of your own choosing. \

B. Press and hold the PRINCE CASTLE LOGO button, then immediately press and hold the MENU/ENTER button until the display shows
one of four programming menus.

C. Use the UP or DOWN Arrow button to scroll to the PROD NAME T | ENTR menu.
NOTE: The default names available for editing are listed on page 12.

PRINCE CASTLE LOGO Button MENU/ENTER Button

{& 0% 0] "6e (0% =0l g3

-

/e A Press and release the MENU/ENTER button to enter the \ /e A. To change the blinking E, use the UP or DOWN Arrow buttom

Edit Product Name menu. The display will read PROD to scroll to the desired letter/number/symbol.

XXXX 1L ENTR. B. When the desired selection is displayed, press the PAN button
B. Use the UP or DOWN Arrow button to scroll through the list (to the left or right of the selected display) to move to the next
of products. digit.
C. When the desired product is displayed, press the MENU/ C. Repeat for all digits.

ENTER button to select it. The first letter (in this case, the E)
will start blinking.

VENU VENU

(0L "®9 TO_] O (0L "R TO_] O

NOTE: Holding the UP or DOWN Arrow button for longer than 2
seconds will cause the selected digit to automatically scroll up or down.

/e A. The display will show PROD NAME 1 | ENTR. Repeat Stepsh

@ When all four digits have been changed, press the MENU/

ENTER button to save the new name.

\ — 4 for any other product.

B. Press and release the PRINCE CASTLE LOGO button at any
time to exit the Program Mode and return to the Run Mode.
NOTE: If the MENU/ENTER button has not been pressed to save

any changes, the program will revert to the original names.

VENU VENU

(Ol "®e TO ] O (Ol "®e TO ] O

o AN /
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Set Maximum Transfer Time

/o A. The SET MAXIMUM TRANSFER TIME menu is used to set the amount of time allowed to make a product transfer from one pan to another. \

B. Press and hold the PRINCE CASTLE LOGO button, then immediately press and hold the MENU/ENTER button until the display shows one of
the programming menus.

C. Use the UP or DOWN Arrow button to scroll to the XFR TIME 1 | ENTR menu. (NOTE: Units with 6 or 8 pan displays will show MAX XFR TIME

11 ENTR.)

PRINCE CASTLE LOGO Button

MENU/ENTER Button

K O‘ (—/) QQ ><m TinE Qé TRAXQSFER@

{O mR () :ié 822: d /

/ A. Press and release the MENU/ENTER button to enter the Sex
Maximum Transfer Time menu.

B. The display shows XFR :20 T | ENTR. This shows a value of
20 seconds.

VENU

(= OL "9 YO O

\_ /

scroll to the desired time. When the desired selection is
displayed, press the MENU/ENTER button to enter the
selection.

B. Press and release the PRINCE CASTLE LOGO button at any
time to exit the Program Mode and return to the Run Mode.
NOTE: If the MENU/ENTER button has not been pressed to save

any changes, the program will revert to the original time.

ont

/e A. To change the time, use the UP or DOWN Arrow button to \

TRANSFER

ORY),

\_ /

Set Volume Level

. The default setting for the volume level is OFF.

o >

0

one of the programming menus.

O

PRINCE CASTLE LOGO Button

. Press and hold the PRINCE CASTLE LOGO button, then immediately press and hold the MENU/ENTER button until the display shows

. Use the UP or DOWN Arrow button to scroll to the Set Vol 0 T { ENTR menu.

\

MENU/ENTER Button

/
0 & 0 =) Ol "B

\
\EO eR () Séé 822: d

/

g [

Volume menu.
B. The display shows SET VOL 0 T ! ENTR. This shows that the
volume is currently turned off.

The volume may be set for Vol 0 (off) or for volume levels Vol 1
through Vol 3.

e A. Press and release the MENU/ENTER button to enter the SeN

o

button to scroll to the desired level. When the desired
selection is displayed, press the MENU/ENTER button.

B. Press and release the PRINCE CASTLE LOGO button at any
time to exit the Program Mode and return to the Run Mode.
NOTE: If the MENU/ENTER button has not been pressed to save
any changes, the program will revert to the original volume level.

/e A. To change the volume level, use the UP or DOWN Arrow \

/

Printed in USA 10/10 © 2010
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CastleNet® Communications Network

The Prince Castle DHB Bins, external timers, and New Bun Cabinet \
Timers can be inter-connected to form the CastleNet® Communication
Network. The network can be used for data transfer between bins and
timers for menu updates or to transfer product hold time from bin-to-

bin. A PDA (or similar device) or a notebook with Prince Castle
MenuView® software is used to connect to the network and enter the
desired changes.

Each bin is supplied with a standard 25' cable and allows units to be
“daisy-chained” together to form the network. If cable is too short, use
Prince Castle Extender Cable Kit, P/N PC-COMEXT.

The factory default address for Main bins and timers is address 1. The
factory default address for Specialty bins and timers is address 2. If a
third bin is used, the address must be set at 3.

\

/ IMPORTANT: Each timer must have a different address. If a
location has three bins, it is recommended that the bins and
timers be set consecutively to addresses 1 through 3.

/
~

BIN 1 BIN 2 BIN 3

58

E

Example

/ Use the UP or DOWN Arrow button to scroll to the desired \

address. Press the PRINCE CASTLE LOGO button to store the
new address.

Available addresses are:

BIN1 thru BIN9, BINA, BINB, BINC,
BIND, BINE and BINF.
IMPORTANT: Continue to Step 5 to

check the timer address. No two
timers can have the same address.

/

To change the timer address, turn the unit power switch off and\
wait 15 seconds. Turn the power switch back on and

immediately press and hold the PRINCE CASTLE LOGO button
and the DOWN Arrow button for approximately 6 seconds or

until the display shows ADDR 1 | entr BAR 2.

The address number will blink on/off.

\_

J| & (=0} "®&e TO_] 089

/o Telephone jack plugs are located on the back of the unit. Conneﬂ

the units using the cables provided as shown here.

BIN 1 BIN 2 BIN 3
°O °O
EXTERNAL|
TIMER
Sk Sk
EXTERNAL EXTERNAL EXTERNAL

w @ our

- /

L N [/ >

Example /
/e A Turn the power switch off, wait 15 seconds. Turn the switch to\

ON while pressing and holding the ACTUAL TEMP and SET-
POINT buttons. The display will show the current bin address.

B. Continue to hold the buttons until PROG LED turns on.

/o To check the timer address, press and hold the PRINCE CASTLR

LOGO button and the DOWN Arrow button. The current timer
address will be displayed in the far right timer display.

To change the timer address, proceed to Step 6.

| @ 0= =0, "% @ 08

ENTER

/
~

address. Press the MENU/ENTER button to store the new
address and return to normal Operating Mode.
Available addresses are:

BAR 1 thru BAR 9, BAR A, BAR B, BAR C, BAR D, BAR E and
BARF.

/0 Use the UP or DOWN Arrow button to scroll to the desired

MENU

=3

TRANSFER

e @

&

YO [ O

%
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Factory Presets
/ Product Menu Details \

Product Display Name Hold Minutes ' Cook-More Minutes !
Burger BUR1 30 3
Burger BUR2 30 3
Chicken Patty CHX1 30 3
Chicken Patty CHX2 30 3
Chicken Patty CHX3 30 3
Chicken Wing WING 30 3
Fish FISH 30 3
Eggs EGGS 30 3
Sausage SAUS 30 3
Bacon BACN 30 3
Ham HAM 30 3
Popper POP 30 3
Mozzarella Stick MOz 30 3
Onion ONIN 30 3
Mushroom MUSH 30 3
Chicken Nuggets NUGG 30 3
Spicy Chicken SPCY 30 26
French Toast TOST 10 8
Chicken Stars STAR 30 27
Large LRG 20 17
$6 Burger SIX 20 17
BBQ Chicken BBQ 20 17
Crispy Chicken CRSP 30 26
Special #1 SPC1 30 3
Special #2 SPC2 30 3
1. Hold and Cook-More times may be re-programmed. See page 7.

KZ. Product abbreviations SPC1 thru SPC9 may be reprogrammed. See page 9.

N

Menu Bkft Down Up Down Up Down Up Down Menu LED
CRSP ONIN BBQ SPCY SIX SIX LRG LRG MNU1 Bkft
BUR1 BUR1 BUR1 BUR1 BUR2 BUR2 BUR2 BUR2 MNU2 REG
CHX1 CHX1 CHX2 CHX2 CHX3 CHX3 WING FISH MNU3 REG
CHX1 CHX2 WING WING MOz MOz POP POP MNU4 REG
CHX1 CHX2 CHX3 WING WING POP ONIN MUSH MNU5 REG
EGGS EGGS EGGS EGGS HAM BACN SAUS SAUS MNU6 Bkft

/

6 Channel Menus

~

Timer 6 5 4 3 2 1
STAR FISH TOST ONIN CRSP SPCY MNU1 Bkft
BUR1 BUR1 BUR1 BUR2 BUR2 BUR2 MNU2 Reg
CHX1 MUSH MOz POP WING WING MNU3 Reg
CHX1 CHX2 WING MOz POP POP MNU4 Reg
CHX1 CHX2 CHX3 POP ONIN MUSH MNU5 Reg
\ EGGS EGGS EGGS HAM BACN SAUS MNU6 Bkft /
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Troubleshooting

PROBLEM

PROBABLE CAUSE

SOLUTION

Display flashes Opn and rEL.

Open relay. Circuit inoperable.

Replace power circuit board.

Display flashes sHr and rEL.

Shorted relay. Circuit inoperable.
Open heater.

Unplugged ribbon cable between power and
main circuit boards.

Replace power circuit board.

Test heater resistance (150.2 Ohms).
Replace heater if necessary.

Verify ribbon cable connection.

Display flashes Opn and rEL.

Temperature is below 75°F.
Heater inoperable.
Probe inoperable.

Relay inoperable.

Normal display during warmup.

Test heater resistance (150.2 Ohms).
Check for open thermocouple wires from
probe. Replace heater/probe assembly.
Replace power circuit board.

Display shows HHH for an extended period of
time and heater surface temperature is hot.

Temperature is above 300°F (abnormal
operation).

Diagnostic circuit inoperable. Replace
power circuit board.

Display shows HHH for an extended period of
time and heater surface temperature is cool.

Probe is inoperable.

Check for pinched thermocouple wires from
probe. Replace heater/probe assembly.

542-517revC-EN
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Exploded View and Parts List (DHB2PT-20B)

Ref. Part No. Description Ref. Part No. Description
1 542-121S Upper Heater Assy 10 72-200-15S Power Cord
2 542-059S8 Lower Heater Assy 11 541-959S PCB Audio Interface Kit
3 541-723E4S  Cover (Pkg of 4) 12 541-7348 Main PCB Kit
4 541-7258 Rack Kit 13 541-719S Display PCB Kit
5 536-802S Overlay Kit 14 541-999S Timer Bar Kit
6 197-2328 Mounting Foot (Pkg of 4) Not Shown*
7 155695N-4 Pan (Pkg of 4) * 541-1000S Auxiliary Timer Bar
8 78-184S Power Switch * 88-709-2-11S  Speaker
9 88-609S Power Connector
Printed in USA 10/10 © 2010 14 49 542-517revC-EN
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Exploded View and Parts List (DHB2PT-27B/-27BCE)

-~

Ref. Part No. Description
541-833S Upper Heater Kit (DHB2PT-27B)
541-669S Upper Heat Assembly (DHB2PT-27BCE)
541-832S Lower Heater Kit (DHB2PT-27B)
541-695S Lower Heater Assembly (DHB2PT-27BCE)
541-724S Rack Kit

155695N-4  Pan (Pkg of 4)
541-723E4S  Cover (Pkg of 4)

536-802S Display Overlay Kit
541-997S Timer Bar Kit

197-2328 Mounting Foot (Pkg of 4)
541-734S Main PCB Kit

/@0)\10’)0‘1#(9 N -

Description
Display PCB Kit

88-709-2-11S  Speaker Kit

Ref. Part No.

10 541-719S

1

12 541-959S

13 78-184S

14 88-609S
88-720-01S

15 72-200-15S
72-230S

Not Shown*

* 541-734S

* 541-735S

PCB Audio Interface Kit

Power Switch

Power Inlet Connector (DHB2PT-27B)
Power Inlet Connector (DHB2PT-27BCE)
Power Cord (DHB2PT-27B)

Power Cord (DHB2PT-27BCE)

Control PCB (DHB2PT-27B)
Control PCB (DHB2PT-27BCE)

542-517revC-EN
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Exploded View and Parts List (DHB2PT-33B)

Ref. Part No. Description Ref. Part No. Description

1 541-376S Upper Heater Kit 8 541-7358 Main PCB Kit

2 541-3758 Lower Heater Kit 9 541-719S8 Display PCB Kit

3 541-636S Rack Kit 10 88-709-2-11S  Speaker Kit

4 155695N-4 Pan (Pkg of 4) 1 541-959S8 PCB Audio Interface Kit
5 541-723E4S  Cover (Pkg of 4) 12 78-184S Power Switch

6 541-995S Timer Bar Kit 13 88-609S Power Inlet Connector
7 197-2328 Mounting Foot (Pkg of 4) 14 72-200-15S Power Cord

Q}te: DHB2PT-33B has 4 pans. /
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