
DECLARATION OF XIAOQIAN (MARS) MA 

I, Xiaoqian (Mars) Ma, pursuant to 28 U.S.C. § 1746, hereby declare as 

follows: 

1. I am a Translator at TransPerfect, Inc.

2. I submit this declaration to certify the accuracy of the English

translation of Chinese Patent Application Publication CN 1897644A to Luo et al. 

3. My statements are based on personal knowledge and my review of

Chinese Patent Application CN 1897644A and its Chinese to English translation. If 

called as a witness about the facts contained in these statements, I could testify 

competently based on such personal knowledge and the investigation I have 

conducted. 

4. Attached as Exhibit A is a true and accurate copy of Chinese

Patent Application Publication CN1897644 to Luo et al. 

5. Attached as Exhibit B is a true and accurate copy of an English

translation of Chinese Patent Application Publication CN187644A to Luo e al. 

(hereinafter “Luo Translation”) that I understand was submitted in IPR2025-

01356, IPR2025-01326, IPR2026-00277, and IPR2026-00279 along with a 

declaration by Meihua Shi. 

6. Luo Translation is a true and accurate translation of Chinese

Patent Application Publication CN1897644A to Luo et al. from Chinese to 
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English, although I would make several minor clerical or technical changes 

identified below: 

• In the abstract, lines 6-8, I would change “a straight edge (205)” to 

“the straight edges (205)”. 

• On claims page 1, paragraph 2, line 1-2, I would change “a straight 

edge” to “the straight edges.” 

• On claims page 1, paragraph 3, line 2, I would change “a straight 

edge” to “the straight edges”. 

• I would change all instances of “instructions” to “indications” 

except for three instances on description page 8. 

• On description page 4, paragraph 1, line 5, I would delete the word 

“thousand” that appears before “preview window 125”. 

• On description page 5, paragraph 3, line 3, I would revise the 

sentence to read as follows: “For the purpose of illustration, the 

business card shown is tilted relative to the image plane 320 of 

system 100, so that the top straight edge 205 of the card is not 

substantially parallel to the corresponding top reference line 135.”  

7. For clarity, I have attached a complete version of the Luo 

Translation with these changes as Exhibit C.  I prepared Exhibit C based on my 

personal knowledge of the Chinese and English languages and it is a true and 
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[19] State Intellectual Property Office of People’s Republic of China [51] Int.Cl
H04N 5/225 (Jan. 2006)

[12] Public Explanation for Invention and Patent Application
[21] Application No. 200510081992.6

[43] Application Publication Date: Jan. 17, 2007 [11] Publication No.: CN 1897644A
[22] Application Date: July 15, 2005 [74] Patent agency: China Sinda Intellectual Property Agency Co., Ltd.
[21] Application No.: 200510081992.6 Agents: Huang Qixing and Xie Lina 
[71] Applicant: Motorola Corporation
 Address: State of Illinois, the United States of America 
[72] Inventors: Luo Xiping, Peng Gang and Zhen Lixin

Claims 2 page, Description 8 pages, Attached Diagrams 4 pages  
[54] Name of Invention

A method and system for capturing images
[57] Abstract
A method and system for capturing the frontal image
of an object having at least two substantially straight
edges (205), which helps reduce projective distortion
in the image. The method includes receiving a
preview image on an image sensor (115) related to a
camera (100), and the preview image depicts a
straight edge (205). Then, a preview image depicting
a straight edge (205) and at least two reference lines
(135) simultaneously present is displayed in a
preview window (125) of the camera system (100),
where each reference line (135) corresponds to a
straight edge (205). The image of the object is
captured only when the straight edge (205) shown in
the preview window (125) is substantially parallel to
the corresponding reference line (135).

Receives a preview image on an image sensor -> 
Shows the image representation and the reference 
line -> Provides instructions to users -> Is provided to 
captures the image of an object -> Perform OCR to 
the image captured 
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1. A method for capturing a frontal image of an object having at least two substantially straight edges,
which is comprised of:

Receives a preview image on an image sensor of the camera, and the preview image depicts a 
straight edge; 

Displays a representation of a preview image in a preview window related to the camera and the 
preview image depicts a straight edge and at least two coexisting reference lines, each of which 
corresponds to one straight edge; and 

Only when the straight edge displayed in the preview window is substantially parallel to the 
corresponding reference line is it provided to capture the image of the object. 

2. The method as described in Claim 1, wherein at least three reference lines are displayed in the preview
window.

3. The method as described in Claim 1, wherein the image is automatically captured when the straight
edge displayed in the preview window is substantially parallel to the corresponding reference line.

4. The method as described in Claim 1, wherein image capturing is performed only when the parallel
straight edge displayed in the preview window is substantially in the same length, and each straight edge
is substantially parallel to the corresponding reference line.

5. The method as described in Claim 1 is further comprised of: it provides instructions to the user when
the straight edge displayed in the preview window is substantially parallel to the corresponding reference
line before capturing the image of the object.

6. The method as described in Claim 1 is further comprised of performing optical character recognition on
the captured object image.

7. The method as described in Claim 1, wherein the reference line is permanently overprinted on the
preview window.
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8. A camera system for capturing a frontal image of an object, and said object having at least two
substantially parallel straight edges, the camera system comprising:

An image sensor that is adapted to receive a preview image depicting a straight edge; and 
A preview window that is operatively connected to the image sensor and adapted to display the 

representation of a preview image, while the preview image depicts a straight edge and at least two 
reference lines that exist simultaneously, where each reference line corresponds to one straight edge; 

Among them, an object image can be captured only when a straight edge displayed in the preview 
window is substantially parallel to a corresponding reference line. 

9. The system as described in Claim 8, wherein at least three reference lines are displayed in the preview
window.

10. The system as described in Claim 8, wherein an image is automatically captured when a straight edge
displayed in the preview window is substantially parallel to a corresponding reference line.

11. The system as described in Claim 8, wherein the instruction is provided to a user when a straight edge
displayed in the preview window is substantially parallel to a corresponding reference line before
capturing an object image.

12. The system as described in Claim 8, wherein the object image capturing can be performed only when
the parallel straight edges displayed in the preview window are substantially in the same length, and each
straight edge is substantially parallel to the corresponding reference line.

13. The system as described in Claim 11, wherein the object is a business card, and the instructions
comprise of a sound generator, light, or an indicator displayed on the preview window.

14. The system as described in Claim 8, wherein the reference line is permanently overprinted on the
preview window.
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200510081992.6 Description Page 1 of 8 
A Method and System for Capturing Images 

Field of the Invention 
The present invention relates generally to a method and system for capturing images using a 

digital camera, especially (but not exclusively) a method and system for capturing images of documents 
such as business cards. 

Background of the Invention 
Enhanced and miniaturized digital camera technology has led to the widespread use of digital 

cameras in a variety of handheld electronic devices. For example, today's digital cameras are often 
integrated into mobile phones, personal digital assistants (PDAs), and laptops. This ubiquitous availability 
of digital cameras has produced many novel commercial applications for digital images. For example, 
people in business can use digital cameras incorporated into mobile phones to quickly and easily capture 
digital images of their business cards. Then, they can perform optical character recognition (OCR) on the 
digital images, and save the name, address, and other information printed on the business cards 
automatically in the contact file of their phones.  

OCR can be defined as a process of converting data in a text image into a character code format, 
such as an ASC II code that is readable by a word processing application software. The text characters in 
the data of the original text image are composed of individual pixels as other types of image data such as 
graphics or lines. After conversion to character code format, the original images of text characters are 
often no longer available for editing and error correction of the conversion results. Therefore, in order to 
convert an image into a special character code, the OCR process requires images of single characters in 
relatively high quality. 

However, many environments today for using digital cameras are not ideal for capturing high-
quality images. For example, a user of a digital camera trying to capture a business card image simply 
holds the business card in front of the camera lens with one hand, while holding the camera with the other 
hand when taking pictures. But this makes unideal variable factors such as the distance from the lens to 
the business card, and the angle of the camera's image plane relative to the front of the business card. 
Therefore, the image resulted may contain defects such as projective distortion. 
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Brief Description of the Drawings 
In order to make the present invention easy to understand and effectively put into practice, 

reference is made to the exemplary embodiments shown in the accompanying drawings, in which like 
numbers represent the same or functionally similar elements throughout the various views. The 
accompanying drawings, which are described in detail below and constitute a part of the specification, 
help to further explain embodiments and describe various principles and advantages based on the present 
invention, in which: 

FIG. 1 shows a schematic front view of a camera system according to an embodiment of the 
present invention.  

FIG. 2 shows a schematic rear view of a camera system according to an embodiment of the 
present invention.  

FIG. 3 is a schematic view showing the principle of image projective deformation. 
FIG. 4 shows the image of a business card with a significant projective distortion observed 

through the preview window of the camera system. 
FIG. 5 is a schematic view of a preview window to depict a preview image of a business card 

according to an embodiment of the present invention. 
FIG. 6 shows steps of a method for capturing a front image of an object according to an 

embodiment of the present invention, and the object has at least two substantially straight edges. 

The skilled technicians should understand that in order to explain the elements in the drawings 
simply and clearly, the drawings need not be drawn to a certain scale. For example, in order to improve 
the understanding of the embodiments of the present invention, the dimensions of some elements in the 
drawings may be enlarged relative to other elements. 

Detailed Implementation 
Before describing the embodiments for the present invention in detail, it should be noted that the 

embodiments mainly involve the steps and components of the method and system for capturing images. 
Therefore, the fittings and steps are appropriately represented in the drawings by common symbols. Here, 
only specific details critical to understanding the embodiments of the present invention are shown, while 
details that are easily understood by technicians skilled in the art described here are omitted in order to 
make this disclosure easier to understand. 

Page 24 of 34

FIFTH THIRD EX1004 
Page 25 of 51



200510081992.6 Description Page 3 of 8 

In this document, related terms such as left and right, up and down, etc. are only used to 
distinguish one object or action from other objects or actions, without requiring or implying any actual 
such relationship or order between such objects or actions. The term "comprising", "containing" or any 
other variation thereof is intended to cover a non-exclusive inclusion such that a process, method, article, 
or device that comprise of a list of elements is not restricted to only the elements described, but can also 
include other elements not specifically listed or elements inherent to such a process, method, article, or 
device. With no more constraints, prefixing "comprising a ..." to an element does not exclude other 
identical element(s) in the process, method, project, or device that comprises of such element.  

FIG. 1 shows a schematic diagram of a camera system 100 based on an embodiment of the 
present invention. Like most cameras, the system 100 includes a camera housing 105 incorporating a 
front side 110. The front side 110 contains an image sensor 115 adapted to receive an image. The image 
sensor 115 may contain conventional lenses and optics, as well as digital image sensors, such as a charge 
coupled device (CCD) sensor, a CMOS sensor, and so on. 

FIG. 2 shows a schematic diagram of the back 120 of the camera system 100. The back 120 
contains a preview window 125, which is suitable for displaying the image received by the image sensor 
115. As with many digital cameras, those skilled in the art should recognize that the preview window 125
can function as a viewfinder of a conventional camera and display in real time any moving image of the
scene in front of the image sensor 115. Typically, such a real-time image displayed in the preview
window 125 is only transient, and it is captured into system 100's memory only when the user activates a
shutter button (not shown), a timer, or other image capture trigger mechanism. An embodiment of the
present invention further contains a mode selection switch 130, which can be used to set the camera
system 100 to various photographing modes. For example, like many prior art devices, the mode selection
switch 130 can be used to set the system 100 to a standard still image mode, video mode, low-light mode,
high-speed mode, and so on. According to the present invention, the mode selection switch 130 can also
be used to set the system 100 to a document capture mode. When the mode selection switch 130 is set to
the document capture mode, the reference line 135 is displayed in the preview window 125. Those skilled
in the art should recognize that the mode selection switch 130 may be a physical switch or trigger button
on the camera housing 105, or may be, for example, a software switch that enables the preview window
125 to be activated. In the housing 105 there is also a processor 140 which is operatively connected to the
image sensor 115, the preview window 125, and the mode selection switch 130, helping to control the
interaction between those components and process the image data.
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According to different embodiments of the present invention, the reference line 135 may be in 
various sizes, shapes, colors, and formats, and may be translucent or opaque. The reference line 135 is 
used to guide the user of the system 100 to position the image sensor 115 in an appropriate orientation 
with respect to, for example, a business card object. Therefore, when using the reference line 135 for 
positioning, it is usually fixed relative to the thousand preview window 125. According to another 
embodiment of the present invention, the reference line 135 may be printed on the preview window 125 
or may be permanently superimposed on the preview window 125 in another way. 

As shown in FIG. 2, when implementing an embodiment of the present invention, the user often 
attempts to determine the frame of the document by determining the position of the reference line 135 as 
follows: the reference line 135 is made substantially parallel and adjacent to the straight edge 205 
represented by the document displayed in the display window 125 or substantially parallel to and above 
the straight edge 205. In such positioning, the system 100 is designed to capture well-focused and clear 
document images, with an appropriate resolution to make the optical character recognition of any text 
printed in the document effective and reliable. 

FIG. 3 shows a schematic diagram of the principle of image projective deformation, as 
understood by those skilled in the art. The illustrated light 305 propagates through the lens 315 from the 
object plane 310 onto the image plane 320. With respect to the present invention, the object plane 310 is 
equivalent to the surface of the object to be imaged, such as the surface of a business card, while the lens 
315 is equivalent to the component of the image sensor 115 of the camera system 100, and the image 
plane 320 is equivalent to the received image, such as in the preview image displayed in window 125 of 
the system 100. In a case where the object plane 310 and the image plane 320 cannot be substantially 
parallel, the lens 315 causes the image printed on the object plane 310 to be deformed on the image plane 
320 according to a known projective deformation method. For example, the shape in the region "p" on the 
object plane can be enlarged by the lens 315 and distorted into a region "Q" of a different shape on the 
image plane by projective deformation. 
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FIG. 4 shows a business card image with significant projective distortion observed through the 
preview window 125 of the camera system 100. Although the printed text on the left side of the business 
card remains clear and easy to read, the printed text on the right side of the displayed business card is 
blurred and difficult to read because the surface of the business card is tilted in relative to the image plane 
320 of the system 100. As known to those skilled in the art, the limited depth of field and projective 
distortion of the camera system 100 make the right side of the image blurry. 

The present invention ensures that the front of the object being imaged is substantially parallel to 
the image plane 320 of the camera system 100 to reduce the projective distortion of the image. For 
example, when the system 100 is in the document capture mode, the system 100 provides the user with an 
image of a captured object, such as a business card, only when the straight edge 205 of the business card 
is substantially parallel to the corresponding reference line 135 displayed in the preview window 125. 

FIG. 5 is a schematic diagram of a preview window 125 for drawing a preview image of a 
business card according to a specific embodiment of the present invention. For the purpose of illustration, 
the image plane 320 of the business card shown is tilted in relative to system 100 so that the top straight 
edge 205 of the card cannot be substantially parallel to the corresponding top reference line 135. In such 
positioning, when the system 100 operates in the document capture mode as described above, the system 
100 displays that the object plane 310 and the image plane 320 are not substantially parallel, so the final 
business card image cannot be captured. As is well known in the art, image edge detection techniques can 
be used to reliably calculate the angle between a specific reference line 135 and the corresponding straight 
edge 205 in the document preview image. In FIG. 5, three reference lines 135 are shown; however, 
according to the disclosure of the present invention, those skilled in the art should recognize that different 
numbers of reference lines 135 may be used according to different embodiments of the present invention, 
such as two, three, four or more baselines 135. In addition, all baselines 135 need not be orthogonal. 
Therefore, for example, the camera system 100 may use three reference lines 135 shaped in a triangle to 
calibrate a triangle-shaped document. 
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Various techniques may be used to indicate to the user that an appropriate number of reference 
lines 135 are substantially parallel to the respective straight edges 205 of the object depicted in the 
preview window 125. For example, an alarm composed of sounds, such as a clicking sound output from 
the camera system 100, may be provided. In the same way, it may be the light illuminated in the preview 
window 125 or the light illuminated elsewhere in the camera system 100. In addition, an image indicator 
may be displayed on the preview window 125, for example, when each reference line 135 is substantially 
parallel to a corresponding straight edge 205, the reference line 135 may change color or flicker 
individually. As an alternative, when the straight edge 205 displayed on the preview window 125 is 
substantially parallel to the corresponding reference line 135, the system 100 can automatically capture 
the selected image and provide the user with or without instructions. 

According to another embodiment of the present invention, additional geometric calibration 
techniques may be used to measure whether the object plane 310 is aligned with the image plane 320. For 
example, the lengths of the different straight edges 205 depicted in the preview window 125 can be 
measured using standard image analysis techniques known to those skilled in the art. Based on the 
"vanishing point" effect, when one of the edges 205 is further away from the image sensor 115, the two 
relatively parallel straight edges 205 of the rectangular document have different lengths based on the 
display of the two-dimensional image. Therefore, in FIG. 5, the vertical straight edge 205 on the right side 
of the business card, which is farther from the camera system 100, is shorter than the vertical straight edge 
205 on the left side of the business card. Therefore, additional sensitivity is added to the embodiment of 
the present invention, wherein only when two parallel straight edges 205 of the object displayed in the 
preview window 125 have substantially the same length and are substantially parallel to the 
corresponding reference line 135 can the image be captured. 

Those skilled in the art should realize that the miniaturized digital camera technology enables the 
camera housing 105, the image sensor 115, and the preview window 125 to be almost any size, so the 
embodiments of the present invention can be incorporated into various electronic devices, such as mobile 
phones, personal digital assistants, and laptops. In addition, the reference line 135 may be designed to 
coincide with the straight edge 205 of different types of objects. For example, such objects may be 
rectangular, triangular, or other shaped pieces of paper, such as business cards, or other objects having 
straight edges 205 and a surface, where the surface is positioned parallel to the image plane 320 of the 
camera system 100, which helps reduce projective distortion. 
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FIG. 6 shows a flowchart of steps in a method for capturing a frontal image of an object 
according to an embodiment of the present invention, and the object has at least two substantially straight 
edges 205. First, in step 605, the image sensor 115 of the system 100 receives a preview image. The 
preview image depicts a straight edge 205 of the object. As described above, the preview image is usually 
an instantaneous image for appropriately determining or calibrating the direction of the camera system 
100 relative to the object plane. Next, in step 610, a preview image representation is displayed, which 
depicts a straight edge 205 in the preview window 125 related to the camera system 100 and at least two 
reference lines 135, each of which corresponds to one straight edge 205. According to an embodiment of 
the present invention, the reference line 135 is displayed in the camera system 100 only after the user 
selects the document capture mode; as an alternative, the reference line may be permanently 
superimposed on the preview window 125. Next, in step 615, when the straight edge 205 displayed in the 
preview window 125 is substantially parallel to the corresponding reference line 135, an indication is 
provided to the user. In step 620, only when the straight edge 205 shown in the preview window 125 is 
substantially parallel to the corresponding reference line 135 can the image of the object be captured. 
Finally, in step 625, optical character recognition is performed on the captured object image. 

Step 625 in method 600 may be performed using software stored in camera system 100, or 
alternatively, step 625 may be performed at a remote location. For example, the camera system 100 can 
be used to capture only precise, clear text data images, which can be downloaded to another location 
before any optical character recognition is performed. 

In summary, the present invention is an improved method and system for capturing the frontal 
image of an object having at least two substantially straight edges 205. Embodiments of the present 
invention employ common features of the camera system 100 such as the mode selection switch 130 and 
the preview window 125 to make it user friendly and intuitive in use. Therefore, the present invention 
helps users to accurately and reliably capture an image of the front of an object, where the object plane 
310 is substantially parallel to the image plane 320. Therefore, the projective distortion in the image is 
reduced, and the image is clearer and more accurate. With reduced projective distortion, it is more likely 
to perform an accelerated image capture process, such as an optical character recognition process 
performed on a text image, with high accuracy. 
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The above detailed description merely provides exemplary embodiments, and is not meant to 
limit the scope, applicability, or configuration of the invention. Rather, the detailed description of the 
exemplary embodiments provides those skilled in the art with an executable description for implementing 
the exemplary embodiments of the invention. It should be understood that various changes can be made in 
the function and arrangement of elements and steps without departing from the spirit and scope of the 
invention as set forth in the appended claims. It should also be understood that the embodiments 
described herein may consist of one or more conventional processors and uniquely stored program 
instructions that control the operation of one or more processors, as well as some, most, or all of the 
features for capturing the front of an object in combination with specific non-processor circuits. The non-
processor circuit may include, but is not limited to, a radio receiver, a radio transmitter, a signal driver, a 
clock circuit, a power circuit, and a user input device. As such, these functions can be interpreted as steps 
of a method for capturing a frontal image of an object. Alternatively, some or all of the functions may be 
implemented by a state machine without stored program instructions or realized in one or more 
application-specific integrated circuits (ASICs), each of which or a combination of certain functions are 
implemented by conventional logic circuits. Of course, these two methods can be combined in use. Thus, 
methods and apparatus are described herein to perform these functions. In addition, it is hoped that 
technicians will be able to easily generate such software instructions and programs and ICs with minimal 
experimentation under the guidance of the principles and principles disclosed herein, although it may take 
a lot of effort, and based on considerations such as time and current technology available and economic 
considerations, a number of design choices can be inspired.  

Embodiments of the present invention have been described in the foregoing description. 
However, those skilled in the art shall understand that various modifications and changes can be made to 
the present invention without departing from the scope of the invention as set forth in the claims. 
Therefore, the description and drawings should be regarded as an explanation rather than a limitation of 
the present invention, and all such modifications are intended to be included in the scope of the present 
invention. The benefits, advantages, solutions to problems, and any component that produces any benefits 
or advantages, or solutions generating more significance or becoming more significant, should not be 
construed as an important, required, or essential feature or component of any or all claims. The invention 
is defined solely by the appended claims, and contains any modifications made during the pendency of 
this application and all equivalents of those claims.  
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Fig.1 

Fig. 2 
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Fig. 3 

Fig. 4 
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Fig. 5 
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Fig. 6 
Receives a preview image on an image sensor -> Shows the image representation and the reference line 
-> Provides instructions to users -> Is provided to captures the image of an object -> Perform OCR to the 
image captured 
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[19] State Intellectual Property Office of People's Republic of China [51] Int.Cl 
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[12] Public Explanation for Invention and Patent Application 
[21] Application No. 200510081992.6 

[43] Application Publication Date: Jan. 17, 2007 [11] Publication No.: CN 1897644A 
[22] Application Date: July 15, 2005 [74] Patent agency: China Sinda Intellectual Property Agency Co., Ltd. 
[21] Application No.: 200510081992.6 Agents: Huang Qixing and Xie Lina 
[71] Applicant: Motorola Corporation 

Address: State of Illinois, the United States of America 
[72] Inventors: Luo Xiping, Peng Gang and Zhen Lixin 

Claims 2 page, Description 8 pages, Attached Diagrams 4 pages 
 

[54] Name of Invention 
A method and system for capturing images 
[57] Abstract 
A method and system for capturing the frontal image of an object having at least 
two substantially straight edges (205), which helps reduce projective distortion in 
the image. The method includes receiving a preview image on an image sensor 
(115) related to a camera (100), and the preview image depicts a straight edge 
(205). Then, a preview image depicting the straight edges (205) and at least two 
reference lines (135) simultaneously present is displayed in a preview window 
(125) of the camera system (100), where each reference line (135) corresponds to 
a straight edge (205). The image of the object is captured only when the straight 
edge (205) shown in the preview window (125) is substantially parallel to the 
corresponding reference line (135). 

 
 

 

Receives a preview image on an 
image sensor -> Shows the image 
representation and the reference 
line -> Provides indications to users 
-> Is provided to captures the 
image of an object -> Perform OCR 
to the image captured 
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1. A method for capturing a frontal image of an object having at least two substantially straight edges, which 
is comprised of: 

Receives a preview image on an image sensor of the camera, and the preview image depicts the 
straight edges; 

Displays a representation of a preview image in a preview window related to the camera and the 
preview image depicts the straight edges and at least two coexisting reference lines, each of which 
corresponds to one straight edge; and 

Only when the straight edge displayed in the preview window is substantially parallel to the 
corresponding reference line is it provided to capture the image of the object. 

 
2. The method as described in Claim 1, wherein at least three reference lines are displayed in the preview 
window. 

 
3. The method as described in Claim 1, wherein the image is automatically captured when the straight edge 
displayed in the preview window is substantially parallel to the corresponding reference line. 

 
4. The method as described in Claim 1, wherein image capturing is performed only when the parallel straight 
edge displayed in the preview window is substantially in the same length, and each straight edge is 
substantially parallel to the corresponding reference line. 

 
5. The method as described in Claim 1 is further comprised of: it provides indications to the user when the 
straight edge displayed in the preview window is substantially parallel to the corresponding reference line 
before capturing the image of the object. 

 
6. The method as described in Claim 1 is further comprised of performing optical character recognition on the 
captured object image. 

 
7. The method as described in Claim 1, wherein the reference line is permanently overprinted on the preview 
window. 
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8. A camera system for capturing a frontal image of an object, and said object having at least two substantially 
parallel straight edges, the camera system comprising: 

An image sensor that is adapted to receive a preview image depicting a straight edge; and 
A preview window that is operatively connected to the image sensor and adapted to display the 

representation of a preview image, while the preview image depicts a straight edge and at least two reference 
lines that exist simultaneously, where each reference line corresponds to one straight edge; 

Among them, an object image can be captured only when a straight edge displayed in the preview 
window is substantially parallel to a corresponding reference line. 

 
9. The system as described in Claim 8, wherein at least three reference lines are displayed in the preview 
window. 

 
10. The system as described in Claim 8, wherein an image is automatically captured when a straight edge 
displayed in the preview window is substantially parallel to a corresponding reference line. 

 
11. The system as described in Claim 8, wherein the indication is provided to a user when a straight edge 
displayed in the preview window is substantially parallel to a corresponding reference line before capturing an 
object image. 

 
12. The system as described in Claim 8, wherein the object image capturing can be performed only when the 
parallel straight edges displayed in the preview window are substantially in the same length, and each straight 
edge is substantially parallel to the corresponding reference line. 
 
13. The system as described in Claim 11, wherein the object is a business card, and the indications comprise of 
a sound generator, light, or an indicator displayed on the preview window. 

 
14. The system as described in Claim 8, wherein the reference line is permanently overprinted on the preview 
window. 
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A Method and System for Capturing Images 

 
Field of the Invention 

The present invention relates generally to a method and system for capturing images using a digital 
camera, especially (but not exclusively) a method and system for capturing images of documents such as 
business cards. 

 
Background of the Invention 

Enhanced and miniaturized digital camera technology has led to the widespread use of digital 
cameras in a variety of handheld electronic devices. For example, today's digital cameras are often integrated 
into mobile phones, personal digital assistants (PDAs), and laptops. This ubiquitous availability of digital 
cameras has produced many novel commercial applications for digital images. For example, people in 
business can use digital cameras incorporated into mobile phones to quickly and easily capture digital images 
of their business cards. Then, they can perform optical character recognition (OCR) on the digital images, and 
save the name, address, and other information printed on the business cards automatically in the contact file of 
their phones. 

OCR can be defined as a process of converting data in a text image into a character code format, such 
as an ASC II code that is readable by a word processing application software. The text characters in the data 
of the original text image are composed of individual pixels as other types of image data such as graphics or 
lines. After conversion to character code format, the original images of text characters are often no longer 
available for editing and error correction of the conversion results. Therefore, in order to convert an image 
into a special character code, the OCR process requires images of single characters in relatively high quality. 
However, many environments today for using digital cameras are not ideal for capturing high-quality images. 
For example, a user of a digital camera trying to capture a business card image simply holds the business card 
in front of the camera lens with one hand, while holding the camera with the other hand when taking pictures. 
But this makes unideal variable factors such as the distance from the lens to the business card, and the angle 
of the camera's image plane relative to the front of the business card. Therefore, the image resulted may 
contain defects such as projective distortion. 
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Brief Description of the Drawings 
In order to make the present invention easy to understand and effectively put into practice, reference 

is made to the exemplary embodiments shown in the accompanying drawings, in which like numbers 
represent the same or functionally similar elements throughout the various views. The accompanying 
drawings, which are described in detail below and constitute a part of the specification, help to further explain 
embodiments and describe various principles and advantages based on the present invention, in which: 

FIG. 1 shows a schematic front view of a camera system according to an embodiment of the present 
invention. 

FIG. 2 shows a schematic rear view of a camera system according to an embodiment of the present 
invention. 

FIG. 3 is a schematic view showing the principle of image projective deformation. 
FIG. 4 shows the image of a business card with a significant projective distortion observed through 

the preview window of the camera system. 
FIG. 5 is a schematic view of a preview window to depict a preview image of a business card 

according to an embodiment of the present invention. 
FIG. 6 shows steps of a method for capturing a front image of an object according to an embodiment 

of the present invention, and the object has at least two substantially straight edges. 

The skilled technicians should understand that in order to explain the elements in the drawings simply 
and clearly, the drawings need not be drawn to a certain scale. For example, in order to improve the 
understanding of the embodiments of the present invention, the dimensions of some elements in the drawings 
may be enlarged relative to other elements. 

 
Detailed Implementation 

Before describing the embodiments for the present invention in detail, it should be noted that the 
embodiments mainly involve the steps and components of the method and system for capturing images. 
Therefore, the fittings and steps are appropriately represented in the drawings by common symbols. Here, 
only specific details critical to understanding the embodiments of the present invention are shown, while 
details that are easily understood by technicians skilled in the art described here are omitted in order to make 
this disclosure easier to understand. 
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In this document, related terms such as left and right, up and down, etc. are only used to distinguish 
one object or action from other objects or actions, without requiring or implying any actual such relationship 
or order between such objects or actions. The term "comprising", "containing" or any other variation thereof 
is intended to cover a non-exclusive inclusion such that a process, method, article, or device that comprise of 
a list of elements is not restricted to only the elements described, but can also include other elements not 
specifically listed or elements inherent to such a process, method, article, or device. With no more constraints, 
prefixing "comprising a ..." to an element does not exclude other identical element(s) in the process, method, 
project, or device that comprises of such element. 

FIG. 1 shows a schematic diagram of a camera system 100 based on an embodiment of the present 
invention. Like most cameras, the system 100 includes a camera housing 105 incorporating a front side 110. 
The front side 110 contains an image sensor 115 adapted to receive an image. The image sensor 115 may 
contain conventional lenses and optics, as well as digital image sensors, such as a charge coupled device 
(CCD) sensor, a CMOS sensor, and so on. 

 
FIG. 2 shows a schematic diagram of the back 120 of the camera system 100. The back 120 contains a 
preview window 125, which is suitable for displaying the image received by the image sensor 115. As with 
many digital cameras, those skilled in the art should recognize that the preview window 125 can function as a 
viewfinder of a conventional camera and display in real time any moving image of the scene in front of the 
image sensor 115. Typically, such a real-time image displayed in the preview window 125 is only transient, 
and it is captured into system 100's memory only when the user activates a shutter button (not shown), a 
timer, or other image capture trigger mechanism. An embodiment of the present invention further contains a 
mode selection switch 130, which can be used to set the camera system 100 to various photographing modes. 
For example, like many prior art devices, the mode selection switch 130 can be used to set the system 100 to a 
standard still image mode, video mode, low-light mode, high-speed mode, and so on. According to the 
present invention, the mode selection switch 130 can also be used to set the system 100 to a document capture 
mode. When the mode selection switch 130 is set to the document capture mode, the reference line 135 is 
displayed in the preview window 125. Those skilled in the art should recognize that the mode selection switch 
130 may be a physical switch or trigger button on the camera housing 105, or may be, for example, a software 
switch that enables the preview window 125 to be activated. In the housing 105 there is also a processor 140 
which is operatively connected to the image sensor 115, the preview window 125, and the mode selection 
switch 130, helping to control the interaction between those components and process the image data. 
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According to different embodiments of the present invention, the reference line 135 may be in various 
sizes, shapes, colors, and formats, and may be translucent or opaque. The reference line 135 is used to guide 
the user of the system 100 to position the image sensor 115 in an appropriate orientation with respect to, for 
example, a business card object. Therefore, when using the reference line 135 for positioning, it is usually 
fixed relative to the preview window 125. According to another embodiment of the present invention, the 
reference line 135 may be printed on the preview window 125 or may be permanently superimposed on the 
preview window 125 in another way. 

 
As shown in FIG. 2, when implementing an embodiment of the present invention, the user often 

attempts to determine the frame of the document by determining the position of the reference line 135 as 
follows: the reference line 135 is made substantially parallel and adjacent to the straight edge 205 represented 
by the document displayed in the display window 125 or substantially parallel to and above the straight edge 
205. In such positioning, the system 100 is designed to capture well-focused and clear document images, with 
an appropriate resolution to make the optical character recognition of any text printed in the document 
effective and reliable. 

 
FIG. 3 shows a schematic diagram of the principle of image projective deformation, as understood by 

those skilled in the art. The illustrated light 305 propagates through the lens 315 from the object plane 310 
onto the image plane 320. With respect to the present invention, the object plane 310 is equivalent to the 
surface of the object to be imaged, such as the surface of a business card, while the lens 315 is equivalent to 
the component of the image sensor 115 of the camera system 100, and the image plane 320 is equivalent to 
the received image, such as in the preview image displayed in window 125 of the system 100. In a case where 
the object plane 310 and the image plane 320 cannot be substantially parallel, the lens 315 causes the image 
printed on the object plane 310 to be deformed on the image plane 320 according to a known projective 
deformation method. For example, the shape in the region "p" on the object plane can be enlarged by the lens 
315 and distorted into a region "Q" of a different shape on the image plane by projective deformation. 
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FIG. 4 shows a business card image with significant projective distortion observed through the 
preview window 125 of the camera system 100. Although the printed text on the left side of the business card 
remains clear and easy to read, the printed text on the right side of the displayed business card is blurred and 
difficult to read because the surface of the business card is tilted in relative to the image plane 320 of the 
system 100. As known to those skilled in the art, the limited depth of field and projective distortion of the 
camera system 100 make the right side of the image blurry. 

 
The present invention ensures that the front of the object being imaged is substantially parallel to the 

image plane 320 of the camera system 100 to reduce the projective distortion of the image. For example, 
when the system 100 is in the document capture mode, the system 100 provides the user with an image of a 
captured object, such as a business card, only when the straight edge 205 of the business card is substantially 
parallel to the corresponding reference line 135 displayed in the preview window 125. 

 
FIG. 5 is a schematic diagram of a preview window 125 for drawing a preview image of a business 

card according to a specific embodiment of the present invention. For the purpose of illustration, the business 
card shown is tilted relative to the image plane 320 of system 100, so that the top straight edge 205 of the card 
is not substantially parallel to the corresponding top reference line 135. In such positioning, when the system 
100 operates in the document capture mode as described above, the system 100 displays that the object plane 
310 and the image plane 320 are not substantially parallel, so the final business card image cannot be 
captured. As is well known in the art, image edge detection techniques can be used to reliably calculate the 
angle between a specific reference line 135 and the corresponding straight edge 205 in the document preview 
image. In FIG. 5, three reference lines 135 are shown; however, according to the disclosure of the present 
invention, those skilled in the art should recognize that different numbers of reference lines 135 may be used 
according to different embodiments of the present invention, such as two, three, four or more baselines 135. 
In addition, all baselines 135 need not be orthogonal. 
Therefore, for example, the camera system 100 may use three reference lines 135 shaped in a triangle to 
calibrate a triangle-shaped document. 
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Various techniques may be used to indicate to the user that an appropriate number of reference lines 
135 are substantially parallel to the respective straight edges 205 of the object depicted in the preview window 
125. For example, an alarm composed of sounds, such as a clicking sound output from the camera system 
100, may be provided. In the same way, it may be the light illuminated in the preview window 125 or the light 
illuminated elsewhere in the camera system 100. In addition, an image indicator may be displayed on the 
preview window 125, for example, when each reference line 135 is substantially parallel to a corresponding 
straight edge 205, the reference line 135 may change color or flicker individually. As an alternative, when the 
straight edge 205 displayed on the preview window 125 is substantially parallel to the corresponding 
reference line 135, the system 100 can automatically capture the selected image and provide the user with or 
without indications. 

 
According to another embodiment of the present invention, additional geometric calibration 

techniques may be used to measure whether the object plane 310 is aligned with the image plane 320. For 
example, the lengths of the different straight edges 205 depicted in the preview window 125 can be measured 
using standard image analysis techniques known to those skilled in the art. Based on the "vanishing point" 
effect, when one of the edges 205 is further away from the image sensor 115, the two relatively parallel 
straight edges 205 of the rectangular document have different lengths based on the display of the two-
dimensional image. Therefore, in FIG. 5, the vertical straight edge 205 on the right side of the business card, 
which is farther from the camera system 100, is shorter than the vertical straight edge 205 on the left side of 
the business card. Therefore, additional sensitivity is added to the embodiment of the present invention, 
wherein only when two parallel straight edges 205 of the object displayed in the preview window 125 have 
substantially the same length and are substantially parallel to the corresponding reference line 135 can the 
image be captured. 

 
Those skilled in the art should realize that the miniaturized digital camera technology enables the 

camera housing 105, the image sensor 115, and the preview window 125 to be almost any size, so the 
embodiments of the present invention can be incorporated into various electronic devices, such as mobile 
phones, personal digital assistants, and laptops. In addition, the reference line 135 may be designed to 
coincide with the straight edge 205 of different types of objects. For example, such objects may be 
rectangular, triangular, or other shaped pieces of paper, such as business cards, or other objects having 
straight edges 205 and a surface, where the surface is positioned parallel to the image plane 320 of the camera 
system 100, which helps reduce projective distortion. 
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FIG. 6 shows a flowchart of steps in a method for capturing a frontal image of an object according to 
an embodiment of the present invention, and the object has at least two substantially straight edges 205. First, 
in step 605, the image sensor 115 of the system 100 receives a preview image. The preview image depicts a 
straight edge 205 of the object. As described above, the preview image is usually an instantaneous image for 
appropriately determining or calibrating the direction of the camera system 100 relative to the object plane. 
Next, in step 610, a preview image representation is displayed, which depicts a straight edge 205 in the 
preview window 125 related to the camera system 100 and at least two reference lines 135, each of which 
corresponds to one straight edge 205. According to an embodiment of the present invention, the reference line 
135 is displayed in the camera system 100 only after the user selects the document capture mode; as an 
alternative, the reference line may be permanently superimposed on the preview window 125. Next, in step 
615, when the straight edge 205 displayed in the preview window 125 is substantially parallel to the 
corresponding reference line 135, an indication is provided to the user. In step 620, only when the straight 
edge 205 shown in the preview window 125 is substantially parallel to the corresponding reference line 135 
can the image of the object be captured. 
Finally, in step 625, optical character recognition is performed on the captured object image. 

 
Step 625 in method 600 may be performed using software stored in camera system 100, or 

alternatively, step 625 may be performed at a remote location. For example, the camera system 100 can be 
used to capture only precise, clear text data images, which can be downloaded to another location before any 
optical character recognition is performed. 

 
In summary, the present invention is an improved method and system for capturing the frontal image 

of an object having at least two substantially straight edges 205. Embodiments of the present invention 
employ common features of the camera system 100 such as the mode selection switch 130 and the preview 
window 125 to make it user friendly and intuitive in use. Therefore, the present invention helps users to 
accurately and reliably capture an image of the front of an object, where the object plane 310 is substantially 
parallel to the image plane 320. Therefore, the projective distortion in the image is reduced, and the image is 
clearer and more accurate. With reduced projective distortion, it is more likely to perform an accelerated 
image capture process, such as an optical character recognition process performed on a text image, with high 
accuracy. 
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The above detailed description merely provides exemplary embodiments, and is not meant to limit the 
scope, applicability, or configuration of the invention. Rather, the detailed description of the exemplary 
embodiments provides those skilled in the art with an executable description for implementing the exemplary 
embodiments of the invention. It should be understood that various changes can be made in the function and 
arrangement of elements and steps without departing from the spirit and scope of the invention as set forth in 
the appended claims. It should also be understood that the embodiments described herein may consist of one 
or more conventional processors and uniquely stored program instructions that control the operation of one or 
more processors, as well as some, most, or all of the features for capturing the front of an object in 
combination with specific non-processor circuits. The non-processor circuit may include, but is not limited to, 
a radio receiver, a radio transmitter, a signal driver, a clock circuit, a power circuit, and a user input device. 
As such, these functions can be interpreted as steps of a method for capturing a frontal image of an object. 
Alternatively, some or all of the functions may be implemented by a state machine without stored program 
instructions or realized in one or more application-specific integrated circuits (ASICs), each of which or a 
combination of certain functions are implemented by conventional logic circuits. Of course, these two 
methods can be combined in use. Thus, methods and apparatus are described herein to perform these 
functions. In addition, it is hoped that technicians will be able to easily generate such software instructions 
and programs and ICs with minimal experimentation under the guidance of the principles and principles 
disclosed herein, although it may take a lot of effort, and based on considerations such as time and current 
technology available and economic considerations, a number of design choices can be inspired. 

 
Embodiments of the present invention have been described in the foregoing description. However, those 

skilled in the art shall understand that various modifications and changes can be made to the present invention 
without departing from the scope of the invention as set forth in the claims. Therefore, the description and 
drawings should be regarded as an explanation rather than a limitation of the present invention, and all such 
modifications are intended to be included in the scope of the present invention. The benefits, advantages, 
solutions to problems, and any component that produces any benefits or advantages, or solutions generating 
more significance or becoming more significant, should not be construed as an important, required, or 
essential feature or component of any or all claims. The invention is defined solely by the appended claims, 
and contains any modifications made during the pendency of this application and all equivalents of those 
claims. 
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Fig. 2 
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Fig. 4 
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Fig. 6 
Receives a preview image on an image sensor -> Shows the image representation and the reference line -> 
Provides indications to users -> Is provided to captures the image of an object -> Perform OCR to the image 
captured 
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