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[57] ABSTRACT 

A composition comprising the hydrosilylation addition 
product of a linear alkenyl functionalized poiyorganosilox- 
ane and an M Q resin and a low molecular weight silicone 
when subjected to shearing provides for components in 
personal care formulations that have improved spreadability 
and substance. 
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ELASTOMER GELS CONTAINING 
VOLATILE, LOW MOLECULAR WEIGHT 

SILICONES 

FIELD OF THE INVENIION 

The present invention relates to a silicone composition 
useful as a thickening agent for low molecular weight 
volatile silicones. The present invention also relates to a 
process for rendering silicone comprising gels flowable by 
the mixing low molecular weight silicones with the gel and 
processing the mixture. 

BACKGROUND OF THE INVENTION 

Silicones have many uses in a variety of fields. They have 
found large commercial application in products as diverse as 
sealants. silicone rubbers, adhesives and cosmetics. Silicone 
oils have been found to be particularly desirable components 
of cosmetic compositions because the materials impart a dry, 
smooth uniform feel to the cosmetic composition among 
other benefits such as increasing apparent luster (or shine). 
The general use of silicones in cosmetic formulations has 
been complicated somewhat by the facts that while lower 
molecular weight silicones impart desirable properties to a 
composition they are volatile and have low viscosity, while 
the silicones that overcome these disadvantages are unde- 
sirably viscous. 

Thus when it has been desirable to utilize low viscosity 
silicone oils in a cosmetic application, thickening agents 
have been employed to increase the solution viscosity and 
slow down the evaporative loss of the volatile low molecular 
weight silicone oil. This procedure while effective has the 
disadvantage of decreasing the spreadability of the silicone 
oil and leaves a heavy greasy feel on the skin. The spread- 
ability and dry smooth feel are properties associated with 
low viscosity silicone that imparts a desirable feel or hand to 
the composition when it is applied as a cosmetic formula- 
tion. Materials that have found application in attempting to 
retain the desirable properties of low molecular weight 
silicone oils in costnetic compositions while reducing 
evaporative losses due to high volatility have been among 
others fatty acid esters of dextrin, fatty acid esters of sucrose, 
trimethylsilyl substituted polyvinyl alcohols, trimethylsilyl 
substituted poly saccharides, cellulose ethers containing 
fatty acid esters, and organically modified clay minerals. 
These materials have the disadvantage that the light feeling 
and spreadability imparted by the low viscosity silicone oil 
is changed with the result that the composition no longer 
possesses those properties that suggested the use of the low 
viscosity silicone oil in the first place. Another disadvantage 
of these thickening agents or volatility inhibitors is that a 
large number of them are water soluble and must be used as 
a water dispersions or solutions. With hydrophobic silicone 
oils the inlroduction of water thus necessitates the use of 
emulsifiers and compatibilizers, complicating the formula- 
tion of the cosmetic and generally lowering the stability of 
the formulation with respect to separation of the component 
phases. 

Recently, another approach to retaining the properties of 
low viscosity silicone oils in cosmetic compositions has 
been advanced where the low viscosity silicone oil is 
combined with the addition polymerization product between 
an organohydrogen polysiloxane and an alkenyl functional- 
ized organopolysiloxane (U. S. Pat. No. 4, 987, 169). The 
organohydrogen polysiloxane utilized in those formulations 
comprised HSiO, 5 (T ), RSiO, 5 (T), RHSiO (D ), R2SiO 
(D), R2HSi005 (M ) and R3S1005 (M) 'groups. The 
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crosslinldng hydride compound utilized was thus a com- 
pound of the general formula: M M bD D dT, T & While 
the cross-linking compound admits T groups either as 
hydride or substituted by R the preference in this technology 
is for linear hydride materials because the addition poly- 
merization proceeds more smoothly. The R groups in the 
above formulas are typical organic substituents known in the 
art. Subsequently a low molecular weight silicone oil is 
added to the cross-linked addition polymerized product and 
the mixture is 1reated by applying a shearing force. This 
material may be used by itself as a cosmetic component or 
as a thickening agent and has the properties of a grease and 
can be used in a wide variety of industrial lubrication 
applications as well as the cosmetic application contem- 
plated. The material prepared in this manner can be regarded 
as a lightly cross-linked elastomer with a volatile, low 
molecular weight silicone oil dissolved therein. Because the 
precursor cross-linking hydride is preferably linear and only 
moderately branched when T groups are incorporated, the 
addition polymerized product does not possess a tight net- 
work of cross-links in the resulting polymer. Linear and 
lightly crosslinked networks suffer from the disadvantage of 
having lower efficiency in raising the viscosity of a low 
molecular weight silicone. In addition to increasing the cost 
of the product. higher levels of crosslinked silicones result 
in leaving behind more residue when the volatile, low 
molecular weight silicone evaporates during use. In some 
cosmetic applications, e. g. deodorant or antiperspirants, an 
increased residue is a significant disadvantage as it contrib- 
utes to staining of the clothing. 

Further, linear and lightly crosslinked silicones do not 
form a film as easily as more tightly crosslinked silicones. 
The lack of a formation of a filtn is a disadvantage in a 
cosmetic application because a film provides a softer, 
smootha feel as compared to the heavier, less desirable feel 
of a linear silicone. 

SUMMARY OF THE INVENTION 

We now disclose that tightly cross-linked elastomers 
prepared from the addition polymerization of an alkenyl 
organopolysiloxane and an M Q resin may be combined 
with a volatile low molecular weight silicone oil and pro- 
cessed to provide a desirable component for cosmetic com- 
positions. The present invention provides for a silicone 
composition comprising: 
(A) a silicone formed by the hydrosilylation product of 

(1) a linear alkenyl stopped polyorganosiloxane having 
the formula: 

M"' J3~"'Pf ~ 

whae the subscript x is a number greater than 500, the 
subscript y is a number ranging from zero to about 20, the 
subscript a is a number ranging from 0 to 2, subject to the 
limitation that a+y is within the range of from 1 to about 20, 
with M" defined as: 

R'R R SiOU2 

where R' is a monovalent unsaturated hydrocarbon radi- 
cal having from two to ten carbon atoms, and R and R' are 
each independently one to forty carbon atom monovalent 
hydrocarbon radicals, with D defined as: 

R R Si02~ 



where R and R are each independently one to forty 
carbon atom monovalent hydrocarbon radicals. with D" 
defined as: 

Dv~RsRzsiozn 

where R is a monovalent unsaturated hydrocarbon radi- 

cal having f'rom two to ten carbon atoms, and Rz is inde- 

pendently a one to forty carbon atom monovalent hydrocar- 
bon radical with M defined as 

M=R R R Sio 

R' R' R' Sio in 

where R', R' and R' are each independently one to forty 
carbon atom monovalent hydrocarbon radicals. 

The gel is preferably slurried and mixed in a silicone 
selected from the group consisting of cyclic silicones having 
the formula 

D~ 
10 

where the subscript f is an integer ranging from about three 
to about 6 with D defined as 

(M Q, )i 

where Q has the formula S104/z and with M defined as 
20 

with R, R, and R' each independently a one to forty 
15 

carbon atom monovalent hydrocarbon radical; and 

(2) a resin having the formula: 

R4Rs SiOzn 

where R" and R are each independently one to forty carbon 
atom monovalent hydrocarbon radicals and linear silicones 
having the formula 

HsR" s~Sio, n 
where D' is defined as 

where R" is a one to forty carbon atom monovalent 

hydrocarbon radical where the subscript b is a number 

ranging from 1 to 3, with the subscripts w and z having a 
ratio of 0. 5 to 4. 0 respectively and the subscript j ranges 
from about 2. 0 to about 100; wherein said hydrosilylation is 
conducted in the presence of 

(3) a first silicone having a viscosity below about 1, 000 
centistokes at 25' C. ; 
thereby forming a gel having an ASTM D-2240-91 Durom- 

eter hardness of at least 5; and 

(B) a second silicone having a viscosity below about 1. 000 
centistokes at 25' C. wherein said gel is slurried in said 
second silicone and subjected to mixing with said second 
silicone; 
producing thereby a uniform liquid comprising said second 
silicone and said gel whereby said uniform liquid has a 
viscosity ranging from 500 to 150, 000 centistokes at 25' C. 

The gel (having an ASTM D-2240-91 Durometer hard- 

ness of at least 5) is preferably prepared in a silicone selected 
from the ou consistin of cyclic silicones havin the 

25 
R4RsSiOzn 

where R and R are each independently one to forty carbon 
atom monovalent hydrocarbon radicals and M' has the 
formula 

30 

R' R' R' Sio, n 

where R', R' and R' are each independently one to forty 

35 carbon atom monovalent hydrocarbon radicals. 
The present invention also provides a process for dispers- 

ing a silicone gel having an ASTM D-2240-91 Durometer 
hardness of at least 5 in a silicone liquid comprising: 
(A) hydrosilylating 

(1) a linear alkenyl stopped polyorganosiloxane having 
the formula: 

Mvi J)+viPf 

R R R SiOin 

gr p g g 
formula: &5 where the subscript x is a number greater than 500, the 

subscript y is a number ranging from zero to about 20, the 
subscript a is a number ranging from 0 to 2, subject to the 

D~ limitation that a+y is within the range of f'rom 1 to about 20, 
with M"' defined as: 

where the subscript f is an integer ranging from about three 

to about 6 with D defined as: 

R R SiOzn 

where R4 and R are each independently one to forty carbon 
atom monovalent hydrocarbon radicals and linear silicones 
having the formula: 

where R' is a monovalent unsaturated hydrocarbon radi- 
cal having from two to ten carbon atoms. and R and R are 
each independently one to forty carbon atom monovalent 
hydrocarbon radicals, with D defined as: 

where D' is defined as: 

RsRsSiOzn 

where R and R are each independently one to forty carbon 
atom monovalent hydrocarbon radicals and M' has the 
formula: 

R R SiOzn 

60 
where R and R are each independently one to forty 

carbon atom monovalent hydrocarbon radicals, with D" 
defined as: 

D i RaRzSiOzn 
65 

where R6 is a monovalent unsaturated hydrocarbon radi- 
cal having from two to ten carbon atoms, and R is inde- 



pendently a one to forty carbon atom inonovalent hydrocar- 
bon radical with M defined as 

M=R R R' SiO, J2 

with R', R, and R' each independently a one to forty 
carbon atom monovalent hydrocarbon radical", with 

(2) a resin having the formula: 

(M „Q, )J 

where Q has the formula SiO4» and with MH defined as 

HJ, R 'swSiOza 

where R" is a one to forty carbon atom monovalent 
hydrocarbon radical where the subscript b is a number 
ranging from 1 to 3. with the subscripts w and z having a 
ratio of 0. 5 to 4. 0 respectively and the subscript j ranges 
from about 2. 0 to about 100; in the presence of 

(3) a first silicone having a viscosity below about 1, 000 
centistokes at 25' C. ; thereby 
(B) forming a gel having an ASTM D-2240-91 Durometer 
hardness of at least 5; and 

(C) slurrying said gel with a second silicone having a 
viscosity below about 1, 000 centistokes at 25' C, ; and 
(D) mixing said gel with said second silicone thereby 
(E) producing a uniform liquid comprising said second 
silicone and said gel whereby said uniforin liquid has a 
viscosity ranging from 500 to 150, 000 centistokes at 25' C. 

DEI'~ DESCRIPTION OF THE 
INVENTION 

The composition of the present invention comprises the 
hydrosilylation addition product of 

(1) a linear alkenyl stopped polyorganosiloxane having 
the formula: 

M"'~~"'Pr, 

where the subscript x is a number greater than 500 
preferably greater than 600, more preferably greater than 
700, and most preferably greater than 800. the subscript y is 
a number ranging from zero to about 20. preferably ranging 
from zero to about 10, more preferably ranging from zero to 
about 5, and most preferably ranging from zero to about 4. 
the subscript a is a number ranging from 0 to 2, subject to 
the limitation that a+y is within the range of from 1 to about 
20, preferably from one to about 10, more preferably from 
about 1. 5 to about 10, and most preferably from about 1. 5 to 
about 6, with M"' defined as: 

R R R SiOJ~ 

where R' is a monovalent unsaturated hydrocarbon radi- 
cal having from two to ten carbon atoms, preferably styryl, 
allyl and vinyl, more preferably allyl and vinyl and most 
preferably vinyl and R and R are each independently 
selected fiom the group of one to forty carbon atom monova- 
lent hydrocarbon radicals, preferably one to twenty carbon 
monovalent hydrocarbon radicals, more preferably f'rom the 
group consisting of methyl, ethyl, propyl, iso-propyl, 
n-butyl, iso-butyl, sec-butyl, tert-buty, pentyl, hexyl, heptyl, 
phenyL benzyl and mesityl; and most preferably from the 
group consisting of methyl and phenyl with D defined as: 

R R Si02J2 

35 
(M QDJ 

where Q has the formula Si04» and where M has the 
formula HbR" 3 SiO, » with the subscript b ranging from 1 
to 3, where R" is a one to forty carbon atom monovalent 
hydrocarbon radical, preferably a one to twenty carbon 
monovalent hydrocarbon radical. more preferably selected 
from the group consisting of methyl, ethyl, propyl. iso- 
propyl, n-butyl, iso-butyl, sec-butyl, tert-buty. pentyl, hexyl, 
heptyl, phenyl, benzyl, and mesityl; and most preferably 
selected from the group consisting of methyl and phenyl 
with the subscripts w and z having a ratio of 0. 5 to 4. 0 
respectively, preferably 0. 6 to 3. 5, more preferably 0. 75 to 
3. 0, and most preferably 1. 0 to 3. 0; and the subscript j 
ranging from about 2. 0 to about 100, preferably from about 
2. 0 to about 30. more preferably from about 2. 0 to about 10, 
and most preferably from about 3. 0 to about 5. 0; and 

(3) a silicone, wherein the mixture of (3) with the adduct 
of (1) and (2) has been subjected to shearing forces. 

The hydrosilylation reaction is carried out in the presence 
ss of a hydrosilylation catalyst selected from the group of 

ruthenium. osmium, rhodium, iridium, palladium and plati- 
num hydrosilylation catalysts. Exemplary of such catalysts 
are those described in U. S. Pat. Nos. 2. 823218; 3, 159, 601; 
3, 159, 662; and 3, 775, 452. 

60 Applicants define the silicone, component (3), as any 
organo-silicon compound having a viscosity below about 
1, 000 centistokes at 25' C. , preferably below about 500 
centistokes at 'C. , more preferably below about 250 centis- 
tokes at 25' C. , and most preferably below 100 centistokes 

6s at 25' C. Thus low molecular weight cyclic silicones such as 
D, , D4. Ds. and D6 (i. e. D&where the subscript f ranges from 
3 to 6) where D is as previously defined with R and R 

where R and Rs are each independently selected from the 
group of one to forty carbon atom monovalent hydrocarbon 
radicals, preferably one to twenty carbon monovalent hydro- 
carbon radicals. more preferably from the group consisting 
of methyl. ethyl, propyl, iso-propyl, n-butyl, iso-butyl, sec- 
butyl, tert-buty, pentyl. hexyl, heptyl, phenyl, benzyl, and 
mesityl; and most preferably from the group consisting of 

io methyl and phenyl; 
with D"' defined as: 
D"'=R R SiO~~ where R is a monovalent unsaturated 

hydrocarbon radical having from two to ten carbon atoms, 
preferably styryl, allyl and vinyl, more preferably allyl and 

i~ vinyl and most preferably vinyl and R is independently 
selected from the group of one to forty carbon atom monova- 
lent hydrocarbon radicals, preferably one to twenty carbon 
monovalent hydrocarbon radicals. more preferably from the 
group consisting of methyl, ethyl, propyl, iso-propyl, 

zo n-butyl, iso-butyl, sec-butyl, tert-buty, pentyl, hexyl. heptyl, 
phenyl, benzyl, and mesityl; and most preferably from the 
group consisting of methyl and phenyl and with M defined 
as M=R R R' SiO, » with R, R, and R' each indepen- 
dently selected from the group of one to forty carbon atom 

25 monovalent hydrocarbon radicals, preferably one to twenty 
carbon monovalent hydrocarbon radicals, more preferably 
from the group consisting of methyl. ethyl, propyl, iso- 
propyl, n-butyl, iso-butyl. sec-butyl, tert-buty, pentyl, hexyl, 
heptyl, phenyl, benzyl, and mesityl; and most preferably 

3o from the group consisting of methyl and phenyl and 

(2) a resin having the formula: 



preferably methyl as well as low molecular weight linear 
silicones having the formula 

M'D'Pl' 

where the substituents on D' are independently selected from 
the same substituents as previously defined for D and M' has 
the formula 

R' R R' Sio~~ 

where R', R' and R'" are each independently selected 
from the group of one to forty carbon atom monovalent 
hydrocarbon radicals, preferably one to twenty carbon 
monovalent hydrocarbon radicals, more preferably from the 

group consisting of methyl. ethyl, propyl, iso-propyl, 
n-butyl, iso-butyl, sec-butyl. tert-buty, pentyl, hexyl, heptyl, 
phenyl. benzyl, and mesityl; and most preferably from the 

group consisting of methyl and phenyl; and the subscript i 
ranges from 0 to about 300, preferably from 0 to about 100. 
more preferably firom 0 to about 50, and most preferably 
from 0 to about 20 are such volatile, silicones. Preferably 
component (3) is a volatile low molecular weight silicone. 

The materials used to prepare the gels of the present 
invention have been defined in terms of formulas that recite 
structural elements M, D, T and Q within the definitions 
commonly accepted in the practice of silicone chemistry. As 
individual molecules. or as pure compounds, the subscripts 
of these formulas can assume only integral values (including 
zero where appropriate). As complex mixtures of 
compounds, each of which individually satisfies the molecu- 
lar definition. the subscripts in describing the mixture will 
assume non-integral values (including zero where 
appropriate). However, those non-integral values for a given 
subscript will still range between the upper limit and the 
lower limits of the range for that particular subscript when 

integral values are stipulated. Thus. for example in the pure 

compound description of component (1), the subscript a may 
have the values 0, 1 or 2. As a mixture of compounds, 

component (1) will have an average value for the subscript 
a that is dependent on the number of individual molecular 
species having a equal to 0. l. and 2. The same explanation 
holds component (2). 

Thus. the average subscripts for component (1). when 

component (1) is a vinyl functionalized sihcone as the 
specific alkenyl functionalization and is a mixture of various 
vinyl containing compounds. as defined, will span a range of 
vinyl equivalent weights ranging from about 1. 500 to about 

150. 000, preferably from about 4. 500 to about 110, 000. 
more preferably from about 10. 000 to about 70, 000, and 
most preferably from about 15. 000 to about 45, 000. It is to 
be noted that these equivalent weights are specific equiva- 
lent weights for vinyl substitution, substitution with other 
olefinic substituents would generate a different but compa- 
rable range of equivalent weights. Likewise, the average 
subscripts for component (2) as a mixture, as defined, will 

span a range of hydride equivalent weights ranging from 
about 80 to about 190, preferably from about 82 to about 
170, more preferably from about 85 to about 150, and most 
preferably from about 87 to about 130. 

Further it is desirable that the alkenyl functionality 
present in component (1) ranges on average of from about 1 

to about 20 alkenyl groups per molecule, preferably f'rom 

about 1 to about 10 alkenyl groups per molecule. more 
preferably from about 1. 5 to about 10 alkenyl groups per 
molecule, and most preferably fiom about 1. 5 to about 6 
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preferably of at least 15. ASTM test numbers for the 
Durometer hardness test are indicative of a material suifi- 
ciently resistant to fiow that it may fairly be characterized as 
a solid. 

The resistance to flow of the initially produced gel is 
overcome by high speed mixing or shearing wherein the 
resulting composition or mixture is a uniform liquid and has 
a viscosity ranging from about 500 to about 150, 000 cen- 
tistokes at 25' C. , more preferably the resulting viscosity of 
the composition or mixture is fiom about 1. 000 to about 
100, 000 centistokes at 25' C. , and most preferably the 
resulting viscosity of the composition or mixture is from 
about 10, 000 to about 60, 000 centistokes at 25' C. By 
shearing. Applicants mean the imposition of a force upon the 

composition where the mixture is treated using a three roll 
mill, a two roll mill. a sand grinder, a colloid mill, a Gaulin 
homogenizer, a Sonilator. RossrM mixer, Microfluidizer. etc. 

Subjecting these compositions to a shearing force pro- 
duces a component suitable for use in personal care or 
cosmetic applications that has an improved spreadability and 
an improved substance or feel, The personal care applica- 
tions where this property is most desirable. including but not 
limited to. is in deodorants. antiperspirants. skin creams, 
facial creams, hair care products such as shampoos, 
mousses, styling gels, protective creams and color cosmetics 
such as lipsticks, foundations, blushes, makeup. and mas- 
cara; and other cosmetic formulations where silicone com- 
ponents have been added. 

All United Rates patents referenced herein are herewith 
and hereby incorporated by reference. 

EXPFAGMENTAL 

EXAMPLE 1 

Preparation of Crosslinked Silicone Polymers in 
Volatile, Low Molecular Weight Silicone Oil 

The crosslinked silicone polymers were prepared by mix- 
ing a given silyl hydride species, a given vinyl species, and 

alkenyl groups per molecule. Additionally, it is desirable that 
the hydride functionality present in component (2) ranges on 
average of from about 8 to 400 SiH groups per molecule, 
preferably from about 8 to about 100 SiH groups per 
molecule, more preferably Rom about 8 to about 50 SiH 
groups per molecule, and most preferably from about 8 to 
about 20 SiH groups per molecule. 

Components (1) and (2) (as pure compounds or mixtures) 
are catalytically reacted together in the presence of compo- 
nent (3) to produce a gel having a polymer content that is 

&0 approximately from about 5 to about 75 weight percent 
crosslinked polymer, preferably from about 10 to about 60 
weight percent crosslinked polymer, more preferably about 
15 to about 40 weight percent crosslinked polymer, and most 
preferably about 20 to about 35 weight percent crosslinked 
polymer with the balance being the volatile, low molecular 
weight silicone oil. Once this initially produced gel is 
prepared. it is mixed with an additional quantity of a volatile, 
low molecular weight silicone, i. e. additional component (3) 
which is possibly different from the component (3) used to 
prepare the initially produced gel, and subjected to mixing 

zo or shearing forces to produce a uniform liquid gel that is 
from about 1 to about 25 weight percent crosslinked 
polymer, preferably fiom about 2 to about 20 weight percent 
crosslinked polymer. more preferably from about 3 to about 
15 weight percent crosslinked polymer, and most preferably 
from about 3 to about 10 weight percent crosslinked poly- 
mer with the balance being the volatile, low molecular 
weight silicone oils. component (3) or a mixture of com- 
pounds satisfying the definition of component (3). 

The gel initially produced is sufficiently viscous that 
liquid flow is not ordinarily observable. As a crosslinked 

30 polymeric material, the gel initially produced, having 25 
weight percent crosslinked polymer network, has a Durom- 
eter hardness number, ASTM D-2240-91. of at least 5, pref- 
erably of at least 7, more preferably of at least 10 and most 



a volatile low molecular weight silicone oil in a reaction 
vessel and mixing. To such a mixture a standard hydrosily- 
lation catalyst was added. Hydrosilylation in the presence of 
platinum catalysts is described in U. S. Pat. Nos. 3, 159. 601; 
3, 159. 662; 3, 220, 972; 3, 715334; 3, 775, 452; and 3, 814, 730 
herewith and hereby incorporated by reference. The mixture 
containing the hydrosilylation catalyst was heated and 
allowed to react at a given. Thus, for example, 1. 11 grams 
of (M zQ)4, w=2. 2=1, and j=4; 250 g of a vinyl terminated 
siloxane having an equivalent weight of 33, 750 grams/ 
equivalent vinyl. and 650 g of octamethylcyclotetrasiloxane 
were added to a dough mixer and stirred. 100 g of 0. 11% 
platinum catalyst in octamethylcyclotetrasiloxane was 
added. The reaction was stirred and heated to 80' C. for two 
hours. The reaction was cooled and the product was isolated. 
Following this general procedure compositions A through T 
were prepared. The vinyl siloxane was varied through these 
preparations: 

1) divinyl siloxane (A) is M DPI where M is 
R'R R SiO», where R' is (CHz=CH) and R and R' are 
each independently CHs. and D is R R'SiO~ where R and 
R are each independently CH3. with x varied from approxi- 
mately 450 to approximately 1250; 

2) monovinyl siloxane (B) is M~DP4 where M is 
R'R R S10t/z where R' is (CHzMH) and R and R are 
each independently CH3, D is R"R SiO~z where R and R 
are each independently CH3, with y approximately equal to 
200 and M is R R R' SiO»z with R, R, and R' each 
independently CH3; and 3) pentavinyl siloxane (C) is 
MD/D Pf where Mis R R R' SiO»z with Rs, R, and R' 
each independently CH3, D is R R S10~z where R and R 
are each independently CHs. with i approximately equal to 
200. and D"t defined as: D"/=R R SiOz/z where R is 
(CHz=CH) and R is independently CH3, with k approxi- 
mately equal to 5. 

TABLE 1 

10 
The following preparations utilized a mixture of vinyl 

siloxane compounds, divinyl siloxane A and monovinyl 
siloxane B, in contrast to those preparations presented in 
Table 1 which utilized only one vinyl siloxane compound, 

5 divinyl siloxane A. 

TABLE 2 

10 

Preparation of Ctosslinked Polymeric Siloxane 
inn Wlatile, Low Molecular Weight Silicone Oil: 

(M tQ)«Resin Reacted with Mixed Divinyl 
Terminated Siloxane A and Monovin 1Siloxane B 

Divinyl 
Si-H to Sil- 
Si- oxane 

15 Vinyl A, mol. 
Comp'n Ratio wt. 

Mono- 
vinyl 
Siloxane 
B, moL 
w'L 

Volatile, 
Low 

Poly- Mol. Wt. Plat- 
mer, Silicone, inurn 

A/B wt. % wt. % ppm 

20 

K 
L 
M 
N 
0 
P 
Q 
R 

1. 3/1. 0 66800 
1. 3/1. 0 66800 
1. 3/1. 0 66800 
1. 3/1. 0 66800 
1. 3/1. 0 66800 
l. 1/1. 0 66800 
1. 1/1. 0 66800 
1. 1/1. 0 66800 

15900 
15900 
15900 
15900 
15900 
15900 
15900 
15900 

9$10 
80/20 
7$30 
6$40 
5$50 
9$10 
7$30 
5$50 

25 
25 
25 
25 
25 
25 
25 
25 

75 
75 
75 
75 
75 
75 
75 
75 

10 
10 
10 
10 
10 
10 
10 
10 

Preparations K through 0 vary the ratio of divinyl siloxane 
A to mon-vinyl siloxane B at a constant hydride to vinyl 
ratio. Preparations P through R again vary the ratio of 
divinyl siloxane A to mon-vinyl siloxane B but at a different 
constant hydride to vinyl ratio from that in K through O. 

The following preparations utilized a mixture of vinyl 
siloxane compounds, divinyl siloxane A and pentavinyl 
siloxane C, in contrast to those preparations presented in 
Table 1 which utilized only one vinyl siloxane compound. 
divinyl siloxane A. 

35 

TABLE 3 

Preparation of Crosslinhxl Polymeric Siloxane 
in Volatile, Low Molecular Weight Silicone Oil: 

(M, Q)«Resin Reacted with Divinyl 
Terminated Siloxane A 

40 

Preparation of Crosslinked Polymeric Siloxane 
inn Volatile, Low Molecular Weight Silicone Oil: 

(M zQ)„Resin Reacted with Mixed Divlllyl 
Terminated Siloxane A and Pentavin 1 Siloxane C 

A 0. 7/1. 0 
B 0. 9/1. 0 
C 1. 0/1. 0 
D 1. 1/1. 0 
E 1. 3/1. 0 
F 1. 5/1. 0 
G 1. 58/1. 0 
H 1. 3/1. 0 
I 1. 3/1. 0 
J 1. 3/1. 0 
U 1. 3/1. 0 
V 1. 3/1. 0 

66800 
66800 
66800 
66800 
66800 
66800 
66800 
33500 
92700 
66800 
66800 
66800 

Si-H to Si- Divinyl 
Vinyl Siloxane 

Comp'n Ratio A, mol, wt. 

25 
25 
25 
25 
25 
25 
25 
25 
25 
25 
50 
15 

75 
75 
75 
75 
75 
75 
75 
75 
75 
75* 
50 
85 

Volatile, 
Low Mol. 

wn 
Polymer, Silicone, 

wt. % wt. % 

Divinyl 
Sil- 

Si-H to oxane 
Si-Vinyl A, mol. 

Comp'n Ratio wt. 

Penta- 
vinyl 
Siloxane 
B, mol. 
wt. A/B 

Volatile, 
Low 

Poly- MoL Wt. Plat- 
mer, Silicone, inurn 

wt. % wt. % ppm 
4' 

ppm 

10 
10 
10 
10 
10 
10 
10 
10 
10 
10 
5 
5 

S 1. 3/1. 0 66800 16200 90/10 25 75 10 
T 1. 3/1. 0 66800 16200 80/20 25 75 10 

50 The preparations reported in Table 3 vary the mixture of 
vinyl siloxanes being used to prepare the crosslinked mate- 
rial from that reported in Table 2. 

EXAMPLE 2 
55 

Dilution of Crosslinked Gels with Volatile, Low 
Molecular Weight Silicone Oils 

Note: 
«With the exception of preparation J which utilized D5 
(decamethytcyclopentasiloxane) all the other preparations utilized D4 
(octamethylcyclotetrasiloxane). 

Preparations A through G study variations in the hydride to 
vinyl ratio of the hydrosilylation reaction. Preparations E, H 
and I study variations in the molecular weight of the vinyl 
component of the hydrosilylation reaction. Preparations E 65 
and 1 study variations in the volatile, low molecular weight 
silicone oil. 

The crosslinked gels prepared in Example 1 were further 
diluted with volatile, low molecular weight silicone oils to 
produce a slurry. The volatile, low molecular weight silicone 
oils used for dilution were either the same as that used to 
prepare the crosslinked gel or different. The slurry was 
subjected to shearing forces in a homogenizer to produce a 
clear product of a desired viscosity for a specific cosmetic 
application. The viscosity of the gel volatile slurry that had 
been subjected to shearing forces ranged from about 100 
centistokes to over about 100. 000 centistokes at 25' C. Thus 
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for example, 400 g of preparation E was blended with 1. 600 

g of D4, octamethylcyclotetrasiloxane. Preparation E con- 
tains 25 wt. % crosslinked polymer. i. e. 100 g, and therefore 
the slurry of E in D4 is 5 weight percent polyiner. The 
mixture of 5 wt. % crosslinked polymer in D4 was passed 
through a Gaulin homogenizer at 7, 000 psi pressure. The 
resulting material was clear and had a viscosity of 120. 000 
centistokes at 25' C. The preparation of other material 
according to this general procedure is reported in Table 4. 

TABLE 4 

Viscosity of Sheared Cmsslinked Silicone Polymers 
Diluted to 5 Wt. % 

weight of 67. 500 were mixed with 425 g of octamethylcy- 
clotetrasiloxane. The mixture was stirred and 10 ppm plati- 
num catalyst was added as previously described. The mix- 
ture was heated to 80' C, for five hours. The product was 

5 cooled and isolated. The viscosity was 88. 5 centistokes at 
25' C. The results demonslrate that siloxane polymers made 
from low functionality ingredients produce siloxane poly- 
mers with little crosslinking and thus low efficiency in 
controlling the viscosity of the volatile siloxanes. 

io Having described the invention, that which is claimed is: 
1. A silicone composition comprising: 

(A) a silicone formed by the hydrosilylation product of 

(1) a linear alkenyl stopped polyorganosiloxane having 
the formula: 

AA 
BB 
CC 
DD 
EE 
FF 
GG 
HH 
II 
JJ 

KK 
LL 

MM 
NN 
oo 
PP 

QQ 
RR 
SS 
TT 
UU 
VV 

A 
B 
C 
D 
E 
F 
G 
H 
I 
J 
K 
L 
M 
N 
0 
P 
Q 
R 
S 
T 
U 
V 

5 
5 
5 
5 
5 
5 
5 
5 
5 
5 
5 
5 
5 
5 
5 
5 
5 
5 
5 
5 
6 
3. 5 

Comp'n Table I Gel Wt. % Gel 

wt. % 
Volatile, Low 

Molecular 
Weight 
Silicone 

95 
95 
95 
95 
95 
95 
95 
95 
95 
95 
95 
95 
95 
95 
95 
95 
95 
95 
95 
95 
94 
96. 5 

Viscosity, cps 
at 25' C. 

28, 400 
35300 
61, 800 
74, 100 
115, 000 
110, 000 
112, 000 
47, 300 
31, 400 
80, 000 
72, 700 
49, 000 
27, 200 
8, 600 
2, 500 
49, 000 
22, 000 
1, 800 
81, 700 
93, 100 
20, 000 
122, 000 
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M"'++"'Pla~ 

25 
R R R Sioi~ 

where R' is a monovalent unsaturated hydrocarbon radi- 
cal having from two to ten carbon atoms, and R and R 

30 are each independently one to forty carbon atom 
monovalent hydrocarbon radicals, with D defined as: 

35 

R R SiOrir 

where R and R are each independently one to forty 
carbon atom monovalent hydrocarbon radicals. with 
D" defined as: 

where the subscript x is a number greater than 500, the 
20 subscript y is a number ranging from zero to about 20, 

the subscript a is a number ranging from 0 to 2, subject 
to the limitation that a+y is within the range of from 1 
to about 20, with M"1 defined as: 

These data indicate that: 
1) as hydride to alkenyl (vinyl) ratio is changed through 0. 7 40 

to 1. 6 (hydride) to 1. 0 (alkenyl) the product gel viscosity 
increases; 

2) as the molecular weight of the alkenyl component 
increases, extending the distance between crosslink sites, 

i) the ability of the initially produced polymer gel to swell 45 

upon the addition of volatile silicones increases and 

ii) the viscosity increases; and 
3) increasing the average functionality of the alkenyl pre- 

cursor from 1. 3 to 2. 0, increases the crosslink density and 

the viscosity of the resulting product. 

EXAMPLE 3 

Comparison of Low Crosslink Density Gels with 

High Crosslink Density Gels 

The processed gels of the present invention are gels that 
have a high crosslink density, due to the use of the M Q 
resin and vinyl siloxanes that a fairly low equivalent weight 
with respect to the vinyl group. For purposes of comparison, 
gels possessing a low density crosslinking network were 60 

preparetL Thus. the procedures outline to prepare the gels of 
example one were utilized with a linear hydride siloxane 
containing only two equivalents of hydride per molecule and 

a vinyl siloxane containing only two equivalents of vinyl per 
molecule (on average). Thus 2. 02 g of a hydrogen termi- 65 

nated siloxane having a molecular weight of about 1. 818 and 

75 g of a vinyl terminated siloxane having a Jnolecular 

D"'=R R Slosh 

where Rs is a monovalent unsaturated hydrocarbon radi- 

cal having from two to ten carbon atoms, and R is 
independently a one to forty carbon atom monovalent 
hydrocarbon radical with M defined as: 

M=R R R' SIO, o 

with R', R, and R' each independently a one to forty 
carbon atom monovalent hydrocarbon radical; and 

(2) a resin having the formula: 

where Q has the formula SiO~ and with M defined as: 

HsR"s~Siotrt 

where R" is a one to forty carbon atom monovalent 
hydrocarbon radical where the subscript b is a number 

ranging from 1 to 3, with the subscripts w and z having 
a ratio of 0. 5 to 4. 0 respectively and the subscript j 
ranges from about 2. 0 to about 100; wherein said 
hydrosilylation is conducted in the presence of 



Df 

where the subscript f is an integer ranging from about three 
to about 6 with D defined as 

25 
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(3) a first silicone having a viscosity below about 1, 000 

centistokes at 25' C. ; 
thereby forming a gel having an ASTM D-2240-91 Durom- 
eter hardness of at least 5; and 
(B) a second silicone having a viscosity below about 1. 000 5 

centistokes at 25' C. wherein said gel is slurried in said 
second silicone and subjected to mixing with said second 
silicone; 

producing thereby a uniform liquid comprising said second 
silicone and said gel whereby said uniform liquid has a io 
viscosity ranging from 500 to 150, 000 centistokes at 25' C. 

2. The composition of claim 1 wherein in said linear 
alkenyl stopped polyorganosiloxane R' is a monovalent 
unsaturated hydrocarbon radical having two carbon atoms. 

3. The composition of claim 2 wherein said linear alkenyl is 
stopped polyorganosiloxane has a vinyl equivalent weight 
ranging from about 1. 500 to about 150, 000. 

4. The composition of claim 3 wherein said resin has a 
hydride equivalent weight of f'rom about 80 to about 190. 

5. The composition of claim 4 wherein said first silicone 20 
is selected from the group consisting of cyclic silicones 
having the formula 

M'D'Pf 
14 

where D' is defined as: 

R R SiO~~ 

where R and R are each independently one to forty carbon 
atom monovalent hydrocarbon radicals and M' has the 
formula: 

R' R' R' SiO, ~ 

M"'+ J3"'Pl~ 

where R', R' and R' are each independently one to forty 
carbon atom monovalent hydrocarbon radicals. 

9. The composition of claim 8 where said second silicone 
is a cyclic silicone. 

10. The composition of claim 9 where f is 4. 
11. A process for dispersing a silicone gel having an 

ASTM D-2240-91 Durometer hardness of at least 5 in a 
silicone liquid comprising: 
(A) hydrosilylating 

(1) a linear alkenyl stopped polyorganosiloxane having 
the formula: 

R"R SiO~~ 

where R and R are each independently one to forty carbon 
atom monovalent hydrocarbon radicals and linear silicones 
having the formula: 

where the subscript x is a number greater than 500, the 30 
subscript y is a number ranging from zero to about 20. 
the subscript a is a number ranging from 0 to 2, subject 
to the limitafion that a+y is within the range of from 1 
to about 20, with M"' defined as: 

35 

R R R SiOuz 

where D' is defined as: 

R R SiO~~ 

where R and R are each independently one to forty carbon 
atom monovalent hydrocarbon radicals, the subscript i 
ranges from 0 to about 300, and M' has the formula: 

45 

where R' is a monovalent unsaturated hydrocarbon radi- 
cal having from two to ten carbon atoms, and R and R 
are each independently one to forty carbon atom 
monovalent hydrocarbon radicals, with D defined as: 

R R~SiO~ 

R" R" R "Sio, 

where R', R' and R' are each independently one to forty 
carbon atom monovalent hydrocarbon radicals. 

50 6. The composition of claim 5 where said first silicone is 
a cyclic silicone. 

7. The composition of claim 6 where f is 4. 
S. The composition of claim 7 where said second silicone 

is selected from the group consisting of cyclic silicones 
having the formula 55 

Dy 

where the subscript f is an integer ranging from about three so 
to about 6 with D defined as: 

R~R~SiO~ 

where R and R are each independently one to forty carbon 65 
atom monovalent hydrocarbon radicals and linear silicones 
having the formula: 

where R and R' are each independently one to forty 
carbon atom monovalent hydrocarbon radicals, with 
D" defined as: 

D"'=R6R7SiO 
2/2 

where R is a monovalent unsaturated hydrocarbon radi- 
cal having from two to ten carbon atoms, and R7 is 
independently a one to forty carbon atom monovalent 
hydrocarbon radical with M defined as: 

M=R R R SiO 

with R, R, and R' each independently a one to forty 
carbon atom monovalent hydrocarbon radical; with 

(2) a resin having the formula: 

(M 
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where Q has the formula Si0~2 and with M defined as: Df 
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HgR "3~S&OU2 

where the subscript f is an integer ranging from about three 
to about 6 with D defined as 

where R" is a one to forty carbon atom monovalent 
hydrocarbon radical where the subscript b is a number 

ranging from 1 to 3. with the subscripts w and z having 
a ratio of 0. 5 to 4. 0 respectively and the subscript j 
ranges f'rom about 2. 0 to about 100; in the presence of 

(3) a first silicone having a viscosity below about 1, 000 
centistokes at 25' C, ; thereby 

(B) forming a gel having an ASHY D-2240-91 Durometer 
hardness of at least 5; and 

(C) slurrying said gel with a second silicone having a 
viscosity below about 1, 000 centistokes at 25' C. ; and 

(D) mixing said gel with said second silicone thereby 

(E) producing a uniform liquid comprising said second 
silicone and said gel whereby said uniform liquid has a 
viscosity ranging from 500 to 150, 000 centistokes at 25' 
C. 
12. The process of claim 11 wherein in said linear alkenyl 

stopped polyorganosiloxane R' is a monovalent unsaturated 
hydrocarbon radical having two carbon atoms. 

13. The process of claim 12 wherein said linear alkenyl 
stopped polyorganosiloxane has a vinyl equivalent weight 

ranging from about 1, 500 to about 150, 000. 
14. The process of claim 13 wherein said resin has a 

hydride equivalent weight of from about 80 to about 190. 
15. The process of claim 14 wherein said first silicone is 

selected from the group consisting of cyclic silicones having 
the formula: 

R R Si02n 

where R" and R are each independently one to forty carbon 
atom monovalent hydrocarbon radicals and linear silicones 

10 
having the formula: 

M'D'Pf 

i5 where D' is defined as. " 

R R Si02n 

20 where R and R are each independently one to forty carbon 
atom monovalent hydrocarbon radicals and M' has the 
formula: 

25 R12R13R14$iO in 

where R' . R' and R' are each independently one to forty 
carbon atom monovalent hydrocarbon radicals. 

18. The process of claim 17 where said second silicone is 

30 a cyclic silicone and f is 4. 
19. A silicone composition consisting essentially of: 

(A) a silicone formed by the hydrosilylation product of 

(1) a linear alkenyl stopped polyorganosiloxane having 
the formula: 

35 

where the subscript f is an integer ranging from about three 

to about 6 with D defined as: 

R~R~Si02n 

where R and R are each independently one to forty carbon 
atom monovalent hydrocarbon radicals and linear silicones 
having the formula: 45 

M vlf J) J) Yfpf 

where the subscript x is a number greater than 500, the 
subscript y is a number ranging from zero to about 20, 
the subscript a is a number ranging from 0 to 2, subject 
to the limitation that a+y is within the range of from 1 
to about 20, with M"' defined as: 

RRRSi0„2 

where D' is defined as 

R4R Sio~ 

where R' is a monovalent unsaturated hydrocarbon radi- 
cal having from two to ten carbon atoms. and R and R 
are each independently one to forty carbon atom 
monovalent hydrocarbon radicals, with D defined as: 

where R and Rs are each independently one to forty carbon 
atom monovalent hydrocarbon radicals, the subscript i 55 

ranges f'rom 0 to about 300, and M' has the formula: 

R' R'~R' Sio, n 

R R Si02n 

where R" and R are each independently one to forty 
carbon atom monovalent hydrocarbon radicals, with 
D"' defined as: 

where R' . R' and R' are each independently one to forty 
carbon atom monovalent hydrocarbon radicals. 

16. The process of claim 15 where said first silicone is a 
cyclic silicone and f is 4. 

17, The process of daim 16 where said second silicone is 
selected from the group consisting of cyclic silicones having 

the formula: 

D "~R~R~SiO 
2Q 

where R is a monovalent unsaturated hydrocarbon radi- 

65 cal having from two to ten carbon atoms. and R is 
independently a one to forty carbon atom monovalent 

hydrocarbon radical with M defined as: 
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with R, R . and R' each independently a one to forty 
carbon atom monovalent hydrocarbon radical; and 

(2) a resin having the formula: 5 

(M Q )i 

HbR' 3~Si0$/z 

where Q has the formula Si04/z and with M defined as: io 

18 
independently a one to forty carbon atom monovalent 
hydrocarbon radical with M defined as: 

M=R8R~R'osio 

with R, R, and R' each independently a one to forty 
carbon atom monovalent hydrocarbon radical; with 

(2) a resin having the formula: 

(MH (Q/ 

where Q has the formula SiO~z and with M defined as: 
where R" is a one to forty carbon atom monovalent 

hydrocarbon radical where the subscript b is a number 
ranging from 1 to 3, with the subscripts w and z having 
a ratio of 0. 5 to 4. 0 respectively and the subscript j 
ranges from about 2. 0 to about 100; wherein said 
hydrosilylation is conducted in the presence of 

(3) a first silicone having a viscosity below about 1, 000 
centistokes at 25' C. ; 

thereby forming a gel having an ASTM D-2240-91 Durom- 
eter hardness of at least 5; and 
(B) a second silicone having a viscosity below about 1, 000 

centistokes at 25' C. wherein said gel is slurried in said 
second silicone and subjected to mixing with said second 
silicone; 

producing thereby a uniform liquid comprising said second 
siTicone and said gel whereby said uniform liquid has a 
viscosity ranging from 500 to 150, 000 centistokes at 25' C. 

20. A process for dispersing a silicone gel having an 
ASTM D-2240-91 Durometer hardness of at least 5 in a 
silicone liquid consisting essentially of: 
(A) hydrosilylating 

(1) a linear alkenyl stopped polyorganosiloxane having 
the formula: 

15 

H„R "z~S&oz/z 

where R" is a one to forty carbon atom monovalent 
hydrocarbon radical where the subscript b is a number 
ranging from 1 to 3. with the subscripts w and z having 
a rafio of 0. 5 to 4. 0 respectively and the subscript j 
ranges from about 2. 0 to about 100; in the presence of 

(3) a first silicone having a viscosity below about 1. 000 
centistokes at 25' C. ; thereby 

(B) forming a gel having an ASTM D-2240-91 Durometer 
hardness of at least 5; and 

(C) slurrying said gel with a second silicone having a 
viscosity below about 1, 000 centistokes at 25' C. ; and 

(D) mixing said gel with said second silicone thereby 
(E) producing a uniform liquid comprising said second 

silicone and said gel whereby said uniform liquid has a 
viscosity ranging from 500 to 150, 000 centistokes at 25' 
C. 
21. A cosmetic composition comprising a silicone com- 

position comprising: 
(A) a silicone formed by the hydrosilylation product of 

(1) a linear alkenyl stopped polyorganosiloxane having 
the formula: 

M"' J)+"'Plz 

where the subscript x is a number greater than 500. the 
subscript y is a number ranging from zero to about 20, 
the subscript a is a number ranging from 0 to 2, subject 
to the limitation that a+y is within the range of from 1 45 

to about 20, with M"' defined as: 

M ++ Plz 

where the subscript x is a number greater than 500, the 
subscript y is a number ranging from zero to about 20, 
the subscript a is a number ranging from 0 to 2, subject 
to the limitation that a+y is within the range of from 1 
to about 20, with M"' defined as: 

R'R R SiOz/z 

50 

where R' is a monovalent unsaturated hydrocarbon radi- 
cal having from two to ten carbon atoms, and R and R 
are each independently one to forty carbon atom 
monovalent hydrocarbon radicals, with D defined as: 

55 

R'R R'SiO, /z 

where R' is a monovalent unsaturated hydrocarbon radi- 
cal having from two to ten carbon atoms, and R and R 
are each independently one to forty carbon atom 
monovalent hydrocarbon radicals, with D defined as: 

R R SROz/z 

where R" and Rs are each independently one to forty 
carbon atoln monovalent hydrocarbon radicals, with 60 
D"' defined as: 

R R SiOz/z 

where R and R are each independently one to forty 
carbon atom inonovalent hydrocarbon radicals. with 
D" defined as: 

D"'=R4R Sioz/z 

65 
where R6 is a monovalent unsaturated hydrocarbon radi- 

cal having from two to ten carbon atoms, and R is 

D"~R~R SiOz/z 

where R is a monovalent unsaturated hydrocarbon radi- 
cal having from two to ten carbon atoms, and R is 
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20 
independently a one to forty carbon atom monovalent 
hydrocarbon radical with M defined as: 

where D' is defined as: 

M=R'R'R "S O, 

with R . R, and R' each independently a one to forty 
carbon atom monovalent hydrocarbon radical; and 

(2) a resin having the formula: 
10 

(MH Q )1 

where Q has the formula SiP~~ and with M defined as: 

15 

~R "3~SiO, ~ 

where R" is a one to forty carbon atom monovalent 
hydrocarbon radical where the subscript b is a number 

ranging from 1 to 3, with the subscripts w and z having 
a ratio of 0. 5 to 4. 0 respectively and the subscript j 
ranges from about 2. 0 to about 100; wherein said 

hydrosilylation is conducted in the presence of 

(3) a first silicone having a viscosity below about 1, 000 25 

centistokes at 25' C. ; 
thereby forming a gel having an ASTM D-2240-91 Durom- 

eter hardness of at least 5; and 

(B) a second silicone having a viscosity below about 1, 000 
centistokes at 25' C. wherein said gel is slurried in said 3o 

second silicone and subjected to mixing with said second 
silicone; 

producing thereby a uniform liquid comprising said second 
silicone and said gel whereby mid uniform liquid has a 

viscosity ranging from 500 to 150, 000 centistokes at 25' C, ss 
22. The composition of claim 21 wherein in said linear 

alkenyl stopped polyorganosiloxane R' is a monovalent 
unsaturated hydrocarbon radical having two carbon atoms. 

23. The composition of claim 22 wherein said linear 

alkenyl stopped polyorganosiloxane has a vinyl equivalent 4o 

weight ranging from about 1, 500 to about 150, 000. 
24. The composition of claim 23 wherein said resin has a 

hydride equivalent weight of fiom about 80 to about 190. 
25. The composition of claim 24 wherein said first sili- 

cone is selected from the group consisting of cyclic silicones 4S 

having the formula 

R R Sio~ 

where R and R are each independently one to forty carbon 
atom monovalent hydrocarbon radicals, the subscript i 
ranges from 0 to about 300, and M' has the formula: 

R' R'3R' SiP 1/2 

where R', R' andR' are each independently oneto forty 
carbon atom monovalent hydrocarbon radicals. 

26. The composition of claim 25 where said first silicone 
is a cyclic silicone. 

27. The composition of claim 26 where f is 4. 
28. The composition of claim 27 where said second 

silicone is selected from the group consisting of cyclic 
silicones having the formula 

Df 

where the subscript f is an integer ranging from about three 

to about 6 with D defined as: 

R R Sio~ 

where R and R are each independently one to forty carbon 
atom monovalent hydrocarbon radicals and linear silicones 

having the formula: 

where D' is defined as: 

R R Sio~ 

where R and R are each independently one to forty carbon 
atom monovalent hydrocarbon radicals and M' has the 

formula: 

Df 

where the subscript f is an integer ranging from about three 

to about 6 with D defined as 

R4R SiO~ 

where R and Rs are each independently one to ftxty carbon 

atom monovalent hydrocarbon radicals and linear silicones 

having the formula: 

R R R'"SiO, ~ 

where R', R' and R' are each independently one to forty 
carbon atom monovalent hydrocarbon radicals, 

29. The composition of claim 28 where said second 
silicone is a cyclic silicone. 

30. The composition of claim 29 where f is 4. 
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